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CHIAN  TURPENTINE  v.  Oleo-eesins. 

CHIC  A  RED.  C'hica  red  or  chica,  carncru. 
Vermilion  americanum,  carajtira  is  a  red  pigment, 
produced  hy  the  Indians  of  Central  America  from 
Bignonia  chica  (Humb.  et  Bonp!.).  The  leaves  of 
this  plant  are  extracted  with  boiling  water,  and 
the  extract  is  allowed  to  ferment,  or.  according 
to  Crookes  (Dyeing  and  Calico-i^rinting),  some 
particles  of  the  bark  of  a  tree  called  '  aryane  '  are 
added  to  the  liquid,  and  cause  the  precipitation 
of  the  colouring  matter. 

Chica  red  came  into  commerce  in  the  form  of 
small  red  cakes  under  the  name  of  '  carneru,'  or 
'  vermilion  americanum,'  and  sometimes  as  a 
red  powder  ;  but  is  now  extremely  difficult,  if 
not  impossible,  to  procure.  It  is  insoluble  in 
M  ater,  somewhat  soluble  in  boiling  dilute  alcohol, 
and  soluble  in  solutions  of  the  alkali  hydroxides, 
with  a  brown-red  or  orange-rod  colour. 

Boussingault  (Ann.  Chim.  Phys.  [2]  27,  315) 
extracted  from  this  material,  by  means  of 
alcohol,  a  red  colouring  matter.  Erdmann 
(J.  1857,  487)  employed  alcoholic  sul- 
phuric acid,  and  precipitated  the  dye  with 
ammonium  carbonate.  According  to  the  latter 
author,  this  product  has  the  composition 
CgHjO^,  and  is  decomposed  by  nitric  acid  with 
formation  of  anisic  acid,  picric  acid,  oxalic  acid, 
and  hydrocyanic  acid. 

Chica  red  is  in  reality  a  lake,  and  when  this  is 
decomposed  with  hot  dilute  hydrochloric  acid, 
a  comparatively  small  quantity  of  a  residue 
remains,  which  consists  of  a  mixture  of  the  free 
colouring  matter  with  plant  debris.  After  puri- 
fication the  colouring  matter  consists  of  a  pale- 
red  power,  soluble  in  alkaline  solutions,  with  a 
red-violet  colouration,  which  rapidly  becomes 
brciTO  on  contact  with  air.  It  dyes  mordanted 
calico  shades  which  are  of  a  similar  type  to 
those  given  by  alizarin.  Carajura,  which  is 
also  a  lake,  appears  to  yield  the  same  dyestuff 
as  chica  red,  and  is  probably  identical  with  it 
(Perkin,  private  communication).      A.  G.  P. 

CHICAGO  BLUE,  -ORANGE,  v.  Azo-  colour- 
ing MATTERS. 

CHICK  PEA.  Cicer  arietinum,  L.  A  legumi- 
nous annual,  growing  to  a  height  of  about  2  feet, 
Vol.  II.— T. 


largely  cultivated  in  India,  where  its  seeds  are 
used  as  food  for  cattle  and  horses,  and,  after 
the  removal  of  the  husks,  for  man. 

In  some  cases  the  young  leaves,  fried  in  oil, 
are  also  eaten.    Church  (The  Food  Grains  of 
India,  1886)  gives,  as  the  average  composition  : 
Sol.  carbo- 

Water  Protein  Fat  hydrates  Fibre  Ash 
With  husk  11-2  19-5  4-6  5,3-8  7-8  3-1 
Husked    .11-5     21-7     4-2     59-0     1-0  2-6 

Analyses  of  various  parts  of  the  fresh  plant 
were  made  by  Passerini  (Staz.  Sper.  Agrar.  21, 
20 ;  Chem.  Soc.  Abstr.  1893,  ii.  226). 

The  fresh  substance  of  the  stems,  leaves,  and 
entire  pods  contained  27-54  p.c,  24-39  p.c,  and 
19-85  p.c.  of  dry  matter  respectively. 

The  dry  matter  of  the  stems,  leaves,  and 
seeds  contained  : 

Cellu-  Otlier  carbo- 
Fat    lose  hydrates  Ash 
1-8    35-0  49-0 
4-1  13-9 


Protein 
Stems  .  6-35 
Leaves  14-21 
Seeds  26-20 


1-7 


58-9 
63-6 


7-  81 

8-  83 
3-30 


Nitrogen 

1-  62 

2-  27 
4-19 


The  ash  contained  : 


O       «  o 

ca       c3  -3 

M    1^;  o 
Stems   48-4  0-5  23-6 
Leaves  29-6  0-9  40-6 


g      S  1^ 

4-4  2-10-03 
3-3  3  0  — 


CO       ^  O 

5-  36-8  6-2  3-7 

6-  04-411-3  1-8 


Seeds    24-6  1-3  4-520  0  2-4  —  39-63-4  0  7  2-9 

Traces  of  boron,  lithium,  and  eojjper  were 
also  present  in  the  ash.  H.  I. 

CHICORY  or  SUCCORY.  Cichorium  Inti/bus 
(Linn.).  A  perennial  plant  belonging  to  the 
GompositcB,  growing  to  a  height  of  about  3  feet, 
bearing  blue  flowers  and  having  a  long  tap  root. 
It  is  sometimes  grown  as  cattle  food,  the  foliage 
being  thus  used,  but  more  genoraUy  it  is  culfi- 
vatecl  for  the  sake  of  its  root,  which,  when  dried, 
roasted,  and  ground,  is  largely  used  for  mixing 
with  coffee. 

According  to  Letheby's  analysis  (quoted  by 
Wynter  Blyth,  Foods,  359,  1909),  fresh  chicory 
root  contains : 

Bitter 

Gummy  extrac- 
Water    matter  ttlucose  tive 
77-0      7-5      1-1  40 


Cellulose, 
inulin. 
Fat    and  fibre 
0-6  9-0 

B 


Ash 
0-8 


CHICORY  OR  SUCCORY. 


Analyses  by  Mayer  (Bied.  Zentr.  1885,  828) 
gave : 

Allni- 

Water  niinoids  Fat  Iiiulin 

72     1-1     0-2  12-0 

to  to 

77  17.3 


Bitter 

Fibre  Sugar  extract  Ash 
1-4  5-6  0-5  1-4 
to  to  to  to 
1-8     6-0    0-15  1-9 


WolfiE  (Chem.  Zentr.  1899,  ii.  211)  also  found 
that  chicory  root  contains  from  13  to  15  jj.c.  of 
inulin,  and  an  optically  inactive  sugar,  synan- 
throse.  He  states  that  drying  the  roots  has 
little  or  no  effect  upon  the  sugars,  but  during 
roasting  the  reducing  sugars  are  increased,  a 
large  portion  of  the  inulin  is  changed,  and  caramel 
and  dextrin  are  formed. 

Petermann  (Bied.  Zentr.  1883,  843)  found 
pure  roasted  chicory  to  contain  : 

Soluble  in  water,  74-2  p.c. 

Dextrin  Colouring 

Water    Glucose    and  inulin  Protein    matter  Ash 

16-3      26-1         9-6       3-2        16-4  2-6 

Insoluble  in  water,  25-8  p.c. 
Protein       Fat      Cellulose  Ash 
3-2        5-7        12-3  4-6 
The  ash  of  chicory  root  and  leaves,  according 
to  Wolff,  contain  : 

KoO  Na,0  MgO  CaO  FeoO,  P^Or  SO,  SiO,  CI 
4U-4  7-7  6-3  8-7  3-0   14-2  9-0  6-0  3-7 


Root 

Leaves  60-0  0-7  3-2  14-3 


9-0  9-0  10  1-7 


Wynter  Blyth  (Foods,  359,  1909)  gives  as 
the  main  differences  between  the  ashes  of  coffee 
and  chicory,  the  following  : — 

Coffee  ash      Chicory  ash 
Silica  and  sand         .         —       10-7-35-9  p.c. 
Carbon  dioxide         .    14-9  1  •8-3-2  „ 

Ferric  oxide  .  .  0-44-0-98  3-1-5-3  „ 
Chlorine  .  .  .  0-26-M  3-3^-9  „ 
Phosphorus  pentoxide  10-0-1 1-0      5-0-6-0  „ 

The  soluble  ash  of  chicory  may  be  taken  as 
about  1-74  p.c,  that  of  coffee  as  about  3-0  p.c. 

Chicory  has  about  three  times  the  tinctorial 
power  of  ordinary  coffee,  and  this  has  been  pro- 
posed as  the  basis  for  a  rough  estimation  of  the 
amount  of  chicory  present  in  a  mixture  of  coffee 
and  chicory  (Leebody,  Chem.  News,  30,  243). 

The  sp.gr.  at  15-5°  of  a  solution,  made  by 
boiling  a  quantity  of  the  substance  with  ten 
times  its  weight  of  water,  affords  a  ready  method 
of  approximately  determining  the  amount  of 
adulteration.  The  following  table  gives  the 
specific  gravities  of  infusions  made  in  this  waj' 
from  the  various  substances  : — 

Spent  tan  ....  1-00214 
Acorns        ....  1-00730 

Peas   1-00730 

Mocha  coffee  .  .  .  1-00800 
Ceylon  coffee  .  .  .  1-00870 
Java  coffee  ....  1-00870 
Costa  Rica  coffee  .  .  .  1-00900 
Native  Ceylon  coffee  .  .  1-00900 
Brown  malt  .  .  .  1-01090 
Black  malt  ....  1-02120 
Dandelion  root  .  .  .1-02190 
Red  beet  ....  1-02210 
Yorkshire  chicory  .  .  .  1-01910 
Foreign  chicory  .  .  .1  -02260 
Guernsey  chicory  .        .        .  1-02326 

Maize   1-02530 

Bread  raspings     .       .       .  1-02630 
(quoted  by  Wynter  Blyth,  Foods,  360). 


Hehner  and  Skertchly  propose  a  determina- 
tion of  furfural  (a  measure  of  pentosans)  as  a 
means  of  examining  suspected  coffee.  Coffee 
gives  about  5-5-5  p.c,  chicory  about  2-5  p.c 
of  pentosans  (Analyst,  24,  178).  H.  I. 

CHILE  SALTPETRE.  Sodium  nitrate  (v. 
Sodium). 

CHINA  BLUE.  Syn.  Water  Blue,  Cotton  Blue, 
Opal  Blue  v.  Teiphenylmbthanb  colouring 

MATTERS. 

CHINA  CLAY  or  KAOLIN  v.  Clay. 

CHINA  GRASS.  Bhea  Ramie  fibre.  This 
substance  is  the  fibre  of  two  (or  perhaps  more) 
species  or  varieties  of  the  genus  Boehmeria,  nat. 
ord.  Urticaceoe,  shrubs  allied  to  the  nettle 
{Urfica),  but  possessing  no  stings,  namely, 
Boehmeria  nivea  (Hook  and  Am.)  with  a  white 
hairy  under  surface  to  the  leaf,  and  B.  utilis 
[5.  tenacissima  (Gaud.)]  with  a  green  (Blume) 
under  surface  (more  or  less  hairy  ordy  on  the 
nerns)  to  the  leaf.  It  is  the  Tchou-ma  of  China 
and  the  Rheea  of  Assam.  The  plants  grow  to 
a  height  of  from  three  to  five  feet,  throwing  up 
numerous  straight  shoots  as  thick  as  the  little 
finger,  and  covered  with  short  soft  hairs.  Its 
leaves  grow  upon  long  foot-stalks  and  are 
broadly  heart-shaped,  about  six  inches  long 
by  four  broad.  It  is  a  native  of  China  and 
Sumatra,  where,  as  in  India,  it  has  long  been 
cultivated. 

Its  manufacture  into  mats  used  for  making 
sails,  foot-mats,  &c.,  is  carried  on  in  Southern 
China,  where  three  crops  of  Tchou-ma  are  taken 
each  year,  of  which  the  second  is  the  best.  For 
this  purpose  the  grass  is  sorted  into  bundles, 
which  are  soaked  in  water  for  two  or  three  days 
and  then  dried  in  the  sun.  If  a  red  colour  is 
desired,  the  grass  is  steeped  in  a  decoction  of 
sapan  wood ;  if  yellow,  in  a  decoction  of  the  seeds 
and  flowers  of  the  common  Chinese  plant  mi-fa, 
or  in  one  of  Sophora  japonica,  to  which  a  little 
alum  is  added  as  a  mordant.  Other  vegetable 
dyes  are  also  employed ;  but  of  late  years 
aniline  colours  have  in  a  measure  taken  their 
place. 

By  processes  of  manufacture  an  exceedingly 
fine  fibre  is  produced  on  separating  the  filaments 
of  the  stalk — a  fibre  distinguished  by  its  strength, 
which  is  nearly  three  times  that  of  Russian 
hemp;  by  its  length,  which  is  greater  than  that 
of  any  bast  product ;  and  by  its  lustrous,  silky 
appearance.  Great  efforts  have  been  made,  with 
more  or  less  success,  to  render  the  use  of  the 
fibre  in  European  textile  manufactures  commer- 
cially profitable.  It  will  be  seen  from  the  fol- 
lowing remarks  that  there  are  difficulties  in  the 
way.  In  the  first  place,  the  method  of  separat- 
ing the  bast  by  hand  was  tedious,  and  could  only 
be  performed  whilst  the  stems  were  quite  fresh, 
thus  limiting  its  production  to  the  immediate 
neighbourhood  of  the  plant's  growth.  In  China 
the  bark  is  stripped  from  the  stems  and  the  fibre 
scraped  off  with  a  knife,  a  process  which  removes 
the  whole  so-called  grass  if  performed  while  tlio 
stem  is  stiU  quite  fresh,  but  leaves  a  large  por- 
tion if  it  has  become  at  all  dry.  Even  under 
the  best  conditions  a  very  skilful  operator  can 
collect  only  two  pounds  of  grass  per  day,  the 
average  quantity  obtained  being  only  half  a 
pound  to  one  pound.  It  is  further  found  that, 
owing  to  the  large  amount  of  pectinic  substances 


CHINA. 

contained  in  these  Urticacece,  the  long  steeping 
or  retting  processes  used  with  flax  and  hemp 
cannot  be  practised  on  account  of  the  ensuing 
excessive  fermentation,  which  injures  tlie  fibre. 
Experiments  made  in  India  with  unskilled 
workers  gave  about  four  ounces  per  day  each  as 
the  result  of  their  labour.  Attention  has  conse- 
quently been  given  to  mechanical  processes  for 
separating  the  fibres  from  the  bark  in  tlie  green 
and  in  the  dry  state.  With  this  in  view,  the 
India  Office  some  years  ago  submitted  samples 
of  the  dried  article  to  Dr.  Forbes  Watson,  who 
reported  that  he  did  not  find  it  at  aU  difficult  to 
obtain  the  fibre  from  stems  which  Avere  quite 
dry.  The  difficulty  in  the  case  of  India  is  that 
the  best  crops  are  obtained  during  the  rainy 
season,  when  it  is  all  but  imiDossible  to  dry  the 
stems  except  by  expensive  artificial  means ; 
while,  as  above  pointed  out,  the  liability  of  the 
plant  to  ferment  resulted  in  the  spoiling  of  the 
crops  when  its  treatment  was  delayed.  The 
Government  of  India  has  followed  up  its  in- 
quiries and  encouraged  inventors  to  competition 
in  producing  a  machine  capable  of  dealing  with 
the  green  crop.  It  may  be  said  that  this  en- 
couragement has  resulted  in  an  approximation 
to  success  ;  thus,  in  one  instance  of  a  machine 
consisting  of  a  cylinder  with  beaters  revolving 
at  a  high  speed  against  the  stems  upon  which 
meanwhile  a  jet  of  water  is  poured.  Dr.  Watson 
estimated  the  cost  of  producing  the  fibre  to 
average  4Z.  to  51.  per  ton.  The  yield  from  the . 
machine  was  from  1  to  2  tons  of  green  stalks 
per  day,  estimated  to  produce  about  100  lbs.  of 
cleaned  fibre. 

In  the  treatment  of  green  stalks  by  hand 
the  Favier's  process  consists  in  subjecting  the 
plants  to  the  action  of  steam  for  15  to  30 
minutes,  after  which  the  bark  is  easily  stripped. 
Those  stems  also  which  have  been  standing 
some  time  after  being  cut  can  also  be  treated 
without  leaving  any  apj)reciable  amount  of  fibre 
on  the  stalks. 

The  operation  of  scutching  the  dried  stems 
presents  no  difficulty  when  steam  power  is 
applicable  and  when  the  quantity  of  material  to 
be  treated  is  sufficiently  large.  The  next  pro- 
cess, however,  of  '  ungumming '  has  given  a  little 
trouble.  Since  China  grass  contains  from  22  to 
28  or,  in  some  cases,  up  to  35  p.c.  of  gum,  it  is 
necessary  to  remove  this  constituent  of  the  fibre 
before  it  can  be  spun  into  yarn.  For  this  pur- 
pose many  partly  mechanical  and  partly  che- 
mical processes  have  Ijeen  devised.  It  may 
sufficiently  describe  the  lines  which  these  various 
systems  take  to  say  that  they  resemble  generally 
the  processes  adopted  in  the  scouring  and  bleach- 
ing of  cotton  goods — that  is  to  say,  by  subjecting 
the  material  to  pressure  under  the  application 
of  steam,  and  to  alternate  treatment  of  alkaline 
and  acid  agents. 

China  grass  has  little  or  no  attraction  for 
dyes,  and  consequently  the  methods  adopted  in 
the  dyeing  of  cotton  or  of  jute  are  applicable  to 
it.  It  is  found  that  mineral  colours,  such  as 
chrome  yellow  and  orange,  destroy  the  peculiar 
lustre  of  China  grass  ;  the  yellow  dye  obtained 
with  cadmium  sulphide,  however,  is  not  open  to 
this  objection.  Alizarin  mordanted  with  Turkey- 
red  oil  destroys  the  lustre,  whilst  aniline  colours 
fixed  with  the  same  mordant  do  not.  Rosaniline 
derivatives  and  azo-  colouring  matters  may  be 
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used  satisfactorily.  It  is  recommended  that  the 
grass  should  be  dyed  immediately  after  retting 
and  before  spinning,  to  preserve  the  character^ 
istic  sheen. 

The  textiles  formerly  associated  with  China 
grass  were  such  articles  as  handkerchiefs  and 
'  grass  cloths,'  imported  direct  from  China  ;  but 
recent  efforts  to  introduce  the  manufacture  as 
well  as  the  growth  of  China  grass  into  Europe 
have  led  to  other  developments.  Thus  at  the 
manufactory  of  Zittau  in  Saxony,  the  fibre  has 
found  application  in  tapestry  and  dress  goods, 
table-cloths,  damasks,  lace,  fancy  knitting  yarns, 
&c.  It  is  also  used  in  the  manufacture  of  in- 
candescent gas-mantles. 

A  number  of  other  species  of  Boehmeria  also 
supply  bast  fibres. 

CHINA  INK  V.  Indian  ink. 

CHINA-STONE.  A  granitic  rock,  having  its 
felspathic  constituent  more  or  less  decomposed, 
but  not  completely  kaolinised.  As  the  felspar 
still  retains  part  of  its  alkali,  and  as  some  mi- 
caceous mineral  is  generally  present,  the  stone 
is  fusible  ;  hence  it  is  largely  used  in  the  manu- 
facture of  porcelain,  and  when  free  felspar  is  not 
introduced  it  forms  the  only  vitrifiable  constituent 
of  the  paste.  China-stone  is  sometimes  known 
as  '  Cornish  stone '  in  consequence  of  its  being 
largely  quarried  in  Cornwall,  where  it  was  dis- 
covered by  W.  Cookworthy,  of  Plymouth,  about 
1750.  He  first  noticed  it  at  Tregonning  Hill, 
near  Breage,  and  described  it  under  the  local 
name  of  '  growan '  or  '  moor-stone.'  It  is  now 
obtained  prmcipally  from  the  neighbourhood 
of  St.  Stephens,  near  St.  Austell.  The  rock 
requires  no  preparation,  but  is  sent  direct  from 
the  quarry  to  the  potteries.  Notwithstanding 
the  altered  condition  of  the  felspar,  it  is  used 
locally  as  a  building  stone,  and  found  to  be 
durable. 

The  conditions  imder  which  the  china-stone 
has  been  formed  are  obscure.  Its  occurrence 
sometimes  in  narrow  bands,  and  its  altered  cha- 
racter at  great  depths,  render  it  improbable  that 
the  decomijosition  has  been  due  to  the  superficial 
action  of  meteoric  agents,  such  as  water  and 
carbon  dioxide.  Daubree,  Smyth,  Le  Neve 
Foster,  Collins,  and  other  observers  in  Cornwall, 
have  held  that  the  granite  has  been  decomposed 
probably  by  means  of  compounds  containing 
fluorine  rising  from  below  ;  a  view  supported  by 
the  fact  that  the  china-stone  and  kaolin  occur  in 
association  with  veins  of  tin  ore  and  various 
fluorine-bearing  minerals  (Daubre'e,  Geol.  Expt. 
1879,  64). 

Cornish  stone  consists  usually  of  quartz, 
altered  orthoclase,  kaolinite,  and  gilbertite, 
frequently  associated  with  lepidolite,  or  lithia- 
mica,  known  to  the  Cornish  quarrymen  as  '  shell,' 
and  occasionally  as  schorl,  or  black  tourmaline, 
and  fluor-spar  as  accessory  constituents.  The 
gilbertite  (hydrated  sflicate  of  aluminium  and 
potassium)  seems  to  have  been  mistaken  by 
some  observers  for  talc  (hydrated  silicate  of 
magnesium),  as  the  china-stone  has  been  fre- 
quently described  as  an  altered  talcose  granite. 
The  following  analyses  of  the  china-stone  of  St. 
Stephens,  Cornwall,  are  given  by  J.  H.  CoOins 
(Hensbarrow  Granite  District,  Truro,  1878, 
31):- 
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SUica          .        .        .  73-39  69-50  71-06 

Alumina      .        .        .  16-50  17-85  18-79 

Lime          .       .       .  0-50  2-66  1-70 

Magnesia     .        .        .  0-31  0-12  0-35 

Potash  (with  a  little  soda )  7-60  7-98  6-60 

Iron    ....  trace  trace  trace 

Manganese  ...  —  trace  trace 

Fluorine      .        .        .  0-74  0-71  0-14 

Water         .        .        .  1-25  1-30  0-91 


100-35  100-12  100-15 

It  has  been  proposed  by  Collins  to  distinguish 
china-stone  under  the  name  petunzite,  a  word 
suggested  by  the  Chinese  pe-tun-tse.  In  the 
early  part  of  the  18th  century  a  Jesuit  missionary 
named  D'EntrecoUes,  residing  at  King-te-chin, 
sent  to  Roaumur,  in  Paris,  samples  of  the 
raw  materials  used  in  China.  These  were  the 
first  specimens  of  their  Idnd  that  had  ever 
reached  Europe,  and  they  led  to  the  foundation 
of  the  manufacture  of  procelain  at  Sevres.  The 
china-stone  was  described  by  D'EntrecoUes  as 
pe-tun-tse,  and  the  china-clay  as  kaolin  ;  but  it 
appears  that  the  former  name,  if  not  both,  must 
have  been  erroneously  applied.  According  to 
the  Chinese  scholar,  Stanislas  Julien  (Hist,  et 
Fabric,  de  la  Porcel.  Chin.  Paris,  1856,  preface 
XX.),  pe-tun  signifies  'white  paste,' whUe  fee  is 
merely  a  diminutive  applied  to  the  material 
when  worked  up  into  small  cakes.  Hence,  pe- 
tun-se  is  really  the  name  of  small  blocks  of 
white  clay  or  prepared  paste,  and  not  of  the  gra- 
nitic rock.  Nevertheless,  custom  in  this  country 
has  justified  the  use  of  the  term  pe-tun-tse  as 
synonymous  with  china-stone. 

(For  an  account  of  the  occurrence  of 
china-stone  in  Cornwall,  see  Mem.  Geol.  Survey, 
Bodmin  and  St.  AusteU  District,  1909.)  The 
amount  of  china-stone  raised  in  Cornwall  in 
1908,  and  sent  as  such  to  the  potteries,  was 
75,473  tons,  valued  at  37,315Z.  ;  while  the 
amount  of  china-clay  washed  from  china-stone 
at  the  pits  amounted  during  the  same  period  in 
Cornwall  and  Devon  to  721,416  tons,  valued  at 
484,305Z.  F.  W.  R. 

CHINESE  BLUE.  ( Porzellanblau,  Ger.) 
Several  compounds  are  sold  under  this  name,  of 
which  the  following  are  examples  :  ultramarine 
and  flake  white  ;  cobalt  blue  and  white  lead  ; 
and  a  double  cyanide  of  iron  (Prussian  blue) 
(v.  Pigments). 

CHINESE  GREEN  or  LOKAO.  This  colour- 
ing matter  is  obtained  in  China  from  different 
varieties  of  buckthorn  (Rhamnus),  and  is  brought 
into  commerce  in  the  form  of  thin  blue  slabs, 
easily  broken,  but  difficult  to  pulverise.  It  is  a 
lake  .  containing  the  colouring  matter  1  oka  in, 
with  from  26  p.c.  (Cloez  and  Guignet,  Ber.  5, 
338)  to  47  p.c.  of  clay  and  chalk  (Kayser,  ibid. 
18,  3417).  To  obtam  the  pure  colourmg  matter, 
lokao  is  extracted  wdth  ammonium  carbonate 
solution  ;  on  the  addition  of  alcohol  to  the  filtrate 
a  deep-blue  precipitate  of  the  ammonia  com- 
pound of  lokaia  C42H4g02,  is  formed.  From  the 
solution  of  this  compound  in  water,  oxalic  acid 
precipitates  lokain,  which,  when  dried,  is  a  pulve- 
rulent bluish-black  susbtance  insoluble  in  water, 
alcohol,  ether,  chloroform,  and  benzene.  Friction 
imparts  to  it  metallic  lustre.  The  monammo- 
nium  salt  forms  small  crystals  with  bronze-like 
lustre,    from    which    the    diammonium  salt 


C42H45027(NH4)2  is  obtaiucd  by  moistening  them 
with  ammonia  and  subsequently  drying  over 
sulphuric  acid.  The  barium  salt  C42H45BaO  ,7  is 
insoluble  in  water  and  alcohol.  The  potassium 
salt  C42H4eK2027  forms  a  dark-blue  amorphous 
precipitate  from  alcohol.  Soluble  compounds  of 
lokain  show  j)erfect  absorption  of  the  spectrum 
in  the  red  and  yeUoAV  portions  onlj'.  BoiUng 
dilute  acids  decompose  lokain  into  a  carbohydrate 
lokao  seCgH]  oOj.andlokanicacidCjgHjjOai; 
the  latter  is  a  bluish-violet  crystalline  powder 
insoluble  in  water,  alcohol,  and  ether,  containing 
1  molecule  of  water,  which  is  given  off  at  120°. 
The  ammonium  salt  C3jH3r,02iNH4  is  a  deep-blue 
powder  soluble  in  water,  ^\^th  a  violet  colour ; 
the  barium  and  lead  salts  are  dark-blue  powders 
insoluble  in  water  and  alcohol.  Soluble  com- 
pounds of  lokain  in  very  dilute  solution  show 
a  characteristic  perfect  absorption  in  the  yellow 
and  yellow-green  portions  of  the  spectrum. 
Lokaose  reduces  Fehling's  solution  vnth  half 
the  power  of  glucose,  from  which  it  also  differs 
by  its  optical  inactivity.  The  decomposition  of 
the  lokain  is  expressed  by  the  equation  C42H4g02, 
=  C35H3502i+CeHi20e.  Reducing  agents  con- 
vert blue  solutions  of  lokain  and  lokanic  acids 
into  blood-red  solutions,  which  become  green  on 
exposure  to  the  air. 

Lokanic  acid  is  decomposed  by  cold  concen- 
trated sulphuric  acid  according  to  the  equation 
C'scHaeOai-  5H20  =  C36H260ig-  This  latter  sub- 
stance forms  a  red-brown  powder  ;  its  barium 
compound  C3jH24BaOi5  is  also  a  red-bro^vn  sub- 
stance. Concentrated  potassium  hydroxide 
solution  (50  p.c.)  decomposes  lokanic  acid  into 
a  brown  powder  and  phloroglucinol  ;  the  former 
body  is  termed  delokanic  acid  Ci^}iyO„  (R. 
Kayser,  I.e.  ;  J.  Soc.  Chem.  Ind.  5,  162)  {v. 

LOKAW). 

CHINESE  LAKE  or  SCARLET  LAKE  v. 

Pigments. 

CHINESE  VEGETABLE  TALLOW  is  the 

hard  fat  which  coats  the  seeds  of  the  Chinese 
tallow  tree,  Stillingia  sebifera  (WUld.),  Stillingia 
sinensis,  Croton  sehiferum,  Sapium  sebiferum, 
(Roxb.),  Excmcaria  sebifera  (F.  Miill),  Carumbium 
sebiferum),  a  tree  growing  wUd  in  China,  and 
largely  cultivated  there,  as  also  in  Indo-China  and 
the  North  of  India,  where  the  tree  thrives  luxu- 
riantly. In  China  the  stillingia  tree  is  exploited 
for  both  its  leaves  and  seeds.  In  Tonkin  the 
tree  is  only  cultivated  for  the  sake  of  its  leaves, 
a  decoction  of  which  furnishes  a  colouring 
matter  used  for  dyeing  sUk.  In  China  the  fat  is 
only  a  by-product.  The  tree  commences  to 
produce  at  the  age  of  4-5  years,  and  when  it 
has  reached  its  full  development  it  yields  about 
24-30  kilos,  of  seeds  a  year.  The  fruit  yields 
about  30  p.c.  of  a  mixture  of  vegetable  taUow 
and  of  stLUingia  oil ;  half  of  this  quantity  consists 
of  vegetable  tallow  alone,  and  the  other  half  of 
stUlingia  oil.  The  fruit  consists  of  three  oval 
seeds  surrounded  by  a  thick  tallow-like  mass, 
the  true  vegetable  tallow.  This  is  recovered  by 
placing  the  seeds  In  perforated  cylinders  and 
steaming  them,  so  that  the  fat  melts  and  runs 
off.  Another  method  is  to  pass  the  seeds 
between  fluted  rollers,  which  scrape  off  the 
outer  fat  coating  without  breaking  the  seed 
proper.  The  scraped-off  mass  is  pressed  in  the 
hot  in  primitive  wedge  presses,  and  sold  under 
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the  Chinese  name  of  '  pi-ie'ou  '  or  '  pi-yu ' ;  it  is 
known  in  Europe  as  '  prima  '  vegetable  tallow. 
The  seeds  which  have  been  bared  from  their 
fat  coating,  are  then  crushed  separately  and  yield 
the  stillingia  oi],  a  drying  oil  knowii  in  China  as 
'  tse-tie'ou  '  or  '  ting-yu.'  In  another  process, 
the  -seeds,  together  with  their  coating  of  fat,  are 
crushed,  and  thus  a  mixture  of  vegetable  tallow 
and  stillingia  oil  is  obtained.  The  product  thus 
prepared  is  naturally  much  softer  than  the  true 
vegetable  tallow,  and  has  therefore  a  lower 
melting-point  and  a  much  higher  iodine  value. 
This  second  quality  is  sold  in  Europe  as  '  secunda  ' 
vegetable  tallow,  and  represents  a  mixture  of 
'  pi-yu  '  and  '  ting-yu.'  It  is  sold  in  China  under 
the  name  '  mou-ieou.' 

The  saponification  value  of  commercial 
samples  of  vegetable  fat  varies,  therefore,  accord- 
ing to  the  mode  of  j^reparation,  from  179  to  203. 
Similarly,  the  iodine  value  varies  considerably, 
and  numbers  ranging  from  19  to  32  have 
been  recorded.  The  composition  of  vegetable 
taUow  has  not  yet  been  definitely  ascertained. 
From  the  absence  of  stearic  acid,  it  may  be 
concluded  that  the  fat  consists  of  palmitin  and 
olein  only. 

Vegetable  tallow  plays,  in  China,  an  impoi-- 
tant  rdle  as  an  article  of  commerce  ;  it  is  largely 
used  in  the  manufacture  of  candles.  Durmg 
recent  years  considerable  quantities  have  been 
exported  ;  thus  durmg  1907  the  United  Kingdom 
imported  4000  tons,  France  2500  tons,  and  Italy 
1700  tons.  The  bulk  of  the  vegetable  tallow  is 
used  in  the  candle  and  soap  industries.    J.  L. 

CHINESE    WAX    or    INSECT    WAX  v. 

\\axes. 

CHINESE  YELLOW  (Khufs  ijdiow)  v.  Pig- 
ments. 

CHINOFORM.  Trade  name  for  quinine 
formate. 

CHINOLINE  V.  QuiNOLiNE. 

CHINOSOL.  Trade  name  for  o-hydroxy- 
quinoline  sulphate,  a  pale-yellow  crystalline 
powder  with  a  saffron -hke  suicU  and  a  burning 
taste;  m.p.  175°-177-5°;  readily  soluble  in 
water,  sparingly  soluble  in  alcohol,  insoluble  in 
ether ;  with  ferric  chloride  gives  an  intense  green 
colour,  and  a  white  precipitate  \\ith  barium 
chloride.  Used  as  an  antiseptic. 

CHINOVOSE  V.  Caebohyde.\tes. 

CHIOLITE.  A  double  fluoride  of  aluminium 
and  sodium  SAlFj-SNaF,  closely  akin  to  cryolite 
AlF3-3NaF.  Found  at  Miask  (Brandl,  Jahrb. 
Min.  1882 ;  2nd  Ref.  201  ;  Chem.  Soc.  Abstr. 
«,  29). 

The  following  analysis  is  given  bv  Brandl 
(Annalen,  213,  Ij : — 

Al  Na  F 

17G(i  24-97  57-30  =  99-93 
17-04       2500       57-30  =  99-94 

CHITIN,  CHITOSE  v.  Carbohydrates. 

CHLOANTHITE.  Native  nickel  arsenide, 
Ni As,,  isomorphous  with  smaltite  (CoAs.,),  there 
being  no  sharp  line  of  demarcation  between  the 
two  species.  Found  as  cubic  crystals  and 
'  umpact  masses  at  Schneeberg  in  Saxony  and 
Riechelsdorf  in  Hesse,  where  it  was  formerly 
mined  as  an  ore  of  nickel.  L.  J.  S. 


CHLORACETIC  ACIDS  o.  Halogen  acetic 

ACIDS. 

CHLORAL  Trichlomcetald&hyde  CClj-CHO. 

Cldoral  was  first  jwepared  by  Liebig,  who 
obtained  it  by  the  continuous  clilorination  of 
absolute  alcohol  (Annalen,  1,  189).  It  was 
further  examined  by  Dumas  (Ann.  Chim.  Phys. 
[2]  56,  125),  who  determined  its  composition, 
and  by  Stadeler  (Annalen,  61,  101).  Although  a 
chlorinated  aldehyde,  it  cannot  be  prepared  by 
treating  acetaldehyde  with  chlorine,  unless  water 
is  present  together  with  calcium  carbonate  to 
neutralise  the  hydrogen  chloride  formed,  since 
butyric  chloral  results  when  dry  materials  are 
employed  (Pinner,  Ber.  4,  256). 

Industrial  preparation.  The  process  by 
which  chloral  is  manufactured  is  divided  into 
three  stages  :  the  preparation  of  chloral  alco- 
holate  ;  conversion  of  this  into  chloral ;  and  the 
formation  of  chloral  hydrate. 

In  a  large  glass  balloon  60  kilos,  of  alcohol, 
as  comf)letely  dehydrated  as  possible,  are 
subjected  to  the  action  of  a  current  of 
chlorine,  the  escaping  hydrochloric  acid  being 
absorbed  by  water.  The  introduction  of  the 
chlorine  lasts  a  considerable  time,  in  some 
works  10  to  14  days.  At  first  the  balloon 
must  be  cooled,  for,  if  the  temperature  is  not 
properly  regulated,  the  yield  is  much  reduced. 
After  a  time  the  reaction  becomes  less  violent ; 
the  mixture  is  then  warmed  to  60°,  and  finally 
to  100°.  When  the  liquid  is  completely  soluble 
in  water,  the  current  of  chlorine  is  stopped,  and 
on  cooling,  a  white  mass  of  the  alcoholate  is 
obtained.  In  this  operation  Springmlihl  recom- 
mends the  use  of  iodine  as  a  chlorine  carrier  ; 
Page,  the  addition  of  crystallised  ferric  chloride 
(Annalen,  1884,  225,  209) ;  and  in  either  case  the 
ethyl  halide  is  easily  recovered. 

In  the  ordinary  process  the  chlorinated 
liquid  is  not  allowed  to  cool,  and  is  trans- 
ferred to  an  enamelled  still  hokUng  150-200 
kilos.,  where  an  equal  volume  of  strong  sulphuric 
acid  is  added  in  small  quantities.  The  tempera- 
ture is  raised  to  boiling,  the  condensed  vapours 
being  returned  to  the  still.  During  the  ebulli- 
tion there  is  an  evolution  of  hydrochloric  acid 
gas,  the  cessation  of  \\  hich  indicates  the  termina- 
tion of  the  decomposition  of  the  alcoholate. 
Fractional  distillation  follows,  this  ceasing  when 
the  thermometer  has  reached  100°.  The  distil- 
late is  again  rectified,  the  jDortion  coming  over 
above  94°  being  pure  cliloral.  In  some  works 
the  final  purification  is  carried  out  by  distilling 
over  chalk  or  sodium  Ijicarbonate.  Ethylene 
dichloride,  ethylideno  chloride,  and  chlorinated 
ethjdene  dicliloride  (b.ji.  115°)  are  also  formed  as 
by-products  in  this  reaction  (Kramer,  Ber.  3, 
2i57). 

The  chloral  's  shaken  with  the  theoretical 
quantity  of  water  and  the  jiroduct  of  the 
reaction  at  once  poured  over  a  smooth  surface, 
when  it  solidifies ;  in  this  state  it  is  sent 
into  commerce.  To  obtain  crystals  the  Avarm 
mass  (heat  is  disengaged  in  this  reaction)  is 
mixed  with  one-third  of  its  volume  of  chloroform, 
and  the  mixture  allowed  to  cool  in  closed  vessels  ; 
crystallisation  is  complete  in  a  week.  The 
mother  liquors  serve  for  a  second  crystallisation, 
and  the  crystals  are  dried  at  the  ordinary 
temperature.  Fliickiger  (Zeitsch.  Chem. 
[2]   0,  432)  recommends  crystallisation  from 
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warm  carbon  disulphide  or  turpentine,  and 
Martius  from  benzene.  Other  methods,  which 
have  been  described,  differ  from  the  preceding 
in  that  the  chlorinated  mixture,  after  solidifica- 
tion and  pressure,  is  sublimed  or  distilled  with 
calcium  chloride  (Detsenyi,  Dingl.  polJ^  J.  209, 
224  ;  TriUat,  J.  Pharm.  Chim.  5,  218). 

The  follo\\ing  method  has  been  devised  for 
the  continuous  production  of  chloral.  Chloral 
and  its  hydrate  are  the  most  volatile  products 
of  the  action  of  chlorine  on  alcohol,  and  may 
therefore  be  removed  by  continuous  distillation. 
A  special  apparatus  is  described  ;  chlorine  and 
chlorinated  alcohol  are  introduced  into  a  vessel 
heated  in  a  water-bath,  from  which  the  vapours 
pass  into  a  second  and  then  into  a  third  heated 
vessel.  The  residual  chlorine  is  absorbed  in  a 
cylinder  provided  \\ith  baffle  jilates.  The 
rectifier,  wliich  also  acts  continuously,  is  provided 
with  baffle  plates  ;  it  is  fed  at  the  middle  with 
chloral,  and  at  the  top  with  sulphuric  acid 
(66°B.).  The  final  rectification  is  carried  out 
as  already  described.  The  same  apparatus  may 
be  used  for  converting  chloral  into  chloroform 
(Besson,  Eng.  Pat.  17202  :  U.S.  Pat.  774151  ; 
J.  Soc.  Chem.  Ind.  1901,  1139). 

Theories  to  explain  the  action  of  chlorine  on 
alcohol  and  the  subsequent  production  of  chloral 
have  been  proposed  by  Lieben  (Ber.  3,  910)  ; 
Wurtz  and  Vogt  (Compt.  rend.  74,  777) ;  Jacobsen 
(Ber.  15,  601);  and  Brochet  (Bull.  Soc.  chim. 
17,  [3]  228). 

Chloral  is  a  colourless  pungent  liquid,  which 
solidifiesat  —75°  (Berthelot,  Ann.  Chim.  Phys.  [5], 
12,  536),  at  —57-5°  (Van  Rossem.  Zeitsch.  physi- 
kal.  Chem.  1908,  62,  681 ) ;  and  is  readily  soluble  in 
water,  alcohol,  and  ether.  Its  b.p.  is  97-7°  (corr. ) 
and  sp.gr.  1-54175  at  0°  (Passavant,  Chem.  Soc. 
Trans.  39,  55  ;  Thorpe,' eftiVi.  37, 191) ;  b.p.  96°-97° 
at  750  mm.,  and  sp.gr.  1-5121  at  2074°  (Briihl, 
Annalen,  203,  11);  b.p.  97°  at  740  mm.  (Van 
Rossem,  I.e.).  Three  hj'drates  exist:  (1)  a  semi- 
hydrate  2C2HCl30,H.^O  ;  true  m.p.  is  about  49°, 
the  highest  observed  80°;  (2)  the  ordinary  mono- 
hydrate  existing  in  two  pseudo-s3'mmetrical 
modifications  ;  true  m.p.  47-4°,  highest  observed 
54°:  (3)  a  heptahydrate,  m.p.  —14°  (Pope, 
Chem.  Soc.  Proc.  1896,  142;  and  Van  Rossem, 
I.e.).  According  to  Wolf  (J.  Ph3's.  Chem.  4,  21) ; 
there  is  only  one  modification,  the  difference  in 
melting-points  being  due  to  dissociation.  Nas- 
cent hydrogen  reduces  it  to  aldehyde  (Per- 
sonne,  Annalen,  157,  113),  which  it  closely 
resembles  in  reducing  ammoniacal  silver  nitrate 
solution  (Stiideler,  Annalen,  106,  253),  and  in 
forming  crystalline  compounds  with  sodium 
disulphite  (ibid.);  with  ammonia  (v.  chloral 
ammonium) ;  with  hydrogen  cyanide  (Bischoff 
and  Pinner,  Ber.  5,  113;  Annalen,  179,  77); 
with  amides  (WaUach,  Ber.  6,  251  ;  Sulzbcrg, 
D.  R.  P.  198715;  J.  Soc.  Chem.  Ind.  1908,958) ; 
and  with  amines  (WaUach,  I.e.  ;  Rii^heimcr, 
Ber.  1906,  1653;  Wheeler,  Amei.  Chem.  J. 
1902,  1063;  1908,  1.36;  1909,  937). 

When  heated  with  aqueous  alkalis  it  decom- 
poses into  chloroform  and  an  alkaline  formate, 
and  a  similar  reaction  occurs  when  alcoholic 
potash  or  soda  is  employed  (Kekuh-,  Annalen, 
119,  188).  Chlorine,  bromine,  or  iodine  and 
aluminium  chloride  convert  chloral  into  hexa- 
chlorethane  (Mouneyrat,  Bull.  Soc.  chim.  17,  [3] 
796).  Fuming  nitric  acid  converts  it  into  trichlor- 


acetic acid,  and,  according  to  Grabowski  (Ber. 
6,  225),  fuming  sulphuric  acid  combines  with  it 
in  the  cold,  but  on  heating  converts  it  into 
chJoralide  C5H0CI5O3  (compare  Grabowski,  Ber. 
8,  1433;  Stiideler,  Annalen,  61,  114;  WaUach, 
ibid.  193,  1).  Chloral  condenses  with  succinic 
acid  by  means  of  acetic  anhydride  to  form 
trichloromethvlparaeonic  acid  (Fittig  and  MiUer, 
ibid.  255,  43).' 

Derivatives.  Chloral  ammonium  C^H^CljNO 
is  prepared  by  the  action  of  ammonia  on  a 
solution  of  chloral  in  chloroform  (Schiff,  Ber. 
10,  167).  It  is  a  white  crj'stalline  solid,  resem- 
bling chloral  hydrate  in  taste  and  colour  ;  it 
melts  at  64°,  and  is  slightly  soluble  in  water,  more 
readily  soluble  in  alcohol  (Personne,  Annalen, 
157,  113;  Compt.  rend.  71,  228).  Nesbit 
recommends  the  use  of  chloral  ammonium 
instead  of  urethane  and  chloral  hydrate,  since 
the  action  of  chloral  hydrate  on  the  respiration 
centres  and  the  heart  is  retarded  by  the  introduc- 
tion into  that  compound  of  an  amino-  group 
(J.  Soc.  Chem.  Ind.  1889,  413  ;  1890,  889).  By 
heating  chloral  ammonium  on  the  water-bath, 
ohloroform  and  ammonia  distil  off,  and  the 
residue  consists  of  formamide  and  ehloralim.ide 
C..H0CI3N,  the  latter  of  which  is  extracted  with 
alcohol,  /^ochloralimide  is  also  formed,  and 
according  to  Schiff  (Gazz.  chim.  ital.  21,  490), 
dimolecular  and  trimolecular  -imides  exist. 
Chloralimide  can  also  be  prepared  by  heating 
chloral  and  chloral  ammonium  until  chloroform 
is  no  longer  evolved,  and  by  the  reaction  between 
chloral  hydrate  and  ammonium  acetate  (Schiff, 
I.e.  ;  Pinner  and  Fuchs,  Ber.  10,  1068  ;  Arends, 
Chem.  Ind.  16,  78  ;  Be'hal  and  Choaz,  Compt. 
rend.  109,  817  ;  110,  1270).  It  has  remarkable 
antipyretic  and  analgesic  properties.  Other 
chloralimido  compounds  have  been  described 
by  Moschelles  (Ber.  24,  1803). 

Chloralamide  or  chloral  f  ormamideC3H4Cl3NO 
is  produced  by  gently  heating  chloral  and  forma- 
mide in  molecular  proportions  (J.  F.  von  Mering, 
Eng.  Pat.  7391  ;  D.  R.  P.  50586  ;  J.  Soc.  Chem. 
Ind.  1890,413).  When  recrystaUised,  it  forms 
colourless  crystals  melting  at  115°-116°;  it  is 
soluble  in  9  parts  of  water,  or  in  \\  parts  of 
96  p.c.  alcohol.  It  is  without  smell,  and  has 
a  .slightly  bitter  taste  ;  when  heated  above  60°, 
it  is  decomposed  ;  aqueous  or  alcoholic  .solutions 
are  unaffected  by  weak  acids  or  by  silver  nitrate, 
but  are  rapidly  decomijosed  by  alkali  hydroxides, 
more  slowly  by  alkali  carbonates.  As  a  hypnotic 
it  has  been  proved  sujoerior  to  chloral  hj^drate, 
and  is  of  most  value  in  cases  of  nervous  insomnia, 
and  similar  disorders  (Hagner  and  Hiibner, 
Weiner  Med.  Presse,  1899,  1361).  It  has  no 
corroding  action,  does  not  affect  the  digestion, 
nor  disturb  the  heart.  It  may  be  taken  inter- 
nally as  a  ponder,  prepared  by  triturating 
1-3  grams  of  the  amide  with  1  gram  of  fennel- 
oil  sugar  [EUoeosacehnrum  Fmniculi)  (Merck's 
Bull.  1889,  85). 

Chloralose  ol)tained  by  heating 

equal  parts  of  chloral  and  glucose,  both  anhy- 
drous, on  the  water- bath.  The  vitreous  mass 
is  boiled  with  water  to  remove  the  chloral,  and 
the  concentrated  aqueous  solution  deposits  a 
crystalline  compound,  from  which  chloralose  is 
extracted  by  alcohol.  On  treating  the  residue 
with  ether,  a  compound  isomeric  witli  chloralo.se, 
termed  paiacJiloralose,  is  obtained.  Chloralose 
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melts  at  187°,  and  is  a  powerful  hypnotic;  whilst 
parachloralose  melts  at  227°,  and  possesses  no 
hj'pnotio  properties.  By  oxidising  these  com- 
pounds with  nitric  acid,  followed  by  potassium 
permanganate,  the  corresponding  chloralic  acids 
are  obtained ;  m.]).  212°  and  202°  respectively 
(Hanriot  and  Richet,  Bull.  Soc.  chim.  [3]  11, 
37;  12,  303;  Compt.  rend.  116,  63;  122, 
1127;  148,  1265;  Meunier,  ibid.  122,  142; 
Petit  and  Polonovski,  BuU.  Soc.  chim.  3,  [3] 
861). 

Chloral-acefonechloroform  C^sHgOoClp  is 
l^re^jared  by  heating  molecular  quantities  of 
chloral  and  acetonechloroform.  It  melts  at 
65°,  and  has  a  faint  odour  and  taste  resembling 
camphor  (Hoiimann-Laroche,  U.S.  Pat.  778277  ; 
J.  Soc.  Chom.  Ind.  1905,  150). 

Chloral-bromal-carbamide  is  obtained  by 
mixing  urea  with  molecular  quantities  of  chloral 
and  bromal,  or  equivalent  quantities  of  their  I 
hydrates  in  the  presence  of  concentrated  hydro- 
chloric or  sulphuric  acid  (Kalle  &  Co.  D.  R.  P. 
128462  ;  Chem.  Zentr.  1902,  i.  547).  j 

The  following  condensation  products  of 
chloral  have  been  prepared  :  cliloralacetone, 
chloralacctophenone,  and  cliloraldol  (Gigli,  Gazz.  : 
chim.  ital.  28,  [2]  83  ;  KGnigs,  Ber.  1892,  792  ;  j 
1893,  554  ;  Wislicenus,  Kircheisen,  and  Sattler, 
ibid.  1893,  908)  ;  carbonylchloraldehvdes  (Farb. 
vorm.  F.  Bayer  &  Co.  D.  R.  P.  121223,  Chem. 
Zentr.  1901,  ii.  69);  chloral  nitrite  (Bertoni, 
Gazz.  chim.  ital.  24,  ii.  20)  ;  the  compounds  with 
aminoazobenzene  (Betti,  ihid.  28,  241)  ;  with 
amidooxybenzoic  esters  (KaUe  &  Co.  D.  R.  P.  i 
112216 ;' Chem.  Zentr.  1900,  ii.  791);  with 
aromatic  hydrocarbons  (Biltz,  Ber.  1893,  1952  ; 
Dinesmann,  Compt.  rend.  1905,  141,  201) ;  with 
hcxamethylenetetramine  (Lederer,  Eng.  Pat. 
17693;  J.  Soc.  Chem.  Ind.  1897,  1039);  with 
hydroveratine  (Frankforter,  Amer.  Chem.  J.  20, 
358)  ;  with  methylpropanoldialkamino-  acids 
(Poulenc  Freres  &  Fourneau,  Fr.  Pat.  382787  ; 
D.  R.  P.  203643  ;  J.  Soc.  Chem.  Ind.  1908,  246)  ; 
with  menthol  and  terpinol  (Wagnitz,  Eng.  Pat. 
19103  •  J.  Soc.  Chem.  Ind.  1890,  856  ;  Schmitt, 
Compt.  rend.  Soc.  Biol.  1890,  678)  ;  and  with 
resorcmol  (Causse,  Bull.  Soc.  chim.  3,  [3]  861  ; 
Hewitt  and  Pope,  Chem.  Soc.  Trans.  1896, 
1265). 

Polymerides.    Two  polymerides  of  chloral  | 
are  Ioio^mi,  an  insoluble  and  a  soluble  substance,  j 
^Vhen  pure,  chloral  is  perfectly  stable,  but  traces 
of  impurities,  and  particularly  of  suljjhuric  acid 
(Byasson,  Compt.  rend.  91,  1071)  convert  it  into 
metachloral,  a  white  amorphous  solid.    It  may  be 
prepared  by  leaving  chloral  hydrate  in  contact 
with  half  its  weight  of  concentrated  sulphuric  j 
acid  for  several  hours,  until  a  pasty  mass  is 
formed.    After  pouring  off  the  acid,  the  residue  i 
is  introduced  into  a  well-cooled  solution  of  i 
hydrochloric  acid,  and  the  product,  which  now 
becomes  solid,  is  washed  and  dried  over  sul- 
phuric acid.    Chloral  alcoholate  may  be  sub- 
stituted for  chloral  hydrate  in  this  prejjaration 
(Gartner,  D.  R.  P.  170534  ;  Chem.  Soc.  Abstr. 
1906,  i.  628).     Another  method  is  to  add  7 
parts  of  anhydrous  aluminium  chloride  to  100 
parts  of  well-cooled  anhydrous  chloral,  the 
temperature  being  kept   below  40°.    In  the 
course  of  an  hour  the  whole  mass  solidifies. 
After  24  hours  the  hard  mass  is  broken  np, 
extracted  with  dilute  hydrochloric  acid,  washed 


with  alcohol,  and  dried  at  a  moderate  tcm]")erature 
(Erdmann,  D.  R.  P.  139392;  Chem.  Zeit.  27, 
[20]  223).  It  is  insoluble  in  alcohol,  ether,  water, 
and  acids,  but  soluble  in  sodium  carbonate 
solution.  On  warmmg  with  alcohol,  it  yields 
cliloroform,  and  on  distillation  at  180°-250°  is 
reconverted  into  chloral  (Kolbe,  Annalen,  54, 
183  [footnote]).  It  is  tasteless,  and  can  be 
employed  as  an  anaesthetic  ;  unlike  chloral 
hydrate,  it  has  no  irritating  effect  on  the  mucous 
membrane  of  the  stomach. 

The  soluble  polymeride  is  obtained  by 
treating  chloral  with  pyridine  or  any  other 
amine  in  the  cold,  and  then  acidifying.  It  is  a 
slightly  volatile  anaesthetic  substance,  volatilis- 
ing without  melting,  converted  by  hot  water  or 
hot  alcohol  into  chloral  hydrate  and  chloral 
alcoholate  respectively,  and  decomposed  by 
alkalis  into  chloroform  and  formic  acid.  It  is 
soluble  in  water  (Gartner,  D.  R.  P.  165984; 
U.S.  Pat.  768744  ;  Chem.  Soc.  Abstr.  190G,  i. 
481). 

Chloral  hydrate  CClj-CHO  +  H.O  or  CClj- 
CH(0H)2. 

Pro2)erties. — Chloral  hydrate  crystallises  in 
monoclinic  tables  (Groth.  Ber.  5,  676),  and  has 
a  peculiar  odour  and  sharp  taste.  Its  m.p. 
is  57°  (Meyer  and  Dulk,  Annalen,  171,  75), 
47-4°  (Van  Rossem,  Zeitsch.  ]5hysikal.  Chem. 
1908,  62,  681);  b.p.  97-5°;  and  s'p.gr.  1-818  (in 
powder)  and  1-848  (crystallised)  (Schroder, 
Ber.  12,  562).  It  dissolves  readily  in  water, 
1  part  of  water  dissolving  4-7  parts  of  chloral 
hydtato  at  17-5°  (Mauch,  Arch.  Pharm.  240.  113), 
alcohol,  ether,  chloroform,  turpentine,  and  light 
petroleum  ;  and  its  solubility  in  earljon  disulphide 
is  given  by  Fliickiger  {I.e.)  as  1  in  45  at  1.5°-18°, 
and  1  in  4-5  at  tlie  boiling-point.  Concentrated 
sulphuric  acid  decomposes  it  into  chloral  and 
water,  and  alkalis  act  upon  it  as  upon  chloral. 
A  modification  of  the  hydrate,  melting  at  80°. 
is  obtained  by  rapidly  evaporating  an  acetic  acid 
solution  of  anhydrous  chloral  over  sulpliuric 
acid  (Meyer  and  Dulk,  I.e.) ;  this  is  probably  the 
semihydrate  described  by  Van  Rossem  [I.e.). 
Under  the  influence  of  hght  and  air,  chloral 
hydrate  is  decomposed,  the  decomposition  pro- 
ducts being  hj'drochloric  acid  and  carbon  dioxide 
or  monoxide,  or  water,  chlorine,  and  carbon 
dioxide,  the  amount  of  available  oxygen  deter- 
mining the  products  (School  and  Van  den  Berg. 
Ph.  Wcokblad.  43,  42). 

Chloral  hydrate  should  be  free  from  alcoholate, 
which  has  not  the  same  jihysiological  proper- 
ties ;  and  when  warmed  with  twice  its  volume  of 
water  it  should  give  a  clear  solution,  free  from 
oily  drops  and  not  j^recipitated  liy  silver  nitrate. 
When  carefully  heated,  it  should  volatUisc  com- 
pletely, and  the  vapours  should  not  be  inflam- 
mable;  when  gently  warmed  with  3  vols,  of 
strong  sulphuric  acid  the  mixture  should  remain 
clear.  On  warming  chloral  hj'drate  with  potassium 
hydroxide,  turbidity  is.caused  through  the  separa- 
tion of  cliloroform  ;  the  clear  jiortion  is  decanted, 
and  iodine  dissolved  in  potassium  iodide  added. 
So  soon  as  the  liquid  begins  to  turn  yellow,  it 
is  cooled,  wheii  the  presence  of  alcohol  and 
consequently  of  chloral  alcoholate,  is  indicated 
by  the  formation  of  a  precipitate  of  iodoform 
(trillat,  J.  Pharm.  Chim.  5,  218).  Cliloral 
alcoholate  may  also  be  detected  by  the  Zeisel 
method  for  the  estimation  of  ethoxyl  (Schmidinge, 
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Monatsh.  21,  36).  Chloral  hydrate  is  con- 
verted into  alcoholate  when  dissolved  in  alcohol, 
and  similarly,  chloral  alcoholate  is  very  slightly 
soluble  in  water,  dissolving  slowly  to  form  chloral 
hj  drate.  Potassium  carbonate  is  a  good  anti- 
dote to  cldoral  poisoning,  if  it  has  not  reached 
the  blood  {Klar,  J.  Soc.  Chem.  Ind.  1896, 
555). 

Physiological  Action. — Compare  Liebreich 
(Ber.  2,  269) ;  Personne  (Compt.  rend.  78,  129) ; 
Byasson  {ibid.  78,  649) ;  Tomaszewicz  (ab- 
stracted, Chem.  Soc.  Trans.  1874,  814) ;  Tanret 
(J.  Pharm.  Chim.  [4]  20,  355);  and  Trillat 
(I.C.). 

Estimation. — 4  grams  of  the  sample  are 
treated  with  30  c.c.  of  normal  caustic  soda  in  a 
stoppered  bottle,  and  shaken  vigorously  for  a 
few  minutes  without  the  application  of  heat. 
On  titrating  back  with  normal  sulphuric  acid, 
using  litmus  as  an  indicator,  5-8  c.c.  should  be 
required  for  complete  neutralisation  (Alcock  and 
Thomas,  Pharm.  J.  63,  236  ;  and  Sargeant,  ihid.). 
Owing  to  the  secondary  reaction  CHCl3-l-3NaOH 
=3NaCl+CO+2H20,  this  titration  with  acid  is 
shghtly  inaccurate.  Modifications  of  the  method 
have  been  devised  by  Trillat  [I.e.]  ;  Hinrichs 
(Pharm.  J.  70,  530) ;  Desgrez  (Compt.  rend.  125, 
780  ;  Analyst,  23,  76) ;  Self  (Pharm.  J.  79,  4) ; 
and  Gamier  (Chem.  Zentr.  1908,  i.  1492). 
Another  method  is  to  heat  0-3  gram  of  the 
sample  with  1  gram  of  aluminium  powder,  or 
2-5  grams  of  zinc  filings,  15  c.c.  of  glacial  acetic 
acid,  and  40  c.c.  of  water  under  a  reflux  con- 
denser for  half  an  hour.  The  mixture  is  filtered 
and  washed,  and  the  chlorine  estimated  volume- 
trically  or  gravimetrically  as  sUver  chloride 
(Self,  I.e.).  Wallis  (Pharm.  J.  76,  162)  treats  the 
chloral  hydrate  with  caustic  soda  in  a  bottle,  and 
then  estimates  the  chlorine  as  silver  chloride. 
It  may  also  be  determined  iodometrically  (Rupp, 
Arch.  Pharm.  241,  [5]  326). 

Chloral  hydrate  may  be  detected  by  means  of 
the  green  colour  formed  on  the  addition  of 
antimony  trichloride  to  a  solution  in  castor  oil 
(Covelh,  Chem.  Zeit.  31,  342) ;  or  by  the  colours 
formed  when  it  reacts  with  resorcinol  in  the 
presence  of  sulphuric  acid  (Jaworowski,  Zeitsch. 
anal.  Chem.  37,  60).  Another  method  is  to  add 
a  solution  of  ammonium  sulphide,  when  a 
pinkish  or  yellow  precipitate  is  obtained,  and 
an  oil  having  the  odour  of  walnuts  (Lesinsky  and 
Grundlich,  Amer.  Chem.  J.  19,  603).  Chloral 
hj'drate  is  valuable  for  extracting  alkaloids  from 
plants  containing  much  resin,  essential  oils,  &c. 
(Schaer,  Zeitsch.  anal.  Chem.  38,  469) ;  it  is  used 
in  rubber  analysis  (Weber,  J.  Soc.  Chem.  Ind. 
1903,  576  ) ;  in  microchemical  investigations 
(Schaer,  Chem.  Soc.  Abst.  1908,  i.  62) ;  and  in 
qualitative  analysis  (Mauch,  Arch.  Pharm.  240, 
166). 

Derivatives. — Chloral  antipyrine  is  obtained 
by  the  condensation  of  chloral  hydrate  with 
antipmne  (Bethal  and  Choaz,  Arm.  C^him.  Phys. 
27,  3i9). 

Chloral  caffeine  is  formed  when  chloral 
hjdrate  and  caffeine  are  brought  together  in 
aqueous  or  alcoholic  solutions  in  molecular  pro- 
portions. It  is  rccrystallised  from  ■«arm  water 
at  30°,  and,  owing  to  its  easy  solubility  as  opposed 
to  the  difficult  solubility  of  caffeine,  is  of  medici- 
nal value  (Chem.  Fab.  auf  Act.  vorm.  E.  Schering, 


D.  R.  P.  75847  ;  J.  Soc.  Chem.  Ind.  1895, 
987). 

Chloral  tannin  is  prepared  by  the  condensa- 
tion of  chloral  hydrate  with  tannin  in  the  presence 
of  sulphuric  acid.  It  is  a  greyish-bro^\^^  amor- 
phous powder,  having  valuable  dermatological 
properties  (Farb.  vorm.  Fried.  Bayer  &  Co. 
D.  R.  P.  98273  ;  Eng.  Pat.  2882  ;  J.  Soc.  Chem. 
Ind.  1899,  172). 

Chloraldoxime  is  prepared  by  treating  chloral 
hydrate  (1  mol.)  with  hydroxylamine  hydro- 
chloride (4  mols.)  and  a  little  water;  m.p. 
390-40°  (Meyer,  Annalen,  264,  116;  Tarugi, 
Gazz.  chim.  ital.  21,  ii.  6). 

Chloralhydroxylamine  is  obtained  by  triturat- 
ing molecular  quantities  of  chloral  hydrate, 
sodium  carbonate,  and  hydroxjdamine  hydro- 
chloride, dissolving  the  mass  in  a  little  water, 
and  extracting  with  ether;  m.p.  98°  (Hantzscli, 
Ber.  1892,  701). 

Compounds  wth  formaldehyde  are  described 
by  Pinner  (Ber.  1898,  1926). 

Chloral  alcoholates.  The  preparation  of 
chloral  cthylalcoholalc  has  already  been  described. 
It  may  also  be  obtained  by  the  action  of  chloral 
on  absolute  alcohol  (Martins  and  Mendelssohn, 
Ber.  3,  444).  It  crj'stallises  in  needles,  melts  at 
44°-46''  (Meyer  and  Dulk,  Annalen,  171,  78), 
at  46°  (Lieben,  Ber.  3,  907)  ;  boils  at  115°;  is 
sparingly  soluble  in  water,  more  soluble  in 
absolute  alcohol,  1  part  of  alcohol  dissolving 
4-4  parts  of  chloral  alcoholate  at  17-5°  (Mauch, 
Arch.  Pharm.  240,  113).  Sulphuric  acid  decom- 
poses it  into  chloral  and  alcohol.  Chloral  propyl- 
alcoholate,  b.p.  120°-122°,  and  chloral  wopropyl- 
alcoholato,  m.p.  47°,  and  b.p.  108°,  have  been 
described  by  Gabutti  (Gazz.  chim.  ital.  31,  i. 
86),  and  Vitoria  (Chem  Soc.  Abst.  1905,  i. 
110)  ;  chloral  amylalcoholate  by  Gradamer 
(Arch.  Pharm.  243,  30),  and  Kalle  &  Co. 
(D.  R.  P.  115251  ;  Chem.  Zentr.  1900,  ii.  1141). 
Other  alcoholates  have  been  prepared  by 
Jacobsen  (Annalen,  157,  224),  and  Kuntze 
(Arch.  Pharm.  246,  91). 

Butyl  chloral  CHj-CHCl-CCl/CHO;  more 
correctly,  tri-chlor-butyric-aldehyde  ;  b.p.  164°- 
165°  at  750  mm. ;  sp.gr.  1-3950  at  20°/4°  (Bruhl, 
Annalen,  203,  20).  It  is  a  colourless  oil,  having 
a  characteristic  chloral  odour,  formed  by  the 
action  of  chlorine  upon  ordinary  aldehyde  or 
paraldehyde  (Kramer  and  Pinner,  Ber.  3,  383). 
Chloracetaldehyde  CH^,C1-CH0  is  first  formed, 
and  this  condenses  with  another  molecule  of 
acetaldchyde,  forming  a-chlorcrotonaldehyde 
CHj-CH :  CCl-CHO  and  water,  and  this,  by  the 
action  of  more  chlorine,  forms  the  butyl 
chloral. 

Preparation. — Chlorine  is  led  through  cooled 
paraldehyde  (or  aldehyde  cooled  by  a  freezing 
mixture) ;  water  is  then  added,  and  the  liquid 
neutralised  with  calcium  carbonate.  The  mix- 
ture is  then  distilled  on  the  oil-bath  in  a  current 
of  steam,  and  the  hydrate  is  thus  obtained. 
This  is  then  purified  by  recrystallisation  from 
water,  and  decomposed  by  distillation  in  a  stream 
of  hydrochloric  acid  gas  (Pinner,  Annalen,  179, 
26). 

Butyl  chloral  is  converted  by  fuming  nitric 
acid  into  aa/3-trichlorbutyric  acid.  Phosphorus 
pentachlorido  converts  it  into  a  body  C4H4C14, 
which  boils  at  200°.  It  combines  with  zinc- 
ethyl  to  form  a  compound  which  is  decomposed 
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by  water  with  formation  of  triclilorobutyl  alco- 
h'ol. 

The  ammonia  compound 

CH3-CHC1-CC1,-CH(0H)NH,„ 
m.p.  62°,  is  formed  bj-  leading  ammonia  into  a 
cooled  mixture  of  1  part  of  butylchloral,  and  1^ 
parts  of  chloroform  (SchifE  and  Tassinari,  Ber. 
10,  1783).  It  forms  a  solid  mass,  insoluble  in 
water,  soluble  in  ether,  alcohol,  and  chloroform. 
Is  readily  decomposed  on  heating. 

Butyl  cliloral  has  a  strong  aflinity  for  water, 
and  readily  forms 

Butylchloral  hydrate  CHj-CHClCCl.CHO 
+  H2O.  This  compoinid,  which  is  also  knomi 
as  butji  cldoral,  is  prepared  by  passing  chlor- 
ine into  paracetaldehyde  (Freundler,  Compt. 
rend.  143,  682).  It  forms  \\hite  crystalline 
trimetric  plates  of  a  peculiar  odour,  with 
difficulty  soluble  in  cold,  more  readily  in  hot 
water ;  very  readily  soluble  in  alcohol ;  m.p. 
78°,  with  partial  dissociation,  and  sp.gr.  1-694 
(Schroder,  Ber.  12,  562).  For  some  years  after 
its  discovery  in  1870,  it  was  regarded  as  croton- 
chloralhydrate.  It  is  decomposed  by  distilla- 
tion into  the  chloral  and  \\ater.  Alcohol  and 
potassium  cyanide  convert  the  hydrate  into 
ethyl  a-chlorcrotonate.  Zmc  and  hydrochloric 
acid,  or  zinc-dust  and  water,  produce  mono-chlor- 
crotonaldehyde,  and  finally  crotonaldehyde 
(Sarnow,  Annalen,  164,  108).  With  acetic  acid 
and  iron  filings,  butyraldehyde,  normal  butyl 
alcohol,  and  crotonjd  alcohol  are  produced  ( Lieben 
and  Zeisel,  Monatsh.  1,  840).  It  is  a  valuable 
anodjme  in  cases  of  neuralgia,  facial  rheumatism, 
periostitis,  &c.  The  following  composition  is 
recommended :  butyl  chloral  hydjate,  2-5 
grams  ;  alcohol,  10  grams  ;  glycerol,  20  grams  ; 
and  distilled  water,  120  grams  (J.  Soc.  Chem. 
Ind.  1889,  476;  1890,  889).  It  is  frequently 
adulterated  with  the  cheaper  chloral  hydrate, 
from  ^\•hioh  it  may  be  distinguished  by  the 
following  reaction  :  A  solution  of  pyrogallol  in 
pure  65  p.c.  sulphuric  acid  gives,  when  gently 
and  carefully  warmed,  a  blue  colour  \\'ith  chloral, 
a  ruby  colour  with  butyl  cldoral  and  a  more  or 
less  violet-to-blue  colour  with  mixtures  of  the 
two  compounds.  On  addition  of  a  large 
quantity  of  water,  the  blue  colour  obtamed  with 
chloral  changes  to  yellowish-brown,  and  the 
ruby  colour  obtained  with  butyl  chloral  to  a 
more  or  less  deep-violet  colour  (Galbutti,  J.  Soc. 
Chem.  Ind.  1894,  273). 

Derivatives. — Butylchloralantipyrine,  yellow 
crystals,  m.p.  70°-71°  (Calderato,  'Chem.  Zentr. 
1902,  ii.  1387);  butylchloraldoxime  (Tarugi, 
Cazz.  chilli,  ital.  21,  ii.  6). 

CHLORALUM  r.  Disinfectants. 

CHLORAMINE-BLUE,   -GREEN,    v.  Azu- 

L'OLOURING  MATTERS. 

CHLORAMINE-YELLOW  v.  Pkimuline  and 

ITS  DERIVATIVES. 

CHLORANIL  v.  Quinones. 

CHLORATE  OF  POTASH,  SODA  r.  Chlorine. 

CHLORAZIDE.  N3CI.  A  gas  obtained  by 
mixing  solutions  of  sodium  azide  NjNa,  and 
sodium  hypochlorite,  and  acidifying  with  acetic 
acid.  Chlorazido  is  highly  explosive,  slightly 
soluble  in  water,  and  insoluble  in  caustic  alkalis 
(Raschig,  Ber.  1908,  4194). 

CHLORAZOL-BROWN,  -DEEP  BROWN, 
-BLUE,  -VIOLET  v.  A/m-  culuukinu  matters. 


CHLORETONE  v.  Acetonechlorufhrm. 
CHLORIDE  OF  LIME,  POTASH,  SODA  0. 

Chlorine. 

CHLORINE.    Symbol  CI.    At.   wt.  35-46. 

t'hlorine  \\as  first  obtained  by  Scheele  in  1774  by 
the  action  of  hytlrochloric  acid  upon  manganese 
dioxide,  and  was  termed  by  him  '  dephlogisti- 
cated  marine  acid  air.'  The  idea  that  it  was  a 
compound  substance  prevailed  until  1809,  when 
Gay-Lussac  and  Thenard  suggested  that  it  was 
probably  an  elementary  body,  a  supposition  con- 
firmed by  the  investigations  of  l)avy  in  1810 
(Phil.  Trans.  1811,  1,  32).  Davy  gave  it  its 
j  present  name,  from  x^'<'('"s>  greenish -yellow,  in 
aUusion  to  its  characteristic  colour. 

Chlorine  is  never  found  free  in  nature  ;  it 
exists  mainly  in  combination  with  sodium,  po- 
tassium, calcium,  magnesium,  &c.  Sodium 
chloride  occurs  as  rock  mlt  in  large  quantities 
in  Galicia,  Tyro],  Transylvania,  Spain,  and  in 
England  (particularly  in  C!heshire)  [v.  Sodium 
Chloride,  art.  Sodium).  Potassium  chloride  is 
found  as  sylvinc  (q.v.),  and  in  association  with 
magnesium  chloride  as  curnuUite  KCl-MgCL,6H20 
(q.v. )  in  the  salt-beds  of  Stassfurt.  Other  naturally 
occurrmg  chlorides  are  matlockite  PbCl^'PhO,  horn 
silver  AgCl,  atacarnite  Cu2Cl(0H)3,  calomel  HgCl, 
&c.  Ferric  chloride  Fe.JJlg  and  sal  ammoniac 
are  occasionally  found  native  as  j^roducts  of 
volcanic  action.  Alkaline  chlorides  are  also 
found  in  considerable  quantity  in  sea-water  and 
in  many  natural  waters. 

Sodium  and  potassium  cldorides  are  present 
in  most  animal  secretions,  and  free  hydrochloric 
acid  is  met  with  in  the  gastric  juice.  Many 
plants,  especially  those  growing  in  proximity 
to  the  sea,  contain  notable  quantities  of 
chlorides. 

The  readiest  mode  of  preparing  cldoriue  for 
laboratory  purposes  consists  in  heating  manga- 
nese dioxide  with  hydrochloric  acid,  or  by  heat- 
ing a  mixture  of  manganese  dioxide,  common 
salt,  and  sulphuric  acid  : 

Mn02-F4HCl=Cl2  +  MnCl,+2H.,0. 
2NaCl+MnO..+2H.,S04 

=  Ci;-fNa,S04+]VInS04+2H20. 

Both  these  processes  are  used  on  the  large  scale 
for  the  preparation  of  chlorine  {v.  infra). 

Many  other  pero.xides  and  certain  oxy-  salts 
may  also  be  used  for  the  preparation  of  chlorine  ; 
thus  red  load  or  potassium  dichromate  generate 
the  gas  when  heated  with  hydrochloric  acid. 

PbjO^-f  8HCl=Cl,  +  3PbCl2+4H.,0. 
K2Cr.,0,  +  14HCl=3Cl,+2KCH-Cr.,ClB  +  7H.,0. 
KC103+2HCl=Ci-f  ClOa+KCi+H.O.  " 

Chlorine  is  also  formed  when  the  heated  vapours 
of  nitric  and  hydrochloric  acid  react  uiwn  each 
other :  2HC1+2HN03=CU+No04  +  2H,0. 

Certain  cldorides,  e.g.  MgCL,,  PbClj,  AUCI3, 
&c.,  evolve  chlorine  Avhen  heated  in  air. 
(For  other  jiroeesses,  v.  infra.) 

At  ordinarj'  temperatures  and  pressures 
chlorme  is  a  greenish-yellow  gas,  A\hich  becomes 
darker  in  colour  as  it  is  warmed  ;  under  strong 
pressures  the  colour  becomes  orange-yellow. 
Even  when  largely  dduted  with  au',  the  gas  pos- 
sesses a  characteristic  pungent  and  irritating 
smell ;    it  cannot  be  respired,  as  it  rapidly 
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attacks  the  membranes.  The  gas  is  incom- 
bustible in  air,  although  it  may  be  made  to 
burn  in  hydrogen  ;  ordinary  illuminating  flames, 
e.g.  of  coal  gas,  taUow,  wax,  &c.,  burn  in  chlor- 
ine with  separation  of  carbon  and  formation  of 
hj'drochloric  acid  gas. 

The  sp.gr.  of  chlorine  shows  a  gradual 
diminution  up  to  240°,  ^^•hen  its  density 
becomes  normal,  viz.  2-4502  (Jahns,  Ber.  15, 
1242). 

40°  80°  120°         160°         200°  240° 

2-4844    2-4776  2-4708   2-4641   2-4572  2-4504 

The  absorption  spectrum  of  chlorine  shows 
numerous  dark  lines  in  addition  to  complete 
absorption  in  the  blue  and  violet. 

Chlorine  is  readily  liquefied  to  a  dark  greenish- 
yellow  liquid  of  sp.gr.  1-33,  b.p.  -33-6°.  It 
can  be  solidified  at  a  low  temperature.  Liquid 
chlorine  is  not  miscible  with  water  ;  its  refractive 
index  is  lo\\er  than  that  of  water,  and  it  is  a 
non-conductor  of  electricity. 

Chlorine  gas  is  readily  soluble  in  water,  its 
absorption  coefficient  between  10°  and  41-5°, 
according  to  Schcinfeld  (Annalen,  93,  26  ;  96,  8), 
is 

3-0361 -0-046196i+0-0001107<= 

by  means  of  which  the  following  table  showing 
the  volume  of  chlorine  at  0°  and  760  mm.  ab- 
sorbed by  1  vol.  of  water  at  varying  tempera- 
tures is  calculated : — 

10°  15°  20°  25"  30°  35° 

2-5852    2-3681   2-1565   1-9504   1-7499  1-5550 

(y.  also  Pickering,  Chem.  Soc.  Trans.  1880, 
139). 

The  volume  of  chlorine  absorbed  from  a 
mixture  of  that  gas  with  an  indifferent  gas,  as 
hydrogen  or  carbon  dioxide,  is  greater  than  that 
calculated  from  the  law  of  partial  pressures 
(Ro.scoe,  Chem.  Soc.  Trans.  8,  14). 

Chlorine  acts  as  an  active  germicide  on 
account  of  its  affinity  for  hydrogen,  and  the  con- 
sequent release  of  nascent  oxygen  when  it 
comes  into  contact  with  micro-organisms  in  a 
moist  condition.  A  summary  of  work  done  on 
gaseous  chlorine  as  a  disinfectant  is  given  by 
Clayton  (J.  Soc.  Chem.  Ind.  1896,  320). 

Chlorine-water  has  the  characteristic 
smell  and  colour  of  the  gas  ;  in  daylight,  and 
especially  when  exposed  to  sunshine,  it  gradually 
loses  its  colour  owing  to  the  action  of  the  chlor- 
ine on  the  water,  the  main  reaction  being 

H,0+CI,=2Ha+0. 

On  cooling  a  saturated  solution  to  0°,  it  de- 
posits crystals  of  so-called  chlorine  hydrate 
of  a  light-yellow  colour,  which  become  almost 
white  when  cooled  to  —50°.  By  gently  heating 
the  crystals  in  a  sealed  tube,  they  are  readily 
resolved  into  water  and  free  chlorine,  which  may 
be  thus  obtained  as  a  liquid. 

Chlorine  is  an  active  chemical  agent,  and 
combines  with  many  substances  even  at  the 
ordinary  temperature.  Phosphorus  ignites 
spontaneously  in  the  ,gas,  forming  phosphorus 
trichloride,  which,  in  contact  with  excess  of 
chlorine,  '\»  ultimately  converted  into  phos- 
phorus pentachloridc.  Finely  divided  arsenic, 
antimony,  copper,  tin,  lead,  and  iron  burn  in 
chlorine,  forming  the  respective  clilorides.  Cer- 


tain of  these  reactions  are  modified  if  the  chlor- 
ine is  absolutely  free  from  moisture.  WankljTi 
(Chem.  News,  20,  271)  found  that  sodium  might  be 
melted  in  dry  chlorine  without  action,  although 
the  metal  readily  burns  in  chlorine  as  ordinarily 
prepared.  Cowper  (Chem  Soc.  Trans.  43,  153) 
found  that  Dutch  metal,  zinc,  and  magnesium 
were  unacted  upon  by  dry  chlorine  ;  silver  and 
bismuth  ^^'ere  only  slowly  attacked. 

Sulphur  dioxide,  ethylene,  and  carbon  mon- 
oxide readily  unite  with  chlorine.  Clilorino 
rapidly  attacks  many  organic  substances,  form- 
ing addition  products  as  in  the  case  of  ethylene, 
or  substitution  jiroducts  as  in  that  of  marsh  gas. 
Chlorine  has,  indeed,  a  very  strong  affinity  for 
hydrogen  ;  a  lighted  taper  plunged  into  an  atmo- 
sphere of  chlorine  continues  to  burn  with  a  dull 
lurid  flame  accompanied  by  much  soot.  If  a 
piece  of  paper  moistened  with  oil  of  turpentine 
CioHje  be  thru.st  into  a  jar  of  the  gas,  it  takes 
fire  and  burns  with  a  cloud  of  smoke.  By  reason 
of  its  tendency  to  unite  with  hydrogen,  chlorine 
acts  indirectly  as  an  oxidising  agent  in  presence 
of  moisture.  Many  metallic  jirotoxides  are  con- 
verted into  peroxides  by  the  action  of  the  gas 
in  presence  of  water,  the  hydrogen  of  which 
combines  with  the  chlorine  to  form  hydrochloric 
acid,  whilst  the  liberated  oxygen  attacks  the 
metallic  oxide.  If  a  stream  of  chlorine  is  led 
into  an  alkaline  solution  containing  sulphur,  or 
a  sulphur  compound  in  solution  or  suspension, 
the  sulphur,  in  presence  of  water,  is  rapidly 
oxidised  by  the  nascent  oxygen  to  the  state  of 
sulphuric  acid.  The  oxidising  action  of  chlorine 
is  frequently  made  use  of  in  chemical  analysis. 
By  virtue  of  its  oxidising  action,  chlorine  de- 
stroys many  organic  colouring  matters,  and  is 
hence  used  directly  or  indirectly  for  bleaching. 

Industrial  Preparation  of  Chlorine. 
Chlorine  is  prepared  industrially  by  : 

(a)  The  action  of  hydrochloric  acid  on 
substances  capable  of  oxidising  the  hydrogen, 
thus  setting  the  chlorine  at  liberty. 

(b)  The  electrolysis  of  metallic  chlorides. 

(c)  Chlorine  can  be  prepared  and  has  been 
prepared  on  the  small  industrial  scale  by  the 
direct  action  of  sulphuric  acid  on  a  mixture  of 
sodium  chloride  and  manganese  peroxide.  It  is, 
however,  usually  obtained  by  the  oxidation  of 
the  free  HCl  obtained  by  the  decomposition  of 
common  salt  with  sulphuric  acid  in  the  manufac- 
ture of  sulphate  of  soda. 

The  methods  of  oxidation  adopted  arc  : — 

(1)  By  the  action  of  MnOj. 

(2)  By  the  direct  action  of  atmospheric 
oxygen  aided  by  the  presence  of  a  catalyst  or 
carrier. 

To  deal  with  the  oxidation  by  MnO., 
first. 

The  raw  materials  used  are  : 

A  solution  of  hydrochloric  acid  in  vritrr  or 
muriatic  acid  usually  obtained  as  mentioned 
above  in  the  manufacture  of  .sodium  .sul- 
phate. 

The  solution  used  should  be  as  strong  as 
po.ssible,  because  complete  exhaustion  of  the 
acid  by  manganese  peroxide  is  impracticable, 
and  a  residual  liquor  containing  a  considerable 
amount  of  unavailable  acid  is  always  left.  The 
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stronger  the  hydrochloric  acid  solution  to 
start  with  the  smaller  the  percentage  of  the 
total  HCl  \\-hich  is  lost  (for  actual  figures,  see 
below). 

The  only  impurity  occurring  in  sufficient 
quantities  in  ordinary  commercial  hydrochloric 
acid  to  have  any  serious  effect  is  sulphuric  acid. 
The  liquid  hydrochloric  acid  obtained  by  con- 
densation of  "the  salt  cake  (sodium  sulphate) 
roaster  gas  may  contain  anything  up  to  3  p.c.  of 
sulphuric  acid,  and,  as  calcium  cliloride,  is  always 
present  in  the  chlorine  generators  and  in  the 
final  neutralising  wells,  calcium  sulphate  is 
thrown  down  in  the  form  of  a  voluminous 
precipitate,  which  entails  labour  and  expense  in 
filter  pressing  and  handling,  and  alwaj's  results 
in  loss  of  manganese. 

Manganese  ore  (^jeroa-itZe).  — Originally,  native 
manganese  ore  was  the  only  form  of  ijoroxide  used 
for  the  generation  of  chlorine  from  HCl,  and  it  is 
still  the  source  from  which  the  manganese  in  use 
is  actually  derived.  Formerly  the  solution  of 
manganese  chloride  obtained  by  the  action  of 
HCl  on  MnO,  was  a  waste  product,  and  after 
neutralising  with  limestone  dust  was  run  away. 
The  invention  and  \^'orking  out  of  the  '  Weldon  ' 
process  enabled  the  manganese  in  these  waste 
liquors  to  be  cheaply  recovered  in  the  form  of 
peroxide,  and  the  manganese  ore  is  now  used  in 
large  scale  manufacture  only  to  make  up  the 
inevitable  losses  of  the  recovery  process. 

The  manganese  ore  used  for  the  generation 
of  chlorine  should  contain  a  high  percentage  of 
MnOj.  The  lower  oxides  of  manganese  also 
liberate  chlorine,  but  only  a  smaller  proportion 
of  the  total  as  shown  by  the  following  equa- 
tions:— 

MnO ., + 4HC1 = MnC;i  ^  +  2H.,0  +  CL. 
Mn„03  +  6HCl=2MnCl2  +  3HoO  +  Ci,. 
Mn304+8HCl=3MnCl2+4H,0+Cl2. 

Pyrolusite  is  the  manganese  ore  generally 
used.  This  mineral  is  found  in  rhombic 
prisms,  usually  occurring  in  distinctly  crystalline 
masses  of  a  fibrous  structure  ;  its  sp.gr.  is  4-7-5, 
and  its  colour  iron-black  to  dark  steel-grey 
with  a  metallic  lustre.  It  is  soft  and  soils  the 
fingers. 

The  ore  is  widely  distributed,  occurring  in 
Germany  at  Elgersburg,  and  Giessen,  in  Bohemia, 
Transylvania,  Russia,  India,  Australia,  Japan, 
and  the  United  States  of  America. 

The  chief  source  of  the  industrial  pyrolusite 
used  in  this  country  is  Southern  Russia. 

The  ore  varies  usually  from  75  p.c.  to  85  p.c. 
MnO,. 

An  average  analysis  of  the  Russian  ore  is  : 
80  p.c.  MnO.  ;  I  p.c.  MnO ;  3  ]).c.  H^O. 

It  is  customary  to  buy  and  sell  manganese 
ore  on  the  percentage  of  MnO,  only. 

The  higher  the  percentage  of  MnO,,  the  more 
valuable  the  ore,  as  the  impurities,  even  if  sub- 
stances such  as  Ba.S04  and  SiO.,  do  harm  by 
coating  the  particles  of  Mn<X,  and  preventing  the 
action  of  the  HCl,  and  also  by  adding  to  the 
amount  of  waste  material  to  be  handled,  filtered, 
washed,  and  deposited.  If  the  impurities  are 
carbonates  (CaCOs,  BaC^O,,,  &e.),  they  not  only 
waste  hydrochloric  acid,  but  the  CO.,  evolved 
on  their  solution  harms  the  bleaching  powder 
into  \\hich  the  bulk  of  industrial  chlorine  is 
made. 
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The  physical  condition  of  the  manganese  is 
also  important,  the  softer  ores  being  preferable 
to  the  harder  ones,  which  are  more  slowly  acted 
on  hy  the  hydrochloric  acid. 

The  manufacture  of  chlorine  from  manga- 
nese and  liquid  hydrochloric  acid  is  carried  out 
usually  in  '  stills  '  made  of  acid-proof  stone, 
such  as  Yorkshire  flag,  and  occasionally  on  a 
small  scale  in  stoneware  vessels.  Stoneware 
stills  can  be  made  only  of  moderate  size,  and 
hence  are  mostly  used  for  producing  chlorine  on 
a  small  scale,  not  for  manufacturing  bleaching 
powder.    Fig.  I  shows  one  of  the  best-known 

forms    of     stoneware  ^.  

stills,  intended  for  heat-  ^v"^ 
ing  from  the  outside 
in  a  water-  or  steam - 
bath,  made  of  wood  or 
masonry.  The  manga- 
nese is  placed  in  the 
perforated  cylinder, 
which  holds  about 
1  cwt.,  and  is  put  in 
and  out  by  means  of 
specially  shaped  tongs, 
through  the  large 
opening.  The  small  necks  serve  for  introducing 
the  acid  and  taking  away  the  gas.  At  the  end 
of  the  operation  the  still  liquor  is  drawn  ofl:  by 
a  siphon,  or  by  a  discharge  pipe  passing  through 
the  steam-jacket.  Since  the  acid  is  not  diluted 
by  steam-water,  it  is  much  better  exhausted 
than  in  the  large  stone  stills  described  below. 
Such  small  stills  jaermit  of  careful  and  economical 
working  so  far  as  materials  arc  concerned,  and 
they  necessitate  hardly  more  labour  than  large 
ones. 

These  stoneware  stills  are  sometimes  heated 
by  blowing  steam  into  them,  but  this  plan  cannot 
be  recommended,  as  the  above-mentioned  ad- 
vantage is  thus  sacrificed,  and,  moreover,  such 
stiUs  easily  crack. 

Fig.  2  shows  a  contrivance  which  allows  the 
chlorine  pipes  and  the  main  pijJe  to  be  instantly 
connected  or  disconnected, 
and  which,  at  the  same  time,  '■ 
shows  how  stop-cocks  can 
be  dispensed  with  for  such 
purposes.  There  is  a  Y- 
shaped  lead  pipe  a,  the  upper 
arms  of  which  are  converted 
into  hydraulic  lutes  by 
'  burning  '  an  outer  pipe,  lib, 
on  to  them.  The  ends  of 
the  gas  pipes,  both  that 
leading  from  the  stills  c,  and  that  leading  to 
the  gas  main  d,  arc  widened  out  into  cups 
dipping  into  the  water  which  fills  the  annular 
space  at  h. 

Stone  stills  must  be  made  of  silicious  sand- 
stone or  other  stone  not  acted  upon  by  acids, 
and  not  liable  to  crack  by  rapid  changes  of 
temperature.  Such  stone  is  fountl  at  South - 
owram,  and  is  known  as  '  Yorkshire  Hag.'  A 
variety  of  stone  superior  to  it  in  resisting 
changes  of  temperature  is  found  at  Heworth, 
near  Newcastle-on-Tyne,  but  this  rcciuires  boiling 
in  tar  for  several  days  to  make  it  impermeablo 
to  acids.  In  Germany  there  are  also  several 
stones  adapted  to  this  jjurpose,  but  none  etiuala 
in  excellence  the  vol  vie  lava  from  the  department 
of  Puy-dc-D6me  (France).    This  lava  can  be 
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had  in  thick  blocks  or  thin  slabs,  and  requires 
no  boiling  in  tar  to  make  it  acid-  and  heat- 
proof. 

It  should  be  noticed  that  prolonged  submer- 
sion in  boUing  tar  is  certainly  an  excellent  way 
of  toughening  both  stones  and  earthenware 
(fire  clay),  provided  they  possess,  a  certain 
degree  of  porosity.  It  makes  them  resist  both 
acids  and  changes  of  temperature,  and  at  the 
same  time  hardens  them  very  much,  so  that 
they  must  be  worked  into  shape  previous  to  the 
treatment. 

Sometimes  chlorine  stills  and  acid  tanks  are 
hewn,  out  of  a  block  of  stone  (especially  volvic 
lava) ;  but  this  is  a  costly  operation,  and  in  case 
a  single  crack  occurs,  the  whole  vessel  is  lost. 
It  is,  therefore,  more  usual  (in  England  universal) 
to  build  up  clilorine  stills  (like  acid  tanks,  con- 
densers, iS:c.)  from  stone  slabs  joined  in  a 
suitable  manner  and  held  together  by  iron 
binders.  Such  a  still  is  shown  in  Fig.  3,"  which 
represents  it  cut  through  in  the  middle.  The 
bottom  is  formed  bj'  a  stone,  10  to  12  inches 
thick,  with  grooves  for  the  sides  to  fit  in.  The 
sides  are  stone  slabs,  5  to  6,  or  even  8  inches 
thick,  and  joined  at  the  corners  either  '  on  the 
bevel,'  or  on  the  '  feather  and  groove  '  principle. 
In  the  former  case  the  stones  are  all  dressed  in 
the  same  wa}',  and  are  held  together  by  cast-iron 


the  loop  e  with  a  tap  /  (the  loop  protecting  the 
tap  to  some  extent  against  the  action  of  the 
chlorine) ;  the  earthenware  or  leaden  gas  pipe  g, 
the  connection  of  which  with  the  gas  main  h  can 
be  opened  or  shut  off  at  wU  by  putting  more  or 
less  water  into  the  pot  i.  The  man  hole  for 
charging  the  still  and  the  discharging  hole  must 
be  assumed  to  be  provided  in  that  half  of  the 
still  not  shown  in  the  diagram. 

These  stills  are  made  from  7x5x3  feet,  in- 
side measurement,  and  upwards. 

Fig.  4  shows  a  still  of  the  bevel-joint  type, 


comer  pieces,  drawn  together  by  long  screw 
bolts ;  in  the  latter  case,  the  end  stones  must 
project  both  ways  over  the  sides,  the  latter 
fitting  into  grooves  of  the  end  stones  (as  is 
shown  in  the  figure).  The  lid  consists  of  one  or 
more  stones  laid  in  a  rebate.  The  joints  are 
made  tight  by  dressing  a  smaU  groove  into  the 
two  adjoining  faces,  and  placing  a  f-inch  india- 
rubber  cord  in  the  channel  thus  formed.  Tem- 
porary joints,  not  intended  to  harden,  can  be 
made  with  a  putty  of  linseed  oil  and  china- 
clay. 

The  diagram  shows  how  the  still  is  fitted  with 
the  following  parts.  A  false  bottom  a  ;  a  pipe  b, 
for  the  introduction  of  hydrochloric  acid,  sealed 
at  the  bottom  by  the  acid  itself ;  a  leaden  steam 
pipe,  c,  connected  at  the  bottom  with  a  stone  or 
stoneware  steam  column  e/,  and  at  the  toj)  by 


Fig.  4. 

seen  from  above,  with  the  cover  removed  ;  a,  a 
are  the  flags  forming  the  false  bottom,  one  of 
which,  a',  is  made  to  stand  up ;  c  is  the  steam 
stone ;  a,  b,  c,  d  are  the  rods  Isinding  the  stones 
together  by  means  of  the  cast-iron  corner 
pieces  b,  b. 

In  order  to  work  the  stills,  those  of  smaller 
i  sizes,  where  the  manganese  is  contained  in  a 
sieve,  are  usually  first  charged  with  the  requisite 
quantity  of  acid.  The  sieve  containing  the  man- 
ganese (about  1  c^vt.)  is  then  put  in,  the  cover  is 
at  once  put  on  and  made  tight  by  water-luting  or 
cementing,  and  the  evolution  of  chlorine  begins 
forthwith.  When  it  slackens,  heat  is  gradually 
supplied  by  turning  on  the  steam  tiU  the  acid  is 
exhausted.  The  .stOls  are  then  allowed  to  cool 
down,  usually  till  the  next  morning.  They  are 
then  opened,  the  sieve  is  lifted  out,  the  manga- 
nese remaining  in  it  is  washed  and  replenished 
by  more  ore,  the  liquor  is  siphoned  or  run  out 
of  the  still,  fresh  acid  is  run  in,  and  a  new  start 
can  be  made  at  once. 

The  large  stone  stills  are  cleaned  out  fre- 
quently, and  are  charged  with  from  6  to  10  cwts. 
of  manganese  broken  up  into  pieces,  which 
must  bo  smaller  in  the  case  of  hard  ores,  but 
should  not  be  too  small,  lest  too  much  is  washed 
down  below  the  false  bottom.  The  stUl  is  then 
closed  and  acid  is  run  in,  at  first  quickly,  after- 
wards gradually,  so  that  it  takes  several  hours 
to  run  in  the  full  charge.  All  this  time  chlorine 
is  given  ofif,  much  heat  ijoing  generated  in  the 
process,  of  course  much  more  with  concentrated 
than  with  somewhat  dUute  acid.  When  the 
evolution  of  gas  becomes  slow,  steam  is  injected 
into  the  still,  but  very  cautiously,  as  otherwise 
the  water  might  be  thrown  out  of  the  lutes,  and 
only  at  intervals,  for  instance  for  10  minutes 
every  hour.  Too  much  steaming  causes  too 
rapid  an  evolution  of  chlorine,  and  the  volatili- 
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sation  of  much  acid  and  water.  The  tempera- 
ture of  the  stills  ought  never  to  get  above  90°. 
It  is  preferable  not  to  steam  aU  the  stills  of  a  set 
at  the  same  time,  but  in  regular  rotation,  to  pro- 
duce a  more  continuous  current  of  chlorine. 

Chlorine  stills  ought  to  be  kept  going  at  least 
24  hours,  but  largo  stills  are  better  kept  going 
for  48  hours,  which  will  utilise  more  of  the  acid. 
Even  then  the  liquid,  when  let  out,  emits  an 
intolerable  stench  of  chlorine,  so  that  this  opera- 
tion is  one  of  the  most  irksome,  both  for  the 
workmen  and  those  people  who  live  near  the 
works.  Moreover,  the  '  stiU  liquor,'  even  after 
being  freed  from  its  muddy  constituents  by 
settling,  is  one  of  the  worst  nuisances  for  any 
watercourse  into  which  it  may  be  run.  In 
alkali  works,  all  this  nuisance  has  been  com- 
pletely overcome  by  the  introduction  of  the 
Weldon  process,  where  the  still  liquor  from  the 
fresh  manganese  ore  is  run  into  the  Weldon  stills 
instead  of  mto  the  drains.  At  other  works 
\\here  chlorine  is  made  on  too  small  a  scale  to 
permit  of  applying  the  Weldon  or  other  modern 
processes,  the  still  liquor  ought  to  be  collected 
in  a  closed  tank,  and  neutralised  by  chalk  before 
running  it  away,  even  in  a  very  diluted  form. 

The  chlorine  evolved  in  the  stills  is  always 
contaminated  with  hydrochloric  acid  and  water. 
For  most  2:)urposes  these  must  be  removed  as 
far  as  possible,  which  is  done  by  conveying  the 
gas  in  a  long  string  of  earthenware  or  lead 
pipes,  externally  cooled  by  air  (or,  if  needful, 
by  water),  so  that  the  water  along  with  the  acid 
condenses  into  a  liquid. 

The  first  reaction  taking  place  in  the  chlorine 
stills  is:  MnO,>+4HCl=MnCl4+2H,0  or  (more 
probably)  2MnO +  8HC1 = Mn  .Cl^ + 4H ,0 + CI  3. 
(There  is  some  discrepancy  of  opinion  as  to 
which  of  these  two  chlorides  of  manganese  is 
formed.  Compare  W.  W.  Fisher,  Chem.  News, 
37,  250  ;  U.  S.  Pickering,  ibid.  39,  225  ;  Berthe- 
lot,  Compt.  rend.  91,  251.) 

These  clilorides,  MnCl,  and  MujCle,  form  a 
dark-brown  solution  which  quicldy  decomposes 
even  at  the  ordinary  temperature  into  MnCl,  and 
free  chlorine,  so  that  the  ultimate  result  is  : 
Mn02+4HCl=MnClo  +  2H.,0  +  Cl2 ;  but  this 
reaction  is  only  completed  at  about  100°  and 
with,  a  certain  excess  of  hydrocldoric  acid. 
Theoretically  for  lOOMnO.^,  or  an  equivalent 
quantity  of  manganese  ore,  almost  exactly  170 
dry  HC1=530  acid  of  32°Tw.,  ought  to  be  con- 
sumed ;  practically,  at  least,  10  p.e.  more  is 
used,  and  with  low-strength  acid,  hard  mangan- 
ese, direct  steaming,  &c.,  twice  the  theoretical 
quantity  of  acid  may  be  consumed. 

Still  liquor  and  the  processes  carried  out  for 
utilising  it. — The  waste  liquor  run  from  the 
stiUs  contains  chiefly  manganous  chloride,  ferric 
chloride,  the  chlorides  of  other  metals  present 
in  the  ore,  free  hydrochloric  acid,  and  a  little 
chlorine. 

Black's  analysis  of  still  liquor  from  ordinary 
stone  stills,  in  a  well-conducted  works,  shows 
how  incompletely  the  acid  is  utilised  there  : 
HCl  =  fv6220=6-622  p.c.  HCl 
AloCIe  =  0'6200=0-500  „  „ 
MnCla  =10-5700=6-120  „  „ 
Fe.,Cls  =  0-4.55]  =0-310  „  „ 
H.,0  =81-7329 

13-552 


[  Even  if  all  the  Mn  had  been  originally  present 
as  MnO.,,  only  an  equal  quantity  of  HCl  to  that 
found  as  Mn'Cl.  (6-12)  had  escaped  as  chlorine, 

;  so  tliat  there  was  originally 

13-552  +  6  12=19-672  HCl 

present.  Accordingly,  the  HCl  usefully  em- 
ployed was  only  C2-2  p.c.  ;  that  combined  vidth 
Fe  and  Al,  4-1  p.c. ;  that  found  uncombined,  33-6 
p.c.  of  the  whole. 

The  free  acid  is  tested  for  in  daily  practice  by 
a  very  simple  plan.  To  a  measured  volume  of 
still  liquor,  standardised  caustic  soda  liquor  is 
run  in  from  a  burette  till  the  formation  of  flakes 
of  Fe.,(OH)g,  which  do  not  dissolve  on  shaking, 
indicates  the  saturation  of  the  free  acid. 

In  small  manufactories,  where  the  scale  of 
work  does  not  permit  the  economic  introduction 
of  the  Weldon  process  for  the  recovery  of  the 
I  manganese  from  the  still  liquors,  the  liquors  have 
I  to  be  neutralised  \\dth  limestone  dust  and  run 
do'wn  the  drain. 

Of  the  many  processes  suggested  before  the 
I  Weldon  process  to  overcome  this  difficulty  and 
i  this  loss  of  manganese,  only  the  Dunloj)  process 
deserves  mention.    The  Dunlop  jirocess  was 
patented  in  1855,  and  has  been  jiractised  at  St. 
Rollox  for  30  years  or  more  with  great  suc- 
I  cess.     It  consists  in  removing  the  free  HCl 
'<  and  Fe.jClj  by  agitating  the  liquor  with  ground 
chalk  (exactly  as  in  the  Weldon  process),  pump- 
ing the  neutral  solution  of  MnCL  and  CaCl^  into 
large  horizontal  cylinders  fitted  with  agitating 
gear,  mixing  it  with  the  quantity  of  ground  chalk 
required  for  converting  the  MnCL  into  MnCOs, 
and  producing  this  conversion  by  agitating  under 
a  steam  pressure  of  2-2i  atmospheres.  The 
precipitate  of  MnCO,  is  settled  out,  washed, 
pressed,  partially  dried,  and  then  oxidised  by 
being  exposed  to  a  current  of  air  in  an  oven 
heated  to  about  300°  which  is  always  kept 
moist.    In  24  hours  the  process  is  complete. 
The  paste  is  now  found  to  consist  of  67  p.c. 
MnO„  16  p.c.  MnO,  and  16  p.c.  CaCOj.  This 
I  process  is  only  remunerative  where  fuel  is  cheap, 
and  as  it  requires  very  costly  plant,  it  has  never 
spread  beyond  the  place  of  its  origin,  whore  it 
j  has  also  at  last  had  to  give  way  to  the  Weldon 
I  process,  and  is  now  only  employed  for  the  pro- 
duction of  an  artificial  oxide  of  manganese  for 
i  glassmaking. 

The  Weldon  process  for  recovering  Manganese. 
— The  process  bearing  the  above  name  has,  like 
most  other  important  inventions,  been  perfected 
by  many  successive  improvements.  Many  of  its 
features  had  been  foreshadowed  by  former  in- 
ventors ;  but  without  the  indomitable  energy  of 
the  late  Walter  Weldon,  and  the  eflicient  prac- 
tical help  rendered  to  him  at  Messrs.  Gamble  & 
Co.'s  works  at  St.  Helens,  it  would  have  re- 
mained futile,  like  all  its  predecessors.  Weldon's 
first  attempts  were  made  in  1866;  in  1860 
chlorine  was  first  actually  manufactured  by 
Weldon  mud.  By  carefully  studying  all  the 
conditions  of  the  reaction  on  the  large  scale,  at 
last  all  obstacles  were  overcome  and  the  fullest 
practical  success  was  secured.  This  achieve- 
ment alone  entitles  Mr.  Weldon  to  be  called 
one  of  the  greatest  benefactors  to  chemical 
industry. 

The  leading  idea  of  the  Weldon  process  is 
the  following.    We  start  with  a  solution  of 
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manganous  chloride — i.e.  ordinary  still  liquor. 
This  is  deprived  of  free  acid  and  ferric  chloride 
by  agitation  with  calcium  carbonate  under 
ordinary  atmospheric  ])rcssure.  To  the  neutral 
settled  solution  of  MnCl,  and  CaCU  is  added 
milk  of  lime  more  than  suihcient  for  precipi- 
tating all  manganese  as  Mn{OH),,  so  as  to  leave 
33  p.c.  to  40  p.c.  lime  in  excess,  both  lime  and 
manganous  hydrate  being  partly  suspended  and 
partly  dissolved  in  a  solution  of  CaClj.  This 
mixture  is  treated  with  a  strong  current  of 
air,  at  a  slightly  raised  temperature,  when  the 
oxygen  acts  upon  it,  forming  principally  a  com- 
pound of  MnO;  and  CaO.  By  adding  a  further 
quantity  of  MnCl,  and  blowing  in  more  air,  the 
proportion  of  CaO  is  reduced,  the  ultimate  limit 
in  ordinary  cases  being  a  compound  of  ICaO 
with  2MnO.,.  The  oxidation  is  now  stopjjcd  ; 
the  thin  paste  or  mud  is  run  into  tanks,  whore  it 
separates  into  a  thicker  mud  and  a  supernatant 
clear  solution  of  CaClj.  The  latter  is  run  to 
waste ;  the  former,  now  called  '  recovered  man- 
ganese '  or  '  Weldon  mud,'  is  still  liquid  enough 
to  be  run  into  a  special  kind  of  still,  where  it 
is  decomposed  by  hydrochloric  acid,  yielding 
chlorine  gas  and  a  mixed  solution  of  CaCU, 
MnClj,  and  a  little  uncombined  HCl  (much  less 
than  in  the  old  process  of  working  with,  native 
ore).  This  solution  serves  again  as  the  starting- 
point  for  the  recovery  of  MnOj  in  the  way  just 
described. 

Long  before  Weldon 's  patents  existed,  it  had 
been,  of  course,  known  that  precipitated  man- 
ganese protoxide  could  be  more  highly  oxidised 
by  means  of  atmospheric  air.  But  Weldon  was 
the  first  to  find  out  that  oxidation  of  MnO  to 
MnOo — a  compound  of  distinctly  acid  properties 
— can  only  take  place  in  the  presence  of  a  base 
which  combines  with  it  at  the  moment  of  its 
formation.  If  the  only  base  present  be  Mn(0H)2, 
then  the  MnO..  will  combine  wth  it  to  form 
either  MnO,MnO„  or  else  2MnO,Mn02,  accord- 
ing to  the  temperature.  Thus,  when  MnO 
is  the  only  protoxide  present,  one  half  of  it 
at  most  can  be  oxidised  into  MnO^,  the  other 
half  being  required  to  furnish  the  necessary 
base  for  combining  with  MnO,.  If,  however, 
another  soluble  protoxide  be  present,  the  MnOj 
combines  with  this  instead  of  wth  MnO.  The 
only  other  protoxide  practically  available  is 
lime,  which  is  sufficiently  soluble  in  a  solution 
of  calcium  chloride.  If  instead  of  MnO,Mn02, 
we  produce  CaO,Mn0.2,  there  is,  of  course,  no 
advantage  gained  vntii  respect  to  the  consump- 
tion of  acid,  since  in  either  case  6HC1  are  re- 
quked  to  liberate  2C1.  But  the  advantage  lies 
in  this,  that  the  absorption  of  oxygen  by 
Mn(0H)2  in  the  presence  of  dissolved  lime  is 
much  more  rapid  than  in  the  absence  of  a 
soluble  base.  The  product  of  oxidation  of 
Mn(0H)2  by  itself  would  be  much  more  costly 
than  native  manganese. 

It  is  not  possible  to  emj^loy  a  fuU  equivalent 
of  lime  to  each  of  Mn(0H)2,  so  as  to  form 
CaMnOj,  because  there  cannot  be  present  suffi- 
cient CaCl.^  to  hold  it  in  solution.  Hence  only 
enough  Ca(0H)2  is  used  to  convert  0-6  of  the 
Mn  into  calcium  manganite,  the  other  0*4  of 
the  manganese  present  is  converted  into  man- 
ganite of  manganese,  MnMnOj. 

When  thus  60  equivalents,  CaMnOj  and  40 
MnMnOj  have  been  formed,  a  further  quantity 


of  neutral  solution  of  CaClj  and  MnCL  {'  final 
liquor ')  is  mixed  with  it,  and  the  injection  of 
air  is  continued.  At  the  temperature  employed, 
MnCIj  can  act  upon  half  of  the  lime  of  CaMnOj, 
forming  a  compound  of  one  CaO  with  two 
MnOn,  and  Mn(0H)2,  which  is,  at  the  same  time, 
oxidised  to  MnjO^  or  MnjOj.  The  final  product 
is  a  thin  black  mud,  consisting  of  a  solution  of 
CaClj,  holding  in  suspension  a  mixture  of  man- 
ganitos  of  manganese  with  an  acid  manganite  of 
calcium,  and  containing  about  2-5  lbs.  MnO.^ 
per  cubic  foot. 

The  following  is  the  description  of  a  Weldon 
plant.  On  the  diagram.  Fig.  5,  D,  D  are  the  mud 
stills,  of  which  there  should  be  three  or  four,  and 
which  will  be  described  in  detail  hereafter. 
There  is,  besides,  an  ordinary  still,  E,  which 
serves  for  dissolving  native  manganese  ore,  to 
make  up  for  the  loss  in  recovery,  and  which  is  so 
fixed  that  its  waste  liquor  can  be  discharged 
directly  into  one  of  the  mud  stills,  g,  g  are  the 
neutralising  wells  into  which  the  manganese 
liquor  from  d,  d  is  discharged,  and  where  it  is 
mixed  with  ground  chalk  or  limestone  dust  by 
means  of  the  agitator  f,  in  order  to  remove  the 
free  HCl  and  the  iron,  h  is  a  cast-iron  pump 
with  gun-metal  piston,  valves,  &c.,  which  forces 
the  neutralised  liquor  into  the  chloride  of  man- 
ganese settlers  a,  a.  The  suction  pipe,  which  dips 
in  the  acid  liquor,  is  very  quickly  corroded  unless 
it  is  made  to  turn  on  a  swivel  so  as  to  lift  it  out 
before  running  acid  liquor  into  the  well.  The 
settlers  A,  A  (of  which  there  must  be  at  least  two, 
or  better,  more)  are  made  of  wrought  iron,  which 
is  only  slightly  acted  upon  by  the  neutralised 
liquor.  In  one  of  these  tanks  the  muddy  liquor 
is  allowed  to  settle  while  the  other  one  is  being 
filled.  They  are  provided  with  cocks  or  valves, 
continued  inside  into  swivel  pipes  or  india- 
rubber  tubing,  by  which  the  liquor  can  be  run 
off  from  any  part  of  the  tank  without  disturbing 
the  sediment.  The  discharge  pipes  unite  outside 
in  an  iron  pipe,  which  divides  again  into  two 
branches,  one  for  each  of  the  two  oxidisers  B 
(only  one  of  which  is  shown  here),  into  which 
they  enter  at  about  two-thirds  or  three-fourths 
of  their  height.  Each  settler  also  has  a  large 
bottom  valve  for  removing  the  mud  from  time 
to  time,  by  means  of  the  pipes  g,  g. 

If  the  settlers  a,  a  are  each  18x12x6  feet, 
they  hold,  when  full,  about  40  tons  apiece  and 
weigh  altogether  upwards  of  100  tons.  They 
must,  therefore,  be  very  firmly  mounted  on  a 
strong  timber  framework  of  12-  or  14-inch  beams, 
resting  on  the  same  foundation  as  the  man- 
ganese mud  settlers. 

The  oxidisers  b,  in  which  the  recovery 
proper  takes  place,  are  wought-iron  cylinders 
open  at  the  top,  with  a  flat  bottom,  fixed  at 
such  a  height  that  there  is  sufficient  fall  for  the 
manganese  mud  into  the  settlers  c,  c,  and  from 
these  again  into  the  stUls  d.  They  are  charged 
with  settled  MnClj  liquor  from  a,  a  to  rather 
more  than  half  of  their  height,  and  with  milk  of 
lime  directly  from  the  tank  j  by  the  pump  k. 
The  7-inch  pipe  d  conveys  compressed  air 
(furnished  by  the  blowing  engines  and  the  air- 
vessel  m)  into  the  oxidisers  ;  it  is  carried  over 
the  top  of  B  down  to  the  bottom,  and  there 
branches  out  into  a  cross  of  pipes  w,  perforated 
with  a  number  of  holes  for  dividing  the  current 
of  air.    Each  oxidiser  also  has  a  2-inch  steam 
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pipe  (not  shown  here)  which  equally  passes  over 
the  top  do^ra  to  the  bottom  and  there  branches 
out  into  a  perforated  cross.  None  of  the  pipes 
is  directly  connected  with  the  shell  of  b,  as  the 
shaking  during  the  blowing  would  loosen  the 
joints  ;  the  only  fixed  connection  which  cannot 
be  dispensed  with  is  the  MnCl,  liquor  pipe  from 
A,  A.  It  is  usual  to  make  the  joints  on  this  pipe 
with  indiarubber  rings  to  give  a  certain  amount 
of  elasticit}'.  Lastly,  there  are  discharge 
valves  a,  connected  \vith  a  common  pipe,  h, 
which  sends  out  a  branch  with  4-inch  valves  c,  c 
over  each  mud  settler  c,  c.  These  mud  settlers, 
of  which  there  must  be  at  least  four,  better  six, 
are  fitted  with  2-inch  swivel  pipes  p  for  running 
ofi  the  CaClj  liquor,  communicating  with  a  pipe 
or  shoot,  e,  leading  to  a  catch-well,  and  at  the 
bottom  with  a  4-inch  pipe,  /,  with  sluice  valves 
q,q;  from  which  each  of  the  stills  D,  D  is  fed  by 
a  pipe  and  sluice  valve  h. 

The  engine  is  here  shown  as  a  horizontal 
twin-engine.  For  each  ton  of  bleaching  powder 
made,  100,000-150,000  cubic  feet  of  air  are 
required. 

The  milk  of  lime  is  made  in  the  two  iron 
cylinders  J  and  j',  each  about  0  feet  high  and 
7  or  8  feet  wide  ;  j  serves  for  slaking  the  lime 
and  preparing  the  milk,  j'  for  storing  it  and 
supplying  it  to  the  lime-pump  K.  A  donkey- 
engine  bolted  to  J  drives  the  agitators  of  both 
cylinders.  J  has  a  perforated  cage  m  which 
the  quicklime  is  put  in  order  to  be  slaked 
by  the  water  contained  in  the  cylinder,  and 
a  door  is  secured  to  the  cylinder  in  line  with  \ 
cage  bottom  in  order  to  clean  out  unburnt 
lime. 

The  neutralising  weUs  G,  G  are  sunk  in  the 
ground,  and  are  surrounded  by  puddled  clay. 
The}'  are  made  of  large  stone  slabs  in  an  octa- 
gonal shape,  or  of  freestones  in  a  circular  shape, 
always,  of  course,  so  as  to  be  altogether  acid- 
proof.  It  is  most  important  that  there  should  be 
no  loss  of  liquor  from  this  well. 

The  chlorine  stiUs  belonging  to  this  plant 
(WtUon's  stills  or  7nud  stills)  are  very  much 
larger,  especially  much  higher,  than  the  ordi- 
nary manganese-ore  stills.  The  shape  usual  at 
small  works  is  of  square  section  about  7  feet 
X  7  feet,  and  8  or  9  feet  high.  For  large  works, 
they  are  made  octagonal  (as  shown  in  Fig.  5,  and 
more  in  detail  in  Figs.  6  and  7),  sometimes  12  feet 
wide  and  high.  The  bottom  is  made  in  two 
pieces,  held  together  by  comer  brackets  and 
bolts  a,  a.  The  sides,  also  in  two  tiers,  are  joined 
in  the  comers  by  indiarubber  cords  or  bands  ; 
they  are  bound  together  by  the  brackets  6,  b  and 
screw  bolts,  or  by  cable  chains,  dra^vn  up  tight 
by  coupling  screws,  and  pressing  on  wooden 
posts  outside  of  the  stiU  sides.  The  cover  is 
usually  made  dome-shaped.  We  note  the  funnel 
for  manganese  mud,  d,  the  steam  stone  c  rest- 
ing in  the  socket  k,  the  discharge  cock  /,  the 
gas  pipe  I,  the  acid-supply  pipe  e,  about  half- 
way up  the  height  of  the  still.  There  must 
be  also  a  man  hole,  a  stoneware  cock  with 
a  glass  tube  for  a  liquor  gauge,  and  a  small 
testing  cock,  aU  of  them  not  shown  in  the 
diagram. 

We  shall  now  describe  the  round  of  opera- 
tions, beginning  with  the  running  of  spent  liquor  [ 
from  the  mud  stills  into  the  neutralising  well,  j 
The  latter  should  be  covered  over,  a  pipe  leading  ' 


the  gases  (never  free  from  chlorine)  into  a  high 
chimney — if  necessary,  through  a  milk  of  lime 
tower.  The  liquor  is  here  neutralised  with 
ground  chalk  or  limestone  dust,  of  which  no 
more  than  is  absolutely  necessary  should  be 
employed.  This  is  best  eSected  by  grinding  the 
calcium  carbonate  with  water  (or  preferably  witli 
stiU  liquor  itself)  mto  a  milk,  and  running  this 
in,  with  constant  agitation,  till  no  more  COj  is 
given  off  and  tiU  there  is  no  more  acid  reaction 
upon  litmus  paper.  This  operation  will  remove 
the  free  HCl  and  the  FcjClg,  causing  a  precipitate 
of  Fe2(OH)5;  but  MnCLis  not  acted  upon  here. 
G.  E.  Davies  proposed  to  utilise  the  base  in  the 
Weldon  mud  for  the  neutralisation  of  the  free 
acid  in  the  still  liquor.  This  is  done  by  adding 
to  the  still  liquor,  after  it  has  dissolved  as  much 
manganese  peroxide  as  possible,  an  excess  of 
Weldon  mud.  The  free  acid  left,  though  it  will 
not  attack  the  manganese  peroxide,  readily  dis- 
solves the  CaO  in  the  base.  As  the  base  has,  in 
any  case,  to  be  dissolved  in  the  acid,  its  use  for 
neutralising  the  free  acid  left  in  the  still  liquor 
is  a  direct  saving  of  acid.  The  saving  made  is 
equal  to  about  0-45  cwt.  salt  per  ton  of  bleach 
for  every  gram  per  litre  HCl  so  neutralised  in 
the  stUl  liquor. 

The  neutralised  liquor,  along  with  aU  the 
mud,  is  now  pumped  into  the  liquor  settlers  at 
the  top  of  the  timber  staging,  where  it  must  be 
completely  clarified  before  being  run  into  the 
oxidisers.  Any  matter  remaining  in  suspension 
greatly  interferes  with  the  recovery  process,  and 
especially  causes  very  troublesome  frothing  in 
blowing.  The  muddy  deposit  remaining  in  the 
settlers  is  run  off  from  time  to  time  through 
the  bottom  valve.  This  deposit  formerly  caused 
the  principal  loss  of  manganese  in  the  Weldon 
process,  by  mechanically  keeping  a  quantity  of 
MnClj  in  suspension  and  wasting  it.  But  this 
can  be  avoided  by  removing  the  MnCl.,  from  that 
deposit  as  much  as  possible,  either  by  systematic 
washing  or  by  a  filter  press,  and  reintroducing 
this  MnCL  into  the  process.  It  is,  of  course, 
desirable  to  keep  the  bulk  of  the  deposit  as  small 
as  possible  by  not  employing  more  calcium 
carbonate  than  is  really  necessary,  and  by  employ- 
ing hydrochloric  acid  containing  very  little  sul- 
phuric acid,  which  by  the  formation  of  CaS04 
increases  the  bulk  of  the  insoluble  matters. 
Principally  by  attending  to  a  thorough  exhaus- 
tion of  this  settler  mud — of  course,  together 
with  carefully  attending  to  all  other  manu- 
facturing details — the  consumption  of  fresh 
manganese  ore,  which  at  first  often  amounted  to 
10  p.c.  of  the  weight  of  bleaching  powder  made, 
has  in  the  best  works  been  brought  down  to 
2i  p.c. 

The  clarified  liquor  drawn  off  from  this  de- 
posit is  essentially  a  solution  of  MnCl  and  CaCI.^. 
The  latter  is  not  merely  an  accidental  admixture, 
but  it  is  absolutely  necessary  to  the  success  of 
the  process  that  the  proportion  of  CaClj  to 
MnCl  2  should  not  fall  below  1  to  2.  This  seems 
to  be  owing  to  the  circumstance  that  a  solution 
of  CaCla  keeps  much  more  Ca(0H)2  in  solution 
than  water,  in  the  shape  of  an  oxychloride,  and 
that  this  is  necessary  to  expedite  the  subsequent 
reactions.  The  manganese  chloride,  contained 
in  normal  still  liquor,  corresponds  to  about  3  J  lbs. 
MnOj  per  cubic  foot. 

The  liquor  is  run  into  one  of  the  oxidisers 
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till  this  is  rather  more  than  half  full ;  the  other  ! 
half  serves  for  containing  the  milk  of  lime,  the 
'  final  liquor,'  and,  above  all,  the  froth  formed 
during  the  operation. 

While  one  of  the  oxidisers  is  being  charged 
and  heated  up,  the  other  one  is  under  blast,  so 
that  the  operation  is  a  continuous  one.    The  ! 
liquor  must  be  heated  to  55°  by  blowing  in  ^ 
steam,  but,  when  continuously  working,  it  often  j 
has  that  temperature  to  begin  with,  at  least 
in  summer,    owing   to  being   heated  in  the  I 
stills. 

The  next  oijeration  is  adding  milk  of  lime. 
The  lime  employed  for  the  Wcldon  process 
should  be  as  pure  as  possible,  and  ought 
especially  not  to  contain  more  than  1  p.c.  of 
magnesia.  It  ought  to  be  j)articularly  well 
burnt  and  slaked,  and  completely  separated  from 
unburnt  or  unslaked  (dead)  particles  by  being 
strained  through  a  fine  wire  mesh.  Those  particles 
cannot  aid  in  the  recovery  of  MnO^,  and  they 
remain  in  this  as  injurious  '  base.'  The  slaking 
takes  place  by  directly  introducing  the  quicklime 
into  hot  water,  throwing  it  into  the  cage  within 
the  vessel  j  (Fig.  5),  &nd  agitating  all  the  time. 
The  coarser  impurities  remain  behind  in  the  ! 
cage,  the  finer  ones  in  a  drainer  interposed  be- 
tween J  and  j'.  The  finished  milk  of  lime  in  j' 
contains  from  20  to  22i  lbs.  of  CaO  per  cubic 
foot,  and  is  pumped  either  directly  into  the 
oxidiser  or  into  the  top  cistern,  from  which  it  can 
be  let  down  in  a  preferably  regular  stream,  pro- 
vided that  it  is  kept  agitated  in  that  cistern 
itself  (cf.  supra). 

In  order  to  begin  an  operation,  one  of  the 
oxidisers  is  half-filled  with  weU-settled  MnCL 
liquor  (of  which  a  stock  must  be  in  reserve 
for  '  final  liquor  '),  and  is  heated  to  55°.  The 
blast  is  put  on  slowly,  and  milk  of  lime,  of  w^hich 
the  initial  level  in  the  store  tank  has  been  care- 
fully noted,  is  run  in  till  all  manganese  has  been 
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precipitated  as  Mn(0H)2.    This  point  is  ascer- 
tained by  frequent  testings,  both  by  trying 
whether  red  litmus  paper  turns  blue  (from  an 
excess  of  lime),  and  by  filtering  a  small  sample  j 
and  ascertaining  by  the  addition  of  strong  bleach  ' 
Vol.  II.  T. 


liquor  whether  the  filtrate  turns  brown  in  conse- 
quence of  containing  some  MnClj-  When  this 
reaction  ceases,  the  flow  of  lime  is  at  once 
stopped,  and  the  quantity  consumed  so  far  is 
read  off  on  a  gauge.  This  is  merely  done  to  be 
able  to  fix  upon  the  further  quantity  of  lime, 
which  ought  to  be  from  33  p.c.  to  40  p.c.  of  that 
first  used.  The  exact  quantity  of  excess  lime 
to  be  used  must  be  ascertained  at  each  works  by 
independent  trials,  as  it  varies  according  to  the 
nature  of  the  raw  materials,  &c. 

The  '  excess  lime '  is  run  in  immediately 
after  the  first,  and  the  blast  is  at  once  put  on 
with  full  strength  ;  otherwise  a  '  thick  batch  ' 
would  be  producei  I,  whilst  a  '  red  batch  '  (con- 
taining Mn304)  is  formed  when  the  blast  is  put 
on  too  soon.    The  oxjwen  contained  in  the  blast 
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now  acts  upon  the  mixture  of  manganous  and 
calcium  hydroxides,  and  forms  a  manganite  of 
calcium  CalMnO^,  along  with  manganite  of 
manganese  Mn^Oj.  This  means  that  at  this 
stage  each  molecule  of  MnOo  is  combined 
wth  a  full  molecule  of  '  base,'  either  CaO 
or  MnO.  This  amount  of  base  must  be 
reduced,  otherwise  too  much  acid  is  con- 
sumed, all  the  more  so  as  the  base  is  augmented 
by  the  CaCOj,  and  Fe^Oj  present  as  impurities, 
since  the  base  must  first  be  saturated  before 
the  MnO  2  can  be  acted  upon.  Although  there 
is  no  theoretical  impossibility  agamst  it,  there 
seems  to  be  no  practical  way  of  getting  the 
base  below  0-5  equiv.,  or  even  quite  down  to 
that  i^oint ;  0-6  is  considered  very  good,  and 
0-7  is  the  more  usual  amount. 

With  0-7  of  base,  the  Weldon  mud  consumes 
5-4HC1  for  each  6HC1  that  would  be  required 
for  Mn^Oj  ;  pure  MnO^  would  only  require  4HC1, 
but  native  manganese  ore  practically  requn-es 
more  acid  than  Weldon  mud,  in  spite  of  the  Ijase 
of  the  latter,  because  it  is  so  much  more  difficult 
to  dissolve. 

It  is,  however,  not  j)Ossible  to  arrive  at  a 
proper  result  by  the  simple  blowing  of  air  into 
the  mud  of  calcium  and  manganous  hydroxides. 
With  0-6  equivalent  of  excess  of  lime,  the  degree 
of  oxidation  obtained  is  usually  about  86  p.c, 
the  product  before  the  addition  of  '  final  liquor  ' 
consisting  of  0-14  equivalents  of  MnO-j  combined 
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with  0-14  MnO,  0-48  MnO,  with  0-48  CaO  as 
CaMnO,,  and  0-24  MnOj  with  0-12  CaO  as 
CaMnjOj.  There  is  thus  0-74  total  protoxides 
to  0-86  MnOo,  or  0-86  equivalents  of  base  per 
1  equivalent  "of  MnO.,.  In  order  to  reduce  the 
base,  some  more  chloride  of  manganese  liquor  is 
run  in  ('  final  liquor  '),  up  to  the  point  that  a 
filtered  sample  gives  the  reaction  for  MnCL.  In 
this  case  0-4  eq.  of  MnCl,  will  have  been  used, 
taking  away  half  of  the  lime  in  the  0-48  eq. 
CaMnOj.  If  the  blowing  in  of  air  is  now  con- 
tinued until  the  absorption  of  oxygen  ceases, 
the  0-24  eq.  of  MnCL  added  wUl  have  been  con- 
verted into  Mn304  or  MujOj,  according  to  tem- 
perature. In  the  former  case,  the  base  will  be 
reduced  from  0-86  to  0-7,  but  at  the  same  time 
the  average  degree  of  oxidation  from  86  to  75-8 
p.c.  ;  in  the  latter  case,  the  base  will  be  0-G32, 
the  degree  of  oxidation  79  p.c. 

It  should  be  noticed  that  these  calculations 
onlj^  refer  to  the  combined  base,  but  do  not 
include  MgO,  CaCOj,  Fe^Oj,  &c.,  which  must  be 
included  in  the  ordinary  method  of  testing  for 
total  base.  With  good  work  the  total  base  does 
not  exceed  0-7. 

In  actual  practice,  it  is  not  possible  to  add  the 
lime  exactly  as  indicated  by  theory,  for  when  the 
bleaching  powder  reaction  in  the  filtered  sample 
has  ceased,  decidedly  more  than  1  eq.  of  CaO 
has  been  added  to  1  of  MnCL,  Mn(0H)2  being 
soluble  to  a  certain  extent  in  CaCl, ;  nor  do  all 
the  molecules  of  lime  instantly  act  upon  MnClj, 
but  they  \rill  do  so  afterwards.  Actually  from 
1-1  up  to  1-45  eq.  of  CaO  is  used  at  first,  and 
this  is  brought  up  to  1-6  by  the  'excess  lime.' 
With  that  quantity  a  well-settling  mud  is  ob- 
tained, from  which  a  good  deal  of  CaCL  solution 
can  be  drawTi  off,  thus  obtaining  stronger  man- 
ganese mud  for  the  stills.  Usually  12  cwts.  of 
lime  per  ton  of  bleaching  powder  are  required 
for  the  recovery  jjroeess  {i.e.  about  as  much  as  in 
the  bleaching-powder  chambers). 

The  operation  of  blowing  is  carried  out  in 
this  way.  Tests  are  taken  from  time  to  time  ;  it 
is  ascertained  whether  the  alkaline  reaction  con- 
tinues, which  ought  to  be  the  case  perceptibly 
for  at  least  an  hour  after  the  commencement  of 
the  blowing  ;  also,  whether  the  oxidation  pro- 
ceeds any  further  or  not.  When  the  latter  is  the 
case,  some  more  IVInCla  liquor  is  run  in,  without 
stopping  the  blast,  until  a  filtered  sample  yields 
the  brown  reaction  with  bleach  liquor.  After  a 
few  minutes  this  reaction  ceases,  all  dissolved 
MnClj  having  been  precipitated.  Then  a  little 
more  final  liquor  is  added,  and  the  blowing  is 
continued,  and  this  is  repeated  till  it  takes  a 
somewhat  long  time  to  '  blow  out '  the  mangan- 
ese, which  must  be  done  before  running  the 
batch  into  one  of  the  settlers. 

It  has  been  found  preferable  to  apply  a  very 
strong  current  of  air  by  means  of  a  powerful 
blowing  engine  ;  in  this  way  the  work  is  not 
merely  done  in  much  less  time,  but  with  a 
smaller  absolute  amount  of  air  than  with 
smaller  engines.  The  time  should  not  exceed  6 
hours,  nor  the  quantity  of  air  150,000  cubic  feet 
per  ton  of  MnO  With  very  deep  oxidisers  even 
better  results  can  be  obtained. 

The  manganese  mud,  as  it  runs  from  the 
oxidisers,  must  be  concentrated  before  entering 
the  chlorme  stills,  since  it  would  otherwise  be- 
come indefinitely  diluted  by  the  acid,  the  milk 


of  lime,  &c.  This  is  done  by  allowing  it  to  re- 
main some  time  in  the  mud  settlers  at  the  base 
of  the  oxidisers,  where  in  a  few  hour."?  it  separates 
into  a  thicker  mud  and  a  clear  solution  of  CaClj. 
The  latter  is  run  off  by  means  of  a  swivel  pipe, 
and  before  running  into  the  waste  drain  it  is 
made  to  pass  through  a  catch  well,  where  any 
MnO.,  carried  away  may  be  saved.  The  thicker 
m.anganese  mud  remaining  behind,  containing 
upwards  of  6  lbs.  MnOj  per  cubic  foot,  is  still 
liquid  enough  to  be  run  in  pipes  and  through 
sluice  valves  into  the  chlorine  stills. 

The  working  up  of  the  manganese  mud  takes 
place  in  this  way.  First,  a  charge  of  hydro- 
chloric acid  is  run  into  the  still,  say  2  feet  deep  ; 
in  lieu  of  part  of  this,  still  liquor  from  native 
manganese  ores  may  bo  employed.  Then  man- 
ganese mud  is  run  in  slowly  by  moans  of  a 
sluice  valve.  Since  in  this  fine  state  of  division 
the  action  between  MnO.  and  HCl  is  practically 
instantaneous,  a  perfectly  uniform  current  of 
chlorine  can  be  obtained  by  regulating  the  flow 
of  manganese  mud.  When  the  liquid  taken  out 
at  the  test  cocks  begins  to  assume  a  dark  colour, 
a  little  steam  is  blown  in.  The  end  is  reached 
when  the  liquor,  in  spite  of  a  sufficient  tempera- 
ture, is  clear  but  coffee-coloured,  and  on  pouring 
upon  chalk  produces  only  a  slight  effervescence. 
It  ought  not  to  contain  more  than  about  1  p.c.  of 
free  HCl,  if  tested  like  ordinary  still  liquor  (c/. 
supra).  If  the  saturation  of  the  HCl  is  driven 
too  far,  there  is  danger  of  some  MnO  2  remaining 
behind,  and  getting  lost  with  the  mud  from  the 
MnCL,  settlers.  Each  operation  in  the  stiUs  lasts 
from  4  to  6  hours  ;  the  liquor  is  then  run  into 
the  neutralising  well,  and  the  round  of  operations 
begins  anew. 

The  yield  of  chlorine  by  the  Weldon  pro- 
cess is  mostly  expressed  in  terms  of  the  quan- 
tity of  the  salt  required  to  be  decomposed 
for  manufacturing  1  ton  of  37  p.c.  bleachmg 
powder. 

In  actual  practice  the  quantity  of  salt  used 
varies  with  the  efficiency  of  the  manufactory 
from  45  up  to  70  cwts.  salt  per  ton  bleaching 
powder.  As  the  quantity  of  chlorine  (8  cwts.) 
required  to  make  1  ton  of  strong  bleaching 
powder  is  actually  contained  in  14-2  cwts.  salt 
(93  p.c.  NaCl),  the  yield  of  chlorine  in  the 
Weldon  process  is  under  the  best  conditions  less 
than  32  p.c. 

Chlorine  Peocesses  employing  Atmospheric 
Oxygen  fob  the  Liberation  of  Chlorine. 

The  Deacon  Process. — After  many  unsuccess- 
ful attempts  made  by  Oxland  (1840),  Jullion 
(1846),  Binks  (1860  and  1862),  Dufrene  (1865), 
and  others,  the  labours  of  H.  Deacon  and  F. 
Hurter,  in  the  years  from  1868  on,  iJroduced  an 
entirely  successful  chlorine  process  which  is 
founded  on  the  direct  oxidation  of  the  H  in  HCl 
by  atmospheric  oxj-gen,  and  which  utilises  much 
more  of  the  HCl  than  any  process  employing 
either  native  or  recovered  MnO--  Some  pro- 
cesses patented  after  theirs  (Henderson,  1871; 
Weldon,  1871 ;  Wigg,  1873,  &c.)  proceed  on  the 
same  lines,  but  have  not  been  practically  suc- 
cessful. 

The  Deacon  process  starts  from  the  well- 
known  fact  that  a  mixture  of  hydrochloric  acid 
and  oxygen  at  a  certain  temperature,  especially 
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in  contact  with  porous  substances,  paitiaJly 
changes  into  chlorine  and  water  : 

2HC1+0=H,0+C1,. 

This  decomposition  is  very  much  assisted  by  the 
employment  of  substances  which  serve  as  oxygen - 
carriers,  and  of  these  the  salts  of  copper  (pre- 
viously employed  by  Vogel,  1855 ;  Gatty  and 
Laurent,  1860;  Mallet,  1866),  have  been  found 
most  useful.  Probably  in  all  cases  cupric 
chloride  is  formed,  ^hich  at  once  splits  up  into 
cuprous  chloride  and  free  clilorine.  The  CujCl., 
combines  with  oxygen  to  form  oxychloride 
CuO-CuCla,  and  this  acts  again  ujwn  HOI, 
yielding  water  and  reforming  cupric  chloride, 
so  that  the  reactions  can  begin  over  again  : 

(1)  2CuCl.,=Cu„Cl,  +  Cl„. 
(2)  Cu X'l ,  +  0 = CI— Cu— b— Cu— CI. 
(3)  Cu.,OCl2  +  2HCI=H,0+2CuCl,. 

Theoretically,  all  the  HCl  would  thus  be  con- 
verted into  chlorine,  but  in  practice,  under  the 
best  conditions,  about  two-thirds  of  this  decom- 
position is  effected.  The  undecomposed  HCl  is, 
however,  not  lost,  but  is  recovered  and  can  be 
utilised  for  other  purposes,  e.g.  for  the  Weldon 
process. 

From  a  diagram  constructed  by  Hurtcr, 
showing  the  affinity  of  technically  available 
elements  for  oxygen,  chlorine,  and  hydrogen,  it 
appears  that  no  other  metal  than  copper  forms 
two  oxides  and  two  chlorides,  in  which  the  com- 
bination is  of  so  loose  a  character.  It  is  there- 
fore almost  a  certainty  that  a  cheaper  and 
equally  efficient  catalyst  cannot  be  found,  and 
that  the  Deacon  process  is  the  best  for  the 
direct  conversion  of  gaseous  HCl  into  free 
chlorine. 

Deacon's  process  deals  with  the  gaseous 
hydrochloric  acid,  as  it  is  evolved  in  decom- 
posing common  salt  by  sulphuric  acid  without 
condensing  it  into  liquid  acid.  This  is  evi- 
dently a  great  advantage  in  one  way,  but  when 
the  salt  cake  is  made  in  the  ordinary  hand- 
worked pot  and  furnace,  it  has  the  drawback 
that  in  the  beginning  of  each  operation  much 
more  HCl,  and  hence  more  CI,  is  got  than  after- 
wards. In  practice,  only  the  gases  from  the 
decomposing  pots,  say  68-70  p.c.  of  the  total 
HCl,  are  used  for  the  Deacon  process,  tliose 
coming  from  the  roasters  being  too  dilute  and 
containing  too  much  sulphuric  acid.  In  order 
to  equalise  the  operation  to  a  certain  extent, 
thegaseafrom  two  salt-cake  pots  can  be  mixedand 
the  pots  worked  alternately,  so  that  the  strong 
gas  from  the  early  part  of  one  charge  is  mixed  mth 
the  weak  gas  from  the  latter  part  of  the  -  other 
charge. 

The  quantity  of  air  necessary  to  form  chlor- 
me  enters  through  the  joints  of  tho  doors  and 
dampers.  It  is  regulated  by  the  speed  of  the 
aspirator  (a  Root's  blower)  or  cast-iron  fan, 
which  is  placed  at  the  end  of  the  whole  apparatus 
and  produces  the  movement  of  the  gases  thi'ough 
It.  ^  Usually  there  are  4  vols,  of  air  to  1  vol.  of 
HCl.  An  excess  of  air  is  less  injurious  than  a 
deficiency  of  it,  in  which  case  thiae  is  a  poor 
decomposition. 

The  gases  leaving  the  pot  arc  first  cooled  by 
a  long  string  of  pipes  and  a  scrubber;  thu's 
much  of  the  water  and  about  }  or  1  of  the  HCl 
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is  removed.  A  patent  by  Deacon  and  Hurter 
(Eng.  Pat.  2104, 1888)  provides  for  cooling  the  gas 
and  drying  it  ui  a  sulphuric-acid  tower  before 
it  enters  the  decomposer,  such  complete  drying 
being  very  advantageous  for  tho  process. 
The  gases  now  enter  the  heating  apparatus. 
This  is  a  furnace,  16  feet  x  16  feet,  in  which 
twenty-six  vertical  pipes,  12  inches  wide  and 
9  feet  high,  are  arranged  in  two  sets  of  twelve 
each,  connected  like  the  '  breeches  pipes  '  in  the 
blast-heating  stoves,  formerly  used  in  ironworks 
and  now  replaced  by  brick  heaters. 

Tho  gases  are  here  heated  up  to  500°  ;  the 
waste  heat  of  the  furnace  is  sufficient  for  heating 
the  decomposer,  which  does  not  j^osscss  any  fire 
of  its  own. 

The  gases  now  pass  into  the  dccomi^oser 
(Fig.  8).  This  is  an  upright  cast-iron  cylinder, 
12  to  15  feet  wide.  .)  > 

It  contains  a 
cylindrical  ring  of 
broken  bricks  sup- 
ported by  cast- 
iron  shutters.  The 
gases  enter  at  the 
circumference  at 
A,  pass  radially 
across  the  decom- 
posing mass  D  into 
the  inner  space, 
and  aro  led  away  through  tho  pipe  ob.  The 
annular  space  between  the  shutters  is  3  feet 
wide,  and  is  divided  into  six  compartments, 
one  of  which  is  emptied  every  fortnight.  This 
is  done  by  means  of  the  discharging  doors  c,  o 
below  the  cylinders.  Fresh  decomposing  material 
is  then  thrown  in  from  above  through  e,  e  ; 
this  material  consists  of  burnt  clay  broken  up 
into  lumps,  or  ordinary  bricks  broken,  freed 
from  dust,  and  dipped  into  a  solution  of  cupric 
chloride.  The  mass  contains  about  O-C-0-7  p.c. 
of  metallic  copjier.  After  the  active  substance 
has  served  once,  that  is,  for  10  to  12  weeks,  it 
is  thrown  away.  Each  cwt.  of  clay  produces 
about  10  to  12  cwts.  of  bleach.  It  has  been 
found  useless  to  attempt  utilising  the  contact 
■substance  by  redipping  it  in  the  co^Dper  solution 
or  in  any  other  way.  The  cost  of  copper  for  the 
contact  substance  does  not  exceed  Is.  per  ton 
of  bleach  produced. 

The  temperature,  Ijoth  in  the  heating  ajipa- 
ratus  and  in  the  decomposer,  must  lie  most 
carefully  legulated,  for  which  purpose  special 
pyrometers  have  been  constructed  {cf.  Hurter 
on  Pyrometers,  J.  Soc.  Chem.  Ind.  1886,  625). 
In  the  decomposer,  it  ought  to  range  from  480° 
to  500°. 

When  the  gases  leave  tho  decomposer,  they 
consist  of  a  mixture  of  HCl,  free  CI,  and  steam. 
In  tlie  best  case,  two-thirds  of  the  HCl  is  con- 
verted into  chlorine,  but  sometimes  only  one  half. 
They  are  now  cooled  by  passing  tlirough  a  long 
string  of  earthenware  or  glass  pipes,  and  are 
then  freed  from  HCl  by  washing  with  water  in 
tho  ordinary  acid  condensers,  consisting  of  stone 
coke  towers,  combined  or  not  combined  A\ith 
acid  cisterns,  Woullf's  jars,  &c.  By  properly 
managing  this  process,  all  the  acid  can  bo  ob- 
tained in  the  strong  state,  as  required  for  tho 
Weldon  process  and  other  jiurposes. 

Tho  gases  can  now  be  employed  directly  for 
making  bleach  liquor  or  chlorate  liquor  from 
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milk  of  lime.  If,  however,  bleaoliing  powder  is 
to  be  made,  they  must  be  freed  from  water  by  j 
passing  them  through  a  lead  tower  packed  with 
coke,  in  which  sulphuric  acid  of  not  less  than 
140°Tw.  is  kept  triclding  do\\Ti.  The  removal  of 
water  is  very  necessary  for  dealing  with  this  gas,  [ 
which,  owing  to  the  great  excess  of  nitrogen  and  | 
oxygen  present,  contains  at  most  10  p.c.  of  ' 
chlorine,  and  cannot  be  absorbed  in  ordinary  i 
bleaching-powder  boxes,  but  must  be  treated  in 
apparatus  specially  constructed  for  this  pur- 
pose (cf.  infra).  As  ^^^ll  be  seen  from  the 
descrif)tion,  there  is  theoretically  no  loss  of  HCl 
in  the  Deacon  process,  the  whole  of  the  acid 
evolved  from  the  salt  being  either  converted  into 
chlorine  or  recovered  by  condensation  as  liquid 
hydrochloric  acid.  In  practice,  of  course,  some 
losses  occur,  but  they  are  not  necessarily  large, 
and  their  amount  depends  principally  on  the 
efficiency  of  the  draughting  arrangements  and 
the  avoidance  of  low-level  escapes  at  the  salt- 
cake  pots  and  furnaces.  The  fuel  used  per  ton 
of  bleaching  powder  to  heat  the  decomposing 
apparatus  depends  naturally  on  the  efficiency  of 
working  of  the  process,  and  varies  from  6  to  10 
cwts.  per  ton  of  bleaching  powder. 

During  the  early  years  of  its  existence,  the 
Deacon  process  had  many  difficulties  to  contend 
with,  and  the  working  results  were  disappointing 
and  unsatisfactory. 

The  fact  that  the  impurities  accompanying 
the  gaseous  HCl  were  sufficient  to  seriously  affect 
the  process  was  not  realised.  The  impurities 
are  sulphuric  and  sulphurous  acid,  arsenious 
acid,  water,  and  carbon  dioxide. 

The  sulphuric  acid  and  sulphurous  acid 
carried  along  with  the  gaseous  HCl,  especially 
when  attempts  were  made  as  they  frequently 
were  in  the  early  days,  to  utilise  the  roaster  or 
furnace  gas  as  well  as  the  pot  gas,  converted  the 
CuCl-i  into  CUSO4,  which  requires  a  higher 
temperature  and  gives  a  lower  decomposition 
than  CuClj. 

The  arsenious  acid  derived  from  the  As^Oj 
in  the  sulphuric  acid  used  forms  arsenate  of 
copper,  which  is  even  less  reactive  than  the 
CUSO4.  The  presence  of  these  impurities 
necessitated  the  frequent  renewal  of  the  de- 
composing material.  Water  is  one  of  the 
products  of  the  decomposition,  and  hence, 
when  present  in  the  inlet  gases,  increases  the 
partial  pressure  of  the  products  of  the  reaction 
and  lowers  the  maximum  p.c.  decomposition 
obtainable  under  the  conditions  of  the  pro- 
cess. 

Carbonic  acid  derived  from  the  fuel  gases, 
either  of  the  salt- cake  furnaces  or  of  the  de- 
composing furnace  itself,  was  a  serious  obstacle 
CO,  and  frequently  entirely  prevented,  the  pro- 
duction of  strong  bleaching  powder.  This 
difficult}'  has  been  overcome  by  greater  care  in 
the  construction  of  the  apparatus  and  testing  for 
leakage. 

It  will  be  noted  from  the  above  description 
that  only  the  gaseous  HCl  from  the  salt-cake  pot 
is  dealt  with  by  the  Deacon  process,  and  that 
allov^ing  for  the  liquid  acid  collected  after  the 
decomposers,  about  60  p.c.  of  the  total  acid  is 
ol)tained  in  the  liquid  form,  and  has  to  be  sold  as 
^uch  or  used  in  some  other  way  such  as  by  the 
W'eldon  process. 

Hasenclevcr,  however  (Eng.  Pat.  3393,  1883), 


describes  a  process  for  gasifying  the  HCl  in  the 
liquid  acid  by  mixing  with  strong  hot  sulphuric 
acid  in  a  series  of  earthenware  vessels  through 
which  air  is  blo^\Tl. 

By  this  means,  a  steady  continuous  stream'of 
gaseous  HCl  is  evolved  with  an  easily  regulated 
supply  of  air. 

After  passing  through  the  series  of  vessels, 
the  vitriol  diluted  with  the  water  contained  in  the 
liquid  hydrochloric  acid  has  to  be  reconcentrated 
to  the  original  sp.gr.  The  concentration  is 
generally  performed  in  long,  lead  brick-lined 
pans,  heated  by  top  heat,  the  fuel  gases  being  in 
du'ect  contact  with  the  sulphuric  acid.  This 
process  is  used  to  a  considerable  extent,  but  from 
the  large  quantity  of  sulphuric  acid  to  be  con- 
centrated per  ton  of  bleaching  powder,  a  very 
material  addition  is  made  to  the  cost  of  manu- 
facture. 

Chlorine  produced  from  hydrochloric  acid 
and  air  by  other  contact  substances.  Many 
such  substances  have  been  the  objects  of  pro- 
posals, some  of  which  are  inseparable  from  the 
manufacture  of  chlorine  from  metallic  chlorides, 
that  is,  from  HCl  in  the  nascent  state.  A  gene- 
ral investigation  on  the  mutual  action  of  HCl 
and  0  in  the  presence  of  certain  metallic  com- 
pounds (of  Cu,  Fe,  Mn,  and  Cr)  has  been  made 
by  Lamy  (Bull.  Soc.  chim.  1873,  20,  2).  Wo 
must  refer  to  the  original,  and  will  only  mention 
that  copper  salts  were  found  to  be  much  more 
efficient  than  others,  and  that  with  these  the 
decomposition  is  at  its  maximum  at  about  440°. 

The  proposals  to  employ  ferric  chloride 
(Thibierge,  1855,  and  others)  or  chromic  oxide 
(Hargreaves  and  Robinson,  1872)  have  not  had 
any  practical  success. 

Nickel  oxide  has  been  proposed  by  L.  Mond 
(Eng.  Pat.  8308,  1886).  He  passes  HCl  over 
heated  NiO,  when  the  chlorine  combines  with 
the  base.  The  product  is  then  in  the  same 
apparatus  exposed  to  dried  and  heated  air, 
whereby  NiO  is  reformed  and  CI  is  given  off.  In 
order  to  increase  the  active  surface,  pumice 
stone  is  impregnated  with  the  chloride,  and 
after  drying  the  mass  is  exposed  to  the  action  of 
the  gases  in  cylinders  made  of  earthenware  or 
enamelled  iron.  The  gaseous  HCl  and  air  being 
previously  heated,  the  retorts  do  not  require 
very  much  additional  heat  from  without,  and 
therefore  can  be  made  of  a  large  diameter.  It 
is  claimed  for  this  process  that  it  converts  the 
HCl  completely  into  clilorine,  and  that  impure 
HCl,  which  is  unfit  for  the  Deacon  process,  is 
here  quite  suitable. 

De  Wilde  and  Reychler  proposed  (Eng.  Pat. 
17272  and  17659,  1889)  to  employ  a  mixture  of 
magnesium  and  manganese  chlorides  with 
magnesium  sulphate.  The  reaction  takes  place 
in  two  stages. 

(1)  MnjOoMgj-f-ieHCl 

=3MgCl,+3MnCl2-f8H20-f4Cl. 
(2)  3MgCL+3MnCl,+80=Mn3O8Mg3-l-12Cl. 

'  The  process  is  not,  a.s  far  as  is  known,  actually 
i  worked. 

Chlorine  from  the  residual  liquors  of  the 
Ammonia-Soda  process.   The  principal,  at  pre- 
'  sent  the  oaly,  reason  why  the  ammonia-stida 
process  has  not  supenscdcd  the  Leblanc  process, 
is  the  fact  that  the  chlorine  of  NaCl  in  the  former 
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process  goes  to  waste  in  the  form  of  CaCL.  Very 
numerous  processes  have  been  proposed  and 
tried  to  avoid  this  loss  by  prej^aring  HCl  or 
free  CI  from  the  liquors  of  the  ammonia-soda 
process. 

None  of  the  processes  proposed  is,  as  far 
as  is  known,  bemg  worked  or  appears  likely  to 
be  worked  :  we  therefore  confine  ourselves  to 
giving  a  list  of  the  leading  j)atents  taken 
out. 

1.  Chlorine  from,  ammonium  chloride. — The 
most  persistent  efforts  for  the  direct  manu- 
facture of  chlorine  from  NH4CI  were  made  by 
Mond,  who  took  out  the  English  patents :  Nos. 
65,  66,  1049,  3238,  8308,  of  1886  :  10955  and 
17273  of  1887  ;  2160  and  2575  of  1889.  Articles 
dealing  with  the  Mond  process  are  found  in 
J.  See.  Chem.  Ind.  1892,  466;  1893,  10;  and 
1893,  63. 

There  was  also  a  proposition  from  the  Verein 
Chemische  Eabriken  of  Mainz  (Eng.  Pat.  3322 
of  1886). 

2.  Chlorine  from  CaCU. — Persistent  efforts 
for  the  direct  recovery  of  the  chlorine  in  the 
CaCU  produced  in  the  ammonia  stills  of  the 
ammonia-soda  process  were  made  by  Solvay : 
Patents  77  and  171  of  1877  ;  838  of  1880  ;  7258 
and  7259  of  1884;  8724  of  1885;  13389  of 
1886;  18574  of  1888.  Other  patents: 
Twynam's  process  (Eng.  Pat.  731  of  1885) ; 
Bramley's  process  (Eng.  Pat.  8289  of  1887) ; 
Lyte  and  Steuiliart  "(Eng.  Pat.  21225  of 
1890). 

Chlorine  from  irutgnesiiini  chloride. — Many 
efforts  were  made  by  Weldon  to  produce  chlorine 
direct  from  MgCL ;  his  patents  are  :  Eng. 
Pt.  565  of  1868  ;  967,  968,  of  1881  ;  Weldon 
and  Pe'chiney,  9305,  11035,  of  1884 ;  14653, 
14654,  of  1887. 

Detailed  description  of  the  Weldon -Pe'chiney 
experimental  plant  at  Salindre,  is  given  bv 
Dewar  (J.  Soc.  Chem.  Ind.  1887,  775). 

Other  patents  are :  Wilson  (Eng.  Pat. 
3098  of  1885) ;  Gamble  (Eng.  Pat.  11581  of  1888)  ; 
Lyte  and  Tatters  (Eng.  Pat.  17217  of  1889)  ; 
Sclilosing  (Eng.  Pat.  11821  of  1887;  11469, 
11470  of  1891).  (See  also  EscheUmann,  J.  Soc. 
Chem.  Ind.  1889,  2  ;  comp.  ibid.  100.) 

Chlorine  produced  by  passing  HCl  gas  over 
heated  peroxide  of  iron,  or  manganese  is  the 
subject  of  a  imtent  by  H.  Burns  '(No.  15448  of 
1886). 

Chlorine  by  permanganates  has  been  the  object 
of  patents  by  Tilghman  (1847),  Condy  (1866), 
Tessie  du  Motay  (1871  and  1873). 

Chlorine  from  chromates  and  HCl  has  been  pro- 
posed by  MacDougal  and  Rawson  (1848),  Peligot 
(Ann.  Chim.  Phvs.  [2]  411,  267),  Gentele 
(1861),  Shanks  (1858),  (.'laus  (1867),  Aubertin 
(1873). 

Chlorine  by  heating  metallic  chlorides  with 
MnOj  and  H,SO.  was  patented  by  Binks  in 
1853.  -     1         1  J 

Chlorine  by  ihe  assistance  of  nitric  acid  or 
nitrates. — Baggs  and  Simjison  (1864)  proposed 
making  chlorine  from  aqua  regia.  Dunlop 
(1847)  patented  the  preparation  of  chlorine  along 
with  nitrous  acid,  by  heating  together  common 
salt,  sodium  nitrate,  and  sulphuric  acid  ;  the 
nitrous  acid  is  absorbed  by  vitriol  and  the 
chlorine  is  passed  on  to  bleaching-powder 
chambers.    This  process  was  working  fur  many 


years  at  St.  Rollox ;  it  was  patented  again 
by  Roberts  and  Dale  in  1868  ;  and  a  patent 
running  on  similar  lines  is  that  of  J.  Taylor  (No. 
13025  of  1884). 

Other  processes  employing  nitrates  or  nitric 
acid,  which  have  not  had  any  practical  success, 
are  those  of  Banks  (1839),'  Tessie  du  Motay 
(BuU.  Soc.  chim.  22,  48),  Scliliising  (Compt.  rend. 
55,  284).  The  later  patents  are  those  of 
Donald,  Eng.  Pat.  62  of  1887;  and  Just,  Eng. 
Pat.  14857  and  14859  of  1888  ;  Davis,  Eng.  Pat. 
6416,  6698,  and  6831  of  1890  ;  Wallis,  Eng.  Pat. 
13822  of  1892  ;  and  Krausc,  Eng.  Pat.  16227  of 
1894. 

None  of  these  processes  was  apparently  a 
technical  success,  and  as  far  as  is  known,  none 
of  them  is  '\vorked. 

The  electrolysis  of  metallic  chlorides.  Recent 
years  have  seen  a  large  development  of  electro- 
lytic  processes  for  the  decomposition  of  metallic 
chlorides,  chiefly  those  of  sodium  and  potassium 
into  chlorine  and  alkali.  It  was  observed  as 
early  as  1800  by  CVuikshank  that  on  electro- 
lysing a  solution  of  common  salt,  caustic  soda 
was  formed  at  the  negative  pole.  Berzelius, 
Hisinger,  and  Davy  all  worked  on  the  same 
subject,  but  a  long  time  elapsed  before  their 
observations  were  utilised  in  actual  manu- 
facture. 

The  difficulties  experienced  in  the  electro- 
lytic decomposition  of  alkaline  chlorides  on  a 
manufacturing  scale  have  been  first  the  cost  of 
the  electric  current,  and  secondly  the  difficulty 
of  preventing  recombination  of  the  chlorine 
liberated  at  the  positive  electrode  or  anode  with 
the  caustic  alkali  produced  round  the  negative 
electrode  or  cathode. 

The  various  electrical  processes  suggested  or 
tried  for  the  decomposition  of  alkaline  chlorides 
are  aU  attempts  to  overcome  economically  this 
difficulty  of  the  recomliination  of  the  products 
of  electrolysis. 

Theoretically  a  current  of  1  ampere  liberates 
in  1  hour  1-3236  grams  of  chlorine. 

The  number  of  patents  taken  out  since  the 
year  1885  in  connection  with  electrolytic  cells 
for  the  production  of  chlorine,  is  enormous, 
embodying  every  variety  of  shape,  design,  and 
method  of  work.  We  shall  only  deal  with  a  few 
representative  samples,  Olustrating  the  broad 
classes  of  design  which  have,  uj)  to  the  present, 
been  used  industrially  on  a  large  scale. 

The  cells  may  be  roughly  divided  into  four 
classes. 

I.  The  cells  in  which  the  electrolyte  consists 
of  the  fused  salt. 

II.  The  cells  in  which  the  electrolyte  is  a 
salt  solutioTi,  and  in  which  the  cathode  and 
anode  are  sei^aratod  by  a  porous  partition  or 
diaphragm. 

III.  The  cells  in  which  the  electrolyte  is  a 
salt  solution,  but  in  which  a  moving  mercury 
cathode  is  used  to  remove  the  sodium  produced 
from  the  action  of  the  chlorine. 

IV.  The  cells  in  which  the  electrolyte  is  a 
salt  solution,  and  which  depend  on  sp.gr.  to 
kee^i  apart  the  alkali  and  chlorine  produced. 

Class  I.  The  Cell  with  the  Fused  Electrolyte. — 
The  best  known  examples  of  this  cell  are  the 
Vautin  and  the  Acker  cell. 

The  Vautin  cell  (Eng.  Pat.  13568  of  1803  and 
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9878  of  1894)  electrolysed  fused  NaCl  or  KOI, 
wdth  or  without  the  addition  of  fluorides  or  other 
chlorides  t-o  lower  the  point  of  fusion,  over  a 
cathode  of  molten  lead  or  tin  witli  which  the 
sodium  or  potassium  formed  an  alloy.  {See 
paper  by  Vautin,  J.  Soc.  Ohcm.  Ind.  1894, 
448.) 

The  Acker  cell  is  designed  on  the  same 
principle  as  the  Vautin  cell  and  makes  use  of  the 
lead  cathode  {see  Eng.  Pat.  0636  and  6637  of 
1898). 

Below  is  a  sketch  (Fig.  9)  of  the  Aker  eel], 


Six  to  twelve  cells  arc  usually  worked  in  series. 
Each  cell  contains  one  or  more  anodes  which  are 
fastened  to  the  cover.    The  bath  which  forms 


SECTION  a,  7)      SECTION  c.d 
Fig.  9. 

taken  from  a  paper  by  J.  B.  Kershaw  in  Elec- 
trician, Oct.  25,  1901. 

The  bottom  of  the  cell  P  is  trough-shaped 
and  of  cast  iron.  It  serves  as  electrical  con- 
nection between  the  main  conductor  and  the 
mass  of  fused  lead  L  resting  on  it.  The  upper 
part  of  the  cell  q  is  constructed  of  any  re- 
fractory basic  material  not  attacked  by  chlorine 
gas  or  fused  salt.  The  anode  C  is  of  carbon  and 
dips  into  the  fused  salt. 

The  channels  and  subsidiary  vessel  E  are 
arrangements  designed  to  remove  and  decom- 
pose the  lead  alloy  as  it  becomes  sufficiently 
saturated  with  sodium.  The  decomposition  of 
the  alloy  is  effected  by  blowing  steam  into  it,  and 
the  heat  generated  by  the  conversion  of  the 
sodium  into  hydroxide  is  returned  to  the  cell 
and  assists  in  maintaining  the  necessary  tempera- 
ture. 

The  voltage  actually  taken  by  the  Acker  cell 
13  6-75,  and  the  current  efficiency  54  p.c.  (Report 
of  Commission  on  Science  and  Arts,  J.  Franklin 
Inst.  1903,  156). 

The  Acker  cell  was  worked  at  Niagara  Falls 
on  an  industrial  scale,  from  about  1900  to  1907, 
when  the  works  were  completely  burned  down 
and  have  not  been  rebuilt. 

Class  II.  The  Porous  Diaphragm  Cells. — The 
best  known  of  the  diaphragm  cells  is  the  Grie- 
sheim  cell,  which  has  been  used  on  a  very  large 
scale  for  some  years  in  Germany,  and  also  in 
Spain,  France,  and  Russia. 

Figs.  10,  11,  and  12  represent  the  Griesheim 
cell.  A  is  the  anode  cell ;  K,  the  cathode  cell ; 
0,  the  carbon  anodes  ;  M,  a  steam-jacket ;  z,  the 
salt  charging  pipe  ;  L,  the  chlorine  exit  pipe  ; 
B,  sheet-iron  plates  acting  as  cathodes. 
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Fig.  10. 

the  cathode  compartment  is  provided  with  a 
gauge  glass  and  a  run-off  tap  for  the  caustic  lye 
formed,  ^\hile  the  hydrogen  evolved  passes  away 
by  a  pipe  to  a  gas  holder. 

The  porous  diaphragm  invented  by  Breuer 


(D.  R.  P.  30222  of  1884)  is  made  by  mix- 
ing cement,  common  salt,  and  hydrochloric 
acid  into  a  paste  and  casting  into  any  shaped 
articles  required.  The  porous  diaphragms  which 
form  the  wall  of  the  anodo  compartment  are  set 
in  iron  frames  like 
windows,  and  are 
cemented  in.  The 
whole  interior  sur- 
face of  the  cell  is 
also  covered  with 
cement. 

A  great  im- 
provement was 
made  in  this  cell 
by  the  substitu- 
tion, for  the  car- 
bon anodes,  of 
anodes  made  of 
iron  oxide,  pro- 
duced by  melting 
Fe.^Oj  in  the  elec- 
tric arc  and  casting 
the  Fe304  produced  into  plates.  The  advantages 
of  the  iron-oxide  anodes  are  that  first  the  forma- 
tion of  CO  2  from  the  oxidation  of  a  carbon  anode  is 
avoided,  and  chlorine  free  from  CO.  is  produced; 
and  secondly,  that  the  oxygen,  which  with  the 
carbon  anode  forms  CO^  with  the  oxide  of  iron 
anode,  forms  the  alkaline  chlorate,  which  can 
bo  recovered  as  a  valuable  by-product.  (For 
further   information,   see   paper   by  Lepsius, 
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Ber.  1909,  2892,  from  which  the  abovo  is 
abstracted. ) 

The  Hargreaves  -  Bird  Cell. — The  following 
illustration  shows  the  Hargrcaves-Bird  cell  (Eng. 
Pat.  18871  of  1892;  5197  and  18173  of  1893). 

The  peculiaritj'  of  this  cell  is  that  the  porous 
diaphragm  and  cathode  are  in  one,  and  are  made 
in  the  following  way. 

A  layer  of  porous  material,  such  as  asbestos 
in  the  form  of  pulp,  is  plastered  on  to  one  side 
of  a  sheet  of  iron  netting.  On  to  the  outside  of 
the  fibrous  material  is  then  deposited  a  layer  of 
Portland  cement.  In  some  cases  the  fibrous 
material  is  omitted.  The  Avire  netting  acts  as 
cathode. 

As  is  sho\vn  in  Fig.  13,  the  cell  consists  of  an 
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outer  trough  in  which  is  placed  the  inner  vessel, 
formed  by  the  porous  diaphragm.  The  cathode 
or  the  wire  netting  is,  of  course,  on  the  outside. 

The  inner  or  anode  compartment  is  filled 
with  brine  ;  the  outer  cathode  compartment  is 
empty,  but  the  wire  gauze  is  continually  washed 
mth  either  steam  or  a  water  spray  to  remove 
the  alkali  as  it  is  formed.  The  cell  is  usually 
worked  with  an  atmosphere  of  CO,  in  the 
cathode  compartment,  and  thus  produces 
chlorine  and  carbonate  of  soda.  When  attempts 
are  made  to  produce  caustic  soda  by  this  cell, 
the  current  efficiency  falls  most  seriously 
through  conduction  of  current  by  the  NaOH  on 
the  cathode. 

A  j)aper  on  this  cell,  by  Hargreaves  (J.  Soc. 
Chem.  Ind.  1895),  states  the  current  density  as 
18-7  amperes  per  square  foot ;  the  E.M.F.  as 
3-4  volts  per  cell ;  the  current  efficiency  as 
80 '3  p.c.  The  present  working  is  understood  to 
give  a  current  efficiency  of  about  90  p.c,  and  to 
require  4  volts  per  cell. 

The  Townsend  cell  (Eng.  Pat.  18403  of  1904) 
resembles  the  Hargreaves-Bird  cell  with  this 
difference,  that  the  cathode  compartment  is 
filled  with  kerosene  oil  which  washes  the  alkali 
as  it  is  formed  off  the  cathode,  and  thus  makes  it 
possible  to  produce  chlorine  and  caustic  soda  in 
this  type  of  cell  without  great  loss  of  current 
efficiency.  Kershaw  (Electrician,  April  24, 
1908)  gives  the  current  efficiency  as  90  p.c,  and 
th  e  voltage  per  cell  as  4-7. 

The  Finley  cell  (Eng.  Pat.  1710  of  1900)  is  a 


remarkable  cell,  in  that  it  has  a  double  diaphragm 
dividing  the  anode  and  cathode  compartments. 
The  diaj)hragm  is  very  open  in  texture,  and  the 
brine  feed  for  the  cell  is  run  into  the  centre  com- 
partment between  the  two  diaphragms,  from 
where  it  passes  outwards  on  either  side  to  the 
anode  and  cathode  compartments.  In  this  way, 
an  additional  obstacle,  depending  for  its  strength 
on  the  speed  of  feed  of  the  brine,  is  interposed  to 
l^revent  intermixture  of  the  products  of  the 
electrolysis. 

Class  III.  The  cells  which  depend  for  the " 
separation  of  the  soda  from  the  chlorine  on  a 
moving  cathode  of  mercury. 

The  mercury  cathode  for  the  preparation  of 
alkali  metals  was  first  used  by  Davy  ;  it  was 
described  in  an  application  for  a  patent  (Eng. 
Pat.  4349  of  1882)  by  Nolf.  It  is  mentioned 
again  in  Hermite's  patent,  3957  of  1886.  Further 
patents  describing  its  use  are  Hermite  and 
Dubose,  Eng.  Pat.  21959  of  1891 ;  Greenwood, 
Eng.  Pat.  5999  of  1891. 

The  general  isrinciple  of  these  cells  is  that  the 
electrolysis  takes  place  between  an  anode  above 
and  a  cathode  of  mercury  vertically  below.  The 
chlorine  liberated  naturally  rises  upwards  and 
out  of  the  solution,  and  the  sodium  or  potassium 
freed  combines  with  the  mercury  to  form  an 
amalgam.  The  amalgam,  when  sufficiently 
highly  saturated  with  the  alkaline  metal,  is  re- 
placed by  fresh  mercury  and  the  amalgam  itself 
decomposed  by  water,  with  the  liberation  of  H 
and  the  formation  of  a  caustic  alkaline  solution. 

The  various  patents  taken  out  and  cells 
suggested  differ  chiefly  in  the  method  adopted 
for  the  movement  of  the  mercury. 

To  Castner,  however,  belongs  the  chief  credit 
of  making  the  mercury  cell  technically  success- 
ful. Castner  (Eng.  Pat.  No.  16046"  of  1892) 
employs  a  moving  mass  of  mercury,  connecting 
up  the  anode  and  cathode  chamber.  Patent 
No.  10584  of  1893  makes  this  jirocess  continuous 
by  moving  the  mercury  by  a  rocking  motion  of 
the  cell,  .see  Fig.  14,  which  represents  the  original 
rocking  cell. 

Castner  also  claims  sodium  amalgam  as 


Fig.  14, 

alternate  anode  and  cathode,  the  utilisation  of 
electric  energy  produced  by  decomp)osition  of 
the  amalgam  and  the  passing  of  different  quanti- 
ties of  current  through  the  NaCl  and  NaOH. 

A  is  the  cell  itself  divided  into  three  compart- 
ments, the  back  end  being  adjustable  by  the 
knife  edges  b.  The  front  end  of  the  cell  rests 
on  an  eccentric,  c,  revolving  on  a  shaft  ;  this 
gives  the  rocking  motion.  The  two  outer  or 
anode  compartments  have  carbon  anodes  and  are 
filled  with  saturated  brine  ;  the  centre  compart- 
ment contains  iron  cathodes  and  is  fiUed  with 
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NaOPI  solution.  A  layer  of  morciirv,  about 
J  inch  thick,  lies  ou  the  bottom  of  the  cell  and 
alternately  flows  from  first  one  and  then  the 
other  anode  compartment  into  the  cathode 
compartment.  The  chlorine  liberated  in  the 
anode  compartment  is  carried  a\\ay  by  pijie  d. 

Castncr,  in  the  C'hcmical  Trade  Journal,  1894, 
211,  stated  that  the  results  of  1  week's  work  on 
a  unit  of  28  working  cells,  arranged  in  tvi  o  parallel 
series  of  14,  gave  a  yield  of  930  lbs.  chlorine  and 
1120  lbs.  NaOH  per  24  hours  ;  the  amperes  used 
averaging  571,  and  the  volts  55-1  or  3-9  per  cell. 
More  recent  mcrcurj'  cells  are  the 
1.  Kellner  pressure-displacement  cell,  which 
differs  from  the  Castner  in  the  point  that  the 
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chlorine  compartment  is  placed  in  the  centre 
of  the  cell  surrounded  by  the  caustic  compart- 
ment, which  is  provided  on  either  side  with  a 
recess,  dd,  A\'hich  forms  the  alternative  receptacle 
for  the  mercury.  The  mercury  is  forced  to  move 
continuously  from  side  to  side  by  compressed  air. 

Above  (Fig.  15)  is  a  sketch  which  shows  the 
construction  and  working  of  the  cell,  taken  from 
the  Chemiker  Zeitung,  Oct.  30,  1909. 

The  anodes  are  platinum  gauze,  and  are 
placed  in  a  cement  box  which  has  proved  more 
satisfactory  than  the  stoneware 
jars  formerly  used. 

The  anodes,  including  the 
platinum  fastener,  ^^eigh  1  gram 
apiece.  Each  cell  contains  six 
electrode  boxes,  and  each  box  ^ 
holds  88  pieces  of  platinum  gauze, 
2x2  inches  square,  weighing  in 
all  about  525  grams.  The  cathodes 
are  cast  iron,  cast  in  grill  shape. 
The  current  used  is  4000  amperes 
per  cell. 

The  great  advantage  of  this 
cell  is  the  high-current  density 
which  has  resulted  in  consider- 
able reduction  of  plant. 

2.  The  Kellner-Solvay  Scoop 
Wheel  Cell. — This  cell  consists  of 
two  slanting  troughs  communi- 
cating Avith  one  another,  in  which  the  mercury 
is  kept  in  constant  circulation  by  a  rotating 
scooped  wheel.  This  cell  is  built  in  very  large 
units,  taking  up  to  10,000  amperes,  and  it  is 


Another  cell  depending  for  the  mercury 
circulation  on  a  revolving  scooped  wheel  is  the 
Whiting  cell,  shown  in  Fig.  17. 

3.  The  new  Castncr -Kellner  cell  differs  from 
the  Kellner-Solvay  cell  iu  the  method  of  con- 
veyance of  the  mercury,  which,  in  this  case,  is 
effected  by  means  of  an  Archimedian  screw. 
Taussig,  before  the  International  Congress  of 
Applied  Chemistry,  1909,  states  that  carbon 
anodes  have  been  abandoned  and  anodes  of 
platinum  gauze  substituted. 

The  current  efhciency  of  the  modern  mercury 
cell  is  stated  to  be  not  less  than  90  p.c,  and  the 
voltage  required  4-3  volts. 

Professor  Lepsius  (Ber.,  loc.  cit.)  enumerates 
the  following  advantages  and  disadvantages  of 
the  mercury  cell  as  compared  with  the  diaphragm 
cell  :— 

The  advantages  of  the  mercury  cell  are : 
(1)  the  purity  of  the  caustic  alkali  produced, 
which  is  a  very  important  advantage  ;  (2)  the 
comparatively  high  concentration  of  the  caustic 
solution ;  (3)  the  high  current  efficiency  and 
absence  of  evolution  of  oxygen. 

The  disadvantages  of  the  mercury  cell  arc  : — 


Fig.  16, 

said  that  a  15,000-ampere  cell  is  well  within  the 
bounds  of  possibility. 

Fig.  16  is  a  sketch  of  the  Kellner-Solvay  cell, 
B  being  the  mercury  inlet  and  d  the  outlet  for 
the  amalgam  ;  the  scooped  wheel  is,  however, 
not  shoAvn. 


(1)  the  higher  voltage,  4-3  volts'as  against^3-5 
volts  in  the  diaphragm  cell ;  (2)  the  cost  of  the 
mercury,  of  which  72  tons  are  required  for  a  plant 
utilising  6000  h.p.  ;  (3)  the  greater  cost  of 
installation  apart  from  the  question  of  the 
mercury. 

IV.  'TheSpecificQravity  Cell.— The  best  known 
cell  of  this  type  is  the  so-called  '  Glockcn  Cell,' 
patented  by  the  Oe.sterreichischer  Vcrein  fiir 
Chemische  und  Metallurgische  Produckte,  and 
working  on  a  large  scale  at  Aussig,  Berlin,  and 
Stassfurt. 

Fig.  18  shows  the  original  type  of  the 
'  Glocken  '  or  Bell  cell,  in  which  A  is  the  anode  and 
K  the  cathode,  separated  by  the  non-conducting 
bell  D,  E.  The  bath  \v  is  filled  with  salt  solu- 
tion, which  enters  at  L  and  overflows  at  F.  The 
chlorine  escapes  at  c.  Figs.  19,  20,  21  show  the 
improved  cell  actually  in  use. 

Owmg  to  the  fact  that,  when  working,  the 
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liquor  round  the  anode  is  of  lower  sp.gr.  than 
that  round  the  cathode,  at  the  bottom  of  the 
cell,  litfic  intermixture  occurs,  and  owincr  to  the 


W  ^ 


Fig.  18. 


feed  of  fresh  brine  at  l,  a  constant  slow  move- 
ment of  the  electrolj'te  domi wards  takes  place. 

The  disadvantage  of  this  cell,  according  to 
Lepsius,  is  its  small  size ;  for  mstance,  at  Aussig, 

3000    h.p.  are 
^ -I  utilised  and 

25,000  cells  re- 
quired. 

The  voltage 
required  lies 
between  the 
Griesheim  and 
the  mercury 
cell,  viz.  4  volts. 
(For  further  detail,  see  Lepsius,  Ber.  loc. 
cil.,  from  which  paper  the  above  is  largely 
abstracted. ) 

Liquid  Clilorine.— Chlorine  gas  can  be  con- 
n. 
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densed  to  a  liquid  at  atmospheric  pressure  at 
—34°,  or  at  atmospheric  temi^erature  (15°)  by 
a  pressure  of  six  atmospheres.  Vautin  (En^ 
Pat.  8820  of  1887),  Heinzorling  (D.  R.  P.  49280°), 


Fig.  21. 


Hannay  (D.  R.  P.  49742)  describe  suggestions 
for  manufacture  of  liquid  chlorine. 

The  pioneers  in  the  manufacture  have  been, 
however,  the  Badische  Anilin  und  Soda  Fabrik, 
who  (Eng.  Pat.  13070  of  1888)  describe  two  ap- 


paratus  (Figs.  22  and  23)  for  the  compression 
of  chlorine. 

In  Fig.  22,  A,  B  is  a  U-tube  of  which  the 
limb  B  and  the  lower  part  of  a  are  filled  with 
strong  sulplim'ic  acid.  The  u})per  part  of  A  is 
tilled  with  liquid  paraffin,  which  floats  on  the 
acid.  The  limb  b  is  first  filled  with  chlorine  by 
shutting  valve  c  and  opening  valves  D  and  e. 
When  full,  D  and  e  are  shut,  c  is  opened,  and  the 
paraffin  is  forced  into  a  by  the'jwnip.  During 


Fig.  22. 

compression,  limb  B  is  heated  by  a  water-bath  to 
50°-80°,  in  order  to  prevent  liquefaction  of  the 
chlorine  there. 

The  gaseous  chlorine  under  pressure  is  forced 
through  the  cooling  coil  g,  from  which  it  runs  as 
a  liquid  into  the  receiver  h.  The  operation  is 
then  repeated. 

Fig.  23  represents  an  apparatus  working  on 
the  same  prin- 
ciple as  that  of 
Fig.  22,  but  dif- 
fering in  detail. 

The  plunger 
A  works  in 
paraffin,  with 
which  the 
upper  part  of 
the  vessel  B  is 
filled.  The 
lower  part  of  b 
and  its  con- 
tinuation 0  and 
D  are  filled  with 
strong  vitriol, 
through  which 
the  pressure 
produced  by 
the  plunger  A 
is  transmitted 
to  the  cylinder 
D.  The  chlorine 
enters  by  F,  and  is  condensed  and  collected  after 
leaving  the  cylinder  D,  as  in  Fig.  22. 

As  in  Fig.  22,  the  compressed  chlorine  has 
to  be  kept  warm  in  the  compression  vessel,  and 
this  is  done  by  the  water-jacket  o. 

Marx  (Eng.  Pat.  7058  of  1890)  proposes  to 
make  the  liquid  clilorine  direct  by  the  decom- 
position pressure  of  chlorine  hydrate    As  far 
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as  is  knoMii,  this  ingenious  process  has  not  been 
worked. 

Chlorine,  when  dry,  does  not  attack  iron, 
and  the  liquid  chlorine  is  safely  carried  and  stored 
in  iron  and  steel  cylinders,  tested  to  a  pressure 
of  50  atmospheres. 

Chloride  of  lime  or  bleaching  powder.  By 
far  the  greater  part  of  the  chlorine  produced 
on  a  manufacturing  scale  is  converted  into 
chloride  of  lime  or  bleaching  powder.  Otherwise 
most  of  the  hydrochloric  acid  produced  in 
the  process  of  decomposing  common  salt  by 
sulphuric  acid  would  be  wasted  ;  that  portion  of  \ 
it  which  would  be  required  by  those  preparing  j 
chlorine  for  bleaching  purposes,  &c.,  would  cost 
any  consumer  not  in  the  immediate  neighbour- 
hood of  the  works  much  more  than  the  finished 
chloride  of  lime  does  now. 

The  first  to  suggest  the  industrial  applica- 
tion of  chlorine  to  bleaching  was  Berthollet, 
in  1785,  and  in  1789  was  produced  the  liquor 
caUed  '  Eau  de  Javel,'  manufactured  by  pass- 
ing chlorine  into  a  solution  of  potash.  This 
for  the  first  time  enabled  the  bleacher  to  buy 
his  chlorine  in  an  available  form,  but  it  was 
too  dear  for  most  purposes,  and  so  was  the 
kindred  liquor  made  from  soda.  Both,  espe- 
cially the  latter,  have  stiU  some  application  in 
special  cases,  but  their  part  is  very  small  in 
comparison  with  that  played  by  the  analogous 
compound,  manufactured  with  the  cheapest  of 
aU  bases,  lime.  The  use  of  this  was  first  sug- 
gested by  Charles  Tennant,  in  1798,  and  this 
was  all  the  more  important  as  the  alkalis  were 
at  that  time  enormously  dearer  than  they  are  at 
present.  At  first  Tennant  used  milk  of  lime, 
and  thus  obtained  the  solution  knoTO  under 
the  name  of  '  bleach  liquor,'  and  extensively 
manufactured  even  now.  In  1799  he  took  out 
his  patent  for  absorbing  chlorine  by  dry  hy- 
flrate  of  lime,  and  the  compound  thus  formed, 
'  bleaching  powder,'  was  sold  by  the  8t.  Rollox 
Works,  established  in  the  same  year,  at  140Z.  per 
ton. 

Composition  of  Bleaching  Powder. — The  union 
of  chlorine  and  lime  seems  to  take  place  in  a 
very  direct  way,  and  the  composition  and  many 
of  the  properties  of  the  new  substance  formed 
also  seemed  to  favour  the  assumption  that  it  was 
merely  a  compound  of  CaO  and  CL  ;  the  name 
'  chloride  of  lime '  was  given  to  it  on  this 
assumption.  Long  before  our  present  theories 
made  it  unlikely  that  CaO  could  combine  as 
such  with  chlorine,  Balard,  in  1835,  propounded 
the  theory  that  bleaching  powder  was  a  com- 
pound or  mixture  of  equivalent  proportions  of 
calcium  hypochlorite  and  chloride 

Ca(0a)o4-CaCl2, 

mixed  with  an  excess  of  calcium  hydroxide. 

This  theory,  supported  by  Gay-Lussac  in 
1842,  in  point  of  fact  explains  nearly  all  the 
properties  of  bleaching  powder.    A  more  recent 

formula  to  represent  bleaching  po\\  der,  Ca<^QQ 

was  suggested  by  Odling,  and  by  Lunge,  Schappi 
and  Naef,  who  showed  that  CaCl;,  as  such  does 
not  form  part  of  dry  bleaching  powder,  but  is 
only  formed  on  solution  in  water,  and  also  that 
the  excess  of  lime  always  found  can  be  reduced 
to  so  small  a  quantity  that  none  of  the  theories 
formerly  advanced  in  order  to  explain  the 


constant  presence  of  such  excess  of  lime  can  be 
upheld. 

All  these  formulae,  however,  leave  out  of 
account  the  water  of  hydration  present  in  the 
lime  before  chlorination,  which  is  not  expelled, 
and  which  is  absolutely  necessary  for  the  forma- 
tion of  the  bleaching  powder. 

Preparation  of  Lime  for  Bleaching  Powder. — 
The  lime  required  for  the  manufacture  of  bleach- 
ing powder  must  be  from  as  pure  a  limestone  as 
possible  and  must  be  well  burned.  Among  the 
most  suitable  limes  for  bleaching  powder  is  that 
used  in  Lancashire,  and  made  by  burning  the 
Derbyshire  limestone  in  the  district  round 
Buxton.  The  average  composition  of  this  lime- 
stone is : 

CaCOo  98-9 


MgC03  . 
Ee,03  . 
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The  burnt  lime  is  slaked  by  spreading  it  on 
a  brick  floor,  sprinkling  it  with  water  and  turning 
it  over  with  a  spade  till  it  has  completely  fallen 
to  powder,  after  which  it  is  allowed  to  remain  in 
a  heap  for  10  hours. 

The  slaked  lime  is  then  passed  through  a 
wire  sieve  of  12-18  wires  to  the  lineal  inch. 

Mechanical  lime-slaking  apparatus  is  largely 
used,  in  which  the  burnt  lime  is  treated  with 
water  in  a  closed  vessel  with  continuous  agita- 
tion. The  mechanical  apparatus  has  the 
advantage  of  producing  a  very  uniform  product 
in  a  much  shorter  time  with  less  labour  and  a 
comparative  absence  of  dust,  which  with  the 
hand  slaking  is  very  trying  to  the  workers. 

The  slaked  lime  as  used  for  bleaching-powder 
manufacture  contains  about  25  p.c.  11,0,  and 
should  not  contain  more  than  2-5  p.c.  CaCOj. 

The  Bleaching-powder  Chambers. — The  appa- 
ratus in  which  the  chlorine  is  brought  into 
contact  with  the  slaked  lime  varies  with  the 
concentration  of  the  chlorine  gas  to  be  treated. 

With  highly  concentrated  chlorine  gas,  such 
as  that  obtained  from  the  Weldon  stiUs,  where 
the  gases  contain  85-90  p.c.  CI,  simple  chambers 
or  boxes  of  large  size  are  used,  on  the  floor  of 
which  is  spread  a  layer  of  lime. 

The  chambers  or  '  boxes '  were  formerly 
often  made  of  tarred  wood,  masonry,  or  stone 
flags.  For  the  ordinary  strong  chlorine  gas, 
these  have  been  in  England  universally  replaced 
by  large  chambers  of  about  6i  feet  in  height, 
so  that  a  man  can  work  inside  them,  of  a 
width  of  from  10  to  20  feet  and  more,  and  up 
to  100  feet  long.  Their  sides  and  top  are  usually 
made  of  about  5-  or  6-lb.  sheet  lead,  fastened  by 
straps  on  a  timber  framework,  exactly  like  vitriol 
chambers. 

The  floor  is  made  of  large  stone  flags,  or  of 
coal-tar  asphalt,  the  joint  between  the  sides 
and  the  edge  of  the  floor  being  specially  pro- 
tected by  a  skirting  and  asphalt  poured  behind  it. 

The  chambers  must  be  fitted  with  doors 
(generally  made  of  iron  protected  by  paint), 
with  glass  panes  in  two  opposite  doors  for  ob- 
serving the  colour  of  the  gas,  with  '  lutes  '  for 
introducing  the  gas,  and  with  some  contrivance 
for  removing  the  gas  remaining  at  the  end  of 
the  operation  (v.  infra). 
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Sometimes  the  chambers  are  not  erected 
on  the  ground-leve],  but  upon  pillars,  like 
vitriol  chambers,  leaving  about  10  feet  of  clear 
space  from  the  ground.  In  this  case  the  packing 
of  the  finished  bleach  into  casks  can  be  done 
by  means  of  trap-doors  in  the  chamber  floor, 
with  wooden  hoppers  attached  underneath, 
below  which  the  casks  are  placed,  the  bleach 
being  pushed  down  into  them  from  above  by 
means  of  wooden  rakes. 

Sometimes  several  chambers  are  combined 
to  form  sets,  so  that  the  gas  always  enters  first 
into  a  nearly  finished  chamber,  and  the  excess 
gas  into  a  freshly  charged  chamber,  where  it  is 
entirely  taken  up. 

Jahne  (Dingl.  poly.  J.  283,  287 ;  J.  Soc.  Chem. 
Ind.  1887,  367)  gives  a  number  of  observations 
made  with  a  set  of  four  chambers  connected  in 
this  way. 

Many  proposals  have  been  made  for  mechani- 
cal absorbing  apparatus  for  strong  chlorine,  but 
none  of  them  seems  to  have  met  with  permanent 
success  ;  sometimes  the  working  parts  are  worn 
out  after  a  short  time,  and  sometimes  the  bleach 
produced  in  them  is  too  weak.  Of  course,  it  can- 
not be  said  that  the  construction  of  a  mechanical 
chlorine  absorber  for  dry  lime  is  an  imjjossibility, 
but  it  must  be  difficult  to  construct  unless  a 
perfectly  regular  stream  of  chlorine  gas  is  at 
command,  and  efficient  means  are  employed  for 
artificially  removing  the  heat  given  off  during 
the  absori)tion. 

The  maimfacture  of  the  bleaching  powder  in 
the  chambers  takes  place  in  this  way.  The 
h}"drated  lime  is  spread  upon  the  floor  in  a  layer 
of  4  to  6  inches  in  depth  ;  its  surface  is  drilled 
into  furrows  by  means  of  a  \\'ooden  tooth-rake, 
to  assist  absorption.  All  joints  are  plastered  up 
with  lime  puttj',  and  the  gas  is  admitted,  leaving 
at  first  an  airhole  open,  which  is  only  closeil 
when  chlorine  issues  from  it.  The  gas  is  at 
first  very  quickly  absorbed,  as  may  be  seen  by 
its  colour  when  looking  through  the  glass  panes, 
afterwards  much  more  slowly.  If  there  is  not 
sufficient  care  taken  to  keep  it  free  from  acid  and 
moisture,  lumps  are  formed  which  are  very  in- 
jurious. 

When  the  lime  will  not  absorb  the  chlorine 
as  fast  as  it  enters  the  chamber,  this  is  left  to 
itself  for  12  hours,  or,  better  still,  for  24  hours, 
after  which  time  the  chlorine  will  nearly  always 
have  been  absorbed. 

It  is  difficult  to  get  full-strength  bleach  by 
one  operation  ;  there  is  always  a  superficial 
crust  which  prevents  the  gas  from  penetrating 
right  through.  It  is,  therefore,  necessary  to  turn 
the  stufi  over  with  spades,  and  treat  again  with 
chlorine.  Sometimes  this  must  be  done  even  a 
third  time,  before  the  appearance  of  the  product, 
and  the  laboratory  test  show  it  to  be  finished. 
It  ought  then  to  consist  of  pretty  heavy  flakes, 
easily  crushed,  but  not  dusty,  which  can  be 
kneaded  with  the  fingers  into  a  tough  paste. 
The  laboratory  test  of  a  sample  carefully  taken 
from  various  parts  of  the  chamber  ought  to  be 
at  least  37  p.c.  available  chlorine.  With  impure, 
badly  burnt,  badly  slaked,  or  badly  sifted  lime, 
with  moist  chlorine  or  such  as  contains  carbon 
dioxide,  no  strong  bleach  can  be  expected,  and 
when  trying  to  force  this  by  '  gassing  '  too  much, 
it  will  be  found  that  the  strength  actually  goes 
back,  calcium  chlorate  and  chloride  being  formed. 


As  it  is  indispensable  to  employ  an  excess  of 
chlorine  in  order  to  finish  the  bleach,  there  must 
be  alwaj's  a  great  quantity  of  uua.bsi.irbcd  gas  in 
tixe  chamber  at  the  end,  and  if  no  special  ))rc- 
cautions  arc  taken  in  this  respect,  the  openuig 
of  the  doors  will  cause  an  intolerable  nuisance. 
This  ought  to  be  prevented  in  any  case.  It  can 
be  done  by  drawing  the  gas  out  of  the  chamber, 
either  by  chimney  draught  or  by  mechanical 
means,  and  making  it  to  pass  through  a  milk-of- 
lime  or  even  through  a  hydrate-of-lime  absorber. 

Probably  the  best  moans  for  this  end  is  the 
plan  patented  by  Brock  and  Minton  (Eng.  Pat. 
7199,  1886  ;  comp.  23rd  Report  on  Alkali,  &c., 
Works,  58-60),  who,  before  opening  the  door, 
sprinkle  lime  into  it  by  means  of  a  wooden 
hopper  and  fan  fixed  in  the  roof,  in  such  quantity 
that  the  free  chlorine  is  entirely  absorbed  without 
brmging  down  the  strength  of  the  chamber  below 
the  required  point.  There  is  thus  also  an  addi- 
tional yield  of  bleach.  Lime  in  fine  powder  is 
put  into  the  hopjjer  fixed  in  the  roof  of  the 
chamber,  and  is  admitted  into  the  latter  by 
means  of  a  valve.  A  vertical  shaft,  inside  a 
box  between  the  hopper  and  the  valve,  is  made 
to  turn  by  a  handwheel,  and,  being  armed  with 
blades,  forms  a  fan  or  distributor,  which  draws 
air  from  the  chamber,  mixes  it  with  the  descend- 
ing lime,  and  causes  this  to  pervade  every  part 
of  the  chamber.  One  such  machine  is  sufficient 
for  a  chamber  of  100  feet  length,  but  generally 
three  are  provided.  This  treatment  reduces  the 
amount  of  chlorine  in  the  chamber  air  to  less 
than  1  grain  per  cubic  foot  (0-82  on  the  average), 
without  materially  reducing  the  strength  of  the 
bleach.  For  a  chamber  of  10  tons  bleach, 
finished  with  a  considerable  excess  of  chlorine, 
4-5  cwts.  of  lime  dust  are  thrown  in,  which  pro- 
duce 6  cwts.  of  bleach.  It  requires  an  hour  or 
two  to  settle,  but  the  whole  of  the  operation  is 
complete  in  3  hours.  The  doors  can  then  be 
taken  down  without  any  strong  smell  being 
perceptible  within  a  few  feet  of  the  chamber, 
and  packing  can  at  once  be  proceeded  with.  The 
extra  bleach  produced  much  more  than  pays  for 
the  treatment. 

For  testing  the  amount  of  chlorine  in  the  air 
of  bleaching- j)owder  chambers  jwevious  to  ojicn- 
ing  the  doors,  several  kinds  of  apparatus  have 
been  proposed  :  p.g.  that  of  Ballard  (21st  Rejjort 
on  Alkali,  &c..  Works,  37  ;  22nd  do.  55)  and  of 
Stark  (J.  Soc.  Chem.  Ind.  1885,  311).  Ballard's 
apparatus  consists  of  a  cylindrical  glass  jar, 
closed  at  the  top  by  an  indiarubber  cork,  through 
which  the  nozzle  of  a  4-oz.  enema  ball  (finger 
pump)  i:)asses,  as  well  as  an  elbow  tube  reach- 
ing down  to  the  bottom.  The  lower  end  of 
this  tube  is  closed  at  the  lamp,  so  as  to  leave 
an  opening  fine  enough  for  a  needle  only  to  pass 
through.  The  horizontal  branch  of  this  tube  is 
inserted  in  the  side  of  the  chamber  at  a  point 
about  2  feet  from  the  bottom.  When  com- 
pressing the  ball,  the  air  is  driven  out  by  a 
small  hole  made  in  the  nozzle  just  above  the 
cork  ;  this  is  now  closed  by  the  finger,  and  on 
relaxing  the  pressure  the  Vjall  will  expand,  and 
will  cause  4-oz.  measures — that  is,  of  a 
cubic  foot — of  chamber  air  to  enter  into  the  jar 
and  bubble  through  the  test  solution  contained 
therein.  This  is  continued  till  the  end  of  the 
reaction  is  indicated  by  the  test  liquor  turning 
blue.    The  latter  consists  of  3-485  grains  of 
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arsonious  acid,  dissolved  in  sodium  carbonate  and 
rendered  neutral  by  sulphuric  acid,  to  which  is 
added  250  grains  potassium  iodide,  50  grains  jire- 
cipitated  chalk,  10,000  grains  water,  6-10  drops 
ammonia.  For  each  test  400  grains  are  used, 
adding  a  little  .starch  paste  at  the  time  of  using. 
When  2i  grains  of  chlorine  per  cubic  foot  are 
present  in  the  chamber  air,  ten  aspirations  of  the 
chlorometer  will  cause  a  blue  colour  to  appear  ;  if 
more  aspirations  are  needed,  there  is  less  chlor- 
ine present,  and  vice  versd.  Starlc's  aj)paratus 
attains  the  same  end,  not  by  the  finger  pump 
(which  is  certainly  a  somewhat  rough  instru- 
ment), but  by  a  gas  burette  on  the  Orsat 
principle. 

The  following  rules  are  recommended  by  the 
Chief  Inspector  of  Alkali,  &c..  Works  (Mr.  A.  E. 
Fletcher),  in  his  21st  Report,  12  : — 

I.  Bleaching-powder  chambers  should  con- 
tain not  less  than  200  square  feet  of  floor  space 
for  every  ton  of  powder  made  in  them  per  week. 
If  there  is  less  space,  the  work,  and  especially  the 
packing,  must  be  hurried  too  much. 

II.  The  chambers  should  be  so  arranged  and 


connected  together  that  the  residual  clilorine 
from  a  finished  chamber  may  be  drawn  into  one 
containing  fresh  lime,  unless  some  other  means 
be  employed  for  absorbing  it  (such  as  Brock  and 
Minton's  plan  described  above).  The  air  finally 
discharged  into  the  atmosphere  or  into  a  flue  or 
chimney  must  not  contain  more  chlorine  than 
2^  grains  per  cubic  foot. 

III.  No  chamber  should  be  opened  when  the 
au'  in  it  contains  more  than  2  J-  grains  of  chlorine 
per  cubic  foot.  In  testing  for  this,  the  air 
should  be  drawn  from  a  point  not  more  than 
2  feet  above  the  chamber  floor,  and  taken  from 
the  draught  end. 

IV.  No  chamber  may  be  opened  until  the  air 
in  it  has  been  tested,  and  the  result  of  such  test 
entered  in  a  book. 

V.  No  chamber  may  be  opened  except  in 
daylight. 

The  control  of  the  temperature  in  the  bleach- 
ing-powder chambers  is  very  important,  as  the 
absorption  of  chlorine  by  hydrated  lime  to  form 
strong  bleaching  powder  takes  place  within 
comparatively  narrow  limits  of  temperature. 


Fig.  24.  Fig.  25. 


In  the  hot  weather  of  an  English  summer 
difficulty  is  often  experienced  through  over- 
heating, and  in  cold  winter  weather,  especially 
in  chambers  in  an  exposed  situation,  and  when 
working  slowly,  the  absorption  is  so  slowed  down 
that  strong  bleach  cannot  be  made. 

The  absorption  of  weak  Morine,  that  is, 
chlorine  diluted  with  very  much  nitrogen  and 
oxygen,  as  it  is  obtained  in  the  Deacon  process, 
and  in  most  of  the  processes  proposed  for  deal- 
ing with  calcium  and  magnesium  chlorides, 
cannot  be  carried  out  in  the  ordinary  chambers. 
The  most  efficient  plant  for  this  purpose  seems 
to  be  that  worked  out  by  Deacon  himself.  The 
absorbing  space  is  immensely  increased,  and  at 
the  same  time  the  process  is  made  a  continuous 
operation  by  employing  a  large  number  of  cham- 
bers, each  of  them  provided  with  a  number  of 
shelves,  and  connecting  them  in  such  a  way  that 
the  fresh  chlorine  gas  always  enters  the  chamber 
in  which  the  bleach  is  nearly  finished,  and  the 
last  gas,  then  containing  only  traces  of  chlorine, 
is  passed  through  a  chamber  just  charged  with 
fresh  lime.  These  chambers  cannot  very  well 
be  made  of  any  other  material  than  of  stone. 


slate,  sandstone  flags,  volvic  lava,  &c.  The  distri- 
buting pipes  are  of  cast  iron.  The  chambers  are 
arranged  in  pairs,  the  gas  being  made  to  pass  down 
the  one  half  and  up  the  other  half  of  the  pair. 

Practically  a  set  of  Deacon  chambers  con- 
sists of  seven  double  chambers  with  sixteen 
shelves  each,  with  a  total  area  of  1250  square  feet, 
upon  which  18|-  cwts.  of  calcium  hydroxide  can  be 
laid  ^-  inch  to  1  inch  thick.  Every  IG  hours  one 
of  the  pairs  of  chambers  comes  in  turn  to  be 
drawn  and  recharged.  Hurter  has  shown  that 
such  chambers  would  not  be  applicable  to 
strong  chlorine,  as  then  the  temperature  would 
rise  to  70°  or  80'.  but  in  the  present  case  the 
inert  gases,  of  which  there  are  about  90  p.c. 
present,  prevent  the  temperature  rising  to  any 
hurtful  extent. 

Figs.  24  and  25  show  a  front  elevation  and 
a  sectional  elevation  of  these  chambers. 

The  gas  enters  from  pipe  a  into  the  top  of 
the  first  chamber,  and  travels  down  over  the 
shelves  in  it,  as  is  sho^vn  by  the  arrows  in  Fig. 
26.  From  the  bottom  of  chamber  1  the  gases 
pass  into  the  bottom  of  chamber  2,  thence  up- 
wards over  the  shelves  as  in  chamber  1, 
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A  block  of  such  chambers  containing  14 
chambers,  each  with  16  shelves,  will  produce 
25-30  tons  of  bleaching  powder  per  week. 

Before  starting  to  lime  the  chambers,  the 
cover  B  is  removed,  and  the  wooden  slides  C 
are  pushed  on  one  side,  with  the  exception  of 
that  on  the  bottom  shelf.  Sufficient  lime  to 
cover  one  shelf  with  a  layer  nearly  1  inch  thick 
is  then  dropped  through  the  hole  from  which  B 
has  been  removed,  and  falls  down  to  the  bottom 
shelf.  There  it  is  spread  and  then  raked  into 
furrows  by  rakes  through  the  ends  of  the  chamber 
from  which  the  sheet-iron  doors  shown  on  Fig.  24 
have  been  taken  down.  When  this  is  done,  the 
shde  c  on  the  bottom  shelf  but  one  is  pushed 
over  the  hole  and  the  lime  charge  for  that  shelf 
dropped  and  levelled  as  before.  The  rest  of 
the  shelves  are  then  limed  similarly  one  by  one. 

The  finished  bleaching  powder  is  packed  in 
a  similar  way  by  first  pushing  on  one  side  the 
slides  c,  and  then  pushing  the  bleaching  powder, 


Fio.  26. 

The  ends  are  sometimes  secured  by  a  coat  of 
plaster  of  Paris.  This  is  done  in  order  to  prevent 
the  access  of  air,  which  quickly  deteriorates  the 
powder  both  by  its  moisture  and  its  carbonic 
acid. 

The  packages  must  be  kept  in  cool,  dry 
places  ;  both  rain  and  sun  would  quickly  spoil  the 
bleaching  powder,  even  if  packed  in  good  casks. 

Properties  of  Bleaching  Powder.  —  Good 
bleaching  powder  is  a  pure  white  powder,  often 
mixed  \vith  lumps  which,  however,  ought  to  be 
transformed  to  the  core,  and  which  are  often 
removed  by  riddling.  It  has  a  peculiar  smell, 
quite  different  from  that  of  chlorine,  and  not 
owing  to  hypochlorous  acid,  since  it  is  just 
as  perceptible  in  alkaline  solutions,  or  on  the 
skin  after  washing  with  soap,  &c.  It  may  pos- 
sibly be  duo  to  the  action  of  the  compound  upon 
organic  matter. 

In  the  air  bleaching  powder  attracts  mois- 
ture and  carbonic  acid,  and  gradually  changes 


made  on  the  separate  shelves,  to  the  centre  of  the 
chamber,  where  it  faUs  through  the  holes  down 
to  the  cask  below. 

Hasencle ver  ( Eng.  Pat.  1 70 1 2  of  1 888 )  describes 
a  mechanical  chamber  for  the  production  of 
bleaching  powder,  which  has  been  at  work 
successfully  wth  \^"eak  chlorine  such  as  the 
Deacon  chlorine,  for  many  3'ears. 

Figs.  26  and  27  show  the  Hasenclever  mecha- 
nical chamber,  which  consists  of  several  super- 
posed tubes,  into  the  top  one  of  which  the  lime 
is  fed,  and  through  the  series  of  which  it  is 
caused  to  travel  by  the  agitators,  finally  dropping 
into  a  hopper  which  delivers  into  the  cask. 

The  chlorine  gas  travels  in  the  ojriposite 
direction  to  the  lime,  and  enters  the  bottom 
cylinder. 

The  yield  of  bleaching  powder  may  be  taken 
as  \h  times  the  weight  of  the  calcium  hydroxide. 

Bleaching  powder  must  be  packed  in  very 
well-made  casks,  preferably  made  of  hard  wood. 
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Fig.  27, 

into  a  pasty  mass.  Mixed  with  a  little  water,  it 
forms  a  stiS  paste,  -with  a  perceptible  swelling 
and  rise  of  temperature  ;  this  is  probably  caused 
by  the  transformation  of  2CaOCL  into  Ca(OCl);. 
and  CaCL. 

Bleaching  powder  decomposes  gradually  even 
in  closely  stoj)pered  bottles  or  well-protected 
casks.  The  presence  of  light,  heat,  moisture, 
and  carbonic  acid  greatly  accelerates  this  change  ; 
so  does  shaking,  e.g.  in  transit.  Hence  the 
strength  of  bleach  is  usually  only  guaranteed  at 
the  place  of  shipment,  but  it  ought  not  to  lose 
above  2  or  at  most  3  p.c.  by  a  few  weeks' 
journey. 

Experiments  on  the  rate  at  which  bleaching 
powder  loses  its  available  chlorine  have  been 
made  by  J.  Pattinson,  in  1874  (Chem.  News, 
29,  143)  and  1886  (J.  Soc.  Chem.  Ind.  .587). 
He  experimented  in  the  first  case  with  samples 
kept  in  loosely  corked  bottles,  sheltered  from 
direct  sunlight,  and  found  that  these  lost  on  an 
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average  0-33  p.c.  monthly  from  February  to 
April,  0-86  from  June  to  September,  0-28  from 
November  to  January.  The  greatest  loss  oc- 
curred in  August,  viz.  1-4  p.c.  per  month. 

The  keeping  propertie.s  of  bleaching  powder 
depend  on  the  quality  of  the  lime  used,  on  the 
temperature  conditions  under  which  it  has  been 
made,  and  on  its  strength.  The  more  free  calcium 
hydroxide  is  left  in  the  bleaching  powder,  the 
more  stable  it  is.  This  shows  that,  when  bleach- 
ing powder  is  required  for  export,  especially  to 
tropical  countries,  it  is  a  mistake  to  require  a 
high  initial  test. 

The  experiments  made  by  Lunge  and  Lan- 
dolt  (J.  Soo.  Dyers  and  Colorists,  1885,  Nov.  25), 
with  bleach  liquor  have  also  shown  that  the  action 
of  the  air  is  nothing  like  so  injurious  to  the 
stability  of  such  solutions  as  that  of  the  light, 
which  ought  to  be  excluded  by  all  means.  Solu- 
tions kept  in  the  dark  in  closed  vessels,  remained 
practically  unchanged  up  to  the  24th  day,  and 


up  to  the  33rd  day,  when  the  experiment  ^\•as 
finished,  the  strength  had  only  decreased  from 
29-58  to  29-12.  Kept  in  open  vessels  in  the 
dark,  they  remained  unaltered  up  to  the  12th 
day ;  on  the  33rd  day  they  had  lost  3-30. 
But  when  kept  in  closed  vessels  in  diffused  day- 
light, the  decomposition  set  in  at  once,  and 
on  the  33rd  day  only  8-52  remained  of  33-02 
originally  jjresent.  Solutions  of  chloride  of 
magnesia  behaved  similarly  to  those  of  chloride 
of  lime  ;  those  of  zinc  or  aluminium  hypochlorite, 
as  might  be  expected,  were  much  less  stable. 

A  few  experiments  made  by  Thiimmel  (Arch. 
Pharm.  1834,  22,  1)  also  prove  that  light  has 
much  more  action  on  bleaching  powder  than 
exposure  to  air. 

The  following  complete  analyses  of  the 
samples  of  bleaching  powder  investigated  by 
J.  Pattinson  (v.  supra)  may  serve  as  an  example 
of  the  best  descriptions  of  the  commercial 
article :  — 


A 

B 

c 

made  of  Irish  limestone 

made  of  Irish  limestone 

made  of  French 

(from  Lame) 

by  another  manufacturer 

cliff 

Available  chlorine  . 

37-00 

38-30 

36-00 

Chlorine  as  chloride 

0-35 

0-69 

0-32 

Chlorine  as  chlorate 

0-25 

0-08 

0-20 

Lime  .... 

44-49 

43-34 

44-60 

Magnesia 

0-40 

0-31 

0-43 

Ferric  oxide  . 

0-05 

0-04 

0-02 

Alumina 

0-43 

0-41 

0-33 

Oxide  of  manganese 

trace 

trace 

trace 

Carbonic  acid 

0-18 

0-30 

0-48 

Silicious  matter 

0-40 

0-30 

0-50 

Water  and  loss 

16-45 

16-33 

17-00 

100-00 

10000 

100-00 

Total  chlorine 

37-60 

38-97 

36-58 

The  following  are  analyses  of  bleaching 
powder  made  by  Lunge  and  Schappi,  from 
perfectly  pure  lime  and  with  the  greatest  care, 
so  as  to  obtain  the  strongest  possible  product  :■ — 


Available  chlorine  . 
Chlorine  as  chloride 
Lime 
CO,  . 

HjO  (direct  estimation) 
Calculated  as : 
CaOCla-}-H.jO. 
CaCOa  . 
CaQa  . 
Ca(OH), 

H,0  not  combined 


43-13 
0-29 

39-89 
0-42 

17-00 

88-08 
0-96 
0-45 
6-74 
3-77 


100-00 

The  small  quantity  of  unchanged  calcium 
hydroxide  is  proof  for  the  opinion  that  this  is 
merely  lime  mechanically  protected  against  the 
action  of  chlorine  by  the  bleaching  compound 
CaOClj  previously  formed. 

The  germicidal  power  of  bleaching-powder 
solution  is  very  great,  and  it  has  been  used  suc- 
cessfully for  years  as  a  disinfectant.  One  part 
of  bleaching  powder  wOl,  in  2-4  hours,  destroy 
the  following  bacteria :  coli,  typhosus,  and 
cholera  in  2000  parts  of  ordinary  sewage. 


{See  Schumacher,  in  Gesundheit-Ingcnieur  of 
Munich  and  Berlin,  August  10,  19,  30,  1905; 
Sheridan  Delepine,  in  Medical  Chronicle,  May, 
1894 ;  and  G.  C.  Clayton,  in  J.  Soc.  Chem.  Ind. 
1896,  320.) 

Calcium  hypochlorite.  The  Chcmische  Fabrik 
Griesheim  Elektron  (D.  R.  P.  188524,  1906) 
describes  the  production  of  calcium  hypochlorite 
as  follows  : — 

Chlorine  is  introduced  continuously  with 
agitation  into  mUk  of  lime  untU  the  latter  is 
nearly  saturated.  The  solution  is  then  con- 
centrated in  vacud  until  the  calcium  hydrochloritc 
crystallises  out  and  can  be  dried  in  vacuO.  The 
calcium  hypochlorite  obtained  is  said  to  be  more 
stable  than  ordinary  bleaching  powder,  gives  a 
clear  solution  in  water,  and  contains  80-90  p.c. 
available  chlorine. 

Liquid  chloride  of  lime  or  Bleach  liquor. 
Formerly  many  bleachers  used  to  make  their 
chloride  of  lime  by  passing  chlorine  gas  into  or 
over  mUk  of  lime.  This  is  now  done  at  f-uch 
alkali  works  as  are  conveniently  near  bleach 
works,  so  that  the  cost  of  carriage  of  bleach 
liquor  is  not  considerable. 

On  a  laboratory  scale  the  chlorine  would  bo 
passed  into  the  milk  of  lime.  On  tlu^  largo  scale; 
this  cannot  be  conveniently  done,  and  is  replaced 
by  bringing  the  chlorine  into  contact  with  a 
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continually  renewed  surf  ace  of  the  absorbent.  This 
might  be  done  in  towers  on  the  princiijle  of  acid- 
condensers,  but  there  are  some  drawbacks  to 
this,  and  the  general  plan  is  to  emplo_y  cast- 
iron  vessels  provided  with  mechanical  agitators 
so  constructed  that  the  liquid  is  not  merely  cir- 
culating round  and  round,  but  that  its  surface  is 
continually  renewed.  In  most  cases  these  are 
cylinders  standing  on  their  bases,  \\  ith  a  vertical 
agitating  shaft  and  horizontal  arms  ;  horizontal 
agitating  gear  is  much  more  efficient,  but  is  more 
troublesome,  owing  to  the  necessity  of  passing 
the  axle  through  stuffing  boxes  in  the  sides  of 
the  vessel.  Even  with  the  ordinary  upright  cy- 
linders, the  absorption  of  chlorine  is  quite  com- 
plete if  three  or  more  vessels  are  used  in  succes- 
sion, so  long  as  the  agitator  is  at  work,  but  the 
absorption  ceases  almost  the  moment  the 
agitation  ceases,  from  one  cause  or  another. 

In  making  bleach  liquoi',  the  agitators  are 
charged  with  a  milk  containing  about  1  to  1^ 
lbs.  of  slaked  lime  per  gallon  of  water.  The 
chlorine  must  not  be  evolved  too  fast,  because 
this  causes  too  great  a  rise  of  temperature.  The 
rule  is  not  to  exceed  32°,  or  at  most  37°  ;  over 
this  point  the  hypochlorite  is  very  quicldy 
changed  into  chlorate  (cf.  Potassium  chlor- 
ate). It  is  very  desirable  that  the  absorbers 
should  be  surroxmded  by  a  cold-water  jacket,  to 
avoid  that  contingency.  When  the  sp.gr.  has 
risen  to  1  -040,  the  operation  is  stopped  by  turning 
the  gas  on  to  the  next  agitators  ;  the  first  vessel, 
after  the  charge  has  been  run  off,  and  it  has 
been  refilled  \\ith  fresh  milk  of  iime,  will  now 
be  the  last  of  the  series. 

WeU-finishcd  bleach  liquor  contains  a  very 
small  quantity  of  free  lime,  generally  with  a 
slight  excess  of  CaClj  or  of  C!a(C103)2.  The  bulk 
of  the  chlorine  is  i^resent  as  Ca{OCl)2-l-CaCl2. 

The  bleach  liquor  used,  however,  by  bleachers 
is  made,  of  course,  in  most  cases  by  the  solution 
of  bleaching  powder  in  water.  This  operation 
is  quite  simple,  but  to  avoid  at  the  same  time 
a  loss  of  available  chloruie  and  a  waste  of  time 
in  settling  out  the  excess  free  lime,  CaCOj  and 
insoluble  matter,  certain  conditions  have  to  be 
observed. 

The  conditions  are  that  the  temperature  of 
solution  should  not  be  too  low,  and  the  agitation 
given  too  prolonged.  A  certain  amount  of 
agitation  is  necessary  to  avoid  loss,  but  after- 
wards further  agitation  breaks  up  the  aggregates 
of  insoluble  matter  and  delays  the  settling. 

The  following  rules  for  making  blcaching- 
powder  solution  have  been  found  to  work  well 
in  practice  :— 

1.  The  best  practical  temperature  for  the 
water  is  21°  to  26°. 

2.  The  bleaching  powder  should  be  emptied 
into  the  agitating  tank  through  a  1-inch  mesh 
sieve,  any  lumps  being  knocked  through  with 
the  flat  of  a  spade. 

3.  The  agitation  should  be  performed  so  as 
to  show  a  strong  swirl  on  the  surface,  say,  \\ith 
a  peripheral  speed  on  the  agitator  of  500  feet 
per  minute  for  tanks  of  5  feet  to  9  feet  diameter, 
and  the  lower  limbs  of  the  agitator  should  be 
not  more  than  1  inch  from  the  bottom  of  the  tank. 

After  completing  the  volume  of  the  bath, 
thorough  agitation  for  20  minutes  is  ample  for 
all  strengths  of  solution  up  to  16°Tw.  Fuither 
time  spent  on  agitation  is  wasted,  and,  by  beat- 


ing the  bleaching  powder,  renders  subsequent 
settling  appreciably  slower. 

4.  The  rim-oS  pipe  should  be  at  such  a 
height  as  to  allow  5  cubic  feet  of  sludge  per 
cwt.  of  bleaching  powder  used  per  batch,  for 
all  strengths  of  solution  up  to  16°Tw.  Uidess  a 
sufficient  space  is  allowed,  enormous  waste  of 
time  will  arise  in  waiting  for  the  last  few  inches 
to  settle  clear. 

5.  The  sludge  consists,  not  of  bleaching 
powder,  but  of  insoluble  lime  suspended  in 
bleach  solution.  When  the  clear  liquor  has 
been  run  off,  the  agitating  tank  should  be  filled 
again  with  water,  and  the  contents  agitated  for 
5  minutes  only  prior  to  settling. 

When  the  precautions  given  above  are 
followed,  the  loss  of  bleaching  powder  in  the 
washed  sludge  mil  not  exceed  2  lbs.  per  cwt.  of 
bleaching  powder  used,  provided  the  last  clear 
liquor  is  not  more  than  2°Tw. 

Hypochlorite  of  potash  (Chloride  of  iMtash  or 
Eau  de  J  aval).  Tliis  liquor  was  first  made  in 
1789  at  the  Javel  Works  near  Paris,  and  was  the 
first  bleaching  comijound  kno\\n.  It  was  then 
made  by  passing  chlorine  into  a  solution  o£ 
potashes  (crude  potassium  carbonate)  in  eight 
parts  of  water.  This  liquor  is  rarely  made  at 
the  present  time,  as  it  has  been  replaced  by  the 
cheaper  soda  compound,  which  has  now  mostly 
usurped  its  name. 

Hypochlorite  of  soda  {Eau  de  Labarraquc, 
usually  called  Eau  de  Javel).    This  liquor  can 
be  made  by  passing  chlorine  into  a  solution  of 
sodium  carbonate  in  10  parts  of  water  till  the 
liquid  begins  to  effervesce  and  bleaches  litmus. 
In  that  case  it  contains  more  or  less  free  hypo- 
[  chlorous  acid,  according  to  the  equations  : 
Na„C03+2Gl+H.,0=NaCl+NaHC03-f-HOCl. 
NaoCOj  -h  4C1 + H,0 = 2NaCl + CO . + 2H0C1. 

The  liquors  containing  free  HOCl  kee^^  very 
badly,  the  HOCl  partly  volatilising  and  partly 
losing  its  oxygen. 

Hypochlorite  of  soda  solution  is  used  to-day 
I  as  a  bleaching  agent  for  the  bleaching  of  special 
!  fabrics,  in  steam  laundries  to  whiten  clothes,  and 
I  as  a  disinfectant. 

For  this  purpose  it  is  prepared  either  : 

1.  By  the  precipitation  of  a  solution  of 
bleaching  powder  by  sulphate  or  carbonate  of 
soda,  when  a  solution  is  obtained  containing 
about  5  p.c.  of  available  chlorme,  but  no  free 
HCIO,  and  which  will,  therefore,  keep  unchanged 
for  some  time.  This  operation  is  usually  con- 
ducted at  the  factory  or  the  place  where  the 
solution  is  used. 

2.  By  jjassing  chlorine  into  a  solution  of 
caustic  soda  until  nearly  all  the  soda  is  chlorin- 
ated. 

Cl2+2NaOH=NaC10-f  NaCl+H^O. 

This  solution  is  made  commercially,  and  sold 
at  a  strength  of  10-15  p.c.  available  chlorine. 

It  has  been  found  necessary  to  leave  a  small 
amount  of  free  soda,  about  }p.c.  Na^O,  in  order 
to  make  the  solution  stable,  and  also  to  remove 
traces  of  iron  which  is  converted  into  sodium 
ferrate,  and  aids  tlie  decomj)osition  by  carrying 
oxygen  from  the  hypochlorite  to  the  atmosphere. 
A  very  full  statement  on  the  manufacture  and 
stability  of  sodium  hypochlorite  solution  made 
in  tills  way  is  contained  in  a  jiaper  b\-  Mus})ratt 
and  Kmith  (J.  Soc.  Chem.  Ind.  1898,  1090). 
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3.  By  electrolysis  of  brine  solution.  Under 
chlorine  we  have  discussed  the  electrolytic  cells 
devised  to  liberate  chlorine  from  common  salt, 
and  pomted  out  that  the  difficulties  in  designing 
an  economic  cell  have  been  increased  by  the 
necessity  for  keeping  separate  the  chlorine  and 
soda  produced.  In  this  case  no  such  necessity 
exists,  and  the  chlorine  is  allowed  to  recombine 
at  once  Avith  the  soda  produced,  thus  avoiding 
porous  diaphragms  and  mercury  cathodes,  and 
decreasmg  the  energy  required  by  the  energy 
of  combination  of  chlorine  and  NaOH. 

The  following  cells  have  been  introduced  {see 
papers  by  W.  H.  Walker  in  Electro  -  Chemical 
Industry,  1,  439)  :— 

The  Kellner  cell  consists  of  a  stoneware 
vessel  divided  into  a  number  of  small  compart- 
ments by  glass  plates  fitting  into  small  grooves 
in  its  sides.  These  glass  plates  are  \\  ound  wth 
platinum-iridium  wire,  and  form  bipolar  elec- 
trodes. The  electrolyte  is  circulated  rapidly 
through  the  cell  and  through  a  cooling  coil. 

The  Schuckert  cell  is  a  large  stoneware  trough, 
separated  mto  8-10  compartments.  In  these 
compartments  are  bipolar  electrodes  m  the 
making  of  which  platinum-iridium  we  may  or 
may  not  be  used.  Circulation  is  efiected  by 
means  of  the  hydrogen  evolved,  and  each  cell 
has  a  cooling  coU. 

The  Haas-OeUel  cell  consists  of  a  rectangular 
box  divided  into  small  compartments  by  a  series 
of  vertical  bipolar  carbon  electrodes  set  in  grooves. 

From  the  figures  given  by  Walker,  the  k.w.h. 
per  ton  available  chlorine  produced  in  solution 
can  be  calculated,  and  are  given  in  the  foUowing 
table  for  the  Kellner  and  Schuckert  cells.  The 
Haas  and  Oettel  figure  is  taken  from  a  paper 
by  Reuss  before  the  Society  of  Dyers  and 
Colorists,  Feb.  1911 :— 


Name  o£  cell 

Details  of  a  stan- 
dard-sized cell 

1 

Amps.  1  Volts 

1 

K.W.H.  per 

ton  available 
Clilorine 

KeUner  . 

120 

110 

8800 

Schuckert 

100 

110 

8500 

Haas  and  Oettel 

80 

110 

8400 

These  cells  are  adapted  for  the  production 
of  weak  solutions  only  of  hypochlorite  of  soda 
containing  1-2  p.c.  available  chlorine,  as  only 
a  partial  decomposition  of  the  NaCl  is  possible 
without  an  enormous  fall  in  efficiency.  The 
cost  of  salt  is,  therefore,  high,  and  actually  about 
7  tons  of  salt  are  required  per  ton  of  available 
chlorine  produced.  ,  .  ^, 

Cells  such  as  these  are  designed  tor  the 
purpose  of  erection  at  the  factory  or  works 
where  the  hypochlorite  solution  is  used,  usually 
with  the  object  of  displacing  bleaching  powder. 

The  figures  given  above  for  two  items  of  cost 
alone  (i.e.  for  power  and  salt)  clearly  indicate 
the  reason  why  these  ingenious  pieces  of  appara- 
tus have  not  attained  a  more  extended  use. 

Hypochlorite  of  soda  solution  as  a  disinfectant. 
H-^Tiochlorite  of  soda  solution  possesses  strong 
germicidal  powers,  which  Klein  estimates  for  a 
Solution  containing  10  p.c.  by  weight  of  available 
chlorme  at  21  times  that  of  phenol.  (See  Klein, 


Comparative  Bacteriological  Report  on  Chloros, 
Public  Health  Engineer,  June  9,  1906.  Also  for 
further  data,  see  Schumacher,  Gesundheit-Inge- 
nieur  of  Berlin  and  Munich,  Aug.  10, 19,  30, 1905  ; 
Clayton,  J.  Soc.  Chem.  Ind.  1896,  320.) 

Solid  sodium  hypochlorite.  Until  recently 
sodium  hypochlorite  in  the  solid  form  was 
unknown.  Muspratt  and  Smith,  in  1898,however, 
by  the  systematic  production  of  a  more  and  more 
concentrated  solution,  produced  crystals  of  the 
following  composition  (J.  Soc.  Chem.  Ind.  1898, 
1100)  :— 

NaOCl        ....    37-6  p.c. 
NaClOj       ....  nil 

NaCl  3-7  „ 

Water  (by  diii.)    .        .        .    58-7  „ 

100-0 

The  crystals  dissolve  in  their  water  of 
crystallisation  at  18°-2r,  and  then  rapidly 
decompose.  By  drying  under  vacuum  part  of 
the  water  of  crystallisation  is  removed,  and  a 
more  stable  product  obtained  containing  up  to 
60  p.c.  of  available  chlorine  with  a  melting-point 
of  over  43°  (see  Muspratt,  J.  Soc.  Chem.  Ind. 
1903,  592). 

Bleach  liquors  containing  magnesia,  zinc,  or 
alumina,  all  of  them  obtained  by  adding  the 
sulphates  of  these  bases  to  a  solution  of  bleach- 
ing powder,  are  sometimes  used  for  special 
purposes  because  they  have  a  more  rapid  action 
than  chloride  of  lime.  Their  properties  have 
been  fuUy  investigated  by  Lunge  and  Landolt  in 
the  above-mentioned  memoir.  They  are  never 
manufactured  for  sale,  but  prepared  by  the  users 
themselves. 

Potassium  chlorate.  This  salt  is  always 
manufactured  by  the  process  first  indicated  by 
Liebig  ;  i.e.  saturating  milk  of  lime  with  chlorine 
under  such  conditions  that  calcium  chlorate  is 
formed,  and  afterwards  decomposed  by  potassium 
chloride.  For  lime  sometimes  magnesia  is  sub- 
stituted [v.  infra).  The  reactions  are  : 
(l)6Ca(OH)2+12Cl=5CaCl2+Ca(C103)2-f6H,0. 

(2)  Ca(C103)2+2KCl=2KC103+CaCl2. 
Hence  only  one-sixth  part  of  the  chlorine  cm- 
ployed  is,   even   by  theory,   converted  into 
chlorate. 

The  first  reaction  is  the  formation  of  calcium 
hypochlorite  and  chloride,  that  is,  ordinary 
bleach  liquor  ;  thus  : 

(3)  2Ca(OH)2+4Cl=Ca(OCl)2+CaCl2+2H20. 
Under  certain  conditions  the  calcium  hypo- 
chlorite is  subsequently  changed  into  a  mixture 
of  chlorate  and  chloride  : 

(4)  3Ca(OCl)2=Ca(C103).,+2CaCl.,. 
There  is,  however,  a  concurrent  change,  which 
must  be  avoided,  as  it  involves  a  great  loss, 
namely,  the  splitting  up  of  hypochlorites  into 
chloride  and  oxygen  : 

(5)  Ca(OCl)o=CaCl2+20. 
The  conditions  under  which  these  changes 
occur,  which  were,  of  course,  known  in  a  general 
way  before,  have  been  exactly  investigated  by 
Lunge  and  Landolt  (J.  Soc.  Chem.  Ind.  1885, 
722).  They  operated  with  a  strong  bleach 
liquor,  composed  according  to  the  above  equa- 
tion (3).  When  gradually  heated  by  itseli 
up  to  60°  for  3  hours,  this  showed  no  percep- 
tible change.    Chlorate  begins  to  be  formed  by 
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equation  (4),  when  heated  another  hour  to  70°, 
more  so  when  heated  another  2  hours  to  90°  ; 
but  even  after  2  hours'  full  boilmg  (altogether 
7  hours'  heating),  not  inuoh  above  of  the 
available  chlorine  originally  present  has  been 
emploj'ed  for  the  production  of  chlorate,  accord- 
ing to  equation  (4).  Oxygen  begins  to  be  given 
off  from  the  first,  and  m  the  end  the  reaction  (5) 
prevails  over  (4).  Hence  the  conversion  of 
hypochlorite  into  chlorate  by  mere  heating  is  a 
very  unfavourable  process. 

A  second  Avay  of  converting  hypochlorite  into 
chlorate  consists  in  saturating  the  solution 
with  chlorine.  This  even  at  15°  causes  70  p.c. 
of  the  Ca(OC'l).,  to  jmss  into  chlorate.  On  gradu- 
ally heating  the  solution,  the  reaction  is  quick- 
ened as  soon  as  the  temperature  exceeds  40°, 
and  it  is  complete  at  the  boiling-point.  Hence 
the  jiresence  of  an  excess  of  chlorine  is  a  pre- 
ventative against  the  reaction  (5). 

Most  probably  the  excess  of  chlorine  acts  as 
follows  : — 

(6)  Ca(0Cl),  +  4CI+2H,O=CaCl.,  +  4H0Cl. 
(7)  2Ca(OCl)2+4HOCl 

=CaCl,  +  Ca(C103)2+4Cl+2H„0. 
That  is,  the  free  chlorme  acts  only  as  a  carrier 
of  oxygen  from  two  molecules  of  calcium  hypo- 
chlorite upon  a  third  ;  the  first  two  are  reduced 
to  chloride,  the  third  is  oxidised  to  chlorate,  and 
the  free  chlorine  is  fully  regenerated  in  the  end. 
The  conclusions  to  be  drawTi  for  practice  from 
Lunge  and  Landolt's  experiments  arc  as  follows  : 
The  complete  conversion  of  hypochlorite  into 
chlorate  is  not  effected  either  by  mere  heating  or 
by  a  mere  excess  of  chlorine,  but  both  must  act  at 
the  same  time.  A  very  large  excess  of  chlorine 
is  useless,  perhaps  even  injurious.  On  the  large 
scale  the  heat  generated  by  the  reaction  suffices 
to  complete  the  process. 

Practically,  chlorate  of  potash  is  manufactured 
in  the  following  way.'  Milk  of  lime  is  exposed 
to  the  action  of  clilorine  in  vessels  provided 
with  agitating  gear,  so  that  new  surfaces  are 
continually  offered  to  the  action  of  the  gas, 
which  in  this  case  is  quickly  absorbed,  and  com- 
pletely so  if  the  gas  partially  taken  up  in  the 
first  vessels  is  ultimately  brought  into  contact 
with  fresh  lime  contained  in  the  last  vessel. 
Formerly  the  absorbing  vessels  were  made  of 
stone,  in  an  octagonal  shape,  and  hence  were 
called  '  octagons,'  which  name  is  sometimes 
even  now  used  for  the  cjdindrical  cast-iron 
vessels  which  have  universally  displaced  the 
real  stone  octagons.  Such  cylinders  (shown 
in  Fig.  28)  are  e.g.  10  feet  wide  and  5  feet  6  inches 
high,  provided  with  a  central  vertical  shaft  a 
and  agitating  arms  6,  so  contrived  that  they 
cause  the  liquid  to  wcU  up  and  continually  bring 
new  portions  of  it  to  the  surface.  The  shaft 
passes  through  an  opening  in  the  cover  so  con- 
structed as  to  form  a  water-lute  c,  and  a  cup  d, 
fastened  on  the  shaft  and  dipping  in  the  lute, 
prevents  the  escaxJc  of  the  gas  round  the  shaft. 
Similar  6-inch  lutes,  e,  c,  serve  for  introducing  and 
taking  a,\\a,y  the  gas.  There  is  also  a  manhole  /, 
fitted  with  a  east-iron  sleeve  reaching  6  or  7 
inches  downwards,  and  forming  a  water-lute 
when  the  cylinder  is  filled.  Apart  from  this  the 
manhole  is  always  open,  so  that  observations  can 

'  Aocordinr;  to  Dr.  E.  K.  Muspratt  (J.  Soc.  Chem. 
Ind.  1886,  408),  this  manufacture  was  commenced  at 
iSt.  Helena  in  1847. 
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be  made  at  any  time,  samiJes  drawn,  and  h\-drate 
of  lime  put  in.  Sometimes  a  water-jacket  is  ap- 
plied outside.  Three  or  (better)  more  cylinders 
form  a  set  working  together,  so  that  the  fresh 


Fig.  28. 

gas  can  be  always  turned  upon  that  cylinder 
which  is  nearly  finished,  whilst  the  cylinder 
charged  with  fresh  lime  receives  the  last  gas. 
From  the  last  cylinder  there  should  be  pipes 
leading  to  a  small  box  charged  with  hydrate  of 
lime,  in  case  of  any  accident  happening  to  the 
agitating  machinery,  ^\hcn  the  absorption  of 
chlorine  in  the  cylinders  ^vould  very  soon  cease. 
In  lieu  of  this,  a  column  charged  with  milk  of 
lime  can  serve  as  well. 

The  milk  of  lime  must  be  prejjared  in  such  a 
way  that  the  finished  liquor  becomes  of  a  certain 
strength,  which  is,  however,  not  the  same  at  all 
works.  The  sp.gr.  of  the  mUk  of  lime  itself 
should  not  exceed  16°  or  17°Tw.  ;  that  of  the 
finished  liquor,  28°  to  32°Tw.  Some  manu- 
facturers go  as  far  as  40°Tw. 

The  reaction  causes  an  elevation  of  tempera- 
ture, which  up  to  a  certain  extent  is  useful ;  but 
it  must  not  be  allowed  to  get  too  high,  because 
in  this  case  oxygen  is  evolved,  and  there  is  a 
corresponding  loss  of  chlorate.  In  no  case  can 
the  theoretical  proportion  of  1  chlorate  to  5 
chloride  be  attained,  as  on  the  large  scale,  it 
appears  impossible  to  entirely  avoid  some 
evolution  of  oxygen  ;  but  with  good  work  the 
proportion  can  be  kept  at  1:5-3. 

As  the  reaction  proceeds,  froth  appears  on 
the  surface  and  the  liquid  becomes  warm.  In 
the  first  agitator  the  temperature  should  be 
from  65°  to  70°  ;  if  it  gets  hotter,  water-cooling 
is  resorted  to,  or  else  the  gas  is  cut  oft  for 
a  while.  Afterwards  the  liquid  turns  pink,  and 
the  froth  mostly  vanishes  again.  The  opera- 
tion may  be  considered  as  finished  when  a  sample 
taken  out  settles  quicldy  and  completely,  leaving 
little  sediment,  smells  of  chlorine,  and  bleaches 
litmus  paper.  On  adding  hj'drochloric  acid 
in  the  cold,  it  should  not  give  off  chlorine  (as 
hypochlorite  would  do).  The  pink  colour  is 
caused  by  calcium  permanganate.  The  opera- 
tion lasts  from  less  than  24  hours  to  as  long  as  3 
days,  depending  on  the  speed  at  which  the  chlor- 
ine is  passed  into  the  octagons. 

The  contents  of  each  agitating  vessel,  as  they 
are  finished,  are  run  into  settlers  provided  with 
drop-siphons,  and  thence  into  special  measuring 
tanks,  from  which  the  liquor  is  run  into  the 
concentrating  vessels.    In  the  measuring  tank 
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the  volume  and  test  are  carefully  noted  to  enable 
the  quantity  of  potassium  chloride  (technically 
called  muriate  of  potash)  to  be  accurately  calcu- 
lated. The  potassium  chloride  should  be  of 
the  strongest  kind  (95  p.c),  and  a  small  ex- 
cess of  it  should  be  used.  Some  add  it  to 
the  agitating  vessels,  under  the  (probably  mis- 
taken) idea  that  KCIO3  decomposes  less  easily 
than  Ca(C103)2.  Usually  it  is  only  added  in  the 
concentrating  pans. 

The  mud  left  in  the  settlers  is,  of  course, 
washed  or  filter  pressed  ;  the  washings  can  be 
used  for  making  fresh  milk  of' lime. 

The  liquor  as  it  runs  away  from  the  settlers 
stUl  smells  of  chlorine.  This  is  a  nuisance,  and 
it  also  acts  upon  the  vessels,  but  the  addition  of 
a  smaU  quantity  of  a  reducing  agent  like  sodium 
thiosulphate,  or  even  tank  waste,  entirely  de- 
stroys the  free  chlorine. 

The  boiling-do\TO  pans  are  usually  made  of 
either  wTought  or  cast  iron,  and  are  heated  by 
direct  fire.  Since  wrought-iron  pans  are  not 
liable  to  crack,  and  are  more  easUy  repaired  when 
partly  woTn  out,  they  would  seem  preferable. 

The  boiling  dowTi  is  continued  up  to  70°Tw. 
(measured  hot),  in  which  case  the  mother 
liquors  after  crystallisation  are  not  worth  work- 
ing up. 

There  is  always  a  great  deal  of  mud  found  in 
the  pans,  partly  from  incomplete  settling,  &c., 
partly  formed  by  the  action  of  the  liquor  on  the 
metal.  This  mud  must  be  removed  by  settling 
or  by  a  filtering  drum  before  running  the  liquor 
into  the  coolers. 

The  coolers  for  the  first  salts  are  generally 
made  of  iron,  since  in  no  case  can  a  pure  pro- 
duct be  obtained  at  this  stage.  They  are  best 
made  like  those  used  for  soda  crystals,  with  a 
plughole  for  running  off  the  mother  liquor. 
They  ought  to  be  numerous  enough  to  permit 
of  the  liquor  remaining  in  them  9  or  10  days  in 
•winter  and  14  days  in  summer.  Here  the  crude 
chlorate  of  potash  crystallises  in  long  acicular 
crystals,  totally  unlike  the  thin  plates  in  ^vhich 
the  same  salt  crystallises  when  pure,  but  in 
reality  possessing  exactly  the  same  faces,  only 
developed  in  different  fashion.  They  are  easily 
distinguishable  from  the  large  transparent 
prisms  of  lijdrated  calcium  chloride  which 
appear  if  the  concentration  has  been  too  great. 
They  must  be  broken  up  after  draining,  and 
the  adhering  mother  liquor  washed  off  wth  a 
little  water,  and  finally  drained  in  a  hydro 
extractor. 

The  mother  liquor  is  a  nearly  saturated  solu- 
tion of  CaCl.,,  with  a  little  KCl,  and  with  about 
30  grams  of  KCIO3  per  litre.  With  bad  work 
much  more  chlorate  is  left  in  the  liquor.  In 
the  very  best  case  10-12  p.c.  of  aU  chlorate 
manufactured  is  lost  through  this  cause,  usually 
much  more  (25-30  p.c).  Usually  it  is  not  even 
attempted  to  recover  the  chlorine  from  these 
liquors  by  heating  with  hydrochloric  acid — they 
are  simjjly  run  to  waste.  But,  with  due  care, 
the  mother  liquors  can  be  quite  well  -Horked  for 
chlorine  by  taking  care  to  run  the  hydrochloric 
acid  in  pari  passu  with  the  liquor.  Strictly 
speaking,  it  is  not  the  chlorine  of  the  chlorate 
which  is  recovered  in  this  May,  but  chlorine 
produced  by  oxidation  of  the  HCl  added. 

Wylde,  HammUl,  and  Auer  (Eng.  Pat. 
15C97)  describe  a  process  for  the  recovery  of 


about  half  the  chlorate  left  in  the  mother  liquor 
by  refrigeration.  The  process  is  described  in 
detail  by  Hammill  (J.  Soc.  Chem.  Ind.  1889, 
168),  who  states  that  the  crude  crystals  obtained 
bj'  refrigeration  have  a  finer  grain  than  the 
ordinary  crude  crystals,  but  when  thrown  down 
from  mother  liquors  of  not  over  72°Tw.,  are  no 
more  impure,  and  are  as  readily  refined  by  one 
recrystallisation.  Hammill  says  that  on  cooling 
to  —12°  only  13-5  grams  '  KCIO3  per  litre 
remain  in  the  liquors.  This  process  has  now 
been  worked  successfully  for  many  years. 

The  great  loss  of  chlorate  in  the  ordinary 
process  has  given  rise  to  the  process  of  Mus- 
pratt  and  Eschellmann,  where  magnesia  is  sub- 
stituted for  lime  (Eng.  Pat.  3960,  5183,  and 
5186  of  1883  ;  and  1900  of  1885).  A  detailed 
description  of  this  process  has  been  given  by 
Higgins  (J.  Soc.  Chem.  Ind.  1887,  248).  The 
magnesia  is  obtained  by  burning  Greek  magnesite 
at  not  too  high  a  temperature  ;  when  overburnt 
it  is  useless  for  the  absorption  of  chlorine.  The 
MgO  is  very  finely  ground,  suspended  in  water, 
and  exposed  to  the  action  of  chlorine  in  the 
ordinary  octagons.  The  reaction  is  not  so  vio- 
lent as  with  lime.  The  temperature  of  a  finished 
octagon  is  usually  43°,  and  it  never  exceeds 
60°.  In  the  finished  liquor  the  proportion  of 
chlorate  to  chloride  is  very  near  to  the  theore- 
tical, viz.  1  :  5-1  or  less  ;  this  constitutes  an 
important  advantage  over  the  lime  process, 
7  p.c.  less  chloride  being  formed.  No  pink 
colour  appears  ^\'ith  very  pure  magnesia,  but  it 
does  when  it  contains  manganese.  The  strength 
of  this  liquor  varies  from  1-17  to  1*22. 

The  octagon  liquor  is  now  boiled  do^vn  to 
75°-80°Tw.,  when  on  cooling  about  50  p.c.  of 
the  chloride  will  crystallise  out  as  MgCUjOHoO. 
The  mother  liquor  contains  1  mol.  chlorate  to 
2-8  chloride.  Potassium  chloride  is  now  added 
to  it  in  slight  excess,  and  the  potassium  chlorate 
crystallised  out.  The  mother  liquors  being 
much  less  in  quantity  than  with  lime,  and 
KCIO3  being  less  soluble  in  MgCL  than  in  CaCla, 
the  magnesia  mother  liquors  contain  much  less 
chlorate  than  lime  liquor  (on  an  average  19 
grams  do\TO  to  10  grams  per  litre),  and  the 
yield  of  KCIO3  rises  to  90  p.c.  of  the  total. 

The  mother  liquor  is  treated  with  HCl  to 
destroy  the  chlorate,  with  duo  precautions 
against  explosions.  The  still  liquor  is  noAV 
neutralised  with  MgO  ;  a  solution  of  kieserite 
(MgS04)  is  then  run  in  to  decompose  the 
calcium  chloride  present,  and  the  gypsum,  along 
with  iron  oxide,  is  settled  out.  The  liquor  is 
now  concentrated  in  cast-iron  pots  (\\Tought 
iron  is  acted  upon  too  much) ;  the  iron  dissolving 
in  the  liquor  is  oxidised  to  the  ferric  state,  and 
is  precipitated  by  MgO  ;  the  settled  liquor  is  run 
into  barrels,  where  it  sets  to  a  hard  mass  con- 
taining 47  p.c.  of  MgClj.  This  magnesium 
chloride  is  sold  to  cotton  sizers. 

This  process  would,  of  course,  onlj'  become 
general  if  the  magnesium  chloride  obtained  as 
a  by-product  could  be  profitably  decomposed  for 
chlorine,  as  it  is  not  saleable  by  itself  in  very 
large  quantities,  and  could  not  compete  in  price 
with  the  Stassfurt  article. 

Such  utilisation  for  the  manufacture  of 
chlorine  had  been  intended  })y  Wcldon,  who  first 
proposed  magnesia  for  the  above  purpose,  and  it 
is  again  mentioned  in  a  patent  of  J.  Wilson 
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(5975  of  1884).  Twynam  (4397  of  1881)  pro- 
poses dolomite,  under  the  idea  that  double  chlor- 
ide of  potassium  and  magnesium  (carnallite) 
will  crj'stallise  out  of  the  mother  liquor  after 
the  chlorate.  (This  seems  quite  hopeless,  since 
the  principal  question  is  not  that  of  savino- 
K(.'l,  but  K('IO;j.) 

Another  process  for  greatl.\-  reducing  tlie 
loss  of  chlorate  in  the  mother  lic[uors  is  that  of 
Pe'chiney  (c/.  Weldon,  J.  Soc.  Clhem.  Ind.  1882, 
41).  He  concentrates  ordinary  chlorate  liquor 
made  from  lime  of  a  density  of  25°Baume',  up 
to  48°B.  (hot),  and  cools  it  down  to  at  least 
12°C.,  but  not  below  10°C.  Of  its  5-5  mols.  of 
CaClj,  4-3  are  thus  caused  to  crystallise  out  as 
CaCl2,2H20  (probably  it  should  be  GH^O),  but  if 
the  temperature  were  allowed  to  fall  below  10°, 
calcium  chlorate  would  crystalliso  as  well.  The 
crystals  are  separated  by  a  hydro  extractor,  and 
the  mother  liquor  is  treated  with  the  calculated 
quantity  of  KCl ;  '  there  being  only  1  -2  C'aCl . 
present  to  1  KICIO3,  the  mother  liquors  cause  a 
very  much  smaller  loss  than  in  the  ordinary 
process.  Pe'chiney's  process  is  specially  suited, 
and  was  originally  invented,  for  the  manufacture 
of  sodium  chlorate  {cf.  injra).  It  is  evidently 
only  possible  to  ^\'ork  it  in  the  cold  season. 

The  crude  chlorate  of  potash  is  always  puri- 
fied by  recrystallisation  ('  finished  ').  For  this 
purpose  it  is  redissolved  in  a  mixture  of  water 
and  of  the  mother  liquor  obtained  in  the  finish- 
ing process,  which  is  done  in  a  lead-lined  vessel, 
with  the  aid  of  steam,  preferably  indirect 
steam.  The  solution  is  made  at  a  full  boiling 
heat,  sometimes  with  the  addition  of  very  small 
quantity  of  sodium  carbonate  and  of  sodium 
sulphide,  in  order  to  j^recipitate  anv  iron  and 
lead  present ;  it  is  made  up  to  25°Tw.,  and, 
after  good  settling  and  straining  through  canvas, 
the  liquor  is  run  into  the  coolers.  These  are 
made  of  wood,  or  preferably  iron  lined  with 
lead  ;  they  are  cither  of  a  deep  pattern,  with 
wooden  laths  placed  inside  for  the  crystals  to 
adhere  to,  or  else  they  are  made  quite"  shallow, 
but  covered  over  to  prevent  any  too  rapid 
cooling.  The  crystallisation  lasts  from  8  to  14 
davs,  according  to  the  season. 

The  crystals  are  drained,  washed  on  the 
drainer,  and  then  again  drained  in  a  hydro 
extractor.  This  is  imperative,  since  it  is  re- 
quired that  chlorate  of  potash  should  show  little 
or  no  trace  of  chlorides ;  0-05  p.c.  being  a 
maximum  sometimes  stipulated.  So  long  as 
there  is  PbOU  present,  this  cannot  be  very 
easily  effected,  but  the  lead  can  be  removed 
in  dissolving,  as  stated  before.  The  mother 
liquors  and  washings  are  used  over  again  till 
they  become  too  impure,  when  they  go  back  to 
the  boiling-down  pans.  The  crystals  are  dried 
on  a  hollow  iron  plate,  covered  with  sheet  lead,  ' 
and  heated  by  steam.  ; 

Chlorate  of  potash  is  either  sold  as  '  crystals  '  ! 
or  '  ground.'  For  the  former  purpose  the  crys- 
tals, as  they  come  from  the  drying  plates,  are 
sifted  through  a  sieve  with  eight  holes  to  the 
Imear  inch,  or  less,  as  the  case  may  be.  The 
powder  is  best  ground  while  still  slightly  warm. 
The  mills  may  be  of  any  description,  horizontal, 
edge  runners,  rollers  ;   but  the  chlorate  during 

'The  intermediate  formation  of  a  calcium  oxv- 
Phlonde,  described  in  Pichiiiey's  patents  and  Weldoii's 
paper, tias  since  been  given  up. 
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grinding  ought  not  to  come  into  contact  with 
iron,  nor  with  any  organic  substances  (straw, 
wood  chips,  &c.),  or  dangerous  explosions  may 
occur.  It  must  be  sifted  through  a  revolvinrr 
sieve,  made  of  miller's  gauze,  A\ith  mechanical 
brushes.  The  powder  ought  to  be  snow-white, 
and  Avithout  any  grittiuess,  like  fine  Hour.  The 
crystals  ought  to  be  in  thin,  brilliant  transparent 
plates  ;  excessive  drying  will  make  them  ojiaque. 
Both  are  usually  packed  in  1-cwt.  kegs,  laid  out 
with  blue  pajier. 

Formerly  it  was  generally  assumed  that  1 
part  of  chlorate  of  potash  required  7  or  8 
times  as  much  chlorine  as  1  part  of  bleaching 
powder,  but  with  the  now  processes  the  yield 
is,  of  course,  better  than  that.  There  is,  how- 
ever, even  now  a  manufacturing  loss  of  about 
30  p.c.  or  at  least  25  p.c.  One  ton  of  chlorate 
in  the  ordinary  process  requires,  if  the  mother 
:  liquors  are  utilised  for  producing  chlorine, 
;  about  30  tons  of  hydrochloric  acid  of  30°Tw., 
if  the  mother  liquors  are  not  so  used,  about  40 
tons  of  acid  will  be  used.  This  refers  to  Weldon 
chlorine  ;  by  combining  the  Deacon  and  Weldon 
process,  and  utilising  the  mother  liquors  as 
before,  the  consumption  of  acid  ought  not  to 
exceed  22  tons.  One  ton  of  chlorate  requires, 
moreover,  17-18  cwts.  of  90  to  95  p.c.  muriate  of 
potash. 

C:hlorate  of  potash  is  principally  employed 
for  the  manufacture  of  Inciter  matches,  for  i\yro- 
'  technical  purposes,  for  fuses,  for  some  descrip- 
tions of  gunpowder,  and  other  cases  where  it  is  a 
constituent  of  explosive  materials.  It  is  also 
largely  employed,  on  account  of  its  oxidising 
properties,  in  dyeing  and  calico  printing,  in  the 
manufacture  of  alizarin,  &c. 

Sodium  chlorate.  This  compound,  which 
formerly  was  only  a  chemical  curiosity,  has 
become  of  technical  importance,  since  it  was 
found  that  it  is  much  more  suitable  for  the 
preparation  of  aniline  black  than  potassium 
chlorate,  o«'ing  to  its  greater  solubility. 

At  first  when  a  demand  for  it  sprang  up,  it 
\\'as  made  from  potassium  chlorate  by  means  of 
hj'drofluosilicic  acid  (cf.  Lunge's  Alkali,  3,  320), 
and  was  sold  at  two  or  three  times  the  jjrice  of  the 
potassium  salt.  It  was  at  that  time  thought 
that  it  could  not  be  prepared  from  the  calcium- 
chlorate  liquor  of  the  orduiary  process,  because 
NaClOg  is  very  soluble,  and  cannot  be  separated 
from  CaGL  by  crystallisation.  But  this  difficulty 
can  be  avoided,  as  we  shall  see. 

The  process  of  Bottomley  and  Molesworth 
(Pat.  3005  of  1881)  consists' in  treating  a  hot 
saturated  solution  of  potassium  chlorate  with 
one  of  bitartrate  of  soda,  and  separating  the 
13recipitated  potassium  bitartrate  from  the  solu- 
tion of  sodium  chlorate. 

The  real  manufacture  of  chlorate  of  soda  by 
a  cheap  process  was  first  carried  out  by  Pechiney, 
by  means  of  his  process  of  removing  "most  of  the 
calcium  cldoride  from  the  crude  liquor  by  crystal- 
lisation. The  purified  liquor  thus  accumulated 
during  the  colder  part  of  the  year  is  mixed  with 
a  solution  of  ordinary  sodium  sulphate,  previously 
neutralised  by  lime.  The  operation  is  carried  oiit 
in  this  way.  An  excess  of  solution  of  Na.,S04 
is  added  to  the  chlorate  liquor  mth  continuous 
agitation  ;  then  more  chlorate  liquor  is  gradually 
run  in,  till  the  Na2S04  has  been  completely  con- 
verted into  CaSO^.  The  CaSO^,  which,  under  the 
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proper  condit  ions,  is  crystalline,  is  then  separated 
from  the  liquor  by  filtration  and  washed  in  a 
hj'dro  extractor.  The  solution  of  sodium  chlorate 
is  now  concentrated  by  evaporation,  during  which 
most  of  the  sodium  chloride  separates  in  the 
solid  form  and  is  fished  out.  The  remaininp; 
solution  on  cooling  yields  crystals  of  sodium 
chlorate,  -which  are  purified  by  recrystallisation. 
After  which  the  second  crystals  are  washed. 
The  mother  liquor  ah\'ays  goes  back  into  the 
process.  The  purified  salt  contains  no  more 
than  0-16  p.c.  NaCl.  Nearly  all  the  chlorate 
contained  in  the  liquor  is  really  obtained  by  this 
process,  instead  of  the  unavoidable  loss  occurring 
with  chlorate  of  potash. 

Chlorate  of  soda  is  also  manufactured  by  the 
Muspratt  Chlorate  Process  by  means  of  their 
magnesium  chlorate  liquor,  freed  from  nearly  half 
the  MgCL  by  evaporation  and  crystallisation  {cf. 
supra).  To  this  liquor  sodium  carbonate  is  added, 
till  all  the  magnesia  is  precipitated  as  a  basic 
carbonate  (magnesia  alba),  in  order  to  be  used 
over  again  in  the  process.  The  remaining 
solution  of  NaClO,  and  NaCl  is  concentratecl 
by  evaporation,  with  fishing  out  the  NaCl,  and 
after  attaining  120°rw.,  is  allowed  to  cool  down  ; 
the  sodium  chlorate  crystallises  out,  and  is 
purified  in  the  usual  manner. 

3Ianufactnre  of  alkaline  chlorates  hy  electro- 
lysis. The  passing  of  an  electric  current  through 
a  solution  of  NaCl  or  KCl  liberates  Na  or  K  at  the 
cathode,  and  CI  at  the  anode.  The  Na  or  K  at 
once  decomposes  H^O  to  form  NaOH  or  KOH 
and  hydrogen  gas.  If  the  electrolyte  is  heated 
from  45°  to  100°,  the  CI  liberated  is  absorbed  in 
the  caustic  alkali  produced  to  form  chlorate. 

Theoretically,  a  current  of  1  ampere  will 
produce  in  1  hour  0-7627  gram  KCIO3,  or 
0-663  gram  NaClOj. 

Gall  and  Montlaur,  in  their  Eng.  Pat.  4686 
of  1887,  describe  the  production  of  alkaline 
chlorates  by  the  electrolysis  of  alkaline  chlorides 
in  a  trough  divided  into  two  jiarts  by  a  porous 
diaphragm. 

The  anodes  are  platinum -iridium  sheets 
containing  10  p.c.  of  iridium ;  the  cathodes  are 
iron,  though  it  is  stated  that  nickel  ^^■ould  be 
preferable. 

The  electrolyte  consists  of  a  25-p.c.  solution 
of  KCl,  kept  at  a  temperature  of  about  80°. 
The  liquor  from  the  cathode  compartment 
containing  the  alkaline  hydrate  there  produced, 
is  circulated  through  the  anode  compartment 
and  combines  with  the  chlorine  liberated. 

A  current  density  of  50  amperes  per  square 
decimeter  is  used,  and  a  pressure  of  4-5  to  5-0  volts 
is  required.  In  the  ea.se  of  potassium  chlorate, 
the  anode  liquor  is  run  into  crystallising  vessels, 
where  the  KCIO3  crystallises  out,  and  the  mother 
liquor,  after  resaturation  with  KCl,  is  passed 
back  to  the  cathode  compartment.  In  the  case 
of  sodium  chlorate  the  anode  liquor  has  first  to 
be  concentrated  to  crystallise  out  the  NaCl 
before  crystallising  out  the  NaClOj. 

The  crystals  obtained  require,  of  course,  to 
be  refined  by  recrystallisation,  as  in  the  case  of 
those  produced  by  chemical  processes. 

Hurter  (Eng.  Pat.  15396  of  1893)  electrolyses 
KCl  in  a  metal  vessel  which  acts  as  cathode, 
and  which  has  on  its  inner  side  a  coating  con- 
sisting of  a  mixture  of  Portland  cement,  salt 
and  sand,  \\hich,  after  washing  out  the  salt, 


yields  a  porous  diaphragm.  The  anode  is  a 
sheet  of  platinum  suspended  in  the  centre  of  the 
vessel.  Several  vessels  are  superposed  and 
^^■orked  in  series,  being  kept  apart  by  insulating 
rubber  rings. 

A  solution  of  KCl  containing  a  little  caustic 
alkali  is  run  into  the  to]}  vessel,  from  which  it 
overflows,  thi'ough  a  glass  or  ebonite  pipe,  into 
the  cell  below.  The  hydrogen  evolved  escapes  by 
pipes  from  the  upper  part  of  each  compartment. 

Blumenburg(Eng.  Pat.  9129  of  1894)  describes 
a  cell  with  a  porous  diaphragm  in  which  the 
anode  compartment  is  closed  and  connected  by 
a  pipe  with  the  bottom  of  the  cathode  com- 
partment, so  that  the  chlorine  liberated  at  the 
anode  passes  into  the  liquor  in  the  cathode 
compartment,  and  there  combines  ^^'ith  the 
caustic  alkali  produced,  the  temperature  being 
maintained  at  a  temperature  of  about  49°. 
In  the  Ger.  Pat.  89035,  and  also  in  the  U.S.  Pat. 
537179,  Blumenburg  passes  the  chlorine  gases 
from  the  anode  compartment  into  a  gas  holder, 
from  \\hich  they  pass  to  a  separate  combining 
vessel,  where  they  are  absorbed  in  the  alkaline 
liquor  from  the  cathode  compartment.  Chlorate 
is  also  formed  as  a  by-product  in  the  Griesheim 
cell  described  above,  when  using  the  oxide  of 
iron  anode. 

In  1899  Imhoff  made  a  great  advance  in  the 
electrolytic  production  of  chlorate  by  his  dis- 
covery of  the  action  of  small  quantities  of 
chromate  of  potash  or  soda  in  the  electrolyte 
(U.S.  Pat.  627063  of  1899). 

The  action  of  the  chromate  is  to  prevent  the 
reduction  of  hyjiochlorite  and  chlorate  by  the 
nascent  hydrogen  evolved  at  the  cathode,  and 
has  resulted  in  a  very  marked  and  important 
improvement  in  the  current  efficiency. 

The  electrolytic  manufacture  of  chlorates 
from  chlorides  was  to  commence  with  a  simpler 
operation  than  the  electrolytic  production  of 
caustic  alkali  and  bleaching  powder,  o-\ving  to 
the  fact  that  the  products  of  the  electrolysis  do 
not  require  to  be  kept  separate ;  and  this  fact, 
combined  with  the  discovery  of  the  use  of 
alkaline  chromates,  caused  the  electrolytic 
chlorate  industry  to  be  successfully  established 
some  years  before  caustic  soda  and  bleaching 
po\\der  were  economically  manufactured  elec- 
trically. 

Hydkochloeic  Acid. 
Commercial  hydrochloric  acid  is  a  more  or 
less  pure  solution  of  hydrogen  chloride  HCl  in 
water. 

Hydrogen  chloride  is  a  colourless  gas,  of 
sp.gr.  1-2596  (air=l),  and  molecular  weight 
36-457.  By  weight  it  consists  of  2-74  parts  of 
hydrogen  and  97-26  parts  of  chlorine.  It  can 
be  condensed  into  a  liquid  by  cold  and  pressure  ; 
the  tension  of  this  liquid  is  26-2  atmospheres  at 
0°  and  40  atmospheres  at  12-5°. 

The  heat  of  formation  of  a  gram-molecule  of 
HCl  is  22001  cals. 

Hydrogen  chloride  has  a  great  affinity  for 
water,  and  is  greedily  absorbed  by  it.  The  solu- 
tion is  the  ordinary  hydrochloric  acid  which, 
when  somewhat  concentrated,  emits  fumes  of 
HCl  on  exposure  to  the  air.  The  following 
table  by  H.  Deicke  shows  the  maximum  solu- 
bility of  HCl  in  water  at  varying  temperatures. 
1  c.c.  dissolves  at  the  temperature  i°  : — 
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Vols.  HCl  at  U 
and  760  mm. 
dissolved  in 
1  vol.  H2O 

Specific  gravity 

of  the  satu- 
rated solution 

Percentage  of 
HCl  by  weight 
in  the  solution 

o°c. 

525-2 

1-2257 

- 

45-148 

4 

494-7 

1-2265 

44-361 

8 

480-3 

1-2185 

43-828 

12 

471-3 

1-2148 

43-277 

14 

462-4 

1-2074 

42-829 

18 

451-2 

1-2064 

42-344 

23 

435-0 

1-2014 

41-536 

The  behaviour  of  aqueous  solutions  of  HCl 
under  varjdng  conditions  of  temperature  and 
pressure  has  been  jDrincipally  studied  by  Roscoe 
and  Dittmar  (Cheni.  Soc.  Trans.  12,  128).  We 
shall  mention  here  only  the  fact  that  concen- 
trated hydrochloric  acid  on  heating  loses  both 
gas  and  water,  and  gradually  becomes  \\  eaker, 
until  a  .sp.gr.  of  1-101  and  a  percentage  of  20-24 
HCl  is  attained  at  a  boiling  temperature  of 
1 10° ;  the  acid  in  this  state  distils  without 
change,  provided  the  atmosj)heric  pressure  is 
760  mm.  At  a  lov\  er  pressure  the  acid  distilling 
unchanged  is  stronger,  at  a  higher  pressure  it  is 
weaker.  A  similar,  but  not  identical  limit  is 
attained  «"hen  strong  acid  is  expiosed  to  the  air 
at  ordinary  temperatures. 

The  following  table  gives  the  percentages  of 
HCl  in  aqueous  hj'drochloric  acid  at  various 
specific  gravities  and  at  a  temperature  of 
15°  :— 


Deg. 
Twaddell 

Spec, 
gravity 

Percen- 
tage of 
HCl 

Grams 
HCl 
per  litre 

1  cubic 
foot 

weighs 
lbs. 

1  cubic 
foot  con- 
tains lbs. 

of  HCl 

1 

1-005 

1-12 



11-32 

62-66 

0-70 

2 

1-010 

2-12 

21-45 

62-97 

1-34 

3 

1-015 

3-12 

31-67 

63-29 

1-97 

4 

1-020 

4-11 

41-99 

63-60 

2-61 

5 

1-025 

5-11 

52-41 

63-91 

3-26 

6 

1-030 

611 

62-93 

64-22 

3-92 

7 

1-035 

7-10 

73-55 

64-53 

4-58 

8 

1-040 

8-10 

84-27 

64-84 

5-25 

9 

1-045 

9-10 

95-09 

65-16 

5-93 

10 

1-050 

10-09 

106-01 

65-47 

6-61 

11 

1-055 

11-09 

117-02 

65-48 

7-31 

12 

1-060 

12-09 

128-14 

66-09 

8-00 

13 

1  -065 

13-08 

139-36 

66-40 

8-09 

14 

1-070 

14-08 

150-68 

66-71 

9-40 

15 

1-075 

15-08 

162-10 

67-03 

10-11 

16 

1-080 

16-07 

173-62 

67-34 

10-83 

17 

1-085 

17-07 

185-24 

67-65 

11-55 

18 

1-090 

18-07 

196-96 

67-96 

12-28 

19 

1-095 

19-07 

208-78 

68-27 

13-02 

20 

1-100 

20-06 

220-70 

68-59 

13-76 

21 

1-105 

21-06 

232-68 

68-90 

14-51 

22 

1-110 

22-06 

244-80 

69-21 

15-27 

23 

11 15 

23-05 

257-02 

69-52 

16-04 

24 

1-120 

24-05 

269-34 

69-83 

16-79 

25 

1125 

25-05 

281-76 

70-14 

17-57 

26 

1-130 

2604 

294-28 

70-46 

18-35 

27 

1-135 

27-04 

306-90 

70-77 

19-14 

28 

1140 

28-04 

319-62 

71-08 

19-93 

29 

1145 

29  03 

332-44 

71-39 

20-73 

30 

1-150 

3003 

345-36 

71-70 

20-54 

31 

1-555 

31-03 

358-34 

72-02 

22-35 

Deg. 

Twaddell 

Spec, 
gravity 

Percen- 
tage of 
HCl 

Grams 
HCl 
per  litre 

1  cubic 
foot 

weighs 
lbs. 

1  cubic 
foot  con- 
tains lbs  . 

of  HCl 



32 

1-160 

32-02 

371-44 

72-33 

23-16 

33 

1-165 

33-02 

384-64 

72-64 

23-99 

34 

1-170 

34-02 

397-94 

72-95 

24-82 

35 

1-175 

35-01 

411-34 

73-26 

25-65 

36 

1-180 

36-01 

424-84 

73-57 

26-49 

37 

1-185 

37-01 

438-44 

73-89 

27-34 

38 

1-190 

38-01 

452-14 

74-20 

28-20 

39 

1-195 

39-00 

466-00 

74-51 

29-06 

40 

1-200 

40-00 

479-84 

74-82 

30-00 

The  Manufactube  of  Hydrochloric  Acid. 

Practically  all  commercial  hydrochloric  aciil 
is,  and  has  been  for  a  long  period,  produced  by 
the  decomposition  of  common  salt  in  the  manu- 
facture of  sodium  sulphate  or  salt  cake. 

Owing  to  difficulties  of  transport  in  former 
daj's,  small  quantities  of  acid  were  produced 
locally  by  decomposing  common  salt  with 
sulphuric  acid  in  cast-iron  cylinders. 

In  order  to  utilise  the  more  expensive 
sulphuric  acid,  an  excess  of  common  salt  was 
used.  The  solid  product  left  in  the  cylinder 
consisted  of  sodium  stilphate,  mixed  with  20-30 
I^.c.  Nat'l,  and  was  commercially  known  as 
cylinder  cake. 

The  production  of  hydrochloric  acid  from 
cylinders  has,  ho\\'ever,  practically  ceased,  and 
the  hydrochloric  acid  of  commerce  is  distributed 
from  centres  ^\■here  salt  cake  is  manufactured, 
and  is  delivered  to  the  customers  in  carboys  or 
tank  waggons. 

Hydrochloric  acid  obtained  in  manufacturing 
sodium  sulphate  (salt  cake).  When  salt  was 
first  decomposed  in  order  to  obtain  sodium  sul- 
phate for  the  Leblanc  process,  the  hj'drochloric 
acid  evolved  during  this  process  possessed  no 
value,  and  was  simply  allowed  to  escape  into  the 
air.  This  continued  to  be  the  case  even  after 
that  manufacture  had  attained  a  comparatively 
large  extension,  but  the  damage  caused  to  the 
neighbourhood  by  the  acid  gases  soon  brought 
about  the  intervention  of  local  authorities  and 
courts  of  law,  and  manufacturers  were  com- 
pelled to  seek  means  for  condensing  the  acid. 
This  was  first  successfully  done  by  Gossage's 
coke  towers  in  1836,  but  in  the  great  majority  of 
works  there  was  still  a  considerable  loss  of  acid 
gases,  as  was  proved  by  a  Belgian  Parliamentary 
Commission  in  1856.  But  it  is  decidedly 
owing  to  Lord  Derby's  Alkali  Act  of  1863  (which 
has  been  followed  by  several  other  Acts)  that 
British  alkali  makers  were  compelled,  ultimately 
for  their  own  good,  to  adopt  thoroughly  efficient 
means  for  condensing  their  h>-drochloric  acid, 
and  this  has  benefited  all  other  manufacturing 
countries  as  well. 

In  fact,  the  reports  made  b.y  the  inspectors 
under  the  Alkali  Acts  fornt  an  invaluable  record 
of  all  the  various  steps  taken  for  improving  the 
condensation  of  hydrochloric  acid,  and  these 
reports  have  helped  to  spread  a  better  kno\\-ledgo 
of  that  process  and  to  cause  manufacturers  to 
improve  it  up  to  the  highest  standard  of  efficiency-. 

The  Alkali  Acts  of  1863  made  it  incumbent 
upon  those  decomposing  salt  to  allow  no  mure 
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than  5  p.c.  of  the  hydrochloric  acid  to  escape  into 
the  atmosphere.  An  additional  Act  of  1874  pre- 
scribed that  no  more  than  0-2  grain  of  HCl  might 
be  iwesent  in  a  cubic  foot  of  the  gas  escaping  from 
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the  factory  into  the  air.  This  corresponds  to 
0454  gram  HCl  per  cubic  metre,  or  about  three 
ten-thousandths  by  volume.  The  latterclause  ap- 
plies to  the  chimney  gases  as  well,  and  not  merely 
to  those  escaping  directly  from  the  condensing 
apparatus.  Although  this  requirement  was  at 
first  declared  by  many  to  be  impossible  of  fulfil- 
ment, the  actual  results  proved  at  once  that  it 
was  quite  possible,  and  the  escapes  registered  by 
the  Alkali  Insxiectors  have  averaged  far  below 
the  limits  assigned  by  the  Acts.  Thus,  in  1885, 
the  average  escape  of  HCl  in  chimney  gases  was 
0-10  grain  per  cubic  foot,  or  2-39  p.c.  Of  the 
total  amount  produced  in  188C,  the  figures  were 
res])ectively  0-10  grain  and  2-13  p.c.  of  the 
total  hydrochloric  acid. 

Several  further  bills  have  become  law  since 
1874,  regulating  the  escape  of  other  acid  gases 
into  the  atinosphere,  but  no  change  has  been  made 
in  the  limit  fixed  in  1874  for  escapes  of  HCl,  viz. 
0-2  grain  HCl  per  cubic  foot  of  chimney  gas. 

Although  the  various  processes  and  apparatus 
used  for  the  manufacture  of  sulphate  of  soda 
protluce  gases  differing  within  wide  limits  in 
temperature  and  concentration  of  HCl,  an 
efficient  condensation,  i.e.  practically  complete 
absorption  of  the  HCl  in  water  to  form  a  liquid 
acid  of  1-15-1-17  sp.gr.  is  usually  obtained. 

I^he  efficiency  of  the  condensation  of  gaseous 
HCl  in  ^\  ater  is  dependent  on  three  considerations : 

1.  Temperature. 

2.  Concentration  of  HCl  in  the  gases  to  be 
scrubbed. 

3.  Time  of  contact. 

On  issuing  from  the  sulphate  of  soda  plant 
the  acid  gases  require  cooling. 
The  apparatus  used  for  this  jiui  - 
pose  depends  on  the  temperatuif 
of  the  gases. 

If  the  ga.ses  issue  from  tin- 
pot  or  pan  of  a  handworked  salt  - 
cake  furnace,  the  temperature  is 
comparatively  low.  In  this  case 
the  cooling  is  usually  done  in  a 
row  or  rows  of  earthenware  j^ipes. 
The  pipes  used  are  often  unglazed, 
but  are  rendered  impervious  to 
moisture  and  gas  by  boiling  in  tar. 

In  some  cases  the  earthenware 
pipes  are  substituted  by  glass 
pijies  of  12  inches  diameter,  made 
slightly  taper ,'as  shown  in  Fig.  29. 
The  glass  pipes  are,  of  coursi-, 
more  liable  to  breakages  by 
accident,  and  also  through  tin- 
effect  of  violent  changes  of  tem- 
perature than  the  earthenware 
pipes,  but  in  sheltered  positions 
they  last  well.  For  the  hottiT 
gases  issuing  from  the  furnace 
of  an  ordinary  muffle  hand  sul- 
phate of  soda  furnace,  or  fmrn 
the  cylinders  of  the  Hargreavcs 
])i()ccss.  cast-iron  pipes  are  usu- 
ally used  to  cool  tlie  gases  down 
to  a  safe  temperature  befoie 
passing  them  as  before;  int<j  Vui.  29. 
eartluniware  or  glass  pipes. 

The  action  of  the  hydrochloric  acid  gases  on 
cast  iron,  when  at  a  temperature  well  above 
condensing-point  of  liquid  acid,  is  very  slight. 
When  open  furnaces,  \\hether  '  hand '  or 
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'  mechanical '  (such  as  the  Mactcar  furnace),  are 
used,  the  acid  gases  are  mixed  with  the  products 
of  combustion,  and  are  consequently  both  much 
hotter  and  more  dilute. 

Under  these  conditions  extensive  series  of 
cast-iron  j^ipes  are  used  for  the  preliminary 
cooling  before  passing  the  gases  into  tlie  earthen- 
ware jsipes  for  final  cooling. 

The  earthenware  pipes  used  are  usually 
12-inch  or  15-inch  socket  pipes,  the  joints  being 
made  with  a  cement  of  tar  and  China  clay.  The 
cast-iron  pij)es  vary  with  the  quantity  of  gas, 
and  the  arrangement  of  the  cooling  system  of 
pipes  from  12  inches  to  20  inches;  they  are  also 
usually  socket  pipes,  the  joints  being  made  by 
ramming  into  the  socket  iron  filings  moistened 
with  ammonium  cliloride  solutioti. 

The  arrangement  of  the  cooling  pipes  depends 
on  the  position  of  the  different  parts  of  the 
plant  and  the  space  available.  When  the  salt- 
cake  furnace  is  a  long  distance  from  the  con- 
densers, a  single  direct  line  of  i^ipes  may  be  not 
only  the  cheapest  route,  but  a  sufficient  means 
of  cooling. 

Frequently  where  the  distance  is  small  the 
pipes  are  taken  verti- 
cally up  and  down 
so  as  to  obtain  the 
necessary  cooling 
surface.  Usually 
the  vertical  columns 
of  pi])es  start  from 
and  return  to  small 
stone  cisterns. 

The  cisterns  are 
usually  made  in  this 
country  of  silioious 
sandstone  found  in 
Yorkshire,  and 
]vno\vn  as  '  Yorkshire 
flag.' 

The  cisterns  arc 
comj)osed  of  flags  4-0 
inches  thick,  bound 
together  hy  strong 
iron  ties,  and  the 
joints  made  tight  by 
thicli:  indiarubber 
cord  laid  in  a  groove 
between  the  faces  of 
the  two  stones,  or 
by  a  mixture  of  tar 
and  fire  clay  (.see  Figs. 
31,  32,  and  33). 

After  cooling  the 
gases  to  a  tempera- 
ture varying  in  many 
cases  from  25°  to 
45°,  they  are  brought 
into  contact  with 
water,  and  scrubbed 
so  as  to  completely 
absorb  the  UX  'i.  The 
apparatus  almost 
universally  used  are  tall  stone  towers,  packed 
v.'ith  broken  coke  dowii  which  a  stream  of 
water  is  allowed  to  trickle,  and  u]>  whicli  the 
gases  are  caused  to  flow  (Fig.  30). 

These  towers  were  in\ented  and  patented 
by  Gossage,  in  1836. 

The  coke  tower  has  the  merit  of  simplicity, 
and,  when  carefully  packed,  of  efficiency. 


The  comi:)arative  efficiency  of  various  modes 
of  treating  liquids  with  gases  has  been  dealt 
with  in  a  series  of  papers  by  Hurter,  who  also 
gives  some  interesting  data  on  coke-packed 
towers  (J.  Soc.  Chem.  Ind.  1885,  639;  1887, 
707  ;  and  1893,  227  and  989). 

Coke-towers  are  erections  of  stone,  rarely  of 
bricks  or  of  acid-proof  stoneware,  in  the  shape 
of  perpendicular  shafts,  mostly  (exceiJt  with 
jjipes)  of  a  square  (for  very  ^vide  towers  of  an 
octagonal)  section,  and  of  somewhat  considerable 
height,  varying  from  about  40  feet  to  60  feet.  The 
sectional  area  in  the  case  of  square  stone  or 
brick  towers  is  rarely  less  than  5x5  feet,  or 
more  than  7x7  feet ;  but  they  have  been  niade 
ui>  to  14  feet  diameter,  of  octagonal  shape. 
They  are  provided  with  a  grating  a  few  feet 
over  the  bottom,  on  which  rests  the  coke  which 
forms  the  '  packing  '  of  the  tower.  This  coke, 
which  must  be  of  as  hard  a  quality  as  possible 
(only  the  best  oven-coke  is  applicable  for  this 
jjurfiose),  is  disposed  in  such  a  ^\•ny  that  the  gas 
is  as  much  as  possible  divided  in  a  largo  number 
of  channels  (none  of  them  Ijeing  so  wide  that 
the  bulk  of  the  gas  can  ]3ass  up  tlirough  it), 
and  that  the  current  of  gas  is  constantly  changed 
in  direction.  For  this  object  long  pieces  of 
coke  are  laid  parallel  in  a  row ;  the  next  row  is 
made  to  cross  the  lower  one,  and  so  forth.  The 
size  of  the  pieces  is  gradually  diminished  from 
bottom  to  top.  In  order  to  avoid  an  excessive 
quantity  of  the  gas  passing  up  the  side  of  the 
condenser  along  the  wall,  it  is  usual  to  place  a 
layer  of  Hner  coke  round  the  condenser  for  a  few 
inches  from  the  wall.  By  this  arrangement 
there  is  effected  both  a  great  division  and 
constant  mixture  of  the  gases,  and  at  the  same 
time  a  suitable  sjireading  of  the  feeding  water 
over  a  very  largo  surface.  The  water  (or  some- 
times wenk  acid)  is  fed  in  at  the  top  by  some 
contrivance  assuring  a  uniform  distribution  over 
the  whole  area  of  the  tower ;  and  in  dropping 
down  it  Iceeps  the  irregular  surfaces  of  the  coke 
moist  all  over,  thus  presenting  a  very  largo  area 
of  contact  between  the  gases  and  the  liquid. 
In  consequence  of  the  large  area  of  the  tower, 
and  the  number  of  changes  of  direction  the  gases 
have  to  make  while  passing  through  it,  they  are 
ultimately  deprived  of  all  their  soluble  parts, 
consisting  j^rincipally  of  hydrochloric  acid,  and 
leave  the  tower  in  a  state  fit  to  be  discharged 
into  the  atmosphere  without  any  damage  to  the 
neighbourhood. 

It  is,  however,  necessary  that  a  condenser 
should  fulfil  certain  conditions,  if  it  is  to  do  its 
work  properly.  In  the  iirst  instance,  its  size  must 
be  propcjrtionate  to  the  work  done  ;  if  the  gases 
pass  too  ra])icUy  through  it,  there  will  not  be 
time  enough  to  effect  a  complete  washing  out  of 
the  acids.  Everything  depends  upon  the  way 
in  \\'hich  the  contlenser  is  packed,  on  the  regu- 
larity of  A\ork  in  this  pan  and  furnaces,  on  the 
proper  regulation  of  the  feed,  on  the  draught, 
even  upon  the  outward  atmospheric  conditions, 
and  it  is  unnecessary  to  say  that  nothing  like 
the  same  amount  of  condensing  space  in  the 
shape  of  coke  towers  is  required  if  the  main 
wor]<  of  condensation  has  been  previously  done 
by  cooling  pi))es,  cooling  towers,  and  ^Voulffe's 
bottles. 

Of  recent  years  there  has  been  a  growing 
tendency  in  England  tc  do  away  with  all  cooling 
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pipes,  cisterns,  wash  towers,  &c.,  and  to  adopt 
tlie  system  of  very  large  stone  towers  to  do  the 
whole  work  of  condensation  for 
two  or  even  more  pots  and 
furnaces. 

The  condensers  are  practi- 
cally always  worked  two  in 
series,  the  weak  acid  from  the 
second  condenser  or  final  scrub- 
ber being  run  dowi  the  first  or 
strong  condenser.  In  this  way 
complete  absorption  of  the  acid 
is  assured,  with  production  of  a 
strong  liquid  acid,  i.e.  one  of 
over  l']5  sp.gr.  A  common 
practice  is  to  work  two  con- 
densers in  series  of  about 
5x5x50  feet  high  to  condense 
the  acid  from  two-hand  salt- 
cake  furnaces. 

No  difficulty  is  now  ex- 
perienced in  pumping  the  weak 
acid  made  in  the  second  con- 
denser on  to  the  top  of  the  first 
condenser,  and  the  following  ap- 
paratus is  used  for  the  purpose : — 

Stoneware  ram  pumps,  ebonite  ram  pumps, 
stoneware  acid  eggs,  and  occasionally  even  yet 
the  Hazlehurst  membrane  pump,  patented  in 
1876. 

The  ascension  pipe  is  usually  of  stoneware 
or  ebonite,  occasionally  of  lead. 

Brick  towers  are  not  to  be  recommended,  as 
it  is  practically  impossible  to  keep  the  numerous 
joints  tight  against  acid  oozing  out.  Columns 


32  or  Fig.  33 ;  but  there  is  also  another  system 
shown  in  Fig.  34,  in  which  the  flags  are  kept 


Fig.  31. 

of  stoneware  pipes  cannot  be  made  of  a  large 
area,  and,  therefore,  are  not  very  well  adapted 
to  large  Morks,  at  least  if  intended  for  coke 

towers  ;  but 
they  do  very 
good  service 
at  smaller 
works,  or  as 
suppl  emen- 
tary  to  a  large 
con  d  ensing 
plant  of  stone- 
ware receivers. 
The  material 
mostly  em- 
ployed for 
coke  towers  is 
acid  -  proof 
sandstone  or,  in  France,  volvic  lava,  just  as  for 
acid  tanks.  The  system  of  joining  the  flags 
together  is  the  same  as  shown  in  Figs.  31  and 
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together  by  means  of  grooves  worked  in  the 
stone,  and  without  the  aid  of  any  ironwork, 
which  is  always  a  source  of  anxiety  in  acid 
condensers. 

The  coke  towers  are  generally  placed  at  a 


Fig.  34. 

high  level,  and  are,  if  necef3sar3',  put  upon  pillars, 
for  the  purpose  of  running  the  acid  from  them 
by  gravitation  either  into  chlorine  stills,  or  into 
store  cisterns  for  sale.  They  must,  of  course, 
have  a  very  secure  foundation,  m  the  construc- 
I'ion  of  which  not  merely  the  great  weight  of  the 
tower  must  be  considered,  but  also  the  proliahility 
that  there  will  be  now  and  then  leakages  of  acid 
which  may  soften  the  ground  and  make  the 
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foundation  unsafe.  This  can  he  avoided  by 
asphalting  the  ground  in  sucli  a  way  that  any 
acid  running  down  cannot  penetrate  into  the 
soil,  and  is  conveyed  to  a  safe  distance.  Any 
damage  done  to  the  foundation,  even  if  it 
amounts  to  much  less  than  would  cause  the 
erection  to  break  down  altogether,  is  extremely 
injurious,  because  it  will  almost  unavoidably 
lead  to  the  tower  getting  out  of  level,  in  which 
case  the  gases  will  always  tend  to  rise  on  the 
higher  side,  and  the  water  will  principally  de- 
scend on  the  lower  side  ;  thus  the  necessary 
contact  is  not  attained,  and  the  action  of  the 
condenser  is  most  injuriously  affected. 

It  has  been  already  stated  that  the  feeding  of 
the  condenser  with  water  must  take  place  in  such 
manner  as  to  supply  the  whole  area  of  it  with 
moisture.  This  can  be  done  in  various  ways. 
The  plan  formerly  considered  as  most  efficient 
is  that  of  a  distributing  wheel  (shown  in  Figs.  35 
and  36)  worked  by  the  pressure  of  the  feed  water 
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itself.  This  causes  the  streaui  of  water  to  reach 
successively  every  one  of  the  holes  on  the  top  of 
the  condenser,  and  thus  secures  a  uniform  action 
without  depending  upon  the  top  of  the  tower 
being  at  a  mathematical  level.  Recently  most 
manufacturers  have  done  away  A\ith  these  acid 
wheels,  and  have  introduced  troughs  provided 
with  a  number  of  overflow  s  all  at  the  same  level, 
feeding  the  same  number  of  '  lutes,'  c,  c.  This 
arrangement  is  indicated  on  Fig.  30,  p.  39. 

Since  1836  a  number  of  suggestions  have 
been  made  of  apparatus  to  replace  partially  or 
altogether  the  Gossage  coke  tower. 

These  suggestions  have,  in  most  cases,  been 
confined  to  different  arrangements  of  packing 
the  tower  so  as  to  ex-pose  a  larger  surface  of 
water  to  the  gas  than  is  exjiosed  by  the  broken 
eolce.  Of  these  we  may  mention  the  Lunge 
Kolu-man  plate  tower  (Figs.  37,  38,  and  39). 

The  Lunge  Rohrmann  ])late  tower  consists 
of  a  to\\er  packed  with  a  series  of  perforated 
jilates  E,  E,  the  perforations  being  made  to 
alternate  in  successive  plates,  so  that  each  hole 


RINE.  41 


corresijonds  to  a  solid  place  in  the  plates  just 
above  and  below. 


Fig.  36. 


Figs.  38  and  39  show  one  of  the  plates  in 
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detail.  As  is  to  be  expected,  the  evidence  for 
and  against  the  improved  packings  for  the  con- 
densing towers  is  very  conflicting,  and  as  the 


Fig.  3S. 

cost  of  them  is  naturally  higher,  the  coke-packed 
to\\'er  has  fully  maintained  its  position. 

One  great  advantage  the  coke-packed  tower 
has  is  that,  owing  to  the  j)orous  nature  of  the 
coke,  it  always  retains  a  large  store  of  water  and 
liquid  acid,  usually  several  hours'  supply,  -which 
tends  to  keep  the  condenser  steady  under  a 
fluctuating  flow  of  HCl,  and  to  tide  over  diffi- 
culties occasioned  by  a  stoppage  or  breakdowi 
of  the  water  supply. 

In  France  and  Germany  a  somewhat  different 
system  of  cooling  and  condensation  is  in  general 
use. 

The  earthenware  and  glass  pipes  mentioned 
above  as  being  used  almost  exclusively  in  this 
country  for  the  final  cooling  of  the  gases  are,  at 
any  rate,  partially  substituted  by  a  series  of 
earthenware  Woulffe's  bottles,  known  technically 
as  bombonnes  or  touries  (see  Fig.  40).    A  long 


row  or  sometimes  two  parallel  rows  arc  arranged 
so  that  the  acid  gases  jiass  onward  from  the 
furnace  through  the  pipes  b,  h,  and  the  liquid  acid 
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flows  in  the  opposite  direction,  entering  each 
receiver  through  the  pipe  c  and  overflowing  at 
d  into  the  next  jar.  In  passing  through  the 
bombonnes,  the  weak  acid  absorljs  a  large  pro- 
portion of  the  HC'l  passing  over  it,  and,  in  spite 
of  the  relatively  high  tciir|ii'ratnre  in  the  leading 
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bombonne,  eventually  gives  a  liquid  acid  of 
1-15-1 -18  sp.gr.  The  size  of  the  bombonnes 
varies  from  about  50  to  100  gallons,  rarely  more 
and  rarely  less,  and  the  number  emjiloyed  in  a 
set  varies  from  40  to  100.    The  jars  should  be  of 


the  best  stoneware,  which  is  able  to  stand  aome- 
\vhat  violent  changes  of  temperature.  After 
leaving  the  bombonnes,  the  acid  gases  are 
finally  scrubbed  with  \\ater  in  a  coke-packed 
tower  or  condenser,  similar  in  design  but  usually 


muck  smaller  than  those  used  in  this  country. 
The  weak  liquid  acid  protluced  in  this  tower 
supplies  the  stream  of  weak  acid  required  by 
the  bombonnes. 

Fig.  41  shows  a  \^'hole  set  of  receivers  as 
arranged  for  the  gases  from  a  salt-cake  pot  and 
furnace  with  a  small  coke  tower  to  give  the  final 
scrubbing. 

In  the  condensation  of  hydrochloric  acid 
gas  in  water  with  the  apparatus  at  present  used 
and  described  above,  there  is  little  reason  for 
difficulty  in  avoiding  losses  of  HCl  through  in- 
complete absorption.  The  difficulty  more  cojti- 
monly  experienced  is  to  combine  the  comi^lete 
absorption  enforced  by  law  with  a  high-strength 
liquid  acid. 

The  tvorhing  of  the  condensing  plant.  Success 
depends  first  on  sufficient  time  of  contact  for 
the  gases  to  reach  a  state  of  equilibrium  Avith 
tiie  issuing  liquid  acid  mider  their  actual  con- 
dition of  temperaturt^  and  gaseous  concentra- 
tion ;  and  secondl.y,  on  having  the  gases  suffi- 
ciently cooled  before  coming  in  contact  with  the 
liquid  acid  to  keep  down  the  temperature  inside 
the  condenser.  The  actual  temperature  ad- 
missible depends  on  the  gaseous  concentration 
of  the  HCl  entering  the  condensing  apparatus, 
but,  as  mentioned  previously,  frequently  varies 
between  25°  and  45°. 

The  impurities  found  in  commercial  hydro- 
chloric acid  are,  chiefly,  sulphuric  acid,  ferric 
chloride,  arsenic,  and  either  free  chlorine  or  sul- 
phurous acid.  The  acid  condensed  from  the 
pan  or  i^ot  gas  is  always  much  purer  than  that 
from  the  roaster  gas.  The  quantity  of  sulphuric 
acid  in  the  gases  from  the  salt-cake  furnace  some- 
times amounts  to  2  \).c.  and  upwards  ;  it  is  very 
troublesome  in  the  Weldon,  and  fatal  in  the 
Deacon,  chlorine  process,  and  in  some  other 
applications  of  hydrochloric  acid.  The  sul- 
phuric acid  in  the  salt-cake  furnace  gases  can  be 
removed  to  a  large  extent  by  a  small  condenser 
or  dry  scrubber  before  condensation. 

A  large  number  of  suggestions  have  fiecn 
made  for  the  purification  of  the  salt-cake  furnace 
gases,  so  as  to  render  them  .suitable  for  the 
Deacon  process,  but  the  only  one  of  these  pro- 
cesses to  achieve  practical  success  is  the  Hasen- 
clever  process  (Eng.  Pat.  3393  of  1883).  (See 
Deacon  Chlorine  Process.) 

Arsenic  gets  into  the  hydrochloric  acid 
through  the  sulphuric  acid  employed  in  its 
manufacture  ;  the  arsenic  is  thereby  converted 
into  Ast'lj,  and  passes  as  such  into  the  conden- 
sing ap])aratus.  Many  jilans  have  been  pro- 
jiosed  for  its  removal — most  frequently  a  ti'eat- 
ment  with  sulphuretted  hydrogen  or  with 
sulphides.  Bettendorf  (Dingl.  poly.  J.  194,  253) 
precipitates  the  arsenic  from  concentrated  hydro- 
chloric acid  by  stannous  chloride,  distilling  it 
afterwards.  Duflos  dilutes  the  acid  to  s]j.gr. 
1'13,  and  digests  it  with  strips  of  sheet  cop^jer  at 
3(t°(J.  for  24  hours,  and  repeats  this  treatment 
w'Mi  freshly  scoured  copper.  This  removes  all 
the  arsenic  and  the  free  chlorine,  and  reduces 
the  ferric  chloride  to  ferrous  chloride,  \\hich 
remains  behind  on  distillation.  Beckurts  (Fis- 
cher's Jahresb.  1884,  348)  distils  hydrochloric 
acid  with  ferrous  chloride  and  removes  the  first 
30  ]i.c.  containing  all  the  arsenic. 

Even  selenium  is  sometimes  found  in  such 
quantities  in  hydrochloric  acid  as  to  bo  trouble- 
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some  in  its  application  (Davis,  J.  >Soc.  Chem. 
Ind.  1883,  157). 

Hydkochloric  Acid  from  other  Sources 

THAN  THE  LeBLANC  PROCESS. 
Attemi^ts    have     been    made    to  jiroduce 
hydrochloric  acid  from  many  sources,  notably 
from  the  residual  liquors  of  the  ammonia-soda 
process. 

A  number  of  suggestions  have  been  made  for 
the  direct  production  of  HCl :  Isf ,  from  CaCL,  ; 
2nd,  from  Mgta.,  ;  3rd,  from  NH^Cl. 

In  this  connection  compare  the  references 
given  for  the  production  of  chlorine  from  these 
bodies  earlier  in  the  article. 

As  far  as  is  kno^-n,  n(jne  of  the  processes  is 
used. 

Hydrochloric  acid  from  the  ammonium  chloride 
of  the  ammonia-soda  process  (cf.  this  for  many 
details).  Mond  (1883)  heats  the  ammonium 
chloride  wiih  so  much  sulphuric  acid  that  the 
acid  sulphate  is  formed  and  all  HCl  is  expelled. 
The  acid  sulphate  is  converted  by  means  of 
ammoniacal  vapours  into  the  neutral  salt  of 
commerce.  0.  N.  Witt  (1886)  expels  the  HCl 
from  ISIH4CI  by  means  of  syrupy  ])hosphoric 
acid,  which  forms  ammonium  phosjihati-.  On 
heating  this  at  a  higher  temperature,  the  am- 
monia is  driven  out  as  well,  and  the  ])hosphoric 
acid  is  regenerated.  Juriscli  (Dingl.  poly.  J. 
207,  431)  has  shown  that  this  process  is  not 
practicable,  because  there  is  no  material  known 
which  resists  the  fusing  phosphoric  acid,  and 
only  ()3  to  80  p.c.  of  the  NH3  is  recovered. 

Mond  passes  the  vapour  of  ammonium  chloi'- 
ide  over  nickel  oxide,  heated  to  at  least  350°, 
which  absorbs  the  H('l  and  allows  the  NH.,  to 
pass  on.  After  a  certain  time  the  process  is 
changed  by  raising  the  temperature  to  500°  or 
600°  and  decomposing  tho  nickel  chloride  by 
steam,  when  H('l  is  driven  off  and  NiO  regene- 
rated.   (Several  patents  taken  out  in  1886.) 

The  conveyance  of  hydrochloric  acid  mostly 
takes  place  in  glass  carboys  with  basket  or  wire 
hamjiers,  sometimes  in  earthen-ware  carboys  of 
the  same  size  (al)out  10  or  12  gallons).  At  a 
large  French  works,  some  years  ago,  tank 
waggons  were  used,  carrying  iron  cylinders  linctl 
with  ebonite. 

Tank  waggons  for  hydrochloric  acid,  have  of 
late  years,  come  into  general  use,  especially  on 
the  Continent. 

The  tank  waggons  usually  consist  of  a  waggon 
platform,  carrying  a  number  of  stoneware  jars 
of  about  1  ton  capacity  each  jar.    Fig.  42  shows 
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such  a  waggiiii  carrying  12  jars  uf  I  ton  racli,  ur 
12  tons  of  acid  altogeilicr.  Specially  prepared 
wooden  tanks  are  also  used  occasionally. 

The  applications  of  hydrochloric  acid  are 
very  numerous,  but  most  of  it  serves  for  pro- 
I  duciug  chlorine.    The  acid   is    also  used  for 


44 


CHLORINE. 


preparing  the  chlorides  of  various  metals ;  for 
extracting  the  phosphates  from  bones,  &c. ;  for 
purifying  bone-char  (it  must  be  quite  free  from 
sulphuric  acid  for  this  purpose) ;  in  dj-eing  and 
tissue  printing ;  for  preparing  carbonic  acid  ;  for 
neutralising  the  alkaline  '  melts  '  in  the  manu- 
facture of  alizarin,  resorcin,  &c.  ;  in  manufac- 
turing many  other  coal-tar  colours ;  and  for  in- 
numerable other  purposes.  A.  C. 

CHLOROBENZENE  v.  Phenyl. 

p-CHLOROBENZENE  DIAZOCYANIDES  v. 

DiAZO-  COMPOUNDS. 

CHLOROFORM,  TricMoromethanc  CHC'l,. 

Chloroform  was  discovered  by  Liebig  in  1831 
(Pogg.  Ann.  23,  442),  and  independently,  about 
the  same  time,  by  Soubeiran  (Ann.  Chim.  Phys. 
[2]  48,  131).  Besides  its  weU-kno^™  use  as  an 
anaesthetic,  for  which  purpose  it  was  introduced 
by  Simpson  in  1848  (Edin.  Monthly  J.  Med.  Sc. 
8,  415),  it  is  largely  employed  as  a  solvent  in 
chemical  manufactures  and  as  a  valuable  anti- 
septic. 

Formation. — 1.  By  the  action  of  alkalis  on 
chloral :  CClj-CHO-f  NaH0=CHCl3-f  HCOONa 
(Liebig,  Pogg.  Ann.  23,  442;  Annalen,  I,  199; 
162,  161). — 2.  By  acting  on  alcohol  with  bleach- 
ing powder.  The  bleaching  powder  probably, 
in  the  first  instance,  converts  the  alcohol  into 
aldehyde,  then  into  chloral,  liberating  cal- 
cium hydroxide,  A\hich  latter,  reacting  on  the 
chloral,  converts  it  into  chloroform  and  calcium 
formate  : 

(a)  CH j-CHj-OH  +  CaOClj =CH3-CH0  +  11^0  +  CaClj . 
(ft)  2C'H3-CHO  +  3C.nOCl2=2CCl3-CHO-t-3Ca(OH)2. 
(c)  2CCl3  CHO-(-Ca(OH)2  =  2CHCl3-l-(HCOO)2Ca. 
(Liebig  ;  Soubeiran,  Ann.  Chim.  Phys.  [2]  48, 
131  ;  Soubeiran  and  Mialhe,  Annalen,  71,  225.) 
A  ver3'  similar  reaction  takes  place  when  a 
mixture  of  alcohol  and  an  alkaline  chloride  is 
submitted  to  electrolysis,  whereby  chloroform 
is  also  produced  (Patent,  J.  Soc.  Cheni.  Ind. 
1885,  243).  Methyl  cannot  be  substituted  for 
ethyl  alcohol  in  these  processes,  for  it  yields  no 
chloroform  when  treated  with  bleaching  powder 
(Belohoubek,  Annalen,  165,  349).— 3.  Chloro- 
form is  produced  by  the  action  of  chlorine  or 
bleaching  pov^'der  on  acetone  or  acetic  acid 
(Liebig)  or  acetophenone  (Omdorfi  and  Jessel, 
Amer.  C'hem.  J.  10,  363).  With  acetone  the 
reaction  is 

2CO(CH3)2-f6CaOCl2 
=2CHa3+2Ca(OH)2-f3CaCU+(CH3COO),Ca 
(0.  and  J.). — 4.  By  heating  trichloroacetic  acid 
with  water,  alkalis,  or  ammonia 

CCl3-COOH+H,0=CHCl3-fC02+H20 
(Dumas,  Ann.  Chim.  Plij-s.  [2]  56,  115  ;  Annalen, 
32.  101  ;  Beckurts  and  Otto,  Ber.  14,  589).— 5. 
Chloroform  is  also  produced  by  acting  upon 
turpentine  and  the  terpenes  with  bleaching 
powder  (Chautard,  J.  1851,  501).— 6.  By  the 
action  of  nascent  hydrogen  on  carbon  tetra- 
chloride (Geuther,  Annalen,  107,  212).— 7. 
Together  with  methylene  chloride  by  treatment 
of  methyl  chloride  with  chlorine  in  sunlight 
(Regnault,  Annalen,  33,  328). — 8.  From  iodo- 
form by  the  action  of  phosphorus  pentacliloride 
(Gautier,  Bull.  Soc.  chim.  [2]  13,  127). 

Manufacture. — C'liloroform  is  chiefly  pre- 
pared by  distUling  a  mixture  of  bleaching 
powder,  water,  and  alcohol,  with  or  without  the 
addition  of  slaked  lime.  The  diluted  alcohol  is 
warmed  in  a  still  to  which  a  condenser  is  attached. 


and  then  the  bleaching  powder  and  lime  are  added, 
and  the  temperature  raised  tUl  chloroform  begins 
to  come  over,  after  which  the  heat  evolved  by 
the  reaction  itself  suffices  to  complete  the  dis- 
tillation. Sometimes  an  evolution  of  oxygen 
has  been  noticed  during  the  progress  of  the 
reaction.  This  arises  from  decomposition  of  part 
of  the  bleaching  powder  by  heat  (Bechamp,  Ann. 
Chim.  Phys.  [5]  22,  347).  Operators  differ  as  to 
the  best  proportions  of  alcohol  and  bleaching 
powder  to  be  employed  (c/.  Kessler,  J.  Pharm. 
Chim.  [3]  13,  162  ;  Simmerling,  Arch.  Pharm. 
[2]  53,  23  ;  Belohoubek,  I.e.  ;  Brit.  Pharm.  1885, 
108).  Eor  small  quantities,  the  directions  of  the 
above  Pharmacopceia  may  be  followed.  The 
apparatus  used  for  manufacturing  on  a  larger  scale 
usually  consists  of  a  generator  with  an  attached 
condenser  and  receiver,  a  washing  apparatus 
and  tanks,  aU  made  of  iron,  and  a  copper  still  for 
the  final  rectification  (c/.  Chem.  Zeit.  10,  338). 
The  generator  is  cylindrical,  1-4  m.  high,  and 
2  m.  in  diameter,  and  is  constructed  of  boiler 
plate  13-14  mm.  in  thickness.  It  is  fitted  with 
an  agitator,  a  manhole  through  which  the 
charge  is  introduced,  a  tube  75  cm.  in  diameter 
connecting  with  the  condenser,  and  two  other 
tubes,  the  one  for  the  introduction  of  water  and 
the  other  for  steam.  A  tube,  closed  at  the 
lower  end,  passes  through  the  plate  and  filled 
with  oil  holds  a  thermometer.  There  is  also 
arranged,  outside  the  generator,  a  leaden  tube 
connected  Avith  the  water  supply,  by  which  a 
small  current  of  water  can  be  spread  over  the 
generator,  when,  as  sometimes  occurs,  the  tem- 
perature of  the  reaction  rises  too  high.  The 
tube  leading  to  the  condenser  should  be  short, 
and  should  have  as  great  a  dip  as  possible.  Be- 
tween the  condenser  and  the  receiver  is  inserted 
a  piece  of  glass  tubing,  by  means  of  which  the 
evolution  of  chloroform  may  be  observed.  The 
receiver  is  a  cylindrical  tank  made  of  boiler- 
plate about  15  mm.  in  thickness  and  is  about 
75  cm.  high  and  40  cm.  in  diameter.  The 
washing  apparatus  consists  of  a  narrow  high 
cylinder  with  a  rounded  bottom  in  which  is  fitted 
an  agitator  in  the  shape  of  a  ship's  screw.  This, 
when  working,  keeps  up  a  movement  of  the 
liquid  from  below  upwards.  Taps  are  placed  in 
the  sides  to  draw  off  the  alcoholic  washings. 
The  final  rectification  is  conducted  in  a  copper 
stiU,  the  arm  of  which,  leading  to  the  condenser, 
is  made  as  short  as  possible. 

Three  parts  of  85  p.c.  alcohol  diluted  with 
60  parts  of  water  are  added  to  the  generator, 
and  then,  while  the  agitator  is  in  motion,  12 
parts  of  bleaching  powder,  which  should  contain 
not  less  than  35  p.c.  of  available  chlorine.  Steam 
is  applied  till  a  temj^erature  of  40°  is  obtained, 
when  it  is  shut  off.  The  temperature  still  rising, 
the  agitator  is  stopped  when  about  45°  are  in- 
dicated, after  which  the  heat  of  the  reaction 
causes  a  further  increase  in  temperature  which 
generally  does  not  exceed  60°.  If  it  should  rise 
higher  than  60°,  the  cooling  apparatus  must  be 
made  use  of.  The  beginning  of  the  reaction  is 
marked  by  a  fine  rain  of  chloroform,  alcohol  and 
water  being  driven  rapidly  through  the  con- 
denser tube,  and  the  air  contained  in  the  apjia- 
ratus  being  energetically  expelled.  The  chloro- 
form soon  follows,  the  agitator  being  set  in 
motion  to  assist  towards  the  close  of  the  distilla- 
tion.   When  the  product,  on  being  examined, 
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ceases  to  separate  in  laj'crs,  when,  in  fact,  it 
consists  of  a  solution  of  chloroform  in  alcohol, 
it  should  be  collected  separately.  This  is  con- 
tinued until,  on  the  addition  of  water  to  the  dis- 
tillate, no  further  separation  of  chloroform  talces 
place.  After  the  chloroform  has  all  come  over, 
a  quantity  of  weak  spu'it  is  recovered.  The 
crude  chloroform  is  then  thoroughly  'i\-ashed  in 
the  washing  apparatus,  and  iinally  rectified 
from  the  copper  still.  The  washings,  together 
with  the  various  si:)irituous  distillates,  are 
utOised  in  subsequent  operations  {cf.  Chem. 
Zeit.  10,  338). 

In  England,  chloroform  is  prepared  not  only 
from  '  rectified  spirit,'  but  also  from  the  duty- 
free '  methylated  spirit,'  a  mixture  of  rectified 
spirit  with  5  or  10  p.e.  of  Mood  naphtha.  The 
latter  product  can  be  sold  at  a  much  lower  price 
than  the  former.    It  has  been  doubted  whether 
it  is  applicable  to  puri^oses  of  inhalation,  but  the 
weight  of  evidence  is  in  favour  of  the  view  that  | 
'  methylated  '  chloroform  when  properly  purified  j 
may  be  emploj'ed  as  an  ansesthetio  with  pre-  [ 
cisely  the  same  degree  of  safety  as  chloroform 
prepared  from  rectified  spirit.    Indeed,  it  seems 
impossible,  either  chemically  or  physiological^, 
to  distinguish  the  one  from  the  other. 

Other  reactions  employed  for  the  manufac- 
ture of  chloroform  are  :  the  action  of  bleaching 
powder  on  acetone,  of  which  method  particulars  I 
are  given  with  drawings  of  apparatus  by  Sadtler  I 
(Pharm.  J.  [3]  20,  84)  ;  the  electrolysis  of  solu- 
tions of  chlorides  of  the  metals  of  the  alkalis  or  I 
alkaline  earths  in  alcohol  or  acetone,  the  whole 
being  kept  heated  during  the  operation  (Patents, 
J.  Soc.  Chem.  Ind.  1885,"  243  ;  1890,  959  ;  1901, 
148 ;  1904,  536) ;  the  destructive  distillation  of 
acetates,  and  subsequent  treatment  of  the  distil- 
late with  hypochlorite  (Patent,  J.  Soc.  Chem. 
Ind.  1385,  611);  and  from  carbon  disulphide  by 
the  formation   and   subsequent   reduction  of 
carbon  tetrachloride  (J.  Soe.  Chem.  Ind.  1896,  j 
555,  612  ;  1904,  383). 

The  chloroform  prepared  by  an.y  of  the  above-  j 
mentioned  processes  is  not  of  so  high  a  degree 
of  purity  as  that  produced  by  the  action  of 
alkalis  on  previously  purified  chloral,  and  re-  i 
quires  purification  before  it  is  adapted  for  jsur- 
poses  of  inhalation.  The  first  step  is  usually  to 
wash  it  with  A^'ater,  which  removes  traces  of 
ethyl  alcohol.  Then  it  is  left  for  a  short  time 
in  contact  with  sulphuric  acid  (Gregory,  Proc. 
Roy.  Soc.  Edin.  1850,  391),  Avhich  must  be  free 
from  nitrous  compounds  [cf.  Christison,  Pharm. 
J.  10,  253  ;  Redwood,  Year  Book  of  Pharmacy, 
1870,  119).  This  acid  has  no  action  on  chloro- 
form itself  unless  the  operation  be  unduly  pro- 
longed, but  it  chars  most  of  the  impurities  which 
are  commonly  present.  In  the  next  place,  the 
product  is  allowed  to  stand  in  contact  with 
recently  ignited  sodium  carbonate  (cf.  Thorxje, 
Chem.  Soc.  Trans.  37,  196),  or  with  oxide  of 
manganese,  or  it  is  washed  with  lime  water 
and  afterwards  dried  over  calcium  chloride.  In 
any  case,  it  is  finally  distilled  at  a  temperature 
not  above  64°  {cf.  Werner,  Arch.  Pharm.  [3J  12, 
450 ;  Thorpe,  I.e.  ;  Remys,  Arch.  Pharm.  [3] 
5,  31  ;  Michaelis  and  Mayer,  Dingl.  poly.  J.  201, 
490).  ^    '    ^  I 

Other  methods  of  purification  are  by  freezing 
(Eng.  Pat.  15514,  J.  Soc.  Chem.  Ind.  1892,  59),  ! 
on  cooling  to  —80°,  foreign  bodies  crystallising  , 


I  above  this  temperature  can  I)e  removed,  the 
temperature  is  then  reduced  to  —82°,  when  pure 
I  chloroform  crystallises  and  may  be  separated  ; 
and  by  means  of  the  compounds  formed  by 
chloroform  with  salicylide  or  o-homosalicylido 
(Anschutz,  Annalen,  273,  94).  These,  on  gentle 
heating,  give  off  pure  chloroform. 

Chloroform  is  liable  to  decomposition  in 
presence  of  air  and  sunlight.  Among  the 
products  formed  are  hydrochloric  acid  and 
chlorine  (Marson,  Pharm.  J.  8,  69  ;  Abraham, 
ibid.  10,  24),  and  sometimes  carbonyl  chloride 
(Regnauld,  J.  Pharm.  Chim.  [5]  5,  504).  Such 
decomposed  chloroform  may  be  jjurified  by 
washing  with  sodium  thiosulphate  and  subse- 
quent distillation  (Shuttleworth,  Pharm.  J.  [3] 
3,  1010;  cf.  Remys,  Arch.  Pharm.  [3]  5,  31). 
The  addition  of  1  jd.c.  of  ethyl  alcohol  is  largely 
practised  to  prevent  the  decomposition  of  chloro- 
form. This  somewhat  retards  the  formation  of 
carbonyl  chloride  and  hydrochloric  acid,  but 
does  not  altogether  prevent  it.  Carefully  puri- 
fied sulphur  effectually  prevents  decomposition. 
No  imj^urities  could  be  detected  in  a  sample 
treated  in  this  way  after  four  months'  exposure 
to  sunlight  (Allain,  Chem.  Zeit.  19,  310). 
Breteau  (Er.  Pat.  353858,  1905;  Breteau  and 
Woog,  Comi^t.  rend.  143,  1193)  gives  a  list  of 
substances  which  also  prevent,  the  decomposition 
of  chloroform  by  air  and  light. 

Propertie''^. — Chloroform  is  a  liquid  having  a 
sw'eet  taste  and  an  agreeable  ethereal  odour. 
When  inhaled  it  produces  anaesthesia.  As  an 
antiseptic  it  prevents  the  growth  of  micro- 
organisms, but  does  not  affect  the  action  of 
soluble  ferments  [cf.  Patent,  J.  Soc.  Chem.  Ind. 
1880,  331).  (For  antiseptic  applications,  v. 
Robin  (Compt.  rend.  30.  52),  Augendro  (ibid.  31, 
679),  Barnes  (Pharm.  J.  [3]  5.  441),  Salkowski 
(Chem.  Rep.  1888,  106) ;  also  Pharm.  J.  [3]  18, 
315,  356  and  855.)  Chloroform  is  very  sparingly 
soluble  in  water ;  1  vol.  dissolves  in  200  (cf. 
Chancel  and  Parmentier,  Compt.  rend.  100,  773). 
It  mixes  in  all  proportions  with  alcohol  or  ether. 
It  may  be  made  into  an  emulsion  with  water  by 
means  of  saponin  (Patent,  J.  Soc.  Chem.  Ind. 
1887,  382).  Sulphuric  acid  does  not  dissolve  it. 
Chloroform  is  an  imjiortant  solvent ;  dissolving 
fats,  resins,  indiarubber,  sulphur,  pihosphorus, 
iodine,  alkaloids,  many  alkaloidal  salts,  as  w^ell 
as  numerous  other  organic  compounds  (cf. 
Pettenkofer,  J.  1858,303  ';  Schlimpert,  ibid.  1859, 
405  ;  Nowalv,  Arch.  Pharm.  [3]  3,  281  ;  Hesse, 
Pharm.  J.  [3]  4,  049). 

M.p.  —70°  (Berthelot,  Bull.  Soc.  chim.  [2]  29. 
3),  —60-2°  (Haase,  Ber.  20,  1053).  B.p.  61-2° 
(corr.)  Thorpe  (Chem.  Soc.  Trans.  37,  196;  cf. 
Regnault,  J.  1863,  70);  Pierre  (Ann.  Chim. 
Phys.  [3]  33,  199)  ;  SchifiP  (Annalen  220,  95). 
Sp.gr.  1-52C.37  at  0/4  (Thorpe,  cf.  Pierre;  Schiff). 
V.D.  4-199  (Dumas),  4-230  (Regnault).  Co- 
efficient of  expansion,  0-0012302  (Thorpe). 

Chloroform  is  not  inflammable  even  with  a 
wick  at  orduiary  temperatures.  It  may,  however, 
be  made  to  burn,  with  a  green  smoky  flame  when 
boiling,  or  l:)y  means  of  a  wick  \\'hen  diluted  with 
alcohol.  Heated  to  redness,  its  vapour  is  de- 
composed, yielding  chlorine  and  various  chlorides 
Ragsky,  J.  pr.  Chem.  1849,  46,  170;  Ramsay 
and  Young,  .J.  Soc.  Chem.  Ind.  1886,  232).  By 
treatment  with  zinc  and  sulphuric  acid,  methy- 
lene chloride  CHjCl^  is  formed  ;  with  alcohol  or 
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ammonia  and  zinc-dust,  methane  {cf.  Perkin, 
Chem.  News,  18,  106)  ;  with  alcoholic  potash, 
formate  and  chloride  (Regnault),  together  with 
carbonic  oxide  (Geuther,  Annalcn,  123,  121),  or 
in  closed  tubes,  ethylene  (Bertholot,  Ann.  Ciiim. 
Phys.  [3]  54,  87)  ;  \\itli  alcoliohc  potash  in 
presence  of  monamines,  /sonitrUes  (Hofmann, 
Ber.  3,  769) ;  with  sodium  ethoxide,  methcnyl- 
triethylic  ether  CH{0Et)3  (Kay,  Chem.  Soc. 
Trans.  1855,  7,  224) ;  v,  ith  concentrated  hydri- 
odic  acid  when  heated,  methylene  iodide  CH.J, 
(Lieben,  Zeitsch.  Chem.  [2]  4,  713) ;  with  re"d- 
hot  copjjer  (Berthelot,  Compt.  rend.  1,  805)  or 
potassium  amalgam  (KUetzinsky,  Zeitsch.  Chem. 
[2]  2,  127),  acetylene  CaH,. 

Chromic  acid  converts  chloroform  into  phos- 
gene COCl,.  Repeatedly  distilled  in  a  current 
of  chlorine,  hydrochloric  acid  and  carbon  tetra- 
chloride are  formed  (Regnault).  Ordinary  nitric 
acid  has  little  or  no  action  (Soubeiran),  but 
fuming  acid  in  closed  tubes  at  100°  slowly 
converts  it  into  chloropicrin  C(N0,)Cl3  {cf.  Mills, 
Chem.  Soc.  Trans.  24,  641).  Bromine  and 
iodine  derivatives,  v.  Paterno  (Gazz.  chim.  ital. 
1,  593),  Friedel  and  SUva  (Bull.  Soc.  Chim.  [2] 
17,  537),  Bolas  and  Groves  (Chem.  Soc.  Trans. 
9,  779).  Sodium  reacts  on  chloroform  in  contact 
with  atmospheric  air,  forming  formate  and 
chloride  together  with  free  carbon  and  other 
products  (Kern,  Chem.  News,  31,  121).  Potas- 
sium decomposes  chloroform  vapour  with  libera- 
tion of  carbon  and  formation  of  chloride  (Liebig  ; 
cf.  Heintz,  Pogg.  Ann.  98,  263).  Potassium 
hydroxide  solution  has  no  action  on  chloroform 
even  when  boiled  with  it  ;  but  heated  in  closed 
tubes,  formate  and  chloride  are  formed  (Dumas). 
Similar  products,  together  with  carbonic  oxide, 
are  obtained  by  treatment  of  chloroform  in 
closed  tubes  at  180°  with  ammonia  and  water 
(Andre',  Compt.  rend.  102,  553).  At  a  red  heat 
ammonia  reacts  on  chloroform,  forming  hydro- 
cyanic and  hj'drochloric  acids  {cf.  Heintz). 
Chloroform  combines  with  sulphuretted  hydrogen 
and  with  water  at  0°,  forming  the  crystalline 
compounds  CHCl3(H.,S).,{H20),3  (Loir,  J.  1852, 
SCO;  Forcrand,  Ann.  chim.  Phys.  [5]  28,  12); 
and  CHCl3(H,0)i5  (Chancel  and  Parmentier, 
Compt.  rend.  I'OO,  27). 

The  following  reactions  have  been  made  use 
of  in  the  detection  or  estimation  of  chloroform  : 
— 1.  The  reaction  between  chloroform  and  mon- 
amines in  presence  of  alcoholic  potash.  A  small 
portion  of  the  liquid  to  be  tested  is  added  to  a 
mixture  of  a  monamine — aniline,  for  instance — 
together  with  some  alcoholic  potash,  and  heat 
applied,  when,  if  traces  even  of  chloroform  are 
present,  the  characteristic  disagreeable  odour  of 
an  wonitrile  is  distinctly  perceived  : 

CHCl3-^NH2Ph+3KHO=;Ph(NC)+3KCl-^3H20. 
This  test,  which  serves  to  distinguish  one  part  of 
chloroform  in  5000-6000  of  alcohol,  further 
distinguishes  between  chloroform  and  its  allied 
derivatives  such  as  ethylidene  chloride  CH3  -CHCl.^ 
(Hofmann,  Ber.  3,  769). — 2.  A  delicate  colour  re- 
action takes  place  between  potassium  phenate 
and  chloroform.  An  alcoholic  solution  of  phenol 
is  mixed  with  potassium  hydroxide  and  evapo- 
rated to  dryness.  If  chloroform  be  now  added, 
a  splendid  red-purple  colour  is  developed  (Gua- 
reschi,  Gazz.  chim.  ital.  1873,  401  ;  Raupen- 
strauch,  Pharm.  J.  [3]  19,  668).— 3.  If  chloro- 
form be  added  to  a  solution  of  caustic  soda  with 


an  excess  of  resorcinol,  and  heat  be  applied  to 
boiling,  a  yellow-red  colour  is  developed  which, 
when  largely  diluted,  shows  a  yellowish-green 
fluorescence  (Schwarz,  Zeitsch.  anal.  Chem.  27, 
6()8  ;  Ratipenstrauch). — 4.  a-  or  ;8-  naphthol, 
ilissolved  in  concentrated  ])(itassium  hydroxide 
solution,  and  wariivil  a  little  eliloroform, 

gives  a  rich  blue  liquii  I  w  liu  li  rhaiiges  in  tlie  air  to 
green  antl  brown  (Lustgarten,  Monatsh.  3,  715). 
— 5.  Fehling's  solution  is  reduced  by  chloroform, 
thus  : 

CHCl3+2CuO+5KHO=Cu20+3KCl-fKaC03+3H20. 
This  reaction  furnishes  a  means  of  indirectly 
estimating  chloroform  (Baudrimont,  J.  Pharm. 
Chim.  [4]  9,  410).— 6.  (For  the  estimation  of 
chloroform  in  alcoholic  solution,  v.  Thresh 
(Pharm.  J.  [3]  11,  319).)— 7.  Chloroform  is  de- 
tected in  blood  by  distillation  from  a  water-bath, 
and  its  decomposition  into  chlorine  and  other 
products  when  the  gases  evolved  are  led  through 
a  tube  heated  to  redness.  The  liberation  of 
chlorine  is  observed  by  its  action  on  starch  and 
iodide  of  potassium  paper  (Ragsky,  I.e.  ;  Duroy, 
J.  Pharm.  Chim.  [3]  20,  401  ;  Ludeking,  Chem. 
News,  55,  149). — 8.  To  detect  it  in  cases  of  fatal 
poisoning,  Vitali  distils  the  intestines  and  passes 
hydrogen  through  the  distillate.  The  hydrogen, 
carrying  with  it  portions  of  any  chloroform 
which  may  be  present,  is  burned  at  a  jet  and  in 
the  flame  is  fixed  a  copper  wire.  Very  minute 
quantities  of  chloroform  generate  hydrochloric 
acid  in  the  flame  sufficient  to  act  on  the  copper 
and  impart  a  bright-green  colour  (Gazz.  chim. 
ital.  1881,  489).— 9.  (For  applications  of  the 
naphthol  colour  test  to  forensic  analj'sis,  v. 
Lustgarten  {I.e.).) 

Detection  of  Impurities. — Chloroform  for  in- 
halation should  leave  no  residue  or  unpleasant 
odour  on  evaporation,  should  be  neutral  to  test- 
paper,  and  give  no  indication  of  hydrochloric 
acid  when  tested  with  silver  nitrate.  A  much 
more  delicate  method  of  detecting  free  acid  is 
to  add  to  5  cc.  of  chloroform  1  drop  of  a  solu- 
tion of  phenolphthalein  and  1  drop  of  a  centi- 
normal  solution  of  potassium  hydroxide  with  1  c.e, 
of  water.  The  mixture  is  shaken  and  set  aside. 
If  free  from  acid,  the  red  colour  should  not  dis- 
appear in  24  hours  (Vulpius,  Arch.  Pharm.  [3] 
25,  998).  The  presence  of  alcohol  in  chloroform 
may  be  detected  by  the  darkening  in  colour  of- 
sulphuric  acid  shaken  with  it  (Gregory,  Proc. 
Roy.  Soc.  Edin.  1860,  391)  ;  by  the  formation  of 
iodoform  (Hager,  Pharm.  J.  [3]  1,  683)  ;  by  the 
tint  of  the  solution  which  it  gives  with  iodine 
(Siebold,  ihid.  [3]  10,  213) ;  by  the  addition  of 
Hofmann's  violet,  which  is  quite  insoluble  in  pure 
chloroform  (Regnauld,  J.  Pharni.  Chim.  [4]  29, 
402)  ;  by  its  reducing  action  on  an  alkaline 
solution  of  potassium  permanganate  (Yvon,  J. 
Pharm.  Chim.  \p]  5,  225)  or  manganate  (.loUes, 
Chem.  Zeit.  11,  786  and  1394),  or  on  chromic  acid 
(Cottell,  J.  Pharm.  Chim.  [:!]  13,  359).  The  fact 
that  chloroform  for  inhiilalinn  [lurposes  usually 
contains  alcohol,  purposely  added  to  increase  its 
stability,  materially  lessens  the  value  of  these 
tests  in  practice  {cf.  Dott,  Pharm.  J.  [3]  12, 
769).  Aldehyde  may  be  detected  by  many  of 
the  tests  for  ethyl  alcohol,  and  also  by  warming 
with  potassium  hydroxide,  when  its  j)resence  is 
indicated  by  a  darkening  in  colour  {cf.  Reg- 
nauld, I.e. ;  Scholvien,  Pharm.  Zeit.  32,  686). 

A.  S. 
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CHLOROPHENINE     ORANGE     v.  Azo- 

COLOURIJsG  MATTERS. 

CHLOROPHENINE  YELLOW  v.  Primuline 

AND  ITS  DERIVATIVES. 

CHLORORUBINE  v.  Madder. 

CHOCOLATE  is  a  mixture  of  cacao  paste 
with  sugar  and  flavouring  matter.  The  paste 
is  prepared  from  fermented  cacao  beans  (the 
unfermented  kinds  being  unsuitable  for  choco- 
late making)  in  the  manner  described  under 
Cocoa.  The  sugar,  which  constitutes  50  p.c.  or 
more  of  the  mixture,  consists  usually  of  white 
crystals  (although  the  lower  -  grade  coloured 
sugars  may  be  used  for  the  cheaper  chocolates), 
ground  to  the  finest  powder  and  completely 
dried  before  admixture  with  the  cacao  paste. 
The  most  common  flavouring  substance  is 
vanilla,  but  other  spices,  as  cardamoms,  cinna- 
mon, cloves,  mace,  and  nutmeg,  or  the  essential 
oils  extracted  from  them,  also  artificial  flavour- 
ings such  as  vanillin,  are  frequently  employed. 
Peru  balsam  and  gum  benzoin  are  sometimes 
used  for  a  similar  purpose.  The  flavourings  are 
introduced  either  in  alcoholic  solution  or  incor- 
porated with  sugar  moistened  wdth  a  little  oil. 

It  is  essential  that  during  admixture  the 
paste  should  be  kept  in  a  liquid  condition,  and 
to  this  end  the  mixing  machines  are  heated  to  a 
temperature  slightly  above  the  melting-point  of 
cacao  butter,  say  from  35°  to  40°,  and  the  added 
sugar  may  be  previously  warmed  with  advantage 
to  obviate  a  fall  in  temperature  of  the  liquid 
cacao  paste. 

The  various  characters  of  French,  S]3anish, 
Swiss,  and  other  chocolates  depend  upon  the 
nature  and  proportions  of  the  different  ingre- 
dients used.  A  number  of  recipes  for  .the 
preparation  of  some  of  the  prhicipal  types  of 
chocolate  are  given  in  Zipperer,  156. 

In  addition  to  sugar,  various  farinaceous 
substances  are  frequently  employed  in  the 
cheaper  forms  of  chocolate,  as  wheat  and  potato 
flour,  rice,  arrowToot  and  dextrin,  and  occa- 
sionally barley,  oats,  rye,  and  chestnut  flour. 
In  special  cases  where  sugar  is  inadmissible,  as 
in  chocolate  intended  for  use  by  diabetic  sub- 
jects, the  sugar  is  replaced  by  saccharin  (q.v.). 
It  is  then  usual,  in  order  to  give  the  necessary 
'  body  '  to  the  chocolate,  to  add  some  form  of 
meal  or  flour  (preferably  leguminous)  ;  and  jiea, 
bean,  or  linseed  meal  are  preferred  for  this 
purpose.  Nut  chocolate  is  made  by  adding  nuts, 
either  ground  or  whole,  to  the  chocolate  paste ; 
and  milk  chocolate  by  incoriJorating  with  it 
'  milk  powder,'  i.e.  milk  deprived  of  its  moisture 
and  fat.  The  usual  composition  of  milk  choco- 
late, by  the  best  makers,  is  approximately 
10  p.c.  cacao,  25  p.c.  cacao  butter,  40  p.c.  sugar, 
and  25  p.c.  dried  milk.  The  above-mentioned 
forms  of  chocolate,  after  being  ground  into  a 
more  or  less  homogeneous  mass,  are  placed  in 
moulds  to  form  ))ars,  blocks,  cakes,  and  numerous 
fancy  shapes. 

An  immense  variety  of  fancy  preparations  of 
chocolate  consist,  however,  merely  of  a  chocolate 
envelope  containing  other  substances,  as  biscuits, 
creams,  dried  fruits,  nuts,  fruit  jelly,  liqueurs, 
&c.,  and  in  some  cases,  medicinal  preparations, 
as  chocolate-coated  pUls.  The  most  important 
of  these  fancy  preparations  are  the  chocolate 
creams. 

The  so-called  '  cream  '  is  made  either  from 


47 

powdered  loaf  sugar  heated  until  it  melts,  or  a 
mixture  of  this  with  glucose,  with  or  without 
various  colouring  and  flavouring  materials. 
While' in  a  liquid  state,  it  is  poured  into  moulds 
of  the  desired  shape,  made  in  starch  flour  on  a 
table,  which  can  be  kept  cool  and  \\  hich  can  be 
agitated  by  mechanical  means.  On  cooling,  the 
creams  set  into  a  stiff  granular  mass,  when  they 
are  cither  dipped  into  a  liquid  chocolate  paste, 
or  the  latter  is  poured  over  them  by  hand  and 
spread  uniformly  by  means  of  the  rooking  table. 
The  process  of  covering,  as  well  as  most  of  the 
other  processes  in  the  manufacture  of  chocolate, 
are  now  generally  effected  by  means  of  ingenious 
and  complicated  machinery. 

An  extra  amount  (about  15  p.c.)  of  cacao 
butter  (or  substitute)  is  added  to  the  chocolate 
intended  for  covering  purposes,  to  keep  the 
latter  in  a  sufficiently  plastic  condition  during 
the  process  of  cooling  and  to  give  smoothness 
to  the  finished  article.  The  latter,  whether  in 
the  form  of  plain  chocolate  or  chocolate  con- 
fections, should  be  quickly  cooled,  and  attention 
to  temperature  is  important  throughout  all  the 
various  operations. 

The  adulterants  commonly  used  in  chocolate 
are  similar  to  those  mentioned  under  Cocoa, 
the  most  imi3ortant  being  the  replacement  of  the 
cacao  butter  by  other  fats  and  oils  (as  coco-nut 
fat,  illipe  butter,  &c.),  the  adtlition  of  various 
farinaceous  substances,  including  dextrin,  .and  the 
admixture  of  finely  ground  cocoa  shells.  (Zip- 
perer, Die  Shokoladen  Fabrikationen ;  Villiers 
et  Collin,  Traiti'  des  Substances  Alimentaires. ) 

J.  C. 

CHOCOLATE  FATS.  Under  this  name,  the 
writer  comprises  those  vegetable  fats  which  are 
used  in  the  manufacture  of  chocolate  as  cacao 
butter  substitutes.  The  natural  chocolate  fat 
is  cacao  butter,  and  best  chocolates  contain 
cacao  butter  only.  '  Cheap '  chocolates  are 
made,  to  a  larger  or  smaller  extent,  if  not 
entirely,  with  substitutes.  At  first,  animal  fats 
were  used,  but  as  they  impart  an  unpleasant 
flavour  ('  animal  flavour  ')  to  the  chocolate,  at 
present  fats  of  vegetable  origin  only  are  em- 
ployed, such  as  coco-nut  stearine  and  palm-nut 
stearine.  During  recent  years,  attempts  have 
been  made  to  produce  chocolate  fats  from 
Borneo  tallow,  dika  fat,  and  similar  vegetable 
fats.  .1.  L. 

CHOLESTEROL.  Discovered  by  Conradi,  in 
1775,  in  gall-stones.  Found  in  human  bile,  in 
blood,  and  in  the  brain  ;  in  epidermis  and  in 
hair  ;  also  present  in  various  morbid  products 
of  the  animal  body,  e.g.  cerebral  concretions, 
scirrhous  matter  of  the  mesocolon,  hydropic 
liquid  of  the  stomach,  testicles,  &c.  Also  found 
in  horn  and  hoofs  ;  in  whalebone,  tortoiseshell, 
feathers  and  bristles,  &c.  Its  most  abundant 
source  is,  how'ever,  the  fat  of  greasy  wool  (wool 
grease),  in  which  it  was  first  cletected  by  Hart- 
mann  and  Schulze. 

It  is  separated  from  the  fatty  acids  in  wool 
grease  by  distillation  with  superheated  steam  or 
by  direct  heating.  DistiUation  is  continued 
until  the  yellow  granular  distillate,  consisting 
chiefly  of  fatty  acids,  begins  to  go  brown.  The 
residue  is  a  black  -  brownish  jiroduct  and  is 
mainly  cholesterol  (Mayer,  Eng.  Pat.  20039  ; 
J.  Soc.  Chem.  Ind.  1894,  162).  It  is  also  pre- 
pared from  animal  and  vegetable  substances 
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CHOLESTEROL. 


rich  in  lecitliin  (Fischer,  Eng.  Pat.  11597  ;  Fr. 
Pat.  390683;  J.  Soc.  Chem.  Ind.  1908,  176). 
Lifschiitz  has  obtained  it  in  small  quantities  by 
oxidising  oleic  acid  ^^■ith  potassium  permangan- 
ate (Chem.  Soc.  Abstr.  1908,  i.  263). 

Cholesterol  crystallises  in  thin  white  nacreous 
monoclinic  laminte,  m.p.  145°  and  of  sp.gr.  1-067. 
Has  a  neutral  reaction,  and  is  without  taste  or 
smell  ;  insoluble  in  water  ;  sparingly  soluble  in 
cold  but  readily  dissolved  by  boiling  alcohol. 
Also  soluble  in  ether,  chloroform,  acetone,  wood 
spirit,  benzene,  oil  of  turpentine,  and  in  the 
neutral  fats  and  fatty  acids.  Sublimes  un- 
changed at  200°,  but  is  decomposed  at  a  higher 
temperature.  Cholesterol  appears  to  be  an 
alcohol  containing  two  double  linkages,  and 
combines  with,  the  fatty  acids,  forming  esters  or 
compound  ethers  similar  to  the  glycerides,  but 
whether  it  should  be  represented  by  the  formula 
C26H44O  or  C,,H480  is  still  under  discussion 
(Windaus,  Arch.  Pharm.  1908,  117  ;  Mauthner 
and  Suida,  Monatsh.  15,  362  ;  Diels,  Ber.  1908, 
544,  2596;  Mohnari  and  Fenaroli,  Ber.  1908, 
2785). 

Defection. — By  evaporating  a  weak  ethereal 
solution  of  the  substance,  adding  3  drops  of  an 
alcoholic  solution  of  benzaldehyde  and  1  drop 
of  cone,  sulphuric  acid,  and  gently  warming, 
a  reddish-violet  colour  is  soon  produced,  changing 
after  a  short  time  to  a  deep  violet,  if  chole- 
sterol is  present  (Chem.  Zeit.  1899,  [3]  21). 
Another  method  is  to  dissolve  the  substance  in 
anhydrous  acetic  acid,  add  excess  of  acetyl 
chloride  and  a  few  lumps  of  zinc  chloride.  In 
the  presence  of  cholesterol,  the  solution  assumes 
a  reddish  colour,  and  has  a  greenish-yellow 
fluorescence,  the  colour  being  deepest  after  five 
minutes'  boiling.  This  reaction  will  detect  1  part 
of  cholesterol  in  80,000  (Tshugaieff,  J.  Soc.  Chem. 
Ind.  1900,  933).  Lifschutz  (Ber.  1908,  252) 
dissolves  a  few  milligrams  of  the  substance  in 
glacial  acetic  acid,  adds  a  few  particles  of  benzoyl 
peroxide  and  4  drops  of  cone,  sulphuric  acid.  If 
cholesterol  is  present,  a  blue  -  green  or  violet 
colour  is  produced,  changing  on  standing 
through  green  to  violet. 

Estimation. — Lewkowitsch  (J.  Soc.  Chem. 
Ind.  1897,  134)  estimates  cholesterol  by  obtain- 
ing its  saponification  value  and  its  iodine 
absorption  value  in  the  usual  way.  Ritter 
(Chem.  Zeit.  1901,  872)  heats  50  grams  of  the 
fat  on  the  water-bath  wth  100  c.c.  alcohol,  and 
when  boiling,  adds  a  hot  solution  of  8  grams  of 
sodium  in  160  c.c.  of  99  p.c.  alcohol.  The 
alcohol  is  evaporated  off  and  75  grams  of  salt 
added  and  sufficient  water  to  dissolve  the  con- 
tents of  the  basin.  Evaporate  to  dryness  and 
complete  in  an  oven  at  80°.  The  mass  is 
pulverised  and  extracted  in  a  Soxhlet  apparatus 
with  ether,  the  ether  extract  bring  transferred 
to  an  Erlenmeyer  flask.  The  extraction  flask 
is  washed  out  with  ether,  the  combined  extract 
and  washings  being  evaporated  to  dryness  and 
the  residue  dissolved  in  as  little  alcohol  as 
possible.  The  flask  is  gradually  filled  with 
water,  the  precipitate  being  filtered  ofl^  and  dried 
at  60°.  When  dry,  it  is  extracted  ^ith  ether, 
transferred  to  a  weighed  flask,  the  ether  evapo- 
rated ofl^,  the  residue  dried  at  100°-]  20°,  and 
weighed  (v.  also  Oii.s  and  Fats). 

Cholesterol  is  found  in  commerce  under  the 
nameoflanolin,andis  used  mainly  for  medicinal 


purposes,  and,  owing  to  the  ease  with  which  it 
is  absorbed  by  the  skin,  as  a  substitute  for  vase- 
line, or  lard,  in  the  composition  of  plasters,  oint- 
ments, and  salves.  It  has  also  been  employed 
in  the  manufacture  of  cosmetics  and  pomades, 
and  for  softening  leather.  Lanolin  is  obtained 
from  wool  oil,  which  contains  about  70  p.c.  of 
cholesterol  and  30  jj.c.  fatty  acids,  by  sajjonifica- 
tion  by  means  of  caustic  soda,  whereby  an 
emulsion  is  obtained  which  on  dilution  with 
water  gives  so-called  '  wool  milk.'  On  treat- 
ment in  a  centrifugal  machine,  impure  lanolin 
separates  out  as  a  cream,  and  may  be  precipi- 
tated by  lime.  The  purified  product  is  after- 
wards kneaded  with  about  30  p.c.  of  water,  in 
which  state  it  is  found  in  commerce. 

Anhydrous  lanolin  absorbs  about  100  p.c.  of 
water,  does  not  become  rancid,  and  is  anti- 
septic. 

CHOLESTROPHAN  v.  Paeabanic  acid. 

CHOLINE  C5H15NO2,  Hydroxyethyl-trimethyl- 
ammonium  hydroxide  CH2(OH)-CH2-N(CH3)30H, 
occurs  in  many  animal  and  vegetable  tissues. 
It  has  been  found  in  the  brain,  in  egg-yolk,  in 
putrefying  horse-flesh,  in  the  seeds  of  the  vetch 
(Vicia  saliva),  fenugreek  (Trigonella  foenum 
grcecum),  the  pea  (Pisum  sativum),  and  hemp 
(Cannabis  saliva) ;  in  seedlings  of  wheat,  barley, 
the  pea-nut,  lupines,  soy-beans,  and  cucumber ; 
and  in  the  cakes  left  in  the  extraction  of  cocoa- 
nut  oil,  palm  oU,  sesame  oil  and  cotton-seed  oil. 

In  addition  to  its  occurrence  as  the  free  base 
in  the  products  mentioned,  it  is  present  in  many 
animal  and  vegetable  substances  in  the  form  of 
lecithin  (q-v.).  Choline  may  be  obtained  from 
aqueous  extracts  of  plant  or  animal  tissues  by 
adding  lead  acetate,  filtering,  removing  the 
excess  of  lead  by  sulphuretted  hydrogen, 
evaporating  the  filtrate  to  dryness,  extracting 
with  alcohol,  and  precipitating  with  alcoholic 
mercuric  chloride  solution.  The  mercuric  double 
chloride  is  recrystaUised,  dissolved  in  warm 
water,  and  the  mercury  removed  by  sulphuretted 
hydrogen,  the  filtrate  is  then  evaporated  and 
the  hydrochlorides  left  are  treated  with  cold 
alcohol  in  which  the  choline  salt  dissolves, 
leaving  the  betaine  hydrochloride  (often  present 
with  the  choline)  undissolved  (Schulze,  Zeitsch. 
physiol.  Chem.  1909,  60,  155). 

Choline  can  be  synthesised  by  the  action  of 
trimethylamine  on  a  strong  solution  of  ethylene 
oxide  (Wurtz,  Annalen,  Suppl.  6,  201) : 
C,H40+H20-fN(CH3)3 

=CH2(OH)-CH.2-N(CH3)30H 

Choline  is  a  syrupy  liquid  with  a  strongly 
alkaline  reaction.  It  forms  a  crystalline  chloride 
which  is  readily  soluble  in  alcohol  and  gives 
crystalline  compounds  with  platinum  tetra- 
chloride or  gold  trichloride.  It  forms  a  precipi- 
tate with  potassium  triiodide  in  alkaline  solution. 

Choline  acts  as  a  poison,  and  to  its  presence 
in  cotton- seed  cake  the  injurious  effects  which 
this  food  has  upon  young  animah  and  especially 
upon  pigs,  are  probably  due.  The  typical  effect 
of  choline  upon  the  animal  body  is  a  lowering  of 
the  arterial  blood  pressure  (Mott  and  Halli- 
burton, Proc.  Physiol.  Soc.  1899,  9 ;  also 
Abderhaldcn  and  Miiller,  Med.  Klinik.  1910, 
No  22 ;  and  Mendel  and  Underbill,  Zentr. 
Physiol.  1910  24,  251)  '  H.  L 

CHONDRINo  A  substance  allied  to  and 
much  resembling  gelatin.    Obtained  by  boiling 
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cartilage  with  water.  When  dried  it  is  a  hard, 
horny  substance,  which  softens  to  a  jelly  in  cold 
water,  and  is  entirely  dissolved  by  boiling  water. 
It  is  precipitated  from  its  aqueous  solution  by 
nearly  all  acids,  in  excess  of  certain  of  which 
it  redissolves;  and  by  alum,  lead  acetate,  copper 
and  iron  sidphates,  and  mercuric  and  mercurous 
nitrates.  These  reactions  are  said  to  distinguish 
it  from  gelatin. 

By  Morochowiti,  chondrui  is  regarded  as  a 
mixture  of  gelatin,  mucin,  and  salts  {v.  Glue). 

CHROMATOMETERS  v.  t'oLOEiMETEES. 

CHROMAZONE  BLUE,  -RED  y  Azo-  coloue- 

ING  MATTERS. 

CHROME  BLACKS,  DEEP  BLACK, 
-BROWNS,  -FAST  BLACK,  -FAST  CYANINE, 
-FAST  YELLOWS,  -YELLOW,  -ORANGE, 
-PATENT  GREEN  z'.  Azo-  coloueing  matters. 

CHROME  VIOLET.  Syn.  Mauveine,  Per- 
kin'.'!  violet  {v.  AziNEs  and  coloueing  matters). 
The  term  is  also  apiilied  to  the  sodium  or 
ammonium  salt  of  aurintricarboxylic  acid  (r. 
Adkin.  and   Teiphenylmethane  colouring 

MATTEE3). 

CHROMITE    or    Chrome  -  iron  -  ore.  A 

member  of  the  spinel  group  of  mincraJs,  con- 
sisting essentially  of  ferrous  oxide  and  chromic 
oxide  FeO-CraO.,,  or  FeCr^O^,  analogous  to  the 
ahiminates.  The  ferrous  oxide  is,  liowever, 
often  parti}'  replaced  by  magnesia,  and  the 
chromic  oxide  by  alumina,  so  that  there  is  a 
passage  to  chrome-spinel  or  picotite  :  on  the 
other  hand,  witli  a  reijlacement  of  chromic  oxide 
by  ferric  oxide,  there  may  be  a  transition  to 
magnetite  (Fe-jO^  or  FeFejOj).  All  these 
minerals  are  cubic  in  crystallisation  and  belong 
to  the  same  isomori^hous  group — tlie  spinel 
grouiJ.  The  actual  amount  of  chromic  oxide 
varies  considerably,  as  shown  by  the  following 
analyses ;  the  orclinary  ore,  as  mined,  contains 
on  an  average  45  p.e.  Ct.X)^  : — 


I. 

AI2O3 

PeO 

MgO 

67-9 

32-] 

II. 

44-15 

22-41 

5-78 

11-76 

15-67 

III. 

59-20 

7-15 

n.d. 

25-02 

4-42 

IV. 

41-23 

24-58 

2-28 

16-99 

14-77 

V. 

56-54 

12-13 

18-01 

14-08 

I.  Calculated  for  reOr^O  4. 
II.  Franklin,  Macon  co.,  North  Carolina. 

III.  Price's  Creek,  Yaneey  co.,  North  Carolina  (J.  H. 

Pratt,  Amer.  J.  Sci.,  1899,  vii.  281).  Also 
SiOa  2-80,  MnO  0-69. 

IV.  Tampadel,  Lower  Silesia  (H.  Traube,  Zeits. 

Deutsch.  Geol.  Ges.  1894,  xlvi.  50). 
y.  Dim  Mountain,  New  Zealand. 
(Por  analyses  of  chromite  isolated  from  meteorites, 
see  W.  Tassin,  Proc.  U.S.  Nat.  Museum,  1908, 
x.xxiv.  685.) 

In  general  appearance,  chrome-iron -ore  is 
very  like  magnetite,  but  it  is  readily  distinguished 
from  this  by  the  dark-brown  colour  of  its  streak 
or  pon  der,  and  by  the  fact  that  it  is  only  .slightly, 
if  at  all,  magnetic.  Sp.gr.  about  4-5.  Crystals 
are  of  rare  occurrence,  the  mineral  being  usually 
found  as  grains  disseminated  in  basic  rocks  of 
igneous  origin,  especially  those  rich  in  olivine 
(viz.  the  peridotites).  Sometimes  these  grains 
are  segregated  into  nodular  masses  of  con- 
siderable size  and  with  a  granular  to  compact 
texture.  Rocks  of  this  Idnd,  -when  subjected  to 
weathering  processes,  ,  become  hydrated  and 
alterefi  into  serpentine,  and  for  this  reason  most 
of  the  workable  deposits  of  ehrome-iron-ore  are 
in  ser])entiiu- rocks.  With  the  denudation  and 
Vol.  II.— 2". 


breaking  down  of  these  rocks,  the  heavy  grains 
of  the  chemically  resisting  chromite  collect  in 
the  beds  of  streams  and  rivers  ;  and  some  of  the 
deposits  worked  in  the  Ural  Mountains  are  of 
this  nature. 

Chromite  is  the  only  commercial  source  of 
chromium  and  its  compounds.  It  is  used  for  the 
preparation  of  the  oxides  and  chromates  em- 
ployed as  pigments,  and  in  dyeing,  calico- 
jDrinting  and  tanning  ;  in  the  manufacture  of 
chrome-steel,  and  foj-  chrome-bricks  and  furnace 
linings.  It  is  mined  in  European  and  Asiatic 
Turkey,  Greece,  the  Ural  Mountains,  New 
Caledonia,  India,  Rhodesia,  and  Quebec  ;  and 
fortnerly,  to  a  considerable  extent,  at  Bare  HOls, 
near  Baltimore  in  Maryland,  and  ui  Lancaster 
CO.  in  Pennsylvania.  Quarries  were,  at  one 
time,  worked  on  Unst,  one  of  the  Shetland  Isles. 
The  world's  output  amounts  to  about  80,000 
tons  per  annum.  L.  J.  S. 

CHROMIUM.  (Fr.  Chrome;  Ger.  Chrom.) 
Symbol  Cr.  At.  wt.  52'0.  Chromium  occurs 
prhicipally  as  chrome-iron-orc,  or  diromite. 
Iq.v.).  As  sesquioxide  CrjOg,  it  is  found  in 
small  quantities  in  chro^ne  ochre,  generally 
mixed  with  c^lay  and  associated  with  chromite, 
in  France  and  Siberia.  As  lead  chromate  it 
occurs  in  crocoisite  and  malanchroite  PbCrOj, 
and  as  a  basic  lead  chromate  in  the  rare 
mineral  phcenicite  3PbO-2CrO;,.  It  is  usually 
present  in  the  form  of  chromite  in  meteorites,  but 
rarely  to  the  extent  of  more  than  1  p.c.  The 
greenish  colour  of  the  emerald,  verd-antique 
marble,  serpentine,  sapphire,  and  many  other 
minerals,  is  due  to  the  presence  of  chromium 
sesquioxide. 

Preparation. — Metallic  chromium  may  bo 
prepared  by  several  methods.  Devillo  jiro- 
duced  it  in  combination  with  a  small  quantity 
of  carbon,  in  ingots  weighing  as  mueli  as  100 
grams,  by  the  igrution  of  a  mixtui'c  of  chromium 
sesquioxide  and  sugar  in  a  lime  crucible,  at 
the  highest  temperature  of  a  blast  furnace. 

Wohler  (Annalen,  111,  230)  prepared  chro- 
mium by  fusing  a  mixture  of  the  violet  chromium 
sesquiehloride  w  ith  twice  its  weight  of  zinc  under 
a  layer  of  equal  parts  of  potassium  and  sodium 
chlorides.  The  mixture  of  zmo  and  chromium 
so  produced  was  treated  \vith  dilute  nitric  acid 
to  remove  the  zinc,  and  the  chromium  remained 
as  a  light-greenish  powder  consisting  of  minute 
octahedra  belonguig  to  the  quadratic  system 
(Bolley),  of  sp.gr.  6-81  according  to  Wolder,  7-3 
according  to  Bunsen. 

Chromium  may  be  prepared  by  the  electro- 
lysis of  its  salts,  but  the  purity  and  condition  of 
the  deposit  vary  greatly  vnih.  cuiTent  strength 
and  solution  concentration.  A  bright  dejiosit, 
capable  of  receiving  a  polish,  can  be  obtained 
by  the  use  of  a  hot  25  p.c.  acid  solution  of 
clrromic  chloride,  with  a  current  density  of 
about  40-50  amperes  per  square  foot.  As  in 
the  case  of  nickel,  the  deposits  have  a  strong 
tendency  to  peel  (Cowper  Coles,  Chem.  News, 
81,  16). 

It  is  most  easily  obtained  in  small  quantities 
by  heating  equivalent  parts  of  chromic  oxide 
{or  mixture  of  the  oxide  and  anliydi-idc)  ^^ith 
aluminium  po^^(ler.  When  started,  the  heat  of 
the  reaction  causes  it  to  continue  and  a  fused 
mass  of  chromium  of  a  high  degree  of  jiurity  is 
obtained  (Goldschmidt,  Annalen,  301,  19). 
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In  large  quantities  it  is  best  prepared  by 
heating  the  oxide  with  carbon  in  the  electric 
furnace.  The  crude  metal  thus  obtained  always 
contains  carbides,  of  which  two  definite  com- 
pounds appear  to  exist :  CraCa  and  Cr^C.  It 
may  be  refined  by  further  heating  in  the  electric 
furnace  on  a  bed  of  lime  mixed  with  chromic 
oxide.  The  refined  metal  crystallises  in  cubes 
or  octahedra  and  still  contains  about  1-5  p.c. 
carbon.  By  further  refining,  however,  with  a 
double  oxide  of  chromium  and  calcium,  the 
pure  metal  is  obtained  (Moissan,  The  Electric 
Furnace). 

Pure  chromium  is  a  steel-grey  metal,  slightly 
harder  than  glass  ;  the  carbides,  however,  are 
harder  than  quartz,  so  that  a  metal  with  between 
1  -5  and  3  p.c.  carbon  can  only  be  cut  and  poUshed 
by  diamond  dust.  Its  density  is  6-92,  and  it 
oxidises  superficially  in  moist  air ;  the  melting- 
point  is  probably  above  2000°.  The  pure 
finely  divided  metal  bums  rapidly  when  heated 
in  tlie  b]o\vpipe  flame,  and  a  pyrophoric  powder 
may  be  prepared  by  distillation  of  chromium 
amalgam  in  vacud  (v.  infra).  It  also  unites 
with  nitrogen  when  heated  in  nitrogen  or  am- 
monia, forming  a  very  staMe  nitride.  Crude 
chromium  does  not  burn  until  heated  to  above 
2000°.  It  combines  with  sulphur  vapour  at 
700°,  and  when  heated  to  redness  in  hydrogen 
chloride,  forms  chromous  chloride.  Electrolytic 
chromium  occludes  250  times  its  volume  of 
hydrogen.  Aqueous  hydrochloric  acid  acts  slowly 
on  the  metal,  but  the  action  is  accelerated  if 
the  chromium  is  made  the  anode  in  electrolytic 
hydrochloric  acid.  Heating  with  sulphuric  acid 
causes  evolution  of  sulphur  dioxide  ;  concen- 
trated nitric  acid  and  aqua  regia  have  no  action. 
As  in  the  case  of  iron,  active  and  passive  varieties 
of  chromium  exist ;  in  general,  the  metal  is 
rendered  passive  by  oxidising  solutions,  whUst 
hydrogen  ions  make  it  active.  In  the  electro- 
motive series,  the  active  chromium  immediately 
follows  zinc,  the  inactive  metal  is  near  platinum. 
The  cause  of  the  passive  state  is  usually  ascribed 
to  the  existence  of  a  superficial  film  of  oxide,  but 
this  view  has  been  disputed. 

Alloys.  Various  alloys  of  chromium  have  been 
prepared,  chiefly  by  means  of  the  electric  furnace, 
by  the  '  thermit '  method,  or  by  the  mixture  of 
the  molten  metals. 

Molten  zinc  dissolves  but  little  chromium  ; 
a  hard  and  brittle  alloy  has  been  obtained  in  the 
form  of  hexagonal  lamellae.  Aluminium  and 
chromium  mixtures,  containing  between  5  and 
55  p.c.  chromium,  separate  into  two  liquid 
layers,  and  probably  contain  a  compound, 
CrjAl.  The  alloys  wth  a  low  percentage  of 
chromium  arc  brittle,  one  containing  13  p.c. 
chromium  can  be  powdered  in  a  mortar. 

Alloys  with  antimony  are  brittle,  and  com- 
pounds represented  by  SbCr  and  SbjCr  are 
known.  Chromium  alloys  with  copper  with 
difficulty,  but  an  alloy  can  be  obtamed  by 
stirring  in  copper  oxide  into  a  molten  alloy  of 
aluminium  and  cliromium  (Moissan).  The 
hquid  metals  are  miscible  only  to  a  small 
extent. 

Cobalt  and  chromium  are  miscible  in  all  pro- 
portions, both  in  the  liquid  and  the  solid  states, 
and  yield  a  mixture  of  minimum  melting-point 
(1320°)  with  47  p.c.  C'r.  Homogeneous  alloys, 
contaiaing  above  30  p.c.  Cr,  when  cooled,  separate 


into  two  sets  of  crystals,  distinguishable  by 
electrolytic  etching. 

Nickel  chromium  alloys  with  less  than  90  p.c. 
nickel  are  non-magnetic. 

Silver  and  chromium,  although  partially 
miscible  in  the  liquid  state,  form  no  solid  solu- 
tion. Molten  cadmium  does  not  dissolve  anj' 
chromium.  Molten  mixtures  of  lead  and 
chromium,  containing  more  than  27  p.c.  lead, 
separate  into  this  mixtuie  and  pure  lead. 

Chromium  also  forms  silicides  and  borides  in 
the  electric  furnace  ;  of  the  former,  compounds 
represented  by  SiCrg,  SiCr„,  Si2Cr3,  and  SijCr, 
have  been  described.    They  are  very  hard — 
SiCr,  is  harder  than  corundum — and  are  not 
attacked  by  ordinary  acids,  though  attacked 
readily  by  hydrofluoric  acid  and  by  aqua  regia.  ' 
The  borides  Cr^B^  and  CrB  are  metaUic-looking 
1  crystaUine  solids,  not  attacked  even  by  a  mixture 
of  aqua  regia  and  hydrofluoric  acid.    The  com- 
pound CrB  is  stated  to  be  weakly  magnetic. 
The  phosphide  C'rP,  obtained  from  the  metal 
and  copper  phosphide,  forms  dull-grey  crystals, 
sp.gr.  5*7],  which  burn  in  oxygen,  forming  'j 
chromium  i)hosphate,  but  are  unattacked  by  j 
all  acids  except  a  mixture  of  hydrofluoric  acid  j 
and  aqua  regia.  \ 

By  electrolysis  of  a  strongly  acid  solution  of  !i 
chromic  chloride,  using  a  jjlatinum  anode  and  ij 
a  mercury  cathode,  an  amalgam  HgjCr  is  j 
obtained,  soft  and  brilliant,  and  altering  but  ( 
slightly  in  air.  By  pressure,  a  harder  amalgam  j 
HgCr  is  obtained,  which  alters  in  air  more  i 
rapidly.  By  distillation  in  vacud,  both  lose  \ 
mercury  and  yield  pyrophoric  chromium  (v.  \ 
supra).  An  amalgam  may  also  be  obtained  I 
by  the  action  of  sodium  amalgam  on  a  chro-  < 
mium  salt.  i 

With  iron  the  alloys  of  chromium  are  of 
great  interest.  The  presence  of  chromium  in 
iron  or  steel  produces  a  much  finer  texture, 
greater  hardness,  tenacity,  and  elasticity,  and 
greater  smoothness  of  fracture.  Chromium  can- 
not be  used  to  replace  carbon  in  steel,  as  has 
been  asserted  (Boussingault). 

When  crystalline,  the  tendency  of  these 
alloys  is  to  produce  needles  instead  of  plates, 
as  in  the  case  of  manganese.  Two  to  4  p.c. 
chromium  with  1-2  to  1-4  p.c.  carbon,  renders 
it  so  hard  that  it  is  bored  with  difiiculty,  and 
when  tempered  has  a  fracture  resembling  porce- 
lain. In  these  alloys  of  steel  and  chromium, 
the  hardness  is  probably  due  to  the  forma- 
tion of  a  definite  ferro-chrom-carbide  of  great 
hardness,  which  is  completely  miscible  with  its 
components.  All  alloys  containing  between  10 
and  90  p.c.  chromium  appear  to  consist  of  two 
structural  elements,  that  separating  primarily 
being  the  softer.  Chrome  -  steel  is  now  very 
largely  used  in  railway  work  for  the  manufacture 
of  tyres  and  springs.  It  also  possesses  great 
penetrating  power  and  penetrating  resistance,  and 
is  therefore  largely  used  for  the  manufacture  of 
armour  plates  and  armour-piercing  projectiles  ; 
[  the  addition  of  nickel  further  increases  its 
toughness  and  use  in  armour  plating.  Chrome 
steel  is  also  used  in  the  manufacture  of  special 
kinds  of  files.  The  alloy  is  usually  prepared  of 
the  requisite  composition  by  tlie  addition  of  a 
I  definite  amount  of  '  ferrochrome,'  containing 
from  40  to  85  p.c.  chromium  to  the  molten  stepl. 
j  The  '  ferrochrome  '  is  prepared  from  rich  chionie- 
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iron  ores  in  blast  furnaces  by  the  use  of  coke  and 
hot  high-pressure  blast. 

The  addition  of  chromium  decreases  the 
magnetic  properties,  but  all  alloys,  to  80  p.c. 
chromium,  are  magnetic.  A  carbide  of  chromivm 
and  tungsten  of  great  hardness  and  of  sjD.gr.  8-41, 
has  been  produced  in  the  electric  furnace,  and  to 
it  the  special  properties  of  chrome  tungsten  steels 
are  probably  due.  These  latter  (as  well  as 
chrome  molybdenum  steels),  containing  up  to  3  p.c. 
chromium  and  8  p.c.  tungsten,  are  used  for  the 
manufacture  of  machine  tools. 

Detection  of  Chromium.  When  heated 
strongly,  all  compounds  of  chromium  impart  a 
green  colour  to  a  borax  bead  in  both  the  reduc- 
ing and  oxidising  flames.  On  ignition  wth 
potassium  nitrate,  all  chi'omium  compounds  pro- 
duce a  yellow  colour,  due  to  the  presence  of 
potassium  chi-omate.  If  this  is  dissolved  Ln 
water,  the  addition  of  a  solution  of  lead  acetate 
produces  a  precipitate  of  chrome  yeUow,  A 
similar  oxidation  occurs  when  chromium  com- 
jjounds  are  fused  ^viih.  sodium  peroxide,  or  when 
solutions  of  chromium  salts  are  boOed  with 
sodium  peroxide. 

Solutions  of  chromic  salts  or  salts  of  ses- 
quioxide  of  chromium  have  an  acid  reaction. 
With  caustic  aUialis  they  produce  a  green  pre- 
cipitate of  hydrated  oxide  partially  soluble  in 
excess  of  the  reagent,  but  reprecipitated  on 
boUing  the  solution.  With  carbonates,  a  green 
precipitate  is  produced,  likewise  soluble  in 
excess. 

Chromates  (in  which  the  chromium  exists  as 
an  acid)  are  usually  strongly  coloured.  Soluble 
chromates  are  reduced,  when  warmed  with  sul- 
phuric acid  and  a  reducing  agent  such  as  alcohol, 
with  the  production  of  a  green  colour.  The 
chromium  is  then  present  as  a  base,  and  may 
be  precipitated,  as  akeady  mentioned.  When 
heated  with  hydrochloric  acid,  they  are  partially 
reduced,  with  e\'olution  of  chlorine  and  formation 
of  chromium  chloride  and  chloride  of  the  metal 
present  as  chromate,  together  with  the  forma- 
tion of  chromyl  chloride  CrOjCU. 

Solutions  of  chromates  containing  no  free 
acid  except  acetic  acid  give  a  yellow  jarecipitate 
with  a  salt  of  lead,  a  red  precipitate  with  silver 
nitrate,  and  a  yellow  precipitate  with  a  salt  of 
barium. 

Estimation. — When  present  as  a  base,  chro- 
mium is  usually  estimated  as  sesquioxide  Cr^Oj. 
For  this  purpose,  the  solution  is  heated  nearly  to 
boiling,  ammonia  solution  added  in  slight  excess, 
and  the  temperature  maintained  until  the  liquid  is 
perfectly  colourless,  indicating  that  the  hych'oxide, 
wliich  is  slightly  soluble  in  excess  of  ammonia, 
is  completely  precipitated.  The  precipitate  is 
well  washed  by  decantation  and  transferred  to 
a  filter,  washed  thoroughly  with  hot  water,  dried, 
and  ignited.  The  oxide  produced  contains  68-63 
p.c.  of  chromium.  The  precipitation  is  not  com- 
plete in  presence  of  organic  matter,  and  when  a 
glass  vessel  is  used,  the  jjrecipitate  always  con- 
tains a  small  percentage  of  silica.  Chromium, 
when  present  as  a  chromate,  cannot  be  estimated 
directly  by  that  method.  It  requires  to  bo  first 
reduced  to  a  base.  For  this  purpose,  hydro- 
chloric acid  and  a  smaU  quantity  of  alcohol  are 
added,  and  the  solution  heated  until  the  odour 
nf  alcohol  is  dispelled.  The  chromium  may  then 
be  precipitated  as  above.    For  the  direct  estima- 


I  tion  of  chromium  in  chi'omates,  the  preeijjitatiou 
with  lead  acetate  is  most  satisfactory.  The 
solution  is  mixed  with  sodium  acetate  and  acidi- 
fied strongly  with  acetic  acid.    A  solution  of 
normal  lead  acetate  is  then  added,  and  the  pre- 
cipitate of  PbCr04  is  collected  on  a  weighed 
filter,  washed,  dried   at   100°,   and  weighed. 
It  contains  16-19  p.c.  of  chromium,  or  31-06 
p.c.  of  chromic  anhydride  CrO,.    The  following 
scheme  may  bo  adopted  for  the  estimation  of 
chromium  in  chrome  iron  ore :  A  few  grams  of 
the  carefully  sampled  mineral  are  ground  m  an 
agate  mortar  and  passed  through  a  tine  muslin 
sieve.    The  dust  so  produced  is  further  ground 
in  small  portions  until  all  grittiness,  on  passing 
a  little  between  the  fingers,  has  disappeared  and 
the  ore  cakes  as  an  impalpable  powder  round  the 
pestle.    About  0-5  gram  of  the  powder  is  weighed 
into  a  platinum  crucible  of  about  50  c.c.  capacity, 
covered  with  twelve  times  its  weight  of  recently 
fused  hydrogen  potassium  sulphate  (j)otassium 
bisuljjhate),  and  gently  heated  to  just  fuse  the 
sulphate.    After  keeping  at  this  temperature  for 
15  or  20  minutes,  the  heat  is  gradually  increased 
until  the  crucible  bottom  becomes  red  hot.  The 
fused  mass  should  not  be  allowed  to  rise  above 
half-way  up  the  crucible.     The  mixture  soon 
fuses   quietly,   and  evolves   douse   fumes  of 
sulphuric  acid  ;  the  heat  is  gradually  mcreased 
to  bright  redness.    In  about  half  an  hour,  6  parts 
of  powdered  anhydrous  sodium  carbonate  are 
added  and  the  mixture  agam  fused  for  an  hour 
at  a  red  heat,  6  jJarts  of  nitre  being  added  in 
small  portions.    The  temperature  is  then  raised 
to  a  full  red  heat  for  about  20  minutes  ;  the 
crucible  cooled  and  transferred  to  a  porcelam 
basin  where  the  mass  is  boiled  out  with  water. 
The  solution  is  filtered,  and  the  residue  washed 
with  hot  water  until  the  filtrate  comes  through 
colourless.    The  filter  and  its  contents  are  dried, 
the  precipitate  detached  and  placed  with  that 
still  remaining  in  the  basin,  the  filter  paper 
burned,  and  the  ash  also  added.    To  ascertain 
if  the  fusion  has  been  satisfactory,  this  residue  is 
digested  wth  moderately  strong  hydrochloric 
acid,  when  the  whole  should  dissolve.    Any  in- 
soluble black  residue  indicates  either  imperfect 
grinding  or  insufficient  fusion.    It  must  be  col- 
lected on  a  filter,  di'ied,  and  the  whole  ignited  in 
a  crucible  and  treated  with  potassium  bisulphate, 
&c.,  as  in  the  first  mstance.     The  aqueous  ex- 
tract, after  fusion,  is  mixed  with  the  main  solu- 
tion.   To  the  liquid,  a  few  grams  of  ammonium 
nitrate  are  added,  and  the  \\'hole  evaporated  to 
ch-yness,  taken  u]3  with  water,  and  filtered  from 
the  alumina,  sUica,  &c.,  into  a  porcelain  basin. 
An  excess  of  sulphurous  acid  solution  is  then 
added,  and  the  solution  heated  until  that  gas  is 
nearly  expelled.    The  chromate,  having  thus 
become  reduced  to  chromium  sulphate,  a  slight 
excess  of  ammonia  is  added,  and  the  solution 
boiled  until  colourless.    The  precipitated  chro- 
mium hydioxide  is  washed  by  decantation  with 
hot  water,  transferred  to  the  filter,  and  washed 
with  hot  water  six  times.  The  use  of  the  suction 
pump  is  of  great  assistance  m  this  operation.  The 
precipitate  and  filter  are  then  dried,  transferred 
to  a  weighed  platmum  crucible,  and  heated 
gently  untd  the  paper  is  charred.    The  crucible 
lid  is  then  placed  at  the  edge  of  the  crucible  so 
that  the  flame  may  reverberate  into  the  crucible, 
and  the  whole  ignited  strongly  for  10  or  15 
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minutes.  The  weighed  precipitate  should  show 
no  yellowish  colour  on  treatment  \\dth  a  few 
tlrops  of  water  ;  if  such  a  colour  is  produced  it 
indicates  imperfect  washing  of  the  precipitate 
from  alkali  salts.  The  oxide  contains  68-63  p.c. 
of  chromium. 

The  oxidation  maj-  also  be  effected  by  means 
of  sodium  peroxide,  and  the  chromate  pro- 
duced, instead  of  being  reduced  to  chromic  oxide, 
may  be  estimated  as  chromic  acid  volumetricaUy. 
Fov  this,  various  methods  are  available,  e.g. :  (1) 
boiling  with  standard  arsenious  oxide  and  esti- 
matmg  the  excess  by  standard  iodme ;  (2) 
adding  potassium  iodide  and  titrating  iodine 
liberated  by  standard  thiosidphate  ;  (3)  adding 
standard  ferrous  ammonium  sidphate  solution 
and  titrating  excess  with  standard  potassium 
dichxomate. 

A  speedy  and  accurate  method  for  the  esti- 
mation of  chromium  in  ferrocliromo  or  chromite, 
is  the  following  :  1  part  of  the  ore  is  finely 
powdered,  as  described  above,  and  fused  with  a 
mixture  of  5  parts  of  sodium  peroxide  and  8  parts 
of  caustic  soda  in  a  silver  crucible.  The  aqueous 
extract  is  filtered  and  again  similarly  treated  ; 
three  or  four  such  fusions  are  necessary  to  dis- 
solve all  the  ore,  when  the  only  residue  is  a  little 
silver  extracted  from  the  crucible.  The  filtrate 
is  acidified  with  sulphuric  acid,  boUed  for  40 
minutes  and  diluted  to  a  laiown  volume.  An 
aliquot  part  is  then  titrated  with  potassium 
iodide  and  standard  sodium  thiosulphate. 

Chromates  may  also  be  readily  estimated  m 
acid  solution  by  hydrazme  sulphate,  whereby 
nitrogen  is  liberated,  100  c.c.  of  nitrogen  at 
N.T.P.  bemg  equivalent  to  0-59576  gram  Or. 

Compounds  of  Chbomujm. 

Chromium  forms  a  number  of  oxides ;  of 
these,  chromous  oxide  CrO,  and  chromic  oxide  or 
chromium  sesquioxide  CtoOj,  are  definite  basic 
oxides,  yielding  with  acids  salts  in  which  chro- 
mium is  present  as  a  divalent  or  trivalent  cation, 
forming  the  chromous  and  the  chromic  salts. 
Chromic  oxide  can  also  combine  with  bases  to 
form  salts,  the  chromites,  of  the  type  MGrOj,  in 
which  the  chromium  is  present  in  the  monovalent 
anion  CrO'a.  Chromic  anhydride  CrOj  is  an  acid 
anhydride  forming,  with  bases,  salts  of  the  type 
M2Cr04,  the  chromates,  or  MJJifi,,  the  di- 
chromate-s,  in  which  the  chromium  exists  as  the 
divalent  anion  CrO''^  or  CtjO",.  Other  oxides 
have  been  prepared  and  are  usually  regarded  as 
compounds  of  the  basic  and  acid  oxides,  e.g. 
Cifi^-CiO 3— chromic  chromate.  The  chromous 
salts  are  of  no  industrial  importance  at  present. 

Chromic  oxide.  Chromium  sesquioxide 
Cr^Oj.  This  compound  is  produced  by  the  oxi- 
dation of  metallic  chromium  and  by  ignition  of 
chromic  hydroxide,  chromic  anhydride,  and 
certain  chromates. 

Wohler  prepared  this  oxide  in  fine,  small 
rhombohedral  crystals  by  passing  the  vapour 
of  chromyl  dichloride  through  a  tube  heated  to 
redness.  The  crystals  are  isomorphous  v.-ith. 
corundum  and  of  equal  hardness  ;  their  sp.gr.  is 
5-21.  Crystalhne  chromic  oxide  is  also  obtahied 
when  a  mixture  of  potassium  dichromate  and 
sodium  chloride  is  heated  to  redness  (Ditte, 
Compt.  rend.  134,  336).  The  finest  coloured 
amorphous  chromium  oxide  is  produced  by  heat- 
ing mercurous  chromate  Hg2Cr04  in  a  covered 


crucible;  mercury  and  ox^'geu  escape,  and  the 
oxide  remains  as  a  green  powder.  For  the 
preparation  of  this  substance  on  the  large  scale, 
a  great  number  of  methods  are  recommended. 

BoU  a  solution  of  potassium  dichromate  with 
haK  its  weight  of  flowers  of  sulphur  so  long  as 
the  green  hydroxide  is  precipitated.  The  addi- 
tion of  a  httle  potash  solution,  by  forming 
potassium  sulphide,  accelerates  the  decomposi- 
tion. The  precipitate  is  filtered  from  the 
solution  containing  potassium  sulphate,  and 
washed.  The  sulphur  retained  in  the  precipitate 
may  be  removed  by  heefting.  Instead  of 
performing  the  reaction  in  the  wet  way,  the 
mixture  may  be  ignited  in  a  crucible,  and  the 
resultant  mass  digested  with  water  (Lassaigne, 
Ann.  Chim.  Phys.  [3]  14,  299).  Wi'.hler  (Pogg. 
Ann.  10,  46)  lieats  a  mixture  of  potassium 
dichromate  with  its  omi  weight  of  ammonium 
chloride  and  a  small  quantity  of  sodium  car- 
bonate, and  purifies  the  residue  by  washmg. 

According  to  Barian  (Rev.  Scient.  20,  425),  a 
very  pure  colour,  suitable  for  colouring  fine  por- 
celain, is  produced  by  igniting  in  a  crucible  a 
mixture  of  4  parts  of  potassium  chromate  and 
1  part  of  starch.  The  mass  is  washed  free  from 
potassium  carbonate  and  reignited. 

Chromic  sesquioxide  is  a  green  pigment  of 
great  permanence.  It  is  not  acted  upon  by 
chlorine  or  sulphur  gases  or  by  an  intense  heat. 
At  a  white  heat  it  melts,  and  crystaUises  on 
cooling. 

Hydrogen  and  carbon  monoxide  are  without 
action,  but  it  is  reduced  to  the  metallic  state  on 
heating  with  carbon  at  a  temperature  of  1185° 
or  higher. 

This  oxide  is  largely  used  under  the  names 
chrome  green  (mixtures  of  chrome  yellow  and 
Prussian  blue  are  also  frequently  called  c/iro?fte 
greens  and  must  not  be  confounded  with  the 
true  chrome  green),  and  ultramarine  green  for 
imparting  a  green  colour  to  glass,  porcelain,  &c., 
as  a  pigment,  in  oil  and  water  colours  and  in 
printing,  and  as  a  mordant  in  calico-printing  and 
dyeing.  Certain  hydrated  oxides  are  also  used 
under  various  names  ;  their  colours  are,  generally 
spealdng,  brighter  than  that  of  the  anhydrous 
oxide,  but  they  usually  contain  small  quan- 
tities of  other  substances  besides  the  oxide  and 
water. 

Guignet's  Green;  Pennettier's  Green;  Eme- 
rald Green;  Veridian  Cr203,2H,0.  This  pig- 
ment appears  to  be  identical  with  that  formerly 
manufactured  m  secret  by  Pennettier.  Accord- 
ing to  Guignet's  method,  3  parts  of  boric  acid 
and  1  part  of  potassium  dichromate  are  heated 
to  dull  redness  in  a  reverberatory  furnace.  The 
mass  swells  up,  evolves  oxygen,  and  becomes  of 
a  fine  green  colour  ;  it  contains  the  borates  of 
potassium  and  chromium,  or  a  double  borate  of 
those  two  metals.  It  is  boiled  %vith  water,  whereby 
the  borate  of  chromium  is  decomposed  into 
boric  acid  and  hydrated  chromium  sesquioxide, 
potassium  borate  also  remainmg  in  solution. 
The  precipitate  is  well  washed,  dried,  and  finely 
ground.  It  usually  contains  boric  acid  even 
after  thorough  washing.  The  washings  and 
mother  liquors  are  evaporated  for  the  recovery 
of  the  boric  acid. 

According  to  the  Chem.  Zeit.  9,  851,  the  pro- 
cess now  used  on  the  large  scale  is  as  follows : 
The  boric  acid  is  first  purified  by  solution  in  hot 
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water,  treated  with  animal  charcoal,  and  re- 
crystallised.  The  crystals  are  dried  in  a  centri- 
fugal machine.  The  motlier  liquor  may  be 
employed  three  or  four  times  for  recr^'stalUsation 
of  fresh  portions  of  acid,  but  becomes  then  too 
imf)uro  for  further  use.  Eight  parts  of  potas- 
sium dichromate  and  3  parts  of  purified  boric 
acid  are  ground  into  a  stiff  paste  with  water,  and 
the  mixture  in  charges  of  about  1  cwt.  is  heated 
to  dull  redness  for  about  4  hours  in  a  reverbera- 
tory  furnace.  The  fused  mass  is  throAMi  into 
water,  and  w^ashed  repeatedly  by  decantation  ; 
the  pigment  is  ground  while  wet,  again  washed, 
filtered,  and  dried.  The  first  two  washings  con- 
tain considerable  cjuantities  of  potassium  borate, 
which  is  recovered  by  evaporating  in  leaden 
pans,  adding  hj^drocliloric  acid  and  allomng  the 
boric  acid  formed  to  crystallise.  The  mother 
liquor  is  further  evaporated  and  crystallised. 
The  crystals  are  redissolved,  the  lead  (from  the 
pans)  25recipitated  by  hydrogen  sulphide,  and 
the  filtrate  recrystallised.  In  this  manner,  from 
70  to  75  p.c.  of  the  boric  acid  is  recovered. 

Guignet's  green  is  the  most  permanent  green 
pigment  known  ;  it  is  unacted  upon  by  light  or 
concentrated  boiluig  alkalis  ;  it  is  not  affected 
by  acids  in  the  cold,  but  hot  hydrochloric  acid 
slowly  dissolves  it.  When  heated  to  200° 
it  becomes  anhydrous.  It  is  a  fine  green  pig- 
ment largely  used  for  the  same  purposes  as  the 
ordinary  oxide.  It  may  be  used  in  place  of  the 
dangerous  arsenical  greens.  It  possesses  good 
covering  po\^er,  and  can  be  mixed  with  other 
pigments  without  alteration.  When  mixed  with 
lead  chromate,  it  is  emploj'ed  for  the  produc- 
tion of  a  pale-green  colour  in  landscape  paintmg. 

Other  chrome  greens  are  obtained  by  the  use 
of  sodium  phosphate.  These  always  contain 
some  phosphoric  acid.  They  are,  however,  not 
as  brilliant  as  the  oxide  chrome  greens.  Various 
methods  of  preparation  are  employed.  Arnaudon 
dissolves  ammonium  phosphate  'wath  slight 
excess  of  potassium  dichromate  in  a  little 
boiling  water,  evaporates  until  mass  solidifies 
on  cooling,  heats  at  80°  and  later  at  200°, 
washes  witli  hot  water,  dries  and  powders. 
Another  method  consists  in  boiling  a  solution 
of  10  lbs.  potassium  dichromate  with  18  lbs. 
sodium  phosphate,  adding  10  lbs.  sodium  thio- 
sulphate  and  a  little  hydrochloric  acid,  and 
boiling  until  precipitation  is  complete.  The 
precipitate  is  washed,  ground,  and  dried. 

According  to  Bong  (Ber.  29,  201),  a  blue  jiig- 
ment,  retaining  its  colour  at  high  temjieratures, 
suitable  for  colouring  porcelain,  &.c.,  is  produced 
by  igniting  strongly,  in  the  air,  an  intimate  mix- 
ture of  5  parts  boric  acid,  15  parts  alumina, 
20  parts  magnesium  carbonate,  and  2  parts 
barium  chromate. 

Chromic  chloride  or  CrCl,  or  CraCls.  The 
anhydrous  cldoride  is  obtained  by  heating  a  mix- 
ture of  carbon  and  chromium  sesquioxide  in  a 
current  of  chlorine.  It  forms  pale-violet  scales 
of  sp.gr.  3-03  ;  it  is  almost  insoluble  in  water, 
but  dissolves  readily,  being  transformed  to  the 
green  variety  {v.  infra),  if  only  a  minute  trace 
of  chromous  chloride  (1  in  20,000)  is  present. 
Chromic  chloride  may  be  prepared  in  solution  by 
dissolving  the  hydroxide  in  hydrochloric  acid. 
It  forms  two  isomorphous  hexahydrated  salts 
(CrCl3,6H20),  one  blue  and  the  other  green,  and 
also  a  tetrahydratc  and  a  decaliydrato.  The 


blue  hesahydrate,  when  dissolved  in  water, 
appiears  to  give  the  ions  Cr(0H.>)"'5  and  3C1',  all 
f  he  chlorine  being  precipitated  liy  silver  nitrate  ; 
the  green  salt,  however,  at  first  forms  tlie  ions 
I  Cr(OHo)iClj,2H,,0  and  CI',  only  J  its  chlorine 
being  immediately  precipitated  (Werner  and 
Gubser,  Ber.  1901,  34,  1579).  In  calico-printing, 
a  neutral  solution  of  chromic  chloride,  prepared 
from  potassium  dichromate,  is  frequently  used. 
The  following  method  is  recommended  by  De 
Karrur :  Dissolve  9  lbs.  of  potassium  dichromate 
in  5  gallons  of  boUing  water.  Prepare  also  a 
solution  of  9  to  11  lbs.  of  white  arsenic  in  24 
gallons  of  boiling  water,  and  mix,  with  constant 
stirring,  with  the  solution  of  dichromate.  A 
greenish  i^recipitate  of  chromic  hydroxide  soon 
separates  ;  it  is  cooled,  filtered,  and  washed  with 
boiling  water.  The  precipitate  is  added  in 
portions  to  a  solution  of  hydrochloric  acid 
(diluted  until  it  no  longer  fumes),  with  constant 
stirring,  until  a  portion  remains  undissolved.  A 
solution  of  soda  is  then  added  and  well  mixed, 
until  the  hydroxide  begins  to  precipitate.  The 
dark-green  solution,  being  thus  neutralised,  is 
evaporated  to  46°B.  and  is  ready  for  use.  A 
basic  chloride  CrCl(OH).,  is  also  employed  as  a 
mordant  for  silk  and  cotton. 

Chromic  fluoride  CrFj.IHjO.  This  product 
is  used  in  the  printing  and  dyeing  of  A\'oollen 
goods.  It  is  a  fine  crystalline  green  powder, 
very  soluble  in  water.  It  has  a  corroding  action 
on  glass,  and  is  therefore  best  kept  in  lead  or 
wooden  vessels.  It  may  be  used  as  a  mordant 
with  both  vegetable  and  animal  fabrics,  and  is 
often  employed  in  the  place  of  acetate  or  nitrate 
of  chromium  for  printing,  and  in  general  gives 
finer  results.  Alizarin  dyes,  coeruleia,  gallein, 
&e.,  and  logwood  extracts,  are  fixed  as  perfectly 
as  Avith  acetate  of  chromium.  One  advantage 
in  using  it  is  that  it  is  solid.  It  has  no  injurious 
effect  on  the  pile,  and  is  often  used  in  place  of 
chroraates  where  the  oxidising  action  of  these 
is  injurious,  especially  with,  wools.  Chromium 
ailicofluoridc,  prepared  by  dissolving  the  oxide 
in  hydrofluosilicic  acid,  has  also  been  used  in 
dyeing  and  jsrinting  in  jilace  of  the  fluoride,  and 
is  stated  to  give  better  results. 

Chromium  sulphates.  These  are  prepared  by 
the  dissolution  of  the  hydroxide  in  sulphuric 
acid.  It  yields  a  bluish-violet  solution,  which, 
on  boiling,  becomes  green.  The  experiments  of 
Recoura  have  sho\\'n  that  numbers  of  compounds 
of  different  constitution  exist  both  in  the  violet 
and  green  varieties,  but  they  are  not  of  com- 
mercial interest.  The  double  suli^hatcs  of 
chromium  and  potassium,  sodium  and  am- 
monium, are,  hoAvever,  of  importance.  These 
are  known  as  chrome  alums ;  they  crystallise  in 
fine  octahedral  crystals  containing  24  molecules 
of  water  isomorphous  with  those  of  ordinary 
alum,  and  of  corresponding  composition. 
Potassium  chrome  alum,  Chrome  alum 

Cr2(SOj3-K„S04,24H,0. 

This  substance  may  be  prepared  by  mixing  solu- 
tions of  chromic  sulphate  and  potassium  sulphato 
in  molecular  proportions,  or  more  conveniently 
by  the  reduction  of  potassium  dichromate  in 
sulphuric  acid  solution. 

The  best  method  is  to  add  5  parts  of  strong 
sulphm-ic  acid  to  a  srilution  of  3  iiarts  potassium 
dichromate  in  30  parts  of  water  with  the  addition. 
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of  a  reducing  agent,  preferably  a  current  of  sul- 
phur dioxide  : 

K,Cr.,0,+H2S04+3S02+24H,0 

=KoS04-Cr2(SO;)3,24HoO+H20. 

When  the  sulphur  dioxide  is  substituted  by 
other  reducing  agents,  such  as  alcohol,  a  larger 
quantity  of  sulphuric  acid  is  required. 

Chrome  alum  is  obtained  in  large  quantities 
as  a  by-product  from  the  oxidation  of  organic 
substances  by  a  mixture  of  potassium  dichro- 
mate  and  sulphuric  acid,  as  in  the  oxidation  of 
anthracene  to  alizarin,  in  the  manufacture  of 
aniline  violet,  &c. 

It  crystallises  in  fine  dark-purple  octahedra, 
especially  in  presence  of  excess  of  acid,  is  soluble 
in  7  parts  of  cold  water,  forming  a  reddish-blue 
solution,  which,  when  heated  to  about  70°,  be- 
comes green.  It  returns  to  its  original  colour 
after  standing  some  weelcs. 

When  heated  to  25''-30°,  the  crystals  lose 
half  tlieir  water  and  become  lilac-coloured ; 
at  100°  a  further  quantity  of  water  escapes  and 
the  crystals  turn  green  ;  at  350°  they  become 
anhydrous,  but  are  stiU  soluble  in  water ;  at  a 
temperature  slightly  above  350°  they  become 
greenish-yellow,  insoluble  in  water  (Lowe),  and 
only  slowly  soluble  in  acids.  The  green  salt  only 
contains  I  of  the  SO4  as  an  acid  ion,  and  is 
probably  a  sulphate  of  a  sulphochromyl  hy- 
droxide. For  these  compounds,  reference  should 
be  made  to  the  extensive  researches  of  Eecoura 
(Ann  Chim.  Phys.  [7],  4,  494). 

Chrome  alum  is  used  in  dyeing,  calico  print- 
ing, and  tanning. 

Sodium  chrome  alum  Na2S04-Cr2(S04)3,24H20 
corresponds  to  the  potassium  salt,  but  is  more 
soluble  in  water. 

Ammonium  chrome  alum 

(NH4)2S04-Cr,fS04)3,24H,0 
is  prepared  like  the  preceding  alums.    It  is  less 
soluble  in  water  than  potassium  chrome  alum. 
It  melts  at  100°. 

Chromium  chlorate  Cr2(C103)3  is  used  to 
some  extent  in  calico  printing  (Despierres  and 
others,  Dingl.  poly.  J.  228,  260-263),  and  for 
increasing  the  permanence  of  aniline  black.  It 
may  be  prepared  by  the  addition  of  a  solution  of 
potassium  chlorate  to  chrome  alum  or  by  the 
addition  of  barium  chlorate  to  a  solution  of 
chromium  sulphate,  the  barium  sulphate  being 
precipitated.  According  to  Lauber  and  Weinreb 
(Dingl.  poly.  J.  257,  290),  it  is  best  prepared  by 
the  following  process :  Dissolve  60  parts  of 
chrome  alum  in  80  parts  (by  weight)  of  hot 
water ;  add  20  parts  of  soda  dissolved  in  60 
parts  of  water,  and  wash  the  precipitated  hy- 
droxide. Redissolve  the  precipitate  in  10  parts 
of  cold  sulphuric  acid  of  66°B.,  filter  if  necessary 
and  add  22  parts  of  potassium  chlorate  dissolved 
in  50  parts  of  water.  The  solution  is  evapo- 
rated slightlj'  and  the  potassium  sulphate  crystal- 
lised out ;  the  more  soluble  chromium  chlorate 
remains  in  solution.  AVhen  heated  at  100°  it 
gives  off  quantities  of  chlorine  and  forms  a 
yellow-red  liquid  containing  chromic  acid  and 
other  compounds. 

Chromic  anhydride,  Chromic  acid  CrO,. 
This  important  oxide  is  best  prepared  by  the  de- 
composition of  a  chromate  by  sulphuric  acid. 
A  cold  saturated  solution  of  potassium  chromate 
is  added  to  from  1  to      parts  of  concentrated 


sulphuric  acid,  with  constant  stirring.  On  cool- 
ing, if  the  acid  used  be  strong  enough,  crimson 
crystals  of  chromic  anhydride  separate  ;  if  neces- 
sary, the  solution  is  evaporated  untU  the  crystals 
are  fornted  on  cooling.  The  liquid  is  poured  off 
and  the  crystals  drained  on  porous  tiles  or 
pressed  between  porous  plates.  They  may  be 
recrystalb'sed  by  dissolving  in  water  and  evapo- 
rating to  a  syrup.  The  excess  of  sulphuric  acid 
may  be  removed  by  the  cautious  addition  of 
barium  chromate  to  the  solution  of  the  crj'stals, 
or  the  crystals  may  be  gently  fused,  when  the 
heavier  oxide  sinks  to  the  bottom  of  the  vessel 
and  the  sulpliuric  acid  above  slo\^ly  evaporates. 
The  mother  Lquors  from  the  chromic  anh3'dride 
are  used  for  a  fresh  preparation  until  the  per- 
centage of  potassium  sulphate  becomes  excessive; 
they  are  then  precipitated  by  the  addition  of  lead 
acetate  with  the  production  of  a  light -coloured 
'chrome  yellow'  containing  much  lead  sulphate. 

According  to  Zettnow  (IPogg.  Ann.  143,  468), 
the  largest  yield  is  obtained  as  follows  :  300 
grams  of  potassium  dichromate  are  dissolved  in 
500  c.c.  of  water,  and  400  c.c.  of  strong  sulphuric 
acid  are  added.  The  mixture  is  allowed  to  stand 
for  10  or  12  hours,  the  solution  decanted  from 
the  deposited  crystals  of  potassium  sulphate,  and 
heated  to  80°  or  90°  ;  150  c.c.  of  sulphuric  acid 
are  then  added,  followed  by  sufficient  water  to 
redissolve  the  chromic  anhydride  at  first  de- 
posited, and  the  solution  evaporated  untO  the 
oxide  commences  to  crystallise.  The  mixture 
is  allowed  to  stand  for  12  hours,  decanted  from 
the  crystals,  and  evaporated  with  the  production 
of  a  second  and  third  crop  of  crystals.  The 
crystals  are  drained,  introduced  into  a  crucible, 
mixed  thoroughly  vfith.  50  c.c.  of  nitric  acid  of 
not  less  than  1-46  sp.gr.  (weaker  acid  would  dis- 
solve the  crystals)  and  drained  for  some  hours 
on  a  tile.  The  operation  is  repeated  if  necessary 
with  25  c.c.  of  nitric  acid.  Th9  whole  of  the 
sulphuric  acid  and  sulphate  having  been  thus 
removed,  the  crystals  are  heated  on  a  sand-bath 
and  the  nitric  acid  evaporated,  or  they  may  be 
heated  to  80°  in  a  current  of  air.  In  this  manner, 
Zettnow  obtained  from  85  to  90  p.c.  of  the 
theoretical  yield  of  pure  dry  chromic  anhydride. 
;  Duvilliers  (Compt.  rend.  75,  711)  prepares 
this  oxide  by  dissolving  100  parts  of  barium 
chromate  in  100  parts  of  water  and  140  parts  of 
nitric  acid  of  sp.gr.  1-38  (40°B.)  and  heating  the 
solution  until  it  becomes  red.  200  parts  of  water 
I  are  then  added,  and  the  whole  boiled  for  10 
1  minutes  ;  cooled,  and  the  barium  nitrate  allowed 
to  crystallise  out.  The  solutioi  is  decanted, 
evaporated  to  the  bulk  occupied  by  the  original 
i  amount  of  acid  used,  and  a  further  crop  of 
crystals  of  barium  nitrate  removed.  The  solu- 
1  tion,  which  contains  only  about  1  part  of  barium 
I  nitrate  for  200  parts  of  the  anhydride,  is  evapo- 
:  rated  nearly  to  dryness,  a  little  water  added,  and 
the  evaporation  repeated  until  all  the  nitric  acid 
is  driven  off.  The  anhydride  is  then  crystallised 
,  out  and  dried  as  usual. 

Barium  chromate  is  digested  for  some  time 
I  with  about  half  the  amount  of  dilute  sulphuric 
acid  required  for  complete  precipitation,  with  the 
production  of  chromic  anhydride  and  barium 
dichromate  and  precipitation  of  barium  sul- 
phate. Sufficient  sulphuric  acid  is  then  added 
to  just  precipitate  the  barium,  and  the  solution, 
which  only  contains   chromic   anhydride,  is 
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decanted  from  the  precipitate  and  tlie  solution 
evaporated  (Meissner).  According  to  C.  Watts, 
the  barium  chromate  is  best  treated  with  excess 
of  strong  nitric  acid,  the  precipitated  cliroulic 
oxide  filtered  through  asbestos,  and  the  nitric 
acid  chiven  off  by  heat. 

Chromic  anhydride  is  a  jjowerfully  acid  sub- 
stance crystaUising  in  scarlet  rhombic  jirismatic 
needles  of  sp.gr.  2-788  (Zettnow).  They  melt  at 
193°  without  decomposition,  and  the  melted 
mass  exhibits  supercooling  ;  at  higher  tempera- 
tures oxygen  is  evolved  together  with  red  vapours, 
probably  CVO,. 

When  heated  to  250°  they  decompose  into 
chromium  chromate  Cr03-Cro03  with  evolu- 
tion of  oxygen.  Above  that  temperature,  the 
whole  is  converted  into  chromium  sesquioxide. 
The  perfectly  dry  anhj'dride,  when  heated  to 
120°  in  vacuo,  slowly  volatOises  and  condenses 
in  red  needles  (Arctowski).  By  the  action  of 
light  on  a  solution  of  this  oxide,  oxygen  is 
evolved  and  chromium  chromate  precipitated 
as  a  browTi  jjowder. 

Chromic  anhydride  is  very  soluble  in  water. 
100  parts  of  water,  at  26°,  dissolve  62  parts 
of  the  oxide.  The  aqueous  solution  contains 
Cr.^OI,'  ions,  with  a  small  proportion  of  CrO^  ions. 
These  ions  are  capable  of  transformation  by  the 
action  of  acids  or  alkalis,  as  indicated  by  the 
equations  : 

(1)  Cr,0;'+2HO'^2CrO;+H,,0. 
(2)  2CrOy+2H^Cr.,0;'+H,0. 

It  dissolves  in  acetic  acid  or  ether  without 
decomposition  ;  is  almost  insoluble  in  sulphuric 
acid  of  T77  sjj.gr.,  but  dissolves  in  stronger  or 
weaker  acid  ;  is  insoluble  in  nitric  acid  of  sp.gr. 
1-46. 

Chromic  anhydride  is  a  powerful  oxidising 
agent.  Warm  anhytlrous  alcohol  inflames  when 
dropped  upon  it,  and  even  dry  ammonia  gas  is 
oxidised  with  production  of  water  and  nitrogen. 
Addition  of  oxalic  acid  is  said  to  increase  its 
oxidising  power.  The  solution  in  \\ater,  sul- 
phuric acid,  or  acetic  acid,  is  largely  used  as  an 
oxidising  agent  ui  organic  work.  In  most  of 
these  oxidations,  precautions  must  bo  taken  to 
moderate  the  velocity  of  the  reaction.  When 
acetic  acid  is  used  as  the  solvent,  the  sulistance 
to  be  oxidised  is  usually  dissolved  in  the  same 
solvent  and  the  oxidising  solution  slowly  added, 
the  temperature  being  kept  sufficiently  lo\\\  i.e. 
seldom  above  100°.  Chromic  acid,  as  an  oxidising 
agent,  has  the  advantage  that  the  close  of  the 
reaction  is  frequently  indicated  by  a  pure  green 
colour  in  place  of  the  brownish  colour. 

It  has  the  jiroi^erty  of  producing  a  per- 
manent yeUow  colour  with  sUk  or  wool,  but  not 
with  cotton.  The  chromium  in  such  material 
may  be  converted  into  lead  chromate  upon  the 
fibre  or  further  dyed  by  logwood,  &c.  Chromic 
anhydride  usually  contains  suljjhuric  acid  and 
sulphates  or  nitrates  ;  Moissan  found  24  i).c.  of 
sulphuric  acid  in  samples  of  the  commercial 
article. 

Chromates.  Chrome  iron  ore.  All  chromates 
are  prepared,  directly  or  indirectly,  by  the  action 
of  oxidising  agents  upon  chrome  iron  ore  or 
chromile  PeO-Cr^O^.  This  important  mineral  is 
found  m  a  large  number  of  localities,  principally 
in  Turkey,  Greece,  Asia  Minor,  Siberia,  and  New 
South  Wales.  Large  deposits  of  iron  ore  are  found 


in  New  Caledonia,  containing  sometimes  5  p.c.  of 
chromium  sesquioxide  in  a  form  soluble  in  acid, 
probably  as  chrome  ochre. 

Chromite  ))elougs  to  the  spuiel  group  of 
minerals.  It  is  isomorphous  M  ith  magnetic  iron 
ore  FeO-FcoOj,  and  may  be  considered  as  that 
substance  in  which  the  sesquioxide  of  iron  is 
replaced  by  sesquioxide  of  chromium.  A  portion  of 
the  chromium  is  usually  replaced  by  aluminium, 
and  some  of  the  iron  by  magnesium,  though  this  is 
sometimes  absent.  The  composition  of  chromite 
varies  extremely  ;  an  ore,  containing  50  p.c.  of 
the  sesquioxide,  is  of  very  good  quahty.  Of 
seven  samples  from  varying  localities  analysed 
by  Clouet,  the  chromium  sesquioxide  present 
averaged  44  p.c.    For  analyses  v.  Chromite. 

Chromite  is  black  or  broTOish-black,  and 
infusible  before  the  blowpipe.  It  will  scratch 
glass,  but  is  itself  scratched  by  a  good  steel  Imife. 

A  scheme  for  the  analysis  of  chromite  has 
been  givcti  under  the  estimation  of  chromium. 

Potassium  chromates.  Both  the  normal  and 
acid  cliromates  are  of  importance  in  the  arts. 
The  acid  or  dichromate,  containing  the  larger 
proportions  of  the  active  constituent  CrOg,  is 
generally  prepared  on  the  large  scale. 

A  great  number  of  processes  have  been 
adopted  for  the  treatment  of  chromite  for  this 
purpose  ;  they  all  depend  upon  the  oxidation  of 
the  chromium  sesquioxide  into  chromic  anhy- 
dride. 

The  ore  is  heated  to  redness  and  plunged 
into  cold  water  to  facilitate  the  jDowdering, 
stamped,  ground  in  a  mill,  and  finely  sifted. 

In  former  times,  the  ore  Avas  mixed  witii 
about  two-fifths  of  its  •\\eight  of  potassium 
nitrate  and  ignited  on  the  bed  of  a  reverberatory 
furnace,  the  oxygen  required  for  the  oxidation 
of  the  sesquioxide  into  the  anhydride  and  tho 
potassium  for  its  conversion  into  jjotassium 
chromate,  being  both  jMovided  by  the  nitrate. 
A  great  saving  was  introduced  by  the  substitu- 
tion of  atmospheric  oxygen  as  the  oxidising  agent 
in  place  of  the  nitre,  the  potassium  being  supplied 
by  potassium  carbonate  or,  as  proposed  by  Watt, 
by  potassium  sulphate.  The  latter  salt  is  largely 
used  where,  as  in  Russia,  the  demand  for  potas- 
sium sulphate  is  small,  and  hc^nce  this  salt,  pro- 
tluced  during  the  later  conversion  of  the  chromato 
to  dicliromate,  is  used  to  re2>lace  some  of  the 
potassium  carbonate.  Tho  mass,  however,  was 
very  liable  to  fuse  ami  the  heavy  particles  of 
chromate  to  sink  through  the  liquid  and  escape 
the  action  of  the  blast.  This  difficulty  was 
overcome  by  Stromeyer,  who  introduced  limo 
into  the  mijrture,  thus  rendering  tho  mass  porous 
and  non-fusible  and  much  increasing  the  rapidity 
and  completeness  of  the  action. 

TUghmann  (Patent  1847)  makes  use  of  fel- 
spar as  the  source  of  alkali.  For  this  purjjosc, 
1  part  of  chrome  ore  is  mixed  mth.  4  parts  of 
felspar  and  4  parts  of  lime  or  7  parts  of  chalk. 
The  mixture  is  heated  to  bright  redness,  but  not 
to  fusion,  in  a  reverberatory  furnace  for  about 
20  hours,  \vith  constant  stirring.  The  cluomate 
thus  produced  is  removed  as  described  later. 

The  ore  may  also  be  mixed  with  potassium 
chloride,  and  heated  to  whiteness  with  frequent 
stirring  while  a  current  of  superheated  steam  is 
passed  over  the  mass  ;  the  iron  is  stated  to  pass 
away  almost  entirely  as  chloride  (Swindells, 
Chem.  Gazz.  1851,  419). 
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Jacquelaiii  (Ann.  Chim.  Phys.  [3]  21,  478) 
prefeis  to  jirocluce  calcium  cliromato  in  the 
furnace  and  to  convert  it  sul)sequently  into  the 
required  chroniato  by  double  decoin])osition. 
He  thus  avoids  the  loss  of  all'Lali  always  ex- 
perienced in  tlie  ordinary  process.  The  ore  is 
finely  powdered,  preferably  levigated  and  dried 
before  use,  mixed  ultimately  wth  chalk  in  the 
required  proportions,  a7id  heated  to  bright  red- 
ness on  the  bed  of  a  roverberatory  furnace  for 
9  or  10  hours,  with  occasional  stirring  (at  least 
once  an  hour).  The  jiroduct  is  ground  in  a  mill, 
suspended  in  hot  water,  and  treated  with  sul- 
phuric acid  until  slightly  acid :  calcium  di- 
chromate  is  thus  produced.  A  little  chalk  is 
stirred  into  the  solution  to  precipitate  the  iron 
as  oxide,  and  a  solution  of  potassium  carbonate 
or  other  salt,  according  to  the  chromate  re- 
quired, is  added.  The  calcium  is  thus  precipi- 
tated as  carbonate  and  the  dichromate  required 
remains  in  solution.  The  solution  may  also  be 
used  directly  for  the  production  of  chrome 
yello^^",  &c. 

According  to  Booth's  method  (Pat.  1852, 
Dingl.  poly.  J.  131,  137),  the  ore  is  mixed  with 
one-fifth  of  its  weight  of  charcoal  or  coal  and 
ignited  in  a  reverberatory  furnace  like  that  used 
for  puddling  iron,  out  of  contact  with  the  air. 
The  product  is  thrown  into  vats,  and  the  reduced 
iron  dissolved  out  by  dilute  sulphuric  acid,  the 
residue  being  treated  in  the  usual  manner  for 
the  production  of  chromates.  The  weight  of  oil 
of  vitriol  used,  amounts  to  about  two-thirds  that 
of  the  ore.  It  is  stated  that  the  value  of  the 
ferrous  sulphate  obtained  repays  the  extra  labour 
involved. 

Atcherley  (Hoffman's  Ber.  u.  Entw.  Chem. 
Ind.  [1]  725)  gives  a  description  of  the  manu- 
facture of  potassium  dichromate  as  usually 
practised  on  the  large  scale,  of  which  the  follow- 
ing is  the  abstract : — 

The  ore  is  stamped,  ground  in  a  miU,  and 
passed  through  a  sieve  of  80  meshes  to  the  inch. 

Potash  lye  is  prepared  by  soaking  7  CAvts.  of 
burned  limestone  (containing  but  little  silica  and 
magnesia)  in  a  solution  of  2J  p.c.  of  potassium 
carbonate  free  from  chloride  (which  \vould  hinder 
the  cr3'staIlisation  of  the  product),  dried,  ignited, 
and  powdered. 

It  is  then  mixed  Avith  4J  cwts.  of  the  ore,  and 
s])read  in  a  layer  2  inches  deep  upon  the  pre- 
viously heated  bed  of  a  reverberatory  furnace, 
at  the  end  nearest  the  fire.  The  furnace  is 
about  9  feet  long  and  6  feet  broad.  The  heat 
is  maintained  at  bright  redness,  and  the  mixture 
turned  over  every  15  minutes  ;  in  about  2  hours 
it  is  gradually  pushed  towards  the  farther  end 
of  the  furnace,  and  its  place  supplied  hy  a  fresh 
charge.  The  operation  is  completed  in  about 
4  hours,  when  the  mass  is  greenish-yellow  and 
contains  chromates  of  potassium  and  calcium, 
lime,  potassium  silicate,  and  ferric  oxide.  It  is 
broken  into  coarse  powder  and  lixiviated  in 
wooden  pans,  placed  steplike  one  above  another, 
^\•ith  a  hot  solution  of  potassium  sulphate,  which 
converts  the  calcium  chromate  into  potassium 
chromate  with  j)recipitation  of  calcium  sulphate. 
The  liquid  is  allo\\ed  to  run  from  one  vat  to 
another,  until  at  last  a  saturated  solution  of 
))otassium  chromate  is  produced.  This  is  nm 
into  a  depositing  vat  lined  with  lead  and  treated 
with  sufficient  sulphuric  acid  and  \\ater  to  con- 


vert the  normal  salt  into  the  dichromate,  and  the 
solution  cooled. 

As  the  solution  of  normal  ehromatc  ^^'as 
sntu ratted  and  contained  altfiut  1  iiart  of  salt  in 
2  j)ai(s  of  solution,  the  (licliidiiiatc  solution 
formetl  is  .supersaturated,  that  salt  requiring 
nearly  five  times  as  much  water  for  solution  as 
the  normal  chromate  ;  about  three-quarters  of 
the  total  amount  in  solution  is  thus  deposited  on 
cooling.  The  crystals  are  redissolved  in  sufficient 
water  to  form  a  solution  of  1-120  sp.gr.  and 
crystallised  in  deep  iron  pans  at  a  temperature 
of  21°. 

The  production  of  chromates  is  said  to  be 
rendered  easier  by  the  addition  of  oxygen- 
carriers,  such  as  manganates  or  oxides  of  copper 
or  iron  (D.  R.  P.  163814).  A  method  de- 
pendent on  this,  in  which  ferric  oxide  obtained 
by  heating  pyrites  is  used,  is  the  following  : 
240  parts  chrome  iron  ore  of  50  p.c,  170  parts 
sodium  carbonate, and  150 partsferricoxide,  with, 
if  desired,  50  to  80  parts  lime,  are  intimately 
mixed,  roasted,  and  lixiviated.  The  residue 
contains  all  the  original  ferric  oxide  and  may  be 
used  over  again.  The  solution  is  concentrated 
and  treated  as  usual.  The  action  of  the  ferric 
oxide  is  regarded  as  due  to  the  production  of  an 
alkaline  ferrite  which  becomes  converted  to  the 
chromate  and  ferric  oxide  (J.  Soc.  Chem.  Ind. 
1895,  865). 

Chromates  are  also  produced  by  mixing 
finely  divided  chrome  iron  ore  with  alkaline 
carbonates  and  roasting  in  an  oxidising  atmo- 
sphere in  a  revolving  furnace  at  a  temperature 
sufficient  to  keep  the  mass  flu  id' (National  Electro- 
lytic Co.  New  York  ;  J.  Soc.  Chem.  Ind.  1908). 

Potassium  chromate  KjCrO^  is  prejmred,  as 
already  described,  from  chrome  ore.  It  may  be 
produced  by  adding  potassium  hj'droxide  to 
a  solution  of  the  dichromate.  It  crystallises 
in  anhydrous  yellow  rhombic  prisms  isomor- 
phous  \«th  those  of  potassium  sulphate,  sp.gr. 
2-71  (Kopp).  100  parts  of  water  dissolve  of 
potassium  chromate 

at  0°  30°  60°  105-8° 
64-57  65-13  74-6  88-8  parts, 
105-8°  being  the  boiling-jjoint  of  the  saturated 
solution.  The  solution  has  a  fine  yellow  colour 
of  great  tinctorial  power  ;  a  distinct  yellow  tinge 
is  imparted  by  1  part  in  400,000  parts  of  water. 
It  is  insoluble  in  alcohol  and  ether,  &m\  is  very 
poisonous,  producing  a  condition  resembling 
diabetes  when  administered  l)y  mouth  or  sub- 
cutaneously.  It  also  produces  slow-healing 
sores,  especially  among  workers  in  chromate 
factories.  For  these,  a  sodium  bisulphite  wash 
is  efficacious.  Such  workers  should  pay  atten- 
tion to  constant  \\  ashing  of  face,  nose,  and  hands, 
and  packers  are  advised  to  wear  respirators. 
I  When  heated,  it  reddens  and  fuses  without 
decomposition  ;  heated  with  reducing  agents, 
such  as  sulphur,  it  is  reduced  to  chromium 
sesquioxide.  The  addition  of  an  acid,  even 
carbonic  acid,  determines  the  decomposition 
into  potassium  dichromate,  as  is  indicated  in 
the  previous  equations,  and  it  is  evident  further 
that,  even  when  excess  of  acid  is  present,  the 
solution  still  contains  CrO','  ions.  The  equations 
also  indicate  that  a  solution  of  potassium  chi-(j- 
mate  possessc^s  an  alkaline  reaction 

2CrO:;  -f  H^O  %(ir.f)';  +  2H0'. 
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Owinp;  to  the  mucli  smaller  s(ilul)ilitv  of  the 
dichromatc  (4-()4  parts  at  0°),  when  the  ohromatc 
is  crystallised  some  dichromate  also  sejjarates. 

Potassium  chromal-o  is  not  largely  used,  the 
tlichromate,  on  accoiml.  of  its  greater  richnes.s 
ill  chromie  acid,  being  generally  preferred.  The 
general  uses  and  oxidising  properties,  however, 
described  under  ])otassium  dichromate,  also 
apply  to  the  normal  ehromate. 

Potassium  dichromate,  generally  known  as 
'  Bichi-omate,'  or  '  Bichrome,'  KoCi^O,.  This 
important  salt  is  prepared  in  large  quantities 
by  the  methods  already  described.  It  may  be 
made  electrolytically  by  the  use  of  a  solution  of 
potassium  hydroxide,  a  cathode  of  porous  copper 
oxide,  and  an  anode  of  ferroehrome  (60  jj.c), 
which  has  an  E.M.F.  of  2  volts:  ferric  oxiie  is  also 
formed  and  precipitated  (Lorenz,  Zeitsch.  anorg. 
Chem.  1896,  12,  396).  Considerably  over 
10,000  tons  are  annually  produced  in  Great 
Britain. 

It  crystallises  in  anhydrous,  fine,  red,  square 
tables,  derived  from  triclinic  prisms,  of  sp.gr. 
2-692,  and  of  intensely  metallic,  bitter  taste. 
They  melt  at  about  400°  (Tildon  and  Shen- 
stone),  and  resolidify  on  cooling  without  change. 
At  bright  redness,  decomposition  ensues,  and 
the  normal  ehromate  and  chromic  sesquioxide 
result.  Other  chromates  of  composition, 
KjCrjOin  and  K,Cr40i3,  appear  to  exist  in 
equilibrium  with  the  solution  with  certain  limits 
of  concentration. 

100  parts  of  water  dissolve  at  0°,  4-64  parts  ; 
at  30°,  18-13  parts;  at  60°,  45-44  parts;  and  at 
104-8°,  108-2  parts;  104-8°  being  the  boiling- 
point  of  the  saturated  solution  (Koi^jjel  and 
Blumenthal,  I.e.). 

Potassium  dichromate  is  used  in  the  jjrepara- 
tion  of  all  chrome  pigments  ;  of  '  discharge  '  for 
Turkey  red,  &c.  ;  for  the  production  of  a  large 
variety  of  colours  in  calico  printing  and  dyeing  ; 
in  the  manufacture  of  safety  matches,  &c.  In 
solution  with  sulphuric  acid,  it  is  used  as  a 
bleaching  agent  for  tallow,  palm  oil,  &c.  ;  in 
the  oxidation  of  anthracene  to  alizarin,  and  in 
the  manufacture  of  aniline  violet  and  in  many 
other  organic  oxidations.  It  is  also  used  for 
tanning  leather  {v.  Leather). 

When  mixed  A\ith  organic  substances  it  is 
reduced  on  exposure  to  light  ;  gelatin  under 
such  circumstances  is  rendered  insoluble. 
This  reaction  is  taken  advantage  of  in  the 
'  Carbon  '  process  of  photography.  The  gela- 
tine is  mixed  ^\^th  a  pigment  of  any  colour, 
and  the  paper  carrying  this  film  is  sensi- 
tised by  floating  on  a  solution  of  potassium 
dichromate.  On  exposure  under  a  negative,  the 
gelatine  in  those  portions  exposed  to  the  light 
becomes  insoluble,  and  retains  the  pigment, 
while  the  portions  protected  by  the  darker  jjarts 
of  the  negative  are  almost  unacted  upon,  and 
may  be  dissolved  in  warm  water.  In  this 
manner,  photographs  of  any  desired  colour,  and 
of  great  beauty  and  permanence,  may  be  pro- 
duced. Contact  of  the  chromated  gelatine  \vith 
the  reduced  silver  of  an  ordinary  bromide  print 
has  a  similar  effect,  and  bromide  photographs 
may  hence  be  copied  by  squeezing  mto  contact 
with  a  sentitised  pigmented  gelatme.  After  a 
few  minutes'  contact,  the  pigmented  paper  is 
developed  like  a  carbon  print.  The  bromide 
has  become  bleached  and  reduced  to  silver,  but 


can  be  i-edcvelopcd.  The  insoluble  gelatine  does 
not  absorb  water, but ;\  iil  take  oil,  which  may  be 
mixed  with  any  desired  pigment,  and  this  forms 
the  basis  of  the  oil  and  broinoil  processes.  Cuiu, 
inixe<l  with  tliehromate,  is  also  made  insoluble 
by  exposure  to  light,  and  this  is  made  use  of  in 
jihotograjshy  in  the  gam  dichromate  jsrocess  [v. 
Photogeaphy). 

Sodium  chromates.  The  normal  ehromate 
Na2CrO4,10H,O  and  the  dichromate  NajCVaO,, 
2Hj.O  are  prepared  by  methods  corresponding  to 
those  used  for  the  potassium  salts.  According  to 
Nic.  Walberg  (Dingl.  poly.  J.  259,  188),  they  are 
prepared  on  the  large  scale  as  follows  :  6  parts  of 
powdered  chrome  ore  (44  p.c.  Cr203)  are  mixed 
with  3  parts  soda  ash  (92  p.c.  NajCOj)  and 
3  parts  of  chalk,  and  heated  in  charges  of  1  ton 
in  a  reverberatory  furnace  for  8  hours.  The 
mass  is  lixiviated  to  produce  a  sohition  of  45°B., 
boiled  do\TO  to  52°B.,  and  allowed  to  crystallise 
in  leaden  pans.  The  crystals  are  first  dried  by 
a  centrifugal  machine,  and  finally  heated  to 
30°  in  a  drying  chamber,  Adhere  they  crundjc 
to  a  yellow  anhydrous  powder  containing  about 
96  p.c.  of  the  normal  ehromate. 

For  the  production  of  dichromate,  these 
crystals  are  dissolved  to  a  solution  of  40°B.  and 
treated  with  sufficient  chamber  acid  to  determine 
the  conversion  into  the  dichromate,  the  right 
point  being  found  by  potassium  iodide  and  starch 
jiaper.  Sufficient  neutral  sodium  ehromate  is 
then  added  to  bring  the  percentage  of  C'rOg  to 
about  72-5.  The  liquor  is  cooled  in  lead  tanks 
to  1°,  artificially  if  necessary,  and  the  sodium 
sulphate  crystallised  out.  The  liquor  is  drained 
off,  filtered  if  necessary,  and  evaporated  to  dry- 
ness in  an  iron  pot,  with  constant  -stirring.  The 
residue  is  powdered  A\hile  stUl  hot.  If  the 
amount  of  CrOj  be  allowed  to  exceed  72-5  p.c, 
the  product  is  tlamj:)  and  cannot  be  stored  in 
wooden  casks.  An  analysis  of  this  substance 
showed  CrOa,  72-3;  Na^O,  26-20;  SO3,  1-40. 

Normal  sodium  ehromate  forms  fine  large 
efflorescent  crystals  of  the  composition 

Na,,CrO4,10H2O, 
isomorphous  with  Glauber's  salt.  Unlike  potas- 
sium ehromate,  it  is  less  soluble  than  the 
dichromate ;  it  is,  however,  more  soluble  than 
]iotassium  ehromate,  100  parts  of  ^^•ater  at  30° 
dissolving  87-36  pai'ts  of  sodium  ehromate. 

Sodium  dichromate  Na2Cr.,0„2H2O  crystal- 
lises in  thin,  six-sided  prisms  with  bevelled 
edges  of  a  fine  hyacinth-red  colour,  and  is  very 
soluble  in  water,  100  parts  of  water  at  30°  dis- 
solving 197-6  f)arts  of  the  salt.  It  is  hence  more 
than  10  times  as  soluble  as  j)otassium  dichromate, 
which  frequently  makes  its  use  preferable  to 
that  of  the  potassium  salt. 

Ammonium  ehromate  and  dichromate  are 
prepared  by  mixing  in  proper  proportions  sohi- 
tions  of  ammonia  and  of  chromic  acid.  The  di- 
chromate, on  heating,  yields  nitrogen,  water,  and 
chromic  oxide,  and  forms  a  convenient  method 
for  the  preparation  of  nitrogen  free  from  argon. 

Lead  chromates.  The  neutral  lead  ehromate 
PbCr04  is  best  produced  by  the  action  of 
a  solution  of  lead  acetate  on  a  solution  oE  a 
ehromate.  Thus  produced,  it  is  of  a  fine  lemon- 
yellow  colour,  insoluble  m  water  and  dilute  acids. 
When  heated  at  250°,  it  becomes  a  reddish- 
bro\vn,  at  a  higher  temperature  it  fuses,  and 
I  thially  evolves  oxygen  with  the  formation  of 
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chromic  se.squioxide  and  a  basic  lead  chromate. 
On  account  of  this  evolution  of  oxygen  on  heat- 
ing, this  substance  is  frequently  used  in  organic 
analysis. 

Lead  chrouiate  is  soluble  in  cold  lime  water 
or  caustic  alkali,  but  is  unattacked  by  hot  lime 
water.  For  this  reason,  in  immersing  calico 
coloured  with  chrome  yellow  in  lime  water,  for 
the  production  of  an  orange  colour,  care  should 
be  taken  that  the  solution  is  hot. 

When  heated  v,  ith.  caustic  alkaU,  a  portion  of 
the  chromic  oxide  is  removed,  with  the  pro- 
duction of  a  basic  lead  chromate  of  colour 
varying  from  orange  to  vermilion. 

The  normal  chromate  is  largely  used  as  a 
pigment,  and  for  calico  printing,  and  is  the 
essential  constituent  of  various  chrome  pig- 
ments as  Chrome  yellow,  Paris  yelloio,  Leipsic 
yellow.  The  name  Cologne  yellow  was  originally 
given  to  chrome  yellow  containing  a  mixture  of 
lead  chromate  and  lead  sulphate,  but  the  latter 
compound  is  usually  present  in  pale  yellows 
kno\TO  commerciaUj'  as  '  pure  '  chrome  yellows. 

Chrome  yellows.  The  finest  chrome  yellow 
is  produced  by  precipitation  ;  the  lead  acetate 
used  should  not  be  basic,  or  the  product  will  be 
of  an  orange  colour ;  the  solution  should  be 
dilute,  and  the  lead  salt  should  be  in  excess  ;  the 
presence  of  excess  of  chromate  is  liable  to  '  turn  ' 
the  3'eUow — i.e.  to  produce  an  orange  tinge. 
The  substances  used  should  be  comparatively 
pure. 

For  the  lighter  yellows,  the  solution  of 
chromate  is  mixed  with  an  appropriate  quantity 
of  .«iulphuric  acid,  Glauber's  salts  or  alum 
(American  chrome  yellow),  before  precipitation  ; 
the  latter  yields  good  colours  but  considerable 
care  is  required  in  the  precipitation.  The  lead 
chromate  is  thus  precipitated,  together  with  any 
desired  amount  of  sulphate,  and  the  colour 
correspondingly  lowered.  For  cheaper  chromes, 
the  colour  is  toned  down  by  the  admixture  of 
kaolin,  barytes,  gypsum  or  whiting,  the  finely 
powdered  solid  being  ground  with  water  and 
well  mixed  ^^^th  water  in  the  tank  into  which 
the  precipitating  liquids  are  run  (vide  infra). 
Bouthron  Chatard  gives  the  composition  of 
ordinary  Cologne  yellow  as  CaSO^,  60  p.c. ; 
PbS04,  15  p.c. ;  PbCrO^,  25  p.c. 

Biot  and  Dehsse  first  precipitate  lead  sul- 
phate from  a  solution  of  the  acetate,  and  digest 
3  parts  of  the  washed  precipitate  with  1  part 
of  normal  potassium  chromate  dissolved  in  hot 
water.  The  chromate  is  thus  wholly  converted 
into  chrome  yellow,  mixed  or  peihaps  combined 
with  the  lead  sulphate,  and  a  '  Cologne  yellow  '  of 
good  colour  is  produced.  The  colour  is  said  to 
be  equal  to  that  obtained  ■si  hen  double  the  quan- 
tity of  chromate  has  been  used.  Its  covering 
power  is,  however,  stated  to  be  inferior  to  that 
of  the  precipitated  yellow. 

Liebig  uses  for  this  purpose  the  lead  sulphate 
obtained  in  dye  works,  &c.,  as  a  by-product. 
The  pigment,  on  account  of  the  basic  character 
of  the  sulphate,  is  of  an  orange  colour. 

Anthon  substitutes  lead  chloride  for  sul- 
phate, treating  100  parts  of  freshly  precipitated 
chloride  with  27  parts  of  dichromate. 

The  method  usually  adopted  for  production 
of  chrome  yellow  is  the  following :  The  two 
precipitating  solutions  are  placed  separately 
in  wooden  tanks,  and  heated  by  steam  pipes. 


The  solutions  are  either  filtered  or  allowed  to 
settle  in  the  tanks  and  dra^vn  off  from  above. 
They  are  run  together  into  the  precipitating 
tank,  which  contains  about  200  gallons.  The 
chrome  yellow  is  allowed  to  settle  and  the  clear 

^  liquid  clraAvn  ofl: ;  more  water  is  added,  the 
whole  thoroughly  stirred  and  the  process  is 
repeated  three  or  four  times.  The  pigment  is 
then  put  in  a  filter  press  and  dried  at  as  low  a 
temperature  as  possible. 

According  to  the  Textile  Coloiurist,  the  pre- 
paration of  chrome  yellow  is  as  follows  :  For 
the  preparation  of  the  lead  acetate,  foiu-  wooden 
tubs,  3  feet  in  diameter  and  1^  feet  high,  are 
arranged  one  above  another,  so  that  the  liquid 
may  pass  do^vnwards  from  one  to  the  other. 

\  They  are  filled  with  granulated  lead,  and  strong 
wood  vinegar  poured  on  the  uppermost ;  after 
remaining  there  for  a  few  minutes,  it  is  run  into 
the  second,  third,  and  fourth  for  an  equal  time. 
The  surface  of  the  lead  is  thus  thoroughly  acted 

I  upon,  and  becomes  heated  and  oxidised  by  the 
air.    The  vinegar  is  then  passed  through  a 

j  second  time,  remaining  in  each  tub  for  an  hour  ; 

j  on  leaving  the  fourth  tub,  a  saturated  solution  of 
acetate  is  produced. 

Bichrome  is  dissolved  in  10  or  12  parts  of 
water  in  steam-cased  copper  pans,  and  sufficient 
acetate  added  to  just  precipitate  the  chromate 

!  completely.    The  precipitate  is  settled,  washed 

[  by  decantation,  filtered,  and  dried  slowly  on 

[  boards.  The  filtration  should  be  performed  as 
rapidly  as  possible,  because  the  pigment  swells 
considerably  whOe  drying,  and  this  should  take 
place  on  the  boards. 

By  mixing  some  lead  chromate  with  the 
lead  acetate  solution,  a  dark  lemon  colour  is 
produced,  and  by  the  addition  of  caustic  potash 
to  the  precipitate,  a  much  redder  pigment  may 
be  obtained. 

The  chrome  yellows,  by  mixture  with 
Prussian  blue,  form  greens  knovra  as  '  Brunswick 

'  greens'  and  also  as  '  chrome  greens  '  (not  the 
true  chrome  green,  vide  supra).  These  are 
valuable  and  cheap  pigments,  but  not  as  stable 
as  the  corresponding  zinc  greens  (vide  infra). 

By  removal  of  some  of  the  acid  from  normal 
lead  chromate,  a  basic  lead  chromate  of  a  deep 

\  red  colour  is  obtained,  PbO-PbCrOj,  which  is 

I  the  base  of  a  number  of  chrome  reds.  Between 
these  and  the  various  yeUou  s  a  large  number  of 

'  shades  of  chrome  orange  may  be  obtained.  The 
chrome  reds  are  known  by  a  variety  of  names, 
e.g.  Austrian  cinnabar,  Persian  red,  Chinese  red, 
Victoria  red,  Derby  red,  American  vermilion,  &c. 

The  pigment  is  usually  prepared  by  boiling 
chrome  yellow  mth  caustic  alkali  or  by  boiling 
together  the  lead  salt,  potassium  dichromate, 

t  and  an  alkali.  One  such  method  is — 20  parts  of 
white  lead  are  mixed  into  a  fine  paste  with 

,  water,  10  parts  of  potassium  dichromate  and  3 
of  caustic  soda,  are  dissolved  in  a  little  water, 
added,  and  the  whole  boiled  until  the  desired 

I  colour  is  obtained.  It  is  then  washed  and 
dried. 

Runge  mixes  45  parts  of  litharge,  6  parts  of 
salt,  and  50  parts  of  water  ;  the  mass  becomes 
white,  and  swells  considerably  ;  more  water  is 
I  added  to  prevent  it  from  hardening.    In  three 
or  four  days,  the  whole  has  been  converted  into 
\  lead  oxychloride  ;  a  solution  of  15  parts  of  po- 
I  tassium  dichromate  is  then  poured  on,  and  the 
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mass  well  stirred  and  washetl.  A  correspoudiug 
process  is  used  with  carbonate  of  lead,  the  colour 
produced  being  preferable  to  that  when  eliloride, 
sulphate,  or  oxide  of  lead  are  used. 

For  the  production  of  a  fine  '  Persian  red,' 
Prinvolt  digests  25  parts  of  lead  carbonate  in  a 
cold  solution  of  10  parts  of  potassium  chromate 
for  2  days.  A  red  crystalline  precipitate  of  basic 
lead  chromate  is  thus  produced,  'whUe  potassium 
bicarbonate  remains  in  solution.  The  mixture 
is  boiled  for  half  an  hour,  thereby  a  portion  of 
the  red  precipitate  becomes  decomposed,  with 
the  formation  of  normal  lead  chromate  and  of 
]i(jtassium  chromate,  turning  a  violet-red  colour. 
I'his  is  filtered  off,  washed,  and  digested  with 
one  part  of  suliiliuric  acid  dissolved  in  100  parts 
of  water,  with  the  j^roduction  of  '  Persian  red.' 

For  the  jsroduction  of  a  fine  vermilion  pig- 
ment, Liebig  and  Wohler's  method  may  be  used. 
A  mixture  of  equal  parts  of  potassium  and 
sodium  nitrates  is  just  heated  to  fusion,  and 
chrome  yellow,  in  small  fragments,  is  dropped 
in  ;  ebullition  takes  place,  and  the  mass  becomes 
black.  The  heatmg  should  be  continued  until 
ebulhtion  ceases.  The  chrome  yellow  has  thus 
become  converted  mto  basic  lead  chromate 
and  potassium  chromate.  If  the  temperature 
used  be  too  high,  the  j^roduct  liecomes  browii 
and  is  spoiled.  The  supernatant  yellow  liquid 
is  poured  from  tlie  heavy  basic  lead  salt,  ■which 
is  then  weU  washed  in  ■v^ater.  The  washings 
should  be  p)oured  off  as  quickly  as  possible,  or 
the  action  is  liable  to  be  reversed  and  the  normal 
chromate  reproduced  in  part,  with  a  eorresj^ond- 
ing  reduction  of  colour. 

The  colour  of  the  varieties  of  chrome  red  is 
due  principally  to  the  size  of  the  crystals,  those 
pigments  of  which  the  crj'stals  are  largest  being 
of  the  most  intense  colour. 

For  the  production  of  chrome  orange,  the 
chrome  yellow  is  boiled  with  lime  or  alkali  (in 
smaller  quantity  than  that  used  for  production 
of  chrome  red),  mitil  the  shade  required  results. 
The  cheaper  chrome  orange  pigments,  as  in  the 
case  of  the  yellows,  contain  admixed  kaolin, 
gypsum,  &c. 

The  lead  chromates  all  possess  good  covering 
power  and  brightness  of  colour  ;  they  are  durable, 
but  blacken  under  the  action  of  sulphuretted 
hydrogen.  They  mix  well  with  other  pigments, 
but  should  not  be  used  with  sulphides. 

Calcium  chromate  CaCi04,4H,0  is  largely 
produced  in  the  manufacture  of  chromates  from 
chrome  iron  ore.  It  is  soluble  in  water  and 
alcohol.  It  becomes  anhydrous  at  200°,  and  is 
then  almost  insoluble  in  A\ater. 

Barium  chromate  BaCr04  is  a  canary-yel- 
low powdtr,  known  as  Yellow  iiliramarine  or 
Lemon  yelloio.  It  is  produced  by  the  addition  of 
a  chromate  to  a  solution  of  a  salt  of  barium. 

Barium  chromate  is  msoluble  in  water  and 
acetic  acid,  soluble  in  hydrochloric  and  nitric 
acids.  On  treatment  with  a  boiling  solution  of 
chromium  anhydride,  it  dissolves,  and  crystal- 
lises on  cooling  as  a  yellowish-red  powder,  con- 
sisting of  the  dicluromate  BaCr20„2H.,0. 

Both  barium  and  calcium  chromates  have 
been  employed  as  pigments,  but  are  now  little 
used  on  account  of  their  lack  of  brightness  and 
covering  power. 

Bismuth  chromates.  The  addition  of  potas- 
sium dichromate  to  a  neutral  solution  of  bismuth 


nitrate  gives  a  yeUow  flocculent  precipitate, 
3Bio03-2C!r03,  soluble  in  acids  (Luwe).  On 
lieatuig,  it  becomes  partlj'  decomposed  and  turns 
greenish.  From  an  acid  solution  of  bismuth 
nitrate,  the  precipitate  formed  consists  of 
Bi._03-2Cr03  (Lowe ;  Muir),  and  is  quite  in- 
soluble m  water.  Bismuth  chromate  is  used  as 
a  pigment  and  m  calico  printmg. 

Zinc  chromate,  Zinc  yellow,  or  Buttercup 
yellow  ZnCr04,  is  a  beautiful,  stable,  yelloA\- 
pigment,  jjroduced  by  the  addition  of  hot  neutral 
solution  of  zinc  sul^jhate  to  jJotassium  chromate, 
or  by  addmg  a  cream  of  zinc  oxide  hi  water  to  a 
boiling  solution  of  potassium  dichromate. 

Zinc  chromate  can  be  obtained  in  various 
tints  and  has  a  good  colour.  Though  not  equal 
to  chrome  yelloiv  in  covering  power  or  bodj',  it 
has  the  advantage  of  not  blackening  by  ex- 
posure to  sulphides.  It  is  largely  used  for 
mixing  with  Prussian  Hue  to  form  the  zinc 
greens,  which  are  more  stable  and  faster  to  light 
than  the  corresponding  chrome  greens. 

CHROMOCYANINES  v.  Osazine  coLOURma 

IVLA.TTEES. 

CHROMOMETERS  r.  C'oloeimbtees. 
CHROMOPHORES     and  CHROMOGENS. 

The  introduction  of  artificial  dyestufis  of 
known  constitution  in  the  latter  part  of  last 
century,  ch'ew  attention  to  the  question  \^hether 
any  relationship  could  be  found  connecting  the 
colour  of  organic  substances  with  their  mole- 
cular structure.  At  the  time,  little  information 
could  be  derived  from  a  study  of  the  natural 
dyestufis  in  general  use  {e.g.  indigo,  alizarin, 
cochineal,  &c.),  since  their  constitution  was 
unknown  :  the  study  of  synthetic  eompoiuids 
promised  results,  and  in  1876  an  attemjit  was 
made  by  Otto  Witt  (Ber.  9,  522)  to  correlate 
colour  and  constitution. 

These  early  endeavours  were  chiefly  directed 
to  finding  an  immediate  relationshij)  between 
structure  and  colour  rather  than  to  the  general 
question  of  absorption  spectra ;  in  recent  years 
a  different  standpoint  has  been  adopted,  and  in 
studying  absorjJtion  the  invisible  portion  of  the 
spectrum  has  been  taken  into  consideration. 

A  substance  is  coloured  on  account  of  an 
absorption  band  or  bands  being  produced  in  the 
visible  portion  of  the  spectrum,  and  physically 
there  is  only  a  diiierence  of  degree  as  to  whether 
the  absorption  is  of  radiant  energy  of  short 
wave-length  in  the  ultra-violet,  of  medium  wave- 
length in  the  visible  spectrum,  or  of  long  ^^■ave- 
length  in  the  infra-red.  That  a  substance  exerts 
selective  absorption  is  probably  due  to  its  mole- 
cules having  oscDlation  frequencies  which  corre- 
spond to  certain  wave-lengths  of  radiant  energy, 
the  energy  corresponding  to  such  wave-lengths 
being  absorbed  by  the  molecules. 

The  parent  hydi'ocarl)ons  (benzene,  naph- 
thalene, &e.)  from  which  the  artificial  dyestufis 
are  derived,  are  colourless  in  the  ordinarily 
accepted  sense,  but.  if  examined  ■with  regard  to 
radiant  energy  of  short  wave-length  (high- 
oscillation  frequency)  are  found  to  exhibit 
distinct  absorption  Imnds  in  the  ultra-violet 
spectrum  (Hartley  and  Hunthigton,  Phil.  Trans. 
1879,  170,  i.  257";  Hartley  and  Dobbie,  Cheni. 
Soc.  Trans.  1898,  73,  695;  Baly  and  CoUie, 
ibid.  1905,  87,  1332  ;  Hartley,  Proc.  Boy.  Soc. 
1908,  80a,  162).  The  hydrocarbons  giving  such 
selective  absorption  are,  in  general,  members 
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of  the  aromatic  scries,  or  at  any  rate  possess 
double  linkages  in  conjugated  positions.  By 
substitution,  it  is  possible  to  so  retard  the 
oscillation  Irequcncy  that  an  absorption  band 
(or  bands)  is  formed  entirely  or  partially  in  the 
visible  spectrum.  Thus,  colourless  benzene 
with  its  absorption  bands  entirely  in  the  ultra- 
violet, may  be  converted  into  pale  yellow  nitro- 
benzene or  into  red  azobenzene  by  introduction 
of  a  nitro  group,  or  by  linking  up  two  phenyls 
by  the  azo  grouising  -N  : 

Witt's  theory  started  with  facts  of  this 
character.  Benzene  is  a  colourless  substance, 
but  gives  coloured  derivatives  \\hen  one  (or 
more)  of  its  hydrogen  atoms  is  replaced  by  a 
group  knowi  as  a  chromophor.  In  general,  the 
substance,  though  coloured,  is  not  a  dyestuff ; 
in  Witt's  terminology  it  is  kno^^Tl  as  a  chromo- 
gen,  since,  by  the  introduction  of  salt-forming 
auxochromic  groups,  a  dyestuff  may  be  obtained. 

As  an  illustration,  consider  the  compounds 
derived  from  benzene  by  the  introduction  of  the 
nitro  and  hj'droxyl  groups.  Colourless  benzene 
gives  pale  yellow  nitrobenzene,  the  nitro  group 
conditions  the  colour  of  the  compound,  and  is 
hence  known  as  the  chromophor.  Since  phenol 
IS  colourless,  the  hydroxjd  group  is  not  looked 
on  as  a  chromophor,  but  it  has  auxochromic 
properties.  If  introduced  into  the  nitrobenzene 
molecule,  a  nitrophenol  is  produced  which  has 
distinct  dyeing  properties,  although  these  are 
wanting  in  the  chromogen  nitrobenzene. 
(Whilst  the  mononitrophenols  are  of  no  technical 
imijortance  as  colouring  matters,  trinitrophenol 
or  picric  acid  can  be  used  as  a  dyestuff. ) 

The  chief  auxochromes  are  hydioxyl,  the 
amino  and  the  mono  and  di-alkylamino 
groups.  Although  the  carboxyl  and  sulphonic 
groups  are  salt  forming,  they  have,  as  a  rule,  no 
auxoelu'omic  influence.  The  alkyloxy  groups 
liavo  a  certain  auxochromic  effect,  thus  nitro- 
c^uinol  dimethyl  ether  and  other  similar  com- 
pounds possess  a  yellow  colour  (Kauffmann, 
Ber.  1906,  39,  2722,  4237,  4243;  Die  Auxo- 
chrome,  Ahren's  Sammlung,  1907,  xii.). 

The  auxochromic  effect  of  alkyloxy  groups 
IS  generally  feeble,  and  an  ether  is  usually 
lighter  in  shade  than  the  coloured  parent 
jihenolic  substance. 

Acylation  produces  a  much  greater  lighten- 
ing effect  than  alkylation.  Although  amino- 
groups  have  a  pronounced  auxochromic  effect 
which  is  shared  by  the  mono-  and  di-alkylated 
derivatives,  acylation  of  an  amino  group,  as 
well  as  its  conversion  into  a  quaternary  am- 
monium salt  group,  inhibits  its  auxochromic 
action.  The  inhibition  of  the  auxochromic 
properties  of  hydroxyl  groups  by  acylation  may 
bo  illustrated  by  a  reference  to  fluorescein. 
Fluoran,  the  chromogen  of  fluorescein,  is  a 
colourless  compound,  the  introduction  of  two 
hydroxyl  groups  in  the  positions  sho^vn  gives 
the  brown  compound  fluorescein,  whilst  acetyla- 
tion  of  fluorescein  furnishes  a  colourless  diacetyl 
derivative. 

0  0 


HO 


Fluoran  (colourless). 


riuorescein  (brown). 


CH.COO 


OCOCH3 
HO', 


OH 


Diacetyl-fluorescein 
(colourless). 


CeH^- 


\C0 


Quinol-phthalem 
(colourless). 


The  examples  just  mentioned  show  that  the 
chromogen  may  itself  be  devoid  of  colour,  whilst 
comparison  of  fluorescein  with  quinol-phthaleiii 
shows  that  of  two  isomeric  compounds,  one 
may  be  coloured  and  the  other  colourless,  the 
position  of  the  auxochromic  groups  in  the 
molecule  having  a  decisive  influence  in  most 
cases. 

Chromophoric  properties  have  been  assigned 

to  : 

(a)  The  nitro  (-NOJ  and  nitroso  (-NO) 
groups. 

(6)  The  carbonyl  (  :  C  :  0)  and  allied  groups, 
e.g.  :  (J  :  S  and  :  C  :  N-. 

(c)  The  azo  group  (-N  :  N-)  and  the  nearly 
related  hydrazone  configuration,  :  C  :  N-NR-. 

(d)  The  heterocyclic  rings  contained  in 
polynuclear  dyestuffs.  ^ 

Whilst  the  chromophor  theory  has  had  its 
uses,  difficulties  are  encountered  which  necessi- 
tate the  modification  of  the  original  idea  that 
colour  is  developed  in  a  hydrocarbon  structure 
by  the  mere  introduction  of  a  chromophoric 
group,  the  case  of  the  hydroxyl  derivatives  of 
fluoran  quoted  above  affording  a  good  example. 
The  difficulty  is  further  increased  when  one 
takes  into  account  the  fact  that  coloured  hydro- 
carbons are  known.  Bisdiphenylene-ethyleno 
(Harpe  and  van  Dorp,  Ber.  1875,  8,  i049  ; 
Graelje,  ibid.  1892,  25,  314(5)  has  a  red  colour 
which  cannot  be  ascribed  to  linkage  of  the 
benzene  nuclei,  since  diphenyl  is  colourless. 
There  is  difficulty  in  ascribing  chromophoric 
properties  to  the  grouping  :  C  :  C  :  since  stilbeno 
and  tetraphenyl-ethyleno  (Behr,  Ber.  1870,  3, 
752,  and  others)  are  colourless  compounds. 

A  different  view  as  to  the  relationshi]) 
between  constitution  and  colour  is  due  to  H.  E. 
Armstrong  (Chem.  8oc.  Proc.  1888,  4,  27  ;  1892, 
8,  101,  103,  143,  189,  194;  cf.  Hartley,  ibid. 
1892,  8,  188;  and  R.  Nietzki,  Organische  Farb- 
stofl'e).  There  are  practically  no  exceptions  to 
the  rule  that  dyestuffs  easily  take  up  two  atoms 
of  hydrogen,  forming  the  so-called  leuco-  com- 
pounds, which  are  reoxidised  more  or  less 
reatlily  to  the  original  coloured  substances. 
The  relationship  of  colouring  matter  to  leuco- 
compound  bears  a  close  resemblance  to  the 
relationship  of  quinone,  a  coloined  compound, 
to  the  colourless  quinol. 


9 
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HC/\CH 
HC"  ^CH 
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Quinone. 


2H 
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OH 

a 

Quinol. 


'  Certain  non-metals  such  as  iodine  may  occa- 
sionally act  as  chromophors  (H.  lA'y,  Die  Bezieliungen 
zwischen  Farbe  und  Konstitution  bei  organ  Isclien 
Vcrbindungcn,  p.  20,  S.  Hirzel,  Leipzig,  1911). 
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qCeH.OH),  OH(CeH.,OH). 
Aurin.  Leucauriii. 
In  fact,  the  parallelism  is  .so  close  that  a 
temptation  arose  not  merely  to  recognise  all 
quinones  and  quinonoid  substances  as  coloured, 
but  to  class  all  organic  coloured  substances  as 
necessarily  quinonoid  in  structure.  In  certain 
cases,  e.g.  azobenzene,  this  led  to  strange  dis- 
tortion of  the  usually  accepted  formula;,  whilst 
such  compounds  as  hydroxyazobenzene  were 
witten  with  a  possibly  greater  show  of  reason 
and  probability  as  quinone-liydrazones.  Sub- 
stitution experiments  indicate,  however,  that 
hydroxy-  and  amino-azobenzene  and  other 
allied  comjjounds,  are  not  of  qinnone-hydrazone 
type,  although  the  salts  they  form  \vith  mineral 
acids  have  a  quinonoid  structure  (.sec  Farmer 
and  Hantzsch,  Ber.  1899,  32,  3089 ;  Arm- 
strong, Ghem.  Soc.  Proc.  1899,  15,  243  ;  Hewitt, 
Chem.  Soc.  Trans.  1900,  77,  99;  Hewitt  and 
Aston,  ihid.  712,  810  ;  Auwers,  Ber.  1900,  33, 
1302). 

Whilst  the  quinonoid  and  chromophor 
theories  have  their  limitations,  no  doubt  can 
exist  as  to  the  utility  of  both  these  ideas  in 
leading  to  the  preparation  of  new  dyestufis  as 
well  as  many  interesting  comxjounds,  amongst 
which  may  be  mentioned  the  coloured  tetra- 
phenylquinodimethane  (1 : 4-bisdiphenylmethyl- 
ene-A-'"-c?/ctohexadiene) 

(CsHsjoC  :  CeH,  :  C(CVH,), 
of  Thiele  and  Balhorn  (Ber.  1904,  37,  1463  ;  c/. 
Staudmger,  Ber.  1908,  41,  1355).  The  pro- 
duction of  coloured  carbonium  salts  by  the  action 
of  acids  on  oarbinols,  which  von  Baeyer  at  one 
time  attributed  to  the  presence  of  halogen  in  an 
ionisable  condition  (Ber.  1905,  38,  569),  is  now 
more  frequently  ascribed  to  the  assumption  of 
quinonoid  structure. 
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H-C-Cl 

Coloured  (Kelumann). 
(5ff  Norris  ami  Snuinlers,  Amer.  Chem.  J.  1901, 
25,  54  ;    F.  Kciirmann  and  F.  Wontzcl,  Ber. 
1901,  34,  3815  ;  Gomberg  and  Cone,  Ber.  1907, 


40,  1847  ;  1909,  42,  406  ;  Annalen,  1909,  370, 
145 ;  K.  A.  Hofmann,  Ber.  1909,  42,  4856 ; 
1910,  43,  183;  Flurscheim,  Chem.  Soc.  Trans. 
1910,  97,  91.) 

In  recent  j'ears,  considerable  attention  has 
been  paid  to  the  question  of  what  molecular 
structures  would  be  likely  to  correspond  to  more 
or  less  definite  periods  of  molecular  vibration, 
thus  causing  selective  absorption  ;  if  this  absorp- 
tion is  within  certain  limits  of  ^^'ave-length, 
visible  colour  wiU  bo  produced.  In  1900 
Hewitt  (Zeitsch.  physikal.  Chem.  34,  1)  put 
forward  the  view  that  symmetrical  compounds, 
capable  of  equal  tautomeric  displacements  iu 
either  of  two  directions,  should  be  those  to 
exhibit  the  phenomenon  of  fluorescence,  for  the 
molecule  would  swing  between  the  two  extreme 
positions  like  a  pendulum,  the  energy  absorbed 
of  one  wave-length  being  degraded  and  given 
out  with  slower  frequency.  This  idea  was 
supported  by  the  examination  of  a  number  of 
eases. 

In  1904  Baly  and  Desch  (Chem.  Soc.  Trans. 
85,  1029)  stated  that  in  the  case  of  tautomeric 
compounds  '  the  absorption  bands  arc  due  to 
the  oscillation  between  the  two  isomerides,'  and 
that  as  a  tautomeric  compound  altered  its  con- 
figuration, so  would  energy  of  fairly  definite 
wave-length  be  selectively  absorbed.  This  idea 
was  based  on  the  observation  that  whilst 
metallic  derivatives  of  ethyl  acetoacetate  show 
marked  selective  absorption,  the  alkyl  deriva- 
tives, ethyl  jS-ethoxycrotonate 

CH3-C(0C,HJ  :  CH-COOC.Hg 
and  ethyl  ethylacetoacetato 

CH3-CO-CH(C2H5)-COOC2H5 
exhibit  respectively  merely  general  absorption 
and  transparency  at  the  concentrations  and 
thicknesses  examined. 

Baly  and  Desch  (Chem.  Soc.  Trans.  1905, 
87,  768)  state  that  '  no  organic  substance  shows 
an  absorption  band  unless  a  possibility  of 
tautomcrism  exists  in  the  moleeide.  Secondly, 
this  tautomerism  need  not  lie  due  to  a  labilo 
atom,  but  may  be  of  the  same  order  as  that 
occurring  in  those  aromatic  substances  con- 
taming  the  true  benzenoid  structure.  Thirdly, 
in  all  cases  of  the  simpler  tautomeric  molecules, 
the  vibration  frequencies  of  the  absorption  bands 
are  very  nearly  the  same.  Fourtldy,  an  increase 
in  the  mass  of  the  molecule  causes  a  decrease  in 
the  oscillation  frequency  of  the  absorption  band.' 

At  a  later  date,  the  idea  of  tautomeric  change 
had  to  be  somewhat  extended  since  camphor- 
quinone  and  ethyl  ijyruvate,  compounds  in 
which  no  tautomerism,  in  the  ordinary  sense, 
can  be  detected,  also  show  selective  absorption. 
The  idea  was  suggested  that  in  the  case  of  such 
compounds,  rearrangement  of  Imkages  occurred 
which,  in  the  case  of  ethyl  pj'ruvate,  may  be 
represented  by  the  formulas 

CHj-C-C-OC.H^  and  CHj-C  :  C-OC,H,, 

0  0  6-6 

To  linkage  change  of  this  type,  the  term  Isorro- 
•pesis  was  applied  (Stewart  and  Baly,  Chem.  Soc. 
Trans.  1906,  89,  498). 

In  later  papers,  application  of  these  views 
was  made  to  the  case  of  the  nitrophenols,  the 
nitroanilines,  aiid  their  salts.  .  Armstrong 
pointed  out  that  whilst  practically  colourles.'! 
nitrophenol  is  probably  a  benzenoid  compound. 
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its  sodium  salt  may  have  a  quinonoid  structure; 
this  relationship  is  exhibited  by  the  formulae 

0 

OH  II 

I     II    and    11  II 

\/  \/ 
NO,  II 

0:N-ONa 

Study  of  the  absorption  spectra  of  the  nitro- 
jihenols  and  their  alkaline  derivatives  led  Baly, 
Edwards,  and  Stewart  (Chem.  Soc.  Trans.  1906, 
89,  514)  to  agree  with  this  view,  but  recently, 
Baly,  Tuck,  and  Marsden  have  abandoned  the 
hypothesis  of  quinonoid  transformation  on  salt 
formation  or  ionisation  taking  place  {Chem.  Soc. 
Trans.  1910,  97,  571,  1494).  Evidently  the 
structui'e  of  these  substances  must  eventually  be 
settled  by  chemical  methods,  whilst  the  isolation 
of  highly  coloiu'ed  labile  aci-  ethers  of  the  nitro- 
phenols  by  Hantzsch  and  Gorke  (Ber.  1906,  39. 
1073),  may  be  adduced  as  evidence  in  favour  of 
the  quinonoid  structure  of  the  metallic  salts. 

Hypotheses,  involving  oscillation  of  linkages, 
have  been  put  forward  by  other  authors  to 
explain  the  colour  of  certain  classes  of  com- 
pounds. Morgan  observed  colour  in  the  case 
of  certain  diazonium  salts  (Chem.  Soc.  Trans. 
1908,  93,  614  ;  1909,  95,  1319),  which  he  supposes 
is  conditioned  by  a  rhythmical  change  of  linkage 
in  the  molecule  which  can  be  represented  by  the 
f  oUowina  scheme  : — 


I  ^™  / 1 


licrK 


Von  Baeyer  (Annalen,  1907,  354,  164)  has 
suggested  that  the  intense  colour  of  the  tri- 
phenylmethane  dyestufEs  is  conditioned  by  an 
oscillation  of  the  quinonoid  linking  between  two 
benzene  nuclei,  the  parent  quinonoid  substance, 
f  uchsonimonium  chloride  C(CeH5).,(:C8H4:NH2Cl) 
not  being  a  dyestuff,  although  it  possesses  an 
orange  shade.  A  further  development  of  these 
ideas  is  due  to  A.  G.  Green  (J.  Soc.  Chem.  Ind. 
1909,  28,  638),  who  points  out  that  the  similar 
crimson-red  colour  given  by  aqueous  solutions 
of  the  sodium  salt  of  aurin  and  the  hydro- 
chloride of  rosanilme,  are  hardly  explicable, 
usuig  the  ordinary  formulae  for  these  com- 
Dounds. 

C,H,-OH 
NaOl    J        i  J=0 


I  !=NH,a 


NH. 


In  one  case,  the  salt  formation  occurs  with 
regard  to  the  non-quinono'id  nucleus;  in  the 
other  case  it  is  the  quinonoid  nucleus  that  has 
salt-formmg  i^roperties.  If,  however,  the  sodium 
and  chlorine  ion  m  the  two  cases  be  supposed  to 
be  oscillating  constantly  between  the  two  groups, 
the  distinction  disappears,  for  both  groups  may 
be  considered  as  engaged  in  the  salt  forma- 
tion. 

Meanwhile,  it  must  be  remembered  that  the 


M.W.182  Ked  crystals 
M.W.196  Yellow  oil 


exhibition  of  colour  is  not  confined  to  aromatic 
compoimds;  fulvene  and  its  alkyl  derivatives 
are  coloured,  as  are  also  the  fulgides  described 
by  Stobbe  In  the  latter  case,  it  may  be  men- 
tioned that  aromatic  derivatives  have  a  deeper 
shade  than  fulgides  in  which  only  alkyl  groups 
have  been  mtroduced. 

In  every  case  of  coloured  compounds,  the 
molecules  contain  not  merely  double  linkages, 
but  these  linkages  are  in  a  conjugate  position. 
Generally  speaking,  the  longer  the  chain  of 
conjugate  linkages,  the  slower  the  oscUlation 
frequency  of  the  molecule  :  this  was  pointed  out 
by  HeAvitt  and  Mitchell,  in  the  case  of  the 
p-nitroarylazophenols  (Chem.  Soc.  Trans.  1907, 
91,  1251). 

An  excellent  example  of  the  necessity  of 
conjugate  linkages  is  afforded  by  oj-azotoluene, 
described  by  Thiele  (Annalen,  1910,  376,  265). 
This  is  a  colourless  substance.  The  comxiarisou 
between  this  compound  and  azobenzene  and  the 
intermediate  compound  containing  the  phenyl 
and  benzyl  radicals  on  either  side  of  the  azo- 
group,  is  instructive,  for  the  deepest  colour  is 
shown  by  the  substance  possessing  the  lightest 
molecule. 

CgHj-CHj-N  :  N-CHjCgH^  M.W.210  Colourless  crystals 

In  this  case  one  is  considering  three  com- 
pounds, each  of  which  contains  the  chromophor 
.N :  N-  and  possesses  the  same  number  of  double 
linkages.  Here  decreasing  molecular  weight  is 
associated  with  increase  in  length  of  chain  of 
conjugated  double  linkages,  and  increasing  depth 
of  colour  is  the  result. 

An  attempt  to  explain  the  dependence  of 
oscUlation  frequency  on  length  of  conjugate 
chain,  from  a  mechanical  point  of  view,  has  been 
made  by  Hewitt  (1909,  VII.  Internat.  Cong,  of 
Appl.  Chem.).  The  mass  of  carbon  atoms  in 
such  a  chain  is  proportional  to  the  number  of 
double  linkages,  but  should  a  displacement  of 
linkages  occur,  the  restoring  force  wiU  not  be 
proportional  to  the  number  of  double  linkages, 
for  whilst  the  doubly  bound  carbon  atoms  move 
further  from  one  another,  those  connected  by 
single  linkages  approach.  Hence  the  ratio  of 
restoring  force  to  mass  displaced  wiU  decrease 
with  increasing  length  of  chain  and  the  oscilla- 
tion frequency  be  diminished  in  consequence. 

Selective  absorption  must  be  studied  in  con- 
junction vnth  other  optical  properties,  and 
reference  should  be  made  to  Lowry's  Studies  of 
Dynamic  Isomerism,  especially  to  four  papers 
in  conjunction  with  Desch  (Chem.  Soc.  Trans. 
1909,  95,  807,  1340  ;  1910,  97,  899,  905).  These 
deal  mth  an  extensive  investigation  of  camphor 
derivatives,  and  afford  useful  evidence  of  the 
connection  existing  between  conjugation  of 
double  linkages  and  selective  absorption  of 
radiant  energy. 

The  question  whether  chemical  combination 
is  effected  by  electronic  displacement  does  not 
come  within  the  scope  of  this  article ;  that  such 
a  conception  may  form  the  basis  of  a  theory 
of  selective  absorption  has  been  discussed  by 
J.  Stark  (Phys.  Zeitsch.  9,  85),  H.  KaufEmann 
{ibid.  9,  311)  and  H.  Ley  (op  cit.  pp.  68 
et  seq.).  J-  T.  H. 

CHROMOTROPES    v.     Azo-  colouring 

MATTERS. 


CHRYSENE. 
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CHRYSANILINE  Diamidophenylacridine 
C19HJ5ISI3,  is  obtained  as  a  by-product  in  the 
manufacture  of  rosaniline  by  the  arsenic  acid 
method,  and  was  isolated  by  Nicholson  (Dingl. 
poly.  J.  168,  133)  by  treating  the  residue  with 
steam,  whereby  chrysanilme  j)asses  into  solution 
and  can  be  precipitated  therefrom  by  addition 
of  nitric  acid.  It  was  further  exammed  by 
Hofmann  (Ber.  1869,  378),  who  prepared  its 
methyl-,  ethyl-,  and  phenyl-  derivatives.  Its 
composition  and  constitution  were  first  estab- 
lished by  Fischer  and  Kiirner  (Ber.  1884,  203  ; 
Annalen,  226,  175  ;  compare  also  Anschiitz, 
Ber.  1884,  433),  who  refer  its  formation  in  the 
rosaniline  melt  to  a  condensation  and  subse- 
quent oxidation  of  orthotoluidine  and  aniline, 
since  they  have  effected  its  synthesis  by  heating 
with  arsenic  acid  at  180°-200°  the  orthodipara- 
triaminotriphenylmethane  obtained  by  Renouf 
(Ber.  1883,  1304)  by  the  action  of  dehydratuig 
agents  on  a  mixture  of  orthonitrobenzaldehyde 
and  aniline  (v.  also  Ostrogovich  and  Silbermann, 
Chem.  Zentr.  1907,  i.  1195). 

Properties. — ChrysanUine  crystallises  with 
2  mols.  of  HjO  from  50  p.c.  alcohol  in  golden- 
yeUow  needles,  and  from  benzene  with  1  mol. 
of  benzene  of  crystallisation  in  golden-yeUow 
scales  ;  the  latter  melt,  when  placed  in  a  bath 
heated  at  150°-160°,  but  when  slowly  heated 
lose  the  associated  benzene,  and  melt,  lU^e  the 
former,  at  267°-270°.  It  is  insoluble  in  water, 
and  sparingly  soluble  in  alcohol.  On  oxidation 
with  chromic  acid,  it  yields  acridine  and 
when  diazotised  is  converted  into  phenyl- 
acridine  (m.p.  164°).  Tetrazo-  compounds  have 
been  prepared,  but  their  couple  products  with 
amines,  phenols,  &c.,  are  not  as  good  dyes  as 
those  obtained  from  chrysaniline  and  its  salts 
(TriUat  and  de  Raczkowski,  Compt.  rend.  114, 
1024).  Formaldehyde  reacts  with  chrysaniline, 
yielding  an  orange  dyestufi  similar  to  chrys- 
aniline in  its  tinctorial  properties  (T.  and  de 
R.  Compt.  rend.  116,  1382).  Chrysophenol 
CigHj^NjO,  a  yellow  dye,  is  obtained  when  it  is 
heated  at  160''-180°  with  concentrated  hydro 
chloric  acid,  and  crystallises  from  dilute  alcohol 
with  2  mols.  of  H2O  in  ruby-red  needles.  Chiys- 
anUine  forms  two  series  of  salts  ;  of  these,  the 
sparingly  soluble  nitrate  is  the  most  charac- 
teristic :  it  crystallises  in  ruby-red  needles,  and 
is  employed  under  various  names  as  a  valuable 
golden-yeUow  dye  for  silk,  wool,  and  leather  (v. 

ACBIDINE  DYESTUFFS). 

CHRYSAROBIN  C15H12O3  [Chrysoplianan- 
thranol  (Hesse,  J.  pr.  Chem.  1908,  77,  383)].  This 
substance  is  a  constituent,  to  the  extent  of  84 
p.c.  (Attfield),  of  araroba  or  Goai  powder,  the 
pith  of  a  tree  belonging  to  a  species  of  Gasalpina 
(Holmes,  Pharm.  J.  [3]  5,  801),  and  was  first 
extracted  therefrom  by  Attfield  {ibid.  [3]  5,  721), 
who  believed  it  to  be  chrysophanic  acid,  into 
which,  indeed,  it  is  readily  converted  on  oxidation 
(Liebermann  and  Seidler,  Annalen,  212,  36). 
Chrysarobin  is  extracted  from  Goa  powder  by 
hot  benzene,  and  when  crystallised  from  glacial 
acetic  acid  forms  small  yellow  laminae.  The 
constituents  of  commercial  chrysarobin  are 
chrysopJuinic  acid  (5  p.c.) ;  emodin  monomethyl 
ether  (2  p.c.) ;  the  antlwanol  of  chrysophanic 
(i.rid,  'chrysarobin'  (46  p.c),  m.p.  202°  (corr.) ; 
the  aniliranol  of  emodin  monomethyl  ether  (trace) ; 
monomethyl    ether    of  dehydroemodinanthranol 


C16H12O4  (18  p.c.) ;  ararobinol  CajHuOj  (4  p.c) ; 
and  an  inseparable  mixture  of  substances, 
together  with  amorphous  material  (about  25 
p.c.)  (Tutiu  and  Clewer,  Chem.  ISoc.  Trans. 
1912,  290;  cf.  Jowett  and  Potter,  ibid.,  1902, 
1575).  The  melting-points  of  specimens  of 
commercial  chrysarobin  vary  from  170°  to 
204°,  according  to  the  percentage  of  the  con- 
stituents present  (Hesse,  Annalen,  309,  32; 
and  Jowett  and  Potter,  I.e.).  It  can  be  re- 
peatedly crystallised  without  alteration,  but  is 
oxidised  to  chrysophanic  acid  when  au-  is  passed 

j  through  its  solution  in  aqueous  caustic  potash. 
On  acetylation  with  acetyl  chloride  or  acetic 
anhydride,  a  mixture  of  the  di-  and  tetra-acetates 
of  chrysarobin  is  obtained  (KnoU  and  Co., 

I  D.  R.  P.  105871  ;  Chem.  Zentr.  1900,  i.  524). 

I  Eurobin.  is  a  pharmaceutical  preparation,  con- 
sisting chiefly  of  the  diacetyl- derivative  (Hesse, 
Annalen,  309,  32).  It  is  distinguished  from 
chrysophanic  acid  by  dissolvuig  in  concentrated 
sulphuric  acid  with  a  yellow,  and  in  concen- 
trated aqueous  caustic  potash  with  a  dark- 
green  colour,  whilst  dilute  aqueous  potash  does 
not  dissolve  it ;  chrysophanic  acid,  on  the 
contrary,  yields  a  red  solution  with  concentrated 
sulphuric  acid  and  dilute  aqueous  potash  (Lie- 
bermann and  Seidler,  Ber.  11,  1603).  Another 
method  to  distinguish  chrysarobin  from  chryso- 
phanic acid  is  the  following  :  0-05  gram  of  the 
substance  is  mixed  with  0-2-0-3  gram  of  sodium 
peroxide  in  a  porcelain  capsule,  and  5  c.c.  of 
alcohol  are  added ;  after  5  minutes  15  c.c.  of 
water  are  added.  Under  these  conditions, 
chrysarobin  yields  a  wine-lees  colour,  not  de- 
stroyed by  dilution  with  water,  changing  to 
yellow  on  the  addition  of  acetic  acid.  Chryso- 
phanic acid  yields  a  cherry -red  colour,  becoming 
brighter  on  dilution  (Alvarez,  Ann.  Chim.  anal. 
1907,  9)  {v.  Aeaeoba  powdee). 

CHRYSATROPIC  ACID  v.  Lactones. 
CHRYSAZIN    V.    Alizaein    and  ai,lied 

COLOTJEING  BIATTEBS. 

CHRYSENE  C13H12  or  <^g«^4"^J^Jj  J: 

This  hydrocarbon  occurs  in  the  highest  boUmg 
portions  of  coal  tar,  and  in  the  tarry  products 
obtamed  in  the  dry  distillation  of  wood,  fats, 
and  oils  (Laurent,  Ann.  Chim.  Phys.  [2]  66,  136). 
Synthetically,  it  can  be  prepared  by  passing 
through  a  red-hot  tube  the  vapour  of  benzyl- 
naphthylmethane  (Graebe  and  Bungener,  Ber. 
12,  1078),  or  those  of  cumarone  and  naphthalene, 
which  condense  with  the  loss  of  a  molecule  of 
water  (Kraemer  and  SpUker,  ibid.  23,  84). 

Purification. — Chrysene  is  extracted  from  the 
mixture  of  solid  hydrocarbons  consisting  chiefly 
of  pyrene  and  chrysene,  which  boU  at  a  higher 
temperature  than  anthracene,  and  constitute  the 
last  portions  of  the  distillate  from  coal  tar,  by 
repeated  digestion  with  carbon  disulphide  in  the 
cold.  This  treatment  removes  all  the  hydro- 
!  carbons  in  the  mixture  except  chrysene 
i  (present  to  the  extent  of  18-19  p.c.),  and  this 
is  further  purified  by  crystallisation  from  coal 
oil  (b.p.  150°),  from  which  it  separates  in 
golden-yellow  scales.  The  yeUow  colour-,  due 
to  an  impurity,  cannot  be  removed  by  repeated 
crystallisation,  but  is  destroyed  by  boiling  with 
alcohol  and  a  small  quantity  of  nitric  acid  (Lie- 
bermann, Annalen,  158,  299). 
I      A  second  method  for  obtaining  chrysene 
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from  crude  greenish-yellow  anthracene  (m.p. 
207°-208°)  has  been  described  by  Schmidt  (J. 
pr.  Chem.  [2]  9,  250,  270).  Eor  this  purpose, 
40-50  grams  of  the  anthracene  are  dissolved  in 
5  litres  of  strong  (95  p.c.)  alcohol,  and  the  solu- 
tion, after  filtration,  is  boiled  with  30  grams 
of  nitric  acid  (sp.gr.  14)  in  a  reflux  apparatus 
for  some  time.  On  cooling,  red  needles  of  a 
sparingly  soluble  compound  of  chrysene  and 
dinitroanthraquinone  Ci^8Hi2,C,4Hj(N02)202 
separate,  which,  when  treated  with  tin  and 
hydrochloric  acid,  decompose  into  chrysene  and 
reduction  compounds  of  dinitroanthraquinone. 
The  hydrocarbon  is  then  obtained  pure  and 
colourless  by  crystallisation  from  benzene. 

Properties. — Chrysene  crystallises  in  scales, 
or  in  well-defined,  colourless  rhombic  plates, 
melts  at  250°  and  boils  at  448°  (Schweitzer, 
Annalen,  1891,  193).  It  is  a  sparingly  soluble 
substance  ;  for  example,  100  parts  of  absolute 
alcohol  dissolve  0-097  part  at  16°,  and  0-17  part 
at  18°,  and  100  parts  of  toluene  dissolve  0-24 
part  at  18°,  and  5-39  parts  at  100°  (y.  Bechi, 
Ber.  12,  1978),  whilst  ether,  carbon  disulphide, 
benzene,  and  acetic  acid  dissolve  it  only  to  a 
slight  extent  at  the  ordinary  temperature,  but 
more  readily  on  boiling.  The  solutions,  lilce  the 
pure  hydrocarbon,  show  a  deep  reddish-violet 
fluorescence.  On  addmg  chrysene  to  a  solution 
of  formaldehyde  and  suljihuric  acid,  a  reddish- 
violet  colour  is  produced  ;  this  is  destroyed  by 
the  addition  of  water  (Ditz,  Chem.  Zeit.  31,  445). 
The  absorption  spectrum  of  chrysene  has  been 
studied  by  Baly  and  Tuck  (Chem.  Soc.  Trans. 
1902,  14).  Chrysene  combines  with  dinitro- 
anthraquinone and  with  picric  acid  (trinitro- 
phenol)  to  form  characteristic  compounds  ;  the 
picrate  C,  8H,2,CjH2(N02)30H,  obtained  by 
adding  chrysene  to  picric  acid  in  benzene  solu- 
tion, crystallises  in  long  red  needles,  and  is 
decomposed  by  alcohol  (Liebermann,  Schmidt). 
When  heated  with  concentrated  sulphuric  acid, 
chrysene  yields  a  sulphonic  acid,  and  when 
treated  with  nitric  acid,  under  varying  con- 
ditions, yields  mono,  di,  and  tetra  nitro 
derivatives  {ibid.),  whilst  chlorine  and  bromine 
convert  it  into  substitution-derivatives  (Schmidt). 
Aminochrysene  is  obtained  by  the  reduction  of 
nitrochrysene  with  phosphorus  and  hydriodic 
acid  (Abegg,  Ber.  1893,  792),  or  with  tin  and 
hydrochloric  acid  (Bamberger  and  Burgdorf, 
ibid.  1893,  1006).  On  oxidation  with  chromic 
acid  in  acetic  acid  solution,  chrysene  is  converted 
into  chrywquinone  C,  sHmOa,  which  crystallises 
in  yellowish-red  needles,  melts  at  235°,  yields 
azines  on  treatment  with  ortho-diamines  (Lie- 
bermann and  Witt,  ibid.  20,  2242),  and  is 
characterised  by  dissolving  in  concentrated 
sulphuric  acid  with  a  blue  colour. 

CHRYSEOLIN  v.  Azo-  coloueing  matters. 

CHRYSIN.  l:3-dioxyflavone  C^HioO^,  is 
obtained  from  poplar  buds  (Piccard,  Ber.  1874, 
88 ;  and  Darier,  ibid.  1894,  21).  It  has  been 
synthesLsed  by  treating  pldoracetophenone  with 
ethyl  benzoate  in  the  presence  of  sodium, 
when  2:4:  6-trimethoxyljenzoylacetophenone  is 
formed ;  on  boiling  with  hydriodic  acid,  the 
methyl-  groups  are  eliminated,  condensation 
takes  place  with  the  production  of  1  :  3-dioxy- 
llavones  (Emilewicz,  Kostanecki  and  Tambor, 
ibid.  1899,  2448  :  1904,  3167).  It  is  a  yellow 
crystalline  solid,  mtlting  at  275°.    By  heating 


it  on  the  water-bath  with  methyl  iodide  and 
potassium  methoxide,  tectochrysin,  which  also 
occurs  in  poplar  buds,  is  formed  (Emilewicz, 
Kostanecki  and  Tambor,  I.e.).  Chrysin  is  a 
member  of  the  quercitin  series  (Perkin,  Chem. 
Soc. Trans.  1896, 1443),  and  dyes  cloth  mordanted 
with  aluminium  a  pure  yellow  ;  with  chromium, 
an  orange-yellow  ;  and  with  iron,  a  pale  choco- 
late (Perkin.  ibid.  1897,  818). 

CHRYSOBERYL,    Glucinum    almninate  (v. 

Al-UMINIUM). 

CHRYSOCOLLA.     The   Greek    name  for 
1  borax.     Now  applied   to   copper  silicate  [v. 
Copper). 

CHRYSOGEN.  An  orange-coloured  sub- 
stance, containing  more  than  94  p.c.  of  carbon, 
and  said  to  be  a  hydrocarbon,  discovered  by 

I  Fritzsche  (Zeitsch.  Chem.  1866,  139)  in  crude 
anthracene.    It   is   sparingly   soluble   in  the 

1  ordinary  organic  solvents.  In  sunlight,  its 
solutions  become  rapidly  bleached,  and  yield  a 
colourless  crystalline  compound  which,  on  fusion, 
becomes  orange-yellow. 

;  CHRYSOIDINES  v.  Azo-  coloiteing  mattees. 
CHRYSOiN  V.  Azo-  coloueing  mattees. 
CHRYSONAPHTHAZINE  v.  Azines. 
CHRYSOPHANIC  ACID  C,,H,„04  (De  la 
Rue  and  Miiller,  Chem.  Soc.  Trans.  1858, 10,  298  ; 
Thann,  Annalen,  107,  324).  This  acid  occurs 
in  the  roots  of  various  species  of  Rheum  and 
R^imex  (H.  Grothe,  Pogg.  Ann.  113,  190).  It 
can  be  obtained  from  rhubarb  root,  in  which  it 
occurs  together  with  emodin,  by  extraction  with 
benzene.  After  removal  of  the  benzene  by  dis- 
tillation, the  residue  is  treated  with  aqueous 
caustic  soda  whereby  emodin  and  other  impuri- 
ties are  removed  while  the  acid  remains  un- 
dii^solved  (Liebermann  and  Fischer,  Annalen, 
183,  158).  According  to  Hesse  (ibid.  1895,  284, 
191),  it  is  better  to  use  ether  and  sodium  car- 
bonate instead  of  benzene  and  caustic  soda  in  this 

j  extraction.     The  acid  obtained  from  rliubarb 

'  always  contains  the  methyl  ether  of  dichiysaro- 
bin  (Jowett  and  Potter,  Chem.  Soc.  Trans.  1902, 

I  1575).  Chrysophanic  acid  may  also  be  ob- 
tained from  chrysarobin  by  oxidation  with  air 
in  alkaline  solution  ;  the  acid  is  then  precipi- 
tated by  the  addition  of  a  mineral  acid,  and 
crystallised  from  petroleum  spirit  (Liebermann 
and  Seidler,  Ber.  11,  1603). 

Chrysophanic  acid  crystallises  from  alco- 
hol in  golden-yellow  needles,  and  melts  at 
186°-188°  (Hesse,  Annalen,  1899,  32)  at  190°- 
191°  (Grandis,  Chem.  Zentr.  1892,  i.  592  ;  Jowett 
and  Potter,  I.e.).  It  dissolves  in  1125  parts  of 
alcohol  (86  p.c.)  at  30°,  and  in  224  parts  at  the 
boiling-point,  and  is  soluble  in  hot  benzene, 
acetic  acid,  and  amyl  alcohol.  When  heated 
with  zinc-dust,  it  yields  a  methylanthracenc. 
Reduction  with  hydriodic  acid  yields  chryso- 
phanohydroanthranole  (Hesse,  Annalen,  1896, 
305),  which  has  been  proved  to  be  identical 
with  chrysarobin  (.Jowett  and  Potter,  I.e.). 
Concentrated  sulphuric  acid  and  aqueous 
alkalis  dissolve  it,  forming  red  solutions. 
Chrysophanic  acid  can  be  methylated  by 
means  of  methyl  sulphate  and  .alkali  hydroxide 
(Oesterle,  Arch.  Pharm.  1905,  243,  434)  or  by 
sodium  and  methyl  iodide  ('i'utin  and  Clewer, 
Chem.  Soc.  Trans.  1910,  6  [v.  also  Cascaea 
Sagrada). 

CHRYSOPHENIN  v. Am-  coloukino  matters. 
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CHRYSOTOLUAZINE  v.  Azixes. 

CHRYSOTOLUIDINE  C21H21N3.  A  yellow 
crystalline  base  of  unknown  constitution  (cf. 
Hofmann.  Ber.  2,  380).  occurring  in  the  residue 
obtained  in  iuclisin  manufacture  by  the  arsenic 
acid  method  (Girard,  De  Laire,  and  Chapoteaud, 
Compt.  rend.  63.  904  ;  04,  416).  The  hydro- 
chloride is  a  yellow  dyestuli. 

CHRYSYL.  Trade  name  for  zinc  boropicrate 
obtauied  by  boUing  together  solutions  of  boric  and 
picric  acids  with  zinc  oxide ;  used  as  an  antiseptic. 

CHYIVIASE  V.  Fermentation. 

CIDER  or  CYDER  is  a  vinous  beverage  pro- 
duced by  the  fermentation  of  the  juice  of  apples. 
Perry  is  a  similar  article  made  from  pears.  The 
two  are  very  much  alike  in  character,  and,  the 
principles  of  manufacture  lieing  generally  the 
same  for  each,  reference  will  be  made  to  cider 
only  in  this  article,  except  when  occasion  requires 
the  special  mention  of  perry. 

The  largest  cider-producing  country  of  the 
world  is  France,  followed  by  England,  Germany, 
the  United  States  and  Canada,  and  it  is  now 
also  produced  in  increasing  quantities  in  other 
countries,  notably  Ireland  and  Australia.  In 
England  the  principal  cider-growmg  districts  are 
the  counties  of  Somerset,  Devon,  and  Hereford, 
smaller  quantities  being  made  in  Gloucester, 
Worcester,  Monmouth,  Kent,  and  Norfolk. 
The  mean  annual  production  of  the  United 
Kingdom  is  estimated  at  100,009,000  gallons,  of 
a  value  of  about  3,000,000^. 

The  ordinary  cider  of  commerce  in  England 
is  a  beverage  of  -widely  varying  character.  It 
may  contain  as  little  as  2  p.c.  or  as  much  as 
8  p.c.  of  alcohol  by  weight,  depending  on  the 
apples  from  which  it  is  made,  and  the  process  of 
its  manufacture,  particularly  the  stage  at  which 
the  fermentation  has  been  stopped.  Apart 
from  its  characteristics  of  flavour,  body,  and 
colour,  cider  may  be  roughly  divided  into  thi'ee 
classes  or  grades,  viz.  :  sweet,  which  has  been 
only  slightly  fermented  ;  dry,  well  fermented  ; 
and  medium,  between  the  two.  Apple  juice  of 
fair  average  quality  has  a  sp.gr.  of  about  1050 
to  1055,  corresponding  to  10-12  p.c.  of  sugar. 
As  the  fermentation  produces,  roughly,  1  p.c.  of 
alcohol  from  every  2  p.c.  of  sugar,  the  follow- 
ing table  shows  the  approximate  comparative 
composition  of  apple  juice,  and  the  three  grades 
mentioned  : — 

Sp.gr.        Sugar  Alcohol 
Apple  juice  .    1050-1055    10-12  p.c.  — 
Sweet  cider  .     1030-1035     6-7         2-2J  p.c. 
Medium  cider     1015-1025     4-5  3-4 
Dry  cider      .    1000-1010     0-2  5-6 

The  rough  cider  of  the  farmhouse,  found  in 
the  south-western  counties,  is  of  a  very  dry 
grade,  being  fuUy  fermented,  no  attempt  being 
made  to  check  the  '  workhig,'  while  the  ordinary 
cider  (bottled  and  draught),  found  in  the  average 
hotel  in  cities,  is  a  beverage  which  has  been  but 
slightly  fermented,  and  is  of  the  sweet  to  medium 
grade,  the  greatest  public  demand  being  for 
cider  as  a  summer  beverage,  light,  sweet,  and 
refreshing.  It  must  not  be  assumed,  however, 
that  all  bottled  cider  is  sweet,  for  it  is  obtain- 
able from  several  firms  of  repute  in  four  well- 
defined  grades — sweet,  medium,  dry,  and  extra 
dry. 

The  raw  material  from  which  cider  is  made 
varies  in  composition  and  character  as  much 
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as  the  cider  itself.  The  majority  tif  English 
orchards  were  originally  stocked  with  almost 
innumerable  varieties  of  apples  and  pears,  most 
of  them  of  inferior  quality,  for  either  table  use 
or  for  the  manufacture  of  cider  or  perry  ;  but 
great  improvements  have  of  late  years  been 
made  in  the  planting  and  cultivation  ot  the 
orchards,  with  a  corresponding  improvement  in 
the  quality  of  the  beverages  produced.  Speak- 
ing generally,  it  may  be  said  that  good  cider 
cannot  l)e  made  from  any  but  essentially  vintage 
varieties  of  apples,  most  of  which  are  quite 
unsuited  for  table  use  because  of  their  astrin- 
geney,  due  to  the  large  proportion  of  tannin 
they  contain.  The  majority  of  table  varieties 
yield  a  juice  deficient  in  sugar  and  tannin,  with 
a  large  excess  of  acidity,  as  compared  with,  the 
vintage  sorts,  which  are  cultivated  specially  for 
the  manufacture  of  cider.  This  is  particularly 
applicable  to  perry  pears,  which  are  almost  invari- 
ably very  astringent  in  taste,  although  it  is  curious 
to  note  that  the  percentage  of  tannin  they  contain 
is  not  exceptionally  high.  To  make  good  cider, 
the  sp.gr.  of  the  juice  should  not  be  under  1050; 
it  should  contain  at  least  0T5  p.c.  of  tannin,  which 
gives  keeping  and  clearing  properties,  with  an 
acidity  not  exceeding  0*5  or  0-0  p.c.  of  malic 
acid,  while  those  substances  which  constitute 
'  body,'  consisting  of  mucilage,  albumen,  salts, 
colouring  matter,  &c.,  are  also  of  importance  ; 
but,  having  been  very  little  mvestigated,  it  is 
impossible  to  state  definitely  what  proportions 
of  each  are  necessary.  A  high  sp.gr.  ■\^■ith  a 
correspondingly  high  sugar  content,  is  generally 
considered  the  most  important  qualit}',  but 
some  apples  are  known  to  yield  a  juice  high  in 
sp.gr.  but  deficient  in  colour  and  body  (the 
two  are  usually  associated),  while  others  of  a 
low  sp.gr.  but  rich  in  colour  and  body,  may 
produce  cider  of  better  quality  than  the  first- 
mentioned.  Too  much  reliance,  however,  must 
not  be  placed  on  the  mere  chemical  composition 
of  the  juice  as  indicative  of  the  value  of  an 
ajiple  for  cider  making,  the  characteristic 
flavour  of  the  variety  and  the  rate  of  fermenta- 
tion, which  varies  greatly  with  different  juices, 
being  at  least  equally  important. 

Vintage  apjiles  are  roughly  divided  into 
three  classes  —  sharp,  sweet,  and  bitter-sweet. 
The  following  table  shows  typical  analyses  of 
the  juice  of  several  of  the  best  of  each  class, 
together  with  that  of  a  hitherto  unknown  and 
unnamed  variety  recently  found  in  Somerset 
('  Butleigh  No.  14 '),  which  is  of  outstanding 
merit : — 


Ko.  Variety 

Sp.gr. 

Malic 
acid 

Tannin 

Total 
sugar 

1.  Kingston  Black 

1060 

0-54 

0-126 

12-66 

2.  Foxwhelp 

1059 

1-04 

0-270 

13-25 

3.  Cowarne  Red  . 

1054 

0-65 

0-230 

12-05 

4.  Sweet  Alford  . 

1057 

0-14 

0-120 

12-19 

5.  White  Jersey  . 

1060 

0-25 

0-190 

13-33 

6.  Cherry  Norman 

1055 

0-21 

0-354 

12-25 

7.  Horner  . 

1053 

0-15 

0-240 

11-89 

8.  Roval  Jersey  . 

1065 

0-16 

0-380 

15-00 

9.  Bailand 

1054 

0-62 

0-119 

11-32 

10.  Butt 

1053 

0-66 

0-270 

11-75 

11.  Old  field 

1068 

0-80 

0-128 

14-92 

12.  'ButleighNo.l4' 

1104 

0-24 

0-258 

22-22 
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Nos.  ] ,  2,  and  3  are  sharp  varieties ;  4  and 
5,  sweet ;  6,  7,  and  8,  bitter-sweet ;  9,  10,  and 
11,  perry  j)ears  ;  12,  a  bitter-sweet  of  unusually 
high  quality. 

The  process  of  cider  making  is  of  very 
ancient  origin,  but  modern  scientific  cider  making 
may  be  said  to  date  from  the  year  1893,  when 
the  Bath  and  West  of  England  Agricultural 
Society  instituted  some  chemical  and  bacterio- 
logical research  into  the  subject,  a  work  which 
was  carried  on  by  Mr.  F.  J.  Lloyd  for  some 
seven  years  m  Somerset,  and  has  subsequently 
been  continued  on  a  more  ambitious  scale  at  the 
National  Fruit  and  Cider  Institute,  near  Bristol, 
under  the  direction  of  Mr.  B.  T.  P.  Barker. 
The  results  of  these  investigations  form  the 
foundation  of  modern  cider  making,  and  the 
reports  thereon  constitute  the  most  trustworthy 
literature  on  the  subject. 

Whereas  the  quality  of  the  cider  depends 
primarily  on  that  of  the  juice  used,  the  nature 
of  the  product  is  largely  influenced  by  the 
methods  of  manufacture  and  fermentation,  and 

feneral  management.  The  making  of  cider 
egins  in  the  orchard,  for  no  good  beverage  can 
be  made  from  fruit  which  has  been  carelessly 
gathered  or  stored.  It  should  be  shaken  from 
the  trees  when  just  ripe,  bruising  being  avoided 
as  far  as  possible,  and  stored  in  heaps  (preferably 
under  cover  if  the  weather  be  wet),  until  it 
becomes  soft  and  mellow,  but  not  over-ripe, 
care  being  taken  to  avoid  either  washing  by 
rain,  which  results  in  the  loss  of  sugar  and 
yeast  •  or  heating,  ■^^•hich  produces  a  fustiness 
in  the  cider,  as  well  as  a  great  tendency  to  acetic 
fermentation.  When  thoroughly  mellow,  the 
fruit  is  selected  and  blended  in  the  proportions 
necessary  to  give  the  degree  of  sweetness, 
aciditj',  and  astringency  required  for  the  variety 
of  cider  it  is  intended  to  make.  Sweet  cider 
is  best  made  from  a  blend  of  sweet,  sharp,  and 
bitter-sweet  apples ;  while  dry  cider  should  be 
made  from  a  blend  giving  a  minimum  of  aciditj', 
with  only  a  moderate  proportion  of  tannin. 
Verj^  few  varieties  of  apples  are  individually 
capable  of  producing  the  finest  cider,  an  appro- 
priate blending  of  varieties  being  necessary. 
This  does  not  apply  to  pears  and  perry  making, 
single  varieties,  imblended,  usually  giving  best 
results.  In  the  actual  processes  of  grinding  the 
fruit  and  expressing  the  juice,  steam-power  is 
geneially  used  in  modem  factory  practice,  but, 
apart  from  economic  reasons,  this  has  no  ad- 
vantage over  the  old-fashioned  hand-power 
machinery  of  former  days.  The  fruit  is  ground 
to  a  fine  pulp,  called  '  pomace,'  which  falls  upon 
the  press,  is  held  together  in  thin  squares  by 
manilla  or  hempen  cloths,  and  is  usually  pressed 
at  once.  In  some  places,  however,  the  pomace 
is  allowed  to  remain  in  tubs  for  12  or  24  hours 
before  pressing,  which  is  said  to  improve  the 
quality  of  the  resulting  liquor,  but  there  seems 
to  be  no  scientific  reason  for  this  custom,  and 
mvestigations  have  failed  to  show  that  sufficient 
advantages  are  gained  to  compensate  for  the 
work  it  entails.  With  efficient  presses,  about 
70  p.c.  of  the  weight  of  apples  is  obtained  as 
juice,  and  80  p.c.  in  the  case  of  pears.  The 
most  profitable  means  of  utilising  the  dry- 
pressed  pomace  is  as  cattle  food.  In  France  the 
juice  is  sometimes  extracted  by  the  '  diffusion  '  [ 
process  in  use  in  the  beet -sugar  industry,  but  I 


this  does  not  meet  with  general  approval.  The 
fresh  juice  is  run  into  casks  or  open  vats  called 
'  keeves,'  to  undergo  the  important  process  of 
fermentation,  which  commences  spontaneously 
in  a  few  days,  the  time  depending  on  the 
character  of  the  juice  and  the  temperature.  An 
important  question  here  arises  :  Shall  the  cider 
be  allowed  to  undergo  a  natural  fermentation, 
or  shall  a  pure  culture  of  yeast  be  added  to 
dominate  it  ?  At  the  present  time  this  is  a 
debatable  point.  While  in  France  and  Germany 
it  is  generally  acknowledged  that  the  use  of 
pure  cultures  improves  the  quality  of  the  liquor, 
and  they  are  largely  used,  in  this  country  it 
seems  doubtful  whether  the  advantages  of  their 
use  arc  sufficient  to  compensate  for  the  extra 
expense  and  trouble  involved.  Pure  yeasts,' 
isolated  from  the  best  growths  of  cider  and 
wine,  have  been  cultivated  and  added  in  sufficient 
quantity  to  dominate  the  fermentation  and 
prevent  the  various  wild  races  from  exercising 
much  influence.  (Owing  to  the  impossibility  of 
avoiding  a  cooked  taste,  sterilisation,  even  at 
comparatively  low  temperatures,  is  not  advis- 
able.) The  general  results  tend  to  show  that 
fermentation  by  suitable  yeasts  gives  a  some- 
what superior  product  to  that  obtained  by 
natural  fermentation ;  but  the  full  advantages 
are  not  apparent  until  the  cider  is  about  a  year 
old,  whereas,  in  general  practice,  it  is  usual  for 
it  to  be  consumed  before  it  attains  that  age. 
The  use  of  pure  cultures  in  the  cider  mdustry  in 
this  country  is,  for  that  reason,  far  from  general, 
and  it  does  not  seem  likely  to  make  much  head- 
way in  the  present  state  of  our  knowledge  of 
the  subject.  Little  is  known  of  the  various 
species  of  yeasts  naturally  occurring  on  the 
skin  of  the  apple,  which  subsequently  develop 
in  the  cider,  forming  the  '  lees  '  at  the  bottom, 
and  conducting  the  fermentation,  but  tlie 
largest  number  consist  of  forms  allied  to  the 
Saccharomyces  Ellipsoideus,  S.  Pastorianus,  and 
S.  apiculatus  types.  A  fairly  slow  fermen- 
tation is  generally  desirable,  but,  on  the 
other  hand,  it  is  one  of  the  most  important 
points  in  the  whole  process  that  the  primary 
alcoholic  fermentation  be  vigorous  enough, 
and  is  not  checked  too  soon,  otherwise  the 
cider  is  laid  open  to  the  attacks  of  numerous 
undesirable  organisms,  which  will  show  their 
effects  in  various  '  diseases  '  during  the  following 
summer.  The  '  keeving  '  system  of  fermenta- 
tion, in  open  vats  Avith  loose  covers,  is  preferable 
to  that  in  closed  casks,  as  the  '  head,'  which  is 
soon  tlirown  up,  consisting  of  yeasts  and  light 
portions  of  tissue,  can  be  skimmed  ofi  from  time 
to  time.  It  is  not  advisable,  however,  to  keep 
the  cider  in  the  keeves  more  than  about  a  week, 
lest  incipient  acetic  fermentation  set  in,  and,  as 
soon  as  no  further  head  is  thrown  up,  it  is 
racked  into  closed  casks  to  complete  the  primary 
fermentation.  The  subsequent  conduct  of  this 
important  process  is  governed  by  the  grade  of 
cider  it  is  desired  to  make,  the  hydrometer  being 
in  regular  use  for  watching  the  fall  of  the 
sp.gr.  The  rate  of  fermentation  depends 
partly  on  the  character  and  composition  of  the 
juice,  and  partly  on  the  temperature ;  but  these 
conditions  are  practically  beyond  control. 
Blending  the  apples  to  ensure  the  requisite 
degrees  of  sweetness  and  acidity  in  the  juice  will 
comply  with  one  condition  of  a  moderate  rate, 
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but  cas  the  proportion  of  nitrogenous  matter  if? 
of  still  greater  importance,  and  is  a  subject  on 
which,  strangely  enough,  little  is  Icnou'n,  and  no 
reliable  figures  (jbtainable,  blending  to  ensure 
the  proper  percentage  cannot  bo  scientifically 
done.  Regulating  the  temperature  is  also 
impracticable,  for  a  large  quantity  of  cider 
would  have  to  be  handled  in  a  very  short  space 
of  time,  and  this  would  be  too  expensive  a 
process.  A  large  plant  would  have  to  be  fixed 
up,  Avhich  could  ordy  be  in  use  a  few  weeks  each 
year,  and  possibly  it  would  not  be  required 
at  all.  Whenever  the  sp.gr.  approaches  the 
point  at  which  it  is  desired  to  stop  the  fermen- 
tation, the  cider  is  racked  off  into  clean  casks, 
with  or  without  sidphuring  or  the  use  of  other 
preservative.  This  alone,  however,  is  not 
usually  sufficient  to  stop  fermentation,  unless 
an  excessive  quantity  of  lareservative  is  used,  or 
racking  into  sulphured  casks  be  repeated  several 
times.  The  best  known  means,  A\hich  has  the 
advantage  of  adding  no  materials  of  a  question- 
able nature  to  the  liquor,  is  to  filter  it  through 
one  of  the  many  useful  cotton-pulp  filters  now 
on  the  market.  Even  the  use  of  a  filter  is  open 
to  some  objections,  for  it  removes  some  of  the 
body  (probably  of  a  colloid  nature)  and  flavour 
from  the  cider.  The  clarification  also  presents 
great  difficulty  with  many  ciders,  neither 
isinglass  finings  nor  boiled  apple  pulp,  which 
are  commonly  used  for  the  purpose,  having  any 
effect,  so  that  the  filter,  \\hich  clarifies  the  cider, 
and  at  the  same  time  stops  the  fermentation, 
is  preferred  in  the  absence  of  an^dihing  better  for 
this  purpose.  Depending  on  various  circum- 
stances, the  cidor  is  filtered  and  stored  away  to 
mature  in  casks,  at  any  time  from  two  to  four 
or  even  six  months  from  the  time  of  making. 
If  filtered  perfectly  bright,  and  stored  in  clean 
casks,  kept  well  filled,  it  will  '  keep  its  sweets  ' 
for  a  Avhole  season  or  longer,  with  the  loss  of 
only  a  few  degrees  of  sp.gr.,  even  though  it 
may  contain  as  much  as  6  or  7  p.c.  of  ferment- 
able sugar.  During  this  period  of  storage,  it 
mellows  and  develoj)s  its  fragrant  aroma  and 
delicate  flavour,  and  also  loses  a  certain  pro- 
portion of  its  acidity  and  astringency.  The 
strongest  and  best  cider  will  keep  in  cask  for 
some  years,  but  that  of  average  quality  is  at  its 
best  within  the  first  year.  It  keeps  best  and 
improves  most  in  bottle,  but  only  cider  of  good 
and  sound  quality  should  be  bottled  ;  it  shoukl 
have  an  original  gravity  of  at  least  1065,  should 
undergo  a  vigorous  primary  fermentation,  and 
be  perfectly  brilliant  ^hen  bottled.  The  best 
age  for  bottling  is  from  four  to  six  months,  and  if 
not  more  than  a  year  old  at  the  time,  it  Avill 
develop  sparlding  condition  like  champagne  after 
a  few  weeks' storage.  The  carbonating  process 
of  bottling  is  becoming  more  general,  and  there 
seems  to  be  no  objection  whatever  to  its  vxse, 
some  of  the  best  Ijrands  on  the  market  having 
been  treated  in  this  way. 

Matured  cider  is  liable  to  several  disorders 
or  '  diseases,'  the  principal  being  acetification, 
'  sickness,'  ropiness,  and  blackening.  It  is 
particularly  apt  to  acetify  on  very  slight  provo- 
cation, and  for  this  reason,  exposure  to  air  at 
all  stages  of  manufacture  is  to  be  avoided. 
'  Sickness  '  is  a  recommencement  of  alcoholic 
fermentation,  which  is  set  up  during  the  summer 
ioUowing  its  manufacture,  ancj  may  occur  in 


cask  or  bottle.  The  cider  becomes  very  turbid, 
and  the  jaroduction  of  alcohol  is  accompanied 
l)y  the  development  of  a  most  disagreeable 
smell  anil  flavour,  due,  it  is  thought,  to  formation 
of  acetaldehyde,  together  with  an  increase  iu 
acidity,  partly  lactic  and  partly  acetic,  which 
renders  the  liquor  quite  undrinkable.  It  is  a 
source  of  great  loss,  for  it  usually  attacks  the 
richest  and  most  fruity  ciders,  and  is  due  to  the 
action  of  several  special  organisms,  contributing 
causes  being  a  deficiency  of  malic  acid  in  the 
juice,  and  a  weak  primary  fermentation.  Ropi- 
ness is  not  so  frequently  met  with,  and  little  is 
known  of  its  causes  in  cider.  Some  ciders  turn 
very  quickly  dark  on  exposure  to  air,  some 
almost  black  in  less  than  half  an  hour.  This 
may  be  due  either  to  an  excess  of  iron  acquired 
from  the  soil  or  frcun  the  utensils  used  in  tlie 
making,  or  to  enzymic  action  ;  the  use  of  a 
little  preservative  often  prevents  its  develop- 
ment. 

A  standard  of  chemical  composition  for 
what  is  sold  as  cider  has  been  formulated  in 
some  countries,  but  not  in  Great  Britain.  Owing 
to  the  extreme  variations  in  the  character  and 
composition  of  genuine  cider,  it  is  almost,  if 
not  quite,  imjaossible  to  fix  a  definite  chemical 
composition  and  say  that  it  represents  what 
should  be  considered  a  standard  cider.  For 
this  reason,  the  standard  fixed  in  foreign  countries 
is  necessarily  very  low,  Imt  while  it  probably 
admits  of  a  certain  amount  of  adulteration,  it 
no  doubt  acts  as  a  check.  It  can  hardly  be 
contended  that  nothing  should  be  sold  as  cider 
which  is  not  the  pure  juice  of  apples.  Brewers, 
w  ine  makers,  and  distillers  are  not  restricted  by 
law  to  the  use  of  malt  and  hops,  grajse  juice  and 
malt  respectively,  in  the  making  of  their  respec- 
tive products,  so  that  a  law  to  limit  cider  makers 
to  the  use  of  apples  only  would  operate  unfairly 
against  them  as  compared  with  the  other  trades 
mentioned.  It  has  been  stated  that  many 
varieties  of  cider  apples  growai  in  this  coimtry 
are  not  capable  of  making  first-class  cider,  and 
the  better  sorts  are  in  too  small  a  minority  to 
meet  the  demand.  In  poor  vintage  seasons, 
also,  the  general  quality  is  low,  sugar  being 
deficient  and  acidity  excessive.  It  is  also 
undoubtedly  true  that  cider  made  from  the 
poorer  varieties  of  apples,  and  in  poor  vintage 
years,  is  capable  of  great  improvement  by  the 
addition  of  a  certain  ])roportion  of  cane-sugar 
syrup,  as  is  done  in  the  process  of  '  gallisising  ' 
wines,  to  obtain  the  correct  proportion  of  acidity 
to  sugar.  It  is  difficult  to  say  what  maximum 
proportion  of  this  syruj)  should  be  allowed,  but 
there  is  very  seldom  any  occasion  for  the  use  of 
more  than  10-15  p.c.  to  make  the  cider  suitable 
for  the  English  market.  The  fact  that  there 
are  so-caUed  '  ciders '  on  the  market,  which  are 
innocent  of  a  drop  of  apple  juice,  shows  the 
necessity  for  some  sort  of  standard.  Generally 
speaking,  it  may  be  concluded  that  no  cider 
can  be  considered  genuine  which  does  not 
contain  at  least  2  p.c.  of  alcohol  by  weight,  or 
which  does  not  show  an  original  gravity  of 
1045  or  upwards.  Another  vexed  question  is 
that  of  the  use  of  preservatives,  some  people 
contentling  that  it  is  impossible  to  do  without 
them,  and  others  that  they  are  not  necessary  if 
the  cider  be  well  and  carefully  made.  There 
I  is  much  to  be  said  on  both  sides.    Some  makers 
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sulphur  their  casks,  thus  adding  a  certain 
quantity  of  sulphurous  acid  to  the  cider ;  but 
it  is  generally  considered,  though  very  strangely, 
that  this  does  not  constitute  the  addition  of  any 
'  chemicals.'  Others  use  sulphites  or  salicylic 
acid,  and  justify  their  use  by  the  argument  that 
aU  cider,  no  matter  how  carefuUy  made,  is 
peculiarly  susceptible  to  various  '  diseases ' 
(such  as  '  sicliness  '  and  acetiflcation,  previously 
mentioned),  and  has  often  to  be  kept  under 
conditions  which  render  them  unpreveiitable  by 
any  other  kno\vn  means,  for  example,  on  draught 
in  a  warm  bar,  perhaps  for  some  weeks.  There 
is  certainly  a  great  deal  of  reason  in  this,  and 
it  would  probably  be  a  hardship  to  absolutely 
prohibit  the  use  of  any  preservative ;  but,  on 
the  other  hand,  they  are  sometimes  used  in 
needlessly  excessive  quantities,  which,  in  the 
interests  of  the  public  health,  should  be  avoided. 
The  consumption  of  cider  is  greatly  on  the 
increase,  due  partly  to  its  being  recommended 
by  medical  men,  and  if  it  is  to  hold  its  own  as  a 
popular,  and  above  all  as  a  healthful,  drink,  it 
must  be  kept  free  from  any  ingredients  of 
doubtful  physiological  effects. 

Appended  are  analyses  of  a  few  typical 
ciders  of  well-known  makes: — 


Description 

Sp.gr. 

^  6= 

Tota 
acid 

Tota 
soUd; 

Ash 

Sweet  sparkling  . 

1025 

4-65 

0-24 

5-98 

0-245 

Standard  dry 

1006 

3-90 

0-31 

3  25 

0-314 

Standard  sparkling 

1015 

3-90 

0-53 

6  00 

0-360 

Champagne  perry . 

1013 

4-75 

0-35 

4-80 

0-390 

W.  D.  McC. 

CINCHOMERONIC  ACID  v.  Bone  oil. 

CINCHONAMINE  v.  Vegeto-alkaloids. 

CINCHONIBINE  v.  Vegeto-alkaloids. 

CINCHONIDINE  v.  Vegeto-alkai.oids. 

CINCHONINE  V.  Vegeto-alkaloids. 

CINEOL  V.  Camphors,  Santonica. 

CINNABAR.  Native  mercury  sulphide  (HgS), 
and  the  only  ore  of  this  metal.  Its  crystals  are 
rhombohedral,  with  perfect  cleavages  parallel 
to  the  faces  of  the  hexagonal  prism  ;  they  are 
of  interest  crystaUographicaUy  in  presenting  the 
same  type  of  trapezohedral  symmetry  as  quartz, 
and,  like  this,  they  rotate  the  plane  of  plane- 
polarised  light.  They  are  bright-red  in  colour, 
often  transparent,  and  have  a  brUliant  adaman- 
tine to  sub-metallic  lustre  ;  the  scarlet  streak  is 
characteristic.  Sp.gr.  8-1  ;  hardness,  2-2J.  The 
massive  ore,  which  may  be  compact  or  earthy  in 
texture,  is  of  the  same  colour ;  but  sometimes 
it  is  liver-brown  or  black,  owing  to  the  admixture 
of  clay  or  organic  matter,  as  in  the  varieties 
called  respectively  ^epaiic  cinnabar  and  coral-ore 
(German,  KoraUmerz).  Cinnabar  is  very  spora- 
dic in  its  distribution,  and  no  mineral  containing 
mercury  has  yet  been  found  in  the  British  Isles. 
It  is  mined  at  Almaden  in  Spain ;  Idria  in 
Carniola  ;  New  Almaden,  in  California  ;  and  in 
the  provinces  of  Kwei-chou  and  Hunan,  in 
central  (Jhina.  I>.  J.  S. 

CINNABAR,  AUSTRIAN,  v.  Cheomium. 

CINNAMALDEHYDE,  Cinnamic  aldehyde 
CjHj-CHiCH-CHO,  is  contained,  together  with 


a  hydrocarbon,  in  oil  of  cinnamon  and  oil 
of  cassia.  It  may  be  extracted  from  oil  of 
cinnamon  by  shaking  the  oil  witli  a  concen- 
trated .solution  of  sodium  bisulphite,  filtering  oft 
the  crystaUme  bisulphite  compound,  washing 
the  latter  with  alcohol  and  distilling  it  with 
dUute  sulphuric  acid,  when  the  cmnamaldehyde 
passes  over  with  the  steam.  The  cinnamalde- 
hyde  is  extracted  from  the  aqueous  distillate 
with  ether,  and,  after  expelling  the  ether,  is 
purified  by  distiUation  under  a  pressure  of  from 
40  to  50  mm.  (Peine,  Ber.  1884,  2109).  It  may 
be  extracted  form  cassia  oil  by  adding  to  it  the 
barium  salt  of  sulphanilic  acid,  filtering  off  the 
crystalline  compound  thus  formed  and  steam 
distilling,  whereby  the  compound  is  resolved 
into  its  components  and  cinnamaldehyde  distils 
over  (Ch.  Fab.  von  Heyden  Akt.-Gesel.  D.  R.  V. 
124229;  Chem.  Zentr.  1901,  ii.  903).  It  is 
obtained  by  allowing  a  mixture  of  10  jiarts  of 
benzaldehyde,  15  of  ordinary  aldehyde,  900  of 
t  water,  and  10  of  a  10  p.c.  solution  of  caustic 
I  soda  to  stand  at  a  temperature  of  about  30° 
!  for  from  8  to  10  days,  shaking  from  time  to 
time  : 

CoH5CHO-l-CH3CHO=C,H5-CH :  CHCHO+H2O. 
The  solution  is  extracted  with  ether  and  the 
ethereal  extract  treated  as  in  the  foregoing 
method  (Krszysica,  Ber.  1884,  2117).  It  is 
best  prepared  by  the  condensation  of  benzalde- 
hyde and  ordinary  aldehyde  at  a  low  tempera- 
ture by  means  of  a  concentrated  alkali  solution. 
The  alcoholic  solution  of  the  aldehydes,  cooled 
to  —10°,  is  agitated  with  a  25-30  p.c.  solution 
of  caustic  soda,  previously  cooled  to  the  same 
temperature.  Under  these  conditions  the  forma- 
tion of  resins  is  avoided  (Boehringer  and  Sohne, 
Eng.  Pat.  10003  ;  J.  Soc.  Chem.  Ind.  1897,  463). 
Also  formed  when  a  mixture  of  calcium  cinna- 
mate  and  calcium  formate  is  distilled  (Piria, 
Annalen,  100,  105). 

It  is  a  colourless  oil  with  a  pleasant  aromatic 
]  smell  of  cinnamon.  It  decomposes  when  dis- 
;  tilled  under  ordinary  pressures,  especially  with 
access  of  air,  but  may  be  distilled  without  de- 
composition in  a  current  of  steam  or  under 
reduced  pressure.  It  boils  at  120°-130°  under  a 
pressure  of  20  mm.  (Peine,  Ber.  1884,  2110) ; 
at  209-5°  under  250  mm.  (Perkin,  Chem.  Soc. 
Trans.  1896,  1247)  and  solidifies  at  —7 -.5° 
(Pictet,  Compt.  rend.  119,  955);  sp.gr.  1-0497 
2074°  (Briihl,  Annalen,  235,  18). 

By  oxidation  it  yields  first  cinnamic  acid 
and  afterwards  benzaldehyde  and  benzoic  acid. 
Direct  reduction  does  not  lead  to  cinnamyl 
alcohol  as  the  aldehyde  polymerises.  Reduction 
with  the  zinc -copper  couple  gives  rise  to  hydro- 
cinnamoin  C2H2(OH)2(CH  :  CHPh),  (Thiele,  Ber. 
1899,  1296).  It  gives  the  usual  reactions  of 
the  aldehydes.  The  diacetyl  derivative  of  the 
aldehyde,  obtained  by  the  action  of  acetic  anhy  - 
dride,  can,  however,  be  easily  reduced  by  iron 
in  acetic  acid  solution,  and  by  subsequent 
saponification  the  alcohol  is  obtained  (Barbier 
and  Leser,  Bull.  Soc.  chim.  1905,  858). 

Estimation. — To  estimate  cinnamic  aldehyde 
in  oil  of  cinnamon  or  oU  of  cassia,  10  c.c.  of  the 
oil  are  heated  on  the  water-bath,  and  a  solution 
of  sodium  bisulphite  added  in  small  quantities, 
time  being  allowed  for  the  solid  to  liquefy  between 
each  addition.  The  precipitate  is  filtered  off  and 
:  weighed  (Schimmel,  Chem.  Zentr.  1892,  i.  92). 
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Hanus  (J.  Soc.  Cliem.  Ind.  1903,  1154)  estimates 
cinnainaldehyde  by  means  of  its  semioxama- 
zone. 

CINNAMEi'N  Balsam    of    Peru,  art. 

Balsajis. 

CINNAMIC  ACID  CeHj.CHiCH-COOH.  {Acide 
cimiamique.  Fr.  ;  Zimmtsaiire,  Ger.)  0-Phenyl- 
acnjlic  acid.  The  sejjaration-  of  a  solid  acid 
from  oil  of  cinnamon  on  keeping  was  first 
observed  towards  the  end  of  last  century,  but 
the  acid  was  confounded  with  benzoic  acid, 
until  Bizio,  in  1826,  showed  that  it  was  a 
distinct  acid.  It  was  first  investigated  by  Dumas 
and  Peligot  (Anualen,  li,  56). 

Occurrence. — In  liquid  storax,  partly  free, 
partly  as  cinnamyl  cinnamate  (styracin)  ;  in 
tolu  and  Peru  balsams  together  with  benzoic 
acid  and  benzyl  cinnamate  ;  in  some  sorts  of 
gum  benzoin  ;  in  Barbados  aloes  ;  and  in  the 
leaves  and  stalks  of  Olobularia  ali/pum  and  G. 
vulgaris,  in  the  leaves  of  Enlcianthus  japonicus, 
and  as  esters  in  many  varieties  of  guttapercha. 

Formation  and  Preparation. — It  is  formed 
by  heating  benzaldehyde  with  acetyl  chloride  at 
120°-130°  (Bertagnini,  Annalcn,  100,  120)  : 

C6H5  CHO+CH3  COCl=CaH5  (:H :  CH  COjH+HCl. 
Parkin  showed  that  it  might  be  more  readUy 
obtained  by  heating  a  mixture  of  benzaldehyde, 
acetic  anhydride,  and  anhydrous  sodium  ace- 
tate 

CeHsCHO+lCHg-COjoO^CuHjCHrCHCOaH+CaH^Oj 
(Chem.  News,  32,  258  ;  Chem.  Soc.  Trans.  1877, 
388).  Edeleano  and  Budishteano  (Bull.  Soc. 
chim.  3,  [3]  191)  state  that  by  heating  1  part  of 
benzaldehyde,  1  part  of  acetyl  chloride,  and  3 
parts  of  sodium  acetate  for  24  hours  at  160°,  and 
subsequently  extracting  with  alkali  and  precipi- 
tating the  cinnamic  acid  with  hydrochloric  acid, 
the  cinnamic  acid  is  obtained  in  quantitative  yield. 
The  cinnamic  acid  employed  in  the  preparation 
of  artificial  indigo  was  at  first  manufactured  by 
this  method  ;  but  the  process  was  afterwards 
improved  by  Caro  (D.  R.  P.  17467  and  18232  ; 
Frdl.  i.  26),  who  showed  that  cinnamic  acid 
could  be  prepared  by  heating  benzal  chloride  ; 
with  dry  sodium  acetate,  thus  avoidmg  the  use 
of  the  expensive  acetic  anhydride 
CjH,-CHCl2-f2CH3-CO.,Na 

=C6H,-CH:CH-C02H+2NaCHC2H402. 
1  part  benzal  chloride,  and  from  2  to  3  parts 
of  finely  powdered,  fused  sodium  acetate  (for 
which  potassium  acetate  or  a  mixture  of  the 
potassium  and  sodium  salts  may  be  substituted) 
are  heated  at  180°-200°  for  from  10  to  20  hours  j 
in  an  autoclave  furnished  with  a  mechanical 
sthrer.    The  melt  is  mixed  with  water,  rendered 
alkaline  with  caustic  soda,  and  steam-distilled 
to  remove  volatile  oils,  after  which  the  solution 
in  the  retort  is  filtered  hot,  and  the  cinnamic 
acid  is  precipitated  with  hydrochloric  acid,  | 
filtered  off  after  allowing  the  solution  to  cool, 
pressed,  and  finally  purified  by  recrystallisation 
from  boiling  water  or  alcohol.      A  method  i 
patented  by  the  Farbwerke  vorm.   Meister,  I 
Lucius  and  Briining  (D.  R.  P.  18064),  in  which  \ 
lead  acetate  is  substituted  for  sodium  acetate, 
offers  no  advantages  over  the  foregoing. 

Cinnamic  acid  may  bo  prepared  from 
benzylideneacetone  C.H./CHiCH-CO-CHj,  which 
is  readily  obtained  by  the  condensation  of 
benzaldehyde  with  acetone  under  the  influence 


■  of  dilute  caustic  soda  (Claisen,  Ber.  14,  2471). 
When  this  compound  is  oxidised  by  warming  it 
with  sodium  hypobroniite,  it  is  converted  into 
cinnamic  acid  (Farbwerke  vorm.  MeLster, 
Lucius  and  Bruning,  D.  R.  P.  21162  ;  Frdl.  i.  28). 

By  employing  substituted  benzaldehydes, 
benzal  clilorides,  or  benzylidene-acetones  in  the 
foregoing  reactions,  substituted  cinnamic  acids 
may  be  obtained. 

It  may  also  be  jDrej^ared  from  benzaldehyde 
and  malonic  acid  in  the  presence  of  ammonia  or 
amines ;  in  the  place  of  benzaldehyde  the 
benzylidene  compounds  of  certain  amines,  such  as 

I  hydrobenzamide,  maybe  used  (Knoevenagel,Ber. 
1898,  2602  ;  Chem.  Zentr.  1898,  ii.  695  ;  D.  R.  P. 

I  97735). 

Cinnamic  acid  may  be  extracted  from  storax 
by  boiling  in  a  retort  1-5  kUos.  of  storax  with 
!  2  litres  of  caustic  soda  of  24°B.  until  no  more  oily 
drops  distil  over  with  the  steam.    In  this  pro- 
]  cess  the  styracin  is  hydrolysed,  forming  sodium 
I  cinnamate  and  cinnamyl  alcohol,  the  latter 
being  volatile  with  the  steam.    The  aqueous 
I  liquid  in  the  retort  is  separated  and  the  residue 
:  repeatedly  extracted  with  boiling  water,  after 
which  the  cinnamic  acid  is  precipitated  from 
the  united  aqueous  solutions  by  hydrochloric 
acid  and  purified  by  recrystallisation  (Beilstein 
and  Kuhlberg,  Annalen,  163,  123)  ;  Claassen 
(J.  Soc.  Chem.  Ind.  1897,  932)  uses  sodium  car- 
bonate instead  of  caustic  soda.  Precipitated  cin- 
namic acid  may  be  readily  freed  from  adhering 
resin  by  reciystallising  it  from  hot  light  petro- 
leum. 

Properties  and  Reactions. — Forms  slender 
needles  or  large  transparent  prisms  melting  at 
133°.  Boils  at  300°  (corr.).  If  rapidly  distiUed, 
it  scarcely  suffers  any  decomposition,  but  by 
slow  heating  it  is  broken  up  into  stryolene 
C^Hj-CHiCHj  and  carbon  dioxide.  Sparingly 
soluble  m  cold,  more  readily  in  boiling  water  ; 
easily  soluble  in  alcohol.  Forms  crystalline 
salts  closely  resembling  those  of  benzoic  acid. 
Oxidising  agents  convert  it  first  into  benzalde- 
hyde (distmction  from  benzoic  acid)  and  after- 
wards into  benzoic  acid,  the  final  products  when 
potassium  permanganate  is  used  being  phenyl- 
glyceric  acid,  benzaldehyde,  and  benzoic  and 
oxalic  acids  (Fittig  and  Ruer,  Annalen,  268,  27). 
When  taken  internally  it  is  oxidised  to  benzoic 
acid,  and  appears  in  the  urine  as  hippuric  acid. 
By  fusion  with  caustic  j)otash  it  yields  a  mixture 
of  benzoate  and  acetate.  It  unites  with  nascent 
hydrogen  to  form  hydrocinnamic  (^J-phenyl- 
propionic)  acid  ;  with  bromine  to  form  a  dibro- 
mide  ;  and  with  the  hydracids  to  form  /3-halogen- 
hydrocmnamic  acids — thus  /8-chlor-hydrocinna- 
mic  acid  CbH.-GHCI-CHo-CO.H. 

Cinnamic  acid  condenses  with  hydrocarliuns ; 
thus  with  benzene  and  sulphuric  acid,  it  forms 
phenylhydrindone  (Liebermann  and  Hartmann, 
Ber.  1892,  2124) ;  with  phenols,  phenol  itself 
yielding  hydroxyphenylcoumarin  (L.  and  H. 
ibid.  1892,  957),  and"  with  sulphur  to  form 
diphenylthiophene. 

Esters.    Methyl  cinnamate.  cr3'stal- 
line  solid ;  m.p.  36"^  ;  b.p.  263". 

Ethyl  cinnamate  may  be  obtained  direct 
from  benzaldehyde  by  means  of  ethyl  acetate 
and  sodium  (Farl).  vorm.  Meister,  Lucius  and 
Briining,  D.  R.  P.  5307 1  ;  Eng.  Pat.  4940  ;  J. 
Soc.  Chem.  Ind.  1891,  358  ;  Claisen,  Ber.  1890, 
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976).  It  is  a  colourless  liquid,  boiling  at  226° 
(corr.)  under  250  mm.  (Perkin,  Chem.  Soc. 
Trans.  1896,  1228).  By  heating  2  parts  of  ethyl 
cinnamate  with  1  part  of  sulphur  at  150°- 160° 
for  8  hours,  a  yellow  odourles^  compound 
CgH^SoO  is  formed,  and  is  suitable  for  thera- 
peutical purposes  {Farb.  vorm.  F.  Bayer  and 
Co.  Eng.  Pat.  8425  ;  D.  R.  P.  87931  ;  J.  Soc. 
Chem.  Ind.  1896,  293  ;  Kiister,  Ber.  1897,  115). 

Benzyl  cinnamate  v.  Benzyl  henzoate. 

Isomeric  acids.  J//ocinnamic  acid,  ni.p.  68°, 
two  /socinnamic  acids,  m.p.  38°  and  57°,  and 
other  isomerides  have  been  described,  but  a 
discussion  as  to  their  constitution  cannot  be 
entered  into  here.  Biilmann  (Ber.  1909,  182 
and  1443)  and  Liebermann  {ibid.  1027)  consider 
that  the  three  acids  mentioned  above  constitute 
a  case  of  trimorphisni. 

Substituted  cinnamic  acids.  Of  the  substi- 
tution derivatives  of  cinnamic  acid,  the  only  one 
of  industrial  importance  is  orthonitrociiinamic 
acid,  which  is  prepared  in  the  manufacture  of 
orthonitrophenylpropiolic  acid  (y.  Indigo,  Aeti- 
riciAi,).  On  a  large  scale  cinnamic  acid  is  first 
converted  by  heating  with  alcohol  and  concen- 
trated sulphuric  acid  into  ethyl  cinnamate. 
The  latter  substance,  which,  being  a  liquid,  is 
more  easily  manipulated  in  the  nitration  process 
than  the  solid  cinnamic  acid,  is  run  in  a  thin 
stream  into  the  calculated  quantity  of  cold 
nitrosulphuric  acid.  The  mixture  of  ortho-  and 
para-nitrocinnamic  esters  thus  formed  is  dis- 
solved in  warm  alcohol.  On  cooling,  the  para- 
compound  crystallises  out,  whilst  the  ortho-  com- 
pound remams  in  solution.  The  two  ethyl  salts 
are  hydrolysed  by  heating  with  sulphuric  acid. 
The  ortho-  acid  has  also  been  prepared  from 
o-nitro-benzylidene  acetone  by  warming  it  with  a 
3  p.c.  solution  of  sodium  hypochlorite  (Hiichster 
Farb.  D.  R.  P.  21162;  Frdl.  i.  29).  In  this 
process  the  two  isomerides  are  formed  in 
approximately  equal  quantitj'. 

Orihonitrocinnamic  acid 

C8H,(N02)CH:CH-C02H 

is  insoluble  in  water,  sparingly  soluble  in  cold, 
more  readily  soluble  in  boiling  alcohol,  from 
which  it  is  deposited  in  crystals  melting  at  240°. 

The  para-  compound  melts  at  285°-286°,  and 
is  very  sparingly  soluble  even  in  boiling  alcohol. 
It  cannot  be  used  in  the  preparation  of  artificial 
indigo,  and  the  attempt  made  to  utilise  it  in 
the  rosaniline  manufacture  has  not  proved 
industrially  uccessful. 

CINNAMON.  The  inner  l>ark  of  shoots  of 
the  Cinnamonmm  zeylanicum  (Nees),  nat.  ord. 
Lauracece,  or  time  laurels.  According  to  Por- 
cival,  it  is  imported  jwincipally  from  Ceylon  ; 
but  in  part  also  from  Madras,  Tellichcrry,  and, 
rarely,  from  Java.  The  bark-peelers  select  such 
branches  as  are  3  years  old,  and  not  more  than 
2  or  3  inches  in  diameter  nor  less  than  half 
an  inch.  The  bark  in  drying  rolls  up  into 
quills,  many  layers  being  enclosed  in  one  quUl. 
It  is  used  as  a  condiment,  and  yields  a  highlj' 
perfumed  essential  oil  iq.v.),  employed  in  the 
preparation  of  chocolate  and  for  purposes  of 
perfumery.  Both  the  bark  itself  in  its  poAvdered 
state  and  the  oil  derived  from  it  arc  frequently 
adult eratctl  Ijv  cassia  {v.  Cassia). 

CINNAMON  BROWN  v.   Azo-  fOi.ouKiNO 

MATTE  KS. 


CINNAMON  OIL  v.  Oils,  Essential. 

CINNAMON-STONE  or  Hessonite.  A  gem- 
variety  of  garnet  of  a  warm  reddish-brown 
colour  (hence  the  name)  and  transparent.  It  is 
essentially  an  orthosilicate  of  calcium  and 
aluminium  CajAl^SijOij,  coutaming,  however, 
isomorphous  replacements  of  iron,  manganese, 
and  magnesium.  Brilliant  crystals  are  found  in 
veins  in  serpentine  at  Ala  in  Piedmont,  but 
material  of  the  best  gem -quality  is  found  as 
pebbles  in  the  gem-gravels  of  Ceylon. 

L.  J.  S. 

CITRAL  v.  Teepenes. 

CITRAMALIC  ACID  v.  Malic  acid. 

CITRIC  ACID  CeHjO,.  Occurre7ice.— This 
acid  commonly  occurs  in  the  juice  of  many 
fruits,  and  in  the  sap  of  many  plants. 

Synthesis. — The  acid  has  been  preimred 
artificially  by  Grimaux  and  Adam  (Compt.  reud, 
90,  1252).  A  saturated  solution  of  dichlorace- 
tonic  acid  was  neutralised  with  sodium  carbon- 
ate, and  heated  with  tv.  o  molecules  of  potassium 
cyanide.  The  resulting  solution  of  dicyano- 
acetates  was  saturated  \\ith  hydrochloric  acid 
gas,  and  heated  on  a  \\'ater-bath  for  15  hours,  the 
citric  acid  A\  as  then  separated  as  calcium  citrate 
by  neutralisation  with  milk  of  lime.  Aiiother 
synthesis  has  been  effected  by  La-\vrence  (Chem. 
Soc.  Proc.  1897,  65),  who  obtained  ethyl  citrate 
by  heating  together  ethjd  bromacetate  and 
ethyl  oxalylacetate  in  the  presence  of  zinc. 

Properties.- — The  crystaUised  acid  of  com- 
merce has  the  formula CgHgO^.H^O.  The  crystals 
are  large  prisms  belonging  to  the  trimetric 
system.  Their  sp.gr.,  according  to  Buignet,  is 
1'553.  They  deliquesce  in  damj)  air,  and  in 
perfectl}'  dry  air  slowly  lose  the  whole  of  their 
water.  Different  crystals  (probably  differently 
prepared)  may  lose  Avater  at  very  different  rates 
(Warington,  Chem.  Soc.  Trans.  28,  928  ;  Gros- 
jean,  ibid.,  43,  331).  According  to  Marchand  (J. 
pr.  Chem.  1841,  23,  60),  crystals  obtained  from 
a  saturated  boiling  solution  have  the  formula 
2(C|,H^0-),H,0.  According  to  a  later  investiga- 
tion by  Sarandinaki  (Ber.  5,  1100),  the  crystals 
from  a  solution  long  boiled  are  anhydrous. 
Citric  acid  is  optically  inactive.  The  ordinary 
crystallised  acid  dissolves  in  about  half  its  weight 
of  boiling  water.  Aqueous  solutions  of  various 
strengths  have,  according  to  Gerlach  (Zeitsch. 
anal.  Chem.  1869,  295),  the  following  sp.gr.  at 
15°  :— 


Acid  p.c. 

Sp.gr. 

Acid  p.c. 

Sp.gr. 

I 

1-00.37 

16 

1  -0632 

2 

1-0074 

17 

1  -OfiTS 

3 

1-0111 

18 

1  -01 IH 

4 

1-0149 

19 

107(i2 

5 

1-0186 

20 

1  mm 

6 

1  -0227 

21 

1  •()S48 

7 

1-0268 

22 

1  •(t,SSi» 

8 

1-0309 

23 

1  •()9.3() 

9 

1  -0350 

24 

1  0972 

10 

1  0392 

25 

l^O]  14 

11 

]  •0431 

26 

1  'KIIIO 

12 

1  0470 

27 

1  '1  Mii; 

13 

1  •0509 

28 

1  ■  1 1  r,-2 

14 

1  0549 

29 

1-1  I9S 

15 

1  -OMH 

30 

11244 
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Acid  p.c. 

1  Acid  p>c« 

Sp.gr. 

31 

1-1288 

49 

1-2153 

32 

1-1333 

50 

1-2204 

33 

1-1378 

51 

1-2257 

34 

1-1422 

52 

1-2307 

35 

1-1467 

53 

1-2359 

36 

1-1515 

54 

1-2410 

37 

1-1564 

55 

1-2462 

38 

1-1612 

56 

1-2514 

39 

1-1661 

57 

1-2572 

40 

1-1709 

58 

1-2627 

41 

1-1756 

59 

1-2683 

42 

1-1814 

60 

1-2738 

43 

1-1851 

61 

1-2794 

44 

1-1809 

62 

1-2849 

45 

1-1947 

63 

1-2904 

46 

J.]  998 

64 

1-2960 

47 

1-2050 

65 

1-3015 

48 

1-2103 

66 

1-3071 

A  25  p.c.  solution  boils  at  101-8°,  a  50  p.c. 
solution  at  105-8°  (Gerlach,  J.  1859,  48). 

At  15°  the  solubility  of  the  crystallised  acid 
in  alcohol  is  as  follows  :  — 

100  of  80  p.c.  alcohol  dissolve  87 

90    „       „  „  52-85 

100    „       „  „  75-90 

100  parts  of  anhydrous  ether  dissolve  9-1  of  the 
crystallised  acid. 

According  to  Buchner  (Ber.  1892,  1159),  the 
ordinary  hyclrated  acid  melts  between  135°  and 
152°,  and  the  anhydrous  acid  at  153°.  Saltzer 
(Arch.  Pharm.  231,  514)  finds  that  the  finely 
powdered  hydrated  acid,  if  slowly  heated, 
becomes  anhydrous  at  55°,  and  melts  at  160° 
in  this  condition. 

Decompositions. — When  heated  to  175°,  ace- 
tone and  carbonic  oxide  are  evolved,  the  residue 
is  aconitic  acid  CgHgOj  ;  the  same  acid  is  formed 
in  small  quantity  when  a  solution  of  citric  acid 
is  long  boiled  (Dessaignes).  When  heat  is  con- 
tinued beyond  175°,  an  oily  distUlato  appears, 
which  yields  crystals  of  itaconic  acid  C5H8O4. 
By  further  heating,  itaconic  acid  is  transformed 
into  an  uncrystaUisable  oil,  citraconic  anhydride 
C5H4O3.  Heated  with  sulphuric  acid,  carbonic 
oxide  and  acetone  are  given  o£f,  and  an  acid  is 
formed  not  jjrecipitated  by  baryta. 

Solutions  of  citric  acid  are  rapidly  destroyed 
by  fungi.  Accordmg  to  F.  Watts  (J.  Soc. 
Chem.  Ind.  1886,  215),the  action  of  ^'acc/jarow/yces 
mycoderma  on  lime  juice  is  to  convert  the  citric 
acid  into  carbonic  acid  and  water.  According 
to  I.  Macaguo  (Gazz.  chim.  ital.  11,  443),  an 
alcoholic  fermentation  m  lemon  juice  does  not 
affect  the  citric  acid,  but  under  the  influence  of 
bacteria  the  citric  acid  disajjpears,  and  acetic 
and  propionic  acids  are  formed. 

Salts. — Citric  acid  is  tribasic,  and  forms  in 
consequence  throe  classes  of  salts.  The  salts 
with  the  alkah  metals  are  readily  soluble  in 
water ;  the  neutral  salts  of  the  alkaline  earths 
are  only  sparingly  soluble. 

Calcium  citrate  Ga,^{(if\i^0^),,A:'ii.20  does  not 
lose  water  at  100°.  When  precipitated  in  a 
crystaUine  state  its  solul)ility  in  water  is  1  in 
1180  at  14°,  and  1  in  1730  at  90°-100°.  When 
thrown  down  in  an  amorphous  condition,  the 


solubUity  is  greater,  1  in  707  at  18",  and  1  in 
1123  at  100°  (Chem.  Soc.  Trans.  28,  939). 

When  a  solution  of  citric  acid  contains  a 
ferrous,  ferric,  or  aluminium  salt,  in  not  too  great 
proportion,  it  may  be  made  strongly  alkaline 
with  potash  or  soda  without  producing  a  preci- 
pitate. Such  a  solution  may  also  be  boiled  with 
chalk  without  precipitating  iron  or  aluminium, 
although  a  large  part  of  the  citric  acid  falls  as 
calcium  citrate.  (With  tartaric  acid  in  the  place 
of  citric,  iron  is  to  a  small  extent  precipitated 
by  chalk  in  the  cold,  and  entirely  on  boiling.) 
It,  however,  the  ferric  salt  bears  a  large  propor- 
tion to  the  citric  acid,  the  whole  is  precipitated  by 
chalk,  even  in  the  cold  (Chem.  Soc.  Trans.  28, 
990). 

Derivatives. — Methylenecitric  acid  is  obtained 
by  heating  citric  acid  with  four  times  its  weight 
of  polymeric  formaldehyde  at  140°-160°,  and 
allowing  the  melt  to  crystallise.  It  is  used  as  a 
disinfectant  for  the  urinary  passages  (Ch.  Fab. 
auf.  Act.  vorm.  F.  Schering,  U.S.  Fat.  699422  ; 
J.  Soc.  Chem.  Ind.  1902,  791). 

Monophenetidonecitric  acid  is  obtained  by 
heating  42  parts  of  citric  acid  with  27-5  parts  of 
p-aminojjhenetol  for  some  hours  at-  100°.  The 
product  is  dissolved  in  caustic  soda,  and  the 
acid  precipitated  with  hydrochloric  acid. 
Diphonetidenecitric  acid  is  obtained  similarly. 
They  are  medicinal  substances,  acting  energeti- 
cally as  precipitants  \vithout  producing  secondary 
symptoms  (Farb.  von  Heyden-Nachfolgor,  Kng. 
Pat.  1254  ;  J.  Soc.  Chem.  Ind.  1895,  385). 

Detection. — Citric  acid  is  best  recognised 
when  in  a  j^ure  state  by  its  yielding  on  heating 
an  oily  subhmate,  which  afterwards  crystallises 
(itaconic  acid).  A  solution  of  citric  acid,  neu- 
tralised with  ammonia,  gives  no  precipitate  in 
the  cold  with  calcium  chloride,  except  after  long 
standing  ;  but  on  boiling,  calcium  citrate  is  pre- 
cipitated. Calcium  citrate,  precipitated  in  the 
cold,  is  freely  soluble  in  solution  of  ammonium 
chloride,  and  is  precipitated  therefrom  on 
boiling.  Alkali  citrates  do  not  reduce  silver 
salts  on  ])oiling,  as  tartrates  do,  or  only  to  a 
trifling  extent. 

Kammerer  (Zeitsch.  anal.  Chem.  8,  298) 
recommends  the  detection  of  citric  acid  by  the 
formation  of  a  crystalline  barium  salt.  To  the 
free  acid,  or  to  the  alkali  salt,  excess  of  barium 
acetate  is  added,  and  the  whole  heated  on  a 
water-bath  for  several  hours  ;  the  barium  citrate 

Ba,(CeH,0,)„7H,0 
will  then  be  found  in  microscopic  monoclinic 
prisms. 

Deniges  (Compt.  rend.  130,  32)  adds  to  the 
solution  rjj5  of  its  volume  of  a  reagent  obtained 
by  dissolving  5  grams  of  mercuric  oxide  in  20 
c.c.  of  cone,  sidpliuric  acid,  and  100  c.c.  of 
water.  The  solution  is  heated  to  boiling,  and, 
if  citric  acid  is  present,  a  white  precipitate  is 
obtained  on  tlie  addition  of  a  few  drops  of  a 
2  p.c.  solution  of  potassium  permanganate. 

Another  method  is  to  add  potassium  perman- 
ganate to  the  solution  until  it  is  pink.  If  a 
precipitate  is  formed,  or  a  brown  colour  pro- 
duced, ammonium  oxalate  is  added  until  it  is 
destroyed.  On  adding  bromine  water  a  white 
precipitate  is  obtained,  which,  on  the  addition 
of  alkali,  gives  the  cliaracteristio  smell  of  bromo- 
form  (Stahre,  J.  Soc.  Chem.  Ind.  1806,  53  ; 
Wohlk,  Zeitsch.  anal.  Chem.  191)2,  77). 
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The  tests  for  adulteration  wUl  be  given  at 
the  close  of  this  article. 

Estimation. — When  the  quantity  of  citric 
acid  in  a  solution  is  determined  by  alkalimetry, 
phenolphthalein  should  be  used  as  the  indicator  ; 
in  coloured  solutions  red-brown  turmeric  paper 
(Thomson,  J.  Soc.  Chem.  Ind.  1887,  195)  has 
been  recommended.  If  neutral  litmus  paper  is 
used,  the  alkali  must  be  standardised  with  citric 
acid.  The  quantitative  determination  of  citric 
acid  by  precipitation  as  calcium  citrate  wUl  be 
described  under  the  analysis  of  lemon  juice. 

Citric  acid  in  milk  and  wine.  Citric  acid  is 
present  in  milk  and  in  wine,  and  as  it  occurs 
in  small  quantities  in  most  wines,  adiilteration 
with  a  small  quantity  of  citric  acid  cannot  be 
detected  (Hubert,  Ann.  Chim.  anal.  1908,  139). 
It  may  be  detected  in  milk  by  takmg  10  c.c.  of 
milk,  2  c.c.  of  sodium  metaphosphate,  3  c.c.  of 
mercuric  sulphate  solution,  and  filtering.  HaK 
of  the  filtrate  is  mixed  with  0*5  c.c.  of  10  p.c. 
solution  of  manganese  sulphate,  and  boiled.  To 
this  4  drops  of  a  2  p.c.  solution  of  potassium 
permanganate  is  added,  and  the  solution  again 
boiled.  This  is  repeated,  and  the  liquid  de- 
colourised by  a  drop  of  hj'drogen  peroxide.  A 
precipitate  or  an  opalescence  indicates  the 
presence  of  citric  acid.  This  method  may  be 
used  quantitatively  (Deniges,  Chem.  Soc.  Abstr. 
1902,  ii.  365;  v.  also  Scheibe,  ibid.  1891, 
1276).  It  may  be  detected  in  wine  by  the 
method  of  Spica  (Gazz.  chim.  ital.  31,  [2]  61). 
A  portion  of  the  wine  is  evajjorated  to  a  syrup 
and  extracted  with  alcohol.  This  is  nearly 
neutralised  with  alcoholic  potash,  and  the 
potassium  bitartrate  filtered  off.  The  filtrate 
is  then  neutralised  with  more  potash,  and  the 
precii3itate  is  filtered  ofi,  dried,  and  heated  in  a 
small  tube  with  sulphuric  acid,  until  it  goes 
bro^ra.  It  is  then  diluted,  made  alkaline  with 
caustic  potash,  and  sodium  nitroprusside  added. 
A  red  colour  indicates  the  presence  of  citric 
acid.  Pavrel  (J.  Soc.  Chem.  Ind.  1908,  637) 
evaporates  100  c.c.  of  wine  to  dryness,  dissolves 
the  residue  in  7  c.c.  of  boOing  water,  and  adds 
35  c.c.  of  90  p.c.  alcohol.  A  solution  of  calcium 
acetate  (0-4  gram  in  5  c.c.  of  water)  is  added, 
and  the  precipitate  filtered.  When  dry  it  is 
transferred  to  a  test-tube,  3  c.c.  of  sulphuric 
acid  added,  and  the  whole  heated  to  80°-90°  for 
2  minutes.  The  solution  is  cooled  and  extracted 
with  ether.  White  crystals  are  obtained,  giving 
a  violet-red  colour  with  ferric  chloride,  the 
colour  being  discharged  by  mineral  acids.  (For 
other  methods  and  quantitative  estimation,  v. 
Williams,  Analyst,  14,  25 ;  Devarda,  J.  Soc. 
Chem.  Ind.  1904,  273;  Klinger  and  Bujard, 
Chem.  Soc.  Abst.  1893,  ii.  54 ;  Schindler,  Chem. 
Zentr.  1902,  ii.  1016  ;  and  Robin,  Ann.  Chim. 
anal.  1904,  453.) 

Raw  Mateeial. 

Citric  acid  is  prepared  from  the  fruit  juice  of 
three  species  of  Citrus — the  lemon,  bergamot, 
and  lime  ;  the  first  of  these  is  the  principal 
source  of  citric  acid.  Concentrated  lemon  juice 
is  chiefly  imported  from  Sicily  ;  a  very  little 
comes  from  Naples  or  Sorrento.  Concentrated 
bergamot  juice  is  prepared  in  Calabria,  and  ex- 
ported from  Messina.  Concentrated  lime  juice 
is  imported  in  small  quantity  from  Montserrat 
and  Dominica.    The  lemon  juice  from  Sicily  is 


prepared  by  pressing  the  inferior  fruit,  from 
which  the  rind  has  previously  been  removed 
for  the  manufacture  of  essence.  The  so-caUed 
'  single '  juice  is  then  boiled  down  tiU  its  sp.gr. 
equals  60°  on  the  citrometer  (sp.gr.  1-24) ; 
it  then  forms  a  dark-bro^™,  rather  syrupy 
liquid. 

Lemon  juice  has  its  greatest  acidity  early 
in  the  season  (November).  The  juice  of  the  fine 
fruit,  exported  as  lemons,  has  a  sp.gr.  I'03- 
1-04;  it  contains  free  acid  equal  to  11-13  oz. 
of  citric  acid  per  gallon.  The  inferior  fruit 
pressed  in  Sicily  yields  a  juice  containing  at  the 
beginning  of  the  season  about  9  oz.  of  free 
acid  per  gallon,  and  at  the  end  of  the  season  a 
good  deal  less. 

There  are  other  differences  between  the  juice 
of  fine  lemons  pressed  in  England,  and  the 
Sicilian  juice  employed  for  the  manufacture  of 
citric  acid.  The  former  contains  very  little 
combined  organic  acid,  only  about  2-5  p.c.  of 
the  total  organic  acid  (free  phis  combined) 
present.  In  unconcentrated  Sicilian  juice  the 
combined  acid  is  about  7-9  'p.c.  of  the  total. 
Again,  the  English  pressed  juice  contains  hardly 
any  organic  acid  save  citric,  only  about  1  p.c.  of 
the  total  organic  acid  being  unprecipitable  as 
calcium  citrate.  In  Sicilian  juice  about  8  p.c. 
of  the  total  organic  acid  is  unprecipitable  as 
calcium  salt. 

The  concentrated  lemon  juice  from  Sicily 
is  reckoned  of  standard  quality  when  its  sp.gr. 
is  1-24,  and  its  acidity  is  equal  to  64  oz.  per 
gallon  of  nominal  citric  acid.  In  dealing  with 
trade  analyses  it  must,  however,  be  borne  in 
mind  that  the  '  crystallised  citric  acid  '  of  a 
trade  certificate  is  not  the  crystallised  acid  of 
commerce,  but  an  acid  containing  only  hah  the 
actual  amount  of  water,  an  acid,  in  fact,  having 
the  atomic  weight  201  instead  of  210 : 

CeH30„H,0. 
No  reason  can  be  given  for  this  practice,  which 
should  certainly  be  abolished.  In  the  present 
article  all  quantities  of  citric  acid  wiU  be  ex- 
pressed in  terms  of  the  common  crystallised 
acid. 

The  concentrated  lemon  juice  from  Sicily 
contains  pretty  uniformly  7-8  oz.  per  gallon 
of  combined  organic  acid,  equal  to  about  10  p.c. 
of  the  total  organic  acid  (reckoned  as  citric)  j)re- 
sent.  Of  the  total  organic  acid  about  10  p.c.  is 
not  precipitable  as  calcium  salt,  and  is  therefore 

I  not  citric  acid  ;  this  proportion  is,  however,  by 
no  means  constant.  Purchases  of  lemon  juice 
are  unfortunately  stiU  made  on  the  basis  of 
acidity,  and  not  on  the  amount  of  precipitable 
acid  present.  Analyses  of  895  jsipes  of  con- 
centrated lemon  juice  by  Grosjean  have  been 
published  (Chem.  Soc.  Trans.  43,  333).  The 
average  proportion  of  precipitable  acid  was 
99-2  p.c.  of  the  free  acid,  but  the  range  of  varia- 
tion was  considerable,  individual  parcels  of  juice 
giving  81 -1,  85-8,  and  103'6  p.c. 

!  Concentrated  Bergamot  juice  hasasimUar 
sp.gr.  to  lemon  juice,  but  a  lower  acidity ;  it 
generally  contains  free  acid  equal  to  about  51 
oz.  of  citric  acid  per  gallon.  The  quantity 
of  combined  organic  acid  is  apparently  similar 
to  that  in  lemon  juice,  namely,  7-8  oz.  per 
gallon  ;  but  the  proportion  of  combined  to  total 
is  higher,  12-13  p.c.  The  proportion  of  unpre- 
cipitable acid  is  about  13  p.c.  of  the  total. 
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Grosjean's  analyses  of  90  pipes  of  bergamot 
juice  show  a  mean  of  98-4  of  precipitable  acid 
for  100  of  acidity,  the  extremes  being  954  and 
101-4. 

The  unconcentrated  Lime  juice  of  Mont- 
serrat  lias  a  mean  sp.gr.  of  1-036;  it  contains, 
accordmg  to  Conroy  (Pliarm.  J.  1883,  606),  an 
average  of  7-84  p.c,  or  12-54  oz.  per  gallon  of  free 
acid.  The  extremes  observed  were  6-70-10-05 
p.c,  equal  to  10-7-16-1  oz.  per  gallon.  The 
juice  yields  0-43  p.c.  of  ash.  It  contains  only  a 
trace  of  sugar.  Warington  found  the  combined 
acid  in  two  samples  5  p.c.  of  the  total ;  10  p.c. 
of  the  total  acid  was  not  precipitable. 

Concentrated  lime  juice  is  a  viscid  liquid, 
sp.gr.  1-32,  and  with  an  acidity  averaging  about 
94  oz.  of  citric  acid  per  gallon.  The  com- 
bined acid  is  about  8-9  oz.  per  gallon.  The 
unprecipitablo  acid  is  about  10-14  p.c.  of  the 
total.  The  precipitable  acid  bears  a  lower  pro- 
portion to  the  free  than  is  the  case  with  either 
lemon  or  bergamot  juice,  the  ]jublished  analyses 
showing  a  mean  of  93-8  of  precipitable  acid  for 
100  of  free. 

The  nature  of  the  organic  acids,  other  than 
citric,  present  in  lemon,  bergamot,  and  lime 
juice  has  not  been  determined.  A  little  formic 
acid  and  acetic  acid  have  been  detected  in  con- 
centrated juice,  but  the  principal  acids  other 
than  citric  are  clearly  non-volatile  and  have 
soluble  calcium  salts.  The  acids  most  probably 
present  are  malic  and  aconitic. 

Besides  lemon  juice,  some  crude  Calcium 
citrate,  prepared  in  Sicily  by  precipitating 
lemon  juice  vidth  chalk,  is  exported  into  England. 
It  contains  about  04  p.c.  of  citric  acid. 

Methods  op  analysing  Juice  and  Citeate. 

1.  Acidity. — The  commercial  analysis  of 
juice  is  confined  to  the  determination  of  acidity. 
It  is  most  important  that  the  alkali  (sodium 
hydroxide)  used  should  be  actually  standardised 
with  citric  acid,  and  the  same  indicator  employed 
in  standardising  as  in  subsequent  anal3'ses. 
Powdered  crystals  of  citric  acid  are  taken,  water 
carefully  determined  in  one  portion,  while 
another  is  used  for  standardising  the  alkali.  In 
determining  water,  the  powdered  acid  should  be 
heated  for  some  hours  at  about  60°  before  ex- 
posing it  to  100° ;  if  this  is  not  done,  the  acid 
will  melt,  and  lose  the  rest  of  its  water  vnVa 
great  difficulty.  Warington  recommended  deli- 
cate litmus  paper  for  determining  the  neutral 
point.  P.  Watts  has  since  employed  films  of 
turmeric  tmcture  on  a  white  tile  (J.  Soc.  Chem. 
Ind.  1886,  214).  Thomson  recommends  red- 
brown  turmeric  paper. 

2.  Combined  organic  acids. — The  juice  is 
neutralised  with  a  know  quantity  of  stan- 
dard alkali,  evaporated  to  dryness  in  a  platuium 
basin,  the  residue  gently  ignited,  the  black  ash 
treated  with  a  known  quantity  (excess)  of  stan- 
dard sulphuric  acid,  the  whole  boiled  and  fUterod. 
Tile  amount  of  unneutralised  acid  is  then  deter- 
mined with  alkali.  We  have  now  the  neutral- 
ising power  of  the  ash  in  terms  of  alkali  ;  by 
subtracting  the  alkali  added  when  neutraUsmg 
the  juice,  we  obtain  the  amount  of  alkali  cor- 
responding to  the  bases  of  the  organic  salts, 
which  became  carbonates  on  ignition.  From 
the  amount  of  these  bases  their  equivalent  in 
combined  citric  acid  can  be  calculated. 


3.  Precipitable  citric  acid. — This  is  for  the 
manufacturer  the  only  trustworthy  method  of 
analysis,  but  is,  in  fact,  seldom  adopted.  War- 
ington proceeds  as  follows  :  15-20  c.c.  of  un- 
concentrated juice,  or  about  3  c.c.  of  concen- 
trated juice,  are  exactly  neutralised  with  sodium 
hydroxide,  the  solution  (about  50  c.c.)  is  brought 
to  boiling  in  a  salt-bath,  and  a  measured  quan- 
tity of  calcium  chloride  solution,  known  to  be 
rather  more  than  sufficient  for  all  the  organic 
acids  present  added.  After  boiling  for  half  an 
hour,  the  precipitate  is  coUected  on  a  small  filter, 
and  washed  with  hot  water.  The  filtrate  and 
washings  are  then  concentrated  to  10  c.c.  and 
the  solution  finally  neutralised  with  a  drop  of  am- 
monia. The  second  precipitate  is  collected  on  a 
very  small  filter,  the  filtrate  being  used  for  getting 
the  precipitate  on  to  the  paper,  which  is  finally 
washed  about  five  times  with  a  little  hot  water. 
The  precipitates  in  their  papers  arc  then  burnt 
at  a  low  heat  m  a  platinum  basin,  and  the  neu- 
tralising power  of  the  ash  determined  with  stan- 
dard hydrochloric  acid  and  alkali.  The  amount 
of  citric  acid  which  the  base  is  equivalent  to 
can  then  be  calculated,  three  molecules  of  base 
bemg  reckoned  as  equivalent  to  one  molecule  of 
citric  acid, 

4.  Analysis  of  calcium  citrate.- — The  excess 
of  chalk  jiresent  is  first  determined  by  boUmg 
about  4  grams  with  dilute  standard  liydrocliloric 
acid  in  a  covered  beaker,  and  then  adding  stan- 
dard alkali  tiU  feebly  aUfaline.  Two  grams  of  the 
citrate  are  then  gently  ignited  in  a  covered  pla- 
tinum crucible,  and  the  neutralising  power  of  the 
ash  determined  by  solution  in  standard  hydro - 
cMoric  acid  and  titration  with  alkali.  By  de- 
ducting from  the  neutralismg  power  of  the  ash 
that  due  to  the  chalk  previously  determined,  we 
find  the  amount  of  base  which  has  to  be  calcu- 
lated as  citrate.  This  method  presupposes 
that  citrates  are  the  only  organic  salts  present. 
If  it  is  preferred,  the  citrate  may  be  dissolved 
in  hydrochloric  acid,  the  solution  boiled,  neu- 
tralised with  soda,  the  calcium  citrate  precipi- 
tated by  boiling  in  the  salt- bath,  and  its  quantity 
determined  as  in  the  case  of  juice. 

The  information  here  given  respecting  juice, 
calcium  citrate,  and  the  methods  of  then-  ana- 
lysis, will  be  found  in  greater  detail  in  Chem. 
Soc.  Trans.  28,  925;  43,  331  ;  v.  also  Ulpiani  and 
Parrozzani  (Chem.  Soc.  Abstr.  1907,  ii.  57). 

Process  of  Manufactuee. 

The  manufacture  of  citric  acid  from  concen- 
trated lemon  juice  is  extremely  simjile.  A  proper 
quantity  of  whiting  (levigated  chalk)  is  mixed 
with  water,  and  heated  by  steam  in  a  wooden  vat 
provided  with  a  revolving  agitator  ;  the  concen- 
trated juice  is  then  slowly  pum^wd  in,  care  being, 
of  course,  taken  that  the  whiting  is  finally  in 
smaU  excess.  The  liquor  never  becomes  neutral, 
however  long  boiling  may  be  continued,  or  how- 
ever great  is  the  excess  of  whiting  present ;  the 
adjustment  of  juice  and  whiting  is  therefore 
effected  by  ascertaining  if  the  liquor  effervesces 
with  more  whiting,  or  the  precijjitate  effervesces 
with  more  juice.  The  amount  of  unneutralised 
acid  is  about  l-2i-  p.c.  of  the  original  acidity  of 
the  juice.  Pure  citric  acid  is  readilj'  neutralised 
by  whiting,  malic  and  aconitic  acid  are  not ;  the 
final  acidity  is  thus  possibly  due  to  the  presence 
of  these  acids.    Citric  acid,  however,  is  not 
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neutralised  by  chalk  if  phosphates,  and  espe- 
cially ferric  phosjihates,  be  present ;  this  fact 
will  also  explain  the  result.  It  is  not  advisable 
to  neutralise  completely  by  the  use  of  lime,  as 
vegetable  impurities  are  then  thro\ra  down  which 
are  afterwards  difficult  to  separate. 

The  precipitated  calcium  citrate  is  washed 
with  hot  water  on  a  filter.  It  is  next  brought 
by  the  addition  of  water  to  the  state  of  tliin 
cream,  and  decomposed,  with  constant  agitation, 
hj  the  addition  of  a  small  excess  of  sulphuric 
acid  (sp.gr.  1-7).  The  occurrence  of  an  excess 
of  sulphuric  acid  is  kno^vn  by  the  liquor  afford- 
ing a  precipitate  with  a  strong  solution  of  calcium 
chloride  after  some  minutes'  standing. 

The  citric  acid  liquor  is  then  separated  from 
the  gypsum,  which  is  washed  on  a  filter.  The 
liquor  is  evaporated  in  shallow  leaden  baths  by 
steam  heat.  Much  gypsum  is  at  first  deposited  ; 
from  this  the  clear  liquor  is  run  oif  and  further 
concentrated.  When  strong  enough  to  crystal- 
lise, the  hot  liquor  is  run  into  a  wooden  tub 
provided  v.-ith  an  agitator,  and  the  liquor  is  kept 
in  constant  motion  \\  hile  cooling  ;  by  this  pro- 
cess, kno^vn  as  '  granulation,'  the  citric  acid  is 
obtained  as  a  crystalline  powder.  The  mother 
liquor  is  again  concentrated,  and  '  salt '  again 
obtained  by  granulation.  The  process  may  be 
repeated  a  third  time.  The  liquor  is  then  too 
dark  and  impure  for  further  crystallisation,  and 
is  knoAMi  as  '  old  liquor.'  The  granulated  citric 
acid  when  drained,  and,  if  necessary,  slightly 
washed,  is  redissolved,  decolourised  by  heating 
with  animal  charcoal  (previously  freed  from 
phosphates  by  hydrochloric  acid),  again  concen- 
trated to  the  crystallising  point,  and  poured  into 
leaden  trays  about  3  inches  deep ;  the-  crystals 
here  formed  are  the  citric  acid  of  commerce. 
Citric  acid  thus  prepared  always  Contains  a  trace 
of  lead,  and  often  particles  of  metallic  lead, 
probably  duo  to  the  lilumbers  repairing  the 
vessels.  To  free  the  acid  from  lead,  the  process 
usually  adopted  is  to  pass  sulphuretted  hydrogen 
through  the  solution  after  the  first  crystallisa- 
tion, filter,  and  then  recrystaUise  the  citric  acid 
in  lead-free  vessels. 

The  '  old  liquor  '  is  diluted  with  water,  and 
the  citric  acid  it  contains  precipitated  with  an 
excess  of  whiting,  exactly  as  in  the  case  of  the 
original  juice.  The  liquor  is  never  neutralised 
by  the  whiting ;  this  may  be  either  due  to 
aconitic  acid  formed  during  the  heating  of  the 
citric  acid  liquors,  or  to  the  presence  of  ferric 
or  aluminic  phosphate  derived  from  the  whiting. 

Any  considerable  excess  of  sulphuric  acid  in 
the  liquors,  or  any  overheating,  must  be  avoided, 
as  occasioning  decomposition  of  citric  acid. 
The  presence  of  iron  or  aluminium  in  the  whiting 
also  occasions  loss,  as  citric  acid  holding  iron  or 
aluminium  in  solution  is  not  jjrecipitated  by 
calcium  carbonate.  In  consequence  of  the  non- 
precipitation  of  iron  or  aluminium  from  citric 
solutions  Vjy  whiting,  the  citric  liquors  of  the 
factory  remain  nearly  pure,  however  long  the 
work  may  have  been  continued,  a  result  very 
different  from  what  happens  in  the  case  of  tar- 
taric acid  ;  the  purity  of  citric-acid  liquors  is 
however  obtained  at  the  expense  of  some  loss 
of  citric  acid.  In  a  wcU-conductcd  factory  the 
total  loss  during  manufacture  will  amount  to 
12-15  p.c.  of  the  citric  acid  in  the  juice. 

A  u:cthod  has  been  patented  (I'anchcu.x  and 
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Boissiere,  Eng.  Pat.  11991  ;  Fr.  Pat.  338735  ; 
J.  Soc.  Chem.  Ind.  1904,  680)  by  which  the 
crude  calcium  citrate  is  purified  by  passing  hot 
gases  over  it,  so  as  to  roast  it  superficially. 

Citric  acid  is  also  produced  by  the  fermenta- 
tion of  carbohydrates,  glycerol,  and  analogous 
substances  under  the  influence  of  certain  fungi, 
named  citromycetes  (Wehmer,  Eng.  Pat.  5620  ; 
D.  R.  P.  72957  ;  J.  Soc.  Chem.  Ind.  1894,  275). 
To  prepare  the  organisms,  a  sugar  solution  con- 
taining 2-5  p.c.  of  citric  acid  is  allowed  to  stand 
for  a  few  days.  The  growth  formed  on  this 
solution  is  introduced  into  sterilised  sugar, 
where  it  develops.  The  pure  culture  prepared 
in  this  way  is  then  introduced  into  large  vessels 
containing  sugar  solution,  in  which  are  dissolved 
small  quantities  of  ammonium  nitrate,  dipotas- 
sium  phosphate,  and  magnesium  sulphate  ;  the 
liquid  is  then  allowed  to  remain  at  the  ordinary 
temperature  for  8-14  days.  At  the  expiration 
of  that  time,  the  liquid  contains  a  certain  amount 
of  citric  acid,  so  that  it  can  be  directly  employed 
for  lemon  juice.  The  acid  can  be  isolated,  prefer- 
ably as  calcium  citrate  by  adding  calcium  carbon- 
ate to  the  liquid.  Other  moulds,  such  as  Mucor 
piriformis,  which  grows  on  putrefying  fruit, 
specially  on  pears  and  apples,  may  be  employed 
(D.  R.  P.  91891  ;  v.  also  Maze  and  Perrier, 
Compt.  rend.  139,  311). 

Estimation  of  lead  in  citric  acid.  Forty  grams 
of  the  sample  are  dissolved  in  water,  pure 
strong  ammonia  added  in  slight  excess,  the 
liquid  cooled  and  diluted  to  120  c.c.  For  a 
preliminary  experiment  10  c.c.  are  taken, 
diluted  to  50  c.c.  in  a  Nessler  tube,  and  one  drop 
of  ammonium  sulphide  added ;  the  colour 
determines  what  volume  should  be  taken ;  it 
varies  from  5  to  50  c.c.  Having  repeated  this 
with  the  volume  of  liquid  thus  indicated,  the 
tint  has  to  bo  matched  with  that  from  the  pure 
solution.  A  volume  of  pure  ammonium  citrate 
solution  identical  vAth  that  taken  of  the  acid 
under  examination  is  inixed  with  a  measured 
quantity  of  slightly  acid  lead  nitrate  solution, 
containing  0-1  gram  metallic  lead  per  litre.  A 
drop  of  ammonium  sulphide  is  added,  and 
various  solutions  are  made  up  until  the  colour 
obtained  matches  that  from  the  acid  under 
examination.  If  iron  or  copper  is  jiresent  in 
any  quantity,  a  drop  of  solution  of  potassium 
cyanide  is  added  before  the  ammonium  sulphide, 
which  prevents  them  interfering  with  the 
reaction.  The  standard  of  purity  suggested  is 
that  lead  is  not  to  be  present  to  a  greater  extent 
than  5  parts  per  million  (Warington,  J.  Hoc. 
Chem.  Ind.  1893,  97 ;  v.  also  Tatlock  and 
Thomson,  Analyst,  1908,  173). 

Another  method  is  tliat  of  Buchet  (J.  Soc. 
Chem.  Ind.  1892,  848).  To  estimate  the 
mctaUic  lead,  200  grams  of  acid  are  dissolved  in 
three  times  its  weight  of  water,  and  a  slight 
excess  of  ammonia  added.  After  24  hours  the 
liquid  is  decanted,  and  the  residue  collected  on 
a  filter,  carefuUy  washed  and  dissolved  in  nitric 
acid.  The  lead  is  then  precipitated  as  sulphate, 
and  estimated  as  such.  To  determine  the 
combined  lead,  the  ammoniacal  solution  is  first 
acidified  with  hydrochloric  acid,  the  lead 
precipitated  as  sulphide,  converted  into  sulphate, 
and  weighed  as  such. 

AdiiUeration. — Citric  acid  is  at  times  adul- 
terated tt  ith  tartaric  acid.  To  detect  adulteration, 
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Caillctet  (Chem.  Soc.  Trans.  3G,  674)  adds 
1  gram  of  the  powdered  acid  to  10  c.c.  of  a  cold 
saturated  solution  of  jjotassium  dichromate.  If 
the  solution  remains  unchanged  in  colour'  for 

10  minutes,  tartaric  acid  is  absent.  If  tartaric 
is  present,  the  solution  becomes  brown.  Pusch 
(J.  Soc.  Chem.  Ind.  1885,  552)  places  1  gram  of 
the  acid  in  a  test-tube  with  10  grams  of  pure 

011  of  vitriol.  The  test-tube  is  placed  in  a 
water-bath,  and  kept  at  100°  for  1  hour.  If 
citric  acid  only  is  present,  the  colour  is  lemon- 
yeUow.  If  tartaric  acid  is  present,  the  colour- 
becomes  brown.  Both  these  tests  are  very 
delicate,  and  readily  show  1  or  i  p.c.  of  adultera- 
tion. Pinerua  (Compt.  rend.  124,  291)  -puts 
0-05  gram  of  the  substance  in  a  porcelain  basin, 
and  adds  10-15  drops  of  a  reagent  made  by 
dissolving  0-02  gram  of  ;3-naphthol  in  1  c.c.  of 
concentrated  sulphuric  acid.  If  citric  acid 
alone  is  present,  a  blue  colour  is  formed,  unchang- 
ed on  heatmg,  which  on  dUution  gives  a  nearly 
colourless  or  a  slightly  yellow  liquid.  If 
tartaric  acid  is  present,  the  colour  on  heating 
changes  to  green,  and  on  dilution  to  a  reddish- 
yellow.  Deniges  adils  a  small  quantity  of  the 
acid  to  a  solution  of  resorcinol  in  dilute  sulphuric 
acid,  and  heats  to  115°-140°.  If  tartaric  acid 
is  present,  a  violet-red  colour  is  formed.  If 
sugar  is  present,  or  other  bodies  blackened  by 
sulphuric  acid,  the  acid  is  precipitated  as  its  lead 
salt,  and  then  tested  (J.  Pharm.  Chim.  1895, 
i.  586).  Crismer  (Chem.  Soc.  Abstr.  1892,  546) 
adds  1  gram  of  the  acid  to  1  c.c.  of  ammonium 
molybdate  solution  (10  p.c.)  and  2  to  3  drops 
of  hydrogen  peroxide  solution  (J  to  ^  i^.c), 
and  heats  at  100°  for  3  mmutes.  If  citric  acid 
alone  in  present,  the  j-ellow  colour  given  by  the 
molybdate  is  unaltered ;  whilst  if  tartaric  acid 
is  present,  a  beautiful  blue  colour  results.  This 
test  detects  1  mgm.  of  tartaric  acid  in  1  gram 
of  citric  acid.  Spindler  has  modified  Deniges' 
mercuric  sulphate  method  [q.v.),  and  uses 
potassium  dichromate  instead  of  permanganate. 
If  citric  acid  alone  is  present,  a  yellow  j^recipi- 
tate  is  obtamed ;  the  presence  of  tartaric  acid 
is  indicated  by  a  change  of  colour  to  green, 
due  to  reduction.  Tartaric  acid  may  also  be 
detected  by  adding  a  little  solution  of  potassium 
acetate  to  a  strong  solution  of  the  citric  acid, 
and  stirring. 

The  quantity  of  tartaric  acid  in  an  adul- 
terated sample  may  be  determined  by  adding  10 
p.c.  of  potassium  chloride  to  a  strong  solution 
of  the  acid,  and  preeipitatmg  the  tartaric  acid 
\\ith  citrate  or  acetate  of  potassium,  with  the 
precautions  described  under  estimation  of  tar- 
taric acid. 

CITRIC  ACID  FERMENTATION  v.  Fermen 

TATION. 

CITRON,  OIL  OF,  v.  Oils,  Essential. 

CITRONELLA  OIL  v.  Oils,  Essential. 

CITRONINES     Azo-  colouring  matters. 

CIVET.  An  odoriferous  substance  resem- 
bling musk  or  ambergris,  obtained  from  the 
pouches  situated  between  the  anus  and  genital 
organs  of  Vivrrra  civetia  of  N.  Africa,  T'.  ZibciJia 
of  Asia,  and  V.  Malaccensift  of  Java.  Is  of  the 
consistence  of  honey,  and  of  a  yello\\'ish  or  brown 
colour.  Contains  stearin,  olein.  mucus,  resin, 
volatile  oil,  and  yellow  colouring  matter  (J. 
I'harm.  1824,  537).    (Eor  analyses  of  civet,  .yec 


I  Charabol  and  Hebert,  Bull.  Soc.  chim.  1910, 
7,  687.)  Civet  melts  at  about  36°,  and  contains 
from  50  to  70  p.c.  of  fatty  acids,  and  should  have 
a.sajjonification  value  of  about  180°,  and  should 
have  not  more  than  1  p.c.  of  ash. 
CLAUSTHALITE  v.  Selenium. 
CLAY.  (Argile.  Fr.  ;  Thon,  Ger.)  The 
term  '  clay  '  is  ordinarily  used  to  denote  certain 
earths,  the  chief  characteristic  of  which  is  that 
of  plasticity  when  wet,  and  which  have  the 
property  of  baking  to  a  hard,  stone-lUce  mass 
when  heated  to  full  redness.  Clay  is  a  hetero- 
j  geneous  mixture  of  certain  hydrated  aluminium 
silicates,  with  particles  of  quartz,  felspar,  mica, 
&c.,  resulting  from  the  decomposition  of  various 
silicious  minerals,  the  chief  source  bemg  the 
felspars  of  granite  rocks.  These  hydrated 
aluminium  silicates  form  the  essential  basis  of 
all  clays,  and  are  known  as  clay  substance  or 
claij  base.  They  are  all  decomposed  by  hot 
concentrated  sulphuric  acid  (infra),  whilst 
the  other  ingredients  mentioned  above  are 
affected  only  slightly  or  not  at  all.  The  method 
of  so-called  '  rational  analj'sis  '  is  based  on  this 
action,  and  it  has  been  found  that  when  sti 
treated,  the  great  majority  of  clays  give  a  clay 
substance  approximately  of  the  composition 
i  represented  by  the  formula  Al203-2Si02,2H20. 
This  corresponds  with  the  composition  of  the 
rare  crystalline  mineral  kaolinite,  and,  conse- 
1  quently,  it  has  often  been  assumed  that  all 
clays  contain  kaolinite  as  their  clay  base. 
Witliin  the  last  few  years,  however,  it  has  been 
shown  that  the  clay  substance,  in  some  cases, 
does  not  coi-respond  in  composition  with  the 
above  formula,  and  it  is  now  generally  accepted 
that  other  hych-ated  aluminium  silicates  may  be 
present  in  clays,  forming  part,  and  in  some  cases 
the  whole,  of  the  clay  base.  Various  investi- 
I  gators  have  attempted  to  define  these  substances, 
and  to  show  that  they  correspond  in  composi- 
tion with  certain  silicates,  such  as  allophane 
(Al.,03-SiO„5H20),  pyrophyUite  (AU03-4SiO.„ 
H„0),  haUoysite  (Al„03-2Si6„2H20+A(i),  pho- 
leritc  (2Al203-3Si02.4H20),  &c. 

It  has  been  suggested  by  J.  W.  MeUor  (Trans. 
I  Eng.  Ceramic  Soc.  pt.  I,  8)  that  the  term 
kaolinite.  should  be  restricted  to  the  compara- 
tively rare  crystalline  mineral,  and  that  the 
amorphous  clay  substance  of  similar  compo- 
sition (Al203-2Si02,2H20)  should  be  called 
'  clayite.' 

The  same  investigator  points  out  that  this 
latter  substance  occurs  in  clays  in  non-crystal- 
line or  amorphous  granules,  which,  however, 
sometimes  show  faint  polarisation  pheno)nena. 
Practically  all  clays  contain  more  or  less  free 
silica,  undecomposed  or  partially  decomposed 
felspar,  and  mica,  and  they  vary  in  composition 
through  a  wide  range,  differences  in  composition 
being  brought  about  partly  as  a  result  of  different 
origins,  and  partly  by  differences  of  deposition, 
&c.  The  commoner  varieties  of  clay  generaUy 
contam  a  considerable  percentage  of  oxide  or 
carbonate  of  iron,  and  small  percentages  of 
calcium,  magnesium,  and  titanium  salts. 

Clays  may  be  divided  broadly  into  two 
classes  :  residual  clays  and  sedimentary  clays. 
Residual  clays  are  the  insoluble  residue  left 
from  the  breaking  down  and  decomposition  of 
rock  masses  containing  certain  aluminium 
silicates  (chiclly  fclspathic  minerals),  and  they 
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are  fouad  oveiiyiag  or  adjacent  to  the  rock  mass 
from  which  they  were  formed.  These  residual 
clays  usually  present  a  gradual  change  in  mineral 
character  from  the  finer  or  purer  portion  nearer 
the  surface  to  the  mixture  of  clay  and  undecom- 
posed  rock  which  lies  in  contact  with  the  rock 
mass.  The  decomposition  of  the  mineral  sili- 
cates may  be  brought  about  by  the  carbonic 
acid  in  the  surface  waters  ;  but  many  of  them 
are  acted  on  by  water  alone,  and  although  this 
action  proceeds  very  slowly,  it  may  account  for 
the  gradual  decomposition  of  the  felspathic 
rocks  and  the  formation  of  clay.  The  alkalis 
of  the  felspars  combine  with  the  free  silica 
formed  in  the  decomposition,  and  with  the 
carbon  dioxide  contained  in  the  percolating 
water,  forming  soluble  salts  which  are  more  or 
less  completely  washed  away.  In  some  cases 
the  decomposition  of  the  mineral  silicates  may 
have  been  brought  about  by  the  action  of  gases, 
and  it  has  been  shown  by  J.  H.  Collins  (Min. 
Mag.  1887,  7)  that  when  felspar  is  exposed 
to  the  action  of  hydrofluoric  acid,  hydrated 
aluminium  silicate  is  formed,  mixed  with 
soluble  potassium  fluoride,  whilst  silica  is 
deposited  on  the  sides  of  the  tube  in  which  the 
reaction  takes  place.  Residual  clays,  as  a  rule, 
contain  a  smaller  percentage  of  oxide  of  iron 
and  organic  matter  than  sedimentary  clays,  and 
are  consequently  lighter  in  colour  both  before 
and  after  baking. 

Sedimentary  clays  are  formed  by  the  trans- 
portation and  redeposition  in  water  of  residual 
clays,  and  clays  so  formed  may  be  again  trans- 
ported and  redeposited  in  the  same  way,  so 
that  they  may  have  no  direct  relationship  to 
the  rock  formation  on  which  they  lie.  Sedi- 
mentary clays  belong  to  all  geological  ages,  from 
the  present  to  the  Cambrian,  and  are  of  varying 
degrees  of  hardness,  from  the  soft  drift  which 
may  be  dug  with  a  spade  to  the  hard  clay  shales 
of  the  older  formations,  which  require  to  be 
blasted.  These  clays  are  always  roughly 
stratified  in  structure,  and  show  considerable 
variations  in  general  character  and  composition 
throughout  their  mass,  owing  to  the  varying 
conditions  under  which  they  were  deposited. 
The  harder  varieties  of  clay  are  readily  converted 
into  the  plastic  form  by  grinding  with  water,  or 
by  iveaihering,  and  they  are  now  largely  used  for 
the  making  of  bricks,  &c.,  where  formerly  only 
the  softer  surface  clays  were  used.  When 
breathed  upon  or  moistened,  clays  usually 
emit  a  peculiar  odour  known  as  argillaceous. 
This  characteristic  is  more  marked  in  the  sedi- 
mentary than  in  the  residual  clays,  and  may 
possibly  be  connected  with  the  contained  organic 
matter. 

Plasticity  is  an  essential  property  of  all 
clays  in  the  moist  condition,  but  this  quality 
varies  greatly  in  different  clays.  The  presence 
of  organic  matter,  finer  grinding  of  the  particles 
of  the  clay,  '  ageing  '  in  the  moist  condition  and 
'  weathering,'  all  tend  to  increase  the  plasticity, 
but  no  entirely  satisfactory  explanation  of  the 
cause  of  plasticity  has  yet  been  put  forward. 
Clay  loses  practically  the  whole  of  its  hygro- 
scopic water  when  dried  at  100°,  and  it  con- 
tracts and  loses  its  plasticity  at  the  same  time, 
becoming  hard  and  brittle.  On  being  soaked  or 
ground  in  water,  however,  it  becomes  soft  and 
I)lastic  again.    The  chemically  combined  water 


I  is  not  driven  off  until  the  clay  is  heated  to 
redness,  the  temperature  of  the  dehydration,  in 

!  the  case  of  ordinary  clay,  being  probably  between 
480°  and  600°.  Clay  that  has  been  heated  to 
this  temperature  will  not  again  become  plastic 
on  being  ground  with  water,  so  that  it  is  evident 
that  the  plasticity  of  a  clay  is  dependent  upon 
some  physical  or  chemical  condition,  which  is 
destroyed  on  heating  to  about  500°.  When 
clays  are  heated  to  a  higher  temperature 
(generally  about  900°),  they  contract  more  or 
less  and  become  hard,  compact,  and  stone-like, 
and  at  higher  temperatures  still  they  become 
vitreous  and  ultimately  fuse.  The  purest 
varieties  of  china  clay  (which  approximate  to 
the  composition  of  kaolinite)  fuse  at  a  tempera- 
ture of  about  1830°,  and  other  clays  fuse  at 
lower  temperatures,  according  to  the  nature  and 
percentage  of  the  various  impurities  contained. 
The  chemical  impurities  which  chiefly  affect  the 
fusibUity  of  a  clay  are  the  salts  of  magnesium, 
calcium,  iron,  sodium,  and  potassium.  Richter 
first  pointed  out  that  chemically  equivalent 
amounts  of  the  oxides  of  these  substances  exert 
equal  influences  on  the  fusibility  of  a  clay.  The 
presence  of  free  silica  (quartz  sand)  tends  to 
raise  the  fusion  point  of  clays  containing  a  con- 
siderable percentage  of  these  bases,  but  it  has 
an  opposite  effect  on  the  purer  china  clays.  In 
the  manufacture  of  pottery  ware  of  all  kinds, 
the  firing  temperature  depends  upon  the  chemical 
composition  of  the  clay  (which  determines  the 
fusibility)  and  upon  the  result  required.  For 
example,  in  the  manufacture  of  porcelain,  where 
the  resultant  ware  must  be  non-absorbent  or 
vitreous,  the  firing  temperature  ranges  from 
about  1250°  to  1550°,  according  to  the  chemical 
composition  of  the  clay  mixture  or  hody  used, 
whereas  in  the  manufacture  of  ordinary  white 
earthenware,  where  a  porous  or  non-vitreous 
ware  is  desirable,  the  firing  temperature  ranges 
from  about  1150°  to  1250°. 

The  colour  of  fired  clay,  i.e.  clay  that  has 
been  heated  to  a  temperature  of  over  900°, 
depends  upon  the  impurities  present,  and  upon 
the  character  of  the  firing  gases.  The  purer 
kinds  of  residual  clays  fire  to  a  whitish  mass, 
but  aU  other  clays  become  more  or  less  strongly 
coloured,  the  tint  being  determined  generally 
by  the  percentage  of  iron  oxide  present.  Iron 
may  be  present  in  clays  in  various  combinations, 
such  as  ferric  oxide  (FcjOj),  hydrated  ferric 
oxide  (2Fe203,H20),  ferrous  carbonate  (FejCOg), 
and  more  rarely  magnetic  oxide  (Fe304),  but  in 
firing  in  the  ordinary  way  all  these  salts  are 
converted  into  ferric  oxide.  Some  clays  contain 
a  considerable  amount  of  iron  pyrites  dissemi- 
nated through  the  mass  in  small  grains,  and  these 
clays  are  often  troublesome  in  use,  as  the  sulphide 
is  not  so  readily  converted  into  oxide  in  the 
ordinary  firing  process.  Moreover,  the  sulphide 
on  weathering  with  the  clay  gives  rise  to  soluble 
sidphates  which  are  detrimental.  In  the  yellow 
and  brown  surface  clays  and  red-firing  shales, 
the  iron  is  present  in  the  form  of  ferrous  carbon- 
ate, which,  together  with  the  organic  matter 
present,  produces  the  natural  grey  colour  of 
these  shales.  In  ordinary  clays,  and  with  an 
oxidising  atmosphere,  1-2  p.c.  of  iron  oxide 
produces  a  buff  colour,  2-4  p.c.  a  salmon  colour, 
and  above  4  ij.c.  a  red  colour,  which  becomes 

i  darker  as  the  percentage  of  iron  increases.  The 
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presence  of  other  impurities,  however,  modifies 
the  colour  produced  by  iron  oxide  considerably, 
and  this  is  especially  the  case  when  a  large 
percentage  of  Ume  or  magnesia  is  present. 

Some  clays  (commonly  called  marls)  contain 
from  15  to  30  p.c.  of  lime,  and  although  they 
may  also  contain  as  much  as  6-8  p.c.  of  iron 
oxide,  they  fire  to  a  light-yellow  or  bufi  colour. 
Such  clays  are  largely  used  for  making  the  well- 
known  yellow  facmg  bricks,  which  were  at 
first  made  chiefly  from  the  marls  of  the  Thames 
basm,  the  Paris  basin,  &c.,  and  are  now  made 
from  artificially  prepared  mixtures  of  clay  or 
chalk  and  limestone.  The  presence  of  certain 
soluble  salts  (chiefly  sulphates  of  calcium  or 
magnesium)  in  clays  often  produce  serious 
discolouration  on  firing,  owing  to  the  deposition 
of  these  salts  on  the  surface  during  the  drying 
and  firing  of  tlie  ware.  To  prevent  this  action, 
it  is  usual  to  mix  with  the  clay  barium  carbonate, 
to  combine  with  the  whole  of  the  sulphuric  acid 
present,  and  so  convert  the  soluble  salts  into 
insoluble  ones.  When  clays  are  fired  in  a 
reducing  atmosphere,  the  red  ferric  oxide  is 
converted  into  blue  ferrous  oxide,  and  the  re- 
sultant ware  is  consequently  bluish  in  colour. 
Blue  bricks  are  made  from  certain  clays,  con- 
taining generally  from  6  to  10  p.c.  of  iron  oxide 
by  firing  in  this  way. 

The  presence  of  clay  in  soils  exerts  an 
important  action  on  the  growth  of  plants. 
Ammonia  is  retained  by  clay  in  such  a  manner 
that  it  cannot  be  removed  except  by  an  excessive 
amount  of  washing ;  in  fact,  clay  will  remove 
ammonia  and  many  organic  substances  from 
manure,  and  still  retam  them  in  a  form  readily 
available  for  plants. 

Kaolinite  Al203-2Si02,2H20.  A  compara- 
tively rare  crystalline  mineral  which  occurs  in 
Anglesey,  in  Colorado,  and  a  few  other  localities 
in  the  form  of  minute  hexagonal  plates,  having 
a  perfect  basal  cleavage,  and  belonging  to  the 
monoclinic  system.  Kaolinite  was  formerly 
supposed  to  form  the  base  of  all  clays,  but  this 
view  is  no  longer  held,  and  the  term  should  be 
restricted  to  the  crystalline  mineral  described 
above. 

Kao-lin,  China  clay.  The  Chinese  term 
'  kao-lin  '  (literally  meaning  'high  ridge')  was 
applied  to  the  white  earth  from  which  porcelain 
was  made,  and  it  corresponds  to  the  English 
china  clay,  so  called  because  it  is  used  for  the 
making  of  '  china,'  or  porcelain.  These  terms 
are  now  applied  to  all  the  purer  residual  clays 
which  contain  a  high  percentage  of  hydrated 
aluminium  sUicate  (AL03-2Si02,2H20),  and 
which  consequently  give  on  analysis  33-40  p.c. 
alumina  (ALOj),  45-60  p.c.  sUica  (SiOa),  11-14 
p.c.  water,  with  very  small  percentages  of  iron 
oxide,  soda,  potash,  Ume,  magnesia,  &c. 
Clays  of  this  class  are  worked  in  Cornwall  and 
Devon,  at  St.  Yrieix  near  Limoges.  Zettlitz  in 
Bohemia,  in  the  UnitedStates.inSouth  Africa,  &c. 
As  mined,  the  clay  generally  contains  a  large 
percentage  of  quartz-sand  and  mica,  and  it  is 
refined  by  washing.  In  Cornwall  the  china 
clay  is  usually  the  result  of  the  weathering  of 
pegmatite,  and  the  felspar  of  the  parent  rock 
is  often  decomposed  to  a  depth  of  60  to  100  feet. 
In  this  condition  it  is  known  as  china  clay  rock, 
and  the  workman  breaks  down  the  crumbling 
surface  with  a  pick  and  then  directs  a  stream 


of  water  over  tliLs  to  wash  down  the  material, 
which  is  passed  into  tanks  where  the  suspended 
matter  settles  out,  the  quartz,  clay,  and  mica 
being  deposited  according  to  the  sizes  of  the 
particles,  and  so  separated  from  each  other. 
The  china  clay  is  allowed  to  dry  to  a  stiff  paste 
in  the  tanks,  and  is  then  removed  to  the  drying 
kilns,  where  it  dries  until  it  can  be  cut  into 
blocks  ready  for  shipment.  It  is  a  soft,  friable, 
seotUe,  white  substance,  showing  irregularly 
shaped  granules  under  the  microscope,  and 
possessing  only  a  moderate  plasticity  when 
mixed  with  water.  China  clay  is  used  in  the 
manufacture  of  porcelain  and  white  earthen- 
ware, in  paper  making,  and  the  filling  of  calico, 
and  also  in  the  manufacture  of  alum,  aluminium 
sulphate,  and  ultramarine.  The  fine  mica  se- 
parated from  the  cliina  clay  in  the  washing  is 
used  for  weighting  coarse  papers,  paper  boards, 
&c. 

Ball  clay.  Potter's  clay.  The  name  given 
to  certain  sedimentary  clays  which  fire  to 
whitish  or  Ught-bufi  colour,  and  which  possess 
high  plasticity  and  tensile  strength  when  in  a 
moist  condition.  They  are  worked  in  Devon- 
shire and  Dorset,  and  in  some  parts  of  the 
United  States,  &c.,  and  are  chiefly  used  in 
the  manufacture  of  white  earthenware.  They 
are  generally  finer  in  grain  then  china  clay, 
contain  more  organic  matter  and  other  im- 
purities, and  are  consequently  more  plastic 
in  a  moist  state,  and  fire  to  a  vitreous  mass 
at  a  lower  temperature.  They  usually  also 
contain  a  higher  percentage  of  silica  than  china 
clays. 

Pipe  clay.  A  rather  loose  term,  which  is 
applied  to  white  clays  which  contain  a  relatively 
high  percentage  of  silica,  and  which  have  been 
used  without  admixture  for  several  hundred  years 
for  the  making  of  tobacco  pipes  and  also  for 
common  pottery.  These  clays  are  of  various 
geological  origins,  and  in  some  localities  the 
highly  silicious  clay  found  in  pockets  in  lime- 
stone formations,  and  resulting  from  the  decom- 
position of  argUlaceous  limestone  and  chert  rock, 
is  used  in  this  way.  BaU  clay  is  also  used  for 
the  same  purposes,  and  is  sometimes  consequently 
spoken  of  as  pipe  clay. 

Plastic  clay.  This  term  has  been  specially 
applied  to  those  beds  of  the  Lower  Tertiary  or 
Eocene  strata,  which  occur  between  the  London 
clay  and  the  chalk,  and  which  may  be  recognised 
at  Woolwich,  Reading,  Blackheath,  Bognor,  and 
in  the  neighbourhood  of  Paris,  &c.  This  clay 
is  mottled  red  or  purple,  and  fires  to  a  red 
colour.  Some  of  our  earliest  pottery  was 
manufactured  from  this  clay,  and  it  is  still 
worked  in  Hampshire,  m  the  Isle  of  Wight, 
and  elsewhere. 

Slate  clay  occurs  in  Devon,  Cornwall,  &c., 
differing  considerably  in  different  districts.  It 
is  massive,  interspersed  with  mica,  and  of  a 
greenish  or  greyish  colour.  It  is  sometimes  hard 
and  slatey,  being  readily  cleavable  into  slabs, 
whilst  in  another  form,  the  kUlas  of  the  Cornish 
mines,  it  has  an  earthy  fracture,  is  soft  and 
frangible,  and  weathers  to  a  more  or  less  plastic 
clay.  It  is  chiefly  used  for  the  manufacture 
of  common  bricks  and  tiles,  and,  when  fahly 
free  from  lime,  magnesia,  and  iron,  for  fire- 
bricks. 

Common  clay  is  the  term  often  applied  to 
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the  ordinary  surface  and  drift  clays  which  have 
been  used  for  centuries  for  making  common 
pottery  and  bricks. 

Fireclays.  As  the  name  implies,  these  clays 
are  of  a  very  refractory  nature,  and  although, 
strictly  speaking,  practically  all  the  pure 
residual  clays  come  under  this  head,  the  term 
'  fireclay '  has  been  restricted  in  use  to  certain 
coal-measure  shales  which  have  a  high  fusion 
point,  and  which  are  used  mainly  for  the 
manufacture  of  firebricks,  gas  retorts,  glass  pots, 
furnace  linings,  &c. 

These  fireclays  usually  underlie  the  coal 
seams,  and  are  often  worked  in  conjunction  with 
the  coal.  Certain  districts  arc  particularly- 
noted  for  tlie  quality  of  their  fireclays,  and  in 
England  the  Stourbridge  coal-measure  shales 
have  long  been  consideretl  of  the  highest  quality, 
and  fireclay-mines  are  extensively  worked  in 
the  Stourbridge  district.  Good  fireclays  are 
also  found  and  worked  in  the  Lancashire  and 
Yorkshire,  Derbyshire,  and  Glasgow  coal-fields. 
The  fireclay  shales  are  mostly  greenish-grey  in 
colour,  compact,  dense,  and  of  varying  degrees 
of  hardness.  On  exposure  to  the  weather  they 
usually  crumble  do^vn,  and  in  time  become  con- 
verted into  plastic  clay.  The  weathering  process 
may  be  greatly  accelerated  by  grinding  the  shale, 
but  this  is  only  done  when  the  clay  is  to  be  used 
for  the  more  expensive  fireclay  goods.  Only 
those  coal-measure  shales  which  contain  small 
percentages  of  oxide  of  iron,  lime,  and  magnesia, 
are  sufficiently  refractory  to  be  used  as  fireclays, 
and  although  no  definite  fusion-point  has  been 
fixed,  it  seems  advisable  that  no  clay  having  a 
fusion-point  lower  than  1500°  should  be  classed 
as  a  fireclay.  In  the  manufacture  of  fireclay 
goods,  the  partially  weathered  or  ground  fire- 
clay is  usually  mixed  with  a  certain  proportion 
of  '  ganister,'  coarse  sand,  burnt  clay,  or  other 
refractory  material  which  produces  in  the  fired 
ware  a  certain  open  texture,  which  enables  it 
better  to  withstand  rapid  changes  of  tempera- 
ture. Certain  sdicious  fireclays  and  other  coal- 
measure  clays  are  used  in  the  manufacture  of 
salt-glazed  drain  pipes,  and  also  for  making 
common  culinary  ware,  buff-coloured  tiles, 
terracotta,  glazed  bricks,  &c. 

Chemical  analysis  of  clay.  From  1-2  grams 
of  finely  powdered  clay,  dried  at  120°,  are 
weighed  into  a  platinum  crucible,  and  mixed 
with,  about  six  times  its  weight  of  a  fusion 
mixture  consisting  of  potassium  and  sodium 
carbonates  in  equimolecular  jiroportions.  The 
mixing  is  best  performed  by  first  stirring  together 
the  clay  with  about  the  same  bulk  of  fusion 
mixture  by  means  of  a  dry  glass  rod,  and  then 
adding  more  and  more  fusion  mixture  with 
repeated  stirring,  until  the  whole  is  thoroughly 
mixed.  The  glass  rod  should  then  be  rubbed 
in  a  little  fusion  mixture,  which  is  added  to  the 
mass  in  the  crucible.  The  covered  crucible  is 
gradually  heated  over  a  Bunsen  burner  (a  Teclu 
burner  may  be  advantageously  used)  until  the 
whole  mass  is  in  a  state  of  tranquil  fusion.  The 
crucible  is  allowed  to  cool,  and  afterwards  the 
bottom  is  raised  just  to  duU  redness,  twice 
successively,  in  order  to  facilitate  the  removal 
of  the  mass  from  the  crucible.  After  cooling,  a 
few  drops  of  distilled  water  are  added,  and  the 
crucible  very  gently  warmed  until  the  mass 
detaches  itself.    The  contents  of  the  crucible  | 


are  then  washed  into  a  large  platinum  dish  (a 
porcelain  dish  may  be  used  ^vithout  seriously 
impah'ing  the  accuracy  of  the  estimation), 
covered  with  water,  and  then  warmed  untU  the 
fused  mass  is  completely  softened.  Hydro- 
chloric acid  is  then  added,  a  few  drops  at  a  time, 
until  all  effervescence  ceases.  The  contents  of 
the  dish  are  evaporated  on  a  water-bath,  with 
constant  stirring  at  the  later  stages,  to  ensure  a 
fine  powdery  residue  from  which  the  last  traces 
of  hydrochloric  acid  are  readily  driven  off. 
When  cold,  the  contents  of  the  dish  are  moistened 
with  moderately  strong  hydrochloric  acid,  and 
allowed  to  stand  for  one  hour  ;  water  is  then 
added,  and  the  dish  again  heated  on  the  water- 
bath.  The  clear  liquid  is  poured  through  a 
filter,  and  the  residue  in  the  basin,  which  consists 
of  silicic  acid,  is  washed  repeatedly  by  hot 
water  until  it  remains  white  when  moistened 
with  hydrochloric  acid.  The  residue  is  then 
transferred  to  the  filter,  and  washed  with  hot 
water  until  the  filtrate  no  longer  gives  a  precipi- 
tate with  silver  nitrate  solution.  The  filter  and 
contents  are  then  placed  in  a  platinum  crucible 
and  dried,  and  afterwards  gradually  heated,  and 
finally  ignited  strongly  until  the  paper  is  com- 
pletely incinerated,  and  the  weight  constant. 
In  order  to  ensure  the  complete  separation  of 
the  silicic  acid,  it  is  necessary  to  evaporate  the 
filtrate  down  to  dryness,  and  treat  exactly  as 
before,  and  this  process  may  be  repeated  again 
if  very  great  accuracy  is  required.  After  filter- 
ing, the  filter  paper  and  residue  are  dried  and 
added  to  the  original  silicic  acid  residue  before 
ignition.  The  contents  of  the  crucible  are  then 
weighed  as  silicon  dioxide  (SiOj).  If  the  clay 
contains  titanic  acid  (as  many  clays  do),  this  will 
accompany  the  silica.  In  order  to  determine 
the  former,  the  contents  of  the  crucible  arc 
covered  with  strong  hydrofluoric  acid,  a  few 
drops  of  sulphuric  acid  added,  and  the  crucible 
warmed  on  the  water-bath  until  all  the  silicon 
fluoride  and  the  sulphuric  acid  have  been  driven 
off.  The  residue  is  then  weighed  as  titanic  oxido 
{Ti0.j),  which  should  be  identified  by  the  violet- 
coloured  bead  with  mierocosmic  salt. 

The  filtrate  is  made  up  to  definite  volume, 
and  divided  into  two  parts,  one  for  the  determina- 
tion of  the  iron,  and  the  other  for  the  determina- 
tion of  the  alumma,  calcium,  and  magnesium. 
The  iron  is  estimated  as  ferric  oxide,  and 
determined  either^ by  reduction  with  zinc  and 
titration  with  potassium  permanganate  solution, 
or  by  the  iodimetric  method. 

The  other  portion  of  the  filtrate  is  heated  on 
the  water- bath,  and  ammonia  added  drop  by 
drop,  with  repeated  stirrings,  until  there  is  a 
sligJU  excess  of  ammonia  present.  The  liquid  is 
then  boiled  for  a  moment  and  filtered.  The 
precipitate  is  washed  twice  with  hot  water ; 
washed  back  into  a  dish,  and  dissolved  in  hydro- 
chloric acid ;  reprecipitated  and  filtered  as 
before,  and  finally  washed  wth  hot  water  until 
the  filtrate  gives  no  precipitate  with  silver 
nitrate  solution.  The  washing  should  be 
repeated  immediately  the  previous  washing  has 
disappeared  from  the  filter,  and  a  jet  of  hot 
water  should  be  directed  into  the  precipitate  so 
as  to  break  it  up  as  much  as  possible.  The  fUter 
paper  and  contents  are  then  dried,  the  residue 
removed  into  a  platinum  crucible,  the  paper 
separately  incinerated,  and  then  placed  in  the 
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crucible,  and  the  whole  strongly  ignited  until  the 
weight  is  constant.  The  contents  are  then 
weighed  as  alumina  (AI2O3)  and  ferric  oxido 
(FcyOs),  the  amount  of  ferric  oxide  separately 
determined  as  above  being  deducted  from  the 
total,  leaving  alumina  only  (art.  Aluminium). 
The  filtrate  from  the  alumina  and  ferric  oxide 
is  concentrated,  and  ammonium  oxalate  solution 
added  while  hot.  The  jsrecipitate  is  filtered 
off,  thoroughly  washed  with  hot  water,  dried, 
strongly  heated,  and  weighed  as  CaO.  The 
filtrate  from  the  above  is  then  concentrated, 
and  the  magnesium  precij^itated  hy  sodium 
phosphate  and  ammonia.  The  precipitate  is 
filtered  off,  dried,  and  ignited  untO.  the  weight 
is  constant.  The  ignited  residue  consists  of 
MgjPoO,,  and  the  weight  nmst  be  multiplied  by 
0-3024  to  give  tlio  amount  of  jnagnesia  (MgO) 
contained. 

Determination  of  tlie  allcalis.  The  method 
introduced  by  La-svrence  Smith  (Amer.  J.  Sci. 
[2]  50,  269)  is  the  most  trustworthy,  and  is 
based  on  the  decomposition  of  silicates  by  fusion 
with  calcium  carbonate.  In  practice,  the  dried 
and  finely  powdered  clay  is  mixed  with  its  own 
weight  of  ammonium  chloride,  and  four  times 
its  weight  of  calcium  carbonate.  These  latter 
materials  must  be  as  free  as  possible  from 
alkali.  The  ammonium  chloride  used  is  pre- 
pared by  subliming  the  commercial  salt ;  and 
the  calcium  carbonate  is  prepared  by  dissolving 
the  purest  calcite  obtainable  in  hydroclilorio 
acid,  and  precipitating  with  ammonia  and 
ammonium  carbonate.  The  precipitation  is 
carried  out  in  a  large  porcelain  dish,  and,  after 
settling,  the  clear  liquid  is  poured  off,  and  the 
precipitate  washed  by  decantation  until  free 
from  chlorides.  A  special  platinum  crucible  is 
used  for  the  fusion,  about  8  cm.  long,  and  2 
cm.  diameter  at  the  top,  tapering  to  I  J-  cm. 
at  the  bottom.  About  0-5  gram  clay  is  weighed 
out,  and  mixed  by  rubbing  in  an  agato  mortar 
with  the  same  weight  of  ammonium  chloride, 
and  afterwards  3  grams  of  calcium  carbonate 
are  added,  and  the  whole  thoroughly  mixed. 
The  mixture  is  then  transferred  to  the  crucible, 
and  the  mortar  is  cleaned  out  with  about  1  gram 
of  calcium  carbonate,  which  is  added  to  the  mix- 
ture in  the  crucible.  The  covered  crucible  is 
supported  m  an  inclmed  position,  and  very 
gradually  heated  over  a  small  Bunsen  flame  for 
about  15  minutes,  untU  no  more  ammonia  is 
given  off,  and  then  the  temperature  is  raised 
until  the  lower  three-fourths  of  the  crucible  is 
a  dull-red,  and  this  temperature  is  maintamed 
for  1  hour.  The  crucible  is  cooled  and  the 
contents  removed  (by  tapping  the  inverted 
crucible)  mto  a  porcelam  or  platinum  dish.  If 
the  sintered  mass  sticks  to  the  crucible,  a  little 
water  should  he  added,  and  the  crucible  gently 
warmed  until  the  mass  detaches  itself,  and  the 
whole  can  be  washed  into  the  dish.  About  60 
c.c.  of  distilled  water  are  added,  and  the  covered 
dish  heated  on  a  water-bath  for  30  minutes,  the 
water  lost  by  evaporation  being  replaced,  and 
the  larger  particles  reduced  by  rubbing  with 
an  agate  pestle.  The  clear  liquid  is  decanted 
through  a  filter,  and  the  residue  washed  by 
decantation  four  times,  and  then  transferred  to 
the  filter  and  washed  until  the  filtrate  gives 
no  preciiDitate  with  silver  nitrate.  The  filtrate 
contains  the  alkalis  as  chlorides. 


The  calcium  is  precii^itated  by  the  addition 
of  ammonia  and  ammonium  carbonate  to  the 
filtrate,  which  is  heated  and  filtered.  The  residue, 
which  contains  some  alkali,  is  dissolved  in  hy- 
drochloric acid,  again  precipitated  by  ammonia 
and  ammonium  carbonate,  and  filtered.  The 
combined  filtrates  are  then  evaporated  to  dry- 
ness in  a  platinum  dish,  and  the  ammonium  salts 
removed  by  careful  heating  over  a  moving  flame. 
The  residue  is  dissolved  in  water,  and  any  traces 
of  calcium  left  are  precipitated  by  the  addition 
of  ammonia  and  ammonium  oxalate.  After 
standing  12  hours,  the  liquid  is  filtered  off, 
evaporated  to  dryness  in  a  weighed  platinum 
dish,  and  gently  heated.  The  alkali  chlorides 
remaining  in  the  dish  are  weighed,  and  the 
potassium  determined  by  dissolving  the  chlorides 
in  water  and  precipitating  tlio  potassium  as 
potassium  platino- chloride.  'Tlio  sodium  is 
determined  by  difference. 

Rational  analysis  of  clay.  To  determine  the 
relative  amounts  of  clay  substance,  quartz, 
and  undecomposed  felspar,  dry  the  clay  to 
constant  weight,  and  weigh  about  5  grams  of 
the  dried  and  finely  powdered  clay  into  a  porce- 
lain dish ;  add  50  c.c.  of  concentrated  sulphuric 
acid  and  100  c.c.  of  water,  and  then  heat  the 
mixture  for  3  hours  on  a  water-bath,  and 
afterwards  on  a  sand-bath,  until  the  acid 
commences  to  fume.  After  cooling  add  water, 
and  decant  the  clear  liquid  into  a  2-litro  beaker. 
To  the  residue  in  the  dish  add  10  c.c.  of 
Lunge's  solution  (100  grams  crystallised  sodium 
carbonate,  and  10  grams  sodium  hydroxide, 
dissolved  in  1  litre  of  water),  boil  for  5  minutes, 
dilute  with  water,  and  decant  into  the  beaker. 
Treat  the  residue  in  the  dish  similarly  with 
concentrated  hydrochloric  acid,  and  repeat  the 
treatment  with  Lunge's  solution  and  hydrochloric 
acid,  diluting  "\rith  water  after  each  treatment, 
and  decanting  the  clear  liquid  into  the  beaker. 
Then  wash  the  residue  on  to  a  filter  with 
dilute  hydrochloric  acid.  Stir  up  the  con- 
tents in  the  beaker,  and  allow  to  stand  for  an 
hour.  Decant  off  the  clear  liquid,  taking  care 
to  retain  the  residue  in  the  beaker.  Wash  the 
residue  into  the  dish,  and  repeat  the  treatment 
with  Lunge's  solution  and  acid  as  above,  and 
pass  through  the  filter.  Wash  with  dilute 
hydrochloric  acid,  dry  and  ignite  the  filter  paper 
and  contents  in  a  weighed  jilatinum  crucible. 
This  residue  is  reckoned  as  felspar  and  quartz, 
and  the  loss  suffered  by  the  clay  in  this  treatment 
as  clay  substance. 

To  determine  the  quartz  and  felspar,  add 
about  5  c.c.  of  water,  4  drops  of  sulphuric 
acid,  and  15  c.c.  of  hydrofluoric  acid  to  the 
residue  in  the.  crucible,  and  heat  the  whole 
carefully  on  a  sand-bath  until  nearly  dry.  Add 
more  hydrofluoric  acid,  and  again  heat  as  before. 
After  cooling,  dissolve  the  mass  in  water,  wash 
into  a  dish,  and  add  ammonium  chloride  and 
ammonium  hydrate  to  precipitate  the  hy- 
droxides of  aluminium  and  iron.  Filter,  wash 
with  hot  water,  heat  and  weigh.  This  weight  is 
multiplied  by  5-451  to  obtain  its  equivalent  in 
potash  felspar,  and  the  difference  between  this 
and  the  weight  of  the  original  residue  is  taken 
as  quartz. 

Many  ceramic  chemists  calculate  the  ra- 
tional constitution  of  the  clay  from  the 
ultimate  analysis,  taking  the  potash  as  derived 
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entirely  from  undecomposed  felspar  (reckoned 
as  KjO-AljOs-BSiOj),  the  alumina  and  iron  as 
derived  from  felspar,  and  the  clay  substance 
(reckoned  as  Al203-2Si02,2H20)  and  the  silica  as 
derived  from  the  clay  substance  and  quartz. 

J.  B. 

CLAY  IRONSTONE  v.  Ieoit,  Okes  of. 
CLAY  SLATE  v.  Slate. 
CLAYTON  CLOTH  RED,  v.  Azo-  colour- 
ing MATTERS. 

CLAYTON  YELLOW  v.  Pkimuline  and  its 

DEEIVATIVES. 

CLEVEITE.  A  variety  of  uraninite,  consist- 
ing of  a  uranate  of  uranyl,  and  oxides  of  lead 
and  the  rare  earths.  Usually  obtained  from 
Norway  and  Sweden.  Hillebrand  (Bull.  U.S. 
Geol.  Survey,  78,  43,  83)  found  the  percentage 
of  rare  earths  to  be  about  13,  and  that  on 
heating  ^\  ith  sulphuric  acid,  over  2  p.c.  of  nitro- 
gen was  evolved.  Eamsay  (Chem.  Soc.  Trans. 
1895,  1107)  proved  that  the  gas  evolved  was 
not  nitrogen,  but  helium  {q.v.).  Only  half  the 
helium  is  evolved  by  heat  alone,  and,  moreover, 
in  some  cases  the  disengagement  of  the  gas  is 
accompanied  by  considerable  evolution  of  heat 
(Proc.  Roy.  Soc.  1898,  64  140). 

CLICHY  WHITE.  A  white  lead  manu- 
factured at  CUchy,  in  France  {v.  White  lead, 
art.  Lead). 

CLOTHBROWN,  -ORANGE,  -RED, 
-SCARLET,  V.  Azo-  coloueino  siattees. 

CLOVE  OIL  V.  Oils,  Essential. 

CLOVER.  The  name  by  which  several 
leguminous  forage  plants  are  known.  The  chief 
species  are :  white  clover  (Trifolium  repens. 
Linn.) ;  red  clover  (T.  pratense,  L.) ;  alsike 
clover  {T.  hyhridum,  L.) ;  crimson  clover  (T. 
incarnatum,  L.) ;  yellow  suckling  clover  {T. 
(Ivhium,  Sibth.) ;  mammoth  red,  or  zigzag  clover 
(T,  medium,  L.);  hop  clover,  or  hop  trefoil  {T. 
qyrocumhens,  L. ).  AH  the  above  belong  to  the  true 
clovers,  to  the  genus  Trifolium.  Also  included 
as  clover  are  :  yellow  clover,  or  trefoil  (Medicago 
lupulina,  L.) ;  Bokhara  clover,  or  meUlot  (ilfcZi- 
lotus  alba,  Desn.)  ;  Japanese  clover  (Lespedeza 
striata.  Hook,  et  Arn.) ;  and  Soola  clover,  or 
suUa  (Hedysarum  coronarium,'L.).  The  following 
table  gives  the  average  composition  of  various 
clovers  at  the  time  of  flowering  (Kellner)  : — 

Sol.  catuo- 
Water  Protein  Fat  hydrates  Fibre  Ash 

T.  repens        .  81-5    4-4  0-8     6-9    4-3  2-1 

T.  pratense     .  79-0    3-4  0-7     9-4    5-9  1-6 

T.  hyhridum    .  81-8     2-8  0-7     7-0    6-2  1-5 

T.  incarnatum .  81-5     2-8  0-7     7-0     6-1  1-9 

T.  procumbens .  80-0     3-5  0-8     8-4     6-7  1-6 

Melilotus  alba  .  79-7     4-1  0-8     7-4    5-7  2-3 

The  following  are  analjses  of  hay  from 
various  clovers  : — 

Sol.  carbo- 
Water  Protein  Fat  hydrates  Fibre  Ash 
T.  repens  .  9-7  15-7  2-9  39-3  24-1  8-3 
T.  pratense  .  16-5  13-5  2-9  37-1  24-0  6-0 
T.  hyhridum  .  16-0  13-6  3-1  34-5  25-7  7-1 
T.  incarnatum.  16-7  12-0  2-4  35-5  26-2  7-2 
T.  procumbens.  16-0  15-4  3-4  33-2  24-5  7-5 
Mdilotus  alba  .  15-7  16-7  2-8  27-9  30-3  8-0 
Lespedeza  striata  9-1  13-7  4-0  47-5  21-6  4-1 
White  or  Dutch  clover  is  a  low,  creeping 
perennial  plant,  valuable  for  grazing.  Its 
growth  in  pastures  is  encouraged  by  phosphatic 
and  potash  manuring,   but   discouraged  by 


nitrogenous  manures.  In  America,  it  is  saitl 
that  its  blossoms  salivate  horses,  and  that 
consequently  much  clover  in  pastures  is  an 
objection  where  horses  graze.  White  clover 
furnishes  most  excellent  pasturage  for  bees, 
the  honey  which  it  yields  being  colourless  and 
of  high  quality. 

Red  clover  or  broad  clover  is  usually  grown 
as  a  biennial,  but  wUl  sometimes  stand  longer. 
It  is  often  grown  as  a  hay  crop,  or  for  cutting  for 
green  forage.  It  is  the  variety  most  susceptible 
to  '  clover  sickness,'  and  on  manj'  soils  can 
only  be  grown  safely  once  in  10  or  12  years. 

A  variety  of  red  clover,  T.  pratense  var. 
perenne,  known  as  '  cow  grass,'  is  not  so  prone 
to  clover  sickness,  and  lasts  longer.  It  is,  how- 
ever, of  slower  growth,  and  usually  yields  but 
one  crop  per  year  of  hay. 

AlsLke  clover  has  whitish  and  pinkish 
flowers,  and  is  a  perennial ;  it  is  hardly  suscep- 
tible to  clover  sickness. 

Crimson  clover,  or  '  trifolium,'  is  also  a 
somewhat  slow-growing  crop,  and  is  an  annual. 

Yellow  suckling  clover  is  a  smaller  plant  than 
the  other  clovers,  and  is  usually  only  grown  in 
mixtures  with  rye-grass,  &c.    It  is  an  annual. 

Zigzag  clover,  known  in  America  as  mammoth 
red  clover,  ripens  later  than  red  clover,  and  is 
taUer  and  ranker. 

Bokhara  clover,  or  large  white  clover,  is  a 
biennial,  with  small  white  flowers.  This  plant 
is  remarkable  for  its  strong  odour,  more  pro- 
nounced when  dried,  of  coumarin ;  animals  do 
not  eat  it  readily  until  they  become  accustomed 
to  it. 

Soola  clover  is  a  perennial  resembling  red 
clover,  but  is  richer  in  soluble  carbohydrates 
(v.  Scurti,  Chem.  Zentr.  1910,  i.  1632). 

As  the  table  of  analyses  shows,  clovers  are 
remarkable  for  the  large  amounts  of  nitrogenous 
matter  and  of  ash  which  they  contain.  Of  the 
former,  however,  a  considerable  proportion  is 
of  a  non-protein  nature,  particularly  in  the 
immature  plants.  In  the  case  of  red  clover,  for 
example,  it  has  been  found  that  about  40  p.c. 
of  the  total  nitrogenous  matter  is  present  as 
amides  in  very  young  plants,  and  that  the 
proportion  diminishes  with  growth,  untU,  when 
the  plants  are  in  fuU  bloom,  it  is  about  20  p.c, 
when  fuUy  ripe  it  sinks  to  about  12  p.c. 

The  ash  of  clovers  is  remarkable  for  its 
richness  in  Hme  and  its  poverty  in  silica  (in 
which  grasses  and  cereal  straws  are  so  rich). 

The  following  are  Wolff's  analyses  of  various 
clover  ashes  : — 

KaONaoOMgO  CaO  PaOg  SO,  SiO,  CI 

Red  clover    34-5    1-6    12-2  34  0     9.9  3-0  2  7    S  7 

White  „       19-4    7  8    10  0  33-2    14  1  8-8  4  5  3-2 

Alsike  „       33-8    1-5    15  3  31-9    10-1  4-0  1-2  2-8 

The  very  high  ratio  of  lime  to  phosphorus 
pentoxide  in  the  ash  is  noticeable. 

Clover  hay  has  proved  very  successful  as  a  con- 
stituent of  the  rations  of  fattening  oxen  and  sheep. 

Out  of  about  200  feeding  experiments  with 
nearly  1000  cattle,  conducted  in  Britain  between 
1833  and  1908,  17  included  clover  hay  in  the 
daily  ration.  The  average  daily  increase  in 
live  weight  per  head  of  the  whole  was  1'803  lbs., 
while  the  consumption  of  total  digestible  matter 
per  1  lb.  live  weight  gained  averaged  9  lbs.  In 
the  17  cases  where  clover  hay  formed  a  portion 
of  the  food,  the  figures  are  2-1  lbs.,  and  7-47  lbs. 
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respectively  (Ingle,  Journ.  High,  and  Agri.  Soc. 
of  Scotland,  1909). 

With  sheep,  the  results  are  equally  signifi- 
cant. 2390  sheep  fed  in  various  ways,  between 
1844  and  1909,  gave  an  average  weekly  increase 
per  head  of  2-00  lbs.,  and  consumed  an  average 
of  7-43  lbs.  total  digestible  matter  per  1  lb. 
increase  in  live  weight ;  while  384  sheep  receiving 
clover  hay  as  part  of  theirration,  gave  an  average 
weekly  increase  of  2-58  lbs.  per  head,  and  con- 
sumed only  6-20  lbs.  of  total  digestible  matter 
per  1  lb.  increase  in  live  weight  (ihid.  1910). 

H.  I. 

COAL  V.  Fuel. 

COAL  GAS  V.  Gas,  Coal. 

COBALT.    Sym.  Co.    At.  wt.  58-97. 

Cobalt  usually  occurs  combined  with  arsenic 
or  sulphur,  and  almost  invariably  associated 
with  nickel  and  other  metals.  Free  cobalt 
occurs  only  in  meteorites. 

The  most  plentiful  and  important  ore  of 
cobalt  is  smaltine  or  tin  white  cobalt,  consisting 
of  arsenide  of  cobalt,  nickel,  and  iron.  It  occurs 
abundantly  at  Schneeberg  and  many  other 
locahties  where  bismuth  is  found  {v.  Bismuth), 
in  Bohemia,  at  Balmoral  near  Pretoria,  near 
Sudbury  in  Ontario,  very  pure  at  Tunaberg  in 
Sweden,  and  free  from  nickel  in  Colorado.  As 
triarsenide,  it  forms  skutterudite  C0AS3.  Sulphar- 
senide  of  cobalt  occurs  as  cobalt  glance,  grey 
cobalt,  or  cobaUine,  abundantly  at  Vena  (Sweden) 
and  in  Norway  ;  in  smaller  quantities  in  Silesia 
and  Cornwall.  As  hydrated  arsenate  it  forms 
cobalt  bloom  or  erythrite  CogAsoO^i.Aq.,  found  fre- 
quently as  a  peach-coloured  incrustation  on 
other  arsenical  ores,  being  produced  by  their 
decomposition.  As  sulphide,  cobalt  occurs  in 
small  quantities  in  cobalt  pyrites  and  in  linnalite. 

Black  earthy  cobalt  is  a  hydrated  oxide  of 
cobalt  and  manganese.  It  is  essentially  a  variety 
of  wad  (hydrated  manganese  oxide),  containing 
sometimes  as  much  as  40  p.c.  of  cobalt.  Surface 
deposits  containing  oxides  and  sulphides  of 
cobalt  and  of  nickel  occur  at  New  Caledonia, 
with  veins  of  chrome  ore  and  nickel  and  mag- 
nesium sUicates  ;  it  is  smelted  on  the  spot  and 
exported  as  a  reguhis  to  England.  Cobalt 
occurs  in  small  quantities  in  many  other 
minerals  ;  in  pyrites  and  in  certain  iron  ores ;  as 
oxide  in  black  oxide  of  manganese  ;  as  arsenide 
in  mispickel,  sometimes  to  the  extent  of  10  p.c.  ; 
in  selenide  of  lead,  and  in  cerite,  and  in  some 
peats  and  coals. 

At  the  present  time  the  most  important 
source  of  cobalt,  whence  almost  the  whole  of 
the  cobalt  of  commerce  is  obtained,  is  the  district 
surrounding  Cobalt  city,  near  the  shores  of 
Lake  Tamiskaming  in  North  Ontario.  Here 
very  rich  silver  ores  are  found,  containing 
frequently  2000  oz.  silver  per  ton,  and  sometimes 
as  much  as  60  p.c.  These  ores  also  contain  a 
high  percentage  of  cobalt  and  nickel,  chiefly  as 
arsenides,  and,  after  extraction  of  the  silver  in 
Canada,  are  exported  to  nickel  and  cobalt 
refiners. 

Extraction. — The  methods  adopted  l)y  manu- 
facturers for  the  extraction  of  cobalt  from  the 
ores  vary  with  the  nature  of  the  ores.  'J'he  ores 
are  first  concentrated  by  fusing  with  a  suitable 
flux,  whereby  silicious  matter  and  a  portion  of 
the  iron  are  removed.  In  the  case  of  the  Ontario 
ores,  the  speiss  consists  chiefly  of  arsenides  of 
Vol.  II.— r. 


cobalt,  nickel,  iron,  and  copper.  The  speiss  is 
then  calcined,  the  iron  is  oxidised  to  ferric 
oxide,  part  of  the  arsenic  is  removed,  a  little  lers 
being  loft  than  is  required  to  combine  with  the 
iron.  The  mass  is  then  dissolved  in  hydro- 
chloric acid,  and  Lime  is  added,  whereby  the  iron 
is  precipitated  as  arsenate  and  hydroxide.  The 
liquid  is  then  treated  with  sulphuretted  hydrogen 
to  precipitate  copper  and  other  heavy  metals, 
excess  of  the  gas  evaporated  off,  and  the  coljalt 
precipitated  as  oxide  by  the  addition  of  bleach- 
ing powder.  The  nickel  in  the  solution  is 
subsequently  precipitated  by  potash  or  lime. 

In  the  case  of  New  Caledonian  ores,  consisting 
chiefly  of  sulphides,  the  treatment  of  the  con- 
centrated ore  is  somewhat  different.    The  maft. 
consisting    chiefly    of    sulphides,    is  carefully 
calcined    at    a    moderate    temperature,  and 
I  converted  into  sulphates.    These  are  dissolved 
I  in  water,  and  the  iron  precipitated  by  careful 
I  addition  of  the  requisite  quantity  of  sodium 
carbonate.    The  copper  and  heavy  metals  are 
j  separated  by  sulphuretted  hydrogen,  and  after 
boiling  off  the  excess,  the  cobalt  is  precipitated 
by    sodium    hypochlorite    (bleaching  powder 
j  cannot  be  used,  owing  to  tli6  sulphates  in  the 
solution),  and  the  nickel  in  the  remaining  liijuid 
precipitated  by  sodium  carbonate. 

In  Herrenschmidt's  process  for  the  treatment 
of  New  Caledonian  ores,  these  are  treated  ^vith 
a  solution  of  ferrous  sulphate,  when  cobalt, 
I  nickel,  and  manganese  pass  into  solution,  and 
iron  remams  in  the  residue.  Copper  is  first 
separated,  and  then  the  cobalt,  nickel,  and 
manganese  precipitated  by  sodium  sulphide. 
The  manganese  is  extracted  by  ferric  chloride, 
the  nickel  and  cobalt  sulphides  roasted  to 
sulphates,  and  converted  into  chlorides  by 
calcium  chloride.  A  part  of  the  solution  is 
treated  with  lime  water,  and  the  suspended 
precipitate  oxidised  by  chlorme  and  added  to 
the  other  portion,  whereby  the  cobalt  is  pre- 
cipitated and  nickel  cliloride  remains  in  solution. 

Metallic  cobalt  is  not  at  present  used 
to  any  extent  in  the  arts,  though  its  utility 
is  becoming  more  fuUy  recognised.  Commer- 
cially it  is  always  prepared  by  heating  the 
oxide  with  charcoal ;  it  then  contains  small 
quantities  of  carbon.  Pure  cobalt  is  prejiared 
by  heating  cobalt  oxalate  Co(C02)2,  when 
the  carbon  and  oxygen  pass  off  as  carboni(-  an- 
hydride, leaving  the  pure  metal  as  a  powder. 
A  button  of  the  fusecl  metal  may  be  obtained 
by  fusion  of  the  oxalate  alone,  or  of  the  oxide 
mixed  with  charcoal  under  a  layer  of  powdered 
glass  containing  no  lead  or  other  reducible 
metal ;  the  fusion  is  preferably  performed  in  a 
lime  crucible  at  the  highest  temperature  of  a 
furnace.  Pure  cobalt  may  also  be  prepared 
by  electro-deposition  with  platinum  electrodes 
(Winkler,  Zeitsch.  anorg.  Chem.  8,  1).  Cobalt 
is  also  produced  as  a  grey  metallic  powder  by 
igniting  the  oxide  at  a  red  heat  in  a  current  of 
hydrogen.  If  too  low  a  temperature  has  been 
used,  the  metal  produced  is  pyrophoric,  igniting 
and  becoming  reoxidised  in  contact  with  the  an-. 

Properties.- — Cobalt  is  a  brilliant  silver-white 
metal,  similar  in  properties  to  iron.  It  is  the 
most  magnetic  metal  after  iron,  and  retains  its 
magnetism  at  high  temperatures;  above  1116° 
it  passes  into  a  non-magnetic  variety. 

Pure  cobalt  is  harder  and  more  tenacious 
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than  iron,  its  breaking  weight  being  about 
50  kilos,  per  sq.  millimetre.  Valenciennes 
states  that  cobalt,  after  fusion  and  anneal- 
ing, may  be  rolled  into  spiral  bands  like  good 
iron  (Compt.  rend.  70,  607).  Cobalt  melts 
at  1,530°  (Copaux),  i.e.  about  the  temperature 
at  which  English  hammered  iron  fuses.  Its 
sp.gr.  is  8-8,  and  hardness,  5-5.  Its  specific 
heat  (20°-100°)  is  0-104;  specific  resistance, 
5-5 ;  and  the  temperature  coefficient  of  re- 
sistance, 0'0055.  It  is  slowly  soluble  in  hydro- 
chloric and  sulphuric  acids,  with  evolution 
of  hydrogen,  quickly  soluble  in  nitric  acid ; 
it  is  not  attacked  by  hot  or  cold  alkali,  but  if 
used  as  anode  in  the  electrolysis  of  alkaline 
electrolytes,  passes  into  a  colloidal  solution  of 
cobaltous  oxide.  It  exhibits  also  the  pa.ssit;e  state, 
similar  to  that  of  iron  and  other  metals,  but  the 
tendency  to  do  so  is  slight.  Cobalt  occludes 
from  60  to  150  times  its  own  volume  of  hydrogen, 
the  amount  varying  with  the  mechanical 
condition  of  the  metal.  The  powdered  metal 
combines,  when  heated,  with  chlorine,  bromine, 
and  iodine.  It  decomposes  steam  at  a  red  heat, 
and,  if  finely  divided,  ignites  when  heated  in 
oxides  of  nitrogen,  and  in  a  current  of  ammonia 
gas  at  500°  forms  a  nitride  Co4N„.  When 
finely  divided  cobalt  is  heated  to  150°-200°  in 
carbon  monoxide  at  100  atmos.  pressure,  orange- 
red  crystals  of  cobalt  carhonyl  Co{CO)4  are  formed, 
melting  at  51°,  soluble  in  alcohol  or  ether,  but 
insoluble  in  water,  and  decomposing  above 
52°,  yielding  Co(CO)3  which  further  decomposes 
(Mond,  Chem.  Soc.  Trans.  1910,  798)  (v.  Cobalt 
Caebonyls). 

Cobalt  may  be  deposited  as  a  fine  lustrous 
coating  on  metals  by  the  electrolysis  of  a  neutral 
solution  of  the  double  sulphate  of  cobalt  and 
ammonium,  using  a  current  of  about  6  amperes 
per  sq.  foot  of  cathode  surface,  and  an  anode 
of  cobalt  (A.  Gaiffe,  Compt.  rend.  1878).  The 
presence  of  ammonium  chloride  appears  to  hinder, 
whilst  ammonium  sulphate  assists,  the  deposition. 
The  deposit  of  cobalt  is  harder,  more  tenacious, 
and  of  greater  beauty  than  that  of  nickel  (Troost). 

(For  the  properties  of  cobalt  containing  other 
metals,  v.  Alloys  of  cobalt.) 

Detection.- — All  ores  and  compounds  of  cobalt 
impart  a  blue  colour  to  a  bead  of  borax  on 
fusion  ;  if  present  in  too  great  excess,  the  bead 
appears  black.  Heated  on  charcoal  with  reduc- 
ing flux,  all  substances  containing  cobalt  produce 
metallic  particles  which  are  attracted  by  a  mag- 
net (distinction  from  all  other  bodies  except  iron 
and  nickel). 

Salts  of  cobalt,  when  strongly  heated  with 
alumina  before  the  blowpipe,  give  a  fine  blue 
colour  (Thenard's  blue).  Sulphuretted  hydrogen 
produces  no  precipitate  in  an  acid  solution, 
but  gives  a  black  precipitate  of  sulphide  in 
alkaline  solutions,  the  precipitated  sulphide 
being  insoluble  in  dilute  acids.  In  a  solution  con- 
taining free  acetic  acid,  potassium  nitrite  pro- 
duces a  yellow  precipitate  of  potassium  cobalti- 
nitrite  K3Co(N02)g ;  the  whole  of  the  cobalt 
being  thus  precipitated  on  standing  in  a  warm 
place  for  some  time.  If  a  mineral  acid  is  present, 
it  should  first  be  neutralised  by  potassium 
hydroxide. 

Potassium  thioc3'anate  with  cobalt  salts  gives 
a  red  colouration,  and,  on  the  addition  of  alcohol 
and  ether,  forms  a  deep  bhie  ethereal  layer. 


C^obalt  is  also  precipitated  as  a  red  precipitate 
by  the  addition  of  a  solution  of  nitroso-;8- 
naphthol  to  its  alcoholic  or  acid  solutions.  As 
nickel  is  not  thus  precipitated,  this  forms  a 
useful  means  of  separation  of  the  two  metals, 
the  sulphides  being  dissolved  in  aqua  regia, 
evaporated  to  dryness,  taken  up  with  a  little 
water  and  hydrochloric  acid,  and  precipitated 
as  above. 

Estimation. — Ores  containing  cobalt  are 
usuallj'  very  complex  ;  they  almost  invariably 
contain  nickel  and  many  other  metals  from 
which  the  separation  is  diflficult.  The  following 
scheme  will  serve  for  the  estimation  of  both  cobalt 
and  nickel  in  any  mineral,  though  in  the  case 
of  certain  ores  it  may  be  somewhat  simplified. 

From  2  to  7  grams  of  the  finely  ground 
ore  are  roasted  in  a  porcelain  crucible  in  a 
muffle.  The  residue  is  boiled  Awth  hydrochloric 
acid  containing  a  little  nitric  acid  until  the  metal- 
lic oxides  are  dissolved  ;  the  solution  is  diluted, 
nearly  neutralised  with  ammonia,  and  boiled  with 
sodium  acetate  solution,  whereby  the  iron  and 
aluminium  are  precipitated  as  acetates  contain- 
ing the  greater  part  of  the  arsenic  (as  arsenate  of 
iron)  and  a  little  nickel  and  cobalt.  The  solution 
is  filtered,  and  the  precipitate  redissolved  in  hy- 
drochloric acid  and  reprecipitated  as  before,  the 
precipitate  being  this  time  free  from  nickel  and 
cobalt.  The  two  filtrates  are  mixed,  just  neu- 
tralised \vith  ammonia,  and  treated  with  sul- 
phuretted hydrogen  gas  ;  cobalt,  nickel,  zinc, 
copper,  bismuth,  &c.,  are  thus  precipitated  as  sul- 
phides, leaving  the  manganese  and  the  alkaline 
and  earthy  metals  in  solution.  The  precipitate 
is  filtered,  washed,  dried,  and  roasted,  the  oxides 
so  produced  dissolved  in  hydrochloric  acid,  and 
treated  ^^^th  sulphuretted  hydrogen  ;  the  copper, 
bismuth,  lead,  &c.,  are  thus  precipitated  and  fil- 
tered oif . 

The  solution  is  boiled  tUl  free  from  sul- 
phuretted hydrogen,  and  the  two  metals  co- 
precipitated  by  the  addition  of  potash  to  the 
boiling  solution  ;  the  precii^itate  is  filtered  and 
washed,  nearly  dried,  and  separated  as  far  as 
possible  from  the  filter.  The  precipitate  is  di- 
gested in  a  dish  with  dilute  hj'drocyanic  acid, 
then  Avith  jjotash  solution,  and  again  Avifch  hydro- 
cyanic acid,  and  warmed  until  no  further  solution 
occurs.  A  minute  quantity  of  residue  is  left, 
consisting  of  paracyanogen  and  a  small  quantity 
of  the  oxides  of  nickel  and  cobalt ;  it  is  added 
to  that  still  remaining  on  the  filter  paper,  and 
the  whole  washed,  dried,  heated,  and  weighed. 

The  solution  containing  the  two  metals  is 
boiled  to  expel  the  excess  of  acid,  and  consists 
of  cobalticyanide  of  potash  and  double  cyanide 
of  nickel  and  potash.  Precipitated  yellow  mer- 
curic oxide  is  added,  and  the  solution  boiled  for 
some  time.  The  nickel  is  thus  precipitated, 
partly  as  cyanide  and  partly  as  sesquioxide.  It 
is  filtered,  washed,  dried,  heated,  and  ^^-eighed 
as  nickel  protoxide  NiO.  The  filtrate  is  nearly 
neutralised  with  nitric  acid,  and  a  neutral  solu- 
tion of  mercurous  nitrate  added  in  excess.  The 
cobalt  is  thus  precipitated  as  mercury  cobalti- 
cyanide, which  is  washed,  dried,  and  heated  in 
an  open  crucible  until  of  constant  weight.  The 
product  consists  of  C03O4. 

From  the  proportions  of  cobalt  and  nickel 
thus  found,  the  amount  of  each  in  the  residue 
on  the  filter  paper,  &c.,  which  has  been  weighed 
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may  l)c  calculated,  and  added  to  tlie  aninunts 
directly  determined. 

In  other  methods,  the  cojijier,  &c.,  are  first 
precipitated  by  sidphuretted  liydrogen,  iron  by 
ammonia,  and  the  nickel  and  cobalt  jsrecipitated 
as  sulphides.  The  sulphides  are  redissolved, 
and  in  (1)  the  total  nickel  anil  cobalt  estimated 
by  electro-deposition  ;  in  (2)  the  cobalt  is  first 
precipitated  and  the  nickel  alone  determined. 

The  cobalt  in  the  above  solution  may  also  be 
determined  by  jirecipitation  as  )jotassiuiu  cobalti- 
nilrite,  dissolving  the  precipitate  in  warm  dilute 
sulphuric  acid,  evaporating  nearly  to  dryness, 
ami  electrolysing  after  addition  of  ammonium 
oxalate  and  excess  of  ammonium  carbonate 
((,'opaiix.  Bull.  Soc.  chim.  iii.  29,  301). 

The  solution  containing  the  sulphides  of 
nickel  and  cobalt  may  also  be  estimated  after 
freeing  from  excess  of  acid  by  boiling  with 
barium  carbonate,  and  adding  excess  of  bromine 
water.  After  10  minutes  the  cobalt  is  com- 
pletely separated  as'  sesquioxide  (Taylor, 
Proc.  Man.  Phil.  Soc.  40,  1). 

Various  volumetric  methods  have  lieen 
.suggested,  but  none  appears  to  lie*  perfectly 
satisfactory. 

Alloys  of  cobalt.  Cobalt  unites  with  incan- 
descence on  fusion  with  aiitiinotiy  or  nr.n'itic, 
forming  brittle  iron-grey  alloys. 

With  arsenic  the  freezing-point  curve  indi- 
cates the  existence  of  compounfls,  COjAs.,  ; 
CooAs ;  and  CogAs^.  Smaltine  CoAs.^  forms 
tin-white  octahedra;  and  ■skuttervdite  CoAs^ 
occurs  as  greyish- white  octahedra.  The  arsenides 
are  attacked  by  oxidising  agents,  and  all  contain- 
ing over  38  p.c.  arsenic  are  non-magnetic. 

Aniimoiri/  and  cobalt  are  completely  miscible 
in  the  liquid  state.  Three  classes  of  alloys 
exist:  magnetic  alloys  with  less  than  67  p.c. 
antimony  ;  alloys  of  fn)m  ()7  to  80-27  p.c, 
^^'hich  on  heating  form  CoSb;  and  alloys  above 
80-27  p.c,  which  by  acids  yield  a  compound, 
CoSb^,  as  a  grey  crystalline  powder  (Ducelliez, 
Compt.  rend.  147,  1048). 

Cobalt  has  a  marked  efifect  on  the  electrical 
projierties  of  cojijier ;  3-5  p.c.  gives  an  alloy 
with  a  tem|ierature  coefficient  of  the  resistance 
of  only  0 -00077.  Two  series  of  mixed  crystals 
appear  to  exist,  0-10  p.c,  and  95-100  p.c 
copper,  and  alloys  \\  ithm  these  limits  consist  of 
conglomerates  of  the  two  sets  of  mixed  crystals. 
Some  of  the  alloys  are  very  ductile.  As  in 
many  of  the  cobalt  alloys  at  high  temperatures, 
the  cobalt  is  present  as  a  non-magnetic  form  (0), 
which  changes  to  the  magnetic  (a)  form  on 
cooling.  Alloys  containing  99  p.c  of  copper 
are  .stated  to  be  magnetic  (Sahmen,  Zeitsch. 
anorg.  Chem.  57,  1). 

Tin  and  cobalt  are  perfectly  miscible  as 
liquids,  and,  according  to  Ducelliez  (Compt. 
rend.  148,  .502).  all  alloys  are  mixtures  of  CoSn 
and  Co^Sn^  with  oiu^  another,  or  with  either  of 
the  components.  Below  57-0  ]).c  tin.  the  alloys 
are  magnetic  and  brittle;  above  (i()-8  p.c  tin, 
the  alloys  are  less  brittle  and  non- magnetic  ; 
all  are  much  harder  than  either  component.  A 
compound  Co,,8n  of  m.p.  1151°  has  also  been 
described. 

With  qold  a  brittle  allo^'  is  produced,  that 
containing  I  part  gold  ancl  17  parts  cobalt  is 
dark-yellow  and  very  lirittle  ;  all  the  alloys  are 
magnetic.    With  pUilihinn   a,  fusilile  alloy  is 


produced  ;  and  a  silver-white  magnetic  amalgam 
with  mctrun/  is  used  in  dentistry. 

Alloys  with  (iJinniniitin.  containing  less  than 
68-5  p.c.  cobalt  are  non-magnetic,  the  freezing- 
point  curve  indicates  a  compound  VoA\.  Cobalt 
and  nickel  do  not  appear  to  form  a  compound  ; 
the  freezing-point  curve  is  almost  straight, 
the  composition  of  the  solid  being  almost 
identical  with  that  of  the  liquid  in  all  cases. 

Addition  of  iron  has  no  appreciable  effect  on 
the  melting-point  of  cobalt,  the  curve  being 
altnost  horizontal  to  5  p.c  cobalt,  the  crystals 
having  the  same  composition  as  the  fused  mass. 
Two  series  of  non-magnetic,  which  transform 
into  four  series  of  magnetic  crystals,  ajipear  to 
exist  (Tammann,  Zeitsch.  anorg.  Chem.  46,  205). 
Steels  containing  up  to  60  p.c  cobalt  show 
perlitio  structure,  and  the  mechanical  properties 
are  only  slightly  affected  by  the  cobalt. 

Lead,  silver,  or  bi.sni.uih  are  only  partially 
miscible  with  cobalt  w  hen  molten,  and  no  delinite 
alloys  appear  to  be  formed. 

With  .silicon  in  the  electric  furnace,  steel-grey 
metallic-looking  silicides  are  formed,  Co.,Si  and 
CoSi.,.  Both  are  stable  and  haril,  and  attacked 
by  hydrofluoric  acid  and  aqua  rei/ia.  A  very 
hard  magnetic  horide  is  prepared  in  a  similar 
manner;  and  by  the  action  of  phosphorus  on 
cobalt  chloride  at  a  low  red  heat  a  hard  brittle 
phosphide,  CooPg.not  affected  hy  heat  or  acids, 
is  produced. 

It  is  possible  to  combine  cobalt  or  nickel 
with  manganese  with  the  production  of  valuable 
alloys.  For  this  purpose  commercial  man- 
ganese or  ferro-manganese  may  be  used,  the 
presence  of  iron  not  being  injurious.  From  2 
to  5  p.c.  of  the  manganese  is  added  in  small 
portions  to  the  molten  metal  ;  much  gas  is 
evolved  after  each  addition,  and  the  metal  is 
poured  into  moulds  when  tranquil  {v.  Hunting- 
don, ,1.  Soc.  Chem.  Ind.  1882,  258). 

It  is  stated  that  when  in  the  molten  condi- 
tion cobalt  and  nickel  take  up  both  carbon  and 
oxygen,  but  evolve  the  greater  part  of  the  latter 
substance  on  cooling,  leaving  a  porous  metal 
containing  carbon.  A  method  has  been  pat  ented 
whereby  this  carbon  is  said  to  be  eliminated. 
The  porous  cubes  of  metal  are  immersed  in  a 
4  p.c.  solution  of  alkaline  manganate  or  ]5er- 
manganate,  dried  and  melted  in  a  cnicible  at  a 
high  temperature.  The  carbon  is  said  to  be 
thus  oxidised  and  removed,  and  the  metal  takes 
up  a  small  quantity  of  oxygen.  As  soon  as  the 
metal  flows  easily,  a  little  black  flux  and  charcoal, 
or  a  small  quantity  of  aluminium,  or  the  calcium 
zinc  produced  in  Caron's  process,  is  added,  anil 
the  oxygen  thus  removed  (Dingl.  poly.  J.  1884. 
254-315). 

Oxide  of  cobalt  is  used  for  the  preparation  of 
the  salts  of  cobalt  and  of  smalt,  and  by  ena- 
mellers  and  porcelain  manufacturers  for  the 
]iroduetion  of  the  finest  blue  glaze  and  colour  on 
porcelain,  glass,  and  other  vitriliable  substances. 
'J'he  presence  of  of  this  substance  imparts 

a  bluish  tinge  to  clear  glass. 

The  presence  of  other  oxides  has  an  injurious 
effect  on  the  colour  jH-oduced  by  this  substance 
(v.  Smalt) ;  it  is  therefore  necessary, for  the  more 
delicate  work,  to  ensure  its  complete  freedom 
from  such  impurities. 

When  heated  strongly  with  magnesia,  if  ]iro- 
duces  a  ]iink  mass;  with  alumina,  a  tine  blue 
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(Thenard's  blue) ;  and  with  zinc  oxide,  a  green  i 
(Rinmann's  green).  Zaffre  consists  of  a  very 
impure  oxide  of  cobalt,  produced  by  roasting  the 
ore.  It  is  usually  mixed  with  2  or  3  jiarts  of 
fine  sand  or  ground  quartz,  and  is  used  for  the 
same  purpose  as  smalt  for  the  coarser  work. 

Cobalt  blue,  Cobalt  ultramarine,  Thenard's 
blue.  Azure  blue.  The  composition  of  this 
pigment  varies  considerably,  according  to  the  i 
method  of  manufacture.  It  consists  sometimes 
of  the  oxides  of  cobalt  and  aluminium  ;  at  other 
times  it  contains  phosphate  or  arsenate  of 
cobalt. 

It  is  best  jwepared  by  first  precipitating  a  i 
solution  of  a  cobalt  salt,  usually  the  nitrate,  free  j 
from  iron  and  nickel,  with  potassium  or  sodium 
phosphate,  or  with  sodium  arsenate.  The 
gelatinous  violet  precipitate  is  thoroughly 
washed  and  well  mixed  with  3-5  volumes  of 
freshly  precipitated,  well-washed  alumina  (when 
cobalt  arsenate  is  employed,  a  larger  propor- 
tion of  alumina  may  be  added),  precipitated  from 
a  solution  of  alum  free  from  iron  by  the  addition 
of  sodium  carbonate.  The  mixture  is  dried 
until  it  becomes  brittle,  and  calcined  at  a  cherry- 
red  heat  for  30  minutes  in  a  well-covered  clay 
crucible.  When  the  desired  blue  colour  has 
been  developed,  the  mass  is  ground  with  water  j 
and  dried.  In  order  to  prevent  the  possibility 
of  entrance  of  reducing  gases,  which  much 
injure  the  value  of  the  product,  Regnault  recom- 
mended the  addition  of  a  little  mercuric  oxide 
before  the  ignition.  This  becomes  decomposed 
and  evolves  oxygen,  which  effectually  prevents 
reduction,  while  the  mercury  escapes  as  vapour  , 
(Regnault,  Cours  Ele'm.  de  Chimie,  3,  150). 

A  similar  but  less  fine  colour  is  produced  ' 
by  the  simultaneous  precipitation  of  the  oxides 
of  cobalt  and  aluminium  by  the  addition  of 
sodium  carbonate  to  a  mixture  of  cobalt  nitrate 
and  alum  ;  the  mixed  precipitate  is  washed  and 
treated  as  above. 

According  to  the  process  recommended  by 
Binder  (Technologiste,  5,  55),  the  oxide  of 
cobalt  is  precipitated  by  the  addition  of  the 
requisite  quantity  of  ammonia  to  a  solution  of 
pure  cobalt  chloride.  The  washed  precipitate 
is  mixed  with  alumina  as  before,  dried,  and 
calcined  at  a  red  heat  in  a  clay  crucible  for  two 
hours. 

Thenard's  blue  is  of  a  fine  ultramarine 
colour  ;  the  presence  of  excess  of  cobalt  imparts 
a  somewhat  greenish  tinge.  It  has,  however, 
the  disadvantage  of  apjjearing  violet  bj'  gaslight. 
It  is  one  of  the  most  permanent  blue  jjigments, 
being  unaltered  by  acids  or  alkalis,  and  is  largely 
used  as  an  oil  and  \\ater  colour,  but  \\orks 
better  as  water  colour.  It  is  non-poisonous, 
and  has  the  advantage  of  iniscibility  with  other 
pigments  ^\ithout  alteration. 

Coeruleum,  Cmline,  Bleu  celeste,  is  a  corre- 
sponding colour  containing  oxide  of  tin  and 
usually  calcium  sulphate.  Its  general  composi- 
tion is  said  to  be  oxide  of  tin,  49-66;  oxide  of 
cobalt,  18 -(Hi ;  calcium  sulphate  and  silica,  31-68 ; 
and  a  pigment  of  this  nature  is  obtained  by 
precipitating  a  solution  of  cobalt  nitrate  with 
sodium  stannate,  and  lieating  the  precipitate  as 
above. 

It  is  a  fine  light-blue  pigment  of  slightly 
greenish  tinge,  of  greater  density  than  'J'henard's 
blue,  and  retains  its  colour  in  artificial  light. 


New  blue.  A  blue  pigment  of  shade  varying 
from  a  pale-greenish  blue  to  a  deep-turquoise 
blue,  largely  used  for  enamels,  consists  of 
aluminates  of  cobalt  and  chromium  produced  by 
the  action  of  alum  on  carbonates  and  hydroxides 
of  coljalt  and  chromium. 

Cobalt  green,  Binmami's  green.  The  con- 
stitution of  this  pigment  corresponds  with  that 
of  Thenard's  blue,  with  the  substitution  of  zinc 
oxide  for  alumina. 

It  may  be  prepared  by  mixing  a  solution  of 
pure  cobalt  sulphate  (or  nitrate)  into  a  paste 
with  zinc  oxide,  and  heating  in  a  muffle  furnace 
for  3  or  4  liours,  until  the  desired  colour  is 
obtained.  Pigments  of  a  more  uniform  nature 
are  produced  by  the  precipitation  of  a  mixture 
of  solutions  of  zinc  and  cobalt  salts,  by  means 
of  sodium  carbonate,  phosphate,  or  arsenate, 
dr3'ing  and  heating  the  precipitate.  The  phos- 
phate is  said  to  give  a  purer  and  brighter  green 
than  the  carbonate. 

R.  Wagner  (Technologiste,  18,  409)  gives  the 
comj^osition  of  fine  green  pigments  as  varj'ing 
from  71-68  p.c.  zinc  oxide  and  11-62  p.c. 
cobalt  oxide,  to  88-04  p.c.  zinc  oxide  and  11-52 
p.c.  cobalt  oxide,  the  quantity  of  phosphoric 
oxide  also  varying  greatly. 

Rinmann's  green  is  a  fine  permanent  pig- 
ment ;  its  colour  varies  through  many  shades, 
according  to  the  projjortion  of  zinc  present,  the 
darker  greens  containing  less  of  that  substance. 
It  is  non-poisonous  and  unacted  upon  by  dilute 
acids  or  alkalis,  but  is  attacked  by  ammonia. 
It  has  also  the  advantage  of  not  afiecting  or 
being  unaffected  by  other  pigments.  Rin- 
mann's green,  on  account  of  its  high  price,  and 
the  number  of  other  permanent  greens,  finds 
little  use  as  a  pigment.  Another  permanent 
green  pigment  used  in  porcelain  painting  is  said 
to  be  prepared  by  the  calcination  of  a  dried  mix- 
ture of  the  foUowing  proportions  of  the  freshly 
precipitated  substances  :  20  cobalt  carbonate, 
40  alumina,  20  chromium  oxide. 

Cobalt  bronze  is  a  phosphate  of  cobalt  and 
ammonia,  of  a  violet  colour,  with  a  bronze-like 
metallic  lustre. 

Cobalt  silicates.  A  cobalt  silicate  is  produced 
by  the  addition  of  sodium  silicate  (soluble  glass)  to 
a  cobalt  salt.  It  produces  a  blue  pigment  well 
suited  for  painting  on  glass  and  porcelain. 

Smalt.  Bleu  d'azur.  Bleu  de  Saxe.  This  im- 
portant substance  consists  of  a  silicate  of  cobalt 
and  potash. 

In  the  preparation  of  smalt  in  Saxony, 
smaltine  is  principally  used.  In  Norway  and 
Sweden  the  principal  ore  is  cobaltine.  The 
general  process  is  identical  for  both  ores. 

The  selected  ore  is  powdered,  freed  from  the 
lighter  earthy  impurities  by  washing,  and  placed, 
in  charges  of  about  3  cwt.,  in  a  layer  of  5  or  6 
inches  thick  on  the  bed  of  a  reverberatory  fur- 
i  naee  or  in  a  muffle.    It  is  then  roasted,  and  the 
sulphur  and  arsenic  expelled  as  oxides,  the 
latter  being  condensed  in  chambers  through 
-  which  the  fumes  are  passed.  The  roasting  must 
be  discontinued  when  only  sufficient  arsenic  is 
j  left  to  combine  with  the  less  oxidisable  metals, 
especially  copper  and  nickel,  while  the  greater 
part  of  the  cobalt  is  converted  into  oxide.  In 
order  to  ascertain  whether  the  roasting  has  pro- 
ceeded sufficiently,  a  small  portion  is  occasion- 
ally tested  and  the  process  stopped  when  the 
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finest  tinted  glass  is  produced.  The  material 
is  then  ready  for  fusion  for  '  smalt.' 

The  fiiixe.s  used  consist  of  f)o\vdered  quartz 
iuitl  potassium  carbonate.  They  must  be  of  great 
]iurity,  as  the  presence  of  lime  and  many  other 
substances  impairs  the  beauty  of  the  colour. 
'J"he  quartz  is  first  heated  to  redness,  plunged 
into  water,  and,  thus  disintegrated,  is  pow- 
dered in  a  mill.  It  is  then  suspended  in  water 
and  allowed  to  subside  for  a  short  time,  and  the 
liquid,  which  contains  most  of  the  iron  and 
other  impurities  stiU  suspended,  is  poured  off  ; 
this  operation  is  repeated  until  a  pure  quartz 
powder  is  obtained. 

The  proportions  of  the  ingredients  used 
vary  extremely  according  to  the  richness  of  the 
ore  and  the  colour  requhod.  The  potassium  car- 
bonate used  generally  amounts  to  about  one-tliird 
of  the  weight  of  ore  and  quartz  together.  White 
arsenic  is  usually  added  to  oxidise  any  ferrous- 
salt,  and  thus  prevent  the  injurious  effect  of 
that  substance  on  the  smalt,  and  to  otherwise 
heighten  the  colour  of  the  product.  The  exact 
amount  of  each  of  these  substances  is  found  by 
a  test  fusion  and  comparison  with  a  smalt  of  the 
requhed  colour. 

The  smalt  furnace  is  similar  to  a  glass  oven  : 
it  usually  contains  eight  crucibles.  The  pots 
are  of  very  refractory  clay,  free  from  lime, 
and  capable  of  holding  f  cwt.  When  charged, 
they  are  strongly  heated,  and  the  mass  fuses 
in  about  8  hours  ;  it  is  frequently  stirred  to 
render  it  homogeneous,  and  to  break  the  crust 
which  forms  on  the  surface.  At  a  white  heat 
combination  occurs,  the  quartz  and  potash  re- 
act with  the  production  of  fusible  ])otassium 
silicate,  which  dissolves  the  cobalt  oxide, 
forming  the  blue  '  smalt,'  while  the  mixed 
arsenides  of  nickel,  copper,  and  iron,  with  the 
small  quantity  of  cobalt  arsenide  which  is 
always  present,  fuse  and  form  a  brittle  metallic- 
looking  speiss  beneath  the  smalt.  This  usually 
contains  about  3  p.c.  of  cobalt  and  a  considerable 
quantity  of  nickel,  and  is  used  for  the  prejiara- 
tion  of  the  latter  substance  and  of  cobalt  oxide. 
The  mass  is  left  at  a  white  heat  for  some  time 
without  stirring,  to  allow  the  speiss  to  settle,  and 
is  ladled  out  with  long-handled  iron  ladles  into 
vessels  of  cold  water.  It  is  thus  rendered 
granular,  brittle,  and  easy  to  pulverise.  When 
nearing  the  bottom  of  the  crucible,  the  ladle 
contains  both  speiss  and  smalt ;  the  former,  being 
much  more  fusible,  is  poured  first  from  the  ladle, 
from  beneath  the  smalt,  into  a  niche  in  the  side 
of  the  furnace,  whence  the  dense  fumes  of  arsenic, 
&c.,  which  it  evolves  pass  up  the  chimney. 

The  blue  glass  is  next  powdered  with  granite 
stampers,  or  ground  between  granite  millstones 
under  water,  and  the  product  passed  through  a 
series  of  depositing  vats.  In  the  first  vat  it 
remains  for  a  short  time  only,  thence  it  passes 
to  a  second  for  a  somewhat  longer  time,  to  a 
thhd  for  about  15  minutes,  to  a  fourth  and 
fifth  for  a  corresponding  period,  and  finally  to  a 
sixth  vat,  where  it  is  allowed  to  deposit  com- 
pletely. The  deposit  in  the  first  vat  is  returned 
to  the  mill  and  reground,  f  hat  in  the  second  and 
t  hird  is  the  best  marketable  smalt,  whilst  in  the 
fourth  and  fifth  vats  a  lighter-coloured  deposit, 
sold  under  the  name  cschd,  is  produced.  The 
deposit  in  the  last  vat  is  not  marketable,  and  is 
usually  resmelted. 


The  marketable  deposits  are  agaui  washed, 
deposited,  dried,  powdered,  and  sifted.  About 
three-fifths  of  the  glass  taken  from  the  pots  is 
thus  available.  The  presence  of  other  oxides 
than  those  of  cobalt  and  potash,  even  in  small 
quantities,  exerts  a  powerful  influence  on  the 
colour  of  the  smalt.  Baryta  produces  an  indigo 
tinge ;  sodium,  calcium,  and  nuignesium  pro- 
duce a  reddish  shade  ;  iron,  a  blackish  green, 
very  prejudicial  to  the  brighter-coloured  smalts  ; 
manganese  violet,  nickel  violet,  but  less  intense  ; 
cojjper,  zinc,  bismuth,  and  antimony,  dull 
shades. 

The  composition  of  smalt  varies  consitlcr- 
ably ;  the  silica  is  usually  from  56-70  p.c.  ; 
potash,  12-22  p.c.  ;  and  cobalt,  (i- Hi  p.c.  The 
t'ollowmg  analyses  by  Ludwig(J.  pr.  Chcni.  1  85U, 
51,  129)  are  typical : — 


Norwegian 

deep- 
coloured 
smalt 

German 

deep- 
coloiued 

German 
pale 

coarse 

Silica 

70-86 

66-20 

72-12 

Potash  and  soda 

21-41 

16-31 

20-04 

Cobaltous  oxide  . 

649 

6-75 

1-95 

Alumina  . 

043 

<S-(i4 

1-80 

Ferrous  oxide  .. 

0-24 

1-36 

140 

Arscnious  acid  . 

trace 

0-08 

Water  and  car- 

bonic acid 

0-57 

0-92 

0-46 

100-00 

101-18 

97-85 

Smalt  is  a  very  permanent  blue  pigment, 
largely  employed  for  the  jiroduction  of  blue 
colours  with  vitreous  substances  and  in  painting, 
both  for  delicate  and  coarse  work.  It  was 
formerly  much  used  for  colouring  starch,  x^aper, 
&c.,  but  for  this  and  many  other  purposes  it  is 
now  almost  superseded  by  the  far  less  per- 
manent artificial  ultramarine. 

Cobalt  yellow  consists  of  potassium  cobalti- 
nitritc.  i)rcpared  by  the  addition  of  potassium 
nitrite  to  a  solution  of  a  cobalt  salt  acidulated 
with  acetic  acid.  Its  composition  varies  with 
the  proportions  used  and  the  strength  of  the 
solution.  Erdmann  and  Sadtler  state  that  when 
precipitated  from  a  solution  containing  much 
acetic  acid  it  consists  of  K3Co(Nt)2)ij  with  a 
variable  amount  of  water. 

Cobalt  yellow  is  a  bright  yellow  crystalline 
powder,  very  free  from  imjiurities,  unacted  upon 
by  cold  water  or  cold  acids,  and  but  slowly 
blackened  by  sulphuretted  hydrogen. 

It  forms  a  fine  pigment  for  artistic  purposes. 
When  used  for  painting  jjorcelain  it  produces  the 
usual  blue  colovu-  on  baking,  which,  on  account 
of  the  purity  of  the  substance,  is  of  great  beauty. 

Salts  of  cobalt.  The  soluble  salts  of  cobalt 
are  prepared  by  solution  of  the  oxide,  carbonate, 
or  metal  in  the  various  acids.  They  are  gene- 
rally pink  and  deliquescent,  forming  \)ink  solu- 
tions when  dilute,  but  when  dried,  or  in  cori- 
centrated  solution,  they  are  Ijlue.  For  this 
reason,  solutions  of  nitrate  and  other  salts  of 
cobalt  are  used  as  sympathetic  inks,  such  writing 
being  almost  invisible  until  brought  near  a  fire, 
when  the  letters  appear  blue.  They  graflually 
reabsorb  moisture  and  again  become  invisible. 
They   are   largely  used  for   neutralising  the 
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yellow  colour  of  porcelain,  and  giving  a  pure  < 
white  body,  tlio  porous  clay  being  for  this  j 
purpose  soaked  in  solution  of  cobalt  salts. 

When  ammonia  is  added  to  a  solution  of  a  , 
cobalt  salt,  oxygen  is  absorbed,  giving  rise  under 
various  conditions  to  many  complex  series  of 
salts  containing  ammonia  and  different  oxides  of 
cobalt. 

Cobaltous  chloride  CoCl.,  is  prepared  by  dis- 
solving the  oxide  or  carbonate  in  hydrochloric 
acid,  and  evaporating  the  solution.  According 
to  the  temperature  at  which  it  crystallises,  it  may 
contain  G,  4,  or  2  molecules  of  water  of  crystal- 
lisation, the  latter  at  the  higher  temperatures. 

(lobaltous  chloride  is  soluble  in  water  or 
alcohol.  A  strong  solution,  or  a  weal^er  solution 
containing  strong  hydrochloric  acid,  is  of  a  blue 
colour. 

Cobaltous  sulphate  CoSOi.THjO  is  prepared 
by  solution  of  the  oxide  or  carbonate  in  dUute 
sulphuric  acid.  It  crystallises  in  red  crystals, 
isomorphous  with  magnesium  sulphate,  soluble 
in  24  parts  of  cold  water. 

Cobaltous  nitrate  Co(N03)2,6H20  is  a  red 
deliquescent  crystalline  salt  prepared  by  dis- 
solving the  oxide  in  nitric  acid.  It  is  very 
soluble  in  water,  the  solution  being  used  as  a 
reagent  in  blowpipe  analysis. 

COBALT  BLOOM.  Erythrite  ;  Hydrated  co- 
halt  firsoKite  (r.  CoBAi/r). 

COBALT  BLUE  or  THENARD'S  BLUE  v. 

CoRAT/r. 

COBALT  BRONZE  r.  Cobalt. 

COBALT  CARBONYLS.  Cobalt  forms  two 
carbonyls  :  the  tctracarhonyl  Co(C0)4,  and  the 
tricarhonyl  Co(C0)3. 

Cobalt  tetracarbonyl.  This  compound  is 
prepared  as  follows  :  Cobalt  oxalate  is  care- 
fully heated  until  completely  converted  into  the 
oxide.  It  is  then  washed  free  from  traces 
of  chlorides  which  hinder  the  formation  of 
the  carbonyl,  and  dried  at  120°.  The  oxide 
is  placed  in  the  apparatus  described  under 
'  carbonyls,'  and  reduced  to  cobalt  by  means  of 
liydrogen,  at  a  temperature  of  300°  and  a  pres- 
sure of  5  atmospheres.  After  the  reduction,  the 
hydrogen  is  displaced  by  carbon  monoxide,  the 
pressure  being  increased  and  the  temperature 
lowered.  For  the  production  of  the  carbonyl, 
a  minimum  pressure  of  40  atmospheres  and  a 
temperature  of  150°  is  needed,  and  at  pressures 
up  to  250  atmospheres  and  temperatures  between 
150°  and  250°,  varying  quantities  of  the  carbonyl 
are  collected  in  a  tube  attached  to  the  outlet 
of  the  apparatus,  and  immersed  in  a  freezing 
mixture. 

The  tetracarbonyl  forms  orange-coloured 
crystals  of  .sp.gr.  1-7,3,  which  melt  at  51°,  and 
decompose  above  that  temperature. 

The  molecular  formula  is  CojlCO),.  The 
compound  is  insoluble  in  water,  but  is  soluble 
in  most  organic  solvents,  and  in  nickel  tetra- 
carbonyl. It  is  not  attacked  by  aqueous  acids 
but  concentrated  acids  and  the  halogens  decom- 
pose it,  forming  the  corresponding  salt,  carbon 
monoxide,  and  hydrogen 

<  'o(  C;0 )  4  -f  H  ,S0  4 = CoS  f )  4 + 4C0  -H  H  2 
In  contact  with  air  a  deep  violet-coloured 
compound  is  formed,  which  is  most  probably  a 
hydrated  basic  carbonate.  The  crystals  are 
best  preserved  in  a  sealed  tube  in  an  atmo- 
sphere of  hydrogen  or  carbon  monoxide. 


^Vhen  the  tetracarbonyl  is  heated  at  00°, 
one  quarter  of  the  carbon  monoxide  is  evolved  at 
a  regularly  decreasing  rate,  leaving  a  compound 
having  the  formula  Co(C0)3  in  the  form  of  black 
crystals,  which  are  decomposed  above  GO"  into 
cobalt  and  carbon  monoxide,  no  intermediate 
product  being  formed. 

AVhen  the  tetracarbonyl  is  heated  at  100°, 
one  quarter  of  the  carbon  monoxide  is  evolved 
almost  instantaneously,  the  rest  coming  off  very 
irregularly  and  comparatively  slowly  (Mond, 
Kirby,  and  Cowap,  Chem.  Soc.  Trans.  1910, 
97,  798). 

COBALT  GLANCE,    drrii  cobult ;  Cohulliiie ; 
Sidpharsciiidc  oj  cobalt  {v.  CoiiAl/r). 

COBALT  GREEN  or  RINMANN  S  GREEN  , 
V.  CoKAi/r. 

COBALT  PYRITES  r.  Co  malt. 

COBALT  SPEISS  r.  Cobai-t. 

COBALT  ULTRAMARINE  or  COBALT  BLUE 
V.  Cobalt. 

COBALT  YELLOW  v.  Cobalt. 

COBALTINE  v.  Cobalt. 

COCAINE  ('.  Vegeto-alkaloids. 

COCATANNIC  ACID  v.  Tannins. 

COCCINE  r.  A/A)-  COLOURING  MATTEIiS. 

a-COCCINIC  ACID,  COCCININ,  v.  Coc  uineal. 
COCCULUS  INDICUS  or  INDIAN  BERRY  is 

the  fruit  of  the  Ananiirtd  ixiiiiculato.  (C/olebar), 
[A.  Cocculus  (Wight  and  Arnott)]  nat.  ord. 
Menispermacem,  a  tree  growing  upon  the  coasts 
of  Malabar,  Ceylon,  &c.  The  berry  is  about  the 
size  of  a  large  pea  and  of  a  dark-grey  colour. 
It  possesses  strong  poisonous  and  narcotic 
qualities  from  the  fact  of  its  containing  about 
one-fiftieth  part  of  its  weight  of  picrotoxin,  and 
has  been  employed  to  increase  the  bitterness  as 
also  the  inebriating  effect  of  beer.  It  is,  how- 
ever, exceedingly  deleterious  to  health,  and  the 
use  of  it  for  this  purpose  has  been  prohibited  by 
the  Legislature  under  heavy  penalties. 

Besides  picrotoxin,  Schmidt  and  Lowenhardt 
{BuU.  Soc.  chim.  14,  817)  obtained  from  the  seeds 
coccMZmCi9H2,Oii|,  crystallising  in  white  needles, 
sparingly  soluble  in  hot  water,  insoluble  in  cold 
water,  alcohol  and  ether.  It  is  probably  identical 
with  i5arth  and  Kretschy's  anamirtin  C,9H2,0,„ 
1  which  they  regarded  as  a  constitutent  of  picro- 
toxin. 

Cocculus  indicus  berries  contain  mcnisper- 
mine,  paramenispermine,  and  picrotoxin  {v. 
Picrotoxin). 

COCCUS  CACTI,  C.  ILICIS,  C.  LACCAL,  v. 
Cochineal. 

COCHIN  CHINA  WAX  r.  Waxes. 

COCHINEAL.  This  important  natural  dye- 
stuff,  which,  in  its  native  country,  Mexico,  was 
used  as  a  dye  and  cultivated  by  artificial  means 
at  a  remote  period  of  history,  was  for  a  long  time 
considered  to  be  of  vegetable  origin.  Cochineal, 
however,  consists  of  the  dried  body  of  an  insect, 
the  Coccus  cacti,  which  lives  upon  a  species  of 
cactus  (the  Napalea  coccinellifera  (S.-Dyck)  or 
Nopcd),  a  plant  which  is  found  in  the  wild  con- 
dition, but  which,  for  the  sake  of  the  insect,  is 
cultivated  in  gaidens  which  are  termed  Nopnkrics. 
The  collection  of  the  insects  takes  place  before  the 
coniiiHMKcmcnt  of  the  rainy  season,  and  tli<'yare 
then  brushcil  cither  into  straw  baskets  or  into 
basins  of  tinned  iron.  A  number  of  uisects  are 
left  upon  each  plant,  and  a  new  generation  is 
produced,  which  is  again  gathered  at  a  suitable 
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period.  The  insects  are  killed  by  immersion  in 
boiling  water,  or  are  enclosed  in  a  linen  bag 
and  placed  in  an  oven ;  by  the  latter  process 
the  peculiar  white  down  covering  the  insect  is 
preserved,  but  in  the  former  case  is  lost. 

In  Mexico  and  Central  America  two  varieties 
of  cochuieal  are  known — the  home-grown,  or  fine 
cochineal  (grana  Jina) ;  and  the  wild,  or  forest 
cochineal  (grana  silvesira).  The  former  is  more 
valuable  than  the  latter,  and  is  richer  in  colouring 
matter.  Smce  1830  the  cidtivatiun  of  cochineal 
was  introduced  into  Spain  and  the  ( !anary  Islands, 
Algeria,  and  Java,  but  the  most  productive  of  these 
newer  plantations  were  those  of  Java.  Since  the 
discovery  of  the  coal-tar  colours,  the  consumptio7i 
of  cochineal  as  a  dyestuff  has  gradually  decreased, 
and  at  the  present  time  it  is  only  employed  in  a 
minor  degree.  According  to  Liobermann,  cochi- 
neal contains  about  10  p.c.  ot  colouring  matter 
(Ber.  18,  1969). 

Carminic  add,  tlie  colouring  matter  of 
cochineal,  was  first  isolated  by  Pelletier  and 
Caventou  (Ann.  Chim.  Phys.  [2J  8,  250),  and 
was  subsequently  examined  by  Preisser  (Anna- 
len,  52,  375;  j.  Pharm.  Cliim.  [3]  5,  191); 
and  Arppe  (Annalen,  55,  101);  but  Warren  de 
la  Rue  (ibid.  (54.  1)  was  the  first  to  isolate  this 
suljstance  in  a  jjure  condition,  and  described  it 
as  a  purple-brown  mass,  which,  on  grmduig, 
yields  a  bright-red  powder,  easily  soluble  in 
water  and  alcohol,  but  not  in  ether.  The  mean 
of  his  analyses  gave  54-13  p.c.  of  carbon,  4-62 
p.c.  of  hydrogen,  and  41-25  p.c.  of  oxygen  by 
difference :  and  from  these  figures  he  deduced 
the  formula  G,,jH,Os  or  {Cfill^Og)^. 

Schiitzenberger  (Ann.  Chim.  Phys.  [3]  54, 
52),  on  the  other  hand,  was  the  first  chemist 
who  succeeded  in  obtaining  carminic  acid  in 
a  crystalline  condition.  Ho  precipitated  the 
colouring  matter  from  an  aqueous  cochineal 
extract  in  the  form  of  its  lead  compound  ; 
suspended  this  in  water,  and  decomposed  it  with 
sulphuretted  hydrogen.  The  liberated  carminic 
acid  dissolved  in  the  water  and  was  recovered 
from  this  solution  by  evaporation  at  a  low- 
temperature.  The  product,  dissolved  m  alcohol, 
was  treated  with  ether  to  precipitate  certain 
impurities,  and  the  liquid  partially  evaporated. 
On  eoohng,  a  crystalline  mass  was  obtained, 
whicli  Schiitzenberger  considered  to  consist  of 
two  substances,  carminic  acid  C^HgO-,  and 
oxycarminic  acid  CgHjiO,,,  the  latter  bemg 
distinguished  by  its  solubility  in  ether. 

Schaller  (J.  1864,  410),  who  prepared  carminic 
acid  by  the  same  method,  assigned  to  it,  how- 
over,  the  formula  C,jHsO„. 

The  work  of  Hlaziwetz  and  Grabowski 
(Annalen,  141,  329)  indicated  that  carminic  acid 
was  a  glucoside  which  could  be  decomposed 
into  a  sugar  and  a  new  colouring  matter, 
carmine  red : 

CkHi,0,„  +  2H,0=C„H,20,  +  C„H,„0, 
Carminic  acid.       Carmiue  rcil.  Sugar, 
liut  according  to  Liebermann  (Ber.  18,  1969  ; 
Will  and  Leymann,  ibid.  1 8,  3182  ;  and  Von  Miller 
and  Rohde,  ibid.  20.  2047),  this  is  incorrect. 

Goecinin,  accoriling  to  Hlaziwetz  and  Gra- 
bowski, is  produced  when  carminic  acid  is  fiised 
with  caustic  potasli.  It  crystallises  from 
alcohol  in  straw-yellow  needles  or  leaflets, 
dissolves  in  alkalis  with  a  yellow  colour,  which, 
by  air  oxidation,  develops  first  a  green  then 


violet,  and,  finally,  a  purple  tint.  The  analyses 
of  this  substance  were  in  agreement  with  the 
formula  Cj^HjjOr,. 

Riijicoixin. — By  heating  carminic  acid  with 
sulphuric  acid  to  130°- 140",  Liebermann  and 
van  Dorp  (Annalen,  163,  105)  obtained  a  new 
colouring  matter  ruficoccin,  CicHi^O^,  and  this 
consisted  of  a  bright-red  powder,  sparingly  soluble 
in  hot  water  and  ether,  with  a  greenish-yellow 
fluorescence.  On  distillation  with  zinc-dust, 
it  yielded  a  colourless  crystalline  hydrocarbon 
C,,jH,„,  m.p.  183°-188°,  from  whic  h,  by  oxida- 
tion, a  quinone  melting  at  250°  could  be  produced. 

Fiirth,  somewhat  later  (Ber.  16,  2169),  pre- 
pared the  same  hydrocarbon  by  the  tlistUlation 
of  both  cochineal  carmine  and  cocciiiin  with 
zinc-dust. 

Ruficarininc  Ci^HjjO,;  can  be  obtained, 
accorduig  to  Liebermann  and  van  Dorp,  by 
heating  carmmic  acid  with  water  in  a  sealed 
tube  at  200°.  It  consists  of  a  carmine-red 
powder,  easily  soluble  in  alcohol. 

In  view  of  the  uncertainty  existing  as  to 
the  percentage  composition  of  carminic  acid, 
Schunck  and  Marchlewski  (Ber.  27,  2980)  sub- 
mitted this  substance  to  an  elaborate  process 
of  purification,  and,  using  in  their  operations  as 
low  a  temj)crature  as  possible,  obtained  a.  product 
which  ciystallised  from  alcohol  in  red  [)rismatic 
needles.  Their  analysis  agreed  closely  wit  h  that 
requked  by  the  formula  CnHjjO^,  and  the 
percentage  composition  approximated  with  the 
figures  given  by  Warren  de  la  Rue,  and  also  by 
Schiitzenberger. 

On  the  other  hand,  analyses  by  Miller  and 
Rohde  (Ber.  30,  1762)  indicated  "the  formula 
Cj-iHiid,  or  (Ci2H,,0,)2  as  probable;  but  it 
now  appears,  according  to  the  more  recent  work 
of  Liebermann,  Horing,  and  Wiedermann  (Ber. 
1900,  33,  149),  that  the  correct  formula  of 
carminic  acid  is  CjaHojO,,. 

The  most  simple  method  for  the  pm-ification 
of  carminic  acid  is  that  devised  hy  Miller  and 
Rohde.  A  solution  of  the  crude  colouring  matter 
in  five  times  its  weight  of  water,  is  diluted  witli 
four  times  its  volume  of  acetic  acid.  The  filtered 
liquid,  on  standing  over  sulphuric  acid,  gradually 
deposits  the  carminic  acid  in  a  crystalline 
condition. 

Carminic  acid  crystallises  in  red  ])risi)is. 
easily  soluble  in  water  and  alcohol,  with  a  purple- 
red  colour.  It  possesses  no  melting-point,  but 
darkens  at  130°,  and  at  250°  becomes  quite 
black-coloured. 

By  the  action  of  alcoholic  potassium  acetate, 
carminic  acid  (Perkin  and  Wilson,  ('hem.  Soc. 
Trans.  1903,  83,  139)  yields  two  potassium 
salts,  viz.  : 

Monopotussiuiii  caniiinale  C22H33O,  .^K 
(probably  C22H2JO13K)  which  is  red-coloured; 
and 

DifiolaN.sium  carminate  CnHjiO^K  (probably 
C22H2(|Oi3K2)  soluble  in  water,  with  a  violet-red 
colouration. 

Hezabenzo;/l carminic  acidC^^ii-is^ LsiCiiio^)^' 
obtained  by  digesting  carminic  acid  with 
benzoyl  chloride  (Liebermann,  Horing,  and 
Wiedermann)  is  an  orange-coloured  powder, 
easily  soluble  in  benzene. 

Oclacetyl  carminic  acid  Co4H|2<),3(CUCH3)^  '! 
(probably  C22Hi40,3(C2H30)a)  crystalli.ses  in 
golden-yellow  needles,  m.p.  155°-165°,  and  is 
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readily  prepared  by  the  short  action  of  acetic 
anhydride  in  presence  of  zinc  chloride  or  sulphuric 
acid  on  carminic  acid  (Miller  and  Rohde). 

The  Constitution  of  Cabminic  Acid. 

Nitrococcussic  acid  ^\  as  obtained  by  W.  de  la 
Kue  from  carminic  acid  by  the  prolonged  action 
of  boilmg  nitric  acid.  It  was  subsequently 
studied  by  v.  Kostanecki  and  Niementowski 
(Ber.  18,  260),  and  was  found  to  be  identical 
with  the  trinitrocresotinic  acid,  of  the  following 
constitution  : — 

CH, 


NO2 
OH 


NO2 
COOH 


NO, 

When  carminic  acid  dissolved  in  50  p.c, 
acetic  acid  is  treated  with  an  excess  of  bromine, 
and  the  solution  digested  at  the  boUing  heat, 
two  substances,  known  as  a-  and  0-bromcarmines, 
are  produced  (Will  and  Leymann,  Ber.  18,  3180). 

a- Bromcarmine  CiQH4Br403,  the  more 
sparingly  soluble  substance,  crystallises  in 
colourless  needles,  and  melts  at  247°-24S°,  with 
decomposition.  When  oxidised  with  potassium 
permanganate  in  alkaline  solution,  it  gives 
dibrotnmethijlhijdroxyaldehydobenzoic  acid, 
CH3 

Br/\— COM 
OhI,  J— COOH 


Br 

aiul  dibrommethylhydroxij'iihthalic  anhydride 
CH3 
Br/\— CO 

!    i  >o 

OH'  /—CO 


Br 

On  treatment  with  hot  caustic  soda  solu- 
tion, a-bromcarmine  yields,  in  addition  to  a 
purple-red  colouring  matter,  dibrommethyl- 
hydroxyphthalic  acid,  and  bronioform  (Miller 
and  Rohde).  As  a  result  of  this  reaction,  these 
authors  assigned  to  a-bromcarmine  the  consti- 
tution of  a  methylhydroxytetrabromdiketohy- 
drindene 

CH, 


Br/  VCO\r'Ptr 

ohI  I— co>^-^'2 


Br 

For  Zincke  (Ber.  20,  3227  ;  21,  2388)  had 
previously  shown  that  the  dibromdiketohydrin- 
denc  itself 

^'^-CO>CBr, 


under  similar  treatment  yields  both  phthalic 
acid  and  bromoform. 

fi- Bromcarmine  CnH^BrjO,,  is  obtained  as 
a  yellow  amorphous  powder,  easily  soluble  in 
alcohol  (WUl  and  Leymann),  and  is  best  purified 
by  means  of  its  potassium  salt.  Crystallised 
from  acetone,  it  separates  in  orange  needles, 
melting  at  232°  (W.  and  L.)  or  288°  (Miller  and 
liohde).  By  the  action  of  bromine  in  the 
jjresence  of  50  p.c.  acetic  acid  solution,  it  is 


converted  into  a-bromcarmine.  As  a  result  of 
their  investigation,  MUler  and  Rohde  ascribed  to 
j8-bromcarmine  the  constitution  of  a  methyldiliy- 
droxytribrom-a-naphtJiaquinoue,  possest^ing  one  of 
the  following  formulae  : — 

CH3  0  CH3  0 

Br/\/\Br 


,0H 


OH 


OH 


This  suggestion  was  supported  by  the  fact 
that  bromoxynaphthaqumone  (1),  on  treatment 
with  bromine  and  caustic  soda  solution,  is  con 
verted  into  dibromdiketohydrindene  (2)  (Zincke, 
I.e.) 

0 


OH  , 
Br  ^'^ 


-CO, 


>CBr2  (2) 


O 


A  further  jjoint  in  support  of  this  view  was 
obtained  by  a  study  of  the  behaviour  of  /3-brom- 
carmine  with  zinc-dust  in  alcoholic  solution. 
Thus  the  acetyl  compound  of  the  reduction 
product,  m.p.  206°,  gave,  on  analysis,  numbers 
agreeing  with  those  of  the  acetyl  derivative  of 
a  meihyldihromdihydroxynaphihahydroquinorie, 
posscssmg  the  following  formula  : — 

CH,  OH 


Bri 
OH 


I     I  I. 


Br  OH 


\0H 


From  a  consideration  of  the  points  above 
enumerated.  Miller  and  Rohde  considered  that 
the  constitution  of  carminic  acid  could  be 
represented  by  one  or  other  of  tiie  following 
expressions  : — 

CH,   0  CH.,  0 


OH 


OH 


OH 


As,  however,  such  formulae  require  C=64-7 
p.c,  H=3-92  p.c,  figures  which  are  much  higher 
than  those  given  by  the  analysis  of  carminic 
acid  itself,  these  authors  suggested  the  addition 
of  two  molecules  of  water  of  hydration,  as  shown 
below  : 

OH  OH 
CH3 


OH 


OH 


OH  OH 


A  substance  of  this  constitution  would 
require  C  ==  55  p.c,  and  H  =  5  p.c. 

Somewhat  later,  Liebermann  and  Voswinkel 
(Ber.  30,  688)  studied  the  oxidation  of  carminic 
acid  with  alkaline  potassium  permanganate  at 
the  ordinary  temperature,  and  in  this  way 
succeeded  in  producing  two  important  acids. 

Oochinealic  acid  CmHgO;  crystallises  in 
colourless  needles,  which  melt  at  224°-225° 
with  evolution  of  COj.  It  is  tribasic,  at  260° 
is  converted  into  hydroxy methylphlhalic  anhydride 
(1) ;  when  heated  with  water  in  a  sealed  tube 
at  210°  yields  symmetrical  crew^iVtiC  acid  (2) 
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CH3 

oh()i:co>o 

CH3  OH, 


(1) 


(2) 


OH'  JCOOH 


(3) 


OH'  J 


,CUUH 


COOH 

and  in  the  same  uianuer  at  a  lower  temjjeratiue, 
170°,  gives  a-coccitiic  acid  (3).  The  constitution 
uf  cochinealic  acid  was  therefore  as  follows : — 

/N— COOH 
OH^  ^— COOH 

COOH 

a-Goccmic  acid  CgHjO,,.  The  second  pro- 
duct of  the  oxidation,  which,  as  already  indi- 
cated, can  also  be  prepared  from  cochinealic  acid, 
proved  to  be  identical  with  the  hydroxyuvitinic 
acid  of  Oppenheim  and  PfafE  (Ber.  7,  929).  It 
consists  of  colourless  needles,  m.p.  239°. 

Liebermann  {ibid.  30,  1731),  whilst  agreeing 
with  the  diketohydrindene  constitution  which 
had  been  assigned  to  a-bromcarmine  by  Miller 
and  Rohde,  considered  that  /3-bromcarmuie  was 
an  indone  rather  than  a  naphthoquinone  deriva- 
tive, and  could  be  better  represented  as  follows : — 

no 

'  CBr, 


CH, CHOH 


CHOH  CH, 


OH  HO 


COOH  CHOH 


I  loH 
CHOH  COOH 


prepared  by  these  authors  iwt  only  isossessed 
weak  tinctorial  property  of  a  cochineal-like  cha- 
racter, but  in  several  respects  closely  resembled 
carminic  acid  itself. 

A  valuable  contribution  to  the  subject  \mi6 
made  by  Dimroth  (Ber.  1909,  42,  1611)  who 
studied  the  oxidation  of  carminic  acid  with 
potassium  permanganate  at  0°  in  presence  of 
sulphuric  acid.  The  solution  thus  obtained  gave 
nothing  to  ether,  but  on  heating  for  three- 
quarters  of  an  hour  at  90°,  it  evolved  carbon 
dioxide,  and  ether  then  extracted  carmina- 
zarin. 

Carminazarin  crystallises  from  water  in 
garnet-red  needles,  decomposing  at  240°-250°. 
It  possesses  the  constitution  (1),  and  is  very 
similar  to  isonaphthazarin  (2). 


OH3  o 
COOH  O 


0 


|0g,4H,0.    (2)  \ 


\0R 
JOH 


CO — O 

It  was  probable,  indeed,  that  carminic  acid 
itself  Avas  a  hychindene  or  bishydrindene  deri- 
vative, and  the  following  constitutions  were 
suggested  for  it : — 

CH3  CHOH 

Y'HOH 

OH'  I 

\/\/ 
COOH  CHOH 


In  a  more  recent  paper,  however,  Liebermann 
and  Voswinkel  (Ber.  37,  3344)  consider  that 
carminic  acid  is  possibly  a  tetrahijdrate  of  a- 
diniethyldihydroxynaphtliacenequinonedicarhoxylic 
acid 

OH 3  (OH),  (OH),^OOH 

COOH  (OH,) 
OH 

and  it  «as  observed  that  a  dimethyltetra- 
liyd  roxy  naphthacenequinone 

Oil 
ClI,  • 

('  CO 

•     i  OH 

x/\c/  "  CO/ 

0113 

OH 


0 


Its  alkaline  solution,  when  treated  with  a 
stream  of  oxygen,  is  quickly  decolourisefl  witJi 
formation  of  5-(}-dic(irboxy-4-hydroxy'0-lolyl'jii/- 
oxylic  acid 

CH3 

CO— COOH  u 


OH 

COOH 


A  further  point  of  resemblance  of  cariuin- 
azarine  to  rsonaphthazarine  is  shown  by  its 
behaviour  with  nitric  acid  in  glacial  acetic  acid, 
for  ^^'lu•reas  the  latter  gives  tetraketotetrahydro- 
iiajithalene,  the  former  yields  the  analogous 
Carminazfirinquinone  crystallising  in  colourless 
prisms, 

CH3  O 

ohi     I  >() 

COOH  O 


2H.,0 


and  which,  when  heated  with  water  or  acetic 
acid,  passes  back  to  carminazarin. 

The  intermediate  product  formed  by  the 
oxidation  of  carminic  acid  with  permanganate  at 
0°,  and  which,  on  heating,  is  transformed  into 
carminazarin,  is  termed  by  Dimroth  cmiiino- 
quinonc.  The  constitutions  assigned  to  this 
substance  (1)  and  to  carminic  acid  (2)  are  given 
below  : — 


CH3  0 
{!)/  V  ' -,0 


OH  I  1 
COOH  O 


r  OH 
^COOH 


CH3  O 

OH 

*JH  -OioHi.O- 
COO  H  O 


Carmmie  acid  is,  therefore,  not  a  symmetrical 
compound,  and  the  nature  of  the  group  C],|H|  r,0, 
has  not  yet  been  determined.  Finally,  it  is 
considered  by  Dimroth  that  the  cocciiiin  [sec 
above)  of  Hlnziwetz  and  Crabowski,  and  whicli  is 

j  prepared  by  fusing  carminic  acid  with  potassium 
hydrate,  has  probably  the  constitution  of  u 

I  tetrahydroxymethylnaphtliuhm 
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CHj  OH 


OH 


OH 


CH3  OH 

OhI     I  JOH 


OH  OH 
Rohde  and  Dorfiniiller  (Jier.  1910,  33,  1303) 
further  examined  ;8-broincarmiiie,  and  obtained 
results  which  support  the  naphthaquinone  con- 
stitution assigned  to  it  by  Miller  and  Rohde 
(^.c),  but  disprove  Liebermann's  contention 
that  it  is  a  derivative  of  indone.  By  reduction 
with  zinc-dust  and  acetic  acid  and  subsequent 
acetylation,  ^-bromcarmine  gives  the  compound 
C,vH.,0„Br,; 

CH,  OAc 


Br  OAc 

colourless  needles  ;  m.p.  208°. 

Simultaneous  hydrolysis  and  oxidation  con- 
verts this  into  the  substance 


OH 


orange  prisms  ;  m.p.  258°  ;  and  it  thus  appears 
that  by  the  latter  treatment  an  hydroxy!  has 
probably  entered  the  quinone  nucleus.  The 
diacetyl  derivative  melts  at  233".  When  distilled 
with  zinc-dust,  this  product,  and  also  ;8-bromo- 
carmine  itself,  give  naphthalene. 

Technical  Pkepaeations  of  C'ocmNEAL. 

Ammoniaml  cochinerd. — When  a  solution  of 
carminic  acid  in  ammonia  is  allowed  to  stand 
for  some  time,  there  is  formed  a  new  compound, 
which  appears  to  consist  of  carminic  acid  in 
which  one  of  the  hydroxyls  has  been  replaced  by 
an  amino-  group.  The  formula  assigned  to  this 
substance  by  Schiitzenberger  is  C9HgN04. 
This  reaction,  long  known,  has  been  utilised  for 
the  production  of  a  new  colouring  matter  termed 
ammoniacnl  cochineal,  or  cnrminamide,  and  this 
comes  into  commerce  either  as  cakes  or  in  the 
form  of  a  paste. 

The  first  variety  is  usually  prepared  by 
allowing  one  part  of  cochineal  to  stand  in  a 
closed  vessel  for  3  months  \vith  three  parts  of 
ammonia.  The  clear  Hquid  is  decanted,  treated 
with  about  half  its  weight  of  gelatinous  alumina, 
evaporated,  and,  when  the  mass  has  become 
thick,  it  is  cut  up  into  cakes  and  dried. 

The  paste  is  manufactured  in  a  somewhat 
similar  manner,  the  ammonia,  however,  being 
only  allowed  to  react  for  8  days.  The  clear 
liquid  is  then  evaporated  to  about  one-third  its 
bulk  without  addition  of  alumina  (Crookes, 
Dyeing  and  Calico  Printing). 

Ammoniacal  cochineal  dyes  much  bluer  shades 
than  cochineal  itself,  and  is  sometimes  employed 
in  conjunction  with  the  latter.  Its  use  is  now 
very  limited,  but  it  finds  some  application  in 
the  blueing  of  bleached  cotton. 

Cocliiiiiul  rnrtiiine  (see  under  Lakes). 

DvEiNc  Properties  of  Cochineal. 
Cochineal  has  been  little  employed  in  cotton 
dyeing,  but  was  very  largely  used  m  silk  dyeing 


and  wool  dyeing.  It  has  now  been  practically 
replaced  by  the  azo-  scarlets. 

Two  shades  of  red  are  obtained  upon  wool 
with  cochineal,  namely,  crimson,  which  is  pro- 
duced by  means  of  aluminium  sulphate,  and  a 
very  fiery  scarlet,  for  which  stannous  and  some- 
times stannic  chloride  are  employed. 

For  crimson,  wool  is  mordanted  with  alumi- 
nium sulphate  and  tartar,  and  is  then  dyed  in  a 
separate  bath  with  cochineal.  The  employment 
of  calcium  salts  in  the  dyeing  operation  is  not 
beneficial.  Fairly  good  shades  of  crimson  can 
also  be  obtained  by  mordanting  and  dyeing  in 
a  single  bath  with  aluminium  sulphate,  oxalic 
acid,  and  cochineal.  For  scarlet,  wool  can  bo 
mordanted  with  stannous  chloride  and  tartar, 
and  dyed  in  a  separate  bath  with  cochuieal.  A 
singlc-bath  method,  employmg  stannous  chlo- 
ride, oxaUe  acid,  and  cochineal,  has,  however, 
been  very  largely  employed  for  this  purpose. 
On  the  other  hand,  preparations  of  stannic 
chloride,  known  as  '  tin  spirits,'  '  scarlet  spirits,' 
and  '  nitrate  of  tin,'  are  and  have  been 
much  employed  by  dyers  of  cochineal  scarlet. 
Though,  when  used  alone,  stannic  chloride  does 
not  give  such  brilliant  shades  as  the  stannous 
mordant,  a  mixture  of  both  is  considered  to 
be  beneficial. 

For  very  yellow  shades  of  scarlet,  yellow 
colouring  matters  can  be  added  to  the  cochineal 
dye-bath,  and  of  these  '  fiavine '  has  been 
considerably  employed. 

Cochineal  red  on  wool  possesses  considerable 
fastness  to  light,  but  has  the  defect  that  weak 
alkalis  and  soap  cause  it  to  acquire  a  duller  or 
more  bluish  shade. 

Wool  mordanted  with  potassium  dichromate 
gives  with  cochineal  a  good  purple  colour, 
whereas  with  ferrous  sulphate  and  tartar, 
purpUsh  slate  or  lUac  colours,  can  be  produced. 
These  mordants,  however,  are  not  employed  in 
practice. 

A  good  crimson  shade  is  produced  by  mor- 
danting silk  with  alum,  and  dyeing  with  an 
extract  of  cochineal.  In  scarlet  dyeing,  silk 
is  preferably  first  dyed  yellow,  then  mordanted 
with  '  nitroniuriate  of  tin,'  and  finally  dyed  in 
a  second  bath  with  the  assistance  of  cream  of 
tartar.  Silk  can  also  be  dyed  in  a  smgle  bath 
\vith  cochineal,  stannous  chloride  and  oxalic  acid. 

A.  G.  P. 

COCHINEAL  CARMINE  v.  Lakes. 

COCHINEAL  RED,  SCARLET  v.  Azo-  col- 
ouring MATTERS. 

COCHINEAL  WAX  and  FAT,  The  wax  is 
obtained  by  extracting  the  cochineal  with 
benzene,  and  consists  almost  entirely  of  a  sub- 
stance to  wliich  Liebermann  gave  the  name 
coccerin.  After  the  removal  of  the  cocccrin,  the 
fat  is  extracted  with  ether  ;  it  consists  of  myristin 
and  an  oil  containing  fatty  acids.  The  follow- 
ing are  the  percentages  of  coccerin  m  various 
samples  of  cochineal  (extracted  whole  with 
benzene) : 


Silver  cochineal 
Mexican  silver  cochineal 
'I'encriffe  silver  cochineal 
Zaccatille 

Teneritfc  black  cochineal 
Mexican  black  cochineal 
Granilla 


10 

1-  7 

2-  0 

O'7-l-O 
4-2 


p.c. 
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By  powdering  the  cochineal  before  extrac- 
tion, the  percentage  is  increased  by  about  one- 
half,  except  in  the  case  of  Granilla,  where  the 
granules  are  exceedingly  small.  The  percentage 
of  myristm  is  on  the  average  about  l-r)-2'0,  and 
of  fluid  fat  and  fatty  acids  4-0-G-O,  so  that  the 
average  total  quantity  of  wax  and  fat  contained 
in  a  silver  cochineal  is  about  12  p.c.  After 
rccrystallising  from  benzene  or  acetic  acid, 
coccerin  forms  thin  glistening  ijlatei  of  melting- 
point  IOG°.  It  is  sparingly  soluble  m  all  cold 
solvents,  and  nearly  insoluble  in  alcohol  and 
ether.  It  has  the  constitution  (!;iuil^„{C^iii ,^,0 3)^. 
On  sajioniilcation  with  alcoholic  potash,  it  gives 
rocccri/l  iilcoliul  (.'.,„ H,;i|(OH)3  and  cocceric  acid 
C3iH|j..0g.  'rile  alcohol  forms  a  wliite  crystalline 
powder  of  m.]).  ]0I"-I04'^.  The  iicid  melts  at 
93°.  and  is  soluble  in  hot  alcohol,  benzene,  &c.  ; 
its  ethyl  ether  melts  at  about  70".  The  myristin 
C3H5{0Ci4H2,O).,  forms  colourless  crystals  of 
m.p.  55°,  easily  soluble  in  warm  alcohol,  &c.  ; 
on  saponification  it  gives  glycerol  and  myristic 
acid  C,,H.,,0.,  of  m.p.  54°,  and  b.p.  248°  at 
100  mm.  (J.  Soc.  Chem.  Ind.  4,  585). 
COCHINEALIC  ACID  v.  Cochineal. 
COCINIC  ACID  7;.  Hendecatoic  acids. 
COCOA.  The  cocoa  tree  is  an  evergreen 
shrub,  indigenous  to  Mexico  and  the  tropical 
regions  of  Clentral  America,  whence  it  was 
introduced  into  Europe  by  the  Spaniards.  It 
belongs  to  the  natural  order  Sterculiacece,  and 
comprises  several  species,  that  most  hfghly 
valued  and  cultivated  being  the  Theobroma 
cacao,  so  called  by  Limueu?,  from  deos  (god) 
and  Ppwfia  (food),  in  allusion  to  the  e.steem 
and  almost  veneration  in  which  the  beverage 
prepared  from  its  seeds  was  held  by  the  natives 
of  (Jentral  America,  and  'cacao,'  the  name  by 
which  it  was  oiiginally  known.  The  seeds  were 
u.sed  as  a  kind  of  money  even  down  to  the  time 
of  Humboldt's  visit  to  Mexico. 

The  tree  grows  to  a  height  of  from  12  to  40 
feet,  the  average  being  about  25  feet,  but  in 
plantations  it  rarely  exceeds  18  feet.  It  flourishes 
best  in  a  moist  and  warm  climate,  in  latitudes 
between  25°  north  or  soutli  of  the  equator,  and 
at  altitudes  up  to  1 000  feet.  It  is  now  cultivated 
more  or  less  extensively  in  Brazil,  Caraccas, 
Central  America,  Ecuador.  Essiquibo,  Grenada, 
Guayaquil,  Peru,  Trinidad,  Venezuela,  and  in 
the  West  Indies  (particularly  .Jamaica,  Dominica, 
and  St.  Lucia) ;  also  in  Ceylon,  the  East  Indies, 
the  Philippines,  Mauritius,  Madagascar,  San 
Thome,  (lold  ( 'oast,  Caineroons,  and  to  some 
extent  in  Australia. 

The  cocoa  tree  begins  to  bear  fruit  when  3 
years  old,  and  attains  its  fuU  ]iroductiveness 
when  7  or  8  years  old,  but  a  healthy  tree  will 
bear  for  40  or  50  years.  Fruit  is  produced  all 
the  year  round,  but  harvesting  usually  takes 
place  only  twice  a  year — from  February  to 
April,  ancl  again  in  October  and  November. 

The  fruit  consists  of  an  elongated  pod,  in 
shape  between  a  melon  and  a  cucumber,  measur- 
ing from  5  to  12  inches  in  length,  and  from 
2  to  4  inches  in  diameter,  with  a  thick  pericarj) 
varying  in  colour  from  yellow  or  red  to  purple, 
.Tccording  to  the  variety.  There  are  from 
20  to  40  or  more  seeds  in  a  jiod  (thdugli  the 
nund)er  is  smaller  in  the  West  Indian  vavielics) 
arranged  in  5  longitudinal  rows,  and  embedded 
in  a  rose  coloured  mucilaginous  pulp.  When 


fresh  they  are  usually  white  (some  varieties 
purple),  and  have  a  bitter  taste,  but  after  dry- 
ing and  exposure  to  the  air  and  light  they 
acquire  a  yellow,  red,  or  brown  coloiu',  and 
become  hard,  brittle,  and  less  bitter.  They  are 
ovate,  compressed,  and  about  the  size  and  shape 
of  haricot  beans  or  olives. 

After  removal  from  the  pods,  the  seeds  or 
beans  are  either  freed  at  once  from  adheiing 
pulp  and  dried  in  the  sun  (or  occasionally  by 
artificial  means),  to  produce  '  unfermented 
cocoa,'  or  they  are  removed  to  the  '  sweating  ' 
or  curing  house  to  unilergo  a  process  of  fermen- 
tation before  drying.  Unfermented  cocoa  is 
distinguished  by  its  pale  skin,  which  separates 
with  difficulty  from  the  kernel.  Owing  tu  its 
bitter  taste,  it  is  suitable  only  for  use  in  cocoa 
mixtures  coutahiing  starch  and  sugar.  It  is 
quite  unlit  for  chocolate  making,  and  commands 
a  lower  price  than  fermented  cocoa. 

To  produce  fermented  cocoa,  the  beans  were 
formerly  buried  in  the  ground,  or  in  trenches 
covered  with  ])lantain  leaves,  but  in  order  to 
avoid  the  consequent  adherence  of  earthy  matter, 
they  are  now  generally  buried  in  casks  or  boxes, 
or  heated  in  piles  in  sheds,  and  turned  over  once  or 
tw  ice  daily.  The  temjserature  rises  considerably 
during  fermentation,  and  the  piocess  requiies 
great  care  antl  skill,  as  on  it  the  commercial 
value  of  the  finished  beans  chiefly  depends. 

The  objects  arrived  at  in  the  '  sweating  ' 
operations  are  the  loosening  of  the  adherent 
pulp,  the  removal  or  modification  of  the  bitter 
principle,  the  development  of  an  agreeable 
aromatic  odour,  and  the  colouration  of  the  beans 
to  a  rich  mahogany  tint.  The  fermentation 
process  generally  lasts  from  2  to  7  days.  In 
some  parts,  as  Trinidad  and  Jamaica,  red  earth 
is  often  employed  to  assist  in  the  removal  of  the 
mucilage  from  the  beans,  which  are  afterwartis 
rubbed  clean  and  dried.  Occasionally  Venetian 
red  is  used  to  impart  a  uniform  red  tint  to  the 
finished  beans. 

In  the  drying  operation  the  beans  are  spread 
out  in  trays  and  systematically  turned  so  as  to 
expose  every  part  of  the  bean  to  the  light,  and, 
when  thoroughly  air-dried,  are  in  a  suitable 
condition  for  shipment. 

The  preliminary  jirocesses  of  manufacture 
consist  in  (a)  alHing  out  sand,  dust,  and  small 
stones  ;  (h)  piclcinf/  out  by  hand  the  em^ity  beans 
and  foreign  matter,  as  larger  stones,  grass,  wood 
&c.  ;  (c)  rofiNtiiig  ;  and  (rf)  clcaninn,  by  breaking 
up  the  beans  and  removal  of  the  husks  or  shells. 
Berhardt  (Chem.  Zeit.  ]88<.l,  32)  has  found,  from 
the  results  of  actual  factory  work,  that  the 
lo.sses  in  these  operations  amount  to  2  or  3  p.c. 
in  sifting ;  nearly  1  p.c.  in  picking ;  about 
5  p.c.  in  roasting  ;  and  12  or  13  p.c.  in  cleaning; 
maldng  a  total  loss  of  over  20  p.c. 

The  roasting  process,  which  recjuires  great 
care,  skill,  and  experience  on  the  ])art  of  the 
operatives  entrusted  with  it.  is  conducted  in 
rotating  cylinders  heated  by  coke  fires  or  by 
means  of  superheated  steam  in  jiipes  lining  the 
cylinders,  to  a  temperature  varying  from 
.500°  to  000°l'\  (2(;0°  to  315°C.).  Uniformity  of 
roasting  is  facililated  by  grading  the  beans  in 
the  same  o]ier.i(ion  I0  a  iniiforni  size.  The 
beans  are  tiien  cooled,  gently  crusheil  in  a 
'  kibbling  mill.'  to  fracture  the  crisp  husk  and 
break  down  the  kernel  into  its  natural  angular 
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fragments  or  '  nibs,'  after  whicii  the  nibs,  husks, 
and  hard  rod-shaped  germs  are  separated  by 
winudwiiig  and  sieving,  and  the  nibs  graded 
into  different  classes  according  to  size. 

The  object  of  roasting  is  to  develop  to  the 
fullest  extent  the  characteristic  aroma  and 
flavour  of  the  cocoa.  This  is  probably  due  to 
the  development  of  a  volatile  principle  in  the 
nature  of  an  essential  oil,  somewhat  analogous 
to  the  caffeol  of  coffee  (?;.  infra.  Cocoa-red). 

The  roasted  husks  or  shells  constitute  on  an 
average  about  12  or  13  p.c.  of  the  weight  of  the 
whole  bean,  varvinir  from  7  or  8  p.c.  in  the 
thin -walled  beans  of  Ceylon  and  .Java  to  18  p.c. 
in  those  of  Trinidad  and  the  West  Indies,  which 
have  a  much  thicker  shell.  The  shells  form  a 
low-priced  product  extensively  used,  after 
grincUng,  hi  the  cheaper  grades  of  cocoa  and 
chocolate,  and  occasionally,  under  the  name  of 
'  cocoa  tea,'  as  a  beverage  which  has  the  taste 
and  flavour  of  weak  cocoa.  Cocoa  shells  have 
proved  to  be  a  useful  addition  to  feeding  stuffs, 
especially  for  milch  cows,  and  gave  good  results 
on  the  experimental  farms  of  Canada  when  used 
as  manure.  (For  analysis  of  cocoa  shells,  ?w 
table  below.) 

The  nibs  enter  into  commerce  as  .such,  but 
although  m  this  form  the  consumer  may  be 
assured  of  the  purity  of  the  article,  yet,  owing 
to  the  large  proportion  of  fat  in  them  (about 
half  their  weight)  and  the  difficulty  of  dis- 
integrating them  even  by  boiling  water, 
they  are  hardly  suitable  for  popular  use  as  a 
beverage. 

For  the  manufacture  of  the  various  forms  of 
piepared  cocoa,  the  nibs  are  ground  by  means 
of  millstones  or  steel  mills  so  constructed  as 
gradually  to  reduce  the  cocoa  to  the  finest  and 
smoothest  possible  condition.  If  the  cocoa  is  to 
go  into  consumption  as  ground  nibs  in  powder, 
the  stones  or  rollers  are  kept  cool  during  the 
operation,  but  if,  as  is  usual,  the  ground  cocoa 
is  afterwards  to  be  made  up  into  any  of  the 
numerous  forms  of  prepared  cocoa  or  chocolate, 
the  stones  or  rollers  are  usually  kcfit  heated 
during  the  grinding.  This  cau.ses  the  fat  to 
melt,  and  the  whole  is  reduced  to  a  liquid  mass, 
which  is  run  into  moulds  and  cooled  so  as  to 
form  blocks,  which  are  sold  as  such  or  kept  as 
stock  for  subsequent  conversion  into  prepared 
cocoa  or  chocolate. 

The  leading  types  of  manufactured  cocoa  are 
fiakp.  cocoa,  rock  cocoa,  and  cocoa  powders  sold 
under  such  names  as  '  soluble '  cocoa,  and 
'  extract '  or  '  essence  '  of  cocoa.  Flake  cocoa  is 
prepared  simj)ly  by  grinding  the  whole  beans  or 
the  nibs  only  in  steel  miUs  somewhat  resembling 
those  used  for  grinding  coffee.  Bock  cocoa  is 
made  in  the  form  of  a  paste  by  grmding  m  a 
null  with  heated  stones  or  rollers,  and  with  the 
addition  of  sugar  and  starch. 

The  admixture  of  starch  or  other  gelatinising 
substance  tends  to  mask  the  presence  of  the 
fat  and  to  render  the  cocoa  more  readily  miscible 
with  boiling  water.  These  mixtures,  sold  under 
such  names  as  '  homoeopatliio,'  '  Iceland  moss,' 
&c.,  are  frequently  described  as  '  soluble  cocoa,' 
but  this  is  a  misnomer,  since  the  absence  of  a 
sediment  in  the  cup  is  due,  noi  to  .solution  of 
the  cocoa,  but  to  the  formation  of  an  emulsion, 
which  holds  the  cocoa  in  a  finely  divided  state 
suspended  in  the  liquid.    In  some  of  these,  as 


'  granulated  cocoa,'  '  cocoatine,'  &c.,  sugar  is 
added  as  well  as  starch. 

The  large  proportion  of  fat  (about  50  p.c.), 
being  found  by  many  to  be  difficult  of  digestion, 
is  reduced  in  preparations  intended  for  use  as 
a  beverage,  not  only  by  the  addition  of  sugar 
and  starch  (which  incidentally  reduces  the 
proportion"  of  cocoa  present),  but  also  by  the 
actual  abstraction  of  fat  to  form  the  so-called 
'  essence  '  or  '  extract '  of  cocoa. 

The  partial  extraction  of  the  fat  is  accom- 
plished by  submitting  the  pure  cocoa  paste 
enclosed  m  strong  canvas  bags  to  a  pressure  of 
1200-1400  lbs.  per  square  inch  in  hydraulic 
presses  heated  to  70°-80°.  The  cocoa  butter 
flows  out  through  a  special  orifice,  and  is  after- 
wards solidified  into  blocks  or  slabs  ready  for 
use  in  surgical  and  pharmaceutical  preparations, 
for  soap  making,  and  m  the  manufacture  of 
chocolate  confectionery.  The  commercial  value 
of  cocoa  butter  (which  is  twice  that  of  the  raw- 
cocoa)  is  no  doubt  an  inducement  to  its  removal, 
in  addition  to  the  alleged  purpose  of  making  the 
cocoa  more  digestible. 

To  prepare  the  so-called  '  essence '  or 
'  extract '  of  cocoa,  the  cakes  of  compressed 
cocoa,  now  containing  only  about  25  p.c.  of 
fat,  are  turned  out  in  a  nearly  dry  condition, 
and  ground  to  a  fine  powder.  Some  cocoa 
powders  are  said  to  be  rendered  more  digestible 
by  treatment  with  alkalis,  which  soften  the 
cellulose  tissue  and  act  upon  the  fat  so  as  to 
produce  a  more  perfect  emulsion  than  that 
obtained  by  other  '  soluble '  cocoas  prepared 
with  starch ;  also  there  is  less  tendency  to 
f  eparation  of  the  melted  fat  in  the  cocoa  bever- 
age. Another  method  is  to  soften  the  tissue  by 
heating  in  closed  vessels  with  or  v/ithout  water 
to  a  temperature  of  150°.  In  some  prepara- 
tions, as  '  solidified  cocoa,'  the  fat  is  not  removed, 
whilst  a  preparation  of  cocoa  practically  free 
from  fat  is  obtained  by  extracting  the  roasted 
and  ground  beans  with  ether  or  benzene.  The 
ordinary  flavouring  materials  are  vanilla  anti 
cinnamon,  but  other  spices  and  artificial 
vanilla  are  occasionally  used. 

The  principal  constituents  of  cocoa  are  fat 
('cocoa  butter  '),  alkaloids,  albuminoids,  starch, 
tannin,  cocoa-red,  and  mineral  matter. 

Analyses  of  Raw  Cocoa  Nibs. 


Bell 

Boussiii- 
gault 

Moisture 

5-23 

7-« 

Fat      ...  . 

5044 

49-9 

Starch  .... 

4-20 

2-4 

Albuminous  matter  ; 

Soluble 

6-.30 

1  10-9 

Insoluble  . 

6-96 

Astringent  principle 

6-71 

0-2 

Gum  .... 

2-17 

2-4 

Cellulose 

6-40 

10-0 

Alkaloids 

0-84 

3-3 

Cocoa-red 

2-20 

Indefinite  organic  matter 

(insoluble)  . 

5-80 

5-:! 

Ash      ...  . 

2-75 

4-0 

(Tartaric  acid) 

3-4 

1 00-00 

100-0 

COCOA. 


93 


The  fat,  cocoa  butter,  or  cacao  butter,  oleum 
theohromce,  is  the  principal  food  constituent  of 
cocoa,  and  forms  from  45-55  p.c.  of  the  husked 
bean.  It  has  a  pleasant  taste  and  odour, 
suggestive  of  chocolate.  At  ordinary  tempera- 
tures it  is  a  yellowish-white,  somewhat  brittle 
solid,  melting  below  the  temperature  of  the 
body,  viz.  2S°-33°,  and  solidifying  at  2r-23°  ; 
sp.gr.  from  0-95  to  0-97  at  15°,  and  0-850  at 
100°;  iodine  number  from  33  to  38;  saponifi- 
cation value,  193-195;  refractometer  reading 
(Zeiss)  at  40°  is  46-47-8  ;  and  index  of  refraction, 
between  1-4565  and  1-4578  at  40°.  It  is  readily 
soluble  in  ether,  chloroform,  turpentine,  and 
boUing  alcohol,  from  which  it  crystallises  out 
almost  completely  on  cooling.  Chemically,  it  is 
a  mixture  of  the  glycerides  of  stearic,  palmitic, 
oleic,  and  arachidic  acids  (Benedikt,  Analyse 
der  Fette  und  Wachsarten).  It  is  sometimes 
adulterated  with  such  substances  as  coco-nut 
oil,  cotton  seed,  and  sesame  oils,  stearin,  tallow, 
and  paraffin  wax.  Illipe  oil  is  often  used  as  a 
substitute  for  cocoa  butter  (which  it  closely 
resembles  in  certain  respects)  in  the  manufacture 
of  chocolate. 

Alkaloids. — Theobromine  C5H2(CH3)2N402,or 
dimethylxanthine.  is  the  principal  alkaloid  in 
cocoa,  and  is  closely  related  to  the  aU^aloid  of 
tea  and  coffee,  caffeine  (trimethylxanthine), 
which  is  also  present  to  a  small  extent  in  cocoa. 
Theobromine  crystallises  in  white  microscopic 
needles,  having  a  bitter  taste,  and  is  present  in 
cocoa  to  the  extent  of  about  1-5  p.c.  The 
published  analyses  show  variations  from  0-4  to 
3-3  p.c.,  due  to  the  different  methods  of  analysis 
employed.  One  of  the  best  methods  is  that  of 
Decker,  as  modified  by  Welmans  and  Fromme 
(Pharm.  Zeit.  47,  798,  and  858  ;  and  Apoth.  Zeit. 
18,  68).  The  caffein  is  usually  included  with 
the  theobromine,  from  which,  however,  it  can 
readily  be  separated  by  means  of  cold  benzene, 
in  which  caffeine  is  soluble,  but  theobromine  prac- 
tically insoluble.  The  amount  of  caffeine  varies 
from  0-1  to  0-3  p.c.  {see  art.  Theobeomine). 

Albuminoids. — These  have  been  but  little 
studied,  but  Stutzer  (Zeitsch.  angew.  Chem. 
1891,  368)  has  classified  the  nitrogenous  con- 
stituents of  cocoa  as  follows  : — 

(1)  Non-proteids,  substances  soluble  in  neu- 
tral water  solution  in  presence  of  copper 
hydroxide  (theobromine,  ammonia,  and  amino- 
corapounds). 

(2)  Digestible  albumen,  insoluble  in  neutral 
water  solution  in  i:>resence  of  copper  hydroxide, 
but  soluble  when  treated  successively  with 
gastric  juice  and  alkaline  pancreas  extract. 

(3)  Insoluble  and  indigestible  nitrogenous 
substances. 

According  to  Stutzer's  analyses,  the  propor- 
tion of  albuminoids  in  cocoa  powder  manu- 
fnctured  without  chemicals  is  between  17  and 
18  p.e.,  of  which  10  p.c.  is  soluble  or  digestible 
albumen,  the  remainder  (over  40  p.c.  of  the 
whole)  consisting  of  insoluble  and  indigestible 
substances.  Forster,  however,  maintains  that 
the  proportion  of  digestible  albuminoids  reaches 
as  high  as  80  p.c,  his  experiments  being  made 
on  the  human  subject,  whilst  Stutzer's  were 
conducted  under  laboratory  conditions  (Hyg. 
Rundschau,  1900,  314). 

Sfnrck,  as  in  oleaginous  seeds  generally,  is 
not  very  abundant.    It  has  been  variously 


estimated  from  2  to  20  p.c.  of  the  nib,  but  many 
of  the  results  are  too  high,  owing,  no  doubt,  to 
the  conversion  of  cellulose  into  sugar  when  the 
acid  method  for  the  starch  conversion  is  cm- 
ployed.    The  diastase  method  is  preferable  in 
I  the  presence  of  cellulose.    The  average  amount 
of  starch  is  from  4  to  5  p.c,  or  about  8  p.c. 
calculated  on  the  fat-free  bean.    The  starch 
grains  are  nearly  spherical,  with  a  very  mdistinct 
nucleus.    They  have  a  tendency  to  unite  in 
:  small  groups  of  3  or  4,  and  rapidly  lose  the  colour 
imparted  by  iodine.    The  average  size  is  about 
I  0-005  mm. 

Tanni7i. — An  astringent  principle  resembling 
tannin  exists  in  the  raw  bean,  but,  according  to 
Mitscherlich  and  Bell,  it  is  rapidly  oxidised  to 
'  cocoa-red, '  to  which  the  characteristic  colour  of 
I  cocoa  is  due.    Bell  (Foods,  i.  79)  states  that 
I  this  astringent  principle  is  different  from  the 
i  tannin  of  tea  and  coffee,  and  that  its  rapid 
I  change  to  cocoa-red,  even  during  the  process  of 
analysis,  renders  its    quantitative  estimation 
difficult.    It  is  precipitated  by  basic  acetate  of 
lead,  and  can  be  obtained  after  removal  of  the 
lead  by  sulphuretted  hydrogen.    It  gives  a 
green  precipitate  with  ferric  cliloride  not  unlike 
caffeic  acid  under  similar  treatment. 

C'oroa-red  is  not  present  in  the  fresh  seeds, 
which  are  nearly  white,  but  arises  from  the 
oxidation  of  the  natural  tannin  of  the  seed.  It 
consequently  appears  in  different  quantities  in 
different  kmds  of  cocoa.  On  hydrolysis  it 
decomposes  into  glucose,  tannin,  and  a  resinous 
substance.  By  many  the  peculiar  taste  and 
aroma  of  cocoa  are  associated  with  the  formation 
of  cocoa-red,  which  increases  m  amount  during 
the  process  of  fermentation,  drying,  and  roasting, 
simultaneously  with  a  corresponding  increase  in 
flavour,  thought  to  be  due  to  the  development  of 
a  volatile  principle  or  essential  oil.  Details  of 
methods  for  its  extraction  and  estimation  .are 
given  in  Zipperer  (Die  Schokoladen  Fabrika 
tionen)  and  Blyth  (Foods). 

Mineral  waiter.  The  ash  in  cocoa  nibs 
varies  from  2-5  to  4-5  p.c,  the  average,  according 
to  Zipperer^  being  3-0  p.c.  in  raw,  and  3-9  p.c.  in 
the  roasted  kernels.  The  shells  contain  two  or 
three  times  this  amount.  Approximately  half 
the  ash  (which  is  rich  in  potash  and  phosphates) 
is  soluble  in  water.  The  ash  is  naturally  lower 
than  the  average  when  starch  or  sugar  has 
been  added,  and  higher  when  fat  has  been 
abstracted,  or  when  the  cocoa  has  been  adulte- 
rated with  husks  or  coloured  with  pigments. 
The  shell  is  rich  in  alkaline  carbonates  and  silica 
as  compared  with  the  nib.  A  high  alkalinity  in 
the  ash  of  cocoa  powders  indicates  treatment 
with  alkalis  as  described  in  the  x^reparation  of  the 
so-called  '  soluble  '  cocoas.  The  composition  of 
the  ash  of  cocoa  nibs  and  husks  is  shown  in  the 
table  given  below. 

Whilst  cocoa  ranks  higher  than  tea  or 
coffee  as  a  nutritious  beverage,  its  value  as 
substitute  for  solid  food  has  been  greatly 
exaggerated.  In  its  content  of  alkaloid  and 
tannin  substances,  it  stands  midway  between 
tea  and  coffee,  and,  like  them,  it  should  b(» 
considered  a  stimulating  beverage  rather  than 
a  true  food. 

The  following  tables  will  serve  to  show  tlie 
composition  of  cocoa  nibs,  shells,  the  ash,  and 
several  kinds  of  commercial  cocoas  : — 
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Composition  of  Cocoa  Shells  (Weigmann). 


(ImiinuMcial  v;u'ictios 

Moistiu'o 

Nitro- 

sub- 
stauces 

Iheo- 
broniiiie 

Nitrogen- 
free 
extract 

Cellulose 

Asli 

Saiifl 

Total 
nitro- 
gen 

Caraceas  . 

12-49 

13-18 

0-58 

2-38 

40-30 

16-33 

9-06 

6-20 

2-11 

Trinidad  . 

14-64 

14-62 

0-74 

3-45 

44-89 

15-79 

6-19 

0-42 

2-34 

Surinam  . 

13-93 

16-25 

0-78 

2-54 

42-47 

17-04 

6-63 

0-85 

2-60 

Puerto  Cabello  . 

14-89 

16-18 

0-75 

2-01 

43-32 

15-25 

8-08 

0-27 

2-59 

Roasted  Beans  after  Removal  of  the  Husk  (Heisch). 


Husk 

lat 

Nitro- 
gen 

Albu- 
minoids 

Ash 

Ash 
soluble 
in  water 

Ash 
soluble 
in  HCl 

H3PO4 
in  ash 

Moisture 

Starch,  gum 
cellulose,  &c. 

Caraceas  . 

13-8 

48-4 

1-76 

11-14 

3-95 

2-15 

1-80 

1-54 

4-32 

32-19 

Trinidad  . 

15-5 

49-4 

1-76 

11-14 

2-80 

0-90 

1-90 

0-93 

3-84 

32-82 

Surinam 

15-5 

54-4 

1-76 

11-14 

2-35 

0-80 

1-85 

1-23 

3-76 

28-35 

Guayaquil  . 

11-5 

49-8 

2-06 

13-03 

2-50 

1-75 

1-75 

1-87 

4-14 

30-47 

Grenada 

14-6 

45-6 

1  -96 

12-40 

2-40 

0-00 

1-80 

1-35 

3-90 

35-70 

Bahia 

9-6 

50-3 

1-17 

7-40 

2-60 

0-90 

1-70 

1-26 

4-40 

35-30 

Cuba  . 

12-0 

45-3 

1-37 

8-67 

2-90 

0-95 

1-95 

]-13 

3-72 

39-41 

Para  . 

8-5 

54-0 

2-00 

12-66 

3-05 

1-40 

1-65 

1-00 

3-96 

26-33 

Analysis  of  the  Ash  of  Cocoa  Nibs  and  Husks  (Bell). 


1 

Guayaquil 
nibs 

2 

Surinam  nibs 

3 

Grenada  nibs 

4 

Finest 
Trinidad 
nibs 

5 

I'inest 
Trinidad 
husks 

Sand  ..... 

5-12 

Silica  ..... 

0-15 

2-87 

Sodium  chloride 

0-46 

0-53 

0-57 

0-65 

0-44 

Soda  (NaaO)  .... 

0-46 

0-63 

0-57 

0-83 

0-94 

Potash  (K.O)  .... 

23-35 

28-00 

27-64 

29-30 

37-89 

Magnesia  .... 

19-18 

20-60 

19-81 

18-23 

13-04 

Lime  ..... 

3-24 

4-38 

4-53 

6-51 

7-30 

Alumina  ..... 

0-10 

0  04 

0-08 

0-08 

0-55 

Iron  oxide  (FeO) 

0-21 

0-38 

0-15 

0-10 

0-63 

Carbonic  anhydride  (COj)  . 

0-69 

3-31 

2-92 

4-J9 

10-80 

Sulphuric        „       (SO3)  . 

2-77 

4-29 

4 -.53 

3-91 

3-25 

Phosphoric      „  (PjO,) 

49-39 

37-78 

39-20 

36-20 

17-17 

100-00 

100-00 

100-00 

100-00 

100-00 

The  following  table  shows  the  general  composition  of  commercial  cocoas  : — 


Analysis  op  Commercial  Cocoas  (Beijl). 


Prepared 
cocoa 

Iceland 
moss 
cocoa 

Hock 
cocoa 

Flake 

cocoa 

Cocoa- 
tina 

Choco- 
latine 

Finest 
Trinidad 
nibs 

Chocolat 
de  Sante 

Cocoa 
extract 

Moisture 

4-95 

5-47 

2-58 

5-49 

3-52 

4-40 

2-60 

1-44 

5-76 

Pat 

24-94 

10-86 

22-76 

28-24 

23-98 

29-60 

51-77 

22-08 

29-50 

Starch  (added) 

19-19 

24-70 

17-50 

none 

none 

none 

none 

2-00 

none 

Sugar  (cane)  . 

23-03 

29-23 

32-20 

none 

none 

none 

none 

61-21 

none 

Non-fatty  cocoa 

27-89 

23-74 

24-90 

66-27 

72-50 

66-00 

45-63 

13-27 

04-74 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

Adulterants.  Besides  sugar  and  starches  (particularly  coco-nut  oil)  to  replace  the  ab- 
(which  have  come  to  be  considered  as  essential  i  stracted  cocoa  buttei-,  farinaceous  .substances, 
ingredients  of  certain  proprietary  cocoa  prepara-  1  ground  cocoa  shells,  and  pigments  such  as  ferric 
tions),  the  usual  adulterants  are  foreign  fats  \  oxide,  ferruginous  earth,  &c.  J.  C. 


COCOA-NUT 

COCOA  NUT  OIL  GROUP.  Under  this  name 
the  writer  comprises  a  number  of  vegetable  fats 
which  differ  from  all  other  vegetable  fats  by 
their  high  saponification  values  in  conjunction 
with  high  ]ieichert-Meissl  values.  The  con- 
siderable proportion  of  volatile  fatty  acids  which 
the  fats  belonging  to  this  group  contam,  brings 
them  into  relationship  with  the  milk  fats  of 
mammals.  They  differ,  however,  from  the 
latter  essentially  in  that  they  do  not  contain 
any  butyric  acid.  The  high  proportion  of  volatile 
fatty  acids  contained  in  the  members  of  these 
groups  differentiates  them  from  other  fats  which 
are  also  characterised  by  high  saponification 
values,  but  do  not  contain  volatile  acids. 

The  fats  belonging  to  the  cocoa-nut  oil  group 
are  the  following  :  (a)  Muritifat,  from  Mauritia 
vinifera  (Mart.)  ;  Acrocomia  vinifera  (Oerst.) ; 
(b)  mocaya  oil,  from  A.  sclerocarpa  (Mart.)  ; 
Cocas  sclerocarpa,  C.  aculeata  (Jacq.)  ;  Bnctris 
minor  (Cart.)  ;  (c)  cohune  oil,  from  Attalea 
cohune  (Mart.).;  (</)  maripa  fat,  from  Pahna 
(Attalea)  maripa  (Aubl.)  ;  (c)  aouara-kernel  oil, 
from  Astrocarpum  vulgarc  (Mart.)  ;  ( /  )  palm-nut 
oil,  from  the  kernels  of  Elms  fjnineeiisis  (Linn.  ; 
Jacq.) ;  (17)  cocoa-nut  oil  from  Cocos  niicifera 
(Linn.)  and  Cociis  bufyracm  (Linn.) ;  (/*)  fat 
from  Cocos  acrocomoirles. 

It  may  be  pointed  out  that  aouara-kernel 
oil  and  palm-nut  oil  differ  considerably  from  the 
corresponding  fats  contained  in  the  "fruit  flesh 
surrounding  the  seeds  {see  Palm  oil). 

All  these  fats  are  derived  from  trees  belonging 
to  the  palm  family.  The  two  most  important 
fats  are  cocoa-nut  oil  and  palm-kernel  oil.  The 
latter  will  be  described  subsequently  (v.  Palm 

KERNEL  OIL). 

Cocoa -nuf,  oil  is  the  fat  obtained  from  the 
kernels  of  the  cocoa-nut,  especially  from  those 
of  the  two  species  Cocos  nimfera  (Linn.),  and  C. 
hiti/racea  (Linn.). 

Cocos  mtcifern  grows  on  all  coasts  and  islands 
of  the  tropics  ;  in  fact,  it  may  be  considered  a 
cosmopolitan  of  the  tropical  coast-lines  in  both 
hemispheres.  The  cocoa-nut  tree  is  indigenous 
to  the  islands  of  the  Malayan  Archipelago, 
whence  the  nuts  were  carrieci  by  sea  currents 
towards  the  east  to  the  Pacific  Islands  and  the 
coasts  of  Central  America,  and  towards  the 
west  to  Ceylon  and  the  east  coast  of  Africa. 

Being  well  protected  by  the  '  coir  '  (fibres), 
the  seeds  are  able  to  germinate  on  all  shores 
(islands  and  even  coral  reefs)  where  they  may  be 
deposited. 

The  cocoa-nut  tree  forms  large  forests, 
especially  on  the  coast-line  of  Ceylon,  Java,  and 
the  Philippines.  On  account  of  its  manifold 
uses,  the  tree  has  been  cultivated  early  in  the 
history  of  mankind,  and  the  fruits  were,  there- 
fore, gathered,  as  it  were,  on  a  commercial 
scale,  not  only  in  the  localities  named,  but  also 
in  the  South  Sea  fslantls,  Madagascar,  Mauritius, 
Ceykm,  Zanzibar,  the  east  and  west  coast  of 
Africa,  the  Antilles,  and  the  coast-lines  of 
tropical  Houth  America. 

Cocos  hiili/racea  is  indigenous  to  Brazil,  and 
yields,  together  with  Cocos  iiwifera  (as  also 
with  the  other  cocos  species  mentioned  above), 
the  chief  quantities  of  cocoa-nut  fats  which  are 
consumed  locally.  The  cocoa-nut  oil  which  is 
exported  to  Europe  j.s  mainly  derived  from 
Cocos  ntici  fera. 


OIL  CROUP.  0.5 

The  cocoa-nut  tree  flowers  when  about  C  or  7 
years  old,  and  begins  to  bear  fruit  from  an  age 
of  8  years  up  to  an  age  of  (iO  years.  The  nuts 
contain  a  fleshy  endosperm,  built  up  from  a 
milky  juice,  rich  in  oil.  At  the  period  of  maturity 
of  the  fruit  the  milky  juice  has  disappeared 
almost  completely,  and  the  endosperm  forms 
the  well-known  cocoa-nut  kernel,  inside  which 
the  remamder  of  the  milky  juice,  cocoa-nut  milk, 
is  enclosed.  The  kernel  contains  from  .30  to 
40  p.c.  of  fat,  and  about  .'50  p.c.  of  moisture. 

Since  the  earliest  times  in  the  history  of 
mankind,  the  kernels  have  been  used  by  the 
natives  of  the  South  Sea  Islands,  and  especially 
of  India,  as  one  of  their  chief  articles  of  food. 
The  mode  of  preparing  the  oil.  as  practised  cen- 
turies ago,  was  of  tlie  most  primitive  kind. 
The  kernels  were  cut  into  small  pieces  and 
exposed  in  piles  to  the  sun.  when  the  oil  would 
run  off  .spontaneously.  Improved  methods  con- 
sisted in  converting  the  kernels  into  pulp, 
placmg  the  latter  in  vessels  perforated  with 
holes,  and  exposing  them  to  the  sun,  when  the 
oil  would  run  through  the  holes.  The  oil  was 
then  collected  and  carried  in  bamboo  sticks  to 
the  market,  a  practice  which  up  till  a  few  years 
ago  still  obtained  in  the  outlying  parts  of  the 
Philippines.  In  order  to  render  the  process 
independent  of  the  heat  of  the  .sun,  as  in  the 
rainy  season,  the  kernels  were,  at  a  later  staoe 
of  evolution  laid  on  hurdles,  formed  froni 
bamboo  staves  and  cocoa-nut  leaves,  and  dried 
over  a  slow  fii-c,  the  fuel  for  which  was  derived 
from  the  shell  of  the  kernels.  In  India,  where 
the  nuts  became  at  an  early  date  an  extensively 
used  food  product,  the  nuts  were  split  into 
halves  by  a  blow  with  a  sharp  instrument,  the 
cocoa-nut  milk  was  poured  off,  and  the  halves 
exposed  to  the  sun  to  dry.  whereby  the  kernels 
became  readily  detachabie  from  the  shell.  The 
dried  kernels  were  then  triturated  and  expressed, 
or  the  pounded  kernels  were  thrown  into  boiling 
water,  when  the  oil  rose  to  the  top.  and  was 
ready  to  be  skimmed  off.  The  residual  mass  was 
used  as  cattle  food  ('  cocoa-nut  poonac  ').  This 
process  was  carried  out  with  special  care  at 
Cochin  and  the  coast  of  Malabar.  Hence  the 
reputation  of  Cochin  cocoa-nut  oil  for  best 
quality  has  been  maintained  to  this  day. 

As  large  proportions  of  moisture  left  in  the 
kernel  readily  lead  to  putrefaction,  a  further 
step  in  the  preservation  of  the  fat  was  found  in 
drymg  the  kernels  thoroughly,  so  as  to  remove 
the  bulk  of  the  water.  The  ;ibsence  of  moisture 
rendered  the  growth  of  fungi  impossible,  and 
thus  prevented  excessive  hydrolysis  and  sub.se- 
quent  rancidity.  The  process  of  producing  the 
dried  kernel — ropm— developed  into  a  manu- 
facturing process. 

Cocoa-nut  oil  became  first  known  in  Europe 
in  the  I8th  century,  but  was  not  iiiiporteii  in 
any  notable  quantities  before  the  year  i,S20. 
At  present  three  qualities  of  oil  are  distinguished 
in  commerce:  (I)  Cochin  oil;  (2)  Cci/'lon  oil; 
(3)  Copra  oil. 

(1)  Cochin  oil  represents  the  finest  and 
whitest  quality,  and  is  obtained,  as  stated 
above,  by  boiling  the  kernels  with  water  and 
skimming  off  the  oil. 

(2)  Ceylon  oil  is  prepared  in  a  similar  manner 
in  the  plantations  of  Ceylon.  This  oil  is  not 
of  such  high  quality  as  Vuchin    oil,  owing 
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mainly  to  the  want  of  care  on  the  part  of 
the  natives,  as  compared  with  that  exercised 
by  the  natives  of  the  Malabar  coast.  Hence 
Ceylon  oil  represents,  as  a  rule,  a  second  f|uality 
of  cocoa-nut  oU,  and  is  characterised  by  a  some- 
what higher  percentage  of  free  fatty  acids  than 
is  found  in  Cochin  oil.  At  present,  however,  in 
some  plantations  in  Ceylon,  managed  by  Euro- 
peans, the  same  care  is  exercised  as  in  Cochin, 
and  some  brands  of  Ceylon  oil  are  now  im- 
ported wliich  yield  little  in  quality  to  Cochin  oil. 

(3)  Copra  oil  is  the  oil  prepared  in  modern 
factories  in  Europe,  United  States,  Australia, 
from  copra  (i.e.  the  dried  kernels),  which  are 
imported  in  enormous  quantities  into  these 
countries.  The  conversion  of  the  kernel  into 
copra  must  not  only  be  looked  upon  as  a  con- 
venient method  for  reducing  the  cost  of  freight, 
but,  as  pointed  out  above,  is  pre-eminently  a 
cheap  process  for  preserving  the  cocoa-nut  oil 
as  far  as  possible. 

At  present  great  care  is  bestowed  on  the 
preparation  of  copra ;  it  is  used  in  growing  pro- 
portions for  the  production  of  edible  cocoa-nut 
oil  (see  Edible  oils),  and  cocoa-nut  stearin  (see 
Chocolate  fats).  In  commerce  we  differentiate 
'  sun-dried  copra  '  and  '  kiln-dried  copra.'  The 
sun-dried  copra  was  considered  the  better 
quality,  as  it  gives  a  white  cocoa-nut  oil,  with 
only  a  slight  yellow  tinge,  and  could  be  readily 
converted  into  an  edible  oil.  Kiln-dried  copra 
is  obtained  by  a  more  rapid  process,  the  kernels 
being  dried  over  a  bamboo  grating  heated  by 
burning  underneath  it  the  shells.  In  these 
primitive  kilns,  the  fumes  obtain  ready  access 
to  the  copra  itself,  and  not  only  burn  it  occasion- 
ally, but  impart  to  the  copra  a  peculiar  empy- 
reumatic  smell  and  a  dark  colour.  Hence  copra 
thus  dried  yields  a  yellowish  oil  which  proves  | 
refractory  in  the  refining  process.  At  present, 
however,  notable  improvements  are  being 
introduced  in  the  kiln-drying  process,  (rotary 
driers,  vacuum  driers), so  that  it  may  be  expected 
that  in  the  near  future  kiln-dried  copra  will  take 
its  place  next  to,  or  rank  equally  with,  sun-dried 
copra.  Sun-dried  copra  contains  on  an  average 
50  p.c.  of  fat ;  in  kiln-dried  copra  the  percentage 
rises  to  63  and  even  65  p.c.  Copra  dried  by 
means  of  hot  air  contains  even  as  much  as 
74  p.c. 

The  copra  is  treated  in  oil  mUls  in  a  similar 
manner  to  that  in  which  oleaginous  seeds 
generally  are  worked  up.  The  meal  is  expressed 
twice  at  a  temperature  of  55°-60°.  The 
practical  yield  varies  from  63  to  66  p.c,  according 
to  the  contents  of  oil  in  the  copra.  The  expressed 
oil  contains  a  notable  quantity  of  free  fatty 
acid,  the  amount  depending  on  the  quality  of 
the  raw  material. 

Although  the  trade  in  cocoa-nut  oil  and  cocoa- 
nut  products  may  be  said  to  be  still  in  itf.  infancy, 
the  great  importance  it  has  reached  may  be 
gathered  from  the  following  figures  :  in  rhe  year 
1907  the  value  of  the  imports,  exports,  and 
home  consumption,  in  the  United  Kingdom 
amounted  respectively  to  857,879/.,  424,860?.,  and 
433,019/. 

In  our  climate  cocoa-nut  oil  is,  at  the  ordinary 
temperature,  a  solid  white  fat  of  bland  taste, 
having  the  peculiar,  though  not  unpleasant, 
odour  of  cocoa-nut.  The  odorous  substances  in 
cocoa-nut  oil  consist  chiefly,  according  to  Haller 


and  Lassieur  (Compt.  rend.  1910,  151,  697),  of 
methylheptylketone  and  methylnonyllietone. 
These  two  ketones,  together  with  certain  imde- 
fined  volatile  substances,  are  removed  in  the  pro- 
cess of  refining  cocoa-nut  oil  for  edible  purposes. 
In  order  to  obtain  cocoa-nut  stearin  (chocolate 
fat),  the  liquid  glycerides  are  removed  by  ex- 
pression in  hydraulic  presses,  when  50-80  p.c. 
of  the  liquid  glycerides  are  expressed.  Inferior 
copra  oils  also  are  frequently  subjected  to  the 
same  process,  and  thus  a  commercial  cocoa- 
nut  stearin  is  obtained,  which,  on  account  of 
impurities,  can  only  be  employed  in  the  manu- 
facture of  composite  candles  and  night-lights. 
The  lower  qualities  of  cocoa-nut  oil  are  used 
in  enormous  quantities  in  the  manufacture  of 
soap. 

Cocoa-nut  oU  contains  large  proportions  of 
myristin  and,  especially,  of  laurin,  small  quan- 
tities of  palmitin,  stearin,  and  triolem,  and  of 
caprin,  caprylin,  and  caproin. 

The  saponification  value  of  cocoa-nut  oil 
lies  between  246  and  260  ;  the  Reichert-Meissl 
value  of  the  oil  is  7-8  ;  its  iodine  value  about 
S-10.  Owing  to  its  peculiar  chemical  composi- 
tion, cocoa-nut  oil  is  not  readily  saponified  by  weak 
caustic  leys.  It  requires  for  saponification 
alkaline  leys  of  high  strength,  which,  however, 
so  easily  convert  it  into  soap,  that  it  is  only 
necessary  to  stir  the  fat  and  caustic  alkali 
together  at  30°-35°,  and  allow  the  mixture  to 
stand.  After  a  short  time  saponification  takes 
place,  with  liberation  of  heat.  (Soapmaking  by 
the  'cold  process.')  Soaps  so  formed  are  very 
hard,  and  combine  with  a  large  amount  of  water 
without  becoming  soft.  The  soaps  are  further 
distinguished  by  their  remarkable  property  of 
requiring  large  quantities  of  salt  to  throw  them 
out  of  their  aqueous  solution.  Hence  they  are 
used  as  '  marine  soaps.'  J.  L. 

COCOSITOL  V.  Inositol. 

CODEINE  V.  Vegbto-alkaloids. 

COD  LIVER  OIL  is  obtained  from  the  liver 
of  the  cod,  Oadus  morrhua  (and  of  the  dorsch, 
the  young  of  G.  morrhua,  formerly  considered  a 
separate  species,  0.  callarivs).  The  cod  appears 
annually  at  certain  times  in  enormous  shoals  on 
the  coasts  of  the  northern  seas,  chiefly  on  the 
coasts  of  Norway,  Scotland,  Newfoundland,  the 
east  of  the  United  States  and  of  Canada,  the 
west  coast  of  the  United  States  and  the  coasts 
of  Japan  and  Siberia.  The  best-known  and 
oldest  fishing-grounds  are  those  of  Norway, 
where  the  fish  make  their  appearance  at  regular 
intervals  of  the  year. 

In  the  early  years  of  the  manufacture  of  cod 
liver  oil,  the  livers  were  heaped  up  in  barrels  and 
allowed  to  undergo  a  process  of  spontaneous 
putrefaction,  whereby  the  liver  cells  burst  and 
the  oil  exuded.  The  oil  so  obtained  was  con- 
taminated with  decomposition  products  of  the 
liver,  and  possessed  that  rank  odour  and 
nauseous  taste  with  which  even  nowadays 
popular  prei'udice  associates  medicinal  cod  liver 
oil.  Of  late  years  the  manufacture  of  cod  liver 
oil  has  been  carried  out  in  a  scientific  manner, 
and  the  best  oil  is  at  present  obtained  by  steam- 
ing the  livers  in  the  freshest  state  obtainable. 
The  livers  are  washed  immediately  they  are 
taken  out  of  the  body  of  the  fish,  and  placed  in 
I  jacketed  vessels  in  which  they  are  heated  to  a 
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temperature  of  70°-80°,  when  the  cells  burst 
anr]  the  oil  flows  off.  This  oil  is  known  as  '  raw 
medicinal  oil,'  and  is  consumed  as  '  congealing 
oil '  in  those  countries  where  the  Pharmacopoeia 
permits  congealing  oils.  The  British  Pharma- 
copoeia prescribes,  however,  a  non-congealing  oil, 
which  will  not  "set"  at  the  freezing-point.  It 
is  prepared  by  cooling  the  crude  medicinal  oil 
below  zero  and  filtering  it  at  a  temperature  of 
—  10°.  The  'stearine'  is  sold  as  fish  stearin  of 
best  quality  for  soap-making  purposes.  All 
unsound  livers,  and  those  which  have  been 
exposed  for  some  time  to  the  atmf)spherc,  are 
then  worked  up  for  '  brown  oil.'  This  oil  is,  of 
course,  a  genuine  coil  liver  oil,  but  is  (or  should 
bo  considered)  initit  for  consumption,  and  is 
mostly  used  up  in  leather  industries,  under  the 
name  '  brown  cod  oil  '  or  '  cod  oil.' 

The  pure  medicinal  oil  is  pale  yellow  or 
light  yellow,  and  the  best  qualities  have  a  slight 
lishy  odour  onlv,  and  a  by  no  means  unpleasant 
taste.  Such  oil  has  n,  sp.gr.  of  about  0-922-0-93 
at  15°,  and  a  saponification  value  of  176-190, 
and  an  iodine  value  of  140-175.  The  best 
qualities  have  an  iodine  value  of  about  175,  for 
the  longer  the  livers  have  been  exposed, 
the  lower  will  be  the  iodine  value,  so  that  this 
value  alone  may  indicate,  preliminarily,  a  good 
medicinal  oil.  The  chemical  composition  of  the 
cod  liver  oil  glycerides  is  not  yet  completely 
known.  Small  quantities  of  palmitin  occur  in 
the  oil,  and  are  the  cause  of  the  separation  of 
'  stearine.'  The  older  statement  that  small 
quantities  of  lower  saturated  fatty  acids,  such 
as  those  of  acetic,  butyric,  valeric,  and  capric 
acids  occur  in  cod  liver  oil  must  be  rejected, 
these  statements  being  due  to  the  fact  that  the 
cod  liver  oil  in  which  those  volatile  fatty  acids 
were  found  had  already  undergone  decomposi- 
tion. The  greater  number  of  the  liquid  fatty 
acids  in  cod  liver  oil  are  not  identified.  Among 
the  unsaturated  fatty  acids  there  occurs  un- 
doubtedly clupamdon.ic  acid ;  this  can  be  identi- 
fied and  isolated  by  means  of  its  octobromide, 
which  does  not  melt  at  200°,  and  decomposes, 
with  blackening  above  that  temperature. 

The  therapeutic  value  of  cod  liver  oil  which 
was  attributed  to  the  organic  bases  occurring 
in  badly  rendered  cod  liver  oil  must  (in  the 
author's  opinion)  be  ascribed  rather  to  the  easy 
manner  in  which  cod  liver  oil  is  digested  than 
to  any  specific  constituent,  for  the  purest  cod 
liver  oil  practically  represents  a  mixture  of  pure 
glycerides  with  a  small  amount  only  of  choles- 
terol and  other  unsaponifiable  substances. 

Like  all  liver  oils,  cod  liver  oil  may  be 
identified  by  the  colour  test  which  it  gives  with 
concentrated  sulphuric  acid  in  a  solution  of 
carbon  tetrachloride  or  carbon  disulphide.  The 
better  a  cod  liver  oil  is  in  quality,  the  fainter  is 
the  sulphuric  acid  colour  test ;  this  jjoints  to  the 
fact  that  the  colour  test  is  due  to  small  quantities 
of  foreign  substances  which  are  dissolved  by  the 
oil  from  the  tissues  of  the  liver.  J.  L. 

C(ELESTIN  Strontium. 

C(ELINE,  C(ERULEAN  BLUE,  CCERULEUM 
V.  Cobalt;  also  Pigments. 

CCERULEIN,  Anthracene  green  (v.  Alizarin 
AND  allied  colouring  matters). 

CCERULIGNOL  C3H/CeH3-(OH)OCH3.  A 
colourless  oil  of  a  burnmg  aromatic  taste,  and 
a  smell  resembling  creosote,  obtained  from  beech 
Vol.  II.— T. 


jiine  and  fir  tars.  Boils  at  240°-241°;  sp.gr. 
1'05G4  at  15°.  It  is  somewhat  soluble  in  water, 
freely  soluble  in  alcohol,  ether,  and  acetic  acid.  It 
is  coloured  red  by  sulphuric  acid,  and  dark-brown 
by  potassium  hydroxide  in  contact  with  the  air. 
In  alcoholic  solution  it  gives  with  barium  hydrox- 
ide a  characteristic  deep-blue  colouration.  Ferric 
chloride  in  alcoholic  solution  gives  a  green,  in 
aqueous  solution  a  deep-red,  colouration.  Cceru- 
lignol  is  decomposed  on  treating  with  hydro- 
chloric acid  at  145°,  according  to  the  equation 

(',„H,,,(.).,  +  H(.'l  =  CgH,,,Oa  +  CH3C]. 

CCERULIGNONE  [Ccdrircl) 

(('H30)„C„H2-0-U-t',.H2((.!H30),. 

A  stccl-bluc  crystalline  solid  obtained  by  oxidis- 
ing pyrogalloldimethylether  in  acetio  acid 
solution  with  potassium  dichromatc  (Hofmann, 
Ber.  11,  335).  It  combines  with  primary 
amines  to  give  deep-blue  dyestuffs  (Liebermann 
and  Flatau,  ibid.  1897,  234;  Moir,  Chem.  Soc. 
Proc.  1900,  no  :  1907,  307)  (*;.  Cedriret). 

COFFEE.  The  beverage  known  as  '  cofi'ec  ' 
is  prepared  from  the  seeds  (dried,  roasted,  and 
ground)  of  Caffca  arnhica  (Linn.),  an  evergreen 
shrub,  indigenous  to  North-East  Africa,  and 
Arabia.  The  use  of  coffee  has  been  known  from 
time  immemorial  in  Abyssinia,  whence  it  spread 
to  the  neighbouring  Mahometan  countries 
(where  its  use  was  at  various  times  forbidden  as 
being  an  '  intoxicating  '  beverage),  and  subse- 
quently to  all  parts  of  the  civilised  world.  It 
did  not  find  its  way  into  Europe,  however,  until 
the  beginning  of  the  17th  century.  It  was 
introduced  into  England  in  1652.  and  rapidly 
spread  in  popular  favour  in  spite  of  heavy 
taxation  and  attempts  to  suppress  the  •  cofl:cc 
houses,'  for  political  reasons,  until  its  importa- 
tion reached  a  maximum  of  37iV  million  lbs. 
in  IS47.  Since  then  the  consumjjtion  has 
declined,  due,  no  doubt,  chiefly  to  the  greatly 
extended  use  of  tea,  and  partly  to  the  introduc- 
tion of  coffee  substitutes.  At  the  jiresent  time 
(1911),  the  consumption  of  coffee  in  the  United 
Kingdom  is  less  than  30  million  lbs.,  or  less 
than  ii  lb.  per  head.  In  the  principal  coffee- 
drinking  countries  of  the  world  the  consumption 
of  coffee  per  head  of  the  population  is  as  follows  : 
Holland,  from  14  to  15  lbs.  ;  United  States  of 
America,  12  lbs.  ;  Scandinavia,  nearly  12  lbs.  ; 
Germany,  7  lbs.  ;  and  France,  4  lbs. 

The  coffee  tree  belongs  to  the  natural  order 
Cinchonacnce,  which  embraces,  according  to 
Lindley  and  Paxton,  two  species,  C.  arubica  and 
C.  ■paniculata  (Aubl.).  Other  botanists  distin- 
guish many  other  species,  as  C.  microcarpa,  C. 
umbellata,  C.  acuminaki,  C.  suhsessilis,  G. 
laurina,  C.  racemosa,  G.  henjalinsifi,  C.  indica, 
&c.  Some  of  these  are  probably  only  varieties. 
However  this  may  be,  four  species  distinct  from 
each  other  are  now  grown  :  (1)  Arabian  or 
Mocha  coffee,  having  short  upright  branches 
with  a  brittle  leaf,  and  seeds  usually  single  in  the 
berries.  (2)  .Jamaica  coffee,  bearing  longer  and 
more  pliable  branches,  a  tougher  leaf,  and  seeds 
almost  always  double  in  the  berries.  (3)  East 
India  or  Bengal  coffee,  of  which  the  leaf  is 
smaller  than  the  Jamaica  variety,  and  the  berry 
very  small.  (4)  Liberian  coffee  (C.  liherica)  is 
taller  and  has  larger  leaves  and  fruit  than  the 
preceding  varieties,  but  owing  to  its  coarse 
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flavour,  it  was  not  until  recently  of  much  com- 
mercial use.  It  has,  however,  rapidly  attained 
importance  on  account  of  its  hardy  habit  and 
power  of  resistance  to  disease,  and  is  now 
largely  cultivated  by  grafting  on  to  its  stem 
the  more  delicate  and  highly  esteemed  Arabian 
coffee.  Trees  growing  wUd  in  the  Cingalese 
jungle  attain  a  height  of  14-18  feet ;  but  under 
cultivation  and  subjected  to  systematic  pruning, 
the  plant  rarely  exceeds  6-9  feet.  Within  the 
tropics  the  coffee  tree  succeeds  best  at  1200-3000 
feet  above  the  sea-level,  but  grows  at  a  height 
of  6000  feet.  When  the  mean  temperature  is 
about  70",  it  may  be  grown  as  far  as  lat.  36°. 
It  is  cultivated  in  the  West  Indies,  Mexico, 
Central  America,  Brazil,  and  Cayenne  ;  in  West- 
ern Africa,  Egypt,  Mozambique,  and  Natal ;  in 
Arabia,  India,  Ceylon,  Siam,  Sumatra,  Java, 
Celebes,  and  other  parts  of  the  Eastern  Archi- 
pelago, Fiji,  and  the  islands  of  the  Pacific.  At 
the  present  time  more  than  three-quarters  of 
the  world's  supply  come?  from  Brazil. 

The  coSee  consumed  in  the  United  Kingdom 
comes  principally  from  Costa  Rica  and  British 
India  as  regards  the  finer  qualities,  and  the 
inferior  grades  from  Brazil. 

The  manner  of  forming  plantations  varies 
somewhat  in  different  countries.  The  surface 
soil  should  be  good  and  the  subsoil  not  too  stiff. 
Perhaps  the  best  soil  is  that  known  in  Brazil  as 
'  terra  roxa,'  a  topsoil  of  red  clay  3  or  4  feet 
thick,  with  a  subsoU  of  gravel.  Virgin  forest 
land  is  as  a  rule,  found  very  suitable.  Shelter 
from  wind  is  most  important,  and  a  wet  soil  is 
fatal.  Steep  slopes  are  unsuitable  owing  to 
rain  wash.  The  loss  due  to  this  cause  should  be 
repaired  by  good  manure,  well-rotted  dung  and 
ground  bones  being  the  best.  The  young  plants 
may  be  reared  in  nurseries,  whence  they  are 
transplanted  to  then-  permanent  position,  or 
they  may  be  gathered  out  of  the  old  jslantations  ; 
the  age  at  which  this  is  done  varies,  as  in  Brazil  [ 
where  the  shrub  is  usually  two  years  old  on  its 
removal,  or  as  in  the  West  Indies  where.it  is 
planted  out  at  6  months.  Fruit  is  produced  in 
the  fourth  year,  and  continues  to  be  gathered  ' 
for  several  years. 

The  tree  blossoms  and  liears  fruit  practically 
all  the  year  round,  and  the  fruit  takes  about 
4  months  to  ripen.  There  is  thus  in  some 
jjiaccs  an  almost  porpstual  crop,  but,  as  a  rule, 
there  are  two  principal  harvest  seasons  in  the 
year. 

The  coffee  fruit  consists  of  a  bilobed  berry 
somewhat  reseinbUng  a  small  elongated  cherry 
(by  which  term  it  is  described  commercially). 
The  fleshy  pericarp  changes  colour,  as  the  fruit 
ripens,  from  green  through  yellow  and  red  to  a 
deep  crimson.  When  dried,  it  blackens  and 
becomes  hard  and  brittle,  resembling  a  shell  or 
husk.  Beneath  the  skin  of  the  jjericarp  is  a 
saccharine  and  somewhat  glutinous  pulp  con- 
taining the  seeds,  which  are  usually  double, 
lying  face  to  face,  but  sometimes  occurring 
singly.  Each  seed  or  '  bean  '  is  enclosed  in  two 
membranous  coverings — -an  outer,  consisting  of 
tough  buff-coloured  tissue,  technically  known  as 
'  parchment,'  which  becomes  loose  and  readily 
separates  on  drymg ;  and  an  inner  film  of  thin 
white  tissue,  closely  adherent  to  the  bean,  and 
known  as  the  '  silver  skin.' 

Tbe  principal  methods  in  vogue  for  gathering 


I  and  preparing  the  coffee  berries  for  commerce  are 
as  follows.    In  Arabia,  Egypt,  and  the  Antilles, 
the  berry  is  left  on  the  tree  tUl  completely  dried, 
when  it  is  easUy  shaken  down  and  the  dry 
outer  envelope  and  the  parchment  removed 
by  pounding  in  a  mortar,  beating  with  a  flail, 
or  simply  rubbing  in  the  hands.    In  many  other 
places  the  berries  are  gathered  by  hand  as  soon 
as  ripe  but  not  dry,  and  are  spread  out  on  the 
ground  in  layers  from  4  to  6  inches  deep.  These 
are  exposed  to  the  sun's  heat  for  3  or  4  weeks, 
with  frequent  turnmg  by  means  of  spades,  when 
the  bean  becomes  easily  removable  from  the 
fruit  by  gentle  trituration.    As  this  process  of 
drying  sometimes  imparts  to  the  coffee  a  dis- 
agreeable flavour  owing  to  putiefactive  changes 
in  the  pulp,  recourse  is  frequently  had  to  artificial 
heat.    The  most  modern  method  is  to  '  pulp  ' 
the  berries  by  crushing  between  rollers  so  as  not 
[  to  injure  the  beans,  wliich  are  then  subjected 
to  a  fermenting  process  in  tanks,,  with  or  without 
the  addition  of  water,  after  which  they  are 
separated  from  the  pulp  by  '  waslung,'  and 
dried,  either  by  the  sun  or  by  artificial  means. 
Coffee  beans  in  the  form  o-'  '  cherry  '  rarely 
enter  into  commerce,  but  frequently  retain  the 
parchment  and  silver  skin,  which,  however, 
before  roasting,  are  removed  by  rollers  and 
separated    by    winnowing.    They    are  then 
graded  into  different  sizes  by  special  machinery, 
which  also  separates  the  round  or  '  pea- berries  ' 
from  the  ordinary  flat-faced  beans.    The  colour 
of  coffee  beans  varies  from  a  pale-yellow  passing 
through  various  shades  of  green  to  a  slatey  grey. 
The  following  table  will  indicate  the  variations 
in  size  : — 

No.  o£  seeds  in  a  mfiisure 


)ioldiiig  50  s^ninis  of  water. 

Fine  brown  Java        .  .  187 

Fine  Mysore      .        .  .198 

Fine  Neilgherry  .        .  .  203 

Costa  Rica        .        .  .  203 

Good  ordinary  Guatemala  .  207 

Good  La  Guayra        .  .  210 

Good  average  Santos  .  .213 

Fine  long-berry  Mocha  .  217 

Good  ordinary  Java    .  .  223 

Fine  Ceylon  plantation  .  225 

Good  average  Rio  .  .  236 
Medium  plantation  (Ceylon).  238 

Manilla     .        .        .  .248 

Ordinary  Mocha         .  .  270 

West  African     .        .  .313 


Coffee  undergoes  important  changes  in  the 
process  of  roasting,  the  object  of  which  process 
is  to  develop  its  aroma  and  to  destroy  its  tough- 
ness so  that  it  may  easUy  be  reduced  to  powder. 
Great  care  is  necessary  to  ensure  an  equable 
roasting  of'all  the  beans,  and  to  attain  the  exact 
point  at  which  torrefaction  should  cease.  If,  on 
the  one  hand,  rawness  is  not  removed,  the  flavour 
of  the  bean  is  not  developed,  and  the  coffee  is 
hard  to  grind;  on  the  other  hand,  if  too  much 
heat  is  permitted,  carbonisation  takes  place,  and 
a  strong  empyreumatic  flavour  i-j  produced, 
which  renders  the  coffee  infusion  nauseous. 

The  roasting  process  is  conducted  in  cylinders 
(preferably  of  strong  wue  gauze  to  permit  of 
■  the  escape  of  steam  and  other  volatile  products 
I  as  fast  as  they  are  formed)  heated  by  coke  fires 
or  ga.s.    The  loss  in  weight  is  from  15  to  18  p.c, 
of  which  about  one- half  is  due  to  moisture, 
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and  the  rest  cliietly  to  volatile  products  derived 
from  the  fat,  and  from  the  sugar  during  the 
conversion  of  the  latter  into  caramel.  There  is 
also  some  loss  of  caffeine.  At  the  same  time,  an 
empyreumatic  oily  substance  is  developed,  known 
as  cajfeol,  which,  m  spite  of  its  small  amount, 
imparts  to  roasted  coffee  much  of  its  character- 
istic aroma.  The  most  favouiable  temperature 
for  developing  the  maximum  aroma  durmg 
roasting  is  a  little  above  200°.  After  roasting, 
it  is  most  important  that  the  beans  should  be 
rapidly  cooled,  and  this  is  effected  by  spreading 
them  on  a  large  sieve  through  the  meshes  of 
which  they  cannot  pass,  but  throu^li  which  the 
air  is  forcibly  drawn  by  means  of  a  powerful 
exhaust  connected  with  a  closed  chamber 
immediately  below  the  sieve.  Since  the  essen- 
tial oil  rapidly  escapes  after  the  bean  is  broken 
up,  coffee  should  not  be  ground  untU  required 
for  mfusion. 

0.  Bernheimer  (Wien.  Akad.  81,  [2]  1032, 
lOii]  found  that  during  the  roasting  of  coffee, 
water  vapour  is  first  given  off,  then  sud- 
denly an  evolution  of  carbonic  anhydride,  and 
distillation  of  volatile  substances  commences. 
The  distUlate  consists  of  an  aqueous  liquid  and 
a  solid  part.  The  former  contains  caffeine, 
caffeol,  acetic  acid,  qumol,  methylamine,  and 
acetone  ;  the  latter  consists  of  fatty  acids,  chiefly 
palmitic.  Pyrrol  escapes  during  roasting.  Of 
fatty  acids,  048  p.e.  of  the  cofiee  employed  was 
volatilised ;  of  caft'cine.  0T8  p.c.  ;  and  of  caffeol, 
0-t)5  p.c. 

Bernheimer  found  that  raw  coffee  beans 
(50  kg.)  roasted  in  a  revolving  drum  yielded  a 
liquid  tlistillate  (5  litres)  and  a  solid  portion 
{680 grams)  floatmg  thereon.  The  uncondensable 
vapours  coutamed  carbonic  anhydride,  and,  on 
passing  them  through  dilute  hydrochloric  acid, 
a  resinous  body  was  deposited,  having  the  ap- 
pearance of  pyrrol -red. 

A.  Liquid  distillate. — The  crude  liquid  dis- 
tUlate filtered  from  solid  particles  has  a  yellow 
colour  and  the  fragrant  odour  of  coffee.  On 
agitating  it  with  ether,  and  evaporating  the 
ethereal  extract  over  the  water-bath,  a  dark 
heavy  oil  was  obtained,  smelling  lOce  coffee, 
and  yielding,  on  redistillation,  first  a  few  drops 
of  Uquid  havuig  the  odour  of  acetone,  afterwards, 
for  the  most  part,  acetic  acid  and  water.  The 
thermometer  then  rose  quickly  to  200°.  above 
which  point  there  passed  over  an  oil  smeUmg 
like  coffee,  the  temperature  at  the  same  time 
rising  to  300°.  Above  this  point  there  passed 
over  a  very  small  quantity  of  liquid,  which 


immediately  solidified  to  a  mass  having  the 
buttery  aspect  and  rancid  odour  of  the  higher 
fatty  acids.  This  portion,  and  the  liquid  wliich 
passed  over  from  200°  to  300°,  were  neutralised 
with  sodium  carbonate,  whereupon  a  thick  dark- 
coloured  oil  was  thrown  down,  which  was  sepa- 
rated from  the  supernatant  liquid  by  means  of  a 
tap-funnel,  and  washed  with  water  rendered  very 
slightly  alkaline  by  potash. 

The  alkalme  wash  waters  contained  no  fatty 
acids,  but,  when  acidified  with  sulphuric  acid 
and  agitated  with  ether,  they  yielded  a  substance 
which,  after  evaporation  of  the  ether,  filled 
the  liquid  with  a  pulp  of  crystals,  and  after 
precipitation  crystallised  in  colourless  needles, 
exhibiting  the  characters  of  qimiol  (m.p.  171°), 
converted  into  quinhydrone  by  the  action  of 
ferric  chloride. 

The  oU  above  mentioned,  designated  by 
Bernheimer  as  caffeol,  was  dried  over  calcium 
chloride  and  fractionally  distilled,  the  greater 
part  passing  over  from  195°  to  197°.  The  dis- 
tillate smells  very  strongly  of  coffee,  is  ap- 
parently insoluble  in  cold  water,  but  imparts  to 
it  the  characteristic  odour  ;  shghtly  soluble  in 
hot  water,  very  slightly  in  aqueous  potash,  very 
easily  in  alcohol  and  ether,  the  alcoholic  solu- 
tion giving,  with  ferric  chloride,  a  red  coloura- 
tion, which  does  not  disappear  on  addition  of 
sodium  carbonate.  Analysis  led  to  the  formula 
CfjHjdOa.  Caffeol  is  oxidised  by  chromic  acid 
mixture,  without  formation  of  any  definite  pro- 
ducts. By  fusion  with  potash  it  yields  salicylic 
acid.  The  portion  of  the  crude  Uquid  distillate 
not  taken  ujj  by  ether,  when  concentrated  over 
the  water-bath,  yielded  groups  of  needle-shapetl 
crystals,  exhibitmg  the  composition  and  pro- 
perties of  caffeine  CsHipN^O;  (0-28  p.c.  of  the 
coffee).  The  mother  liquor  wa?  found  to  ton- 
tain  7iieth)/lamine  and  triniethylamine. 

B.  Solid  distillate. — The  black  mass  floating 
on  the  crude  liquid  distillate  was  found,  by  a 
I  preliminary  examination,  to  consi.=;t  of  a  mixture 
of  the  higher  fatty  acids.  By  saponification,  and 
treatment  of  the  product  by  Heintz's  method  of 
separation,  this  mixture  yielded,  as  chief  con- 
stituent, palmitic  acid  melting  at  (50%  and  a 
very  small  quantity  of  another  acid  havmg  a 
melting-point  a  few  degrees  higher  than  that  of 
lauric  acid. 

The  chemical  composition  of  coffee  has  been 
investigated  by  many  chemists  with  various 
results.  The  foUowing  table  gives  analyses  by 
O.  Levesic  (Arch.  Pharm.  [3]  8,  294)  of  some  of 
the  principal  commercial  varieties  of  coffee  : — 


Gummy 
matter 

Caffeine 

Fat 

Tannic  and 
caffetannic 
acids 

Cellulose 

Ash 

Potash 

Phos- 
phoric 
acid 

Finest  Jamaica  plan- 

tation . 

2.5-3 

1-43 

14-76 

22-7 

33-8 

3-8 

1-87 

0-33 

Fmest  green  Mocha  . 

22-0 

0-64 

21-79 

23-1 

29-9 

4-1 

2-13 

0-42 

Ceylon  plantation  . 

23-8 

1-53 

14-87 

20-9 

3(3-0 

4-0 

0-27 

AVashcd  Rio  . 

27-4 

1-14 

15-9.5 

20-9 

32-5 

4-5 

0-51 

Costa  Rica 

20-6 

M8 

21-12 

21-1 

33  0 

4-9 

0-4() 

Malabar 

25-8 

0-88 

18-80 

20-7 

31-9 

4-3 

0-60 

East  Indian  , 

24-4 
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17-00 

19-5 

36-4 

100 
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Commaillo  (Mon.  Sci.  [3J  (i,  779)  found  iii 
undressed  Mysore  coffee : 

Hygroscopic  water  (extremes 

of  24  determinations)  .  .  O-S  to  15-7 
Fatty  matters  .  .  .  12-68 
Glucose  ....  2-60 
Dextrin  ....  — 
Legumiii-casein  .  .  .  1-52 
Albumen  .  .  .  .1-04 
Total  quantity  of  caffeine       .    0-42  to  1 'SI 

Ash  3-882 

Coffee  extract  with  cold  water  24-97 
„        ,.  warm  water  37*20 

Coffee  extract  with  alcohol  of 

60p.c  23-15 

Dragendorff  gives  the  following  results  of 
analyses  of  25  different  samples  of  coffee  from 
Ceylon,  Java,  Malabar,  Mocha,  Mysore,  and 
other  places : — 

Maxinuim  Miiiiiimm  Menu 
per  cent,    per  cent,  per  cent. 
Caffeine       .        .      2-21       0-64  1-10 
Ash    .       .       .     4-87       3-83  4-41 
Phosphoric  acid    .      0-72       0-28  0-42 
The   principal  constituents  of  coffee  are 
alkaloids  (caffeine  and  caffearine),  caffetannic 
acid,  cellulose,  fat,  gum,  protein,  sugar,  water, 
and  mineral  matter. 

Caffeine  C.H(CH3)3N402,  trimethylxanthine, 
is  identical  both  chemically  and  physiologically 
with  theine,  the  alkaloid  of  tea.  and  is  closely 
related  to  theobromine  (dimethylxanthine),  the 
principal  alkaloid  of  cocoa  (q.v.).  According  to 
Payen  (Ann.  Chim.  Phys.  [3j  16,  108),  caffeine  is 
present  as  a  caffetannate.  Gorter  (Annalen, 
1908,  358,  327)  states  that  caffeine  occurs  in 
coffee  combined  with  potassium  as  potassium 
caffeinechlorogenate  C32H3gO,2K.2(C8H,oN.502)2, 
2H2O.  When  pure  it  consists  of  white  silky 
needles,  slightly  bitter  and  odourless,  almost 
insoluble  in  ether,  sparingly  soluble  in  cold 
water  and  alcohol,  but  more  soluble  in  hot 
water,  and  readily  soluble  in  chloroform,  by 
means  of  which  it  may  be  extracted  from  coffee. 
The  crystals  begin  to  sublime  below  the  boiling- 
point  of  water. 

Caffeine  is  found  also  in  guarana  leaves, 
kola-nut,  mate'  or  Paraguay  tea  and  to  a  small 
extent  in  cocoa  as  well  as  in  coffee  and  tea,  and 
gives  to  these  their  exhilarating  qualities. 
Taken  in  excess,  caffeine  is  a  poison.  In  coffee 
it  is  present  to  the  extent  of  from  0-6  to  2-2  p.c, 
the  average  being  1-1  p.c.  Lendrich  and  Nott- 
bohm  (Zeitsch.  Nahr.  Genussm.  1909,  18,  299) 
report  nearly  3  p.c.  of  caffeine  in  certain  African 
coffees,  whilst  in  Madagascar  and  other  islands 
off  the  east  coast  of  Africa  a  variety  of  coffee  has 
been  found  entirely  devoid  of  caffeine.  A 
coffee  has  recently  been  placed  on  the  market 
after  being  deprived  of  practically  the  whole  of 
its  caffeine. 

Numerous  methods  have  been  proposed  for 
the  estimation  of  caffeine.  That  of  Lendrich 
and  Nottbohm  is  detailed  in  the  Analyst, 
]  909,  214.  A  good  method,  sufficiently  accurate 
for  ordinary  purposes,  is  that  given  in  Jour.  Anal. 
Chem.  4,  4,  390. 

Another  alkaloid,  Caffearine,  having  narcotic 
properties,  is  stated  by  Paladino  (Gazz.  chim. 
ital.  XXV.  1895)  to  be  present  in  coffee  in  very 
small  quantity. 

Caffetannic   acid  presents   certain   of  the 


characteristics  of  tainiin  (which,  however,  is 
not  found  in  roasted  coffee)  and  to  it  the  bitter 
taste  of  coffee  is  chiefly  due.  It  is  very  suscep- 
tible to  change,  and  its  composition  has  been 
much  disputed.  According  to  Gorter  {vide 
supra),  it  is  a  mixture  of  a  new  acid  discovered 
by  him  and  called  caffalic  acid,  with  chlorogenic 
acid.  A  method  for  its  estimation  in  coffee  has 
been  devised  by  Krug  (U.S.A.  Dept.  of  Agric. 
Div.  of  Chem.  Bull.  13,  908).  According  to  Bell, 
caffetannic  acid  is  present  in  coffee  to  the  extent 
of  from  3  to  5  p.c,  and  when  distilled  with 
manganese  dioxide  and  sulphuric  acid  yields 
quinone. 

Cellulose. — In  coffee  this  is  of  a  very  hard  and 
horny  character,  and  difficult  to  define  under  the 
microscope,  especially  after  roasting,  although 
the  chief  characteristics  of  the  cellular  tissue 
arc  more  or  less  retained.  Coffee  cellulose  is 
tlissolved  by  an  ammoniacal  solution  of  copper 
oxide,  and  gives  a  blue  colour  with  sulphuric 
acid  and  iodine.  Remnants  of  the  silver  skin 
are  always  present  even  after  roasting,  and  its 
structure,  a  thin  membrane  with  adherent, 
thick-walled,  spindle-shaped,  and  hollow  cells, 
is  quite  peculiar  to  coffee. 

Fat  forms  a  considerable  constituent  of 
coffee,  varying  from  10  to  over  20  p.c.  A  loss 
occurs  in  roasting,  due  to  the  separation  of 
volatile  fatty  acids.  When  pure,  coffee  fat  is 
white,  inodorous,  and  of  the  consistency  of 
butter,  meltmg  at  37-5°. 

Protein,  chiefly  in  the  form  of  insoluble 
albuminoids,  occurs  in  coffee  to  the  extent  of 
from  10  to  14  p.c,  the  soluble  albuminoids  con- 
stituting about  2  p.c.  There  is  but  little  differ- 
ence in  this  respect  between  raw  and  roasted 
coffee. 

Saqar. — Ki'inig  and  BeU  found  from  6  to  9 
I).c.  of  sugar  in  raw  coffee,  but  this  practically 
disappears  in  roasting,  being  almost  entirely 
converted  into  caramel.  Herfeldt  and  Stutzer 
(Zeitsch.  angew.  Chem.  1895,  469)  state  that 
sugar  is  not  present  as  such  in  the  raw  bean, 
but  only  in  the  form  of  a  glucoside.  Bell, 
however,  found  that  when  the  saccharine 
extract  of  the  beans  is  boiled  with  a  little  dilute 
sulphuric  acid,  a  quantity  of  glucose  is  obtained 
nearly  equivalent  to  the  weight  of  dry  extract 
operated  upon,  a  result  uiconsistent  with  the 
existence  of  sugar  as  a  glucoside.  Bell  considers 
that  this  sugar  is  not  present  as  sucrose,  since 
it  is  not  inverted  even  after  jjrolonged  boiling 
with  acetic  acid.  On  the  other  hand,  the 
chemists  of  the  United  States  Department  of 
Agriculture  have  isolated  cane  sugar  in  con- 
siderable amount  as  pure,  well-defined  crystals 
{v.  Bulletin,  13).  It  is  usually  accompanied  by 
some  invert  sugar  probably  formed  during  the 
process  of  extraction,  and  a  small  percentage 
of  dextrin.  Starch  is  absent  in  the  coffee 
bean. 

Water. — The  moisture  in  raw  coffee  varies 
from  8  to  14  p.c,  the  average  being  about 
11  p.c.  After  roasting,  it  rarely  exceeds  3  p.c, 
and  frequently  falls  as  low  as  0-5  p.c. 

Mineral  matter. — The  total  amount  of  ash 
varies  from  3-5  to  4-0  p.c.  in  raw,  and  from 
4-0  to  5-0  p.c.  in  roasted  coffee.  The  composi- 
tion of  the  ash  is  shown  in  the  following  table 
(U.S.A.  Dept.  of  Agric.  Div.  of  Chem.  Bull.  13. 
904)  :— 
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Constituents 


Sand  . 
Silica  (SiOj)  . 
Ferric  oxide  (FCaOj) 
Lime  (OaO)  . 
Magnesia  (MrO)  . 
Potash  (K„0) 
Soda  (Na-P) 
Phosphoric  acid  (P2O5) 
Sulphuric  acid  (SO3) 
Chlorine  (CI) 


Moclia 

lVraraf:aibo 

Java 

Rio 

1-44 

0-72 

0-74 



1-34 

0-88 

0-88 

0-91 

0-69 

0-89 

0-89 

1-10 

1-77 

7']8 

5-0() 

4-84 

4-94 

10-08 

1 1  -30 

11-35 

10-00 

59-84 

61-82 

02-08 

03-00 

0-48 

0-44 

0-17 

12-93 

13-20 

14-09 

11-53 

4-43 

r)-10 

4-10 

4-88 

1-25 

0-59 

0-73 

0-48 

100-00 

100-00 

10000 

100-00 

The  principal  constituents  are  potash, 
magnesia,  lime,  and  phosphoric  acid.  Ludwig, 
in  his  analyses  of  various  parts  of  the  Brazilian 
coffee  tree,  shows  that  the  silica  increases  from 
the  root  upwards  to  the  leaves  and  pericarp  of 
the  fruit,  after  which  it  declines  in  the  parch- 
ment skin,  and  is  nearly  absent  in  the  bean 
(Arch.  Pharm.  [3]  1,  482).  Graham,  Stenhouse, 
and  Campbell  inferred  that  sodium  compounds 
are  entirely  absent  in  coffee  {vidi'  table  in  Bell's 
Food  Adulteration,  40),  but  although  this  is 
not  absolutely  correct,  the  amount,  as  shown  in 
the  above  table,  is  very  minute. 

Adulteration  of  coffee  is  very  common,  and 
the  number  and  variety  of  the  adidterants  is 
almost  unlimited. 

Colouring  is  frequently  employed  in  order 
to  disguise  damaged  beans  and  give  them  the 
appearance  of  superior  quality,  a  practice 
analogous  to  the  '  facing '  of  tea.  The  substances 
most  commonly  employed  are,  for  the  raw  beans, 
chrome  yellow,  yellow  ochre,  indigo,  Prussian 
blue,  azo-  dyes,  and  soapstone  for  polishing  ; 
and  for  the  roasted  beans,  burnt  amber,  oxide 
of  iron,  Venetian  red,  ferruginous  earth  and 
clay.  The  inorganic  colouring  matters  are  best 
sought  for  in  the  ash  or  in  the  sediment  obtained 
by  shaking  the  beans  in  cold  water  ;  indigo  and 
Prussian  blue  by  theii-  usual  reactions  ;  and  other 
organic  colouring  matters  after  extracting  them 
with  alcohol. 

Olazing  is  a  process  resorted  to  for  the  alleged 
purpose  of  improving  the  keeping  properties  of 
the  roasted  beans,  and  the  substances  used,  a 
mixture  of  egg  albumen  with  glucose  or  gum,  are 
said  to  have  the  effect  of  clarifying  the  infusion. 
The  improved  appearance  of  the  beans  and 
increased  weight  due  to  the  retention  of 
moisture,  are  probably  also  important  considera- 
tions. 'I'he  latter  result  is  sometimes  attained 
liy  the  addition  of  sugar  before  roasting,  or  by 
actually  steaming  the  beans  and  coating  them 
with  glycerine,  palm  oil,  or  vaseline,  to  prevent 
evaporation  of  moisture.  Bertarelli  (Zeitsch. 
Nahr.  Cenussm.  1900,  iii.  081)  describes  the 
adulteration  fif  roasted  coffee  beans  with  a 
solution  fjf  borax,  which  not  only  gives  the  beans 
a  glossy  appearance,  but  also  adols  as  much  as 
12  p.c.  to  their  weight. 

Coffee  subatitvte.i  comprise  a  large  number  of 
vegetable  substances,  roasted  and  ground,  and 
having  for  their  object  either  the  production  of 
a  stronger  infusion  than  can  be  obtained  from 
coffee  alone,  or  tlie  simidation  of  coffee  in  order 


to  give  weight  by  the  use  of  thick-walled 
vegetable  tissue  of  hard  or  leathery  consistency. 
The  former,  of  which  chicory  is  the  typo,  includes 
acorns,  beet  refuse,  biscuits,  bran,  cereals 
(barley,  buckwheat,  maize,  malt,  oats,  rye,  and 
wheat)  ;  caramel  (burnt  sugar) ;  carrots,  dande- 
lion root,  figs,  lupin  seeds,  mangolds,  parsnips, 
peas,  beans,  and  other  leguminous  seeds,  turnip, 
&c. ;  whilst  the  latter  comprise  such  .substances 
as  coffee  husks,  cassia  seeds,  date  stones,  grape 
stones,  locust  or  carob  beans,  sawdust,  vegetable 
ivory  dust,  &c. 

Imitation  coffee. — Although  adulteration  is 
naturally  more  prevalent  in  ground  coffee  than 
in  the  beans,  yet  the  latter  are  frequently  pre- 
pared artificially  and  on  a  large  scale  from  the 
above  adulterants  (generally  without  any 
admixture  of  coffee),  held  together  by  means  of 
gum,  molasses,  or  stiff  clay,  and  skilfully  moulded 
into  the  form  of  coffee  beans. 

The  detection  of  the  adulterants  above 
referred  to  is  best  effected  by  means  of  the 
microscope.  By  simply  digesting  with  water^ 
a  ready  means  is  afforded  of  differentiating 
between  the  pale  soft-walled  tissues  of  cereals 
and  roots  and  the  dark-coloured  and  hard-walled 
tissue  of  coffee.  The  former  may  readily  be 
detected  and  identified  bv  the  presence  and 
characteristics  of  their  starch,  coffee  (and  chicory) 
being  practically  free  from  starch.  The  use  of 
bleaching  reagents  is  of  great  assistance  in  the 
microscopical  examination,  and  reference  might 
usefully  be  made  to  the  drawings  and  photo- 
graphs reproduced  in  the  works  of  Bell,  Leach, 
VilKers  et  Collin,  and  Wiley,  and  in  the  Coffee 
Report  of  Graham,  Stenhouse,  and  Campbell, 
referred  to  below. 

The  chemical  differences  between  coffee  and 
its  adulterants  are  also  strongly  marked,  as 
mixtures  usually  give  high  aqueous  extract  and 
sugar,  and  low  fat  and  caffeine.  The  density  is  a 
useful  factor  in  detecting  the  sophistication  of 
coffee,  and,  in  particul.ar,  the  artificial  moistening 
of  the  berries.  In  the  Paris  Mmiicipal  Labora- 
tory, Regnault's  volumenometer,  as  modified 
by  Duprc,  is  used  for  this  purpose.  According  to 
the  French  chemists,  the  density  of  raw  cofVeo 
varies  between  1-041  and  1-30S,  and  that  of 
roasted  coffee  between  0-500  and  0-035. 

By  far  the  most  important  adulterant  of 
coffee  is  chicory  {(j.v.),\mt  owing  to  the  public 
preference  for  an  admixture  of  chicory  with 
coffee,  it  is  now  regarded  in  the  light  of  an 
adjunct  to  rather  than  an  adulterant  of  coffee, 


102 


COFFEE. 


provided  its  presence  in  the  mixture  is  disclosed. 
Chicory  has  little  in  common  with  coffee  except 
a  considerable  proportion  of  sugar,  which  is 
converted  into  caramel  in  the  roasting,  and  thus 
imparts  to  the  infusion  a  bitter  taste  and  aroma 
somewhat  resembling  that  of  coffee.  This  and 
the  stronger  ii»fusion  obtained  as  well  as  the 
comparative  cheapness  of  chicory  and  similar 
substances,  has,  no  doubt,  led  to  the  present 
extensive  use  of  chicory  and  other  coffee  sub- 
stitutes. 

An  elaborate  research  into  the  nature  of 
coffee  and  chicory,  with  a  view  to  the  detection 
of  adulteration,  was  ijiade  at  the  instance  of  the 
Commissioners  of  Inland  Revenue  in  1852  by 
some  of  the  leading  botanists  and  chemists  of 
the  day,  viz.  Lindley  and  Hooker,  and  Graham, 
Stenhouse,  and  Campbell,  and  the  results, 
chemical  and  physical,  as  well  as  microscopical, 
embodied  in  their  reports  are  of  great  practical 
value  even  at  the  present  time. 

The  following  table  by  Graham,  Stenhouse,  and 
Campbell,  shows  the  sp.gr.  at  60°r.  of  solutions 
made  by  treating  one  part  of  each  of  the  sub- 
stances named  (roasted  and  finely  ground)  with 
10  parts  of  water  (by  weight),  raising  the  mixture 
to  boiling-point,  where  it  is  maintained  for  half 
a  minute,  then  filtering  and  cooling  : — • 

Specific  Gravities  of  Solutions  at  60°  F. 
One  Part  of  Substance  to  10  Parts  of  Water. 


Spent  tan 

.  1002-1 

Date  stones  . 

.  1002-9 

Lupin  seed  . 

.  1006-7 

Acorns 

.  1007-3 

Peas  .... 

.  1007-3 

Mocha  coffee 

.  1008-0 

Deans  .... 

.  1008-4 

NeUgherry  coffee  . 

.  1008-4 

Plantation  Ceylon  coffee 

.  1008-7 

Java  coffee  . 

.  1008-7 

Jamaica  coffee 

.  1008-7 

Native  Ceylon  coffee 

.  1009-0 

Costa  Rica  coffee  . 

.  1009-5 

Parsnips 

.  1014-3 

Carrots 

.  1017-1 

Black  malt  . 

.  1021-2 

Turnips 

.  1021-4 

Rye  malt 

.  1021-6 

English  chicory 

.  1021-7 

Dandelion  root 

.  1021-9 

Red  beet 

.  1022-1 

Foreign  chicory 

.  1022-6 

Guernsey  chicory  . 

,  1023-2 

Mangold  wurzel  . 

.  10236 

Roasted  figs 

.  1024-9 

Maize 

.  1025-3 

Bread  raspings 

.  1026-3 

It  wiU  be  seen  from  the  above  table  that  the 

low  sp.gr.  of  the  coffee  infusion  distinguishes 
it  from  the  roots  and  cereals,  and  when  chicory 
is  the  only  substance  admixed  with  the  coffee, 
its  percentage  may  be  calculated  with  approxi- 
mate accuracy  by  a  comparison  of  the  density 
of  the  infusion  of  the  mixture  with  the  average 
densities  of  coffee  and  chicory  given  in  the  above 
table. 

The  same  observers  lay  stress  on  the  relative 
colouring  power  of  roasted  coffee  and  chicory, 
the  latter  being  four  and  a  half  times  as  great 
as  the  former.  This  property  affords  a  simple 
device  for  detecting  the  presence  of  roasted 


chicory  or  other  substances  containing  caramel 
when  admixed  with  coffee.  A  few  grains  of 
the  sample  are  placed  on  the  surface  of  cold 
water  in  a  glass,  without  stirring,  when,  if 
roasted  chicory  or  similar  substance  be  present, 
each  particle  emits  a  yeUowish-brown  coloured 
cloud,  which  is  rapidly  diffused  in  streaks 
through  the  water  tiU  the  whole  acquires  a 
brownish  colour,  whilst  pure  coffee  gives  practi- 
cally no  colour  to  the  water  in  similar  circum- 
stances. The  chicory  readily  sinks,  whilst  nearly 
the  whole  of  the  coffee  floats. 

If  examined  under  the  microscope,  the 
sediment  of  chicory  which  reaches  the  bottom 
of  the  vessel  will  be  found  to  exhibit  the  charac- 
teristic loose,  large  cells,  with  dotted  vessels 
and  branching  lactiferous  ducts.  Even  to 
the  touch  the  difference  is  evident,  for,  whilst 
chicory  under  these  conditions  will  feel  soft 
and  smooth,  the  coffee  grains  remain  hard  and 
gritty. 

A.  Winter  Bljrth  (Foods  ;  their  Composition 
and  Analysis,  359)  gives  the  following  sum- 
mary of  the  influence  of  chicory  on  the  coifee 
mixture  : — 

(1)  It  decreases  the  gum,  the  latter  seldom 
rising  in  chicory  to  more  than  15  p.c,  whilst  in 
coffee  it  has  not  been  found  less  than  from  21 
to  28  p.c. 

(2)  It  increases  the  sugar,  roasted  coffee 
having  seldom  so  much  as  2  p.c,  of  sugar ; 
whilst  chicory,  when  roasted,  has  at  least  8  or  9 
p.c. 

(3)  It  decreases  the  fatty  matter,  the  fat  of 
chicory  ranging  from  1  to  over  2  p.c,  that  of 
coffee  being  about  14  to  over  20  p.c. 

(4)  It  decreases  the  tannic  and  caffeotannic 
acids,  chicory  being  destitute  of  tannin. 

(5)  It  decreases  the  caffeine,  chicory  pos- 
sessing no  alkaloid. 

(6)  It  profoundly  modifies  the  constitution 
of  the  ash,  especially  by  introducing  silica,  which 
is  not  found  to  any  great  extent  in  coffee  ash. 

Graham,  Stenhouse,  and  Campbell  laid  stress 
upon  the  presence  of  silica  as  a  means  of  detec- 
tion of  the  admixture  of  chicory.  Their 
analysLs,  showing  the  principal  differences  in 
the  composition  of  the  respective  ashes,  gives  : 

In  coffee  ash  In  clucory  asli 

Silica  and  sand    .    10-69  to  35-85 

Carbonic  acid  .  14-92  1-78,,  3-19 
Fenic  oxide        .    0-44  to  0-98    3-13  .,  5-32 

Chlorine     .       .    0-26  „  Ml  3-28  „  4-93 

There  is  a  marked  difference  in  the  propor- 
tion of  ash  soluble  in  water,  that  from  coffee 
amounting  to  from  75  to  85  p.c,  and  in  chicory 
I  from  21  to  35  p.c. 

Negro  or  Mogdad  coffee  consists  of  the  seeds 
of  Cassia  occidentalis.  It  contains  no  caffeine 
nor  starch,  and  its  infusion  more  nearly  ap- 
proaches the  character  of  genuine  coffee  than 
any  other  known  coffee  substitute. 

Mussaendar  coffee  Ls  derived  from  the  seeds 
of  Gaerlnera  vaginaln.    It  contains  no  caffeine. 

French  coffee  is  a  description  commonly 
applied  to  a  mixture  of  coffee  with  burnt  sugar 
and  a  large  proportion  of  chicory.  As  the  latter 
ingredients  readily  absorb  moisture  on  exposure 
to  the  air,  such  mixtures  are  usually  preserved 
in  tins. 

Various  fraudulent  coffee  substitutes  have 
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lieen  imposed  upon  the  public  by  specious 
.advertising  under  fancy  names,  and  as  possessing 
certain  desirable  qualities  not  found  in  coffee. 
Such  are  Kvnst  kaffcc,  consisting  of  roasted  roots 
or  cereals,  and  often  moulded  into  the  form  of 
coffee  beans ;  Pelotas  coffee  and  Coffee  surrof/ate, 
made  from  ground  acorns  ;  Dnie  '-offr.e  from  date 
stones,  or  torrified  dates  mixed  with  a  small 
proportion  of  coffee ;  and  many  others. 

The  grosser  forms  of  adulteration  above 
referred  to  are  much  more  prevalent  in  the 
coffee-drinking  countries  of  the  continent  of 
Europe  and  in  the  United  States  of  America 
than  in  the  United  Kmgdom.  J.  C. 

COGNAC  V.  Beandy. 

COKE  MANUFACTURE  AND  THE  RE- 
COVERY OF  BY  PRODUCTS. 

Introduction. — Previous  to  the  early  nineties, 
practically  the  whole  of  British  coke  was 
made  in  the  old  beehive  oven,  which,  as  will 
be  seen  in  the  following,  is  a  semi-combus- 
tion process;  involving  the  loss  of  the 
whole  gas  and  by-products,  together  with  a 
portion  of  the  possible  coke  yield.  With  the 
gradual  disappearance  of  the  old  prejudices 
against  coke  made  in  by-product  ovens,  the 
latter  and  much  more  highly  economical  process 
began  to  assert  itself,  and  in  1898,  1-25  million 
tons  of  coal  were  being  carbonised  in  by-product 
coke  ovens  ;  in  1905  the  quantity  of  coal  so 
treated  reached  3-31  millions ;  and  in  1909, 
7-5  millions.  With  this  rapid  adoption  of  the 
by-product  coking  process,  it  is  necessary  to 
confine  the  following  article  to  a  description  of 
modern  coking  methods  viewed  from  a  by- 
product standpoint,  with  only  a  passing  reference 
to  the  wasteful  beehive  process. 

History  of  the  by-product  cokino  process. — 
The  earliest  reference  which  we  can  find  of  any 
observation  being  made  on  coal  as  a  source  of 
by-products  is  that  contained  in  the  memoirs  of 
Johann  Joachim  Becher,  dating  about  the  end 
of  the  17th  century ;  Becher  states  that  he 
has  found  means  for  treating  coal  '  so  that  it  no 
longer  sraoakes  nor  stinks,'  and  in  doing  so 
made  a  tar  equal  to  the  Swedish. 

The  use  of  coke  in  iron  smelting  became 
genera!  within  50  years  of  Becher'a  discovery, 
and  a  French  metallurgist,  De  Gensanne,  de- 
scribes a  process  working  at  Sulzbach  near 
Saarbrucken  prior  to  1768,  where  coal  was  coked 
for  iron  smelting,  tar  being  recovered  as  a  by- 
product ;  Stahl  is  said  to  have  been  the  inventor 
of  this  process,  and  he  produced  therefrom  an 
'  oil,'  bitumen,  sal-ammoniac,  and  lampblack. 

In  1781  Archibald,  Earl  of  Dundonald,  was 
granted  a  patent  for  '  allowing  coals  to  burn  or 
ignite  without  flaming,  so  by  their  own  heat  to 
throw  off  the  tar  or  oils  that  they  contain,' 
Dundonald  stated  that  the  only  method  whereby 
tars  could  be  obtained  prior  to  his  discovery, 
was  by  a  distillation  in  closed  retorts,  where 
the  admission  of  external  air  was  prevented, 
and  where  other  coals  were  required  for  heating 
besides  the  coals  contained  in  the  closed  vessel. 
It  is  interesting  to  note  that  Dundonald  was 
perfectly  aware  of  distillation  in  closed  retorts, 
whioli  is  the  basis  of  modern  by-product 
coking  methods,  and  it  is  also  evident  that 
Dundonald'a  knowledge  of  closed  retorts  was 
16  years  previous  to  the  introduction  of  coal 
gas  for  street  and  household  illumination  in  1797. 


In  1838  Frederick  Neville  obtained  protec- 
tion for  an  invention  which  consisted  in  heating 
ordinary  gas  retorts  by  the  waste  heat  frdiii 
beehive  coke  ovens,  the  distilled  gases  from  the 
retorts  being  passed  through  condensing  and 
scrubbing  applicances.  WiUiam  Newton,  in  1852, 
introduced  the  use  of  an  aspirator  or  pump  for 
withdrawing  the  gases  from  coke  ovens  through 
condensers  and  scrubbers.  Ne\vt.on  likewise 
mentions  the  use  of  acids  for  removing  the 
ammonia  from  the  gases.  In  1860  W .  H. 
Kingston  patented  a  coke  oven  provided  with 
external  furnace,  from  which  the  heat  evolved 
by  the  combustion  of  an  auxiliary  supply  of 
coal  was  conducted  round  the  oven  through  a 
system  of  flues  ;  the  evolved  gases  were  passed 
through  a  series  of  pipes  and  condensing  vessels 
for  the  recovery  of  the  by-products.  Kingston's 
patent  is  especially  noteworthy,  since  he  recog- 
nises that  the  true  method  for  the  recovery  of 
by-products  from  coal  lies  in  heating  the  coal  in 
closed  chambers,  and  not  in  chambers  to  which 
air  is  admitted. 

In  1856  Knab  erected  a  coal-distiUation 
plant  at  Commentry,  on  the  closed-retort 
system  with  bottom  flues,  but  made  no  attempt 
to  recover  by-products.  Later  Knab  was  joined 
by  Carves,  who  introduced  an  improved  method 
of  heatmg  by  side  flues  in  addition  to  the  bottom 
flues,  thus  obtaining  a  more  even  distribution 
of  temperature  and  a  quicker  rate  of  carbonisa- 
tion. Carves  likewise  first  utilised  the  gases 
from  which  the  by-products  had  been  extracted 
in  the  side-wall  flues,  in  addition  to  the  auxiliary 
coal  as  employed  by  Knab.  The  Knab-Carvcs 
ovens  at  Commentry  gave  the  following  results : — 


Large  coke 

.  70'00 

Breeze  .        .        .  . 

1-.50 

Dust     .        .        .  . 

2 -.50 

Glraphite 

0-50 

Tar       .        .        .  . 

4-00 

Ammoniacal  liquor 

0-00 

Gas       .        .        .  . 

.    J  0-58 

Loss      .        .        .  . 

1-92 

100-00 

Further  plants  on  the  Carves  system  were 
erected  at  Besseges  and  Terre-Moire,  near  St. 
Etienne,  between  the  years  1806  and  1873.  and 
were  still  further  improved  ;  the  Carvps  ovens 
working  at  Besseges  in  1880  were  built  with 
carbonising  chambers  only  24  inches  wide,  to 
facilitate  rapid  heat  penetration  and  quick 
carbonisation.  In  1881  Mr.  H.  Simon  of 
Manchester  introduced  a  recuperator,  T^'hereby 
the  air  necessary  for  the  combustion  of  the  gas 
in  the  side-wall  flues  of  the  Carvrs  oven  was 
preheated  by  the  waste  gases  escaping  from  the 
flues,  and  thus  the  rate  of  carbonisation  was 
still  further  increased,  the  combined  work  of 
the  two  investigators  resulting  in  the  well- 
known  Simon-Carves  oven,  which  may  be  licld  to 
be  the  precursor  of  the  modern  by-product  cok- 
ing retort. 

Following  on  the  success  of  the  Simon - 
Carvi''S  process,  other  coke-oven  patents  were 
filed,  viz  Semet-Solvay,  1880  ;  Hiissener,  1881  ; 
Liirmann,  1882;  and  Brunck,  1883;  but 
although  development  was  rapid  on  the  Con- 
tinent, little  was  done  in  this  country  before 
the  nineties,  owing  to  the  prejudice  of  iron 
smelters  against  by-product  coke ;  that  this 
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prejudice  has  now  disappeared  wiU  be  seen  from  | 
tlic  rapid  adojstion  of  the  process,  indicated  by  I 
the  figures  at  tlie  begmuing  of  these  notes.    The  j 
by-jiroduct  coining  plants  which  have  generally 
found  acceptance  in  this  country  are  tlie  Otto- 
Hilgenstock,  Simon-Carves,  Koppers,  Semet- 
Solvay,  Simplex,  Coppe'e,  and  Hiissener. 

Non-hy-pioduct  and  hy-produr.t  ovens  com- 
pared.— Prior  to  the  establishment  of  the  by- 
product coking  process,  the  type  of  oven  univer- 
sally employed  was  that  known  as  the  beehive. 
This  oven  consists  of  a  fireelaj'  chamber,  beehive 
shape  in  elevation  and  circular  in  plan,  provided 
with  a  loose  brick  charging  door  at  ground  level, 
and  with  an  exit  flue  in  its  crown  for  carrying 
the  waste  gases  to  the  chimney.  The  coal  is 
charged  into  the  oven  by  spades,  througli  the  ; 
charging  door,  to  a  height  of  2  feet  6  inches  to 
.3  feet,  is  then  ignited,  and  the  charging  door 
bricked  up  and  plastered,  a  small  hole  6  inches 
square  being  left  for  the  admission  of  air.  The 
surface  of  the  coal  burns  and  sets  up  distillation 
of  the  under  layers,  the  evolved  gases  passing 
upwards  and  burning  above  the  coal  with  the 
air  drawn  in  at  the  door ;  this  operation  of 
distillation  and  immediate  combustion  proceeds 
imtil  the  whole  of  the  volatile  constituents  of 
the  coal  have  been  evolved,  which  for  a  10-ton  j 
charge  occupies  70  hours.  The  coke  is  then 
quenched  with  water  and  withdrawn  by  rakes.  ' 

It  will  be  seen  that  by  this  process,  the  whole  | 
of  the  volatile  products,  that  is  to  say,  benzols 
and  ammonia  together  with  the  permanent  ga.ses,  j 
are  burned  immediately  they  are  evolved  within 
the  coking  chamber  itself ;  further  it  is  not 
possible  to  so  regulate  the  combustion  of  these 
gases  without  burning  a  portion  of  the  coke 
in  addition :  in  actual  jiractice,  from  15  to 
20  p.c.  of  the  coke  is  burned  to  waste.  For 
the  reason,  too,  that  the  coke  is  quenched 
inside  the  oven,  the  temperature  of  the  latter  is 
lowered,  so  that  before  the  next  charge  can  be 
coked,  considerable  expenditure  of  heat  is 
necessary  to  raise  the  oven  to  coking  tempera- 
ture. The  removal  of  the  coke  by  hand-rakes 
i"  also  tedious  and  expensive. 

AA'ith  the  object  of  overcoming  the  main 
drawbacks  of  the  beehive  oven,  Coppce  intro- 
duced a  non-by-product  retort  of  rectangular 
form,  from  which  the  coke  could  be  discharged 
en  hloc  by  a  ramming  machine  and  quenched 
outside  the  oven,  thus  expediting  the  operation 
and  greatly  increasing  the  yield.    In  Coppce's  ' 
oven  the  gases  evolved  from  the  coal  are  drawn 
into  flues  in  the  side  walls  where  they  are  burned.  : 
and  in  this  way  combustion  within  the  coking  ' 
chamber  and  loss  of  coke,  as  in  the  beehive  oven, 
is  avoided.  i 

The  by-product  retort  is  built  on  the  same  | 
lines  as  the  Coppe'e,  that  is  to  say,  it  is  a  rect-  | 
angular  chamber  heated  by  flues  in  the  side 
walls,  and  the  coke  is  discharged  by  a  ramming 
machine  ;  the  essential  point  of  difference  lies 
in  the  fact  that  in  the  Cloppc'e  the  whole  of  the 
gases  containing  the  by-products  are  drawn 
immediately  they  are  evolved  into  the  side-wall 
heating  flues,  where  they  are"  burned  ;  in 
the  by-product  retort,  the  gases  and  products 
are  drawn  from  the  oven  through  cooling  and 
washing  plant  for  the  recovery  of  the  tars, 
ammonia,  and  bcn/ol,  and  the  permanent  gas 
only  is  burned  in  the  flues  after  the  said  products  ; 


have  been  extracted.  In  the  Coppce,  the  whole 
of  the  permanent  gas  is  burned  in  the  heatin? 
flues;  in  the  by-product  oven,  only  one-half 
to  two-thirds  of  the  gas  is  utilised  in  the  flues, 
the  remainder  being  available  for  lighting  or 
power  purposes. 

The  following  diagrams  illustrate  the  essential 
differences  in  the  three  types  of  oven  : 


Fig.  I  Beehive. 


Fig.  2. — CorvEE.        Fig.  3. — By-pkoduct 


RETORT. 

It  will  be  seen,  therefore,  that  in  addition  to 
effecting  the  theoretical  coke  yield,  and  a  large 
output,  the  by-product  retort  yields  valuable 
by-products  and  a  considerable  yield  of  power 
or  lighting  gas.  The  value  of  products  per  100 
tons  of  coal  at  their  present  market  value  is  as 
follows  : — 

Cost  of 

fiross  value  recovery  Net  value 
1   ton   sulphate    of   f    .•>•.  d.   £  x.  d.  £  .v.  d. 

ammonia  .  .  12  0  0  2  10  0  !t  10  0 
4-.')  tons  tar  at  18.S'.  .  4  10  0!)  0  :{  12  0 
300    gallons  crude 

ben/ol  at  .5rf.       .    0    5  0    1  17  (1    4    7  (i 

Per  100  tons  of  coal    .        .        .  17    0  (I 

Per  ton  of  coal  =  3.«.  5-94rf. 
The  hy-jiroduci  process  described  in  detail. — 
The  by-product  retort  usually  measures  from 
30  to  33  feet  in  length,  from  ij  feet  !)  inches  to 
7  feet  0  inches  in  height,  froni  17  to  22  inches 
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Tadle  showing  the  Return  from  carbonising  a  Coat,  containing  30  r.c.  Volatile 
Matter,  i.e.  a  Thkcirhticai,  Coke  Yim,i)  of  70  i>.c.  in  the  Three  Tyi'es  of  Onhn. 


Beehive 


Combustion  within  coking 
ch.amber,  quenching  inside 
oven 


Yield  oi'  dry  coke  =  50  p.c. 
„     tar  — 
,,     sulphate  of  ammonia 
benzol  — 


Waste  heat- 
In  most  cases  not  utilised 
but  approximately  equal  to 
0-75  ton  of  water  evapo- 
rated per  ton  oF  coal 
carbonised 


Amount  of  coke  produced  per 
oven  per  week.  =  7  to  10  tons 


Coppee 


liy-produc't  rotiirt 


Coking  chamber  heated  ex- 
ternally by  gas  from  which 
by-products  not  extracted  : 
C|iienfliing  outside  oven 

70  p.c. 


.\1«  ays  utilised  :  equal  to  1  ton 
of  \\ater  per  tun  of  coal 
carbonised 


24  to  20  tons 


in  width,  and  is  Ijuilt  in  batteries  of  from  25  to 
60  ovens,  capable  of  carbonising  from  100  to  350 
tons  of  coal  per  day.  Each  oven  is  provided 
with  cast-iron  or  rolled -steel  doors  at  each  end, 
lifted  by  a  small  crane  whenever  an  oven  is 
discharged,  and  with  three  holes  in  the  roof 
through  which  the  coal  is  charged  into  the 
oven  from  the  charging  hoppers  ;  a  foiirth  hole 
is  provided,  through  which  the  gases  are  led  to 
an  ascension  pipe  from  which  the  gases  pass  to 
the  by-product  plant.  The  oven  linings  and 
combustion  flues  are  constructed  of  silicious 
firebricks  containing  from  80  to  84  p.c.  fif  silica, 
from  14  to  18  p.c.  of  alumina,  and  2  p.c.  of 
fusible  constituents  (iron  oxide,  lime,  magnesia, 
and  the  alkalis).  The  design  of  the  heating 
flues  constitutes  the  main  difference  between 
the  various  types  of  oven  ;  the  Simon-Carves, 
Seniet  Solvay,  Hiissener,  and  Simplex  containing 
horizontal  flues;  the  Otto-Hilgenstock,  Otto- 
Hoffmann  and  Koppers  prefer  vertical  flues 
(Figs.  4  and  5).  In  all  cases  the  air  required 
for  the  combustion  of  the  gas  in  the  heating 
flues  is  preheated  either  by  passing  it  through 
rei^uperators  in  which  it  tra  vels  through  a  system 
of  flues  situated  alongside  the*waste  gas  flues  of 
the  oven,  or  through  regenerators  similar  to 
tiiose  employed  in  open-hearth  steel  furnaces, 
where  the  hot  waste  gases  and  air  are  alternately 
taken  over  the  same  surface  (Fig.  6).  Where  a 
large  supply  of  surplus  gas  is  desh'ed  from  a 
coking  plant,  the  regenerative  method  of  pre- 
heating the  air  is  to  be  preferred,  since  it  is 
more  effective  and  less  gas  is  required  for  heating 
the  Hues  ;  the  amount  of  surplus  gas  available 
from  a  Lancashire  coal  containing  30  p.c.  of 
volatile  matter,  may  be  taken  at  2000  cubic  feet 
per  ton,  where  recuperative  heating  is  employed, 
and  5000  cubic  feet  per  ton  where  regenerativcs 
are  used. 

'J'he  coal  is  generally  charged  into  the  oven 
through  the  crown  from  small  hoppers,  carrying 


Coking  chamber  heated  e.\- 
ternally  by  gas  from  which 
by-])roducts  have  been  ex- 
tracted: quenching  outside 
oven 

70  p.c. 

4-0  to  4-5  p.c. 

1-  0  to  1-2  p.c. 

2-  5  to  3-0  gallons  of  crude 
benzol  testing  02  p.c.  at 
120°  per  ton  of  coal 

Always  utilised  :  equal  to  1  ton 
(jf  water  per  ton  of  coal 
carbonised 

Surplus  gas  if  required  for 
other  ]3urposes  than  steam 
raising,  e.q.  gas  engines  or 
illumination,  3000  to  .500t) 
cubic  feet  per  ton  of  coal 

24  to  2()  tons 


the  coal  on  rails  from  the  storage  bunker, 
the  coal  flowing  into  the  oven  being  levelled  by 
hand-rake  or  levelling  machine.  In  cases  where 
the  coal  employed  is  not  of  a  strongly  coking 
character,  the  fuel  is  stamped  into  a  solid  cart- 
ridge in  a  compressing  machine  and  charged 
into  the  oven  en  bloc  through  the  end  doorway. 
The  coke  is  discharged  from  the  oven  by  a  ram, 
generally  electrically  driven  :  often  the  levelling 
machine  or  compressor  is  built  on  the  same  carriage 
as  the  ram,  and  driven  by  the  same  motor.  The 
coke  is  received  from  the  ovens  on  a  slo[)ing 
bench,  where  it  is  quenched  with  watei',  and 
from  which  it  slides  into  railway  trucks, 
furnace  barrows,  or  a  conveyor.  The  heating 
flues  of  each  oven  discharge  into  a  common 
flue,  which  leads  the  waste  gases  in  the  case  of 
recuperator  types  to  steam  boilers :  with 
regenerator-ovens,  the  gases  are  led  direct  to 
the  chimney  stack.  The  gases  distilled  from 
the  coal  collect  above  the  level  of  the  fuel  and 
pass  forward  to  the  ascension  pipe  or  stand 
pipe,  which  delivers  the  gas  into  the  tar  or 
hydraulic  main,  which  receives  the  gases  from 
the  entire  battery.  A  valve  or  damper  is  pro- 
vided on  each  ascension  pipe  for  shutting  olV 
each  oven  whilst  the  latter  is  being  discharged 
and  recharged.  In  the  tar  or  hydraulic  main 
the  heavier  tars  or  pitches  are  deposited,  and 
in  the  '  ilry  '  types  of  mnin,  it  is  necessai'y  to 
pump  the  thinner  tars  inatle  at  a  latei'  stage 
of  the  cooling,  through  the  main  to  c'car 
the  pitch  and  prevent  stoppages.  l<'i-om  the 
main  the  gases  are  drawn  by  an  exluiuster 
(either  steam  or  electrically  driven),  a  Root's 
blower,  or  some  form  of  a.spirator,  through 
coolers.  These  coolers  are  either  ]>lain  ])ipc^ 
or  cylinders  offering  a  large  am(junt  of  atmo- 
spheric cooling  surface,  or  are  water-cooled 
chambers  ;  in  these  condensers,  the  bulk  of  the 
lemaining  tar,  together  with  the  greater  pro- 
portion of  the  ammonia  liquor,  is  precipitated. 
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From  the  condensers,  the  gases  pass  into  the 
exhauster  or  aspirator,  which  tlien  delivers  them 
at  a  pressure  into  a  tar-fog  extractor.  'I'his 
vessel  is  employed  to  remove  the  last  traces  of 
tar  which  exist  in  the  gas  in  an  extremely  line 
state  of  division,  and  which  no  amount  of 
cooling  would  remove.  The  tar  extractor,  of 
which  the  Pelouze  Andouin  and  Livesay  are 
types,  operates  by  dividing  the  gas  into  numerous 
thin  streams  by  means  of  very  small  gas  passages, 
the  agglomeration  and  remt)val  of  the  tar 
particles  being  effected  by  the  wire  drawing  and 
friction  thus  afforded. 

From  the  tar  catcher  the  gases  pass  into  the 


ammonia  scrubber,  where  the  last  of  the  ammonia 
not  recovered  by  the  contlcnsers  is  removed  by 
contact  with  weak  ammonia  liquor  and  water. 
The  types  of  ammonia' scrubber  generally  em- 
ployed are  similar  to  those  employed  at  gas 
works,  and  are  either  of  the  tower  or  rotary 
form.  In  the  tower  scrubber,  the  gases  pass 
upwards  through  a  mass  of  coke  or  other  open 
material,  meeting  a  downward  current  of  water 
or  ammonia  liquor  pumped  in  at  the  top.  In 
the  rotary  scrubber,  the  gas  is  caused  to  im- 
pinge on  revolving  brushes  or  circular  wooden 
screens,  which  dip  into  the  water  or  liquor  in 
the  lower  half  of  the  vessel,  and  pass  upwards 


Fig. 


7. — Showing  aekangement  or  Gas  Cooling,  Scrubbing  of  Sulphate  of  Ammonia 

Plant,  Old  Method. 


A,  Oven. 

Ji,  Hydraulic  main 

C,  Condensers  or  i-oolers. 

1),  Tar  catclier  (Pelcju/.e). 

E,  Exhauster. 

F,  Scrubber. 

(i,  Heturn  main  to  ovens. 


H.  Liquor  feed  to  serul)ber.  N,  Cooler  forsulpliatejjlant  E,  IJme  feed  to  still. 

J,  Tar  pump  to  store.  waste  gases.  S,  Saturator. 

K.  Liiiuor  pump  to  sulphate  O,  Superheater.  T,  Sulphate  drainins  taiilo. 

])lant.  P,  Purifiers  for  sulphate  U,  Mother  liquor  well. 
L,  Tar  and  ammonia-liquor  plant  waste  gases.       V,  Spent  liquor  outlet. 

tank.  Q,  Ammonia  still.  W,  Spent   liquor  settling 

M,  Liquor  feed  to  still.  tank. 


with  wet  surfaces  into  the  upper  half  of  the 
scrubber,  where  the  gas  is  circulating,  and  .solu- 
tion of  ammonia  is  attained.  The  gas  then 
passes  forward  to  the  benzol  scrubber,  which  is 
constructed  on  similar  lines  to  that  emphjyed 
for  ammonia  removal,  creosote  or  anthracene 
heavy  oil  being  employed  for  the  solution  and 
recovery  of  the  benzol  vapour. 

The  gas  having  been  freed  from  its  tar, 
ammonia  liquor,  and  benzol,  is  then  pa.s.sed  forward 
to  the  oven.s,  where  it  is  fed  into  the  heating 
flues,  the  surplus  being  passed  forward  to 
boilers,  gas  engines,  or  gas  holder. 

The  tars  and  ammonia  liquors  made  in  the 
hvdraidic  main,  condensers,  tar  catchers,  and 


ammonia  scrubber  are  collected  and  run  into 
separators  or  tanks,  where  the  denser  tar  settles 
to  the  bottom,  is  withdrawn  and  despatched  to 
the  tar  stores.  The  liquors  which  renuiin 
above  the  tar  are  run  oft  to  the  sulphate  of 
ammonia  plant,  where  the  liquor  is  pumped 
into  overhead  store  tanks,  whence  it  is  allowed 
to  flow  by  gravity  through  a  preheater  (heated 
by  the  waste  gases  from  the  sulphate  plant), 
and  thence  into  a  distilling  column,  where  it 
flows  downwards,  meeting  in  its  travel  an  up- 
ward current  of  steam,  which  liberates  the  free 
or  combined  ammonia.  In  the  lower  half  of 
the  .still,  milk  of  lime  is  mixed  with  the  liquor 
for  the  liberation  of  the  ammonia  from  the  fixed 
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1  salts  ;  the  whole  ot  the  ainiiioiiia,  together  with 
I  steam,  sulphuretted  hydrogen,  earbonieaeid.  ami 
hydrocyanie  acid,  pass  upwards  tliruuf;h  the 
still  and  into  a  lead-lined  vessel  called  the 
saturator,  containing  sulphuric  acid.  The  am 
monia  combines  with  the  acid  to  form  ammo- 
nium sulphate,  which,  when  the  liquor  in  the 
bath  becomes  saturated,  crystallises  out  and  is 
removed  either  by  copper  scoops,  a  valve,  or 
by  steam  injector.  The  sulphuretted  hydro- 
gen and  other  gases  pass  fiom  the  saturator 
to  the  prelieater,  where  they  serve  to  heat  the 
liquor  passing  to  the  still;  thence  the  gases 
travel  to  a  condenser  where  they  are  cooled, 
and  afterwards  to  purifiers  where  the  suljihur- 
etted  hydrogen  is  removed  by  oxide  of  iron. 
The  waste  liquors,  which  should  not  contain 
more  than  0-01  p.c.  ammonia,  are  run  into  the 
sewers  or  watercourses,  and  are  a  frequent 
source  of  trouble  to  the  river  boards.  By  the 
Otto-Hilgcnstock  method  of  by-protliict  re- 
covery, to  be  described  later,  the  production  of 
these  waste  liquors  is  entirely  obviated. 

The  recovery  of  crude  benzol  from  its  solution 
in  creosote  or  anthracene  is  effected  in  a  disi  illing 
colunni  somewhat  similar  to  that  employed  for 
the  recovery  of  ammonia  from  liquor,  the 
I  heating  of  the  solution  of  benzol  in  the  absorbent 
being  effected  by  wet  steam  assisted  by  tlry 
steam.  The  vapours,  steam,  and  benzol  pass 
from  the  top  of  the  still  to  a  water-cooled  coil, 
where  they  are  together  condensed,  the  con- 
densates being  separated  by  reason  of  their 
different  densities.  The  grade  of  eruile  benzol 
thus  oIitMined  varies  with  the  class  of  absoibciit 
oil  employed  with  creosote,  (i2  p.c.  of  the  pro- 
duct distils  at  120°,  with  anthracene  the  benzol 
is  richer,  80  p.c.  distilling  at  120°.  For  the 
rectification  of  crude  benzol,  the  product  is 
washed  successively  with  strongest  oil  of 
vitriol,  watci',  and  caustic  soda,  and  redis- 
tilled. 

DevcloptiH  iif  ill  hi/-pio'l ii<:l  ncori  ri/. —  Two  <\ir. 
cessful  attempts  have  been  made  to  simplify  I  lie 
old  system  of  treatment  of  coke-oven  gases  fi  )r  1  he 
recovery  of  ammonia,  viz.  the  inventions  of  the 
Koppers  and  Otto-Hilgenstock  Coke  Oven  Com- 
panies. Koppers  treats  his  gases  by  theold  system 
up  to  the  point  of  the  tar-fog  extraction.  He  then 
reheats  his  tar-free  gas  by  passing  it  in  pij)es 
surrounded  by  the  hot  gases  coming  from  the 
ovens  in  an  apparatus  called  a  heat  exchanger, 
anil  then  passes  the  heated  gas  direct  into  a 
sulphate  saturator,  into  which  is  likewise  passed 
the  ammonia  from  the  liquor  made  in  the  con- 
densers, which  is  distilled  in  an  ordinary  ammonia, 
still.  In  short,  Koppers  abolishes  the  usual 
ammonia  scrubber  and  substitutes  the  suljihate 
saturator,  thus  making  his  sulfjhate  direct  on 
the  gas  main  (Fig.  9).  By  thus  using  the 
sulphuric  acid  in  the  saturator  for  scrubbing 
out  the  ammonia,  Koppers  dispenses  with  the 
water  utilised  in  the  old  scrubber,  thereby  re- 
ducing the  total  amount  of  liquor  produced,  and 
effecting  an  economy  in  the  amount  of  steam 
required  in  the  ammonia  distillation. 
}  A  far  more  extensive  simplification  is  effected 
I  by  the  uivention  of  the  Otto-Hilgenstock  (!o. 
j  of  DahUiausen,  who  dispense  entirely  with  the 
old  condensing  plant  and  remove  the  tar  from 
the  gases  by  means  of  a  tar  spray  at  a  tempeia- 
ture  above  the  dew-point  of  the  liquors.  The 
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tar-free  gases  then  pass  direct  into  a  saturator, 
where  the  whole  of  the  ammonia  is  caught  by 
sulphuric  acid.  The  gases  issuing  from  the 
saturator  still  contain  their  liquors  in  steam 
form,  and  the  whole  passes  forward  to  the  oven- 
flues,  and  the  offensive  and  troublesome  waste 


liquors  are  thus  got  rid  of.  The  Otto  invention, 
by  abolishing  the  condensing  plant,  liquor  tanks, 
ammonia  stUls,  lime  mixers,  and  pumps,  waste 
liquor  tanks,  &c.,  effects  a  great  economy  in  ground 
j  space.  It  lilcewise  saves  nearly  the  whole  of 
;  the  steam  required  to  distil  the  ammonia  hquor 


made  by  tlie  old  condensing  process,  and,  by 
passing  the  whole  of  the  ammonia  through 
sulphuric  acid,  losses  of  ammonia,  which  are 
liable  to  occur  in  the  old  process  of  ammonia 
liquor  distillation,  are  rendered  impossible.  The 
ammonium  sulphate  made  by  the  Otto  direct- 
recovery,  tests  from  25  to  25-5  p.c.  of  ammonia, 


aTid  contains  only  the  merest  traces  of  tar.  viz. 
0-05-0-1  p.c.  (Fig.  10,  11,  and  12). 

The  utilisation  of  coke-oven  gas. — The  largo 
amounts  of  surplus  gas  obtained  from  the  by- 
product coking  process  are  gradually  being 
diverted  from  use  under  steam  boilers  to  more 
economic  forms  of  application,  and  regenerative 


A,  Tar  si)ray. 


EiG.  10. — Otto-Hilgenstock  By-product  Recovery  Process, 
F,  Satui'ator. 


J,  Tar  store. 

Tar  spray  receiviug  tank.  G,  Acid  spray  catch-box.  K,  Tar  spray  overflow 
C,  Tar  spray  pump.  H,  Motlier    liquor   return  tank. 

B,  Tar  spray  feed  pipe.  pipe.  L,  Condensing  tank. 

Ji,  Exhauster. 


M,  Pump    delivering  con- 
densings  to  saturator. 
N,  Pump  delivering  tar  to 
railway  trucks. 


ovens  arc  now  being  erected  as  power  stations, 
in  addition  to  the  facilities  which  they  afford 
for  economic  coke  manufacture  and  by-product 
recovery.  At  many  collieries  and  iron  works  on 
the  Continent,  large  gas-engine  installations  have 
been  set  down  for  the  utilisation  of  coke-oven 
gas ;  and  in  England  its  use  is  being  surely 
extended.  The  coke-oven  plant  erected  by  the 
Otto  -  Hilgenstock  Coke  Oven  Co.,  for  the 
Skinningrove  Iron  Co.,  Carlin  How,  Yorkshire, 


provides  sufficient  surplus  gas  to  develop  7000 
horse-power. 

The  use  of  coke-oven  gas  as  a  town's  iUuuii- 
nant  is  likewise  receiving  attention,  and  with 
the  development  of  the  incandescent  mantle, 
which  requkes  gas  of  calorific  rather  than  of 
candle  value,  coke-oven  gas  comes  into  the 
category  of  ordinary  coal  gas.  In  the  year 
1910  Parliament  granted  powers  for  the  .supply 
of  gas  from  Lord  EUesmere's  Brackley  coke 
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ovens  to  the  urban,  district  of  Little  Hiilton, 
the  guarantees  of  quahty  and  purity  of  the 
product  being  identical  with  the  gas  sujipHed 
to  the  Metropolis,  that  is  to  say,  the  gas  has 
a  minimum  illuminating  power  of  14  standard 
sperm  candles,  tested  by  the  Metropolitan  No. 
2  Argand  burner,  and  a  calorific  guarantee  of  650 
B.T.U.  gross.  The  average  composition  of  the 
gas  is:  COo,2-5;  0.  0-3 ;  CH^,  3-8  ;  CsH^  &c.,  nil ; 
CO,  7  0;  Oh.,  31-0;  H,  49-0;  N,  6-4.  E.  B. 
COLATANNIN  v.  Tannins. 

COLCHICINE  V.  VEGETO-ALKAI.0IDS. 

COLCHICUM.  Meadow  saffron.  (Cokhiqiti', 
Fr.  ;  Herbstzeitlose,  Ger. )  The  corm  or  seeds  of 
ColcJiicum  aidumnale  (Litm.),  (Bentl.  a.  Trim. 
288).  This  plant  is  found  in  meadows  and 
pastures  throughout  Europe,  where  its  crocus- 
like flowers,  usually  of  a  Idac  hue,  make  their 
ajspearance  in  September  and  October. 

Colchicum  is  a  poisonous  drug  long  known  to 
medicine.  It  has  been  subject  to  repeated  in- 
vestigation with  a  view  to  isolate  its  active  con- 
stituent or  constituents.  Among  earlier  in- 
quiries are  those  of  Melander  and  Moretti,  1810 
(BuU.  Pharm.  2,  217)  ;  Stoltze,  1818  (Berz.  J. 
19,  107  ;  20,  135)  ;  Pelletier  and  Caventou,  1820 
(Ann.  Chim.  Phys.  [2]  14,  69  ;  J.  Pharm.  dhim. 
6,  364) ;  Buchner,  1832  (Rep.  Pharm.  43,  376). 
Besides  substances  common  to  plants,  such  as 
starch,  gum,  cellulose,  sugar,  oQ,  resin,  &c.,  the 
older  'U'orkers  detected  a  bitter  extractive  pos- 
sessing physiological  activity,  and  PeUetier  and 
Caventou  regarded  it  as  containing  gallato  of 
veratrine.  Geiger  and  Hesse,  in  1833  ( Aimalcn,  7, 
274),  showed,  however,  that  the  liitter  alkaloidal 
compound,  which  they  describe  as  crystalline, 
has  proiJcrties  quite  distinct  from  veratrine,  and 
they  gave  it  the  name  colchicine.  It  is  faintly 
alkaline,  is  sparmgly  soluble  in  water,  but  dis- 
solves readily  in  alcohol  or  cliloroform,  the 
latter  extracting  it  from  its  aqueous  solution  ; 
the  dry  compound  strikes  a  deej)  violet  to  blue 
colour  with  concentrated  nitric  acid,  and  its 
aqueous  solution  is  precipitated  brown  by  tuic- 
ture  of  iodine,  yellow  by  platinum  cMoridc 
solution,  and  white  by  tannic  acid.  The  corm 
^  I  yields  less  than  0-1  p.c.  of  colchicine.  The 
.  '  subject  is  further  studied  by  Aschoff  (Arch, 
g  ,  Pharm.  [3]  89, 4) ;  Bley  {ibid.  [3]  89,  18) ;  Hiibsch- 
g  ,  mann  {ibid.  [3]  92,  330)  ;  and  Oberlin  (Ann. 
^  !  Chim.  Phys.  [.3]  1, 108).    The  last-mentioned  ob- 

0  j  server,  by  the  action  of  dilute  acids,  succeeded 
J  j  in  breaking  up  colchicine  into  a  new  alkaloid 
p  colchice'ine  and  other  jjroducts.  This  compound 
2    was  obtained  in  colourless  laminae  or  needles, 

1  sparingly  soluble  in  cold,  more  so  in  boiling 
'.     water,  readily  in   alcohol  or    cliloroform,  in- 

—  i  soluble  in  ether  or  benzene.    Full  directions  for 
^    extracting  colchicine  from  the  crude  drug,  and 
ftj  :  its  conversion  into  colchiceine  are  given  by 
Hertel  (Pharm.  Zeit.  1881,  245),  who  observes 
that  when  exposed  to  the  air,  colchiceine  gives 
off  ammonia  and  water,  and  is  converted  suc- 
cessively   into    Uyo   resins  :    « -  colchico-resiu 
^'ciHeo^^aOs  (•  )>  ^11'^  ^-colchico-resin  C'ajHjgNOjp 
(?).  These  resins  are  formed  in  the  oflicinal  wine 
of  colchicum,  but  are  not  indications  of  thera- 
I  peutical  deterioration,  for  they  possess  equal 
medicinal  value  with  the  alkaloid  from  which 
they  are  derived. 
I       Important  contributions  to  the  chemistiy  of 
I  colchicin  e  and  colchiceine  have  more  recently  been 


COLLOIDS. 


113 


made  by  Zeisel  (Monatsh.  4,  162  ;  7,  557  ;  9,  1  ; 
9,  865).  After  revie\\'ing  previous  work,  this 
observer  assigns  to  colchiciae  tlic  formula 
CooHjjNOj.  It  melts  at  about  145°  and  forms 
a  "characteristic  crystalline  comjiound  with 
chloroform  C. :.,H25N'Oe,20HCl3  (Houde,  Compt. 
rend.  98,  1442;  Zeisel,  ibid.  98,  1587). 
Colchicine  is  slightly  basic,  forming  a  gold 
salt  (C22Ho3NOe)HAuCl4.  Methyl  colchicine 
C2oH24MeN6„  has  also  been  obtained.  In  the 
conversion  of  colchicine  into  colcMce'ine  CHj-OH 
is  evolved,  and  the  new  alkaloid  has  the  com- 
position (C2iH23NOs)2,H20.  It  melts  at  139°- 
141°,  loses  its  water  of  crystallisation  at  140°- 
150°,  becoming  solid,  and  on  further  ajiplication 
of  heat  the  anhydrous  alkaloid  softens  at  161° 
and  melts  at  172°.  Colchicine  appears,  there- 
fore, to  be  a  methylcolcliiceine.  When  col- 
chicine is  treated  with  concentrated  hy  drochloric 
acid,  the  reaction  does  not  stop  with  the  forma- 
tion of  colchiciene  by  the  displacement  of  one 
methyl  group  ;  but  this  is  accompanied  by  that 
of  an  acetyl  radicle,  leaving  an  acid  C^jH^iNOj 
or  (CigH2oN03)COOH.  In  the  further  progress 
of  the  reaction,  this  compound  loses  another 
methyl  group,  giving  rise  to  a  second  acid 
(Ci;HiftN03)C00H,  and  finally  by  the  displace- 
ment of  two  additional  methyl  groups,  colchicinic 
acjrf{Ci5Hi4N03)COOH  is  obtained.  The  second 
acid  described  is  therefore  dimethyl  colchicinic 
acid,  and  the  first  acid  trimethyl  colchicinic  acid  ; 
whilst  colchiceinc  is  regarded  as  acetyl  trimethyl 
colchicinic  acid,  and  colchicine,  which  does  not 
possess  acid  properties,  as  the  methj'l  ester  of 
colchiceine.  Colchiceine  is  basic,  forming  the 
gold  salt  CjiHjgNOe-HAuCl.,,  but  it  is  also  acid, 
or  at  least  phenolic,  giving  rise  to  the  copper 
derivative  {C.^^K.-,J:iO^),X!,\x,5il  fi.  The  acid  j)ro- 
perty  of  colchiceine  is  further  apparent  in  the 
readiness  with  which  it  combines  with  alkalis. 
By  treatment  with  methyl  iodide  and  sodium 
methoxdde  colchiceine  may  be  converted  into 
colchicine. 

Colchicine  has  also  been  found  to  occur  in 
other  varieties  of  colchicum  (Albo,  Arch.  Sci. 
Phys.  Nat.  Geneva,  1901,  iv.  12,  222). 

Colchicum  is  a  favourite  remedy  in  the  1 
treatment  of  gout  and  rheumatism.    It  acts 
as  an  irritant  of  the  alimentary  canal  and  i 
kidneys,  being  a  purgative  and  diuretic,  and  in 
large  doses  these  symptoms  become  more  and  j 
more  violent  until  a  fatal  result  follows.  The 
action  is  cumulative  (Mairet  and  Combemerle, 
Compt.    rend.    104,    439,  515).  Post-mortem 
examination  of  the  stomach  contents  by  treat- 
ment with   alcohol,   and   purification   of  the 
extract  obtained  by  fresh  treatment  \\  ith  alcohol 
or  with  chloroform,  and  then  the  application  of 
the  nitric  acid  and  other  tests,  may  be  ado2jted 
in  cases  where  death  is  supposed  to  have  been  i 
caused  by  colchicum.    (Cf.  Dannenberg  (Arch. 
Pharm.  [31  8,  411  ;   10.  97),  and  Van  Geldern 
(ibid.  [3]  9,  32)  ;    Obolonski  (Zeitsch.  anal. 
Chem.  29,  493).) 

Pluckiger  (Pharm.  J.  [3]  7,  372)  recommends 
the  colour  reactions  \\hich  an  alcoholic  extract 
of  colchicum  corms  gives  with  mineral  acids  as  | 
a  delicate  means  of  detecting  those  acids.  (For 
detection  and  estimation  of  colchicum,  .see  also 
Kremel,  Zeitsch.  anal.  Chem.  29,  727) ;  Barillot  ! 
(Bull.  Soc.  chim.  [3]  11,  514)  ;    Prescott  and  \ 
Gordin  (Chem.  Zentr.  1900,  ii.  784).)     A.  S.  j 
Vol.  II.— T. 


COLCOTHAR.  The  reddish-browii  residue  of 
ferric  oxide  obtained  in  the  manufacture  of 
fuming  oil  iif  vitriol  from  iron  suljihate. 

COLEMANITE.  A  hydrated  calcium  borate 
()&.fi^Oy^,!iVLX),  containing  50-9  p.c.  boron 
trioxide.  It  is  found  in  California  at  Death 
Valley  in  Inyo  Co.,  and  the  Calico  district  in  San 
Bernardino  Co.  ;  and  although  not  discovered 
until  1882  and  1883,  is  now  of  some  importance 
as  a  material  for  the  j^reparation  of  borax  and 
boracic  acid.  Cavities  in  the  massive,  white 
}  material  are  lined  beautiful,  water-clear 

crystals  with  a  profusion  of  brilJiant  facets ; 
these  are  monoclinic,  with  a  perfect,  pearly 
cleavage  parallel  to  the  plane  of  symmetry. 
They  are  considerably  harder  (H.  4-4i)  than 
borax  ;  sp.gr.  2-42.  The  mineral  forms,  to- 
gether with  other  borates  and  borosilicates,  a 
bed  7  to  10  feet  in  thickness  in  sandstones  and 
clays. 

The  compact  minerals,  priceite  from  Oregon 
and  pandermite  from  Asia  Minor,  have  very 
nearly  the  same  composition,  and  they  may  be 
regarded  as  impure,  massive  varieties  of  eole- 
manite.    These  also  are  mined  as  borates. 

L.  J.  S. 

COLLIDINE  V.  Bone  oil. 
COLLIN.  A  j)reparation  made  by  heating  a 
solution  of  hide  powder  or  gelatin  with  caustic 
soda  and  neutralising  with  acetic  acid.  Used 
in  the  analysis  of  tannin  and  tanning  materials 
(Parker  and  Payne,  J.  Soc.  Chem.  Ind.  1904, 
648  ;  Wood  and  Trotman,  ibid.  1901,  1071). 
COLLODION  V.  Photography. 
COLLODION  COTTON  v.  Exilosives. 
COLLOIDS.  In  1801  Graham  pointed  out 
that  substances  which  crystallise  readily  from 
water  are  characterised  by  a  high  power  of 
diffusion  and  by  the  ability  to  pass  tlirough 
animal  or  vegetable  membranes  ;  substances, 
on  the  other  hand,  which  cannot  easily  be 
obtained  in  the  crystallised  condition  are 
characterised  by  a  low  power  of  diffusion  and 
by  inability  to  pass  through  animal  or  vegetable 
membranes.  Graham  termed  substances  of 
the  first  class,  such  as  sucrose  or  sodium  chloride, 
cry.'italloids ;  and  those  of  the  second  class,  such 
as  starch,  gum,  or  albumin,  colloids.  The 
separation  of  a  colloid  from  a  crystalloid  is 
effected  by  dialysis,  a  process  based  on  the  in- 
ability of  a  colloid  to  pass  through  parchment  or 
other  membrane. 

At  the  present  time,  the  term  '  colloid  '  is 
used  in  a  sense  somcAvhat  different  from  that  in 
which  Graham  employed  it,  and  is  to  be  inter- 
preted as  referring,  not  so  much  to  a  jiarticular 
class  of  substances,  as  to  a  condition  which  a 
large  number  of  chemical  compounds  may  be 
made  to  assume.  A  '  colloidal  solution,'  there- 
fore, is  not  necessarily  a  solution  of  a  colloid  (in 
Graham's  sense) ;  it  is  a  solution  the  properties 
of  which  are,  in  many  respects,  similar  to  those 
of,  say,  a  gum  arable  solution,  although  the 
dissolved  substance  may  be  quite  outside  the 
class  which  Graham  termed  '  colloids  ' ;  it  may 
be,  for  instance,  ferric  hj-droxide,  arsenious 
suli^hide,  or  platinum. 

Osmotic  projiertics  of  colloidal  solutions. — ■ 
1'he  osmotic  pressure  of  a  colloidal  solution  is 
extremely  low.  Aecortling  to  Duclaux,  for 
instance,  the  osmotic  pressure  of  an  8-86  p.c. 
ferric  hydroxide  solution  is  only  22-6  cm.  ot 
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water,  which,  is  about  equal  to  the  pressure 
given  by  a  solution  of  sucrose  containing  one- 
thirtieth  of  a  gram  in  100  grams  of  water.  It 
has,  indeed,  been  suggested  that  the  osmotic 
pressures  \^'hich  have  been  observed  for  colloidal 
solutions  are  due,  not  to  the  colloids  themselves, 
but  to  small  quantities  of  electrolytes  associated 
with  the  colloids.  While  it  is  certainly  true  that 
the  removal  of  the  last  traces  of  electrolytes  from 
a  colloidal  solution  is  no  easy  matter,  and  that 
electrolytes  are  extremely  active  material  from 
the  osmotic  point  of  vie«-,  still  the  most  recent 
investigations  indicate  that  colloidal  solutions 
do  possess  a  definite,  if  small,  osmotic  pressure. 
It  apjsears,  however,  that  the  osmotic  pressure 
of  a  colloidal  solution  is  not  completely  defined, 
as  is  that  of  a  crystaUoidal  solution,  by  concen- 
tration and  temperature.  Thus  Moore  and 
Roat  have  found  (Biochem.  J.  190G,  2,  34)  that 
the  osmotic  pressure  of  a  given  gelatin  solution 
at  a  given  temperature  dej)ends,  to  some  extent, 
on  its  previous  history,  while  Lillie  has  found 
(Amer.  J.  Physiol.  1907,  20, 127  ;  see  also  Bayliss, 
Proc.  Roy.  Soc.  B,  1907,  81,  269)  that  the  osmotic 
activity  exhibited  bj'  the  colloid  itself  is  modified 
by  the  presence  of  electrolytes  in  a  remarkable 
degree.  Concentration  and  temperature,  there- 
fore, are  not  the  only  factors  which  determine 
the  osmotic  pressure  of  a  colloidal  solution. 

The  depression  of  the  freezing-point  and  the 
elevation  of  the  boiling-point  of  water  by  a  dis- 
solved substance  are  quantitatively  related  to 
the  osmotic  pressure  of  the  solution,  and,  like  the 
latter,  may  be  made  the  basis  for  a  determination 
of  the  molecular  weight  of  the  solute.  The 
freezing-point  and  boiling-point  of  a  colloidal 
solution  are,  however,  very  slightly  different 
from  those  of  water  itself,  and  the  experimental 
error  of  the  determination  of  the  molecular 
\\  eight  of  the  colloid  by  this  method  is  relativelj' 
large.  In  view,  further,  of  the  fact  that  the 
osmotic  activity  of  a  colloid  depends  on  other 
factors  than  those  of  concentration  and  tem- 
perature, it  is  obvious  that  the  values  for  the 
molecular  weight  of  a  coUoid  deduced  from  its 
effect  on  the  freezing-point  or  boiling-point  of 
water  have  a  very  limited  significance.  Such 
values  have  reference  only  to  the  particular 
condition  of  the  colloid  at  the  time  of  the 
determination. 

Colloids  in  an  electric  field. — In  1892 
Linder  and  Picton  observed  (Chem.  Soc.  Trans. 
1892,  61,  148)  that  when  two  wires,  connected 
with  the  terminals  of  a  battery,  are  placed  in 
a  colloidal  solution  of  arsenious  sulphide,  this 
substance  is  attracted  by  the  positive  pole  and 
is  gradually  transported  thither.  Ferric  hy- 
droxide in  colloidal  solution  is,  on  the  other  hand, 
attracted  by  the  negative  pole.  It  appears, 
therefore,  that  the  particles  of  colloidal  arsenious 
sulphide  carry  a  negative  charge,  whilst  those  of 
colloidal  ferric  hydroxide  carry  a  positive  charge. 
Other  colloids  are  similarly  found  to  carry  a 
definite  charge  ;  thus  chromium  and  aluminium 
hydroxides,  methylene  blue,  Bismarck  brown 
and  haemoglobin,  are  electropositive  ;  tannin, 
caramel,  starch,  platinum,  gold,  and  indigo  are 
electronegative.  Very  significant  in  this  con- 
nection is'Hardy's  observation  (J.  Physiol.  1899, 
2t,  288),  that  protein  is  electronegative  in  an 
alkaline  medium,  but  electropositive  in  an  acid 
medium.    A  reversal  of  the  electric  charge  on  a 


coUoid  has  been  observed  in  other  cases  also 
(.see  Burton,  Phil.  Mag.  1906,  12,  472). 

Colloidal  solutions  and  suspensions. — The 
behaviour  of  substances  in  colloidal  solution, 
when  exposed  to  the  action  of  an  electric  force 
is  very  similar  to  the  behaviour  of  suspensions 
in  the  same  circumstances.  When  wires  con- 
nected with  the  terminals  of  a  battery  are 
immersed  in  susj)ension.s  of  quartz  powder,  gum 
mastic,  or  shellac,  the  suspended  particles  move 
towards  the  positive  pole.  These  are  facts 
which  suggest  a  close  relationship  between 
colloidal  solutions  on  the  one  hand,  and  mechani- 
cal suspensions  on  the  other.  This  view  is 
strongly  supported  by  various  other  lines  of 
evidence.  Thus  the  majority  of  colloidal  solu- 
tions exhibit  the  TyndaU  phenomenon,  i.e.  the 
opalescence  which  is  observed  when  a  powerful 
beam  of  light  is  passed  through  a  fluid  medium 
containing  definite  suspended  particles.  Further, 
the  ultramicroscope,  devised  by  Zsigmondy  and 
Siedentopf,  makes  it  possible  to  detect  the  in- 
dividual particles  in  colloidal  solutions,  even 
when  the  most  powerful  microscope  fails  to 
reveal  any  trace  of  heterogeneity.  There  are 
therefore  good  grounds  for  the  view  that  there 
is  a  close  relationship  between  colloidal  solutions 
and  mechanical  suspensions. 

There  are,  however,  cases  on  record  in  which 
colloidal  solutions,  even  when  examined  with 
the  ultramicroscope,  have  been  found  free  from 
distinct  particles.  On  the  other  hand,  evidence 
has  been  adduced  (Lobry  de  Bruyn,  Rec.  trav. 
chim.  1904,  23,  155,  218)  showing  that  solutions 
of  a  heavy  crystalloid,  such  as  sucrose,  are  non- 
homogeneous.  Hence  it  is  evidently  impossible 
to  draw  a  hard-and-fast  line  of  division  between 
colloidal  and  crj'stalloidal  solutions,  so  far  at 
least  as  the  size  of  the  solute  particles  is  con- 
cerned. The  smallest  particle  that  can  be 
detected  with  the  ultramicroscope  under  the 
most  favourable  conditions  is  about  5x  lO""  mm. 
in  diameter,  and  it  is  estimated  that  the  size  of 
an  ethyl  alcohol  molecule  is  0-4xl0~"  mm,  so 
that  in  any  case  the  interval  between  the  region 
of  colloidal  solutions  and  that  of  average 
crystaUoidal  solutions  is  not  great.  So  far  as 
the  size  of  the  individual  particle  is  concerned, 
colloidal  solutions  are  intermediate  between 
mechanical  suspensions  on  the  one  hand  and 
crystaUoidal  solutions  on  the  other,  but  the 
inadvisabUity  of  regarding  these  three  classes  as 
absolutely  distinct  is  clearly  indicated  by  the 
fact  that  it  is  possible  to  prepare  solutions  of  one 
and  the  same  substance  of  various  degrees  of 
heterogeneity.  Linder  and  Picton  were  able  to 
prepare  different  '  grades  '  of  arsenious  sulphide 
solution ;  and  in  deciding  whether  a  given  solu- 
tion of  arsenious  sulphide  is  a  colloidal  solution 
or  merely  a  mechanical  susjjension,  the  verdict 
will  depend  on  the  criterion  of  heterogeneity 
which  is  employed. 

The  particles  which  are  detected  in  a  colloidal 
solution  with  the  help  of  the  ultramicroscope 
are  seen  to  be  in  a  state  of  constant  motion — a 
phenomenon  essentially  the  same  as  the  Brownian 
movement  exhibited  by  gamboge  or  fat  par- 
ticles suspended  in  water.  The  finer  the  par- 
ticles the  more  rapid  is  thek  movement,  and  a 
study  of  the  relationship  between  the  size  of  the 
particle  and  its  rate  of  movement  has  led  to  a 
calculation  of  the  rate  at  which  a  particle  of 
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molecular  size  would  move.  The  value  so 
calculated  is  in  good  agreement  with  the  value 
deduced  from  the  Icmetic  theory,  and  this  agree- 
ment is  regarded  as  amounting  to  a  definite 
proof  of  the  kmetic  nature  of  heat. 

Separation  of  colloids  from  their  solutions. — ■ 
Substances  in  colloidal  solution  pass  through 
the  finest  filter  paper,  but  if  the  close  relation- 
ship between  mechanical  suspensions  and 
colloidal  solutions  is  borne  in  mind,  it  will  be 
seen  that  the  question  whether  filtration  can  be 
effected  in  the  latter  case  as  in  the  former  re- 
duces itself  to  the  question  whether  filters  with 
sufficiently  small  pores  can  bo  procured.  Tlie 
most  successful  attempts  that  have  been  made 
to  solve  this  problem  depend  on  the  impregna- 
tion of  a  suitable  .supporting  medium  with  a 
colloid  such  as  gelatin  or  collodion.  Filter 
paper,  for  instance,  may  be  soal-ted  in  gelatin 
solution  and  then  hardened  with  formaldehj'de, 
or  impregnated  with  a  solution  of  collodion  in 
glacial  acetic  acid  and  then  dipped  in  water. 
As  the  concentration  of  the  impregnating 
gelatin  solution  is  increased,  the  permeability  of 
the  filter  to  colloids  diminishes,  so  that  a  series 
of  graded  filters  can  be  prepared  which  may  be 
employed  to  sort  out  a  number  of  coUoidal 
solutions,  according  to  the  size  of  particles  they 
contam  {sec  Eechhold,  Zeitsch.  physikal.  Chem, 
1907,  60,  257).  It  is  noteworthy  that  these 
'  ultra-filters,'  as  they  are  called,  may  be  em- 
ployed to  separate  oil-water  emulsions  (see 
Hatschek,  J.  Soc.  Chem.  Ind.  1910,  29,  125). 

Another  method  of  separating  a  colloid  from 
its  solution  is  to  precipitate  the  colloid  and  then 
filter  off  in  the  ordinary  way.  It  is  found  that 
in  relation  to  precipitating  or  coagulating  agents, 
the  substances  which  form  colloidal  solutions 
may  be  divided  mto  two  classes — the  one  class 
resemblmg  suspensions,  the  other  behaving 
more  like  crystalloid  substances.  The  colloids 
belonging  to  the  first  class  are  known  as  '  sus- 
pension colloids,'  and  they  give  non-viscous 
solutions  which  are  coagulated  by  small  quan- 
tities of  electrolytes  ;  these  colloids  are  known 
also  as  '  non-reversible,'  for  when  once  they  have 
been  separated  they  do  not  again  pass  into 
solution  by  mere  contact  with  water ;  theii' 
solutions  can  be  obtained  only  by  indirect 
methods.  The  colloids  belonging  to  the  second 
class  are  known  as  '  emulsion  colloids,'  and  they 
give  viscous  solutions  which  are  not  readily 
coagulated  by  electrolytes  ;  they  are  also 
termed  '  reversible  '  colloids,  becau.se,  even  if 
separated  from  solution  by  any  means,  they  will 
again  pass  uito  solution  on  mere  contact  with 
water. 

The  coagulation  of  suspension  colloids,  such 
as  arsenious  sulphide  or  ferric  hydroxide,  is 
brought  about  by  extremely  small  quantities  of 
electrolytes.  When  experiments  are  made  to 
determine  the  minimum  concentration  of  various 
electrolytes  required  to  precipitate  colloidal 
arsenious  sulphide,  it  is  found  that  this  mini- 
mum concentration  is  of  the  same  order  for  aU 
salts  containing  cations  of  equal  valency  ;  the 
higher  the  valency  of  the  cation,  the  smaller  is 
the  concentration  of  the  electrolyte  required  to 
bring  about  coagulation.  In  relation  to  colloidal 
ferric  hydroxide,  on  the  other  hand,  the  coagu- 
lating power  of  a  salt  is  mainly  determined\y 
the  valency  of  the  negative  ion  ;  the  valency  of 


the  cation  is  relatively  unimportant.  The  con- 
trast in  this  respect  between  colloidal  arsenious 
sulphide  and  colloidal  ferric  hydroxide  is  very 
interesting  in  view  of  the  fact  that  the  colloid 
particles  of  arsenious  sulphide  are  negatively 
charged,  whUe  those  of  ferric  hydi'oxide  are 
positively  charged.  The  full  signiheance  of  this 
was  first  emphasised  by  Hardy  (Zeitsch.  physi- 
kal. Chem.  1900,  33,  385),  who  formulated  the 
rule  that  the  ion  of  an  electrolyte  which  deter- 
mines the  coagulation  of  a  colloidal  solution  is 
the  one  which  has  a  charge  opposite  in  sign  to 
that  on  the  colloid  particles.  The  validity  of 
this  rule  lias  been  extensively  confirmed.  The 
'  coaguhiui '  or  '  hydrogel '  obtained  when  a 
solution  of  a  suspension  colloid  is  precipitated 
by  a  salt  contains  some  of  the  acidic  or  basic 
part  of  the  salt.  Thus  the  coagulum  obtained 
when  colloidal  arsenious  sulphide  is  precipitated 
with  barium  chloride,  is  found  to  contain 
barium,  and  m  proportion  as  the  coagulum  re- 
tains barium,  the  filtrate  becomes  acid.  The 
barium  cannot  be  removed  by  continued  wash- 
ing with  water,  but  may  be  replaced  by  an 
equivalent  quantity  of  another  metal  by  digest- 
ing the  coagulum  with  a  solution  of  the  chloride 
of  this  metal. 

If,  as  suggested  by  the  facts  just  mentioned, 
the  coagulation  of  a  suspension  colloid  by  a  salt 
is  essentially  a  neutralisation  of  electric  charges, 
it  niay  be  expected  that  colloids  of  opposite 
electrical  sign  wQl  precipitate  each  other.  In 
harmony  with  this,  it  is  found  that  while  no 
coagulation  occurs  when  colloidal  solutions 
r  hydrosols ')  of  the  same  electrical  sign  are 
mixed,  precipitation  immediately  follows  the 
adilition  of  the  solution  of  a  positive  colloid  to 
the  solution  of  a  negative  colloid,  unless  one  of 
the  colloids  is  in  very  large  excess.  For  a 
certam  proportion  of  the  coUoids,  the  precipita- 
tion of  both  is  complete,  but  as  the  quantities 
deviate  from  this  optimal  ratio,  precipitation  is 
increasingly  incomplete.  The  precipitation  of 
egg  albumin  by  solutions  of  various  complex 
acids — c.(j.  molybdic,  tungstic,  and  tannic  acids 
— furnishes  an  example  of  the  mutual  coagula- 
tion of  two  colloids.  Metaphosj)horic  acid,  too, 
forms  a  pseudo-solution  or  hydrosol  which 
precipitates  albumin,  while  the  crystaUoidal 
orthophosphoric  acid  has  no  such  effect. 

The  sei)aration  of  emulsion  colloids,  such  as 
serum  protein,  from  their  solutions,  may  also  be 
effected  by  the  addition  of  electrolytes,  but  the 
process  is  essentially  distinct  from  the  corre- 
sponding precipitation  of  suspension  colloids ; 
it  is  not  electrical  in  character.  When  a  number 
of  alkali  salts  are  arranged  according  to  their 
efficiency  in  precipitating  emulsion  colloids,  the 
order  is  practically  the  same  as  when  they  are 
arranged  according  to  theu'  efficiency  in  salting 
out  an  organic  compound  from  water,  or  accord- 
ing to  their  power  of  lowering  the  solubility  of 
gases  in  water.  The  precipitation  of  emulsion 
or  reversible  colloids  by  neutral  aUcali  salts 
appears,  therefore,  to  be  closely  allied  to  the 
process  of  '  salting  out,'  and  this  result  of  itself 
shows  that  solutions  of  reversible  colloids 
approximate  more  closely  to  true  solutions  than 
do  solutions  of  suspension  colloids. 

Not  only  are  emulsion  colloids  themselves 
very  slightly  sensitive  to  electrolytes,  but  in 
presence  of  an  emulsion  colloid  the  precipitation 
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of  a  suspension  colloid  by  salts  is  more  or 
less  inhibited.  This  is  not  due  to  an  increase  in 
the  viscosity  of  the  medium  and  consequent 
increase  of  resistance  to  sedimentation,  for  the 
protective  effect  is  exhibited  by  quantities  of 
the  reversible  colloid  insufBcient  to  cause  any 
appreciable  change  in  viscosity.  It  is  probable 
that  the  emulsion  colloid  forms  a  thui  envelope 
round  each  particle  of  the  suspension  colloid  and 
so  prevents  the  aggregation  and  subsequent 
flocculation  of  the  particles. 

Adsorption. — Reference  has  already  been 
made  to  a  difference  of  electrical  potential  as 
determining  in  some  cases  the  relation  between 
a  coUoid  and  its  environment.  There  is,  how- 
ever, another  factor  which  must  be  taken  into 
account  in  the  consideration  of  this  question, 
and  that  is  the  relatively  enormous  surface  of 
contact  between  the  coUoid  and  the  surrounding 
medium.  The  evidence  sketched  in  the  fore- 
going paragraphs  shows  that  a  colloidal  solution 
is  really  a  two-phase  system,  consisting  of  a 
fluid  medium  in  which  are  distinct  suspended 
particles  of  extremely  smaU  size.  Now,  it  is 
obvious  that  as  a  given  quantity  of  matter  is 
divided  up  more  and  more  finely,  its  surface 
area  increases  regularly.  The  surface  area,  for 
instance,  of  a  smgle  sphere  with  a  diameter  of 
1  mm.  is  0-0314  sq.  cm.  ;  if  the  matter  com- 
posing this  sphere  were  broken  up  mto  a  number 
of  smaller  spheres,  each  0-0001  mm.  in  diameter, 
the  total  surface  area  of  the  spheres  would  be 
314  sq.  cm.  It  is  evident,  therefore,  that  in  a 
colloidal  solution  with  its  fine  suspended  par- 
ticles, there  must  be  relatively  a  very  large 
surface  of  contact  between  the  coUoid  and  its 
medium. 

On  the  basis  of  the  two-phase  character  of 
colloidal  solutions  and  the  large  surface  develop- 
ment of  the  coUoid  phase,  the  relation  of  colloids 
to  each  other  and  to  various  solid  and  dissolved 
substances  may  be  regarded  as  being  essentiaUy 
of  the  nature  of  '  adsorption.'  This  term  is  used 
in  reference  to  the  observation  that  when  a 
substance  is  introduced  into  a  two-phase 
system,  and  provision  is  made  for  its  distribu- 
tion throughout  the  system,  it  is  frequently 
found  concentrated  at  the  surface  of  one  of  the 
phases.  The  nature  of  this  phenomenon  wiU 
perhaps  be  best  appreciated  by  contrasting  it 
with  cases  in  which  the  substance  is  distributed 
uniformly  in  each  phase  of  the  two-phase 
system.  When  iodine  is  shaken  up  with  two 
immiscible  liquids,  such  as  water  and  carbon 
tetrachloride,  a  state  of  equUibrium  is  soon 
reached  at  which  the  concentration  of  the 
iodine  is  uniform  throughout  the  aqueous 
phase,  uniform  also  (but  different)  throughout 
the  carbon  tetrachloride  phase.  If  is  the 
concentration  of  iodine  in  the  aqueous  layer, 
and  its  concentration  in  the  carbon  tetra- 
chloride layer,  then  c^/Cj^,  the  '  partition  co- 
efficient,' is  found  to  be  a  constant,  mdependent 
of  the  absolute  values  of  Cj  and  Cj.  This  is  a 
rule  applicable  to  the  distribution  of  any  sub- 
stance between  two  immiscible  liquids,  pro- 
vided the  molecular  condition  of  the  substance 
is  the  same  in  each  liquid.  If,  on  the  other  hand, 
the  molecular  weight  of  the  substance  in  the  first 
liquid  is  n  times  its  molecular  weight  in  the 
second  liquid,  then  c^'/c^  is  a  constant,  indepen- 
dent of  the  absolute  values  of    and  Cj.    If,  con- 


versely, the  distribution  of  a  substance  between 
two  liquids  at  various  concentrations  has  been 
found  to  be  such  that  Cg'  /Cj  is  a  constant,  the 
conclusion  may  be  drawn  that  the  molecular 
weight  of  the  substance  in  the  first  liquid  is  n 
times  its  molecular  weight  in  the  second  liquid. 

The  distribution  of  a  substance  in  a  two- 
phase  system  which  consists,  not  of  two  im- 
miscible liquids,  b>it  of  a  solid  and  a  liquid,  is 
generaUy  quite  different  in  character.  When, 
for  instance,  acetic  acid  solutions  of  various  con- 
centrations are  shaken  up  with  carbon,  a  state 
of  equUibrium  is  rapidly  attained,  and  it  is  found 
that  some  of  the  acetic  acid  has  been  taken  up 
by  the  carbon.  If  and  represent  the 
equUibrium  concentrations  of  the  acetic  acid  in 
the  solid  and  the  liquid  phase  respectively,  then 

the  experiments  show  that  c/  f ,  is  a  constant. 
According  to  the  foregoing  paragraph,  this  would 
mean,  on  the  assumption  of  a  unUorm  dis- 
tribution of  the  acetic  acid  throughout  the 
carbon,  that  the  molecular  weight  of  acetic  acid 
in  the  carbon  must  be  less  than  half  what  it  is 
in  water.  This  conclusion  must  obviously  be 
rejected,  and  the  assumption  of  a  uniform  distri- 
bution of  the  acetic  acid  throughout  the  carbon 
is  incorrect.  The  acetic  acid  must  be  concen- 
trated at  the  surface  of  the  carbon,  a  view 
supported  by  the  rapidity  with  which  equili- 
brium is  established.  The  ocetic  acid  is  said  to 
be  '  adsorbed  '  by  the  carbon,  and  the  pheno- 
menon is  termed  '  adsorption.' 

The  distribution  of  a  substance  in  a  two- 
phase  system  where  one  of  the  phases  is  a  solid 
with  largely  developed  surface,  is  generally  found 
to  consist  in  an  adsorption  equUibrium.  This 
is  indicated,  qualitatively,  by  the  concentration 
of  the  substance  in  the  solid  phase  increasuig 
more  slowly  than  its  concentration  m  the  liquid 
phase,  and  quantitatively  by  the  validity  of  the 

formula  c,  "/c,= constant.  In  this  way  it  has  been 
•shown,  to  quote  one  or  two  examples,  that  the 
taking  up  of  gases  by  charcoal,  the  removal  of 
arsenious  acid  from  solution  by  freshly  precipi- 
tated ferric  hydroxide,  and  the  dyeing  of  sUk 
with  picric  acid  and  numerous  other  colouring 
matters,  are  aU  cases  of  adsorption.  The  com- 
plexes formed,  although  not  due  to  chemical 
combination  in  the  strict  sense,  and  although 
lacking  the  characteristics  associated  with  a 
definite  chemical  substance,  are  frequently  re- 
ferred to  as  'adsorption  compounds.'  As  van 
Bemmelen  especially  has  shown,  coUoids  in  the 
form  of  hydrogels  have  a  very  marked  power  of 
adsorbing  other  coUoids,  crystaUoids  and  water, 
and  evidence  is  accumulating  in  favour  of  the 
view  that  the  behaviour  of  coUoids  in  solution 
towards  other  substances  is  also  to  be  inter- 
preted in  terms  of  adsorption. 

The  question  may  be  asked :  Is  there  any 
physical  reason  for  the  concentration  of  a  sub- 
stance at  the  surface  of  one  of  the  phases  in  a 
two-phase  system,  such  as  a  coUoidal  solution 
undoubtedly  is  ?  The  answer  is  that  if  surface 
tension  considerations  only  are  taken  into 
account,  then  it  foUows  on  thermodynamical 
grounds  that  the  most  stable  relation  between 
the  two  j)hases  of  a  colloidal  solution  is  the  one 
characterised  by  a  minimum  surface  tension. 
Hence  if  the  substance  present  in  the  solution 
lowers  the  surface  tension  of  the  solvent,  that 
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substance  will  accumulate  in  the  surface  layer 
ol  tlie  solution.  That  such  spontaneous  ac- 
cumulations may  occur  in  the  surfacs  layers  of 
solutions  has  been  shown  by  Ramsilen  (Proc. 
Roy.  Soc.  A,  1903,  72,  15(5),  who  observed  the 
formation  of  solid  or  hia;hly  viscous  coatings  on 
the  free  surfaces  of  protein  and  many  other 
coUoidal  solutions. 

Bearing  of  colloid  ciiemisti'jj  on  lechnical 
proUems. — The  role  played  by  colloids  in  the 
operations  of  applied  chemistry  is  of  great  im- 
portance. In  the  manufacture  of  starch,  cellu- 
lose, glue,  leather,  caoutchouc,  artificial  silk, 
paper,  and  photographic  plates,  colloids  are 
involved,  and  a  knowledge  of  the  general 
behaviour  of  colloids  throws  much  light  on  these 
and  other  industrial  operations.  Many  dyes 
give  colloidal  solutions,  and  dyeing,  in  a  large 
number  of  cases  at  any  I'ate,  depends  on  the 
adsorption  of  the  colouring  matter  by  the  fibre. 
The  relation  between  hide  and  tannin  appears 
to  be  of  the  same  description,  and  the  investiga- 
tion of  the  tanning  process  from  this  point  of 
view  shows  the  definite  bearing  which  colloid 
and  adsorption  phenomena  have  on  this  opera- 
tion. The  problem  of  sewage  disposal  also  is 
closely  related  to  colloid  chemistry,  and  it  has 
been  found  practicable  to  retain  the  colloids  of 
the  sewage  in  the  form  of  adsorption  compounds. 
The  tints  of  coloured  glasses  are  frequently  due 
to  the  presence  of  metals  in  the  colloidal  .state. 
This  is  notably  the  case  with  gold  ruby  glass, 
which  owes  its  colour  to  the  pre.sence  of  ultra- 
microscopic  particles  of  the  metal.  Colloid 
chemistry  has  an  important  bearing,  too,  on 
agricultural  chemistry.  Many  of  the  properties 
of  soils — for  example,  permeability,  absorptive 
power,  and  moisture  content — depend  more  on 
the  size  of  the  constituent  particles  than  on  their 
chemical  composition.  The  retention  by  the 
soU  particles  of  materials  of  nutritive  value  for 
plants  is  closely  related  to  the  phenomenon  of 
adsorption  already  discussed.  Colloids  are  of 
importance  further  in  connection  with  the 
pottery  trade.  Highly  plastic  clays  behave  like 
colloids,  and  the  treatment  of  clay  with  a  colloid, 
such  as  tannin,  notaljly  increases  the  plasticity 
of  the  material. 

Reference  has  been  made  above  to  the  pro- 
tective action  of  emulsion  coUoids,  and  this 
phenomenon  is  of  frequent  occurrence.  The 
presence  of  such  colloids,  generally  and  vaguely 
referred  to  as  '  organic  matter,'  may  altogether 
prevent  the  flocculation  and  precipitation  of 
insoluble  compounds.  In  presence  of  gelatin, 
for  example,  silver  nitrate  gives  with  sodium 
chloride  only  an  opalescence  which  is  not  altered 
by  filtration.  This  is  a  fact  of  the  greatest  im- 
portance in  connection  with  photographic 
emulsions.  Closely  related  to  this  phenomenon 
is  the  use  of  glues  and  gums  as  retarders  in  the 
setting  of  plaster  of  Paris,  and  the  inclusion  of 
such  materials  in  mixtures  which  have  for  their 
object  the  prevention  of  scale  in  boUers.  De- 
tailed references  to  the  bearing  of  coUoid 
chemistry  on  technical  problems  will  be  found 
in  a  monograph.  Die  Bedeutung  der  KoUoirle 
fUr  die  Technilt  (Dresden,  1909),  by  K.  Arndt, 
and  in  a  paper  on  Colloid  Chemistry  and  some  of 
its  Technical  Aspects,  bv  J.  Alexander  (J.  Soc. 
Chem.  Ind.  1909,  28,  280).  J.  C.  P. 
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COLOCYNTH.  Bitirr  appU.  (C  'olo'iHiiilr, 
Fr.  ;   Koldf/inn/iic,  Ger. ) 

The  fruit,  peeled,  dried,  and  freed  from  seeds, 
of  the  Cilrullus  Colocynthi.t  (Schrader),  a  climb- 
ing plant  of  the  gourd  family,  inhabiting  the 
warm  dry  tlistricts  of  the  Old  World — India, 
Persia,  Arabia,  S.\Tia,  and  the  Afi-ican  and  Euro- 
pean shores  of  the  Mediterranean.  {(J,J.  Eentl 
a.  Trim.  114.) 

Colocynth  was  well  known  to  Greek,  Roman, 
and  Arabian  medicine,  and  in  the  form  of  solid 
extract  enters  into  many  of  the  purgative  pills 
of  modern  pharmacy.  It  was  clieuiically  exa- 
mined early  in  the  last  century,  amongst  others  by 
Braconnot  (Journ.  de  Phys.'84,  338) ;  Vauquelin 
(.J.  Pharm.  Chim.  10,  410) ;  Herberger  (Rep 
Pharm.  3.5,  368) :  Bostick  (Pharm.  J.'lO,  289)  ; 
and  Meissner  (Pereira,  Mat.  Med.  3rd  ed.  2,  1737). 
It  was,  however,  Walz,  in  18.58,  who  first  isolated 
an  active  constit  'Uetit,  coloc //)ifJiiti^  from  tlic  dnu'" 
(Arch.  Pharm.  96,  241  ;  99,  338  ;  J.  1858,  531 1 
1861,  757).  The  alcoholic  extract  is  treated 
with  water,  the  aqueous  solution  precipitated 
by  lead  acetate  and  sub-acetate,  and  the  clear 
liquid  thus  obtained,  after  being  freed  from  load 
by  sulphuretted  hydrogen,  is  precipitated  by 
tannic  acid.  The  preci))itate  dissolved  in 
alcohol  is  freed  from  tannic  acid  by  treatment 
with  Isasic  lead  acetate,  and  the  crude  colo- 
cynthin  thus  obtamed  is  finally  purified  by 
washing  'i\ith  ether.  (Cf.  Leb'ourdais,  Ami. 
Chim.  Phys.  [31  24,  58)  and  Henke  Arch. 
Pharm.  221,  200.) 

ColocjTithin  is  a  sticliy  mass,  brittle  when 
dry  (Henke),  is  indistinctly  cry.stalline  (Walz). 
It  has  an  intensely  bitter  taste,  and  acts  as  a 
drastic  purgative.  Walz  assigns  to  it  the 
formula  Cr.eHgjO,,.  Water  and  alcohol  dissolve 
it,  but  it  is  insoluble  in  ether,  chloroform,  and 
most  other  solvents.  Yield  from  the  drug  0-6 
p.c.  (Henke).  The  aqueous  extract  reduces 
Fehling's  solution.  With  concentrated  acids, 
colocynthin  gives  colour  reactions  :  with  sul- 
phuric acid,  deep  red  ;  nitric  acid,  bright  red  ; 
hydrochloric  acid,  bright  yellow.  According 
to  Walz,  colocjiathin  is  a  glucoside  breaking 
up  by  treatment  with  dilute  acids  into  glu- 
cose and  a  resinous  product  colocynthcln. 
Johannson  (Zeitsch.  anal.  Chem.  24,  154)  also 
states  that  colocynthin,  heated  with  diluto 
sulphuric  acid,  yields  colocynthein  together  with 
elaterin  and  bryonin,  and  he  describes  colour 
reactions  by  which  these  products  may  be  dis- 
tinguished. Walz  also  obtained  from  the 
alcoholic  extract  of  colocynth  a  crystalline  sub- 
stance, insoluble  in  water  \mt  soluble  in  ether, 
which  ho  named  coloc)/ntJiitin. 

Naylor  and  Chappel  (Pluirm.  J.  79,  117) 
have  prepared  from  the  fruit  of  Cucumis  lrigoiiu.<! 
(Roxb.  )  or  pseudo-coloc_vnth,  a  plant  mdigenous 
to  India,  a  principle  identical  with  or  nearly 
j  related  to  colocynthin  from  Citrullus  Colo- 
\  cijnthis,  and  find  that  on  hydrolysis  it  yields, 
amongst  other  products,  colocynthein,  elaterin, 
and  dextrose.  The  same  authors,  by  a  modifica- 
tion of  Henke's  method,  obtained  colocynthin 
from  Citrullus  Colocynthis  in  a  crj'.stalline 
form. 

Power  and  Moore  (Chem.  Soc.  Trans.  97. 
99)  have  cast  doubt  on  the  existence  of  the 
eolocj'nthin  and  colocynthitin  of  previous  in- 
vestigators.   In  their  research  the  pulp  of  the 
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fruit  was  examined  separately  from  the  seeds, 
and  the  following  substances  were  isolated : 
citrullol,  a  dihyckic  alcohol  C.,.,H3„0o(0H).,, 
m.p.  2S5°-290°,  yielding  a  dia'cetyl  deriva"- 
tive,  melting  at  167° ;  an  amorphous  alka- 
loidal  substance  possessing  an  extremely  bitter 
taste  and  representing  one  of  the  purgative 
principles  of  the  fruit ;  a-elaterin  {see  Ela- 
TEKIUM)  ;  a  small  amount  of  hentriacontane 
GjiHgj,  m.p.  68° ;  a  phytosterol  G27H4|,0  ;  and 
a  mixture  of  fatty  acids.  The  seeds,  which 
represent  75-5  p.c.  of  the  peeled  fruit,  were  found 
to  contain  traces  of  an  alkaloidal  principle,  a 
small  amount  of  an  enzyme  hydrolysing  /3- 
glucosides,  and  fatty  oil.  The  proportion  of 
glucosidal  substance  in  the  fruit  is  found  to  be 
very  small.  The  purgative  action  depends 
on  at  least  two  compounds,  one  of  which  is 
alkaloidal.  After  removal  of  the  alkaloidal 
compound,  the  fruit  still  possesses  marked 
purgative  properties,  but  the  substance  to  which 
these  are  due  has  not  yet  been  obtained  in  a 
definite  form. 

It  has  been  sometimes  required  to  search  for 
colocvnth  in  beer  (v.  Dragendorli,  Chem.  Zentr. 
1881,'  285,  299).  A.  S. 

COLOGNE  YELLOW  v.  Chromium. 

COLOPHON  V.  Oleo-resins. 

COLOPHONY  V.  Resins. 

COLOPTENE  V.  Resins. 

COLORIMETERS,  CHROMOMETERS,  or 
CHROMATOMETERS.  Under  this  heading  are 
included  those  instruments  {colorimeters)  which 
are  used  for  determining  the  relative  intensity  of 
colour  in  solutions,  and  those  (cliromatometers., 
tintometers)  which  are  used  to  obtain  a  numerical 
record  of  the  hue  and  intensity  of  a  colour. 

Colorimetrio  measurements  depend  on  ob- 
taining equal  intensity  of  colour  in  two  columns 
of  liquid,  one  of  which  contains  a  known  amount 
of  the  substance  to  be  estimated.  This  can  be 
done  either  (a)  by  varying  the  concentration  of 
one  liquid,  keeping  the  lengths  of  columns  equal, 
or  (6)  by  altering  the  length  of  one  column, 
keeping  the  concentration  the  same. 

The  first  method  is  used  in  Nessler's  test,  in 
Eggertz'  method  of  estimating  carbon  in  steel, 
and  in  the  simple  colorimeter  of  the  U.S. 
Geological  Survey  (Bulletin  422).  It  is  ap- 
plicable to  all  colorimetric  measurements.  The 
second  principle  is  adopted  in  most  cases 
because  it  allows  the  repeated  use  of  the  standard 
solution  and  facilitates  rapid  work.  In  certain 
cases,  however,  e.g.  in  comparing  manganese 
solutions,  this  method  fails,  as  varying  the  length 
of  column  changes  the  hue  as  well  as  the  intensity 
of  the  colour. 

The  standard  used  may  be  of  the  same  com- 
position as  the  liquid  under  examination,  or 
may  be  made  of  any  suitable  materials,  but  its 
colour  must  be  identical  in  quality  with  that  of 
the  liquid  tested,  and  its  value  per  unit  volume 
in  terms  of  the  substance  estimated  must  be 
accurately  known.  Thus  the  permanent  stan- 
dards used  in  the  estimation  of  combined  carbon 
in  steel  are  generally  made  of  mixed  solutions  of 
metallic  salts,  and  in  the  estimation  of  ammonia 
in  water  a  solution  coloured  with  caramel  and  a 
little  aniline  red  has  been  used  (Leeds,  Chem. 
News,  37,  229). 

Equality  of  tint  having  been  obtained,  the 
lengths  of  the  columns  are  noted,  and  the  com- 


parison is  repeated,  using,  preferably,  a  different 
length  of  column  of  the  standard. 

The  relative  strength  of  the  solutions  varies 
inversely  as  the  lengths  of  the  columns,  so  that 
if  1  c.c.  of  the  standard  solution  correspond 
with  X  parts  by  weight  of  the  substance  esti- 
mated, the  weight  of  that  substance  in  1  c.c.  of 
the  test  solution  will  be 
length  of  column  of  standard  solution  X  x 
length  of  column  of  test  solution 
If  the  strength  of  the  standard  diifer  by  more 
than  10  p.c.  from  that  of  the  test  liquid,  it  is 
advisable  to  dilute  one  or  other  before  com- 
parison. 

For  the  examination  of  precipitates,  a  solu- 
tion of  considerable  suspensory  power  is  prepared 
by  dissolving  100  grams  of  gelatine,  100  grams 
glacial  acetic  acid,  and  1  gram  of  salicjdio  acid 
(to  prevent  decomposition  of  the  gelatine  by 
keeping)  in  1  litre  of  distilled  water. 

The  solution  is  clarified  with  white  of  egg 
and  filtered  hot.  For  estimation  of  sulphuric 
acid,  this  solution  is  charged  with  barium  chlor- 
ide, and  is  added  to  a  weak  standard  solution 
of  sulphuric  acid  or  a  sulphate  and  to  the  solu- 
tion to  be  tested,  the  two  turbid  liquids  being 
then  compared  as  above.  By  the  use  of  other 
reagents,  lime,  zinc,  and  a  large  number  of  other 
substances  may  be  estimated. 

A  useful  colorimeter  for  general  purposes, 
devised  by  MUls,  is  sho'wn  in 
Fig.  1.  It  consists  of  a  glass 
jar  closed  above  by  a  cap  of 
which  the  length  is  sufficient 
to  cover  the  top  of  the  liquid. 
The  cap  is  perforated  in  the 
middle  and  carrie.=  a  short 
tube  in  which  slides  a  glass 
rod  bent  as  sho\vn,  and  sup- 
porting, exactly  at  right  angles 
to  the  axis  of  the  jar,  a  flat 
circular  opaque  white  disc. 
In  the  bottom  of  the  jar  are 
laid,  one  above  another,  a  red 
and  a  green  glass  disc  which 
form  a  black  background  to 
the  white  disc.  When  ex- 
amining solutions  of  certain 
colours,  a  background  of  a 
colour  other  than  black  may 
be  advantageous,  and  the 
white  disc  itself  may  be 
covered  by  a  coloured  plate. 
The  white  disc  is  lowered  to 
the  bottom  of  the  jar  by 
moving  its  rod,  and  the  jar  is 
filled  to  exactly  100  divisions 
with  a  standard  liquid. 

The  white  disc  is  raised 
until,  on  looking  vertically 
down  through  the  liquid  at 
the  disc,  the  depth  of  tint 
appears  suitable.  A  second 
apparatus  is  then  filled  to  100  divisions  with  the 
liquid  to  be  tested,  and  its  disc  is  adjusted  until 
the  colours  of  the  columns  of  liquid  in  the  two 
jars  appear  of  equal  intensity. 

By  placing  on  the  white  disc  a  small,  black, 
hemispherical  button,  this  instrument  may  be 
used  for  determining  the  strength  of  turbid 
solutions,  such  as  milk,  or  for  ascertaining  the 
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amount  of  a  precipitate  suspended  in  a  liquid. 
Milk  is  diluted  before  examination  with  99  parts 
of  water,  and  is  compared  with  a  similarly  diluted 
milk  of  kno\s  n  quality,  the  disc  with  the  ljutton 
l)eing-  adjusted  in  each  tube  as  above  until  just 
invisible. 

The  slight  alteration  in  the  level  of  the  liquid 
caused  by  the  varying  length  of  the  sliding  tube 
contained  in  the  liquid  when  adjusting  the 
height  of  the  ^\'hite  disc  is  found  by  experiment, 
and  a  correction  must  be  introduced  into  the 
calculation  for  variations  of  more  than  two  or 
three  divisions. 

A  very  useful  colorimeter,  especially  designed 
for  the  estimation  of  carbon  in  steel,  but  of 
course  available  for  other  purposes,  has  been 
introduced  by  Stead  (Proc.  Iron  and  Steel  Inst. 
1883,  No.  1,  213).  A  similar,  but  more  con- 
venient apparatus,  devised  by  Ridsdale  (J.  Soo. 
Chem.  Ind.  1886,  .586)  is  shown  in  Fig.  2.  Three 
glass  tubes,  each  fitted  below  with  a  small. 


Eia.  2. 

opaque,  \\hite  cylinder,  are  placed  beneath  a 
movable  mirror,  in  a  stand  which  may  be  turned 
to  any  position  upon  its  \A'eighted  base.  The 
central  tube  is  removable  and  is  closed  below ; 


the  outer  tubes  are  drawn  out  and  pass  througli 
indiarubber  corks  into  ruby  glass  bottles,  con- 
taining standard  solutions  of  different  strengths. 
Each  bottle  has  a  tube  with  a  stopcock  through 
which  the  liquid  may  be  introduced  or  removed, 
and  each  is  connected  by  a  flexible  tube  with  a 
syringe. 

The  liquid  under  examination  is  introduced 
into  the  central  tube,  and  by  working  the 
syringes  the  standard  solutions  are  raised  in 
their  tubes  until  the  intensity  of  colour  in  each 
tube,  as  seen  by  looldng  into  the  mirror  which 
is  adjusted  to  reflect  the  light  passing  upwards 
through  the  tubes,  is  identical.  Two  distinct 
comparisons  are  thus  simultaneously  made,  and, 
by  noting  the  height  of  each  column  by  means 
of  the  sliding  pointer,  the  strength  of  the  tested 
liquid  may  be  ascertained  from  the  formula 
already  given.  A  very  important  advantage  of 
this  apparatus  is  that  every  part  except  the 
central  tube  is  cleansed  and  recharged  without 
disconnection. 

Ridsdale  (J.  Soc.  Chem.  Ind.  1888,  70)  has 
devised  an  apparatus  for  the  examination  of 
liquids  of  deeper  tint  than  can  be  used  in  the 
foregoing  appai'atus.  The  central  upper  tube 
(Fig.  3)  is  sealed  below,  the  upper  .side  tubes  are 
perforated  at  the  bottom.  Each  tube  contains 
a  loose  white  opaque  plug,  and  each  is  held  at 


any  height  by  a  movable  jaw  pressed  against  it 
by  an  indiarubber  band. 

The  centre  tube  is  charged  with,  say,  10  divi- 
sions o£  the  standard  solution,  and  the  test 
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liquid  is  run  into  one  of  the  side  tubes,  whence 
it  passes  at  once  into  the  lower  tube.  When 
this  is  nearly  fiUed,  it  is  gradually  raised  to 
bring  a  portion  of  its  contents  into  the  upper 
tube,  unto,  on  looking  down  vertically,  the 
colours  in  the  upper  side  tube  and  in  the  stan- 
dard tube  are  of  equal  intensity.  The  calcu- 
lation is  made  as  already  described.  The  lower 
tube  beneath  the  standard  tube  must  be  raised 
with  that  of  the  side  tube  in  order  to  equalise 
the  effect  of  the  double  thickness  of  glass. 
When  the  solutions  to  be  tested  differ  widely  in 
tint,  the  standard  tube  may  be  perforated  so 
that  the  length  of  its  column  may  be  readily 
adjusted. 

Stokes'  apparatus  (Chem.  Soc.  Proc.  1887, 
135)  has  two  tubes  placed  vertically  in  a  stand 
with  a  reflector  below.  One  tube  is  connected 
with  a  reservoir  of  the  standard  solution,  by 
raising  or  lowering  which  the  level  of  liquid  in 
the  tube  can  be  altered. 

A  similar  arrangement  is  used  in  Le  Docte's 
colorimeter  (Eng.  Pat.  20667,  1898). 

The  Kennicott-Sargent  colorimeter  (Chem. 
Engineer,  1907,  213)  differs  from  the  above  only 
in  altering  the  level  of  the  standard  liquid  by 
movuig  a  glass  plunger  in  a  fixed  cylindrical 
reservoir. 

Another  arrangement,  in  which  the  standard 
liquid  is  forced  into  a  graduated  tube  from  a 
reservoir,  is  described  by  Giinsberg  (Dingl.  poly. 
J.  228,  457). 

The  Nesslerising  tubes  adopted  by  Hehner 
(Chem.  News,  33,  185)  and  recommended  bv 
Milne  (J.  Soc.  Chem.  Ind.  1887,  33)  are  two 
cylinders  of  equal  and  perfectly  uniform  dia- 
meter, holding  about  100  c.c.  Each  is  graduated 
from  below,  and  at  about  the  30  c.c.  division  has 
a  glass  stopcock. 

The  two  cylinders  are  placed  side  by  side  on 
white  paper,  and  to  one  of  them  is  added  100  c.c. 
of  the  liquid  to  be  tested,  followed  by  2  c.c.  of 
Nessler's  solution.  To  the  other  tube  a  suitable 
and  known  amount  of  standard  solution  of  am- 
monium chloride  is  added,  and  the  volume  is 
made  up  to  100  c.c.  with  distilled  water,  after 
which  2  c.c.  of  Nessler's  solution  is  added.  The 
two  liquids  are  looked  at  vertically,  and  the 
darker  is  allowed  to  slowly  run  o£E  into  a  clean 
beaker,  until  their  colours  are  equal.  The  com- 
parison may  be  repeated  after  filling  up  from  the 
Ijeaker.  The  mode  of  calculation  is  the  same  as 
in  former  cases. 

A  modified  form  of  Eggertz  tube  has  been 
described  by  Hogg  (J.  Soc.  Chem.  Ind.  1895, 
1022V 

In  a  colorimeter  devised  by  Leeds  (Chem. 
News,  37,  229)  comparison  tube«  are  arranged 
in  a  rack,  light  being  reflected  through  them  by 
an  inclined  upper  mirror,  and  again  reflected  to 
the  eye  of  the  observer  from  a  mirror  similarly 
placed  beneath  them.  The  standard  liquid  is 
contained  in  a  bottle  prism  which  is  moved 
beneath  one  of  the  comparison  tubes  containing 
distilled  water  only  until  the  colour  observed  is 
identical  with  that  in  the  tube  containing  the 
test  liquid.  The  strength  of  the  test  liquid  is 
calculated  from  the  thickness  of  liquid  in  that 
section  of  the  jjrism  which  is  interposed. 

GaUenkamp's  colorimeter  (Chem.  Zeit.  Rep. 
1891,  324)  consists  of  two  vertical  troughs  en- 
closed in  a  metal  frame.    That  which  contains 


the  standard  solution  is  wedge-shaped,  whUe  that 
for  the  test  liquid  is  rectangular.  An  observa- 
tion apparatus,  moving  vertically  over  a  scale 
of  100  parts,  has  two  slits  at  the  same  level,  one 
opposite  each  trough,  the  light  from  which  is 
reflected  and  brought  into  one  eyepiece.  The 
observation  consists  in 'finding  the  thickness  of 
the  stratum  of  standard  solution  in  the  prism, 
which  shows  the  same  depth  of  colour  as  the 
test  liquid. 

White's  apparatus  differs  from  the  above  in 
having  two  wedge-shaped  tanks,  both  movable 
with  reference  to  two  fixed  slits  through  which 
the  depth  of  colour  is  observed. 

A  colorimeter,  described  by  Autenrieth  and 
Koenigsberger  (Chem.  Zentr.  1910,  i.  2032)  and 
recommended  especially  for  the  determination 
of  haematine  in  blood,  depends  on  comparison 
of  the  test  liquid  with  a  stable  solution  of  similar 
hue  contained  in  a  wedge-shaped  reservoir 
which  is  movable  vertically  beside  the  trough 
containing  the  test  liquid.  The  movement  of 
the  wedge  is  measured  on  a  millimetre  scale,  and 
the  reading  translated  directly  into  percentages 
by  reference  to  a  plotted  curve.  Q'he  two  colours 
are  observed  through  a  Helmholtz  '  Doppel- 
platte,'  which  obviates  a  dividing  space  in  the 
field  of  view.  By  substituting  a  suitable  wedge, 
the  instrument  can  also  be  used  for  the  estima- 
tion of  titanium,  iron,  chromium,  iodine,  am- 
monia, nitric  acid,  &c. 

Schreiner's  colorimeter  (J.  Amer.  Chem.  Soc. 
1905,  1192)  consists  essentially  of  two  parts  :  a 
wide  flat  -  ended 
tube,  B,  about 
26  cm.  X  3  cm., 
graduated  in 
millimetres,  and 
the  flat  -  ended 
immersion  tube  a, 
about  20  cm.  x 
2  cm.,  which 
slides  inside  the 
wider  tube. 

Two  such  pairs 
of  tubes  are 
mounted  on  a 
stand(Fig.  4),  the 
inner  tubes  being 
fixed  to  the  top 
of  the  camera 
while  the  outer 
tubes  are  held  in 
brass  clips  which 
keep  them  in 
position,  but  per- 
mit their  being 
moved  up  and 
down.  The  length 
of  the  column  of 
liquid  enclosed 
between  the  ends 
of  the  outer  and 
inner  tubes  can 
thus  be  adjusted 
at  will.  Light, 
reflected  from  a  white  surface  d,  passes  through 
the  two  columns  of  liquid,  and  is  then  reflected 
at  a  mirror  e  to  the  observer's  eyes  at  r.  The 
axes  of  the  tubes  are  inclined  to  one  another 
so  as  to  bring  the  images  close  together. 
Standard  glass  slides  may  be  inserted  at  Q 
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in  place  of  one  of  the  wide  tubes,  the  immersion 
tube  being  left  in  position. 

Patterson  has  described  (J.  Soc.  Chem.  Ind. 
1890,  36)  a  more  complex  apparatus  employing 
the  same  princijjle.  In  this  case  the  adjustment 
of  the  concentric  tubes  is  made  by  rack  and 
pinion,  and  total  reflection  prisms  are  employed 
to  bring  the  two  images  into  one  eyepiece.  By 
substituting  a  direct-vision  spectroscope  for  the 
eyepiece,  the  apparatus  becomes  a  spertrum 
absorptimefer. 

The  simple  and  effective  colorimeter  devised 
by  Steiger  (J.  Amer.  Chem.  Soc.  1908,  21.5) 
consists  of  two  wooden  boxes  painted  dead-black 
inside,  one  of  which  (Eig.  5a)  is  mounted  on  a 


Fig.  5a. 

stand  and  has  a  rectangular  opening  c  in  the 
base,  while  the  second  box  (Fig.  5b)  fits  into  the 

f5| 


Fig.  5b. 

first,  and  has  a  rectangular  opening,  e,  which 
coincides  with  c. 

In  the  base  of  this  box  aie  two  grooves  in 
which  slide  two  rectangular  glass  cells  k,  k, 
about  15  cm.  long  x  2-5  cm.  wide  x  5  cm.  deep. 

Fixed  vertically  over  the  opening  e  are  two 
glass  rods  f,  f,  held  in  place  by  the  springs  e, 
each  carrying  at  the  lower  end  a  smaU  plane 
mirror,  g,  fixed  at  angle  of  45°.  Light  coming 
through  the  ground-glass  a  is  reflected  by  a 
muTor,  B,  through  the  aperture  e  into  the  tank, 
where  it  is  again  reflected  at  the  mirror  g  and 
passes  through  a  columu  of  liquid,  the  length  of 


which  can  be  altered  by  moving  the  tank  back- 
wards and  forwards.  When  equality  of  colour 
is  obtained,  the  lengths  of  the  columns  are  read 
ofl:  on  millimetre  scales  engraved  on  the  base  of 
each  tank.  The  reading  is  taken  where  the 
lower  edge  of  the  mirror  touches  the  bottom  of 
the  tank. 

Otto's  ozonometer  has  two  parallel  tubes  for 
gases  or  liquids,  and  employs  wedges  of  coloured 
glass  moving  over  a  graduated  scale  as  a  means 
of  measuring  the  depth  of  tint  (Eng.  Pat.  17524, 
1898). 

H.  Kriiss  suggests  (Zeitsch.  anorg.  Chem.  5, 
325)  the  application  to  colorimeters  of  the 
Lummer-Brodhun  double  prism,  wliich  gives  a 
field  of  view  in  which  there  is  no  visible  line 
of  separation  between  the  two  colours  under 
observation.  This  condition  gives  maximum 
accuracy  in  matching  the  colours  (see  also  Chem. 
Soc.  Abstr.  1894.  ii.  158). 

Andrieux  (Compt.  rend.  103,  281)  describes 
an  ajjparatus  in  which  the  quality  and  intensity 
of  a  colour  are  determined  by  comparison  with  a 
ray  of  polarised  light. 

An  apparatus  has  been  described  by  Meisling 
(Zeitsch.  anal.  Chem.  1904, 137),  in  which  the  hue 
is  matched  by  the  colour  of  a  quartz  plate  in 
polarised  light,  and  the  intensity  is  measured  hy 
varying  the  length  of  the  column  of  liquid. 

An  ingenious  instrument,  introduced  by  Mr. 
J.  W.  Lovibond,  for  the  examination  of  liquids, 
powders,  fabrics,  &c.,  and  known  as  the  tinto- 
meter, is  shown,  partly  in  section,  m  Fig.  6.  It 
consists  of  a  box,  closed  at  one  end  bv  a  ground- 


glass  plate,  e,  and  separated  into  two  divi- 
sions h,  c.  The  box  is  carried  by  a  stand,  adjust- 
able to  any  angle.  A  square  glass  cell,  of 
known  width,  along  the  line  g'g-,  containing  the 
solution  to  be  examined,  is  placed  in  one  divi- 
sion, and  glass  plates  Ji  of  similar  colour  (or,  if 
necessary,  of  different  colours,  producing  the 
proper  tint  in  combination),  and  of  known 
intensity,  are  placed  in  grooves  in  the  other 
division,  untO,  on  looking  through  both  tubes 
simultaneously  through  a  single  eyepiece,  d, 
shaded  to  prevent  access  of  side  light  to  the  eye, 
the  appiearance  through  the  glass  plates  is 
identical  with  that  through  the  solution. 

The  standard  plates  are  specially  prepared  of 
various  colours,  and  each  is  distinguished  by  a 
number  indicating  its  colour,  and  another  num- 
ber showing  the  intensity  of  colour,  i.e.  the 
number  of  plates  of  that  colour  of  unit  intensity 
required  to  produce  an  intensity  equal  to  that  of 
the  plate.  The  unit  chosen  by  the  inventor  for 
each  colour  is  an  arbitrary  one,  but  its  actual 
value  can  be  ascertained  at  any  time  by  com- 
parison with  a  standard  solution  of  similar 
colour. 

In  some  cases  the  glass  plate  e  is  wanting, 
and  an  adjustable  plane  glass  mirror  is  used  to 
reflect  the  light  to  the  apparatus  (Eng.  Pat. 
12867,  1886). 

When  the  colour  of  a  fabric  is  to  be  estimated, 
the  fabric  is  stretched  on  a  block  placed  iri  t}ie 
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division  r,  and  a  white  fabric  of  similar  texture, 
previously  compared  with  a  plate  of  pure  plaster 
oj  Paris,  is  placed  in  the  division  h.  The  stan- 
dard plates  are  then  inserted  as  above  until  the 
appearances  through  the  eyepiece  are  identical. 
Poivders,  sngars,  <£■€.,  pressed  in  a  small  tray 
placed  in  the  division  c,  may  be  similarly  ex- 
amined, a  tray  containing  pure  plaster  of  Paris 
being  placed  in  the  division  6  (J.  Soc.  Chem.  Ind. 
1888,  234). 

For  very  delicate  observations,  the  intensity 
of  the  light  used  may  be  found  and  noted,  before 
commencing,  by  closing  the  division  c  and 
placing  in  the  divisions  b  as  many  standard 
plates  of  neutral  tint  as  serve  to  obstruct  all  the 
light. 

The  substitution  of  a  movable  wedge  of 
coloured  glass  for  the  standard  plates  makes  the 
apparatus  available  for  ordinary  colorimetric 
determinations  (J.  Soc.  Chem.  Ind.  1888,  234). 
An  improved  form  of  Lovibond's  apparatus  is 
binocular,  and  has  a  movable  diaphragm.  This 
makes  it  applicable  to  tests  of  colour  vision 
{{bid.  1891.  489)  {see  also  Lovibond,  ibid.  1909, 
500). 

Procter  has  described  {ibid.  1895,  123)  a 
modified  form  of  tintometer  in  which,  by  a 
system  of  mirrors,  the  colours  to  be  compared 
are  brought  close  together  in  the  field  of  view, 
thus  giving  greater  accuracy. 

Sczepanilc  (Eng.  Pat.  22995,  1907)  has 
patented  an  ingenious  apparatus  with  which  a 
numerical  record  of  any  colour  can  be  obtained. 
Three  strata  of  liquid  of  the  three  primary 
colours  are  superimposed.  The  thickness  of 
each  stratum  can  be  measured  and  altered  in- 
dependently of  the  others,  and  thus  any  hue  or 
intensity  of  colour  can  be  matched. 

•  Gardner  and  Dufton  have  introduced  the 
'  Dalite  '  lamp,  which  gives  a  light  of  the  quality 
of  daylight,  and  may  be  used  for  tintometric 
work  (J.  Soc.  Chem.  Ind.  1904,  598).  This  lamp 
is  also  of  use  in  performing  titrations  by  artificial 
light. 

A  useful  device,  introduced  by  Dupre 
(Analyst,  6,  123),  may  be  mentioned  under  this 
heading.  In  the  volumetric  estimation  of  silver 
with  potassium  chromate  as  an  indicator, 
especially  when  the  solution  is  weak,  it  is  some- 
what difficult,  on  account  of  the  original  yellow 
colour  of  the  solution,  to  observe  the  first  tinge 
of  red  produced  by  the  formation  of  the  silver 
chromate.  Dupre  interposes,  between  the  eye 
and  the  test  liquid,  a  flat  glass  cell  (of  which  the 
faces  are  about  half  an  inch  apart)  containing  a 
solution  of  potassium  chromate  of  such  strength 
as  will  neutralise  the  colour  of  the  test  liquid, 
which  thus  appears  perfectly  colourless,  and  in 
which  the  faintest  appearance  of  red  is  readily 
visible.  The  cell  filled  with  other  liquid  may  be 
similarly  adopted  in  many  other  titrations. 

Konig  (Proc.  Amer.  Phil.  Soc.  [18j  7,  29^  184, 
208,  211)  has  devised  a  method  for  estimating 
metals  by  the  intensity  of  the  colour  imparted  by 
them  to  the  borax  bead.  He  dissolves  a  known 
weight  of  the  oxide  in  a  known  weight  of  borax, 
?:rinds  the  bead  until  its  faces  are  flat,  coats  it 
with  Canada  balsam  to  render  its  rough  faces 
transparent,  and  places  it  in  an  apparatus  where 
it  ia  viewed  by  a  lens  of  smail  power,  while,  by 
means  of  a  rack,  a  glass  prism  whose  colour  is 
complementary  to  that  under  examination,  is 


moved  before  it  until  such  a  thickness  is  intei- 
posed  that  the  colour  of  the  bead  is  extinguished. 

A  photochemical  process  for  estimating 
differences  in  the  intensity  of  a  colour  has  been 
described  bv  E.  J.  Mills  and  Buchanan  (J.  Soc. 
Chem.  Ind. "^1888,  309).  It  has  been  applied  to 
the  comparison  of  dyed  goods.  A  number  of 
discs  of  the  tissues  are  photographed  on  one 
negative  from  which  a  number  of  positives  on 
paper  sensitised  with  silver,  are  copied.  These 
are  treated  as  usual,  soaked  for  a  considerable 
time  in  sodium  thiosulphate  to  remove  the  whole 
of  the  unaltered  silver  salt,  well  washed,  and 
dried.  The  disc  photographs  of  each  tissue  are 
cut  from  a  number  of  positives  and  each  set  is 
burned  separately.  The  silver  in  the  residue  is 
dissolved  and  estimated  volumetrically.  The 
relative  amount  of  silver  found  in  the  different 
sets  of  discs  directly  represents  the  relative 
intensity  of  the  colours. 

The  following  colorimetric  process  for  the 
estimation  of  minute  quantities  of  sulphur  in 
iron,  mineral  waters,  black  ash,  slag,  &c.,  is  due 
to  Wiborgh  (Chem.  Zeit.  10,  92  ;  Chem.  News, 
1886,  64,  158). 

The  divided  metal,  ore,  &c.,  or  the  concen- 
trated solution;  is  introduced  into  a  small  flask 
provided  with  an  indiarubber  cork,  through 
which  passes  a  stoppered  funnel  for  introduction 
of  acid,  and  a  narrow -mouthed  funnel  ground  at 
the  top.  A  disc  of  white  calico,  which  has  been 
previously  saturated  with  a  solution  of  5  grams 
crystallised  cadmium  nitrate  (or,  preferably, 
caimium  acetate)  in  100  c.c.  of  water  and  dried 
in  a  horizontal  position  on  a  cloth,  is  fixed 
between  two  mdiarubber  rings  of  the  same 
interior  diameters  as  the  standard  discs  here- 
after described,  and  the  rings  are  firmly  clamped 
over  the  funnel  mouth.  Dilute  sulphuric  acid 
is  poured  into  the  flask  and  heat  is  applied.  In 
from  30  to  45  Tninutes  the  whole  of  the  sulphur 
which  is  capable  of  conversion  into  sulphuretted 
h3'drogen  has  passed  off  in  that  form  and  has 
been  wholly  absorbed  by  the  cadmium  salt  on 
the  calico.  The  disc  is  removed  and  compared 
with  a  set  of  standard  discs,  similarly  prepared 
I  from  iron  containing  a  known  amount  of  sul- 
I  phur.  The  standard  discs  should  not  be  ex- 
1  posed  too  freely  to  light.  Arsenic,  carbon 
sOicon,  and  copijer  do  not  appear  to  affect  the 
determination.  This  method  is  so  delicate  that 
a  disc  will  show  a  tinge  of  the  yellow  colour  due 
to  the  cadmium  sulphide  when  so  small  a  quan- 
tity as  the  1000th  of  a  milligram  of  sulphur  is 
present  per  square  centimetre. 

COLUMBA  or  COLUMBO  ;  COLUMBIC 
ACID  and  COLUMBIN  v.  Calumba. 

COLUMBIA  BLACK,  -BLUE,  -GREEN  v. 

AZO-   f'OLOITEING  MATTEES. 

COLUMBIA  YELLOW  v.  Peimuline  and 

ITS  DEEIVATIVES. 

COLUMBITE.  A  columbate  (niobate)  of 
iron,  usually  containing  some  manganese  and 
tantalum,  the  general  formula  being 

(Fe,Mn)(Cb,Ta)20e. 
With  an  increase  in  the  amount  of  tantalum, 
there  is  a  transition  to  the  isomcrphous  species, 
lantalite  (q.v.).  The  orthorhombie  crystals  are 
dark  brown  or  black  and  opaque,  and  range  in 
sp.gr.  from  5-3  (columbite)  to  7-3  (tantalite). 
It  was  in  this  mineral  that  C.  Hatchett  dis- 
covered, in  1802,  the  element  columbium,  so 
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named  because  the  specimen  he  examined  came 
from  America.  C!olumbite  is  found  as  single 
crystals  embedded  in  pegmatite  at  Haddam  in 
C'onnecticut,  Cliesterfield  in  Massachusetts, 
Moss  in  Norwa}',  &<■.  L.  J.  S. 

COLUMBIUM  (Niobium).  Hym.  Vh.  At.  wt. 
93'5  (Balke  and  Smith).  Although  this  metal  is 
stDl  commonly  termed  niobium  by  the  mineralo- 
gist and  the  metallurgist,  the  name  columbium, 
which  was  given  to  it  in  1802  by  Hatchett,  who 
first  isolated  it  in  the  form  of  a  new  '  earth  ' 
(CbjOj)  from  a  mineral  found  in  Connecticut, 
has  been  officially  adopted  by  the  chemist  in 
English-speaking  countries,  and  generally 
throughout  the  world,  except,  perhaps,  in 
Germany. 

Columbium  is  a  member  of  a  group  of  com- 
paratively rare  metals,  including  tantalum, 
tungsten,  molybdenum,  titanium,  and  uranium, 
commonly  occurring  together  in  minerals  found 
in  the  oldest  Plutonic  rocks  and  especially  in  and 
around  intrusions  which  traverse  pegmatites 
and  other  extremely  coarse-grained  granite 
rocks.  Monazite,  and  other  minerals  con- 
taining metals  of  the  cerium  group,  zircons, 
cryolite,  and  fluorspar,  and  minerals  containmg 
lithium,  csesium,  and  rubidium,  are  often 
associated  with  these  mmerals.  and  are  probably 
intimately  connected  with  their  genesis. 

Although  an  extremely  rare  metal,  colum- 
bium exists  as  the  pentoxide  in  a  considerable 
number  of  minerals,  in  some  of  which — such  as 
pyrochlore  and  columbite — it  may  be  regarded 
as  the  essentia!  constituent,  while,  in  others, 
although  practically  always  present,  its  piropor- 
tion  varies  from  a  mere  trace  up  to  an  amount 
which  justifies  its  being  considered  as  the 
principal  oxide. 

Columbium  occurs  in  minerals  only  as  the 
pentoxide  Cb.,05,  in  combination  with  a  base, 
the  columbium  in  the  few  minerals  (such  as 
wohlerite)  which  contain  silica,  being  present  as 
a  silico-columbate,  and  never  as  a  silicate  of 
columbium. 

A  list  of  thirty  or  forty  minerals  in  which 
columbium  is  commonly  found  in  association 
with  tantalum  might  be  given,  but  the  principal 
will  be  given  in  the  article  Tantalum,  with 
which  metal  columbium  invariably  occurs  in 
nature.  From  the  technical  point  of  view,  the 
principal  columbium  minerals  are  those  which 
consist  essentially  of  columbates  of  u'on,  man- 
ganese, and  lime,  zirconia  and  metals  of  the 
cerium  group  being  also  usually  present  in,  or 
at  any  rate  intimatelj'  associated  with,  such 
minerals  as  contain  lime. 

The  mineral  richest  in  columbium  is  j)i/ro- 
ctiore,  a  columbate  of  lime  containing  titanium, 
cerium,  and  thorium,  together  with  other  alka- 
line earths  and  alkali  bases  and  some  fluorine. 
The  most  important  mineral,  however,  is  the 
columbate  of  iron  and  manganese  known  as 
columbite  or  niobite,  in  which  the  CbjOj  may 
even  exceed  78  p.c,  a  condition  nearly  reached 
by  certain  specimens  occurring  in  the  cryolite 
of  Arsukfiord  (Greenland). 

The  columbium  is  always  partly  replaced  by 
tantalum,  the  proportion  of  which  may  vary  from 
a  trace  through  all  grada.tions,  until  the  mineral 
merges  into  tantalite  which  is  isomorphous  with 
columbite,  and  which  occurs  in  much  larger 
quantity  and  furnishes  the  bulk  of  the  tantalum 


of  commerce  and,  as  a  by-product,  of  the 
columbium.  These  two  minerals  are  found  in 
alluvial  deposits  with  cassiterite  and  wolfram, 
and  in  isolated  masses  left  by  the  denudation  of 
intrusions  in  pegmatites,  &c.,  at  Greenbushea 
and  elsewhere  in  Western  Australia,  in  Colorado 
(Canon  City),  Dakota  (Black  Hills),  North 
Carolina  ancl  other  districts  of  the  United  States, 
and  in  Sweden,  Norway,  Greenland,  and  many 
other  districts.  They  may  be  considered  to 
possess  the  general  formula  (FeMn)0(CbTa)20:^, 
the  relative  proportions  of  ferrous  and  man- 
ganous  oxides  varying  within  extremely  wide 
limits. 

New  deposits  are  constantly  being  dis- 
covered, and  columbium,  like  many  others  of 
the  rare  metals  for  which  a  demand  now  exists, 
wiU  doubtless  be  found  to  occur  in  much  larger 
quantities  than  is  generally  believed. 

Amounts,  far  in  excess  of  present  require- 
ments, are  obtainable  as  by-products  from  the 
preparation  of  the  rare  earths  employed  for 
incandescent  mantles,  from  tin  and  wolfram 
ores,  and  from  the  heavy  waste  material  obtained 
in  the  dressing  of  cryolite. 

Metallic  columbium  may  be  prepared  by 
passing  a  mixture  of  the  vapour  of  the  penta- 
chloride  and  hydrogen  through  a  red-hot  tube 
(Roscoe)  ;  in  a  less  pure  condition,  by  heating 
the  pentoxide  with  carbon  in  the  electric  furnace 
(Moissan)  ;  by  the  alumino-thermic  process,  and 
hy  the  method  of  von  Bolton,  introduced  with 
a  view  to  the  manufacture  of  metal  filament 
lamps,  before  tantalum  came  into  use.  In  this 
process,  the  pentoxide  is  mixed  with  paraflin 
and  formed  mto  threads  which  are  heated  in 
vacuo  to  a  temperature  of  over  1900°  by  passage 
of  an  electric  current. 

By  the  alumino-thermic  reaction,  von  Bolton 
has  obtained  columbium  containing  about  3  p.c. 
of  aluminium  which  can  be  driven  oii  with  other 
impurities  by  prolonged  heating  in  vacuo  in  the 
electric  furnace.  The  purest  columbium  hitherto 
prepared  in  buUv  is  said  to  have  been  thus  ob- 
tained. Like  tantalum,  it  can  also  be  obtained 
by  reduction  of  the  fluoride  KjCbF,  with  potas- 
sium, as  a  black  powder  from  which  the  residual 
hydrogen  may  be  expelled  by  shaping  it  into 
small  cylmders  and  melting  in  vacuo  in  an 
electric  furnace. 

Although  the  most  important  use  of  tanta'um 
is  for  manufacture  of  electric  lamps,  in  which 
case  it  requires  to  be  separated  from  columbium, 
the  amount  actually  consumed  for  the  purpose 
is  extremely  small.  The  standard  tantalum 
lamp,  introduced  in  1904,  contained  only  one 
twenty-thousandth  of  a  pound  of  tantalum, 
and  those  now  manufactured  contain  much 
less. 

The  method  employed  for  the  separation  of 
columbium  from  tantalum  m  the  preparation  of 
the  latter  element  for  electric  lamp  filaments 
probably  depends  essentially  upon  a  fractional 
crystallisation  of  the  mixed  double  fluorides  of 
potassium  with  tantalum,  columbium,  and 
titanium. 

There  is  reason  to  think  that  the  peculiar 
virtues  imparted  to  steel  by  tantahim,  in  common 
with  tungsten,  molybdenum,  vanadium,  ura- 
nium, and  zirconium,  will  result  in  a  larger  de- 
mand for  tantalum,  and  this  property  is  shared 
by  columbium.    The  ferro-tantalum  at  present 
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manufactured  for  this  purpose  is  prepared  from 
tantalite  containing  columbium  by  direct 
smelting  in  the  electric  furnace,  and  contains 
much  of  the  latter  metal,  no  attempt  being  made 
to  separate  it. 

Similarly,  should  the  suggested  use  of  tanta- 
lum ill  place  of  steel  for  surgical,  dental,  and 
other  purposes,  or  in  the  manufacture  of  acid- 
and  allvali-resisting  utensils,  be  found  practi- 
cable, it  is  possible  that  the  alloy  prepared  from 
the  mixed  tantalic  and  cokimbic  acids  obtained 
from  minerals  containing  both,  may  be  as 
suitable  as  either  metal  alone. 

Metallic  columbium  melts  at  1950°,  and  has 
a  sp.gr.  of  12-7,  and  an  electrical  resistance  of 
0'1870  ohm  for  a  wire  1  metre  long  bj'  1  mm. 
diameter.  It  is  less  malleable  or  ductile  than 
tantalum,  but  the  rolled  metal  has  a  hardness 
greater  than  that  of  wrought  iron,  and  may  be 
welded  at  a  red  heat. 

Although  the  powdered  metal  oxidises 
rapidly  when  heated  in  air,  the  rolled  or  cast 
metal  is  but  little  affected,  as  a  protective 
coating  of  oxide  rapidly  forms.  It  is  practi- 
cally unaifected  by  any  acid  except  hydro- 
fluoric acid,  or  by  solution  of  the  aUcalis,  but  is 
rapidly  attacked  by  fused  alkalis  or  alkaline 
nitrates. 

It  combines  with  carbon  when  heated,  and 
at  duU  redness  rapidly  absorbs  hydrogen  or 
nitrogen  and  becomes  brittle,  the  hydride  and 
nitride  respectively  being  apparently  formed. 

It  reacts  violently  when  heated  with 
sulphur  or  selenium,  and  forms  the  volatile 
pentachloride  when  heated  to  redness  in  chlorine. 

It  does  not  form  an  amalgam  with  mercury, 
but  alloys  with  many  other  metals  and  in  all 
proportions  with  iron. 

The  compounds  of  columbium  have  not  yet 
been  applied  commercially,  but  the  pentoxide, 
generally  known  as  columbic  acid,  and  the 
fluorides,  especially  the  double  fluoride  with 
potassium  2KIf-CbF5  are  of  interest  in  con- 
nection with  the  preparation  of  the  pure  com- 
pounds or  metal  from  minerals.        G.  T.  H. 

COLZA  OIL  V.  Rape  oil. 

COMENAMINIC  ACID  v.  Bone  oil. 

COMMON  CAMPHOR  v.  Camphors. 

CONCRETE  V.  Cement. 

CONDENSERS.  A  condenser  is  an  ap- 
paratus in  which  the  vapour  of  a  liquid  may  be 
cooled  down  to  a  temperature  below  that  at 
which  it  is  converted  into  the  liquid  state  under 
the  prevailing  pressure.  The  condensation  of 
the  vapour  is  usually  effected  by  bringing  it  into 
contact  with  a  cold  surface,  to  which  it  imparts 
its  heat,  suitable  arrangement  being  made  for 
conveying  away  this  heat  from  the  cooling 
surface.  Although  air  cooling  is  sometimes 
depended  upon  for  this  latter  purpose,  the 
arrangement  usually  adojjted  consists  in  causing 
a  stream  of  cold  liquid  (water  in  the  majority  of 
cases)  to  circulate  over  the  exterior  of  the  con- 
densing chamber.  The  following  points  should 
be  considered  in  the  designing  of  an  efficient 
condenser  : — 

(a)  The  cooling  surface  must  be  made  of 
material  upon  which  the  vapour  has  no  chemical 
action,  and  should  be  capable  of  withstanding 
repeated  variations  of  temperature  without 
fracture. 

(6)  The  area  of  cooling  surface  should  be  as 


great  as  possible,  without  making  the  apparatus 
unduly  large  and  heavy. 

(c)  The  material  should  preferably  have  a 
high  specific  heat,  so  that  its  rise  in  temperature 
may  be  kept  within  reasonable  limits ;  and  it 
should  have  a  high  thermal  conductivity,  in 
order  that  the  heat  it  absorbs  may  be  rapidly 
carried  away. 

(fZ)  The  design  should  be  such  as  to  admit  of 
the  condenser  being  readily  cleansed. 

It  is  not  possible  to  obtain  materials  entirely 
satisfactory  in  each  of  the  above  respects,  and 
so  in  practice  the  materials  employed  are  those 
which  combine  cheapness  with  reasonable 
satisfaction  in  the  foregoing  particulars.  For 
laboratory  apparatus,  the  material  commonly 
used  is  glass;  metals  (block  tin,  copper,  &c.) 
are  less  often  employed,  except  for  constructing 
fairly  large  pieces  of  apparatus  ;  of  recent  years, 
silica  has  found  a  limited  use. 

Condensers  are  used  m  two  different  kinds  of 
operations:  (1)  for  condensing  vapours  in  dis- 
tillation processes,  in  which  case  a  stUl  is  attached 
to  the  upper  end  and  a  suitable  receiver  to  the 
lower  end ;  and  (2)  as  '  reflux '  apparatus  in 
cases  where  it  is  necessary  to  boU  a  liquid  for 
some  time  without  sensible  loss  through  evapora- 
tion ;  the  vessel  containing  the  boiling  liquid  is 
then  attached  to  the  lower  end  of  the  condenser 
and  the  condensed  vapours  flow  back  into  the 
vessel.  A  number  of  condensers  described 
below  are  specially  designed  for  this  purpose. 

The  simplest  type  of  condenser  is  the  famihar 
form  devised  by  Weigel  in  1771,  but  usually 
known  as  Liebig's  condenser.  It  consists 
simply  of  a  straight  cylindrical  glass  tube,  in 
which  the  vapour  is  condensed.  The  upper  end 
is  widened  out  slightly  to  facilitate  connection 
with  the  still,  and  its  lower  end  is  cut  off 
obliquely ;  a  cylindrical  glass  jacket  is  slipped 
over  the  greater  portion  of  the  length  of  the  tube, 
and  through  it,  by  approj^riate  entrance  and  exit 
tubes,  cold  water  is  circulated  in  an  upward 
dkection,  so  that  the  vapours  passing  down  the 
inner  condenser  tube  encounter  a  surface  the 
temperature  of  which  continuously  falls  in  the 
direction  of  the  receiver.  This  type  of  con- 
denser admits  of  considerable  variation  and 
modification  in  the  precise  details  of  construc- 
tion ;  thus,  with  a  view  to  exposing 
a  large  cooling  surface,  the  portion 
of  the  condenser  within  the  jacket 
is  sometimes  made  of  approxi- 
mately rectangular  section,  thus 
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being  broadened  consider- 
other 
portion 


ably  in  one  direction ; 
condensers   the  central 
carries  a  series  of  bulbs  blown  on 
it.    Cooling  surface  is  obtained  in 
some  condensers  by  replacing  the 
central  portion  by  a  closely  wound 
glass  spiral,  as  in  Fig.  1,  tlie  water- 
jacket  being  sealed  on  to  the  con- 
denser proper.    The  modified  Lie- 
big  condenser,  shown  in  Fig.  2 
(Chem.   Zeit.   1902,  26,   633)  is 
arranged  for  use  with  the  two 
limbs  a  and  c  of  the  inner  U-tube 
on  the  same  level  to  prevent  accumulation  of 
liquid  at  h.    The  inner  tube  is  fused  into  the 
outer  tube  at  d, 
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Glass  condensers  with  water-jackets  sealed 
on  are  restricted  in  their  use  to  the  condensation 
of  the  vapours  of  liquids  of  fairly  low  boiling- 
point  (below  100°),  since  otherwise  the  glass 


Fiu.  2. 


joints  are  liable  to  crack.  For  liquids  of 
moderately  high  boiling-point  (140°-200°),  it 
usuaOy  suffices  to  employ  merely  the  inner  tube 
of  a  Liebig  condenser  (air  condenser). 

In  the  reflux  condensers  illustrated  in  Figs. 
3  and  4  (J.  Soc.  Chem.  Ind.  1897,  16,  979)  the 
relative  positions  of  the  vapour  and  cooling 
stream  of  water  are  reversed,  the  water  entering 
as  shown  by  the  arrows  (at  a  in  Fig.  3).  A 
large  area  of  exposed  surface  is  obtained  in 
these  condensers,  which,  it  will  be  observed,  are 
of  the  'double-surface'  type,  since,  in  addition 
to  the  inner  water-cooled  surface,  condensation 
also  occurs  on  the  outer  surface,  which  exposes  an 
even  larger  area  to  the  cooling  action  of  the  air. 

Several  vertical  condensers  have  been  de- 
vised by  Friedrichs  in  which  one  of  the  two 
surfaces  between  which  the  vapours  condense 
is  constructed  spirally  (Zeitsch.  angew.  Chem. 
1910,  23,  2425). 

A  number  of  extremely  useful,  compact  con- 
densers of  the  '  double-surface  '  type  have  been 


Fig.  3.  Fig.  4.  Fig.  5. 


described.  The  vapours  are  condensed  in  the 
annular  sjjace  between  two  surfaces,  both  of 
which  are  water-cooled,  the  design  being  such 
that  one  stream  of  water  flows  in  succession  over 
each.  The  efficiency  of  this  cooling  jKOcess  is 
so  great  that  these  condensers  can  be  made 
quite  short ;  they  are  readily  fixed  in  a  vertical 
position  and  occupy  little  bench  space. 

In  the  Burgess  condenser  (.1.  Soc.  Chem.  Ind. 
1905,  24, 1190)",  the  tubes  a  and  c  (Fig.  5)  are  the 
cooling  jackets,  and  b  is  the  condensing  tube 


proper.  Cribb's  condenser  (Fig.  6)  consists  of 
two  concentric  tubes  joined  together  at  the  top  ; 
condensation  is  effected  in  the  interior  chamber 
thus  formed.  Water  is  conveyed  mto  the 
inner  tube  by  the  tube  a  ;  overflowing,  it  passes 
round  the  exterior  of  the  outer  tube  and  flows 
away  by  the  side  tube  b.  The  vapour  is  led  in 
through  the  inlet  tube  c. 

Another  double-surface  condenser  of  simple 
construction  is  illustrated  in  Analysis  (Vol.  I. 
p.  209). 

The  condensers  illustrated  in  Figs.  7  and  8 
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have  the  advantage  of  exposing  four  cooling 
surfaces  to  the  vapour,  and  may  be  readily 
cleansed  when  necessary  by  removmg  the  inner 
portions  with  the  stopper  (Chem.  Zentr.  1908, 
ii.  277). 

The  condensers  so  far  described  are  usually 
constructed  of  glass,  but  occasionally  metals 
are  employed.  The  use  of  aluminium  for  the 
inner  tube  of  a  Liebig  condenser  has  been 
advocated  by  Norton  (J.  Amer.  Chem.  Soc. 
1897,  19,  153).  Many  agricultural  chemists, 
who  have  to  deal  with  numerous  ammonia  dis- 
tillations, prefer  block-tin  condensers  ;  thej'  are 
constructed  like  inverted  (J -tribes,  one  arm  (the 
condenser  arm)  being  much  longer  than  the 
other  and  carrying  a  water-jacket  if  required, 
while  the  short  arm  is  attached  to  the  distilling 
flask.  A  convenient  method  of  constructing  a 
number  of  such  condensers  in  series  to  be  cooled 
by  one  stream  of  water  is  described  in  J.  Amer. 
Chem.  Soc.  1900,  28,  999. 

A  useful  metallic  condenser  is  the  '  ball ' 
type,  used  on  the  reflux  principle  in  numerous 
experiments  involving  extractions  with  volatile 
solvents.  Soxhlet's  pattern  is  shown  in  Fig.  10, 
while  the  construction  of  a  double-surface  con- 
denser of  this  pattern  is  sufficiently  indicated  in 
Fig.  9.  Storch's  metallic  reflux  condenser  is 
depicted  and  described  in  J.  Soc.  Chem.  Ind. 
1897,  16,  979. 

The  spiral  (worm)  type  of  condenser  is  fre- 
quently constructed  of  metal  (copper)  and 
enclosed  in  a  metal  tank  which  can  be  filled 
with  cold  water  ;  these  condensers  find  con- 
siderable use  in  small  plants  for  preparing  dis- 
tilled water.    For  this  latter  purpose,  a  novel 
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form  of  condenser  is  described  in  Eng.  Pat. 
6916,  1905,  which  combines  efficiency  with 
extreme  simplicity  of  construction.  The  con- 
denser, which  is  placed  vertically  above  the 
evaporating  chamber,  consists  of  two  metallic 
truncated  cones,  the  lower  being  open  at  the 
top,  while  the  upper  is  closed  by  a  dome-shaped 


Fig.  9.  Fig.  10. 

lid.  The  outer  surface  of  the  upper  cone  is 
cooled  by  a  continuous  stream  of  cold  water, 
and  condensation  is  effected  upon  its  inner 
surface.  The  condensed  vapour  collects  in  the 
annular  space  between  the  two  cones,  and  the 
water  is  continuously  run  off  into  large  earthen- 
ware jars.  Special  apparatus,  devised  for  pre- 
paring pure  distilled  water  (so-called  '  conduc- 
tivity water')  on  a  laboratory  scale  are  de- 
scribed by  Bousfield  (Chem.  Soc.  Trans.  1905, 
87,  740);  Golding  (J.  Soc.  Chem.  Ind.  1906,  25, 
678),  and  by  Hartley,  Campbell,  and  Poole 
(Chem.  Soc.  Trans.  1908,  93,  428). 

Condensers  of  various  designs  are  described 
in  J.  pr.  Chem.  [2]  34,  427  ;  [2J  49,  44  ;  Compt. 
rend.  118,  478  ;  Ber.  1892,  24,  3950  ;  1895,  28, 
2388  ;  J.  Soc.  Chem.  Ind.  1899,  18,  707  ;  Chem. 
Zeit.  1902,  26,  325  ;  1904,  28,  598,  686  ;  1905,  29, 
809;  1910,  34,  116;  Bull.  Soc.  chim.  1904,  31, 
1116;  Chem.  Zentr.  1906,  ii.  993;  and  reflux 
condensers  in  Chem.  Zeit.  1896,  20,  462 ;  1904, 
28,  598  ;  Bull.  Soc.  chim.  1901,  25,  476  ;  1908, 
3,  855;  Zeitsch.  anal.  Chem.  1901,  40,  769; 
Chem.  Zentr.  1906,  ii.  993  ;  Chem.  News,  1907, 
95,  52  ;  and  J.  Soc.  Chem.  Ind.  1908,  27,  962. 

CONDURANGO.  The  dried  bark  of  Mars- 
denia  condiirango  (Nichols)  {Gonolobus  Con- 
durango  triana,  Reichenbach ;  family  Ancle- 
piadaceoe).  It  is  obtained  from  a  halt-climbing 
or  prostrate  shrub  of  Ecuador.  The  bark  comes 
into  commerce  in  quiUs  or  quUled  pieces,  about 
10  cm.  long,  and  rarely  exceeding  2  cm.  in 
diameter ;  externally  brown  grey,  roughened, 
with  .scale  like  warts  ;  internally,  greyish  or  pale 
brownish-white,  striate  ;  fracture  short,  granular 
or  slightly  fibrous  in  inner  layer.  Taste,  some- 
what bitter  ;  odour  of  fresh  bark,  aromatic. 

Kubler  (Arch.  Pharm.  1908,  246,  620)  .states 
that  the  principal  constituents  of  the  bark  are 
dextrose,  other  usual  components  of  plants,  the 
glucoside  condurangin  and  a  polyhydric  alcohol 
condurilol.  Condurangin  C4„H(.(,0ig  contains 
two  methoxyl  groups,  is  soluble  in  water,  alcohol, 
and  chloroform,  insoluble  in  ether.  Dilute  sul- 
phuric acid  hydrolyses  it  to  dextrose  and  an 
amorphous  powder,  containing  several  sub- 
stances ;  alcoholic  potash  yields  some  cinnamic 
acid.  Cowlurilol  CgHjoO.)  crystallises  from 
hot  alcohol  in  colourless  prisms,  and  yields  a 
tribenzoyl  derivative,  m.p.  142°-143°.  According 


to  Carrara  (Gazz.  chim.  ital.  21,  i.  204;  22,  i. 
236),  commercial  condurangin  can  be  separated 
into  two  parts,  one  insoluble  and  the  other 
soluble  in  water.  The  former  is  a  white  powder, 
CanHjjOg,  m.p.  60°-61^ ;  and  the  latter  a 
yellow  substance,  C'lsHjgO,,  m.p.  134°.  Hager 
(Handbook,  1900)  has  further  investigated  these 
substances  and  named  them  a-  and  ?;-con- 
durangin  ;  a -condurangin  gives  a  green  colour 
with  Froehde's  reagent  (cone,  sulphuric  acid  and 
molybdic  acid),  6-condurangin  does  not.  Car- 
rara [I.e. )  also  isolated  a  yellow  powder,  CgoHgoOa, 
which  he  named  conduransterin,  m.p.  62°. 
Fluckiger  has  isolated  a  small  quantity  of  an 
alkaloid  having  a  strychnine -like  action.  Firbas 
(Pharm.  ,T.  70,  417)  treats  the  chloroform 
extract  of  the  crude  glucoside  with  a  mixture 
of  equal  volumes  of  sulphuric  acid,  hydrochloric 
acid,  and  alcohol  (Lafon's  reaction).  On  warm- 
ing, a  green  colour  is  produced,  changing  to 
bluish-green  on  the  addition  of  a  trace  of 
ferric  chloride.  Certain  other  glucosides  give 
this  reaction,  but  they  are  not  likely  to  be 
present  in  the  bark. 

Condurango  has  been  employed  for  many 
years  in  South  America  as  an  alterative  in  the 
treatment  of  sj^phUis.  It  is  used  as  a  stomachic, 
and  lessens  gastric  catarrh  and  relieves  the 
vomiting  and  nausea  which  are  usually  associ- 
ated with  carcinoma  of  the  stomach  ;  it  is  also 
used  to  lessen  the  pain  consequent  upon  gastric 
ailments.  Condurango  produces  in  large 
amounts  incoordination  of  the  muscles  and 
convulsions,  which  may  be  followed  by  para- 
lysis. Dose,  1  fluid  drachm  of  the  fluid 
extract  of  condurango,  or  4  fluid  drachms  of  the 
wine  of  condurango. 

There  are  many  other  varieties  of  con- 
durango and  marodenias.  The  Guayaquil  con- 
durango has  several  peculiarities  in  the  wood  of 
the  bark,  and  has  not  so  many  medullary  rays. 
Mexican  condurangos  contain  a  strong  collen- 
chyma  next  to  the  bark,  while  nearer  the  pith 
is  a  laj'er  of  bast  fibres  containing  large  crystals 
of  calcium  oxalate  (Chem.  Zeit.  11,  1601 ;  12, 
26). 

CONDY'S  FLUID  v.  Manganese. 

CONESSINE  V.  Vegeto-alkaloids. 

CONGO  BLUE,  -BROWNS,  -CORINTH, 
-FAST  BLUE,  -ORANGE,  -REDS.  -RUBINE. 
-SKY  BLUE  V.  Azo-  coloueing  matters. 

CONIFERIN  V.  Glucosides. 

CONIINE,  CONICEINE  v.  Vegeto-alka- 
loids. 

CONIMA  RESIN,  CONIMENEi;.  Oleo-resins. 
CONQUINAMINE  v.  Vegeto-alkaloids. 
CONVOLVULIN  v.  Glucosides. 
COOMASSIE  NAVY  BLUE,  -WOOL  BLACKS, 

V.  Azo-  COLOUEING  MATTERS. 

COPAIBA  BALSAM  v.  Oleo-resins. 
COPAIBA  OIL  V.  Oils,  Essential. 
COPAIVENE,  COPAIVI,  COPAIVIC  ACID  v. 
Oleo-resins. 

COPAL  V.  Resins. 

COPAL  VARNISH  v.  Vaenish. 

COPALIN  V.  Resins. 

COPPER.  Sym.  Cu.  At.  wt.  63-57.  Melt- 
ing-point in  .air,  1062°  :  in  reducing  atmosphere, 
1084°.  Specific  gravity  :  Roberts  Austen  (Int. 
Study  of  Met.  1902,  16)  gives  8-217  as  the  sp.  gr. 
of  the  molten  metal.  Copper,  deposited  by 
electrolysis  from  an  acid  solution  of  copper 
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sulphate  and  not  subjected  to  any  mechanical 
treatment  was  found  to  have  sp.gr.  of  8-9544  at 
15-5°  in  air  (Watson,-!.  Soc.  Chem.  Ind.  2,  .1.5.3). 

Commercial  copijcr,  prepared  in  the  usual 
way,  is  never  pure,  and  the  examination  of  the 
fractured  surface  of  a  cast  ingot  of  copper  shovi's 
a  minutely  vesicular  structure.  On  this 
account  the  density  of  such  metal  is  less  than 
the  same  sample  of  metal  after  it  has  been  sub- 
jected to  a  compressing  mechanical  treatment. 

Colour. — Copper  has  a  characteristic  red 
colour  which,  in  a  fractured  surface  of  worked 
metal,  may  be  described  as  salmon -red.  The 
only  other  metallic  .substance  which  at  all  re- 
sembles copper  in  colour  is  the  titanium  cyano- 
nitride,  which  is  sometimes  formed  in  blast 
furnaces  working  on  iron  ores  containing 
titanium. 

Lustre. — A  smooth  cut  or  polished  surface 
shows  a  bright  metallic  lustre  which,  however, 
soon  tarnishes. 

Crystalline  systtm. — Copper  crystallises  in 
the  cubical  system. 

Ores  of  copper.  The  following  minerals  are 
those  from  which  copper  is  extracted  on  a  com- 
mercial scale  :  native  copjier,  cuj)rite,  mela- 
conite,  malachite,  azurite,  chrysocolla,  ataca- 
mite,  chalcocite,  bornite,  chalcopyrite,  fahl  ore. 

The  imjjortance  of  the  several  species  in  the 
above  list  as  ores  of  copper  varies  very  much 
with  the  locality.  Thus,  while  native  cojiper  is 
the  chief  ore  in  the  Lake  Superior  district  of 
North  Ameiioa,  and  atacamite  in  one  or  two 
localities  in  CHiile,  they  would  in  other  localities, 
and  generally,  be  looked  upon  as  rather  rare, 
especially  so  in  the  case  of  the  1-xst  species  men- 
tioned. So  also  in  the  case  of  malachite  ;  this 
species,  as  an  ore  of  copper,  is  seldom  met  with 
except  in  small  quantities  in  the  upper  and 
oxidised  portions  of  some  coj^per  lodes  ;  yet  in 
the  case  of  the  once  celebrated  Burra  Burra 
mine  in  Australia,  and  at  Nischne-Tagilsk  in 
Russia,  it  formed  the  bulk  of  the  ore  produced. 

Generally,  in  a  cojaper-mining  district,  all  the 
oxidised  species  mentioned  above  occur  in 
varying  proportions,  but  as  depth  is  attained, 
and  almost  invariably  at  or  about  the  level 
at  which  water  is  reached,  the  copper-bearing 
minerals  change  and  the  oxidised  species  give 
place  to  the  richer  sulphide  species,  and  these 
finally  to  chalcopyrite  intimately  mixed  with 
varying  proportions  of  pyrite.  The  inter- 
mingling of  the  two  species  last  mentioned  is 
frequently  so  intimate  that  it  is  not  easy  to 
distinguish  the  component  minerals  or  to 
separate  them.  Chalcopyrite  thus  dil  iited  down, 
as  it  were,  with  one  or  more  of  the  minerals — ■ 
pyrite,  pyrotite,  &c. — forms  the  ore  from  which 
the  greater  j)roportioi!  of  the  world's  copper 
supply  is  derived  and  the  bulk  of  the  material 
treated  at  the  smelting  works  generally.  Such 
ore  frequently  contains  appreciable  quantities  of 
gold  and  sUver  and,  almost  universally,  nick-el, 
in  quantities  varying  from  traces  upwards.  The 
silver  is  frequently  carried  by  intermixed  fahl 
ore,  but  also,  in  many  instances,  by  the  pyritic 
mixture  in  which  distinct  silver-bearing  minerals 
are  not  observable. 

As  by  far  the  larger  proportion  of  ore  pre- 
sented for  metallurgical  treatment  is  of  the 
nature  indicated  above,  viz.  chalcopyrite 
mixed  with  varying  quantities  of  the  pyrite 


family  of  minerals,  it  will  best  serve  the  purpose 
of  this  article  if  the  methods  adopted  for  the 
extraction  of  copper  from  this  material  are 
considered,  and  in  the  following  description  of 
processes  it  is  to  be  understood  that  ore  of  this 
character  is  referred  to. 

The  elimination  of  the  several  elements  in 
the  ore  and  the  final  production  of  the  cojjper  in 
the  metallic  state,  are  effected  by  two  distinct 
series  of  chemical  operations.  One  of  these — 
the  most  important,  because  of  its  very  general 
application — treats  the  ore  by  smelting,  and 
causes  the  necessary  reactions  to  take  place 
while  the  material  is  in  a  molten  condition. 
The  other — of  very  liniited  application — treats 
the  material  in  the  wet  condition,  and  causes  the 
necessary  reactions  to  take  place  in  solutions  of 
the  material. 

These  two  distinctly  different  methods  of 
procedure  may  be  distinguished  as  [n)  dry 
methods,  and  (6)  wet  methods. 

Dry  method.  The  object  which  the  smelter 
keeps  in  view  in  the  first  stages  of  the  process  is 
to  concentrate  the  copper  contained  in  the  ore 
in  as  small  a  quantity  of  material  as  may  be 
economical.  For  this  purpose,  the  jiroduct 
known  as  '  matte  '  or  '  regulus  '  is  universally 
selected.  This  is  a  combination  of  cuprous  sul- 
phide CujS  and  iron  sulphide  FeS  in  varying 
proportions,  together  with  sulphides  of  such 
other  metallic  elements  as  are  capable  of  entering 
into  the  molten  matte.  The  whole  of  the  copper 
contained  in  the  ore  thus  passes  into  the  matte, 
while  the  silica  combines  with  iron  oxide  and 
earthy  bases,  if  jjrcsent,  and  forms  the  slag. 
The  slag,  free  from  copper,  separates  easily  from 
the  matte,  owing  to  its  lower  specific  gravity, 
and  is  thrown  awa^'.  Having  thus  concen- 
trated the  copper  into  regulus,  or  matte,  the 
next  stage  of  the  process  concerns  itself  with 
the  decomposition  of  this  matte  in  such  manner 
as  to  eliminate  the  iron  and  sulphur  and,  as  far 
as  possible,  other  metallic  elements  which  may 
be  present  and  to  yield  the  copper  in  the  nictallio 
state. 

The  final  process  consists  in  refining  the 
copper  produced  as  above ;  or,  in  other  words, 
removing,  as  far  as  practicable,  the  small 
quantities  of  such  elements  as  may  still  be 
present  in  the  product  of  the  preceding  operation 
which  woutd  injuriously  affect  the  copper  for 
manufacturing  purposes. 

The  treatment  of  the  ore  involves,  therefore, 
three  distinct  operations  : — 

I.  Smelting  the  ore  with  the  production  of 
matte  and  slag. 

II.  Treatment  of  the  matte  for  the  pro- 
duction of  crude  copper. 

III.  Refining. 

The  methods  and  the  plant  used  for  carrying 
out  each  of  the  three  operations  vary  con- 
siderably, and  the  choice  of  any  one  depends 
upon  local  conditions,  the  nature  of  the  ore 
as  regards  physical  character,  and  the  nature 
and  quantity  of  the  foreign  elements  present.  It 
wiU  not  be  possible  within  the  limits  of  this 
article  to  study  these  considerations  and  the 
bearing  they  may  have  on  the  methods  to  be 
adopted  ;  all  that  the  space  will  allow  of  is  a 
description  of  the  methods  as  actually  carried 
out  under  the  most  generally  prevailing  con- 
ditions. 
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I.  Smelting  the  ore  with  the  production  of 
maiie  and  slag. — The  object  of  this  process  bemg 
the  concentration  of  the  copijer  in  the  matte, 
the  chief  considerations  kept  in  view  are  the 
production  of  a  matte  as  rich  in  copper,  and 
a  slag  as  poor  in  copjjer,  as  is  practically  and 
economically  possible. 

The  grade  of  the  matte  to  be  produced  having 
been  decided  upon,  the  smelter  regulates  this  by 
suitably  proportioning  the  sulphur  in  the  ore  to 
be  treated  so  that  there  shall  be  sufficient  to 
form  CU2S  with  all  the  copper,  and  a  further 
proportion  to  form  FeS  with  the  iron  present  in 
such  quantity  as  will  cause  the  matte  to  contain 
the  desired  percentage  of  copper.  From  these 
considerations  it  will  be  seen  that  the  factor 
which  regulates  the  grade  of  the  matte  is  the 
quantity  of  sulphur  present  in  the  ore  mixture 
smelted.  With  the  class  of  ore  under  considera- 
tion, it  invariably  happens  that  the  quantity  of 
sulphur  present  is  considerably  in  excess  of 
requirements,  and  the  production  of  the  most 
suitable  grade  of  matte  necessitates  the  removal 
of  this  excess,  which  may  be,  and  generally  is, 
effected  before  the  actual  smelting  of  the  ore 
is  commenced.  Under  certain  favourable  con- 
ditions, however,  it  may  be  removed  during  the 
smelting  process  {see  Pyritic  smelting).  Tliis 
prehminary  operation  is  designated  '  calcining  ' 
or  '  roasting,'  the  former  term  being  more  often 
used  by  English  smelters  and  the  latter  by 
Americans.  It  is  obvious  that,  as  it  is  the  total 
sulphur  in  the  charge  to  be  smelted  which  is 
concerned,  either  the  whole  of  the  ore  may  be 
taken  and  a  small  proportion  of  this  element 
removed,  or  a  small  proportion  of  the  ore  may 
be  taken  and  a  large  quantity  of  the  sulphur 
removed.  A  suitable  mixture  of  this  latter 
with  raw  ore,  so  as  to  give  the  necessary  total 
quantity  of  sulphur  in  the  mixed  charge,  can 
then  be  used. 

Whichever  course  is  adopted,  the  mode  of 
carrying  out  the  operation  is  practically  the 
same.  The  process  consists  in  subjecting  the 
ore  to  a  dull-red  heat  under  oxidising  con- 
ditions, so  that  the  sulphur  is  caused  to  combine 
with  oxygen  derived  from  air  admitted  into 
contact  with  the  ore  with  the  production  of 
sulphur  dioxide,  while  the  iron  is  also  oxidised 
at  the  same  time. 

The  method  of  carrying  out  this  calcining 
process  depends  upon  whether  the  ore  is  to  be 
treated : 

(a)  In  the  rough — say  in  pieces  from  |-  inch 
cube  upwards ;  or 

(b)  Whether  it  is  to  be  treated  as  fines  or 
'  concentrates,'  i.e.  in  which  the  particles  are 
less  than  |  inch  cube. 

Under  (n) :  The  ore  may  he  calcined  by 
forming  heaps  of  it  in  the  open  air  and  starting 
the  combustion  by  means  of  a  small  proportion 
of  wood,  the  combustion  being  maintained  by 
the  sulphur  present  in  the  ore. 

The  ore  tnay  also  be  calcined  in  stalls  more  or 
less  open.  These  consist  of  series  of  chambers 
in  rows  built  back  to  back.  The  chambers 
are  each  bounded  by  three  walls,  viz.  back  and 
two  side  walls,  but  are  open  in  front  and  have 
no  roofs.  Small  flues,  opening  out  into  the 
chambers,  are  built  in  the  walls  separating  them, 
and  these  flues  connect  with  a  larger  flue  in 
the  central  division   wall   between   the  two 


rows,  and  these  again  connect  with  a  chimney 
stack. 

The  ore  is  charged  into  these  open  chambers 
on  to  a  layer  of  wood  ;  when  filled  up,  the  wood 
is  fired  and  combustion  extends  to  the  ore  itself 
in  the  same  way  as  in  the  case  of  the  heaps.  The 
gases  produced  in  the  operation  are  to  a  large 
extent  led  away  by  the  flues  in  the  walls  above 
referred  to.  The  annoyance  caused  by  the 
escape  of  these  gases  at  or  near  the  ground  level 
of  the  works — as  is  the  case  in  open-heap 
roasting — is  in  this  way  to  a  large  extent 
avoided. 

The  ore  may  be  calcified  in  kilns. — These  are 
similar  to  the  stalls,  but  are  generally  buUt  of 
much  larger  size,  are  closed  in  on  all  four  sides, 
and  are  roofed  over.  They  are  provided  with 
suitable  openings  in  the  roof  through  which  the 
ore  is  introduced,  and  a  doorway  in  the  front 
wall  (bricked  up  when  the  kiln  is  in  operation) 
through  which  the  calcined  ore  is  removed.  An 
outlet  flue,  connected  to  the  roof  or  back  wall, 
allows  the  gases  to  be  conveyed  to  a  chimney. 

The  ore  may  be  calcined  in  '  burners.' — These 
are  constructed  and  worked  on  very  much  the 
same  lines  as  the  '  burners  '  used  for  burning 
'  pyrites  '  at  sulphuric  acid  works,  and — in  the 
case  of  copper  ore — are  the  most  suitable  form 
of  plant,  if  the  gases  evolved  in  the  operation 
are  to  be  used  m  the  chamber  process  of  making 
sulphuric  acid.  In  this  plant,  a  number  of 
closed  cells  or  '  burners  '  are  built  in  rows,  back 
to  back.  Each  cell  is  roofed  in  and  connects  at 
the  back  with  a  central  flue  common  to  all  the 
cells,  by  which  the  gases  are  led  to  the  acid 
chambers.  In  the  roof  of  each  cell  is  an  opening 
through  which  the  ore  can  be  charged  from  a 
hojjper  placed  above.  This  opening  is  capable 
of  being  closed  and  is  only  open  during  charging. 
In  this  class  of  plant,  the  ore  does  not  rest  on  the 
floor  as  it  does  in  each  of  the  cases  previously 
considered,  but  upon  a  series  of  square  bars 
suitably  spaced.  These  bars  are  formed  with 
circular  necks  where  they  are  carried  by  the 
bearers,  and  can  be  rotated  by  applying  a  box 
key  to  their  square  ends.  Below  these  bars  is 
an  enclosed  space  with  suitable  door  through 
which  the  calcined  ore  is  removed  and  by  means 
of  which  the  air  supply  is  regulated. 

In  operating  this  plant,  the  cell  having  been 
brought  up  to  a  good  red  heat  by  the  com- 
bustion of  wood  or  other  suitable  fuel,  ore  in 
small  quantities  is  gradually  added  as  com- 
bustion proceeds,  until  the  burner  is  full.  At 
suitable  intervals,  a  small  quantity  of  the 
calcined  ore  is  removed  from  the  bottom  of  the 
burner  and  a  corresponding  fresh  supply  of  ore 
is  added  through  the  openmg  in  the  roof.  In 
this  way,  the  operation  of  the  burner  is  rendered 
continuous,  and  no  fresh  extraneous  fuel  is  re- 
quired after  the  first  starting  of  the  fire.  The 
removal  of  the  ore  at  the  bottom  of  the  burner 
is  efiected  by  rotating,  or  rocking,  the  square 
bars  upon  which  the  ore  rests.  As  the  space 
between  the  bars  can  in  this  way  be  made  to 
vary  from  the  distance  between  the  bars  when 

in  this  position        \/'  distance  when  in 

this  position  j     |  |     |,  the  ore  is  caused  to  fall 

through  in  any  quantity  desired,  and  by  this 
means,  and  by  occasional  working  with  long  bars 
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through  suitable  holes  provided  for  the  purpose 
in  the  upper  portion  of  the  burner,  the  passage 
of  the  ore  from  top  to  bottom  is  facilitated. 

In  all  the  methods  of  treatment  described 
under  (a),  it  is  essential  that  ijroper  care  be  taken 
to  prevent  the  temperature  reaching  anything 
like  meltmg-point.  If  the  ore  melts  or  sinters 
together,  calculation  is  delayed  owing  to  the 
reduced  surface  on  which  oxidation  can  take 
place.  Further,  in  the  case  of  such  sintered  or 
melted  material,  difficulties  are  created  in  work- 
ing the  process.  In  the  case  of  heap  roasting 
and  also  in  the  stalls  and  kilns,  the  formation  of 
large  masses  of  sintered  or  melted  ore  introduces 
undesirable  ii'regularities  in  the  air  current 
through  the  mass  of  ore  under  treatment,  and 


causes  trouble  when  the  ore  is  removed.  In  the 
burners,  the  formation  of  sintered  masses  of  ore 
must  be  avoided,  as  such  masses  would  have  to 
be  broken  up  in  the  burner  with  suitable  tools 
before  it  could  be  made  to  pass  out  between  the 
grate  bars. 

Under  (6) :  The  ore  may  he  calcined  in  hand 
calciners  or  mechanical  calr.iners. — The  former 
are  not  much  used  at  the  present  time,  as  the 
necessary  labour  is  effectually  replaced  by 
mechanical  appliances.  The  hand  calciner, 
which  was  universally  used  some  years  ago, 
consisted  of  a  long  flat  bedded  reverberatory 
furnace,  with  the  usual  fire  box  at  one  end  and 
the  outlet  flue  for  the  exit  of  the  gases  at  the 
opposite  end  (Figs.  1,  2,  and  3).    The  ore  was 


Figs.  1,  2,  and  3. 


dropped  from  a  hopper  through  an  opening 
in  the  roof  on  to  the  bed  at  the  flue  end  of  the 
furnace,  where  it  was  spread  out  by  means  of 
suitable  tools  worked  by  men  at  lioth  sides  of 
the  furnace,  operating  through  doors  in  the 
side  walls. 

The  conditions  in  the  furnace  were  intensely 
oxidising,  and  it  was  necessary  to  stii'  the  ore 
frequently  to  prevent  it  smtering.  In  the 
process  of  stirring,  the  ore  was  turned  over  and 
moved  towards  the  fire  end,  thus  making  room 
for  a  fresh  charge  from  the  feed  hopper.  This 
process  of  stirring  and  moving  the  ore  forward 
towards  the  fire  end  was  continued  until  the  ore 
reached  close  up  to  the  fire  box,  at  which  point 
it  was  discharged  through  openings  in  tlie  bed 
of  the  furnace  into  vaults,  or  chambers,  con- 
structed below,  from  which — when  sufficiently 
cool — it  was  removed.  The  labour  required  on 
these  furnaces  was  very  heavy  and  the  output 
small,  and,  except  in  unimportant  installations. 

Vol.  U.-T. 


they  have  given  way  to  furnaces  in  which  the 
ore  is  stirred,  moved  forwardj'and  discharged  by 
mechanical  means  operated  by  power,  it  will 
be  impossible  \vithin  the  limits  of  this  article 
to  describe  the  many  furnaces  of  this  type  whicli 
have  been  introduced,  and  it  wUl  suffice  to 
describe  one  or  two  which  wiU  serve  as  examples 
of  the  class  of  plant  employed. 

The  McDougaU  fvmace  (Fig.  4). — This  is 
very  largely  used,  and  consists  of  a  series  of  flat 
circular  superimposed  firebrick  hearths,  en- 
closed in  a  brick-lined  cylinder  of  steel  plate. 
An  iron  shaft  passes  centrally  up  the  cylinder 
through  openings  in  the  several  hearths,  and  is 
caused  to  revolve  by  suitable  gearing  attached 
either  to  its  upper  or  lower  end.  This  shaft  may 
be  made  hollow  and  cooled  by  air  or  water 
circulation. 

One  or  more  u-on  arms  are  attached  to  this 
shaft  above  each  bed.  The  arms  extend  from 
the  shaft  to  the  periphery  of  the  circular  heds, 
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and  have  attached  to  them  a  series  of  iron  plates 
or  ploughs  set  at  a  slight  angle  to  the  arm.  The 
ore  is  fed  from  a  hopper  on  to  the  top  bed  near 
the  centre,  and  the  angle  of  the  ploughs  is  such 
that,  as  the  arms  revolve,  they  not  only  turn  the 
ore  over,  but  gradually  move  it  from  the  centre 
to  the  edge  of  the  bed.  At  one  point  in  the  edge 
of  the  bed  is  an  opening  through  which  the  ore 
falls  on  to  the  second  bed.  On  this  bed  the 
ploughs  are  so  set  on  the  arms  that  the  ore 
travels  in  the  reverse  direction  and  is  drawn  to 
the  centre  of  the  bed.    Here  it  discharges  on  to 


Fig.  4. 

the  third  bed ;  and  so  on  until  it  escapes  at  the 
bottom  of  the  furnace.  The  openings  through 
which  the  ore  falls  from  one  bed  to  the  other 
also  serve  as  flues  through  which  the  gases  pass 
upwards  through  the  furnace,  finally  escaping 
through  a  flue  above  the  top  bed. 

In  one  modification  of  this  furnace,  the  flues 
from  the  fire  box  are  built  in  the  walls,  and  are 
so  controlled  by  dampers  that  the  heat  can  be 
conveyed  to  any  one  or  two  of  the  bods  required. 

Attached  to  the  lowest  bed  is  a  fire  box  by 
which  the  furnace  is  heated  up  in  order  to  start 
it ;  but,  after  being  once  started,  little  or  no 
fuel  is  required,  as  the  oxidation  of  the  ore  pro- 
vides sufficient  heat  throughout  the  apparatus. 

The  stmight-hearlh  mechanical  furnace. — This 
type  of  furnace  passes  under  various  distinctive 
names,  accordmg  to  the  several  methods 
adopted  for  operating  the  ploughs,  and  slight 
modifications  in  the  construction.  One  such 
furnace  consists  of  a  flat  bed  about  100  feet 
long  covered  with  an  arch.  At  one  end  is  the 
inlet  for  the  ore,  and  at  the  opposite  end  is  the 
outlet.  At  the  ore  inlet  end  is  the  flue  for  carrying 
off  the  gases,  and  at  the  opposite  end,  but  to  one 


side,  is  a  fire  box  with  the  inlet  to  the  furnace 
constructed  in  the  roof  of  the  latter.  Other 
similar  fire  boxes — one  or  two  in  number — are 
placed  at  intervals  along  the  length  of  the 
furnace.  A  channel  is  constructed  in  the  side 
walls  of  the  furnace  and  in  these  a  rail  is  laid. 
A  suitable  carriage  with  wheels  resting  on  the 
rails  stretches  from  one  side  of  the  furnace  to 
the  other,  and  the  bearings  pass  through  slots  in 
the  two  side  walls  and  are  carried  by  the  wheels 
above  referred  to.  To  this  carriage,  suitable 
ploughs  are  attached  in  such  manner  that,  in 
the  course  of  its  travel  from  one  end  of  the 
furnace  to  the  other,  the  jfloughs  turn  the  ore 
over  and  also  move  it  forward.  The  carriage  is 
moved  by  a  pair  of  chains  or  ropes  travelling  in 
the  channels  formed  in  the  side  walls,  and  at  the 
two  ends  of  the  furnace  these  chains  or  ropes  are 
carried  round  wheels  sufficiently  large  in  diameter 
to  lead  them  back  under  the  furnace,  thus  making 
them  continuous.  One  pair  of  these  wheels  is 
driven  by  suitable  gearing,  thus  causing  the  pair 
of  ropes  or  chains— and  with  them  the  carriage 
— to  travel  the  whole  length  of  the  bed  of  the 
furnace,  returning  through  the  tunnel  under 
the  bed,  where  rails  are  laid  for  supporting  the 
carriage.  Two  or  more  such  carriages  are 
attached  to  the  ropes,  or  chains,  at  equal 
distances  apart.  The  ore  is  fed  mechanically 
on  to  the  bed  at  intervals  just  as  a  carriage  is 
about  to  enter,  and  the  ore  is  spread,  turned  over, 
and  moved  forward  gradually  from  one  end  of 
the  furnace  to  the  other.  Each  time  a  carriage 
emerges  from  the  furnace,  it  draws  with  it  a 
quantity  of  calcined  ore.  The  carriage  and  its 
attached  ploughs  are  cooled  during  the  passage 
through  the  tunnel.  The  ends  of  the  furnace 
are  closed  by  light  iron  doors  which  hang  down 
vertically  and  are  automatically  opened  by  the 
passage  of  the  carriage  and  close  themselves  as 
soon  as  the  carriage  has  passed. 

There  is  yet  another  method  of  removing  the 
excess  sulphur  which  has  lately  been  introduced, 
known  as  '  pot  roasting,'  or  '  blast  roasting.'  This 
method  of  calcining  is  advantageously  applied 
to  concentrates  and  fines,  and,  while  it  eliminates 
the  sulphur,  the  heat  attained  is  at  the  same 
time  sufficiently  intense  towards  the  end  of  the 
process  to  cause  the  ore  to  partiaUy  smelt  or 
sinter  together.  In  this  respect  it  differs 
entirely  from  the  methods  of  treatment  described 
above.  It  has  already  been  pointed  out  that,  in 
the  processes  of  calcining  previously  considered, 
the  aim  of  the  smelter  is  to  prevent  the  ore 
particles  from  becoming  soft  and  sintering 
together,  because,  under  those  conditions, 
oxidation  is  retarded.  In  the  process  now  to 
be  considered,  however,  the  final  result  is  a 
completely  sintered  mass  which  requires  to  be 
broken  up  before  it  can  be  treated  in  the  smelt- 
ing furnace.  Although  one  or  two  modifications 
of  the  process  have  been  introduced,  the  general 
method  of  conducting  it  is  as  follows  : — A  cast- 
iron  vessel,  capable  of  holding  from  5  to  10  tons 
of  ore  mixture,  is  so  supported  that  at  the  end  of 
the  operation  it  can  be  inverted.  The  usual 
shape  of  the  vessel  is 'hemispherical,  and  it  is 
supported  by  trunnions  on  a  framework  at  some 
few  feet  above  the  floor.  Near  the  bottom  a 
perforated  iron  plate  is  fitted,  which  is  kept  in 
place  by  an  iron  bolt  passing  through  it  and  the 
bottom  of  the  pot.    Under  the  plate,  air — at  a 
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few  ounces  jiressiire — can  be  introduced  through 
a  pipe  cast  on  to  the  pot.  The  top  of  the  pot  i« 
fitted  with  a  light  iron  hood,  connected  to  the 
fine  system  for  taking  away  the  gases  produced 
in  the  operation.  This  hood  is  supported  in  such 
manner  as  to  allow  of  its  easy  removal  and 
replacement.  The  pot  being  in  the  upright 
position,  a  thin  layer  of  already  calcined  ore,  in 
small  lumps,  is  spread  on  the  perforated  plate, 
and  upon  this  a  light  fire  is  started  and  a  gentle 
current  of  air  turned  on. 

The  ore  mixture,  which  must  be  quite  damp, 
is  then  charged,  a  few  shovels  full  at  a  time, 
and,  as  the  fire  burns  up  through  the  com- 
bustion of  the  sulphur,  the  ore  is  put  in  in 
gradually  increasing  quantities  until  the  pot  is 
fuU,  the  supply  of  air  being  increased  as  the 
filling  up  is  proceeded  with.  When  the  pot  is 
fuU,  the  hood  is  lowered  into  place,  and  the 
operation  then  proceeds  by  itself.  The  air 
current  causes  a  rapid  oxidation,  and  the  fire 
gradually  rises  from  the  bottom  tipwards ; 
finally,  the  temperature  reaches  the  point  at 
which  slag  formation  commences,  and  the  whole 
mass  sinters  together.  When  this  stage  is  com- 
pleted, the  hood  is  lifted  or  moved  away,  and 
the  pot  is  rotated  until  the  sintered  mass  falls 
out  on  to  the  floor  below,  where  it  is  liroken  up 
into  pieces  of  a  suitable  size  for  the  smelting 
operation  to  follow.  In  carrying  out  this 
process,  it  is  essential  that  the  ore  mixture 
treated  should  contain  all  the  necessary  elements 
for  the  production  of  slag.  Thus,  for  instance, 
if  the  sUica  content  of  the  ore  is  low  and  not 
sufficient  to  combine  with  the  iron  oxide  pro- 
duced in  the  operation,  then  silica,  in  some  form, 
must  be  added  to  the  ore  before  it  is  charged 
into  the  pot. 

After  the  sulphur  in  the  ore  mixture  has  been 
reduced  to  the  requisite  amount,  the  ore  is  ready 
to  be  smelted.  For  this  operation  one  of  two 
distinctly  different  types  of  furnace  are  used  ; 
these  are  : 

(1)  Blast  furnace.  (2)  Reverberatory 
furnace. 

The  choice  between  these  two  methods  of 
carrying  on  the  smelting  operation  depends  on  a 
variety  of  circumstances,  all  of  which  must  have 
proper  consideration,  but  the  following  are  the 
chief  points,  viz.  :  If  the  ore  is  to  be  smelted 
in  the  state  of  fines  or  concentrates,  it  is  un- 
suitable for  blast-furnace  treatment,  while  it  is 
eminently  suitable  for  the  reverberatory  furnace. 
On  the  other  hand,  rough  ore  is  unsuitable  for 
reverberatory-furnace  smelting. 

Blast-furnace  smelting. — The  furnace  used 
may  be  built  of  brick,  but  is  more  generally, 
nowadays,  constructed  with  water-cooled  walls 
of  steel  plate  (Fig.  5),  each  section  of  which  is 
termed  a  jacket.  In  the  smaller  furnaces  the 
horizontal  section  is  circular,  but  in  the  ordinary 
sized  and  larger  furnaces  the  section  is  always 
rectangular.  As  the  working  of  this  type  of 
furnace  is — as  its  name  implies — dependent 
upon  an  air  blast  projected  mto  the  interior, 
the  width  of  the  furnace  is  limited  by  the  strength 
of  the  blast  which  is  required  to  penetrate  the 
charge  from  the  sides  to  the  centre  of  the 
furnace,  while  the  length  of  the  furnace  is 
only  limited  by  the  capacity  required.  The 
increase  in  length  is  obtained  by  clamping 
together  two  or  more  of  the  jackets  on  each 


side,  thus  extending  the  longer  axis  of  the 
furnace. 

The  jackets  stand  on  a  thick  cast-iron  plate 
carried  on  iron  supports.  In  some  cases  these 
jackets  are  only  used  in  the  lower  part  of  th(! 
furnace,  all  the  upper  part  being  constructed  of 
brick,  but  the  brickwork  may,  in  certain  cases, 
be  advantageously  replaced  with  a  second  tier 
of  jackets,  reaching  up  to  the  feed  floor.  Above 
the  feed  floor  the  furnace  is  continued  in  the 
form  of  a  covered-in  brick  chamber  with  liftinc 
doors  at  each  side  and  an  outlet  in  the  roof  of 
the  chamber,  connecting,  by  means  of  a  suitable 
iron  flue,  to  the  general  flue  system  of  the  works. 


Fig.  5. 


Through  the  doors  the  charge,  consisting  of  a 
proper  mixture  of  ore — both  raw  and  calcined, 
or  partially  calcined  ore — is  introduced.  To 
this  ore  mixture  there  is  also  added  such  flux, 
either  limestone  or  sUicious  material,  and  the 
necessary  amount  of  coke  as  is  required  to  form 
a  suitable  smelting  mixture.  As  previously 
indicated,  the  object  of  this  is  to  produce  a 
matte  of  the  desired  grade  and  a  slag  which 
shall  be  as  free  from  copper  as  possible  and 
which  shall  be  of  such  fusibility  as  to  flow  readily 
from  the  furnace.  On  the  lower  or  working 
floor,  the  furnace  is  provided,  either  at  the  ends 
or  sides,  with  one  or  more  spouts  through  which 
the  molten  products  of  the  smelting  operation 
flow.  Except  in  very  large  furnaces,  only  one 
such  spout  is  used  at  a  time,  and  if  more  than 
one  is  fitted,  it  is  with  the  object  of  having  one 
in  reserve  in  case  of  a  stoppage  to  the  one  in  use. 

The  side  jackets  of  the  furnace  are  provided 
with  circular  openings  (tuyeres)  passing  from 
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the  outer  to  the  inner  surface.  When  the 
jackets  are  set  up,  these  tuyeres  form  a  hori- 
zontal Uiie  of  openings  on  each  side  of  the 
furnace.  The  blast  is  broiight  down  from  the 
ail-  main  by  light  iion  piping  to  the  tuyeres,  and 
through  these  it  passes  to  the  interior  of  the 
furnace. 

The  blast,  at  a  pressure  of  10-50  or  60  oz. 
per  sq.  inch,  is  generated  by  a  suitable  blowing 
machine,  which  must  be  of  the  positive,  and  not 
the  fan,  type.  A  plentiful  supply  of  water  is 
circulated  through  all  the  jackets,  and  the  over- 
flow pipes  from  these,  carrying  away  the  hot 
water,  discharge  into  sinks  or  launders. 

The  products  of  the  smelting  operation  per- 
formed in  this  furnace  flow  out  through  the 
spout  above  described  into  the  settler.  In  the 
case  of  small  furnaces,  this  is  a  square  cast-iron 
vessel  open  at  the  top  and  mounted  on  wheels 
to  allow  of  easy  replacement.  It  is  furnished 
with  a  cast-iron  spout  at  its  upper  edge  through 
which  the  slag  overflows,  and  is  provided  with  a 
tap  hole  near  the  bottom  from  which  the  matte 
is  tapped  from  time  to  time.  In  the  case  of 
larger  furnaces  for  this  form  of  settler,  there  is 
substituted  a  circular  tank,  formed  of  steel 
plates  lined  with  refractory  material,  placed 
permanently  in  position  under  the  spout  of  the 
furnace.  This  form  of  settler  may  be  10  or 
more  feet  in  diameter,  and,  like  the  smaller 
pattern  mentioned  above,  is  provided  with  a 


slag  spout  near  the  top  and  a  tap  hole  near  the 
bottom. 

In  the  settler,  a  thorough  separation  of  the 
slag  and  matte  takes  place :  the  matte,  having 
the  higher  specific  gravity,  falling  to  the  bottom 
of  the  vessel  and  the  lighter  slag  rising  to  the 
top.  where  it  overflows  through  the  spout  into 
suitable  pots  provided  for  its  removal  to  the 
slag  dump.  From  time  to  time  the  matte  is 
tapped  oH  through  the  tap  hole  at  the  bottom  of 
the  settler.  The  working  of  this  type  of  furnace 
proceeds  continuously,  fresh  ore  charges  being 
dumped  in  at  the  top  at  intervals,  while  a  constant 
flow  of  slag  and  matte  passes  out  through  the 
spout. 

Beverheratnry-furnace  smdiing. — The  furnace 
used  is  essentially  different  both  in  construction 
and  method  of  working  from  the  one  previously 
described.  In  the  blast  furnace,  the  fuel — coke 
— is  burnt  in  contact  with  the  materials  to  be 
smelted,  and  the  intense  heat  required  for  the 
operation  is  obtained  by  urging  the  combustion 
of  the  fuel  by  means  of  an  air  blast.  In  the 
reverberatory  furnace  the  material  to  be 
smelted  occupies  one  compartment  of  the 
furnace,  while  the  fuel — coal  or  wood— is  burnt 
in  another.  The  draught  required  for  the  com- 
bustion of  the  fuel  is  quite 
moderate,  and  is  obtained 
by  a  chimney  of  suitable 
height  and  area.    The  work- 
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Fig.  6. 


ing  bed  of  the  furnace  in  plan  is  a  parallelo- 
gram (Fig.  6)  with  rounded  corners.  At 
one  end,  and  separated  from  it  by  a  low 
partition,  is  the  fire  box,  in  which  the  fuel  is 
consumed.  At  the  opposite  end  is  the  outlet 
flue  connecting  ^\  ith  the  chimney.  A  brick  arch 
extends  from  the  back  wall  of  the  fire  box  to  the 
flue.  This  arches  the  furnace  across  from  side 
wall  to  side  wall,  and  is  constructed  with  a  fall 
from  the  fire-box  end  to  the  flue  end  of  the 
furnace.  The  partition,  or  bridge,  as  it  is 
termed,  to  which  reference  is  made  above  as 
separating  the  working  bed  from  the  fire  box, 
reaches  to  such  a  height  above  the  bed  that  an 
opening  is  left  between  its  top  surface  and  the 
roof  of  the  furnace.  Through  this  opening 
above  the  bridge,  the  flame  from  the  burning 
fuel  passes  over  the  bed  on  its  way  to  the  outlet 
flue.  The  side  walls  of  the  furnnce  are  pierced 
with  a  number  of  openings  used  in  working  the 


furnace  for  spreading  the  ore  charge,  drawing 
off  the  slag,  &c..  and  one  opening  is  cut  down  to 
the  lowest  point  of  the  bed  for  tapping  the 
matte. 

The  furnace  walls  and  roof  are  constructed 
of  highly  refractory  bricks  with  an  outside 
casing  of  ordinary  bricks,  and  the  whole  is 
bound  together  with  steel  girders  placed  verti- 
cally and  tied  together  from  one  side  to  the 
other  by  iron  tie  rods.  The  working  bottom 
is  variously  constructed.  It  may  be  formed  of 
highly  refractory  bricks,  or  of  silicious  sand  or 
crushed  quartz.  If  formed  of  brick,  these  are 
laid  on  a  layer  of  brasque  in  the  form  of  a 
slightly  curved  invert  arch,  and  with  as  close  a. 
joint  as  possible  ;  when  the  furnace  has  been 
dried  by  means  of  a  slow  fire,  it  is  ready  for 
work. 

In  the  case  of  the  sand  or  crushed  quartz 
bottom,  however,  the  procedure  is  different. 
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After  the  furnace  is  completed,  but  without  its 
refractory  working  bottom,  the  brickwork  is 
thoroughly  dried  by  a  slow  fire,  then  the  heat  is 
very  gradually  raised  and  a  quantity  of  sand, 
or  quartz,  is  thrown  in  and  heated  to  a  dull-red 
lieat.  When  this  stage  is  reached,  the  material 
is  formed  roughly  mto  the  shape  required  for 
the  bottom  by  means  of  suitable  tools.  The  fire 
is  now  urged  to  the  highest  point  possible,  so  as 
to  slightly  frit  the  particles  of  sand  or  quartz,  at 
least  on  the  surface.  When  this  is  effected,  the 
furnace  is  cooled  and  a  small  charge  of  some 
easily  fusible  slag  is  carefully  spread  over  the 
surface.  The  heat  is  again  raised  so  as  to  smelt 
thi>  slag,  which  is  absorbed  by  the  bottom  ;  this 
is  reijeated  once  or  twice,  when  the  furnace  will 
be  ready  for  a  light  charge  of  its  ordinary  ore 
mixture,  which  is  gradually  increased  until  the 
full-weight  charge  is  reached.  Charging  of  this 
furnace  takes  place  through  one  or  more 
openings  in  the  roof  from  hojjpers  supported 
above.  Assuming  that  the  furnace  is  heated 
up  to  the  required  temperature,  a  charge  of  ore 
mixture  is  dropped  from  the  hoj^pers  abo\e 
tlirough  the  openings  in  the  roof.  This  is  then 
spread  over  the  bed  by  means  of  suitable  tools 
operated  by  men  working  through  the  side  and 
front  doors.  When  this  operation  is  com- 
pleted, the  doors  are  closed  and  the  fire  attended 
to  so  as  to  raise  the  temperature  of  the  furnace 
as  rapidly  as  possible  to  full  heat.  The  charge 
is  occasionally  stirred,  if  necessary,  to  remove 
any  agglomerated  masses  from  the  bo*^tom  of 
the  furnace,  and  finally,  a  molten  bath  is  ob- 
tained composed  of  two  distinct  layers— the 
matte  forming  the  bottom  layer,  and  the  slag 
floating  upon  it.  When  this  stage  is  reached, 
another  charge  may  be  dropped  and  treated  in 
the  same  way ;  ancl  this  may  be  repeated  from 
time  to  time  until  the  furnace  is  full  of  molten 
slag  and  matte.  A  .side  door  and  end  dom-  are 
opened  and  the  slag  allowed  to  run  off,  and 
towards  the  end,  this  is  drawn  off  by  means  of 
tools  handled  by  the  furnace-men  until  nearly 
all  the  slag  has  been  removed.  The  tap  hole  is 
tlien  carefully  opened,  and  this  being  at  the 
bottom  of  the  furnace,  the  matte  flows  through 
it  and  is  led  by  a  launder  into  a  ladle  or  into 
moulds  placed  on  the  floor  to  receive  it.  When 
nearly  all  the  matte  has  been  run  off,  the  tap 
hole  is  again  closed  and  made  secure,  fresh 
charges  are  dropped,  and  the  operations  re- 
peated. 

The  slag  may  Ije  I'cccived  in  ladles  moiuited 
on  wheels,  and  in  these  may  be  removed  to  the 
dump,  or  it  may  lie  received  in  sand  moukls 
formed  on  the  floor  of  the  furnace  house  :  when 
cool,  it  may  be  broken  up  and  removed  to  the 
ilump.  or  it  may  be  run  into  a  stream  of  water, 
and  thus  granulated  and  removed. 

The  object  attainorl  in  this  operation  in  the 
reverberatory  furnace  is  the  same  as  with  the 
blast  furnace,  viz.  the  production  of  the  pro- 
per grade  matte  and  a  slag  of  easy  fusibility 
reasonably  free  from  copper. 

Pijrilic  smeltin'}.- — T'his  methoil  of  worliing, 
which  has  been  introduced  of  late  years,  secures 
in  one  operation  whn-t,  in  the  preccfling  descrip- 
tions, i.s  attained  in  two  processes  carried  on  in 
separate  appliances.  Tt  has  been  shown  that,  in 
order  to  produce  a  ])roper  grade  of  matte,  a 
certain  proportion  of  sulphur  must  be  oxitlised 


to  sulphur  dioxide,  and  that,  accompanying  this 
action,  a  portion  of  the  iron  sulphide  must  also 
be  oxidised.  It  has  also  been  shown  that,  in 
ordinary  working,  this  preliminary  treatment 
and  the  actual  smelting  of  the  ore  are  carried  out 
as  two  distinct  operations  •  in  two  entirely 
different  classes  of  plant.  It  has  also  been 
indicated  that,  in  the  smelting  operation  proper, 
the  high  temperature  necessary  is  obtained  by 
the  combustion  of  carbonaceous  fuel.  In 
pyritic  smelting,  the  two  processes  referred  to 
above  are  carried  out  as  one  operation  in  one 
furnace,  and  tlie  high  temperature  necessary  is 
derived  from  the  rapid  oxidation  of  the  sulphur 
and  iron  (chiefly  the  latter)  contained  in  the  ore 
itself.  While  this  method  of  working  is  of  the 
highest  importance  from  an  economical  point  of 
view,  it  is  of  somewhat  limited  application, 
owing  to  the  fact  that  comparatively  few  mines 
produce  ore  which — as  regards  its  physical  con- 
dition and  chemical  constitution — is  suitable 
for  this  method  of  treatment. 

The  jtrocess  is  carried  out  in  blast  furnaces, 
and  for  its  successful  operation  demands  a 
larger  volume  of  air  per  unit  of  time  than  the 
orclinary  smelting  process  and  an  ore  mixture  in 
which  the  pyritic  material  is  present  in  fairly 
large  masses.  The  silica  must  be,  for  the  most 
part,  free  silica  I'quartz),  and  not  combined  with 
earthy  bases  as  silicates.  Under  these  circum- 
stances, the  ore  may  be  satisfactorily  smelted, 
producing  the  required  matte  and  slag  with  the 
i  consumption  of  but  1  to  3  p.c.  of  coke.  A 
small  amount  of  coke  appears  at  present  to  be 
necessary  in  order  to  keep  the  charge  open. 

II.  Treitment  of  the  matte  for  the  production 
of  crude  copp'^r. — It  has  already  been  pointed 
out  that  matte  consists  of  cuprous  .sulphide 
:  CIU2S,  with  varying  proportions  of  iron  sulphide 
1  FeS,  and  the  carrying  out  of  the  stage  which 
is  now  to  be  considerecl  involves  the  elimination 
of  the  sulphur  and  iron,  while  the  copper  is  left 
I  in  the  metallic  state.  The  process  is  carried  out 
by  different  methods,  the  chief  of  which  wUl  now 
he  considered.  In  all  of  these  the  operation  is 
performed  in  two  stages,  although,  in  some  cases, 
these  follow  one  immediately  after  the  other  and 
in  the  same  apparatus,  while  in  others  the 
stages  are  performed  as  two  separate  operations 
and  in  two  or  more  separate  furnaces.  The 
first  stage  in  each  case  consists  m  the  removal  of 
the  FeS  with  the  production  of  Cu^iS,  and  the 
second  stage  treats  the  Cu  oS  with  tJie  production 
of  metallic  copper.  The  carrying  out  of  the 
first  stage  depends  upon  the  fact  that,  when 
matte  is  exposed  to  oxidising  conditions,  the 
iron  sulphide  is  the  first  of  its  constituents  to  be 
decomposed,  the  sulphur  being  oxidised  to 
sulphur  dioxide.  The  resulting  iron  oxide  is 
then  caused  to  combine  with  silica,  forming  a 
slag  which  can  be  removed  from  the  residual 
cuj)rous  sulphide. 

The  second  stage  in  the  proce.ss  depends 
upon  one  or  more  of  the  reactions  represented 
by  the  following  equations  : — 

Cu2S+2Cu,0  =  6Cu+S02; 
Cu^S+SCuO  =4Cu+S0,; 
Cu.,S + CuSO , = ,".Cu  +  2SOo ; 
the  first  Ijeing  the  most  important  as  repre- 
.senting  the  change  which  takes  place  in  tlu^ 
largest  |)ioportion  of  the  material.    The  re- 
actions indicated  are  cITeuted  by  bringing  the 
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several  chemical  compounds  together  in  a 
molten  condition.  The  oxidised  compounds 
may  be  added  to  the  molten  CujS  from  outside 
sources  or  may  be,  and  generally  are,  produced 
by  the  oxidation  of  a  portion  of  the  cuprous 
sulphide  itself. 

The  reactions  outlined  above  are,  at  the 
present  day,  almost  always  brought  about  by 
what  is  termed  the  '  converter  process,'  also 
named  ■  Bessemerising,'  the  former  name  derived 
from  the  designation  of  the  vessel  in  which  the 
operation  is  performed,  viz.  converter,  and 
the  latter  from  the  name  of  the  distinguished 
inventor.  Sir  Henry  Bessemer,  who  had  many 
years  previously  applied  a  similar  method  and 
]>Iant  to  the  production  of  wrought  iron  and  steel 
from  cast  iron. 

The  converter  consists  essentially  of  a  vessel 
formed  of  steel  or  iron  plate,  with  a  thiclc  lining, 
generally  of  highly  silicious  rock  to  which  a 
smaU  quantity  of  clay  has  been  added,  suificient 
only  to  give  the  necessary  coherence.  The 
vessel  is  provided  with  a  suitable  aperture 
serving  the  purpose  of  a  charging  opening 
through  which  the  matte  to  be  operated  upon  is 
poured  in  a  molten  condition,  also  as  an  outlet 
through  which  the  products  of  the  operation 
are  poured,  as  well  as  being  an  escape  for  the 
gases  produced  in  the  process.  The  vessel  is 
supported  on  hoiizontal  trunnions  or  on  friction 
rollers  at  some  little  distance  above  the  working 
floor  of  the  furnace  house,  and  is  capable  of 
being  rotated  by  electric  or  by  hydraulic  power 
(Fig.  7).    The  form  of  the  vessel  is  more  or  less 


cylindrical  with  the 
axis  of  the  cylinder 
placed  sometimes  verti- 
cally, but  more  often 
horizontally.  In  the 
case  of  the  former,  a 
shallow  circular  en- 
closed space,  termed 
the  air  box,  is  attached 
on  the  outside  at  the 
Fig.  7.  bottom  of  the  vessel. 

In  the  latter  form,  this 
air  box  takes  the  shape  of  a  long  rectangular  box 
attached  horizontally  to  the  outside  of  the  con- 
verter. From  these  boxes  holes  are  led  through  the 
plates  forming  the  casing  of  the  converter,  and 


are  continued  through  the  lining  to  the  interior. 
Air,  at  a  pressure  of  from  S  to  12  lbs.  per  square 
inch,  is  supplied  to  the  air  boxes  as  required,  and 
the  supply  is  controlled  by  suitable  valves. 
Charging  of  the  converter  with  matte  is  effected 
by  means  of  a  launder  direct  from  the  furnace, 
or  settler,  or  by  tapping  these  first  into  a  steel 
ladle  handled  by  an  overhead  crane  which 
conveys  it  to  the  converter  and  pours  it. 

The  converter,  having  been  lined  and  the 
lining  dried  by  a  slow  fire,  is  placed  upon  the 
stand  and  connected  up  to  the  air  main.  A 
charge  of  molten  matte  is  then  poured  in,  the 
converter  having  been  tilted  into  a  suitable 
position  for  receiving  it.  The  air  being  turned 
on,  the  converter  is  then  tilted  over  so  that  the 
tuyeres  are  brought  beneath  the  surface  of  the 
matte,  and  the  air,  being  forced  through  the 
molten  sulphides,  causes  a  rapid  oxidation  of 
the  constituents  of  the  iron  sulphide.  The 
sulphur  is  oxidised  in  this  way  to  sulphur 
dioxide  and  the  iron  to  oxide,  which  is  imme- 
diately converted  to  silicate  by  combination 
with  the  silica  of  the  lining.  As  the  oxidation 
proceeds,  the  temperature  of  the  charge  in- 
creases and  the  operation  is  continued  until 
practically  the  whole  of  the  iron  sulphide  has 
been  decomposed,  and  the  contents  of  the  con- 
verter consist  of  cuprous  sulphide  and  slag. 
The  converter  is  now  turned  over  and  the  slag 
run  off  into  pots  or  moulds,  and  when  this  is 
done,  it  is  again  turned  into  the  blowing  position, 
when  the  second  stage  of  the  oxidation  is  com- 
menced. The  passage  of  the  air  through  the 
molten  cuprous  sulphide  brings  about  the 
oxidation  of  a  part  of  that  material  to  cuprous 
oxide,  which  immediately  reacts  upon  unaltered 
cuprous  sulphide  with  the  production  of  an 
equivalent   quantity    of   metallic   copper,  in 

'  accordance  with  the  reactions  given  on  page  133. 
This  action  continues  until  all  the  cuprous  sul- 
phide has  been  decomposed  and  the  contents  of 

'  the  converter  consist  of  metallic  copper ;  any 
small  quantity  of  slag  which  may  be  on  the 
surface  is  removed  by  turning  down  the  vessel 
and  skimming  off.  The  metallic  copper  is 
then  poured  into  moulds  of  the  shape  required 

!  l)y  tilting  the  converter.    As  the  slags  pro- 

I  duced  in  the  operation  are  likely  to  contain 
intermixed  shots  and  splashes  of  cuprous  sul- 
phide, they  are  resmelted  in  the  furnace  plant 
in  which  the  matte  was  produced  in  the  first 
place.  As  soon  as  the  copper  has  been  poured, 
the  converter  is  ready  to  receive  another  charge, 
and  the  operations  are  repeated.  When  several 
charges  have  been  put  through  (the  number 
depending  upon  the  nature  of  the  rock  material 
of  which  the  lining  is  formed  and  the  care 
exercised  in  ramming  it  into  place),  the  lining 
becomes  too  thin  for  further  use  ;  the  converter 
is  therefore  removed  to  the  relining  depart- 
ment by  means  of  the  crane,  the  old  lining  is 
taken  out  and  a  fresh  one  put  in,  when,  after 
drying,  it  is  again  ready  for  use. 

Another  method  for  the  production  of 
metallic  copper  from  the  matte  is  conducted 
entirely  in  reverberatory  furnaces,  and  is  some- 
times employed  where  the  output  does  not 
justify  the  more  expensive  converter  plant 
previously  described.  In  this  method  of 
working,  the  first  stage,  viz.  the  removal  of  the 
iron  sulphide  of  the  matte  by  oxidation  of 
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its  constituent  elements,  is  efiected  by  smelting 
the  material  with  a  proper  proportion  of  calcined 
matte  together  with  silica  suiBcient  to  form  a 
silicate  of  iron  slag  with  the  iron  oxide  ;  or  the 
matte  may  be  smelted  with  oxidised  copper  ore, 
silica  being  also  present.  In  either  case,  the 
result  is  that  the  iron  sulphide  is  decomposed, 
the  sulphur  passing  from  the  furnace  as  sulphur 
dioxide,  and  the  iron  forming,  with  the  added 
sOica,  a  slag,  which  is  removed.  The  contents  of 
the  furnace  at  this  stage  consist  chiefly  of 
cuprous  sulphide,  Cu^S.  Currents  of  heated  air 
are  directed  over  the  surface  of  the  molten  bath, 
with  the  resulting  formation  of  cuprous  oxide 
and  the  concurrent  reaction  between  this  and 
the  unchanged  cuprous  sulphide  results  in  the 
production  of  metalUc  copper,  in  accordance 
with  the  equations  set  out  on  page  133.  When 
this  reaction  has  extended  to  the  whole  contents 
of  the  furnace,  the  heat  is  raised  and  the  metallic 
coijper  is  tapped  out  into  moulds. 

In  one  method  of  working,  knowir  as  the 
direct  process,  the  furnace  is  tapped  at  the  stage 
when  the  product  is  practically  cuprous  sulphide  ; 
when  cold,  a  portion  of  this  is  finely  crushed  and 
completely  oxidised  by  calcination  in  furnaces 
similar  to  those  used  for  calcming  ore  fines. 
The  calcined  material  is  then  mixed  with  the 
crushed  uncalcuied  portion,  and  the  reaction 
between  CujS  and  Cu^O  is  brought  about  as 
indicated  in  the  equation  on  page  133,  by 
smelting  the  mixture  in  a  reverberatory  furnace 
of  the  same  general  construction  as  that  used  in 
the  earlier  stage  of  the  process. 

III.  Eefininq. — The  method  of  treatment  to 
be  adopted  in  this  operation  depends  upon 
whether  (a)  the  copper  is  practically  free  from 
gold  and  silver  and  from  deleterious  elements  ; 
(6)  the  copper  contains  appreciable  quantities  of 
gold  and  silver,  or  contains  undue  quantities  of 
deleterious  elements. 

If  the  metalhc  copper  produced  by  the 
ojjerations  previously  described  under  I.  and  II. 
comes  under  the  description  {n)  above,  it  can  be 
refined  by  furnace  treatment  only  ;  if  it  comes 
under  (6)  it  must  be  refined  electroIyticaUy  in 
order  to  recover  the  gold  and  silver  or  to  obtain 
it  free  from  the  impurities. 

Under  (a),  the  furnace  employed  is  of  the 
reverberatory  type,  and  the  removal  of  the  im- 
purities is  efiected  by  slowly  melting  the  pigs  of 
copper  under  highly  oxidising  conditions,  and 
maintauiing  the  bath  of  molten  copper  under 
this  condition  untO  the  impurities  are  oxidised 
and  removed,  either  by  volatilisation  or  by 
passing  as  oxides  into  the  copper  silicate  slag 
formed.  The  oxidation  of  the  impurities  is 
facilitated  by  the  fact  that  metallic  copper  has 
the  property  of  dissolving  a  small  proportion  of 
cuprous  oxide,  which  compound  is  brought  into 
contact  with  the  elements  to  be  oxidised  under 
the  very  favourable  condition  of  fluidity. 

The  oxidising  condition  of  the  bath  of  molten 
copper  is  maintained  until  the  impurities  are 
removed,  as  far  as  practicable,  and  the  copper 
contains  a  maximum  quantity  of  dissolved 
cuprous  oxide.  In  this  condition  the  metal  is 
said  to  be  '  dry.'  After  removal  of  the  slag,  the 
next  stage  consists  in  reducing  the  greater 
portion  of  the  dissolved  cuprous  oxide,  which  is 
effected  by  depressing  poles  of  green  wood  below 
the  surface  of  the  bath  of  metal,  when  con- 


siderable agitation  takes  place  and  the  cuprous 
oxide  is  subjected  to  the  reducing  action  of  the 
gases  given  off  by  the  pole. 

The  i^rocess  is  continued  until  only  a  small 
quantity  of  cuprous  oxide  remains,  and  the 
copper  attains  the  physical  condition  known  as 
'  tough  pitch,'  when  it  is  ladled  out  into  moulds 
of  any  required  shape. 

Under  (6),  the  copper  is  refined  electrol3i;ically. 
This  process  depends  for  its  operation  upon  the 
fact  that  if  an  electric  current  is  caused  to  pass 
through  a  solution  of  copper  sulphate,  the  copper 
in  the  solution  is  deposited  at  the  cathode,  while 
the  acid  is  set  free  at  the  anode.  If  the  anode  is 
composed  of  metallic  copper,  then  the  acid  set 
free  on  its  surface  immediately  dissolves  an 
equivalent  portion  of  copper  which  jJasses  into 
solution,  and  is,  in  turn,  deposited  at  the  cathode, 
and  the  process  thus  becomes  continuous  so  long 
as  the  current  passes  and  there  is  copper  at  the 
anode  to  be  dissolved.  Assuming  that  the 
solution  of  copper  sulphate  is  properly  made  up 
and  maintained,  and  the  voltage  and  current  are 
suitably  adjusted,  then  onli/  copper  will  be 
deposited  at  the  cathode,  while  the  gold  and 
sUver  and  all  the  impurities  contained  in  the 
copper  anodes  will  either  remain  as  insoluble 
slime,  collected  at  the  bottom  of  the  vessel  in 
which  the  operation  is  conducted,  or  will  pass 
into  the  electrolyte.  Gold,  silver,  and  lead  pass 
entirely  into  the  insoluble  slime  ;  other  elements, 
such  as  iron  and  nickel,  pass  wholly  into  the 
solution,  and  others  again  are  to  be  found  partly 
m  the  slime  and  partly  in  the  electrolyte.  The 
cathode  surface  is,  to  start  with,  a  very  thin  sheet 
of  electro -deposited  copper,  and  when — as  the 
result  of  the  operation — sufficient  copper  has 
accumulated  upon  its  surfaces,  it  is  removed 
from  the  bath  and  is  ready  for  melting  and 
castmg  into  any  required  shajje.  In  practice, 
a  number  of  anode  plates  are  hung  in  a  lead- 
lined  wooden  tank,  and  are  suitably  cormected 
to  the  positive  lead.  Alternating  with  these 
anode  plates  are  hung  the  cathode  sheets,  con- 
nected in  parallel  with  the  negative  lead.  A 
large  number  of  tanks  are  connected  in  series, 
and  the  current  is  passed  through  the  whole  set 
of  tanks.  The  electrolyte  is  caused  to  circulate 
through  the  whole  series,  and,  after  it  has  been 
in  use  for  some  time,  a  certain  proportion  must 
be  removed  regularly  for  purification.  A 
quantity  of  anode  copjjer  remains  undissolved, 
and  when  the  tank  is  to  be  cleaned,  this  is  taken 
out  for  remelting  into  anodes,  the  solution  is 
run  off,  and  the  sfime  is  removed.  This  latter 
is  washed  and  dried,  any  large  particles  of 
copper  removed  by  sieving,  and  the  fine  slime  is 
then  treated  for  the  recovery  of  any  silver  or 
gold  which  it  may  contain. 

Wet  methods.  These  are  of  very  Limited 
application,  and  only  adapted  to  very  poor  ores. 
They  depend  upon  the  fact  that  some  copper 
minerals  are  decomposed  and  rendered  soluble 
by  certain  acids  and  ferruginous  salts,  as,  for 
instance,  oxidised  ore  in  sulphuric  acid,  and  some 
copper  and  iron  sulphides  by  solutions  of  ferric 
sulphate  and  chloride.  When  such  solutions, 
separated  from  the  gangue  material  of  the  ore  by 
filtration,  are  brought  into  contact  with  metallic 
iron,  the  copper  contained  in  the  solution  is 
precipitated  on  the  iron  and  is  removed  from 
time  to  time.     After  removal,  it  is  washed 
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and  melted  and   then  refined  as  previously 
described. 

Another  method  of  rendering  the  copper 
mineral  soluble,  which  is  sometimes  employed, 
is  to  calcine  the  finely  crushed  ore  with  salt  at  a 
low  temperature.  On  treating  this  afterwards 
with  water,  the  soluble  copper  salts  resulting 
from  the  operation  are  removed  and  the  solu- 
tion, on  being  treated  with  metallic  iron,  yields 
the  copper  in  the  metallic  state,  as  in  the 
methods  previously  mentioned.         T.  C.  C. 

CioMPOUNDS  OF  Copper. 
Oxides.  "Five  oxides  of  copper  are  said  to  be 
known  :  the  quadrantoxide  CujO,  thetrientoxide 
CujO,  the  sub-  or  hemi-oxide  CujO,  the  mono.xide 
CuO,  and  the  peroxide  CuO^.  Other  oxides 
have  been  described,  but  their  existence  is  not 
proved. 

Copper  quadrantoxide  is  stated  to  be  formed 
by  adding  a  solution  of  copper  sulphate  to  a 
cooled  dilute  solution  of  stannous  chloride  in 
caustic  potash  (Rose,  Pogg.  Ann.  1861,  120,  1). 
It  is  an  olive-green  powder,  which  rapidly  ab- 
sorbs oxygen  from  the  air.  According  to  Moser 
(Zeitsch."  anorg.  Chem.  1909,  64,  200),  this  pro- 
duct is  really  a  mixture  of  cuprous  oxide  and 
copper. 

Copper  trientoxide  is  obtained  by  heating 
cupric  oxide  at  I500°-2000°  as  a  hard  yellowish 
mass.  It  is  unaffected  by  any  acid  except 
hydrofluoric  (Bailey  and  Hopkins,  Chem.  Soc. 
Trans.  1890,  209). 

Copper  suboxide,  or  hemioxide,  red  oxide  of 
copper,  cuprous  oxide  Gu^O,  occurs  native  as 
cuprUi  or  red  cox^per  ore,  and  as  chalcoLrichite. 

It  may  be  prepared  (1)  by  heating  finely 
divided  copper  in  air  below  a  red  heat ;  (2)  by 
gently  heating  a  mixture  of  5  parts  cuprous 
chloride  and  3  parts  sodium  carbonate  in  a 
covered  crucible,  and  separating  the  oxide  by 
lixiviation ;  (3)  by  reduction  of  an  alkaline 
solution  of  a  copper  salt  by  sugir  or  certain 
other  organic  bodies,  as  in  Fehling's  solution  ; 
(4)  by  heating  in  a  co  vered  crucible  a  mixture  of 
5  parts  copper  monoxide  and  4  parts  copper 
fiUngs ;  (5)  by  the  electrolysis  of  copper  sul- 
phate solutions  under  certain  conditions  (Miller. 
J.  Phys.  Chem.  1909,  256;  GiJlett,  ibid.  1909, 
332). 

This  oxide  is  decomposed  by  most  acids  into 
a  cupric  salt  and  copper ;  hydrochloric  acid, 
however,  converts  it  into  cuprous  chloride. 

Cuprous  oxide  fuses  at  a  bright-red  heat.  It 
dissolves  in  metaUic  copper  and  renders  it 
brittle  or  '  drj' '  when  present  in  quantity.  As 
much  as  4-G  p.c.  has  been  found  by  Abel  in  very 
dry  copper,  and,  according  to  Watson  (J.  Soc. 
Chem.  Ind.  1883, 154),  from  1  to  2|p.c.  is  present 
in  ordinarily  good  copper. 

It  is  largely  used  in  the  manufacture  of  rvbii 
•jlass,  and  for  the  production  of  a  red  glaze  on 
pottery  (Louth  and  DutaiUy,  Mon.  Ceram.  et 
Verr.  19,  237),  and,  together  with  the  black 
oxide,  forms  one  of  the  so-called  copper  paints 
used  for  painting  ships'  bottoms. 

The  hydrated  oxide  is  produced  by  the  action 
of  alkali  on  cuprous  chloride.  The  yellow  preci- 
pitate thus  formed  is  not  a  definite  hydrate,  but 
is  a  colloidal  form  of  the  oxide  with  an  indefinite 
amount  of  water  (Gniger,  Chem.  Zeit.  Rep.  1902, 
197).     It  is  a  powerful  reducing  agent,  especi- 


ally in  ammoniacal  solution.  1'his  solution, 
which  is  colourless,  immediately  becomes  blue 
from  the  formation  of  the  monoxide  on  ex- 
posure to  the  atmosphere,  and  thus  forms  a 
delicate  test  for  oxygen.  The  hydrate:!  oxide 
dissolves  in  a  concentrated  solution  of  mag- 
nesium chloride. 

This  oxide  is  produced  in  Hoepfner's  process 
for  extracting  copper  from  ores,  &c.,  with  cupric 
chloride  solution.  Cuprous  chloride  is  formed 
and  treated  with  alkali  to  obtain  cuprous  oxide 
(J.  Soc.  Chem.  Ind.  1893.  932  ;  Eng.  Pat.  18900, 
1892). 

Copper  monoxide,  cupric  oxide,  black  oxide 
of  copper,  '  copper  oxide  '  CuO,  occurs  as  mela- 
conite  or  black  copper,  especially  at  Lake 
Superior. 

It  may  be  prepared  by  heating  the  nitrate 
or  carbonate  to  duU  redness  or  the  sulphate  to 
intense  redness.  The  decomposition  of  the  sul- 
phate is  the  basis  of  Adcock's  jjrocess  for  the 
preparation  of  the  oxide  direct  from  the  natural 
carbonate  or  sulphate  (Eng.  Pat.  11678,  1900). 
The  copper  oxide  used  for  organic  analysis,  &c., 
may  be  prepared  by  moistening  copper  scale 
(the  )nixture  of  suboxide  and  black  oxide  ob- 
tained while  working  copper  sheet,  &c.)  with 
nitric  acid,  and  igniting. 

An  electrolytic  method  of  preparing  the 
oxide  has  been  described  by  MiUer  (J.  physikal. 
Chem.  1909,  256);  and  by  Luckow  (Zeitsch. 
Elektrochem.  1897,  482). 

Copper  oxide  is  a  black  powder  which 
agglomerates  when  heated,  and  fuses  at  the 
melting-point  of  copper,  forming  cuprous  oxide, 
or  CugO,  according  to  the  temperature.  It  can 
be  made  to  crystallise  in  regular  tetrahedra.  It 
is  slightly  hygroscopic,  especially  when  in  powder. 
When  heated  with  organic  substances  or  certain 
gases,  it  is  reduced  to  metal.  The  metal  pro- 
duced by  reduction  in  hydrogen  always  contains 
that  gas,  but  if  the  oxide  be  reduced  in  formic 
acid  vapour,  the  metal  is  quite  free  from  hydro- 
gen and  is  suitable  for  organic  analysis  (Weyl. 
Ber.  15,  1139). 

It  dissolves  in  acids  with  formation  of 
cupric  salts.  In  oils,  &c.,  it  is  soluble  to  some 
extent ;  it  is  for  this  reason  that  copper  cooking 
vessels  require  such  constant  cleansing. 

Copper  oxide  is  used  for  ultimate  organic 
analysis ;  to  make  green  and  blue  glass  and 
glazes,  and  to  some  extent  as  a  pigment.  It 
has  also  been  used  as  one  electrode  of  a  galvanic 
cell  {v.  Lelande  and  Chaperon,  Bull.  Soc.  chim. 
[2]  49,  173). 

Hydrated  copper  oxide  CuO  HoO  may  bo 
prepared  by  precipitatmg  a  solution  of  a  copper 
salt  by  addition  of  alkali  and  washing  rapidly. 
When  heated  with  water,  it  becomes  black  and 
amorphous. 

A  coUoidal  form  of  the  oxide  has  been  ob- 
tained by  Paal  and  Leuze  (Ber.  1900,  1545), 
which  gives  blue-violet  solutions,  and  when  dry 
retains  its  solubihty  indefinitely. 

The  hydrated  oxide  is  used  as  a  blue  pigment 
by  paper  stainers,  but  becomes  green  on  ex- 
posure. It  corresponds  closely  with  certain  of 
the  highly  basic  carbonates  sold  as  verdilcn^. 
According  to  Dumas,  it  is  best  prepared  as  fol- 
lows :  6  parts  of  copper  sulphate  are  dissolved 
in  water  and  mixed  with  a  solution  of  3  parts  of 
calcium  chloride.    The  clear  liquid  is  decanted 
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from  the  precipitated  calcium  sulphate  and  is 
mixed  with  11-  parts  of  lime  made  into  a  cream 
with  water.  The  greenish  precipitate  is  col- 
lected, washed,  and  mixed  with  one-fourth  its 
weight  of  slaked  lime  and  as  much  pearl  ash, 
and  to  render  the  colour  more  permanent,  one- 
fourth  its  weight  of  ammonium  chloride  and 
one-half  its  weight  of  copper  sulphate  are  usually 
added. 

The  hydrated  oxide  dissolves  in  ammonia, 
the  saturated  solution  in  strong  ammonia  being 
known  as  '  Schweitzer's  reagent,'  or  cupram- 
monium.  This  solution  has  the  property  of 
gradually  dissolving  cellulose  with  formation  of 
a  viscid  solution  which  is  used  for  the  prepara- 
tion of  the  '  Willesden  papers^'  and  for  the  pro- 
duction of  '  artificial  silk  '  on  the  large  scale. 
This  process  consists  in  injecting  the  copper- 
ceUulose  solution  into  strong  solutions  of  alkali 
or  acid.  In  either  case,  coagulation  takes  place 
with  formation  of  a  fibre  of  cellulose  corre- 
sponding in  thickness  to  the  diameter  of  the  jet. 

Cuprammonium  solutions  are  prepared  on 
the  large  scale  by  the  joint  action  of  oxygen  and 
ammonia  on  metallic  copper  at  temi)cratures 
near  0°  (Schaefer,  U.S.  Pat.  884298.  1908: 
Bronnert,  Fremery,  and  Urban,  Eng.  Pat.  1763. 
1900  ;  Lecoiur,  Fr.  Pat.  374277,  1906). 

Bellot  has  patented  a  continuous  process  of 
manufacture,  using  a  series  of  closed  vessels 
(Fr.  Pat.  335207,  1903). 

The  solution  should  be  purified  by  dialysis, 
as  the  presence  of  crystalline  salt  favours  its 
decomposition  (Leca3ur,  Fr.  Pat.  362986,  1906). 
Addition  of  1-2  p.c.  of  polyhydric  alcohols, 
carbohydrates,  gum,  &c.,  to  cuprammonium 
solutions  increases  their  stability  and  prevents 
the  deposition  of  cupric  hydroxide  (Friedrich, 
Eng.  Pat.  4104,  1909),  and  the  presence  of  such 
substances  facilitates  manufacture  of  the  solu- 
tion, making  it  possible  to  employ  copper  con- 
centrations up  to  5  p.c.  without  cooling  (Fr.  Pat. 
399911,  1909). 

Chattaway  has  shown  (Proc.  Roy.  Soc.  1908, 
80,  A,  88)  that  by  the  reduction  of  a  cupram- 
monium solution  with  aromatic  hydrazines, 
cojjper  mu-rors  can  be  deposited  on  glass. 

Dawson  states  that  a  solution  of  cupric 
hydroxide  in  ammonia  contains  copper  as  the 
base  Gu(NH3),j  (OH).^  (Zeitsch.  physikal.  Chem. 
69,  110).  (For  a  general  discussion  of  the  con- 
stitution of  cuprammonium  salts,  see  Horn  and 
Taylor  (Amer.  Chem.  -J.  .1904,  253) ;  and  Horn 
[ihiil.  1907,  475).) 

Copper  dioxide,  copper  peroxide  CuOo,  is 
iilitained  l)y  the  action  of  hydrogen  peroxide  on 
cupric  hydroxide  in  neutral  solution  at  0"^ 
(Kriiss,  Ber.  1884,  17,  2593;  Moser,  Zeitsch. 
anorg.  Chem.  1907,  54,  121).  The  crystalline 
precipitate  is  washed  with  water,  alcohol,  and 
ether  at  0°,  and  dried  in  vacuo.  It  has  a  yellowish- 
brown  colour,  and  decomposes  at  180^,  forming 
cupric  oxide. 

Salts.  Two  series  of  copper  salts  are  known, 
cuprous  and  cupric.  The  former  are  mostly  in- 
soluble in  water,  and  are  of  but  little  commer- 
cial importance.  They  act  as  powerful  reducing 
agents  and  readUy  pass  into  the  cupric  condi- 
tion. (lii|)ric  salts  are  mostly  sohdilc,  and  a,rc 
of  wide  afiplication. 

Cuprous  chloride  CujClj  may  be  prepared, 
amongst  other  methods,  by  boiling  cujiric  chlor- 


ide with  hydrochloric  acid  and  copper  turnings. 
On  addition  of  water  it  is  jjrecipitated  in  white 
crystals. 

Zuloaga  has  suggested  (Rev.  (Jhim.  Ind. 
1900,  107)  that  the  cuprous  chloride  solution 
used  in  the  extraction  of  silver  from  its  ores 
should  be  prepared  by  mixing  solutions  of  cupric 
sulphite  and  of  cupric  sulphate  and  sodium 
chloride. 

Cuprous  cliloride  melts  below  a  red  heat  into 
a  yellow  transparent  mass.  The  dry  crystals  be- 
come yellowish  on  exposure  to  light ;  if  moist, 
they  acquire  a  dirty-violet  tinge.  Plates  of 
copper  coated  with  this  chloride  by  the  action  of 
chlorine  will  take  jihotographic  impressions,  but 
cannot  be  made  to  withstand  exposure  to  light 
(y.  Carlemann.  .J.  pr.  Chem.  63.  475  ;  and  Priwoz- 
nik,  Dingl.  poly.  J.  221,  38). 

Cuprous  chloride  combines  with  ammonia 
to  form  three  compounds 

CuaClj-NHj,  CU2C12-3NH,,.  Cu2(:|.,-6NH3. 
Cuprous  bromide  and  iodide  form  compounds 
analogous  to  the  last  two  (Lloyd,  J.  Phys.  Chem. 

1908,  398). 

The  hydrochloric  acid  solution,  when  exposed 
to  air,  absorbs  oxygen  antl  acquires  a  brown 
colour,  subsequently  deijositing  a  pale  bluish- 
green  insoluble  copper  oxychloride 

CuClo-3Cu0.4H20. 
An  identical  substancL'  used  as  a  pigment,  and 
known  as  Briinswich  green,  is  prepared  by 
boiling  a  solution  of  copper  sulf>hate  with  a 
small  quantity  of  bleaching  powder  solution  ;  or 
by  moistening  copper  turnings  with  hydrochloric 
acid  or  ammonium  chloride  with  free  exposure 
to  air.    It  occurs  in  natiu'e  as  atacamitc. 

The  use  of  the  oxychloride  in  preference  to 
the  sulphate  for  destroying  mould  on  vines,  &c., 
is  recommended.  200-250  grams  per  litre  of 
water  are  taken  (Deletrez,  J.  Soc.  Chem.  Ind. 

1909,  438). 

When  a  solution  of  cuprous  chloride  in  potas- 
sium chloride,  acidified  with  hydrochloric  acid, 
is  treated  with  acetylene,  a  yellow  precipitate 
of  CujClj'CjH,  is  formed.  Other  compounds 
containing  copper  oxide  or  potassium  chloride 
can  be  obtained  by  varying  the  conditions 
(Chavastelon,  Compt.  rend.  132.  1489). 

Acetylene  reacts  with  solutions  of  cuprous 
chloride  in  ammonia  to  form  a  blood-red  pre- 
cipitate of  cuprous  acetylide,  which,  on  dehydra- 
tion, has  the  formula  CujCj,  and  is  highly 
explosive  (Scheiber,  Ber.  1908,  3816).  Its 
decomposition  by  acids  has  be?n  used  as  a 
means  of  preparing  pure  acetylene.  A  colloidal 
solution  of  copper  acetylide  has  been  2)repared 
by  Kijspert  (Zeitsch.  anorg.  Chem.  34,  453)  (v. 
Acetylene). 

Cuprous  bromide  CuoBr^  is  obtained  by  the 
union  (.)f  its  elements  or  by  boiling  a  solution 
of  cupric  bromide  with  copper,  antl  forms  a 
brown  crystalline  mass. 

Cuprous  iodide  is  the  only  known  iodide  of 
copper,  and  is  obtained  as  a  white  precijiitate  by 
adding  potassium  iodide  to  a  solution  of  copper 
sulphate  containing  ferrous  sulphate  or  sulphu- 
rous acid.  It  has  a  sp.gr.  5-653  at  15°  (Spring, 
Rec.  trav.  chim.  1901,  7!)),  melts  without 
decomposition  at  628",  and  is  practically  in- 
soluble in  water. 

Cuprous  sulphate  Cu^SU,  can  be  prepared 
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by  the  action  of  dry  dimethyl  sulphate  on  dry 
powdered  cuprous  oxide  (Recoura,  C!ompt.  rend. 
148,  1909,  1105).  A  compound  of  cuprous 
sulphate  and  carbon  monoxide  Cu2SO^-2CO,H20 
has  been  obtained  by  Joannis  (ibid.  1903,  615), 
by  reducing  cuprammonium  sulphate  with 
hydroxylamine.  Pcchard  has  made  ammonio- 
cuprous  .sulphate  CujSOi^NHg  {ibid.  1903, 
504). 

Cuprous  sulphide  Cu^S  occurs  as  chalcoite  or 
copper  glance.  It  may  be  prepared  by  heating 
copper  to  redness  in  sulphur  vapour,  or  by  heat- 
ing a  mixture  of  copper  and  sulphur.  It  has  no 
commercial  application. 

Cupric  chloride  CuClg  may  be  prepared  as  a 
fused,  liver-coloured,  anhydrous  mass  by  heat- 
ing copper  in  excess  of  chlorine.  In  solution  it 
may  be  prepared  by  dissolving  the  oxide  in 
hydrochloric  acid.  It  crystallises  in  grass-green 
prisms  or  needles  containing  2  molecules  of 
water.  They  become  pale-blue  when  dried  in 
vacuo.  The  anhydrous  salt  is  obtained  on 
gradual  addition  of  a  largo  excess  of  cone, 
sulphuric  acid  to  a  solution  of  the  chloride 
(Viard,  Compt.  rend.  1902,  135,  168). 

Cupric  citiloride  is  very  deliquescent,  and  is 
soluble  in  alcohol.  When  a  small  quantity  of 
potash  is  added  to  the  aqueous  solution,  a  pale- 
blue  basic  oxychloride  2CuO-CuCl2,4H20  is 
precipitated.  It  turns  to  a  black  anhydrous 
powder  when  heated,  but  again  becomes  green 
wth  absorption  of  3  molecules  of  water  when 
moistened.  It  is  an  intermediate  product  in  the 
manufacture  of  verditer  {v.  Copper  carbonates). 

Cupric  chloride  is  used  in  calico  printing,  in 
the  manufacture  of  methyl  violet,  and  for  the 
oxidation  of  Cvtch  colours. 

Green  has  shown  that  the  chloride  is  a  very 
effective  disinfectant  (Zeitsch.  fiir  Hygiene, 
1893,  495). 

Cupric  bromide  C'uBr,  is  obtained  by  dissolv- 
ing cupric  oxide  in  hydrobromic  acid  and  eva- 
porating in  vacuo.  It  is  dark-coloured,  very 
deliquescent,  and,  when  heated,  decomposes  into 
cuprous  bromide  and  bromine.  It  is  used  as  an 
intensifjer  in  photography,  and  for  that  purpose 
is  made  by  dissolving  in  water  a  mixture  of 
anhydrous  copper  sulphate  and  potassium 
bromide  (Akt.  Ges.  f.  Anilinfabr.  D.  R.  P. 
201168,  1907). 

Cupric  sulphate,  Blue  vitriol  CuS04,5HijO, 
occurs  naturally  at  Copaquire,  Chile,  the  rock 
containing  over  12  p.c.  of  the  hydrated  salt 
(Walker,  Eng.  and  Min.  J.  1903,  710).  This 
salt  may  be  prepared  by  dissolving  copper  or 
its  oxide  in  sulphuric  acid. 

It  is  prepared  on  the  large  scale  from  metallic 
coj)per  in  the  following  way  :  Old  copper  plates 
from  the  sheathing  of  ships,  &c.  are  heated  to 
strong  redness  in  a  reverberatory  furnace,  and  an 
excess  of  sulphur  is  thrown  in  and  the  doors  are 
closed.  When  combination  is  complete,  the 
doors  are  reopened  and  the  heat  is  raised  to 
dull  redness  to  oxidise  the  sulphide  into  sul 
phate.  The  mass,  while  hot,  is  thrown  into 
dilute  sulphuric  acid,  allowed  to  settle,  decanted, 
concentrated,  and  crystallised.  The  sulphate  so 
produced  is  of  considerable  purity.  Coarse 
copper  and  copper  glance  or  other  sulphurous 
copper  ores  are  similarly  treated.  Pauffin  and 
Couvert  have  patented  a  process  for  the  direct 
manufacture  of  the  sulphate  from  the  metal 


(Er.  Pat.  399413,  1909).     (See  also  WaUier, 
!  U.S.  Pat.  788862,  1905.) 

When  much  iron  is  present,  as  in  most  copper 
ores  and  especially  in  copper  pyrites,  it  would  be 
impossible  to  separate  the  copper  and  ferrous 
sulphates  by  crystaUisation,  because,  although 
copper  sulphate  crystallises  normally  with  5 
molecules  of  water,  it  forms,  in  presence  of 
ferrous  sulphate,  crystals  isomorphous  with  that 
salt  and  containing  7  molecules  of  water. 
By  carefully  adjusting  the  temperature  at  which 
I  the  sulphide  is  roasted,  however,  the  iron  salt 
may  be  converted  into  the  oxide  while  the 
copper  sulphate  remains  almost  unaffected  The 
iron  may  be  removed  by  heating  the  solution  of 
1  the  sulphates  to  180°  in  a  copper  boiler  under 
pressure.  Ferrous  sulphate  crystallises  out  and 
is  filtered  off  (Gin,  Fr.  Pat.  328800,  1903).  The 
iron  may  be  oxidised  and  thus  separated  from 
the  copper  by  boiUng  the  solution  with  a  little 
nitric  acid.  It  may  also  be  precipitated  as  oxide 
by  boiling  with  copper  oxide,  or  by  boiling  with 
lead  peroxide  with  subsequent  addition  of  a  little 
barium  carbonate. 

Crude  copper  or  the  ore  may  be  roasted  in 
air,  and  then  treated  with  sulphur  dioxide  to 
form  the  sulphate  (Gin,  Zeitsch.  angew.  Chem. 
1903,  666  ;  Eng.  Pat.  5230,  1903). 

Darier  has  patented  a  process  in  which 
cupric  chloride  is  formed  by  the  action  of  chlorine 
and  water  on  the  metal,  and  is  then  decomposed 
by  sulphuric  acid,  with  formation  of  the  sulphate 
and  regeneration  of  hydrocldoric  acid  (Fr.  Pat. 
350421,  1904). 

When  the  sulphate  is  required  for  purposes 
where  the  presence  of  iron  is  not  injurious,  such 
liquors,  or  the  mother  liquors  from  which  the 
purer  salt  has  been  separated,  may  be  at  once 
crystallised  out.  with  the  formation  of  crystals 
containing  both  iron  and  copper.  Much  of  the 
'  agricultural  copper  sulphate  '  is  of  this  class. 
The  '  Salzburg  vitriol,'  prepared  at  Buxweiler, 
also  contains  both  iron  and  copper.  Accord- 
ing to  Lefort  (Compt.  rend.  26,  185),  it  consists 
of  CuSO,-3FeS04,28H20.  '  Cyprian  vitriol,'  pre- 
pared at  Chessy  from  zinciferous  copper  ores, 
t  forms  blue  rhombic  prisms,  which  contain,  ae- 
j  cording  to  Lefort,  CuS04-3ZnSO,j,28H20. 

The  copper  may  be  separated  from  the  fer- 
rous mother  liquors  by  placing  them  in  vats 
containing  iron  plates  upon  which  the  copper  is 
[  slowly  deposited. 

Apparatus  for  the  solution  of  cojjper  oxide 
in  sulphuric  acid  upon  a  large  scale  has 
been  described  by  Coste  (Er.  Pat.  392617, 
1908).  If  copper  be  known  to  contain  silver 
or  gold,  as  is  the  case  with  that  from  the 
Haiz,  it  is  treated  with  sulphuric  acid  diluted 
with  its  own  volume  of  water,  the  copper  being 
I  thus  dissolved  whUe  the  silver  and  gold  are  un- 
attacked. 

Argentiferous  copper  ores  arc  roasted  in  a 
[  reverberatory   furnace,  and   added   in  small 
:  charges  to  sulphuric  acid  and  digested  until  the 
solution  contains  but  little  free  acid.    The  solu- 
tion is  then  decanted  from  the  precipitated  lead 
I  and  gold,  and  is  concentrated  and  run  into  lead- 
lined  tanks  containing  plates  of  copper,  upon 
i  which  all  the  silver  and  part  of  the  antimoni/ 
and  arsenic  are  deposited,  while  the  greater  pro- 
portion of  the  bismuth  is  precipitated  as  a  basic 
I  sulphate,  and  the  iron  is  reduced  to  the  ferrous 
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condition.  The  liquor  is  then  crystallised,  the 
mother  liquors  being  used  for  treating  a  fresh 
quantity  of  ore.  Copper  sulphate  is  obtained  of  | 
great  purity  and  in  considerable  quantity  in  the 
refining  of  silver  by  precipitating  it  upon  plates 
of  copper  from  its  solution  as  sulphate  (v. 
Silver). 

An  electrolytic  process  for  the  production  of 
the  sulphate  consists  in  using  a  solution  of 
sodium  sulphate  and  copper  electrodes,  a  current 
of  carbon  dioxide  being  passed  through  the 
Mquid.  Copper  is  dissolved  from  the  anode  as 
sulphate,  while  sodium  carbonate  is  produced 
at  the  cathode.  These  react,  regenerating 
sodium  sidphate  and  precipitating  copper 
carbonate,  which  is  collected  and  dissolved  in 
sulphuric  acid  (Kroupa,  J.  Soc.  Chem.  Ind. 
1906,  78). 

Palas  and  Cotta  have  also  described  electro- 
lytic processes  for  the  production  of  the  salt 
(Eng.  Pat.  0806,  1899,  and  17485,  1900). 

The  electrolytic  production  of  the  sulphate 
from  '  cement  copper  waters  '  has  been  described 
by  Rambaldmi  (Chem.  Zentr.  1909,  i.  1675). 

It  is  stated  that  copper  sulphate  is  sometimes 
adulterated  with  ferrous  sulphate  and  Prussian 
blue  to  the  extent  of  90  p.c.  (J.  Soc.  Chem.  Ind.  ' 
1900,  84). 

Copper  sulphate  crystallises  in  large  trans- 
parent blue,  doubly  oblique  rhombic  prisms  of 
sp.gr.  2-28,  of  the  formula  CuSO^.SH.O.  Ac- 
cording to  Poggiale,  their  solubility  in  100  parts 
of  water  is  : 

10°C.        20°  30°        40°  50° 

36-59       42-31       48-81       66-9  65-83 
70°  80°  90°  100° 

94-60       118-0       156-44  203-32 

When  heated,  it  loses  2  molecules  of  water  at 
30°,  2  more  at  93°-98°,  and  at  232°  becomes 
anhydrous,  white,  and  hygroscopic,  and  com- 
buies  with  water  with  considerable  evolution  of 
heat.  At  341°  the  anhydrous  salt  begins  to  ; 
decompose  (Wanjukow,  Chem.  Zentr.  1909,  ii. 
1124).  The  sp.gr.  of  the  anhydrous  salt  is 
3-606  (Thorpe  and  Watts).  It  combines  with 
water  in  alcohol  and  other  organic  liquids  with 
production  of  a  blue  colour,  and  may  be  used 
for  ascertaining  the  presence  of  water  in  those 
substances,  but  the  test  is  not  delicate.  The 
anhydrous  salt  is  also  soluble  in  anhydrous  j 
methyl  alcohol,  and  produces  a  bluish-green 
solution  (Klepl,  J.  pr.  Chem.  1882,  25,  526). 

Copper  sulphate  absorbs  hydrogen  chloride 
with  evolution  of  heat,  forming  cupric  chloride 
and  liberating  sulphuric  acid.  It  is  therefore 
used  to  remove  hydrogen  chloride  from  such 
gases  as  chlorine  or  carbon  monoxide.  A  similar 
reaction  occurs  in  solution. 

When  mixed  in  solution  with  molecular  pro- 
portions of  potassium  and  other  sulphates,  it 
produces  well-defined,  crystalline  double  sul- 
phates.   Several  basic  sulphates  are  known. 

The  sulphate  is  the  most  important  of  the 
copper  salts.  It  is  largely  used  in  calico  print- 
ing, principally  in  connection  with  fiotassiuni 
dichromate  or  iron  mordants  ;  in  black  dyeing 
with  logwood  ;  directly  or  indirectly  for  the  pre-  ' 
paration  of  most  pigments  containing  copper ; 
and  to  prevent  rot  in  timber.  In  agriculture  the 
crude  sulphate  containing  ferrous  sulphate  is 
used  to  a  considerable  extent  to  prevent  smut  in 
seeds.    'I'hc  seeds  are  soaked  for  some  hours  in  a 


weak  solution  of  the  sulphate,  and  are  sown 
within  24  hours. 

A  10-20  p.c.  solution  of  copper  sulphate, 
preferably  mixed  with  lime,  is  applied  to  vines 
with  great  benefit.  A  small  cj[uantity  is  found 
in  the  vines  and  must,  but  the  tannin  and 
sulphur  introduced  before  fermentation  appear 
to  remove  it  in  most  cases. 

Karsten  has  stated  {v.  J.  Soc.  Chem.  Ind. 
1896,  367)  that  attacks  of  Uhiess  resembling 
dysentery  have  been  caused  by  a  wine  which 
contained  copper  in  such  quantity  as  to  give  a 
visible  deposit  on  steel  in  12  hours.  Its  presence 
was  due  to  spraying  the  vines  with  a  copper 
salt. 

An  effective  wash  for  vines  is  prepared  by 
boiling  25  parts  of  sodium  carbonate  and  25 
parts  of  resin  in  100  parts  of  water,  and  then 
diluting  and  adding  copper  sulphate  (J.  Soc. 
Chem.  Ind.  1899,  165). 

Copper  sulphate  is  used  in  preparmg  copper 
ferrocyanide,  a  solution  of  which,  in  potassium 
citrate  solution,  is  used  as  a  toning-batli  for 
photograi)hs  (Ferguson's  Copper  Toning,  ibid. 
1900,  465^. 

Copper  sulphate  is  also  used  in  dyeing  to 
make  diazo-  colours  permanent  to  light.  The 
dyed  fabric  may  be  treated  with  the  salt 
(Graebling,  ibid.  1905,  797),  or  it  may  be 
added  to  the  diazotismg  bath  (Grossmann, 
Fiirber-Zeit.  9,  328). 

Cupric  nitrate  Cu(N03)2  may  be  prepared 
by  dissolving  copper  or  the  oxide  or  carbonate  in 
nitric  acid.  The  solution  at  temperatures  above 
20°  deposits  dark-blue  cry-stals  contaming  3 
molecules  of  water,  which  melt  at  114-6°  and 
boil  at  170°  with  evolution  of  nitric  acid  and 
formation  of  a  green  basic  salt.  This  basic  salt 
may  also  be  prepared  by  boilmg  the  solution  of 
the  nitrate  with  copper  or  copper  hydrate,  or  with 
a  little  allcali  {v.  also  Copper  carbonates  for 
an  application  of  the  basic  nitrate). 

The  anhydrous  salt  may  be  obtained  by  the 
action  of  nitric  anhydride  on  the  hydrated  salt. 
It  is  a  white,  deliquescent  powder,  decomposing 
at  155°-160°  (Guntz  and  Martin,  Bull.  Soc.  chim. 
1909,  5,  1004). 

Coijper  nitrate  is  used  to  a  shght  extent  in 
dyeing  and  calico  printing,  and  a  solution,  pre- 
pared by  mixing  solutions  of  copper  sulphate  and 
calcium  nitrate,  is  used  in  viticulture  (Gouthifere 
et  Cie  and  P.  Ducancel.,  Fr.  Pat.  395806,  1908). 

Cupric  sulphide  CuS  occurs  as  covelite  or 
indigo  copper  m  blue  flexible  plates,  in  Vesuvian 
lava,  in  Chile,  and  in  the  copper-mines  of  Mans- 
feld.  It  may  be  prepared  by  heating  cuprous 
sulphide  with  sulphur  at  a  temperature  not 
above  the  boiling-point  of  suljshur  ;  by  digesting 
cuprous  sulphide  with  cold  .strong  nitric  acid  ; 
or  by  precipitating  a  copper  solution  with  sulphu- 
retted hydrogen.  On  the  large  scale  it  is  ob- 
tained as  a  paste  by  precipitating  a  solution  of 
the  sulphate  with  sodium  sulphide.  This  paste 
is  used  in  calico  prmting  for  the  development  of 
aniline  black. 

The  preparation  and  use  of  copper  sulphide 
for  thermo-couples  has  been  described  (Eng. 
Pat.  11300,  1905). 

Rieder  has  used  (Zeitsch.  Elektrochem. 
1902,  370)  an  electrolytic  method  for  the  pre- 
paration of  this  compound. 

A  brownish-red  -pcrsulpliidc  of  copper  has 
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been  obtained  by  Bodroux  by  adding  a  solution 
of  calcium  pentasulphide  to  a  solution  of  copper 
acetate  at  0°  (Compt.  rend.  130,  1397). 

Copper  acetate  v.  Metallic  acetates,  art. 
Acetic  acid. 

Copper    arsenite    v.    ScheeWs    green,  art. 

AllSENIC. 

Cupric  phosphate  is  of  no  technical  interest. 
A  brOHant  green  colour  containing  a  basic  phos- 
phate, prepared  by  heating  a  mixture  of  copper 
acetate,  sodium  phosphate,  and  ammonia,  has, 
however,  been  used  in  calico  printing  (Bour- 
cart,  Mon.  Sci.  [3]  4). 

Phosphorus  combines  in  several  proportions 
w  ith  copper,  and  produces  true  alloys,  which  in 
many  cases  are  of  great  value. 

Heyn  and  Bauer  state  that  the  phosphorus 
exists  in  the  alloy  as  CujP  and  CU5P2  (J.  Soc. 
Chem.  Ind.  1906,  1047).  The  latter  compound 
has  been  obtained  by  Rube'novitch  by  the  action 
of  phosphine  on  copper  sulphate  (Compt.  rend. 
127,  2701. 

Copper  silicide  (C'uprosilicon)  CuiSi  is  ob- 
tained when  copper  and  silicon  are  heated 
together  in  the  electric  furnace  (Vigouroux, 
Compt.  rend.  1896,  122,  318;    Lebeau,  ibid. 

1906,  142,  154).  It  is  now  manufactured  in 
Germany  and  America  by  this  process  (Stein- 
hart,  Eng.  and  Min.  J.  1899,  67,  710),  and  is 
used  for  purifying  and  hardening  copper,  and 
for  adding  to  tin-,  zinc-,  and  aluminium- 
bronzes  to  increase  their  tensile  strength  and 
hardness. 

Cuprosilicon  can  be  prepared  pure  by  heating 
together  17  parts  silicon  and  9  parts  copper  in 
hydrogen,  and  removing  the  excess  of  sUicon  by 
solution  in  sodium  carbonate.  It  is  silver- 
white,  with  a  metallic  lustre,  and  is  hard  and 
brittle.  The  sp.gr.  is  7-58,  and  it  is  attacked 
by  chlorine  and  aqua  regia  (Vigouroux,  Compt. 
rend.  1900,  142,  87  ;  see  also  Philips,  Me'tallurgie, 

1907,  4,  .587  :  and  Lebeau,  ihid.  141,  828). 
Copper  carbonates.    The  normal  salt  has  not 

been  prepared,  but  several  basic  carbonates  are 
known,  and  used  as  blue  and  green  pigments. 
Basic  copper  carbonate  occurs  native  as  mala- 
chite Cu(HO)2'CuC03,  and  as  azurite  or  chessylite 
Cu(HO)2'2CuC03.  When  ground,  these  minerals 
form  a  fine  but  expensive  pigment. 

An  anhydrous  basic  carbonate  is  precipitated 
on  addition  of  a  solution  of  sodium  carbonate 
to  a  hot  solution  of  copper  sulphate  or  nitrate. 
(For  a  complete  description  of  all  the  known 
Ijasic  carbonates  of  copper,  see  Pickering,  Chem. 
Soc.  Proc.  1909,  188.) 

Under  the  names  Verditer  green,  Verditer  hlue, 
Bremen  green,  and  Bremen  hlue,  this  salt  is  largely 
prepared  for  paper  staining  &c.  According 
to  Habieh  (Technologiste,  17,  413),  the  follov,-- 
ing  processes  are  in  use.  A  hundred  parts 
of  old  copper  sheathing  from  which  impurities, 
oxide,  &c.,  have  been  removed  by  digestion 
in  dilute  sulphuric  acid,  is  cut  into  pieces  and 
mixed  with  a  paste  formed  by  moistening  a 
mixture  of  99  parts  potassium  sulphate  and  100 
parts  common  salt,  and  the  mixture  is  stirred 
occasionally  for  some  months  to  ensure  thorough 
exposure  to  the  atmosphere.  The  action  appears 
to  consist  in  the  production  of  rupric  chloride, 
which,  in  presence  of  the  metal,  becomes  con- 
verted into  a  basic  chloride,  and  finally,  by  the 
action  of  the  oxygen,  into  an  oxychloride.  If 


the  oxidation  be  incomplete,  the  subchloride  is 
not  completely  oxidised,  and,  as  it,  when  subse- 
quently decomposed  by  alkali,  gives  an  orange- 
red  precipitate  of  suboxide,  the  pigment  would 
be  lowered  in  value.  The  oxychloride  may  also 
be  similarly  prepared  from  a  mixture  of  100 
parts  copper,  60  parts  common  salt,  and  30  parts 
strong  sulphuric  acid  diluted  with  three  times 

j  its  volume  of  water  ;  or  by  treatment,  with  free 
atmospheric  exposure,  of  copper  with  a  solution 

I  of  cupric  chloride  in  hydrochloric  acid. 

To  100  kilos,  of  this  thick  magma  of  oxy- 
chloride, which  has  been  washed  by  decantation, 
a  concentrated  solution  containing  7  kUos.  copper 
sulphate  and  40  kOos.  concentrated  soda  solution 
(32°-36°Be.)  is  added.  The  mixture  is  vigo- 
rousl}'  stirred  and  poured  at  once  into  150  kilos, 
of  soda  solution  (20°Bc.).  The  precipitate  is 
washed,  passed  through  a  fine  hair  sieve,  and 
dried  spontaneously  or  at  a  temperature  below 
25°.  If  hot  air  be  used  in  the  drying,  it  must 
be  quite  free  from  acid  or  sulphur  gases.  To 
produce  the  finest  colour,  desiccation  must  be 
perfect. 

Habich  recommends  the  following  process 
for  making  a  verditer  which  has  a  very  different 
composition  from  the  above.    A  solution  of 
copper  oxide  in  nitric  acid  is  treated  with  potas- 
sium carbonate,  which  is  added  in  portions  until 
most,  but  not  all,  the  copper  has  been  preci- 
pitated.   The  green  precipitate  is  washed  and 
introduced  into  a  solution  of  copper  nitrate 
I  whereby  it  is  converted  into  a  heavy  green  in- 
!  soluble  basic  nitrate.    This  is  digested  in  a 
solution  of  potassium  zineate  (formed  by  dis- 
solving zinc  in  caustic  potash  solution).    A  dark- 
blue  pigment,  of  great  '  body  '  but  little  weight, 
I  is  thus  produced.    It  contains  zinc  and  copper, 
I  apparently  combined  as  a  double  oxide  or  as 
'  copper  zineate,'  and  a  small  quantity  of  basic 
copper  nitrate. 

Verditer  may  be  prepared  by  agitating  a 
solution  of  copper  nitrate  with  challc.  The 
washed  pasty  precipitate  is  mixed  with  8-10  p.c. 
of  freshly  burnt  lime  with  production  of  a  fine 
velvety  blue  pigment.  The  precipitate  without 
addition  of  lime  is  green. 

According  to  Gentele,  the  following  process 
is  adopted  at  Bremen,  Cassel,  &c. ;  225  lbs. 
sea  salt  and  222  lbs.  blue  vitriol,  both  free 
from  iron,  are  mixed  dry  and  ground  between 
millstones  with  water  to  a  thick  paste.  This 
paste  is  mixed  in  strata  with  225  lbs.  of  clean 
copperplate  cut  into  pieces  about  1  inch 
square,  in  wooden  chests  made  without  nails, 
and  the  mixture  is  digested  for  about  3  months 
with  the  maximum  exposure  to  air,  the  whole 
j  being  well  mixed  and  exposed  about  once  a 
week.  W  hen  the  action  is  complete,  the  un- 
dissolved metal  is  removed  and  the  precipitate 
is  washed  with  a  minimum  of  water,  filtered 
and  thrown  into  a  tub.  To  180  lbs.  of  the 
magma  12  lbs.  of  hydrochloric  acid  (13^Be.)  is 
added,  and  the  mixture  is  stirred  and  left  for 
24  or  36  hours.  Six  volumes  of  this  solut.on  is 
mixed  with  15  volumes  of  caustic  alkali  (19°Be.) 
followed  after  an  interval  by  6  volumes  of  water. 
The  mass  is  well  mixed  and  left  for  36-48  hours, 
and  is  then  well  wasficd  by  dcraiitation,  filtered, 
exposed  for  some  time,  in  .i  iiiuist  condition  to 
the  air,  and  finally  tiried  {v.  also  Copper  Mon- 
oxide). 
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COPPER -GLANCE  or  Ghalcocite.  Native 
cuprous  sulphide  t!u.,S.  crystallising  in  the 
orthorhombic  system.  Excellent  twinned  crys- 
tals ^vere  formerly  foinid  in  abundance  in  the 
neighbourhood  of  Redruth  in  Cornwall  (hence 
the  name  redruthite)  and  Bristol  in  Connecticut ; 
usually,  however,  the  mineral  is  found  as  com- 
pact masses.  It  is  iron-black  with  metalKc 
lustre,  but,  on  exposure  to  light,  it  soon  becomes 
dull  with  a  powdery  black  coating.  It  is  soft 
(H.  =  2i)  and  sectile,  and  can  be  readily  cut 
with  a  knife  ;  sp.gr.  5-7.  It  occurs  in  veins  of 
copper  ore,  and  is  often  of  importance  as  an  ore, 
especially  when  it  contains  small  amounts  of 
sOver.  Isomorphous  with  copper-glance  is  the 
mineral  stromeyerite  (Ag,Cu)2S,  which  has  been 
found  in  considerable  quantities  in  the  Altai 
Mountains  in  Siberia.  L.  J.  S. 

COPPER  PAINT  V.  (  oi'i  EK. 

COPPER-PYRITES  or  Chaleopyrite.  A  sul- 
phide of  copper  and  iron  CuFeSo,  containing 
when  pure  34-5  p.c.  of  copper,  and  the  most 
important  of  the  ores  of  copper.  It  has  a 
characteristic  brasisy-yellow  colour  with  metallic 
lustre,  and  on  the  surfaces  often  displays  a 
brilliant  iridescent  tarnish  (peacock-copper-ore). 
It  often  occurs  together  with,  and  intimately 
intermixed  with,  iron -pyrites,  from  which  it  can 
be  distinguished  by  its  deeper  colour  and  lower 
degree  of  hardness  ;  copper-jjyrites  (H.  31-4) 
is  readily  scratched  with  a  knife,  giving  a  greenish 
black  powder,  whilst  iron  pyrites  (H.  0-61)  is 
scratched  only  with  difficulty  or  not  at  all. 
It  occurs  in  mineral -veins  and  in  bedded  deposits, 
and  by  its  alteration  gives  rise  to  many  secondary 
copper  minerals.  Crystals  are  tetragonal  with 
inclined  hemihedrism.  but  only  rarely  are  they 
distinctly  developed;   sp.gr.  4-2.        L.  J.  S. 

COPRA   and    COPRA  OIL  v.  Cocoa-nut 

OIL. 

COPROLITES.  Concretionary  mixtures  of 
calcium  phosphate  and  calcium  carbonate,  de- 
rived from  the  excrements  of  certain  extinct 
fishes  and  reptiles.  Formerly  much  used  in 
the  manufacture  of  superphosphate  of  lime  (v. 
Fektilisers). 

CORAL  is  the  calcareous  substance  secreted 
by  many  varieties  of  five  kinds  of  organisms, 
viz.  (1)  Actinozoa,  the  principal  constituents  of 
coral  reefs ;  (2)  Hyrlrozoa,  the  large  common 
corals  known  as  miUepores ;  (3)  Bryozoa, 
delicate  corals  in  various  forms,  resembling 
mosses,  branches,  thin  filamentary  deposits,  or 
more  solid  masses  (in  the  Pabxozoic  limestone 
formations  this  species  of  coral  abounds)  ;  (4) 
Fomminifera,  chambered  shells  belonging  to 
lowly  organisms,  mostly  of  very  minute  size  ; 
(5)  Nvlli'pores,  which,  although  closely  resembling 
miUepores,  are  veritable  alga  or  sea-weeds ; 
they  may  be  readily  distinguished  from  the 
miUepores  by  the  ab.sence  of  perforations. 

Coral  is  simply  a  secretion  corresponding  to 
the  bone  of  vertebrates  or  the  shell  of  mollusca, 
and  is  composed  almost  entirely  of  calcium  car- 
l)onatc  derived  from  sea-water  and  from  the 
food  of  the  coral-making  polyps. 

Ordinary  coral  is  somewhat  harder  than 
limestone  or  marble,  and,  when  tapped  with  the 
hammer,  gives  out  a  ringing  sound  clearer  than 
is  elicited  from  ordinary  calcium  carbonate.  The 
sp.gr.  of  15  specimens  examined  by  Silliman, 
averaged  2-523. 
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S.  P.  Sharpies  (Amer.  J.  Sci.  31,  108)  found 
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Small  and  variable  quantities  of  magnesium 
carbonate,  calcium  sulphate,  calcium  fluoride, 
alkaline  chlorides,  sUica,  and  oxide  of  iron  are 
found  in  corals. 

The  red  coral,  Coralliiirn  rubriim,  varies  in 
colour  from  crimson  to  ro.se,  the  latter  being 
the  rare.st  and,  therefore,  the  most  prized.  It  is 
gathered  from  the  rocky  bottom  and  shores  of 
the  Mediterranean  ;  and  it  occurs  most  abun- 
dantly at  a  depth  of  25-50  feet ;  although, 
according  to  Dana,  it  may  be  found  as  deep  as 
1000  feet.  Forchhammer  found  2-1  p.c.  mag- 
nesia in  Corallmm  rubrum,  and  6-36  in  Isis 
hippuris.  According  to  Trommsdorfl^,  the  red 
pigment  of  coral  is  a  resin  soluble  in  oil  of 
turpentine,  and,  after  removal  from  the  coral  by 
this  solvent,  is  easUy  soluble  in  alcohol  and 
ether,  but  insoluble  in  caustic  potash.  In  a  red 
madrepore,  Vauquelin  found  a  red  colouring 
matter,  which  was  turned  violet  by  alkalis. 
Moseley  has  described  in  some  corals  and  allied 
organisms  a  red  colouring  matter  (Polyporphyriii) 
which  is  insoluble  in  water,  glycei'ol,  alcoh(.il, 
ether,  and  in  strong  solutions  of  ammonia  and 
potash.  It  is  soluble  in  moderately  strong  sul- 
phuric, nitric,  or  hydrochloric  acids.  For  the 
formation  anfl  distribution  of  coral  and  coral- 
reefs.  &c.  (Jorals  and  Coral  Islands,  J.  D.  Dana  ; 
Coral-Reefs,  Darwin  ;  Murray,  in  Proe.  Roy.  Soc. 
Edinb.  1880,  505.  Sc  aho  Forchhammer, 
J.  Pharm.  Chim.  49,  52  ;  J.  1847.  1291  ;  1849, 
813  ;  1851.  865  ;  1852,  958-901  ;  Sharpies,  I.e.  ; 
Moseley,  Quait.  Journ.  Microscop.  Sci.  xvii. 
1877  ;  also  Max  Bauer,  Edelsteinkunde,  2nd  ed. 
1909,  Eng.  trans.  Precious  Stones,  L.  J. 
Spencer,  1904. 

It  is  now  known  that  the  materials  con- 
stituting coral-reefs  sometimes  undergo  remark- 
able chemical  changes,  and  that  the  calcium 
carbonate  is  largely  rejilaced  by  magnesium 
carbonate    or    calcium    phosphate.    In  184() 
J.  D.  Dana  and  B.  Silliman  showed  that  the 
rock  of  an  upraised  coral-reef  in  the  Paeifie 
contained  as  much  as  38  p.c.  of  magnesium 
carbonate.    The  deep    boring    made    in  the 
Atoll  of  Funafuti  in  1897-8,  yielded  a  series 
of  cores,  of  which  a  chemical  examination  was 
i  made  by  E.  W.  Skeats  and  Hart  Smith  in 
j  the  laboratories  of  the  Royal  College  of  Science. 
'  It  was  found  that  down  to  the  depth  of 
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637  feet  dolomitization  had  only  gone  on  to  a 
small  extent,  the  proportion  of  magnesium 
carbonate  never  exceeding  16  p.c. ;  but  the 
lower  portions  of  the  core  were  very  rich  in  the 
magnesium  salt,  containing  from  30  to  43  p.c, 
the  rock  thus  becoming  almost  a  true  dolomite. 
A  large,  collection  of  coral  limestones  obtained 
by  Alex.  Agassiz,  from  reefs  in  the  Pacific, 
was  subsequently  examined  by  Skeats,  who 
showed  that  they  contained  varying  amounts 
of  magnesium  carbonate  up  to  nearly  42  p.c. 
Specimens  from  Christmas  Island  in  the  Indian 
Ocean  gave  similar  varying  results,  per  cent- 
ages  of  magnesium  carbonate  up  to  over  43  p.c. 
being  found.  A  coral  limestone  obtained  by 
boring  at  Key  West,  Florida,  yielded  to  G. 
Stieger,  in  the  laboratories  of  the  tj.S.  Geological 
Survey,  over  14  p.c.  of  magnesium  carbonate. 

Coral  reefs  that  have  been  covered  by  deposits 
of  guano  are  found  to  have  their  carbonates 
largely  replaced  by  phosphates.  Thus  the  rocks 
of  the  coral  reef  known  as  Christmas  Island  in 
the  Indian  Ocean  have  been  largely  worked 
for  the  deposits  of  calcium  phosphate,  and 
Teall  has  shown  that  CHpperton  Atoll  in  the 
North  Pacific  contains  rocks  with  as  much  as 
38|  p.c.  of  phosphoric  acid. 

(For  changes  in  the  chemical  composition  of 
coral  rock,  see  Dana  and  SUliman,  Amer.  J.  Sci. 
2,  i.  1846,  189  ;  Judd,  Chemical  Examination 
of  Materials  from  Funafuti  in  'the  AtoU  of 
Funafuti,'  PhU.  Trans.  1904,  362-389;  Skeat, 
The  Chemical  Composition  of  Limestones  from 
Upraised  Coral  Islands,  BuU.  Mus.  Comp.  Zool. 
Harvard,  xlii.  1903,  53-126;  TeaU,  Quart.  .Journ. 
Geol.  Soc.  liv.  1898,  230-232.) 

CORALLIN,  CORALLINPHTHALIN,  PHE 
NOLCORALLIN  v.  Auein. 

CORDIALS  and  LIQUEURS  are  spirituous 
compounds  flavoured  with  essences  obtained 
from  fruits,  herbs,  spices,  or  other  substances, 
usually  sweetened  with  sugar  or  glycerol,  and 
often  strongly  coloured.  They  are  manu- 
factured and  used  to  a  much  greater  extent  in 
France  and  other  European  countries  than  in 
the  United  Kingdom,  and  although  there  is  no 
essential  difference  between  them,  the  term 
'  cordials  '  is  by  many  restricted  to  British,  and 
'  liqueurs  '  to  the  foreign  preparations. 

The  spirit  in  the  best  qualities  of  liqueur  is 
derived  from  the  grape,  but  grain  and  other 
spirit  is  frequently  employed,  especially  in 
cordials;  but,  whatever  the  origin  of  the  spirit, 
it  should  be  highly  rectified  and  neutral  in 
character,  so  as  not  to  impair  the  flavour  of  the 
finished  product.  The  alcohoKc  strength  of 
cordials  and  liqueurs  varies  greatly,  but,  on  the 
average,  they  contain  from  30  to  40  p.c.  of 
alcohol,  or  50  to  70  p.c.  of  proof  spirit.  The  sugar 
must  be  pure,  and  is  added  in  the  form  of  a 
clear  syrup. 

The  principal  flavouring  ingredients  em- 
ployed are  (a)  those  used  solely  on  account  of 
their  essential  oUs,  as  aniseed,  bitter  almonds, 
caraway,  juniper  berries,  mint,  lemon  peel, 
orange  blossom,  &c. ;  (6)  those  valued  for 
their  bitter  principles  as  weU  as  their  essential 
oUs,  as  cinnamon,  cloves,  cura^oa  apples  (a 
kind  of  orange),  gentian,  ginger,  orange-peel, 
sweet  calamus,  wormwood,  vanilla,  &c.  :  and 
(c)  fruits,  chiefly  cherries,  pineapples,  rasp- 
berries, and  strawberries.    The  flavourings  are 


obtained  either  by  digesting  the  flavouring 
ingredients  (bruised  or  cut  up)  with  alcohol  and 
distilling  the  mixture  to  obtain  an  essence,  or 
by  filtering  the  alcoholic  extract  to  form  a 
tincture,  or  by  simply  expressing  and  clearing 
the  juice  of  fruits  or  digesting  the  latter  for  a 
more  or  less  prolonged  period  in  spirit. 

Artificial  essences  simulating  the  above 
flavourings  are  frequently  employed,  but  their 
use  in  beverages  is  questionable,  since  it  seems 
probable  that  their  physiological  action  differs 
from  that  of  the  natural  flavouring  substances 
which  they  are  intended  to  imitate. 

The  colouring  matters  most  commonly  used 
are  as  follows.  Red,  aniline  red,  brazilwood, 
cochineal,  cudbear,  and  sandalwood ;  yellow, 
saffron  and  turmeric  ;  hlue,  indigo ;  green, 
chlorophyll  (from  nettles,  parsley,  spinach,  &c.) 
and  mixtures  of  blue  and  yellow  colourmgs  ; 
violet,  aniline  violet ;  and  brown,  a  solution 
of  burnt  sugar  or  caramel  (v.  Liqueurs). 

J.  C. 

CORDITE  i'.  Explosives 

COREINE  r.  OXAZINE  COLOtTBING  MATTERS. 

CORIANDER,  OIL  OF,  v.  Oils,  Essential. 

CORIARIA  MYRTIFOLIA  v.  Sumach. 

CORIOFLAVINE  v.  Aceidine  dyestuffs. 

CORIOPHOSPHINES  v.  Aceidine  dyestuffs. 

CORK.  Cork  is  derived  from  the  bark  of 
two  evergreen  species  of  oak  tree,  the  cork  oak, 
Quercus  suher  (Linn.)  and  Q.  occidentalis  (Gay). 
The  former  yields  the  best  cork,  and  grows  mostly 
in  those  countries  bordering  on  the  Mediter- 
ranean up  to  the  45°  lat.  The  latter  occurs  on 
the  Atlantic  seaboard  of  Portugal,  Spain,  and 
France  up  to  48°  lat. 

The  cork  tree  is  from  30  to  60  feet  high,  and 
3-4  feet  thick.  It  grows  slowly  and  reaches 
the  age  of  150-200  years.  The  tree  has  the 
peculiarity  of  throwing  off  its  outer  bark  when 
it  reaches  a  certain  age,  and  then  reproducing 
it.  It  is  this  that  makes  the  cork  industry 
possible.  The  chief  countries  in  which  cork  is 
produced  are  : 

1.  Spain.  Particularly  the  province  of 
Catalonia.  Here  the  best  cork  is  grown. 
Seville  is  the  chief  market. 

2.  Portugal.    Centres  :  Lisbon  and  Oporto. 

3.  Algeria.  Here  the  cork  trees  form  great 
forests ;  those  belonging  to  the  State  were  some 
years  ago  fully  600,000  acres  in  extent. 

4.  Southern  France  and  the  Pyrenean  district. 
Large  forests  of  Q.  svher  exist  in  the  more  moun- 
tainous parts,  but  in  the  low-lying  '  Landes  ' 
the  tree  is  Q.  occidentalis,  which  grows  as  far 
north  as  BeUe  Isle. 

5.  The  Adriatic  coast.  Some  Ls  produced  in 
the  Austrian  provinces,  but  it  is  of  inferior 
quality. 

6.  Sicily,  Sardinia,  and  Corsica  also  yield 
cork  of  good  quality. 

Speaking  generally,  the  cork  tree  seems  to 
thrive  best  on  dry  granitic  and  sandy  soils, 
and  not  to  do  well  in  damp  or  limestone  soils. 

The  complete  bark  of  the  cork  tree  consists 
of  two  layers  : 

(1)  The  dry  dead  bark,  comprising  the 
epidermis  and  the  cork  proper,  with  the  raeso- 
dermis. 

(2)  The  green  Hving  skin  which  clothes  the 
wood  immediately  under  the  dry  bark.  This 
may  be  looked  upon  as  the  active  cork-producing 
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layer,  and  contains  liast  filires  and  the  endo- 
dermis. 

The  epidermis  on  one-year-old  twigs  is  green 
and  smooth,  but  in  the  second  year  between  it 
and  the  green  under-skin  uregular  white  waxy 
masses  are  formed  ;  these  represent  the  begin- 
ning of  the  cork  formation  and  increase  from 
year  to  year,  changing  gradually  into  cork 
proper.  At  the  end  of  the  third  year  the 
epidermis  dries  up  and  cracks. 

Barking  the  trees.  This  is  the  most  im- 
portant operation  in  the  management  of  a  cork 
forest,  because  on  the  care  with  which  it  is 
carried  out  depends  the  life  of  the  trees  and  the 
regularity  of  the  slabs  produced. 

In  barking,  the  workman  takes  a  special 
tool  and  makes  a  cut  round  the  stem  above  and 
below  the  portion  of  bark  to  be  removed.  A 
vertical  cut  or  cuts  are  made  so  that  the  bark 
may  be  stripped  off  the  tree,  in  which  operation 
the  shaft  of  the  tool  is  used  as  a  lever.  Care 
must  be  taken  not  to  bruise  the  green  underskin, 
the  real  producer  of  the  cork. 

The  first  barking  produces  so-called  '  virgin 
cork,'  which  is  of  little  value,  as  it  has  not 
elasticity  enough  for  use  as  bottle  corks.  It  was 
formerly  used  for  the  production  of  Spanish 
black,  but  of  late  years  it  has  been  employed 
in  the  manufacture  of  ground  cork. 

During  the  first  year  of  growth  the  tree 
produces  from  3  to  5  mm.  of  cork,  but  after- 
wards less,  the  mean  for  the  first  9  years  being 
about  2-1-3  mm.,  giving  a  total  thickness  of 
20J  mm.  After  9  or  10  years,  when  barking 
usually  occurs,  the  growth  is  slower,  but  where 
thicker  cork  is  required,  the  period  is  of  course 
longer.  The  first  stripping  usually  takes  place 
on  the  1.5-20  year-old  tree.  The  best  cork  is 
yielded  by  trees  of  from  50  to  100  years  old. 
Those  growing  in  the  mountainous  districts 
yield  a  smaller  quantity  but  better  quality  of  cork. 

After  the  cork  bark  has  been  removed  from 
the  tree,  it  is  stacked  and  weighted  with  heavy 
stones  to  flatten  it,  and  when  dry  it  is  scraped 
with  an  iron  tool  to  remove  the  epidermis.  The 
cork  is  then  immersed  for  5  or  6  minutes  in  a 
tank  of  boiling  water,  when  it  swells,  and, 
according  to  the  quality,  retains  this  swelling 
more  or  less  permanently.  The  water  also 
removes  tannin,  vegetable  acids,  and  their 
salts.  In  Spain  the  cork  is  occasionally  passed 
through  a  fire,  whereby  it  is  superficially 
blackened,  acquiring,  it  is  supposed,  by  this 
treatment  especially  good  qualities  or  '  nerve.' 

After  steeping,  the  plates  are  placed  m  heaps, 
weighted,  and  by  hydraulic  presses  compressed 
into  bales  and  bound  with  hoop  iron. 

Chemistry  of  cork,  Cork  extracted  with  hot 
water  under  pressure,  yields  gallic  acid,  colouring 
matters,  iron  and  magnesium  salts.  By  extrac- 
tion with  alcohol  it  yields  '  cerin,'  or  cork  wax  ! 
CjoHoflO.  Siewert  examined  the  alcoholic  extract 
and  isolated  from  it  'decacrylic  acid'  C,qH,s02. 

The  composition  of  cork  has  been  further 
studied  by  Kijgler  (Arch.  Pharm.  1884,  217); 
Gilson  (ibid.  1890,  690);  and  Hy.  Ingle  (J.  Soc. 
Chem.  Ind.  1904,  1197). 

Suberine,  according  to  Kiigler,  is  a  real  fat, 
which  cannot  be  entirely  extracted  by  solvents,  1 
because  they  do  not  penetrate  the  material 
sufficiently.  ' 
Gilson  saponified  cork  from  Q.  suber  with  I 


3  p.c.  alcoholic  potash,  and  isolated  from  the 
filtrate  44  p.c.  of  fatty  acids,  consisting  of : 
Phellonic  acid  C22H32O2,  m.p.  95°-96°,  a  mono- 
basic acid  giving  a  violet  colour  with  zinc 
chloride-iodine  solution ;  yield  8  p.c.  Suberinic 
I  acid  CiyHjoOj,  a  semi-fluid  sticky  substance; 
36  p.c.  Phloionic  acid  C.,2H4o07 :  fine  white 
needles,  m.p.  120°-12I°  ;  in  small  amount. 

Gilson  considers  suberine  not  to  be  a  true 
fat,  but  rather  a  mixture  of  complex  esters  and 
possibly  condensation  products  of  difl'erent  acids. 

Treated  with  iodine  solutions  cork  does  not 
give  the  cellulose  reaction,  and  there  is  some 
dispute  as  to  whether  cellulose  or  a  pentosan  is 
the  carbohydrate  present  in  cork.  Gilson,  fiom 
microscopic  examination,  considers  that  cellulose 
is  present. 

Cork  also  contains  certain  aromatic  com- 
pounds, tannin  and  the  aromatic  aldehyde  of 
wood,  hadroma],  besides  coniferin  and  vanillin. 
Treated  with  strong  nitric  acid,  cork  pro- 
1  duces  suberic  acid  (CH2)5{COOH)2,  oxalic  acid, 
I  and  other  products.    Strong  sulphuric  acid  chars 
i  it,  but  it  is  little  affected  by  hydrochloric  acid. 
Chlorine,  bromine,  and  iodine  cause  cork  to 
shrink,  the  two  former  first  bleaching  it.  Ignited 
it  burns,  swells  up,  and  forms  a  charcoal  called 
Spanish  black. 

Physical  properties. — The  sp.gr.  of  cork  is 
variously  given  from  0-12  (RoUmann)  to  0-24 
(Muschenbroek)  ;  on  the  average  0-16. 

The  uses  of  cork  depend  on  its  compressibility, 
elasticity,  imperviousness  to  liquids,  its  lightness, 
its  stability  to  weathering,  &c.  It  is  used  in 
making  stoppers,  mats,  soles,  linings,  springs  for 
heavy  waggons,  as  an ti- vibratory  and  sound - 
deadening  materials. 
I  Waste  cork  is  granulated  by  suitable  ma- 
chinery, sifted,  and  then  ground  to  powder. 
The  finest  dust  is  mainly  used  in  the  manu- 
facture of  linoleum.  Slightly  coarser  cork  is 
1  used  for  the  manufacture  of  cork  carpet,  but  in 
both  cases  the  binding  material  is  prepared 
linseed  oil. 

StOl  coarser  cork,  of  the  size  of  peas,  mixed 
with  a  proportion  of  fine,  is  employed  in  the  manu- 
facture of  mats,  insulating  materials  for  water 
and  steam  pipes  and  cold  storage  chambers, 
I  packing,  artificial  corks  for  bottles,  &c. 
i  In  order  to  bind  the  particles  of  cork  together 
are  employed  (1)  collodion;  used  for  bath  mats 
j  and  stoppers.  The  granulated  cork  of  various 
grades  in  suitable  proportions  is  mixed  with  the 
solution  and  the  pasty  mass  pressed  into 
perforated  moulds ;  these  are  then  heated  in  a 
suitable  chamber  provided  with  a  condensing 
appliance  to  recover  the  solvents,  ether 
and  alcohol.  '  Suberite  '  belongs  to  this  class. 
The  mat  is  removed  from  the  mould  and 
'  buffed  '  (sand-papered)  on  a  buffing  machine 
simOar  to  that  used  by  cabinet  makers.  Coik 
stoppers  are  made  in  a  similar  manner,  and  also 
insulating  slabs  and  tubes  for  covering  steam 
and  water  pipes. 

(2)  Gluten,  casein,  and  glue  mixed  with 
oUy  materials  and  resins  and  dissolved  in 
suitable  solvents,  after  mixing  with  the  cork 
(rendered  more  or  less  insoluble  by  means  of 
tormalin,  tannin,  dichromates,  Ume,  &c.),  have 
also  been  used  and  patented  for  the  production 
of  cork  slabs,  &c.,  from  granulated  cork. 
The  cork  of  various  degrees  of  fineness  is 
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mixed  with  the  cement,  subjected  to  powerful 
hydraulic  pressure  in  moulds,  and  in  some  cases 
heated  up  to  200°  to  harden  the  albuminous 
matters  of  the  cement. 

(3)  Mixtures  of  cork  with  silicate  of  soda 
and  barytes  or  other  pigment  have  been  used 
for  steam-pipe  coverings. 

Slabs  of  cork  have  also  been  made  by  soaking 
cork  in  soap  solutions,  then  drying,  treating 
with  milk  of  lime,  again  drying  and  pressing  the 
resultant  mass  into  heated  moulds. 

Another  use  for  cork  waste,  more  or  less 
finely  ground,  is  in  the  production  of  floors.  In 
this  operation  ground  cork  is  mixed  with  a 
cement,  such  as  Portland  cement,  or  more  often 
a  mixture  of  corl?  and  calcined  magnesia  is 
mixed  with  a  solution  of  magnesium  chloride 
and  the  pasty  mass  spread  on  the  floor  and 
allowed  to  harden  ;  other  salts,  such  as  lead 
acetate,  are  sometimes  added. 

Cork  dust  is  also  used  as  a  packing  for  the 
hollow  spaces  between  the  walls  of  cold-storage 
chambers,  round  the  pipes  of  ice  plants,  &e., 
no  binding  materials  being  employed.  Mixed 
with  pitch,  granulated  cork  is  used  as  the 
filling  between  the  outer  and  inner  soles  of  boots, 
especially  American.  It  forms  a  warm,  water- 
proof and  resilient  layer. 

Granulated  cork  of  various  degrees  of  fineness 
is  also  mixed  with  the  paint  used  to  coat  iron 
surfaces  where  there  is  danger  of  the  condensa- 
tion of  moisture,  such  as  in  the  cabins  of  steamers, 
in  breweries,  factories,  laundries,  and  the  like. 

Hy.  I. 

CORNISH  CLAY  v.  Clay. 

CORNISH  STONE  v.  Clay  and  China  stone. 

CORN  OIL  V.  Maize  oil. 

CORNUTINE  V.  Ergot  op  eye. 

CORONITE.  An  explosive  consisting  of 
nitroglycerine,  38-40  parts ;  nitro-cotton, 
parts ;  ammonium  nitrate,  26-28  parts ; 
potassium  nitrate,  3-5  parts ;  aluminium  stear- 
ate,  11-14  parts;  rye  flour,  8-11  parts;  wood 
meal,  2-4  parts  ;  liquid  paraffin,  2-4  parts  {v. 
Explosives). 

CORROSION  OF  IRON.  AU  forms  of 
metaUic  corrosion  are  probably  primarily  due  to 
electrolytic  action,  and  if  it  were  possible  to 
obtain  absolutely  pure  iron,  it  might  be  found 
to  be  as  resistant  to  atmospheric  action  as  pure 
zinc  is  to  dilute  sulphuric  acid;  but  with  cast 
or  wrought  iron  and  steel,  protection  from  air, 
moisture,  and  carbon  dioxide  is  a  necessity  if 
the  metallic  form  is  to  be  preserved. 

Iron  rust,  the  result  of  atmospheric  action 
under  normal  conditions,  consists  mainly  of  a 
mixture  of  ferric  oxide  Fe^O^,  and  ferric  hydrox- 
ide Fe2(HO)5,  but  a  sample  of  fresh  iron  rust  will 
be  found  to  contain,  in  addition,  ferrous  oxide 
and  ferrous  carbonate.  These  two  compounds, 
however,  scon  become  oxidised,  the  latter 
setting  free  carbon  dioxide  and  forming  ferric 
oxide. 

If  a  piece  of  iron  be  immersed  in  pure  water, 
no  action  will  be  found  to  have  taken  place  even 
after  the  lapse  of  some  time,  the  presence  of 
oxygen  or  air,  which,  however,  must  bo  quite 
free  from  any  trace  of  carbon  dioxide,  in  no 
way  affecting  the  result  ;  but  the  moment  any 
carbon  dioxide  finds  its  way  into  solution  in  the 
water,  rusting  rapidly  commences,  and  hence  it 
is  clear  that  the  carbon  dioxide  dissolved  in  the 


water  and  forming  carbonic  acid  is  the  prime 
factor  in  starting  the  corrosion  of  iron  and  steel. 

When  iron  or  steel  is  acted  upon  by  water 
free  from  any  dissolved  oxygen,  but  saturated 
with  carbon  dioxide,  ferrous  carbonate  is  formed, 
together  with  free  hydrogen  ; 

Ferrous 

Iron  Carbonic  acid  carbonate  Hydrogen 
Fe  +  H2CO3  =  FeCOa  +  Ho. 
The  solution  remains  clear,  the  salt  being 
soluble  in  the  excess  of  carbon  dioxide  present, 
untU  it  is  exposed  to  air,  when  the  oxygen 
oxidises  the  ferrous  carbonate  to  ferric  oxide, 
setting  free  the  carbon  dioxide. 

Ferrous  Carbon 
carbonate        Oxygen      Ferric  oxide  dioxide 
4(FeC03)    +    0,    =    2iFe,0^)    +  400^. 
The  ferric  oxide  then  combines  with  some  of  the 
water  to  form  ferric  hydroxide  : 

Ferric  oxide  Water  Ferric  hydroxide 
Fe.Oa  +  SH^O  =  Fe2(H0)s. 
The  carbon  dioxide  which  is  set  free  then  reacts 
with  more  of  the  oxygen  and  moisture  to  attack 
a  fresh  portion  of  the  metal,  the  action,  more- 
over, being  aided  by  the  electrical  difference  in 
potential  between  the  hydrated  oxide  and  the 
metal,  so  the  result  is  that  in  time  the  whole 
of  the  metal  Ls  destroyed  by  its  reversion  to  its 
original  condition  of  hydrated  oxide. 

In  large  towns  considerable  quantities  of 
sulphur  acids  are  found  in  the  atmosphere, 
owing  to  the  combustion  of  bituminous  coal, 
which,  containing  a  small  percentage  of  iron 
pyrites,  leads  to  the  formation  of  sulphur 
dioxide,  and  this  dissolving  in  rain  rapidly 
oxidises  to  sulphuric  acid,  giving  the  rain 
water  an  acid  reaction.  It  has  been  shown 
that  in  the  industrial  quarters  of  a  large 
manufacturing  town  this  acidity  will  some- 
times represent  as  much  as  90  lbs.  of  sul- 
phuric acid  per  acre  per  annum,  whilst  in  the 
residential  quarters  it  wUl  probably  not  be 
more  than  about  2-5  lbs.  The  sulphuric  acid, 
however  dilute,  coming  in  contact  with  iron- 
work, accelerates  the  rusting,  and  by  its  corrosive 
action  renders  more  difficult  the  protection  of 
the  metal. 

The  usual  methods  of  protecting  iron  and 
steel  from  atmospheric  corrosion  may  be  divided 
roughly  into  two  classes ;  the  first  consists  in 
coating  them  \vith  another  metal  less  liable  to 
be  acted  on  than  the  iron,  and  the  second  in 
the  use  of  protective  paints.  Under  the  first 
category  comes  the  coating  of  iron  and  steel  by 
zinc,  as  in  the  process  of  galvanising ;  with  tin, 
as  in  the  manufacture  of  tin  plate,  whilst  for 
small  articles  nickelling  and  also  protecting  by 
the  Bower-Barff  process,  in  which  the  iron  is 
coated  with  a  homogeneous  film  of  the  magnetic 
oxide,  may  be  used.  In  the  case  of  zinc,  this 
metal,  being  electro-positive  to  the  iron,  forms  a 
good  protection  until  acid  in  the  atmosphere  or 
abrasion  damages  the  surface,  when,  forming  a 
galvanic  couple  with  the  iron,  it  is  rapidly 
destroyed.  The  other  coatings  are  all  electro- 
i  negative  to  the  iron,  with  the  result  that  any 
break  in  the  coating  leads  to  far  more  rapid 
destruction  of  the  iron  than  if  none  had  been 
j  present.  For  the  protection  of  large  structures, 
[  coating  with  paint  of  suitable  composition  is 
the  only  practicable  method  of  rust  prevention 
The  best  paints  for  this  purpose  co7isist  of 
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boiled  linseed  oil  mixed  with  suitable  pigments. 
When  linseed  oil  is  heated  for  some  hoiirs  to 
about  200°,  its  oxygen-absorbing  properties, 
upon  which  its  drying  depends,  are  very  largely 
increased,  and  if  it  be  boiled  with  oxides  of  load, 
caicium,  or  manganese,  the  drying  action  is 
still  further  accelerated,  owing  to  the  formation 
of  small  quantities  of  oleates  of  the  metals 
which  dissolve  in  the  oil.  On  exposing  the 
boiled  oil  to  air,  oxygen  is  rapidly  absorbed, 
and  drying  is  brought  abo>it  by  the  conversion 
of  the  liquid  oil  into  a  solid  resin.  If  white  lead 
(oxycarbonate  of  lead)  or  red  lead  (an  oxide)  be 
thoroughly  ground  in  such  oil,  a  paint  is  formed 
which  has  great  covering  power,  and  which, 
in  air,  forms  the  best  jsrotection  the  iron 
can  have,  as  microscopic  examination  shows 
that  the  dry  film  of  paint  contains  no  pores,  and 
so  forms  an  impervious  coating. 

The  covering  power  and  impervious  nature  of 
such  a  paint  are  due  to  the  fact  that  the  lead 
compound  has  formed  with  it  a  soap  (oleate  of 
lead),  whilst  in  most  other  pigments  no  such 
combination  takes  place,  and  the  particles  of 
colour  are  merely  mechanically  carried  by  the 
vehicle. 

Such  paint  will  resist  atmospheric  influence 
for  a  long  time,  but  eventually  the  protecting 
skin  becomes  hardened  and  brittle,  so  as  to  be 
easily  chipped  off.  whilst  as  the  decomposition 
proceeds  still  further,  it  loses  all  its  adhesive 
powers  and  flakes  off  from  the  metal.  Red  oxide 
of  iron  free  from  foreign  matters  and  any  trace 
of  acid  also  forms  a  good  pigmentary  material 
for  a  protective  paint,  and  is  especially  popular 
with  paint  manufacturers,  as  its  colour  masks 
any  rusting  that  may  go  on  below  it. 

Many  cheap  paints  of  this  character,  however, 
prove  unsatisfactory,  owing  to  the  oxide  of  iron 
being  largely  adulterated  with  finely  powdered 
barium  sulphate,  which,  being  very  heavy,  is 
often  used  as  a  '  loading.' 

The  best  treatment  for  large  iron  structures 
is,  in  the  first  place,  to  entirely  free  them  from 
all  traces  of  '  bloom  '  or  mill  scale  which  may  be 
adhering  to  them,  this  being  done  either  by 
pickling  in  dilute  sulphuric  acid  with  subsequent 
neutralisation  of  the  acid,  which  should  be  done 
before  erection,  or  by  allowing  them  to  flake  off 
by  the  formation  of  a  film  of  rust  from  exposure, 
and  then  wire-brushing  the  surface  until  it  is 
free  from  any  trace  of  oxide. 

The  surface  so  prepared  should,  at  the  time 
of  painting,  be  thoroughly  dry,  and  under  these 
conditions  a  coating  of  hot  linseed  oil,  followed 
by  two  coats  of  red  lead  paint,  and  finished  off 
with  two  coats  of  iron  oxide  paint,  will  give  the 
best  protection  that  can  be  obtained. 

Varnish  paints,  such  as  will  be  described 
later,  for  use  in  ceating  ships,  are  not  to  be 
recommended  for  outside  work,  as  under  atmo- 
spheric influences  they  often  tend  to  become 
brittle. 

Almost  equally  good  as  the  red  or  white 
lead  paints  as  a  protection  is  a  bituminous  paint 
made  from  pitch,  the  distillation  of  which  has 
not  been  carried  too  far.  This  must  be  absolutely 
free  from  free  carbon  and  tar  acids  or  ammonium 
salts,  and  if  applied  hot  to  the  structure  to 
be  protected,  gives  very  good  results,  the  colour 
being  the  main  drawback. 

There  are  many  circumstances  under  which 
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such  a  bituminous  paint  is  jireferable  to  an  oil 
paint,  as,  for  instance,  in  gas  works,  urinals,  or 
slaughter  houses,  where  there  is  much  ammonia 
in  the  air,  which  has  an  extraordinarily  destruc- 
tive effect  upon  oil  paints. 

In  the  manufacture  of  paints  for  protective 
piirposes  it  is  essential  that  the  materials  should 
be  ground  to  the  utmost  degree  of  fineness,  and 
great  attention  should  Ije  paid  to  the  thorough 
incorporation  of  the  jjigment  with  the  vehicle, 
whilst  where  several  coats  of  paint  have  to  be 

i  superimposed  on  each  other,  the  composition 
should  be  so  arranged  that  the  rate  of  drying  of 
each  coat  should  be  a  little  less  than  the  one 
below,  as  this  prevents  any  chance  of  the  ujiper 
film  hardening  before  the  lower  coating,  which 
would  result  in  cracking  the  coating  of  paint. 
It  must  also  be  borne  in  mind  that  in  paint- 
ing an  iron  structure,  the  skin  left  by  the  paint 
should  have  the  same  rate  of  expansion  and 
contraction  as  the  metal,  or  be  sufficiently 
elastic  to  prevent  any  cracking  away  from  it. 

In  cases  where  rusting  begins  to  show  itself 
by  the  blistering  and  upheaval  of  the  paint 

,  surface,  the  plating  at  that  point  shoidd  be 
scraped  down  to  the  bare  iron,  and  well  scrubbed 
with  a  wire  brush  in  order  to  remove  the  traces 
of  foreign  matter  that  are  probably  giving  rise 
to  rapid  corrosion  due  to  cleotrol_vsis. 

V.  V,.  L. 

CORROSION  AND  FOULING  OF  STEEL  AND 
1  IRON  SHIPS,  AND  ITS  PREVENTION.    In  the 

days  of  wooden  ships  the  hull  troubles  that  had 
to  be  guarded  against  were  the  attacks  of  wood- 
boring  animals  and  the  loss  of  speed  clue  to 
the  growth  of  weed  and  shell  at  and  below  the 
water  line ;  but  with  the  launch  of  the  first 
sea-going  vessel  built  of  iron,  in  1822,  compara- 
tively simple  problems  became  of  great  com- 
plexity, and  at  the  present  time  the  protection 
of  our  Navy  and  mercantile  marine  from 
corrosion  and  fouling  is  a  question  of  the  greatest 
importance,  affecting,  as  it  does,  both  the  life 
and  speed  of  the  vessels. 

Corrosion. — The  troubles  due  to  corrosion 
are  by  no  means  limited  to  the  exterior  plates 
of  the  ship,  but  also  affect  the  interior  of  the 
structure,  boilers,  and  condensers. 

The  corrosion  of  iron  and  steel  is  brought 
about  by  the  actions  which  ultimately  result  in 
the  conversion  of  the  metal  into  oxides,  anrl 
these  being  accelerated  Ijy  galvanic  actions, 
which  it  is  almost  impossible  to  eliminate  in  a 
huge  metallic  structure  like  the  hull  of  a  modern 
ship  in  the  j)resence  of  sea  water,  makes  preven- 
tion far  more  difficult  than  in  the  case  of  an  iron 
building  or  bridge. 

In  sea  water  the  process  of  corrosion  is 
accelerated  t)y  the  salts  contained  therein,  as 
these  aid  the  galvanic  action  set  up  in  the 
I  metal  by  various  means,  such  as  impurities  in 
!  the  iron,  the  presence  of  mill  scale  on  the  plates, 
:  high  temperature,  or  even  the  different  stresses 
i  imparted  to  portions  of  the  same  plate,  whilst 
in  certain  waters,  such  as  the  mouths  of  rivers 
on  the  west  coast  of  Africa,  or  in  harbours 
where  the  water  contains  much  sewage,  the  sul- 
phates are  decomposed  by  various  vegetable  and 
animal  organisms  with  evolution  of  suljihuretted 
hydrogen,  which  greatly  increases  the  corrosion 
of  the  metal. 
.  The  examination  of  tlic  conditi<in  of  the 
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bottom  plates  of  vessels  that  have  been  at  sea 
for  long  periods,  shows,  when  the  protective 
paints  and  compositions  have  been  removed, 
that  three  distinct  forms  of  rusting  may  be 
distinguished. 

1.  Rust  patches,  generally  near  the  edges  of 
the  plates,  consisting  of  small  areas  of  fine  rust, 
probably  caused  by  moisture  on  the  plate  when 
the  protective  paint  was  put  on.  These  patches 
are  never  thick,  and  cause  but  little  damage  to 
the  plates  if  all  rust  be  removed  before  a  new 
coating  of  paint  is  put  on. 

2.  Rust  nodules  are  a  more  localised  form 
of  corrosion  which  has  attacked  the  metal 
where  particles  of  mill  scale  have  been  left  on 
the  surface  of  the  new  plate,  or  where  small 
particles  of  slag  or  foreign  matter  have  been 
rolled  into  the  plate  during  manufacture.  These 
give  slight  pitting  of  the  plate,  but  seldom  to  a 
serious  extent. 

3.  Rust  cones  are  an  accentuated  form 
of  rust  nodules,  and  are  due  to  the  most 
local  form  of  galvanic  action,  caused  by  the 
presence  of  a  speck  of  deposited  copper,  lead,  or 
other  foreign  metal,  or  even  a  small  paiticle  of 
rust  or  mill  scale  left  on  the  surface  of  the  iron, 
and  covere  1  by  the  compositions  used  as  pro- 
tectives  and  antifoulers.  As  soon  as  the  sea 
water  penetrates  these,  galvanic  action  is  set 
up,  water  is  decomposed,  rust  formed,  and  the 
escaping  hydrogen  pushes  up  the  composition, 
forming  a  blister  ;  the  hydrogen  escapes  and 
water  leaks  in,  the  action  becoming  more  and 
more  rapid,  and  the  blister  gradually  filling  with 
the  product  of  the  action — rust.  The  blister 
bursts,  but  the  cone  of  rust  has  by  this  time  set 
fairly  hard,  and  continues  to  grow  from  the  base, 
the  layers  of  rust  being  easily  distinguished  in  a 
well-formed  cone,  and  when  the  rust  cone  is 
detached,  the  pitting  of  the  metal  at  the  base 
of  the  cone  is,  as  a  rule^  found  to  be  of  consider- 
able depth. 

Extensive  researches  by  Andrews,  Phillips, 
and  others  show  that,  as  a  general  rule,  steel 
corrodes  more  quickly  than  iron  in  sea  water, 
and  that  the  rate  of  corrosion  increases  very 
rapidly  with  the  length  of  exposure,  owing  to  the 
galvanic  action  exerting  a  greater  influence  as 
the  amount  of  oxide  increases ;  but  with  the 
almost  universal  adoption  of  mild  steel  as  the 
material  for  the  construction  of  the  huUs  of 
modern  ships,  this  trouble  has  not  proved  as 
serious  as  was  at  fir.st  feared  would  be  the  case. 

Certain  portions  of  a  ship's  hull  are  exposed 
to  special  risk  of  corrosion  from  galvanic  action, 
owing  to  the  bearings  of  the  screw  shaft  and 
valves  for  the  escape  of  waste  water,  bilge,  &c., 
being  made  of  alloys  containing  copper.  In 
order  to  prevent  this,  zinc  protectors,  consisting 
of  heavy  masses  of  the  metal,  are  placed  round 
all  openings  where  copper  or  copper  alloys  are 
present,  and  the  zinc,  being  more  electro-positive 
than  the  iron,  places  the  iron  in  the  electro- 
negative condition,  so  that  whilst  the  iron 
escapes  injury  the  zinc  rapidly  dissolves. 

Protection  of  iron  from,  corrosion. — In  order 
to  protect  the  outer  surface  of  iron  and  steel 
structures,  two  different  methods  have  been 
tried.  The  first  process  is  to  coat  the  iron  with 
another  metal  which  is  less  liable  to  be  attacked 
by  the  moist  carbon  dioxide  and  oxygen,  or 
which  is  electro-positive  to  iron,  whilst  the 


second  is  to  cover  it  with  some  paint  or  varnish 
which  win  prevent  these  harmful  compounds 
from  acting  on  it. 

The  chief  metals  which  have  been  tried  for 
coating  the  iron  are  zinc,  tin,  nickel,  and  copijcr. 
Of  these  zinc  has  been  very  extensively  used, 
and  the  galvanising  of  the  thin  plates  used  in 
many  forms  of  craft  proved  a  very  valuable 
protection,  but  the  sheathing  of  vessels  with 
zinc,  which  has  also  been  tried,  never  proved 
very  successful.  With  the  other  metals,  as 
long  as  the  iron  is  protected  by  the  coating 
remaining  intact,  no  corrosion  wUl  result,  but 
as  soon  as  the  surface  of  the  metal  becomes 
abraded,  the  iron  will  rust  at  a  much  greater 
rate  than  if  it  had  been  left  unprotected,  as  the 
two  metals  will  set  up  a  galvanic  current,  in 
which  the  iron  is  the  electro-positive  element, 
wliich  vastly  increases  the  corrosive  effect,  and 
at  the  present  time  this  class  of  protection  has 
practically  been  abandoned  for  ships. 

The  second  method  of  protecting  the 
exterior  of  the  bottoms  of  iron  and  steel  ships 
from  corrosion,  and  which  is  the  one  most 
universally  adopted,  is  to  coat  them  with  so- 
called  anti-corrosive  or  protective  paints  and 
varnishes.  In  order  that  this  should  be  succes- 
fid,  much  depends  upon  the  state  of  the  hull  at 
the  time  at  which  the  protective  is  put  on. 

The  bottom  plates  of  the  newly  built  vessel 
are  thickly  coated,  as  a  rule,  with  mill  scale  or 
magnetic  oxide  of  iron  Fe^O,,,  which  is  formed 
on  the  surface  of  the  plate  during  rolling,  and 
which,  if  it  remains  perfectly  intact,  would  be 
an  excellent  protective,  as  it  forms,  indeed,  the 
basis  of  the  Bower-Barfi  process  for  the  protec- 
tion of  iron ;  but  during  the  shearing  and  rivetting 
of  the  plates  this  scale  gets  broken  off  and  exists 
only  in  patches,  which,  if  left  upon  the  plate, 
would  excite  rapid  local  galvanic  action,  owing 
to  the  fact  that  this  scale  is  strongly  electro- 
negative to  the  iron,  so  that  it  would  need  only 
the  exciting  influence  of  the  sea  water  to  start 
the  action. 

In  naval  vessels,  the  plates  are  pickled  in 
dUute  sulphuric  acid  untU  all  the  scale  is  removed, 
and  all  traces  of  the  acid  are  in  turn  destroyed  by 
immersing  the  plate  in  lime  water  or  other  alka- 
line solution,  a  precaution  which  is  extremely 
necessarj',  as,  if  any  trace  of  iron  sulphate  is 
left  on  the  plate,  this  again  is  actively  corrosive. 

In  the  mercantile  marine  it  is  an  ordinary 
practice  to  launch  a  vessel  without  any  paint  on 
the  hull,  leaving  the  active,  but  fairly  even, 
rusting  which  ensues  to  remove  the  scale,  the 
ship  being  scrubbed  down  and  then  protective 
compositions  painted  on  when  it  is  docked. 

This  method  has  the  advantage  of  cheapness, 
and  also  of  giving  a  very  slightly  roughened 
surface,  to  which  the  protective  composition 
adheres  firmly,  and  answers  well  with  tramp 
steamers  and  other  craft  where  speed  is  not  an 
object  of  paramount  importance ;  but  with 
service  vessels  and  liners,  slight  as  the  roughening 
is,  it  undoubtedly  has  an  influence  on  the  speed. 

The  hull  of  the  vessel,  being  perfectly  free 
from  mill  scale,  and  as  free  as  it  can  possibly 
be  got  from  the  ordinary  oxide,  is  then  painted 
with  the  protective,  but  for  this  to  prove  effec- 
tive, the  huU  must  be  absolutely  dry,  a  condition 
which  it  is  exceedingly  difficult  to  obtain,  as 
the  big  mass  of  iron  is  generally  a  few  degrees 
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in  temperature  below  that  of  the  moisture-laden 
air,  and  under  these  conditions  a  trace  of 
moisture  condenses  on  the  surface,  which  is 
spoken  of  as  '  sweating  '  of  the  metal,  and  this 
lirevents  the  proper  adhesion  of  the  paint  to  the 
metallic  surface,  and  also  starts  rusting  under 
the  paint. 

With  electricity  available  for  utilisation  in 
an  air  heater,  it  would,  in  most  cases,  pay  to 
dry  the  hull  with  a  hot-air  blast,  while  the  first 
toat  of  protective  is  being  put  on. 

The  anti-corrosion  or  protective  paints  used 
for  coating  ships'  bottoms  may  be  classified  as  : 

1.  Oil  paints. 

2.  Heavy  hydrocarbons,  such  as  pitch, 
asphalt,  or  tar. 

3.  Varnishes,  resins,  and  gums  dissolved  in 
volatile  solvents. 

4.  Varnish  paints,  containing  metallic  oxides 
to  give  them  body. 

Oil  paints  are  the  oldest  form  of  protectives 
in  use,  and,  when  the  plates  are  painted  when 
hot  and  dry,  amongst  the  best  and  most  lasting ; 
but  the  drying  of  such  paints,  being  dependent 
upon  the  slow  oxidation  of  the  boiled  oil  by  air 
into  a  resin,  requires  that  a  considerable  "time 
must  elapse  between  the  painting  of  the  ship 
and  the  coating  becoming  hard  enough  to  allow  of 
the  anti-fouling  composition  benig  painted  on 
over  it,  and  as  a  rule  so  short  a  time  is  allowed 
for  docking  that  this  is  a  great  drawback. 

The  old  pamts  for  this  class  of  work  used  to 
consist  of  red  or  white  lead  mixed  with  boiled 
linseed  oil,  but  it  was  shoM'n  by  M.  Jouvin  that 
with  the  perishing  of  the  vehicle  the  lead  com- 
pounds were  converted  into  chlorides  and 
oxychlorides  by  the  sea  water,  and  these  were 
then  reduced  by  the  action  of  the  iron  of  the 
hull  with  formation  of  crystals  of  lead,  which 
set  up  galvanic  action  and  led  to  rapid  corrosion. 

A  ship  before  her  launch  often  receives  a 
coating  of  such  paint  from  the  builder,  which  is 
generally  scraped  ofi  before  she  is  finally  coated 
for  service  with  her  protective  and  anti-fouling 
compositions. 

Undoubtedly  the  best  and  most  lasting  pro- 
tectives belong  to  the  second  class,  and  a  good 
pitch  containing  little  or  no  free  carbon,  or  an 
asphalt  painted  on  when  liquefied  by  heat,  gives 
perfect  protection  to  the  metal  below  it.  Un- 
fortunately, the  pitch  and  tar  made  at  the 
present  time  are  unfitted  for  such  work,  as  the 
high  temperature  employed  in  gas  making  has 
ruined  the  quality  of  tlie  tar,  which  often  con- 
tains over  30  p.c.  of  free  carbon  and  naphtha- 
lene. 

In  case  tar  or  tar  products  are  used,  care  must 
be  taken  to  free  them  from  all  traces  of  tar  acids 
or  ammonium  salts,  both  of  which  tend  to 
increase  corrosion. 

The  third  and  fourth  classes  of  protectives 
came  into  use  when  it  became  necessary  to  cut 
down  the  time  expended  in  docking,  and 
they  owe  their  rapid  drying  powers  to  the  fact 
that,  instead  of  waiting  for  oxidation  to  form  a 
resinous  mass,  as  in  the  drymg  of  boiled  oil,  a 
resin  is  dissolved  in  a  highly  volatile  solvent, 
being  mixed  with  boiled  linseed  oil  to  give  the 
necessary  elasticity,  and  when  this  is  painted 
on  the  hull  of  the  vessel,  the  rajnd  evaporation 
of  the  solvent  leaves  the  resin  and  oxidised  oil 
binding  the  body  colour  together. 


Shellac,  rosin,  kauri,  and  many  other  gums 
and  resins  are  used,  whilst  the  solvents  may 
consist  of  light  hydrocarbons,  such  as  the  various 
grades  of  solvent  naphtha,  alcohol,  and  even 
fusel  oil,  but  in  the  Navy  very  low  flash-point 
solvents  have  now  been  (lisoarded  owing  to  the 
danger  in  storage. 

In  most  of  the  various  paints  red  oxide  of 
iron  is  used  to  give  body  and  colour  to  the 
mixture,  and,  as  it  is  the  same  colour  as  the  rust 
that  may  form  under  it,  it  is  very  popular  with 
the  composition  manufacturer,  and,  providing 
it  be  free  from  acid  and  soluble  sulphates,  is 
unobjectionable ;  but  perhaps  a  better  material 
would  be  the  mixture  of  finely  divided  zinc  and 
zinc  oxide,  such  as  is  obtained  in  the  Belgian 
process  of  distilling  zinc,  as,  even  after  the  varnish 
had  perished,  the  zinc  would  afford  a-  further 
term  of  protection. 

The  drawbacks  to  the  last  two  i:lasses  of 
protectives  are  that  the  solvents  employed  for 
dissolving  resins  and  gums  are  mostly  affected 
by  water,  with  the  result  that  if  the  plates  are 
not  dry,  the  resins  are  apt  to  be  deposited  in  a 
pulverulent  condition,  whilst  the  cold  produced 
by  the  rapid  evaporation  of  the  solvent  tends 
to  increase  the  amount  of  moisture  deposited, 
which  assists  in  the  deterioration  of  the  coating. 

These  varnishes  also,  even  when  dry,  are  not 
impervious  to  gases  and  liquids.  "Under  a 
microscope  the  coating  is  seen  to  be  fuU  of  minute 
tubes,  through  which  the  sea  water  finds  its 
way  to  the  iron  beneath,  and,  when  once  corro- 
sion has  been  started,  the  protective  coating  is 
gradually  forced  away  from  the  surface  of  1,he 
iron,  exposing  more  metal  to  be  acted  upon. 
The  best  results  are  secured  by  employing 
several  coats  of  the  varnish,  ancl  applying  it 
only  in  weather  favourable  to  the  operation, 
plenty  of  time  being  given  for  the  thorough 
hardening  of  the  material  Ijefore  water  conies  in 
contact  with  it. 

The  protection  of  the  interior  surface  of 
the  hold  of  a  ship  presents  some  special  com- 
plexities, as  it  is  exposed  to  the  wear  and  tear 
of  taking  in  and  discharging  cargo,  and  one  has 
to  take  into  consideration  such  sources  of 
trouble  as  the  action  of  bilge  water,  the  high 
temperature,  and  the  presence  of  foreign  bodies 
such  as  coal-dust  and  leakages  from  cargo. 
There  are  three  classes  of  protectives  used  for 
the  interior  portion  of  a  ship  : 

Cements  ; 

Bituminous  coatings  ; 
Paints. 

Although  cement  is  very  largely  used,  yet 
there  are  certain  drawbacks  attached  to  it 
which  render  it  by  no  means  the  ideal  material. 
It  has  a  certain  amount  of  porosity,  so  that  any 
corrosive  liquid  penetrates  it  and  acts  on  the 
iron  beneath;  its  rigidity  causes  it  to  come  away 
from  the  metal  on  any  strain  being  thrown  on 
the  latter,  variations  in  temperature  having  the 
same  effect,  and  where  the  coating  has  parted 
from  the  iron,  corrosion  will  .start  and  remain 
unseen  until  perhaps  too  late. 

Bituminous  coatings  applied  hot  are  far 
preferable  to  cement,  but  are  rather  more 
troublesome  to  put  on. 

Corrosion  of  boilers. — A  serious  form  of 
corrosion  is  to  be  found  in  the  rusting  and 
pitting  of  the  plates  and  tubes  of  high-pressure 
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boilers.  Before  the  adoption  of  mineral  lubri- 
cants, it  was  supposed  that  the  decomposition 
of  the  lubricating  oUs  by  the  superheated  steam 
in  the  cylinders  caused  the  corrosion  owing  to 
the  fatty  acids  liberated,  but  the  same  effect 
has  been  found  with  hydrocarbon  oUs,  so  that 
the  pitting  is  evidently  not  due  to  this  cause. 

There  are  several  causes  which  lead  to  the 
corrosion  found  in  boilers,  amongst  which  are 
ordinary  corrosion,  set  up  by  the  carbon  dioxide 
and  oxygen  which  occur  naturally  in  all  water, 
and  which  act  on  the  metal  when  the  boiler  is 
out  of  use.  This  form  of  corrosion  can  be 
prevented  by  filling  the  boiler  quite  fuU  with 
boiled  water  rendered  slightly  alkaline  with  a 
little  lime  and  closing  air-tight  whilst  at  rest. 
Secondly,  galvanic  action,  induced  by  the 
difference  in  potential  between  the  rust  formed 
by  ordinary  corrosion  and  the  iron,  and  also 
by  metallic  impurities  in  the  iron  and  sjjecks 
of  foreign  metals  deposited  upon  it.  This 
action  can  be  prevented  to  a  great  extent  by  the 
use  of  zinc  blocks  inside  the  boiler  and  in 
metallic  connection  with  the  iron  of  the  plates. 
A  third  cause  of  corrosion  is  to  be  found  in  the 
solvent  action  of  distilled  water  upon  the  metal 
o£  the  boiler,  the  action  getting  less  with  increase 
in  the  quantity  of  salts  in  solution  in  the  water. 
The  fourth  cause  arises  from  the  high  local 
temperature  brought  about  by  incrustation  or 
deposits  on  the  surface  of  the  tubes  or  plates  ; 
at  such  places  the  temperature  often  is  not  far 
below  that  of  a  dull  red  heat,  and  then  iron  is 
able  to  decompose  water,  forming  black  magnetic 
oxide  of  u'on  and  liberating  hydrogen  : 
4H20+3Fe  =  Fe30.i+4H2. 
The  obvious  remedy  for  this  trouble  is,  of  course, 
to'  prevent  the  formation  of  incrustation  by 
paying  attention  to  the  water  with  which  the 
boiler  is  fed,  and  with  the  use  of  '  softened 
water '  or  condenser  water,  which  has  been 
passed  through  an  oU  filter,  the  trouble  dis- 
appears. 

Corrosion  of  comlenser  tuh^.s. — Alloys  of 
copper  and  zinc  in  certain  proportions,  when 
subjected  to  the  corrosive  action  of  sea  water 
and  carbon  dioxide,  gradually  lose  the  zinc 
from  the  alloy,  and  this  leads  to  serious  pitting, 
and  corrosion,  especially  in  the  case  of  condenser 
tubes,  which  are  made  of  copper-zinc  alloys, 
and  are  exposed  to  the  action  of  sea  water  used 
for  cooling  on  one  surface  and  to  the  solvent 
action  of  distilled  water  on  the  other. 

It  has  been  found,  however,  that  the  addi- 
tion of  1  p.c.  of  tin  to  a  brass  containing  at 
least  70  p.c.  of  copper  practically  puts  an  end  to 
the  trouble.  Even  where  a  good  brass  has 
been  used  for  the  condenser  tubes,  it  is  occa- 
sionally found  that  corrosion  takes  place,  but 
the  cause  is  probably  the  presence  of  some 
foreign  material  or  want  of  uniformity  in  the 
composition.  Bronze  does  not  corrode  readily 
when  in  contact  with  iron,  but  is  slowly  attacked 
when  associated  with  copper. 

Fouling  of  ships  and  its  prevention.  The 
question  of  the  fouling  of  ships'  bottoms  is 
one  that  has  existed  from  the  earliest  days, 
and  was,  indeed,  of  even  more  importance 
200  years  ago  than  it  is  at  the  present  time, 
owing  to  the  increase  in  dock  accommodation 
allowing  the  more  frequent  cleaning  and  painting 
of  the  ships  ;  but  even  now  in  the  case  of  war  the 


loss  in  speed  during  blockading  operations, 
owing  to  the  fouling  of  the  vessels,  might  prove 
an  important  factor  in  a  struggle  for  supremacy. 

Fouling  consists  of  various  marine  growths, 
both  animal  and  vegetable,  which  attach  them- 
selves to  the  bottom  of  the  vessel,  and  by 
increasing  the  skin  friction  whilst  the  vessel  is 
in  motion,  seriously  reduce  its  speed,  and  it  is 
by  no  means  an  uncommon  thing  for  a  tramp 
steamer,  with  a  normal  speed  of  9  knots,  to  be 
reduced  to  5  or  6  knots  by  such  fouling. 

The  nature  of  these  growths  needs  to  be 
studied  in  properly  equipped  marine  biological 
laboratories,  as  but  little  is  at  present  known  of 
the  life-history  of  many  of  the  organisms  which 
are  found  on  a  ship's  bottom.  The  main  factors, 
however,  are  that  it  is  only  during  the  germ  or 
spore  period  of  their  existence  that  they  can 
attach  themselves  to  the  bottom  of  the  ves.sel, 
and  that  although  the  full-grown  results  are 
found  when  the  vessel  is  docked,  these  growths 
have  taken  place  in  situ. 

The  open  ocean  and  the  northern  seas  are 
comparatively  free  from  these  organisms,  but 
directly  inland  seas  or  tropical  waters  are 
reached  they  increase  to  an  enormous  extent 
in  variety  and  numbers,  and  some  harbours, 
such  as  the  port  of  Sourabaya,  are  noted  for 
the  fouling  influence  of  their  waters.  Moreover, 
it  is  found  that  the  period  of  the  year  exercises 
a  very  important  influence  upon  the  fouling 
nature  of  the  water,  the  spring  and  early  summer 
being  the  chief  time  for  these  growths  to  find  a 
lodgment  on  the  bottom  of  a  vessel. 

The  more  common  growths  are  serpulw, 
generally  called  coralline,  barnacles,  mussels, 
membranse,  and  oysters,  usually  classified 
together  under  the  name  of  '  shell,'  whilst  at  or 
near  the  water  line  are  found  luxuriant  growths 
of  sea  grass  {EnteromorpJia  compressa  and 
Zostsra  marina),  and  towards  the  bottom  ribbon 
and  other  weeds,  like  the  tufted  weed  or  bugula, 
flourish. 

Fouling  commences  with  the  deposition  of 
a  slight  slime  on  the  side  of  the  vessel,  which 
is  apparently  of  an  albuminous  nature,  and 
contains  the  germs  and  spores  of  various  marine 
growths,  and  is  so  slight  as  to  escape  notice. 

The  first  visible  sign  of  fouling  on  a  ship  is 
the  appearance  of  green  grass  at  the  water  line, 
and  this,  in  bad  waters,  will  begin  to  show  after 
a  few  weeks,  whilst  the  growth  will  spread 
downwards  from  the  surface  for  5  or  6  feet, 
but  rarely  extends  below  10  feet,  as  the  growth 
needs  plenty  of  light  and  warmth. 

It  is  the  most  widely  distributed  form  of 
fouling,  and  appears  in  nearly  all  waters,  and, 
once  formed,  the  grass  protects  the  germs  of  other 
growths,  and  so  helps  on  the  general  fouling. 

In  northern  waters  fouling  seldom  goes 
beyond  the  '  grass,'  but  in  warm  climates, 
especially  if  long  in  port,  '  shell '  soon  begins  to 
appear,  unless  a  really  good  anti-foul  ing  com 
position  is  employed  for  coating  the  vessel's 
bottom. 

Ships  trading  to  or  stationed  near  the  mouths 
of  rivers  often  show  curious  results  in  the  kind 
and  extent  of  the  fouling,  the  marine  growths 
being  often  killed  by  the  fresh  water,  but  such 
vessels  foul  again  very  rajjidly  when  once  more 
going  to  sea,  owing  to  slight  deposits  of  mud  and 
calcium  carbonate  from  the  river  water. 
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With  wooden  ships  the  necessity  of  protec- 
tion against  the  wood-boring  teredo  worm  as  well 
as  fouling  led  to  the  adoption  of  copper  sheath- 
mg,  and  when  the  metal  used  was  of  a  fairly 
pure  character,  it  was  found  to  be  thoroughly 
satisfactory,  and  not  only  to  give  complete 
protection  to  the  vessel,  but  also  to  enable  it 
to  remain  at  sea  for  a  very  considerable  period. 
Tlie  cost,  however,  was  high,  and  attemi^ts  were 
made  to  prevent  the  excessive  waste  of  the 
copper  hy  using  zinc  protectors,  as  advocated 
by  Sn-  Humphry  Davy,  but  it  was  soon  found 
that  with  the  prolongation  of  the  life  of  the 
copper  plates,  fouling  again  became  serious, 
whilst  when  later  rolled  sheets  of  allo.ys  contain- 
ing zmc,  such  as  Muntz  metal,  were  tried,  the 
same  trouble  again  appeared,  and  it  has  been 
clearly  proved  that  the  power  a  copper  plate 
exercises  in  preventing  fouling  is  inversely 
proportional  to  its  power  of  resisting  the  action 
of  the  sea  water. 

The  action  of  the  copper  in  anti-fouling  is 
that,  in  the  first  place,  the  salts  in  solution  in 
the  sea  water  act  upon  the  copper  with  the 
formation  of  chlorides  and  oxychlorides,  the 
former  poisonous  to  all  forms  of  marine  life  in 
the  germ  state,  whilst  the  latter  formed  a  co- 
herent pellicle  to  which  the  growths  attached 
themselves  and  which  was  torn  off  during  the 
passage  of  the  vessel  through  the  water  by  the 
skm  friction,  thus  enabling  it  to  shed  any  form 
of  growth  that  might  have  attached  itself  to 
the  plate. 

It  was  found,  however,  that  if  the  copper 
were  not  of  the  purest,  coralline  growths  very 
soon  attached  themselves  so  firmly  through  the 
surface  of  the  skin  of  copper  compounds  that  it 
was  difficult  to  remove,  and  gave  points  of 
adherence  for  fresh  vegetable  growths. 

With  the  introduction  of  steel  and  iron 
ships,  as  was  natural,  attempts  were  made  to 
utilise  the  same  form  of  protection  from  fouling 
which  had  proved  so  satisfactory  with  wooden 
ships,  and  from  time  to  time  during  the  past 
80  years  efforts  have  been  directed  to  sheathing 
iron  ships  with  copper  in  the  same  way.  It 
was  soon  found,  however,  that  this  sheathing 
.set  up  such  severe  galvanic  action  with  the  hull 
of  the  vessel  as  to  be  impracticable,  and  although 
these  attempts  were  abandoned  at  a  very  early 
period  in  the  mercantile  marine,  the  naval 
services  of  several  countries  have  tried  its  use 
for  service  vessels,  the  generally  adopted  method 
being  to  sheathe  the  iron  hull  "with  wood  and  to 
attach  to  this  the  copper  in  such  a  way  as  to  be 
insulated  from  the  electro-positive  iron. 

These  experiments  met  with  more  or  less 
success,  but  with  increase  in  dock  accommoda- 
tion, the  tendency  has  been  more  and  more 
towards  the  use  of  anti-fouling  paints  or  com- 
positions, which  could  be  painted  on  over  the 
protective  coating  of  the  vessel,  and  some  80 
coinpositions  have  been  placed  on  the  market 
with  varying  success  for  this  purpose. 

When  anti-foulmg  paints  were  first  manu- 
tactured,  the  only  fact  at  the  service  of  the  maker 
was  the  experience  which  had  been  gleaned  from 
copper  sheathing,  and  on  the  assumption  that 
the  action  had  been  due  to  the  poisonous 
character  of  the  chloride  and  oxychloride  of 
copper  produced  on  the  plates  by  the  salts  in 
the  sea  water,  compositions  were  made  contain- 


ing  large  quantities  of  corrosive  metallic  poisons, 
which,  held  in  a  varnish  of  a  more  or  less  lasting 
character,  gave  the  protection  from  fouling  for 
a  few  months. 

As  has  already  been  pointed  out,  the  action 
of  the  copper  sheathing  was  due  to  two  causes : 
first,  the  poisonous  action  of  the  copper  salts 
on  the  germ  life  ;  and,  secondly,  the  stripphig 
of  the  pellicle  by  skin  friction  when  any  quantity 
of  growth  had  formed  on  its  surface,'' an  action 
termed  '  exfoliation.'  How  important  this  latter 
action  was  may  be  judged  from  the  fact  that 
when  the  vessel  remained  at  anchor  in  a  harbour, 
the  sheathing  would,  last  from  10  to  12  year.^, 
whilst  when  on  active  service  the  same  sheathing 
would  last  for  only  4  or  5. 

Finding  that  poisons  alone  gave  very 
unsatisfactory  results,  the  manufacturers  of 
anti-fouling  coinpositions  began  to  make  perish- 
able varnishes  and  grease  paints,  which  should, 
by  the  detciioration  and  wasting  of  their 
surface,  imitate  as  nearly  as  possible  the  ex- 
foliation of  the  copper  sheathing,  and  such 
anti-foulers  gave  under  certain  circum.stances 
much  more  successful  results.  The  idea  was 
that  the  ship,  having  been  coated  with  a  pro- 
tective paint  or  composition  to  preserve  the 
iron,  a  second  or  more  coatings  was  put  on 
over  the  protective,  consisting  of  varnish  paints 
which  should  slowly  yield  soluble  poisons  to  the 
sea  water,  and  in  doing  so  would  lead  to  the 
disintegration  of  the  varnish  surface,  which, 
being  washed  off,  exposed  fresh  quantities  of 
the  poisons  to  the  water. 

Such  compositions  proved  very  satisfactory 
in  the  mercantile  marine,  and  all  the  time 
that  a  vessel  was  actively  engaged  in  going 
from  port  to  port  gave  excellent  results,  bu't 
directly  these  same  compositions,  which  had 
gained  a  reputation  in  the  merchant  service, 
were  tried  on  Service  vessels,  they  were  found 
to  be  as  unsatisfactory  as  those  which  before 
had  been  in  use.    The  reason  for  this  failure  is 
evident.     Take  the  case  of  a  liner  trading 
between  New  York  and  England :  she  is  run  at 
a  high  speed  between  these  two  ports  for  the 
main  portion  of  her  life,  remahiing  in  the  basin 
for  as  short  a  period  as  possible  in  order  to 
utilise  to  the  full  her  money-earning  capacity ; 
for  such  works  it  is  easy  to  arrange  an  anti- 
fouling  composition,  which,  with  the  aid  of  thi- 
skin  friction  of  the  vessel,  would  cause  just 
sufficient  wasting  of  the  coating  to  give  the 
best  results.    When,  however,  this  is  applied 
to  a  Service  vessel,  she  probably  goes  out  from 
dock  into  the  basin  and  remains  there  stationary 
for  perha.ps  months,  and  then  goes  to  sea,  where  slie 
is  kept  maneuvering  at  various  rates  of  speed 
for  a  considerable  period.    During  the  period 
she  is  in  the  basin,  the  composition  undergoes 
practically  no  wasting,  and  a  thin  film  of 
carbonate  of  lime  and  mud  deposits  on  the 
surface,  which  forms  an  excellent  foothold  for 
any  germs  and  spores  that  may  be  in  the 
water,  and  which,  on  going  to  sea,  have  often 
advanced  too  far  for  the  growth  to  be  readily 
got  rid  of. 

The  bad  results  so  obtained  led  to  a  com- 
position being  put  on  which  wasted  with  suffi- 
cient rapidity  to  prevent  any  such  deposition 
in  harbour,  with  the  result  that  when  the  vessel 
went  to  sea,  the  deterioration  being  accelerated 
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to  enormous  extent  by  skin  friction,  the 
composition  was  practically  all  exhausted  in  a 
very  short  time. 

In  the  Service  this  trouble  will  never  begot 
rid  of  until  the  painting  of  the  bottoms  of  the 
vessels  is  placed  in  the  hands  of  an  expert,  with 
a  knowledge  of  the  work  which  a  vessel  has  to 
perform,  and  who  can  adjust  the  composition 
to  the  duty  which  has  to  be  done.  In  the 
merchant  service,  where  this  is  well  known  and 
can  be  provided  for,  very  little  trouble  now 
exists. 

The  most  efficient  anti-fouling  compositions 
all  contain  copper  or  mercury  as  the  poison. 
In  some  cases  soluble  salts  of  these  metals  are 
employed  with  a  fairly  strong  and  lasting 
varnish ;  in  others  oxides  or  insoluble  salts  are 
used  with  varnishes  which  perish  more  rapidly 
on  their  surfaces  and  allow  the  action  of  the 
sea  water  to  convert  the  compounds  into 
soluble  salts. 

It  is  evident  that  with  compositions  con- 
taining such  metallic  compounds  every  atten- 
tion must  be  paid  to  the  protection  of  the  hull, 
as  otherwise  the  formation  of  soluble  salts  of 
copper  and  mercury  might  result  in  the  deposi- 
tion on  the  iron  of  these  metals  by  reduction, 
in  which  case  rapid  galvanic  action  would  be 
set  up,  and  would  lead  to  serious  pitting  of  the 
plates  of  the  vessel. 

The  compositions  of  the  present  day  may  be 
divided  into  two  classes  : 

1.  Grease    paints    containing    a  metallic 

poison ; 

2.  Quick-drying  varnish  paints,  also  charged 

with  the  same  poisonous  constituents. 
The  former  class  has  met  with  a  considerable 
degree  of  success,  but  they  have  also  several 
very  serious  drawbacks.  As  regards  the  pre- 
vention of  fouling,  they  give  results  not  very 
far  removed  from  the  best  varnish  paints, 
and  in  certain  waters,  such  as  the  Mediterranean, 
have  proved  themselves  to  be  excellent  anti- 
foulers,  but  they  undoubtedly  increase  the  skin 
friction  of  the  vessel,  and  so  tend  to  diminish 
speed ;  whilst  a  second  trouble  is  that,  although  a 
varnish  paint  may  often  be  scrubbed  and  touched 
up  where  fouling  has  been  but  slight,  with  a 
grease  paint  the  whole  has  to  be  removed  before 
recoating,  and  they  are  much  more  costly  than 
the  varnish  paints,  with  the  result  that  in  the 
merchant  service  they  are  used  only  to  a  very 
limited  extent.  Another  drawback  to  their  use 
is  that  it  is  impossible  to  properly  scrape  and 
recoat  the  vessel  during  the  short  period  of 
docking  which  would  suffice  for  a  varnish 
paint. 

In  the  manufacture  of  varnish  paints  it  is 
necessary  to  mix  with  the  solution  of  gum  or 
resin  in  a  volatile  solvent  a  sufficient  proportion 
of  linseed  oil  to  give  elasticity  to  the  vehicle, 
and  these  paints  have  been  in  use  in  England 
since  about  1870,  the  greatest  advance  in  them 
being  due  to  the  introduction  of  the  hot  process 
in  their  manufacture,  which  enables  a  more 
intimate  mixture  to  be  made  with  greater 
adhesive  power  and  a  smoother  surface. 

The  rate  at  which  disintegration  of  these 
paints  takes  place  is  governed  largely  by  the 
kind  of  gum  used  in  the  varnish,  and  by  the 
amount  of  mineral  matter  introduced  as  colour- 
ing and  poisonous  material,  the  solubility  of 


these  having  a  considerable  influence  on  the 
rate  of  disintegration. 

With  a  tough  and  tenacious  vehicle,  which  by 
itself  would  undergo  but  little  disintegration 
under  the  action  of  sea  water,  it  is  quite  possible 
to  use  soluble  mercury  or  copper  salts,  which  are 
liberated  only  very  slowly  during  the  gradual 
destruction  of  the  varnish.  On  the  other  hand, 
if  a  rosin  varnish  be  employed,  insoluble  bodies, 
like  the  oxides  of  copper  and  mercury,  the  sub- 
chloride  of  mercury,  or  Scheele's  green  (copper 
arsenite)  may  be  used,  the  oxides  and  other 
salts,  when  exposed  to  the  sea  water,  being  very 
slowly  converted  into  soluble  chlorides. 

Many    compositions    contain   arsenic  and 
arsenic  compounds,  such  as  sodium  arsenite,  as 
these  had  been  found  effective  as  weed  killers 
under  ordinary  conditions,  and  it  was  expected 
that  in  a  composition  they  would  prevent  the  i 
growth  of  grass  at  the  water  line,  which,  as  it  < 
caught  the  eye,  gave  the  impression  of  the  i 
ship    being    very    foul.    Experience    showed,  ' 
however,  that  the  arsenic  had  but  little  effect, 
and  mercury  and  copper  still  remain  pre-emi- 
nently the  metallic  poisons  of  the  greatest 
value  in  anti-foulers. 

One  of  the  most  difficiilt  portions  of  the  ship 
to  deal  with  is  what  is  Icnown  as  the  '  boot  top,' 
that  is,  the  portion  between  the  heavy  and 
light  load  line,  as  when  a  ship  is  discharging  i 
cargo  the  anti-fouling  composition  over  this  | 
portion  is  exposed  to  the  sun  and  rapidly  perishes  i 
and  peels  off,  whilst  when  the  ship  is  again  i 
loaded,  it  is  once  more  immersed,  and  the  i  j 
alternate  action  of  sunshine  and  air  and  sea  !  i 
water  perishes  the  paint  at  the  very  spot  where  I  i 
it  is  most  liliely  to  be  abraded  by  contact  with  j 
lighters  and  barges,  the  result  being  that  it  is  i  ! 
often  necessary  to  touch  up  this  portion  of  the  I 
vessel  with  paint  during  the  voyage,  and  as  good  i 
anti-fouling  paints  are  rarely  carried  for  this  | 
purpose,  this  portion  of  the  ship  is  often  painted  ! 
with  ordinary  paint,  and  hence  is  liable  to  more  f 
damage  than  other  parts  of  the  vessel.  | 

In   some  anti-fouling  varnish  paints  the  i 
poisonous  metals  themselves  have  been  carried  | 
in  a  very  fine  state  of  division,  some  paints  j 
containing  very  finely  divided  copper,  precipi-  \ 
tated  from  the  solution  of  a  copper  salt  by  iron  j 
or  zinc ;  whilst  others  contain  metalUc  mercury  I 
in  a  comminuted  condition,  obtained  by  adding  i 
stannous  chloride  to  the  solution  of  a  mercuroua 
salt ;   these  paints,  however,  show  but  little 
advantage  over  those  containing  salts  of  the 
metals.  V.  B.  L. 

CORROSIVE  SUBLIMATE  (Mercuric  chloride) 

V.  MEKf  UKY. 

CORUBIN  V.  Abrasives. 

CORUNDUM.  (Corindon,'Fr.  ;  Korund,GcT.) 
Native  alumina  ;  so  called  from  its  Sanskrit 
name  Icorund,  whence  it  is  assumed  that  the 
mineral  was  originally  brought  to  Europe  from 
India.  From  its  hardness,  which  is  second  only 
to  that  of  the  diamond,  it  is  sometimes  known  as 
adamantine  spar  (Diamantspat,  Ger.).  Emery 
is  an  impure  variety,  never  crystallised  {v. 
Emeey).  Corundum  crystallises  in  the  rhombo- 
hedral  system,  usually  in  double  six-sided 
pyramids  and  rhombohedra,  with  the  basal 
plane.  The  crystals  sometimes  show  a  lamellar 
parting  parallel  to  the  faces  of  the  rhombohe- 
dron  or  the  base.    The  lustre  is  vitreous,  and 
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therefore  different  from  that  of  diamond ;  some 
varieties  exhibit  a  pearly  lustre  on  the  basal 
plane.  It  is  optie'ally  uniaxial  ;  double  refrac- 
tion negative,  m  1-769,  e  =  1-759.  The 
coloured  varieties  are  markedly  pleochroic. 
H.  9  ;  sp.gr.  3-9-4-1.  Infusible  before  the  blow- 
pipe ;  but  with  borax  fuses,  with  difficulty,  to  a 
clear  glass.  Unattacked  by  acids.  The  fine 
powder,  strongly  heated  with  cobalt  solution, 
gives  the  characteristic  blue  colour  of  alumina. 

The  didl-coloured  and  opaque  varieties,  to 
which  the  term  '  common  corundum  '  is  sometimes 
applied,  occur  chiefly  in  India.  China,  Siberia, 
and  the  United  States.  The  mineral  has  been 
obtained  for  ages  from  the  old  crystalline  and 
metaniorjihic  rocks  of  Southern  India,  notably 
from  the  Salem  district,  Madras.  Large  de- 
posits of  grey,  red,  or  purple  tints  occur  near 
Singrauli,  in  South  Rewah,  where  it  is  .systema- 
tically worked.  The  hardness  of  the  mineral 
renders  it  difficult  of  extraction,  and  fire  is 
often  lighted  against  the  face  of  the  rock  to  aid 
in  loosening  fragments.  According  to  Newbold, 
the  Indian  corundum  occurs  in  gneiss,  mica- 
.schist,  or  hornblende-schist.  (On  Indian  corun- 
dum, (.  T.  H.  Holland.  Man.  Geol.  Ind.  2nd  ed. 
1898.) 

In  America  large  deposits  of  corundum  occur 
in  the  older  rocks  of  the  Atlantic  States,  espe- 
cially in  North  Carolina  and  Georgia.  In  1871 
it  was  discovered  by  C.  VV.  Jenks  at  Corundum 
HiU,  Macon  Co.,  North  Carolina,  where  the 
common  varieties  passed  into  brightly  coloured 
transparent  forms,  sufficiently  fine  in  some  cases 
to  be  cut  as  gem-stones,  and  interesting  as 
affording  the  first  instance  of  the  occurrence  of 
ruby  and  sapphire  in  their  original  matrix 
(Quart.  J.  Geol.  Soc.  30,  1874,  303  ;  J.  W.  .Tudd 
and  W.  E.  Hidden,  Min.  Mag.  1899,  xii.  139). 

This  deposit,  as  well  as  that  at  Laurel  Creek, 
Georgia,  has  been  extensively  mined.  The 
corundum  at  both  localities  occurs  in  association 
with  peridotite  and  hornblende-gneiss.  Blocks 
weighing  as  much  as  5000  lbs.  each  have  been 
extracted.  The  corundum  is  prepared  for  the 
market  by  a  succession  of  crushings  and  wash- 
ings, the  dressed  mineral  being  finally  sifted  so 
as  to  scjiarate  it  into  various  grades  of  fineness, 
di.stinguislu'd  in  trade  by  numbers  ;  the  finest 
being  known  as  '  flour.'  The  crushing  is  per- 
formed by  means  of  stamps  and  rollers,  but 
these  require  frequent  repair  in  consequence  of 
rapid  wear  due  to  the  extreme  hardness  of  the 
mineral.  It  is  more  difficult  to  ciush  corundum 
than  emery,  in  consequence  of  its  superior  hard- 
ness. 

Corundum  is  largely  used  as  an  abrading 
agent.  Taking  the  abrasive  power  of  sapphire 
as  100,  that  of  the  American  corundum  varies 
from  90  to  97,  while  that  of  Naxos  emery  is 
only  between  40  and  57.  The  abrasive  power, 
or  '  effective  hardness,'  is  estimated  by  rubbing 
a  weighed  sample  of  the  mineral  on  a  piece  of 
plate-glass  ;  the  glass  is  weighed  before  com- 
mencing the  operation,  and  is  re- weighed  from 
time  to  time  during  the  grinding,  when  its  loss 
affords  an  estimate  of  the  abrading  power  of  the 
substance.  Of  late  years  corundum  has  been 
largely  used  in  the  form  of  '  corundum  wheels,' 
^^■hich  are  prepared  by  incorporating  the  coarsely 
crushed  mineral  with  a  medium  that  admits  of 
being  readily  moulded.   (On  American  corundum, 


r.  J.  H.  Pratt,  Bull.  U.  S.  Geol.  Surv.  No.  209. 
190fi  :  J.  H.  Pratt  and  J.  V.  Lewis,  North 
Carolina  Geol.  Surv.,  i.  1905.) 

The  transparent  variety  of  corundum,  when 
cut  and  polished,  is  highly  valued  as  a  gem- 
stone.  When  blue,  it  is  termed  sapphire,  while 
the  clear  colourless  stones  often  pass  under  the 
name  of  white  sapphire.  The  red  varieties  are 
known  as  rub//,  or  as  oriental  ruby,  the  qualify- 
ing word  being  used  to  distinguish  it  from  in- 
ferior stones,  such  as  spinel,  which  are  also 
termed  '  ruby  '  C  spinel-ruby  '  and  '  balas-ruby  ") 
Barklyite  is  a  turbid  magenta-tinted  corundum 
from  Victoria.  The  other  coloured  corundums 
are  generally  known  as  '  oriental '  stones  ;  thus 
the  yellow  varieties,  though  sometimes  called 
yellow  sapphire,  are  usually  termed  '  oriental 
topaz  '  ;  the  purple  stones  are  distinguished  as 
'  oriental  awethyd  '  ;  and  the  green  corundum, 
which  is  the  rarest  of  all,  is  prized  as  'oriental 
emerald.'  The  followins'  analyses  of  some 
typical  forms  of  corundum  were  made  by  .7. 
Lawrence  Smith  (Amer.  J.  Sci.  1851.  |2]  11,  r>\) 

AI2O3  Fe^O,  SiOa  CaO  H.,() 

Sapphire  (India)    97-51    1-89  0-80  —  — 

Ruby  (India)      .  97-32    1-09  1-21  —  — 

Corundum  (India)  93-12  0-91  0-96  1-02  2  86 
Corundum  (Asia 

Minor)    .        .  92-39    1-07  2-05  1-12  1-60 

It  is  believed  that  the  ruby  owes  its  colour  to 
the  presence  of  oxide  of  chromium.  When 
.strongly  heated,  it  becomes  green,  but  regains  its 
normal  colour  on  cooling.  The  nature  of  the 
colouring  matter  of  sapphire  is  not  well  under- 
stood ;  and  though  cobalt  has  been  suggested,  its 
presence  has  not  been  proved,  and  it  seems 
likely  that  some  compound  of  chromium  is  here 
also  the  tinctorial  agent.  Certain  sapphires 
become  decolorised  by  heat.  It  is  notable  that 
in  many  sapphires  the  pigment  is  locally  dis- 
tributed, so  that  the  .stone  is  ])arti-coIoured. 

Haiilinger's  dichroscope,  which  is  frequently 
used  to  distinguish  one  gem-stone  from  another, 
may  sometimes  be  usefully  applied  to  the  co- 
loured corundums.  In  many  sapphires  the  two 
images  differ  greatly  in  tint,  one  being  dark 
blue  while  the  other  is  pale  bluish-green,  or  even 
yellowish  :  in  other  sapphires,  however,  the  dif- 
ference of  tint  is  very  slight.  In  dealing  with 
highly  pleochroic  stones,  the  iihcnomenon  may 
be  observed  with  the  unaided  ej'e.  Thus  certain 
sapphires  appear  blue  when  viewed  in  the  direc- 
tion of  the  optic  axis  or  along  the  principal 
axis  of  the  prism,  and  green  at  right  angles  to 
this  direction  or  perpendicularly  to  the  pris- 
matic faces.  In  ruby  the  dichroism  is  not  so 
marked  as  in  sapphire.  Viewed  in  the  dichro- 
scope, one  image  maj'  be  deeper  than  the  other  ; 
the  red  of  the  one  inclining  to  violet,  that  of 
the  other  to  yellow. 

The  ruby  may  be  distinguished  from  all  other 
red  stones  by  its  superior  hardness.  From  spinel 
and  rubellite  it  may  be  separated  by  its  high 
sp.gr.  If  the  dichroism  can  be  detected, 
this  character  will  distinguish  it  from  either 
garnet  or  spinel,  since  these  minerals  crystallise 
in  the  cubic  system,  and  are  consequently  not 
pleochroic. 

Coloured  corundums  frequently  contain  mi- 
nute fluid  cavities  and  microscopic  crystals, 
which  have  been  studied  by  H.  C.  Sorl)y  and 
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P.  J.  Butler  (Proc.  Roy.  Soc.  17,  18G9,  291). 
According  to  these  observers,  the  fluid  cavities 
arc  more  numerous  in  sapphire  than  iu  ruby  ; 
while  the  enclosed  crystals  are  more  abundant  in 
ruby  than  in  sapphire.  The  inclusions  often  give 
a  milky  and  defective  appearance  to  the  stone, 
and  when  definitely  orientated  produce  curious 
optical  phenomena.  It  seems  due  partly  to 
these  Imes  of  inclusions,  and  partly  to  a  system 
of  striations  intersecting  at  60°,  that  certain 
corundums,  when  cut  with  a  convex  surface, 
display  by  reflected  light  a  luminous  six-rayed 
star.  This  phenomenon  is  not  uncommon  in 
blue-grey  opalescent  sapphires,  which  are  conse- 
quently known  as  astcrias  or  star-sapphirefi 
{Saphir  nMerie  ;  SlernsappJiir).  It  is  notable 
that  the  hardness  of  the  sapphire  slightly  ex- 
ceeds that  of  the  ruby. 

Sapphires  are  found  as  rolled  cryst.als  and 
pebbles  in  detrital  deposits  in  Ceylon  ;  and  they 
occur  with  rubies  in  Upper  Burma.  Some  years 
ago  fine  sapphires  were  discovered  in  the 
Zanskar  range  of  the  Himalaya  Mountains  ;  and 
large  deposits  of  dark-coloured  stones  have  been 
found  in  the  province  of  Battambang  in  Siam. 
Near  Helena,  in  Montana,  U.S.,  rolled  crystals 
of  sapphire  are  found  in  placer  mining.  In 
Europe  small  sapphires  occur  in  certain  basaltic 
rocks,  as  in  the  Siebengebirge  on  the  Rhine,  and 
at  Expailly,  near  Puy-en-Velay  in  France  ;  but 
the  European  stones  are  worthless. 

Sapphire  is  not  uncommon  in  the  gold-bear- 
ing drifts  of  New  South  Wales  and  Victoria,  but 
the  ruby  is  rare.  The  late  A.  M.  Thomson,  of 
Sydney,  made  the  following  analyses,  cited  by 
A.  Liversidge,  in  the  Min.  of  N.  S.  W.  1888, 
196  •— 

AI2O3    I'VoO,    CaO  MgO 
Sapphire  (Mudgee)    .    98-57    2-25    0-45  — 
Ruby  (Two-Mile  Flat)    97-90    1-39    0-63  0-52 

Most,  if  not  all,  of  the  so-called  '  Australian 
rubies  '  and  '  Adelaide  rubies  '  are  merely 
garnets.  In  like  manner,  the  garnets  from  the 
diamond-mines  at  Kimberley  pass  in  trade 
under  the  name  of  '  Cape  rubies.' 

The  true  ruby  is  of  much  more  limited  dis- 
tribution than  the  sapphire.  It  occurs  but 
sparingly  in  the  gem-bearing  detritus  of  Ceylon, 
where  sapphires  are  common.  The  chief  ruby 
locality  is  at  Mogok,  in  Upper  Burma,  where 
the  rubies  occur  in  detrital  deposits  and  in  a 
bed  known  locally  as  byon.  The  mother  rock 
of  the  Burmese  ruby  is  a  white  crystalline  lime- 
stone occurring  as  thick  bands,  interfoliated 
with  gneisses  (C.  B.  Brown  and  J.  W.  Judd, 
Phil.  Trans.  1896,  187.  A,  151  ;  T.  H.  Holland, 
I.e.). 

The  artificial  production  of  ruby  has  been 
effected  at  various  times  by  Gaudin,  Eisner, 
Ebelmen,  De  Senarmont,  Sainte-Claire  Deville, 
and  Caron  and  Debray  ;  but  it  was  not  untU  the 
experiments  of  Fremy  and  Feil  in  1877  that 
tha  substance  was  obtained  well  crystallised  in 
any  quantity.  By  fusing  a  mixture  of  alumina 
and  red  lead  in  a  fireclay  crucible,  these 
experimentalists  obtained  a  fused  aluminate  of 
lead,  which  was  decomposed  by  the  sDica  of  the 
crucible  with  formation  of  sUicate  of  lead,  while 
free  alumina  crystallised  out,  on  cooling,  as 
white  corundum.  By  the  admixture  of  from 
2  to  3  p.c.  of  potassium  dichromate  with  the 
original  materials,  the  resulting  alumina  separated 


in  the  form  of  ruby,  while  the  association  of  a 
small  proportion  of  oxide  of  cobalt  with  the 
potassium  dichromate  determined  the  produc- 
tion of  sapphire  (Compt.  rend.  1877,  85,  1029). 
E.  Fremy  and  A.  VerneuO  also  obtained  fine 
artificial  rubies  by  the  reaction  of  barium  fluoride 
at  a  red  heat  on  amorphous  alumina  containing 
traces  of  potassium  dichromate.  The  substance 
thus  obtained  possesses  all  the  physical  charac- 
teristics of  natural  rubies,  and  Des  Cloizeaux  has 
shown  that  they  agree  in  crystalline  form  (Compt. 
rend.  1888,  106,  565,  567).' 

The  jewellery  trade  was  much  disturbed  about 
1886  by  the  appearance  of  large  numbers  of 
rubies  of  fine  colour  sold  by  a  house  in  Geneva. 
Having  excited  suspicion,  the  stones  were  placed 
in  the  hands  of  C.  Friedel  for  examination.  He 
found  them  to  agree  with  the  natural  ruby  in  all 
respects,  except  that  they  contained  little 
spherical  blebs,  readily  seen  with  a  hand-lens, 
whence  he  concluded  that  they  had  been  formed 
by  the  fusion  of  a  number  of  small  rubies. 
Stones  of  small  size  are  of  comparatively  little 
value,  whUe  a  large  ruby,  of  fine  colour,  always 
commands  a  very  high  price.  Terrell  and 
Verneuil  have  fused  amorphous  alumina  in  the 
oxyhydrogen  blowpipe,  and  E.  .lannettaz  has 
examined  the  behaviour  of  this  product  when 
subjected  to  electric  discharge  in  Crookes'  ex- 
hausted tiibes,  and  found  it  to  agree  with  that 
of  the  Geneva  rubies  and  the  natural  corundum 
by  glowing  with  a  vivid  red  light  (Bull.  Soc.  Fr. 
Min.  9,  1886,  321). 

In  1904,  A.  Verneuil  devised  a  .still  more  suc- 
cessful process,  by  which  fine  gem-stones  of  almost 
any  size  can  be  produced  with  ease.  The  material 
he  uses  is  pure  alumina  (precipitated  by  ammonia 
from  a  solution  of  ammonium-alum),  which,  in  a 
powdered  form,  is  fed  through  the  oxygen  tube 
of  an  inverted  oxygen-coal-gas  blowpipe.  The 
alumina  falls  as  a  molten  drop  on  a  pedestal 
beneath,  and  there  crystallises  as  corundum. 
As  the  operation  is  continued,  the  corundum 
grows  upwards  as  a  2>ear-shaped  drop  or  '  boule.' 
Although  these  drops  have  a  smooth  rounded 
exterior,  with  no  external  crystal  faces,  they 
each  consist  of  an  individual  crystal  with  an 
internal  crystalline  structure,  and  identical  in  all 
their  characters  with  naturally  occurring  corun- 
dum. From  natural  corundum  they  can  only 
i  be  distinguished  by  the  jjresence  of  microscopic 
j  air  bubbles,  and  very  fine  internal  streaks, 
!  which  are  curved  (and  not  straight,  as  in  the 
J  natural  stone).  When  the  alumina  is  quite  pure, 
and  no  colouring  materials  have  been  added, 
the  artificial  corundum  so  prepared  is  colourless  : 
a  fine  ruby-red  colour  results  by  the  addition 
of  some  chromium-alum  to  the  ammonium-alum. 
Attempts  to  produce  a  sapphire-blue  colour  by 
j  the  addition  of  cobalt  at  first  were  not  successful, 
;  but  this  has  been  obtained  by  adding  magnetic 
oxide  of  iron  (1-5  p.c.)  and  titanium  dioxide 
(0-5  p.c.)  (Compt.  rend.  1910, 1.50, 18.5).  Excellent 
gem-stones  are  now  produced  in  large  quantities 
by  this  process.  L.  J.  S. 

CORYBULINE,  CORYCAVINE  v.  Vegeto- 

ALKALOIDS. 

CORYDALINE  v.  Vegbto-alkaloids. 

CORYFIN.  Trade  name  for  ethyl  glycollic 
menthyl  ester  C,„Hi  gO-CO  CH./O-CoHj  used  in 
the  treatment  of  nasal  catarrh. 

COSMOS  REDS  v.  Azo-  colouring  matters. 


COTTON. 


GOTO  BARK.  True  coto  bark  is  obtained 
from  Bolivia,  the  Amazons  {Bra7il),  and  Vene- 
zuela. It  lias  been  considered  identical  with 
Winter's  bark  [from  Drimys  W  iiifrri  {Vovf^t.)\.  but 
its  source  is  really  unknown  (Jobst  and  Hesse, 
Annalen,  282,  191).  It  comes  into  the  market 
in  long  strips  about  8  cm.  broad  and  12  mm. 
thick,  and  is  tough  and  hard.  The  colour  is 
cinnamon  brown,  and  a  cross  section  shows 
numerous  yellow  spots.  It  has  an  aromatic 
odour,  and  contains  coto'in,  dicoio'in,  hydrocotoin 
and  mnthyl-hyJi-ocotoin,  resins,  tannin,  &c. 
The  supply  of  the  true  coto  bark  is  limited,  so 
inferior  barks,  chiefly  pnrn-coto  lark,  are  sold. 
These  contain  little  or  no  cotoin.  but  instead 
jirotocoto'in  and  mHhyl-protocofo'in. 

Cotoin  is  the  monomethyl  ether  of  ben- 
zoylphloroglucinol  C6H5-CO-CV,H2(OH).,OCH3 
(Ciamir-ian  and  Silber,  Eer.  1894,  2?"  409- 
Pollak,  iVIonatsh.  1901,  22,  996).  It  is  the 
active  principle  of  coto  bark,  and  is  obtained 
by  extracting  the  bark  with  ether,  evaporating 
the  solution,  adding  light  petroleum  to  precipi- 
tate the  resin,  decanting  off  the  solution  and 
allowing  to  crystallise  (Jobst  and  Hesse,  Annalen. 
199,  17).  Cotoin  forms  pale-yellow  prisms  or 
tables,  m.p.  130°,  sparingly  soluble  in  cold  water, 
more  easUy  in  hot,  and  easily  soluble  in  alcohol, 
chloroform,  ether,  benzene,  &c.  It  has  a  sharp, 
astringent  taste.  It  dissolves  in  alkalis  with  a 
yellow  colour,  and  in  nitric  acid  with  a  deep-red 
colour.  The  alcoholic  solution  gives  a  red -brown 
colouration  with  ferric  chloride,  and  on  boiling  a 
rich  brown  iirecipitate  is  obtained. 

Cotoin  is  used  therapeutically  in  the  treat- 
ment of  diarrhosa,  cholera,  colic,  &c.,  and  for 
rheumatism,  neuralgia,  and  gout.  The  dose  is  : 
for  children,  0-06-0-15  gram  :  for  adults, 
0-20- 0-00  gram.  It  is  also  administered  in 
ethereal  solution  by  subcutaneous  injection. 

An  extract  of  the  bark  may  be  used  medicin- 
ally, but  has  unpleasant  after-effects. 

Dicoto'in  C2c,H2a06  probably  a  compound 
of  cotoin  and  plienyl-coumalin 

CeH,  •C<^Q^j^iQ^:.CH 

(Ciamician  and  Silber.  Ber.  1895,  28,  1549).  It 
is  obtained  by  boiling  cotoin  with  water,  and 
forms  lustrous,  colourless  plates,  m.p.  74°-77", 
easily  soluble  in  alcohol,  ether,  &c.  (.Jobst  ami 
Hesse,  ibid.  1878,  11,  1031). 

Hydrocntotn,  methyl  cotoin 

(,:6H,-CO-C8H2(OH)(OCH3)., 
forms     brilliant,    pale-yellow     prisms,  m.p. 
08°,  soluble  in  alcohol  and  in  boiling  water. 

Mrthyl-hydrocotmn  C„H.5-CO-C6H„(OCH3)a, 
obtained  from  coto  bark  or  by  the  methylation 
of  hydrocotoin,  forms  small  colourless  crvstals, 
m.p.  113°  (Ciamician  and  Silber,  Ber.  1893,  20, 
2340  ;  1894,  27,  419). 

Protocotoni 

(CH30),(OH)-CeH.,-CO-C,H3(02CH,) 
forms  l)right-yellow    monoclinic  prisms,  m.p. 
141°-142°.     It  is  soluble  in  organic  solvents 
but  insoluble  in  water. 

Methyl- protocotoin 

(CH30)3-C„H,-C0-C8H,(02CH,) 
crystallises  from  alcohol  in   colourless  prisms, 
m.p.    134°-135°   (Ciamician   and  SUber,  Ber. 
1891,  24,  2977). 


I  Hesse  has  examined  a  coto  baric  from 
Bolivia,  which  contained  no  cotoin,  but  a 
neutral  substance,  coleUin  C,  ^H(r,04(0CH3).j,' 
which  forms  glistening  leaflets  or  pyramids,  is 
tasteless,  and  melts  at  169°  (J.  pr.  (.'hem.  1905, 
72,  2431. 

COTTON  consists  of  the  long  hairs  which 
cover  the  seeds  of  various  species  of  Goxsypiuvi, 
a  genus  of  the  nat.  ord.  Malnnccti'.  The  botanical 
classification  of  cotton  is  in  a  confused  state, 
i  and  this  is  doubtless  mainly  due  to  the  cultiva- 
tion of  the  plant  for  extensive  periods,  the  large 
interchange  of  seed  which  has  taken  place 
between  the  different  countries  of  production, 
and  the  consequent  gradual  modification  of  the 
distinctive  characters  of  the  original  species. 

Amrricaii  rottons. — The  ordinary  Upland 
cotton  is  fairly  generally  considered  to  be  derived 
from  Gossypium  hirsutum  ( Ijinn. ).  Some  authori- 
ties, however,  are  of  opinion  that  it  is  derived 
from  0.  herhnceum  (Linn.),  whUst  others  regard 
these  two  species  as  identical.  Sea  Island  cotton 
has  usually  been  regarded  as  G.  harhadense.  but 
is  considered  by  Watt  (Wild  and  Cultivated 
Cotton  Plants  of  the  World)  to  be  a  hybrid  form. 

Egyptian  cottons. — The  Egyptian  cottons 
probably  cannot  be  referred  to  any  particular 
species,  but  are  mostly  hybrid  forms  of  G. 
barbadense  with  other  species.  Most  commonly, 
Egyptian  cottons  are  regarded  as  G.  barbadense, 
but  Watt  places  them  under  G.  peruvianum 
(Cav.),  which  some  authorities  consider  as 
identical  with  the  former. 

Indian  cottons. — AVitli  reference  to  these 
varieties,  G.  A.  Gammie.  of  the  College  of 
Science,  Poona,  writes,  in  his  monograph  on 
The  Indian  Cottons  :  '  It  is  clearly  evident 
that  we  have  at  the  most  only  one  true  species  of 
cotton  in  India,  Gossypium  obtusifolinm,  with  its 
two  sub-species.  G.  arboreum  and  G.  herbnceum. 
All  other  forms  should  be  treated  as  derivatives 
of  these.'  Other  botanists,  however,  regard  the 
Indian  cottons  as  derived  from  various  distinct 
species,  including  G.  herbaceum,  O.  neglectum. 
G.  W ighfianiim,  and  G.  arboreum. 

Brazilian  and  Peruvian  cottons. — Brazilian 
cotton  is  generally  considered  to  be  the  product 
of  G.  brasilicnse  (Macf. ),  and  rough  Peruvian 
cotton  that  of  G.  peruvianum  (Cav.). 

The  cotton  plant  grows  as  a  shrub  or  small 
tree.  It  is  of  perennial  habit,  but,  in  cultiva- 
tion, is  usually  treated  as  an  annual.  In 
certain  districts  of  Brazil  and  Peru,  however, 
arborescent  forms  are  grown,  which  are  allowed 
to  remain  in  the  ground  for  several  years.  When 
the  flower-bud  first  opens,  the  petals  are 
generally  white  or  pale  yellow^  but  they  gradu- 
ally become  darker  and  redder  until  the  third  or 
fourth  clay,  and  then  fall  to  the  ground.  The 
young  fruit  remains  attached  to  the  flower-stalk 
and  enveloped  in  the  calyx  ;  it  gradually  in- 
creases in  size,  and  is  known  as  the  '  boll.' 
When  the  boll  is  ripe,  it  dehisces  by  from  three 
to  five  valves,  exposing  the  cotton,  which,  now 
that  the  pressure  on  it  is  released,  rapidly  ex- 
pands and  forms  a  large  fluffy  mass.  As  soon  as 
the  boU  has  ojiened  completely,  and  is  quite  dry, 
the  cotton  is  ready  to  be  gathered.  The  seeds, 
with  the  cotton  fibre  adherine  to  them,  form  the 
product  known  as  '  seed  cotton  '  ;  this  is 
I  collected  from  the  ripe  bolls,  and  the  cotton 
(or  '  lint '),  after  being  torn  from  the  seeds  by 
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the  process  of  '  ginning,'  constitutes  the  raw 
cotton  of  commerce.  Seed  cotton  usually  con- 
sists of  about  one-third  of  its  weight  of  cotton 
fibre  and  two  thirds  of  seeds. 

The  cotton  fibre  is  composed  of  a  .single 
hollow  cell,  and,  while  unripe,  has  the  form  of 
a  long  narrow  tube.  As  the  fibre  matures,  it 
becomes  more  or  less  flattened,  and  presents  the 
appearance  of  a  narrow,  somewhat  opaque 
ribbon  or  band,  with  slightly  thickened,  rounded 
edges.  The  ripe  fibre  possesses  a  peculiar 
characteristic  twist.  This  twist  appears  to  be 
an  acquued  character  ;  it  is  not  present  in  wild 
cotton,  and  is  increased  by  care  in  cultivation. 
The  number  of  twists  in  a  given  length  is  very 
variable,  and,  as  a  rule,  is,  roughly  speaking, 
inversely  proportional  to  the  diameter  of  the 
fibre,  the  twist  being  most  numerous  in  the 
finest  variety  (Sea  Island).  Unripe  cotton 
consists  of  thin,  transparent  fibres  with  little 
or  no  twist.  Such  fibres  are  known  technically 
as  '  dead  cotton,'  and.  being  very  weak  and 
brittle,  they  break  up  in  the  process  of  manu- 
facture, thus  increasing  the  amount  of  waste, 
and  also  tending  to  weaken  the  yarn  or  fabric 
into  the  composition  of  which  they  enter  ;  they 
also  possess  the  defect  of  not  being  able  to  take 
dyes  satisfactorily. 

According  to  the  length  of  the  individual 
fibres,  cottons  are  classed  in  commerce  as  long-, 
medium-,  or  short-stapled.  The  long-.stapled 
cottons  are  IJ^  inches  or  more  in  length,  the 
medium-stapled  are  about  1  inch  long,  and  the 
short-stapled  are  less  than  1  inch.  The  principal 
long-stapled  varieties  are  Sea  Island  cotton, 
Egyptian  varieties,  and  the  improved  American 
Upland  forms,  which  have  been  evolved  from 
the  ordinary  Upland  kinds  by  continuous 
selection  and  careful  cultivation.  The  Brazilian 
and  Peruvian  cottons  vary  from  about  1  to  H 
inches,  and  are,  therefore,  either  medium-  or 
long-stapled.  The  chief  medium-stapled  cottons 
are  the  ordinary  American  Upland  kinds,  and 
the  short-stapled  class  is  represented  by  the 
Indian  varieties. 

Sea  Island  cotton  i?  grown  in  South  Carolina^ 
Georgia,  Florida,  and  the  West  Indies.  The 
fibre  is  very  long,  fine,  silky,  and  of  a  lustrous 
creamy  tint,  and  this  cotton  is  therefore  the 
most  valuable  variety.  It  is  used  in  commerce 
for  spinning  the  finest  and  best  yarns.  Con- 
siderable care  is  required  in  the  cultivation  of 
this  cotton,  and  the  yield  per  acre  is  usually 
lower  than  that  of  other  kinds. 

American  Upland  cottons  are  produced  in 
enormous  quantities  in  the  United  States,  and 
are  the  principal  kinds  used  in  the  Lancashire 
spinning  industry.  They  are  of  longer  staple 
and  better  quality  than  the  Indian  varieties, 
and  are  employed  for  the  manufacture  of  yarns 
of  medium  quality. 

Egyptian  cottons  exi.st  in  several  varieties, 
most  of  which  yield  a  fibre  of  a  brownish  tint. 
These  cottons  are  long,  strong,  and  fine,  and 
more  lustrous  than  American  Upland,  but 
inferior  to  Sea  Island  cotton.  Egyptian  cotton 
is  preferable  to  Ariierican  Upland  for  the  manu- 
facture of  goods  requiring  a  soft,  smooth  finish 
and  high  lustre. 

The  Indian  cottons  are  mostly  short  and 
coarse,  and  are  consequently  less  valuable  than 
American  Upland  kinds.    The  chief  markets  for 


[  these  varieties  arc  Japan  and  Germany,  com- 
I  paratively  little  being  imported  into  the  United 
Kingdom. 

BrazOian  cotton  is  harsh  and  wiry,  of 
medium  strength  and  of  good  length.  One  of 
the  varieties  grown  in  North  Brazil  is  a  tree 
cotton,  which  lives  for  8  years  or  more.  The 
ordinary  annual  cottons  are  more  largely 
cultivated  and  are  more  productive  than  the 
arborescent  form,  but  the  fibre  of  the  latter  has 
the  longer  staple. 

Peruvian  cotton  is  chiefly  of  two  kinds, 
known  respectively  as  '  rough  '  and  '  smooth.' 
The  former  is  the  product  of  a  tree  cotton  which 
is  allowed  to  remain  in  the  ground  for  from 
4  to  6  years  ;  the  fibre  is  well  known  for  its 
peculiarly  harsh  and  crinkly  character,  which 
renders  it  especially  useful  to  spinners  for 
mixing  with  wool.  '  Smooth  '  Peruvian  is  very 
similar  to  American  Upland  cotton,  and  is  used 
1  for  the  same  purposes. 

The  following  table  gives  the  approximate 
length  and  average  diameter  of  the  fibres  of 
the  principal  commercial  varieties.  The  dia- 
meters of  the  fibres  of  any  one  variety  show 
great  variation  among  themselves,  but  the 
figures  given  under  this  head  are  the  average  of 
a  large  number  of  determinations  by  various 
observers,  and  can,  at  least,  be  regarded  as 
relatively  accurate : — 


Variety 

Usual  length 

Average 
diameter 

inches 

inch 

Sea  Island 

1  •6-2-2 

0-00064 

American  Upland 

0-8-M 

0-00077 

Egyptian  . 

1-3- 1-6 

0-00068 

Indian 

0-6-1-0 

0-00084 

Brazilian  . 

M-1-4 

0-00080 

Peruvian  (rough) 

1-2- 1-5 

0-00078 

„  (smooth) 

0-9-M 

0-00077 

Cotton  consists  of  about  90  p.c.  of  cellulose 
(q.v.),  together  with  7-8  p.c.  of  water,  0-4  p.c. 
of  wax  and  oil,  0-6  p.c.  of  nitrogenous  substances, 
and  about  1  p.c.  of  mineral  matter  (ash). 

The  wax  is  present  as  a  thin  layer  on  the 
surface  of  the  fibre,  and  renders  it  incapable  of 
absorbing  water  readily.  This  substance,  to 
which  Schunck  (Manchester,  Mem.  Lit.  Phil. 
Soc.  [iii.]  4,  95)  has  given  the  name '  cotton  wax  ' 
resembles  other  vegetable  waxes,  such  as  cerosin 
prepared  from  the  leaves  of  the  sugar  cane,  and 
the  waxes  from  the  leaves  of  the  carnauba  palm 
[Copernicia  cerifera  (Mart. )],  and  the  raphia  palm 
[Raphia  pedunculata{Bca,uv.).  It  is  insoluble  in 
water,  but  soluble  in  alcohol  or  ether  ;  it  melts 
at  86°,  and  solidifies  again  at  80°-82°.  Pure 
cotton  wax  is  insoluble  in  solutions  of  caustic 
alkali;  it  contams  C  80-4,  H  14-5,  0  5-1.  Asso- 
ciated with  this  wax  is  a  fatty  acid,  which  was 
regarded  by  Schunck  as  margaric  acid,  but  is 
more  probably  a  mixture  of  stearic  and  palmitic 
acids ;  it  melts  at  55-5°,  and  resolidifies  at 
50-5°. 

The  oil  in  the  cotton  fibre  appears  to  be 
identical  with  that  contained  in  iho  seed.  In 
the  preparation  of  the  so-called  absorbent  cotton 
wool,  the  wax  and  oil  are  removed  by  boiling 
the  fibre  with  dilute  caustic  alkali  under  pres.sure ; 
the  material  is  subsequently  washed,  treated 
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Avitli  bleaching  powder  and  hydrochloric  acid, 
again  washed,  and  dried. 

The  nitrogenous  constituents  of  cotton  con- 
sist of  the  remains  (jf  the  cell  protoplasm  and 
allied  substances. 

The  mineral  substances  contained  in  the 
fibre  are  chiefly  phosphates,  chlorides,  and 
sulphates  of  potassium,  sodium,  magnesium,  and 
calcium,  together  with  small  quantities  of  iron 
and  traces  of  aluminium.  If  the  amount  of 
ash  is  much  more  than  1  p.c,  the  excess  is 
probably  due  to  the  presence  of  sand  and  other 
mechanical  impurities. 

When  cotton  is  immersed  in  a  strong  solution 
of  caustic  soda,  it  undergoes  certam  remarkable 
changes,  the  chief  of  which  is  the  jsroduction  of 
a  silky  lustre.  This  phenomenon  was  discovered 
by  John  Mercer  in  1844,  and  has  led  to  results 
of  great  commercial  importance.  The  process 
is  now  carried  out  on  an  extensive  scale  under  the 
name  of  '  mercerisation  '  (q.v.),  and  is  sometimes 
applied  to  the  yarn  and  sometimes  to  the  woven 
fabric.  The  material  is  either  kept  in  a  state 
of  tension  during  the  operation,  or  is  allowed  to 
shrink  in  the  alkaline  liquid,  and  afterwards 
stretched  to  its  original  length  before  being 
washed.  The  process  not  only  produces  an 
exceedingly  high  lustre  on  the  cotton,  but  also 
increases  its  power  of  absorbing  dyes.  The 
structure  of  the  cotton  fibre  undergoes  altera- 
tion ;  the  flattened,  twisted  tube,  characteristic 
of  ordinary  cotton,  swells  out,  and  is  thus  con- 
verted into  a  hollow,  cylindrical  form.  This 
change  is  accompanied  by  a  decrease  in  length 
and  also  by  an  increase  in  tensile  strength, 
mercerised  cotton  being  in  some  cases  as  much 
as  50  p.c.  stronger  than  ordinary  cotton. 
Egyptian  cotton  generally  mercerises  better  than 
ordinary  American  cotton. 

When  cotton  is  treated  with  a  mixture  of 
nitric  and  sulphuric  acids,  it  is  converted  into 
nitro-cellulose  or  gun-cotton  {v.  Explosives). 
On  dissolving  gun-cotton  in  ether,  or  a  mixture 
of  ether  and  alcohol,  the  product  known  as 
collodion  is  obtamed  {v.  Photography).  Nitro- 
cellulose also  enters  into  the  composition  of 
celluloid  (q.v.). 

Among  the  more  important  works  on  this 
subject  may  be  mentioned  The  Cotton  Plant, 
Bull.  No.  33,  Office  of  Expt.  Stat.  U.S.  Dept. 
of  Agric.  ;  Bowman's  Structure  of  the  Cotton 
Fibre  ;  and  Oppel's  Die  Baumwolle.       E.  G. 

COTTON  BROWNS,  SCARLETS,  YELLOWS, 

V.  AZO-  COLOUEING  MATTERS  ;  PrIMULINE. 

COTTON  FLOWERS.  Among  the  various 
portions  of  the  cotton  plant  which  have  been 
industrially  employed  must  be  included  the 
flowers  which  constitute  one  of  the  numerous 
Indian  dyestuffs.  Accordnig  to  Watt  (Dictionary 
of  the  Economic  Products  of  India),  they  are 
thus  utilised  in  the  Manipur  distiict. 

OossypeUn  C,r,H]nOj,.  The  flowers  are  ex- 
tracted with  boiling  alcohol,  the  extract  evapo- 
rated, treated  with  water,  and  the  mixture 
extracted  with  ether  to  remove  chlorophyll  and 
wax.  The  aqueous  solution,  containing  the 
glucoside  of  gossypetin,  is  digested  at  the  boiling 
temperature  with  sulj^huric  acid,  and,  on  cooling, 
a  precipitate  of  the  crude  colouring  matter 
separates.  It  is  dissolved  in  alcohol,  the  solu- 
tion poured  into  ether,  and,  after  removal  of 
precipitated  impurities,  the  lic^uid  is  washed 


with  water  and  evaporated.  The  yellow  residue 
is  best  purified  by  acetylation,  and  the  acetyl 
derivative,  after  repeated  crystallisation  from 
alcohol,  is  hydrolysed  in  the  usual  manner 
(Perkin,  Chem.  Soc.'Trans.  1899,  75,  82G).  Gossy- 
petin forms  yellow  needles,  closely  resembling 
quercetin  in  appearance,  and  is  readily  soluble 
in  alcohol,  but  only  very  sparingly  in  water. 
Concentrated  alkaline  solutions  dissolve  it, 
forming  orange-red  solutions,  which,  on  agita- 
tion and  diluliion  with  water,  become  green,  and 
finally  assume  a  dull-brown  tint.  Alcoholic  lead 
acetate  gives  a  deep-red  precipitate  in  the  cokl, 
passing  into  dull-brown  at  the  boiling-point, 
and  alcoholic  ferric  chloride  a  dull  olive-green 
liquid. 

Gossypetin,  like  quercetin,  forms  compounds 
with  mineral  acids  which  crystallise  in  orange- 
red  needles,  and  with  alcoholic  potassium  acetate 
the  monopotassium  derivative  Ci^HijOsK  is 
produced.    The  hex'ici':iijl  derivative 

C,5H,0„(C,H30)„ 
forms  colourless  needles,  melting  at  226°-228° 
{ibirl.  1909,  95,  2188).    By  fusion  with  alkali, 
prolocatechiiic  acid  and  a  phenol,  the  identity  of 
which  has  not  been  established,  are  produced. 

On  mordanted  wool  gossypetm  gives  the 
following  shades  : — 

Aluminium         Tin         Chromium  Iron 
Pale  orange    Orange  red    Dull  brown    Deep  iliiU 
brown  nlive 
With   aluminium   mordant,  the   results  vary 
greatly,  according  as  chalk  is  present  or  absent 
in  the  dye  bath,  a  result  evidently  due  to  the 
ready  oxidation  of  gossypetin  in  the  presence  of 
alkalis  or  alkaline  earths.    Thus  if  the  mordanted 
wool,  which  is  of  an  acid  nature,  is  employed 
alone,  the  above  shade  is  produced;    but  if 
chalk  is  added,  a  deep  olive-yellow  is  obtained. 
Calico  mordanted  with  aluminium,  being  of  a 
basic   nature,    yields   this   olive-yellow  shade 
without  the  employment  of  chalk. 

Oossypitrin  C.Ji^^O,.^^  the  glucoside  of 
gossypetin,  is  isolated  with  difficulty,  and  has 
only  been  prej^ared  in  very  small  quantity. 
This  arises  from  the  fact  that  the  flowers  (that 
is,  the  Egyptian  variety)  also  contain  the  two 
glucosides  querchnmeriirin  and  isoqucrcitrin  [see 
glucosides  of  quercetin),  and  the  separation  of 
the  three  siibstances  involves  many  tedious 
operations. 

Gossyfiitrin  consists  of  pale  orange-yellow 
needles,  melting  at  about  200°-202°.  It  is 
hydrolysed  by  boiling  dilute  acids  into  gossy- 
petin and  probably  ghicose,  according  to  the 
following  equation  : — 

C,„H,„0,,  +  H,,0  =  C,,H„,0«+C,H,,,0,. 
The  dyeing  properties  of  the  flowers  are  very 
different  from  those  of  gossypetin  ;  this  is  due 
to  the  fact  that  they  contain  the  three  glucosides 
described  above,  and  that  there  is  no  free 
colouring  matter  present.  The  following  are 
the  shades  produced  on  mordanted  woollen 
cloth  with  this  material  : — 

Aluminium  Tin  Chromium  Iron 

Dull  yellow       Orange      Dull  brown-     Dull  ulive 
brown  yellow 

It  has  not  yet  been  determined  if  any  special 
difference  exists  in  regard  to  the  constituents  (jf 
the  Indian  and  Egyptian  varieties  of  the  cotton 
flower.    Both  contain  a  glucoside  of  gossypetin, 
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but  the  existence  in  the  former  of  quercimmeri- 
trin  and  isoqxiercitrin  is  at  present  uncertain. 

A.  G.  P. 

COTTON  SEED  OIL  is  obtained  on  a  largo 
scale  from  the  seeds  of  the  several  varieties  of  the 
cotton  tree,  Gossypmm.  In  the  United  States, 
Oossi/pium.  hirsutum  (Linn.),  'Upland  cotton,' 
covered  with  '  linters,'  is  extensively  cultivated, 
whereas  the  plant  grown  in  the  Sea  Islands  and 
in  Egypt  is  0.  barbadense  (Linn.).  The  Indian 
variety  of  cotton  seed  is  generally  assumed  to 
be  G.  nejlecium  and  G.  arboreum.  Up  to  60 
years  ago,  the  seed  not  required  for  planting 
was  mostly  wasted,  as  the  oil  contamed  therein 
could  not  be  refined.  Cotton  seed  oil  was  first 
expressed  in  this  country  in  the  year  1847. 
Since  then  the  industry  has  assumed  such 
enormoiis  dimensions  that  the  annual  import 
of  cotton  seed  to  this  country  from  Egypt,  the 
East  Indies,  and  South  America  amounts  to 
more  than  600,000  tons ;  in  addition  very 
considerable  quantities  of  cotton  seed  oil 
are  imported  from  the  United  States,  which 
produce  almost  200,000,000  gallons  of  oil  per 
annum,  of  which  approximately  50,000,000 
gallons  are  exported  to  Europe. 

The  seed  contains,  on  the  average : — 

Per  cent. 

Oil  20-0 

Water  8-5 

Albuminoids  ,  .  .  .  20-0 
Carbohydrates  .  .  .  .32-0 
Crude  fibre        .        .        .  .15-0 

Ash  4-5 

The  proportion  of  oil  in  the  seed  varies  con- 
siderably with  the  origin  of  the  seed.  Thus 
Egyptian  seed  contains  up  to  24  p.c.  of  oil ; 
East  Indian  seed  on  the  average  only  18  p.c.  ; 
American  '  Uplands  '  and  Jamaica  seed,  23-24 
p.c.  ;  and  Brazilian  and  Peruvian  no  more  than 
20-21  p.c.  of  oil.  The  seeds  consist  on  an  average 
of  60  p.c.  of  kernel  and  40  p.c.  of  husk. 

A  distinction  must  be  made  between  seed 
which  must  be  decorticated  before  crushing, 
owing  to  the  fine  '  linter,'  which  cannot  be 
removed  readily,  and  seed  which  is  crushed  in 
the  undecorticated  state.  Undecorticated  seeds 
are  chiefly  crushed  in  England,  France,  and 
Germany,  from  Egyptian,  Bombay,  and  also 
Smyrna  seeds,  whereas  the  vast  majority  of  the 
American  '  Upland  seed  '  must  be  decorticated 
before  being  crushed.  In  some  European 
establishments  Bombay  seed  is  decorticated 
before  crushing. 

The  kernels  ('  meats  ')  are  permeated  with 
cells  containing  a  deep-brown  colouring  matter  ; 
hence  the  crude  cotton  seed  oil  running  from 
the  hydraulic  presses  has  a  ruby-red  to  almost 
black  colour.  The  depth  of  the  colour  of  crude 
cotton  oil  depends,  in  the  first  instance,  on  the 
state  of  freshness  of  the  seed.  The  American 
seed,  which  is,  as  a  rule,  crushed  shortly  after 
having  been  harvested,  yields  a  crude  oil  of  a 
much  paler  colour  than  that  of  crude  oil  obtained 
in  England,  France,  and  Germany  from  Egyptian 
seed.  The  palest  Egyptian  crude  oil  is  obtained 
from  fresh  seed  arriving  in  October.  When  the 
seed  is  stored  it  undergoes  deterioration  ('  heat- 
ing,' which  may  also  occur  during  the  voyage)  ; 
hence  the  crude  oU  obtained  from  Egyptian 
seed  in  July  and  August  has  a  very  dark  colour. 
In  the  American  trade  three  grades  of  crude 


cotton  seed  oil  are  recognised,  viz.  '  prime,' 
'  choice,'  and  '  oif  '  qualities.  The  crude  oil  is 
refined  by  treatment  with  a  dilute  caustic  soda 
solution,  at  a  temperature  not  exceeding  I20°F., 
whereby  the  free  fatty  acids  are  neutralised  ; 
the  soap  so  formed  falls  to  the  bottom  and 
carries  with  it  the  brown  colouring  matter,  so 
that  the  supernatant  oil  is  of  a  bright-yellow 
colour.  T'he  oil  is  then  washed  free  from  soap, 
or,  in  the  case  of  a  technical  oil,  is  treated 
with  bleaching  powder,  to  yield  the  bright - 
yellow  oil  of  commerce.  The  fir.st  qualities  of 
cotton  seed  oU  which  are  not  bleached  with 
chemicals  are  used  as  edible  oils,  and  are  con- 
sumed in  enormous  quantities  either  as  such,  as 
a  cooking  oil,  for  tinning  sardines,  table  oil,  &c., 
or  in  the  manufacture  of  lard  substitutes,  under 
such  names  as  salad  oil,  sweet  nut  oil,  butter  oil. 
The  last-named  product  is  chiefly  used  in  the 
manufacture  of  margarine  and  compound  lard. 

Cotton  seed  oil  is,  at  the  ordinary  tempera- 
ture, a  pale-yellow  oil  of  characteristic,  but  not 
unpleasant,  taste.  At  about  12°,  '  stearine ' 
deposits.  This  '  stearine '  would  interfere  with  the 
use  of  cotton  seed  oil  as  a  table  oil  or  salad  oil : 
therefore  the  '  stearine  '  is  removed  on  a  large 
scale  by  cooling  the  oil  to  a  low  temperature,  and 
filtering  off  th?  deposit.  The  filtered  oil  is  known 
in  commerce  as  '  winter  oil '  ( '  demargarinated 
cotton  seed  oil').  According  to  the  requirements 
of  the  market,  it  will  not  '  cloud  '  at  40°F.  or 
32°F.,  or  even  at  28°F.  The  sp.gr.  of  cotton  seed 
oil  is  0-923-0-925  at  00°F.  The  saponification 
value  varies  from  190  to  193,  and  its  iodine  value 
from  105  to  115. 

The  solid  fatty  acids  in  cotton  seed  oil  consist 
chiefly  of  palmitic  acid ;  small  quantities  of 
arachidic  acid  seem  to  be  present,  but  stearic 
acid  appears  to  be  absent.  The  liquid  fatty 
acids  would  seem  to  consist  of  oleic  and  linolic 
acids  only. 

Cotton  seed  oil  eminently  typifies  a  semi- 
drying  oil.  In  the  Livache  test  {see  Oils  and 
Fats)  it  absorbs  5-9  p.c.  of  oxygen  in  24  hours. 
By  blowing  air  through  cotton  seed  oil  at  a 
temperature  of  about  90°- 100°,  oxygen  is 
absorbed,  with  the  formation  of  a  small  amount 
of  oxidised  acids,  the  acetyl  value  of  the  oO 
rising  at  the  same  time  considerably.  This 
reaction  is  used  on  a  large  scale  in  the  prepara- 
tion of  '  Blown  Cotton  Seed  Oil '  {see  Oils  and 
Fats),  which  is  used  in  considerable  quantities 
as  a  lubricating  oil  in  admixture  with  mineral 
oils,  to  produce  the  '  Marine  Lubricating  Oils  ' 
of  commerce. 

A  reliable  test  for  the  identification  of  cotton 
seed  oil,  and  for  the  detection  of  it  in  other  oils 
and  fats,  down  to  even  1  p.c.  (under  favour- 
able circumstances),  is  the  HaVphen  colour  test, 
which  is  carried  out  in  the  following  manner: 
1-3  c.c.  of  the  oU  Ls  dissolved  in  an  equal 
volume  of  amyl  alcohol  ;  to  this  is  added  1-3 
c.c.  of  carbon  disulphide,  holding  in  solution 
1  p.c.  of  sulphur  flowers.  The  test-tube  is 
immersed  in  boiling  water,  or,  better,  in  boiling 
brine,  the  carbon  disulphide  being  allowed  to 
evaporate  off.  In  the  course  of  5-20  minutes, 
a  deep-red  colouration  appears,  the  intensity  of 
which  stands  in  direct  proportion  to  the  amount 
of  cotton  seed  oil  in  the  sample.  Although  the 
test  cannot  be  used  as  a  quantitative  one,  yet  it 
must  be  considered,  if  positive,  as  one  of  the 
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best  means  of  recognising  the  presence  of  cotton 
seed  oil  qualitatively.  A  negative  Halphen  test 
is,  however,  no  conclusive  proof  of  the  absence 
of  cotton  seed  oil  in  a  mixture,  as  the 
colouring  matter  is  destroyed  by  heating  cotton 
seed  oil  to  250°,  or  by  keeping  it  at  200°  for 
some  prolonged  time,  or  by  '  blowing  '  it.  Hence 
'  blown  cotton  seed  oils '  do  not  show  the 
Halphen  colour  reaction.  J.  L. 

CH :  CH 

COUMARIN  C9H,0„  =  C,H,,  |      (l  2) 

0~C0 

was  obtained  by  Vogel  (Gilb.  Ann.  64,  IGl),  in 
1820,  from  the  tonka  bean  (the  seed  of  Difteryx 
(Coumurouiia)  odorata,  WiUd.),  or  from  the 
melilot  (MeliJolus  officinalis.  Lam.),  and  from 
the  woodruff  (^4.s;;e?-!(^a  odorata,  Linn.),  but  was 
mistaken  by  him  for  benzoic  acid.'  Guibort, 
liowever,  showed  that  the  crystalline  odoriferous 
principle  of  the  tonka  bean  was  distinct  from 
benzoic  acid,  and  named  it  coumarin.  It  occurs 
in  Peristrophe  arviustijolia  (Nees),  Achylis  tri- 
phylla  (DC),  and  in  many  other  plants,  and  is  a- 
normal  con.stituent  of  lavender  oil.  It  is  present 
in  plants  as  a  glucoside,  which  is  decomposed  by 
a  ferment  present  in  the  plant.  This  ferment 
is  destroyed  by  alcohol  or  boiling  water  (Molisli, 
J.  Pharm.  Chim.  1902,  279). 

It  was  first  obtained  synthetically  by  Perkin 
by  heating  the  sodium  compound  of  salicylalde- 
hyde  with  acetic  anhydride  (Chem.  Soc.  Trans. 
1868,  53) ;  or  more  simply  by  boiling  together 
salicylaldehyde,  acetic  anhydride,  and  dry 
sodium  acetate  (ihid.  1887,  388;  see  also  Tie- 
mann  and  Herzfeld,  Ber.  1877,  284).  Acetyl 
ooumaric  acid  is  first  formed  : 
P  TT  ^  CHO  ,  CH,vCO\ 
^6ii4\OH  +CH3-C0^^ 

-P  W  /--CH  :  CH-COOH  ,  „  „ 
6n4\o-CO-CH3  +H,U 
parts  with  acetic  acid,  yielding 

CH-COOH 
-O-CO-CHj 

CH:CH 
=  CeHi  ,  +CH.-COOH. 

0  CO 

By  treating  salicylaldehyde  (1  molecule)  with 
excess  of  acetic  anhydride  (4  molecules)  for  0 
hours  at  180°,  coumarin  is  formed  (Reycbler, 
Bull.  Soc.  chim.  1897,  17,  517). 

Coumarin  is  also  formed  in  small  quantity 
liy  heating  a  mixture  of  phenol  and  malic  acid 
with  sulphuric  acid  : 

CH^COOH 
CeH^-OHH-  ; 

CH(OH)-COOH 

CH :  CH 
=  CeH,,  +C0  +  .3H.,0 

0--C0 

(Von  Pechmann,  Ber.  1883,  2119:  1884  929 
1649). 

Substituted  coumarius  may  be  obtained  by 
condensing  phenols  with  acetoacetic  ester  or 
with  malic  acid  in  the  presence  of  concentrated 
sulphuric  acid. 

Coumarin  forms  rhombic  crystals  meltino-  at 
67°  ;  boils  at  290°-290-5°  ;  has  a  pleasant,  aro- 
matic odour  ;  is  scarcely  soluble  in  cold  water, 
readily  soluble  in  boiling  water,  very  sohible  in 
alcohol  and  ether.    Crude  coumarin  may  be 
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coumarin  : 
„  ^CH 


purified  by  repeated  boiling  with  light  petroleum 
(Claassen,  Pharm.  J.  1897,  161). 

It  dissolves  in  caustic  alkalis,  and  is  re- 
precipitated  on  addition  of  acids.  If,  however, 
it  is  heated  for  some  time  with  concentrated 
caustic  alkali,  or  better,  with  sodium  ethoxide,  a 
solution  is  formed  from  which  acids  precipitate 

coumaric  acid  C6Hj<;^[^^= '^^''^'^O^  (i,  2). 

This  compound  can  be  reconverted  into  cou- 
marin by  heating  it  with  acetic  anhydride  ;  but 
when  heated  alone  it  is  decomposed,  yielding 
phenol  and  other  substances.  Reduction  of 
coumarin  with  zinc  in  alkaline  solution  or  sodium 
amalgam  in  aqueous  .'solution  yields  melilotic 
acid  as  the  chief  product ;  with  sodium  amalgam, 
and  alcohol  hydrocoumaric  acid  is  fonn'^d 
(Williamson,  J.  1876,  587). 

In  Germany,  woodruff  (Ger.  Waldmeisicr)  is 
steeped  m  white  wine,  to  which  it  imparts  the 
pleasant  aroma  of  coumarin  (Mniwein,  Mni- 
trank).  Instead  of  woodruff,  an  alcoholic  solu- 
tion of  coumarin  is  employed  for  the  same 
purpose  under  the  name  of  Mahoeinessenz.  In 
larger  doses  coumarin  is  stated  to  have  a  narcotic 
action. 

Coumarin  has  the  agreeable  odour  of  asperula, 
and  is  used  in  perfumery  for  the  preparation  of 
asperula  essence.  It  is  also  frequently  used  to 
adulterate  extract  of  vanilla  ((^.i'.)  (r.  Lactones). 

COUMARONE  C;«H,.;^^^CH.    An  oil  ob- 

tained  from  the  coal-tar  fraction  boiling  between 
165°  and  175°.  After  the  pyridine  bases  and 
phenols  have  been  removed  by  acid  and  alkali, 
it  is  obtained  as  the  dibromide  on  addition  of 
bromine.  The  dibromide  is  reduced  to  coumarone 
by  alcoholic  potash  and  sodium  amalgam 
(Kraemer  and  Spilker,  Ber.  1890,  78).  It  can 
also  be  obtained  from  this  source  by  adding 
picric  acid  to  the  mixture  of  oils,  whereby  the 
picrate  of  coumarone  crystallises  out.  This  is 
separated,  decomposed  by  hot  water  or  dilute 
alkali,  and  the  coumarone  obtainetl  by  steam 
distillation.  The  picric  acid  is  recovered  and 
used  for  another  operation  (Ch.  Fab.  Act.  ..-es 
Hamburg,  Eng.  Pat.  1422;  D.  R.  P.  53793; 
Ber.  1891,  Ref.  233).  Coumarone  has  been  synthe- 
sised  ^  by  heating  o-hydroxy-oi-chlorcinn'amene 
OH-CjH^-CH  :  CHCl  with  potash,  hydrogen 
chloride  being  eliminated  (Komppa,  Ber.  1893, 
2968).  It  has  also  been  prepared  by  heating 
phenoxyacetaldehyde  with  zinc  chloride  in 
glacial  acetic  acid  (Stoermer,  ibid.  1897,  1700). 

Coumarone  boils  at  174-0°  (corr.)  (Perkin, 
Chem.  Soc.  Trans.  1896,  1249).  It  is  unacted 
upon  by  potash  or  by  hydi-ochloric  acid.  Sul- 
phuric acid  reacts  with  coumarone  in  benzene 
solution,  producing  a  soluble  resinous  material 
paracoumarone  (CgHgO^,  which  is  used  to  pre- 
serve wood  and  paper.  Other  polymerides  are 
known.  Coumarone  is  of  interest  as.  when 
passed  through  a  red-hot  tube  with  benzene, 
phenanthrene  is  produced,  and  with  naphtha- 
lene, chrysene  is  produced  (Kraemer  and 
Spilker,  Ber.  1890,  84).  The  methyl  coumarones 
are  present  in  the  coal-tar  fraction  of  b.p.  185°- 
195°  (Stoermer  and  Boes,  ibid.  1900,  3013). 

COUPIER'S  BLUE  v.  Indolines. 

COVELLITE.  Native  eupric  sulphide  CuS 
crystallising  in  the  hexagonal  system.  Crystals 
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are  rare  and  have  the  form  of  thin  six-sided 
plates.  The  mineral  has  a  characteristic  indigo- 
blue  colour,  hence  the  name  iiidigo-coppcr 
(German,  Kujjferindig).  It  occurs  in  most 
copper-mines  as  a  blue,  earthy  coating  on  other 
sulphide  ores  of  copper,  and  is  sometimes  found 
in  sufficient  quantities  to  be  of  importance  as 
an  ore.  e.g.  at  Butte  in  Montana,  and  Copiapo 
in  Chile.  Covellite  containing  platinum  (as 
the  mineral  sperrylite,  PtAs,)  is  mined  in  the 
Medicine  Bow  Mountains  in  Wyonnng. 

L.  J.  S. 

COW  TREE  WAX  v.  AVaxes. 

CRANBERRY,  the  fruit  of  Vaccinium 
Oxi/coccos  (Linn.). 

American  analyses  give  as  the  average 
composition  of  the  berries  : 

Water  rrotein  Fat  Carbolivdratcs  Ash 
88-5        0-5        0-7         10-1  0-2 

Konig  gives  : 

othtr 

Water  Protein  I'ree  acid  Sugar  carbohydrates  Ash 
89-6  0-12  2-3  1-5  6-3  0-15 
The  juice  of  cranberries  was  examined  by 
Mach  and  Portele  in  1888  (Landw.  Versuchs. 
Stat.  1889,  38,  69),  who  found  a  litre  of  the 
fresh  juice  to  contain  (in  grammes) 
Invert  Acidity  (as  Benzoic  Tannic 
sugar  malic  acid)  acid  acid  Ash  Nitrogen 
87-1       190         0-75     2-2       3-0  Oil 

The  sp.gr.  of  the  juice  averaged  1-0591. 

The  juice  wiU  not  ferment  with  yeast,  owing, 
it  is  said,  to  the  presence  of  benzoic  acid,  but 
this  maj'  be  due  to  the  poverty  of  the  juice  in 
nitrogenous  matter,  for  Otto  (Bied.  Zentr.  1899, 
28,  284)  found  that  bilberry  juice  would  only 
ferment  vigorously  with  yeast  after  the  addition 
of  asparagine  (about  0-6  gram  per  litre)  or  of 
ammonium  chloride  (about  0-3  gram  per 
litre). 

Claassen  {ibid.  16,  70)  isolated  a  bitter  sub- 
stance from  cranberries,  to  which  he  gave  the 
name  oxycoccin,  and  which  he  found  to  give 
reactions  similar  to  those  of  arbutin  CizHigO;, 
occurring  in  the  leaves  of  the  red  bearberry, 
Arctostaphylos  Uva-ursi  (Sprang.). 

The  ash  of  cranberry  juice  contains  about  3 
p.c.  of  phosphorus  pentoxide  and  47  p.c.  of 
potash.  H.  I. 

CREAM  OF  TARTAR  r.  Taktaeic  acid. 

CREATINE,  Mcllujlglycoammine,  Methyhjua- 
ninoacetic  acid  H2N-(j(NH)NMe-CH2-C02H,H20 
discovered  by  Chevreul  (Annalen,  1835,  4,  293) 
in  muscular  flesh  (xpe'as=flesh),  occurs  in 
human  flesh  and  in  the  flesh  of  many  warm  and 
cold  blooded  animals  (Liebig,  Annalen,  1847,  62, 
257  ;  Gregory,  ibid.  1848,  64,  105 :  Schloss- 
berger,  ibid.  1848,  66,  80;  Voit,  Z.  Biol.  1868, 
4,  77;  Price,  Chem.  Soc.  Trans.  1851,  3; 
Marcet,  ibid.  1864,  2,  406)  ;  the  amount  varies 
with  the  species,  the  flesh  of  fowl  yields  3'2]  p.c. ; 
of  pigeon,  0-825  p.c. ;  of  ox,  0-697  p.c. ;  of  ox 
heart.,  1-375  p.c. ;  of  herring,  1-324  p.c. ;  and  of 
brill,  0-614  p.c.  (Gregory,  I.e.). 

According  to  Folin  (Am.er.  J.  Physiol.  1905, 
13,  45,  66,  117),  van  Hoogenhuyze  and  Ver- 
ploegl  (Zeitsch.  physiol.  Chem.  1908,  57,  161), 
andMellanby(.T.  Physiol.  1908,  36,447),muscular 
creatine  has  its  origin  in  the  liver.  Tliis  organ  is 
continuously  forming  creatinine  from  substances 
carried  to  it  by  the  blood  from  other  organs,  and 
in  the  developing  muscle.    This  Ls  changed  to 


creatine,  until  the  muscle  is  saturated  with 
creatine,  when  the  excess  of  creatinine  is 
excreted  by  the  kidneys.  The  creatine  is 
presumablj'  combmed  with  the  muscular  proto- 
plasm, for  though  a  readily  dialysable  substance, 
it  does  not  pass  into  the  surrounding  lymph  or 
blood  in  vitro,  nor  is  it  readily  obtainable  by 
(lilfusion  from  muscular  flesh  (Urano,  Beitr. 
Chem.  physiol.  Path.  1907,  0,  104). 

In  order  to  extract  creatine,  the  flesh  is  heated 
with  its  own  weight  of  water  at  60"^,  and  the 
juice  expressed.  The  flesh  extract  is  then  heated 
to  coagulate  the  protein,  and  filtered ;  the  filtrate 
is  treated  with  basic  lead  acetate  until  no  further 
precipitation  occurs,  and  again  filtered  after 
removing  the  excess  of  lead  from  the  filtrate  by 
sulphuretted  hydrogen,  when  it  is  evaporated 
until  creatine  separates  on  cooling;  this  is  washed 
with  alcohol  and  recrj'stallised  from  water 
(Neubauer,  Zeitsch.  anal.  Chem.  1863,  2,  26  ; 
1807,  6,  33). 

Creatine  is  prepared  synthetically  by  heating 
sarcosine  with  cyanamide  at  100°. 
CN-NH2+NHMe-CH.,-C02H 

=  NH  :  C(NH2)-NMe-CH,-C02H 

(Volhard,  Z.  Chem.  N,  F.  1869,  6,  318  ;  Strecker, 
J.  1868,  686)  ;  or,  together  with  creatinine,  by 
fusing  sarcosine  with  guanidine  carbonate  (Paul- 
mann,  Beilstein  Suppl.  i.  657). 

Creatine  forms  colourless  transparent  mono- 
clinic  prisms,  containing  IH^O,  which  it  loses  at 
100°  ;  it  dissolves  in  74-4  parts  of  water  at  18°  ; 
or  in  9810  parts  of  cold  absolute  alcohol,  and 
is  insoluble  in  other  (Liebig,  Annalen,  1847,  62, 
257).  The  jiresence  of  urea,  creatinine,  or 
certain  salts,  raises  the  solubility  of  creatine  in 
water  and  alcohol  (Neubauer,  I.e.).  The  aqueous 
solution  is  neutral,  and  has  a  bitter,  harsh 
taste. 

Creatine  is  decomposed  by  boiling  baryta 
water  into  sarcosine,  urea,  and  methylhydanto'in 
NH:C(NH,)-NMe-CH2-C02H+H20 

=CO(NH2)2+NHMe-CH.,-C02H 
/NMe-CH., 

CO(NH2)2-fNHMe-CH2-C02H->CO<  | 

^NH -  CO 

(Neubauer,  Annalen,  1866,  137,  294) ;  or  by 
mercuric  oxide  and  water  into  oxalic  acid  and 
methylguanidine  ;  or  by  heating  with  soda*lime 
into  ammonia  and  methylamine.  When  potas- 
sium hydroxide  is  added  to  an  aqueous  solution 
of  creatine  and  silver  nitrate  until  the  white  pre- 
cipitate first  formed  just  redissolves,  the  liquid 
solidifies  to  a  transparent  gelatinous  mass  imme- 
diately reduced  on  heating,  or  in  the  course  of 
a  few  hours  at  the  ordinary  temperature.  The 
addition  of  potassium  hydroxide  to  a  solution  of 
creatine  and  mercuric  chloride  precipitates  a 
white  crystalline  compound  (C4Hj,02N3)2Hg,HgO 
(Engel,  Compt.  rend.  1874,  78,  1707  ;  1875,  80, 
885).  Creatine  is  converted  into  ercatmine  by 
heating  with  dilute  mineral  acids  for  some  hours 
(Dessaignes,  J.  1857, 544),  or  at  117°  for  15  minutes 
(Benedict  and  Myers,  Amer.  J.  Physiol.  1907,  18, 
362)  ;  or  by  heating  with  water  only  in  sealed 
tubes  at  100°  for  2-3  days  (Neubauer,  Zeitsch. 
anal.  Chem.  1863,  2,  33). 

Creatine  forms  soluble  normal  salts  with  the 
mineral  acids  (Dessaignes,  Annalen,  92,  409), 
and  readily  soluble  compounds  with  zinc 
chloride  CiHgOjNa.ZnCla ;  and  cadmium  chloride 
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C4Hi,0.,N3,CdCl.„2H2O    (Neubauer,   ibid.  137, 

300).  "  ; 

Creatine  cannot  be  estimated  directly ;  it  is 
usually  converted  into  creatinine  iq.v.),  and 
estimated  as  such. 

a-Guaninopropionic  acid,  alacrcatine 
NH,-G(NH)NHCHMe-COoH 
from  alanine  and  cyanamide  (Baumann,  Annalen, 
1873,  167,  83),  an  isomeride  of  creatine  forma, 
sparingly  soluble  i^risms.  I 

The  homologues  of  creatine  are  prepared  by 
the  action  of  cyanamide  on  the  corresponding  i 
amino-acid  in  the  presence  of  ammonia,  e.g. 
a-am  in  ocaprocyam  ine 

NH,-C(NH)NH-CH(C02H)CH,-CHMe2 
from  leucine  and  cyanamide  (Duvillier,  Compt. 
rend.  1886,  103,  211  ;  1887,  104.  1290).    Accord-  ' 
ing  to  Duvillier  (I.e.)  methyl-  or  ethylamino-  ' 
acids  yield  with  cyanamide  the  corresjjond- 
ing  creatinine.    The  creatine  is  formed  only  in 
the   case   of   methylglycocine   and  ,S-methyl- 
aminopropionio  acid,  the  latter  yielding  methyl-  > 
alacreatine  NH2-C(NH)-NMe-CHMe-C0.,H  (Lin- 
denberg,  J.  pr.  Chem.  1875,  [2 J  12,  253).    This  j 
generalisation   is   not   confirmed   by  Gansser  i 
(Zeitsch.  physiol.  Chem.   1909,  61.  16),  who 
obtained  the  creatinine  and  not  the  creatine 
from  a-methylaminopropionic  acid  and  cyana- 
mide,   but  prepared  l3-methi/kiuaninopwpionic  , 
acid  NH.,-C(NH)NMe-[CH.]2C63H,H20,  m.p. 
201°-202°,-  from  cyanamide  and  ^-metiiylamino- 
propionic  acid,  and  y-methylquaninobutyric  acid 
NH,-C(NH)NMe-[CH2]3C02H,  m.p.  307°,  from 
cyanamide  and  7-methylaminobutyric  acid. 

Formaldehyde  and  creatine  yield  the  com- 
pound C6H„0..,N3,2H30,  decomposing  at  250°, 
and  forming  a  dibemoyl-  derivative  C5H9O3N3BZ2,  • 
m.p.  265°-266°  (Jafte,  Ber.  1902,  35,  2896).  j 

Phthalyldicreatine  ! 
CoHj[CO-NH-C{NH)-NMe-CH2-C02H], 
has  m.p.  212°  (Urano,  Beit.  Chem.  Physiol.  Path. 
1907,  9,  183).  Diacetylcreatiu'. 

NH :  C(NHAc)NMe-CH2-C02Ac 
has  m.p.  165°  (Erlenmeyer,  Annalen,  1895,  284, 
50).  M.  A.  W. 

CREATININE,  Methylylycocyamidine 

^NMe-CH,  j 
C:NH  ■  ' 

\NH-CO 

discovered  by  Liebig  in  human  urine  (Annalen, 
1847,  62.  268),  the  amount  excreted  being 
26-30  mg.  per  kilo,  weight  of  body  per  diem 
(Koch,  Amer.  J.  Physiol.  1905,  15,  1),  is  also  a 
constant  constituent  of  the  urine  of  horses, 
cows,  dogs,  pigs,  and  rabbits  ;  it  occurs  in  small 
quantities  in  the  flesh  of  fish,  about  0-2  p.c.  in 
the  case  of  cod  (Poulsson,  Chem.  Zentr.  1904,  ii. 
30);  and  traces  (0-000098  p.c.)  are  found  in 
blood  (Cooper  Colls,  J.  Physiol.  1896,  20,  107). 

Under  normal  conditions,  the  excretion  of 
creatinine  is  constant  from  dav  to  day  and  hour 
to  hour  (Shafier,  Amer.  J,  Physiol.  1908,  23,  1);  it 
is  not  affected  by  diet  or  exercise  (Folin,  ihid. 
1905,  13,  45,  66,  117  ;  Pekelharing,  van  Hoogen- 
huyze  Verploegh.  Proc.  k.  Akad.  Wetensch, 
Amsterdam,  1905,  8,  363  ;  Klercker,  Beit.  Chem. 
Physiol.  Path.  1906,  8,  59).  It  is  now  generally 
regarded  as  one  of  the  end  products  of  endo- 
genous nitrogenous  katabolisin,  the  liver  con- 
tinuously forming  creatinine  from  substances  - 


carried  to  it  by  the  blood  ;  part  of  this  creatinine 
furnishes  the  muscular  creatine  by  the  change  it 
undergoes  in  the  developing  muscle  ;  the  rest  is 
excreted  by  the  kidnevs  (Folin,  I.e.  ;  Mellanbv, 
J.  Physiol.  1908,  36,  ■'447  ;  Lefmann,  Zeitsch. 
physio!.  Chem.  1908,  57,  476).  In  cases  of  fever 
or  starvation,  the  amount  of  urinary  creatinine 
is  increased,  the  material  wanted  for  contraction 
being  drawn  from  the  muscular  proteida  (Pe- 
kelharing, van  Hoogenhuyze  Verploegh,  I.e. ; 
Leathes.  J.  Physiol.  1907,  35,  205).  In  cancer 
of  the  liver,  the  urinary  creatinine  is  diminished 
and  the  creatine  is  increased  (Mellanby,  loc.  cit.). 

Creatinijie  is  extracted  from  urine  by 
evaporating  to  one-third  the  original  volume, 
decanting  from  the  salts  that  crystallise  out, 
precipitating  with  lead  acetate  and  filtering, 
removing  the  lead  from  the  filtrate  and  preciin- 
tating  the  creatinine  as  the  sparingly  soluble 
double  salt  with  mercuric  chloride.  This  is 
separated,  decomposed  by  sulphuretted  hydro- 
gen, and  the  creatinine  crystallised  from  the 
filtrate  as  the  hydrochloride  (Maly,  Annalen, 
1871,  159,  279). 

Creatinine  bears  the  same  relation  to  creatine 
as  hydantoin  to  hydantoi'c  acid : 

NH,,  NH-CO 
CO  ,  (JO  ; 

-NH-CHj.COaH  ^NH-CHa 
Hydanto'ic  acid.  Hydauto'iii. 

^NHa  ^NH  .  CO 

C:NH  ,  C:NH  ] 

\NMeCH2-C0oH  \NMe-CH2 
Creatine.  Oreatiniiie. 
and  is  prepared  by  boiling  creatine  with  dilute 
mineral  acids  for  some  hours  (Liebig,  Annalen. 
1847,  62,  628)  or  by  heating  at  117°  for  15 
minutes  under  pressure  (Benedict  and  Myers, 
Amer.  J.  Physiol.  1907,  18,  362). 

Creatinine  can  be  prepared  synthetically  by 
heating  guanidine  carbonate  with  sarcosine  at 
140°- 160°  (Horbaczewski,  J.  Pharm.  Chim. 
1885,  86). 

Creatinine  forms  anhydrous  monoclinic 
prisms  soluble  in  11-5  parts  of  water  or  100  parts 
of  absolute  alcohol  at  16°  (Liebig,  I.e.),  and 
separates  on  slow  evaporation  of  dilute  solutions 
in  square  plates  containing  2H2O  (Salkowski, 
Zeitsch.  physikal.  Chem.  1880,  4,  133).  It  is  a 
weak  base,  displacing  ammonia  from  its  salts, 
and  Forming  soluble  salts  with  the  mineral  acids 
(Liebig,  I.e.),  the  picrate  C4H-0Np-CBH307N3, 
m.p.  212°-213°,  crystallises  in  sparingly  soluble 
yellow  needles  ;  the  acid  picrate 

CiH,0N3-2C„H30,N3 
has  m.p.  161°-166°  (MaverhotTer,  Wien.  Klin. 
Woch.  1999,  22,  [3]);  the  tartrate 

(C4H,ON3)2-C,H,Oe 
decomposes  at  207°-209°  ;  the  oxalate 

(C,H,ON3).,-C2H,,0, 
is  sparingly  soluble  in  alcohol  (Poulsson,  Chem. 
Zentr.  1904,  ii.  30).  Creatinine  forms  charac- 
teristic double  salts  with  platinic  chloride 
(C4H-0N3,HCl)2'PtCl4,  orange-red  plates,  m.p. 
220°-225°  ;  with  auric  chloride 

C^H-ONj-HCl-AuCU: 
yellow  crystals,  m.p.  170°- 174°  ;  with  potassium 
picrate  C4H,0N3-CeH30;N3.KC6H20,N3,  lemon- 
yellow  prisms,  100  parts  of  water  dissolve  0-1806 
part  of  the  salt  at  19°-20°  ;  with  zinc  chloride 
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(('4H,ON3).,-ZnCL,  almost  insoluble  in  alcohol 
(Heintz,  J.  1847,  48.  883)  ;  with  mercuric 
chloride4(C4H.HgON3-HCl)-3HgCl,.2H„0(John- 
son,  Proc.  Roy.  Soc.  1886,  43,  493)". 

Creatinine  is  converted  into  creatine  by  the 
action  of  cold  dilute  ammonia  or  calcium 
hydroxide  solutions ;  boiling  baryta  solution 
converts  it  into  ammonia  and  methyl  hydanto'in  ; 
with  alkaline  oxidising  agents  it  yields  methyl- 
guanidine  and  oxalic  acid,  but  is  comparatively 
stable  towards  acid  permanganate  solutions 
{.lolles,  Ber.  1902,  35,  160). 

The  presence  of  creatinine  in  dilute  solution 
or  in  urine  can  be  detected  by  (1)  Maschke's  test 
(Zeitsch.  anal.  Chem.  1878,  134),  which  consists 
in  the  formation  of  a  sparingly  soluble  double 
compound  of  creatinine  and  cuprous  oxide, 
when  the  suspected  solution  is  heated  at  50°-60'' 
with  Fehling's  solution  ;  as  the  cuprous  oxide  is 
formed  by  the  oxidation  of  part  of  the  creatinine, 
it  is  advisable  to  add  a  little  glucose  to  the 
mixture ;  the  test  is  sufficiently  delicate  to 
allow  of  the  detection  of  -[jjij^  part  of  creatmine. 
(2)  WeyFs  test  (Ber.  1878,  11,  2175)  consists  in 
the  production  of  a  ruby  -  red  colouration, 
changing  to  yellow  when,  to  a  solution  of 
creatinine,  a  few  drops  of  10  p.c.  sodium  nitro- 
prusside  and  the  same  quantity  of  10  p.c.  sodium 
hydroxide  or  carbonate  solution  are  added.  On 
acidifying  the  solution  with  acetic  acid  and 
boiling,  the  colour  becomes  emerald  green, 
changing  to  blue,  due  to  the  formation  of 
Prussian  blue  (SaUcowski ;  Colasanti,  Gazz. 
chim.  ital.  1887,  17,  129).  Guareschi  fBer. 
1888,  21,  Ref.  372)  has  shown  that  this  reaction 
is  given  by  other  compounds  than  creatinine 
containing  the  — CO-CHj—  complex.  (3) 
Jaffe's  test  (Zeitsch.  physiol.  Chem.  1886, 
10,  399)  is  the  production  of  a  deep-red 
colour,  v.hen  picric  acid  and  an  excess  of 
sodium  hydroxide  solution  are  added  to  the 
liquid  containing  the  creatinine.  Chapman 
(Chem.  News,  1909,  100,  175)  has  shown  that 
the  colour  is  due  to  the  sodium  salts  of  amino- 
dinitrophenol  (picramic  acid),  and  diamino- 
nitrophenol  formed  by  the  reduction  of  the 
picric  acid  by  the  creatinine  ;  if  the  creatinine 
is  present  in  excess,  reduction  to  the  colourless 
triaminophenol  occurs. 

The  older  methods  for  the  estimation  of 
creatinine  were  based  upon  the  isolation  of  the 
base  in  the  form  of  its  sparingly  soluble  double 
salt  with  mercuric  or  zinc  chloride,  and  either 
weighing  the  precipitate  or  estimating  the  metal 
or  the  nitrogen  in  the  compound  (Neubauer, 
Annalen,  1 19,  35  ;  Salkowski,  Zeitsch.  physiol. 
Chem.  1886,  10,  113  ;  Groeco.  Chem.  Zentr. 
1887,  17  ;  Kolisch,  ihid.  1895,  i.  814  ;  Ladd  and 
Bottenfield,  Amer.  Chem.  J.  1898,  20,  869; 
Edleson,  Chem.  Zentr.  1909,  i.  108)  recommends 
precipitating  the  sulphate  in  the  presence  of 
alcohol  and  ether,  dissolving  it  in  water^  and 
titrating  the  solution  with  standard  barium 
hydroxide  solution,  using  phenol  phthalein  as 
indicator. 

The  method  generally  adopted  for  estimating 
creatinine  in  urine  is  Folin's  colorimetric  method, 
based  on  Jalie"s  reaction  (Zeitsch.  physiol.  Chem. 
1904,  41,  223).  N/2  potassium  dichromate 
solution  is  placed  to  a  height  of  8  mm.  in  one 
tube  of  a  Duboscq  colorimeter ;  100  c.c.  of  the 
urine  is  placed  in  a  500  c.c.  flask  with  10  c.c.  of  ' 


a  1'2  p.c.  solution  of  picric  acid  and  5  c.c.  of  a 
10  p.c.  solution  of  sodium  hydroxide,  left  for 
a  few  minutes  and  made  up  to  the  mark.  If  x 
is  the  length  of  this  solution  in  the  second  tube 
required  to  give  the  same  colour  effect  as  the 
8  mm.  of  the  standard  dichromate  solution  in 
the  first  tube,  then  8-1  x  10/a;=mg.  of  creatinine 
in  the  10  c.c.  of  the  urine.  If  x  is  less  than  5, 
only  5  c.c.  of  urine  should  be  used  ;  if  r  is  greater 
than  13,  then  20  c.c.  of  urine  should  be  used. 
If  creatine  is  also  present  in  the  urine,  the 
amount  may  be  estimated  by  first  determining 
the  creatinine  as  above,  then  converting  the 
creatine  in  another  10  c.c.  of  the  urine  to 
creatinine  by  heating  it  with  5  c.c.  of  N/2  HCl 
on  the  water-bath  for  3  hours  or  for  15  minutes 
at  117"  under  pressure  (Benedict  and  Myers, 
Amer.  J.  Phys.  1907,  18,  362),  and  estimating 
the  total  creatinine.  The  difference  between 
the  two  results  represents  the  amount  of 
creatinine  equivalent  to  the  creatine  originally 
present.  (For  precautions  to  be  observed  re- 
garding temperature,  time,  and  dilution,  iu 
applj'ing  this  method  for  the  estimation  of 
creatinine,  compare  Chapman,  Chem.  News, 
1909,  100,  175.) 

Two  isomeric  nitronocreatinines  were  obtained 
by  Dessaignes  (Annalen,  1856,  97,  341)  and 
Miircker  {ibid.  18G5,  133,  305)  by  passing  the 
nitrous  fumes  from  the  action  of  nitric  acid  on 
arsenious  oxide  into  an  acid  solution  of  creatinine. 
The  less  soluble  a-nitrosocrcatinine  C^HsOaN^ 
decomposes  at  210°,  formmg  a  colourless  liquid 
that  quickly  solidifies  to  a  brown  mass  from 
which  a  new  base  CjHijOaNio  (?)  can  be  ex- 
tracted ;  it  forms  a  crystalline  nitrate,  hydro- 
chloride, and  platin.iddoride,  and  yields  the  bromo- 
derivative  C^HjOjNiBr.  The  more  soluble  fi-nitro- 
socreatinine  CiH^OoN^  melts  at  195°  to  a  brown 
liquid  and  decomposes  at  220°. 

According  to  Kramm  (Chem.  Zentr.  1898,  i. 
37),  the  yellow  colour  formed  by  the  interaction 
of  sodium  nitroprusside  and  sodium  hydroxide 
on  creatinine  (cf.  Weyl,  Ber.  1878,  11,  2175),  is 
due  to  the  formation  of  a  nitrosocreatinine 
CiHgOaN,,  which  can  be  isolated  as  a  colourless 
crystalline  precipitate  by  adding  acetic  acid 
to  the  yellow  alkaline  solution  and  shaking 
vigorously. 

The  following  acyl-  and  alkyl-  derivatives  of 
creatinine  have  been  prepared :  Benxoijlcreati- 
nine    C,,H,,0,N3,   pale  yellow  needles,  m.p. 
187°  (Urano,  B"eitr.  Chem.  Physiol.  Path.  1907. 
9,  183)  ;  methylcreatinine  CsH^ON^.TIjO  and  its 
salts   and   platinichloride   (Korndiirfer,  Arch. 
Pharm.  1904,  242,  641)  ;  ethylcreatinine 
^NH— CO 
C  :  NEt  1 
\NMe— CHa 
(Neubauer,  Annalen,  119,  50);  methylamino-a- 
.NMe-CHEt 

hutyrocyamidine  HNrC-;  |  ;  elhjl- 

\nh-co 

,NEt-CHEt 

amino-a-huiyrocyamidine       -.C^^      |  ; 

\NH  ■  CO 

/NEt-CHMe 

ethylaimnopropioiioeyamidineQ.'ii:G\^        ^  ; 

^NEt-GHz 

ethylaminoacetocyamidine      HN :  C  I  ; 

"^NH-CO 
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melhylaminoisovaleroc>iamidine 

,NMe-CH'CHMe, 


HN:C 


NH  ■  CO 


^NHCO- 
a-aminocwprocyxmidine  C  •  NH  | 

\NH-CH-[CH2]3Me 

(Duvillier,  Compt.  rend.  1882,  95.  456  ;  96, 
1583  ;  97,  1486;  100,  916;  103,  211;  104, 
1290). — For  Xanlho-,  Criiso-  and  Amplii-creati- 
nine  v.  Xantliocreatinine.  M.  A.  W. 

CREOLIN.  A  disinfectant  con.=istin2  of  a 
mixture  of  coal  tar  with  colophony  or  Venetian 
turpentine,  in  a  caustic  soda  solution. 

CREOSOTAL  {Creosote  carbonate)  is  a  mixture 
of  carbonates  of  the  phenols  present  in  wood 
creosote,  of  which  the  chief  are  guaiacol  and 
creosol. 

It  is  produced  by  heating  creosote  with  a 
benzene  solution  of  carbonyl  chloride  (pliosgene) 
under  pressure  (Heyden,  Eng.  Pat.  19074,  1890), 
but  is  generally  prepared  by  passing  phosgene 
gas  through  a  solution  of  beech-wood  creosote 
in  caustic  soda  solution.  The  carbonate 
separates  as  an  oil,  and  is  washed  with  dilute 
caustic  soda  and  iinaUy  with  water. 

Creosotal  is  a  viscid  yellowish  liquid,  in- 
soluble in  water,  but  soluble  in  alcohol,  chloro- 
form, benzene,  &c.  (Aufreclit,  Pharm.  Zeit.  1908, 
53,  480).  When  it  is  boiled  with  caustic  potash, 
the  odour  of  creosote  is  evolved.  It  is  quite 
odourless,  tasteless,  and  non-trritant  in  its  action 
upon  the  mucous  membrane,  and  is  therefore 
much  used  as  a  substitute  for  creosote  m  the 
treatment  of  bronchial  affections  and  pneu- 
monia, esj)ecially  in  children  (Weber,  Pharm.  J. 
68,  115;  Toff,  ihid.  73,  414).  The  dose  for 
adults  is  about  60  grains  daily,  and  it  is  usually 
siven  in  an  emulsion  (Haefelin,  Pharm.  Zeit.  49. 
141). 

CREOSOTE  or  KREOSOTE  (from  Kp4ws. 
contracted  genitive  of  Kpias,  meat,  and  au(ui, 
I  save  or  preserve).  Wood  tar,  and  coal  tar, 
when  subjected  to  distillation,  yield  fractions 
technically  known  as  '  creosote,'  both  of  which, 
the  latter  more  especially,  find  extensive  and 
important  uses  in  the  industrial  arts. 

Reichenbach,  in  the  year  1832,  applied  the 
term  '  kreosote  '  to  a  substance  derived  from 
wood  tar,  and  which  has  been  found  to  possess 
powerful  antiseptic  properties  :  shortly  after- 
wards, Runge  discovered  carbolic  acid  in  coal 
tar,  and  the  two  products  were,  for  a  con- 
siderable time,  regarded  as  identical  ;  similar 
compounds,  however,  have  since  been  procured 
from  other  sources,  and  in  order  to  prevent  con- 
fusion, it  has  been  suggested  to  restrict  the  use 
of  the  term  '  creosote  '  to  the  use  in  a  generic  sense 
as  referring  to  all  the  phenols  and  phenoloid 
bodies  derived  indifferently  from  coal,  wood, 
coke-oven,  blast-furnace,  and  shale  -  oil  tars. 
The  enormous  extension  of  the  use  of  creosote 
oil  from  coal  tar  for  the  preservation  of  timber 
has  resulted  in  the  terms '  creosote  '  and  *  creosote 
oil '  being  used  commercially  as  meaning  the 
heavier  distillates  from  coal  tar  and  coke  oven- 
tar,  the  oils  from  blast-furnace  tar  being  dis- 
tinguished as  '  blast-furnace  creosote.' 

Wood-tar  creosote.  The  tar  derived  from 
the  distillation  of  beechwood,  when  subjected  to 
further  distillation,  yields  certain  fractions  that 
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are  heavier  than  water,  and  which,  after  agitation 
with  solution  of  caustic  soda,  and  separation 
from  insoluble  oils,  are  boiled  with  free  access  of 
air  in  order  to  oxidise  various  impurities  present ; 
the  alkaline  solution  thus  obtained  is  decom- 
po.^^ed  with  dilute  sulphuric  acid,  the  crude 
creosote  which  separates  is  again  submitted  to 
a  similar  alkaline  and  acid  treatment,  and  the 
product  finally  distilled,  reserving  the  fraction 
passing  over  between  200°  and  220°. 

This  represents  the  ordinary  '  wood-tar 
creosote  '  of  commerce.  It  is  a  complex 
mixture  of  phenoloid  compounds,  the  proportions 
of  which  are  materially  influenced  by  the  method 
originally  followed  in  distilling  the  beechwood 
from  which  it  was  obtained. 

Wood-tar  creosote,  when  freshly  prepared, 
is  a  colourless,  transparent  liquid  of  an  oUy 
consistency,  and  which  retains  its  fluidity  at  a 
very  low  temperature  ;  its  sp.gr.  varies  from 
1-037  to  1-087  ;  it  boils  at  205°-225°,  and  dis- 
solves in  about  200  jjarts  of  water  ;  its  odour 
is  strong  and  penetrating,  resembling  that  of 
wood  smoke,  or  rather  of  smoked  meat ;  it 
refracts  light  powerfully  and  burns  with  a  very 
sooty  flame.  Wood-tar  creosote  is  powerfully 
antiseptic,  but  its  power  of  coagulating  albumen 
has  been  denied ;  nevertheless,  it  preserves 
animal  substances  as  effectively  as  carbolic 
acid.  It  is  less  caustic  than  carbolic  acid,  and 
is  not  poisonous.  Wood-tar  creosote  may  be 
regarded  as  consisting  of  a  mixture  of  compounds 
included  m  several  homologous  series,  chiefly 
of  acid  methylic  ethers  of  catechol,  and  the 
presence  of  the  following  bodies  has  been 
established  ; — 

Boiling- 
Name  Formula  point 

1.  Monohydric  phenols  : 

Phenol,  carbolic  acid    CgHjOH  182° 
Cre.sols,cresylic  acid<  r  tt  lou  \nvt 

(1-2,  1-3,  1-4)       (  (-,5H4((_H3)OH  203 

Xylenol3  or  phlorols  ,i  „  „  ,„„  ,  „„ 
(1-3-4,  1_3_5)       i  ^siiay'-tish^ii 
Ethyl-phenol  (1-2)    .  C6H4(C2H5)OH  203° 

2.  Methyl  ethers  of  dihydric  plienols  : 

Guaiacol  or  methyl-;  p,  „   ajCH„)  onno 

catechol               <  ^s^i  ioH  < 

Creosol   or  methyl-;  „  „           tOCH„;  „qo 

homocatechol       f  ^e^isi'-'-tis' ^OH    )  "'■^ 

°Xof^^'''°°'"'^*'"i  CeH3{CH3)(OCH3),  214-'-218° 
Homocreosol  or  di- ;  f,  „  ,,,tt  .  t  OCH,i  o,no 
methyl-guaiacol    S  '^  e^^'^'^^shi  on     <  -^^^ 

Ethyl-guaiacol  (1-3-4)  C5H3(C2H5)  ]  q^^s  \  — 

Coerulignol   or  pro-J  p  „      „    i  OOH,  (  .o,,u 
pyl-guaiacol         y '-'e^av^'a'^T)  (OH  (" 

3.  Metliyl  ethers  of  trihydric  phenols  : 

(OCHgN 

Dimethyl-p>-rogallol     CeHjIOCHjj  253° 

Dimethyl  -  methyl-  )  p      ,f,TT  Jorn^l  or^o 
pyrogallol  )'  i-elal^ils'l J]'j;jil3|  -''^ 

lCeH2{C3n,)|0CH3|  285° 


Dimethyl  -  propyl 
pjTogallol  (pica 
mar) 

Methvl-propyl-])V 
ga'.lol 


C,H,(03H-)/oH^n  290° 


Of  these  compounds,  phenol  is  present  in 
extremely  small  quantity,  joaracreosol  in  larger, 
and  phlorol  in  notable  proportion,  but  the  two 
principal  constituents  of  creosote  are  guaiacol 
and  creosol,  although  not  equally  present  in  all 
varieties ;  guaiacol,  according  to  Allen,  pre- 
dominates in  Rhenish  creosote,  whilst  with 
Morton's  creosote  frorn  '  Stockholm  tar,'  creosol 
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is  the  chief  constituent.  Homocreosol  and 
coerulignol  ate  present  in  small  quantity  only, 
but,  according  to  Griitzel,  the  latter  body 
possesses  such  energetic  and  astringent  qualities 
that  a  single  drop  placed  on  the  tongue  causes 
bleeding  ;  purified  creosote  should  therefore  be 
absolutely  free  from  this  compound,  which  may 
be  detected  by  the  blue  colouration  produced  by 
barium  hydroxide. 

The  less  valuable  portions  of  wood-tar 
creosote  have  been  found  by  A.  W.  Hofmann  to 
contain  the  methyl  ethers  of  ijyrogallol  and  its 
homologues  ;  these  bodies  are  of  interest  from 
the  remarkable  colouring  matters  (originally 
discovered  by  Runge)  which  may  be  derived 
from  them  by  oxidation  :  thus,  if  the  sodium 
derivative  of  dimethyl-pyrogallol  be  mixed 
\vith  the  sodium  derivative  of  dimethyl-methyl- 
pyrogallol  and  excess  of  sodium  hydroxide  and 
heated  in  the  air,  a  substance  called  eupittonic 
acid  is  formed,  according  to  the  following 
equation  : — 

(C,H,o03)2+C,H,20,+20,=C25H2eO,+3H20. 

Eupittonic  acid  has  the  constitution  of  a 
hexamethoxyl  aurin  CjgH(,(0CH3)„03.  Rei- 
chenbach's  '  pittical,'  called  by  Wichelhaus 
'  eupittone,'  was  a  salt  of  eupittonic  acid. 
Wood-tar  creosote  has  been  met  with  adulterated 
to  a  considerable  extent  with  crude  carbolic  and 
cresylic  acids,  and  from  the  fact  that  the  re- 
actions of  these  substances  closely  resemble 
those  of  wood  creosote,  the  distinction  between 
the  two,  especially  when  in  admixture,  is 
attended  with  some  difficulty.  Genuine  beech- 
wood  tar  is  soluble  in  solutions  of  caustic 
alkalis,  and  forms  a  crystalline  compound  with 
potassium  hydroxide,  but  not  with  sodium 
hydroxide ;  on  the  other  hand,  it  is  practically 
insoluble  in  strong  ammonia. 

An  alcoholic  solution  should  give  no  coloura- 
tion whatever  (hlue  or  red)  with  baryta  water  ;  j 
such  colouring  indicates  the  presence  of  coeru- 
lignol and  other  impurities. 

The  composition  of  beechwood  and  oak 
creosotes,  freed  from  hydrocarbons,  is  given  by 
Belial  and  Ghoay  (Compt.  rend.  1894,  119,  166), 
as  follows  • — 


Beech 

Beech 

Oak 

Distillation  tem- 

perature, °C. 

200-220' 

200-210° 

200-210= 

Specific  gravity  . 

1-085 

1-085 

1-068 

Monophenols 

39-0 

39-0 

55-0 

Guaiacol 

19-7 

26-5 

14-0 

Cieosols  and  homo- 

logues 

40-0 

32-1 

31-0 

Loss  . 

1-3 

2-4 

Owing  to  the  demand  for  guaiacol  for 
pharmaceutical  purposes,  wood-tar  creosote,  as 
it  occurs  in  commerce,  is  frequently  found  to 
have  been  deprived  of  pait  or  the  whole  of  the 
guaiacol  it  contained. 

Methods  for  the  determination  of  guaiacol  in 
wood  creosote  are  given  by  Be'hal  and  Ghoay 
(Compt.  rend.  1893,  116,  197);  M.  Adrian 
(Nouv.  Rem.  13,  97) ;  L.  F.  Kebler  (Amer.  J. 
Pharm.  1899,  409). 

Wood-tar  creosote  is  sharply  distinguished 
from  the  coal-tar  acids  by  its  insolubility  in 


absolute  glycerol ;  it  is  also  distinguished  from 
the  coal-tar  acids  by  its  reaction  with  an  ethereal 
solution  of  nitrocellulose ;  shaken  with  half  its 
volume  of  collodion,  B.P..  Calvert's  No.  5  car- 
bolic acid  coagulates  the  gun-cotton.  Morson's 
creosote  does  not  precipitate  the  nitrocellulose 
from  collodion,  but  mixes  perfectly  with  the 
ethereal  solution  ;  when  a  mixture  of  equal 
volumes  of  Morson's  creosote  and  Calvert's 
No.  5  acid  is  treated  with  the  collodion,  the 
precipitation  is  very  marked. 

Coal-tar  creosote,  Heavy  oils.  Dead  oils. 
This  substance,  both  as  regards  the  magnitude 
of  its  production,  and  the  extensive  uses  to  which 
it  is  applied,  occupies  a  position  of  considerable 
interest  and  importance.  As  a  distillate  de- 
rived from  coal  tar,  it  represents  the  fraction 
passing  over  between  204°  and  404°. 

As  far  as  can  be  gathered  from  trustworthy 
statistics,  the  annual  ijroduction  of  creosote 
from  gas-works  and  coke-oven  tar  in  the  United 
Kingdom  amounts  to  about  49,000,000  gallons. 
The  census  of  production  gave  45,303,000  gallons 
in  1907,  the  major  part  of  which  is  disposed  of 
in  the  creosoting  of  timber,  very  large  quantities 
being  shipped  to  America  in  bulk  in  special  tank 
steamers.  Considerable  amounts  are  also  used 
for  softening  hard  pitch ;  as  liquid  fuel  for 
lighting ;  in  the  production  of  lampblack  ;  as  an 
antiseptic,  and  as  a  cattle  wash  for  the  destruc- 
tion of  animal  parasites. 

Coal-tar  creosote  differs  considerably  in 
appearance  and  character ;  that  known  as 
'  London  make  '  exhibits  a  deep  greenish  shade, 
and  is  more  or  less  fluorescent ;  it  is  highly 
charged  with  naphthalene,  and  is  not  unfre- 
quently  viscid  or  semi-solid  at  ordinary  tempera- 
tures. '  Midland  or  country '  creosote  shows 
less  fluorescence,  and  is  both  thinner  and  more 
volatile.  The  '  Scotch  '  creosotes  derived  from 
cannel  coal  are  still  thinner  and  proportionally 
more  volatile,  and  not  unfrequently  lighter  than 
water ;  creosote  oil  from  London  coal  tar  is 
always  heavier  than  water  ;  the  specific  gravity 
of  the  portions  last  distilling  reaching  as  high  as 
1-10,  but  the  mean  of  the  mixture  may  be  taken 
at  1-065,  while  for  country  make  it  seldom 
exceeds  1-05.  Coal-tar  creosote  possesses  a 
strong  unpleasant  odour,  highly  characteristic 
of  the  fluid,  and  which  readUy  distinguishes  it 
from  all  others. 

Any  attempt  to  determine  the  absolute 
composition  of  coal-tar  creosote  is  attended 
with  much  difficulty,  but  the  following  substances 
are  known  to  be  present :  naphthalene,  phenan- 
threne,  anthracene,  pyrene,  chrysene,  carbazole, 
benzerythrene,  and  other  hydrocarbons  accom- 
panying the  distillation  of  tar. 

Various  phenoloid  bodies  are  also  present, 
consisting  of  carbolic  and  cresylic  acids,  with 
higher  phenols,  concerning  which  little  is  really 
known.  Basic  substances,  consisting  of  the 
heavier  members  of  the  pyridine  series,  crypti- 
dine,  quinoline,  and  acridine,  are  also  present, 
together  with  the  so-called  indifferent  oils,  fluid 
at  ordinary  temperatures,  and  about  which  still 
less  is  known.  Carbolic  and  cresylic  acids  vary 
greatly  in  the  proportion  found  ;  for  '  London 
creosote  '  the  average  yield  of  total  tar  acids 
may  be  stated  at  4  to  7  p.c.  ;  while  for  '  country 
make '  the  quantity  is  often  considerably 
higher.   The  bulk  of  the  pyridine  or  basic  bodies 
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contained  in  tho  coal  tar  jjasses  over  in  dis- 
tillation of  the  lighter  oils. 

Employment  of  creosote  oil  for  prescrviny 
timber  (creosotiwi)  {v.  Wood  feeservatives). 

Employment  of  creosote  oils  for  softeninij  pilch 
[v.  Pitch). 

Employment  of  creosote  oils  for  lighting. — 
Creosote  oil  has  long  been  employed  as  a  source 
of  light  in  the  construction  of  harbours  and  out- 
door work,  where  smoke  was  of  little  conse- 
quence or  inconvenience  ;  but  when  it  is  wished 
to  burn  this  oil  to  the  greatest  advantage  and 
with  tlie  least  possible  amount  of  smoke  and 
soot,  it  becomes  necessary  to  employ  lamps  so 
constructed  that  a  jet  of  air  or  steam,  more  or 
less  superheated,  may  be  introduced  in  such  a. 
manner  as  to  ensure  more  perfect  combustion, 
Hartmann  and  Lucke  (D.  R.  P.  9195,  Aug.  9, 
1879)  constructed  a  lamp  specially  intended  for 
the  consumption  of  creosote  oils,  in  which  the  oil 
is  automatically  supplied  to  a  dish  -  shaped 
receijtacle,  over  which  is  placed  a  funnel-shaped 
cylinder.  In  the  centre  of  the  dish  or  receptacle 
receiving  the  oil  from  its  attached  reservoir,  is 
placed  a  conical  tube,  reaching  a  little  above 
the  surface  of  the  oil,  and  through  which  a  jet  of 
superheated  or  dry  steam  may  be  driven.  In 
using  the  lamp,  the  dish  or  receptacle  referred 
to  is  allowed  to  fill  with  oil  ;  it  is  then  ignited  at 
its  surface,  the  funnel-shaped  cylinder  placed 
over  it,  and  steam  cautiously  admitted  through 
the  conical  tube.  It  will  readily  be  seen  that 
the  arrangement  closely  resembles  the  old 
'  Herapath  blowpipe,'  with  the  difference  that 
the  steam  is  forced  through  a  body  of  com- 
bustible fluid,  issuing  just  above  its  surface,  in 
jilace  of  air  forced  through  a  body  or  envelope 
of  combustible  gas,  and  issuing  at  a  point  or 
position  that  may  be  called  its  surface. 

The  oil  thus  burns  without  wick  or  chimney, 
and  alTords  a  light  of  180  standard  candles,  with 
an  hourly  consumption  of  a  little  over  2  lbs.  of 
creosote. 

An  apparatus  for  a  similar  purpose  has  been 
patented  by  Lyle  and  Hanuay,  under  the  name 
of  the  '  Lucigen.'  It  consists  of  an  oil  tank  or 
reservoir,  fitted  with  a  special  burner  at  the  top 
of  a  tube,  which  maj'  be  extended  to  any  length  ; 
into  this  reservoir  compressed  air  is  introduced 
bj'  an  indlarubber  pipe,  so  attached  as  to  make 
the  '  Lucigen  '  portable.  On  the  compressed 
air  being  admitted  into  the  oil  tank  or  receptacle, 
it  forces  the  oil  up  tlirough  an  internal  tube,  and, 
escaping  at  the  same  time  with  the  oil  in  the 
burner,  produces  a  spray  which  is  set  on  fire.  A 
light  of  about  2000  candle-power  is  given  by  the 
'  Lucigen.'  The  flame  is  large,  the  light  well 
diffused,  and  the  eyes  are  not  dazzled  bj'  it. 
There  is  little  or  no  smoke  from  the  flame,  and 
the  lamp  buins  equally  well  under  heavy  rain 
or  spray  ;  it  requires  no  lantern,  and  has  no 
parts  which  can  be  damaged  by  rough  usage. 
In  the  '  Doty  '  and  '  Wells  '  lights,  pressure  is 
brought  to  bear  on  the  surface  of  the  oil  or 
creosote  by  means  of  an  air  pump,  whereby  the 
oil  is  forced  through  a  coil  surrounding  the  lower 
portion  of  the  flame,  and  becomes  distilled  into 
gas. 

Creosote  oil  has  also  been  employed  for  the 
purpoise  of  illuminating  and  heating,  by  direct 
conversion  into  permanent  gas.  A  ton  of 
creosote  is  capable  of  yielding  K',;!00  cubic  feet 
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of  gas,  with  an  illuminating  power  of  14  candles  ; 
a  yield  of  29,300  cubic  feet  may  be  obtained,  but 
of  S\  candle-power  only  ;  the  chief  drawback  to 
this  method  of  utilisation  is  tho  high  tempera- 
ture necessary  to  decompose  the  oils,  and  which 
results  in  the  production  of  low  candle-power 
gases. 

Employment  of  creosote  ris  fuel. — Creosote  oil 
is  extensively  used  as  a  fuel,  both  for  marine 
and  stationary  purposes  and  especially  for 
furnaces  for  heating  iron  rods  for  the  manufacture 
of  bolts  and  rivets,  and,  from  theoretical  con- 
siderations, would  appear  to  be  eminently 
adapted  to  the  purpose,  1  lb.  of  coal-tar  creosote, 
when  effectively  burnt,  being  capable  of  evaporat- 
ing 11-24  lbs.  of  water,  a  result  which  is  con- 
.siderably  in  excess  of  that  obtained  from  coal 
or  coke. 

Various  methods  have  been  devised  for 
burning  the  oil  to  the  greatest  advantage. 
These  may  be  briefly  summarised  under  the 
following  heads  : — 

1.  Injection  into  the  furnace  by  means  of 
compressed  air  with  '  atomising  '  apparatus. 

2.  Injection  into  the  furnace  by  means  of 
steam  with  '  atomising  '  apparatus. 

3.  Feeding  into  the  furnace  by  simple 
gravitation,  alone  or  in  combination  with  coke. 

G.  F.  Dexter  (Journ.  Gas  Lighting,  June  29, 
1886,  1242-1244),  in  a  table  showing  the  relative 
calorific  values  of  certain  coal-tar  distillates, 
refers  to  creosote,  or  heavy  oils,  as  under  : 

Average  formula  Ci^Hi^  ;  b.p.  240°  to  270° 
and  upwards. 

Projjortionate  weight  of  constituents  : 

Carbon  .  .  .  0-93913 
Hydrogen     .        .        .  0'06087 

Calorific  value  : 

Carbon  units  .  .  .  497 
Hydrogen  units  .        .  .210 

Employment  of  creosote  oil  as  an  antiseptic 
and  for  the  purposes  of  a  cattle  tvash  and  sheep 
dip  (v.  Disinfectants). 

Creosote  oil  is  also  now  largely  used  to  absorb 
benzene  from  coke-oven  gas.  The  gas,  after  the 
extraction  of  the  ammonia,  is  passed  up  towers 
or  scrubbers  down  which  a  shower  of  creosote 
oil  falls.  The  creosote  oil  takes  up  from  3  to 
4  p.c.  of  benzene,  and  this  is  regained  by  distilla- 
tion with  steam,  the  creosote  being  used  ovei- 
ancl  over  again  until,  by  the  accumulation  of 
dirt  and  tar,  it  becomes  too  viscid,  when  it  is 
generally  run  into  the  tar  well.  This  fact  should 
not  be  lost  sight  of  when  estimating  the  propor- 
tion of  creosote  in  coke-oven  tars. 

The  heavier  portions  of  creosote  oil  are  also 
used  to  absorb  naphthalene  from  coal  gas ;  the  gas 
is  passed  through  washers  containing  the  oO. 
As  the  oil  tends  to  abstract  some  of  the  illumi- 
nants  from  the  gas,  it  is  best  to  add  to  the  oil 
before  use  a  small  proportion  of  benzene  sufficient 
to  saturate  tho  oil  so  that  no  more  is  absorbed 
from  the  gas. 

The  heavier  oils  are  also  used  as  a  rough 
lubricant  for  brick-making  machinery,  and  for 
injecting  into  the  brick  kilns  during  the  burning 
of  the  bricks  to  impart  a  superficial  blue  colour 
to  them.  The  creosote  acts  as  a  reducing  agent 
on  the  iron  compounds  in  the  clay,  and  the  red 
colour  is  changecl  to  blue. 
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CREOSOTE  OR  KREOSOTE. 


A  preparation  of  heavy  creosote  or  anthra- 
cene oil  with  lime  is  used  as  a  cart  or  axle 
grease. 

The  examination  of  creosote  oil  -usually  com- 
prises the  determination  of  the  specific  gravity, 
the  percentage  of  tar  acids,  the  amount  of  water 
present,  tlie  point  at  which  it  liquefies,  and  the 
distillation  temperatures.  The  methods  em- 
ployed wiU  be  described  in  the  article  on  Wood 

rRESERVATIVES. 

Creosotes  from,  other  sources  {blast-furnace  and 
shale  oil). — Several  creosotes  of  this  character 
have  been  studied  by  Watson  Smith  and  A.  H. 
Allen.  They  have  been  found  to  differ  materially 
from  those  derived  from  coal  and  wood  tar, 
occupying  an  intermediate  position.  The  waste 
gases  issuing  from  blast  furnaces  fed  with  coal 
instead  of  coke,  deposit  a  considerable  quantity 
of  tar  yielding  a  creosote  greatly  resembling 
that  furnished  by  gas  tar ;  it  differs,  however, 
in  having  a  lower  specific  gravity  and  in  the 
character  of  the  phenoloids  obtained  from  it. 
The  phenoloids  from  blast-furnace  tar,  extracted 
by  Watson  Smith,  contained  only  1-33  p.c.  of 
real  phenol,  boiling  at  182°,  whereas  the  tar 
acids  from  Lancashire  tars  yielded  65  p.c.  of 
crystaUisable  carbolic  acid. 

The  fractions  passing  over  between  210°  and 
230°  contain  phlorol  and  creosol,  and  those 
following  at  a  higher  temperature,  viz.  360°, 
furnish  compounds  allied  to  the  eupittonic  acid 
obtained  from  wood  tar. 

The  tar  obtained  from  producers  using 
bituminous  coal  also  furnishes  creosote  strongly 
resembling  that  from  blast-furnace  tar. 

The  pyrogallic  ethers,  boiling  respectively  at 
253°,  265°,  and  285°,  found  by  Hof mann  in  wood 
creosote,  have  also  been  separated  from  shale 
creosote.  Blast-furnace  creosote  oil  is  now 
produced  in  vast  quantities  in  Scotland,  and 
the  question  of  its  application  has  received  a 
considerable  amount  of  attention.  It  is  em- 
ployed to  a  certain  extent  for  creosoting  timber, 
in  producing  the  '  Lucigen  '  light,  and  as  a  liquid 
fuel.  It  furnishes  from  20  to  35  jd.c.  of  phenoloid 
substances  soluble  in  caustic  soda,  as  against 
4  to  7  p.c.  in  London  coal-tar  creosote,  and  about 
16  p.c.  for  Midland  and  country  make.  Allen 
and  Angus,  who  have  closely  studied  these 
bodies,  have  secured  by  patent  their  use  as  an 
antiseptic  under  the  name  of  '  neosote,'  a  word 
signifying  'new  preserver'  (Eng.  Pat.  11689, 
August  29,  1887).  Experiments  have  shown 
that  the  substance  compares  favourably  with 
carbolic  acid,  whilst  its  caustic  properties,  when 
applied  to  the  skin,  are  very  much  less  marked. 
When  freshly  prepared,  the  fluid  is  almost 
colourless,  and  bears  the  greatest  resemblance  to 
wood-tar  creosote. 

Bibliography. — Lunge's  Coal  Tar  and  Am- 
monia, 4th  ed.  1909;  and  Allen's  Commercial 
Organic  Analysis,  4th  ed.  1910.       W.  H.  C. 

CRESOL  C6Hi(CH3)OH.  The  three  isomeric 
cresols  exist  in  coal  tar  (Williamson  and  Fairlie, 
Annalen,  92,  319;  Ihle,  J.  pr.  Chem.  [2]  14, 
442  ;  Tiemann  and  Schotten,  Ber.  11,  767,  783) 
in  about  the  following  proportions  :  orthocresol, 
35  p.c. ;  metacresol,  40  p.c.  ;  and  paracresol,  25 
p.c.  (Schulze,  ibid.  20,  410). 

The  cresols  can  be  separated  from  the  oily, 
non-crystaUisable  mother  liquors  obtained  in 
the  purification  of  crude  phenol  by  fractiona- 1 


tion  and  crystallisation,  by  dissolving  them  in 
soda  lye,  freeing  the  solution  from  naphthalene 
or  other  hydrocarbons  by  a  current  of  steam, 
and  then  fractionally  precipitating  with  sul- 
phuric acid.  The  first  fractions,  owing  to  the 
greater  acidity  of  phenol,  contain  chiefly  cresols, 
and  are  further  purified  by  distillation  (Miiller, 
Zeitscb.  Chem.  1865,  270). 

Various  processes  have  been  patented  for 
obtaining  meta-  and  para-cresol  from  crude 
cresol.  Rasohig  (Eng.  Pat.  183.34;  D.  R.  P. 
112545  ;  J.  Soc.  Chem.  Ind.  1900,  37),  by  re- 
peated fractionation  of  the  crude  cresol,  obtains 
a  mixture  containing  60  pic.  of  meta-  and  40  p.c. 
of  para-cresol.  This  mixture  is  then  sulphonated 
by  means  of  concentrated  sulphuric  acid,  in 
which  wi-cresolsulphonic  acid  is  easily  soluble, 
but  the  p-  compound  only  with  great  difficulty. 
The  mixture  is  allowed  to  stand  for  a  week,  and 
the  crystals  of  the  p-sulphonic  acid  are  removed, 
or  a  soluble  sodium  salt,  such  as  the  sulphate, 
may  be  added  in  quantity  sufficient  to  form  the 
sodium  salt  of  the  p-cresolsulphonic  acid.  The 
latter  is  separated  from  the  mother  liquor, 
which  consists  of  m-cresolsulphonic  acid  and  a 
little  sodium  sulphate.  The  two  cresols  are 
obtained  from  their  respective  sulphonic  acids 
by  hydrolysis  with  superheated  steam.  In 
another  process  (Raschig,  Eng.  Pat.  25269 ; 
J.  Soc.  Chem.  Ind.  1900,  1099)  the  mixture  of 
the  two  sulphonic  acids  is  subjected  to  the  action 
of  superheated  steam  at  120°- 130°,  the  m- 
cresolsulphonic  acid  alone  being  hydrolysed 
under  these  conditions.  The  m-cresol  distils 
off,  and  on  raising  the  temperature  to  140°- 160° 
the  p-sulphonic  acid  is  hydrolysed  and  p-creso. 
is  obtained. 

According  to  the  Chem.  Fabr.  Ladenburg 
(D.  R.  P.  148703  ;  Chem.  Soc.  Abstr.  1904,  i.  312), 
separation  of  m-  and  p-cresols,  by  partial  sul- 
phonation,  is  incomplete.  The  process  recom- 
mended is  to  heat  crude  cresol  with  sodium 
hydrogen  sulphate  at  100°-110°,  dissolve  the 
product  in  water,  when  p-cresol  separates  out  as 
an  oily  layer,  the  m-cresol  alone  being  sul- 
phonated. Superheated  steam,  at  180°,  is 
passed  in  to  obtain  m-cresol,  after  the  p-cresol 
has  been  separated. 

Another  process  of  the  same  firm  (Eng.  Pat. 
18S1  ;  Fr.  Pat.  339880  ;  D.  R.  P.  152652  ;  J. 
Soc.  Chem.  Ind.  1904,  759)  consists  in  saturating 
the  crude  cresol  with  milk  of  lime,  when  the 
calcium  salt  of  ?«-cresol,  which  is  much  less 
soluble  than  that  of  the  p-cresol,  separates  out. 
This  is  filtered  off,  decomposed  with  acid,  and 
relatively  pure  m-cresol  is  obtained.  The 
crystals  of  the  calcium  salt,  before  decomposition 
with  acid,  may  be  washed  with  benzene  to  free 
them  from  the  last  traces  of  mother  liquor. 
Reihm  (D.  R.  P.  53307  ;  Frdl.  ii.  9)  separates 
m-cresol  from  p-cresol  by  means  of  their  barium 
salts. 

Rutgers  (Fr.  Pat.  317512  ;  D.  R.  P.  137584 
and  141421  ;  J.  Soc.  Chem.  Ind.  1902,  1410) 
treats  the  commercial  mixture  with  anhydrous 
oxalic  acid  or  an  anhydrous  acid  oxalate.  By 
this  means,  the  oxalic  ester  of  p-cresol  alone 
is  formed  and  separates  out.  This  ester  is 
separated  and  decomposed  by  water  into 
p-cresol  and  oxalic  acid  ;  the  m-cresol  is  obtained 
from  the  mother  liquors. 

Synthetical  preparation  of  orlho-  and  para- 
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cresol. — Pure  ortho-  and  para-cresol  can  be 
obtained  by  fusing  the  potassium  salts  of  the 
corresponding  tolucnesulphonic  acids  with  alkali 
(Engelhardt  and  Latschinow,  Zeitsch.  Chem. 
1869,  620),  or  by  diazotising  the  corresponding 
tohiidines.  For  this  purpose  the  toluidine 
(15  parts)  i?  dissolved  in  sulphuric  acid  of  sp.gr. 
1-8  (1.5  parts)  diluted  with  500  parts  of  water, 
treated  with  an  aqueous  solution  of  potassium 
nitrite  ( 1 2  parts),  and  the  product  gradually 
heated  with  steam.  The  resulting  cresol  is  then 
distilled  with  .steam,  the  distillate  treated  with 
soda  lye,  then  with  sulphuric  acid,  and  the 
liberated  cresol  extracted  with  ether  and  finally 
distilled  in  a  current  of  carbon  dioxide  (Tiemann 
and  Schrotter;  Ihle  {loc.  cit.)). 

Orthocresol  can  also  be  obtained  from  car- 
vacrol  by  treatment  with  phosphorus  pentoxide 
(Kekulc'.  Ber.  7,  1006).  It  is  crystalline,  melts 
at  30°  (T.  and  S.  ;  Ihle ;  Bc'hal  and  C^boay,  Compt. 
rend.  118,  1211),  at  31°-31-5°  (K.)  ;  boils  at 
178-5°  (B.  and  C),  188°  (T.  and  S.)  at  191°  (corr.) 
(Perkin,  Chem.  Soc.  Trans.  1896,  1182),  is  soluble 
to  the  extent  of  2-5  vols,  in  100  vols,  of  water, 
and  on  fusion  with  caustic  potash  is  converted 
into  salicylic  acid.  When  nitrated,  it  yields 
dinitro-orthocresol  (m.p.  80°-87°)  (Nulting  and 
Salis,  Ber.  14,  987). 

Meiacrcscl  is  prepared  by  heating  thymol 
(100  parts)  with  half  its  weight  of  phosphorus 
pentoxide  for  10-12  hours  until  propylene  ceases 
to  be  evolved,  adding  the  product  to  115-120 
parts  of  fused  alkali,  and  further  heating  the 
fused  mixture  for  5-10  minutes  to  decompose 
the  cresyl  phosphate  formed.  The  melt  is  then 
dissolved  in  water,  treated  with  ether  to  remove 
any  undecomposed  cresyl  phosphate  and  other 
impurities,  then  acidified  with  hydrochloric  acid, 
and  the  separated  metacresol  extracted  with 
ether,  and  finally  distilled  in  a  current  of  car- 
bon dioxide  (E.  and  L. ;  T.  and  S.). 

Metacresol  is  also  prepared  from  naphthalene 
1.3.3'-,  1.3.6-,  or  1.3.8-  trisulphonic  acids,  from 
analogous  hydroxy-  or  amino-naphthalene  mono- 
or  di-sulphonie  acids  or  from  trihydroxynaphtha- 
Icne  ;  e.q.  1.3.3'-  naphthalene  trisulphonic  acid 
together  with  half  its  weight  of  caustic  soda  and 
three  quarters  of  water,  is  heated  for  5  hours  at 
280°.  The  product  is  poured  into  water,  acidified, 
boiled  to  expel  sulphurous  acid,  and  filtered  : 
?f -cresol  separates  out  on  cooling  (Kalle  &  Co. 
Eng.  Pat.  16559  ;  D.  K.  P.  81484  ;  J.  Soc.  Chem. 
Ind.  1895,  1800).  It  is  ordinarily  a  liquid,  but 
has  been  obtained  in  crystals,  melting  at  3°-4° 
(Stadcl,  Ber.  18,  3443;  "B.  and  C);  it  boils  at 
200°(B.  and  C),  201°  (Oppenheim  and  Pfaif,  Ber. 
8,  886),  202°  (corr.)  (P.);  and  is  soluble  to  the 
extent  of  0-53  vol.  in  100  vols,  of  water.  Its 
aqueous  solution  is  coloured  blue  by  ferric 
chloride.  When  fused  with  caustic  potash,  it 
is  converted  into  metahydroxybenzoic  acid,  and 
on  nitration  it  vields  a  trinitro-  derivative 
(m.p.  ]05°-106°)  "(Nulting  and  Salis,  Ber.  14, 
987  ;  15,  1858). 

Paracresol  crystallises  in  prisms,  melts  at  36° 
(Barth,  Annalen,  154,  358  IB.  and  C.]),  36°-37° 
(T.  and  S.).  and  boils  at  198°  (I.),  at  198°-199° 
(T.  and  S.,  B.  and  C),  at  202°  (corr.)  (P.) ;  and  is 
soluble  to  the  extent  of  1-S  vols,  in  100  vols,  of 
water.  Its  aqueous  solution  gives  a  blue  colour 
with  ferric  chloride.  When  fused  with  caustic 
potash,  it  is  converted  into  parahydroxybenzoic 


acid,  and  on  nitration  it  yields  a  dinitro-  deriva- 
tive (m.p.  85°)  (Richter,  Annalen,  230,  313  ; 
Ncilting  and  Salis,  I.e.). 

The  crude  cresol,  as  obtained  from  coal  tar, 
is  only  slightly  soluble  in  water,  but  its  solu- 
bility, in  an  aqueous  solution  of  potassium 
cresol,  renders  its  employment  as  an  antiseptic 
possible.  This  solution  is  named  nolvrol  (Lacroix- 
Hunkiabcyendian,  J.  Pharm.  Chim.  28,  34).  The 
crude  cresol  is  also  frequently  mixed  with  soaps, 
and  is  used  in  that  form  for  disinfecting  purposes 
(Dammann,  D.  R.  P.  52129;  Eidl.  ii.  538; 
Holmers,  IJ.  R.  P.  76133  and  80260  ;  Frdl.  iv. 
1119  and  1120;  Raschig,  D.  R.  P.  87275; 
Frdl.  iv.  1121  ;  Engler  and  DieckhofF,  Arch. 
Pharm.  230,  561  ;  232,  351). 

Oxidation  with  peroxides  at  a  high  tempera- 
ture converts  the  cresols  into  the  corresponding 
h3rdroxybenzoic  acids  (Friedlander  and  Li'iw- 
Beer,  l3.  R.  P.  170230;  J.  Soc.  Chem.  Ind.  1907, 
434). 

A  mixture  of  nitro-  derivatives,  obtained  by 
sulphonating  coal-tar  cresol  and  nitrating  the 
sodium  salt  of  the  resulting  cresolsulphonic 
acid  with  nitric  acid  of  sp.gr.  1-2,  has  been 
emijloyed,  under  the  names  '  Victoria  yellow,' 
'  safl'ron  surrogate  '  {q.v.),  as  a  dye  for  wool  and 
silk ;  and,  although  poisonous  (compare  Weyl, 
Ber.  20,  2835;  21,  5l2),  is  occasionally  used  as 
a  colouring  matter  for  butter,  cheese,  &c.  By 
heating  crude  cresol  with  sulphur  and  alkali 
sulphide,  or  with  alkalipolysulpliides,  or  with  a 
mixture  of  sulphur  and  alkalis,  at  a  high  tempera- 
ture, brown  sulphur  compounds  are  obtained 
which  are  used  for  dyeing  cotton  (Farb.  vorm 
F.  Bayer  &  Co.,  D.  R.  P.  102897;  Chem.  Zentr. 
1899,  ii.  352). 

CRESOLIN.  A  disinfectant  composed  of 
crude  phenol  and  rosin  soap. 

CRESOLINE  YELLOW  v.  Azo-  colouring 

MATTERS. 

CRESORCINOL  v.  Phenol  and  its  homo- 

L0GUE8. 

CRESYLIC  ACID.  The  non-crystallisable, 
higher  boiling  portion  of  the  phenols  obtained 
in  the  purification  of  phenol  (q.v.)  is,  after 
redistillation,  known  commercially  as  cresylic 
acid  or  liquid  carbolic  acid.  It  is  a  colourless, 
oily,  refractive  liquid,  does  not  solidify  at  —80°, 
has  a  sp.gr.  1-044,  and  consists  of  40  p.c.  meta- 
cresol, 35  orthocresol,  and  25  p.c.  paracresol 
(Schulze,  Ber.  1887,  410).  It  is  much  less 
soluble  than  carbolic  acid  in  water,  ammonia, 
glycerol,  or  caustic  soda,  but  more  readily  so  in 
petroleum  spirit.  It  boils  at  a  higher  tempera- 
ture (about  185°-203°),  gives  a  mixture  of  in- 
tribromo  and  o-  and  ^j-dibromo  derivatives  with 
bromine.  It  is  even  more  readily  acted  upon  by 
concentrated  sulphuric  and  nitric  acids  than 
carbolic  acid  (Lunge,  Coal  Tar  and  Ammonia, 
ed.  1900,  182  ;  v.  also  Allen,  J.  Soc.  Chem.  Ind. 
1890,  141).  Its  antiseptic  properties  are  more 
marked  than  those  of  carboli(3  acid  or  of  either 
of  the  three-  cresols. 

CRESYL  BLUE  v.  Oxazine  colouring  mat- 
tees. 

CRITH.  The  weight  of  a  litre  of  hydrogen 
at  0°  and  760  mm.  pressure — viz.  0-0896  gram. 

CROCEIN,  BRILLIANT,  ORANGE,  SCAR- 
LETS, V.  Azil-  ('OL(1UKING  matters. 

CROCEINE  V.  Azo-  colouring  matters. 
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CROCmOLITE. 


CROCIDOLITE.  (Krokydolith,  Ger.)  A 
mineral  of  the  socla-amphibole  group,  consisting 
of  sodium  and  iron  (ferric  and  ferrous)  silicate, 
NaFe"'(Si03)2Fe"Si03.  It  is  known  only  in  a 
finely  fibrous  form,  its  name,  in  fact,  being  from 
KpoKvs,  KpoKvSos,  wool.  In  the  trade  it  is 
known  as  blue  ashestos,  and  it  is  worked  for  the 
same  purposes  as  the  other  varieties  of  asbestos 
(<]-v.).  It  is,  however,  more  readily  fusible  (to 
a  black  magnetic  glass)  than  are  tremolite- 
asbestos  and  serpentine-asbestos.  The  mineral 
has  been  long  known  from  the  Asbestos  Moun- 
tains near  the  Orange  River  in  Griqualand  West, 
South  Africa,  where  it  occurs  abundantly  as 
veins,  1  or  2  inches  in  thickness,  in  jasper- 
schists.  The  closely  aggregated  parallel  fibres 
arc  arranged  perpendicularly  or  nearly  so  to  the 
walls  of  the  veins  ;  and  the  material  is  extracted 
as  slabs.  Over  100  tons  a  month  are  mined  for 
commercial  purposes  (H.  F.  Olds,  Trans.  Inst. 
Mining  and  Metall.  1890,  vii.  122). 

Being  an  alkali  silicate  with  ferrous  iron, 
crocidolite  is  especially  liable  to  decomposition 
when  exposed  to  \i  eathering ;  sodium  is  re- 
moved, and  the  iron  oxidised  and  hydrated  to 
form  linionite,  while  the  silica  is  set  free.  There 
then  results  a  ferruginous  quartz  possessing  the 
finely  fibrous  structure  of  the  original  mineral ; 
or,  in  other  words,  a  pseudomorph  of  quartz 
and  limonite  after  crocidolite.  This  material  is 
coloured  a  rich  golden  yellow,  and  displays  a 
sDky  lustre,  and  being  at  the  same  time  very 


hard,  it  is  well  adapted  for  ornamental  purposes. 
When  cut  and  polished  with  a  convex  surface,  it 
displays  a  cat's-eye  effect,  and  it  is  extensively 
used  for  making  knobs,  umbrella  handles,  beads, 
&c.  Such  material  is  known  as  tujer-eye, 
though  unfortunately  in  the  trade,  the  name 
crocidolite  is  very  frequently  misapplied  to  it. 
The  name  pseudo-crocidolile  would  be  more 
appropriate.  In  some  stones  there  has  been 
silicification  without  oxidation,  and  the  indigo- 
blue  colour  of  the  original  crocidolite  has  been 
preserved  :  material  of  this  kind  is  known  as 
}iaivk's-ei/e.  L.  J.  S. 

CROCOISITE.  Native  lead  chromate  (v. 
Chromium). 

CROOKESITE  v.  Thallium  and  Selenium. 

CROPS.  The  composition  of  crops  may  be 
regarded  from  two  points  of  view  :  (1)  the 
materials  they  contain,  which  render  them 
valuable  either  as  food  or  as  sources  of  some 
substance  of  commercial  value  ;  (2)  the  materials 
they  remove  from  the  soil,  which  must  eventually 
be  replaced  if  the  fertility  of  the  land  is  to  be 
maintained. 

In  Table  I.,  the  composition  of  some  of  the 
principal  crops  grown  in  the  United  Kingdom 
is  set  out.  cereals  being  excluded  because  they 
are  dealt  with  separately.  The  composition  of 
each  of  these  materials  shows  considerable  varia- 
tions, and  the  analyses  given  are  either  typical 
or  the  means  of  a  small  number  of  determina- 
tions. 


Table  I. — Proximate  Compcsition  of  Crops. 


Water 

Crude  fat 

Protein 
crude 

Carbo- 
hydrates 

Crude 
fibre 

Ash 

Lequminous : 

Field  beans  .... 

13-49 

1-68 

25-31 

48-33 

8-06 

3-13 

,,      „     haulm  . 

18-40 

1-10 

8-10 

31-00 

36-00 

5-40 

Field  peas  .... 

13-92 

1-89 

23-13 

52-68 

5-68 

2-68 

„      ,,     haulm  . 
Clover  hay  .... 

13-60 

1-60 

9-00 

33-70 

35-50 

6-60 

16-50 

2-90 

13-50 

37-10 

24-00 

6-00 

Lucerne  hay  .... 

16-50 

2-60 

14-20 

29-20 

29-50 

800 

Vetches,  green 

82-50 

0-50 

3-20 

7-20 

5-10 

1-50 

Boot  crops : 

Potatoes  .... 

74-98 

0-15 

2-08 

21-01 

0-69 

1-09 

Mangolds  .... 

87-50 

0-14 

1-34 

8-90 

0-98 

1-14 

Sugar  beet  .... 

75-00 

0-10 

1-30 

21-40 

1-50 

0-70 

Swede  turnips 

87-80 

0-21 

1-54 

8-22 

1-32 

0-91 

White  turnips 

90-78 

0-22 

1-18 

5-89 

1-13 

0-80 

1     Fosterton  hybrid  turnips  i 

91-30 

0-79 

6-47 

0-94 

0-50 

Aberdeen  yellow  -  . 

01-09 

1-14 

6-08 

1-03 

0-66 

Carrots  ..... 

86-79 

0-30 

1-23 

9-17 

1-49 

1-02 

Meadow  hay  .... 

14-30 

2-50 

9-70 

41-40 

26-30 

6-20 

Seeds  hay  .        .        .        .     '  . 

14-30 

2-70 

10-20 

36-10 

30-20 

6-50 

Mustard,  green  .... 

85-10 

0-40 

2-90 

7-30 

2-90 

1-40 

Leguminous  crops.  The  leguminous  seeds 
are  distinguished  by  their  high  protein  content. 
The  proteins  of  the  bean  and  pea  and  similar 
seeds  have  been  studied  by  Ritthausen  (Eiweiss- 
kfirper  der  Getreidearten,  Bonn,  1872)  and 
0.sborne  (■!.  Amer.  Chem.  Soc.  1898,  20,  410; 
Amer.  J.  Physiol.  1908,  23,  180,  &c.).  The  most 
abundant  of  these  is  the  .so-called  legumin  {q.v.), 
which,  according  to  Osborne,  is  a  globulin  con- 

'  Aitkcn,  Trans.  H.  .t  kg.  Soc.  1884,  10 
-  Wilson,  ibid.  1880,  18. 


I  taining  lysine.  Lentils  contain  a  conglutin 
!  which  has  been  hydrolysed,  also  some  edestin. 

The  leguminous  .seeds  grown  in  this  country 
contain  but  a  small  propoition  of  oil,  which  ha.s 
not  received  any  special  examination  ;  the 
soya  bean,  however,  yields  oil  up  to  20  Y>.c.,  and 
is  now  being  extensively  imported  from  Man- 
churia and  pressed  for  oil  (v.  Soya  bean). 

The  only  carbohydrate  iii  beans,  peas,  &  c. ,  that 
has  received  any  attention,  is  the  starch,  which 
is  abundant  and  the  granules  of  which  possess 
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cliaiacteristic  shapes.  The  ash  of  leguminous 
plants  is  distinguished  by  a  large  proportion  of 
lime,  as  maybe  seen  from  analyses  5- 10  in  Table  II. 

Root  crops.  In  these  materials,  the  ether 
extract  contains  little,  if  any,  true  fat,  the 
nitrogen-containing  substances  are  also  very  far 
from  being  all  protein  ;  usually  one-half  or 
more  of  the  nitrogen  present  is  combined  in 
various  non-protein  forms. 

Potatoes. — The  characteristic  carbohydrate  is 
starch,  of  which  there  may  be  over  20  p.c. ;  but 
sugars  (both  sucrose  and  reducing  sugars)  may  be 
present  up  to  1  p.c,  and  dextrins  or  amylans  are 
also  present  in  about  the  same  amount.  Amongst 
the  nitrogen  compounds  there  are  both  insolu- 
ble and  soluble  proteins,  part  of  the  latter 
being  coagulable  by  heat  or  acids,  and  a  large 
range  of  amino-  bodies,  among  which  ty rosin 
has  been  identified.  The  non-protein  nitrogen 
may  amount  to  more  than  half  the  total  nitro- 
gen. The  darkening  of  the  juice  of  a  fresh 
potato  is  due  to  the  black  substance  formed  by 
the  oxidation  of  the  tyrosine  under  the  action  of 
an  enzyme,  also  present  in  the  cells.  The 
darkening  of  boiled  potatoes  is  due  to  some 
other  cause  (Ashby,  J.  Agric.  Sci.  1905,  i.  348). 
About  two-thirds  of  the  ash  of  potatoes  consist 
of  phosphoric  acid  and  potash. 

Manriolds. — The  characteristic  carbohydrate 
present  in  the  mangold  is  sucrose,  which  con- 
stitutes about  8  p.c.  of  the  weight  of  the  root, 
the  total  dry  matter  amounting  to  about  13  p.c. 
About  0-25  p.c.  of  reducing  sugar  is  also  present. 
The  variation  in  the  sugar  content  of  mangolds 
has  been  examined  by  AVood  (J.  Agric.  Sci.  1905, 
1,  176),  who  gives  the  following  table  : — 


Variety 


Whitc-fleshed  globe 

,,  intermediate 
Yellow-fleshed  tankard 

,,         ,,  globe 
Long  red 


Yield  per 
acre — tons 

Dry  matter 
p.c. 

Sugar  p.c. 

Nitrogen 

29-9 

10-7 

G-3 

0-165 

27-4 

12-0 

7-1 

0-168 

24-6 

13-1 

8-0 

0-186 

25-0 

13-4 

8-2 

0-191 

29-9 

13-1 

7-9 

0-157 

Of  the  nitrogen  in  mangolds,  only  30-5U  p.c. 
is  in  the  protein  form,  20-40  p.c.  is  combined  as 
amide  or  amino-  acid  and  is  liberated  on  hydro- 
lysis as  ammonia,  while  10  p.c.  may  be  in  the 
nitric  form. 

On  storage,  the  mangold  loses  sugar  by 
respiration,  and  some  of  the  sucrose  becomes 
changed  into  reducing  sugar,  a  process  which  is 
much  accelerated  as  soon  as  the  temperature 
rises  in  the  spring  (see  Miller,  J.  Roy.  Agric.  Soc. 
1900,  61  ;  1902,  63). 

Sugar  beet. — In  the  sugar  beet,  which  has 
been  derived  from  the  same  species  of  Beta  as 
the  mangold,  the  characteristic  carbohydrate  is 
likewise  sucrose,  which  may  be  present  to  the 
extent  of  20  p.c.  It  is  always  accompanied  by 
a  certain  proportion  of  reducmg  sugars  (glucose 
and  maltose),  which,  in  well-grown  roots,  should 
not  exceed  1  p.c.  of  the  sucrose. 

The  variations  in  the  amount  and  nature  of 
the  sugars  in  sugar  beet  have  been  subjected  to 
very  detailed  investigation,  for  accounts  of 
which  the  numerous  technical  works  dealing 
with  the  beet-sugar  industry,  such  as  Briem,  IJer 
PraktLsche  Rlibenbau,  should  be  consulted. 

The  nitrogenous  constituents  resemble  those 
of  the  mangold  (see  Lij^pmann,  Ber.  1896,  29, 
2645). 

Swedes  and  turnips. — In  these  closely  allied 
roots,  the  carbohydrates  consist  of  sugars 
(chiefly  reducing  sugars,  though  few  data  exist) 
and  pectic  bodies  yielding  a  mucilage  on  boiling 
with  water.  In  Wilson's  analyses,  already 
quoted,  the  sugars  averaged  4-72  p.c.  The 
nitrogen  compounds  are  also  largely  non-protein, 
only  from  30  to  50  p.c.  consists  of  protein.  It  is 
generally  considered  that  swedes  and  turnips 
grown  in  the  north  and  especially  in  the  east  of 
Scotland,  possess  a  higher  feeding  value  than  the 
roots  grown  in  the  south  ;  analytical  data  to 
confirm  this  opinion  arc,  however,  lacking, 
though  it  is  certain  that  much  larger  crops  are 
usually  grown  in  the  cooler  climate  of  the 
north,  where  the  crop  can  be  sown  earlier  with 
success. 

Ash  of  crops.  In  Table  11.  are  collected 
various  analyses  of  the  ash  of  the  crops  above 
mentioned. 


Table  II. — Composition  of  the  Ash  of  Farm  Crops. 


Ash  in 

dry 
matter 

Nin 
dry 
matter 

CaO 

MgO 

K^O 

NajO 

SO  3 

CI 

€02 

SiOg 

]. 

Potatoes  . 

3-99 

0-88 

0-35 

1-53 

3-48 

58-27 

0-06 

12-86 

5-87 

7-27 

11-37 

0-58 

2. 

Mangolds  . 

6-70 

1-31 

0-44 

3-58 

2-13 

35-90 

19-34 

9-34 

3-25 

3-87 

21-43 

0-97 

3. 

Swedes 

5-58 

2-31 

0-61 

12-12 

3-02 

39-17 

5-24 

9-83 

13-49 

2-48 

12-43 

0-72 

4. 

Grass 

7-21 

1-65 

0-49 

12-48 

3-83 

29-76 

4-09 

7-04 

6-17 

8-78 

10-31 

18-32 

5. 

Clover 

8-15 

2-92 

1-03 

37-37 

5-10 

13-10 

0-58 

3-75 

1-82 

2-26 

34-96 

0-54 

6.  Beans,  corn 

3-27 

4-32 

0-48 

5-60 

6-61 

40-58 

2-12 

30-69 

6-35 

2-43 

5-28 

0-41 

7. 

,,  straw 

5-80 

0-94 

1-54 

28-39 

3-12 

8-07 

14-57 

2-31 

3-30 

2-49 

33-68 

3-08 

8. 

Peas,  corn 

2-53 

3-87 

0-07 

5-74 

8-97 

44-31 

0-39 

29-30 

10-42 

0-45 

0-37 

9. 

,,  straw 

5-87 

1-03 

40-34 

8-30 

11-78 

9-90 

8-26 

6-76 

3-84 

10-66 

10. 

Lucerne  . 

8-71 

2-68 

24-74 

6-27 

41-91 

1-22 

7-71 

5-63 

8-05 

3-16 

11. 

Flax,  seed 

3-82 

1-54 

10-96 

11-47 

27-85 

4-15 

41-27 

2-01 

0-63 

1-47 

12. 

stem 

3-70 

6-62 

25-16 

4-99 

25-56 

10-10 

8  94 

4-02 

6-64 

9-40 

13.  Hods,  cones 

11-25 

1-80 

16-77 

5-66 

28-35 

1-99 

13-73 

5-01 

4-35 

22-32 

14. 

„  leaves 

18-00 

0-64 

40-17 

5-32 

13-65 

3-79 

7-82 

3-49 

4-02 

22-21 

15. 

,,  stems 

4-70 

1-07 

29-59 

8-34 

26-18 

5-06 

11-23 

3-41 

8-87 

8-29 

16. 

Tobacco  . 

16-27 

2-93 

42-34 

11-22 

17-48 

4-26 

3-22 

4-28 

4-87 

10-11 

1G8 


CROPS. 


Analyses  8-16  are  means  taken  from  Wolff's 
Aschen-analysen,  and  have  been  recalculated  to 
exclude  the  carbon  dioxide  present  in  the  ash, 
as  obtained  after  burning.  Analyses  1-7  are 
selected  from  the  Rothamsted  records. 

Materials  removed  from  the  land  by  average 
crops.     Table   III.,   compiled   by  Warington 


from  Rothamsted  data,  shows  the  amount  of  the 
three  important  constituents — nitrogen,  phos- 
phoric acid,  and  potash,  which  would  be  con- 
tained in  an  average  crop  of  the  magnitude 
indicated,  and  therefore  have  been  removed 
from  the  soil  by  the  crop,  except  in  the  case  of 
the  nitrogen  contained  in  leguminous  crops. 


Table  III. — Amount  of  Feetilising  Constituents  teb  Acre  eemoved  by  an  Average  Ceop. 


Weight  of 
crop,  dry 

Nitrogen 

Potash 

Phosphoric 
acid 

lbs. 

lbs. 

lbs 

lbs. 

Wheat,  30  bushels,  straw  28  cwts.  . 

4183 

50 

28-8 

21-1 

Barley,  40     „          „     22    „  . 

3827 

49 

35-7 

20-7 

Oats,    45     „          „     25    „  . 

3978 

52 

46-1 

19-4 

Maize,  30     „          „     19    „  . 

3377 

43 

36-3 

18-0 

Meadow  hay,  1|  tons  ..... 

2822 

49 

50-9 

12-3 

Red  clover  hay,  2  tons  ..... 

3763 

981 

83-4 

24-9 

Beans,  30  bushels,  straw  20  cwts.  . 

3461 

1071 

67-1 

29-1 

Turnips,    17  tons,  leaf  5  tons 

Swedes,    14    „       „    2  ,  

4657 

110 

148-8 

33-1 

4055 

98 

79-7 

21-7 

Mangolds,  22    „       „    8  „  . 

7568 

149 

300-7 

62-9 

Potatoes,    6    „    tubers  .... 

3360 

46 

76-5 

21-5 

A  comparison  of  these  figures  with  the 
amount  of  fertilising  material  usually  provided 
for  the  crops  in  question,  or  the  effects  of 
particular  manures  in  field  experiments,  serves 
to  show  that  the  data  contained  in  Table  III. 
afford  no  guidance  in  deciding  the  appropriate 
manure  for  each  crop. 

The  earliest  theory  of  plant  manuring,  that 
of  Liebig,  supposed  that  the  requu-ements  of 
the  plant  can  best  be  satisfied  by  applying  to 
the  land  exactly  the  constituents  taken  away 
by  a  good  crop  of  that  particular  kind ;  but  the 
results  of  the  Rothamsted  experiments,  con- 
firmed by  general  farming  experience,  very  soon 
showed  that  this  view  ^^'as  incorrect,  because  it 
failed  to  take  into  account  the  enormous  amount 
of  plant  food  contained  in  the  soil,  more  or  less 
of  which  would  reach  the  plant  according  to  the 
method  of  cultivation  and  the  plant's  habit  of 
gro^vth.  Moreover,  in  practical  farming  the 
supply  of  manure  is  largely  determined  by  the 
place  the  crop  occupies  in  the  rotation  and 
the  treatment  which  has  been  given  to  the 
previous  crops.  To  take  an  example,  wheat 
and  barley  withdraw  almost  the  same  fertilising 
materials  from  the  soil,  yet  all  farming  ex- 
perience goes  to  show  that  the  yield  of  wheat 
is  chiefly  determined  by  the  supply  of  nitrogen. 
If  this  element  is  present  in  sufficient  quantity 
the  wheat  plant  with  its  long  period  of  growth 
is  usually  able  to  satisfy  its  requirements  for 
phosphoric  acid  and  potash  from  the  soU.  With 
barley,  nitrogen  is  still  a  most  important  element 
in  nutrition,  but  phosphoric  acid  also  exerts  a 
striking  beneficial  action  and  is  a  necessary 
element  in  the  fertUiser.  Neither  for  wheat  nor 
barley  need  potash  be  supplied  except  on  very 
light  soUs.  A  still  more  noteworthy  example  is 
provided  by  the  swede  turnip  crop.  The  table 
shows  that  an  average  crop  will  take  away  from 
the  soil  about  100  lbs  of  nitrogen,  20  lbs.  of 
phosphoric  acid  and  80  lbs.  of  potash,  yet  the 
usual  fertilisers  appHcd  to  swedes  consist  almost 
wholly  of  phospliatic  compounds,  with  a  com- 
paratively small  amount  of  nitrogen  and  no 

'  Wholly  or  in  part  dorived  from  the  atmosphere. 


potash.  The  majority  of  the  swedes  grown  in 
this  country  receive  from  50  to  100  lbs.  of 
phosphoric  acid  {i.e.  about  5  cwt.  of  sujier- 
phosphate  or  basic  slag),  and  the  small  quantity 
of  nitrogen  that  would  be  provided  by  a  light 
dressing  of  farmyard  manure  or  half  a  hundred- 
weight of  sulphate  of  ammonia.  The  fertilising 
requirements  of  a  crop  are  in  fact  conditioned 
by  the  soil  {q.v.)  rather  than  by  its  composition. 

A.  D.  H. 

CROTON  OIL  is  obtained  from  the  seeds  of 
Croton  Tiqlium  (Linn.),  a  tree  belonging  to  the 
Euphorbiarece,  indigenous  to  the  Malabar 
coast,  and  cultivated  in  Southern  Asia  and 
China.    The  seeds  contain  53-56  p.c.  of  oil. 

The  oil  has  an  amber-yellow,  orange,  or 
I  brown  colour,  according  to  its  age  ;  it  has  a 
nauseous  odour,  a  burning  taste,  and  acts  as  a 
very  powerful  purgative. 

The  chemical  composition  of  croton  oil 
differs  so  widely  from  that  of  all  other  oUs,  that 
its  recognition,  by  means  of  the  '  quantitative 
reactions '  {see  Oils  and  Fats),  is  easy.  It 
contains  a  considerable  amount  of  volatUe 
acids  ;  hence  its  Reichert-Meissl  value  is  about 
13  ;  its  iodine  value  is  103-104.  Croton  oil  is 
strongly  dextro-rotatory.  J.  L. 

CROWN  GLASS  v.  Glass. 

CRUCIBLES.  A  perfect  crucible  should 
withstand  the  highest  temperatures  without 
fusion,  should  bear  sudden  changes  of  tempera- 
ture without  fracture,  and  should  be  unacted 
upon  by  the  materials  which  are  to  be  heated  in 
it.  A  semi-automatic  apparatus  for  moulding 
crucibles  has  been  patented  by  Sims  (Eng.  Pat. 
445,  1888). 

Clay  crucibles  are  prepared  from  selected 
claj' ;  of  the  Stourbridge  clay  worked,  only  about 
5  p.c.  is  available  for  this  purpose.  Its  plasticity 
is  much  increased  by  exposure  for  some  months 
in  a  moist  condition  to  the  air.  During  this 
process  of  '  weathering '  it  becomes  disintegrated, 
and  the  removal  of  foreign  matter  is  thereby 
j  facilitated.  The  j^resence  of  iron  pyrites  is  es- 
pecially injurious  ;  furnace  gases  convert  it  into 
the  oxide  which  acts  as  a  flux  and  forms  cavities 
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in  the  crucible.  Lime  is  also  hurtful,  except 
when  in  very  small  quantities  and  uniformly 
distributed.  Potash  and  soda  are  invariably 
present  in  clay,  and  when  in  small  quantity 
increase  the  coherence  of  the  crucible  without 
appreciably  impairing  its  power  of  withstanding 
the  action  of  heat. 

In  order  to  reduce  the  tendency  to  crack,  and 
to  increase  its  refractory  character,  the  clay  is 
usuaOy  mixed  with  sand,  ground  flints,  burnt 
clay  (old  broken  crucibles),  graphite  or  coke. 
These,  which  are  either  less  fusible  than  the  clay 
or  altogether  infusible,  form  a  skeleton  which 
upholds  and  prevents  deformation  of  the 
crucibles  at  temperatures  at  which  the  clay 
would  tend  to  fuse.  The  most  refractory 
crucibles  contain  the  largest  proportion  of 
silica. 

The  clay,  which  should  be  of  the  greatest 
possible  fineness,  is  well  beaten  to  remove  air 
bubbles  and  mixed  with  the  proper  quantity  of 
the  refractory  material.  According  to  Berthier 
(Traite  des  Essais,  1,  66),  when  silica  is  used,  it 
should  not  be  too  fine,  as  the  tendency  to  com- 
bine with  the  clay  and  thus  increase  the  fusibility 
would  thereby  be  increased.  Crucibles  of  tine 
grain  are  also  more  liable  to  fracture. 

Small  crucibles  are  usually  baked  in  a  kiln, 
but  the  large  casting  pots  of  Stourbridge  clay 
are  not  baked  until  immediately  before  use. 
When  the  temperature  of  the  baking  is  high, 
the  crucible  is  more  liable  to  fracture  on  re- 
heating. 

AU  clay  crucibles  are  more  or  less  acted  upon 
by  litharge,  but  metals  and  most  ores  may  be 
heated  in  them  without  danger.  Berthier  re- 
commends a  lining  of  such  material  as  sihca, 
alumina,  or  magnesia  previously  moistened. 
A  lining  of  chalk  renders  a  crucible  less  per- 
meable to  litharge. 

Queneau  recommends  linmg  clay  crucibles, 
before  drying,  with  some  substance  which  will 


resist  the  chemical  reactions  for  which  they  are 
designed  and  then  compressing  strongly,  drying, 
and  firing  (Fr.  Pat.  354319  ;  J.  Soc.  Chem.  Ind. 
1905,  1071). 

Crucibles  may  be  rendered  non-porous  by 
treating  with  ferrous  sulphate  solution  and  firing 
(Mitchell,  U.S.  Pat.  894845  ;  J.  Soc.  Chem.  Ind. 
1908,  886)  or  by  the  addition  to  the  clay  of 
chromic  oxide,  chromites  or  chrome  iron  ore, 
which  also  renders  them  much  more  refractory 
(Bach,  Eng.  Pat.  24041,  1903  ;  Klein,  U.S.  Pat. 
787770  ;  Seigle,  Fr.  Pat.  383593  ;  and  Placet, 
Eng.  Pat.  28728,  1896). 

The  fracture  of  crucibles  by  expansion  of 
solidifying  metal  can  be  prevented  by  lining 
with  friable  material  (Colby,  U.S.  Pat.  830208  ; 
J.  Soc.  Chem.  Ind.  1906,  934). 

Goldschmidt  recommends  that  crucibles  for 
the  '  Thermit '  process  should  be  lined  with  a 
mixture  of  magnesia  or  carborundum  and  soluble 
glass  (Fr.  Pat.  354597  ;  J.  Soc.  Chem.  Ind.  1905, 
1114). 

Very  large  crucibles  may  be  buUt  up  from 
cylinders  or  annular  rings  of  refractory  material, 
provided  arrangements  are  made  for  tappmg  the 
contents  without  moving  the  crucible  (Reynolds, 
Eng.  Pat.  1004,  1901  ;  Rousseau,  Eng.  Pat. 
7451,  1902). 

Stourbridge  clay  crucibles  are  made  from  a 
mixture  of  raw  ground  clay  with  about  one-half 
its  weight  of  powdered,  sifted,  old  glass  pots, 
from  which  aU  adherent  glass  has  been  re- 
moved, the  mixture  being  made  in  a  disc  mill, 
and  kneaded  to  the  proper  consistency.  Percy 
gives  the  composition  of  the  Stourbridge  clay 
used  for  the  best  crucibles  as  silica,  79-25 ; 
alumina,  13-57  ;  iron  oxide,  1-38  ;  lime,  0-08  ; 
magnesia,  0-42  ;  water,  5-11. 

The  following  analyses  show  the  composition 
of  certain  varieties  of  crucibles.  Nos.  1-7  are 
by  Berthier,  No.  8  by  Dick,  Nos.  9-12  by  Brand, 
and  Nos.  13-15  by  Mene  : — • 


Silica 

Alu- 
mina 

Iron 
oxide 

Mag- 
nesia 

Lime 

Potash 

Sul- 
phur 

Carbon 

Water 

1.  French,  made  by  Beaufay 

at  Paris 

64-6 

34-4 

1-0 

2.  French,  made  by  Deyeux 

at  Savignies 

72-3 

19-5 

3-9 

1-8 

3.  Hessian 

70-9 

24-8 

3-8 

trace 

4.  English  steel 

71-0 

23-0 

4-0 

5.  St.  Etienne  steel  . 

65-2 

25-0 

7-2 

trace 

6.  Glass  pots,  Nemours 

67-4 

32-0 

0-8 

trace 

V.     ,,      ,,  Bohemia 

8.  Cornish,  made  by  .Juleff 

68-0 

29-0 

2-2 

0-50 

72-39 

25-32 

1-07 

trace 

0-38 

1-14 

9.  Steel  crucible  ;  clay 

53-92 

40-57 

0-230 

10.     ,,       „         coke  clay 

42-78 

34-71 

0-490 

18-60 

11.     „       ',.         graphite  . 

24-63 

27-89 

0-270 

40-43 

12.  Magnesia 

4-80 

2-49 

92-62 

0-099 

13.  English  blacklead  . 

51-4 

22-0 

3-5 

0-2 

20-0 

1-8 

14.  Ditto  .... 

45-1 

16-65 

0-95 

34-5 

2-5 

15.  Ditto  .... 

50-0 

200 

1-5 

0-5 

25-5 

30 

Hessian  crucibles  are  composed  of  equal 
weights  of  Alraerode  clay  and  sand.  They  are 
usually  triangular,  of  coarse  texture,  porous, 
rapidly  destroyed  by  litharge,  and  liable  to  frac- 
ture on  sudden  change  of  temperature,  but  will 
withstand  a  very  high  degree  of  heat. 

French  crucibles  are  made  from  a  mixture  of 


1  part  raw  Ardennes  clay  and  2  parts  of  the 
same  which  has  been  burnt.  They  are  refractory 
and  of  fine  texture. 

Cornish  crucibles  are  largely  used  for  copper 
assaying.  They  are  round,  of  coarse  grain,  and 
of  a  mottled  greyish-white  colour.  They  are 
kiln-burnt,  and  withstand  sudden  changes  of 
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temperature,  but  cannot  be  heated  to  whiteness. 
Cornish  crucibles  are  now  made  by  the  Morgan 
Crucible  Company  at  Battersea. 

London  crucibles  are  of  reddish- brown  colour 
and  close  texture.  They  will  not  stand  sudden 
change  of  temperature,  but  withstand  the  action 
of  litharge  fairly  well. 

Silica  crucibles  may  be  made  of  powdered 
silica,  mixed  with  a  highly  absorbent  substance, 
e.g.  kieselguhr,  saturated  with  water  (Sankey, 
Eng.  Pat.  3353,  1906  ;  J.  Soc.  Chem.  Ind.  1907. 
96).  Sand,  mixed  with  a  small  proportion  of 
cement  and  water,  moulded,  dried,  and  heated 
to  the  fusing-point  of  the  sand,  forms  a  very 
refractory  material  (Reppey,  U.S.  Pat.  905295  ; 
J.  Soc.  Chem.  Ind.  1909,  24).  A  mixture  of 
sand  with  a  little  lime  may  be  used  (Berglund, 
Fr.  Pat.  366830  ;  J.  Soc.  Chem.  Ind.  1906, 1081). 

White  fluxing  pots  are  made  by  the  Mor- 
gan Company  from  a  highly  refractory  fire- 
clay from  Rouen.  Crucibles  containing  carbon 
are  now  largely  used.  For  very  high  tem- 
peratures, crucibles  cut  from  a  block  of  gas 
carbon  or  .similar  material  may  be  employed. 
Clay  criicibles  may  also  be  filled  with  a  moist 
mixture  of  charcoal  with  starch,  treacle,  gum- 
water,  or  oil,  or,  for  large  crucibles,  gas  tar. 
The  mass  is  forced  with  considerable  pressure 
into  the  crucible  and  is  then  cut  out,  leaving  a 
coating  of  about  J-  inch  in  thickness,  or  the  coat- 
ing is  put  into  the  crucible  and  smoothed  with  a 
glass  rod.  The  crucible  is  then  filled  with  pow- 
dered charcoal  and  heated  to  redness. 

Graphite  crucibles.  For  the  fusion  of  metals, 
plumbago  or  coke  crucibles  are  of  great  value,  but 
they  are  not  largely  used  for  assaying.  At  the 
Battersea  works,  the  following  process  of  manufac- 
ture is  employed :  hand-picked  Ceylon  plumbago 
is  ground,  sifted,  digested  with  dilute  sulphuric 
acid  to  remove  the  greater  part  of  the  iron,  and 
mixed  and  kneaded  to  a  stiff  paste,  with  about 
an  equal  weight  of  fine  fireclay.  The  mixture 
is  passed  through  a  pug-mUl,  and  is  cut  into 
blocks.  When  required  for  use,  the  blocks  are 
again  passed  through  the  mill,  and  made  by 
hand  on  a  wheel  or  moulded  by  machinery.  They 
are  then  dried  and  baked  in  saggars.  These  cru- 
cibles may  be  protected  from  oxidation  by  lining 
them  with  clay  { Woolf  ord,  Eng.  Pat.  24479, 1898 ; 
J.  Soc.  Chem.  Ind.  1900,  52  ;  McDonald,  U.S. 
Pat.  828954  ;  J.  Soc.  Chem.  Ind.  1906,  911). 

They  are  of  fine  grain,  and  will  withstand 
the  highest  temperatures  and  repeated  sudden 
changes.  The  graphite  is  slowly  oxidised  by 
metallic  oxides  or  by  the  furnace  gases.  To 
minimise  this,  the  crucible  may  be  coated  by 
dipping  in  a  paste  of  clay  and  solution  of  borax. 
Any  iron  which  is  present  in  the  graphite  is 
liable  to  become  introduced  into  the  melt,  and 
the  carbon  itself  combines  with  iron  or  steel 
{v.  Brand,  Chem.  Zentr.  16,  407  ;  and  Dingl. 
poly.  J.  256,  227). 

Tar,  rosin,  &o.,  may  be  used  to  bind  the  clay 
and  graphite  in  manufacturing  these  crucibles 
(Putz,  D.  R.  P.  181979;  J.  Soc.  Chem.  Ind. 
1907,  1030).  Digby  recommends  (Eng.  Pat. 
3661,  1893)  the  following  composition  :— 
Plumbago,  17-mesh  granules  .  17  parts 
Plumbago,  80-  ,,  „        .    2  „ 

Russian  clay         .        .        .    5  „ 
China-stone  .        .        .        .  5 
Gas  carbon   .       .       .       .    2  ,• 


The  last  three  ingredients  are  ground  and 
mixed  with  water  and  then  the  plumbago  is 
added  and  the  crucibles  formed,  dried  at  65° 
and  baked. 

Salamander  crucibles,  made  by  the  Morgan 
Company,  contain  a  much  smaller  proportion  of 
carbon.  They  withstand  sudden  changes  of 
temperature  perfectly. 

Lime  crucibles  are  cut  from  blocks  of  well- 
burnt  (preferably  slightly  hydraulic)  lime. 

Magnesia  was  introduced  by  Caron  as  a 
refractory  basic  material  for  making  crucibles 
or  for  lining  reverberatory  furnaces  for  melt- 
ing and  dephosphorising  steel.  Magnesia  con- 
tracts considerably  when  heated  ;  it  is  there- 
fore necessary,  before  making  it  into  bricks  or 
crucibles,  to  expose  it  to  a  higher  temperature 
than  that  to  which  it  wiU  be  heated.  The 
strongly  calcined  magnesia  is  made  into  a  paste 
with  15-30  p.c.  of  raw  (slightly  calcined)  mag- 
nesia, and  10-15  p.c.  of  water,  and  is  moulded, 
dried,  and  baked  at  a  red  heat.  The  highly 
heated  magnesia  would  not  cohere  without 
admixture  with  the  raw  material.  Magnesia 
crucibles  are  not  injured  by  exposure  to  the 
atmosjjhere.  Gaudin  makes  crucibles  from  a 
mixture  of  1  part  magnesia  and  1  part  bauxite. 
They  may  also  be  formed  from  a  mixture  of 
calcined  magnesite  with  from  2  p.c.  to  12  p.c.  of 
a  boron  compound  (according  to  the  amount  of 
calcium  present),  moistened,  moulded,  dried  and 
fired  at  a  high  temperature  (Rawson  and  Little- 
field,  Eng.  Pat.  16004,  1900  ;  J.  Soc.  Chem.  Ind. 
1901,  992,  and  ibid.  1902,  52).  The  product  is 
said  to  resist  molten  litharge.  Porous  crucibles 
for  metal  refining,  are  made  from  a  similar 
mixture  with  the  addition  of  sawdust  (Dobell, 
Eng.  Pat.  10715,  1897). 

Alumina  crucibles  withstand  sudden  changes 
of  temperature,  and  are  not  aliected  by  the 
materials  fused,  even  sodium  being  without 
action.  According  to  Deville's  process  (Ann. 
Chim.  Phys.  [3J  46,  195),  alumina  precipitated  at 
low  temperature  from  ammonia  alum  solution  is 
mixed  with  an  equal  weight  of  powdered  marble, 
and  is  exposed  to  the  highest  temperature  of  a 
wind  furnace.  The  mixture  so  produced,  which 
may  be  considered  as  consisting  of  calcium 
aluminate,  is  mixed  with  its  own  weight  of 
moist,  precipitated  alumina,  and  is  made  into  a 
crucible,  dried  and  baked  (see  also  Caspar, 
U.S.  Pat.  886111  ;  J.  Soc.  Chem.  Ind.  1908, 
568).  When  the  crucible  is  required  to  with- 
stand higher  temperatures,  the  amount  of  the 
calcium  aluminate  may  be  reduced,  but  the  pro- 
portion of  lime  should  not  fall  below  10  to 
20  p.c. 

Bauxite  has  been  used  to  replace  alumina. 
It  is  extremely  refractory  (v.  Bauxite,  art. 
Aluminium). 

Carborundum  crucibles  are  infusible  and 
resistant  to  chemical  action  and  have  great 
solidity.  They  may  be  made  from  a  mixture  of 
commercial  carborundum  with  sufficient  clay  to 
render  it  plastic  (Velter,  Fr.  Pat.  376179  ;  J. 
Soc.  Chem.  Ind.  1907,  1010  ;  Engels,  Eng.  Pat. 
14567,  1901). 

A  mixture  of  powdered  silica  rock  or  ganister 
with  carborundum  or  amorphous  silicon  carbide, 
may  be  used.  It  is  mixed  with  water-glass 
solution  or  glue,  &c.,  compressed  to  shape  and 
heated  to  the  temperature  of  the  electric  furnace 
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( finray  and  Carborundum  Co.  Eng.  Pat.  19493, 
1902  ;  3308,  1903)  {see.  also  Caebobundum). 

(See  further,  Kerl,  Handb.  Thonvaaren  Ind. 
1879,  528-534  ;  and  Percy,  Metallurgy  (Fuel, 
&c.),  1875.  110-141.) 

CRUMPSALL  YELLOW  v.  Azo-  coloueing 

MATTEES. 

CRURIN.  Trade  name  for  quinoline  bis- 
muth thiocyanate,  used  as  an  antigonorrhoic. 

CRYOLITE.  {KryoUth,  Ger.)  A  native  fluor- 
ide of  aluminium  and  sodium,  found  almost 
exclusively  in  Greenland,  whence  it  has  been 
sometimes  called  '  Greenland  spar.'  The  name 
cryolite,  or  '  ice-spar  '  (Eisstein)  refers  to  the 
general  resemblance  of  the  mineral  to  ice  (/cpvos) 
and  to  its  ready  fusibility  in  a  candle  flame. 
The  mineral  was  discovered  by  the  Danes  in 
1794,  and  described  in  the  following  year  by 
Schumacher.  Nearly  all  the  cryolite  of  com- 
merce is  obtained  from  a  single  locality  at 
Ivigtut  (or  Evigtok),  on  Arsuk-fjord  in  south 
Greenland.  This  locality  was  visited  by 
Giesecke,  and  later  by  J.  W.  Tayler  (Quart. 
Jour.  Geol.  Soc.  12,  140).  The  cryolite  occurs 
as  a  large  deposit  in  gneiss,  and  contains 
(especially  near  its  junction  with  the  enclosing 
rock)  a  number  of  metallic  minerals,  such  as 
galena,  pyrites,  and  chalybite  {v.  P.  John- 
strup,  N.  .Jahrb.  f.  Min.  1886,  1,  Ref.  28; 
R.  Baldauf,  Zts.  prakt.  Geol.  1910,  xviii. 
432). 

Cryolite  is  usually  found  in  cleavable  trans- 
lucent masses,  of  snow-white  colour,  with  a 
vitreous  lustre.  H.  2-5  ;  sp.gr.  2-9-3.  Crystals 
are  rare,  and  their  relations  have  been  the  sub- 
ject of  much  discussion  ;  they  are  cube-like  in 
habit,  and  belong  to  the  monoclinic  system. 
Although  crjrolite  is  usually  white,  it  is  some- 
times coloured  brown  or  reddish,  and  is  said  to 
pass  downwards,  in  the  Greenland  deposit,  into 
a  black  mass.  The  black  variety  loses  its  colour 
when  heated.  Before  the  blowpipe  cryolite 
fuses  to  a  white  enamel. 

The  composition  of  cryolite  may  be  repre- 
sented by  the  formula  SNaF-AlFg.  This  corre- 
sponds to  12-8  p.c.  Al,  32-8  Na,  and  54-4  F.  An 
analysis  of  the  Greenland  cryolite  by  Chodnew 
yielded  13-23  p.c.  Al,  and  32-71  Na,  with  0-83  of 
yin.fia  and  MgO  (Verb.  Petersb.  Min.  Ges. 
1845-6,  209).  Durnew  found  in  the  cryolite 
of  Miask  in  the  Urals,  13-41  p.c.  Al,  32-31  Na, 
0-55  FeaOj  and  Mn.Og,  and  0-35  CaO  (Pogg.  Ann. 
83,  587).  Deville  found  in  the  Greenlancl  cryo- 
lite 0-018  p.c.  of  vanadic  acid  and  a  small  pro 
portion  of  phosphoric  acid.  An  analysis  of 
cryolite  from  near  Pike's  Peak,  Colorado,  by 
Cross  and  Hillebrand  yielded  Al  12-9,  Na  32-4, 
F  53-55.  Fe„03  0-4,  Ca  0-28,  H„0  0-3  (Amer.  J. 
Sci.  [3]  26,  1883,  271). 

Cryolite  was  formerly  a  rare  mineral,  but 
about  1855  it  was  introduced  into  Europe  com- 
mercially, and  at  once  found  numerous  applica- 
tions in  the  arts.  About  10,000  tons  are  now 
exported  animally  from  Gireenland.  By  heating 
tinely  powdered  cryolite  with  sodium  or  with 
magnesium,  J.  Percy  and  A.  Dick  obtained 
metallic  aluminium  (Phil.  Mag.  10,  1855,  364). 
Deville  found  that  fused  cryolite  is  decomposed 
by  the  passage  of  an  electric  current,  with 
elimination  of  free  aluminium.  At  the  present 
time,  ahuiiiniTim  is  prepared  by  the  electrolysis 
of  bauxite,  but  the  atklition  of  some  cryolite  is 


necessary  to  start  the  process  and  to  keep  it  in 
continuous  operation. 

A  wide  range  of  applications  was  suggested 
when  Julius  Thomsen  showed  in  1850  that 
cryolite  is  readily  decomposed  by  heating  with 
calcium  carbonate,  and  that  sodium  aluniinate 
ma}'  be  thus  obtained  : 
Al,F|,-6NaF-h6CaCOj 

=  3Na,0-Al203  +  6CaF2-F6COa. 
If  heated  with,  quicklime,  a  similar  decomposi- 
tion is  eifected,  of  course  without  evolution  of 
CO  2.  The  sodium  aluminate  has  been  used  in 
the  manufacture  of  alum,  and  in  the  preparation 
of  caustic  soda  for  soap  making.  By  iixiviation, 
the  aluminate  is  easily  dissolved  out ;  and  by 
the  passage  of  COj  through  the  solution,  NaoCOg 
is  obtained,  while  alumina  separates  in  a  gela- 
tinous form.  The  decomposition  of  cryolite 
may  also  be  effected  by  boiling  the  finely  j)ul- 
verised  mineral  with  milk  of  lime.  By  adding 
an  excess  of  powdered  cryolite  to  the  resulting 
solution,  the  aluminate  is  decomposed,  the  alu- 
mina being  jirecipitated,  while  sodium  fluoride 
remains  in  solution  : 
3Na20-Al2034-AloF8-6NaF  =  2AL03+12NaF. 

Cryolite  can  be  readily  decomposed  by  the 
action  of  sulphuric  acid,  with  formation  of 
sodium  sulphate,  which  can  be  easUy  converted 
into  carbonate  ;  but  the  process,  after  trial  at 
Copenhagen,  has  been  abandoned  in  conse- 
quence of  the  inconvenience  arising  from  the 
evolution  of  hydrofluoric  acid  : 
Al2F,-6NaF-Fi5H,,S04 

=Al,(S04)3-l-3Na,.SO,i+  12Hr. 

The  manufacture  of  soda  from  cryolite  is 
carried  on  at  Oersund  in  Denmark,  and  at 
Natrona,  near  Pittsburg  in  Pennsylvania.  The 
mineral  is  also  employed  in  the  preparation  of 
an  opaline  glass,  somewhat  resembling  porcelain. 
This  glass  may  be  formed  by  fusing  together 
100  parts  of  silica,  35  or  36  of  cryolite,  and  13 
or  14  of  oxide  of  zinc.  C.  Weinreb  has  in- 
vestigated the  cause  of  the  milkiness  of  cryolite 
glass,  and  believes  that  it  is  due  to  the  presence 
of  aluminium  fluoride,  which  on  the  cooling 
of  the  fused  mass,  separates  in  a  highly  com- 
minuted condition,  and  being  distributed 
through  the  glass  renders  it  more  or  less  opaque 
(Dingl.  poly.  J.  256,  361).  L.  J.  S. 

CRYOSCOPY.  So  long  ago  as  1788  Blagden 
proved  that  the  extent  to  which  the  freezing 
point  of  an  aqueous  solution  lies  below  that  of 
water — the  depression  of  the  freezing  point,  as  it 
is  called — is  proportional  to  the  concentration  of 
the  dissolved  substance.  Nearly  a  century  later, 
the  researches  of  de  Coppet  and  Raoult  showed 
that  when  equimoleoular  proportions  of  different 
substances  are  dissolved  in  equal  quantities  of  a 
given  solvent,  the  solutions  so  obtained  have,  in 
gejieral,  the  same  freezing  point.  It  is  on  these 
facts  that  the  use  of  the  cryoscopic  method  of 
determining  the  molecular  weights  of  dissolved 
substances  is  based. 

In  comjsaring  the  effects  of  different  sub- 
stances on  the  freezing  point  of  a  given  solvent, 
it  is  obviously  convenient,  in  view  of  de  Coppet's 
and  Raoult's  results,  to  refer  these  effects  to 
1  gram  molecule  of  solute  and  to  some  definite 
quantity  of  the  solvent  :  in  practice,  100  grams 
of  the  latter  are  taken  as  the  standard  amount. 
The  depression  of  the  freezing  point  for  such  a 
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concentrated  solution  as  one  containing  1  gram 
molecule  of  solute  in  100  grams  of  solvent 
cannot  be  determined  directly :  it  is  calculated 
from  the  depression  observed  for  a  dilute  solu- 
tion, on  the  basis  of  the  proportionality  between 
depression  and  concentration.  An  example 
may  be  taken  to  illustrate  this  point.  A  solu- 
tion containing  0-609  gram  of  ethyl  alcohol  in 
100  grams  of  water  freezes  0-243°  below  the 
freezing  point  of  water ;  from  these  data  it 
follows,  if  proportionality  between  depression 
and  concentration  is  assumed,  that  the  de- 
pression for  a  solution  containing  1  gram 
molecule  of  alcohol  in  100  grams  of  water  would 

Again,    a    solution  of 

4-276  grams  of  sucrose  in  100  grams  of  water, 
freezes  0-237°  below  the  freezing  point  of  water  ; 
from  these  data  it  follows,  as  above,  that  the 
depression  for  a  solution  containing  1  gram 
molecule  of  sucrose  in  100  grams  of  water  would 

be  ^  —  19'0°.     If  the  depressions  pro- 

duced by  1  gram  molecule  of  other  non-electro- 
lytes in  100  grams  of  water  are  similarly  calcu- 
lated from  experimental  data,  values  are  ob- 
tained which  are  very  close  to  the  figures  already 
quoted.  The  depression,  therefore,  for  a  solution 
containing  1  gram  molecule  of  non-electrolyte  in 
100  grams  of  water  is  a  constant,  independent  of 
the  particular  solute  ;  the  average  value  of  the 
constant  for  water,  deduced  in  the  empirical 
way  just  described,  is  18-5°. 

For  each  solvent,  a  characteristic  constant 
(^•)  can  be  similarly  deduced  from  experimental 
data.  The  evaluation  of  this  constant — the 
'  molecular  depression  of  the  freezing  point ' — 
is  effected,  as  illustrated  above,  by  the  formula 

A;  =  ^  •  Ai,  where  At  is  the  depression  of  freezing 

point  observed  for  a  solution  containing  g  grams 
of  solute  in  100  grams  of  solvent,  and  M  is  the 
molecular  weight  of  the  solute. 

It  has  been  shown  by  van't  Ho£E  that,  on 
thermodynamical  grounds,  the  molecular  de- 
pression of  the  freezing  point  for  any  solvent  is 
quantitatively  related  to  the  temperature  of 
freezing  and  to  the  latent  heat  of  fusion.  The 
relationship  in  question  is  lc=  ^  where 

T  is  the  freezing  point  of  the  solvent  on  the 
absolute  scale,  and  <o  is  the  latent  heat  of  fusion 
per  gram  of  the  solvent.  The  following  table 
shows  how  far  the  values  of  the  molecular  de- 
pression, calculated  for  various  solvents  by 
van't  HoS's  formula,  are  in  agreement  with 
those  deduced  empirically : — 

k  k 
Solvent  Empirical 
Water       .        .        .  18-5° 


Formic  acid 

Acetic  acid 

Benzene 

Naphthalene 

y)-Toluidine 

Phenol 

The  formula 


28° 

39° 

50° 

68-5° 

53° 

75° 


Calculated 
18-6° 
27-5° 
38-5° 
62° 
69° 
51° 
74° 


based  on  the 

assumption  that,  when  a  solution  freezes,  it  is 
the  pure  solid  solvent  which  crystallises  out.  It 
is  not  surprising,  therefore,  that  in  cases  where 
the  crystals  separating  from  the  solution  contain 
some  of  the  dissolved  substance,  e.g.  solutions  of 


thiophene  in  benzene,  the  empirical  value  for 
the  molecular  depression,  deduced  in  the  usual 
way,  differs  considerably  from  the  normal  value. 
In  such  cases  the  depression  observed  is  smaller 
than  it  would  be  if  the  pure  solid  solvent 
separated  out. 

When  the  value  of  k  for  any  solvent  has  been 
ascertained,  either  empirically  by  experiments 
with  normal  substances  of  known  molecular 
weight,  or  indirectly  by  van't  Hoff's  formula, 
it  may  be  utilised  in  determining  the  molecular 
weights  of  new  substances.    For  this  purpose, 

the  formula  k  =  ^At  is  employed,  but  now  k  is 

taken  as  known,  and  M  is  the  quantity  to  be 
evaluated  :  in  view  of  this,  the  equation  may  be 

written  M  =  H 
M 

It  is  evident  that  a  determination  of  the 
molecular  weight  of  a  dissolved  substance  by 
the  cryoscopic  method  depends,  not  on  the 
absolute  freezing  temperature  of  the  solution, 
but  on»the  difference  between  the  freezing  point 
of  the  solvent  and  that  of  the  solution.  This 
difference  can  be  determined  with  greater 
accuracy  than  can  the  freezing  temperatures 
themselves.  A  thermometer  with  a  very  open 
scale,  covering  only  5°-6°,  is  employed,  and  it  is 
convenient,  as  suggested  by  Beckmann,  to  have 
a  reservoir  attached  to  the  upper  end  of  the 
thermometer  tube,  so  that  the 
quantity  of  mercury  in  the  bulb 
and  stem  may  be  varied  accord- 
ing to  requirements.  This  device 
permits  the  use  of  one  and  the 
same  thermometer  at  different 
temperatures,  and  therefore  with 
various  solvents.  In  Beckmann's 
thermometer,  which  is  the  one 
usually  employed  in  cryoscopic 
investigations,  the  scale  degree  is 
about  4  cm.  in  length  and  is 
divided  in  hundredths  :  with  the 
aid  of  a  lens,  preferably  adapted 
for  sliding  up  and  down  the  stem, 
it  is  possible  to  estimate  0  001°. 
The  form  of  the  reservoir  attached 
to  the  upper  end  of  the  ordinary 
Beckmann  thermometer  is  shown 
in  the  accompanying  sketch. 
When  it  is  desired  to  adjust  the 
thermometer  for  experiments  with 
any  given  solvent,  the  bulb  is 
immersed  in  water  of  the  same 
temperature  as  the  freezing 
solvent.    If  the  top   of  the 


Fig.  1. 


point  of  the 
mercury  thread 
jhould  reach  a  steady  position  on  the  upper  half 
of  the  scale,  no  further  adjustment  is  needed. 
Should  the  mercury,  after  sufficient  time  has 
been  allowed,  extend  beyond  the  scale  and  into 
the  reservoir,  it  is  necessary  to  detach  a  portion. 
This  is  effected  by  puttmg  the  bulb  in  water 
2°-3°  higher  than  the  required  temperature,  and 
then  gently  tapping  the  upper  end  of  the 
thermometer  until  the  mercury  hanging  at  the 
top  of  the  reservoir  is  separated  from  the 
thread.  On  cooling  down  again  to  the  freezing 
temperature  of  the  solvent,  the  top  of  the  thread 
should  now  come  to  rest  somewhere  on  the 
upper  half  of  the  scale.  If  the  quantity  of 
mercury  in  the  bulb  and  stem  is  too  small,  so 
that  when  the  thermometer  is  immersed  in 
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water  of  the  same  temperature  as  the  freezing 
point  of  the  solvent,  the  thread  does  not  reach 
the  scale  or  ajDpears  only  on  the  lowest  part  of 
it,  the  bulb  is  warmed  until  the  mercury  appears 
at  the  top  of  the  reservoir.  By  a  throwing 
movement,  some  of  the  mercury  at  the  bottom 
of  the  reservoir  is  jerked  up  to  the  top,  where  it 
joins  the  end  of  the  thread.  The  bulb  is  then 
immersed  in  water  2°-3°  above  the  temperature 
required,  and  the  final  adjustment  is  carried  out 
in  the  way  already  described. 

The  cryoscopic  apparatus  commonly  em- 
ployed for  the  determination  of  the  molecular 
weight  of  dissolved  substances  is  that  known  as 
Bcckmann's.  The  accuracy  of  this  method,  as 
ordinarily  applied,  is  not  great,  the  error  being 
of  the  order  ±5  p.c.  For  most  laboratory 
purposes,  however,  this  is  sufficient,  and  it  is 
only  when  extreme  accuracy  is  required,  as  in 
the  investigation  of  very  dilute  aqueous  solu- 
tions, that  special  forms 
of  apparatus  have  to  be 
employed. 

The  essential  parts  of 
Beckmann's  apparatus  are 
seen  in  the  subjoined 
diagram.  A  stout  glass 
jar,  holding  about  1| 
litres,  is  provided  with  a 
metal  top,  at  the  side  of 
which  is  a  hole  for  a 
stirrer,  and  in  the  middle 
of  which  is  another  hole 
capable  of  holding  a  large 
stout  test-tube,  3--4  cm. 
in  diameter.  The  lid  and 
the  tube  are  held  in 
position  by  springs,  as 
will  be  evident  from  the 
diagram.  By  means  of  a 
cork,  there  is  fitted  in 
the  tube  another,  narrower 
one,  to  hold  the  liquid 
under  investigation.  This 
tube  should  preferably 
have  a  flat  bottom,  while 
the  part  of  it  which  pro- 
jects beyond  the  outer 
jacket  is  provided  with  an 
auxiliary  side  tube,  and 
is  itself  widened  out  at  the  upper  extremity. 
The  cork  with  which  this  inner  tube — the 
freezing  tube,  as  it  may  be  called — is  fitted 
carries  the  thermometer,  and  allows  also  free 
passage  to  a  stirrer.  The  latter  is  best  made  of 
stout  platinum  wire,  but  silver  or  nickel  may  be 
used,  provided  that  the  possibility  of  chemical 
action  is  excluded.  The  thermometer  must  be 
fitted  in  an  accurately  central  position,  so  that 
the  stirrer  may  be  moved  up  and  down  witliout 
grating. 

When  a  determination  of  molecular  weight 
is  to  be  made,  the  freezing  tube  is  charged  with 
a  weighed  quantity  of  the  solvent,  usually 
10-20  grams,  and  the  jar  is  filled  with  water  or 
a  mixture  of  ice  and  salt  kept  at  a  temperature 
below  the  freezing  point  of  the  solvent 
under  examination.  The  freezing  tube,  with 
thermometer  and  stirrer,  is  immersed  directly 
in  the  jar.  until  the  temperature  has  fallen 
almost  to  the  freezing  point.  It  is  then  set  in 
the  jacket  tube  and  the  contents  are  stirred 


Fig. 


regularly,  while  the  mercury  in  the  thermometer 
falls  slowly.  The  fall  continues  until  the  solvent 
is  more  or  less  sujjercooled.  In  the  majority  of 
cases,  freezing  sets  in  spontaneously  before  the 
supercooling  exceeds  0-5°,  and  the  liberation  of 
heat  results  in  a  rise  of  the  mercury  in  the 
thermometer  up  to  a  steady  maximum  position. 
This  is  the  freezing  point  of  the  solvent — the 
temperature  at  which  liquid  and  solid  solvent 
are  in  equilibrium  with  each  other.  It  is  ad- 
visable, when  the  thread  is  rising  towards  its 
steady  position,  to  tap  the  thermometer  before 
taking  a  reading,  and  so  avoid  the  possibility  of 
the  mercury  sticking  in  the  capillary.  Should 
the  supercooling  exceed  0-r>°,  crystallisation 
ought  to  be  initiated,  either  by  stirring  very 
vigorously  for  a  few  moments  or  by  introducing 
a  tiny  crystal  of  the  solid  solvent.  Whenever 
Freezing  has  begun,  the  solvent  must  then  be 
stirred  with  uniform  regularity  until  the  con- 
stant temperature  has  been  reached. 

The  freezing  point  of  the  solvent  having  been 
determined  two  or  three  times  in  the  manner 
just  described,  a  weighed  quantity  of  the  solute, 
enough  to  give  a  depression  of  not  less  than  0-2°, 
is  introduced,  and  the  freezing  point  of  the 
solution  is  then  ascertained  in  the  same  way  as 
that  of  the  solvent.  Subsequent  additions  of 
solute  are  made  and  the  resulting  depressions 
determined  as  before.  One  addition,  it  is  true, 
yields  sufficient  data  for  the  calculation  of  the 
molecular  weight  of  the  solute,  but  it  is  desirable 
to  ascertain  also  whether  the  concentration  of 
the  solute  has  an}'  definite  and  notable  influence 
on  the  value  obtained  for  its  molecular  weight. 
It  is  advisable,  further,  to  redetermine  the 
freezing  point  of  the  solvent  at  the  end  of  such 
a  series  of  experiments,  and  so  obtain  a  guaran- 
tee that  the  zero  of  the  thermometer  has  not 
changed  appreciably  during  the  course  of  the 
work. 

Various  suggestions  have  been  made  from 
time  to  time  with  the  object  of  rendering  the 
simple  Beckmann  apparatus  a  more  accurate 
instrument.  Thus  it  has  been  proposed  to  stir 
the  contents  of  the  freezing  tube  mechanically 
instead  of  by  hand.  The  access  of  atmospheric 
moisture  to  a  hygroscopic  solvent  may  be  pre- 
vented by  passing  a  current  of  dry  air  into  the 
freezing  tube  during  an  experiment,  or  by  using 
as  stirrer  an  iron  ring  which  is  enveloped  in 
platinum  foil  and  is  operated  electromagne- 
tically.  In  this  latter  case,  obviously,  com- 
munication between  the  contents  of  the  freezing 
tube  and  the  outside  air  can  be  completely  cut 
off.  The  same  end  is  attained  by  employing  an 
ordinary  stirrer  with  a  mercury  valve,  (For  a 
detailed  description  of  these  modifications  and 
additions,  see  Beckmann,  Zeitsch.  physikal. 
Ghem.  1891,  7,  323  ;  1896,  21.  239  ;  1897,  22, 
616  ;  1903,  41,  169  ;  aho  Ostwald  and  Luther's 
Physiko-chemische  Messungen.) 

For  the  determination  of  the  freezing  point 
of  liquids  which  are  obtainable  only  in  small 
cjuantities — physiological  fluids,  for  example — • 
15eckmann's  apparatus,  in  its  ordinary  form,  is 
too  large.  Modifications  of  this  apparatus, 
suitable  for  the  investigation  of  blood,  urine, 
&c.,  have  been  suggested  by  various  authors 
(Guye  and  Bogdan,  J.  Chim.  Phys.  1903,  1, 
379';  Burian  aYid  Drucker,  Zentr.  Physiol.  1910, 
23, 772).    In  these  instruments,  only  1-2  cub.cm. 
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of  liquid  is  required,  and  it  is  claimed  that  the 
accuracy  is  of  the  same  order  as  that  attainable 
with  the  ordinary  Beckmann  apparatus.  In 
this  connection,  mention  ought  to  be  made  also 
of  Eykman's  apparatus  (Zeitsch.  physikal. 
Chem.  1888,  2,  964  ;  1889,  4,  497).  This  con- 
sists of  a  small  flask,  holding  atiout  10  cub.  cm., 
into  the  neck  of  which  is  ground  a  thermometer, 
graduated  in  tenths  or  hundredths  of  a  degree. 
There  is  no  separate  jacketing  vessel,  but  the 
procedure  is  similar  to  that  followed  in  the  case 
of  the  Beckmann  apparatus.  ■ 

As  regards  the  preparation  of  the  cooling 
bath  required  in  the  cryoscopic  investigation  of 
aqueous  solutions,  the  usual  mixture  of  ice  and 
common  salt  solution  may  be  replaced  in  some 
cases  by  a  mixture  of  ice  and  a  solid  salt,  which 
gives  a  steady  eutectic  temperature.  Salts 
suitable  for  this  purpose,  with  the  eutectic 
temperatures  obtained  when  they  are  mixed 
with  ice,  are  alum,  —0-47°  ;  sodium  sulphate, 
— 0-7"  ;  potassium  dichromate,  — 1-0°  ;  potas- 
sium sulphate,  —1-5°  ;  copper  sulphate,  —  2'0°  ; 
potassium  nitrate,  — 3-0" ;  zinc  sulphate, 
—5-0°  ;  barium  chloride,  —7-0°.  Another  kind 
of  cooling  bath  was  used  by  Raoult,  who  sur- 
rounded the  jacketed  freezing  tube  with  ether, 
and  passed  through  the  latter  a  current  of  dry 
air  (Compt.  rend.  1896,  123,  476;  Zeitsch. 
phy.sikal.  Chem.  1898,  27,  617).  By  careful 
regulation  of  the  rate  at  which  the  air  is  forced 
through  the  ether,  the  bath  can  be  adjusted  to 
any  point  between  room  temperature  and 
-15°. 

When  it  is  desired  to  find  the  molecular 
weight  of  a  new  substance,  the  question  of  the 
most  suitable  solvent  arises.  The  choice  is 
frequently  limited  by  the  solubility  of  the  sub- 
stance ;  it  may  be  appreciably  soluble  in  only 
one  or  two  of  the  more  common  solvents. 
Apart  from  this,  however,  there  are  other  con- 
siderations which  must  be  taken  into  account. 
Extensive  investigation  has  proved  that  with 
certain  combinations  of  solvent  and  solute,  the 
cryoscopic  method  gives  abnormal  values  for 
the  molecular  weight  of  the  dissolved  substance. 
Pre-eminently  is  this  the  case  when  the  solvent 
is  water  and  the  solute  is  an  acid,  a  base,  or  a 
salt,  in  short,  an  electrolyte :  under  these 
circumstances,  the  value  found  for  the  mole- 
cular weight  of  the  solute  is  abnormally  low. 
On  the  other  hand,  the  influence  of  substances 
containing  the  hydroxyl  group  (alcohols,  acids, 
phenols,  oximes)  on  the  freezing  point  of  hydro- 
carbons (benzene)  and  allied  indifferent  solvents, 
is  such  as  to  lead  to  abnormally  high  values  for 
the  molecular  weight.  The  cryoscopic  investiga- 
tion of  solutions  of  acetic  acid  in  benzene 
indicates  that  the  formula  of  the  acid  is  more 
correctly  represented  by  (CH3-COOH)2  than  by 
CHj-COOH.  Again,  whOe  the  molecular  weight 
of  alcohol  in  benzene  is  nearly  normal  in  dilute 
solution,  the  value  increases  rapidly  as  the  con- 
centration of  the  alcohol  rises.  The  combina- 
tions of  solvent  and  solute  which  lead  to 
abnormally  high  values  of  the  molecular  weight 
have  been  studied  in  detail  by  various  workers 
(Auwers,  Zeitsch.  physikal.  Chem.  1893,  12,  689  ; 
1894,  15,  33  ;  1895,  18.  595;  1896,  21,  337; 
1897,  23,  449  ;  1899,  30,  300;  1903,  42,  513, 
629;  Biltz,  ibid.  1899,  29,  249;  Robertson, 
Chem.  Soc.  Trans.  1903,  83,  1425;    1904,  85, 


1617 ;    1905,  87,   1574 ;    1906,  89,  567).  It 

1  should  be  noted  that  in  cases  also  where  the 
dissolved  substance  crystallises  out  along  with 
the  solvent,  the  depression  of  the  freezing  point 
is  abnormally  small,  and  the  value  of  the  mole- 

I  cular  weight  calculated  therefrom  is  corre- 
spondingly high. 

I  For  the  cryoscopic  determination  of  the 
molecular  weights  of  dissolved  substances  a 
method  of  moderate  accuracy  is  sufficient,  and 
an  experiment  may  be  carried  out  with  a  com- 
paratively small  quantity  of  liqvad.  The  case  is 
different  with  the  problem  of  finding  the  exact 
depression  of  the  freezing  point  for  very  dilute 
aqueous  solutions — a  problem  to  which  much 

I  attention  has  been  devoted  because  of  its 
bearing  on  the  theory  of  solution.  It  was  early 
evident  that  the  cryoscopic  investigation  of  very 
dUute  solutions  involves  special  difficulties,  for 
the  discrepancies  between  the  results  obtained 
by  different  workers  were  very  considerable. 
Thus  the  molecular  depression  for  water,  based 
on  experiments  with  sucrose  in  which  the 
actually  observed  depressions  amounted  only  to 
about  0-05°,  was  found  byArrhenius  to  be  20-2°, 
by  Raoult,  20-7° ;  by  Jones,  21-8°;  and  by  Loomis, 
18-1°,  instead  of  the  theoretical  value,  18-6^. 
Subsequent  investigations  (Nernst  and  Abegg, 
Zeitsch.  physikal.  Chem.  1894,  15,  681  ;  Abegg, 
ibid.  1896,  20,  207  ;  Wildermann,  Phil.  Mag. 
1895,  40,  119;  Proc.  Roy.  Soc.  1896,  251  ; 
Raoult,  Zeitsch.  physikal.  Chem.  1898.  27,  617) 
have  made  it  clear  what  conditions  must  be 
fulfilled  if  the  freezing  point  depression  for  a 
dilute  aqtieous  solution  is  to  be  determined  with 
certainty  to  0'001°.  It  will  be  sufficient  here  to 
indicate  these  conditions  briefly. 

As  regards  the  thermometer,  it  is  essential 
that  a  telescope  be  used  for  reading  the  position 
of  the  mercury,  and  that  the  bulb  of  the  instru- 
ment be  kept  at  about  0°  during  the  whole  of  a 
series  of  experiments.  The  influence  of  altera- 
tions in  the  atmospheric  pressure  cannot  be 
neglected,  for  it  appears  that  a  difference  of 
1  mm.  mercury  has  about  the  same  effect  on  a 
Beckmann  thermometer  as  a  temperature 
change  of  0-0002°.  On  similar  grounds,  the 
thermometer  must  be  immersed  always  to  the 

,  same  depth  in  solvent  and  solutions.  It  should 
be  mentioned  here  that  platinum  resistance 
thermometers  have  been  used  in  accurate 
cryoscopic  work  instead  of  the  Beckmann  in- 
struments (see  Chrustchoff,  Compt.  rend.  1900, 
131,  883  ;  1901,  133,  955  ;  Bedford,  Proc.  Roy. 
Soc.  A,  1910,  83,  454).  The  difference  between 
the  freezing  points  of  solvent  and  solution  has 
also  been  determined  thermoelectricaJly  (Haus- 
rath,  Ann.  Physik.  1902,  [iv.]  9,  522). 

The  temperature  of  the  cooling  bath  is  a 
matter  which  has  to  be  carefully  considered,  if 

i  the  freezing  point  depression  for  a  dilute  solution 
is  to  be  correctly  determined.  Suppose  that  in 
an  experiment  with  the  ordinary  Beckmann 

I  apparatus  the  aqueous  solution  in  the  inner 

j  tube  cools  without  freezing,  it  is  obvious  that 
the  lowest  temperature  to  which  the  solution 
can  fall  must  be  higher  than  that  of  the  cooling 
bath,  because  of  the  heat  conducted  fr(mi  the 
air  to  the  solution  through  the  thermometer, 
stirrer,  and  tube,  and  because  of  the  heat 
generated  by  the  stirring.  This  lowest  tempera- 
ture, which  the  contents  of  the  freezing  tube 
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tend  to  assume  when  no  freezing  takes  place,  is 
known  as  tlie  convergence  temperature.  The 
difference  between  the  convergence  temperature 
and  tlie  temperature  of  the  cooling  bath  varies, 
of  course,  with  each  apparatus ;  it  decreases  as 
the  facility  for  heat  exchange  between  the 
solution  and  the  external  air  is  lessened,  and  as 
the  rate  of  stirring  is  diminished.  Suppose  now 
that  the  solution  under  examination  has  become 
supercooled,  and  that  it  has  reached  the  con- 
vergence temperature.  The  introduction  of  a 
crystal  of  the  solid  solvent  at  this  stage  initiates 
the  freezing  process;  heat  is  liberated  and  the 
temperature  of  the  solution  rises.  Inasmuch, 
however,  as  the  solution  is  no  longer  at  the  con- 
vergence temperature,  there  is  an  influence  at 
work  tending  to  lower  the  temperature  of  the 
solution,  so  that  the  latter  never  reaches  its 
true  freezing  point  :  the  maximum  position 
reached  by  the  mercury  is  only  what  may  be 
called  the  apparent  freezing  point  of  the  solution. 
Similarly,  when  the  freezing  point  of  the  solution 
lies  below  the  convergence  temperature,  an 
apparent  freezing  point  is  observed  which  is 
somewhat  higher  than  the  true  freezing  point. 
In  both  cases,  the  apparent  freezing  point  lies 
between  the  true  freezing  point  and  the  con- 
vergence temperature.  In  view  of  these  con- 
siderations, it  is  necessary,  in  cryoscopic  work 
of  the  most  accurate  kind,  either  to  adjust  the 
cooling  bath  so  that  the  convergence  tempera- 
ture and  the  freezing  point  are  practically  the 
same,  or  to  apply  a  correction  to  the  apparent 
freezing  point  {sec  Raoult,  I.e.  ;  Nernst  and 
Abegg,  I.e.). 

The  freezing  point  of  a  solution  is  the 
temperature  at  which  the  solution  and  the  solid 
solvent  are  in  equilibrium,  and  in  order  that  this 
equilibrium,  and  therefore  the  freezing  point, 
may  be  well  defined,  it  is  essential  that  a  con- 
siderable quantity  of  solid  should  be  in  contact 
with  the  solution.  In  the  case  of  aqueous  solu- 
tions, this  has  generally  been  effected  by  super- 
cooling to  the  extent  of  0-5°  or  1-0°,  and  then 
introducing  a  crystal  of  ice.  If  this  method  is 
adopted,  then  a  correction  must  be  made  for  the 
charge  of  concentration  resulting  from  the 
separation  of  ice.  Some  workers,  however, 
determine  the  freezing  point  by  adding  the 
cooled  solution  to  a  fairly  large  quantity  of 
finely  divided  ice,  and  then  observing  the  steady 
temperature  shown  by  a  thermometer  immersed 
in  the  mixture  (see  Walker  and  Robertson,  Proc. 
Roy.  Soc.  Edin.  1903,  24,  363;  Richards,  J. 
Amer.  Chem.  Soc.  1903,  25,  291  ;  compare  also 
Prytz,  Ann.  Physilc.  1902,  [iv.]  7,  882).  In  this 
method  of  procedure,  equilibrium  between  the 
two  phases  is  very  rapidly  established  and  the 
concentration  of  the  liquid  is  ascertamed  by  an 
analysis  made  subsequently  to  the  determination 
of  the  freezing  point. 

It  has  already  been  pointed  out  that  the 
freezing  point  depression  is  proportional  to  the 
number  of  dissolved  units.  The  cryoscopic 
method  may  therefore  be  employed,  not  only 
in  the  determination  of  the  molecular  weights  of 
dissolved  substances,  but  also  in  the  study  of  the 
question  whether  in  a  particular  case  a  change  in 
the  number  of  dissolved  units  takes  place.  It 
is  found,  for  instance,  that  the  freezing  points  of 
potassium  iodide  solutions  are  not  appreciably 
affected  by  the  addition  of  iodine,  which  shows 


that  the  iodine  must  combine  with  the  units 
already  present  in  the  solution  (see  Le  Blanc  and 
Noyes,  Zeitsch.  physilcal.  Chem.  1890,  6,  385  ; 
Paterno  and  Pcratoner,  Gazz.  chim.  ital.  1890' 
21,  110).  The  cryoscoijic  method  may  similarly 
be  employed  in  following  the  course  of  a  reaction 
between  dissolved  substances  which  involves  a 
change  in  the  number  of  units,  as  for  instance, 
the  inversion  of  sucrose  (see  Kahlenberg,  Davis, 
and  Fowler,  J.  Amer.  Chem.  Soc.  1890,  21,  ]). 

J.  C.  P. 

CRYPTOPINE  V.  VECETd-ALKALnlDS. 

CRYSOBERYL  or  CHRISOBERYL  v.  Gluci- 

NUM. 

CRYSTAL    PONCEAU   v.  Azo-  coloukino 

MATTERS. 

CRYSTAL  VARNISH  or  PAPER  VARNISH 

V.  Varnish. 

CRYSTAL  VIOLET  v.  Triphenylmethane 

COLOUEING  MATTERS. 

CRYSTALLIN  v.  Proteins. 
CRYSTALLISATION.  Crystals  are  often  pro- 
duced  during  the  concentration  of  liquors  in 
evaporating  pans.  Hand  or  mechanical  scrapers 
are  used  for  removing  these  crystals  con- 
tinuously. Such  crystals  are  generally  too 
impure  for  sale  and  are  redissolved  in  sufficient 
hot  water  to  produce  a  solution,  which,  after 
clarification  by  subsidence  or  filtration,  will 
yield,  in  the  crystallising  pan,  bright  and  market- 
able crystals.  The  temperature  and  concen- 
tration of  the  solution,  to  yield  the  best  result, 
have  to  be  determined  for  every  substance.  The 
mother  liquor  is  run  off  and  the  crystals  trans- 
ferred to  drainers  or  centrifugal  machines  to  be 
dried  before  packing.  In  some  instances, 
several  repetitions  of  this  treatment  are  made, 
and  the  crystals  are  washed  with  water  or  liquor 
after  each  treatment.  The  crystallising  pans 
are  made  of  materials  which  give  the  best 
economic  result ;  either  they  resist  the  mother 
liquors  or,  if  attacked,  do  not  spoU  the  product 
by  discolouration  or  too  much  impurity.  Cast- 
iron  tanks  about  2  feet  deep  with  bottoms 
sloping  to  the  outlet  and  rounded  corners,  are 
common.  Wooden  tanks  unlined  or  lined  with 
sheet  lead,  zinc,  tin,  or  other  metal,  are  used 
largely.  Some  manufacturers  suspend  rough- 
ened strips  of  metal  in  the  pans  to  which  the 
crystals  adhere.  For  rapid  production,  crystal- 
lisation by  repose  is  now  giving  jjlace  in  manj' 
industries  to  crystallisation  in  motion.  The 
crystallising  vessels  are  provided  with  circu- 
lating blades  or  with  compressed  air  jets,  so 
that  the  crj'stals  as  they  form  are  prevented  from 
adhering  to  the  sides  of  the  vessel,  but  remain 
suspended  in  the  liquor,  which,  on  complete 
cooling,  flows  directly  to  the  centrifugal  machines 
for  the  separation  of  the  mother  liquor.  These 
crystals  are  purer  and  more  convenient  to 

I  handle  than  those  obtained  by  repose  methods. 
In  the  case  of  deliciuescent  substances  and  also 
in  those  instances  where  the  mother  liquor  is 
sufficiently  pure  to  make  it  unnecessary  to 

;  purify  by  crystallisation,  the  liquor  is  concen- 
trated in  film  evaporators  so  that  only  sufficient 

]  water  remains  in  it  to  form  the  crystal.  The 
liquor  produced  is  run  into  drums  and  forms,  on 
cooling,  a  solid  block  of  crystals.  In  some 
works,  the  liquor  is  run  into  a  jacketted  worm 
conveyor  so  that  the  crystals  which  form,  leave 
the  apparatus  in  a  loose  state.  J.  W.  H. 
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CUBA  BLACK  v.  Azo-  colouring  matters. 

CUBEBS  CAMPHOR  v.  Camphors. 

CUBEBS,  OIL  OF,  v.  Oils,  Essential. 

CUCUMBER.  The  fruit  (really  a  berry)  of 
Cucumis  sativus  (Linn.).  Konig  gives  as  the 
average  composition  : 

Nitrogenous  Other  carbo- 

Water  matter  Fat  Sugar  hydrates  Fibre  Ash 
95-36     1-00    0-11     M2     1-09    0-7S  043 

According  to  Wittmann  (1901),  cucumbers  con- 
tain about  0-2  p.c.  of  jjentosans. 

Heinze  (Zeitsch.  Nahr.  Genussm.  1903,  0, 
529)  observed  that  large  cucumbers  contain  a 
higher  pro]iortion  of  sugar  than  small  ones,  but 
less  nitrogenous  matter.  He  gives  as  the  mean 
composition  : 

Other 

Pro-  Glu-  Cane  carbohy- 

Water  tein  Fat  cose  sugar  drates  Fibre  Ash 
Small  96-6  0-81  0-09  0-00.  0-10  1-44  0-58  0-34 
Large  95-8  0-67  0-09  0-66  0-09  1-60  0-05  0-42 

The  ash  of  cucumbers  contains  ; 
KoO  Na-O  CaO   MgO  FejOg  PjOj  SO3  SiOj  CI 
51-7    4-2    7-0    4-5    0-8    13-1    5-7    4-3  9-2 

H.  1. 

CUDBEAR  V.  Archil. 

CULLEN  EARTH  or  COLOGNE  EARTH  v. 

Pigments. 

CULLET  V.  Glass. 

CULM  V.  Anthracite,  art.  Fuel. 

CUMENES.  Cxmols.  The  name  cumeve, 
originally  applied  to  wopropylbenzene 

CeH,-CH(CH,), 
to  indicate  its  connection  with  cumic  acid,  from 
which  it  was  obtained  by  distillation  with  lime, 
is  frequently  employed  as  a  generic  term  to 
denote  any  of  the  isomeric  benzene  hydro- 
carbons of  "the  formula  C9H12.  Theory  predicts 
the  existence  of  eight  of  these,  all  of  which  have 
been  found  in  coal-tar  oil. 

Propyibenzenes. 

1.  Normal  propylbenzene  (n-  r/umene) 

CeHj-CHa-CHj-CHj. 

Present  in  coal-tar  oil  in  fraction  boih'ng  at 
153°-151°  (Schultz  and  Perl,  Ber.  1909,  3602). 
By  the  action  of  sodium  on  a  mixture  of  bromo- 
benzene  and  propyl  bromide  in  ethereal  solution 
(Fittig,  Schaffer  and  Kcinig,  Annalen,  149,  324). 
By  the  action  of  aluminium  chloride  on  tri- 
methylene  bromide,  propylbenzene  and  d;- 
phenylpropane  (sym.)  are  formed,  the  latter  of 
which,  on  further  treatment,  yields  propylben- 
zene and  cumene  (Bodroux,  Compt.  rend.  132, 
155).  From  benzene,  aluminium  chloride  and 
propyl  bromide,  when  kept  at  0°  (Heise,  Ber. 
1891,  768  ;  Genvresse,  Bull.  Soc.  chim.  9,  [3] 
219).  From  benzyl  chloride,  CeHj-CHaCI  and 
zinc-cthyl  (Paterno  and  Spiza,  Ber.  10,  294). 
Liquid  boiling  at  ISQ"  (corr. ),  sn.gr.  0-867  at  15''/15° 
(Perkin,  Chem.  Soc.  Trans.  1900,  274).  Yields 
benzoic  acid  on  oxidation  with  chromic  acid. 

2.  Iso'propylbenzene  (Cumene.) 

CeH5-CH(CH3),. 

Present  in  American  petroleum  (Maberry  and 
Dunn,  Amer.  Chem.  J.  18,  215).  By  distilling 
.cumic  acid  C6H4[CH{CH3)2]C02H(1, 4)  with 
lime  or  baryta  (Gerhardt  and  Cahours,  Ann. 
Chim.  Phys.  [3J  I,  87).  From  benzal  chloride 
CjHj-CHClg  and  zinc-methyl  (Liebermann,  Ber. 


13,  46).  Phenyl  magnesium  bromide  reacts 
with  acetone  to  give  methylethenylbenzene, 
which,  on  hydrogenation,  yields  cumene  (Tif- 
feneau,  Compt.  rend.  134,  845).  From  benzene 
and  either  isopropyl  bromide  or  normal  propyl 
bromide  in  presence  of  aluminium  bromide 
(Gustavson,  Ber.  11,  1251).  Liquid  boilinar  at 
1 52-5°-  15'J°  (corr. ) ;  sp.sr.  0-8727,  7-974° (Perkin, 
Chem.  Soc.  Trans.  1900,  275).  Yields  benzoic 
acid  on  oxidation  with  chromic  acid. 

Melhylethylbenzenes  ( Eihyltoluenes).  The 
three  methylethylbenzenes  are  obtained  by  the 
action  of  sodium  on  a  mixture  of  ethyl  bro- 
mide OB  iodide  with  the  corresponding  bromo- 
toluenes  (ortho-,  meta-,  or  para-). 

1.  o-Melhijlelhylbcnzene 

C,H,'(CH3)(C2H,)^1,2). 

Liquid  boiling  at  158°-159°;  sp.gr.  0-8731  at 
10°.  Dilute  nitric  acid  oxidises  it  to  o-toluie 
acid  CsH4(CH3)C02H(l,  2). 

2.  m-Meiliyleihylhenzene 

C,H,(CH3){C,H3)(1,3). 
Liquid  boiling  at  158°-159°  ;    sp.gr.  0-869  at 
20°.    Chromic  acid  oxidises  it  to  I'so^jhthalic  acid 
CeH4(CO,H),(],3). 

3.  p-Methvlethylhcnzerie 

CeH4(CH3)(C,H,)(l.  4). 
Liquid  boiling  at  161°-162°  ;   sp.gr.  0-8652  at 
21".    Yields  on  oxidation  ;p-toluic  and  tereph- 
thalic  acids. 

Trimelhylbenzenes. 

1.  Consecutive  trimetliylhenzene  {Hemelliiene  i 
HemimelUthene)  CeH3(CH3)3(l,  2,  3).  By  heat- 
ing the  calcium  salt  of  a-twdurie  acid 

CeH,(CH3)3C0,H 
with  lime.    Liquid  boiling  at  168°-170°  (Jacob- 
sen,  Ber.  1.5,  1857  ;  19,  2517). 

2.  TJnsymmeirical  trimetliylhenzene  (pseudo- 
citmene)  CfiH3(Cfi'3).)(l,  2,  4),  occurs  together 
with  mesitylene  in  coal-tar  (Beilstein  and  Kiigler, 
Annalen,  137,  317),  and  is  present  in  many 
petroleums  (Poni,  Chem.  Zentr.  1906,  i.  459). 
By  the  action  of  sodium  on  a  mixture  of  either 
bromo  paraxylene  or  bromometaxylene  with 
methyl  iodide.  In  order  to  iso'ate  it  from  coal 
tar,  Armstrong  recommends  (Chem.  News,  3S, 
5  Ber.  II,  1697)  that  the  mixture  of  pseudo- 
cumene  and  mesitvlene  [v.  infra)  boilins!  between 
160°  and  170°,  obtained  from  coal  tar  by 
fractional  distillation,  should  be  converted  by 
treatment  with  an  equal  volume  of  concen- 
trated sulphuric  acid  into  sulphonic  acids.  The 
mixture  of  sulphonic  acids,  which  separates  as 
an  oily  layer  on  carefully  adding  water  to  the 
sulphuric  acid  solution,  is  heated  with  concen- 
trated hydrochloric  acid  in  a  sealed  tube  for  I 
hour  at  100°.  In  this  way,  the  mesitylene  sul- 
phonic acid  is  decomposed,  regenerating  mesity- 
lene, whilst  the  pseudocumenesulphonic  acid  is 
not  attacked.  After  separating  the  mesitylene 
the  pseudocumenesulphonic  acid  is  i^reeipitated 
from  the  hydrochloric  acid  solution  by  sulphuric 
acid,  purified  by  rccrystallisation  from  dilute 
sulphuric  acid  and  finally  decomposed  by  heating 
with  hydrochloric  acid  at  140°-150°,  when  it 
breaks  up  into  pseudocumene  and  sulphuric  acid. 
Jacobsen  (Ber.  9,  256)  treats  the  mixture  of 
sulphonic  acids  with  barium  or  calcium  car- 
bonate, which  removes  the  excess  of  sulphuric 
acid  and  converts  the  sulphonic  acids  into 
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barium  oc  calcium  salts ;  transforms  these  by 
double  decomposition  witli  sodium  carbonate 
into  sodium  salts;  heats  the  latter  with  phos- 
phorus pentachloride,  with  which  they  yield 
the  sulphonic  chlorides  CjHij-SOjC! ;  converts 
the  chlorides  into  the  sulphonamides 

by  the  action  of  ammonia  ;  and  separates  the 
two  isomeric  sulphonamides  by  recrystallisatiop 
from  alcohol,  in  which  mesitylene  sulphonamide 
is  readily,  pseudocumene  sulphonamide  only 
sparingly,  soluble.  The  sulphonamides  are  then 
liydrolysed  by  heating  with  concentrated 
hydrochloric  acid  at  175°. 

Another  method  proposed  by  Jacobsen 
(Annalen,  184,  199)  is  to  separate  the  two  sul- 
phonic acids  by  fractional  crystallisation ; 
pseudocumenesulphonic  acid  is  soluble  with 
difficulty  in  sulphuric  acid  and  crystallises  out. 
On  heating  to  its  melting-point  (110°)  and  passing 
in  steam  at  a  temperature  of  250°,  pure  pseudo- 
cumene is  obtained  (see  also  Schultz  and  Herz- 
feld,  Ber.  1909,  3(302).  Pseudocumene  boils  at 
l(i9-8°  (corr.).  166°  at  712  mm.,  and  has  sp.gr. 
0-877  at  18°  (Schultz  and  Herzfeld,  I.e.).  On 
oxidation  with  nitric  acid,  it  yields  two  isomeric 
acids  of  the  formula  CjH3(CH3)2COoH — xylic 
acid  and  p-xylic  acid — and  a  small  c|uantity  of 
the  isomeric  methylwophthalic  and  methyltere- 
phthalic  acids  C|;H3(CH3)(CO.,H)o  (Bentley  and 
Perkin,  Chem.  Soc.  Trans.  1897,  165). 

3.  Sijmmetrical  trimethylbeiizene  (Mesitylene) 
C„H3(CH3)3(1,  3,  5).  In  coal-tar  oil,  in  fraction 
boiling  at  157°-162°  (Fittig  and  Wackenroder, 
Annalen,  151,  292  ;  Schultz  and  Perl,  Ber.  1909, 
3602),  and  in  American  petroleum  (Maberry  and 
Dunn,  Amer.  Chem.  J.  18,  215).  By  distilling 
acetone  with  sulphuric  acid 

3CO(CH3)2  =  C,H3(CH3)3-f3H,0 
(K lister  and  Stollberg,  Annalen,  278,  207  ; 
Meyer  and  Molz,  Ber.  1896.  2831),  or  by  dissolving 
allylene  CH3G;GH  in  sulphuric  acid  and  dis- 
tilling with  water  SCHg-C ;  CH=UoH3(CH3)3 
(Fittig  and  Schrohe,  Ber.  8,  17).  (On  the  isola- 
tion of  mesitylene  from  coal  tar  and  the  method 
of  separating  it  from  pseudocumene,  v.  preceding 
paragraph.)  Liquid  boiling  at  164-5° ;  sp.gr. 
0-8768  at  474°  (Perkin,  Chem.  Soc.  Trans.  1896, 
1193).  Dilute  nitric  acid  oxidises  it  to  mesitylenic 
acid  C5H3(CH3)2C02H  and  uvitic  acid 

_  C,H3(CH3)(C02H)„ ; 
with  potassium  permanganate  it  yields  uvitic 
acid  and  trimesic  acid  CsH3(CO.,H)3(l,  3,  5). 

CUMIDINES  C,,H,3N.  Of  the  sixteen  iso- 
meric cumidines  which  have  hitherto  been  ob- 
tained, pseudo-  or  i//-cumidine  and  mesidine  are 
perhaps  the  most  important.  These  bases  are 
derivatives  of  iiseudocumene  and  mesitylene 
respectively,  the  first  of  which  is  theoretically 
capable  of  yielding  three  isomeric  if/-cumidines, 
and  the  latter  one  cumidine  only. 

Pseudocumldine,  sym..\p-cumidine 
CH,)3C,H2-NH,[CH3 :  CH3 :  CH3:NH2  =  1:2:4:5] 
can  be  obtained  by  nitrating  pseudocumene  with 
fuming  nitric  acid  in  the  cold,  and  reducing  the 
nitro-  compound  (m.p.  71°)  with  tin  and  hydro- 
chloric acid  (Schaper.Zeitsch.  chem.  [2]  3,  12).  The 
base  is  prepared  technically  by  digesting  xylidine 
hydrochloride  with  methyl  alcohol  in  an  autoclave 
at  280°-300°, con  verting  the  crude  product  into  the 
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nitrate,  separating  the  sparingly  soluble  nitrates 
by  means  of  a  centrifugal  machine,  washing  the 
product  with  water  and  finally  treating  with  an 
alkali.  The  mixture  of  bases  consisting  of 
cumidines  and  xylidines  is  then  fractionated,  and 
the  portion  distilling  between  225°-245°  is 
allowed  to  crystallise,  and  finally  freed  from  non- 
crystallisable  bases  by  pressure  (Aktiengesell- 
scliaft  fiir  Anilinfabrikation,  D.  R.  P.  22265). 
The  cumidine  so  obtained  contains  mesidine  and 
other  impurities  (Hofmann,  Ber.  17,  1912  ; 
Engel,  ibid.  18,  2229),  but  consists  chiefly  of 
Schaper's  pseudocumldine  (cf.  Hofmann,  ibid. 
15,  2895)  which  can  bo  prepared  in  the  pure  state 
by  digesting  o-4-xylidino  [NH2:CH3:CH3=  1:3:4] 
or  paraxylidine  with  methyl  alcohol  under 
similar  conditions  (Nolting  and  Forel.  ibid.  18, 
2680). 

Properties. — Pseudocumidine  crystallises  in 
large,  lustrous  prisms,  melts  at  63°  (Hofmann), 
at  68°  (Auwers,  Ber.  18,  2661),  and  boils  at  234°. 
It  is  insoluble  in  water,  but  readily  soluble  in 
alcohol.  The  nitrate  is  characterised  by  bemg 
very  sparingly  soluble  in  water.  Its  acetyl 
derivative  crystallises  in  compact  white  needles, 
melts  at  161°  (Edler,  ibid.  18,  629  ;  Nolting  and 
Baumann),  at  164°  (Auwers)  and  boils  above 
360°.  Pseudocumidine  is  used  as  a  source  of 
azo-  dyes  (D.  R.  PP.  3229,  1878;  22265,  1882). 

rts-i^z-cumidine  L*-'H3:GH3:CH3:NH2  =  1:2:4:6] 
has  been  prepared  by  Edler  (I.e. ).  It  melts  at  36°. 

(f/  cumidlne  [CH3:CH3:CH3:NH2  =  1:2.4:3]  is 
obtained  Ijy  digesting  o  -  3  -  xylidine  hyclro  - 
chloride  [NH2:CH3:CH3=  1:2:3]  with  methyl  al- 
cohol in  an  autoclave  at  300°  (Nolting  and 
Forel ;  cf.  Mayer,  Ber.  20,  972).  It  boils  at  240° 
Niilting  and  Forel),  236°  and  does  not  solidify  at 
—  15°  f Mayer).  Its  acetyl  derivative  melts  at 
186°. 

Mesidine  [CH3:CH3:CH3:NH2=  1:3:5:2]  is  ob- 
tained  by  treating  mesitylene  with  nitric  acid 
(sp.gr.  1-38)  and  reducing  the  nitro-  derivative 
with  tin  and  hydrochloric  acid  (Fittig  and  Storer, 
Annalen,  147,  3).  It  can  also  be  prepared  by 
digesting  a-metaxylidine  [NH2:CH3:0H3=  1:2:4] 
(Hofmann,  Ber.  5,  715  ;  8,  61)  or  /3-metaxylidine 
[NH,:CH3:CH3=  1:2:6]  hydrochloride  (N.llting 
and  Forel)  with  methyl  alcohol  at  300°. 

Properties. — Mesidine  is  a  colourless  liquid, 
which  boils  at  229°,  and  has  a  sp.gr.  0-9663. 
The  acetyl  derivative  melts  at  216°  and  crystal- 
lises in  prisms. 

/.socumidine  [CH3:CH3:CH3:NH2  =  1:2:3:5], 
prepared  by  digesting  the  hydrochloride  of 
7-metaxylidine 

[NH3:CH3:CH3  =  1:3:5] 

with  methyl  alcohol,  at  300°  (Nolting  and 
Forel;  Limpach,  Ber.  1888,  644),  melts  at  67°- 
68°,  boils  at  245°,  and  yields  an  acetyl  deriva- 
tive melting  at  163°- 164°. 

Para-aminopropylbenzene,  formed  by  heating 
aniline,  propyl  alcohol,  and  zinc  chloride  at  280° 
for  8  hours  (Louis,  Ber.  16,  105  ;  Francksen.  ibid. 
17,  1221),  boils  at  224°-226°.  The  acetyl 
derivative  melts  at  87°. 

Orthoamino/.sopropylbenzene,  -  0  -  cumidine, 
formed  by  heating  aminocumic  acid  with  baryta 
(Filetti,  Clazz.  chim.  ital.  13,379;  cf.  Constam 
and  Goldschmidt,  Ber.  1888,  1158),  boils  at 
213-5°-214-5°  at  732  mm.  The  acetyl  derivative 
melts  at  72°. 
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Para-amlnowopropylbenzene.cumidine,  formed 
by  heating  isopropyl  alcohol,  aniline,  and  zinc 
chloride  at  260°-280°  (Louis,  Ber.  16,  111  ;  cf. 
Nicholson,  Aiinalen,  65.  58),  boils  at  216°-218°. 
The  acetyl  derivative  melts  at  102°-102-5°.  By 
oxidation  with  sodium  chlorate  and  potassium 
ferrocyanide  in  hydi'ochloric  acid  solution, 
cumidine  yields  a  dyestuff  of  the  aniline  black 
series  (Kirptischniivow,  Chem.  Zentr.  1906,  i. 
829).  By  treatment  with  cyanogen  chloride  in 
pyridine  solution,  condensation  is  effected  and 
a  dyestuff  is  produced  (KOnig,  D.  R.  P.  155782  ; 
Chem.  Zentr.  1904,  ii.  1557). 

Ethylorthotoluidine,  prepared  by  treating 
orthotoluidine  in  ethyl  alcohol  with  zinc  chloride 
at  270°  (Benz,  Ber.  15,  1650),  boils  at  229°-230°. 
The  acetyl  derivative  melts  at  105°-105-5°,  and 
boUs  at  313°-315°. 

CUMIDINE  RED  v.  Azo-  colouring  mat- 
tees. 

CUMIN,  OIL  OF,  V.  Otts,  Essential. 

CUPFERRON  V.  Hydeoxylamine. 

CUPRISIN.  Trade  name  for  a  preparation 
of  cupric  cyanide  and  potassium  cyanide,  used 
for  the  treatment  of  trachoma. 

CUPRITE.  Native  cuprous  oxide  CujO, 
crystallising  in  the  cubic  system.  BrOliant, 
transparent  crystals  of  a  ruby-red  colour  (hence 
the  name  ruby-copper-ore)  are  not  uncommon  ; 
sp.gr.  6-0.  In  the  variety  called  chalcotricliite, 
the  crystals  are  capillary  in  form,  being  enor- 
mously elongated  in  the  direction  of  one  of  the 
cubic  edges,  and  are  loosely  matted  together  in 
plush-like  masses.  Another  variety,  known  as 
tile-ore  (Ger.  Ziegelerz),  is  earthy  or  compact 
and  of  a  brick-red  or  brownish  colour  ;  it  con- 
sists of  an  intimate  mixture  of  cuprite  and 
limonite,  and  has  resulted  from  the  alteration  of 
copper-pyiites.  Cuprite  is  sometimes  of  im- 
portance as  an  ore  in  the  upper  oxidised  portions 
of  copper  veins.  L.  J.  S. 

CUPROSILICON,  Cuprous  silicide  [v.  Copper). 

CURARA.  Curare,  Urari,  Wourari,  Wourali, 
Wourara.  Curara  is  the  arrow  poison  of  those 
tribes  of  South  American  Indians  which  inhabit 
the  districts  lying  between  the  Amazon  and  the 
Orinoco.  It  was  first  brought  to  Europe  by  Sir 
Walter  Raleigh,  in  1595,  and  from  that  time  to 
this  its  origm  and  preparation  have  been  much 
discussed  by  travellers  and  botanists.  A  sum- 
mary of  the  earlier  observations  of  La  Con- 
damine,  A.  v.  Humboldt  and  Bonpland,  Water- 
ton,  Schomburgk,  Castelnau,  Weddell,  Thirion, 
Jobert,  Crevaux,  and  others  is  given  in  an 
examination  of  the  subject  by  Plane hon  (Pharm. 
J.  [3]  11,  469,  491,  529,  589,  693.  and  754).  It 
is  shown  that  curara  Ls  an  aqueous  extract  of  a 
mixture  of  many  plants,  one  of  which  is  always 
a  species  of  Slrychnos,  and  gives  to  it  the  chief 
toxic  power,  whilst  the  remainder  contribute 
those  other  qualities  which  render  the  extract 
suitable  for  the  tii)ping  of  arrow  heads.  The 
method  of  preparation  adopted  by  one  tribe  of 
Indians  is  described  by  Schomburgk  {ihid.  [.'{| 
10,  646).  The  product  differs  somewhat  with 
the  locality  in  which  it  is  prepared.  Planchon 
distinguishes  four  varieties  :  the  curara  of  the 
Orinoco,  of  the  Upper  Amazon,  of  French 
Guiana,  and  of  British  Guiana.  The  chief  active 
ingredient  in  the  preparation  of  the  first  is  a 
Strychnos  plant,  closely  allied  to  Scliomburgk's 
-S.  foxifera  (J.  Pharm.  Chim.  [5]  5,  20),  of  the 


second,  S.  Casieincei  (Weddell),  of  the  third, 
S.  Crevauxiana  (BaiU.),  and  of  the  fourth,  S. 
toxifera  (Schomb.). 

As  seen  in  Eurojie,  curara  is  a  brown  to  black, 
nearly  solid,  or  even  brittle,  extract.  It  has  a 
bitter  taste,  atid  in  its  poisonous  action  it  is 
related,  though  opposed,  to  strychnine.  In 
medicine,  it  has  been  employed  in  the  treat- 
ment of  tetanus,  epilepsy,  and  hydrophobia.  It 
is  best  administered  hypodermicaUy  in  the  form 
of  aqueous  solution  {cf.  Moss,  Pharm.  J.  [3]  8, 
421).  The  active  part  of  curara  is  soluble  in 
cold  water,  and  constitutes  three-fourths  of  the 
whole.  This  portion  is  nearly  insoluble  in  al- 
cohol, and  quite  insoluble  in  ether  (Sachs, 
Annalen,  191,  255). 

A  more  or  less  definite  and  active  alkaloidal 
product  of  curara  under  the  name  curarine  was 
described  by  Roulin  and  Boussingault  (Ann. 
Chim.  Phvs.  [2]  39,  24),  A.  v.  Humboldt  {ibid. 
[2J  39,  30)",  Pelletier  and  Petroz  {ibid.  [2]  40,  213), 
Pryer  (Zeitsch.  Chem.  8,  381 :  BuU.  Soc.  chim. 
[2]  4,  238),  DragendorfE  (Zeitsch.  Chem.  [2]  3, 
28),  and  Fliickiger  (Neues  Rep.  Pharm.  22,  65). 
Evidence  of  the  same  constituent  in  the  root  bark 
of  S.  toxifera  has  been  obtained  by  Villiers  (J. 
Pharm.  Chim.  [5]  11,  653).  Pryer  announced  the 
discovery  not  only  of  crystalline  salts  of  curarine, 
but  of  the  base  itself  in  a  crystalline  form,  for 
which  he  proposed  a  formula.  These  results 
are,  however,  rendered  doubtful  by  the  experi- 
ments of  Sachs  (Annalen,  191,  264),  which  show 
that  Pryer's  crystalline '  curarine  sulphate  con- 
sisted of  calcium  phosphate,  together  with  traces 
of  carbonate  and  mechanically  adhering  curara, 
to  which  last  its  slight  physiological  activity 
is  ascribed.  Moreover,  Pryer's  formula,  though 
derived  from  an  undoubted  platinum  salt  of 
curarine,  is  erroneous  on  account  of  the  salt 
having  suffered  decomposition. 

Sachs  prepared  a  number  of  salts  of  curarine 
by  precipitation  from  a  solution  of  the  acetate, 
which  solution  he  obtained  as  follows.  A  solu- 
tion of  potassium  mercuric  iodide  was  added  to 
a  cold  aqueous  solution  of  curara,  and  the  pre- 
cipitate which  formed,  was  collected.  After 
washing,  it  was  suspended  in  water  and  treated 
with  sulphuretted  hydrogen,  which  removes  the 
mercury,  while  the  alkaloid  goes  into  solution. 
Lead  acetate  was  then  employed  to  separate  the 
iodine,  and  finally  the  excess  of  lead  was  preci- 
pitated by  sulphuretted  hydrogen.  The  platinum 
salt  obtained  from  this  solution  by  the  addition 
of  platinic  chloride  and  hydrochloric  acid,  is  pale 
yellow,  and  has  the  composition 

(C,8H5,N-HCl)2PtCl„ 

but  changes  rapidly  with  the  formation  of  a 
violet-coloured  compound  of  a  different  compo- 
sition. The  gold  mlt  also  quickly  decomposes. 
Neither  the  sulphate  nor  the  hydrochloride  are 
crystaUisable.  The  most  stable  and  best-defined 
salt  is  the  picrate  C^Jls,l!i-C,B..^{0'il}{^02)r„ 
from  which  Sachs  deduces  the  formula  C,  gHjjN 
for  the  free  base.  He  also  points  out  that  the 
alkaloid  exists  in  the  extract  combined  with 
sulphuric  acid. 

Boehm  (Ber.  20,  Ref.  .144)  treats  the  aqueous 
solution  of  curara  directly  with  platinic  chloride, 
and  by  a  series  of  operations,  in  which  the  pre- 
sence of  free  mineral  acid  is  avoided,  obtams 
the  free  ba.ie  as  an  amorphous  yellow,  or  in 
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thicker  layers  orange-red,  powder.  If  an 
aqueous  solution  of  this  powder,  which  lias  a 
i^reen  fluorescence,  be  evaporated  with  a  little 
dilute  acid,  there  result  crystals  of  a  physio- 
logically inactive  compound. 

Further  researches  by  Eoehm  (Arch.  Pharm. 
285,  660)  show  that  the  alkaloids  of  curara  can 
be  divided  into  two  classes  ;  { 1 )  compounds 
similar  to  curiae,  partly  crystalline  and  partly 
amorphous  soluble  in  water  with  difficulty  and 
precipitated  from  solution  by  ammonia,  in  which 
the  characteristic  toxic  effect  of  curara  is  shown 
very  sHghtly  or  not  at  all;  (2)  amorphous  yellow- 
ish-red substances  easUy  soluble  in  water  as 
curarine,  not  piecipitated  by  ammonia,  and  show- 
ing the  mo^^t  marked  toxic  action.  Para  curara, 
which  is  imported  in  bamboo  tubes  and  is  the 
variety  now  usually  met  with  in  commerce, 
contains  about  11-14  p.c.  water,  12  p.c.  ash, 
12-15  p.c.  citrine  CjgHigOjN,  which  is  isolated 
by  extracting  the  raw  materia!  with  water, 
precipitating  by  aqueous  ammonia  and  ex- 
tracting with  alcohol.  It  melts  at  212°,  and  is 
obtained  in  crystals  from  benzene  or  alcohol 
with  one  molecule  of  the  solvent  or  from  methyl 
alcohol  without  alcohol  of  crystallisation.  Para- 
curarim  lUilocurarinc)  was  obtained  as  a  reddish- 
yellow  substance  which  forms  about  9-11  p.c.  of 
raw  curara.  It  is  not  identical  with  the  previously 
known  curarine,  isolated  from  calabash  curara. 
The  latter  kind,  whicii  was  sent  over  in  cala- 
bashes, used  to  be  the  common  variety,  but  is 
now  seldom  met  with.  Earlier  investigations, 
as  a  rule,  refer  to  this.  The  active  principle, 
curarine,  consists  of  hard  glistening  garnet-red 
lamina>,  decomposing  and  giving  off  a  smell  of 
trimethylamine  when  heated  to  1.50'.  A 
minute  quantity  of  a  second  alkaloid  was  found 
to  be  present. 

A  third  variety  of  curara  occurs  in  the 
market  in  small  jars  of  unburnt  clay.  This 
differs  widely  in  respect  to  active  princiyjles 
from  the  other  varieties.  The  following  sub- 
stances have  been  extracted  from  it :  proiocurine, 
colourless  needles,  which  turn  brown  at  160°  and 
melt,  with  decomposition,  at  306° ;  proto- 
curidine,  colourless  prismatic  crystals,  m.p. 
274°-276° ;  and  prolocurarine,  an  amorphous 
red  powder,  more  poisonous  than  the  other 
cuiarines. 

(For  the  physiological  action  of  curara,  see 
Nikolski  and  Dogiel  (Pfiiigers  Archiv.  47.  68)  ; 
Frank  and  Voit  (Zeitsch.  Biol.  42,  309)  ;  Frank 
and  Gebhard  {ibid.  43,  117)  :  Edmund  and  Roth 
(Amer.  J.  Physiol.  23,  28,  46).) 

Curarine  salts,  according  to  Peliken  (Ann. 
Chim.  Phys.  44,  507),  Pryer,  Fliickiger,  and 
others,  give  a  colour  reaction  with  potassium 
dichromate  and  sulphuric  acid  similar  to  that  of 
strychnine,  but  more  permanent.  Their  be- 
haviour towards  solvents,  especially  water  and 
benzene,  serves  to  distinguish  them  from 
strychnine  salts  (Fliickiger).  Sachs  obtained  a 
red  and  not  a  blue  colour  by  treating  curarine 
salts  with  sulphuric  acid,  contrary  to  the  state- 
ments of  Pryer  and  Fliickiger  [cj.  J.  Soc.  Chem. 
Ind.  1889.  476).  (For  extraction  of  curarine  in 
poisoning  cases,  c/.  Koch  (Chem.  Zentr.  1871, 
219)  and  Salomon  (Zeitsch.  anal.  Chem.  10,454). 

A.  S. 

CURARE,  CURARINE  v.  Curaea:  Vegeto- 

ALKALOIDS. 


CURCAS  OIL,  purgmg  nut  oil,  physic  nut 
oil  {Oleum  infernale),  is  obtained  from  the  seeds 
of  Jairopha  curra^  (Linn.),  ('  purging  nut '),  by 
hot  expression.  The  seeds  consist  of  66  p.c.  of 
kernels  and  34  p.c.  of  husks.  From  the  former 
there  is  obtained  by  extraction  with  ether 
52  ji.c.  of  oil  of  a  pale  colour,  becoming  yellow, 
with  a  reddish  tint,  on  exposure  to  the  air. 
Characteristic  of  the  oil  is  its  unpleasant  odour, 
which  assists  in  distinguishing  curcas  oil  from 
other  oils.  Most  prominent  are  the  strong 
purgative  properties  of  the  oil,  which  are  much 
more  pronounced  than  those  of  castor  oU.  The 
oU  belongs  to  the  semi-drying  oils  ;  its  liquid 
fatty  acids  consist  of  about  equal  proportions  of 
oleic  and  linolic  acids,  as  ascertained  by  the 
relative  quantities  of  their  oxidation  products 
(viz.  dihydroxystearic  and  tetrahydroxystearic 
acids).  This  oil  is  stated  by  Bonis  to  contain 
isocetic  acid,  but  the  existence  of  this  acid  is 
doubtful. 

Nearly  related  to  the  above-described  oil 
are  the  oils  obtained  from  the  seeds  of  Jatropha 
olifjandm  (Mull.)  and  J.  mtdtifida  (Linn.). 

J .  L. 

CURCUMEINE  v.  Azo-  coloueing  matters. 
CURCUMIN  V.  TuKMERic. 
CURCUMINES  V.  Azo-  coloubing  matters. 
CURCUPHENINE  v.  Azo-  colourikg  matters. 
CURINE  V.  Curara;  Vegeto-alkaloids. 
CUSCAMINE,  CUSCONINE  v.  Vegeto-alka- 
loids. 

CUSPARIA  BARK.  Angostura  bark;  Ca- 
ronij  hark.  {Ecorce  d'Antju-sture,  Fr.  ;  Angos- 
lura-Rinde,  Ger.)  The  bark  of  the  Cus'paria 
febrifuga  (Hiemb.)  or  Galipea  cusparia  (St. 
Hilaire),  a  tree  inhabiting  the  mountain  dis- 
tricts drained  by  the  Orinoco  (c/.  Bentl.  a.  Trim. 
43).  Confusion  has  sometimes  occurred  between 
cusparia  and  nux  vomica  bark.  The  two  barks 
may,  however,  be  readily  distinguished  by  treat- 
ment with  a  drop  of  nitric  acid,  which  either 
deepens  the  colour  of  the  cusparia  or  gives  it  a 
bluish  shade,  while  nux  vomica,  similarly 
treated,  exhibits  a  blood-red  colour.  Several 
other  barks  have,  from  time  to  time,  been  sub- 
stituted for  true  angostura.  (For  these,  and  the 
mode  of  detecting  them,  v.  Percira  (Mat.  Med. 
3id  ed.  2,  1915)  ;  Maisch  (Amer.  J.  Pharm.  1874. 
50)  ;  Cazeneuve  (Rep.  de  Pharm.  1874,  261)  ; 
Oberlin  and  Schlagdenhaufien  (Pharm.  Zeit. 
1878,  853).) 

Among  early  analyses  of  cusparia,  those  of 
Pfaii  and  Fischer  (Percira)  are  the  most  impor- 
tant. These  observers  find  in  the  dried  bark 
90  p.c.  of  lignin,  together  with  gum,  resins, 
volatile  oil,  and  a  peculiar  bitter  extractive. 
The  bitter  extractive,  examined  in  1833  by 
Saladin  (J.  de  Chim.  Med.  9,  388),  was  found  to 
contain  a  crystalline  neutral  principle  to  which  the 
name  cusparin  or  angoslurin  was  given.  An  alka- 
loid, angosturine  Cj|,H4oNO]4,  differing  from  the 
cusparin  of  Saladin,  was  isolated  by  Oberlin  and 
Schlagdenhaufien  (.J.  Pharm.  Chim.  [4]  28.  263). 
It  melts  at  85°,  is  crystalline  and  bitter.  It 
gives  with  sulphuric  acid  a  red,  and  with  sul- 
phuric and  nitric  acids  a  green  colour.  Another 
cvsparine  was  found  in  the  bark  by  Kiirner  and 
Biihringer  (Gazz.  chim.  ital.  13,  363),  who 
announce  the  discovery  of  several  new  basic  and 
acid  constituents.  The  cusparine  of  these 
chemists  has  the  composition  CigHjjN03.  Iti 
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is  crystalline,  and  melts  at  92°.  It  is  sparingly 
soluble  in  ether,  but  soluble  in  alcohol.  The 
sulphate,  oxalate,  and  hydrochloride  are  only 
sparingly  soluble  in  water.  The  platinum  salt 
consists  01  orange-yellow  crj'stals.  Treated 
with  potassium  hydroxide,  cusparine  breaks  up 
into  a  uew  crystalline  alkaloid  and  an  aromatic 
crystalline  acid.  The  mother  liquors  from  which 
cusparme  is  obtained  contain  another  alkaloid, 
galipt'int  Cj^HjiNOj.  It  consists  of  white 
needles,  melting  at  il5-5°.  The  salts  are  more 
soluble  than  the  corresponding  salts  of  cusparine. 
The  sulphate  contains  7HaO.  It  melts  at  50°, 
and  at  iOO°  breaks  up  into  the  sulphate  of  a  neio 
alkaloid  and  a  crystalline  compound,  containing 
nitrogen,  and  melting  at  19ti°.  The  platinum 
salt  ot  galipeine  crystallises  in  prisms.  A  third 
base,  melting  at  180°,  was  also  obtained.  It  is 
sparingly  soluble  in  ether,  but  may  be  crystal- 
lised Irom  alcohol.  Its  salts,  when  in  solution, 
exhibit  a  blue  fluorescence. 

Angostura  bark  has  been  further  examined 
by  Beckurts  and  Nehring  (Arch.  Pharm.  229, 
591),  who  have  obtained  four  bases — galipine, 
galipidine,  cusparine,  and  cusparidine,  which  are 
difficult  to  separate  on  account  of  their  almost 
identical  solubilities.  Galipine  CjoHjiOjN 
consists  of  pure  white  needles,  melting  at  116-5°. 
It  dissolves  readily  in  alcohol,  chloroform, 
acetoue,  benzene,  or  ether,  but  is  sparingly 
soluble  in  light  petroleum.  Galipidine  Cj  gJii  gOgN 
m.p.  111°,  is  very  similar  in  properties  to  gali- 
pine. Cusparine  CjoH^gOaN  is  the  alkaloid 
most  readily  separated,  owing  to  the  sparing 
solubility  ot  its  salts.  With  concentrated  sul- 
phuric acid  it  gives  a  duU  red,  changing  to  a 
clierry-red  colour.  On  treatment  with  fuming 
nitric  acid,  a  yellow  solution  is  obtained  which, 
after  evaporation  and  treatment  with  potash, 
becomes  orange.  Prcihde's  reagent  gives  a 
brown  solution,  changing  successively  to  violet, 
bluish-green,  and  deep  blue  (Beckurts,  Arch. 
Pharm.  233,  410).  Cusparidine  C^^H^iOsN, 
m.p.  78°,  is  very  similar  in  properties  to  cus- 
parine. 

The  bitter  principle,  angosturin,  was  found  by 
Beckurts  and  Nehring  to  melt  at  58°.  These 
inquuers  have  also  shown  that  the  bark  contains 
a  glucoside  which,  however,  was  not  obtained  in  a 
pure  state;  they  also  hnd  that  the  essential  oil 
previously  studied  by  Herzog  (Arch.  Pharm.  93, 
146  ;  J.  1858,  444)  and  by  Oberlui  and  Schlag- 
denhaufien  (J.  Pharm.  Chim.  L^j  26,  130),  is 
present  to  the  extent  of  1-5  iJ.c. 

A  hfth  alkaloid,  eusparcine,  m.p.  154°,  which 
does  not  form  salts,  has  been  isolated  by  Bec- 
kurts and  Frerichs  (Chem.  Zentr.  1903,  ii. 
1010). 

The  bark  of  Esenbeckia  febrifwga,  which 
enters  commerce  under  the  name  of  angostura 
bark,  has  been  examined  by  Hartwich  and 
Gamper  (Arch.  Pharm.  238,  568). 

Cusparia  is  employed  in  medicine  as  a 
tonic  in  such  derangements  of  the  alimentary 
canal  as  dyspepsia,  diarrhoea,  and  dysentery. 

A.  S. 

CUTCH.    Terra  japonica  {v.  Catechu). 

CYANACETIC  ACID  v.  Malonic  acid. 

CVANELLAGIC  ACID.  Cyanellagic  acid 
C'liHeOio  is  prepared  by  heatmg  ellagic  or 
flavellagic  acid  with  100  p.c.  eulphurig  acid  at 
185°-230°  (Perkin,  Chem.  See.  Proc.  22,  114), 


or  with  arsenic  and  sulphuric  acids  at  130°.  It 
crystallises  from  pryidine  in  small  yellow  prLs- 
matic  needles,  and  is  soluble  in  strong  alkaline 
solutions  with  a  green  yellow  tint,  changing  to 
deep  blue  on  dilution.  The  hexa-acetyl  deriva- 
tive Ci40,Q(C2H30)g,  forms  colourless  needles, 
melts  at  330°-332°,  and  the  hexabenzoyl  com- 
pound, colourless  needles  m.p.  343°-345°.  Cyan- 
ellagic acid  is  most  probably  dihydroxyellagic 
acid,  and  in  this  case  possesses  the  following 
constitution  : — 

0-CO/. 

ohI    Jco-o'  jOH 

OH  OH 

It  dyes  mordanted  fabrics  more  readily  than 
ellagic  acid.  A.  U.  P. 

CYANIDES.  Compounds  of  the  radicle 
cyanogen  CN.  The  history  of  the  cyanide 
industry  begins  with  the  discovery  of  Prussian 
blue  by  Diesbach  in  1704  (H.  Kopp,  Geschichte 
der  Chemie,  4,  369).  While  attempting  to 
make  Florentine  lake  by  precipitating  a  mixture 
of  cochineal  infusion,  alum,  and  ferrous  sul- 
phate with  an  alkali,  he  obtained  a  blue  colour. 
The  alkali  used  was  potash,  over  which  Dippel 
had  distilled  his  animal  oil,  and  Dippel  recog- 
nised in  this  the  source  of  the  blue  colouring 
matter.  The  new  blue  very  quickly  came  into 
use  in  place  of  ultramarine,  and  in  1710  it 
was  sold  at  one-tenth  the  price  of  the  latter. 
The  method  of  manufacture  was  a  secret  until 
1724,  when  Woodward  showed  that  the  blue 
could  be  prepared  by  calcining  blood  with 
potassium  carbonate  and  then  treating  the 
aqueous  extract'  with  ferrous  sulphate  and  alum, 
the  greenish  precipitate  so  obtained  yielding 
Prussian  blue  when  treated  with  hydrochloric 
acid. 

Macquer,  in  1752,  showed  that  alum  is  not 
required,  and  that  Prussian  blue,  when  boiled 
with  an  alkali,  yields  ferric  hydroxide  and  a 
soluble  salt  from  which  the  blue  can  be  re- 
generated. This  salt,  potassium  ferrocyanide, 
was  first  obtained  in  the  crystalline  form  by 
Sage  in  1772. 

The  discoveries  of  Scheele,  1782-3  (Chemical 
Essays,  London,  1786;  reprinted  1901)  Ber- 
thollet,  1790  (Annales  de  Chimie,  1790,  1,  30) 
and  of  Gay-Lussac,  1815  {ibid.  1815,  95,  156) 
cleared  up  the  chemistry  of  Prussian  biue  and 
potassium  ferrocyanide  and  of  the  closely  related 
substances,  cyanogen  and  hydrocyanic  acid  and 
their  derivatives,  and  so  laid  the  foundations  of 
the  industry. 

Prussian  blue  was  manufactured  in  Great 
Britain  in  1770  by  Bramwell  &  Co.  of  Newcastle  ; 
it  sold  then  at  2  guineas  per  lb.  ;  the  price  had 
fallen  in  1815  to  10s.  Gd.,  in  1820  to  2s.  C)d.,  and 
in  1850  to  Is.  9d.  Crystallised  potassium  ferro- 
cyanide was  first  known  in  commerce  about 
1825,  the  price  being  5s.  per  lb.,  although  a 
solution  had  been  sold  previously  (Graham, 
Reports  of  Juries,  Exhib.  of  1851,  1,  95). 

The  conversion  of  potassium  ferrocyanide 
into  potassium  cyanide  by  fusion  with  potassium 
carbonate,  was  first  described  by  F.  and  E. 

•  Lixivium  eanguinin,  or  blood-lye,  whence  the 
German  name  of  potassium  ferrocyanide,  '  blutlaunen' 
salz.' 
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Rodgers  in  1834  (Phil.  Mag.  1834  [3]  4,  91),  but 
tlie  simple  cyanides  were  not  used  in  any  con- 
siderable quantity  until  the  process  of  electro- 
plating with  gold  and  silver,  from  a  cyanide 
solution,  was  discovered  bv  J.  R.  and  H.  Elking- 
ton  in  1840  (Eng.  Pat.  8447,  of  1840). 

An  interesting  application  of  potassium 
ferricyanide  was  discovered  by  Sir  J.  Herschel 
in  1842  (Phil.  Trans.  1842).  Paper,  treated 
with  a  solution  containing  ferric  ammonium 
citrate  and  potassium  ferricyanide,  becomes  blue 
when  exposed  to  light,  owing  to  the  reduction  of 
the  ferric  salt  and  consequent  formation  of 
Prussian  blue.  Paper  sensitised  in  this  way  is 
used  for  the  reproduction  of  engineering 
drawings. 

A  very  remarkable  attempt  was  made  by 
Possoz  and  Boissiere  in  the  year  1843,  to  manu- 
facture cyanides  from  atmospheric  nitrogen ; 
this  is  described  under  the  heading  Potassium 
CYANIDE  (p.  196). 

The  year  1860  witnessed  three  important 
developments  in  the  cyanide  industry.  Gautier- 
Bouchard  (A.  W.  Hofmann,  Reports  bv  the 
Juries,  Inter.  Exhib.  of  1862,  .59-63)  began  to 
produce  prussiates  from  the  spent  oxide  of  the 
Paris  gas  works.  A.  Gelis  (Eng.  Pat.  1816.  of 
1860)  synthesised  them  from  carbon  disnlphide 
and  ammonia ;  and  Marg:ueritte  and  de  Sour- 
deval  (Eng.  Pat.  1171,  of  1860)  attacked  the 
problem  of  the  fixation  of  atmospheric  nitrogen 
by  means  of  barium  oxide  and  carbon. 

The  existence  of  cyanogen  compounds  in 
coal  gas  was  known  in  1843,  and  possibly  still 
earlier.  E.  Jacquemyns  (Annalen,  1843,  46, 
236,  whose  attention  was  drawn  to  them  by 
H.  Rose,  says  that  he  found  none  in  gas  lime,  but 
obtained  0-75  gram  of  Prussian  blue  per  litre 
from  ammonia  liquor.  The  purification  of  coal 
gas  by  means  of  iron  oxide  was  introduced  in 
1847.  Owing  to  the  repeated  use  of  the  same 
quantity  of  oxide,  the  cyanogen  compounds 
accumulate  in  it  in  a  relatively  concentrated 
form,  and  it  was  therefore  naturally  the  first 
gas  works  product  to  be  used  in  their  manu- 
facture. Prussian  blue,  made  from  spent  oxide, 
was  exhibited  by  Gauthier-Bouchard  at  the 
London  Exhibition  of  1862. 

Both  the  process  of  Gelis  and  that  of  Mar- 
gneritte  and  de  Sourdeval  were  soon  abandoned 
by  their  inventors  ;  the  recovery  of  cyanides 
from  spent  oxide,  on  the  other  hand,  developed 
fairly  rapidly,  and,  according  to  Duprd  (-Journ. 
fiir  Gasbeleuchtung,  1884,  885),  there  were,  in 
1881,  10  works  making  jirussiate  by  this  means. 
The  competition  of  the  gas  works  prussiate, 
together  with  the  increasing  cost  of  nitrogenous 
organic  matters  (which  were  being  used  more 
and  more  as  fertilisers),  soon  displaced  the  old 
process  in  Germany.  In  the  United  States  of 
America,  it  appears  to  have  held  its  own  some- 
what longer  ;  the  returns  of  the  U.S.  Census  for 
1900  (Bulletin  No.  210,  31,  1902)  show  18  works 
engaged  in  the  manufacture  of  cyanides  with  a 
joint  annual  production  of  27.')2  "tons  of  yellow 
prussiate,  almost  entirely  made  from  hoofs, 
horns,  and  scrap  leather,  only  1200  tons  of  spent 
cxide  having  been  used. 

Between  1875  and  1885,  the  sulphocyanides, 
especially  the  tin  and  aluminium  salts,  appear  to 
have  been  used  in  calico  jmnting  instead  of  the 
acetates  (Bertelsmann,   Die   Technologie  dei 


Cyanverbindungen,  303),  and  Gelis'  synthesis 
was  taken  up  and  improved  by  Giinzbur?  and 
Tcherniac  (Eng.  Pat.  1148,  of  1878;  1359,  of  1879; 
1261,  of  1881),  but  without  fim"ciai  success. 

In  1887.  .1.  S.  Mac  Arthur,  R.  W.  and  W. 
Forrest  (Eng.  Pat.  14174,  Oct.  19,  1887  ;  10223, 
of  1888)  patented  their  process  for  the  extraction 
of  gold  and  silver  from  their  ores  by  means  of  a 
dilute  solution  of  a  cyanide.  The  process  was 
carried  out  by  allowing  a  solution  containing 
0-25  p.c.  or  less  of  potassium  cyanide  to  perco- 
late through  the  ore,  which  was  usually  ground 
to  pass  a  sieve  with  40  or  60  holes  to  the  linear 
inch.  The  gold  is  dissolved  in  the  form  of 
potassium  aurocyanide,  and  is  recovered  from 
the  solution  by  passing  it  through  a  mass  of  7,ino 
shavings.  The  process  was  first  put  into 
practice  at  Karangahake,  New  Zealand,  in  1889, 
and  near  Johannesburg.  Transvaal,  in  1890.  The 
success  of  these  installations  led  to  a  very  rapid 
adoption  of  the  process  in  all  the  gold-producing 
countries  of  the  world. 

Prior  to  the  introduction  of  this  process,  the 
cyanide  industry  was  quite  a  small  one.  The 
world's  consumption  of  potassium  cyanide 
(produced  exclusively  from  ferrocyanide  by  the 
Rodgers  process)  (F.  Roessler,  V.  Internationaler 
Kongress  fiir  Aiigewandte  Chemie,  Berlin,  1903, 
1,  638)  did  not  exceed  50-70  tons  per  annum 
(G.  Beilby.  .J.  Soc.  Chem.  Ind.  1898,  134)  and 
that  of  yellow  prussiate  was  probably  under 
rather  than  over  5000  tons  (worth  together  about 
325,000/.). 

Ten  years  later,  just  before  the  Transvaal 
War,  the  European  production  of  potassium 
cyanide  was  estimated  by  Beilby  (V.  Inter. 
Kongress  Angew.  Chem.  Berlin,  1903;  1,  630)  as 
5500  tons,  adding  the  American  production  of 
about  1000  tons  (U.S.  Census  Bulletin,  No.  210, 
31,  1902),  we  arrive  at  a  total  production  of 
6500  tons.  Since  then  the  world's  output  of 
cyanide  has  continued  to  increase,  although  at  a 
relatively  slower  rate.  The  production  of  ferro- 
cyanides,  on  the  other  hand,  has  remained  com- 
paratively stationary,  the  outlets  for  these 
substances  in  paint  making,  dyeing  and  calico 
printing,  not  permitting  any  great  expansion. 

The  increased  quantities  of  potassium 
cyanide  required  by  the  gold-mines  were  at  first 
supplied  by  fusing  potassium  ferrocyanide  with 
potassium  carbonate,  and  very  soon  afterwards 
by  E.  Erlenmeyer's  process  (Ber.  1876,  1840), 
in  which  dry  prussiate  and  metallic  sodium  are 
used  :  K,Fe(CN)„-f  2Na=2NaCN+4KCN+Fe. 
Synthetic  processes  producing  cyanide  direct 
without  the  intervention  of  prussiate,  were  also 
introduced,  no  less  than  104  patents  connected 
with  cyanides  being  applied  for  during  1889- 
1898,  and  129  from  1899-1908.  The  processes 
which  have  worked  with  some  measure  of 
success  are  tabulated  below  : — 

Began  pro- 
Process  Where  worked       duction  in 
Siepermann  .       .  Stassfurt  1892 
Beilby  .       .       .  Glasgow  1892 
Castner        .       .  Great  Britain, 

Germany.U.S.A.  1900 
Raschen      .       .  Runcorn  1898 
Readman     .       .  Leven (Scotland)  1899-1905 1 
Bueb  ('Schlempe')  Dessau  1902 

These  processes  are  described  fully  below^ 
Cea,sed  prod.ucn;?,., 
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Potassium  cj'anide.  as  used  in  electro- 
plating, was  a  material  having  the  appearance 
of  unglazed  porcelam,  and  containing  from  30 
to  70  p.c.  of  KCN,  together  with  large  quanti- 
ties of  carbonate  and  cyanate.  The  material 
supplied  to  the  gold-mines  in  the  early  days  of 
the  gold-extracting  process  was  a  black  mass 
containing  some  75  p.c.  of  KCN,  and  all  the  iron 
and  carbon  liberated  by  the  decomposition  of 
the  ferrocyanide.  This  was  replaced  by  the 
pure  white  crystalline  i^roduct  of  the  Erlen- 
meyer  process,  which  contained  about  2  mole- 
cules of  KCN  to  1  molecule  of  NaCN,  the  cyano- 
gen content  being  about  40  p.c,  equivalent 
to  98-100  p.c.  of  KCN.  Shortly  after  the 
introduction  of  the  Ca.stner  process,  in  1900, 
solid  cakes  of  pure  white  crystalline  sodium 
cyanide,  containing  97  p.c.  to  98  p.c.  of  NaCN 
(equivalent  to  129-130  p.c.  of  KCN),  became  an 
article  of  commerce,  and  this  is  at  present  the 
form  in  which  the  greater  part  of  the  cyanide 
employed  in  gold-extracting  is  used. 

The  time  -  honoured  yellow  prussiate  of 
potash  has  also  been  replaced  to  a  very  large 
extent  by  the  sodium  salt  which  is  quite  easily 
prepared  by  the  more  recent  methods  of  ex- 
tracting the  hydrocj'anic  acid  from  coal  gas  by 
special  cyanogen  washers  (see  p.  185). 

The  application  of  hydrocyanic  acid  as  an 
insecticide,  which  was  introduced  in  California 
in  1903,  promises  to  become  of  some  importance. 
Fruit  trees  (especially  orange  trees)  are  covered 
with  a  tent  under  which  hydrocyanic  acid  is 
produced  by  mixing  sodium  cyanide  and  sul- 
phuric acid  (W.  F.  Reid,  Journ.  of  Gas  Lighting, 
1904  ;  aho  J.  Soc.  Chem.  Ind.  1903.  22,  1330). 

Another  possible  application  which  may  be 
mentioned  is  in  case  -  hardening  iron  ;  im- 
mersion in  fused  cyanide  produces  a  very  hard 
skin  on  mild  steel,  and  ferrocyanides  have  long 
been  used  for  this  purpose  in  ordinary  workshop 
practice. 

Potassium  ferrocyanide  K4Fe(CN)B,3HoO 
(Yellow  prussiate  of  potash,  Ger.  Blutlaugen- 
salz). 

The  method  of  manufacture  from  nitro- 
genous organic  matter  is  now  only  of  historical 
interest. 

The  sources  of  nitrogen  were  horn,  dried 
blood,  hair,  waste  wool,  and  feathers  (15-17  p.c. 
N),  woollen  rags  (lO-lfi  p.c.  N),  pigs'  bristles 
(9-10  p.c.  N),  and  old  leather  (4-5-7  p.c.  N). 
These  materials  were  sometimes  charred  before 
use,  about  80  p.c.  of  the  nitrogen  being  driven 
off  in  the  form  of  ammonia,  hydrocyanic  acid, 
and  a  complicated  mixture  of  nitriles  and 
organic  bases. 

The  process  was  carried  out  at  first  in  pear- 
shaped,  cast-iron  muffles,  which  were  replaced 
later  by  reverberatory  furnaces,  the  beds  of 
which  were  formed  of  cast-iron  pans,  5  feet  long, 
3  feet  wide.  4  inches  deep,  and  about  2  inches 
thick.  A  charge  of  2  cwt.  of  potash  (usually 
made  up  of  2  parts  of  the  '  blue  salt '  recovered 
in  a  later  stage  of  the  process,  and  1  part  of  fresh 
potash)  was  put  into  the  pan  and  fused  with 
18-20  lbs.  of  iron  turnings  ;  2  cwt.  of  the  dry 
nitrogenous  materials  were  then  stirred  in 
gradually  (2-5  to  3  cwt.  of  charred  material 
could  be  added  without  making  the  mass  too 
pasty).  The  temperature  was  then  raised  in 
order  to  complete  the  reaction,  and  the  melt 


ladled  out  into  iron  moulds.  After  solidifica- 
tion, it  was  broken  up  and  digested  for  24  hours 
with  water  at  50°-G0°,  and  finally  extracted 
completely  with  boiling  water.  The  solution 
obtained  contained  potassium  ferrocyanide, 
sulphocyanide,  carbonate  and  sulphide.  It 
was  evaporated  to  sp.gr.  1-28,  and  allowed  to 
crystallise.  Further  evaporation  yielded  a 
second  crop  of  impure  crystals,  the  mother 
liquor  of  which  was  evaporated  to  dryness, 
leaving  a  mixture  of  potassium  carbonate  and 
sulphide,  known  as  '  blue  salt '  which  was  re- 
turned to  the  fusion  pan. 

The  black  insoluble  residue  left  from  the 
extraction  of  the  '  metal,'  as  the  product  of  the 
fusion  was  called,  contained  considerable 
quantities  of  potassium,  mainly  in  the  form  of 
potassium  ferrous  sulphide  and  of  double 
potassium,  calcium,  and  aluminium  sUicates. 

The  quantity  of  '  metal  '  produced  was  very 
little  greater  than  the  weight  of  potash  used,  and 
4  charges  were  put  through  in  24  hours,  but 
practice  varied  considerably :  C.  Karmrodt 
(Wagner's  Jahresber.  1857,  3,  139)  speaks  of 
(i  charges  of  500  lbs.  each  as  the  normal  output 
of  a  pan  in  24  hours. 

The  yield  of  ferrocyanide  was  seldom  more 
than  20  p.c.  of  the  quantity  theoretically  ob- 
tainable from  the  nitrogen  in  the  materials  used 
when  they  were  not  previously  charred.  Using 
charred  materials,  as  much  as  67  p.c.  of  the 
remaining  nitrogen  was  converted  into  ferro- 
cyanide, corresponding  with  a  jield  of  about 
12  p.c.  on  the  nitrogen  originally  j)resent. 

The  quantity  and  composition  of  the  black 
residues  varied  greatly  with  the  kind  of  organic 
matter  used.  The  main  constituents  were  carbon 
(4-9  p.c),  ferrous  sulphide,  iron,  and  in- 
organic substances  derived  from  the  ash  of  the 
animal  matters  and  adhering  dirt,  the  principal 
being  silica,  lime,  alumina,  and  phosphoric  acid. 
The  quantity  of  potassium  combined  with  these 
substances  in  an  in.soluble  form  was  considerable. 
According  to  Karmrodt  (Wagner's  Jahresber. 
1857,  3,  139),  100  parts  of  'metal'  made  (1) 
from  horn  gave  18'7  p.c.  of  dry  residue,  con- 
taining 12-2  p.c.  of  KjO  ;  (2)  from  rags,  28-3  p.c. 
of  residues,  with  16-7  p.c.  KjO ;  (3)  from  leather, 
35-1  p.c.  of  residue,  with  10'2  p.c.  K2O.  These 
quantities  represent  about  4i,  9,  and  7  p.c. 
of  the  potassium  contained  in  the  original 
charge,  and  since  only  some  10  p.c.  of  this  is 
converted  into  ferrocyanide  at  each  operation 
(R.  Brunquell,  Wagner's  Jahresber.  2,  102, 
1856),  the  loss  of  potash  in  the  residues  appears 
to  have  been  from  45  to  90  p.c.  of  that  usefully 
employed.  Potash  was  also  carried  away  with 
the  flue  gases.  The  iron  pans  survived  several 
hundred  operations. 

The  theory  of  the  process  was  first  given  by 
Liebig  (Annalen,  1841,  38,  20).  Scheele  (Chemi- 
cal Essays,  London,  1786;  reprinted  1901)  had 
already  shown  that  lixivium  sanguinis  is  essen- 
tially a  solution  of  potassium  cyanide  and  that 
the  addition  of  a  ferrous  compound  is  necessary 
to  convert  it  into  prussiate.  Liebig  confirmed 
this  by  extracting  the  '  metal '  with  alcohol, 
which  dissolves  out  potassium  cyanide,  leaving 
a  residue  from  which  no  ferrocyanide  can  be 
obtained.  He  attributed  the  formation  of  the 
cyanide  partly  to  the  action  of  ammonia  (formed 
by  destructive  distillation  of  the  organic  matter) 
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on  cnrbon,  C+NH3=HC'N-|-H2,  nntl  jiarUy  to 
flic  action  of  potassium  on  the  nitrogenous 
irsidne  of  carbon.  It  may  be  reniarliccl  that 
I  he  teni[iC'rature  of  the  fusion  coukl  not  have 
exceeded  1000°,  since  cast  iron  melts  about 
1100^  and  the  pans  withstood  some  hundreds  of 
fusions.  The  temperature,  too,  was  lowered  by 
the  addition  of  the  organic  matter,  occasionally 
sufficiently  to  cause  the  charge  to  solidify,  so 
that  the  reaction  lietwecn  ammonia  and  car  linn, 
which  i'ec[uires  a  temjjcrature  of  about  1000°, 
could  not  have  occurred  to  any  great  extent. 
The  diiect  action  of  ammonia  on  potassium 
carbonate  (p.  193)  would,  however,  take  place, 
although,  the  ammonia  being  evolved  on  the 
surface  of  the  mass,  the  conditions  were  not 
favourable  to  it.  As  to  the  second  of  Liebig's 
reactions,  the  writer  has  found  that  potassium 
is  not  fi.irnied  from  a  mi.xture  of  charcoal  and 
potassium  carbonate  below  about  1200°,  certainly 
not  at  1000°,  so  that  the  greater  part  of  the 
cyanide  must  have  been  formed  by  the  action  of 
potassium  carbonate  itself  on  the  nitrogenous 
charcoal.  The  role  of  sulphur  in  the  process  was 
explained  by  Liebig  thus  :  potassium  sulphate, 
which  is  always  present  in  the  potash,  is  reducefl 
by  carbon  to  sulphide,  carbonate,  and  polysul- 
phide.  The  latter  dissolves  iron,  forming  a 
double  sulphide  of  iron  and  potassium  which, 
when  the  product  is  lixiviated,  dissolves  in  the 
potassium  cyanide  solution  thus  : 

0KCN+reS=K4re(CN)„  +  K2S. 

If  insufficient  iron  is  present  in  the  fusion, 
the  polysulphide  is  not  entirely  decomposed, 
and  potassium  sulphocyanide  is  also  formed. 
R.  Hoffmann  (Annalen,  1860,  113,  81)  in- 
vestigated the  behaviour  of  the  sulphur  com- 
pounds in  the  process  in  some  detail,  and 
found  that  the  sulphur  of  potassium  sulphide 
is  rapidly  and  completely  removed  by  iron  alone 
in  the  fusion  jirocess,  and  that  the  same  is  true 
of  potassium  sulphate  in  presence  of  carbon. 
When  organic  matters  are  added  to  the  sulphur- 
free  melt,  however,  sulphocyanide  is  produced 
in  proportion  to  the  quantity  added.  Hoff- 
mann, therefore,  attributes  its  formation  to  the 
organic  sulphur. 

The  behaviour  of  potassium  sulphocyanide 
in  the  fusion  is  not  clearly  understood.  Hotl- 
mann  found  that  it  is  completely  decomposed  by 
fusion  with  excess  of  potas.sium  carbonate, 
yielding  cyanate  and  sulphide  ;  '  but  if  the 
mixture  is  again  heated  with  carbon,  the  sul- 
])hocyanide  is  regenerated.  It  a])pears,  there- 
tore,  that,  under  the  conditions  of  the  process, 
sulphocyanide  is  not  decomposed. 

A  part  of  the  sulphide  of  iron  formed  is 
present  in  the  form  of  a  potassium  ferrous 
sulphide,  FeSa-Ka'^'  w'hich  dissolves  in  hot 
water  to  a  dark-green,  colloidal  solution  which 
is  coagulated  by  cooling  or  by  adding  excess  of 
potassium  carbonate.  Another  part  is  pro- 
bably present  in  the  form  of  the  crystalline 
potassium  ferric  sulphide  K.^S-FcS,,,  obtained 
by  K.  Preis  (J.  pr.  Chem.  1869,"  107,  10),  by 
fusing  together  finely  divided  iron,  potassium 

'  I  can  confirm  the  accuracy  of  this  observation. 
Equal  molecules  of  potassium  carbonate  and  sulpho- 
cyanide were  fused  togetlier  in  a  closed  aluminium 
crucible  at  500O-58()°  for  li  hours,  a  little  more  than 
half  of  the  inaterials  had  reacted  in  accordance  with  the 
equation  KSt'N  +  K3C03=KCNO -I- KjS-KJO,.— T.  Ji. 


carlionate,  and  sulphur.  He  found  that  the 
crystalline  sulphide  was  formed  at  very  high 
temperatures,  and  the  amorphous  one,  yielding 
the  green  solutions,  at  lower  temperatures. 

The  reaction  between  potassium  cyanide 
and  ferric  sulphide 

]3KCN+Fe2S3=2K4Fe(CN),,  +  KSCN+2K,S 
would  give  a  ratio  of  cyanogen  in  the  form  of 
sulphocyanide  to  cyanogen  in  the  form  of  ferro- 
tyanide  of  1:12,  whilst  Hoffmann,  in  10  experi- 
ments, found  ratios  varying  from  1  :  5  to  1  :  18. 

The  imjirovcments  in  the  process  which  were 
proposed,  aimed  at  saving  the  ammonia  evolved 
in  the  early  stages  by  distilling  the  organic 
matters  separately  and  passing  the  ammonia 
through  a  red-hot  mixture  of  potash  and  char- 
coal (Brunquell,  Wagner's  Jahresber,  1856,  2, 
102),  or  a  similar  mixture  with  iron  added 
(Karmrodt,  ibid.  1857,  3,  139),  or  over  red-hot 
charcoal  forming  hydrocyanic  acid  which  was 
to  be  absorbed,  together  with  the  unchanged 
ammonia,  in  a  solution  of  ferrous  sulphate 
(Brunquell).  These  proposals,  imfruitful  at  the 
time,  are  interesting  as  foreshadowing  processes 
which  came  into  successful  operation  nearly  half 
a  century  later. 

The  commonlj^  accepted  view  that  cyanogen 
compounds  are  more  easily  produced  from  potash 
than  from  soda,  is  not  entirely  in  accordance  with 
the  older  experimental  evidence.  The  truth 
appears  to  be  that  ecfually  good  results  can  be 
obtained  with  sodium  carbonate  under  suitable 
conditions,  but  the  conditions  are  not  so  easily 
realised. 

L.  Possoz  (Compt.  rend.  1858,  47,  209)  ob- 
tained, under  manufacturing  conditions,  5  parts 
of  sodium  j)russiate,  instead  of  25  parts  of  the 
potassium  salt,  from  100  parts  of  horn.  E. 
Hoffmann  (Annalen,  1860,  113,  81),  using  a  very 
high  temperature  and  sodium  carbonate,  got 
the  equivalent  of  11  parts  of  potassium  ferro- 
cyanicle  from  100  parts  of  woollen  rags,  against 
10  to  14  parts  with  potash,  and  S.  Tanatar 
(Dingl.  poly.  J.  1880,  237,  234)  obtained  the 
results  tabulated  below,  as  the  means  of  3  to  5 
experiments : — 

Blood  Prussiate 

charcoal  K2OO,  Na,CO,  NaCl  ('aCO,  obtained 
10       25  '          '  —       —  '  2-15 
10       —       25       —       —  0-2 
10       —        5       25       —  2-17 
10       —        5       25         3  2-3 

Ferrocyanides  from  coal  gas.  The  coal  used 
in  the  manufacture  of  illuminating  gas  may  be 
taken  to  contain  from  1  to  1-9  p.c.  of  nitrogen 
(Drehschmidt,  Journ.  fiir  Gasbeleuchtung,  1904. 
677).  When  the  coal  is  distilled,  a  part  of  this 
nitrogen  passes  into  the  gas  in  the  form  of  am- 
monia, hydrocyanic  acid  and  free  nitrogen,  a 
small  part  is  found  in  the  tar,  and  the  remainder 
in  the  coke.  The  relative  quantities  of  the 
nitrogen  in  these  products  vary  between  wide 
limits,  being  influenced  by  the  nature  of  the  C'oal, 
the  amount  of  moisture  in  it,  the  temperature  of 
distillation,  and  the  kind  of  retort  used.  In 
order  to  give  an  approximate  idea  of  the  order 
of  magnitude  of  the  quantities  involved,  it  may 
be  stated  that  under  average  conditions  about 
15  p.c.  of  the  nitrogen  is  found  as  ammonia, 
2-5  p.c.  as  hydrocyanic  acid,  and  48  p.c.  in  the 
coke  (Drehschmidt,  .lourii.  fiir  tiasbeleuchtung. 
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1904,  077  ;  Vivian  Lewes,  quoted  from  Chief 
Inspector  of  Alkali  Works,  43rd  Rep.  1906, 
58) ;  this  gives  a  yield  of  1-G  lbs.  of  hydro- 
cjanic  acid  or  4-6  lbs.  of  sodium  ferrocyanide 
crystals  per  ton  of  coal  distilled.  When  the 
gas  is  purified  by  means  of  ammonia  scrubbers 
and  iron  oxide  purifiers,  about  one-third  of  the 
hydrocyanic  acid  is  condensed  along  with  the  am- 
monia in  English  works  (Chief  Inspector  of  Alkali 
Works,  43rd  Rep.  1906,  61),  but  less  in  many 
German  works,  where  less  water  is  used  in  the 
scrubbers  (W.  Bertelsmann,  Technologic  der 
Cyanverhindungen,  171),  and  from  50  to  70  p.c. 
in  the  iron  oxide  purifiers,  the  remainder 
passing  away  in  the  gas,  where  it  is  a  source  of 
damage  to  meters  and  gas  holders.  When  lime 
is  used  for  purification,  the  cyanide  is  mainly 
caught  as  sulphocyanide,  and  in  such  small 
quantity  (the  lime  being  only  used  once)  that 
the  spent  lime  is  worthlcf.s  as  a  raw  material  for 
cyanide  making. 

The  gas,  as  it  leaves  the  retorts,  contains 
the  whole  of  its  cyanogen  in  the  form  of 
hydroc3'anic  acid  (Chief  Inspector  of  Alkali 
Works,  43rd  Rep.  1906,  33),  which  is  formed 
by  the  action  of  ammonia  on  red-hot  carbon, 
thus  :  NHj-f  C=HCN-f  H.,,  The  hydrocyanic 
acid  is  reconverted  by  water  vapour  at  high 
temperatures  into  ammonia  (Carpenter  and 
Linder,  J.  8oc.  Chem.  Ind.  1905,  24,  63): 
HCN+H.,0=NH..,+CO.  so  that  moisture  in  the 
coal  diminishes  the  yield  of  hydrocyanic  acid. 
This  is  doubtless  the  reason  that  much  smaller 
quantities  of  hydrocyanic  acid  arc  found  in  the 
gases  of  coke  ovens,  where  the  coal  is  distilled 
in  a  much  wetter  condition. 

The  treatment  of  gas  liquor  is  discussed 
under  the  heading  Sulphocyanides  (p.  200). 

Spent  oxide.  The  hydrated  oxide  of  iron 
first  used  in  gas  purification  was  made  by  mixing 
ferrous  sulphate  and  slaked  lime,  sawdust  being 
added  to  increase  the  porosity  (Laming,  Eng. 
Pat.  11944.  of  1847),  natural  iron  ores  were  intro- 
duced by  Howitz  in  1870.  Sulphuretted  hydro- 
gen is  absorbed,  yielding  a  mixture  of  ferrous 
and  ferric  sulphides  which  is  regenerated  by 
exposure  to  air  and  moisture,  free  sulphur  and 
ferrous  and  ferric  hydroxide  being  jjroduced. 
Ferrocyanide  is  formed  from  the  ferrous 
hydroxide  and  hydrocyanic  acid,  and  then  con- 
verted into  Prussian  blue  by  interaction  with 
the  ferric  iron.  Sulphocyanides  are  also  formed 
in  very  variable  amount,  doubtless  by  the  inter- 
action of  hydrocyanic  acid  and  ammonium 
7)oly.sulphide.  Since  ammonia,  sulphuretted 
hydrogen,  and  free  sulphur  are  always  present 
in  the  purifiers,  it  is  obvious  that  polysulphides 
of  ammonium  can  always  be  formed  :  it  appears 
to  be  generally  allowed,  however,  that  sulpho- 
cyanide is  only  produced  in  large  amount  when 
the  mixture  becomes  warm,  as,  for  example, 
when  the  regeneration  proceeds  rapidly  in  a 
large  mass  of  material.  The  spent  oxide  finally 
contains  30  to  40  p.c.  of  sulphur  (or  more), 
soluble  ammonium  salts  and  Prussian  blue,  in 
addition  to  tar  and  iron  oxides.  Good  material 
contains  11  to  12  p.c.  of  Prussian  blue,  calculated 
on  the  air-dried  substance,  whilst  ammonium 
sulphocyanide  varies  from  traces  to  10  p.c. 

As  already  mentioned,  prussiates  were  first 
produced  from  spent  oxide  by  Gautier-Bouchard 
about  1860.    Ammonium  salts  were  first  re- 


moved by  washing  with  water ;  the  residue  was 
then  mixed  intimately  with  sufficient  lime  to 
convert  the  Prussian  blue  into  calcium  ferro- 
cyanide and  the  mixture  submitted  to  systematic 
lixiviation  with  cold  water.  This  operation 
must  be  done  in  the  cold,  because  otherwise 
calcium  polysulpliide  is  produced  from  the  lime 
and  free  sulphur,  and  this  converts  the  ferro- 
cyanide into  sulphocyanide.  The  calcium  ferro- 
cyanide was  converted  into  the  potassium 
salt  by  means  of  potassium  carbonate,  and 
the  sulphur  in  the  extracted  residue  burned 
to  sulphur  dioxide  and  converted  into  sulphuric 
acid  (A.  W.  Hofmann,  Reports  bv  the  Juries, 
Inter.  Exhib.  of  1862,  59-63).  "^This  process 
contains  the  essential  features  of  all  those  which 
have  since  been  worked  successfully. 

T.  L.  O.  Bell  (Eng.  Pat.  257,  of  1868)  pro- 
posed to  extract  the  sulphur  with  carbon 
disulphide,  and,  after  removing  soluble  am- 
monium salts  with  water,  to  boil  the  residue 
with  lime.  In  order  to  obtain  a  pure  product, 
the  solution  was  then  acidified  and  precipitated 
by  the  addition  of  ferric  cliloride,  the  Prussian 
blue  being  then  converted  into  potassium  ferro- 
cyanide. The  preliminary  extraction  of  the 
sulphur  has  occasionally  been  carried  out,  but 
it  is  difficult  to  separate  the  sulphur  from  the 
tar  which  is  extracted  along  with  it.  In  spite  of 
the  great  difficulty  of  filtering  and  washing 
Prussian  blue,  this  method  of  purification 
appears  to  have  been  fairly  generally  used  uj) 
to  the  year  1883,  when  Kunheim  and  Zimmer- 
mann  (Eng.  Pat.  3342,  of  1883)  described  two 
new  methods. 

In  the  first,  the  ammonia  is  only  partially 
removed  from  the  spent  oxide  by  the  pre- 
liminary washing,  enough  being  left  behind  to 
produce  the  double  salt  Ca(NH4)2Ee(CN)8. 
The  extraction  with  lime  then  yields  an  am- 
moniacal  solution  of  calcium  ferrocyanide, 
which,  when  neutralised  with  hydrochloric  acid 
and  heated  to  80°,  deposits  the  very  sparingly 
soluble  calcium  ammonium  ferrocyanide,  which 
is  comparatively  easily  filtered  and  washed. 

By  the  second  method,  the  solution  of 
calcium  ferrocyanide,  obtained  by  following 
Gautier- Bouchard's  original  procedure,  is  treated 
with  a  solution  of  potassium  chloride  which 
precipitates  the  double  salt  CaK2Fe(CN)5  in 
minute  crystals,  which  are  very  readily  washed 
and  are  then  converted  into  potassium  ferro- 
cyanide by  boiling  with  potassium  carbonate. 
By  this  means  one  half  of  the  potassium  car- 
bonate is  replaced  by  the  cheaper  chloride,  and 
a  very  pure  product  is  obtained  (Franz  Bnssner, 
Die  Verwerthung  der  Ausgebrauchten  Gasreini- 
gungsmassen,  1902).  From  the  calcium  niii- 
monium  salt,  sodium  prussiate  is  readily  ob- 
tained. 

During  the  decade  1885  to  1895,  the  spent 
oxide  of  the  gas  works  was  the  principal  source 
of  prussiates ;  its  importance,  however,  has 
been  diminished  by  the  introduction  of  the  more 
efficient  wet  methods  of  recovering  the  hydro- 
cyanic acid. 

The  first  practicable  proposal  of  this  kind 
was  made  by  0.  Knublaueh  (Eng.  Pat.  15104, 
of  1887).  Coal  gas  was  to  be  scrubbed  with  a 
solution  of  the  oxide,  hydroxide,  carbonate, 
or  sulphide  of  ammoniTim,  or  of  an  alkali  or 
alkaline-earth  metal  containing  the  hydroxide  on 
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carbonate  of  iron,  zinc,  or  manganese  in  suspen- 
sion. The  process  did  not  succeed  at  the  time, 
probably  for  commercial  reasons.  The  very 
similar  process  of  Foiilis  (Eng.  Pat.  9474,  of  1892  ; 
Foulis  and  Holmes,  Eng.  Pat.  15168,  of  1895),  has 
since  been  introduced  at  several  gas  works  with 
satisfactory  results.  In  this  process,  the  re- 
atjent  required  is  prepared  by  precipitating  a 
ferrous  salt  with  sodium  carbonate.  The 
washed  precipitate  (a  partially  oxidised  mixture 
of  ferrous  carbonate  and  hydroxide)  is  suspended 
iu  a  solution  of  sodium  carbonate  and  the  gas 
passed  through  it  in  a  rotary  scrubber.  Foulis 
wished  to  obtain  the  whole  of  the  ferrocyanide 
in  solution  in  the  form  of  the  sodium  salt,  and 
therefore  placed  the  cyanogen  washer  after  the 
ammonia  scrubbers  jjecause,  in  presence  of 
ammonia,  a  double  ammonium  ferrous  ferro- 
cyanide is  formed  which  is  only  decomposed  by 
sodium  hydroxide,  but  not  by  the  carbonate. 
At  the  Hague  gas  works,  however,  this  order 
was  reversed  m  order  to  catch  the  hydrocyanic 
acid  which  is  otherwise  condensed  along  with 
the  ammonia  (Rutten,  Journ.  of  Gas  Lighting, 
1902,  80,  879  ;  Jorrisen  and  Rutten,  Journ.  fiir 
Gasbeleuchtung,  1903,  716).  The  saturated 
liquor  from  the  cyanide  washer  contains  Prussian 
blue  and  potassium  and  ammonium  ferrous 
ferrocyanides  in  suspension  and  potassium 
ferrocyanide  and  ammonia  in  solution  (potas- 
sium carbonate  is  used  instead  of  the  sodium 
salt).  This  mixture  is  filter-pressed  and  the 
solution  distilled  to  separate  the  ammonia  and 
then  evaporated  in  vacuo  and  crystallised.  The 
press  cake  is  boiled  with  caustic  potash  and  the 
ammonia  collected,  the  residual  iron  oxiJe 
returning  to  the  cyanide  washer,  and  the  solution 
of  ferrocyanide  going  to  the  evaporating  plant. 

In  another  set  of  proposals,  the  use  of  an 
alkali  other  than  the  ammonia  of  the  gas  is 
dispensed  with,  the  crude  coal  gas  being  simply 
washed  with  a  solution  of  ferrous  sulphate. 
Since  ammonia  and  sulphuretted  hydrogen  are 
present  in  much  larger  quantities  than  hydro- 
cyanic acid,  the  ferrous  sulphate  is  soon  con- 
verted into  a  suspension  of  ferrous  sulphide  in  a 
solution  of  ammonium  sulphate,  and  the  subse- 
quent changes  may  be  regarded  as  due  to  the 
action  of  a  solution  of  ammonium  cyanide  on 
ferrous  sulphide.  If  a  large  excess  of  the  latter 
is  present,  the  main  product  is  ferrous  ferro- 
cyanide Fe2[Fe(CN)i;] ;  as  the  ferrous  sulphide 
is  used  up,  ammonium  ferrous  ferrocyanide 
(NH4)2Fe[re(CN)6]  is  formed  in  increasmg 
quantities,  and  finally,  when  but  little  FeS 
remains,  ammonium  ferrocyanide  is  found  in 
solution  (Feld,  Journ.  fiir  Gasbeleuchtung,  1904, 
132). 

The  earlier  patentees  of  processes  based  on 
these  reactions  attempted  to  obtain  the  ferro- 
cyanide in  a  soluble  form  by  using  a  dilute 
solution  of  a  ferrous  salt,  and  so  having  a  large 
excess  of  ammonia  present  (Rowland,  Eng.  Pat. 
22347,  of  1891  ;  Lewis  and  Cripps,  Eng.  Pat. 
20883,  of  1896 :  Schroder,  Eng.  Pat.  19849,  of  1898 ; 
Teichmann,  Eng.  Pat.  12485,  of  1899),  but  since 
insoluble  compounds  are  always  formed  to  some 
extent,  it  appears  to  be  easier  to  obtain  all  the 
ferrocyanide  (or  the  greater  part  of  it)  in  the 
insoluble  form  by  iising  a  saturated  solution  of 
ferrous  sulphate,  and  so  having  a  large  excess 
of  iron  present  as  first  proposed  by  Bueb  (Eng. 


Pat.  9075,  of  1898).  Bueb's  process  has  been 
adopted  by  a  considerable  number  of  gas  works. 
It  is  said  to  absorb  98  p.c.  of  the  hydrocyanic 
acid,  in  the  gas,  yielding  a  mud  containing 
6-7  p.c.  of  ammonia  and  cyanogen  compounds, 
equivalent  to  18-20  p.c.  of  yellow  prussiate  of 
potash.  A  small  part  of  the  ferrocyanide  is  in 
solution.  This  is  precipitated  by  boiling  the 
mixture  with  ferrous  sulphate  ;  the  precipitate 
is  then  filtered  off  and  treated  with  lime,  the 
subsequent  operations  being  the  same  as  those 
already  described  when  dealing  with  spent 
oxide. 

Manufacture  of  Peussiates  from  Sulpho- 
c'yanides. 

A.  Gelis  (Eng.  Pat.  1816,  of  1860)  was  the 
first  to  manufacture  potassium  ferrocyanide  by 
heating  potassium  sulphocyanide  with  iron. 
He  heated  dry  potassium  sulphocyanide  with 
iron,  made  by  reducing  the  oxide,  at  a  dull-red 
heat  in  a  closed  vessel.  He  states  that  too  high 
a  temperature  leads  to  considerable  loss.  The 
fusion  process  yields  a  mixture  of  potassium 
cyanide  and  ferrous  sulphide  whicli  gives 
potassium  ferrocyanide,  when  treated  with 
water  in  the  same  way  as  the  '  metal '  of  the  old 
process  (A.  W.  Hofmann,  Reports  by  the  Juries, 
Inter.  Exhib.  of  1862,  59-63).  Mr.  G.  BeUby 
has  informed  the  witer  that  he  made  consider- 
able quantities  of  potassium  ferrocyanide  by 
this  process  about  the  year  1880.  Potassium 
suli^hocyanide  was  heated  with  iron  turnmgs  in 
air-  tight  iron  retorts  and .  after  cooling  sufficiently, 
the  product  was  extracted  with  water  in  the 
retort  itself,  without  coming  in  contact  with.  air. 
In  this  way  the  only  serious  difficulty  of  the 
process,  which  is  due  to  the  extreme  proneness 
to  oxidation  of  the  fusion  product,  is  avoided 
and  satisfactory  yields  obtained. 

The  process  was  taken  up  again  in  1878  by 
GtinzburgandTcherniac(Eng.  Pat.  1148, of  1878; 
1359,  of  1879  ;  1261,  of  188"l).  They  dried  the 
sulphocyanide  by  fusing  it  at  300",  and  then 
mixed  it  intimately  with  the  oxide-frec  iron  by 
grinding  them  together.  The  mixture  was 
heated  in  iron  boxes  with  closely  fitting  covers 
at  445°,  the  vapour  of  boiling  sulphur  being  used 
to  obtain  a  constant  temperature.  After  work- 
ing for  two  or  three  years,  the  process  was  given 
up,  but  it  was  revived  for  the  third  time  in  1894 
by  the  United  Alkali  Co..  Ltd.  (Hetherington  and 
Muspratt,  Eng.  Pat.  5830,  of  1894),  and  by  the 
British  Cyanides  Co.,  Ltd.  (Crowther,  Rossiter, 
Hood  and  Albright,  Eng.  Pat.  8305,  of  1894). 
The  patent  specifications  of  Hetherington  and 
of  Crowther  add  but  little  to  the  information 
given  above.  In  both  cases,  some  20  to  30  p.c. 
excess  of  iron  is  used,  and  the  temperature  is 
almost  the  same  as  that  recommended  by 
Giinzburg  and  Tcherniac.  Crowther  says  that 
mere  fusion  is  insufficient  to  dry  the  sulpho- 
cyanide :  a  current  of  an  indifferent  gas  must 
be  passed  through  it  for  some  time.  Conroy 
(J.  Soc.  Chem.  Ind.  1896,  15,  12)  was  able  in  a 
small  scale  experiment,  to  convert  76-8  p.c.  of 
the  sulphocyanide  used  into  ferrocyanide 
(leaving  18-2  p.c.  unchanged)  by  means  of 
Hetherington's  method.  The  process  has  been 
worked  by  the  British  Cyanides  Co.  at  Oldbury 
since  1894  (Brussels  Exhib.  1910,  Catalogue  of 
British  Chem.  Section,  155). 
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The  conversion  of  siilphocyanidos  into  ferro- 
eyanides  is  also  possible  in  aqueous  solution. 
Steinberg  (D.  R.  P.  32892,  of  1882),  found  that 
by  heating  a  solution  of  potassium  sulpho- 
cyanide  with  double  the  theoretical  quantities 
of  ii'on  filings  and  ferrous  hydroxide  under 
pressure  at  110''-120°,  about  "80  p.c.  of  the 
material  could  be  converted  into  ferrocyanide 
in  accordance  with  the  equation 

6KCNS  +  0Fe+l'e(OH)2=6FeS  +  K4l'e(0N)„  +  2K()H. 
G.  R.  Bower  (Eng.  Pat.  361,  1896)  suc- 
ceeded in  removing  the  sulphur  from  ferrous 
sulphocyanide  by  means  of  copTJer  in  a  similar 
way:  Fe(CNSl,+Cu=2CuS+re(CN)„.  Conroy 
(Conroy,  Hurter,  and  Brook,  Enc;.  Pat.  3867.  of 
1896,  J.  T.  Conroy,  J.  Soc.  Chera.  Ind.  1808, 
17,  98)  then  found  that  a  mixture  of  a  soluble 
sulphocyanide  and  a  ferric  or  ferrous  salt  would 
do  as  well  as  pure  ferrous  sulphocyanide,  and  also 
that  the  sulphur  is  more  rapidly  removed  by 
finely  divided  iron  than  it  is  by  copper.  Using 
very  finely  divided  iron,  the  reaction  talces  place 
quantitatively  in  5  to  6  hours  at  a  temperature 
of  ]3.5°-140'' and  a  pressure  of  50  to  60  lbs.  per 
square  inch,  in  accordance  with  the  empirical 
equation  Fe(CNS)2+2re=re(CN)2  +  2reS.  (So- 
dium or  potassium  sulphocyanide  is  acted  on 
by  iron  under  similar  conditions  very  slowly 
and  incompletely.)  The  black  mud  produced  is 
either  boiled  with  caustic  alkali  to  decompose 
the  ferrous  ferrocyanide,  or  the  ferrous  sulphide 
is  first  dissolveci  in  hydrochloric  acid.  The 
latter  course  is  to  be  preferred,  owing  to  the  fact 
that  ferrous  sulpliide  combines  with  the  alkalis, 
each  3  or  4  equivalents  of  it  rendering  1  equiva- 
lent of  either  caustic  soda  or  potash  insoluble. 

Pkopeeties  of  the  Febrocyanides. 

Potassium  ferrocyanide  crystallises  from 
aqueous  solutions  in  large,  well-formed,  orange- 
yellow  tetragonal  pyramids  of  the  composition 
kjFe(CN)6,3H20  ;  sp.gr.  1-86.  The  crystals 
do  not  change  when  exposed  to  the  air  at  ordinary 
temperatures.  They  begin  to  lose  water  at  60°, 
and  the  finely  powdered  salt  may  be  com- 
pletely dehydrated  at  100°,  leaving  a  white 
powder  which  decomposes,  in  absence  of  oxygen, 
slightly  below  a  red  heat  to  a  mixture  of  potas- 
sium cyanide,  carbon  and  iron,  nitrogen  escaping. 
The  powder  takes  fire  at  a  considerably  lower 
temperature  when  heated  in  contact  with  air. 
It  is  insoluble  in  alcohol.  According  to  Etard 
(Ann.  Chim.  phys.  1894  [7]  ?,  646),  the  solu- 
bility, expressed  in  grams  of  anhydrous  salt 
dissolved  by  100  grams  of  water,  is  14-5  at  0", 
24-5  at  20%  36  at  40°,  49-.5  at  60°,  64  at  75°,  70 
at  80°,  72  at  89°,  74  at  98°,  and  88  at  157°.  The 
salt  is  much  less  soluble  in  solutions  of  potassium 
salts.  The  specific  gravity  of  the  aqueous  solu- 
tions is  given  below  (Schiff,  Annalen,  1860,  113, 
199)  :— 

Grs.K4Fe(CN-)6,3H201  ,         -  ^r. 
Sp.gr.  at  15°    .        .  1-0058  1  0295  1  0605  1  0932  1-1275 

Sodium  ferrocyanide  crystallises  in  large 
lemon  -  yellow  monoclinic  prisms  or  rhombo- 
hehra  of  the  composition  Na4Fe(CN)c,10H,O 
(Conroy,  J.  Soc.  Chem.  Ind.  1898,  17,  103), 
which  are  permanent  when  exposed  to  the  air 
at  the  ordinary  temperature,  but  are  com- 
pletely dehydrated  at  a  little  above  100°.  The 


behaviour  of  the  dry  salt,  when  heated,  re- 
sembles that  of  the  potassium  compound.  The 
solubility  in  water  (Conroy,  J.  Soc.  Chem.  Ind. 
1898,  17,  103):  grams  anhydrous  salt  dissolved 
by  100  jrrams  of  water,  is  at  20°,  17-9  ;  at  30", 
23-5  ;  at  40°,  29  ;  at  50°,  35-5  ;  at  60°,  42-.5  ; 
at  70°,  51-5  ;  at  80°,  59-2  ;  at  90°,  61  ;  and  at 
100°,  63. 

Calcium  ferrocyanide  CaoFe(CN)|.,,12H20  is 
extremely  soluble  in  water  ;  highly  concentrated 
solutions  are  very  viscous  and  crystallise  with 
difficulty,  yielding  small  yellow  triclinie  crystals 
of  sp.gr.  1-68,  which  effloresce  when  exposed  to 
the  air  and  lose  11-^  molecules  of  water  at  40°. 
H.  G.  Colman  (Joum.  of  Gas  Lighting,  1910, 
583)  finds  that  the  whole  of  the  water  is  removed 
by  heating  the  salt  in  a  current  of  air.  The  dry 
salt  begins  to  decompose  (in  absence  of  oxygen) 
at  500°  yielding  calcium  cyanamide  thus 

Ca  2Fe(  CN ) ,  =  2CaCN, + P  e  -f  N„ + 40 
(unpublished  experiments  made  by  the  writer). 

Calcium  potassium  ferrocyanide  K..CaFe(CN)5 
is  a  white  powder  consisting  of  small  quadratic 
prisms  which  becomes  slightly  cream-coloured 
on  exposure  to  light.  It  contains  no  water  of 
crystallisation  and,  at  15°-17°,  100  grams  of 
water  dissolve  0-41  gram  of  it  (J.  Campbell 
Brown,  Chem.  Soc.  Trans.  1907,  91,  1826), 

Calcium  ammonium  ferrocyanide 
Ca(NH,,),Fe(CN)s 
is  a  white,  minutely  cry.stalHne  powder,  which 
becomes  coloured  on  exposure  to  light ;  it  is 
anhydrous;  100  grams  of  water,  at  15°- 17° 
dissolve  0-258  giam  of  the  salt  (J.  Campbell 
Brown,  ibid.  1907,  91,  1826). 

Hydroferrocyanic  acid  H,_Fe(CN)8  is  prepared 
by  adding  concentrated  hydrochloric  acid  to  a 
saturated  solution  of  potassium  ferrocyanide 
(both  should  be  free  from  dissolved  oxygen)  and 
then  enough  ether  to  saturate  the  solution.  The 
acid  crystallises  out  in  colourless  scales  which 
are  washed  with  water  saturated  with  ether 
(A.  Joannis,  Ann.  Chim.  Phys.  1882  [5]  26,  484), 
and  dried  over  sulphuric  acid.  A  solution  of 
the  acid,  saturated  at  14°,  contains  150  grams 
per  litre.  The  solution  is  readily  oxidised  by 
atmospheric  oxygen,  especially  at  higher  tem- 
peratures, forming  a  blue  substance  which  is 
usually  assumed  to  be  Prussian  blue.  This 
reaction  is  utilised  in  calico  printing  for  the  pro- 
duction of  blue  patterns. 

Hydrogen  ferrous  ferrocyanide 
H,Fe[Fe(CN)„] 
is  formed  when  a  solution  of  the  acid  is  boiled  . 
2H4Fe(CN)e  =  6HCN-I- H,Fe[Fe(CN)e]. 

Potassium  ferrous  ferrocyanide  (Everitt's 
salt)  K2Fe[Fe(CN)g]  is  formed  in  a  similar  way 
if  potassium  salts  are  present,  as,  for  example,  in 
the  preparation  of  hydrocyanic  acid  by  dis- 
tilling a  mixture  of  potassium  ferrocyanide  and 
dilute  suli>huric  acid.  Everitt's  salt  is  a  pale- 
yellow  crystalline  powder  which  is  not  identical 
with  the  white  precipitate  obtauied  by  mixing 
solutions  of  potassium  ferrocyanide  and  lerrous 
chloride,  although  this  precipitate  has  the  same 
composition. 

Molecular  constiliUion. — The  soluble  ferro- 
cyanides  all  yield  the  complex  ferrocyanogen 
ion,  Fe(CN)„"" ;  their  aqueous  solutions  do  not. 
therefore,  exhibit  the  ordinary  reactions  ol 
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ferrous  or  of  cyanogen  ions.  The  solutions  are, 
however,  not  entirely  devoid  of  these  ions,  we 
must  rather  consider  them  as  being  present  in 
extremely  small  quantities  in  equilibrium  with 
ferrocyanogen  ion  Fe(C]Sf)„""  ^  re"+6CN'. 
The  increased  quantity  of  silver  nitrate  required 
to  produce  opalescence  in  a  solution  of  a  cyanide 
when  a  ferrocvanide  is  added  to  it  (Clennel, 
Chem.  News,  1895,  72,  227  ;  (Jonrov,  J.  Soc. 
Chem.  Ind.  1896,  15,  12),  is  possibly  due  to  this. 
The  decompo.sition  of  ferrocyanides  by  mercuric 
salts  is  explained  similarly,  for  the  concentration 
of  cyanogen  ions  which  can  exist  in  equilibrium 
with  mercuric  ion  is  even  smaller  than  that  in 
equilibrium  with  the  ferrocyanogen  ion.  Hence 
the  addition  of  mercuric  ion  to  the  solution 
removes  c3'anogen  ion  in  the  form  of  undis- 
sociated  mercuric  cyanide  and  so  causes  fresh 
quantities  of  the  ferrocyanogen  ion  to  dis- 
sociate. The  dissociation  of  the  ferrocyanogen 
ion  IS  increased  by  exposure  to  light,  so  that  in 
the  light,  alkaline  sulphides  produce  a  precipi- 
tate of  ferrous  sulphide  and  oxygen  precipitates 
ferric  hydroxide  (from  alkaline  solutions),  re- 
actions which  do  not  occur  in  the  dark  (Haber. 
Zeitsch.  Elektrochem.  1905,  11.  846;. 

Very  accurate  measurements  of  the  osmotic 
pres.sure  and  electrical  conductivity  of  solutions 
of  the  ferrocyanides  of  calcium,  strontium, 
and  potassium  have  been  made  by  the  Earl 
of  Berkeley,  Hartley  and  others  (Phi!.  Tranp. 
1909,  209  A,  177  and  319),  which  are  best  inter- 
preted by  assuming  the  salts  to  consist  of  double 
molecules  which  dissociate  into  0  ions  (or  10  in 
the  case  of  the  potassium  salt).  A  complex 
structure  of  this  kind  would  not  be  surprising  in 
view  of  the  great  number  and  diversity  of  the 
ferrocyanides,  especially  those  of  iron. 

Potassium  ferricyanide.  red  prussiate  ot 
potash,  K3Fe(CN),,  was  discovered  by  Leopold 
Gmelin  in  1822.  He  prepared  it  by  passing 
chlorine  into  a  solution  of  potassium  ferro- 
cyanide  until  it  no  longer  gave  a  blue  colour 
with  a  ferric  salt : 

2Kjre(GN)s-fCL  =  2K,re(C!N)5  +  2KCl. 

The  salt  is  always  manufactured  by  this 
reaction,  the  ferrocyanidc  is  sometimes  used  in 
the  form  of  a  dry  powder,  in  which  case  a  mixture 
containing  potassium  chloride  is  obtained. 
Most  commonly,  a  cold  10  p.c.  solution  of 
potassium  ferrocyanide  is  treated  with  chlorine 
until  conversion  is  just  complete.  A  little 
Prussian  green  is  always  formed  by  the  action  of 
chlorine  on  the  ferricyanide,  and  as  this  passes 
through  any  filter  it  spoils  the  appearance  ot 
the  product.  The  difficulty  may  be  avoided  by 
evaporating  the  solution  to  crystallisation  and 
then  adding  a  little  caustic  potash  which  de- 
composes the  green  into  ferric  hydroxide,  which 
is  easily  removed  by  filtration,  and  potassium 
ferrocyanide,  which  is  apt  to  crystallise  out 
along  with  the  ferricyanide.  The  yield  of  ferri- 
cyanide, in  this  process,  is  85  to  90  p.c.  of  the 
theoretical  quantity. 

A.  W.  Williamson  (Annalen,  184G,  57,  225) 
found  that  potassium  ferric  ferrocyanide 
(Williamson's  blue),  when  boiled  with  potassium 
ferrocyanide,  gives  potassium  ferricyanide  and 
Everitt's  salt, 

K.Fe"(CN)„  +  KFeiii[Fci'(ON)„] 

-K3FeTn(CN),  +  K>c"[reii(CN)„j. 


Since  Everitt's  salt  is  readily  oxidised  to  William- 
son's blue  by  warming  with  dilute  nitric  acid, 
the  process  might  (as  Dittmac  suggested)  be 
utilised  to  complete  the  conversion  of  ferro- 
into  ferricyanide,  chlorme  being  used  up  to 
the  point  at  which  Prussian  green  begins  to  be 
formed. 

Many  other  oxidising  agents  have  been 
suggested  in  place  of  chlorine,  such  as  bromuie, 
lead  peroxide,  calcium  phimbate,  potassium 
permanganate  and  persulphate,  and  electrolytic 
oxidation  {.sa  Bertelsmann,  Technologie  der 
Cyanverbindungen). 

Potassium  ferricyanide  crystallises  from 
water  in  magnificent,  deep  -  red,  monoclinic 
prisms  which  may  be  very  large.  It  is  anhy- 
drous ;  sp.gr.  1-845.  The  aqueous  solution  has 
an  intense  yellow  colour.  The  solubility  (grams 
of  anhydrous  salt  dissolved  by  100  grams  of 
water)  "is  33  at  4-4°,  36  at  10",  40-8  ac  15-5", 
58-8  at  37-8°,  77-5  at  100°,  and  82-6  at  104-4° 
(Wallace,  Dingl.  poly.  J.  1856,  142,  52;.  Specific 
gravity  of  the  solutions  at  15°  (8chiff,  Annalen, 
1860,  113,  199)  :— 

K3Fe(CN)e}l         ^  ^5  30 

Sp.gr.       1-0051 1-0261 1-05.38  1-0831  1-1139  1-146-2  1-1802 

The  aqueous  solution  is  decomposed  by  light, 
potassium  ferrocyanide  being  foi-med.  The 
caustic  alkaline  solution  is  a  strong  oxidising 
agent  which  decolourises  indigo  instantaneously. 

Prussian  blue.  The  blue  compounds  of  iron 
and  cyanogen  are  all  amorphous  substances, 
some  of  which  yield  colloidal  solutions  in  pure 
water.  It  is  therefore  extremely  difficult  to 
prepare  them  in  a  pure  condition.  Owing  to 
the  well-known  tendency  of  colloids  to  absorb 
other  substances  from  solutions,  the  precipitates 
require  very  prolonged  washing  to  free  them  from 
adhering  salts,  and  during  this  process  their 
composition  may,  and  very  often  does,  change, 
owing  to  atmospheric  oxidation  or  to  hydrolysis. 
On  the  other  hand,  the  method  of  determining 
the  composition  of  a  precipitate  by  mixing 
known  quantities  of  the  reagents  and  estimating 
the  excess  left  in  the  .supernatant  liquid,  is  open, 
in  this  case,  to  the  objection  that  the  jsrecipitate 
is  not  a  pure  substance  because  it  has  absorbed 
some  of  the  salts  in  the  solution  in  contact  with 
it.  The  composition  of  the  precipitates  ob- 
tained by  mixing  the  same  substances  depends, 
too,  on  the  order  of  mixing  and  on  the  tempera- 
ture and  degree  of  acidity  of  the  solutions,  so 
that  contradictory  results  have  often  been 
recorde  I  by  different  observers.  The  whole 
subject  has  been  reinvestigated  recently  by 
K.  A.  Hofmann  (K.  A.  Hofmann.  0.  Heine, 
and  F.  Hochtlen,  Annalen,  1904,  337.  1 ;  K.  A. 
Hofmann  and  F.  Resensheck,  ibid.  1905,  340, 
267  ;  1905,  342,  364)  and  his  co-workers,  and 
the  following  account  of  the  different  '  blues  ' 
is  based  mainly  on  this  work. 

The  freshly  prepared  blue  precipitates  con- 
tain indefinite  qiuintities  of  water,  but  the  whole 
of  it  cannot  be  removed  by  drying  in  vacuo  over 
phosphorus  pentoxide  until  a  constant  weight  is 
attained  (which  usually  requires  from  2  to  5 
months).  This  residual  water  mu.st  be  regarded 
as  constitutional,  because  when  the  substances 
are  heated  to  temperatures  a  little  above  100°, 
they  lose  cyanogen,  but  not  water.  The  ff>rmuL'e 
of  the  substances  given  in  what  follows  refer  to 
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the  very  thoroughly  washed  STibstances  after 
complete  drying  over  P2O5  in  the  way  men- 
tioned above. 

When  cold  neutral  solutions  of  one  molecule 
of  a  ferric  salt  and  one  molecule  of  potassium 
ferrocyanide  are  mixed  together,  a  precipitate  of 
ordinary  soluble  Prussian  blue  is  formed.  The 
dry  substance  has  the  composition 

2rKre™(Pe"Cy„)]+3iH,0. 
The  same  compound  is  obtained  by  mixing  equal 
molecular  quantities  of  a  ferrous  salt  and  potas- 
sium ferricyanide.     This  was  first  proved  by 
Skraup  (Annalen,  180,  371,  1877). 

When  a  cold  solution  of  potassium  ferro- 
cyanide is  added  gradually  to  a  cold  neutral  (or 
h  p.c.  hydrochloric  acid)  solution  containing  an 
excess  of  a  ferric  or  of  a  ferrous  salt,  or  when 
soluble  Prussian  blue  is  digested  with  a  solution 
of  ferric  chloride,  precipitates  are  formed  which, 
after  the  prolonged  exposure  to  air  involved  in 
washing  them  completely,  are  identical  in  com- 
position and  properties.  The  dry  substance  is 
normal  ferric  ferrocyanide 

Fe  °\Fe°Cye)3+10H„O, 
usually  referred  to  as  Prussian  blue.  Turnbull's 
blue,  obtained  by  precipitating  a  solution  of 
potassium  ferricyanide  with  an  excess  of  a 
ferrous  salt,  is  identical  with  ordinary  Prussian 
blue. 

The  precipitates  obtained  from  hot  acid 
solutions  differ  more  or  less  from  these  in  their 
properties,  and  appear  to  be  mixtures  of  different 
substances. 

Both  the  soluble  and  insoluble  Prussian  blue, 
just  described,  are  ferric  ferrocyanides,  and  not 
ferrous  ferricyanides.  This  is  proved  by  the 
fact  that  they  can  be  made  by  the  action  of 
hydrogen  peroxide  on  a  solution  containing  a 
ferric  salt  and  potassium  ferricyanide  in  suitable 
quantities.  As  Schiinbein  (J.  pr.  Chem.  1866, 
98,  65)  showed,  hydrogen  peroxide  reduces  ferri- 
cyanide to  ferrocyanide,  but  has  no  action  on  a 
ferric  salt,  so  that  ferrous  ferricyanide  could  not 
be  produced  by  this  reaction. 

Blue  compounds,  which  are  not  identical 
with  those  described  above,  are  also  obtained 
by  the  oxidation  of  ferrous  ferrocyanides. 

(a)  By  adding  a  cold  neutral  solution  of  1 
molecule  of  a  ferrous  salt  to  a  solution  of  1  mole- 
cule of  potassium  ferrocyanide,  and  then  oxi- 
dising the  white  precipitate  by  means  of  atmo- 
spheric oxygen,  which  is  greedily  absorbed  (or 
better  by  hydrogen  peroxide),  a  blue  compound 
of  the  composition  KFe™(re^CyJ+H20  is  ob- 
tained. This  differs  from  ordinary  soluble  blue 
in  being  insoluble  in  oxalic  acid  solution.  It  is 
referred  to  in  the  table  of  the  properties  of  the 
blues  as  K.  A.  Hofmann's  blue. 

(6)  By  proceeding  exactly  as  in  (a),  except 
thai  the  solutions  contain  1  p.c.  of  sulphuric  acid, 
a  white  precipitate  is  obtained,  Fe^^K2(Fe°Cye), 
which  is  rather  less  readily  oxidised  to  a  blue  of 
the  same  composition  as  before  : 

Fe"'K(Fe"Cy„)+H,0, 
but  possessing  rather  different  j)roperties.  Like 
ordinary  soluble  Prussian  blue,  it  is  soluble  in 
water  and  oxalic  acid,  but  it  differs  from  it  in 
being  much  more  stable  to  ammonia  solution. 
This  compound  is  referred  to  as  '  stable  soluble 
blue.' 


(c)  When  a  solution  of  potassium  ferro- 
cyanide, containing  about  10  p.c.  of  sulphuric 
acid,  is  heated  in  an  atmosphere  devoid  of 
oxygen,  one  half  of  the  hydrocyanic  acid  is 
evolved  and  a  pale-yellow  crystalline  powder  of 
Everitt's  salt  KaFe^lFe^Cys)  remains  behind. 
This  salt  is  very  much  less  readily  oxidised  than 
the  precipitate  obtained  by  mixing  solutions  of 
potassium  ferrocyanide  and  a  ferrous  salt,  it  is 
not  completely  oxidised  by  several  weeks' 
exposure  to  the  air.  As  already  mentioned,  it 
is  readily  oxidised  by  warm  dilute  nitric  acid, 
but  a  homogeneous  product  is  prepared  most 
certainly  by  suspending  it  in  1  p.c.  sulphuric 
acid  and  adding  about  10  times  the  theoretical 
quantity  of  hydrogen  peroxide.  The  substance 
thus  obtained  is  Williamson's  blue  (sometimes 
called  violet),  and  it  also  has  the  composition 
KFe"'(Fe"Cye)  +  H2O.  Its  properties  are, 
however,  totally  different  from  those  of  the 
isomeric  substances  already  described. 

For  comparison,  the  distinguishing  properties 
of  the  different  blues  are  tabulated  below.  The 
isomerism  of  these  substances  may  be  due  to 
differences  in  the  linking  of  the  atoms — of  the 
kind  familiar  in  organic  chemistry — or  it  may 
be  due  to  differences  in  the  size  of  the  molecules  ; 
the  data  available  do  not  appear  to  be  sufficient 
to  decide  these  questions  with  any  degree  of 
certainty. 

It  is  of  interest  that  precipitation  from  hot 
acid  solutions  always  tends  to  produce  sub- 
stances (or  mixtures)  of  a  more  stable  type, 
approaching  Williamson's  blue  more  or  less 
closely  in  properties,  and  also  that  all  the  blue 
iron  cyanogen  compounds  contain  both  ferrous 
and  ferric  iron.  The  compounds  which  contain 
only  ferrous  or  only  ferric  iron  are  colourless 
or  (compared  with  the  blues)  feebly  coloured. 
iSolid  pieces  of  ordinary  Prussian  blue  assume  a 
coppery  lustre  when  rubbed  on  a  smooth,  hard 
surface.  The  blue  solution  in  oxalic  acid  was 
formerly  used  as  an  ink.  Chlorine  turns  a 
suspension  of  Prussian  blue  in  water  green  ;  the 
solution  contains  ferric  chloride  :  the  blue  colour 
is  restored  by  washing  with  water.  Concen- 
trated sulphuric  acid  unites  with  Prussian  blue 
to  a  white  paste  from  which  the  original  blue  is 
obtained  by  diluting  with  water.  It  is  slowly 
decomposed  by  concentrated  aqueous  hydro- 
chloric acid,  but  dissolves  to  a  colourless  solution 
in  alcoholic  hydrochloric  acid ;  the  solubility 
increases  with  the  molecular  weight  of  the 
alcohol  used.  Water  precipitates  unchanged 
Prussian  blue  from  these  solutions.  Potassium, 
sodium,  and  calcium  hydroxides  decompose 
Prussian  blue  into  ferric  hydroxide  and  a  ferro- 
cyanide ;  alkali  carbonates  act  more  slowly. 
Tissues  dyed  with  Prussian  blue  gradually  lose 
their  colour  in  sunlight,  but  regain  it  in  the  dark. 
When  heated  to  about  170°  in  the  air,  it  burns 
like  tinder  leaving  a  brown  ash. 

Commercial  blues  are  usually  mixtures  of 
the  compounds  already  described.  J.  G. 
Gentele  (Lehrbuch  der  Farbenfabrikation,  2nd 
ed.  1880)  says  that  the  best  blues  are  obtained 
by  precipitating  a  ferrous  salt  with  yellow 
prussiate  and  then  oxidising  the  precipitate. 
Paris  hive  (the  finest  quality  of  commercial 
Prussian  blue)  is  made  as  follows  :  60  kilos,  of 
yellow  prussiate  are  dissolved  in  250  kilos,  of 
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Reagent 


Pure  water  . 


10  p.c.  oxalic 
acid 

4p.c.  ammonia 
yields  red- 
brown  ferric 
hydroxide 

Ferric  chloride 


1  to  U  p.c. 


Appearance  of 
dry  solids 


Ordinary  soluble 
Prussian  blue 
(Turnbull's  soluble 
blue) 


Soluble, 
reddish- blue 
solution 

Soluble, 
blue  solution 
In  a   few  se- 
conds 


Precipitates 
insoluble 
Prussian  blue 

Slowly  precipi- 
tated, moist 
precipitate 
soluble  in 
water 

Deep-  blue  with 
coppery  lustre 


Insoluble  Prus- 
sian blue  (Turn- 
buU's  blue) 


Insoluble 


Soluble, 
blue  solution 
In  10  seconds 


No  change 


No  action 


Deep-blue  pur- 
ple lustre 


K.  A.  Hof- 
marrn's  blue 


Soluble, 
greenish-blue 
solution 

Insoluble 

In  a  few  se- 
conds 


Stable  soluble 
blue 


Quickly  pre- 
cipitated ; 
insoluble  in 
water 


Soluble 


Soluble 

In  6  to  7  min- 
utes 


Gradually  co 
agulated  in 
unchanged 
condition 

Precipitated, 
insoluble  in 
water 


Williamson's 
blue  or  violet 


Insoluble, 
turbid  green- 
ish-blue sus- 
joension 
Insoluble 

After  some 
hours 


No  change 


No  action 


Purple-red 


boiling  water ;  42-5  to  45  kUos.  of  green  vitriol 
'  are  dissolved  in  about  the  same  quantity  of 
water,  preferably  in  the  presence  of  scrap  kon  to 
prevent  formation  of  ferric  salt.  The  clear 
solutions  are  then  run  simultaneously  into 
250  kilos,  of  water.  The  almost  white  precipi- 
tate is  allowed  to  settle  and  then  drained  on  a 
cloth  filter.  The  oldest  method  of  '  blueing  ' 
the  paste  was  to  heat  it  to  boiling  in  a  basin, 
transfer  it  to  a  wooden  tub,  and  add  25'5  kilos, 
of  nitric  acid  (sp.gr.  1-23)  and  18  kilos,  of  sul- 
phuric acid  (1-84  sp.gr.).  Sometimes,  red  fumes 
were  evolved  only  after  some  hours,  but  in 
presence  of  excess  of  green  vitriol,  they  were 
always  evolved  at  once  and  this  gave  the  best 
colour.  After  standing  for  24  hours,  the  mixture 
was  suspended  in  a  large  quantity  of  cold  water 
and  allowed  to  settle.  The  washmg  by  de- 
cantation  was  continued  xintU  the  blue  was  free 
from  sulphuric  acid.  It  was  then  collected  on 
linen  filters,  pressed  into  thin  cakes,  and  cut  up 
into  cubes  which  were  dried  in  the  air  and 
finally  at  30°-40°.  The  yield  was  39  to  39-5 
kilos,  of  finished  blue. 

Another  method  was  to  treat  the  heated 
paste  of  ferrous  ferrocyanides  with  ferric 
chloride,  instead  of  with  nitric  acid,  until  the 
solution  contained  ferric  in  addition  to  ferrous 
salts,  but  according  to  Gentele,  the  cheapest  and 
best  method  is  to  acidify  the  paste  slightly  with 
hydrochloric  acid  and  pass  chlorine  gas  into  it 
until  the  solution  shows  a  distinct  '  ferric  '  re- 
action with  ferrocyanide. 

From  these  descriptions  it  is  clear  that 
commercial  Paris  blue  must  contain,  m  addition 
to  ordinary  insoluble  Prussian  blue,  one  or  more 
of  the  potassium  ferric  ferrocyanides.  In  the 
commercial  pigments,  Paris  blue  is  diluted  with 
starch,  heavy  spar,  gypsum,  or  burned  and 
finely  ground  kaolin.  The  white  admixture, 
after  having  been  ground  very  finely  by  itself, 
is  added  to  the  Paris  blue  paste,  and  along  with 


it  passed  through  a  colour  miU.  Very  low 
quahties  of  blue  are  faced  by  rotating  the  dry 
cubes  in  a  cask  with  the  fine  dust  of  pure  Paris 
blue.  ^ 

Hydrocyanic  acid.  Prussia  acid  (Ger.  Blati- 
siiure).  HON. 

This  substance  was  discovered  by  Scheelc  in 
1782  (Chemical  Essays,  London,  1786 ;  reprinted 
1901).  He  observed  that  Lixivium  saiu/ui/iis 
loses  its  power  of  forming  Prussian  blue  when  it 
is  exposed  to  the  air,  and  traced  this  effect  to 
the  atmospheric  carbon  dioxide.  Other  acids 
also  produced  it,  and  the  blue-forming  principle 
was  found  in  the  vapour  given  oS.  By  distilling 
the  lixivium  with  sulphuric  acid,  he  obtained 
an  aqueous  solution  of  hydrocyanic  acid.  A 
more  convenient  method  of  preparation  was  to 
heat  potassium  ferrocyanide  with  dUute  sul- 
phuric acid.  In  doing  this,  he  obtained  a  blue 
residue  (oxidised  Everitt's  salt  or  Williamson's 
blue).  Finally,  he  prepared  mercuric  cyanide 
by  boiling  Prussian  blue  with  mercuric  oxide  ; 
by  treating  this  with  iron  and  sulplniric  acid,  he 
decomposed  it  mto  mercury  and  hydrocyanic 
acid  which  he  distilled  off.  In  1783,  Sclieele 
found  that  hydrocyanic  acid  is  inflammable,  its 
combustion  yielding  carbon  dioxide.  He  also 
proved  that  it  contains  nitrogen  by  synthesising 
it  from  ammonia.  Equal  parts  of  charcoal  and 
potassium  carbonate  were  heated  to  redness, 
but  not  sufficiently  to  melt  the  potash,  in  a 
crucible  and  then  some  ammonium  chloride 
stirred  in  (for  2  mmutes  only)  ;  the  mass  was 
then  thrown  into  water  and  a  solution  obtained 
which  gave  '  a  great  quantity  of  Prussian  blue,' 
whereas  a  similar  experiment  without  the  sal- 
ammoniac  yielded  none. 

The  exact  quantitative  composition  of 
prussic  acid  was  ascertained  by  Gay-Lussac 
(Annales  dc  Chimie,  1815,  95,  156).  He  showed 
that  it  is  similar  in  constitution  to  hydro- 
chloric and   hydriodic  acids,  except  that  the 
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hydrogen  is  united  with  a  compound  radicle, 
CN,  which  he  called  '  ajanogene,'  which  plays 
the  part  of  an  element  in  so  far  as  it  passes 
through  many  transformations  unchanged. 

Hydrocyanic  acid  itself  is  formo-nitrilo 
H— 0=N.  Liliti  the  nitrUes,  it  is  hydrolysed 
rapidly  by  boiling  alkalis  and  slowly  by  mineral 
acids,  whereas  the  isomeric  isocyanides  are  un- 
affected by  alkalis  but  violently  decomposed  by 
acids.  Anhydrous  liquid  hydrocyanic  acid,  and 
also  the  nitriles,  do  not  dissolve  silver  cyanide, 
whilst  I'socyanides  dissolve  it  very  readily, 
iiocyanides  are  changed  when  heated  into  the 
corresponding  nitriles,  but  pure  hydrocyanic 
acid,  which  undergoes  no  change  at  the  ordinary 
temperature,  is  converted  at  100°,  or  in  the  cold 
in  presence  of  potassium  cyanide,  into  a  black 
amorphous  mass  which  contains  a  termolecular 
polymeride,  aminomalononitrile  ]SIH2CH(CN)o. 
TL'he  physical  properties  of  hydrocyanic  acid  also 
resemble  those  of  the  nitriles,  especially  its  high 
dielectric  constant  of  95. 

The  metallic  cyanides,  however,  appear  to 
have  the  wocyanide  structure,  N=C  (Wade, 
t^hem.  Soc.  Trans.  1902,  1613;  Gautier,  Ann. 
(  him.  Phys.  [4]  17, 103, 1869;  Nef.  Annalen,  270, 
329,  1892  ;  287,  325,  1895). 

Hydrocyanic  acid  is  found  in  many  plants, 
usually  in  the  form  of  a  glucoside.  Of  these, 
amygdalin,  found  in  bitter  almonds,  laurel 
leaves,  &c.,  is  the  best  known  ;  it  is  a  compound 
of  benzaldehyde,  hydrocyanic  acid,  and  maltose. 
The  great  millet  (Sorghum  vulgare),  which  is 
cultivated  in  most  tropical  countries  for  food, 
also  contains,  in  the  immature  plants,  a 
glucoside,  dhurrin,  which  is  a  compound  of  p- 
hydroxybenzaldehyde,  hydrocyanic  acid  and 
dextrose  (Dunstan  and  Henry,  Proc.  Roy. 
8oc.,  1902,  70,  153).  Several  cases  of  cattle 
being  poisoned  by  the  green  plant  have  been 
recorded  (Leather,  Agric.  Journ.  of  India,  1,  220, 
1906). 

Preparation  of  hydrocyanic  acid. — A  2  p.c. 
solution  used  in  pharmacy  is  made  by  distilling 
a  mixture  of  2  parts  of  strong  sulphuric  acid 
diluted  with  (i  parts  of  water  and  3  parts  of 
yellow  prussiate  almost  to  dryness,  and  diluting 
the  distillate  to  the  strength  required. 

The  most  convenient  method,  however,  is  to 
run  a  solution  of  commercial  sodium  cyanide 
(97-98  p.c.  NaCN)  in  about  twice  its  weight  of 
water  into  a  small  excess  of  cold  60  p.c.  sul- 
phuric acid.  The  hydrocyanic  acid  can  be 
produced  in  this  way  at  any  desired  rate  ;  it  is 
almost  anhydrous,  and  the  yield  is  practically 
quantitative.  The  sulphuric  acid  must  not  be 
added  to  the  cyanide  solution,  because  a  part  of 
the  hydrocyanic  acid  produced  in  contact  with 
the  cyanide  is  polymerised  and  the  solution 
becomes  dark  brown.  The  vapour  may  be 
dried  by  calcium  chloride,  kept  at  a  temperature 
of  about  30°  and  then  condensed  in  a  vessel 
cooled  by  ice,  although  the  greater  part  of  it  is 
quite  readily  liquefied  in  an  ordmary  Liebig's 
condenser  cooled  by  cold  water. 

Synthesis  o/  hydrocyanic  acid. — The  earliest 
synthesis  of  hydrocyanic  acid  was  effected  by 
Clouet  (Ann.  de  Chim.  1791,  11,  30),  by 
passing  dry  ammonia  over  wood  charcoal 
heated  to  bright  redness  in  a  porcelain  tube. 
This  reaction  has  been  studied  quantitatively 


by  E.  Bergmann  (Journ.  fiir  Gasbel.  1896, 
39,  117),  D.  Lance  (Compt.  rend.  1897, 
124,  819),  and  G.  A.  Voerkelius  (Dissertation, 
Hannover,  1909).  The  formation  of  hydro- 
cyanic acid  begins  at  about  700°,  and  the  best 
yields,  calculated  on  the  ammonia  used,  are 
obtained  at  temperatures  between  1000°  and 
1100°.  The  reaction  NHg+C^HCN+Ha  is 
reversible,  and  should  lead  to  an  equilibrium 
between  ammonia,  hydrocyanic  acid,  and 
hydrogen  ;  the  equilibrium,  however,  cannot  be 
realised,  because  both  ammonia  and  hydro- 
cyanic acid  are  unstable  at  the  temperatures 
required.  The  final  result  depends,  therefore, 
on  the  rates  of  decomposition  of  ammonia  and 
hydrocyanic  acid  and  on  the  rate  of  reaction 
between  ammonia  and  charcoal.  Even  at 
1000°,  the  rate  of  decomposition  of  hydrocyanic 
acid  in  presence  of  charcoal  is  small,  but  in 
presence  of  other  substances  it  may  be  large. 
Voerkelius,  for  example,  passed  a  mixture  of 
hydrocyanic  acid  and  hydrogen  through  an  un- 
glazed  porcelain  tube  at  1000°,  and  found  that 
over  70  p.c.  of  it  was  decomposed,  but  after  a 
layer  of  carbon  had  been  deposited  on  the  tube 
the  decomposition  fell  to  19  p.c.  The  rate  of 
decomposition  of  the  ammonia  is  even  more 
variable  ;  for  example,  at  720°,  28  p.c.  of  the 
ammonia  survived  6  minutes'  contact  with 
fresh  finely  ground  wood  charcoal,  whilst 
82  p.c.  were  unchanged  when  the  charcoal  was 
in  the  form  of  lumps  which  had  been  already 
used.  The  rate  of  decomposition  of  the  am- 
monia is  diminished  by  diluting  it  with  an 
indifferent  gas. 

In  the  66  experiments  recorded  by  Voerke- 
lius, the  ammonia  (diluted  with  hydrogen)  was 
in  contact  with  the  charcoal  for  from  16  to  360 
seconds ;  within  these  limits,  the  ratio  between 
the  numbers  of  molecules  of  ammonia  and  of 
hydrocyanic  acid  in  the  product  is  roughly 
independent  of  the  time  of  reaction,  but  the 
quantity  of  ammonia  decomposed  into  its 
elements  increases  with  the  time  of  contact. 
The  following  table  is  calculated  from  the  figures 
given  by  Voerkelius.  The  figures  show  the 
influence  of  the  quality  of  the  charcoal  on  the 
result : — 

Mols.  NNg 

Tempera-  P.c.  NH3  Mols.  HCN 

ture  in  gas  used  in  product 

720°  charcoal  A        50      6-7-1 3-4  mean  9-80 


B         50  29-45 
sugar  charcoal    50  71 
1020°  charcoal  C       13-16  0-64-0-92 
„     D      13-15  0-90-1 -80 
C      43-47  0-50-0-90 
1120°       „      D       13-4  0-44-0-48 


37-7 
71 

0-  76 

1-  40 
0-61 
0-46 


Nernst's  thermodynamic  theorem  (Applica- 
tions of  Thermodynamics  to  Chemistry,  London, 
1907,  and  Theoretische  Chemie,  5th  and  6th  ed.) 
has  been  applied  to  this  reaction  by  v.  Warten- 
berg  (Zeitsch.  anorg.  Chem.  1907,  52,  299). 
Since  the  reaction  NH3+C  =  HCN+H2  absorbs 
39,500  cals.  per  molecule,  the  equOibrium  must 
lead  to  the  formation  of  more  hydrocyanic  acid 
at  higher  temperatures,  the  calculation  indicates 
that  the  ratio  of  the  partial  pressures  (in  atmo- 
spheres) of  the  gases  in  equilibrium  should  have 
the  following  values  : — 
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Temperature 

500° 

800° 
1100° 
1400° 


/'HON  ^Pu„ 

632 
0-27 
0-003 
0-0002 


In  the  experimunts  taliulatcd  abuvc,  the  final 
mixture  of  gases  usually  contained  nearly  95  p.c. 
of  hydrogen,  the  partial  pressure  of  which  was 
therefore  almost  1  atmosphere.  The  molecular 
ratio  of  ammonia  to  hydrocyanic  acid  is,  there- 
fore, almost  the  same  as  the  ratio  of  the  partial 
pressures.  A  comparison  of  the  experimental 
values  with  those  calculated  shows  that  equili- 
brium is  never  even  approximately  attained. 
They  agree  in  indicating  700°  as  the  lowest 
temperature  at  which  appreciable  quantities  of 
hydrocyanic  acid  can  be  formed. 

I.^his  reaction  has  been  discussed  at  some 
length,  because  there  can  be  little  doubt  that  the 
hydrocyanic  acid  in  coal  gas  is  formed  by  it. 

That  nitrogen  and  acetylene  form  hydro- 
cyanic acid,  CoH2+N„  =  2HGN,  was  dis- 
covered by  Berthelot  (Compt.  rend.  07,  1141, 
1868).  He  passed  strong  sparks  from  an  in- 
duction coil  through  a  mixture  of  acetylene, 
nitrogen,  and  hydrogen,  the  latter  being  added 
to  prevent  the  decomposition  of  acetylene,  and 
found  that  hydrocyanic  acid  was  formed.  He 
also  showed  that  the  reaction  is  reversible,  a 
mixture  of  hydrocyanic  acid  and  hydrogen, 
when  sparked,  yielding  acetylene  and  nitrogen. 
Since  Berthelot  had  already  discovered  that 
acetylene  is  formed  from  carbon  and  hydrogen 
at  the  temperature  of  the  electric  arc,  and  also 
that  hydrocarbons,  in  general,  yield  variable 
quantities  of  acetylene  at  high  temperatures,  it 
followed  that  hydrocyanic  acid  must  be  formed 
in  the  carbon  arc  in  an  atmosphere  of  hydrogen 
and  nitrogen,  and  also  when  sparks  are  passed 
through  mixtures  of  nitrogen  and  hydrocarbons. 

Hutton  and  Smith  (Eng.  Pat.  23835,  of  190G, 
and  Trans.  Amer.  Electrochem.  Soc.  13,  359, 
1908)  showed  that  the  temperature  of  the  arc  is 
not  necessary,  hydrocyanic  acid  being  formed 
when  a  carbon  rod  is  heated  in  a  mixture  of 
hydrogen  and  nitrogen  to  1700°;  and  H.  v. 
Wartenberg  (Zeitsch.  anorg.   Clicm.  52,  299, 
1907)  carried  out  quantitative  measurements 
with  the  following  results  (using  a  mixture  of 
equal  volumes  of  hydrogen  and  nitrogen)  : — 
P.c.  HC'N  in  tlie  gas 
Temperature      in  equilibrium 
1635°  1-95 
1752°  3-10 
1875°  4-70 

Wallis  (Annalen.  1900,  345.  353),  by  passing  the 
same  mixture  through  the  electric  arc  at  varying 
rates  obtained  a  maximum  of  33-5  p.c.  of  HON  in 
the  gas.  The  estimated  temperature  of  the  arc 
is  about  3250°. 

Several  modifications  of  this  synthesis  have 
been  investigated,  in  which  the  carbon  is  derived 
from  hydrocarbons  or  carbon  monoxide  and  the 
nitrogen  from  ammonia,  but  none  of  them  has 
attained  any  practical  importance. 

The  oxidation  of  orqanic  com.poniuls  by  nitric 
acid  often  yields  hydrocyanic  acid  in  greater  or 
smaller  amount,  and  it  has  been  proposed  to 
manufacture  hydrocyanic  acid  in  this  way. 
The  interesting  reaction  described  by  Hunting- 


don (Eng.  Pat.  14855,  1895)  may  be  mentioned 
here.  A  mixture  of  acetylene  and  nitric  oxide 
is  readily  exploded  by  a  spark,  yielding  very 
considerable  quantities  of  hydrocyanic  acid  in 
accordance  with  the  equation 

2NO  +  2aHo  =  2HCN+2('0  +  H2. 
AVhen  nrnmoniam  formate  is  distilled,  water 
is  first  given  off  together  with  a  little  ammonia 
and  formic  acid;  at  180°  formamide  begins  to 
distil  over,  and,  as  the  temperature  gradually 
rises  to  220°,  this  is  accompanied  by  increasing 
quantities  of  carbon  monoxide,  but  only  traces 
of  hydrocyanic  acid  arc  produced.  In  order  to 
obtain  a  good  yield  of  hydrocyanic  acid,  the 
vapour  must  be  heated  to  much  higher  tempera  ■ 
tures,  and  the  result  is  greatly  influenced  by 
the  nature  of  the  substance  with  which  it  is  in 
contact.  According  to  unpublished  experiments 
by  the  wTiter,  the  principal  changes  which  occur 
are  : — 

H-C00NH4  =  HC0-NH„  +  H.,0  (1) 
H-C00NHj  =  NH3+HC00H 

=  NH3+H20  +  CO  (2) 

hco-nh2=hc;n+h.,o 

H20  +  CO  =  CO.  +  H2. 
The  ammonia  and  hydrocyanic  acid  in  the  pro- 
duct usually  accounted  for  more  than  !t5  p.c.  of 
the  nitrogen  in  the  ammonium  formate  or 
formamide  used.  Under  similar  conditions,  the 
yield  of  hydrocyanic  acid  obtained  from  forma- 
mide is  much  greater  than  that  ol^tained  from 
ammonium  formate.  For  each  contact  sub- 
stance there  is  a  certain  temperature  at  which 
the  yield  is  a  maximum.  The  following  table 
contains  the  best  temperatures  and  correspond- 
ing yields  for  several  contact  substances  : — • 

Ammonium  formate 


Contract 
substance 


Porcelam 

chips 
Copper  gauze 
Iron  wire 
Charcoal 


Temperature 


700° 
just  below  500° 
just  below  500° 

420° 


Formamide 

.J°'S. 

3 

"S 

2  fig 

■-!^  ° 

H 

75 

800° 

78 

600° 

55 

400° 

With  finely  divided  nickel,  no  hydrocyanic 
acid  was  obtamed  in  any  circumstances ;  at 
273°,  92i-  p.c.  of  the  nitrogen  was  recovered  as 
ammonia,  but  much  less  at  higher  temperatures. 

Ammonia  and  carbon  monoxide  were  said  to 
yield  hydrocyanic  when  passed  over  heated 
spongy  platinum  (Kuhlmann,  Annalen,  38,  62, 
1841),  CO+NH3=HCN  +  H20,  and  this  ap- 
parently simple  reaction  has  attracted  several 
inventors.  A  careful  investigation  by  Jackson 
and  Laurie  (Chem.  Soc.  Trans.  1905,  87,  433)  has 
shown  that  a  dry  mixture  of  the  two  gases, 
when  sparked,  treated  by  the  silent  discharge 
or  heated  in  presence  of  platinum  (an  electrically 
heated  spiral  of  platinum  wire  gives  the  best 
result)  yields  ammonium  cyanate  thus : 

CO  +  2NH3-NH,CNO  +  H.„ 
and  Kuhlmann"s  reaction  does  not  take  place. 
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The  reverse  change,  HCN+H30  =  CO+NH3, 
however,  does  occur  very  readily,  even  at  200°, 
when  a  mixture  of  steam  and  hydrocyanic  acid 
is  passed  over  broken  brick  as  contact  material, 
and  at  600°  it  is  practically  quantitative.  With 
iron  oxide  as  contact  substance,  the  conversion 
into  ammonia  is  complete  at  285°,  and  with 
Weldon  mud  at  200°  (Carpenter  and  Linder,  J. 
Soc.  Chem.  Ind.  24,  63,  1905). 

Properties  of  hydrocyanic  acid. — A  colourless 
liquid  possessing  a  characteristic  smell  (or  rather 
taste),  which  produces  a  choking  sensation  in  the 
larynx.  It  is  one  of  the  most  poisonous  sub- 
stances known.  Dogs  are  killed  by  a  dose  of 
about  part  of  the  weight  of  their  blood  : 
the  fatal  dose  for  a  man  is  about  0-05  gram. 
The  poisonous  properties  of  the  cyanides  are 
probably  due  to  the  liberation  of  hydrocyanic 
acid  by  the  acids  of  the  stomach.  The  simplest 
and  most  effective  antidote  is  prepared  by 
mixing  solutions  of  ferrous  sulphate  and  sodium 
carbonate  (suitable  quantities  are  50  c.c.  each  of 
solutions  containing  150  grams  of  FeS04,7H20 
and  57  grams  of  Na^COa  per  litre).  Stimulants, 
such  as  ammonia,  are  also  helpful.  The  writer  has 
seen  a  dog,  which  had  swallowed  some  potassium 
cyanide,  and  was  already  partially  paralysed  in 
its  hind  quarters,  recover  in  a  few  seconds  when 
dosed  with  the  above  mixture  which  had  been 
made  up  hastily  from  ferrous  ammonium  sul- 
phate. Subcutaneous  injection  of  hydrogen 
peroxide,  which  converts  hydrocyanic  acid  into 
oxamide,  has  also  been  recommended. 

The  sp.gr.  of  the  liquid  acid  is  0-7058  at  7° 
and  0-6969  at  18°  (Gay-Lussac).  Freezing-point, 
—  15°  (Gay-Lussac),  —13-4°  (Tamman).  The 
freezing-point  is  raised  by  pressure;  it  is  —2-88° 
under  500  kUos.  per  sq.  cm. , and  -f  50- 1  °  under  4000 
kilos,  per  sq.  cm.  pressure.  The  boiling-point 
under  atmospheric  pressure  is  26-5°,  and  the 
vapour  pressure  is  i  atmo.  at  4-5°  (Gay-Lussac). 
The  heat  of  evaporation  is  exceptionally  large, 
210-7  cals.  per  gram.  The  acid  is  miscible  with 
water,  ether,  and  alcohol  in  all  proportions,  almost 
insoluble  in  light  petroleum.  It  is  one  of  the 
weakest  acids ;  its  dissociation  constant  at  18°, 
1-3x10  ■',  is  44  times  smaller  than  that  of 
sulphuretted  hydrogen,  and  230  times  smaller 
than  that  of  carbonic  acid  (Walker  and  Cormack, 
Chem.  Soc.  Trans.  77,  16,  1900).  In  a  0-lA^- 
solution,  only  0-011  p.c.  of  the  acid  is  dissociated 
into  its  ions,  consequently  it  does  not  behave  as 
an  acid  to  indicators,  and  its  salts  are  more  or 
less  completely  decomposed  by  water;  thus  for 
example,  KCN+H^O^KOH+HCN.  InO-liV- 
solutions  of  the  sodium  or  potassium  salts, 
1 -I  p.c.  is  dissociated  in  this  way;  in  iV^-solutions, 
only  0-3  p.c.  at  24-2°  (Shields,  Zeitsch.  physikal. 
Chem.  12,  167,  1893).  This  is  of  importance 
when  it  is  required  to  concentrate  an  aqueous 
solution  of  a  cyanide  ;  the  free  hydrocyanic  acid 
escapes  until  sufficient  excess  of  the  base  has 
accumulated  to  reduce  the  hydrolysis  to  negli- 
gible proportions.  In  the  case  of  weaker  bases, 
the  result  is  a  considerable  loss  of  hydrocyanic 
acid;  with  calcium  cyanide,  for  example,  the 
quantity  of  lime  formed  is  greater  than  can  be 
retained  in  solution,  consequently  equilibrium 
is  never  attained,  and  when  such  a  solution  is 
evaporated,  the  whole  of  the  hydrocyanic  acid 
escapes,  leaving  a  residue  of  pure  lime. 

All  the  soluble  cyanides  ate  dissociated  , 


olectrolytically  in  aqueous  solution,  except  the 
mercury  salt,  which,  as  already  mentioned, 
exists  almost  wholly  in  the  form  of  undissociated 
molecules.  Cyanogen  ion  has  a  great  tendency 
to  form  complex  anions  by  uniting  with  neutral 
molecules,  the  most  important  of  these  are 
Ag(CN)2',  Au(CN)„',  re(CN)8"'  and  Fe(CN;e"". 

Cyanogen  (Ger.  Cyan)  GJH^  was  dis- 
covered by  Gay-Lussac.  It  is  prepared  by 
heating  perfectly  dry  mercuric  cyanide  at  a  dull 
red  heat,  Hg(CN)2=Hg-f  CaN^.  A  part  of  the 
cyanogen  is  always  polymerised  to  dark-brown, 
non-volatile  paracyanogen.  Cyanogen  itself  is 
a  gas  which  burns  with  a  peach-blossom-coloured 
flame.  Liquid  cyanogen  boils  at  —20-7°  under 
atmospheric  pressure  and  freezes  at  -34-4°. 
Its  heat  of  formation  from  graphite  and  nitrogen 
is — 70,000  cals.  per  molecule.  Water  dissolves 
4-95  times  its  volume  of  the  gas  at  0°.  At  18° 
the  dissolved  cyanogen  is  hydrolysed  to  hydro- 
cyanic and  cyanic  acids,  the  latter  yielding 
ammonia  and  carbon  dioxide  so  that  no  definite 
solubility  is  observed  (Naumann,  Zeitsch.  Elek- 
trochem.  16,  772, 1910).  After  some  time  the  solu- 
tion deposits  dark  brown  azulmic  acid  and  con- 
tains also  oxalic  acid  and  urea.  Cyanogen  dissolves 
in  caustic  alkalis,  yielding  cyanide  and  cyanate  : 
2K0H  +  C2N2  =  KCNO  +  KCN  -j-  H^O.  SUver 
nitrate  solution  has  no  action  on  it ;  by  means 
of  these  two  reactions,  it  may  be  separated  from 
hydrocyanic  acid  and  estimated  quantitatively 
in  mixtures  of  the  two  gases  (Wallis,  Annalen, 
345,  353,  1906).    Cyanogen  is  very  poisonous. 

A  knowledge  of  the  exact  conditions  under 
which  cyanogen  can  be  formed  from  its  elements 
is  of  interest  in  the  theory  of  several  technical 
processes  for  the  manufacture  of  cyanides. 

Wallis  (Annalen,  345,  353,  1906)  has  shown 
that  the  electric  arc  burning  between  electrodes 
of  very  pure  carbon  in  an  atmosphere  of  nitrogen, 
produces  no  cyanogen  at  all.  H.  v.  Warten- 
berg  (Zeitsch.  anorg.  Chem.  52,  299,  1907) 
pointed  out,  however,  that  a  very  intense  cyano- 
gen spectrum  is  seen,  and  that  carbon  is  de- 
posited at  some  distance  from  the  arc.  Nernst's 
theorem  indicates  that  very  considerable 
quantities  of  cyanogen  should  exist  in  equili- 
brium with  carbon  and  nitrogen  at  the  tempera- 
ture of  the  arc  : 

Per  cent.  CjNj  in  the  gas 
Temperature   calculated  from  Nernst's  theorem 
2000°  0-01 
2500°  0-9 
3000°  17-0 
3250°  45-0 

The  probable  explanation  is  that  cyanogen  is 
essentially  unstable  at  low  temperatures;  that 
it  can  exist  at  aU  is  due  to  an  excessively  slow 
rate  of  decomposition.  Berthelot  (Force  des 
Matieres  Explosives,  Paris,  1883,  113)  has 
shown  that  it  can  be  detonated  by  mercury 
fulminate,  and,  when  heated,  its  rate  of  de- 
composition becomes  measurable  at  1200°. 
V.  Wartenberg  supposes,  therefore,  that  cyano- 
gen is  really  formed  at  the  high  temperature,  but 
that  it  decomposes  again  completely  before  it 
can  cool  to  temperatures  at  which  it  can  con- 
tinue to  exist.  It  is  obvious  from  the  figures 
given  above  that  the  direct  union  of  carbon  and 
nitrogen  to  cyanogen  can  play  no  part  in  the 
formation  of  cyanides  in  processes  which  are 
carried  out  at  ordinary  furnace  temperatures. 
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Potassium  and  sodium  cyanides.  The  methods 
of  manufacture  of  these  salts  are  most  con- 
veniently described  together,  since  most  of  the 
processes  usefl  may  equally  well  be  applied  in 
making  either  salt.  The  most  important  tech- 
nical processes  have  already  been  mentioned 
in  the  introduction  to  this  article. 

Manufacture  from  yellow  prussiate. — Potas- 
sium cyanide  was  first  prepared  by  Berzelius's 
method,  which  consists  in  heating  dry  potassium 
ferrocyanide  to  redness,  when  it  decomposes 
thus:  K4Fe(CN)„=4KCN+Fe+2C+N„.  The 
loss  of  cyanogen,  which  occurs  in  this  way,  is 
partly  avoided  by  fusing  the  ferrocyanide  with 
potassium  carbonate,  as  first  described  by 
P.  and  E.  Rodgers  (Phil.  Mag.  1834,  [3]  4,  91). 
Liebig  showed  that  the  product  contains  cyanate, 
formed  thus  : 

KiFe(CN),  +  K2C03=5KCN+KCNO  +  Fe+C02 
The  fused  salt  is  allowed  to  stand  until  the  iron 
and  carbon  have  settled  out,  and  is  then  poured 
off  into  moulds.  The  comparatively  small 
quantities  of  cyanide,  which  were  Tised  in  electro- 
plating and  for  other  purposes  up  to  about  1890, 
were  made  by  this  jsrocess.  The  product  was 
sold  in  white,  porcelain-like  cakes,  containing 
from  30  to  70  p.c.  of  KCN. 

In  1870,  E.  Erlenmeyer  (Per.  1870,  9,  1840) 
pointed  out  that  a  very  pure  product,  containing 
on  the  average  40  p.c.  of  CN  (equivalent  to 
100  p.c.  KCN),  was  obtained  by  fusing  dry 
prussiate  with  metallic  sodium  in  the  propor- 
tions required  by  the  equation 

K,Pe(CN),  +  2Na  =  4KCN+ 2NaCNH-  Fe. 
This  process  was  taken  up  first  by  the  Deutsche 
Gold  and  Silber  Scheide-Anstalt  (F.  Roessler, 
V.  Inter.  Kongress  fiir  Angewandte  Chemie, 
Berlin,  1903,  1,  638)  in  Frankfort-on-Maine,  in 
1890  ;  they  obtained  a  practically  quantitative 
yield  by  filtering  off  the  spongy  iron  from  the 
fused  cyanide  and  pressing  the  iron  while  red 
hot.  The  cyanide  so  obtained  is  cast  in  cakes 
and  forms  a  pure  white  crystalline  mass.  Since 
about  1905,  sodium  ferrocyanide  has  been  used 
in  this  process  in  place  of  the  potassium  salt,  and 
the  product  now  made  is  almost  pure  sodium 
cyanide.  The  excess  of  the  gas  works  cyanogen 
over  that  required  in  the  colour  industries  is 
converted  into  sodium  cyanide  in  this  Avay. 

The  processes  of  Siepermann,  and  Beilhy  were 
the  first  synthetic  processes  to  produce  cyanide 
in  large  quantities  ;  they  are  most  conveniently 
considered  together  because,  although  they  diflfer 
widely  in  the  methods  adopted  in  carrying  them 
out,  they  are  both  based  on  the  same  chemical 
reaction  which,  curiously  enough,  was  also  used 
by  Scheele  in  the  first  synthesis  of  a  cyanide 
which  was  ever  made. 

In  Siepermann's  process  (D.  R.  P.  38012, 
March  10,  1886  ;  Eng.  Pat.  13697  of  1889  ;  9350 
and  9351  of  1900)  a  dry  mixture  of  about  2  parts 
of  charcoal  and  1  part  of  potassium  carbonate — 
that  is,  a  sufficient  excess  of  charcoal  to  keep 
the  mixture  in  the  form  of  a  dry  unfused  mass 
throughout  the  process — is  heated  in  the  upper 
part  of  a  vertical  iron  tube  to  a  dark-red  heat 
and  treated  with  dry  ammonia  gas,  which  is 
taken  up,  forming  potassium  cyanate.  The 
product  is  then  allowed  to  fall  into  the  lower 
end  of  the  tube,  which  is  heated  to  bright  red- 
ness. At  the  higher  temperature  the  cyanate 
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I  is  converted  into  cyanide,  the  carbon  monoxide 
]  evolved  escaping  through  the  upper  part  of 
the  tube  along  with  the  hydrogen  formed 
from  the  ammonia,  without  taking  any  part 
in  the  reaction.  I'he  finished  material  is 
drawn  off  into  air-tight  receptacles  where  it  is 
allowed  to  cool  completely,  after  which  it 
is  systematically  lixiviated  with  water.  Potas- 
sium cyanide  may  be  precipitated  from  the 
solution  obtained  (sp).gr.  about  1-4)  by  adding 
excess  of  potassium  carbonate,  but  according  to 
the  later  patents  it  is  preferable  to  evaporate  it 
almost  to  dryness  and  extract  the  unchanged 
potassium  carbonate  with  small  quantities  of 
water  at  66°.  The  residiie  of  potassium  cyanide 
and  cyanate  is  then  treated  with  water  between 
—  18°  and  +5°,  which  dissolves  the  cyanide  and 
any  residue  of  carbonate,  leaving  almost  pure 
potassium  cyanate.  The  product  of  this  process 
was  first  put  on  the  market  in  1892  (G.  Beilby, 
V.  Int.  Kongress  angew.  Chem.  Berlin,  1903,  1, 
630),  but  as  the  substance  was  in  the  form  of  a 
damp  deliquescent  mass,  it  could  not  be  exported 
for  use  at  the  mines  by  itself  but  had  to  be  fused 
with  the  product  of  the  ferrocyanide  process. 

In  the  Beilby  process  (Eng.  Pat.  4820,  of  1891), 
which  began  to  produce  in  the  same  year,  the 
quantity  of  charcoal  used  is  very  much  smaller, 
very  little  more  being  employed  than  is  neces- 
sary to  convert  the  potassium  carbonate  into 
cyanide  thus  : 

K2C03+4C+2NH3  =  2KCN  +  3CO  +  .3H2. 
The  charcoal  is  added  gradually  during  the 
progress  of  the  operation,  so  that  the  material  is 
always  in  the  form  of  a  fused  liquid  through 
which  the  ammonia  gas  is  forced  under  some 
pressure.  This  is  continued  until  a  sample 
shows  the  conversion  to  be  sufficiently  complete  ; 
it  is  then  only  necessary  to  separate  the  small 
excess  of  charcoal  by  filtration  in  order  to  have 
a  pure  white  saleable  product.  Since  the  melt- 
ing-point of  pure  potassium  carbonate  (890°)  is 
inconveniently  high,  previously  made  cyanide 
was  mixed  with  it  in  starting  the  process,  or  the 
more  readily  fusible  mixture  of  sodium  and 
potassium  carbonates  was  used,  .so  that  the 
cyanide  made  by  the  process  was  very  simdar  in 
composition  to  that  produced  by  the  Erlenmeyer 
process  from  potassium  ferrocyanide. 

It  is  difficult  to  obtain  a  satisfactory  yield  on 
the  ammonia  in  these  processes,  owing  to  the 
rapidity  with  which  it  decomposes  into  its 
elements  at  temperatures  above  500°  and  in 
contact  with  metals,  especially  iron  (Ramsay 
and  Young,  Chem.  Soc.  Trans.  i884,  88  ;  Beilby 
and  Henderson,  ihid.  1901,  1245).  For  this 
reason  it  is  necessary  to  work  at  the  lowest 
possible  temperature.  Siepermann,  for  example, 
obtained  a  yield  of  86  p.c.  on  the  ammonia  when 
it  was  absorbed  at  a  dark-red  heat,  but  only 
58  p.c.  at  a  bright  cherry-red  heat.  Readman 
(J.  Soc.  Chem.  Ind.  8,  757,  1889)  showed  that 
almost  theoretical  efficiencies  can  be  obtained 
at  the  low  temperatures  attainable  in  an  ordinary 
organic  combustion  furnace ;  whilst  Conroy 
{ihid.  15,  12,  1896),  working  at  very  high  tem- 
peratures(1000°-1200°), could  not  get  more  than 
30  to  33  p.c.  of  the  ammonia  in  the  form  of 
cyanide. 

The  chemistry  of  the  reaction  has  been 
investigated  by  J.  Pfleger  fF.  Roessler,  V.  Int. 
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Kongress  angew.  Chem.  Berlin,  1903,  1,  638). 
Ammonia  and  potassium  carbonate  react,  yield- 
ing potassium  cyanate  and  hydroxide,  a  car- 
bamate being  most  probably  formed  as  an 
intermediate  product ; 

CO(OK)2-fNH3=CO<^Q^-+KOH 

CO<^Qf  ^^KCNO  +  HaO. 

When  pure  potassium  cyanate  is  heated  at 
800°-900°,  it  decomposes,  cyanide  and  carbonate 
being  formed  and  nitrogen,  carbon  dioxide,  and 
carbon  monoxide  evolved.  The  mechanism  of 
this  change  is  probably  as  follows  ;  Drechsel  has 
observed  that  the  cyanates  of  the  alkaline  earth 
metals  decompose,  when  heated,  into  carbon 
dioxide  and  the  corresponding  cyanamide  salts. 
Assuming  that  the  alkali  cyanates  behave 
similarly,  the  first  change  will  be 

2KCNO=K,CN2-fC02. 
Potassium   cyanamide,    however,  decomposes 
completely  at  lower  temperatures  than  800° 
into  cyanide,  potassium,  and  nitrogen  ; 

K2CN2=KCN+K-fN. 
The  carbonate  and  carbon  monoxide  observed 
are  thus  due  to  the  reaction  between  the  metallic 
potassium  and  carbon  dioxide  which  are  formed 
simultaneously.    In   presence   of   charcoal  in 
excess,  the  greater  part  of  the  cyanamide  follows 
Drechsel's  reaction  (J.  pr.  Chem.  1880  [2]  21,  77), 
K2CN2+C=2KCN  instead  of  decomposing;  so 
that  the  apparent  reduction  of   cyanate  by 
carbon  probably  takes  place  in  the  two  stages ; 
2KCNO=K2CN2-fCO, 
and  K2CN2-fC=2KCN 
C0„+C=2C0. 

The  reactions  occurring  in  the  Beilby  process 
are  the  same,  except  that,  the  whole  process 
being  carried  on  at  the  higher  temperature,  the 
formation  of  cyanate  and  its  conversion  into 
cyanide  take  place  simultaneously  instead  of 
being  more  or  less  sharply  separated  as  they  are 
in  Siepermann's  process. 

In  the  Siepermann  process,  it  is  easier  to 
use  the  ammonia  efficiently,  owing  to  the  lower 
temperature  employed,  but  this  is  counter- 
balanced by  the  greater  difficulty  of  worlving  up 
the  product  into  a  marketable  form. 

The  Ca.stner  process. — In  1894  H.  Y.  Castner 
(Eng.  Pat.  12219,  of  1894)  patented  a  process  in 
which  sodium  was  fed  in  at  the  upper  end  of  a 
column  of  red-hot  charcoal  through  which  a 
current  of  dry  ammonia  gas  was  passed  from 
below,  the  reaction  being  expressed  by  the 
simple  equation : 

2Na+2C-l-2NH3=2NaCN+3H„. 
In  a  second  patent  (H.  Y.  Castner,  Eng.  Pat. 
21732,  1894)  it  is  shown  that  better  results  are 
obtained  by  first  allowing  the  sodium  and  am- 
monia to  react  at  a  low  temperature  (300°  to 
400°),  forming  sodium  amide  NaNHj,  and  then 
running  the  amide  on  to  an  excess  of  red-hot 
charcoal  with  which  it  reacts  thus : 
NaNH2+C=NaCN+H2. 
Working    in  this  way,  it  happened  on  one 
occasion  that  an  excess  of  amide  was  acci- 
dentally run  into  the  vessel  containing  the 
charcoal,  and  a  product  of  unusual  appearance 
was  obtained,  in  which  the  writer  found  a  large 
quantity  of  sodium  cyanamide.    The  reaction, 


therefore,  takes  place  in  three  stages,  in  which 
the  nitrogen  enters  successively  into  more  and 
more  stable  combinations.  First  sodium  amide 
is  produced,  a  compound  which  begins  to  de- 
compose rapidly  into  its  elements  at  500° 
(Titherley,  Chem.  Soc.  Trans.  1894,  504)  ;  this 
reacts  either  with  carbon 

2NaNH2+C=Na2CN2+2H2, 
or,  as  Pfleger  found,  with  sodium  cyanide 

NaNH2+NaCN=Na2CN2+H2, 
forming  sodium  cyanamide,  a  compound  which 
only  decomposes  slowly  at  000°,  and  finally  this 
takes  up  carbon,  forming  sodium  cyanide  which 
is  quite  stable  at  any  temperature  attained  in 
the  process. 

Like  the  Beilby  process,  this  process  yields  a 
fused  product  containing  very  small  quantities 
of  solid  impurities  which  are  easily  removed  by 
filtration.  After  being  cast  in  iron  moulds,  the 
cyanide  is  obtained  in  the  form  of  pure  white 
cakes  with  crystalline  fracture,  containing  97^ 
to  98  p.c.  of  NaCN  (equivalent  to  129-130  p.c. 
of  KCN). 

'  ScJilempe '  process. — The  juice  of  the 
sugar  beet  contains  both  inorganic  and  organic 
substances  other  than  sugar,  and  these  sub- 
stances accumulate  in  the  molasses.  In  Ger- 
many, rather  more  than  half  of  the  molasses 
made  are  treated  with  strontia,  which  combines 
with  the  sugar  to  an  insoluble  sucrate ;  the 
residue  left  after  removing  this,  the  concentrated 
essence  of  the  impurities  of  the  original  juice,  is 
known  as  '  schlempe.'  After  concentration  to 
sp.gr.  1-4,  it  contains  75  p.c.  of  dry  substances, 
30  p.c.  of  which  are  inorganic  (mainly  potassium) 
salts  and  the  remainder  organic  substances. 
The  '  schlempe  '  contains  about  4  p.c.  of  nitro- 
gen in  the  form  of  betai'ne 

(OH-N(CH3)3-CH2COOH) 
and  decomposition  products  of  the  vegetable 
proteins.  Of  the  molasses  not  treated  by  the 
strontia  process,  a  large  part  is  consumed  as 
cattle  food  and  a  small  part  fermented  to 
alcohol. 

The  first  attempt  to  utilise  the  nitrogen  of 
'  schlempe'  was  made  by  Vincent  in  1877-1880. 
He  distilled  the  '  schlempe '  in  horizontal  iron 
retorts  at  a  red  heat,  ammonia,  a  mixture  of 
methylamines,  methyl  alcohol,  and  combustible 
gases  were  evolved,  and  potassium  carbonate 
mixed  with  some  carbon  remained  behind  (H. 
Ost,  Zeitsch.  angew.  Chem.  19,  609,  1906).  In 
1879  OrtHeb  and  Miiller  devised  a  process  for 
converting  Vincent's  methylamines  into  hydro- 
cyanic acid,  which  was  worked  by  the  Socic'tc 
Anonyme  de  Croix  (Eng.  Pat.  3844,  of  1879).  The 
vapour  of  the  methylamines  was  passed  through 
a  red  -  hot  retort,  yielding  ammonia,  hydro- 
cyanic acid,  methane  and  hydrogen.  The  am- 
monia was  absorbed  by  sulphuric  acid,  and  the 
hydrocyanic  acid  ))y  a  suspension  of  ferrous 
hydroxide  in  caustic  potash.  The  manufacture 
of  the  methylamines  was  abandoned  in  1881  for 
want  of  a  market,  and  with  it  the  production  of 
cyanides. 

The  problem  was  again  attacked  by  Bueb 
(Reichardt  and  Bueb,  Eng.  Pat.  7171,  of  1895; 
Bueb,  Eng.  Pat.  26259,  of  1898).  Instead  of 
separating  the  products  of  distillation  of  the 
'  schlempe,'  he  passed  them  directlj',  after  con- 
densing some  tar,  into  a  series  of  firebrick 
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channels  which  were  heated  to  bright  redness. 
The  ammonia  and  hydrocyanic  acid  were 
absorbed  together  in  a  solution  of  ferrous  sul- 
phate, and  the  product  worked  up  in  the  way 
described  on  p.  185.  The  narrow  flues  were 
soon  stopped  up  by  dejjosits  of  carbon,  so  that 
they  were  rejjlaced  by  chambers  filled  with  fire- 
brick checker-work,  which  is  heated  up  to  1000° 
by  firing  directly  with  producer  gas ;  during 
this  process,  the  deposit  of  carbon  is  burned. 
Two  such  chambers  are  used  alternately,  the  one 
being  heated  up  whilst  the  gases  from  the  retorts 
are  passing  through  the  other.  The  gases 
leaving  the  decomposing  chambers  contain 
7  p.c.  HCN;  7  p.c.  NH3  ;  8  p.c.  (mainly)  CH., ; 
12  p.c.  H.  ,•  18  p.c.  CO  ;  21  p.c.  COj,  and  24  p.c. 
No.  In  j)^ssing  through  the  decomposing 
chamber,  the  methylamines  disappear  and 
hydrocyanic  acid  is  formed,  the  ammonia  under- 
going but  little  change.  The  ammonia  is  now 
removed  from  the  gas  by  absorption  in  sulphuric 
acid,  and  the  hydrocyanic  acid  absorbed  in 
caustic  soda,  but  the  exact  method  employed  to 
separate  it  from  the  large  quantity  of  carbon 
dioxide  which  accompanies  it  has  never  been 
published.  The  solution  of  sodium  cyanide  is 
evaporated  to  crystallisation,  the  crystals  dried, 
and  briquetted  by  compressing  them  into  blocks 
which  are  dried  at  70*^  in  vacuo  (Eng.  Pat. 
18090,  of  1907),  and  then  contain  sodium  cyanide 
equivalent  tu  120  p.c.  of  K(.'N. 

Of  the  nitrogen  in  the  '  schlempe,'  about  one- 
half  is  converted  into  nitrogen  gas  and  so  lost ; 
a  quarter  is  obtained  as  sodium  cyanide  ancl 
the  remainder  as  ammonium  sulphate. 

The  decomposition  of  di-  and  tri-methyl- 
amine,  when  passed  through  a  heated  porcelain 
tube  filled  with  fragments  of  porcelain,  fire- 
brick, or  charcoal,  has  been  studied  by  Voer- 
kelius  (Dissertation,  Hannover,  1909).  At 
temperatures  lying  iDetween  800°  and  1000°, 
as  much  as  98  p.c.  of  the  trimethylamine 
decomposes  into  hydrocyanic  acid  and  methane 
N(CH3)3=HCN-|-2CH4,  the  remaining  2  p.c. 
yielding  ammonia  N(CH3)3+3H2=NH3+3CH4. 
This  result  was  obtained  when  the  gaseous  con- 
tents of  the  tube  were  changed  once  in  7| 
seconds ;  with  a  slower  current  of  gas  and  also 
with  a  contact  material  of  large  surface  (fireclay 
or  charcoal)  or  with  iron,  a  part  of  the  hydro- 
cyanic acid  is  decomposed  into  its  elements.  The 
rate  of  decomposition  at  1000°,  however,  is 
small.  At  720°  the  yield  of  hydrocyanic  acid 
was  only  78  p.c,  and  at  600°  none  was  produced. 

The  formation  of  hydrocyanic  acid  from 
dimethylamime  also  begins  between  600°  and 
700°,  from  800°  to  1100°  the  change  takes  place 
quantitatively  in  accordance  with  the  equation 
NH(CH3)2  =  HCN+CHj+H2.  If  hydrogen  is 
present,  however,  a  second  change  occurs, 
NH(CH3),+2H2=NH3+2CH4.  Using  equal 
volumes  of  hydrogen  and  dimethylamine,  this 
reaction  is  of  no  imf)ortance,  but  as  tlie  hydrogeii 
present  increases  more  and  more  of  the  di- 
methylamine is  converted  into  ammonia  until, 
with  a  mixture  of  97  parts  of  hydrogen  to  3  parts 
of  dimethylamine,  ammonia  is  the  sole  product. 

The  behaviour  of  monomethylamine  is 
probably  analogous  to  that  of  dimethylamine. 
Wurtz  found  that  considerable  quantities  of 
ammonia  are  formed  l)y  its  decomposition. 

In  practice,  therefore,  the  losses  of  hydro- 


cyanic acid  and  ammonia  by  decomposition  will 
depend  on  the  rate  of  passage  of  the  gases  and 
on  the  nature  of  the  contact  material — the 
deposit  of  carbon  on  the  porous  bricks  diminisii- 
ing  the  decomposition  of  hydrocyanic  acitl. 

Cyanides  direct  from  sulphocyanides.  Several 
processes  for  the  dii-ect  conversion  of  sulpho- 
cyanides into  cyanides,  without  passing  through 
ferrocyanide,  have  been  carried  out  on  a  manu- 
facturing scale,  although  they  have  not  been 
able  to  take  a  leading  place  in  the  production  of 
cyanide. 

The  earliest  of  these  was  D.  J.  Playfair's 
process  (Eng.  Pat.  7764  of  1890).  Playfair  found 
that  certain  metals,  lead  and  zinc  especially, 
when  fused  with  jjotassium  sulphocyanide, 
abstract  the  sulphur,  leaving  potassium  cyanide, 
which  may  be  separated  from  the  metallic 
sulphide  by  extraction  with  water.  The  fusion 
is  carried  out  at  400°,  and  70-80  p.c.  of 
the  sulphocyanide  is  converted  into  cyanide 
(D.  J.  Playfair,  J.  Soc.  Ghem.  Ind.  11,  14,  1892  ; 
Conroy,  ibid.  15,  8,  1896).  The  reaction  is 
slower  with  lead,  owing  to  the  small  surface 
offered  by  the  fused  metal,  whilst  with  zmc  the 
product  is  apt  to  be  contammated  by  the  double 
cyanide  of  zinc  and  potassium.  The  process 
was  worked  about  1894  by  the  British  Cyanides 
Co.  at  Oldbury  (Brussels  Exhib.  1910,  Catalogue 
of  British  Chem.  Section,  p.  63). 

Raschen's  process  (Eng.  Pats.  10476,  10956 
and  21678  of  1895;  19767  of  1898;  12180  of  1900) 
is  based  on  the  oxidation  of  sulphocyanic  acid 
to  hydrocyanic  and  sulphuric  acids  which  was 
first  observed  by  E.  A.  Hadow(Annalen,  1858,  108, 
380).  Hadow  found  that  permanganate,  leacl 
peroxide,  manganese  dioxide,  and  nitric  acid 
bring  about  the  same  reaction.  Raschen  found 
that  it  takes  place  quantitatively  in  acid  solu- 
tions only  when  an  excess  of  the  oxidising  agent 
is  present.  If  the  oxidising  agent  is  added  to  the 
sulphocyanide,  solid  yellow  compounds  are  pro- 
duced of  variable  composition,  one  of  which, 
'  canarin '  (q.v.),  has  been  used  as  a  yellow  dye. 

The  Raschen  process  (J.  T.  Conroy,  J.  Soc. 
Chem.  Ind.  1899,  18,  432)  was  carried  out  by 
allowing  a  solution  containing  about  15  p.c.  of 
sodium  sulphocyanide  to  flow  into  dilute  nitric 
acid  kept  at  the  boiling-point  by  means  of  live 
steam.    The  reaction  : 

NaCNS +2HN03=HCN+NaHS04+2NO 
took  place.  From  3  to  5  p.c.  of  the  nitric  acid 
was  less  completely  reduced,  N^O^  being  formed, 
so  that  the  gases  leaving  the  decomposer  were 
first  scrubbed  with  a  little  water.  The  resulting 
solution  of  nitric,  nitrous,  and  hydrocyanic  acids 
was  returned  to  the  decomposer.  '  The  gas. 
wliich  now  contained  about  1  volume  of 
hydrocyanic  acid  to  2  volumes  of  nitric 
oxide,  was  passed  through  a  solution  of 
caustic  soda  (sp.gr.  1-37),  which  absorbed  the 
hydrocyanic  acid,  It  was  found  necessary  to 
avoid  saturating  this  solution  completely  "with 
hydrocyanic  acid  because  of  the  brown  de- 
composition products  which  are  formed  from  the 
free  acid  in  presence  of  a  cyanide.  The  nitric 
oxide  was  then  mixed  with  air  and  passed  up- 
wards through  towers  packed  with  flints  down 
which  water  trickled  ;  in  this  way  it  was  re- 
converted into  nitric  acid  (sp.gr.  112)  ^^■llieh  was 
returned  to  the  decomposerr   The  solution  of 
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sodium  cyanide  was  evaporated  to  dryness  in 
vacuum  pans  without  appreciable  loss. 

The  reduction  of  /sulphocyonidef!  hy  hydrogen 
was  studied  by  Playfair  (J.  Soo.  Cheni.  Ind.  11, 
14,  1892).  He  found  that  hydrogen  acts  on 
potassium  sulphocyanide  at  a  dull-red  heat, 
forming  potassium  cyanide  and  sulphide  and 
sulphuretted  hydrogen. 

Conroy,  Heslop,  and  Shores  (J.  Soc.  Chem. 
Ind.  1901,  20,  320)  showed  that  the  reaction 
takes  place  slowly  at  500°,  and  fairly  fast  at 
600°.  Their  results  indicate  that  two  reactions 
occur  simultaneously  : 

KSCN+H2=KCN+H2S 

and 

2KSCN+2H2=K2S+2HCN+H2S. 
A  little  ammonia  is  also  evolved,  probably  owing 
to  the  difficulty  of  drying  the  sulphocyanide 
completely.  About  70  p.c.  of  the  nitrogen  is 
obtained  in  the  form  of  cyanide  and  20  p.c.  as 
hydrocyanic  acid.  With  barium  and  cuprous 
sulphocyanides,  the  reaction  is  similar  to  that 
represented  by  the  second  of  the  above  equations, 
the  principal  nitrogenous  product  being  hydro- 
cyanic acid.  With  the  cuprous  salt,  the  reaction 
begins  below  300°. 

Rossiter,  Crowther,  and  Albright  (Eng.  Pat. 
4403  and  6226,  of  1901)  have  patented  a  process 
based  on  the  behaviour  of  the  cuprous  salt.  It 
is  mixed  with  finely  divided  copper  and  heated 
at  temperatures  rising  from  150°  to  660°  in  a 
current  of  hydrogen.  Hydrocyanic  acid  is 
evolved  and  cuprous  sulphide  remains  behind. 

Production  of  cyanides  from  atmospheric 
nitrogen.  In  every  process  at  present  used  for 
the  manufacture  of  cyanides,  the  nitrogen  is 
derived  from  coal  more  or  less  directly.  The 
production  of  cyanides  from  atmospheric  nitro- 
gen is  a  problem  on  which  both  money  and 
chemical  and  engineering  skni  have  been 
lavished  without  leading  to  any  financially 
successful  solution.  An  account  of  the  cyanide 
industry  would  be  incomplete  without  some 
description  of  these  very  interesting  and  in- 
structive experiments. 

The  rmatioi  of  potassium  cyanide  by  the 
action  of  nitrogen  on  carbon  and  potassium 
carbonate,  was  observed  by  Desfosses  (Ann. 
Chim.  Phys.  1828,  38,  158),'  but  the  quantities 
formed  cither  in  laboratory  experiments  or  in 
the  blast  furnace  were  so  small  compared  with 
the  quantities  of  materials  used,  that  even  as 
late  as  1842  the  source  of  the  nitrogen  in  the 
cyanide  was  doubtful,  some  chemists  holding 
that  it  was  derived  from  the  coal  or  charcoal 
emploj^ed.  The  first  industrial  application  of  the 
reaction  was  made  by  Possoz  and  Boissiere  (Eng. 
Pat.  9985,  of  1843).  Their  process  was  worked 
by  the  inventors  at  Grenelle  in  France,  in  1843, 
and  from  1844  to  1847  at  the  works  of  Bram- 
well  &  Co.  in  Newcastle-on-Tyne.  An  account 
of  these  very  interesting  experiments  was  given 
by  F.  R.  Hughes  (Graham,  Reports  of  Juries, 
Exhib.  of  1851,  1,  95),  who  was  concerned  in 
carrying  them  out. 

Wood  charcoal  was  soaked  in  a  solution  of 
ordinary  potash  and  dried  ;  this  yielded  a 
mixture  containing  about  20  p.c.  of  KjO.  This 
was  at  first  heated  in  vertical  fireclay  retorts 
of  small  diameter,  which  were  fired  externally. 
Owing  to  the  bad  conductivity  of  the  retort  and 
of  the  charcoal,  the  heat  penetrated  the  mass 


very  slowly,  and  the  output  of  a  tube  was  very 
small.  After  a  number  of  alterations,  retorts 
were  adopted  which  were  built  of  ordinary  fire- 
bricks :  they  were  2  feet  in  internal  diameter, 
and  were  heated  to  a  temijerature  sufficient  to 
produce  cyanide  for  a  length  of  6, to  8  feet.  In 
an  upper  prolongation,  the  wet  charcoal  was 
dried  and  preheated,  and  in  a  lower,  unheated 
extension,  made  of  cast  iron,  the  product  was 
cooled  down  and  then  discharged,  by  means  of 
an  arrangement  which  permitted  a  jjeriodieal 
withdrawal  of  a  part  of  the  charge,  into  a  solu- 
tion of  a  ferrous  salt,  into  which  the  lower  end 
of  the  cast-iron  tube  dipped.  A  ring  of  small 
slots  was  left  in  the  brick  retort  at  every  thii'd 
or  fourth  course  of  bricks,  through  which  the  hot 
mixture  of  nitrogen  and  carbon  dioxide  in  the 
furnace  was  drawn  into  the  retort.  In  this  way 
the  difficulty  of  heating  the  mass  to  its  centre 
was  overcome.  The  highest  temperature  in  the 
furnace  was  sufficient  to  soften  a  Stourbridge 
fireclay  brick  throughout  its  substance.  The 
hot  gases  passed  upwards  through  the  retort, 
drying  and  preheating  the  fresh  charge  in  its 
upper  part.  As  much  as  one-half  of  the  alkali 
in  the  cyanised  charcoal  produced  was  found  to 
be  in  the  form  of  cyanide,  and  7  or  8  retorts  of 
the  dimensions  given  yielded  36  to  40  cwts.  of 
prussiate  of  potash  per  week,  under  favourable 
circumstances.  About  one-half  of  the  charcoal 
used  was  consumed,  and  three  parts  of  potash 
were  used  for  one  part  of  prussiate  made.  About 
one-third  of  the  potash  was  accounted  for  by  the 
prussiate ;  one-third  remained  in  the  refuse 
charcoal,  which  could  not  be  profitably  lixiviated ; 
and  the  remainder  combined  with  the  bricks  of 
the  retort  or  volatilised  up  the  chimney.  The 
financial  failure  of  the  process  was  due  to  the 
losses  of  potash  and  to  the  short  life  of  the 
retorts. 

Hughes  suggested  that  potassium  carbide 
may  be  the  first  product,  and  that  the  cyanide 
may  be  produced  by  its  combination  with  nitro- 
gen, an  explanation  of  the  process  which  was 
also  given  by  Berthelot  17  years  later.  Al- 
though this  process  has  attracted  many  subse- 
quent inventors,  no  success  has  attended  their 
efforts.  The  difficulties  due  to  the  high  tempera- 
ture required  appear  to  be  insuperable.  Bunsen 
and  Lyon  Playfair  (British  Assoc.  Reports,  1845, 
185)  showed,  in  1845,  that  cyanide  is  only 
formed  at  temperatures  sufficient  for  the  pro- 
duction of  metallic  potassium.  A  few  tempera- 
ture measurements  which  the  writer  made  with 
a  platinum-rhodium  thermocouple  showed  that 
potassium  vapour  is  first  evolved  from  a  mixture 
of  charcoal  and  potassium  carbonate  at  about 
1350°,  and  that  the  formation  of  cyanide  takes 
place  very  slowly  at  this  temperature,  the 
potassium  cyanide  volatilising  for  the  most 
part. 

In  1860  Margueritte  and  De  Sourdeval  (Eng. 
Pat.  1171,  of  1860)  discovered  that  a  mixture  of 
barium  oxide  and  carbon  absorbs  nitrogen  at  a 
much  lower  temperature  than  that  required 
when  potash  is  used.  Ludwig  Mond  (Eng.  Pat. 
433,  of  1882  ;  .J.  8oc.  Chem.  Ind.  1889,  8.  .505) 
experimented  with  this  process  in  1882.  He 
found  that  a  temperature  of  1200°  was  required 
for  the  formation  of  cyanide,  and  thai  the 
reaction  goes  best  about  1400°.  'I'he  barium 
compounds  fuse  readily  at  these  temperatures 
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and  attack  the  fireclay  retorts.  To  avoid  this  he 
briquetted  them  with  an  excess  of  carbon  and 
pitch.  The  apparatus  used  was  similar  to  that 
of  Possoz  and  Boissiere,  and  40  p.c.  of  tile  barium 
used  was  readily  cyanised.  The  object  of 
Mond's  experiments  was  the  ijroduction  of 
ammonia,  and  he  abandoned  this  process  in 
favour  of  the  more  promising  method  of  acting 
on  coal  with  air  and  steam  in  large  excess  (see 
Ammonia). 

In  1894  J.  B.  Eeadman  (Eng.  Pat.  6621, 
1894)  made  a  very  considerable  step  in  advance 
by  introducing  electrical  heating.  His  process 
was  worked  by  the  Scottish  Cyanides  Co.  at 
Leven  in  Eifeshire,  between  tlie  years  1899  and 
1907.  Considerable  quantities  of  sodium  cyan- 
ide of  excellent  quality  were  produced,  but  tiie 
iinancial  results  wei'e  imfavourable.  The  follow- 
ing account  of  the  process  in  its  final  form  is 
believed  to  be  substantially  accurate. 

Barium  carbonate,  produced  in  a  later  stage 
of  the  process,  was  intimately  mixed  with  ground 
coal  to  a  thick  paste,  which  was  dried  and  colved 
in  ordinary  gas  retorts.  The  granular  mixture 
of  barium  oxide  and  colve  so  produced  was  then 
fed  into  an  electric  furnace,  consistmg  of  a 
vertical  shaft  of  magnesia  bricks.  A  ring  of 
carbon  blocks  in  the  wall  of  the  shaft  near  its 
lower  end  formed  one  electrode,  a  carbon 
cylinder  suspended  in  the  mouth  of  the  shaft 
formed  the  other.  The  alternating  current 
passed  between  these  electrodes  through  the 
granular  mass  of  coke  and  barium  oxide,  heating 
it  to  a  high  temperature.  A  current  of  pro- 
ducer gas  with  about  70  p.c.  of  nitrogen,  passed 
upwards  through  the  mass,  wliich  was  constantly 
fed  downwards  into  a  cooling  chamber  by 
means  of  a  plate  and  rotating  arm  which  closed 
the  lower  end  of  the  shaft.  The  cooled  product 
was  lixiviated  with  water,  and  the  resulting 
solution,  containing  barium  cyanide  and  hy- 
droxide, treated  with  sodium  bicarbonate. 
After  filtering  off  the  barium  carbonate,  the 
solution  of  sodium  cyanide  was  concentrated  in 
vacuo  and  then  passed  over  cooling  coils  deposit- 
ing crystals  of  the  hydrate  NaCN,2H20.  These 
were  separated  from  the  mother  liquor  in  a 
centrifugal  machine,  and  then  dehydrated  by 
heat  and  the  powder  briquetted. 

The  chemistry  of  this  process  is  far  from 
simple.  Barium  carbonate  itself  (as  Finkelstein 
(Ber.  1906,  39,  1.585)  has  shown)  does  not  melt 
at  1350°,  but  when  heated  alone  or  with 
carbon,  it  is  partially  converted  into  barium 
oxide,  which  yields  readily  fusible  mixtures  with 
the  carbonate.  Le  C'hatelier  found,  for  example, 
that  partially  decomposed  barium  carbonate 
melts  at  795°.  The  fusibility  of  the  mixtures  is 
increased  by  the  formation  of  barium  cyanide 
(which  melts  about  600°),  so  that  in  practice  the 
material  undergoing  treatment  is  a  liquid 
mixture  of  the  oxide,  carbonate,  and  cyanide  of 
barium  absorbed  in  carbon.  Nitrogen  begins 
(Kuhling  and  Berkhold,  Ber.  41,  28,  1908)  to  re- 
act with  barium  oxide  and  carbon  at  925°,  but 
the  reaction  is  reversible  (writer's  unpublished 
experiments),  and  may  be  expressed  by  the 
equation  BaO+3C+N2  ^  Ba((;N),,-l-CO. '  The 
jiiessure  of  carbon  monoxide  required  to  de- 
compose barium  cyanide  diminishes  rapidly  as 
the  concentration  of  the  latter  increases,  reaching 
extremely  small  values  at  temperatures  below 


1200°,  when  some  40  p.c.  of  the  barium  has  com- 
bined with  nitrogen.  Eor  this  reason,  a  mo- 
derately complete  conversion  of  the  barium 
oxide  into  cyanide  can  only  be  effected  at  low 
temperatures  by  using  an  enormous  excess  of 
pure  nitrogen,  which  is  fatal  to  the  economy  of 
the  process.  This  difficulty  is  avoided  by 
resorting  to  higher  temperatures  ( 1400°  to  1500°), 
at  which  the  fixation  of  nitrogen  wHl  proceed  in 
presence  of  considerable  quantities  of  carbon 
monoxide,  so  permitting  the  use  of  producer  gas 
in  place  of  pure  nitrogen.  Unfortunately,  how- 
ever, a  large  part  of  the  nitrogen  fi.xed  at  the 
higher  temperatures  is  in  the  form  of  barium 
cyanamide,  which,  when  treated  with  water, 
yields  barium  hydroxide  and  free  cyanamide. 

While  Readman's  process  was  being  worked 
out,  the  problem  was  attacked  in  a  different  way 
by  Frank  and  Caro  (Eng.  Pat.  15066,  of  1895)  and 
by  T.  L.  Willson  (Eng.  Pat.  21997,  of  1895),  who 
discovered  independently,  in  1895,  that  the 
carbides  of  the  alkaline  earths  combine  with 
nitrogen.  Frank  and  Caro  at  first  attempted  to 
apply  their  discovery  to  the  manufacture  of 
cyanides. 

Finely  ground  barium  carbide,  made  in  the 
electric  furnace,  was  heated  at  about  700°  in 
presence  of  pure  nitrogen.  The  product  con- 
tained about  11  p.c.  of  nitrogen  30  p.c.  of  which 
was  in  the  form  of  barium  cyanide,  the  remainder 
being  barium  cyanamide.  In  order  to  convert 
the  cyanamide  into  cyanide,  the  material  was 
heated  with  dry  sodium  carbonate  and  carbon. 
The  sodium  carbonate  probably  converts  the 
barium  cyanamide  into  the  sodium  salt,  which 
then  takes  up  carbon  in  the  way  discovered  by 
Drescbel, 

BaCN.-fNaaCO—Na.^CN.-f  BaCOj 
and  Na.,CN,+C=2NaCN. 

By  extracting  the  product  with  water^ 
converting  the  sodium  cyanide  into  terro- 
cyanide,  and  then  fusing  it  with  sodium, 
about  86  p.c.  of  the  nitrogen  fixed  was 
obtamed  in  the  form  of  marketable  sodium 
cyanide  (G.  Erlwein,  V.  Int.  Kongress  angew. 
Chem.  Berlin,  1903,  1,  646).  The  process,  how- 
ever, even  in  this  form,  did  not  pay,  and  the 
cheaper  calcium  carbide  was  therefore  tried. 
Commercial  calcium  carbide  absorbs  nitrogen  at 
about  1100°,  yielding  a  product  containing  from 
20  to  23-5  p.c.  of  nitrogen,  which  is  wliolly  in 
the  form  of  calcium  cyanamide  (Frank  and  Caro, 
Eng.  Pat.  25476, of  1898),  CaCo-f  N2=CaCN2-f  C. 
By  heating  this  product  with  sodium  chloride, 
from  90  to  95  p.c.  of  the  cyanamide  is  converted 
into  sodium  cyanide.  The  hydrocyanic  acid 
may  be  set  free  by  means  of  an  acid,  and  then 
absorbed  in  caustic  soda  solution  (G.  Erlwein, 
V.  Int.  Kongress  angew.  Chem.  Berlin,  1903,  1. 
646). 

Cyanides  from  nitrides.  At  high  tempera- 
tures, nitrogen  combines  directly  with  several 
elements  to  form  nitrides,  and  these,  when  fused 
with  sodium  carbonate  and  carbon,  produce 
sodium  cyanide.  This  has  been  shown  to  be 
the  case  with  the  nitrides  of  boron,  calcium, 
magnesium,  titanium,  silicon,  and  aluminium, 
and  with  j^hospham  PNH.,  Since  none  of 
these  processes  has  emerged  as  yet  from  the 
experimental  stage,  it  is  sufficient  to  mention 
the  possibility  of  producing  cyanides  in  this 
way. 
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The  Principal  Cyanides. 

Potassium  cyanide  KCN  crystallises  in 
anliydrous,  colourless  octahedra  from  aqueous 
solutions,  or  in  cubes  when  the  fused  salt  solidi- 
fies;  sp.gr.  1-52.  It  melts  at  a  dull-red  heat, 
and  volatOises  without  decomposition  at  high 
temperatures.  It  is  readily  soluble  in  water ; 
the  saturated  solution  contains  122-2  grams  of 
KCN  to  100  grams  of  water  at  its  boiling-point 
(103-3°).  At  19-5°,  100  grams  of  absolute 
alcohol  dissolve  0-88  gram  (Landolt,  Bornstein 
and  MeyerhofiEer,  Tabellen,  Berlin,  1905).  It 
deliquesces  in  moist  air. 

Sodium  cyanide  NaCN  crystallises  from  the 
fused  liquid  in  apparently  cubic  crystals ;  from 
aqueous  solutions  below  35°  large  colourless 
jilates  of  the  hydrate  NaCN,2H,0  are  deposited. 
Joannis  (Ann.  Chim.  Phys.  1882,  [5]  20,  484) 
obtained  a  hydrate  NaCN.i-H.>6  from  cold 
85  p.c.  alcohol.  F.  Roessler  (Eng.  Pat.  279, 
1899}  showed  that  the  hydrate  NaCN,2H20 
decomposes  at  33°  (34-7°  according  to  the 
writer's  measurements)  into  the  anhydrous  salt 
and  a  saturated  solution,  about  40  p.c.  of  the 
sodium  cyanide  separating  in  the  anhydrous 
state.  The  soIubUity  of  the  hydrate  (in  grams 
of  NaCN  to  100  grams  of  water)"is,  35-4  at  —20°  ; 
43-4  at  0°;  5^-3  at  20°  and  82  at  34°-7.  The 
solubility  of  the  anhydrous  salt  is  almost  inde- 
l^endent  of  the  temperature  (82  grams  per  100 
grams  of  water).  The  sp.gr.  of  aqueous  solutions 
of  sodium  cyanide  at  25°  is  given  by  the  expres- 
sion 1+0-0053425,  where  p  is  the  percentage  of 
NaCN.  Sodium  cyanide  (96  p.c.)  melts  at  540°. 
The  pure  salt,  when  heated  in  a  glass  tube  so  as 
to  be  out  of  contact  with  metals,  in  a  current  of 
dry  air  free  from  carbon  dioxide,  remains 
entirely  unchanged  at  temperatures  up  to 
370°  ;  if,  however,  it  is  in  contact  with  iron  or 
nickel,  or  if  traces  of  the  oxides  of  these  metals 
are  added  to  it,  oxidation  proceeds  rapidly, 
cyanate  and  carbonate  being  formed  and  carbon 
dioxide  evolved.  The  carbonate  is  formed  by 
the  oxidation  of  the  cyanate,  which  i.s  the 
primary  product.  Sodium  cyanate  behaves 
towards  oxygen  in  exactly  the  same  way  as  the 
cyanide  ;  it  is  quite  unaffected  by  dry  air  (free 
from  COj)  even  at  400°,  but  when  mixed  with 
1  p.c.  of  nickel  oxide  it  oxidises  rapidly  ;  thus  : 

2NaCNO+30=NaaCOa  +  CO,+N2 
(writer'.?  unpublished  experiments). 

Sodium  cyanide  absorbs  moisture  with  great 
avidity  from  ordinary  moist  air.  The  writer 
has  found  that  it  takes  up  water  from  purified 
air  saturated  with  aqueous  vapour  at  20°  at  aU 
temperatures  below  44°,  but  not  at  higher 
temperatures.  This  is  of  importance  in  sampling 
and  analysing  the  salt. 

Dilute  solutions  of  potassium  or  sodium 
cyanide  decompose  very  slowly  in  contact  with 
the  atmosphere,  the  loss  being  almost  wholly 
due  to  absorption  of  carbon  dioxide. 

Liebig's  statement  that  metallic  uon  is  dis- 
solved by  solutions  of  potassium  or  sodium 
cyanide  with  evolution  of  hydrogen  is  true 
of  the  finely  divided  metal,  but  iron  vessels 
may  be  used  for  years  for  boiling  concentrated 
solutions  of  cyanides  without  requiring  repair, 
and  iron  tanks  are  regularly  used  in  the  treat- 
ment of  gold  ores  with  cyanide  solutions. 

With  the  exceptions  of  lead  and  platinum,  aU 


ordinary  metals  are  dissolved  by  cyanide  solu- 
tions in  presence  of  oxygen. 

Zinc  is  slowly  dissolved  without  oxygen,  but 
if  a  jjiece  of  zinc  is  half  immersed  in  a  cyanide 
solution,  it  is  eaten  through  at  the  surface  of 
the  liquid  before  any  appreciable  action  has 
taken  place  on  the  submerged  portion. 

Alkali  cyanides  yield  ammonia  and  a 
formate  when  boiled  with  water  or  treated 
with  strong  sulphuric  acid,  in  the  latter  case 
the  formic  acid  produced  is  at  once  decomposed 
into  carbon  monoxide  and  water. 

Mercuric  cyanide  Hg(CN)2  was  first  prepared 
by  Scheele,  in  1782,  by  boiling  Prussian  blue 
with  mercuric  oxide,  and,  in  1783,  by  dissolving 
mercuric  oxide  in  hydrocyanic  acid  and  evapo- 
rating to  crystallisation.  He  also  found  that 
mercurous  salts,  when  treated  with  soluble 
cyanides,  yield  mercuric  cyanide  and  metallic 
mercury.  The  decomposition  of  the  ferro- 
cyanides,  as  already  mentioned  (p.  187),  depends 
on  the  extremely  small  electrolytic  dissociation 
of  mercuric  cyanide  in  aqueous  solutioh.  For 
the  same  reason,  it  is  not  decomposed  by  caustic 
alkalis,  and  hydrocyanic  acid  can  only  be  ex- 
pelled from  it  by  boiling  with  a  strong  acid. 
The  concentration  of  the  mercury  ions  is,  how- 
ever, sufficient  to  permit  of  the  precipitation  of 
the  extremely  insoluble  mercuric  sulphide  by 
sulphuretted  hydrogen. 

Mercuric  cyanide  crystallises  in  anhydrous, 
colourless  crystals  of  sp.gr.  4-0.  The  saturated 
solution  contains  93  grams  per  litre  at  20°, 
111  grams  per  litre  at  25°  ;  100  grams  of  absolute 
alcohol  dissolve  10-1  grams  of  it  at  19-5°,  and 
100  grams  of  absolute  methyl  alcohol  take  up 
44-2  grams  at  19-5°. 

Small  quantities  of  mercuric  cyanide  are 
sometimes  used  in  addition  to  alltali  cyanide  in 
the  treatment  of  ores  containing  silver  sulphide 
(C'lennel,  Cyanide  Handbook,  London,  1910, 
297),  the  dissolution  of  which  is  accelerated, 
probably  owing  to  the  formation  of  mercuric 
sulphide 

Hg(  CN)  2 + Ag^S  +  2KCN = HgS  +  2KAg(CN ) 

Calcium  cyanide  has  never  been  prepared. 
An  aqueous  solution  of  lime  in  hydrocyanic  acid 
decomposes  completely  into  its  constituents 
when  boiled  (Scheele).  By  evaporating  such  a 
solution  in  vacud,  Joannis  obtained  a  crystalline 
compound,  3CaO-Ca(CN)2,15H,0,  which  decom- 
posed completely  in  a  vacuum,  leaving  nothing 
but  lime.  Dry  reactions,  at  high  temperatures, 
yield  calcium  cyanamide.  but  no  cyanide. 

Barium  cyanide  Ba(CN)2.  When  a  concen- 
trated solution,  made  by  adding  hydrocyanic 
acid  to  baryta  in  theoretical  quantities,  is 
evaporated  in  vacuo,  crystals  of  the  hydrate 
Ba(CN),,2H20  are  deposited  (A.  Joannis,  Ann. 
Chim.  Phys.  [5]  26,  484,  1882).  This  is  a  very 
deliquescent  substance  which,  when  dried  in 
vacuo  over  sulphuric  acid,  yields  an  amorphous 
monohydrate  which  can  be  completely  dehy- 
drated by  heating  it  very  gradually  to  100°  in 
a  good  vacuum.  The  writer  has  failed  to  obtain 
a  pure  product  in  this  way.  Some  7  or  8  p.c.  of 
the  hydrocyanic  acid  escapes  during  evaporation, 
and  the  product  contains  a  corresponding  quan- 
tity of  barium  hytlroxide.  By  drying  pure 
Ba"(OH)2,8H20  in  a"good  vacuum  at  100°,  a  very 
finely  divided  powder  of  Ba(OH)j  Ls  obtained, 
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which,  is  suspended  in  dry  light  petroleum  and 
treated  with  a  small  excess  of  dry  hydrocyanic 
acid  also  mixed  with  liglit  petroleum.  In  this 
way,  the  solid  hydrated  barium  cyanide  is 
obtained  without  evaiioration  ; 

Ba(OH),+2HCN=Ba(CN)2,2H,0. 
^Vhen  dehydrated  in  vacuo,  it  stUl  contains  a 
little  hydroxide,  but  by  shaking  it  with  a  little 
hydrocyanic  acid  and  light  petroleum  and  agaui 
drying,  practically  pure  anhydrous  barium 
cyanide  is  fairly  easily  obtained. 

By  saturating  a  solution  of  baryta  in  methyl 
alcohol  with  hydrocyanic  acid,  a  compound 
Ba(CN)(OCH3)  +  CH36H  is  obtamed,  which, 
when  heated,  first  loses  methyl  alcohol  and  tlien 
methyl  ether,  leaving  BaO  +  Ba(CN),  {Drechsel, 
J.  pr.  Chem.  [21  21,  77,  1880). 

Dry  methods  of  preparation  yield  mixtures 
of  cyanide  and  cyanamide.  When  barium 
ferrocyanide  is  heated  it  begins  to  decompose 
about  500^,  yielding  a  mixture  of  barium 
cyanide  and  cyanamide  {with  carbon  and  iron) 
in  which  nearly  GO  p.c.  of  the  nitrogen  is  in  tiie 
form  of  cyanamide,  practically  tlie  same  product 
as  that  obtained  by  the  action  of  nitrogen  on 
barium  carbide.  Even  the  action  of  cyanogen 
on  barium  amalgam  yields  a  mixture  (Drechsel), 
the  reason  being  that  barium  cyanide  decom- 
poses into  barium  cyanamide  and  carbon,  thus; 
Ba(CN)2  =  BaCN2  +  C.  The  change  is  very 
slow  at  500°  to  600°,  but  it  is  accelerated  liy 
iron  (writer's  unpublished  experiments). 

Barium  cyanide  is  colourless ;  100  grams  of 
cold  water  dissolve  about  80  grams  of  it  ( Joannis). 
It  melts  about  600°.  It  is  distinctly  volatile, 
even  at  its  meltuig-point,  but  when  mixed  with 
barium  oxide  it  is  much  less  so. 

Silver  cyanide  AgCN.  The  precipitate  ob- 
tained by  adding  excess  of  silver  nitrate  to  a 
solution  of  potassium  cyanide  is  prolsably  the 
silver  .salt  of  the  complex  acid  II[Ag(CN).,]. 
The  solubility  of  silver  cyanide  in  pure  water 
lies  between  those  of  the  chloride  and  sulpho- 
cyanide,  as  the  following  table  shows  : — 

Solubility  at  25°  in 
grain-mols.  per  litre 

Agl         0-01  X  10-'' 

AgBr      0-81  X  10-" 

AgSCN    1 -08x10-'' 

AgCN     4-40  X  10-" 

AgCl  14-10x10-" 
It  is  hardly  attacked  by  cold  dilute  nitric  acid, 
but  is  decomposed  quantitatively  on  boiling 
(Phmmer,  Chem.  Soc.  Proc.  1903,  285).  It  is 
slightly  soluble  in  a  solution  of  hydrocyanic 
acid,  forming  the  unstable  acid  HAg(CN)2.  It 
dissolves  very  readily  m  alkali  cyanides  to  salts 
such  as  KAg(CN).,,  in  which  the  silver  is  con- 
tained in  the  complex  anion  Ag(CN)'2.  Owing 
to  the  excessively  small  dissociation  of  this 
anion,  all  sUver  salts  except  the  sulphide  are 
dissolved  by  cyankle  solutions,  and  in  presence 
of  oxygen,  metallic  silver  and  the  sulphide  arc 
also  dissolved. 

Gold  cyanides.  Aurous  cyanide  and  the 
soluble  aurocyanides  are  of  technical  im- 
portance. The  former,  AuCN,  a  yellow  cry- 
stalUne  powder,  insoluble  in  water  and  acids, 
is  formed  by  the  action  of  hydrocyanic  acid 
on  auric  hydroxide.  It  is  readily  soluble  in 
solutions  of  alkali  or  aUtaline-earth  cyanides, 


yielding  aurocyanides  such  as  KAu(CN)2.  A 
solution  of  the  potassium  salt,  which  is  used  for 
electroplating  with  gold,  is  readily  obtained  by 
precipitating  a  solution  of  gold  chloride  with 
ammonia  and  dissolving  the  fulminating  gold  in 
a  solution  of  potassium  cyanide,  or  by  precipi- 
tating gold  chloride  with  magnesia,  dissolving 
out  the  excess  of  magnesia  in  the  precipitate 
with  nitric  acid,  and  then  dissolving  the  auric 
hydroxide  in  potassium  cyanide  as  before. 

Potassium  aurocyanide  is  also  formed  when 
gold  is  dissolved  in  a  solution  of  potassium 
cyanide  in  presence  of  oxygen  or  other  oxidising 
agent : 

4KCN+2Au+0  +  H20=2KAu(CN)2  +  2KOH. 
(Ciennel,  Cyanide  Handbook,  1910,  10-32  gives 
a  full  account  of  the  discovery  of  this  reaction.) 

The  dissolution  of  metallic  gold  is  primarOy 
due  to  the  great  stability  of  the  aurocyanogen 
ion  Au(CN)2'.  Metals,  like  aU  other  substances, 
have  a  tendency  to  dissolve  in  water.  In 
contact  with  its  aqueous  solution,  a  salt  wiU 
dissolve  if  the  solution  .is  unsaturated,  or  crystal- 
lise out  if  it  is  supersaturated.  Metals  behave 
simOarly,  with  the  important  difference  that  they 
dissolve  in  the  form  of  positively  charged  ions, 
so  that  when  a  metal  is  placed  in  contact  with  a 
solution  containing  fewer  of  its  ions  than  corre- 
spond with  equilibrium,  it  gives  out  positively 
charged  atoms,  becoming  itself  negatively 
charged,  untU  the  electrical  attraction  stops 
further  change,  and  vice  versa.  In  this  way,  a 
definite  potential  difference  always  arises 
between  a  metal  and  a  solution  of  it,  the  sign 
and  magnitude  of  which  depend  on  the  nature 
of  the  metal  and  on  the  concentration  of  the 
positively  charged  ions  of  the  metal  ui  the 
solution. 

In  order  for  a  metal  to  dissolve  at  all,  therefore, 
it  is  necessary  that  the  solution  shall  contain  less 
than  the  saturation  quantity  of  positive  ions  ; 
and  for  the  dissolution  to  continue,  the  positive 
charges  of  the  ions  and  the  negative  charge  of 
the  metal  must  be  got  rid  of  in  some  way. 

These  conditions  are  fulfilled  in  the  case  of 
the  dissolution  of  gold  in  a  cyanide  solution 
containing  oxygen,  because  the  dissociation  of 
the  complex  ion,  Au(CN)2' ^  Au--f  2CN'  is 
extremely  small,  and  solutions  of  it  therefore 
contahi  infinitesimal  quantities  of  gold  ion,  and 
further  the  electrical  charges  produced  by  the 
dissolution  of  the  gold  are  removed  by  the 
reactions  : 

Au-+2(CN)'=Au(CN)' 
and       0  +  H20+2(-)=20H', 
the  result  of  which,  written  in  the  ionic  form,  is 
4K-f4(CN)'+2Au-fO  +  H20  +  2(-) 

=4K-+2Au(CN)2'+20H'. 

The  potential  difference  between  a  metal  like 
zuic  (which  has  a  greater  tendency  to  dissolve 
than  gold)  and  a  cyanide  solution  is  much  greater 
than  the  natural  potential  difference  between 
gold  and  the  solution  ;  hence  gold  ions  are  drawn 
out  of  the  solutions  to  the  zinc,  where  their 
positive  charges  are  neutralised  by  the  negative 
change  of  the  zinc.  This  disturbs  the  equili- 
brium between  zinc  and  the  solution  and  also 
between  aurocyanogen  ions  and  gold  ions, 
causmg  fresh  quantities  of  zinc  to  dissolve  and 
of  aurocyanogen  ions  to  dissociate,  processes 
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which  continue  until  the  whole  of  the  gold  is 
precipitated. 

As  W.  Skey  (Trans,  and  Proc.  New  Zealand 
Inst.  8,  334,  1876)  first  showed,  gold  in  cyanide 
solutions  is  electro-positive  to  silver  and  silver 
to  mercury,  so  that  gold  will  precipitate  silver 
and  mercury  from  their  solutions  in  cyanides. 
This  has  been  confirmed  by  Bodliinder  (Ber.  1903, 
36,  3933).  This  reversal  of  the  usual  order  is, 
as  wiU  be  understood  from  the  above  explana- 
tion, due  to  the  increasing  stability  of  the 
mercury,  silver,  and  gold  complex  cyanogen 
ions. 

It  is  of  interest  to  note  that  most  of  the 
minerals  which  accompany  gold  in  its  ores  are 
electro-negative  to  gold  in  cyanide  solutions,  and 
therefore  accelerate  its  dissolution  m  the  way 
which  is  familiar  in  the  solution  of  zinc  in  sul- 
phuric acid  in  presence  of  copper  or  platinum. 

Copper  cyanides.  When  potassium  cyanide 
is  added  to  the  solution  of  a  cupric  salt,  a 
brownish  precipitate  of  cupric  cyanide  Cu(CN)2 
is  produced,  which  gradually  evolves  cyanogen, 
changmg  into  green  cupric  cuprous  cyanide. 
When  heated,  this  loses  a  further  quantity  of 
cyanogen  and  yields  white  cuprous  cyanide 
CuCN. 

Cuprous  cyanide  is  soluble  in  solutions  of 
potassium  cyanide,  about  2^-  molecules  of  KCN 
being  required  to  dissolve  1  molecule  of  CuCN; 
the  solutions  contain  the  complex  anions 
Cu(CN)3"  and  Cu(CN)4"'  (Kunschert,  Zeitsch. 
anorg.  Chem.  41,  359,  1904).  These  anions  are 
so  little  dissociated  into  copper  ions  that  sul- 
phuretted hydrogen  will  not  produce  a  precipi- 
tate in  the  solutions,  and  therefore  copiDer  itself 
(in  presence  of  oxygen)  and  aU  its  compounds  dis- 
solve readily  in  cyanide  solutions. 

Zinc  cyanide  Zn{CN)2  is  a  white  substance, 
insoluble  in  water,  but  soluble  in  acids  and  in 
cyanide  solutions.  It  is  not  easOy  prepared  in 
a  perfectly  pure  condition,  because  water  de- 
composes it  partially.  When  dry  it  is  very 
stable,  decomposing  only  at  a  bright-red  heat. 

The  complex  salt  potassium  zinc  cyanide 
K2Zn(CN)4  crystalUses  in  large  well  -  formed 
octahedra  from  aqueous  solutions ;  100  grams 
of  water  at  20°  dissolve  11  grams  of  it.  It  is 
anhydrous,  and  may  be  fused  at  a  red  heat 
without  decomposition.  The  sodium  salt 
NaZn(CN)3,2^H20  is  very  readUy  soluble  in 
water.  The  complex  zinc  cyanogen  ions  are 
much  less  stable  than  those  containing  copper, 
gold,  sUver,  and  mercury ;  a  small  excess  of  an 
alkali  sulphide  precipitates  the  zinc  completely. 

Cyanogen  bromide  CNBr.  A  solution  con- 
taining cyanogen  bromide  in  addition  to  a 
cyanide  dissolves  gold  more  rapidly  than  one 
containing  cyanide  alone  (Sulman  and  Teed, 
Eng.  Pat.  18592,  of  1894 ;  and  J.  Soc.  Chem.  Ind. 
1897,  961).  Cyanogen  bromide  is  therefore  used 
in  the  treatment  of  a  few  refractory  ores,  the 
West  Australian  tellurides  especially.  The  final 
result  of  the  reaction  is  expressed  by  the  equa- 
tion :  2Au-f  3KCN+BrCN=2KAu(CN)2-f  KBr. 

Cyanogen  bromide  is  formed  by  the  action 
of  bromine  on  a  cyanide  oi'  on  hydrocyanic  acid. 
Owing  to  the  difficulty  of  transporting  either 
bromine  or  cyanogen  bromide,  it  is  always  pre- 
pared at  the  place  where  it  is  to  be  used  by 
liberating  bromine  from  a  mixture  of  a  bromide 
and  a  suitable  oxidising  agent  by  the  addition  of 


sulphuric  acid,  and  then  adding  a  concentrated 
solution  of  an  alkali  cyanide.  By  the  use  of  a 
suitable  quantity  of  the  oxidismg  agent,  the 
who]e  of  the  bromine  is  utUised  ;  with  sodium 
bromate,  for  example,  the  reaction  is  (C.  Giipner, 
Zeitsch.  angew.  Chem.  1901,  14.  355) : 
2NaBr+NaBr03-f3NaCN-f  3H2SO4 

=3Na2S04+3BrCN+3H,0. 
Cyanogen  bromide  is  a  colourless,  crystalline 
substance  which  melts  at  62°  and  boils  at  61°  ; 
100  grams  of  water  dissolve  from  5  to  0  grams 
of  it  at  the  ordinary  temperature.  It  has  an 
intensely  irritating  effect  on  the  mucous  mem- 
branes and  eyes,  and  is  said  to  be  very  poisonous. 
The  perfectly  pure  substance  can  be  ]>:ept 
without  change,  but  traces  of  bromine  (or 
hydrobi'omic  acid)  cause  it  to  polymerise  rapidly 
to  cyanuric  bromide,  partial  decomposition 
always  occurring.  It  is  very  slowly  decomposed 
by  water:  CNBr-f  H20=HCN0-f  HBr,  the 
cyanic  acid  decomposing  further  to  ammonia 
and  carbon  dioxide.  Caustic  alkalis  bring  about 
the  same  change  instantaneously,  alkali  car- 
bonates much  more  slowly,  and  bicarbonates 
have  no  action  at  all.  Cyanogen  bromide  and 
potassium  cyanide  react  in  aqueous  solution, 
yielding  cyanogen ;  thus  : 

CNBr-fKCN=KBr+C2N2 
(private  communication  from  Mr.  C.  J.  Ellis). 
In  solutions  containing  0-2  to  0-8  p.c.  of  potas- 
sium cyanide  and  O-l  to  0-2  p.c.  of  cyanogen 
bromide,  the  latter  is  completely  decomposed  in 
from  3  to  6  hours  at  the  ordinary  temperature. 

Sulphocyanides  or  Thiocyanates.  (Ger. 
Ehodanidc  or  SrJarcj'ckijanidc.) 

At  the  present  time,  sulj)hocyanides  are  ob- 
tained exclusively  from  the  hydrocyanic  acid  of 
coal  gas,  but  a  modificatioii  of  Gelis'  synthetic 
process  was  working  as  recently  as  five  years  ago. 

A.  W.  Hofmann  (Reports  by  the  Juries, 
Inter.  Exhib.  of  1862,  59-63),  writing  in  1862^ 
said  that  ammonium  sulphocyanide  obtained  by 
washing  the  spent  oxide  of  gas  works  was  only 
treated  to  recover  its  ammonia,  the  sulpho- 
cyanide being  thrown  away.  In  1863  P. 
Spence(Eng.  Pat.  2364,  of  1863(provLsional  only)) 
proposed  to  separate  the  sulphocyanides  in  gas 
liquor  (after  distUling  off  the  ammonia)  in  the 
form  of  cuprous  sulphocyanide  by  adding  copper 
and  ferrous  sulphates,  and  the  idea  has  been 
revived  in  various  forms  since  that  time,  but  it 
does  not  appear  to  have  become  of  any  im- 
portance. Gas  liquor  is  really  a  very  dilute 
solution  of  sulphocyanide,  as  the  following  figures, 
calculated  from  Linder's  analyses  of  various 
English  gas  liquors  (Chief  Inspector  of  Alkali 
Works,  42nd  Rep.  1905,  35),  show  :— 

Grams  per  litre 
1        2       3        4  5 
HfN  as  ferrocyaiiide        .  0-068    0     0-.57G  0-461)  0 
HCN  as  sulphocyanide     .  1-688  4-457  1-238  1-029  1-042 
HCN  as  hydrocyanic  acid    0-680    0     0-030  0  050  0-355 

These  liquors  had  all  been  stored  for  some 
time  :  perfectly  fresh  gas  liquor  contains  am- 
monium sulphide  and  cyanide.  By  the  action 
of  the  air,  the  former  is  oxidised  to  ammonium 
polysulphides,  which  convert  the  cyanide  into 
sulphocyanide ;  thus  : 

(NH4)2S2+NH4CN=NH4SCN  +  (NH4)2S. 

The  recovery  of  the  whole  of  the  hydrocyanic 
acid  of  coal  gas  in  the  form  of  a  concentrated 
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solution  of  ammonium  sul  (jliocyanide  is  possible 
by  applying  tbis  reaction  in  a  suitable  waj'.  In 
1877  W.  Marriott  (Eng.  Pat.  3311,  of  1877)  pro- 
posed to  scrub  gas  witli  a  solution  of  sodium 
polvsulphides,  and  in  1888  Campbell  and  Bovd 
(Eng.  Pat.  lOlSfj,  of  1888)  proposed  the  use  "of 
manganese  dioxide  suspended  in  water.  This 
liberates  sulphur  from  a  part  of  the  sulphuretted 
hydrogen  in  the  gas,  and  this  free  sulphur 
combines  with  ammonium  sulphide  to  form 
polysulphide,  which  converts  the  cyanide 
into  sulphocyanide.  The  final  step,  which 
led  to  a  successful  and  economical  process, 
was  made  by  H.  Wood  Smith  (H.  Wood 
Smith,  Gidden,  Salamon,  and  Albright,  Eng. 
Pat.  13658,  of  1901)  by  simply  scrubbing  the 
gas  through  a  suspension  of  sulphur,  whereby 
the  hydrocyanic  acid  is  removed  quantitatively, 
and  a  solution  containing  as  much  as  200  grams 
of  ammonium  sulphocyanide  per  litre  may  be 
obtained.  This  process  is  in  use  at  several  gas 
works,  and  yields  practically  the  whole  of  the 
sulphocyanides  made  at  present. 

Synthesis  of  sulpJwcyanides  from  ammonia 
and  carhon  disulphide. — In  Gelis'  original  process 
(A.  W.  Hofmann,  Reports  by  the  Juries,  Inter. 
Exhib.  of  1862,59-63  ;  A.  Ge'lis,  Eng.  Pat.  1816, 
of  1860),  a  concentrated  solution  of  ammonia 
and  ammonium  sulphide  was  agitated  with 
carbon  disulphide,  yielding  a  solution  of  am- 
monium sulphocarbonate 

(NH,),S  +  CS,.  =  (NH,)2CS3. 
which  was  then  heated  to  90°-100°  with  potas- 
sium sulphide 

2(NH,)2CS3-fK„S  =  2KCNS-f2NH,HS  +  3H„S. 
A  very  large  amount  of  sulphuretted  hydrogen  is 
produced  in  this  way,  the  disposal  of  which  would 
occasion  much  trouble  and  expense.  Giinzburg 
and  Tcherniac  (Eng.  Pat.  1148,  of  1878  ;  1359, 
of  1879  ;  1261,  of  1881)  heated  a  20  p.c.  solution 
of  ammonia  with  carbon  disulphide  in  autoclaves 
provided  with  stirrers  at  100°  until  a  pressure 
of  15  atnios.  was  reached,  which  indicated  the 
end  of  the  reaction.  As  Conroy  (J.  Soc.  Chem. 
Ind.  1896,  15,  8)  has  shown,  ammonium  sulpho- 
cyanide is  formed  quantitatively  under  these 
conditions,  the  large  pressure  developed  being 
due  to  the  formation  of  the  volatile  ammonium 
sulphide  4NH3+CS2=NH4SCN+(NH,)2S. 

Subsequent  improvements  were  all  in  the 
direction  of  diminishing  the  quantity  of  am- 
monia required  and  reducing  the  pressure  in  the 
autoclaves.  The  simplest  and  most  efiective 
way  of  doing  this  is  to  add  lime  to  the  charge 
(Crowther  and  Rossiter,  Eng.  Pat.  17846,  of 
1 893 ;  Brock,  Hetherington,  Hurter,  and 
Raschen,  Eng.  Pat.  21451,  of  1893),  the  reaction 
then  taking  place  in  accordance  with  the  equation : 
2NH3+2CS2+2Ca(OH)2 

=  Ca(SCN)2-fCa(SH)2-f4H20. 

A  certain  excess  of  ammonia  over  the 
quantity  requii-ed  by  the  equation  must  be  used 
to  prevent  the  formation  of  calcium  sulpho- 
carbonate. The  excess  of  ammonia  is  distilled 
off,  the  residual  mixture  treated  with  carbon 
dioxide  to  remove  sulphuretted  hydrogen  (in  the 
way  used  in  the  treatment  of  Leblanc  alkali 
waste),  and  the  calcium  carbonate  filtered  off. 
The  clear  solution  of  calcium  sulphocyanide  is 
easily  converted  into  other  salts. 
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Potassium  sulphocyanide  KSCN  crystallises 
in  anhydrous,  striated  prisms  or  needles  of  sp.gr. 
1-9,  which  melt  at  172-3°.  It  resembles  salt- 
petre in  appearance  and  taste.  It  is  deli- 
quescent and  very  soluble  in  water,  100  grams  of 
which  dissolve  177-2  grams  at  0°,  217  grams  at 
20°,  and  239  grams  at  25°.  It  is  also  soluble  in 
many  organic  liquids.  The  solubilities  (in 
grams  per  100  grams  of  solvent)  are  : 

Acetone,  20-8  at  22°  ;  20-4  at  58°. 

Ethyl  acetate,  0-44  at  0°  ;  0-4  at  14°  ;  0-2  at 
79°. 

Amyl  alcohol,  0-18  at  13°  ;  2T4  at  100°. 
Pyridine,  6-75  at  0°  ;  4-97  at  58°,  and  3-21 
at  115°. 

The  fused  salt  becomes  deep  blue  at  430°  ; 
the  colour  is  said  to  be  due  to  the  liberation  of 
sulphur.    The  sulphocyanides  are  plant  poisons. 

Ammonium  sulphocyanide  NH.iSCN  crystal- 
lises in  anhydrous,  colourless  leaflets  of  sp.gr. 
1-3,  which  melt  at  159°  ;  100  grams  of  water 
dissolve  122  grams  at  0°  and  162  grams  at  20° ; 
it  is  readily  soluble  in  alcohol.  When  heated  a 
little  above  its  melting-point,  it  is  partly  con- 
verted into  the  isomeric  thiourea.  At  220° 
decomposition  takes  place,  ammonia,  sul- 
phuretted hydrogen,  and  carbon  disulphide  being 
evolved,  and  guanidine  siUphocyanide  remaining 
behind. 

Analysis  of  Cyanides. 

The  methods  of  analysis  described  here  are 
those  commonly  employed  in  technical  labora- 
tories. It  is  believed  that  they  will  be  found 
to  be  sufficient  for  most  ordinary  jourposes. 

Alkali  cyanides.  Owing  to  the  hygroscopic 
nature  of  sodium  and  potassium  cyanides  when 
cold,  samples,  taken  from  different  parts  of  a 
cake,  should  be  transferred  at  once  and  without 
touching  them  with  the  hands  to  a  hot  iron 
mortar,  broken  up  coarsely,  and  transferred  to  a 
hot  perfectly  dry  bottle.  If  the  sample  has  to 
be  kept  for  any  length  of  time  before  it  is 
analysed,  it  is  j)referable  to  use  glass-stoppered 
bottles  and  to  grease  the  stopper  with  a  little 
vaseline.  Errors  due  to  absorption  of  moisture 
in  .sampling  are  more  common  and  more  serious 
than  those  d\ie  to  inaccuracies  in  testing. 

Estimation  of  cyanogen. — 5  grams  of  the 
sample  are  weighed  out  and  made  up  to  500  c.c.  ; 
25  c.c.  of  the  solution  are  diluted  to  200-300  c.c. 
and  titrated  with  a  solution  of  pure  silver 
nitrate  until  the  faintest  visible  turbidity 
results,  The  silver  nitrate  must  be  neutral  and 
free  from  lead  and  zinc  esisecially.  A  con- 
venient strength  of  solution  is  obtained  by 
dissolving  13-1  grams  of  silver  nitrate  in  1  litre 
of  distilled  water :  1  c.c.  of  this  solution  is 
equivalent  to  0-01  gram  of  KCN.  The  solution 
is  standardised  by  means  of  a  solution  of  pure 
sodium  chloride  (dried  by  heating  to  redness 
before  weighing)  containing  4-487  grams  per 
litre  ;  1  c.c.  of  the  silver  solution  should  exactly 
precipitate  1  c.c.  of  the  sodium  chloride  solution 
using  pure  potassium  chromate  as  indicator.  In 
impure  solutions  of  cyanides,  the  end  point  is 
often  more  easily  observed  if  a  little  caustic 
soda  (or  a  few  drops  of  ammonia)  and  a  crystal 
of  potassium  iodide  are  added  before  running  in 
the  silver  nitrate  solution.  Sulphides  interfere 
with  the  testj  but  they  are  casUy  removed  by 
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shaking  the  solution  with  a  little  lead  carbonate 
and  filtering  it. 

Estimation  of  sulphide. — 10  grams  of  the 
finely  powdered  sample  are  dissolved  in  15  c.c. 
of  ordinary  water  and  a  solution  of  lead  nitrate 
(2-4  grams  per  litre)  run  in  gradually.  The 
mixture  is  stirred  untiJ  the  colloidal  lead  sulphide 
at  first  formed  has  coagulated  into  brown  flocks  ; 
a  drop  of  the  solution  is  then  placed  on  blotting 
paper  beside  a  drop  of  the  lead  nitrate  solution, 
and  the  two  allowed  to  run  together.  When  no 
difference  can  be  detected  between  the  colour  of 
the  paper  where  the  drops  have  mixed  and  where 
they  have  not,  the  titration  is  considered  to  be 
at  an  end:  1  c.c.  of  the  lead  solution  =  0-001 
gram  of  K„S  (T.  Ewan,  J.  Soc.  Chem.  Ind.  28, 
10,  1909;  Eossiter,  ihid.  30,  683,  1911). 

Carbonate  is  conveniently  estimated  by 
precij)itating  a  suitable  portion  of  the  solution 
with  barium  chloride  in  the  cold  (to  avoid  de- 
composition of  cyanate).  The  precipitate  is 
washed  and  titrated,  together  with  the  paper, 
with  normal  hydrochloric  acid  and  methyl 
orange. 

Chloride.  The  solution  is  neutralised  with 
dilute  nitric  acid,  and  methyl  orange,  and  boiled 
for  about  1  hour  (in  a  draught  cupboard,  of 
course)  to  drive  olf  the  hydrocyanic  acid  and 
decompose  cyanate.  The  ciJoride  remaining 
Richards  and  Singer,  Amer.  Chem.  J.  27,  205, 
1902)  is  then  precipitated  by  a  known  excess  of 
standard  silver  nitrate  solution,  the  silver  chlor- 
ide filtered  off  and  the  excess  of  silver  titrated 
with  ammonium  sulphocyanide  and  iron  alum 
in  the  usual  way. 

If  ferrocyanide  is  present,  it  may  be  precipi- 
tated with  excess  of  silver  nitrate  in  ammoniacal 
solution  ;  by  acidifying  the  filtrate  with  nitric 
acid,  silver  chloride  is  precipitated  and  may  be 
weighed. 

Cyanamide  in  presence  of  alkali  cyanides  is 
easily  estimated  by  exactly  neutralising  the 
solution  of  1  gram  of  the  substance  in  100  to 
150  c.c.  of  water  with  nitric  acid,  and  then 
boiling  for  20  minutes  to  expel  hydrocyanic  acid. 
After  cooling,  2  or  3  drops  of  ammonia  are 
added;  and  then  excess  of  silver  nitrate.  The 
canary-yellow  precipitate  of  silver  cyanamide 
AgjCNj  is  filtered  off  and  dissolved  in  cold 
dilute  nitric  acid  (which  usually  leaves  a  small 
residue  of  undissolved  silver  cyanide).  The 
silver  in  the  solution  is  then  titrated  by  means 
of  ammonium  sulphocyanide,  using  ferric  alum 
as  indicator.  The  method  is  applicable  to  most 
substances  containing  cyanamide,  the  boiling 
with  acid  being,  of  course,  omitted  when  little 
or  no  cyanide  is  present. 

Cyanate.  The  solution  is  acidified  with 
nitric  acid  and  boiled  for  20  minutes  at  least  to 
expel  hydrocyanic  acid,  and  convert  the  cyanate 
into  ammonium  nitrate  and  carbon  dioxide. 
The  ammonia  is  then  distilled  off,  after  adding 
excess  of  caustic  soda,  and  estimated  by  titration 
with  iV-hydrochloric  acid  as  usual.  In  presence 
of  cyanamide,  the  method  is  not  available, 
because  some  ammonia  is  formed  from  the 
cyanamide  when  it  is  boiled  with  caustic  soda. 
In  this  (rather  uncommon)  case,  the  cyanate 
must  be  estimated  by  collecting  the  carbon 
dioxide  evolved  when  the  sample  is  boiled  with 
acid  (Ewan,  J.  Soc.  Chem.  Ind.  1904,  23,  244). 

Ferrocyanide  is  most  conveniently  estimated, 


either  alone  or  in  presence  of  cyanides,  by  titra- 
tion with  a  standard  solution  of  zinc  sulphate 
until  a  drop  of  the  solution  no  longer  gives  a 
blue  colour  when  brought  in  contact  with  a  drop 
of  ferric  solution  on  paper.  A  zinc  aUiali  ferro- 
cyanide of  somewhat  indefinite  composition  is 
precipitated,  and  H.  G.  Colman  (Analyst,  33, 
261,  1908;  and  J.  Soc.  Chem.  Ind.  27,  806,  1908) 
has  shown  that  the  quantity  of  zinc  solution  re- 
quhed  to  precipitate  a  given  quantity  of  ferro- 
cyanide depends,  to  some  extent,  on  the  nature 
of  the  metal  in  the  ferrocyanide  used.  This 
effect  can  be  eliminated  almost  entirely  by 
adding  an  excess  of  potassium  sulphate.  The 
method  is  carried  out  as  follows  :  a  solution 
containing  10-2  grams  of  ZnS04,7Il20  and  10  c.c. 
of  concentrated  sulphuric  acid  per  litre  is 
standardised  against  pure  potassium  ferro- 
cyanide ;  25  c.c.  of  a  solution  of  10  grams  of 
yellow  prussiate  per  litre,  mixed  with  25  c.c.  of 
a  saturated  solution  of  potassium  sulphate, 
25  c.c.  of  water,  and  10  c.c.  of  1:10  sulphuric  acid, 
are  convenient  quantities.  Subsequent  titra- 
tions should  be  made  as  nearly  as  possible  under 
the  same  conditions. 

A  more  accurate  method  is  that  of  W.  Feld 
(Journ.  fiir  Gasbeleuchtung,  47,  565,  1003). 
Ferrocyanide,  equivalent  to  0-3  to  0-5  gram  of 
yellow  prussiate  is  boiled  for  5  minutes  with 
10  c.c.  of  iV-NaOH  and  15  c.c.  of  3  (molecular) 
jV-MgClj.  If  cyanide  is  present,  the  boiling  is 
continued  for  10  minutes  and  the  hydrocyanic 
acid  may  be  distilled  into  caustic  soda  and 
titrated  with  silver  nitrate  with  potassium  iodide 
as  indicator.  100  c.c.  of  boiling  O-liV-HgCla  are 
now  run  in,  and  the  boilmg  continued  for  10 
minutes  to  convert  ferrocyanide  into  mercuric 
cyanide.  This  is  then  distilled  with  30  c.c.  of 
3i\r-sulphuric  acid  for  20-30  minutes,  and  the 
hydrocyanic  acid  collected  in  caustic  soda  and 
titrated  as  before. 

The  estimation  of  the  valuable  constituents 
of  gasworks  products  (cyanide  and  ferrocyanide) 
is  performed  by  triturating  30  to  40  grams  of  the 
material  in  a  mortar  with  excess  of  a  cold  solu- 
tion of  caustic  soda  for  several  hours.  A  little 
ferrous  sulphate  may  be  added  to  convert 
cyanide  into  ferrocyanide.  The  filtrate  is 
treated  with  4  to  5  times  its  volume  of  methy- 
lated spirit.  C'arbonyl  ferrocyanide  (from  2  to 
5  p.c.  of  the  cyanogen  is  usually  present  in  this 
form,  but  exceptionally  as  much  as  20  j).c.  may 
be  present),  sulphocyanide,  sulphide,  and  excess 
of  caustic  soda  remain  in  solution,  whilst  the 
whole  of  the  sodium  ferrocyanide  is  precipi- 
tated. The  precipitate  is  then  treated  by  one 
of  the  methods  described  above  (H.  G.  Colman, 
Analyst,  33  261,  1908;  and  J.  Soc.  Chem.  Ind. 
27,  806,  1908 ;  E.  W.  Skirrow,  ihid.  29,  319, 
1910). 

Sulphocyanide.  Ferrocyanide,  if  present,  is 
first  removed  from  the  solution  by  adding 
iron  alum  after  acidifying  slightly.  Tlie  filtrate 
is  treated  with  acid  sodium  sulphite  in  excess 
and  then  with  copper  sulphate  and  boiled  for 
1  or  2  minutes.  The  precipitate  of  cuprous 
sulphocyanide,  which  may  be  mixed  with  copper 
sulphide,  is  filtered  off  and  washed  with  boiling 
water.  It  is  then  digested  witli  excess  of 
caustic  soda  which  gives  cuprous  hydroxide  and 
a  solution  of  sodium  sulphocyanide.  This  is 
separated  by  filtration,  acidified  with  nitric  acid, 
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and  titrated  with  silver  nitrate,  using  a  ferric 
salt  as  indicator  (Linder,  43rd  Alkali  Report, 
1906,  39). 

Alkali  metals  in  commercial  cyanides.  1  gram 
of  the  substance  is  evaporated  to  dryness  with 
excess  of  hydrochloric  acid.  Traces  of  iron  and 
calcium  arc  removed  by  re-dissolving,  adding 
a  drop  of  ammonium  carbonate,  and  iiltering. 
The  solution  is  again  evaporated  to  dryness, 
and  the  residue  is  gently  fused  and  weighed. 
The  mixture  of  alkaline  chlorides  is  dissolved 
in  water  and  an  aliquot  portion  titrated  with 
silver  nitrate,  using  chromate  as  indicator. 
If  n  gram  of  cyanide  has  yielded  a  gram  of  the 
pure  mixed  chlorides  containing  h  gram  of 
chlorine,  the  percentage  of  potassium  in  the 
cyanide  is  given  by  the  formula 

^2-431a-4-0125^^^^_ 

This  method  is  sufficiently  accurate  for  most 
purposes,  but  the  gravimetric  estimation  of  the 
potassium  as  potassium  platinichloride  must  be 
resorted  to  if  a  greater  degree  of  accuracy  is 
required.  T.  E. 

CYANINE  and  CYANINE  DYESTUFFS  v. 

QUINOLINE  COLOURING  MATTERS. 

CYANOMACLURIN  v.  Jakwood. 
CYANOSINE  V.  TRirnENYLMETHANE  coloue- 

ING  MATTERS. 

/w-CYANURIC  ACID  v.  Fxilminueic  acid. 

CYCLOFORM.  The  trade  name  of  isobutyl 
ester  of  jtf-amino  benzoic  acid  used  as  a  local 
ana?sthetio.  A  white  crystalline  powder,  m.p. 
65°.  Sparingly  soluble  in  water  (0-022  p.c.), 
readily  soluble  in  alcohol  and  ether. 

CYMENES.  Cijmols.  The  name  cymene  was 
first  applied  to  the  hydrocarbon  isolated  by 
Gerhardt  and  Cahours  (Ann.  Chim.  Phys.  [3]  1, 
102  and  372)  from  Roman  oil  of  cumin,  which  is 
the  ethereal  oil  of  Cwninum  cyminum.  Until 
1891  this  hydrocarbon  was  wrongly  called 
79-methylpropylbenzene,  but  in  that  year 
Widman  (Ber.  1891,  439,  970,  1362)  proved  it 
to  be  the  j'.sopropyl-  compound  (see  alfo  Fileti, 
J.  pr.  Chem.  [2j  44,  150).  Frequently,  however, 
the  various  benzene  hydrocarbons  of  the  formula 
(Ji||Hj4  are  grouped  together  under  the  collective 
name  of  cymenes.  No  fewer  than  22  of  these  are 
theoretically  possible,  of  which  18  have  been 
prepared ;  but  only  the  most  irajjortant, 
namely,  cymene  proper  (p-methyl/sopropyl- 
lienzene)  and  the  tetramethylbenzenes  are 
described  here. 

7>  Methyl  /  •-•opropy Ibenzene  ( Cymcn  p ) 
(CH,),CH-CeH,-CH3  (1,  4) 
occurs  ui  Roman  oil  of  cumin  (Gerhardt  and 
Cahours,  I.e.  ;  Briihl.  Ber.  1892,  149  ;  AVolpian, 
Chem.  Soc.  Abstr.  1897,  i.  357)  ;  in  the  volatile 
oil  from  the  seeds  of  the  water-hemlock  (Cicuta 
virosa)  (Trapp,  Annalen,  108,  386)  ;  in  the  oil 
from  Ptycholis  ajoimn  (H.  Miiller,  Ber.  2,  130)  ; 
in  oil  of  thyme  (Lallemand,  Annalen,  102,  119  ; 
Labbe,  Bull.  Soc.  chim.  1898,  [iii.]  1009)  along 
with  thymol  C,„Hj40  and  thymene  C,nH,s ; 
in  eucalyptus  oil  (from  Ettcah/ptus  Globulus) 
(Faust  and  Homeyer,  Ber.  7,  1429 ) ;  in  oil  of 
caraway  (Wolpian,  Chem.  Soc.  Abstr.  1897,  i. 
17)  ;  in  bitter  fennel  oil  (Tardy,  J.  Pharm.  Chim. 
1897,  98)  ;  in  oil  of  lemon  grass  (Barbier  and 
Houveault,  (!ompt.  rend.  121,  1159;  Stiehl,  J. 
pr.  Chem.  1898,  51)  ;  in  oil  of  origanum  (Gilder- 


meister.  Arch.  Pharm.  1895,  174) ;  in  geraniol 
(Semmler,  Ber.  1891,  205)  ;  and  in  American 
petroleum  (Mabery,  Amer.  Chem.  J.  19,  419). 
May  be  obtained  from  camphor  by  abstracting 
from  it  the  elements  of  water 

C,„H,,0  =  CioH,4+H,0, 
by  heating  it  either  with  phosphorus  pentoxide 
(Dumas,  Ann.  Chim.  Phys.  50,  226  ;  Delalande, 
ibid.  [3J  1,  368)  or  with  phosphorus  pentasulphide 
(Pott,  Ber.  2,  121),  or  with  phosphorus  penta- 
chloride  (Lippmann  and  Louguinine,  Bull.  Soc. 
chim.  [2j  7,  374  ;  see  also  Briihl,  I.e.  ;  Tiemann, 
Ber.  1895, 1089).  Various  isomerides  of  camphor 
yield  cymene  by  the  same  treatment.  The 
terpenes  CidHju  may  be  converted  into  cymene 
by  withdrawing  two  atoms  of  hydrogen  :  this 
may  be  effected  in  the  case  of  oil  of  turpentine, 
for  example,  by  distilling  it  with  bromine 
(Oppenheim,  Ber.  5,  94  and  628),  or  better,  with 
iodme  (Kekulc,  ibid.  6,  437).  Old  turpentine 
generally  contains  cymene  (Wallach,  C!hem. 
Zentr.  1898,  i.  572  ;  Kondakow  and  Sohindel- 
meier,  Chem.  Zeit.  30,  722).  It  has  been  ob- 
tainecl  synthetically  from  p-brom?.sopropylben- 
zene  by  means  of  methyl  iodide  and  sodium 
(Widman,  I.e.).  To  prepare  cymene,  camphor 
is  warmed  with  an  equal  weight  of  phosphorus 
pentoxide,  the  cymene  is  poured  off,  treated 
again  twice  with  a  little  phosphorus  pentoxide, 
and  finally  rectified  from  sodium.  The  yield 
varies  from  50  to  80  p.c.  (Fittica,  Annalen, 
172,  307).  It  can  also  be  prepared  from  iso- 
propyhodide,  and  p-bromotoluene  (Reuter,  Chem. 
Zentr.  1892,  i.  625  ;  Briihl,  I.e.)  or  from  iso- 
propylchloride,  toluene  and  aluminium  chloride 
(SUva,  Bull.  Soc.  chim.  [ii.]  43,  321).— Liquid 
boiling  at  177°-177-5°  (corr.);  sp.gr.  0-8670  at 
7-974°  (Perkin,  Chem.  Soc.  Trans.  1896,  1125; 
1900,  267).  With  chromic  acid  it  yields  parato- 
luic  acid  (CHg-CfiH^-COjH)  and  terephthalie  acid 

C,H,(C02H)3(1,  4); 
with    potassium    permanganate,  hydruxy/so- 
propyl benzoic  acid, 

(CH3)2C(OH)C„H4-CO.,H(1,  4). 
Taken  internally,  it   appears  in  the   uriuc  as 
cumic  (25-i6opropylbenzoic)  acid 

(CH3).,CH-C,.H4-CO,H  (1,  4). 
The  preparation  of  cumene  {q.v.)  from  propyl- 
bromide,  benzene,  and  aluminium  chloride,  and 
that  of  cymene  from  p-bromotolueue,  normal 
propylbromide,  and  sodium  (Fittig,  Schaffcr, 
and  Kiinig,  Annalen,  149,  331)  were  for  a  long 
time  the  cause  of  great  confusion  in  ascertaining 
the  constitution  of  members  of  the  cumene  and 
cymene  groups,  as  it  was  not  realised  that  in 
each  case  the  propyl-  group  changed  into  the 
jsopropyl-  grouji  owing  to  the  temperature  of 
the  reaction  not  being  regulated. 
Tetramethylbenzenes  : 

1.  Consecutive    letramet/iylhcii.zene  {I'lrhiii- 
'  tcne)  C„H,(CH3),  (1,  2,  3,  4).    When  sodium 
durcne-sulphonate 

CeH(CH3)4S03Na(CH3-  groups  1,  2,  4,  5,  v.  infra) 
is  dissolved  in  concentrated  sulphuric  acid  and 
allowed  to  stand  for  12  hours,  prchnitene- 
sulphonic  acid  is  formed.  The  mixture  is  di- 
luted with  water,  saturated  with  barium  carbon- 
ate, the  barium  salts  converted  into  sodium 
salts,  and  these,  by  treatment  with  phosphorus 
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pcntaclilorido  and  ammonia,  transformed  first 
into  sulphonic  chlorides  and  then  into  sulphon- 
amides.  Prehnitenesulphonamide  is  separated 
by  means  of  its  sparing  sohibility  in  alcohol, 
and  is  then  hydrolysed  by  heating  with  concen- 
tratwl  hydrochloric  acid  to  170°,  when  it  yields 
prehnitene  (Jacobsen,  Ber.  19,  1213).  Also  ob- 
tainctl  by  heating  bromocumene 

CoH2Br(CH;.)3(CH3,Br,CH3,CH3  :  1,  2,  3,  4) 
with  methyl  iodide,  benzene,  and  sodium,  in  a 
sealed  tube  at  150°  for  12  hours. — Liquid  boil- 
ing at  204°  (corr.);  solidifies  in  a  freezing 
mixture,  and  melts  at  —4°.  Dilute  nitric  acid 
oxidises  it  to  prehnitylic  acid  CbH,,(CH3)3C02H. 

2.  Unsymmetrical  tetramethylbenzene  {Isodu- 
rene)  C^'R„{Ca„).i  (1,  2,  3,  5).  From  bromo- 
mesitylene  {v.  Cumenes),  methyl  iodide  and 
sodium  in  presence  of  benzene  (Jannasch,  Ber. 
8,  356).  Best  by  passing  methyl  chloride  into 
a  mixture  of  mesitylene  and  aluminium  chloride  ; 
C,H3(CH3)3+CH3C1  =  CeH2(CH3),+HCl 

(1,  3,  5)  (1,  2,  3,  5) 

(Jacobsen,  Ber.  14,  2629). — Liquid  boiling  at 
195°-197° ;  solidifies  in  a  freezing  mixture. 
With  dilute  nitric  acid  it  yields  a-t'sodurylic 
acid,  yS-f'sodurylic  acid,  and  mesitylenecarboxylic 
acid,  isomeric  acids  of  the  formula 

C5H2(CH3)3C02H, 

and  dimethyl  wophthalic  and  dimethyltere- 
phthalic  acids,  isomeric  acids  of  the  formula 
C,H2(CH3)2(COoH),  (Jannasch  and  Wciler,  Ber. 
1894,  3441  ;  1895,  531)  ;  potassium  permangan- 
ate ultimately  converts  it  into  meUophanic  acid 
CoH2(C02H).,  (1,  2,  3,  5). 

Symmetrical  tetramethylhemene  (Durene) 
CgH,(CH3)4  (1,  2,  4,  5).  Occurs  in  coal  tar 
(Schiilze,  Ber.  18,  3032).  By  the  action  'of 
sodium  on  a  mixture  of  bromopseudocumene 
(C!eH2(CH3)3Br  (I,  2,  4,  5),  methyl  iodide  and 
sodium  (Jannasch  and  Fittig,  Zeitsch.  Chem. 
1870,  161).  From  toluene  and  methyl  chloride 
in  presence  of  aluminium  chloride  (Friedel  and 
Crafts,  Ann.  Chim.  Phys.  [6]  1,  461).  From 
o-  or  p-xylene,  methyl  chloride  and  aluminium 
chloride  (Jacobsen,  Ber.  14,  2629).  From 
pseudocumene,  methyl  iodide,  and  aluminium 
chloride  (Riigheimer  and  Hankel,  ibid.  1896, 
2173). — Crystalline  mass,  smelling  like  camphor  ; 
melts  at  79°-80°,  and  boils  at  189°-191° 
(Jacobsen).  Yields  by  oxidation  with  potassium 
permanganate,  finally  pyromellitic  acid 
C,H2(C02H),  (1,  2,  4,  5). 

CYMOLS  V.  Cymenes. 

CYMOPHENOL  v.  Camphors. 

CYPRIAN  VITRIOL.  Copper  sulphate  {v. 
Copper). 

CYSTINE,  fi-disulphido-a-aminopropionic  acid, 
H02C-CH(NH2)-CH2-S-S-CH2-CH(NH2).C02H, 
first  discovered  by  Wollaston  in  a  urinary 
calculus  (Phil.  Trans.  1810,  223) ;  is  a  product  of 
proteid  metabolism  under  certain  pathological 
conditions  (Blum,  Beitr.  chem.  Physiol.  Path. 
1903,  5,  1  ;  Wolf  and  Shaffer,  Amer.  J.  Physiol. 
19  ;  LoebLsch,  Annalen,  182,  231  ;  Niemann, 
ihid.  187,  101  ;  Thiele,  Trans.  Path.  Soc.  1907, 
58,  255),  which,  according  to  Abderhalden 
(Zeitsch.  physiol.  Chem.  1903,  38,  5.'i7),  an; 
hereditary.  Dreschel  found  cystine  as  a  normal 
product  of  metabolism  in  the  liver  of  horse 
(Arch.  Anat.  Physiol.  1891,  243)  and  porpoise 


(Zeit.  Biol.  1896,  33,  85)  It  was  found  by 
Kulz  (ihid.  1890,  27,  415)  among  the  soluble 
products  of  an  artificial  pancreatic  digestion  of 
fibrin  ;  and  is  a  constant  product  of  hydrolysis 
of  keratin  (Miirner,  Zeitsch.  physiol.  Chem. 
1899,  28,  595);  Buchtala  (ihid.  1907,  52,  474) 
obtained  the  following  percentages  of  cystine 
from  the  mateiials  mentioned :  human  hair, 
13-14-5  ;  human  nails,  6-15  ;  horsehair,  7-98  ; 
horse's  hoofs,  3-20 ;  ox  hair,  7-27  ;  hoofs  of 
oxen,  5-37;  pigs'  bristles,  7-22  ;  pigs'  hoofs,  2-17. 

According  to  Folin  (J.  Biol.  Chem.  1910,  8, 
9),  cystine  is  most  readily  prepared  from  wool  by 
boiling  it  in  a  reflux  apparatus  for  5-0  hours 
with  twice  its  weight  of  strong  hydrochloric 
acid,  or  until  it  ceases  to  give  the  biuret  reaction  ; 
on  removing  the  free  hydrochloric  acid  by  the 
addition  of  solid  sodium  acetate,  a  dark  heavy 
precipitate  of  cystine  is  obtamed  ;  this  is  purified 
by  decolourising  a  solution  in  3-5  p.c.  hydro- 
chloric acid  with  bone-black,  and  precipitating 
the  cystine  in  the  hot  filtrate  by  hot  concentrated 
sodium  acetate  solution. 

The  cystine  of  urinary  calculus  is  identical 
with  that  obtained  from  protein  hydrolysis 
(Rothera,  J.  Physiol.  1905,  32,  175  ;  Alsberg  and 
Folin,  Amer.  J.  Physiol.  1905,  14,  54  ;  Fischer 
and  Suzuki,  Zeitsch.  physiol.  Chem.  1905,  45, 
405),  and  was  proved  to  be  fi-disulphido-a-amino- 
propionic  odd)  by  Friedmann  (Beitr.  Chem. 
Physiol.  Path.  1902,  2,  433).  This  view  of  its 
constitution  was  confirmed  by  the  synthesis  of 
racemic  cystine  from  ethyl  monobenzoylserine. 
obtained  by  reducing  ethyl  formylhippurate,  the 
product  of  the  condensation  of  ethyl  formate  and 
ethyl  hippurate.  On  heating  ethyl  mono- 
benzoylserine with  phosphorus  pentasulphide, 
and  hydrolysing  the  j)roduct,  cystein  is  obtained, 
and  this  is  readily  converted  into  cystine  by 
oxidation  with  air  in  an  ammoniacal  solution: 
H-COjEt+NHBz-CH.-COaEt 

->CH0-CH(NHBz)-C02Et 

->0H-CH2-CH(NHBz)C0.>Et 

->SH-CH2-CH(NHBz)-C02Et 

->SH-CH2-CH(NH2)-C02H 
->C02H-CH(NH2)-CH,S-S-CH2-CH(NH2)-C0.,H 

(Erlenmeyer,  Ber.  1903,  36,  2720).  Fischer  and 
Raske  (ibid.  1908,  41,  893)  also  obtained  r- 
cystine  from  cZi-a-amino-;8-chloropropionic  acid 
hydrochloride  by  heating  it  with  barium  hydro- 
sulphide  at  100°  in  sealed  tubes,  and  oxidising 
the  product  by  atmospheric  oxygen  in  the 
presence  of  ammonia.  From  the  natural 
Z-serine  the  authors  obtained,  by  a  similar 
process,  an  optically  active  cystine  which  is 
identical  with  the  Z-cystine  obtained  from  natural 
sources. 

Cystine  crystallises  in  thin  colourless  hexa- 
gonal plates  ;  it  has  no  melting-point,  but  decom- 
poses slowlv  at  258°-261°  (Neuberg  and  Mayer, 
Zeitsch.  physiol.  Chem.  1905,  44,  472).  It  is 
sparingly  soluble  in  water,  insoluble  in  alcohol 
or  acetic  acid,  soluble  in  acids  or  alkalis.  The 
cystine  molecule  contains  two  asymmetric  carbon 
atoms,  and  Zcew-cystine,  the  naturally  occurring 
varietv,  has  [a]  —97-5°  in  ammonia,  or  —223° 
in  hydrochloric  acid  solution  (Caskell,  J.  Physiol. 
1907,  30,  142).  Z-Cystine  is  converted  to  tlie 
extent  of  50  p.c.  into  r-cystine  by  heating  with 
excess  of  hydrochloric  acid  of  sp.gr.  l-l:.'4,  at 
105°  for  12-15  hours;  this  decomposes  at  the 
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same  temperature  as  the  active  isomeride,  is 
three  times  as  soluble  in  water,  and  can  be 
resolved  into  the  active  components  ljy  the 
action  of  Aspergillus  nig<r,  the  I-  conijxnnul 
being  consumed. 

Cystine  is  readily  reduced  to  ci/stciii  (a-arniiio- 
^-thiolpropionic  acid)  HS-CH,-CH{NH2)-C0jH 
(Baumann,  Zeitsch.  i)h}'siol.  Chem.  1882,  8, 
300;  Mauthner,  Zeit.  Biol.  1901,  42,  17fi), 
which  can  be  converted  by  the  action  of  Iji'ominc 
water  into  ci/sfoic  acid  (a-amiiio-fi-sulplLO pro- 
pionic acid)  'H03S-C'H.,-(;H(NH,)-C02H,  and 
from  this,  by  loss  of  carbon  dioxide,  taurine 
NH„-CH„-CH.,-S03H  is  obtained  (Friedmann, 
Beitr.  Chem."  Physiol.  Path.  1902,  2,  433). 
According  to  Von  Bergmann  (ibid.  1903,  4,  92), 
the  normal  taurine  in  the  bile  originates  from 
the  cystin  groups  contained  in  the  ingested 
protein.  Cystein  yields  cystine  on  oxidation,  the 
change  occurring  spontaneously  in  alkaline 
solution,  although  the  rate  is  increased  by  the 
addition  of  a  mixture  of  ferric  chloride  and 
potassium  cyanide  (Mathews  and  Walker,  J. 
Biol.  Chem.  1909,  0,  289). 

When  cystine  is  given  with  food,  it  is  com- 
pletely oxidised  to  sulphate  and  excreted  as 
such  ■  (Rothera,  J.  Physiol.  1905,  32,  175). 
Baumann  and  Preusse  (Zeitsch.  physiol.  Chem., 
1881,  5,  309;  Ber.  18,  258)  found  that  when 
bromobenzene  was  administered  to  animals,  it 
was  excreted  as  hromophenylcy stein 

CO,H-CH(NH2)-CH,-"s-C„H4Br, 
a  compound  crystallising  in  glittering  needles 


or  plates  ;  m.p.  180°-182°,  and  yielding  a  blue 
crystalline  cojrper  salt  (C|,HgBriSN02)aCu. 

Derivatives. — Cystine  forms  sparingly  soluble 
salts  with  copper,  CuH,|,04N„8.,Cu  ;  or  ni.crcuri/, 
C„H,0,N,S2Hg2,HgCl,  ; 
2C6H,„0,N,S2Hg,HgCl.„7H„0  ; 
2C,H,0,N;S,Hg.„Hg(N0,);. 
Benzoijlcystine  CeHjnO.iNaSaBz,,,  m.p.  I56°-15S'', 
crystallises  in  needles  and  forms  a  sparingly 
soluble  sodium  salt  (Goldmann  and  Baumann, 
Zeitsch.  physiol.  Chem.  1888,  12,254).  CysHiie- 
phenylhi/dantoin    is   a    well-delined  crystalh'ne 
compound,  and  is  used  for  identifying  cystine. 
Cystine  ethyl  ester  hydrocliloride 

S2[CH,,-CH(NH.,)-C02EtJ.,,3HCl 
forms  colourless  needles,  m.p.  185°,  with 
decomposition  (Friedmann,  Beitr.  Chem.  Phy- 
siol. Path.  1902,  3,  1).  Numerous  acyl-  deriva- 
tives of  cystine  have  been  described  by  Fischer 
and  Suzuki  (Zeitsch.  physiol.  Chem.  1906,  45, 
405  ;  Fischer  and  Gerngross,  Ber.  1909,  42, 
I4S5).    Of  these  di-l-lenryl-l-cystine 

S,[CH2-CH(CO,H)Nh'-CO-CH(NH2)C,,H9]o 
is  a  granular  powder,  turns  yellow  at  200°,  and 
decomposes    at    a    higher    temperature,  has 

[a]"   — 136-6°,  or,  when  obtained  in  a  crystalline 

form,  has  [a]     -141-4°;  it  gives  a  reddish-violet 

colour  with  copper  sulphate ;  is  precipitated 
by  ammonium  sidphate,  and  may  be  termed 
an  uUinmose.  M.  A.  W. 

CYTISINE  V.  Vegeto-alkaloids. 


DAGUERREOTYPE  v.  Photography. 

DAHLIA.  Syn.  Hofrnann's  violet.  Primula 
{v.  Trtphenylmethane  coLOTTRmG  matters). 

DAHMENITE  r.  Explosives. 

DAMASCENINE  v.  Vugeto-ai^kat.oii.s. 

DAMMAR  RESIN,  DAMMARYL,  DAM- 
MARYLIC  ACID  r.  Resins. 

DANDELION  ROOT.  Taraxari  radix. 
{Pissenlit,  Fr.  ;  Liiirenzahnumrzel,  Ger.)  The 
root  of  the  common  dandelion,  Taraxacum  offi- 
cinale (Weber)  (Bentl.  a.  Trim.  159),  is  u.sed  in 
medicine  for  its  mild  laxative  and  tonic  pro- 
perties. It  is  administered  cither  in  the  form  of 
expressed  juice  or  weak  spirituous  extract.  The 
roots  employed  should  be  collected  in  the  autumn. 
(For  a  summary  of  the  earlier  chemical  examina- 
tions of  the  root,  see  Pereira,  Mat.  Med.  1853,  [2] 
1574.)  According  to  Kromayer  (Arch.  Pharm. 
105,  6),  there  separates  from  the  milky  juice  on 
standing  a  coagulum,  '  leontodonium,'  from 
which  hot  water  dissolves  a  bitter  substance. 
The  bitter  compound  is  removed  from  the 
solution  by  animal  charcoal,  from  which  it  is 
extracted  by  alcohol,  and  after  further  purifica- 
tion constitutes  the  taraxacin  of  Kromayer.  A 
similar  taraxaein  in  warty  crystals  had  been 
jireviously  described  liy  Polex  (Arch.  Pharm. 
I!),  50).  From  that  part  of  tlie  coagulum  left 
undissolved  by  the  water,  alcohol  extracts 
crystalline  lariixac(rin  f!,^H|,,0  (Kromayer). 


Among  the  other  constituents  of  the  root  are 
inulin  (Frickinger,  Rej).  Pharm.  23,  45 ;  Wide- 
mann,  ihid.  43,  281  ;  Overbeck.  Arch.  Pharm.  23, 
240)  and  levulin  (Dragendorff,  Sachs.se's  Farb- 
stoffe.  125).  Mannite,  which  had  been  often  found 
in  the  juice,  was  shown  hy  T.  and  H.  Smith  not 
to  pre-exist  in  the  root,  but  to  be  a  product  of 
fermentation  (Pharm.  J.  8,  480).  In  the  root 
collected  in  October  Dragendorff  found  24  p.c. 
of  inulin,  while  that  collected  in  March  contained 
only  1-7  p.c.  associated,  however,  with  17  p.c. 
of  uncrystallisable  sugar  and  19  p.c.  of  levulin. 
The  last-mentioned  compound  is  an  isomeride 
of  inulin,  being  distinguished  by  its  solubility  in 
cold  water,  the  sweetness  of  the  solution,  and 
by  the  absence  of  any  action  on  polarised 
light. 

The  leaves  and  stalks,  but  not  the  root  of  the 
dandelion,  contains  inositc  (Marmc',  Annalen, 
129.  222).  A.  S. 

DAPHNETIN.  Daphnetin  is  present  in  the 
form  of  its  glucosidc  tiaphnin  in  the  bark  of  the 
Daphne  alpina  (Linn.)  and  D.  Mezereum  (Linn.). 

The  alcoholic  extract  is  digested  with  boiling 
water,  filtered,  and  treated  with  lead  acetate 
solution.  The  jsrecipitate  is  removed,  basic  lead 
acetate  added  to  the  filtrate,  the  lead  conipounf! 
of  the  glucosidc  decomposed  with  sulpluiretf cd 
hydrogen,  and  the  solnl  ion  e\  ;ip<ii'ated  (Zwenger, 
Annalen,  1  15,  S). 
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Daphnin  Cii-,Hib09,2H20  crystallises  in 
prisms,  melting  at  200°,  and  dissolves  in  alkaline 
solutions,  with  a  yellow  colour.  It  is  liydrolys3d 
by  boUing  dilute  acids  with  formation  of 
daphnetin  and  glucose : 

C,,H,,0,+H,0  =  C,H,0,+C„Hi,0,. 

Daphnetin  CgHgO.i  forms  pale-yellow  needles, 
is  soluble  in  alkalis,  with  a  yellow  colour, 
and  gives  a  yellow  precipitate  with  lead  acetate 
solution.  On  acetylation,  a  diacetyl-  derivative 
GgH404(C2H30)2  is  obtained,  and  by  means  of 
ethyl  iodide  a  diethijl  ether  CgH402(OEt)2  is 
produced.  When  daphnetin  diethyl  ether  is 
boiled  with  caustic  soda  solution,  the  diethyl 
ether  of  daphnetinic  acid 

is  probably  produced  in  the  form  of  its  sodium 
salt,  which  when  ethylated  gives  the  triethyl 
derivative  : 

(OEt)2C6H2C^^g^Qjj.(.Q 

By  oxidising  daphnetinic  acid  triethyl  ether 
triethoxybenznldehyde.  is  formed,  which  is  readily 
converted  into  triethoxybenzoic  acid.  The 
.silver  salt  of  this  acid,  when  destructively 
distUled,  gives  pyrogallol  triethyl  ether.  Daph- 
netin is  accordingly  a  dihydroxycoumarin,  and 
has  the  following  constitution  : — 

OH 

OH;^^— 0— CO 
I 

^  ^-ch=(.;h 

(Will  and  Yung,  Ber.  1884,  17,  1081). 

It  has  been  synthetically  prepared  by  heating 
pyrogallol  with  malic  acid  in  the  presence  of 
.sulphuric  acid  (Pechmann,  Ber.  17,  933) : 
C4H„03+C,H3(OH)3=C,He04+C02+2H20  +  H2 
and  by  the  condensation  of  pyrogallic  aldehyde 
with  sodium  acetate  (Gattermann  and  Koebner, 
Ber.  1899,  32,  287) : 

CeH2(OH)3-CHO+CH3-COOH=C3Hg04+2H20. 

Daphnetin  is  a  yellow  colouring  matter,  and 
gives  with  mordanted  woollen  cloth  the  following 
shades  :— 

Chromium      Aluminium  Tin  Iron 

Olive  yellow  Pale  oliveyellow  Very  paleyellow  Olive  black 

(Perkin  and  Wilson,  Chem.  Soc.  Trans.  1903,  83, 
134)  (?;.  Lactones).  A.  G.  P. 

DAPICHO  or  ZASPIS.  The  South  American 
name  for  the  caoutchouc  which  exudes  from  the 
roots  of  Hevea  guianensis  (Aubl.). 

DARWINITE  V.  Domeykite. 

DATE.  The  fruit  of  the  date  palm,  PJimnix 
dactylifera.  A  palm  of  the  tropics  of  Africa  and 
the  East  Indies.  It  furnishes  food  to  a  large 
population  in  Egypt  and  Arabia. 

The  fruit  grows  in  bunches  of  from  15  to 
20  lbs.  weight,  and  a  tree  usually  produces 
about  20  bunches  annually.  The  date  palm  also 
jrields  a  sweet  sap,  which  flows,  when  incisions 
are  made  in  the  trunk,  almost  continuously  from 
November  to  March  ;  the  sap  is  clarified  and 
boiled  down,  when  a  brown  sugar,  known  as 
jaggery,  is  obtained  (Bied.  Zentr.  1884,  284). 


Analyses  of  the  flesh  of  dates  give  : 
Sol .  carbo- 

Water  Protein  Fat  hydrates  Fibre  Ash 
28-8        1-9        trace        63-1        2-7  1-G 

Dried  dates,  according  to  Kfinig,  have  the 
mean  composition  : 

Tree  Other  carbo- 
Water  Protein  Fat   Sugar   acid    hydrates  Fibre  Ash 
18-5     1-9     0-6    67-2    1-3       4-3       3-8  1-8 

Among  the  '  soluble  carbohydrates '  is  in- 
cluded about  3  p.c.  of  pentosans,  while  the  date 
stone  contains  about  2-7  p.c.  of  the  same  sub- 
stances (Wittmann,  Zeitsch.  landw.  Versuchs. 
Oesterreich.  1901,  4,  131). 

Konig  gives,  as  the  composition  of  the  date 
stone  : 

Nitrogen 

Water  Protein  Fat  free  extract  Fibre  Ash 
7-7       5-2     9-0         53-0  24-0  M 

Dates  are  sometimes  used  as  cofiee  substitutes, 
the  whole  fruit  being  occasionally  employed, 
but  more  usually  the  stones  only. 

Konig  gives  as  the  composition  of  '  date- 
coffee  '  : 

Other  cavbo- 

Water  Protein  Fat  Sugar  hydrates  Fibre  Ash 
6-6      5-5      7-9      2-2      48-7       27-8  1-3 

yielding  about  14  p.c.  of  its  weight  to  water. 

H.  I. 

DATHOLITE  v.  Datolite. 

DATISCA  CANNABINA  (Linn.).  This  is  a 
tall,  erect  herb,  resembling  hemp,  belonging  to 
the  DatincecE,  and  met  with  in  the  temperate 
and  sub-tropical  Western  Himalayas  from 
Kashmir  to  Nepal.  The  root,  known  as  Alcalhir, 
is  extensively  used  in  Kashmir  and  throughout 
the  Himalayas  as  a  yeUow  dyestuff  chiefly  on 
alum-mordanted  silk ;  but  the  colouring  matter 
appears  to  be  present  in  the  whole  plant,  for 
the  leaves  and  twigs  can  also  be  employed  for 
the  same  purpose. 

The  leaves  of  the  Batisca  cannahina  were 
first  examined  by  Braconnot  (Ann.  Chim.  Phys. 
[2]  iii.  277),  who  isolated  from  them  a  crystalline 
substance  which  he  named  datiscin.  Some- 
what later  it  was  shown  by  Stenhouse  (Annalcn, 
1856,  98,  107)  that  this  compound  is  a  glucoside, 
and  when  hydrolysed  is  converted  into  a  sugar, 
together  with  a  yellow  colouring  matter,  datis- 
cetin  G,5H,|)0f,. 

Schunck  and  Marchlewski  (Annalen,  278, 
261),  however,  considered  that  the  formula 
CjjHjjOfi  was  preferable,  and  showed  that,  on 
fusion  with  alkali,  datiscetin  gives  salicylic  acid. 
By  the  action  of  dilute  nitric  acid,  a  nitro- 
salicylic  acid  was  produced,  whereas  with  strong 
nitric  acid,  picric  acid,  as  already  indicated  by 
Stenhouse,  was  formed.  Datiscetin  appeared  to 
contain  methoxyl  groups,  and  was  at  that  time 
considered  by  the  authors  to  be  most  probably 
a  xanthone  derivative. 

Korczynski  and  Marchlewski  (Ann.  d.  Akad. 
Krakau,  1906,  95),  have  shown  that  pure  datis- 
cetin C.jHjnO,,  does  not  contain  methoxy- 
groups.  It  consists  of  yeUow  needles,  m.p.  268"- 
269°,  soluble  in  alkaline  solutions,  with  a  yellow 
colour,  and  gives,  with  sulphuric  acid,  a  yellow 
liquid  possessing  a  green  fluorescence.  When 
boiled  with  strong  alkaline  solutions,  phenol  and 
salicylic  acid  arc  produced. 
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Tetraacelijldatiscetin  Ci5HeO|i(C2H30)4  forms 
colourless  needles,  and  melts  at  138° ;  and  tetra- 
benzoyldatiscetin  Gj,^lcifif,(G-,li._^0)^  gives  colour- 
less needles,  m.p.  190°-I91°.  Korczynski  and 
Marchlewsld  consider  that  datiscetin  is  most 
probably  a  flavone  derivative,  isomeric  with 
liiteolin  and  tisetiii. 

Datiscin  CoiHaiOij  (S.  and  M.),  the  gluco- 
side,  crystallises  in  silky  needles,  which  melt  at 
about  190°,  and  dissolve  in  alkaline  solutions 
with  a  yellow  colour.  Hydrolysis  with  dilute 
sulphuric  acid  yields  datiscetin  and  rhainnose, 
not  datiscetin  and  glucose,  as  stated  by  Sten- 
liimse  {I.e.). 

The  dyeing  properties  of  datisca  root  on 
wool  are  very  similar  ti>  those  of  old  fustic. 
It  is,  however,  slightly  inferior  in  dyeing  power. 
On  cotton  it  dyes  more  like  quercitron  bark,  in  so 
far  that  the  olives  obtained  on  iron  mordant  are 
bluer  in  shade,  as  though  some  tannin  matter 
were  present.  It  appears  to  have  about  the 
same  colouring  power  iis  quercitron  bark,  but 
gives  a  brighter  3'ellow  with  aluminium  mordant. 
Applied  to  wool,  it  differs  from  quercitron  baric 
by  giving  with  chromium  mordant  an  olive- 
yellow,  which  is  not  of  suc^h  a  reddish  tinge,  and 
with  tin  mordant  a  bright  yellow  instead  of  an 
orange.  It  is  an  excellent  dyestuff,  and  worthy 
to  rank  with  the  natiuul  yellow  mordant  colour- 
ing matters  at  present  in  use  (Hummel  and 
Perkin,  J.  Soc.  Chem.  lud.  1895,  14,  458). 

A.  G.  P. 
DATISCIN  V.  Datisca  cannabina. 
DATISCETIN  v.  Datisca  cannabina. 
DATOLITE.  A  native  boro-silicate  of  calcium, 
discovered  near  Arendal,  in  Norway,  by  Esmark, 
in  1806.  It  derives  its  name  from  SaTeo/xai,  '  to 
divide,'  in  allusion  to  its  readily  breaking  with 
a  granular  fracture  ;  Werner,  however,  incor- 
rectly spelt  it  Datholith,  whence  it  has  been 
supposed  that  the  name  is  connected  with  Sddos, 
'  turbid,'  though  the  best-marked  varieties  are 
remarkable  for  their  transparent  vitreous  cha- 
racter. The  mineral  crystallises  in  the  monoclinic 
system,  but  occurs  also  massive,  and  a  variety 
from  Lake  Superior,  of  opaque  white  colour,  is 
so  compact  as  to  resemble  unglazed  porcelain. 
H.  =  5  to  5-5  ;  sp.gr.  2-8  to  3-4.  Analyses  agree 
closely  with  the  formula  HCaBSiOj,  correspond- 
ing w'ith  SiO„  37-G  p.c. ;  BoOg,  21-8  p.c.  ;  CaO, 
35-0  p.c.  ;  HjO,  5-6  p.c. 

Datolite  is  occasionally  found  in  the  trap 
rocks  of  Scotland,  especially  in  the  Kilpatrick 
Hills.  The  finest  crystals  are  found  at  Bergen 
Hill,  New  Jersey,  and  Westfield,  Massachusetts. 
It  occurs  in  veins  of  silver  ore  at  Anch'easberg 
in  the  Harz  ;  in  granite  at  Baveno,  near  Lago 
Maggiore ;  in  serpentine  at  Monte  Catini  in 
Tuscany,  and  in  the  Lizard  district  in  Corn- 
\y:i\\ ;  and  in  amygdaloidal  rnelaphyre  at 
'I'lieiss  in  Tyrol,  and  many  other  localities.  A 
botryoidal  variety,  from  Arendal  in  Norway, 
containing  as  much  as  8-()  p.c.  of  water,  is  dis- 
tinguished as  Bolryolitc.  At  Haytor  m  Devon- 
sliire,  a  rare  pseudoraorpli  was  formerly  found, 
consisting  of  large  cry.stals  of  datolite  com- 
liletely  replaced  by  quartz  ;  this  mineral  is 
known  as  Haytorite.  (For  an  exhaustive  de- 
scription of  datolite,  with  bibliography,  v.  0. 
Liidecke.  Ueber  Datolith  :  cine  mineralogische 
Monograph,  Zeitschr.  f.  Naturwiss.  Halle,  [4] 
7,  1888,  235-403.)  P.  W.  R. 


DATURA  STRAMONIUM.  Tlwm  -  apple. 
(Stramoinc,  Fv.  :  Stechapfd,  Ger.)  The  seeds 
and  leaves  of  Datura  .<tramoniuvi  (Linn.)  are 
employed  in  medicine  for  their  sedative  ami 
narcotic  properties.  The  former  are  adminis- 
tered in  the  form  of  tincture  or  solid  alcoholic 
extract,  and  the  latter  are  smoked  as  a  remedy 
for  asthma.  According  to  De  Ciandolle,  the 
plant  is  indigenous  to  the  neighbourhood  of  the 
Caspian  Sea,  whence  it  has  spread  throughout 
the  temperate  and  warmer  parts  of  the  world 
(Fliick.  a.  Hanb.  2nd  cd.  ;  Bentl.  a.  Ti  im. 
192). 

Like  other  drugs  derived  from  the  Solanacec, 
the  physiological  action  of  datura  depends  upon 
the  presence  of  poisonous  alkaloidal  constituents. 
What  appeared  to  be  a  single  alkaloid, '  daturine,' 
was  isolated  by  Geyger  (Annalen,  7,  272).  Von 
Planta  {ibid.  74,  240,  and  252),  and  subsequently 
Ladenlmrg  (*2V7.  206,  279)  and  Schmidt  {ibid.  208. 
190;  Arch.  Pharm.  [3]  22,  329),  have,  however, 
proved  that  '  daturine  '  is  a  mixture  of  h.yoscya- 
III  ine,  the  alkaloid  of  henbane,  and  its  isomeride 
atropine,  originally  obtained  from  belladonna. 
In  belladonna  atropine  was  supposed  to  exist 
together  with  hyoscyamine,  but  it  has  been 
observed  that  in  the  extraction  of  the  alkaloids, 
the  relative  proportion  of  the  one  to  the  other 
depends  upon  the  mode  of  working.  With 
greater  care,  the  yield  of  hyoscyamine  is  increased, 
and  that  of  atropine  diminished,  and  it  is  possible 
to  obtain  the  whole  of  the  alkaloid  as  hyoscya- 
mine. This  fact  has  been  investigated  by  W. 
Will  (Ber.  21,  1719),  who  finds  that  hyoscyamine 
may  be  easily  converted  into  atropine  by  the 
action  of  alcoholic  solutions  of  alkalis  or  by  heat 
alone.  It  is  probable,  therefore,  that  in  bella- 
donna, and  possibly  also  in  datura,  hyoscyamine 
only  is  present  in  the  plant,  and  that  it  is  con- 
verted more  or  less  into  atropine  during  the 
process  of  extraction  (cf.  Schmidt,  Ber.  21,  1829  ; 
Will  and  Bredig,  ibid.  21,  2777).  Laden- 
burg,  however,  questions  this  view  {ibid.  21, 
3065). 

Scopolamine  is  also  present  in  the  leaves  and 
stalks  of  Dalura  stramonium  (Schutte,  Arch. 
Pharm.  229,  492  ;  Beckurts,  Chem.  Zenti-.  1906, 
ii.  916). 

The  seeds  yield  about  one-quarter  of  their 
weight  of  a  bland  fixed  oil,  from  which  Gerard 
(Com])t.  rend.  111.  305)  has  isolated  dnluric  acid 
Cj-Hj^Oo.  It  consists  of  slender  needles,  which 
melt  at  55°.  Two  other  acids  have  also  been 
isolated  (Holde,  Chem.  Zentr.  1902,  ii.  1417). 
(For  a  method  of  estimation  of  the  alkaloids,  see 
Schmidt,  ibid.  1900,  i.  376;  Andrews.  Chem. 
Soc.  Trans.  1911,  99,  1S7I). 

Other  species  of  datura  have  been  investi- 
gated by  Van  den  Driessen  Mareeuw  {ibid.  1899, 
i.  539) ;  Kucher,  Arch.  Pharm.  243,  309  ;  Schmidt, 
ibid.  244,  66  ;  Pyman  and  Reynolds,  Chem.  Soc. 
Trans.  93,  2077;  Andrews,  I.e.).  A.  S. 

DATURIC  ACID  C,„H3.,C00H  occurs  as  a 
glyceridc  in  the  oil  from  the  seeds  of  Datura 
■strainoniurn  (GcTard,  Ann.  Chim.  Phys.  [6]  27, 
.555)  ;  m.p.  .55°. 

DATURINE  V.  Datura  stbammnium. 

DAUCINE  Vegeto-alkaloids. 

DEAD  DIPPING.  T'he  process  of  producing 
a  pale-yellow  dead  surface  on  ornamental  brass- 
work-.  The  l)rasswork,  after  the  final  stamping, 
with  its  adhering  black  scale  from  the  annealing 
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oven,  is  placed  in  dilute  nitric  acid  until  the 
scale  is  detached,  when  it  is  removed  and 
washed  with  water.  It  is  next  plunged  into 
stronger  nitric  acid,  and  wlien  its  surface  is 
covered  with  minute  gas  bubbles,  it  is  washed 
in  a  solution  of  argol  and  dried  in  hot  saw- 
dust. 

DEAD  OIL.  The  higher  boiling  fractions  of 
shcile  oil,  from  which  the  greater  portion  of  the 
.solid  paraffin  has  been  cr\  st;illiscd  out. 

m-DECAHEXANEDICARBOXYLIC  ACID 

COaHLCHjJicCOaH.  Prepared  by  the  electro- 
lysis of  an  aqueous  solution  of  the  potassium 
salt  of  the  monoethyl  ester  of  suberic  acid,  and 
hydrolysing  the  diethyl  ester  thus  formed 
(Brown  and  Walker,  Annalen,  261,  125); 
m.p.  118°. 

DECAMETHYLENEDICARBOXYLIC  ACID 

eOaHiCHaJio-CO.H.  Prepared  by  heating  the 
methyl  ester  of  bromundecylic  acid  with  alcohol 
and  potassium  cyanide,  and  hydrolysing  the 
product  with  alcoholic  potassium  hydroxide 
(Nordlinger,  Ber.  1890,  2357)  ;  m.p.  124-5°- 
125-5°. 

DECATOIC  ACIDS  C,„H2„02. 

1.  Capric  acid  CH3(CH2)3COOH  is  found  as 
a  glyceride  in  the  butter  of  the  cow  and  goat, 
and  in  cocoa-nut  oO,  in  association  with  caproic 
and  caprylic  acids.  Many  fusel  oils  also  contain 
it  (Fischer,  Annalen,  118,  307  ;  Grimm,  ibid. 
157,  264  :  Rowney,  ibid.  79,  236),  and  it  is  found 
as  woamyl  caprate  in  certain  Hungarian  wines, 
and  is  formed  by  the  oxidation  or  distillation  of 
oleic  acid  (Redtenbacher,  ibid.  60,  45),  and  by 
heating  octylacetoacetio  ester  with  alcoholic 
potash  (Guthzeifc,  ibid.  264,  5).  A  white  crystal- 
Ime  substance  of  m.p.  31-3°;  b.p.  268-4°  (corr.); 
sp.gr.  0-8858  at  40°/4°;  possessing  a  goat-like 
smell ;  insoluble  in  cold  water,  but  slightly 
soluble  in  boiling  water. 

2.  Diisobutylacetic  acid, 

[CH(CH3)2CH2]2GH-COOH 
Obtained   by  heating  diisobutylmalonic  acid 
(Bentley  and  Perkin,  Chem.  Soc.  Trans.  1898, 
62)  :  b.p.  225°-230°  (730  mm.). 

DECHENITE  v.  Vanadium. 

DECOIC  ACID,  CAPRIC  ACID  v.  Decatoic 

ACID. 

DEGRAS,  or  SOD  OIL,  is  the  waste  fat 
obtained  in  the  chamoising  process,  and  is  used 
for  currying  purposes,  i.e.  dressing  bark-tanned 
or  chrome-tanned  leather.  The  skins  which 
are  to  be  converted  into  chamois  leather,  are 
first  'limed,'  the  hair  is  then  removed  and  the 
unhaired  hides  are  '  drenched,'  i.e.  placed  in  a 
'  sour  bath,'  in  which  the  free  lime  is  neutralised 
through  an  acid  fermentation  settincj  in,  caused 
by  Bacillus  furfnris.  The  skins  are  then  stretched 
and  well  rubbed  with  whale  oH,  or  cod  (liver)  oU, 
in  the  United  States  with  Menhaden  oO,  and 
worked  in  '  stocks,'  so  as  to  become  thoroughly 
saturated  with  the  oil.  The  skins  are  then 
exposed  to  the  air,  and  the  process  of  rubbing 
with  oil  and  stamping  in  the  stocks  is  repeated 
until  enough  oil  has  been  absorbed.  By  ex- 
posure to  the  atmosphere,  a  portion  of  the  oU 
becomes  changed,  and  is  most  liltely  converted 
into  the  glycerides  of  '  oxidised '  acids.  In 
order  to  promote  the  oxidation  of  the  oil,  the 
skins  are  heaped  together  in  a  warm  room,  and 
covered  carefully  with  canvas,  so  as  to  keep 
the  generated  heat  in  the  heap  whereby  a  large  I 


proportion  of  the  oil  is  converted  into  '  oxidised  ' 
oU.  The  buUc  of  the  oil  is  expressed  from  the 
skins  by  pressure,  the  remainder  of  the  oU  re- 
tained by  the  skins  ))eing  removed  by  one  of  the 
two  following  methods,  known  respectively  as  the 
English  and  German  method,  or  the  French 
method.  In  the  English  and  German  method, 
the  skins  are  washed  with  aUtaline  lyes  ;  the 
emulsion  thus  obtained  is  acidified  with  sul- 
phuric acid,  when  the  fatty  matter  separates 
and  is  skimmed  off.  This  fatty  substance 
forms  the  '  sod  oil '  of  commerce.  In  the 
French  method,  the  skins  are  '  stocked,'  aired, 
and  '  fermented  '  for  a  shorter  period  than  in 
the  English  or  German  method,  so  that  a  large 
proportion  of  the  oil  can  be  obtained  from  the 
skins  by  steepmg  them  in  warm  water,  and 
wringing  or  pressing  in  hydraulic  presses.  The 
oil  thus  obtained  is  termed  '  premiere  torse 
moellon.'  The  oO  still  retained  by  the  skins  is 
recovered  by  washing  with  alkaline  lyes,  as  is 
done  in  the  English  and  German  method,  and 
the  fatty  matter  so  recovered  is  usually  added 
to  the  moellon. 

The  most  characteristic  constituents  of  de'gras 
are  the  oxidised  fatty  acids  contained  in  it. 

Degras  is  largely  admixed  with  fish  oils, 
blubber  oils,  tallow  of  low  quality,  &c.  Accord- 
ing to  trade  custom,  such  products  are  con- 
sidered as  a  genuine  product.  On  the  other 
hand,  the  numerous  substitutes  of  de'gras,  or 
artificial  di>gras,  which  occur  in  commerce, 
consist  of  highly  adulterated  degras,  the 
adulterants  being  mineral  oils,  wool  fat,  or 
blown  blubber  oil,  and  rosin.  J.  L. 

DELPHINE  BLUE  v.  Oxazine  coloitbing 

MATTERS. 

DELPHININE  v.  Vegeto-alkaloids. 

DELPHLEGMATOR.  An  apparatus  used  in 
fractional  distillation.  The  term  is  also  em- 
ployed in  distilleries  for  an  apparatus  for  freeing 
alcohol  from  water  {phlegma). 

DELTAPURPURIN    v.    Azo-  coLotrEma 

MATTERS. 

DENATURANTS.  This  term  is  applied  to 
substances  which  are  added  to  articles  usually 
subject  to  reveniie  imposts,  and  primarily 
intended  for  human  consumption  (as  spirits, 
tobacco,  &c.)  in  order  to  render  such  articles 
unfit  for  human  consumption,  but  without 
impairing  their  efficacy  as  raw  material  for  use 
in  various  arts  and  manufactures.  Articles  thus 
'  denatured  '  may  safely  (from  a  revenue  point 
of  view)  be  released  from  revenue  control 
without  jjayment  of  duty. 

The  principles  underlying  the  choice  of 
suitable  denaturants  are  mainly  as  follows  ; — 

(a)  They  should  be  inexpensive,  so  as  not  to 
add  materially  to  the  cost  of  the  denatured 
article  ; 

(6)  Their  use  should  cause  the  minimum 
amount  of  inconvenience  to  the  manufacturer, 
both  in  regard  to  his  processes  and  the  necessary 
revenue  supervision  involved  ; 

(c)  The  denaturant  should  not  be  incom- 
patible with  the  process  of  manufacture  or  the 
subsequent  use  of  the  denatured  article  ; 

{d)  It  should  be  of  such  a  nauseous  and 
repugnant  character  as  to  remove  any  tempta- 
tion to  would-be  consumers  of  the  dcnatiireil 
article  ;  and 
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(e)  The  denaturant  should  have  such  a 
relation  to  the  original  article  both  in  quantity 
and  character  as  to  preclude  its  removal  from 
the  mixture  by  any  process  which  could  be 
profitably  carried  out  on  a  commercial  scale. 

In  the  United  Kindgom  the  dutiable  articles 
allowed  to  be  denatured  are  tea,  tobacco,  u-ine, 
and  spirit,  the  last  being  by  far  the  most 
important,  both  by  reason  of  the  large  amount  of 
revenue  derived  from  it,  and  the  great  variety 
and  extent  of  its  applications  in  the  arts  and 
manufactures. 

Tea,  before  being  admitted  for  consumption 
in  the  United  Kingdom,  is  examined  by  the 
Customs  under  sect.  30  of  the  Sale  of  Food  and 
Drugs  Act,  1875,  and,  if  found  satisfactory,  is 
passed  on  payment  of  duty ;  but  if  otherwise,  it 
is  refused  admission  as  '  tea.'  iSince,  however,  it 
stUl  possesses  a  certain  commercial  value  as  a 
raw  product  for  the  extraction  of  theine  or 
caffeine  {v.  Alkaloids),  the  Commissioners  of 
Customs  and  Excise  usually  permit  it  to  be 
admitted  for  this  purpose  duty  free,  after  it 
has  been  effectively  denatured  in  such  a  way 
as  to  make  it  unsuitable  for  use  as  a  beverage, 
but  without  interfering  with  its  efficacy  as  a 
source  of  caffeine.  The  same  applies  to  those 
teas  which  have  been  accidentally  damaged 
and  are  voluntarily  withdrawn  by  the  importers 
from  sale  as  '  tea.' 

In  the  case  of  tea,  the  denaturmg  process 
consists  in  grinding  and  mixing  the  tea  with  lime 
and  asafoetida  in  the  jiroponions  of  I  part  of 
asafcBtida  and  100  parts  of  lime  to  1000  parts  of 
tea. 

Tobacco  is  dutied  on  the  whole  leaf,  of  which 
certain  portions,  as  the  midribs  or  so-called 
'  stalks,'  are  by  manufacturers  treated  as 
waste  or  '  ofial,'  and  the  same  applies  to  the 
unused  portions  of  manufactured  tobacco, 
known  as  'shorts'  or  'smalls.'  On  these  the 
duty  which  has  been  paid  is  returned  as  '  draw- 
back '  to  the  manufacturer  on  condition,  either 
that  the  tobacco  ofial  is  surrendered  to  the 
Government  for  destruction,  or  (if  intended  for 
such  purposes  as  the  manufacture  of  nicotuie, 
insecticides,  sheep  dips,  &c.),  that  it  is  denatured 
according  to  certain  prescribed  formuloe,  and 
under  the  supervision  of  revenue  officers. 
Denaturing  is  equally  necessary  in  the  case  of 
oifal  from  tobacco  manufactured  in  bond 
(although  no  duty  has  been  paid  nor  drawback 
given),  in  order  to  prevent  its  fraudulent  use  as 
a  substitute  for  duty-paid  tobacco. 

The  following  formuhe  have  been  officially 
approved  in  the  United  Kingdom  for  denaturmg 
certain  preparations  having  tobacco  as  a 
basis : — 

(a)  Sheep  wash.  To  every  100  lbs.  of 
tobacco  are  added  10  lbs.  of  blue  vitriol,  15  lbs. 
of  common  salt,  2  lbs.  of  oil  of  turpentine. 

(6)  Tobacco  extract  manufactured  in  bond 
may  be  denatured  by  adding  30  parts  of  soft 
soap  to  70  parts  of  extract. 

((•)  Hop  powder.  To  every  75  lbs.  of  snuff  or 
tobacco  are  added  28  lbs.  of  sulphur,  5  lbs.  of 
asafoetida,  and  3  Hjs.  of  sago  flour. 

(tZ)  Fuinigant  for  horticultural  purposes.  To 
every  100  lbs.  of  tobacco  or  snuii  are  added 
10  lbs.  of  ground  hellebore,  1 8  lbs.  of  saltpetre, 
6  lbs.  of  asafoetida,  4  lbs.  of  cayenne,  2  lbs.  of 
lampblack,  10  lbs.  of  sago  flour. 
Vol.  II— T, 
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Wine  which  has  become  unsound  and  sour 
(owing  to  the  formation  of  acetic  acid)  so  as  to 
be  no  longer  suitable  for  use  as  a  beverage,  is 
released  from  revenue  custody  after  being 
denatured  with  a  view  to  its  conversion  into 
wine  vinegar.  The  denaturant  used  in  this  case 
is  20  p.c.  of  commercial  vinegar,  or  an  equivalent 
quantity  of  acetic  acid. 

(For  methods  of  denaturing  alcohol,  i\ 
Methylated  spirits  and  Industrial  alcohol,  art. 
Alcohol.)  J.  C. 

DENITRIFICATION  v.  Feementatiun  and 
Soils. 

DENSIMETER  v.  Specific  graviti-. 

DERMATOL.  Bismuth  subgallatc  [v. 
Bismuth,  Ouganic  compounds  of  ;  also  Syn- 
thetic DRUGS). 

DERMOL.  Bismuth  chrysophawlc.  A 
yellowish  -  brown  powder,  said  to  have  the 
composition  Bi(Ci-,Hg0,,)3Bi205.  According  to 
Merck,  it  is  a  mixture  of  impure  chrysaro- 
bin  and  bismuth  hydroxide  (v.  Bismuth, 
Organic  compounds  of  ;  and  Synthetic 
drugs). 

DERRIS  ULIGINOSA  (Benth.).  The  stem  of 
this  species  of  derris,  used  in  the  J.'ar  East  as  a 
fish  poison,  contains  a  poisonous  resin  (Proc. 
Amer.  Pliarm.  Assoc.  1902,  50,  2'J6). 

DESCLOIZITE.  A  basic  lead  and  zinc 
vanadate  (Pb,Zn)2(OH)V04,  crystallising  in  the 
orthorhombic  system,  and  isomorphous  with 
olivenite  (basic  copper  arsenate).  A  small 
amount  of  copper  is  sometimes  present.  The 
small  crystals  are  deep  reddish  brown  m  colour, 
and  the  streak  is  a  jjaler  yellowish- brown.  It 
occurs  in  veins  of  lead  ore  in  association  with 
vanadinite,'  &c.,  and  has  been  mined  to  a 
limited  extent  in  New  Mexico  and  Arizona,  as 
a  source  of  vanadium.  Recently  the  mineral 
has  been  found  in  considerable  quantities  at 
Broken  Hill  in  North -Western  Rhodesia. 

L.  J.  S. 

DESICCATION  AND  DRYING.  The  removal 
of  mechanically  admixed  water  from  substances. 
The  removal  of  chemically  combined  water  is 
usually  termed  dehydration,  but  it  is  not  always 
possible  to  draw  a  sharp  distinction  between 
the  two  processes. 

A  substance  may  be  termed  '  dry,'  even 
though  it  still  contains  mechanically  admixed 
water,  provided  that  this  water  is  not  apparent 
to  the  touch ;  the  term  '  desiccation  '  refers, 
strictly  speaking,  to  the  complete  removal  of 
admixed  water. 

The  importance  of  drymg  and  desiccating 
will  be  appreciated  by  a  consideration  of  the 
numerous  reasons  for  which  these  processes 
have  to  be  employed,  among  which  the  following 
may  be  mentioned  : — 

1.  To  preserve  material  from  undergoing 
physical  and  chemical  alterations,  e.g.  leather, 
tobacco,  fruit. 

2.  To  remove  water  needed  in  preceding 
operations,  e.g.  drying  coal  after  washing, 
woollen  and  cotton  goods  after  dyeing,  i&c. 

3.  To  facilitate  accurate  samplmg,  since 
substances  are  much  more  readily  and  uniformly 
mixed  in  the  dry  state  than  in  the  moist  con- 
dition. 

4.  To  diminish  the  weight  of  an  unnecessary 
ingredient  and  thereby  diminish  cost  of  packing, 
carriage,  and  freight ;  e.g.  timber,  peat,  &e. 
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5.  To  retiain  desirable  moisture  in  a  sub- 
stance by  drying  its  surface,  thereby  rendering 
1  he  outer  layer  impervious  to  moisture,  e.g.  the 
drying  of  soaps  and  chocolates. 

().  To  prevent  injury  to  health  or  goods,  as 
in  the  case  of  the  moisture-laden  ak  of  textile 
factories,  evaporating  rooms,  &c. 

7.  To  prevent  waste  of  heat  in  vapourising 
water  when  combustibles  are  burnt. 

A  slight  consideration  of  the  various  pur- 
poses served  by  drying  processes  is  sufKcient 
to  bring  out  the  wide  range  of  degrees  of  dry- 
ness, and  the  various  conditions  to  which  the 
term  '  dry  '  is  applied.  This  vagueness  arises 
partly  from  the  difficulty  of  stating  quantita- 
tively the  amount  of  water  present  ia  a  given 
instance,  and  partly  owing  to  the  varying 
capacity  that  substances  possess  for  absorbing 
moisture.  Thus  it  is  that  in  ordinary  conversa- 
tion substances  are  variously  described  as 
'soaked,'  'wet,'  'moist,'  'damp,'  'dry,'  'dried,' 
'  desiccated  '  or  '  dehydrated,'  in  order  to  indicate 
qualitatively  their  degrees  of  dryness. 

The  drying  processes  in  use  may  be  classified 
imder  the  following  headings,  corresponding 
with  the  degrees  of  drying  to  which  they 
lead  : — 

A.  Gravitational  drying,  by  draining,  filter- 
ing, absorbing,  and  condensing. 

B.  Mechanical  drying,  by  pressure  and  centri- 
fugal force. 

C.  Drying  by  evaporation. 

A.  Gravitational  drying.  The  processes  in- 
cluded under  this  heading  are  usually  only 
preliminary  to  the  employment  of  method  C 
above. 

Drainage  is  a  natural  process  occasionally 
used  for  the  purpose  of  removing  sur-face  water. 
e.g.  from  washed  coal.  The  procedure  requires 
no  special  description. 

Decanlalion  is  a  process  by  which  solid  sub- 
stances mixed  with  a  large  amount  of  water  are 
separated  from  the  greater  portion  of  that 
liquid  by  allowing  them  to  settle,  and  running 
oft  the  liquid  from  above  the  sediment.  In 
practice  it  is  often  the  custom  to  arrange 
'  settling  tanks  '  in  series,  stepwise,  and  gradually 
feed  the  mixture  of  liquid  jiliis  suspended  solid 
into  the  upper  vessel  by  means  of  a  pipe  leading 
to  the  bottom.  The  overflow  runs  into  the 
second  vessel,  and  so  on  throughout  the  series. 
Arrangements  are  provided  for  emptying  each 
tank  as  required.  China  clay,  chalk,  and  barytes 
are  separated  in  this  manner. 

FUtralion  is  a  process  of  accelerated  drainage. 
Thus  wet  pigments  prepared  by  precipitation 
are  drained  on  calico  sheets  stretched  loosely 
over  a  skeleton  framework.  Filtration  is  greatly 
accelerated  by  partially  exhausting  the  air  from 
the  chamber  into  which  the  liquid  drains.  A 
vacuum  filter  has  been  designed  to  work  con- 
tinuously, and  consists  of  a  hollow  drum, 
mounted  with  its  axis  horizontal,  and  partly 
submerged  in  a  tank  containing  the  suspension 
to  be  filtered.  The  periphery  is  covered  with 
filter  cloth,  and  the  water  is  drawn  by  suction, 
applied  to  the  interior  of  the  drum,  through 
this  cloth,  leaving  the  solid  matter  as  an  outside 
coating.  By  slowly  revolving  the  drum,  a  con- 
tinuous coating  of  solid  is  thus  formed,  and, 
after  it  reaches  a  certain  thickness,  an  adjust- 
able   skimmer    removes    the    surplus.  This 


arrangement  can  be  adapted  to  many  drying 
operations,  and  consumes  very  little  power. 

Absorption  is  a  drying  process  in  which  the 
material  is  dried  by  causing  it  to  yield  its 
moisture  to  other  substances  which  are  capable 
of  annexing  it.  This  process  is  not  often  applied 
on  a  large  scale,  although  it  is  commonly  em- 
ployed in  the  laboratory.  Instances  are  fur- 
nished, however,  in  the  preliminary  drying  of 
large  clay  ware  in  dried  plaster  of  Paris  moulds, 
and  in  the  drying  of  the  highly  water-laden 
atmospheres  of  evaporating  rooms,  dye  houses, 
&c.,  by  pumping  warm,  fresh  air  into  them. 
^Varm  air  having  a  much  higher  capacity  for 
holding  water  vapour  than  cold  air,  the  result 
is  naturally  to  effect  a  drying  of  the  atmo- 
sphere, besides  warming  up  the  room  and 
fittings. 

In  the  laboratory,  substances  are  frequently 
dried  by  planing  them  in  a  desiccator.  This  is 
simply  a  closed  glass  vessel  containing  in  a 
suitable  receptacle  some  chemical  compound, 
such  as  anhydrous  calcium  chloride,  concen- 
trated sulphuric  acid,  or  phosphoric  anhydride, 
which  has  a  remarkable  affinity  for  water,  so 
that  it  will,  by  absorption,  remove  water  vapour 
from  the  interior  even  when  the  tension  of  the 
aqueous  vapour  therein  is  exceedingly  small. 
The  substance  to  be  dried  being  placed  in  the 
desiccator,  in  the  interior  of  which  the  tension 
of  aqueous  vapour  is  almost  nil,  it  gives  off  its 
moisture,  and  this  is  continuously  absorbed  by 
the  desiccating  agent  employed.  The  latter 
must  expose  a  large  surface  for  rapid  absorption 
to  occur.  The  velocity  of  drying  in  a  desiccator 
may  be  greatly  increased  by  exhausting  the  air 
from  the  interior  (vacuum  desiccator),  since  the 
rate  at  which  moisture  can  diffuse  from  the 
material  to  the  absorbing  agent  is  thereby  largely 
augmented.  The  degree  of  drying  attained 
cannot,  however,  be  increased,  since  that  is 
limited  merely  by  the  pressure  of  the  aqueous 
vapour  when  it  has  reached  eqi:ilibrium  with 
the  absorbing  agent.  The  rapidity  of  drying  is 
also  increased  by  placing  the  material  to  be 
dried  at  the  bottom  and  suitably  arranging  the 
desiccating  material  above  it.  This  arises  from 
the  fact  that  moist  air  has  a  smaller  density 
than  dry  air  at  the  same  temperature  and 
pressure  ;  consequently,  the  natural  process 
inside  the  desiccator  is  for  the  moist  air  to  rise. 
The  error  in  design  exhibited 
in  most  laboratorj'  desiccators, 
in  which  the  above  arrange- 
ment is  reversed,  was  pointed 
out  by  Hempel  (Ber.  1890, 
23,  3566),  to  whom  the 
desiccator  shown  in  Fig.  ]  is 
due.  In  this  desiccator,  the 
drying  agent  is  placed  in  the 
trough  of  the  lid. 

It  is  usual  to  evacuate 
laboratory  desiccators  by 
means  of  the  water-pump, 
but  it  may  be  easUy  ac- 
complished Ijy  simple  chemical 
means  (J.  Amer.  Chem.  8oc. 
1906,  28,  834 
340). 

Condensation. — This  is  employed  as  a  means 
of  drying  materials  which  must  be  handled  at 
low  temperatures,  and  is  a  method  adopted 
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in  cold  storages.  The  principle  of  the  process 
is,  briefly,  that  the  moist  air  of  the  rooms  is 
drawn  out  and  passed  into  chambers  main- 
tained at  a  very  low  temperature,  where  it  is 
made  to  deposit  the  greater  part  of  its  moisture 
as  a  liquid.  The  dry  air  is  then  returned 
to  the  drying  rooms,  eitlier  cold,  when  it  warms 
itself  at  the  expense  of  the  materials  drying,  or 
after  being  previously  heated.  This  ckculation 
of  air  goes  on  contmuously.  The  method 
adopted  in  order  to  maintain  a  low  temperature 
in  the  cooling  rooms  is  to  allow  liquid  ammonia, 
carbon  dioxide,  or  ether  to  evaporate  at  the 
requisite  rate  through  long  coUs  of  metal  jaipes 
over  the  outer  surfaces  of  which  the  moist  air 
is  drawn.  The  latent  heat  of  the  ammonia  (or 
other)  vapour  is  obtained  at  the  expense  of  the 
heat  of  the  moist  air,  which  is  thereby  cooled  ; 
the  vapour  condenses  on  the  pipes  and  the 
water  trickles  down  mto  troughs  and  flows 
away.  The  ammonia  (or  other)  gas  is  repeatedly 
used  in  a  cycle  of  oj)erations,  being  successively 
liquefied  and  evaporated.  This  process  is  highly 
efficient,  but  requires  careful  handling  for 
economical  working. 

B.  Mechanical  drying.  These  methods  are 
efficient  when  water  forms  a  large  proportion  of 
the  total  weight,  and  when  the,  solid  material 
to  be  separated  is  porovis  in  texture.  They 
leave  the  solid  damp  or  moist. 

Drying  hy  'pressure. — There  are  very  few 
cases  in  which  direct  mechanical  pressure  is 
used  for  removing  water  from  substances,  the 
most  important  of  which  is  the  direct  squeezing 
of  peat  in  specially  designed  machines,  in  order 
partly  to  remove  the  surplus  water. 

Filter  presses  are  used  for  partly  drying 
semi-solids,  and  leave  them  still  containing  about 
20  p.c.  of  moisture.  They  are  efficient  in  re- 
moving the  large  bulk  of  the  water  from  granular 
substances  in  a  state  of  thick  mud.  Essentially 
a  filter  press  consists  of  a  number  of  fiat  sections 
or  chambers  formed  of  iron  plates  covered  with 
filtering  cloths,  and  supported  in  a  strong 
horizontal  frame,  in  which  they  can  be  squeezed 
up  tightly  together.  The  chambers  are  made 
either  round  or  square,  and  usually  each  has 
its  own  outlet  cock,  while  the  washing  arrange- 
ment can  be  made  reversible.  The  sludge  to  be 
filtered  is  fed  in  under  moderate  pressure,  and 
aU  the  outlet  cocks  opened.  After  water  has 
ceased  to  flow  out,  the  solid  in  the  press  is 
washed,  if  desirable,  and  the  press  then  taken  to 
pieces  to  remove  the  moist  solid  cakes  from  its 
interior.  This  process  is  used  for  filtering, 
among  other  tilings,  sewage  sludge,  gold  sUmes, 
and  precipitated  pigments. 

Drying  by  centrifugal  force. — This  method  is 
largely  employed  for  drying  clothes  in  laundries, 
when  the  centrifugal  machines  are  termed 
hydro-extractors.  It  is  also  used  for  drying 
wool,  cotton  yarns,  piece  goods,  &c.,  after  they 
have  left  the  dye  houses,  and  for  separatmg  and 
drying  sugar,  gun-cotton,  and  starch. 

The  process  consists  m  placing  the  material 
to  be  dried  in  a  basket  contaming  numerous 
holes,  and  rotating  it  in  a  horizontal  plane  at  a 
considerable  speed.  The  Avater  is  thrown  off 
from  the  material  very  efiectually,  much  more 
effectually  than  when  simple  filtration  or  filtra- 
tion under  moderate  pressure  is  adopted. 

A  centrifugal  machme  consists  essentially  of 
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a  cu'cular  basket,  rotated  on  a  vertical  central 
shaft  and  enclosed  in  an  outer  stationary  casing. 
The  circular  basket  is  drum  shaped,  having  an 
open  top  to  introduce  the  material  and  some- 
times a  valve  at  the  bottom  to  form  an  outlet 
for  dried  crystals.  The  periphery  is  perforated 
with  holes  of  a  suitable  size.  These  baskets  are 
made  of  steel,  bronze,  copper,  aluminium,  silver, 
or  china,  as  may  be  suitable,  and  are  lined  with 
rubber,  enamel,  or  lead  when  dealing  with 
acid  liquids.  The  outer  stationary  casing 
serves  as  a  guard  in  case  of  accident  and  as  a 
collector  for  the  water.  The  successful  working 
of  a  centrifugal  machine  depends  upon  the  skill 
with  which  the  vertical  shaft  is  mounted  and 
driven,  since  tlie  apparatus  must  have  sufficient 
freedom  when  running  for  the  axis  to  take  up 
the  position  it  requhes ;  otherwise  vibrations 
will  rapidly  wreck  the  machine. 

C.  Drying  by  evaporation.  This  is  by  far 
the  most  efficient  method  of  drying  ;  indeed, 
several  of  the  preceding  processes  are  only 
employed  as  preliminary  steps  to  the  application 
of  this  more  powerful  method. 

Drying  by  evaporation  is  a  process  in  which 
the  water  is  removed  by  first  converting  it  into 
vapour  and  then  conveying  the  vapour  away. 
Water  always  has  a  tendency  to  pass  into  the 
gaseous  state,  and  is  constantly  giving  off 
vapour  from  its  free  surface.  If  this  process 
occurs  in  a  closed  space,  some  of  the  vapour 
finds  its  way  back  into  the  liquid,  and  a  state 
of  equilibrium  is  set  up  when  the  rate  at  which 
vapour  is  leaving  the  surface  has  become  equal 
to  the  rate  at  which  it  is  passing  back  into  the 
liquid.  To  the  state  of  equilibrium  at  any 
particular  temperature  there  corresponds  a 
definite  vapour  pressure,  which  is  a  measure  of 
the  tendency  of  water  at  that  temperature  to 
IDass  into  the  gaseous  state,  and  this  vapour 
pressure  rapidly  increases  with  rise  of  tem- 
perature. When  evaporation  takes  place  in 
free  space,  no  condition  of  equilibrium  is 
reached,  since,  owing  to  difl'usion  of  the  vapour, 
the  rate  at  which  it  passes  back  into  the  liquid 
can  never  equal  that  at  which  vapour  leaves  it. 
Evaporation  therefore  goes  on  vmtU  no  more 
liqtiid  remains.  From  these  considerations,  it 
follows  that  the  two  main  practical  principles  in 
drying  by  evaporation  are:  (i.)  to  warm  the 
material  and  thereby  increase  the  tendency 
of  its  contained  water  to  vapourise ;  and  (ii.)  to 
remove  the  vapour  as  it  is  produced  from  the 
neighbourhood  of  the  substance,  in  order  that 
the  evaporation  shall  proceed  continuously. 

In  applying  these  principles  it  is  necessary 
to  bear  in  mind  that  the  rate  of  drying  per- 
missible in  any  given  instance  is  restricted  by 
(«)  the  physical  and  chemical  nature  of  the 
material,  which  put  a  limit  to  tlie  rate  at 
which  heat  may  be  safely  applied;  and  (6)  by 
the  cost  of  drying,  since  the  plant  mechanically 
most  sound  may  not  be  most  economical  in 
practice.  It  must  always  be  remembered  that 
the  nature  of  the  material  go^'erns  the  method 
of  drying  to  be  employed,  and  must  be  con- 
sidered before  the  question  of  mechanical 
efficiency. 

The  various  methods  for  applying  heat 
and  for  removing  vapour  are  indicated  below, 
and  in  order  to  explain  more  definitely  how 
these  methods  are  employed  in  practice,  brief 
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descriptions  tollow  of  various  types  of  drying 
installations  in  actual  use,  and  of  the  purposes 
for  which  they  are  used. 

Application  of  heat.  In  the  majority  of 
cases  hot  air  is  employed  for  conveying  heat 
to  the  material,  and  its  use  is  attended  with 
many  advantages.  Air,  although  an  extremely 
poor  conductor,  is  an  excellent  absorber  of 
heat ;  the  increase  in  volume  resulting  from 
this  process  naturally  tends  to  disperse  this 
heat  and  to  warm  surrounding  materials  by 
convection.  The  mobOity  of  the  air  enables 
it  to  come  into  intimate  contact  with  the 
surfaces  of  materials,  thereby  supplying  the 
heat  necessary  to  vapourise  the  moisture.  Most 
important  of  all,  the  heated  air  can  be  thus 
supplied  in  large  or  smaU  amounts,  at  any 
desired  rate  and  at  uniform  pressure,  while  any 
of  these  factors  may  be  rapidly  and  easily 
altered  at  will. 

Of  the  various  sources  of  heat,  the  cheapest 
is,  of  course,  solar  heat.  Owing  to  its  un- 
reliability so  far  as  quantity  and  continuity  are 
concerned,  its  diiect  use  is  attended  by  consider- 
able risks.  Indirectly,  however,  it  is  of  great 
value,  in  being  the  primary  cause  of  natural 
air  currents.  Drying  directly  by  furnace  heat 
obtained  by  fuel  combustion  is  economical,  but 
the  method  is  restricted  in  use  to  drying  those 
substances  which  are  not  sensibly  afiected  by 
high  temperatures.  For  the  commonest  method 
of  drying,  by  means  of  a  warm  blast  of  air,  heat 
is  usually  supplied  by  passing  the  air  over  the 
surfaces  of  radiators.  These  are  simply  iron 
vessels,  built  to  expose  as  much  surface  as 
possible,  and  through  the  insides  of  which 
steam,  hot  water,  or  hot  gases  are  passed.  Heat 
is  conducted  through  the  iron  to  the  outer 
surface,  and  warms  the  surrounding  air  mainly 
by  radiation. 

The  dangers  encountered  in  the  application 
of  heat  result  from  the  nature  of  the  material, 
and  the  factors  involved,  which  are  briefly 
discussed  below,  naturally  affect  various  materials 
to  very  different  degrees. 

(a)  Rate  of  application  of  heat.  Although 
the  amount  of  heat  required  to  vapourise  a 
definite  quantity  of  water  is  fixed,  yet  if  this 
heat  be  applied  at  a  rate  faster  than  that  to 
which  the  material  can  accommodate  itself, 
injury  will  result,  e.g.  wet  bricks  wOl  crack 
unless  the  greater  part  of  their  water  is  first 
driven  off  at  a  slow  and  uniform  rate. 

(h)  Change  in  power  of  absorbing  heat  with 
loss  of  water.  As  a  material  dries,  its  heat 
capacity  usually  diminishes,  and  hence  the 
risk  of  overheating  increases  as  drying  pro- 
gresses. 

(c)  Uncertainty  as  to  degree  of  dryness, 
which  is  often  unavoidable. 

(d)  Local  application  of  heat.  This  is  the 
usual  cause  of  distortion  and  cracking,  since 
most  materials  shrink  as  they  dry,  and  local 
shrinking  sets  up  strain.  This  makes  it  advisable 
to  keep  wet  material  from  actual  contact  with 
the  source  of  heat,  and  to  agitate  the  material 
to  continually  expose  fresh  surfaces,  since 
evaporation  is  a  purely  surface  phenomenon. 

Methods  for  removal  ot  vapour.  The  natural 
method  by  which  vapour  is  removed  is  by  means 
of  air  currents,  and,  excepting  in  the  case  of 
the  vacuum  process,  this  is  the  method  upon 
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which  all  artificial  processes  for  vapour  removal 
are  based. 

The  ordinary  atmospheric  process  for  drying 
utilises  the  natural  movements  of  the  air,  e.g. 
by  utilising  the  action  of  the  wind  on  floors, 
pans,  gantries,  sheds,  &c.  It  requires  no  motive 
power,  but,  being  dependent  upon  varying 
atmospheric  conditions,  it  is  not  reliable. 

In  the  exhaust  process  the  moisture-laden  air 
is  drawn  away  from  the  wet  material  quicker 
than  gravity  would  perform  the  removal. 
For  this  purpose  a  propeUor  or  fan  is  usually 
employed.  Since  the  operation  is  carried  out 
under  slightly  reduced  pressure,  vapourisation 
proceeds  quicker  than  it  otherwise  would  ;  on 
the  other  hand,  the  exhaust  carries  away  the 
heat-bearmg  medium  from  the  material  to  be 
heated,  and  unless  proper  control  is  exercised, 
this  defect  may  more  than  counterbalance  the 
increased  rate  of  removal  of  vapour. 

In  the  vacuum  process  the  material  is 
enclosed  in  an  air-tight  receptacle,  from  which 
the  air  may  be  exhausted  to  any  desired  extent. 
Heat  is  then  applied,  and  the  vapour  pumped  off 
as  fast  as  it  is  produced.  Considerable  experi- 
ence is  necessary  in  the  application  of  this 
process,  which,  properly  applied,  is  highly 
efficient  and  rapid. 

In  the  plenum  process  the  vapour  is  removed 
by  supplying  suflScient  warm  air  to  create  an 
augmentation  in  air  pressure.  A  fan  is  usually 
employed  for  this  purpose,  and  drying  must, 
of  course,  take  place  in  an  enclosed  room  with 
regulated  egress  for  the  air.  This  process  is 
usually  the  best  to  employ,  since  it  can  be 
maintained  strictly  under  control. 

Drying  installations.  Drying  floors.  Natural 
floors  are  not  often  used,  since  serious  difficulties 
arise  as  to  heating,  handling  the  material,  and 
removing  the  vapour.  Haymaking  affords  a 
good  instance  of  its  employment. 

Artificial  floors  warmed  by  the  products  of 
combustion  from  a  furnace,  by  hot  gases,  or 
by  steam  passing  in  flues  or  pipes  beneath,  are 
a  considerable  improvement  on  natural  floors. 
Advantage  is  taken  in  constructing  them  of 
any  convenient  sandy  or  porous  ground  floor ; 
sand  is  put  down  if  the  natural  ground  is  clayey. 

These  floors  are  used  for  drying  china  clay, 
calcium  phosphate,  barytes,  chalk,  cement,  and 
calcined  quartz,  materials  which  are  not  readOy 
injured  by  excessive  or  irregular  heating. 

Drying  gantries  or  racks.  These  are  em- 
ployed in  order  that  as  much  surface  as  possible 
may  be  exposed  to  air  currents.  Their  con- 
struction assumes  various  forms.  According  to 
circumstances,  they  may  be  either  skeleton 
shelves,  or  racks,  or  props,  &c.  Occasionally 
hot  water  or  steam  pipes  are  used  as  supporting 
racks,  but  their  use  is  to  be  avoided  as  uneco- 
nomical, and  tending  to  produce  uneven  drying 
and  distortion. 

Such  substances  as  damp  corn,  peat,  raw 
rubber,  chalk,  bricks,  and  clayware  are  fre- 
quently dried  on  open  racks,  while  pigments 
in  colour  works  are  often  dried  in  open  gantries 
of  skeleton  shelves. 

Drying  sheds.  These  are  merely  drjnng 
floors  or  gantries  provided  with  roofs  to  keep 
off  rain  and  snow.  These  sheds  are  best  con- 
structed of  light  open  framing  in  order  to  facOi- 
tate  the  removal  of  vapour,  and  the  more  open 
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it  is  on  all  sides  the  better,  provided  that  the 
substance  is  not  such  that  diiect  sunlight  must 
be  excluded  from  it,  e.(j.  rubber.  Such  sheds 
are  highly  efficient  in  producing  '  air-dried ' 
materials.  Bricks  are  often  dried  in  sheds 
erected  on  drying  floors,  while  Chile  saltpetre  is 
dried  in  sheds  without  the  application  of  artificial 
heat,  as  also  are  china  clay  and  ochre  in  the 
quarry  state. 

Drying  pans  and  troughs.  Drying  pans, 
correctly  designed  and  handled,  are  very  useful 
appliances.  The  oldest  commercial  use  of  such 
pans  is  in  the  evaporation  of  salt  brine,  which, 
as  usually  carried  out,  is  not  at  all  an  eco- 
nomical process.  The  pans  are  usually  rect- 
angular, and  each  stands  in  its  own  shed. 
They  are  directly  heated,  three  or  four  fires 
being  beneath  each  pan. 

Shallow  earthenware  pians  are  of  great  use 
in  the  colour  trade,  the  pigments  being  readily 
dried  if  the  pans  are  carefully  arranged  on 
gantries  in  well-heated  and  ventilated  chambers. 

Serai-cylindrical  iron  pans  heated  from 
below  by  gas  or  steam  give  good  results  in  drying 
soft  materials,  especiaUy  powders.  They  are 
most  efficient  when  provided  with  revolving 
grids  for  mechanically  stu-ring  the  wet  material 
and  with  valve  outlets  at  the  bottom  for  auto- 
matically discharging  their  dried  contents. 

Granulated  sugar  is  dried  in  a  type  of 
troughed  pan,  through  which  passes  a  hollow 
'  conveyer  '  carrying  hollow  paddles.  Steam  is 
blown  through  the  conveyer  and  paddles. 
The  trough  is  jacketed  on  one  side,  and  through 
this  jacket  air  is  blown  into  the  bottom  of  the 
trough.  The  sugar  is  fed  into  the  hot  end,  and 
automatically  carried  by  the  heated  padrUes  to 
the  outlet  at  the  cool  end  of  the  trough. 

Kilns.  These  are  buildmgs  containing  a 
furnace,  the  direct  heat  of  which  is  used  for 
drying  materials  by  allowing  the  products  of 
combustion  to  pass  through  them.  For  sub- 
stances which  may  be  strongly  heated  without 
damage,  kiln-drying  is  an  economical  method  of 
procedure,  since  the  walls  of  the  kiln  are  very 
eSective  in  saving  heat  that  would  otherwise  be 
lost ;  but  care  must  lie  taken  to  provide  proper 
exits  for  the  vapour. 

A  primitive  type  of  kiln  is  one  in  which 
calcium  phosphate  is  dried.  It  consists  of  a 
plain  rectangular  brick  building  with  a  wooden 
roof.  The  floor  is  piled  with  wood,  and  the 
phosphate  placed  upon  it.  Flues  admit  air  for 
combustion  and  circulation.  Such  a  kiln  will 
burn  for  from  2  to  5  days  and  dry  from  1000  to 
1200  tons  of  phosphate. 

Kilns  for  drying  clays,  fuller's  earth,  barytes, 
and  chalk  are  constructed  upon  the  same 
principle,  the  fire  being  placed  so  as  to  prevent 
the  ashes  mixing  with  the  material ;  the  latter 
is  sometimes  supported  within  the  kiln  on  iron 
racks. 

A  rotating  bed  dryer  is  in  extensive  use  for 
drying  materials  which  allow  of  direct  firing. 
The  material  is  placed  on  a  circular  cast-iron 
bed,  which  slowly  rotates  on  a  vertical  shaft. 
The  bed  is  covered  by  a  firebrick  arch,  into 
which  the  exit  flue  leads.  Heating  is  done 
directly  by  fires,  and  .stationary  blades  fixed  in 
the  arch  stir  the  material  as  it  is  drying.  The 
blades  are  fixed  at  such  an  angle  that  the 
material   is   slowly  moved   from   the  centre, 
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above  which  the  feed  is  situated,  to  the  edge, 
where  it  is  automatically  discharged.  This  is 
a  common  type  of  drying  kiln  for  ores. 

Drying  cylinders.  This  term  includes  those 
dryers  in  which  the  material  to  be  dried  is 
contained  in  a  cylindrical  tube,  which  is  slowly 
rotated.  The  essential  feature  of  their  con- 
struction is  that  the  rotation  of  the  cylinder 
affords  the  means  of  moving  the  material  along. 
With  suitable  materials  and  the  necessary 
power,  cylinders  will  automatically  deliver  large 
quantities  of  uniformly  dried  product,  with  the 
minimum  of  labour  and  fuel  consumption. 
They  are  consequently  extensively  used,  and 
many  types  of  drying  cylinders  have  been 
devised. 

For  materials  that  withstand  high  tempera- 
tures, the  heating  may  be  carried  out  by  passing 
the  hot  gases  from  a  furnace  through  the  tube. 
The  latter  is  constructed  of  steel,  and  is  mounted 
nearly  horizontally  (slojDe  of  1  hi  12),  with  the 
furnace  at  the  lower  end.  The  feed  is  situated 
at  the  higher  cold  end,  and  the  gases  pass  out 
through  a  flue  at  thLs  end,  connected  -with  a  fan  or 
chimney.  As  the  material  gravitates  down  the 
tube  it  is  dried,  and  on  reaching  the  lower  end, 
it  drops  out,  quite  dry,  into  trucks.  A  modifica- 
tion of  this  construction  consists  in  enclosing  the 
steel  tube  in  a  horizontal  brickwork  chamber, 
and  heating  it  externally  by  passing  the  furnace 
gases  into  this  brickwork  chamber,  whence  they 
pass  through  a  series  of  external  hooded  openings 
into  the  steel  cylmder  itself.  This  arrangement 
!  allows  of  a  more  gradual  and  systematic  heating, 
while  dust  and  other  objectionable  parts  of  the 
products  of  combustion  may  be  arrested  prior 
to  the  gases  entering  the  cylinders.  Besides 
these  two  arrangements,  many  others  have  been 
devised,  each  having  its  particular  advantages. 

Cylinder  dr3'ers  are  very  suitable  for  heating 
by  steam,  thus  meeting  the  requirements  of 
such  substances  as  sugar,  salt,  soda,  cocoa 
coffee,  &c.,  provided  they  contain  not  more 
than  25-30  p.c.  of  moisture.  The  drying  cy- 
linder may  be  either  steam-jacketed  e.xternally, 
or  internally,  or  by  both  methods  united.  The 
exhaust  is  best  taken  by  means  of  a  fan  at  the 
feed  end  of  the  cylinder.  In  using  such  dryers 
for  sugar,  they  are  employed  in  conjunction  with 
a  conveyer  trough  dryer  [v.  supra),  into  which 
the  sugar  falls  after  passing  through  the  steam- 
heated  cylinder. 

Drying  rollers.  These  are  heated  rotating 
cylinders,  with  the  outside  periphery  of  which 
the  material  to  be  dried  is  brought  into  contact. 
They  are  made  of  steel,  cast  iron,  copper,  or 
tinned  iron,  and  are  usually  heated  by  passing 
steam  or  hot  air  through  their  interior. 
Another  method  of  heating  consists  in  coating 
the  cj'linder  exti  rnally  with  felt  and  rotating  it 
in  a  polished  iron  bed,  against  the  under  surface 
of  which  steam  is  blown.  The  ni.itcrial  to  be 
dried  is  automatically  passed  between  the  roller 
and  its  bed,  and  the  rollers  are  usually  arranged 
in  series  of  two  to  eight. 

The  latter  method  is  largely  employed  in 
laundry  work,  and  the  use  of  drying  rollers  is 
extensive  in  the  paper  and  textile  trades. 

Drying  tunnels.  These  consist  essentially 
of  a  stationary  passage  through  which  the 
material  passes  either  continuously  or  inter- 
mittently as  the  drying  proceeds.    Drying  in  a 
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tunnel  is  progressive  from  one  end  to  the  other. 
Heat  may  be  applied  either  by  direct  firing  or 
by  heated  air,  which  passes  iiito  the  tunnel  from 
beneath  one  end  and  travels  along  to  the  other. 
The  warm  air  current  usually  travels  m  the 
opposite  dheotion  to  that  in  which  the  material 
n\oves,  but  not  always,  as,  for  instance,  in  the 
drying  of  wool,  where  the  pressure  of  the  warm 
blast  is  utilised  in  blowing  the  material  forward. 
Tlie  vapour-laden  air  may  he  removed  either  by 
chimney,  exhaust,  or  by  pressure  fan,  while  the 
material  may  be  handled  in  a  very  large  number 
of  ways,  according  to  circumstances.  This 
method  of  drying  is  economical,  but  the  initial 
cost  of  plant  is  often  considerable. 

In  drying  timber,  the  material  is  carried  on 
special  trucks  running  on  a  tram  track.  The 
air  is  heated  by  means  of  a  heater  coU  fed  with 
steam  and  situated  under  the  track  at  the 
discharging  end.  The  air  ascends,  dries  the 
timber,  thereby  becoming  cooler  and  denser, 
and  then,  pressed  forward  by  the  incoming  air, 
it  gravitates  into  a  large  space  beneath  the 
feeding  end  of  the  tunnel  and  passes  up  the 
flue.  Wool  is  dried  in  a  tubular  tunnel,  being 
blown  along  by  the  warm  air.  Soap  is  dried  by 
passing  it  on  trolleys  through  narrow  tunnels, 
usually  arranged  in  fours,  through  which  warm 
air  is  driven  by  means  of  a  propeller.  In 
particular,  bricks  and  clayware  are  dried  by 
passing  them  through  drying  tunnels,  for  which 
purpose  a  very  large  number  of  types  of  plant 
have  been  devised. 

Drying  rooms.  •  These  are  enclosed  spaces, 
which  are  warmed  by  means  of  hot  air,  and  into 
which  the  loader  or  discharger  has  to  enter. 
When  not  constructed  of  brick  or  stone,  the 
material  of  the  walls  should  be  chosen  for  its 
insulating  qualities. 

The  exjjense  attached  to  drying  by  this 
method  is  due  largely  to  the  manual  labour 
required  in  handling  the  material,  which  arises, 
in  most  cases,  from  the  fact  that  the  peculiar 
properties  of  the  material  render  it  impossible 
to  utilise  mechanical  methods.  Since  manual 
labour  in  a  heavily  moisture-laden  atmosphere 
is  unhealthy,  desiccation  in  drying  rooms 
is  restricted  in  practice  to  those  materials  for 
which  the  process  is  unavoidable.  Such  pro- 
ducts as  hops,  confectioner}',  leather,  paper, 
textile  fabrics,  pottery,  and  rubber  are  dealt 
with  by  this  method. 

The  materials  are  supported  in  the  most 
convenient  manner  within  the  chambers,  and 
warm  air  circulated  cither  through  or  over 
them.  The  warming  of  the  air  may  be  accom- 
plished either  within  or  without  the  compart- 
ment, by  means  of  radiators,  and,  if  desired, 
the  same  air  can  be  used  continuously  in  a 
circuit  (compare  the  condensation  process, 
p.  210). 

Drying  ovens.  These  are  entirely  enclosed 
drying  chambers  ;  the  necessary  heat  for  the 
purpose  is  not  generated  within  them,  neither 
is  it  necessary  to  enter  them  in  order  to  charge 
or  remove  the  material  to  be  dried.  Ovens  can 
be  adapted  to  suit  a  wide  range  of  conditions, 
and  some  of  the  most  scientific  and  economical 
dryers  are  of  this  type. 

A  great  variety  of  methods  are  available  for 
the  purpose  of  heating,  since  the  heat  is  generated 
outside  the  oven.    Products  of  combustion  are 
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readily  excluded  from  the  material.  There  is 
no  necessity  for  the  plant  to  cool  down  before 
the  dried  product  is  removed,  and  hence  heat 
losses  are  greatly  minimised.  Heat  is  applied 
to  the  material  either  by  means  of  hot  gases, 
usually  hot  air,  or  by  direct  conduction  through 
metallic  plates,  as,  for  instance,  in  steam  ovens. 
Vapour  is  usually  removed  mechanically,  either 
by  pressure  or  exhaust,  but  it  may  be  jmrnped 
oil,  as,  for  instance,  in  all  vacuum  machines. 
Ovens  are  more  efficient  than  drying  rooms, 
since  the  latter  are  frequently  used  for  other 
purposes  than  drying,  whereas  the  former  are 
designed  exclusively  for  drying.  Only  a  few 
types  of  drying  ovens  can  be  here  described. 

Laboratory  ovens  are  rectangular  boxes, 
constructed  of  copper,  iron,  or  aluminium,  which 
may  be  either  steam-  or  air-jacketed,  or  in  simple 
ovens  not  jacketed  at  all.  The  substances  to 
be  dried  are  supported  on  shelves  inside.  With 
air  ovens  heat  is  applied  directly  at  the  bottom 
of  the  oven  or  of  the  outer  jacket.  A  ventilator 
situated  at  the  bottom  of  the  oven  door  allows 
air  to  enter,  and  one  or  more  chimneys  in  the 
lid  allow  the  warm  vapour-laden  air  to  escape. 
A  convenient  method  of  heating,  which  can  be 
readily  controlled,  consists  in  heating  electrically, 
by  passing  a  current  through  a  number  of  resist- 
ance coils  embedded  in  the  jacket  surrounding 
the  oven.  {Sep  also  Analysis,  Vol.  I.)  Re- 
movable tray  dryers  are  largely  used  for  drying 
tea,  coffee,  cocoa,  cinchona  bark,  &c.  The  trays 
are  arranged  in  the  oven  in  a  series  of  rows. 
Each  tray  has  a  separate  slide,  and  is  independent 
of  the  others,  and  each  column  of  trays  has  its 
own  regulating  damper  for  the  hot  air.  The 
method  of  working  is  progressive,  the  wet 
material  being  first  placed  m  the  top  tray  of  the 
column  and  passed  downwards  stepwise  to  the 
bottom.  The  heat  required  is  supplied  from  a 
multitubular  furnace,  which  also  produces  the 
air  current  which  aerates  the  material.  The  hot 
air  may  be  allowed  to  rise  through  the  material, 
or  be  drawn  down  by  two  centrifugal  fans  on 
either  side  of  the  centre  through  the  substance. 
The  latter  arrangement  is  more  readily  controlled, 
gives  a  larger  output,  and  afltects  a  considerable 
saving  in  height.  A  modification  that  gives  an 
even  larger  output  is  that  which  consists  in 
causing  each  horizontal  line  of  trays,  commencing 
with  the  lowest,  to  automatically  tilt  and  dis- 
charge its  contents  into  the  base  of  the  dryer. 
For  drying  other  substances  than  those  men- 
tioned above,  many  other  types  of  tray  ovens 
have  been  devised. 

Sliding-panel  dryers  are  used  in  laundries, 
and  can  also  be  adapted  for  drying  yarns,  piece 
goods,  &c.  They  consist  of  a  row  of  vertical 
sliding  panels,  built  up  with  hanging  rods  to 
form  rigid  horses  for  the  goods.  They  are 
readily  movable  on  runner  wheels,  and  each 
panel  may  be  withdrawn  independently  of  the 
others,  with  the  minimum  loss  of  heat,  as  the 
back  of  the  panel  closes  the  outlet  and  thus 
reshuts  the  oven.  A  hot-air  blast  is  supplied 
from  above,  and  after  passing  through  the  oven 
it  discharges  into  the  open. 

The  Lennox  plate-oven  dryer  is  a  type  which 
has  many  advantages,  is  compact,  and  occujjies 
a  small  floor  space.  The  outer  vertical  cylindical 
casing  is  buUt  up  in  sections  to  allow  for  exten- 
sion and  renewal.     A  concentric  cylindrical 
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clriim  slowly  rotates  inside.  At  each  external 
section  there  is  a  horizontal  metal  plate  within 
tho  apparatus,  and  each  section  plate  contains 
a  hole  ;  these  holes  are  not  vertically  above  one 
another.  The  material  to  be  dried  is  fed  in  at 
the  top,  falls  on  the  first  section  plate,  and  is 
slowly  stirred  round  by  horizontal  arms  on  the 
rotating  centre  drum  till  it  reaches  the  hole  in 
the  plate.  It  then  falls  through  on  to  the 
next  platC;  is  slowly  stirred  round  tDl  it  falls 
on  to  the  third  plate,  and  so  on,  till  it  is  dis- 
charged at  the  base.  Hot  air  is  blown  in  at  the 
base,  and  passes  upwards  into  the  central  drum, 
from  which  it  issues,  through  numerous  holes  in 
its  sides,  passes  through  the  material,  and  thence 
upwards  and  outwards. 

A  horizontal  steam-jacketed  cylindrical  oven, 
containing  a  very  powerful  and  thorough  agitat- 
ing gear  inside,  is  used  for  drying  wet  pasty 
materials  like  meat,  fish,  &c.  The  material  is 
fed  in  at  the  top,  and  discharged  as  a  dry, 
mealy  powder  through  a  manhole  in  the  bottom. 
The  vapour  is  removed  from  the  interior  through 
a  large  outlet  duct  operated  either  by  a  fan  or 
pump  according  to  circumstances.  In  vacuum 
ovens  the  removal  of  vapour  by  means  of  air 
or  other  gases  in  motion  is  discarded  in  favour  of 
pumping  away  the  vapour  from  the  warmed-up 
material,  operating  in  a  closed  space  and  dimin- 
ishing the  pressure  within  it  to  any  desired 
extent.  The  oven  must  be  strongly  built,  and 
aU  joints  must  fit  tightly  to  maintain  the 
diminished  pressure.  The  material  may  be 
supported  inside  in  any  suitable  manner,  for 
instance,  on  steam-heated  grids.  The  necessary 
accessories  are  a  vacuum  pump,  a  condenser  for 
the  vapour  and  a  receiver  for  the  condensed 
water.  The  latter  is  jirovided  with  a  sight 
glass  in  order  to  tell  when  no  more  water  is 
given  off  by  the  material  in  the  oven.  The 
effective  working  of  such  a  plant  depends 
largely  upon  the  observance  of  various  mechanical 
and  engineering  points  ;  the  chief  feature  of  the 
vacuum  process  is  the  saving  of  time  that  it 
effects.  The  oven  may  be  designed  to  suit 
either  solids  or  liquids,  and  y)rovision  may  also 
be  made  for  effectively  stirring  the  material 
during  the  drying  process. 

Desiccators.  (For  an  account  of  laboratory 
desiccators,  v.  this  article,  p.  210.) 

A  desiccator  is  any  type  of  drying  machine, 
which,  working  by  evaporation,  carries  the  degree 
of  drying  to  the  utmost  possible  extent,  fn 
some  of  the  types  previously  described,  it  is 
difficult  to  prevent  thoroutih  desiccation,  and, 
in  fact,  to  avoid  dehydration  and  calcination, 
but  a  number  of  machines  have  been  devised 
for  the  effective  desiccation  of  liquids  and  thin 
pastes,  which  work  upon  a  common  principle 
that  may  be  briefly  ex[)lained.  It  consists  in 
spreading  the  liquid  in  a  thin  film  over  a  heated 
metallic  surface  kept  in  motion,  and,  when  the 
water  has  been  removed,  skimming  off  the  solid 
residue  with  a  knife.  By  suitable  arrangements, 
this  process  can  be  made  continuous,  and  it  is 
employed  on  a  large  scale  for  desiccating  milk 
to  a  dry  powder.  A  modified  method  of  remov- 
ing the  desiccated  product  is  to  cause  the  liquid 
to  spread  out  on  the  upper  part  of  an  endless 
horizontal  metallic  belt,  working  over  two  rollers 
containefl  in  a  heated  chamber  under  reduced 
pressure.    The  heated  liquid,  being  fed  on  to  the 


belt  at  one  roller,  is  desiccated  by  the  time  it 
arrives  at  the  (jther,  and,  on  the  belt  passing 
over  that  roller,  the  dry  powder  falls  into  the 
delivery  hopper  beneath. 

Literature. — Marlow's  Drying  Machinery  and 
Practice,  which  contains  a  bibliography  of  the 
subject. 

DETONATORS  v.  Explosives. 

DEXTRAN     (  JiTMS. 

DEXTRINS  h(V,,,H,,0,).  When  diastase  acts 
on  starch  paste  (gelatinised  starch),  maltose  is 
the  final  product,  but,  intermediate  between  the 
starch  and  maltose,  various  dextrins  are  formed 
as  the  reaction  proceeds  in  successive  stages. 
These  dextrins  are  colloidal  amorphous  com- 
pounds, and  do  not  form  characteristic  deriva- 
tives. They  are  soluble  in  water,  and  precipitated 
by  alcohoL  Only  maltodextrin,  which  is 
possibly  the  simplest  of  them,  has  been  prepared 
in  anything  like  a  state  of  purity,  and  most  of 
the  other  dextrins  described  must  be  regarded 
as  mixtures. 

As  diastatic  hydrolysis  jJroceeds,  the  optical 
rotatory  power  diminishes,  and  the  cupric- 
reducing  power  increases.  The  change  is  rapid 
to  a  certain  point,  but  then  becomes  arrested  : 
this  behaviour  is  interpreted  as  proof  of  an 
essential  difference  between  the  higher  and 
lower  dextrins.  The  constants  of  this  stage  of 
hydrolysis  are  [aj^  =  162-5°,  K  (cupric-reducing 

power)  =  48-3,  and  correspond  to  the  conversion 
of  four-fifths  of  the  starch  into  maltose.  The 
remaining  dextrin  is  hydrolysed  with  greater 
difficulty.  According  to  H.  Brown,  it  cannot 
have  a  simpler  formula  than  40((J|;H,„(),- )H.,0. 

The  dextrin  isolated  from  a  starch  conversion 
stopped  at  a  stage  which  gives  a  deep  brownish- 
red  colouration  with  iodine,  is  termed  crythro- 
dextrin.  At  a  later  stage  iodine  ceases  to  give  a 
colouration,  and  the  dextrin  present  is  termed 
achrodextrin.  These  dextrins  have  little  or  no 
cupric-reducing  action,  this  point  being  still 
undecided. 

Dexti'ins  are  also  formed  by  the  action  of  hot 
dOute  mineral  acids,  or  of  heat  alone  on  starch. 
The  final  product  in  this  case  is  dextrose  instead 
of  maltose.  These  methods  are  used  for  the 
commercial  preparation  of  dextrin. 

Maltodextrin  (i(C,HiuO,)H,Ohas[a]^+ 193-6°, 

[a]|^+181°;  cupric-reducing  power,  42.  These 

figures  agree  with  a  mixture  of  1  part  maltose 
to  2  parts  dextrin  ;  but  the  facts  ( 1 )  that  it 
cannot  be  separated  into  maltose  and  dextrin 
by  dialysis,  (2)  that  it  is  not  fermentable  by 
yeasts,  (3)  that  it  is  completely  converted  into 
maltose  by  diastase,  prove  maltodextrin  to  be 
a  definite  chemical  compound.  To  prepare  it, 
a  starch  transformation  is  carried  out  at  60°-66°, 
until  [aj^=  +198°.  The  solution  is  boiled, 
concentrated  to  a  sp.gr.  of  1-06,  and  the 
maltosL-  removed  by  fermentation.  The  solution 
is  filtered,  evaptuated  to  a  syrup,  and  digested 
with  alcohol  first  of  90  p.c,  and  then  of  85  p.c. 
This  last  liquid  is  decanted  hot,  and  the  alcohol 
distilled  off,  when  nuvltodextrin  remains;  it  is 
purified  by  further  treatment  with  alcohol. 

On  oxidation  fif  maltodextrin  with  mercuric 
oxide,  until  the  cupric  -  reducing  power  has 
disappeared,  maltodextrini<-  acid  is  obtained. 
This  behaviour  proves  maltodextrin  to  contain 
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an  aldehyde  group,  but  the  change  goes  further 
than  the  oxidation  of  tliis  group  to  carbosvl 
(CO2H),  since  it  splits  up  the  terminal  C"i2 
group  into  a  acid  residue,  which  remains 
attached  to  the  rest  of  the  molecule,  and  a 
C,j  residue  which  is  eliminated. 

(For  a  full  account  of  the  decomposition 
products  of  starch,  v.  Starch.  1 

Manufacture.  —  The  commercial  products 
known  as  solid  dextrin,  British  gum,  starch  gum, 
&c.,  are  mixtures  containing  various  dextrins, 
together  with  carbohydrates  (copper  oxide 
reducing  substances).  They  consist  mainly  of 
erythrodextrin,  and  accordingly  give  a  brown 
iodine  colouration. 

They  are  prepared  (1)  by  the  action  of  heat 
on  dried  starch  ;  (2)  by  the  action  of  heat  on 
acidified  dried  starch. 

The  starch  is  first  freed  as  much  as  possible 
from  combined  water  by  drying  in  suitable 
ovens,  and  then  submitted  to  a  temperature  of 
212°-275°  in  rotating  sheet-iron  drums.  The 
heat  is  supplied  by  hot  oil,  rape  oil  being  pretty 
generally  used,  or  by  direct  fire.  When  the  oil- 
bath  is  used,  the  control  over  the  temperature  is 
greatest,  and  the  colour  of  the  product  can  be 
varied  at  will  from  white  to  dark-brown.  When 
the  drums  are  heated  by  direct  fire,  they  are 
made  to  rotate  on  slightly  inclined  axes,  the 
dried  starch  being  fed  in  at  the  higher  end  of 
the  revolving  cylinder  and  the  product  dis- 
charged at  the  other.  Sheet-iron  ovens  are  also 
used  ;  they  are  constructed  singly  or  in  sets.  The 
heat  is  supplied  by  a  furnace,  the  heated  air 
from  which  is  drawn  over  the  top  of  the  ovens. 
'I'he  material  is  kept  continually  stirred  by  flat  iron 
oars.  Boxes  and  trays  are  also  used  as  conver- 
ters, and,  indeed,  the  maker  has  only  to  consider 
the  variety  and  quality  of  product  required,  and 
to  remember  that  the  drier  the  starch  and  the 
lower  the  temperature  of  conversion,  the  whiter 
will  be  the  product,  and,  further,  that  different 
starches  yield  different  products,  i.r.  behave 
differently  when  submitted  to  the  action  of  heat, 
to  enable  him  to  construct  an  apparatus  that 
will  suit  his  requirements.  It  must  also  be 
borne  in  mind  that  the  conversion  takes  place 
more  slowly  at  a  low  temperature. 

The  alternative  method,  in  which  less  heat 
is  required  to  yield  a  satisfactory  product,  is  to 
spray  or  moisten  the  starch  either  with  a 
mixture  of  dilute  nitric  and  hydrochloric  acids, 
or  with  each  acid  singly,  or  with  dilute  oxalic 
acid.  The  paste  is  dried  and  heated  at  I00''-I20° 
or  to  150°,  till  the  transformation  is  complete,  as 
determined  by  the  iodine  test ;  it  must  then  be 
arrested  promptly. 

Payen  recommended  1000  lbs.  starch  to  be 
moistened  with  30  gallons  water  containing  2  lbs. 
nitric  acid  (sp.gr.  1-38),  the  mixture  to  be  well 
kneaded,  made  up  into  balls,  and  dried  in  a 
hot  -air  chamber ;  then  powdered,  spread  on 
brass  trays  to  the  depth  of  l|-2  inches,  and 
submitted  to  a  temperature  of  "from  n0°-120° 
in  a  hot-air  oven. 

The  products  thus  obtained  appear  in  com- 
merce in  the  form  of  powders  var3Tng  in  colour 
from  almost  white  to  dark-brown,  through  every 
shade  of  light-yellow  and  brown.  They  are 
reduced  to  this  state  after  roasting,  by  crushing 
in  pans  or  passing  through  rollers,  and  then  sifting  | 


through  a  rotating  silk  screen  such  as  is  used  in 
flour  mills. 

Dextrins  prepared  from  powdered  starch  are 
used  by  textile  manufacturers  and  calico 
printers  as  vehicles  for  colours.  They  are  also 
used  for  all  kinds  of  gum,  paste,  sizings,  and  in 
the  manufacture  of  paper  boxes,  wall  paper,  and 
for  a  variety  of  other  purposes. 

On  heatmg  dry  starch  with  formic  or  acetic 
acids,  the  starch  nucleus  is  broken  down  and 
esters  of  dextrins  are  formed,  which  are  soluble 
in  cold  water.  The  proportion  of  acid  fixed 
depends  on  the  time  of  treatment.  After  15 
hours'  heating  with  glacial  acetic  acid  at  90°, 
the  product  just  ceases  to  give  a  blue  iodine 
colouration,  and  the  products  of  the  further 
heating  are  soluble  in  cold  water.  When  care  is 
taken  to  exclude  moisture,  and  the  heating  is 
contimied  for  2  or  3  hours  only,  using  equal 
weights  of  starch  and  glacial  acetic  acid,  an 
acetylated  starch,  known  commercially  as 
Fec'iilose,  is  obtained.  'J'his  behaves  like  starch 
towards  boOing  water,  but  the  jelly  does  not 
revert  on  standing.  It  forms  very  clear  flexible 
films,  and  is  said  to  give  better  results  than 
dextrin  as  a  textile  finish  {see  Traquair,  J.  Soc. 
Chem.  Ind.  1909,  28,  288). 

Dextrin  syrups  find  employment  in  a  variety 
of  industries.  They  are  prepared  from  starch 
by  heating  it  with  hydrochloric  or  sulphuric  acids 
in  precisely  the  manner  already  described  for 
dextrose  (i).  CAKBOHYDEATES),with  the  exception 
that  conversion  is  stopped  at  a  much  earlier 
stage.  Thus  in  the  modern  American  process  of 
manufacture  of  corn  syrup  from  maize  starch, 
less  than  10  minutes'  heating  is  required.  The 
product  evaporated  to  42°-45°B.  forms  a 
colourless  viscous  syrup,  having  the  composition 
water,  19  p.c.  ;  dextrose,  38-5  p.c.  ;  dextrin, 
42-0  p.c.  :  ash,  0-5  p.c. 

In  America  corn  syrup  is  used  extensively 
in  making  confectionery,  preserves,  and  table 
syrups,  being  preferable  to  sugar  or  cane  syrup, 
as  the  goods  are  not  likely  to  grain. 

Dextrin  may  also  be  prepared  by  the  action 
of  malt  extract  on  gelatinised  starch. 

E.  F.  A. 

DEXTROSE  V.  Caebohydbates. 

DHAURA.  A  gum  obtained  from  Anogeissui 
laiifolia  ( Wall. ).  It  is  extensively  used  in  India  in 
calico-printing  ;  it  occurs  in  clean  straw-coloured 
elongated  masses,  sometimes  honey-coloured  or 
even  brown  from  impurities.  As  an  adhesive 
gum,  it  is  inferior  in  strength  to  gum  arabic.  In 
India,  the  reputation  of  this  gum  stands  high 
with  the  calico  printers,  especially  of  Lucknow, 
and  it  is  probable  it  possesses  some  specific 
peculiarity  justifying  the  preference,  since  it  is 
used  with  certain  dyestuffs,  such  as  with  haldi 
(Curcuma  longa  [Linn.]),  whUst  gum  arabic  or 
'babul'  is  used  with  madder  (Rutna  cordifnlia 
[Linn.])  (Watts'  Economic  Products  of  India). 

DHURRIN  V.  Gltjcosides. 

DIABETIN.  A  trade  name  for  a  preparation 
of  IsBvulose. 

DIACETYL  V.  Ketones. 

DIACETYLDIOXIME  v.  Ketones. 

DIALKYL  BARBITURIC  ACIDS  v.  Pveimi- 

DTNER. 

DIALOGITE.  Manganese  carlonate  [v.  Man- 
ganese and  Rhodocheosite). 


DIAMOND. 
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DIALURIC  ACID,  Tarlronylurea 


CO; 


^CH•OH 


l)ieparetl  by  reducing  alloxan  with  zinc  and 
hydrochloric  acid,  or  with  sulphuretted  hydrogen 
at  the  temperature  of  boiling  water  (Liebig  and 
Wiihler,  Annalen,  26,  276),  or  with  ammonium 
sulphide,  when  ammonium  dialurate  is  obtained 
and  is  readily  converted  into  the  acid  by  the 
action  of  hot  dilute  hydrochloric  acid  (Gregory, 
Chem.  Soc.  Mem.  1845,  ii.  11).  A  mixture  of 
potassium  dialurate  and  oxalurate  is  obtained 
by  adding  potassium  carbonate  to  a  solution  of 
alloxan  contaming  potassium  cyanide  (Strecker, 
Annalen,  113,  5.3)  ;  it  is  prepared  by  reducing 
aUoxantin  with  sodium  amalgam,  or  dibromo- 
barbituric  acid  with  sulphuretted  hydrogen 
(Baeyer,  Annalen,  127,  12  ;  130,  133).  Magnier 
de  la  Source  showed  that  dialuric  acid  is  ob- 
tained by  prolonged  boiling  of  uric  acid  with 
water  (BuU.  Soc.  chim.  1875,  23,  529),  and 
Grimaux  effected  its  synthesis  by  treating 
tartronic  acid  and  urea  with  phosphorus  oxy- 
chloride  (Compt.  rend.  1879,  88,  85). 

Dialuric  acid  forms  colourless  short  four- 
sided  prisms,  sparmgly  soluble  in  cold,  more 
readily  so  in  hot  water.  The  moist  crystals  or 
the  aqueous  solution  rapidly  absorb  oxygen  from 
the  air  to  form  alloxan,  which  combines  with  the 
dialuric  acid,  forming  alloxantin.  The  rate  at 
which  the  change  takes  place  is  illustrated  by 
the  results  obtained  by  Hartley  (Chem.  Soc. 
Trans.  1905,  87,  1804),  in  an  unsuccessful 
attempt  to  obtain  the  absorption  spectra  of 
dialuric  acid  :  0-144  gram  of  pure  dialuric  acid 
was  dissolved  by  agitation  and  warmmg  in  100 
c.c.  of  water,  and  immediately  afterwards  the 
solution  yielded  the  same  series  of  absorption 
spectra  as  a  solution  of  0-322  gram  of  allox- 
antin, dissolved  in  250  c.c.  of  water.  Allox- 
antin is  also  formed  by  mixing  solutions  of 
equivalent  quantities  of  dialuric  acid  and  of 
alloxan.  Dialuric  acid  is  monobasic,  and,  con- 
trary to  the  statements  of  Menschutkin  (Ber. 
1875,  8,  760  ;  Annalen,  1876,  182,  70),  forms  only 
one  series  of  salts  of  the  type  C4H304N2M'. 
The  sodium,  qwtassivm,  ammonium,  and  barium 
salts  are  crystalline  (Koech,  Annalen,  1901,  315  ; 
Behrend  and  Friederich,  Annalen,  1906,  344,  1). 

Acetyldialuric  acid  G0i::^^^^^^CB.-0kc 

crystallises  in  white  prisms  or  leaflets  ;  m.p. 
210°-212°  ;  gives  a  violet  precipitate  with 
barium  hydroxide;  forms  the  'potassium  salt 
C6H5U5N2K,H20,  and  combines  with  alloxan  to 
form  acetylalloxantin  CioHgOgN.^HoO,  m.p. 
263°-265°;  hemoyldialuric  acid  Q\,B.fiM.,, 
crystallises  in  prisms,  m.p.  209°-210°,  yield's 
with^  barium  hydroxide  a  white  precipitate, 
turning  violet,  and  combines  with  alloxan  to 
form  henzoijlalloxantin  C,  .HmOsN.i.H^O  or 
lAHjO,  m.p.  253°-255°  (Behrend  and"  Frie- 
derich, Annalen,  1906,  344,  1-18). 

Substituted    dialuric    acids    of    the  type 

jq^jj.QQ^^C(OH)R   are  obtained  by  the 


CO 


condensation  of  alloxan  with  (1)  aromatic 
ketones,  e.g.  phenacyldialuric  acid,  where 
R  =  CgH5-CO-CH2—  ;  (2)  aromatic  amines,  e.g. 
p-aminophenyltartronylurea,  where 


(3)  pyrazolone  bases,  e.g.  phenylmethylpyrazo- 

NPh  •  CO 

lonetartronylurea,   where  R=  j  tj—  ; 

NMe-CMo 

(4)  phenols,  e.g.  jJ-hydroxyphenyltartronylurea, 
where  R=OH-C6H4-.  For  the  preparation 
and  technical  application  of  these  compounds, 
see  art.  Alloxan. 

D imethyldia lur ic  ac id 

,,(.^NMe-CO\p„ 
^'•^^NMeCO  ^'-^■(JW 

obtained  by  reducmg  amalic  acid  (tetramethyl- 
allosantin)  with  sulphuretted  hydrogen  (Maly 
and  Andreasch,  Monatsh.  1882,  3,  92),  or  with 
sodium  amalgam  (Techow,  Ber.  1894,  27,  3082), 
forms  colourless  compact  crystals  which  become 
red  at  100°  and  decompose  at  170°.  It  forms 
crystalline  alkali  salts,  and  reduces  cold  solu- 
tions of  silver  and  copper  salts. 
/60-DiaIurie  acid 


^,^^NH-CH(OH)- 


C(0H)2,H„0 

or  CO<'^|;[l^(*^H'\CO,2H.O,  obtained  by 

the  action  of  bromine  water  on  I'so-barbituric  acid 

CO<^^^_^qJ^C(OH)    or  aminonracil  or  hy- 

droxyxanthine  (Behrend  and  Roosen,  Ber.  1888, 
21,  999),  crystallises  in  trimetric  prisms  some- 
times a  centimetre  long  (Weinschenk,  Annalen, 
1889,  251,  243),  is  readily  soluble  in  water,  less  so 
in  alcohol ;  it  loses  one  molecule  of  water  of  crys- 
tallisation at  100°.  The  other  molecule,  which 
is  regarded  as  water  of  constitution,  is  lost  at 
140°-L50°,  at  which  temperature  the  compound 
decomposes,  /sodialuric  acid  is  converted  into 
dialuric  acid  by  the  action  of  bases  (Koech, 
Annalen,  1901,  315,  246).  It  yields  uric  acid  on 
condensation  with  urea,  reduces  solutions  of 
silver  salts,  and  combines  with  hydroxylaniine 
to  form  two  isomeric  oxirnino-  compounds.  The 
a-  oxime  forms  shining  plates  or  prisms, 
becomes  red  and  decomposes  at  100°  ;  the 
fi-  oxime  crystallises  in  needles  which  do  not 
become  red  at  110°  (Behrend  and  Roosen, 
Annalen,  251.  244). 

Methyl/sodialuric  acid  C.HsOjN,,  prepared 
by  oxidising  methyl /.yobarbituric  acid  (Leh- 
mann,  Annalen,  1889,  253,  80)  with  bromine 
water,  crystallises  in  rosette-like  aggregates  from 
water,  and  in  contradistinction  to  wodialuric 
acid,  contains  only  1  molecule  of  water,  which 
is  regarded  as  water  of  constitution.    M.  A.  W. 

DIAMIDOGEN   BLACK,   -BLUES  v.  Azo- 

COLOTTEING  MATTBBS. 

DIAMINE  BETA  BLACK,  -BLACK,  -BLUE, 
-BRONZE,  -BROWNS,  -CUTCH,  -FAST  RED, 
-GOLD,  -GREEN,  -PINK,  -ROSE,  -SCARLET, 
-VIOLET,  -YELLOW  v.  Azo  ■  coloukinu  matte ks  ; 
Primuline. 

DIAMINES  V.  Amines. 

DIAMINOACRIDYLBENZOIC      ACID  v. 

ACEIDINE  DYESTUFFS. 

diaminobenzenes,  diaminotoluenes 

V.  Amines. 

DIAMOND.  A  natural  form  of  carbon,  crys- 
tallising in  the  cubic  system.  The  commonest 
forms  are  the  regular  octahedron,  the  rhombic 
dodecahedron  and  the  six-faced  octahedron,  all 
others  being  subordinate  to  these,  and  occurring 
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generally  in  combination  with  them.  The  forms 
are,  to  some  extent,  characteristic  of  the  locality  : 
thus  the  octahedron  is  common  in  Cape  stones, 
while  Brazil  yields  rhombic  dodeeahedra  and 
six-faced  octahedra.  It  is  notable  that  the  faces 
of  diamond  crystals  are  often  curved,  and  the 
six-faced  octahedron,  with  its  48  rounded  faces, 
may  become  almost  a  sphere.  The  curvature  is 
in  some  cases  due  to  a  lamellar  structure 
(ScJialenbildunrj),  the  component  lamella;  regu- 
larly decreasing  in  size  towards  the  centre  of 
each  face.  In  a  glazier's  diamond,  it  is  necessary 
that  the  cutting  edge  be  cusijed.  The  faces  of 
diamond  crystals  are  often  striated  parallel  to 
the  edges  of  the  octahedron  ;  they  also  exhibit 
impressions,  or  indentations,  frequently  of  tri- 
angidar  shape,  and  it  is  noteworthy  that  simOar 
impressions  may  be  artificially  developed,  as 
shown  by  G.  Kose,  by  subjecting  diamonds  to 
intense  heat,  without  access  of  air  (Ueber  das 
Verhalten  d.  Diamants  u.  Graphits  bei  d.  Erhitz- 
ung,  Monatsb.  Berl.  Ak.  1872,  516). 

The  frequent  occurrence  of  triangular  depres- 
sions on  Cape  diamonds  has  been  adduced  as 
proof  of  their  exposure  to  subterranean  heat. 

Twin  crystals  of  diamond  are  not  uncom- 
mon ;  and  flat  triangular  hemitropes,  splitting 
easily  along  the  plane  of  union,  are  known  to 
the  Amsterdam  workers  as  Nahsfeine.  (On  the 
crystallisation  of  diamond,  v.  Sadebeck,  Monatsb. 
Berl.  Ak.  187G,  578  ;  Hirschwald,  Zeits.  f.  Krys- 
tal.  i.  1877,  212  ;  and  Weiss,  N.  Jahrb.  f.  Min. 
1880,  ii.  12.) 

The  cleavage  of  the  diamond  is  perfect  and 
parallel  to  the  faces  of  the  octahedron.  The 
cutter  frequently  takes  advantage  of  this 
cleavage  in  removing  portions  disfigured  by 
flaws,  and  in  dressing  rough  stones  to  be  cut  as 
brilliants.  Notwithstanding  the  ancient  belief 
that  a  true  diamond  could  bear  the  blow  of  a 
hammer,  it  is  rather  a  brittle  stone,  not  only 
splitting  along  the  cleavage  planes,  but  breaking 
elsewhere  with  a  conchoidal  fracture.  The 
hardness  of  the  diamond  is  indicated  as  10  on 
the  mineralogical  scale,  but  it  is  so  greatly 
superior  to  that  of  any  other  mineral  that  this  is 
merely  an  arbitrary  expression.  Crystals  from 
different  localities  vary  considerably  in  degree  of 
hardness  :  thus,  lapidaries  assert  that  Indian 
diamonds  are  harder  than  the  Brazilian,  and 
these,  again,  harder  than  South  African  stones  ; 
whilst  those  from  Ne^  South  Wales  are  the 
hardest  of  all.  The  hardness  may  vary  on 
different  faces  of  a  single  crystal,  and  even  in 
different  directions  on  the  same  face.  The 
sp.gr.  of  diamond  ranges  from  3-509  to  3'550, 
the  mean  being  about  3-514  (Schrotter).  Baum- 
hauer  determined  the  density  of  a  nearly  colour- 
less Cape  diamond  to  be  3-51812. 

Diamonds  vary  greatly  in  colour.  The 
purest,  or  stones  of  the  '  first  water,'  are  practi- 
cally colourless  ;  while  certain  stones,  known  as 
'  blue  whites,'  incline  to  a  faint  bluish  tint  ;  the 
best  example  of  this  type  being  the  Porter- 
Rhodes  diamond — a  stone  of  150  carats,  found  at 
the  Cape  in  1880.  Most  of  the  '  off-coloured  ' 
stones  present  yellow  or  brown  tints  ;  the  colour 
cannot  be  discharged  by  heat,  but  yellow 
diamonds  have  sometimes  been  fraudulently 
washed  with  dilute  violet  ink,  whereby  the  tint 
is  superficially  neutralised.  The  dark  colour  of 
some  diamonds  has  been  doubtfully  referred  to 


the  presence  of  crowds  of  minute  internal 
cavities,  revealed  by  microscopic  examination 
(Brewster). 

Whole  off-coloured  stones  are  of  compara- 
tively small  value,  those  which  possess  a  pro- 
nounced and  pleasing  colour  are  highly  prized  as 
'  fancy  stones.'  A  deep-red  colour  is  the  rarest. 
The  famous  '  Hope  Blue  '  diamond  of  44}  carats 
is  of  a  dull  slaty-blue ;  while  the  '  Dresden 
Green '  diamond,  in  the  Griine  Gewolbe  in 
Dresden,  presents  a  delicate  green  colour. 

The  index  of  refraction  is  higher  in  diamond 
than  in  any  other  transparent  gem-stone. 
According  to  Des  Cloizeaux,  it  is  2-414  for  red 
rays,  and  2-428  for  green.  It  was  the  high 
refraction  of  diamond  that  led  Newton  to  con- 
jecture that  it  might  be  '  an  unctuous  substance 
coagulated.'  The  character  of  the  lustre  is 
known  as  adamantine.  Much  of  the  brilliancy 
of  the  faceted  brilliant  is  due  to  its  small  critical 
angle  (24°  24'),  since  a  very  large  proportion  of 
the  rays  entering  the  diamond  must  be  neces- 
sarily returned  by  total  reflection.  The  co- 
efficient of  dispersion  is  higher  than  in  most 
transparent  bodies  ;  it  is  given  by  Jannettaz  as 
0-044.  Examined  in  polarised  light,  many 
diamonds  exhibit  an  anomalous  behaviour, 
apparently  due  to  internal  strain.  Brewster, 
who  supposed  that  the  diamond  might  have 
been  originally  a  vegetable  gum,  explained  the 
depolarising  action  which  certain  diamonds 
display  between  crossed  nicols  as  the  result  of 
tension  caused  by  included  bodies.  Chatrian 
has  found  a  crystal  of  iron-pyrites  in  a  Brazilian 
diamond. 

After  exposure  to  solar  light,  the  diamond 
becomes  highly  phosphorescent,  and  ditlerent 
faces  of  the  same  crystal  may  emit  rays  of  dif- 
ferent colours.  Submitted  to  molecular  dis- 
charge in  Crookes's  exhausted  tubes,  the  diamond 
glows  with  great  brilliancy.  On  exposure  to  the 
heat  of  the  electric  arc,  it  swells  up,  cracks  on 
the  surface,  and  becomes  coated  with  a  substance 
resembling  graphite.  In  its  ordinary  state,  the 
diamond  does  not  conduct  electricity,  but  the 
coke-like  mass  obtained  by  exposure  to  the  arc 
is  a  good  conductor. 

The  study  of  the  action  of  heat  upon  the 
diamond,  with  and  without  the  presence  of  air, 
gave  the  earliest  clue  to  its  chemical  composi- 
tion. The  famous  experiment  of  the  Florentine 
academicians,  Averani  and  Targioni,  made  in 
1694,  at  the  instance  of  the  Grand  Duke  Cosmo 
III.,  showed  that  it  could  be  volatilised  by  heat. 
In  1751  the  Emperor  Francis  I.  caused  a  quan- 
tity of  diamonds  and  rubies  to  be  placed  in  a 
crucible  and  exposed  to  great  heat,  when  it  was 
found  that  the  diamonds  disappeared,  while  the 
rubies  were  fixed.  Darcet  afterwards  showed 
that,  though  the  diamonds  vanished  if  heated  in 
an  open  crucible,  they  remained  unaltered  if  air 
were  completely  excluded.  In  1772  Lavoisier 
demonstrated  that  the  diamond  is  truly  com- 
bustible, and  yields  carbon  dioxide  ;  and  it  was 
subsequently  shown  by  Smithson  Tennant  that 
equal  weights  of  charcoal  and  of  diamond  gave 
equal  weights  of  this  gas.  By  heating  diamond 
with  iron,  Guyton  de  Morveau  obtained  steel, 
and  thus  indirectly  showed  the  probable  com- 
position of  the  inineral.  The  experiments  of 
Davy,  in  1810,  proved  that  the  diamond  was 
practically  pure  carbon  :  a  result  co'tifirmcd  by 
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the  refined  investigations  in  determining  the 
atomic  weight  of  carhon  by  Diimas  and  Stas, 
and  subsequently  by  lloscoc  and  by  Friedel. 
The  behaviour  of  diamonds  when  exposed  to  high 
temperatures  in  various  gaseous  media  has  been 
studied  by  M.  Morren  (Compt.  rend.  70,  990). 

On  the  combustion  of  the  diamond,  there 
remains  a  quantity  of  a  colourless  or  reddish 
ash,  varying  from  one  five-hundredth  to  one 
two-thousandth  of  the  original  weight  of  the 
mineral.  Microscopic  examination  of  this  deli- 
cate spongy  ash  led  Goppert,  Petzholdt,  and 
others  to  believe  that  it  shows  traces  of  cellular 
tissue,  suggestive  of  a  vegetable  origin. 

Various  hj'potheses  have  been  advanced  to 
explain  the  origin  of  the  diamond,  but  these 
have  rarely  been  suljjected  to  experimental  veri- 
fication or  disproof.  Liebig  suggested  the  de- 
composition of  liquid  hydrocarbons,  while 
Ghancourtois  and  others  have  resorted  to  hydro- 
carbonaceous  vapours.  Carvill  Lewis,  basing 
his  opinion  on  the  occurrence  of  diamonds  in 
South  Africa,  derived  the  mineral  from  the  action 
of  eruptive  rocks  on  carbonaceous  shales  (Geol. 
Mag.  1887,  22).  As  many  of  the  minerals  asso- 
ciated with  the  diamond  in  Brazil  have  been 
formed  artificially  by  the  decomposition  of  chlor- 
ides at  a  high  temperature,  it  has  been  sug- 
gested by  A.  Favre  that  the  decomposition  of 
chloride  of  carbon  may  have  yielded  the  dia- 
mond. Gannal  attemf)ted  to  obtain  it  from 
carbon  disulphide.  Reviewing  the  geological 
conditions  under  which  diamonds  occur  in 
various  parts  of  the  world,  it  is  seen  that  these 
are  so  different  in  different  localities  as  to 
suggest  that  the  natural  process  of  diamond- 
making  has  not  been  uniform.  Thus,  in  Brazil 
and  in  India  the  diamond  appears  to  be  asso- 
ciated with  acid  rocks,  while  in  South  Africa  it 
occurs  in  a  highly  basic  rock,  resembling  an 
altered  peridotite. 

The  artificial  production  of  diamond,  though 
many  times  attempted  with  doubtful  results, 
was  sTiccessfuUy  accomplished  by  H.  Moissan, 
in  1893,  by  the  crystallisation  of  carbon  from  its 
solution  in  iron  at  a  high  temperature  and  under 
enormous  pressure.  This  was  efiected  by 
plunging  molten  iron  from  an  electric  furnace 
into  cold  water  ;  the  contracting  crust  so  formed 
holding  the  molten  interior  under  pressure.  The 
largest  crystal  of  diamond  so  obtained  measured 
J  mm.  across.  Microscopic  crystals  have  also 
been  obtained  by  I.  Friedliinder  (Geol.  Mag. 
1898,  226)  and  by  R.  v.  Hasslinger  (fi.  B.  Ak. 
Wien.  1902,  lll,"ii.  b.  fil9  ;  1903,  112,  ii.  b, 
507),  by  dissolving  carbon  in  molten  olivine. 

The  most  ancient  diamond-mines  are  those  of 
India,  whence  the  precious  stone  has  been  ob- 
tained from  remote  antiquity.  The  Indian  dia- 
monds are  found  in  river  gravels,  and  in  super- 
ficial deposits  scattered  over  the  country,  while 
occasionally  they  occur  in  sandstones  of  the 
Vindhyan  formation,  but  these  probably  do  not 
represent  the  original  matrix.  In  1884  (Jhaper 
announced  the  discovery  of  the  diamond  in  a 
pink  pegmatite,  at  Eellary  in  Madras  (Compt. 
rend.  J88-1-,  98,  113),  but  this  seems  doubtful. 
Diamonds  have  been  worked  in  three  extensive 
districts  in  India.  The  mines  of  the  most 
southern  group  are  partly  in  the  Madras  Presi-  ■ 
dency  and  partly  in  the  territory  of  the  Nizam, 
the  most  famous  workings  having  been  those  on 


the  Kistna  and  Godavery  rivers,  improperly 
known  as  the  mines  of  Golconda.  The  '  Gol- 
conda  '  district  yicldi'il  most  of  the  great  his- 
torical tliamonds,  such  as  the  Koh-i-nur,  the 
Regent,  and  the  Great  Mogul ;  and  workings 
have  been  reopened  at  Partial  (W.  Morgans' 
Report,  1889).  Diamonds  also  occur  in  the 
districts  of  Cuddapah,  Bellary,  and  Karnul,  liut 
most  of  the  mines  are  now  abandoned.  In 
1881  a  diamond  of  irregular  shape,  weighing 
(57 j|  carats,  was  found  near  Wajra  Karur,  in  the 
Bellary  district,  and  yielded  a  fine  brilliant  of 
24^  carats,  known  as  the  '  Gor-do-Norr  '  (Mallet). 
Another  group  of  diamond  localities  is  situated 
in  the  Central  Provinces  :  at  Sambalpur  on  the 
Mahanadi  river,  and  at  Waii-agarh.  The 
mineral  is  also  found  in  Chutia  Nagpur  in 
Bengal  ;  while  further  to  the  north  is  a  third 
group  of  mines,  including  those  of  Panna  in 
Buntlelkhand,  still  worked  on  a  limited  scale. 
(On  Indian  diamonds,  v.  Manual  of  the  Geol.  of 
India  ;  vol.  3,  Economic  Geology,  by  V.  Ball, 
1881 ;  and  vol.  4,  Mineralogy,  by  F.  R.  Mallet, 
1887.) 

Although  the  sands  of  many  of  the  rivers  tif 
Brazil  had  been  long  worked  for  gold,  it  was  not 
until  1727  that  the  occurrence  of  diamonds  in 
association  with  the  precious  metal  was  ob- 
served. The  distribution  of  the  diamond  is 
extensive,  occurring  locally  in  the  states  of  Minas 
Geraes,  Goyaz,  Baliia,  Matto  Grosso,  Parana,  and 
Sao  Paulo.  The  best-known  locality  is  Diaman- 
tina,  formerly  callel  Tejuco,  in  Minas  Geraes. 
The  diamond  occurs  in  gravels  mixed  with  clay, 
and  forming  a  loose  conglomerate  known  as 
cascalho  ;  while  if  the  quartz  pebbles  are  less 
rolled,  as  in  the  plateau  gravels,  it  is  termed 
gu.nj'iiUio.  The  diamond  is  said  to  have  been 
found  in  a  metamorphic  sandstone  called  itfi- 
columite,  and  it  is  asserted  that  where  ita- 
columite  is  not  present  the  neighbouring  gravels 
never  bear  diamonds.  In  the  Diamantina 
region,  the  original  matrix  seems  to  be  in  veins 
of  quartz  and  clayey  matter,  carrying  iron- 
pyrites  and  tourmaline,  and  traversing  a  series 
of  hydromica-schists  and  itabarites,  with  ita- 
columite.  In  the  sands  and  gravels,  the  diamond 
is  associated  with  rutile,  anatase,  brookite, 
magnetite,  hematite,  ilmenite,  &c.  (On  Bra- 
zilian diamonds,  v.  papers  by  OrvOle  Derby  in 
Amer.  J.  Sci.  [3]  24,  1882,  34  ;  and  Gorceix 
in  Compt.  rend.  113,  1881,  981  ;  H.  Pearson, 
J.  Soc.  Arts,  58,  1909,  101.) 

It  appears  that  the  occurrence  of  diamonds 
in  South  Africa  was  known  as  far  back  as  the 
middle  of  the  18th  century,  yet  it  was  not  untU 
1867  that  attention  was  recalled  to  this  for- 
gotten discovery.  At  that  time,  the  child  of  a 
Boer  farmer  near  Hopetown,  picked  up  among 
the  pebbles  of  the  Orange  river  a  diamond 
weighing  21 ,1  carats.  Search  in  the  neighbour- 
hood soon  led  to  other  discoveries,  one  of  the 
earliest  being  that  of  a  stone  of  83  J  carats, 
which  came  to  be  known,  when  exit,  as  the  '  Star 
of  South  Africa,'  or  the  '  Dudley '  diamond. 
The  earliest  workings  were  '  river  diggings,'  in 
the  gravels  of  the  Vaal  and  some  of  its  tribu- 
taries, especially  near  Pneil  and  Klipdrilt.  The 
largest  diamond  obtained  from  the  river  diggings 
was  the  '  Stewart,'  a  stone  weighing  288^  carats, 
found  in  1872  at  Waldeck's  Plant,  on  the  Vaal. 
On  the  discovery  of  diamonds  in  the  soU  at  Du 
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Toit's  Pan,  most  of  the  river  diggings  were 
abandoned  in  favour  of  what  were  called  '  dry 
diggings.'  The  principal  mines  at  present 
worked  are  those  of  Kimberley,  De  Beer's,  Du 
Toit's  Pan,  Wesselton,  and  Bultfonteiu,  all 
within  a  limited  area  around  the  town  of  Kim- 
berley in  Griqualand  West.  There  are  also 
several  smaller  isolated  mines  in  Griqualand 
West  and  in  Orange  River  Colony,  in  the  latter 
notably  the  Jagersfontein  and  KofTjrfontein 
mines.  The  largest  pipe  of  '  blue  ground  '  is 
that  of  the  Premier  mine,  near  Pretoria  in  the 
Transvaal,  which  was  discovered  in  1903  ;  here, 
in  1905,  was  found  the  largest  by  far  of  known 
diamonds,  the  '  CuUinan,'  which  weighed  in  the 
rough  3025 J  English  carats  (  =  62 1-2  grams). 

The  South  African  diamonds  occur  mostly 
in  a  serpentinous  breccia,  filling  vertical  pipes, 
which,  piercing  the  surrounding  rocks,  rise  to 
the  surface,  where  their  presence  was  originally 
marked  by  little  hills  or  Jconjes.  A  reddish 
sandy  soil  occupied  the  surface,  beneath  which 
occurred  a  deposit  of  calcareous  tufa  ;  this  passed 
downwards  into  the  '  yellow  earth,'  which  finally 
merged  into  the  so-called  '  blue  ground.'  The 
yellowish  material  was  simply  the  upper  part  of 
the  blue  earth  more  or  less  altered  by  surface 
agencies. 

It  is  now  generally  believed  that  the  pipes, 
or  chimneys,  are  ancient  volcanic  ducts,  through 
which  the  cUamond-bearing  material  has  been 
brought  up  from  some  deep-seated  source.  The 
pipes  traverse  black  and  reddish  shales  of  the 
Karoo  formation,  believed  to  be  of  Triassic  age, 
associated  with  sheets  of  basaltic  rocks,  and 
resting  upon  a  granite  base.  The  edges  of  the 
shales  are  .slightly  upturned,  as  if  by  pressure 
from  below,  but  they  do  not  show  signs  of  fusion 
or  other  alteration  suggestive  of  a  high  tem- 
perature. The  walls  of  the  chimneys  are 
smooth,  or  vertically  striated,  and  between  the 
walls  and  the  contents  of  the  pipes  there  are 
occasional  hollows  lined  with  crystals  of  calcite, 
and  sometimes  yielding  explosive  gases,  appa- 
rently derived  from  the  carbonaceous  shales. 

The  materials  filling  the  pipes  consist  of 
fragments  of  the  shales  and  other  neighbouring 
rocks,  usually  sharp  at  the  edges  and  not  fused, 
cemented  into  a  hard  breccia  by  a  greenish 
serpentinous  material,  chiefly  a  hydrated  ferro- 
magnesian  silicate,  which  is  probably  an  altered 
enstatite  or  bronzite  (for  analysis,  v.  Maskelyne 
and  Flight,  Quart.  Journ.  Geol.  Soe.  30,  1874, 
406).  The  embedded  diamonds  are  associated 
with  garnets  (pyrope),  sometimes  known  in  the 
trade  as  '  Cape  rubies  '  ;  with  green  saUte,  and 
a  peculiar  mica,  named  by  Maskelyne  Vaalite, 
which  appears  to  be  an  altered  biotite.  Ilmenite 
is  present,  and  is  sometimes  mistaken  for  car- 
bonado or  black  diamond.  Among  the  other 
associates  of  the  diamond  are  iron-pyrites,  mag- 
netite, and  zircon.  It  is  notable  that  the  dia- 
monds are  often  fragmentary,  and  neighbouring 
fragments  do  not  correspond,  thus  suggesting 
that  fracture  occurred  at  some  deep-seated  point. 
Much  discussion  has  arisen  as  to  the  original 
character  of  the  blue  rock  ;  but  most  geologists 
now  regard  it  as  an  altered  volcanic  product 
which  was  probably  brought  up  in  a  pasty  con- 
dition, not  at  a  very  high  temperature,  but  per- 
haps rather  like  the  materials  of  a  mud  volcano. 
CarviU  Lewis  described  the  rock  as  an  altered 


peridotitc  vinder  the  name  of  Kimherlitf,  and 
concluded  that  the  matrix  of  the  diamond  in 
many  parts  of  the  world  was  probably  serpen- 
tine, resulting  from  the  alteration  of  an  erupted 
peridotitc  (Rep.  Brit.  Ass.  1887  meeting,  720). 

Until  1885  the  diamond  -  mines  of  South 
Africa  were  worked  as  open  quarries ;  but, 
serious  difficulty  having  arisen  from  falls  of  the 
surrounding  rock,  known  locally  as  '  reef,' 
systematic  underground  mining  has  been  intro- 
duced. Outside  the  pipe  a  shaft  is  sunk,  and 
galleries  are  thence  driven  into  the  djamond 
ground.  The  blue  earth,  when  first  hauled  up, 
is  extremely  hard,  but  by  exposure  to  air  and 
water  it  is  readily  disintegrated,  and  the  dia- 
monds are  then  separated  by  washing.  (For 
account  of  the  South  African  diamond-mines,  v. 
G.  F.  Williams,  The  Diamond  Mines  of  South 
Africa,  1902,  new  ed.  1906;  P.  A.  Wagner, 
Die  Diamantfiihrenden  Gesteine  Siidafrilias, 
1909.) 

More  recently,  diamonds  have  been  found  in 
other  parts  of  South  Africa,  namely,  in  Southern 
Rhodesia  and  in  German  South-West  Africa. 
In  the  latter  region,  large  numbers  of  small 
diamonds  were  discovered  in  1908  in  the  sand- 
dunes  of  Liideritz  Bay. 

Borneo  has  yielded  diamonds  from  remote 
antiquity.  They  occur  in  alluvial  clays,  river 
sands,  and  drift  gravels  ;  occasionally,  too,  they 
have  been  found  in  an  Eocene  conglomerate,  but 
this  is  a  derived  rock,  and  the  original  matrix  is 
unknown  {v.  Posewitz's  Borneo,  Berlin,  1889). 

In  Australia,  diamonds  are  known  to  occur 
at  numerous  localities,  especially  in  New  South 
Wales,  but  the  stones  are  invariably  small. 
They  have  been  worked  commercially  in  drift 
gravels  on  the  Cudgegong  river,  near  Mudgee, 
and  at  Bingera  and  Inverell  in  New  South  Wales 
(v.  Liversidge,  Min.  of  New  South  Wales,  1888, 
116).  Diamonds  have  also  been  found,  though 
but  rarely,  near  Echunga  in  South  Australia, 
and  at  Beechworth  and  elsewhere  in  Victoria. 

Numerous  localities  for  diamonds  are  known 
in  the  United  States.  They  occur  in  association 
with  gold  in  North  Carolina,  in  Georgia,  and 
in  Butte  Co.,  California ;  while  they  are  found 
with  platinum  in  Oregon.  A  crystal  weighing 
231  carats  was  found  in  1855  at  Manchester  in 
Virginia,  and  after  cutting  became  known  as  the 
On-i-nur,  or  '  Sun  of  light.'  (On  diamonds  in 
United  States,  v.  G.  F.  Kunz,  in  successive 
volumes  of  Mineral  Resources,  by  United  States 
Geolog.  Survey.) 

Other  localities  for  diamonds  are  in  British 
Guiana,  where  stones  were  first  met  with  in 
1890  in  the  upper  courses  of  the  Mazaruni  river. 
The  only  European  localities  are  in  the  Ural 
Mountains,  where  a  few  isolated  crystals  have 
been  found  in  the  gold  washings  at  different 
times  since  1829,  and  in  Lapland. 

It  has  lately  been  shown  that  the  diamond 
is  to  be  included  in  the  list  of  extra-telluric 
minerals.  Microscopic  crystals  of  carbonado 
have  been  detected  in  the  meteoric  stones  which 
fell  at  Novo-Urei  in  Russia  on  September  22, 
1886,  and  also  in  the  meteoric  irons  of  Caiion 
Diablo  in  Arizona. 

Carbonado  is  the  name  given  to  a  black  or 
dark-grey  form  of  diamond,  which  was  dis- 
covered in  1842  in  the  state  of  Bahia  in  Brazil, 
and  is  at  present  known  to  occur  only  in  Brazil 
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and  Borneo.  It  is  generally  found  in  irregular 
or  rounded  masses,  occasionally  with  indistinct 
crystalline  form,  and  presenting  on  fracture  a 
comjiact  granular  or  cellular  structure.  Its 
sp.gr.  is  less  than  that  of  true  diamond,  being 
in  some  cases  as  low  as  3-01  ;  nor  is  it  so  pure 
as  crystallised  diamond,  some  specimens  yield- 
ing on  combustion  as  much  as  2  p.c.  of  ash. 
Notwithstanding  its  impurity,  it  exceeds  in 
toughness  any  other  form  of  diamond  ;  and  this 
has  led  to  its  extensive  \ise  in  the  arts.  In  the 
diamond-mounted  rock-drUls  of  Leschot  and 
Beaumont,  pieces  of  carbonado  are  firmly  em- 
bedded in  the  inner  and  outer  edges  of  the  steel 
tube  which  forms  the  head  of  the  drill ;  and  so 
valuable  is  the  carbonado  that  a  single  crown, 
with  its  setting,  may  be  worth  2000Z.  The 
carbonado  is  also  used  in  tools  for  dressing  mill- 
stones and  emery  wheels. 

Another  variety  of  diamond  used  in  the  arts 
is  known  as  horl  or  hoart.  Mineralogists  recog- 
nise under  this  name  an  impure  translucent  and 
imperfectly  crystallised  variety,  generally  occur- 
ring in  small  concretionary  masses  of  dark-grey 
or  black  colour,  with  a  rugose  exterior.  It  is 
slightly  less  dense  than  crystallised  diamond,  its 
sp.gr.  not  exceeding  3 -SOS  ;  but  it  is  extremely 
hard.  True  bort  occurs  in  most  diamond- 
bearing  districts,  but  much  of  the  bort  of 
commerce  is  merely  coarse  diamond,  too  much 
flawed  or  splintered  to  be  used  by  the  jeweller. 
The  bort  is  crushed  in  a  steel  mortar,  and  the 
powder  is  extensively  employed  by  laj)idaries 
and  others  as  a  powerful  abrading  agent. 

The  art  of  cutting  and  polishing  the  diamond 
is  generally  attributed  to  Ludwig  van  Berquen, 
of  Bruges,  who  is  said  to  have  first  jjractised  it 
about  1476.  The  forms  into  which  diamonds 
are  cut  at  the  present  day  are  known  as  the 
brilliant  and  the  rose  or  rosette.  The  former 
may  be  roughly  described  as  consisting  of  two 
truncated  and  faceted  j)yramids,  applied  base  to 
base  :  the  upper  part,  or  crown,  is  moi'e  trun- 
cated than  the  lower  part ;  the  edge  of  union 
between  the  two  parts  is  termed  the  girdle,  while 
the  broad  flat  upper  face  is  the  table,  and  the 
small  lower  plane  the  ciilet.  The  rose  has  a  flat 
base,  from  which  rises  a  hemis2)herical  dome 
covered  with  triangular  facets  {v.  figs.). 

In  cutting  a  diamond,  the  first  step  is  usually 
to  reduce  it  by  cleavage  to  a  convenient  shape. 
To  cleave  the  crystal,  the  operator  embeds  it  in 
a  cement  of  resin  and  brickdust,  carried  at  the 
end  of  a  small  wooden  baton.  The  cement 
having  been  warmed,  the  diamond  is  fixed  in 
such  a  position  that  only  the  part  to  be  spUt  is 
exposed.  Along  the  direction  of  cleavage  a 
furrow  is  cut  by  means  of  another  diamond  ; 
into  this  groove  a  thin  steel  blade  is  inserted, 
and  by  a  sharp  blow,  skUfuUy  delivered  on  the 
blade,  the  cleavage  is  effected. 

After  cleavage,  the  stone  is  cut,  or  rather 
rubbed,  into  the  required  shape.  Two  dia- 
monds, each  embedded  in  cement,  with  only  a 
small  surface  exposed,  are  patiently  rubbed 
together  until,  by  mutual  attrition,  two  approxi- 
mately plane  surfaces  are  formed.  The  operator 
wears  stout  gloves  to  protect  the  fingers,  and 
takes  care  that  every  particle  of  dust  resulting 
from  the  friction  is  carefully  preserved.  When 
the  faces  have  been  roughly  formed  by  this 
rubbing,  or  '  bruting,'  they  require  to  be  polished 


on  the  mUl,  The  diamond  is  embedded  in  a  ball 
of  fusible  metal,  carried  in  a  hemispherical  cup 
at  the  end  of  an  arm,  which  being  loaded  with 
movable  weights  enables  the  manipulator  to 
adjust  the  pressure  on  the  wheel.  The  wheel  is 
a  circular  iron  disc,  about  10  inches  in  diameter, 
rotating  in  a  horizontal  plane  at  the  rate  of  about 
2000  or  3000  revolutions  per  minute.  The 
rotating  discs  are  fed  with  diamond-dust  and 
olive  oil. 


Brilliant-cut.  Hose-cut. 


The  diamond-cutting  industry  has  for  cen- 
turies been  centred  in  Amsterdam,  where  it  is 
mainly  in  the  hands  of  Jews  ;  but  mills  have 
also  been  established  at  Antwerji,  and.  of  late 
years,  at  Hanau,  near  Frankfort ;  in  Switzer- 
land, London,  and  New  York.  The  trade  has 
received  a  great  impetus  in  recent  years  by  the 
enormous  output  of  the  South  African  mines, 
which  now  practically  supjily  the  world. 

For  information  on  the  diamond,  v.  M. 
Bauer,  Edelsteinkunde,  1896,  2nd  ed.  1909; 
Engl,  transl.  by  L.  J.  Spencer,  1901;  G.  E. 
Williams,  The  Diamond  Mines  of  South  Africa, 
1902,  new  ed.  1906  ;  Sir  W.  Crookes,  Diamonds. 
1909  ;  Annual  Reports  on  Precious  Stones  by 
G.  E.  Kunz  (in  The  Mineral  Industry)  and  by 
D.  B.  Sterrett  (in  Mm.  Res.,  United  States). 

L.  J.  S. 

DIAMOND  BLACKS,  -FLAVINE,  -GREEN, 
-YELLOWS  V.  Azo-  colouein«  matters. 

DIANA.    The  alchemistic  name  for  silver. 

DIANIL  BLACK,  -BLUE,  -PONCEAU, 
-YELLOWS  t-'.  Azo-  cijluuiung  MATTjins ; 
Peimulixe. 

o-DIANISIDINE  r.  Diphenvl. 

DIANISIDINE   BLUE  v.  Azo-  coloueing 

MATTERS. 

DIANOL  BRILLIANT  RED,  -RED  v.  Azo- 

COLOUEING  MATTERS. 

DIANTHINE  v.  Azo-  colodeixg  matters. 
DIAPHTHERIN,  DIAPHTHOL,  DIASPIRIN, 

V.  Syjithetkj  drugs. 

DIASPORE,  N alive  hi/druied  alumina  AlM-j, 
HoO  {v.  Aluminium). 

DIASTASE  or  Amylase  is  the  name  given  to 
the  enzyme  or  mixture  of  enzymes  which  con- 
verts starch  and  glycogen  into  maltose.  In 
France,  the  word  '  diastase  '  is  used  as  a  general 
1  term  for  all  enzymes,  a  custom  which  causes 
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considerable  confusion,  and  which  it  is  to  be 
hoped  will  lapse. 

Diastase  is  very  wddely  distributed  in  plants 
and  in  animals.  It  Ls  found  in  blood  serum,  in 
muscle,  liver  and  pancreas,  and  particularly  in 
the  saliva,  this  latter  enzyme  being  long  known 
under  the  name  ptyalin. 

The  power  of  germinated  barley  to  hydrolyse 
starch  was  discovered  by  Kirchoff  in  1814, 
and  the  enzyme  preparation  was  first  made  by 
Payen  and  Porsoz  in  1833.  Diastase  is  found 
very  generally  in  the  leaves  and  twigs,  in  the 
germinating  seeds,  in  the  bark,  in  the  pollen 
grains,  and  in  the  latex  of  plants.  It  occurs  in 
yeast  and  in  most  of  the  mould  fungi,  the 
enzyme  of  Aspergillus  oryzce,  the  so-called  Taka 
diastase  being  well  known  on  account  of  its 
industrial  use  in  the  manufacture  of  the  Japanese 
beverage,  koji. 

Diastase,  lilie  all  other  enzymes,  has  not 
been  prepared  in  anything  approaching  a  pure 
state.  Considerable  uncertainty  exists  also  as 
to  whether  it  is  a  single  enzyme  or  a  mixture 
of  enzymes  acting  in  turn  to  convert  starch 
into  dextrin  and  dextrin  into  maltose.  Modern 
evidence  favours  the  view  that  it  consists  of  a 
starch-liquefying  enzyme  or  amylopectase,  and  a 
saccharifying  enzyme  able  to  hydrolyse  soluble 
starch,  but  without  much  action  on  raw  starch 
until  this  has  been  rendered  soluble  by  the 
amylopectase.  The  two  enzymes  are  found 
together,  but  in  unequal  proportions.  Wheaten 
flour,  for  example,  frequently  has  a  deficiency  of 
liquefying  enzyme. 

There  are  well-marked  differences  between 
the  enzymes  present  in  resting  barley  and  in 
malt  (r/.  Lintner  and  Eckhardt,  Zeitsch.  Ges. 
Brauw.  1899,  389 ;  J.  L.  Baker,  Cham.  Soc. 
Trans.  1902,  81,  1177),  one  of  the  chief  of  these 
being  that  the  diastase  of  raw  grain  possesses 
little  if  any  starch-liquefying  power.  Baker  has 
shown  that  the  products  of  hydrolysis  of  starch 
by  alcohol-precipitated  enzymes  from  the  two 
sources,  are  not  the  same.  Brown  and  Morris 
have  termed  the  enzyme  of  resting  barley 
'  translocation  diastase,'  that  of  malt  '  secretion 
diastase '  (Chem.  Soc.  Trans.  1890,  58,  458  ; 
1893,  63,  604).  They  regarded  these  as  not  only 
different  in  their  actions,  but  as  formed  from 
■different  materials.  This  latter  assumption  has 
been  disputed  (c/.  Ling,  J.  Inst.  Brewing,  1908, 
14,  494  ;  Ford  and  Guthrie,  I.e.,  1908,  14^  61). 

Some  authors  consider  the  saccharifying 
■enzyme  to  be  a  mixture,  attributing  a  different 
■enzyme  to  each  stage  in  the  simplification  of  the 
istarch  molecule.  It  is  impossible  at  present  to 
;make  any  definite  statement  on  this  point.  In 
support  of  it,  it  appears  that  exposure  to  a 
temperature  of  68°  acts  more  injuriously  on  the 
■conversion  of  dextrin  to  maltose  than  on  that  of 
starch  into  dextrin.  Heating  diastase  does  not 
affect  the  liquefying  power,  though  the  sacchari- 
:fying  action  largely  disajjpears. 

The  quantity  of  diastase  contained  in  the 
ibarley  grain  increases  gradually  in  the  course  of 
germination  :  it  is  said  to  reach  a  maximum  in 
about  8  or  9  days,  when  the  plumules  are  twice 
as  long  as  the  grains. 

Preparation. — A  great  variety  of  methods 
have  been  proposed  for  the  preparation  of 
■diastase,  the  majority  of  these  starting  from 
malt.    According  to  O'Sullivan   (Chem.   Soc.  | 


Trans.  1884,  45,  2),  finely  ground  pale  barley 
malt  is  saturated  with  water,  adding  enough  to 
slightly  cover  it  and  after  3^  hours  as  much 
of  the  solution  as  possible  is  expressed  by  means 
of  a  filter  press.  After  filtering,  alcohol  (sp.gr. 
0-83)  is  added,  as  long  as  a  flocculent  precipitate 
forms,  the  addition  being  discontinued  as  soon 
as  the  liquid  becomes  opalescent  or  mUky.  The 
precipitate  is  collected,  washed  with  alcohol  of 
increasing  strength  until  dehydrated,  pressed 
between  cloth  and  dried  in  vacud  over  sulphuric 
acid. 

Lintner  (  J.  pr.  Chem.  .34,  378)  treats  1  part 
of  green  barley  malt  or  fiour  of  air-dried  malt 
with  2  to  4  parts  of  20  p.c.  alcohol  for  24  hours, 
and  precijjitates  the  extract  with  2J  volumes  of 
absolute  alcohol.  The  precipitate  is  washed 
with  alcohol  and  ether  to  dehydrate  it,  and  dried 
in  vacuo. 

Loew  extracts  germinated  barley  with  4  p.c. 
alcohol,  and  precipitates  the  extract  with  basic 
lead  acetate.  The  preciijitate  is  suspended  in 
water,  lead  removed  with  hydrogen  sulphide, 
and  the  enzyme  precipitated  with  a  mixture  of 
alcohol  and  ether. 

Wroblewsky  extracts  finely  powdered  malt, 
first  with  70  jj.c.  and  then  twice  with  45  p.c. 
alcohol.  Alcohol  is  added  to  the  two  last 
extracts  until  70  p.c.  is  present,  the  precipitate 
formed  is  collected,  washed  y/ith  alcohol  and 
ether,  and  dried. 

For  further  purification,  both  Wroblewsky 
and  Osborne  and  Campbell  dissolve  the  enzyme 
in  water,  and  precipitate  it  with  ammonium  sul- 
phate, which  is  added,  drop  by  drop,  until  the 
liquid  contains  60  p.c.  On  standing,  a  very 
active  yellowish  flaky  precipitate  is  obtained. 

Green  barley  malt  may  also  be  extracted 
with  glycerol,  and  the  diastase  precipitated  by 
alcohol.  Effront  extracts  with  water  and 
induces  alcoholic  fermentation  in  the  extract 
so  as  to  remove  carbohydrate  and  protein  matter. 
It  is  then  filtered  and  the  diastase  precipitated 
by  alcohol. 

Animal  diastase  is  best  obtained  from  saliva. 
Cohnheim  uses  freshly  prejmred  calcium  phos- 
phate as  precipitant,  extracts  this  precipitate 
with  water,  and  adds  alcohol  to  obtain  the 
enzyme.  Alcohol  is  also  used  for  direct  precipita- 
tion, likewise  ammonium  sulphate.  Von  Wittich. 
extracts  pancreas  diastase  with  glycerol. 

For  the  preparation  of  an  active  diastatic 
extract  for  laboratory  use,  ground  malt  should 
be  extracted  with  twenty  times  its  weight  of 
distilled  water  at  21°  for  3  hours  and  filtered 
bright. 

Preparations  of  diastase  obtained  as  de- 
scribed above  are  colourless,  amorphous,  and 
friable,  readily  dissolving  in  water ;  but  if 
allowed  to  dry  without  being  dehydrated,  they 
are  horny  and  not  easily  penetrated  by  water. 
They  invariably  contain  ash,  which  consists  of 
potassium,  calcium,  and  magnesium  phos- 
phates, with  a  trace  of  sulphate.  They  give  a 
deep  blue  colour  with  a  1  p.c.  ;ih  i.lM.li^  sdlution 
of  gum  guaiacum  and  hydrogen  jk  iMvidc. 

Lintner's  diastase  gave  the  reactions  of  the 
proteins,  and  was  found  to  contain  C,  46*6()  j).c.  ; 
H,  7-36  p.c.  ;  N,  10-42  p.c.  ;  S,  M2  p.c  ,  calcu- 
lated on  the  ash-free  product.  Osl)orne  (Ber. 
1898,  31.  254)  ffnind  for  his  jnost  active  prcpai'a- 
tion,  which  had  a  diastatic  power  of  000  imd 
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contained  U-OG  p.c.  of  ash,  C— 52-5  p.c,  H 
=  G-72  p.c,  N=1G-1  p.u.,S=l-!J  p.c.  ;  and  Wio- 
Ijlewsky  gives  N=l(j-5  p.c.  for  his  purest 
diastase.  Both  authors  regarded  diastase  as  a 
protein  combined,  according  to  Osborne,  with  a 
proteose. 

The  most  recent  work  of  Frankel  and 
Hamburg  (Beitr.  Chem.  Physiol,  n.  Path,  1906, 
8,  389)  leads  to  the  conclusion  that  diastase  con- 
tains neither  protein  groups  nor  reducing  carbo- 
hydrates in  its  molecule.  Impurities  were  re- 
moved from  the  enzyme  solution  with  lead 
acetate,  the  solution  .sterilised  by  filtration,  and 
further  purified  by  fermentation  with  a  yeast 
which  had  been  rendered  nitrogen-hungry.  This 
preparation  could  be  divided  by  dialysis  into 
two  distinct  enzymes,  one  of  which — the 
saccharifying — passed  through  the  paper,  while 
the  other— the  liquefying — was  left  behind.  It 
showed  absence  of  typical  protein  reactions,  but 
contained  a  pentose  in  small  amount. 

The  activity  of  diastase  is  very  greatly 
influenced  by  the  nature  of  the  substrate  on 
which  it  acts,  more  particularly  as  to  whether 
this  is  alkaline  or  acid.  Certain  substances, 
such  as  the  amphoteric  amino-  acids  and  aspara- 
gine,  also  ammonium  and  calcium  phosphate, 
increase  the  activity,  asparagine  being  especially 
effective  in  some  instances.  Vegetable  diastase 
exhibits  the  maximum  activity  in  presence  of 
traces  of  weak  organic  acids.  The  very  smallest 
quantities  of  alkali  stop  action,  though  this 
begins  again  as  soon  as  the  alkali  is  neutralised. 
In  reality,  the  above  accelerating  substances  are 
all  of  acid  nature,  and  the  apparently  favourable 
effect  of  acid  is  due  not  to  the  acid  per  se,  but 
to  its  neutralising  alkaline  impurities  present. 
Maximum  activity  is  attained  in  neutral  (in  the 
sense  that  water  is  neutral)  solution.  Minute 
traces  of  metallic  impurities  have  an  adverse 
influence.  The  temperature  of  maximum  ac- 
tivity of  diastase  is  about  55°  ;  heated  above 
this,  it  begins  to  show  decomposition. 

Estimation  of  diastatic  jiowzr. — Since  it  has 
not  been  obtained  in  a  pure  state,  the  absolute 
estimation  of  diastase  is  an  impossibility  ;  more- 
(jver,  the  very  great  influence  of  external  con- 
ditions on  diastatic  activity,  to  which  allusion 
has  been  already  made,  makes  it  difficult  to  do 
more  than  compare  the  relative  activities  of  a 
number  of  materials  under  precisely  similar 
conditions.  As  this  is  an  important  operation 
in  brewery  control,  the  methods  of  analysis  have 
been  accurately  laid  down.  The  diastatic  power 
is  often  termed  the  Lintner  value,  and  expressed 
in  degrees  Lintner.  The  standard  is  100° 
when  0-1  c.c.  of  a  5  p.c.  solution  of  malt,  acting 
on  a  2  p.c.  solution  of  soluble  starch  for  1  hour  at 
70°F.,  produces  reducing  sugar  equivalent  to 
5  c.c.  of  Fehling's  solution. 

To  obtain  accurate  results,  great  stress  must 
be  laid  on  the  purity  of  the  distilled  water  and 
soluble  starch  used  :  commercial  starches  are 
frequently  alkaline.  All  work  must  be  carried 
out  in  hard-glass  apparatus  {rf.  Ford,  J.  Soc. 
Chem.  Ind.  1904,  23,  8). 

The  method  atlopted  by  the  Malt  Analysis 
Committee  of  the  Institute  of  Brewing  (J.  Inst. 
Brewing,  1906)  for  malt,  is  as  follows : 
25  grams  ground  malt  are  extracted  with 
500  c.c.  of  distilled  water  for  30  hours  at 
70°F.  and  filtered  bright.    3  c.c.  is  allowed  to 


act  on  100  c.c.  of  2  p.c.  soluble  starch  at  70°I'\ 
for  1  hour.  Diastatic  action  is  then  stopped  by 
the  addition  of  10  c.c.  A'^/lO-sodium  hydroxide, 
and  the  liquid  made  up  to  200  c.c.  Sugar  is 
then  determined  cither  volumetrically  or  gravi- 
metrically.  The  results  are  calculated  by  the 
formula 

Diastatic  power  =  1000/.r// 

where  x  =  the  number  of  c.c.  of  malt  extract 
contained  in  100  c.c.  of  the  fully  diluted  starch- 
conversion  liquid,  and  ?/  =  the  number  of  c.c. 
of  the  same  liquid  required  to  reduce  5  c.c. 
of  Fehling's  solution.  When  the  diastatic 
capacity  exceeds  50°,  2  c.c.  or  less  of  malt 
extract  are  taken,  particularly  for  the  malts 
over  80°  used  by  distillers  and  vinegar 
makers.  The  diastatic  power  of  English  brew- 
ing malt  ranges  between  35°  and  40°,  that  of 
green  malt  from  110°-125°,  showing  that  a  large 
proportion  of  the  enzyme  is  destroyed  durins: 
the  kilning. 

Lintner  tests  solid  preparations  of  the  puri- 
fied enzyme  by  dissolving  0-2  to  0-5  gram  in 
5(1  c.c.  water  and  adding  to  a  series  of  test-tubes^ 
each  containing  10  c.c.  of  2  p.c.  soluble  starch 
solution,  0-1,  0-2,  &c.,  up  to  1  c.c.  of  the  enzyme 
solution.  After  an  hour,  each  tube  is  boiled  in 
the  water-bath  with  5  c.c.  of  Fehling's  solution, 
and  that  determined  in  which  the  copiier  solu- 
tion is  just  completely  reduced.  A  second 
series  enables  this  point  to  be  ascertained  with 
greater  accuracy. 

Similar  met'hcxls  have  been  based  on  the 
colourations  with  iodine,  shown  by  starch  and 
dextrin  solutions.  Wohlgemuth  sets  increasing 
quantities  of  enzyme  in  a  series  of  tubes  with 
6  c.c.  of  a  1  p.c.  starch  solution  under  precisely 
similar  conditions.  After  30  to  60  minutes  at 
40°,  the  tubes  are  cooled  in  ice  and  a  drop  of 
A7IO  iodine  solution  added.  Colours  varying  from 
dark  -  blue,  blue  -  violet,  reddish  -  yellow,  and 
yellow  are  obtained.  Wohlgemuth  selects  the 
tube  in  which  the  violet  shows  as  indicating 
complete  conversion  to  dextrin. 

Uses. — Diastase  plays  a  most  important  part 
in  the  brewing,  distilling,  and  baking  industries. 
Malt  extracts,  concentrated  iii,  vacuo  at  a  low 
temperature  to  viscid  syrups,  are  largely  used 
by  bread  bakers  and  in  some  food  preparations. 
Considerable  quantities  of  such  active  prej^ai-a- 
tions,  made  from  malts  of  high  diastatic  power, 
also  find  employment  in  laundries  for  the 
purpose  of  removing  starch  from  stiff  collars, 
shirts,  &c.  (See  also  articles  Starch  ;  Fermenta- 
tion ;  Hydrolysis.)  E.  F.  A. 

piATOMACEOUS    EARTHS,  DIATOMITE 

KiESEi.Gi'Hi;. 

DIAZINE  BLACK,  -BLUE,  -GREEN  v.  A/o- 

COLOURING  MATTERS. 

DIAZO-  COMPOUNDS.  These  organic  .sub- 
stances, like  the  azo-  compounds,  contain  the 
characteristic  group  — Nj""*  "j"*  whereas,  in  the 
latter  series,  this  bivalent  radicle  is  invariablj' 
attached  to  two  carbon  atoms,  C-Nj-C,  in  the 
former  it  is  generally,  although  not  invariably, 
combined  with  only  one  carbon  atom,  the  other 
valency  being  satisfied  by  (1)  an  electro-negative 
ion  Ac  in  the  diazonium  salts  C-N.^-Ac  :  (2)  an 
oxygen  atom  in  the  di.aznhydroxides  {' diazo- 
hydrates  '}  C'Nj'OH  and  dimo-oxides  ('  diazo- 
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tales ')  C-Na'OR ;  (3)  a  nitrogen  atom  in 
diazoaminen  {diazoamino-  compounds) 

CNa-NHR 
and  diazoimines  [azimino-  compounds) 

(4)  a  sulphur  atom  in  diazosulpTionaiea 

C-Na-SOjK 
and  diazosulpliides  G'Na'S'C. 

The  diazocyanidea  C-N^'CN  contain  the  azo- 
group  attached  to  two  carbon  atoms,  one  of  which 
belongs  to  a  cyanogen  group,  and  these  com- 
pounds which,  in  general,  are  distinctly  coloured, 
form  an  intermediate  group  between  the  fore- 
going diazo-  derivatives  and  the  azo-  compounds. 

Certain  aliphatic  diazo-  compounds  (?'.  infra) 
contain  the  group  — Nj—  attached  by  both  its 
active  valencies  to  the  same  carbon  atom. 

I.  DiAZONIUM  SAi/rs. 
These  diazo-  derivatives  are  generally,  but 
not  exclusively,  prepared  from  aromatic  amines, 
and  the  process,  which  is  termed  diazotisation,  is 
carried  out  with  the  undissociated  salt  of  the 
amine,  and  not  with  the  free  base.  In  a  hydro- 
lysing  solvent  like  water,  it  is  therefore  custo- 
mary to  diazotise  aniline  and  its  derivatives 
with  sodium  nitrite  (1  molecule)  and  excess 
(2i  to  3  equivalents)  of  mineral  acid. 

Aeomatic  DiAZONroM  Salts. 
The  diazotisation  of  the  benzenoid  and 
naphthalcnoid  amines  is  frequently  carried  out 
on  a  manufacturing  scale  owing  to  the  employ- 
ment of  aromatic  diazonium  salts  in  the  pro- 
duction of  azo-  colouring  matters.  More  than 
1000  tons  of  para-nitranUine  are  diazotised 
annually  in  the  production  of  '  para-nitraniline 
red.' 

The  aromatic  base  is  dissolved  in  dilute 
hydrochloric  or  sulphuric  acid  (3  equivalents  in 
10-20  p.c.  aqueous  solution)  and  the  solution 
treated  with  an  equivalent  quantity  ( 1  molecule) 
of  sodium  nitrite  in  10-20  p.c.  solution.  The 
diazotisation  is  completed  when  tlie  liquid  con- 
tains a  slight  excess  of  nitrous  acid  as  indicated 
by  starch  and  iodide  paper. 

With  aniline  and  its  homologues,  the  tem- 
perature of  the  diazo-  solution  is  generally 
maintained  at  0°-5°  to  prevent,  so  far  as  possible, 
the  decomposition  of  the  unstable  diazonium 
salt,  but  in  other  cases,  e.g.  the  nitranilines, 
naphthylamines,  benzidine,  and  other  diphenyl 
bases,  the  diazotisation  is  carried  out  most 
readily  at  10°. 

In  the  manufacture  of  soluble  azo-  dyes,  the 
diazonium  salts  are  generally  employed  in 
aqueous  solution,  but  solid  diazo-  compounds,  in 
dry  or  paste  form,  have  been  introduced  to 
enable  dyers  to  prepare  '  ingrain  '  azo-  colours 
which  are  developed  on  the  textile  fibres  (v.  Eng. 
Pat.  18429,  21227,  1894;  8989,  11757,  1895; 
1645,  1896;  15353,  1897;  D.  R.  PP.  85387, 
88949,  94280,  1894  ;  89437,  1896). 

In  alcoholic  or  acetic  acid  solution,  diazotisa- 
tion can  be  effected  on  the  salt  of  the  amine 
without  using  an  excess  of  acid,  and  ethyl  or 
amy]  nitrite  may,  with  advantage,  be  substituted 
for  sodium  nitrite. 

Benzenediazonium  chloride  CbHs-NjCI,  the 
simplest  example  of  an  aromatic  diazonium  salt, 
is  prepared  by  adding  the  calculated  quantity 


of  amyl  nitrite  to  aniline  hydrochloride  sus- 
pended in  glacial  acetic  acid  at  10°  ;  it  is  pre- 
cipitated from  the  clear  solution  thus  obtained 
by  the  addition  of  ether. 

Benzenediazonium  sulphate  CeH^-N.-HSOj 
is  prepared  in  a  similar  manner  from  aniline 
sulphate  suspended  in  glacial  acetic  acid,  the 
precipitation  being  effected  with  alcohol  and 
ether. 

Benzenediazonium     nitrate  CgHj-Na-NOs, 

which  was  first  precipitated  from  aqueous  solu- 
tion by  ether  and  alcohol  (Griess,  Annalen,  1866, 
137,  39),  can  also  be  produced  in  alcoholic  or 
glacial  acetic  acid  solution  (Knoevenagel,  Ber. 
1890,  23,  2995  ;  Bamberger,  ibid.  1896,  29,  446  ; 
Hirsch,  ibid.  1897,  30,  92  ;  Hantzsch  and  Jo- 
chem,  ibid.  1901,  34,  3337). 

Diazonium  salts  have  been  obtained  with  a 
large  variety  of  anions:  plaiinichloridcs,  aurichlo- 
rides,  stannichlorides,  ferricyanides,  nitropruss tales 
(Ber.  1879,  12,  2119;  1885,  18,  965),  chromates 
( Jahresberichte,  1867,  915  ;  Cliem.  See.  Trans. 
1905,  87,  1),  carbonales  and  nitrites  {ibid.  1905, 
87,  921),  fluorides  (Ber.  1903,  36,  2059),  perchlo- 
rates  (ibid.  1906,  39,  2713,  3146),  picrales  {Chem. 
Soc.  Trans.  1907,  91,  1316),  azides  {ibid.  1910, 
97,  1697 ;  Ber.  1903,  36,  2056). 

All  diazonium  salts  are  liable  to  explode  in 
the  dry  state,  for  they  are  endothermic  com- 
pounds (Berthelot  and  Vielle,  Compt.  rend. 
1881,  92,  1076;  Sventoslavsky,  Ber.  1910,  43, 
1479)  and  in  some  cases  the  exijlosion  point  has 
been  determined  (Ber.  1899,  32,  1691  ;  1900,  33, 
627).  The  diazonium  chromates  and  per- 
chlorates  decompose  with  considerable  violence, 
so  that  the  former  have  been  suggested  as 
explosives  (Bull.  Soc.  chim.  1867,  [2J  7,  270; 
Fr.  Pat.  73286). 

Bisdiazonium  salts  {Telrazo-  salts).  These 
compounds  are  produced  from  aromatic  di- 
amines which  do  not  contain  their  amino- 
groups  in  ortho-  or  peri-  positions  {v.  Cyclic 
diazo-  compounds,  p.  230). 

When  the  two  amino-  grouxJS  are  in  the  same 
aromatic  nucleus,  complete  diazotisation  is 
effected  only  with  some  difficulty.  Meta- 
phenylenediamine  hydrochloride  and  sodium 
nitrite  furnish  the  azo-  colouring  matters 
included  under  the  term  '  Bismarck  brown  ' 
(Ber.  1897,  30,  2111,  2899  ;  1900,  33,  2116),  but 
when  a  solution  of  the  base  in  excess  of  hydro- 
chloric acid  Ls  added  quickly  to  a  large  excess  of 
weU-cooled  aqueous  nitrous  acid,  complete  diazo- 
tisation takes  place  and  benzene-m-bisdiazonium 
cJdoride  C6H4[N2*ClJ.>  is  produced.  Para-phenyl- 
enediamine  hydrochloride,  when  diazotised  in  the 
usual  way,  gives  a  mixture  of  diazonium  and 
bisdiazonium  chlorides,  but  when  the  hydro- 
chloride is  added  to  excess  of  nitrous  acid, 
benzerie-p-bisdiazoniuin  chloride  is  obtained. 

In  the  naphthalene  series,  l:4-naphthylene- 
diamine  is  diazotised  with  difficulty,  owing  to  its 
oxidisability,  but  in  producing  its  azo-  deriva- 
tives, this  difficulty  is  surmounted  by  working 
with  its  monoacyl-  derivatives  and  diazotising 
in  two  stages  with  an  intervening  hydrolysis 
(Eng.  Pat.  18783,  1891).  The  heteronuclear 
naphthylenediamines,  excepting  the  1:8-  com- 
pound, can  be  completely  diazotised,  yielding 
naphthalenebisdiazonium  sails  (Ewer  and  Pick, 
D.  R.  PP.  45549,  45788  ;  Badische  Anilin  und 
Soda  Fabrik.  D.  R.  P,  130475  ;   Morgan  and 
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Mieldetliwait,  Chem.  Soc.  Trans.  1910,  97,  255  8) 
Benzidine,  tolidine,  dianisidine,  and  other 
similar  heteronuclear  diamines  of  the  diphenyl 
and  ditolyl  series  are  readily  diazotised,  furnish- 
ing bisdiazonium  salts  {e.g.  diphenylhisdiazonium 
chloride  Cl-Na-CeHi-CfiH^-Na-Cl),  which  are  em- 
ployed in  the  manufacture  of  substantive  azo- 
dyes  (v.  Congo  red  and  Benzopwpurin ;  art. 
Azo-  coLOUEiNQ  MATTERS).  There  are  certain 
substituted  para-diamines  in  both  benzene  and 
naphthalene  series  which  have  hitherto  resisted 
aU  attempts  at  complete  diazotisation  (Ber.  1884, 
17,  603 ;  1896,  29,  2285 ;  Eng.  Pat.  2946  of  1896). 

VELOCITY  OF  DIAZOTISATION. 

Under  the  usual  experimental  conditions, 
diazotisation  proceeds  with  great  rapidity,  but 
in  N/1000  solutions,  the  velocity  of  this  reaction 
has  been  determined  by  a  colorimetric  method 
for  estimating  the  free  nitrous  acid.  The  re- 
action is  of  the  second  order,  and  the  values  of 

X 

the  constant  G=y,  r  are  0-036  for  aniline, 

^  t(a—x) 

0-038  for  jo-toluidine,  and  0-041  for  m-xylidine, 
with  one  molecular  proportion  of  free  acid  at 
0°.  At  higher  temperatures,  the  rate  is  in- 
creased (Hantzsch  and  Schumann,  Ber.  1899,  32, 
1691  ;  1900,  33,  527).  Both  colorimetric  and 
electrolytic  determinations  of  the  velocity  of 
diazotisation  show  that,  in  the  absence  of  dis- 
turbing influences,  aU  the  aromatic  amines  are 
diazotised  at  the  same  rate. 

ALTERNATIVE  METHODS  OF  PEODTJCING  AEO- 
MATIC  DIAZONIUM  SALTS. 

Nitrosyl  chloride  or  bromide  has  been  suggested 
as  a  diazotising  agent  (Tilden  and  Millar,  Chem. 
Soc.  Proc.  1894,  59  ;  Kastle  and  Keiser,  Amer. 
Chem.  J.  1895,  17,  91).  Nitrosyl  sidphate  has 
been  used  with  advantage  (Pabst  and  Girard, 
D.  R.  P.  6034  ;  Ber.  1879,  12,  365  ;  Morgan  and 
Micklethwait,  Chem.  Soc.  Trans.  1910,  97,  2558). 
Barium  nitrite,  when  employed  in  conjunction 
with  sulphuric  acid,  furnishes  diazo-  solutions 
free  from  inorganic  salts  (Witt,  Ber.  1903,  36, 
4388).  The  last-named  investigator  has  brought 
forward  an  interesting  process  which  consists  in 
dissolving  the  base  in  cold  concentrated  nitric  acid 
and  adduig  the  calculated  amount  of  potassium 
metabisulphite  required  to  produce  sufficient  ni- 
trous acid  for  the  diazotisation  (Ber.  1909,  42, 
2953). 

Diazonium  bromides  are  formed  by  the  inter- 
action of  hydrazines  and  diazonium  perbromides 

2R-N2Br3-fRN2H3=3R-N2-Br+3HBr 
(Chattaway,  Chem.  Soc.  Trans.  1908,  93,  958). 
An  electrolytic  process  for  the  production  of 
diazonium  salts  has  been  patented  (Boehringer 
&  Sons,  D.  R.  P.  152926,  and  Eng.  Pat.  2608 
of  1904). 

Diazonium  salts  can  also  be  prepared  from 
compounds  not  containing  amino-  groups ; 
mercury  diphenyl  and  nitrous  fumes  give 
benzenediazonium  nitrate  (Ber.  1897,  30,  509), 
and  the  same  salt  is  produced  from  nitroso- 
benzene  and  nitric  oxide  in  chloroform  solution 
{ihid.  1898,  31,  1528).  Fuming  nitric  acid 
reverses  the  coupling  process  and  regenerates 
the  diazonium  salt  from  its  azo-  derivatives 
(Meldola,  Chem.  Soc.  Trans.  1889,  55,  608  ;  1894, 
65,  841 ;  and  O.  Schmidt,  Ber.  1905,  38,  3201). 
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Certain  complex  or  highly  substituted  amines 
resist  diazotisation  unless  treated  under  pressure 
(D.  R.  P.  143450)  or  with  excess  of  nitrous  and 
mineral  acids  (Annalen,  1873,  165,  187  ;  1891, 
200,  224  ;  Ber.  1900.  33,  520). 

(For  indirect  methods  of  forming  diazonium 
salts,  V.  Annalen,  1879,  199,  320;  1888,  248, 
282  ;  1892,  270,  116  ;  Ber.  1893,  26,  2190  ;  1899, 
32,  1809;  1900,  33,  1718;  J.  pr.  Chem.  1896, 
[ii.]  54,  496  ;  Gazz.  chim.  ital.  1900,  30,  1526  ; 
BuD.  Soc.  Chim.  1891,  [iii.]  6,  94.) 

Reactions  of  Akomatic  Diazonium  Salts. 

In  addition  to  their  power  of  coupUng  with 
phenols,  aromatic  amines,  and  their  sulphonic 
acids  to  form  the  technically  important  azo- 
colouring  matters,  the  diazonium  salts  are 
synthetical  agents  of  the  greatest  value,  and  the 
following  is  a  synopsis  of  the  principal  reactions 
in  which  they  take  part : — 

1.  Decomposition  of  Diazonium  Salts  by 
Water. 

(C/.  Ber.  1874,  7,  1061  ;  1894,  17,  2704; 
1899,  32,  1773  ;  1890,  23,  3635  ;  1902,  35,  89  ; 
J.  pr.  Chem.  1881,  [ii.]  24, 476 ;  Chem.  Soc.  Trans. 
1902,  81,  77  ;  1903,  83,  688  ;  1905,  87,  5  ;  1906, 
89,  19.) 

The  decomposition  of  soluble  diazonium  salts 
by  water  is  a  unimolectilar  reaction,  and  is  re- 
presented by  the  well-known  equation  : 

The  relative  stability  of  the  diazonium  salts 
is  ascertained  by  comparing  the  values  of  the 
constant  C  for  a  given  temperature.  The  most 
successful  method  of  making  this  determination 
consists  in  heating  solutions  of  the  diazo-  com- 
pounds at  a  fixed  temperature,  and  measuring 
the  rate  at  which  nitrogen  is  evolved.  A  con- 
venient apparatus,  which  can  be  used  in  this 
determination  and  also  for  studying  the  decom- 
position of  diazo-  compounds  in  general,  is 
indicated  in  the  following  figure. 


These  quantitative  decompositions  show 
that  the  diazonium  salts  from  anUine  and  ortho- 
and  meta-toiuidine  are  among  the  least  stable 
of  the  series,  whereas  considerably  greater 
stability  is  exhibited  by  the  diazotised  nitrani- 
lines  and  the  diazonium  sulphonates  derived 
from  the  benzenoid  and  naphthalenoid  amino- 
sulphonic  acids. 

The  rate  of  decomposition  of  diazo-  com- 
pounds increases  with  the  temperature,  and  in 
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accordance  with  Arrheuius's  formula  for  the 
temperature  coefficient 

The  rate  of  decomposition  is  independent  of 
the  quantity  of  mineral  acid  present,  and  equiva- 
lent solutions  of  benzenediazonium  chloride, 
bromide,  sulphate,  nitrate,  and  oxalate  decom- 
pose with  the  same  velocity ;  this  change  is, 
however,  accelerated  by  colloidal  platinum  or 
silver,  owing  to  catalytic  action  (Hantzsch,  Ber. 
1900,  33,  2517  ;  Hausser  and  MuUer,  Bull.  Soc. 
chim.  1892,  [iii.]  7,  721 ;  1893,  9,  353 :  Compt. 
rend.  1892,  114,  549,  669,  760,  1438  ;  Schwalbe, 
Zeitsch.  Farb.  Ind.  1905,  4,  433  ;  Ber.  1905,  38, 
2196,  3071  ;  Cain,  Chem.  Soc.  Trans.  1902,  81, 
1412;  1903,  83,  206,  470;  1905,  38,  2511  ; 
Euler,  Annalen,  1902,  325,  292). 

In  general,  the  decomposition  of  a  diazonium 
salt  by  water  leads  to  the  formation  of  a  phenol 
R-N„-HSOi+H20=R-OH-fH2SOi+N2. 
The  sulphate  is  the  best  salt  to  employ  in 
this  reaction,  because  the  chloride  and  nitrate 
are  apt  to  lead  respectively  to  alternative  or 
secondary  changes.  Benzenediazonium  sul- 
phate and  its  homologues  furnish  phenol  and 
the  cresols  and  xylenols ;  diphenyl-4:4'-bis- 
diazonium  sulphate  gives  rise  to  4:4'-dihydroxy- 
diphenyl.  Aurin  is  similarly  obtained  from 
diazotised  rosanOine  (Annalen,  1878,  194,  306). 

In  certain  cases,  more  especially  in  the 
naphthalene  series,  the  product  is  contaminated 
by  azo-  compounds,  resulting  from  the  coupling 
of  the  hydroxy-  derivative  with  a  portion  of  the 
still  undecomposed  diazonium  salt  (Chem.  Soc. 
Trans.  1903,  83,  221).  To  obviate  this  difficulty, 
so  far  as  possible,  excess  of  acid  is  used  in  the 
decomposition.  The  manufacture  of  the  a- 
naphtholsulphonic  acids  (e.g.  OH:S03H=l:4 
and  1  :  8)  from  the  corresponding  a-naphthyl- 
aminesulphonic  '  acids  and  the  production 
of  1  :  8-dihydroxynaphthalene-3  :  6-disulphonic 
acid  (chromotrope  acid),  are  typical  examples  of 
the  technical  application  of  the  process. 

Secondary  reactions  occur  even  in  the  sim- 
plest cases  (Ber.  1890,  23,  3705),  and  in  many 
instances,  where  the  boiling  is  protracted  owing 
to  the  great  stability  of  the  diazo-  compound, 
not  a  trace  of  the  hydroxy-  derivative  can  be 
isolated  (Amer.  Chem.  J.  1889,  11,  319  ;  Cain, 
Chem.  Soc.  Trans.  1903,  83,  688).  When  the 
phenolic  product  is  volatile  in  steam,  the  normal 
change  is  facilitated  by  operating  with  solutions 
boiling  above  100°.  A  good  yield  of  guaiacol  is 
obtained  by  adding  the  diazo-  salt  of  ortho- 
anisidine  to  a  mixture  of  sodium  sulphate  and 
dilute  sulphuric  acid  boiling  at  135°-145°,  the 
volatile  product  being  removed  at  the  moment 
of  formation  (KaUe  &  Co.,  Eng.  Pat.  7233 
of  1897  ;  cf.  Annalen,  1889,  253,  281 ;  Ber.  1874, 
7,  1008  ;  D.  R.  P.  167211  ;  Chem.  Soc.  Trans. 
1906,  87,  19). 

(For  other  exceptional  decompositions  of 
diazo-  compounds,  v.  Ber.  1874,  7,  1061  ;  1884, 
17,  2704  ;  1899,  32,  1773  ;  1902,  35,  89  ;  Chem. 
Soc.  Trans.  1896,  69,  1327  ;  1902,  81,  77,  1905 ; 
87,  5  ;  1906,  89,  19.) 

The  diazo-  compounds  are  very  sensitive  to 
light,  which  induces  the  phenolic  decomposition 
even  in  certain  cases  where  the  action  of  hot 
water  or  acids  is  very  slight  (Chem.  Soc.  Trans. 


1907,  91,  35  ;  cf.  Compt.  rend.  1881,  92,  1074  ; 
Ber.  1890,  23,  3131  ;  1901,  34.  1668  ;  D.  R.  PP. 
53455,  56606  ;  J.  Soc.  Chem.  Ind.  1890,  9,  1001). 

2.  Decomposition  of  Diazonium  Salts  by 
Alcohols. 

The  reaction  between  diazonium  salts  and 
alcohols  may  proceed  in  two  different  ways : 

1.  R-Na-X+C.H5-OH=R-H-fC„H40+N2-fHX. 

2.  R-N2-X-fC2H50H=R-0-C2H5+N2  +  HX, 
The  former  of  these  changes  was  originally  re- 
garded as  the  general  reaction,  but  more  recent 
researches  have  shown  that  the  second  is  the 
normal  change.  The  factors  determining  the 
course  of  the  reaction  are,  however,  numerous 
and  complicated,  involving  (1)  the  nature  of  the 
alcohol ;  (2)  the  influence  of  substituents  in  the 
diazonium  salt ;  (3)  the  pressure  and  temperature 
at  which  the  decomposition  is  effected. 

The  tendency  to  replace  the  diazo-  group  by 
hydrogen  increases  with  the  molecular  weight  of 
the  alcohol  employed.  Benzenediazonium  chlor- 
ide or  sulphate  and  methyl  alcohol  give  anisole 
exclusively.  With  ethyl  alcohol,  these  salts 
yield  chiefly  phenetole,  but  benzene  is  also  pro- 
duced. The  diazonium  sulphates  from  p-chloro- 
and  p-bromo-aniline  furnish  only  y-chloro-  and 
p-bromo-benzene  with  ethyl  alcohol,  but  with 
methyl  alcohol  they  give  rise  mainly  to  the 
methyl  ethers  of  p-chloro-  and  p-bromo-phenol 
(Amer.  Chem.  J.  1898,  20,  229;  cf.  Annalen, 
1871,  159,  191  ;  Ber.  1901,  34,  3337  ;  1903,  36, 
2061  ;  Amer.  Chem.  J.  1893,  15.  518  ;  1897,  19, 
531,  547,  561). 

The  diazo-  salts  of  the  simpler  amines 
(aniline  and  its  homologues)  react  chiefly  in  the 
direction  indicated  by  the  second  of  the  fore- 
going equations,  and  yield  mixed  ethers,  but  the 
presence  of  acid  substituents 

(CI,  Br,  NO.,,  COjH,  NH-SOaR) 
favours  the  predominance  of  the  first  change. 
The  nitranOines  (ortho-,  meta-,  and  para-)  give 
respectively  87,  51,  and  40  p.c.  of  nitrobenzene 
the  1:2-,  2:1-,  and  l:4-nitronaphthylamines 
furnish  the  corresponding  nitronaphthalenes, 
whereas  a-  and  fi-  naphthylamines  yield  a-  and 
/3-ethoxy naphthalenes  (Remsen  and  others,  Ber. 
1885,  18,  65  ;  Amer.  Chem.  J.  1886,  8,  243  ; 
1887,  9,  587  ;  1891,  13,  153  ;  1892,  14,  15). 

The  yield  of  alkyl  ether  increases  with  rise 
of  pressure,  but  the  addition  of  zinc-dust  or  an 
alkali  (sodium  hydroxide  or  ethoxide,  potassium 
carbonate)  inhibits  almost  entirely  the  forma- 
tion of  mixed  ether  and  leads  to  the  substitution 
of  the  diazo-  group  by  hydrogen  (Amer.  Chem.  J. 
1893,  15,  105,  301,  320,  379;  1894,  16,  235; 
1895,  17,  454  ;  1897,  19,  103,  531  ;  1898,  20, 
298  ;  1904,  31,  119). 

3.  Replacement  of  the  Diazo-  Group  by 
Hydrogen. 

In  addition  to  the  action  of  alcohol,  the 
diazo-  group  can  be  eliminated  by  the  use  of  a 
variety  of  reducing  agents  : — 

(i. )  The  diazonium  salt  is  reduced  to  the  corre- 
sponding hydrazine  and  the  hydrazino-  group 
NH'NH™  removed  by  boiUng  with  copper  sulphate 
(Baeyer  and  Pfitzinger,  Ber.  1885,  18,  90,  786). 

(ii.)  Reduction  of  the  diazo-  compound  with 
alkaline  sodium  stannite  (Friedlander,  Ber.  1889, 
22,  587). 

(iii.)  By  various  other  reducing  agents, 
stannous  formate  (Ber.   1885,  18,  357 ;  J.  pr. 
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Clicni.  1889,  [ii.]  40,  07),  hypopho!iphorou.s  acid 
{litii:  1902,  35,  102),  sodium  hyposulphite  {ibid. 
1907,  40,  858),  formic  acid  and  copper  powder 
(ihid.  1890,  23,  1032). 

4.  Replacement  of  the  Diazo-  Group  by 
Halogen,  Cyanide,  Cyanate,  and  Thiocyanate 
Radicles. 

Fluorine  may  be  introduced  into  the 
aromatic  nucleus  in  place  of  the  diazo-  group 
by  treating  the  diazoniuin  salt  with  hydro- 
fluoric acid.  Diazoamino-  compounds  (v.  infrn) 
nre  also  employed  in  bringing  about  this  re- 
placement, and  when  treaterl  with  concentrated 
liydrofluoric  acid  they  yield  the  corresponding 
lluoro-  derivative  ;  fluorobenzene  is  thus  pro- 
duced from  diazoaminobenzene  or  diazobenzene- 
Ijiperidide  (J.  pr.  C'hem.  1870,  [ii.l  1,  395;  Ber. 
1875,  8,  893  ;  1879,  12,  581  ;  1889,  22,  1840), 

The  first  really  successful  process  for  re- 
placing the  diazo-  group  by  chlorine  (or  bromine) 
was  discovered  by  Sandmeyer  ;  it  consists  in 
adding  the  diazotised  solution  to  cuprous 
chloride  (or  bromide)  dissolved  in  warm  hydro- 
cliloric  (or  hydrobromic)  acid,  when  nitrogen  is 
evolved  and  the  corresponding  chloro-  or  bromo- 
derivative  is  produced  (Ber.  1884,  17,  1633, 
2050  ;  1885,  18,  1492,  1496  ;  1886,  19,  810  ; 
1890,  23,  1628,  1880;  Annalen,  1893,  273,  141). 

The  first  stage  in  the  Sandmeyer  reaction  is 
considered  to  be  the  formation  of  an  additive 
compound  of  diazonium  salt  and  cuprous 
chloride ;  the  decomposition  of  tliis  inter- 
mediate product  2)roceeds  readily  only  above  a 
certain  temperature,  which  is  different  for  each 
diazonium  salt  (Erdmann,  Annalen,  1893,  272, 
141  ;  cf.  Votoeek,  Chem.  Zeit.  Rep.  1896,  20, 
70;  Hantzsch  and  Blagden,  Ber.  1900,  33, 
2544).  The  substitution  of  bromine  for  diazo- 
nitrogen  follows  a  similar  course  (Phil.  Trans. 
1864,  1.54,  673  ;  Annalen,  1866,  137,  49  ;  Amer. 
Chem.  J.  1891,  13,  486;  Gazz.  chim.  ital.  1890, 
20,  631). 

The  foregoing  substitutions  are  also  effected 
by  the  addition  to  solutions  of  diazonium 
chlorides  or  bromides  of  finely  divided  copper 
or  the  copper  bronze  of  commerce  (Gattcrmann, 
Ber.  1890,  23,  1218  ;  1892,  25,  1074  ;  Ullmann, 
ibid.  1896,  29,  1878  :  cf.  Angeli,  ibid.  1891,  24, 
952). 

Iodine  is  readily  substituted  for  the  diazo- 
complex  by  treating  the  acid  diazo-  solutions 
with  potassium  iodide  even  in  the  absence  of 
copper  or  cuprous  salts. 

The  Sanchneyer  reaction  includes  the  im- 
portant synthetical  operation  of  replacing  the 
iliazo-  group  by  a  cyanide  radicle,  the  diazo- 
nium salt  being  added  to  a  warm  solution  of 
potassium  cuprocyanide.  The  Gattermann  pro- 
cess is  also  applicable  to  this  synthesis,  the 
addition  of  copper  powder  to  a  mixture  of 
diazonium  salt  and  potassium  cyanide  indu-cing 
a  similar  replacement  (Ber.  1890,  23,  1218). 
The  cyanate  radicle  is  introduced  in  the  place 
of  the  diazo-  group  by  adding  successively  to  a 
solution  of  diazonium  salt,  potassium  cyanate, 
and  copper  powder  (Ber.  1890,  23,  1220  ;  1892, 
25,  1086).  The  thiocyanate  group  is  introduced 
by  adding  potassium  thiocyanate  and  cuprous 
thiocyanate  to  a  solution  of  diazonium  sulphate 
(ihid.  1890,  23,  738,  770). 

5.  Replacement  of  the  Diazo-  Group  by  Sul 
phur  and  Sulphur-containing  Radicles. 


These  reactions  are  of  importance  as  furnish- 
ing methods  for  the  synthetical  production  of 
sulphonic  acids. 

Thio'phenols  or  disnlphides  are  obtained  by 
treating  diazoniuin  salts  with  potassium  xanth- 
ate  and  then  hydrolysing  the  resulting  aromatic 
xanthate  (Leuckart,  J.  pr.  Chem.  1890,  [ii.  |  41, 
179  ;  cf.  Ber.  1887,  20,  349  ;  Chem.  Soc.  Proc. 
1895,  I'l,  141).  Phenyl  sulphide  is  produced  by 
treating  benzenediazonium  salts  with  hydrogen 
sulphide  or  ammonium  sulphide  (Ber.  J  882,  15, 
1()83).  Benzenoid  diazonium  salts  yield  sid- 
phides  on  treatment  with  sodium  cuprous  thio- 
sulphate,  but  diazotised  a-naphthylamine  only 
gives  o-azonaphthalene  (Ber.  1901,  34.  39(i8). 

The  replacement  of  a  diazonium  by  a  snl- 
phinic  group  is  effected  by  saturating  with  \ 
sulphur  dioxide  an  acid  solution  of  diazonium 
sulphate  and  adding  copper  powder  ;  nitrogen 
is  evolved  and  the  resulting  sulphinic  acid  ex- 
tracted with  ether  (Gattermann,  Ber.  1899,  32, 
1136). 

The  foregoing  thiophenols,  disulphides  and 
sulphinic  acids  yield  the  corresponding  sulphonic 
acids  on  oxidation  (D.  R.  P.  7028(i ;  Ens?.  Pat. 
11865  of  1892). 

6.  Replacement  of   the  Diazo-  Group  by 
Nitro-,  Nitroso-,  and  Amino-  Radicles. 

The  introduction  of  a  nitro-  group  is  brought 
about  either  by  heating  the  diazonium  salt  with 
nitrous  acid  and  cuprous  oxide  or  by  mixing  the 
diazonium  sulphate  with  cupro-cupric  sulphite 
and  adding  excess  of  alkali  nitrite.  By  the 
latter  process,  2:4:0-tribromobenzenediazoniuni 
sulphate  gives  65  p.c.  of  l-nitro-2:4;6-tri- 
bromobenzene  and  diazotised  /3-naphthylamine 
gives  25  p.c.  of  y3-nitronaphthalene,  a  substance 
prepared  with  considerable  ditticulty  by  other 
processes  (Ber.  1887,  20,  1497  ;  1900,  33,  2544). 
The  introduction  of  a  nitroso-  group  is  effected 
by  treating  a  diazonium  chloride  with  alkaline 
potassium  ferrocyanide  (Ber.  1893,  26,  471). 
The  addition  of  hydroxylamine  to  a  solution  of 
diazonium  salt  results  in  the  regeneration  of  the 
original  amine  (Ber.  1892,  2.5,  372;  1902.  35, 
2593,  3920). 

7.  Formation  of  Azoimides. 

The  introduction  of  the  azimino-  group  Nj 
into  the  aromatic  nucleus  is  effected  by  the 
following  reactions:  (I)  action  of  hydroxjd- 
amine  on  diazonium  sulphates  (Ber.  1892,  25, 
372  ;  1893,  26,  1271  ;  Forster  and  Fierz,  Chem. 
Soc.  Trans.  1907,  91,  855.  1350)  ;  (2)  interaction 
of  ammonia  and  diazonium  perbromides  ;  (3) 
direct  action  of  sodium  azide  on  diazonium  salts 
in  excess  of  sulphuric  acid  (Nrilting  ;ind  Michael, 
Ber.  1893,  26,  86  ;  Forster  and  Fierz,  Chem. 
Soc.  Trans.  1907,  91,  1942).  The  last  of  these 
processes  is  carried  out  so  readily  that  the 
production  of  an  azimino-  compound  may  be 
used  to  estimate  the  number  of  diazo-  groups  in 
a  diazonium  salt  (Meldola  and  Hawkins,  C!hom. 
Soc.  Proc.  1892,  8,  133  ;  Morgan  and  Mickle- 
thwait,  Chem.  Soc.  Tra,ns.  1910,  97,  2560). 

Miscellaneous  substitutions,  v.  Chem.  Soc. 
Trans.  1888,  53,  460  ;  Amer.  Chem.  J.  1888,  10, 
368  ;  Ber.  1902,  35,  1964. 

C0NDBN-S.4TIONS  EFFECTED  BY  MeANS  OF 

Aromatic  Diazonium  Salts. 
Azo-  compounds  are  formed,  to  a  slight 
extent,  during  the  Sandmeyer  reaction,  and  this 
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condensation  takes  place  to  a  greater  extent 
when  the  usual  order  of  mixing  is  reversed  and 
the  cuprous  chloride  added  to  the  cold  solution 
of  diazonium  salt.  Aniline,  o-chloraniline,  and 
o-  and  p-toluidine  give  considerable  quantities 
of  azo-  derivatives,  but  the  nitranilines  and 
their  homolosues  furnish  diphenyl  compounds 
(Niementowski,  Ber.  1901,  34,  3325  ;  Ullmann 
and  Forgan,  ihid.  3802;  D.  R.  P.  126961). 
Cuprous  oxide  dissolved  in  ammonia  or  hydroxyl- 
amine  also  promotes  the  diphenyl  condensation 
(Annalen,  1902,  320,  122),  diphenyl  itself  being 
readily  prepared  by  adding  copper,  zinc,  or  iron 
powder  to  benzenediazonium  sulphate  in  dilute 
alcohol  {Per.  1890,  23,  1226):  0;8-dinaphthyl  is 
similarly  produced  from  fl-diazonaphthalene 
sulphate  (Chem.  Soc.  Trans.  1895,  67,  653). 

Interchange  of  Groups  in  Diazonium  Salts. 

The  diazonium  salts  of  the  more  highly 
substituted  amines  frequently  undergo  re- 
markable transformations,  some  of  which  have 
been  suggested  for  use  in  the  technical  pro- 
duction of  azo-  compounds. 

The  dinitroanisidines,  containing  nitro- 
groups  either  in  ortho-  or  para-  positions  with 
regard  to  the  amino-  group,  exchange  these 
radicles  for  hydroxyl  during  the  process  of 
diazotisation.  In  certain  instances,  the  me- 
thoxyl  group  present  in  these  compounds  under- 
goes demethylation,  &c.,  with  the  ^jroduction  of 
internal  diazo-  oxides  (quinonediazides).  The 
nitro-  group  is  set  free  in  the  form  of  nitrous 
acid,  which  continues  the  diazotisation  jjrocess 
on  further  quantities  of  the  base  (Meldola  and 
others,  Chem.  Soc.  Trans.  1900,  77,  1172  ;  1901, 
79,  1076  ;  1902,  81,  988  ;  1905,  87,  1205).  A 
sulphonic  group  is  replaced  by  hydroxyl  in  the 
diazotisation  of  m-phenylenediaminedisulphonic 
acid  (Eng.  Pat.  18283  of  1903),  and  certain  of 
the  dinitronaphthylamines,  when  diazotised,  yield 
internal  diazo-oxides,  owing  to  the  initial  re- 
placement of  a  nitro-  group  by  hydroxyl  (Ber. 
1894,  27,  2211  ;  1895,  28,  1951  ;  c/.  Chem.  Soc. 
Trans.  1895,  67,  908). 

The  replacement  of  an  acidic  (electro- 
negative) substituent  by  hydroxyl  frequently  oc- 
curs on  treating  the  diazonium  salt  with  alljalis. 

0  — 

CI  OH  I  i 

ClNa/^N^Cl      CIn/^^.N^CI  CIn/^-N^ 

SO^H  S0''3H  SO3H 

A  sulphonic  acid  group  may  be  similarly 
eliminated  as  in  /3-naphthylamine-l :  5  : 7-trisul- 
phonic  acid  which,  when  diazotised  and  treated 
with  weak  alkali,  vields  naphthylene-2-diazo-l- 
oxide-5:7-disu]phonic  acid  (D.  R.  P.  141750; 
Ene.  Pat.  16811,  20551,  of  1901;  1561,  6615, 
23993,  of  1902  ;  16995,  27372,  of  1903  ;  4997,  of 
1904). 

These  replacements  sometimes  take  place 
even  when  the  diazo-  solutions  are  diluted  with 
water,  or  spontaneously  when  the  diazonium 
base  Ls  present  as  the  salt  of  a  weak  acid  (acetate, 
oxalate,  carbonate,  &c.)  (v.  Orton,  Proc.  Roy. 
Soc.  1902,  71,  153  ;  Chem.  Soc.  Trans.  1903,  83, 
796:  1907,  91,  1554;  Nolting  and  Battegay, 
Ber.  1906,  39,  79). 

J)- Chlorobenzenediazonium  thiocyanate 
Cl-CsHi-Na-CNS 


undergoes  a  remarkable  molecular  transforma- 
tion when  dissolved  in  alcohol  containing  a 
trace  of  hydrochloric  acid.  The  thiocyanate 
and  chlorine  radicles  change  places,  and  on 
adding  ether  to  the  solution,  ju-thiocyanobenzenc 
diazonium  chloride  is  precipitated  (Hantzsch, 
Ber.  1896,  29,  947).  SimUarly,  2:4:6-tribromo- 
benzenediazonium  sulphate  in  presence  of  excess 
of  potassium  thiocyanate  is  converted  into 
2:4:6-trithiocyanobenzenediazonium  thiocyanate 
and  many  brominated  diazonium  chlorides  pass 
into  chlorinated  diazonium  bromides  (Ber.  1897, 
30,  2334;  1898.  31,  1253;  1900,  33,  .505;  c/. 
Chem.  Soc.  Trans.  1902,  81,  1376).  The  last  of 
these  transformations  has  been  studied  quanti- 
tatively, and  the  following  generalisations  have 
been  established  : — 

(i.)  Bromine  atoms  are  replaced  by  chlorine 
only  when  present  in  the  ortho-  or  para-  position 
with  respect  to  the  diazonium  group,  those  in 
ortho-  positions  being  most  readily  removed. 
A  bromine  atom  in  the  meta-  position  is  not 
affected. 

(ii.)  The  ease  of  transformation  increa.=es 
with  the  number  of  bromine  atoms  present. 

(iii.)  The  transformation  constant,  calcu- 
lated from  the  equation  for  a  unimolecular 
reaction  K  =  l//(logA/A— a:),  increases  with  the 
temperature  and  is  also  influenced  by  the  sol- 
vent, having  its  minimum  value  in  water,  and 
becoming  greater  as  the  series  of  alcohols  is 
ascended. 

(iv.)  Diazonium  salts  containing  two  bro- 
mine atoms  are  stable  when  dry,  but  are  rapidly 
transformed  in  ethyl  alcohol ;  2:4;6-tribromo- 
benzenediazonium  chloride  becomes  transformed 
in  the  dry  state. 

These  changes  do  not  occur  either  with 
iodated  diazonium  chlorides  or  with  brominatefl 
diazonium  fluorides  (Hantz.sch,  Ber.  1903,  36, 
2069). 

Constitution  of  Aromatic  Diazonium  Salts. 

Aromatic  diazonium  salts  are  generally 
soluble  in  water  to  a  neutral  solution,  thus 
showing,  by  an  absence  of  hydrolytic  dissocia- 
tion, that  the  diazonium  base  is  a  stronger  base 
than  the  aromatic  amine  from  which  it  was 
derived.  The  strength  of  the  diazonium  base 
has  been  confirmed  by  physico-chemical  mea- 
surements. 

Determinations  of  the  electrical  conductivity 
of  solutions  of  benzenediazonium  chloride  and 
nitrate  show  that  the  benzenediazonium  radicle 
is  strictly  comparable  with  other  quaternary 
ammonium  ions.  The  rate  of  migration  of 
the  benzenediazonium  ion  at  2.5°  is  45-7,  the 
corresponding  constants  for  the  methylpyri- 
dinium  and  tetramethylammonium  ions  being 
44-3  and  43-6  respectively.  The  molecular 
electrical  conductivity  of  solutions  of  diazonium 
salts  increases  with  dilution,  just  as  in  the  case 
of  the  corresponding  potassium  and  ammonium 
compounds. 

The  affinity  constant  of  benzenediazonium 
hydroxide  at  0°  is  70  times  greater  than  that  of 
ammonium  hydroxides,  and  somewhat  exceeds 
that  of  piperidine.  The  aflSnity  constants  of 
7)-methoxybenzenediazonium  and  i|/-cumidine- 
diazonium  hydroxides  are  even  greater,  and 
approximate  closely  to  those  of  the  alkali 
hydroxides.    A  comparison   of  the  electrical 
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conductivity  experiments,  with  the  results  ob- 
tained in  the  hydrolysis  of  ethyl  acetate  by 
benzenediazonium  hydroxide,  shows  that  in 
N/128  solutions  at  0°,  approximately  33  p.c.  of 
the  base  exists  in  the  ionised  condition  (Ber. 
1890,  23,  3220;  1895,  28,  1737;  1898,  31,  1612). 

Benzenediazonium  (Diazobenzene)  behaves 
like  an  alkali  or  a  complex  ammonium  cation. 

Benzenediazonium  hydroxide  (Diazohenzene 
hydrate  or  fujdroxidr)  is  only  known  in  solution, 
and  is  produced  by  treating  aqueous  benzene- 
diazonium chloride  with  the  calculated  amount 
of  sUver  oxide,  or  by  adding  barium  hydroxide 
to  a  solution  of  benzenediazonium  sulphate 
(Hantzsch,  Ber.  1898,  31,  MO).  The  solution  is 
strongly  alkaline,  and  gives  at  once  an  azo- 
comjjound  with  ;8-naphthol ;  the  dissolved  base 
decomposes,  however,  fairly  rapidly  even  at  0°. 

The  strLlting  simUaritj'  in  the  physical  and 
chemical  properties  of  the  diazonium  and 
quaternary  ammonium  salts  suggests  the 
existence  of  quinquevalent  nitrogen  in  the 
former  eomi)ounds,  and  on  these  grounds  the 
following  formula,  formerly  jjroposed  by  Blom- 
strand  (1869),  Strecker  (1871),  and  Erlenmeyer 
(1874),  has  now  been  generally  adopted  for 
benzenediazonium  chloride  and  its  homologues : 

N 

although,  for  many  years,  the  alternative  con- 
figuration, C5H5-N=N-C1,  suggested  by  Kekule', 
was  usually  employed. 

The  close  analogy  existmg  between  the 
diazonium  and  alkali  salts  is  shown  further  by 
the  facUity  with  which  the  former  yield  double 
salts  with  cobaltic  nitrite  and  with  the  chlorides 
of  platinum,  gold,  and  mercury.  Diazonium 
perhalides  are  also  known,  corresponding  with 
the  perhalides  of  potassium,  rubidium,  cwsium, 
and  quaternary  ammonium  bases  (Ber.  1895, 
28,  1736,  2754). 

The  benzenoid  diazonium  salts  with  colour- 
less anions  (nitrates,  sulphates,  chlorides)  are 
generally  colourless,  but  the  corresponding 
bromides,  iodides,  and  thiocyanates  are  coloured, 
and  the  deeper  the  colour  the  more  explosive 
the  salt.  When  cooled  in  liquid  air,  these 
coloured  salts  become  less  coloured ;  moreover, 
their  aqueous  solutions  are  colourless. 

The  development  of  colour  and  increase  in 
f  explosibility  are  considered  by  Hantzscli  to 
I  indicate  a  change  in  constitution,  the  coloured 
substance  being  regarded  as  an  equilibrium 
mixture  of  diazonium  salt  and  s^/w-diazo- 
compound  (v.  infra).  This  equilibrium  is  dis- 
turbed in  the  sense  of  forming  more  colourless 
diazonium  salt  by  lowering  the  temperature  or 
by  dissolving  the  substance  in  water  (Hantzsch, 
Ber.  1897,  33,  2179  ;  1900,  33,  2179  ;  Euler,  Ber. 
1895,  31,  4168).  But  although  in  the  benzene 
series  the  diazonium  chlorides,  nitrates,  and 
sulphates  are  colourless,  yet  in  the  diphenyl  and 
naphthalene  series,  many  diazonium  salts  with 
these  anions  are  coloured  and  comparatively 
stable.  Moreover,  this  colour  (yellow  or  orange) 
is  retained  either  in  aqueous  solution  or  at  the 
temperature  of  liquid  air.  Ajiart  from  their 
colour,  these  salts  have  all  tlie  projierties  of  the 
simpler  diazonium  salts  (neutral  solutions, 
coupling  with  phenols,  &c.).  These  facts 
indicate  that  increase  in  the  complexity  of  the 


organic  portion  of  the  diazonium  cation  leads  to 
the  development  of  colour  in  normal  diazonium 
salts. 

{Coloured  diazonium  sails,  v.  Hantzsch,  Ber, 
1900,  33,  3183  ;  1901,  34,  4168  ;  Annalen,  1900, 
312,  126  ;  Cain,  Chem.  Soc.  Trans.  1905,  87.  5  ; 
Morgan  and  others,  ibid.  1907,  91,  1311,  1505; 
1908,  93.  614  ;  1909,  95,  1319.) 

The  idea  embodied  in  Blomstrand's  diazo- 
nium formula  {i\  supra)  faUs  to  express  one 
important  point,  namely,  the  dependence  of  the 
stability  of  the  diazo-  complex  on  the  presence  of 
an  unsaturated  group.  Yet  this  is  a  matter  of 
fundamental  importance,  for  hitherto  no  amine 
in  which  the  basic  nitrogen  is  attached  to  a 
fully  saturated  ring  or  complex  has  yielded  a 
diazonium  salt. 

Cain  has  suggested  an  alternative  formula, 
(2),  giving  expression  to  this  circumstance 
(Chem.  Soc.  Trans.  1907,  91,  1051),  in  which  the 
diazonium  salt  is  represented  as  having  a  para- 
hemiquinouoid  constitution  ;  and  this  conception 
has  been  extended  by  Morgan  {ibid.  1908,  93, 
617  ;  1910.  97,  2563)  so  as  to  include  the  equally 
admissible  ortho-hemiquinonoid  configurations 
(l)aud(3): 


j|H 
liH 


Xjj 


H 

(1) 


N 

H 

(2) 


j|H 

!1h 


OIN  / 


iH 


H^ 


H 

(3) 


Euler  has  also  advocated 
structure  for  diazonium 
3979). 


a  para-  hcnuquinoaoitl 
salts  (Ber.  1908,  41, 


NON-AEOMATIC  DiAZONIUM  SaLTS. 

The  foregoing  hjrpotheses  of  the  constitution 
of  aromatic  diazonium  salts,  which  bases  their 
existence  on  the  unsaturated  nature  of  the 
aromatic  complex,  accord  with  the  fact  that 
certam  non-aromatic  primary  amines  containing 
unsaturated  organic  groups  manifest,  in  some 
degree,  the  property  of  diazotisability.  Among 
these  bases  are  aminotriazole  (I.)  and  its  deriva- 
tives, and  aminoantipyrine  (II.) : 

NH-N  N(CH3)-N(CeH.,)-C0 
NH,-C'         |]       i  I 

^N— CH  C(CH3)..:==C-NH2 

I.  IT. 

(Thiele  and  Manchot,  Annalen,  1898,  303,  33  ; 
Knorr  and  Stolz,  ibid.  1896,  293,  67  ;  cf.  Ber. 
1900,  33,  1158  ;  1900,  39,  2925  ;  Annalen,  1900, 
312,  133).  In  addition  to  non-aromatic  ammes 
containing  an  unsaturated  cyclic  structure,  it 
has  also  been  shown  (K.  G.  Hofmann,  Hock 
and  Roth,  Ber.  1910,  43,  682,  1087)  that  amino- 
guanidine  gives  rise  to  diazonium  salts,  derived, 
however,  not  from  the  salts  of  amincjguanidine 
itself,  but  from  a  more  complex  molecule  con- 
taining two  guanidine  residues,  and  having  a 
greater  degree  of  unsaturation.  The  diazonium 
nitrate,  for  example,  is  represented  by  the 
formula  : 

^,1,  NO„-N,-NH-C(:NH) 
C(NH2)-NH— NH-N 
containing  a  diazo-  complex  associated  with  an 
open  chain  having  three  unsaturated  Unkings. 
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II.  Cyclic  Diazo-  Compounds. 

In  certain  instances,  the  action  of  nitrous 
acid  on  substituted  aromatic  amines  leads  to  the 
formation  of  compounds  having  their  diazo- 
nitrogen  in  a  cyclic  complex,  this  result  being 
due  to  the  subsequent  interaction  of  a  sub- 
stituent  group. 

1.  Internal  Diazonium  Saints. 

Sulphonated  amines  of  the  benzene  and 
najjhthalene  series  furnish  diazo-  derivatives 
which  are  generally  misnamed  diazo-sulphonic 
acids.  These  compounds,  however,  do  not 
contain  ionic  hydrogen,  and  are  really  internal 
diazonium  salts;  No.  1,  the  so-calied  ^  diazo- 
bcnzcnesulphonic  acid,'  being  henrencdiazonimH,- 
■p-sidpJwnate,  whilst  No.  2  is  napJilhalene-l- 
diazonium-  5-suiphonnle 


"SO. 


I 


(1)  (2) 
These  internal  diazonium  sulphonates  are  of 
great  technical  importance  in  the  manufacture  of 
azo-  d^'es  (';.  Azo-  coloueing  mattees). 

Of  a  similar  nature  are  the  cyclic  diazo - 
derivatives  obtained  by  diazotising  aromatic 
amiaocarboxylie  acids  (cf.  Billow  and  Haas, 
13er,  1911,  44,  601),  e.g.  '  diazo  anthranilic  acid  ' 
or  benzenediazontum-o-carboxylate 
^Nj' 


I  I 


CO, 

which  is  employed  in  the  produc  tion  of  metliyl 
red  {v.  AciDiMETRY  and  Alkallmetby). 

2.  Cyclic  Diazo-  Compounds  due  to 
Internal  Condensation. 

Aromatic  ortho-  and  peri-diamines  do  not 
j'icld  diazonium  salts,  inasmuch  a?  their  inter- 
action with  nitrous  acid  leads  at  once  to  the 
formation  of  cyclic  diazoimines  {Azimino- 
compounds) 

NHN:N 

1  / 
^NH 

(1)  (2) 
Phenylene-o-diazoimine  (1)  (Azimindbenzene) 
and  naphthylene-]  :8-diazoimine  (2)  {l-.i- Azimino- 
naphthalene)  are  typical  members  of  this  series 
of  diazo-  compounds. 

The  triazole  rings  thus  set  up  are  remarkably 
stable,  and  in  the  case  of  the  ortho-  derivatives 
(No.  1)  are  not  opened  by  mineral  acids  without 
complete  rupture  of  the  molecule.  The  peri- 
diazoiraines  (No.  2)  occupy  a  position  inter- 
mediate between  the  ortho-diazoimines  (No.  1) 
and  the  para-diazoimines  (v.  infra). 

The  1:2-  and  2:3-naphthylenc-diamincs 
furnish  respectively  1:2-  and  2:^-nap]Uhi/lcne- 
diazoimincs  (1:2-  and  2:3-uzimJnnnnpJilhalenes). 
(Constitution  of  ortho-diazoimines  and  their 
acyl- derivatives,  Griess,  Eer.  1882,  ].D,  2195; 


Kekule,  I-ehrbuch,  ii.  739 ;  Morgan  and  Godden, 
Chem.  Soc.  Trans.  1910,  97,  2557  ;  cf.  Bcr.  1874, 
7,310;  1876,9,221;  1887,20,2999;  1894,27 
701;  Annalen,  1889,  255,  344;  Chem.  Soc. 
Trans.  1906,  89,  4.) 

Similar  stable  cyclic  diazo-  compounds  are 
obtained  by  diazotising  the  crtho-aminothio- 
phenols,  o-phenylenediazosulphide  being  a  colour- 
less crystalline  substance  with  a  sweetish  odour 
and  feebly  basic  properties 


;N 


(Jacobsen,  Annalen,  1893,  277,  209,  218,  232, 
237). 

3.  Cyclic  Diazo-  Compounds  due  to  Combined 
Internal  Condensation  and  Salt  Forma- 
tion. 

In  this  group  are  found  certain  diazo- 
derivatives  of  amines  containing  .slightly  acidic 
substitucnts  in  ortho-  or  para-,  but  not  meta- 
positions  with  respect  to  the  aminic  nitrogen. 

(i.)  Internal  diazo-  oxides  are  produced  from 
ortiio-  and  para-  aminophenols  and  thein 
derivatives.  In  some  cases,  an  intermediate 
diazonium  salt  is  formed  which  condenses  to  the 
diazo-oxide  on  treatment  with  .silver  oxide  or 
an  alkali  (Schmitt,  13cr.  1868,  1,  67;  Hantzsch 
and  Davidson,  ibid.  1896,  29,  1522;  Cameron, 
Amcr.  Chem.  J.  1898,  20,  229).  The  first  diazo- 
compound  prepared  by  Griess  (Annalen,  1858, 
106,  123),   namely,  dinitrobenzenediazo-oxide. 

(N02)2CjH2\  I     belongs  to  this  class ;   it  is 

^N2 

produced  by  diazotising  picramic  acid,  and  has 
been  utilised  in  the  production  of  azo-  colours 
(D.  R.  P.  151332).  The  1:2-,  2:1-,  2:3-,  and 
1  :  8-aminonaphthols  and  their  sulphonic  acids 
similarly  give  rise  to  internal  diazo-oxidcs  which 
are  so  stable  that  they  can  be  nitrated.  These 
internal  diazo-oxides  are  readily  transformed 
into  diazonium  salts  by  mineral  acids,  and  are 
therefore  available  in  the  production  of  azo- 
dyes  (Eng.  Pat.  28107,  of  1897  :  10235,  15025, 
of  1904 ;  Fr.  Pat.  353786  of  1905  ;  D.  R.  PP. 
1.5.5083,  164665,  171024,  172446,  175593,  176618, 
176619,  176620). 

Internal  diazo-oxides  can  also  bo  produced 
by  leaving  the  diazonium  salts  of  highly  sub- 
stituted amines  {e.g.  2:4:6-trichloroaniline)  in 
aqueous  solutions  containing  no  free  mineral 
acid  (Orton,  Proc.  Roy.  Soc.  1903,  7],  153; 
Chem.  Soc.  Trans.  1903,  83,  796). 

These  diazo-  derivatives  have  been  formu- 
lated either  as  cyclic  diazo-oxides  (I.)  or  as 
quinonediazides  (11.): 

0-CeH4-N2  O-CH^^- 

I.  II. 

{cf.  Wolff,  Annalen,  1900,  312,  126;  Morgiin 
and  Micklethwait,  Chem.  Soc.  Trans.  1908,  93, 
607). 

(ii.)  Para-diazoimines  and  diazoimides. 

The  simplest  example  of  the  para-diazo- 
imines is  obtained  by  the  action  of  allcalis  on  the 
diazonium  salts  of  p-aminodiphcnvl.iiiiino 
(Annalen,  1888,  243,  282;  15er.  19U2,  35,  8!"5). 
The  following  alternative  formula!  (111.  and  IV.) 
have  been  given  to  this  product : — 
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I  I 

III. 


IV. 


corresponding  respectively  with  the  foregoing 
formula}  (I.  and  II.)  for  the  internal  diazo-oxides. 
Successive  nitration  of  the  phenyl  group 
gradually  increases  the  stability  of  these  })- 
diazoimuies  (Chem.  Soc.  Trans.  190S,  93,  604). 

The  para-  diazoimidea  are  produced  from  the 
acyl-  and  aryl-sulphonyl-  derivatives  of  the 
para-diamines,  and  similar  products  are  obtained 
from  the  arylsulphonyl- 1  -.  8-naphthylenedi- 
amines.  The  production  of  these  diazoimides 
takes  place  in  two  stages,  the  diazonium  salt 
first  produced  being  decomposed  by  sodium 
acetate  or  mild  alkali,  yielding  the  internal 
condensation  product : 

NaAc 

R-SOo-NH-CeHi-N.-Cl  R-SO^-N-CeH^  N2 

HCl  I  ' 

V.  VI. 

These  para-diazoimides  (VI.)  are  yellow 
sparingly  soluble  substances  readily  reconverted 
by  strong  acids  into  the  correspoudng  diazonium 
salts.  They  combine  additively  with  phenols, 
naphthols,  naphthylamines,  and  their  sulphouic 
acids,  yielding  azo-  colouring  matters  (Morgan 
and  Micklethwait,  J.  Soc.  Dyers  and  Colourists, 
1909,  25,  107  ;  cj.  Chem.  Soc.  Trans.  1905,  87, 
74,  921,  1.302  ;  1900,  89,  1162  ;  1907,  91,  1509  ; 
1908,  93,  015 ;  Badische  Anilin-  und  Soda-Fahrik. 
D.  R.  P.  2050373. 

III.  DiAZOAMINES. 

The  diazoamines  or  diazoamino-  compounds 
have  the  general  formula  XN^-NHY,  and  may 
be  either  aromatic,  mixed  aromatic-aliphatic,  or 
aliphatic  in  character,  according  as  to  whether 
X  and  Y  are  aromatic  or  aliphatic  hydrocarbon 
radicles. 

1.  Aromatic  Diazoamines. 

The  aromatic  diazoamines  are  produced 
(1)  by  the  action  of  nitrous  acid  (1  molecule)  on 
two  molecular  proportions  of  a  primary  beuze- 
noid  amino;  (2)  by  coupling  a  diazonium  salt 
with  a  primary  or  secondary  benzenoid  amine. 

DiazoaminobenzeneCgHj-Na-NH-CBHs,  yellow 
crystals,  m.p.  98°,  is  produced  in  quantitative 
yield  by  dissolving  10  parts  of  aniline  in 
two  parts  of  water  containing  12  parts  of 
hydrogen  chloride,  diazotising  with  8  parts  of 
sodium  nitrite,  and  adding  the  diazo-  solution  to 
a  solution  of  10  parts  of  aniline  in  the  calculated 
amount  of  hydrochloric  acid.  The  diazoamine 
is  precipitated  on  the  addition  of  sodium 
acetate. 

When  warmed  with  aniline  containing 
aniline  hydrochloride,  diazoaminobenzene  is 
transformed  into  p-aminoazobenzene  {v.  Azo- 
COLOUEING  matters),  the  velocity  of  transforma- 
tion obeying  the  law  of  unimolecular  reactions. 

Diazoamino-/)-toluene  C,H;  N2NH  C-H;  is 
jirepared  in  a  similar  manner,  and  undergoes 
transformation  into  an  ortho-azo-  compound, 
but  the  velocity  of  this  change  is  only  about 
one-ninth  of  that  of  the  preceding  transfor- 
mation to  para-azo-  derivative. 

The  coupling  of  diazonium  salts  with  lueta- 
phcnylcncdiamine,  diphenylamine,  the  naphthyl- 
amines and  their  alkjd  derivatives,  leads  directly 


to  the  production  of  azo-  derivatives  ;  in  these 
cases,  intermediate  diazoamines  have  not  been 
isolated,  except  when  the  reactive  ortho-  or 
para-  positions  are  akeady  substituted  (Morgan, 
Chem.  Soc.  Trans.  1902,  81,  91 ;  1907,  91,  370). 

When  an  aromatic  base,  XNHo,  is  coupled 
with  a  diazonium  salt  YN2CI,  the  resulting 
diazoamine  is  identical  with  that  produced  from 
XN2CI  and  YNH2,  and  is  generally  regarded  as 
being  an  equilibrium  mixture  of  the  two  iso- 
merides  XNH-N.Y  and  XN.,-NHY.  This  ex- 
planation assumes  the  migration  of  the  diazo- 
group  which  has  been  observed  to  occur  in 
several  instances  (Ber.  1882,  15,  2190;  1890, 
29,  287  ;  1897,  30,  1412). 

(For  the  constitution  of  the  imsymmetrical 
aromatic  diazoamines,  XNH-NjY,  v.  Meldola 
and  Streatfeild,  Chem.  Soc.  Trans.  1886,  49, 
624  ;  1887,  57,  102,  434  ;  1886,  53,  604  ;  1889, 
55,412;  1890,57,785;  e/.  Forster  and  Garland, 
ibid.  1909,  95,  2051.) 

2.  Aliphatic-aromatic  Diazoamines. 

The  diazoamines  contaming  one  aliphatic 
and  one  aromatic  group  can  be  produced  by 
(1)  coupling  a  diazonium  salt  with  an  aliphatic 
amine  (Ber.  1888,  21,  1010,  1112  ;  1889,  22,  938, 
1302)  ;  (2)  by  treating  an  azide  with  Grignard 
reagent : 

•  N 

R-N^  11  +R'-MgBr  =  R-N(MgBr)-N:NR' 

\N 

H2O  ->  R-NH-N:NR'-l-MgBr-01I 
(Dimroth,  Ber.  1903,  36,  909;  1905,  38,  670, 
2328 ;  1907,  40,  2390).  Diazoamines  present 
the  possibility  of  stereoisomerism,  but  their 
relative  stability  and  the  fact  that  they  couple 
only  slowly  with  ^-naphtho),  confirm  the  view 
that  they  are  generally  a nti-cU&zo-  compounds. 

(For  stereoisomeric  diazoamines,  v.  J.  Russ. 
Phys.  Chem.  Soc.  1906,  38,  587  ;  Zeitsch. 
angew.  Chem.  1900,  13,  762  ;  1902,  15,  1209.) 

Aromatic  bisdiazoamino-  compounds,  e.g. 
(C^'iir^-l>i2)'i^'^J^b'  have  been  obtained  by  the 
action  of  2  molecular  proportions  of  a  diazonium 
salt  on  one  of  an  aromatic  amine  (Ber.  1894,  27, 
1863,  2597  ;  1895,  28,  170). 

Mixed  aliphatic-aromatic  bisdiazoamino-  de- 
rivatives {v.  Ber.  1888,  21,  1016  ;  1889,  22,  033  ; 
1907,  40,  2390). 

Diazo-\\i-semicarbazines  (v.  Forster,  Chem. 
Soc.  Trans.  1906,  89,  223). 

3.  Aliphatic  Diazoamines. 

Dimroth's  general  method  may  be  ajaplied 
to  the  production  of  purely  aliphatic  diazo- 
amino- comjiounds.  In  this  way,  the  simplest 
member  of  the  series,  diazoamino  methane 
(dimethyltriazene)  CHaNiN-NH-CHj,  has  been 
prepared  from  methyl  azide  and  magnesium 
methyl  iodide.  This  substance,  which  is 
isolated  by  distilling  its  copper  derivative  with 
diazoaminobenzene  under  reduced  pressure,  is  a 
colourless  liquid,  soUdLfying  at  —12°  and  boiling 
at  92°  (Dimroth,  Ber.  1905,  38,  1575  ;  1906,  39, 
3905). 

IV.  Diazo-  Oxides. 

When  a  diazonium  salt  couples  with  a  phenol 
the  product  is  generally  an  ortho-  or  a  para- 
hydroxyazo-  compound  (the  C-azo-  derivative). 
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but  in  all  probability,  the  0-azo-  derivative  is 
first  produced,  for  in  a  few  instances,  when  the 
velocity  of  transformation  has  been  lessened  by 
substitution,  the  intermediate  0-azo-  compound 
or  diazo-oxide  has  been  isolated.  p-Bromo- 
benzenediazonium  chloride  and  p-nitrophenol 
give  'p-bromdbenzenediazoA-oxynitrdbenzene 

CeHiBr-NcN-O  -CeH^-NOo, 
which,  at  80°,  becomes  transformed  into  its 
isomeride,  p-bromoberi,zene-2-azo-4:-nitrophenol 

CeH4BrN:N-C,H4(N02)OH 
(Ber.  1908,  41,  4027,  4304). 

Occasionally  traces  of  these  intermediate 
'    diazoamines  and  diazo-oxides  can  be  detected  in 
the  commercial  azo-  colouring  matters  (Vaubel, 
Zeitsch.  Parben.  Textil.  Ind.  1902,  1,  3). 

V.  Metallic  Derivatives  of  Diazo- 

COMPOTTNDS. 

In  1894  Schraube  and  Schmidt  (Ber.  27, 
514)  found  that  on  adding  a  10  p.c.  solution  of 
59-nitrobenzenediazonium  chloride  to  18  p.c. 
aqueous  sodium  hydroxide  at  50°-60°,  a  sodium 
diazo-  derivative  separated  in  golden  -  yeUow 
leaflets,  to  which  they  gave  the  formula 

NO,-C6H4-NNa-NO,H20, 
regarding  the  compound  as  the  sodium  deriva- 
tive of  p-nitrop7ieru/lniirosamine.  This  view  of 
the  constitution  of  the  product  was  confirmed 
by  the  action  on  the  compound  of  methyl  iodide 
when  p-nitrophenylmethylaitrosamine 

N02-C5H4-N(CH3)-NO 
was  obtained. 

This  sodium  salt,  which  was  regarded  by 
Hantzsch  as  having  the  constitution  of  an  anti- 
diazo-  compound,  sodium  ^j-nitrobenzenediazo- 
oxide  {v.  infra),  has  been  manufactured  for  use 
in  the  production  of  '  nitrosamine  red  '  (Badische 
AnUin-  und  Soda-Pabrik  D.  R.  PP.  78874,  80263, 
81134,  81202).  The  addition  of  excess  of 
mineral  acid  to  this  metallic  diazo-  derivative, 
determines  the  regeneration  of  the  original 
diazonium  salt,  but  treatment  with  dilute  acetic 
acid  leads  to  the  formation  of  a  yellow  product, 
■p-nitrophenylnitrosamine  N02*C6H4'NH-NO,  a 
substance  showing  little  tendency  to  couple  with 
/3-naphthol. 

The  silver  derivative  obtained  from  the 
foregoing  sodium  salt  yields  on  methylation 
an  oxygen  ether  N02-C6H4-N:N-0-CH3,  a  re- 
action suggesting  the  possibility  of  tautomeric 
change.  In  many  instances,  two  isomeric 
modifications  of  these  metallic  diazo-  deri- 
vatives have  been  isolated. 

Benzenediazonium  chloride  and  cold  concen- 
trated potassium  hydroxide  yield  the  normal 
labile  form  of  potassium  benzenediazo-oxide  (I.), 
which  readily  couples  with  ;8-naphthol.  The 
stable  mollification  of  potassium  benzenediazo- 
oxide  (II.)  is  produced  by  heating  the  strongly 
alkaline  solution  of  the  normal  or  labile  salt  at 
130°-140°  ;  this  isomeride  couples  only  very 
slowly  with  /3-naphthol. 

According  to  Hantzsch,  these  isomerides  have 
respectively  the  following  formulas : — 

CeHs-N  CeHjN 

II  II 
KO-N  N-OK 

I.  6'2/«- (labile  form).  11.  .dJrii- (stablf  form ) 


Dobbie  and  Tinkler  (Chem.  Soc.  Trans.  1905, 
87,  273)  have  found,  however,  that  these  iso- 
meric potassium  salts  have  totally  different 
ultra-violet  absorption  spectra.  But  as  stereo - 
isomerides,  like  the  benzaldoximes,  have  iden- 
tical absorption  spectra,  it  seems  probable  that 
the  above  isomeric  salts  are  structurally  dis- 
similar. Confirmation  of  the  stereochemical 
theory  would  be  obtained  by  isolating  the  anii- 
diazohydroxide  from  the  stable  (anti-)  potassium 
salt,  but  on  treating  this  with  an  acid,  the  nitro- 
samine separates.  Moreover,  the  product  sup- 
posed by  Hantzsch  and  Pohl  to  be  an  anii- 
diazohydroxide  (Ber.  1902,  35,  2964)  was  shown 
by  Orton  to  be  a  mixture  of  quinonediazide  and 
a  hydroxyazo-  compound  (Proc.  Boy.  Soc.  1903, 
71,  153  ;  Chem.  Soc.  Trans.  1903,  83,  796). 

The  existence  of  the  syn-.  diazohydroxides  is 
doubtful,  and  diazonium  hydroxides  {v.  supra) 
are  only  known  in  solution. 

Diazo-  anhydrides  RN:N-ON:NR  or 
R;N-0'N:NR  are  very  unstable  explosive  com- 

isi 

pounds  produced  by  the  action  of  acetic  acid 
on  the  metallic  syn-  diazo-oxides.  The  anti- 
diazo-oxides,  when  thus  treated,  give  nitro- 
samines. 

VI.  Diazo-  Cyanides. 

The  addition  of  the  calculated  amount  of 
potassium  cyanide  to  a  cold  acid  solution  of  a 
diazonium  salt  determines  the  formation  of  a 
sparingly  soluble  diazo-  cyanide.  In  many 
instances,  two  modifications  of  the  diazo- 
cyanides  can  be  distinguished,  and  these  varieties 
are  regarded  by  Hantzsch  as  being  stereoiso- 
meric  forms.  p-Chlorobenzenediazonium  chlor- 
ide, from  p-chloraniline,  yields  first  the  yellow 
labile  syre-js-chlorobenzenediazocyanide  (I.), 
which  readily  evolves  nitrogen,  yields 

CsHiCl-N  CeHiCl-N 

II  II 
CN-N  N-CN 
I.  /Si/re-diazocyanide.         II.  Anii-iiiazocyanide. 
p-chlorobenzonitrUe  on  treatment  with  copper 
powder,  and  passes  into  the  stable  anti-p-ehlOTO- 
benzenediazocyanide  (II.).    The    latter  sub- 
stance, which  is  not  affected  by  copper  powder, 
may  be  distilled  in  steam  without  decomposition. 

Confirmation  of  this  stereochemical  theory 
of  the  constitution  of  the  diazo-cyanides  has 
been  obtained  by  a  study  of  the  cyanides  de- 
rived from  p-methoxybenzenediazonium  chlor- 
ide. This  salt  with  potassium  cyanide  in 
alcoholic  solution  yields  the  62/m-diazocyanide 
(III.),  an  orange-red  insoluble  substance  (m.p. 
51°),  which  couples  with  )3-naphthol  and  slowly 
changes  into  the  non-coupling  anti  •  diazo- 
cyanide  (IV.),  a  brownish-red  compound, 
melting  at  121°. 

CH3-0-C6H4-N  CHa-O-C^Hi-N 

II  II 
CN-N  N-CN 
III.  IV. 
The  existence  of  a  third  isomeric  cyanide  is 
indicated  by  evaporating  at  the  ordinary  tem- 
perature in  the  presence  of  excess  of  hydro- 
cyanic acid,  an  aqueous  solution  of  p-mcthoxy- 
benzenediazonium   hydroxide.    The  colourless 
crystalline  product  has  the  composition  : 
CH30-C„Hj-N2-CN,HCN,2HjO, 
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and  possesses  all  the  properties  of  a  true  metallic 
salt;  it  is  very  soluble,  and  its  solution  is  an 
electrolyte.  Moreover,  this  double  salt  coujiles 
with  j3-naphthol,  and  is  converted  by  alkalis  into 
the  yellow  syw-diazo-  cyanide.  These  properties 
correspond  with  those  of  the  normal  diazonium 
salts,  and  the  foregoing  soluble  cyanide  is  re- 
garded as  having  the  following  constitution : 
CH.-O-CsH^-N-CN 
N 

(Hantzsch,  Ber.  1900,  33,  2161 ;  1904,  34,  4166). 

The  two  pairs  of  diazo-  cyanides  from  f- 
chloraniline  and  p-anisidine  were  examined 
spectroscopically  by  Debbie  and  Tinkler,  who 
found  that  each  pair  gave  almost  identical 
ultra-violet  absorption  spectra,  whereas  the  above 
soluble  diazonium  cyanide  gave  an  entirely 
different  spectrum.  These  results  are  in  accord- 
ance with  Hantzsch's  view  of  the  configuration 
of  the  diazo-  and  diazonium  cyanides  (Chem. 
Soc.  Trans.  1905,  87,  273). 

It  has,  however,  been  suggested  by  several 
workers  in  this  field  that  the  isomerism  of  the 
diazo-  cyanides  is  structural,  the  syn-  compounds 
being  z.so-cyanides  R-N:N'NC  and  their  anti- 
isomerides,  cyanides  Il-N:N-CN  (Ber.  1895,  28, 
861  ;  Chem.  Soc.  Trans.  1903,  83,  805). 

VII.  Diazo-  SuiiPHONATES. 

Although  the  stereochemical  theory  of  the 
constitution  of  diazo-  cyanides  is  supported  by 
ishysical  as  well  as  chemical  evidence,  yet  it  is 
significant  that  the  only  other  series  of  salts  in 
which  this  isomerism  has  been  detected  is  one 
derived  from  sulphurous  acid,  a  substance 
resembling  hydrocyanic  acid  in  giving  rise  to 
organic  isomeric  derivatives  which  are  structur- 
ally dissimilar. 

The  diazo-  sulphonates,  prepared  by  adding 
potassium  sulphite  to  aqueous  solutions  of 
benzenoid  diazonium  chlorides,  frequently  exist 
in  two  difl^erently  coloured  modifications,  but  in 
most  cases  the  syn-  isomeride  is  too  unstable  to 
be  isolated  in  a  pure  state. 

Potassium  syn-2:4-dilodobenzenediazosulpho- 
nate  (I.)  is  an  orange  substance,  whUst  the  anii- 
salt  (II.)  is  yellow  : 

C,H3l,-N  CsHjI.-N 

II  II 
KSOa-N  N-SOaK 
1.  II. 

The  diazotised  naphthylamines  behave  ex- 
ceptionally, yielding  only  si/Ti-diazosulphonates, 
which,  on  warming  pass,  not  into  their  anti- 
isomerides,  but  into  the  correspondmg  azo- 
naphthalenes  (Ber.  1897,  30,  71). 

The  syn-  and  anti-  modifications  of  potassium 
benzenediazosulphonate  CgHj-N :  N-SOgK,  were 
found  l)y  Dobbie  and  Tinkler  (I.e.)  to  have 
identical  ultra-violet  absorption  spectra.  This 
fact  supports  the  stereochemical  theory  of  their 
structures  [cj.  Ber.  1894,  27.  1726,  2099,  2686, 
2930,  3527 ;  1895,  28,  242,  447,  834,  861  ;  J.  pr. 
Chem.  1894,  [ii.J  50,  239;  Meyer  and  Jacobson, 
Lehrbuch  der  Org.  Chem.  ii.  303). 

VIII.  Aliphatic  Diazd-  Compounds. 

The  amines  of  the  aliphatic  series,  when 
treated  with  nitrous  acid,  generaDy  lose  their 
basic  nitrogen,  the  amino-  group  becoming  re- 


placed by  hydroxyl.  In  some  cases,  however, 
the  nitrogen  is  retained  and  an  aliphatic  diazo - 
compound  is  f^roduced,   having   the  general 

.N 

formula  Pi/H-Cf  ||  with  the  azo-  group  attached 



entirely  to  the  same  carbon  atom. 

Although  glycine  is  converted  by  nitrous 
acid  or  alkyl  nitrites  into  glycoUic  acid,  yet  its 
ethyl  ester  gives  rise  to  ethyl  diazoacetate 
N 

II  CH-CO^-CjIIj,  a  yellow  liquid  freezmg  at 
N 

24°  and  boiling  at  143°- 144772  mm.  (Curtius, 
Ber.  1883,  16,  2230). 

One  kilogram  of  ethyl  aminoacetate  hydio- 
chloride  and  750  grams  of  sodium  nitrite  are 
added  successively  to  2  litres  of  water  containing 
5  grams  of  sodium  acetate.  The  mixture  is 
shaken  until  the  temperature  falls  to  0°  ;  5  c.c. 
of  10  p.c.  sulphuric  acid  and  500  c.c.  of  ether  are 
added  and  the  liquids  thoroughly  agitated.  The 
ethereal  layer  sejjarated  and  the  treatment  with 
dilute  acid  and  ether  repeated  iintil  red  fumes 
are  evolved.  The  ethereal  extracts  are  washed 
with  dilute  aqueous  sodium  carbonate  till 
alkaline,  dried  with  calcium  chloride,  and  the 
solvent  removed  on  the  water-bath.  The  yield 
of  ethyl  diazoacetate  is  94-7  p.c.  of  the  calculated 
quantity  (Silberrad,  Chem.  Soc.  Trans.  1902,  81, 
600). 

With    iodine,    ethyl    diazoacetate  yields 
diiodoacetic  acid,  and  with  aldehydes  it  con- 
denses to  form  ketonic  esters  : 
R-CH0+N,:CH-C0.i-C„H5 

R-CO-CH.-COo-CaH,. 

One  of  the  most  remarkable  reactions  of  this 
diazo-  ester  is  its  condensation  with  benzene  and 
its  homologues,  giving  rise  to  a  series  of  esters 
containing  seven-membered  hydrocarbon  rings 
(Bucherer,  Ber.  1896-1903,  29,  106;  30,  632, 
1949  ;  31,  399,  402,  2004,  2241,  2247  ;  32,  705  ; 
33,  184  ;  36,  3509  ;  Anualen,  1908,  358,  1). 

Ethyl  diazoacetate,  when  heated  with  alkalis 
undergoes  a  series  of  complex  polymeric  changes 
(Curtius,  Ber.  1885,  18,  1283  ;  1906,  39,  1383, 
3398,  4140  ;  1907.  40,  84,  815,  1176,  1194,  1470  ; 
1908,  41,  3116,  3140,  3161  ;  J.  pr.  Chem.  1888, 
[2]  38,  408  ;  Hantzsch,  Ber.  1900,  33,  58  ;  cf. 
Chem.  Soc.  Trans.  1902,  81,  598). 

Diazo-  derivatives  are  not  obtained  from 
free  a-amino-carboxylic  acids,  and  only  from 
those  amino-  esters  of  aliphatic  acids  containing 
the  amino-  group  in  the  a-  position  with  respect 
to  alkylated  carboxyl  group.  The  esters_  of 
those  polypeptides  which  contain  the  amino- 
group  in  the  a-  position  to  a  carboxyl-  group  can 
also  be  transformed  into  diazo-  derivatives. 
NHo-CH^-CO-NH-CHo-CO.Et 

NoiCH-CO-NH-CHj-COJit. 

The  a-amiuoketones  {e.g.  a-aminoacetopheiione 
CfiH^-CO-CHa-NHj)  give  diazo-  compounds  (Ber. 
1904,  37,  2080),  and  so  also  do  certain  uric  acid 
compounds,  e.g.  aminomethyluracil. 

Diazomethane  CH2<^^,  the  snuplest  ali- 
phatic diazo-  compound,  is  prepared  by  adding 
methyl-alcoholic    potassium  hydroxide  to  an 
ethereal  solution  of  nitrosomethylurethane 
C„H5-0-CO-N(CH3)-NO 
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and  distilling  the  mixture  on  the  water-bath, 
when  the  distiEate  consists  of  an  ethereal  solu- 
tion of  the  diazo-  compound,  the  jdeld  being 
50  p.c.  of  the  calculated  quantity.  This  sub- 
stance is  also  produced  by  the  action  of  hydroxyl- 
amine  on  dichloromethylamine 
CH3-NCl2-fH2NOH=CH,:N2+H20+2HC]. 

Diazomethane  is  a  poisonous  yellow  gas 
condensing  in  snow  and  calcium  chloride  to  a 
yeUow  liquid  boiling  below  0°.  It  is  a  powerful 
methylating  agent,  con\'erting  hydroxyl  groups 
into  methoxy],  and  allcylating  primary  and 
secondary  bases.  With  iodine,  diazomethane 
gives  nitrogen  and  methylene  iodide,  and  alde- 
hydes are  converted  into  methyl  ketones  (c/. 
Monatsh.  1905,  26,  1295,  1311  ;  Ber.  1907,  40, 
479  :  1908,  41.  3199  ;  1909,  42,  2559  ;  Chem. 
Soc.  Trans.  1908.  93,  242). 

Diazomethane  combines  additively  with  un- 
saturated compounds;  with  acetylene  it  gives 
pyrazole  (Ber.  1898,  31,  2910),  and  with  ethyl 
fumarate  it  furnishes  ethyl  pyrazoUnecar- 
boxylate. 

biazoethane  CH^  CH  :  Nj  and  phenyldiazo- 
methane  C^H.-CHrNj  have  both  been  prepared 
(Ber.  1902,  35,  897).  The  former  closely  re- 
sembles diazomethane,  the  latter  is  a  dark-red 
oil. 

Diazomethane  should  not  bo  confused  with 
azomethane  CHa-NtN-CH,,  the  simplest  azo- 
compound  which  is  produced  by  oxidising 
symmetrical  dimethj'lhydrazine  (hydrazome- 
thane)  with  chromic  acid  (Thiele,  Ber.  1909,  42, 
2575).  Azomethane  is  a  colourless  gas  con- 
densing to  a  pale-yeUow  liquid  (b.p.  1-5°). 

Diazomethanedisulphonic  acid,  a  note- 
worthy example  of  an  aliphatic  diazo-  compound, 
results  from  the  interaction  of  potassium  cyanide 
and  potassium  bisulphite  in  presence  of  caustic 
potash.  The  solution,  acidified  and  treated  with 
nitrous  acid,  yields  successively  aminomethane- 
disulphonic  acid  and  the  diazo-  compound. 
Sulphurous  acid  and  diazomethanedisulphonic 
acid  yield  an  additive  compound  which,  on 
boOing,  furnishes  hydrazine  {v.  Pechmann,  Ber. 
1895,  28,  2374  ;  1896,  29,  2161). 

Metallic  diazo-  derivatives  of  the  aliphatic 
series  are  produced  by  treating  nitrosoalkyl 
urethanes  with  concentrated  caustic  potash  solu- 
tion or  ethereal  potassium  ethoxide.  Potassium 
methyldiazo-oxide  CH3-N:N-0K,H20  separates 
in  white  crystals,  when  nitrosomethylurethane 
is  added  to  concentrated  aqueous  caustic  potash 
at  0°.  Potassium  benzyldiazo-oxide 
C6H5-CH2-N:N-OK,H20 

is  similarly  prepared  from  nitrosobenzylurethane. 
These  metallic  derivatives  are  very  unstable  ; 
they  are  decomposed  by  water  with  explosive 
violence,  yielding  respectively  diazomethane 
and  phenyldiazomethane  (Hantzsch  and  Leh- 
mann.  Bef.  1902,  35,  897). 

Bibliography. — Hantzsch,  Die  Diazoverbin- 
dungen,  Ahren's  Sammlung,  1902 ;  Morgan, 
Our  Present  Knowledge  of  Aromatic  Diazo- 
Compounds,  Brit.  Assoc.  Report,  1902;  Eibner, 
Zur  Geschichte  der  Aromatischen  Diazoverbin- 
(lungcn,  1903 ;  Cain,  The  (Chemistry  of  the 
Diazo-  Compounds,  1908.  C.  T.  M. 

DIAZOACETATE  ETHYL  v.  Diazo-  com- 
pounds. 
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DIAZOAMINOMETHANE  v.  Diazo-  com- 
pounds. 

DIAZOANTHRANILIC    ACID    v.  Diazo- 

COMPOUNDS. 

DIAZOBENZENE,  Benzenediazoniam  {o. 
Diazo-  compounds). 

DIAZOBENZENE    SULPHONIC    ACID  u. 

Diazo-  compounds. 

DIAZOIMIDES,   DIAZOIMINES  v.  Diazo- 

compounds. 

DIAZOMETHANE  v.  Diazo-  compounds. 

DIAZURINE  r.  Azo-  colouring  matters. 

DIBASIC  ACIDS.  Oxalic  acid  series.  A 
numerous  and  important  group  of  acids,  having 
the  general  formula  C,H2„_204.  The  lowest 
member  of  the  series  is  oxalic  acid  O2H2O4,  and 
the  highest  member  at  present  known,  dicetyl- 
adipic  acid  Q^f^B-^fi^.  As  the  radicle  C„H2„  is 
capable  of  existing  in  a  variety  of  ways,  it 
follows  that  these  acids  may  exist  in  many 
isomeric  forms.  Unlike  the  fatty  acids,  the 
lowest  members  of  the  oxalic  acid  series  are  solids. 

The  naturally  occurring  acids  exist  partly 
free  and  partly  as  salts  or  esters.  Thus  oxalic 
acid  occurs  chiefly  as  the  potassium  salt  in 
different  varieties  of  Oxalis  and  Rurnex ;  malonic 
acid  as  the  calcium  salt  is  found  in  the  sugar 
beet ;  succinic  acid  in  amber,  certain  varieties  of 
lignite,  resins,  turpentine  oils,  and  animal  fluids  ; 
rocellic  acid  in  Rocdla  tinctoria  (D.  C).  Other 
members  of  this  series  are  obtained  by  the  oxida- 
tion of  naturally  occurring  substances.  Thus 
suberic  acid  is  obtained  by  boiling  cork  with  nitric 
acid  ;  azelaic  acid  by  the  oxidation  of  castor 
oil ;  adipic  acid  by  the  oxidation  of  suet  or 
tallow.  The  higher  members  of  the  series  are 
prepared  by  the  oxidation  of  members  of  the 
fatty  acid  series. 

General  methods  of  preparation. 

(1)  By  the  oxidation  of  the  diprimary 
glycols,  primary  hydroxyaldehydes,  dialde- 
hydes,  primary  hydroxy-  acids,  or  aldehyde- 
acids  ;  e.g.  glycol,  glycoUic  acid,  glyoxal,  or 
glyoxylic  acid  —>  oxalic  acid. 

(2)  By  the  oxidation  of  the  fatty  acids  or 
of  acids  of  the  oleic  acid  series ;  e.g.  erucic  acid 
—>  brassylic  acid. 

(3)  By  the  reduction  of  unsaturated  di- 
carboxylic  acids;  e.g.  fumaric  acid  —>  succinic 
acid. 

(4)  By  the  action  of  sOver  (powder)  on  mono- 
iodo-  (or  bromo-)  fatty  acids ;  e.g.  0-iodopropionic 
acid       adipic  acid. 

Exception. — The  reaction  is  abnormal  when 
a-brom(sobutyric  acid  is  used,  di-  and  tri- 
alkylglutaric  acids  being  produced. 

(5)  By  the  conversion  of  monohalogeu 
substituted  fatty  acids  or  of  the  halogen  addition 
products  of  the  alkylenes  C.Hj,,  into  cyan- 
derivatives  and  saponification  of  the  latter  ; 
e.g.  cyanacetic  acid  — >  malonic  acid  ;  ethylene 
dicyanide  — >  adipic  acid. 

(6)  By  the  replacement  of  the  hydrogen 
atoms  of  the  CHj  group  in  the  malonic  esters  by 
various  alkyl-  groups ;  e.g.  sodium  malonic  ester 
and  methyl  iodide  —>  iso-awcmv;  ester. 

(7)  By  the  electrolysis  of  concentrated 
solutions  of  potassium  alkyl  salts  of  the  di- 
carboxylic  acids ;  e.g.  potassium  ethyl  malonate 
—>  diethyl  succinate. 
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(8)  By  the  introduction  of  acid  residues  into 
the  acetoacetic  esters,  and  decomposition  of  the 
Ijroduct  with  allcali ;  e.g.  acetosuccinic  ester  — > 
succinic  acid. 

_  (9)  By  the  decomposition  of  tricarboxylic 
acids  containing  two  carboxyl-  groups  attached 
to  the  same  carbon  atom ;  e.g.  ethanetri- 
carboxylic  acid  — >  succinic  acid. 

The  acids  of  this  series  behave  differently 
on  the  application  of  heat,  depending  upon  the 
position  of  the  carboxylic  groups.  Oxalic  acid, 
the  first  member  of  the  series,  breaks  down  on 
heating  mostly  into  carbon  dioxide,  carbon 
monoxide,  and  water,  and  partly  into  carbon 
dioxide  and  formic  acid.  This  latter  decom- 
position is  typical  of  those  homologues  of  oxalic 
acid  in  which  the  two  carboxyl-  groups  arc 
attached  to  the  same  carbon  atom  ;  they  are 
the  /3-dicarboxylic  acids,  and  of  these  malonic 
acid  is  the  type.  On  application  of  heat, 
malonic  acid  splits  into  acetic  acid  and  carbon 
dioxide.  The  next  class,  the  7-dicarboxylic 
acids,  in  which  the  two  carboxyl-  groups  are 
attached  to  adjacent  carbon  atoms,  when 
heated,  lose  a  molecule  of  water  and  pass  into 
anhydrides.  Succinic  acid  is  the  type  of  these 
acids.  Acids,  such  as  glutaric  acid,  in  which 
the  carboxyl-  groups  are  attached  to  two  carbon 
atoms  separated  by  a  third,  behave  similarly  to 
the  7-dicarboxylic  acids,  but  form  anhydrides 
less  readily.  When  the  carbon  atoms  to  which 
the  carboxyl-  groups  are  attaclied  are  separated 
by  two  carbon  atoms,  e.g.  adipic  acid,  they  do 
not  influence  one  anotlier  on  the  application  of 
heat.  For  these  reasons,  the  paraffin  dicar- 
boxylic  acids  are  arranged  in  different  groups, 
the  general  properties  of  which  wUl  be  discussed 
under  Malonic  acid,  Succinic  acid,  and  Glu- 
taric ACID,  which  are  types  of  the  several 
groups  mentioned  above. 

(For  melting-points  of  the  dibasic  acids,  v. 
Massol,  Bull.  Soc.  chim.  [3]  21.  578;  melting- 
points  of  their  esters,  v.  Schneider.  Zeitsch. 
physikal.  Chem.  22,  228 ;  electrical  conduc- 
tivity of  the  acids,  v.  Walden,  ibid.  8,  448  ; 
volatility  in  steam,  v.  Auwers,  Aimalen,  292, 
159.) 

DI-Zso-BUTYL ACETIC   ACID  v.  Decatoic 

ACIDS. 

2  6  DI  so-BUTYLPIMELIC  ACID 

CH2[CH,-CH(C4Hi,)-CO„H]„ 
Prepared   by   heating  1.5.di-/so-butylpentane- 
tetracarboxylic  acid  at  200°-220°  (Perkin  and 
Prentice,  Chem.  Soc.  Trans.  1891,  842)  ;  m.p. 
82°-84". 

DICENTRINE  v.  Vegeto-alkaloids. 

DICETYLADIPIC  ACID  Cg.H-.O.,.  Pre- 
pared by  heating  dicetylbutanetetracarboxylic 
acid  to  205°  (Lean,  Chem.  Soc.  Trans.  1894, 
lOlG).  Two  isomers  are  thus  produced,  which 
may  be  sei)arated  by  crystallisation  from 
alcohol,  o-acid,  m.p.  42°-43°  :  fl-acid,  m.p. 
32°-34° 

DICETYLIC  ACID  CH(C,;H32).C00H  is 
obtained  by  heatina-  dicetylmalonic  acid;  m.p. 
69°-70°  ((liithzeit.  Annalen,  206.  365). 

DICETYLMALONIC  ACID 

{<^,r,H33)2C(C02H),. 
'I'he  ethyl  ester  is  formed  by  treating  dietliyl- 
malonic  ester  with  sodium  methoxide  and  cetyl 
iodide  :  the  ester  is  decomposed  with  a  concen- 


trated solution  of  caustic  potash  ;  m.p.  86°-87° 
(Guthzeit,  Annalen,  206,  362). 

DICHLOROCARBAMIDE  v.  Hydrazines. 

DICYANDIAMIDE,  Ci/anoguanidine 
NH.(NH  :)C-NH-C  :  N. 
Obtamed  by  the  polymerisation  of  cyauamide 
in  aqueous  solution  on  long  standing  or  on 
warming,  especially  after  addition  of  a  drop  of 
ammonia  (Beilstein  and  Geuther,  Annalen,  108^ 
99  ;  123,  241  ;  Haag,  ibid.  122,  22)  ;  by  treating 
thiourea  with  mercuric  aniline  (Montecchi,  Gazz. 
chim.  ital.  28,  ii.  434).  Prepared  by  heating 
ammonium  sulphate  and  sodium  cyanamide  on 
the  water  -  bath  ;  cyanamide  separates  as  a 
yellow  oU,  which,  after  some  hours,  with  frequent 
shaking,  changes  into  dicyandiamide  (Hermann, 
Monatsh.  1905,  1025).  Soli  and  Stutzcr  (Ber. 
1908,  4534)  make  crude  calcium  nitride  into  a 
paste  with  water  and  heat  to  boiling.  The  hot 
liquid  is  filtered  by  suction,  and  dicyandiamide 
separates  out  from  the  filtrate.  Crystallises  in 
needles  ;  m.p.  205°  (Pohl,  J.  pr.  Chem.  77,  [2j 
533).  By  warming  with  dilute  acids,  it  is  trans- 
formed into  dicyandiamidine  {guani/l  urea) 
NH2(NH :  )C-NH-C0-NH2.  It  is  used  in  quanti- 
tative analysis  to  separate  nickel  from  cobalt. 
The  solution  containing  nickel  and  cobalt  is 
made  alkaline,  and  to  it  is  added  a  small  quantity 
of  sugar  solution.  To  this  is  added  dicyandi- 
amidine sulphate  (prepared  by  dissolving  di- 
cyandiamide in  dilute  sulphuric  acid),  whereby 
the  nickel  salt  of  dicyandiamidine  is  jirecipi- 
tated,  the  cobalt  remaining  in  solution.  The 
precipitate  is  filtered  through  a  Gooch  crucible, 
dried  at  115°-160°,  and  weighed  as  anhydrous 
nickel  dicyandiamidine  Ni(C.,H5N40),  (Gross- 
mann  and  Schuck,  Analyst,  1910,  247"  ;  1909, 
455  ;  1907,  273,  394).  Dicyandiamide  is  re- 
duced by  zinc  and  dilute  hydrochloric  acid  at 
the  ordinary  temperatures  to  methylamine  and 
guanidine,  the  methylamine  being  formed  by  the 
reduction  of  tlie  prussic  acid  first  produced 
(Bamberger  and  Seeberger,  Ber.  1893,  1583)  ; 
a  mixture  of  nitric  and  sulphuric  acids  converts 
it  into  nitrodicyanodiamidine  (Thiele  and 
Uhlfelder,  Annalen,  303,  107);  it  condenses 
with  dialkylcyanacetic  or  malonic  esters  yielding 
pyrimidme  derivatives ;  thus  with  diethylcyan- 
acetic  ester  a  condensation  product  is  obtained 
which  yields  diethylbarbituric  acid  on  treatment 
with  sulphuric  acid  (Bayer  &  Co.,  D.  R.  P. 
165223;  Chem.  Zentr.  1906,  i,  514).  All  manures 
containing  calcium  cyanamide  contain  also 
dicyandiamide,  formed  by  the  spontaneous 
polymerisation  of  the  calcium  cyanamide  ;  it  is 
not  poisonous  to  plants  if  not  used  in  too  large 
quantities  (Perotti,  Atti.  R.  Accad.  Lincei,  15,  i. 
48 ;  Chem.  Zentr.  1909,  i.  1497  ;  Inouye,  J.  Soc. 
Chem.  Ind.  1909, 1054;  Aso,  ibid.).  The Cyanide- 
Gesellschaft  (Chem.  Zentr.  19'04,  ii.  1079;  D.  R.  P. 
154505)  treat  calcium  carbide  or  a  carbide- 
forming  mixture  with  nitrogen,  lixiviate  the 
mass  with  water,  and  use  the  product,  which 
contains  calcium  cyanamide,  dicyandiamide, 
&c.,  as  a  manure  {v.  also  Frank.  Zeitsch.  angew. 
Chem.  19,  835).  The 'constitution  of  dicyandi- 
amide is  regarded  as  NH.j(NH :  )C-NH-C:  N  or  the 
tautomeride  (NH\,).,C:N -(J.- N  (Bamberger,  Ber. 
1883,  1459;  1891^  899;  Biltz,  J.  pr.  Clicm.  77, 
[ii.]  533;  Prianichnikov,  J.  Soc.  Chem.  Ind.  1909, 
724). 
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DIDYMIN  V.  Synthetic  drugs. 
DIDYMIUM  V.  Praseodymium  and  Neo- 

DYMIUM. 

DIETHYLACETIC  ACID.  Pseudo-caproic 
acid  (V.  Capeoic  acid). 

DIETHYLALLOXAN  v.  Alloxan. 

DIETHYLSAFRANIN  v.  Azines. 

DIFFUSION.  In  any  gaseous  mixture  or 
liquid  solution,  even  when  protected  from 
mechanical  disturbances  and  kept  at  a  uniform 
temperature  throughout,  the  composition  ulti- 
mately becomes  the  same  at  all  points,  whatever 
the  original  distribution  of  the  gaseous  or  dis- 
solved substances  may  have  been.  The  process 
by  which  this  condition  is  reached  is  termed 
'  diffusion,'  and  it  depends,  not  on  the  circulation 
of  the  unequally  distributed  substances  as  a 
whole,  but  on  molecular  movement.  According 
to  the  kinetic  theory,  a  mass  of  gas  which,  as  a 
whole,  is  at  rest,  is  yet  the  scene  of  great  activity 
on  the  part  of  the  constituent  molecules.  These 
are  endowed  with  a  high  velocity,  and  alter  the 
du'ection  of  their  motion  only  when  they  collide 
with  one  another  or  with  the  walls  of  the  con- 
taining vessel.  If  this  point  of  view  is  adopted, 
then  the  occurrence  of  diffusion  in  a  mixture  of 
irregularly  distributed  gases  becomes  intelligible. 
There  are,  moreover,  many  experimental  grounds 
for  extending  the  kinetic  theory  to  the  liquid 
state,  and  for  the  view  that  the  molecules  of  a 
liquid  also  are  in  a  state  of  constant  motion. 
With  this  conception  the  phenomenon  of 
diffusion  of  a  dissolved  substance  is  obviously  in 
harmony. 

Diflusion  of  Gases. 

When  two  vessels  containing  different  gases 
at  the  same  temperature  and  pressure  are  put 
into  free  communication,  each  gas  penetrates 
the  other  until  its  partial  pressure  is  uniform  in 
both  vessels.  The  experimental  investigation 
of  this  phenomenon  on  quantitative  lines  is  not 
easy,  but  it  appears  to  be  well  established  that 
the  diffusion  coefficient  of  each  gas  varies  from 
point  to  point  of  the  diffiision  system  (see 
Loschmidt,  Sitzungsber.  Akad.  Wiss.  Wien, 
1870,  61,  367  ;  1870,  62,  468  ;  von  Obermayer, 
ihid.  1880,  81,  1102;  1882,  85,  147.  748;  1883, 
87,  188  ;  1887,  96,  546  ;  Waitz,  Ann.  Physik, 
1882,  17,  201,  351  ;  Lonius,  ihid.  1909,  29,  664). 

When  the  concentration  of  a  gas  is  main- 
tained constant  at  one  point  of  a  system  and 
zero  at  another  point,  a  static  condition  of  affairs 
is  established  analogous  to  what  is  observed 
when  one  end  of  a  metal  bar  is  kept  at  a  high 
temperature  and  the  other  end  at  a  low  tem- 
perature. If,  for  instance,  a  tall  cylinder, 
communicating  freely  with  the  atmosphere, 
contains  at  the  bottom  a  layer  of  caustic  alkali, 
there  is  a  regular  concentration  gradient  from 
the  top  downwards,  the  carbon  dioxide  being 
completely  absorbed  at  the  surface  of  the  alkali. 
Provided  the  concentration  difference  between 
the  top  and  bottom  of  the  cylinder  is  maintained 
constant,  a  steady  condition  of  diffusion  is 
attained,  and  the  rate  of  flow  of  the  carbon 
dioxide,  as  deduced  from  the  amount  absorbed 
hy  the  alkali,  is  inversely  proportional  to  the 
length  of  the  diffusion  column  (.sec  Brown  and 
Escombe,  Phil.  Trans.  13,  1900,  193,  223  ;  also 
Winkelmann,  Ann.  Physik,  1884,  22,  1,  152). 

Much  attention  has  been  devoted  to  the 


phenomenon  of  diffusion  across  porous  dia- 
phragms, through  cai>iLlary  tubes,  and  from 
narrow  apertures.  Graham  showed  (see  Chemi- 
cal and  Physical  Researches,  p.  44)  that  the 
exchange  of  two  gases  across  a  porous  dia- 
phragm, the  pressure  on  the  two  sides  remaining 
the  same,  takes  place  in  such  a  way  that  the 
volumes  of  the  gases  diffused  in  a  given  time  are 
inversely  proportional  to  the  square  roots  of 
their  densities.  This  observation  is  of  very 
great  interest  in  connection  with  the  kinetic 
theory,  from  the  assumptions  of  which  it  foUow.s 
that  the  mean  velocity  of  the  molecules  of  a  gas 
is  inversely  proportional  to  the  square  root  of  its 
density.  Graham's  law  is  not  accurate  except 
when  the  diaphragm  is  extremely  thin,  but  it  is 
nevertheless  the  basis  of  a  method  for  separating 
two  gases  of  different  densities.  Thus,  for 
instance,  when  a  mixture  of  hydrogen  and 
oxygen  in  the  proportion  of  2  :  1  by  volume  is 
passed  at  a  suitable  rate  through  a  train  of  clay- 
pipe  stems,  the  gas  collected  at  the  further  end 
will  ignite  a  glowing  splint.  By  experiments  of 
this  kind  it  was  shown  that  atmospheric  nitrogen 
is  a  mixture  of  at  least  two  gases  of  different 
density  (see  Rayleigh  and  Ramsay,  Phil.  Trans. 
1895,  186,  206).  The  operation  of  separating 
gases  by  this  method  is  termed  '  atmolysis.' 

In  the  passage  of  a  gas  through  a  capillary 
tube — '  transpiration,'  as  it  is  sometimes  called — 
friction  generally  plays  a  considerable  part,  but 
it  has  been  found  that  if  the  diameter  of  the  tube 
is  small  in  comparison  with  its  length  and  with 
the  mean  free  path  of  the  gas  molecules,  then  the 
quantity  of  gas  passing  through  a  given  tube  in 
unit  time  is  inversety  proportional  to  the  square 
root  of  the  density  (Knudsen,  Ann.  Physik, 
1909,  28,  75). 

The  time  required  for  the  escape  or  '  effusion  ' 
of  a  given  volume  of  gas  through  a  fine  aperture 
in  a  thin  plate  into  a  vacuum  is  approximately 
l^roportional  to  the  square  root  of  the  density  of 
the  gas.  The  thinner  the  plate  and  the  smaller 
the  aperture,  the  more  nearly  is  this  relationship 
fulfilled  (see  Graham,  Chemical  and  Physical 
Researches,  p.  88  ;  Bunsen,  Gasometry,  p.  121  ; 
Timofeeff,  Zeitsch.  phvsikal.  Chem.  1890.  6, 
586  ;  Donnan,  PhiL  'Mag.  1900,  49,  423; 
Emich,  Monatsh.  1903,  24,  747  ;  Knudsen,  Ann. 
Physik,  1909,  28,  999).  An  apparatus  for 
determining  the  relative  density  of  two  gases, 
based  on  this  principle,  has  been  described  by 
Bunsen  {I.e.)  {v.  Specific  gravity). 

The  passage  of  a  gas  across  a  diaphragm 
takes  place,  not  only  when  the  diaphragm  is 
porous  in  the  ordinary  sense,  but  also  when  it 
has  the  power  of  dissolving  or  absorbing  the  gas. 
Thus,  at  high  temperatures,  platinum  and 
palladium  absorb  considerable  quantities  of 
hydrogen,  and  this  gas  readilj'  diffuses  through 
the  walls  of  a  vessel  made  of  either  metal. 
Winkelmann  (Ann.  Physik,  1901,  6,  104;  1902, 
8,  388)  has  shown  that  the  rate  of  diffusion  of 
hydrogen  through  glowing  platinum  oi-  palla- 
dium is  not,  as  might  be  expected,  proportional 
to  the  pressure  of  the  hydrogen ;  at  lower 
pressures  the  gas  diffuses  relatively  more 
rapidly.  The  experimental  data  seem  to 
indicate  that  it  is  the  atoms,  not  the  molecules, 
of  hydrogen  which  can  pass  throui^h  the  inetal. 
On  the  ability  of  hydrogen  and  the  inability  of 
other  gases  to  diffuse  through  heated  palladium, 


DIFFUSION. 


237 


there  is  based  the  osmotic  cell  described  by 
Ramsay  (Phil.  Mag.  1894,  38,  206). 

The  rate  of  diffusion  of  gases  across  a  layer 
of  water  or  aqueous  solution  depends  mainly  on 
the  solubility  and  the  density  of  the  gas.  Accord- 
ing to  Exner,  who  made  experiments  on  the 
diffusion  of  gases  across  a  film  of  soap  solution, 
the  velocity  is,  ceteris  paribus,  directly  pro- 
portional to  the  absorption  coefficient  of  the 
gas,  and  inversely  proportional  to  the  square 
root  of  its  density  (Exner,  Sitzungsber.  Akad. 
VViss.  Wien,  1874.  70.  ii.  465  ;  cf.  MuUer,  Ann. 
Physik,  1891,  43,  554).  Other  workers,  who 
have  studied  the  diffusion  of  gases  through  a 
jelly,  through  a  layer  of  water  supported  by  a 
plate  of  hydrophane,  or  through  a  rubber 
membrane,  find  that  Exner's  law  is  only  an 
approximate  statement  of  the  facts  (see  Wro- 
blewsky,  Pogg.  Ann.  1876,  158,  545 ;  Ann. 
Physik,  1879,  8,  29  ;  Hufner,  Zeitsch.  physikat. 
Chem.  1898,  27,  227  ;  Hagenbach,  Ann.  Physik, 
1898,  65,  673).  Except  for  oxygen,  the  diffusion 
coefficients  of  gases  are  smaller  in  gelatine 
solution  than  in  pure  water. 

Diffusion  of  Dissolved  Substances. 

The  foundation  of  our  knowledge  of  this 
subject  was  laid  by  the  classical  experiments  of 
Thomas  Graham  (see  Chemical  and  Physical 
Researches,  pp.  444-600).  In  his  experiments, 
700  cub.  cm.  of  water  were  placed  in  a  cylindrical 
jar,  and  then  100  cub.  cm.  of  the  solution  to  be 
diffused  were  carefully  conveyed  to  the  bottom 
of  the  jar  by  a  pipette.  After  a  suitable  time, 
portions  of  50  cub.  cm.  were  successively  drawn 
off  ;  these  portions  were  evaporated,  and  the 
amount  of  substance  that  had  diffused  into  each 
layer  was  thus  ascertained.  Graham's  compa- 
rative experiments  on  the  diffusive  power  of 
different  substances  in  aqueous  solution  led 
him  to  draw  a  distinction,  which  has  become  of 
the  highest  importance,  between  the  behaviour 
of  easily  crystallisable  substances,  and  that  of 
substances  which  are  marked  by  the  absence  of 
the  power  to  crystallise.  So  far  as  diffusibility 
is  concerned,  the  distinction  in  question  is  based 
on  the  following  figures,  representing  approxi- 
mate times  of  equal  diffusion  :  hydrochloric 
acid,  1  ;  sodium  chloride,  2-3  ;  sucrose,  7  ; 
magnesium  sulphate,  7  ;  albumin,  4-9  ;  caramel, 
98.  The  difference  in  diffusive  power  of  crystal- 
loids and  colloids  is  very  evident  from  these 
figures. 

The  significance  of  the  quantitative  results 
obtained  by  Graham  was  emphasised  by  Stefan 
(Sitzungsber.  Akad.  Wiss.  Wien,  1878,  78,  ii. 
957  ;  1879,  79,  ii.  161),  who  showed  that  they 
were  in  harmony  with  Fick's  diffusion  la  w  ;  that 
is,  the  diffusion  of  substances  in  aqueous  solution 
is  comparable  with  the  distribution  of  heat  in 
conductors.    Fick's  law  is  expressed  algebrai- 

dr 

caUy  by  the  formula     =  —  hqj^dt,  where  dS  is 

the  amount  of  substance  crossing  a  section  of 
the  diffusion  column  in  time  dl,  the  sectional 
area  of  this  column  being  q  sq.  cm.,  and  dc/dx 
being  the  concentration  gradient ;  1c  is  known 
as  the  '  diffusion  coefficient.' 

The  diffusion  of  dissolved  substances,  notably 
electrolytes,  has  been  the  subject  of  repeated 
investigation,  but  the  method  employed  has  not 
differed    materially    from    that    of  Graham, 


described  above  (see  Scheffer,  Zeitsch.  physikal. 
Chem.  1888,  2,  390  ;  Arrhenius,  ibid.  1892,  10, 
51:  Abeg2,  ibid.  1893,  11,  248;  Euler,  Arm. 
Physik,  1897,  03,  273  ;  Abegg  and  Bose, 
Zeitsch.  physikal.  Chem.  1899,  1,  17  ;  Thovert, 
Compt.  rend.  1902,  134,  826 ;  Graham,  Proc.  Roy. 
Soc.  1903,  72,  212;  Oholm,  Zeitsch.  physikal. 
Chem.  1904,  50,  309).  The  general  result  of  these 
investigations  has  been  to  substantiate  the 
validity  of  Fick's  law,  although  the  opposite 
opinion  also  has  been  expressed  (se?  Wiedeburg, 
Zeitsch.  physikal.  Chem.  1892,  10,  509). 

Special  interest  has  attached  to  the  diffusion 
of  electrolytes  since  the  enunciation  of  Ar- 
rhenius's  dissociation  theory,  according  to  which 
the  ions  of  an  electrolyte  in  aqueous  solution 
are  to  be  regarded  in  many  respects  as  separate 
units.  The  researches  of  Kolilrausch  have 
proved  that  the  contribution  which  the  one  ion 
of  an  electrolyte  makes  to  the  equivalent  con 
ductivity  is  independent  of  the  other  ion  asso- 
ciated with  it,  and  Nernst  has  shown  that  the 
mobility  which  is  thus  characteristic  of  each  ion 
must  be  a  determining  factor  in  the  diffusive 
power  of  any  electrolyte  of  which  the  ion  forms 
a  part  (Zeitsch.  physikal.  Chem.  1888,  2,  613). 
He  has  further  deduced  a  theoretical  relation- 
ship between  the  diffusion  coefficient  of  a  binary 
electrolyte  and  the  conductivities  of  the  two 
ions,  and  the  values  of  the  diffusion  coefficient 
calculated  on  this  basis  are  in  good  agreement 
with  the  results  of  experimental  work. 

By  allowing  substances  to  diffuse  into  a  jeUy 
the  effects  of  convection  currents  and  mechanical 
disturbances  are  eliminated  and  the  difficulties 
attending  the  experimental  study  of  liquid 
diffusion  are  diminished.  The  rate  of  diffusion 
is,  at  most,  very  slightly  lower  in  a  jelly  than  in 
water  at  the  same  temperature.  Experiments, 
in  which  the  ends  of  cylinders  of  agar-agar  jelly 
were  immersed  in  aqueous  .solutions  of  various 
substances,  have  shown  that  the  total  amount  of 
substance  diffusmg  into  the  jelly  is  proportional 
to  the  square  root  of  the  time  during  which 
diffusion  has  taken  place.  This  is  a  result  in 
harmony  with  Fick's  law  (see  Voigtlander, 
Zeitsch.  physikal.  Chem.  1889,  3,  316;  cf. 
Chabry,  Journ.  de  Physique,  1888,  7,  115; 
Morse  and  Pierce,  Zeitsch.  physikal.  Chem,  1903, 
45,  589;  Hausmann,  Zeitsch.  anorg.  Chem.  1904, 
40,  110). 

Experiments  have  been  made  also  on  the 
diffusion  of  various  electrolytes  and  non- 
electrolytes  in  alcohol  (Kawalki,  Ann.  Physik, 
1894,  52,  166,  300;  1896,  59,  637),  of  various 
metals  in  mercury,  fused  lead,  &c.  (Meyer, 
ibid.  1897,  61,  225  ;  1898,  64.  752  ;  Humphreys, 
Chem.  Soc.  Trans.  1896,  69,  243,  1679  ;  Roberts- 
Austen,  Phil.  Trans.  1896,  187,  383;  von 
Wogau,  Ann.  Physik,  1907,  23,  345),  and  of 
chlorme,  bromine,  and  iodine  in  some  organic 
solvents  (Euler,  Ann.  Physilc,  1897,  63,  273; 
Walden,  Zeitsch.  Elektrochem.  1906,  12,  77). 
In  the  last -mentioned  connection,  Walden  has 
shown  that,  when  a  given  halogen  is  considered, 
the  product  '  diffusion  coefficient  X  viscosity  of 
solvent '  is  a  constant,  independent  of  the 
nature  of  the  solvent.  The  value  of  the  product 
for  the  different  halogens  is  inversely  pro- 
portional to  the  square  root  of  the  molecular 
weight  (cf.  Pissarjewsky  and  Karp,  Zeitsch. 
physikal.  Chem.  1908,  63,  257). 
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The  different  rates  of  diffusion  found  by 
Graham  for  different  substances  suggested  to 
him  that  the  process  of  diffusion  might  be 
useful  in  separating  the  constituents  of  an 
aqueous  solution.  In  this  connection,  he  found 
that  the  difference  in  diffusive  power  between 
crystalloids  and  colloids,  referred  to  above,  was 
greatly  accentuated  by  the  interposition  of  a 
colloid  membrane  between  solution  and  solvent, 
and  the  method  of  separation  by  diffusion 
through  a  septum  of  gelatinous  matter  he  termed 
'  dialysis.'  A  sheet  of  parchment  paper,  for 
instance,  is  tied  tightly  over  the  end  of  a  cjdin- 
drical  or  bell-shaped  glass  vessel,  provided  with 
a  flange,  and  into  the  receptacle  so  formed,  a 
'  dialyser,'  as  it  is  called,  the  mixed  solution  of 
crystalloids  and  colloids  is  poured.  The  outside 
of  the  parchment  membrane  is  bathed  with 
water,  which  is  frequently  renewed,  and  the 
result  is  that  the  contents  of  the  dialyser,  after 
a  few  days,  are  found  to  be  practically  free  from 
crystalloids.  Instead  of  the  apparatus  just 
described,  a  sausage-skin  dialyser  may  be  em- 
ployed :  the  parchment  tube  is  charged  with 
the  solution  of  crystalloid  and  colloid,  and  is 
hung  up  by  its  ends  in  a  vessel  of  water. 

Collodion  may  be  used  as  a  membrane 
instead  of  parchment,  and  it  is  obtainable  in 
any  desired  form  by  the  evaporation  of  the 
ordinary  collodion  solution  (see  Lillie,  Araer.  J. 
Physiol.  1907,  20.  127  ;  Schryver,  Proc.  Physiol. 
Soc.  1908,  23). 

Dialysis  plays  a  considerable  part  in  the 
technical  production  of  beet  sugar.  In  the 
diffusion  process  for  the  extraction  of  the  sugar, 
beet  cuttings  are  treated  with  hot  water.  Such 
treatment  kills  the  protoplasm,  and  the  cell 
membrane,  which  in  the  living  state  is  im- 
permeable to  sugar,  now  allows  this  substance 
to  pass  out  into  the  water.  The  high  tempera- 
ture also  favours  rapid  diffusion.  The  albu- 
minous substances  in  the  beet  juice,  however, 
cannot  readily  penetrate  even  the  dead  proto- 
plasm, which  acts  as  a  differential  membrane, 
and  thus  leads  to  a  dialytic  separation  of  the 
sugar  from  some  of  the  non-sugar  constituents 
of  the  cell  sap.  In  the  treatment  also  of  beet 
sugar  molasses  dialysis  with  parchment  mem- 
branes is  employed.  The  result  of  this  pro- 
cedure is  to  reduce  the  salt  content  of  the 
molasses,  and  so  make  possible  the  crystallisation 
of  a  further  portion  of  the  sugar  {v.  Sugar). 

Diffusion  of  Solids. 

The  efficiency  of  certain  cementation  pro- 
cesses indicates  that  one  solid  can  slowly  pene- 
trate another.  The  occurrence  of  diffusion  in 
solids  has  been  proved  and  investigated  by 
Roberts-Austen  (Phil.  Trans.  1896,  187,  383), 
who  finds  that  at  temperatures  between  100'^ 
and  200"  there  is  an  appreciable  diffusion  of  gold 
into  solid  lead  in  30  or  40  days,  although  the 
penetration  is  much  slower  than  into  the  fluid 
metal.  Experiments  lasting  over  four  years 
have  shown  that  gold  diffuses  into  solid  lead, 
even  at  the  ordinary  temperature  (Roberts- 
Austen,  Proc.  Roy.  Soc,  1900,  67,  101). 

J.  C.  P. 

DIFORMIN  V.  FoEMiNS. 
DIGALEN  V.  Synthetic  detjgs. 
DIGALLIC  ACID  [Oallotannic  acid,  tannin) 
V.  Tannic  acids. 


DIGESTER  V.  Autoclave. 

DIGIPURATUM  v.  Synthetic  drugs. 

DIGITALINUM  VERUMf.  Synthetic  drugs. 

DIGITALIS.  Foxglove.  ( Digitale,  Ft.  ;  Fin- 
(jerliut,  Ger. )  The  foxglove,  or  Digitalis  'pur- 
purea (hmn.\  is  well  known  throughout  the 
British  Islands  and  most  parts  of  Europe  for  its 
elegant  appearance  and  beautiful  purple-crimson 
flowers  {cf.  Woodville,  Med.  Bot.  24;  Bentl. 
a.  Trim.  195).  Foxglove  is  a  powerful  arterial 
sedative,  reducing  the  force  and  frequency  of 
the  heart's  action,  and  has  been  in  use  in  medicine 
since  the  sixteenth  century.  The  leaves  are 
generally  employed,  but  the  seed  possesses  a  like 
activity.  (For  time  of  gatherina',  see  Brit. 
Pharm'.  1885  ;  Schneider,  Bull.  Pharm.  1870, 
164  ;  Nativelle,  J.  Pharm.  Chim.  [4]  20,  81.) 

Numerous  attempts  have  been  made  to  iso- 
late the  constituent  or  constituents  upon  which 
the  physiological  action  of  digitalis  depends, 
and  more  or  less  definite  substances  have  been 
from  time  to  time  announced,  the  relation  of 
which  to  one  another  is  at  the  present  day  a 
matter  of  uncertainty.  A  n'sim/'  of  the  early 
work  is  given  by  Pereira  (Mat.  Med.  1850,  2, 
1386).  Active  extractives  were  obtained,  and 
variously  named  digitaline,  pterin,  or  scaptin, 
in  addition  to  other  constituents  common  to 
plants. 

Homolle  was,  however,  the  first  investigator 
to  prepare  a  fairly  definite  physiologically  active 
substance  from  foxglove  leaves.  To  obtain  the 
digitaline  of  Homolle,  a  dried  alcoholic  extract 
of  the  leaves  is  exhausted  with  acetic  acid  and 
water,  the  solution  purified  by  treatment  with 
animal  charcoal,  and  the  soluble  acetate  con- 
verted into  insoluble  tannate,  from  which  the 
digitaline  is  set  free  by  the  action  of  oxide  of 
lead.  The  crude  product  is  freed  from  inactive 
constituents  by  washing  with  ether.  The  digi- 
taline thus  obtained  is  exceedingly  bitter,  and 
irritating  to  the  nasal  membranes.  It  is  white, 
inodorous,  and  imperfectly  crystalline.  It  is 
insoluble  in  water  and  ether,  but  dissolves  in 
alcohol.  In  sulphuric  acid  it  dissolves  brown  to 
crimson  after  standing  a  few  days,  and  in  hydro- 
chloric acid  yellow  to  green.  This  is  the  digi- 
talin  which  has  from  time  to  time  found  a  place 
in  the  pharmacopoeias  (Homolle,  J.  Pharm. 
Chim.  [3]  7,  57  ;  Henry,  ibid.  [3]  7,  460 ;  Homolle 
and  Quevenne,  Memoires  sur  le  Digitaline,  Paris, 
1851).  It  possesses  the  physiological  activity  of 
digitalis  (Homolle:  Bourchardat  and  Sandras, 
Ann.  Thcrap.  1845,  60). 

Nativelle,  in  a  series  of  communications 
(J.  Pharm.  Chim.  [4]  15,  192  ;  9,  255  ;  16,  430  ; 
20,  81),  describes  a  crystallised  digitalin.  One 
method  of  obtaining  this  is  to  exhaust  the  dried 
leaves  with  alcohol,  concentrate  the  solution, 
and  mix  with  three  times  its  bulk  of  water,  when 
a  precipitate  comes  down.  The  precipitate  con- 
tains the  digitalin,  together  with  another  com- 
pound, digitin,  the  former  soluble  and  the  latter 
insoluble  in  chloroform,  and  an  important  amor- 
phous compound,  digitale'in,  remains  in  the  solu- 
tion (v.  Palm,  Zeitsch.  anal.  Chem.  23,  22). 
Nativelle's  digitalin  consists  of  rosettes  of  slender 
needles,  which,  treated  with  hydrochloric  acid, 
dissolve  with  an  emerald-green  colour.  Fliic- 
kiger  (Neuer.  Jahr.  Pharm.  29,  129)  employs, 
in  the  place  of  hydrochloric  acid,  warm  phos- 
phoric acid,  on  a  watch-glass,  to  which  a  few 
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crystals  of  digitalin  are  added.  The  acid  be- 
comes yellow  and  the  digitalin  of  a  beautiful 
green  colour  (c/.  Brunner,  Ber.  6,  86  ;  Zeitsch. 
anal.  Chem.  13,  72 ;  Lafon,  Compt.  rend.  100, 
1463  ;  Hock,  J.  1881,  977  ;  and  Almquist,  Arch. 
Pharm.  [3j  5,  515).  Digitalin  is  almost  in- 
soluble in  water  and  ether,  but  dissolves  in 
absolute,  or,  better,  in  90  p.c.  alcohol,  and  iu 
chloroform.  Digitin  04Hc,02  consists  of  stellate 
groups  of  needles.  It  is  insoluble  in  water,  very 
slightly  soluble  in  ether,  chloroform,  and  benzene, 
ljut  soluble  in  aUcalis  and  hot  alcohol.  Sulphuric 
acid  dissolves  it  forming  a  brown  to  purple  solu- 
t  ion,  but  it  gives  no  green  colour  reaction  with 
hydrochloric  acid  (cf.  Goerz,  Pharm.  Zeit.  1873, 
385and417).  Of  the  three  constituents  discovered 
by  Nativelle,  digitalein  is  the  only  one,  accord- 
ing to  Goerz,  possessing  marked  physiological 
activity.  It  is  a  bitter,  light-yellow  powder. 
When  inhaled  through  the  nose,  it  causes  violent 
sneezing.  It  is  soluble  in  water  and  alcohol,  and 
nearly  insoluble  in  ether,  chloroform,  and  ben- 
zene. It  gives  the  green  colour  reaction  with 
hydrochloric  acid,  and,  treated  with  sulphuric 
aijid  and  bromine,  changes  to  red  and  purple.  It 
contains  no  nitrogen,  and  very  closely  resembles 
the  digitalin  of  Walz,  which  was  probably  the 
only  important  active  constituent  in  the  original 
preparation  of  Homolle.  Like  the  digitalin  of 
Walz,  digitalein  yields,  when  treated  with  dOute 
acids,  glucose  and  a  compound  called  digitali- 
retin. 

Schmiedeberg  (Arch.  exp.  Path.  u.  Pharm. 
1874,  3,  16)  found  that  commercial  digitalin 
contains  a  new  constituent,  digitoxin,  and  in 
addition  three  glucosides — digitonin;  digitalin, 
and  digitalein.  These  constituents  have  been 
investigated  at  great  length  by  Kiliani  (Ber.  23, 
1556;  24,  239,  3951;  25,  2116;  31,  2454; 
Arch.  Pharm.  230,  250,  261;  233.  299,  311  ; 
234,  273,  481  ;  235,  425  ;  243,  5)  ;  Kiliani  and 
Windaus  (Arch.  Pharm.  237,  466)  ;  Kiliani  and 
Merk  (Ber.  34,  3562)  ;  Kiliani  and  Schweissinger 
{ihid.  37,  1215).  The  following  is  a  brief 
summary  of  some  of  the  more  important  facts 
brought  to  light.  The  seeds  of  Digitalis  purpurea 
contain  (1)  digitonin,  a  crystalline  inactive 
glucoside,  which  forms  about  50  p.c.  of  the 
glucosides  present,  and  is  useless  as  a  therapeutic 
agent.  On  hydrolysis,  it  yields  digitogenin, 
galactose,  and  lactose ;  (2)  digitoxin,  which 
consists  of  minute  white  crystals,  insoluble  in 
water  and  very  active  physiologically, — when 
hydrolysed  with  alcoholic  hydrochloric  acid, 
digitoxigenin  and  digitoxose  are  obtained  ;  (3) 
digitalin.  having  the  same  physiological  action 
as  digitalis.  The  following  are  given  as  tests  for 
digitalis  :  [a)  a  few  particles  treated  with  2  c.c. 
of  10  p.c.  aqueous  potash  should  remain  colour- 
less for  at  least  one  minute,  the  presence  of  other 
glucosides  causes  immediate  colouration ;  {h) 
the  sample  is  stirred  with  water  to  a  thin  paste, 
22  parts  of  amyl  alcohol  added,  with  shaking,  for 
every  100  c.c.  water  used.  If  digitonin  is 
present,  this  will  separate  out  within  24  hours  in 
small  crystalline  agglomerates.  When  digitalin 
is  heated  with  strong  hydrochloric  acid,  it  yields 
digitaligenin  Ci5H2202,  dextrose  and  digitalose 
C,H,405.  The  existence  of  a  definite  digitalein 
is  very  doubtful. 

Digitalis  leaves  contain  neither  digitonin  nor 
digitalin  (see,  however,  Keller,  Chem.  Zentr. 


1897,  i.  1211  ;  Cloetta,  ihid.  1901,  i.  1102)  ;  but 
digitoxin  is  present  and  also  a  glucoside  digito- 
phyllin  CaaHsaOjo,  probably  identical  with  the 
French  '  digitalme  crystallise'e.'  This  is  more 
insoluble  than  digitoxin,  and  not  so  easily 
attacked  by  reagents.  Other  compounds  ob- 
tained from  foxglove  leaves  are  digifalic  and 
antirrhinic  adds,  isolated  by  Morin  (.1.  Pharm. 
Chim.  [3]  7,  294) ;  while  Walz,  by  distilling  with 
water,  obtained  digitalosmin.  a  sort  of  caiiiphor, 
and  valerianic  acid  (v.  also  Glucosides). 

The  leaves  of  Digitalis  purpurea  contain  a 
yellow  colouring  matter,  digitoftavone  Ct^.K^„0^ 
(Fleischer,  Ber.  32,  1184);  but  this,  aocordint,' 
to  Kiliani  and  Meyer  {ibid.  1901,  34,  3577), 
is  in  reality  Infcoliv.  A.  S. 

DIGITALON  V.  Synthetic  drugs. 

DIGITOXIN  r.  Synthetic  drugs. 

DIHEPTYLACETIC  ACID  (C,H,5),CH  C00H 
is  obtained  by  treating  diheptylacetoacetic  ester 
with  potassium  hydroxide  (jourdan,  Annalen. 
200,  116)  ;  m.p.  26°-27°. 

DIHYDRAZINES  v.  Hydrazines. 

DIHYDROXY-  ACIDS  v.  Hydroxy-  acids. 

DIHYDROXYBENZOIC    ACIDS  v.  Proto- 

CATECHUIC  ACID. 

DIHYDROXYTARTARIC  ACID  v.  Ketones. 

DI-IODOFORM  f.  Synthetic  drugs. 

DIKA-BREAD.  An  edible  cake  made  by 
the  natives  of  Sierra  Leone  and  the  Gaboon 
from  the  fruit  of  the  mango  tree,  indigenous 
to  most  troj^ical  climates!  The  fruit  resembles 
chocolate  in  appearance,  and  contains  a  large 
quantity  of  fatty  matter.  It  has  occasionally 
ripened  under  hot-house  cultivation  in  this 
country. 

DIKA  FAT  GROUP.  Under  this  name  may 
be  comprised  several  fats  which  are  character- 
ised by  high  saponification  values,  like  the  fats 
of  the  Cocoa  Nut  Oil  group,  but  which  differ  from 
them  by  the  absence  of  volatile  fatty  acids.  The 
high  sajjonification  value  indicates  a  preponder- 
ant proportion  of  lauric  acid.  These  fats  are 
further  characterised  by  low  iodine  values. 
The  most  prominent  of  this  group  are  :  (1)  Dika 
fat,  obtained  from  the  seed-kernels  of  various 
kinds  of  Irringia  :  I.  qahonensis  (Baill.),  I. 
Bnrteri  (Hook,  fil.).  (2)  Tangkallak  fat,  obtained 
from  the  fruits  of  Lepidadenia  Wightiann  (Nees; 
HI.),  Ci/licodaphne  scbifera  (Bl.),  Tetranthera  calo- 
phylla  (Miquel),  Tetranthera  laurifolia  (Jacq.), 
Litsea  Sebiferei  (Pers.),  Schiferei,  gltdinosa  (Lour.). 
(3)  Irvingia  butter,  Cochin-China  wax,  or  Cay- 
cay  fat,  the  fat  obtained  from  Irvingia  Oliveri 
(Pierre),  Irvingia  malayana  (Oliv.),  Irvingia 
Harmandiana  (Pierre),  Buchanemia  faMijiata  (H. 
Baillon).  The  Cay-cAy  tree — '  candle  tree  ' — is 
a  tropical  tree  indigenous  to  Cochin  C'hina  and 
Cambodia.  Large  quantities  of  the  fat  are  used 
by  the  natives  as  candles.  The  freshly  prepared 
fat  is  employed  for  edible  purposes.  (4)  Kusn 
oil,  contained  in  the  fruit  of  the  camphor-yielding 
tree,  Ginnamomum  campliora  (Nees),  Lauraceep. 
From  its  chemical  characteristics,  the  conclusion 
may  be  drawn  that  it  consists  of  pure  laurin  with 
a  few  per  cent,  only  of  olein.  J.  L. 

DIKETONES  v.  Ketones. 

DIKETOSUCCINIC  ACID  v.  Ketones. 

DILATOMETER.  A  term  originally  used 
to   denote  an  apparatus   for  measuring  the 
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thermal  expansion  of  liquids.  Subsequently 
given  by  Silbermann  to  an  instrument  for  deter- 
mining the  strength  of  aqueous  alcohol. 

DILITURIC  ACID,  nilrobarhituric  acid,  nitro- 


1  1  r-r^^NH-CO- 
malonylurea,  '^*-'\jfijjj.QO 


iCH-NOo^SH^O.ob- 


tained  by  treating  alloxantin  first  with  hydro- 
chloric acid  and  subsequently  with  nitric  acid 
(Schlieper,  Annalen,  56,  24) ;  by  warming 
hydurUic  acid  with  nitric  acid  (Baeyer,  ihid.  127. 
211)  ;  by  nitrating  barbituric  acid  with  fuming 
nitric  acid  (Baeyer,  ihid.  130,  140) ;  by  oxidising 
violuric  acid  (nitrosobarbituric  acid)  (Ceresole, 
Ber.  10,  1134) ;  or  by  oxidising  with  nitric  acid 
the  compound  CicHasOiiNjaSa  obtained  by 
condensing  wodialuric  acid  with  thiocarbamide 
(v.  Vogel,  Annalen,  315,  259  ;  Bartling,  ihid. 
339,  37). 

DUituric  acid  crystallises  in  colourless 
quadratic  prisms  or  plates,  is  sparingly  soluble 
in  cold,  more  readily  so  in  hot  water,  is  sparingly 
soluble  in  alcohol  and  insoluble  in  ether.  It 
forms  chloropicrin  when  warmed  with  bleaching 
powder,  is  reduced  by  hydriodic  acid  to  uramil 
(aminobarbiiuric  acid),  and  suffers  partial  reduc- 
tion when  heated  with  glycerol,  yielding  violuric 
acid.  Dilituric  acid  is  tribasic,  but  most  of  the 
salts  are  acidic,  and  contain  only  one  equivalent 
of  the  metal ;  they  are  sparingly  soluble  in 
water,  and  are  not  generally  decomposed  by 
mineral  acids.    The  ammonium  salt 

the  sodium  salt  C4H2Na05N5,4H20,  potassium 
salt  C4H2KO5N3,  calcium  salt 

the  barium  compound  BaCl(C4H305N3),H20, 
ferrous  salt  re{C4H205N3)2,8H20,  and  the  silver 
salt  C4H2Ag05N3,2H20,  are  colourless;  the  ferric 
salt  re(C4H265N3)3,6H20  is  bright  yeUow,  the 
copper  salt  Cu(C4H205N3),H20  is  greenish,  the 
dipotassium  salt  C4HK2O5N3  is  bright-yellow 
(Schlieper,  I.e.),  and  the  triargentic  salt  C^AggO^Nj 
is  lemon-yeUow  (Baeyer,  Annalen,  130,  140). 
According  to  HoUeman  (Rec.  trav.  chim.  1897, 
16,  162),  dilituric  acid  and  its  homologues  are 
aliphatic  nitro-  compounds  in  which  the  iso-  form 
(c/.  Hantzsch  and  Schultze,  Ber.  1896,  29,  699, 
2251  ;  Hantzsch  and  Veit,  ibid.  1899,  32,  607)  is 
the  stable  modification.  The  aqueous  solution 
of  dilituric  acid  is  faintly  yellow  and  decomposes 
carbonates  ;  the  molecular  conductivity  for  1 
gram-molecule  dissolved  in  v  litres  of  water  is 
323-4  (v=32),  341-4  {v=512),  (/^^  should  be 
356)  ;  the  acid  is  therefore  almost  completely 
dissociated  in  aqueous  solution  ;  the  addition  of 
one  equivalent  of  a  base  does  not  appreciably 
change  the  colour  of  the  solution,  but  on  adding 
a  second  equivalent,  the  solution  assumes  the 
deep-yeUow  colour  characteristic  of  the  aqueous 
solutions  of  the  salts  of  this  acid.  Assuming 

that  the  formula  CO<^g.^(Q^)^C-N-OH  re- 

presents  the  constitution  of  the  acid,  Holleman 
states  that  the  anion 

0 


is  colourless  and  slowly  hydrolyscs  Into  the 
yellow  anion  CO<^^^.q'q  . 

O 

iWethyldilituric  acid,  1  -  methyl  -  5  -  nitrobar- 
bituric  acid  CO<^™®;^Q^CH-N02,l-5H20, 

prepared  by  oxidising  methylvioluric  acid  with 
concentrated  nitric  acid  (Andreasch,  Monatsh. 
1000,  21,  281),  crystallises  from  aqueous  solu- 
tion, and  the  anhydrous  acid  is  colourless  ;  it 
melts  and  decomposes  at  143°,  is  readily  soluble 
in  hot  water,  less  so  in  cold  water,  alcohol,  or 
acetone,  and  sparingly  soluble  in  ether.  The 
aqueous  solution  of  the  acid  is  intensely  yellow, 
and  decomposes  carbonates ;  the  aqueous  solu- 
tions of  the  salts  are  also  yellow,  but  the 
solid  salts  are  colourless  or  pale-yeUow 
and  sparingly  soluble ;  the  potassium  salt 
C.5H4KO-N3,  the  sodium  salt  C6H4Na05N3,H20, 
the  ammonium  salt  Cf,H4(NH4)05N3,  are  colour- 
less; the  barium  salt  (C5H405N3)2Ba,H20,  the 
cadmium  salt  (C5H4N305)2Cd,2H20,  are  pale- 
yellow;  the  strontium  salt  (G-^iO\^.i)2^v,'iE.zO 
is  colourless,  but  becomes  yellow  on  losing  its 
water  of  crystallisation.  MethyldUituric  acid  is 
stable  with  bases  ;  it  reacts  readily  with  chlorine 
to  form  methylchlordilituric  acid 

C0<JS?J'C0>CG1(N02) 

m.p.  121°  ;  the  corresponding  bromo-  compound 
melts  and  decomposes  at  138°-139°. 

Dimethyldilituric  acid,  1:3-  dimethyl  -  5  - 
nitro-barbituric   acid  C0<^5^*''^S\CH-N0, 

obtained  by  oxidising  dimethylvioluric  acid  with 
concentrated  nitric  acid  (Techow,  Ber.  27,  3085  ; 
Andreasch,  Monatsh.  16,  26)  ;  forms  colourless 
microscopic  crystals  from  acetone  ;  dissolves  in 
5-98  parts  of  water  at  14°,  is  sparingly  soluble 
in  alcohol,  melts  at  152°  and  changes  into  di- 
methylalloxan  (Holleman,  Rec.  trav.  chim.  16, 
162),  and  is  reduced  by  hydriodic  acid  to 
dimethyluramil. 

Dimethyldilituric  acid  is  intensely  yellow  in 
aqueous  solution,  and  this  is  due  to  the  presence 
of  the  coloured  anion  of  the  isonitro-  form 

CO<^^^^.QQ^^C;NO-OH,  for  on  adding  con- 
centrated nitric  acid,  the  colour  almost  entirely 
disappears ;  further,  the  molecular  conduc- 
tivity of  the  acid  for  1  gram-molecule  dissolved 
in  V  litres  of  water  is  313-3  (v=32),  and  337-G 
(i;=1024),  (^^  should  be  352),  so  that  in  each 
solution  the  acid  is  almost  completely  ionised 
(Holleman,  Rec.  trav.  chim.  16,  162).  The 
salts  of  dimethyldilituric  acid  are  coloured,  the 
sodium  salt  CgHgNaOr^Nj.HjO  is  yellow,  the 
potassium  salt  CpH-KO^Nj  is  greenish-yeUow, 
the  magnesium  salt  (CgH505N3)2Mg,4H20  is 
yellowish-green,  the  calcium  salt  (CgH|50sN3)2Ca 
is  bluish-green,  the  strontium  salt  {G^B.fi-j:>f3).^8i: 
is  pale-green,  the  barium  salt 

(C„H„0,N3)2Ba,2H20 

is  rose-red,  and  the  silver  salt  CgHgAgO^Na  is 
greyish-violet  (Andreash,  I.e.,  and  Montash.  21, 
295). 
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Diviethi/lcJilordiUiuric  acid 

-NMe-CO' 
.NMe-CO 


COc 


CCi(NOo) 


prepared  by  passing  chlorine  into  an  aqueous 
solution  of  dimethyldilituric  acid  ;  melts  and 
decomposes  at  150°  ;  the  corresponding  hromo- 
deriualive  melts  partially  at  152°  (Andreascli, 
I.e.).  Dimethyldilituric  acid  is  readily  decom- 
posed by  the  action  of  bases  forming  water, 
carbon  dioxide,  and  dimethylnitromalonamide. 

M.  A.  W. 

DILL  OIL      Oils,  Essential. 

DIMETHYLALLOXAN  />.  Alloxan. 

V  DIMETHYLAMINOBENZOPHENONE  v. 
Ketones. 

DIMETHYLAMINONAPHTHAPHENAZINE 

V.  AZIXES. 

DIMETHYLDIAMINOTOLUPHENAZINE  r. 

AZINES. 

DIMETHYLETHYL  ACETIC  ACID   /.  Ua- 

runu;  ACID. 

DIMETHYLGLYOXIME  (l3y-dio.cun  inobutane) 
OHj-G  :  N-OH 

]  ,    was    originally    obtained  by 

CHj-U  ;  N-OH 

Schramm,  in  1883,  by  acting  upon  methyl- 
oximino-ethyl  ketone  with  aqueous  hydroxyl- 
amine  hydrochloride  (Ber.  16,  180).  It  is 
readily  prepared  in  quantity  by  the  following 
method  (Oandarin,  J.  pr.  Chem.  1908,  77,  [ii.l 
414)  :— 

850  grams  of  commercial  methyl  ethyl  ketone 
are  mixed  with  30  c.c.  of  hydrochloric  acid  of 
sp.gr.  1-19,  and  1  litre  of  amyl  nitrite  is  allowed 
to  run  in  slowly  with  vigorous  stirring.  This 
takes  ]  J'  hours,  and  the  tem|5erature  should  be 
maintained  below  40°-50°.  When  the  reaction 
is  over,  800  grams  of  ice  are  added,  followed  by 
878  grams  of  .sodium  hydroxide  in  800  c.c.  oE 
water,  and  the  mixture  is  shaken  for  half  an 
hour.  After  standing,  the  layer  of  amyl  alcohol 
is  removed,  and  the  aqueous  liquid  twice  ex- 
tracted with  ether.  100  c.c.  of  the  alkaline 
liquid  are  treated  with  the  calculated  amount  of 
hydr<^xylamine  hydrochloride,  and  the  di- 
uicthylglyoxime  produced  is  collected  and 
weighed.  If  the  original  volume  of  the  alkaline 
liquid  is  v  c.c,  a  grams  the  weight  of  dimethyl- 
giyoxime  obtained  from  the  100  c.c.  of  liquid, 
then  the  amount  of  hydroxylamine  hydro- 
chloride in  grams  required  for  the  remaining 
liquid  is  equal  to  656(y- 100)a/109500.  This 
weight  of  hydroxylamine  hydrochloride  is  dis- 
solved in  a  little  water,  added  to  the  alkaline 
liquid,  and  the  whole  warmed  on  the  water-bath 
for  an  hour.  The  liquid  is  acidihed  with  acetic 
acid,  and  the  dimethylglyoxime,  which  separates, 
is  filtered,  washed,  and  dried.  This  product 
iS  sufficiently  pure,  but  it  may,  if  desired,  be 
recrystallised  from  alcohol.  '  Yield,  650-700 
grams. 

(For  other  methods  of  preparation,  i:  Biltz, 
Zeitsch.  anal.  Clhem.  1909,  48,  164  ;  Tschugaelf, 
Ber.  1905,  38,  2520.) 

Properltps. — Dimethylglyoxime  forms  colour- 
less, glistening  needles,  and  is  insoluble  in  water, 
but  soluble  in  alcohol.  It  melts  at  234°,  and 
begins  to  sublime  at  21.5°.  Its  dibenzoyl 
derivative  forms  rhombic  plates,  melting  at 
223°  (Diels  and  Stern,  Ber.  1907,  40,  1629). 

When  boiled  with  soda,  or  heated  with  water 
Vol.  II.— T. 


at  160°,  dimethylglyoxime  is  converted  into  its 
anhydride,  dimethijljurazun,  a  colourless  liquid 
boihng  at  156°  (Wolff,  Ber.  1895,  28,  69).  It 
yields  a  peroxide,  boiling  at  222°-223°  (726  mm.), 
on  oxidation  with  nitrogen  peroxide  in  ethereal 
solution  (Scholl,  Ber.  1890.  23,  3490)  ;  this  is 
reduced  to  the  dioxime  again  when  treated  with 
zinc  and  acetic  acid  (Rimini,  Gazz.  chim.  ital. 
1895,  25,  |ii.]  266). 

Application  in  analysis. — Dimethylglyoxime 
is  now  an  important  analytical  reagent,  owing 
to  its  property  of  forming  a  bright  scarlet 
insoluble  nickel  derivative.  It  thus  becomes 
possible  to  estimate  nickel  simply  and  accu- 
rately, in  the  presence  of  iron,  aluminium, 
chromium,  cobalt,  zinc,  or  manganese,  all  of 
which  form  soluble  derivatives.  In  addition; 
an  excellent  qualitative  test  for  nickel  in  the 
presence  of  cobalt  is  supplied.  For  the  latter 
purpose,  a  pinch  of  the  oxime  is  added  to  the 
solution  containing  excess  of  ammonia  or 
sodium  acetate,  and  the  liquid  boiled.  A  scarlet 
precipitate  is  obtained  even  when  there  is 
present  only  one  part  of  nickel  in  two  million 
parts  of  solution  (Tschugaeff,  Ber.  1905,  38, 
2520;  Compt.  rend.  1907,  145,  679;  Kraut, 
Zeitsch.  angew.  Chem.  1906,  19,  1793).  0-1 
milligram  of  nickel  can  be  detected  in  the 
presence  of  5000  times  as  much  cobalt. 

For  the  quantitative  estimation  of  nickel,  the 
acid  solution  is  heated  nearly  to  boiling ;  a 
slight  excess  of  1  p.c.  alcoholic  dimethylglyoxime 
is  added,  and  then  a  small  excess  of  cither  am- 
monia or  sodium  acetate.  The  precipitate  is 
filtered  while  hot  on  to  a  Gooch  crucible,  washed 
with  hot  water,  and  dried  at  110°-I20°.  Its 
formula  is  (GHg-G :  N0).Ni+(GH.5-G:N0H ),,  and 
it  contains  20-31  p.c.  of  nickel  ;  it  has  no  definite 
melting-point,  but  sublimes  at  250°.  Am- 
monium salts  do  nut  interfere  ;  if  the  acetate 
method  is  employed,  the  original  solution  should 
be  nearly  neutralised  with  ammonia  before 
adding  the  oxime  and  acetate  (Brunck,  Zeitsch. 
angew.  Chem.  1907,  20,  834). 

By  either  of  the  above  methods,  cobalt  and 
zinc  may  be  separated  from  nickel ;  but  about 
twice  the  theoretical  amount  of  reagent  is 
necessai-y.  Manganese,  of  course,  can  only  bo 
.separated  by  the  acetate  method.  Iron,  alu- 
minium, and  chromium  may  be  separated  by  the 
ammonia  method,  if  tartaric  acid  be  previously 
added  (and,  in  addition,  ammonium  chloride  in 
the  case  of  chromium).  Iron  may  also  be 
sejjarated  in  acetic  acid  solution,  provided  it  is 
in  the  ferrous  state  (Brunck,  Zeitsch.  angew. 
Ghem.  1907,  20,  1845;  Frettner,  Chem.  Zeit. 
1909,  33,  396,  411  ;  Ivanicki,  Chem.  Zcit.  Rep. 
1908,  32,  641  ;  Rhead,  Analyst,  1910,  35,  97  ; 
V.  also  Analysis). 

The  oxime  is  sutHciently  expensive  to  make 
its  recovery  desirable.  This  may  be  effected  by 
dissolving  the  nickel  derivative  in  aqueous 
potassium  cyanide  and  acidifying  with  acetic 
acid.  The  precipitated  dimethylglyoxime  is 
purified  by  recrystallisation  from  hot  alcohol, 
after  decolourisation  with  charcoai  {v.  Ketones). 

DIMETHYLMALONIC    acid  v.  Glutakiu 

ACID. 

DIMETHYLOXALIC  acid  v.  Hvdroxy- 
butyric  a(  ids. 

aa  DIMETHYLPROPIONIC  ACID  r.  Valickic 

ACID. 
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DIMETHYLPYKROLE. 


DIMETHYLPYRROLE  v.  Bone  oil. 
DIMETHYLSAFRANINES  v.  Azines. 
DIMETHYLTRIAZINE,  Diazoaminomethane 

{v.  DiAZO-  COMPOUNDS). 

DINAPHTHAZINES  v.  Azines. 
DINITROBENZENEDIAZO  OXIDE  v.  Diazo 

COMPOUNDS. 

DIOCTYLMALONIC  ACID 

(C,H,,)X'(CO,H),. 
Prepared  from  diethjdmalonic  ester,  sodium 
methoxide  and  octyl  iodide,  and  subsequent  de- 
composition of  the  ester  thus  formed  with  caustic 
potash  (Conrad  and  Bischofi,  Annalen,  204. 
163)  :  m.p.  75°. 

DIOFORM.    Trade  name  for  symm.  \-2-di- 

CHCl 

cMorcthylene      (acetylene     dichloride)  || 

CHCl 

(q.v.)    Suggested  as  an  anesthetic. 

DIONIN  V.  Synthetic  dbugs. 

DIOSPHENOL,  Buchu  camphor  {v.  BucHU). 

DIOXOREA.  A  genus  of  plants  of  the 
Dioxoreaceous  order,  the  tubers  of  which  are 
known  as  yams,  and  are  largely  eaten  in  the 
West  Indies  and  other  tropical  countries.  D. 
Itaialas  (Decne)  is  the  plant  producing  tubers 
known  as  '  sweet-potatos,'  which  are  cooked  and 
eaten  as  a  substitute  for  potatos. 

DIPHENAL,  Dia7ninoh!jdroxydiplicnuJ,  used 
as  a  photographic  devel6per. 

DIPHENAZINE  v.  Azines. 

P-DIPHENETIDINE  v.  Diphenyl. 

DIPHENYL.  This  hydrocarbon,  which  has 
the  molecular  formula,  CjjH,,,,  is  structurally 
composed  of  two  benzene  nuclei  joined  together 
by  a  bond  linking  two  carbon  atoms,  one  in  each 
ring.  The  carbon  atoms  are  numbered  for  the 
purposes  of  nomenclature  in  the  following 
way  :— 

3     2  2'  3' 

./  \1  1 


Although  of  minor  importance,  diplienyl  is 
nevertheless  the  parent  substance  of  a  large 
number  of  important  bases  which  have  found 
application  in  the  preparation  of  the  so-called 
substantive  cotton  dyes,  that  is  to  say,  of 
colouring  matters  which  will  affix  themselves  to 
the  vegetable  fibres  without  the  aid  of  a  mordant. 
These  bases  are,  however,  not  derived  directly 
from  the  hydrocarbon,  but  are  prepared  by  an 
indirect  method  which  wiU  be  described  later. 

Diphenyl  was  originally  obtained  by  Fittig 
(Annalen,  121,  363)  from  an  ethereal  solution  of 
bromobenzene  by  the  action  of  metallic  sodium 
C8H5Br+ BrCoHj +2Na  ->  CeH^— CeH^  -f  2NaBr 
but  it  is  more  conveniently  prepared  by  the 
method  discovered  by  Berthelot  (Ann.  Chim. 
Phys.  [4]  9,  453  ;  [4j'l2,  185),  who  obtained  it 
by  passing  the  vapour  of  benzene  through  a  red- 
hot  tube 

The  following  procedure  is  recommended 
(Schultz,  Ber.  9,  .547  ;  Hubner,  Annalen,  209, 
339) ;  Apparatus,  La  Coste  and  Sorger  (  ibid.  230, 
5).  The  vapour  from  a  quantity  of  benzene 
(free  from  thiophene).  contained  in  a  large  flask 
heated  on  the  water-bath,  is  allowed  to  pass 


through  an  iron  tube,  filled  with  pumice,  which 
is  heated  to  a  red  heat  in  a  combustion  furnace  ; 
the  lower  end  of  the  iron  tube  is  attached  to  a 
condenser  and  receiver,  in  which  the  products 
are  collected.  When  all  the  benzene  has  dis- 
tilled over,  the  distUlate  is  again  placed  in  the 
flask,  and  the  vapour  passed  anew  through  the 
red-hot  tube.  The  ultimate  product  is  then 
fractionally  distilled,  and  the  portion  boiling 
between  250°-260°,  which  solidifies  on  cooling, 
is  j)urified  by  recrystallisation  from  alcohol. 
Diphenyl  separates  from  alcohol  as  large, 
lustrous  laminsB  which  melt  at  70-5°.  It  boils 
at  254°  (corr.),  and  is  insoluble  in  water.  The 
hydrocarbon,  when  oxidised  by  chromic  acid, 
passes  into  benzoic  acid. 

Derivatives  of  diphenyl  and  their  orientation. 
— The  more  important  derivatives  of  diphenyl 
are  not  prepared  directly  from  the  hydrocarbon, 
but  from  certain  nitro-  derivatives  of  benzene  in 
a  manner  to  be  described  later.  The  hydro- 
carbon yields,  however,  halogen,  nitro-  and  sul- 
phonic  acid  derivatives  analogous  to  those  pre- 
pared from  benzene,  substitution  taking  place 
in  either  one  or  both  rings  according  to  the 
conditions  of  the  experiment.  The  method  of 
orientation  adopted  for  these  compounds  may 
be  briefly  described  as  follows  (Schultz,  Annalen, 
174,  201  ;  Schmidt  and  Schultz,  iUd.  207,  320). 
When  diphenyl  is  treated  with  bromine,  it  yields 
a  monobromodiphenyl,  a  substance  which,  on 
oxidation,  is  converted  into  jj-bromobcnzoic 
acid,  thus : 


Br/ 


>CO,H. 


It  follows,  therefore,  that  in  bromodiphenyl  the 
bromine  atom  must  have  entered  in  the  para- 
position  with  respect  to  the  linkmg  carbon 
atom.  When  bromodiphenyl  is  treated  with 
nitric  acid,  it  is  converted  into  a  monobromo- 
mononitrodiphenyl,  a  substance  which,  on 
oxidation,  yields  a  mixture  of  j)-bromobenzoic 
acid  and  yj-nitrobenzoic  acid.  It  is  therefore 
apparent  that  the  formula  of  this  bromonitro- 
derivative  must  be : 


BrC 


>N0, 


Now,  one  of  the  most  important  derivatives 
of  diphenyl  is  benzidine,  a  diamine-  derivative  of 
diphenyl,  the  preparation  of  which  is  described 
later.  Since  benzidine  can  be  readily  converted 
through  its  tetrazonium  salt  into  the  above 
bromonitrodiphenyl,  it  follows  that  benzidine 
must  be  4-4'-diaminodiphenyl  of  the  formula 


H,N< 


>NH, 


The  transformation  of  the  simplest  aromatic 
hydrocarbon  benzene  into  diphenyl  by  the  action 
of  heat  has  already  been  mentioned.  This 
transformation  can,  however,  be  effected  much 
more  readily  by  the  oxidation  of  certain  deriva- 
tives of  benzene,  and  especiaUy  those  which,  like 
the  phenols,  have  a  reactive  hydrogen  in  the 
parn-  position  with  respect  to  the  substituting 
group.  Thus  phenol  itself  and  also  resorein 
readily  pass  into  derivatives  of  diphenyl  when 
fused  with  potash  (Barth,  Annalen,  156,  95). 
With  hydroquinone,  the  transformation  is  still 
more  readily  effected  and  the  action  of  the 
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mildest  oxidising  agents  is  sufficient  for  the 
purpose  (Nietzki  and  Bcrnhard,  Ber.  31,  1334). 

Tlie  primary  bases  of  the  benzene  series,  such 
as  anUine,  do  not  lend  themselves  to  the  pro- 
duction of  derivatives  of  diphenyl,  but  the  ter- 
tiary bases  readOy  do  so  ;  thus  dimethylaniline 
yields  tetramethy]  benzidine  when  oxidised 
(Michler  and  Pattinson,  Ber.  14,  2162  and  2164). 

It  has  also  been  found  that  certain  azo- 
derivatives  of  benzene  can  be  transformed  by 
oxidation  into  tetrazo-  derivatives  of  diphenyl, 
and  m  this  way  Congo  red  can  be  formed  by 
treating  benzeneazonaphthionate  with  mangan- 
ese dioxide  and  sulphuric  acid  : 
G,H3N=N-CioH,(NHj)S03H 

+0 

C5tljN=N— Ci„H,(NH2)S03H 

GeH,-N=N-Ci„H,(NH2)S0,H 
->  I  +H,0. 

C,H4— N=N^Cj„H,(NH2)S03H 
Derivatives  of  diphenyl  can  also  be  prepared 
from  certain  diazonium  salts  of  the  benzene 
series.  Thus  Kiihling  has  shown  (Ber.  28,  41  ; 
29,  165)  that  when  an  wodiazo-  salt  is  treated 
with  an  aromatic  hydrocarbon  in  the  presence 
of  an  acid  chloride,  the  following  reaction 
ensues : — 

N0„-CeH,N,0K-fCeH,;+CH3C0Cl 

-^NOaCeH^-CeHs-fNj-fKCl+CH.COaH. 

This  reaction  has  been  simplified  by  Bam- 
berger (Ber.  28,  403  :  29,  272  and  465),  who  uses 
free  isodiazobenzenehydrate,  and  shows  that  it 
passes,  in  the  presence  of  benzene,  without  any 
condensing  agent,  into  a  derivative  of  diphenyl. 
Many  derivatives  of  diphenyl  can  also  be  formed 
by  the  method  of  Ullmann,  in  which  halogen 
derivatives  of  benzene  are  treated  with  finely 
divided  copper  (Ber.  43,  2682). 

Benzidine  and  the  '  Benzidine  rearrange- 
iibcnt.' — The  benzidine  rearrangement,  which 
has  been  widely  applied  to  the  preparation  of  a 
large  number  of  imi^ortant  bases  used  in  the 
IH'oduction  of  the  substantive  cotton  dyes,  is 
the  name  given  to  the  change  which  an  aromatic 
hydrazo-  compound  undergoes  when  treated 
with  acids  or  certain  acid  reagents.  The  change 
is  effected  by  the  wandering  of  the  hydrogen 
atom  which  is  in  the  para-  position  in  each  ring 
on  to  the  nitrogen  atom  attached  to  that  ring  ; 
at  the  same  time,  the  link  between  the  nitrogen 
atoms  is  broken,  and  the  two  aromatic  nuclei  are 
joined  together.  It  is  apparent,  therefore,  that 
only  those  hydrazo-  derivatives  of  benzene  which 
have  their  para-  positions  free  will  undergo  this 
transformation. 

NH— C6H4H  NH^-CeHj 

Hydrazobenzeuc.  Benzidine. 

The  history  of  the  discovery  of  this  re- 
arrangement is  briefly  as  follows  :  Zinin  (-J.  pr. 
Chem.  36,  93),  in  the  first  instance,  showed  that 
azobenzene  C5H5— N=N— CgHj,  when  treated 
with  alcoholic  ammonium  sulphide,  passed  into  a 
crystalline  compound  which,  when  dissolved  in 
alcohol  and  boiled  with  sulphuric  acid,  gave  the 
sparingly  soluble  sulphate  of  a  base.  This  base 
he  called  benzidine. 

It  soon  became  apparent  that  the  substance 


responsible  for  the  formation  of  benzidine  must 
be  an  intermediate  product  formed  by  the  action 
of  the  reducing  agent  on  azobenzene.  This 
view  was  confirmed  experimentally  by  A.  W. 
Hofmann  (Jahresbericht,  1863,  424),  who  pre- 
pared the  intermediate  product,  hydrazobenzene, 
and  found  that  it  passed  with  remarkable  ease 
into  benzidine  when  treated  with  mineral  acid. 
Finally,  Fittig  (Annalen,  124,  280)  showed  that 
benzicline  was  identical  with  the  base  formed  by 
the  reduction  of  4-4'-dinitrodipheny],  and  hence 
established  the  constitution  of  the  base  as 
4-4' -diaminodiphenyl. 

Preparation  of  benzidine  in  the  lahoratorij.—^ 
Hydrazobenzene  is  covered  with  sufficient  con  ■ 
centrated  hydrochloric  acid  and  allowed  to  stand 
for  5  minutes.  Water  is  then  added,  the  solu- 
tion made  alkaline  by  caustic  soda,  and  the 
benzidine  extracted  by  ether.  The  residue  left 
on  evaporating  the  ether  may  then  either  bo 
recrystallised  from  water  or  the  solution  of  the 
hyckocldoride  may  be  mixed  with  dilute  sul- 
phuric acid,  when  benzidine  sulphate  separates. 

Technical  preparation  of  benzidine  from  nitro- 
benzene.— 10'5  parts  of  caustic  soda  are  dissolved 
in  30  parts  of  water,  and  the  solution  mixed  witli 
10  parts  of  nitrobenzene  to  which  5  x^^its  of 
methylated  spirit  have  been  added.  17  parts  of 
finely  sieved  zinc-dust  are  then  added  in  small 
portions  at  a  time,  the  mixture  being  well 
stirred  throughout  the  addition.  The  addition 
of  the  zinc-dust  sets  up  a  vigorous  reaction,  and 
the  solution  boils  ;  it  is  advisable  to  so  arrange 
that  the  reacting  mixture  is  kept  at  the  boiling- 
point  throughout  the  addition  of  the  dust. 

The  contents  of  the  vessel  are  now  cooled, 
diluted  with  water,  and  carefully  acidified  by 
hydrochloric  acid,  the  temperature  being  kept 
below  15°.  The  hydrazobenzene,  which  sepa- 
rates at  this  stage,  is  isolated  by  filtration,  and 
converted  into  benzidine  by  boiling  with  cUlute 
hydrochloric  acid.  The  clear  filtered  solutioji 
of  benzidine  hydrochloride  is  then  mixed  with 
dilute  sulphuric  acid  and  the  precipitated  sul- 
phate filtered  and  washed.^ 

Finally,  the  base  is  prepared  from  the  sul- 
phate by  boiling  it  with  caustic  soda  solution, 
and  is  purified  by  distillation  under  diminished 
pressure. 

Benzidine,  when  pure,  forms  colourless 
lustrous  laminai,  which  melt  at  122°  (I27-5°- 
128°)  ;  it  boils  at  400°-401°  (740  mm.^.  The 
base  is  characterised  as  a  para-  derivative  by 
the  formation  of  quinone  when  it  is  oxidised 
by  manganese  dioxide  and  sulphuric  acid.  It 
can  be  identified  by  a  number  of  colour  re- 
actions :  chlorine,  bromine,  potassium  perman- 
ganate, potassium  ferricyanide,  and  chromic 
acid,  producing  characteristic  shades.  The 
most  characteristic  salts  of  benzidine  are  the 
sulphate  C|2H,2N2,H2S04,  and  the  chromate 
C,2H,2N2,H2Cr04.  B'oth  salts  are  sparingly 
soluble  in  alcohol  and  in  water. 

When  treated  with  nitrous  acid,  benzidin(> 
hydrochloride  is  transformed  hito  a  tetrazonium 
salt  of  diphenyl 

C.HjNsCI 

which  reacts  readUy  with  the  usual  second  coni  ' 
ponents  of  the  azo-  colouring  matters,  forming 
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azo-  compounds,  the  solutions  of  which  possess 
the  property  of  colouring  the  vegetable  fibres 
without  the  aid  of  a  mordant.  The  number  of 
colouring  matters  of  this  kind  prepared  from 
benzidine  is  largely  increased  owing  to  the  in- 
soluble character  of  the  diazonium  salt 
CeHjNaX 

iHiN^Cl 

in  which  one  molecule  of  a  second  component, 
XH,  has  combined  with  the  tetrazouium  salt 
derived  from  benzidine.  These  diazonium  salts 
can  be  usually  isolated,  and  when  combined  with 
some  other  second  component,  YH,  yield  mixed 
azo-  colouring  matters  of  the  formula 

CeHjNaX 

I 

Benzidme  in  the  presence  of  hydrogen  peroxide 
is  used  as  a  test  for  blood,  with  which  it  gives 
a  blue  colouration.  The  test  solution  is  made 
by  taking  10  drops  of  a  concentrated  solution 
of  benzidine  in  glacial  acetic  acid,  and  adding 
2  c.c.  of  a  3  per  cent,  solution  of  HjOj.  Sensi- 
tiveness—1  part  in  200,000.  {Utz,  Chem.  Zeit. 
1907,  31,  737.) 

Homologues  and  derivatives  of  benzidine  used 
in  the  jjreparation  of  the  substantive  cotton  dyes. — 
Although  a  great  many  of  the  derivatives  of 
benzidine  yield  azo-  colouring  matters  which  are 
substantive  to  the  vegetable  fibres,  yet  this 
property  is  largely  dependent  on  the  position  of 
the  groujjs  substituting  the  hydrogen  atoms  of 
the  diphenyl  molecule.  Thus  it  has  been  found 
that  when  the  substituting  groups  are  in  the 
meta-  position  to  the  coupling  bond,  as  in 

CH3  dig 


NH, 


OCH3 

I  

and    XHa/       ^  : 

o-Dianisidine. 

the  azo-  colours  formed  are  substantive  to 
cotton.  If,  however,  groups  are  in  the  ortho- 
position,  as  in 

SO»H  SO,H 


NH, 


NH./ 

Benzidine-OT-disulphonlc  acid 
CO,H  CO,H 


and  NH, 


>NH, 


\  /■ 

Diaminodiplienic  acid. 

the  property  of  the  azo-  colours  of  dyeing  un- 
mordanted  vegetable  fibre  is  lost.  The  ortho- 
derivatives  nevertheless  yield  substantive  cotton 
dyes  if  ring  formation  takes  place  between  the 
substituting  groups  in  those  positions ;  thus  : 


NH, 


>NH, 


NH, 


\ 


■NIL, 


~NH/ 
Bianiinoearbazole. 


Benzidine  sulphone. 
yield  azo-  dyes  substantive  to  cotton. 

The  following  compounds,  prepared  from  the 
corresponding  nitro-  derivatives  of  benzene,  are 
of  importance  : — 

o-Tolidine,  4:-4:'  -  diamino  -  3  -  3'  -  dimethyldi- 
phenyl  NHj-CoH3(CH3)-C6H3(CH3)NH,  from 
o-nitrotoluene,  forms  glistening  plates,  melting  at 
129°.  It  is  sparingly  soluble  in  water,  but 
readily  soluble  in  alcohol  and  in  ether.  The 
sulphate  is  sparingly  soluble  in  water. 

o-Dianisidine,  4-4'-diamino-3-3'-diniethoxy- 
diphenyl  NH2-C,H3(OCH3)-CeH3(OaH3)NH2, 
from  o-nitroanisole,  forms  colourless  leaflets, 
melting  at  131-5°. 

0- Diphenetidine,  4-4'-diamino-3-3'-diethoxy- 
diphenylNH,,-C3H3(OC2H5)-CeH3(OC,H„)NH2, 
from  o-nitrophenetole,  forms  needles  or  leaflets 
melting  at  117°.  J.  F.  T. 

DIPHENYLAMINE  was  first  obtained  by 
Hofmann,  in  1804,  by  distilling  aniline  blue 
(Annalen,  132,  163),  and  in  small  quantity  by 
distilling  rosaniline  and  leucaniline.  De  Lake, 
Girard,  and  Chapoteaut  discovered  an  easier 
method  of  preparing  it  by  heating  aniline  with 
the  hydrochloride  at  210°-240°  (Zeitsch.  Ghem. 
1866,  438  ;  Compt.  rend.  63,  91) 
CeH5NH2-fG6H5NH2HGl  =  NH(GsH5)2+NH4Gl. 
It  may  also  be  obtained  by  heating  phenol  with 
the  double  compound  of  aniline  and  zinc  chloride 
at  2.50°-260°  (Merz  and  Weith,  Ber.  13,  1298, 
1880) : 

GeH,NH2+GeH50H=(C6H,),NH-fH,0, 
and  by  heating  aniline  and  diazoaminobenzene 
to  150°  till  the  evolution  of  nitrogen  ceases.  In 
this  last  reaction,  ortho-  and  para-  aminodiphenyl 
are  formed  at  the  same  time  (Hirsch,  D.  R.  P. 
62309).  Diphenylamine  has  also  been  prepared 
by  the  action  of  aniline  on  bromobenzene  in 
presence  of  cuprous  iodide  (Goldberg,  D.  R.  P. 
187870,  1906). 

Manufacture. — Aniline  (1  mol.)  is  heated  with 
aniline  hydrochloride  (1  mol.)  for  30-35  hours  in 
an  autoclave  at  220°-230°.  The  product  is 
extracted  with  hot  dilute  hydrochloric  acid 
which  dissolves  the  aniline  hydrochloride  and 
converts  the  diphenylamine  into  the  free  base, 
forming  an  oil  which  solidifies  on  cooling.  The 
cake  of  diphenylamine  is  washed  and  then  dis- 
tilled alone  or  in  a  current  of  steam.  Yield, 
60-70  p.c.  of  the  aniline  employed.  It  is  used 
in  the  manufacture  of  diphenylamine  blue, 
diphenylamine  orange,  and  aurantia  {v.  infra). 

Properties. — Monoclinic  laminae  ;  m.p.  54°  ; 
b.p.  310°  ;  almost  insoluble  in  water,  soluble  in 
alcohol,  benzene  and  ether.  It  is  feebly  basic, 
and  the  salts  are  hydrolysed  by  an  excess  of 
water. 

Reactions. — The  hydrogen  of  the  imino-  group 
is  replaceable  by  alkyl  or  acyl  radicles.  With 
methyl  iodide  it  gives  a  methyl  derivative  ;  with 
benzyl  chloride,  a  benzyl  derivative.  With 
formic  or  oxalic  acid  it  yields  formyldiphenyl- 
amine,  m.p.  74°  ;  with  acetic  acid  or  the  acid 
chloride,  an  acetyl  derivative,  m.p.  103"  ;  and 
with  benzoyl  chloride,  a  benzoyl  derivative, 
m.p.  180°.    When  heated  with  zinc  chloride,  the 
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ncyl  derivatives  lose  water  and  form  acrid ine 
derivatives.  Formyldixfhenyiamiuo  gives  acri- 
tlino 

/N..  /  N  . 

cm  \CH/ 
The  acetyl  compound  yields  methylacridine 
(Bernthsen  and  Bender,  Ber.  1883,  16,  707). 
Diplienylamine  also  gives  acridine  by  heating 
with  chloroform  and  zinc  chloride  or  aluminium 
chloride 

(U6H,),NH+CHCl3=G,;H/    1  ^CeH^+SHCl 

(0.  Fischer  and  Kr.rner,  Ber.  1886,  17,  ,101). 
\Vith  excess  of  oxalic  acid,  diphenylamine  is 
converted  into  diphenylamine  blue 

3(CeH5)oNH+C02=Cr  C'sHj-NH-CeH,  +2H2O 

Carbon  tetrachloride  reacts  like  oxalic 
acid,  and  gives  the  same  blue  colour.  With 
sulphur,  thiodiphenylamine,  the  parent  sub- 
stance of  methylene  blue,  is  produced  : 

(CeH5),NH+2S=C„H,<^^g^>C,H,+H,S 

(Bernthsen,  Ber.  1883,  16,  2897).  When  the 
vapour  of  diphenylamine  is  passed  through  a  red- 
hot  tube,  carbazole  is  formed  : 

(CeH3).NH=  I  NH  +  H, 

(J5H4 

(Graebe,  Annalen,  167,  127);  and  the  latter  is 
also  obtained  from  thiodiphenylamine  and 
copper  powder  (Goske,  Ber.  1887,  '20,  233). 

Tests. — A  solution  of  diphenylamine  in  cone, 
sulphuric  acid  gives  a  deep  indigo-blue  colour 
with  nitric,  nitrous  or  chloric  acid.  The  com- 
mercial product  is  a  pale-yellow  solid,  melting  not 
jiiuch  below  54°  ;  it  should  contain  no  oil,  possess 
no  unpleasant  odour,  nor  turn  brown  on  ex- 
posure to  air. 

Derivatives. — By  passing  chlorine  into  a 
solution  of  diphenylamine  in  acetic  acid,  a 
tetrachlorodiphenylamine  is  formed.  Bromine 
in  alcoholic  solution  produces  a  tetrabromodi- 
phenylamine ;  in  acetic  acid,  a  hexabromo- 
derivative  ;  and  at  a  high  temperature  in  presence 
of  iodine,  an  octo-  and  deca-btomo-  compound. 
Diiododiphenylamine  is  formed  by  the  action  of 
iodine  in  alcoholic  solution  in  presence  of  mer- 
curic oxide.  By  nitration  in  acetic  acid  solution, 
a  tctranitro-  derivative  is  formed,  whilst  direct 
nitration  yields  a  hexanitro-  compound,  crystal- 
lising in  yeUow  prisms,  and  melting  at  238°.  The 
latter  has  strongly  acid  characters,  and  gives  an 
ammonium  salt  which  is  used  as  a  yellow  dye 
known  as  auraniia  (q.v.).  Nitrosodiphenylamine 
is  obtained  by  acting  upon  the  base  with  amyl 
nitrite. 

Alkyl  derivatives. — Methyldiphenylamiue  is 
obtained  by  heating  together  diphenylamine  (100 
parts)  cone,  hydrochloric  acid  (68  parts),  and 
methyl-alcohol  (24  parts)  for  10  hours  to  250°  in 
an  autoclave  (Girard,  Bull.  Soc.  chim.  [ii.]  23,  2). 
It  is  a  liquid  ;  b.p.  282°.  The  ethyl  derivative 
is  obtained  in  a  similar  way  ;  b.p.  293°.  The 
amyl  derivative  boils  at  330°-340°.  Benzyl 
chloride  produces  a  benzyl  derivative  which  is 


used  in  the  preparation  of  viridine  and  alkali 
green. 

Amino-  'J(  rivatives. — 2-Clliloro-5-nitrobeuzenc- 
sulphonic  a:  id  combines  with  /j-jjhenylenedi- 
amine  to  form  4-nitro-4-amin<miphenylamine 
sulphonic  acid 

SO3H   

NO 2  — NH—  NH, 

which,  on  reduction,  gives  y-diaminodiphenyl- 
amine  sulphonic  acid  (Baeyer  &  Co.  I).  11.  P. 
86250,  1894).  Similar  derivatives  are  obtained 
by  the  action  of  p-aminophenol,  aminophenol- 
sul phonic  acid,  and  ^'-aminosalicylic  acid.  The 
sulphonic  acid  group  may  be  removed  by  heating 
with  dilute  acids  under  pressure  (Meister,  Lucius, 
and  Briining,  D.  R.  P.  112180,  1899).  Para- 
phenylenediamine  and  phenol  in  presence  of 
copper  salts  and  a  solution  of  hypochlorite  are 
oxidised  to  p-amino-p-hydroxytliphenylamine 
(Aktien  Gesell.  D.  R.  P.  20459G,  1907).  Di- 
phenylamine derivatives  prepared  by  the  action 
of  primary  aromatic  bases  such  as  p-phenylene- 
diamine,  p-aminophenol,  and  aminosalicylic  acid 
on  (1.3.4)-dinitrochlorobenzene,  (1.3.4.0)-di- 
nitrodichlorobenzene,  and  (1.4.3)-nitrochloro- 
benzene  sulphonic  acid,  are  used  in  the  prepara- 
tion of  sulphide  colours,  of  which  the  most  im- 
portant is  dinitroxydiphenylamine 

C,,H,(N02).,NH-CbH,(0H) 
obtained  from  y)-aminophenol  and  dinitrochloro- 
benzene. 

Diphcnylaminedicarboxylic  acid  is  obtained 
by  the  action  of  anthranilic  acid  on  o-chloro- 
benzoic  acid  in  presence  of  finely  divided  copper. 
Other  amino-acids  behave  similarly  (Meister, 
Lucius,  and  Briining,  D.  R.  P.  148179,  1902). 

Diphenylamine  combines  with  formaldehyde, 
and  the  product  forms  an  additive  compound 
with  sodium  bisulphite 
[(C5H,)2NJ.,(JH.,+HS03Na 

''=(tV,H5)2N-CH2-S03Na+(C.H5)2NH 

(Bad.  Anihne  Sod.  Fab.  D.  R.  P.  158718,  1904)- 

J.  B.  C. 

DIPHENYLAMINE   BLUE   v.  Tkii-henyl- 

METHAXE  COLOtTRma  MATTEliS. 

DIPHENYLAMINE  ORANGE  r.  Azo- colour- 
ing MATTERS. 

DIPHENYLBISDIAZONIUM  CHLORIDE  v. 

DiAZO-  COMPOUNDS. 

DIPHENYL  BROWN, -CATECHINE,  -CHRY- 
SOIENES,  -CITRONINE,  -FAST  BLACK,  -FAST 
YELLOW,  -GREEN,  -ORANGE,  -RED  v.  Azo- 

COLOURINO  MATTERS. 

DIPHENYLENEMETHANE  v.  Fluorene. 

DIPHENYLHYDRAZINE  v.  Hydrazines. 

DIPHENYLHYDRAZONES  v.  Hydrazones. 

DIPHENYLMETHANE  was  first  obtained  by 
Jena,  in  1870  (Annalen,  155,  86),  by  the  dry  dis- 
tillation of  barium  diphenylaeetate 
[(C'r,H5)aCH-C00],Ba. 
According  to  Zincke  (Annalen,  159,  374),  it 
is  produced  by  the  action  of  finely  divided 
copper,  iron,  or  zinc  or  their  chlorides,  on  a 
mixture  of  benzyl  chloride  and  ))enzene  or  by 
heating  benzoylbonzoic  acid  with  soda  -  lime. 
Friedel  and  Crafts  (Bull.  Soc.  chim.  [ii.]  41,  324) 
and  Schwartz  (Ber.  1881,  14,  1526)  obtained  it 
by  the  action  of  benzene  on  methylene  chloride  in 
presence  of  aluminium  chloride;  E.  &  O.  Fischer 
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(Annalen,  194,  253),  as  a  by-product  in  the 
formation  of  triphenylmethane  frora  chloroform 
and  benzene  in  presence  of  aluminium  chloride  ; 
and  Hirst  and  Cohen  (Chem.  Soc.  Trans.  1895, 
67,  826),  by  the  action  of  the  aluminium-mercury 
couple  on  a  mixture  of  benzyl  chloride  and 
benzene.  It  is  also  formed  by  the  reduction  of 
benzophenone  (Zincke.  Thiirner,  Ber.  1877,  10, 
1473 ;  Staedel,  Annalen,  194,  307  ;  Graebe. 
Ber.  1874,  7,  1624).  But  the  methods  which 
have  found  a  technical  application  in  the  pro- 
duction of  diphenylmethane  derivatives,  as  well 
as  of  the  parent  hydrocarbon,  are  those  of  (1) 
Meyer  and  Wiirster,  which  consists  in  heating  a 
mixture  of  benzyl  alcohol,  benzene  and  cone, 
sulphuric  acid  (Ber.  1873,  6,  963),  and  of  (2) 
Baeyer,  in  which  benzene,  formaldehyde,  or 
methylal  are  shaken  together  in  presence  of 
cone,  sulphuric  acid  (Ber.  1873,  6,  221). 

CH20+2C6H6=CH2(C6H-)2-fH20. 

Properties. — Diphenylmethane  crystallises  in 
long,  colourless,  prismatic  needles,  possesses  a 
fragrant  smell,  melts  at  26°-27°,  and  distils 
Avithout  decomposition  at  26i°-262°.  It  dis- 
solves easily  in  alcohol,  ether,  and  chloroform. 

Reactions. — On  oxidation  with  chromic  acid, 
it  yields  benzophenone.  On  passing  the  vapour 
through  a  red-hot  tube,  it  is  converted  into  o- 
diphenylenemethane.  On  heating  it  with 
sulphur  to  250°,  it  gives  tetraphenylethylene, 
and  on  prolonged  chlorination  with  iodine 
chloride  at  350°  it  breaks  up  into  hexachloro- 
benzene  and  carbon  tetrachloride  (Ruoff,  Ber. 
1876,  9,  1485). 

Nitro-  derivatives. — On  nitration,  diphenyl- 
methane yields  two  dinitro-  derivatives,  one  of 
which  melts  at  183°,  and  the  second,  which  is  the 
chief  product,  at  118°.  Other  dinitro-  deriva- 
tives are  obtained  from  nitrobenzyl  chloride, 
benzene  and '  aluminium  chloride,  nitrobenzyl 
alcohol,  benzene  and  sulphuric  acid  or  nitro- 
benzene, formaldehyde  and  sulphuric  acid,  in  a 
similar  manner  to  the  parent  hydrocarbon. 
Also  nitrohydroxy-  derivatives  can  be  prepared 
by  condensing  nitrophenols  and  their  ethers 
with  formaldehyde  and  cone,  sulphuric  acid 
(D.  R.  P.  72490).  The  prolonged  action  of 
nitric  and  sulphuric  acids  gives  rise  to  a  tetra- 
nitro-  derivative. 

Amino-  derivatives. — The  only  substances 
possessing  at  the  present  time  an  industrial 
value  are  the  amino-  derivatives  of  diphenyl- 
methane. They  may  be  obtained  by  the  re- 
duction of  the  nitro-  derivatives  by  tin  and 
hydrochloric  acid ;  but  the  more  common 
method  is  to  effect  condensation  between  the 
aromatic  base  and  formaldehyde,  a  general 
process  for  which  a  number  of  patents  have 
been  granted  in  recent  years.  Thus,  by  heating 
aniline,  aniline  hydrochloride  and  formaldehyde, 
40  p.c,  to  100°,  4.4'-diaminodiphenylm ethane 
is  produced  (D.  R.  PP.  53937  and  55565).  The 
reaction  appears  to  occur  in  two  stages,  for  on 
heating  aniline,  formaldehyde,  and  a  strong 
alcoholic  solution  of  potassium  hydroxide,  the 
following  change  takes  place  : — 

CH20+2C,H,NH2 

=C8H5NH-CH2-NH-CeH5+H20. 

and  the  latter  when  heated  with  anUine  and  its 
hydrochloride  passes  into  the  diphenylmethane 


derivative.  A  tctraraethyldiamhio-  compound 
is  obtained  in  a  similar  manner  from  duuethyl- 
anUine  and  formaldehyde  in  acid  solution. 
Similarly,  a  diphenyldiamino-  derivative 

has  been  prepared  from  diphenylamine  and 
formaldehyde  (D.  R.  P.  68072),  a  tetramethyl- 
diarainodihydroxy-  derivative 

(CH3)2N(OH)CeH.,-0H,-C„H3(OH)N(CH3)2 

from  dimethyl- m-amino  phenol  (D.  R.  P.  63081 
and  67001),  and  a  diethoxydiaminodiphenylme- 
thane  NH2(C2H50)CeH3-CH2-C,H3{OCoH5)NH2 
from  o-phenetidine  and  formaldehyde  in  presence 
of  hydrochloric  acid  (D.  R.  PP.  70402,  72490, 
73951,  73946). 

Other  methods  for  obtaining  4.4'-diamino- 
diphenylmethane  are  (1)  the  action  of  p-amino- 
benzyl  alcohol  on  aniline  hydrochloride  in 
aqueous  solution  (D.  R.  P.  96762),  and  (2) 
heating  yi-aminobenzylaniline  with  hydrochloric 
acid  (D.  R.  P.  107718) 

NH^CeH^-CH^-NHCeH^ 

=NH2CeH4-CH2-CBH4Nll,. 

.1.  B.  C. 

DIPHENYLMETHANE  COLOURING 
MATTERS  V.  Aueamine. 

DIPHENYLTOLUQUINOXALINE  v.  Azines. 

DIPICOLINIC  ACID  v.  Bone  oil. 

DIPLOSAL.  The  salicylic  ester  of  salicylic 
acid  OH-Gf,Hi-COO-C„Hi-COOH,  a  white  cry- 
stalline powder,  m.p.  147°  ;  almost  insoluble  in 
water  and  dilute  acids.  Used  in  the  treatment 
of  rheumatic  diseases  (v.  Synthetic  deugs). 

DIPPEL'S  oil  v.  Bone  oil. 

DIPROPYLACETIC  acid  v.  Octoic  acids. 

DIPYRIDINE  v.  Bone  oil. 

DIPYRIDYL  v.  Bone  oil. 

DIRECT  BLUE, -BROWN,  -GREY, -INDONE 
BLUE,  -ORANGE,  -ROSE,  -YELLOW  v.  A/,o- 

COLOUEING  MATTERS. 

DISAZO-  and  TETRAZO-  COLOURING 
MATTERS.  The  terms  '  disazo  '  and  '  tetrazo  ' 
are  both  used  to  indicate  the  presence  of 
two  azo-  groups  (•N:N-)  in  the  molecule  of  a 
colouring  matter,  but  at  the  same  time  they 
indicate  the  mode  of  preparation  of  such  dye- 
stuffs  rather  than,  strictly  speaking,  their  con- 
stitution. Tetrazo-  colouring  matters  may  be 
regarded  as  a  special  division  of  the  disazo - 
colouring  matters,  as  will  be  seen  from  the  follow- 
ing classification. 

Primary  disazo-colouring  matters  are  obtained 
by  the  action  of  two  molecules  of  a  diazo-  com- 
pound (derived  either  from  two  molecules  of  an 
amine  or  from  two  different  amines)  on  one  mole- 
cule of  an  amine  {e.g.  m-phenylenediamine,  vi- 
tolylenediamine),  a  phenol  {e.g.  phenol,  resor- 
cinol,  a  dihydroxynaphthalene)  or  an  amino- 
phenol  {e.g.  aminonaphtholsulphonic  acids). 
The  position  taken  up  by  the  diazo-  groups  may 
be  illustrated  by  the  commonest  cases  {see  nlso 
Azo-  COLOUKING  MATTEES).  m-Phenyknedia- 
mine :  The  azo-  groups  occupy  the  two  positions 
para-  with  respect  to  the  two  amino-  groups. 
When  one  of  these  para-  positions  is  occupied, 
as  in  m-tolylenediamine,  the  second  azo-  group 
enters  the  ortho-  position  with  respect  to  the 
second  amino-  group;  thus: 
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No— 

CH3  Nil, 
NH,  N. 

1' 

Phenol,  a-naphthol.  The  j^ara-  and  ortho- 
positions  with  respect  to  the  hydroxy-  group 
arc  occupied. 

litmrcinol.  Two  isomeric  disazo-  dyestiiffs 
may  be  formed.  When  the  comlnnation  is 
effected  in  alkali  hydroxide  solution,  the  sym- 
metrical compound' ( 1.)  is  obtained,  but  when 

No— 

H0/\,0H  HtV'\0H 
— N  '     jNa-  '  'n„— 

\/ 

I.  11; 

the  reaction  takes  place  in  the  presence  of  sodium 
acetate  or  sodium  carbonate,  the  unsymmetrical 
compound  (II.)  is  produced. 

Dihi/droxynaphlhalenc.  Here  the  azo- groups 
enter  the  usual  position  with  respect  to  the 
hydroxy-  groups,  as  would  be  expected  if  these 
groups  represented  two  independent  naphthols 
(cf.  Azo-  coLouEiXG  matters). 

Aminonaphlholsulphonic  acids.  In  this  case 
also,  the  compound  may  be  regarded  both  as  an 
independent  naphthylamine  and  as  a  naphthol  ; 
one  molecule  of  the  diazo-  compound  is  combined 
in  acid  solution,  when  the  position  taken  up  by 
the  azo-  group  is  the  same  as  if  the  substance 
were  a  naphthylamine,  and  the  second  molecule 
is  combined  in  alkaline  solution  as  if  the  sub- 
stance were  a  naphthol. 

Secondary  disazo-  colouring  matters  are  ob- 
tained by  the  action  of  a  diazoazo-  compound  on 
an  amine  or  phenol ;  their  general  formula  is 
X-Nj-Y-Na-Z,  the  essential  difference  from  the 
primary  class  being  that  Y  does  not  contain 
auxochrome  groups  (NH.,  or  OH). 

Tetrazo-  colouring  matters  are  produced  from 
diamines,  both  amino-  groups  of  which  are 
diazotised  (i.e.  the  diamine  is  tetrazotised )  and 
combined  with  two  molecides  of  the  same  or 
different  components  (amines  or  phenols). 
These  are  mostly  derived  from  benzidine,  toli- 
dine,  dianisidine,  &c.  ;  some,  however,  are  pre- 
pared from  7)-phenylenediamine,  and  in  this  case 
direct  tetrazotisation  cannot  conveniently  be 
effected,  but  the  monoacetyl  compound  is"  first 
diazotised  and  combined,  the  acetyl-  group  being 
then  eliminated  and  the  free  amino-  group  is 
diazotised  and  combined  with  the  second  mole- 
cule of  a  component.'  When  the  first  com- 
bination has  been  effected  with  an  amine  (in 
practice  nearly  always  a  naphthalene  deriva- 
tive), and  in  consequence  a  diamino-  compound  is 
produced  on  saponification,  treatment  with  one 
molecule  of  nitrous  acid  leads  to  the  diazotisa- 
tion  of  the  benzenoid  amino-  'group,  that 
attached  to  the  naphthalene  ring  not  being 
attacked. 

For  the  sake  of  completeness,  it  is  necessary 
here  to  describe  those  dyestuffs  which  contain 
three  or  more  azo-  groups. 

Trisazo-  colouring  matters  are  obtained  in  the 
following  ways.    (1)  Combination  of  three  mole- 

'  An  alternative  metliod  is  first  to  combine  diazotised 
j)-introanilnie  witti  the  component,  tlien  to  reduce  the 
nitro-  group  with  sodium  sulphide,  and  diazotise  the 
amino-  group  thus  formed.  I 


I  cules  of  a  diazo-  compound  with  a  phenol.  This 
method  is  of  only  theoretical  importance,  and 
has  hitherto  been  applied  only  to  the  cases  of 
phenol  (Wallach  and  Fischer,  Ber.  1882,  15, 
2814  ;  Grandmougin  and  Freimann,  ihid.  1907, 
40.  2662  ;  J.  pr.  Chem.  1908,  [ii.J  78,  384  ;  Heller 
and  Ncitzel,  ibid.  1907,  [ii.]  76,  58  ;  Heller,  ihid. 
11,  189),  phloroglucinol  (A.  G.  Perkin,  Chem. 
Soc.  Trans.  1897,  71,  1154),  and  resorcinol 
(Orndorff  and  Rav,  Ber.  1907,  40,  3212  ;  Amer. 
Chem.  J.  1910,  44,  1),  (2)  Combination  of  one 
molecule  of  a  diazoazo-  and  a  diazo-  compountl 
with  a  phenol,  amine,  or  aminophenol.  The 
diazoazo-  compound  may  be  produced,  for 
example,  by  diazotising  an  aminoazo-  compound 
such  as  p-sulphobenzeneazo-a-naphthylamine,  or 
the  intermediate  product,  obtained  by  com- 
bining a  tetrazotised  diamine  (benzidine,  &c.) 
with  one  molecule  only  of  a  component  (such  as 
salicylic  acid,  &c.),  may  be  used.  (3)  Com- 
bmation  of  a  diazotised  tetrazo-  colouring 
matter  (which  must,  of  course,  contain  a  diazo- 
tisable  amino-  group)  with  a  phenol  or  amine, 
either  in  substance  or  on  the  fibre.  (4)  Com- 
bination of  a  triamine  [e.g.  magenta),  having  each 
amino- group  diazotised,  with  three  molecules  of 
a  component. 

Tetrakisazo-  colouring  matters,  containing 
four  azo-  groups,  are  olttained  (1)  by  the  com- 
bination of  two  molecules  of  a  diazoazo-  com- 
pound with  a  phenol  or  amine  [e.q.  Mekong 
yellow,  ?'.  Azo- COLOURING  matters)  ;  (2)  bycom- 
buiing  two  molecules  of  a  diazo-  comiJound  with 
one  of  a  tetrazo-  colouring  matter  {e.g.  Benzo 
brown  G)  ;  (3)  by  combinmg  a  tetrazo-  com- 
pound with  two  molecules  of  a  monoazo- 
colourmg  matter  (e.g.  Hessian  brown  BB)  ;  (4) 
by  tetrazotising  a  tetrazo-  colouring  matter 
(containing  two  diazotisable  amino-  groups)  and 
combining  with  two  molecules  of  a  component 
(e.g.  Cuba  black)  ;  (5)  by  diazotising  a  trisazo- 
colouring  matter  (contammg  one  diazotisable 
amino-  group)  and  combining  with  a  phenol  or 
amine  either  in  substance  or  on  the  fibre. 

Colouring  matters,  containuig  more  than  four 
azo-  groups,  can  be  prepared,  but,  generally 
speaking,  their  tinctorial  power  is  little  or  no 
greater  than  those  described  above.    J.  C.  C. 

DISINFECTANTS.  A  disinfectant  is  an 
agent  that  will  kiU  lower  organisms  which  act 
injuriously  on  the  higher  forms  of  life.  Al- 
though most  disinfectants  are  also  antiseptics 
and  deodorants,  a  clear  difference  between  the 
three  classes  lies  primarily  in  their  uses  anfl 
objects.  Disinfectants  are  germicides ;  anti- 
septics may  only  retard  or  inhibit  the  growths. 
It  is  not  essential  for  a  disinfectant  to  efi^ect 
absolute  sterility :  in  practical  disinfection, 
there  is  nearly  always  a  residue  of  highly 
resistant  and  non-pathogenic  organisms.  To 
destroy  these  involves  great  additional  time  and 
cost,  and  may  even  be  disadvantageous  when 
they  act  as  natural  scavengers  in  removing 
objectionable  organic  matter  and  antagonising 
dangerous  forms.  The  choice  of  an  agent  will 
obviously  depend  on  considerations  of  safetj', 
convenience,  and  economy  in  use. 

Ordinary  oxygen  acts  slowly  by  the  aid  of 
aerobic  organisms.  Its  activity  is  slightly  in- 
creased by  compression  ;  it  becomes  exceedingly 
energetic  when  converted  into  its  allotropir 
form    of   Ozone  as  obtained  by  passing  an 


248 


DISINFECTANTS. 


electric  discharge  through  ordinary  air.  Since 
ozone  is  decomposed  by  lieat  and  absorbed 
by  most  metals  and  by  otherwise  inert  organic 
matter,  the  chief  conditions  for  success  and 
economy  in  working  are  (1)  avoidance  of 
sparking ;  (2)  keeping  the  gas  and  the  appa- 
ratus cool ;  (3)  straining  the  air,  and  also 
partially  drying  when  it  is  desired  to  prevent 
the  formation  of  oxides  of  nitrogen  ;  (4)  parts 
in  contact  with  ozone  must  be  made  of, 
or  lined  with,  unoxidisable  materials  ;  (5)  the 
grosser  organic  impurities,  as  well  as  sul- 
phuretted hydrogen  and  ferrous  iron,  should  be 
removed  before  disinfection.  The  use  of  ozone 
on  the  large  scale  for  purifying  water  and  sewage 
is  now  well  known,  and  the  principal  type?  of 
apparatus  for  the  purpose  have  been  described 
by  Don  (Inst.  Mechan.  Engineers,  Jan.  and  Feb. 
1909),  and  by  the  writer  (J.  R.  San.  Inst.  30, 
1,  1909),  while  a  good  account  of  European  and 
American  plants  is  also  given  in  the  Engineering 
News,  New  York.  April  28,  1910.  Rideal  found 
at  St.  Maur  Waterworks,  Paris,  that  with  the 
sand-filtered  (Marne)  river  water,  containing  a 
fluctuating  number  of  bacteria,  28  to  320  per 
c.c,  with  a  mean  frequency  of  coU  organisms  of 
I  per  100  c.c.  (in  more  than  one-third  of  the 
tests  it  was  1  in  40  c.c),  ozone  in  the  proportion 
of  about  0-6  gram  per  cubic  metre  of  water 
(6  lbs.  per  million  gallons)  destroyed  all  bacteria 
except  an  average  of  1  per  c.c.  of  innocuous 
spore-bearing  organisms  of  the  suhtUis  type. 
The  ozonised  air  was  applied  in  a  De  Frise  tower 
at  the  rate  of  about  40  p.c.  of  the  volume  of 
water  treated,  and  contained  1-4-1-8  grams  of 
ozone  per  cubic  metre  (determined  at  frequent 
intervals  by  neutral  potassium  iodide).  It  is  a 
great  advantage  of  ozone  that  in  disinfecting  the 
water  it  produces  no  alteration  beyond  a  great 
physical  and  chemical  improvement,  and  it  has 
been  fully  proved  that  where  water  is  not  too 
contaminated  with  organic  matter,  sulphuretted 
hydrogen,  or  ferrous  iron,  ozone  will  destroy  all 
pathogenic  organisms  at  a  reasonable  cost.  In 
the  dry  state,  like  chlorine,  it  has  very  little 
action  on  micro-organisms,  and  therefore  does 
not  act  powerfully  on  bacUli  in  air.  Some 
American  experiments,  however,  seem  to  show 
that  8  grams  per  cubic  metre  of  air  in  a  room 
ordinarUy  closed  accomplish  disinfection  in  3 
hours.  Its  use  as  an  adjunct  to  ventilation  has 
often  been  proposed,  but  its  irritant  action  on 
the  lungs  is  a  difficulty.  All  observers  have 
found  that  when  moist  it  is  a  very  powerful 
germicide.  Ozonised  air,  under  pressure,  has 
been  used  successfully  for  destroying  moulds  and 
bacteria  in  brewers'  foul  casks,  and  has  been 
introduced  into  wort  in  the  latter  part  of  the 
fermentation  '  to  destroy  noxious  germs  '  (Eng. 
Pat.  22355,  1898).  On  account  of  its  rapid 
consumption  by  oxldisable  substances,  it  can 
only  be  effective  in  disinfecting  the  surfaces  of 
organic  solids.  At  the  Pittsburg  Homoeopathic 
Hospital,  ozone,  besides  purifying  the  water 
supply,  is  used  for  sterilising  instruments, 
bandages,  &o.,  and  for  dressing  wounds  and 
ulcers.  Id  cold  storage  it  would  probably  be 
useful  for  destroying  injurious  organisms  and 
odours,  thereby  possibly  lessening  the  amount  of 
refrigeration  required.  Many  attempts  have 
been  made  to  utilise  it  for  disinfecting,  com- 
bined with  bleaching,  textiles,  feathers,  and 


other  surface-contaminated  articles,  and  have 
been  only  limited  by  questions  of  expense. 

Patent  4153  of  1902,  for  '  fixing  ozone  in 
liquids,'  states  that  pure  acetaldehyde  dissolves 
2823  times  its  volume  of  ozone ;  that  10  p.c. 
solutions  of  acetaldehyde  in  water  dissolve  536, 
in  alcohol  748,  in  ether  859  volumes  of  ozone ; 
that  these  solutions  are  very  stable,  and  have 
been  successfully  used  in  surgery. 

Hydrogen  peroxide.  The  first  experiments 
(Ber.  15,  1585)  showed  that  this  was  a  liacteri- 
cide  which,  in  the  dilute  state,  appeared  inert  to 
enzymes  such  as  diastase, ptyalin,  pepsin,  and 
pancreatin ;  did  not  injure  foods ;  and  is  also 
innocuous  and  non-corrosive.  These  properties 
suggested  its  use  for  killing  pathogenic  organisms, 
and  those  that  cause  change  in  articles  of  diet, 
especially  milk  (Renard),  and  also  as  an  internal 
disinfectant.  Altehoefer  (Centr.  Bakt.  1890, 
viii.  129)  and  most  later  observers  give  1  per 
100  of  HjOo  as  required  to  destroy  pathogenic 
organisms  in  24  hours.  In  1903  the  writer 
found  that  in  milk  raised  to  50°,  then  treated 
with  0-6  gram  of  HjO^  per  litre,  and  the  heat 
maintained  at  52°- 55°  for  8  hours,  pathogenic 
organisms  and  even  the  spores  of  B.  anthracis 
and  suhiilis  were  killed,  the  milk  was  not 
physically  altered,  and  kept  for  over  a  month 
unchanged  in  the  closed  receptacles  (Budde's 
patent  10903,  1903).  Similar  results  have  been 
obtained  by  Lewin  and  others,  and  by  Hewlett 
(Lancet,  .Jan.  27,  1906).  So  that  hydrogen 
peroxide  aids  pasteurisation,  and  enables  it  to 
be  efficient  at  a  lower  temperature.  The  solu- 
tion is  frequently  used  as  a  spray,  gargle,  or 
dressing.  Peroxide  of  hydrogen  is  pi'csent  in 
'  Sanitas  '  {q.v.).  '  Perhydrol '  is  a  30  p.c.  or 
100  volume  solution  of  HjOj.  The  use  of 
peroxide  of  hydrogen  in  medicine  depends  partly 
on  its  bactericidal  action  Registered  names  of 
solutions  are  '  Dioxogen  '  (3  p.c),  '  Hydrozone,' 
'  Glycozone  '  and  '  Pyrozone '  (dental  practice) ; 
and  '  Peroxols  '  are  mixtures  of  HjOj  with 
various  disinfectants.  Peroxides  of  sodium, 
magnesium  ('Hopogan'),  zinc  (' Ektogan  '  or 
'Dermogen')  and  mercury,  generate  oxygen  or 
H2O2,  and  have  analogous  use.  Hydrogen  per- 
oxide is  more  stable  in  ether  than  in  water  ; 
'  ozonic  ether  '  is  an  ethereal  solution  containing 
about  1-2  p.c.  of  H2O2,  which  has  been  used  in 
whooping-cough  and  scarlet  fever. 

Foregger  and  Philipp  (J.  Soc.  Chem.  Ind. 
1900,  298)  treat  at  length  on  the  applications  of 
peroxides,  and  suggest  calcium  peroxide  instead 
of  HjOo  for  sterilising  milk,  as  more  lasting  in 
effect.  For  water  sterilising,  tablets  of  mag- 
nesium peroxide  and  citric  acid  are  made  ;  Park 
found  that  0-1  gram  of  this  peroxide  killed 
upwards  of  2  million  typhoid  organisms  in 
150  c.c.  of  water  in  30  minutes,  and  0-2  gram 
gave  the  same  result  in  1  minute.  Patents  for 
similar  uses  of  H2O2  and  other  7)eroxides  are 
very  numerous. 

Nitric  acid  and  oxides  of  nitrogen.  The 
corrosive  action  of  nitric  acid  limits  its  value  as 
an  active  disinfectant.  J.  G.  Smith  used  it 
with  success  in  1780  for  fumication  in  a  violent 

'  The  enzyme  ca<ato«e  (prc  -i  III  m  in.ut,  yeast,  milk, 
and  many  organic  liquids)  ;uiil  liyilruKen  peroxide 
mutually  decompose  one  anotlmr  (\  ari  Laer,  J.  Soc. 
Chem.  Ind.  1906,  489;  1909,  950);  but  the  above  state- 
ment remains  practically  true.  {See  also  ibid.  1909, 
1207.) 
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nntbreak  of  typhus  fever  in  tlie  British  fleet 
(Vallin,  Dcsinfectants,  J882,  265).  Disinfection 
of  rooms  by  nitrogen  peroxide  was  carried  out 
during  the  siege  of  Paris  ;  48  hours  were  occupietl, 
and  the  cost  was  very  high.  Severe  bronchitis 
and  several  deaths  from  poisoning  have  resulted 
from  breathing  this  gas,  and  nitric  disinfection 
lias  been  replaced  by  safer  methods,  except  in 
the  local  destruction  of  bacteria  as  in  labo- 
ratories. 

Sulphur.  Dusting  with  sulplnir  is  used  for 
krllmg  insects  and  fungi  on  jjlants,  as  sulphurous 
acid  is  gradually  formed.  The  use  of  sulphur 
internally  is  due  to  its  forming  sulphuretted 
hydrogen  in  the  system,  and  thereby  destroying 
or  enfeebling  micro-organisms  and  higher 
parasites.  A  solution  containing  calcium  poly- 
sulphides,  made  by  boiling  milk  of  lime  with 
sulphur,  has  been  extensively  used  as  an  in- 
secticide (.see  Agric.  Bull.  319  aiid  320,  New  York, 
1909). 

Sulphur  dioxide  disinfection  is  still  a  subject 
of  controversy,  but  certain  of  the  unfavourable 
results  adduced  have  been  due  to  faulty  applica- 
tion. Spores  are  not  generally  killed  by  it,  and 
the  dry  gas  has  very  little  effect  on  micro- 
organisms, but  it  destroys  all  vermin,  and  there- 
fore is  of  special  value  in  combating  insect-borne 
tliseases.  As  to  its  effect  on  the  lungs,  about 
5  p.c.  in  the  air  has  produced  fatal  results,  but 
J-  p.c.  can  be  tolerated  for  some  time,  and  a 
larger  amount  with  the  protection  of  a  wet 
towel  alkalised  Avith  washing  soda.  1  lb.  of 
sulphur  burnt  in  a  room  of  1000  cubic  feet  pro- 
diices  theoretically  an  air-content  of  1-15  p.c. 
SO2,  and  requires  0-56  lb.  of  water  to  turn  it  into 
sulphurous  acid.  Such  an  amount  of  moistening 
is,  however,  not  necessary,  on  account  of  the 
natural  moisture  of  the  air.  Prescriptions  as  to 
the  proper  quantity  of  SO,  have  varied  greatly, 
partly  because  in  some  cases  it  has  been  con- 
sidered .sufficient  to  destroy  only  a  special 
organism.  Klein,  Houston,  and  Gordon  (Report, 
Med.  Off.  L.C.C.  1902)  found  that  with  ^  lbs. 
S  per  1000  cubic  feet  in  24  hours,  B.  typhosus, 
diphtheria;,  pyocyaneus,  and  Staph,  p.  aureus 
were  killed,  but  not  anthrax  spores  nor  B. 
tiiberculosis  in  dried  sputum.  In  America,  5  lbs. 
per  1000  cub.  feet  have  been  found  sufficient  to 
kill  all  spore-bearing  organisms  after  16  hours' 
exposure  (Rosenau).  Rideal's  results  with  the 
liquefied  gas  were  as  follows.  Silk  threads  and 
jiaper  slips  infected  with  B.  coU  and  Staph,  p. 
aureus  were  sterilised  after  24  hours'  exposure  in 
a  sealed  room  of  1.500  cub.  feet,  into  which  20  ozs. 
of  SO,  were  passed.  Buhtilis  spores  were  not 
killed.  With  10  ozs.,  the  threads  were  again 
sterilised,  but  the  paper  slips  were  not.  When 
shallow  pans  of  water  were  exposed  in  the  room 
to  supply  moisture,  the  SO2  content  of  the  air 
was  actually  lowered  after  the  24  hours  (through 
absorption  by  the  water),  from  0-6  p.c.  present 
in  the  previous  experiment  to  0-2  p.c.,  and  the 
organisms  were  still  living.  Therefore  moisture 
should  only  be  supplied  'by  washing  or  lightly 
spraymg  the  surfaces.  In  chemical  disinfection, 
it  is  generally  recommended  that  walls  should 
be  previously  stripped  and  fabrics  spread  out  in 
lines  ;  but  spreading  the  infection  must  be  care- 
fully avoided.  The  room  must  be  sealed  by 
obvious  means,  and,  observing  this  condition, 
heating    is    advantageous.    Liquid    gOj  in 


canisters  is  more  convenient  than  burning 
sulphur,  and  avoids  risk  of  fire  :  one  pound  ot 
the  liquid  =  5-1-  cub.  feet  of  the  gas.  SO,  has 
the  disadvantage  that  it  attacks  metals  and 
organic  substances  from  the  production  of  sul- 
phuric acid  ;  a  good  deal  is  also  absorbed  by 
plaster.  It  has  little  penetrating  jiower,  anil 
therefore  bedding  and  thick  articles  must  be 
removed  and  sterilised  by  heat.  The  '  Clayton 
method  '  of  disinfection  is  much  used  for  the 
holds  of  ships,  and  has  been  favourably  reported 
on  by  Wade  and  Eyre  for  the  Local  Government 
Board  (Rep.  232, 1906  ;  and  Med.  Off.  Rep.  1903-4, 
330).  Sulphur  is  burnt  in  a  special  apparatiis, 
and  the  gases,  consisting  of  air,  SOj,  and  a 
visible  cloud  of  sulphuric  acid,  are  forced  in  till 
the  SO,  reaches  about  10  p.c.  of  the  air  in  the 
infected  space.  (For  experience  of  its  use,  sec 
Rev.  d'Hyg.  Oct.  1902  ;  N.S.W.  Agric.  Gaz, 
1900  and  1901.) 

Sulphurous  acid  is  used  beneficially  as  a 
germicidal  spray  or  wash  in  various  parasitic 
affections  (e.g.  diphtheria),  also  internally  in 
cholera  and  ga.stric  fermentation,  for  rectal 
injections,  and  other  allied  objects.  '  Thiocamf  ' 
is  a  liquid  obtained  by  the  action  of  the  gas  on 
camphor.  It  can  be  preserved  without  pressure 
in  well-closed  vessels,  and  on  exposure  to  air  a 
6-oz.  bottle  should  evolve  about  20  litres  of  SO,. 

Sulphurous  acid  and  bisulphites  are  widely 
used  for  checking  fermentations  and  preserving 
food.  Lehmann  states  that  an  amount  equiva- 
lent to  0-004  p.c.  of  SO2  may  be  allowed  without 
injury  to  health.  The  Report  of  the  British 
Departmental  Committee  on  Preservatives, 
1901,  26,  leaves  the  matter  open.  Some 
commercial  preparations  are  '  Meat  preserve 
crystals,'  '  Freeze-em,'  and  '  Hawke's  anti- 
ferment.'  For  objections  to  the  use  of  sulphites 
in  food,  see  Thresh  and  Porter,  Preservatives, 
1906,  70-77  ;  also  an  article  by  Durham  in  the 
J.  of  Hygiene,  April,  1909.  The  latter  recom- 
mends the  fixing  of  a  maximum  legal  limit,  not 
exceeding  0-01  ji.c.  of  '  total  sulphur  dioxide,' 
with  a  declaration  of  the  amount,  but  less  than 
0-001  or  0-002  p.c.  might  be  simj)ly  declared  as 
a  '  trace.' 

Sulphuric  acid,  like  acids  generally,  is  anti- 
septic, and  in  some  cases  disinfectant.  0-05  ji.c. 
(which  is  a  palatable  strength)  is  fatal  to  8p. 
cholera}  in  15  minutes.  Stutzer  found  that  this 
strength  disinfected  iron  pipes,  cleaning  out  rust 
and  sediment  without  sensibly  attacking  the 
metal.  With  0-04  p.c.  Ivanhoff  destroyed 
cholera  organisms  in  Berlin  sewage,  and  with 
0-08  p.c.  in  that  from  Potsdam.  The  writer 
finds  that  0-035  p.c.  kills  B.  typhosus  in  30 
minutes,  and  0-07  p.c.  m  15  minutes,  in  impure 
water  infected  ordinarily  with  typhoid,  but  with 
very  heavy  infections  the  latter  strength  requires 
45  mmutes.  He  recommended  0-09  p.c.  as 
having  advantages  over  heat  sterilisation  for 
dealing  with  the  drainage  from  hospitals  and 
other  infected  areas  :  the  acidity  would  speedily 
be  neutralised  on  mixing  with  the  bulk  of  the 
sewage  (Brit.  Assoc.  1901). 

Sodium  bisulphate  has  been  introduced  by 
the  writer  and  Dr.  Parkes,  as  a  means  of  sterilis- 
ing drinking  water  for  armies  in  the  field  and 
travellers.  15  grains  of  NaHSCi  to  a  pint  of 
water  in  15  minutes  destroys  B.  typhosus  and 
enteritidis.    Spirillum    cholera;,    and  interna] 
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parasitic  worms.  In  effervescent  tabloids, 
yielding  a  slightly  acid  solution,  it  was  used 
with  success  in  the  South  African  and  Russo- 
Japanese  wars. 

Persulphates  give  off  oxygen  when  moist,  and 
are  useful  as  hand  disinfectants  (Lancet,  1905, 
ii.  1106). 

Carbon  disulphide,  if  it  were  not  for  its  other 
properties,  would  be  a  valuable  disinfectant  and 
preservative.  As  well  as  its  alkaline  compounds, 
the  xanthates,  it  has  been  found  useful  against 
fungi,  and  insect  parasites  such  as  the  vine 
phylloxera.  Ckeandi  Bey's  lamp  burns  it  safely 
for  generating  SOj. 

Boric  acid  is  not  a  disinfectant,  but  has  a 
power  of  restraining  bacteria  which  act  in- 
juriously in  foods.  Rideal  and  Foulerton  found 
that  1  in  2000  of  a  boric  mixture,  containing 
3  parts  of  H3BO3  and  1  part  of  crystallised 
borax,  keeps  milk  sweet  for  24  hours  without 
appreciable  effect  on  digestion.  The  British 
Departmental  Committee  already  referred  to, 
recommend  that  the  only  preservatives  allowed 
to  be  used  in  cream,  butter,  and  margarine  be 
boric  acid,  or  mixtures  of  boric  acid  and  borax, 
not  exceeding  0-25  p.c.  of  H3BO3  for  cream,  and 
0-5  p.c.  for  butter  and  margarine.  Later,  as  this 
quantity  appeared  insufficient  in  the  cream 
trade,  an  official  report  by  HamiU  advised  that 
0-4  p.c.  H3BO3  should  be  allowed  in  cream  from 
May  to  October  inclusive  (Food  Report  10, 
L.G.B.  1909). 

The  Halogens,  chlorine,  bromine,  and  iodine, 
act  as  disinfectants  in  several  ways:  (1)  they 
can  combine  with  H  and  liberate  0  in  water  ; 
(2)  they  can  combine  directly  with  organic 
matters,  or  replace  the  hydrogen  in  them, 
precipitating  albuminous  substances  and  render- 
ing them  imputrescible,  killing  organisms  by 
combining  with  and  coagulating  protoplasm,  re- 
moving their  food  or  rendering  it  unsuitable, 
acting  toward  them  as  irritants  or  direct  poisons, 
also  producing  substances  which  have  that 
effect. 

Chlorine  and  the  hypochlorites,  like  other 
oxidisers,  are  consumed  by  otherwise  inert 
organic  and  inorganic  matters  present,  but  in 
ordinary  disinfection  leave  behind  them  as 
substitution  compounds  which  maintain  germi- 
cidal power — the  chloramines,  hydrazine,  and 
the  chloroproteids  (Rideal,  -J.  R.  San.  Inst.  31,  2, 
1910).  This  paper  shows  that  in  dilute  solution 
the  Rideal -Walker  coefficient  of  2-18  for  1  p.c.  of 
available  CI  is  increased  to  6-36  by  the  addi- 
tion of  an  equivalent  of  ammonia,  remains  near 
this  level  for  24  hours,  and  even  after  72  hours 
has  an  enhanced  value.  Therefore,  since  the 
coefficient  of  chlorine  itself  averages  220  units, 
that  of  ammonia  less  than  0-7,  and  ammonium 
chloride  nil,  that  of  the  chief  product,  chloramine 
NHjCl,  must  be  over  600  units  ;  hence  this  sub- 
stance, but  for  its  instability,  would  probably 
be  the  most  valuable  of  disinfectants.  It  has 
a  pungent  odour,  hitherto  often  mistaken  for 
chlorine  or  h3rpochlorous  acid,  and  gives  the  blue 
reaction  with  KI  and  starch.  With  excess  of 
ammonia,  as  in  sewages,  it  gradually  disappears, 
forming  a  salt  of  hydrazine,  which  stiU  has  a 
germicidal  value  (R.  W.  coefficient  of  the  base 
at  least  24).  The  action  of  chlorine  on  nitro- 
genous compounds  gives  compound  chloramines, 
many  of  which  are  insoluble  :  they  have  a  ten- 


dency to  become  fixed  on  cellulose,  and  in  this 
way  attack  the  envelopes  of  organisms.' 

Chlorme  in  the  free  state  has  been  generally 
disused  in  dishifection  on  account  of  difficulties 
in  practice.  Hypochlorite  preparations  must  be 
tested  as  to  the  amount  of  '  available  chlorine.' 

Chloride  of  lime,  or  '  calx  chlorinata  '  (about 
33  p.c.  available  chlorine),  has  some  advantages 
from  being  a  solid,  but  is  quickly  deliquesced 
and  decomposed  by  air,  takes  some  time  to 
dissolve,  and  gives  a  quantity  of  insoluble  waste. 
Klein  found  that  1  p.c.  of  bleaching  powder  only 
killed  less  resistant  organisms  in  24  hours. 
There  is,  in  many  respects,  a  preference  for  the 
sodium  solutions  :  chlorinated  soda  or  '  Eau  de 
Labarraque '  (often  called  '  Eau  de  Javel,' 
which  was  originally  the  potash  salt),  contains 
about  2-5  p.c.  av.  CI ;  '  Chloros,'  10  p.c.  av.  CI ; 
'  Antiformin  '  is  a  solution  of  caustic  soda  and 
hjrpochlorite  used  in  breweries.  Electrolytic 
preparations  are  '  Oxychloride,'  uj)  to  11-5  p.c. 
av.  CI,  and  '  Hermite  fluid,'  used  successfully  at 
Poplar.  In  the  latter  solution  magnesia  is  em- 
ployed as  an  adjunct  in  the  electrolysis :  it  contains 
free  hypochlorous  acid:  av.  CI  4-2  to  4-8  p.c.  The 
electrolytic  are  somewhat  more  active  than  the 
chemically  prepared  solutions.  The  effective 
strength  for  local  dismfection  is  0-35  p.c.  av.  CI, 
which  kills  non-sporing  organisms  in  5  to  10 
minutes,  and  anthrax  and  enteritidis  spores  in 
11  hours.  Chloride  of  lime  has  the  objection 
that  it  leaves  the  surface  for  a  long  time  damp 
from  the  presence  of  calcium  chloride.  The 
same  salt  imparts  its  bitter  taste,  and  increases 
the  hardness,  when  chloride  of  lime  is  applied  to 
the  purification  of  drinking  water,  while  the 
soda  preparations  tend  to  soften  the  water  and 
are  not  sensible  in  the  flavour.  In  trials  at 
GuUdford  in  1904  (J.  R.  San.  Inst.  xxvi.  891) 
with  electrolytic  hypochlorite  in  the  proportion 
of  0-75  to  1-0  part  per  million  of  av.  CI,  the 
writer  found  that  water  containing  an  average 
of  90  organisms  per  c.c.  was  practically  sterilised, 
while  after  standing  1|-  hours  the  odour  and  taste 
were  normal,  and  there  was  no  need  for  further 
treatment.  (Candy's  patent,  4212,  1909,  re- 
moves excess  of  av.  CI  by  filtration  through 
coke,  and  Thresh's,  3023,  1909,  by  treatment 
with  metallic  iron.)  After  the  Maidstone 
typhoid  epidemic,  1897,  the  infected  reservoir, 
mains,  and  pipes,  were  sterilised  with  1  p.c. 
solution  of  chloride  of  lime  during  48  hours  :  no 
corrosion  of  the  iron  was  observed.  During  a 
similar  outbreak  at  Lincoln,  in  1905,  the  water 
supply  was  sterilised  by  sodium  hypochlorite 
(av.  CI,  1  per  million)  with  most  satisfactory 
results.  In  1910  Toronto  treated  its  water 
supply  with  0-14  part  per  million  of  av.  CI  as 
chloride  of  lime.  Since  June,  1909,  the  writer 
has  been  applying  '  CUoros  '  in  the  proportion 
of  1  to  2  parts  av.  CI  per  million  to  100,000 
gallons  daily  of  the  drinking  water  of  a  town  in 
the  north  of  England  :  the  liquid  is  made  practi- 
cally sterile,  coli  is  absent  from  75  to  85  c.c,  and 
there  is  no  effect  on  the  taste.  At  Cambridge, 
in  1910,  a  portion  of  the  supply  (lower  chalk) 
was  treated  with  one  in  4  to  8  millions  of  av.  CI 
as  chloride  of  lime,  and  Houston  found  that 
this  minute  quantity  destroyed  66  to  98  p.c.  of 
the  bacteria,  and  coli,  which  was  always  present 

'  Also  see  Cross  Bevan  anil  ISaron,  Ohein.  Soc. 
Trans.  1910,  244. 
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before,  was  afterwards  absent  in  500  c.c.  This 
water,  however,  contained  hardly  any  organic 
luatter.  In  America,  treatment  of  tlie  entire 
water  supply  of  Jersey  City  (about  40  million 
gallons  per  day,  from  the  Rockaway  river)  with 
chloride  of  lime,  has  been  adopted  since  the 
beginning  of  1909  :  the  proportion  used  is  now 
0-2  part  per  million  of  av.  01,  and  the  daily 
examination  shows  that  coU  is  absent  from 
10  c.c.  of  the  treated  water.' 

With  sewage,  of  course,  a  larger  dose  is  re- 
quired, and  the  first  experiments  at  Nice,  Brest, 
and  Worthmg,  in  1894,  with  the  Hermite  fluid, 
showed  that,  as  with  ozone  and  otlier  dism- 
fectants,  the  agent  should  he  applied,  not  to  a 
raw  liquid  (except  in  special  cases),  but  as  a 
'  finisher  '  to  one  that  was  partially  purified.  In 
1898,  using  an  electrolytic  brine  (Woolf's  '  Elec- 
trozone  ')  for  puritymg  an  effluent  at  Maiden- 
head, the  writer  found  that  with  three  parts  per 
million  of  av.  CI,  and  a  contact  of  5  minutes,  the 
bacteria  were  reduced  to  10  per  50  c.c,  and  that 
17  parts  per  mUlion  killed  all  the  organisms  in 
15  minutes.  His  long  series  of  trials  at  Guild- 
ford commenced  in  1904,  iising  "  Oxychloride,' 
and  proved  that  with  2-5  parts  per  million  of 
av.  CI,  tertiary  effluents  could  be  practically 
sterilised,  but  that  the  raw  sewage  and 
septic  effluents  required  ?>0  to  70  parts  ;  the 
contact  period  was  4J  hours  (J.  R.  San.  Inst, 
xxvi.  7,  1905).  The  oxygen  consumed  from 
permanganate  in  5  minutes  in  the  cold,  as 
measuring  the  H„S  and  other  easily  oxidisable 
substances,  was  a  guide  to  the  amount  of  the 
agent  used,  and  in  the  earlier  experiments  it  was 
found  that  when  the  av.  CI  added  was  1-7  times 
this  figure,  the  availability  of  the  chlorine  was 
sufficiently  prolonged  to  ensure  the  desu'ed 
sterilising  effect,  and  the  subsequent  exjseri- 
ments  frequently  yielded  excellent  results  with 
an  amoimt  eq^ml  to  this  oxygen  figure,  that  is, 
one  to  one.  (See  further,  Rideal,  Trans.  Farad. 
Soc.  iv.  3,  1909.)  An  important  point  shown 
was  that  thc^  necessary  factor  of  safety  could  be 
ascertained  by  simply  testing  with  KI  and 
starch,  and  noticing  the  persistence  after  4J 
hours  of  the  blue  colour,  due  in  this  case,  as  has 
been  mentioned,  not  to  chlorine,  but  to  chlor- 
amines.  Schumacher  used  the  test  similarly 
in  his  later  extensive  experiments  on  rmo 
sewages  (especially  those  from  hospitals)  at 
Hamburg,  and  states  that  with  them  sufficient 
sterilisation  is  attained  if  after  4  or  6  hours  the 
test  shows  a  reaction  equal  to  19  and  17  parts 
per  million  of  av.  CI  respectively  (Ges.  Ingenieur, 
Berlin,  1905).  Investigations  on  the  sterilisa- 
tion of  sewage  filter  effluents  with  chloride  of 
lime  were  continued  in  America  by  Phelps  and 
Carpenter  (U.S.  Technological  Quarterly,  Dec. 
1906),  who  remark  that  the  use  of  electrolytic 
chlorine  manufactured  on  the  spot  would,  in  the 
larger  works,  considerably  reduce  the  cost,  and 
is  cheaper  than  sand  filtration,  and  Kellerman, 
Pratt,  and  Kimberley  (U.S.  Dept.  of  Agrie. 
Bull.  115,  Oct.  1907),  who  conclude  that  with  a 
hypochlorite,  complete  disinfection  was  effected 
at  a  lower  cost  than  with  copper  sulphate. 
Later  American  experiments  at  several  centres 

'  In  England,  the.  'De-Chlor'  system  is  applied  at 
Reading  to  the  prefiltered  river  water  (Surveyor,  Dec. 
16th,  1910),  At  Antwerp  0'2  av.  CI  per  million  is  added 
to  the  storage  reservoirs,  with  a  contact  of  12  hours. 


have  proved  that  2  to  5  parts  per  million  of 
av.  CI  destroy  95  to  98  p.c.  of  the  bacteria  in 
2  hours,  and  that  3  parts  are  sufficient  for  the 
trickling  filter  effluents  tried  (Mass.  Inst.  Technol. 
5,  1909;  6,  1910). 

The  Royal  Commission  on  Sewage  obtained 
results  at  Guildford  which  were  in  agreement 
with  those  of  the  writer  (Appendix  iv.  1910,  87  ; 
also  iUd.  84-171,  and  Rep.  1908,  195-201). 

Sod.  hypochlorite  solutions  are  the  best  moans 
of  sterilising  swimming  baths  ;  they  remove  from 
the  surfaces  growths  of  algre  and  fungi  which 
harbour  dangerous  organisms.  (Also  see  Rideal 
and  Orchard,  J.  San.  Inst.  556,  1906.) 

'  Ferrochlore  '  (Duyck)  is  the  name  of  a 
treatment  with  8  parts  per  million  of  ferric 
chloride  and  0-5  part  of  chloride  of  lime,  which 
at  the  same  time  clarifies  water  and  liberates 
hypochlorous  acid." 

Chlorine  peroxide,  obtained  from  potassium 
chlorate  and  sulphuric  acid,  has  been  success- 
fully employed  in  the  Howatson-Berge'  process 
at  Brussels.  Ostend,and  Lectoure  (South  France), 
for  sterilising  (previou,sly  clarified)  polluted 
waters.  The  writer  found  that  20  parts  of 
ClOj  per  million  did  not  kill  B.  iyplwsus  in  a 
vigorous  pure  culture  in  2  hours,  but  that  50 
parts  killed  it  In  half  an  hour.  (See  aha 
Reychler  Bull.  Soc.  chim.  [3]  xxv.  13:  f!hem. 
News,  1901,  316.) 

On  a  large  scale,  chlorine  and  ozone  are  both 
in  .successful  use  at  present  for  sterilising  water. 
The  latter  seems  preferable  for  drinking  suiiplies. 
the  former  is  suitable  for  effluents.  From 
questions  of  efficiency  as  well  as  cost,  both 
require  that  the  liquid  should  be  clear  or  pre- 
viously clarified,  that  is,  they  are  finishers.  In 
potable  waters,  on  account  of  the  liability  to 
persfstence  of  CI,  several  dechlorinating  devices 
have  been  employed,  as  mentioned  above. 

Time,  as  in  all  disinfections,  is  an  iniportant 
factor ;  in  an  effort  to  get  the  work  done 
quickly,  it  is  sometimes  forgotten  that  a  longer 
time  is  advantageous,  and  economises  the  re- 
agent. For  rapid  sterilisation  of  a  small 
quantity,  as  in  the  field,  a  larger  proportion  of 
reagent  is  reqtiired,  and  from  questions  of 
portability,  bromine  and  iodine  have  been  used 
instead  of  chlorine,  but  are  attended  by  residual 
products  ha.ving  a  taste  and  physiological  effect. 
These,  in  the  quantity  required  for  dealing  with 
the  moderate  pollution  ordinarily  met  with,  have 
been  proved  to  be  negligible,  although,  with 
heavier  contamination,  the  amount  of  the 
halogen  consumed  by  the  organic  matter  before 
a  sterilising  excess  is  present,  may  become  in- 
jurious in  its  products.  Cash,  from  experi- 
ments on  anthrax  and  tubercle,  maintained  that 
the  quantities  of  chlorine,  bromine,  and  iodine 
required  for  disinfection  under  the  same  circum- 
stances were  nearly  in  the  ratio  of  their  atomic 
weights  (.see  R.  W.  table  at  end  of  article). 
Iodine  is,  however,  a  more  immediate  poison  to 
protoplasm  than  chlorine. 

Bromine  is  a  powerful  disinfectant,  Imt  its 
use  is  obviously  limited  by  its  danger.  In  1897 
Altmann  patented  a  solution  of  Br  in  KBr  for 
sterilising  water,  using  40  parts  per  million  of 
Br  with  5  minutes'  contact,  and  removing  excess 

'  For  an  account  of  trials  at  Marseilles  of  ozone, 
chlorine,  and  ultra-violet  ravs,  see  Engineering,  Tan.  27tli 
and  Feb.  3rd,  1911. 
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by  aininonia.  The  solution  is,  however,  bull<y, 
.and  the  use  of  a.  potassium  salt  has  disadvan- 
(  ages.  Braithwaite  introduced  '  Bromidine,'  a 
dry  mixture  of  sodium  or  potassium  bromide 
and  bromate  with  sodium  bisulphate,  which 
with  moisture  liberates  bromine.  Schumberg 
recommended  free  bromine  in  thin  sealed  tubes 
for  the  same  purpose  (Zeitsch.  f.  Hyg.  1900,  53) 
in  the  proportion  of  CO  parts  per  million  with 
5  minutes'  contact,  removing  excess  by  thio- 
sulphate (Braithwaite advised 57 parts).  Schiider 
{ibid,  xxxvii.  306)  and  others  have  stated  that 
this  treatment  is  insufficient  to  sterilise,  and 
the  presence  of  residual  bromides  is  against  the 
process  {see  also  Parkes  and  Ridea],  Trans. 
Epidem.  Soc.  xx.  1901  :  Eraser,  Publ.  Health, 
Sept.  1902).  It  was  tried  in  the  Soudan  cam- 
paign of  1898.  The  writer  found  that  20  parts 
per  million  of  Br  sterilised  typhosus  (in  water) 
in  less  than  half  an  hour.  It  is  more  rapidly 
absorped  by  organic  matter  than  iodine. 

Iodine  owes  many  of  its  uses  to  its  germicidal 
action,  as  in  parasitic  diseases.  Grossich,  in 
1908  (Centr.  f.  Chirurg.  No.  4),  adopted  the 
tincture  as  a  cutaneous  disinfectant  before  opera- 
tions, the  surface  being  previously  cleansed  by 
a  1  p.c.  solution  of  iodine  in  benzene  (Bogden, 
ibid.  Jan.  15,  1910).  Instead  of  the  tincture, 
Chassevant  (Lancet,  March  26,  1910)  suggests 
the  solution  in  chloroform,  as  it  does  not,  like 
the  former,  cause  desquamation :  its  use  is 
specially  advised  prior  to  hypodermic  injections 
(sec  also  Brit.  Med.  J.  Eeb.  6,  1909,  and  Aug.  14, 
i910 ;  Lancet,  April  16,  1910).  During  the 
Sikkim  and  Thibet  expedition,  iodine  (in  some 
cases  as  tincture)  followed  by  sodium  sulphite, 
was  successfully  employed  for  sterilising  drinking 
water,  and  Nesfield  recommends  triple  tablets  of 
(A)  iodide  and  iodate,  (B)  citric  or  tartaric  acid, 
followed  after  2  minutes'  contact  by  (0) 
sodium  sulphite,  and  states  that  used  in  this  way 
3-8  to  5  pai-ts  per  million  of  free  iodine  sterilises 
the  organisms  of  typhoid,  cholera,  and  dysentery. 
The  writer,  in  1905,  confirmed  this  result  as 
regards  distilled  water  infected  with  20,000 
per  c.c.  of  B.  typhosus,  the  A  and  B  tablets  used 
gave  4-75  parts  of  iodine  per  million. 

Iodine  trichloride  was  introduced  by  Von 
Langenbach  for  sterilising  the  hands  and  instru- 
ments and  for  other  surgical  uses.  The  witer 
finds  that  50  parts  per  million  are  required  to 
kill  typhoid  (in  water)  in  30  minutes.  Iodine 
cyanide  is  said,  by  Robert,  to  be  universally 
destructive  to  lower  forms  of  life,  and  is  suggested 
for  preserving  biological  specimens. 

Organic  suhstiiution  compounds  of  chlorine, 
bromine,  and  iodine,  as  a  class,  inhibit  organisms, 
and  may  sometimes  kill  them.  .The  germi- 
cidal power  of  a  large  number  of  these  has  been 
determined  by  Bechhold  (Zeitsch.  Hyg.  Infect. 
1909,  Ixiv.  113)  :  he  finds  that  a  Br  atom  gives 
a  greater  power  than  a  sulphonic  group.  Chloro- 
form is  often  used  to  preserve  perishable  speci- 
mens and  infusions.  Earrel  and  Howies  (J.  Soc. 
Dyers,  1908,  24, 109)  state  that  CClj  kills  typhoid, 
and  that  pure  CHCI3  does  not  kill  it,  whilst  0-62p.  c. 
aqueous  CHCI3  kills  it  in  less  than  30  minutes. 

Iodoform  was  formerly  much  employed  in 
surgery,  and  a  large  number  of  other  iodine 
compounds  have  been  introduced  into  medical 
and  surgical  practice.  Many  of  them  are  non- 
irritant,  but  their  bactericidal  power  is  much 


inferior  to  that  of  dilute  solutions  of  the  element. 
Fumigation  of  sick  rooms  with  iodine,  some- 
times in  conjunction  with  other  disinfectants, 
by  burning  prepared  candles  or  lamps,  has  been 
tried,  but  apart  from  the  fact  that  the  method 
is  unsatisfactory,  no  chamber  can  be  disin- 
fected while  occupied. 

Fluorides,  like  boric  acid,  check  bacteria,  but 
do  not  kin  them.  As  food  preservatives,  they 
are  only  moderately  efficient,  and  are  not 
innocent  physiologically,  as  they  hiniler  pan- 
creatic digestion.  Sodium  sUicofluoride  ('  salu- 
fer')  and  borofluoride  (' pyricit ')  have  been 
tried.  Efiront  introduced  the  use  of  hydro- 
fluoric acid  and  its  acid  salts  for  checking  in- 
jurious fermentations,  and  J.  Brand  (Zeitsch.  f. 
Brauw.  1904,  xxvii.  115)  states  that  0-5  to  1  p.c. 
solution  of  acid  ammonium  fluoride  is  largely 
used  for  disinfecting  rubber  hose  in  breweries 
{see  also  Hehner,  Analyst,  1902,  173  ;  Richmond, 
Dep.  Comm.  on  Preservatives,  appendix  xxxii.  ; 
Thresh  and  Porter,  Preservatives,  1906,  87). 
Hydrofluosilicic  acid  is  the  active  constituent  of 
'  Montanin  '  (obtained  from  by-products  in  the 
pottery  industries),  and  'Keramyl '  (about  25  p.c. 
H,SiF,)  (J.  Soc.  Chem.  Ind.  1904,  34;  1909, 
904). 

Carbonic  acid  seems  to  have  a  certain 
amount  of  disinfectant  action,  since  '  aerated  ' 
beverages  have  been  shown  to  be  in  many  cases 
sterilised,  and  CO,  under  pressure  preserves 
food  (c/.  J.  Soc.  Chem.  Ind.  1907,  1290). 

Cyanogen  and  hydrocyanic  acid  are  more 
destructive  to  insects  than  to  lower  organisms. 
Fumigation  of  fruit  trees  with  HCN  is  ex- 
tensively practised  in  America,  and  is  con- 
sidered better  than  spraying.  For  greenhouses, 
zinc  capsules  contataing  sodium  cyanide  are 
made  :  they  are  placed  in  dilute  sulphuric  acid, 
and  while  the  zinc  dissolves  the  operator  has 
time  to  retire. 

Acids.  An  acid  medium  is  unfavourable  to 
the  growth  of  most  bacteria,  and  acids  generally 
possess  considerable  disinfectant  power.  Kita- 
sato  found  that  the  groAvth  of  B.  typhosus  in 
nutrient  broth  or  gelatine  was  entirely  pro- 
vented  by  the  following  percentages  of  different 
acids  :  0-08  H^SO^  ;  0-2  HCl  or  HNO3  ;  0-28 
SO  2  ;  0-3  to  0-4  phosphoric,  acetic,  carbolic, 
formic,  oxalic,  or  lactic  ;  0-476  tartaric,  citric, 
and  malic;  1-66  tannic;  and  2-7  boric.  The 
«Titer  has  sho\vn  that  in  infected  waters,  0-035 
p.c.  of  HaS04  kills  typhosus  in  30  minutes,  that 
in  terms  of  acidity  nitro-hydrochloric  was 
slightly  more  active,  and  that  with  tartaric  and 
citric  at  least  three  times  the  amount  of  acidity 
was  required  (Epidemiological  Society,  Jan. 
1901).  But  like  other  disinfectants,  the  activity 
of  dilute  acid  solutions  is  considerably  modified 
by  the  presence  of  added  matters  ;  for  instance, 
in  1  p.c.  peptone  broth,  8p.  cholerce  is  killed  by 
0-01  p.c.  hydrochloric  acid  in  half  an  hour,  but 
in  2  p.c.  peptone  broth,  0-04  p.c.  HCl  is  required. 

Paul,  Kronig,  and  Sawey  (Pharm.  J.  1900) 
conclude  that  the  germicidal  activity  of  acids 
generally,  depends  upon  the  degree  of  ionisation 
in  solution,  exceptions  being  HF,  HNO3  and  tri- 
chloracetic, whichexercisespecifictoxicinflijenccs. 
In  normalsolutions,thethrcc  latter  killed  anthrax 
spores  exposed  on  garnets  in  24  hours,  while 
H2SO4,  HCl,  HBr  and  HCIO3  were  less  active. 
Working  with  more  dilute  acid  solutions,  Winslow 
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and  Lochriilgc  (Mass.  Inst.  Tech.  1906)  have 
compared  the  eii'ect  on  B.  coli  and  typhosus  in  tap 
water  and  in  a  1  p.c.  peptone  water.  With 
upwards  of  10,000  organisms  per  c.c,  sterilisa- 
tion was  obtained  by  the  folio \\'ing  percentages  of 
each  acid  after  40  minutes'  contact  : — 

B.  typhosus  B.  coU 

Tap    1  p.c.  pep-  Tap    li).c. pep- 
water  tune  water  water  tone  water 
Hydrochloric  acid  0-018    0-174    0-045  0-368 
.Sulphuric         „    0-022    0-188    0-081  0-530 
Acetic  „      —       —      0-561  0-836 

Benzoic  „    0069    0-292    0-242  0-555 

In  agreement  with  tire  results  of  other 
workers,  larger  amounts  of  each  acid  arc  required 
to  disinfect  in  the  presence  of  peptone  ;  with  the 
organic  acids,  benzoic  and  acetic,  this  diminished 
activity  is  not  so  pronounced.  Winslow  and 
Lochridge  find  that  the  disinfectant  power  of 
tlie  acids  is  not  proportional  to  their  strength  in 
terms  of  normality,  but,  in  the  case  of  the 
mineral  acids,  hydrochloric  and  sulphuric,  to 
the  degree  of  ionisation  of  the  solution,  99  to 
100  i>.c.  reduction  of  B.  coli  or  Ufphosus  being 
efiected  with  either  acid  at  tlie  same  concentra- 
tion of  dissociated  hydrogen.  The  evidence 
tends  to  show  that  the  alteration  in  ionisation 
in  a  dilute  acid  solution  brought  about  by  the 
presence  of  otherwise  inert  substances  in  solu- 
tion, as,  for  example,  neutral  .salts  of  the  acid, 
accounts  for  the  variation  in  germicidal  activity. 
In  practical  disinfection,  the  subject  is  often 
renilered  still  more  complex  by  a  further  inter- 
ference— the  absorptive  effect  of  solids  in 
suspension.  Therefore  the  acidity,  as  found  by 
titration,  does  not  give  the  germicidal  value  of 
ail  acid  solution  unless  these  disturbing  factors 
are  considered. 

Metallic  derivatives.  Warm  alkaline  leys  are 
the  most  ancient  of  disinfectants  :  potassium 
and  sodium  hydroxides  are  sterilisers  in  the 
proportion  of  not  less  than  2  to  5  ii.c.,  their 
carbonates  in  5  to  10  p.c.  At  60°  a  contact  of 
5  minutes  ensures  the  tleath  of  most  organisms 
(Zeitsch.  f.  Hyg.  1903,  349),  hence  ordinary 
soaps  have  a  slight  disinfectant  value.  Strong 
brine  is  preservative,  but  not  disinfectant,  and 
the  practice,  formerly  frequent,  of  washing  out 
milk  cans  and  other  utensils  wth  it,  is  not  a  safe 
one.  Lode  shows  (Chem.  Zentr.  1902,  i.  1122) 
that  50  p.c.  salt  solution  does  not  kill  the  spores 
of  common  moulds. 

Lime,  as  quicldime,  is  fatal  to  bacteria  when 
it  comes  in  contact  with  them  in  an  almost  di-y 
condition,  and  has  been  much  used  where  there 
is  a  considerable  space  and  bulk  of  material  to 
be  dealt  with.  It  is  not  safe,  however,  to  trust 
entirely  to  the  old  method  of  burying  infected 
bodies  in  lime,  as,  on  disinterring,  the  live  spores 
may  again  be  diffused,  unless  a  long  period  has 
elapsed.  The  disinfecting  jDONver  of  milk  of  lime 
and  whitewash  has  been  much  overrated  ;  as  to 
milk  of  lime,  Liborius  stated  (Zeitsch.  f.  Hyg.  ii. 
25)  that  in  the  proportion  of  74  jjarts  per  miUion 
of  (JaO,  it  destroyed  tj'phoid  bacilli,  and  that 
246  parts  per  million  were  required  for  cholera 
organisms,  while  2  p.c.  of  dry  lime  was  needed 
for  cholera  discharges  ;  with  in  each  case  '  a  few 
hours' '  contact.  When  lime  is  added  to  sewage, 
a  groat  number  of  Ijacteria  are  carried  down,  but 
are  not  killed,  and  the  supernatant  liquid  is  not 
sterilised,    iiiinc    chloride,     '  Burnett's  fiuiif,' 


formerly  in  high  rejiute  as  a  disinfectant,  is  not 
reliable  in  its  efl'ect,  and  i-anks  below  copper 
sulphate  and  mercuric  chloride.  The  sulphate 
has  still  less  energy  (R.  W.  coefi.  0-09). 

Ahuninium  chloride,  '  chloralum,'  was  classed 
by  Miquel  between  zinc  chloride  and  copper 
sulphate.  Iron  salts,  especially  ferrous  sulphate, 
were  at  one  time  in  vogue  for  sanitation,  but  are 
ineffective. 

Permanganates  and  maiiganates  were  first  in- 
troduced as  Condy's  red  and  green  fluids.  Like 
oxidisers  generally,  they  are  largely  consumed 
by  otherwise  inert  matters  before  attacking 
organisms,  and  as  complete  disinfection  cannot 
be  ensured  unless  an  excess  of  reagent  remains, 
evidenced  by  a  pink  colour,  which  is  not  always 
easily  visible  owing  to  the  brown  oxide  of  man- 
ganese produced,  their  use  may  be  very  costly 
and  its  execution  frequently  imperfect.  Tho 
writer  carried  out  experiments  in  street-watering 
of  two  similar  areas  of  ordinary  soiled  asphalt 
roadway  :  («)  with  water  alone ;  (b)  with  per- 
manganate solution  1  in  5000  (six  times  the 
amount  then  customary),  and  examineil  the 
liquid  from  the  surface.  The  permanganate 
was  almost  immediately  decolourised.  Sample 
(/;)  was  nearly  inodorous,  on  keeping  became 
much  less  foul  than  (a),  and  the  reduction  in  the 
number  of  organisms  was  96  p.c,  but  the 
survivors  included  a  large  i^roportion  of  the 
dangerous  forms  (Rideal's  Sewage,  1906,  JIT). 
For  polluted  water,  Rosenau  recoiniiiends  adding 
permanganate  droj)  by  drop  till  the  pink  colour 
persists  for  24  hours.  '  Pinking  '  of  wells  was 
many  years  ago  adopted  by  Hankin  in  India  as 
a  precaution  agamst  cholera.  Permanganates, 
tised  in  various  ways,  are  still  being  patented, 
chiefly  for  water  purification. 

Chromic  acid,  although  a  powerful  oxidiser 
and  instantly  coagulating  albumen,  is  excluded 
by  its  cost  and  poisonous  and  corrosive  nature 
from  the  list  of  useful  disinfectants  or  of  pre- 
servatives. 

Arsenic,  like  cyanogen,  has  more  effect  on 
higher  than  on  lower  forms  of  life,  and  is  the 
basis  of  valuable  insecticides,  such  as  the  slieeii- 
dip  solutions  of  arsenious  oxide  or  sulpludo  in 
soda,  frequently  associated  with  tar  products 
and  nicotine.  8ee  Chemist  and  Druggist,  June  J 1, 
1904  ;  Rep.  Dept.  Comm.  B.  of  Agric,  leading  to 
the  Sheep-Dip  Act  of  1903  ;  and  Quibell,'  J. 
Soc.  Chem.  Ind.  1907,  1266.  The  copper  com- 
pounds, '  Paris  (jreen  '  (aceto-arsenite)  and 
others,  are  used  for  spraying  or  dusting  trees, 
combining  the  actions  of  arsenic  and  copper. 
Several  organic  arsenic  compounds  have  been  in- 
troduced as  medicinal  parasiticides  {sec  Lancet, 
Brit.  Med.  J.,  &c.,  1910  and  onwards). 

Some  metals  in  the  free  state  are  antagonistic 
to  germs.  Die  vert  states  (Compt.  reiul.  136, 
707)  that  agitation  with  granulated  zinc  kills 
B.  typhosus  antl  coli  in  a  few  hours,  and  Bacyer's 
method  of  treatmg  polluted  waters  with  zinc- 
dust,  charcoal,  and  lime  causes,  according  to 
Margdsches  (Leipz.  Monats.  TextUind.  1901.  vi.), 
practical  sterilisation.  Rankin  (Proe.  Roy.  Soc. 
1910,  B.  82.  78)  shows  that  clean  striiis'of  Al, 
Zn,  or  Cu,  in  air-free  water,  do  not  retluce  the 
number  of  co//,  whilst  when  air  is  biibbled  through 
there  is  a  great  reduction  after  1  hour.  Except 
with  Cu,  peroxide  of  hydrogen  was  produced,  but 
the  amounts  of  this  and  of  the  metal  dissolved 
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were  too  small  to  account  for  the  germicidal 
eliect,  which  is  ascribed  to  the  metal  and  oxygen 
together.  Metallic  iron  has  long  been  used  for 
purifying  water,  as  in  Anderson's  process  (J. 
Soc.  Arts,  Feb.  14,  1896)  :  in  this  case,  galvanic 
action  and  the  oxides  formed  come  largely  into 
play,  but  Frankland  proved  that  the  metal 
itself  was,  to  a  certain  extent,  bactericidal.  Old 
Hindoo  writings  direct  water  to  be  kept  in 
vessels  of  copper ;  among  modern  observers, 
Nageli,  Galeotti,  and  Israel  and  Klingman  hold 
that  there  is  formed  a  coUoidal  solution  which 
renders  the  water  toxic  to  many  algae  and 
bacteria.  In  1904  the  U.S.  Dept.  of  Agricxilture 
reported  that  1  sq.  cm.  of  bright  copper  per 
100  c.c.  of  water  was  sufficient  to  exterminate 
Uroglena  and  some  forms  of  Spirogyra,  and 
Kraemer  showed  that  the  same  treatment  de^ 
stroyed  colon  and  typhoid  bacilli  in  4  hours, 
whilst  colloidal  copper  was  quickly  fatal  to  these 
organisms.  For  household  purification,  he  com- 
mended the  use  of  strips  of  copper,  about 

sq.  inch  to  each  quart  (2  sq.  cm.  to  100  c.c), 
immersed  in  the  water  for  6  to  8  hours.  In  a 
similar  way,  Rideal  and  Baines  (J.  San.  Inst. 
1904,  594)  obtained  sterilisation  of  typhosus,  coli, 
and  S.py.  aureus  in  less  than  24  hours.  Bassett 
Smith  { j.  Prev.  Med.  July,  1904)  found  that  in 
a  bright  copper  vessel,  B.  typJiasus  was  still 
living  at  12  h'^urs,  but  was  dead  at  24,  and  that  of 
ordinary  water  organisms,  1020  per  c.c.  at  first, 
only  8  per  c.c.  (none  of  them  liquefying)  were 
left  after  24  hours.  He  concluded  that  clean 
iron  or  zinc  was  nearly  equal  to  copper  in  first 
effect,  but  soon  lost  the  power  by  oxidation. 

Copper  sails  have  a  distinctly  poisonous 
action  on  lower  organisms,  partly  from  their 
coagulating  albumen  and  combining  with  many 
of  the  constituents  of  the  tissues.  Kroncke 
considered  cuprous  chlori'le  to  be  the  most  active 
of  the  salts  :  he  treated  Elbe  water,  containing 
40  to  60  thousand  organisms  per  c.c,  with  50 
parts  per  million  of  CujCl.,  and  20  parts  of 
ferrous  sulphate,  allowed  6  hours'  contact,  then 
agitated  with  10  parts  of  lime.  After  settling 
and  filtration  through  sand,  the  water  wa.'j 
sterilised,  clear,  and  colourless,  and  free  from 
iron  and  copper.  Schumberg  (Chem.  Zentr. 
1900,  ii.  203)  corroborated  the  sterility  at  the 
end  of  6  hours.  The  efficiency  of  soluble  cupric 
salts  is  generally  dependent  on  their  percentasre 
of  copper  (Green,  Zeitsch.  f.  Hyg.  1893,  495'; 
Rideal  and  Baines,  I.e.),  but  the  su  phate  is 
commonly  used  as  most  convenient.  For  dis- 
infecting sewage  effluents  (and  inferentially  for 
reservoirs),  American  investigations  conclude 
that  copper  sulphate  '  is  not  so  efficient  as 
chlorine  compouods,  is  more  seriously  affected 
by  carbonates,  and  is  much  more  expensive ' 
(U.S.  Geol.  Survey,  Water  Supply  Paper  229, 
1909,  32;  also  see  Bull.  U.S.  Dept.  of  Agric. 
No.  100,  1906). 

Disinfection  of  excreta  and  morbid  products, 
even  with  considerable  quantities  of  copper 
salts  {e.g.  5  to  10  p.c  of  the  sulphate),  is  not 
reliable.  For  killing  agricultural  parasites, 
their  use  is  well  known,  including  that  of  the 
sulphate  for  soaking  seeds  and  against  potato 
blight,  also  verdigris  (acetate),  '  Paris  green  ' 
(arsenite),  copper-lime-sugar  and  copper-soap 
washes  for  trees,  and  '  Bordeaux  mixture ' 
(copper  sulphate  and  lime).    The  last  named 


was  introduced  for  vines,  but  has  been  smce 
extended  to  other  crops.  In  reference  to  the 
general  practice  of  employing  the  metallic 
compound  in  the  precipitated  or  solid  form, 
instead  of  in  solution,  the  main  points  stated 
are  (1)  that,  in  the  former  way,  it  is  not  liable  to 
injure  the  plant  or  contaminate  its  tissues  ;  (2) 
that  the  copper  should  remain  as  an  external 
coatuig,  because  the  spores  germinate  on  the 
surface ;  (3)  that  uncertainty  of  composition 
and  inequality  of  application  are  overcome  by 
certain  precautions  and  definite  prescriptions. 
See  British  Board  of  Agriculture  leaflets  23  and 
225  :  the  latter  (May,  1909)  gives  a  method  of 
preparing  and  using  Bordeaux  mixture  :  '  for  a 
3  p.c.  solution,  3  lb.  copper  sulphate  and  2  lb. 
freshly  burnt  quicklime  to  10  gallons  of  water.' 
See  also  J.  Soc  Chem.  Ind.  189G.  332  :  1907, 
1291 ;  Compt.  rend.  1911, 152,  532.  Chuard  [ibid. 
1910,  150,  839),  estimating  that  12,000  tons  of 
copper  are  thus  consumed  annually  in  France, 
expresses  anxiety  as  to  the  result  of  its  accumu- 
lation in  the  surface  soil,  and  with  a  view  to  re- 
ducing the  quantity  states  that  a  half  p.c  aqueous 
mixture  of  the  oxychloride  is  as  adhesive  and 
effective  as  the  usual  2  p.c.  paste  of  the  sulphate. 
Cupric  sulphate  impregnation  for  preserving 
or  '  kyanising  '  timber  has  been  superseded  by 
creosote  oils,  since  the  former  washed  out  of  the 
wood.  '  Microsol,'  sold  as  a  soluble  disinfectant 
for  stables  and  drains,  contained  75  p.c.  of  copper 
sulphate  with  sulphocarbolate  and  some  free 
sulphur  dioxide. 

Mercury. — Mercuric  chloride,  '  corrosive  sub- 
limate,' has  long  been  recognised  as  one  of  the 
most  powerful  of  disinfectants,  and  a  1  per 
1000  solution  was  the  earliest  standard  for 
comparisons.  Apart  from  cost,  points  limiting 
its  utility  to  special  purposes  are :  ( 1 )  the  poison- 
ous effect  on  higher  animals  and  plants  ;  (2)  its 
precipitation  by  so  large  a  number  of  sub- 
stances, such  as  hard  water,  alkalis,  and 
numerous  salts,  metals,  sulphides,  and  many 
organic  bodies,  causing  its  action  to  be  liable  to 
great  variations  and  inconveniences.  It  will 
often  form  a  pellicle  over  organisms  without 
killing  them,  and  it  is  inapplicable  to  the  dis- 
infection of  sputum,  excreta,  and  the  like,  from 
its  producing  a  coagulum  which  prevents  further 
penetration.  Sodium  or  ammonium  chloride  is 
sometimes  added  to  increase  the  stability  of  the 
aqueous  solution,  but  considerably  diminishes 
the  germicidal  power.  The  Local  Government 
Board  recommended  for  disinfecting  purposes  : 
HgCl.j  ^  oz.,  HCl  I  fluid  oz.,  aniline  blue  5  grs. 
(a  colouring  for  safetv),  water  3  gallons  (1  in 
962). 

Kronig  and  Paul  in  1897  showed  that 
mercury  salts  followed  a  general  rule  that  the 
germicidal  power  depends  on  the  metallic  ion, 
and  is  in  proportion  to  the  degree  of  ionisation, 
so  that  a  1  in  500  solution  of  HgCla  is  much  less 
than  twice  as  active  as  1  in  1000  :  moreover,  the 
chloride  is  more  active  (in  equivalent  solutions) 
than  the  bromide,  and  4  times  more  active  than 
the  cyanide,  which  is  almost  non-ionised.  Solu- 
tions of  the  oxycyanide  are  used  in  surgery,  arc 
distinctly  alkaline,  and  only  slightly  precipitate 
albumen  ;  a  strength  of  1  in  1500  is  antiseptic, 
does  not  readily  attack  instruments,  and  is  not 
irritant.  Mercuric  iodide,  dissolved  in  potassium 
iodide,  is  a  powerful  disinfectant,  and  is  made 


DISINFECTANTS. 


255 


up  as  'iodic  hydrarg.'  It  is  less  affected  by 
albuminoids  and  less  irritant  than  the  chloride, 
and  is  incorporated  in  a  disinfectant  soap. 
Mercury-zinc  cyanide,  '  Lister's  antiseptic,'  has 
the  disadvantage  of  being  of  variable  composi- 
tion. A  great  number  of  organic  mercurial 
compounds,  introduced  into  medicine  and 
surgery,  trace  their  main  effect  to  an  antiseptic 
or  germicidal  action.  '  Sublamin,'  mercuric- 
ethylenediamine  sulphate  (43  p.c.  Hg),  is  easUy 
soluble  in  water,  is  much  less  irritant  than 
mercuric  chloride,  does  not  coagulate  albuminous 
solutions  nor  precipitate  soap,  and  is  a  valuable 
liand-disinfectant.'  '  Protectyl '  contains  about 
96  p.c.  water,  1  p.c.  salicylic  acid,  0-2  p.c. 
mercury,  and  about  3  p.c.  gelatin. 

Silver  nitrate  stands  next  to  mercuric  chloride 
in  germicidal  power,  and  has  simOar  limitations 
in  its  use,  with  the  additional  one  of  being 
])recipitated  by  chlorides.  The  writer  found 
that  1  in  1000  killed  B.  coli  and  ;S'.  py.  aureus 
in  24  hours,  but  a  small  quantity  of  cliloride  or 
organic  matter  prevented  the  eff'ect.  Among 
other  silver  salts  are  the  citrate,  '  Itrol,'  recom- 
mended as  a  non-irritant  antiseptic  dusting  for 
wounds  (Pharm.  Zentr.  38,  460) ;  '  Actol,'  the 
lactate,  for  antiseptic  injections  ;  '  Tachiol  ' 
silver  fluoride,  easily  soluble,  and  a  powerful 
non-toxic  bactericide  specially  useful  for  the 
urinary  tract  (1  in  1000  to  1  in  5000).  Chiefly 
with  the  obiect  of  avoiding  irritant  action, 
incompatibility  with  chlorides,  and  coagula- 
tion of  albuminoids,  a  large  number  of  organic 
prejiarations  of  silver  have  been  introduced,  such 
as  '  argentamine  '  (eth  ylenediamine-silver-phos- 
phate),  and  the  proteid  compounds  '  argonine ' 
(casein),  'argyrol'  (gluten),  '  largin  '  (albumen), 
and '  protargol '  (protein).  A  report  to  the  British 
Med.  Assoc.  in  1906  gives  the  time  in  minutes 
required  to  kill  <S.  py.  aureus  by  the  prepara- 
tions used  as  :  silver  nitrate  (^  to  2  p.c),  2  to  5  ; 
protargol  (2  to  4  p.c),  3  to  5  ;  largin  (10  p.c), 
2  to  5  ;  argonine  (5  p.c),  3  to  6  ;  whilst argjTol 
and  '  collargol '  (colloidal  silver,  J.  Soc.  Ghem. 
Ind.  1903,  315)  had  very  little  bactericidal  power 
(Lancet,  1907,  i.  675).  Many  of  these  are 
destructive  to  gonococci  and  to  ophthalmic 
disease  organisms. 

Osmic  acid  was  found  by  Koch  and  Klein  to 
l)e  powerfully  bactericidal :  it  is  very  poisonous 
and  a  strong  oxidiser.  The  former  stated  that 
an  extremely  dilute  solution  of  potassium 
auricyanide,  I  part  Au(CN)3  in  2  millions, 
checked  the  gro^vth  of  B.  tuberculosis. 

Chick  and  Martin  (J.  of  Hyg.  1908,  634) 
observe  that  for  spores,  metallic  salts  rank 
highest  as  germicides  ;  with  mercuric  chloride, 
the  reduction  of  efficiency  caused  by  blood 
serum  is  much  greater  than  with  phenol. 

Compounds  related  to  the  alcohols.  It  has 
long  been  known  that  '  wood  sf>irit,'  crude 
methyl  alcohol,  in  a  dilution  as  low  as  about 
5  p.c,  can  kiU  insects  and  most  micro-organisms, 
and  preserve  perishable  organic  materials  owing 
i  o  the  tar  products  that  it  naturally  contains. 
'L'hc  alcohols,  by  themselves,  are  only  efficient 
in  a  very  much  higher  strength  by  coagulating 
albumen  and  (when  absolute)  by  withdrawmg 
water.     Wirgin  (Zeitsch.  Hyg.  i904,  46,  149) 

'  Schrauth  assigns  a  high  disinfecting  value  to  the 
sodium  salt  of  hydroxymereiu'v-benzoic  acid  (.J.  Soc. 
Chem.  Ind.  1910,  1328;  1911,  38:i). 


has  tested  methyl,  ethyl,  butyl,  and  amj  1  alcohols 
with  anthrax  spores,  and  S.  py.  aureus,  ard 
concludes  that  the  disinfecting  po'W'er  is  low, 
that  it  increases  with  the  molecular  weight,  and 
that  there  is  scarcely  any  action  on  dry  spores. 
It  has  been  suggested  to  add  alcohol  vapour  in 
steam  dismfection,  but  Seige  (Chem.  Zentr.  1 902, 
1,  130)  finds  no  advantage.  Hand-disinfec- 
tion with  alcohol  is  not  reliable  (Goenner; 
Harrington,  Boston  M.  J.  May  21,  1903),  al- 
though Hansen  found  that  epidermal  bacteria, 
especially  in  suppurating  eczema,  are,  when 
moist,  destroyed  in  one  mmute  by  absolute,  and 
in  most  cases  by  50-00  p.c.  alcohol  (Centr.  Bakt. 
1907,  466).  Glycerol  in  strong  solutions  (25  p.c. 
and  upwards),  is  antiseptic,  but  in  weaker  ones 
it  rather  promotes  the  growth  of  bacteria.  Allyl 
isothiocyanate,  mustard  oil,  has  figured  in  a 
number  of  patents,  and  is  capable  of  killing  many 
organisms,  but  not  economically. 

Formaldehyde  is  found  in  commerce  as  the 
40  p.c.  solution  '  formalin  '  or  '  formol '  ;  it  is 
antisei^tic  and  germicidal,  and  is  official  in  the 
German,  Austrian,  Belgian,  United  States,  and 
Japanese  j)harmaco2ioeias.  Formalin,  diluted 
10  times,  is  used  for  embalming  and  for  pre- 
serving bodies  for  dissection  and  museum 
sj)ecimens,  but  for  antisepsis  generaU}',  a  much 
weaker  solution  is  efficient.  The  Board  of 
Agriculture  state  in  their  Journal  of  Dec.  1906, 
that  from  2  years'  experiments  at  Kew,  they 
have  found  that  fruit  of  all  kinds  immersed  for 
10  minutes  in  a  solution  of  3  pints  formalin  to 
10  gallons  water  (  =  li  p.c  CH.^O),  then  allowed 
to  drain  and  dry,  keeps  10  to  21  days  longer  than 
when  untreated  ;  and  that  one  lot  of  liquid  can 
be  used  for  a  number  of  batches.  The  wi-iter 
and  Dr.  Foulerton  have  proved  that  1  in  50,000 
of  formaldehyde  (  =  1  in  20,000  of  formalin) 
suffices  to  keep  milk  svifeet  for  24  hours,  even  in 
warm  weather,  without  injury  to  health  (Pub. 
Health,  May,  1899  ;  Lancet,  1899,  1427,  1571). 
Apparently  because  experiments  with  larger 
doses  showed  effects  on  nutrition,  the  British 
Dept.  Committee  on  Preservatives,  in  1901,  re- 
commended '  that  the  use  of  formaldehj'de  or 
formalin  or  prejaarations  thereof  in  foods  or 
drinks  be  absolutely  prohibited.'  And  yet  its 
agency  in  the  preservation  of  food  is  as  ancient 
as  that  of  salt.  The  disinfectant  and  preserva- 
tive power  of  wood-smoke  is  in  part  due  to 
formaldehyde,  which  is  present  on  the  surface  of 
smoked  provisions,'  and  was  found  by  Trillat 
in  amounts  varying  from  iorrjijy  to  ii,,Tn(po  of 
the  weight  of  the  substance  consumed,  in  the 
smoke  of  carbonaceous  combustibles,  especially 
wood  and  cellulose.  In  tobacco  smoke,  he  found 
0-05  to  0-12  p.c,  and  in  soot  from  house  chim- 
neys, 0-28  to  0-35  j>.c.  as  paraformaldehyde. 
Typhoid  and  cholera  organisms  wore  killed  by 
products  from  the  combustion  of  2  grams  of 
sugar  passed  into  a  12  litre  vessel,  and  by 
burning  4  kilos,  of  sugar  in  a  room  of  100  cub. 
metres  '  even  very  resistant  organisms  were  de- 
stroyed.' (Rouguier  has  made  this  the  basis  of 
Fr.  Pat.  360476,  1905.)  With  straw,  the  best 
results  were  obtained  by  burning  it  in  a  heap  of 
alternate  dry  and  wet  layers  :  using  18  kilos,  of 

'  Perrier  finds  ruluij  to  litrii'iwri  in  bacon,  liam, 
sausages,  and  herrings;  remarks  that  a  strict  regulation 
against  formaldehyde  would  forbid  these  foods  ;  and  con- 
tends that  a  limit  should  be  fixed  instead  of  prohibition. 
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straw  ill  a  room  of  140  cub.  metres  (4944:  cub. 
feet),  B.  ccli  and  diphthcrice  were  destroyed  after 
coutact  with  the  smoke  for  12  hours ;  the  room 
temperature  rose  to  35°,  and  up  to  2  grams  of 
formaldehyde  were  generated  per  kUo.  of  straw 
(Compt.  rend.  138,  1613  ;  139,  742  ;  140,  797  ; 
141,  215;  150,  339).  This  explains  some  old 
methods  of  disinfection,  ^^'hich  TriUat  stUl 
recommends  for  emergencies,  but  admits  they 
are  inferior  to  the  use  of  pure  formaldehyde  in 
solution  or  vapour. 

H.  Will  {Zeitsch.  Brauw.  1905,  28,  330,  347) 
gives  formalin  a  very  liigh  place  among  brewery 
disinfectants.  He  notices,  like  other  observers 
(Kinzel ;  Slater  and  Rideal,  Lancet,  April  21, 
1894),  that  it  is  more  powerful  against  bacteria 
than  against  yeasts  and  mould  fungi.  Limits 
recorded  as  preventmg  development  are : 
sarcinaj  and  bacteria,  0-003  to  0-031  p.c.  ; 
veasts,  0-007  to  0-062  p.c.  ;  moulds,  0-031  to 
b-125  p.c. 

Advantages  in  formaldehyde  disinfection  are  : 
(1)  that  it  can  be  casilj'  applied  m  the  state  of 
gas  or  vapour  for  fumigation  ;  in  the  liquid  con- 
dition as  spray,  wash,  dipping,  or  in  higher 
dilutions  as  an  antiseptic,  or  in  the  solid  form 
as  its  polj'mers,  compounds,  or  mixtures  ;  (2) 
that  unlike  mercuric  chloride  and  many  other 
agents,  it  is  not  thrown  out  of  action  by  albu- 
minous matter  or  by  most  chemicals  ;  (3)  that 
it  is  effective  in  strengths  which  are  not  irritant 
or  poisonous,  and  do  not  injure  fabi-ios  or  metals. 
At  quarantine  stations,  large  quantities  of  bulbs, 
roots,  nuts,  fruits,  &c.,  coming  from  plague  or 
cholera -infected  regions  are  disinfected  by 
immersion  in  a  6  p.c.  solution  of  formalin,  which 
does  not  injure  the  food  value  and  much  retards 
decay.  In  the  Linley  process,  meat  is  treated 
with  formaldehyde  vapour,  '  1  oz.  formalin  per 
cub.  foot  of  space  in  the  chamber,'  the  gas  after 
a  time  removed  by  a  fan,  and  the  meat  frozen 
for  shipment.  A  report  to  the  Local  Government 
Board,  in  1909,  by  Buchanan  and  Schrj'ver,  on 
Formaldehyde  Preservation  of  Meats  (Food 
Report,  No.  9),  states  that  the  gas  commonly 
penetrates  for  about  20  mm.  under  a  thin  layer 
of  connective  tissue,  that  the  amount  absorbed 
often  reaches  1  in  3500,  that  it  is  reduced  or 
removed  by  boiling  or  roasting,  but  that  grilling 
seems  to  make  it  penetrate  further. 

In  surgery,  formaldehyde  and  its  prepara- 
tions have  been  of  wide  service.  Salter  (Guy's 
Hosj).  Gaz.  Oct.  1896)  states  that  it  rapidly  kills 
the  fungus  of  ringworm.  As  pigment  and  spray 
(1  or  2  p.c.  formaUn),  it  has  been  successful  in 
diphtheria  :  in  such  strength,  it  quickly  kUls 
other  non-sporing  organisms,  including,  accord- 
ing to  E.  Blake,  the  'staphylococcus  of  eczema.' 
In  most  cases,  i-  p.c.  solution  is  sufficient. 
'  Lysoform  '  i  s  a  liquid  potash  soap  containing 
formaldehyde,  suitable  for  operations  and  for 
instrument  and  hand  disinfection.  The  alkali 
jwomotes  the  effect  and  penetration  ;  Geronzi 
found  that  the  addition  of  5  p.c.  of  sodium 
carbonate  to  the  5  p.c.  formalin  which  he  success- 
fully used  for  obstinate  ear  disease  increased  the 
tolerance  and  enhanced  the  germicidal  power 
(Arch.  Ital.  di  Otologia,  1903). 

Formaldehyde  antiseptic  powders  for  dressing 
are:  'Amyloform'  (starch);  '  Proteol '  (casein); 
'  Steriform  '  and  '  Sterisol '  (lactose) ;  '  Glutei ' 
(gelatin).     These,    especially    the  last,  when 


moistened  as  in  a  wound,  slowly  regenerate 
formaldehyde.  Formalised  gelatine  is  now 
largely  used  with  success  instead  of  surgical 
collodions.  Formamint  tablets,  '  for  infectious 
diseases  and  as  a  prophylactic,'  are  said  to 
contain  OOl  gram  of  CHjO  in  each,  combined 
with  milk  sugar  (Eng.  Pat.  2672,  1906  ;  Pliarm. 
J.  1907,  ii.  838).  M.  Jones  states  that  with 
B.  diphtherim  the  R.  W.  coefficient  is  only  O'Ol 
as  against  0-30  for  cyllin  pastries. 

Paraform,  paraformaldehyde,  trioxymethy- 
lene,  or  '  triformal,'  is  a  solid  laolymer,  only 
slightly  soluble  in  cold  water,  and  dissociated 
into  CHjO  gas  on  heating.  It  was  introduced 
as  an  internal  antiseptic  and  for  disinfecting 
instruments,  and  said  to  be  as  active  as  /3-naph- 
thol,  but  its  chief  use  is  for  evolving  formalde- 
hyde either  alone  or  in  mixture,  for  which  a  large 
number  of  methods  have  been  proposed,  many 
of  them  patented.  Mixtures  with  Na,  Ba,  or 
Sr  peroxide,  ^hen  brought  into  contact  witli 
^^'ater,  yield  formaldehyde  and  hydrogen  jjerox- 
ide  :  it  is  stated  that '  Autan  '  contains  1  part  of 
paraform  to  2  of  BaOj  (Lancet,  1908,  i.  139), 
and  that  50  grams  mixed  with  water  kills  all 
organisms  in  a  cubic  metre  of  air  bubbled  through 
it  (Fr.  Pat.  366605,  1906). 

Boom  disinffxtion  with  formaldcfiyde  cannot 
be  economically  effected  by  simply  evajiorating 
the  solution  ;  under  ordinary  circumstances,  imly 
a  portion  of  the  substance  is  volatilised,  tlic 
remainder  polymerising  and  remaining  behind 
as  a  solid,  while  reliable  disinfection  requires  a 
definite  large  volume  of  gas  to  be  produced  in  a 
short  time.  For  this  object,  very  numerous 
methods  and  aj^paratus  have  been  devised, 
which  may  be  grouped  as  follows  : — 

A.  Direct  jiroduction  of  CHoO  gas,  by  passing 
methyl  alcohol  vapour  and  air  over  hot  surfaces 
of  platinum  (Hofmann)  or  partly  oxidised 
copper  (Loew).  The  various  lamps  on  this 
principle  ha  ve  had  the  faults,  among  others,  that 
the  oxidation  is  incomplete  and  inconstant. 
Kenwood,  however,  found  in  trials  with  a  lamp 
using  platinised  asbestos,  that  sufficient  form- 
aldehyde can  be  generated  from  1^  litres  of 
methyl  alcohol  to  disinfect  a  room  of  2000 
cub.  feet. 

B.  Heating  the  solution  (formalin)  under 
pressure.  Trillat  observed  that  this  almost 
entirely  prevented  polymerisation,  especially  if 
a  neutral  mineral  salt,  such  as  calcium  cldoride, 
was  added  to  raise  the  boiling-point.  In  his 
autoclave,  he  uses  '  formochloral '  (formalin  with 
10  p.c.  of  CaClj)  in  the  proportion  of  about  1  lb. 
to  1500  cub.  feet.  When  the  pressure  has  reached 
35-40  lbs.  (135°-140°),  the  gas  is  injected  into 
the  closed  room  through  a  copper  jet  passing 
through  the  key-hole,  at  such  a  rate  that  the 
pressure  is  maintained.  By  this  method, 
Kenwood  obtained  sterilisation  of  diplitheria 
swabs,  and  the  wTiter  with  Various  articles  in- 
fected Avith  B.  typhosus,  diphtherim,  coli,  S. 
py.  aureus,  and  anthrax  spores,  found  that  in 
24  hours  all  were  sterilised,  whilst  fabrics,  fur- 
niture, metals,  and  leather  were  not  injuretl. 
With  the  Thursfield  disinfector,  evolving  steam 
and  formaldehyde  vapour,  the  writer  found  thfvt, 
per  cubic  metre  of  room  .space,  7i  c.c.  of  formalin 
vapourised  not  less  than  30  c.c.  of  water 
was  sufficient  for  killing  anthrax  spores  in  6 
hours,  but  the  disinfectant  had  little  penetrating 
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power,  especially  through  wet  material  (J.  R. 
San.  Inst.  1903,  508). 

C.  rormalin,  mixed  with  glycerol,  is  distilled 
at  nearly  the  ordinary  pressure,  as  in  the 
Trenner-Lee,  Lentz,  and  Lingner  apparatus. 
The  latter,  according  to  the  Russian  National 
Health  Societj^'s  Journ.  1900,  was  mainly  in- 
strumental in  extinguishing  the  plague  at 
Astrachan,  in  1899.  Klein  (report  of  1902),  by 
3  hours'  exposure  in  a  sealed  room  with  the 
Lingner  generator,  sterilised  anthrax  spores  and 
tubercular  sputum.  Houston  and  Newman 
also  report  favourably  (Practitioner,  Sept. 
1902). 

An  important  point  to  notice  is  that  in 
method  (B),  the  CHjO  is  chiefly  liberated  at  the 
beginning  of  the  operation,  in  (C)  at  the  end, 
mixed  in  the  latter  case  with  steam  and  glycerol 
spray,  which  deposits  as  a  film  on  the  surfaces, 
and  assists  in  the  penetration  and  disinfectant 
action. 

D.  Formaldehyde  and  acetone  are  used  in  a 
complicated  process  of  Fournier's,  in  which 
ammonia  is  also  introduced  (Eng.  Pat.  10348  of 
1908  :  he  has  a  number  of  other  aUied  patents). 

E.  Combined  disinfection  with  SOj  and 
formaldehyde  has  often  been  proposed,  since 
both  have  a  reducing  action  and  therefore 
should  not  interfere  with  one  another.  Guasco 
and  Jerome  assert  that  it  is  more  effectual  than 
either  substance  alone,  and  their  French  patent, 
379998  of  1906,  claims  admixture  with  '  sul- 
jjhurous  gases  '  as  preventing  polymerisation. 

F.  Evolution  by  mixing  with  other  chemicals. 
Dehydrating  agents  disengage  very  little  CHjO 
gas  from  formalin,  since  most  of  it  polymerises. 
With  quicklime,  the  vsriter  has  only  obtained 
8  p.c.  of  the  theoretical  yield  (c/.  Eng.  Pat.  8259, 
1899;  Fr.  Pat.  323041,  1902;  and  U.S.  Pat. 
7904G8,  1905).  Carteret  observes  (Compt.  rend. 
1908,  146,  819)  that  1  part  formaldehyde  and  2 
parts  bleaching  powder  added  to  3  parts  water 
evolve  70  p.c.  of  the  theoretical  yield  of  CHjO 
and  no  CI,  whUe  the  heat  gradually  rises  to  108° 
(D.  R.  P.  217944  of  1908).  Potassium  per- 
manganate behaves  similarly,  generating  great 
heat,  with  a  variable  loss  of  substance  by 
oxidation  :  U.S.  Pat.  885223  relates  to  a 
mixture  of  this  kind.  The  action  of  peroxides 
has  been  already  mentioned. 

G.  The  simplest  process  is  heating  paraform 
by  a  small  flame  (avoiding  ignition),  when -it 
melts  and  is  resolved  into  CH3O.  The  '  Al- 
formant,'  or  Schermg  lamp,  uses  1-gram  tablets 
placed  in  a  perforated  cup,  and  it  is  directed  to 
use  10  tablets  per  1000  cub.  feet  with  6  hours' 
exposure.  The  writer  found  that  this  quantity 
killed  B.  coli,  typhosus,  dipMherim,  and  iSI.  py. 
aureus  in  20-24  hours,  and  that  double  the 
quantity  in  the  same  time  killed  moist,  but  not 
always  dry  anthrax  spores.  He  recommended 
spraying  with  \  p.c.  solution  of  formalin 
before  using  the  lamp,  as  the  gas  is  evolved  with 
insufficient  moisture.  The  latter  defect  is 
remedied  in  the  '  hydroformant '  lamp,  in  which 
12  ozs.  of  water  in  an  annular  vessel  is  simul- 
taneously evaporated.  Rosenau  considers  this 
method  of  generating  CHjO  useful  for  the 
disinfection  of  closets  and  small  enclosures  of 
less  than  100  cub.  feet,  with  not  less  than  12  and 
preferably  24  hours'  exposure,  and  not  less  than 
2  ozs.  of  paraform  per  1000  0.  feet  (about  2  grams 
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per  cub.  metre).  Klein,  Houston,  and  Gordon's 
report  to  the  London  County  Council,  in  1902, 
records  that  with  23  grams  of  paraform  per 
1000  c.  feet,  B.  typhosus,  dipJUherice,  pyocyaneus, 
and  S.  py.  aureus  were  kilL-d  in  5  hours,  but 
not  anthrax  spores  nor  (with  certainty)  tuber- 
culosis in  sputum.  It  will  be  noticed  that  the 
time  is  not  even  that  given  in  the  directions 
issued  with  the  lamp,  and  the  humidity  and 
temperature  of  the  room  are  not  stated.  Allan, 
Newman,  and  CVibb  had  previously  obtained 
generally  satisfactory  results  with  10  grams 
paraform  per  1000  cub.  feet,  under  moist  con- 
ditions (Brit.  Med.  J.  Aug.  13,  1898).  Ken- 
wood's experiments  pointed  to  an  average  of 
25  grams  per  1000  cub.  feet  being  necessary. 
Werner  and  Bonholf  (Berl.  KJin.  Woch.  1904) 
find  that  tubercular  sputum  is  certainly  dis- 
infected by  5  grams  per  cub.  metre  (141  grams 
per  1000  cub.  feet)  acting  for  7  hours,  which  is 
double  the  quantity  Flugge  first  recommended. 
In  Breslau  a  large  number  of  formaldehyde 
disinfections  are  carried  out  for  scarlet  fever  and 
measles,  and  the  disease  has  in  no  case  recurred 
in  the  same  room. 

Method  (G),  as  the  WTiter  stated  in  1897, 
should  always  be  a  double  one:  (1)  spraying 
lightly  and  evenly  with  a  ^  p.c.  solution  of 
lormaldeh3'de  (2  ozs.  formalin  per  gallon),  this 
strength  being  sufiicient,  and  not  needing  special 
precautions  of  masking  or  gloves  ;  (2)  fumi- 
gating with  10  to  20  grams  paraform  per  1000 
cub.  feet  and  24  hours'  contact.  "With  larger 
rooms  than  usual,  it  is  better  to  use  two  or  more 
lamps  than  to  put  an  extra  number  of  tablets 
into  one  lamp. 

Spraying  u-ith  the  solution  should,  in  fact,  be 
the  invariable  practice  except  with  the  large 
CH2O  generators,  which  are  capable  of  fiilling  the 
room  also  with  steam  and  spray.  When  spray- 
ing is  used  alone,  there  is  a  danger  of  not  pene- 
trating into  crevices,  and  the  solution  must  be 
of  higher  strength  ;  Dr.  Mackenzie's  extensive 
experience  in  the  disinfection  of  houses  and 
hospital  wards,  proved  that  1  p.c.  CH2O  (4  ozs. 
formalin  per  gallon)  is  attended  mth  success  :  he 
adds  5  ozs.  glycerol  per  gallon  of  formalin  to 
prevent  too-rapid  drying.  Thi-esh  and  Sowden 
in  3  to  4  hours  sterilised  diphtheria,  typliosus, 
cholera,  pyog.  aureus,  and  2'f'^digiosus  with 
\  p.c.  CHjO,  but  pyocyaneus  (on  whitewash) 
only  with  2  p.c. ;  they,  therefore,  recommend 
the  latter  strength. 

Where  the  space  has  to  be  occupied  soon 
afterwards,  any  residual  formaldehyde  can  be 
neutralised  by  volatilising  ammonia,  which 
forms  the  inodorous  solid  hexamethylenete- 
tramine  CjHj2N4.  This  substance  retains  some 
antibacterial  properties :  under  the  name  of 
Urotropine,  it  is  a  serviceable  antiseptic  in  cystic 
affections,  and  is  administered  to  typhoid  con- 
valescents to  destroy  the  bacilli  of  the  disease, 
which,  for  a  long  period,  continue  to  be  dis- 
charged in  the  urine.  As  an  alternative,  since 
the  drug  may  act  unfavourably  on  the  patient, 
or  as  an  additional  precaution,  the  urine  can  be 
sterilised  externally  \vith  1  in  1000  of  sulphuric 
acid.  Urotropine  is  the  basis  of  a  large  number 
of  antisejitic  preparations,  such  as  '  Helmitol  ' 
(Chem.  Zeit.  1901,  25,  1045  ;  Z.  Klin.  Med.  38, 
4,  5,  6). 

Disinfection  of  excreta  is  attained  by  mixing 
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with  3  to  5  p.c.  of  formalin  and  keeping  in  a  ^ 
closed  vessel  for  at  least  an  hour.    Rosenau  ; 
states  that  faeces  are  rendered  sterile  at  the  end  i 
of  10  minutes  by  an  equal  volume  of  a  4  p.c.  i 
solution  of  formalin.    Houston  prescribes  1  to 
2  pints  (according  to  bulk)  of  5  p.c.  formalin, 
acting  for  at  least  an  hour  (Practitioner,  Sept. 
1902). 

Formaldehyde,  as  an  insecticide,  is  much 
inferior  to  SOj,  although  Brough  (J.  Mass.  B.  of 
H.  March,  1898,  51 )  observed,  in  his  disinfections 
With  the  former  gas,  that  all  the  flies  were  in- 
variably killed,  and  generaUj'  the  bed-bugs.  It 
is  an  excellent  deodorant. 

No  acidity  is  produced  by  continuous 
spraying  or  distillation  of  formaldehyde,  there- 
fore it  is  not  readily  converted  into  formic  acid 
in  this  way. 

Formic  acid. — We  have  discussed  the  germi- 
cidal action  of  acids  generally  in  an  earlier 
section  of  this  article.  Formic  acid  has  this 
power  to  a  considerable  extent,  and  is  a  strong 
antiseptic.  Kitasato's  results,  as  summarised 
by  Horrocks,  gave  acetic  acid  a  slightly  higher 
activity  in  nutrient  media,  stating  that  with 
B.  typhosus  the  amounts  p.c.  in  cases  of  (1) 
gro\vth,  (2)  growth  restrained,  (3)  no  growth, 
were  respectively  :  formic  acid,  0-22,  0-278,  and 
0-356  ;  acetic  acid,  0-2,  0-225,  and  0-3  ;  with 
Sj).  cMerce,  formic, 0-1],  0-167,  0-22;  acetic,  0-1, 
0-153,  0-2.  But  very  different  results  are  ob- 
tained in  water  and  most  organic  solutions.  The 
writer  has  found  that  typhosus  is  killed  by  0-5  p.c. 
of  formic  acid  in  less  than  15  minutes  and  by 
01  p.c.  in  about  30  minutes;  and  in  1907  he  made 
the  R.W.  typhosus  coefficient  of  formic  acid 
many  times  higher  than  that  of  acetic.  He  also 
found  the  preservative  action  to  be  higher : 
with  vegetable  substances,  1  p.c.  of  formic  acid 
was  equal  in  effect  to  5  p.c.  of  acetic  (time  of 
trial,  2  months).  Raw  fish  were  mounted  in 
0-53  p.c.  formic,  in  5  p.c.  acetic,  and  in  0-3  p.c. 
boric,  acids,  heated  for  20  minutes  to  80°,  and 
the  jar  closed  with  cotton  wool ;  in  a  week,  the 
last  was  brownish,  disintegrated,  and  uneatable, 
though  not  distinctly  putrid  ;  while  the  first  two 
kept  sweet  and  of  natural  characters  for  3 
months.  Experiments  wdth  bread-pulp  infected 
wdth  a  mixed  mould-growth  proved  that  0-1 
p.c.  of  formic  acid  entirely  inhibits  the  gro^rth 
for  several  days,  even  under  the  most  favour- 
able conditions  of  culture.  But  in  the  de- 
struction of  the  spores,  formic  acid  is  less 
effective  than  formaldehyde.  Lebbin  (Chem. 
Zeit.  1906,  30,  1009)  efiectiveiy  preserved 
different  classes  of  food^  by  0-15  p.c.  of  formic 
acid,  and  others  have  proved  that  in  the  quan- 
tities mentioned  above  it  is  physiologically 
harmless ;  the  taste  is  more  pleasant  than 
acetic  acid,  and  the  odour  is  not  noticeable. 
B.  H.  Smith  (J.  Amer.  Chem.  Soc.  1907,  1236) 
preserved  vegetables  with  formic,  with  saUcylic 
and  with  benzoic  acid,  in  unprotected  jars. 
Under  conditions  in  which  the  untreated  samples 
became  sour  and  mouldy  in  2  days,  0-1  p.c. 
formic  acid  preserved  them  for  7  days,  0-3  p.c. 
for  12  to  18  days,  0-5  p.c.  for  25  days,  0-7  p.c. 
and  1  p.c,  for  45  to  over  85  days,  and  2  p.c.  for 
over  85  days.  He  states  that  0-1  p.c.  of  benzoic 
acid  kept  his  sample  for  85  days,  whilst  with  the 
same  quantity  of  salicylic  acid  it  was  sour  in 
0  days.    In  ordinary  preserving  practice,  as 


we  have  seen,  the  articles  would  have  remained 
good  for  the  longer  time  with  the  smaller  quan- 
tities of  formic  acid,  which,  even  if  it  must  be 
applied  in  a  somewhat  higher  proportion,  is 
from  physiological  and  physical  reasons  pre- 
ferable to  salicylic  or  benzoic.  The  chief  formic 
acid  preservatives  used  in  commerce,  mainly 
for  fruit  preparations,  are  '  Werderol '  and 
'  Fructol '  (10-14  p.c.  formic  acid,  '  1-1 J  p.c. 
of  the  liquid  to  be  added '  ) ;  and  '  Alacet  ' 
(made  synthetically  from  CO  and  NaOH  at  the 
Nitritfabrik,  Kopenick,  about  50  to  60  p.c.  formic 
acid, '  use  0-3  p.c.  of  the  liquid ').  The  result  in 
the  three  cases  would  be  about  0-14-0-18  p.c. 
of  the  acid.  In  an  investigation  of  these 
articles  by  Croner  and  Seligmann  (Zeitsch.  f. 
Hyg.  1907,  56,  387),  they  find  that  inhibition  of 
moulds,  yeasts,  and  acid-forming  organisms 
begins  at  0-15  p.c.  formic  acid,  that  sterilisation 
is  effected  in  24  hours  by  0-2  p.c,  and  in  10  to 
30  minutes  by  1  p.c. 

Only  the  free  acid  is  active  against  organisms, 
although  the  salts  do  not  favour  the  growths  as 
do  the  alkaline  acetates.  Sodium  formate  helps 
the  solubility  of  many  antiseptics  without 
lessening  their  power,  therefore  figures  as  an 
adjunct  in  a  number  of  patents. 

Acetic  acid  is  one  of  the  most  anciently  used 
of  preservatives  ;  '  aromatic  vinegar,'  a  more  or 
less  concentrated  acid  containing  essential  oUs, 
had  a  partially- justified  reputation  against  in- 
fection. The  writer  finds  that  B.  coli  is  killed 
by  5  p.c.  HA  in  5  minutes,  by  2-5  p.c.  in  15 
minutes,  while  with  0-5  and  0-1  p.c.  it  is  alive 
after  40  minutes.  Pyroligneom  acid,  or  crude 
wood  vinegar,  owes  its  antiseptic  jjower  chiefly 
to  the  presence  of  creosote  and  formaldehyde. 

Acetyl  peroxide  and  benzoyl-acetyl  peroxide 
are  stated  by  Freer  and  Novy  (Amer.  Chem.  J. 
1902,  27,  [3]  161)  to  be  strongly  germicidal, 
since  solutions  corresponding  to  0-037-0-074  p.c. 
of  the  former,  or  0-056-O-112  p.c.  of  the  latter, 
=0-005-0-01  p.c.  of  active  oxygen,  destroyed 
within  a  minute  all  known  disease-pro  lueing 
bacteria,  and  even  spores  of  B.  mesentericus, 
which  are  not  killed  by  5  p.c.  phenol;  whilst 
HjOj  solution  containing  0-05  p.c.  of  active  O 
was  wdthout  action  on  many  bacteria  even  in 
60  minutes.  Benzoyl  peroxide  had  no  oxidising 
action,  and  was  without  effect  on  bacteria.  A 
solution  of  acetyl  peroxide  was  introduced  under 
the  name  '  acetozone,'  but  the  title  is  now 
applied  to  a  more  convenient  and  stable  mixture 
of  the  benzoyl-acetyl  compound  with  infusorial 
earth,  said  to  be  useful  in  typhoid,  dysentery, 
and  cholera  (Lancet,  1904,  ii.  1160;  Brit.  Med. 
J.  1907,  i.  634). 

Propionic  acid  has  been  tested  comparatively 
by  Duggan  (Amer.  Chem.  J.  7,  62)  with  the 
highly  resistant  B.  subtilis.  He  gives  as  the 
strengths  necessary  for  killing :  formic  acid, 
7  p.c.  ;  acetic  acid,  9  p.c.  ;  propionic  acid, 
12  p.c.  (numbers  proportional  to  the  molecular 
weights).  According  to  A.  C.  Jordan  (Prac- 
titioner, Sept.  1902,  297),  0-1  p.c.  of  butyric  acid 
in  broth  tubes  infected  with  vigorous  B.  coli  or 
typhosus  caused  them  to  remain  sterile ;  S. 
pyog.  aureus  required  0-2  p.c.  Valeric  acid  is  a 
feeble  antiseptic,  but  has  been  introduced  along 
with  a  little  creosote,  as  an  internal  antiseptic 
called  '  geosote.' 

Oleic  acid,  the  fats,  '  Lanolin,'  &c.,  have  no 
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antiseptic  power  in  themselves,  but  when 
applied  to  the  skin  may  prevent  infection  by  the 
exclusion  of  germs.  Vicario,  however,  observed 
that  the  fatty  matters  sometimes  already  con- 
tain germs,  and  Baldas  (Giorn.  R.  S.  Ital.  d' 
Igiene,  Feb.  1901)  proved  that  B.  coli  and 
typhosus,  8.  pyog.  aureus  and  alhus,  retained 
their  virulence  in  oils  for  2  months  ;  therefore 
ointment  bases  require  to  be  sterilised  by 
heating  to  100°,  or  preferably  to  120°,  as  various 
bacilli  survive  in  oil  far  longer  than  in  aqueous 
solution.  In  fatty  media  antiseptics  and  dis- 
infectants, as  a  rule,  are  much  less  active  than 
in  water,  hence  the  ineiiectiveness  of  carbolised 
oil  as  shown  by  Koch  and  Breslauer.  Lanoline 
and  cold  cream  contain  water,  so  can  enable 
agents  in  aqueous  solution  to  come  ui  contact 
with  micro-organisms.  Some  metallic  oleates 
are  parasiticide  :  cupric  oleate  in  ringworm  and 
favus  (Lancet,  1907,  i.  510) ;  mercuric  oleate  for 
pediculi ;  zinc  oleate  is  said  to  cure  chronic 
eczema. 

Vegetable  acids  like  tartaric,  citric,  and 
malic  have  the  general  power  of  inhibiting 
bacteria  which  prefer  a  neutral  to  an  acid 
medium,  but  their  effect  is  much  less  than  that 
of  mineral  acids,  and,  as  is  well  known,  their 
solutions  quickly  become  mouldy  in  warm 
weather.  Citric  acid  was  formerly  recommended 
for  sterilising  water :  Dr.  Christmas  in  1892 
stated  that  cholera  organisms  were  killed  by 
0-08  p.c.  and  tyjihoid  by  0-10  p.c.  Kitasato's 
figures  for  tartaric,  citric,  and  malic  acids  added 
to  neutral  media  containing  typhosiix  are  in  p.c.'s : 
growth,  0-338;  growth  restrained,  0-384;  no 
growth,  0-476.  Succinic  acid  is  slightly  anti- 
septic. '  Alphogen  '  or  '  Alphozone,'  succinyl 
peroxide,  is  said  to  be  a  powerful  germicide 
(Brit.  Med.  J.  1905,  i.  1150;  Lancet,  1905,  i. 
367). 

Benzoic  acid  is  strongly  antiseptic  in  solution 
and  vapour,  and  to  a  rather  less  degree  in  its 
soluble  salts.  It  dissolves  in  about  400  parts  of 
cold  water,  and  the  saturated  solution  kills  B. 
typhosus  in  a  few  minutes.  When  molecular 
proportions,  i.e.  sodium  benzoate  0-026  p.c, 
potassium  benzoate  0-029  p.c,  benzoic  acid 
0-022  p.c,  are  separately  mixed  with  mUk,  the 
writer  observes  that  all  retard  the  souring,  the 
acid  more  than  its  salts,  but  the  effect  comes  to 
an  end  sooner  than  with  inorganic  salts  like  the 
fluoridea,  since  benzoic  acid  is  itself  decomposed 
by  some  organisms.  Not  being  j^oisonous,  it 
has  been  much  used  as  a  food  preservative, 
particularly  in  countries  where  salicylic  acid 
was  forbidden.  Following  a  report  of  the 
Referee  Board  of  the  U.S.  Board  of  Agric.  that 
doses  of  benzoates  under  0-5  gram  per  day  were 
not  injurious  to  health,  and  that  even  4  grams 
per  day  did  not  act  aa  a  poison,  the  U.S.  Board, 
in  Pamphlet  104,  1909,  have  announced  that 
they  will  make  no  objection  to  the  use  of  sodium 
benzoate  in  food,  provided  it  is  plainly  labelled 
on  each  package,  both  as  to  presence  and 
quantity.  The  taste  and  odour  are  difficult  to 
mask.  It  has  long  been  used  as  an  antiseptic 
in  surgery,  e.g.  in  '  Friar's  Balsam  '  (tinct. 
benzoini  co).  Benzoic  aldehyde  is  official  in  the 
U.S.  Pharmacopoeia,  and  in  the  form  of  com- 
mercial oil  of  bitter  almonds  owes  its  para- 
siticide power  in  ointments  mainly  to  the  hydro- 
cyanic acid  it  contains,  which,  of  course,  neces- 


sitates care  in  use.  Benzoyl-sulphonic-imide, 
'  Saccharin  '  or  '  Gluside,'  has  some  preservative 
power,  and  has  been  given  internally  to  stop 
decomposition  of  urine  in  cystitis,  but  its  use 
for  sweetening  is  less  on  account  of  this  power 
than  because  it  is  itself  unfcrmentable. 

Salicylic  acid. — The  saturated  aqueous  solu- 
tion contains  1  in  500  :  tested  \vith  typhosus, 
pyog.,  aureus,  and  a?i</trfflx,  Westcott  found  that 
in  3  hours  only  the  former  was  killed.  As  a 
food  preservative,  it  is  about  equal  to  benzoic, 
their  relative  activities  varying  under  different 
circumstances.  Its  physiological  effect  is  more 
distinct  than  that  of  boric  or  formic  acid  or 
formaldehyde  in  the  small  quantities  required, 
ljut  there  is  no  clear  evidence  that  it  causes 
injury  to  adults  if  the  amount  is  limited.  The 
British  Depart.  Committee's  suggested  restric- 
tion is  that  it '  be  not  used  in  a  greater  proportion 
than  1  grain  per  pmt  in  liquid  food  and  1  grain 
per  lb.  in  solid  food,'  or  0-0114  and  0-014  p.c. 
respectively,  which  practically  would  amount  to 
a  prohibition,  since  moulds  and  ferments  are 
only  reliably  inhibited  by  0-1  p.c,  the  amount 
commonly  emj)Ioyed,  though  often  exceeded. 
Addition  of  the  acid  to  foods  is  forbidden  in 
France,  Austria,  and  some  other  countries. 
Traces  are  jirescnt  in  k  large  number  of  fruits 
(Analyst,  1903,  149).  '  Salol  '  is  phenyl  sali- 
cylate, an  internal  antisej^tic  which  is  decom- 
posed in  the  duodenum  into  phenol  and  sali- 
cylic acid.  According  to  Lowenthai,  when 
mixed  with  pancreatic  juice,  it  rapidly  kills 
Sp.  cholera  (Compt.  rend.  107,  1169).  '  Salo- 
phen,'  ^J-aminophenyl  acetyl  salicylate,  is  .said 
to  have  a  rather  stronger  antiseptic  power 
(Practitioner,  March,  1907).  A  large  number 
of  derivatives  of  salicylic  acid  have  been  intro- 
duced, and  many  of  them  patented. 

Cinnamic  acid,  at  2  p.c,  prevents  the  growth 
of  bacteria,  and  at  4  p.c.  destroys  them.  It  is 
contained  in  Peru  and  storax  balsams,  which 
are  parasiticide  in  skin  diseases.  Fr.  Pat. 
371091  preserves  butter  by  enclosing  it  in  a 
wrapper  impregnated  with  cinnamic  acid,  which 
'  prevents  butyric  fermentation.'  Acelyl-o-cou- 
maric  acid,  '  Tylmarin,'  is  another  internal  anti- 
sejJtic,  said  to  have  a  R.W.  coefficient  of  4-5. 

Tannin  is  antiseptic  to  proteids  through  its 
property  of  forming  with  them  insoluble  com- 
pounds such  as  leather,  but  none  of  the  tannin 
extracts  have  even  the  power  to  preserve  their 
own  solutions. 

Hydrocarbons,  essential  oils,  and  camphors. — • 
Petroleum,  mainly  consisting  of  hydrocarbons  of 
the  paraffin  series,  has  long  been  a  well-known 
insecticide,  and  is  mentioned  by  Marco  Polo  in 
the  13th  century  as  used  to  kQl  acari  in  mange. 
It  has  been  .stated  that  articles  are  disinfected 
by  dry-cleaning  with  petroleum-benzine,  or  by 
benzene.  Farrel  and  Howies  (J.  Soc.  Dyers,  1908, 
24,  109,  166),  however,  find  that  acting  on 
infected  threads  for  6|  hours,  neither  benzene 
(CgHj)  nor  petroleum-benzine  killed  typhosus, 
whereas  carbon  tetrachloride  killed  it  in  30 
minutes,  whilst  '  benzine  soap,'  dissolved  in  ben- 
zine, has  no  germicidal  power. 

Perfumes,  chiefly  composed  of  tcrpcnes  and 
their  oxidised  products  {e.g.  the  camphors,  men- 
thol, thymol,  and  eucalyptol),  have  a  limited 
sanitary  value.  All  of  them  are  vcr^'  sparingly 
I  soluble  in  water,  but  impart  to  it  a  more  or  less 
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antiseptic  effect.  Early  estimates  of  their 
power  have  not  been  concordant,  chiefly  owing 
to  their  having  been  tried  variously  in  aqueous 
or  alcoholic  solution,  or  in  suspension.  A 
saturated  solution  of  thymol  in  water  (0-3  p.c.) 
arrests  fermentation  and  putrefaction.  Pepper- 
mint (containing  menlhol  and  menthane)  has  had 
a  high  reputation,  and  a  number  of  recipes  for 
'  plague  water,'  have  it  as  a  basis.  The  use  of 
hops  in  brewing  partly  rests  on  the  power  of  the 
essential  oil  to  check  fermentation.  '  Terebene,' 
made  by  the  action  of  HjSO^  on  terpentine,  was 
once  reputed  as  a  disinfectant,  but  now  hardly 
figures  except  as  terebene  soap.  Among  other 
artificial  products  from  turpentine  are  terpin 
hydrate  (said  by  Colpi  to  arrest  the  growth  of 
tubercle  bacilli  in  0-25  p.c.  strength),  and  ter- 
pineol  (anthrax  is  stated  to  be  killed  by  1  p.c, 
and  staphylococci  by  10  p.c.  in  60  minutes  ;  (H. 
Marx,  V.  infra;  also  D.  R.  P.  207576,  1906)). 

Camphor  is  )uuch  spoken  of  as  a  personal 
prophylactic,  but  there  cannot  be  sufficient  of 
the  vapour  to  sterilise  the  air.  It  is  an  in- 
gredient in  many  remedies  for  cholera  and 
diarrhoea,  and  in  several  '  block  disinfectants  ' 
such  as  '  Sanoscent,'  '  Camphortar,'  &c.  Euca- 
lyptus globulus  and  other  species  which  have 
long  been  famous  as  antimalarial,  are  largely 
planted  on  the  Continent  in  marshy  districts. 
The  essential  oil  is  decidedly  germicidal,  and  has 
been  given  with  some  success  in  typhoid,  and 
also  against  tape-  and  threadworm. 

Pinol  is  a  liquid  of  similar  character  from 
Finns  pumilo.  H.  Marx  has  investigated  the 
action  of  various  perfumes  on  anthrax  and  S. 
pyog.  aureus  (Centr.  Bakt.  1903,  [1]  33,  74). 
Robert  (Chem.  Zentr.  1907,  i.  419)  finds  that  the 
terpenes  have,  by  themselves,  in  general  only  a 
weak  antiseptic  action.  The  proportions  needed 
for  sterUising  exceed  the  solubility  in  water,  and 
can  only  be  reached  by  a  spirituous  solution  or 
an  emulsion. 

But  it  has  been  recognised,  since  Schonbein 
pointed  out  the  fact  about  1840,  that  essential 
oils  have  a  disinfectant  power  conferred  on  them 
by  their  slow  oxidation  in  the  presence  of  air 
and  moisture,  whereby  ozone  is  produced  ;  that 
as  long  as  air  and  oil  are  present,  the  ozone  is 
continually  regenerated  and  absorbed,  forming 
oxidising  and  antiseptic  products,  which  dissolve 
in  the  water,  along  with  peroxide  of  hydrogen. 
This  was  the  principle  of  the  '  Sanitas  '  patent 
274,  1876. 

Aromatic  nitro-  compounds,  such  as  nitro- 
benzene, have  often  been  proposed  as  disin- 
fectants, but  are  precluded  by  their  odours, 
poisonous  action,  and  sparing  solubility.  Tri- 
nitrophenol,  'picric  acid,'  is  rapidly  fatal  in 
saturated  solution  (about  1  p.c.)  to  bacteria 
and  spores,  but  causes  yeUow  stains,  is  irritant 
and  very  poisonous.  Cotton  wool,  soaked  in 
the  solution,  is  used  very  successfully  in  the 
aseptic  treatment  of  burns ;  hence  it  is  recom- 
mended by  H.M.  Insjyector  of  Explosives  to 
keep  handy  for  this  purpose.  Potassium 
dinitro-ortho-cresol,  '  Antinonnin,'  1  in  400,  is 
destructive  to  all  common  injurious  parasites, 
and  does  not  injure  plants. 

Aniline  is  open  to  the  same  objection  as 
nitrobenzene.  A  number  of  aniline  dyes  are 
germicidal,  owing  to  their  power  of  penetrating 
and  combinmg  with  living  tissue.    This  action 


is  very  variable,  but  it  is  stated  that  1  p.c. 
prevents  development  of  organisms,  whilst  1  in 
500  to  4000  retards  their  growth.  Methyl 
violet  or  '  pyoktanin,'  gentian  violet,  certain 
auramines,  safranine,  methylene  and  toluidine 
blue  have  been  used  in  surgery  and  in  malaria. 
Malachite  green,  injected  uito  the  blood,  kiUs 
trypanosoma  in  48  hours  (Brit.  Med.  J.  1904,  ii. 
1449,  1645;  Deutsche  Med.  Woch.  Leipzig, 
1906,  21,  463).  Methylene  blue,  with  atropine 
and  benzoic  acid,  according  to  Lelean  (Lancet, 
May  3,  1902),  was  the  only  drug  he  found  of 
use  against  Bilharzia. 

Naphthalene,  QuinoUne,  Pyridine,  and  related 
bodies. — Naphthalene  is  feebly  antiseptic,  but 
not  a  disinfectant.  It  is  useful  by  its  odour  to 
drive  away  domestic  insects. 

Beta-naphlhol  is  official  m  the  British  (1898) 
and  in  a  number  of  other  Pharmacopoeias,  the 
dose  in  the  former  being  3  to  10  grains  in  a  cachet 
for  internal  antisepsis,  especially  in  typhoid  and 
in  cholera  as  a  preventative.  Its  solubility  in 
water  is  increased  by  boric  acid.  Schneider 
observes  that  naphthols  dissolved  in  alkaline 
carbonates  have  greater  disinfectant  power  than 
alkaline  naphtholates ;  the  former  solutions 
contain  naphthol  in  the  free  state.  He  states 
that  staphylococci  and  typhoid  are  killed  in  a 
short  time  by  0-5  to  1-0  p.c.  of  ;8-naphthol 
alkalme  carbonate  solution  (Zeitsch.  Hyg.  1906, 
52,  534). 

Ointments  containing  10  to  15  p.c.  are 
efficient  in  scabies  and  psoriasis.  '  Betol,' 
;8-naphthol  salicylate,  is  less  soluble  than  naph- 
thol, and  is  now  seldom  used.  '  Alphol '  is  its 
analogue  from  a-naphthol,  and  is  very  similar. 
A  number  of  easily  soluble  compounds  have 
been  introduced,  such  as  the  /3-naphthol  sul- 
phonates, '  Asaprol '  or '  Abrastol '  (calcium),  and 
'  Alumnol '  (aluminium).  Helbing  states  that 
an  aqueous  solution  of  the  latter,  1  in  250, 
prevents  all  growth  of  gonococci,  pus  cocci,  and 
aUied  bacteria.  Bechold  (Zeitsch.  angew.  Chem. 
1909,  xxii.  2033)  finds  the  odourless  and  non- 
poisonous  halogen -substituted  naphthols  more 
powerful  than  any  disinfectant  except  HgClj, 
and  that  tribromonaphthol  kills  staphylococci 
in  dilutions  of  1  in  250,000. 

Pyridine  is  volatile,  mixes  freely  with  water, 
and  is  strongly  insecticide,  but  has  a  very  un- 
pleasant odour,  which  has  mihtated  against  its 
use  in  horticulture.  Tobacco  smoke,  indeed, 
owes  its  powers,  not  to  nicotine,  which  is  almost 
entirely  decomposed  by  the  heat,  but  to  the 
products  pyridine  and  its  homologues,  which 
are  formed.  Tessinari  destroyed  the  bacilli  of 
cholera  and  pneumonia  by  tobacco  smoke 
passed  for  10  to  30  minutes  through  a  tube  con- 
taining infected  nutrient  gelatin.  Wynter 
Blyth  killed  the  bacillus  of  nasal  catarrh  by 
1  p.c.  solution  of  pyridine  and  its  homologues 
(from  bone  oU),  or  by  tobacco  smoke.  There  is 
proof  that  smokers  and  workers  in  tobacco  enjoy 
comparative  immunity  from  epidemics,  but 
pyridine  inhalations  {e.g.  in  asthma  and  whooping 
cough)  require  care,  as  it  is  a  cardiac  depressant. 
The  above  experiments  confirm  the  general 
view  that  disinfectant  preparations  containing 
the  basic  constituents  of  coal  tar  are  to  be  pre- 
ferred to  those  which  only  include  the  phenols. 

Tobacco  juice,  of  course,  contains  uicotiiu'. 
and  in  France  is  sold  as  an  insecticide  under  an 
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official  guarantee  as  to  its  nicotine  strength. 
In  England,  a  solution  of  the  pure  base  in  water 
is  sometimes  used  as  more  definite.  Richard'.s 
cakes  for  fumigation  are  nicotine  and  eami^hor  : 
the  ttTiter  found  a  sample  in  1909  to  contain 
1'17  p.c.  of  nicotine  and  to  be  completely  volatile 
at  a  gentle  heat. 

Chinosol  is  potassium  -  oxyquinoline- sul - 
phonate,  CgHgNO-OSO^K,  a  yellow  powder 
easily  soluble  in  \\'ater  to  an  acid  yellow  solu- 
tion, which  does  not  stain,  has  only  a  slight 
aromatic  odour,  is  permanent  on  keeping,  is  not 
poisonous,  and  does  not  coagulate  albumen.  It 
has  been  patented  as  a  disinfectant,  and  more 
especially  as  an  antiseptic.  Klein  compared  its 
action  on  8.  pyog.  aureus,  B.  colt  and  anthracis 
with  that  of  carbolic  acid,  and  reports  that  a 
solution  of  the  latter  of  1  in  20  strength  is  re- 
quired to  kill  avrens  or  coli  in  5  minutes  with 
certainty,  whereas  chinosol  does  this  in  a 
strength  of  1  in  150.  Anthrax  spores  are  not 
appreciably  affected  in  48  hours  by  5  to  6  p.c. 
carbolic,  whereas  chinosol  of  1  p.c.  acts  germici- 
daUy  on  them  in  5  minutes.  In  the  ^^Titer's 
laboratory,  B.  coli  was  not  sensibly  affected  after 
4  hours  by  1  in  1000  chinosol,  whilst  1  in  2000  of 
HgCL  produced  sterility  under  the  same  con- 
ditions in  15  minutes,  so  that  it  is  difficult  to 
explain  the  much  higher  powers  that  some 
observers  have  found  for  chinosol.  Thresh  and 
Sowden  state  that  chinosol  spray  of  not  less 
than  1  p.c.,  is  a  reliable  disinfectant  (J.  San. 
Inst.  Jan.  1903).  Houston  did  not  succeed  in 
kUling  B.  coli  in  excreta  by  1  in  75,  and  on  linen 
by  1  in  62  (Practitioner,  1902,  331).  On  account 
of  its  acidity,  it  acts  on  iron  and  steel.  Alkaline 
solutions  interfere  with  its  power  :  the  writer 
showed  that  a  soap  containing  5  p.c.  of  chinosol 
was  inferior  to  a  0-5  mercuric  iodide  soap. 
F.  G.  MiiUer  reports  encouraging  results  with 
chinosol  in  leprosy  (Zeitsch.  Oest.  Apoth.  Ver. 
XXXV.  858).  '  Cresochin  '  (Pharm.  CentralhaUe, 
sxxvii.  247)  is  said  to  be  a  neutral  sulphonate  of 
quinoline  and  tricresol,  which  is  recommended 
for  disinfecting  instruments,  as  it  does  not 
darken  the  steel. 

Quinine,  which  has  a  quinolme  nucleus, 
probably  owes  its  action  against  fevers  as  much 
to  its  antiseptic  power  as  to  its  effect  on  the 
nervous  system. 

A.  Raal  (Pharm.  Zeit.  1900,  xlv.  669)  asserts 
that  strongly  fluorescent  bodies  much  increase 
the  action  of  sunlight  on  organisms,  whilst  they 
are  almost  inert  in  the  dark.  A  1  in  20,000 
solution  of  acridine  killed  infusoria  exposed  to 
sunshine  in  6  minutes  ;  in  the  dark  they  sur- 
vived for  24  hours.  Similar  results  were  noted 
with  quinine  sulphate  and  with  eosin.  The 
inference  is  that  the  effect  is  caused  by  the 
fluorescent  rays.  Fluorescein  has  been  patented 
as  an  antiseptic  by  Turpin,  chieily  for  toilet 
preparations  (Fr.  Pat.  346363,  1904).  The 
bromofluoresceins,  particularly  eosin,  are  found 
to  have  greater  power.  He  claims  a  large 
number  of  other  j^hthalein  compounds  as  dis- 
infectants. 

Certain  faults  of  many  antiseptics  and  dis- 
infectants in  the  free  state  have  led  to  an 
immense  number  of  attempts  to  improve  them 
by  converting  them  into  various  derivatives. 
Although  the  effort  to  produce  new  proprietary 
substances,  has  given  rise  to  a  multitude  of  often 


misleading  titles,  many  of  these  preparations  have 
been  proved  to  have  utility.  The  modifications 
may  he  generally  classifiecl  as  follows  : — 

1.  Metallic  5a?^5.— Compounds  with  the  alkalis 
or  earths  are  generally  less  active  than  the  free 
substance.  Other  metals  have  been  introduced, 
with  the  object  of  adding  their  special  properties, 
as  Al  for  astringency,  Zn,  Cu,  Ag,  and  Hg  for 
developing  germicidal  effect ;  but  it  must  be 
remembered  that  a  combination  of  this  kind, 
though  it  may  have  some  lateral  advantages,  is 
commonly  weaker  than  either  agent  singly. 
The  same  remark  applies  to  the  two  next 
groups. 

2.  Substituted  compovrtds. — Those  with  iodine 
are  exceedingly  numerous,  including  a  large 
number  which  have  been  improvements  on 
iodoform  when  it  was  unduly  valued.  Where 
organic  radicles  (basic  like  methyl  or  ethyl,  acid 
like  acetyl  or  benzoyl)  are  introduced,  the 
physiological  properties  are  usually  entirely 
altered. 

3.  Esters,  sulphonic,  and  other  colligated 
compounds  which,  while  less  poisonous  or 
irritant  than  the  jiarent  bodies,  slowly  yield  the 
latter  by  gradual  decomposition.  Several  of 
these  have  j)roved  of  great  value. 

Besorcinol,  9H-dihydroxybenzene,  is  a  power- 
ful medicinal  antiseptic,  and  a  1  p.c.  solution 
kiUs  most  organisms.  '  Andeer's  lotion  '  con- 
tains 40  grains  in  1  oz.  water.  '  Anusol '  is  a 
bismuth  iodo-resorein  sulphonate.  Quinol  or 
hydroquinone,  p-dihj'droxybenzene,  is  said  to 
be  a  stronger  antiseptic  than  the  last,  antl  has 
been  suggested  for  typhoid  in  doses  of  3  to  8 
grains.  The  ortho-  compound,  catechol  or 
pjrrocatechin,  is  also  antiseptic.  Duggan  finds 
(Amer.  Chem.  J.  7,  62)  that  the  amounts  of 
the  three  isomerides  required  for  preventing 
development  of  B.  suhtilis  in  broth  are  :  ortho- 
20,  meta-  25,  para-  30  ;  phenol  being  20  and 
pyrogallol  15. 

Guaiacol  (methyl-catechol)  and  creosol 
(methyl-guaiacol)  are  the  active  ingredients  in 
wood  creosotes,  and  have  been  w  idely  useful  as 
antiseptics  and  parasiticides,  especially  in 
tuberculosis.  Guaiacol  has  an  antiseptic  power 
(but  not  bactericidal — see  Table)  2i  times  that 
of  phenol,  and  a  1-  to  1  p.c.  solution  destroys 
B.  tuberculosis  in  2  hours  (Marfori,  Ann.  di 
Chim.  12,  3).  A  one  in  150  solution  of  (Morson's) 
creosote  kills  pyog.  aureus  and  typliosus  in  3  hours 
(Westcott).  '  Little's  Soluble  Phenyle  '  con- 
tains wood  creosote,  and  Corfield's  experiments 
!  gave  it  a  high  value  for  womids  and  against 
vermin.  Kenwood  and  Hewlett  (J.  'R.  San. 
Inst.  1906,  13)  make  its  R.W.  coefficient  1-2. 

Pyrogallol,  tri-hydroxybenzene,  is  antiseptic, 
and  a  3  p.c.  solution  kills  most  bacteria,  jsarticu- 
larly  aerobes,  but  it  stains,  is  unstable,  and  very 
poisonous. 

For  general  purposes  of  disinfection,  '  coal- 
tar  '  fluids,  having  as  their  chief  active  con- 
stituents bodies  allied  to  phenols,  are  most 
extensively  employed.  They  are  usually  dark 
sjTTupy  liquids  smelling  of  coal  tar,  and  may  be 
roughly  divided  into  two  classes  :  (1)  those 
which  on  the  addition  of  water  form  a  more  or 
less  clear  dilution;  and  (2)  preparations  miscible 
with  water  but  producing  an  emulsion.  The 
former  usually  consist  of  saponified  tar-acids  : 
the  liquor  cresoli  sajionaius.  Ph.  G.,  consisting  of 
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equal  ]iarts  of  potash  soap  and  crude  cresol 
heated  together,  is  of  this  nature.  In  the 
manufacture  of  these  fluids,  potash  soap, 
glj'cerol,  alcohol,  and  otlier  agents  are  employed 
to  aid  the  solubility  in  water.  AVith  the  second 
grou}),  the  mostly  insolubh^  active  ingredients 
are  emulsified  by  the  aid  of  soda,  soaps,  resin, 
neutral  oils,  or  gelatm. 

As  already  indicated,  the  proprietary 
articles  of  this  nature  bearing  fancy  names  are 
very  numerous.  Since  the  Privy  Council  Orders 
of  1900  and  1902,  the  uncontrolled  sale  of  liquids 
containing  upwards  of  3  p.c.  carbolic  acid  or  its 
homologues  is  prohibited,  and  the  germicidal 
value  of  the  more  insoluble  and  higher  boiling- 
point  tar  acids  has  been  recognised.  The 
generality  of  commercial  disinfectant  fluids  are 
now  practically  free  from  carbolic  acid,  and,  in 
comparison  with  the  latter,  are  non-poisonous. 
These  disinfectant  preparations  should  not  be 
employed  to  destroy  resistant  spores  without 
prolonged  exposure ;  according  to  the  nature 
and  amounts  of  active  ingredients  present,  they 
are  usually  germicidal  with  non-sporulating 
organisms  in  dilutions  far  greater  than  is  the 
case  with  absolute  phenol.  However,  the 
strength  of  these  proprietary  articles  varies 
considerably,  and  beyond  the  requirements  of 
germicidal  value  specified  in  contracts  with 
various  authorities,  there  is  at  present,  un- 
fortunately, no  legal  control  over  the  efficiency  of 
disinfectants  as  sold  to  the  public.  There  are 
instances  of  so-called  disinfectants  which  en- 
joyed great  popularity  and  even  were  advocated 
by  the  medical  profession,  yet  possessed  little 
or  no  germ-killing  power  under  the  conditions 
in  which  they  would  be  employed. 

Since  the  adoption  of  the  R.W.  test,  there 
has  been  a  steady  rise  in  the  eflSciency  of  com- 
mercial disinfectants. 

Testing  of  disinfectants. — Before  1881,  when 
Koch  introduced  the  use  of  pure  cultures,  tests 
depending  upon  the  prevention  of  putrefactive 
changes  in  various  organic  infusions  were  mainly 
employed,  and  to  a  great  extent  the  antiseptic 
or  preservative  value  was  noted  rather  than  the 
actual  germ-ldlling  power  (see  first  edition  of  this 
dictionary).  Since  then,  an  increasingly  large 
number  of  investigators  have  worked  upon 
practical  methods  of  testing.  With  the  phenolic 
disinfectants,  valuations  were  made  upon  the 
total  amount  of  tar  acids  present,  but  the 
widely  difiering  activity  of  these  bodies,  which 
is  also  modified  according  to  their  physical  con- 
dition on  dilution  (in  solution,  tricresol  has  only 
one-third  the  germicidal  value  of  that  in  emul- 
sion), has  led  to  the  general  adoption  of  bacterio- 
logical tests. 

In  the  thread  method  (Koch),  silk  threads 
are  impregnated  with  the  test  organism,  and 
exposed  for  a  definite  time  to  the  action  of  the 
diluted  agent,  and  then,  after  the  removal  of 
adhering  disinfectant,  sub-cultures  are  inocu- 
lated from  the  threads  to  determine  the  survival 
or  death  of  the  organism  (v.  Lancet,  July  30, 
1900).  In  place  of  threads,  small  garnets  can 
be  employed  (Kronig  and  Paul),  stones  of  uni- 
form size  being  coated  from  cultures  of  the 
organism,  and  added  directly  to  the  disinfectant, 
sterility  being  determined  by  inoculating  sub- 
cultures at  intervals  (Zeitsch.  angew.  Chem. 
1901,  xiv.,  XV.).    The  chief  points  to  be  con- 


sidered are  (1)  time;  (2)  age  of  culture;  (3)  choice 
of  medium,  reaction  of  same ;  (4)  temperature  of 
incubation  and  (5) of  disinfection;  (6)  variation 
in  vital  resistance  of  same  species  and  (7)  of 
different  species ;  (8)  projiortion  of  culture  to 
disinfectant.  In  order  to  facilitate  the  com- 
parison of  disinfectants,  Rideal  and  Walker 
(J.  R.  San.  Inst.  1903,  424)  suggested  their 
carbolic  acid  coefficient  method  as  the  basis  for 
a  standard  process.  In  this  test,  which  has  been 
extensively  adopted  in  England  and  abroad,  the 
efficiency  of  the  disinfectant  is  expressed  in 
multiples  of  absolute  phenol  performing  the 
same  work.  It  is  briefly  as  follows :  add  5 
drops  of  a  24  hours'  blood-heat  culture  of  the 
organism  in  broth  to  5  c.c.  of  a  particular  dilu- 
tion of  the  disinfectant  in  sterile  distilled  water  ; 
shake  and  take  sub-cultures  with  a  platinum 
loop  every  2}^  minutes  up  to  15  minutes  ;  incu- 
bate sub-cultures  at  37°  for  48  hours.  Allowing 
30  seconds  for  each  operation,  four  different 
dilutions  of  the  disinfectant  with  one  carbolic 
control  are  tested  against  the  same  culture  and 
under  strictly  comparable  conditions.  For 
example  : 

Minutes  2}     5     ?{     10    12f  15 
Disinfectant  1  :  500  — 
1  :  550      +     +  — 
1  :  600      -f     -f    -f     -     -  - 
1:700      +    +    +    -f     +  - 
Carbolic  acid  1  :  110     +    +    —    —    —  — 

550 

Carbolic  acid  coefficient  =5 
110 

This  test  has  for  many  years  been  officially 
used  by  the  War  Offioe,  Admiralty,  India  Office 
and  other  Government  departments  at  home 
and  in  the  Colonies.  It  is  impossible  in  any 
one  test  to  include  the  greatly  varying  conditions 
of  practical  disinfection,  but  numerous  modifica- 
tions of  the  R.W.  coefficient  test  have  been 
suggested,  mainly  with  the  object  of  testing  in 
the  presence  of  considerable  quantities  of 
organic  matter.  Sterilised  sea-water,  urine, 
sewage,  starch,  and  gelatine  emulsions,  nutrient 
broth  and  mUk,  have  been  incorporated  with  the 
diluting  water— also  testing  with  organisms  in 
their  natural  environment,  as  with  coli  in 
sewage,  in  place  of  pure  cultures.  A  sedi- 
mentation test  for  emulsified  fluids  allows  a 
1  p.c.  solution  to  stand  24  hours  before  preparing 
final  dilutions  for  testing  (Lancet,  Sept.  19, 1908). 
The  '  Lister  test '  (C.  J.  Martin)  is  made  in  the 
presence  of  3  p.c.  of  faeces,  previously  sterilised, 
dried,  and  powdered.  Sims  Woodhead  and 
Ponder  (J.  Path.  andBact.  1909, 148)  replace  the 
inoculating  loop  by  platinum  spoons,  used  with 
a  special  sterilising  apparatus,  and  extend  the 
time  to  30  minutes.  A  mean  coefficient  is  taken 
for  two  values  obtained  at  the  beginning  and 
end  of  the  experiment  with  B.  coli  and  sub- 
culturing  into  McConkey's  bUe-salt  fluid.  The 
Lancet  (Nov.  1909)  has  suggested,  in  conjunction 
with  the  above  method,  a  chemical  analysis  for 
the  valuation  of  emulsified  fluids  as  follows  : 
10  grams  of  disinfectant  with  100  c.c.  of  water 
and  15  grams  baryta,  are  heated  for  30  minutes 
at  100°  under  a  reflux  condenser,  then  cooled 
and  decanted  tlirough  asbestos,  washing  with 
warm  baryta  water  ;  the  tar  acids  are  extracted 
with  ether  from  an  aliquot  portion  of  the 
filtrate,   after   adding   calcium   chloride  and 
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acidifying  with  HCl,  dried  at  38°,  weighed,  and 
their  bromine  absorption  determined.  Neutral 
hydrocarbon  oils  are  extracted  from  the  bar3rta 
residue  with  acetone,  and  the  insoluble  soaps  and 
resms  treated  with  HCl  and  shaken  out  with 
ether.  For  estimation  of  water,  25  grams  of 
the  sample  are  acidified  with  10  c.c.  of  10  p.c. 
H.^S04  and  shaken  with  25  c.c.  of  white  petro- 
leum spirit,  taking  the  volume  less  10  c.c.  of  the 
aqueous  layer  after  standing.  In  presence  of 
the  higher  phenoloids,  the  weight  of  tar  acids 
obtained  is  too  low.  The  coefficients  obtained 
for  B.  coli  were  found  to  be  approximately  one- 
third  of  the  difference  between  the  percentage  of 
tar  acids  and  the  bromine  value. 

The  germicidal  power  expressed  in  terms  of 
carbolic  acid  with  B.  typhosus  is  sho-\vn  for  a 
number  of  disinfectant  substances  in  the  follow- 
ing table ;  while  most  of  the  figures  arc  Rideal- 
Walker  carbolic  acid  coefficients,  some  of  the 
results  have  been  obtained  by  modifications  of 
the  original  test  as  noted,  and  these  are  obviously 
not  comparable  with  the  others. 


Agent 


Germicidal  value 


Absolute  alcohol  less  than  0-1 
Acetic  acid      .  0-6 
Benzoic  acid    .     about  5-0 
Boric  acid        .  less  than  0-1 
Bromine  water  64 
Cadmium  chloride  1-55 
Cadmium  sulphate  1-0 


Chinosol 

C!hlorine  water 

Copper  sulphate ) 
(calculated  [ 
on  CuSO^)  I 

Cresylic  acid 
commercial  . 

Eucalyptol 

Formaldehyde  . 

Ditto 

Formic  acid 

Guaiacol  . 

Hydrochloric 
acid 

Hypochlorites  1 
(calculated  I 
on  'available  | 
chlorine')  ) 

Ditto  with  50 
p.c.  urine 

Iodine  water 

Iodine  trichlor- 
ride 

Lactic  acid 

Mercuric  chloride 

Potassium  per- 
manganate . 

Pjrrogallic  acid 

Resorcin 

Silver  nitrate  . 

Sodium  bisul- 
phate  . 

Zinc  chloride  . 


0-15-0-30 
28 


3-7 

1-2 

0-55 

0-75 

5-7 

0-9 


1-58 


Observer 
F.  1905 
R.  1907 
R.  1910 
W.  1904 
R.  1910 
R.  1911 
R.  1911 
Various  observers 
R.  1910 

R.  1910 


R.  1908 
L.  1904 
R.  1907 
W.  1904 
R.  1907 
L.  1904 
F.  M.  1906  (with 
fffices  and  urine) 


146-220    Various  observers 


100 

94 
1-8 
400-3540 

42 
0-22 
0-30 
15-8 

4-1 
0-15 


K.  1906 
R.  1910 

R.  1909 
R.  1910 
Various  observers 

do. 

M.  W.  B.  1906 
do. 
R.  1910 

R.  1908 
W.  1906 


M.W.  B.,  Meredith  Wynter  Blyth;  F.  M.,  Firth  and  Mac- 
fadyen;  F., Major Fnwler;  K., Klein;  L.,Lodwidge; 
R.,  Rideal;  W.,  Walker. 

The  extremely  high  values  once  given  for 
mercuric  chloride  were  due  to  the  powerful 
inhibitory  action  of  the  traces  carried  over  with 
the  sub-cultures  in  the  inoculations.       S.  R. 


DISSOCIATION  V.  Chemical  affinity. 

DISTILLATION.  The  object  of  distillation 
is  the  separation  of  a  volatile  liquid  from  a  non- 
volatile substance,  such  as  pure  water  from  sea- 
water,  or  more  commonly  the  separation  of  two 
or  more  liquids  of  different  volatility. 

The  apparatus  required  consists  essentially 
of  four  parts  :  a  still  or  boiler,  a  (Fig.  1 ),  in  which 


Fig.  1. 

the  liquid  is  boiled  ;  an  upright  tube  or  head,  b  ; 
a  condensing  tube,  c,  sloping  downwards  and 
cooled  by  suitable  means — a  Licbig's  condenser, 
L,  through  which  a  current  of  water  is  passed, 
being  generally  emploj^ed  in  the  laboratory ; 
lastly,  a  receiver,  R, 
to  collect  the  dis- 
tilled liquid.  The 
form  of  apparatus 
shown  in  Fig.  2 
is  convenient  for 
many  purposes  ; 
the  still,  the  head, 
and  the  condensing 
tube  are  sealed  to- 
gether in  one  piece. 

The  still  is 
usually  heated  by 
burner ;    for  very 


Fig.  2. 


the   flame  of    a  Bunsen 

  volatile  and  inflammable 

liquids  a  water-bath  is  generally  used,  but  the 
rate  of  distillation  can  be  better  regulated  by 
a  very  small  flame  in  contact  with  the  bottom  of 
the  still ;  the  Liebig's  condenser  is  unnecessary 
for  liquids  which  boil  above  160°  or  170°  if  the 
condensing  tube  is  fairly  long. 

If  the  temperature  at  which  the  liquid  boils 
is  to  be  ascertained  with  accuracy— and  this  is 
generally  the  case  in  fractional  distillation,  espe- 
cially in  the  final  purification  of  a  liquid — the 
following  points  should  be  attended  to : — 

1.  The  thermometer  should  be  carefully  cali- 
brated, and  it  would  be  a  great  advantage  if  all 
thermometers  were  compared  with  an  air  ther- 
mometer, for  different  kinds  of  glass  expand 
very  differently  when  heated,  and  therefore  two 
thermometers,'  constructed  of  difl'erent  varieties 
of  glass,  will  give  different  readings,  especially 
at  high  temperatures. 

2.  The  zero  point  of  the  thermometer  should 
be  redetermined  from  time  to  time.  It  is  a  good 
plan  to  heat  the  thermometer  for  several  hours 
to  about  300°  or  360°  before  calibratmg  it ;  the 
subsequent  changes  of  zero  point,  which  other- 
wise mig  ht  be  considerable  at  high  temperatures, 
are  thereby  greatly  reduced  (Crafts,  Compt. 
rend.  95,  910;  also  several  earlier  papers). 
Thermometers  treated  in  this  manner  may  now 
be  purchased.  i  •  i  j 

3.  All  thermometers,  except  those  which  do 
not  register  temperatures  higher  than  60°  or  70°, 
should  contain  nitrogen  to  prevent  volatilisation 
of  mercury  in  the  heated  stem  :  if  the  thermo- 
meter is  provided  with  a  small  bulb  at  the  top. 
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rise  of  pressure  owing  to  compression  of  the  gas 
in  the  thermometer  is  avoided. 

4.  The  thermometer  should,  if  possible,  be 
so  placed  in  the  apparatus  that  not  only  the  bulb 
but  also  the  column  of  mercury  in  the  stem  is 
surrounded  by  the  vapour  of  the  boiling  liquid  ; 
otherwise  the  following  correction,  which,  at 
the  best,  is  somewhat  uncertain,  must  be 
applied  : — 

N  =  length  of  column  of  mercury  in  scale  degrees 

not  heated  by  vapour. 
T  =  temperature  of  vapour  (the  approximate 
temperature  directly  read  on  the  thermo- 
meter  is  usually  sufficiently  accurate). 
t  =  mean  temperature  of  column  of  mercury 
not  heated  by  vapour.  This  temperature 
may    be    approximately   ascertained  by 
attaching  a  small  thermometer  to  the  other 
by  means  of  thin  indiarubber  bands  or  wire, 
■with  its  bulb  at  about  the  middle  of  the 
unheated  column. 
Correction  :  add  O-00OI43(T— <)N. 
The  coefficient  0-00016  is  usually  employed, 
but  Holtzmann  pointed  out  that  this  is  too  high, 
and  adopted  the  number  0-000135.  Thorpe, 
however    (Chem.    Soc.    Trans.  37,  159),  has 
shown  that  the  coefScient  0-000143  gives  the 
best  results.  >^    The  table  for  the  correction  of 
thermometer  readings  is  taken  from  Thorpe's 
paper,  and  shown  in  next  column. 

For  further  information  v.  article  on  Thee- 

MOMETEES. 

5.  When  the  amount  of  liquid  in  the  bulb  is 
very  small,  the  vapour  is  liable  to  be  superheated 
by  the  flame,  and  unless  the  bulb  of  the  thermo- 
meter is  thoroughly  moistened  with  condensed 
liquid,  too  high  a  temperature  wiU  be  registered. 
If  a  very  little  cotton  wool  or,  for  temperatures 
above  230°,  a  little  fibrous  asbestos  be  wrapped 
round  the  bulb  of  the  thermometer,  it  remains 
thoroughly  moist,  and  with  a  pure  liquid  the 
thermometer  registers  a  perfectly  constant  tem- 
perature untU  the  la.st  trace  of  liquid  in  the  bulb 
has  disappeared  (Ramsay  and  Young,  Chem. 
Soc.  Trans.  47,  42). 

6.  The  barometer  should  always  be  read,  and 
corrected  to  0°,  and  in  a  long  distillation  or  in 
unsettled  weather  it  should  be  read  frequently, 
for  the  boiling-point  varies  greatly  with  the 
pressure.  The  observed  boUing-point  is  corrected 
to  that  under  normal  pressure  by  means  of  the 
formula  6  =  c{760—p){272+i),  where  6  is  the 
correction  in  centigrade  degrees  to  be  added  to 
the  observed  boiUng-point,  i° ;  c  is  a  constant ; 
and  p  is  the  barometric  pressure.  For  the 
majority  of  liquids  the  value  of  c  may  be  taken, 
without  serious  error,  to  be  0-00012  ;  but  for 
water  and  the  alcohols  it  is  about  0-00010,  and 
for  a  few  liquefied  gases  it  is  considerably  higher. 
A  table  of  corrections  was  first  given  by  Crafts 
(Ber.  20,  709).  The  values  of  c  for  a  large 
number  of  substances  have  been  collected  and 
tabulated  by  Young  (Chem.  Soc.  Trans.  81,  777  ; 
Fractional  DistUlation,  15). 

1  Rimbach  (Ber.  22,  3072)  has  constructed  tables  of 
correction?  by  interpolation  from  experimental  data  up 
to  220=  for  two  kinds  of  thermometer  graduated  in 
degree:!,  and  up  to  100°  for  thermometers  graduated  in 
tenths  of  a  degree.  All  these  thermometers  were  con- 
structed of  .lena  glass,  and  from  the  results  it  would 
appear  that  the  form  of  the  thermometer,  and  doubtless 
also  the  nature  of  the  glass,  have  a  notable  influence  on 
the  magnitude  of  the  correction. 


The  various  jiarts  of  the  simple  apparatus 
(Figs.  1  and  2)  may  require  modification  under 
certain  circumstances. 

The  still. — For  larger  quantities  of  liquid,  a 
tin  or  copper  vessel  is  preferable  to  glass. 

The  head. — The  modifications  of  this  part 
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of  the  apparatus  will  be  considered  under  Frac- 
tional distillation. 

The  condenser. — For  very  volatile  liquids,  the 
condensing  tube  must  be  cooled  by  ice  or  a 
freezing  mixture  (pounded  ice  and  salt  or  ice 
and  concentrated  hydrochloric  acid,  &c.).  In 
this  case,  a  spiral  or  '  worm  '  tube  should  be 
used  (Fig.  3).  Condensation  of  moisture  in  the 
receiver  is  prevented  by  the  drying  tube  a. 
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The  receiver. — If  a  liquid  boils  at  a  very  high 
temperature,  or  if  it  suffers  decomposition  at  the 
ordinary  boiling-jjoint,  it  may 
be  necessary  to  distO  it  under 
reduced  pressure.  For  cases 
of  simple  distillation,  the  ap- 
paratus sho^vn  in  Fig.  4  may 
be  employed,  but  if  the  dis- 
tillate is  to  be  collected  in 
separate  portions,  as  in  frac- 
tional distillation,  the  removal 
of  the  receiver  would  neces- 
sitate the  admission  of  air 
into  the  apparatus  and  a 
fresh  exhaustion  after  each  change.  This  in- 
convenience may  be  obviated  by  the  employ- 
ment of  stopcocks  arranged  in  such  a  manner 


Fig.  3. 


that  air  may  be  admitted  into  the  receiver  and  a 
fresh  one  put  in  its  place  while  the  distillation 
bulb  remains  exhausted  (Thijrner,  Ber.  9, 
1868;  F.  T>.  Brown,  Chem.  Soc.  Trans.  35, 
5.54;  L.  T.  Thome,  Ber.  16,  1327  (Fig.  5); 
Lothar  Meyer,  ihid.  20,  1834).  Or  again,  a  series 
of  receivers  on  a  revolving  stand  placed  under 
an  exhausted  bell-jar  may  be  employed  (Gorboff 


Fig.  5. 

and  Kessler,  Ber.  18,  1363 ;  Bruhl,  ibid.  21, 
3339  (Fig.  6)). 

Many  liquids  absorb  moisture  from  the  air  or 
are  acted  upon  by  oxygen,  and  in  these  cases 
special  precautions  must  be  taken,  the  moist  air 
in  the  apparatus  being  expelled  and  replaced  by 
dry  air,  carbon  dioxide,  nitrogen,  or  hydrogen  ; 
the  receivers  must  also  be  protected  by  drying 
tubes.  (For  example,  v.  Thorpe,  Chem.  Soc. 
Trans.  47,  120  ;  Young,  ihid.  59,  923.) 

Theory  of  distillation.  Investigations  of  the 
vapour  pressures  of  liquids  have  thrown  much 
light  on  the  subject  of  distillation.    If  a  pure 


liquid  be  confined  in  the  space  above  the  mer- 
cury in  a  barometer  tube,  it  vnll  evaporate  until 
the  pressure  of  its  vapour — measured  directly 
by  the  depression  of  the  mercury  column — has 
reached  a  definite  amount,  which,  for  a  given 
substance,  and,  if  liquid  be  still  present,  depends 
solely  on  the  temperature.  From  the  readings 
of  pressure  at  various  temperatures  we  may 
construct  a  curve  to  illustrate  the  relations  of 
temperature  to  pressure  for  a  given  substance, 
but  this  curve  has  a  twofold  meaning,  for  it 
represents  not  only  the  vapour  pressures  at 
definite  temperatures,  but  also  the  boUing- 
points  of  the  liquid  under  definite  pressures. 
Thus  the  vapoiur  pressure  of  pure  water  at 
100°  is  760  mm.  of  mercury  at  0°;  and  under  a 
pressure  of  760  mm.  water  boils  at  100°.  Again, 
the  vapour  pressure  of  water  at  0°  is  4-6  mm., 
and  if  the  pressure  in  a  distillation  bulb  con- 
taining water  be  reduced  to  4-6  mm.,  the  water 
wiU  boil  at  0°.  The  truth  of  this  general  state- 
ment was  conclusively  proved  by  Regnault 
(Me'm.  de  I'Academie,  21  and  26). 

Regnault  also  investigated  the  behaviour  of  a 
few  mixed  and  heterogeneous  liquids,  which  he 


Fig.  6. 

divided  into  three  classes:  (1)  liquids  which 
are  quite  or  almost  insoluble  in  each  other  ; 
(2)  liquids  which  are  miscible  oidy  within  cer- 
tain limits  ;  (3)  liquids  which  mix  in  all  propor- 
tions. Regnault  employed  both  the  statical  and 
dynamical  methods  of  investigation ;  that  is  to 
say,  he  determined,  on  the  one  hand,  the  vapour 
pressures  of  the  liquids  at  various  temperatures 
in  the  barometer  tube,  and,  on  the  other  hand, 
the  boiling-points  of  the  liquids  under  various 
pressures. 

The  behaviour  of  two  liquids,  A  and  B,  when 
brought  into  contact  with  each  other,  must  be 
affected  (a)  by  the  attraction  of  the  like  mole- 
cules ;  those  of  A  for  each  other,  and  those  of 
B  for  each  other  ;  and  (6)  by  the  mutual  attrac- 
tion of  the  molecules  of  A  and  B.  If  the  attrac- 
tion of  the  unlike  molecules  is  relatively  very 
slight,  it  may  be  expected  that  the  liquids  will 
be  non-miscible,  or  nearly  so,  as  in  the  ca.se  of 
benzene  and  water.    If  the  attraction  of  the 
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uiilike  molecules  is  greater,  but  still  relatively 
small,  miscibility  within  limits  may  be  expected, 
as,  for  example,  with  aniline  and  water.  In  such 
cases  there  is  frequently  slight  cxiJansion  and 
slight  absorption  of  heat  on  admixture.  Com- 
paring together  various  pairs  of  liquids,  as  the 
mutual  attraction  of  the  unlike  molecules 
increases  relatively  to  that  of  the  like  molecules, 
the  following  changes  may  be  expected :  (o) 
increasing  and  finally  infinite  miscibility ;  (6) 
.slight  expansion,  diminishing  to  zero,  and 
followed  by  increasing  contraction  ;  (c)  diminish- 
ing absorption  of  heat,  changing  to  increasing 
heat  evolution.  These  changes  do  not,  in  many 
cases,  run  strictly  pari  passu,  and  among 
liquids  which  are  miscible  in  all  proportions, 
it  is  not  unusual  to  find  a  small  amount  of 
contraction  attended  by  a  slight  absorption  of 
heat,  as,  for  example,  when  a  little  water  is 
added  to  normal  propyl  alcohol,  but  when 
certain  compounds,  such  as  chlorobenzene  and 
bromobenzene,  which  are  chemically  closely 
related,  are  mixed  together,  there  is  no  appreci- 
able change  of  volume  or  temperature.  For 
such  substances  it  is  probable  that  the  diflFerent 
molecular  attractions,  A  for  A,  B  for  B,  and 
A  for  B,  are  very  nearly  equal,  and  that  the 
relation  s\iggested  by  Galitzine  (Wied.  Ann.  41, 
770  ;  and  by  D.  Berthelot,  Compt.  rend.  126, 
1703),  namely,  that  a^^=  A/a^.a^,  holds  good, 
where  ^  represents  the  attraction  of  the 
unlike  molecules,  and  and  the  respective 
attractions  of  the  like  molecules. 

It  would  appear,  then,  that  there  are  two 
very  simple  cases :  I.  that  in  which  the 
liquids  are  non-miscible ;  II.  that  of  two 
infinitely  miscible  and  closely  related  liquids 
which  show  no  heat  or  volume  change  on 
admixture. 

I.  It  was  found  by  Regnault  that  when  two 
non-miscible  liquids  are  placed  together  over  the 
mercury  in  a  barometer  tube,  the  observed 
vapour  pressure  is  equal  to  the  sum  of  the 
vapour  pressures  of  the  two  liquids  when  heated 
separately  to  the  same  temperature.  It  is  only 
necessary  that  both  substances  should  be 
present  in  sufficient  quantity,  and  that  the 
tube  should  be  shaken  or  sufficient  time  allowed 
for  the  evaporation  of  the  heavier  liquid.  The 
liquids  evaporate  independently  of  each  other, 
and  Dalton's  law  of  partial  pressures  is  therefore 
applicable  to  the  distillation  of  non-miscible 
liquids.  Each  vapour  behaves  to  the  other  as 
an  indifferent  gas,  and  the  boiling-point  of 
each  liquid  depends  on  the  partial  pressure  of 
its  own  vapour.  The  temperature  is  necessarily 
the  same  for  both  liquids,  and  the  total  pressure, 
if  the  distillation  is  carried  out  in  the  ordinary 
manner,  is  equal  to  that  of  the  atmosphere. 
The  boiling-point  is,  therefore,  that  temperature 
at  which  the  sum  of  the  vapour  pressures  of  the 
components  is  equal  to  the  atmospheric  pressure. 
Por  example,  at  90-23°  the  vapour  pressure  of 
water  is  530-1  mm. ;  and  that  of  chlorobenzene 
is  210-1  mm.  ;  total,  740-2  mm.  ;  and  it  was 
found  that  when  chlorobenzene  and  water  were 
distilled  together  under  a  barometric  pressure 
of  740-2  mm.,  the  temperature  varied  only 
between  90-25°  and  90-35°,  untU  there  was 
scarcely  any  chlorobenzene  left  in  the  residue, 
when  it  rose  rapidly  to  100°.    The  boiling- 


point  of  a  pair  of  non-miscible  liquids  is  neces- 
sarily lower  than  that  of  the  more  volatile 
component,  and  may  be  far  lower  than  that  of 
the  less  volatile. 

The  process  of  distillation  with,  steam  is 
very  frequently  employed  in  the  case  of  sub- 
stances of  high  boiling-point,  which  are  insoluble 
or  only  slightly  soluble  in  water,  such  as  aniline 
or  nitrobenzene.  {For  the  application  of  steam 
distillation  to  the  preparation  of  ethereal  oils, 
V.  von  Rechenberg,  Theorie  der  Gewinnung 
und  Trennung  der  iitherischen  Oele  durch 
Destination,  Schimmel  &  Co.  1910.) 

The  composition  of  the  vapour — and  there- 
fore of  the  distillate — from  two  non-misi^ible 
liquids,  like  the  vapour  pressure  and  boiling- 
point,  is  independent  of  the  relative  amounts  of 
the  components,  provided  that  both  are  present 
in  sufficient  quantity  and  that  evaporation  can 
take  place  freely.  Calling  the  vapour  densities 
D^  and  D^,  and  the  vapour  pressures  at  t° 

and  there  wiU  be,  in  a  litre  of  the  mixed 
vapour,  1  litre  of  A  at  t°  and  p^  mm.,  and  1  litre 
of  B  at  (°  and  js^  mm.  The  weights  of  vapour 
wiU  therefore  be  : 

0-0899  X  D .  X  273  Xp.      ,  0«0899  X D.,  X  273  Xp^. 

 A  tlA  and  ^  ^ 

(273-f«)x760  (273-4-i)x760 

respectivel}',  and  the  relative  weights  will  be 


^  (Naumann,  Ber.  10,  1421,  1819,  2014, 
Dg  Xp^ 

2099  ;  Brown,  Chem.  Soc.  Trans.  35,  547). 

The  vapour  density  of  chlorobenzene  is  56-2, 
and  that  of  water  is  9 ;  and  at  90-23°  the 
relative  weights  of  vapour  will  be 


w.  56-2x210-1 


=2-475, 


Mb  9x530-1 

and  the  percentage  weight  of  chlorobenzene 
win  be  71-2.  In  the  actual  experiment  to  which 
reference  has  been  made,  the  percentage  of 
chlorobenzene  in  the  distillate  was  found  to 
be  71-4.  Both  boiling-point  and  vapour 
composition  agree  well  with  the  calculated 
values. 

II.  The  vapour  pressure  of  a  mixture  of 
two  infinitely  miscible  liquids  which  are  chemi- 
cally closely  related  to  each  other,  or,  probably, 
for  which  g=  \f  a^-a^,  is  given  by  the  formula 
100^)  =  Mp^-|-(100  — M)p^,  where  M  is  the 
molecular  percentage  of  A,  and  p,  p^,  and  p.^ 
are  the  vapour  pressures  of  the  mixture  and 
of  A  and  B  respectively,  at  the  same  tempera- 
ture, t°.  In  other  words,  the  relation  between 
vapour  pressure  and  molecular  composition  is 
represented  by  a  straight  line  (Van  der  Waals, 
Proc.  Roy.  Acad.  Amsterdam,  3,  170 ;  Young, 
Chem.  Soc.  Trans.  81,  768  ;  Young  and  Fortey, 
ibid.  83,  45  ;  Zawidski,  Zeitsch.  physikal.  Chem. 
35,  129).  The  relation  has  been  found  to  hold 
accurately  for  chlorobenzene  and  bromobenzene, 
and  with  very  slight  error  for  other  pairs  of 
closely  related  liquids. 

In  order  to  calculate  the  boiling-points  of  all 
mixtures  of  two  such  liquids  under  a  given 
pressure,  p,  the  vapour  pressures  of  each  must 
be  known  at  all  temperatures  between  their 
respective  boiling-points  under  that  pressure. 
The  percentage  molecular  composition  of 
mixtures  which  \\ould  exert  the  vapour  jjressure 
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where    m'x  and  wi'b  are 


p  must  then  be  calculated  at  a  scries  of  tempera- 
tures bet\\'een  these  limits  by  means  of  the  for- 
mula M=  I00^°~^      Lastly,  the  values  of  M 
'Pb—Pa 

must  be  plotted  against  the  temperatures,  when 
the  curve  di'aAvn  through  the  points  will  give 
the  required  relation  between  boiling-point  au<l 
molecular  composition.  In  the  cases  examined, 
the  agreement  between  the  observed  and  cal- 
culated results  is  quite  satisfactory. 

The  relation  between  the  composition  of  a 
liquid  mixture  and  that  of  its  vapour  (distillate) 
has  been  the  subject  of  many  experimental 
investigations  (Brown,  Chem.  Soc.  Trans.  35, 
547;  39,  304;  Lehfeldt,  Phil.  Mag.  (v.)  46, 
42  ;  Zawidski,  Zeitsch.  physikal.  Chem.  35,  129  ; 
Carveth,  J.  Phys.  Chem.  3,  193  ;  Winkelmann, 
Wied.  Ann.  39,  1  ;  Linebarger,  J.  Amer.  Chem. 
Soc.  17,  615  ;  Gahl,  Zeitsch.  physikal.  Chem. 
33,  179  ;  Rosaneff,  Lamb,  and  Breithut,  ibid. 
66,  349  ;  Rosanoff  and  Easley,  J.  Amer.  Chem. 
Soc.  31,  953) ;  for  a  description  of  which  (up 
to  the  year  1903,  v.  Young's  Fractional  Distilla- 
tion, 71-113),  Unfortunately,  however,  it  is 
only  in  a  very  few  cases  that  the  mixtures 
investigated  consisted  of  closely  related  liquids. 
In  the  discussion  of  their  results,  Lehfeldt  and 
Zawidski  made  use  of  formulas  which  they 
derived  from  a  general  equation  proposed  in- 
dependently by  Duhem  and  by  Margules,  and  it 
is  to  be  noted  that  both  formulae,  in  the  simplest 
cases,  can  be  reduced  to  one  originally  given  by 

Brown,  — r=c-  . 

the  relative  weights  of  the  two  substances  in 
the  vapour,  inj^  and  the  relative  weights  in 
the  liquid,  and  c  is  a  constant.    From  Zawidski's 

formula  it  would  foUow  that  c  =         So  far  as 

experimental  evidence  is  available,  it  would 
appear  that  Brown's  formula  is  ai^plicable  to 
mixtures  of  liquids  for  which   wa  b=  V «a-«b. 

Pa 

and  that  for  closely  related  liquids  c  =  — . 

When  the  components  of  a  liquid  mixture 
are  not  chemically  closely  related,  the  relation 
between  vapour  pressure  and  molecular  composi- 
tion is  not,  as  a  rule,  represented  by  a  straight 
line,  but  by  a  curve,  and,  in  all  probability,  the 
form  of  the  curve  depends  on  the  relation  between 
f'.\.B  and  V (Ia-"b>  as  shown  in  Fig.  7.  That  is  to 
say,  when 

«A-B<  vaA.^B,100j5  >m^Ja+(100-m)j>b, 
and  vice  versa. 

The  greater  the  difference  between  Wa.b  and 
i\/ a^.a^  the  greater  will  be  the  curvature ;  and  it 
will  be  seen  that,  for  any  given  values  of  p/^  and 
Ps,  if  the  deviation  from  straightness  exceeds 
a  certain  limit,  there  must  be  a  point  of  maximum 
or  minimum  pressure  on  the  curve.  It  is 
obvious,  also,  that  the  smaller  the  difference 
between  p\  and  ps,  the  smaller  will  be  the 
deviation  required  to  give  a  maximum  or 
minimum  pressure.  If  Aa.b  is  so  much  smaller 
than  Vwa-^b  tliat  the  two  liquids  are  only 
partially  miscible,  the  maximum  pressure  will 
not  be  represented  by  a  single  point,  but  by  a 
horizontal  line  forming  part  of  the  curve. 

The  influence  of  chemical  relationship  is 


well  seen  by  the  behaviour  of  the  monhydric 
aliphatic  alcohols  towards  water.  These  alcohols 
may  be  regarded  as  derivatives  of  water,  formed 
by  the  replace- 
ment of  a  hydro- 
gen atom  by  the 
group  Cnll->ii+\  ; 
the  smaller  the 
alkyl  group,  the 
closer  is  the  re- 
lationship of  the 
alcohol  to  water. 
At  the  ordinary 
temperature  me- 
thyl alcohol  is 
miscible  witli 
water  in  all  pro- 
portions, as  also 
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Fig.  7. 


are  ethyl  and  propyl  alcohols  ;  normal  butyl 
and  wobutyl  alcohol  are  only  partially  mis- 
cible with  water ;  and  the  solubility  of  the 
higher  alcohols  in  water  diminishes  with  rise  of 
molecular  weight,  cetyl  alcohol,  for  example, 
being  practically  insoluble.  The  volume  and 
heat  changes  on  admixture  with  water  similarly 
indicate  that  the  attraction  of  the  unlike  mole- 
cules diminishes  as  the  molecular  weight  of  the 
alcohol  increases.  Lastly,  the  deviation  of  the 
vapour  pressure  curves  from  straightness 
increases  (Konowalow,  Wied.  Ann.  14,  34),  as 
may  be  seen  from  Fig.  8. 


O         20        40       60       80  100 

Molecular  percentage  o;-"  alcohol 
Fig.  8. 

(The  temperatures  are  such  that  the  vapour 
ijressure  of  each  pure  alcohol  is  400  mm.) 

The  boiling-points  of  liquids  which  are  not 
closely  related  cannot,  as  a  rule,  be  calculated 

by  means  of  the  formula  M  =  ^^^p^Z-pj^- 

as  is  usually  the  case,  the  vapour  pressures  of 

the  mixtures  are  higher  than  are  given  by  the 
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formula  100;;  =  M/)a  +  (100  —  M)_Pb,  the  ob- 
served boiling-points  -nill  ho  lower  than  the 
calculated  ;  if  the  vapour  pressures  are  lower, 
the  boiling-points  Mill  bo  higher.  Moreover, 
when  there  is  a  point  of  maximum  pressure  on 
the  curve  which  shows  the  relation  between 
vapour  pressure  and  molecular  composition, 
there  must  be  a  point  of  minimum  temperature 
on  the  boiling-point — molecular  composition 
curve,  the  composition  of  the  mixture  which 
exerts  a  maximum  vapour  pressure,  p,  at  t° 
being  the  same  as  that  of  the  mixture  which 
has  the  miniumm  boOing-point,  t°,  under  the 
pressure  p.  So,  also,  two  substances  capable 
of  forming  a  mixture  of  minimum  vapour 
pressure  can  also  form  a  mixture  of  maximum 
boiling-point. 

Such  mixtures  of  either  minimum  or  maximum 
boiling-point,  when  distilled,  boil  at  a  constant 
temperature  without  change  of  composition, 
like  pure  substances,  and  they  have  frequently 
been  mistaken  for  chemical  compounds.  The 
composition,  however,  depends  on  the  pressure, 
which  would  not  be  the  case  with  a  definite 
compound  ;  and,  moreover,  mixtures  of  minimum 
boihng-point  are  formed  owing  to  the  relatively 
■small  attraction  of  the  unlike  molecules  for 
each  other.  A  very  striking  example  of  the 
influence  of  pressure  on  the  composition  of  the 
mixture  of  constant  boUing-point  has  recently 
been  observed  by  Wade  in  the  case  of  ethyl 
alcohol  and  water.  Under  normal  pressure  the 
mixture  of  minimum  boiling-point  contains  4-43 
p.c.  of  water.  At  higher  pressures  the  percentage 
of  water  is  slightly  higher ;  at  lower  pressures  it 
is  smaUer,  and  it  is  remarkable  that  the  diminu- 
tion in  the  percentage  of  water  becomes  more 
and  more  rapid  as  the  pressure  falls,  so  that 
below  80  mm.  no  mixture  of  minimum  boiling- 
point  is  formed  at  all. 

In  the  case  of  three  liquids,  if  each  of  the 
three  possible  pairs  is  able  to  form  a  mixture  of 
minimum  boiling-point,  it  may  happen  that  a 
particular  mixture  of  aU  three  liquids  will  boil 
constantlj'  at  a  lower  temperature  than  will  any 
of  the  pairs  or  single  liquids.  Thus  benzene  and 
water  form  such  ternary  mixtures  of  minimum 
boUing-point  with  ethyl,  w-propyl,  isopropyl, 
and  tertiary  butyl  alcohols  (Young,  Chem.  Soc. 
Trans.  81,  707  ;  Fortey  and  Young,  ibid.  81,  739). 

A  table  of  mixtures  of  constant  boUing-point 
is  given  in  Young's  Fractional  Distillation, 
67-69.  Other  mixtures  have  since  been  dis- 
covered by  Wade  (Chem.  Soc.  Trans.  85,  938  ; 
87,  1656  ;  V.  also  95,  1842). 

The  composition  of  the  vapour  from  a 
mixture  of  liquids  which  are  not  closely  related, 
cannot,  as  a  rule,  be  calculated  from  the  vapour 
pressures  of  the  components  and  the  composi- 
tion of  the  liquid,  but  for  purposes  of  interpola- 
tion the  formulse  of  Lehfeldt  or  Zawidsld  may  be 
found  useful  (I.e.). 

Fractional  distillation.    It  has  been  stated 

„        ,    .        ,  rni   .         ,.    , , 

that  Brown  s  formula,  — ^=c—  ,  is  appbcable 

to  mixtures  of  all  closely  related  liquids  so  far 
investigated,    and    that,    in    aU  probability, 
Pa. 

c  =~-    The  value  of  c  is  necessarily  such  that 

the  vapour  is  richer  than  the  liquid  in  the  more 
volatile    component.    The    first    portion    of  I 


distillate  obtained  by  condensation  of  the 
vapour  wiU,  therefore,  be  richer,  and  the 
residual  liquid  wiU  be  slightly  poorer  in  that 
component.  Continuing  the  distillation,  the 
vapour  evolved  from  the  residual  liquid  wOl 
again  be  richer  than  the  liquid  in  contact  with 
it  in  the  more  volatile  component,  though 
poorer  than  the  first  portion  of  vapour.  If 
successive  portions  of  vapour  be  condensed,  the 
percentage  of  the  more  volatile  component  in 
the  distillates  or  fractions  will  steadily  diminish, 
until,  if  the  constant  c  differs  greatly  from  unity, 
the  residue  will  consist  of  the  less  volatile  liquid 
in  a  pure  or  very  nearly  pure  state.  As  the 
distillation  proceeds,  the  temperature  will, 
therefore,  rise  until,  if  c  has  a  high  value,  the 
boiling-point  of  the  less  volatile  component  is 
reached. 

If  the  fractions  obtained  in  the  first  distilla- 
tion were  redistilled,  each  of  them  could  be 
separated  into  smaller  fractions,  the  first  richer 
and  the  last  poorer  in  the  more  volatile  com- 
ponent, and  by  a  process  of  systematic  fractional 
distillation  it  should,  theoretically,  be  possible  to 
effect  a  separation  of  both  components. 

A  mathematical  and  experimental  investiga- 
tion (BarreU,  Thomas,  and  Young,  PhU.  Mag. 
(v.)  37,  8)  of  the  behaviour  on  distillation  of 
mixed  liquids  which  follow  Biown's  law,  showed 
that  with  two  components  it  is  the  liquid  of 
higher  boUing-point  which  is  the  easier  to 
separate  ;  and  that  if  there  are  three  or  more 
components  boiling  at  fairly  equal  intervals  of 
temperature,  the  substances  of  intermediate 
boiling-point  are  the  most  difficult  to  separate, 
and  the  least  volatile  substance  is  the  easiest. 

The  method  employed  for  the  fractional 
distillation  of  a  mixture  of  two  liquids  can  best 
be  explained  by  taking  a  concrete  example.  A 
mixture  of  100  grams  of  benzene  (b.p.  80-2°) 
and  100  grams  of  toluene  (b.p.  110-6°)  was 
slowly  distilled,  and  the  distillate  was  collected 
in  a  convenient  number  of  fractions,  the  receivers 
being  changed  when  the  boUing-point  reached 
certain  definite  previously  arranged  tempera- 
tures, the  actual  readings  being  corrected  for 
barometric  pressure  and  for  errors  in  the 
thermometer  scale.  The  results  of  the  first 
four  fractionations,  and  also  of  the  ninth,  are 
given  in  Table  I.,  next  page. 

In  the  first  distillation  the  temperature  rose 
almost  at  once  to  86°  (corr.),  and  the  first 
portion  of  distillate  was  therefore  collected  in 
receiver  4.  On  the  other  hand,  the  temperature 
reached  110-6°  before  the  whole  of  the  liquid 
had  come  over ;  the  residue,  therefore,  con- 
sisted of  pure  toluene. 

The  distillate  in  receiver  4  was  now  placed 
in  a  smaller  flask  and  distilled,  fractions  being 
collected  in  receivers  2,  3,  and  4.  When  the 
temperature  reached  89-2°,  the  flame  was 
removed,  and  the  contents  of  receiver  5  were 
added  to  the  residue  in  the  stUl.  The  distilla- 
tion was  recommenced,  and  fractions  were 
collected  in  receivers  3,  4,  and  6,  the  flame  being 
removed  when  the  temperature  reached  92-2°. 
The  distillation  was  continued  in  a  similar 
manner  until,  after  addition  of  the  contents  of 
receiver  12,  the  temperature  rose  to  110-6°, 
when  the  residue  of  pure  toluene  was  added  to 
that  from  the  first  fractionation.  The  third 
and  fourth  fractionations  were  carried  out  like 
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10-80 
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11 
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13-45 

9-60 

8-95 

7-40 

110-5 

7-00 

12 

110-6 

24-90 

30-75 

33-05 

30-50 

110-6 

5-75 

Pure  toluene 

(110-6) 

10-90 

22-95 

31-35 

42-10 

(110-6) 

72-10 

the  second.  In  the  subsequent  fractionations  i 
the  temperature  ranges  of  the  middle  fractions 
were  gradually  increased  and  those  of  the  lowest 
and  highest  fractions  diminished.  It  was  not 
until  the  ninth  fractionation  that  pure  benzene 
began  to  be  collected.  Eventually  81-4  grams 
of  pure  benzene  and  88-8  grams  of  pure  toluene 
were  recovered. 

Full  details  of  the  systematic  fractional 
distillation  of  mixtures  of  two  liquids  and  three 
liquids,  and  of  more  complex  mixtures,  are  given 
in  'Fractional  Distillation,'  114-143. 

If  the  components  of  a  mixture  are  not 
closely  related,  the  composition  of  the  vapour 
cannot,  as  a  rule,  be  calculated  by  Bro\vn's 
formula,  but  even  in  such  cases  the  percentage 
of  the  more  volatile  component  in  the  vapour 
will  be  greater  than  in  the  liquid,  and  the 
separation  by  fractional  distillatioir  is  theoreti- 
cally possible,  unless  the  deviation  of  the 
vapour  pressure-composition  curve  from  straight- 
ness  is  so  great  that  a  mixture  of  maximum  or 
minimum  vapour  pressure  is  formed. 

For  mixtures  to  which  Brown's  law  is 
applicable,  it  may  be  stated  quite  generally 
that  the  greater  the  difference  between  the 
boiling-points  of  the  compounds,  the  more 
readily  can  a  separation  be  effected  by  fractional 
distillation,  but  for  other  mixtures  the  form  of 
the  curve  representing  the  relation  between 
boiling-point  and  molecular  composition,  if 
known,  must  be  taken  into  account.    If  the 


O  lOO 
Molecular  percentage  of  A 

Fig.  9. 

curve  for  tv\o  components  were  of  the  form  a 
(Fig.  9),  the  substance  of  higher  boiling-point 


could  be  separated  very  easily,  but  the  more 
volatile  couijDonent  only  wth  great  difHculty,  if 
at  all.  On  the  other  hand,  if  the  curve  were 
of  the  form  h,  nearly  horizontal  at  the  higher 
temperature,  the  more  volatile  component 
would  be  comparatively  eas}',  and  the  less 
volatile  difficult  to  separate.  The  first  case  is 
frequently  met  wth,  the  second  seldom.  With 
curves  of  the  form  c  and  d  (Fig.  10)  it  ^^•ould  not, 


o  q  r  loo 

Molecular  percentage  of  A 
Fig.  10, 

under  any  conditions,  be  possible  to  separate 
both  components  by  distillation  of  any  given 
mixture,  but  it  would  be  possible  to  separate 
the  mixture  of  mmimum  or  maximum  boiling- 
point  from  that  component  which  was  in  excess. 
In  a  case  represented  by  curve  c,  where  the 
minimum  temperature  corresponds  to  the 
molecular  composition  q,  the  distillation  might 
proceed  in  either  of  three  ways  :  (1)  If  the  liquid 
mixture  had  the  composition  g,  it  would  distil 
unchanged  in  composition  at  the  constant 
minimum  temperature ;  (2)  if  the  molecular 
percentage  of  A  were  less  than  q,  the  liquid 
would  tend  to  separate  into  two  components, 
the  more  \  olatile  of  which  «  ould  be  the  mixture 
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of  minimum  boiling-point,  and  the  less  volatUe 
the  substance  B  ;  (3)  if  the  molecular  percentage 
of  A  were  greater  than  q,  the  components 
separable  by  distillation  would  be,  first,  the 
mixture  of  minimum  boiling-point,  and,  second, 
the  liquid  A.  A  well-kno«ii  case  of  this  kind 
is  that  of  normal  propyl  alcohol  and  water  ; 
the  boiling-points  under  normal  pressure  are  : 
water,  100°  ;  re-propyl  alcohol,  97-2°  ;  mixture 
of  minimum  b.p.  87 -T".  This  mixture  contains 
43-2  molecules  p.c.  of  the  alcohol;  it  was 
described  for  many  years  as  a  hydrate  of 
propyl  alcohol.  If  the  curve  had  the  form  d,  the 
mixture  would  distil  like  a  pure  liquid  if  it  had 
the  composition  r,  or  it  would  tend  to  separate 
into  two  components,  the  first  being  either 
A  or  B,  according  as  the  molecular  percentage 
of  A  in  the  original  mixture  was  greater  or  less 
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Fig.  11. 

than  r,  and  the  second  the  mixture  of  maximum 
boiling-point.  Formic  acid  and  water  behave 
in  this  manner,  as  sho\v-n  by  Roscoe  (Chem.  Soc. 
Trans.  13,  146;  15,  270).  Boiling-points:  water, 
100°  ;  formic  acid,  99-9°  ;  mixture  of  maximum 
b.p.,  107-1°;  molecular  percentage  of  acid 
in  mixture,  56-7°. 

If,  as  with  ethyl  alcohol  and  water  (Fig.  11), 
the  mixture  of  constant  boiling-point  distils  at 
nearly  the  same  temperature  as  one  of  the  two 
pure  liquids,  it  is  impossible  to  separate  that 
liquid  in  a  pure  state  by  distillation.  In  this 
the  curve  is  exceedingly  flat  at  the  lower 
temperature  (Noyes  and  War- 
fel,  J.  Amer.  Chem.  Soc.  23, 
463),  it  is  practically  impossible 
to  separate  the  mixture  of 
minimum  boiling-point  (con- 
taining 4-43  p.c.  by  weight  of 
water)  in  a  pure  etate  even 
when  water  is  in  excess,  although 
it  is  quite  easy  to  separate  pure 
water  from  dilute  spirit. 

The  correct  interpretation  of 
the  results  of  the  fractional  dis- 
tillation of  a  complex  mixture 
may  be  rendered  very  difficult 
by  the  following  causes  :  (I)  the 
presence  of  two  components 
boUing  at  nearly  the  same 
temperature  ;  (2)  the  presence 
of  one  or  more  components  in 
relatively  very  small  quantity  ; 
(3)  the  formation  of  mixtures  of 
constant  boiling-point.  It  is 
only  by  plotting  the  total 
weights  of  distillate  against 
the  temperatures,  or  by  dividing  the  weight 
of  each  fraction.  Aw,  by  its  temperature  range 
and    tabulating  the  ratios  ^w/Lt,  that  the 


results  are  likely  to  be  understood,  and  in  any 
case,  the  existence  of  a  mixture  of  constant 
boiling-point  may  not  be  discovered,  and  it  may 
be  difficult  to  decide  whether  a  distillate 
collected  at  a  practically  constant  temjserature 
consists  of  a  single  pure  substance  or  of  two 
liquids  boiling  at  nearly  the  same  temperature. 

AU  the  above  difficulties  are  met  with  in  the 
fractional  distillation  of  petroleum,  which 
contains  homologous  and  isomeric  paraffins, 
polymethylenes  and  their  alkyl  derivatives 
(naphthenes)  and  aromatic  hydrocarbons,  Rus- 
sian petroleum  being  relatively  rich,  and  Ameri- 
can petroleum  poor  in  naphthenes  and  aromatic 
hydrocarbons.  When  American  petroleum  was 
carefully  distUlcd,  it  appeared  at  first  as  though 
the  distillate  coming  over  between  the  ordinary 
temperature  and  40°  contained  only  a  single 
component,  boiling  at  about  33°  ;  but  by  sys- 
tematic fractional  distillation  with  a  very 
efficient  stiU-head,  it  became  evident  (Fig.  12) 
that  two  components,  wopentane,  b.p.  27-95°, 
and  normal  pentane,  b.p.  36-2°,  were  present 
(Young,  Chem.  Soc.  Trans.  71,  440).  Again,  in 
the  early  fractionations  there  appeared  to  be  no 
indication  of  the  presence  of  any  component 
boiling  between  40°  and  60°,  but  by  tabulating 
the  values  of  Aiv/At,  it  was  seen  that  a  very 
small  quantity  of  a  liquid  boiling  at  about  50° 
was  present,  and  a  distillate  coming  over  almost 
constantly  at  49-5°  was  eventually  obtained. 
A  chemical  and  physical  investigation  of  this 
distillate  showed,  however,  that  it  was  a  mixture 
of  pentameth3'lene  and  a  hexane  of  low  boiling- 
point.  The  presence  of  benzene  in  American 
petroleum  is  indicated  by  the  formation  of 
dinitrobenzene,  when  the  distillate  from,  say, 
60°  to  80°  is  treated  with  nitric  and  sulphuric 
acids  (Schorlemmer,  Annalen,  127,  311).  But 
when  the  petroleum  was  carefully  fractionated, 
it  was  found  that  the  small  fraction  coming  over 
at  about  80°  yielded  no  dinitrobenzene,  the 
greater  part  being  obtained  from  the  fractions 
below  70°.  This  anomaly  is  explained  by  the 
fact  that  benzene  forms  a  mixture  of  constant 
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boiling-point  with  M-hexaue,  coming  over  at 
almost  the  same  temperature  as  the  paraffin. 
The  amount  of  benzene  being  relatively  small, 
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the  whole  of  it  distils  over  at  the  low  tempera- 
ture. In  Russian  petroleum  the  percentage  of 
benzene  is  so  much  greater  that  some  of  it 
comes  over  at  its  true  boiling-point,  80-2° 
(Young,  Chem.  See.  Trans.  73,  905). 

(For  a  detailed  discussion  of  the  interpretation 
of  the  results  of  the  fractionation  of  complex 
mixtures,  v.  Fractional  Distillation,  chap.  19.) 

Improved  still-heads.  It  would  be  quite  im- 
possible to  effect  really  difficult  separations  by 
means  of  the  ordinary  apparatus  employed  for 
distillation,  and  various  modifications  of  the  still- 
head  have  been  devised  in  order  to  increase  its 
efficiency.  Even  when  the  separation  is  an  easy 
one,  much  time  and  material  may  be  saved  by 
the  employment  of  efficient  still-heads.  Great 
progress  was  made  in  the  improvement  of  the 
still-head  in  commerce — notably  for  the  better 
separation  of  alcohol  from  weak  spirit — before 
any  advance  was  made  in  the  laboratory.  It 
wOl,  however,  be  more  convenient  to  consider 
first  those  forms  of  apparatus  which  are  suitable 
for  laboratory  purposes. 

In  choosing  or  constructing  a  stiH-head,  the 
furst  point  to  be  considered  is  its  efficiency  in 
separating  the  components  of  a  mixture.  It 
frequently  happens,  however,  that  the  quantity 
of  liquid  available  is  small,  and  it  is  therefore 
important  that  the  quantity  of  condensed 
liquid  in  the  stiU-head  at  any  moment  shall  be 
as  small  as  possible.  If  the  residual  liquid  is 
of  value,  it  is  also  of  importance  that  the 
condensed  liquid  in  the  still-head  shaU  all 
return  to  the  still  after  the  source  of  heat  is 
removed. 

In  comparing  the  efficiency  and  usefuhress 
of  difEerent  stiU-heads,  it  is  necessary  always  to 
distil  a  mixture  of  the  same  composition  ;  and 
the  rate  of  distillation  must  always  be  the  same, 
because  the  efficiency  of  any  still-head  is  greatly 
diminished  by  mcreasing  the  rate.  In  the 
comparisons  mentioned  in  this  article,  equal 
weights  of  pure  benzene  and  pure  toluene  were 
employed,  and  the  distillate  was  collected  at 
the  rate  of  one  drop  per  second.  Unless  other- 
wise stated,  50  grams  of  the  mixture  were 
distilled. 

Of  all  possible  forms,  the  plain  vertical  still- 
head  is  the  least  efficient.  During  distillation, 
as  the  vapour  rises  up  the  cylindrical  tube,  the 
outer  part  of  it  comes  m  contact  with  the 
condensed  liquid  flowing  down  the  sides  of  the 
tube.  Since  the  tube  is  constantly  losing  heat 
by  radiation  and  by  conduction  to  the  surround- 
ing air,  this  liquid  is  constantly  cooled  and 
fresh  condensation  constantly  goes  on,  the 
outermost  layer  of  vapour  probably  condensing 
almost  completely  with  little  change  of  com- 
position. The  central  portion  of  vapour-  rises 
rapidly  up  the  tube,  and  can  only  reach  the  liquid 
by  diffusion  or  by  convection  currents,  and 
much  of  it  may  pass  through  the  stiU-head 
without  reaching  the  liquid  at  all ;  the  con- 
densed liquid,  on  the  other  hand,  flows  rapidly 
back  to  the  still.  In  order,  however,  that  a 
satisfactory  separation  of  the  components  may 
take  place,  as  much  of  the  vapour  as  possible 
should  come  in  contact  with  the  hot  condensed 
liquid,  so  that  equilibrium,  as  regards  composi- 
tion, may  be  brought  about  all  through  the 
lube. 

The  efficiency  of  a  plain  vertical  still-head  is. 


roughIj%  proportional  to  its  length.  For  tubes 
of  equal  length  the  efficiency  is  lo\\  est  when  the 
internal  diameter  is  about  14  mm.  On  the  other 
hand,  the  quantity  of  liquid  and  vapour  in  the 
stiU-head  increases  regularly  with  the  width  of 
the  tube ;  it  is  therefore  better  to  use  very 
narrow  rather  than  very  wide  tubing. 

Better  contact  between  liquid  and  vapour, 
and  therefore  greater  efficiency,  is  ensured  by 
sloping  the  middle  part  of  the  tube,  the  extre- 
mities being  kept  vertical,  and  the  efficiency  is 
further  improved  by  bending  the  — j 
sloping  portion  so  as  to  form  a 
spiral.  In  Young's  '  rod  and  disc  ' 
stfll-head  (Fig.  13),  the  downflow  of 
part  of  the  condensed  liquid  is  -'""'^ 
greatly  retatded  by  the  discs  on  the 
central  glass  rod,  and  this  liquid  is 
protected  from  the  cooling  action  of 
the  air  ;  at  the  same  time,  eddies 
and  cross-currents  are  produced  in 
the  vapour.  The  increase  in  efficiency 
caused  by  the  introduction  of  the 
easily  constructed  rod  with  discs  is 
very  marked.  Wurtz  (Ann.  Chim. 
Phys.  iii.  42,  129)  recommended  a 
vertical  tube  with,  a  series  of  bulbs 
blown  on  it,  and  Young  has  shown 
that  the  efficiency  is  somewhat  in-  , 
creased  and  the  amount  of  liquid  in  ^ 
the  stUl-head  is  greatly  diminished  I'^i'^-  13- 
by  blowing  pear-shaj)ed  instead  of  spherical 
bulbs  on  the  tube  (Fig.  14).  The  '  rod  and  disc  ' 
and  '  pear  '  stiU-heads  are  specially  suitable  for 
liquids  of  high  boiling-point. 

Greater  efficiency,  combined  with  diminished 
condensation  of  liquid  in  the  still-head,  is 
attained  m  Young's  '  evaporator  '  column,  one 
section  of  which  is  shown  in  Fig.   15.  The 


7 


Fig.  14. 


Fig.  15. 


vapour  rises  up  the  inner  tube,  passes  dowii 
between  the  inner  and  middle  tubes,  and  up 
again  between  the  middle  and  outer  tubes,  and 
so  reaches  the  section  above.  The  liquid  con- 
densed m  the  upper  part  of  the  stUl-head  falls 
in  drops  from  the  tlepression  at  the  top  of  the 
section  on  to  the  flattened  top  of  the  inverted 
middle  tube,  and  spicad.s  itself  over  its  surface, 
falling  again  in  drojjs  from  the  bottom  of  this 
tube.    The  temperature  of  the  vapour  passing 


272 


DISTILLATION. 


through  the  inner  tube  of  any  section  being 
higher  than  the  boiling-point  of  the  condensed 
liquid  falling  on  to  the  inverted  tube,  re-evapora- 
tion takes  place  to  some  extent,  and,  if  there  is 
much  difference  between  the  boUing-points  of 
the  components  of  the  mixture  being  distilled, 
ebullition  may  actually  occur.  The  quantity  of 
condensed  liquid  in  the  still-head  is  thereby 
greatly  reduced.  The  '  evaporator  '  stUl-head 
is  specially  suitable  for  accurate  work  where 
great  efficiency  is  required  (Chem.  Soc.  Trans. 
75,  679). 


The  '  Hempel '  stiU-head  (Zeitsch.  anal.  Chem. 
20,  602)  consists  simply  of  a  wide  vertical  tube, 
filled  with  glass  beads  of  special  construction, 
and  constricted  below  to  prevent  the  beads 
from  faUing  out.  A  short,  narrower  vertical 
tube  with  side  delivery  tube  is  fitted  by  means  of 
a  cork  into  the  wider  tube.  The  advantages 
of  the  Hempel  apparatus  are  simplicity  and 
efficiency,  but  the  amount  of  liquid  in  the 
stUl-head  is  excessive. 

The  results  obtained  with  various  stUl-heads 
are  given  in  Table  II. 
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In  many  of  the  stOl-heads  employed  on  the 
large  scale,  for  example  in  the  Coffey  still  (Fig.  28), 
the  condensed  liquid  is  caused,  by  means  of 
suitable  obstructions,  to  collect  into  shallow 
pools,  and  the  ascending  vapour  has  to  force  its 
way  through  these  pools  ;  very  good  contact  is 
thus  brought  about  between  vapour  and  liquid 
at  definite  intervals.  The  excess  of  liquid  is 
carried  back  from  pool  to  pool,  and  finally  to  the 
stUl  by  suitable  trapped  reflux  tubes.  It  is 
convenient  to  reserve  the  term  '  dephlegmator  ' 
for  this  class  of  stOl-head.  The  '  Le  Bel- 
Henninger  '  (Fig.  16)  and  the  '  Glmsky  '  (Fig.  17) 
dephlegmators  have  been  very  frequently 
employed  for  laboratory  work,  but  they  do  not 
give  good  results  when  small  quantities  of 
Squid  are  distilled ;  the  dephlegmators  of 
Brown  (Chem.  Soc.  Trans.  37,  49)  (Fig.  18)  and 
of  Young  and  Thomas  {ibid.  75,  679)  follow  the 
principle  of  the  Coffey  still  more  closely,  and  are 
much  better  in  this  respect. 

In  a  comparisou  of  the  Glinsky,  Lc  Bel- 


Henninger,  and  Young  and  Thomas  dephleg- 
mators, each  with  three  sections,  it  was  found 
that  when  400  grams  of  the  mixture  of  benzene 
and  toluene  were  distilled,  there  was  not  a 
great  difference  in  efficiency,  but  the  Glinsky 
was  the  least  satisfactory.  With  50  grams  of 
the  mixture  the  differences  (Table  II.)  were 
quite  noticeable,  and  with  25  grams  they 
were  greatly  accentuated.  With  the  Glinsky 
column  the  highest  temperature  reached  was 
only  107-6°,  and  the  residue,  when  distilled  from 
a  very  small  bulb,  came  over  between  102-2° 
and  110-4°.  No  pure  toluene  was  therefore 
obtained,  and  the  residue  left  in  the  still  was 
distinctly  less  pure  than  the  last  portion  of 
distillate  collected.  With  the  Le  Bel-Henninger 
column  the  highesb  temperature  was  only 
107-35°,  and  the  residue  began  to  boil  at  105-7°  ; 
with  the  Young  and  Thomas  column  the  tem- 
perature just  reached  110'6°,  and  the  residue 

'  Unnecessarily  long. 
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began  to  boil  at  1104°.  The  '  rod  and  disc,' 
the  '  pear,'  and  the  '  evaporator '  stUl-heads 
gave  better  results  when  only  25  grams  of  the 
mixture  were  distilled,  the  residue  in  each  case 
consisting  of  pure  toluene.  These  results  show 
that  for  small  quantities  of  liquid  the  Young 
and  Thomas  dephlegmator  gives  much  better 
results  than  the  Glinsky  or  Le  Bel-Henninger, 
but  that  none  of  them  is  so  satisfactory  as  the 
other  still-heads. 


t 


Fig.  16. 


Fig.  17. 


Fig.  18. 


In  order  that  a  dephlegmator  may  give  the 
best  results,  the  following  requirements  should 
be  fulfilled  :  1.  It  should  be  possible  to  greatly 
increase  the  number  of  sections  without  seriously 
increasing  the  fragility  of  the  apparatus.  2.  As 
the  amount  of  condensed  liquid  flowng  back  at 
any  level  is  greatest  at  the  bottom  and  least  at 
the  top,  it  follows  that,  in  order  to  form  a  pool, 
more  complete  obstruction  is  required  at  the  toj) 
of  the  column  than  at  the  bottom.  3.  Since  the 
amount  of  condensed  liquid  in  the  stiU-head 
should  be  as  small  as  possible  consistently  with 
efficiency,  the  reflux  tubes  should  not  be  wider — 
in  that  part  which  is  filled  with  liquid  during 
distillation — than  is  necessary  to  carry  back  the 
liquid  freely,  and  the  traps  should  be  no  deeper 
than  is  required  to  prevent  the  ascending  vapour 
from  forcing  its  way  through  them.  On  the 
other  hand,  the  upper  part  of  the  reflux  tubes 
should  be  wide,  so  as  to  facilitate  the  entrance 
of  the  liquid.  4.  There  should  be  a  rapid  flow 
of  condensed  liquid  through  the  reflux  tubes, 
otherwise  the  change  in  composition  of  the 
liquid  in  these  tubes  wUl  lag  behind  that  of  the 
distillate.  5.  There  should  be  a  reflux  tube 
connecting  each  section  with  the  one  below  it, 
so  that  the  change  in  composition  may  be 
regular  from  top  to  bottom  of  the  column.  In 
this  respect  the  Glinsky  dephlegmator  is  entirely 
wrong  in  principle.  6.  When  the  distillation  is 
completed,  the  residual  liquid  should  return  as 
completely  as  possible  from  the  still-head  to  the 
still.  In  this  respect  the  deplilegmators  as  a 
class  are  less  satisfactory  than  the  other  still- 
heads. 

By  surrounding  the  stiU-head  with  water  or 
any  other  liquid,  the  temperature  of  which  is 
kept  as  little  above  the  boiling-point  of  the  more 
volatile  component  as  will  allow  of  vapour 
passing  thronch,  a  considerable  improvement  in 
Vol.  II. -T. 


the  separation  is  effected.  The  temperature  of 
the  bath,  however,  requires  very  careful  regula- 
tion if  the  boUing-points  of  the  components  are 
near  together,  or  if  one  component  is  present  in 
large  excess,  for  in  cither  case  a  fall  of  a  fraction 
of  a  degree  would  cause  complete  condensation 
of  the  vapour,  while  a  slight  rise  of  temperature 
would  prevent  any  condensation  from  taking 
place,  and  there  would  be  no  fractionation  what- 
ever. In  constructing  a  regulated  temperature 
stiU-head,  it  is  advisable  to  bend  the  tube  into 
the  form  of  a  spiral,  because  its  effective  length 
may  thus  be  greatly  increased  without  unduly 
adding  to  the  height  of  the  bath,  and  also 
because  the  spiral  form  is  more  elBcient  than  the 
vertical.  This  class  of  stUl-head  was  first 
recommended  by  Warren  (Annalen,  Suppl.  4, 
51).  A  better  apparatus  was  described  by 
Brown  (Chem.  Soc.  Trans. 
37,  49 ;  39,  517)  (Fig.  19). 
A  combination  of  a  regulated 
temperature  stiU-head  and 
dephlegmator  was  employed 
by  Young  and  Thomas  {ibid. 
71,  440)  for  the  separation  of 
normal  and  iso-pentane  from 
petroleum. 

Experiments  to  test  the 
relative  efficiency  of  these 
various  forms  of  apparatus 
have  been  made  by  Kreis 
(Annalen,  224,  259  ;  Claudon, 
Bull.  Soc.  chim.  42,  613  ; 
Brown,  Chem.  Soc.  Trans. 
37,  49;  Young,  ihid.  75, 
679  ;  Fractional  Distillation, 
chaps.  10,  11,  and  14). 

Continuous  distillation  of  FiQ.  19. 
wort  has  long  been  carried 
out  on  the  large  scale  by  means  of  the  Coffey 
still  (Fig.  28).  In  1902  Carveth  (J.  Phys. 
Chem.  6,  253)  and  Lord  Rayleigh  (Phil.  Mag. 
vi.  4.  521)  independently  suggested  apparatus 
intended  for  use  in  the  laboratory.  The  liquid 
to  be  distilled  (or  its  vapour)  is  introduced 
continuously  into  the  middle  part  of  a  long  spiral 
or  other  stiU-head,  the  lower  part  of  which  is 
prevented,  by  means  of  a  liquid  or  vapour-bath, 
from  cooling  below  the  boiling-point  of  the  less 
volatile  of  the  two  components,  while  the 
temperature  of  the  ujiper  part  is  prevented,  by 
means  of  a  liquid  bath,  from  rising  above  the 
boiling-point  of  the  more  volatile  comijonent. 
Lord  Rayleigh  obtained  good  results  in  the 
distillation  of  weak  spirit.  It  is  probable  that 
the  method  might  be  made  applicable  to  the 
distniation  of  mixtures  of  three  components 
(Fractional  Distillation,  189). 

As  many  of  the  stills  used  in  the  arts  are 
described  under  the  headings  Alcohol,  Ben- 
zene, Paraffin,  &c.,  it  will  be  unnecessary  here 
to  give  a  minute  descri^rtion  of  all  of  them,  but 
an  account  of  the  pru^ciples  underljdng  the 
different  methods  wU  not  be  out  of  place. 

The  still  is  usually  made  of  copper  or  some 
other  metal,  but  for  special  purposes  other 
materials  must  be  employed.  Thus  for  the 
distillation  of  sulphuric  acid,  vessels  of  glass  or 
platinum  are  used  ;  for  nitric  acid,  cast  iron  is 
found  to  be  the  best  material ;  stoneware  or 
glass  stUls  are  employed  for  bromine  and  iodine; 
and  so  on. 
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The  still  may  be  heated  by  the  free  flame 
of  a  furnace  or  by  steam.    Fig.  20  shows  an 


Fig.  20. 

arrangement  for  heating  a  stiU  with  steam,  which 
may  be  above  the  atmospheric  pressure. 

When  only  a  rough  separation  of  the  consti- 
tuents of  a  complex  mixture  is  required,  as  in 
the  preliminary  distillation  of  coal  tar,  dephleg- 
mators  or  rectifiers  are  not  employed,  but  the 
vapours  pass  directly  from  the  still  to  the  con- 
denser. 

For  the  better  separation  of  the  components 
of  a  mixture,  modified  stiU-heads  are  employed. 
A  simple  apparatus,  devised  by  Mansfeld  for  the 
distillation  of  tar  oils,  is  shown  in  Fig.  21  ;  the 
vapours  are  partially  condensed  in  the  still-head 


Fig.  21. 

A,  which  is  cooled  by  water,  and  the  condensed 
liquid  flows  back  into  the  still  b,  the  purified 
vapour  passing  on  to  the  condenser  c. 

A  more  perfect  separation  is  effected  by 
Coupier's  apparatus  (Fig.  22).  In  addition  to  the 
column  A,  there  is  a  series  of  bulbs,  b,  b,  placed  in 
a  cistern  containing  brine,  which  may  be  heated 
by  steam  by  means  of  the  pipe  c.  The  vapour — 
of  benzene,  for  example — partially  freed  from 
less  volatile  substances  in  the  column,  is  further 
purified  by  partial  condensation  in  the  bulb.s,  the 
condensed  liquid  flowing  back  by  the  tubes  D,  D 
into  the  column,  while  the  purified  vapour  passes 
on  to  the  condenser  by  the  pipe  E. 

f  A  very  similar  arrangement  is  seen  in  the 
French  column  apparatus  (Pig.  23).  The  liquid 
is  heated  by  a  steam  coil  in  A  ;  the  vapour  is 


partially  purified  in  the  rectifier  b  ;  it  is  further 
freed  from  the  less  volatile  components  in  the 


Fig.  22. 

condensing  apparatus  c,  and  finally  reaches  the 
condenser  d. 


Fig.  23. 

In  Savalle's  apparatus  also  the  vapours  pass 
first  through  a  dephlegmator  or  analysing 
column,  then  through  a 
surface  or  multitubular 
condenser,  which  is  pro- 
vided with  a  M'ater  supply, 
so  regulated  that  its 
temperature  is  about  that 
of  the  boiling-point  of  the 
liquid  required  ;  the  liquid 
condensed  in  the  regulated- 
temperature  .still-head  re- 
turns to  the  dephlegmator, 
and  the  purified  vapour 
passes  on  to  the  cold  con- 
denser. 

In  most  of  the  still-heads 
employed  on  the  large  scale, 
the  vapour  first  passes 
through  a  dephlegmator, 
the  construction  of  which 
varies  considerably  in  dif- 
ferent cases.  Dubrunfaut's 
dephlegmator,  employed  in 
the  French  column  apparatus,  is  shown  in  Fig. 
24.  'J\vo  others,  devised  by  Savalle,  are  repre- 
sented in  Figs.  25  and  26. 


Fig.  24. 
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In  the  Egrot  dephlegmator  an  arrange- 
ment somewhat  similar  to  the  dome  (Fig.  24) 
is  used,  but  a  large  number  of  these  domes  are 


i_r' 


1_J 


-l_J 


Fig.  25. 


Fig.  26. 


placed  in  each  tray,  and  the  condensed  liquid  is 
made  to  follow  a  zigzag  course  from  the  circum- 
ference to  the  centre  of  each  tray. 

The  principle  of  the  still-head  in  the  Pistorius 
stUl  is  quite  different.  The  vapour,  entering  a 
section  (Fig.  27)  of  the  still-head,  is  deflected 
from  centre  to  circumference  by  the  flat  dome ; 
it  then  passes  back  to  the  centre  above  the 
dome,  and  is  partially  condensed  by  the  water 
in  the  shallow  vessel  above. 

A  simple  and  efficient  stiU-head  has 
been   described   by  Foucar  (Eng.  Pat.  19999 


of  1908).  The  column  consists  essentially  of  a 
helical  septum  which  traverses  the  annular  space 
between  two  concentric  cylinders.    The  vapour 


Fig.  27. 

from  the  still  passes  up  the  long  spiral  passage 
before  reaching  the  condenser.  The  inner 
cylinder  can,  if  desired,  be  used  as  a  thermostat, 
the  column  then  acting  as  a  regulated-tempera- 
ture still-head. 

A.  Hirsch  (J.  Ind.  Eng.  Chem.  1910,  2,  409) 


Fig.  28. 


recommends  the  use  of  a  diflierential  condenser 
in  the  stiU-head,  in  the  form  of  a  spiral  of  metal 
tubing,  through  which  a  current  of  water  of 
regidated  initial  and  final  temperature  is  caused 
to  flow.  The  apparatus  works  easily  and  well 
so  long  as  the  temperature  of  the  vapour  leaving 
the  still-head  is  considerably  lower  than  that  of 
the  vapour  entering  it ;  but  the  difficulty  of 
regulation  increases  greatly  as  this  temperature- 
difference  diminishes. 

For  work  on  the  large  scale  Hirsch  recom- 


mends the  introduction  of  a  differential  con- 
denser between  the  lower  and  upper  parts  of 
a  rectifying  column. 

In  England, the  Coft'ey  stiU  is  largely  used; 
it  differs  considerably  from  those  described,  in- 
asmuch as  there  is  no  large  boiler,  and  the  heat 
is  supplied,  not  from  an  outer  fire  or  steam- 
jacket,  but  by  the  condensation  of  steam  in  the 
wort ;  moreover,  the  process  is  continuous.  The 
essential  parts  of  the  apjjaratus  are  shown  in 
Fig.  28.    The  wort  is  pumped  from  a  reservoir,  a. 
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up  the  pipe  b,  and  passes  dowTi  the  zigzag  pipe 
CO,,  where  it  is  heated  by  the  ascending  vapours, 
then  up  the  pipe  d,  from  which  it  is  discharged 
into  the  column  E.  It  is  prevented  from  falling 
through  the  perforated  plates  of  the  column  or 
analyser  by  the  ascending  vapours,  but  falls 
through  the  pipes  f,  f,  from  one  plate  to  another 
until  it  reaches  the  bottom,  when  it  is  allowed 
to  escape.  Meanwhile,  steam  is  passed  into  the 
analyser  e  by  the  pipe  h,  and  causes  the  wort  to 
boil,  so  that  by  the  time  it  has  reached  the 
bottom  it  is  completely  deprived  of  alcohol. 
The  ascending  vapours  force  their  way  through 
the  perforated  plates  of  the  analyser,  a  portion 
of  the  aqueous  vapour  being  condensed  by  each 
wasUing,  and  the  descending  wort  being  thereby 
heated.  On  reaching  the  top  of  the  column,  the 
concentrated  alcoholic  vapour  passes  down  the 
pipe  K  into  the  rectifier,  and-  there  ascends 
through  similar  perforated  plates  ;  but  in  the 
rectifier  it  is  not  washed  by  wort,  but  by  the 
weak  alcohol  formed  by  the  previous  condensa- 
tion of  vapour.  This  dilute  alcohol,  on  reaching 
the  bottom  of  the  rectifier,  flows  off  into  a  reser- 
voir, from  which  it  is  pumped  into  the  top  of 
the  analyser,  where  it  mixes  with  the  descending 
wort.  In  the  upper  part  of  the  rectifier  there 
are  simply  shelves,  which  compel  the  vapour  to 
take  the  same  zigzag  course  as  the  pipe  which 
conveys  the  wort  downwards.  The  purified  and 
concentrated  vapour  then  passes  through  the 
pipe  I,  to  the  condenser.  S.  Y. 

DISTYRENE  CigH,,.  Produced  by  heating 
styrene  (q.v.)  with  hydrochloric  acid  at  170° 
(Erlenmeyer,  Annalen,  135, 122).  Also,  together 
with  distyrenic  acid  and  carbon  dioxide,  by 
prolonged  boiling  of  cinnamic  acid  with  diluted 
sulphuric  acid  (Fittig,  Ber.  12,  1739-1744; 
Erdmann,  Annalen,  216,  179-199). 

A  colourless  optically  inactive  oil,  with  a 
blue  fluorescence,  which  gradually  disappears  ; 
sp.gr.  1-016  at  15°  ;  b.p.  311°.  On  prolonged 
boiling  yields  toluene,  wopropylbenzene,  and 
some  styrene  ;  whereas  metaBtyrene,  produced 
from  styrene  on  keeping,  or  heating  in  sealed 
tubes  at  200°  (Kovalevsky,  Annalen,  120,  66). 
or  with  aqueous  sodium  bisulphite  at  110° 
(Miller,  ibid.  189,  341),  passes  almost  quantita- 
tively into  stjrrene  at  320°  (Stobbe  and  Posjnak, 
ibid.  371,  259-286). 

Distyrene  yields  benzoic  acid  on  oxidation 
with  chromic  acid ;  and  a  crystalline  dibromide 
CigHigBrj  (m.p.  102°)  on  brominating  in  carbon 
disulphide  solution. 

According  to  Stobbe  and  Posjnak  (Annalen, 
371, 287-302),  distyrene  is  ay-diphenyl-A^-butene 
CeHj-CH  =  CH-CH(CH3)-C5H5. 

Distyrene  disulphonic  acid  (dicinnamene 
disulpbonic  acid)  CieHi4(S03H)2,  described  by 
Lange  as  obtained  on  heating  7-truxillic  acid 
with  sulphuric  acid  (Ber.  27,  1410-1415),  is 
therefore  not  a  derivative  of  distyrene. 

Solid  distyrene ;  m.p.  124° ;  obtained  by 
distilling  cinnamic  acid  or  its  calcium  salt 
(Engler  and  Leist,  Ber.  6,  256  ;  Miller,  Annalen, 
189,  340),  and  by  passing  CjHs-CjHjBra  over 
red-hot  lime  (Radziszewski,  Ber.  6,  494),  has 
been  shown  by  Erlenmeyer  (Annalen,  372, 
249-251)  to  be  stilbene. 

DITA  BARK.  Satween  (Ph.  J.  Trans.  [3]  7, 
1101.    The  bark  of  Alstonia  ■fcholaris  (R.  Br.), 


an  apocynaceous  tree  found  in  India,  the 
Philippines,  Eastern  Australia,  and  tropical 
Africa  (Ber.  11,  2234). 

According  to  Harnack  (ibid.  11,  2004 ; 
Chem  Soc.  Trans.  [2]  36,  332),  it  contains  only 
one  base,  dita'ine,  a  basic  glucoside,  having  the 
composition  CgaHanNaO^ ;  but  Hesse  (Annalen, 
203,  144;  Ber.  13,  1750;  Pharm.  J.  [3]  11, 
261,  331)  found  in  it  three  bodies  ditamine, 
CijHigNO,;  echitamine  (echitammonium  hy- 
droxide), C22H28N204,H20,  melting  with  de- 
composition at  106°  (this  base  is  identical  with 
Harnack's  dita'ine)  and  echiienine  Cj^R^i^Oi^ 
a  brown  amorphous  mass,  melting  above  120°, 
soluble  in  chloroform,  alcohol,  and  ether.  It 
dissolves  in  nitric  acid  with  the  production  of  a 
purple-red  colour  which  quickly  passes  through 
green  into  yellow. 

The  milky  juice  of  this  tree  has  the  same 
properties  as  guttapercha  ;  when  inspissated  it 
softens  in  boiling  water,  is  soluble  in  turpentine 
and  chloroform,  and  receives  and  retains  impres- 
sions. A  decoction  of  the  bark  is  used  as  an 
astringent  tonic. 

DITAINE  V.  DiTA  BAEK. 

DITTANY.  The  root  of  Dictamnus  alhua 
(Linn.)  (ord.  Muiacece),  which  is  a  native  of  the 
south  of  Europe.  It  contains  a  volatile  oil,  and 
also  resin,  bitter  extractive  matter,  and  gum  ; 
and  was  formerly  employed  in  medicine, 
especially  for  the  treatment  of  epilepsy  (Aldis, 
Lond.  Med.  Gaz.  19,  142). 

'  Cretan  Ditany  '  is  the  common  name  for 
Origanum  dictamnus  (Linn.),  a  native  of  the 
Levant. 

DIURETIN.  A  compound  of  sodium  theo- 
bromine and  sodium  salicylate  {v.  Synthetic 

DETJGS). 

DIVI-DrVI.  Divi-divi  consists  of  the  dried 
pods  of  the  Ccesalpinia  coriarioe  (WiUd.),  a  tree 
20-30  feet  high,  found  in  the  West  Indies  and 
Central  America.  The  pods  are  about  3  inches 
long  and  |  inch  broad,  are  very  thin,  and 
frequently  resemble  in  shape  the  letter  S. 
From  40  to  45  p.c.  of  tannin  is  present,  which 
consists  of  eUagitannin  and  probably  also 
gaUotannin.  Extracts  of  this  material  have 
a  somewhat  unfortunate  tendency  to  ferment, 
with  simultaneous  development  of  a  deep-red 
colouring  matter  ;  but  this  can  be  prevented  to 
some  extent  by  the  use  of  antiseptics.  Divi-divi 
is  largely  imported  for  the  preparation  of 
leather,  and  is  also  employed  for  black  dyeing, 
but  its  use  is  far  more  limited  in  this  latter 
respect  than  m3T:abolans.  A.  G.  P. 

pOCIMACY  or  DOCIM ASY.  ( Docimasie,  Er. ) 
Originally  the  act  or  art  of  examining  by  test 
[SoKtixairta,  a  test),  applied  in  metallurgy  to  ex- 
periments made  to  determine  the  nature  and 
purity  of  a  metal  ;  in  pharmacy,  to  the  testing  of 
medicines  and  poisons ;  in  medical  jurispru- 
dence, to  the  different  proofs  to  which  the  lungs 
of  a  new-bom  child  are  subjected,  for  the 
purpose  of  ascertaining  whether  it  was  born 
alive  or  dead  (Dunglison).  Uusually  employed 
in  chemistry  as  synonymous  with  assaying. 

m-DODECANEDICARBOXYLIC  ACID 
C02H(CH2)i2C02H. 
Prepared    by   hydrolysing   the   diethyl  ester 
obtained  by  the  electrolysis  of  an  aqueous 
solution  of  the  monoethyl  ester  of  suberic  acid 
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(Brown  and  Walker,  Annalen,  261,  123) ;  or  by 
the  oxidation  of  cliaulmoogric  acid,  obtained 
from  chauhnoogra  seeds  (Barrowcliffe  and 
Power,  Ciiem.  Soc.  Trans.  1907,  568) ;  m.p.  123°. 
DODECATOIC  ACIDS  Ci^H.^O^. 

1.  Laurie  acid,  found  by  Marsson  in  laurel  fat, 
a  glyceride  obtained  from  Laurus  nobilis  (Linn.) 
(Marsson,  Annalen,  41,  330) ;  also  present  in 
cocoa-nut  oil  (Gcirgey,  ibid.  66,  295),  in  pichurin 
beans,  in  Dika  bread,  and  in  the  fruit  of  Cylico- 
daphne  sebifera  (Oudemans,  Zeitsch.  Chem. 
1867,  256) ;  m.p.  43-5 ;  sp.gr.  0-883/20°  and 
0-875/43-6°  ;  b.p.  225-5°  (100  mm.). 

2.  Bordeic  acid  is  found  among  the  products 
of  the  distillation  of  dried  barley  with  dilute 
svdphuric  acid ;  forms  crystaUme  plates ; 
m.p.  60°  (Beckmann,  J.  1855,  513). 

DOG-TOOTH  SPAR.  The  scalenohedral  form 
of  calcspar  (v.  Cai^cite  or  Calcspae). 

DOLOMITE.  A  native  carbonate  of  calcium 
and  magnesium,  named  after  D.  G.  Dolomicu 
(1750-1801 ),  a  French  geologist.  The  mineral,  in 
its  typical  form,  contains  equal  molecules  of  the 
two  carbonates,  correspondmg  to  54-34  p.c.  of 
CaCOj  and  45-66  p.c.  of  MgCOj.  This  variety 
is  sometimes  termed  normal  dolomite.  Ram- 
melsberg  recognises  two  other  varieties,  occur- 
ring less  frequently  than  the  normal  type,  and 
containing  respectively  3CaC03,2MgC03  and 
2CaC03,MgC03.  But  as  the  two  carbonates  are 
isomorphous,  they  occur  associated  in  very 
variable  proportions,  and  many  of  the  massive 
dolomites  are  merely  limestones  more  or  less 
magnesian. 

Dolomite  crystallises  in  the  rhombohedral 
system,  and,  unlike  calcite,  it  commonly  as- 
sumes the  primitive  rhomboliedron  (106°  15') ; 
the  forms  are  remarkable  for  presenting  curved 
faces,  while  lenticular  and  saddle-shaped  crys- 
tals are  not  unusual.  Further,  the  degree  of 
symmetry  is  not  the  same  ;  etched  figures  and 
the  occurrence  of  certain  rare  faces  show  that 
the  crystals  are  rhombohedral  with  parallel- 
faced  hemihedrism  (the  crystal  class  being  the 
same  as  for  dioptase  and  phenacite).  Dolomite 
is  slightly  harder  and  denser  than  calcite  ;  its 
H.  being  3-5-4-5,  and  its  sp.gr.  2-85-2-95.  This 
sp.gr.  is  slightly  higher  than  that  calculated 
on  the  assumption  of  an  isomorphous  mixture 
of  calcite  and  magnesite.  This  difference, 
together  with  the  difference  in  the  type  of 
symmetry,  indicates  that  normal  dolomite  is  a 
double  salt ;  and  that  crystals  containing  other 
proportions  of  calcium  and  magnesium  carbon- 
ates must  consist  of  isomorphous  mixtures  of 
dolomite  with  calcite  or  magnesite,  or  of  the 
two  latter  alone. 

The  lustre  of  dolomite  is  often  nacreous, 
especially  in  those  varieties  which  contain  a 
small  proportion  of  FeCOj,  whence  they  are 
known  as  pearl  spar.  If  the  proportion  of 
reC03  increases,  the  mineral  assumes,  on 
weathering,  a  brownish  tint,  and  is  sometimes 
termed  brown  spar.  MnCOj  is  often  present  to 
a  slight  extent,  and  imparts  a  faint  pink  tinge. 
Most  varieties  of  dolomite  show  little  or  no 
effervescence  -with  cold  hydrochloric  acid,  but 
when  powdered  readily  dissolve  in  the  warm 
acid.  Dolomite  is  soluble  in  water  containing 
carbonic  acid.  The  analyses  of  some  of  the 
dolomite  springs  in  the  Franconian  Jura,  by 
Gorup-Besancz,  lead  to   the   conclusion  that 


natural  waters  acting  on  a  normal  dolomite  may 
dissolve  it,  and  redeposit  the  mineral  without 
decomposition.  According  to  Bischof's  experi- 
ments, the  action  of  carbonated  water  on  an  im- 
perfect dolomite  or  dolomitic  limestone,  is  to 
dissolve  out  the  CaC03,  the  rock  becoming  rela- 
tively richer  in  MgCOj  until  a  true  dolomite  is 
left ;  such  a  result,  however,  was  not  obtained 
by  Gorup-Besanez  (Annalen,  8,  Suppl.  1871, 
230). 

Some  of  the  finest  crystals  of  dolomite  occur 
at  TraverseUa  in  Piedmont ;  while  in  thia 
country  the  best  examples  are  obtained  from 
the  Laxey  Mine  in  the  Isle  of  Man,  from  Derby- 
shire, Alston  Moor,  and  Leadhdls  in  Lanark- 
shire. A  variety  of  asparagus-green  colour, 
from  Miemo  m  Tuscany,  is  termed  miernite  ;  it 
contains,  according  to  Rammelsberg,  57-91  p.c. 
of  CaCOa;  38-97  of  MgCOa  ;  1-74  of  FeCOa  ; 
and  0-57  of  MnC03.  A  compact  snow-white 
variety  from  Gurhof  in  Lower  Austria,  has 
been  distinguished  as  gurhofite. 

Dolomite  occurs  not  oniy  as  a  mineral,  but 
as  a  rock.  Crypto -crystalline,  granular,  and 
compact  varieties  form  mountain-masses  of 
great  magnitude,  esi^ecially  in  the  Eastern  Alps, 
where  they  are  largely  develoi^ed  in  the  Triassic 
series,  and  form  the  characteristic  jagged-peaked 
mountains  kno\TO  as  '  the  Dolomites.'  Sterry 
Hunt  has  shown  that  a  large  proportion  of  the 
Canadian  limestones  should  be  classed  as  dolo- 
mites, and  even  where  the  rock  is  a  normal 
limestone  it  is  commonly  veined  with  dolomite, 
while  the  fossils  also  are  more  or  less  magnesian  ; 
this  is  notably  the  case  with  the  Trenton  lime- 
stone of  Ottawa,  l)elonging  to  the  Lower  Silm-ian 
formation. 

In  this  country  magnesian  limestone  is  deve- 
loped on  a  large  scale,  especially  in  the  Permian 
series,  corresponding  with  the  Zechstein,  or 
Upper  Dyas,  of  German  geologists. 

The  outcrop  of  the  magnesian  limestone 
stretches  from  the  mouth  of  the  Tyne,  through 
Durham  and  eastern  Yorkshire,  to  the  plain  of 
the  Trent  near  Nottingham.  Certain  beds  near 
Sunderland  are  remarkable  for  presenting  con- 
cretionary varieties,  which  assume  globu'ar  and 
botryoidal  forms,  with  a  radiatuig  structure, 
varying  in  size  from  a  marljle  to  a  cannon-ball ; 
while  near  Marsdcn  there  occurs  a  laminated 
variety,  notable  for  yieldmg  thin  slabs  Avhich 
display  flexibility.  The  massive  and  granular 
varieties  have  been  largely  quarried  for  ages  as 
a  building  stone,  the  jirincipal  quarries  being 
near  Anston  in  Yorkshire,  Bolsover  in  Derby- 
shire, and  Mansfield  Woodhouse  in  Nottingham- 
shire. The  best  stone  is  of  a  warm  creamy 
tint,  easily  worked,  and,  when  well  selected, 
extremely  durable,  the  most  durable  Idnd  being 
that  which  presents  a  crystaUine  texture  and 
contains  the  two  carbonates  in  molecular  pro- 
portions, so  as  to  form  a  normal  dolomite. 
Southwell  Cathedral,  York  Minster,  and  Ripon 
Cathech-al  ofi'er  good  examples  of  the  use  of 
this  stone  ;  and  the  perfection  with  which  the 
Norman  carving  at  Southwell  had  been  preserved 
led  to  the  selection  of  Bolsover  dolomite  as  the 
stone  for  the  new  Houses  of  Parliament.  Accord- 
ing to  Daniell,  who  analysed  the  Bolsover  stone 
for  the  Commissioners  appointed  to  make  the 
selection,  it  contains  51-1  p.c.  of  CaCOg,  40-2 
I  of  MgC03,  1-8  of  Fe.Oa  and  ALO3,  3-6  of  Si0„ 
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and  3-3  of  HjO,  &c  While  this  stone  is,  under 
ordinary  circumstances,  very  durable,  so  large  a 
quantity  was  required  for  the  Houses  that  much 
of  it  was  of  inferior  quality,  and  this  has  not 
proved  satisfactory  ;  other  localities  than  those 
originally  selected  were  laid  under  contribution, 
and  stone  was  thus  introduced  which  has  yielded 
to  the  disintegrating  influences  of  a  London 
atmosphere. 

A  rock  knowTi  as  dolomitic  conglomerate 
occurs  in  the  South- West  of  England  and  in 
South  Wales,  and  appears  to  be  an  old  beach 
deposit  of  Keuper  age.  It  consists  chiefly  of 
pebbles  and  angular  fragments  of  carboniferous 
limestone,  united  by  a  cement  more  or  less 
magnesian,  and  coloured  wth  oxide  of  iron. 
The  rock  is  quarried  for  burning,  is  used  locally 
as  a  building  stone,  and,  when  polished,  forms 
a  handsome  marble. 

If  magnesian  limestone  be  calcined  below  a 
red  heat,  the  carbonate  of  magnesium  suffers 
decomposition,  while  the  calcium  carbonate  is 
l)ut  slightly  affected.  On  slaking  the  product, 
the  caustic  magnesia  forms  a  definite  hydrate, 
which  is  said  to  unite  wth  the  unaltered  car- 
bonate of  calcium  to  produce  a  cement  that 
offers  considerable  resistance  to  the  action  of 
water.  Magnesian  limestone,  if  argillaceous, 
though  only  to  a  small  extent,  has  the  reputa- 
tion of  forming  good  hydraulic  cement ;  but 
some  authorities  allege  that  after  a  time  the 
magnesian  cements  suffer  alteration  whereby 
their  durability  is  greatly  impaired.  If  dolo- 
mite be  perfectly  calcined,  the  product  may  be 
used  for  taking  casts,  since  it  '  sets  '  with  water, 
like  gypsum,  though  but  very  slowly. 

Calcined  dolomite  is  extensively  employed  as 
a  lining  for  the  converters  used  in  the  basic 
method  of  steel  manufacture  invented  by 
Thomas  and  Gilchrist.  The  calcination  is 
effected  in  either  cupolas  or  regenerative  kUns. 
After  9  hours'  burning,  the  stone,  though 
still  hard,  is  found  to  have  lost  about  half  its 
volume  and  half  its  weight.  This  '  shrunk  dolo- 
mite '  is  crushed,  mixed  with  gas  tar  as  a  vehicle, 
and  moulded  into  bricks,  which  are  then  heated 
until  the  tar  is  burnt  off,  when  they  are  ready 
for  use  in  the  converter. 

Dolomite  treated  with  sulphuric  acid  yields 
the  sulphates  of  calcium  and  magnesium,  the 
two  salts  being  readily  separated  by  the  greater 
solubility  of  the  latter ;  hence  magnesian  lime- 
stone has  been  largely  employed  as  a  source  of 
Epsom  salts. 

The  origin  of  dolomite  has  given  rise  to  much 
discussion,  and  probably  more  than  one  natural 
mode  of  formation  must  be  recognised.  While 
the  frequent  occurrence  of  dolomite  with  rock- 
salt  and  gypsum,  and  the  paucity  of  associated 
fossils,  suggest  that  it  has  been  formed  in  inland 
waters,  there  are  difficulties  in  the  way  of  ad- 
mitting its  formation  by  direct  precipitation. 
Sterry  Hunt  suggests  that  NajCOj,  resulting 
from  the  decomposition  of  soda-bearing  minerals, 
like  certain  felspars,  might  be  carried  by  fresh 
waters  to  the  sea,  and,  on  meeting  with  CaCl, 
and  MgClj'  decomposition  would  ensue,  witli 
formation  of  NaCl  and  CaCOj  and  MgCOj.  To 
account  for  the  association  of  dolomite  with 
gypsum,  he  assumes  a  reaction  between  CaCOj 
and  MgS04,  whereby  CaS04  and  MgCOg  would  be 
formed,  and  the  latter  might  associate  itself  with 


fresh  CaCOj  to  form  the  double  carbonate.  Most 
dolomite  seems,  however,  to  have  been  formed 
by  the  alteration  of  limestone.  Water  holding 
carbonate  of  magnesium  in  solution  may  cause 
the  dolomitisation  of  a  limestone  through  which 
it  happens  to  percolate.  The  replacement  of 
a  molecule  of  CaCOj  by  one  of  MgCOj,  so  as  to 
form  a  dolomite,  is  accompanied  by  a  diminution 
of  volume  to  the  extent  of  12  or  13  p.c.  ;  and  it 
is  characteristic  of  many  dolomites  to  possess 
a  cavernous  structure.  Elie  de  Beaumont  sug- 
gested that  this  is  due  to  the  shrinkage  con- 
sequent on  dolomitisation  ;  while  von  Morlot 
found  by  direct  observation  that  the  cavities  in 
such  a  rock  amounted  to  12-9  p.c.  of  its  bulk. 
It  must  be  remembered  that  most  limestones  of 
organic  origin,  such  as  coral  limestones,  are  more 
or  less  magnesian,  and  Richthofen  and  others 
hold  that  many  of  the  Tyrolese  dolomites  are 
altered  coral-reefs.  It  was  formerly  supposed 
that  the  dolomites  of  Tyrol  were  limestones 
which  had  been  metamorphosed  by  heated  mag- 
nesian vapour  emitted  from  eruptive  rocks  ;  and 
Durocher  found  that  by  heating  fragments  of 
limestone  with  MgClj  they  became  partially  dolo- 
mitised.  It  is  much  more  probable,  however, 
that  the  alteration  has  been  effected  by  the 
magnesium  salts  in  sea-water,  (v.  J.  W.  Judd 
and  C.  G.  Cullis,  The  AtoU  of  Funafuti  (Roy. 
Soc.  London,  1904);  E.  W.  Skeats,  Quart.  J. 
Geol.  Soc.  1905,  61,  97  ;  E.  PhUippi,  Jahrb.  Min. 
1907,  Festband,  297  ;  G.  Linck,  Zts.  Deutsch. 
Geol.  Ges.,  1909,  61,  230;  v.  Calcium  and 
Magnesixtm.)  F.  W.  R. 

DOMEYKITE,  A  copper  arsenide  CugAs, 
corresponding  to  copper  7 1  •?  and  arsenic  28'.')  p.c. 
It  occurs  in  reniform,  botryoidal,  and  compact 
masses,  of  white  or  grey  colour,  with  metaUie 
lustre,  rapidly  tarnishing.  H.  =  3-3-5  ;  sp.gr. 
7-7-5.  Readily  fusible  before  the  blowpipe, 
with  emission  of  arsenical  vapours.  Soluble  in 
nitric  acid,  but  not  in  hydrochloric  acid.  It  is 
found  at  Coquimbo  and  Copiapo  in  Chile,  at 
Cerro  las  Paracatas  in  Mexico,  and  at  Zwickau 
in  Saxony. 

Several  other  arsenides  of  copper,  more  or 
less  like  domeykite,  are  known.  The  Algodonite 
of  F.  Field  is  CugAs,  and  occurs  at  the  Algodones 
Mine,  near  Coquimbo.  Whitneyiic,  from  Hough- 
ton Co.,  Michigan,  U.S.,  described  by  F.  A. 
Genth,  is  CugAs ;  and  D.  Forbes's  Darwinite, 
named  after  Charles  Darwin,  is  a  similar  mineral 
from  near  Copiapo.  Condurrite,  from  Condurrow 
Mine,  Cornwall,  appears  to  be  a  mixture  of 
arsenide  of  copper  with  various  oxidised  pro- 
ducts derived  from  the  alteration  of  tennanito  or 
some  kindred  species.  The  names  Keiveenawitp, 
Moliawlcite,  and  Ledouxitc  have  recently  been 
applied  to  various  copper  arsenides  from  Michigan, 
in  which  the  copper  is  in  part  replaced  by  nickel 
and  cobalt.  L.  J.  S. 

DORMIOL  V.  Synthetic  deuos. 

DOSS.  Japanese  name  for  a  dye  wood  from 
an  evergreen  tree  Ilex  Mertensii  (Maxim.),  found 
in  the  Ogasawara  and  Okinawa  Islands.  Con- 
tains a  dyestuff,  dosnclin  C^jHsO^,  crystallising 
in  yellow  needles;  m.p.  271°-272°  (Ito,  J.  Soc. 
Chem.  Ind.  1908,  440). 

DOUBLE  SCARLET,  BRILLIANT  SCARLET 

V.  AZO-  COLOnRINO  MATTERS. 

DRAGON'S  BLOOD.  A  resin  used  as  a  rod 
pigment  (v.  Pigments  ;  also  Resins). 
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DRIERS  (in  the  United  States  also  termed 
'  Japans  ')  is  tlie  trade  term  for  those  metallic 
oxides,  chiefly  oxides  of  lead  and  manganese 
(litharge,  red  lead,  manganese  dioxide)  or  their 
inorganic  salts,  which  were  formerly  used  exclu- 
sively in  the  process  of  oil  boiling  as  'driers.' 
More  recently  acetate,  oxalate,  and  borate  of 
manganese  have  been  employed.  Since  metallic 
salts  of  rosin  acid  have  the  same  property,  such 
salts  are  also  manufactured  as  '  driers.'  They 
are  obtained  either  by  precipitating  rosin  soap 
solutions  ^\■ith  solutions  of  metallic  salts,  or  bj' 
fusing  together  a  metallic  oxide  with  colophony. 
Hence  these  are  distinguished  in  commerce  as 
'  precipitated  '  driers,  and  '  fused  '  driers.  The 
latter  are  readily  discriminated  from  the  former 
by  their  not  containing  any  moisture.  Metallic 
salts  of  linseed  oil  fatty  acids  are  now  used 
as  driers  ;  they  can  be  prepared  either  by  pre- 
cipitation or  by  the  dry  process,  hence  both 
'  precipitated  '  manganese  linoleate,  '  precipi- 
tated '  lead  linoleate,  and  '  fused '  manganese 
linoleate,  &c.,  are  obtainable.  The  driers  pre- 
pared from  linseed  oil  fatty  acids,  as  also 
from  rosin  (colophony),  are  soluble  in  oil  of 
turpentine,  ether,  chloroform,  and  linseed  oil 
itself.  Hence  they  are  also  termed  in  commerce 
'  soluble  driers.'  Solutions  of  these  driers  in 
linseed  oil  or  in  turpentine  oil,  or  in  a  mixture 
of  both,  are  obtainable  in  commerce  under  the 
name  '  liquid  driers,'  '  terebene,'  and  other 
fancy  names. 

The  function  of  these  driers  appears  to  be  to 
absorb  oxj'gen  from  the  air  and  transfer  it  on 
to  the  linseed  oil,  thus  accelerating  its  drying 
to  a  flexible  film  when  exposed  to  the  air.  On 
this  assumption,  the  fact  that  litharge  and 
manganese  dioxide  act  as  driers  will  be  best 
explained  by  stating  that  at  the  high  tempera- 
ture at  which  linseed  oil  is  '  boiled,'  the  oxides 
saponify  the  linseed  oil,  forming  therewith  lead 
or  manganese  soaps,  which  then  act  in  their 
turn  in  the  manner  indicated  above.  The 
following  are  the  analytical  data  obtamed  by 
the  author  in  the  examination  of  a  drier  : — 

Per  cent. 

Ash  18-6 

Fatty  and  rosin  acids      .        .  83-4 

The  more  detailed  examination  gave  the 
following  result :— 


Per  cent. 

Lead  oxide    .        ,  ' 

.  10-29 

Manganous  oxide  . 

6-79 

Iron  peroxide 

047 

Calcium  oxide 

0-56 

Rosin  acids 

.  38-32 

Oxidised  acids 

■i-24 

Other  fatty  acids  . 

.  40-86 

It  should,  however,  be  understood  that  the 
results  furnished  by  chemical  analysis  alone  arc 
not  sufficient  to  supply  the  data  on  which  to 
base  an  opinion  as  to  the  properties  which  a 
rlricr  w  ill  impart  to  the  oil.  The  colour  and 
drying  power  of  the  boiled  oil  to  be  prepared 
and  other  conditions  greatly  influence  the  choice 
and  the  quantity  of  a  drier  to  be  employed  on  a 
large  scale.  J.  L. 

DROP  GUM  or  GAMBOGE  r.  Pigments. 

DROSERA  WHITTAKERI.  The  Drosera 
Wlilttakcri  isio  bo  fountl  in  Australia,  and  grows 
plentifully  on  the  hills  near  Adelaide.  This  plant 


is  provided  with  a  tuber,  which  consists  of  an 
inner  solid  but  soft  nucleus  fuU  of  reddish  sap 
or  juice,  and  an  outer  series  of  easily  detached 
thin,  and  more  or  less  dry,  layers  of  an  almost 
black  material.  Between  these  layers  are  to  be 
found  small  quantities  of  a  brilliant  red  colouring 
matter,  the  amount  varying  in  tubers  of  different 
size  and  age,  but  apparently  more  plentiful  in 
the  older  plants  (Rennie.  Chem.  Soc.  Trans. 
1887,  51,  371;  1893,  63,  1083). 

The  colouring  matter  is  extracted  from  the 
tubers  by  means  of  hot  alcohol,  the  solution 
evaporated,  and  the  residue,  containing  a  little 
alcohol,  is  then  mixed  with  some  water  and 
allowed  to  stand.  The  product  is  dried, 
sublimed,  and  the  brilliant  vermilion  powder, 
which  contains  two  substances,  is  fractionally 
crystallised  from  boiling  alcohol  or  acetic  acitl. 

The  more  sparingly  soluble  compound 
CiiHgOs,  forms  red  plates,  melting  at  192°-193°, 
dissolves  in  alkaline  solutions  with  a  deep-red 
violet  colour,  and  gives  a  triacetyl  derivative, 
Q,,B-^0,{VM^O)„  m.p.  1.53°-154°. 

T\\e  monosodimn  compound  (_'j,H-05Na,2HoO 
gives  dark  reddish-brown  needles,  the  disodium 
compound,  CiiH505Nao,H20,  brown  needles, 
and  the  calcium  compound  (CiiH,05)2Ca,3H20, 
dark-bro\TO  crj'stals. 

By  treatment  \\\t\\  stannous  chloride  or  hy- 
drochloric acid,  this  substance,  CnHgOs,  yields 
a  reduction  product  C^Hj^Oj,  in  yellow  needles^ 
m.p.  215°-217°.  When  dry,  this  is  stable  in 
air,  but  if  left  in  contact  with  alcohol  or  water, 
it  soon  becomes  red  owing  to  oxidation.  Ac- 
cording to  Rennie,  it  is  proljable  that  the 
oi'iginal  colouring  matter  is  a  trihydroxi/methyl- 
naphthor/uinojie ,  in  which  case  the  substance 
CiiHidOj  will  consist  of  the  corresponding 
hydroquinone  derivative.  The  more  readily 
soluble  compound  contained  in  tlie  tubers 
possesses  the  formula  (JuH^Oi.  It  crystal- 
lises in  red  needles,  m.p.  174°-175°  ;  dissolves 
in  alkaline  solutions  with  a  deep-red  colouration  ; 
and  gives  a  diaceti/l  derivative  Cj, Hg04(C2H30).,, 
in  yellow  needles,  m.p.  107°-110°.      A.  G.  P.  " 

"DRUMINE.  An  alkaloid  stated  to  be 
present  in  Euphorbia.  TJrumrnondii  (Ogston,  Brit. 
Med.  Jour.  1887.  451). 

DRY  CLEANING.  Fn^ncli  or  chemical 
cleaning,  Netioi/agc  a  Sec.  A  process  of  remov- 
ing dirt,  grease,  &e.,  from  fabrics  by  solvents 
other  than  water,  such  as  petroleum  benzine, 
coal-tar  benzene,  carbon  tetrachloride,  &c. 
The  substitution  of  such  liquids  for  water  seems 
to  have  been  first  made  in  France  during  the 
middle  of  the  last  century  by  the  application  of 
'  camphcne,'  a  terpene  used  at  that  j^eriod  for 
illuminating  purposes. 

The  process  ^^•as  introduced  into  tlie  United 
Kingdom,  in  1866,  by  Messrs.  PuUar  &  Sons, 
who  greatly  develojied  it,  employing  machinerj' 
to  a  large  extent  in  place  of  the  hand  labour 
formerly  used. 

Tlic  solvents  iriainly  used  at  the  present  time 
are  '  benzines,'  usually  ol)tained  from  American 
and  Borneo  petnileuiii, of  sp.gr.  0-7fS  ;  boiling 
between  80°  and  120°.  The  l)enzols  emploj'ed 
arc  ■nhat  are  known  commercially  as  90's  and 
50's.  They  may  contain  sensible  quantities  of 
carbon  disuliJliitle,  thiophen,  and  possibly  other 
sulphur  products,  which  arc  ajit  to  impart  a 
disagreeable    smell    to    the    fabric.  Carbon 
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tetrachloride,  on  account  of  its  relatively  high 
price,  is  only  used  to  a  limited  extent.  It  has 
the  great  advantage  over  the  hydrocarbons 
that  it  is  vminflammable,  and  can  be  employed  in 
particular  cases  where  the  use  either  of  benzine 
or  of  benzol  is  inadmissible.  (For  a  method  of 
valuing  benzine  for  the  purpose  of  the  dry 
cleaner,  v.  Trotman,  J.  Soc.  Chem.  Ind.  1906.) 

Thiophen  in  benzol  may  be  detected  by  the 
isatin  and  sulphuric  acid  reaction  (v.  Thiophen). 
{Cf.  Schwalbe,  Chem.  Zeit.  1905.) 

Carbon  disulphide  may  be  detected  by  the 
formation  of  a  precipitate  with  phenylhydrazine, 
and  determined  quantitatively  by  conversion 
into  potassium  xanthate  by  means  of  alcoholic 
potash  {v.  Carbon  disttlphide). 

An  admixture  of  paraffin  hydrocarbons  \vith 
the  benzol  may  be  recognised  by  nitrating  the 
sample  with  nitrosidphuric  acid  and  subsequent 
steam  distillation. 

The  carbon  tetrachloride  employed  for 
degreasing  should  be  free  from  hydrochloric  acid 
or  traces  of  free  chlorine.  It  should  also  contain 
no  chloroform  or  phosgene  gas,  which  are  apt  to 
act  deleteriously  upon  the  workpeople. 

Special  soaps,  soluble  in  benzine,  are  em- 
ployed in  dry  cleaning.  They  not  only  assist 
the  degreasing,  but  diminish  the  risk  of  fire. 
The  soaps  consist  of  practically  anhydrous 
oleates  or  stearates  of  potash  or  soda  made  by 
melting  together  oleic  acid  and  soap,  or  by  dis- 
solving the  alkali  in  methylated  spirit,  and 
adding  to  the  solution  the  requisite  quantity 
of  oleic  acid  or  melted  stearic  acid.  Strong 
ammonia  solution  may  be  employed  instead  of 
potash  or  soda. 

(For  a  description  of  the  methods  and 
machinery  employed  in  modern  processes  of 
dry  cleaning,  and  of  the  apparatus  for  the 
recovery  and  purification  of  the  solvents  used, 
V.  Dyeing  and  Cleaning,  bv  F.  J.  Farreli, 
Griffin  &  Co.,  Ltd.  1910.) 

DULCAMARA.  Bittersweet,  Woody  night- 
shade. {Douce  amAre,  Fr.  ;  Bittersiiss,  Ger.) 
The  young  branches  of  the  Solanum  dulcamara 
(Linn.),  a  climbing  plant  with  purple  floAvers  and 
red  berries  inhabiting  the  British  Islands  and 
most  parts  of  Europe  (Woodville,  Med.  Bot.  33 ; 
Bentl.  a.  Trim.  190).  The  drug  appears  to  be 
going  out  of  use,  but  in  the  form  of  decoction 
it  is  sometimes  administered  as  a  remedy  in 
rheumatism  and  certain  skin  diseases. 

The  investigations  of  Pfaff  (Mat.  Med.  6,  506), 
Desfosses  (J.  Pharm.  Chim.  6,  414),  Pelletier 
(ihid.  6,  416),  and  others  went  to  show  that 
bittersweet  contained  a  glucoside  '  dulcamarin,' 
'  picroglycion,'  or  '  dulcarin,'  and  also  a  com- 
pound believed  to  be  the  alkaloid  '  solanine ' 
(cf.  Meissonier,  Annalen,  1,  368).  Continuing 
an  inquiry  of  Wittstein's  ( Vierteljahrs.  pr.  Pharm. 
1,  364,  495),  Geissler  has  shown  (Arch.  Pharm. 
[3]  6,  1010)  that  dulcamara  contains  a  definite 
compound,  dulcamarin  O22^zfiioi  together  with 
a  substance  resembling  solanine,  which,  how- 
ever, does  not  yield  sugar  when  heated  with 
dilute  acids.  The  dulcamarin  of  Geissler  is  a 
slightly  yellow,  inodorous,  amorphous  powder 
having  a  strong  bitter  taste  followed  by  sweet- 
ness. It  is  soluble  in  water  and  alcohol,  but 
insoluble  in  ether,  chloroform,  and  benzene.  It 
formsaleadfaaltC22H32PbO]„,.5H20.  W  ith  dilute 


sulphuric  acid  it  breaks  down  into  glucose  and 
dulcamaretin  CijHjjOc  ;  thus 

C22H34O10+2H2O  =  CigHjjOg+CjHiaOj. 
Dulcamaretin  is  resinous,  and  forms  the  lead 
salt  C^HaiPbOg 

An  examination  of  Solanum  dulcamara  by 
Davis  (Pharm.  J.  [iv.]  15,  160)  has  revealed, 
in  addition  to  dulcamarin,  the  presence  of 
solanine  C42H,50]2N,  m.p.  235°;  solanidine 
CjiH^jCN,  m.p.  205°  ;  and  solanein 

C„H,,0,3N.  A.  S. 

DULCITOL  V.  Caebohydkates. 

DUMASIN  V.  Ketones. 

DUNGING-SALT.  Sodium  arsenate  [v.  Ar- 
senic). 

DUCTAL  V.  Synthetic  deugs. 

DU  PONT  POWDER  v.  Explosives. 

DURENE  V.  Cymenes. 

DURENOL  V.  Phenol  and  its  homo- 
logies. 

DUTCH  PINK  or  ITALIAN  PINK  v.  Pig- 
ments. 

DUTCH  ULTRAMARINE.  Coball  blue  (v. 
Cobalt  and  Pigments). 

DYEING.  The  art  of  dyeing  consists  in 
imparting  colour  to  the  substance  of  various 
materials,  usually  textile  fabrics,  in  such  a 
manner  tliat  it  is  not  readily  removed  or  altered 
by  those  influences  to  which  the  dyed  material 
is  subsequently  exposed.  Tinting  is  essentially 
the  same  as  dyeing,  but  the  term  is  applied  to 
the  production  of  light  shades  only.  In  staining, 
the  colour  is  not  so  permanently  fixed  as  in 
dyeing,  but  in  aU  these  processes  the  colouring 
substance  is  presented  to  the  material  in  a  dis- 
solved condition.  In  textUe  printing,  the  colour 
is  applied  to  portions  of  the  material  only,  thus 
producing  a  pattern,  but  in  other  respects, 
many  printmg  operations  are,  as  regards 
principle,  similar  to  dyeing.  In  painting,  on 
the  other  hand,  a  more  or  less  opaque  pigment 
is  applied  to  the  material  by  means  of  adhesives, 
thus  partially  or  entirely  obscuring  the  true 
surface. 

Dyeing  is  of  chief  importance  in  connection 
with  the  textile  industries,  but  many  other 
materials  are  coloured  by  dyeing  processes,  such, 
for  example,  as  leather,  feathers,  horn,  ivory, 
bone,  straw,  and  wood. 

The  various  materials  above  enumerated 
show  remarkable  differences  in  behaviour 
towards  any  particular  dyestuff.  Wool,  silk, 
leather,  feathers,  horn,  and  animal  skin  products 
in  general,  behave  somewhat  similarly  towards 
colouring  matters,  but  the  dyeing  properties  of 
cotton,  linen,  and  other  vegetable  products  are 
quite  different. 

Differences  quite  as  marked  arc  to  be  noted 
in  the  behaviour  of  various  colouring  matters 
towards  one  and  the  same  material,  and  thus,  in 
dyeing  operations,  the  nature  both  of  the 
material  to  be  dyed  and  of  the  colouring  matter 
employed,  have  to  be  taken  into  account. 

the  theory  of  dyeing.  The  precise  cause  or 
causes  of  the  different  behaviour  of  the  textile 
fibres  in  dj-eing  is  stdl  a  matter  of  acute  dis- 
cussion ;  but  there  is  little  doubt  that  the  chemical 
nature  and  physical  condition  of  the  fibre  and  of 
the  dyestufi  all  play  their  part  in  the  compli- 
cated phenomena  of  dyeing. 

The   earliest   theory    with    regard    lo    I  lie 
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fixation  of  dyes  was  that  the  action  is  purely 
mechanical,  and  it  is  still  urged  by  many  that 
rarely  in  dyeing  processes  is  there  direct  evidence 
of  chemical  combination  between  fibre  and  dye- 
stuff.  Both  bodies,  as  a  rule,  retain  their 
individual  chemical  and  physical  properties  un- 
changed, and  the  dye  can  frequently  be  removed 
from  a  fibre  by  means  of  alcohol  or  other  solvent. 

In  its  earliest  form,  the  mechanical  theory 
was  j)ut  forward  by  Hellotand  d'Aplignyinl780. 
(The  Art  of  Dyeing  Wool,  Silk,  and  Cotton,  being 
a  translation  of  Hellot's  L'Art  de  la  Teinture  des 
Laines  (1734) ;  and  d'Apligny's  L'Art  de  la 
Teinture  des  fils  de  Coton  (1776).)  They  assumed 
that  the  particles  of  colouring  matter  became  em- 
bedded in  the  minute  pores  permeating  the  fibre 
substance.  Crum  (Chem.  Soc.  Trans.  16,  404) 
strongly  supported  this  theory,  while  MiiUer- 
Jacobs  (J.  Soc.  Dyers,  1885,  63)  expressed  much 
the  same  idea  in  attributing  the  fixation  of  dyes 
to  membranous  diffusion.  It  has,  however,  been 
sho^vn  by  several  investigators  that  dyeing 
]5rocesses  do  not  obey  the  general  laws  of 
osmosis.  V.  Georgievics  (J.  Soc.  Chem.  Ind.  1895, 
149)  considers  dyeing  is  chiefly  due  to  surface 
attraction.  Witt  (Farber-Zeit.  1890)  put  for- 
ward a  modification  of  the  mechanical  theory. 
He  regards  the  fibres  as  solid  solvents  in  which 
the  dyestuff  dissolves,  the  latter  being  withdrawTi 
from  its  aqueous  solution  in  the  same  way  as^ 
e.g.,  ether  will  extract  many  substances  from 
their  aqueous  solution.  The  degree  to  which  a 
dye-bath  can  be  exhausted  will  then  depend 
upon  the  relative  solubility  of  the  dyestuff  in 
the  acid  or  neutral  dj^e  liquor  and  in  the  fibre 
substance  at  the  temperature  used.  Kratt't 
(Ber.  1899,  1608)  attributes  dyeing  phenomena 
to  a  separation  of  the  dyestuff  upon  the  fibre  in  a 
colloidal  state,  and  this  view  has  been  supported 
by  Biltz  (ibid.  1904,  1766),  Linder  and  Picton 
(Chem.  Soc.  Trans.  1905,  1931),  and  Dreaper 
(J.  Soc.  Chem.  Ind.  1905,  223). 

The  chemical  theory  of  dyeing  was  originally 
put  forward  by  Macquer  and  Bergman  in  opposi- 
tion to  the  mechanical  theory  of  Hellot  and 
d'Aphgny,  and  has  received  much  experimental 
support  from  Persoz,  Berthollet,  Chevreul,  Kiihl- 
mann,  Vignon,  Kjiecht,  and  many  others.  It  is 
mainly  based  on  the  following  facts  :  wool  and 
silk  fibres  contain  amino-acids,  and  thus  possess 
strongly  marked  acidic  and  basic  functions. 
Cellulose,  the  essential  constituent  of  the  vegetable 
fibres,  is  chemically  much  less  active,  and  dyes 
much  less  readUy  than  wool  and  silk,  but  under 
certain  conditions  it  exhibits  weakly  acidic 
functions.  AU  dyestuffs  (with  few  exceptions) 
possess  either  acidic  or  basic  properties,  or  are  in 
the  form  of  salts,  which  dissociate  in  the  dye- 
bath  ;  and  chemical  combination  between  fibre 
and  dyestuff  would  thus,  primd  facie,  be  ex- 
pected. Moreover,  laiiuginic  and  sericinic  acids, 
which  are  produced  respectively  by  the  hych-o- 
lysis  of  wool  and  silk,  precipitate  both  acid  and 
basic  dyes  from  their  aqueous  solution  (Knecht 
and  Appleyard,  .J.  Soc.  Dyers,  1889,  72). 

A  full  discussion  of  the  evidence  for  and 
against  the  mechanical  and  chemical  theories  of 
dyeing  cannot  be  here  entered  upon,  but  a  general 
review  indicates  that  the  attempt  to  cover  all 
dyeing  phenomena  by  any  one  simple  explana- 
tion must  fail,  and  that  many  factors  are  con- 
cerned, the  relati\  e  impuriauce  uf  which  varies 


in  different  cases.  In  the  dyeing  of  wool  or  silk, 
with  acid  or  basic  dyes,  it  may  be  taken  as 
established  that  chemical  combination  occiu's, 
but  prior  to  this  some  hydrolysis  of  the  fibre, 
and  more  or  less  complete  ionisation  of  the  dye- 
stuff  takes  place.  Surface  concentration  of  the 
dye  on  the  fibre  probably  also  occurs,  and  the 
coagulation  and  precipitation  of  the  dissociated 
colloidal  dyestuff  may  also  play  a  part.  This  is 
rendered  more  probable  by  the  recent  observa- 
tion that  the  temperature  of  maximum  absorp- 
tion of  dye  does  not  (in  the  cases  investigated) 
correspond  with  that  of  maximum  fixation 
(Dreaper,  Trans.  Faraday  Soc.  1910,  pt.  i.  Hal- 
dane-Gee  and  Harrison,  ibid.);  the  former 
possibly  coinciding  with  the  point  of  maximum 
coagulation  and  precipitation,  and  the  latter 
indicating  the  point  of  maximum  degree  of 
chemical  combination.  Whether  the  super- 
ficially precipitated  dye  penetrates  the  fibre  by 
osmosis  or  by  '  solid  solution  '  is  mainly  a 
question  of  definition  of  terms. 

In  the  case  of  the  dyeing  of  vegetable  fibres, 
the  same  factors  probably  operate,  but  their 
relative  importance  is  not  the  same,  the  physical 
factors — precipitation,  surface  attraction,  and 
osmosis — predominating  over  the  effect  of  direct 
chemical  action. 

Classification  of  colouring  matters.  It  has 
ah'eady  been  pointed  out  that  dyestufl's  vary  in 
their  behaviour.  If,  e.g.,  separate  pieces  of  wool 
are  boiled  in  solutions  of  (a)  logwood,  (b)  indigo, 
(c)  magenta,  and  [d)  picric  acid,  the  foUownig 
results  are  obtained  :  (o)  the  wool  acquires  a 
brown  stain ;  (b)  the  wool  remains  undyed,  the 
indigo  floating  about  in  an  insoluble  condition ; 

(c)  the  wool  is  dyed  a  magneta  colour;  and 

[d)  the  wool  is  dyed  a  full  yellow.  If  the  experi- 
ment is  repeated  on  wool  which  has  been  previously 
mordanted  with  potassium  dichromate,  the  result 
will  be  that  in  (a.)  the  wool  is  dyed  black,  whereas 
in  (6),  (c),  and  {d),  similar  results  are  obtained 
as  in  the  previous  experiments.  Logwood,  there- 
fore, must  be  applied  in  conjunction  with  potas- 
sium dichromate  or  some  similar  substance,  i.e. 
with  a  mordant ;  whereas  magenta  and  picric 
acid  dye  without  such  aid,  and  indigo  requires 
a  special  process,  the  nature  of  which  is  not 
indicated  by  the  results  of  the  above-described 
experiments. 

Colouring  matters  may  be  divided  into  three 
groups  on  the  lines  indicated  above,  viz. :  (1) 
those  which  must  be  apj^lied  in  conjunction 
with  a  mordant ;  (2)  those  which  dye  direct  from 
their  solutions ;  and  (3)  those  requiring  special 
processes. 

This  classification  is  practically  identical 
with  that  of  Bancroft  (Philosophy  of  Permanent 
Colours,  i.  118,  London,  1794),  who,  upwards  of 
a  hundred  years  ago,  divided  colouring  matters 
into  substantive  dyes  and  adjective  dyes ;  the 
former  class  comprising  those  which  dye  directly 
from  their  solutions,  and  the  latter  being  com- 
posed of  those  dyes  which  require  mordants. 
Nietski  (Farber-Zeit.  1889-90,  8)  uses  the  terms 
direct  dyes  and  mordant  dyes  in  exactly  the 
same  sense,  and  both  Bancroft's  and  Nietski's 
terms  arc  still  in  use.  H\immel  (The  Dyeing  of 
Textile  Fabrics,  1st  ed.  1885,  147)  also  classifies 
dyestuffs  into  two  groups:  monogenetic  dyes  being 
such  as  are  capaljle  of  producing  one  colour  only, 
while  pvlyijciidic  dyes  produce  tiistinct  colours 


282 


DYEING. 


with  difierent  mordants.  The  members  of  the 
first  group  are  coloured  bodies,  and  these  merely 
require  to  be  fixed  upon  the  fibre,  whereas  the 
colouring  principles  comprising  the  second  group 
only  develop  a  colour  when  combined  with  a 
mordant. 

It  wiU.  be  seen  that  these  three  systems  of 
classification  closely  correspond,  the  terms 
substantive  dyes,  direct  dyes,  and  rnonogenetic 
dyes  being  almost  sjTionymous,  as  are  adjective 
dyes,  mordant  dyes,  and  polygenetic  dyes.  It 
should,  however,  be  pointed  out  that  none  of 
these  classifications  is  absolute  ;  magenta,  for 
example,  is  a  direct  dye  as  applied  to  wool,  but 
requires  a  mordant  when  used  for  cotton. 

A  distinct  method  of  grouping  dyestufis  is 
that  of  Benedikt  (The  Chemistry  of  the  Coal-tar 
Colours,  1886,  29),  who  distinguishes  between 
colour  acids,  colour  bases,  and  neidral  colouring 
matters.  Both  colour  acids  and  colour  bases 
are  fixed  on  the  fibre  in  the  form  of  salts,  but 
whereas  in  the  colour  acids  the  essential  colour- 
producing  group  resides  in  the  acid  portion  of 
the  compound,  in  the  colour  bases  the  reverse  is 
the  case.  Alizarin  red,  dyed  on  wool,  is  a  salt 
of  which  alumina  forms  the  basic  and  alizarin 
the  acid  constituent.  Alizarin  is  therefore  a 
colour  acid.  Similarly,  the  red  pigment  formed 
on  dyeing  tannin-mordanted  cotton  with  ma- 
genta is  a  combination  of  rosanUine  base  mth 
tannic  acid.  Magenta  is  therefore  a  colour  base. 
Indigo  and  man}'  other  vat  dyes  are  neutral 
colouring  matters. 

All  the  above  schemes  of  classification  are 
defective,  both  from  the  points  of  view  of  the 
practical  dj'er  and  the  chemist.  As  regards 
practical  application,  the  large  number  of  dye- 
stuffs  now  on  the  market  may,  however,  be 
satisfactorily  classified  into  the  following 
groups:  (1)  mordant  dyes;  (2)  acid-mordant 
dyes ;  (3)  acid  dyes ;  (4)  direct  dyes ;  (5)  basic 
dyes ;  (6)  sulphide  dyes ;  (7)  vat  d-yes ;  (8) 
ingrain  dyes. 

The  classification  of  dyes  according  to 
chemical  constitution  is  based  ujion  the  exist- 
ence, in  all  members  of  each  class,  of  a  certain 
group  of  atoms,  upon  the  integritj'  of  which 
their  colouring  power  depends.  This  is  termed 
the  chromophorotcs  group,  the  theory  being  first 
put  forward  by  0.  N.  Witt,  in  1876.  The  intro- 
duction of  such  a  chromophor  into  a  suitable 
colourless  compound  is  accompanied  by  the 
development  of  colour,  e.g.  benzene  (CgHg)  is 
colourless,  but  azobenzene  (C^Hg— N=N— CjHj) 
is  orange-coloured.  Many  substances,  however, 
such  as  azobenzene,  although  strongly  coloured, 
are  devoid  of  dyeing  power.  Such  bodies  are 
termed  chromogens,  and  in  order  to  convert 
them  into  useful  dyes,  the  introduction  of  a  salt- 
forming  group  is  necessary  ;  these  groups,  in 
this  connection,  being  termed  auxocliromous 
groups.  Thus,  ^^'hUst  azobenzene  is  not  a  dye- 
stuff,  both  amino-azobenzene  and  hydroxy-azoben- 
zene  are  useful  dyes.  In  these  compounds,  the 
azo-  group  {— N=N'— )  is  the  chromojihor ,  and 
tlie  amino-  or  hydroxyl-  group  is  the  auxochrome. 

The  presence  of  both  a  chromophor  and  an 
auxochrome  does  not,  however,  necessarily  indi- 
cate that  a  substance  is  a  useful  dye.  For 
example,  trinilroaniline,  CgH2(N02)3NH2  con- 
tains the  chromophor  (NOj)  and  the  salt-forming 
auxochrome  group  (NH.^);  but  it  is  not  a  use- 


ful dyestuff,  because  the  basic  character  of  the 
auxochrome  is  neutralised  by  the  strongly  acidic 
chromophor.  On  the  other  hand,  trinitro- 
phenol  C^H^lNOjjjOH,  is  the  useful  dyestuff 
picric  acid. 

Those  dyestuffs  which  do  not  contain  a 
salt-forming  auxochrome  cannot  be  applied  by 
ordinary  dyeing  jsrocesses,  and  the  fact  that  a 
special  process  is  required,  e.g.  for  indigo,  is  not 
primarily  due  to  its  insolubility,  but  to  its 
neutral  character. 

The  scheme  of  classification,  based  on  the 
chromophor,  distinguishes  the  following 
groups  : — 

Group        Cliromoplior  Typical  dyes 

1.  iso-Nitroso-  ]>C — 0       Resorcin    green,  dioxine, 

or  oxime    .    |     I  gambine. 
>C— NOH 

2.  Nitro-  —NO 

3.  Azo- 


Picric  acid,  naptliol  yellow. 


— N=N —  (a)  Basic — chrysoidine, Bis- 
marck brown.Jaiius  red. 
(h)  AM — azo-  oranges  and 
scarlets,  naphthol 
black,  diatiionii  hhifk. 
(f)  Direct  —  benzcipinimriii, 
diamine  colours, direct 
blacks. 

4.  Triphenyl-     /    \     Magenta,     methyl  violet, 

methane  =\      /=    Victoria    blue,  patent 
\ — /         blue,  malachite  green. 

5.  Oxyketone       co        ^^''^  alizarin  dyes. 


6.  Pyronine 


7.  Acridine 


8.  Oxazine 


9.  Thiazine 


10.  Azines 


Eliodamino, 
eosins. 


violamiue. 


<8: 


Acridine  yellow,  orange,  and 
scarlet. 


Meldola"s  blue,  gallocyanin, 
Capri  blue. 


Methylene 
mine. 


blue,  thiocar- 


Safranines 
indulines. 


and 


11.  Miscellaneous. 

This  classification  of  dyestuffs  into  chemical 
groups  is  of  importance  in  the  identification  and 
testing  of  dyestuffs,  as  the  constitution  of  the 
compound  determines  its  behaviour  towards 
reagents.  It  is  not,  however,  a  convenient  one 
as  regards  the  practical  application  of  the 
dyestuffs. 

Essential  properties  of  a  dyestuff.  la  order 
to  rank  as  a  useful  dye,  a  substance  mu.st  possess 
certain  essential  features.  A  direct  dye  must 
not  only  possess  a  colour  of  considerable  in- 
tensity and  permanence,  but  must  also  be 
capable  of  easy  fixation  on  textile  fibres  without 
injury  to  fibre  or  dyestuff.  For  example,  both 
vermilion  and  azo-scarlct  possess  a  i)rilliant 
colour,  but  the  former  is  not  a  dyestuff,  because 
it  cannot  be  applied  or  j'roduced  by  flyeing 
processes.  A  mordant  dye,  on  the  other  liand, 
need  not  possess  a  strong  colour,  and  may.  in 
fact,  ho  colourless.  It  inusl,  however,  be  cn|)nl)lc 
of  producing  strongly'  coioiu'cd  and  ins(]|ii IjIc 
colour-lakes  in  combination  with  suil:ilili' 
mordants.     Vut  dyes — e.g.  indigo — are,  as  a  vnV;, 
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quite  insoluble  in  water,  and  therefore  cannot  be 
applied  by  an  ordinary  process.  The  essential 
feature  of  this  group  is  that  their  reduction 
products  are  soluble  in  alkaline  solutions,  and 
on  this  fact  the  method  of  application  depends. 

In  order  to  constitute  a  dyestuiia  body  must, 
therefore,  either  be  strongly  coloured  in  itself 
or  be  capable  of  23i'oducing  coloured  lakes.  It 
must  also  be  of  such  a  character  that  it  can  be 
fixed  upon  textile  material  from  an  aqueous 
solution,  and  it  must  produce  a  colour  which 
possesses  sufficient  permanency  and  resistance  to 
washing  and  other  influences. 

Operations  preliminary  to  dyeing  processes. 
In  any  dyeing  operation,  the  chief  bodies  con- 
cerned are  the  fibre  to  be  dj-ed  and  the  dj-estufi. 
In  their  natural  condition,  all  textile  fibres 
contain  impui-itit-s  which  not  only  detract  from 
their  appearance,  but  prevent  their  being  satis- 
factorily dj-ed.  The  removal  of  these  im- 
purities is  the  object  of  the  washing,  scouring, 
and  bleaching  processes  which  the  crude  fibres 
undergo. 

A  great  bulk  of  manufactured  textile  material, 
chiefly  cotton  and  lineii,  is  used  in  the  undyed 
condition,  but  wool  and  silk  are  usually  dyed. 

Dyeing  processes.  Dyeing  may  take  place 
at  various  stages  of  the  manufacture  of  textiles. 
'  Piece  dyeing  '  is  generally  employed  when  a 
plain-coloured  material  is  required,  being  the 
most  economical  and  convenient  process.  If  a 
coloured  pattern  is  required,  the  material  must 
be  dyed  before  weaving,  and  the  process  may 
then  be  carried  out  on  the  raw  wool  or  cotton 
('  wool  dyeing,^  '  cotton  dyeing '),  at  an  inter- 
mediate firocess  ('  sliver  '  or  '  sluhhiiig  dyeing  ') 
or  upon  the  spun  yarn  '  yarn  dyeing,''  '  hank 
dyeing,''  '  cop  dyeing,''  '  irarp  dyeing  '). 

Wool  is  dj-ed  in  aU  these  forms ;  silk,  almost 
exclusively  in  the  form  of  yarn;  and  cotton, 
chiefly  as  warps,  cops,  or  pieces. 

The  dyeing  of  wool.  Wool  may  be  dyed 
with  a  greater  range  of  colourmg  matters  than 
any  other  textile  fibre.  All  the  various  classes 
of  colouring  matters  enumerated  in  the  classifi- 
cation based  on  practical  application  (see  p.  282) 
are  used  in  the  dyeing  of  wool ;  the  most  im- 
portant groujis  being  the  mordant,  the  acid- 
mordant,  the  acid  and  the  direct  dyes,  as  well  as 
the  vat  dye,  indigo.  In  boiling  solutions,  the 
affinity  of  wool  for  dyestufis  is  generally  greater 
than  that  of  silk,  but  at  temperatures  below  60° 
the  relative  affinity  is  frequently  reversed.  By 
a  suitable  selection  of  dyestuifs  and  control  of  the 
process,  it  is  therefore  possible  to  dye  the  woo) 
and  silk  in  a  woven  fabric  to  different  shades, 
or  to  produce  a  uniform  colour  on  the  two  fibres. 
As  a  general  rule,  dyeing  processes  which  produce 
good  results  on  wool  are  entirely  unsuited  for 
cotton,  and  it  is  an  easy  matter  to  dye  one  of  the 
two  fibres  when  present  in  a  mixed  fabric  and 
leave  the  other  practically  unstained.  If  both 
fibres  are  to  be  dyed  the  same  or  different  colours, 
two  distinct  processes  are,  as  a  rule,  required. 

Different  varieties  of  wool  behave  differently 
in  dyeing,  the  finer  wools,  such  as  merino,  re- 
quiring a  larger  amount  of  dyestuff  to  produce 
a  given  shacle  than  the  coarser  qualities,  e.g. 
Lincoln  wool.  The  absorption  of  dye  is,  how- 
ever, bj-  no  means  entirely  governed  by  the 
diameter  of  the  fibre,  e.g.  fine  silky  mohair  is 
very  difficult  to  dye,  probably  on  account  of  the 


close  texture  of  the  external  scales.  Fibres 
taken  from  different  portions  of  the  same  fleece 
also  vary  somewhat  in  dyeing  properties ;  and 
wool  taken  from  the  skin  of  animals  slaughtered 
for  meat,  or  from  diseased  animals,  also  differs  as 
regards  its  affinity  for  dyes.  All  these  differ- 
ences are  shown  to  a  much  greater  extent  'nith 
some  dyestuffs  than  with  others. 

The  affinity  of  wool  for  certain  dyestuffs  may 
be  increased  by  suitable  treatment  with  acids, 
alkalis,  or  oxidising  agents  (bleaching  po\^'der 
or  hydrogen  peroxide  solution),  or  may  be 
diminished  by  a  treatment  with  tannic  acid 
solution  and  in  other  ways.  Various  colours  may 
thus  be  produced  by  a  '  piece-dyeing  '  process 
by  weaving  together  untreated  wool  and  wool 
treated  with  one  or  other  of  the  above-mentioned 
reagents. 

The  behaviour  of  wool  towards  solutions  of 
metallic  salts  governs  the  use  of  these  bodies  as 
mordants.  When  boiled  in  solutions  of  salts 
which  are  neutral  to  litmus  (e.g.  sodium  cliloride), 
no  change  takes  place ;  but  when  boiled  in  solu- 
tions of  salts  of  the  heavy  metals  having  an  acid 
character  (e.g.  sodium  dichromate),  a  decom- 
position of  the  salt  takes  place,  and  an  insoluble 
laasic  salt  or  a  hydratod  oxide  is  fixed  upon  the 
fibre. 

The  dyeing  of  silli.  In  general  behaviour 
towards  colouring  matters,  silk  resembles  wool, 
but,  as  a  rule,  dyes  are  fixed  on  silk  in  a  less 
permanent  manner  than  on  wool.  The  dyeing 
of  silk  appears  to  depend,  to  a  greater  extent, 
on  absorption,  and  to  a  less  extent  on  chemical 
action.  The  acid,  basic,  and  direct  dyes  are 
chiefly  used  on  silk,  but  other  classes,  e.g.  the 
mordant  and  vat  dyes,  are  also  employed .  though 
they  tend  to  detract  somewhat  from  the  brilliant 
lustre  and  suppleness  on  which  the  beauty  of 
silk  depends.  The  maximum  absorption  of 
dyes  by  silk  usually  takes  place  at  60°-80°,  and 
not  at  100°  as  in  the  case  of  wool. 

The  so-caUcd  '  dry  dyeing  '  jn-ocess  some- 
times employed  for  silk  consists  in  the  use  of 
benzene  or  other  volatile  liquid  as  a  solvent  for 
the  colouring  matter  in  place  of  water.  The 
usual  dycstuff'-salts  are  not  soluble  .in  benzene, 
but  the  fatty  acid  compounds  or  resinates  of 
basic  dyes  are  readUy  soluble. 

The"  mordanting  of  sUk  \vith  metallic  salts  is 
usually  carried  out  in  cold  concentrated  solu- 
tions "of  basic  salts,  chiefly  basic  aluminium 
sulphate  for  colours,  and  basic  ferric  sulphate  or 
ferrous  acetate  for  blacks. 

The  production  of  Ijlack  upon  silk  is  a 
matter  of  great  im2)ortauce,  and  is  almost  a 
trade  to  itself.  The  silk  is  fii-st  immersed  in  a 
solution  of  chestnut  extract  or  other  tannin 
matter,  and  then  in  a  solution  of  basic  ferrous 
acetate  (pyrolignitc  of  iron)  or  ferric  sulphate 
('nitrateof  iron').  Bysuccessive  alternate  treat- 
ments in  these  liquors,  the  silk  may  be  weighted 
to  the  extent  of  400  p.c.  It  is  then  dyed  with 
logwood  extract.  There  are  a  number  of 
alternative  processes  for  the  hlack  dyeing  of 
silk. 

Wild  silks,  of  which  Ttissur  is  the  cliief 
variet}',  are  much  more  difficult  to  dye  than 
ordinary  silk,  the  fine  fibrillae  of  which  the  fibre 
is  composed  being  very  impervious.  The  band- 
like flat  surface  of  the  fibre  also  reflects  the 
light  in  such  a  manner  that  a  white  shiny 
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appearance  may  be  produced  instead  of  a  rich, 
intense  colour  or  black. 

Artificial  silks,  consisting  essentially  of 
cellulose,  are  more  allied  to  cotton  than  to  sUk 
as  regards  dyeing  properties.  Those  varieties 
produced  from  collodion  dye  more  readily  with 
the  basic  dyes  than  do  cotton  or  the  artificial 
sUks  obtained  from  cuprammonium  or  zinc 
chloride  solutions. 

The  dyeing  of  cotton.  Cotton  is  dyed  chiefly 
in  the  form  of  hanks  or  warps,  less  frequently  as 
piece  goods.  The  dyeing  of  cotton  on  the  spool, 
cop  or  beam  is,  however,  rapidly  extending. 

The  dyeing  properties  of  cotton  difier  greatly 
from  those  of  wool,  and  therefore  the  processes 
and  materials  us^d  also  difier.  Until  the  dis- 
covery of  Congo  red  in  1884,  there  were  three 
dyestufifs  only,  which  were  capable  of  dyeing 
cotton  directly  from  their  aqueous  solution^ — 
turmeric,  safflower,  and  annatto — but  there  are 
now  a  large  number  of  synthetic  substantive 
dyes  by  means  of  which  any  desired  shade  can 
be  obtained.  The  very  numerous  class  of  acid 
dyes  which  are  of  such  great  importance  in  wool 
and  silk  dyeing  are  inapplicable  to  cotton. 

Cotton  has  no  ai3finity  for  metallic  salts,  and 
therefore  does  not  become  mordanted  by 
boiling  in  their  solutions.  Indirect  methods 
have  therefore  to  be  adopted  in  applying  the 
basic  mordants  required  for  the  fixation  of  the 
mordant  dyestuffs  on  cotton.  This  fibre  exliibits 
a  remarkable  affinity  for  tannic  acid,  which  is 
withdraw™  from  dilute  solution  and  concen- 
trated on  the  fibre  to  a  considerable  extent. 
The  tannic  acid  may  then  serve  for  the  fixation 
either  of  metallic  mordants  or  of  basic  dyestufis 
upon  the  fibre. 

The  vat  dyes  for  cotton  are  now  assuming  a 
very  prominent  position,  since,  by  their  use, 
extremely  fast  colours  are  obtained. 

The  so-called  ingrain  dyes  are  used  almost 
exclusively  on  cotton.  The  term  is  applied  to 
designate  a  class  of  dyes  which  are  produced  in 
situ  on  the  fibre  by  precipitation. 

Mercerised  cotton  is  virtually  a  distinct 
textile  fibre ;  and  whilst  its  dyemg  properties  are 
essentially  the  same  as  those  of  ordinary  cotton, 
its  treatment  requires  special  precautions  on 
account  of  its  great  affinity  for  the  direct 
dyes. 

The  dyeing  of  linen.  The  behaviour  of  linen 
towards  the  respective  classes  of  dyestuffs  is 
similar  to  that  of  cotton,  but  it  is  more  difficult 
to  dye.  The  inferior  dyeing  affinity  of  linen  is 
probably  due  to  the  different  physical  structure 
of  the  fibre. 

The  dyeing  of  jute.  Although  a  cellulose 
derivative,  jute  differs  from  cotton  and  linen, 
both  in  its  chemical  composition  and  properties. 
As  regards  dyeing  processes,  it  behaves,  to  a 
certain  extent,  like  tannin-mordanted  cotton, 
and  may  be  dyed  not  only  with  the  ordinary 
direct,  but  with  the  hasic  colouring  matters  with- 
out the  aid  of  a  mordant. 

The  dyeing  of  leather.  Leather  resembles 
wool  in  dyeing  properties,  but  the  difficulty  of 
dyeing  it  in  fast  colours  is  increased  by  the 
necessity  of  using  lukewarm  liquors  only,  since 
boiling  water  destroys  ordinary  leather.  Certain 
of  the  newer  methods  of  producing  leather,  e.g. 
chrome  tannage  yield  a  proiluct  which  will 
withstand  boiling  solutions.     It  is  very  im- 


portant as  regards  the  permanence  of  the 
leather  (when  used  e.g.  for  bookbinding  or 
furniture  covering)  that  no  mineral  acid  should 
be  employed  in  the  dyeing  process.  As  a 
substitute,  formic  acid  may  be  recommended. 
The  acid  and  basic  colouring  matters  are  chiefly 
employed,  the  mordant  dyes  being  used  to  a 
less  extent. 

The  dyeing  of  feathers.  The  chief  cause  of 
difficulty  in  the  dyeing  of  feathers  is  their 
natural  water -resisting  property.  This  is  due 
partially  to  their  ultimate  physical  structure, 
and  partially  to  the  natural  grease  present, 
The  midrib  is  specially  difficult  to  dye.  Apart 
from  these  special  difficulties,  feathers  behave 
in  dyeing,  like  wool,  and  may  be  dyed  with  acid, 
basic,  direct,  or  mordant  dyes.  Reds,  browns, 
blues,  and  other  colours  are  usually  dyed  with 
acid  dyes,  but  the  most  satisfactory  blacks  are 
obtained  by  successive  and  repeated  treatments 
with  logwood  extract,  and  ferrous  sulphate  with 
potassium  binoxalate.  Dyeing  must  proceed  for 
a  considerable  period  at  the  boU,  in  order  to 
ensure  penetration. 

The  dyeing  of  horn.  Horn  is  dyed  in  strong 
solutions  of  acid  dyes  by  steeping  for  a  long 
period  in  the  cold  or  slightly  warm  baths,  which 
are  acidified  with  acetic  or  formic  acid.  Since 
it  contains  sulphur,  horn  may  be  dyed  brown 
by  steeping  in  a  solution  of  sodium  plumbite, 
which  results  in  the  formation  of  lead  sulphide. 
Black  is  also  produced  by  alternate  steepings 
in  solutions  of  mercuric  nitrate  and  potassium 
sulphide. 

The  dyeing  of  ivory.  Both  acid  and  basic 
dyes  may  be  employed  in  the  dyeing  of  ivory, 
the  former  being  used  with  addition  of  acetic 
or  formic  acid  in  hot  solutions.  Alcoholic  solu- 
tions of  colouring  matters  may  also  be  em- 
ployed. Red  is  frequently  dyed  by  the  cochineal 
single-bath  process  used  for  wool. 

Black  is  produced  either  by  the  logwood  and 
u'on  or  aniline  black  process,  as  used  in  cotton 
dyeing,  or  by  means  of  silver  nitrate. 

The  dyeing  of  wood.  The  method  of  dyeing 
wood  in  bulk  is  to  boil  or  steam  it  to  remove  the 
resins,  and  then  treat  it  in  an  apparatus  similar 
to  that  employed  in  creosoting.  The  wood  is 
placed  in  a  closed  vessel  which  is  exhausted 
by  a  vacuum  pump,  and  when  the  air  has  been 
sucked  out  from  the  pores  as  completely  as 
possible,  the  hot  dye  liquor  is  admitted  into 
the  vessel  and  put  under  pressure  by  a  force 
pump.  The  direct  and  basic  dyes  may  be  em- 
ployed. Wood  is  usually  dyed  black  by  alter- 
nate treatments  with  logwood  extract  and 
sodium  bichromate  solution. 

The  dyeing  of  straw.  Straw  is  largely  dyed 
for  use  in  the  manufacture  of  hats  and  baskets. 
There  are  two  commercial  varieties,  distinguished 
as  chip  and  straw.  Chip  is  readily  dyed  by  means 
of  the  direct  cotton  dyes  or  the  sulphide  dyes,  and 
many  basic  and  acid  dyes  in  neutral  solution 
may  also  be  employed.  The  process  must  be 
continued  for  2  to  3  hours  at  the  boil. 

'  Straw  '  is  more  difficult  to  dye  than  '  chip,' 
on  account  of  the  highly  sihcious  character  of 
the  surface.  The  straw  should  be  steeped  for 
several  hours  in  warm  water  before  dyeing. 
Blacks  are  usually  obtained  with  logwood  and 
iron,  but  for  colourd  the  direct  cotton  and  (he 
basic  dyes  are  chiefly  used. 
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Matebials  used  in  Dyeing  Operations. 

A  great  variety  of  cliemical  substances  are 
used  in  dyeing  processes — acids,  alkalis,  oxidis- 
ing and  reducing  agents,  metallic  salts,  and  a 
wide  range  of  organic  bodies.  Two  groups  only 
need  be  here  considered,  viz. :  (a)  mordants,  and 
(h)  colouring  ^natters. 

Mordants.  The  function  of  a  mordant  is  to 
chemically  combine  with  the  dyestuff  employed, 
and  fix  the  latter  upon  the  fibre.  It  has  already 
been  mentioned  that  many  colouring  matters  do 
not  require  the  aid  of  mordants,  but  dye  direct 
from  their  solutions.  This  applies  to  the  acid, 
direct,  basic,  and  vat  dyes  when  used  for  wool 
and  silk,  and  the  direct  and  vat  dyes  when  used 
for  cotton.  On  the  other  hand,  the  mordant 
and  acid-mordant  dyes  (as  their  name  implies) 
demand  the  use  of  mordants  on  wool,  as  do  the 
mordant  and  the  hasic  dyes  on  cotton. 

It  is  evident  that  the  chemical  properties  of 
the  dyestuff  wUl  govern  the  character  of  the 
mordant  required  for  its  fixation,  and  two  types 
of  mordants  may  thus  be  distinguished:  (1) 
the  metallic  or  basic  mordants,  used  for  the 
mordant  dyes;  and  (2)  the  acid  mordants,  re- 
quired in  applying  the  hasic  dyes  to  cotton  or 
other  vegetable  fibre. 

Basic  mordants  are  employed  for  fixing  on 
animal  and  vegetable  fibres  those  colouring 
matters  which  are  of  an  acid  character,  i.e. 
either  true  acids  or  bodies  containing  hydroxyl- 
groups,  of  which  the  hydrogen  is  replaceable  by 
metals.  They  are  metallic  salts,  of  which  the 
most  important  are  certain  compounds  of 
chromium,  aluminium,  iron,  and  tin. 

Wool  is  mordanted  by  boiling  it  with  dilute 
solutions  of  these  metallic  salts,  usually  with  the 
addition  of  certain  acids  or  acid  salts,  e.g.  cream 
of  tartar,  sulphuric  acid,  formic  acid,  oxalic  acid, 
&c.  During  this  operation,  the  wool  assists  in 
the  dissociation  of  the  metallic  salt,  an  insoluble 
basic  salt  being  fixed  within  and  upon  the  fibre, 
while  a  more  acid  salt  remains  in  solution.  The 
acids  or  acid  salts,  which  are  added  along  with 
the  metallic  salt,  possibly  assist  the  dissociation 
of  the  latter  by  forming  more  sensitive  salts 
(tartrates,  oxalates,  &c.),  and  may  be  con- 
veniently termed  assistants. 

As  a  rule,  the  mordanting  operation  precedes 
that  of  dyeing  ;  not  infrequently,  however,  the 
two  operations  take  place  simultaneously,  and 
the  dyeing  is  thus  effected  by  the  so-called 
■  single-bath '  or  '  one-dip '  method,  as,  for 
example,  in  producing  cochineal  scarlet  on  wool. 
In  such  cases,  the  wool  is  boOed  in  a  solution  con- 
taining colouring  matter,  metallic  salt,  and  as- 
sistant, in  certain  accurately  determined  relative 
proportions.  Combination  takes  place  between 
the  colouring  matter  and  the  mordant,  but  the 
pigment  which  would  otherwise  be  precipitated, 
is  retained  in  solution  by  the  liberated  acid  of 
the  mordant  or  the  assistant  present,  and  is 
only  gradually  withdrawn  from  solution  by 
the  fibre,  which  thus  becomes  dyed. 

In  the  case  of  the  '  acid-mordant  '  dye- 
stuffs,  the  application  of  the  mordant  follows 
that  of  the  colouring  matter. 

Silk  is  mordanted  in  the  same  manner  as 
wool,  by  boiling  with  metallic  salt  solutions  ;  or, 
more  usually,  it  is  steeped  for  about  12  hours 
in  cold  solutions  of  the  mordants  previously 


rendered  more  or  less  basic  and  sensitive.  By 
subsequently  washing  with  (calcareous)  water, 
the  metallic  salt  absorbed  by  the  silk  is  dis- 
sociated, and  an  insoluble  basic  salt  is  pre- 
cipitated  within  the  fibre. 

Cotton  is  mordanted  with  metallic  salts  by 
processes  very  different  from  those  adopted  for 
wool  and  silk,  since  it  has  not  the  property  of 
causing  the  dissociation  of  the  metallic  salts  when 
boiled  in  their  solutions.  The  methods  adopted 
also  vary  according  to  the  form  of  the  material, 
i.e.  whether  it  be  cotton  wool,  yarn,  or  cloth. 

With  calico,  it  is  usual  to  impregnate  the 
fabric  with  solutions  of  metallic  acetates,  then 
to  dry  it,  and  expose  for  several  hours  to  a  moist 
warm  atmosphere.  During  this  so-called  '  age- 
ing '  process,  dissociation  of  the  salt  takes  place, 
acetic  acid  escapes,  and  a  more  or  less  basic  salt 
remains  fixed  upon  the  fibre. 

Sometimes  the  '  ageing '  is  replaced  by  a 
'  steaming  process,'  in  which  the  fabric  is  exposed 
from  J  to  1  hour  to  the  action  of  high  or  low 
pressure  steam  in  a  closed  chamber.  This  method 
is  adopted  by  the  printer  of  textile  fabrics  in  the 
so-called  '  steam  style,'  in  which  a  mixture  of 
colouring  matter  and  metallic  salt  (usually 
acetate)  is  printed  upon  the  fabric,  which  is  then 
dried  and  steamed.  The  metallic  salt  is  decom- 
posed, a  basic  salt  is  precipitated  upon  the  fibre, 
at  the  same  time  combining  with  the  colouring 
matter  and  producing  the  coloured  pigment. 
This  method  is  analogous  to  the  single- bath 
process  of  the  woollen  dyer. 

Cotton  may  also  be  mordanted  by  impreg- 
nating it  with  a  metallic  salt  solution,  drying, 
and  then  passing  through  a  solution  of  an 
alkaline  substance  to  neutralise  the  acid  and 
precipitate  upon  the  fibre  a  basic  salt  or  metallic 
oxide,  e.g.  ammonia,  chalk,  sodium  carbonate, 
&c.  Solutions  of  an  alkali  salt,  the  acid  of 
which  forms  an  insoluble  compound  with  the 
base  of  the  mordant,  e.g.  sodium  phosphate, 
silicate,  arsenate,  &c.,  are  also  employed.  All 
substances  used  in  this  manner  for  lixing  the 
mordant  upon  the  fibre  are  termed  ^a;iM<7  agents. 

In  some  cases  of  mordanting,  the  cotton  is 
impregnated  with  the  fixing  agent  first  {e.g. 
tannic  acid,  sulphated  oU,  &c.),  then  dried  and 
passed  through  the  mordant  solution  afterwards, 
as  for  example,  in  Turkey-red  dyeing. 

Special  methods  of  mordanting  cotton  are 
occasionally  adopted,  in  accordance  with  the 
properties  of  the  metallic  salt  employed.  Stannic 
oxide,  for  example,  may  be  fixed  on  cotton  by 
passing  the  fabric  through  a  solution  of  sodium 
stannate,  and  then  through  dilute  sulphuric  acid, 
and  finally  washing.  Alumina  is  precipitated  on 
the  fibre  by  the  mere  exposure  to  air  of  cotton 
impregnated  with  sodium  aluminate,  in  which 
case  atmospheric  carbonic  acid  is  the  active 
fixing  agent. 

The  chromium  mordants  are  of  the  first 
importance,  since,  with  different  colouring 
matters,  they  yield  a  considerable  range  of 
colours  which  are  remarkable  for  their  per- 
manence. The  most  important  chi'omium 
mordants  are  potassium  and  sodium  dichro- 
mates,  and  they  are  more  largely  used  as 
mordants  in  wool  dyeing  than  any  other  metallic 
salts.  In  cotton  dyeing  they  are  not  used  as 
mordants,  but  are  frequently  employed  as  oxidis- 
ing agents,  e.g.  to  develop  the  colour  in  dyeing 
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catechu  brown  or  aniline  black,  and  are  also 
used  in  producing  chromate  of  lead  yellow 
and  orange.  Chromium  fluoride  (Crr3,4H20) 
is  also  used  to  a  limited  extent  as  a  mordant 
for  wool.  Other  chromium  salts  employed  as 
mordants,  chiefly  for  cotton,  are  chrome  alum 
aud  chromium  acetate.  Chrome  alum  is  ob- 
tained in  large  quantities  as  a  by-product  during 
the  manufacture  of  alizarin;  chromium  acetate 
is  prepared  by  mixing  together  solutions  of 
chrome  alum  and  lead  acetate. 

Wool  is  mordanted  with  chromium  by  boiling 
for  hours  vath  3  p.c.  potassium  (or  sodium) 
dichromate.  In  many  cases  it  is  beneficial  to 
add  1  p.c.  sulphuric  acid  (sp.gr.  1-84)  or 
1-5  p.c.  hydrochloric  acid  (sp.gr.  1"10),  or 
6  p.c.  tartaric  acid,  or  1  to  2  p.c.  formic  acid, 
wherebj'  fuller  or  brighter  colours  are  ultimately 
obtained.  When  potassium  dichromate  alone 
is  employed,  partial  decomposition  of  the 
salt  occurs,  accompanied  by  some  reduction, 
the  wool  absorbing  some  chromic  acid  and 
chromium  chromate  as  well  as  potassium  di- 
chromate. When  an  addition  of  sulphuric 
acid  is  made,  the  wool  absorbs  only  chromic 
acid.  In  both  cases  the  mordanted  wool 
has  a  yellow  or  buff  colour,  and  only  in  the 
dye-bath  does  the  reduction  to  the  real  mor- 
danting body,  chromic  oxide,  take  place  within 
the  fibre  through  the  interaction  of  the  colouring 
matter.  When  formic  or  tartaric  acid  is  the 
assistant  employed,  the  mordanted  wool  has  a 
green  colour,  reduction  of  the  chromic  acid 
taking  place  already  in  the  mordanting  bath, 
and  chromic  hydrate  being  deposited  within  the 
wool.  If  large  amounts  of  potassium  dichromate 
are  employed  in  mordanting,  especially  if  sul- 
phuric acid  is  also  added  to  the  bath,  bad  results 
may  be  obtained  through  the  colouring  matter 
being  oxidised  and  destroyed  by  the  excess  of 
chromic  acid  present  in  the  wool.  This  defect 
is  kno\vn  as  '  over-chroming.'  In  certain 
cases,  potassium  dichromate  may  be  usefully 
applied  in  the  same  bath  with  the  colouring 
matter  {e.g.  with  alizarin),  or  by  an  after  pro- 
cess {e.g.  in  the  case  of  camwood). 

Silk  is  not  usually  mordanted  with  chromium. 
It  becomes  mordanted,  however,  if  boiled  vidth  a 
solution  of  potassium  dichromate  and  tartaric 
acid  after  the  manner  of  wool,  but  not  if  potas- 
sium dichromate  alone,  or  with  the  addition 
of  sulphuric  acid,  is  employed. 

Cotton  may  be  mordanted  with  chromium 
by  impregnating  it  with,  a  more  or  less  concen- 
trated solution  of  chrome  alum,  drying,  and 
passing  through  a  boUing  solution  of  sodium 
carbonate  (100  grams  per  litre)  or  caustic  soda. 
Better  results  are  obtained  by  the  use  of 
'chromium  mordant  G.  A.  I.'  or  '  G.  A.  II.' 
(M.  L.  &  B.),  which  are  chromium  chromates. 
Other  satisfactory  mordants  for  cotton  are 
chromium  bisulphite  (Knecht)  and  sodium 
chromite  (Koechlin).  A  method  in  vogue  with 
the  printer  is  to  impregnate  (pad)  or  print  the 
cotton  with  a  mixture  of  colouring  matter  and 
chromium  acetate,  dry  and  steam  ('  steam 
colours  '). 

The  chief  aluminium  mordants  employed  for 
fvool  are  aluminium  sulphate  and  alum.  The 
best  results  are  usually  obtained  by  merely 
boiling  the  wool  for  hours  with  a  solution  of 
8-10  p.c.  of  the  aluminium  salt,  with  the  addition 


of  cream  of  tartar,  in  the  proportion  of  3  mols. 
to  1  mol.  aluminium  sulphate.  Aluminium 
tartrate  also  gives  excellent  residts,  but  it  is 
cheaper  to  allow  this  salt  to  be  formed  in  the 
mordanting  bath  itself  in  the  manner  described. 
With  some  colouring  matters,  oxalic  acid  or 
potassium  binoxalate  are  to  be  preferred  as 
assistants  to  cream  of  tartar. 

Silk  is  mordanted  by  boiling  with  dilute 
aluminium  sulphate  solution,  or  by  steeping  24 
hours  in  a  concentrated  solution,  and  then 
washing  in  water,  preferably  calcareous. 

The  methods  of  mordanting  cotton  with 
aluminium  are  various.  It  may  be  impregnated 
with  a  more  or  less  concentrated  solution  of 
alum  or  aluminium  sulphate,  dried,  and  then 
passed  for  a  few  minutes  into  a  hot  solution  of 
sodium  phosphate,  arsenate,  or  sUicate  or  am- 
monium carbonate.  Or  the  cotton  may  be 
impregnated  with  a  cold  solution  of  neutralised 
sulphated  oil,  or  of  tannic  acid,  then  dried,  and 
steeped  in  a  solution  of  aluminium  acetate  or 
basic  aluminium  sulphate.  Another  method 
consists  in  impregnating  the  cotton  with  a  solu- 
tion of  sodium  aluminate,  drying  and  exposing 
to  the  air,  or  passing  through  a  solution  of  am- 
monium chloride.  Normal  and  basic  aluminium 
acetates  are  also  employed,  the  cotton  being 
impregnated  with  their  solutions,  then  dried, 
and  exposed  to  a  moist  warm  atmosphere 
('  ageing  '),  and  finally  passed  through  a  hot 
solution  of,  e.g.,  sodium  arsenate.  The  alumin- 
ium acetates  employed  are  prepared  by  dis- 
solving alumina  hydrate  in  acetic  acid,  or  by 
decomposing  a  solution  of  aluminium  sulphate 
with  calcium  or  lead  acetate  ('  red  liquor '). 
As  a  general  rule,  the  more  basic  the  aluminium 
salts  are,  the  more  readily  do  their  solutions 
precipitate  by  heating  or  on  dilution  with  water, 
and  the  larger  is  the  quantity  of  alumina  they 
yield  to  the  fibre  when  used  as  mordants. 

The  chief  iron  mordants  employed  are  ferrous 
sulphate  and  acetate,  and  ferric  sulphate,  ace- 
tate, and  nitrate. 

The  ferrous  acetate  employed  is  made  by  dis- 
solving scrap  iron  in  pyroligneous  acid.  The 
'  pyrolignite  of  iron  '  or  '  black  iron  liquor  '  thus 
obtained  is  preferable  to  that  made  by  the 
mutual  decomposition  of  ferrous  sulphate  and 
lead  acetate  solutions  ;  it  is  less  liable  to  oxidise 
because  of  the  presence  of  tarry  matter  and 
reducing  agents,  e.g.  pjTocatechol,;  &c.  Ferric 
sulphate  is  prepared  by  heating  a  mixture  of 
definite  proportions  of  ferrous  sulphate,  sul- 
phuric acid,  and  nitric  acid.  Although  the 
last-mentioned  substance  is  only  used  as  an 
oxidising  agent,  the  final  preparation  is  generally 
termed  by  dyers  '  nitrate  of  iron.'  The  so- 
called  '  pure  nitrate  of  iron  '  (ferric  nitrate) 
is  prepared  by  dissolving  scrap  iron  in  nitric 
acid. 

Wool  may  be  mordanted  by  boiling  in  a 
solution  of  7  p.c.  ferric  sulphate  [Fe2(S04)3]  and 
4  p.c.  potassium  binoxalate,  but  iron  is  now  very 
little  used  as  a  mordant  for  wool. 

Silk  may  be  mordanted  by  steeping  for  about 
12  hours  in  a  cold  solution  of  pyrolignite  of 
iron  (sp.gr.  1-02.5),  and  afterwards  washing  well. 
The  most  usual  mordant,  employed  largely  in 
black-sUk  dyeing,  is  the  basic  ferric  sulphate 
¥64(80^)5(011)2.  The  silk  is  steeped  in  a  some- 
what concentrated  solution  of  this  .salt  (sp.gr. 
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1  -25)  for  about  1  hour,  then  squeezed  and  well 
washed.  The  operations  are  repeated  seven  or 
eight  times,  after  which  the  silk  is  boiled  in  an 
old  suap-bath  and  finally  washed.  In  this  TpTo- 
cess,  the  very  sensitive  basic  ferric  sulphate  ab- 
sorbed by  the  fibre  is  decomjjosed  during  the 
several  washings,  a  still  more  basic  and  insoluble 
salt  being  precipitated  within  the  fibre. 

Cotton  is  usually  mordanted  with  iron  by 
first  impregnating  it  with  a  cold  solution  of  tan- 
nin matter  (e.g.  myrobolans),  and'  then,  with  or 
without  drying,  passing  into  a  dilute  solution  of 
ferrous  acetate,  ferric  sulphate,  or  nitrate  (sp.gr. 
1-01-1 -02).  The  cotton  may  alternatively  be 
impregnated  with  ferrous  or  ferric  acetate,  dried, 
and  exposed  to  a  moist  warm  atmosj)here  ('  age- 
ing '),  and  finally  fixed  by  passing  through  a  hot 
solution  of,  e.g.,  sodium  phosjjhate. 

Tin  inordants  are  now  rarely  used,  but  if 
required  the  stannous  salts  are  employed  for 
toool  and  the  stannic  salts  for  cotton.  The  chief 
stannous  mordant  is  stannous  chloride  or  '  tin 
crystals.'  It  is  frequently  sold  as  a  somewhat 
acid  solution  under  the  names  of  '  single  muriate 
of  tin'  (sp.gr.  1-3),  or  'double  muriate  of 
tin  '  (sp.gr.  I'O).  The  general  name  '  tin  spirits  ' 
is  given  to  a  variety  of  solutions  of  tin  in  mixtures 
of  hydrocliloric,  sulphuric  and  nitric  acids. 

\Yool  is  mordanted  by  boiling  in  a  solution 
containing  6  p.c.  of  the  weight  of  wool  of  stan- 
nous chloride,  and  6-10  p.c.  cream  of  tartar. 
Large  proportions  of  stannous  chloride  should 
be  strictly  avoided,  otherwise  the  dyed  wool  feels 
harsh  and  its  general  properties  are  impaired. 

Silk  may  be  mordanted  in  the  same  manner 
as  wool,  or  steejjed  several  hours  in  a  more 
or  less  concentrated  solution  of  stannic  chloride, 
and  then  well  washed. 

Cotton  is  mordanted  with  stannic  oxide  by- 
impregnating  the  cotton  with  cold  tannin  solution 
(e.g.  sumach)  for  3  hours,  then  squeezing,  and, 
with  or  usually  without  drying,  steeping  1 
hour  in  a  dilute  solution  of  stannic  cliloride 
(sp.gr.  1-02),  and  washing.  Cotton  thus  mor- 
danted was  much  used  formerly  for  fixing 
mordant  dyes — peachwood,  logwood,  &c.,  in 
which  case  the  stannic  oxide  constituted  the 
mordant,  the  tannic  acid  acting  as  fixing  agent. 
Now  that  the  basic  coal-tar  dyes  are  so  much 
employed  in  dyeing  cotton,  although  the  same 
method  of  mordanting  is  employed,  the  roles  of 
the  tin  salt  and  tannic  acid  are  reversed,  for  it 
is  really  the  tannic  acid  which  is  the  essential 
mordant,  while  the  stannic  chloride  serves  only 
as  the  fixing  ageiit. 

Acid  mordants  are  employed  for  fixing  basic 
colouring  matters  on  cotton.  They  are  not  used 
for  this  purf)ose  in  wool  and  silk  dyeing,  since 
these  fibres  themselves  act  as  acid  mordants, 
and  are  dyed  directly  without  the  aid  of  any 
external  mordant. 

Tannic  acid  is  the  mordant  j^ar  excellence 
for  fixing  the  basic  coal-tar  colours  on  cotton. 
This  fibre  absorbs  tannic  acid  from  its  cold  solu- 
tion, and  if,  when  thus  prepared,  it  is  immersed 
in  a  solution  of  a  basic  colouring  matter,  the 
tannic  acid  combines  with  the  colour  base,  a 
coloured  lake  is  formed  within  the  substance  of 
the  fibre,  and  the  cotton  becomes  dyed.  During 
the  dyeing  process,  the  acid  originally  in  com- 
bination with  the  colour  base  is  displaced,  and 
since  in  the  free  state  it  interferes  with  the  com- 


plete formation  of  the  colour  lake,  it  is  found 
beneficial  to  add  a  small  j)roportion  of  sodium 
carbonate  or  acetate  to  the  dye-bath.  Since  the 
tannates  of  colour  bases  are  somewhat  soluble,  in 
excess  of  tannic  acid  or  in  alkaline  solutions,  it 
is  necessary  in  ]3ractice  to  fix  the  tannic  acid 
on  the  fibre,  previous  to  dyeing,  in  the  form  of 
an  insolulile  metallic  tannate.  This  is  done  by 
passing  the  tannic  acid  prepared  cotton  through 
a  hot  or  cold  solution  of  tartar  emetic  or  stannic 
chloride  ;  tannate  of  antimony  or  tin  is  thus 
fixed  on  the  fibre,  and  these  salts  have  as  great 
an  attraction  for  the  colour  base  as  free  tannic 
acid  has.  Cotton  thus  mordanted  and  dyed  is 
probably  permeated  mth  a  very  insoluble  double 
tannate  of  antimony  or  tin  and  colour  base,  a 
triple  compound  which  is  insoluble  in  alkaline 
solutions,  and  therefore  fast  to  \vashing  with 
soap,  &c. 

The  tannin  mordants,  chiefly  used  by  the 
dyer,  aregaU  nuts  and  sumach,  for  light  colours  ; 
and  myrobolans,  divi-divi,  quebracho,  and 
chestnut  extract,  for  dark  colours. 

As  already  pointed  out,  tannic  acid  is  some- 
times used  as  a  fixing  agent  for  tin,  iron,  or 
aluminium  mordants,  and  since  its  iron  com- 
pound is  of  a  bluish-black  colour,  it  sometimes 
serves  as  a  useful  colouring  matter. 

Tannic  acid  is  not  used  as  a  mordant  for 
wool,  but  for  silk  it  is  largely  emploj-ed,  partly 
for  adding  weight  to  the  silk,  and  partly  for  the 
purpose  of  dyeing  it  black  in  conjunction  viiih. 
iron  mordants.  Its  utility  as  a  ■s\'eighting  agent 
is  owing  to  the  fact  that  under  suitable  con- 
ditions silk  absorbs  as  much  as  25  p.c.  of  its  own 
weight  of  tannic  acid  from  a  hot  solution, 
whereby  the  fibre  gains  not  only  in  weight,  but 
also  in  volume. 

Fatty  acids  are  used  as  mordants  very  much 
in  the  same  way  as  tannic  acid  for  fixing 
the  basic  coal-tar  colours  on  cotton.  They  are, 
however,  not  attracted  by  cotton  from  their 
solutions,  but  they  form  insoluble  lakes  with 
the  colour  bases.  The  method  of  procedure 
is  to  impregnate  the  cotton  with  a  more  or  less 
concentrated  soluti(_in  of  their  alkali  salts,  e.g. 
soap;  after  drying,  the  fabric  is  passed  through,  or 
preferably  steeped  in,  a  cold  solution  of  aluminium 
sulphate,  and  \^'ashcd.  Although  the  fatty  acid 
is  thus  fixed  on  the  fibre  as  an  insoluble  alu- 
minium soap,  it  is  stLU  cajaable  of  combining  \vith 
the  colour  base  when  the  cotton  is  jiassed  into 
a  solution  of  a  basic  colouring  matter.  Colours 
dyed  by  this  method  are  brighter  than,  but  not 
so  fast  to  washing  as  those  fixed  by  means  of 
tannic  acid. 

Instead  of  ordinary  soap,  a  more  con- 
venient fatty-acid  mordant  to  employ  is  the 
so-called  '  sulphated  oil.'  This  is  jjrepared  by 
mixing  two  parts  by  weight  of  castor  oil  with 
about  one  part  of  sulphuric  acid  (sp.gr.  1  -84),  and 
allowing  the  mixture  to  stand  for  24  hours.  It 
is  then  washed  with  a  strong  solution  of  common 
salt  to  free  it  from  excess  of  acid,  and  is  finally 
neutralised  with  ammonia  or  caustic  soda.  The 
product  of  the  action  of  the  acid  upon  the  oil 
is  somewhat  complex,  but  its  practical  utility 
dei^ends  upon  the  fact  that  it  behaves  like  a 
fatty  acid  and  gives  an  extremely  soluble  soap 
with  alkalis.  Ordinary  castor-oil  soap  pro- 
duced by  boiling  the  oil  with  caustic  soda  is 
also  very  soluble,  and  may  be  used  as  a  mordant. 
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Sulphated  oil  is  frequently  called  '  Turkey- 
red  oil,'  '  alizarin  oU,'  and  '  soluble  oil,' 
since  it  is  largely  used  in  the  modern  short 
process  of  Turkey-red  dyeing  as  the  fixing  agent 
for  the  necessary  aluminium  mordant,  and  it 
gives  the  characteristic  brilliancy  of  colour  ob- 
tained by  the  use  of  the  oil  preparations  formerly 
employed.    Monopole  oil  is  a  similar  product. 

Phenolic  colouring  principles,  e.g.  alizarin, 
and  certain  acid  colouring  matters  derived 
from  benzidine,  stilbene,  fluorene,  &c.  (the 
direct  cotton  d3'es)  can  also  be  fixed  on  cotton, 
and  serve  as  mordants  for  basic  colouring  mat- 
ters, but  they  are  only  occasionally  used  for  this 
purpose  for  the  production  of  compound  shades. 

COLOTJEING  MaTTEES. 

(For  Classification,  see  p.  282.) 
General  Methods  of  Application. 

Class  I. — Mordant  dyes.  This  group  of  dye- 
stuffs  includes  the  majority  of  the  natural  dyes, 
also  the  numerous  class  of  alizarin  dyes,  a  number 
of  derivatives  of  pyrogallol  and  other  phenols, 
and  certain  quinone-oximes  or  nitroso-  dyes.  The 
following  are  the  chief  members  of  the  group : 
mordant  dyes  of  natural  origin — logwood ; 
madder ;  cochineal ;  Umawood  and  other 
'  soluble  redwoods ' ;  camwood  and  other 
'  insoluble  redwoods  ' ;  fustic  ;  weld  ;  querci- 
tron bark  and  flavin. 

Synthetic  mordant  dyes. — Alizarin  ;  anthra- 
purpurin,  flavopurj)urin,  and  purpurin  ;  nitro- 
alizarin  (alizarin  orange) ;  alizarin  maroon 
(arainoalizarin) ;  alizarin  bordeaux;  anthra- 
cene brown  ;  alizarin  blues  ;  alizarin  cyanins  ; 
anthracene  blues  ;  alizarin  greens  ;  ccerulein  ; 
anthracene  yellow ;  mordant  yellow,  galloflavin, 
&c.  ;  alizarin  black ;  gaUein ;  gallocyanin ; 
caelestine  blue ;  naphthol  green,  dark  green, 
gambine,  &c. 

The  mordant  dyes  are  largely  used  in  the 
dyeing  of  wool  and  in  the  dyeing  and  printing  of 
cotton  and  sUk.  Generally  speaking,  they  3deld 
colours  which  are  of  great  fastness  to  light, 
soaping,  acids,  alkalis,  bleaching  agents,  &c. 
As  regards  cotton  dyeing,  they  are  now  being 
replaced  by  the  very  fast  vat  dyes  introduced 
within  the  past  few  years. 

When  a  fabric,  previously  mordanted  with 
a  metallic  salt,  is  dyed  with  a  mordant  dye,  a 
chemical  reaction  takes  place,  resulting  in  the 
formation  of  a  new  compound  which  is  the 
actual  colouring  substance ;  this  compound 
being,  at  the  same  time,  fixed  upon  the  fibre, 
which  thus  becomes  dyed.  These  colour  lakes 
or  pigments  may,  for  the  most  part,  be  equally 
well  produced  by  bringing  together  the  mordant 
and  the  dyestuff  under  suitable  conditions  in  the 
absence  of  the  fibre.  Many  colour  lakes  of  this 
class  are  indeed  manufactured  in  bulk  for  use  as 
painters'  pigments,  &c. 

There  are  three  methods  by  which  mordant 
dyes  may  be  applied  :  ( 1 )  the  mordant  may  be 
first  appUed  to  the  fibre,  and  afterwards  the 
dyestuff  in  a  separate  operation  ('mordanting 
and  dyeing  method  ') ;  (2)  the  order  of  applica- 
tion of  mordant  and  dye  may  be  reversed 
('  dyeing  and  saddening  method  ') ;  or  (3)  the 
mordant  and  dyestuff  may  be  applied  simul- 
taneously ('  single-bath  method  ').  All  these 
methods  are  in  use.  If  equally  good  results  can 
be  obtained,  the  '  single-bath '  process  is  to  be 


preferred,  but  usually  the  '  mordanting  and 
dyeing  '  process  gives  the  maximum  fastness. 

The  dyeing  of  wool  with  mordant  dyes. — 
When  potassium  dichromate  is  employed  as 
mordant,  the  '  mordanting  and  dyeing  '  process 
is  usually  preferable, because,  in  the  '  single-bath' 
process,  the  acid  necessarily  added  to  dissolve 
the  colour  lake  formed  in  the  dye-bath,  converts 
the  mordant  into  such  a  powerful  oxidising 
agent  by  liberating  chromic  acid,  that  most 
dyestufis  are  injuriously  affected.  In  the  two- 
bath  process,  the  wool  should  be  thoroughly 
washed  after  mordanting.  If  this  operation  is 
omitted,  a  portion  of  the  mordant  passes  from 
the  wool  into  the  dye-bath,  and,  combining  with 
an  equivalent  amount  of  colouring  matter,  forms 
a  precipitate  which  floats  about  in  an  insoluble 
condition.  This  not  only  leads  to  loss  of  dye- 
stuff,  but  also  tends,  by  superficial  absorption, 
to  cause  the  dye  to  '  rub  off.'  The  dyeing 
process  consists  in  boUing  the  wool  for  from  I  to 
2  hours  with  the  colouring  matter  in  aqueous 
solution.  The  final  washing,  after  dyeing,  has 
for  its  object  the  removal  of  any  colouring 
matter  which  is  imperfectly  fixed ;  but,  however 
thorough  the  washing  may  be,  there  is  usually  a 
small  amount  of  colouring  matter  present  on  the 
dyed  wool,  which  has  merely  been  absorbed 
without  combining  with  the  mordant.  This 
free  colouring  matter  will  dissolve  out  or  'bleed,' 
during  milling  or  scouring,  because  most  mor- 
dant dyes  are  readily  soluble  in  alkaline  solu- 
tions. A  slight  supplementary  mordanting 
('  afterchroming  ')  is  frequently  given  to  fix  this 
smaU  amount  of  free  dyestuff. 

The  '  dyeing  and  saddening  '  method  is  not 
much  used  with  the  true  mordant  dyestuffs,  but 
is  the  chief  process  used  in  applying  the  acid  mor- 
dant dyes.  Since  the  ultimate  intensity  of  colour 
depends  chiefly  upon  the  amount  of  dyestuff 
which  is  fixed  in  the  first  bath,  whilst  the  colour 
is  only  developed  by  the  mordant  in  the  second 
bath,  it  is  obviously  more  difficult  to  exactly 
match  a  pattern  when  this  process  is  used  than 
when  the  mordant  is  applied  first. 

In  the  '  single-hath  '  method  of  dyeing,  the 
bath  is  prepared  with  the  necessary  amount  of 
mordant  and  dyestuff  with  an  addition  of 
sufficient  acid  (usually  oxalic  or  acetic  acid)  to 
dissolve  the  colour  lake  formed.  This  process 
is  therefore  only  suitable  when  the  colour  lake 
is  soluble  in  dilute  acid,  and  this  is  particularly 
characteristic  of  the  tin  and  aluminium  colour 
lakes ;  although  the  single-bath  process  is  also 
frequently  applicable  in  the  case  of  ferrous 
sulphate  or  chromium  fluoride  mordants. 

The  dyeing  of  silk  ivith  mordant  dyes. — The 
mordant  dyes  are  not  very  largely  used  on  silk, 
chiefly  because  they  detract  somewhat  from  the 
lustre  of  the  fibre.  Tho  degree  of  fastness  of 
the  acid  dyes,  if  suitably  selected,  is,  moreover, 
usually  sufficient  for  the  requirements  of  the 
silk  dyer.  The  methods  of  mordanting  have 
already  been  dealt  with.  Dyeing  must  take 
place  at  the  boU  for  about  an  hour,  and  the  silk 
is  subsequently  brightened  by  working  in  a 
warm  dilute  solution  of  acetic  or  tartaric  acid, 
and  dried  without  washing. 

Dyeing  of  cotton  with  mordant  dyes. — Tho 
'  mordanting  and  dyeing  '  method  is  generally 
used  in  cotton  dyeing.  Aluminium  is  the  chief 
mordant  employed,  and,  in  conjunction  with 


DYEING. 


289 


aiizarin,  it  yields  the  ImportaDt  Turkey-red  dye. 
This  is  a  complex  compound  containing  an 
alizarin-aluminium-calcium  lake  in  combination 
with  oxidised  fat  acids.  In  the  production  of 
this  colour,  the  cotton  is  first  prepared  with 
sulphated  oO,  then  dried,  mordanted  with  alum, 
and  subsequently  dyed  with  alizarin.  The 
complete  process  mvolvcs  a  large  number  of 
operations,  for  the  details  of  which  manuals  of 
dyeing  must  be  consulted.  The  dyeing  of 
Turkey  red  is  a  very  ancient  process,  having 
been  carried  out  centuries  ago  in  India  by  the 
aid  of  mUk  (as  fatty  matter)  and  munject,  the 
Indian  madder  plant.  No  alum  was  employed, 
but  the  plant  with  its  earthy  incrustations  con- 
tained sufficient  alumina  to  form  the  alumina 
lake.  The  art  spread  from  the  East  through 
Persia  to  Turkey,  and  was  first  introduced  into 
this  country  (Glasgow)  in  1790.  Madder  has 
now  been  entirely  replaced  by  synthetic  alizarin 
in  Turkey-red  dyeing,  and  the  substitution  of 
sulphated  oil  for  olive  oil  or  soap  has  also 
greatly  simplified  the  process. 

Another  important  mordant  dye  on  cotton 
is  logwood  black,  which  is  obtained  by  dyeing 
with  logwood  on  tannin-iron  mordant.  It  is 
largely  used  in  hank  and  warp  dyemg.  Catechu 
browTi  is  produced  by  the  '  dyeing  and  sadden- 
ing '  method,  the  cotton  being  first  steeped  in 
a  strong  solution  of  catechu,  and  subsequently 
treated  with  potassium  dichromate.  The  latter 
acts  essentially  as  an  oxidising  agent,  producing 
the  so-called  japonic  acid  on  the  fibre. 

A  great  variety  of  permanent  and  bright 
colours  may  be  obtained  with  mordant  dyes  on 
cotton  mordanted  with  chromium  or  aluminium, 
ljut  they  are  not  very  largely  used,  fast  colours 
being  chiefly  produced  by  means  of  the  sulphide, 
vat,  and  ingrain  dyes  (Classes  VI.,  VII.,  VTII.). 

Class  11. — Acid-mordant  dyes.  These  dyes 
are  suitable  only  for  Vt-ool  and  silk,  and  are 
largely  used  on  wool.  They  are  now  very 
numerous,  and  are  chiefly  azo-  compounds  con- 
taining salicylic  acid  or  orthoaminophenol  com- 
ponents. Some,  however,  are  anthracene  or 
pjTogallol  derivatives.  Unlike  the  mordant 
dyes,  they  usually  contain  sulphonic  acid 
groups. 

Many  of  the  acid-mordant  dyes  may  be 
employed  as  ordinary  acid  dyes,  since  a  mordant 
is  not  essential  to  the  development  of  their 
colour.  Usually,  however,  such  dyestufis  j)ro- 
duce  faster  colours  when  applied  in  conjunction 
^vith  a  mordant. 

An  exhaustive  list  of  acid- mordant  dyestuSs 
cannot  be  given,  but  the  following  \viLl  serve  as  ' 
examples.    They  include  dyes  giving  a  complete 
range  of  colours.    Beds  :  acid  alizarin,  anthra- 
cene, chrome,  cloth  and  mflling  reds.  Oranges 
and  yellows  :  cloth  oranges  and  yellows,  alizarin  j 
yeUows    (certain    marks    are  mordant  dyes), 
chrome  yellows,   milling  orange  and  yellow,  '' 
diamond  and  mordant  yellow.     Greens  :   acid  ■ 
alizarm,  chrome,  diamond  and  milUng  greens. 
Blues  :    acid   alizarin,    brilliant   alizarin  and 
chrome  blues  ;    alizarin  sapphirole  ;    cyanau-  . 
throl ;  chromotropes  (chromotropes  dye  red  as 
acid    dyes).      Violets :     alizarin    heliotropes ;  | 
anthraquinone  and  chrome  violets  ;  fast  violet. 
Blacks  and  greys  :   acid  alizarin,  acid  chrome, 
anthracene  acid,  anthracene  chrome,  chrome, 
chromotroj^e  and  diamond  blacks.     Browns : 
Vol.  II. -T. 


j  acid  alizarin,  acid  anthracene,  chrome,  cloth, 
I  diamond,  and  palatine  browns  ;  chromogen. 

Dyeing  of  wool  with  acid-mordant  dyestuffs. — 
The  usual  method  of  apphcation  of  this  class  of 
[  dyestuflis  is  to  prepare  a  bath  containing  the 
necessary  amount  of  dyestuli  along  wiih.  1  to 
3  p.c.  sulphuric  or  3  to  5  p.c.  acetic  acid,  and 
5  to  10  p.c.  sodhim  sulphate  (Glauber's  salt). 
After  the  solution  has  been  brought  gradually 
to  the  boiling-point,  the  boding  is  continued 
until  the  colouruig  matter  is  entirely  fixed,  an 
additional  amount  of  acid  bemg  added  if 
necessary.  Excess  of  acid,  however,  frequently 
'  retains  the  dyestuii  in  solution.  The  wool  is 
then  removed  from  the  bath,  the  metallic  salt 
i  is  added,  and  the  wool  is  again  boiled  in  the  bath 
for  half  an  hour.  In  most  cases,  potassium 
dichromate,  to  the  extent  of  one-half  the  weight 
of  the  dyestuii,  is  the  mordant  employed. 

A  modification  of  this  process  is  used  with 
the  metachrome  series  of  dyestufis.    The  meta- 
chrome  mordant  is  a  mixture  of  yellow  potassium 
cbromate  and  ammonium  sulphate.    The  bath 
is  prepared  with  3  to  5  p.c.  of  this  mordant 
together  with  the  dyestuff.    A  j^rolonged  boiling 
is  necessary,  during  which  the  ammonium  salt 
I  is  decomposed,  ammonia  being  evolved  and  the 
,  liberated  sulphuric  acid  gradually  converts  the 
chromate    into    dichromate    and    assists  in 
the  fixation  of  the  dye  and  the  formation  of 
!  the  colour  lake. 

The  anthracene  chromate  dyes  are  applied  in 
a  bath  containing  colouring  matter,  dichromate, 
I  and    sodium    sulphate ;    this    being  another 
I  modification  of  the  usual  process. 

The  mercerol  and  autochrome  dyes  are  also 
I  appalled  by  special  processes. 

The  acid-mordant  dyes  are  of  increasing 
importance  in  wool  dyeing,  but  are  little  used  on 
sdk,  and  not  at  all  on  cotton. 

C'lass  hi. — Acid  dyestuffs.  The  acid  dyes 
constitute  by  far  the  most  numerous  class  of 
synthetic  colouring  matters.  The  chief  chemical 
groups  of  aciddyes  are  azo-  dyes,  nitro-  compounds, 
sulphanated  basic  dyes,  and  phthalei7is ;  the 
greatest  number  being  azo-  dyes.  The  azo-  dyes 
!  contain  few  greens,  blues,  and  violets ;  but  the 
reds,  oranges,  yellows,  browns,  and  blacks  are 
very  numerous.  The  nitro-  compounds  are  few 
in  number  and  are  aU  yeUows,  the  chief  being 
picric  acid  apd  naphthol  yellow.  The  greater 
number  of  the  sulphonated  basic  dyes,  on  the 
other  hand,  are  greens,  blues,  and  violets,  but 
acid  magenta  belongs  to  this  group.  The 
resorcin  or  phthalein  dyes  are  chiefly  briUiant 
pinks  or  reds,  the  eosins  being  the  most  im- 
portant group. 

So  extremely  numerous  are  the  acid  dyes, 
and  their  names  are  so  varied,  that  no  useful 
purjjose  would  be  served  by  further  enumeration 
of  a  small  number  of  the  products. 

The  dyeing  of  wool  ivith  acid  dyes. — The 
commercial  acid  dyes  are,  in  most  cases,  the 
sodium  salts  of  sulphonic  acids.  The  nitro- 
compounds, however,  owe  their  acid  character 
to  the  presence  of  nitro-  groups  in  the  molecule. 

The  simplest  and  most  usual  method  of 
dyeing  acid  colours  on  wool  is  to  jarepare  a  bath 
containing  the  requisite  amount  of  dyestufi 
with  1  to  4  p.c.  of  sulphuric  acid  and  10  to  20 
p.c.  of  sodmm  sulphate  (Glauber's  salt).  The 
wool  is  dyed  in  this  solution  for  about  an  hour, 
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boiling  for  the  greater  part  of  the  time.  Some 
dyes  require  smaller,  and  some  larger  percentages 
of  acid.  The  sodium  suli^hate  exerts  a  levelling 
influence  on  the  fixation  of  the  dyestufi,  probably 
by  reason  of  the  solvent  action  which  it  exerts, 
since  acid  dyes  are  readily  removed  ('  stripped  ') 
from  wool  by  boiling  in  a  solution  of  sodium 
sulphate.  Another  reason  is  to  be  found  in  the 
retarding  action  which  it  exerts  in  the  liberation 
of  the  free  colour  acid  by  the  sulphuric  acid. 
The  equation,  which  may  be  expressed  as  : 
Colour  salt  +  H2SO4  ^  colour  acid  +  NajSOj, 
is  reversible. 

Sodium  bisulphate  may  be  used  in  place 
of  the  sulphuric  acid  and  sodium  sulphate,  or 
the  sulphuric  acid  may  be  entirely  replaced  by 
acetic  or  formic  acid. 

In  the  case  of  dyestulis  which  do  not  readily 
produce  level  colours  on  the  fabric,  the  acid 
may  be  added  to  the  bath,  gradually  in  small 
portions  at  a  time,  or  may  be  substituted  by 
an  ammonium  salt,  e.g.  ammonium  sulphate 
or  acetate.  The  acid  is  then  liberated  very 
gradually  as  the  ammonium  salt  is  decomposed 
in  the  boiling  bath,  and  the  colouring  matter  is 
therefore  converted  very  slowly  from  the  con- 
dition of  the  soluble  sodium  salt  to  that  of  the 
more  or  less  insoluble  free  sulphonic  acid. 

The  dyeing  of  silk  with  acid  dyes. — Acid  dyes 
are  very  largely  used  in  silk  dyeing.  They  are 
apphed  in  a  bath  containing  a  large  quantity 
(up  to  25  p.c.  in  volume)  of  '  boUed-off  '  hquor, 
the  soapj'  solution  of  the  sUk  gum  obtained  in 
the  '  ungumming  '  of  raw  silk.  The  bath  is 
rendered  slightly  acid  by  means  of  sulphuric, 
acetic,  or  formic  acid.  Dyeing  usually  takes 
place  at  80°-90°,  at  which  temperature  silk  has 
more  affinity  for  acid  dyesthaninaboiUng  bath. 

After  dyeing,  the  silk  is  washed  and  is  then 
'  brightened  '  by  working  in  a  dilute  (sulphuric, 
acetic,  or  tartaric)  acid  solution  and  dried 
■without  ^^■ashing. 

The  dyeing  of  cotton  with  acid  dyes. — There  is 
no  satisfactory  method  of  fixing  the  acid  dyes 
upon  vegetable  fibres. 

Class  1\. — The  direct  dyes.  The  direct  dyes 
have  the  special  property  of  dyeing  cotton 
without  the  aid  of  a  mordant.  Like  the  acid 
dyes,  they  are  for  the  most  part  azo-  compounds, 
but  contain  the  chromophor  — N=N—  twice  in 
the  molecule,  and  thus  constitute  the  tetrazo- 
group  of  azo-  dyes.  They  further  resemble  tife 
acid  d3-es  in  that  they  are  alkali  salts  of  sul- 
phonic acids,  but  as  regards  dyeing  properties, 
they  differ  greatly  from  the  simpler  azo -acid 
dyes.  Since  the  introduction,  in  1884,  of  the 
first  of  the  direct  dyes,  a  very  large  number 
have  been  placed  on  the  market,  and  the  group 
contains  dyes  of  aU  colours- — ^reds,  oranges, 
yellows,  greens,  blues,  violets,  browns,  and 
blacks.  As  examples  of  these  dyes  may  be 
mentioned  the  congo,  benzo,  diamine,  mikado, 
titan,  and  hessian  dyes. 

Primuline  is  an  example  of  a  direct  dye 
which  is  not  an  azo-  compound.    It  contains  the 

chromogen  <df^C!— . 

Turmeric  is  the  only  important  natural  direct 
dye  for  cotton. 

The  direct  dyes  are  applicable  to  all  fibres, 
but  are  rarely  used  on  silli.    No  satisfactory 


explanation  has  been  given  of  the  fact  that 
they  readily  dye  cotton,  whereas  the  acid  dyes 
are  enthely  devoid  of  this  property.  The 
further  fact  that  the  direct  dyes  dye  ;^ool  in  a 
neutral,  or  even  slightly  alkaline  bath,  whereas 
the  acid  dyes  require  tlae  addition  of  acid,  also 
demands  explanation. 

The  dyeing  of  wool  with  direct  dyes.— These 
colouring  matters  are  applied  to  wool  in  a  neutral 
or  feebly  acid  bath  with  or  without  the  addition 
of  sodium  sulphate  (Glauber's  salt).  In  some 
cases,  an  after-treatment  with  a  metallic  salt 
gives  improved  fastness,  the  dyes  then  practi- 
cally falling  into  the  class  of  acid-mordant  dyes. 

As  a  class,  the  direct  dyes  on  wool  are  much 
faster  to  mUling  than  the  ordinary  acid  dyes. 
When  fixed  on  wool,  they  are  also  faster  to  acids, 
washing,  and  light  than  when  dyed  on  cotton. 
In  some  cases,  the  colour  produced  by  a  direct 
dye  on  wool  and  cotton  is  identical,  in  other 
cases  it  difl'ers  considerably. 

The  dyeing  of  silk  with  direct  dyes. — These 
dyes  are  not  largely  used  on  sUk.  They  are 
applied  in  a  similar  manner  to  the  acid  dyes, 
but  smaller  amounts  of  '  boiled-o££  liquor  '  and 
acid  are  required. 

The  dyeing  of  cotton  with  direct  dyes. — The 
application  of  the  direct  dyes  to  cotton  is  very 
simple.  They  are  dyed  either  from  a  cold,  luke- 
warm, or  boilmg  solution,  to  ^^■hich  is  addctl  a 
small  amount  (up  to  2  p.c.)  of  sodium  carbonate, 
and  an  amount  of  a  neutral  salt  (up  to  20  grams 
NaCl  or  Na2S04  per  litre),  which  is  governed  by 
the  solubility  of  the  dyestuff  employed.  At  low 
temperatures  more  concentrated  solutions  of 
colouring  matter  are  required.  Brighter  colours 
are  obtamcd  by  passing  the  dyed  material 
through  a  solution  of  Turkey-red  oil  before  dry- 
ing or  by  adding  this  substance  to  the  dye-bath. 

Mercerised  cotton  has  a  much  greater 
affinity  than  ordinary  cotton  for  the  direct  dyes, 
and  in  dyeing  this  fibre  special  precautions  are 
necessary  to  produce  level  colours. 

Many  of  the  direct  dyes  produce  on  cotton 
colours  of  great  brilliance  and  richness,  but 
they  bleed  out  into  hot  water,  and  are  still 
more  readily  attacked  by  soap.  Most  of  them 
arc  also  comparatively  fugitive  to  light. 

There  are  two  processes  by  means  of  which 
the  fastness  properties  of  certain  of  the  direct 
dyes  can  be  improved. 

1.  The  diazotising  and  developing  process. — 
This  process  is  applicable  only  in  the  case  of 
those  dyestufis  in  \\hich  amino-  groups  con- 
stitute the  auxochi-ome.  The  cotton  is  first 
dyed  by  the  general  process  above  described, 
then  washed,  and  afterwards  worked  for  a  few 
moments  in  a  cold  dilute  solution  of  nitrous  acid 
(2  p.c.  NaNOa  and  4  p.c.  H0SO4  on  the  weight 
of  the  cotton).  This  treatment  diazotises  the 
amino-  groups.  The  cotton  is  then  wcU  washed 
in  cold  water  and  entered  immediately  into  the 
developing  bath,  which  contains  a  solution  of  a 
phenolic  or  amino-  compound  ;  sulficient  alkali 
or  acid  respectively  being  added  to  bring  the 
'  developer  '  into  solution.  The  chief  developers 
used  are  phenol,  rcsorcinol,  a-  or  ;8-naphthol, 
aminonaphthol,  aminodiphcnylamine,  w-tolyl- 
enediamine,  and  certain  of  the  naphthoi 
sulphonic  acids. 

Primuline  is  applied  by  the  process  just 
described. 
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A  modification  of  this  method  is  known  as 
the  '  coupling  proce&s.'  The  cotton  is  tu'st  dyed 
with  tlie  direct  dye,  and,  after  rinsing,  is  worked 
in  a  diazotised  solution  of  the  '  coupler.'  The 
chief  body  used  as  coupler  is  ^j-nitraniline. 
Ready  prepared  stable  diazo-  compounds  of  this 
base  are  sold  under  the  names  'nitrazol,' 
'azophor  red,'  and  'nitrosamine  red.' 

2.  After-treatment  tvith  metallic  salts. — In 
this  process  for  improving  the  fastness  of  the 
direct  dyes  on  cotton,  the  fibre  is  first  dyed  in 
the  ordinary  way,  and  then,  after  rinsing,  is 
treated  for  half  an  hour  in  a  \varm  acid  solution 
of  a  suitable  metallic  salt.  The  salts  chiefly 
employed  are  copper  sulphate,  potassium  di- 
chromate,  and  chromium  fluoride;  from  1  toSp.c. 
with  addition  of  2  to  4  j).c.  of  acetic  acid  being 
used.  A  mixture  of  the  two  first-mentioned 
salts  is  frequently  used.  This  process  is  mairdy 
employed  in  the  case  of  blues,  browiis,  and 
blacks.  The  chromium  salts  exert  the  chief 
influence  in  increasing  the  fastness  to  washing, 
and  the  copper  salt  the  fastness  to  light. 

This  process  is  only  applicable  to  the  case  of 
dyestufis  containing  free  OH  or  COOH  grou]5s. 

Cotton  dyed  with  (.Ihcct  dyes  may  be 
'  tojjped  '  with  basic  dyes,  for  \vhich  the  direct 
dyes  act  as  mordajits. 

Class  V. — The  basic  dyes.  This  group  of 
colourmg  matters  is  numerically  smaller  than 
the  mordant,  acid,  or  direct  dyes.  It  includes, 
however,  the  most  brilliant  dyt^s  known,  rhod- 
aminc  pink,  auraminc  yellow,  malachite  green, 
methylene  blue,  and  methyl  violet  being  weU- 
known  examples. 

The  basic  dyes  are  very  diverse  in  their 
chemical  constitution.  Many  are  derivatives  of 
di-  or  tri-phenjdmethane  (magenta,  malachite 
green,  methj'l  violet) ;  others  are  azo-  comjaounds 
(chrysoidine,  Bismarck  brown) ;  some  are  azine- 
derivatives  (safranine  and  induline);  and  others 
contain  sulphur  as  an  essential  constituent 
(methylene  blue). 

The  commercial  basic  dyes  are  usually 
hydrochlorides  of  the  colour  bases,  but  some 
are  acetates,  oxalates,  sulphates,  or  zinc  chloride 
double  salts.  They  are  characterised  by  great 
tinctorial  power,  1  p.c.  being  usually  sufficient 
to  produce  a  full  rich  colour.  As  a  class,  they 
are  not  fast  to  light. 

The  dyeing  of  wool  with  basic  dyes. — These 
dyes  are  little  used  on  wool,  the  acid  dyes  being 
applied  in  an  equally  simple  manner  and  pro- 
ducing faster  colours.  Wool  has  a  strong  afiinit.y 
for  basic  dyes,  and  readily  becomes  dyed  if 
immersed  in  their  solutions.  A  small  amount 
of  sulphuric  or  acetic  acid  may  usually  be  added 
with  advantage.  Certain  of  the  basic  dyes, 
e.g.  Victoria  blue,  are  very  fast  to  milling  when 
dyed  on  wool,  and  such  are  still  employed. 

The  dyeing  of  silk  with  basic  dyes. — Members 
of  this  group  of  colouring  matters  are  largely 
used  by  the  silk  dyer  when  fastness  to  light  is 
not  important.  The  silk  yarn  is  dyed  at 
(j0°-80°  in  the  colour  solution,  to  which  may  be 
added  some  '  boiled-off  liquor  '  or  neutral  soap. 
After  rinsing,  the  dyetl  silk  is  brightened  in  a 
dilute  solution  of  acetic  or  tartaric  acid. 

The  dyeing  of  cotton,  with  basic  dyes. — Cotton 
has  little  affinity  for  basic  dyes,  which,  on  this 
fibre,  must  therefore  be  applied  in  conjunction 
vith  a  mordant,  and  since  the  dyestufl's  of  this 


I  class  are  basic  in  character,  the  mordant  must  be 
1  of  an  acid  nature. 

Three  types  of  acid  mordants  are  available, 
viz.  :  tannin  matters,  fat  acids,  and  colour  acids. 

1.  Tannin  mordants. — As  mentioned  in 
dealing  wdth  the  mordants,  cotton  has  a  natural 
affinity  for  tannic  acid,  which  it  withdraws  from 
solution.  Since  tannic  acid  forms  lakes  with  the 
basic  colouring  matters,  cotton  thus  prejjared 
may  be  dyed  'with  basic  dyes,  but  the  colours 
produced  in  this  manner  are  not  fast  against 
washing.  As  previously  explained,  however, 
if  after  mordanting  with  tannin  the  cotton  is 
treated  with  a  salt  of  antimonj',  tin,  or  iron,  an 
insoluble  metallic  tannate  is  formed  on  the  fibre, 
which  compound  has  the  same  affinity  for  basic 
dyes  as  tannic  acid  has.  The  fastness  properties 
of  the  double  tannate  of  colour  base  and  metal 
are  much  superior  to  those  of  the  simpler 
tannates  of  the  colour  bases. 

For  the  production  of  pale  or  bright  colours, 
f  commercial  tannic  acid,  gall  nuts,  or  sumac  are 
the  tannins  emisloyed.  The  cotton  is  saturated 
('  padded ')  -with  a  solutioii  of  2°  to  3°Tw, 
strength,  or  steej^ed  for  2  to  3  hoiu's  iti  a  solution 
containing  2  to  5  iJ.c.  tannic  acid  or  10  to  30  jj.c. 
ground  gall  nuts  or  sumac  ;  the  amount  being 
calculated  on  the  weight  of  cotton.  The  yarn  or 
fabric  after  squeezing  is  then  at  once  passed  into 
a  '  fixing  bath  '  containing  0-5  to  3  p.c.  of  tartar 
emetic  or  an  equivalent  amount  of  antimony 
oxalate  or  fluoride.  After  well  washing,  the  cotton 
is  dyed  with  0-1  to  I  p.c.  of  basic  dye. 

Additions  of  acetic  acid  to  the  tannin  bath, 
ammonium  chloride  and  chalk  to  the  fixing  bath, 
and  dilute  acid  to  the  dye-bath,  are  frequently 
made.  The  mordanting  and  fixing  baths  may 
be  used  for  several  successive  lots  of  material. 

If  the  brightest  possible  shades  arc  not  re- 
quired, some  cheaper  tannin  matter  (myrobalans 
or  quebi'acho)  may  be  employed,  and  stannic 
chloride  may  replace  tartar  emetic  as  fixing 
agent.  For  dark  shades,  ferrous  acetate  ('  black 
iron  liquor  ')  is  used  as  fixing  agent,  the  blue- 
black  tannate  of  iron  producing  a  composite 
colour  with  the  basic  dyestuff. 

2.  Fatty  mordants. — If  Turkej'-red  oil  or 
soap  is  used  as  mordant,  the  colour  produced 
with  a  given  basic  colour  is  brighter,  but  less 
fast  than  when  tannin  mordant  is  used. 

The  fat  acids  are  fixed  on  the  cotton  as 
metallic  salts,  usually  aluminium  salts ;  the 
fibre  being  first  saturated  with  a  solution  con- 
taining 1  lb.  of  sulphated  oil  or  soap  per  litre, 
then  chied  and  passed  into  a  solution  of  alu- 
minium acetate  ('  red  liquor  ')  at  about  8°Tw. 

3.  Colour  acids  as  mordants. — Mention  has 
already  been  made  of  the  fact  that  the  direct 
d3'es  act  as  mordants  towards  the  basic  dyes, 
compound  shades  being  thus  obtained.  Mordant, 
sulphide,  and  acid  dyes  also  possess  the  property 
of  attracting  basic  dyes,  but  these  combinations 
are  not  much  employed. 

The  dyeing  of  jute  tvith  basic  dyes. — Although 
jute  is  a  vegetable  fibre,  it  does  not  consist  of 
free  cellulose,  but  of  abastose-cellulosecomjiound, 
corchorobastose  (Ci'oss  and  Bevan).  The  dyeing 
properties  of  this  substance  differ  materially 
from  those  of  cellulose,  jute,  in  fact,  behaving  in 
a  very  similar  manner  to  tannin-mortlanted 
cotton,  and  dyeing  direct  with  basic  dyes. 

Class  VI. — The  sulphide  dyes.    The  number 
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aud  importance  of  tliis  group  of  dyes  has  ex- 
tended greatly  during  the  past  few  years.  They 
are  chieflj'  employed  for  the  production  of  fast 
blacks  on  cotton  and  other  vegetable  fibres,  but 
fast  blues,  greens,  bro^^Tis,  and  yellows  may  also 
be  obtained.  They  come  into  the  market  in 
the  form  of  powders,  which  are  usually  insoluble 
in  water,  but  soluble  in  solutions  of  sodium  sul- 
phide. The3'  are  also  rendered  soluble  by  other 
reducing  agents,  e.g.  sodium  hydrosulphite  or 
glucose  in  alkaline  solution. 

The  sulphide  dyes  are  commercially  known 
under  the  following  names  :  sulphur,  sulphurol 
thiogenc,  thionol,  thional,  thioxine,  cross-dye 
immedial,  katigen,  kryogen,  pyrogen,  pyrol 
rexoU,  eclipse,  vidal,  or  auronal  dyes.  They  are 
produced  by  melting  together  under  suitable 
conditions  aromatic  nitro-,  amino-,  or  imino- 
compounds  with  sulphur  and  sodium  sulphide. 
The  constitution  of  the  sulphide  dyes  is  not 
kno^TO,  but  the  commercial  products  are  pro- 
bably mixtures  of  polymers  or  homologues  and 
not  homogeneous  bodies.  They  contain  free 
sulphur  in  amount  varying  from  1  to  as  much  as 
12  p.c.  (Gardner  and  Hodgson,  J.  Soc.  Chem. 
Ind.  1910,  672),  and  also  contain  very  variable 
amounts  of  sodium  sulphide  and  polysulphides. 

The  dyeing  of  icool  with  sulphide  dyes. — Wool 
is  rarely  dyed  with  sulphide  dyes,  on  account  of 
the  injurious  action  of  sodium  sulphide  on  the 
iibre.  The  wool  may  be  protected  to  some 
extent  against  this  action  by  the  addition  to  the 
dye-bath  of  glucose,  tannic  acid,  or  ammonium 
salts.  A  previous  treatment  of  the  fibre  with 
formaldehyde  has  also  been  recommended  (R. 
Kami,  Eng.  Pat.  3492,  1903),  but  this  reduces 
the  affinity  of  the  wool  for  these  dyestufFs. 

The  dyeing  of  silk  with  sulphide  dyes. — Fast 
blacks,  blues,  and  browns  may  be  obtained  on  silk 
by  the  followng  process :  The  sulphide  dye- 
stuff,  together  with  the  necessary  amount  of 
sodium  sulphide,  and  twice  as  much  glucose  as 
sulphide,  is  boiled  in  water  until  the  dyestuff  is 
dissolved.  This  solution  is  added  to  the  boiling 
dye-bath  already  containing  1  gram  soda  ash, 
3  c.c.  Turkey-red  oil,  and  5  to  10  grams  sodium 
sulphate  per  litre.  The  sUk  is  dyed  below  the 
surface  of  the  liquor  for  an  hour,  then  rinsed, 
soaped,  and  brightened  with  acetic  acid.  Faster 
shades  are  obtained  if  the  dyed  silk  is  subse- 
quently treated  in  a  boUing  solution  containing 
2  to  4  p.c.  potassium  dichromate  and  3  to  6  p.c. 
acetic  acid. 

The  dyeing  of  cotton  with  sulphide  dyes. — 
This  group  of  dyestuffs  is  now  of  the  greatest 
importance  in  cotton  dyeing  for  the  production 
of  fast  blacks,  and  to  a  less  extent,  fast  blues, 
greens,  bro^Tis,  &c.  The  necessary  ingredients 
in  the  dye-bath,  in  addition  to  the  dyestuff,  are 
sodium  sulphide,  sodium  sulphate,  or  other 
neutral  salt,  and  an  alkali,  usually  sodium  car- 
bonate. The  actual  and  relative  amounts  of 
these  substances  vary  considerably  with  different 
dyestuffs,  depending  upon  the  ease  with  which 
the  colouring  matter  employed  undergoes  reduc- 
tion and  the  solubihty  of  the  reduced  product. 
An  addition  of  Turkey-red  oil,  monopol  oil,  or 
glue,  tends  to  produce  more  level  and  brighter 
shades ;  glucose  aids  the  reduction.  Dyeing 
takes  place  just  below  the  boil,  and  it  is  usually 
desirable  to  keep  the  cotton  completely  im- 
mersed during  the  operation,  in  order  to  prevent 


irregular  oxidation.  The  baths  are  used  in  a 
very  concentrated  condition,  \\ith  the  result 
that  such  a  smaU  proportion  of  the  dyestuff  is 
withdrawn,  that  for  reasons  of  economy ' standing 
baths  '  are  employed,  that  is,  the  baths  are  used 
continuously  and  replenished  v.ith  dyestuff,  &c., 
as  required.  The  dyeing  takes  place  in  iron 
vessels,  copper  being  rigidly  excluded,  on  account 
of  the  ease  with  which  it  is  attacked  by  sodium 
sulphide. 

Some  of  the  sulphide  dyes  do  not  require 
any  treatment  subsequent  to  dyeing  other  than 
exposure  to  air,  but  with  man}'  dyes  of  the 
group  an  after-treatment  greatly  improves  their 
fastness  to  light  and  other  influences.  The  chief 
object  of  the  after-treatment  is  to  ensure  the 
complete  oxidation  of  the  colouring  matter ; 
and,  as  oxidising  agents,  chromium  salts,  or 
hydrogen  peroxide  are  used.  Steaming  the 
material  in  presence  of  air  is  employed  in  the 
case  of  immedial  blue. 

After-treatment  with  potassium  dichromate 
and  acetic  acid  is  now  usually  practised,  since 
the  use  of  copper  salts  has  proved  to  be  dangerous 
in  regard  to  the  subsequent  tendering  of  the 
fibre  on  account  of  their  catalytic  action  in  in- 
ducing acid  formation  (Gardner  and  Hodgson, 
J.  Soc.  Ghem.  Ind.  1910,  676). 

The  tendering  of  cotton  dyed  with  sulphide 
blacks  has  greatly  retarded  the  use  of  these  dye- 
stuffs.  The  defect  does  not  usually  develop  for 
some  weeks  or  months  after  the  material  has 
been  dyed,  and  it  has  been  shown  to  be  due  to  the 
slow  formation  of  sulphuric  acid  on  the  fibre. 
The  development  of  acid  arises  mainly  from  the 
oxidation  of  free  sulphur  present  on  the  dyed 
fibre,  but  even  in  the  absence  of  free  sulphur,  acid 
development  may  take  place  by  decomposition 
and  oxidation  of  the  colour  molecule. 

The  risk  of  tendering,  during  storage,  of 
cotton  dyed  with  sulphide  blacks  is  entirely 
eliminated  by  a  final  treatment  of  the  material, 
before  drying,  with  sodium  acetate ;  but,  of 
course,  the  protective  influence  of  this  salt 
disappears  if  the  material  is  washed. 

Class  VII. — The  vat  dyes.  Until  com- 
paratively recently,  indigo  was  the  sole  rejjre- 
sentative  of  this  group  of  dyestuffs.  The 
synthetic  production  of  indigo  was,  however, 
followed  by  that  of  a  number  of  derivatives  of 
this  body.  Other  series  of  vat  dyes  have  also 
been  introduced  within  the  past  few  years,  and 
by  their  use  it  is  now  possible  to  produce  on 
cotton  many  bright  colours  of  a  degree  of 
fastness  hitherto  unattainable. 

The  essential  features  of  a  vat  dye  are  its 
easy  reduction  to  a  form  soluble  in  dilute  alkali, 
its  attraction  in  this  condition  by  the  fibre,  and 
its  ready  reoxidation  on  the  fibre  to  the  original 
insoluble  condition.  The  reduced  solution  is 
termed  the  '  vat.' 

The  vat  dyes  include  the  following  :  indigo 
(indigotin) ;  mono-,  di-,  tri-,  and  tetra-halogen 
derivatives  of  indigotin ;  methyl  and  tolyl  indi- 
gotins;  ciba  dyes  (brom  indigotins) ;  thioindigo 
red  and  scarlet;  helindone  dyes  (sulphur  de- 
rivatives) ;  algole  dyes  ;  cibanonc  dyes,  and  the 
indanthrene  dyes.  The  group  includes  dyes 
of  all  hues.  The  blues  predominate  in  impor- 
tance. 

Indigo  is  the  oldest  and  by  far  the  most  im- 
portant of  the  vat  dyes.    It  has  been  emplo^'ed 
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in  Liclia  for  at  least  3500  j'ears,  by  methods  not 
differing  essentially  from  some  fif  those  Avhich 
are  still  employed.  It  is  used  ujion  all  libres, 
but  least  commonly  upon  silk. 

Various  reducing  agents  arc  employed  for 
the  conversion  of  the  insoluble  mdigo  blue  into 
indigo  white,  and  they  are  always  associated 
wth  an  alkali  to  dissolve  the  latter  substance. 
After  saturating  the  fibre  ^^'ith  the  alkaline 
solution,  the  indigo  white  is  reconvertetl  into 
indigo  blue  upon  the  fibre  by  atmospheric 
oxidation. 

The  dyeing  of  wool  with  indigo  vat  blue. — 
The  two  chief  indigo  vats  used  for  wool  are  the 
fermentation  vat  and  the  hych'osulphite  vat, 
the  former  being  chiefly  used  for  dark  shades  on 
woollen  cloth  (Army  and  Navy  cloth,  &c.),  and 
the  latter  for  light  colours  on  slubbing,  yarn,  &c. 
There  are  several  forms  of  fermentation  vat,  of 
which  the  ^^-oad  vat  is  the  most  important  in 
this  country.  The  precise  composition  and 
'  setting  '  of  the  vat  is  largely  a  matter  of 
experience,  the  ingredients  being  somewhat  as 
follows  :  finely  ground  indigo,  12  to  18  lbs.  ; 
woad,  300  lbs.  ;  bran,  10  lbs.  ;  madder,  12  to 
18  lbs.  ;  lime,  12  lbs.  ;  water,  600  gallons. 
After  warming  the  liquor,  various  fermentations 
set  in,  the  essential  bacterium  being  the  Dcsmo- 
bacteriuin  hydrogenifermn.  The  starchy  matters 
present  are  first  converted  into  glucose,  which 
then  splits  up  into  lactic  acid,  the  latter  under- 
going butyric  fermentation  \\\\h  evolution  of 
hydrogen. 

Excessive  fermentation  is  prevented  by 
making  suitable  additions  of  lime,  or  it  is  accele- 
rated, if  necessary,  by  adding  further  quantities 
of  bran. 

In  the  so-called  German  or  soda  vat  and  the 
Indian  or  potash  vat,  the  woad  is  replaced  by 
bran  with  the  addition  of  molasses,  and  the  lime 
by  sodium  or  potassium  carbonate. 

To  avoid  the  derangements  to  which  all 
fermentation  vats  are  liable,  Collin  and  Benoist 
(J.  Soc.  Chem.  Ind.  1885,  493)  jiroposedto  employ 
a  pure  ferment  and  a  completely  fermentable 
food  material ;  but  this  process  lias  not  come 
into  practical  use. 

Natural  indigo  is  still  largely  used  in  the 
fermentation  vats,  but  in  the  hyclrosulphite  vat 
the  synthetic  product  is  generally  employed. 
The  hydrosulphite  vat  may  be  prepared  as 
follows  :  synthetic  indigo  (20  p.c.  paste),  10 
lbs.;  caustic  soda  solution  42°Tw.,  3  ))ints ; 
sodium  hydrosulphite  solution  20°Tw.,77V  gallons; 
water,  50  gallons.  The  liquid  is  heated  to  50° 
until  it  becomes  clear  greenish-yellow.  The 
solution  of  indigo  white  thus  obtained  is  diluted 
to  250  gallons  with  water  at  50°,  to  which  a  little 
hydrosulphite  has  been  previously  added. 

The  hydrosulphite  solution  may  be  replaced 
by  3  lbs.  of  solid  sodium  hj'drosulphite,  in  which 
case  the  amount  of  caustic  soda  must  be  in- 
creased. 3-|  lbs.  of  natural  indigo  (60  p.c. 
indigotin)  are  about  ecpiivalent  to  10  lbs.  of 
synthetic  indigo  (20  p.c.  paste).  After  working 
in  the  vat,  the  goods  are  weU  squeezed,  and  then 
exposed  to  the  atmosphere  to  oxidise  the  indigo 
white  :  they  are  then  well  washed. 

Dark  shades  of  indigo  blue  on  wool  are 
usually  '  bottomed '  with  a  red  dye  (diamine 
fast  red  or  barwood)  before  vatting,  and  are 
frequently  '  topped  '  after  vatting  -with  orchil 


or  other  dj-cstufl^  in  order  to  add  '  bl(jom  '  to 
tlic  colour. 

In  most  respects  indigo  vat  blue  is  an 
extremely  fast  colour,  but  has  the  defect  of  being 
liable  to  '  rub  ofi. ' 

The  dyeing  of  silk  with  vat  indigo. — This  dj-e 
is  not  much  employed  on  silk.  If  used,  the 
most  suitable  vat  to  employ  is  the  hydrosulphite 
vat  set  with  synthetic  indigo. 

The  dyeing  of  cotton  with  vat  indigo. — 'J'he 
hydrosulphite  vat  is  largely  em2:)loyed  in  cotton 
dyeing  as  well  as  in  the  dyeing  of  woo],  but  it  is 
used  cold  in  the  case  of  cotton.  Other  cotton 
vats  are  the  '  copperas  vat '  and  the  '  zinc- 
powder  '  vat. 

A  strong  copperas  vat  contains,  indigo  (60 
p.c. ),  10  lbs. ;  ferrous  sulphate,  30  lbs.  ;  and  quick- 
lime 35  lbs.,  in  about  200  gallons  of  water.  The 
lime  decomposes  the  ferrous  sulphate,  with  the 
production  of  ferrous  hydroxide,  and  this  in 
the  presence  of  lime  and  indigo  deconij)oses  the 
water,  yielding  ferric  hydroxide  and  hydrogen  ; 
the  latter  at  once  combines  mth  the  indigotin 
and  produces  indigo  white,  which  dissolves  by 
reason  of  the  excess  of  lime  present.  The  nor- 
mal colour  of  the  vat  liquor  thus  obtained  is 
browTiish-amber. 

The  zinc-powder  vat  is  made  up  with  ^^•ater, 
indigo,  zinc-powder,  and  lime.  In  the  jDresence 
of  the  lime  and  indigo,  the  zinc  decomposes  the 
water  even  at  the  ordinary  temperature,  and 
the  liberated  hydrogen  eft'ects  the  reduction  of 
the  indigo. 

Vat  dyes  other  than  indigo. — These  may  be 
roughly  divided  into  two  groups :  (a)  the  indigoids, 
which  may  be  considered  as  derivatives  of  intligo- 
tin ;  and  (6)  the  anthracene  derivatives.  They  all 
possess  the  common  property  of  forming  vats 
■when  treated  with,  hydi'osulphite  of  soda,  but 
'whereas  the  indigoids  may  be  applied  to  the 
animal  as  well  as  to  the  vegetable  fibres,  the 
anthracene  derivatives  are  only  suitable  for 
cotton  on  accovmt  of  the  largo  amount  of 
caustic  alkali  required  for  their  solution.  The 
reduced  anthracene  vat  dyes  also  do  not  appear 
to  possess  much  affinity  for  wool. 

(a)  Indigoids. — The  dyes  of  this  series  now 
on  the  market  are  :  thioindigo  red  and  scarlet  ; 
helindone  red  and  scarlet ;  ciba  red  and  scarlet  ; 
vat  red  ;  helindone  orange  and  yellow ;  ciba 
green  ;  Ijrom  indigos  ;  ciba  blues  and  greys  ; 
ciba  violets  and  heliotropes  ;  helindone  bro\\  n. 
Some  of  the  algole  reds  also  probably  belong  to 
this  group. 

(h)  Anthracene  vat  dyes. — Indanthrene  red  ; 
algole  reds  ;  indanthrene  yellows  and  oranges  ; 
algole  yellows  and  oranges  ;  cibanone  yellows 
and  oranges  ;  indanthrene  greens  ;  algole  greens  ; 
indanthrene  blues  ;  algole  blues  ;  indanthrene 
grey  ;  indanthrene  browiis  ;  algole  bromis  ; 
cibanone  browns. 

The  application,  of  the  indigoid  vat  dyes  to 
wool  and  silk. — Vats  suitable  for  the  dyeing  of 
«ool  and  silk  are  obtained  by  reduction  with 
sodium  hydrosulphite  in  alkaline  (caustic  soda) 
solution.  Bright  reds  of  excellent  fastness  are 
obtained  with  these  dyes,  and  they  are  used  in 
conjunction  with  indigo  for  producing  bright 
purplish  blues.  Separate  vats  are  preferable  for 
the  indigo  blue  and  the  red  dye,  since  the  best  con- 
ditions of  dyeing  do  not  coincide  in  the  two  cases. 

The  application  of  indigoid  vat  dyes  to  cotton. 
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- — Vegetable  fibres  are  readily  dvcd  w  itli  these 
dyes  from  a  hydrosulphite  vat,  nv  altrruatively 
they  may  be  dyed  from  a  sodium  sulphiik-  bath, 
as  used  for  the  sulphide  dyestuffs.  The;)-  may 
be  mixed  A^ith  most  sulphide  dyes  and  dyed 
from  the  same  vat. 

The  application  of  the  anthracene  vat  dyes. — 
1'his  group  of  dyes  are  also  applied  in  the  hydro- 
sulphite  vat,  but  usually  require  such  a  strongly 
caustie  solution  that  their  application  to  -wool 
and  silli  is  not  practicable. 

By  use  of  the  vat  dyes,  it  is  now  possible  to 
produce  a  great  variety  of  colours  on  cotton 
which  are  extremely  fast  to  light,  washing,  and 
other  influences.  The  high  cost  of  these  dyes 
at  present  somewhat  limits  their  application. 

Indophenol  is  a  vat  dye  of  different  type, 
being  obtained  by  the  action  of  nitroso-dimethyl 
aniline  on  a-naphthol.  On  reduction,  it  is 
converted  into  indophenol  ivhite,  a  body  suffi- 
ciently stable  to  be  sold  commercially.  On 
oxidation  with  chromic  acid,  indophenol  white 
is  reconverted  into  indophenol  blue. 

Indophenol  has  been  employed  in  conjunction 
with,  or  as  a  substitute  for  indigo,  but  has  the 
defect  of  being  readily  affected  by  acids. 

Tyrian  purple. — As  the  result  of  an  extremely 
interesting  investigation,  P.  Friedlander  has 
shown  (Ber.  1909,  765)  that  this  ancient 
dyestuff  is  identical  vnth.  one  of  the  dibrom- 
indigotins.  TjTian  purple,  as  described  by 
Pliny,  A\as  obtained  from  various  species  of  the 
mollusc  murex,  and  from  12,000  of  the  species 
M.  Irandaris  Friedlander  obtained  1-4  grams 
of  the  colouring  matter. 

Under  the  law  of  the  ancient  Romans,  the 
use  of  T_\Tian  purple  was  confined  to  royalty, 
and  the  method  of  its  production  was  a  lost  art 
for  many  centuries.  At  the  beginning  of '  the 
18th  century,  it  was  investigated  by  Reaumur 
(Mem.  de  I'Acad.  Royale  des  Sciences,  1711),  but 
it  never  again  assumed  any  importance  as  a 
dye-stuff. 

Class  VIII. — The  ingrain  dyes.  The  term 
ingrain  dye  may  be  apphed  to  designate  those 
colouring  matters  other  than  mordant  dyes 
which  are  produced  from  their  constituent 
bodies  upon  the  fibre.  Three  sub-groups  may  be 
distinguished:  (a)  aniline  black ;  (h)  the  insoluble 
azo-  dyes;  and  (c)  the  metallic  dyes. 

(a)  Aniline  black. — This  term  is  applied  to 
the  insoluble  black  pigment  which  is  produced 
by  the  oxidation  of  aniline  in  acid  solution.  In 
1834  Runge  noticed  that  a  blue-black  compound 
was  produced  by  oxidising  aniline  with  chromic 
acid,  but  Wilm,  in  1860,  first  described  the  for- 
mation of  the  product  on  the  cotton  fibre.  The 
first  successful  anOine  black  was  patented  by 
Lightfoot,  in  1863,  who  used  potassium  chlorate 
and  cupric  chloride  as  oxidising  agents,  and  the 
black  proved  to  be  of  such  excellent  fastness  that 
innumerable  modifications  of  the  process  have 
since  been  proposed,  and  the  literature  of  the 
subject  is  very  extensive. 

Numerous  oxidising  agents  have  been  em- 
ployed in  the  production  of  aniline  black,  e.g. 
chlorates,  chromates,  salts  of  copper,  vanadium, 
tungsten,  cerium,  &c.  Aniline  black  may  also 
be  produced  by  electrolytic  (Goppelsroder, 
.Tahresber.  1876.  702)  or  by  atmospheric  (Green, 
J.  Soc.  Dyers,  1908,  231)  oxidation. 

Pure  aniline  on  oxidation  yields  a  blue-black, 


the  homolognes  and  allied  compounds  giving 
somewhat  different  shades  ;  e.g.  orthotoluidine 
jiroduces  a  )«•<>«  nish-black,  paraphenyleno 
diamine  a  deeji  black,  and  para-aminodii)henyl- 
amine  (dijahenyl  base)  a  greenish  black.  The 
oxidation  of  a-naphthylamine  on  the  fibre 
results  in  the  formation  of  naphthylamine  violet, 
but  this  colour  is  not  of  much  importance. 

The  comjiosition  of  aniline  black  has  been 
the  subject  of  much  investigation  (see  Armand 
Miiller,  Chem.  Zentr.  1871,  288;  Goppelsrikler, 
Jahresber.  1876,  702  ;  Nietski,  Ber.  1878,  1094  ; 
Caro.  Verhandt.  d.  Ges.  Deutscher  Naturforchen 
u.  Arzte,  1896, 119  ;  WiUstatter  and  Moore.  Ber. 
1907,  2665  ;  Marsden,  J.  Soc.  Dyers,  1908,  9  ; 
WiUstatter  and  Moore,  Ber.  1909,"  4118  ;  Green 
and  Woodhead,  Chem.  Soc.  Trans.  1910,  223). 

Three  chief  and  successive  products  of  the 
oxidation  of  aniline  may  be  distinguished — 
emeraldine,  nigraniline,  and  ungreenable  black. 

Emeraldine  is  produced  by  the  limited 
oxidation  of  aniline,  several  residues  linking  u]) 
to  form  a  chain  of  4  molecules  (WiUstatter  and 
Moore)  or  a  chain  or  ring  of  8  molecules  (A.  G. 
Green).  The  aniline  residues  are  in  all  probability 
linked  by  nitrogen  atoms  in  jjara-  position,  since 
para-  comijounds  only  have  been  obtained  on 
oxidation  or  reduction. 

Emeraldine  is  a  greyish-green  body  which  is 
always  formed  during  the  early  stages  of  the 
production  of  aniline  black.  By  the  action  of 
oxidising  agents,  it  is  converted  into  nigraniline 
and  by  the  action  of  reducing  agents  it  forms 
first  proto-emeraldine  by  addition  of  two  atoms, 
and  then  leuco-emeraldine  by  addition  of  four 
atoms  of  hydrogen  (Green,  Chem.  Soc.  Trans. 
1910,  223).  More  powerful  reducing  agents  split 
the  molecule  and  produce  amino-  and  para- 
diamino-compounds. 

Nigraniline,  the  second  oxidation  product 
of  aniline,  appears  to  contain  eight  aniline 
residues,  and  is  produced  either  by  removal  of 
two  hydrogen  atoms  from  the  emeraldine  mole- 
cule (Green)  or  by  polymerisation  with  loss  of 
hydrogen  (WiUstatter  and  Moore). 

Nigraniline  or  aniline  black  is  a  violet-black 
body  which  is  unaffected  by  alkalis,  but  which 
is  turned  green  by  mild  reducing  agents  (sul- 
phurous acid),  owing  to  its  reconversion  into 
emeraldine.  Dilute  mineral  acid  also  brings 
about  indirectly  the  production  of  emeraldine 
from  nigraniline.  Oxidation  of  a  portion  of  the 
latter  substance  probably  takes  place  at  the 
expense  of  the  reduction  of  other  molecules, 
since  both  quinone  and  emeraldine  are  formed 
in  the  reaction. 

Ungreenable  black,  the  final  product  in  the 
technical  formation  of  aniline  black,  is  produced 
by  the  further  oxidation  of  nigraniline  in 
presence  of  aniline.  It  is  a  very  stable  bodj', 
and  is  not  readily  attacked  by  acids,  alkalis, 
oxidising  or  reducing  agents.  Powerful  oxidis- 
ing agents,  however,  convert  it  almost  quanti- 
tatively into  quinone,  and  powerful  reducing 
agents  into  a  browTi  leuco-  compound  which  is 
reoxidised  to  the  original  black  on  exposure  to 
air.  The  presence  of  free  aniline  is  essential  to 
the  production  of  ungreenable  black,  which 
suggests  that  it  is  a  condensation  product  of 
emeraldine  and  aniline. 

Technical  production  of  aniline  black. — Of 
the  large  number  of  modifications  of  Lightfoot's 
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original  process  wliich  have  been  suggested,  very 
few  have  withstood  the  test  of  practical  ex- 
perience. The  follo;\ing  technical  methods 
may  be  distinguished:  (1)  dyed  blades ;  (2) 
ciJjed  blacks  ;  (3)  steam  blacks. 

(1)  Dyed  blacks,  also  known  as  one-bath  blacks, 
are  used  for  the  dyeing  of  cotton  yarn,  which 
is  often  previously  dyed  in  a  sulphide  black 
vat.  The  ingredients  used  are  aniline  (12  lbs.), 
hydrocliloric  acid  (18  lbs.),  sulphuric  acid  (24 
lbs.),  and  sodium  dichromate  (2-1  lbs.),  in  40 
gallons  of  water.  The  use  of  hydrochloric  acid 
alone  produces  a  bluish-black,  and  sulphuric 
acid  alone  a  reddish-black,  the  mixed  acids 
yielding  a  jet  black. 

The  yarn  is  worked  in  the  solution  while 
slowly  heating  to  the  boiling-point,  and  the 
bronzy  black  thus  produced  is  steamed  to  con- 
vert it  into  a  good  black  which  is  ungreenable. 
This  process  does  not  tender  the  cotton.  Many 
modifications  of  the  process  are  used. 

(2)  Aged  &Zac/«  are  obtained  by  padding  (satu- 
rating) the  cotton  with  a  solution  containing 
aniline  salt,  some  oxidising  agent  (sodium  chlo- 
rate) and  an  oxygen  carrier  (copper  sulphate,  or 
vanadium  chloride),  after  which  the  fabric  is 
dried  and  '  aged,'  or  the  colour  dcvelopecl,  by 
passing  through  an  ageing  chamber  in  which  a 
moist  atmosphere  anct  a  temperature  of  about 
45"  are  maintained.  The  padded  cotton  has  a 
green  colour  (emeraldine)  which  turns  black 
(nigraniline)  during  ageing.  The  final  change  to 
ungreenable  black  is  brought  about  by  working 
the  fabric  in  a  solution  of  sodium  dichromate. 

Copper  aged  blacks  are  very  largely  produced 
on  cotton  piece  goods  by  a  process  which  differs 
only  in  detail  from  Liglitfoot's  original  process. 

Vanadium  blacks  are  chiefly  nsed  in  calico 
printing.  Lightfoot  (BuU.  Soc.  Ind.  de  Mul- 
house, '1871,  285)  first  noticed  the  special 
efficiency  of  vanadium  salts  as  oxygen  carriers 
in  the  production  of  aniline  black,  and  Witz 
(Bull.  Soc.  Ind.  de  Rouen,  187(),  310)  shoM-ed 
that  1  pfirt  of  vanadium  chloride  was  sufficient 
to  convert  40,000  parts  aniline  into  aniline  blacli. 

Aged  blacks  are  liable  to  tender  the  cotton 
unless  their  production  is  very  carefully  con- 
trolled. 

Air  oxidation  black. — A.  G.  Green  (J.  Soc. 
Dyers,  1909,  191)  has  intii-odueed  an  anilme 
Ijl'ack  process  in  which  atmospheric  oxygen  is 
the  oxidising  agent ;  some  carrier  such  as 
cuprous  chloride  being  present.  The  mineral 
acid  usually  employed  is  also  replaced  by  formic 
acid,  and  by  these"  modifications  the  liability  to 
tendering  of  the  fibre  is  greatly  reduced. 

The  process  is  based  on  the  fact  that  aniline 
oxidises  much  more  readily  in  presence  of  a 
small  quantity  of  a  paradiamine  or  a  para-aniino- 
X3henol. 

After  padding,  tlie  goods  are  cbied,  aged,  and 
chromed  as  in  the  ease  of  the  ordinary  aged  black. 

(3)  Rteam  blacks  are  more  costly  but  safer 
than  aged  blacks  as  regards  tendering  of  the  fibre. 
They  are  produced  by  padding  with  an  auiUne 
solution  which  contains  sodium  chlorate  as 
oxidising  agent,  and  sodium  ferrocyanide  as 
oxygen  carrier.  After  padding,  the  goods  are 
dried,  steamed,  and  chromed.  Lightfoot's  origi- 
nal steam  black  only  diflered  in  that  it  contained 
potassium  ferricyanide  in  place  of  the  less 
expensive  sodium  chlorate  and  ferrocyanide. 


Aniline  black,  when  successfully  dyed  on 
cotton,  is  tlio  fastest  and  most  intense  Ijlack 
which  it  is  ])ossible  to  produce.  Its  chief  draw- 
backs are  the  tendency  to  turn  green  and  the 
liability  to  tendering  of  the  fibre,  unless  great 
experience  and  close  supervision  are  exercised. 

Ajijilication  of  aniline  black  to  irool  and  silk. 
— The  animal  fibres  are  rarely  dyed  aniline  Ijlack. 
The  black  may  be  produced  on  silk  by  the  same 
methods  as  on  cotton,  but  the  jirocess  is  cliiefly 
confined  to  the  silk-cotton  union  material  used 
for  umbrella  cloth. 

Aniline  IJack  does  not  readily  develop  on 
wool,  but  if  the  wool  is  previously  chlorinated 
(Lightfoot)  or  boiled  with  a  mineral  acid  (Beth- 
mann.  Eng.  Pat.  1901,  21236),  the  aged  black 
may  be  produced.    It  is  rarely  met  with. 

(6)  T7ie  insoluble  azo-  dyes. — The  sulphonated 
azo-  dyes  which  are  so  largely  used  in  the  dyeing 
of  wool  and  silk  have  little  or  no  affinity  for 
cotton.  Azo-  compounds  are,  however,  ])ro- 
duced  on  cotton  by  impregnating  the  fibre  with 
one  of  the  constituents,  and  then  passing  it  into 
a  solution  of  the  necessary  combining  Ijody, 
The  non-sulphonated  compounds  are  used  hi  this 
process,  and  the  insoluble  dyes  thus  obtained 
are,  in  many  cases,  useful  colours. 

The  constituent  parts  of  an  azo-  dye  arc  (a) 
a  phenol  or  amine,  and  (b)  a  diazotised  liase  ; 
and  the  jwocess  (introduced  by  HoUiday,  in  1880) 
consists  in  saturating  the  cotton  with  an  al]<aline 
solution  of  a  phenol,  drying,  and  then  developing 
in  a  solution  of  the  diazotised  base. 

In  calico  jirinting  (rarely  in  dyeing)  the 
fibre  may  be  impregnated  mth  a  paste  con- 
taining the  whole  of  the  colour  ingredients,  and 
the  colour  developed  by  steaming. 

Substances  employed  in  the  process:  Phenols. 
The  only  ]5henol  practically  employed  in  the 
padding  operation  is  ;3-naiihthol.  Amines  are 
not  used. 

Aromatic  bases. — The  foUowng  list  gives  the 
principal  bases  employed  and  the  colours  they 
produce  when  combined  with  y8-naphthol  : — 


Base 

Aniline 

ParanitranUine 

Paratohiidine 

Nitroparatoluidine 

Xylidine 

Cumidine 

Phenetidine 

a-Najshthylamine 

Araipoazobenzene 

Benzidine 

Tolidine 

Dianisidine 

Azo-black  base 


Colour  produced  witli 
/3-naplitliol 
Orange  yeUow 
Red  (with  copper,  bio\ni) 
Yellow  orange 
Orange 
Red 

Bluish-scarlet 
Scarlet 

Blue  shade  of  claret  red 

Crimson 

Purplish-brown 

Reddish-brown 

Blue  (with  copper) 

Black 


Padding  or  grounding. — The  intensity  of  the 
ultimate  colour  depends  entirely  upon  the  con- 
centration of  the  padding  solution,  which,  for  a 
shade  of  medium  strength  may  contain,  per 
litre,  25  grams  ;3-naphthol,  45  grams  sodium 
hydroxide  solution  36'='Tw.,  and  75  grams  Turkey- 
red  oil.  Cotton  is  evenly  saturated  in  the  cold 
with  this  solution,  then  th-ied  at  a  low  tempera- 
ture and  developed. 

The  developing  jjroccss. — The  most  important 
dye  produced  by  this  process  is  paranitraniline 
red,  which  is  dyed  on  a  very  large  scale  and  used 
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as  a  substitute  for  Turkey  red.  The  diazo- 
solution  is  prejsared  as  follows  :  Stir  to  a  paste 
10  lbs.  paranitranUine  ^\  ith  2  gallons  water ; 
then  add  2  gallons  hydi'ochloric  acid  (36°Tw.) 
and  6  gallons  water.  After  mixing  well,  add 
5J  lbs.  sodium  nitrite  dissolved  in  2  gallons 
water.  DUute  to  200  gallons,  and  add  sodium 
acetate  to  neutralise  the  excess  of  hydrochloric 
acid.  The  colour  is  produced  instantaneously 
on  passing  the  padded  cotton  into  this  solution, 
the  cotton  being  subsequently  washed,  dried, 
and  soaped. 

Various  stable  forms  of  the  diazotised  base 
appear  under  the  names  azophor  red,  nitrazol, 
and  nitrosamine  red. 

Azo-oranges,  yellows,  crimsons,  claret-reds, 
&c.,  are  obtained  in  a  similar  manner  by  the 
use  of  the  various  bases  given  in  the  above  table. 

Azo-browns  are  produced  by  adding  an 
alkaline  solution  of  copper  to  the  ^-naphthol 
prepare,  and  developing  with  paranitraniline 
or  )3-naphthylamine. 

Azo- blues  are  obtained  by  padding  with 
;8-naphtho],  developing  with  dianisidine,  and 
subsequently  treating  with  cupric  cliloride  and 
chromic  acid. 

(c)  The  metallic  dyes  :  Iron  huff  and  Nankin 
yellow. — These  two  colours,  which  differ  only  in 
depth  of  shade,  are  produced  by  precipitating 
hydrated  ferric  oxide  on  the  fibre.  They  are 
dyed  chiefly  on  cotton,  and  produce  yellow  to 
light-broivn  colours  which  are  fast  to  light, 
washing,  or  alkalis,  but  are  readily  attacked  by 
acids.  The  cotton  is  padded  in  a  solution  of  a 
ferrous  or  ferric  salt,  and  then  passed  into  an 
alkaline  solution.  If  the  cotton  is  previously 
mordanted  with  tannin,  more  regular  shades  are 
produced,  the  black  tannate  of  iron  being  subse- 
quently destro3'ed  by  a  treatment  ■with  sodium 
peroxide  (Knecht)  or  other  oxidising  agent. 
Iron  buff  is  only  produced  on  wool  or  silk  as  an 
intermediate  product  in  dyeing  Prussian  blue. 

Manganese  bronze. — This  colour  is  produced 
on  cotton  by  precipitating  manganous  hydroxide 
on  the  fibre,  and  oxidising  this  to  the  brown 
manganic  peroxide. 

Chrome  yellow  is  produced  on  cotton  by 
impregnating  with  a  solution  of  lead  acetate, 
flrying,  and  passing  into  a  solution  of  potassium 
dichiomate. 

Chrome  orange. — This  compound  is  a  mixture 
of  normal  lead  chromate  (chrome  yellow)  and 
basic  chromate.  It  is  obtained  by  treating 
cotton  dyed  chrome  j^eUow  with  limo  water. 

Prussian  blue  is  produced  on  cotton  by  first 
dyeing  an  iron  buff,  and  then  passing  into  an  acid 
solution  of  potassium  ferrocyanide.  This  colour 
is  extremely  fast  to  light,  but  is  sensitive  to 
alkalis.  It  is  produced  on  silk  in  a  similar 
manner  as  a  constituent  in  dyeing  the  fibre 
black.  Prussian  blue  is  little  used  on  wool,  but 
is  readily  produced  either  by  a  process  analogous 
to  the  above,  or  by  making  use  of  the  fact  that 
when  heated  in  acid  solution  with  wool,  the  prus- 
siates  undergo  decomposition  with  formation  of 
Prussian  blue. 

CoLouEiKO  Matters  used  in  DyEnro. 

Natural  dyestufis  :  Indigo. — There  are  two 
distinct  methods  of  applying  indigo  in  dyeing, 
and  the  most  important,  the  vat  method,  has 
already  been  described  {v.  Vat  dyes,  p.  293). 


Indigo  may  also  be  used  as  an  acid  dyestuff  by 
converting  it  into  a  sulphonic  acid.  The  sul- 
phonic  acid  is  Imown  as  indigo  carmine  or 
indigo  extract.  It  dyes  a  brighter  blue  shade 
than  vat  indigo,  but  it  is  much  less  fast  to  light 
and  washing.  It  is  largely  used  on  wool  and  silk, 
but  is  inapplicable  to  cotton. 

Logwood  is  a  mordant  dyestuff  used  for  all 
fibres.  On  toool  it  is  largely  employed  for  pro- 
ducing blacks,  and  in  conjunction  with  other 
dyestuffs  for  browns,  olives,  greys,  &c. 

Potassium  or  sodium  dichromate,  the  usua 
mordant,  but  a  single-bath  logwood  black  may 
be  produced  by  using  a  mixture  of  logwood, 
ferrous  sulphate,  and  oxalic  acid.  Logwood  is 
now  chiefly  employed  in  the  form  of  unoxidised 
(for  cotton)  or  oxidised  (for  wool)  extract.  On 
silk  and  cotton,  logwood  is  only  used  for  black 
dyeing. 

Brazilwood,  peachwood,  emd  Limawood  con- 
stitute the  class  of  soluble  red  woods.  They  are 
now  very  little  employed,  the  colours  they 
produce  being  fugitive  to  light.  They  produce 
reddish-broAvns  with  chromium,  and  purples 
with  iron  mordants. 

Camwood,  barwood,  and  sanderswood  are 
kno^v'n  as  the  insoluble  red  woods.  If  wool  is 
boiled  with  the  ground  wood,  it  acquires  a 
reddish-brown  colour,  which  is  stOl  employed  as 
a  '  bottom  '  for  indigo  vat  blue.  They  are, 
however,  mordant  dyestuffs,  producing  brownish 
reds  with  chrome  mordant. 

Madder. — This  dyestuff,  once  of  great  im- 
portance, has  now  been  almost  entirely  super- 
seded by  sjTithetic  alizarin.  It  is  still  used  to 
a  limited  extent  in  the  dyeing  of  wool  felt, 
since  it  penetrates  through  the  material  more 
readily  than  alizarin.  With  chromium  mordant 
it  gives  a  reddish-brown ;  with  aluminium  a  red, 
and  with  iron  a  purple  shade.  The  use  of 
madder  in  the  woad  vat  has  already  been  re- 
ferred to  {v.  Vat  dyes).  This  dyestuff  is  now  not 
used  on  cotton  or  silk. 

Cochineal. — The  use  of  this  valuable  dyestuff 
in  dyeing  is  now  confined  to  the  production  of 
scarlet  shades  on  wooUen  cloth,  for  which 
purpose  considerable  quantities  are  still  imported. 
Stannous  chloride  is  the  mordant  employed,  and 
the  colour  is  produced  by  the  one-bath  method. 
The  aluminium  and  tin  lakes  are  used  as  pig- 
ments in  painting  and  printing. 

Lac-dye  may  be  employed  in  the  same  way 
as  cochineal,  and  gives  similar  shades.  Since  the 
commercial  product  contains  a  considerable 
amount  of  mineral  matter,  the  ground  dyestuff 
is  treated  with  dUute  hydrochloric  acid  before 
use. 

Cudbear  and  orchil  (or  archil).  These  pro- 
ducts are  essentially  the  same  dyestuff,  the 
former  in  the  solid  and  the  latter  in  the  con- 
dition of  paste.  It  is  one  of  the  few  natural 
colouring  matters  which  dye  wool  without  a 
mordant.  Wool  and  silk  may  be  dyed  in  a 
neutral,  slightly  acid,  or  slightly  alkaline,  solu- 
tion. It  produces  full,  rich  crimsons,  and  is  still 
used  to  a  considerable  extent.  The  colouring 
matter  is  not  applicable  to  cotton. 

Safflower  was  formerly  much  used  in  dyeing 
bright  pinks  upon  cotton,  but  is  now  obsolete  as 
a  d3'estuff. 

Anmitto  produces  orange  shades  on  silk 
without  a  mordant :  it  is  applied  in  a  hot  soap- 
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liatli.  Annatto  is  still  used  in  colouring  cheese 
and  butter. 

Weld. — This  mordant  dyestuif  produces 
pure  yellows  in  conjunction  with  aluminium 
mordant.  When  used  as  a  '  topping  '  for 
indigo  vat  blue,  a  special  shade  of  green,  knowTi 
as  'carriage  green,'  is  obtained. 

Fustic  is  the  most  important  of  the  natural 
yellow  dye  woods,  and  is  still  employed  in  con- 
junction with  chrome  mordant  on  wool  as  the 
yellow  constituent  in  compound  browns,  olives, 
greys,  &c.  It  is  chiefly  used  in  the  form  of 
fustic  extract. 

Quercitron  bark  and  flavin  are  also  natural 
yeUow  mordant  dyes,  producing  somewhat 
brighter  shades  than  fustic,  but  now  obsolete. 

Persian  berries. — This  mordant  dyestuff  is 
employed  by  the  calico  printer  for  producing 
bright  orange  shades  with  tin  mordant. 

Turmeric  is  the  only  representative  of  the 
natural  colouring  matters  which  acts  as  a  direct 
dye  towards  cotton,  silk,  and  wool.  It  pro- 
duces yellow  shades,  which  are  brighter  if  dyed 
in  a  bath  acidified  with  alum. 

Catechu,  cutch,  and  gambier. — These  dyestuffs 
are  still  largely  employed  in  cotton  dyeing.  The 
cotton  is  steeped  in  a  strong  solution  of  the  dye, 
and  attracts  the  colouring  matter.  The  cotton 
is  then  passed  into  a  boiling  solution  of  potas- 
sium dichromate,  which,  by  oxidation,  pro- 
duces insoluble  brown  japonic  acid  upon  the 
fibre.  A  little  copper  sulphate  is  frequently 
added  to  the  catechu  bath,  whereby  fuller  and 
faster  shades  are  produced. 

Si]k  is  dyed  in  a  similar  manner  in  the  pro- 
duction of  weighted  blacks,  the  chromium,  fixed 
during  the  oxidising  process,  subsequently 
acting  as  a  mordant  for  logwood. 

Other  natural  dyestuffs. — Colouring  matters 
are  very  widely  distributed  m  the  vegetable 
kingdom,  and  all  countries  where  the  textile 
arts  have  attained  any  great  development 
(notably  India,  Persia,  and  Japan)  had  until 
recently  each  its  own  series  of  indigenous 
products  which  were  used  as  dyestuffs.  In 
Donegal,  Sutherland,  and  other  localities,  the 
homespun  tweeds,  &c.,  are  still  largely  dyed  by 
means  of  the  various  lichens,  roots,  barks,  nuts, 
&c.,  found  in  the  neighbourhood. 

Synthetic  dyestuffs.  The  number  of  in- 
dividual synthetic  dyestuffs  now  at  the  dyer's 
disposal  is  very  large,  and  includes  dyes  belong- 
ing to  all  groups  and  yielding  all  possible  hues, 
There  is  infinite  variety  in  the  characteristics  of 
the  various  artificial  dyes,  and  in  most  cases  it 
is  not  difficult  to  match  a  given  shade  or  to 
comply  with  given  conditions  as  regards  pro- 
perties. Being,  therefore,  more  convenient  to 
use,  and  in  very  many  cases  cheaper  and  faster 
than  the  natural  dyestuffs,  the  latter  are  being 
gradually  superseded. 

The  dyeing  properties  and  the  characteristics 
of  the  dyed  colours  depend  chiefly  upon  the 
chemical  groups  to  which  the  dyes  belong,  but, 
as  indicated  in  the  section  dealing  with  the 
classification  of  dyes,  the  chemical  groups  do 
not  coincide  with  groups  based  on  the  method 
of  application  [v.  Classification  of  colouring 
matters). 

(1)  Nitroso  colouring  matters.  This  class  in- 
cludes fast-green  or  dark-green  and  naphthol- 
green.    'In  conjunction  with  iron  mordants. 


both  those  dyestuffs  give  olive-green  colours  re- 
markable for  their  fastness  to  light. 

Cotton  is  dj'ed  with  dark-green  ljy  mordant- 
ing with  iron,  and  dyeing  in  a  neutral  bath. 
Wool  is  mordanted  with  ferrous  sulphate  and 
oxalic  acid,  and  dyed  in  a  neutral  bath.  Silk  is 
dyed  in  a  similar  manner. 

Naphthol  green  which  contains  iron  is  only 
applicable  to  the  animal  fibres.  Wool  is  dyed 
with  the  addition  of  sulphuric  acid. 

(2)  Nitro-colouring  matters. — The  important 
members  of  this  class  are  :  picric  acid,  Victoria 
orange,  aurantia,  palatine  orange,  naphthaline 
yellow,  naphthol  yellow.  These  colouring 
matters  are  only  applicable  to  the  animal  fibres, 
which  are  dyed  in  a  bath  slightly  acidified 
with  sulphuric  acid.  The  colours  they  yield  are 
not  fast  to  light.  Picric  acid  yellow  is  remark- 
able for  its  extreme  freedom  from  any  trace  of 
orange.  On  exposure  to  light  it  rapidly  becomes 
orange. 

(3)  The  azo-  group. — These  may  be  divided  into 
monazo-,  disazo-,  trisazo-,  and  tetrakisazo-  dyes, 
according  to  the  number  of  azo-  groups  they 
contain.  They  may  be  further  classified  into 
aminoazo-  (NHj)  and  oxyazo-  (OH)  dyes,  and 
into  other  subdivisions  based  upon  the  state  of 
combination  of  the  azo-  group.  A  few  of  the 
azo-  colours  are  basic  dyes  ;  a  large  number  of 
the  acid  dyes  belong  to  this  group,  and  practi- 
cally the  whole  of  the  direct  dyes.  The  azo- 
dyes  vary  greatly  in  their  degree  of  fastness  to 
light,  and  in  other  jjroperties. 

(4)  Thedi-andtri-phenyhnethane group. — This 
group  includes  most  of  the  basic  dyes,  such  as 
auramine,  magenta,  methyl  violet,  malachite 
green,  &c.  These  bodies,  when  sulphonated, 
form  acid  dyes,  and  therefore  such  dyestuffs  as 
acid  magenta,  guinea  green,  &c.,  and  also 
patent  blue,  Victoria  blue,  faU  under  this  group. 
As  a  class,  these  dyestuffs  are  fugitive  to  light. 

(5)  The  oxy ketone  group. — This  group  includes 
most  of  the  artificial  mordant  dyes ;  e.g.  the 
alizarin  reds,  yellows,  blues,  browns,  &c. 
Most  of  the  dyestuffs  of  this  group  are  ex- 
tremely fast  to  light  and  other  influences,  which 
renders  them  of  the  greatest  importance. 

(6)  The  pyronine  group. — This  mcludes  (1)  the 
pyronines  proper,  a  small  class  of  basic  dyes,  of 
which  pyi'onine  red  is  an  example;  (2)  the  much 
more  important  group  of  the  phthaleins.  The 
latter  includes  both  basic  and  acid  rhodamines, 
the  eosins  and  the  mordant  dyestuffs  gaUein 
and  ccerulein. 

(7)  The  acridine  group. — This  includes  a  few 
basic  dyestuffs  of  which  the  chief  is  acridine 
orange. 

(8  and  9)  The  oxazine  and  thiazine  group. — 
This  group  also  includes  both  acid  (thiocarmine), 
basic  (methylene  blue),  and  mordant  dyes 
(gaUocyanin ). 

(10)  The  azine  group  includes  the  valuable 
basic  dyes  the  safranines,  and  the  basic  and 
acid  indulines  and  nigrosines. 

The  dyeing  of  mixed  fabrics  of  cotton  and 
wool  may  be  carried  out  l)y  selecting  those 
colouring  matters  for  which  both  fibres  have  an 
attraction,  e.g.  the  benzidine  dyes,  &c.,  or 
by  first  dyeing  the  wool  in  the  usual  manner 
with  an  acid  colouring  matter,  then  mordanting 
the  cotton  with  tannic  acid  and  tartar  emetic 
or  stannic  chloride,  and  dyeing  in  the  cold  with 
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a  basic  colouring  matter.  The  so-called  "  cross- 
dyeing  "  isrocess  is  carried  ovit  by  first  dyeing 
the  cotton  «'arp,  then  weaving  with  a  wool  weft 
and  dyeing  the  latter  by  moans  of  acid  dyes. 
Logwood  blacks  on  union  are  dyed  by  first 
mordanting  the  cotton  in  the  cold  with  tannic 
acid  and  nitrate  of  iron,  then  the  wool  A\  ith  a 
boiling  solution  of  potassium  dichromate,  and 
finally  dyeing  both  fibres  thus  mordanted  in 
a  hot  decoction  of  logwood.  Mixtures  of  cotton 
and  sUk  are  dyed  by  methods  .similar  to  those 
employed  for  cotton'  and  wool.  Fabrics  of  wool 
and  silk  are  dyed  by  methods  similar  to  tho.se 
usual  for  wool  or  silk  alone. 

When  djeing  coirqwund  shades,  the  main 
principle  to  be  observed  is  to  apply  simul- 
taneously only  such  colouring  matters  as  are 
applicable,  when  used  singly,  by  methods  as 
similar  as  possible  to  each  other.  Basic  and 
acid  colouring  matters  ought  not  to  be  applied 
together  in  the  same  dye-bath,  since  the  one 
requires  a  neutral,  the  other  an  acid,  bath  in 
order  to  yield  their  full  colouring  power.  Basic 
colouring  matters,  however,  may  be  quite  well 
applied  to  mordanted  cloth  along  with  phenolic 
colouring  matters,  since  both  these  classes 
usually  dye  in  a  neutral  bath. 

It  is  very  irrational  to  produce  compound 
shades  by  the  application  of  a  mixture  of  fast 
and  fugitive  colours  ;  the  best  results  are  obtained 
by  employing  colouring  matters  of  about  equal 
fastne.ss  to  various  influences.  If  this  rule  is  not 
observed,  the  dyed  colour  is  liable  to  change 
materially  in  shade  under  those  influences  to 
which  it  is  subsequently  submitted,  e.g.  light, 
washing,  &c. 

For  further  information  on  the  subject  of 
dveing,  the  following  works  may  be  consulted : — 

1813.  The  Philosophy  of  Permanent  Colours. 
E.  Bancroft. 

18.35-1S61.  Recherches  chimiquo  sur  la 
Teinture.    E.  Chevreul. 

1869.  Dictionary  of  Dyeing  and  Calico- 
printing.    C.  O'Neill. 

1874.  A  Practical  Handbook  of  Dyeing  and 
Calico-printing.    W.  Crookes. 

1876.  Dyeing  and  Calico-printing. 
'F.  C.  Calvert. 

188.5.  The  Dyeing  of  Textile  Fabrics. 
J.  J.  Hummel. 

1893.  La  Pratique  du  Teinturier.  Vol.  1, 
1893  ;  Vol.  2,  1894;  Vol.  3,  1897. 
J.  Garpon. 

1901.  Dictionary  of  Dyes,  Mordants,  and 
other  Compounds  used  in  Dyeing 
and  Calico-printing.  C.  Rawson, 
W.  M.  Gardner,  and  W.  F.  Laycock. 
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DYESTUFFS,    IDENTIFICATION    OF,  ON 
FABRICS.    The  recognition  of  the  particular 
ilyestuff  which  has  been  employed  in  dyeing  a 
fabric  is  frequentlj'  a  matter  of  considerable 
difficulty.    If  one  dyestuff  only  has  been  used, 
it  may  be  possible  to  identify  it  with  little 
trouble,  but  when,  as  is  often  the  ease,  two  or 
more  dyes  have  been  employed  to  produce  a 
given  colour,  their  separation  and  recognition 
may  become  a  very  complex  problem. 

In  the  identification  of  dyestufis,  the  ordinary 
basis  of  qualitative  analysis  is  as  far  as  possible 
made  use  of,  i.e.  the  group  to  which  the  colouring 
matter  belongs  is  first  determined,  and  then 
tests  are  applied  to  identify  it  as  an  individual 
substance.  There  are,  however,  such  a  large 
number  of  closely  related  compounds  amongst 
the  dyestufis,  many  being  isomeric,  and  differing 
only  {e.g.)  in  the  position  of  a  sulpho-  group, 
that  with  the  small  amount  of  substance  fre- 
quently at  disposal  it  is  quite  impossible  to 
(lefinitely  identify  a  specific  commercial  pro- 
duct.   This  is,  however,  of  minor  importance. 

The  recognition  of  a  dyestuff  is  greatly 
facilitated  by  a  knowledge  of  the  dyeing  proper- 
ties of  the  various  groups  of  colouring  matters. 
In  a  given  case  this  may  greatly  limit  the 
possibilities.  For  example,  no  one  with  a 
knowledge  of  dyeing  processes  would  search  for 
a  cochineal  scarlet  on  cotton  or  a  paranitraniline 
red  on  wool.  The  presence  or  absence  of  certain 
metallic  bases  in  the  ash  of  the  incinerated 
material  is  also  a  useful  indication  of  the  nature 
of  the  dyestuff  under  investigation,  and  an 
examination  of  this  point  should  be  made. 

What  may  be  termed  the  '  dyeing  groups  '  of 
colouring  matters  do  not  coincide  with  the 
'  chemical  groups.'  For  example,  the  dyeing 
group  of  '  basic  '  dyes,  the  members  of  which 
are  fixed  on  cotton  by  means  of  a  tannin 
mordant,  includes  members  of  the  triphenyl 
methane,  azine,  azo-,  acridine,  and  other 
chemical  groups. 

To  determine  the  dyeing  group  to  which  a 
colouring  matter  present  on  a  fabric  belongs, 
acid  and  alkaline  solvents  are  used  as  '  stripping  ' 
agents.    The  follo\\'ing  are  the  general  reactions  : 

Action  of  'Steipping  Agents.' 

Dyeing  group  Stripping  solution 

Mordant  dyes  50  c.c.HCl  (cone. )  per  litre 

Basic  dyes  on  wool      5  p.c.  acetic  acid 

„       „   on  cotton    3  p.c.  sodium  hydroxide 

is  p.c.  ammonia  0-880  s.g. 
A  small  piece  of  mer- 
cerised     cotton  is 
placed  in  the  solution. 
In  each  case  the  fabric  is  boiled  for  5  minutes 
in  the  solution. 

With  direct  cotton  dyes  the  small  piece  of 
white  cotton  placed  in  the  solution  becomes 
dyed.    With  acid  dyes  this  does  not  occur. 

The  action  of  the  above  stripping  agents  can 
only  be  considered  as  general  in  regard  to  a  |)ar- 
ticular  group,  and  many  exceptions  w  ill  I"-  Inuml 
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in  dealing  with  particular  members  of  the  group, 
e.g.  some  acid  dyes  are  only  slightly  stripped  by 
boiling  iu  dilute  ammonia,  and  a  low  of  them 
stain  mercerised  cotton.  Too  much  reliance  must 
not,  therefore,  be  placed  on  these  strijDiJing  re- 
actions. 

1'he  most  satisfactory  group  reagents  for 
classifying  dyestuffs  into  the  chemical  groups 
are  acid  or  alkaline  reducing  agents  ;  on  the  use 
of  which  several  schemes  of  identification  have 
l)een  based.  These  reagents  were  first  proposed 
by  Witt,  in  1886,  whose  scheme  was  extended  by 
Weingaertner,  in  1887;  but  the  systematic 
development  of  the  scheme  of  analysis  is  mainly 
due  to  A.  G.  Green. 

The  reactions  of  dyestuffs  are  considerably 
influenced  by  the  nature  of  the  fibre  upon 
which  they  have  been  fixed,  which  also  deter- 
mines the  particular  dyeing  process  necessary. 
For  example,  the  basic  colours  dye  wool  and 


silk  direct,  whereas  their  fixation  on  cotton 
hivolves  the  use  of  a  tannin  mordant.  It  is 
convenient,  therefore,  to  treat  separately'  the 
identification  of  dyestuffs  on  animal  and  on 
vegetable  fibres. 

Identification  of  dyestuffs  on  wool. — Tables 
for  the  identification  of  dyestuffs  on  wool  have 
been  published  in  Hummel's  Dyeing  of  Textile 
Fabrics  ;  in  Knecht,  Rawson,  and  Loewenthal's 
Manual  of  Dyeing  ;  in  Lehne's  Filrber 
Zeitung,  and  by  many  other  authors  ;  Init  the 
most  systematic  and  reliable  scheme  is  that 
of  Green  (J.  Soc.  Dyers,  190.5,  230 ;  and 
1907,  252).  In  this  scheme,  which  is  now  to  be 
described,  the  dyeing  groups  are  first  distin- 
guished by  the  action  of  suitable  solvents,  and 
then  further  differentiation  is  carried  out  by  the 
use  of  reducing  agents  with,  subsequent  reoxida- 
tion.  The  various  groups  of  dyestufl's  as  dj'ed 
on  animal  fibres,  show  the  follomng  reactions  : — 


Decolourised  by  hydrosulphite 

Not  altered  by 
hydrosulphite 

Not  decolourised, 
but  changed  to 
brown.  Original 
colour  restored 
by  air  or 
persulphate 

Colour  restored 
on  exposure 
to  air 

Colournot  restored 

by  air,  but  re- 
stored on  oxidation 
with  persulphate 

Colour  not 
restored  either  by 
air  or  persulphate 

Azines,  oxazines, 
thiazines,  indigo 

Triphenyl- 
methane  group 

Nitro-,  nitroso-, 
and  azo-  groups 

Pyrone  and 
acridine  groups. 
Some  members 
of  the 
oxy  ketone 
group. 

Most  dyestuffs  of 
the  oxyketone 
group 

In  Green's  scheme  the  following  reagents  are 
employed,  and  must  be  used  of  the  strength 
indicated  : — • 

Dilute  ammonia  (1  :  100). — 1  c.c.  cone, 
ammonia  ;  100  c.c.  distilled  water. 

Ai/ucous  alcoholic  ammonia. — 1  c.c.  cone, 
ammonia  ;  50  c.c.  strong  alcohol  or  methjdatcd 
spirit ;  50  c.c.  water. 

Dilute  acetic  acid  (5  p.c). — 5  c.c.  glacial  acetic 
acid  ;  95  c.c.  water. 

Dilute  alcohol  (1  :  1). — 50  c.c.  strong  alcohol 
or  methylated  spirit  ;  50  c.c.  water. 

Dilute  hydrochloric  acid  (1  :  10). — 1((  c.c. 
cone,  hydrocliloric  acid  ;  90  c.c.  water. 

Caustic  soda  (10  p.c). — 10  grams  solid  caustic 
soda  m  100  c.c.  of  water. 

Hydrosulphite  sol.  A. — A  10  p.c.  solution  of 
hydrosulphite  NF  (M.  L.  &  B.)  or  '  hyraldite  ' 
(Cassella),  i.e.  the  formaldehyde  compound  of 
sodium  hydrosulphite.  This  solution,  which  is 
slightly  alkaline,  is  employed  in  most  cases.  In 
a  few  other  cases,  however,  in  which  the  reduc- 
tion is  more  sluggish  (e.g.  azo-  yellows),  it  is 
found  necessary  to  employ  a  slightly  acid  solution. 
This  is  termed 

Hydrosulphite  sol.  B. — Prepared  by  acidifying 
200  c.c.  of  hydrosulphite  A  with  1  c.c.  of  glacial 
acetic  acid. 

Persulphate. — A  cold  saturated  solution  of 
potassium  persulphate,  or  a  1  p.c.  solution  of 
ammonium  persulphate. 

Sodium  acetate  (5  p.c). — 5  grams  crystallised 
sodium  acetate  ;  100  c.c.  distilled  water. 

Procedure. — The  reactions  are  carried  out  in 


test-tubes  upon  pieces  of  the  material  about 
|-1  inch  square,  which  are  covered  with  about 
1-1  J-  inches  of  the  reagent.  The  te.sts  should 
be  carried  out  exactly  as  described.  In  making 
'  stripping  tests,'  the  degree  of  stri])ping  is 
judged  by  comparing  the  remaining  shade 
with  that  of  the  original  pattern.  The  colour 
of  the  stripping  solution  cannot  be  relied  upon 
as  a  guide.  In  l)oiling  with  dilute  acetic 
acid  and  dilute  ammonia,  it  is  found  advan- 
tageous to  repeat  the  extraction,  as  a  better 
stripping  is  thereby  obtained,  and  with  acid 
dyestufl's  any  staining  of  the  cotton  by  the  first 
strong  extract  is  removed  during  the  second 
boil.  In  testing  with  dilute  ammonia  or  sodium 
acetate,  the  material  is  placed  in  a  test-tube  ^^  ith 
a  piece  of  white  mercerised  cotton  cloth,  some- 
what smaller  in  size,  and  boiled  for  the  time  pre- 
scribed. If  the  shade  is  a  pale  one,  the  size  of  the 
sample  should  be  increased  and  that  of  the  cotton 
diminished.  The  dilute  ammonia  is  replaced 
by  aqueous  alcoholic  ammonia  in  the  case  of 
the  violet  and  black  dyestuffs  (Tables  III.  and 
VII.),  as  in  these  cases  the  acid  dyestuffs  are 
less  easily  extracted,  and  the  cotton  is  more 
liable  to  be  stained  by  them.  In  making  reduc- 
tion tests,  the  sample  is  boiled  for  from  one- 
quarter  to  one  minute  with  the  hyilrosulphite, 
then  rinsed  well  under  the  tap,  and  allowed  to  lie 
on  white  paper.  With  most  dj-estuft's  w  hich  form 
air-oxidisable  leuco-  compounds,  the  colour  re- 
turns immediately  or  in  a  few  minutes,  but  with 
others  a  longer  time  is  required.  The  reaction  is 
accelerated  bj'  exjJosing  the  iiattem  to  ammonia 


300 


DYESTUFFS,  TBENTIFICATION  OF,  ON  FABUTCS. 


vapour.  I£  tlic  colour  does  uot  return,  the  pattern 
i.'S  boiled  Viitii  a  little  water  in  a  test-tube,  and 
potassium  persulphate  is  added  drop  by  drop, 
carefully  avoiding  an  excess.  If  this  also  fails 
to  cause  any  return  of  colour,  the  dyestufi  is  to 
be  regarded  as  a  nitro-,  nitroso-,  or  azo-  com- 
pound. The  depth  of  the  restored  colour  varies 
greatly  in  different  cases  ;  with  some  dyestuffs 
the  colour  reappears  with  nearly  its  original 
depth,  but  with  others  (probably  on  account  of 
the  greater  solubility  of  their  leuco-  compounds) 
only  a  pale  shade  may  return.  Safranine  and  i 
its  azo-  derivatives  are  peculiar  in  yielding  a  ■ 
violet  colour  on  reoxidation  of  the  leuco-  com- 
pound, this  being  due  to  the  condensation  of  the 
leuco-safranine  with,  the  formaldehyde  present 
in  the  hydrosulphite  NF. 

The  tables  (I.  to  VII.,  pp.  302-308)  give  the 
scheme  of  analysis. 

These  tables  do  not  differentiate  between 
closely  related  individual  dyes,  for  which  purpose 
further  tests  must  be  made.  At  this  stage  of 
the  investigation  it  is- very  desirable  to  procure 
small  pieces  of  material  dyed  with  such  known 
colouring  matters  as  the  group  tests,  combined 
with  the  colour  of  the  sample,  have  indicated 
as  probable.  Parallel  individual  tests  should 
then  be  applied  with  these  and  wth  the  sample 
under  examination. 

The  following  series  of  reagents  have  been 
found  by  W.  M.  Gardner  to  be  convenient  for  this 
purpose.  They  should  be  applied  in  the  order 
given,  and  are  best  used  as  follows  : — 

Application  of  cold  reagents. — Steep  a  piece 
of  the  material  (say)  1  by  ^  inch  in  (say)  5  c.c.  I 
of  reagent  for  5  miautes  in  a  small  porcelain 
dish. 

Application  of  reagents  by  boiling. — In  a  test- 
tube  place  (say)  10  c.c.  of  reagent  and  a  piece 
of  material  1  by  i  inch.  Bod  gently  for  3 
minutes. 

Application  of  nitric  acid  test. — On  a  white 
glazed  porcelain  plate,  spot  the  material  by 
dipping  a  glass  rod  into  the  acid  and  then  pressing 
it  on  to  the  cloth.  Note  the  changes  in  colour 
which  occur  during  the  formation  of  the  spot, 
and  re-examine  after  several  hours,  noting  any 
further  change. 

Reagents  for  identifying  individual  dyestuffs  : 

1 .  Boiling  water.  \  Use  small  pieces 

2.  5  p.c.  acetic  acid,  boUing.  I   of  white  wool, 

3.  3  p.c.  ammonia,  boiling,  r  silk,  and  cotton 

4.  3  p.c.  soap,  boiling.        I   along  with  the 

5.  Boiling  alcohol.  dyed  sample. 

6.  Concentrated  sulphuric  acid,  cold. 

7.  3  p.c.  ammonium  persulphate,  cold. 

8.  Bleaching  powder  solution,  5°Tw.,  cold. 

9.  50  grams  SnCl„2H2O  +  100  c.c.  HCl. 
32°Tw.  per  litre,  cold. 

10.  5  c.c.  NaNOa  (5  grams,  per  litre),  and 
5  c.c.  H2SO4  (3-5  grams  per  litre)  boiling. 

11.  Apply  test  10  cold,  then  wash  and 
steep  the  material  in  a  solution  of  sodium 
;3-naphthoiate  5  grams  per  litre. 

12.  Concentrated  nitric  acid  (spot  test). 

If  the  sample  under  examination  shows  the 
same  reactions  as  any  one  of  the  control  samples, 
with  each  of  the  above  reagents,  its  identity 
jnay  be  considered  as  clearly  establi.'ihed. 

"Knecht  (J.  Soc.  Dyers,  1904,  98)  states  that  j 
titanous  chloride    possesses    advantages  over  | 


botli  stannous  chloride  and  sodium  hyckosulphite 
as  a  test  for  dyestuffs.  The  solution  is  prepared 
by  boiling  together  25  c.c.  commercial  titanous 
chloride  solution  (20  p.c. )  and  25  c.c.  HCl,  32"'Tw. , 
and  diluting  to  1000  c.c.  with  water. 

Identification  of  Dyestuffs  on  Cotton. 

Green  (J.  Soc.  Dyers,  1907,  252)  has  worked 
out  an  analj'tical  scheme  for  the  detection  of 
dyestuffs  on  cotton  on  the  same  lines  as  that 
previously  described  for  wool. 

The  reagents  are  as  follows  :• — 

1.  Dilute  ammonia. — 1  c.c.  strong  ammonia 
to  100  c.c.  distUled  water. 

2.  Dilute  caustic  soda. — 10  grams  caustic 
soda  in  100  c.c.  water. 

3.  Saline  caustic  soda. — 10  c.c.  caustic  soda 
solution  (35^0  p.c.  NaOH)  to  100  c.c.  saturated 
solution  of  salt. 

4.  Formic  acid  90  p.c. — Concentrated  com- 
mercial acid. 

5.  Dilute  formic  acid. — 1  c.c.  formic  acid 
(90  p.c.)  to  100  c.c.  distilled  water. 

6.  Dilute  hydrochloric  acid. — 5  c.c.  hydro- 
chloric acid  (30  p.c.)  to  100  c.c.  of  water. 

7.  Soap  solution. — 10  grams  soap  in  300  c.c. 
of  water. 

8.  Tannin  solution. — 10  grams  tannic  acid 
and  10  grams  sodium  acetate  in  100  c.c.  of 
water. 

9.  Bleaching  powder  solution. — Fresh  solution 
at  5°Tw. 

10.  Hydrosulphite  A  (same  as  for  wool). — 
10  p.c.  solution  of  hydrosulphite  NF  or  of 
hyraldite,  or  a  5  p.c.  solution  of  hydrosulphite 
NF  cone,  or  of  rongalite  (formaldehyde 
sodium  sulphoxylate). 

11.  Hydrosulphite  B  (same  as  for  wool). — 
The  preceding  solution  slightly  acidified  by 
addition  of  1  c.c.  glacial  acetic  acid  to  200  c.c. 
of  solution. 

12.  Hydrosulphite  X. — Dissolve  50  grams  of 
rongalite  or  hydrosulphite  NF  cone,  in  125  c.c. 
of  hot  water.  Grind  1  gram  of  anthraquinone 
(precipitated,  not  sublimed)  to  a  fine  powder, 
and  reduce  to  a  smooth  paste  with  a  little  of  the 
rongalite  solution.  Add  this  paste  to  the 
remaining  solution,  and  heat  the  A\'hole  for 
1  or  2  minutes  at  about  90°.  Then  dilute  with 
cold  water  to  500  c.c,  aiid,  after  standing  until 
cold,  add  li  c.c.  of  glacial  acetic  acid.  Keep  in 
a  well-stoppered  bottle  with  greased  stopper. 
The  reagent  should  be  tested  occasionally  by 
trying  its  effect  on  cotton  dyed  with  a-naphthyl- 
amine  bordeaux,  which  should  be  fully  dis- 
charged after  boiling  for  1  or  2  minutes.  The 
anthraquinone  may  be  replaced  by  /8-oxyanthra- 
quinone,  which  can  be  employed  in  the  same 
way  or  previously  dissolved  in  a  little  alcohol 
before  it  is  added  to  the  hydrosulphite.  It  has 
the  advantage  of  giving  a  clearer  solution,  but 
is  not  so  generally  available. 

13.  Persulphate  solution. — A  cold  saturated 
solution  of  potassium  persulphate,  or  a  2  p.c. 
solution  of  ammonium  persulphate. 

14.  Acid  stannous  chloride. — 100  grams 
stannous  chloride  to  100  c.c.  hydrochloric  acid 
(30  p.c.)  and  .50  c.c.  water.  In  testing  for 
sulphide  colours,  this  reagent  may  be  replaced 
with  atlvantage  by  a  strong  solution  of  titanous 
chloride. 
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Procedure  :  General. — All  the  reactions  are 
performed  in  test-tubes,  with  pieces  of  materia] 
about  A— J  of  an  inch  square,  which  are  covered 
to  the  depth  of  from  to  2  inches  with  the 
reagent.  The  degree  of  stripping  is  judged  b}' 
comparing  the  remaining  shade  with  that  of 
the  original  pattern  ;  the  colour  of  the  stripping 
solution  cannot  be  relied  ujjon  as  a  guide.  In 
testing  the  colours  of  calico  prints,  the  separate 
colours  should  be  cut  out  and  the  reactions  tried 
upon  them  separately.  With  cotton  and  wool,  or 
cotton  and  silk  unions,  the  weft  is  separated 
from  the  cotton  warp,  and  both  submitted  to 
examination.  Doubt  may  frequently  exist  as 
to  how  a  particular  shade  should  be  classified, 
whether,  for  instance,  a  reddish-blue  is  to  be 
regarded  as  a  blue  or  a  violet.  In  such  cases 
the  tables  referring  to  both  shades  should  be 
employed  :  but  since  the  same  general  scheme  is 
adopted  throughout  the  tables,  this  can  scarcely 
give  rise  to  confusion.  The  same  remark 
applies  to  possible  mixtures  ;  thus  in  examining 
a  certain  green  shade,  both  the  yellow  and  the 
blue  tables  may  have  to  be  used. 

It  is  obvious  that  in  many  instances  the 
analytical  procedure  may  be  greatly  simplified 
by  exclusion  of  dyestuffs  the  presence  of  which 
is  rendered  improbable  or  impossible  by  the 
special  circumstances  of  the  case,  e.g.  by  the 
material,  shade,  or  mode  of  application  of 
the  colour. 

Stripping  test. — A  few  of  the  direct  dye- 
stuffs  are  partially  stripj^ed  by  dilute  ammonia, 
and  may  thus  give  rise  to  the  impression  that 
they  are  acid  colours.  To  avoid  this  error, 
it  is  advisable  to  add  a  small  piece  of  white 
cotton  when  carrying  out  the  test.  With  an 
acid  dyestuft'  the  cotton  is  either  not  tinted  or 
becomes  white  on  boiling  a  second  time  with 
dilute  ammonia. 

Tra7isfere7ice  of  basic  dyes  to  wool. — The 
tannin  mordant  is  first  removed,  as  in  testing 
for  a  basic  colour,  by  boiling  the  pattern  for  half 
a  minute  with  saline  caustic  soda.  It  is  then 
well  washed  to  remove  all  alkali,  and  is  boUed 
with  a  piece  of  white  wool  (half  the  size  of  the 
cotton  or  less)  in  a  little  water  for  1  or  2 
minutes.  In  most  cases  the  dye  base  will  leave 
the  cotton  almost  entirely,  and  dye  the  wool  a 
fuU  shade.  If  the  colour  does  not  develop  on 
the  wool,  one  or  two  drops  of  dilute  formic  acid 
(1  :  100)  may  be  added.  In  the  case  of  a  few 
dyestuffs  which  are  more  difficult  to  strip 
(e.g.  basic  greys),  it  is  necessary  to  extract  the 
colour  with  dilute  hydrochloric  acid  (1:20), 
carefuUy  neutralising  the  extract  with  ammonia 
before  adding  the  wool. 

Tannin  test  for  basic  dyes.  —  Add  a  few 
tlrops  of  tannin  solution  to  the  formic  acid 
extract.  Shake  well,  and  if  the  j)recipitate 
does  not  form  at  once,  allow  to  stand  a  few 
minutes.  Some  colouring  matters  such  as  the 
rhodamines,  gaUocyanines,  and  chrome  colours 
of  the  rosaniline  series  (which  contain  carboxyl- 
or  hydro xyl-  groups  in  addition  to  basic  groups) 
1  inly  precipitate  slowly,  and  the  precipitate,  being 
more  finely  divided,  is  sometimes  difficult  to  see. 

Bleeding  fe.si  for  direct  dyestuffs. — In  testing 
for  direct  dyestufEs  by  the  bleeding  test,  the 
sample  is  placed  in  a  test-tube  together  with  a 
smaller  piece  of  white  mercerised  cotton  cloth, 
and  boiled  with  soap  solution  for  about  a  minute. 


The  soap  solution  may  be  replaced  by  a  5  p.c. 
solution  of  sodium  carbonate. 

Lead  acetate  test  for  sulphide  dyes. — The 
sample  is  first  boOed  for  two  minutes  a\  ith  a 
10  p.c.  solution  of  sodium  hydroxide  to  remove 
any  adventitious  sulphur  compounds.  It  is  then 
well  washed  and  just  covered  with  acid  stannous 
cldoride  solution.  The  mouth  of  the  test  tube 
is  closed  by  a  cap  of  filter  paper  closely  wajipcd 
round  it,  into  the  centre  of  which  is  placed,  by 
means  of  a  glass  rod,  one  drop  of  lead  acetate 
solution.  The  contents  of  the  test-tube  are 
slowly  heated  to  the  boiling-point,  when  a 
blackish-bromi  stain  of  lead  suljihide  ajjijcars  if 
a  sulphide  colour  is  present.  The  brown  spot 
will  again  disappear  on  continued  boiling  on 
account  of  the  decomposition  of  the  lead 
sulphide  by  the  hydrochloric  acid  evolved. 
It  is  imjjortant  to  pay  special  attention  to  the 
cleanliness  of  the  test-tubes  employed  for  this 
test,  as  tubes  which  have  been  previously  used 
for  hydrosulphite  reductions  acquire  a  thin 
invisible  deposit  of  sulphur  upon  their  walls, 
which,  on  boilmg  with  stannous  chloride,  gives 
rise  to  hydrogeii  sulf)hide,  and  thus  may  lead  to 
error. 

Reduction  and  reoxidation  tests. — The  reduc- 
tion with  hych'osulphite  X  is  carried  out  by 
boiling  the  sample  with  the  reagent  for  from  a 
minute  to  a  minute  and  a  half.  The  azines, 
thiazines,  oxazines,  &c.,  and  most  of  the  azo- 
dyestufl's  are  fully  reduced  in  about  half  a 
minute,  but  the  insoluble  azo-  colours  and  some 
direct  dyestuffs  require  longer  boiling  to  complete 
their  reduction.  In  testing  the  reoxidisability 
by  air,  the  reduced  sample  may  be  exposed  to 
the  fumes  of  ammonia,  which  in  many  cases 
accelerates  oxidation. 

The  analytical  tables  worked  out  hy  Green 
for  the  identification  of  dyestuffs  on  cotton,  are 
given  on  pp.  309-315,  Tables  VIII.  to  XIV. 

S.  T.  MuUiken  (Identification  of  the 
Commercial  Dyestuffs,  1910)  has  published  a 
systematic  scheme  of  analysis,  primarily  in- 
tended for  the  examination  of  the  dyestuffs  in 
substance.  The  tables  give  the  reactions  of 
1475  distinct  dyestuffs,  and  are  of  great  service 
in  the  identification  of  dyes  on  the  fibre. 

Spectroscopic  examination  of  dyestuffs.- — The 
absorption  sjiectra  of  dyestuffs  may  be  used  as 
an  aid  to  their  identification.  In  the  second 
edition  of  Vogel's  '  Practische  Spectralanalyse 
irdischer  Stoffe'  (1889),  charts  were  given  of  the 
absorption  bands  of  various  dyestuff  solutions. 
This  work  was  greatly  extended  in  'Formauek's 
Speetralanalytischer  Nachweis  Kiinstlicher 
organischen  Farbstoffe  '  (1900),  which  contains 
a  systematic  scheme  for  the  spectroscopic  iden- 
tification of  upward  of  360  distinct  dyestuffs. 
In  a  later  publication  (1905)  entitled  '  Qualitative 
Spectralanalyse  anorganischen  und  organischen 
Korper,'  Formanek  has  extended  his  data  to 
include  the  natural  colouring  matters,  and,  in  con- 
junction with  E.  Grandmougin,  has  rei3ublished 
his  tables  as  '  Untprsuchungund  Nachweis  organi- 
schen Farbstoffe  aut  spectroscopischen  Wege.' 

The  value  of  spectroscopic  tests  for  the 
identification  of  dyestuffs  on  the  fibre  is  limited 
to  those  dyestuffs  which  can  be  removed  without 
change  by  suitable  solvents. 

Spectroscopic  examination  of  dyed  fibres  has 
not  yielded  useful  results.  W.  M.  G. 
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violet,  methylene  violet,  tannin  heliotrope,  &e. 
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A  basic  blue  of  the  triphenylmethane  group, 
e.g.  Victoria  blue,  night  blue,  brilliant  milling 
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A  safranine-azo-  colour,  e.g.  indoine  or  Janus 
blue. 
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Azo-mordant  colour,  e.g.  diamond  green, 
chrome  patent  green,  &c-. 
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wool  green,  Neptune  green,  naphthalene 
green,  &c. 


-*    Azine  green  S. 


A  basic  green  of  the  triphenylmethane 
.-o    group,  e.g.  malachite  green,  brilliant 
green,  setoglaucine,  fast  green,  &c. 


A  basic  green  of  the  azine,  thiazine,  or 
i>)    oxazine  group,  e.g.  fast  green  M,  azine 
green,  Capri  green,  methylene  green,  &c. 


A  safranine-azo-  colour,  e.g.  Janus  green  or 
(liazino  green. 
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5  aJ  2 


M  O 
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o  'S  °  2  o  ' 

°  s  ^  s  . 

■30^2  o 


CO   .a  ^ 
S  n  o-cS 

!-  fe  3  -S  S  3 


o    g  o  g 


Anthracene  acid  browns,  acid  anthracene 
brown,  Palatine  chrome  brown,  acid 
chrome  brown,  diamond  brown, 
metachrome  brown,  &c.    Also  manganese 
brown  (Mn  ui  ash). 


Chromosen. 


Cutch. 


Anthragallol  (anthracene  brown). 


Decolourised,  but 
colour  returns  slowly 
on  exposure  to  air  or 
quickly  on  oxidation 
with  persulphate : — 

Stilbene  group 


Decolourised,  but  colour 
not  restored  by  air  or 
persulphate : — 
Azo-  group. 
Test  ash  for  chromium 

to  ascert.ain  if 
chromed  (cloth  brown, 
chrome  brown,  &c.) 


0  HtsX!  s 


•g-a-^'S  s  o  8  ^ 


Miliado  browns  (stilbene  group). 


Diamine  browis,  benzo-browns,  toluylene 
browns,  Congo  browns,  Hessian  browiis, 
Columbia  browns,  dianil  browias,  sulpiiune 
browns,  &c. 


Acid  brown  R,  fast  bromi  0,  resorcin 
brown,  naphthylamine  browi,  &c. 


0^3  01  MI'S  I"  $  Q 

■3  g  t^.g-.aS  o 


i-1 


Bo 

■S  ^ 

&  , 

■3  o 

P. 


Bismarck  biown. 
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^    Aniline  black. 


g    Alizarin  oyanine  black. 


2'C  o  9  ° 


o  .  H  S  £ 


o 


a 

poo 


3.2  g 


-SI  a 

O  S  C3 

£  > 
>.> 

a>  BO 


Diamond  )»lacks. 


Naphthazarine,  alizarin  blacks, 
alizarin  blue  black  SW. 


Logwood  on  Fe,  or  Bonsor's  black. 


Logwood  on  Cr. 


A  '  vatted  black  '  (indigo  and  logwood). 


S  t.  O  >? 
2  O  C8  — 


O 


HQ'O  to 


1=1 


S  oj  s 
.2  I  >> 

o 


Anthracene  chrome  blacks,  Palatine 
chrome  black,  chromotropes,  acid  chrome 
l)lack,  chromatp;  black,  &c. 


Union  black,  half  ■\\  ool  black,  Columbia 
black,  diamine  blacks,  dianil  blacks, 
carbide  blacks,  &c. 


.2  o  oj3^-g 
1^   ca  -.o"co 


Naphthol  black,  naphth.^  lamine  blaclc, 
Palatine  black,  ncrol,  azo-acid  black, 
azo-merino  black,  &c. 


Diazine  black,  Janus  black,  methylene 
grey,  &o. 
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:3  o  =3 


Heiindone  orange  R,  helindone  yellow  3G,^ 
anthraflavone  G,  algole  yellow  3G  and  R,  algole 
orange  R,  indanthrene  yellow,  indanthrene 
orange  RT  and  golden  orange,"  indanthrene 
copper,  cibanone  yeUow  R  and  orange  R. 


-  "  CS  3 


a  §3  3  p,i-  c! 

'  ■   '  O  3 

So 


=  o  o  a) 


be 


be  «  3 
^  o 


The  white  cotton 

is  stained : — 
Thiazol  direct 
dyestuff 


Persian  berries  on  Al  or  Cr  mordants, 
alizarin  orange  on  Al  mordant. 


Chlorophenine,  chloramine  yellow, 
diamine  fast  yeUow  B,  FF,  and  C,  Clayton 
yellow,  thiazol  yellow,  thioflavine  fi,'&c., 
primuline  developed  with  hypochlorite. 


H2S  is  evolved : — 
Sulphide  dyestuff 


Ifllll 

,a  S  a  o  o 

be  o     M  u 

nibs's  I 


030  a_2 

■^.2  5  3^ 

.2.0  g  S  § 


033 


.5  3 


0^  Q 


Colour  is  not 
:  stripped.  Cr 
present  in  the 

ash : — Azo- 
mordant 
dyestuff 
Colour  is 

stripped  : — 
Insoluble 

azo-  colour 


Fibre  after  re- 
duction is  colour- 
less : — Azo 
direct-dyestuff 


Yellows  and  oranges  of  theimmedial,  katigene, 
pyrogene,  thiogene,  sulphur,  &c.,  series. 


Chrome  orange,  alizarin  yeUow  R,  GG,  &c., 
diamond  flavine,  flavazol,  &c. 


Metanitraniline  orange  or  nitrotoluidine 
orange  (formed  on  fibre). 


Fibre  after  lediic- 
tionis  light-yellow 
and  can  be  diazo- 

tised  and  de- 
veloped red  with 

(3-naphthol : — 
Primuline-azo- 
eolour 


Chrysophenine,  chrysamine,  toluylene  yellow 
and  orange,  stilbene  yeUows  and  oranges, 
benzo,  Congo,  diamine,  and  dianil  ycUo\\'.s 
and  oranges,  pyramine  orange,  &c. 


Primuline  developed  with  i^henol  or  with 
resorcinol,  cotton  yeUow  G  and  R, 
oriol  yellow,  dianil  yellow,  &c. 


o  ci^ 
c,  so 


23  a  0^ 


>--Ho-3 

■  ^  t/1  p  ^ 


3  0.2  a 
>  ^  H 


Wool  is  permanently 
decolourised : — 
Azo-  group 

Mot 
:  decolourised. 
U  >.ci       ilie  cone. 

HoSOi  and 
alcolioUc 
solutions  are 
fluorescent : 
— Acridine 
group 


S   Chrysoidine,  tannin  orange,  Janus  yellow,  &c. 


aj  ij.  'CI 


Pho,sj)hine,  benzotlavine,  acridine  yelloM', 
acridine  orange,  &c. 


1^  50 

Or-  .s 


o  o  "  Decolourised 


00  Auramine. 


o 
S 


t3  3  , 

>>9  ! 


3-73  < 


13  03 


j2  ft 


Decolourised 


Al 

absent 


<r>C 


o)  o 


Al 
present 


Fibre  blackened. 
Cr  present  in  ash 


Flavinduline. 


Thioflavine  T. 


,n   Alizarin  yellow  A. 


Chrome  yellow  or  chrome  orange, 
(lead  chromate). 


SSI 


03  5i 

h  "  s 
52^ 


Permanently  ^  „ 

decolourised: —   |m    Indian  yellow,  orange  IV.,  G,  ixc. 
Azo-  group 


Not  decolourised :        „  . 

— Pyrone  "v  ^,  Quniolme  yellow,  eosm  orange. 
Quinoline  group  i 


Colour  not  transferred  to  the 
wool,    bn  is  present  in  ash 


rH  Persian  berries  on  tin  mordant. 
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Cr  absent : — - 
Anthracene 
vat 
dyestuff 


Algole  red  B,  indanthrene  red, 
indanthrene  claret. 


Cr  in  ash  : — 
Anthracene 
mordant 
dyestuff 


Alizarin  jDurpurin  or  alizarin  maroon 
on  Cr  mordant. 


Colour  stripped 
by  formic  acid. 
Al  in  ash  : — 
Anthracene 
mordant  dyestuff 


Turkey  red,  alizarin  red,  alizarin  pink, 
alizarin  maroon. 


Colour  clianged  to  gret-nisli  yellow 
(not  restored  to  original  colour  by 
air),  which  can  be  diazotised  and 
developed  red  with  6c^«-iiaphthol  :— 
Primuline  azo-  colour 


O 


Ha 


§1  lis 


'No  H...S  is  evolved. 
Ked  'va.pours  on 
heating : — 
Indigoid  vat 
dyestuff 


Primtdine  developed  with  ;8-naphthol  or 
with  R-salt. 


H2S  is  evolved. 
No  coloured 
vapours  : — 
Sulphide  dyestuff 


Algole  red  5G  and  scarlet  G, 
algole  pink  R,  ciba  red  G  and  scarlet  G, 
ciba  bordeaux  B,  helindone  red  B  and  3B, 
helindone  scarlet  S,  helindone  fast 
scarlet  R,  thioindigo  red  B,  thioindigo 
scarlet,  vat  red. 


!h    Thiogene  rubine,  &c. 


og 
'•AS.  a 


O  O  <B 

C  t<  a 

o 

o  Nx; 


P  >> 


'•a 

+J  03  O 


"-S  25  StJ  ^ 
o  S-9  i/i  Si 
a  lu  2 

§5'°  o  o  = 
•S'rt  >>.H  o  c=  2 

o  o  a>QQ  fl  ch '2 

—  O  C3  St- 


The  colour  is  not 
stripped.     Cv  in 
ash : — Mordant 
azo-  dyestuff 


The  colour  is 
stripped : — 
Insoluble  azo- 
colour 


Cr  or  Cu  present : — 
Azo  direct  dye- 
stuff  after- 
treated 


Chrome  red,  brilliant  chrome  red, 
chrome  bordeaux,  &c. 


Paranitraniline  red, 

a-naphthylamine  bordeaux,  chloranisidine 
pink,  nitroanisidine  pink. 


Diamine  fast  red  F,  &c. 


No  Cr  or  Cu 
present : — 
Azo-  direct 
dyestuff 


Wool  decolourised. 
Colour  not  restored 

by  air  or  by 
persulphate : — 

Azo-  group 


Benzopurpurine,  diamine  scarlets, 
diamine  reds,  benzo-fast  scarlets, 
diazo-brilliant  scarlet,  rosanthrenes, 
Zambesi  red,  erica,  diamine  rose,  gerannie, 
rosophenine,  &c.  


Janus  red. 


Wool  decolourised. 
Colour  does  not  re- 
turn on  exposure  to 

air,  but  is  restored 
by  persulphate  : — 
Triphenyl- 

methane  group 


111 


3h 


Wool  decolourised . 
Colour  returns  on 
exposure  to  air  : — 
Azine  group 


Magenta,  fuchsine,  isorubine,  cerise, 
grenadine,  &c. 


Safranines,  rhoduline  reds  and  pink, 
azine  scarlet,  indulinc  scarlet, 
neutral  red,  &c. 


Wool  not 
decolourised : — 
Pyrone  group 


Rhodamines,  rhodines,  irisamine, 
acridine  reds,  &c. 


.52  0     OA  at 


Decolourised. 
Colour  not  restored 
by  air  or 
persulphate : — 
Azo^gTwip  

Not 

decolourised ;  — 
Pyrone  group 


Crocein  scarlets,  brilliant  croceines, 
fast  reds,  &c. 


Eosins,  phloxin,  erytlirosin,  rose 
l5engal,  &c. 
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C  ft 

.2  o  3 


Anthracene  vat 
dyestuff 


1  a   Indauthrene  \  iolet  or  violanthreno. 


H2S  is  evolved  : — - 
Sulphide  dyestuff 


The  colour  on 
reduction  is  browner 
or  darker 


The  colour  on 
reduction  is 
unchanged 


2  Thiogene  dark  red,  &c. 


?3   Alizarin  oyanine  3R,  alizarin  bordeaux. 


Gallein,  alizarin  violet,  alizarin  claret, 
alizarin  cyclamine,  alizarin  on  Cr  mordant. 


»i"0  be 


■5  =S 


Or  is  absent. 
Coloured  vapours 

on  heating : — 
Indigoid  dyestuff 


Ciba  violet,  ciba  heliotrope,  thioindigo  violet. 


Cr  is  present.  Ko 
coloured  vapours 

on  heating :— Mor- 
dant oxazine 
dyestuff  (not 

falling  in  group  7) 


Gallamine  blue,  gaUocyanine,  &c. 


HaS  is  evolved.  No 
coloured  vapours  on 
heating  : — Sulphide 
 dyestuff 


c  «  c 


3  bf)^  <^ 

111! 

•Sa  "To 

o  2  § 
K  S  g 


5  fi 


i5  *^  S 


.3.3  -  3  <i> 
o  a>  S 


■"-2  a 
>>'S.  °  "  a  t« 
S,'5  3^  S-2 

=".=1  gte'gis 
•£    3  ojja  c 

,2  ^  OT3  ^ 

3'3  CS  2  a, 
O  cSCQ  E  » 

1  o.a 

o  a  .1.--  d 

;§  ^  9  ^  =3 
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a  f>>o 


H  a 


"So 


The  colour  is  not 
stripped.  Cr 
present  in  ash  : 
Mordant  azo- 
dyestuff 


Thiocene  violet,  katiseni^  violet,  &c. 


2   Chrome  bordeaux,  chrome  prune,  &c. 


The  colour  is 
stripped  : — 
Insoluble  azo- 
colour 


Colour  destroyed, giving 
yellow  solution.    Fe  ' 
present  in  ash  : — 
Alizarin  red  on 
Fe  mordant 


Benzidine  f)uce. 


Alizarin  purple.' 


^  •■  ,  .c  3  Cr  or  Cu  present : 
g'S^.So  Azo  direct  dye- 
stuff  after- 
treated 


No  Or  or  Gu 
present : — Azo- 
direct  dyestuff 

fl  M I  Decolourised  only 
Islowly.  Colour  does 
'S'^JS  9'S  1"°*^  return  in  air,but 
"  "  is  restored  by  per- 
sulphate : — Tri- 
phenylmethane 
 group 


Group  9  coppered  or  chromed. 


Violets  of  the  diamine,  benzo,  Congo,  Hessian, 
Columbia,  chlorazol,  chlorantine,  dianil, 
oxamine,  and  ro.santhrene  .series. 


Hill 


(Jhrome  violet. 


Decolourised. 
Colour  retiuns  on 
exposure  to  air  : — 
Oxazine  group 


«  o 
OS  " 


Decolourised.  Coloiu:  is 
not  restored  by  air  or 
persulphate  :— Azo- 
gpoup 


GaUocyanine,  gallamine  blue,  prune,  &c. 


Janus  claret  red,  &c.- 


Decolourised.  Colour 
does  not  return  in  air, 
but  is  restored  by  per- 
sulphate : — Triphenyl- 
methane  group 


Methyl  violets,  ethyl  violet,  benzyl 
violet,  crystal  violet,  &c. 


Decolourised.  Colour 
returns  on  exposure  to 
air: — Azine  (Oxazine 
or  Thiazine)  group 


Methylene  violet,  rhoduline  violet,  iris  violet, 
neutral  violet,  tannin  heliotrope,  &c.' 


3  I     .      S  ; 


.3.ite.S_og2^-2S=^3 


Not  decolourised : — 
Pyrone  group 

[The  ammoniacal 
solution  is  violet 


Anisoline. 


The  ammoniacal 
solution  is  colour- 
less, but  becomes 
l>luo  on 
acidifying 


Acid  violets,  formyl  violets,  &c. 


Ked  sliail&s  of  soluble  and  alkali  blue.s. 


312 


DYESTUFFS,  IDENTIFICATION  OF,  ON  FABRICS. 


O 
H 

O  aj 


O 

o 


o 

o 


H 


1X1 
as 


Si 

cS  © 


^'2 


C3  O)  fc^  OOi 


S  ME 


o  2  ^  t-  +j  o  o 

cS  .  -  O  4)  tlj  C 
C  S  t-  £-  ^  « 


o  o 


o  2  S 


x:  P.  .  o 


Cr  absent : — 
Anthracene  vat 
dyestuff 


Cr  present  in 
ash : — Alizarin 
dyestuff  on  Cr 


No  Ha  S  evolved:— 
Alizarin  dye- 
stuff  on  Al 


2    Indanthrene  blues,  algol  blues. 


Alizarin  blue,  alizarin  cyanines  or 
anthracene  blues  on  Cr  mordant. 


Alizarin  cyanines  or  anthracene  blue.s 
on  Al  mordant. 


HjS  is  evolved 


Colour  changed  to  greenish-yellow, 
which  can  be  diazotised  and  developed 
red  w  itli  /3-naphtliol : — 
Primuline  azo-  colour 


S  Ultramarine. 


Primuline  developed  witli  najohthj'lamine 
ether. 


+3  Q    ]N"o  coloured  vapour.  I 
»   Cr  in  ash  : — Mor-  I 


3.5  aTS^tf  •SWa'a'  dant  thiazine  or 
=  °rf5'^S'a3  \  S.*^  oxazine  (not falling 

^ITS  .tw-^ga  i"«-roup6)  


Brilliant  alizarin  blue,  delphine  blue, 
gallophenine,  &c. 


°-§-i=£  ^-Sl^  >  !^  >v'    Violet  vapours 


^'Z  ?■§ 

o  o  ^  cb;S'^ 


Sja-S  evolved 
»c    I  dyestuff 


Indig'oid 


Indigo  (natural  and  synthetic),  indigo 
MLB,  2B,  4B,  5B,  6B,  and  T,  ciba  blue, 
bromindigo  FB. 


H2S  is  evolved  : — 
Sulphide  dyestuff 


Blues  of  the  immedial,  katigene,  thiogene, 
pyrogene,  sulphur,  &c.,  series. 


O  03  -?  ID 


S.£3  5^ -a 

I  o  o 
■  fi  p. 


The  white  cotton  is  not  j 
stained.    Colour  is  stripped 
by  boiling  pyridine  : — 
Insoluble  azo-  colour 


g    Uianisidine  blue. 


Cr  or  Cu 
present : — Azo- 
direct  dyestuff 
after-treated 


ci    Group  8  coppered  or  chromed. 


No  Cr  or  Cu 
present : — Azo- 
direct  dyestuff 


Blues  of  the  diamine,  benzo,  Congo, 
Columbia,  chlorazol,  dianil,  examine, 
Chicago,  &c.,  series. 
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„  C  -  3  O  3; 


Decolourised  slowly,  j 
Colour  restored  only 
by  persulphate : — •  ' 
Triphenyl-  1 
methane  group  I 


Chrome  blue. 


Decolourised.  Colour 
returns  on  ex- 
posure to  air : — 
Oxazine  group 


=0    GaUocyanine,  celestinc  blue,  prune,  &c. 


5< 


■Op, 

.2  3 


m  o 
■3  ^ 


Decolourised.  Coloiu'  does 
not  return  on  exposure  to 

air,  but  is  restored  by 
persulphate : — Triphenyl- 
methane  group 


Victoria  blue,  night  blue,  turquoise  blue, 
setocyanine,  &c. 


Colour  changes  to  red  just 
before  being  decolourised. 
Colour  returns  violet  or 
blue : — Safranine  azo- 
dyestuff 


Decolourised.  Colour 
returns  on  exposure  to 
,ir: — Azine,  Oxazine,  or 
Thiazine  group 


Indoine  blue,  Janus  blue,  naphthindone 
blue,  diazine  blue,  &c. 


■2  § 

■2  5  I 

=  .1-2.5 

13  P.S'S 


The  extract  is  colourless  and 
remains  so  on  acidification. 
FeCI^  gives  a  blue  precipitate 

The  extract  is  colourless,  but  becomes 
blue  on  acidification.  Transferred 
to  wool,  the  blue  is  decolourised  l)y 
liy(lro3iil])hite  A.  .and  restored  by 
persnlphate : — 
1      Triphenylmethane  group 


Methj'lene  blue,  new  methylene  blue, 
Nile  blue,  Capri  blue,  indazine  blue, 
metaphcnylonc  blue,  Meldola's  blue, 
fast  blue,  cresyl  blue,  rhoduline  blue, 
nitroso-blue,  &c. 

Prussian  blue. 


-     .\lkali  '  or  soluble  bliicM. 
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Keduced  to  yellow,  whicli  is  restored 
by  air  oxidation  : — 
Indigoid  dyestuff 

Keduced  colour  is  blue. 
Green  shade  restored 
by  air 


S  Ciba  green. 


h  c  s 

^5^ 


Keduced  colour  is  dark 
maroon.    Green  shade 
restored  by  air 


Algole  green,  inttanthrene  blue  in 
admixture  with  indanthrene  yellow  or 
with  anthraflavone. 


^.g  >  Keduced  colour  is  brownish- 
5  =4        olive.    H2S  evolved  on 
.S    1  applying  lead  acetate  test 

Colour  of  fibre 
rather  paler,  solu- 
I    tion  brownish- 
'  yellow 

0  S  S'S-a  I  Colour  of  fibre  be- 
I  comes  gray,  solu- 
g:g2  tion  red.  Ni  in  ash 


.1.1 

.as 

^  I* 


Indanthrene  green  or  viridanthrene, 
leucole  dark  green  B. 


Indanthrene  olive  or  olivanthrcne. 


Coeruleine,  anthracene  green. 


Alizarin  green  S  on  Ni  or  Mg  mordant. 


Colour  unafliected. 
2-g  !h"o  I  Solution  colour- 
^!  g-g    I  less.    Cr  in  ash 

Keduced  colour  is  brownish- 
red.    Green  restored  by 
persulphate,  but  not  by  air. 
Boihng  liCl  (1  :  20)  gives 
bright-green  solution 


3    Alizarin  green  S  on  Cr  mordant. 


■a  a    05  iH  (L, 

QJ  H  o  o 

ryj  2,  OJ  pH  rt 

"S  ,?  N  ^ 


No  H.S  is  evolved : 
-  Mordant  oxa- 
zine  (ur  thiazine) 
dye 


Alizarin  viridine,  brilliajit  alizarin  viridino. 


Gallanilic  green,  indalizarhi,  &c. 


H2S  is  evolved  : — 
Sulphide  dyestuff 


El- 


-  ■  'M  9 


dJ  O  4J       f-"  . 


<3>  . 


The  colour  is  changed  to  greenish-yellow, 
not  restored  to  green  by  air,  but  can 
be  diazotised  and  developed  red  with 
^-naphUiolj--PiMniun^  azo-  group 
Not  decolourised. 
Cr  is  present 
in  the  ash  : — 
Mordant  azo- 

 dye  

Colour  destroyed.  | 
Fe  is  present  in  the 
ash  : — Nitroso- 

 group  1 

Cr  or  Cu  present  : 
■ — Azo-  direct 

dyestuff 
after-treated 

Crand  Cii absent: 
—Azo-  direct 
dyestuff 


Greens  of  the  im  medial,  Ijatigene, 
thiogene,  pyrogene,  suljjhur,  and 
thionol  series. 


Primuline  develojaed  with 
a  miuodiphen  jlainine. 


^  Diamond  green,  &c 


Russian  green,  fast  green,  (),  steam  green, 
Alsace  green,  gambines,  dioxine,  &c.' 


Ill  o  S  x: 


U;  o  c3  ECO 


Group  6  cojipered  or  chromed. 


Diamine  green,  benzo  green,  Columbia 
green,  chloramine  green,  &c. 


as  3  c 

acw  K  <-'[ 

5?  O  C3  ' 
■Si  0.2  S; 

.3  ^  I  g  S 


-2  ."5  ^  -lij      I  w  ^-^ 


The  wool  is  not  dyed.  Crin 
ash.  Cotton  decolourised  by 
hydrosulphiteX,the  colour 
not  returning  in  air,  but  re- 
stored by  persulphate: — Tri- 
phenylmethane  group 


Decolom-ised.  Colour  does 
not  return  on  exposure  to 

air,  but  is  restored  by 
persulphate :— Triphe'nyl- 
methane  group 


'1    Chrome  green. 


Brilliant  green,  malachite  green, 
methyl  green,  Victoria  green, 
setoglaucine,  &c. 


3  ago'o  T3.G  -  -     

.aSiropq-^  »S  green  on  exposure  to  air  . 
b8>>o  —Safranine  azo- group 

M^.s'i^  -s  -  -  - 

§a-2a-^'s  '§^  Decolourised.    Colour  re- 
»    1 1;^  turns  on  exposure  to  air : — 
^'Si'Sc.^  Itufq      Azine,  Oxazine,  or 
53  Thiazine  group 

The  colour  is  stripped':— Acid  dyestuff. 
The  colour  transferred  to  wool  is  decolourised 
by  hydrosnlphite  A  and  rostni-ed  bv  per- 
sulphate:—Triphenylmethane  group 


.Janus  green,  diazinc  green,  ifcc. 


Fast  green  M,  methylene  green, 
azine  green,  Capri  green,  &  e. 


Acid  greens. 
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«J3 


O  53 


2^ 


Cr  and  Cu  absent : — 
Anthracene  vat 
dyestuff,  &c. 


Inclanthrene  maroon,  algole  brown, 
leucole  browns,  cibanone  brown,  paramine 
brown  (p-phenylene  diamine  oxidised  on 
fibrel. 


O  <u 


1/3 +i 

O  "  O 


am 


.9<a  « 


Cutch. 


Alizarin  orange  on  Cr  mordant,  alizarin 
or  purpurine  on  Cr. 


HjS  is  evolved  : — 
Sulphide  dyestuff 


Anthragallol,  anthracene  brown, 
^   alizarin  brovra. 


Immedial  cutch,  cross  dye  brown, 
katigene  browns,  pyrogene  browns. 


Decolourised  and  original 
colour  restored  by  air  : — 
Indigoid  group 

g  Helindone  brown  G. 

The  shade  is  changed  to 
greenish-yellow,  which  can  be 
diazotised  and  developed  red 
with  p-naphthol : — Primuline 
azo-  colour 

Primuline  developed  with  metaphenylene 
^  diamine.    Terra-cotta,  &c. 

03-3 


o  » 
■OOP 
£  C  S 

■S'S  ^ 


a  ^  S 

•§  .  e 
8  0.2 


2  cs  o 
.23 


■»  p. 


-O  oj  , 
Q)  O)  03 

§21.9 


.a 

lis 


M  Iron  buff,  khaki  (oxides  of  Cr  and  Fe).' 


Manganese  bronze. 


Paranitraniline  cutch  (para-red  coppered). 


Para-brown  (chrysoidine  and  paranitraniline), 
benzidine  or  toluidine  brown. 


cj  tn 


Cr  or  Cu 
present : — 
Azo-  direct 
dyestuff 
S.j;-«-e  after-treated 

a>Q  0)  g 

S  I  H  *  

■fe  ••   o      Cr  and  Cu 
ooie     absent  : — Azo 
g.gs    [  direct 
^5<«  dyestuff 


Group  3  coppered  or  chromed. 


Browns  of  the  diamine,  benzo,  Congo, 
dianil,  Columbia,  Hessian,  examine,  and 
toluylene  series. 


■S        »  M 


1  p 


^  «  «  s 
c  ir  03  Ei; 


§95 


36 

SS  N 

It 


The  colour  is  stripped  : — Acid  dyestuff. 
Transferred  to  wool,  it  is  permanently 
decolouiiscU  \<y  liyihosulphite  A  : — 
Azo-  group 


Bismarck  brown,  Janus  brown,  &c. 


Fast  brown,  naphthylamine  brown,  acid 
brown,  &c. 
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S  >-  C  3 

O  (D  bo  t-i 
o  "-^ 


Cr  absent : — 
Anthracene 
vat  dyestuff 


Indanthrene  grey  or  melaiithrene. 


Cr  present : — 
Anthracene 
mordant 
dyestuff 


Alizarin  cyaninc  black,  alizarin  blue 
black  B. 


The  reduced  colour  is  brown. 
Only  slowly  and  imperfectly 
restored  to  black  by  air  but 
at  once  by  persulphate.  Cr 
present  in  ash : — Naphtha- 
lene mordant  dyestuff 


S3--  o-S 

^  a  ■  ■  S  =3 

g  o.Sa  N-g 

^       C3  TO  O 
^  0)  t< 


NoH-Sisevolved. 

Fibre  becomes 
reddish-brown  on 

boiling  with 
bleaching  powder 
solution  5°Tw. : — 
An  oxidation 

blaeic 
B.~S  is  evolved. 
Fibre  becomes 
colourless  or  pale 
buil  on  boiling 
with  bleaching 
powder  solution 
5"Tw.:— Sul- 
phide dyestuff 


Decolourised  and  colour  restored 
by  air.   Gives  violet  vapoirrs  on 
heating  in  dry  tube: — 
Indigoid  dyestuff 


Naphthazariue  S,  alizarin  black  S,  ali- 
zarin blue  black  SW,  naphthomelane. 


Aged  aniline  black,  jjrussiate  black,  one 
bath  aniline  black,  steam  aniline  black, 
diphenyl  black- 


Blacks  of  the  inimedial,  katigene,  cross 
dye,  25yrogene,  thiogene,  thionol,  pyrol, 
sulphur,  &c.,  series. 


Ciba  grey  G  and  B. 


3  I  .21 


4)  Ch  ^  ^ 

-r,  73    C3   3   O  p. 

■•-  +^  ,c  -i? 

,  o  !>.  crt  pa 


The  white  cotton  is 
not  stained.  Colour 
is  stripped  by  boiling 
pyridine  : — 
Insoluble  azo- 
colour 


cj    Azoplior  Uack,  &c. 


I  =3  3 
3 -SO 


la 


Cr  or  Cu 
present:— 
Azo-  direct 
dyestuff 
after- 
treated 


Group  7  coppered  or  chromed. 


Cr  and  Cu 
absent : — ■  : 
Azo-  direct : 
dyestuff 


Blacks  of  the  diamine,  oxydiamine, 
benzo,  Columbia,  dianil,  Pluto,  &c.,  series 
Also  diamiiiogen,  diazo  blacks,  &c. 
(developed  or  coupled). 


Colour  becomes  red 
just  before  being  de- 
colourised. Violet 
or  violet  blue  colour 
returns  in  air : — 
Safranine  azo- 
group 


to    Janus  black,  Janus  gi'ey,  diazine  grey. 


Decolourised. 
Colour  returns  on 
exposure  to  air : — 
Azine,  Oxazine,  or 
Thiazine  group 


Methylene  grey,  new  methylene  grey, 
new  fast  grey,  nigrisine,  &c. 


Solution  red.  Cr  in  ash  I 


Logwood  black  on  chrome  mordant,  noir 
reduit. 


Solution  orange.   Fe  in  ash      m    Logwood  black  on  iron  mordant. 


Fibre  and  solution  colourless    i  -m    Tannato  of  iron. 


The  colour  is  stripped : — Acid  dyestuff. 
The  dycstuif  transferred  to  wool  and 
boiled  with  hydrosulphitn  A  is  permanently 
decolourised ; — Azo-  group 


Naphthol  blacks,  nai)htliylauiine 
blacks,  Palatine  black,  &c. 
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DYER'S  BROOM.  Genista  tinctoria  (Linn.) 
(Dtjer^s  broom.  Dyer's  greeniveed ;  Oenet,  Gene- 
slrole,  Trentanel,  Fr.  ;  Ginster,  Ger.)  is  found  in 
the  pastures,  thickets,  and  waste  places  through- 
out Central  and  Southern  Europe,  across  Russian 
Asia  to  the  Baikal,  and  northward  to  Southern 
Sweden.  It  is  frequent  in  the  greater  part  of 
England,  but  rare  in  Ireland  and  Scotland. 
The  fact  that  it  contains  a  yeUow  colouring 
matter  is  recorded  by  numerous  writers,  and 
the  following  embody  the  principal  references  to 
the  dyeing  and  general  properties  of  the  plant  : 
Bancroft  (PhUosophv  of  Permanent  Colours, 
1813,  2,  108) ;  Gmelin  (Handbook  of  Chemistry, 
10,  517) ;  Berthollet  (On  Dyeing,  1824,  2,  242)  ; 
CJonfreville  (Art  de  la  Teinture  de  Laines,  501) ; 
Leuchs  (Farben  u.  Farbekunde,  1846,  2,  309),  and 
Schiitzenberger  (Traite  de  Matibres  Colorantes, 
1867,  4,  422). 

To  isolate  the  colouring  matters,  a  hot 
aqueous  extract  of  the  plant  is  treated  with 
lead  acetate  solution,  and  the  pale-yeUow 
viscous  precipitate  is  collected  and  decom- 
posed by  means  of  boiling  clLLute  sulphuric  acid. 
The  clear  liquid  decanted  from  the  lead  sulphate 
deposits  on  cooling  a  duU-yeUoAV  powder ; 
this  is  filtered  off,  dissolved  in  a  little  alcohol, 
and  the  solution  poured  into  a  large  volume 
of  ether,  causing  the  separation  of  a  dark- 
coloured  resinous  impurity.  The  clear  Liquid 
is  evaporated,  yielding  a  yellow  crystaUine 
residue,  which  consists  of  two  substances. 
To  separate  these  advantage  is  taken  of  the 
fact  that,  with  sulphuric  acid  in  the  presence 
of  acetic  acid,  one  only  of  these  compounds 
gives  an  insoluble  sulphate.  This  is  col- 
lected and  decomposed  with  water  and  the 
product  crystallised  from  dUute  alcohol.  It  is 
obtained  as  yellow  needles,  and  was  found  to  be 
identical  wth  the  luteolin  of  weld.  (Reseda  luteola) 
(Perkin  and  Newbury,  Chem.  Soc.  Trans.  1899, 
75,  830). 

Genistein  CjiH^oOj,  the  second  colouring 
matter  of  dyer's  broom,  is  present  in  the  mother 
liquors  obtained  during  the  purification  of  the 
luteolin,  and  also  in  considerable  quantity  in  the 
filtrate  from  the  lead  precipitate,  from  which 
it  is  most  readily  isolated.  To  the  boiling  liquid 
ammonia  is  added,  causing  the  separation  of  a 
lemon-yeUow  precipitate,  which  is  collected  and 
decomposed  with  boUiug  dilute  sulphuric  acid. 
The  clear  liquid  is  extracted  with  ether,  and 
the  extract  evaporated,  leaving  a  brownish 
crystalline  mass.  It  is  purified  by  crystallisa- 
tion from  acetic  acid,  and  by  conversion  into 
the  acetyl  derivative. 

Genistein  crystallises  in  long  colourless 
needles  ;  m.p.  291°-293°  (Perkin  and  Horsfall, 
Chem.  Soc.  Trans.  1900,  77,  1312) ;  soluble  in 
alkalis  with  a  pale-yellow  colouration.  Alcoholic 
ferric  chloride  gives  a  dull-red  violet  colouration, 
and  alcoholic'  basic  lead  acetate  a  lemon-yeUow 
precipitate. 

Triacetylgenislein  CjiH, 05(021130)3,  colour- 
less needles,  m.p.  197°-201° ;  and  tetrabrom- 
genistein  Ci4HjBr405,  colourless  needles,  m.p. 
above  290°,  have  been  described. 

On  digestion  with  boiling  50  p.c.  potassium 
hydroxide,  genistein  gives  phloroglvcinol  and 
p-hydroxyphenylacetic  acid. 

By  methylation  with  methyl  iodide  in 
the  usual    manner,  genistein  dimethyl  ether 


and  methylgenistem  dimethyl  ether  are  pro- 
duced. 

Genistein  dimethyl  ether  C]4H503(OCH3)2, 
forms  colourless  leaflets,  melts  at  137°-139°,  and 
gives  the  monacetyl  compound, 

C,4H;03(C2H30)(OCH3),, 
in  minute  colourless  needles,  m.p.  202°-204°. 
When  decomposed  \vith  alcoholic  potash,  it  forms 
methoxyphenylacetic  acid  and  phloroglucinol- 
monomethyl  ether  (identified  by  means  of  its 
disazobenzene  derivative). 

Methylgenistein  dimethyl  ether 

CH3-Ci4H,0;(OCH3)2, 
melts  at  202°  ;  and  the  acetyl  derivative 
CH3-Ci4He03(C2H30)(OCH3), 
forms  colourless  needles,  m.p.  212-214°.  With 
alcoholic  potash,  methoxyphenylacetic  acid  and 
probably   meihylphloroglucinolmonomethyl  ether 
are  obtained. 

Genistein  diethyl  ether  Ci4Hg03(OC2H5),, 
forms  colourless  needles,  m.p.  132°-134° ; 
whereas  acetylgenistein  diethyl  ether 

melts  at  168°-170°.  Alcoholic  potash  gives  ji- 
ethoxyphenylacetic  acid. 

According  to  Perkin  and  Horsfall,  genistein 
is  most  probably  a  trihydroxyphenyllcetocumaran 

0H/y0\cH_/-\0H 
OH 

Genistein  is  a  feeble  colouring  matter,  and 
upon  woollen  cloth  gives,  with  chromium  mor- 
dant, a  pale  greenish-yellow;  with  aluminium 
mordant,  a  very  pale-yeUow ;  and  with  iron 
mordant,  a  chocolate-brown  shade. 

Dyeing  properties  of  dyer's  broom. — In  this 
respect  there  is  a  close  resemblance  between 
dyer's  broom  and  weld.  The  dyeing  power  of 
the  former  is  distinctly  the  weaker  of  the  two ; 
otherwise  the  only  point  of  difference  worthy  of 
mention  is  that  shown  by  the  iron  mordant, 
which,  in  the  case  of  dyer's  broom,  gives  a  duller 
and  more  drab-coloured  shade.  A.  G.  P. 

DYNAMAGNITE,  DYNAMITE  t;.  Explosives. 

DYSCRASITE.  Silver  antimonide  [v.  Anti- 
mony). 

DYSODILE.  A  soft  laminated  carbonaceous 
substance  of  a  yeUowish-grey  or  green  colour, 
burning  with  a  luminous  flame,  and  a  smell 
resembling  that  of  burning  caoutchouc.  Found 
in  Sicily  and  in  Bavaria  (Fricklinger,  Jahrb. 
Min.  1875,  760  ;  also  Church,  Chem.  News,  34, 
155  ;  Potonie',  Chem.  Zentr.  1907,  ii.  555). 

DYSPROSIUM.  Sym.  Dy.  At.  \w%.  162-5. 
(Urbain  and  Demenitroux,  Compt.  rend.  1906, 
143,  598;  Hinrichs,  ibid.  1143.)  From  erbia— 
one  of  the  fractions  obtained  from  ytterbite — 
Cleve  separated  an  earth  which  he  called  'holraia' ; 
and  from  this  material  Lecoq  do  Boisbaudran 
isolated  a  simpler  constituent,  dysjirosia, 
characterised  by  a  well-marked  absorption 
spectrum  showing  bands  in  the  ultra-violet  as 
well  as  in  the  visible  region  of  the  spectrum 
(Compt.  rend.  1886,  102,  100).  This  oxide,  one 
of  the  most  basic  constituents  of  holmia,  was 
concentrated  by  precipitations  wth  potassium 
sulphate  and  ammonia.  Further  fractionation 
of  the  nitrates  and  double  nitrates  gave  a  product 
rich  in  terbium  and  dysprosium  (Urbain,  Compt. 
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rend.  1904,  130,  736;  1905,  141,  621).  The 
latter  is  separated  from  terbium  by  fractional 
crystallisation  of  the  ethyl  sulphates,  terbium 
and  yttrium  being  concentrated  in  the  least 
soluble  fraction,  whilst  dysprosium  accumulates 
in  the  middle  fraction  (LTrbaiii,  Ann.  Chim.  Phys. 
1900,  [7]  19,  184;  Compt.  rend.  1906,  142, 
785). 

Dysprosium  is  separated  from  yttrium  by 
crystallisation  of  the  nitrate  Avith  the  addition 
of  bismuth  nitrate. 

Dysprosium  forms  a  white  oxide  DyoOj,  but 
no  peroxide.  Its  salts  have  a  faint  greenish- 
vellow  tint  :  chloride  DyCla.OHoO  ;  nitrate 
iDy(N03)3,6H20,  melting  at  88°  in"  its  water  of 


orystallisation,  very  similar  to  bismuth  nitrate 
(Urbain  and  Jantsch,  Compt.  rend.  1908,  146, 
127);  sulphate  Dy2(S04)3,8H.,0.  brilliant 
yellowish  crystals,  stable  at  110°,  and  com- 
pletely dehydrated  at  360°.  For  other  salts,  v. 
Jantsch  and  Ohl  Ber.  1911,  44,  1274. 

Dysprosium  stands  first  in  the  list  of  para- 
magnetic elements,  its  oxide  DyaOj  being  12-8 
times  more  magnetic  than  ferric  oxide.  The 
high  values  for  the  magnetic  susceptibility  of 
the  rare  earths  (yttria.  erbia,  &c.)  fractionated 
by  Cleve  and  Nilson  are  probably  due  to  the 
presence  of  dysprosium  (Urbain,  Compt.  rend. 
1008,  146,  922). 

G.  T.  M. 
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EARTHNUT  OIL  v.  Abachis  oil. 

EAU  DE  COLOGNE  v.  Perfumes. 

EAU  DE  JAVELLE.  Solution  of  sodium 
hypochlorite  (v.  Blench  liquor,  art.  Chlobine). 

EAU  DE  LUCE.  Aqua  lucice.  A  milky 
liquid  containing  oil  of  amber,  alcohol,  and  am- 
monia (v.  Amber,  Oil  of). 

EBONITE.      Sulphurised     caoutchouc  {v. 

RUBBEB). 

EBULLIOSCOPE.  An  in.strument  for  deter- 
mming  the  strength  of  spirits  of  wine  by  means 
of  its  l)oiling-point. 

ECBOLINE  v.  Ergot  of  rye. 

ECGONINE  V.  Vegeto-alkaloids. 

ECHITAMINE,  ECHITENINE  v.  Dita  bark. 

E.  C.  POWDER  V.  Explosives. 

EDESTIN.  a  crystalline  proteid  substance 
found  in  the  seeds  of  hemp,  sunflower,  and 
castor- bean,  capable  of  uniting  with  acids  to 
form  salts  (Osborne,  J.  Amer.  Chem.  Soc.  24,  39). 

EDIBLE  OILS  AND  FATS.  Under  this  term 
are  comprised  those  oUs  and  fats  which  serve 
as  food.  Most  of  the  edible  oils  and  fats,  such 
as  olive  oil,  cod  liver  oil,  suet,  lard,  butter-fat, 
cacao  butter,  goose  fat,  &c.,  are  immediately  fit 
for  consumption,  if  '  rendered  '  with  sufficient 
care.  Hence  they  rarely  need  undergo  a 
process  of  technical  purification,  except  simple 
liltration,  before  they  are  placed  on  the  market. 
'I'his  apjilies,  however,  only  to  the  freshly 
('  first ')  rendered  jjroducts,  as  contact  with 
putrescible  organic  matter  rapidly  causes 
hydrolysis  of  the  oils  and  fats,  so  that,  e.g.,  lard 
or  olive  oil  which  has  been  allowed  to  remain  in 
contact  for  some  little  time  with  the  organic 
tissues  from  which  they  have  been  derived, 
readily  become  rancid,  and  therefore  unfit  for 
food  in  their  original  state.  This  applies  with 
especial  force  to  cod  liver  oil. 

The  large  demand  made  on  the  market  by 
the  rapidly  growing  consumption  of  oils  and 
fats  has,  however,  led  to  the  employment  of 
second  and  even  third  '  renderings,'  in  the  case 
of  animal  fats,  and  second  or  third  '  expres- 
sions '  in  the  case  of  vegetable  oils  and  fats. 
Such  products  contain,  as  a  rule,  notable  amounts 
of  free  fatty  acids,  and  small  quantities  of 
extractive  substances,  all  of  which  must  be 


removed  before  the  oils  and  fats  become  suitable 
for  food  purposes.  The  processes  applied  to 
the  purification  and  decolourisation  are  treated 
as  deep  secrets.  It  may,  however,  be  stated 
that  most  of  the  processes  are  based  on  physical 
methods  of  refining  (see  Oils  and  fats). 

Chemicals  involving  the  use  of  mineral  acids 
must  lie  altogether  excluded  from  the  purview 
of  the  refiner,  since  the  mineral  acids,  however 
carefully  they  may  be  removed  by  subsequent 
washing,  impart  an  objectionable  flavour  to  the 
products,  thus  rendering  them  useless  for 
edible  purposes.  Alkalis  or  alkaline  earths  are 
not  so  objectionable,  and  are,  therefore,  used 
commercially  for  the  removal  of  free  fatty  acids. 
(A  notable  example  of  this  kind  is  furnished  by 
the  usual  method  of  refining  cotton-seed  oil.) 
The  alkalis  and  alkaline  salts  chiefly  cniployetl 
in  practice  are  caustic  soda,  sodium  carbonate, 
lime,  and  magnesia.  Baryta  has  also  been 
proposed  (and  patented),  but  its  iioisonous 
properties  would  prohibit  its  use. 

Whereas  all  animal  oils  and  fats,  when 
freslily  prepared,  are  suitable  for  food,  this  holds 
good  only  in  a  somewhat  restricted  sense  of 
vegetable  oils  and  fats.  If  the  vegetable  oils 
and  fats  are  free  from  objectionable  substances 
they  may  hold  in  solution  or  may  have  dissolved 
from  the  vegetable  matter  from  which  they  have 
been  obtained  by  expression  or  boiling  out, 
then  they  are  suitable  for  edible  purposes,  ancl 
are  so  used  to  a  very  considerable  extent. 

We  kno\\',  however,  a  number  of  oils  which 
contain  non-fatty  toxic  or  injurious  substances, 
such  as  tung  oil,  calophyllum  oil,  curcas  oil, 
croton  oil.  In  the  case  of  castor  oil,  the  fatty 
acids  themselves  are  injurious  to  health  ;  hence 
castor  oil  is  unusable  as  a  foodstuff.  Experience 
has  also  shown  that  the  fats  belonging  to  the 
Chaidmoogra  group  are  injurious  to  health. 
All  these  oils  must,  therefore,  be  excluded  from 
the  list  of  edible  oils. 

With  regard  to  the  palatableness  of  the  edible 
oils  and  fats,  much  depends  on  the  demand 
made  in  that  respect  by  the  population  of  the 
various  countries  of  the  world.  Thus,  whereas 
rape  oil  and  linseed  oil  find  a  ready  market  for 
edible  purposes  in  Intlia,  these  oils  are  at  i>resent 
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used  in  exceptional  cases  only  as  table  oils  in 
Western  Europe.  They  are  replaced  in  richer 
countries  by  cotton-seed  oil,  sesame  oil,  arachis 
oU,  poppy-seed  oil,  and  olive  oil.  The  increased 
consumption  of  the  available  edible  oils  and 
fats  has  created,  during  the  last  decade,  a  new 
and  growing  industry. 

Amongst  the  most  important  developments 
in  this  industry  is  the  preparation  of  cocoa-nut 
oil  and  palm-kernel  oils  for  edible  purposes 
{.see  Cocoa-nut  oil  and  Paim-keenel  oil). 
Mixtures  of  several  edible  oils  are  now  largely 
prepared  as  '  table  oUs  '  to  replace  olive  oil. 
Amongst  these  substitutes  the  most  important 
are  :  arachis  oU,  sesam6  oil,  cotton-seed  oil, 
and  to  some  extent  also  soya -bean  oil.  Mixtures 
of  edible  vegetable  and  animal  oils  and  fats  are 
chiefly  represented  by  the  '  suet  substitutes,' 
which  are  prepared  by  mixing  tallow  with  cotton- 
seed oil,  and  by  '  lard  substitutes,'  which 
represent  a  mixture  of  animal  fats  with  cotton- 
seed oil,  maize  oil,  &c.  Up  to  recently,  '  com- 
pound lard '  contained  frequently  no  lard 
whatever,  but,  according  to  recent  legislation 
in  the  United  States,  '  lard  compounds  '  or 
'  lard  substitutes  '  must  contain  at  least  50  p.c. 
of  lard  (see  Laed  substitutes). 

The  manufacture  and  sale  of  edible  oUs  and 
fats  has  assumed  such  considerable  importance 
that  legislation  has  stepped  in  to  protect  the 
public  against  fraudulent  practices  both  as  regards 
the  commercial  description  of  a  '  blended  '  fat 
and  the  absence  of  injurious  substances  (see 
Maegaeinb).  J.  L. 

EDULCORATION.  The  act  of  washing  in- 
soluble matter  so  as  to  remove  any  soluble 
impurity. 

EFFLORESCENCE.  This  term  is  applied  to 
two  or  three  different  phenomena,  characterised 
by  the  formation  of  a  loose  pulverulent  deposit 
on  the  surface  of  a  soUd  body. 

1.  Crystallised  salts  arc  said  to  effloresce 
when  they  lose  their  water  of  crystallisation  and 
fall  to  powder,  e.g.  normal  sodium  carbonate. 

2.  The  formation  of  a  pulverulent  crystalline 
deposit  on  the  surface  of  a  porous  body,  in  con- 
sequence of  the  crystallisation  of  a  salt  existing 
in  solution  mthin  its  pores,  or  formed  from 
materials  existing  therein,  is  also  called  efflo- 
rescence ;  e.g.  the  crystallisation  of  potassium 
nitrate  on  the  surface  of  the  earth  or  in  caves, 
as  in  India,  or  on  saltpetre  plantations  ;  of  sodium 
sulphate  and  carbonate  on  walls  :  of  alum  on 
alum-slate  ;  of  ferrous  sulphate  on  iron  pyrites, 
&c.  In  all  these  cases  the  solution  of  the  salt 
is  drawn  by  capillary  action  to  the  surface  of  the 
soUd  body,  and  there  crystallises  in  consequence 
of  the  evaporation  of  the  water. 

3.  The  term  '  efflorescence  '  is  likewise  applied 
to  the  effect  which  sometimes  takes  place  when 
a  saline  solution  is  left  to  evaporate  slowly  in  an 
open  vessel.  The  solid  salt  separates  in  den- 
dritic crystals  just  where  the  surface  of  the  liquid 
touches  the  side  of  the  vessel,  and  the  solution, 
rising  by  capillarity  between  these  crystals,  forms 
a  fresh  crystallisation  just  above  the  first  layer  ; 
and  this  process  is  continually  repeated  tiU  the 
crystallisation  thus  formed  extends  over  the  edge 
of  the  vessel,  and  sometimes  dovm  to  the  table 
on  which  it  stands.  Sal-ammoniac  and  other 
ammonia  salts  often  efBoresce  in  this  manner. 
'I'hi-  effect  may      prevented  to  a  certain  extent 


by  greasing  the  edge  of  the  vessel,  or  better,  by 
quickly  boiling  the  solution,  or  evaporating  it 
by  heat  from  above. 

EGG.  The  egg  of  the  common  fowl,  Gallus 
Banhiva,  consists  of  four  principal  parts  :  the 
shell ;  the  white ;  the  yolk  or  vitellum ;  the  white 
yolk  or  germinal  cell ;  and  the  membranes 
separating  these  parts.  The  usual  weight  of 
an  egg  is  40-60  grams  ;  of  this  the  shell  and 
sheU  membrane  form  .5-8  grams ;  the  yolk, 
12-18  grams  ;  and  the  white,  23-34  grams. 


The  shell  has  the  composition  : 

Calcium  carbonate    .        .        .  89-6  p.c. 

Phosphates  of  lime  and  magnesia  5-7  „ 

Organic  matter  and  sulphur      .  4-7  „ 


The  colouring  matter  of  egg-shells  is  a  bile 
pigment  (Liebermann,  Ber.  11,  606). 

The  shell  membrane  or  membrana  putaminis 
separating  the  white  from  the  shell  is  double, 
the  two  parts  being  in  contact  over  the  greater 
part  of  the  inner  surface  of  the  shell,  but 
separated  by  an  air-space  at  the  broad  end  of 
the  egg.  These  membranes  are  composed  of  a 
proteid  substance  aUied  to  keratin  (Liebermann). 

Abderhalden  and  Strauss  have  examined  the 
products  of  hydrolysis  of  ovokeraiin,  and  find 
them  to  be,  from  100  grams  of  substance : 

3-  9  grams  glycine;  3-5  grams  alanine;  1-1 
gram  amino- valeric  acid;   7-4  grams  leucine; 

4-  0  grams  proline;  8-1  grams  glutamic  acid; 
and  1-1  gram  aspartic  acid  (Zeitsch.  physiol. 
Chem.  1906,  48,  630). 

The  white  is  a  faintly  yellow  albuminous 
fluid  enclosed  in  large  cells  of  thin  membrane. 
The  fluid  has  sp.gr.  1  -045,  and  is  reaUy  mobile, 
though  it  appears  viscous  because  of  its  confine- 
ment by  the  cell  walls.  It  has  an  alkaline 
reaction.    The  constituents  are  : 

Water  ....    85-88  p.c. 

Proteid  bodies       .        .        .    10-13  „ 

Salts  0-7  „ 

Fermentable  sugars        .        .        0*6  ,, 
with  traces  of  fats,  soaps,  lecithin,  and  choles- 
terol.   Salkowski  states  that  the  fermentable 
sugar  is  glucose  (Chem.  Soc.  Abstr.  1894,  i.  214). 

The  protein  substances  of  egg  white  are  all 
gluco-proteids,  and  in  their  solution  and  pre- 
cipitation properties  are  similar  to  globulins, 
albumins,  or  proteoses  (v.  art.  Pboteins). 

Ovoglobulin  separates  from  egg  white  partly 
on  dilution  with  water,  and  completely  if  the 
solution  be  saturated  with  magnesium  sulphate 
or  ammonium  sulphate.  By  repeated  solution 
in  water  and  reprecipitation,  part  becomes 
insoluble  (Langstein,  Hofmeister's  Beitrage,  1), 
and  it  is  probably  a  mixture  of  several  globulins 
(Corin  and  Berard,  Bull.  Acad.  Belg.  [3],  15, 
643).  The  globulins  form  about  6-7  p.c.  of  the 
total  proteids  of  egg  white  (Dillncr,  Hammar- 
stein's  Text-book  Physiol.  Chem.  430). 

Ovalbumin  is  the  chief  proteid  constituent  of 
egg-white.  It  is  obtained  crystalline  by  pre- 
cipitating the  globulins  with  ammonium  sulphate, 
as  above,  and  allowing  the  filtrate  to  evaporate. 
(For  details  of  methods,  see  Hofmeister,  Zeitscl). 
physiol.  Chem.  16,  187  ;  Osborne  and  Campbell, 
J.  Amer.  Chem.  Soc.  1900,  22,  422;  Ro.sen- 
krantz,  J.  Pvuss.  Phys.  Chem.  Soc.  1906,  38,  2  ; 
and  Mayer,  Compt.  rend.  1906,  143,  51.5.) 

Pure  ovalbumin  crystallises  in  large,  well- 
I  formed  needles.    A  2-5  p.c.  solution  in  water 
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becomes  turbid  at.  GO",  ami  at  04°  yieldi  a 
flocculent  coaguhiin.  The  addition  of  sodium 
chloride  to  the  solution  raises  the  temperature 
of  coagulation  (Osborne  and  Campbell,  I.e.  ; 
Starke,  Pfluger's  Archiv.  12,  18). 
The  comijosition  of  ovalbumin  is  : 
C  H  N  S         P  0 

52-75     7-10     15-51      1-62      0-12     22-90  p. c. 

(Osborne  and  Campbell,  I.e.  441  ;  in  agreement 
with  Hopkins,  J.  Physiol.  25,  306  ;  and  Ham- 
marsten,  Zeitsch.  physiol.  Chem.  9,  304). 

Many  attempts  have  been  made  to  assign  a 
formula  to  ovalbumin.  Latham  (Biocheni.  J. 
1908,  3,  207  et  seq)  gives  it  a  molecular  weight  of 
5473,  and  the  formula  C24oH3g,N550,5S3,  but 
this  must  be  regarded  as  an  approximation 
only. 

It  has  been  characterised  by  determming 
the  various  amino-  acids  yielded  on  hydrolysis 
with  hydrochloric  acid  of  sp.gr.  1-19  {v.  art.  Pro- 
teins). 100  grams  ovalbumin  yield  :  alanine, 
2-1  grams ;  leucine,  20-0  grams ;  phenyl- 
alanine, 4-4  grams;  tyrosine,  1-1  gram; 
cystine,  0-3  gram  ;  proline,  2-3  grams  ;  aspartic 
acid,  1-5  grams;  and  glutamic  acid,  8-0  grams 
( Abderhalden  and  Pregl,  Zeitsch.  phj-siol.  Chem. 
1905,  46,  24 ;  Osborne,  Jones,  and  Leaven- 
worth, Amer.  J.  Physiol.  1909,  24,  252  ;  Levene 
and  Beatty,  Biochem.  Zeitsch.  1907,  4,  305). 

The  specific  rotation  of  pure  albumin  is 
given  as  -31°  (Willcock,  J.  Physiol.  1908,  37, 
27),  —30-70°  (Hopkins,  ibid.  25,  306),  and 
—29-31°  (Osborne  and  Campbell,  I.e.). 

The  precipitation  of  albumin  by  acids  and 
salts  is  a  completely  reversible  reaction  (Galeotti, 
Zeitsch.  physiol.  Chem.  1905,  44,  461),  and 
foUows  the  law  of  mass  action  (Ostwald,  Chem. 
Soc.  Abstr.  1908,  i.  375  ;  Gerrini,  Zeitsch. 
physiol.  Chem.  1906,  47,  287). 

Conalbumin.  Only  about  one-half  of  the 
proteid  of  egg  white  can  be  obtained  as  crystal- 
lised ovalbumin  ;  the  other  fractions  have  a 
higher  rotation  and  sulphur  content.  By  heating 
these  fractions  at  65°,  eonalhumin  is  obtained  as 
a  coagulum,  which,  when  dried  at  110°,  has  the 
following  composition  : — 

C  H  N  S  0 

52-25      6-99      16-11      1-70      22-95  p.c. 

Its  specific  rotation  is  about  —36°  (Osborne 
and  Campbell,  I.e.  ;  Panormofi,  Chem.  Zentr. 
1898,  11,  487). 

Ovomucoid  is  found  in  the  residue  after  all 
prot^ds  coagulated  by  heat  have  been  removed 
from  egg  white  (Neumeister,  Zeitsch.  Biol.  1890, 
27,  369  ;  Morner,  Zeitsch.  physiol.  Chem.  1893, 
18,  525).  It  forms  about  1?)  p.c.  of  the  proteids 
of  egg  white.  It  is  not  precipitated  from  solu- 
tion by  mineral  acids  or  organic  acids  (except 
phosphotungstic  and  tannic  acids)  or  by  metallic 
salts. 

The  inorganic  constituents  of  egg-white  in 
1000  parts  '  are  :  Potash,  276-285  parts; 
soda,  235-329  parts;  lime,  18-29  parts; 
magnesia,  16-32  parts;  iron  oxide,  4-4-5-5 
parts ;  chlorine,  238-205  parts  ;  phosphoric 
acid,  32—48  parts  ;  sulphuric  acid,  13-26  parts  ; 
silica,  3-20  parts  ;  carbon  dioxide,  97-116  parts 
(Poleck  and  Weber,  Hammarsten's  Physiol. 
Chem.  1904,  432).  Traces  of  fluorine  have  | 
also  been  found  (Nickle's,  Compt.  rend.  43,  i 
885).  I 


The  yolk  or  yellow  is  contained  within  a 
membrane  composed  of  a  proteid  allied  to 
keratin  (Liebermann,  Pfluger's  Archiv.  43).  It 
is  a  viscous,  opaque,  yellow,  alkaline  emulsion 
having  a  mild  taste,  and  consists  chiefly  of 
water,  fats,  and  colouring  matter,  together  with 
vitellin,  lecithin,  cholesterol,  &c.  MiiUer  and 
Masuyama  (Zeitsch.  f.  Biol.  1900,  39,  542)  have 
found  a  diastatic  enzyme  m  the  yolk  ;  and  the 
presence  of  purine  bases  has  been  detected  by 
Mesernitzki  (Biochem.  Zentr.  1,  739). 

1000  i^ATts  of  the  yolk  contain  approxi- 
mately:  water,  480  parts;  fats,  228-4  parts; 
proteid  (vitellin),  156-3  parts;  lecithin,  107-2 
parts  ;  cholesterol,  17-5  partes  ;  insoluble  salts, 
6-12  jjarts  ;  soluble  salts,  3-53  parts. 

According  to  Poleck,  the  ash  of  yolk  of  eggs 
contains,  in  1000  part*  :  soda,  51 -2-65 -7  parts  ; 
potash,  80-5-89-3  parts ;  hme,  122-1-132-1 
parts;  magnesia,  20-7-21 -1  parts;  iron  oxide, 
11-9-14-5  parts;  pho.sphoric  acid,  638-1-667-0 
parts  ;  sUicic  acid,  5-5-14-0  parts. 

The  fat  forms  about  30  p.c.  of  the  yolk,  and 
may  be  extracted  -with  ether.  It  is  a  mixture 
of  solid  and  liquid  fat,  and  contains  0-6  p.c. 
phosphorus,  equivalent  to  15-04  p.c.  lecithin; 
61-5  p.c.  of  neutral  fat;  and  23-2  p.c.  free  acids. 
The  neutral  fat  contains  glj'cerol  and  aciil  in 
such  proportions  as  prove  it  to  consist  of 
triglycerides  only  (Thorpe,  Arch.  Nede'r.  Sci.  Exact. 
Nat.  1901,  6,  155),  On  .sai^onification  it  yields 
40  p.c.  oleic  acid;  38-04  p.c.  palmitic  acid;  and 
15-21  p.c.  stearic  acid  (Paladino,  Biochem. 
Zeitsch.  1909,  17,  356). 

Barbieri,  by  extracting  yolks  with  carbon 
disulphide,  obtained  tristearin  and  triolein 
(Compt.  rend.  1907, 145,  133),  besides  cholesterol; 
while  MacLeanhas  isolated  pure  tripalmitin  from 
egg-fat  (Biochem.  J.  1909,  4,  168). 

Berthelot  and  Andre  have  determined  the 
heat  of  combustion  of  egg  yolk  to  he  8124 
calories  per  gram,  as  compared  vntla  aljout 
5000  calories  per  gram  for  most  other  con- 
stituents of  foodstufi's  (Compt.  rend.  110,  925). 

Lutein,  the  colouring  matter,  is  a  mixture  of 
two  substances:  vitellohdein,  which  is  yellow, 
and  soluble  in  petroleum  ;  and  vUelloruhrin,  a 
red  body,  soluble  in  carbon  disulphide  (Maly, 
Chem.  Zentr.  1881,  485).  The  mixture  is  an 
orange-red  amorphous  substance,  which  is  not 
afiected  by  alkalis,  and  can,  therefore,  be  isolated 
by  hydrolysing  the  fats.  It  has  been  suggested 
that  the  characteristic  spectroscoisic  behaviour 
of  the  lutein  should  be  used  to  judge  the  jjurity 
of  commercial  dried  egg  yolk  (Lewin,  Miethe,  and 
Stenger,  Pfluger's  Ai-chiv.  1908,  124,  585). 

Lecithin  is  present  both  free  and  in  combina- 
tion with  proteid  (Manasse,  Biochem.  Zeitsch. 
1906,  1,  246),  and  may  be  obtained  by  extracting 
yolks  repeatedly  with  alcohol,  distillmg  off  the 
alcohol  from  the  uni'.ed  extracts  under  reduced 
pressure,  adding  ether  to  the  syrupy  product, 
and  finally  precipitating  with  acetone  (Roaf  and 
Edie.  Chem.  Soc.  Abstr.  1905.  ii.  364). 

Phosphorus  is  present  in  the  yolk,  chiefly  as 
lecithin  and  lecithin  phosphoric  acid,  and  it  has 
been  suggested  that  egg  yolk  could  be  estimated 
by  igniting  with  a  little  sodium  carbonate  and 
nitre,  and  estimating  the  phosphoric  acid  in  the 
residue.  1-129  gram  of  phosphoric  acid  repre- 
sents 100  grams'  of  yolks  (Bein,  Ber.  23,  423). 
The  addition  of  alkali  is  necessary  to  prevent 
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loss  of  phosphoric  acid  during  ignition  (Jucke- 
nack,  Zeitsch.  Nahr.  Genussin.  1899,  905). 

Cholesterol  occurs  in  the  yolk  to  the  extent 
of  about  1  p.c.  (Juckenack,  I.e. ;  Bonecko,  Bied. 
Zontr.  1881,  568). 

Vitellin,  the  proteid  constituent  of  the  yolk, 
is  separated  by  mixing  the  yolks  with  brine,  in 
which  the  proteid  is  soluble,  and  extracting  the 
fat,  &c.,  with  ether.  It  has  the  properties  of  a 
globulin,  and,  on  dialysis  or  dilution  of  the 
solution,  is  precipitated  as  a  white  granular 
substance.    A  solution  coagulates  at  70°-75°. 

Vitellin  thus  obtained  is  a  mixture  of  com- 
pounds of  protein  matter  with  lecithin,  contain- 
ing from  15-30  p.c.  of  the  latter,  called  lecithin- 
nucleovitellins.  The  lecithin  thus  combined  is 
not  removed  by  ether,  but  is  completely  removed 
by  alcohol,  leaving  an  insoluble  proteid,  nucleo- 
vitellin,  of  constant  composition,  which,  on 
digesting  with  pepsin,  yields  paranuclein. 

It  is  probable  that  aU  these  proteids  are 
compounds  of  viteUin  with  phosphoric  acid 
H3PO,,  or  some  very  simple  organo-phosphorie 
acid.  The  composition  of  vitellin,  free  from 
phosphoric  acid,  is  : 

C  H  N  S  0 

52-71      7-46      16-C4      1-05      22-14  p.c. 
(Osborne  and  Campbell,  J.  Amer.  Chem.  Soc. 
J  900,  22,  413). 

Plimmer  states  that  another  distinct  proteid 
'  livetin,'  can  be  obtained  from  the  yolk  (Chem. 
Soc.  Trans.  1908,  1500). 

The  germinal  vesicle,  or  white  yolk,  forms  a 
layer  between  the  yolk  and  the  yolk  membrane, 
with  a  process  extending  to  the  centre  of  the 
j'olk.  It  is  enclosed  in  a  membrane,  and  con- 
tains proteids,  lecithin,  and  a  nuelein  rich  in 
phosphorus  (Meischer,  Chem.  Soc.  Trans.  1871, 
24,  746). 

The  space  between  the  shell  membranes  at 
the  broad  end  of  the  egg  contains  a  mixtare  of 
ox3gen,  nitrogen,  and  carbon  dioxide,  richer 
in  oxygen  than  the  surrounding  air  (Hufner, 
Du  Bois  Reymond's  Archiv.  de  Physiol.  1892, 
'Phys.  Abth.  54. 

Eggs  contain,  on  the  average,  about  4-0 
mgms.  of  ferric  oxide.  This  amount  is  in- 
creased by  feeding  the  hens  with  foods  rich  in 
iron,  and  '  iron-eggs '  thus  obtained  have  been 
recommended  for  therapeutic  use,  but  are  very 
costly  (Hartung,  Zeitsch.  f.  Biol.  1902,  43,  195; 
Hofmann,  Zeitsch.  anal.  Chem.  1901,  40,  450). 

Bertrand  states  that  arsenic  is  normally 
present  in  the  egg  to  the  extent  of  ^  mgm. 
(Compt.  rend.  1903,  136,  1083). 

Development.- — During  incubation,  the  egg 
respires,  giving  off  carbon  dioxide  and  water,  ancl 
absorbing  oxygen.  If  this  process  be  stopped 
by  placing  the  egg  in  an  inert  gas,  or  by  rendering 
the  shell  impervious  to  gases,  the  development  of 
the  chick  ceases.  The  respiration  is  slight  for  the 
first  four  days  of  incubation,  and  then  increases 
until,  at  the  ninth  day,  the  respiration  of  the 
egg  is  equal  to  that  of  a  fowl,  weight  for  weight. 
This  respiration  involves  combustion  of  the  fat 
of  the  egg,  and  a  steady  loss  in  weight  (Pott, 
Landw.  Versuchs.  Stat.  23,  203 ;  Chem.  Soc. 
Abstr.  1879,  474). 

Levene  states  that  the  quantity  of  xanthine 
bases  and  nuelein  compounds  increases  with  the 
growth  of  the  embryo  (Amer.  J.  Physiol.  1900, 
3,  xii.). 


All  the  phosphorus  in  the  chick  is  derived 
from  tlie  yolk  and  white,  and,  until  the  last  few 
days  of  incubation,  no  lime  is  taken  from  the 
shell  (Voit,  Zeitsch.  f.  Biol.  13,  518;  Pott,  I.e.). 
At  the  end  of  incubation,  the  shell  may  supply 
some  of  the  lime  required  (Carpiaux,  Bull.  Acad. 
Roy.  Belg.  1908,  283;  see  also  Plimmer  and 
Scott,  J.  Physiol.  1909,  38,  247). 

The  freezing-point  of  fresh  eggs  is  0-427°- 
0-480°,  and  rises  slightly  as  incubation  proceeds, 
corresponding  to  a  rise  of  osmotic  pressure  from 
5-5  atmospheres  to  7-3  atmospheres  (Atkins, 
Biochem.  J.  1909,  480). 

The  chief  uses  of  eggs  are  as  an  article  of  food 
and  in  the  tanning  industry.  As  the  supply  of 
new-laid  eggs  varies  with  the  season,  recourse 
is  had  to  some  means  of  preserving  a  j)roportion. 
of  those  . that  come  into  the  market  at  the  time 
of  greatest  production. 

The  following  is  a  list  of  some  processes  for 
I)rcserving  whole  eggs,  which  have  been  patented. 

Saturating  with  carbon  dioxide  (Lake,  Eng. 
Pat.  1653,  1888) ;  -wrapping  air-tight  in  rubber- 
coated  paper  ( Jcssen,  Eng.  Pat.  15580,  1891); 
coating  with  gelatin  (Mills,  Eng.  Pat.  17717, 

1891  ;  Farquhar  and  North,  Eng.  Pat.  15128, 

1892  ;  Coakley,  Eng.  Pat.  18816,  1899);  with 
gelatinous  starch  solution  (Schultz,  Eng.  Pat. 
1328,  1902)  ;  with  drying  oils,  wax,  or  varnish, 
with  or  without  ]3revious  treatment  with 
antiseptics  (Stukes,  U.S.  Pat.  649899  ;  Barlow, 
Eng.  Pat.  11054,  1902  ;  Lome,  Eng.  Pat.  18439, 
1901,  and  9898,  1901);  with  boric  acid 
(Marldiam,  Eng.  Pat.  3513,  1895) ;  with  lime 
(McArdle,  Eng.  Pat.  3592,  1892;  Wilson  and 
WOson,  Eng.  Pat.  15461,  1899)  ;  with  sulphuric 
acid  (Reinhardt,  Eng.  Pat.  18130,  1898  ;  Marks, 
Eng.  Pat.  12867,  1903)  ;  and  with  water-glass 
(Stead,  Eng.  Pat.  4910,  1882;  Rylander,  Eng. 
Pat.  23523,  1901). 

Comparative  tests  have  been  made  (J.  Soc. 
Arts,  1898,  46,  370  ;  J.  Soc.  Chem.  Ind.  1898, 
261),  which  show  that  the  only  methods  which 
kcei5  over  90  p.c.  of  the  eggs  in  good  condition 
for  8  months  are  :  (1)  varnishing  with  vaseline  ; 
(2)  keeping  in  millc  of  lime  ;  and  (3)  keeping  in 
water-glass  solution.  Of  these  the  last  method  is 
the  one  least  open  to  objection,  and  is  that  chielly 
used.  Eggs  i^rescrved  in  water-glass  have  a 
tendency  to  burst  when  boiled,  but  this  can  be 
l^revented  by  piercing  the  shell  with  a  needle. 

The  contents  of  eggs  may  be  preserved  by 
heating  at  185°E.  with  a  strong  solution  of  a 
sugar  (glucose,  maltose,  dextrose,  &c.),  until 
the  product  contains  40-60  p.c.  of  sugar.  It  is 
readily  miscible  with  water,  milk,  &c.,  and  will 
keep  for  some  months  without  tleterioration 
(Fordred,  Eng.  Pat.  15762, 1894  ;  Goodlctt,  U.S. 
Pat.  692268). 

An  important  method  of  preserving  the 
whites  and  yolks  of  eggs  consists  in  drying  the 
mixture  in  a  current  of  air  at  37°^0°  during 
18  hours,  powdering  the  product,  and  again 
exposing  to  dry  air.  The  powder  is  packed  in 
tins,  or  can  be  j)rcssed  into  tablets,  and  is  quite 
soluble  in  water  (Foschi,  Fr.  Pat.  369967,  1906). 
A  similar  product  is  obtained  by  drying  on  a  hot 
roller  at  a  temperature  above  212°J<\  (Hatmaker, 
Eng.  Pat.  28,  1905;  see  also  Eng.  Pat.  8743, 
1903,  for  apparatus). 

Substitutes  for  eggs  in  baking  are  made  from 
albumin   and   casein   oblniiicil    I'rofii  skimmed 
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milk,  sometimes  mixed  with  a  )n'oioor(,ion  of 
dried  egg  ;  or  from  maize  meal  containing 
sodium  bicarbonate  and  artificial  colouring 
matter  (Beythien  and  Waters,  Zeitscli.  Nalu\ 
Kenussm.  1906,  11,  272;  Bernstein,  Eng.  Pat. 
14336  and  29189  of  1897). 

The  eggs  used  for  the  treatment  of  leather, 
esjoecially  the  iiner  sorts  of  glove  leather,  are 
preserved  in  the  liquid  state  by  the  addition  of 
salt  and  borax  (Jean,  Moii.  Sci.  1892,  6, 
501).  Analyses  of  this  material,  '  eggio,' sho\v 
that  it  contains  2-5  p.c.  more  water  and  3i-6 
p.c.  less  fatty  acid  than  fresh  egg  yolk  (Boyer"  .J. 
Soe.  Chem.  Ind.  1892,  447).  Bein  has  pointed 
out  that  tlie  addition  of  salt  to  yolks  materially 
I'cduces  the  amount  of  fat  (Bied.  Zentr.  21,  138). 
Rotten  eggs  could  well  he  used  for  this  pur- 
pose,  as  (Jech  has  found  that  the  available  oil 
is  not  much  diminished  in  amount,  and  can 
be  extracted  )>y  pressure  (.J.  pr.  Chem  r21 
22,  338). 

Oil  of  egg,  obtained  by  extracting  yolks  with 
ether,  forms  about  10  p.c.  of  the  egg,  and  is  used 
in  pharmacy  in  the  preparation  of  ointments 
and  emulsions.  It  has  no  medicinal  value 
(Paladino  and  Toso,  Analyst,  1896,  21,  161). 
It  has  the  following  properties  :  m.p.  22°-22-5°  • 
sp.gr.  at  1.5°,  0-9144;  acid  number,  1-2; 
saponification  number,  190-2 ;  ether  number, 
189-0  ;  iodine  number,  72-1  ;  Hehner's  number,' 
95-16 ;  Reichcrt-Meissl  number,  0-4  (Kitt 
Chem.  Zeit.  1897,  21,  303). 

Detection,  estimation,  and  analysis. — The 
presence  or  absence  of  egg  yolk  in  pastry  can 
be  determined  by  examination  of  the  fat,  there 
being  a  great  difference  in  composition  and 
properties  between  the  fat  of  wheat  and  of  the 
egg  (Spaeth,  Zeitsch.  Nahr.  Genussm.  1896,  10, 
171).  The  amount  of  egg  present  in  pastry,  &c., 
may  be  determined  by  the  amount  of  cholesterol 
present  (Cappenberg,  Chem.  Zeit.  1909,  33,  985. 
(For  methods  for  the  determination  of  the 
constituents  of  egg  yolk  for  commercial  purposes 
«ee  J.  Soc.  Chem.  Ind.  1906,  829.) 
EGG  ALBUMIN  v.  Proteins. 
_  EGG  FRUIT.  The  fruit  of  Solanum  mdongena 
(Lmn. ).  A  plant  of  tropicaland  sub-tropical  coun- 
tries. Konig  gives,  as  the  mean  of  three  analyses— 

jSitrogenous  Soluble  carbo- 
Water  matter  Fat  hydrates  Fibre  Ash 
93-2  1-1  0-1  3-9  1-2  0-5 
An  American  analysis  (Bull.  28,  U.S.  Dept. 
of  Agric.)  shows  a  somewhat  larger  amount  of 
carbohydrates  (5-1  p.c),  but  is  similar  in  other 
respects. 

This  plant  is  sometimes  called  Aubergine. 
ihe  fruit  IS  used  in  much  the  same  way  as  the 
tomato.  jj  J 

EGOLS.  A  class  of  antiseptics  consisting'  of 
tlie  potassium  mercury  salts  of  o-nitrophenol- 
sulphonic  acid,  the  individual  members  beino- 
termed  '  phenegol,'  '  cresegol,'  &c.,  dependin| 
on  tlie  phenol  from  which  they  are  derived, 
ihey  are  reddish-bro\m  powders,  readily 
soluble  in  water,  and  are  strongly  bactericidal 
((jautrelet,  Compt.  rend.  129,  r2]  113-  J  Soc 
Chem  Ind.  1890,  854)  (v.  Synthetic  drugs). 

EGYPTIAN  BLUE.  This  is  a  blue  colourino- 
matter  which  was  used  by  the  Romans  in  the  first 
ew  centuries  of  the  Chrisitian  era,  but  ceased  to 
be  manufactured  about  the  time  of  the  invasion 
ot  the  barbarians.  It  figures  in  several  beautiful 
Vol.  II.— 7". 
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frescoes  ill  (ho  Vatican,  and  luis  also  been  loiiud 
at  Pompeii.    Fouque'  tliscoverefl  the  composi- 
tion to  bo  that  of  a  double  silicate  of  calcium 
and  copper  CaO,CuO,4Si02,  devoid  even  of  traces 
of  alkali.    The  substance  is  crystaUino,  and  is 
hardly  attacked  by  any  chemical  reagents,  which 
explains  the  perfect  state  of  its  preservation  in 
the  paintings  for  which  it  -was  employed  1900 
years  ago.    It  may  be  prepared  at  a  bright-red 
heat,  but  this  temperature  must  not  be  exceeded, 
as  it  is  then  decomposed  into  cuprous  oxide! 
loollastonite,  and  a  clear  light-green  glass.  The 
higher  the  temperature,  the  more  of  the  latter 
IS  formed,  and,  finally,  woUastonite  disappears 
entu-ely.    By  the  old  method  of  preparation, 
described  by  Vitruvius,  fine  sand  and  soda  are 
intimately   mixed    with   copper   filings,  then 
moistened  with  water,  formed  into  cakes,  and 
the  latter  dried.    The  cakes  are  then  fused  in  an 
earthen  pot  until  the  blue  colour  is  produced. 
Fouque  found  this  method  practicable,  but  used 
potassium  sulphate  in  preference  to  soda  as  a 
flux.    It  was  not  possible  to  rei^lace  chalk  or 
lime  by  magnesia.    The  ancient  Romans  em- 
ployed a  large  excess  of  silica,  Avhilst  Fouque' 
employed  more  basic  mixtures,  finally  purifying 
the    i^roduct    with    hydrochloric    acid.  The 
exquisite  colour  of  this  mmeral  body,  the  fact 
that  it  is  absolutely  unaffected  by  moisture, 
light,  and  most  chemical  reagents,  as  well  as 
the  facility  and  the  low  price  of  production, 
render  it  desirable  that  its  manufacture  should 
be  again  resumed  (F.  Fouque',  Compt.  rend.  108, 
325-327;  and  J.  Soc.  Chem.  Ind.  8,  291). 

EIKONOGEN.  Sodium  salt  of  l-amino- 
^-naphthol-6-sulphonic  acid.  Used  as  a  photo- 
graphic developer. 

EKSANTALAL  Cj,Hi,0.  Obtained  on  oxi- 
dation by  ozone  of  the  sesquiterpene  primary 
alcohol  a-santalol  Gi^R^fi,  which,  together  wth 
the  isomeric  )3-santalol,  constitutes  '  santalol,' 
the  oil  resulting  from  the  hydrolysis  of  the 
hydrogen  phthalate  made  from'  the  oil  obtained 
Ijy  distilling  sandalwood  with  steam  (Scmralcr, 
Ber.  43,  1893). 

It  is  dextro-rotatory  (a^^  +]3-.5°);  b.p.  109*- 

110°,  under  10  mm.;  sp.er.  0-9846  at  20°/20°  • 

M  ,  1-48519. 
n' 

It  gives  an  oxime,  which  yields  the  corre- 
sponding nitrile  and  amine,  and  gives  eksantalol 
on  reduction  (Seinmler,  Ber.  41,1488). 

Heated  with  acetic  anhydride  and  sodium 
acetate,  it  forms  e»oi-eksantalal  acetate 

Ci2H„0-CO-CH3, 
which,  on  oxidation  with  potassium  perman- 
ganate, yields  noreksantalic  acid  CnHuO., 
(Semmler,  Ber.  43,  1722-1725),  the  methyl  ester 
of  which,  on  reduction  by  sodium  and  alcohol, 
yields  noreksantalol  Cn'HjgO;  and  this  on 
oxidation  in  benzene  solution  wth  potassium 
dichromate  and  dilute  sulphuric  acid,  gives 
norelcsctntalal  C^^H^^O,  h.p.  92°-94°/ll  liim. ; 
sp.  gr.  20720°  0-9904,  n^^  1  48301,  -30-8°. 
The  ewo^-noreksantalal  acetate  gives,  on  oxida- 
tion by  potassium  permanganate,  teresantalic  acid 

(Semmler  and  Zaar,  Ber.  43,  1890). 

In  all  three  series,  containing  10,  11,  and  12 
carbon  atoms  respectively,  the  same  tricyclic 
system  is  present  as  exists  in  a-santalol ; '  and 
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Semroler  (Bcr.  43,  1893-1898)  asMgus  to  these 
Ijodies  constitutions  based  upon  the  camphene 
or  camphor  type,  and  a-santalol  and  eksantalal 
are  structually  represented  as  below  : 


/CH 


H,C 

1 

HC 


CH3 

1  CH,  1  " 
CH,/  \CH 


CH, 


^CHjOH 
a-Santalol . 


CH, 


/CH, 


H,^ 


/CHx 
I 

CH, 


"CH, 


CHO  ,C^;— /CH 
CH3/  \CH/ 
Eksantalal. 

EKTOGAN.  Trade  name  for  a  mixture  of 
zinc  dioxide  with  zinc  oxide  and  carbonate,  used 
as  a  surgical  dressing. 

ELiEOMARGARIC  ACID  C^^Bj^O^.  An 
acid,  melting  at  48°,  olitained  by  the  saponifica- 
tion of  e'aococoa  oil  (Japanese  wood  oil)  with 
alcoholic  potash,  and  decomposing  the  triel&o- 
margarin  thus  formed.  The  glyceride  when  first 
formed  is  liquid,  but  on  exposure  to  light 
gradually  solidifies.  Isomeric  with  elilostearic 
acid,  eliiolcic  acid,  and  linoleic  acid.  On  expos- 
ing an  alcoholic  solution  to  light,  plates  of  elilo- 
stearic acid,  m.p.  71°.  are  precipitated  (Cloez, 
Bull.  Soc.  chim.  1876,  26,  286;  1877,  28,24)  ; 
traces  of  iodine  or  sulphur  also  bring  about  this 
change  (Maquenne,  Compt.  rend.  135,  696).  Oxi- 
dation with  potassium  permanganate  gives  rise 
to  azelaic  acid,  sativic  acid,  and  dihydroxy- 
stearic  acid  (Kametaka,  .J.  Soc.  Chem.  Ind.  1903, 
1138;  1908,1120;  Kit,  Chem.  Soc.  Abstr.  1905, 
i.  10;  Maquenne,  I.e.).  Linolic  acid  also  on 
oxidation  yields  sativic  acid,  and  on  bromina- 
tion,  linolic  acid  and  elaomargaric  acid  yield 
the  same  tetrabromide.  Elaostearic  acid  and 
linoleic  acid  yield  the  same  diozonide  (Majima, 
Ber.  1909,  674).  Elaomargaric  acid  and  elao- 
stearic acid  are  converted  into  elaoleic  acid  when 
heated  at  180°  in  sealed  tubes  (Cloez,  J.  1878, 
38). 

ELiEOPTENE.  The  volatile  portion  of  an 
essential  oil,  used  in  contradistinction  to  the 
stearoptene  or  solid  portion. 

ELAIDIC  ACID  CijHj^O,.  A  solid  stereo- 
isomeric  modification  of  oleic  acid,  obtained  by 
the  action  of  nitrous  acid  upon  oUve  oil,  saponify- 
ing the  glyceride  (elaidin)so  formed,  and  decom- 
posing the  salt  by  hydrochloric  or  sulphuric  acid. 
May  also  be  obtained  by  the  action  of  nitrous 
acid  or  of  nitric  acid  (sp.gr.  1-2)  (Edmed,  Chera. 
Soc.  Proc.  1899,  190)  upon  oleic  acid,  or  by 
decomposing  barium  oleate  with  fuming  nitric 
acid  ;  m.p.  .52°  (SavtzefE,  Chem.  Soc.  Abst.  1893, 
551);  b.p.  287-5°-^288°  at  100  mm.  (KrafTt  and 
Mordlinger,  Ber.  1889,  819).  Soluble  in  alcohol 
and  ether.  Solutions  have  an  acid  reaction. 
The  melted  acid  gradually  absorbs  oxygen  from 
the  air,  and  becomes  permanently  liquid.  It 
may  be  distilled  unchanged  under  diminished 
pressure.  Heated  with  potassium  hydroxide,  it 
is  converted  into  acetate  and  palmitate  of 
potassium  with  evolution  of  hydrogen. 


Elaidic  acid  dissolved  in  benzene,  toluene, 
ligrcin,  or  chloroform,  and  mixed  with  caustic 
soda  and  shaken,  gives  a  brilliant  phosphor- 
escence (Radziszewski,  Annalen,  203,  305). 
Hydriodic  acid  forms  an  addition  compound 
(iodostearic  acid)  \vitb  elaidic  acid  (Farb.  vorm. 
Fried.  Bayer  &  Co.  D.  R.  P.  180087  ;  Chem.  Soc. 
Abstr.  1907,  i.  380),  which,  on  treatment  with 
alcoholic  potash,  yields  oleic  and  iso-oleic  acids 
(Lebedeff,  ibid.  1893,  550).  On  reduction  with 
nickel  or  copper  and  hydrogen  at  280°-300°, 
elaidic  acid  is  converted  into  stearic  acid 
(Sabatier  and  Mailhe,  Ann.  Chim.  Phys.  [8]  4, 
319).  Treated  with  dilute  solution  of  potassium 
permanganate  in  presence  of  potash,  it  is  con- 
verted into  a  dihydroxy  acid,  which  differs  from 
the  corresponding  compound  obtained  from 
oleic  acid  by  its  lower  melting-point  (99-5°), 
and  its  greater  solubility  in  alcohol  and  ether, 
and  also  into  pelargonic,  azelaic.  and  oxalic  acids 
(Saytzeff,  Ber.  1886,  21  ;  Edmed,  Chem.  Soc. 
Trans.  1898,  627) ;  oxidation  wth  sulphuric 
acid,  however,  gives  rise  to  the  same  dihydroxy- 
stearic  acid  as  is  obtained  from  oleic  acid  under 
the  same  conditions  (Tscherbakoff  and  Saytzeff, 
J.  pr.  Chem.  1898,  27). 

Elaidin,  a  solid  isomeride  of  olein,  is  ob- 
tained by  the  action  of  nitrous  acid  upon  olein, 
and  is  probably  a  triglyceride  CjjHmiOj.  It 
melts  at  36° ;  is  nearly  insoluble  in  alcohol, 
readily  soluble  in  ether.  The  Vnguentwm 
oxygenatum  and  U.  citrinvm  of  the  pharmaco- 
posias,  prepared  by  the  action  of  nitric  acid  upon 
hog's  lard,  contain  impure  elaidin. 

ELAIDIN  V.  Elaidic  acid. 

ELALDEHYDE  v.  Aldehyde. 

ELATERIN  v.  Elatebium. 

ELATERITE.  Elastic  hitumen,  Mineral 
caoutchouc.  A  fossil  resin,  somewhat  resem- 
bling asphalt,  found  at  Castleton  in  Derbyshire, 
in  France,  Switzerland,  &c.  It  is  a  soft,  flexible, 
elastic,  and  readily  inflammable  substance,  with 
a  resinous  lustre  and  a  dark-brown  colour. 

ELATERIUM,  The  sediment  from  the  juice 
of  the  fruit  of  the  Ecbalium  elaterium  (Richard), 
or  squirting  cucumber.  Elaterium  is  a  drastic 
purgative; 

Pcreira  (Mat.  Med.  3rd  ed.  2,  1742)  gives  a 
risumi  of  the  work  of  Braconnot,  Clutterbuck, 
Paris,  Marquart,  and  others  on  elaterium,  and 
of  the  discovery  of  elaterin  by  Hennel  (J.  Roy. 
Inst.  1,  532),  and  independently  bv  Morries 
(ed.  Med.  Surg.  J.  35,  339;  Annalen,  2,  366). 
Good  specimens  of  elaterium  when  extracted 
with  chloroform  yield  25  p.c.  of  elaterin,  which 
by  recrystaUisation  is  obtained  in  minute 
shining  six-sided  plates.  The  dose  of  elaterin 
is  ,'5  to  -fff  of  a  grain,  and  to  it  is  ascribed  the 
whole  of  the  physiological  activity  of  elaterium. 
Elaterin  is  a  neutral  bitter  compound,  insoluble 
in  water,  but  soluble  in  chloroform  and  hot 
alcohol.  It  melts  at  200°  (Zwenger,  Annalen, 
43,  360).  If  sulphuric  acid  be  added  I0  a 
solution  of  elaterin  in  melted  phenol,  a  crimson 
colour  is  produced  which  changes  to  scarlet 
(Lindo,  Chem.  News,  37,  35 ;  Johannson, 
Zeitsch.  anal.  Chem.  24,  154). 

On  hydrolysis  with  alcoholic  potash,  elaterin 
furnishes  acetic  acid  and  an  amorphous  com- 
Tpound,  elateridin.  Further  action  of  alkali  gives 
elateric  acid,  also  amorphous,  and  melting  at 
73°-7.5°  (Berg,  Bull.  Soc.  chim.  [iii.]  3.5,  435). 
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Elaterium  of  English  origin,  (examined  )iy 
Power  and  Moore  (Pharm.  J.  [iv.]  29,  501),  was 
found  to  contain  5-3  p.c.  of  moisture  and  6-7  p.c. 
of  ash..  By  a  suitable  method  of  extraction,  a 
colourless  crystalline  product,  m.p.  2I7°-220°, 
was  obtained,  corresiionding  with  the  claterin 
of  the  phai'macopoeias.  This  was  found  to  be 
non-homogeneous,  consisting  of  at  least  two 
substances,  one,  a-elaterin,  melting  at  230°  ^^^th 
decomposition,  and  laivo-rotatory,  \\hilst  the 
other,  ^-elaterin,  has  a  lower  melting-point,  anil 
is  dextro-rotatory.  Both  have  the  same  empirical 
composition,  but  the  former  is  physiologically 
inert,  whilst  the  latter  shows  marked  physiological 
activity.  Examination  of  commercial  elatcrin 
showed  that  it  consists  mainly  of  varying  pro- 
portions of  these  two  substances,  which  probably 
accounts  for  the  marked  difference  in  medicinal 
value  of  different  samj)les.  a- Elatcrin  has  also 
been  found  in  colocynth,  the  dried  fruit  of 
Gitrullus  colocyntliis  (Schraeder)  (Power  and 
Moore,  Chem.  Soc.  Trans.  97,  99),  and  has  been 
further  investigated  by  Moore  (ihid.  97,  1797). 

According  to  Berg  (Bull.  Soc.  chim.  [iii.]  17,  85 ; 
[iv.]  7,  385),  elaterin  does  not  exist  ready-formed 
in  the  fruit,  but  is  produced  after  the  rupture  of 
the  tissues  by  the  action  of  an  enzyme  etatcrase 
on  a  glucoside  present.  The  latter  consists  of  a 
brittle,  amorphous  ]jowder,  and  gives  the  same 
reactions  as  elatcrin  with  sulphuric  acid  ami 
phenol.  Power  and  Moore  (Chem.  Soc.  'JVans. 
95,  1985),  however,  on  examination  of  the 
fresh  fruit,  failed  to  obtain  any  evidence  of  the 
presence  of  a  glucoside  of  elaterin,  but  a  small 
amount  of  an  enzyme  was  foiuid  to  be  present. 
These  investigators  also  obtained  from  the 
fresh  fruit  a  small  amount  of  a  hydrocarbon, 
m.p.  G8°,  probably  hentriacontane ;  a  phytosterol 
CojH^gO,  m.p.  148°;  a  substance  melting  at 
258°-260°,  which  appears  to  be  related  to 
ipuranol ;  a  mixture  of  fatty  acids  and  a  product 
corresponding  to  the  elaterin  jjreviously  exa- 
mined. A.  S. 

_  ELDERBERRY.  The  fruit  of  Sambiwus 
nigm(Linn.).  The  only  analysis  quoted  byKonig 
gives,  as  the  composition  of  the  fruit — 

Water         Crude  fibre  Pentosans 
81-9  6-6  1-2 

The  berries  are  used  for  the  lareparation  of  a 
wine  and  of  '  elderberry  syrup,'  an  old-fashioned 
cordial.  From  the  wine,  a  lirandy  is  sometimes 
distilled,  which  according  to  analyses  by  Arnthor 
and  Zink,  quoted  by  Konig,  contains  39-2  p.c. 
of  alcohol  (by  weight)  and  has  a  sp.gr.  of  0-83(5. 
According  to  de  Sanctis  (Cazz.  cliim.  ital. 
1895,  25,  49),  elder  leaves  and  stems  contain 
Conine.  Malmejac  (J.  Pharm.  Chim.  1901,  14, 
17)  attributes  the  diuretic  and  purgative  action 
of  the  bark  of  the  elder  to  an  alkaloicl,  mmbucine, 
a  deliquescent  bitter  substance,  yielding  the 
usual  alkak)id  reactions.  He  also  found  elder 
bark  to  contain  tannin,  a  resin  resembling 
scammony  and  a  yellowish-red  oil  possessing  a 
strong  odour  of  elder.  Elder  pith  contains 
both  xylan  and  araban  (Browne  and  ToUens, 
Ber.  1902,  35,  1457).  The  oil  extractable  from 
the  juice  of  red  elderberries  (<S'.  racemosa)  by 
ether,  is  light  yellow  in  colour,  has  a  sp.gr.  of 
0-9072,  solidifies  at  —8°,  and  melts  at  0° ; 
contains  6-65  p.c.  of  free  acid  (as  oleic  acid), 
0-66  p.c.  of  unsaponifiable  matter,  has  a  saponifi- 
cation number  209-3,  iodine  number  81-4,  and 


ReichertMeissl  value  of  1-54  (Bycrs  and 
Hopkins,  J.  Amer.  Chem.  Soc.  1902,  24 
771). 

The  leaves  of  the  elder  contain  a  cyauogeuetic 
glucoside,  which,  under  tlie  intluenee  of  emulsin, 
yields  dextrose,  benzaldehyde,  and  hydrogen 
cyanide ;  the  yield  of  the  lastmentioned  amounts 
to  0-126  gram  per  kUogram  of  fresh  leaves 
(Guignard,  Conipt.  rend.  1905,  141,  16  ;  Bour- 
quelot  and  Danjon,  ibid.  59).  This  glucoside, 
which  has  been  named  saiiibiud(jrin  CnHi^OsN, 
erystallLses  from  ethyl  acetate  in  long,  colourless 
neecUes,  melting  at  i51°-152°,  is  readily  soliibli^ 
in  water  or  alcohol,  but  nearly  ins()luble  in 
ether  (Bourquelot  and  Danjou,  Compt.  rend 
190.5,  141,  598). 

According  to  Ravenna  and  Tonegutti  (( Uicm. 
Zentr.  1910,  i.  544)  the  enzyme  which  deconi- 
po.ses  the  glucoside  in  the  plant  is  not  soluble 
in  water.  The  hydrocyanic  acid  is  present  in 
larger  quantities  than  has  hitherto  been  believed, 
and  is  most  abundant  in  the  stalks.        H.  I 

ELECTRO-DEPOSITION  and  ELECTRO- 
PLATING. Electn  ily tic  processes  are  now  used 
to  a  considerable  extent  in  the  precipitation 
of  metals  in  a  reguline  form,  so  as  to  bo  avail- 
able for  many  commercial  purposes.  T'hus  the 
common  and  easily  corroded  metals  are  coated 
with  thin  films  of  electro-deposited  metal  of  a 
nnu-e  i)ermanent  and  less  oxidisable  character, 
in  the  process  of  electroplating  ;  for  the  repro- 
duction of  engraved  surfaces,  type,  &c.,  in 
electi-o-deposited  copper,  electrolysis  is  applied 
in  electrotyping ;  and  in  the  deposition  of  a  pure 
metal  from  an  impure  form  or  a  mixture  of 
metals,  the  principles  of  electrolysis  are  applied 
in  the  processes  of  electrolytic  refining  and  in 
chemical  analysis. 

An  electric  current  jiassed  through  solutions 
of  metallic  salts  brings  about  decomposition  of 
a  particular  type,  and  is  accompanied  by  the 
deposition  or  evolution  of  the  products,  or  others 
which  may  have  been  formed  as  the  result  of 
secondary  changes.  When  copper  sulphate 
solution  is  electrolysed  with  a  platinum  anode, 
cojiper  is  deposited  at  the  cathode,  and  oxygen 
and  sulphuric  acid  aro  formed  at  the  anode, 
thus  : 

Cu  <-  CU  SO4        S0,  +  H_,0=H„S04-j-0 

Deposited  on  Vornied  at 

cathode.  .anode 

Other  metallic  compounds  foUow  a  similar 
course.  The  primary  products  of  decomposi- 
tion consist  of  charged  atoms  or  groups  of 
atoms.  These  are  termed  ions,  and  migrate  to 
the  electrodes,  those  to  the  anode  being  called 
the  anions,  and  those  to  the  cathode  catliions. 
Anions  consist  of  the  acidic  group  of  the  salt, 
while  the  cathions  comx^rise  hydrogen,  the  metals, 
and  basic  radicles.  At  the  electrodes,  the 
electrical  charges  are  neutralised,  and  the 
substance  appears  in  the  nascent  form,  subse- 
quently being  deposited  or  evolved.  Elementary 
anions,  such  as  chlorine,  bromine,  and  iodine 
may  enter  into  subsequent  secondary  changes, 
while  others,  such  as  NO,,  SO4,  C2H3O2,  &c., 
react  with  wa  ter,  giving  generally  the  correspond- 
ing acid,  and  liberatmg  oxygen.  With  soluble 
anodes — those  attacked  by  the  anion — solution 
of  the  metal  takes  place,  and  thus,  in  a  cojiper 
solution,  a  copper  anode  supplies  metal  under 
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the  best  conditions  as  rapicUy  as  metal  is  de- 
X^osited.  The  strength  of  the  solution  is  thus 
maiutaiued,  a-condition  necessary  for  contmuous 
deposition  as  required  for  plating  and  refinu)g 
purposes. 

The  deposition  of  metals  follows  the  usual 
law  of  chemical  equivalents  as  enunciated  by 
Faraday  in  1835.  The  ampere-hour  is  thus 
associated  mth  a  defhiite  amount  of  metal, 
which  cannot  be  exceeded,  but  may  not  be 
attained  owing  to  failure  in  realising  the  best 
conditions.  The  weights  of  metals  deposited 
l)y  the  coulomb,  ampere-hour,  and  746  ampere- 
hours,  are  shown  in  the  following  table  : 


Metal 

Chemical 
equivalent 

Mgs.  per 
coulomb 

Grams  per 
ampere-hour 

Ozs.  (av.) 
per  746 
ampere-hours 

Copper  (cupric) 

31-8 

0-329 

1-182 

31-0 

(cuprous) 

63-6 

0-6.58 

2-364 

62-0 

Gold  (auric) 

65-7 

0-680 

2-440 

58-6(Troy) 

„    (aurous)  . 

197-0 

2-040 

7-320 

176-0  „ 

Iron 

28-0 

0-290 

1-040 

27-3 

Lead 

103-5 

1-070 

3-870 

101-0 

Nickel  . 

29-3 

0-302 

1-085 

28-5 

Silver  . 

108-0 

1-118 

4-025 

96-5(Trov) 

Tin  (stannous)  . 

.59-0 

0-610 

2-190 

57-5 

„  (stannic) 

29-5 

0-305 

1-095 

28-7 

Zinc 

32-5 

0-336 

1-210 

31-8 

These  amounts,  however,  can  only  be  deposited 
M'hen  the  cathode  is  surrounded  by  a  consider- 
able amount  of  strong  electrolyte,  and  only 
under  this  condition  can  the  facts  of  electrolysis 
be  applied,  as  in  the  voltameter,  to  the  determina- 
tion of  the  number  of  coulombs  passing  through 
a  circuit.  While  for  most  industrial  pur- 
poses it  is  not  necessary  for  the  theoretical 
amount  of  metal  to  be  deposited  per  ampere- 
hour,  yet  the  most  satisfactory  deposits  are, 
in  many  cases,  obtained  ^^hen  this  condition  is 
most  nearly  attained.  Failmg  the  full  amount 
of  metal  per  ampere-hour,  hydrogen  is  deposited, 
and  this  often  leads  to  a  dark  po\\dery  deposit 
unsuitable  for  industrial  purposes.  Such  de- 
posits, caused  usually  by  excessive  current,  are 
said  to  be  '  burnt.'  In  some  solutions — for 
example,  those  of  copper,  iron,  or  nickel  sulphate 
— this  inferior  deposit  seems  to  result  from  the 
simultaneously  dejiosited  hydrogen  due  to  a 
^veak  electrolyte.  In  other  examples,  that  of 
the  alkaline  or  cyanide  copper  bath,  it  Mould 
seem  (from  the  fact  that  much  hydrogen  may 
be  deposited  without '  burning  ')  more  probably 
due  to  the  deposition  of  traces  of  basic  com- 
pounds with  the  metal  (Bancroft,  Trans.  Amer. 
Electrochem.  Soc.  vi.  [ii.]  27).  This  view  is 
supported  by  the  fact  that  the  presence  of 
substances  in  the  solution,  whichare  good  solvents 
for  such  basic  compounds,  prevents  '  burning ' 
to  a  considerable  extent.  Thus,  in  the  alkaline 
co^jper-bath,  '  burning '  is  reduced,  and  the 
quality  of  the  deposit  improved  by  tlie  addition 
of  such  salts  as  .sodium  bisulphite  and  potassium 
cyanide.  In  other  examples,  notably  those  of 
tin  and  lead,  the  deposit  is  much  improved  by 
the  addition  of  a  trace  of  a  colloid,  such  as  glue 
or  gelatine. 


Migration  of  ions.  It  is  well  known  tliat 
ions  migrate  to  their  respective  plates  with 
deiiuite  speeds  under  unit  potential  gradient. 
If  deposition  proceeds  more  rapidly  than  this 
rate  of  migration,  the  cathode  liquid  becomes 
impoverished  of  its  metal,  and  this  involves  a 
falling  off  in  the  ampere-hour  yield.  The  defi- 
ciency of  metal  around  the  cathode  is  counter- 
acted to  a  limited  extent  by  the  ordinary  process 
of  diffusion,  but  there  is  a  limit  at  which  metal 
may  be  satisfactorily  deposited,  unless  special 
steps  are  taken  to  make  up  for  this  slow  migra- 
tion. Methods  of  circulation  and  stirring  are 
based  on  this  fact,  and  also  on  tlie  further  fact 
that  the  heavier  solution  formetl  aroinid  the 
anode  falls  to  the  bottom  of  the  solution,  and, 
owing  to  its  suiierior  conductance,  gives  rise  to 
the  conduction  of  an  undue  ])roportion  of  the 
current  and  consequently  thicker  deposits  on  the 
portion  of  the  cathode  in  this  heavier  layer  ; 
hence  a  limit  to  the  rate  at  which  deposition  may 
be  safely  allowed  to  proceed  is  set,  and  the 
time  required  to  deposit  a  given  amount  of 
metal  varies  correspondingly-. 

E.M.F.  for  deposition.  With  an  insoluble 
anode,  a  definito  minimum  E.M.F.  is  required 
to  maintain  electrolysis.  Thus,  when  copper 
sulphate  is  decomj)Osed  with  a  platinum  anode, 
the  total  change  is  as  follows  : — 

CuSOi-f  H2O  =  Cu-f  O+H.SO4. 
This,  as  a  chemical  change,  is  endothcrmic,  and 
electrolyticaUy  it  demands  a  minimum  E.M.F. 
of  about  1-25  volts  for  its  continuance.  When 
a  cojoper  anode  is  used,  no  change  in  the  com- 
position of  the  solution  occurs.  Energy  changes 
at  both  electrodes  are  equal  and  of  opposite 
character,  and  hence  a  much  smaller  E.M.F.,  viz. 
that  required  to  overcome  the  mere  resistance 
of  the  solution,  is  required.  With  efficient 
anode  solution  and  a  good  conducting  electrolyte, 
such  as  is  obtained  in  an  acidified  copper 
sulphate  .solution,  a  P.D.  of  about  0-3-0-5  volt 
will  maintain  a  fair  rate  of  deposition.  In  the 
case  of  nickel,  where  there  is  usually  inefficient 
anode  solution  and  a  poorly  conducting  electro- 
lyte, a  much  higher  P.D.  is  required,  partly  on 
account  of  the  greater  stability  of  nickel  com- 
pounds. Figures  given,  therefore,  for  P.D.'s  at 
bath  terminals  are  of  a  very  elastic  character, 
depending  ujion  the  efficiency  of  anode  solution, 
strength  of  solution,  temperature  of  the  solu  - 
tion, distance  between  electrodes,  presence  or 
otherwise  of  conducting  substances  in  the 
solution,  and  current  density  required ;  \vhilc 
the  conditions  controlling  the  allowable  current 
density  at  the  cathode  arc  chiefly  the  strength 
of  the  electrolyte  and  its  motion. 

The  deposition  of  copper  may  be  accom- 
plished by  simple  immersion  methods,  resulting 
in  a  chemical  exchange  with  the  more  positive 
metal  plated  ;  thus  : 

f';}+CuS04=|^}s04+Cu. 

The  process  is  but  little  used,  and  then  only  for 
very  cheap  work.  Deposits  on  a  surface  Mhich 
is  undergoing  simultaneous  corrosion,  cannot  ))e 
sufficiently  adherent  to  withstand  th<>  frictional 
processes  of  polishing  and  burnishing. 

The  single-cell  process,  practised  at  one  time, 
involves  the  generation  of  current  and  the 
deposition  of  metal  in  the  same  apparatus. 
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The  process  is  illustrated  in  the  Daniell  cell,  in 
which,  if  the  cojjper  cylmder  is  rej)laced  by  any 
conducting  substance,  copper  is  deposited. 

For  the  deposition  of  copper  on  brass  and 
similar  electro-negative  metals,  and  on  black- 
leaded  or  metallised  non-conducting  surfaces  of 
wax,  guttapercha,  plaster,  earthen \\are,  &c.,  the 
ft]llowing  solution  is  of  wide  application  : — 

Bluestone  (CuSO^,  ,5H,0)  .  .  li-2  lbs. 
Oil  of  vitriol  .  .  "  .  .  '^-l  Ih. 
AVater  .        .        .        .  to  1  gallon 

The  composition  is  variable.  Strong  solutions 
admit  of  more  rajoid  deposition  'N^ithout  '  burn- 
ing,' while  the  acid  imj)arts  conductance. 
Erom  such  a  solution  deposition  can  be  carried 
on  at  the  rate  of  40  amperes  per  square  foot 
without  stirring,  \\hile,  with  a  properlj-  stirred 
electrolyte,  this  current  density  may  be  increased 
up  to  250  or  300  amperes  jser  square  foot. 

Previous  to  deposition,  brass  is  cleaned  first 
in  jJotash  (5-10  p.e.)  to  remove  grease.  It  is 
then  passed  through  aquafortis  to  remove  scale 
of  oxide,  or  tarnisli,  and,  after  rinsing,  is  scoured 
M'ith  pumice  or  ordinary  sand  or  scratch-brushed. 
After  finally  rinsing,  it  is  immersed  in  the 
solution,  and  should  be  covered  immediately. 
The  dejaosit  is  pink,  though  dull.  Wlien  of 
sufficient  thickness,  the  work  is  removed,  rinsed, 
and  the  dull  surface  improved  by  scratch- 
brushing  or  polishing. 

For  deposition  upon  non-conducting  sub- 
stances such  as  ^yax,  guttapercha,  &c.,  the 
following  methods  may  be  used  : — 

(1)  Wax  and  guttapercha.  Thorough  yet 
careful  brushing  with  the  finest  plumbago 
causes  sufficient  to  be  retained  to  render  the 
surface  conductive.  Such  surfaces  'when  sus- 
pended in  the  copper  solution,  receive  a  deposit 
beginning  at  the  metal  connection,  and  gradually 
spreading  over  the  whole  surface,  the  thickness 
of  the  deposit  not  being  exactly  uniform. 

(2)  Plaster  of  Paris  a,nd  unglazed  earthen  ware 
may  be  rendered  conductive  by  first  soaking  in 
linseed  oil  and  allowing  to  dry.  They  are  thus 
rendered  impervious  to  the  solution,  and  the 
skin  of  dried  oil  wiU  now  retain  blacklead,  A\hen 
this  substance  is  applied  by  gentle  brushing, 
sufficient  to  impart  the  necessary  conductance. 

(3)  Flowers,  feathers,  and  other  delicate 
objects  which  will  not  withstand  the  pressure 
of  even  gentle  brushing,  may  be  treated  to 
produce  a  fine  la3'er  of  some  metal  or  sulphide 
on  the  surface  by  simple  chemical  means.  A 
usual  method  is  to  paint  them  or  immerse  them 
in  a  weak  solution  of  phosjjhorus  in  carbon 
disulphidc,  and,  after  drying,  a  brief  immersion 
in  silver  nitrate  solution  leads  to  the  precipitation 
of  silver,  which  imparts  the  necessary  cond';ct- 
ancc.  Again,  the  object  to  be  treated  may  first 
be  immersed  in  silver  nitrate  solution,  anil 
subsequently  exposed  to  sulphuretted  hydrogen, 
which  produces  a  layer  of  silver  .sulphide, 
sufficient  to  cause  the  immediate  deposition  of 
copper  at  aU  points. 

A  more  successful  method  for  wax  and 
guttapercha  involves  covering  these  substances 
with  copper  by  simple  precipitation.  The 
substance,  usually  as  a  mould  or  impression  of 
a  surface  to  be  reproduced  in  clectroty)')e  copper,  i 
is  lii'st  blacldeadcd  and  is  then  laid  face  up-  I 
^vards  in  a  solution  of  copper  suliihate.  Iron 


filings  are  then  sprinlded  on  the  surface.  The 
filings  in  contact  wth  the  blackleaded  surface 
produce  innumerable  voltaic  couples,  which 
bring  about  the  deposition  of  copper  quickly 
and  completely.  The  mould  is  then  rinsed  to 
detach  the  filings,  and  jalaced  in  the  bath,  when 
copper  is  at  once  deposited  uniforndy  over  the 
whole  surface. 

On  2'ositive  metals  such  as  ii'on,  zinc,  tin, 
Britannia  metal,  pc\^1:-er,  &c.,  copper  cannot  be 
successfully  deposited  from  the  acid  sulphate 
solution  on  account  of  the  ease  v  ith  which  these 
metals  turn  out  the  copjicr  by  simple  immersion, 
and  are,  moreover,  corroded  by  the  acid.  A 
more  stable  and  more  satisfactory  compound  for 
this  class  of  work  is  the  double  cyanide  of 
copper  and  potassium  (CuCNd<;CN).  Solutions 
of  this  com]50und  are  usually  prepared  liy  (1) 
dissolving  the  carbonate  in  a  solution  of  potas- 
sium cyanide  ;  (2)  ])recipitating  the  sulphate 
with  ammonia,  dissolvingthe  precipitate  in  excess 
of  ammonia,  and  decolourising  the  blue  solution 
with  potassium  cj'anide.  Many  other  methods 
are  available  and  are  in  use.  1'he  strength  of 
such  solutions  may  be  varied  between  wide 
limits  up  to  4  ozs.  (or  even  more)  of  metal  per 
gallon.  An  excess  of  potassium  cj-anido  is 
essential,  owing  to  the  formation  of  insoluble 
single  cop2)cr  cyanide  (CuCN)  at  the  anode. 
The  course  of  electrolysis  in  such  double  cyanide 
solutions  (including  those  of  zinc,  silver,  and 
gold)  is  very  different  from  that  of  the  salts  of 
the  mineral  acids.  In  the  case  of  copper,  the 
reaction  may  be  simply  represented  as  follows  ; — 

Anode  Cathode 
CuCN-KCN 

<-    Cu(CN)r-K+  I 

then  : 

Cu(CN)2-l-Cu:=2CuCN".  K-HCuCN'-KC]Sr.--Cu-f2KGN. 
(insoluble)  (deposited) 

The  copxJcr  in  the  salt  thus  migrates  as  a 
complex  ion  to  the  anode,  and  there  forms  an 
insoluble  compound.  This,  unless  removed, 
offers  considerable  resistance,  and  increases  the 
difficulty  of  maintaining  a  normal  current. 
Sufficient  cyanide  for  its  removal  is  formed  at 
the  cathode,  and  can  be  best  brought  to  the 
anode  by  stirring,  \\-hich  facilitates  the  p)rocess 
of  deposition  by  keeping  the  anode  clean.  The 
solution  of  the  anode  cleposit  is  more  usualty 
accomplished  by  using  an  excess  of  cyanide 
called  '  free  cyanide.'  From  such  a  solution 
copper  is  not  deposited  upon  iron,  tin,  Britannia 
metal,  pewter,  &c.,  b\-  simple  immersion,  and 
only  very  slightly  on  zinc.  The  soluti(jn  is 
conveniently  used  warm,  and  yields  a  dejiosit  of 
copper  accompanied  l)y  hydrogen,  which,  as  a 
rule,  does  not  seriously  interfere  with  tlu^ 
physical  character  of  the  deposit.  The  deposit 
is,  under  the  best  C[ualitati  ve  conditions,  smoother 
than  that  from  the  sulphate  solution,  and  once 
the  positive  metal  has  l^een  coated  in  this 
solution,  it  may  be  removed,  and.  after  thorough 
rinsing,  introduced  into  the  .sidphate  solution 
for  a  thicker  deposit.  The  cyanide  solution, 
when  strong,  and  used  mthin  a  certain  limit  of 
current,  yields  twice  as  much  copper  per  ampere- 
hour  (viz.  2-3G  grams)  as  the  sulphate,  the 
cyanide  compound  being  a  cuprous  salt. 

A2^plicalions  of  rapper  deposiiion. — The  uiet.'d 
is  most  extensively  dciiositcd  as  a  covering  for 
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more  positive  aud  more  corrodible  metals,  and 
as  a  preliminary  deposit  before  coating  -with 
the  more  expensive  metals.  Deposits  of  copper 
on  iron  may  then  be  burnished  or  jjolished  and 
the  surface  improved  by  metal-colouring,  when, 
by  chemical  processes,  the  surface  is  covered 
with  a  uniform  film  of  oxide  or  sulphide  by 
immersion  in  solutions  producing  these  com- 
pounds, such  as  the  salts  of  copper  and  soluble 
sulphides.  Uniform  and  plea.^ing  effects  are 
readily  obtained,  and  may  be  rendered  more 
permanent  b^-  subsequent  lacquering.  The 
metal  is  also  deposited  on  a  considerable  scale 
in  the  electrotj'ping  process,  thin,  but  rigid 
reproductions  of  type,  engraved  plates  and 
blocks  being  made  in  electro-deposited  copper, 
and  subsequently  strengthened  by  backing  with 
a  lead-antimony  aUoy,  which  is  then  planed  dovm 
to  the  required  thickness. 

Anaij-tically,  copjicr  deposition  is  applied 
in  the  separation  of  this  metal  from  inore 
positive  metals  in  an  acid  solution  with  a 
platinum  anode.  From  a  solution  of  brass  in 
nitric  acid,  the  copper  may  be  most  completely 
deposited  wthout  interfering  with  the  zinc. 
The  copper  deposit  made  on  a  platinum  dish  or 
suitable  electrode  is  then  i\  eighed,  and  the 
zinc  obtained  by  either  a  chemical  or  a  further 
electrolytic  method  (v.  Analysis).  On  a  com- 
mercial scale,  the  deposition  of  cojiper  lias  been 
applied  by  (Jo\\-per-Coles  to  the  ]jroduction  of 
parabolic  mirrors  for  lighthouse  A\ork,  aud  to 
the  production  of  sheet,  wire,  and  tubes.  The 
manufacture  of  deposited  tubes  of  large  diameter 
has  been  successfully  carried  on  by  Elmore 
Bros.,  who  arrange  an  agate  burnisher  to 
travel  backwards  and  forwards  along  the  tube 
during  deposition,  thereby  producing  a  compact* 
deposit  of  good  mechanical  properties.  Tubes 
uj)  to  16  feet  long  by  8  feet  diameter,  and 
weighing  more  than  3  tons,  have  been  produced 
by  this  method.  j\Iore  usually,  however,  tubes 
are  of  smaller  dimensions,  and  are  subsequently 
dra\\Ti  dowi  or  opened  longitudinaUj'  for  the 
production  of  sheets.  Copper  is  deposited  on  a 
most  extensive  scale  in  the  refining  process, 
more  than  half  a  million  tons  of  the  metal 
annually  being  refined  in  this  manner,  using  a 
solution  of  the  sulphate  ■\\ith  thick  anodes  of 
the  crude  metal.  The  crude  metal  contains  up 
to  1-0  p.c.  of  impurities.  The  deposited  metal 
is  almost  entirely  free  from  impurity.  Positive 
impurities  pass  into  the  solution,  and  are  re- 
tained there  by  the  application  of  the  principle 
used  in  electrolytic  analysis.  Electro-negative 
impurities,  as  silver  and  gold,  pass  as  chloride  and 
metal  respectively  into  the  mud  at  the  bottom 
of  the  tank,  from  which  they  may  be  recovered. 
Till,  antimony,  arsenic,  and  bismuth  are  pre- 
vented from  being  deposited  by  a  careful  control 
of  the  conditions,  and  the  sum-total  of  impurities 
in  the  refined  metal  is  usually  less  than  0-05  ]).c. 

Deposition  of  silver.  Silver,  Ijeing  an  electro- 
negative metal,  is  readily  deposited  by  simple 
immersion.  Tin-  process  is  a])plied  com- 
inercially  under  the  name  of  '  whitening.' 
.Solutions  for  this  purpose  contain  a  small 
proportion  of  a  silver  compound,  such  as 
cliloride  or  cj'anide,  dissolved  in  cream  of 
tartar,  .sodium  chloride,  or  similar  solvent.  The 
deposition  on  projjcrly  prepared  work  is  a 
case  of  simidc  replacement,  anil  only  very  thin 


deposits  are  obtainable  by  this  means.  The 
same  materials  may  also  be  used  in  the  form  of 
pastes,  and  rubbed  on  the  prepared  work  with 
a  wet  rag,  this  method  finding  application  in 
silvering  clock  and  instrument  dials. 

Electro -deposition  is  most  frequently  prac- 
tised. For  this  purpose  the  nitrate  solution  is 
unsuitable  on  account  of  its  instability,  being 
serviceable  only  as  a  ^•oltameter  electrolyte 
•\\here  the  very  electro-negative  metal  platmum 
is  used.  For  silvering  on  more  positive  metals, 
those  which  usually  require  silver  plating,  a 
solution  of  the  double  cyanide  of  silver  and 
jiotassium  is  used.  This  may  be  prepared  from 
the  metal  as  foUows  : — 

(o)  The  metal  is  converted  into  nitrate,  and 
precipitated  with  potassium  C3'anide.  When 
precipitation  is  just  complete,  the  clear  liquid 
is  decanted  and  the  precipitate  ■washed  and 
subsequentlj-  dissolved  in  more  cyanide  solution, 
a  further  supply  of  cyanide  being  added  for 
'  free  cyanide.' 

(h)  Precipitation  may  be  effected  by  common  i 
salt,  and  the  washed  chloride  dissolved  in  excess 
of  potassium  cyanide. 

(c)  A  silver  plate  may  be  made  the  anode  in  I 
a  5  ]).c.  solution  of  potassium  cyanide,  using  a 
small  copper  or  carbon  cathode  contained  in 
some  of  the  solution  in  a  porous  cell.  The  silver 
dissolves  electrolytically,  and  the  process  can 
be  continued  until  suiiicicnt  silver  has  passed 
into  the  solution  and  a  good  deposit  is  obtainable 
from  it. 

The  solution  is  used  cold,  and  yields  a  dull 
deposit  of  the  metal,  \\hich  may  subsequently 
be  scratch-lirushed,  burnished,  and  polished. 
The  addition  of  a  small  proportion  of  carbon 
disulphidc  (1  oz.  in  250  gallons)  completely 
alters  the  character  of  the  deposit  from  dull 
to  bright.  '  Bright  plating '  is,  therefore, 
much  practised.  The  silver  compound  in  the 
solution  being  somewhat  unstable,  special  pre- 
cautions are  necessary  before  placing  work  in  the 
solution  for  deposition.  Copper,  brass,  and 
German  silver  may  be  plated  directly,  though 
previous  to  deposition  it  is  common  practice  to 
pass  such  work  through  a  solution  of  mercury 
cyanide.  This  solution  can  be  prepared  by 
treating  a  soluble  mercuric  comjiound  v,iih 
excess  of  potassium  cyanide,  or  by  dissolving 
the  oxide  in  cyanide.  A  usual  strength  is  1  oz. 
of  metal  per  gallon.  From  such  a  '  quicking ' 
solution  a  bright  dej^osit  of  mercury  is  obtained 
on  brass,  coj^per,  and  German  silver  by  simple 
immersion,  with  the  advantages  that  the  more 
negative  metal  mercury  is  less  oxidisable  than 
copper,  &c.,  and  prevents  simj^le  immersion 
deposition  of  silver  when  the  work  is  put  into 
the  bath,  and  ]jossibly  promotes  the  adhesion 
of  the  subsequently  electrolytically  deposited 
silver,  hy  amalgamation.  More  positive;  metals, 
like  iron  and  zinc,  are  first  coppered  in  the 
alkaline  bath,  and  subsequently  treated  as 
copper.  With  tiie  lead  alloc  s  it  is  usual  to  pass 
them  .straight  from  the  cleansing  processes 
through  a  separate  silver  solution,  from  which  a 
rapid  deposit  is  first  made.  This,  similarly  with 
nickel,  is  termed  '  .sfriking,'  after  which  the 
work  is  transferred  to  tho  main  solution  to 
complete  the  deposition. 

The  current  density  ])ermi.ssiblc  is  controlled 
largely  by  tho  metal  content  of  the  solution, 
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Jixcessive  current  j^rocluccs  a  light-grej',  dark- 
gre.y,  or  black  tleposit,  which,  being  powdery,  is 
unable  to  withstand  the  processes  of  burnishing 
and  polishing. 

Silver  anodes  should  be  of  fine  metal,  pre- 
ferably annealed,  and,  therefore,  more  suscep- 
tible to  solution.  Their  behaviour  is  an  indica- 
tion of  the  condition  of  the  solution.  If  a  dull 
deposit  collects  upon  them,  with  a  falling  off  in 
the  current,  more  free  cyanide  is  required  to 
dissolve  the  insoluble  single  cyanide  wliich 
forms  upon  them.  On  the  other  hand,  excessive 
free  cyanide  unduly  promotes  the  solution  of 
the  anode,  limits  the  permissible  current  density 
at  the  cathode,  lowers  the  cathode  efficiency, 
and  promotes  simple  immersion  deposition  on 
work  which  is  not  '  quicked.'  The  amount  of 
free  cyanide  present  can  easily  be  determined 
in  this  and  other  cj'anide  solutions  ^^^th  standard 
silver  nitrate. 

The  deposition  of  gold  is  practised  consider- 
al)ly  on  account  of  the  pleasing  colour  and 
permanence  of  the  deposit.  Deposition  is  easy 
owing  to  the  strong  electro -negative  character 
of  the  metal,  and  for  electro -gilding,  as  with 
electro-silvering,  cyanide  solutions  are  used. 
Gold  may  be  applied  to  metallic  surfaces  by 
three  methods,  viz.  :  ( 1 )  mercurial  gilding ; 
(2)  simple  immersion  ;  and  (3)  the  electrolytic 
method.  Mercurial  gdding  is  used  for  heavy 
dejjosits  of  gold.  An  amalgam  of  gold  is  first 
))repared  by  pouring  mercury  on  to  hot  gold. 
Excess  of  mercury  is  squeezed  through  chamois 
leather,  and  the  pasty  amalgam  preserved  in 
balls  under  water.  It  is  a]3plied  to  the  prepared 
metallic  surface  with  a  wire  brush,  which  has 
first  been  wetted  with  a  weak  solution  of  mercuric 
nitrate.  This  is  rublied  on  the  amalgam  and 
then  on  to  the  work,  deijositinga  layer  of  amal- 
gam. Wlien  a  uniform  coating  is  obtained,  the 
mercury  is  expelled  in  a  muffle,  and  the  process 
rejjeated  for  thicker  deposits.  The  dull  surface 
is  improved  by  scratch-brushing.  This  process 
is  largely  employed. 

Simple  immersion  methods  are  followed,  for 
mere  films  of  metal,  in  solutions  of  very  varied 
composition.  A  moderately  strong  solution  of 
sodium  pyrophosphate  is  prepared  (5-10  p.c.), 
and  gold  cldoride  added  a  little  at  a  time.  The 
warm  solution  at  once  gives  up  its  metal,  but 
the  deriosits  can,  in  any  case,  only  be  very  thin, 
though  they  may  be  thickened  somewhat  by 
'  quicking  '  in  a  mercury  solution  and  reimmers- 
ing  in  the  gold  solution. 

Gilding  wth  the  separate  current  is  largely 
])ractised,  using  a  solution  prepared  by  the 
following  or  similar  methods  : — 

(1)  Making  a  gold  sheet  the  anode  in  a 
cyanide  solution  (4  ozs.  per  gallon),  using  a 
cathode  contained  in  a  porous  cell.  Tlie  process 
is  continued  until  sufficient  metal  is  lost  from 
the  anode  or  until  the  solution  yields  a  good 
deposit. 

(2)  Precipitating  gold  chloride  with  am- 
monia, avoiding  excess,  and  dissolving  the 
washed  precipitate  in  potassium  cyanide  solu- 
tion. 

The  metal  content  may  vary  from  a  few 
pennyweights  to  a  few  ounces  per  gallon.  The 
solution  is  used  warm  -with  a  gold  anode,  which 
is  eleetrolytically  corroded,  or  hy  a  less  desirable 
method  of  using  an  insoluble  platinum  anode 


and  making  frequent  small  additions  of  gold 
cliloride.  The  colour  of  the  deposit  varies  con- 
siderably with  the  conditions,  chiefly  that  of 
current.  Other  conditions,  such  as  tempera- 
ture, size  of  anode,  distance  between  electrodes, 
metal  content,  also  ajiparently  affect  the  colour  ; 
but  these  varying  conditions  primarily  influence 
the  current.  Cold  and  weak  solutions  give 
a  ]3ale  colour,  which  may  be  improved  by 
warming.  Excessive  current  produces  darker 
and  foxy  deposits,  which  are,  however,  improved 
by  scratch-brushing.  More  satisfactory  deposi- 
tion proceeds  when  the  work  is  kept  in  motion. 
The  colour  of  the  deposit  is  heightened  some- 
what by  a  preliminary  coating  of  copper,  while 
a  deposit  of  silver  has  the  reverse  effect,  though 
occasionally  required.  The  colour  is  modified 
also  by  the  addition  of  copper  and  silver  cj'anides 
to  the  solution.  Thick  deposits  are  most 
satisfactorily  obtained  occasional  scratch- 
brushing  and  '  quicking.' 

The  deposition  of  nickel  is  now  very  largely 
ajiplied  on  account  of  the  hardness  of  the  deposit 
and  its  permanence,  together  with  the  excej)- 
tional  lustre  which  can  be  imparted  to  it  by 
j)olishing.  The  solution  most  commonly  em- 
ployed is  : 

Nickel  ammonium  sidi^hate      .      12  ozs. 

Water  .....  1  gallon. 
To  this  solution,  additions  are  frequently  made 
to  increase  the  conductance,  sal-ammoniac  or 
common  salt  being  used.  Owing  to  the  fact 
that  no  free  mineral  acid  is  permissilile,  and  the 
tendency  also  to  the  formation  of  nickel  hydroxide 
at  the  cathode,  small  additions  of  acids,  such  as 
citric,  boric,  or  acetic,  are  made  "\Nith  varying 
success.  The  only  modification  in  the  above 
solution  which  adds  any  appreciable  advantage, 
is  that  of  nickel  sulphate,  \\  hich  is  so  much  more 
soluble  than  the  double  salt,  and  from  \\hich, 
therefore,  much  stronger  and  therefore  better, 
conducting  solutions  can  be  prepared.  For 
thick  deposits,  Langbein  recommends  the  use 
of  3  lbs.  of  nickel  suljihate  per  gallon,  with  the 
addition  of  eth^d  suljjhate  or  magnesium  eth3d 
sulphate.  On  account  of  the  greater  stability 
of  nickel  comi30unds  and  the  poor  solution  of 
the  anodes,  and  also  the  absence  of  free  mineral 
acid,  a  distinctly  higher  E.M.F.  is  requu-cd 
than  for  copper  deposition,  viz.  5-6  volts  for 
'  striking,'  that  is,  rapidly  coating  the  \\'ork 
«'ith  nickel,  and  then  2-3  volts  for  depositing 
the  bulk  of  the  metal.  The  absence  of  free  acid 
necessitates  especial,  care  in  the  preliminary 
cleansing  processes,  most  \\ork  being  finally 
passed  through  a  A\eak  solution  of  cyanide 
{5  p.c),  and  quickly  and  thoroughly  rinsed 
ioefore  being  put  into  the  vat.  The  nickel- 
plating  solution  is  usually  worked  cold,  and  is 
conveniently  contained  in  lead-lined  vats. 
Anodes  may  bo  of  cast  (jr  rolled  metal,  the  cast 
being  much  sui^erior,  as  its  porosity  assists  its 
corrosion  under  the  influence  of  the  current. 
Rolled  metal  is  but  little  attacked  by  the 
anion  SO4,  and,  failing  the  solution  of  the 
anode,  sulphuric  acid  is  produced  and  oxj'gen 
evolved ;  thus  : 

SOi+H.O  =  H,S04-fO. 
This  acidity  is  to  be  avoided,  and  with  it 
there  is  a  diminution  in  the  metal  content  of 
the  solution  which    is    similarly  undesirable. 
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Cast  anodes  are  therefore  much  more  largely 
used,  more  uniform  conditions  being  main- 
tained with  them.  On  account  of  the  high 
E.M.F.  used,  some  hydrogen  is  evolved  at  the 
cathode,  though  the  current  elBciency  should  not 
ordinarily  fall  below  90  p.e.  Occasional  motion 
of  the  work  is  desirable  in  order  to  disengage 
any  bubbles  which  may  coUect.  Once  deposi- 
tion has  commenced,  the  work  should  not  be 
exposed  more  than  momentarily,  otherwise  an 
imperceptibly  thin  fUm  of  oxide  ^^'iU  form  and 
almost  entirely  prevent  the  adhesion  of  further 
deposited  metal.  In  fact,  it  is  considered 
impossible  to  successfully  deposit  nickel  on  such 
a  surface  or  on  a  previous  deposit.  On  this 
account,  previously  iiickelled  work  should  be 
entirely  freed  from  its  nickel,  and,  while  this 
may  be  done  by  acid  solutions,  common  practice 
foUoA\'s  the  method  of  polishing,  at  the  same 
time  preparing  the  surface  for  the  new  deposit. 
( 'upper  and  brass  work  is  nickelled  directly  after 
the  usual  cleaning  operations,  ^^•hilst  positive 
metals  like  zinc  and  Britannia  metal  require  a 
previous  deposit  of  copper  from  the  cyanide 
bath.  Iron  and  steel  may  be  nickelled  without 
coppering,  the  polished  surface  being  first 
rendered  somewhat  duU  by  scouring  with  finest 
ljumice.  The  deposit  should  be  kept  bright,  and 
this  is  attained  by  a  current  density  not  exceed- 
ing 5  amperes  per  square  foot.  Higher  current 
densities  produce  duU  deposits,  tending  to 
become  powdery  on  the  edges.  The  nickel 
deposit  is  very  hard,  and  the  final  lustre  is 
obtained  by  '  finishing  '  with  Sheffield  lime,  which 
produces  a  highly  lustrous  surface.  In  addition 
to  the  extensive  cycle  and  motor  industry, 
nickel-plating  is  applied  considerably  for  small 
machine  parts  aiad  instrument  work  and  for 
'  facing  '  stereotypes,  the  deposit  being  much 
more  durable  than  the  stereotype  metal. 

The  deposition  of  iron  is  carried  out  on  lines 
similar  to  those  for  nickel,  solutions  of  ferrous 
sulphate  or  ferrous  ammonium  sulphate  being 
used.  These  must  be  entirely  free  from  mineral 
acid,  more  so  than  in  the  case  of  nickel,  and 
water  should  be  well  boiled  before  being  used, 
to  expel  air  and  prevent  the  oxidation  of  ferrous 
to  fen'ic  compoimds.  Ferric  compounds  under 
electrolysis  yield  little  metal,  being  reduced  to 
ferrous  at  the  cathode.  The  process  is  not 
much  used  beyond  the  application  in  '  steel- 
facing  '  engraved  plates.  The  iron  deposit 
obtained  is  free  from  carbon,  but  is  very  hard. 
Anodes  of  the  softest  \vrought  iron  containing 
a  minimum  of  carbon  are  desirable,  and  require 
occasional  scouring  to  remove  the  layer  of 
insoluble  carbon.  The  deposition  of  iron  has 
also  been  used  for  thicker  deposits,  which  have 
subsequently  been  removed  and  examined  to 
investigate  the  properties  of  -pure  iron,  and  to 
more  successfully  determine  the  effect  of  im- 
jjurities.  For  '  steel  facing,'  the  engraved  plates 
are  cleaned,  any  scouring  Iseing  done  with  only 
a  light  brush.  The  plate  is  then  hung  in  the 
bath  and  covered  quickly  by  '  striking.'  Depo- 
sition is  then  continued  more  slowly  for  10-15 
minutes.  The  deposit  is  very  hard  and  with- 
stands the  printing  process  much  better  than 
copper.  When  the  deposit  shows  signs  of  wear 
by  the  exposure  of  copper,  the  metal  is  simply 
and  rcadUy  removed  by  immersion  for  a  short 
time  in  a  5-10  p.c.  sulphuric  acid.    By  voltaic 


action  the  iron  is  soon  dissolved  from  the  plate, 
and,  after  a  light  scouring  with  a  fibre  brush 
and  subsequent  rinsing,  the  plate  is  again 
immersed  in  the  solution  to  receive  a  further 
coating  of  iron,  thus  considerably  lengthening 
its  life. 

Deposition  of  alloys.  (1)  Brass.  From  mixed 
solutions  of  zinc  and  copper  sulphates  with 
the  addition  of  acid,  copj^er  can  be  completely 
deposited  free  from  zinc,  this  principle  being 
applied  in  electrolytic  analysis  and  also  in 
refining.  With  salts  more  alike  in  stability,  the 
two  metals  are  dcjwsited  simultaneously  in 
proportions  varying  with  conditions.  The 
cyanides  are  invariably  used  for  this  purpose, 
the  zinc  and  copper  compounds  being  used  in 
about  the  same  quantity.  The  mixed  solution 
may  be  prepared  ui  many  ways,  of  ^vhich  the 
following  are  in  common  use  : — 

(a)  Treating  solutions  of  the  mixed  sulphates 
with  excess  of  ammonia  and  adding  about  30  ]i.c. 
more  cyanide  (KCN)  than  is  required  to  decolourise 
the  blue  solution. 

(h)  Preparing  a  solution  of  potassium 
cyanide  (1-1|-  lbs.  per  gallon)  and  saturating 
about  three  quarters  of  it  with  the  mixed 
carbonates  of  zinc  and  copper,  subsequently 
adding  the  remaining  solution  for  '  free  cyanide.' 

The  solution  may  be  used  warm  or  cold. 
If  cold,  a  higher  concentration  is  desirable, 
and  also  a  smaller  proportion  of  zinc  compound. 
If  warm,  the  zinc  compound  should  be  increased 
and  the  solution  may  be  safely  diluted.  Brass 
anodes  are  used,  and,  in  a  warm  solution  with  a 
fair  proportion  of  free  cyanide,  dissolve  under 
the  influence  of  the  current.  Lack  of  free 
cyanide  gives  rise  to  the  formation  of  a  deposit 
of  the  two  single  compounds  on  the  anode, 
adding  resistance  and  reducing  the  current,  and 
thus  altering  the  coloui-  of  the  deposit.  The 
colour  and  composition  of  the  deposit  vary 
with  several  conditions.  In  general,  the  con- 
ditions which  demand  a  higher  E.M.F.  give  rise 
to  a  lighter  deposit  containing  more  zinc,  whilst 
those  A\  hich  reduce  the  resistance  of  the  solution 
tend  to  the  jjroduction  of  redder  deposits  con- 
taining more  copper.  Thus  yellower  tlcposits 
are  produced  in  cold  dilute  solutions  witli  little 
free  cyanide,  whilst  the  copper  in  the  deposit 
is  increased  ^vhen  the  solution  is  strengthened  or 
warmed,  or  more  free  KCN  added.  The  com- 
position of  the  deposit  is  controlled  also  by  the 
proportion  of  the  two  metals  in  the  solution, 
and  the  fact  that  from  cyanide  solutions  copper 
and  zinc  are  ordinai  ily  deposited  in  tlie  propor- 
tion of  03'G  ol'  copper:  32-5  of  zinc  accounts 
approximately  for  the  2:1  pro))ortion  in  deposited 
yellow  brass.  The  colour  of  the  deposit  is 
lightened  by  the  addition  of  ammonia  or 
ammonium  carbonate,  these  substances  assisting 
the  solution  of  the  zinc  compound,  which  is  less 
soluble  than  the  copper  compound,  and  preventing 
the  lormation  of  basic  compounds. 

'J'he  methods  of  deposition  of  brass  follow 
on  the  same  lines  as  those  of  copper  from  the 
cyanide  solution. 

(2)  Other  aUoys  are  deposited  to  only  a 
very  limited  extent.  The  choice  of  solutions 
depends  upon  the  case  of  mixture  of  solutions 
from  whicli  tlie  constituents  can  be  separately 
deposited.  'J'hus  for  l)ronzo,  iho  sulphate, 
chloride  and  cyanide  solutions,  are  imsuitabli;. 
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A  satiafaciury  iiiixtuie  can  be  made  from  the 
•iouLle  oxalates  of  the  two  metals  with  ammo- 
nium oxalate,  the  solution  being  w  orked  warm 
with  a  bronze  anode.  Similarlj',  a  solution 
from  which  German  silver  ma,y  be  depo.sited 
may  bo  prepared  l.)y  mixing  the  separate  double 
cyanides  of  cojiper,  zinc,  and  nickel  with 
potassium  cyanide,  or  by  dissolving  the  alloy  in 
nitric  acid,  precipitating  the  mixed  earl)onatea 
and  dissolving  the  mixture  in  cj'anide.  The 
deposition  of  these  alloys  is  subject  to  the  same 
conditions  as  for  brass,  attention  bemg  paid  to 
those  conditions  which  facilitate  the  deposition 
of  the  more  positive  constituents,  viz.  tin,  zinc, 
and  nickel. 

Deposition  of  tin  may  be  successfully  carried 
out  from  a  number  of  solutions.  The  chloride 
yields  a  beautiful  crystalline  deposit,  but 
reguluie  deposits  may  be  obtained  from  solutions 
of  the  stannite,  stannatc,  or  double  oxalate  w  ith 
ammonium,  with  ease.  They  are  prepared  as 
follows  : — 

(1)  The  hydrate  is  precipitated  from  stannous 
chloride  with  alkali,  and  the  precipitate  dissolved 
in  excess  of  alkali. 

(2)  By  convertmg  the  metal  to  hytlrated 
oxide  with  nitric  acid,  and  dissolving  the  washed 
oxide  in  alkali. 

(3)  Hy  adding  a  solution  of  ammonium 
oxalate  to  tin  cliloride.  A  Avhite  precipitate  fu'st 
forms,  and  this  is  soluble  in  excess. 

Solutions  containing  from  1  to  2  ozs.  of  metal 
]3er  gallon  are  of  convenient  strength.  From 
these  solutions  tin  may  be  obtained  as  a  reguline 
deposit  within  certain  limits  of  current  density. 
Excessive  current  ijroduces  a  grej-  spongy 
deposit,  which  may,  however,  be  considerably 
improved  by  the  addition  of  a  small  amount  of 
glue  or  gelatine,  thereby  extenduig  the  limit  of 
allowable  current.  Solutions  of  moderate  strength 
yield  metal  quantitativel}',  and  the  anode 
suffers  normal  corrosion,  maintaining  the  strength 
of  the  electrolyte.  The  dull  white  deposit  is 
improved  by  gentle  scratch-brushing  with  a  soft 
brush.  Tin  may  also  be  deposited  without  the 
current  b}-  using  an  oxalic  acid  solution  to 
A\hich  tin  chloride  is  added.  The  metal  is 
tleposited  by  simple  immersion,  and  the  process 
may  be  imj^roved  by  the  addition  of  grain  tin 
with  the  work,  which  facilitates  deposition  by 
local  voltaic  action,  while  tin  jjasses  into  the 
solution,  f'he  process  is  hastened  by  immersing 
the  small  work  in  zinc  trays,  the  zinc  ])assing 
into  the  solution  as  an  anode.  In  this  case 
the  solution  must  bo  replenished  with  tin 
<  hloridt>,  and  rejected  when  any  large  amount 
oi  zinc  has  accunuilated  in  it. 

The  deposition  of  lead  may  ln^  similarly 
effected  from  alkaline  solutions,  which  yield 
reguline  de^sosits,  whilst  the  acetate  jiroduees  the 
well-known  crystalline  deposit.  The  jirocess 
has  but  little  application,  but  more  recently  the 
deposition  of  the  metal  has  been  successfully 
applied  by  Betts  to  the  refining  of  the  metal. 
The  electrolyte  is  a  solution  of  lead  fluosilicate, 
which  may  be  made  by  dissolving  the  oxide  or 
carbonate  in  the  acid.  With  unrefined  anodes 
the  lead  passes  into  solution,  whilst  silver  is 
retained  in  the  anode  mud.  Good  reguline 
deposits  are  obtained  by  the  addition  of  glue 
or  gelatine  in  small  amount. 

Alcatiu'c  of  leail  deposition  i«  the  i)ru(.luLtiou 
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of  lead  peroxide  at  the  anode.  This  has  hjug 
been  knowi,  and  the  production  of  coloured 
rings  and  films  was  first  observed  by  Nobili,  in 
1826.  Thus  in  a  solution  of  lead  acetate,  or  of 
litharge  in  alkali,  and  a  polished  anode  of  nickel 
or  iron,  coloured  rings  are  obtained  if  a  wire 
cathode  is  held  close  to  the  anode.  The  colours 
are  due  to  tlie  gradually  varying  thickness  of 
the  film,Avhich  ) wings  about  interference  in  the 
light  falling  upon  them.  With  anodes  of  other 
shapes  the  colours  follow  the  shape  of  the 
anode,  though  they  jiass  off  into  a  more  or  less 
rounded  form.  These  colours  are  caUed  '  metaUo- 
chromes.'  With  excessive  current  a  dull-browu 
deposit  of  lead  peroxide  is  at  once  formed. 

The  deposition  of  platinum  is  carried  out  from 
a  solution  of  the  chloride  in  sodium  phos)jhate. 
A  lilatinum  anode  is  insoluble  and  the  solution 
needs  the  addition  of  the  platinum  compound. 
A  brown  colour  sometimes  occurs  ow  ing  to  sojiio 
of  the  metal  passing  into  the  colloidal  form. 

Palladium  may  be  successfully  deposited 
from  a  solution  of  its  double  chloriile,  ajid  the 
process  has  been  applied  by  C'owper-Uoies  for 
producing  a  non-corrodible  covering  for  electro- 
Ij-tically  deposited  parabolic  mirrors  in  copj^er. 

Cobalt  deposition  follows  on  lines  similar  to 
those  for  nickel,  whilst  mercury,  which  may  be 
deiDosited  from  the  nitrate  solution,  has  been 
ajjjdied  to  the  construction  of  electrolytic 
meters,  in  •\\hich  a  small  and  definite  fraction  of 
the  total  current  is  shunted  through  a  cell  in 
which  mercury  is  deposited,  the  weight  of  the 
mercury  deposit  automatically  recording  the 
current  passing  through  the  meter,  and  at 
constant  potential  difference  the  energy  absorlied 
in  the  circuit.  S.  E. 

ELEMI  V.  Oleo-besins. 

ELEMI,   ESSENTIAL  OILS   OF,  v.  Oleo- 

EESINS. 

ELIQUATION  or  LIQUATION.  A  metaUur- 
gical  term  to  denote  the  operation  of  separating 
substances  by  taking  advantage  of  their  different 
fusibilities. 

ELLAGIC  ACID.  EUagic  acid  CiiHgOj  is  ob- 
tained from  numerous  tannin  matters  which 
contain  an  ellagitannin  (.see  art.  on  'Tannin)  by 
boiling  the  aqueous  extract  with  dilute  suljihuric 
acid.  In  many  cases  it  is  to  be  found  in  the  free 
state,  due  probably  to  the  hydrolysis,  by  fermen- 
tation, of  the  ellagitannin  or  ellagic  acid  glucosidc 
originally  present,  and  such  a  fermentation 
frequently'  occurs  when  aqueous  extracts  of  the 
tannin  matters  are  allowed  to  stand  for  some 
ti  mc. 

Divi-di\  i  {Cw-^alpiiii'i  curvu  ia  [VVilkl.])  (  Liiwc, 
Eresenius  Zcitseh.  anal,  tliem.  187b,  14,  40), 
myrabolans  {'I'criiiiiiulia  (7/r/jwi(t  [Ratz.])  (Lowe, 
«/)/(/.),  algaro I )i]la  {CUcuciIju'iiid  hrevi folia)  (Zulffcl, 
Beilstein,  2,  1085),  and  valonia  (Qucrcus  ALijilo2>'< 
[Linn.])  yield  considerable  quantities  of  ellagic 
acid,  and  are  the  best  natural  sources  of  this 
material.  It  has  also  been  isolated  from  oak 
galls  (Chevreul.  Ann.  Chim.  Phys.  1828,  [2]  9, 
329);  oak  bark  (Etti,  Montash.  1880,  1,  226); 
the  bark  of  Picea  excelsa  (Link.)  (Strohmer,  ibiil. 
1881,  2,  539)  ;  pomegranate  rind  (Rerabold, 
Annalen,  1867,  143,  288);  Quebracho  Colorado 
(Perkin  and  Gunnel.  Chem.  Soc.  Trans.  1896. 
69,  1307);  ArclosUipliijloii  ftw- (SiJreng.)  and 
Ciiriaria  viijriifolio.  (Linn.)  (Perkin,  ihid.  190(», 
77,  424);  UiciiikIo.iijIou  oiniiKUchiuitain  (Linn.) 
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(Ferkin,  ibid.  IS'JT,  71,  1137);  the  fruit  of 
C'oesalpinia  digyna  (Rottl.)  (Niereustein,  Chem. 
Zeit.  1909,  87) ;  and  the  bark  of  Terminalia 
Gatuppa  (Linn.)  {ibid.).  In  fact,  ellagic  acid 
probably  alway«  occur.s,  if  only  in  minute 
quantit}',  in  all  ]>lant  products  whicli  contain 
gallotannin.  Most  interesting  arc  the  Oriei\tal 
bezoar  stones,  concretions  which  are  found  in 
the  stomachs  of  goats  and  other  animals,  and 
consist  largely  of  eUagic  acid.  These  originate, 
ANithout  doubt,  from  the  fact  that  the  animal 
has  fed  upon  jilants  in  which  some  quantity  of 
an  ellagitannin  is  present. 

Ellagic  acid  was  first  discovered  by  Ghevreul 
(Ann.  Chim.  Phj's.  I.e.)  in  oak  gaUs,  and  more 
closely  examined  by  Braconnot  {ibid.  9,  187). 
According  to  Pelouze,  it  possesses  the  composition 
C,H40,j  {ibid.  54,  356) ;  whereas  Merldein  and 
Wo'.iler  (Ann.  Chem.  Pharm.  55, 129),  who  isolated 
it  from  bezoar  stones  and  termed  it  '  bezoaric 
acid,'  showed  that  its  formula  is  Cj^HgOg. 

The  precipitate  of  crude  ellagic  acid,  ^\  hicli  is 
prodviced  hy  boiling  the  tannin  extract  with 
dilute  acid,  is  jaurified  by  washing  with  alcohol 
and  subsequent  recrystaUisation.  A  similar 
procedure  is  also  satisfactory  with  the  deposits 
so  frequentlj'  produced  by  fermentation  and 
alluded  to  above.  EUagic  acid  is  most  readil}' 
crystallised  from  pjridine  (Perkin  and  Niercr- 
stein,  Chem.  Soc.  Trans.  87,  1416),  and  the 
product,  which  contains  pyridine  of  crystallisa- 
tion, is  washed  TOth  alcohol. 

Lowe  (Zeitsch.  Chem.,  1868,  4,  053)  was 
the  first  to  prepare  eUagic  acid  syiitheticaUy  by 
oxidising  gaUic  acid  with  arsenic  acid,  and  this 
was  subsequently  accomplished  by  Ernst  and 
Zwenger  (Annalen,  1871,  159,  32)  by  heating 
the  acid  ethyl  gallate  with  sodium  carbonate 
solution  in  the  presence  of  air,  and  by  Griess- 
mayer  (Annalen,  1871,  160,  55)  by  heating  gaUic 
acid  with  •\\atcr  and  iodine.  It  is  readily  pro- 
duced by  oxidising  gallic  acid  dissolved  in 
acetic  acid  by  means  of  potassium  persulphate 
and  sulphuric  acid  (Perkin  and  Nierenstein,  I.e.), 
and  together  with  flaveUagic  acid  by  the  addition 
of  potassium  persulphate  to  a  solution  of  gaUic 
acid  in  sulphuric  acid  (Perkin,  ibid.  1906,  89, 
251).  Under  simUar  conditions,  gaUotannin 
jjroduces  eUagic  acid  (Nierenstein,  Ber.  1908, 
41,  3015  ;  and  1909,  42,  353),  and  it  can  also  be 
prepared  bj'  boiling  the  tannin  with  hydrogen 
peroxide  solution  (ibid.  1907,  40,  917).  Herzig 
and  Bronneck  obtained  good  results  by  jiassing 
air  through  an  ammoniacal  solution  of  gallic 
acid,  and  also  of  gaUotannin  (Montash.  1908, 
29) ;  whereas  Sisley  (BuU.  Soc.  chim.  1909,  [4] 
5,  727)  i^repared  ellagic  acid  from  tannin  by 
means  of  alcoholic  potassium  hydroxide  solution. 
According  to  Rupe,  a  60  p.c.  yield  is  produced 
when  gaUic  acid  in  sulphuric  acid  solution  is 
oxidised  with  sodium  nitrite  (Chemie  d.  naturl. 
EarbstofEe,  1909,  2,  162). 

EUagic  acid  crystallised  from  pyridine  forms 
prismatic  needles,  which  are  converted  bj^ 
alcohol  into  a  pale-yellow  crystalline  powder ; 
but  when  purified  by  means  of  its  acetyl-  deriva- 
tive, the  product  is  almo.st  colourless  (P.  and  N.). 
It  is  very  sparingly  soluble  in  all  the  usual 
.solvents,  "dissolves  in  alkaline  solutions  with  a 
palc-yeUow  colour,  and  from  these  liquids, 
Avhen  diluted  with  hot  alcohol,  is  deposited  on 
acidifying  in  a  crystaUinc  condition.  When 


heated,  it  does  not  melt  below  360° ;  and 
sublimes  at  liigher  temperatures  with  considerable 
carbonisation.  With  nitric  acid  containing 
nitrous  acid  and  subsequent  dilution,  it  gives  a 
blood-red  colouration  (Griessmayer's  reaction), 
and  this  reaction,  considered  to  be  characteristic, 
is  kno\vii  to  be  also  possessed  by  fiavellagic  acid 
(P.). 

According  to  Merldein  and  Wuhler  (I.e.), 
the  allcaline  solution  of  eUagic  acid  becomes 
reddish-j-cUow  on  exposure  to  air,  and  deposits 
black  crystals  of  potassium  glaucomelanate 
K2*-'i2Hi40,.  When  boiled  with  phenylhydrazine 
in  alcoholic  solution,  or  when  carefuUy  heated 
witii  phenylhydrazine,  eUagic  acid  forms  the 
product  C8"H5NH-NH2,Ci4HeOij,  which  crystal- 
lises in  yellow  needles,  and  is  readily  reconverted 
into  ellagic  acid.  EUagic  acid  gives  simUar 
compounds  with  aniline  and  quinoline  (Gold- 
schmidt,  Monatsh.  1905,  26,  1139). 

Ti'lranediiMlarjic  acid  Ci4H„08(C„H30)4 
(Barth  and  Goklschmidt,  Ber.  1878,  ll",  846; 
Schifi^,  ibid.  1879,  12,  1534;  ZoIfEel,  Arch. 
Pharm.  229,  123),  colourless  needles,  m.p. 
343°-34G°  (Perkin  and  Nierenstein) ;  tetra- 
benzoylellag ic  acid  0i4HoO8(C,H5O)4,  colourless 
needles  (Goldschmidt  and  Jahoda,  Monatsh. 
1892,  13,  151),  m.p.  332°-333°  (Perkin); 
ellagic  acid  monometiu/l  etlier  C'i4H50,(OCH3), 
yeUowcrystaUine  powilcr  (( Joldsohmidt,  Monatsh. 
1905,  26,  1139)  ;  diarcli/h  llngic  acid  moriomethyl 
ether 

Q,fi-fi,{Om,){CM,0),, 
crystalline  powder  (G.);  ellagic  acid  dimethyl 
ether  (  \4H40g(OCH3)2,  crystaUine  powder  (G.); 
and  ellagic  acid  tetramethyl  ether  Ci4H204(OCH3)4, 
colourless  microscopic  needles  (G. ;  Herzig 
and  Polak,  Monatsh.  1908,  29,  263),  have  been 
described. 

Ellagic  acid  gives  the  foUowing  salts : 
KCiiHjOn,  minute  yeUow  neecUes  (Perkin  and 
Wilson,  Chem.  Soc.  Trans.  1903,  83,  134); 
K2C14H4O8,  prisms  (Merklein  and  Wohler ; 
P.  and  W.) ;  K2Ci4H405,KOH,  microscopic 
prisms  (M.  and  W.);  Na2Ci4H40j,  crystaUine 
powder ;  NaCiiHjOg,!!.,©,  yellow  needles  (Ernst 
and  Zwenger,  Annalen,  1871,  159,  32). 

The  tinctorial  properties  of  eUagic  acid  arc 
somewhat  feeble,  but  in  1887  it  was  placed  on 
the  market  by  Messrs.  Meister,  I^ucius,  and 
Briining,  under  the  name  of  'Alizarin  Yellow 
in  paste,'  and  was  recommended  as  yielding, 
with  chromium  mordants,  greenish-yeUow  shades 
of  considerable  permanence. 

Rembold  (Annalen,  1867,  143,  288)  states 
that  when  eUagic  acid  is  treated  ^vith  sodium 
amalgam,  it  gives  y-hexahydroxydiphenyl 

C,2H4(OH)„ 
three  distinct  rufohydrodhigic  acids,  (',4 H, „(.)„, 
C14HJ0O7,  Ci4H,o09,  and  glaucohydropUagic 
acid;  but,  according  to  Nierenstein  (Ber.  1908, 
41,  1649),  this  latter  compound  is  in  reality 
the  pentahydroxydiphenylmethylolid  referred 
to  later.  By  the  action  of  boiling  potassium 
hydroxide  solution  (Barth  aiid  Goldschmidt, 
Ber.  1879,  12,  1242),  ellagic  acid  gives 
hexahydroxydiphenyleneketone  {"!)  Ci^HgOj,  by 
fusion  with  potassium  hydroxide  fi-hexuhydrory- 
diphenyl,  and  by  fusion  with  scxlium  hydroxide 
y-hexnhydroxydij^hetiyl,  together  w'ith  some  nf  the 
/3-  compound. 
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When  ellagic  acid  is  distUled  with  zinc-dust 
lluorenc  is  produced  (RcmLold,  Ber.  8,  1494 ; 
Barth  and  Goldschmidt,  ibid.  11,  84C  ;  rf.  also 
Graebe,  ibid.  1903,  30,  212). 

As  a  result  of  their  investigation,  Barth  and 
Goldschmidt  {ibid.  1879,  12,  153)  suggested  that 
ellagic  acid  could  be  represented  by  one  of  tlie 
two  I'ollowing  formulro  i — 


C0< 


H 

/Oe-(OII)3 

J 

1 

CO 


II. 


H 

Ge-(OH), 
co  ;  I  -^;0 

C!„-(OH), 

I 

COOH 


and  of  these  the  first  was  i)refera]jle. 

Whereas  such  a  constitution  requires  the 
ijresence  of  five  hydroxyl-  groups,  Schiff  (Ber. 
1879,  12,  J534)  considered  that  acetylellagic 
acid  was  Cj4H,(C2H30)408,  and  tliis  was 
subsequently  corroborated  by  Zolft'el  (Arch. 
Pharni.  229,  123).  Schiff,  at  the  same  time, 
proposed  two  fornnilaj  (or  ellagic  acid  : 


CO- 


-C'eH(OH), 

I 

COv  -  :CeH(OH).. 
0 


(JO 

0  [--  C,H(OH), 
II.  !  O  I 

CO  ^C6H(OH)2 


the  latter  of  which  is  identical  with  that  preferred 
by  Graebe  (I.e.).  In  a  later  investigation, 
Goldschmidt  and  Jahoda  (Monatsh.  J  3,  49),  as 
the  result  of  their  jirejiaration  of  a  tetrabenzo'yl 
ellagic  acid,  -were  satisfied  of  the  existence  in 
ellagic  acid  of  but  four  hydroxyls,  and  conse- 
quently adopted  their  second  formula. 

Graebe  (Ber.  ]903,  30,  314),  among  other 
criticisms,  pointed  out  that  a  substance  having 
this  constitution,  and  Mliich  may  be  more 
clearly  ^raitten  as  follows  (I.)  : — 

COOH-P""^^^1  I  "^H.^l 

|/\  /\  l/\ 

I.         .-.jl         I  I         U-,r  II. 


OH 


JOH 


OH 


0' 


OH 


\vould  yield,  on  distOlation  with  zinc-dust,  not 
fluorene,  but  an  isomeric  hydrocarbon  (11.),  if 
this,  indeed,  M  ere  capable  of  existence.  In  the 
same  j)aper  this  author  announced  the  interesting 
fact  that  diphenylmeth^lolid 

.-0— CO 


1)11  distillation  with  zinc-dust,  gives  not  only 
iliphcnyl  and  mcthykliplienyl,  but  also  fluorene ; 
and  in  a  theoretical  discussion  of  the  .subject, 
suggested  that  Schiff's  second  formula  (given 
above)  most  jirobably  represents  the  true  con- 
stitution of  this  substance. 

The  .subject  was  reinvestigated  somewhat 
later  by  Perkin  and  Nierenstcin  (I.e.),  who,  on 
digesting  ellagic  acid  with  boiling  potassium 
liydroxidc  solution,  obtained  Barth  and  Gold- 
schmidt's  so-ealled  hexahydroxydiphenylene- 
ketone  CijHgO,.  From  this  substance  a  penla- 
mefyl  derivative  C, JI,,(),(CJl,jO)i.,  prismatic 
needles,  m.p.  224°-220°,  and"  a  pentabenzoyl 
derivative,  Oi.,H.jO-(C,H50)„  plates,  m.]).  257°- 
259°,  were  prepared.    As,  moreover,  ziuc-dust 


distillation  gave  fluorene,  there  could  be  little 
doubt  that  this  compound  was  in  reality  jieiita- 
hydroxydijyhenylmctliyloLid,  as,  indeed,  was  sur- 
mised by  Graebe  : 

0— CO— . 

./ 

I 


oh/\,_ 
ohI 


\ 

OHl^  JoH 


OH 


From  their  results,  together  with  a  .study  of  other 
similar  compounds,  Perkin  and  Nierenstcin 
considered  that  Schiff 's  formula,  also  advocated 
by  Graebe,  and  which  can  be  more  clearly 
■wTitten  thus  : 

0— C0-- 

oh/\  / 

oni    ico— o'  'oh 

OH 

is  a  correct  representation  of  the  constitution  of 
ellagic  acid. 

These  authors  have  also  prepared  from  ni- 
hydroxybenzoic  acid,  jj-hydroxybenzoie  acid, 
jjrotocatechuic  acid ;  and  from  ellagic  acid 
itself,  other  members  of  this  group  : 

Metellagic  acid  O^^W^O^iOB.),  (P.  and  N.) 

CateUagic  acid  Ci4H404(OH)., ,  (P.  and  N.)(.see 
also  Schiff,  Ber.  1882,  15,  2570). 

Flavellagic acid Oi .jH04(0H )5, (P.) (Chcm.  Soc. 
Trans.  1900,  89,  251). 

Cteruleoellagic  acid  Cj404(OH)6,  (P.)  (Chem. 
Soc.  Proc.  1900,  22,  114). 

The  two  latter  compounds  are  possessed  of 
well-marked  dyeing  properties. 

Herzig  and  Tscherne  also  include  resoflavine 
CiiH.;04(0H)3  from  sym.  dihydroxybenzoie 
acid  in  this  group  (Annalen.  351,  24). 

Finally,  Herzig  and  Polak  (Monatsh.  1908, 
29,  203),  b_y  a  stucty  of  the  methylation  products 
of  ellagic  acid,  have  given  a  further  corroboration 
of  its  constitution. 

When  Goldschmidt's  tetramcthylellagic  acid 
is  digested  -vvith  alcoholic  potash  and  meth>l 
iodide  diphenyl-\\'2-.'i%Q-.l:%-hexa)n(:thoxy-5  :  W-di- 
carboxylic  inethyl  ealer  (m.p.  109°-111°)  : 


-COOCH. 


OCH, 


OVH.J'^  7  «'0CH; 
OCH3 


(.;oocH;, 


..lOCHj 
,3l0CH3 


is  obtained,  together  with  a  small  quantity  of 
diphr nyl in"lli ylolid-2:S:(r.l -.8  -  ventainHhoxy-^  -  r/ir- 
boxylic  acid  7iic(hyl  ester  (II.),  m.p-  187°-189°  : 


II 


OCH3 


— CO  -0 
eloCHvCOOCH, 


.^lOCH,, 
TiOCH, 


7  ^ 
OCH3  ""^ 

By  means  of  alcoholic  potash, thesecomjKiuuds 
I.  and  II.  yield  respectively  dt/>/(e?!?/i-l:2:3:0:7:8- 
hexamefhnxi/-5:l0-difarboxylic  acid  (III.),  m.p. 
238°-240°  and  dipheiii/l-2:'3:(y.7:S-perilawethoxy-l- 
hydroxy-Tr.W-dicarboxylic  acid  (IV.),  m.p.  200°- 
203"  :  ' 


-COOH 


(JC1I„ 


111. 


OCH,,      loCH  ,  COOH 
OCH, 


,ocn, 

OCH., 
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.— COOH 


OH 


OCH, 
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Ellag  ic  acid  is  probably  not  a  tanning  matter 
in  the  true  sense  of  the  word,  but  is  of  con- 
siderable importance  nevertheless  in  the  tanning 
process.  Thus  the  ellagitannic  acid  absorbed 
by  the  hide  is  at  least  in  part  converted  into 
ellagic  acid,  and  the  deposit  thus  formed  adds 
weight  and  bloom  to  the  finished  article. 

A.  G.  P. 

ELLAGITANNIC  ACID.  A  tanning  prin- 
ciple present  in  divi-divi  (Luwe,  Frdl.  14,  35); 
in  algarobilla  (Ziilffel,  Arch.  Pharm.  229,  123); 
in  myrobalans  (Lowe,  he.  44;  ZGlfl'cl,  I.e.); 
and  probably  to  some  extent  in  all  plant  pro- 
ducts which  contain  a  gallotannin  (v.  Ellagic 

ACID). 

According  to  Lowe,  the  molecule  of  ellagi- 
tannic acid  contains  5  hydroxyl  groups  replaced 
by  acetyl.  It  gives  precipitates  with,  gelatin, 
albumen,  alkaloids,  tartar  emetic,  and  a  nearly 
black  precipitate  wth  ferric  acetate.  Its  alco- 
holic solution  gives,  with  lead  acetate,  a  pre- 
cipitate of  the  formula  2G'i  JLipOij-SPbO. 

Very  little  is  knowi  of  its  constitution. 
Ziilffel  (Z.c.)  considers  it  a  sugar -free  tannic  acid 
of  the  formula  CeH2(OH)3COO'C5HJOH)2COOH. 
Perkin  and  Nierenstein  (I.e.)  consider  it  a  gluco- 
side  of  gaUotannin  or  a  condensation  of  two 
molecules  of  the  latter,  and  suggest  a  con- 
stitutional formula. 

Nierenstein  (Ber.  1910,  43,  1267)  has  ob- 
tained it  in  a  pure  state  by  repeated  treatment 
of  the  crude  substance  from  myrobalans  with 
alkali  and  ethyl  chloroformate,  and  then 
decomposing  with  p3T:idine  according  to  Fischer's 
method ;  and  gives  its  formula  as 

CosHjjOisjSH^O. 

It  crystallises  from  a  mixture  of  pyridine  and 
acetic  acid  in  pale-yellow  plates,  which,  after 
sintermg    at    300''-306°,    melt    at  329°-336° 
17 

[o]^  +18° -02,  So  obtained,  it  readily  yields 
eUagic  acid  with  dilute  sulphuric  acid,  but  is  not 
decomposed  by  10  p.c.  sodium  carbonate  solu- 
tion. As  it  is  hydrolysed  by  emulsin  to  luteo- 
acid,  Nierenstein  considers  it  to  be  a  glucoside 
of  luteo-acid  (v.  Tannins). 

ELUTRIATION.  The  separation  of  the 
lighter  from  the  heavier  particles  of  a  powder  by 
washing  and  decantation. 

EMANIUM  V.  Actinium. 

EMBOLITE.  Native  silver  chlorobromido 
containing  chlorine  and  bromine  in  indefinite 
IJroportions.  It  is  the  commonest  of  the  horn- 
sUvers  or  cerargyrites  [q.v.),  occurring  as  compact 
hom-like  masses  or  as  small,  indistinct  cubic 
crystals  of  a  greenish-grey  colour.  Frequently 
a  small  amount  of  iodine  is  also  present,  and 
the  formula  is  Ag(Cl,Br,I) ;  the  colour  is  then 
usually^  greenish-yellow  to  orange-yellow.  Large 
quantities  have  been  mined  with  othrr  ore?!  of 
silver  in  Chile,  Mexico,  and  Broken  Hill  iu  Now 
.South  AVale.s  (v.  Prior  and  .Spencer,  Min.  Mag. 
1902,  i;j,  171).  L.  J.  8. 


EMERALD     Bekyl,  and  Gltjcinum. 

EMERALD  GREEN.  Hydrated  chromivm 
sesquioxide  {v.  Cheomium)  ;  also  applied  to 
Schweinf  iirth  green  (p.  art.  Arsenic  ;  also  Pig- 
ments). 

EMERALD,  ORIENTAL,  v.  Coeundum. 

EMERY.  (Smirgel,  Ger.)  An  impure  variety 
of  corundum.  Microscopic  examination  sho^^•s 
that  it  is  a  mechanical  aggregate  of  crystalline  or 
granular  corundum  and  oxide  of  iron,  chiefly  in 
the  form  of  magnetite,  together  with  smaller 
amounts  of  several  other  minerals,  such  as 
tourmaline,  hercynite  (FeAljO^),  garnet,  mus- 
covite,  diaspore,  kyanite,  rutile,  &c.  It  was 
formerly  obtained  almost  exclusively  from 
Naxos,  an  island  in  the  Greek  archipelago, 
where  it  is  fountl  in  large  detached  blocks  in  the 
.soU,  and  also  embedded  in  crystalline  limestone. 
In  consequence  of  deficient  harbour  accommoda- 
tion, it  is  generally  taken  to  the  neighbouring 
island  of  S3'ra,  and  thence  re-shipped.  The  lessee 
is  bound  by  the  Greek  Government  to  extract  a 
minimum  of  1650  tons  annually.  The  amount 
exported  from  SjTa  in  1907  was  10,982  tons, 
valued  at  45,505?.  In  France,  the  Naxos 
emery  is  still  used  to  the  exclusion  of  most 
other  kinds,  but  in  many  markets  the  Greek 
emery  has  been  largely  disjiiaced  by  the 
Turkish. 

J.  LawTence  Smith  first  called  attention 
to  the  occurrence  of  emery  in  Asia  Minor, 
especially  at  Gumach  Dagh,  a  mountain  about 
12  mUes  east  of  Ephesus.  It  is  also  found 
near  Kulah,  20  mUes  from  Philadelphia.  The 
Thyra  mines  are  situated  in  the  hills  bct\\een 
Cosbunar  and  Thyra  ;  and  at  the  foot  of  this 
range  is  the  Coursack  mine,  where  a  large  bed 
of  emery  is  now  worked.  At  some  of  these 
localities  the  emery  is  found  as  loose  blocks  in  a 
reddish  soil,  but  at  most  of  the  workings  it  is 
now  .systematically  mined  by  shafts  and  galleries. 
The  principal  workmen  are  Italians.  The  large 
blocks  of  emery  are  broken  by  sledge-hammers, 
but  as  the  mineral  is  extremely  tough,  it  is  often 
exposed  to  the  action  of  fire  and  then  cooled, 
to  facilitate  fracture.  The  broken  emery  is 
carefully  picked  over  by  hand,  and  sometimes 
not  more  than  half  is  worth  sending  away.  It 
is  removed  on  camels  and  donkej^s  to  the  Otto- 
man Railway,  and  thence  conveyed  to  Smjrrna. 
From  this  port  28,559  tons  were  .shipped  in 
1907.  The  only  otlier  emery -producing  country 
is  the  United  States,  where  it  is  mined  at 
Chester  in  Massachusetts,  and  at  Peekskill  in 
Westchester  Co.,  New  York.  1'he  production 
in  1907  amounted  to  970  metric  tons,  valued  at 
2524?. 

Emery  is  extensively  employed  in  a  variety 
of  ways  as  an  abrading  agent.  The  inincral  is 
crushed,  sifted  through  wire  sieves,  and  sorted 
into  different  degrees  of  tincncss,  known  as 
coarse,  fine,  and  flour  ;  and  shi  >uh  1 1  lieu  be  washed 
and  elutriated.  Lawrence  Smith  found  that  the 
effective  hardness,  or  abrading  power,  is  not  in 
direct  proportion  to  the  amount  of  aluminia  in 
the  emery,  but  seems  rather  to  depend  on  the 
state  of  aggregation  of  the  mineral.  The  follow- 
ing analyses  are  by  Lawrenee  Smith  (Amer.  J.  Sei. 
1851,  11,  ."JOO).  Tlie  first  column  gives  the 
efl^ective  hardness,  taking  that  of  sa[»phire  as 
100  {r.  L'oLiVNDVM)  :  — 
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Hardness 

Sp.  gr. 
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HoO 
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24-10 

3-lU 

0-86 
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56 



3-98 

70-10 

22-21 

400 



0-62 
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Analyses  of  the  emery  of  Naxos,  T\'re,  and 
Smyrna  have  been  published  by  R.  Jagnaux 
(Bull.  Soc.  Min.  Fr.  1884,  7,  160).  G. 
Tschermak  (Min.  Petr.  Mitt.  1894,  14,  311) 
gives  analyses  and  describes  the  microscopic 
structure  of  Naxos  emery. 

Emory  is  conveniently  emjiloyed  in  the  form 
of  '  emery  cloth,'  '  emery  ])aper,'  '  emery  sticks,' 
&c.,  which  are  prepared  by  causing  powdered 
emery  to  adhere  to  the  glued  surface  of  cloth 
and  other  media.  '  Emery  wheels  '  are  formed 
by  mixing  the  powdered  mineral  with  some 
plastic  or  liquid  vehicle,  moulding  the  mass  into 
a  convenient  shape,  and  then  causing  it  to  sot  in 
a  solid  form.  The  vehicle  may  be  shellac,  or 
artificial  stone,  which  forms  a  hard  cementing 
medium,  or  it  may  be  a  paste  of  loam  and  water, 
which  is  afterwards  baked  so  as  to  form  a  coarse 
terra-cotta.  L.  J.  S. 

EMETINE  V.  Vegeto-alkaloids. 

EMIN  RED  V.  Primuline. 

EMODIN    V.    Cascaba  sageada;  Gluco- 

SIDES  :   PiHUBAEB  ;  SYNTHETIC  DEUGS. 

EMPYROFORM  v.  Synthetic  drugs. 

EMULSIN.  The  term  '  enudsin  '  was 
applied  originally  to  the  enzyme  or  mixture  of 
enzymes,  present  in  bitter  and  sweet  almonds, 
which  hych-olyses  amygdalin  to  glucose,  benz- 
aldehyde,  and  hydrogen  cyanide.  The  same 
enzyme  was  shown  subsequently  to  hydrolyse 
many  natural  glucosides  as  well  as  the  sjmthe- 
tically  prepared  j3-glucosides,  though  it  was 
entirely  mtliout  action  on  the  stereoisomeric 
a-alkylglucosides  (Fischer,  Zeitsch.  Physiol.  Chem. 
1898,  26,  60).  The  name  is  now  used  to  com- 
prise all  enzymes  which  hydrolyse  ;8-glucosides. 
Such  enzymes  are  widely  distributed  in  plants  : 
besides  the  kernels  of  fruits,  they  also  occur  in  the 
leaves  and  young  twigs  of  the  higher  ]>lants,  in 
most  mould  fungi,  especially  in  Polyporus  species 
parasitic  on  trees,  and  in  bacteria.  Heniy  and 
Auld  (Proc.  Roy.  Soc.  1905,  B,  76,  568)  have 
identified  emulsin  as  present  in  yeast. 

^-Glucosides  are  also  hycb'olysed  by  certain 
animal  extracts,  e.g.  intestinal  mucous  membrane, 
a  fact  which  is  taken  to  indicate  the  presence  of 
emulsin. 

There  are,  however,  well-marked  differences 
in  the  number  of  substances  which  these  various 
emulsin  preparations  are  able  to  hydrolyse, 
and  the  investigations  of  Armstrong  and 
others  (Chcm.  Soc.  Proc.  1910,  334)  indicate, 
that  whilst  the  leaf  enzyme  (emulsin)  is,  as  a 
rule,  a  specific  for  the  glucoside  normally  occurring 
in  the  particular  plant,  the  seed  enzj'me,  especi- 
ally that  of  the  almond,  is  able  to  attack  a 
number  of  glucosides.  For  this  reason  almond 
emulsin  is  considered  to  be  a  mixture  of  several 
closely  related  enzymes.  According  to  H.  E. 
and  E.  F.  Armstrong  and  Horton  (Proc.  Roy. 
Soc.  1908,  80,  321),  it  contains  a  fi-ghicase 
proper,  which  attacks  ^-glucosides ;  a  cyanase, 
which  eliminates  hydrogen  cyanide  from  amyg- 


dalin ;  an  amygdala.se,  splitting  ofif  glucose  from 
amygdalin ;  and  a  lactase^  acting  on  milk  sugar 
(compare  Rosenthaler,  Arch.  Pharm.  1910,  240, 
105). 

Almond  emulsin  hydrolyses  /3-glucosides 
and  also  the  disaccharides,  lactose,  gcntiobiose, 
cellose,  and  melibiose.  It  further"  hydrolyses 
the  synthetical  /3-methylgalactoside.  The  emul- 
sin of  A.spe7'gillus  nigcr,  on  the  contrary,  has  no 
action  on  lactose  or  on  ^-galactosides.  In 
referring  to  emulsin,  it  is  therefore  advisable 
to  specify  the  source  of  the  enzyme. 

Preparation. — Ground  sweet  almonds  from 
which  the  fat  has  been  expressed  are  macerated 
Avith  water  and  a  little  toluene  or  chloroform 
at  the  ordinary  temperature  for  12-24  hours. 
The  liquid  is  expressed  through  a  cloth,  protein 
prcciisitated  with  a  few  drops  of  acetic  acid, 
and  the  clear  filtrate  precipitated  with  alcohol 
added  50  c.c.  at  a  time  till  no  further  preciiiitate 
is  formed.  The  liquid  is  decanted  and  the 
precipitate  rapidly  washed  with  absolute  alcohol 
and  ether  to  dehydrat  e  it,  and  dried  in  a  vacuum. 
Alternatively  the  original  precipitate  may  be 
collected  on  a  filter  paper,  dried  rougldy  on 
bibulous  paper,  and  dissolved  in  water  in  a 
closed  bottle,  to  which  a  little  toluene  is  added. 
The  clear  solution  so  obtained  is  very  active, 
and  retains  almost  constant  activity  for  many 
months.  It  is  essential  to  carry  out  this  pre- 
paration as  rapifUy  as  possible. 

The  dried  enzyme  is  a  soft,  white  powder, 
giving  most  of  the  reactions  of  proteins,  but 
losing  these  on  purification.  Its  chemical 
nature  has  not  been  the  subject  of  any  detailed 
investigation. 

Emulsin  exhibits  maximum  activity  in 
neutral  solution.  Alkali  stops  the  action ; 
small  quantities  of  acids  usually  increase  the 
activity,  o\\ing  to  their  effect  in  neutralising 
alkaline  impurity. 

Experiments  with  emulsin  are  usually 
carried  out  at  about  37°  ;  the  optimum  tempera- 
ture is  45°. 

Emulsui  is  detected  qualitatively  by  its 
action  on  amygdalin,  liberatmg  hydi-ogen  cyanide. 
The  activity  is  tested  quantitatively  cither 
against  amj'gdalin  or  salicm,  by  measuring  the 
amomit  of  sugar  formed  in  a  given  time. 

Emulsin  is  also  able  to  bring  about  synthetic 
change  (Armstrong,  Proc.  Roy.  Soc.  1905,  B,  76, 
592  ;  van't  Hoff,  Sitzungsber.  K.  Akad.  Wiss. 
Berlm,  1910,  48,  963). 

(For  a  list  of  the  glucosides  attacked  by 
emulsin,     Gltjcosides. )  E.  F.  A. 

ENAMEL  BLUE.    Cohalt  blue  [v.  Pigments). 

ENAMELS  are  vitreous  compositions  capable 
of  adhering  by  fusion  to  the  surface  of  metal  or 
of  pottery.  The  base  of  the  enamel  is  generally 
a  colourless  glass,  in  which  are  suspended  particles 
of  an  opaque  metaEic  oxide  or  salt,  generally 
stannic  oxide.  Up  to  about  900°,  tin  dioxide 
exists  finely  suspended  in  the  enamel,  but  at  a 


ENAMELS. 


higher  temperature  combination  or  solution  may 
occur  and  opacity  is  diminished.  Titanic  oxide 
has  been  used  in  place  of  stannic  oxide,  and  anti- 
mony compounds  have  been  employed.  Opacity 
may  also  be  obtained  by  the  use  of  arsenious 
oxide,  calcium  phosphate,  cryolite,  or  fluorspar. 
A  preparation  kno^vn  as  '  artificial  cryolite ' 
sometimes  replaces  the  mineral.  When  bone 
ash  is  used,  a  little  nitre  may  be  added  to  remove 
the  grey  colour  ;  the  nitre  also  prevents  reduc- 
tion of  the  lead.  The  vitreous  base  of  most 
enamels  is  a  glass  containing  much  lead,  but 
when  the  presence  of  lead  is  objectionable,  as  in 
enanudled  vessels  for  culinary  purposes,  soda- 
and  potash-glasses  should  be  used.  If  great 
fusibility  be  required,  it  may  be  secured  by  the 
association  of  borates  with  the  silicates.  Borate 
enamels  are  very  hard,  but  are  deficient  in 
elasticity,  and  may  be  affected  by  moisture. 
Colour  is  imparted  to  the  enamels  by  the  intro- 
duction of  various  compounds,  generallj'  metallic 
oxides,  the  use  of  which,  in  many  cases,  has  been 
known  from  remote  ages.  Percy's  analyses  of 
the  enamelled  bricks  of  Babylonia  {circa 700  B.C.) 
showed  that  a  dense  white  was  obtained  by  the 
use  of  stannic  oxide  ;  a  rich  yellow  by  means  of 
antimony,  apparently  in  the  form  of  lead  anti- 
nioniate  ('Naples  yellow  ')  ;  and  a  deep  blue  by 
copper,  probably  introduced  as  oxide,  but  exist- 
ing in  the  enamel  as  a  copper  sodium  silicate. 
The  ancient  Egyptian  blue  enamel,  or  glazt', 
contains  a  definite  copper  calcium  silicate, 
forming  crystals  remarkable  for  their  intense 
pleoehroism,  to  which  Fouque  gave  the  name  of 
vestorien  (BuU.  Soc.  Fr.  Min.  [12]  1889,  36)  {v. 
Egyptian  blue).  The  ancient  Egyptians  seem 
to  have  been  ignorant  of  the  art  of  enamelling 
on  metal. 

The  enamelling  of  pottery  is  a  simple  opera- 
tion, since  it  consists  in  the  mere  fusion  of  an 
opaque  glaze  on  to  the  surface  of  the  ware.  But 
the  application  of  a  vitreous  body  to  a  metallic 
surface  is  less  easy,  and  it  is  to  this  process 
that  the  term  '  enamelling  '  is  sometimes 
restricted,  while  the  works  of  art  produced  by 
enamelling  on  metal  are  themselves  known  as 
'  enamels.' 

The  most  ancient  enamels  found  in  North- 
Western  Europe  are  referable  to  the  prehistoric 
Iron  Age,  sometimes  distinguished  as  Late 
Celtic.  In  these  ancient  enamels,  brilliantly 
coloured  opaque  glass  is  embedded  in  cells  or 
shallow  cavities  in  bronze  :  it  is  probable  that 
the  vitreous  material  was  applied  as  a  powder, 
mixed  with  a  vehicle  so  as  to  form  a  paste,  and 
then  heated  sufficiently  to  cause  its  fusion,  and 
thus  secure  firm  attachment  to  the  metal. 

A  similar  method,  known  as  champ  levA 
enameUing,  was  extensively  employed  at  a  much 
later  date  in  Germany  and  at  Limoges  in  France 
— a  town  which  for  centuries  was  the  chief 
centre  of  artistic  enamelling.  In  this  process  the 
design  is  traced  on  a  plate  of  copper  or  bronze, 
and  all  the  parts  to  be  enamelled  are  excavated 
by  the  graver  ;  these  hollows  are  then  filled  with 
enamel,  which  is  afterwards  fused,  and  the  entire 
surface  is  finally  ground  smooth.  The  design 
thus  appears  in  permanent  colour,  each  tint 
being  defined  by  ridges,  or  separated  by  areas, 
of  metal  which  are  the  elevated  parts  of  the 
original  grounil.  The  exposed  metal  is  some- 
times gilt. 


Another  and  probaWy  older  method  of 
inlaid  enamelling  is  that  known  as  cloisonnA 
work.  Here  the  design  is  outlined  by  strips  of 
metal  iixed  to  the  metallic  base,  and  the  spaces 
between  these  bands  are  filled  with  enamel, 
which  is  then  fused  and  the  surface  ground 
down.  Each  coloured  area  is,  therefore,  sharply 
separated  from  its  neighbour  by  the  edge  of  the 
metal  fillet.  Of  this  character  were  the  early 
Byzantine  enamels,  which  were  generally 
executed  on  plates  of  gold.  The  Chinese  have 
for  many  centuries  (at  least  since  the  13th) 
been  extremely  skilful  in  this  work,  and  the 
Japanese  have  applied  a  similar  method  to 
the  ornamentation  of  porcelain.  The  Japanese 
attach  the  cloisons  to  the  base  with  a  gummy 
cement,  and  even  when  the  ground  is  a  metal, 
they  generally  use  no  solder.  In  some  chisonni 
work  the  surface  is  not  ground  down,  so  that  the 
fillets  stand  in  relief  above  the  general  surface  of 
the  enamel. 

The  use  of  transparent  enamels  for  the  orna- 
mentation of  metalwork  was  introduced  by  the 
Italian  goldsmiths  of  the  13th  century,  and 
afterwards  became  popular  in  France.  The  de- 
sign A\'as  generally  worked  in  low  relief,  or 
chased  on  gold  or  silver,  and  brilliant  translucent 
enamels  were  applied  in  such  a  way  that  the 
varying  thicknesses  produced  differences  of  tint. 
This  style  is  known  as  haase-taille.  In  certain 
rare  enamels,  probably  of  the  15th  century, 
the  pattern  is  outlined  by  strips  of  metal 
without  any  foundation,  and  the  spaces  in  this 
grating  are  filled  in  with  coloured  transparent 
enamels ;  such  cloisonne  work  is  termed 
plique-il-jour. 

Artistic  enamelling  has  been  largely  used,  not 
only  for  inlaid  and  encrusted  w  ork,  but  for  the 
production  of  paintings  on  metal.  The  painted 
enamels  of  Limoges,  introduced  in  the  15th 
century,  were  usually  executed  on  slightly 
convex  plates  of  copper,  the  subjects  being 
generally  in  white  and  grey  on  a  deep-violet 
ground  ;  but  the  process  was  extended  to  the 
decoration  of  dishes,  ewers,  and  other  objects, 
and  various  colours  were  employed,  sometimes 
heightened  with  gold.  In  this  country,  enamel 
painting  was  largely  practised,  by  the  family  of 
Bone,  during  the  latter  part  of  the  18th  and  the 
early  years  of  the  following  century.  WhUe 
their  smaller  works,  or  miniatures,  were  executed 
on  gold,  the  larger  examples  were  on  2)lates  of 
copper.  The  copper  plate,  having  been  annealed 
and  cleaned  with  dilute  sulphuric  acid,  was 
coated  on  both  sides  with  white  enamel  powder  ; 
it  was  then  fired,  and  the  enamelled  face  ground 
smooth.  This  white  enamel,  which  was  ren- 
dered so  opaque  by  means  of  stannic  oxide  as  to 
conceal  the  metal  ground,  was  imported  from 
Venice  in  the  form  of  round  cakes.  The  surface 
to  be  painted  was  further  prepared  by  the  appli- 
cation of  a  second  coat  of  enamel,  more  fusible 
and  trans}5arent  than  the  first ;  this  material, 
known  to  the  enameller  as  '  flux,'  was  used  in 
the  form  of  rods  and  beads  of  white  Venetian 
glass.  Upon  the  fluxed  surface,  carefully  ground 
smooth,  the  painting  was  executed  in  enamel 
colours,  or  powdered  glasses  mixed  with  an 
appropriate  vehicle  ;  and  as  it  was  necessary  to 
vitrify  each  colour  separately,  a  complicatpfl 
subject  would  require  several  successive  firings 
in  a  muffle,  each  liable  to  injure  or  spoil  the  work. 


ENSIT 

Recent  years  liave  witnessed  a  great  revival 
in  artistic  enamelling,  willi  the  introduction  of 
various  improvements  in  tecbnical  details. 

In  addition  to  art  enamels,  there  is  a  growmg 
demand  for  coarse  work  in  enamelled  sheet-iron 
for  street  plates,  railway  notices,  and  other  ad- 
vertisements, which  are  generally  executed  in 
blue  and  white.  In  apjjlying  enamel  to  metal  it 
is  necessary  to  use  a  material  which  wiU  adhere 
firmly  to  the  base  ;  at  the  same  time,  it  must 
fuse  at  a  temperature  lower  than  that  which 
softens  the  metal,  or  melts  the  solder  if  any  be 
present ;  and  the  enamel  should  have  a  coefficient 
of  exf)ansion  by  heat  as  nearly  as  possible  that 
of  the  metal  ground.  It  is  obviously  important 
that,  when  enamel  is  used  as  a  lining  for  sauce- 
pans, stew-pans,  and  other  vessels  for  culinary 
purposes,  it  should  be  free  from  all  ingredients 
which  are  poisonous,  or  may  become  so  by 
contact  with  food.  An  important  mdustry  has 
been  developed  in  recent  years,  especially  in 
Germany,  Austria-Hungary  and  France,  in  the 
manufacture  of  vessels  for  domestic  use,  in  cast 
or  sheet  metal ;  soft  sheet  steel  is  commonly  used 
for  hollow  ware. 

The  object  to  be  enamelled,  having  been 
carefully  cleaned  by  pickling  in  an  acid  bath,  is 
coated  with  a  thin  layer  of  ground  enamel. 
This  primary  coating  need  not  be  opaque,  and 
generally  contains  a  little  cobalt  or  nickel  oxide. 
A  suitable  material  is  obtained,  according  to 
P.  Randau,  by  fusing  a  mixture  of  flint  or  quartz 
30  parts,  borax  25,  and  felspar  30.  This  product 
is  then  ground  with  kaolin  10-75  parts,  felsimr  6, 
and  magnesia  1  -25  ;  the  clay  tends  to  lessen  the 
fusibility.  The  finely  powdered  ground  enamel 
is  mixed  with  water  to  a  creamy  consistency  and 
applied  to  the  ware,  slightly  heated  ;  after  the 
coating  has  dried,  the  object  is  fired  in  a  muffle 
furnace  at  a  temperature  rather  under  1000°. 
After  this  stage  of  enamelling,  the  ware  is 
scrubbed  to  remove  scale,  and  a  second  coating 
is  applied,  this  time  opaque  white.  This 
enamel  may  be  made,  according  to  the  same 
authority,  from  a  mixture  of  flint  37 -5  parts, 
borax  27-5,  tin  dioxide  30,  soda  15,  nitre  10, 
ammonium  carbonate  7-5,  and  magnesia  7  ; 
this  mixture  is  fritted  and  then  ground  N\ith 
flint  6-12  parts,  tin  dioxide  3-66,  soda  0-7,  and 
magnesia  0-7.  The  cover  enamel  is  suspended  in 
water  and  spread  over  the  ground  enamel,  and 
the  ware  is  then  carefuUy  fired  in  a  mufElo  at  a 
lower  temperature  than  that  of  the  first  firing. 
In  some  cases  a  third  coat  of  enamel  is  applied, 
while  in  other  cases  the  ground  layer  is  dis- 
pensed with,  and  only  a  single  white  coating 
used.  Finally  the  surface  may  be  decorated 
by  painting  or  transfer  printing  in  enamel 
colours,  or  by  photographs.  In  some  enamels, 
like  '  granite  ware,'  the  colour  is  applied  by 
spraying. 

(On  enamels,  v.  Sir  H.  H.  Cunynghame,  On 
the  Theory  and  Practice  of  Art  Enamelling  upon 
Metals,  3rd  ed.  London,  1906  ;  Lewis  F.  Day, 
Enamelling,  London,  1907  ;  Alexander  Fisher, 
The  Art  of  Enamelling  upon  Metal,  London, 
1906 ;  Philipp  Eyer,  Die  Eisenemaillierung, 
Leipzig,  1907  ;  Paul  Randau,  Die  Fabrikation 
des  Emails  und  das  EmaiUieren,  Vienna,  4th  ed. 
1909  ;  Enamels  and  Enamelling,  English  transla- 
tion of  P.  Randau  by  Charles  Salter,  London, 
1900 ;  Julius  Griiiiwald,  translated  by  Herbert  H. 
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Hodgson,  The  Theory  and  Practice  of  Enamelling 
on  Iron  and  Steel,  London,  1909).     F.  W.  E. 

ENARGITE.  Copper  sulpharscnate  Cu3AsS4 
or  3Cu^8-As^S5,  occurring  as  orthorhombiu 
crystals  with  perfect  prismatic  cleavages  and 
usually  a  prismatic  habit.  The  colour  is  iron- 
black  with  a  metallic  lustre  ;  sp.gr.  4-44.  It  is 
not  a  common  mineral,  but  in  a  few  copper- 
mining  districts,  particularly  at  Butte  in  Mon- 
tana, it  is  an  important  ore  of  copper.  L.  J.  S. 

ENDIVE.  Cichormm  endivia  (Linn.),  the 
blanched  leaves  are  used  as  a  salad  or  garnish. 

According  to  Konig,  their  average  com- 
position is — 

Other  carbo- 

Water  Trotein  Fat  Sugar  hydrates  Fibre  'Vsh 
94-1       1-8      0-1      0-8        1-8         0-0  0-8 

There  are  two  cliief  varieties — with  crinkled 
leaves  and  with  smooth  leaves.  The  former  is 
apparently  richer  in  nitrogen  and  ash,  but 
poorer  in  carbohj^drates  (Dahlen,  Landw. 
Jahrb.  1874,  3,  312,  and  4,  614). 

An  analysis  of  the  ash  of  endives  by  Richard- 
son (Annalen,  67,  377)  gave  the  following 
figures  : — ■ 

K^O  Xa^O  CaO  MgO  80^  P,0,  SiO.,  Fo.,03 
37-9     ]21     12-0     1-8     5-2     3-o'    24'6  3-4 

IT.  I. 

ENDLICHITE  r.  Vanadium. 

ENESOL  r.  Synthetic  DRU(is. 

ENGLISH    BROWN    v.    Azo-  colotjeino 

MATTERS. 

ENGLISH  GREEN,  or  CHROME  GREEN,  v. 

Ghkojiium  ;  Pigments. 

ENGLISH   PINK,   or   ITALIAN   PINK,  v. 

Pigments. 

ENGLISH  RED,  or  VENETIAN  RED,  v. 

Pigments. 

ENHYDROS  v.  Agate. 

ENSILAGE  is  a  process  of  preserving  green 
fodder  for  cattle.  The  term  silo  is  applied  to 
the  pit  or  other  depository  in  which  the  fodder 
(silage)  is  contained,  and  appears  to  bo  of  Basque 
derivation,  and  originally  meant  a  pit  for  storing 
grain.  This  method  of  preserving  grass  and 
other  succulent  forage  crops  has  been  in  use  for 
many  years  in  Germany,  whence  the  practice 
was  carried  to  France,  and  afterwards  to  America. 
Although  the  German  system  had  been  fully 
described  by  Johnston,  in  1843,  in  the  Trans- 
action of  the  Highland  Agricultural  Society 
(new  series,  9),  no  general  notice  of  it  was 
taken  in  these  islands  until  1882,  when  a  report 
of  the  British  Legation  at  Washington  on  en- 
silage, as  practised  on  Mi\  Havemeyer's  estate 
in  New  Jersey,  was  i^ublished  as  a  blue-book, 
since  which  time  many  silos,  of  varying  forms 
and  construction,  have  been  made  in  this  country. 
The  object  of  all  these  is  to  exclude  the  air  from 
the  mass  of  fodder,  allo\\ing  only  a  greater  or 
less  fermentation  according  to  the  practice  of 
different  authorities ;  and  to  this  end  silos 
have  been  formed  (1)  wholly  or  partly  under- 
ground; (2)  in  the  form  of  enclosed  buildings. 
Silage  has  also  been  largely  made  by  build- 
ing up  the  green  fodder  in  the  form  of  an 
ordinary  stack,  of  \\hich  only  the  top  is  covered. 
Whether  it  be  silo  or  stack,  the  principal  factor 
is  the  superposition  of  a  sufficient  pressure, 
either  hy  dead  Aveight  or  by  some  mechanical 
system  of  screws,  levers,  or  similar  appliances. 
The  changes  which  forage  undergoes  in  the  silo 
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are  duo  to  fermentation,  and,  as  may  be  sup- 
posed, this  action  varies  considerably  with  the 
materials  stored  and  -with  the  condition  of 
storage  ;  as,  for  example,  green  maize  under- 
goes principally  lactic  fermentation  ;  >\hilst  in 
English  fodder  fermentation  produces  alcohol, 
which  is  almost  immediately  converted  into 
aldehyde.  If  the  air  has  not  been  properly  ex- 
pelled from  the  sUo,  or  if  the  fodder  has  been 
pitted  in  a  very  damp  condition,  the  aldehyde 
becomes  quickly  converted  into  acetic  acid. 

Silage  is  of  two  Idnds — viz.  '  sweet '  and 
'  sour.'  Sweet  silage  is  the  result  of  allowing 
the  grass  to  remain  without  pressure,  and  so 
permitting  air  to  mingle  with  it  until  such  time 
as  a  temperature  of  125°  to  150°F.  is  reached  by 
the  fermentation  process  ;  sour  silage,  on  the 
other  hand,  results  when  pressure  is  at  once 
applied,  whereupon  an  acetic  or  lactic  fermenta- 
tion takes  place.  It  appears  that  a  temperature 
of  about  125°  is  sufficient  to  Idll  the  bacteria 
which  produce  acid  fermentation  ;  '  if  the  bac- 
teria are  killed  and  the  silo  is  covered  and 
weighted,  the  enclosed  mass  of  green  fodder 
will  remain  sweet,  and  be  practically  preserved 
under  the  same  conditions  as  fruits,  vegetables, 
or  meats  are  preserved  when  canned.  If  this 
be  the  case,  it  wiR  be  at  once  intelligible  that 
by  less  packing  of  the  fodder  when  put  into  the 
rUo,  and  extending  the  time  of  filling  until  the 
temperature  rises  to  a  point  fatal  to  the  bacteria, 
the  resulting  silage  will  be  sweet  and  free  from 
acidity ;  whilst  sour  silage  is  produced  by  at  once 
consoiidating,  covering  up,  and  weighting  the 
grass  fodder  so  as  to  prevent  the  temperature 
rising  to  the  point  fatal  to  the  bacteria  '  (A. 
Voeloker,  J.  Roy.  Agric.  Soc.  20). 

Two  samples  of  sweet  silage  showed  only 
a  trace  of  acid,  not  exceeding  in  quantity  that 
contained  in  ordinary  fresh  meadow  grass  : — 


Silage  made  from 

Clover  and 
rye  grass 
mixed 

Meadow 
grass 

Moisture 
*  Albuminoids  . 
Sugar  and  other  carbo- 
hydrates soluble  in  water 
Crude  vegetable  fibre 
Mineral  matter  (ash) 

75-80 
2-53 

1-43 
18-31 
1-93 

74-40 
2-56 

2-99 
17-90 
2-15 

100-00 

100-00 

♦Containing  nitrogen  .  .040 
Volatile  acids  (calculated  as 

acetic  acid)  .  .  .  0-01 
Non-volatile  acids  (calculated 

as  lactic  acid)   .        .        .  0-01 

041 
0-04 
0-02 

A  sample  of  sour  silage  made  from  grass 
placed  in  a  heavily  weighted  silo  showed  the 
following  composition  : — 


Water   .        .        .        .  . 

76-01 

Soluble  albuminoids 

0-91 

Insoluble  albuminoids 

1-78 

Soluble  carbohydrates 

2-87 

Crude  fibre    .        .        .  . 

15-82 

Soluble  mineral  (ash) 

1-63 

Insoluble  mineral  matter  (ash) 

0-98 

100-00 

Total  nitrogen        .        .        .      0  -43 
Volatile   acids    (calculated  as 

acetic  acid) 
Non-volatUe  acids  (calculated  as 

lactic  acid) 

This  sUo  was  provided  with  a  tap  at  the  bottom 
from  which  juice  was  drawn  off  from  time  to 
time.  This  drainage  had  a  sp.gr.  of  1-022,  and 
contained,  per  imperial  gallon  : 


0-10 


124 


Albuminoids 
Fixed  acid  (lactic  acid) 
Volatile  acids  (butyric  and 
acetic  acids)  . 
♦Carbohydrates  and  amides 
Mineral  jriatters  (asli) 
Water  .... 


Grains 
1,008-56 
516-42 

476-70 
1,528-42 
1,768-20 
(i4,70I-70 


70,000-00 

♦Containing  non-albuminous 

nitrogen        .        .        .  35-84 
The  dry  matter  (dried  at  100°)  which  was  left 
on  evaporation  of  its  drainage  contained  : 
♦Albuminoids  .        .        .  20-90 

Lactic  acid    ....  10-71 
f  Carbohydrates  and  amides       .  31-73 
Mineral  matter  (ash)       .        .  36-66 


100-00 

♦Containing  nitrogen  .  .  3-34 
•^Containing  nitrogen  .  .  0-51 
The  subject  of  changes  during  ensilage  have 
been  very  carefuUy  investigated  both  at  Rotham- 
sted  by  Lawes  and  Gilbert,  and  at  Woburn  by 
Voelcker.  The  results  obtained  present  a  strik- 
ing similarity,  and  it  will  suffice  if  one  set  of  tables 
(those  of  Dr.  Voelcker)  is  referred  to  here, 
although  the  Experiments  on  Ensilage  conducte(l 
at  Rothamsted  (Lawes  and  Gilbert)  should  also 
be  read.  The  silo  to  which  these  figures  relate 
was  one  made  at  Wobum  in  1886,  and  was  of 
the  character  generally  termed  '  sour.'  It  was 
weighted  with  stones  in  strong  elm  boxes  to 
112  lbs.  per  square  foot,  and  was  unprovided 
with  any  drain.  The  sUo  was  closed  on  July  3 
and  opened  on  December  16,  the  contents  being 
'  very  fair,'  although  '  not  really  fine,'  meadow 
grass.  The  numbers,  in  a  condensed  form,  are 
given  in  the  table,  p.  337. 

The  main  features  shown  in  the  table  are  as 
follows  :  The  total  loss  due  to  fermentation,  eva- 
poration, &c.,  in  making  the  silage  was  7-29  p.e. 
on  the  fresh  grass.  Of  this,  3J  p.c.  consisted  of 
water,  so  that  the  loss  in  dry  matter  was  only 
about  4  p.c.  The  loss  of  total  nitrogen  when, 
as  here,  no  drainage  was  allowed  to  flow  away, 
is  very  slight ;  but  the  nitrogenous  bodies  have 
undergone  considerable  change  from  the  albu- 
minoid to  the  non-albuminoid  condition,  the 
fibre  has  been  diminished,  insoluble  albuminoids 
have  been  lessened,  and  soluble  albuminoids  in- 
creased (Voelcker,  J.  Roy.  Agric.  Soc.  23,  410). 

Since  the  nutritive  value  of  food  depends  to 
a  considerable  extent  on  the  albuminoid  com- 
pounds contained  in  it,  it  becomes  of  importances 
from  the  economic  point  of  view,  to  determme 
the  quantity  of  such  comioounds  in  fresh  green 
food  and  in  silage.  Kinch  found  that  55  p.c. 
of  the  total  nitrogen  present  in  the  silage  of 
grass  was  of  a  non-albuminoid  nature,  whilst 
in  the  original  grass  only  0  p.c.  was  of  this 
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Quality  and  Composition  of  the  Gbass  put  into  Silo,  and  on-  the  Silage  phoduced. 


— 

1 

Total  weight 

Water 

Volatile  acids 

Non-volatile 
acids 

Soluble 
albuminoids 

Insoluble 
albuminoids 

Digestible  fibre 

Woody  fibre 

Soluble  carbo- 
hydrates, &c. 

Soluble  mineral 
matter 

Insoluble 
mineral  matter 

Total  nitrogen 

Albuminoid 
nitrogen 

Non-albuminoid 
nitrogen 

lbs. 

lbs. 

lbs. 

lbs. 

lbs. 

lbs. 

lbs. 

lbs. 

lbs. 

lbs. 

lbs. 

lbs. 

lbs. 

lbs. 

I^f'jcc  tint  111  ci1j~i 

<Jlld90    ^JUU  ill  OliU 

32,780 

23,108 

47 

733 

3278 

2670 

2265 

430 

249 

151 

123 

28 

Silage  removed  . 

30,389 

22,035 

109 

106 

197 

252 

2326 

2409 

2254 

471 

230 

155 

73 

82 

Loss  . 

2,391 

1,073 

+  109 

-H06 

+  150 

481 

952 

261 

11 

+  41 

19 

+  4 

50 

+  54 

Loss  per  100  lbs. 

of  fresh  grass  . 

7-29 

3-27 

+  0-33 

+  032 

+  0-46 

1-47 

2-90 

0-79 

003 

+  0-12 

006 

+  0-01 

0-15 

+  016 

form.  In  the  case  of  mangold  leaves,  Kellner 
founfl  that  of  the  total  nitrogen  present,  27-8  p.c. 
in  the  original  leaves,  45-5  p.c.  in  the  silage, 
and  as  much  as  59-7  p.c.  in  silage  preserved  in 
stoppered  jars,  was  non-albuminoid,  t'lifford 
Richardson,  examinintc  maize  silage,  found  : 


Per  cent,  total  nitrogen 
as  non-albuminoid 
.  21-2 
.  44-6 
.  49-6 
.  15-(j 
53-3 
47-1 


Oi'iginal  stalks  . 
Silage,  No.  1 

„    No.  2  . 
Dried  fodder 
Silage  from  young  maize 
„         „  older  „ 

These  results  with  grass,  mangolds,  and  maize 
show  that  in  ensilage  a  large  portion  of  the 
albuminoids  are  converted  into  non-albu- 
minoid nitrogenous  substances,  whilst  in  the 
ordinary  drying  of  fodder  no  such  change  seems 
to  take  place.  This  is  made  clear  by  a  reference 
to  Dr.  Voelcker's  table  given  above  under  the 
heading  '  Quality  and  composition,'  &c.,  where 
the  woody  fibre,  as  indeed  the  whole  of  the  fibre, 
has  been  diminished,  insoluble  albuminoids  are 
lessened,  and  the  soluble  albuminoids  increased, 

Ensilage  is  largely  practised  in  Canada  and 
in  America  for  the  sake  of  having  a  supjjly  of 
'  green  '  fodder  during  the  winter  months, 
especially  in  Canada  where  the  wnter  is  long, 
In  England,  since  the  interest  attachmg  to 
novelty  has  waned,  it  has  gradually  died  out  of 
practice,  except  as  a  resource  for  adoption  in 
unusually  wet  seasons,  when  haymaking  is 
impossible  or  is  so  long  delayed  as  to  thi'eaten 
loss  of  the  crops.  In  such  circumstances  those- 
who  possess  the  simple  taclde  necessary  for 
putting  up  silage  stacks  in  the  ojjen  field  have 
a  material  advantage  over  their  neighbours. 
Otherwise,  in  a  country  in  which  roots  are  easily 
growr  and  preserved  for  winter  use,  and  where 
the  actual  period  of  the  year  in  which  vegetation 
is  suspended  is  comparatively  short,  it  would 
seem  preferable,  havmg  regard  to  the  deteriora- 
tion which  occurs  in  ensilage,  esijecially  as 
regards  albuminoids,  to  adhere  to  the  more 
ordinary  practice  of  hay-making. 

The  application  of  silage  as  fodder  and  its 
practical  effects  with  stock  have  been  oarefuUy 
investigated  both  at  Rothamsted  and  Woburn. 

{See  Report  on  the  Practice  of  Ensilage  at 
Home  and  Abroad.  Jenkins  in  J.  Roy.  Agric. 
Soc,  new  series,  20  ;  On  the  (Jhemistry  of 
Ensilage,  Voelcker,  ibid.  ;  Experiments  on  En- 
silage conducted  at  Crawley  Mill  Earm,  Woburn, 
1884-5  and  1885-6,  Voelcker,  ibid.  22;  Ex- 
periments on  Ensilage  conducted  at  Crawley 
Mill  Farm,  Woburn  1880-7,  Voelckei',  ibid 
Vol.  II.— T. 


23  ;  articles  in  the  Agricultural  Gazette,  April 
27,  1885  et  seq.,  by  Sir  J.  B.  Lawes  and  Sir 
Henry  Gilbert,  reprinted  in  jjamplilet  form 
under  the  title  of  Experiments  on  Ensilage 
conducted  at  Rothamsted.) 

ENTEROL  V.  Synthetic  dkuos. 

ENZYMES  and  ENZYME  ACTION  v.  Eek- 
mentation  ;  Earlev  ;  Chemical  affinity. 

EOSAMINE  v.  Azo-  coLouRiNCi  matters. 

EOSIN  v.  Triphenyl  methane  colouring 
matters. 

EOSOTE  v.  Synthetic  drugs. 

EPHEDRINE,  Spehr  (Chem.  Soc.  Abstr. 
1892,  893)  obtained  an  alkaloid  which  he  called 
ephedrine  from  Ephedra  inonostachya,  of  very 
feeble  physiological  action,  of  the  formula 
•-^laHigNO;  m.p.  112°;  volatilising  at  about 
125°. 

Nagai  (Chem.  Zeit.  1890,  441)  isolated  an 
alkaloid  from  the  stems  of  Eplicdra  vulgaris,  to 
which  he  also  gave  the  name  (•i)hedrine;  it  was 
a  powerful  mydriatic,  had  the  empirical  formula 
•^iflHisNO,  and  yielded  benzoic  acid,  mono- 
methylamine,  and  oxalic  acitl  on  oxidation. 

ifioE'phedrine  he  describes  as  obtained  on 
heating  normal  ephedrine  at  180°  in  sealed  tubes 
with  hydrochloric  acid. 

A  similar  alkaloid,  with  strong  toxic  and 
mydriatic  properties,  was  isolated  from  other 
plants  of  the  same  genus  by  Merck,  and  pro- 
visionally termed  ^p-ephedrine.  Its  physical  and 
chemical  characteristics  were  examined  by  Laden- 
burg,  and  Oelschlagel  (Ber.  22,  1823);  Miller 
(Arch.  Pharm.  1902,  240,  481)  could  only  obtain 
i|/-ephedrine  from  Ephedra  vulgaris,  and  Elaecher 
(Arck  Pharm.  1904,  242,  380)  has  shown  that 
Nagai's  /soepheckine  and  the  i//-ephedrine  of 
Ladenburg  and  Oelschlagel  are  identical. 

Either  base  heated  with  hydrochloric  acid 
gives  an  equilibrium  mixture  of  both  (Schmidt 
ibid.  1908,  246,  210). 

Ephedrine  is  completely  converted  mto 
if^-ephedrine  on  acetylation,  the  same  acetyl 
derivative  C!ioH^,ON(C2H.,0),HCi,  m.p.  175°, 
ay+97-6°,  being  formed  from  both  bases,  and 
yielding  >|/-ephedriue  on  hydrolysis  (Apoth.  Zeit. 
1910,  25,  677-678);  while  the  alcohol  produced 
from  ;|/-ephedrine  by  Hofmann's  degradation  is 
converted  by  repeated  distillation  into  that  from 
ephedrine  (Emde,  Arch.  Pharm.  1907,  245,  662). 

Ephedrine    and    ;|/-epliedrine    are  optical 
isomerides,  with  the  configurations  shown  below  ; 
OH  HN  CH3  OH  H 

I        I                           I  I 
CH3C  C-C„H5  CH,C  C— C„H, 


H 


H 


H 


HN-CHj 
z 
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the  reversible  conversion  with  hydi'ochloric  acid 
being  due  to  racemisation  of  the  right-hand 
portion  of  the  molecule  (Emde,  Arch.  Pharm. 
i.e.  ;  Gadamer,  ihid.  1908,  246,  566). 

Eoumeau  (J.  Pharm.  Chim.  1904,  20,  481) 
describes  the  synthesis  of  four  isomerides  of 
ephedrine  with  varying  physiological  action. 
The  crystallographic  constants  are  given  by 
Schwantke  (Zeitsch.  Kryst.  Min.  1909,  46, 
73). 

Ephedrine  hydrochloride  (ephedrinum  hydro- 
chloricum)  is  readily  soluble  in  water,  and  has  a 
strong  mydriatic  action,  1-2  drops  of  a  10  p.c. 
solution  producing  in  40-60  minutes  a  marked 
dilation  lasting  5-20  hours.  It  has  been  used 
in  place  of  atropine  and  homatropine. 

EPICARIN  V.  Synthetic  drugs. 

EPICHLORHYDRINS  a-epicMorhydrin 

(y-cMorpropylene  oxide)GB.^-GR-CS.2^-  Prepared 
by  treating  glycerol  with  phosphorus  penta- 
chloride  or  by  heating  the  dichlorhydrins  with 
bydrochloric  acid  (Berthelot,  Ann.  Chim.  Phys. 
[3]  41,  299) ;  by  treating  a-  or  0-dichlorhydrin 
with  caustic  potash  (Reboul,  Annalen,  Spl.  1, 
221  ;  Tollens  and  Miinder,  Zeitsch.  Chem. 
1871,  262).  Glycerol  is  treated  mth  hydrogen 
chloride  at  120°-130°,  and  the  product  distilled 
in  vacu6.  The  fraction  boiling  at  50°-120°, 
which  contains  the  dichlorhydrins,  is  treated 
with  strong  caustic  potash  solution,  and  the 
product  distilled  in  vacud.  The  portion  boiling 
below  75°  is  washed  with,  water  and  distUled. 
The  fraction  boiling  at  116°-118°  is  crude 
epichlorhydrin,  and  may  be  purified  by  redistilla- 
tion in  vacud  (Fauconnier,  BuU.  Soc.  chim.  ii.  50, 
212).  Mobile  liquid  with  odour  resembling  that 
of  chloroform  ;  b.p.  116-6°  (corr.)  ;  sp.gr. 
1-2031  at  0°/4°  (Thorpe,  Chem.  Soc.  Trans.  1880, 
206) ;  insoluble  in  water.  With  sodium  in 
ethereal  solution  epichlorhydrin  yields  aUyl 
alcohol  and  the  diallyl  ether  of  glycerol  (Tornoi, 
Bar.  1888,  1290  ;  Kijner,  J.  Russ.  Phys.  Chem. 
Soc.  24,  31) ;  by  heating  with  alkyl  iodides, 
chloriodohydrin  alkyl  ethers  are  produced 
(Paal,  Ber.  1888,  2971) ;  ammonia  gas  converts 
it  into  trichlorhydroxypropylamine  (Fauconnier, 
Compt.  rend.  107,  115);  with  potash  in  the 
presence  of  an  alcohol,  it  yields  the  corresponding 
dialkyl  ether  of  glycerol  (Zunino,  Atti.  Real. 
Accad.  Lincei,  1897,  ii.  348  ;  1907,  9,  i.  309) ; 
with  phenols  and  sodium  ethoxide,  glyceryl 
diaryl  ethers  are  formed;  whilst  with  sodium 
hydroxide,  glycide  aryl  ethers  are  produced 
(Boyd  and  Marie,  Chem.  Soc.  Trans.  1908,  838  ; 
1909,  1803  ;  Zunino,  Atti.  Real.  Accad.  Lincei, 
18,  i.  254 ;  Cohn  and  Plohn,  Ber.  1907,  2597  ; 
Lindemann,  ibid.  1891,  2145) ;  concentrated 
nitric  acid  oxidises  it  to  y8-chlorlactic  acid ; 
alcoholic  ammonia  and  ethylsodiomalonate 
convert  it  into  chlorhydroxypropylmalonamide 
(Traube  and  Lehmann,  Ber.  1899,  720).  Haller 
and  March  have  synthesised  ketolactonic  acids 
and  other  unsaturated  compounds  by  condensing 
epichlorhydrin  with  the  sodium  derivatives  of 
benzoyl  acetic  esters,  of  acetone  dicarboxylic 
ester  and  of  acetylacetone  (Compt.  rend.  132. 
1459;  136,  434;  137,  11,  1203).  It  has  also 
been  condensed  with  anjline  (Fauconnier,  ibid. 
106,  605  ;  107,  250) ;  with  jj-toluidine  (Cohn  and 
Friedlander,  Bar.  1904,  3037) ;  with  prussic  acid 
(Lespieau,  Compt.  rend.  127,  965),  and  with 


salicylic  acid  (Lange,  D.  R.  P.  184382  ;  Chem. 
Soc.  Abstr.  1906,  i.  930).  Organomagnesium 
compounds  react  wth  it  to  form  substituted 

clilorhydrins    of    the    type  R-CH<^Qg^Qj^ 

(Riedel,  Chem.  Zentr.  1907,  i.  1607  ;  D.  R.  P. 
183361  ;  Fourneau  and  Tiffeneau,  BuU.  Soc. 
chim.  1,  [4]  1227).  Epichlorhydrin  has  been 
used  as  a  solvent  for  resins  for  photographic 
purposes  (Phot.  Korr.  1899,  2). 

^  -  Epichlorhydrin      -  cMorpropylene  oxide) 
,~0  , 

CH2-CHC1-CH2.  Obtained  together  with  the 
a-  compound  and  other  products  by  treating  the 
chloriodohydrins  formed  by  treating  aUyl 
alcohol  with  iodine  monochiloride,  with  dry 
sodium  hydroxide  (Bigot,  Ann.  Chim.  Phys.  22 
[6]  468).  Liquid  ;  b.p.  132°-134°.  Phosphorus 
pentachloride  converts  it  into  ySy-dichloropro- 
pylene,  and  sodium  amalgam  into  allyl  alcohol. 

Polymerides.  (C3H50C1)2.  Obtained  in  the 
preparation  of  pyrazine  bases  by  the  distillation 
of  glycerol  \vith  ammonium  phosphate  and 
ammonium  chloride ;  by  treating  the  high- 
i  boiling  fractions  with  hydrochloric  acid,  it  is 
obtained  crystalline;  m.p.  112°-113°;  b.p. 
232°-233°.  Readily  soluble  in  hot  alcohol, 
sparingly  soluble  in  water. 

(CjHgOCl)^.  Obtained  by  treating  a-epiclilor- 
'  hydrin  wth  hydrofluoric  acid  in  a  platinum  dish. 
Yellow  oil,  soluble  in  alcohol,  benzene,  ether, 
or  acetic  acid.  Dilute  sulphuric  acid  at  200° 
converts  it  into  a  substance  resembling  cellulose 
(Paternb  and  Olivieri,  Gazz.  chim.  ital.  24,  i. 
305;  ii.  541). 

Chlorbutylene  oxide  CjHjOCl.  Obtained  by 
treating  a  mixture  of  butenylglycerol  and  glacial 
acetic  acid  with  hydrogen  chloride  ;  b.p.  125-5° 
(corr.)  at  738  mm.;  sp.gr.  1-098  at  15°/0  (Zikes, 
Monatsh.  6,  352). 

EPINEPHRINE  v.  Adrenaline  ;  also  Syn- 
thetic DRUGS. 

EPIRENAN  V.  Synthetic  drugs. 

EPSOM  SALTS.  Magnesium  sulphate  (v. 
Magnesium). 

EQUILIBRIUM  v.  C'hemical  affinity. 

ERBIUM.  Sym.  Er.  At.  wt.  167-7.  A  dark- 
grey  powder ;  sp.gr.  4-77  at  15°  (S.  Meyer, 
Monatsh.  1899,  20,  793). 

Sources. — Ytterbite  (gadolinite),  yttrotant- 
j  alite,  euxenite,  xenotime. 

[  The  oxide  of  this  metal  belongs  to  the  group 
of  yttrium  earths,  forming  with  dysprosium 
and  thulium  the  erbium  sub-group,  the  salts  of 
which  are  distinguished  by  their  colour  and 

I  by  their  characteristic  absorption  spectra  in 
solution. 

Separation  and  purification  of  the  yttrium 
earths.  The  follomng  methods  have  been 
employed   in   separating   the   closely  related 

1  members  of  the  yttrium  earths  : 

i  1.  Fractional  decomposition  of  nitrates  (Bahr 
and  Bunsen,  Annalen,  1866,  137,  1).  The 
nitrates,  heated  imtU  nitrous  fumes  are  evolved, 
leave  a  vitreous  residue  of  basic  nitrates,  the 
solutions  of  which,  in  hot  water,  slowly  deposit, 
on  cooling,  small  pink  needles  containing  the 
greater  proportion  of  the  coloured  erbium  earths. 
The  crystals  are  extracted  with  3  p.c.  nitric  acid, 
the  solution  evaporated,  the  residue  again 
heated,  and  the  whole  series  of  operations 
reiJeated    many    times.    The    erbium  earths 
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accumulate  iii  tLe  less  soluble  basic  salts, 
whilst  the  remaining  yttrium  earths,  and  any 
cerium  earths  which  may  bo  present,  accumulate 
in  the  final  mother  liquors,  and  are  not  readily 
freed  completely  from  the  erbium  earths. 
Further  separation  is  effected  by  heating  these 
nitrates  from  the  final  mother  liquors  so  strongly 
that  the  residue  consists  of  oxides  mixed  with 
insoluble  basic  nitrates.  On  extraction  with 
water,  the  erbium  compounds  remain  undis- 
solved, and  the  operation  is  repeated  till  the 
more  soluble  yttrium  salts  no  longer  show  i 
absorption  bands. 

2.  Differences  in  the  solubility  of  tlic  oxides. 
— The  oxides  are  mixed  with  water  and  treated 
with  an  amount  of  nitric  acid  insufficient  to 
convert  tlie  oxides  into  normal  nitrates.  The 
mixture  becomes  hot,  and,  after  cooling,  con- 
centrated nitric  acid  is  added  until  the  product 
assumes  a  reddish  tint.  The  precipitate  is  then 
digested  with  alcohol,  which  dissolves  the  normal 
nitrate,  to  the  exclusion  of  the  basic  nitrates. 
The  latter  consist  chiefly  of  erbium  salts  mixed 
with  some  ytterbium  and  scandium  compounds, 
the  more  basic  yttrium  and  cerite  metals  passing 
into  solution.  The  final  separation  of  erbium 
from  ytterbium  and  scandium  is  effected  by 
fractionally  precipitating  the  basic  nitrates  by 
adding  oxides  to  the  solution  of  normal  nitrates. 
In  this  operation  ytterbium  and  scandium  are 
precipitated  as  basic  nitrates,  Avhile  erbium 
remains  dissolved  {v.  Drossbach,  Ber.  1902,  35, 
2826). 

3.  Fractional  'precipiUdion  liij  all-alls  or 
aniline. — The  addition  of  ammonia  to  hot 
solutions  of  the  salts  of  the  yttrium  group 
occasions  the  precipitation  of  basic  salts  which 
are  easily  filtered. 

The  neutral  chloride  dissolved  in  50  p.c. 
alcohol  is  decomposed  at  90°  with  alcoholic 
aniline,  or  the  hydroxide  is  treated  with  anUine 
hydrochloride  in  aqueous  solution  (Drossljach, 
Ber.  1896,  29,  2452  ;  Mullmann  and  Baur,  ibid. 
1900,  33,  1748  ;  1902,  35,  2382  ;  Urbain,  Corapt. 
rend.  1901,  132,  136;  Kj-iiss,  Annalen,  1891, 
265,  1  ;  Zeitseh.  anorg.  Chem.  1893,  3,  108, 
353,  407). 

4.  Fractionation  with  ammonium  carbonate 
and  acetic  acid. — The  hydroxides  of  the  yttrium 
group  are  moderately  soluble  in  concentrated 
aqueous  ammonium  carbonate,  and  from  this 
solution  the  earths  may  be  fractionally  pre- 
cipitated by  acetic  acid  (Dennis  and  Dales, 
J.  Amer.  Chem.  Soc.  1902,  24,  400). 

5.  Fractionation  of  oxalates,  acetates,  acetyl- 
acetonates,  ethylsulphates  (Urbain,  Ann.  Chim. 
Phys.  1900,  [7]  19,  184  ;  Marc,  Ber.  1902,  35, 
2370) ;  formates  (K.  A.  Hofmann,  ibid.  1908,  41, 
308)  ;  ferrocyanides  (Bulim,  Die  Darstellung  der 
seltenen  Erden)  ;  bromates  (James,  J.  Amer. 
Chem.  Soc.  1908,  30,  182) ;  chromates  (Kriiss  and 
Zoosc,  Zeitseh.  anorg.  Chem.  1893,  3,  92). 

Erbia,  {erbium  oxide)  Er^O^.  A  pink  powder 
obtained  hy  heating  the  oxalate  at  575°-845° ; 
sp.gr.  8-64;  sp.ht.  0-065. 

The  salts  of  erbium  have  a  pink  or  reddish 
colour,  a  sweet,  astringent  taste,  and  their  so- 
lutions exhibit  characteristic  absorption  bands 
in  the  red,  green,  and  blue  regions  of  the  spec- 
trum. The  wave  lengths  corresponding  with 
the  two  most  prominent  bands  arc  as  follows  : 
\-522-5-523-5  and  647-5-051 -5. 


Unless  ionic  dissociation  is  repressed,  dilute 
solutions  of  the  various  erbium  salts  exhibit 
identical  absorption  spectra  (Zeitseh.  physikal. 
Chem.  1906,  56,  624 ;  v.  Purvis,  Proe.  Camb. 
Phil.  Soc.  1903,  12,  202,  206).  The  absorption 
bands  undergo  displacement  when  the  solutions 
are  i^laced  in  a  magnetic  field  (J.  Becquerel, 
Compt.  rend.  1907,  145,  1412). 

(For  accounts  of  the  flame,  sjiark,  and  arc 
emission  spectra,  v.  Thale'n,  ibid.  1880,  91,  326  ; 
Exner  and  Haschek,  Wien.  Akad.  Ber.  1899,  108, 
Ila,  1071,  1123.) 

Erbium  salts  exhibit  signs  of  radio-activity 
(Strong,  Amer.  Cliem.  J.  1909,  42,  147). 

Erbium  sulphate  Er2(SO^),„8H„0.  Pink 
monoclinic  crystals,  sej^arating  from  aqueous 
solution  at  20°-25° ;  isomorphous  with  the 
corresponding  ytti'ium,  praseodymium,  and 
neodymium  salts  (Kraus,  Zeitseh.  Cryst.  1901, 
34,  307). 

The  double  sulphates  Er2(S04)3,K2S04,4H.,0 
and  Er2(S04)3,(NH4),S04,4H20,  are  readily 
soluble  in  cold  water. 

Erbium  nitrate  Er(N03)3,5Ho0.  Large 
reddish  crystals  stable  in  air.  When  heated  on 
platinum  wire,  the  nitrate  imparts  an  intense 
greenish  colour  to  the  flame,  which,  when  viewed 
through  the  spectroscope,  shows  bright  lines  in 
the  yellow-green  and  orange-blue  regions  of  the 
spectrum.  These  l)right  lines  correspond  in 
position  with  the  dark  bands  of  the  absorption 
spectrum. 

Erbium  formate  Er(CHO.,)3,2H20.  Cirystal- 
lises  from  cold  aqueous  solution. 

Erbium  oxalate  Er,(C.,04)3,10H.,0  (K.  A. 
Hofmann,  Ber.  1910,  43,"  2631)  is"a  reddish, 
sparingly  soluljc  mierocrystalline  powder. 

Erbium  platinocyanide  Er2[Pt(CN)4]3,21H20, 
like  the  corresponding  yttrium  salt,  crystallises 
in  red  prisms  with  a  green  metallic  reflex. 

G.  T.  M. 

ERECTHIDIS  OIL  consists  of  a  terpene 
CioHji;,  which  boils  at  175°,  and  at  18-5°  has  a 
sp.gr.  of  0-838.  This  body  absorbs  a  molecule  of 
hydrochloric  acid  without  the  separation  of  a 
crystalline  compound.  Tlie  portion  of  the  oil 
which  boils  above  200°  also  consists  of  a  terpene 
(Beilstein  and  Wiegand,  Ber.  15,  2854). 

EREPSIN  V.  Enzi/mes,  art.  Fermentation. 
ERGOT  OF  RYE.  Spurred  rye ;  Ergota ; 
Secale  cornutum.  {Ergot  de  seigle,  Fr.  ;  Mutter- 
korn,GeT.)  Ergot  of  rye  consists  of  the  com- 
pact mycelium  or  spawia,  the  nutritive  organ, 
of  the  fungus  Claviceps  purpurea  (Tulasne), 
developed  within  the  paleae  of  the  rye  fruits. 
The  same  fungus  grows  upon  the  fruits  of 
other  members  of  the  natural  order  Ch-aminece, 
giving  rise  to  less-knowa  ergots,  as,  for  in- 
stance, ergot  of  wheat  or  ergot  of  oat.  The 
fungus  is  collected  in  the  second  or  inter- 
mediate stage  of  its  development,  in  whicli  it 
remains  dormant  for  many  months.  At  this 
period  it  is  noticeable  projecting  out  of  tho 
heads  of  the  rye  as  long,  narrow,  slightly  arched 
grains  of  a  purplish  blaelc  colour  and  horny  con- 
sistence. Ergot  has  been  known  for  some  three 
hundred  years,  and  is  an  agent  of  great  imi^or- 
tance  in  medicine.  Its  chief  action  is  that  of  a 
stimulant  of  the  uterine  muscles.  It  is  em- 
ployed  in  cases  of  insufficient  contractile  jiower, 
and  as  a.  remedy  for  uterine  and  other  forms  of 
haemorrhage.    (Further  botanical  and  historical 


340  ERGOT 

parlioulars  are  givou  by  Fliickiger  and  Hanbury 
(Fliick.  a.  Hanb.  740)";  Pcreira,  Mat.  Med.  3rd 
ed.  2,  996  ;  Cooke,  Brit.  Fungi,  772  ;  Pharm.  J. 
[3]  1,  702  ;  Bentl.  a.  Trim.  303;  Stoddart,  Pbarm. 
J.  [3]  10,  194  ;  Wilson,  ibid.  [3]  6,  525,  645, 
and  664 ;  Parsons,  Rep.  U.S.  Commissioner 
Agriculture,  1880,  136  ;  Holmes,  Pharm.  J.  [3] 
16,  684.) 

Ergot  when  kept  undergoes  decomposition  ot 
a  kind  which  affects  materially  its  physiological 
activity.  To  prevent  this,  many  methods  of  pre- 
servation have  )5cen  suggested.  These  depend 
generally  either  upon  removal  of  the  oil  by  a 
solvent  such  as  light  petroleum,  or  by  expression, 
or  on  the  addition  of  some  substance  such  as 
ether  or  benzoin  which  surrounds  the  drug  with 
an  antiseptic  vapour  (v.  Gobley,  J.  Pharm. 
Chim.  [4]  17,  217  ;  Ducros,  Z.  oesterr.  Apoth. 
V.  1876,  8  ;  Gionvie,  iUd.  1876,  126  ;  Perret, 
Bull.  Gen.  Therap.  1882,  202  ;  Moss,  Pharm.  J. 
[3]  16,  274). 

Few  articles  of  materia  medica  have  been 
more  studied  chemically  than  ergot,  but  of  the 
numerous  more  or  less  definite  constituents 
which  have  been  isolated,  there  were  none 
that  represented  in  a  satisfactory  manner  tlie 
physiological  activity  of  the  drug,  or  at  aU 
events  that  were  available  to  the  therapeutist. 
Thus  ergot  is  still  administered  in  the  form  of 
aqueous  or  other  extract  more  or  less  concen- 
trated and  freed  from  inactive  constituents. 
Formulae  for  these  pharmaceutical  preparations, 
which  are  liable  generally  to  the  same  deteriora- 
tions on  keeping  as  the  drug  itself,  find  their 
place  in  the  various  jiharmacopcBias.  One  of 
the  most  celebrated  extracts  of  ergot,  ergotin  or 
ergotine,  is  that  of  the  French  pharmacist  Bonjean 
(J.  Pharm.  Chim.  1843,  4,  107  ;  Compt.  rend. 
July  17,  1843).  (For  examples  of  others,  v. 
Long,  Med.  Press  Cir.  8;  435  ;  Ronayne,  ibid. 
9,  267  ;  Squibb,  Proo.  Amer.  Pharm.  Assoc.  1873, 
967  ;  Gerrard,  Pharm.  J.  [3]  5,  805  ;  13,  235  ; 
Wernich,  Y.-Book  Ph.  1876,  349;  Carles,  J. 
Pharm.  Chim.  1878,  28,  45  ;  Active  Principle  of 
Ergot  of  Rye,  Pharm.  J.  [3]  6,  942  ;  7,  4  ;  Zell- 
hoefer,  Proc.  Amer.  Pharm.  Assoc.  1877,  404 ; 
Yvon,  Re'vne  Me'd.  Nov.  15,  1879;  Catillon, 
Y.-Book  Ph.  1880,  306  ;  Diehl,  Pharm.  J.  [3] 
12,  519  ;  HaUberg,  Amer.  J.  Pharm.  1883,  8  ; 
Conrad,  Y.-Book  Ph.  1883,  299;  Denzel  and 
Wacker,  Arch.  Pharm.  [3]  22,  314  ;  Clark,  Pharm. 
J.  [3]  16,  521  ;  Engelmann,  Y.-Book  Ph.  1887, 
276). 

Vauquelm,  in  1816,  made  a  chemical  analysis 
of  ergot  (Ann.  Chim.  Phys.  3,  337),  and  among 
other  early  investigators  are  Pettenkofer,  Rep. 
Pharm.  3,  05  ;  Winkler  (Christison  on  Poisons) ; 
Ludwig,  Arch.  Pharm.  [2]  114,  193  ;  Wiggers, 
Annalen,  1,  129;  J.  Pharm.  Chim.  18,  525; 
Chevallier,  Neuest.  Entd.  Mat.  Med.  1837,  129. 
The  results  obtained  by  Wiggers,  which  were  con- 
firmed in  their  maui  points  by  Chevallier,  may 
be  taken  to  represent  those  researches.  That 
observer  finds  35  p.c.  of  fixed  oil,  after  removal 
of  which  with  ether  an  alcoholic  extract  of  the 
residue  is  prepared,  and  this  on  evaporation  and 
washing  of  the  residue  with  water,  leaves  1|^  p.c. 
of  a  very  active  resinous  substance  to  which 
the  name  ergotine  was  applied. 

About  the  year  1866  Wenzell  (Vierteljahres- 
schrift  prakt.  Pharm.  14,  18)  announced  the 
discovery  of  three  new  compounds  obtained  from  i 
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ergot  :  two  amorphous  alkaloids,  crgoiinc  and 
ecboline,  and  a  volatile  acid  with  which  they  are 
combined,  ergotic  acid.  This  ergotine  must  not 
be  confused  either  with  pharmaceutical  prepara- 
tions such  as  Bonjean's  ergotine  or  with  in- 
definite substances  like  Wigger's  ergotine.  The 
research  of  Wenzell  was  confirmed  and  extended 
by  Manassewitz  (Pharm.  Zeit.  6,  387),  Her- 
mann ( Vierteljahresschrift  prakt.  Pharm.  18,  481 ; 
Neues  Rep.  Pharm.  20,  283),  and  Ganser  (Arch. 
Pharm.  144,  195  ;  Neues  Rep.  Pharm.  20,  301). 

Tanret,  in  1876  (Compt.  rend.  81,  89(i  ;  86, 
888  ;  Ann.  Chim.  Phys.  [i5]  17,  493  ;  J.  Pharm. 
Chim.  26,  320),  announced  the  discovery  of  an 
active  crystalline  alkaloid  which  he  named 
ergot iyiine  in  order  to  distinguish  it  from  the 
resinous  ergotin  of  previous  investigators.  From 
tlie  mother  liquors  of  this  base,  Tanret  obtained 
a  further  yield  of  alkaloid  in  an  amorphous  form. 
This  was  called  amorphous  ergotinine,  since,  in 
other  respects,  it  closely  resembled  the  crystalline 
product. 

A  further  examination  of  ergot  was  con- 
ducted b}'  DragendorfE  and  his  pupils  (Dragen- 
dorff  and  Podwissotzk.y,  Pharm.  J.  [3]  6,  1001  ; 
Neuer.  Jahresb.  Pharm.  1877,  39  ;  Podwissotzky, 
Y.-Book  Ph.  1884,  87  ;  Blumberg,  Eharm.  J. 
[3]  9,  23,  66,  147  and  598).  Several  substances 
were  obtained  and  analj'sed,  but  their  state  of 
purity  was  not  sufficient  to  characterise  them  as 
individual  compounds. 

Robert  (Chem.  Zentr.  1885,  66)  also  an- 
nounced the  discovery  of  three  new  compounds 
in  ergot,  cornuiine,  ergotic,  and  spliacelinic  acids. 
Tanret  (J.  Pharm.  Chim.  11,  309),  however, 
questioned  the  existence  of  these  compounds, 
and  came  to  the  conclusion  that  cornutine  is 
ergotinine  more  or  less  profoundly  altered.  It 
also  appears  probable  that  the  numerous  ergot 
substances  investigated  by  Jaoobj  (Chem.  Zentr. 
1897,  i.  483,  1059)  are  mixtures  (I&aft,  Arch. 
Pharm.  244,  366  ;  Barger  and  Carr,  Chem.  Soc. 
Trans.  91,  338). 

The  folio  \\'ing  substances  were  isolated  by 
Kraft  (I.e.)  :  a  phytosterol,  ergosterol,  which  was 
first  noted  in  1869  by  Ludwig  (Arch.  Pharm. 
137,  36),  and  subsequently  investigated  by 
Tanret  (Compt.  rend.  108,  98) ;  two  alkaloids  : 
ergotinine  and  hydroergotinine,  which  is  iso- 
morphous  with  and  more  soluble  than  ergotinine  ; 
a  crystalline  5-lactonic  acid,  secalonic  acid 
^li^ifii,  m.p.  244°,  and  the  corresponding 
hydroxy  acid,  and  another  acid  formed  from 
this  by  loss  of  carbon  dioxide ;  aminosecale- 
sulphonic  acid  (Kobert's  ergotic  acicl) 

NH,-C„H„0,3-S03H; 

betaine,  cholme,  and  mannitol. 

Kraft's  hydroergotinine,  which  corresponds 
to  Tanret's  amorphous  ergotinine,  was  obtained 
in  a  high  state  of  purity  by  Barger  and  Carr  (I.e.) 
by  recrystallising  its  salts.  These  investigators 
have  given  the  name  ergotoxine  to  this  alkaloid. 

T'o  obtain  ergotinine,  the  drug  is  extracted 
with  80  p.c.  alcohol.  The  residue,  after  the 
removal  of  the  spirit  by  distillation,  separates 
into  three  parts:  a  fatty  layer,  an  aqueous 
extract,  and  a  resinous  precipitate.  The 
precipitate  and  the  fatty  layer  are  extracted 
with  ether  and  the  ethereal  solution  is  shaken 
with  dilute  sulphuric  acid  which  takes  up  tiic 
alkaloid  as  sulphate.    The  salts  of  the  ergot 
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alkaloids  are  very  slightly  soluble  in  water  and 
the  slight  solubility  of  the  cliloride  and  especially 
the  bromide  may  be  used  as  a  means  of  purifica- 
tion. The  residue  left  on  evaporation  of  the 
alcoholic  extract  is  treated  with  light  petro- 
leum to  remove  fat  and  oily  matter  ;  it  is  then 
dissolved  in  ethyl  acetate  and  shaken  vidth  citric 
acid  solution.  Sodium  bromide  is  added  and 
the  alkaloids  are  precipitated  as  hydrobromides. 
A  rough  separation  of  the  ergotinine  from  the 
ergotoxine  can  be  effected  by  the  repeated 
shaking  of  the  solution  of  the  mixed  hydro- 
bromides  in  dilute  caustic  soda  solution  with 
ether.  In  this  way  the  ergotinine  is  removed 
first.  The  base  is  then  crystallised  from  alcohol, 
leaving  ergotoxine  in  the  mother  liquor.  Ergo- 
tinine crystals  consist  of  long  needles  which,  on 
heating,  melt  with  decomposition  about  220°, 
the  exact  point  depending  on  the  rate  of  heating. 
Analysis  leads  to  the  formula  CjjHjgOsNs. 

To  prepare  ergotoxine,  the  caustic  liquor 
from  which  the  ergotinine  has  been  extracted  is 
neutralised,  rendered  alkaline  again  with  sodium 
carbonate  and  extracted  with  ether.  The 
residue,  after  evaporation  of  the  ether,  together 
with  that  from  the  ergotinine  mother  liquors,  is 
dissolved  in  80  p.c.  alcohol,  and  a  slight  excess 
of  phosphoric  acid  in  alcohol  is  added.  After 
keeping  for  a  few  days,  ergotoxine  phosphate 
crystallises  out  and  is  recrystallised  from 
alcohol.  Obtained  in  this  way,  ergotoxine 
forms  a  light  white  powder  which,  when  heated, 
softens  at  about  155°  and  gradually  melts  at 
162°-164°.  Analysis  agrees  with  the  formula 
C35H41O8N5.  Ergotoxine  can  be  converted  by 
loss  of  water  into  ergotinine  :  for  example,  by 
boiling  a  solution  of  the  former  with  methyl 
alcohol  or  by  the  action  of  acetic  anhydride. 

The  colour  reaction  for  ergotinine,  described 
by  Tanret,  obtained  by  the  addition  of  concen- 
trated sulphuric  acid  to  a  solution  of  ergotinine 
in  ether  or  in  ethyl  acetate,  when  a  transitory 
orange  colouration,  changing  to  blue,  appears  ; 
and  also  the  colour  reaction  described  by  Keller, 
which  occurs  when  anhydrous  ferric  cliloride  is 
added  to  ergotinine  in  concentrated  sulphuric 
acid,  in  which  case  change  of  colour  takes  place 
from  pale  yellow  to  orange,  crimson,  green,  and 
finally  dark  blue,  are  both  given  by  ergotoxine 
and  with  the  same  intensity.  Although  ergo- 
toxine is  amorphous,  it  yields  crystalline  salts, 
\\'hilst  the  salts  from  the  crystalline  ergotinine 
have  only  been  obtained  in  an  amorphous 
condition.  Barger  and  Ewins  (Chem.  Soc. 
Trans.  97,  284)  show  that  ergotoxine  contams  a 
carboxyl  group  and  that  ergotinine  is  its  lactone 
(or  lactam).  On  destructive  distillation  both 
ergotoxine  and  ergotinine  yield  a  small  quantity 
of  isobutyrylformamide  CHMea-CO-CQ-NHa. 

All  the  physiological  effects  described  as 
characteristic  of  ergot,  the  alkaloid  ergotoxine 
produces  in  very  small  dosage :  (a)  the  effects 
ascribed  by  Kobert  to  sphacelinic  acid,  and  by 
Jacob]  to  sphacelotoxin,  viz.  ataxia,  dyspncea, 
salivation,  gastro-intestinal  irritation,  and  gan- 
grene ;  and  (&)  the  stimulant  effect  on  plain- 
muscular  organs — in  particular  the  arteries  and 
the  uterus — and  the  subsequent  selective  sym- 
pathetic motor  paralysis  given  by  many  ergot 
lireparations  (Barger  and  Dale,  Bio-Chem.  J. 
2,  240). 

Ergotinine,  however,  when  uiacontaminated 


with  ergotoxine,  has  apparently  no  physiological 
activity  (Barger  and  Dale,  Arcli.  Pharm.  244, 554), 
In  addition  to  the  complex  physiologically 
active  alkaloid,  ergotoxine,  there  are  present  in 
ergot  other  simpler  bases  possessing  physiological 
action.  Such  bases  are  derived  from  amino-acids 
by  the  elimination  of  carbon  dioxide  and  are  gene- 
rally formed  in  putrefaction.  The  first  markedly 
active  base  of  this  class,  ji-hi/droxyphenylethyl- 
amine,  was  isolated  from  the  aqueous  extract  of 
ergot  by  Barger  (Chem.  Soc.  Trans.  95,  1123). 
It  is  formed  from  tyrosme  during  putrefaction, 
but  it  appears  to  be  present  ui  fresh  ergot  and 
not  merely  to  be  formed  liy  putrefaction.  It  is 
tlie  chief  pressor  constituent  of  most  aqueous 
ergot  extracts  but  does  not  produce  contraction 
of  the  isolated  uterus  of  the  non-pregnant  cat. 
This  substance  is  manufactured  by  Burroughs, 
Wellcome  &  Co.  un.der  the  name  'tyramine.'  Its 
physiological  action  has  been  described  by  Dale 
and  Dixon  (J.  Physiol.  39,  25).  A  third  "active 
principle  has  been  discovered  in  ergot  by  Barger 
and.  Dale  (Chem.  Soc.  Trans.  97,  2.592)  and 
simultaneously  by  Kutscher  (Zentr.  Physiol.  24, 
163).  Barger  and  Dale  proved  this  compound  to 
be   i-^-ammoethylglyoxaline  {0-iminazoylethyl- 

amine)    \  'x:C-CH2-CH2-NH2.  a  base  pre- 

NH-CH^ 

viously  obtained  by  the  putrefaction  of  histidine 
(Ackermann,  Zeitsch.  physiol.  Chem.  65,  504). 
Ackermann  and  Kutscher,  however,  consider  it 
closely  related  but  not  identical  with  4-/3-amino- 
ethylglyoxalme  on  account  of  differences  in  the 
physiological  action  of  the  two  bases  (Zeitsch. 
Biol.  54,  387).  The  physiological  activity  of 
this  compound  is  very  great,  and  the  presence  of 
this  constituent  accounts  for  the  intense  activity 
exhibited  by  some  ergot  extracts  in  producing 
contraction  of  the  isolated  non-pregnant  uterus 
of  the  cat.  A  third  active  pruaciple  of  this  class 
has  been  found  in  ergot  by  Engeland  and  Kutscher 
(Zentr.  Physiol.  24,  479).  This  is  aqmatine 
mU-C{ :  NH)-NH-GH„-CH2-CH2-CH2;NH2  which 
was  previously  discovered  in  herring  roe  by 
Kossel  (Zeitsch.  physiol.  Chem.  66,  257).  The 
action  of  this  compound  on  the  uterus  is  similar 
to  that  of  4-)3-aminoethylglyoxalme. 

The  phytosterol  in  spurred  rye,  ergosterol, 
has  the  formula  Ca,!!^,©,!!,©.  It  loses  a 
molecule  of  water  at  105°,  and  melts  at  165°. 
When  anhydrous,  it  quickly  absorbs  moisture 
from  the  air.  It  is  accompanied  in  ergot  by  a 
similar  crystalline  s\ihsta,nce  fongisterol 

C.,5H,oO,H,0, 
m.p.   144°,  a  lower  homologue  of  ergosterol 
(Tanret,  Compt.  rend.  147,  75). 

Other  pure  substances  which  have  been 
isolated  from  ergot  are  :  uracil  and  succmic  acid 
(Engeland  and  Kutscher,  Zentr.  Physiol.  24,  589), 
Moamylamme  (Barger  and  Dale,  Proc.  Physiol. 
Soc,  May  15th,  1909),  putrescine  and  cadaverine 
(Rielander,  Sitzungsber.  Ges.  Naturw.  Marburg, 
No.  7,  1908),  leucine  and  aspartic  acid  of  which 
Vahlen's  '  clavinc '  (Arch.  exp.  Path.  Pharm.  55, 
131)  is  chiefly  composed  (Barger  and  Dale,  Bio- 
Chem.  J.  2,  295). 

Tanret  (Compt.  rend.  149,  222)  discovered 
in  ergot  a  new  base  containing  sulphur  crgo- 
ihionirie 

C„Hi50,N3S,2HoO, 
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m.p.  290°  (clecomp.),  which  occurs  to  the  extent 
of  0-1  p.c. 

Ergot  oil  is  dark  hro\vn  in  colour  with  a 
slightly  irritant  taste.  Examined  by  Rathje 
(Arch.  Pharm.  246,  692),  its  percentage  com- 
position was  found  to  be  oleic  acid,  68 ;  hydroxy- 
oleic  acid,  5;  unsaponifiable  matter,  0-35;  in- 
organic matter,  0-2;  alkaloid,  0-6;  glycerol,  7-5. 

Ergotismus  or  ergot-poisoning  has  occurred 
from  time  to  time  owing  to  the  use  of  flour 
contaminated  with  ergot,  and  on  this  account 
a  chemical  examination  of  flour  or  bread  for 
ergot  is  sometimes  required.  The  methods  em- 
ployed depend  chiefly  on  the  recognition  of  the 
colouring  matter  of  the  fungus  (v.  Boettger, 
Chem.  Zentr.  [3]  2,  624  ;  E.  Hofimann,  Pharm. 
Zeit.  23,  576,  726,  and  742  ;  Stoddart,  Pharm.  J. 
[3]  10,  194;  Wolfif,  Pharm.  Zeit.  23,  532,  and 
694;  Petri,  Zeitsch.  anal.  Chem.  18,  211  ;  Poehl, 
Ber.  16,  1975  ;  Palm,  Zeitsch.  anal.  Chem.  22, 
319  ;  Lauck,  Lands.  Versuchs-Stat.  1893,  306). 

(For  a  method  of  evaluation  of  ergot  of  rye, 
see  Beckurts  and  Grothe,  Zeitsch.  anal.  Chem. 
1899,  125 ;  and  Musset,  Chem.  Zentr.  1899,  ii. 
323.)  A.  S. 

ERGOTIC  ACID  v.  Eegot  oe  eye. 

ERGOTINE  V.  Eegot  of  eye  ;  also  Vegeto- 

ALKALOIDS. 

ERGOTININEv.  Eegot oj? eye;  also  Vegbto- 

ALKALOIDS. 

ERICA  B  V.  PEiMTiLrNE. 

ERICOLIN  is  found  in  several  plants  belong- 
ing to  the  order  Ericacem,  especially  in  the  herb  of 
the  marsh  wild  rosemary,  Ledum  palustre  (Linn.) 
(Rochleder  and  Schwarz,  Annalen,  84,  368),  less 
abundantly  in  the  common  heath  or  ling,  Calluna 
vulgaris  (Salisb.)  (Rochleder,  ibid.  354),  in  Bhodo- 
dendron  ferrugineum  {Linn.)  (Schwa,Tz,  ibid.  361), 
and  in  the  red  bearberry,  Arctostaphylos  Uva-ursi 
(Spreng.)  (Kawalier,  Sitz.  W.  9,  29). 

To  prepare  it  from  L.  palustre,  the  chopped 
leaves  are  thrown  into  boiling  water  and  boiled 
for  several  hours.  The  filtrate  obtained  after 
adding  basic  lead  acetate  to  the  liquid  is  evapo- 
rated in  a  retort  to  one-third  of  its  bulk.  In 
Thai's  modification  of  this  process  (Ber.  16, 
1502),  the  liquid  is  concentrated  in  vacud,  the 
separated  lead  salt  filtered  off,  and  the  liquid 
freed  from  lead  by  hydrogen  sulphide.  The 
filtrate  is  then  evaporated  to  a  syrup,  and  the 
ericolin  dissolved  out  by  anhydrous  ether  alcohol. 
The  substance  left  on  evaporating  this  solvent  is 
repeatedly  dissolved  in  a  mixture  of  ether  and 
alcohol  tUl  it  no  longer  leaves  any  residue 
(Rochleder  and  Schwarz). 

On  heating  the  mother  liquor  obtained  in  the 
preparation  of  arbutin  from  the  leaves  of  red 
bearberry  -with  dilute  hydrochloric  or  sulphuric 
acid,  ericolin  is  deposited  as  a  resinous  precipi- 
tate, which  may  be  purified  by  solution  in 
alcohol  and  precipitation  by  water  (Kawalier). 

Rochleder  and  Schwarz,  after  deducting 
10-6  p.c.  ash,  found  ericolin  to  contain  61-71  p.c. 
carbon  and  7-19  hydrogen,  whence  they  deduced 
its  formula  to  be  C34HSJO3]  (51-00  C  and  7-00  H). 

Thai  (I.e.),  after  separating  an  admixed  sub- 
stance (containing  57-5  p.c.  carbon  and  7-29 
hydrogen),  which  was  insoluble  in  ether  alcohol, 
from  ericolin,  assigned  to  the  latter  body  the 
formula  C'28H2403,  but  subsequently  altered  it  to 
C26H30O3  to  explain  the  decomposition  equations 
of  the  substance.  Ericolin,  as  prepared  by  Thai, 


is  a  brown-yeUow,  odourless,  hygroscopic,  bitter 
substance  decomposing  even  below  100''.  It  is 
decomposed  by  water.  By  extracting  succes- 
sively with  benzene,  chloroform,  and  a  mixture 
of  ether  and  alcohol,  difierent  substances  go  into 
solution  ;  it  appears  that  the  ericolin  is  thu.s 
broken  up  into  a  sugar  and  ericinol.  With 
dilute  sulphuric  acid  warmed  to  100°,  a  sugar 
and  a  resinous  brown-yellow  viscid  mass,  hy- 
droericinol,  are  produced.  An  analysis  of  the 
latter  body  gave  numbers  corresponding  with 
the  formula  .^(OjHjjOj),  subsequently  modified 
to  x{C,IL,,0,). 

The  equations  representing  these  decompo- 
sitions are  as  follows  : — 

C.„H3„03-f4H20=CeH,.0„+C2oH2„0 
Ericolin.  Ericinol. 
C2oH,eO  +  7H20=2(C,oH2„04). 

Hydroericinol. 

Power  and  Tutin,  however,  could  not  isolate 
ericolin  by  Thai's  process,  and  they  found  that 
ericinol  was  identical  with  furfural  (Chem. 
Zentr.  1907,  i.  916). 

Thai  also  isolated  ericolin  from  Calluna  vul- 
garis (Salisb.),  and  recognised  it  by  the  smeU  of 
ericinol  in  many  Ericacem  and  Vaccinieoe. 

Kanger  extracted  ericolin  from  the  leaves  of 
the  cowberry  [Vaccinium  vitis  idcea)  by  means  of 
ether  alcohol.  It  was  then  purified  by  precipi- 
tating foreign  substances  with  lead  acetate,  and 
removing  excess  of  the  latter  with  sulphuretted 
hydrogen.  The  substance  so  obtained  was  of  a 
resinous  nature,  completely  soluble  in  ether 
alcohol,  and  corresponded  with  the  composition 
CisHsbOio  (Chem.  Zeit.  1903,  27,  794).  Ericolin 
is  probably  not  a  chemical  individual,  but  con- 
sists of  a  mixture  of  glucoside-like  substances. 

Ericolin  is  poisonous  towards  many  micro- 
organisms, particularly  those  belonging  to  the 
colon  group,  but  has  no  action  on  acid-fast 
bacilli.  Twort  (Proc.  Roy.  Soc.  1909,  B,  81, 
248)  has  used  it  as  a  medium  for  the  isolation 
and  culture  of  human  tuberculous  bacilli  from 
sputum. 

ERIGERON  CANADENSE  is  an  oU  con- 
sisting of  a  terpene  boiling  at  176°,  which,  when 
pure,  has  sp.gr.  0-850-0-870,  and  an  optical 
rotation  +52°.  It  is  soluble  in  an  equal  volume 
of  alcohol,  and  rapidly  resinifies.  The  com- 
mercial oil  has  sp.gr.  0-8549-0-8963;  optical 
rotation,  +28° 48' to  84-20°;  and  b.p.  172°-178° 
(Kepler  and  Pancoast,  Amer.  J.  Pharm.  75,  216). 

According  to  Rabak  (Pharm.  Review,  1905, 
23,  81  ;  1906,  326),  the  oil  obtained  from  the 
fresh  herb  (0-66  p.c.)  is  of  a  bright-yellow  colour 
with  a  peculiar  odour  like  that  of  caraway. 
On  exposure  to  air,  it  deposits  crystals,  and  a 
brownish  resinous  ma.ss  is  formed.  The  oil 
from  the  dried  herb  (0-26  p.c.)  w&s  darker  in 
colouj',  had  a  powerful  aromatic  odour,  and  gave 
no  crystals  when  exposed  to  air.  It  also  differed 
from  the  fresh  herb  oil  in  sp.gr.,  optical  rotation, 
and  other  characteristics.  In  all  probability, 
the  terpeneol  found  in  erigeron  oil  is  a  decom- 
position product.  The  oil  absorbs  two  mole- 
cules of  hydrochloric  acid  to  form  a  solid  di- 
hydrochloride  C,oHi„2HCl,  melting  at  47°-48° 
(Beilstein  and  Wiegand,  Ber.  15,  2854  ;  WaUach, 
Annalen,  227,  292). 

ERIOGLAUCINE.  The  trade  name  of  the 
dyestuff  obtained  by  condensing  benzaldehydc- 
o-sulphonic    acid    with  cthylbenzylanilinesul- 
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phonic  acid  (J.  Soc.  Chein.  Tiid.  of  Basle,  Eng. 
Pat.  2.5128  ;  fJmhni  and  SchiUc.  Annalcn,  299, 
347). 

ERUCIC  ACID  CoaH^^O,.  A  homologuo  of 
acrylic  acid  obtained,  together  with  oleic  acid, 
by  the  saponification  of  the  fixed  oil  of  white 
mustard.  It  was  found  together  with  bchenio 
acid  by  Goldschmiedt  (Sitz.  W.  70,  4.51)  in  the 
oil  expresseil  from  black  mustard,  and  by  Fitz 
(Ber.  1871,  442)  in  the  fat  oil  of  grape  seeds.  It 
is  best  obtained  by  saponifying  rape  oil  (from 
Brassica  campestris.  Linn.)  with  alcoholic  potash, 
distilling  off  the  alcohol  and  dissolving  the  acid 
liberated  on  the  addition  of  sulphuric  acid  in 
three  times  its  volume  of  95  p.c.  alcohol ;  on 
cooling  to  0°,  crystals  of  erucic  acid  separate  out 
in  an  almost  pure  condition  (Reimer  and  Will, 
Ber.  1886,  3320).  It  may  be  obtained  by 
saponifying  colza  oil,  freeing  the  erucic  acid 
from  araohidic  acid  by  treatment  with  glacial 
acetic  acid,  in  which  the  latter  is  insoluble 
(Ponzio,  Gazz.  Chim.ital.  1904,  ii.  50).  It  is  also 
present  in  cod  liver  oil  (Bull,  Ber.  1906,  3570). 

Erucic  acid  crystallises  in  colourless  needles, 
m.p.  34°  ;  b.p.  281°  at  30  mm.  Heated  with 
phosxshorus  oxychloride,  it  forms  an  anhydride 
Ci^Hg^Os,  an  oil  which  may  be  crystallised  in  a 
freezing  mixture.  By  treatment  with  nitrous 
acid,  or  better,  by  warming  erucic  acid  with 
dilute  nitric  acid  to  the  melting-point  and  then 
adding  sodium  nitrite,  brassidic  acid  (brassic 
acid)  is  produced.  This  acid  stands  to  erucic 
acid  in  the  same  relation  as  elaidic  to  oleic  acid. 
Fused  with  potash,  erucic  acid  yields  aradic 
(arachidic)  and  acetic  acids.  Concentrated 
nitric  acid  converts  erucic  acid  into  brassilic 
acid  (C13H24O4),  pelargonic  acid,  arachidic  acid, 
and  a  small  quantity  of  dinitrononane  (Fileti 
and  Ponzio,  .1.  pr.  Chem.  [2]  48,  323),  and  con- 
centrated sulphuric  acid  into  behenolactonc 
(Shukow  and  Schestakow,  Chem.  Zentr.  1908, 
ii.  1415).  With  hydriodic  acid  and  amorphous 
])hosphorus,  it  is  converted  into  behenic  acid 
(Goldschmiedt,  J.  1876,  579).  On  treatment 
with  phosphorus  triodide,  iodobehcnic  acid  is 
obtained,  which  on  treatment  Avith  alcoholic 
potash,  yields  iso-erucic  acid,  m.p.  54°  (Ponzio, 
I.e.).  Erucic  acid  is  converted  into  behenic  acid 
by  heating  wth  iodine  in  a  sealed  tube  for 
4"  hours  at  270°  (Reychler,  Bull.  Soc.  chira.  [3] 
1,  296).  When  bromine  is  added  to  erucic  acid 
under  water,  a  dibromide  C.,,H4,,Br„0,  is  pro- 
<luced.  It  crystallises  from  alcohol  in  small 
white  nodular  crystals,  m.p.  42°— 13°,  and  is  re- 
duced to  erucic  acid  by  sodium  amalgam  in 
alcoholic  solution.  Its  barium  and  lead  salts 
(C22H4iBr.,02)2Ba  and  (C^.T:ii^'RT.fi^).^h  are 
white,  viscid,  easily  decomposable  precipitates 
(Otto,  Annalen,  127,  182;  135,  226).  Erucic 
acid  dibromide  heated  in  sealed  tubes  to  about 
145°  for  7-8  hours,  with  4  or  5  mols.  potassium 
hydroxide  in  alcoholic  solution,  jaelds  the  potas- 
sium salts  of  behenolic  acid 

C,,H„0,(  =  C2,H4,,Br,02-2HBr) 
(Holt,  Ber.  1892,  961).  Behenolic  acid,  on 
treatment  with  zinc-dust  and  acetic  acid,  yields 
brassidic  acid  and  not  erucic  acid.  At  ordinary 
temperatures,  only  1  mol.  of  hydrobromic  acid 
is  abstracted  by  potash  in  alcoholic  solution  ; 
monobromerucic  acid  C22H4iBrOa  is  formed, 
with  rise  of  temperature  and  separation  of 


potassium  bromide.  On  diluting  the  solution 
\vith  water  and  adding  hydrochloric  acid,  the 
!  acid  separates  as  an  oil  which  soon  solidifies.  1(^ 
melts  at  33°-34°  and  remains  liquid  for  a  long 
time.  It  is  heavier  than  ^ater,  and  insoluble 
therein,  but  dissolves  readily  in  alcohol  and 
ether.  It  unites  wth  bromine,  forming  a  di- 
bromide C22H4iBrO.,-Br,,,  which  melts  at 
31°-32°,  and  forms  amorphous  viscid  salts. 

When  erucic  acid  dibromide  is  triturated  with 
water  and  an  excess  of  silver  oxide,  and  lieated 
until  it  turns  brown  and  evolves  hydrogen  bromide, 
the  mass,  on  boiling  with  water,  yields  a  yellow  oil 
which  is  a  mixture  of  liquid  hydroxyerucic  acid 
C22H43O3  and  dihydroxybehonic  acid  G22H44O4. 
The  latter  partially  crystallises  out  on  long 
standing.  For  complete  separation,  the  washecl 
oil  is  saponified  with  baryta  water  ;  the  precipi- 
tate is  exhausted  with  ether  and  the  dissolved 
barium  hydroxyerucate  is  decomposed  by  hydro- 
chloric acid.  The  hydroxyerucic  acid,  which 
I  separates  as  a  colourless  oil,  is  purified  from 
j  alcohol.  It  is  viscid,  lighter  than  water,  in- 
!  soluble  therein,  but  niiscible  in  all  pro])ortions 
ttith  alcohol  and  ether.  Its  salts  G22H41O3M 
are  amorphous.  All  excepting  those  of  the 
alkali  metals  and  barium  are  insoluble  in  water. 
Hydroxyerucic  acid  may  also  bo  formed  from 
monobromerucic  acid  by  the  action  of  silver 
oxide.  Boiled  with  potash  lye,  it  is  converted 
into  dihydroxybehonic  acid  (Haussknecht, 
Annalen,  163,  40).  Dihydroxytiehenic  acid, 
m.p.  132°-133°,  is  also  obtained  by  the  oxida- 
tion of  erucic  acid  with  potassium  perman- 
ganate (Hazura  and  Griissncr,  Monatsh.  9,  947). 
Sodium  erucate  G22H44Na02  is  soluble  in  alcohol, 
and  gives  precipitates  of  lead  and  barium 
erucates  on  the  addition  of  an  alcoholic  solution 
of  the  acetates  of  these  metals.  The  silver  salt 
is  a  curdy  precipitate,  which  becomes  coloured 
on  exposure  to  light. 

Ethyl  erucate  G22H4i(C2H5)02  is  a  colourless 
oil  boiling  above  360°  wthout  decomposition- 
The  amide  G„,H4^0(NH.,).  m.p.  84°  (Reimer  and 
Will,  ^.c),  m'p.  78°-79°"(Krartt  and  Tritschier, 
Ber.  1900,  3580),  and  the  anilide,  m.p.  56°,  are 
crystalline  bodies  readily  soluble  in  ether  or 
benzene,  sparingly  soluble  in  alcohol. 

ERUCIN.  A  crystalline  body  said  to  exist 
in  white  nuistard  seed.  It  is  insoluble  in  water, 
sparingly  soluble  in  alcohol,  easily  in  ether  or 
in  oils  (Simon,  Pogg.  Ann.  64,  593). 

Dierucin  G3H50H(C22H4iO2)2.  When  rape 
oil  is  allowed  to  stand  for  a  long  time,  a  yellowish 
tallow-like  deposit  is  found  frequently  in  the 
casks.  This,  hy  repeated  solution  in  ether  and 
subsequent  addition  of  alcohol,  may  be  obtained 
in  silky  needles.  Dierucin  melts  at  47°  and  is 
readily  soluble  in  ether  and  light  petroleum,  in- 
soluble in  cold  but  soluble  in  hot  alcohol.  A 
trierucin  could  not  be  separated  from  rape  oil, 
but  was  obtainetl  by  heating  dierucin  and  erucic 
acid  at  300°,  m.p.  31°  (Reimer  and  Will,  I.e.)  {v. 
Oils  and  Fats). 

ERYTHRIN,  Erythric  acid,  Erythrinic  acid, 
Erijlhrolccnnoric  acid  C2oH220io,H20,  is  a  con- 
stituent of  most  lichens  from  which  archil 
is  prepared.  It  was  discovered  by  Heeren 
(Schweigger's  Jour.  f.  Chem.  59,  513)  in  Bocella 
tinctoria  (D.  C),  from  which  lichen  and  several 
others  of  the  same  genus  it  may  be  extracted  by 
boiling  water,  or  better  with  milk  of  lime  (c/.  also 
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Kane,  Stenhouse,  and  Hesse  (I.e.);  Schunck, 
Annalen,  (il,  (10  ;  Do  Luynes,  yW)alon  de  Cliira. 
14]  2,  385;  Menscliutkin,  Bull.  Soc.  chim.  [2] 
2,  424). 

The  method  adopted  by  Stenhouse  to  prepare 
this  substance  from  the  Rocella  fucijormis  is  as 
follows  (Annalen,  68,  72,  and  149,  290).  Three 
pounds  of  the  lichen  are  macerated  for  20  minutes 
in  a  railk  of  lime  made  by  shaking  |  lb.  of  lime 
in  3  gallons  of  water,  and  the  jiroduct  filtered  by 
means  of  a  bag  filter.  The  clear  liquid,  as  it 
passes  through,  is  immediately  precipitated 
with  hydrochloric  acid,  as  prolonged  contact 
with  the  lime  decomposes  part  of  the  erythrin. 
The  crude  erythrin  collected  on  bag  filters  is 
freed  from  acid  and  calcium  chloride  by  stirring 
it  up  once  or  twice  with  a  considerable  quantity 
of  water  and  again  collecting. 

Erythrin  forms  small  colourless  neecUes, 
melting  at  148°  (Hesse,  Ber.  1904,  37,  4693),  and 
not  at  164°,  as  stated  by  Ronceray  (Chem. 
Zentr.  1904,  ii.  1504),  and  is  sparinglj'  soluble 
in  water,  easily  soluble  in  alcohol,  other,  and 
alkalis.  Alcoholic  ferric  chloride  gives  a  purple- 
violet  colouration,  which  passes  to  bro^vnish-red 
on  addition  of  excess  of  the  reagent. 

When  boiled  with  water,  erythrin  gives  (a) 
orsdlinic  acid  and  (6)  picro-erythrin  (Schunck, 
Annalen,  61,  65) 

C,oH,20i„+H,0  =  (a)  C,H,04+(6)  C^.H^O,  ; 
whereas  by  boiling  with  alcohol,  picroerythrin 
and  orsellinic  acid  ethyl  ester  (c)  are  produced 
(Heeren,  I.e.  ;  Kane,  Annalen,  39,  25) 

f  2  0H22O1 0  +  C2H50H=(c)  C8H,(r,H5)04  +  Ci      eO, . 
With  amyl  alcohol,  a  similar  reaction  occurs 
■\\  ith  formation  of  [d]  amylorsellinaie  and  picro- 
erythrin (Hesse,  Annalen,  139,  22) 

C2oH220io  +  C5Hi20=(d)C8H,04-C5Hii+Ci2Hi,0,. 

On  the  other  hand,  excess  of  lime  Avater  (Lam- 
parter,  Annalen,  134,  255)  gives  orcin,  CO.,,  and 
erythrite 

C,oH2,Oi(,+2H20=2C,H,02+C02+C4Hi„04. 

Trihromenjthrin  2C2„Hi9Br30i„,3H.^O  (Hesse, 
Annalen,  117,  310;  and  ihid.  139,  32)  consists  of 
white  crystalline  spherules  which  cake  together 
a  little  above  1C0°  and  melt  at  139°.  Boiled 
with  alcohol,  it  is  resolved  into  ethyldihrom- 
or.sellinate  and  hrompicroerythrin. 

Picroerythrin  or  erythro-orsellinic  acid 
Ci,HieO„3H.,0, 
forms  colourless  prisms,  melts  at  158°,  is  readily 
soluble  in  hot  water,  and  gives  with  ferric  chloride 
a  purple-violet  colouration.  It  appears  to  be 
most  readily  obtained  pure  by  Hesse's  method 
of  boUing  erythrin  with  amyl  alcohol  (I.e.). 

Digestion  with  hot  baryta  water  converts 
picroerythrin  into  CO  2,  orcin,  and  erythrite 
L'x2HieO,+H20=C02+C,H802+C4Hi„04. 

The  experiments  of  de  Luynes,  Menschutkin, 
and  Hesse  have  confirmed  the  view  first  put 
forward  by  Berthelot,  that  erythrin  is  the  mono- 
lecanoric  ester  (1),  and  picroerythrin  the  7nono- 
or.iellinic  ester  of  erythrite  (2). 

According  to  Hesse  (Ber.  1904,  37,  4693), 
erythrin  contains  a  free  carboxyl  group,  and 
must  therefore  be  represented  as  follows  : — 
C4H„(OH)3-0-C6H,(OH)CO-0-C6H2(OH)COOH. 


OH, 


On  the  other  hand,  picroerythrin  has  the 
formula  : 

0C'H.>(CH-0H).,CH20H 

I 

C6H2(0H)C00H 
CH3. 

^■Erythrin  G.^^R.^fi^g  is  prepared  by  the 
action  of  lime  water  on  some  varieties  of  the 
R.  fuciformis  (Menschutkin,  Lc).  It  is  a  white 
crj^stalline  jjowder  ;  m.p.  115°-1I0°  (Lamjiartcr, 
I.e.) ;  nearly  insoluble  in  water,  soluble  in  alcohol 
and  ether  with  violent  evolution  of  COg.  Boiled 
with  water,  orsellinic  acid,  and  )3-picroerythrin 
are  produced ;  wth  alcohol,  the  latter  body  to- 
gether with  ethylorsellinate. 

^-Picroerythrin  CigHj^O,;,  crystallises  in 
needles,  very  soluble  in  water  and  alcohol. 
Boiled  with  Ijaryta  water,  it  is  resolved  into  CO  2, 
erythrite,  and  ^-orcinol  (Menschutkin) 

According  to  Hesse  (I.e.),  it  is  jirobable  that 
;3-erythrin  is  not  a  chemical  individual,  but 
consists  mainly  of  erythrin,  the  properties  of 
which  are  modified  by  the  accompanying 
impurities.  A.  G.  P. 

ERYTHRITE.    Cobalt  bloom  (v.  Cobalt). 

ERYTHRITOL.  Erythrol,  Erythronunmite, 
Erythrite  (v.  Caebohybbates). 
ERYTHRODEXTRIN  v.  Dextrin. 
ERYTHROL  NITRATE  v.  Synthetic  deugs. 
ERYTHROPHLEiNEC28H43NO,or  C28H45NO, 
is  an  alkaloid  occurring  in  the  bark  of  Erythro- 
phlceum  guineense.  It  is  an  active  poison, 
and  may  be  obtained  from  the  bark  by  treating 
the  alcoholic  extract,  evaporated  to  small 
bulk,  with  warm  water,  evaporating  the  aqueous 
extract  at  a  low  temperature,  and  rendering 
it  alkaline  with  ammonia  or  sodium  carbo- 
nate. On  extracting  with  acetic  ester  and 
evaporating  the  resulting  solution,  the  base  is 
left.  It  is  almost  insoluble  in  benzene  and 
light  petroleum,  but  dissolves  in  water,  ether, 
ethyl  acetate,  amyl  alcohol,  and  ethyl  alcohol. 
It  forms  salts  with  acids,  and  its  chloride 
forms  a  double  salt  with  platinic  cldoride 
and  Avith  bismuth  iodide.  Its  solutions  exhibit 
the  following  reactions  : — 

Picric  acid  :  yellow-green  precipitate. 

Iodine  in  potassium  iodide  :  reddish-jeUow 
precipitate. 

Iodide  of  mercury  and  potassium  :  w  hite  j)re- 
cipitate. 

Iodide  of  bismuth  and  cadmium  :  flocculent 
white  precipitate. 

Potassium  dichromate :  yellowish  precipi- 
tate. 

Mercuric  chloride  :  white  precipitate. 

Auric  chloride  :  whitish  precipitate. 

Palladium  chloride  :  white  precipitate. 

In  contact  with  manganese  dioxide  and  sul- 
phuric acid,  a  violet  colour,  less  intense  than 
that  produced  by  strychnine  in  the  same 
circumstances,  is  obtained.  It  soon  changes  to 
dirty  brown.  On  boiling  with  acids  or  alkalis, 
erythroplileine  splits  up  into  erythrophleic  acid 
C.^^Hi^Og  or  C2,H420g,  and  a  volatile  base, 
manconine. 

Erythrophle'ine  acts  on  the  system  like  a 
mixture  of  digitaline  and  picrotoxinc.  Erythro- 
plileic  acid  has  no  marked  action.  Manconino 
behaves  like  nicotine  and  pyridine.    Uallois  and 
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Har.ly  (Bull.  ,Soc.  fliim.  [2]  20,  30),  Hariiack 
and  Zabiocki  (Bcr.  15,  2623),  Harnack  (Bcr. 
](■>.  87). 

(jOinincrcial  cryt  hruphlei'iie  liyilrochlorido  is 
a  bright -yellow  amorphous  hygro.scopic  powder, 
soluble  in  water.  The  free  base  is  precipitated 
from  the  solution  of  the  hydrochloride  by 
alkali.s.  The  hydrochloride  is  very  poisonous, 
but  only  acts  as  digitaline,  not  at  all  as  picro- 
toxine.  AVhen  heated  with  38  p.c.  hydro- 
chloric acid  in  a  reflux  ajJi^aratus,  it  splits 
up  into  erythrophleio  acid  and  methylamine 
(Harnack,  Arch.  Pharm.  1890,  234,  561). 
Erythrophleio  acid  readily  forms  an  anhydride 
t'^vHssO;  or  C,,,H,„0,.  The  salts  of  the  acid 
are  aniiiri)h(uis  (o.  Vegeto-alkaloids). 

ERYTHROSIN  ( Tetraioclofliwirscehi.) 

is  i)repared  by  electrolysing  a  mixture  of  fluores- 
cein (1  part)  and  finely  powdered  iodine  (1-5 
parts)  in  soda  solution.  The  vessel  is  provided 
with  a  diaphragm,  and  the  fluorescein  mix- 
ture occupies  the  anode  space,  whilst  a  dilute 
solution  of  soda  or  sodium  hydroxide  forms  the 
kathode  liquid  (D.  R.  R  108838,  1899  ;  Chem. 
Zentr.  1900,  i.  1176;  rf.  aim  Frdl.  1877-87, 
315). 

The  commercial  product  is  a  red-brick  powder 
dissolving  in  dilute  alkalis  \vithout  any  marked 
fluorescence.  It  can  be  purified  by  dissolving 
in  aqueous  ether,  filtering  and  shaking  with 
dilute  sodium  hydroxide.  The  sodium  salt  is 
precipitated  by  the  addition  of  strong  alkali, 
and,  after  filtering,  washing,  and  recrystallisation 
from  alcohol,  it  is  dissolved  in  water,  and  the 
free  erythrosin  is  liberated  by  treatment  with 
hydrochloric  acid  (Mylius  and  Foerster,  Bcr. 
1891,  24,  1482).  When  pure,  it  is  of  a  lighter 
colour  than  the  impure  product,  almost  in- 
soluble in  absolute  ether,  benzene,  or  chloro- 
form, but  more  readily  so  in  acetone,  alcohol, 
and  aqueous  ether.  The  colour  of  erythrosin 
fades  under  t  he  influence  of  light  and  of  hydrogen 
]it^rcixide,  particularly  in  the  jsresence  of  potas- 
sium hydroxide  (Zeitsch.  Farbenindustr.  1908, 
7,  299).  Light  also  causes  it  to  act  hsemolyti- 
callv  in  photodynamic  reactions  (Sacharow  and 
Saciis,  Chem.  Zentr.  1905,  i.  1420). 

Erythrosin  considerably  enhances  the  action 
of  light  in  its  influence  on  bacteria  (Mettler, 
(  Jhem.  Zentr.  1905,  ii.  1037  ;  Huber,  ibid.  1906, 
i.  148;  Sacharow  aiid  Sachs,  I.e.).  Erythrosin 
is  employed  in  the  cotton  and  paper  industries  ; 
and  Thduert  ((Jompt.  rend.  1909,  148,  36)  has 
attempted  to  apply  it  to  colour  photography, 
l)Ut  with  little  success  so  far  {cf.  also  Stark, 
Physikal.  Zeitsch.  1907,  8,  248) ;  it  has  also 
been  used  as  a  sensitiser  in  photo-electric  experi- 
ments (Schlcnderberg,  J.  Phys.  (Ilicm.  1908,  12, 
574)  and  as  an  indicator  in  analysis  (Mylius  and 
Foerster,  I.e.  ;  J.  Amer.  Chem.  Soc.  1899,  21, 
3.59). 

Erythrosin  is  often  mixed  with  rose  Bengal 
(tdtraiodochlorofluorescein)  to  suppress  its 
lluoresoence,  and  with  common  salt  to  increase 
il-s  solubility.  The  former  mixture  is  often  used 
in  Fi'ance  to  colour  foodstuffs,  but  the  presence 
of  rose  Bengal  in  erythrosin  is  for))idden  in 
America.  Jean  (J.  Soc.  Chem.  Ind.  1908,  70) 
gives  a  method  for  testing  and  estimating  rose 
Bengal  in  erythrosin. 


Silver  eriitlirosin,  which  is  of  an  intense  lilue 
colour,  is  prei)are(l  by  dissolving  1  gram  of 
CT'ytlirosin  in  400  c.e.  water,  adding  7-1  c.e.  f)r  ii 
10  p.c.  solution  of  potassium  bromide, and  then 
12  c.e.  of  a  10  p.c.  silver  nitrate  solution.  It 
forms  a  colloidal  solution  which  becomes 
'  ripened  '  on  \\'arming  or  standing  for  a  few 
daj's,  depositing  a  very  fine  sediment  which  has 
a  pure  blue  colour  in  transmitted  light  (Eu])po- 
(Iramer,  Zeitsch.  Chem.  Ind.  KoUoidc,  1907,  i. 
227  ;  1908,  2,  325). 

The  sodium  or  potassium  salt  is  sometimes 
known  as  Erythrosin  B,  Pyrosin  B,  fodeosin 
Dianthine  B,  Eosin  J,  &c. 

ERYTHROXYANTHRAQUINONE  C,,11,0, 
is  produced,  along  with  an  isomeric  hydroxy- 
anthraquinone,  l)y  the  action  of  ])hthalio  an- 
hydride on  phenol,  in  presence  of  sulphuric  acid, 
C8H403-|-CeH„0  =  H20  +  Cj4H803.  Salicyhc 
acid,  anisole,  ami  even  anisic  acid  behave  in  the 
same  way  as  phenol.  The  two  hydroxyanthra- 
quinones  are  separated  hy  boiling  with  water 
and  barium  carbonates ;  erythroxyanthraqui- 
none  is  unaltered  by  this  treatment,  whereas 
in  the  case  of  the  isomer  a  soluble  barium  com- 
pound is  formed. 

Erythroxyanthraquinone  may  also  be  iire- 
pared  from  aminoanthraquinone,  dissolved  in 
acetic  acid  to  which  a  little  sulphuric  acid  has 
been  added,  by  adding  potassium  nitrite  till  the 
solution  becomes  yellow.  After  a  short  time, 
on  adding  water  and  boiling,  yellow  flakt^s  of 
erythroxyanthraquinone  separate,  and  increase 
as  the  acetic  acid  evaporates  (D.  R.  P.  97688  ; 
Rower,  Bcr.  1882.  15,  1793  ;  Perger.  J.  pr.  Chem. 
[2]  18,  147). 

It  is  also  formed  by  oxidising  the  amino-salt 
with  fuming  svd)3huric  acid  (D.  R.  P.  67063  ; 
FrcU.  iii.  203) ;  or  by  heating  erythroxyanthra- 
quinone acid  CjjHgO,  at  270°  (Birnkow,  Bcr. 
1887,  20,  2438),  and  by  heating  anthraquinone- 
a-mon.os\dphonic  acid  with  a  mixtui'e  of  alkali 
hydroxide  and  a  salt  of  an  alkaline  earth  nicial 
untler  pressure  (Fr.  Pat.  3368()7  ;  J.  Soc.  C'liem. 
Ind.  1904,  438  ;  ihid.  1905,  841). 

Erythroxyanthraquinone  crystallises  from  al- 
cohol in  groujjs  of  pomegranate-yellow  needles, 
more  soluble  in  hot  than  in  cold  alcohol.  It 
melts  at  173°~180°  (Baeyer  and  Caro),  at  190° 
(Liebermann),  at  191°  (Riimer).  It  begins  to 
subUme  at  150°,  and  condenses  to  form  fine 
needles,  reddish-yellow  in  colour,  like  alizarin. 
It  is  almo.st  insoluble  in  dilute  ammonia,  and 
only  slightly  soluble  in  strong  ammonia.  With 
lime  or  baryta  water  it  gives  a  dark-red,  almost 
insoluble  lake,  decomposable  by  carbon  dioxide. 
The  absorption  spectrum  of  a  sulphiuic  acid 
solution  of  erythroxyanthraquinone  difl^ers  from 
that  of  its  isomeride,  hydroxyanthraquinone  ; 
the  latter  body  is  also  more  easily  converted 
into  alizarin  by  fusion  with  caustic  potash 
than  the  former  (Baeyer  and  Caro,  Ber.  7, 
968). 

Nitric  acid  oxidises  cthythroxyanthraquinono 
to  phthalio  acid. 

When  sodium  erythroxyanthraquinone  sul- 
phonate  is  heated  with  bromine  and  water  at 
120°-123°,  2 :  A-dibromoA-hydroTyanthraquinojic 
is  formed,  crystallising  in  reddish-yellow  needles, 
m.p.  233°.  When  heated  with  j)-toluidine  at 
80°-100°,   this   bromine   derivative  loses  the 
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bromine  atom  in  the  -4-  position,  and  is  con- 
verted into  bromoquinizavin  blue 

C6H,<^0>C6-HBr(OH)(NHC,H,) 

which  crystallises  in  blue  needles,  giving  a  green 
colouration  wth  sulphuric  acid  (D.  R.  P. 
127632,  1902). 

Erythroxyanthraquinone  forms  an  acetate 
Gi6tlio04.  yellow  needles,  m.p.  176°-179° 
(Liebermann  and  Hagen,  Ber.  1882,  5,  1804). 

The  constitution  of  erythroxyanthraquinone 
has  been  established  by  Liebermann  (Ber.  10, 
611 ;  11,  1611),  who  synthesised  it  from  a  reduc- 
tion   product    of    quinizarin,  hydroxyhydro- 

anthranol     C,H,<^g(^Qjjj>C,H3{0H),  in 

which  the  hydro xyl-  group  in  the  benzene  nucleus 
occupies  the  ortho-  position.  Erande  (Ber.  12, 
237)  was  also  able  to  show  that  in  methyl- 
hydroxyanthraquinone,  a  derivative  of  ordinary 
hydroxyantliraquinone,  the  hydroxyl-  groujs  was 
in  the  para-  position,  and  hence,  in  the  isomeric 
erythroxyanthraquinone,  the  hydroxyl-  group 
must  be  in  the  ortho-  position  with,  regard  to 
the  ketone  group.  Erythroxyanthraquinone  is 
therefore  o-hydroxyanthraquinone  {v.  Alizarin 

AND  ALLIED  COLOUEINO  MATTEES). 

ESERINE  or  PHYSOSTIGMINE 

NHMe-CO-NHC^HijN-OH 

(Herzig  and  Meyer,  Monatsh.  1897,  18,  389  ; 
Heubner,  Chem.  Zentr.  1905,  ii.  1111)  is  the  most 
important  of  the  alkaloids  occurring  in  Calabar 
bean,  in  the  seed  of  which  it  was  first  found  by 
Jobst  and  Hesse,  in  1864  (Annalen,  1864,  129, 
115;  Hesse,  ibid.  1867,  141,  82). 

It  is  present  to  the  extent  of  about  0-18  p.c, 
and  may  be  extracted  by  shaking  the  powdered 
seed  with  warm  alcohol  containing  about  1  gram 
of  tartaric  acid  per  litre.  The  alcohol  of  the 
extract  is  distilled  off  and  the  residue  is  taken 
up  with  water,  filtered  to  remove  resinous 
matter  and  shaken  -ivith  ether  until  the  latter 
ceases  to  be  coloured.  The  aqueous  extract  is 
then  made  alkaline  with  sodium  bicarbonate  and 
finally  repeatedly  shaken  out  with  ether.  On 
evaporation,  the  alkaloid  separates  in  scaly 
crystals  which  may  be  purified  by  recrystaUisa- 
tion  from  ether. 

Eserine  forms  thin  rhomboidal,  colourless 
lamellae,  m.p.  105°-106°,  which  gradually  assume 
a  rose  tint  and  even  a  yellow  colour  when 
exposed  to  air.  It  is  sparingly  soluble  in  water, 
but  readily  so  in  alcohol,  ether,  chloroform, 
benzene,  and  carbon  disulphide.  Eserine  is 
laevo-rotatory,  its  specific  rotation  varying 
between  —82°  and  —120°,  depending  on  the 
solvent  emj)loyed  (Petit  and  Polonowsky,  Bull. 
Soc.  chim.  1893,  9,  1008;  cf.  Orloff,  Chem. 
Zentr.  1897,  i.  1214). 

When  eserine  is  isolated  in  the  form  of  its 
saKcylate,  the  base  liberated  with  sodium  car- 
bonate, extracted  with  ether,  and  finally  allowed 
to  crystallise  from  a  mixture  of  benzene  and 
petroleum,  it  separates  in  stout  prisms,  m.p. 
86°-87°,  [a]jj-75-8°.    By  recrystaUi.sing  in  the 

presence  of  a  crystal  of  Petit  and  Polonowsky's 
modification,  m.p.  105°-106°,  it  is  completely 
converted  into  the  latter,  and  has  fal  —  75-8°; 

the  alkaloid  is  therefore  dimorphous  (Salwav, 
Chem.  Soc.  Trans.  1910,  2151). 


When  eserine  or  its  salts  are  distilled  wth 
caustic  potash  in  a  current  of  hydrogen,  methyl- 
amine  and  carbon  dioxide  are  amongst  the 
products  of  decomposition,  whilst  the  residual 
liquid  contains  eseroline,  a  colourless  crystalline 
body,  which  turns  red  by  the  action  of  moisture. 
Eseroline  is  also  formed,  together  with  methyl 
carbamide,  when  eserine  is  heated  in  a  sealed 
tube  with  alcoholic  ammonia  at  150°.  When 
heated  with  aqueous  potash  in  presence  of  air, 
eserine  yields  rvbreserine  CjgHjjNaOo,  red 
needles,  these,  in  alkaline  solution,  are  gradually 
converted  into  Eserine  blue,  which,  according  to 
Ehrenberg  (Chem.  Zentr.  1894,  ii.  439),  is  a  true 
dye,  colourmg  wool  and  silk  without  mordants. 
The  constitution  of  eserme  blue  is  not  kno^vn. 
It  is  not  poisonous,  but  it  has  a  paralysing  effect 
on  the  heart  and  central  nervous  system  of  the 
frog  (Heubner,  I.e.). 

Salts  of  eserine.    Eserine  salicylate 
C6H,(OH)C02H,CjsHoi02N3 
forms  slightly  bitter,  colourless,  stout  prisms, 
m.p.   180°-181°  (Salway),  sparingly  soluble  in 
water,  in  which  it  forms  an  acid  solution,  more 
readily  soluble  in  alcohol  and  in  chloroform. 
Eserine  metacresotate  (metahydroxytolvMte) 
Ci5H2,02N3-CeH3(OH)MeC02H, 
m.p.  156°-167°,  is  prepared  by  mixing  ethereal 
solutions  of  metacresotic  acid  and  of  eserine. 
Eserine  benzoaie,  m.p.  115°-116°,  and  eserine 
hydrogen  citrate,  are  prepared  similarly.  The 
two  former  are  not  deliquescent, and  j'ield  neutral 
aqueous  solutions ;  whereas  the  latter,  and  also 
normal  eserine  tartrate,  prepared  by  dissolving 
eserine  in  tartaric  acid  and  crystallising  over 
sulphuric  acid,  are  very  deliquescent  (Petit  and 
Polonowsky,  I.e.).    The  methiodide  forms  deli- 
quescent yellow  prisms,  m.p.  100°  (decomp. ), 
and  the  sparingly  soluble  picrate  crystallises  in 
feathery  yellow  needles,  m.p.  114°.  Eserine 
yields  no  definite  aurichloride  or  platinichloride. 

Eserine  sulphate  (Cj5H2j02N3)2H2S04  is  pre- 
pared by  adding  a  10  p.c.  sulphuric  acid,  drop  by 
drop,  to  an  ethereal  solution  of  eserine  until  the 
newly  formed  salt  no  longer  separates.  After 
filtration,  it  is  carefully  dried  at  about  40°.  It 
is  a  white  or  yellowish-white  micro-crystalline 
powder,  odourless,  and  having  a  bitter  taste.  It 
is  readily  soluble  in  water,  alcohol,  and  in  chloro- 
form. Gold  chloride  solution,  when  added  to 
the  aqueous  solution  of  the  salt,  gives  a  beautiful 
purple  colour  ;  whilst  platinic  chloride  precipi- 
tates a  yeUowish-white  salt.  When  evaporated 
with  ammonia,  the  sulphate,  like  the  salicylate, 
yields  a  bluish  residue.  If  a  little  eserine  sul- 
phate is  placed  on  a  glass  slip  and  moistened 
with  water,  and  then  a  drop  of  sulphuric  acid 
added,  characteristic  crystals  of  a  sparingly 
soluble  sulphate  separate.  This  characteristic 
appearance  is  maintained  for  some  time,  but 
eventually  the  crystals  become  oily  and  then 
resinous  (Reichard,  Pharm.  Zeit.  1909,  50,  375). 
Eserine  and  its  salts  turn  red  on  treatment  with 
alkali  or  on  standing  in  solution,  but  the  sulphite 
Ci5H2i02N3,H2S03,  the  aqueous  .solution  of 
;  which  does  not  turn  red,  but  remains  colourless, 
has  been  prepared  by  Merck  by  treating  a  solu- 
I  tion  of  eserine  with  sulphurous  acid,  and  evapo- 
rating the  mixture  (D.  R.  P.  166310 ;  J.  Soc. 
I  Chem.  Ind.  1906,  443).  It  is  a  white  powder, 
;  readily  soluble  in  water. 


ESPARTO. 


A  derivative,  tlie  iiitensitj-  of  t  lie  fluorescence 
of  wliich  exceeds  that  of  all  kuo^ii  substances, 
is  oljtained  by  allowing  an  aqueous  solution  of 
physostigmLne  to  stand  for  a  few  months  until 
it  has  become  deep  blue,  then  adding  phthalic 
acid.  The  substance  forms  dark-blue  crystals 
with  a  blood-red  fluorescence,  and  colours  cotton, 
silk,  alcohol,  ether,  &c.,  dark  blue  with  no 
fluorescence.  The  aqueous  solution,  on  the  other 
hand,  is  colourless  by  transmitted  light,  but 
shows  a  beautiful  red  fluorescence  by  reflected 
light  (Goubert,  Compt.  rend.  1909,  149,  852). 

Eserine  and  its  salts  should  be  kept  in  amber- 
coloured,  well-stoppered  phials. 

Test  for  eserine  or  its  salts. — A  small  fragment 
(the  size  of  a  grain  of  sand)  is  placed  in  a  porcelain 
capsule  and  dissolved  in  a  drop  or  two  of  fuming 
nitric  acid.  The  dark-yellow  solution  formed 
on  warming  is  evaporated  with  stirring;  the 
residue,  which  is  of  a  pure  green  colour,  dissolves 
in  water,  strong  alcohol,  and  in  sulphuric  acid  to 
a  clear  green  solution.  0-005  gram  of  the  alka- 
loid can  thus  be  detected.  The  green  colouring 
matter  has  been  termed  chloreserine  (Silva, 
Compt.  rend.  1893,  117,  330  ;  Formanek,  Chem. 
Zentr.  1895,  i.  1148;  Richard,  I.e.).  When 
exposed  to  nitric  acid  fumes,  the  blue  residue 
becomes  violet-blue ;  and  when  dissolved  in  a 
drop  of  nitric  acid  it  forms  a  beautiful  reddish- 
violet  solution,  which  soon  changes  to  blood-red, 
and  on  standing  or  on  dilution  becomes  greenish- 
yelloAv.  Eserine  reduces  molybdic  acid  very 
slowly  in  the  cold,  but  rapidly  gives  a  blue 
colouration  on  warming  (Reichard,  ^.c).  With 
ammonium  selenite  in  concentrated  sulphuric 
acid,  eserine  gives  a  lemon-yellow  colouration, 
which  becomes  orange,  and  then  paler  after 
standing  for  3  hours  (Silva,  Compt.  rend.  1891, 
112,  1266).  Eserine  can  also  be  detected  by 
means  oi  the  polarisation  microscope  (Kley, 
Rec.  trav.  chim.  1903,  22,  367).  (For  the  estima- 
tion of  eserine  or  physostigmine,  see  Heike], 
Chem.  Zentr.  1909,  i.  949.) 

Eserine  and  its  salts  are  of  considerable 
therapeutic  value,  being  employed  chiefly  as  a 
myotic  to  contract  the  pupil  of  the  eye  and  to 
decrease  intraocular  pressure  in  glaucoma. 

According  to  Pal  (Chem.  Zentr.  1900,  ii. 
1031),  e.serine  forms  an  antidote  to  the  poisonous 
effect  of  curare. 

Bilateral  antagonism  exists  between  eserine 
and  curare  in  their  effect  on  muscle.  Those 
muscles  which,  like  the  diaphragm,  are  last 
paralysed  by  curare  are  first  set  free  again  by 
the  injection  of  eserine.  The  latter  also  stimu- 
lates the  respiratory  centre  (Rothberger,  Pflti- 
ger's  Archiv.  1901,  87,  117). 

(For  other  investigations  on  the  physiological 
effect  and  use  of  eserine  or  physostigmine,  see 
Matthews  and  Brown,  Amer.  J.  Physiol.  1904,  12, 
173 ;  Edmund  and  Roth,  ibid.  1908,  23,  28, 
46;  Joseph,  ibid.  1909,  23,  215;  Anderson, 
J.  Physiol.  1905.  33,  414;  Magnus,  Pfluger's 
Archiv.  108,  1  ;  Kj-ess,  ibid.  109,"  608  ;  Modra- 
koAvski,  ibid.  118,  52;  Ungar,  ibid.  119,  339; 
Harnack,  Chem.  Zentr.  1908,  ii.  338 ;  Winter- 
berg,  ibid.  i.  S50  ;  Loewi  and  Mansfeld,  ibid. 
1910,  i.  941  ;  Pewsner,  Biochem.  Zeitsch.  1907, 
2,  339.)    {V.  Vegeto-alkaioids.) 

ESPARTO,  Stipa  marcrochloa  [tenacissima] 
(Linn.).  This  grass  is  a  native  of  Spain, 
Portugal,   Greece,   and   North   Africa.,    It  is 


I  largely  used  as  a  raw  material  for  paper  maldng, 
having  been  introduced  mio  this  country  by 
Routledge.  For  this  purposes  it  possesses 
many  advantages,  as  it  grows  abundantly  with- 
out cultivation,  is  easily  harvested,  yields  a 
large  percentage  of  cellulose  of  high  quality 
with  comparatively  simple  treatment. 

Of  the  various  kinds  knowi  to  commerce, 
such  as  Spanish,  Tripoli,  Arzen,  Oran,  Sfax, 
Gabes,  &c.,  the  first-named  is  jjref erred  by  paper 
makers,  as  it  yields  more  and  better  fibre.  It 
j  therefore  commands  a  higher  price. 

To  give  some  idea  of  the  importance  of 
esparto  as  a  paper-making  material,  it  may  he 
mentioned  that  the  annual  imports  into  the 
United  Kingdom  are  between  200,000  and 
300,000  tons. 

It  is  also  used  for  the  purpose  of  making 
coarse  mats  and  ropes  (v.  Spon's  Enc.  of  the 
Industrial  Arts). 

Esparto  arrives  in  this  country  lirmly  pressed 
into  bales.  The  first  operation  which  it  under- 
goes in  the  jmper  mill  is  that  of  '  dry-picking,' 
in  contradistinction  to  a  subsequent  process 
knowi  as  '  wet-picking.'  The  grass  is  spreatl 
out  on  tables  covered  with  coarse  wire  cloth,  and 
any  root  ends,  A^-eeds,  &c.,  which  may  have 
found  their  way  into  the  bales  through  im- 
perfect gathering  are  picked  out.  Any  sand  or 
dirt  escapes  through  the  wire  cloth.  The  re- 
moval of  dirt  can  be  more  completely  effected 
by  machinery.  For  this  purpose  the  grass  is 
fed  into  a  mechanical  duster  or  willow,  where  it 
receives  a  violent  shaking,  the  dirt  being  loosened 
and  removed.  The  cleaned  esparto  is  then  fed 
mto  '  vomiting  '  boilers,  where  it  is  treated  ivith 
caustic  soda  solution  at  pressures  varying  from 
10  to  40  lbs.  per  sq.  inch  for  from  3  to  5  hours. 
The  amount  of  soda  required  is  about  17  lbs.  of 
60  p.c.  caustic  soda  per  cwt.,  but  it  varies  with. 
the  quality  of  the  grass,  the  form  of  boiler, 
the  pressure  at  which  it  is  boiled,  and  the  time 
allowed.  When  the  boiling  is  completed,  the 
liquor  is  run  away,  evajiorated  to  dryness,  and 
ignited,  and  the  alkali  recovered  in  the  form  of 
carbonate.  This  is  dissolved  in  water,  converted 
into  caustic  by  means  of  lime,  and  is  again 
available  for  use. 

The  boiled  grass  is  washed  once  or  twice 
in  the  boiler,  and  then  subjected  to  the  '  wet- 
picking  '  process,  whereby  any  unboiled  portions 
are  removed.  The  process  is  beuig  gradually 
abandoned  in  favour  of  what  is  knoAvn  as  the 
'  presse-pa.te  '  sj'stem,  which  consists  in  purifying 
the  pulp  by  passing  it  when  bleached  through  a 
series  of  strainers  and  knotters.  It  is  then  made 
into  a  coar.se  web  of  pulp  on  the  '  presse-pate,' 
which  may  be  described  as  a  paper  machine 
■\\ithout  the  drying  cylinders. 

The  subsequent  treatment  of  esparto  does  not 
differ  essentially  from  that  of  other  fil)res,  and 
need  not  be  particularly  described. 

The  haulms  (really  leaves)  of  esparto  vary  in 
length  from  0-3  to  0-5  m.,  the  mean  thickness 
being  about  1-5  mm.  ;  the  individual  fibres  are 
100-400  mm.  long,  and  0-009-0-5  mm.  thick. 

The  fibres  possess,  owing  to  their  fineness 
and  their  tendency  to  curl,  considerable  '  felting  ' 
properties.  Paper  made  from  esparto  is  soft  to 
the  touch,  '  bulks  '  well,  and  at  the  same  time  is 
strong. 

Esparto  fibre  can  be  recognised  in  a  paper 
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by  the  fact  that  when  boiled  with  a  solution  of 
aniline  sulphate  a  rose-pink  colour  is  developed. 
A  similar  colom-  is  produced  with  stra\v  cellulose, 
but  of  a  paler  shade.  With  iodine  and  sulphuric 
acid  the  wall  of  the  actual  bast-fibre  assumes 
a  rusty  colour,  sho'wing  that  it  is  not  com- 
posed of  cellulose  ;  with  aniline  sulphate  (cold) 
it  is  stained  yellow ;  and  with  phloroglucinol 
and  hydrochloric  acid  a  crimson  colour  is 
assumed,  thus  demonstrating  the  presence  of 
bodies  characteristic  of  lignified  walls.  They 
can  be  distinguished  by  the  size  and  shape  of 
the  peculiar  serrated  epidermal  cells,  which  are 
to  be  seen  when  the  commercial  fibre  is  examined 
under  the  microscope. 

Moreover,  esparto  pulp  ah\  ays  has  a  number 
of  the  short  conical,  often  hooked,  hairs  which 
line  the  inner  (upper)  surface  of  the  '  rolled  ' 
leaf,  and  which  serve  to  distinguish  it  from  straw ; 
the  outer  (lower)  surface  of  the  leaf  is  glabrous. 

The  chemical  characteristics  of  esparto  are 
those  of  the  ligno-ceUuloses  and  the  pecto-cellu- 
loses,  the  latter  predominating. 

Its  composition  is  shown  by  the  following 
analyses  (Hugo  Muller) : — 


Spanish 

African 

Cellulose 

48-25 

45-80 

Fat  and  wax . 

2-07 

2-62 

Aqueous  extract  . 

10-19 

9-81 

Lignin  and  pectous 

substances 

26-39 

29-30 

Ash  . 

3-72 

3-67 

Water  . 

9-38 

8-80 

100-00 

100-00 

The  names  '  esparto,'  '  sparto,'  and  '  alfa  ' 
('  haLfa  '),  are  also  given  to  the  leaves  of  another 
grass,  Lygeuin  spartum  (Loefl.),  which  like%vise 
grows  in  Spain  and  North  Africa.  These  leaves 
are  used  as  an  inefficient  substitute  for  those  of 
stipa.  Microscopically  they  differ,  in  that  the 
hairs  have  a  considerable  lumen,  and  are 
usually  blunt-ended  ;  the  epidermis  has  i^eculiar 
little  rounded  silica  ceUs  ;  and  the  ribs  of  bast 
fibres  are  isolated  (not  linked  together  to  form  a 
continuous  band,  as  in  Stipa). 

ESTERIFICATION.  The  reaction  between 
an  acid  and  a  monohydric  alcohol  appears,  at 
first  sight,  to  be  exactly  analogous  to  the 
neutralisation  of  an  acid  by  a  monoacid  base  :  the 
equations  are  : 

CH3-CO-OH-fC2H5-OH=CH3-CO-OC,H5-fH„0 
and 

CH3-CO-OH+NaOH=CH3-COONa-fH20. 

The  product  formed  in  the  second  reaction  is  a 
metallic  salt,  and  that  in  the  first  reaction  is 
termed  an  alkyl  salt  or  more  commonly  an  ester. 
The  esters  can  be  regarded  as  metaUie  salts  in 
which  the  metallic  radicles  have  become  replaced 
by  alkyl-  groups.  Corresponding  with  mono-,  di-, 
and  trivalent-metalUc  radicles  are  the  mono-, 
di-,  and  trivalent  hydrocarbon  radicles,  methyl 
CH3— ,  ethyl  CjHg— ,  propyl  C3H,— ,  &c., 
methylene  CH2=,  ethylidene  0^11^=,  &c. 
glyceryl  03115=,  &c.  The  process  of  the 
conversion  of  an  acid  into  its  alkyl-salts  is 
usually  termed  esterificniiov ,  and  is  the  common 
method  by  means  of  which  esters  are  prepared. 
Although  this  reaction  appears  to  be  similar  to 
the  process  of  neutralising  an  acid  by  means  of 


an  alkali,  there  are  two  important  points  of 
difference.  , 

1.  The  reaction  l)etwecn  an  acid  and  an 
alkali  in  aqueous  solution  is  instantaneous, 
'\\'hereas  the  reaction  between  an  acid  and  an 
alcohol  is  usually  slow,  and  lends  itself  readily 
to  studj'  as  a  time  reaction. 

2.  In  the  process  of  neutralisation  between 
strong  acids  and  strong  alkalis,  the  reaction 
proceeds  to  completion  when  equivalent  quan- 
tities of  acid  ai\d  alkali  are  used  ;  but  when 
equivalent  amounts  of  acid  and  alcohol  are 
brought  together,  complete  conversion  into  ester 
and  water  never  takes  place.  Tlie  reaction 
begins  slowly  and  proceeds  until  a  state  of 
equilibrium  is  established.  The  rate  at  \\hich 
the  reaction  proceeds,  and  the  final  equilibrium 
depend  upon  the  specific  acid  and  alcohol 
employed  and  upon  the  temperature.  The 
process  of  csterification  is  a  typical  balanced  or 
reversible  reaction  : 

R  CO,H+R'-OH  ^  R-COaR'-f  HjO 
as  the  water  formed  in  the  process  of  esterifica- 
tion  can  hydrolyse  the  ester  to  a  certain  extent. 
This  reaction  is  one  of  the  best  to  study  in  order 
to  illustrate  the  effects  of  mass  action. 

The  reaction  between  acetic  acid  and  ethyl 
alcohol  was  studied  by  Berthelot  and  Pean  de 
St.  GiUes,  in  1862 ;  they  showed  that  working 
with  equivalent  quantities  of  alcohol  and  acid, 
equilibrium  is  reached  when  66  p.c.  of  the 
reacting  compounds  have  been  transformed 
into  ester  and  water.  They  were  able  to  show 
that,  by  working  with  an  excess  of  alcohol,  a 
higher  percentage  of  the  acid  can  be  trans- 
formed, as  illustrated  by  the  following  numbers  : — 
Equivalents  of  al- 1 

coholforlequiva-|0-2  0-5  1-0  1-5  2-0  4-0  12  50 
lent  of  acid  ) 

p  c.  of  acicl  trans- 1  gg.g       gg  gg  gg 

formed  into  ester  | 

According  to  Guldberg  and  Waage's  law  of 
mass  action  formulated  in  1867,  the  rate  of 
chemical  reaction  is  proportional  to  the  con- 
centrations (molecular)  of  the  reacting  su  bstances, 
and  to  a  constant  which  is  characteristic  of  the 
reaction  and  retains  the  same  value  provided 
the  temperature  is  constant.  In  the  balanced 
reaction : 

CH3-C02H+EtOH  ^  CHj-COjEt+HjO 
the  direct  reaction  proceeds  at  a  rate  which  can 
be  denoted  by  K.a.h,  where  K  is  the  specific 
constant  for  this  reaction,  and  a  and  b  are  the 
concentrations  of  the  acid  and  alcohol  at  the 
time  of  measuring  the  rate.  Similarly,  the 
reverse  reaction  proceeds  at  a  rate  K'.c.d.,  where 
c  and  d  are  the  concentrations  of  the  ester  and 
water  at  the  particular  time.  When  the  state 
of  equilibrium  is  reached,  we  have  : 

K.a.h=K'.c.d. 
Using  one  equivalent  of  acid  and  one  equivalent 
of  alcohol,  Berthelot  and  St.  GiUes  showed  that 
equilibrium  is  reached  when  0-66  mol.  of  acid 
and  of  alcohol  have  been  transformed,  leaving 
0-33  mol.  in  the  free  state;  we  thus  have  : 
i?:xO-33xO-33=Z'XO-66xO-66 

The  ratio  K/K'  is  denoted  by  K,  and  is  usually 
termed  the  equilibrium  constant.    It  is  the 
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ratio  of  tlio  constants  for  the  direct  and  reverse 
reactions,  and  is  independent  of  concentration, 
but  may  vary  mth  temperature. 

This  equihbrium  constant  enables  us  to 
calculate  the  amount  of  acid  transformed  when 
any  known  quantities  of  the  given  acid  and 
alcohol  are  mixed  at  the  given  temperature  and 
kc]it  until  equilibrium  is  attained. 

With  a  mixture  of  a,  h.  c,  d  equivalents  of 
acid,  alcohol,  ester,  and  water  at  the  given 
temperature,  a  — a;  and  b  —  x  equivalents  of  acid 
and  alcohol  Avill  be  present  when  equilibrium  is 
attained,  and  c-{-x  and  d+x  equivalents  of 
ester  and  water  will  also  be  present,  as  each 
oquivaleiat  of  acid  reacts  with  an  equivalent  of 
alcohol  and  produces  one  equivalent  of  both  ester 
and  water. 

K__{c+x)(d+x)  K  _ 

A" ~ (a-x)(b-x) '  K'-^ 
(c+x){d+x) 
•  •  (a—x){b—x)'~' 

and.-!;  can  be  calculated  when  a,  b,  c,  d  are  known. 

It  is  necessary  to  distinguish  between  esteri- 
lication  by  means  of  the  acid  and  alcohol  alone, 
and  esterification  of  an  acid  by  an  alcohol  in 
the  presence  of  a  catalytic  agent.  The  former 
process  is  generally  termed  '  direct  esterification,' 
or  sometimes  '  autocataljiiic  esterification,'  as  it 
has  been  suggested  that  the  organic  acid  itself 
can  act  as  a  catalyst  to  a  certain  extent.  The 
second  process  is  termed  the  catalytic  method 
of  esterification,  and  is  the  method  most 
commonly  used  in  the  laboratory  for  the  pre- 
paration of  esters. 

Catalytic  esterification.  The  modern  labora- 
tory method  is  due  to  E.  Fischer  and  Speier 
(Ber.  1895,  28,  3252).  It  consists  in  heating 
the  acid  with  excess  of  alcohol,  usually  about 
live  times  the  theoretical  amount,  in  the  presence 
of  a  catalyst.  The  most  eflicient  catalysts  are 
strong  acids,  and  hydrogen  chloride  (about 
3  p.c.  of  the  alcohol)  or  concentratetl  sulphuric 
acid  (about  10  p.c.  of  the  alcohol)  is  generally 
used.  When  hydrogen  chloride  is  used  it  is 
advisable  to  prepare  a  3  p.c.  solution  of  this  in 
the  alcohol  before  adding  the  organic  acid.  The 
3  p.c.  solution  is  best  prepared  by  weighing  the 
alcohol  and  passing  in  the  dry  gas  by  means  of  a 
delivery  tube  which  just  touches  the  surface  of 
the  liquid,  and  weighing  from  time  to  time  until 
the  requisite  increase  in  weight  is  attained, 
'rhe  organic  acid  is  then  added,  and  the  whole 
boiled  in  a  reflux  apparatus  for  3  hours.  The 
greater  part  of  the  alcohol  is  distilled  off,  the 
residue  poured  hito  about  5  times  its  volume  of 
cold  water,  and  the  solution  neutralised  ^\■ith 
sodium  carbonate.  It  is  then  extractetl  with 
ether,  the  ethereal  solution  dried  ami  distilled, 
\\'heu  a  90  p.c.  yield  of  the  ester  can  usually  be 
obtained.  Esters  which  are  readUy  hydrolysed 
liy  water,  or  esters  which  are  extremely  soluble 
in  water,  can  sometimes  be  isolated  by  subjecting 
the  reaction  mixture  to  distillation  under 
reduced  pressure.  J.  and  M.  Phelps  (Amer.  J. 
.Sci.  1907,  [iv.]  24,  194)  advise  heating  the 
acid,  e.g.  .succinic  or  benzoic,  with  about  its 
own  weight  of  1  i:>.c.  alcoholic  hydrogen  chloride, 
and  a  small  amount  of  solid  zinc  chloride  at 
100°-110°,  and  afterwards  passing  in  a  current 
of  alcohol  (compare  ibid.  1908,  26,  281). 

The  function  of  the  catalyst  is  to  accelerate 


the  rate  of  esterification ;  many  acitls  which 
react  very  slowly  with  alcohol  alone,  e.g.  acetic 
acid  at  the  orilinary  temperature,  can  be  trans- 
formed rapidlj^  into  esters  in  the  presence  of 
a  small  amount  of  catalyst.  Hydrogen  chloride 
is  a  more  efficient  agent  than  sulphuric  acid, 
the  ratio  being  three  to  one  (Kailan,  Monatsh. 
1909,  30,  21) ;  but  sulphuric  acid  is  frequently 
used,  as  it  is  more  convenient  to  Avork  with. 
Phelps  (Amor.  J.  Sci.  1908,  [iv.]  260,  290,  296) 
has  examined  the  action  of  various  acid  sulphates, 

!  e.g.  NaHS04,  KHSO4,  piperidine  and  aniline 
hydrogen  sulj)liates,  but  finds  that  they  are  not 
so  efficient  as  sul2>huric  acid,  and  similarly  he 
has  studied  the  action  of  metallic  chlorides  on 
the  catalytic  action  of  hydrogen  chloride. 
Charcoal  (Freundlich,  Zcitsch.  physikal.  Chem. 
1906,  67,  412)  and  finely  divided  platmum 

1  (Sudborough  and  Turner)  also  act  as  feeble 
catalj'sts.  It  is  usually  stated  that  the  presence 
of  the  catalyst  does  not  afiect  the  equilibrium, 
and  that  provided  the  ratio  of  alcohol  is  kept 
the  same,  the  percentage  of  ester  formed  when 
equilibrium  has  been  obtained,  is  the  same  in 
both  catalytic  and  direct  processes ;  but  Phelps 
does  not  agree  with  this  statement. 

The  amount  of  ester  formed  by  the  catalytic 
process  depends  upon  the  specific  acid  and 
alcohol  used,  and  tends  to  become  less  when  the 
ester  is  readily  hj'drolysable.  In  the  case  of 
esters  extremely  soluble  in  water,  or  very 
readilj'  hydrolysed,  it  is  not  advisable  to  ixuir 
into  water,  but  to  distil  immediately  under 

\  reduced  pressure.  Phelps  and  Eddy  (Am.  J. 
Sci.  1908,  26,  253)  recommend'  adding  solid 
potassium  carbonate  to  the  reaction  mixture 

j  and  distilling  under  reduced  pressure. 

Relationship  between  constitution  and  esteri- 
fication using  the  catalytic  method.    V.  Me\er 

I  and  Sudborough  (Ber.  1894,  27,  510,  1580, 
3146)  were  the  fu-st  to  point  out  any  clear 
relationship  between  the  constitution  of  an  acid 
and  its  conversion  into  an  ester  by  the  catalytic 
method.  Their  original  method  was  to  saturate 
the  alcoholic  solution  of  the  acid  with  hydrogen 
chloride,  to  leave  at  the  ordinary  temxjerature 
for  several  hours,  and  then  to  isolate  and  -weigh 
the  ester  formed.  Subsequently  the  Fischer- 
SiJeier  method  was  used.  They  were  able  to 
show  that  practically  any  substituted  benzoic 
acid,  in  which  the  two  ortho-  positions  with 
respect  to  the  carboxylic  group  are  substituted, 
does  not  yiekl  appreciable  amounts  of  ester 
when  its  alcoholic  solution  is  saturated  -with 
hych'Ogen  chloride  and  kept  for  several  hours  at 
the  ordinary  temperature,  or  when  the  acid  is 
boiled  with  a  4  p.c.  solution  of  hj'drogen  chloride 
in  alcohol.  All  substituents  react  in  nnich  the 
same  manner,  e.g.  (JH3,  01,  Br,  F,  I,  (JOoH,  NOo, 
&c.,  but  the  substituents  F,  OH,  CH3  have  not 
so  marked  an  effect  as  nitro-,  carboxylic,  and 
halide  radicals ;  e.g.  acids  of  the  typo 

CsH2Me3-GOoH(CO,H  :  Me3  =  l  :  2  :  4  :  6) 

are  esterified  to  an  ajspreciable  extent  when 
hydrogen  chloride  is  passed  thi-ough  their 
boiling  alcoholic  solutions  for  several  hours 
(Meyer  and  Sudborough,  Ber.  1894,  27,  1580; 
Meyer,  ibid.  1895,  28,  182,  1254  ;  compare  also 
Kahn,  ibid.  1902,  35,  3857). 

The  presence  of  a  second  benzene  nucleus,  as 
j  in  naphthalene-  ami  anthracene-carboxylic  acids. 
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has  much  the  same  effect  as  iiitro-  or  halogen 
substitueuts ;  thus  2-chloro-l-naphthoic  acid, 
aiithracene-7-carboxylic  acid  and  1-chloroanthra- 
cene-9-carboxylic  acid  do  not  yield  esters  by  the 
catalytic  method,  whereas  the  isomeric  3-chloro- 
2-naphthoic  acid,  anthracene-l-carboxylic  acid, 
and  3-chIoroanthracene-2-carboxylic  acid  yield 
90  p.c.  of  ester  under  the  same  conditions. 

It  has  been  showi  by  V.  Meyer  (Ber.  1895, 
28,  3197  ;  and  Rupp,  ih'id.  1896,  29,  1625)  that 
the  dibasic  acids  : — tetracliloro-,  tetrabromo-, 
and  tetraiodo-terephthalic  acids,  tetraclUoro-, 
tetrabromo-,  and  tetraiodo-isophthalic  acids. 
I.e.  acids  in  which  both  carboxylic  groups  are 
diortho-  substituted,  do  not  yield  esters  when 
heated  wth  a  3  p.c.  solution  of  hydrogen 
chloride  in  alcohol.  An  acid  in  which  one  of 
the  carboxylic  groups  is  diortho-  substituted 
and  the  other  is  not,  yields  an  acid  ester  under 
simUar  conditions,  e.g.  2 : 6-dimethylterephthalic 

_Me 

acid  CjHaMe.lCOaH).  gives  COaMe/  ^CO,H 

-Me 

(Jannash  and  Weiler,  Ber.  1895,  28,  531). 
Similarly,  hemipinic  acid,  3:4-dimethoxyphthalic 

OMe  OMe 


acid,    gives    the     acid  ester 


COOH 


COjMo 

(Wegscheider,  Monatsh.  1895,  16,  135).  (For 
further  examples,  see.  Wegscheider,  ihid.  1900, 
21,  621,  638  ;  1902,  23,  405  ;  McKenzie,  Chem. 
Soc.  Trans.  1901,  79,  1135.)  An  apparent 
exception  is  met  with  in  the  case  of  3:6-dichloro- 
phthalic  acid,  which,  according  to  Graebe  (Ber. 
1900,  33,  2026),  yields  the  acid  ester 
_C'l 

^COaEt 
CI  CO2H 

when  its  alcoholic  solution  is  saturated  with 
hydrogen  cliloride  and  kept  at  the  ordinary 
temperature.  Tetrachloro-,  tetrabromo-,  and 
tetraiodo-phthalic  acids  also  yield  acid  esters 
(Rupp,  ibid.  1896,  29,  1625);  o-nitrophthalic 
acid  and  papaverinic  acid  (Miller,  Annalen, 
1881,  208,  243;  Wegscheider  and  Lipschitz, 
Monatsh.  1900,  21,  790;  Wegscheider,  ihid. 
1902,  23,  369)  behave  in  a  similar  manner, 
yielding  neutral  esters,  and  it  is  probable  that 
the  esters  are  formed  by  the  conversion  of  the 
acids  into  their  anhydrides  under  the  influence  of 
the  hydrogen  chloride  or  sulphuric  acid,  and  the 
subsequent  addition  of  alcohol  to  the  anhydrides. 
3:6-Dichlorobenzoylbenzoic  acid  and  tetrachloro- 
benzoylbenzoic  acid  are  also  readUy  esterified, 
and  it  is  possible  that  these  react  wth  alcohol 
as  the  tautomeric  hydroxyphthalides ;  e.g. : 

C,C1,<^0^(^>0  +  EtOH 

->C02Et-C6Cl,i-CPh(OH)2->C02Et-C8Cli-C02Ph 
(Graebe).  The  results  obtained  with  tri-  or  even 
hexa-carboxylic  acids  show  the  same  inhibiting 
effect  of  ortho-  substituents.  Thus  trimesic  acid, 
benzene  1:3: 5-tricarboxylic  acid,  yields  a  neutral 
ester ;  hemimellitic  acid,  the  1:2: 3-tricarboxylic 
acid,  yields  a  dimethyl  ester ;  pyromellitic  acid, 
benzene-l:2:4:5-tetracarboxylic  acid,  yields  a 
normal  ester  ;  prehnitic  acid,  1:2:3: 4-tetracar- 


boxylic  acid,  gives  a  dimethyl  ester  in  the  cold, 
and  the  neutral  ester  on  heating ;  the  formation 
of  the  latter  is  probably  due  to  the  fact  that  an 
anhydride  is  first  formed,  and  this,  with  methyl 
alcohol,  gives  the  dimethyl  ester 

COjMeJllOaMe 

CO^H^  ^COaH, 

which  is  further  esterified  to  the  normal  ester. 
Dinitro-pyromeUitic  acid,  mellitic  acid,  and 
hexahydromellitic  acid  do  not  yield  esters 
(Meyer,  Ber.  1894,  27,  1590;  28,  182;  1896, 
29,  840).  Zsohydromollitic  acid,  on  the  other 
hand,  yields  a  mononiethyl  ester  (Van  Loon, 
ihid.  1895,  28,  1272). 

Substituted  benzoic  acids  in  which  the  sub- 
stituents are  not  in  ortho-  positions,  give  good 
yields  of  esters  by  the  Fischer-Speier  method, 
and  this  diiierence  in  behaviour  has  been  used 
for  the  following  purposes  :  1.  Separation  of  an 
ortho-disubstituted  benzoic  acid  from  isomerides 
(compare  Martz,  Ber.  27,  3147,  for  separation  of 
dinitro- benzoic  acids ;  Jannash  and  Weiler,  ibid. 
3445,for  separation  of  isomeric  trimethyl-benzoic 
acids).  Rosanoff  and  Prager  (J.  Amer.  Chem. 
Soc.  1908,  30,  1912)  show  that  a  mixture  of  ben- 
zoic acid  with  an  ortho-  substituted  benzoic  acid 
can  be  separated  by  partial  esterification  in  the 
cold  with  a  3  p.c.  solution  of  hydrogen  chloride 
in  ethyl  alcohol.  2.  Determination  of  the  con- 
stitution of  particular  substituted  benzoic  acids. 
(Compare  Y.  Meyer,  Ber.  1895,  28,  187,  for  2- 
methyl  -  5  -  bromobenzoic  acid  ;  Zincke  and 
Francke,  Annalen,  1896,  293,  123,  for  4-acetyl-5- 
bromo-«so-phthalic  acid;  and  Matthews,  Chem. 
Soc.  Proc.  1900,  16,  187,  for  2 : 3 :  5-trichloro- 
benzoic  acid.  See  also  Blaise,  Compt.  rend. 
1898,  126,  733,  for  substituted  succinic  acids.) 

When  the  carboxylic  group  is  not  dhectly 
attached  to  the  benzene  nucleus,  but  is  united  to  a 
side  chain,  the  presence  of  ortho-  substituents 
does  not  prevent  the  formation  of  esters,  e.g. 
2:4:6-tribromo-3-amLnophenylpropionic  acid  and 
2:4:6-tribromophenylpropionic  acid,  mesitylacetic 
and  mesitylglyoxylic  acid  all  gave  good  yields  of 
esters  when  the  alcoholic  solutions  are  saturated 
with  hydrogen  chloride.  Kellas  (Zeitsch.  physikal. 
Chem.  1897,  24,  221)  and  Goldschmidt  (Zeitsch. 
elect.  Chem.  1909,  15,  4)  have  shown  that  the 
introduction  of  one  ortho-  substituent  into  the 
benzoic  acid  molecule  retards  esterification  to 
an  appreciable  extent,  the  nitro-  group  having  a 
greater  inhibiting  effect  than  Me,  CI,  Br,  or  I. 
KaUan  also  shows  that  o-aminobenzoic  acid 
hydrochloride  is  esterified  more  slowly  than  its 
isomerides  (Monatsh.  1906,  27,  1038);  but  he 
finds  that  o-nitrocinnamic  acid  is  esterified  more 
readily  than  the  p-  and  m-nitro  acids  (ihid.  1907, 
28,  1163).  Goldschmidt  was  able  to  show  that 
using  a  dilute  alcoholic  solution  of  the  acid  with 
hydrogen  chloride  as  catalyst,  the  velocity  of 
the  reaction  can  be  determined  by  means  of 
the  equation  for  a  unimolccular  reaction,  K= 
\/t(\oga/a—x);  since  under  unese  conditions  the 
mass  of  the  alcohol  can  be  regarded  as  constant, 
and  the  reaction  is  practically  non-reversible  in 
the  presence  of  the  large  excess  of  alcohol.  The 
concentration  of  the  acid  at  any  given  moment 
can  be  determined  by  direct  titration  witli 
standard  barium  hydroxide  solution,  using 
phenolphthalein  as  indicator.    When,  however, 
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fclie  ester  formed  is  readily  hydrolysed,  as  in  the- 1 
case  of  ethyl  formate,  ethjd  trichloracetate,  and  I 
ethyl  pyruvate,  it  is  necessary  to  titrate  with 
ammonium  hydroxide  solution,  using  litmus  as  i 
indicator,  as  the  end  point  is  not  definite  when 
baryta  is  used,  owmg  to  the  instantaneous 
hydrolysis  of  the  ester  by  the  baryta.  The 
constant  K  is  directly  proportional  to  the  con-  \ 
centration  of  the  hydrogen  chloride  in  the 
absence  of  Avator,  and  falls  somewhat  as  t  (time) 
increases,  owing  to  the  fact  that  the  water 
produced  during  the  esterification  has  a  retard- 
ing effect.  The  influence  of  small  amounts  of 
\\ater  has  Ijeen  studied  by  Kailan  (Monatsh. 
I!»00,  27,  543,  997  ;  1907,  28,  115,  571,  673,  705, 
905,  1069,  1137,  1187  ;  1908,  29,  799;  1909, 
30,  1),  who  has  shown  that  the  relationship 
between  the  rate  of  esterification  and  the 
amount  of  water  can  be  represented  by  means  of 
an  equation  of  the  tyi^e,  e.g.  in  the  case  of 
einnamic  acid 

•=0.665  +  ^^^^. 
K  c 


c-      V  c        c-  J 


+  -27-54+- 


31-78    2-284\  „ 

—  —  — \  w 
c         c-  / 

for  concentrations  of  water  w  =  0-3  to  1  -3,  and  for 
concentrations  of  hydrogen  chloride  c  =0-15  to 
0-06.  (Comi)are  also  Fitzgerald  and  Lap  worth, 
Uhem.  Soc.  Trans.  1908,  93,  2168.) 

Sirks  (Rec.  trav.  chim.  1908,  27,  237)  has 
<ibtained  the  following  values  for  the  esterifica- 
tion constants  of  the  isomeric  dinitrobenzoic 
acids  at  25°,  using  ethyl  alcohol  containing  a 
little  water  with  hydrogen  chloride  as  catalyst : 
3  :  4-dinitro-acid,  '0-0086  ;  3  :  5-acid,  0-0050  ; 
2:3-acid,  0-0005;  2: 5-acid,  0-0003  ;  2:4-acid, 
0-0002;  and  2:6-acid,  nU.  The  values  for 
25° 

^EtOH  °^tained  for  benzoic,  m-,  and  o-nitro- 
benzoic  acids  were  0-0132,  0-0071,  O-OOli. 

These  numbers  indicate  the  retarding  effect 
of  one  or  two  nitro-  groups  in  the  ortho-  position  ; 
even  one  m-  group  retards,  but  the  introduction 
of  a  second  nitro-  group  mto  the  meta-  position 
of  the  ?re-nitro  acid  molecule,  increases  the  rate. 

From  a  comparison  of  the  rates  of  esterifica- 
tion of  these  acids  with  their  dissociation 
constants,  Sirks  comes  to  the  conclusion  that 
acids  with  small  dissociation  constants  are 
esterified  more  readily  by  the  catalytic  method 
than  acids  with  high  dissociation  constants ; 
but  an  examination  of  certain  alkyl-  derivatives 
of  aliphatic  acids  shows  that  the  statement  does 
not  hold  good  generally. 

Sudborough  and  Lloyd,  by  usmg  Gold- 
schmidt's  method  of  determining  esterification 
constants,  have  shown  that  the  introduction  of 
(jne  substituent  into  the  acetic  acid  molecule 
has  a  retarding  effect,  whatever  the  nature  of 
the  substituent.  The  introduction  of  two 
substituents  usually  has  a  more  marked  effect 
t  han  one,  and  three  a  greater  influence  than  two, 
wlien  the  two  or  three  substituents  are  alike. 
A  comparison  of  the  esterification  constants  for 
I  he  normal  fatty  acids  gave  the  following  values 

I'lr  E        :  formic,  1124,  acetic  104,  propionic 

MeOH  '  I  r 

92,  and  from  butyric  to  stearic  values  between 

'  The  letter  E  Is  used  to  denote  tlie  esterification 
constant  of  an  acid,  using  normal  hydrogen  cWoride  as 
catalyst,  and  the  temperature  and  specific  alcohol  are 
also  given,  as  the  constant  varies  with  these. 


50  and  54.  The  introduction  of  a  carbonyl- 
grouj)  in  place  of  the  a-methylene  group  of  a 
normal  fatty  acid  produces  a  retardation 
(Kailan,  Monatsh.  1907,  28, 1187  ;  Sudborough). 
The  introduction  of  methyl-  groujjs  into  the 
molecule  of  methyl  hydrogen  succinate  also 
produces  a  lowering  of  the  esterification  con- 
stant (Bono,  Sudborough,  and  Sjjrankliug,  Chem. 
Soc.  Trans.  1904,  85,  534). 

In  the  case  of  unsaturated  acids,  the  following 
generalisations  have  been  di'awn  (compare  Sud- 
borough and  Lloyd,  Chem.  Soc.  Trans.  1898,  73, 
81 ;  Sudborough  and  Roberts,  ihid.  1905, 87, 1840; 
Sudborough  and  Thomas,  ibid.  1907,  91,  1033  ; 
Sudborough  and  Gittins,  ibid.  1909,  95,  315  ;  Sud- 
borough and  Davies,  ihid.  975).  1.  An  afi- 
unsaturated  acid  is  esterified  much  less 
readily  than  its  saturated  analogue  ;  in  many 
cases  the  ratio  is  1 :  40.  2.  An  a^-  unsaturated 
acid  is  esterified  far  less  readily  than  the  isomeric 
acids,  in  which  the  double  linldng  is  further 
removed  from  the  carboxyl-  group.  As  a  rule, 
^y-  unsaturated  acids  are  esterified  more  readily 
than  their  saturated  analogues ;  e.g.  ^y-phenyl- 

15^ 

crotonic  acid  has  E        86-6,  and  the  saturated 

MeOH  -, ,.  o 

7-phenyl-w-butyric      acid       E  56-25. 

MeOH 

75-Acids  and  other  unsaturated  acids,  in  which 
the  double  linking  is  further  removed  from  the 
carboxyl-  groujj,  are  esterified  at  much  the  same 
rate  as  the  corresponding  saturated  acids ;  e.g. 
E  for  oleic  acid  is  54-3,  and  for  palmitic  acid 
49-7.  3.  In  most  cases  the  introduction  of  a 
substituent  into  the  «-  jjositiou  in  the  acrylic 
acid  molecule  has  a  greater  inhibiting  effect  than 
when  introduced  into  the  yS-  position.  4.  The 
effect  of  a  substituent  in  the  cis-  jjosition  is  more 
marked  than  in  the  trans-,  thus  an  acid  of  the 

X— C— H 

type         II  is  more    readily  esterified 

Y-C-CO.,H 

H— C— X 
than  the  isomeride  || 

y-u-co,H 

The  difference  in  the  rates  of  esterification 
of  an  a/3-  unsaturated  acid  and  the  saturated 
analogue,  a  difference  which  has  been  confirmed 
by  Kailan  (Monatsh.  1907,  28,  1137)  in  the  case 
of  cinnamic  and  hydi'ocinnamic  acids,  affords  a 
very  convenient  method  for  separating  mixtures 
of  the  two.  This  is  well  shown  in  the  preparation 
of  hydrocinnamic  acid.  The  acid  is  obtained  by 
the  reduction  of  cinnamic  acid,  and  is  liable  to 
contain  small  amounts  of  the  latter,  which  are 
difficult  to  remove  hy  crystallisation,  ljut  a 
complete  separation  can  be  effected  by  the 
action  of  a  dilute  solution  of  hydrogen  chloride 
in  ethyl  alcohol.  The  saturated  acid  is  com- 
pletely transformed  into  ester,  and,  under  suit- 
able conditions,  the  unsattirated  acid  remains 
unesterified.  A  similar  method  can  also  be 
used  with  advantage  for  the  separation  of  a 
i  mixture  of  an  a)3-  imsaturated  acid  and  the 
isomeric  /Sy-acid  ;  this  method  is  preferable  to 
the  older  method  used  by  Fittig,  in  which  the 
;87-acid  was  transformed  into  the  7-lactone 
(Sudborough  and  Thomas). 

Gyr  (Ber.  1908,  41,  4308)  has  determined  the 
esterification  constants  of  a  number  of  mono-, 
di-,  and  tri-  substituted  acetic  acids,  and  confirms 
the  results  obtained  by  Sudborough  and  Lloyd. 
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The  values,  for  example,  for  acetic,  phenyl  acetic, 
diphenyl  acetic,  and  triphenyl  acetic,  at  25"  are 
respectively  7-76,  3-57,  0-20,  and  0-001.  Gyr 
worked  with  absolute  methyl  alcohol,  and 
recommends  boiling  some  three  or  four  times 
wth  small  amounts  of  metallic  calcium  in  order 
to  remove  the  last  traces  of  water. 

Kistiakowsky  (Zeitsch.  physikal.  Chem.  1898, 
27,  250)  has  determined  the  velocity  of  reaction 
of  an  acid  and  alcohol  in  mixtures  of  the  alcohol 
and  water  containing  hydrogen  chloride.  In 
this  case  the  esterification  and  hydrolysis  pro- 
ceed side  by  side,  and  the  velocity  constants  for 
the  two  are  denoted  by  K  and  K'.    Then  : 


K-- 


1  k 


lon:„ 


-  and  K'  =  \!'- — ^Io£!:„ 
X  t  a 


X+Z'=,Iog,-^,^ 


^—x         '     f  a  "^^  t,—x 

± 

when  the  amounts  of  Avater  and  aleohol  are 
large  compared  ^\■ith  the  amount  of  acid  present. 
|tlenotes  the  gram-molecules  of  acid  transformed 
into  ester  at  equilibrium,  and  x  the  number  of 
gram-molecules  transformed  at  end  of  time  t. 

K  can  also  be  calculated  from  K-\-K'  by 
means  of  equation  : 

K^(K+K')\ 
The  values  of  K  and  K'  and  also  the  value  - 


are  mdependent  of  the  original  concentration  of 
the  organic  acid. 

The  same  values  for  K  and  K'  are  obtained 
when  a  mixture  of  acid,  alcohol,  water,  and 
catalyst,  or  ester,  alcohol,  water,  and  catalyst 
are  used,  provided  the  proportion  of  water  and 
alcohol  and  the  concentration  of  the  catalyst 
are  kept  the  same. 

The  temperature  coefficient  between  t  =  25° 
and  t  =  30°  is  about  10  p.c.  per  degree,  using 
mixtures  of  alcohol  and  water  containing 
13-70  p.c.  alcohol. 

The  values  of  both  K  and  K'  fall  on  passing 
from  formic  to  acetic,  and  again  from  acetic  to 
monochloracetic. 

The  effect  of  the  proportion  of  alcohol  and 
water  present  is  marked.  The  value  of  K  in  the 
case  of  formic  acid  rises  from  0  to  300  as  the 
percentage  of  alcohol  increases  from  0  to  91-4, 
whereas  the  value  for  K'  falls  from  198  to  60, 
as  the  percentage  of  aleohol  is  increased  from 
0  to  91-4.  In  the  absence  of  a  catalyst,  the 
velocity  of  esterification  falls  as 


Primary  alcohols 

KxlO* 

25°  50° 

Methvl  . 

3690 

24,000 

Ethyl  . 

650 

4,210 

Propyl  . 

725 

Butyl  . 

1200 

/sobutvl 

740 

Heptyi  . 

1160 

Octyl  . 

1860 

Cetyl  . 

2500 

16,300 

the  organic 

Secondary 

Dimethyl-carbinol 
Methyl-ethyl  „ 
Methyl-propyl  „ 
Methyl-hexyl  ,, 


acid  is  used  up,  whereas  the  velocity  of  hydrolysis 
is  first  small,  and  gradually  increases  as  fresh 
acid  is  formed,  and  both  K  and  K'  dimmish 
with  an  increase  in  the  amount  of  alcohol 
present. 

Direct  method  of  esterification.  Menschutkin, 
working  with  the  fatty  acids  (J.  pr.  Chem.  1881, 
[ii.]  24,  49  ;  ibid.  1882,  [ii.]  25,  193  ;  Ber.  1897, 
30,  2783),  was  one  of  the  first  to  draw  attention 
to  the  relationship  between  the  rate  of  esterifica- 
tion and  the  constitution  of  the  acid  and  of  the 
alcohol,  and  found  that  the  amount  of  acid  con- 
verted into  ester  in  a  given  time  diminished  with 
tlie  complexity  of  the  acid  molecule,  and  also 
with  the  complexity  of  the  aleohol  molecule. 
By  heating  a  given  amount  of  acetic  acid  with. 
equivalent  amounts  of  difiierent  alcohols  for  one 
hour  at  135°,  Menschutkin  was  able  to  show 
that,  on  the  whole,  a  primary  alcohol  is  esterified 
more  rapidly  than  a  secondary,  and  a  secondary 
than  a  tertiary.  Some  of  the  results  obtained 
by  Menschutkin  for  primary  alcohols  are  not 
true  measures  of  velocity,  as  equilibrium  had 
already  been  obtained  within  the  hour.  It  is 
also  pointed  out  that  the  introduction  of  side 
chains  or  of  negative  substituents  into  a  primary 
alcohol  also  tends  to  lower  the  rate  of  esterifica- 
tion, and  the  greater  the  number  of  such  groups 
introduced  the  more  pronounced  is  the  effect. 
The  introduction  of  an  olefine  linking  into  the 
molecule  of  the  alcohol  in  the  a0-  position  also 
diminishes  the  rate  of  esterification.  Subsequent 
experiments  made  by  heating  the  alcohol  with 
given  weights  of  acetic  anhydride  gave  similar 
results.  Still  later  work  with  hydroxy-poly- 
methylenes  (Chem.  Soe.  Trans.  1906,  89,  1533), 
using  the  acetic  anhydride  method,  indicates  that 
these  compounds  are  esterified  more  readily 
than  analogous  open-chain  compounds,  e.g. 
the  value  for  methj'l-propyl-carbinol  and 
cyclopentanol  are  respectively  98  and  189,  and 
that  cyclic  tertiary  alcohols  are  esterified  least 
readUy  and  j^rimary  most  readily.  The  results 
also  indicate  that  methyl-  groups  in  the  o-  position 
with  respect  to  the  hydroxyl-  group  also  produce 
retardation,  but  not  to  the  same  extent  as  when 
attached  to  the  carbon  atom  to  which  the  OH 
is  attached.  Michael  and  Wohlgast  (Ber. 
1909,  42,  3157)  have  determined  the  rates 
of  esterification  of  trichloracetic  acid  with 
various  alcohols  at  25°  and  50°,  and  give  the 
following  numbers,  using  the  equation  for  a 
bimolecular  reaction  : — 


KxlO^ 
25° 

.  98 

.  90 

.  76 

.  109 


Tertiary 

Ter-butyl 
Tcr-amyl 


25° 
,  118 
.  248 


According  to  Michael,  factors  which  are  of 
imj)ortance  are  :  1.  Degree  of  association  of  the 
alcohol ;  as  this  is  greater  in  the  case  of  the 
simpler  alcohols,  the  rate  of  esterification  would 
be  reduced  to  a  greater  extent.  2.  Readi- 
ness with  which  the  alcohol  decomposes  into 
H  and  R-0-  in  order  to  react  with  the 
carbonyl-    group.    3.  The  influence  of  alkyl- 


groups  on  the  affinity  of  tlie  R-0  -  and  H  for  the 
unsaturated  atoms  of  the  carbonyl-  group. 
Michael  claims  that  his  results  do  not  afford  the 
slightest  evidence  for  the  view  that  atoms  or 
groups  can  produce  effects  by  mere  filling  of  space. 

As  regards  the  influence  of  the  constitution 
of  the  acid  on  the  velocity  of  esterification, 
Menschutkin  drew  the  foUowinE;  conclusions  as 
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fcho  result  of  experiments  made  by  heating  the 
respective  acids  for  one  hour  with  i«obutyl 
alcohol.  The  introduction  of  an  alky]-  sroup 
into  the  formic  acid  molecule  invariably  produces 
a  retardation  in  the  esterification.  The  intro- 
duction of  alkyl-  groups  into  the  acetic  acid 
molecule  also  produces  a  retardation,  and  this 
is  greatest  when  three  alkyl-  groups  replace  the 
three  hydrogen,  e.g.  trimethylacetic  acid,  and  is 
least  when  only  one  alkyl-  grouiJ  is  introduced. 
Unsaturated  acids  of  the  type  of  crotonic  and 
oinnamic  are  esterified  less  readily  than  their 
saturated  analogues. 

Lichty   (Amer.    Chem.    J.    1895,    17,   27  ; 

1896,  18,  590)  found,  however,  that  in  the  case 
of  the  chlorinated  acetic  acids  the  introduction 
of  a  clilorine  atom  into  the  acetic  acid  molecule 
tends  to  facilitate  the  formation  of  ester  when  the 
direct  method  is  used.  It  is  obvious  that  the 
results  obtained  by  the  direct  and  catalytic 
methods  of  esterification  are  not  comparable, 
and  Sudborough  and  Feilmann  (Chem.  Soc.  Proc. 

1897,  13,  241)  have  suggested  that  at  least  two 
factors  are  concerned  in  the  jirocess  of  esterifica- 
tion when  using  the  same  alcohol,  viz.  (1)  strength 
of  the  acid  esterified ;  (2)  the  presence  of 
substituting  groups  in  close  proximity  to  the 
carboxyl-  group.  When  the  direct  methotl  of 
esterification  is  used,  the  former  appears  to  be 
the  determining  factor,  whereas  with  the 
catalytic  method  the  latter  is  of  primary  im- 
portance ;  but  in  either  ease  both  factors  are 
involved.  Compare  also  Fliirscheim,  Chem.  Soc. 
Trans.  1909,  95,  718. 

Rosanoff  and  Prager  (J.  Amer.  Chem.  Soc. 
1908,  30,  1895)  have  also  sho^vn  that  cliortho- 
substituted  benzoic  acids  can  be  esterified  by 
the  direct  method,  provided  they  are  heated  wiih 
excess  of  the  alcohol  at  a  comparatively  high 
temperature  (183°)  for  about  100  hours.  The 
reaction  proceeds  even  at  the  boiling-point  of 
alcohol,  but  requires  prolonged  heating.  Rosanofi 
and  Prager  determined  both  the  ivelocity 
constant  K  and  the  reciprocal  of  the  equilibrium 
constant,  viz.  K'  =  K'/K.  They  used  different 
weights  of  alcohol  and  acid  in  each  experiment, 
and  by  talcing  the  volume  of  the  solution  into 
account,  they  calculated  A'  by  means  of  the 
equation  : 

-  2-3026*; 

'2ab  -x(a+h  -  >^l(ii-hf+iabW) 
2ab -  x{a+b  -i-  V[a-b  f-+4:abK') 
M  here  a  and  b  are  the  molar  concentrations  of 
t  lie  acid  and  alcohol,  v  is  the  volume  of  the  mixture 
in  litres,  x  the  number  of  gram-molecules  of 
tlie  ester  formed  after  time  t  (in  days).  The 
values  of  K  obtained  for  a  few  acids  are  : 
Benzoic  ....  0-630 
2:3: 5-Tribronaobenzoic    .  0-370 
3:4:5-  „  .  0-900 

2:4:0-  „  .  0088 

2:4:6-Trichlorobcnzoic  .  0-031 
Acetic  ....  1-450 
Propionic  .  .  .  0-950 
/sobutyric  .  .  .  1-070 
Trimcthjlacetic  .  .  0-180 
Chloracetic  .  .  .  2-4G0i 
Dichloracetic  .  .  .  0-38oiiit80° 
Trichloracetic  .  .  .  12-000 
Vol. 


lo£r. 


and  it  is  pointed  out  that  m  many  of  these  cases 
an  increase  in  velocity  of  esterification  runs 
parallel  with  an  increase  in  the  electrolytic 
dissociation  constants  of  the  acids,  although 
the  two  sets  of  constants  are  not  proportional. 

Michael  and  Occhslin  (Ber.  1909,  42,  317) 
have  determined  the  amounts  of  ester  formed 
when  various  mono-  substituted  benzoic  acids 
are  heated  with  methyl  alcohol  in  sealed  tubes 
at  135°  without  a  catalyst,  but  they  did  not 
determine  the  actual  constants.  They  found 
that  many  ?«-  and  ^j-  substituted  benzoic  acids 
contaming  negative  substituents  are  esterified 
somewhat  more  readily  than  benzoic  acid,  but 
that  an  ortho-  substituent,  \vith  the  exception 
of  CI,  tends  to  retard  esterification,  and  that  the 
effect  is  the  greatest  in  the  case  of  the  methyl- 
group. 

The  following  are  some  of  the  values  obtained 
after  7  hours:  benzoic  11-1,  o-chlorobenzoic 
11-9,  o-bromobenzoic  10-4,  o-iodobenzoic  9-7, 
o-nitrobenzoic  10-0,  salicylic  7-7,  and  o-toluic  0-2. 

The  results  obtamed  by  Rosanoff  and  Prager 
and  by  Michael  and  Oeschelin  are  compatible 
with  the  view  that  at  least  two  factors  are 
concerned  in  esterification  either  by  the  catalytic 
or  the  direct  method  ;  that  in  the  former  case 
the  chief  factor  is  the  presence  of  substituents  in 
close  x^roximity  to  the  carboxyl-  group  (steric 
hindrance)  whereas  the  strength  of  the  acid,  as 
measured  by  its  dissociation  constant,  is  of  but 
secondary  importance  ;  in  the  direct  method  the 
relative  values  of  the  two  factors  are  frequently 
the  exact  opposite.  (Note :  The  dissociation 
constant  for  6-trichlorobenzoic  acid  is  not 
kno\\n.)  The  results  do  not  justify  the  conclu- 
sion drawn  by  both  Rosanoff  and  Michael,  that 
substituents  do  not  retard  esterification  by  mere 
space  filling. 

Other  methods  for  preparing  esters.  Esters 
which  cannot  be  obtainecl  by  ilirect  esterifica- 
tion, e.g.  the  esters  of  diortho-  substituted 
benzoic  acids,  can  be  preimred  by  the  foUowmg 
methods  :  1.  Action  of  the  alcohol  on  the  acid 
cliloride  or  acid  anhydride.  The  latter  action 
is  accelerated  by  the  presence  of  small  amounts 
of  a  strong  acid  (Reychler,  Bull.  Soc.  clum.  Belg. 
1907,  21,  428).  2.  Action  of  the  alkyl  iodide  on 
the  di-y  silver  salt.  3.  Action  of  methyl  sulphate 
on  an  aqueous  solution  of  the  sodium  salt  of 
the  acid  (Werner  and  Seybold,  Ber.  1904,  37, 
3658).  4.  Action  of  an  ethereal  solution  of 
diazomethane  on  the  acid. 

Sulphonic  acids.  Sulxjhonio  acids  do  not 
give  good  yields  of  esters  ^^•hcn  warmed  witli 
alcohol  alone  or  ^^'ith  alcohol  and  a  mineral  acid. 
This  is  probably  due  to  the  fact  that  the  ester 
formed  immediately  reacts  with  the  alcohol, 
giving  the  free  acid  and  an  ether : 
CeHj  -SO,  -OMe + MeOH  =  CgH.  -SO .,  -OH  +  ISle^O 
(comp.  Ivi-afft  anil  Roos,  Ber.  1893,  26,  2823  ; 
Wegscheider  and  Furcht,  Monatsh.  1902,  23, 
1094).  The  esters  are  not  formed  when  the 
sodium  salt  of  the  acid  is  ^\armed  with  alk\i 
iodide  and  alcohol  (Wegscheider  and  Furcht) ; 
but  can  be  obtained  by  the  action  of  methyl 
sidphate  on  the  acid  or  by  tlio  action  of  the 
alcohol  on  the  acid  chloride  at  low  temperatures 
(Krafft,  Ber.  1892,  25,  2256). 

Esters  of  dibasic  acids.  A  dibasic  acid  can 
give  rise  to  botli  an  acid  and  a  normal  ester, 
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e.f/.  CO  .H  CH^-CO  ,H  -»  C0,H  CH2-C0,Me  and 
GOaMe-CHj-COaMe.  With  the  exception  of 
(liortho-  substituted  aromatic  dibasic  acids,  the 
normal  esters  can  be  obtained  by  the  Fischer- 
Speier  method  of  esterification.  For  the  pre- 
paration of  the  acid  esters,  the  following  methods 
are  resorted  to  :  1.  Addition  of  alcohol  or  of 
sodium  alkyl  oxide  to  the  acid  anhydride.  2. 
Partial  hydrolj'sis  of  the  normal  ester.  3. 
Partial  esterification  of  the  acid.  4.  The  action 
of  alkyl  iodides  on  the  acid  silver  salts,  if  these 
can  be  prepared,  or  on  the  acid  potassium  salts. 
In  the  case  of  a  symmetrical  dibasic  acid,  the 
same  acid  ester  is  formed  by  aU  these  methods, 
although,  in  most  cases,  except  those  coming 
under  the  first  heading,  the  yields  are  not  very 
good,  as  free  acid  and  normal  esters  are  also 
formed,  and  the  separation  is  not  always  easy. 

With  an  unsymmetrical  dibasic  acid,  tv.o 
isomeric  acid  esters  (the  a  and  the  h)  '  can  exist, 
and  which  of  these  is  formed  depends  largely 
on  which  method  of  preparation  is  used. 
Wegscheider  has  carried  out  numerous  experi- 
ments (comp.  Monatsh.  1895,  16,75;  1897,  18, 
418,  629;  1899,  20,  685;  1900,  21,  621,  638, 
787  ;  1902,  23,  317,  357,  369,  393,  405 ;  1903, 
24,  413,  915;  1905,  26,  1039;  1906,  27,  487, 
777  ;  1907,  28,  819  ;  1908,  29,  525,  531,  535, 
541,  557 ;  sulphonated  benzoic  acids,  ibid. 
1902,  23,  1093;  tribasic  acids,  ibid.  1910,  31, 
1253)  on  the  foUoiving  acids  :  hemipinic  (3:4- 
dimethoxyphthalic),  nitrohemipinic,  camphoric, 
nitro-,  bromo-,  amino-,  and  hydroxy-terephth- 
alic,  3-  and  4-nitrophthalic,  4-hydroxyphthalic, 
phthalonic,  homophthalic,  aspartic,  phenyl- 
succinic,  and  papaverinic,  and  has  drawn  the 
follo^ving  conclusions  under  the  assumption  that 
the  two  carboxylic  groups  differ  appreciably  as 
regards  their  relative  strength :  1.  By  the 
addition  of  alcohol  to  the  anhydride  and  by  the 
action  of  alkyl  iodides  on  the  acid  potassium  or 
acid  silver  salts,  the  stronger  carboxyl-  groui)  is 
esterified,  so  that  under  these  conditions  a-acid 
esters  are  formed.  If  there  is  but  little  difference 
in  the  relative  strengths  of  the  two  carboxyl- 
groups,  then  a  mixture  of  the  two  acid  esters  is 
obtained,  but  the  a-  compound  preponderates;  e.g. 
C6H.(C02H)2(OMe)2(l:2:3:4)  gives,  by  these 
methods,  the  acid  ester  : 

C6H2(C02H){C02Et)(OMe)2 
1  2  3:4 


>0  gives  CeHa^CO^Me  (2) 


,CO.,H  (1) 
-CO^Me  (2) 
\CO2H  (3) 


/C0\  (2) 

C02H'C6H3\ 

(1)  W  (3)^ 

Exception  :  phenjd  succinic  anhydride.  Diazo- 
mcthane  and  the  acid  give  mainly  neutral  ester, 
but  also  small  amounts  of  acid  ester  derived 
from  the  stronger  carboxyl-  group.  2.  By  the 
process  of  catalytic  esterification  the  carboxylic 
acid  group,  which  is  freer  from  adjacent  sub- 
stituents,  is  esterified  first,  thus  opianic  acid 
gives  the  b-  ester  C6H2(CO.,Et)(C02H)(OMe)2, 

1  2  3:4 
but  neutral  ester  and  small  amounts  of  the  a- 
isomeride  may  also  be  formed,  especially  if  the 
conditions  are  such  that  anhydride  formation 
can  occur.  The  same  rule  holds  good  for 
direct  esterification  if  the  possibilit}'  of  anhytlride. 
I'ormatiou  is  excluded.  3.  The  addition  of 
'  The  term  6-  ester  is  given  to  tlie  acid  ester  with  tlie 
liigher  dissociation  constant,  and  the  isomeride  is  termed 
the  a-  (Ber.  1!)02,  35,  4329 ;  1903,  38,  304). 


sodium  alkj'late  in  the  absence  of  alcohol  and 
water  to  the  anhydride  yields  the  b-  acid  ester, 
with  appreciable  amounts  of  the  isomeride. 
4.  The  partial  hydrolysis  of  the  neutral  ester 
gives  the  acid  ester,  which  is  difficult  to  prepare 
by  the  method  of  catalytic  esterification ;  e.g. 
dimethylhemipinate  gives  the  a-acid  ester. 
Exceptions  :  the  hydrolysis  of  methyl  hydroxy- 
terephthalate,  4-hydroxyphthalate,  4-nitrophtha- 
late,  aminoterephthalate,  phthalonate. 

Theories  of  esterification. — Dired  method: 
The  reaction  between  the  acid  and  alcohol  is 
not  a  simple  ionic  reaction,  since  the  acid  with 
the  highest  dissociation  constant  is  not  neces- 
sarily esterified  most  readily,  and  in  the  case  of 
a  dibasic  acid  it  is  not  always  the  stronger  COgH 
group  which  is  esterified  first.  The  view  usually 
accepted  at  the  present  time  is  that  an  additive 
compound  of  alcohol  and  acid  of  the  type 

/OEt 

R-C^OEt,  i.e.  a  dialkyl-  derivative  of  an  ortho- 
OH 

carboxylic  acid,  is  first  formed  by  the  addition 
of  a  molecule  of  alcohol  to  the  carbonyl-  group  of 
the  acid  (Wegscheider,  Monatsh.  1895,  16,  137  ; 
Henry,  Ber.  1877,  10,  2041).  Michael  suggests 
that  before  this  additive  compound  is  formed  an 
unstable  '  Kekuld  double  molecule  '  is  formed, 
j)erhaps  by  the  coming  into  play  of  the  two 
latent  valencies  of  the  oxygen  atoms  : 

It  is  well  known  that  many  esters  can  form 
additive  compounds  with  sodium  ethoxide,  and, 
therefore,  presumably  with  ethyl  alcohol, 
although  comj)ounds  of  the  latter  type  have  not 
been  isolated.  Pechmann  (Ber.  1898,  31,  503) 
has  been  able  to  show  that  the  esters  of  diortho- 
substituted  benzoic  acids  cannot  yield  additive 
compounds  with  sodium  ethoxide,  probably 
owing  to  the  space  filling  (steric  hindrance)  of 
the  group  in  the  ortho-  position ;  by  analogy,  the 
diortho-  .substituted  acids  would  not  yield  the 
orthocarboxylic  acid  derivative  at  all  readily, 
and  this  would  account  for  the  fact  that  diortho- 
substituted  benzoic  acids  arc  not  readily  esterified. 

Catalytic  esterification.  According  to  Michael, 
the  processes  of  direct  and  catalytic  esterifica- 
tion are  essentially  different ;  the  former  is  a 
reaction  between  the  organic  acid  and  alcohol, 
and  the  latter  a  reaction  between  the  organic 
acid  and  an  additive  compound  of  the  alcohol 
and  catalyst  (Ber.  1909,  42,  312).  This  reaction 
does  not  consist  of  addition  to  the  carbonyl- 
group  of  the  acid,  but  in  union  of  the  acid  wth 
the  alcohol- catalyst  comxilex  to  form  a  large 
'  double  molecule,'  which  decomposes  immedi- 
ately into  ester,  water,  and  catalyst.  The  fact 
that  esterification  is  facilitated  by  the  presence 
of  the  catalyst  is  accounted  for  by  the  assump- 
tion that  the  alcohol-catalyst  complex  contains 
a  greater  store  of  energy,  is  therefore  more  re- 
active than  the  alcohol  itself,  and  can  more  quicldy 
develop  the  maximum  entropy  of  tho  alcohol- 
acid  system.  It  is  questionable  whether  these 
views  are  in  harmony  -witli  tho  facts  established 
by  Wegscheider,  viz.  that  the  same  acid  ester 
is  obtained  from  an  unsymmetrical  dibasic  acid, 
whether  the  direct  or  catalytic  method  of 
esterification  is  adojJted,  provided  that  anhy- 
dride formation  is  excluded.    Goldsclirnidt  alsw 
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comes  to  fclic  conclusion  that  the  two  jsrocesses 
are  essentially  different  (Zeitsch.  Elektrochem. 
1909,  15,  4).  He  claims  to  have  showii  that  the 
presence  of  sodium  tricliloracetate  does  not 
depress  the  velocity  of  esterification  of  trichlor- 
acetic acid  by  the  direct  method,  and,  therefore, 
the  direct  esterification  cannot  be  a  simple  case 
of  hydi-ion  catalysis.  Later  experiments  of 
Sudborough  and  Turner  show  that  the  presence 
of  salts  of  trichloracetic  acid  does  diminish  the 
rate  of  esterification  of  the  acid,  and  hence 
Goldschmidt's  conclusion  is  not  justified.  The 
fact  that  in  direct  esterification  the  strength  of  the 
acid  is  an  important  factor  is  compatible  with  the 
view  that  the  organic  acid  itself  plays  the  same 
part  in  direct  esterification  that  the  catalyst  does 
in  catalytic  esterification.  This  view  agrees  again 
with  the  fact  that  the  reaction  in  certain  cases  of 
direct  esterification  is  bimolecular  (Gokbchmidt, 
Ber.  1896,  29,  2208),  provided  the  reaction  is 
not  between  the  ions  of  acid  and  alcohol. 

Kailan  (Monatsh.  1908,  29,  799)  is  also  of 
oiimion  that  the  processes  of  direct  and  catalytic 
esterification  are  not  analogous,  since  the 
addition  of  a  small  amount  of  water  increases 
the  rate  of  esterification  of  trichloracetic  acid  by 
the  direct  method,  but  diminishes  the  activity  of 
trichloracetic  acitl  when  it  is  used  as  a  catalyst. 

Various  views  are  held  with  regard  to  the 
function  of  the  catalyst.  Goldschmidt  and 
Uddy  (Zeitsch.  i^hysikal.  Ohem.  1907,  60,  728  ; 
comp.  also  Ber.  1906,  39,  711,  and  Zeitsch. 
physikal.  Chem.  1910,  70,  627)  conclude  that 
the  hydrions  of  the  catalyst  are  the  active 
agents,  since  the  activity  of  different  acids  is  in 
the  order  of  their  relative  strengths,  e.g.  the 
relative  values  of  the  acids  hydrochloric,  picric, 
trichloracetic,  and  dichloracetic  as  catalysts  are 
indicated  in  the  order  given,  and  the  addition 
of  salts  of  the  acid  used  as  catalyst  diminishes  the 
activity  of  the  catalyst.  They  further  conclude 
that  the  hydi-ions  unite  with  the  alcohol,  and 
+ 

that  the  complex  ion  (C.jHjO.H)  is  the  active 
agent.  They  suggest  the  following  modified 
formula  for  calculating  the  velocity  constant : — 
1, 


K .  c= -(«+?•+«-)  log.  ~  X 

t  a—x 

where  c  =  concentration  of  catalyst,  n  = 
concentration  of  water,  and  r  —  hydrolytic 
constant  of  the  complex  alcohol  ion  for 

(CoH,0,H)    r  ==  1-5. 

The  constants  obtained  by  means  of  this 
equation  agree  better,  and  do  not  show  the 
tendency  to  decrease  as  t  increases,  a  tendency 
which  is  marked  when  the  constants  calculated 
by  means  of  the  ordinary  equation  for  a  uni- 
molecular  reaction  are  used. 

A  marked  exception  to  the  depressing  effects 
of  the  addition  of  salts  is  met  with  in  the  case  of 
hydrogen  chloride,  where  the  addition  of  chlorides 
such  as  calcium  chloride,  tetramethyl-ammonium 
chloride,  and  aniline  hydrochloride,  have  no 
appreciable  effect  on  the  catalytic  activity  of 
hydrogen  chloride  (Goldschmidt';  Sudborough). 

Many  chemists  are  of  opinion  that  in  catalytic 
esterification,  as  in  catalytic  hydrolysis  of  esters 
by  means  of  mineral  acids  (sec  art.  on  Hydro- 
lysis), a  complex  is  formed  between  the  substance 
transformed  (acid  in  esterification  and  ester  in 


hydrolysis)  and  the  catalj'st.  This  compound  is 
probably  an  oxonium  salt  containing  quadra- 

valent   oxygen,   e.g.    R-C(  .    xhe  salt, 

OH 

only  smaU  amounts  of  which  may  be  present, 

is  ionised  into  (R-CotH,H)  and  CI,  and  the 
esterificatjon_  proceeds  by  the  reaction  of  the 
complex  cation  mth  the  alcohol  (Acree  and 
Johnson,  Amer.  Chem.  J.  1907,  38,  334);  e.g. : 

(R-C0tH,H)-fC,H,0H=R.C0,Et+H,0-Ml 
and  not  wth  the  ions  of  the  alcohol  as  suaacsted 
by  Lapworth.  This  reaction  is  more  rapid  than 
the  simple  reaction  between  the  acid  and  alcohol, 
and  in  this  way  the  accelerating  effect  of  the 
catalyst  is  accounted  for. 

The  retarding  effects  produced  by  small 
amounts  of  water  are,  according  to  Lapworth 
(Chem.  Soc.  Trans.  1908,  93,  2167,  2196),  due 
to  the  water  competing  with  the  organic' acid 
for  the  catalyst,  i.e.  acting  as  a  feeble  base,  and 

giving  rise  to  the  complex  ion  (H.,0,H),  which  is 
not  catalytically  active.  The  "fact  that  in 
alcohol  containing  water,  the  velocity  of  esterifi-  ' 
cation  at  constant  volume  decreases  more  rapidly 
than  the  concentration  of  the  catalyst  (Gold- 
schmidt and  Uddy,  Zeitsch.  physikal.  Chem. 
1907,  60,  735  ;  Kailan,  Monatsh.  1906,  27  543 
997  ;  Aimalen,  1907,  351,  186),  is  also  held  to  be 
opj)osed  to  the  view  that  a  complex  hydrion  is 
formed  with  the  alcohol. 

(For  the  conversion  of  acid  amides  into  esters, 
and  for  the  transformation  of  methyl  into  ethyl 
esters,  both  processes  of  alcoholysis,  see  art. 
Hydrolysis.)  j.  j_  g 

ESTORAL  V.  Synthetic  drugs. 
ESTRAMADURITE  v.  Fertiliseks. 
ETHAL  v.  Waxes. 
ETHy^L 

C.H5  or  CH3-CH,, 
is  a  univalent  basylous  radicle  not  known  in  the 
free  state,  the  body  G^Hjo  or  (CHj).,  which  was 
named  ethyl  (afterwards  diethyl)  by  its  dis- 
coverer, Frankland  (Chem.  Soc.  Trans.  2,  263), 
being  now  regarded  as  butane. 
Ethyl  acetamide  v.  Ethylamine. 
Ethyl  acetate  v.  Acetic  acid. 
Ethyl  alcohol  v.  Alcohol. 
Ethyl  antimonite  (C2H50)3,Sb;   b.p.  115°- 
120°;  from  action  of  C2H5OH  upon  SboOj  in 
presence    of    anhydi'ous    CuSUi ;  colourless 
liquid  (McKey,  Chem.  Soc.  Trans.   1909,  96, 
604). 

Ethyl  arsenite  (C2H50)3As.  A  liquid  formed 
by  action  of  CjHgOH  upon  As^Og  in  j^resence  of 
anhydrous  CuSO^,  the  yield  being  4-5  p.c.  (Lang, 
McKey,  and  Gortner,  Chem.  Soc.  Trans.  1908, 
93,  1368).  Accordmg  to  Crafts  (Bull.  Soc.  chim. 
1870,  ii.  14,  99),  it  is  obtamed  in  very  small 
yields  by 

(1)  Action  of  Et3Si03  upon  Asfi^  at  200°; 

(2)  Action  of  AgaAsO,  upon  EtI  at  150"  ; 

(3)  Action  of  AsBr3  upon  NaOEt. 

Auger  (ComiJt.  rend.  1906,  143,  907)  obtained 
a  yield  of  1-2  p.c.  by  heating  EtOH  and  As^G^ 
in  a  sealed  tube  far  above  the  boiling-point  of 
the  alcohol. 
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ETHYL. 


Ethyl  arsenate.  A  liquid  boiling  above  200° 
with  partial  decomposition.  Decomposed  by 
water  immediately.  Formed  by  heating  together 
ill  sealed  tubes  at  100°  Ag3As04  and  EtI  (Crafts, 
Bull.  Soc.  chim.  1870,  ii.  14,  99). 

Ethyl  boride  (U.,H5)3B.  Triethyl  boride, 
Borethyl;  b.p.  95°;  sp.gr.  0-696  at  23°;  V.D.  at 
132°  =  3-598;  at  101-6°  =  3-76;  calc.  =  3-399. 
I'^rom  action  of  Zn(C2H5)2  upon  (G2Hg)3B03,  or 
from  BCI3  and  ZntCjHj);,  (Frankland, Trans.  Roy. 
Soc.  1862,  167  ;  Proc.  Roy.  Soc.  1876,  25,  165). 

A  spontaneously  inflammable,  colourless 
liquid  burning  with  green  flame;  decomposed  by 
HCl,  evolving  CjHg,  and  forming  B(C2H5)2C1. 
Is  slowly  decomposed  by  water,  and  destroyed 
by  HNO3,  with  formation  of  boric  acid.  Absorbs 
NH3,  forming  an  oily  liquid  ]SIH3B(C2H5)3  of  an 
aromatic  odour,  which  is  fairly  stable  even  in 
contact  with  O.  B(GoHj)3  absorbs  0  and  forms 
B(C2H6)302  ;  b.p.  125°.  Tliis,  by  the  action  of 
water,  yields  ethylboric  acid  B(C2H5)(OH)2, 
a  crystalline  solid  resembling  naphthalene  in 
appearance ;  can  be  sublimed  at  40° ;  has  a 
sweet  taste,  and  acid  action,  but  does  not  com  bine 
with  bases.  By  action  of  Zn(C2H5),  upon  this 
body  we  get  B(C2H5)(OC.,Hj2  and  B{OC2H5)3  ; 
b.p.  112°  ;  V.D.  (dissoc.)2-78.  By  further  action 
of  Zn(C2H5),  upon  ethylboric  acid  we  get 
B(C2H5)20C2H5 ;  b.p.  102°;  V.D.  =  3-914. 
Water  converts  this  into  B(C2H5)20H,  a 
spontaneously  inflammable  liquid,  which  absorbs 
oxygen,  yielding  B{C.^ll^O)CM^-Oil ;  m.p.  8°. 

Ethyl  bromide  CjHgBr.  Hydrohromic  or 
Bromhydric  ether;  m.p.  —116-0°  (Ladenburg 
and  Krugel,  Ber.  32,  1818)  —125-5°  (Schneider, 
Zeitsch.  phys.kal.  Chem.  22,  233) ;  b.p.  38-37° 
(Regnault,  J.  1863,  70);  b.p.  40-7°  at  57  mm. 
(Pierre);  sp.gr.  1-4189  at  15°  (Mendeleeff), 
1-4733  at  0°  (Pierre),  1-4685  at  13-5°;  crit. 
temp.  236°  (Pawlewski,  Ber.  16,  2633). 

Preparation. — 1.  By  action  of  P  and  Br  upon 
alcohol  (Serullas,  Ann.  Chim.  Phys.  [2J  34,  99). 
40  parts  red  P  and  1 60  parts  absolute  alcohol  are 
slowly  mixed  with  100  parts  Br,  kept  cool  until 
all  action  is  over  ;  the  mixture  is  then  distilled, 
and  the  distillate  purified  by  washing  with 
^vater  and  rectification  (Personne,  Compt.  rend. 
52,  468). — 2.  Absolute  alcohol  is  heated  with  Br 
and  distilled,  and  the  distillate  is  freed  from 
excess  of  Br  by  washing  \vith  KOH  and  redistil- 
lation (Lowig,  Annalen,  3, 288). — 3.  4  parts  KBr 
and  5  parts  of  a  mixture  of  2  parts  H2SO4  and 
1  part  alcohol  of  96  p.c.  are  distilled,  and  distillate 
purified  as  above  (De  Vrij,  J.  1857,  441). — 4. 
C0H4  in  presence  of  AlBr3  at  0°  combines  with 
HBr  to  form  CjHgBr  (Gustavson,  J.  Russ.  Phys. 
Chem.  Soc.  16,  95).  To  prepare  pure  CjIigBr, 
the  commercially  pure  bromide  is  shaken  with 
H2SO4  and  allowed  to  separate.  It  is  then  shaken 
with  dilute  alkali  and  distUled  -mth.  10  p.c.  of 
sweet  almondoil  (Adrian,  Chem.  Zentr.  1895,i.  20). 

Ethyl  bromide  is  a  colourless  liquid  with  a 
sweet  taste,  and  burning  after-taste.  Its  vapour 
has  anaesthetic  properties  (Robin,  Compt.  rend. 
34,  649 ;  Webster,  Bio.  Chem.  J.  1906,  i.  328 ;  Cole, 
J.  Phj'siol.  29).  It  is  slightly  soluble  in  water,  and 
miscible  with  alcohol  and  ether.  The  vapour  is 
decomposed  by  heat,  j'ielding  C2H4  and  HBr, 
or,  if  the  temperature  be  higher,  C  is  deposited 
(Lowig).  Bums  in  air  with  a  green  flame,  evol- 
ving HBr.  By  introduction  of  CI  two  isomeric 
homes  of  the  composition  C2H4ClBr,  b.p.  84-5° 


and  104°-108°,  and  2  isomerides  of  composition 
C2H3Cl.,Br,  b.p.  137°,  151°  (Lescoeur,  Bull.  Soc. 
chim.  1878,  29,  483)  are  obtained.  At  100°  Br 
reacts,  forming  CH.Br-CHoBr,  whilst  at  200° 
CHj-CHBr.,  is  the  product  '(Meyer  and  Miiller, 
Ber.  24,  4247;  J.  pr.  chem.  [2]  46,  161).  By 
action  of  Br  and  V  upon  alcohol,  we  get,  fur- 
ther, C,H4Br2,  b.p.  160°;  CoHsBrg,  b.p.  180°; 
C2H2Br4,  b.p.  196°-200°  (Bertrand,  Finot,  BuU. 
Soc.  chim.  34,  28)  (v.  Ethylene  bromide).  Heated 
with  AlBrj,  yields  successively  C2H4Br2,  C2H2Br4, 
and  C2Brj  (Mouneyrat,  Compt.  rend.  127,  109). 
With  ammonia  it  yields  NH2(*-'2H5),HBr ;  and 
with  ethylamine,  diethylammonium  bromide 
NH(CoH5)2,HBr  ;  similarly,  with  diethylamine, 
it  yields  lsr(C2H5)3HBr. 

Ethyl  chloride  GjHgCl.  CMorhydric  or  Hy- 
drochloric ether;  m.p.  —142-5°  (Schneider, 
Zeitsch.  physikal.  Chem.  22,  233);  b.p.  12-5° 
(Regnault,  J.  1863,  67);  sp.gr.  0-9214  at  0°; 
0-9176  at  8°,  0-920  at  0°  (Pierre),  0-851  at  b.p. 
(Ramsay,  Chem.  Soc.  Trans.  35,  470);  S.V. 
75-8  (Kopp).  (Roubiauet  and  Colin,  Ann. 
Chim.  Phys.  [2]  1,  343  ;  Regnault,  ibid.  71,  355  ; 
Kiihlman,  Annalen,  33,  108 ;  Lowig,  Pogg. 
Ann.  14,  346  ;  Gm.  7,  367  ;  Gerh.  11,  308). 

From  alcohol  by  the  action  of  S2CI2  or  metallic 
chlorides  (RoueUe  [1759]) ;  from  alcohol  and  HCl 
(Basse  [1801]).  Composition  first  ascertained 
by  Robiquet  and  Colin.  Also  formed  by  action 
of  CI  upon  CjHg  (Darling,  Annalen,  160,  216), 
and  of  HCl  upon  ether  in  sealed  tubes  (Berthelot). 

The  action  of  HCl  upon  alcohol  gives  a  very 
poor  yield  of  CjHgCl,  unless  ZnCl2  is  added  to  the 
alcohol  before  passing  La  HCl  (Groves,  Chem. 
Soc.  Trans.  1874,  636).  Krtiger  (J.  pr.  Chem. 
[2]  14,  193)  recommends  that  a  mixture  of  1 
part  of  ZnClj  in  82  parts  of  alcohol  should  be 
saturated  with  HCl  gas  in  the  cold,  and  then 
heated  to  boiling,  HCl  being  passed  in  during 
distillation.  A  reflux  condenser  stops  the  alcohol 
vapour,  and  the  CjHjCl  passes  on  and  is 
collected  in  a  well-cooled  receiver. 

The  formation  of  C2H5CI  in  this  process  is 
partly  due  to  the  action  of  HCl  upon  alcohol, 
and  partly  to  the  union  of  the  nascent  C2H4 
with  HCl  (Schorlemmer,  Chem.  Soc.  Trans. 
1875,  308) ;  this  view  is  sustained  by  the  fact 
that  if  amyl  alcohol  be  thus  treated,  both 
primary  and  secondary  amyl  alcohol  are  pro- 
duced, and  the  latter  can  only  be  formed  from 
the  radicle  CjHjo.  Ethyl  chloride  is  also 
formed  by  the  action  of  PCI5  upon  alcohol,  and 
also,  to  some  extent,  by  the  action  of  CI  upon 
alcohol.  Hence  the  formation  of  ethyl  chloride 
in  the  manufacture  of  chloral. 

It  is  a  colourless  mobile  liquid  ;  has  a  pungent 
ethereal  smell,  and  a  sweetish  taste,  and  bums 
\vith  a  green-edged  flame,  evolving  HCl.  It  is 
sparingly  soluble  in  water,  but  mixes  readily 
with  alcohol  and  ether.  It  dissolves  phosphorus, 
sulphur,  fats,  oils,  and  many  resins.  It  combines 
with  many  metalUc  chlorides — e.g.  SbClg,  FejClg 
— to  form  crystalline  compounds. 

It  is  used  in  medicine  like  ether,  but,  on 
account  of  its  volatiUty,  it  is  mixed  with  an 
equal  volume  of  alcohol,  and  is  then  known  as 
'alcoholised  muriatic  ether,  B.P.'  It  is  de- 
composed at  a  red  heat  into  C2H4  and  HCl ; 
at  higher  temperatures  carbon  separates,  and 
OH 4,  H,and  HCl  are  set  free.  Strong  HNO  „  when 
boiling,  liberates  HCl  and  forms  CaH^NOj  in 
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small  quantity  (Tlienard,  Boullay).  fiOj  absorbs 
It,  forming  SOs-C.^E^Cl,  n,  fuming  liquid,  b.p.  130° 
—probably  the  three  isomerides  CaH.O-SOo-Cl, 
CH„-C10H,-S0,-0H,  and  CH40H)-UH,S0;-C1 
(Purgold,  Zeitsch.  Chem.  1868,  669  ;  Ber.  6,  502). 
WliPii  vapour  of  (\n^C\  is  passed  through 
boiling  H2SO4,  HC'I  is  evolved  (Th6nard),  also 
CjHi  and  SO.,  (Boullay).  When  tho  vapour  is 
led  through  a  tube  containing  heated  soda-lime, 
a  mixture  of  CH^  and  H  is  evolved,  and 
NaCoHaO.,  and  NaoCOg  are  formed  (L.  Meyer, 
Aiinalen,  1.39,  282),  while,  aecording  to  Dumas 
and  Stas,  C.H^  and  NaCl  are  formed.  On 
^^8^03,0211501  has  no  action  until  after  i>to- 
longed  contact,  but  even  after  some  months  only 
a  very  small  quantity  of  AgCl  is  formed  (Thenard, 
Boullay) ;  but  AgOl  is  rapidly  thrown  down  when 
C2H5CI  is  heated  with  a  solution  of  AgNO,  in 
sealed  tubes  (G.  C.  Foster). 

Heated  with  bromine  and  iron  wire  at  100°, 
C,Hr,Br  and  ethylene  dibromide  arc  formed' 
(V.  Meyer  and  Petrenko-Kritsohenko,  Ber.  25 
3307). 

NH3  has  only  a  slight  action  at  ordinary 
temperatures,  but  on  heating  a  mixture  of  NH., 
and  C2H5CI,  ethylene  and  a  deposit  of  NH4CI  are 
formed  (Dumas  and  Stas.  Ann.  Chim.  Phys.  73, 
154).  When  a  mixture  of  ethereal  NH3  andCjH.ci 
IS  exposed  to  sunlight,  crystals  of'  ethylamme 
hydrochloride  separate  (Stas).  When  heated 
with  alcoholic  NH^  to  100°  in  sealed  tubes. 
NH2(C2H5),HC1  is  also  produced,  together  with 
traces  of  NH(C2H5)2,HC1  and  N(f!.,H5)3,C,.H5Cl 
(Groves,  Chem.  Soc.  Trans.  1861,  'l3,  '331). 
KOH  slowly  removes  CI  from  CjHjCl,  yielding 
(m  aqueous  sol.)  alcohol  and  KCl.  Alcoholic 
KOH  and  C3H5CI  heated  to  100°  in  sealed  tube 
deposits  KCl  and  forms  (G.,H.)oO  (Balard,  Ann 
Chim.  Phys.  [3]  12,  302).'  Passed  into  heated 
sol.  of  KjS,  ethjl  sulphide  is  formed ;  with 
alcoholic  KHS,  mercaptan  is  formed  (Reg'nault). 

Chlorine  in  the  sunlight  yields  di-,  tri-, 
tetra-,  penta-,  and  hexa-  chloro-  derivatives  of 
ethane  (Regnault) ;  of  the  dichloro-  derivatives 
CHj-CHClj  is  the  main  product.  If,  however, 
ethyl  chloride  is  heated  with  a  halogen  carrier, 
CHoCl-CIIjCl  is  the  chief  product  (D'Ahns  and 
Kautzsch,  J.  pr.  Chem.  [2]  1909,  80,  305  ;  Staedel 
ibid.  303 ;  Ber.  6,  1403  ;  Meyer  and  Muller, 
J.  pr.  Chem.  [2]  46,  161). 
Trichlorethane  C^HoClj. 

1.  Chlorcthylene  chloride  CHXI-CHC^l, ;  bp 
11.5°  (Pierre,  Annalen,  80,  127),"  113-7°  at  760 
mm.  (Stadel,  Ber.  15,  2563),  113-5°-114°  at 
7.53-2  (Schiff,  Annalen.  220-97);  sp.gr.  1-4223  at 
0°  (P.),  1-4577  at  9-4°/4°.  1-2945  at  113-5° 74° 
(Schifi),  1-4406  at  25-6°;    n  =1-4719  at  22° 

=42-26  (Kanonnikow),  from  CHsCl  (Reg- 
nault, Ann.  Chim.  Phys.  [2]  69,  151),  or 
CHCI2.CH3  (Meyer  and  MiiUer,  J.  pr.  Chem.  rSl 
46,  174),  and  SbQj. 

2.  Ethcnyl  trichloride  CH3-CCI3  ;  b.p.  74-5° 
(Geuther,  .J.  1870,  435);  74-1°  at  760  mm. 
(Stadel,  Ber.  15,  2563);  sp.gr.  1-3465  at  0° 
(Pierre,  Annalen,  80,  127),  1-372  at  16°  (Reg- 
nault, Annalen,  33,  317),  1-3657  at  0°,  1-3249  at 
26°;  1-4199  at  21°;  Roc  =  42-0  (Kanonni- 
kow) ;  by  the  chlorination  of  ethyl  chloride 
(Regnault,  ihid.  33,  317 ).  Decomposed  by  sodium 
ethoxide,  giving  C.HoCl-O-CH.,  C„H,0,,  and 
C,H3(OEt)3.  -   '     -   '  ' 


35: 


499). 
into 

sp.gr. 

17°= 


Tetrachlorethane  OJI0GI4. 

1.  as-CH,a-CCl3  ;  b.p'.  135°  (Regnault,  Ann. 
Chim.  Phys.  [2]  69,  162),  138-6°  (Pierre,  Annalen, 
80,  130),  135-1°  (corr.)  (Geuther,  Brocklioff,  J. 
1S73,  317);  sp.gr.  10116  at  0°  (P.),  1-576 
at  19°  (R.),  1-5825  at  0°,  1-5424  at  20°;  ^ 
at  /°  =  1-4772-0  000437/;;  Rao=  50-72  (Kanont 
nikow).  Formed  by  chlorination  of  ethyl 
chloride  (Laurent,  Annalen,  22,  292);  or  action 
of  CI  upon  CH,C1-CHC1,  (Regnault)  •  bv  heat- 
mg  at  110°  acetylene  tetracliloride  and  AlCl, 
(Mouneyrat,  Bull.  Soc.  chim.  1898,  19, 
Decomposed  by  sodium  ethoxide ' 
CjHaa-O-C.Hj  and  CH40C,H,)C0,Na. 

2.  s-CHCla-CHCl,  ;  b.p:  147-'2°  • 
4°/4°=l-6208,  17°/i7°=  1-6013;  at 
l-495587±O-0000OC  (Velev,  Proc.  \oy  Soc 
1910,  B  82,  217);  Roc  =50-8  (Kanonnikow) 
From  C3H2  and  SbCl,  (Berthelot,  Jungfleisch, 
Annalen,  Suppl.  7,  254),  from  dichloraldehyde 
and  pa.  (Paterno,  Pisati) ;  from  ethylene 
chloride  and  AICI3  at  75°  if  CI  and  C.Hj  be  led 
into  the  mixture  (Mouneyrat) ;  by  long  heatinr' 
yields  HCl  and  CjCle.  '    '  ^ 

If  S.CL  and  1  p.e.  of  its  weight  of  reduced 
iron  be  saturated  vnih.  CI,  and  if  the  excess  CI 
be  removed  with  COo.  and  then  dry  acetylene 
bo  passed  in  at  a  temperature  of  40°,  and  the 
cycle  repeated  until  no  more  C,H.,  is  absorbed, 
s?/rft-tetracliloroethane,  pentachloroethane,  aiul 
hexachloroethane  are  produced,  the  two  latter 
in  small  quantity  (Michel,  Zeitsch.  angew.  Chem. 

i  1906,  19,  1095).  The  s;/r/i-tetrachlorethane  is 
distilled  off  from  the  mixture,  either  alone  or 
in  steam  (D.  R.  P.  174068  ;  Chem.  Soc.  Abstr. 
1906,  i.  169). 

Pentaehlorethane  CHCU  CClj;  b.p.  159-1° 
(corr.) ;  161-7°  at  760  ram.  (Stadel) :  m.p.  —18°  ; 

sp.gr.  1-7089  at  0°,  1-6926  at  10-15°/4°  (Thorpe 
Chem.  Soc.  Trans.  37,  192);  ^  =  1-4871  at 
25-1°;   R,c  =  59-05  (Kanonnikow).    Bv  action 

of  chlorine  upon  C„H-C1    also  from"  chloral 

and  PCI3  (Paterno,  Annalen,  151,  117),  or  AICI3 

(Mouneyrat,  Bull.  Soc.  chim.  1898,  19,  260). 
Hexachlorethane     CCI3-CCI3     {v.  Carbon 

trichloride,  art.  Cabbon). 

(For  mixed  halogen  derivatives  of  ethane,  see 

Mouneyrat,  Bull.  Soc.  chim.   1898,   19,  499  ; 

Swartz,  Rec.  trav.  chim.  17,  234  and  235  ;  Bull! 

Acnd.  Roy  Belg.  36,  519  ;  ibid.  1909,  60  and  728  ; 

ibid.  1899,  ii.  281  ;  Elbs  and  Newmann,  .1.  pr. 

Chem.  1898,  58,  245  ;  Biltz,  Ber.  1902.  35,  3524  ; 

Lemoult,  Compt.  rend.  1903,  136,  1333  ;  Besson, 

Bull.  Soc.  chim.  [3]  11,  920  ;  Nef,  Annalen,  298, 

353,  354,  358,  and  360  ;  Thiele  and  Peter,  ibid. 

369,  149 ;   Lawie,  Amer.  Chem.  J.  1906,  30, 

487. ) 

Ethyl  Mocyanate,  Ethyl  carbimide, 
C2H5N  :  C  :  0  :  b.p.  60°  ;  sp.gr.  0-8981  ;  heat 
of  formation  (Lemoult.  Compt.  rend.  1898,  126, 
43) ;  absorption  spectrum  (Hartley,  Dobbie 
and  Walker,  Chem.  Soc.  Trans.  1901,  856). 
By  the  action  of  drv  KCNO  upon  KCH.SO.  at 
180°-250°  (Wurtz,  Ann.  Chim.  Phys."  1854  [3] 
42,  43) ;  distillate  is  a  mixture  of  woeyanate  and 
wocyanurate,  which  can  easily  be  separated  by 
distillation.  By  passing  CNBr  into  absolute 
alcohol  and  ether  (Ponomarew,  Ber.  1882,  16, 
515  ;  Mulder,  Rec.  trav.  chim.  1.  210  ;  2,  133) ; 
by  passing  CNBr  (Mulder,  ihid.  3,  306)  or  CNCi 
(Cloez,  Compt.  rend.  44,  428 ;    Annalen,  102, 
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355)  into  CaHjONa  ia  absolute  alcohol ;  by 
the  action  of  diazomethane  on  57/m-ethylnitrouvea 
(Degner  and  Pechmann,  Ber."  1897,  30,  653); 
by  heating  the  mercuric  oliloride  derivative  of 
ethyl  thiolcarbamate  (Anschiitz,  Annalen,  1908, 
359,  202). 

In  1895  Nef  (ibid.  287,  310)  showed  that  the 
compound  hitherto  known  as  ethyl  cyanate  was 
ethyl  isocyanate.  Ethyl  isocyanate  is  a  mobile 
liquid  having  a  sufFocating  smell.  It  is  decom- 
posed by  water  into  diethylcarbamide,  and  by 
ammonia  into  ethj'lcarbamide. 

Ethyl  cyanide,  PropionKrile  CjHg-CiN, 
ra.p,  —103-5°  (Schneider,  Zeitsch.  physikal. 
Chem.  22,  233)  ;  b.p.  98-1°  (corr.)  (Engler, 
Annalen,  133,  153)  ;  97-08°  (corr.)  (Thorpe, 
Chem.  Soc.  Trans.  37,  205) ;  sp.gr.  0-8010  at  0°, 
0-7938  at  7-3674°  (Thorpe),  0-7015  at  9774° 
(Schiff,  Ber.  19,  567) ;  H.  C.  446-7  Cals.  (Berthe- 
lot  and  Petit,  Compt.  rend.  108,  1217);  latent 
heat  of  vapourisation  (Louguinine,  Chem.  Zentr. 
1900,  i.  451) ;  molecular  refraction  25-10 
(Bruhl,  Zeitsch.  physikal.  Chem.  16,  214; 
Eykman,  Rec.  trav.  chim.  12,  172  ;  Costa,  J. 
1891,  336) ;  magnetic  rotation  (Perkin,  Chem. 
Soc.  Trans.  65,  701);  crit.  temp.  291-2°;  crit. 
density  0-2401  (Ter-Gazarian,  J.  Chim.  Phys. 
1906,  4,  140). 

From  Ba(C2H5SO,)3  and  KCN  (Pelouze, 
Annalen,  10,  249),  from  cyanogen  chloride  and 
Zn(C2H5)2  (Gal,  Zeitsch.  Chem.  1868,  252), 
from  Zn(C;H5)2  and  (CN),  (Frankland  and 
Graham,  Chem.  Soc.  Trans.  37,  740),  from 
propionamide  and  PoOj  (Dumas,  Malaguti  and 
Leblanc,  Annalen,  74,  329).  By  heating  ethyl 
wocyanide  to  240°  (Nef,  ibid.  280,  296). 

Preparation. — By  heating  C^HjI  with  pure 
KCN  and  alcohol  to  180°  ;  C2H5CI  dissolved  in 
three  times  its  weisht  of  alcohol  is  heated  with 
KCN  to  100°  or  150°  (Rossi,  Annalen,  159,  79). 
CjHjI  is  heated  with  KCN  in  closed  tubes  to 
180°,  and  the  product  distilled,  and  the  distillate 
is  freed  from  excess  of  CoH^I  by  means  of  a 
solution  of  CaCl,,  upon  which  the  CoHjCN 
swims,  while  the  heavier  CjHjI  sinks  to  the 
bottom  (Wmiamson,  Phil.  Mag.  [4]  2,  205; 
Gauthier,  Ann.  Chim.  Phys.  [4]  17,  180). 

It  is  a  mobile  colourless  liquid  with  an  agree- 
able odour,  soluble  in  water,  from  which  CaCLj 
or  NaCl  causes  it  to  separate ;  miscibility  with 
water  (Rothmund,  Zeitsch.  phvsikal.  Chem.  26, 
453);  V.D.  1-928.  It  combines  with  the 
hydracids,  e.o-  HCl ;  the  product  C3H5NHCI 
forms  monoclinic  prisms  soluble  in  water  and 
melting  at  121°  (Gauthier).  HCl  gas  passed 
into  a  well-cooled  solution  of  the  cyanide  in  acetic 
acid  gives  acetyl  chloride  and  C2H5C0NH„,HC1 
(Colson,  Bull.  Soc.  chim.  [31  17,  57).  Chlorine 
combines  with  C3H5N  to  form  dichlorpropioni- 
trile  CH3-CCI2-CN,  a  liquid  body,  b.p.  103°-107° 
which  polymerises  on  standing  to  a  solid 
(C3H3Cl2N)3.  Propionitrile  also  forms  com- 
pounds with  metallic  chlorides  and  with  cyanogen 
chloride.  C3H5N-CNCI  is  a  liquid  decomposed 
by  water ;  b.p.  60°-68°  (Hencke,  Annalen, 
106,  280).  Compounds  with  AICI3  (v.  Perrier, 
Compt.  rend.  1895,  120,  1423).  Propionitrile  is 
hydrolysed  by  aoids  or  alkalis  yielding  propionic 
acid  ;  electrolytic  reduction  yields  w-propyl- 
amine  (Ahrens,  Zeitsch.  Elektrochem.  1896,  3, 
99).  By  the  action  of  metallic  sodium,  poly- 
merisation ensues,  the  products  being  sodium 


cyanide,  ethane,  and  a-iminopropionylethyl 
cyanide  (Meyer,  J.  pr.  Chem.  [2]  38,  326;  45, 
63). 

Ethyl  iA'ocyanide,  Ethyl  carbylamine 
C2H5N  :  C  ;  b.p.  79°  ;  sp.gr.  0-759  at  4°,  0-7150 
at  44-5°  (Gauthier,  Ann.  Chim.  Phys.  [4]  17, 
233) ;  molecular  refraction  16-26  (Costa,  Gazz. 
chim.  ital.  22,  i.  104).  By  the  interaction  of 
CHjl  and  AgCN  (Gauthier,  Annalen,  151, 
239)  ;  by  distilling  KCN  withKC2H5S04,  propio- 
nitrile also  being  formed ;  by  digesting  ethyl- 
amine  with  cliloroform  and  alcoholic  potash 
(Hofmann,  ibid.  147,  107). 

It  is  a  colourless  liquid  having  a  very  repul- 
sive smeU.  It  is  transformed  into  propionitrile 
by  heating  at  240°  ;  by  heating  with  alcoholic 
HjS  ethylthioformamide  is  produced;  with 
sulphur  and  CS2  ethylthiocarbimide  ;  combines 
with  CNCl;  with  CHjCl  at  -10°  yields 
C2H:5N(C1)0-C2H5  (Nef,"  ibid.  280,  296).  HgO 
oxidises  it  to  CgH-N  :  C  :  O.  Yields  a  chloride 
CaHjN  :  CCI2,  by  treatment  with  S0,C1  in  ether 
at  -15°;  an  oil,  b.p.  102°  (Nef,  I.e.).  Yields 
a  bromide,  C2H5N :  CBr2,  with  bromine  in 
CHCI3.  This  gives  ethylamine  dibromide  vAi\\ 
water,  ethyl  wocyanide  dibromide  hydrobromide 
and  ethylthiocarbimide  with  HjS,  ethyl  iso- 
cyanide  dibromide  hydrochloride  with  dry  HCl, 
an  oUy  ethiodide  with  ethyl  iodide,  and  diphenyl- 
ethylguauicUne  mth  aniline  (Guillimand,  Bull. 
Soc.  chim.  1904,  iii.  31,  605  ;  1905,  iii.  33,  652). 
Compounds  with  cobaltous,  ferrous,  and  ferric 
chlorides  (v.  Hofmann  and  Bugge,  Ber.  1907, 
40,  3769).    (For  further  reactions,  v.  Nef,  I.e.) 

Ethyl  derivatives  of  cyanuric  acid.  Although 
cyanuric  acid  exists  in  only  one  modification, 
probably  the  250-(II.)  esters  derived  from  the 
tautomeric  forms  (I.  ond  II.)  are  known. 
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Ethyl  cyanurale  (C2H50CN)3 ;  m.p.  29°, 
b.p.  275°  (Claiisson,  J.  pr.  Chem.  [2]  33,  131). 
By  action  of  CNCl  on  CjHsONa  (Hofmann. 
Ber.  19,  2061);  also  from  CjHjONa  (3  mols.) 
and  trimethyl  cyanurate  (H) ;  from  CNI  or 
CNBr  and  C2H5I  (Ponomarew,  Bull.  Soc.  chim. 
[ii.]  41,  315) ;  by  heating  the  lead  salt  of  the 
diethyl  ester  (P.) ;  together  with  ethyl  iso- 
cyanurate  by  treating  silver  cyanurate  with 
CH^I  (C,  P.);  from  di-potassium  cyanurate 
and  C2H5l(P.). 

Oily  liquid  readily  soluble  in  alcohol,  ether, 
CHCI3  and  CSj,  sparingly  so  in  water.  Con- 
verted into  ethyl  j'socyanurate  by  long  heating 
at  180°-200°;  yields  cyanuric  acid  with  HCl, 
cyanuric  chloride  with  PCI5,  melamine  with 
strong  ammonia  and  the  diethyl  ester  with 
baryta  water. 

Diethyl  cyanurate,  DietJiyleyanvric  acid 
HO(CN)3(CoHsO)2  (Ponomarew,  Ber.  18,  3267  ; 
Hofmann,  ibid.  19,  2077).  By  warming  ethyl 
cyanurate  with  concentrated  baryta  water  ;  by 
treating  methyl  cyanurate  or  mono-potassium 
cyanurate  with  CjHsT. 
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Tliick  plates  from  wattT,  insoluble  in  ether, 
sparingly  soluble  in  alcohol.  Decomposes  on 
I  heating  into  diethyl  isocyanuratc ;  yields 
t  yanuric  acid  on  warming  with  IICl.  Pb  salt 
^ind  C^H^I  yield  triethyl  cyanuratc,  bnt  if 
<  '  .HrJ  contains  free  I,  triethyl  v'socyanurate  also 
formed. 

Ethyl  iAocyanuratc,  Tfictliijlcarhimide 
(CaH^NCO);,;  m.p.  95°;  b.p.  276°  ;  absorption 
spectrum  (Hartley,  Dobbie  and  Walker,  Chem. 
Soc.  Trans.  1901,  849) ;  heat  of  formation 
(Lemoult,  Compt.  rend.  125,  869).  By  poly- 
merisation of  C'.,H5NC0(H.  I),  and  W.);  also 
from  potassium  cyanate  or  cyanurate,  or  from 
Pb  salt  of  the  diethyl  ester  and  KCH-SO  ; 
by  heating  ethyl  cyanurate  at  180°-200° ; 
together  Avith  ethyl  cyanurate  from  silver 
cyanurate  and  CHjT  (Habich  and  Limpricht, 
Aunalen,  109,  102'). 

Rhombic  prisms  (Rammelsberg,  .J.  1857, 
273  ;  Pock,  Ber.  19,  2076)  moderately  soluble 
in  hot  water,  readily  so  in  alcohol.  KOH 
yields  N{C,H5)H.,  andK/JOj. 

Dielhijl  isocyanurate,  Diethylcyanuric  acid 
H(jSIC0)3(C2H5),.  m.p.  173°.  Obtained  in  pre- 
paring the  triethyl  ester  (Habich  and  Lim- 
pricht, I.e.)  ;  together  with  cyanuric  acid  by 
heating  anhydrous  mono-potassium  cyanurate 
with  CJl.l  at  170°-180°  (Ponomarew,  Ber.  18, 
3270)  ;  by  heating  diethyl  cyanurate  (Hofmann, 
ibid.  19,  2078). 

Hexagonal  columns,  readily  soluble  in  hot 
water,  alcohol,  and  ether,  sparingly  so  in  cold 
water.  Yields  COj  and  N(C2H5)H2  by  heating 
in  a  sealed  tube  at  100°.  Pb  salt  and  C2H.I 
yield  ethyl  i.socyanurate. 

Ethyl  ferroeyanide  (C;„H5)jFc(CN)„.  From 
Ag4Fe{CN)s  and  C2H5I  (Freuud,  Ber.  21,  935). 
Rhombic  crystals  from  CHCI3,  easilj'  soluble  in 
water  and  alcohol,  insoluble  in  ether,  ligroin, 
and  CSj.  Decomposed  at  212°-214°,  with  forma- 
tion of  ethyl  i.wcj'anide.  The  aqueous  solution 
gives  a  deep  violet  tint  with  FeCIla,  and  a  white 
precipitate  with.  HgCl^.  Molecular  weight  by 
cryoscopic  method  indicates  the  monoraolecular 
formula  (Buchbock,  Zeitsch.  phj'sikal.  Ohem.  23, 
157). 

Ethyl  fluoride  CaH^F.  Obtained  impure  by 
action  of  OaF  andH,S04  upon  G0H5OH  (Reiosch, 
.J.  pr.  Chem.  1840,  19,  314);  by  heating  KC^HjSi 
and  KF-HF  (Fremy,  Compt.  rend.  1854,  38, 
393).  Prepared  pure  from  AgF  and  CoH,,I 
Moissan,  Ann.  Chim.  Phys.  1890,  [0]  19,  272). 
Colourless  gas  with  ethereal  odour,  liquefying 
at  —32'  imder  atmospheric  pressure.  Burns  in 
air  with  a  blue  flame.  Readily  soluble  in 
CoH.Br,  C2H5T,  C^H^-OH,  and  ether.  Decom- 
posed at  100°  by  heating  with  KOH  in  a  sealed 
tube  into  KF,  CHjOH.'and  ether. 

Ethyl  formamide  H  C'0NHC,H5 ;  b.p.  199° ; 
sp.gr.  0-952  at  21°.  By  distilling  an  aqueous 
solution  of  H'COONH3(C2Hr,) ;  separates  from 
distillate  upon  addition  of  KOH  (Linnemann). 
By  action  of  NH2(C2H5)  upon  CCI3CHO 
(Hofmann,  Ber.  5,  217)  ;  a  tliick  colourless 
liquid. 

Ethyl  formate  H-COXl^H-  ;  b.p.  54-4°  at 
760  mm.,  sp.gr.  0-9376  at  0°/4°  ;  b.p.  53-4°- 
.53-6°  at  754-5  mm.,  sp.gr.  0-8731  at  53-4°/4° 
(R.  Schiff,  Annalen,  220,  106) ;  b.p.  at  760  mm. 
54-3°,  sp.gr.  0-9480  at  0°/4°  ;  critical  tempera- 
ture,  235-3° ;    critical  pressure,   35,550  mm. 


(Young  and  Thomas,  ('horn.  Soc.  Trans.  1S93, 
1193).  (Ja ijiUarity  constant  at  boiiing-poiut,  a- 
=  4-52S  (Schiff,  Annalen,  223,  75) ;  H.C.  p. 
.•{88  cals.  (Bcrthelot,  O-icr)  391-7  (Delepine). 

By  distilluig  a  mixture  of  6  parts  alcohol  (90 
p.c. ),  7  jmrts  sodium  formate  and  10  parts  (cone. ) 
HoSO,  (fjiebig)  ;  by  distilling  a  mixture  of  ethyl 
o.xalate  with  oxalic  acid  (Lijwig,  J.  1861,  599); 
by  heating  a  mixture  of  glycerol,  oxalic  acid, 
and  alcohol  in  a  reflux  condenser,  and  then  dis- 
tilling (Lorin,  BuU.  Soc.  chim.  [ii.]  5, 12).  On  the 
largo  scale  a  mixture  of  9  parts  of  starch  and 
29  parts  of  MnO.^  (of  85  p.c.)  is  heated  with  28 
parts  of  H2SO4,  5  parts  H3O,  and  15  parts  of 
alcohol  (85  p.c.)  (Stinde,  Dingl.  poly.  .J.  ISl, 
402). 

A  mobile  colourless  liquid  with  a  pleasant 
aromatic  smell ;  is  used  for  flavouring  arrack  and 
rum  ;  is  decomposed  by  water,  for  which  it  has 
strong  affinity.  Sodium  in  absolute  ether 
decomposes  it  into  CO,H  and  CH^ONa  (Freer 
and  Sherman,  Amer.  Chem.  J."  18,  581).  CI 
forma  with  it  in  sunlight  diddorefliyl  formate 
H-COjCjHjCL,  a  colourless  oily  liquid,  decom- 
posed on  heating,  and  whicla  by  action  of 
alkalis  is  decomposed  into  acetic,  formic,  and 
hydrochloric  acids.  By  further  action  of  CI  in 
sunlight,  fercldorethyl  formate  Cl-COaCClj,  b.p. 
200°,  sp.gr.  J-705  at  18°,  is  formed  'Clo'ez,  Ann. 
Chim.  Pliys.  [3]  17,  297). 

Ethyl  hydrate  v.  Alcohol. 

Ethyl  hydride.  Ethane,  Dimethyl  C2H5 
(Frankland  and  Kolbc,  Chem.  Soc.  Trans.  1,  60)  ; 
m.p.  —171-4°;  b.p.  at  749  mm.  -85-4°  (Laden - 
burg  and  Kriigel,  Ber.  32,  1821).  Gas;  sp.gr. 
1-036,  condensed  at  4°  and  46  atmospheres 
pressure  (CaiUetet,  J.  1877,  68) ;  critical  con- 
stants {v.  Hainlen,  Annalen,  282,  245  ;  Olszewsid 
Ber.  1894,  27,  3306;  and  Keunen,  Chem. 
Zentr.  1897,  ii.  540) ;  sol.  in  water  at  t° 
9 -4556 - 0 ■35324< + 0 -00627 8/. - 

(1)  JQQ 

S-710-0-33242«+0-00603<2 
100 

(1)  Schickendantz  (Annalen,  109,  116),  (2) 
Bunscu  (Gasometry).  Sol.  in  alcohol=l-5 
(  Berthelot,  J.  1867,  344);  H.C.  p.  373-3  Cals. 
(Th.)  =  372-3  (Berthelot,  Ann.  Chim.  Phys.  [6] 
30,  559);  H.F.  (from  amorphous  C)  =  ll-7 
Cals.  (B.);  occurs  in  crude  petroleum. 

Pittsburg  gas  consists  of  ethane  mixed  with. 
a  little  CH4  and  COo,  and  is  used  for  smeltuag  and 
lighting  jjurposes. 

By  action  of  K  upon  C0H5CN,  also  by  action 
of  -Hater  upon  Zn(C2H5)2  (Frankland  and  Kolbe, 
Chem.  Soc.  Trans.  3,  338) ;  by  action  of  Zn  upon 
C2H5I  in  presence  of  A\'ater  ;  by  electrolysis  of 
acetic  acid  or  acetates  (Kolbe.  Annalen,  69,  279) ; 
by  heating  9  parts  of  CHjI  with  2-6  parts  of 
AICI3  to  140°  or  150°  (K;.bnlein,  Ber.  16,  562) ; 
by  action  of  Hg(CoH5)2  upon  H2SO1  (Schorlem- 
mcr,  Annalen,  132,  234) ;  by  heating  an  excess 
of  BaOa  with  acetic  anhydride  and  sand  (Schiit- 
zenberger,  Zeitsch.  Cihem.  1865,  703  ;  Darling, 
Annalen,  150,  210)  ;  by  the  action  of  nascent 
H  (from  ZnCu  couple  or  Zn  dust)  upon  a  mixture 
of  C2H5I  and  C2H5OH  (Sabanejefl^,  Ber.  9,  810). 
By  reducing  C2H4  or  C2H2  with  H  in  presence 
of  reduced  Ni  (Sabatier  and  Senderens,  Compt. 
rend.  124.  1360;  128,  1173).  From  Ett  and 
potassium  hydride  in  sealed  tubes  at  180°-200'' 
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(Moissan,  ibid.  134,  380).  Roducod  Ni  at  325° 
ineaks  ethane  up  into  C  and  CH4  (Bertlielot). 

Ethyl  iodide  O2H5I  (Gay-Lussac,  Ann.  Chiiu. 
Plivs.  i  1]  91,  89  :  Scrullas;  ibid.  [2]  25,  323  and 
42,-119;  Franklaud,  Chem.  Soc.  Trans.  2,  263  ; 
.3,  32);  m.p.  -118"  (Schneider);  b.p.  72-34° 
(Linnemann,  ^\nnalen,  160,  204),  b.p.  71-3° 
(Andrew.s),  71-6°  (Frankland),  b.p.  at  756  mm. 
71-9°-72°  (Linebarger) ;  .sp.gr.  1-9444  at  14-5° 
(L.),  1-9755  atO°  (Pierre).  1-9309  at  15°  (Mende- 
IJeff),  sp.gr.  1-1810  at  72-2°/4°  (8chi£E), 
sp.gr.  1-96.53  at  4°,  1-9433  at  15°,  1-9243  at  25° 
(Perkin) ;  V.D.  5-417  (Marchand). 

From  alcohol  and  HI  (Gay-Lussac) ;  from 
alcohol,  iodine,  and  phosphorus  (Serullas).  Per- 
sonne  (Compt.  rend.  42,  468)  suggested  the  use 
of  red  P,  and,  according  to  Beilstein  (Annalen, 
126,  250),  1  part  red  P  and  5  parts  of  alcohol 
(90  p.c.)  aro  placed  in  a  retort,  and  10  parts  of 
iodine  slowly  added.  After  24  liours  the  CjHjI 
is  distilled  off,  washed  ^\'ith  NaOH  solution  and 
with  water,  and  dried  over  CaCL.  Crismer 
(Ber.  1884,  649)  dissolves  I  in  liquid  paraffin 
adds  vellow  P  and  then  alcohol.  Walker 
(Chem."  Soc.  Trans.  1892,  717  ;  rf.  ibid.  1905, 
1596)  obtains  a  93  p.c.  yield  from  alcohol, 
iodine,  and  equal  parts  of  red  and  yellow  phos- 
phorus. Prepared  in  quantitative  yield  by 
adding  Et2S04  slowly  to  a  warm  concentrated 
aqueous  solution  of  KI  (Weinland  and  Schmid, 
D.  R.  P.  175209).  Also  from  action  of  HI  upon 
ether  (Cottrel  Rogers),  and  together  with  iodo- 
form and  Nal  by  electrolysis  of  a  solution  of 
20  grams  C^HjCOONa,  and  20  grams  KI  in 
20  c.c.  of  water  (Miller,  Hofer,  and  Reindel). 

CjH-I  is  a  colourless,  pleasantly  smelling 
liquid,  almost  insoluble  in  water,  but  miscible 
with  alcohol  and  ether.  It  precipitates  silver 
from  its  solutions  in  the  cold,  easily  forms  double 
compounds  ■nith  silver  salts,  metals,  and  am- 
monia. Br  displaces  the  I,  and  forms  CjHjBr  ; 
CI  forms  C0H5CI  (Dumas,  Stas,  Annalen,  35, 
162).  ICl  forms  C2H5CI  and  I,.  HCl  has  no 
action,  but,  on  the  contrary,  C^HjCI  is  decom- 
posed by  HI  into  CHjI  and  HCl  (Lieben, 
Zeitsch.  Chem.  1868,  712).  By  action  of  HI 
at  150°,  ethane  and  iodine  are  formed.  HNO3 
also  causes  the  separation  of  I  (Marchand,  J.  ])r. 
Chem.  1884,  33,  186).  Metallic  Ag  abstracts  I, 
and  leaves  butane  (C.,H,„).  By  heating  with 
water  to  150°,  we  get  alcohol  (Rcynoso,  J.  1856, 
667) ;  with  excess  of  alcohol  yields  ether  and 
some  C.^Hi  (Lieben,  Rossi,  Annalen,  158,  166). 
Is  gradually  turned  brown  by  exposure  to  Ught, 
owing  to  formation  of  free  I  and  liberation  of 
butane  (Frankland,  Chem.  Soc.  Trans.  3,  322). 
In  presence  of  mercurj'  the  reaction  is  much 
more  rapid,  owing  to  combination  of  the  liberated 
I  with  Hg.  Is  used  largely  for  the  preparation  of 
other  ethyl  compounds. 

Ethyl  nitrate  CaHj-O-NOa,  Nitric  ether ;  m.p. 
-112°  (Schneider);  b.p.  86-3°  at  728-4  mm.; 
sp.gr.  1-1.322  at  0°,  1-1123  at  15-.j°  (Kopp. 
Annalen,  98.  367);  b.p.  87-6°;  sp.gr.  1-1.305 
at  4°,  1-1159  at  15°,  1-1044  at  2.5°  (Perkin); 
H.F.p.  =  40,870  ;  H.F.v.  =  38,7.50  ;  H.C.  = 
325,  690  (Th.  4,  214).  Obtained  from  alcohol 
by  the  action  of  nitric  acid  in  presence  of  some 
substance  which  will  destroy  nitrous  acid,  e.g. 
urea  (MiUon,  Ann.  Chim.  Phys.  [3]  8,  233). 

Preparation. — 400  grams  of  pure  nitric  acid 
(sp.gr.  1-40,  previously  heated  with  1  p.c.  of 


urea  in  order  to  destroy  lower  oxides  of  nitrogen) 
are  mixed  with  300  grams  absolute  alcohol  and 
100  gi-ams  of  urea  nitrate,  and  distilled  ;  when 
half  tho  liquid  has  ilistilled  off,  a  mixtiu'e  of 
400  grams  of  nitric  acid  and  300  grams  of  alcohol 
is  allowed  to  drojD  mto  the  retort  and  the  distil- 
lation continued  (Lossen,  Annalen,  Supjjl.  6,  220). 

Silver  nitrate,  heated  with  ethyl  iodide  (or 
bromide)  and  alcohol,  yields,  not  ethyl  nitrate, 
but  the  nitrite,  together  with  aldehyde  (Bertrand, 
Bull.  Soc.  cMm.  33,  [ii.]  566).  If,  however,  EtI 
be  added  gradually  to  powdered  AgNOj,  kept 
co(j1.  a  theoretical  yield  of  EtNOj  is  formed 
(Von  Biron,  J.  Russ."  Phys.  Chem.  Soc.  30,  667). 

Ethyl  nitrate  is  a  colourless  liquid  ■\\ith 
pleasant  odour  and  taste  ;  almost  insoluble  in 
Mater,  but  miscible  Math  alcohol  and  ether. 
Ammonia  forms  ethylamine  nitrate  ;  nascent 
hydrogen  yields  hydroxylamine  and  other  bases 
(Lossen).  Sulphuretted  hydrogen  yields  mer- 
captan  (Kopp,  Annalen,  64,  320).  Alcoholic 
potash  decomposes  it  with  separation  of  crystals 
of  potassium  nitrate. 

Ethyl  nitrite  CaHj-O-NO,  Nitrous  ether  ;  b.p. 
16-4°  (Licbig),  17°  (Mohr,  J.  1854,  561  ;  Brown, 
Pharm.  J.  15,  400),  17-5°  (Dunstan  and 
Dvmond,  ibid.  18,  861);  sp.gr.  0-900  at  15-5° 
(Br.):  0-917  at  0°/0°  (D.  and  D.)  ;  H.F.p. 
=  30,610  ;  H.F.v.  =  28,870  (Th.  4,  217). 

This  body  was  discovered  in  1681  by  Kunkel. 
Obtained  from  alcohol  by  action  of  nitric  acid, 
especially  in  presence  of  some  oxidisable  matter, 
e.g.  copper. 

Preparation. — 500  grams  of  potassium  nitrite 
and  1  litre  alcohol  (45  p.c.)  are  mixed  and 
cooled  by  meaiis  of  ice  ;  a  mixture  of  sulphuric 
acid  (500  grams),  water  (500  grams),  and  alcohol 
(500  grams)  is  then  slowly  dropped  in,  the  heat 
produced  volatilises  the  ether,  which  is  con- 
densed in  an  efficient  condenser  (Feldhaus, 
Annalen,  126,  71).  Dunstan  and  Dymond 
[I.e.)  recommend  that  34-5  grams  sodium  nitrite 
in  120  grams  water  be  slowly  mixed  with  a 
mixture  of  13-5  grams  of  suljihuric  acid  with  32 
grams  alcohol  and  about  75  c.c.  water  kept  cool 
by  ice.  The  ethyl  nitrite  separates  out  as  a 
layer  floating  on  the  surface.  As  thus  prepared, 
the  liquid  contains  only  trace  of  alcohol,  i'rom 
which  it  is  freed  by  shaking  with  water.  Alkali 
ethyl  sulphates  react  w  ith  alkali  nitrites,  \  iolding 
nitrous  ester  and  nitroetliane  (Ray  and  Neogi, 
Chem.  Soc.  Trans.  1906.  1900).  Also  formed  by 
the  interaction  of  MgSO,,  NaNO.^,  and  C2H5OH 
(Matuschek,  Chem.  Zeit.  1905,  29,  115). 

Ethyl  nitrite  is  a  mobile  liquid  \\ith  a  plea- 
sant ethereal  smell  and  taste,  liable  to  undergo 
decomposition,  especially  in  presence  of  water. 
It  can  be  preserved  if  mixed  with  alcohol  and  a 
small  quantity  of  glycerol.  It  is  decomposed  by 
sulphides  in  accordance  with  tho  following  equa- 
tion : 

CaH-,N02+3H,S=Nll3  +  C2H,0+H,0  +  3S 

(Kopp,  Annalen,  04,  321). 

It  is  slightly  soluble  in  -Hater  and  miscible 
with  alcohol.  Mixed  with  alcohol  it  constitutes 
the  'sweet  spirit  of  nitre,'  spiritus  celheris  nilrosi, 
of  the  British  Pharmacopa-ia,  which  is  thus  prc;- 
pared  :  1  pint  of  rectified  si^irit  is  mixed  with 
2  fluid  ozs.  of  sulphuric  acid  and  2|  ozs.  of  nitric 
acid.  Tho  mixture  is  run  into  a  retort  containing 
2  ozs.  of  fine  copper  wire.    12  ozs.  are  distilled 
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off  at  77°.  I  oz.  more  of  nitrio  acid  is  then 
added,  and  3  ozs.  more  are  distilled  off.  The 
distillate  is  then  mixed  with  2  pints  of  rectified 
spii-it. 

Ethyl  oxide  {C,!!.)^^,  Ether,  Eihyl  dlur, 
Vinic  ether ;  formerly  called  Sulphuric  ether. 
Phosphoric  ether,  &c.,  according  to  the  acid 
used  in  its  preparation;  m.p.  — 117'6''  (Archi- 
bald and  Mclntosli),  m.p.  —  112  fi°  (Ladenburg, 
and  Krugel) ;  b.p.  34-97°  (Regnault),  34-6°  at 
7fi2  mm.  (Schili,  Annalen,  220,  332),  34-9° 
(Kopp);  sp.gr.  0-7360  at  0°,  0-7185  at  17-.5° 
(Eager),  0-U950a.t  34-674°  (Sc-hitf),  0-7024  at  15°, 
0-7099  at  25°/25°,  0-7201  at  15°/15°  (Perkin, 
Chem.  Soc.  Trans.  45,  474),  sp.gr.  0-71982 
at  15°/16°  (Wade  and  Finnemore),  sp.gr. 
0-7183  at  17-1°  (Briihl),  sp.gr.  0-70942  at  25° 
(Linebarger) ;  M.M.  =  4-777  at  20°  ;  freezes  at 

—  129°  to  a  crystalline  mass,  which  melts  at 

—  117-4°  (Olzewski',  Monatsh.  5,  128);  capil- 
larity constant  at  b.p.  a-  =  4-521  (Schilf )  ; 
S.  at  17-5°  =  8  ;  critical  temperature,  194°  ; 
critical  pressure,  35-61  atmospheres  (Ramsay 
and  Young).  Vapour  tension  67-49  mm.  at 
-20°  ;  182-34  jnm.  at  0°  ;  286-4  mm.  at  10°  ; 
433-2  at  20°  ;  636-3  at  30°. 

The  preparation  of  ether  from  alcohol  and 
sulphuric  acid  was  first  described  by  Valerius 
Cordus  (1540),  and  the  method  of  making  this 
'  oleum  vitrioli  dulce  '  was  published  in  1552 
by  Conrad  Gessner.  Frobenius,  1730,  named 
it  sulphuric  ether.  Val.  Rose  (Scher.  J.  4,  253) 
showed  that  it  contained  no  sulphur,  but  its 
composition  was  first  made  out  by  Saussuro 
and  also  by  Dumas  and  BouUay  (Ann.  Chini. 
Phys.  [2]  36,  294).  Its  constitution  was  fii'st 
studied  by  Liebig  (Annalen,  60,  31  ;  23.  39) 
and  Regnault  (Ann.  Chim.  Plivs.  [2]  71,  352). 
Williamson,  in  1850-51  (B.  A".  1850,  65,  and 
Phil.  Mag.  [3]  37,  350),  established  the  views 
now  held  as  to  its  constitution  and  formation. 

Formation. — From  alcohol,  by  action  of 
phosphoric  or  arsenic  acid  (Boullay) ;  by 
action  of  boron  fluoride  (Desfosses,  Ann. 
Chim.  Phys.  [2]  36,  294);  of  ZnCL  (Masson, 
Annalen,  31,  63) ;  of  SnCl^,  and  other  metallic 
clilorides  (Kiihlmann,  ibid.  33,  97,  192).  From 
alcohol  by  heating  with  dry  NH/'l  to  260°^00° 
(Berthelot,  Annalen,  83,  110).  From  C.HjNaO 
and  C.HjI  (Williamson).  From  alcohol  and 
HCl.  llBr,  or  HI  at  200°  or  240°,  or  liy  heating 
alcohol  with  ZnCl,,  Snt'lj,HgCL,  CaClj,  MgSO^, 
or  chrome  alum  to  300°  (Reynoso,  Ann.  Chim. 
Phys.  [31  48,  385).  Also  from  CoH^Br  or  C^HJ 
and  HgO  (Reynoso),  or  from  CH^I  and  Na,0 
(Green,  Bull.  Soc.  chim.  [ii.]  29,  458). 

The  continuous  method  now  adopted  is  due 
to  Boullay  (J.  Pharm.  Chim.  1,  97),  and  the  true 
cx])lanation  of  the  action  ^^as  first  given  by 
Williamson  {I.e. ).  The  alcohol  and  sulphuric  acid 
tirst  form  C.H^HSO^  and  li„0,  and  then,  by  the 
action  of  tloH5HS04upon  more  alcohol,  (C,H5),0 
and  HjSO.,  are  formed.  That  this  is  true 
Williamson  ]3roved  by  using  amyl  sulphuric  acid 
and  eth\  l  alcohol,  -when  amyl-ethyl  ether  ^sas 
produced  {cf.  Prunier,  J.  Pharm.  Chim.  1897, 
5,  513).  Addition  of  Al2(S0.,),  increases  rate  of 
production  of  ether  owing  to  catalytic  action 
(Senderens,  Compt.  rend.  l'910,  151,  392). 

Preparation.-— 'Bovi]la,y''s  method  is  usually 
employed.  A  mixture  of  9  parts  H2SO4  with  5 
parts  of  alcohol  (90  p.c.)  is  placed  in  a  retort, 


and  alcohol  is  slowly  drojipcd  in  and  the  tem- 
perature is  maintained  between  130°  and  140°. 
An  ii'on  retort  lined  with  lead  is  usually  em- 
ployed, and  the  ordinary  mercui-ial  thermometer, 
which  is,  of  course,  liable  to  fracture,  is  replaced 
by  a  bulbed  tube  containing  some  non-cU-ying  oil. 
The  tube  is  then  either  exhausted  by  the  air- 
pump,  and  hermetically  sealed,  or  its  open  end 
is  closed  by  a  plug  of  cotton  wool,  and  two  marks 
are  made  on  the  tube  corresponding  to  positions 
of  the  surface  of  the  oil  at  130°  and  140°  resjiec- 
tively.  In  order  to  avoid  risk  of  ex]ilosion  by 
contact  of  the  vapour  with  direct  flame,  coils  of 
lead  tubing,  conveying  superheated  steam  or  the 
vajjourof  some  liquid  of  high  boiling-point  [e.g. 
coal-tar  phenol),  are  used  as  a  source  of  heat. 
The  distillate  is  treated  with  milk  of  lime  or  so- 
lution of  soda  in  order  to  remove  the  SO  2  which 
is  always  simultaneously  formed.  It  is  then 
rectified  in  an  apparatus  devised  by  Mohr, 
which  consists  of  a  still  from  which  the  vapour 
is  led  tlirougli  a  vessel  kept  at  38°  by  warm 
water.  Here  the  alcohol  and  water  vapours  are 
condensed,  and  the  ether  passes  over,  and  is 
condensed  in  an  efficient  condenser. 

By  means  of  an  apparatus  devised  by  Sou- 
beiran,  ether  can  be  prejiared  in  a  fairly  pure 
state  by  one  operatifin.  A  mixture  of  about 
30  lbs.  of  H,S04  with  20  lbs.  of  alcohol  of  85  p.c. 
is  heated  rapidly  to  130°  in  a  copper  still,  to  the 
bottom  of  which  two  tubes  convey  alcohol  from 
a  tinned  copper  reservoir.  The  neck  of  the  re- 
tort (which  is  of  lead)  is  connected  with  the  first 
condenser,  which  is  a  copper  vessel  kept  warm 
by  aUowig  the  waste  water  from  the  worm  tub 
(where  the  ether  is  condensed)  to  flow  over  the 
outside  of  it.  Here  the  steam  and  vapour  of 
alcohol  are  condensed,  and  the  liquid  formed  can 
be  drawn  off  from  below  by  means  of  a  stopcock. 
The  ether  vapour  then  passes  on  to  the  purifier, 
which  consists  of  a  vessel  fiUed  v.'ith  wood  char- 
coal saturated  with  a  solution  of  caustic  soda, 
which  not  only  removes  the  SO^,  but  also  absorbs 
the  oil  of  wine'.  The  pure  ether  passes  on,  and 
is  condensed  in  a  weU-cooled  worm.  The 
greatest  j'ield  of  ether  is  obtained  at  140°-145°  ; 
below  this  temperature  the  yield  is  less,  and 
above  this  much  SO,,  is  evolved  (Prescott 
]  and  Norton,  Amer.  Chem.  J.  6,  243).  Other 
ajiparatus  Imve  been  described  bv  Ainiara- 
tone  (Fr.  Pat.  408089  ;  J.  Soc.  Chem.  Ind. 
1910,  592)  and  Fritzsche  (Zeitsch.  anal. 
Chem.  1897,  30,  298).  Sulphuric  acid  has  been 
largely  replaced  by  benzenes\dphonic  acid  in 
this  preparation  (Krafft,  Ber.  26,  2831  ;  D.  R.  P. 
09115;   Frdl.  iii.  11). 

Commercial  ether  contains  water,  alcohol, 
aldehyde,  and  vinyl  alcohol.  The  last  may 
be  removed  by  shaldng  with  water  or  treat- 
ment with  bromine,  phenylhydrazine,  or 
potassium  hydroxide  (Poleck  and  Thiimmel, 
Ber.  22,  2863),  and  the  other  impurities  by 
treatment  \vith  dry  Fe(OH).>.  jn-epared  from 
crj'stallised  FeSO^.  and  an  equimolecular  weight 
of  powdered  lime  (Gaborini,  BuU.  Assoc.  Cliim. 
Sucr.  Dist.  1909,  26,  1165) ;  by  treatment  ^yith 
potassium  hydroxide  and  powdered  potassium 
permanganate,  and  finally  drying  with  calcium 
chloride  (Fierz  ;  Wade  and  Finnemore,  Chem. 
Soc.  Trans.  1909.  1842  ;  Francois,  Chem. 
Zentr.  1897,  ii.  144;  Fritsch,  Chem.  Zeit.  1909, 
33,    759).    Phosphorus    pentoxide    may  be 
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substituted  for  caloium  cliloridc  (Liebcn,  Anna- 
len,  Suppl.  7,  218).  (For  other  methods,  v. 
Ouigues,  J.  Pharm.  Cliira.  1906,  2^,  204  ;  and 
Ekenberg,  Zeitsch.  anal.  Clioiu.  30,  245.) 

Wade  and  Finnemore  (I.e.)  find  that  ether 
and  water  form  a  binary  mixture,  b.p.  34-1 5", 
containing  1-3  p.c.  water,  and  that  slight  traces 
of  alcohol  greatly  increase  the  solubility  of 
water  in  ether.  1  gram  ether  dissolves  0  023 
gram  water  at  15''-20°  and  0-019  at  10°  (<■/. 
Sohunke,  Zeitsch.  physikal.  Chem.  14,  331  ; 
Napier,  Bull.  Soc.  chim.  29  [ii.]  129) ;  1  gram 
water  absorbs  at  0°,  0-12465  ;  at  10°,  0-09699  ; 
at  20°,  0-07487  ;  at  30°,  0-06370  gram  ether 
(Schunke,  I.e.  ;  Tolloczko,  Ber.  28,  808  ;  Klobbie. 
Zeitsch.  physikal.  Cheni.  24,  61.'5 ;  Osaka,  J. 
Soc.  Ohem.  Ind.  1909,  625).  If  ether  be  shaken 
vfith.  an  equal  volume  of  CS^,  a  turbidity  is 
produced  if  water  bo  present. 

Decompositions. — Ft  black,  CrOj  or  HNO, 
oxidise  ether  to  acetic  acid ;  ozone  produces 
ethyl  peroxide.  Ether  vapour  and  air  at  100°, 
in  the  presence  of  a  copper  catalyser  and  pluti- 
num-black,  yield  acetaldehyde  and  formalde- 
hyde (Orlow,  J.  Russ.  Phys.  Chem.  Soc.  1908,  40, 
799;  f/.  Legler,  Annalen,  217,  382).  When 
ozonised  oxygen  is  passed  into  ether,  a  solution  is 
obtained  containing  CjHoO;,  C2H4O2.  and  HjOj, 
also  a  small  quantity  of  CHjOa  (A.  W.  Wright). 
Ether  combines  with  H2SO4  to  form  C.2H5HSO4  ; 
by  action  of  SO3  we  first  get  (02115)2804,  but  by 
excess  of  SO.,,  CjHjHSjO,  and  a  small  quantity 
of  a  body  of  the  composition  0112(80,02^5)2 
are  formed.  Whcii  ether  is  heated  with  ^atei- 
and  a  small  quantity  of  HjSO^  to  150°-180°, 
alcohol  is  formed  (Erlenmeyer,  Zeittch.  Chem. 
1868,  343).  According  to  Lieben  (Annalen,  165, 
136),  the  reaction  goes  on,  though  very  slowly, 
M  ithout  H2SO4,  and  at  the  ordinary  temperature. 
Ether  combines  easily  with  HI  and  yields  OjHjI 
(Silya,  Ber.  8,  903),  and  is  decomposed  by  heat- 
ing with  zinc-dust  into  CjH,,  anil  water  (Jahn, 
Monatsh.  1 ,  675) ;  bromine  and  aqueous  ether 
yield  bromacetaldehyde  (Maugin,  Corapt.  rend. 
1908,  147,  747). 

A  hydrate  (02H5)2O,2H2O  is  known  ;  it  is  a 
solid  body,  which  only  exists  below  —3-5°,  and  is 
obtained  by  the  rapid  evaporation  of  aqueous 
ether  on  filter  paper  (Tanret,  Bull.  Soc.  chim. 
30,  505;  Compt.  rend.  87,  705).  Dry  ether 
and  chlorine  at  —80°  yield  a  white  crystal- 
line chloride  (C.2H5)20Cl2,  m.p.  —51°  ;  bromine 
similarly  yields  a  reddish-yellow  bromide 
(0,H5)20Br2,  m.p.  -40°  (Mcintosh,  Chem.  Soc. 
Trans.  1905,  789).  A  bromide  (02H5)20Br3, 
red  plates,  m.p.  22°,  is  also  known  (Scbutzen- 
berger,  Annalen,  167,  86). 

Ether  combines  with  various  metallic  salts  and 
forms  crystalline  bodies,  e.g.  BeClj,  2(02H5)20, 
large  prisms  (Atterberg,  Ber.  9,  856) ; 

HgBr2,3(C2H,)20 

(Nickles,  J.  1861,  200);  AlBr3,(02H5)20  (N.). 
TiCl„(C2H5)20  ;  crystaUine  ;  m.p.  42°-45°  ;  b.p. 
118°-120°,  decomposes  into  TiCl3(002H5) 
(Bedson,  Annalen,  180,  236  ;  Chem.  Soc.  Trans. 
1876,  1,  311). 

Properties. — A  colourless  mobile  liquid  with 
pleasant  smell.  VoIatUises  very  quickly,  and 
by  so  doing  produces  great  cold.  It  ia  extremely 
inflammable,  and  its  vapour,  which  is  very 
heavy,  forms  an  explosive  mixture  with  air. 


Ether  is  readily  soluble  in  concentrated  Hf'l 
solution  (Draper,  Ohem.  News,  35,  87),  and  in 
concentrated  HoSOj,  from  which  it  is  separated 
by  addition  of'ico  (Ricdel,  D.  B.  P.  52982. 
Frdl.  ii.  551).  It  is  miscible  with  almost  all 
organic  liquids,  and  with  liquid  CO 2.  It  is  ;i 
good  solvent  for  resins,  fats,  alkaloids,  &c.,  and 
sulphur  and  phosphorus  dissolve  in  it  to  a  small 
extent.  It  also  dissolves  I  and  many  salts, 
e.g.  FejOIg,  HgOU,  PtCli,  and  many  gases,  not- 
ably ammonia. 

Its  vapour  when  inhaled  produces  insensibi- 
lity (Faraday,  1818),  and  it  is  used  as  an  aniss- 
thetic  in  surgery.  It  is  also  occasionally  used  in 
surgery  for  producing  local  ansesthesia  ;  this  is 
done  by  directing  a  spray  of  ether  upon  the 
skin,  when  the  extreme  cold  produced  by  evapo- 
ration produces  complete  insensibility. 

It  is  also  used  as  a  solvent  in  the  preparation 
of  collodion,  in  the  extraction  of  tannic  acids,  of 
several  alkaloids,  &c. 

C'hlorino  acts  violently  upon  ether,  setting  fire 
to  it,  and  liberating  carbon  (Oruikshank).  If  the 
ether  be  kept  cool  by  ice,  and  in  the  dark,  sub- 
stitution products  are  obtained.  The  01  replaces 
the  H  atom  by  atom  from  one  ethyl  group  first, 
in    the    foUowing    order:  CHHHOHHOCH- 

•2  3  4     1  5 

(Lieben,  Annalen,  111,  121  ;  146,  180  ;  Abel- 
ganz,  164,  197 ;  Jacobsen,  Ber.  4,  216 ;  also 
Liebig,  Annalen,  1,  220  ;  Malaguti,  Ann.  Chim. 
Phys.  [2]  70,  338  ;  [3]  16,  5;  Fritsch  and 
Schumacher,  Annalen,  279,  302). 

Monochlorether,  MonocMorethyl  oxide 
OHj-OHCl-O-GaHs ; 
b.p.  97°-98°;  by  the  chlorination  of  ether 
(Lieben)  ;  by  saturating  a  mixture  of  aldehyde 
and  alcohol  with  HOI  (Frapolli,  Wurtz,  Annalen, 
108,  226) ;  by  the  action  of  PCI5  upon  acetal 
(Bachmann,  ibid.  218,  39).  It  is  decomposed  by 
HaSOiinto  HOI,  C2H4O,  and02H5-OH.  OaHjONa 
forms  NaCl  and  acetal ;  water  decomposes  it  into 
HOI,  aldehyde,  and  alcohol  (Laatsch,  Annalen, 
218,  30). 

Dichlorether,  DicMorethyl  oxide 
OH201-OH01-0  02H.; 
b.p.  140°-] 4.5°;  sp.gr.  1-174  at  23°;  by  action  of 
01  upon  ether  (Malaguti,  Annalen,  32,  15)  ;  by 
action  of  H(J1  upon  a  mixture  of  chloraldehyde 
ancl  O^H.-OH  (Nattercr,  Monatsh.  5,  496);  by 
action  of  HOI  upon  chloracetal  (N.). 

Dichlorether  is  decomposed  on  heating  in  a 
tube  into  OjH-Ol.and  other  products.  CjH  ONa 
forms  first  chloracetal  CH201-OH(OC2H-")2.'  By 
heating  with  excess  of  CaHjONa  in  sealed  tubes, 
ethyl  glycol  acetal  0H2(002H5)0H(002H.)2  is 
formed.  In  ethereal  solution,  Zn(0,H.).,  yields 
ethyl  chlorelher  OH,C1-OH(0.,H,)00.,H,";  b.p. 
141°;  sp.gr.  0-9735  at  0°.  "  With 'excess  of 
Zn{CM,).  we  get  CH.,(0.,H.)CH(02Hr)00.,H- ; 
b.p.  131-4°  at  749-6  mm.";  sp.gr.  0-7865  at  0° 
(Lieben,  Annalen,  178,  14).  Strong  caustic 
potash  forms  alcohol,  a  body  CgHjnCljOj,  a 
little  glj  coUic  acid,  and  two  isomeric  bodies  of 
the  composition  04H„0]02  (Albejanz,  ibid.  164, 
218) :  a-C^HfiClO^,  chloraldehyde  alcoholate 
CH2C1-OH(OH)0-C2H.,  b.p.  93°-95° ;  and  fi- 
C4H4CIO2  oxychlorether  OH20H-CH01-0-02Hj, 
also  formed  by  chlorination  of  ether  (Jacobsen, 
Ber.  4,  217),  b.p.  151°-155°.  With  NHj-OH  yields 
glyoxime(Hantzschand  Wild,  Annalen,  289,  293). 


R'I'TTYL. 


It  is  decomposed  by  water,  and  in  presence  ol: 
marble  yields  monochloracetaldehj'de  alcoliolate, 
which,  on  distillation,  gives  monochloraldehydo 
and  monochloracetal  (Fritsch  and  Schumacher, 
ibid.  279,  301). 

TrichIoretherCHCl.,-CHCl-0-C.,H,;  b.p.  167°- 
168°,  155°-158°  (Copaux),  170°-175°  (Oddo 
and  Mameli) ;  sp.gr.  1-3303  at  14°  (0.  and  M.), 
By  the  action  of  PGI5  upon  dichloraceta  1 
CHCl2-CH(OC2H5).,  (Krey,  J.  1876,  475)  ;  by 
hydrolysis  of  the  compound  formed  by  action  of 
ciilorine  on  triethyl  boric  ester  (Copaux,  Compt. 
rend.  127,  721);  by  chlorinating  a/3-dichloro- 
ethyl  ether  -with  1  molecule  of  CI  at  temperature 
of  boiling  saturated  salt  solution.  At  230°-240" 
in  a  sealed  tube,  yields  dichloroaldehyde  and 
(J2H5CI.  HCl  at  110°  for  6  hours,  and  distilla- 
tion with  concentrated  H2SO4,  yield  the  same 
products.  Conversely,  dichloroaldehyde  in  alco- 
hol with  HCl  yields  trichloroether.  BoUed  with 
water,  trichloroether  yields  acetaldehyde,  di- 
chloroacetaldehyde  hydrate  (m.p.  55°-56'', 
b.p.  96-5°-97-5°),  dicliloroacetal,  and  other 
very  complex  compounds  (Oddo  and  Mameli, 
Gazz.  chim.  ital.  33,  ii.  373 ;  also  ibid.  36, 
i.  480) ;  decomposed  by  heating  mth  CjHjONa, 
yielding  dichloracetal. 

TetrachloretherCCla'CHCl-O-CaH,;  b.p.  189-4° 
at  749-1  mm.,  79°  at  16  mm.,  189-7°  at  758-7 
mm.  ;  sp.gr.  1-4225  at  18°/4°  (Weber  and 
Foster,  J.  Amer.  Chem.  Soc.  31,  1410);  sp.  gr. 
1-4379  at  0°,  1-4182  at  15-2°.  Formed  by  action 
of  CI  upon  monochloretlier  in  contact  wath  I 
(Wurtz,  Vogt,  Zeitsch.  Chom.  1871,  689),  or 
of  chloral  alcoholate  CCl3-CH(OH)0-C2H,,  upon 
PCI 5  (Henry,  Ber.  5, 101,  435  ;  Patemo,  Pisati,  J. 
1872,  303).  From  trichlorvinyl  ethyl  ether  and 
chlorme  (Godefroy).  A  liquid  with  a  camphor- 
like  smeU,  decomposed  by  heatmg  with  water 
into  C-.H^OH,  HCl,  and  chloral.  Alcohohc 
KOH  forms  with  it  tridtlorvinyl  ethyl  ether 
CCI.2  :  CCI-O-C2H,.  Heated  wth  alcoho'],  forms 
tricliJoracetal  ( Pergami ). 

Pentachlorether.   Two  isomerides : 

(1)  CClj-CCla-O-CjHr,;  b.p.  190°-210°  with  de- 
composition; sp.gr.  1  -645  (Jacobsen,  Ber.  4,  217 ) ; 
by  action  of  CI  upon  trichlorvinyl  ethyl  ether  (v. 
su-pra)  (Busch,  Ber.  11,  445). 

(2)  CCl,-CHCl-0-CH2-CH„Cl;  b.p.  235°; 
sp.gr.  1-577  at  80°.  By  action  of  PCl^  on  a 
compound  of  chloral  and  glycol  chlorohydrin 

CCl3-CH(OH)0-CH2-CH2Cl 
(Henry,  Ber.  7,  763). 

Hexachlorether  CHCLj-CHCl-O-CHCl-CHCU; 
b.p.  250°;  byactionof  PClr,  upondichloraldchyde 
saturated  with  HCl  (Paterno,  Pisati,  J.  1871, 
.508). 

Octochlorether  CiHaClsO;  from  ethylidene 
oxychloride  and  CI  in  sunlight  (Roth,  Ber.  8, 
1017).    Camphor-like  smelling,  volatile  crystals. 

Perchlorether  (C.,C1.).,0  (Regnault,  Annalen, 
34,  27) ;  sp.gr.  1-900  at  14-5°  (Malaguti.  Ann. 
Chim.  Pliys.  [3]  16,  4)  ;  the  ultimate  product  of 
the  action  of  CI  upon  ether  in  sunlight,  is  a 
solid,  forming  orthorhorabic  scales,  m.p.  69°, 
which  possesses  a  smell  like  that  of  camphor. 
Decomposed  by  heating  at  300°  into  C2CI5  and 
CCI3-COCI ;  with  KjS  yields  perchlorvinyl  ether 
(CjCljjjO,  with  liberation  of  S  (Malaguti,  Ann. 
Chim.  Phys.  [3]  16,  19).  This  body  is  a  liquid, 
b.p.  210°,  sp.gr.  1-652  at  21°,  which  combines 


with  CI  in  sunlight  to  form  (C.,C1.)..0,  or  with  Br 
yielding  (C.Cl.iBrJ.O. 

Ethyl  peroxide  [V:M^)S>3^  produced  In'  lead- 
ing dry  ozono  into  absolute  ether  (Berthelot, 
Bull.  Soc.  chim.  ii.  30,  72),  is  a  thick  syrup  which 
does  not  solidify  at  —40°,  is  partially  volatile 
on  heating,  but  easily  explodes ;  is  miscible  with 
water,  by  which  it  is  decomposed  into  CoH-OH 
and  H2O2. 

Ethyl  phosphates. 

1.  Normal  ethyl  phosphate  (C.,H5)3P04  ;  b.p. 
215°  ;  sp.gr.  1-072  at  12°.  By  action  of  heat  on 
load  diethyl  phosphate  Pb(C,H,)4(P04).,  (Viigeli, 
Annalen,  69,  190) ;  from  C,H5l  anfl  Ag^POj 
(Clermont,  Ann.  Chim.  Phys.  [3]  42,  330)  ; 
from  POCI3  and  CaH.ONa  (Limpricht,  Annalen, 
134,  347);  from  PiO.-  and  absolute  alcohol 
(Carius,  ibid.  137,  '  121).  Colourless  liquid, 
miscible  with  and  slowly  decomposed  by  water, 
forming  diethyl  xihosphoric  acid. 

2.  Diethyl  phosjihoric  acid  (C2H5)2HP04,  a 
syrupy  liquid  obtained  by  action  of  P2O5  upon 
alcohol.  It  is  a  monobasic  acid,  and  forms  well- 
marked  salts,  e.g.  Ca[(CoH5).,P04]o,  crystalline 
needles;  Pb[(C2H5)2P04"]2 'needles",  m.p.  180°, 
soluble  in  water. 

3.  Ethyl  phosphoric  acid  H2(C2H5)P04,  an 
oily  liquid  decomposed  by  heating,  evolving 
(C.Hj),^  C.H-OH,  and  C2H4.  Equal  parts  of 
alcohol' (95  p.c.)  and  syrupy  H3PO4  arc  heated 
to  60°  or  80°,  diluted  with  water  and  neutralised 
with  BaCOj,  filtered,  the  Ba  salt  allowed  to 
crystallise,  and  then  decomposed  by  H2SO4 
(Pelouze,  Ann.  Chim.  Phys.  [2]  52,  37). 

Also  produced  by  action  of  P2O5  upon  ether 
or  alcohol  or  of  syrupy  H3PO4  upon  ether 
(Vogeli,  J.  1847-48,  694).  Forms  crystalline 
salts  with  the  metals  ;  of  these  the  lead  salt  is 
least  soluble. 

Ethyl  phosphites. 

1.  Triethyl  phosphite  {0.'i{^)iPO^  ;  b.p.  191° 
(or  188°  in  stream  of  H) ;  sp.gr.  1-075  at  15-5° 
(Railton,  Chem.  Soc.  Trans.  1855,  7,  216)  ;  from 
PCI3  and  alcohol  or  sodium  ethoxidc. 

An  ethereal-smelling  liquid,  which  absorbs  O 
and  is  converted  by  PC1-,  into  P0(0C.,H5)CL, 
FCI3.  and  C.,H,C1  (Geuther,  Hertz.  J.  1876, 
207).  By  heating  Mith  NaOCH-  yields 
Na(C.,H-).,PO,  ;  with  (C.,H,0).,0,  gives 

H2(C2H5)P03 

(Jaehne,  Annalen,  256,  269). 

2.  Diethi/l-phosphorou-s  acid  H(C.2H(;)2P03  ; 
b.p.  184°-185°  ;  sp.gr.  1-0749  (15-5°/4°).  From 
P4O6  and  CH.OH  (Thorpe  and  North,  Chem. 
Soc.  Trans.  1890,  634)  ;  from  PCI3  and  C.H5OH 
(Levitsky,  .1.  Russ.  Phys.  Chem.  Soc.  1903,  35, 
211);  from  CHjI  and  Pb3(P03)2  (MichaeUs 
and  Becker,  "Ber.  1897,  1005).  Colourless 
mobile  liquid  with  an  alliaceous  odour. 

3.  Ethyl-phosphorous  acid  H._,(C2Hr,)P03, 
very  unstable  syrupy  liquid  ;  obtained  by  action 
of  PCI3  upon  weak  alcohol  (Wurtz,  Ann.  Chim. 
Phys.  [3]  16,  218).  The  salts  do  not  crystallise 
well,  but  are  more  stable  than  the  acid. 

Chloride  of  ethyl-phosphorous  acid  C2H5POCI., ; 
b.p.  117-5°  (corr.);  sp.gr.  1-30526  at  0°/4° 
(Thorpe,  Chem.  Soc.  Trans.  37,  346) ;  from  PCI3 
and  C2H5-OH  (Menschutkin,  Annalen,  139,343); 
decomposed  by  water  into  HCl,  C^Hr/OH,  and 
H3PO3  ;  also  by  heating  to  165°  into  CoH,Cl,  P, 
PCI3,  and  PaO,'  (Chambon,  J.  1876,  205). 
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ETHYL. 


Diethyl  pyro-phospliorous  acid  is  nob  known,  1 
1)ut  the  zinc  salt  (C2H5)2P.,0,Zn  is  produced  when 
Zn(C2H.0o  is  heated  with'P^Oj  to  140°  (Billing, 
Zeitsch.'Chem.  1807,  266). 

Ethyl  selenic  acid  C2Hr,HSe04,  very  un- 
stable ;  produced  from  H2Se04  and  CgHjOH 
(Fabian,  Annalen,  Suppl.  1,  244).  The  salts  are 
also  unstable,  the  most  permanent  being  the 
strontium  salt ;  they  can  be  crystalhsed  with 
tlie  ethyl-sulphuric  acid  salts. 

Ethvl  selenhydrate,  Ethyl  sclenomercaptan 
CH.SeH;  b.p.  .53-5°;  sp;gr.  24°/4°  1-3954 
(Tschugaeff,  Ber.  1909,  42,  49).  From  ethyl 
iod  ide  and  sodium  hydroselenide.  Nauseous - 
smelling  liquid. 

Ethyl  selenide,  Selenethyl  (C2H^)2Se;  b.p. 
108° ;  discovered  by  Lowig  (Pogg.  Ann.  37, 
652).  By  action  of  KjSe  upon  {CaHOoCaO, 
(L.) ;  by  action  of  KCH^SOi  upon  KaSe  (Joy, 
Annalen,  86,  35  ;  Rathke,  ibid.  152,  210) ;  the 
crude  product  is  then  distilled  again  with  KOH, 
('oHrHS04,  and  a  small  piece  of  P  or  S  (Piever- 
Ymg^ihid.  185,  331  ;  Ber.  9,  1469).  A  colourless 
mobile  liquid  with  a  not  unpleasant  smell,  is 
insoluble  in  water,  acts  as  a  base ;  HCl  precipi- 
tates from  a  solution  in  dilute  HNO3  an  oily 
liquid  (C2H5),SeCl2,  which  gives  with  aqueous 
NH3  a  crystalline  oxychloride  [(C2H5)2Se]20Cl2. 
Combines  with  CjHjI  to  form  crystalline 
(C'jH-jjSel  (Pieverling).  This  is  a  white  sub- 
stance resembling  Epsom  salts  in  appearance. 
The  (C2H5)2SeCl2  forms  double  salts  with 
several  metallic  chlorides ;  e.g. : 

[(C2H5)3SeCll2ZnCl2. 

Ethyl  diselenide  (G^B.-)^^^^;  b.p.  186°; 
formed  as  a  bj'-product  in  the  preparation  of 
(05115)286 ;  was  first  obtained  by  Wohler  and 
Dean  (Annalen,  97,  1)  from  KC2H5SO4  and 
K2Se2  (Eathkc,  ihid.  152,  212) ;  has  an  intensely 
disagreeable  smell,  and  acts  as  a  poison  (Piever- 
ling). A  solution  in  dilute  HNO3  gives  vrith 
HCl  monoclinic  crystals  of  (02115)286202(011)2012, 
which  are  soluble  in  water,  and  are  reduced  by 
SO  2  to  ethyl  diselenide. 

Ethoxy-selenyl  chloride  C2H.O  SeO01 ;  m.p. 
10° ;  b.p.  175°,  not  without  decomposition. 
From  SeOCl2  and  absolute  alcohol.  Heated  in 
a  tube  to  200°  yields  Se,  C2H5OI,  HCl,  and  HjO 
(Michaelis  and  Landmann,  Annalen,  241,  156). 

Diethylselenite  SeO(OEt)2 ;  b.p.  183°-185°, 
not  without  decomposition;  sp.gr.  1-49  at  16-5°. 
From  SeOClj  and  NaOEt  in  dry  ether  at  180°- 
190°;  also  from  AgjSeOs,  and  OoH^I  at  85°  in 
sealed  tube.  A  thick  hquid,  decomposed  by 
water  into  CjHjOH  and  H2Se03.  Decomposed 
l)y  heating  in  a  tube  at  200°  with  separation  of 
Se  (M.  and  L.). 

Ammonium  monoethylselenite 
02H,0-Se0-0NH4; 
a  crystalline,  very  hygroscopic  solid,  formed  by 
action  of  alcohol  and  ammonia  upon  SeOj  at 
temperature  of  melting  ice.  It  is  soluble  in 
alcohol,  insoluble  in  ether  (Divers  and  Hada, 
Ohem.  Soc.  Trans.  75,  538). 

Ethyl  sulphates. 

Mono-ethyl  sulphate  C2H5HSO4  {Ethyl- 
sulphuric  acid  ;  Sulphethylic  acid  ;  Sul/phovinic 
acid) ;  sp.gr.  1-316  at  16°. 

First  noticed  by  Dabit  (CreU's  Ann.  [1802] 
1 ,  394) ;  and  again  by  Sertiimer  (Gilb.  Ann. 
60,  53  ;   64,  67,  [1818-1820];  see  also  Heeren, 


Pogg.  Ann.  7,  193  ;  Hennel,  Trans.  Roy.  Soc. 
1826,  240;  1828,  365;  SeruUas,  Aim.  Chiui. 
Phys.  [2]  39,  153 ;  Liebig  and  Wohler,  Pogg. 
Ann.  22,  487  ;  Liebig,  Annalen,  9,  17,  32  ;  13, 
32,  38 ;  Dumas  and  Boullay,  Ann.  Chim.  Phys. 
[2]  36,  300). 

Formed  by  action  of  sulphuric  acid  upon 
alcohol  (Dabit,  Sertiirner.  SeruUas) ;  also  by 
absorption  of  ethylene  in  sulphuric  acid  (Hennel ; 
Berthelot,  Ann.  'Chim.  Phys.  [3]  43,  385) ;  by 
heating  ether  uith  strong  H,,S04  (Hennel; 
Magnus,  Pogg.  Ann.  27,  386) ;  from  SjClj  and 
alcohol  (Hcusser,  Annalen,  151,  249) ;  from 
HO -80201  and  alcohol  in  the  cold  (on  heating, 
this  gives  CHrO-SOjCl,  Claesson,  J.  pr.  Ohoni. 
[2]  19,  245). " 

Preparation.- — A  mixture  of  equal  parts  of 
absolute  alcohol  and  strong  sulphuric  acid  is 
heated  for  4  hours  on  the  water-bath  ;  by  this 
treatment  59  p.c.  of  the  H2SO4  used  is  converted 
into  mono-ethyl  sulphate  (Berthelot,  BuU.  Soc. 
chim.  ii.  19,  295).  By  using  3  molecules  alcohol 
and  1  molecule  H2SO4  (i.e.  3  to  2  by  weight), 
77  p.c.  of  the  sulphuric  acid  is  utilised  (Claesson, 
J.  pr.  Chem.  [2]  19,  246).  The  mixture  is  diluted 
with  water  and  neutralised  with  lead  or  barium 
carbonate,  filtered,  evaporated  to  crystallisation, 
the  crystals  dissolved  in  water,  and  the  acid 
set  free  by  means  of  H2SO4,  or,  when  lead 
carbonate  is  used,  by  means  of  H2S.  The  pre- 
cipitated BaS04,  PbSOi,  or  PbS  is  removed  by 
filtration,  and  the  liquid  evaporated  in  vacuO 
over  sulphuric  acid.  Mono-ethyl  sulphate  is  a 
syrupy  liquid,  very  soluble  in  water,  soluble  also 
in  alcohol,  but  insoluble  in  ether. 

Heated  with  water,  yields  alcohol  and  sul- 
phuric acid  ;  on  heating  with  alcohol  to  140°, 
ether  and  H2SO4  are  formed.  Oxidising  agents, 
e.g.  MnOjOr  K2Cr04,  give  aldehyde  (Jacquemin 
and  Lies-Bodard,  J.  1857,  345).  The  salts  are 
very  soluble  in  water,  and  can  be  heated  in  di- 
lute solutions  without  decomposition,  though  in 
strong  solution,  or  by  prolonged  heating,  they 
are  decomposed  with  formation  of  alcohol,  a  sul- 
phate, and  free  H2SO4.  This  decomposition  may 
be  diminished  by  the  addition  of  an  alkali 
hydroxide  or  carbonate.  By  dry  distOlation,  the 
salts  yield  '  heavy  oil  of  wine,'  a  liquid  contain- 
ing diethyl  sulphate  and  olefines.  HCl  gas 
yields  C,HrCl  and  a  metaUio  sulphate  (Kohler, 
Ber.  19,  ll,  1929). 

Salts  (V.  Marchand,  Pogg.  Ann.  32,  456; 
41,595).  Li02H5S04,H20 ;  Na02HBS04,H20 ; 
KC2HJSO4,  crystaUises  in  anhydrous  mono- 
cbnic  plates,  soluble  in  0-8  part  HjO  at  17°; 
(Schabus,  J.  1854,  560;  Marignae,  J.  1855,  608). 

Mg(02H3S04)2,4H20  ;  Oa(02H5S04)2,2H20, 
forms  monocllnic  laminte,  soluble  in  0-8  part 
water  at  17°  (M.) ;  Ba(C2H5S04)2,2H20,  mono- 
clinic  plates,  sp.gr.  2-080  at  21-7°,  soluble  in  0-92 
parts  of  water  at  17°  (M.) ;  Pb(C2H5S04)2,2H20  ; 
large  rhombic  tables  —  Pb(02H5S04)2,PbO  ; 
amorphous  ;  soluble  in  0-54  part  H2O  at  17°. 

Diethyl  sulphate  (GrJi^),mi;  sp.gr.  J -1837 
at  19°  (Claesson,  J.  pr.  Chem.  [2]  19,  257); 
b.p.  208°  (with  decomposition),  113-5°  at  31 
mm.,  118°  at  40  mm.,  120-6°  at  45  mm. 
(ViUiers,  BuU.  Soc.  chim.  ii.  34,  26) ;  m.p.  about 
—24-5°  (V.) ;  occurs  in  '  heavy  oil  of  wne.' 
Formed  by  leading  SO3  vapour  into  absolute 
ether  (WetheriU,  Annalen,  66,  117) ;  in  small 
quantity  by  distillation  of  OjHjHSO,,  ;  by 
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droijping  alcohol  into  chloride  of  ethyl  sulphuric 
acid  OjHjO-SOaOl,  or  by  action  of  H2SO4  upon 
alcohol  (Claesson) ;  from  Ag2S04  and  O2H5I 
(Stempnewsky,  Ber.  11,  514).  A  mixture  of 
1  vol.  absolute  alcohol  and  2  vols.  H2SO4 
is  distilled  sloAviy  in  vacuo  (ViUiers).  Absolute 
alcohol  is  mixed  with  Nordhausen  sulphuric 
acid,  the  ether  separated  by  means  of  CHCI3, 
and  the  product  distilled  in  vacud  (Claesson  and 
Lundvall,  Ber.  13,  1699). 

Is  an  oily  liquid,  with  an  odour  like  that  of 
peppermint ;  insoluble  in  water,  and  slowly  de- 
composed by  that  liquid  even  ui  the  cold  ;  when 
heated  with  water,  yields  alcohol,  H2SO4  and 
C0H5HSO4.  Heated  with  alcohol,  forms  ether  and 
C.>H5HS04  ;  warm  baryta  water  forms  alcohol 
and  BalC.HsSOi)^  (ViUiers). 

Chloride  of  ethyl  sulphuric  acid  CH.O  SOaCl ; 
b.p.  151°-154°  (corr.)  (Claesson,  J.  pr.  Chem.  [2] 
19,  248),  with  .slight  decomposition  ;  93°-95°  at 
100  mm.  (MuUer,  Ber.  6,  227).  From  C2H5CI 
and  SO3,  together  vidth  isomerides  (v.  Ethyl 
chloride,  p.  356) ;  by  dropping  alcohol  into 
SO2CI2  (not  vice  versa  ;  diethyl  sulphate  is  then 
formed)  (Behrend,  J.  pr.  Chem.  [2]  15,  28) ; 
from  a  salt  of  ethyl  sulphuric  acid  and  PCI5 
(Purgold,  Ber.  6,  505) ;  from  ethyl  chloroformate 
Cl'COaCjHj  and  fuming  sulphuric  acid  (Wilm, 
Ber.  6,  505) ;  by  paissing  C2H4  into  HSO3CI, 
SOjH-CHj-SOaCl  is  also  produced  (Miiller,  ibid. 
6,  227). 

A  liquid  with  an  irritating  smell,  exciting 
tears,  and  decomposed  by  contact  with  water 
into  HCl,  H2SO4  and  alcohol.  When  the  chloride 
is  added  to  methyl  alcohol  or  ethyl  alcohol, 
ethyl  sulphuric  acid  and  CH3CI  or  C2H5CI 
are  produced ;  with  amyl  alcohol,  amy!  sul- 
phuric acid  and  ethyl  chloride  are  formed 
(Miiller).  If,  on  the  other  hand,  absolute  al- 
cohol is  dropped  into  the  chloride,  diethyl  sul- 
I)hato  is  produced  (Claesson). 

Brotaethyl  sulphuric  acid 

CH2Br-CH2-OS020H(?)  ; 
from  ethylene  bromide  and  SO3  (Wroblewski, 
Zeitsch.  Chem.  1868,  563).  The  barium  salt 
is  anhydrous,  and  is  decomposed  by  continued 
heating  with  water,  with  separation  of  BaSOj 
and  formation  of  glycol  (Beilstein  and  Wiegand, 
Ber.  15,  1370).    An  isomeric  body 

CH3-CHBr-OS02-OH(?) 
is  formed  by  actmg  upon  ethylene  bromide  with 
AgjSOj  and  water  (B.  and  W. ) ;  the  barium  salt  is 
very  soluble  in  water,  and  its  solution  decom- 
poses on  warmmg  into  BaS04,  HBr,  and  glycol. 

Dibromo-diethyl  sulphate  (CH2Br  CH2)2S04 ; 
by  action  of  ethylene  bromide  upon  AgjSOi  in 
presence  of  benzene  (Beilstein  and  Wiegand, 
Annalen,  15,  1369) ;  a  heavy  oil  insoluble  m 
water,  soluble  in  benzene  and  ether,  decomposed 
on  heatmg.  Heated  with  water,  yields  bromide 
of  ethyl  sulphuric  acid,  and  fhially  HBr,  H2S04, 
and  glycol. 

Ethyl  sulphites. 

Mono-ethyl  sulphite  CaHjO-SO-OH,  Ethyl 
sulphurous  acid,  Hyposulphtheylic  acid.  The 
potassium  salt  KC2H5SO3  is  obtained  by  passing 
SO2  into  a  well-cooled  solution  of  NaOCjH^  in 
absolute  alcohol  (Rosenheim  and  Liebkiiecht, 
Ber.  1898,  408).  The  ammonium  salt  is  pre- 
pared by  passing  NH3  followed  by  SO2  into 
absolute  alcohol  (Divers  and  Ogawa-,  Cheiu.  80c, 


Trans.  1899,  535).  The  alkali  salts  are  very 
unstable  in  the  solid  state  decomposing  with 
evolution  of  SOj.  Dilute  mineral  acids  bring 
about  this  change  in  solution  ;  ethyl  iodide  and 
alcohol  at  150°  yield  ethyl  sulplionate  (n.v.). 
By  treatment  with  PCI  5,  diethyl  sulphite  yields 
the  chloride  oj  ethyl  sulphurous  acid  CjHjO.SOCl 
which  boUs  at  122°,  is  decomposed  by  water 
into  H(;'l,  SO,,  and  alcohol,  and  gives,  by  further 
action  of  PClj  at  180°,  thionyl  chloride,  C2H5CI, 
and  POCI3  (Michaelis  and  Wagner,  Ber.  7,  1074). 
Ethyl  sulphurous  acid  is  isomeric  with  ethyl 
sulphonic  acid  CaHj-SOo-OH  (g.v.). 

Diethyl  sulphite  CHjO-SO-OCoHj  ;  sp.gr. 
1-1063  at  0°  (Carius,  J.'  pr.  Chem.  [2]  2,  279) ; 
b.p.  161-3°.  From  alcohol  and  S.,GU  ;  18  X3arts 
of  absolute  alcohol  are  mixed  with  50  parts  of 
S2CI2,  previously  warmed  to  60°  ;  the  mixture 
is  kept  at  this  temperature  for  an  hour,  and  then 
distiUed ;  the  portion  boiluig  above  150°  is 
redistilled  (Warlitz,  i\nnalen,  143,  74). 

A  colourless  liquid,  with  mint-like  odour, 
miscible  with  alcohol  and  ether  ;  insoluble  in 
water.  Decomposed  by  water  ;  with  PCI5,  yields 
a  chloride  C2Hr,0S0Cl,  which,  on  distillation, 
splits  up  into  C.iHjCl  and  SO,  (Geuther,  Annalen, 
224,  223  ;  Michaelis  and  Wagner,  Ber.  7,  1074). 
Decomposed  by  KOH  into  potassium  ethyl 
sulphonate  (Rosenheim  and  Liebknecht,  ibid. 
31,  405).  Decomposes  at  200°  into  SOj  and 
ether  (Prinz,  Annalen,  223,  374);  or  by  heating 
with  SOCI2,  to  120°,  into  SO2  and  CHjCl 
(Geuther). 

Ethyl  sulphydrate  CaH^SH.  Mercajitan, 
Ethyl  mercaptan  ;  b.p.  36-2°  (Nasini,  Ber.  15, 
2882);  sp.gr.  0-83907  at  2074°  (N.),  0-835  at 
21°.  By  distiUmg  Ba(C2H5S04)2  with  Ba(H8), 
(Zeise,  Ainialen,  11,  1) ;  by  action  of  KHS  upon 
C2H5CI  (Regnaidt,  Ann.  Chim.  Phys.  [2]  71, 
390) ;  by  heating  absolute  alcohol  saturated 
with  S0.>  in  a  sealed  tube,  there  are  also 
formed  C2H5HSO4,  (C.,H5)30,  and  H2SO4  (Ende- 
mann,  Annalen,  140,  336) ;  from  PjS^  and 
alcohol  (Kekule,  Annalen,  90,  310).  It  is  best 
prepared  by  saturating  a  solution  of  KOH, 
i3i>.gr.  1-3,  with  HjS,  mixing  with  a  solution  of 
Ca(C2HjS04)2  (also  of  sp.gr.  1-3),  and  distilling 
on  water-bath  (Liebig,  Annalen,  11,  14) ;  accord- 
ing to  Claesson  (J.  pr.  Chem.  [2]  15,  193), 
(C2H5)2S  is  also  formed ;  NaCoHjiS  is  j)repared 
from  tile  product  of  this  action,  the  alcoholic 
solution  evaporated  to  dryness,  the  (C2H5)o>S 
removed  by  means  of  benzene,  and  the  C2H5NaS 
decomposed  by  dilute  H2SO4. 

It  is  a  colourless  liquid  with  a  penetratuig 
garlic-like  smeU,  slightly  soluble  in  water,  from 
which  it  crystallises  on  evaporation  with  I8H2O, 
m.p.  12°  (Claesson).  It  gives  with  bromine 
CHjBr,  HBr,  and  BrS  (Friedel,  Ladenburg, 
Annalen,  145, 189).  HNOaformsCiHgSOa-SCaHs, 
or,  if  the  acid  be  stronger,  ethyl  sulphonic  acid. 
Treated  with  Cu  powder,  loses  its  disagreeable 
odour,  but  ia  considerably  decomposed  thereby 
(Finckh). 

It  forms  crystalline  compounds  with  SiCl4 
(Demarcay,  BuU.  Soc.  chim.  [2]  20,  127).  It 
absorbs  NO,  formmg  a  dark-red  solution. 

The  hydrogen  of  mercaptan  is  replaceable 
by  metals  formmg  mercaptides ;  e.g.  02H5KvS 
and  Hg(GoHrS),,  transparent  plates,  m.p.  76°-77° 
(Otto,  Ber.  13",  1290;  15,  125),  very  slightly 
soluble  in  cold  alcohol,  soluble  in  12-15  parts 
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hot  alcohol  (Liebig,  Atmaleii,  I  J,  17);  gives 
Willi  HNO3  the  nitrate  HgCC^H^SjNOj  (Hof- 
niaiin  and  Kabe,  Zeitsch.  anorg.  Chem.  17,  26) ; 
rb(C2H5S)2,  yellow  precipitate,  formed  when 
PblCjHjOo).,  and  CoH^HS  are  mixed  in  alcoholic 
solutions.  As(C2H5S)3,  a  foul-smelling  oil  formed 
from  AsCla  and  CoHjNaS,  decomposed  by  heat 
into  As  and  {C.,H5)2S2.  Pt(C2H5S)2  pale-yellow 
precipitate  (Zeise). 

Ethyl  sulphide  (OjHsljS  ;  b.p.  91°  (Pierre,  J. 
1851,  51),  91-9°  at  754-7  mm.  (Beckmann, 
J.  pr.  Chcm.  [2]  17,  451),  92-2''-93°  (corr.)  at 
754  mm.  (Nasini,  Ber.  15,  2882) ;  sp.gr. 
0-8367  at  0°  (Pierre),  0-83076  at  2074°  (N.). 
Jf'rom  KjS  and  G2H-CI  (Regnault,  Ann.  Chim. 
Phys.  [2]  71,  387) ;  i'rom  Zn(CoH5)2  and  SOCI2 
(Gauhe,  Annalen,  143,  266) ;  from  KHS  and 
KCjHjSOj  in  alcohol  (Hobson,  Chem.  Soc. 
Trans.  10,  50)  ;  also  from  P2Sj;  and  (02115)20 
(Beckmann).  To  prepare  the  pure  sulphide, 
heat  the  crude  sulphide  with  Cu  powder  to 
260°-280''  (Finckh,  Ber.  1894,  1239). 

It  is  a  colourless  liquid  with  strong  garlic-like 
smell,  insoluble  in  water.  Briihl  states  that  in 
the  pure  state  it  has  an  ethereal  odour.  Chlorine 
acts  upon  it  in  the  dark,  forming  substitution 
products:  (1)  (C2H3Cl2)2S,  yeUow  liquid,  b.p. 
107M72%  sp.gr.  1-547  at  12";  (2)  (G2H,Cl3)2S, 
b.p.  189M92°,  sp.gr.  1-219  at  13-5°;  (3) 
(G2HGli)3S,  b.p.  217°-222°.  By  prolonged  action 
of  chlorine,  CGI,,  is  formed,  and  possibly 
(CaClJaS  (Riche",  Ann.  Chim.  Phys.  [3]  43,  283  ; 
Annalen,  92,  358).  (C2H2Gl3)2S  also  results 
from  action  of  chlorine  ujjon  (CaHjGla)^^,  which 
can  be  obtained  from  GjHi  and  CI2S2  (Guthrie, 
Annalen,  110,  241).  Bromine  forms  (G2H5)2SBr2, 
a  yellowish-red  tmstable  body,  which,  by  the 
action  of  KI,  yields  (G2Hj)2Sl2,  a  black  liquid 
(Rathke,  Annalen,  152,  214). 

Ethyl  sulphide  combines  with  many  metallic 
chlorides  to  form  crystalline  compounds,  e.g. 
(G2H5).,S-HgOl2,  white  crystals,  soluble  in  alcohol 
and  ether,  m.p.  119° ;  (C2H5)2S-Hgl2,  yellow 
needles,  m.p.  110°;  2(C2H5)2S-TiCl3,  dark-red 
crystals  (Demarcay).  (For  addition  compounds, 
see  Abel,  Zeitsch.  physiol.  Chem.  20,  208 ; 
Werner,  Zeitsch.  anorg.  Ghem.  15,  14  ;  17,  101  ; 
Smiles,  Chem.  Soc.  Trans.  1900,  104.) 

Nitric  acid  (of  sp.gr.  1-2)  forms  ethyl  sulpJi- 
oxide  or  diethyl  sulphine  oxide  {C.Ji^)2iiO, 
a  soluble  oily  liquid,  solid  at  low  tempera- 
tures, and  decomposed  by  heating.  Fummg 
nitric  acid  converts  this  into  diethyl  siilphone 
(G2H5)2SO., ;  b.p.  248°;  m.p.  70°-72°  (Oefele, 
Annalen,   127,  370 ;    132,    88) ;  =  47-53 

(Kanonnikow.  J.  Ru.ss.  Phys.  Ghem.  Soc.  15,  451) ; 
also  formed  from  'Bb{02H^ii)i  and  SO2  (Frankland 
and  Lawence,  Ghem.  Soc.  Trans.  35,  244),  and 
from  (G2Hj).2S,  and  a  solution  of  KMnO^  (0.). 
Rhombic  plates,  soluble  in  6-4  parts  water  at  10°. 

Triethyl  sulphine  (C2H.)3S  forms  compounds 
in  which  it  plays  the  part  of  a  univalent  radicle. 

(C2H5)3SI  from  (G.,HJ2S,  G2HJ,  and  H2O 
(Oefele,  Annalen,  132,  82) ;  from  HI  and 
(G.2H5)2S  or  HI  and  C2H.HS,,or  G2HJ  and 
G2HjHS  (Cahours,  ibid.  135,  352  ;  130,  151) ; 
forms  rhombic  plates  of  disagreeable  odour, 
and  soluble  in  water.  By  action  of  AgjO, 
yields  lri<dhyl  sulphine  hydroxide  (CaHfJjSOH, 
a  strong  base  ;  displaces  NH4,  and  has  caustic 
action  on  the  skin ;  it  forms  a  crystalline 
deliquescent  mass,  which  unites  with  acids  to 


1  form  deliquescent  salts  yielding  double  com 
I  pounds  with  many  metallic  salts ;  aj. : 

I  PtCl,-2(G2Hj3SGl,  ■ 

dark-reddish  prisms,  soluble  at  20-7°  in  30  parts 
of  water  (Dehn,  Annalen,  Suppl.  4,  90  ;  Jijrgen- 
sen,  J.  pr.  Chem.  [2]  6,  82 ;  Kraut,  Annalen, 
210,  321). 

When  (GjHj^jS  is  heated  with  CH3I,  diethyl- 
melhyl  sulphine  iodide  (G2H5)2CH3SI,  an  unstable 
non-crystalline  body,  is  formed,  from  which  other 
salts  can  be  obtained;  the  chloride  (G2H5)2CH3S(  'l 
forms  many  double  salts  (Kriiger,  J.  pr.  Chem. 
[2]  14,  195).  The  isomeride,  ethyl-methylethyl 
sulphine  iodide,  prepared  from  (.ijHjGHjS  and 
G2H5I,  is  crystalline  (Kriiger). 

Ethyl  disulphide  (C2H2)2S. ;  b.p.  152-8°- 
153-4°  (corr.)  at  730  mm.  (Nasini,  Ber.  15,  2882) ; 
sp.gr.  0-99207  at  20°/4°  (N.).  By  distillation  of 
KG2H5SO4  with  KoSj  and  water  (Zeise,  Annalen, 
11,  1  ;  Morin,  ibid'.  32,  207  ;  L5wig,  Kopp,  ibid. 
35,  345 ;  Cahours,  ibid.  61,  98) ;  by  action  of  I 
upon  a  slight  excess  of  a  solution  of  CaH^NaS 
(Kekule;  Linnemann,  ifctrf.  123,  279);  by  action 
of  S  upon  CaHjSNa  (Bi)ttger,  ibid.  223,  348); 
by  distilling  liquid  thioacetaldehydo  (Klinger, 
Ber.  32,  2195). 

A  colourless  liquid,  with  garlic-liko  smell, 
very  slightly  soluble  in  water;  with  dilute  HNO3, 
gives  (C2H5)2S202,  an  oily  liquid,  which  may  be 
regarded  as  the  ethyl  salt  of  ethyl  thiosulphonic 
acid  CsH^SO^SCaH.. 

Ethyl  trisulpliide  (C2HJ2S3,  from  KjSj  and 
KC2H5SO1  (Cahours,  Bull.  Soc.  chim.  [2]  25, 
184);  also  from  (G2H,)2S2  and  S  (H.  Muller) ; 
a  colourless  liquid,  with  unpleasant  smell. 

Ethyl  tetrasulphide  (C2H5)2S., ;  from  S2GI2 
and  C2H5SH  (Claesson,  J.  pr.  Chem.  |  2]  15,  214) ; 
a  heavy  oily  liquid,  with  disagreeable  odour. 

Ethyl  pentasulphide  (G2H- )2y6 ;  by  heating 
{ii-Ji!,)-2.^i  and  S  at  150°  ;  a  tough  elastic  solid. 

Ethyl  sulphinic  acid  C2H5HSO2 ;  by  action 
of  Zn(CoH5)2  upon  SO2  (Wischin,  Annalen,  139, 
364;  Hobson,  Ghem.  Soc.  Trans.  1858,  10,  58);  the 
sodium  salt  is  produced  by  oxidation  of  sodium 
mercaptide  by  dry  oxygen  (Claesson,  J.  pr.  Chem. 
[2]  15,  199).  The  free  acid  is  a  syrupy  liquid 
\vith  a  sweet  taste ;  by  action  of  HNO3, 
yields  ethyl  sulphonic  acid  and  (G2H5S02)3NO, 
crystals,  m.p.  81-5°,  very  slightly  soluble  in 
water  (Zuckschwerdt,  Annalen,  174,  308). 
Forms  salts,  of  which  NaCaHuSO.^  crystallises 
from  alcohol  in  anhydrous  crystals  (C.);  the 
lead  salt  was  jjrepared  from  Pb(C2H5)4  and 
SO  2  by  Frankland  and  Lawrance  (Ghem.  Soc. 
Trans.  35,  244). 

Ethyl  sulphonic  acid  CaH^-SOa-OH  by  the 
oxidation  of  C2H5SH  (Liiwig  and  Wc^idmann, 
Pogg.  Ann.  49,  329  ;  Kopp,  Annalen,  35,  340), 
C2H5CNS  or  of  (02^5)2^2  (Muspratt,  Chem.  Soc. 
Trans.  1849,  1,  45)  by  HNO3 ;  from  C^BJ 
and  K2SO3  (Graobe,  Annalen,  140,  37).  By 
heating  ethylene  sulphonic  acid  with  P  autl 
HI  at  170°  (Kohler,  Amor.  Ghem.  .J.  20, 
688)  ;  by  oxidation  of  CjHjCNS  with  hj  j)o- 
chloritcs  (De  Coninck,  Gompt.  rend.  126,  838); 
by  action  of  cone.  HNO3  upon  mercury  mer- 
captide nitrate  (Hofmann  and  Rabc,  Zeitsch. 
anorg.  Chcm.  17,  20).  Tiic  acid  is  a  crystalline 
deliquescent  body;  liy  action  of  KJlj  at  150°, 
wc  got  die  ill  o  roth  yl  sulphonic  acid;  excess 
of  ICI3  givoa  GjGlj  (Spruig  and  Wessmgor,  Ber. 
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15,  445) ;  uuitos  with  bases  to  form  salts.  (For 
liaiogcii  tleri\'atives,  see  Kohler,  Aiuer.  Cliem.  J. 
19,  737;  20,  U90 ;  21,  361.  For  salts,  see 
Rusenhtim  and  Licbknecht.  Her.  31,  412.) 

Ethyl  sulphonate  CH^  SC  OCH. ;  b.p. 
213-4°  (corr.);  sp.gr.  M712  at  070°  1-1452 
at  20°/4°  (Nasini,  Bc-r.  15,  2884);  by  action 
of  ethyl  sulplionic  chloride  C'lHjSO.X'l  and 
0,H,-NaO  (Carius,  J.  1870,  726;"  J.  pr"  Chem. 
[2]  2,  262) ;  from  C2H5I  and  silver  suljjhite  or 
sodium  (^tliyl  suljJiite  iq.v.). 

Ethyl  sulphonic  chloride  CaHf.SOaCl ;  b.p. 
177-5°  (corr.)  (Carius),  171°  (Otto,  Ber.  15,  122) ; 
sp.gr.  1-357  at  22-5°  (C);  by  action  of  PCI3 
on  NaCoH-SOs  (Gerhardt  and  Chancel,  Compt. 
rend.  35,  090) ;  by  action  of  CI  upon  ethyl 
oxysulphide  (S.  and  W.  I.e.).  Colourless  liquid, 
with  luijjleasant  smell. 

Ethyl  thiocyanate  CaH.SCN  ;  b.p.  143°  (Ber- 
thelot, C^ompt.  rend.  130.  444),  146°  (corr.)  (Buff, 
Ber.  1,  206);  sp.gr.  1-033  at  0°,  1-0126  at  19°, 
0-8698  at  146°  (B.);  by  action  of  KCNS  upon 
KCH^SOi  (Cahours,  Ann.  Chim.  Phys.  [3]  18, 
264 ;  Annalen,  61,  95),  or  C.H^Cl  (LOwig,  Pogg. 
Ann.  67,  101),  or  C.,Hrl  (Johnson  and  Levy, 
Amcr.  Chem.  J.  1907,  38,  456);  from  Et^SO^ 
and  KCNS,  yield  87  p.e.  (Walden,  Ber.  1907, 
3214). 

A  mobile  liquid  with  unpleasant  odour, 
insoluble  m  water,  miscible  with  alcohol  or 
ether  ;  by  action  of  sodium  forms  NaCN  and 
(C<,Hj)2S  (Hofmann,  Ber.  1,  184) ;  by  heating 
with  solution  of  KOH,  yields  {C.iH-,).i.fi:,  KCN, 
and  KCNO  (Bruning,  Annalen.  104.  198);  with 
alcoholic  KOH,  forms  (0^11^)2^2'  ^^O,,  NH3.  but 
no  KCNS  (Liiwig),  but  with,  alcoholic  KHS 
yields  CoHjHS  and  Kf^NS  (L.).  Decomposed 
by  hot  solutionof  bleaching  powder,  yielding  COj, 
N,  EtO-SOa-OH,  and  H„S04.  NaCl'O  and  NaOH 
hot,  yield  (EtO)2S02"  and  NaCN.  Further 
action  gives  EtoSj",  NaCN,  and  NaCNO,  if  all 
the  hypochlorite  is  used  up.  By  action  of 
aqueous NH3  at  100°, it  yields  (C.Mr,)Sv  NH^CN, 
urea,  oxalic  acid,  and  other  products  (Kremer, 
J.  1858,  401  ;  Jeanjcan,  J.  1862,  364).  By 
passing  CI  mto  it,  there  results  (CNC1)3  and  a 
liquid  C.^HjSCls,  b.p.  134°-135°  (James,  J.  pr. 
(  'hem.  [2]  30,  316).  A  chlorine  .substitution 
product  CnH^ClSCN  Avas  obtained  by  James 
(ibid.  [2]  20,  352)  by  heating  CaHiClBr  with 
KCNS  and  alcohol ;  an  oil  heavier  than  water, 
■\\ith  unpleasant  smell ;  b.p.  202°-203°  ;  m.p. 
below  —20°. 

Ethvl  thiocyanate  forms  compounds  with 
HCl,  HBr,  and  MI  (Hem-y,  J.  1868,  652  ;  Glutz, 
Ainialen,  153,312).  (For  many  other  comjjouuds, 
see  Wheeler  and  Johnson,  Amer.  C!hem.  J.  26, 
345  ;  J.  Amer.  Chem.  Soc.  24,  680  ;  Wheeler 
and  Jamieson,  ibid.  24,  743 ;  Wheeler  and 
Merriam,  ibid.  24,  439.) 

Ethyl  ».sothlocyanate  CjHsNCS  (L.),  Ethyl- 
lluucarbiinide,miistardoil-.  b.p.  134°;  sp.gr.  1-0192 
■it  0°,  0-9972  at  22°,  0-8763  at  133-2°  (Buff, 
Ber.  1,  206)  ;  by  action  of  C2H5NCO  upon  P.S5 
(Michael  and  Palmer,  Amer.  Chem.  J.  6,  259), 
also  in  very  small  quantity  when  Hg(CNS)2  is 
heated  with  (;.>Hr,I  (Michael,  ibid.  1,  417),  also 
l>.V  heating  (JSCl.,  and  (C^HJNH.,  (Rathke, 
Annalen,  167,  211).  A  solution  of  cthylamino  in 
alcohol  is  treated  with  CS^.  when  crystals  of  ethyl 
ammonium  ethyl  dithiocarbamate  separate  out, 
2(C2H,)NH2+CS2=(C,H5)NH-CS-S-NH3(C,H,). 


A  solution  of  this  body  is  (  hen  treated  with  ligCL, 
when  the  jnercury  compound  is  precipitated  : 
(C2H5)NH-CS-S-NH3(C.,HJ+HgCl, 

=  2(CjHi;)H3NCl+[NH(C;H5)CSj],Hg. 
On  distillation,  this  bodv  yields  the  mustard  oil, 
HgS  and  H,S  (Hofmann,  Ber.  1,  171  ;  2,  452). 
Delepine  (C'omi)t.  rend.  144,  1125)  improves  the 
yield  of  dithiocarbamate  by  using  1  molecule 
each  of  CSjj  amine,  and  soda,  and  then  distilling 
with  basic  lead  acetate  in  ]>lace  of  HgClj. 
Mustard  oil  is  a  liquid  \\'ith  very  disagreeable 
smell,  and  in  contact  with  the  skin  produces  a 
burning  sensation  (Hofmann,  Ber.  1,  26)  ;  with 
absolute  alcohol  forms  mono  ethyl  thioure- 
thane  (CoH5)NH-CS-0CoH.,  a  'liquid,  b.p. 
204°-208°  ;  'with  aldehyde  ammonia  vielils  the 
compound  C7H1JN3S,  m.p.  13.5°-136°  (Dixon, 
Chem.  Soc.  Trans.  1888,  414). 

Thiocarbimides  react  ^vith  phenylhydrazine, 
yielding  thiosemicarbazides  (Marckwald).  With 
Br  in  chloroform  a  ring  compound,  C20S2(NEt)2, 
melting  at  45°,  is  formed  (Freund  and  Bachrach, 
Annalen.  285,  184). 

Ethyl  thiophens  C4SH3(C2H5). 

2-  Ethil  thiopheu;  b.p.  132°~134°  (corr.), 
sp.gr.  0-990  at  24°.  By  action  of  C  JHr^Br  and 
Na  upon  C4SH3I  (Meyer  and  Kieis,  Ber.  17, 
1560) ;  also  bv  action  of  Br  upon  thiophen, 
CH-Br  and  Na  (Schleicher,  ibid.  18,  3015  ;  ibid. 
19,  671). 

3-  Ethi/l  thiophen;  b.p.  135°-136°  ;  sp.gr. 
1-0012  at  16°.  By  heating  ethyl  succinic  acid 
with  P2S3  (Damsky,  Ber.  19,  3284;  Gerlaeh, 
Annalen,  267,  146). 

Di-ethyl  thiophen  ;  b.p.  181°;  .sp.gr.  0-902  at 
14°/14°.  An  oU  obtained  by  action  of  Na  upon 
(_!.,H,I  and  iodoethylthiopiien  (Muhlert,  Ber. 
19,  633). 

Ethyl  telluride  (C^HJaTe,  Tellurethyl ;  b.p. 
137°-138°  (Marquardt  and  Michaelis,  Ber. 
21,  2045;  Heeren,  J.  1861,  566);  from  K„Tc 
and  KCl.,H5S04  (Wuhler.  Annalen,  84,  69 ;  35, 
111;  MaUet,  Chem.  Soc.  Trans.  1853,  5,  .71)- 
A  heavy,  viscid,  reddish-yellow  liquid,  with  a 
very  unpleasant  smell,  burns  in  air  \\ith  blue 
iiame,  evolving  fumes  of  TeO., ;  hardly  soluble  in 
water,  and  oxidised  by  exposure  to  air ;  is 
poisonous.  HNO3  forms  (C.H-)2Te,HN03  (mono- 
clinic  prisms).  Strong  HCl  precipitates  the 
oily  compomid  (CsHjol'eCL  from  a  solution 
of  the  nitrate ;  ammonia  converts  this  into 
[(CoHJaTeJjCloO  (hexagonal  prisms),  which, 
when  treated  with  Ag.,S04,  yields 
[(C2H,)2Te]2,H.2S04 
(colourless  prisms).  By  action  of  AgjO  upon  a 
solution  of  the  chloride,  (C2H5)2'l''--0  is  produced, 
which  decomposes  on  concentration. 

When  (C2H,,;)2Te  is  acted  upon  by  CaH^I, 
triethyl  telluriuin  iodide  (CHJaTel  is  formed, 
m.p.  90°-92°  (Cahours,  Bull.  "Soc.  chim.  [2]  4, 
40),  which  crystaUises  in  yellow  prisms. 

Ethyl  ditelluride  (C2H5)2Te2  is  said  to  be 
formed  in  the  preparation  of  (CaHJ^Te,  and  to 
be  a  dark-red  liquid,  with  high  boiling-pomt. 

Ethylamines. 

(Ji>iupouuds  in  which  ono  or  more  atoms  of 
11  in  NH  3  are  replaced  by  C!.,H-. 

Ethylamine  C.H/NH  , ;"  b.p.  18-7°,  sp.gr. 
0-6964  at  8°,  0-70S  a.t  2°  (Hofmann.  Ber.  22, 
699)  ;   m.p.  -85-2°,  b.p.  19°  to  20°  (Ladenburg 
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and  Krugel);  sp.gr.  0-7013  at  4",  0-6892  at  16° 
(Perkin) ;  crit.  temp.  185-2°  (Schmidt)  ; 
H.C.  =408-5  Cals.  (Berthelot,  Ann.  Chim.  Phys. 
[5]  23,  244).  From  ethyl  carbimide  and  KOH 
(Wurtz,  Armalen,  71,  330 ;  also  Compt.  rend. 
28,  223) ;  from  djH^Br  and  NH,  (Hofmann, 
Annalen,  74,  159) ;  by  the  putrefaction  of  yeast 
and  of  flour  (Hesse,  J.  1857,  403  ;  Suflivan,  J. 
1858,  231);  by  heating  alcohol  with  NH^Ol  at 
300°  (Berthelot,  Ann.  Chim.  Phys.  [3]  38,  63) ; 
by  action  of  nascent  H  upon  acetonitrile  (Mendius, 
Aiinalen,  121,  142).  It  is  also  produced  in  the 
dry  distillation  of  the  residues  from  beet-root  in 
sugar  manufacture  (DuvLUier  and  Buisine,  Ann. 
Chim.  Phys.  [5]  23,  317)  ;  by  action  of  KC2H5SO4 
upon  alcoholic  NH3  at  120"  (Erlenmeyer  and 
Carl,  J.  1875,  617);  by  action  of  Na  upon 
CHj-CONHj  m  boiling  &myl  alcohol  (Guerbet, 
Compt.  rend.  129,  62) ;  from  EtOH  and  phos- 
pham  at  225°-250''  (Vidal,  D.  R.  P.  64346) ;  by 
action  of  Zn  filings  and  HCl  in  the  cold  on 
aldehyde  ammonia  (TrUlat  and  FayoUat)  (Jean) ; 
by  electrolytic  reduction  of  nitroethane  in 
H2SO4  at  70°-75''  (Pieron,  BuU.  Soc.  chim.  13], 
21,  784). 

Preparation.  —  (1)1  volume  of  ethyl  nitrate 
C2H5NO3  is  treated  ^  ith  3  volumes  of  alcoholic 
ammonia  for  12  hour.s  at  100° ;  the  free  bases 
are  separated  from  the  NH3  by  neutralising  \rith 
H2SO4  or  HCl  and  extracting  with  alcohol ;  the 
sulphates  or  chlorides  are  then  decomposed  by 
NaOH,  and  the  free  bases  combined  with  picric 
acid  and  crystallised.  The  picrate  of  (C2H5)3N 
separates  first,  in  yeUow  needles,  then "  the 
C2H5NH2  salt  in  brown  prisms  ;  the  picrates  are 
then  separated  and  decomposed  by  HCl,  and 
the  bases  liberated  by  KOH  (Carey  Lea,  Chem. 
News,  6,  118). 

(2)  Crude  CoHgCl,  from  manufacture  of 
chloral,  is  heated  for  an  hour  vnth  3  times  its 
volume  of  alcohol  (95  i).c.)  previously  saturated 
■svith  ammonia,  in  an  iron  vessel  heated  by  a 
water-bath.  On  cooling,  the  NH4CI  is  filtered 
off,  and  the  remainder  distilled  untU  free  from 
NH3  and  alcohol,  the  residue  (hydrocliloridcs  of 
mon-,  di-,  and  tri-ethylamine,  mixed  with  a 
little  NH4CI)  is  treated  mth  a  strong  solution 
of  NaOH,  and  the  liquid  dra\vn  off  and  dried 
by  means  of  solid  NaOH  ;  it  consists  of  a  mix- 
ture of  the  three  bases ;  ethyl  oxalate  is  then 
added,  and  the  (C2H5)3N,  which  is  unacted  upon, 
is  distilled  ofiE ;  the  residue  consists  of  a  mixture 
of  solid  diethyl  ozamide  CjO  2(NHC2H5  )2  and  liquid 
ethyl  diethyloxamate  C202N(C2H5)20C2H5,  which 
are  separated  and  the  diethyl  oxamide,  after 
recrystaUising  from  hot  water,  decomposed 
with.  KOH  (Hofmann,  Ber.  3,  109,  776  ;  also 
DuviUier  and  Buisine,  Compt.  rend.  88,  31). 

Propertie3.--ls  a  mobile  liquid,  with  strong 
ammoniacal  odour,  is  strongly  caustic,  and  has 
an  alkaline  reaction  ;  bums  with  yellow  flame, 
is  miscible  in  all  proportions  with  water,  displaces 
NH3  from  its  salts,  and,  like  ammonia,  precipi- 
tates metallic  hydroxides  and  oxides  from  salts. 
It,  however,  dissolves  the  hydroxides  of  Al 
(Wurtz),  Au,  and  Ru  (Carej-  Lea),  and  does  not 
dissolve  those  of  Cd,  Ni,  and  Co.  The  chloride 
is  decomposed  on  distillation  into  CoH^NH^, 
(CjH.OzNH,  NH,,  C2H4,  and  VJifil  (Fileti  and 
Piccini,  Ber.  12,  1508).  CrOj  oxidises  ethyl- 
aminc  lo  aldehyde  and  N  (Carstanjen,  J.  1802, 
330). 


Caro's  acid  oxidises  EtNH,  yieldmc 
GH3COOH,  CH3CN,  CHjCHiNOH,  nitroethane, 
and  CH3C(0H)N0H  (Bamberger,  Ber.  35, 
4293).  It  forms  a  compound  CH.NHK 
(Titherley).  ' 

Salts  {v.  Wurtz,  Annalen,  76,  329).— 
(C2H5)NH2,HC1,  dehquescent  plates ;  m.p. 
76°-80°;  b.p.  315°-320°  (with  decomposition); 
sp.gr.  1-2045  at  21°/4°  (Schifi  and  Monsacchi); 
molecular  refract.  35-97  (calc.  35-95)  (K  anon- 
nikow,  J.  pr.  Chem.  [2]  31,  347);  soluble  in 
alcohol;  soluble  in  0-42  part  of  water  at  17° 
(S.  and  M.  Zeitsch.  physikal.  Chem.  24,  513). 
Prepared  by  heating  1  volume  of  CHjCl  with 
3  volumes  alcoholic  ammonia  to  100°  (Groves, 
Chem.  Soc.  Trans.  1861,  13,  331).  The  hydro- 
chloride and  hydroiodide  exhibit  isodimorphism  ; 
both  are  moiioclinic  at  ordinary  temperatures, 
changing  at  higher  temperatures  to  uniaxial 
modifications.  C2H5NH2,HgCl2,  by  action  of 
alcoholic  HgCL  on  alcoholic  CH^NH, ;  a 
crystalline  precijjitate,  soluble  in  hot  "HCl 
solution.  With  excess  of  HgCl2  in  aqueous 
solution  a  white  precipitate 

2C2H5NH2,HgCl2+2HgO 
is  throwii  down ;   by  heatmg  C2H5NH2  with 
excess  of  HgC'l,,  a  yellow  precipitate 

ClHg-OHg-NH-CaH, 
separates ;    whilst    a  crystaUisable  compound 
ClHg-NH-C2H5  remains  in  solution  (Kiihler,  Ber. 
12,   2308).    2C2H,NH2,PtCl2,  yeUow  powder, 
combines  with  (C2H5)NH2,  and  forms 

4C2H.NH2,PtCl2.2H20, 
colourless  crystals,  soluble  m  water. 

(C2H,;-NH2,HCl)2,PtCl4,  orange-yeUow  flat 
rliombohedrons  (Weltzien,  Annalen,  93,  272), 
hexagonal  rhombohedrons  (Topsoe,  J.  1883, 
019) ;  sp.gr.  2-255  at  19°/4°  (Clarke,  Ber.  12, 
1399).  CaHjNHo.HCl.AuClj,  golden-yeUow  mo- 
noelinic  prisms,  soluble  in  water  (T.). 

( C2H5NH 2 ) 2, H2SO 4,  deliquescent  bod}',  soluble 
in  alcohol ;  forms  double  salts  with  other  sul- 
phates, e.g.  ethyl-ammonium  alum 

(C2H5NH2)2,H2S04,Al2(S04)3,24H20, 
octahedral  crystals,  soluble  at  25°  in  6-89  parts 
of  water. 

Ethylchloramine  C2H5NHCI.  A  very  pungent- 
smelling  oU  ;  sp.gr.  1-007  at  0°;  formed  by  action 
of  NaClO  upon  CaHjNH^.HCl.  Heated  with 
HCl,  yields  eth3'lamine  (Berg,  Ann.  Chim.  Phys. 
[7]  3,  319). 

Ethyl  dichloramine,  elhylnitrogenchloride 
C2H5-NCI2;  b.p.  88°-89°  at  762  mm.; 
sp.gr.  1-230  at  15° ;  by  passing  CI  through 
aqueous  C2H5NH2  (Wurtz,  Compt.  rend.  11, 
810),  prepared  by  distilling  a  mixture  of 
CaHjNHa.HCl  with  2-i-  times  its  weight  of  bleach- 
ing powder  and  a  little  water  (Tschemiak,  Ber. 
9,  146),  a  yellow  oily  liquid  with  a  penetrating 
smell,  insoluble  in  water  and  acids,  decomposes 
on  long  standing  into  H.CI,  l:^}^^Cl,  CaHjjNHj.HCl, 
CHCI3,  CH3CN,  and  CH3-COCI  (Kohler,  Ber.  12, 
1870).  The  pure  substance  keeps  unchanged 
for  long  periods  imdcr  water  (Tscherniak,  ibid. 
12,  2129).  Alkalis  decompose  it  into  acetic 
acid  and  Nll  .j ;  behaves  towards  manj'  bodies  as 
free  CI.    Zn(C2HB)2  forms  (CjIJj)3N  and  ZnOJ^. 

Ethyl  di-iodoamine  C2HJNI2,  and  Ethyl  di- 
iromawwwe  C2H5NBr2,  are  formed  similarly  ;  the 
former  is  a  dark-blue  liquid  (Wurtz). 
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Ellu/l  nitraminc  CaHgNH-NOa  ;  m.p.  +fi°  ; 
sp.gr.  1-1675  a  t  15°.  A  colourle.s.s  liquid,  with 
ail  acid  reaction,  prepared  by  the  action  of  NH3 
upon  diethyl  dinitro-oxamide.  It  gives  two 
classes  of  alkyl  derivatives  (Umbgrove  and 
Franchimont,  Rec.  trav.  chim.  16,  388).  It  is 
also  formed  from  methyl  ethylcarbaniate  and 
cone.  HNO3  {Franchimont  and  Klobbie,  ibid. 
7,  356). 

i\^:i!roe%?/sow//m>«iHeCH3-CHN02-N(OH)NO 
is  obtained  by  the  action  of  NO  upon  the  Na 
derivative  of  nitroethane.  It  forms  metallic 
salts,  which  are  hydrolysed  by  mineral  acids, 
giving  NO  and  ethylnitrolic  acid  (Traube, 
Annalen,  300,  100). 

Diethylamine  (C2H-),NH;  m.p.  -40°  (Hof- 
mann,  Ber.  22,  699) ;  "b.p.  57-5°  (Hofmann, 
Annalen,  73,  91),  55-5°  at  759  mm.  (Oudemans, 
Rec.  trav.  chim.  1,  59)  ;  sp.gr.  0-7262  at  0°. 
0-7107  at  15°  (Hufmann,  Ber.  22,  669),  0-7226 
at  4°,  0-7116  at  15°,  0-7028  at  25°).  From  NH3 
and  C,,H,I  (Hofmann),  or  NH3  and  C0H5NO3 
(Lea,  J.  1861,  493).  Prejjarcd  by  the  action  of 
KOH  upon  the  L!.02N(C2H5),OC2H5  obtained  in 
manufacture  of  ethylamine  [q.v.). 

Also  by  action  of  very  dilute  NaOH  solution 
upon  [(C2H,),N(NO)]2.H2«04  (Kopp,  Ber.  8, 
622).  Also  by  action  of  EtOH  upon  phospham 
at  225°-250°  (Vidal,  D.  R.  P.  64346).  By  heating 
;)-toluenesulphodicthylamide  with  chlorsulphonic 
acid  at  130°-150°  (Marckwald  and  v.  Droste- 
Hiilshoff,  Ber.  31,  3263).  By  dissolving  50  grams 
diethylaniline  in  148  grams  HCl  (sp.gr.  1-1), 
diluting  With.  75  c.c.  HjO,  addmg  32  grms.  NaNOj 
in  50  c.c.  H2O  and  pouring  sloA\-ly  through 
a  reflux  condenser  into  a  boiling  solution  of 
85  grams  NaOH  in  2  litres  of  H2O  (Norris  and 
ICimberley,  Amer.  Chem.  J.  20,  60). 

Is  a  colourless,  inflammable  liquid  with 
strong  ammoniacal  smell,  very  soluble  in 
water  ;  is  a  strong  base,  and  acts  like  CoHjNH.,, 
except  that  it  does  not  dissolve  Zn(OH  (Carey 
Lea).  HjOj  oxidises  it  to  diethylhych'oxylamiue 
(Dunstan  and  Golding).  The  nitrate  decom- 
poses suddenly  at  170°,  and  yields  nitrosodiethyl- 
amine.  (CH^joNNO  (Franchimont,  Rec.  trav. 
chim.  2,  95)  ;  the  hydrochloride  (C2H-)2NH,HC1 
forms  non-deliquescent  plates;  m^p.  2'l5°-217° 
(Wallach,  Annalen,  214,  275) ;  b.p.  320°-330° 
(W.);_  sp.gr.  1-0475  at  21°/4°  (Schiff  and  Mon- 
sacchi) ;  and  combines  with  many  metallic 
chlorides,  e.g.  [(C2H5)2NH,HCl]2PtCl4,  orange- 
yellow  monoclinic  crystals  (Topsoe,  J.  1883, 
619). 

Diethi/kJdori/mine  (CH-JaNCl.  A  pungent- 
smelling  oil;  b.p.  91°;  sp.gr.  0-943  at  0° ; 
formed  by  action  of  NaClO  upon  (C2H5)2NH. 
It  decomposes  on  keeping  with  formation  of 
(G2H5),,NH,HC:i  (Berg,  Ann.  Chim.  Phvs.  [7]  3, 
320). 

Diahylmlrnmlric  Et^N-NO,  ;  b.p.  206-5° 
at  757  mm.,  93°  at  16  mm".  ;  sp.gr.  1-057 
at  15°.  Formed  by  action  of  EtI  upon 
EtNK-NOo ;  also  by  action  of  highest  con- 
centrated HNO3  upon  as-diethylurea.  It  is 
decomposed  by  KOH  at  150°-160°  into  EtNHj, 
HNO3,  and  CH3CHO  (Franchimont,  Rec.  trav. 
chim.  0,  149 ;  F.  and  Umbgrove,  ibid.  16, 
.396). 

Diethylisonitramine.    An  oil,  b.p.  46°-50°  at 
18  mm. ;  sp.gr.  1-000  at  1.5°  ;  formed  by  inter- 
action of  EtI  and   C.H.NAgNO...    KOH  at 
Vol.  II.— 2'. 


t  100°  decomposes  it  into  alcohol,  N,  and  CH  ,CHO 
( U.  and  F.  I.e.  399). 

Nitrosodiclhylaminc  (C2H-)^NN0  ;  b.]). 
176-9°  (corr.);  sp.gr.  0-961  at  17-5°;  V.D. 
=  3-36  (calc.  =  3-53)  (Knecht,  Ber.  10,  979)  ; 
by  distilling  neutral  solution  of  (C,H5)2NH,H(_:i 
with  a  concentrated  solution  of  KNO,  (Geuthcr, 

i  Annalen,  128,  251;  J.  1871,  695);  "also  from 
(C2H5)2NH  and  NOCl  m  ether  solution  at 
-15°  to  -20°  (Solonina,  J.  Russ.  Phys.  Chem. 
Soc.  30,  431);  a  yellow  oil  with  aromatic 
smell,  decomposed  by  HCl  into  (CHJ.NH  and 
HNO..  Alcoholic  KOH  at  140°  forms  NH3  and 
(C2H.-)NH2.     Na    amalgam   forms  NoO  and 

(C2H5)2NH. 

Triethylamine  (C.H,)3N;  b.p.  89''-89-5°  at 
736-5  mm.  (Briihl,  Annalen,  200,  186),  89°-90-5° 
at  767-8  mm.  (Hofmann);  sp.gr.  0-735  at  15° 
(Hofmann.  Ber.  22,  700),  0-7426  at  4°,  0-7331 
at  15°,  0-7257  at  25°  (Perkin) ;  crit.  temp.  267-1° 
(Pawlewsld,  Ber.  16,  2633);  remains  liquid  at 
—75°  under  10  mm.  pressure  (H.).  By  the 
action  of  NH3  upon  C^HjI  (Hofmann,  Annalen, 
73,  91)  or  upon  C2H5NO3  (Carey  Lea). 

Preparation. — (1)  Crude  ethylamme  (from 
C2H5CI  and  NH3)  in  alcoholic  solution  is  treated 
mth  CHjCl  (DuviJlier  and  Buisine);  (2)  by  dis- 
tillation of  (CoH5)4N-OH. 

Properties. — An  oily  liquid  wth  strong  am- 
moniacal smell,  slightly  soluble  in  water  ;  strong 
base.  On  strongly  heating  its  salts,  (C2H^)3N  is 
destroyed,  with  formation  of  a  little(C.,Hr  ),N-NO 
(Geuther,  Zeitsch.  Chem.  1886,  513).  " 

The  hydrochloride  forms  feathery  non-deli- 
quescent scales,  and  combines  with  many  metallic 
salts  to  form  double  compounds.  N(C..H5)3,HC1, 
sp.gr.  1-06885  at  21°/4°.  1  part  "of  water 
dissolves  1-5  parts  salt  (Schiff  and  Monsacchi). 
(C2H5)3N,HN03,  m.p.  98°-99°  (Franchimont, 
Rec.  trav.  chim.  2,  339). 

Tetra-ethylammonium  hydroxide 
(C2H5),N-OH, 

formed  from  the  iodide  (CoH^j^NI  by  the  action 
of  AgjO.  It  forms  very  deliquescent  needles, 
is  a  strong  base,  which  eagerly  absorbs  COj, 
displaces  NH3,  jjrecipitates  metallic  hydroxides, 
and  gives  a  blue  solution  with,  sugar  and  (JUSO4  ; 
is  decomposed  by  dry  distillation,  forming 
triethylamine,  ethylene,  and  H2O ;  when  heated 
with  CjHjI,  gives  (C2Hj,)4l  and  alcohol. 

Salts. — (C.,H5)4NC1,  forms  deliquescent  crys- 
tals, sp.gr.  "I-O8OI  at  21°/4°  (Schiff  and 
Monsacchi),  and  yields  many  double  salts, 
e.g.  [(C„H5)4NCl]2HgCl2,  tetragonal  crystals ; 
(CaHs^NChHgCls,  triclinic  cry.stals  (Topsoe,  .J. 
1883,  620);  [(C2H,)4NCll2PtCl4,  orange-yellow, 
cry.stallilie  (monoclinic  (T.)),  difficultly  soluble 
in  water,  almost  insoluble  in  alcohol;  (C2H5)4NBi-, 
light-orange  needles,  m.p.  78°,  combines  witli 
Br  to  form  an  unstable  pentabromido  (Marquart, 
Ber.  3,  284) ;  gives  with  alcoholic  I  solution  a 
precipitate  of  (C2H;;)4Nl3,  quadratic  prisms 
(Weltzien,  .\nnalen,  91,  33),  which  is  also  formed 
along  with  iodoform  when  the  monoiodide  is 
electrolysed  between  platinum  electrodes  (Goecke, 
Zeitsch.  Elektrochem.  10,  249)  ;  the  monoiodide 
(C2H5)4N1  forms  large  crystals  soluble  in  cold 
water  and  in  alcohol,  insoluble  in  ether ;  sp.gr. 
1-559  (Schroder,  Ber.  12,  562). 

a-EthylhydroxylamineCHsO-NH  , ;  b.p.  68°; 
sp.gr.  0-8827  at  7-5°  (Giirke,  Annalen,  205.  277) ; 
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by  the  action  of  HCl  upon  benzoyl  othylhydroxyl- 
amine  ethyl  ether  CeH.CO-NCaHs-OCoHj,  or 
upon  the  ethyl  ether  of  benzaldoxime 

(Losseu  and  Zanni,  ibid.  182,  223). 

A  strongly  smellmg  inflammable  liquid, 
miscible  with  water,  alcohol,  or  ether ;  gives 
with  AgNOj  a  white  precipitate,  which,  on  heat- 
ing, is  changed  to  metallic  silver ;  with  acids, 
forms  salts,  e.g.  CjHjONjHCl,  scaly  plates, 
m.p.  128°,  decomposed  by  heating  with  HCl  to 
150°  into  C2H5CI,  NHsO.HCl,  and  NH4CI ;  unites 
with  Pta4  to  form  (CjH-ON.HCljaPtai ;  pris- 
matic crystals,  soluble  in  water  and  in  absolute 
alcohol  (Lossen  and  Zanni).  The  suljahate 
(C2H,ON),H2S04  crystaUises  with  difficulty,  and 
is  soluble  in  water  and  in  alcohol. 

)3-Ethyl  hydroxylamine  C2H5NH  OH;  m.p. 
69°-60°,  with  decomposition;  sp.gr.  0-9079 
at  63-9°  (Briihl).  Formed  by  heating  for  8 
hours  at  140°,  ;8-ethyl-o-benzylhydrox}'lamine 
with  cone.  HCl  (Behrend  and  Leuchs,  Annalen, 
257,  239) ;  from  hydroxylamine  and  EtI 
(Lobry  de  Bruyn,  Rec.  trav.  chim.  13,  48 ; 
Hantzch  and  Hilland,  Ber.  31,  2065  ;  Dunstan 
and  Golding,  Chem.  Soc.  Trans.  75,  807) ;  by 
heating  1  part  m-nitrobenzsjnialdoxime-N-ethyl 
ether  ^^■ith  7  parts  cone.  HCl  (KjeUin,  Ber.  26, 
2378) ;  by  electrolytic  reduction  of  nitroethane  in 
H2SO4  solution  at  15°-20°  (Pierron,  Bull.  Soc. 
chim.  [3]  21,  784). 

It  is  very  easily  soluble  in  water  or  alcohol, 
less  so  in  ether,  benzene,  or  cold  ligroin.  It 
reduces  EeUing's  solution,  and  is  reduced  by 
HI  to  CsH^NHg. 

;8;e-Diethyl  hydroxylamine  (C2H.)2NOH; 
b.p.  130°-134°,  with  decomposition  (Dunstan 
and  Golding),  b.p.  at  15  mm.  47°-49°  (Lachman) ; 
sp.gr.  0-8771  at  15°/15°  (D.  and  G.),  0-8784 
(L.).  An  oil  formed  by  action  of  EtI  upon 
NH2OH,  and  also  from  (C2H5)2NH  and  H2O2 
(D.  and  G.  Chem.  Soc.  Trans.  75,  800).  From 
addition  product  of  diphenylnitrosamine  and 
Zn(Et)2  by  decomposition  with  water,  along 
with  cfiphenylamine  and  Zn(0H)2  (Lachman, 
Ber.  33,  1022). 

Is  a  feeble  base,  soluble  in  water,  alcohol,  or 
ether.  Reduces  AgNOj  and  HgClj,  and,  on  heat- 
ing, CUSO4.  Reduced  with  HI,  yields  (CaH  JjNH. 

a/3-Diethyl  hydroxylamine  CaHjNH-OCjHs ; 
b.p.  83° ;  sp.gr.  0-829  at  0° ;  formed  by  inter- 
action of  a-ethylhydroxylamine  and  EtBr.  It  is 
easily  soluble  in  water,  alcohol,  or  ether.  Heated 
with  cone.  HCl  at  200°,  yields  NH2(C2H5)  and 
CjHsa  (Lossen,  Annalen,  252,  230). 

The  hydrochloride  CiHuNOHCl  of  an  iso- 
meric compound  is  obtained  by  action  of  Sn  and 
Ha  upon  C2Hi,N03(Lossen,  ibid.  Suppl.  6,  238). 
The  salts  are  more  soluble  in  water  than  those 
of  hydroxylamine.  The  free  base  is  a  syrup, 
easily  soluble  in  water,  and  has  strong  basic 
properties.  The  platinum  salt  is  in  the  form  of 
orange-yellow  plates,  soluble  in  warm  alcohol 
and  in  water. 

Triethyloxamlne  (C2H5)3NO  is  a  colourless 
crystalline  mass  obtained  from  /3)3-diethyl- 
hydroxylamine  and  EtI.  Also  from  NEtj  and 
H2O2  (Dunstan  and  Golding  ;  Lachman). 

It  is  very  easUy  soluble  in  water,  less  so  in 
CHCI3  and  insoluble  in  ether.  Decomposes  on 
heating.    Reduces  Fehling's  solution  on  heating. 


It  gives  a  precipitate  with  CuSOj  and  AgNOj. 
On  reduction,  yields  trieth3-lamine. 

Triethyl  methyl  ammonium  iodide 
N(C2H,)3CH3l, 
obtained  by  action  of  N(C2H5)3  upon  CH3I 
(Hofmann,  Annalen,  78,  277)  (for  other  Salts, 
V.  Topsoe,  J.  1883,  620).    The  picrate  melts  at 
267°-268°  (Lossen,  Annalen,  181,  374). 

Diethyl  dimethyl  ammonium  iodide,  obtained 
from  N(CH3)2H  and  C2H5I;  orfrom  N(C2H5)2H 
and  CH3I  (v.  Meyer  and  Lecco,  Annalen,  180, 
177)  (for  other  Salts,  v.  Topsoe,  I.e.).  The 
picrate  melts  at  285°-287°  (Lossen,  Annalen, 
181.  374). 

Ethyl  trimethyl  ammonium  iodide  is  formed 
from  (CH3)3N  and  C2HJ  (MiiUer,  iUd.  108,  1) 
(for  other  Salts,  v.  Topsoe).  The  picrate  melts 
at  299°-300°  (Lossen). 

Triethyl  propyl  ammonium  iodide 
N(C2H,)3(C3H,)I 
crystaUises  in  large  needles  (Mendius,  Annalen, 
121,  136). 

Diethyl  tsoamylamine  N(C.,H5)2(CeH,,)  ;  b.p. 
154° ;  from  the  distillation  of  N^iCgHj  )3(C.H, ,  )0H 
(Hofmann);  [N(C2H5)2C5Hn,HC]]2PtCl4,  yeUow 
j  needles. 

Triethyl  nwamyl  ammonium  iodide 

N(C2HJ3(C,H„)I, 
formed  by  the  action  of  N(C2H5)3  upon  CrH|,I 
(Hofmann,  Chem.  Soc.  Trans.   1852,  4,  313; 
Annalen,  78,  279) ;  the  hydroxide  decomposes 
on  heating  as  follows  : — 
C5H„(C2H,)3N-OH 

=  N(C,H„)(C2H5)2  +  C2H4  +  H20. 

Diethyl  methyl  tsoamyl  ammonium  iodide 

N(C2H3)2CH3(C5H„)I 
is   formed  from   N(C2H3)2(C5Hi,)   and  CH3I 
(Hofmann). 

Ethyl-methyl-woamylamine 

NC2H,(CH3)(C,H„); 
b.p.  135°;    is  obtained  by  distillation  of  the 
hydroxide  of  the  radicle  of  the  preceding  com- 
pound (Hofmann). 

Acetethylamide  CH3-CONHC2H5 ;  b.p.  205°, 
sp.gr.  0-942  at  4-6°  (Wurtz) ;  b.p.  204°-205° 
(Titherley) ;  from  ethyl  acetate  and  ethylamine 
(Wurtz,  'Ann.  Chim.  Phys.  [3]  30,  491  ;  Compt. 
rend.  36,  180;  Annalen,  76,  334)  or  from 
C2H5NCO  and  HC2H3O2  (Wurtz,  ihid.  88,  315) ; 
from  CH3C0NHNa  and  EtI  at  150°.  The 
hydrochloride  forms  deliquescent  needles,  melt- 
ing at  60°.  With  NaNHj,  yields  CH3CONNaC2Hj, 
which,  with  KM(  S04,  gives  CH3C0NMeEt,  an 
oU,  boiling  at  1 80°,  and  soluble  in  water  (Titherley, 
Chem.  Soc.  Trans.  1901,  393).  By  action  of  I'l 
yields  ethyl  acetyl  nitrogen  chloride 'NCU^^tiCj.iliO) 
(Norton,  Tchemiak,  Bull.  Soc.  chim.  [ii.]  30,  106; 
Compt.  rend.  86,  1409),  an  oily  unstable  liquid, 
j  slightly  soluble  in  water. 

Acetdiethylamide  N(C2H5)2C,H30 ;  b.p. 
185°-180°;  sp.gr.  0-9248  at  8''-5°  (WaUach, 
Annalen,  214,  235). 

Diacetylethylamide  NC2Hf,(C2H30)2 :  b.p. 
185°-192°  (Wurtz);  sp.gr.  1-0092  at  20°  (W.); 
by  heating  EtNCO  with  (C,H30)20  to  200° 
(Wurtz,  Ann.  Chim.  Phys.  [3]  42,  43). 

Ethyl  hydrazines-Ethylamide. 

1.  Ethyl  hydrazine  C2H5HN-NH2  ;  b.p. 
99-5°  at  709  mm.,  is  prepared  by  reducing 
nitrosodiethyl  urea  N(C2H5)H-CO-N(NO)C2H5 
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by  moans  of  ziac-diist  and  acetic  acid  ;  this  i 
yields  ethyl  hydrazine  urea  (semi-carbazide) 
N(C.H5  )H-'CO  •N(NH  „  )C  Jl , ,  and  this,  by  action  of 
HGl,"forms  C^HsHN-NH,,  CO,,,  and  O.H.NHa  ; 
hy  jiassing  in  HCi  the  chloride  separates  out,  which 
is  then  decomposed  by  strong  KOH  solution  and 
solid  KOH,  and  the  resulting  oily  liquid  distilled 
over  BaO  (Fischer,  Annalen,  199,  287) ;  also  by 
reducing  ethylnitramine  with  Zn  and  HC'l 
(Thiele  and  Meyer,  Ber.  29,  963). 

Is  a  colourless  liquid,  with  faintly  ammoniacal 
odour  ;  has  great  affinity  for  water,  in  which  ] 
it  is  soluble,  as  also  in  alcohol,  ether,  chloro-  I 
form,  and  benzene  ;  fumes  in  air  and  destroys 
corli  and  caoutchouc  ;  reduces  Fehlmg's  solution 
in  the  cold.  Br  water  liberates  N.  It  precipi- 
tates metallic  oxides,  and  gives  the  /.sonitrile 
reaction  mth  KOH  and  OHCI3.  Forms  two 
chlorides:  (1)  C2H8N.,,2HC1, white  needles,  very 
soluble  in  water  and  alcohol  ;  on  heating  to  110° 
yields  (2)  CjHgNojHCl,  an  amorphous  horny 
deliquescent  body.  The  sulphate  crystallises 
from  alcohol  in  thin  plates,  and  is  very  soluble 
in  water.  By  heating  OaHsNH-NHj  with  K^S^O, 
at  80°-100°,  potassium  ethyl  hydrazine  sulpho- 
7iate  CaHrjNH-NHSOjK  is  obtained  ;  this  forms 
fine  needles,  very  soluble  in  water,  much  less 
soluble  in  alcohol  or  ether  (Fischer). 

2.  as-Diethylhydrazine  (C2H5),N-NHj ;  b.p.  I 
96°-99° ;  prepared  by  action  of  zinc -dust  and 
acetic  acid  upon  a  solution  of  nitrosodiethyl- 
amine  (C,,H5)2(NO)N  ;  30  grams  (C2H5),(NO)N 
dissolved  in  300  grams  water  are  mixed  with 
150  grams  Zn  dust  and  150  grams  CH^Oo  (of 
50  p.c.)  kept  at  20°-30'',  and,  towards  the  end,  at 
40°-50°.  Excess  of  Zn  is  then  dissolved  by  HC'l, 
an  excess  of  NaOH  added,  and  the  mixture 
distUled  ;  the  distillate  is  neutralised  with  HCI 
and  NH4CI  separated  by  crystallisation.  From 
the  mother  liquor  (C.,Hj),N2H,,  mixed  with 
(C2H5),HN  is  freed  by  solid  KOH.  By  the 
action  of  HGNO  diethylhydrazine  urea  (semi- 
carbazide)  NH2-CO-NH-N(C,H5)2  is  formed.  4 
grams  of  this  compound  are  heated  A\ith  15 
grams  of  HCI  in  a  sealed  tube  at  100°,  diluted  and  > 
the  NH4CI  separated ;  on  treatment  with  KOH,  i 
pure  (C.,H5).,N2H2is  obtained  (Fischer,  Annalen, 
199,  308). 

Is  a  colourless  liquid  with  a  faintly  am- 
moniacal smeU,  very  hygroscopic  and  soluble 
in  water,  alcohol,  ether,  chloroform,  and  benzene  ;  j 
reduces  Fehling's  solution  only  on  ■\\arming  ; 
is  monobasic ;  the  salts  are  soluble  in  water 
and  alcohol,  and  difficult  to  crj'stallise. 
[{(-'2Hj).,N2H2-HCl]2PtCl4  forms  fine  yellow 
needles,  solufile  in  water.  With  SOCL  in  ice- 
cold  ether,  yields  (C2H5)2N-NSO,  an  aromatic 
oil,  b.p.  73°  at  20  mm.  It  is  slowly  hydrolysed 
by  water  (Michaelis  and  Storbeck,  Ber.  26,  310). 

3.  sym- Diethylhydrazine  CoHs-HN-NH-C.Hs; 
b.p.  at  758  mm.  84°-86°.  F'ormed  by  hea'ting 
at  100°  for  3  hours  1  part  ■s//m-diethyl-diformyl- 
hvdrazide  and  2  parts  fuming  HCI ;  an  oil ; 
heated  with  cone.  HCI.  at  155°,  yields  NH,C1  1 
and  CHjCl.  With  yellow  HgO  forms  HgEt„. 
With  HNO.,  yields  ethyl  nitrite.  The  hydro- 
chloride melts  at  160°  with  decomposition 
(Harries,  Ber.  27,  2279). 

Triethyl-azonium  iodide  (C2H5)3NNH2l  is 
formed  by  action  of  diethylhydrazine  upon  T| 
times  its  weight  of  CoH-I  (Fischer,  Annalen, 
199,  316).    It  forms  needles  ver^'  soluble  in 


water  and  in  hot  alcohol;  insoluble  in  el  her  and 
strong  alkalis.  By  action  of  AgjO,  gives  the 
strongly  alkaline  free  base,  which,  on  heating, 
yields  (C^H.^^N-NHo  and  CjH^.  By  the  action 
of  nascent  H  (Zn  and  H^St^),  the  iodide  yields 
HI.  NH3,  and  (CHJjN.' 

Telra-ethyl  tetrazone(C2Hj2N-N:N-N(C2H5)2; 
by  the  action  of  yellow  HgO  upon  a  cold  aqueous 
solution  of  (CoH"- )2N-NH2  (Fischer,  Annalen,  199, 
319);  is  an  oily  liquid  with  a  disagreeable  smell, 
not  volatile  •^^'itl^out  decomposition,  and  which 
does  not  freeze  at  —20°.  When  decomposed 
by  heat,  yields  N  and  (C2H5)H2N.  Forms  an 
explosive  oily  compountl  with  I.  Is  a  strong 
base,  though  its  salts  are  very  unstable.  It  re- 
duces silver  solutions  with  formation  of  a  mirror. 
The  solution  decomposes  on  heating,  yielding 
N,  N(C„H,).,H,  and  aldehyde.  The  Pt"  double 
salt  f(C2Hs)4N4,2HCl]2PtCi.,  forms  yellow  prisms 
solul)lo  in  water. 

Ethylene  C'oH^,  Olefiant  gas,  Heavy  car- 
bureilcd  hydrogen,  Bicarburelted  hydrogen, 
Elayl,  Ethene,  Etherin,  discovered  by  Deiman, 
Van  Trootswyk.  Bondt,  and  Lauweren  burgh 
(Crell's  Ann.  1795,  [2]  195,  310,  430).  Obtained 
by  action  of  H2SO4  u^jon  alcohol ;  the  addition  of 
Al2(S04)3  increas(\s  the  yield  (Senderens,  ( 'ompt. 
rend.  1910,  151,  392).  The  sulphuric  acid  can 
be  replaced  by  syi'upy  phosiihoric  acid,  sjj.gr.  1  -75 
(Newth,  Chera.  Soc.  Trans.  1901,  915) ;  by  the  dry 
distillation  of  many  organic  bodies  (hence  occurs 
to  the  extent  of  4  or  5  p.c.  in  coal  gas).  Also 
formed  when  CSo  and  H2S  (or  PH3)  are  led  over 
heated  copper  (Berthelot,  Amialen,  108,  194). 
To  jwcpare  the  gas,  a  mixture  of  25  parts  (hy 
weight)  of  alcohol  and  150  parts  sulphuric  acid 
is  heated  to  170°,  and  a  mixture  of  1  part  of 
alcohol  and  2  of  H2SO4  is  allowed  to  flrop  slowly 
into  the  vessel  by  means  of  a  funnel.  The  gas 
is  passed  through  H2S04,NaOH  solution,  and 
then  again  through  H2SO4.  For  the  j)reparation 
of  small  quantities  of  pure  gas,  an  alcoholic 
solution  of  C'oHjBri  is  warmed  with  granulated 
Zn  (Sabanejeli,  J.  Russ.  Phys.  Chom.  Soc.  9,  33). 
Equal  volumes  of  CO  and  H  led  over  coke  im- 
pregnated with  reduced  Ni  and  Pd  heated  at  95°- 
100°,  yield  8-3  p.c.  C2H4  (Orloff,  ibid.  40,  1588). 

Properties. — A  colourless  gas,  liquefied  by  a 
pressure  of  42J  atmospheres  at  — 1-1°;  b.p. 
-105°  (Cailletct,  Compt.  rend.  94,  1224), 
- 102°-103°  ( Wroblewsky,  Olszewskv,  Monatsh. 
4,338);  m.p.  -169°,  b.p.  at  757  min.  -102-7°, 
sp.gr.  0-6095  at  —102-7°  (Ladenburg  and  Kru- 
gel,  Ber.  32,  49,  1821);  crit.  temp.  13°; 
becomes  liquid  at  1°  and  45  atmospheres,  at 
4°  and  50  atmospheres,  at  8°  and  56  atmo- 
spheres, and  at  10°  and  60  atmospheres  (C.)  ; 
sp.gr.  (air  =  1)  0-9784.  1  volume  of  water 
absorbs  at  t°,  O-25629-0-009136<+0-000188]/- 
volumes  C.,H4  (Bunsen).  Alcohol  (of  sp.gr.  0-792 
at  20°)  absorbs  3-59498-0-05772<+0-000681«- 
volumes  (Carius,  Annalen,  94,  133) ;  H.C.jj. 
=341-4  Cals. ;  H.F.  (from  amorphous  C)  =  — 9-4 
Cals.  (Berthelot,  Ann.  Chim.  Phys.  [5]  23,  180). 

Ethylene  forms  an  explosive  mixture  with 
oxygen,  and  explodes,  even  in  the  cold,  in  con- 
tact -with  ozonised  oxygen  (Houzeau  and 
Renard,  J.  1873,319).  Led  through  a  hot  tube, 
it  splits  up  into  C,  H,  CH4,  CjHb,  and  C2H2 
(Berthelot,  Annalen,  139,  277 ;  Bone  and  Coward 
Chem.  Soc.  Trans.  1908,  1197).  Decomposed 
'  by  leading  over  reduced  Ni  at  300°  into  C,  CjHg, 
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CH4,  and  H  (Sabatier  and  Senderens,  Compt.  1 
rend.  124,  filO,  1358).  By  the  action  of  the  I 
electric  spark  it  forms  C.,H,  and  H,and  then  C 
and  H  (Wilde,  Zeitsch.  "Chem.  1866,  735).  It  | 
combines  with  H  to  form  CoHij,  when  the  j 
mixture  is  passed  through  a  hot  tube  (Ann. 
Chim.  Phys.  [4]  9,  431  ;  Bull.  Soc.  chim.  [ii.]  39, 
145),  or  when  in  contact  with  Pt  black  in  the 
cold  (Wilde,  Ber.  7,  354).  By  heating  a  mixture 
of  C2H4  and  CO,  at  400°,  aldehyde  is  formed 
(Schiitzenberger,  Bull.  Soc.  chim.  [ii.]  31, 
482).  OrOj  converts  it  into  aldehyde  at  120° 
(Annalen,  150,  373).  Fuming  sulphuric  acid 
absorbs  readily  large  quantities  of  CoH^  at 
ordinary  temperatures,  as  does  also  common 
H2S04"at  160°-170°  (Butlerow,  Ber.  6,  193), 
forming  C2H-HSO4  (Faraday).  C2H4  combines 
at  100°  with  strong  HI  or  HBr  solution,  but  not 
with  HCl  (Berthelot,  Annalen,  104,  184;  115, 
114).  N0O4  reacts  with  ethylene  to  form  ethyl- 
ene nitrosite,  and  NoO^  to  form  ethylene  nitrate 
(Demjanow,  ('hem. 'Zentr.  1899,  i.  1064).  In 
presence  of  AlBr,,  HBr  unites  at  0°  witli  ( '2H4, 
forming  CjH-Br.  With  Cl^O,  chlorethyl  chlor- 
acetate  CH2Cl-CO,(l2H4Cl  is  formed,  whilst  CIO., 
yields  CHoCl-COoH.  C.H,  combines  with  BF3  in 
sunlight  to  form  C,H3BF.,  (Landolph,  Ber.  12, 
1586),  a  liquid,  b.p.  '  124°-125°,  .sp.gr.  1-0478 
at  23°.  Ethylene  acts  as  a  divalent  radicle,  and 
forms  salts  with  most  of  the  acids. 

Ethylene  acetates  (Wurtz,  Compt.  rend.  43, 
199  ;  Atkin.son,  Phil.  Mag.  [4]  16,  433). 

1.  Ethylene  monoacetate  C2H4(C2H302)OH, 
monoacetic glycol;  b.p.  190°-190-5°(corr. ) (Perkin, 
Chem.  Soc. 'Trans.  45,  505);  sp.gr.  1-1108  at 
15°/15°,  1-1018  at  25725°  (P.);  produced  by 
action  of  KC2H3O2  upon  C2H4Br2  in  presence 
of  alcohol  (Atkinson,  I.e. ;  cf.  Seelig,  D.  R.  P. 
41507).  A  liquid  not  miscible  with  water  ;  yields 
glycol  C2H4(OH)2by  heating  %vith  C2H4Br2  and 
alcohol  (Demole,  Annalen,  177,45)  ;  decomposed 
by  heating  with  CjHgOCl  into  acetochlorhydrin 
and  ethylene  diacetate  (Louren90,  i6 id.  114,  127). 

2.  Ethylene  diacetate  C2Ha(C2H30,)2 :  b.p. 
186°-187°;  sp.gr.  M28  at  0°;  prepared  from 
C,H4Br2  or  C2H4I2  and  AgC2H30,  (Wurtz, 
Ann.  Chim.  Phys.  [3]  55,  433),  or  from  C2H4Br2 
and  anhydrous  KC2H3O2  at  150°-200°  (De- 
mole). 

A  liquid  soluble  in  7  parts  of  water,  isomeric 
with  ethylidene  diacetate  CH3-CH(C„H30.>), ;  b.p. 
108-8°;  sp.gr.  1-061  at  12°;  prepared  from 
aldehyde  and  (C2H30)20.  Dichlorethylene  di- 
acetate C2H2Cl2(C2H302)2  ;  b.p.  120°  at  20  mm. : 
is  produced  by  action  of  chloracetic  acid  upon 
C2H2  (Prudhomme,  Zeitsch.  Chem.  1870,  397). 

Ethylene  acetochlorhydrin 

ClCH.-CHs-O-CjHjO  ; 
b.p.  145°;  sp.gr.  1-1783  at  0°;  by  heating  a 
mixture  of  glycol  and  acetic  acid  at  100°  with 
HCl  (Simpson,  Annalen,  112,  147);  from  C2H4 
and  CH2CI-CO2H  (Schiitzenberger  and  Lippman, 
ihid.  138,  325) ;  insoluble  in  water ;  yields  ethyl- 
ene oxide  by  action  of  Kf)H. 

Ethylene  acetoiodohydrin  ICH2-CH2-O-C2H3O, 
heavy  oil ;  and 

Ethylene  acetobromohydrin 

BrCH2-CH2-0  C2H30  ; 
b.p.  101°-163°;  are  prepared  from 

C2H4(C2H302)OH 


by  action  of  HI  and  HBr  respectively,  the 
former  in  the  cold  in  presence  of  C»H4(0H).,  and 
CH.,-CO„H  (Simpson,  Annalen,  113,  123),"  the 
latter  at  100°  (Demole,  ihid.  173,  120). 
Ethylene  glycols. 

1.  Ethylene  glycol  CH„OH-CH.,OH  ;  glycol ; 
m.p.  -17-4°;  b.p.  197-37°  (Ladenburg  and 
Kj-ugel,  Ber.  32,  1821);  b.p.  197°-197-5°  at 
764-5  mm.  (Wurtz),  196°-199°  (corr.)  (Perkin, 
Chem.  Soc.  Trans.  45,  504),  195°  at  751-3 
mm.  (Pribram  and  Hand],  Monatsh.  2,  673)  ; 
sp.gr.  1-125  at  0°  (W.),  1-1279  at  0°  (P. 
and  H.).  1-1168  at  15°/15°,  1-112  at  25°/25° 
(Perkin). 

Discovered  by  Wurtz  (Compt.  rend.  43,  199  ; 
Ann.  Chim.  Phys.  [3]  55,  400).  Formed  by 
action  of  ethylene  diacetate  upon  KOH  (W.) ; 
from  C2H4CII  and  moist  silver  oxide  at  160°-200° 
(Simpson,  Annalen,  Suppl.  6,  253) ;  by  heating 
ethylene  monacetate  with  Ba(0H)2  or  with 
water  in  sealed  tubes  (Debus,  Annalen,  110, 
316)  ;  by  heating  a  strong  aqueous  solution  of 
neurine,  when  glycol  and  N(CH3)3  are  formed 
(Wurtz,  ibid.  Suppl.  6,  200);  by  heating 
ethylene  chloride  or  bromide  with  PbO  and 
15-20  times  its  volume  of  water  at  140°-170° 
(Eltekow,  Ber.  6,  558)  ;  from  ethylene  bromide 
and  water  at  140°-150°  (Niederist,  Annalen, 
186,  393) ;  together  with  polyethylene  glycol, 
by  action  of  C2H4O  (oxide  of  ethylene)  upon 
water  in  sealed  tubes  (Wurtz,  ihid.  113, 
255). 

Preparation. — 1.  600  grams  ethylene  bromide, 
700  grams  fused  potassium  acetate,  and  1500 
grams  alcohol  (sp.gr.  0-83)  are  heated  in  a  flask 
with  reflux  condenser  until  all  action  ceases ; 
cooled,  filtered  from  KBr  and  filtrate  distilled ; 
the  portion  distilled  above  140°  is  decomposed 
by  slight  excess  of  Ba(0H)2  and  heated  for  12 
hours  on  water-bath.  The  excess  of  baryta  is 
removed  by  CO2,  the  liquid  evaporated  to  one- 
third  its  volume,  the  residue  treated  with  a 
mixture  of  alcohol  and  ether,  the  liquid  re- 
moved from  the  crystals  and  distilled,  first  on 
water-bath,  to  separate  alcohol  antl  ether,  and 
then  over  the  flame  ;  the  portion  distilling 
above  185°  is  then  redistilled  (Erlenmeyer, 
Annalen,  192,  244). 

2.  A  mixture  of  188  grams  ethylene  bromide, 
138  grams  potassium  carbonate  and  1  litre  of 
water  [or  32  parts  C2H4Br2,  25  parts  K2CO3, 
350  parts  HjO  (Groscheintz,  Bull.  Soc.  chim.  [ii.] 
31,  293)],  is  heated  with  reflux  condenser  for 
10  hours,  is  then  evaporated  to  small  volume 
on  water-bath,  the  liquid  portion  poured  off  the 
crystals  of  KBr,  the  latter  are  washed  with 
absolute  alcohol.  The  filtrate  and  alcoholic 
washings  are  then  distilled  as  in  previous  method ; 
a  loss  owing  to  formation  of  CjHjBr  is  experienced 
by  this  process  (Zeller  and  Hiiffner,  J.  pr.  Chem. 
[2]  11,  229).  Haworth  and  Perkin  (Chem.  Soc. 
Trans.  1896,  175)  obtained  a  60  p.c.  j'ield  bv 
digesting  138  grams  K.CO,  in  1000  c.c.  HjO 
with  188  grams  G2H4Br2  under  a  rcHux  condenser. 
The  solution  is  evaporated  very  slowly  to  a 
syrup,  and  then  extracted  with  a  mixture  of 
alcohol  and  ether. 

3.  1  part  of  ethylene  bromide  and  26  parts 
water  are  heated  to  100°  in  a  sealed  vessel  for 
130  hours.  This  method  gives  a  yield  of  over 
60  p.c.  of  the  theoretical  amount  (Niederist, 
Annalen,  196,  354). 
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4.  Glycol  diacotate  is  decomposed  with 
powdered  C&(Oil).,,  and  the  mixture  distilled 
under  reduced  pressure.  The  yield  of  glycol  is 
03  p.c.  of  theory  (Henry,  Rec.  trav.  chim.  18, 
221). 

5.  It  may  also  be  prepareil  by  heating 
I'tliylt-ne  diacetate  with  methyl  alcohol  and 
hydrochloric  acid  (Henry,  Bull.  Acad.  Roy. 
Belg.  1896,  732). 

Glycol  is  a  colourless,  odourless,  syrupy 
liquid  ^\■ith  sweet  taste,  miscible  with  alcohol  and 
water,  but  almost  insoluble  in  ether.  100  jiarts 
ether  dissolve  I-l  part  of  glycol  (Knorr,  Ber.  30, 
912).  It  dissolves  NaCl,  ZnCl.j,  and  many 
other  chlorides  ;  also  K2CO3,  KOH,  and  Ca(0H)2. 

By  action  of  oxidising  agents,  e.g.  i>latinum 
black,  it  forms  glycoUio  acid.  Nitric  acid 
converts  it  mto  glycoUic  acid,  glyoxylic  acid, 
and  oxalic  acid  (Debus,  Annalen,  110,  310). 
Heated  with  sohd  KOH  to  250°,  glycol  yields 
potassium  oxalate  and  hydrogen  (Wurtz). 
Heated  with  large  quantity  of  water  at  200°-210° 
yields  aldehyde  (Nevole,  Bull.  Soc.  chim.  [ii.]  25, 
289)  ;  ZnCla  at  250°  decomposes  glycol  into 
aldehyde,  crotonaldehyde,  and  water.  By  elec- 
trolysis of  an  acid  (H0SO4),  solution  of  glycol, 
formic  acid,  formaldehyde,  CO,,  traces  of  a 
sugar  and  a  non- volatile  acid,  not  glycoUic,  are 
formed.  (Lijb  and  Pulvermacher,  Zeitsch. 
Elektrochem.  1910,  IG,  1).  Chlorine  forms 
a  erystallisable  halogen  compound,  m.p.  39°, 
b.p.  200°  ;  and  an  oily  body,  CeHi  jOj,  b.p.  240° 
(Mitscherlich,  J.  18G3,  485).  B„0\  in  presence 
of  ferrous  compounds  yields  glycoUic  aldehyde 
(Fenton  and  Jackson,  Chem.  Soc.  Trans.  1899, 
75).  Heated  with  aldehydes,  glycol  yields 
ethylene  oxide  derivatives,  e.g.  glycol  and  ffinan- 
thaidehyde  heated  at  125°-130°  for  some  days 
3'ield  ethylene  cenanthylidene  oxide 

6^3-13  ^"^"\OCHo^^' 

b.p.  180°  ;  similarly,  valeraldehyde  and  propal- 
'Q^g^^,,b.p.l42°;and 


0 


)0 


dehyde  yield  C^Hg-CH 
'OCH 


CoH.-CH<^Q^;g2^,b.p.l05°-107°,respectively 

(Lochcrt,  BuU.  Soc.  chim.  [ii.]  48,  337,  716).  With 
Na  and  EtI,  yields  glycol  monoethvl  ether,  a 
liquid  boiling  under  748  mm.  at  134-8°,  and 
having  a  density  of  0-93535  at  15°/15°  (PaL.maa. 
Ber.  42,  3873). 

Glycol  is  converted  into  glycoUic  acid  by  the 
action  of  Bdcterinni,  aceti,  provided  the  acid  be 
neutralised  {e.g.  by  (JaCO,)  as  fast  as  formed, 
otherwise  after  a  short  time  the  glycoUic  acid 
formed  stops  the  further  action  (A.  J.  Brown, 
Chem.  Soc.  Trans.  51,  638).  NH^CI  and  glycol 
at  300°^00°  form  eolUdine,  C„H,,N-HC1  (Hof- 
mann,  Ber.  17,  1905).  Phosgene  gas  at  ordinary 
ji  rn  |i<Tatures  converts  glycol  into  glycol  carbonate 
C()(()CH.),  (with  liberation  of  HCl),  a  stable 
compound,  soluble  in  water,  alcohol,  and  ether, 
and  crystallising  in  colourless  needles  (Neini- 
rowsky,  J.  pr.  Chem.  [2]  28,  439).  Heated  with 
strong  formic  acid  for  some  time  (Henninger, 
Ber.  7,  263),  or  Avith  oxalic  acid  (Lorin,  BuU. 
Soc.  chim.  |ii.]  22,  104),  giv(^s  gli/col  diformin 
CoH4(CH20)i,  b.p.  174°;"  in  tlii-  latter  case 
formic  acid  is  also  procluced.  With  mineral 
acid  or  dehydrating  agents  yields  acetaklelu'dc, 
ethylidene  ethylene  ether  and  chielly  diethy- 
Icno  ether 


CH.,-CH,^ 
CH,-CH, 

(Faworsky,  J.  Russ.  Phys.  (Jhem.  Soc.  1906,  3S, 
741).  By  action  of  sodium  on  glycol,  we 
get  sodium  ethi/lenate  G2H4(OH)ONa,  a  white 
crystaUine  deliquescent  body,  which,  on  heating 
to  190°  with  more  sodium  yields  disodium 
ethylenate,  a  deliquescent  mass.  The  former, 
with  CjHjBr  in  a  sealed  tube,  yields  ethylene, 
glycol,  NaBr,  and  probably  NaCHO,  (Wurtz). 

De  Cbninck  (BuU.  Acad.  Roy.  Belg.  1905, 
360)  distinguishes  between  glycol  and  glycerol 
as  follows.  Uranjd  sulphate  is  dissolved  in  a 
small  quantity  of  water,  excess  of  ethylene 
glycol  added,  the  whole  placed  in  a  flask  and 
exposed  to  sunlight.  In  2  hours  the  liquid  is 
quite  green,  and  in  2i  hours  uranous  sulphate 
is  precipitated.  With  glycerol  no  such  coloura- 
tion or  precipitation  takes  place. 

Glycol  forms  a  number  of  cyclic  esters  and 
cyclic  comjjounds  analogous  to  the  metallic 
saccharates  (Bischoff,  Ber.  40,  2803  ;  Griiii  and 
Bockisch,  ibid.  41,  3465). 

2.  Diethylene  glycol 

HO-CH.,-CH.-0-CH2-CH2-OH ; 
b.p.  250°,  sp.gr.  1-132  at  0°;  V.D.  =  3-78  at 
311°  (calc.  3-67)  (Lourenv-o,  Ann.  Chim.  Phys. 
[3]  67,  275)  ;  from  ethylene  oxide  and  water, 
or  better,  ethylene  oxide  and  glycol  at  100° 
(Wurtz)  ;  from  glycol  and  ethylene  bromide 
or  bromhydrin  at  115°-120°  (Lourenvo) ;  by 
action  of  glj'col  monoacetate  upon  sodium 
glycol  at  130°-140°  (Mohs,  Zeitsch.  Chem.  1866, 
495). 

An  oily  liquitl,  soluble  in  water,  aicoiiol,  and 
ether  ;  concentrated  HI  at  100°  forms  CoHjIo  ; 
oxidised  by  HNO3  to  glycoUic  acid,  oxalic  acid, 
and  diglycoUic  acid  C^Hr/J.-,.  The  chlorlujdrin 
C^HgOoCl,  b.p,  180°-185°  (L.),  190°-200°  (W.), 
is  formed  by  leading  HCl  into  ethylene  oxide,  or 
from  ethylene  oxide  and  ethylene  chlorhydrin 
at  140°  (Wurtz,  Ann.  Chim.  Phys.  [3]  69,  "338). 
1  molecule  ethylene  chlorhydrin  and  2  molecules 
glycol  arc  heated  at  140°,  saturated  with  HCl 
and  again  heated  at  100°  (Louren(;-o,  ibid.  [3]  67, 
290)  ;  a  liquid  soluble  in  water. 

The  bromhydrin,  b.]3.  205°,  is  prepared  from 
glycol  and  ethylene  bromide  at  160°  (L.). 

3.  Tri-ethylene  glycol 

(JoH4(OH)-0-C2H.,-0-C,H40H  ; 
b.p.  290°;  sp.gr.  1-138;  a  Uquid  miscible  with 
alcohol  and  water,  and  oxidised  by  HNO3  to 
digh/col-cthi/lenir     acid     C,.H,„0,;  (Lourenro; 
Wurtz). 

The  chlorhydrin  C^H ^ 3O3CI  ;  b. p.  222°-232°  ; 
is  a  liquid  soluble  in  water  (L.). 

The  bromhydrin  CisHijOaBr  ;  b.p.  (with  de- 
composition) 2.50°  (L. ). 

4.  Tetra-ethylene  glycol  C^Hi^O.,;  h.[K  230°; 
at  25  mm.  (L.  ;  W.). 

The  chlorhydrin  C!,H,;04C1  ;  b.p.  262°^272°, 
is  soluble  in  water  (L.). 

5.  Penta  ethylene  glycol  C|„H,jO„;  b.p. 
281°  at  25  mm.  ;  a  viscid  liquid  soluble  in  water, 
alcohol,  and  (^tlua-  (L.). 

6.  Hexa-ethylene  glycol (',,H,,,( ), ;  .325° 
at  25  mm.  ;  a  very  viscid  liquid  (L.). 

Ethylene  bromide  C,H4Br.  or  CH„Br-CH,Br ; 
iti.ji.  9-53°  (PcunauU.  Ann.  Chim.  Phys.  |2j  59, 
358);  b.p.  131-6°  (H.),  129-5°  at  745  mm. 
(Auschiitz,  Amialen,  221,  137);   sp.gr.  2-1827 
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at  20°  (Haagen,  BuU.  Soc.  chim.  [ii.]  10,  355), 
2-2132  at  074°,  2-1901  at  10-974°  (Thorpe,  Chem. 
Soc.  Trans.  37,  177);  by  action  of  CHj  and  Br 
(Balard,  Ann.  Chim.  Phys.  [2]  32,  375) ;  formed 
together  with  ethyhdene  bromide  CHjCHBrj 
by  heating  CjH.jBr  -svith  Br  to  180°  (Tawildarow, 
Annalen,  176,  14).  Prom  C2H5CI,  Br,  and  iron 
Mire  at  100°  (V.  Meyer  and  Petrenkb,  Ber.  25, 
3307);  also  from  CaHoBr,  Br,  and  AIBrj  at 
n5°-70°(Mouneyrat,Bull.  Soc.  chim.  [iii.]  19,  497). 

Preparation. — 1.  Ethylene,  purified  by  passing 
through  H2SO4  and  NaOH  solution,  is  led  into 
bromine  covered  wdth  water,  contained  in  a  wide 
tube,  until  the  colour  of  the  Br  disappears ;  the 
product  is  washed  with  NaOH  and  water,  dried 
by  CaClg  and  distilled  (Erlenmeyer  and  Bunte, 
Annalen,  168,  C4  ;  Erlenmeyer,  ihid.  192,  244). 
2.  By  heating  together  at  150°  in  glacial 
acetic  acid  glycol  diacetate  and  HBr,  a  quanti- 
tative yield  of  C2H4Br2  is  obtained  (Perkin  and 
Simonsen,  Chem.  Soc.  Trans.  1905,  856). 

Is  a  colourless  mobile  liquid  wth  a  pleasant 
smeU  and  sweet  taste  ;  V.D.  6-485  (Regnault). 
When  heated  with  water  to  150°-160°,  it  yields, 
first  glycol,  and,  on  longer  heating,  HBr  and 
aldehjde  (Carius,  Annalen,  131,  173).  Zn  acts 
upon  an  alcoholic  solution  of  C2H4Br2  wth 
formation  of  C2H4  and  ZnBr2  (Gladstone,  Ber. 
7,  364) ;  by  heating  with  KI  and  water,  ethane 
is  produced.  Alcoholic  KOH  yields  CjHsBr, 
and  in  excess  C2H,.  Heated  with  AlBrj  at 
100°-110°,  yields  CM^  and  CjHjBr^ ;  with 
CI  and  AICI3,  yields  C2CI5  (Mouneyrat). 

Aqueous  KOH  produces,  after  long  contact, 
CjHjBr  (Stempnevsky,  Annalen,  192,  240).  By 
heating  with  strong  NaOH  or  KOH  solution, 
glycol  and  C2H3Br  are  produced.  If  C2H4Br2 
be  heated  with  excess  of  HjO  and  PbO  to  220°, 
aldehyde  is  formed  (due  to  decomposition  of 
C2H4(OH),,  first  formed,  mto  CgH^O  and  H.,0) 
(Eltekow,  Ber.  6,  558,  and  Nevole,  ihid.  9,  447). 
Heated  with  strong  HI  solution,  yields  C'2H4l., 
(Sororkin,  Zeitsch.  Chem.  1870,  519).  Heated 
uith  AgjO  and  water,  aldehyde  is  produced, 
and  when  heated  with  AgjCOj  and  water,  yields 
glycol  (Beilstein  and  Wiegand,  Ber.  15,  1368). 
Treated  -svith  Ag2S04  and  benzene,  yields 
dibromethyl  sulphate  (C2H4Br)2S04 ;  with 
Ag2S04  and  ^^ater,  brometh3d  suljihuric  acid 
(C2H4Br)HS04  (B.  and  W.). 

Bromethylene  bromide  CH2Br-CHBr2 ;  b.p. 
186-5°  (Wurtz,  Annalen,  104,  243),  187°-188° 
at  721  mm.  (Denzel,  ihid.  195,  202),  191° 
(Ta^\ ildarow,  ihid.  176,  22),  73°  at  11-5  mm., 
83°  at  18  mm.,  187°-188°  at 751-5  ram.  (Anschutz, 
ihid.  221,  138);  sp.gr.  2-624  at  16°  (T.), 
2-620  at  23°  (W.),  2-6189  at  17-5° /4°,  2-6107 
at  21-5°/4°  (A.). 

Prepared  from  monobromethylene  and  Br 
(Wurtz) ;  from  C2H3I  and  Br  (Simpson,  J.  1857, 
461) ;  from  C2H3Br  and  Br  at  170°  (Hofmann,  J. 
1860,  364) ;  or  from  C2H4Br2  and  Br  at  200° 
(Tawildarow);  decomposed  by KC2H302at  150°, 
or  by  HjO  and  PbO  into  dibromethylene  and 
HBr.  CjHjjNaO  yields  ethylidene  dibroniide 
(Gray,  Chemi  Soc.  Trans.  1897,  1(^24).  Alcoholic 
KOH  gives  C2H2Br2,  C2H2,  and  bromacetylene 
CjHBr.  When  heated  with  excess  of  absolute 
alcohol,  CjHjBr  and  probably  CjHjBrO  brom- 
aldehyde,  arc  formed  (Gliickner,  Annalen,  Suppl. 
7,  110). 


The  isomeric  body  CHjCBrj  is  not  known. 
Dibromethylene  dibromide  C2H,Br4.  Two 
isomerides  are  knowi. 

1.  Acetylidine  tetrahromide ;  CH2Br-CBr3 
boils  ^^dth  decomposition  at  200° ;  b.p.  103-5° 
at  13-5  mm.;  sp.gr.  2-9292  at  17-5°/4°, 
2-9216  at  21-5°/4°  (Anschiitz,  Annalen,  221, 140). 
Formed  from  a^-dibromethylene  CH,  :  CBrj  and 
bromine  (Lennox,  ihid.  122,  124 ;  Chem.  Soc. 
Trans.  1862,  206  ;  Reboul,  Annalen,  124,  270). 
From  C2H5Br  and  Br  at  180°  a  compound 
C2H2Br4  is  produced,  which  boils  with  decom- 
position at  208°-211°  (Ta^vildarow).  By  heating 
a  mixture  of  pyrotartaric  acid  and  bromine 
with  water  at  150°  (Bourgoin,  Ann.  Chim. 
Phys.  [5]  12,  427). 

2.  Acetylene  tetrahromide  CHBr.,CHBr2 ; 
b.p.  137°-137-2°  at  36  mm.,  114°  at  12 
mm.,  at  15  mm.  124°-126°,  at  54  mm. 
151°;  sp.gr.  2-9710  at  17-5° /4°,  2-9629  at 
21 -5°/4°  (Anschiitz,  Ber.  12,  2974,  and  Annalen, 
221,  139) ;  decomposes  at  190°  into  HBr,  Br, 
and  C2HBr3. 

By  leading  C2H2  into  bromine  covered  with 
water  (Reboul,  Annalen,  124,  269  ;  Berthelot, 
BuU.  Soc.  chim.  [ii.]  5,  97) ;  the  crude  C2H2Br4  is 
then  reduced  by  means  of  alcohol  and  Zn  dust 
to  C2H2Br2,  when  the  admixed  C2H3Br'Br2  is 
converted  into  C2H3Br  ;  the  C2H2Br2  is  then 
purified  by  distillation  and  treated  with  bromine 
(Anschiitz,  Annalen,  221,  139) ;  by  action  of 
Br  and  AlBr3  at  105°-110°  upon  C2H4Br2 
(Mouneyrat,  Bull.  Soc.  chim.  [iii.]  19,  498). 
A  liquid  smelling  of  camphor  and  chloroform  ; 
decomposed  by  heating  or  by  action  of  Na  ;  by 
heating  ■ndth  alcoholic  KOH,  C2H2  and  CaHBr 
are  produced.  CI  produces  C2Cl4Br2  (Bourgoin, 
Bull.  Soc.  chim.  [ii.]  23,  4) ;  when  heated  with  Br 
and  water  to  180°,  yields  C2Br4  and  CoBr^ 
(Anschiitz)  ;  with  CgHe  and  AICI3,  produces 
anthracene ;  heated  wth  aniline,  dimethyl- 
aniline,  or  alcoholic  NH3,  yields  CHBr :  CBr2. 

■  Pentabromethane  CHBr2-CBr3 ;  m.p.  56°-57° 
(Bourgoin),  54°  (Denzel,  Ber.  12,  2208),  48°-50° 
(Reboul) ;  boils  with  decomposition  at  210°  (at 
300  mm.)  (Denzel).  From  G^WRr^  (Elbs  and 
Newmann,  J.  pr.  Chem.  [2]  58,  254;  Lennox, 
Annalen,  122,  125)  or  CjHBr  (Reboul,  ihid.  124, 
268)  and  bromine.  By  slow  oxidation  (by 
exposure  to  air)  of  CoHBrg  (Demole,  BuU.  Soc. 
chim.  [ii.]  34,  204) ;  from  C2H2Br4  and  Br  at  165° 
(Bourgoin,  ibid.  23,  173).  Forms  prismatic 
needles  soluble  in  alcohol  and  ether. 

Perbromethane  C  .Br,,  v.  Carbon  tkihromiue. 

Ethylene  bromoiodide  ;  m.p.  28° ;  b.p.  163° ; 
sp.gr.  2-516  at  29°.  From  CjHjBrand  cone.  HI 
at  100°  (Reboul,  Annalen,  155,  213).  From 
C2H4  and  IBr  (Simpson,  J.  1874,  326).  Needles, 
with  alcoholic  KOH  yields,  in  the  cold,  C2H3I 
and  HBr,  and  on  warming  HBr,  HI,  and  C2H2. 
Forms  iodoform  with  alcoholic  CHjCOOKat  100°. 

Ethylene  bromhydrin  C2H4Br-OH,  Olycol 
hromhydrin  ;  b.p.  150°-152°,  at  18  mm.  63°-U4° 
(Henry,  J.  1889,  1321),  155°  (Lourenvo,  Ann. 
Chim.  Phys.  [3]  67,  287);  sp.gr.  l-66at  8°  (H.); 
sp.gr.  1-7195  at  18-0°  (H.).  From  glycol  and 
C2H4Br2  at  ]1.5°-120°  (Lourenvo);  from  glycol 
and  HBr  at  100°,  and  from  CHoI-CHjOHand 
liromine  (Henry)  ;  also  from  3  mols.  glycol 
and  1  mol.  PBr^  (Demole,  Ber.  9,  48) ;  from 
ethylene  and  HBrO  (60  p.c.)  (Mokiewsky,  J. 
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Russ.  Phys.  Chem.  Soc.  30,  900) ;  with  ziiic- 
dust  and  alcohol  is  reduced  to  CjH^.  : 

Ethylene  dichloride,  Elayl  'chloride,  Dutch 
liquid  CH„C1CH,G1 ;  b.p.  84-9°  (Pierre,  J.  1847- 
48,  63),  SS'-S"  (corr.)  (Thorpe,  Chem.  Soc.  Trans. 
37,  182),  84-5°-8.5°  at  750-9  mm.  (Bruhl, 
Annalen,  203,  10),  83-3°  at  749  mm.  (R.  Schiff. 
ibid.  220,  96),  84-1°  at  760  mm.  (Stadel,  Ber. 
15,  2563);  sp.gr.  1-2808  at  0"'/4°  (Thorpe), 
1-2803  at  0°  (Pierre),  1-2562  at  20°  (Haagen, 
Bull.  Soc.  chim.  ii.  10,  355),  1-2656  at  9-8°/4°, 
1-1576  at  83-374°  (R.  Schifi),  1-2606  at  14-4°, 
1-204  at  62-5°  (Landolt  and  John);  refractive 
index  at  t°  =  l-441466-0-000446f,  mol. 
refract.  =  34-06  (Kanonnikow) ;  capill.  constant 
at  b.p.  a-  =  4-198  (R.  Schiff,  Annalen,  223,  72). 
By  action  of  CjHjupon  CI  (Deiman,  Troostwyk, 
Bondt,  and  Lauwerenburgh,  CreU's  Ann.  1795, 
2,  200) ;  by  leading  C„H4  into  SbClj  or  into 
molten  CuCU  (W.ihler,  Pogg.  Ann.  13,  297) ; 
from  CsH-Cland  SbCl,  at  100°  (V.  Meyer  and 
MiiUer,  J.  pr.  Chem.  [ii.]46, 173);  also  by  action  of 
glycol  upon  PCI,  (Wurtz)  or  upon  HCl  at  100° 
(Schorlemmer,  Chem.  Soc.  Trans.  1881,  1) ;  from 
ethylene  diamine  and  NOCl  in  carefuUy  cooled 
m-xylene  solution  (Solonina,  J.  Russ.  Phys. 
Chem.  Soc.  30,  606).  Prepared  best  accord- 
ing to  Limpricht's  method  (Annalen,  94,  245).  I 
Ethylene  is  passed  mto  a  gently  heated  mixture 
of  2  parts  manganese  dioxide,  3  parts  common 
salt,  4  parts  water,  and  5  parts  suljihuric  acid, 
and  when  the  mass  turns  yellow  it  is  distilled. 
It  forms  an  oily  liquid,  insoluble  in  water.  When 
heited  with  alcohoUc  KOH,  it  yields  KCI  and 
C0H3CI,  and  Avith  K  it  forms  H,  KCI,  and  C^H^Cl 
(Liebig,  Annalen,  14,  37).  Heated  with.  Aiijla 
to  80°-85°  is  decomposed  into  HCI  and  C,H2 
(Mouneyrat,  Bull.  Soc.  chim.  [iii.]  19,  446).  With 
NH3  it  forms  bases,  N.H4C2H4,  NsH^^CoH^),, 
&c.  With  ethylamine,  it  yields  collidine  [tri- 
mrthijlpyridine  G^'H.,{GR3).iN),  CH^Cl,  and  also 
NH,  and  N(C2H5)3  (Hofmann,  Ber.  17,  1907). 

Chlorethylene  CH2:CHC1,  Vinyl  chloride; 
at  ordinary  temp,  a  gas;  b.p.  —18°  to  —15°;  1 
by  action  of  alcoholic  KOH  upon  ethylene 
chloride  (Regnault,  Annalen,  14,  28),  or  ethyli-  j 
dene  chloride  (Wurtz  and  FrapoUi,  ibid.  108, 
224).  To  prepare  it  the  ethylene  dichloride  and 
alcoholic  potash  are  left  in  contact  for  3  or  4  days 
in  the  cold,  and  the  mixture  is  then  warmed.  Com- 
bines with  CI  to  form  C2H3CI3.  Polymerises  in 
sunlight,  anfl  forms  a  sohd  insoluble  mass  of 
sp.gr.  ]-40(i  (Baumann,  Annalen,  103,  317). 

Dichlorethylene  CoHoClj. 

\.  DicUoreihylcne  CHj :  CCU  ;  b.p.  33-5°- 
35°  (Jocitsch  and  Faworsky) ;  b.p.  37°  (Ki-amcr, 
Ber.  3,  261);  sp.gr.  1-250  at  15°,  obtained  by 
action  of  alcoholic  KOH  upon  CHoCl'CHCU  f 
(Regnault,  J.  pr.  Chem.  [ii.]  18,80).  Alsobyaction 
of  /in  shavings  in  alcoholic  solution  upon  the 
trichlorethyl  ester  of  acetic  acid  (Jocitsch  and 
Eaworsky,  J.  Russ.  Phys.  Chem.  Soc.  30,  998). 
Polymerises  easily  into  a  solid  amorphous  1 
insoluble  body. 

2.  Si/iii-Dichloreihylene  (Acetylene  dichloride) 
CHChCHCI;  b.p.  55°;  by  distillation  of  the 
compound  of  CjHa  with  SbCIj  (Berthelot  and 
Jungfleisch,  Annalen,  Suppl.  1,  253)  ;  also  by  ' 
action  of  Zn  upon  an  alcoholic  solution  of 
CHCIBr-CHClBr,  or  by  leading  C2H2  into  aqueous 
solution  of  ICl  (Sabanejeff,  Annalen,  216.  262). 


Triehlorethylene  GHChCCI.,;  b.p.  87-4°- 
S7-5o°;  sp.gr.  1-4904  at  4°74°,  i-459S  at 
25-5°/25-5°  (Valey,  Proc.  Roy.  Soc.  1910,  B 
82,  217).  From  isomeric  compounds  C2H2Ci4,  and 
alcoholic  KOH  (Berthelot  and  Jungfleisch)  ; 
also  by  action  of  nascent  H  (Zu  and  H,S04) 
upon  CaCIfi  (Fischer,  J.  1864,  481);  "from 
anhydrous  chloral  and  F^S^  at  160°-170°  (Paterno 
and  Oglialoro,  Ber.  7,  81);  combines  with  CI 
to  form  Co  HCI.. 

Tetra-chlorethylene  C2CI4  v.  Carbon  dichlor- 
ide, art.  Caebon. 

Hexachlorethane  C2CI5  v.  Carbon  trichlor- 
ide, art.  Carbon. 

Ethylene  chlorhydrin  HO  CH2-CH2GI.  Chlor- 
ethyl  alcohol.  Glycol  chlorhydrin  ;  Ixp.  128° 
(Wurtz,  Annalen,  110,  125),  132°.  fil°-52°  at 
22  mm.  ;  sp.gr.  1-2005  at  18-6°  (Henry, 
J.  1889,  1321),  1-24  at  8°.  From  glycol  and 
HCl  (gas)  at  100°  (W.).  If  excess  of  HCl  be 
used,  C2H4CI2  is  produced  (Schorlemmer,  Chem. 
Soc.  Trans.  39,  143) ;  from  glycol  and  CLSj 
(Carius,  Annalen,  124,  257) ;  from'C2H4andCl6H 
(Carius,  ibid.  126,  197  ;  Butlerow,  ibid. 
144,  40).  Dry  HCl  is  led  into  glycol  kept  at 
148°;  the  C2H4CI(OH)  distils  off  "(Ladenburg, 
Ber.16, 1408).  Aliquid  miscible  with  water;  yields 
alcohol  with  Na  amalgam  and  HjO  (Lourcnvo, 
Annalen,  120,  92).  Oxidised  by  CrOg  to  chlor- 
acetic  acid  (Kriwaxin,  Zeitsch.  Chem.  1871, 
265) ;  with  KOH,  yields  ethylene  oxide. 

Ethylene  chlorobromide  CH2CI-CH2Br  ;  li.p. 
107°-108°  (Lcscn^ur,  Bull.  Soc.  chim.  [ii.]  29,484); 
sp.gr.  1-79  at  0°  (L.),  1-705  at  11°  (Mont- 
goltier  and  Giraud,  ibid.  33,  12),  1-689  at  19°. 
By  action  of  Br  upon  CHoCI-CHjI  (Heurv, 
Annalen,  156,  14);  from  C.,H4Br„  and  SbCl-, 
(L.-.ssner,  J.  pr.  Chem.  [2]  13,  421)  or  G.,H4Br2 
and  HgCI.,  at  150°-180°  (M.  and  G.) ;  by  action 
of  Br  upon  C2H4Ci(OH)  at  130°  (Demole.  Ber.  9, 
556).  To  prepare  it,  first  chlorine  and  then 
ethylene  is  passed  into  Br,  kept  under  a  mixture 
of  equal  vols,  of  strong  HCI  and  water  (James, 
J.  pr.  Chem.  [2]  26,  380  ;  also  Simpson,  Proc. 
Roy.  Soc.  27,  118);  decomposed  by  alcoholic 
KOH,  with  formation  of  C2H3CI. 

Ethylene  chloriodide  CHjCI-CHoI ;  m.p. 
—  15-6°  (Schneider,  Zeitsch.  ph\sikal.  Chem.  19, 
157),  b.p.  140°  (Sorokm,  Zeitsch.  Chem.  1870,  519), 
140-1°  (corr.)  (Thorpe,  Chem.  Soc.  Trans.  37, 
189),  137°-138°  (Meyer  and  Wurster,  Ber.  6, 
964);  sp.gr.  2-151  at  0°  (S.),  2-16439  at  0°, 
2-13363  at  15-3°/0°  (T.).  From  CHal-CH,! 
and  ICI;  from  C.,H,  and  an  aqueous  solution 
of  ICl  (Simpson,  Proc.  Roy.  Soc.  12,  278). 
Decomposed  by  alcoholic  KOH  into  HI  and 
C2H3CI ;  nascent  H  yie'lds  HCl,  HI,  and  C2H4 ; 
moist  AgoO  at  160°  produces  glycol  (Simpson). 
Finely  divided  silver  at  160°  yields  C.,H4  and 
CHoCl-CHoCI  (Friedel  and  Silva,  Bull.  Soc. 
chim.  [ii.]"l7,  242).  Heated  with  HI  solution, 
yields  C2H.,  and  C2H4I2  (Sorokin). 

Ethylene  cyanhydrin  HO-CHo-CHoCN ;  b.p. 
220°-222°  at  723-5  mm.;  sp.gr.  1-0588  at  0°. 
By  long  digestion  of  C.,H40  (ethylene  oxide) 
with  anhydrous  HCN  at  50°-60°  (Erlenmeyer, 
Annalen,  191,  273) ;  miscible  with  alcohol  and 
water;  100  jiarts  ether  dissolve  2-3  parts 
C„H4(0H)CN  at  15°;  insoluble  hi  c:S2.  Forms 
a'clilorido  with  PCI,,  which  boils  at  174°- 
176°  under  752  mm.,  and  has  sp.gr.  1-443  at 
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18-5°  (Henry,  Bull.  Acad.  Roy.  Bels.  iii.  35, 
360). 

Ethylene  cyanide  CjH^CCN),,  Succinonitrik  ; 
m.p.  54-5°  (Nevole  and  Tscherniak,  Bull.  Soc. 
chim.  [ii.l  30, 101),  51°-52°  (Henry,  ibid.  43, 618) ; 
b.p.  158°-160°  at  20  mm.  (Pinner,  Ber.  16, 
360),  265°-267°  (H.);  sp.gr.  1-023  at  45°.  By 
heating  on  a  water-bath  CHaBr-CHjBr  with. 
KCN  and  alcohol  (sp.gr.  0-84)"  (Simpson,  Proc. 
Roy.  Soc.  10,  574) ;  the  liquid  is  filtered  from 
the  KBr,  and  distilled,  when  the  alcohol  is  first 
removed ;  then  the  distillation  is  conducted 
under  diminished  pressure  ;  also  is  produced  by 
electrolysis  of  potassium  cyanacetate  (Moore,  Ber. 
4,  520) ;  is  a  white  amorphous  mass  soluble  in 
water,  cliloroform,  and  alcohol ;  slightly  in 
carbon  disulphide  and  ether  ;  decomposed  when 
distilled  at  ordinary  pressure.  Decomposed  by 
heating  with  KOH  or  HCl  into  NH3  and 
succmic  acid ;  with  AgNOj  forms  plates  of 
C,H4(CN)2,4AgN03,  which  is  soluble  in  water 
and  alcohol,  and  explodes  when  heated  (Simpson ). 

Ethylene  diamine  NHa  CaH^-NHa ;  m.p.  8-5° 
(Ki-aut,  Annalen,  212,  251);  b.p.  116-5°; 
sp.gr.  0-902  at  15°  (Ki-aut).  By  heating 
C2H4CI2  or  CaHjBra  with  alcoholic  NH3  to 
100°  (Cloiiz,  J.  1853,  468) ;  by  distiUation  of 
a;3-diaminopropionic  acid  (Neuberg  and  Nei- 
mann,  Zeitsch.  physikal.  Chem.  45,  110)  ;  by 
treatment  of  C2HJCN)2  with  Sn  and  HCl 
(Fairley,  Aimalen,  Suppl.  3,  372).  42  grams 
of  CH2CI-CH2CI  and  510  c.c.  aqueous  NH3 
are  heated  for  5  hours  to  115°-120°  in  a 
sealed  tube ;  the  product  is  then  evaporated 
until  it  begins  to  crystallise,  and  is  then  pre- 
cipitated with  3  times  its  volume  of  absolute 
alcohol;  the  precipitated  C2H4(NH2)2,2HC1  is 
then  washed  with  alcohol  and  the  base  set  free 
by  distillation  with  powdered  NaOH  (Kraut,  I.e. ; 
also  Hofmann,  Ber.  4,  666).  The  by-product 
from  the  manufacture  of  chloral,  consisting  of 
CH2CI-CH2CI,  CH3-CHCI2,  &c.,  can  be  used.  A 
thick  oily  liquid,  with  faint  ammoniacal  smell, 
soluble  in  water,  not  miscible  with  ether  or 
benzene  ;  the  aqueous  liquid,  which  contains 
C'2H4(NH2)2,H20,  cannot  be  freed  from  water  by 
BaO,  but  only  by  distillation  over  Na.  Caro's 
acid  oxidises  it  to  glyoxime  (Bamberger  and  Selig- 
man,  Ber.  36,  3831).  With  HCIO  and  HBrO, 
yields  tetrachJoro  and  tetrabromo  derivatives ; 
e.g.  Br,N-C2H4-NBr,  (Chattaway,  Chem.  Soc. 
Trans.  1905,  381).  Decomposed  by  HNO2  into 
ethylene  oxide  and  oxalic  acid  (Hofmann,  J. 
1859,  386) ;  is  a  strong  base  and  forms  salts  ; 
combines  with  CS2  to  form  crystals  of 

C2H4(NH2)2-CS2, 

soluble  in  water,  insoluble  in  alcohol  and  ether. 
C2H4(NH2);,2HC1.  long  silvery  needles  insoluble 
in  alcohol.  C2H4'(NH2)2HCl,PtCl4,  yellow  leaf- 
lets, slightly  soluble  in  water  (Greiss  and  Martins, 
Annalen,  120,  327) ;  C2H4(NH2)2(HCNS)2,  large 
prisms,  very  soluble  in  water,  m.p.  145° 
(Hofmann,  Ber.  5,  245).  Forms  many  com- 
pounds with  metallic  salts  and  a  periodide 
C,H4(NH2)HI-l4,  which  melts  at  218°. 
Diethylene  diamine,  Pi2Jerazine 

(C2H4)2(NH)2  or  C,H4<gg^C2H,  ; 

m.p.  104°  (Berthelot) ;  b.p.  170°  (Hofmann,  J. 
1858,     343),      145°-146°     (Berthelot),  140° 


(Rosdalsky).  From  ethylene  chloride  and 
alcohohc  NH,  (Cloez ;  Hofmann,  Natanson, 
Annalen,  98,  291);  from  sodium  ethylene 
glycollate  and  acid  derivatives  of  ethylene 
diamine  by  heating  at  250°-350°  (D.  R.  P. 
67811);  by  heating  the  sodium  compound  of 
«yw-diacyl  ethylene  diamine  with  anhydrous 
glycol  or  ethylene  bromide  at  200°  (D.  R.  P. 
73354) ;  by  reduction  of  ethylene  oxamide 
with  zinc-dust  and  KOH  (D.  R.  P.  66461).  (For 
other  methods  of  preparation,  see  D.  R.  P. 
70055,  70056,  73125,  74628,  79121,  98031, 
100232.) 

Forms  a  hydrate  C4H]oN2,6H20  ;  m.p.  44° 
(Berthelot).  Piperazme  is  not  changed  by 
heating  wth  HCl  or  H2SO4  at  200°.  With 
earbonyl  chloride  it  forms  tricarbonyl  piperazine. 
It  forms  a  periodide  C4Hi„No-2HI-l4,3H20, 
m.p.  283°.  The  anhydrous  periodide  melts 
at  280°  (Herz,  Ber.  30,  1585).  Piperazine 
reacts  with  2  molecules  HBrO  to  form  an  additive 
compound,  which,  on  treatment  with  tlilute 
alkali  or  piperazine  solution,  yields  m-dibromo- 
piperazine.  This  latter  can  form  an  additive 
compound  with  2  molecules  of  HBrO  (Chattaway, 
Chem.  Soc.  Trans.  1905,  951).  Piperazine  reacts 
with  an  excess  of  EtI  at  temperature  of  water- 
bath  to  form  triethyl  piperazonium  iodide  ; 
m.p.  240°.  Colourless  needles,  insoluble  in  cold 
water,  ligroin,  C2CI3,  C„Hp,  and  CS»  :  soluble  in 
warm  alcohol  (Van  Rijn,  Chem.  Zentr.  1898, 
1,  727)  {v.  Piperazinp). 

sym-Diethylene  diethyldiamine 

(C2H4)2(NH-C2H,)2,H20  ; 
b.p.  165°  (Schmidt  and  Wichmann,  Ber. 
24,  3247);  from  (C2H4)2(NH2).,  and  CHjI, 
or  from  C2H4Br2  and  NH,-C2Hj  (Hofmann,  J. 
1859,  389) ;  from  piperazine  and  an  excess  of 
KEtS04  in  aqueous  solution  (Van  Rijn,  Chem. 
Zentr.  1898,  i.  727).  It  combines  with  salts  of 
Cd,  Or,  Zn,  and  Ni. 

a«-Diethylene  diethyldiamine 

NH2-C2H4-N(C2H5)2; 
mobile  liquid;  b.p.  145°;  sp.  gr.  0-827  at  18-5°/ 
18-5°;  from  bromethylphthalimide  and  diethyl- 
amine  with  subsequent  hydrolysis,  yields  a 
platinochloride,  m.p.  230°;  an  aurochloride,  m.p. 
16r-163°;  and  a,  xncrate,  m.p.  211°  (Ristenpart, 
Ber.  1896,  29,  2526). 

Triethylene  diamine  (C2H4)3N2 ;  b.p.  210°; 
soluble  in  water  (Hofmann,  J.  1858,  343,  Harries, 
Annalen,  294,  360). 

Diethylene  triamine 

NH2-C2H4-NH-C2H4-NH2 ; 
b.p.  (with  slight  decomposition)  208° ;  formed 
with  other  products  by  action  of  NH3  upon 
C2H4Br2 ;  the  double  salt  with  PtCli  beiiig  less 
soluble  than  that  of  triethylene  triamine,  it  can 
be  separated  from  that  body  (Hofmann,  J.  1861, 
514). 

A  strongly  alkaline  liquid  miscible  with 
water  and  alcohol.  Its  salts  are  soluble  in  water, 
less  so  m  alcohol,  2[(C2H4),N3Hr„3HCl]3PtCl,, 
forms  golden-yellow  needles. 

Triethylene  triamine 

^^H.<Sg:gg->NH; 

b.p.  216°  (Hofmann,  J.  1861,  514);  forms  salts  ; 
[(C2H4)3H3lSl3,3HCl]2PtCl4;  long  golden-yellow 
needles  moderately  soluble  in  water ;  with 
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hydrobromio  acid  gives  (C2H4)3N3H3,3HBr  from 
acid  solutions ;  from  weaker  acid  solution 
(C2H4)3N3H3,2HBr. 

Tetraethylene  triamine  (C2H4)4N3H3 ;  by 
action  of  alcoholic  NHj  upon  C2H4Br2  (Hof- 
mann,  Ber.  3,  762) ;  forms  3  series  of  salts  with 
1,  2,  or  3  molecules  of  monobasic  acid  ;  the 
hydrobromides  are  amorphous  bodies,  almost 
insoluble  in  water,  alcohol,  and  ether. 

Triethylene  tetramine 

NH,-C3H4-NH-C,H4-NH-C,H4-NH„ ; 
m.p.  +12°;  b.p.  266°-267°  ;  sp.gr.  0-9817  at  15°  ; 
a  strongly  alkaline  syru])  from  C'2H4Cl2  and 
C2H4(NH2),,or  from  C,H4Br, and  alcoholic  NH3 
(Hofmann,  J.  1861,  519)  ;  yields 

C„H,8N4-4HCl-2PtCl4  ; 
a  yellow  amorphous  powder  almost  insoluble  m 
water. 

Ethylene  diformin  C2H4(0H02)2;  b.p.  174°; 
liy  licating  glycol  with  pure  formic  acid  (Hen- 
iiiger,  Ber.  7,  263) ;  also  by  heating  oxalic  acid 
with  glycol  (Lorin,  Bull.  Soc.  chim.  [ii.]22,  104). 
Decomposed  when  heated  at  220°  in  sealed  tube 
into  CO2,  CO,  H2O,  and  G2H4. 

Ethylene  ferrous  chloride  C2H4FeCl2,2H„0  ; 
by  heating  FeClj  and  ether  to  150°  (Kachler, 
Ber.  2,  510) ;  forms  prisms  fairly  soluble  in 
«'ater.    The  corresponding  compound 

C2H4FeBr2,2H20 
is  prepared   by  leading   C2H4  into  a  strong 
aqueous  solution  of  FeBrj  in  sunlight  (Chojnacki, 
Zeitsoh.  Chem.  1870,  420) ;   forms  light-green 
deliquescent  crystals. 

Ethylene  iodide  CH, I  01121 ;  m.p.  81°-82° 
(Aronsteiu  and  Krami^s,  Ber.  13,  489) ;  sp.gr. 
2-07  ;  from  C2H4  and  I  in  sunlight  (Faraday, 
Gm.  4,  682),  also  in  the  shade,  especially  if 
warmed  (Regnault,  Annalen,  15,  67) ;  a  mixture 
of  I  and  alcohol  (absolute)  is  saturated  with 
O2H4  with  repeated  agitation  (Semenow,  J. 
1864,  483). 

Crystalline  plates  or  prisms  decomxjosed  by 
heating  ;  when  warmed  with  alcohol  to  70°, 
IC2H4-OC2Hr,  is  produced  ;  HgOla  gives  in  the 
cold  C2H4lCl,and  on  heating  C2H4OI2  (Maumene, 
J.  1869,  345) ;  alcoholic  KOH  converts  it  into 
C2H3I  (Regnault,  Annalen,  15,  63). 

Ethylene  iodohydrin  CHal-CHaOH ;  from 
C2H4(OH),  and  gaseous  HI  (Simpson,  ibid.  113, 
121);  also  by  heating  C2H4(0H)C1  with  KI 
(Butlerow  and  Ossokin,  ibid.  144,  42). 

An  oil,  b.p.  85725  mm.;  sp.gr.  2-1049  at 
18-6°  (Henry,  Ber.  24  Ref.  75). 

Ethylene  nitrate  N03CH2-CH2-N03;  b.p.  114° 
-116°  with  exp)losion  (Demjanow,  Cheni.  Zentr. 
1899,  i.  I0G4);  sp.gr.  1-5099  at  4°,  1-4960  at 
15°,  1-4860  at  25°  (Pcrkin).  Is  formed  when 
glycol  is  treated  with  HNO3  and  H2S04,  also  by 
interaction  of  O2H4  and  NgOj  in  the  cold 
(Demjanow) ;  an  oily  liquid  which  is  inflam- 
mable, explodes  on  percussion,  and  is  pioisonous; 
KOH  converts  it  into  alcohol  (Henry,  Ber.  3, 
529;  also  Champion,  Compt.  rend.  73,  571). 
On  reduction  yields  OH3CHO,  (JoH4(NH„).„  and 
ILN-CHj-CH^OH. 

Ethylene  nitrite 

C2H4(NO)2  or  NOa-CHaOH^-lS'O, ; 
Ml. p.  below  -15°;  b.p.  96-8°";  sp.gr.  1-2156  at 
0°  Bertoni).    Is  x^i'epared  by  distilling  glycerol 
trinitrito  with  more  than  an  equivalent  amount 


of  glycol.    Soluble  in  alcohol  to  form  C^HjONO 
(Bertoni,  Gazz.  chim.  ital.  15,  353);  insoluble  in 
and  slowly  decomposed  by  water. 
OH, 

Ethylene  oxide  I        0;  b.p.  12-5°;  sp.gr. 
OH, 

0-8909  at  4°/4°  ;  0-8824  at  10°/10°  (Perkin. 
Ohem.  Soc.  Trans.  1893,488).  From  0.,H4(0H)C1 
and  KOH  (Wurtz,  Annalen,  110,  125;  Ann. 
Chim.  Phys.  [3]  69,  317);  also  from  02H,(0H)C1 
and  C,H4(0H)0Na  (Scheitz,  Zeitsch.  C^hem. 
1868,  379);  also  from  O2H4I2  and  Ag^O  at  150°; 
from  CHiBr,  and  Agfi  at  250°;  or  from 
0.,H4Br,  and  mfi  at  180°  (Greene,  J.  1877, 
522) ;  also  by  treatment  of  0„H4C1(OC2H30) 
with  KOH  (Demole,  Annalen,  173,  125);  by 
dropi^ing  chlorethylacetate  on  to  a  cooled 
mixture  of  powdered  KOH  and  sand  (Roithner, 
Monatsh.  15,  666). 

A  pleasant-smelling  liquid  miscible  with 
water  ;  when  heated  with  water  in  a  closed 
tube,  yields  glycol,  and  polyethylene  glycol. 
Has  strong  basic  properties,  although  not  an 
alkaline  reaction.  It  combines  with  acids,  and 
precipitates  metallic  hydroxides  from  solu- 
tions of  Mg,  Al,  Fe,  and  Cu  salts.  With  Na 
amalgam  forms  CsHbO.  Pt  black  oxidises  it 
to  glycoUic  acid  ;  PCL,  produces  CH2CI-CH2OI 
(Wurtz,  Ann.  Chim.  Phys.  [3]  69,  317,  and 
355). 

Equal  molecules  of  C2H4O  and  Br  at  0°  form 
C2H4(OH)Br,  0.,H4Br„  and  other  bodies  (Demole, 
Ber.  9,  47),  but  2  "molecules  C2H4O  and  1 
molecule  Br,  on  standing,  yield  large  red  or 
small  yellow  prisms  of  (C2H40)2Br2 ;  m.p. 
65°  ;  b.p.  with  decomposition  at  95°  ;  they  are 
insoluble  in  water,  but  soluble  in  alcohol.  HoS 
or  contact  with  Hg  separates  the  Br  and  leaves 
dioxyethjdene  (Wurtz,  Ann.  Chim.  Phys.  [3]  69, 
321).  By  long  contact  with  ZnClj  or  KHO,  a 
polymeride  which  melts  at  66°  and  is  in- 
soluble in  ether,  is  produced  (Wurtz,  Bull. 
Soc.  chim.  [ii.]  29,  530). 

CHj-O-CH. 

'Dioxyeth\/\ene,  Dielhylene  dioxide  \         |  ; 

CH,-0-CH, 

m.p.  9°  ;  b.p.  102°  ;  sp.gr.  1-0482  at  0°"  From 
(C2H4)202-Br2,  and  Hg  by  contact  at  ordinary 
temperature.  The  mixture  is  then  distilled, 
and  distillate  rectified  over  KOH  (Wurtz, 
Ann.  Chim.  Phys.  [3]  69,  323)  ;  has  no  marked 

j  basic  properties,  but  combines  slightly  with 
acetic  acid  on  heating  to  120°.  Lourenco 
{ibid.  [3]  67,  288)  obtained  it  by  heating 
02H4(OH)2  and    C2H4Br2    to   160°,"  but  the 

j  product  boiled  at  95°.  Forms  an  iodide  with 
2  atoms  of  I,  m.p.  84°,  which  is  decomposed 
by  water  and  air,  but  soluble  in  benzene  ;  also  a 
sulphate  and  a  picrate  melting  respectively  at 
100°  and  66°.  It  also  forms  a  compound  with 
HgCla,  soluble  in,  but  slowly  decomposed  by, 
water  (Faworsky,  J.  Russ.  Phys.  Chem.  Soc. 

j  38,  741  ;  Paternb  and  SpaUino.  Atti.  R.  Acad. 
Lincei,  [v.]  16,  i.  87). 

Chlorethylene  oxide  C2H3CIO  ;  b.p.  70°-80°. 

1  By    long    contact    of    acetylene  chloriodidc 

I  CHCl :  CHI  with  40-50  vols,  of  water  at  200°- 
220°  (Sal)anojeff,  Annalen,  216,  268)  ;  diflieidtly 
sdhdilc  ill  \\atrr. 

Bromethylene  oxide  CaHgBr-O  ;  b.p.  8!i°-92°. 
From  bronioglyeol  bromhydrin  CHBrj-Cll oOll 
and  KOH  (Demole,  Ber.  9,  51)  ;  soluble  in  water. 
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Ethylene  phosphides  v.  Phosphorus,  Oeganic 

COMPOUNDS  OF. 

Ethylene  selenocyanate  C2H4(SeCN)2 ;  m.p. 
128°  (Proskauer),  138°  (Hagelberg,  Bar.  23, 
1092).  From  CHjBr-CHjBr  and  alcoholic 
KCNSe  (Proskauer,  ihid.  7,  1281).  Colourless 
needles,  insoluble  in  cold  water  or  ether, 
difficultly  soluble  in  hot  water  or  cold  al- 
cohol ;  dissolves  unchanged  in  strong  HNO3, 
but  on  heating  gives  ethylene  selenious  acid 
C2H4{Se03H)2.  With  alcoholic  alkali,  yields 
ethylene  diselenide  (Hagelberg). 

Diethylene  disulphide  S<[]^^g^2>S ;  m.p. 

111°-112°;  b.p.  199°-200°;  V.d!  =4-28  (Huse- 
niann,  Annalen,  126,  280).  From  C2H4Br, 
and  KjS  (Crafts,  ibid.  124,  110;  128,  220); 
also  by  heating  CH^CS,  or  C2H4S2Hg  with 
C2H4Br2  at  150°  (H.). 

Crystallises  from  alcohol  in  needles  or  leaflets, 
from  ether  in  thick  prisms  which  are  volatile  at 
ordinary  temperatures  ;  combines  with  Br  and 
certain  salts,  but  not  with  NH3  ;  oxidised  by 
HNO3  to  (C2H4)2S202.    The  bromide 

(C2H4)2S2Br4 

is  a  lemon-yellow  amorphous  body,  m.p.  96°, 
very  unstable ;  the  iodide  (C2H4)2S2l4,  m.p. 
132°-133°,  forms  iron-black  monoclinic  needles, 
insoluble  in  water.  The  oxide  (C2H4)2S202  can 
also  be  obtained  by  decomposition  of  the  chloride 
or  bromide  ;  with  water,  forms  crystals  which 
decompose  without  fusion  on  heating,  and  are 
soluble  in  water,  almost  insoluble  in  alcohol. 
The  peroxide  (CaH^jgSaOi,  obtained  by  heating 
(C2H4)2S2  with  fuming  HNO3  to  150°  (Crafts, 
Annalen,  125, 124),  crystallises  from  strong  HNO3 
in  small  crystals  which  are  insoluble  in  water. 

Ethylene  hydroxysulphide  C2H4(OH)SH 
{Thioethylene  glycol),  from  HO-CH2CH2C1  and 
alcoholic  KHS ;  the  KCl  is  filtered  off  and  the 
filtrate  acidified  with  dilute  HCl  and  evaporated 
at  30°-40°  (Carius,  Annalen,  124,  258).  Is  a 
heavy  liquid,  almost  insoluble  in  water,  soluble 
in  alcohol;  the  salts  are  fairly  soluble  in  alcohol; 
the  mercury  compound  Hg(C2H50S)2  crystallises 
from  alcohol  in  needles. 

Thiodiethylene  glycol  (C2H40H)2S  is  formed 
when  the  above  compound  is  heated,  H2S  being 
evolved.  It  is  a  crystalline  solid  ;  m.p.  under 
60°,  soluble  in  alcohol,  insoluble  in  water,  forms 
salts  and  double  compounds  with  metallic  salts. 

Ethylene  mercaptan  C2H4(HS)2 ;  b.p.  146° ; 
sp.gr.  1-123  at  23-5°.  From  CHjCl-CHjCl  (or 
bromide,  Werner,  J.  1862,  424)  and  alcoholic 
KHS  (Liiwig  and  Weidmann,  Annalen,  36, 
322).  A  colourless  liquid,  soluble  in  alcohol 
and  alkalis,  forms  insoluble  mercaptides  with 
heavy  metals.  Pb(C2H4)S2  yellow  ;  Cu(C2H4)S2 
chrome  green.  Ethylene  dimethyl  sulphide 
C,H4(SCH3)2,  b.p.  183°,  from  C2H4Br2  and 
CHjSNa  (Ewerl;-,f,  Ber.  4,  716).  Ethylene 
diethyl  sulphide  C2H4(SC2H5),,  b.p.  210°-213° 
(E. )  gives  on  oxidation  first  (C2H5SO)2C2H4, 
m.p.  170°;  and  next  (C2H5S02)2C2H4,  m.p. 
136-5'^  (Bcckmann,  J.  pr.  Chem.  [2]  17,  469). 

Ethylene  thiocarbonates. 

1.  Ethylene  dithiocarbonate  C2H4COS2, 
ethylene  oxythiocarbonate  ;  m.p.  31°  ;  by  action 
of  HNO3  upon  C2H4CS3  in  the  cold  (Husemann, 
Annalen,  126,  269)  ;  forms  long  thin  tables, 
insoluble  in  water,  soluble  in  alcohol,  ether,  and 
chloroform. 


2.  Ethylene  trithiocarbonate  C2H4CS3 ;  m.p. 
39-5°  (Husemann),  33-4°  (Konowalow),  39° 
(Frasetti) ;  sp.gr.  1-4768.  From  C^H-iBi^  and 
Na2CS3  in  presence  of  absolute  alcohol  (Huse- 
mann, Annalen,  123,  83) ;  by  action  of  water 
upon  AlBr3-C2H4Br2-CS2  (Konowalow) ;  by 
action  of  alcoholic  KOH  upon  ethylene  xanthate 

C2H4(S-CS-OEt)2  +  KOH 

=KS-CO-OEt+C2H4CS3+EtOH, 

a  theoretical  yield ;  it  reacts  with  dU.  KOH  thus  : 

CaH.CSs+EtOH+SKOH 

=KS-CO-OEt+C2H4S2K2+2H20 

(Frasetti,  Ber.  38,  488).  Forms  golden-yellow, 
rhombic  prisms ;  slowly  soluble  in  alcohol, 
easily  soluble  in  ether,  very  soluble  in  CS.,, 
CHCI3,  and  CfiH^. 

Ethylene  thiochlorides  (Guthrie,  Chem.  Hoc. 
Trans.  1861,  13,  35  ;  1862,  14,  128). 

1.  Ethylene  thiodichloride  C2H4SCI2,  by  pass- 
ing C2H4  into  cooled  SCI2.  Is  a  liquid  with  a 
smeU  resembling  mustard  oil,  and  is  decomposed 
on  heating. 

2.  Ethylene  dithiodichloride  (C2H4)2S2Cl2,  by 
action  of  CjHiUpon  SaClaat  100°.  A  liquid  with 
a  pungent  odour. 

Chlorethylene  dithiodichloride  (C2H3Cl)2S2Cl2 ; 
by  action  of  C2H4  upon  boiling  S2CI2  ;  a  light- 
yellow  liquid  with  pleasant  smell. 

Ethylenethiocyanate  C2H4(SCN)2;  m.p-  90°. 
From  CHaCl-CHjCl  and  alcoholic  KCNS  (Son- 
nenschein,  J.  1855,  609  ;  Buff,  Annalen,  100, 
229);  CH2Br-CH2Br  maybe  used  with  advantage 
(Glutz,  ibid.  153,  313) ;  forms  rhombic  plates 
slightly  soluble  in  cold  water,  more  so  in  hot, 
and  in  alcohol,  decomposed  by  heat,  volatile 
in  steam  ;  its  vapour  excites  tears. 

Ethylidene  acetamide  CH3CH(NHC2H30)2 ; 
m.p.  169°;  formed  by  acting  on  acetamide  with 
aldehyde  ;  forms  large  prisms  decomposed  by 
acids  (Tawildarow,  Ber.  5,  477). 

Ethylidene  acetate  CH3-CH(C2H302)2  ;  b.p. 
169°  ;  sp.gr.  1-061  at  12°.  From  aldehyde  and 
(C2H30)2O  at  180°  (Geuther,  Annalen,  106,  249) ; 
from  alcoholic  C2H302K  and  CH3CHCI-C2H302 
(Schiff,  Ber.  9,  304) ;  has  a  smeU  like  that  of 
onions,  and  is  decomposed  by  water  into  aldehyde 
and  acetic  acid. 

Ethylidene  azine  CHaCHiN-NiCHCHj;  b.p. 
95°-96°  at  760  mm.  ;  sp.gr.  0-832  at  17°.  Pre- 
pared  by  shaking  an  ethereal  solution  of  aldehyde 
with  an  aqueous  solution  of  hydrazine  hydrate. 
At  180°  it  is  unchanged,  but  at  a  higher  tempera- 
ture gives  off  nearly  aU  its  N  as  gas.  It  is  fairly 
stable  to  alkalis,  but  is  hydrolysed  by  acids  into 
aldehyde  and  hydrazine  (Curtius  and  Linkeisen, 
J.  pr.  Chem.  1898,  [ii.]  58,  310). 

EthyUdene  biuret  NH<^§g;^|>CH-GH3, 

Trigenic  acid,  by  leading  HCNO  into  well-cooled 
aldehyde  (Liebig  and  Wiihler,  Annalen,  59,  296), 
crystallises  in  small  prisms,  slightly  soluble  in 
water,  nearly  insoluble  in  alcohol,  has  a  slightly 
acid  taste.  When  heated, liberates  COj,  NH3, 
and  traces  of  coUidine  CsH^N  (Herzig,  Monatsh. 
2,  398).  Is  hardly  decomposed  by  NaBrO. 
HNO3  decomposes  it  and  liberates  cyanuric  acid. 
The  silver  compound  AgCiH^NaOa  forms 
amorphous  precipitate,  soluble  in  boiUng  water. 

Ethylidene  bromide  CH.  CHBr^,  b.p.  114°- 
115°  (Tawildarow,  ibid.  176,  12),  109°-110°  at 
751   mm.   (Denzel,  ibid.  195,  202),  110-5°  at 
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760  mm.  (Anschutz,  ibid.  221,  137),  108°-110° 
(corr.)  (Perkin,  Chem.  Soc.  Trans.  45,  523)  ; 
b.p.  107°-108°  (V.  Meyer  and  Muller,  J.  pr. 
Chem.  [2]  46,  168);  sp.gr.  2-129  at  10°  (T.), 
i  2-1001  at  17-574°,  2-0891  at  20-5°/4°  (Anschiitz) 
2-0822  at  21-5°/4°,  2-1029  at  15°,  2-0854 
at  25°  (P.).  Prom  C.HjBr  and  Br  at  170° 
(Hofmann,  Proc.  Roy.  Soc.  10,  619  ;  Caventoii, 
Gompt.  rend.  52,  1330).  Is  produced  by  action 
of  PCljBr,  but  not  of  PBr^  upon  aldehyde 
(Paterno  and  Pisati,  Ber.  5,  289)  ;  also  by 
heating  CH.j:  CHBr  with  HBr  to  100°  (Reboul, 
Compt.  rend.  70, 398).  A  heavy  liquid  ;  alcoholic 
KHS  has  no  action  upon  it.  On  heating  with 
water  and  PbO  to  130°,  aldehyde  and  HBr  are 
produced  (T.).  With  Shi%  gives  CHj-CHCl., 
(Henry,  Bull.  Soc.  chim.  [ii.]42,  262). 

Etiiylidene  bromiodide  CHaCHBrI ;  m.p.  below 
-20°  ;  b.]).  142°-143° ;  sp.gr.  2-50  at  1°, 
2-452  at  16°.  From  O.H^Br  and  HI  in  the  cold 
(Pfauiidler,  J.  1865,  483 ;  Reboul,  Annalen, 
155,  212);  by  shaking  CH3CHI.,  with  IBr 
solution  (Simpson,  Bull.  Soc.  chim.  [ii.]  31,  412) ; 
decomposed  by  alcoholic  KOH  or  Ag,0  into  HI 
and  ( !,H,Br  ; "  Br  yields  CHaCHBro. 

Etiiylidene  chlorobromide  CHjCHClBr  ;  m.p. 
16-6°  (corr.)  (Schneider,  Zeitsch.  physikal.  Chem. 
19.  157)  ;  b.p.  84°-84-5°  at  750  mm.,  82-7°  at 
760  mm.  (Stadel,  Ber.  15,  2563);  sp.gr.  1-667 
at  16°.  From  CHjBr  and  concentrated  HCl 
at  100°  (Reboul,'  Annalen,  155,  215) ;  from 
CoHjCI  and  Br  in  sunlight  (Denzel,  ibid.  195, 
193).  By  action  of  CI  upon  CjH^Br  (LesccBur, 
Bull.  Soc.  chim.  [ii.]  29,  483).  Is  decomiJosed  at 
ordinary  temperature  by  alcoholic  KOH  on  long 
standing  ;  with  AgjO  gives  aldeh_yde  ;  and  with 
AgCaHjO,  forms  CH3CH(C2H30o)2  (L.). 

Ethylidene  chloriodide  CH3CHCII ;  b.p. 
117°-119°  ;  sp.gr.  2-054  at  19°.  By  agitating  a 
mixture  of  CHjCHIo  and  ICl ;  formed  also  from 
CH3CHCI2  and  AIjIg  (Simpson,  BuU.  Soc.  chim. 
[li.]'  31,  411). 

Ethylidene  or  Ethidene  chloride  CH3CHCI2 ; 
m.p.  —101-5°  (Schneider,  Zeitsch.  j)liysikal. 
Chem.  22,  233),  b.p.  59-9°  (corr.),  sp.gr. 
1-2044  at  0°,  1-1863  at  12-24°/4°  (Thorpe,  Chem. 
Soc.  Trans.  37,  183) ;  b.p.  57-4°-57-6°  at  750-9 
mm.,  sp.gr.  1-1743  at  20°/4°  (Briihl,  Annalen, 
203,  11),  1-2124  at  0°,  1-1805  at  22°/0°;  re- 
fractive index  /x^  (at  24-7°)  =  1-405724.  R^ 
=  34-1  (Kanonnikow) ;  b.p.  57°-57-7°  at  738-7 
mm.,  sp.gr.  1-2013  at  0°  (Pribram  and  Handl, 
Monatsh.  2,  650) ;  b.p.  56-7°-56-9°  at  749-1  mm., 
sp.gr.  1-1895  at  9-8°/4°.  1-11425  at  56-7°/4°  (R. 
Schifl',  Annalen,  220,  96)  ;  crit.  temp.  254-5° 
(Pawlewsky,  Ber.  16,  2633)  ;  H.C.p.  =  267-1 
cals.  (Berthelot  and  Ogier,Bull.  Soc.  chim.  [ii.]  36 
68).  From  C.,H-C1  and  CI  (Regnault,  Annalen, 
33,312);  from  C,H40  and  PCl^(Beilstein).  By 
action  of  HCl  upon  copper  acetylene  (Sabancjefi, 
ibid.  178,  111).  Is  prepared  by  passing  a 
mixture  of  chlorine  and  C2H5CI  over  animal  char- 
coal heated  to  250°-400°  (Damoiseau,  BuU.  Soc. 
chim.  [ii.]  27,  113).  Is  obtained  as  a  by-product 
in  the  manufacture  of  cliloral.  Is  decomposed 
l)y  alcoholic  KOH  into  HCl  and  C2H3CI.  Sodium 
produces  at  180°-200°  hydrogen,  acetylene, 
ethylene,  ethane,  and  C2H3CI  (ToUens, 
Annalen,  137,  311).  By  action  of  CI,  CH3CCI3 
and  CH2CI-CHCI,  arc  produced. 

Ethylidene  di-/so-nitramine  is  formed  by  the 


interaction  of  C0(Et)2,  or  COEtMe,  and  NO,  m 
CjHjONa.  The  lead  salt  is  anhydrous  and 
crystallises  in  cubes.  The  dimethyl  ether 
forms  rhombic  crystals,  and  melts  at  75°. 
The  j.so-uitramine  itself  is  hydrolyscd  ))y 
mineral  acids  into  acetaldelyde  NHjOH  and 
oxides  of  N.  With  Na  amalgam,  is  reduced  to 
hydrazine  (Traube,  Annalen,  300,  120). 
Ethylidene  diethyl  ether 

CH3-CH(OC2H5)2  {v.  AcETAL). 

Ethylidene  dimethyl  ether  CH3CH(OCH3)2, 
Diiiiethijl  acctal ;  h.]>.  64-4°  (Dancer,  Annalen, 
132,  240),  62-7°-63-3°  at  757-6  mm.  (R.  Schiff, 
ibid.  220, 104) ;  sp.gr.  0-8787  at  0°,  0-8590  at  14°, 
0-8476  at  25°  (D.),  0-8013  at  62-7°/4°  (S.); 
capillarity  constant  at  b.p.  a'^  =  4-092  (Schiii', 
Annalen,  223,  74) ;  occurs  in  crude  wood  spirit 
(D. ) :  2  volumes  of  wood  spirit,  1  volume  aldehyde, 
and  I  volume  of  glacial  acetic  acid  are  heated  to 
100°  (Alsberg,  J.  1864,  485) ;  also  by  oxidation  of 
CH30HandC2H50HbyMn02andH2S04(Wurtz). 

Ethylidene  methyl  propyl  ether 

CH3-CH(OCH3)(OC3H,); 
b.p.  103°-105°  (Bacbmami,  Annalen,  218,  46). 

Ethylidene  ethyl  propyl  ether 

CH3-CH(OC,H5)(OC3H,); 
b.p.  124°-126°  (Bachmann,  I.e.). 

Ethylidene  dipropyl  ether  CH3-CH(OC3H,)2 ; 
b.p.  146^-148°,  sp.gr.  0-825  at  22°  (Girard,  J. 
1880,  695). 

Ethylidene  methyl  wobutyl  ether 
CH3-CH(OCH3)(OC,Hg) ; 
b.p.   125°-127°  (Claus  and  Trainer, 
3U05 ;  Bachmann,  I.e.). 

Ethylidene  ethyl  wobutyl  ether 

CH3-CH(OC2H5)(OC4H>,); 
b.p.  155°  (Claus  and  Trainer,  I.e.). 

Ethylidene  rfiwobutyi  ether  CH.,-CH(0(  i^H^). ; 
b.p.  168°-17<>.  sp.gr.  0-816  at  22°  (t^laus  and 
Trainer,  I.e.;  Cirard,  I.e.). 

Ethylidene  methyl  tsoamyl  ether 
CH3-CH(OCH3)(OC5Hii); 
b.p.  141°-144°  (Baohmatm,  I.e.). 

Ethylidene  ethyl  /soamyl  ether 

C.H.,-CH(OC2H5)(OCjHi,); 
b.p.  165°-167°  (Claus  and  Trainer,  I.e.). 

Ethylidene  di  isoamyl  ether 

CH3CH(OC5H„)2; 
b.p.  210-8°  (corr.),  sp.gr.  0-8347  at  15°  (Cilaus 
and  Trainer.  I.e.). 

Ethylidene  hydramine  CH3-CH(OH)NH2  v. 
AJdehyde-amt)ionia.  art.  Aldehydis. 

Ethylidene  imine  CH3CH:NH;  m.p.  about 
85°  ;  b.p.  123°-124°.  If  aldehyde  ammonia  be 
kept  in  vacuo  over  HjSO^  for  several  days,  the 
imine  is  formed.  It  crystallises  in  brilliant 
colourless  crystals,  which  have  an  odour  like 
acetamide.  It  is  soluble  in  water,  EtOH, 
CH3COOH,  CHCI3,  C„He,  and  toluene.  The 
vapour  density  at  260°  agrees  with  the  simple 
formula,  but  at  lower  temperatures  the  V.D.  is 
hio-her.  It  forms  a  picrate,  and  combines  with 
HON  to  form  CH3-CH(NH,,)CN.  It  polymerises 
to  form  trimeric  ethylidine  imine 
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which  forms  ; 
N2O3  in  CHCI3 


trhiitroso-  derivative,  with 
opaque  yellow-white  needles. 
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melting  at  161°  (Dele'pine,  Compt.  rend.  1897,  i 
125,  951  ;  and  1907,  144,  853).  I 

Ethylidene  iodide  OH3CHI, ;  b.p.  177°-179°  ;  j 
sp.gr.  2'84  at  0°.  Bv  combination  of  CH,^  and  ; 
HI  (Berthelot,  Annalen,  132,  122  ;  Semenow, 
Zeitsch.  Chem.  1865,  725);  from  CH3CHCI2  and 
Al.ilg  (Gustavson,  J.  Russ.  Phys.  Clhem.  Soc.  6,  1 
164) ;  from  C  .HsBr  and  HI  (Friedel,  Ber.  7,  823 ).  i 
Decomposed  byalcoholicKOHintoHIandU2H3l. 

Etliylidene'malonic  acid  CH3-CH  tCXCOOH)^ ; 
onlv  known  in  combination,  the  ethyl  ester 
CHjCH  :  C(000C2Hr,).,,  b.p.  220°,  11.5°-118° 
at  17  ram.  ;  sp.gr.  1-0435  at  15°.  From 
CHoiCOaEt),  (1  mol.)  aldehyde  (2  mols.), 
and"(C2H30),0  (l\  mols.)  at  100°  (Komnenos, 
Annalen,  218,  157).  An  ethereal  oil  smelling  of 
camphor  ;  by  long  contact  with  Ba(0H)2  in 
the  cold  yields  ethoxy  malonic  acid  C^HgO,, 
malonic  acid  C'3H4()j,  and  aldehyde. 

Ethylidene  oxide  t'Ha-CHO  v.  Aldehyde. 

Ethylidene  ethylene  oxide 

CH,.-CH<OCH-^ 
^OGHa 

b.p.  82°  (Verley,  Bull.  Soc.  chim.  [iii.]  21,  276), 
82-5°  at  765-8  mm.  ;  sp.gr.  1-002  at  0°. 
From  aldehyde  and  excess  of  glycol  at  100° 
(Wurtz,  Compt.  rend.  53,  378  ;  Annalen,  120, 
328) ;  a  liquid  with  irritating  smell,  soluble  in 
l.V  vols,  water,  from  which  CaClj  separates  it; 
with  acetic  acid  gives  glycol  diaeetate. 

Ethylidene  ethoxyac'etate  CH3CH(OEt)0Ae  ; 
b.p.  125°-130° ;  sp.gr.  0-941.  By  heating  to- 
gether aeetal  and  acetic  anhydride  for  3  hours 
at  150°.  A  pleasant-smelling  oil,  slowly  decom- 
posed by  cold  water  into  alcohol,  aldehyde,  and 
acetic  acid,  rapidly  on  boiling. 

Ethylidene  sulphonic  acids. 

1.  Elhijlidene  hydroxi/sulpltotiic  acid 

CH3CH(OH)(HS03). 
Salts  of  this  acid  are  formed  by  action  of  alde- 
hyde upon  alkaline  hydrogen  sulphites  ;  they  are 
crj'stalUne  bodies,  soluble  in  water,  and  decom- 
posed on  heating  into  water,  aldehyde,  and  sul- 
phites. 

2.  Ethylidene  chlorsulphonic  acid 

CHa-CH-CUSOjH) 
obtained  by  action  of  CHaCHC'l,  ujoon  neutral 
alkaline  sulphites  at  140°  ;  the  salts  are  crys- 
talline, and  the  acid  is  fairly  stable. 

3.  Ethylidene  disulphonic  acid 

CH3CH(S03H)2. 
By  oxidation  of  trithioaldehyde  (C2H4S3)  or 
thialdin  by  KMnO^  solution  (Guareschi,  Gazz.  j 
chim.  ital.9,  75  ;  Annalen,  222,  302).    10  grams  ' 
thialdin  are  treated  with  30-35  grams  ZnMnfig  1 
and  300  grams  water  ;  after  filtering,  BaHjO, 
is  added  and  excess  of  Ba  precipitated  by  CO  2; 
the  Ba  salt  is  then  precipitated  by  alcohol.  It 
forms  a  strongly  acid  oily  liquid,  very  soluble  j 
in  water  and  alcohol,  and  is  very  stable  ;  forms 
stable    salts  Na2G2H4S20„,H20,    small  sUky 
crystals  soluble  in  6071  parts  of  alcohol  (90  p.c.) 
at    24-5° ;    K202HiS206,2H20    forms    large  ! 
transparent  crystals  soluble  in  1-56  parts  of 
water  at  17°. 

ETHYL  ACETATE  v.    Alkyl  acetates,  art. 

AcETIf  ACID. 

ETHYLBUTYLACETIC  ACID  v.  Ocroic  acjidh. 
ETHYL-/  o-BUTYLACETIC  ACID  v.  Octok; 

ACIDS.  j 

ETHYL  BUTYRATE  v.  Bui  yiiic  acid.  1 


ETHYL  DIPHENYLAMINE  v.  Diphenvla- 

MINH. 

ETHYLKETENE  v.  Ketene.s. 
ETH  YLKETENEC  ARBOXYLATE  v.  Kbtenes. 
ETHYLMALONIC  ACID  v.  Glutaric  acid 
and  Malonic  acid. 

ETHYLPROPYLACETIC  ACID  v.  Heptoic 

ACIDS. 

EUBORNYL.  Tradi-  name  for  bornyl-a- 
bromo-?'.sovaleratc,  obtained  by  brominating 
chloro- (SO valeric  acid  and  esterifying  borneol 
with  the  product.  A  syrupy  aromatic  liquid; 
b.p.  175°-178°.  Used  as  a '  sedative  (v.  Syn- 
thetic drugs). 

EUCAINE,  EUCHININ,  EUCODIN,  EUCOL, 
EUDOXIN  V.  Synthetic;  drugs. 

EUCAIRITE  or  EUKAIRITE  v.  Selenium. 
EUCALYPTOL,  The  volatile  oil  of  the 
leaves  of  Eucalyptu.s  globulus,  consists  mainly 
of  a  body  CioHigO  ;  b.p.  176°-177°;  sp.gr.  0-92'3 
at  16°.  It  is  optically  inactive,  has  a  camjjhoi- 
like  smell,  and  is  probably  identical  with  cineol 
and  cajeputol  (v.  Oils,  Essential). 

EUCALYPTUS  OIL  v.  Oils,  Essential. 
EUCLASE  V.  Glucinum. 
EUGENOL    {H0)(CH30)CeH3-CH.,-CH :  CH2 
{C3H3:CH30:HO  =  l:3:4)  occurs  in  oil  of  cloves 
from    the    leaves    of     Eugenia  caryophyllala 
(Thunb.)  (Bonastre  and  Ettling,  Annalen,  9,  68): 
in  the  oU  from  the  leaves  of  the  Ceylon  cinnamon 
tree  (Stenhouse,  Annalen,  95,  103  ;  Schimmel 
'  &    Co.,  Chem.    Zentr.    1902,  ii.    1486);  from 
Cinnamomum  jjedatinervium  (Meissn.)  (Goulding, 
Chem.  Soc.  Trans.  1903,  1101),  C.  Tamala  (Nees 
et  Eberm.)  (Schimmel  &  Co.,  Chem.  Zentr.  1910, 
1  i.  1720),  C.  cassia  (Plume),  and  C.  zeylanicum 
i  (Nees)  (Duyk,  Cihem.  Zentr.  1896,  ii.  358';  Weber, 
;  Arch.  Pharm.   230,  232)  ;    from  the  fruit  of 
Pimenla  officinalis  (Lindl.)  (Bonastre,  I.e. ;  Oe.ser, 
>  Annalen,  131,  277);  from  the  sap  of  Acacia 
Farnesiana  (Willd.)  (Walbaum,  J.  pr.  Chem.  68, 
[2]  235) ;  in  the  oil  from  Ocimum  Basilicum  (Linn. ) 
(Schimmel  &  Co.,  Chem.  Zentr.  1900,  i.  906);  in 
calamus  oil  (Thoms  and  Beckstroem,  Ber.  1902, 
!  3187) ;   in  Ylang  Ylang  oil  (Schimmel  &  Co., 
!  Chem.  Zentr.  1903,  i.  1087  ;  ii.  272)  ;   in  olive 
oil  from  Pugli  (( lanzoneri,  Gazz.  chim.  ital.  1897, 
27,  ii.  1);  in  oil  of  nutmeg  (Power  and  Salway, 
Chem.  Soc.  Trans.  1907,  2041);    in  sassafras 
leaves  and  bark  (Pomeranz,  Monatsh.  11,  101  ; 
Power  and  Kleber,  Chem.  Zentr.  1897,  ii.  42) ; 
in  the  oil  from  the  leaves  of  the  bay  tree  (Mitt- 
mann.  Arch.  Pharm.  27,  [31  639)  ;  in  oil  from 
Maltese   oranges    (Gildemeister   and  Steplian. 
Arch.  Pharm.  235,  583),  and  in  other  ethereal 
oils.    The  methyl  ether  of  eugenol 

(CH36)2CeH3-CH2-CH :  CH2 
occurs  in  the  oil  of  Asarmn  canadense  (Ijinn.) 
(Power  and  Lees,  Chem.  Soc.  Trans.  1902,  67),  of 
A.  arifoUum  {Michx.)  (Miller,  Arch.  Pharm.  240, 
371);  in  oil  from  Paracoto  bark  (Jobst  and  Hesse, 
Annalen,  199,  75;  Wallach  and  Rhcindorff,  jVv'rf. 
271,300);  in  Ylang  Ylang  oil;  in  oil  from  the 
bark  oi  Cinnamomum  pi  ildtiiin  ri urn  ;  in  oil  from 
Maltese  oranges  (v.  sti/ini) -.  ;iiid  in  oil  of  citron 
(Schimmel  &  Co.,  CAvm.  Zcjilr.  1899,  ii.  879). 

Oil  of  cloves,  which  contains  eugenol  and 
a  terpenc  as  the  chief  constituents,  is  treated 
with  potash ;  the  potassium  salt  of  eugeiioi 
separates,  is  pre.ssed  out,  washed  with  alcoliol, 
and  the  eiigenol  set  free  by  the  addition  of  a 
mineral  acid  (Wasscrman,  Annalen,  179,  369). 


EUGENOL. 


It,  is  obtained  liy  a  simihir  process  from  oil  of 
einnamoii  leaves  or  (vomthnton'iiHoilaoJfkiiinlis 
(  Lindl.).  Another  method  eonsist.s  in  separating 
eugenol  from  oil  of  oloves  by  means  of  the  com- 
])ounfl  it  forms  with  sodium  acetate  (('hem.  Wcrke 
Byk.  D.  R.  P.  100418 ;  Chem.  Zentr.  1899,  i.  764). 
In  the  former  |)rocess,  a  residue  is  left  after 
treating  the  oil  of  cloves  with  potash,  and  by 
distillinK  this  under  reduced  pressure,  acetyl 
eugenol,  m.]>.  29°.  is  obtained  (Erdmann,  J.  pr. 
Chem.  1897,  [2]  .5<i,  146).  By  reducing  coniferin 
in  alkaline  solution  ■with  sodium  amalgam, 
eugenol  is  formcil  (Chiozza,  Chem.  Zentr.  1888, 
443).  Methyl  eugenol  (allyl  guaiacol)  has  been 
prepared  synthetically  by  treating  veratrol 
(dimethylcatechol)  with  allyl  iodide  and  zinc- 
dust  (Moureau,  Compt.  rend.  121.  721). 

Pure  eugenol  is  a  colourless  oil ;  b.p.  244*.5° 
(Fr'ankforter  and  Lando,J.  Amer.  (!hem.  8oc.  27, 
641 ),  247-5°(  Wasserman,Annalen,  179. 36()),  253-5° 
(eorr.)  (Perkin,  Chem.  800.  Tran.s.  1896,  1247); 
sp.^rr.  1-0785°  at  4°/4°,  1-0734  at  10°/10°,  1-0663 
at  20°/20'';  speeilic  magnetic  rotation,  2-1974; 
molecular  magnetic  rotation  at  15°,  18-727  (Per- 
kin, I.e.);  dielectric  constant,  6-0  {Mathews,  J. 
Phys.  Chem.  9,  641);  1-.54437;  sp.heat,  0-5024; 
mol.  heat  of  combustion,  1304  cals.  (F.  &,  L. 
I.e.).  Eugenol  reddens  litmus,  smells  .strongly 
of  cloves,  and  has  a  burning  taste.  It  does  not 
reduce  Fehling's  solution,  but  reduces  am- 
moniacal  silver  solutions  on  long  standing. 
Eugenol  may  be  detected  bj'  the  following 
reactions :  (i. )  Ferric  chloride  imparts  a  blue 
colour  to  its  alcoholic  solution  ;  (ii. )  zinc  chloride 
yields  a  transitory  pale-yellow  colour;  (iii.) 
sulphuric  acid  gives  first  a  broAvn  colour,  chang- 
ing  quickly  to  purple  and  finally  to  wine-red  ; 
(iv.)  Burgess  (Analyst,  1900,  25,  265)  makes  use 
of  a  reagent  prepared  by  dissolving  10  grams  of 
mercuric  salt  in  25  p.c.  sulphuric  acid, and  making 
the  solution  up  to  100  c.c.  with  the  latter.  By 
shaking  2  c.c.  of  eugenol  with  5  c.c.  of  the  re- 
agent, and  allo\\  ing  the  solution  to  stand,  a  jjale 
violet  colour  is  developed.  (For  estimation  of 
eugenol  in  oil  of  cloves,  v.  Verley  and  Biisling, 
Ber.  1901,  3359  ;  Thoms.  Chem.  "Zeit.  1903,  27, 
954  ;  Arch.  Pharm.  241,  592  ;  Spurge,  Pharm. 
J.  1903,  [4]  16,  701,  757;  Schimmel  &  Co., 
C:hem.  Zentr.  1903,  ii.  1124;  Reich,  Zoitsch. 
Nahr.  Genussm.  1909,  18,  401.) 

Eugenol  and  its  derivatives  are  readily  con- 
verted into  the  corresponding  derivatives  of 
the  isomeric  /.soeugenol  {v.  infra),  which  on 
oxidation  yields  vanillin  and  its  derivatives. 
(Jhromic  acid  oxidises  eugenol  to  acetic  acid, 
carbon  dioxide,  and  water  (VVassermann,  I.e.); 
chromyl  chloride,  however,  combines  with 
eugenol,  and  on  decomposing  the  jiroduct  with 
water,  vanillin  can  be  extracted  (Novarine, 
Amer.  Pat.  36.5918,  3659)9;  Ber.  Ref.  1896, 
812).  Nitric  acid  oxidiscw  eugenol  to  oxalic 
acifi  and  a  resin,  but  in  ethereal  solution,  5- 
nitro-eugenol  is  formed  (v.  infra).  Ferric 
(■hloride  oxidises  it  to  dehydroeugenol,  m.p. 
105°- 106°  (Cousin  and  Herissey,  Compt.  rend. 
1908,  146,  1413).  Oxidised  with  potassium 
permanganate,  eugenol  yields  homovanillin, 
vanillin,  and  vanillic  acid  (Erlenmcyer,  Ber. 
1876,  273).  Hydrogenisation  of  either  eugenol 
or  /soeugenol  in  the  presence  of  platuium  black, 
yields  dihydroeugenol  (propvlguaiacol),  b.p.  I 
246°-248°  (Fournier,  Bull.  Soc!"  chim.  [4]  7,  23). 


5-NitroeUgenol  is  ]>repared  by  acting  on 
I  eugenol  in  ethcrra]  solution  with  nitric  acid. 
I  It  forms  large  t  ri<4inii'  crystals,  m.j).  43° -44° 
(Weselsky  and  Benedikt,'  Monatsh.  3,  388). 
With  tin  and  hydrochloric  acid,  it  produces 
aminochlorhydroeugenol  hydrochloride  ;  amino- 
chlorhydroeugenol  melts  at  97°.  Nitroeugenol, 
heated  with  acetic  anhydride  and  sodium  acetate, 
forms  nitro-aceto-eugenol,  m.p.  61°,  which, 
oxidised  by  potassium  permanganate  at  70° 
(Tiemann,  Ber.  1876,  418),  yields  nitrovaiiiUir 
acid  C«H,(C00H)(0CH.,)(0H)N02,  decom- 
posing at  210°  without  melting. 

Aeyl  and  ar>il  derivation's  of  eugenol  aro 
obtained  by  treating  eugenol  %vith  acyl  or  aryl 
anhydrides  in  the  cold,  in  presence  of  some  con- 
densing agent  such  as  sulphuric  acid,  zinc 
chloride,  p\Tidine,  &c.  The  chlorides  may  be 
substituteii  for  the  anhydrides  (Merelv,  U.  R.  PP. 
103581,  109445;  Chem.  Zentr.  1899.  ii.  927; 
1900,  ii.  407;  Riedel,  D.  R.  P.  189333;  Ciiem. 
Zentr.  1908,  i.  185  ;  Pond  &  Beers,  J.  Amer. 
Chem.  Soc.  19,  825).  Areti/l  ru;/eno!,  which 
'  occurs  in  oil  of  cloves  (Erdmann,  J.  pr.  Chem. 

1897,  [2]  56.  146),  melts  at  29°,  and  boils  at 
I  281°~282°  (752  mm.)  (Freyss,  Chem.  Zentr. 
I  1899,  i.  835)  ;  hnizyl  ewjetiol  has  b.p.  235°, 
and  on  heating  with  potash  and  subsequently 
with  potassium  dichromate  and  sulphuric  acirl, 
the  benzyl  ether  of  vanillin  is  obtained  (Boeh- 
ringer  arid  Sons,  D.  R.  P.  65937  ;  Ber.  Ref. 
1893,  211).  Eugenol  carbonate,  m.p.  93°-94°,  is 
obtained  by  passing  phosgene  gas  into  an  alkaline 
solution  of  eugenol  ;  on  treatment  with  ammonia, 
the  carbamate  is  formed  (F.  von  Heyden  Nachf. 
D.  R.  P.  58129  ;  Ber.  Ref.  1892,  186) ;  the  car- 
bonate can  also  be  obtained  from  eugenol  and 
the  diplienyl  ester  of  carbonic  acid  (D.  R.  P. 
990.57;  Ciiem.  Zentr.  1898,  ii.  1190).  On 
adding  eugenol  to  a  cooled  mixture  of  p\Tidine 
and  chlorsulphonic  acid  in  carbon  disulphide, 
potassium  eugenyl  sulphate,  m.j).  203°,  is  ob- 
tained ;  the  latter  is  transformed  by  heat  ing 
with  excess  of  potash  into  potassium  /.soeugenyl- 
sulphate,  m.p.  223°,  which,  on  oxidation  with 
ozone,  yields  potassium  vanillin  sulphate 
(Verley,  Bull.  Soc.  chim.  1901,  [3]  25,  46). 
Eugenyl  acetic  acid 

C8H,(0H,-CH:  CH ,)(0CH3)(0CH„-C0,H) 
is  obtained  by  heating  eugenol  with  chloracetic 
acid  in  the  presence  of  sodium  hydroxide  for 
20  hours,  and  decomposing  the  sodium  salt  thus 
formed  with  hydi-ochloric  acid  ;  m.p.  75°.  Bv 
heating  the  acid  with  potash  and  amyl  alcohol 
at  150°,  Moeugenyl  acetic  acid,  m.p.  92°-94°.  is 
produced;  and  oxidation  of  the  latter  with 
potassium  permanganate  yields  vanillin  acetic 
acid  (Gassmann  and  Ki-afft,  Ber.  1895,  1870). 

Eugenyl  phosphoric  acid  is  obtaineil  by 
treating  eugenol  with  phosjihorus  oxychloriflc 
and  decomposing  the  resulting  chloride  with 
water;  m.p.  of  anhych'ous acid,  105°  (Boehrinoi-r 
&  Sons,  D.  R.  P.  98522;  Chem.  Zentr.  1898, 
ii.  9.50;  Oescr,  Annalen,  131,  277).  On 
heating  with  alcoholic  potash,  tsoeugenyl 
phosphoric  acid  is'  olitained,  and  by  heating  the 
acid  sodium  salt  of  the  latter  to  150°,  woeugenol 
is  obtained  quantitatively. 

Eugenyl  alcohol  is  prepared  by  heating 
eugenol  in  20  p.c.  sodium  hydroxide  solution 
with  formaldehyde  at  60°';  m.p.  37°-38° 
(Monasse,  Ber.  1902,  3894). 
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Eugenol  glucoside,  m.p.  132°,  is  produced  by 

the  action  of  acetochlorhydrose  on  the  potassium 
salt  of  eugenol  (Michael,  Amer.  Chem.  J.  6,  336). 

Eugenol  and  isoeugenol  form  compounds 
with  proteids  which  are  stated  to  be  used 
in  the  treatment  of  tuberculosis  (Belart,  Eng. 
Pat.  9246,  26075;  Fr.  Pat.  389889;  J.  Soc. 
Chem.  Ind.  1908,  998  ;  1909,  1325). 

(For  compounds  with  iodine,  v.  F.  v.  Heyden 
Nachf.  D.  R.  P.  70058;  Ber.  Ref.  1893,  915;  Ingle, 
J.  Soc.  Chem.  Ind.  1904,  422.)  The  i^-substi- 
tuted  aminoethyl  compounds  of  eugenol-  and 
woeugenol-  acetamide  are  stated  to  be  used  as 
local  ana;sthetics  (Einhorn,  D.  R.  P.  208255  ; 
J.  Soc.  Chem.  Ind.  1909,  491). 

Bromine  in  excess  forms  \vith  eugenol,  di- 
bromeugenol  dibromide,  m.p.  118°-119°,  which, 
treated  vnth  zinc-dust  m  alcoholic  solution, 
yields  dibromeugenol,  m.j).  59°  (Chasanowtz 
and  Hell,  Ber.  1885,  823  ;  Auwers,  ibid.  1901, 
4266).  By  treating  eugenol  with,  bromine  in 
chloroform  at  0°,  bromeugenol  is  formed  (Lando, 
J.  Amer.  Chem.  Soc.  1905,  27,  641).  Tribrom- 
eugenol  and  other  brom-  derivatives  (v.  Lando, 
Ic;  Auwers  and  MiiUer,  Ber.  1902,  35,  114; 
Hell  and  Anwandter,  ibid.  1895,  2085). 

Eugenol  methyl  ether  occurs  in  several 
ethereal  oils,  and  can  be  obtained  from  veratrol 
{v.  supra).  It  is  also  obtained  by  the  action  of 
methyl  iodide  and  caustic  potash  on  eugenol 
(Ciamician  and  Silber,  Ber.  1890,  1164) ;  b.p. 
247°-248°.  It  is  readily  converted  into  iso- 
eugenol  methyl  ether,  b.p.  263°,  which  yields 
methyl  vaniUin  and  veratric  acid  on  oxidation 
with  potassium  dichromate  and  sulphuric  acid. 

woEugenol 

(HOXCH3O)  CgHj-CH : CH  CHaCCpFstCHgO : HO=l:3:4) 
occurs  in  small  quantities  in  oil  of  nutmeg  (Power 
and  Sal  way,  Chem.  Soc.  Trans.  1907,  2041),  and  as 
the  methyl  ether  in  the  oil  from  Asarum  arifolium 
(Michx.)  (Miller,  Arch.  Pharm.  240,  371).  It  is 
prepared  by  adding  5  parts  of  eugenol  or  an 
equivalent  quantity  of  oil  of  cloves  to  12-5  parts  of 
potash,  dissolved  in  18  parts  of  amyl  alcohol,  and 
heating  for  16-20  hours  at  140°.  The  product 
is  steam  distilled,  and  the  residue  acidified  with 
sulphuric  acid.  The  isoeugenol  separates  out, 
is  washed  with  sodium  carbonate  solution,  and 
purified  by  distillation  (Tiemann,  Ber.  1891, 
2870;  1894,  2580;  Lau-i,  Eng.  Pat.  17547; 
J.  Soc.  Chem.  Ind.  1891,  854 ;  Haarmann  and 
Reimer,  D.  R.  P.  57808  ;  Ber.  Ref.  1892,  94). 
The  amyl  alcohol  may  be  replaced  by  methyl, 
ethyl,  or  butyl  alcohols  (Gassmann,  Compt. 
rend.  124,  38  ;  F.  von  Heyden  Nachf.  D.  R.  P. 
70274;  J.  Soc.  Chem.  Ind.  1892,  633).  Other 
methods  are  to  heat  eugenol  with  4  parts  of 
caustic  potash  and  some  water  at  220°  (Einhorn 
and  Frey,  D.  R.  P.  76982  ;  Frdl.  iii.  863  ;  Ber. 
1894,  2455) ;  to  heat  the  alkali  derivative  of 
eugenol  to  200°  in  the  absence  of  air  (Fritzsche, 
D.  R.  P.  179948;  J.  Soc.  Chem.  Ind.  1907, 
1216) ;  and  to  heat  the  acid  sodium  salt  of  iso- 
eugenylphosphoric  acid  to  150°  {v.  Eiigenyl- 
phosphoric  acid). 

i«oEugenol  forms  colourless  crystals,  m.p.  33°; 
b.p.  264°-265°  (J.  Soc.  Chem.  Ind.  1892,  633), 
193-5°  (100  mm.), and  266-5°-268-5°  (760  mm.); 
sp.gr.  1-0994  at  4°/4°,  1-0944  at  10°/10°,  1-0872 
at  %fjW  ;  specific  magnetic  rotation  2-5578  ; 
mofieculair  magnetic  rotation  at  15°,  21-469 
{Perkin,.  Chem.  Soc.  Trans,  1896,  1247).  On 


oxidation,  woougenol  and  its  derivatives  yield 
the  corresponding  derivatives  of  vanOlin.  Thus 
i'soeugenol,  when  treated  with  sodium  peroxide, 
yields  vanillin  itself  (Haarmann  and  Reimer, 
Eng.  Pat.  11952,  14928;  J.  Soc.  Chem.  Ind. 
1895,  506;  1897,  633;  c/.  Majert,  D.  R.  P. 
82924;  Ber.  Ref.  1895,  878).  Ozone  oxidises 
isceugenol  in  the  same  way,  and  vanillin  is  also 
produced  by  the  electrolysis  of  the  sodium  salt 
of  jsoeugenol  and  subsequent  addition  of  acid 
(Otto  and  Varley,  Amer.  Pat.  553039,  553593  ; 
Ber.  Ref.  1896,  249 ;  c/.  Otto,  Ann.  Chim. 
Phys.  1898,  [viii.]  13,  120).  Ferric  chloride 
oxidises  (soeugenol  to  dehydroi'«oeugenol,  m.p. 
133°  (Cousin  and  He'rrisey,  Compt.  rend.  1908, 
147,  247). 

woEugenol  is  readily  polymerised  by  small 
quantities  of  mineral  acids,  acid  chlorides,  or 
metallic  haloids,  forming  diisoeugenol,  which 
crystallises  in   colourless  needles,   m.p.  178° 

'  (F.  von  Heyden  Nachf.  D.  R.  P.  70274  ;  J.  Soc. 

!  Chem.  Ind.  1892,  633),  180°  (Puxeddu,  Gazz. 
chim.  ital.  39,  i.  131).  Similarly,  the  ethyl 
ether  of  i'.soeugenol,  when  dissolved  in  alcohol 
and  treated  with  h^'drogen  chloride  for  some 
hours,  polymerises  into  diethyldiisoeugenol, 
m.p.  130°  (Puxeddu,  ?.c.  ;  Wassermann,  Annalen, 
179,  375). 

The  acyl  and  aryl  derivatives  are  obtained 
by  methods  similar  to  those  employed  for  the 
eugenol  compounds,  but  the  solutions  must  be 
kept  cool  to  prevent  polymerisation  taking  place ; 
acetyl  woeugenol,  m.p.  79°-80° ;  benzoyl  iso- 
eugeno],  m.p.  103°-104° ;  benzyl  ?,soeugenol, 
m.p.  48°  (Pond  and  Beers,  J.  Amer.  Chem.  Soc. 
19,  825;  Merck,  D.  R.  PP.  103581,  109445; 
Chem.  Zentr.  1899,  ii.  927;  1900,  ii.  407; 
Haarmann  and  Reimer,  D.  R.  P.  57568  ;  Ber. 
Ref.  1892,  93).  If  acetyl  chloride  is  added  to 
isoeugenol  at  54°,  and  the  temperature  is  finally 
raised  to  80°,  diacetyldiwoeugenol  is  obtained, 
and  by  hydrolysis  with  acids,  diwoeugenol  is 
formed  (Ti'emann,  Ber.  1891,  2870  ;  1894,  2580). 
Methylene  chloride  reacts  with  an  alkaline  solu- 
tion of  eugenol  forming  methylenediisoeugenol, 
m.p.  50°-52°,  which  on  oxidation  yields  methyl- 

I  enedivanOhn  (Lesault  &  Co.,  D.  R.  PP.  75264, 
76061  ;  Ber.  Ref.  1894,  812,  928). 

5-NitrOi'4oeugenol  is  formed  by  the  action  of 
nitric  acid  on  woeugenol  in  acetic  acid  solution  ; 
on  recrystallisation  from  wobutyl  or  amyl 
alcohols  it  forms  a  reddish-yeUow  mass,  which 
decomposes  at  about  150°  (Puxeddu  and  Cornelia, 

;  Gazz.  chim.  ital.  1906,  36,  ii.  450). 

z£oEugenol  carbonate  is  prepared  in  the  same 

I  way  as  eugenol  carbonate  {q.v.)  (F.  von  Heyden 

I  Nachf.  D.  R.  P.  61848  ;  Ber.  Ref.  1892,  486). 

!  By  adding  excess  of  bromine  to  jsoeugeiiol, 
bromj.soeugenol  dibromide,  m.p.  138°-139°,  is 

[  formed.  If  only  1  molecule  of  bromine  is  added, 
an  unstable  i'.soeugenol  dibromide,  m.p.  95°,  is 

I  produced.    Di-  and   tri-i.soeugenol  dibromides 

1  have  been  prepared  (HeU  and  Portman,  Ber. 

1  1895,  2088;  HeU  and  Bauer,  Ber.  1904,  1128; 
Zincke  and  Hahn,  Annalen,  329,  1). 

woEugenol  methyl  ether  occurs  in  the  oil  of 
Asarum  arifolium  (v.  supra).  It  can  be  pre- 
pared by  warming  eugenol  methjd  ether  ^\ith 
alcoholic  potash  (Ciamician  and  Silber,  Ber. 
1890,  1165)  or  by  treating  j'weugenol  with 
dimethyl  sulphate  and  aqueous  potash  (Mannich, 
Arch.  Pharm.  248,  127) ;  b.p.  263°. 


EUROPIUM. 


2.soEugeiiol  is  distinguished  from  eugonol  by 
the  following  reactions  :  (i.)  ferric  chloride  gives 
an  olive-green  colouration  A\ith  its  alcoholic 
solution  ;  (ii.)  zinc  chloride,  a  bright  rose-pink 
colour;  (iii.)  sulphuric  acid,  a  rose-pink  colour 
changing  to  light-brown. 

EUGUFORM,  EUIWYDRIN,  EUPHTHAL- 
MIN,  EUPORPHIN  v.  Synthetic  drugs. 

EUPHORBIC  ACID,  EUPHORBIUM, 
EUPHORBON  V.  Gmi  resins. 

EUPHORINE  V.  Synthetic  drugs. 

EUPHRASIA  TANNIN  v.  Tannins. 

EUPHYLLIN.  Trade  name  for  a  compound 
of  theophylline  with  ethylene-diamine.  A 
white  crystalline  soluble  powder,  used  as  a 
diuretic  (v.  Synthetic  drugs). 

EUPITTONIC  ACID,  Eupittone,  PMacal, 
1 1  em  mefhnxyaurin  C^rHji-.O,, 

OMe 

0:<^  ^:C[C„H2(OMe),OH]2. 
OMe 

Pittacal  is  a  blue  colouring  matter  obtained 
by  Reichenbach  in  1835  from  the  high- 
boiling  portions  of  beeohwood  tar.  Gratzel 
also  from  the  same  products  obtained  a  brown 
substance  which  gave  the  same  blue  colour  re- 
action with  baryta  as  the  pittacal  of  Reichen- 
bach. The  colouring  matter,  which  only  exists 
in  small  quantity  in  this  brown  substance,  was 
extracted  and  examined  by  Liebermann  (Ber. 
9,  334).  It  is  an  orange-red  crystalline  powder, 
soluble  in  alcohol  and  acetic  acid,  forming 
brown  solutions.  It  forms  with  alkalis  purple, 
and  with  ammonia  blue  solutions,  from  which 
carbon  dioxide  precipitates  blue  salts,  soluble 
in  pure  water.  Calcium,  magnesium,  barium, 
and  tin  salts,  also  give  blue  precipitates  with 
the  alkaline  solutions.  The  calcium  and 
magnesium  salts  are  soluble  in  pure  water. 
Hydrochloric  and  sulphuric  acids  form  red 
solutions,  and  the  latter  turns  pure  blue  on 
warming.  In  acid  solutions,  it  dyes  animal 
fibres  orange,  in  ammoniacal  solution  especially 
with  tin  mordant,  blue-violet.  Liebermann 
called  this  colouring  matter  eupittone,  and  re- 
garded it  as  at  least  closely  allied  to  pittacal  (Ber. 
11,  1145).  Hofmann  (Ber.  12,  1371,  2216),  by 
tiie  action  of  hexachlorethane  0  ,01^  on  dimethyl 
pyrogallate  mixed  with  alcoholic  potash  or  soda, 
obtained  a  substance  identical  in  composition 
with  the  eupittone  of  Liebermann,  and  strongly 
resembling  it  in  properties.  It  is  an  orange- 
yellow  substance,  soluble  in  acetic  acid,  and 
precipitated  therefrom  by  alcohol.  It  melts  at 
200°  and  decomposes  partly  into  a  blue  sub- 
limate. It  forms  the  same  alkali  salts  and  gives 
tlie  same  sulphuric  acid  reaction  as  eupittone. 
This  body  is  hexa  mothoxy-rosolie  acid 
Ci9Hg(OCH3)603.  Heated  with  alcoholic  am- 
monia, it  yields  hexamethoxy-rosaniline 
OH-C[CeH2(NH2)(OMe)„l3, 

which  crystallises  in  broad  colourless  needles, 
and  has  no  tinctorial  properties.  When  2  grams 
eupittone  are  heated  with  20  c.  c.  alcoholic  methyl- 
amine(10p.c.)at  150°-160°  for2A  hours, it  yields 
hexamethoxydimethylformylpamleucaniline 

CH[CeH,(OMe)2NHCH3l2CeH2(OMe)2NHCHO 
m.p.  187°  (Liebermann,  Ber.  34,  1034).  Pyro- 
gallol  is  produced  in  attempting  to  replace  the 


methoxyl  groups  by  hydrogen.  Its  formation 
is  analogous  to  that  of  rosolic  acid 

3CsH,„03  +  CO.,=C,5H260,+2H,0. 
Hofmann  terms  this  body  eupittonic  acid,  and 
uses  the  name  as  synonymous  with  pittacal  and 
eupittone.  Eupittonic  acid  cannot  be  obtained 
by  heating  the  sodium  derivative  of  dimethyl 
pyrogallate  or  of  dimethyl-methyl-pyrogallate 
separately,  in  air ;  a  mixture  of  the  two,  how- 
ever, with  excess  of  soda  gives  sometimes  as 
much  as  10  p.c.  of  its  own  weight  of  the  acid. 
The  action  is  comparable  with  that  in  whieli 
rosaniline  is  produced  from  aniline  and  toluidine. 

203H,o03  +  C.Hj^Oa  =  C,,li,,0,  +  3H,,. 

j  The  oxygen  necessary  to  remove  the  hydrogen 
is  obtained  from  the  atmosphere,  as  in  a  closed 
vessel  no  such  change  as  the  above  takes  place. 
Eupittonic  acid  appears  to  be  dibasic,  the 
sodium  and  barium  salts,  C25H24Na209  and 
C^^H^^BsiOg,  have  been  j)repared.  Paper  steeped 
in  a  solution  of  the  acid,  and  dried,  is  a  most 
sensitive  test  for  free  alkalis  on  account  of  the 
blue  colour  of  the  alkaline  salts  of  eupittonic 
acid.  Hydrochloric  acid,  however,  produces 
the  same  blue  colour.  With  acetic  anhydride, 
a  diacetyl  derivative,  C25H240c,(C2H30)2,  m.p. 
265°,  is  produced,  which,  curiously,  is  insoluble 

:  in  alkalis,  although  its  molecule  ought  to  contain 
four  hydroxyl  groups. 

The  dibenzoyl  derivative  C25H  2409(C;H50)2 
forms  golden  needles,  m.p.  232°  ;  the  dimethyl 
ether  CsHo^McaOg  has  m.p.  242°;  the  diethyl- 
ether  C2,-,H24Eto09  has  m.p.  201°-202°;  and  the 

j  iodo  compound  GajHjgO.jIj  forms  brown  shining 
prisms. 

Eupittone  black,  noreupittone,  hexaoxyaurin 

C.9H14O;  or  [CeH2(OH)3]2C:  CeH2(OH)2 :  0 

is  formed  by  adding  eupittone  to  sulphuric  acid 
at  140°  and  keeping  the  temperature  at  125° 
until  the  mass  is  pure  blue  ;  it  is  a  dark  shining 
I  black  powder,  and  dyes  mordanted  fibres 
through  a  dirty  violet  to  a  deep  black  ;  the 
hydrochloride  C\,|H,40,,HG1,C2H,.0  is  deep 
blue  (Liebermann  and  Wiedermann,  Ber.  34, 
1033). 

EUPYRIN  V.  Synthetic  drugs. 

EURHODINES,  EURHODOLS  v.  Azines. 

EUROBIN.  Trade  name  of  a  pharma- 
ceutical preparation  consisting  mamly  of  the 
diaeetate  of  chrysarobin  {q.v.). 

EUROPHEN  V.  Synthetic  drugs. 

EUROPIUM.  Eu  =  152  (c/.  Urbain  and 
Lacomlie,  Gompt.  rend.  1904,  138,  637,  and 
':  Jantsch,  ibid.  1908,  146,  473). 

Source. — The  oxide  of  this  extremely  rare 
element  is  present  in  very  small  amounts 
in  monazite  sand,  and  is  extracted  from 
this  mineral  in  the  fraction  containing  tlie 
ytitrium  earths. 

Extraction. — In  separating  europium  from 
its  associates,  advantage  has  been  taken  of  the 
isomorphism  existing  between  the  double 
nitrates  of  bismutli  and  those  of  the  metals  of 
the  rare  earths. 

Bismuth  nitrate  gives  rise  to  a  series  of 
double  salts  having  the  general  formula 

3Mn(N03)2,2Bi(N03)3,24H20, 

where  the  l)ivalent  metal  may  be  magnesium, 
zinc,  nickel,  cobalt,  or  manganese  (Urbain  and 
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Lacombe,  Compt.  rend.  1903,  137,  568).  Mag- 
nesium bismuth  nitrate 

3Mg(N03)2,2Bi{N03)3,24H„0, 

is  isomorphous  with  the.  corresponding  double  \ 
magnesium  nitrates  j 

3Mg(N03),,2Miit(N03)3,24H20.  | 
where  M"i=Ce,  La,  Nd,  Pr,  Sm,  Eu,  Gd,  and  Tb.  | 

To  a  mixture  of  these  metals  in  the  form  of 
their  double  magnesium  nitrates  is  added  a  j 
large  excess  of  magnesium  bismuth  nitrate. 
When  the  product  is  crystallised  methodically 
from  nitric  acid  solution,  the  double  magnesium 
nitrates  of  cerium,  lanthanum,  jwaseodymium, 
neodymium,  and  samarium  first  separate, 
followed  by  the  double  salt  of  bismuth,  leaving 
europium  and  gadolinium  in  the  mother  liquors. 
As  the  fractional  crystallisation  proceeds,  the 
rare  earths  yielding  double  nitrates  less  soluble 
than  the  bismuth  double  salt,  are  gradually 
eliminated  until  at  a  certain  point  the  middle 
fractions  contain  no  other  tervalent  metal  than 
bismuth.  When  this  point  is  reached,  all  the 
samarium  has  been  crystallised  out,  and  thus 
separated  from  the  europium  and  gadolinium. 
The  bismuth  stOl  in  solution  is  removed  from 
the  mother  liquor  by  hydrogen  sulphide,  and  the 
europium  and  gadolinium  separated  by  further 
fractionation  of  the  filtrate,  the  europium  double 
nitrate  being  the  first  to  crystallise  from  this  j 
solution  (Demar^av,  Compt.  rend.  1900,  130, 
1019,  1469  ;  Urbain  and  Lacombe,  ibid.  1904, 
138,  627).  This  crystallisation  process  is  a 
satisfactory  method  for  obtaining  pure  euro- 
pium, samarium,  and  gadolinium,  and  affords  a 
means  of  separating  quantitatively  europium 
and  samarium  (c/.  Eberhard,  Zeitsch.  anorg. 
Chem.  1905,  45,  374). 

Europia  (Europium  oxide)  EU2O3,  obtained 
from  the  purified  double  salt,  shows  no  samarium 
spectrum,  and  only  the  strongest  lines  of  gado- 
linium (DemarQay,  Compt.  rend.  1901,  132, 
1482) ;  it  has  a  pale  pink  tint,  but  when  jiroduced 
by  heating  the  sulphate  at  1600°,  the  colour  is 
somewhat  deeper. 

Europium  sulphate  Eu2(S04)3,8H20  forms 
pale-pink  crystals,  stable  in  air  and  dehydrated 
completely  at  375°  (Compt.  rend.  1904, 138,  627). 

The  europium  salts  yield  pale-pink  solutions 
and  in  strong  nitric  acid  they  exhibit  an  absorp- 
tion spectrum  consisting  of  eight  somewhat 
faint  bands. 

The  spark  spectrum  is  characteristic,  and  was 
first  observed  by  Lecoq  de  Boisbaudran  in  that 
given  by  crude  samaria,  three  very  intense  lines 
in  the  blue  being  ascribed  by  him  to  a  new  earth 
Z^.  The  reversion  spectrum  shows  the  band 
a615  referred  by  de  Boisbaudran  to  the  earth 

(Compt.  rend.  1893,  116,  674  ;  117,  199). 

The  most  intense  lines  of  the  arc  spectrum 
arc  very  characteristic,  and  constitute  a  delicate 
test  for  europium,  which  can  be  thus  identified 
in  the  crude  oxides  from  raonazite  after  re- 
moving the  cerium  (Eberhard,  Zeitsch.  anorg. 
Chem.  1905,  45,  374).  The  cathode  phos- 
phorescence spectrum  exhibits  the  anomalous 
ray  referred  by  Crookes  to  the  '  meta-element  ' 
S^.  Pure  europia,  however,  gives  no  phos- 
phorescence .spectrum  unless  diluted  wdth  some 
other  earth.  With  lime  in  the  proportion 
Eu203:99CaO,  a  red  phosphorescence  is  ob- 


served, and  similar  effects  are  obtained  on 
mixing  europia  with  alumma  or  gadolinia. 
Mixtures  mth  excess  of  the  latter  give  a  white, 
and  with  excess  of  europia  a  red,  phosphorescence 
(Urbain,  Compt.  rend.  1906,  142,  205,  and 
Seventh  Congress  of  Applied  Chemistry,  1909, 
section  10,  94). 

(Ultra-violet  and  arc  spectra,  v.  Exner  and 
Haschek,  Sitzungsber.  Wien.  Akad.  1902,  Ila,  3, 
42,  and  Die  WeUenliingen  derjBogenspektra,  1 904. ) 

Europium  has  been  detected  spectroscopi- 
cally  in  the  sun's  chromosphere,  in  a-Boiitis  and 
in  ;8-Geminorum  (Lunt,  Proc.  Roy.  Soc.  1907, 
A,  79,  US).  G.  T.  M. 

EUSYNCHITE  v.  V.\nadium. 

EUXANTHIC  ACID,  EUXANTHONE,  and 
EUXANTHONIC  ACID  v.  Indian  yellow. 

EUXENITE.  A  rare-earth  mineral  con- 
sisting essentially  of  columbate  and  titanate  of 
yttrium  and  erbium,  with  smaller  amounts  of 
uranium,  thorium,  cerium  earths,  iron,  &c. 
Crystals  are  orthorhombic,  but  are  very  rare 
and  indistinctly  developed :  the  mineral  is 
more  often  massive,  with  a  brownish-black 
colour  and  a  brilliant  pitchy  to  sub-metallic 
lustre.  In  appearance  and  characters,  it  closel3' 
resembles  several  of  the  other  rare-earth  minerals, 
particularly  polycrasc,  from  which  it  is  not 
easily  distinguished.  It  is  occasionally  found  in 
the  felspar  quarries  at  several  places  in  the  south 
of  Norway  (v.  W.  C.  Brcigger,  Die  Mineralien 
der  Siidnorwegischen  Granit-Pegmatitgiinge, 
1906).  Named  from  ev^syos,  friendly  to 
strangers,  in  allusion  to  the  several  rare  earths 
it  contains.  L.  J.  S. 

EVAPORATION,  The  term  '  evaporation  '  is 
used  in  connection  with  technical  or  manufactur- 
ing operations  when  a  liquid  is  converted  into 
vapour,  but  in  chemical  manufactures  it  is 
generally  limited  to  those  processes  where  the 
object  is  to  separate  a  liquid  from  a  solid  which 
is  dissolved  in  it,  or  to  separate  a  more  volatile 
from  a  less  volatile  liquid.  In  cases  where  the 
liquid  to  be  evaporated  is  one  of  the  products  of 
the  process,  and  is  collected  by  condensation,  the 
process  is  known  as  Distillation  {q.v.).  Where 
a  solid  substance  contains  water,  not  as  water  of 
crystallisation,  and  without  presenting  visible 
moisture  or  wetness,  the  process  of  removing  this 
moisture  under  suitable  circumstances  is  known 
as  Desiccation  or  Drying  (q-v.).  The  opera- 
tion of  evaporation,  however,  is  conducted  on  the 
greatest  scale  in  the  generation  of  steam  for 
steam  engines,  and  in  the  production  of  steam 
generally  for  manufacturing  purposes.  Although 
more  water  is  evaporated  in  connection  with 
the  steam  engine  than  for  any  manufacturing 
processes,  yet  great  quantities  of  steam  are 
used  as  a  convenient  means  of  applying  and  dis- 
tributing heat,  especially  when  regulated  and 
moderate  temperatures  are  required.  In  such 
cases  the  heat  is  applied  to  the  vessel  to  be 
heated  by  jacket  spaces  or  through  coils  of  pipes 
immersed  in  the  liquid  to  be  raised  in  tempera- 
ture. Such  applications  are  made  m  sugar  and 
confectionery  manufacture,  and  in  distilleries, 
breweries,  and  dyeing,  &c. 

Water  and  many  other  liquids  evaporate 
without  the  application  of  heat.  A  vessel  of 
water  freely  exposed  at  the  ordinary  temperature 
of  the  atmosphere  soon  evaporates  and  dis- 
appears.   This  is  due  to  the  fact  that  water 
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vapour  has  a  sensible  iwessure  at  ordinary  tem- 
peratures, and  as  gases  and  vapours  freely  diffuse 
throughout  each  other,  any  water  placed  with  a 
free  surface  in  a  confined  space  continues  to 
evolve  and  diffuse  its  vapour  until  the  pressure 
of  water  vapour  present  in  the  whole  space  is  at 
the  maximum  pressure  which  corresponds  with 
the  temperature.  Although  evaporation  occurs 
in  this  way  without  any  application  of  increased 
temperature,  yet  heat  is  absorbed  by  the  vapour 
formed  from  the  liquid,  and  if  the  evaporation 
be  rapid  and  be  conducted  under  such  circum- 
stances that  heat  from  surrounding  objects  is 
prevented  from  reaching  the  liquid,  then  its 
temperature  will  be  greatly  reduced.  This  fact 
is  illustrated  by  the  weU-lmown  lecture  ex- 
))eriment  of  placing  a  shallow  coj^ijer  cup  fiUed 
with  ether  upon  a  block  of  wood,  and  untler  it  a 
drop  of  water.  When  air  is  Ijlown  upon  the  ether 
it  rapidly  evaj^orates  antl  carries  off  so  much 
heat  from  the  copper  that  the  water  drop  under 
it  is  frozen  and  the  copper  adheres  to  the  wood. 
A  liquid  is  said  to  be  volatile  when  its  vapour  has 
a  considerable  pressure  at  ordinary  atmospheric 
temperatures.  At  20°,  for  example,  the  pressure 
of  water  vapour  (or  tension  as  it  is  somewhat  in- 
correctly called)  is  17-39  mm.  mercury,  whilst  the 
pressure  of  ether  vapour  at  the  same  tempera- 
ture is  433-3  mm.  and  that  of  alcohol  44-5  mm. 
If  the  liquids  be  placed  in  atmospheres  whose 
pressures  could  be  kept  at  these  points  by  arti- 
ficial means,  then  these  liquids  would  boU.  As 
the  evaporation  under  these  circumstances  is 
very  rapid,  relatively  to  the  flow  of  heat  to  the 
liquid  from  surroundmg  bodies,  if  only  atmo- 
spheric temperature  be  avaOable,  the  heat  is 
abstracted  so  quickly  that  many  liquids  freeze. 

Advantage  is  taken  of  these  properties  for 
many  purposes  in  the  use  of  air  currents  jjassed 
over  the  surfaces  of  liquids  to  evaporate  them 
without  the  aj)plication  of  other  than  natural 
heat.  Reduced  pressures  are  also  applied  to 
evaporate  without  heating  or  to  reduce  the  tem- 
perature necessary  in  order  to  avoid  chemical  de- 
composition andalso  to  produce  cold  mechanically . 

Evaporation  in  steam  boilers.  The  evapora- 
tive efficiency  of  the  steam  boiler  has  been  more 
closely  studied  than  that  of  any  other  type  of 
evaporating  apparatus,  and  as  the  prmciples  of 
the  economical  application  of  lieat  for  evapora- 
ting are  more  completely  known  in  this  connec- 
tion, it  is  advisable  to  consider  it  first. 

The  leading  types  of  steam  boilers  now  in  use 
for  the  purposes  of  motive  power  are  as  foUows  : 
Lancashire,  Cornish,  Locomotive  multitubular. 
Marine  multitubular,  and  Water-tube  or  tubu- 
lous  types. 

The  Lancashire  boiler  consists  of  a  horizontal, 
cylindrical  steel  or  iron  shell  closed  at  the  ends 
by  flat  plates  suitably  stayed,  and  having  two 
cyhndrical  steel  or  iron  flues  parallel  to  each 
other  passing  from  end  to  end.  These  flues 
siTve  to  receive  two  furnaces  at  the  front  end  in 
which  the  fuel  is  burned,  and  the  products  of 
combustion  pass  through  the  flues  and  are  con- 
ihicted  round  the  lower  part  of  the  shell  through 
lines  arranged  in  the  bricliwork  setting  before 
tliey  pass  to  the  stack  or  chimney.  Many 
modifications  are  made,  the  principal  being  in 
the  use  of  Galloway's  conical  cross  tubes  in  the 
flues,  and  in  running  botli  tubes  into  a  common 
combustion  chamber. 
Vol.  11.— T. 


Tliesc  boilers  are  extensively  adopted  for 
large  stationary  engines  used  for  driving  spin- 
ning mills  and  factories.  The  standard  size  is 
30  feet  by  7  feet  diameter,  with  internal  flues 
each  2  feet  0  inches  diameter.  The  firegrates 
are  generally  6  feet  long.  As  the  temperature  at 
which  the  hot  gases  enter  the  stack  is  higher  than 
is  desirable,  a  heat-absorbing  apparatus  known 
as  an  Ecommiser  is  generally  added.  It  con- 
sists of  a  series  of  vertical  east-iron  pipes,  suitably 
connected  together,  through  which  the  cold  feed 
water  is  pumped  in  the  opposite  direction  to  the 
flow  of  the  burned  gases  around  the  exterior,  so 
that  the  water  is  gradually  heated  as  it  passes 
along  the  pipes,  and  the  gases  as  they  cool  come 
in  contact  with  cooler  water.  By  this  arrange- 
ment a  considerable  atldition  is  made  to  the  Jieat 
absorbed  by  tlie  water. 

The  following  test  of  the  evaporation  effi- 
ciency of  a  pair  of  ordinary  Lancashire  boilers, 
with  and  with<nit  econoinisers,  was  made  by 
Longridge. 

The  two  boilers  were  each  30  feet  long  by 
7  feet  in  diameter,  with  internal  flues  of  2  feet 
9  inches  diameter,  having  five  Galloway's  cross 
tubes  in  each.  The  firegrates  were  6  feet  long, 
and  boilers  were  housed  and  the  tops  covered 
with  brick.  The  economiser  had  80  tubes  in 
16  rows.  Tlie  heating  surface  of  the  boilers 
was  1870  square  feet;  heating  surface  of  the 
economiser,  800  square  feet ;  total  surface,  2670 
square  feet.  The  grate  surface  was  66  square 
feet,  and  the  average  steam  pressure  by  steam 
gauges  83  lbs.  per  square  incli  above  atmosphere. 

Longridge  found,  as  the  result  of  a  7i- 
hours'  trial,  that  1  lb.  of  fuel  under  the  actual 
conditions  evaporated  9-66  lbs.  of  water,  but, 
allowmg  for  moisture  in  the  coal,  9-82  lbs.  of 
water  were  evaporated  by  each  pound  of  dry  fuel. 

The  calorific  value  of  1  lb.  of  dry  fuel  used 
was  13,363  British  thermal  units.  The  coal  was 
Arley  Mine,  from  Abram  Colliery,  Wigan.  Tbo 
total  weight  of  gas,  air,  and  water  vapour  per 
pound  of  dry  fuel  passing  through  the 
furnaces,  was  15-8  lbs. 

These  figures  give  the  combined  efficiency  of 
boUers  and  economisers  as  78-4  p.c,  that  is, "out 
of  100  heat  units  placed  upon  the  firegrate,  78-4 
were  utilised  for  the  intended  purpose,  that  of 
raising  steam,  and  21-6  were  emijloyed  in  other 
ways,  xM-oducing  draught,  drying  fuel,  losses  by 
radiation,  and  un  burned  or  partly  burned  fuel. 
Of  this  78-4  p.c.  utilised  in  evaporation,  71  0  was 
due  to  the  boiler  alone,  and  the  remaining  6-8 
p.c.  was  due  to  the  economiser. 

The  following  shows  the  disposal  of  100  heat 
units  placed  upon  the  fire  bars  in  the  form  of 
fuel,  in  the  boilers  only  : — 

Heat  used  m  evaporating  water      .  71-57 
Heat  contained  in  products  of  com- 
bustion and  excess  air  and  vapour 
accompanying  them  .        .        .  17-81 
Heat  lost  m  evaporating  moisture  in 

coal  .....  Ui:! 

Heat  lost  by  imi^erfect  combustion  .  0-(MI 
Heat  lost  by  unburned  combustible 

falling  through  firegrate  with  ashes  4-28 
Heat  lost  in  dra\ving  ash  and  clinker  O-liO 
Difl'erence,  radiation,  and  losses  un- 
accounted for    .        ,        .  .5-85 

100-00 
2  c 
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One  hundred  heat  units  given  to  the  econo- 
miser  were  disposed  of  as  follows  : — 

Heat  used  in  evaporating  water  .  38-12 
Heat  contained  in  chimney  gases  .  58-12 
Loss  by  radiation,  &c.  .        .  3-76 


100-00 

One  hundred  heat  units  put  upon  the  fire- 
grate in  the  form  of  fuel  were  disposed  of  by  the 
combined  apparatus  as  follows  : — 

Heat  used  in  evaporating  water  .  78-38 
Heat  lost  in  chimney  gases  .  .  10-35 
Heat  lost  in  evaporating  moisture  in 

coal  and  lost  carbon  .        .  4-75 

Difference,  radiation,  &c.      .        .  6-52 


100-00 

In  these  trials  the  total  fuel  burned  per  hour 
was  1090  lbs.  or,  deducting  moisture  1072-72, 
and  the  water  evaporated  per  square  foot  of  total 
heating  surface  per  hour  was  3-94  lbs.,  or  per 
square  foot  of  boUer  heating  surface  5-63  lbs.  per 
hour. 

The  total  feed  water  to  the  boiler  per  hour 
was  10,533  lbs.  The  water-level  surface  in  the 
boiler  was  390  square  feet,  and  the  total  evapo- 
rated per  square  foot  of  that  surface  was  27  lbs. 
water  per  hour. 

As  an  average  of  many  tests,  the  evaporative 
efficiency  of  an  ordinary  Lancashire  boiler  of 
good  construction  with  a  Green's  economiser 
may  be  taken  as  80  p.c.  in  ordinary  work  mth 
careful  firing. 

The  Cornish  toiler  is  a  cylindrical  shell  with 
flat  ends  like  the  Lancashire,  but  as  it  has  only 
one  internal  flue,  its  evaporative  efficiency  is  in- 
ferior to  that  of  the  Lancashire. 

The  locomotive  multiiuhular  type  of  boiler 
consists  essentially  of  a  rectangular  firebox  con- 
taining the  furnace  surrounded  by  water,  having 
its  flat  surfaces  suitably  stayed  and  riveted  to  a 
cylindrical  shell  through  which  pass  a  great 
number  of  metal  tubes.  The  water  surrounds 
these  tubes,  and  the  products  of  combustion  pass 
through  their  interior  and  are  discharged  into  the 
smokebox  and  thence  pass  away  by  the  chimne}^ 
In  a  locomotive  the  draught  is  created  by  the 
exhaust  steam  blast  discharged  up  the  chimney. 
The  advantage  of  these  boilers  is  their  enormous 
power  of  producing  steam  in  small  bulk  and 
weight,  but  they  are  not  so  economical  of  fuel  as 
the  stationary  t3'pe.  A  common  efficiency  is 
71  p.c,  but  with  care  and  well-designed  feed- 
water  heater  arrangements,  even  in  small  boilers 
of  this  type  an  efficiency  may  be  got  as  high 
as  that  obtained  by  Lancashire  boUers  with 
economisers.  In  the  Society  of  Arts'  trial,  pub- 
lished in  their  journal  in  1889,  a  boiler  of  this 
kind  wth  a  feed-water  heater  in  the  smokebox 
gave  an  evaporative  efficiency  of  82  p.c,  that  is, 
82  p.c.  of  all  the  heat  placed  upon  the  flre  in  the 
form  of  fuel  was  applied  to  its  intended  work  of 
producing  steam.  These  tests  were  most  care- 
fully conducted,  and  analysis  made  of  fuel  and 
escaping  products  to  trace  the  disposal  of  all  the 
heat.  Only  10-5  p.c.  of  the  total  heat  was  lost 
in  the  heat  of  the  furnace  gases,  and  9-0  was 
estimated  as  loss  by  radiation.  This  figure  can- 
not be  taken,  however,  as  the  value  given  in 
ordinary  work,  as  the  trial  was  most  carefully 
made,  and  the  ^\  hole  conduct  of  the  machinery 


was  under  the  direct  supervision  of  the  highest 
skill  to  be  found  in  the  works  of  the  makers. 

The  standard  marine  multitubular  type  of 
boiler  consists  of  a  cylintlrical  shell  of  relatively 
great  diameter,  with  cyluidrical  flues  containing 
the  furnace,  and  the  products  of  combustion 
return  through  numerous  tubes  before  discharge 
uj)  the  funnel. 

The  evaporative  efficiency  of  such  boilers  is 
not  so  high  as  either  the  Lancashire  or  the 
locomotive  type.  Careful  trials  have  been 
made  by  a  research  committee  of  the  Institute 
of  Mechanical  Engineers,  consisting  of  many 
leading  engineers,  on  board  the  s.s.  Meteor. 
The  trial  lasted  14  hours,  the  consumption  of 
fuel  was  4005  lbs.  per  hour,  and  the  total 
evaporation  29,860  lbs.  per  hour,  the  heat 
accounted  for  in  the  steam  evaporated  amount- 
ing to  62  p.c.  In  boUers  of  this  class  it  is  un- 
usual to  have  feed-water  heaters  or  economisers. 
Mr.  Ebenezer  Kemp,  of  Glasgow,  has  fitted 
several  steamers  with  compound  boilers,  or 
boUers  to  which  large  feed-water  heaters  or 
economisers  were  applied,  with  good  results. 

The  followng  gives  the  main  details  of  the 
sot  fitted  on  board  the  s.s.  Caloric.  The  high- 
temperature  boiler  was  single  ended,  12  feet 
diameter  and  11  feet  6  inches  long,  having  two 
furnaces  3  feet  9  inches  diameter,  and  a  total 
heating  surface  of  1613  square  feet.  There 
were  four  multitubular  feed-water  heaters  or 
low-temperature  boilers,  as  Mr.  Kemp  calls 
them,  4  feet  6  inches  in  diameter  by  8  feet 
4  inches  long,  with  a  total  heating  surface  of 
3505  square  feet.  That  is,  the  feed-water 
heater  had  rather  more  than  double  the  heating 
surface  of  the  boiler  proper.  The  arrangement 
gives  a  saving  of  15  p.c  as  compared  with 
ordinary  marine  boilers. 


Fig.  1. 


The  viater  tube  or  luhulous  type  of  boiler 
differs  from  the  tubular  in  containing  the  water 
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in  the  interior  of  the  tubes,  and  allowing  the  fur- 
nace gases  to  play  upon  the  exterior. 

This  type  of  boiler  is  now  largcl}'  used  for 
stationary-  engines,  and  also  fur  marine  jjurposes. 
The  forms  mostly  used  are  those  manufactured 
by  Messrs.  Babcock  and  AV  ilcox,  and  by  Messrs. 
Yar  row.  The  Babcock  and  AVilcox  marine 
tj-pe  of  boiler  (illustrated  at  Fig.  1)  consists  of 
an  arrangement  of  inclined  tubes  a,  forming  the 
bulk  of  the  heating  surface,  the  tubes  ix'ing 
arranged  in  sections  and  eximnded  at  both  ends 
into  wrought-steel  boxes  or  headers,  which  are 
in  connection  with  a  horizontal  steam  and 
water  drum  c,  and  a  mud  drum  d.  By  means  of 
the  connections  e,  e  with  the  steam  and  water 
drum  at  the  high  ends  of 
the  headers,  the  steam  ~ 
generated  in  the  tubes  is 
liberated,  and  water  su])- 
plicd  to  take  its  place. 
The  firegrate  /  is  under- 
neath the  nest  of  tubes, 
and  the  hot  gases,  as 
sho\vn  by  the  direction 
of  the  arrows,  come  into 
intimate  contact  with 
the  whole  of  the  heat- 
ing surface,  baffle  plates 


{/  being  provided  to  direct  the  gases.  The 
furnace  is  lined  with  firebricks  or  with,  firetiles 
bolted  to  the  side  plates,  and  the  \\hole  boiler 
is  enclosed  in  an  iron  casing,  litted  with  re- 
fractory material  preventing  radiation  of  heat. 

The  steam  generated  in  the  tubes  rises 
vertically  tlu'ough  the  rear  hearlers  into  the 
steam  and  watei'  drum,  from  ■niuch  the  water 
returns  to  the  front  headers  and  the  tulies,  so 
that  there  is  a  continuous  circulation  of  ^\'ater 
in  one  direction.  The  feed  water  enters  the 
steam  drum  below  the  water  level,  passing 
vertically  tlirough  a  feed  nozzle  into  the  steam 
space,  and  is  deflected  do\TO«ards  by  a  cover  or 
guard  into  the  water  space.  This  type  of  l)oiler 
is  capable  of  evaporating 
about  12-3  lbs.  of  water 
from  and  at  212°F.  per 
lb.  of  coal  burned,  at  a 
coal  consumption  of 
about  20  lbs.  per  square 
foot  of  grate  area  per  hour. 

In  the  YarroAV  type 
of  water-tube  boiler, 
illustrated  by  Fig.  2, 
the  heating  surface  con- 
sists for  the  most  part  of 
a  large  number  of  small 


Fig.  2. 


inclined  tubes  leading  from  two  horizontal 
water  drums  situated  at  the  bottom  of  the 
boiler,  to  a  horizontal  steam  drum  situated  at  , 
the  toj).  The  enils  of  tlie  tubes  are  expanded 
into  apertures  in  the  drums.  The  two  outer 
rows  of  tubes  lead  from  a  space,  partitioned 
off  from  the  water  drum,  to  the  steam  drum, 
and  the  feed  water  is  delivered  into  this  space. 
The  steam  is  taken  off  by  a  pipe  from  the  top  of 
Ihe  steam  drum.  The  firegrate  is  situated 
Itelow  the  tubes,  and  the  gases  pass  through 
between  the  tubes,  being  prevented  from  going 
straight  up  the  chimney  by  baffle  plates.    This  ! 


boder  is  capable  of  evaporating  from  11-4  to 
12-96  lbs.  of  water  from  and  at  212°F.  per  lb.  of 
coal  burned,  the  larger  figure  being  obtained 
when  the  rate  of  coal  consumption  is  12-05  lbs. 
per  square  foot  of  grate  area,  and  the  smaller 
figure  with  a  rate  of  consumption  of  60-()  lbs. 
per  square  foot  of  grate  area. 

Both  these  types  of  water-tube  boiler  are 
very  largely  used  by  the  Admiralty  on  modern 
battleships  and  cruisers.  On  smaller  vessels,  a 
smaller  type  of  Yarrow  boiler,  and  the  Whi'te- 
Forster  water-tube  boiler,  arc  very  gcneralh- 
used.    The    White-Forster    differs    from  the 
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Yarrow  mainly  in  the  form  of  the  tubes,  and  in 
employing  a  larger  steam  drum  in  relation  to 
the  size  of  the  boiler. 

In  recent  years,  a  type  of  steam  boiler, 
known  as  the  flash  boiler  or  generator,  has  come 
into  use,  where  very  rajDid  steam  raising  and 
small  size  of  boiler  are  required,  as  in  steam-pro- 
pelled motor  vehicles.  The  best-known  form 
of  this  type  of  steam  generator  is  the  White 
generator,  fitted  to  the  White  steam  car.  This 
generator  is  sho\vn  at  Fig.  3.    It  consists  of 
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Fig.  3. 

nine  coils  of  steel  tubing  placed  one  above  the 
other,  and  connected  in  series.  The  water  is 
introduced  into  the  top  coil  a  by  a  pipe,  b,  and 
thence  passes  upwards  and  do^vn  to  the  second 
coil  c,  and  so  on  downwards  through  the 
generator.  As  the  water  has  to  rise  to  the  level 
of  the  top  of  the  boiler,  in  passing  from  coil  to 
coil,  gravity  can  have  no  effect  on  its  descent 
through  the  boiler,  so  that  the  circulation  is 
dependent  entirely  upon  the  action  of  the  pumps. 
The  water  is  pumped  into  the  upper  coil,  and 
steam  issues  from  the  lower  coil.  The  point  at 
wliich  the  water  '  flashes  '  into  steam  is  depen- 
dent on  the  different  running  conditions. 
Owing  to  the  very  small  capacity  of  the  genera- 
tor— ^less  than  one-third  of  a  cubic  foot — 
steam  can  be  very  quickly  raised.  The  fuel, 
which  is  in  the  form  of  vapour,  is  suppUed  under 
pressure  to  a  burner  placed  below  the  generator. 

Evaporation  in  open  vessels.  In  many 
chemical  manufactures  it  is  necessary  to  eva- 
porate off  water  in  which  the  substance,  the 
object  of  the  process,  is  dissolved,  and  in  such 
cases,  when  heat  is  to  be  appHed,  it  is  desirable  to 
economise  fuel  to  the  greatest  possible  extent. 
The  heat  of  waste  gases  is  therefore  used  as  much 
as  possible.  The  method  of  applying  heat  varies 
considerably  with  the  chemical  nature  of  the 
substance  dealt  wth,  and  choice  of  economical 
apparatus  is  often  limited  by  the  corrosive  nature 
of  the  liquid  to  be  evaporated.  In  the  process 
of  concentrating  oil  of  vitriol  from  the  dilute 
acid,  a  series  of  shallow  open  lead  pans  receives 
the  diluted  acid  and  heat  is  applied  below.  The 
hot  furnace  gases  are  allowed  to  impinge  upon 
the  bottom  of  the  vessel  containing  the  weakest 
acid,  and  therefore  requiring  thegreatest  quantity 
of  heat  for  evaporation,  and  as  the  gases  cool 
they  impinge  upon  the  succeeding  vessels  of 
stronger  and  stronger  acid,  requiring  less 
quantity  of  heat  until  the  acid  has  become  as 
concentrated  as  it  is  safe  to  trust  to  leaden 


vessels.  It  is  then  run  into  the  platinum  pan 
for  its  final  concentration.  Instead  of  this  plan, 
in  some  cases  the  furnace  gases  are  passed  over 
the  surface  of  the  acid  hi  order  to  heat  it  from 
above,  and  the  volume  of  gases  in  motion  re- 
moves the  vapour  as  fast  as  it  is  formed.  The 
advantage  of  surface  evaporation  arises  not  from 
the  fact  of  its  being  economical,  because  liquids 
are  heated  with  difficulty  from  above.  The  hot 
liquid  in  contact  vnth  the  gases  expands  and  has 
no  tendency  to  cause  convection  currents,  but 
rather  remains  stationary  above  the  colder 
portions,  and  accordingly  it  is  always  advisable 
to  heat  from  below  when  possible.  In  many 
processes, however,  duringevaporation,  a  deposit 
comes  down,  and  this,  coating  the  bottom  of  the 
vessel,  prevents  the  free  contact  of  the  metal 
with  the  liquid.  The  resistance  to  the  passage 
of  heat  from  the  metal  to  the  liquid  is  thereby 
much  increased,  and  the  bottom  suffers  rapid 
destruction  from  over-heating.  In  boilers  using 
very  hard  water  this  is  a  fruitful  source  of 
trouble  and  danger. 

When  surface  evaporation  is  resorted  to, 
large  surfaces  are  exposed  in  shallow  tanks  over 
which  the  flame  and  hot  gases  from  a  furnace  are 
allowed  to  pass.  The  pans  are  covered  in  so 
that  the  radiant  heat  from  the  brickwork  assists 
the  action  of  the  flame  and  hot  gases.  Arrange- 
ments of  this  kind  are  used  in  evaporating  weak 
alum  liquors,  and  the  tanks  are  built  up  of  bricks 
bound  together  with  a  cement  composed  of  lime 
and  alum  shale.  Sometimes  an  open  pan  is 
placed  above  the  gases  to  contain  the  feed  liquid 
and  heat  it  in  its  progress  to  the  evaporating 
pans. 

Evaporation  of  brine.  Brine  is  sometimes 
evaporated  by  allowing  the  liquor  from  the 
springs  to  flow  over  masses  of  twigs  in  such  a 
manner  as  to  expose  very  extensive  surfaces  to 
the  action  of  air  currents  ;  by  pumping  over  a 
succession  of  these  surfaces  it  ia  gradually  con- 
centrated. When  artificial  heat  is  applied  to 
the  evaporation  of  brine,  large  shallow  salt  pans 
are  used.  They  consist  of  flat  quadrangular 
vessels  of  plate  iron  supported  upon  suitable 
brick  walls,  forming  flues  which  distribute  the 
heat  from  furnaces  placed  in  the  centre  part 
under  the  vessel.  The  flames  strike  directly  upon 
the  bottom  of  the  vessel,  and  the  hot  products  of 
combustion  are  conducted  outwards  by  flues 
leading  to  the  stack  or  chimney.  In  this  way 
they  traverse  the  whole  bottom  surface  of  the 
evaporating  pans.  The  pans  are  of  great  area, 
often  60  feet  long  by  30  feet  wide.  The  v/ater 
vapour  is  collected  by  a  large  conical  hood  and 
carried  off  by  a  separate  chimney.  The  sides  of 
the  lower  part  of  the  cone  are  so  constructed 
that  they  can  be  opened  to  admit  air  from  the 
direction  in  which  the  wind  is  blowng.  This 
assists  the  evaporation  by  carrying  off  the  water 
vapour  generated  and  exposing  the  surface  to  a 
continual  air  current. 

If  heat  enough  to  cause  a  liquid  to  boil  be 
applied,  an  air  current  wUl  not  increase  the 
evaporation,  but  wUl  tend  to  diminish  it  by 
cooling  the  vessel  containing  the  liquid ;  but 
when  the  liquid  does  not  reach  the  boiling-point, 
the  continuous  removal  of  the  atmosphere  in 
contact  with  the  liquid  is  necessary.  If  this  be 
not  done,  then,  so  soon  as  the  atmosphere  has 
become  saturated  with  the  vapour,  that  is,  so 
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soon  as  the  water  vapour  is  present  in  quantity 
bulficicnt  to  produce  tlie  pressure  which  corre- 
sponds with  tlie  temperature  of  the  liquid,  the 
evaporation  ceases. 

It  is  a  necessary  condition  of  evaporation  at 
temperatures  less  than  the  boilmg-point,  that  the 
atmosphere  into  which  the  evaporation  takes 
place  should  be  continuously  renewed,  and  it  is 
advisable  that  the  air  mto  which  the  water  eva- 
porates should  not  be  of  lower  temperature  than 
the  liquid.  When  the  temperature  of  the  air  is 
lower  than  that  of  the  liquid,  the  volume  of 
vapour  carried  off  is  much  reduced,  as  the  air 
must  be  heated  by  the  vapour  before  it  is 
capable  of  carrying  olf  the  volume  equivalent  to 
the  vapour  pressure.  Producer  gas  is  used  for 
evaporating  the  brine  at  Ischl  salt  works,  and 
the  operation  is  conducted  in  deep  rectangular 
plate-iron  vessels  grouped  together,  and  fed  con- 
tinuously by  a  system  of  distributing  pipes. 

Steam  is  much  used  to  supply  the  heat  re- 
quired for  evaporation,  especially  when  the  sub- 
stances to  be  dealt  with  are  of  an  easily  decom- 
posable nature  if  overheated.  The  heat  is  often 
applied  to  the  vessel  by  means  of  a  steam  jacket, 
that  is,  the  vessel  is  made  double  walled,  and  the 
interspace  is  utilised  to  receive  the  hot  steam. 
When  the  temperature  requires  to  be  higher 
than  100°,  the  jacket  space  is  constructed  to 
wthstand  pressure,  and  steam  under  boiler  pres- 
sure is  supplied,  but  steam  is  most  commonly 
used  at  atmospheric  pressure  and  applied  to  the 
liquid  by  passing  through  rows  or  coils  of  pipes 
immersed  in  it.  The  arrangement  of  these 
pipes  varies,  and  in  some  cases  they  are  so  con- 
nected as  to  be  capable  of  hingeing  out  of  the 
vessels  for  ready  access  and  cleaning  purposes. 

Milk  is  now  rapidly  evaporated  by  spray- 
ing into  heated  air  wthout  raising  tlie  milk 
temperature  to  such  a  point  as  would  cause 
chemical  change. 

Evaporation  under  reduced  pressures.  In 
the  older  processes  of  sugar  manufacture,  the 
sugar  liquors  were  concentrated  by  the  direct 
application  of  heat  from  a  fire  upon  the  vessels 
containing  them,  but  the  greatest  diftieulty  was 
experienced  in  preventuig  decomjjosition  when 
the  solution  became  concentrated.  To  avoid 
this  difficulty,  the  vacuum  pan  was  introduced 
by  Howard,  and  m  various  modified  forms  it  is 
still  used.  The  boiling-point  of  a  liquid  depends 
upon  the  pressure  to  which  it  is  subjected,  and 
by  reducing  the  pressure  the  boiling-point  is 
greatly  reduced.  The  vacuum  pan  consists 
essentially  of  a  globular  copper  vessel  containing 
the  sugar  liquor,  and  having  the  lower  portion 
steam  jacketed,  while  steam  also  passes  through 
a  coil  of  pix5e  immersed  in  the  liquid.  The 
upper  part  of  the  vacuum  pan  carries  a  circular 
steam  dome  or  cylinder  from  which  a  pipe 
passes  to  a  vessel  intended  to  collect  any  liquor 
which  may  have  primed  over.  From  this  vessel 
it  is  run  back  into  the  pan  again.  An  air  pump 
exhausts  the  apparatus  and  passes  the  steam  to 
a  condenser  of  usual  construction.  Fig.  4  shows 
a  vacuum  pan  made  by  Messrs.  Manlove,  j\lliot, 
&  Co.  The  vacuum  pan  a  is  formed  in  two 
portions  and  bolted  together.  It  is  fed  with 
liquor  from  the  vessel  b  by  suitable  cocks,  the 
pipe  connections  a,  6  being  arranged  to  equalise 
the  pressure  within  the  vessel,  so  that  tiio  flow 
may  be  towards  A.    Tlie  live  steam  is  admitted 


at  the  valve  c,  and  passes  through  coil  d  into  the 
jacket  E,  from  whence  it  discharges  and  drains 
by  the  pipe  f.  The  cylincbical  dome  or  cylinder 
G  prevents  any  great  priming,  but  any  liquid 
which  may  find  its  way  by  the  pipe  H  is  caught 
in  the  cylinder  i  and  returned  to  a  by  the  pipe  k. 
The  pipe  L  leads  to  the  air  pump  and  condenser. 
A  thermometer  placed  in  the  upper  part  of  the 
pan  indicates  the  temperature  of  the  operation, 
whilst  a  vacuum  gauge  or  barometer  column  is 


Fig.  -1. 


used  to  show  the  pressure  within.  The  boiling- 
point  of  the  liquid  at  atmospheric  pressure  is 
about  250°F.,  and  this  is  reduced  to  150°F.  by 
using  the  vacuum  pan. 

Fig.  5  shows  a  vacuum  pan  of  modern  con- 
struction, made  by  the  Mirrlees  Watson  Co.,  Ltd., 
of  (.-Jlasgow.  In  this  vacuum  pan,  the  liquor  is 
heated  in  the  vessel  a  by  coiled  steam  pipes  b, 
and  also  by  reason  of  its  passing  upwards  through 
small  tubes  c,  through  a  steam  chamber,  d,  the 
doTOi  flow  of  the  liquor  taking  place  through  the 
central  large  tube  e.  In  other  respects,  the 
operation  of  this  vacuum  pan  is  similar  to  that 
shown  in  Fig.  4. 

Evaporation  under  reduced  pressure  by 
triple  and  multiple  effect.  It  is  evident  that  as 
a  liquor  becomes  more  concentrated  the  boiling- 
point  rises,  and  in  evaporating  liquids  liable  to 
chemical  change  by  overheating,  the  pressures 
under  which  boihng  is  effected  must  be  arranged 
to  keep  the  temperature  within  safe  limits.  In 
the  case  of  sugar  liquor  this  safe  limit  is  227°F. 
Steam  at  5  lbs.  per  square  inch  above  atmo- 
sphere has  this  temperature,  and  if  it  be  applied 
to  a  pan  containing  a  weak  sugar  hquor  at 
atmospheric  ^jressure,  tlie  liquor  wiU  boil. 

Neglecting  losses  by  radiation  and  like 
causes,  the  steam  coming  from  it  has  the  same 
amount  of  heat  as  was  imparted  to  the  liquor 
by  the  steam  under  slight  pressure,  ami  if  it  bo 
conducted  to  the  coil  ami  jacket  of  a  second  pan 
in  which  a  slight  vacuum  is  maintained,  it  will 
generate  almost  its  own  weight  of  steam  at  lower 
pressure  and  temperature,  and  so  evaporate  the 
water  from  the  second  pan.  If  the  steam  so 
generated  be  taken  to  the  coil  an  I  jacket  of  a 
third  pan,  its  heat  can  again  be  utilised  to 
evapwrato  the  liquor  there,  provided  the  vacuum 
is  sufficient  to  allow  it  to  boil.  Tins  process 
may  be  continued  until  the  original  heat  of  the 
steam  supplied  to  the  first  pan  is  dissipated  by 
contluction  and  radiation.  This  is  the  principle 
of  the  '  tri[)le-cfl'ect '  apparat'iis,  by  which  a  great 
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economy  is  cficcted  in  the  amount  of  fuel  needed 
to  evaporate  a  given  weight  of  liquor.  The 
steam  from  one  jian  at  higher  pressure  proceeds 
to  the  coil  and  jacket  of  the  next,  and  the  steam 
from  the  second  proceeds  to  the  coil  and  jacket 
of  the  third,  the  pressures  wthin  the  pans 
proceeding  in  descending  order  as  well  as  the 
temperatures. 

Fig.  0  is  an  illustration  of  a  triple-effect 
evaporator  of  the  '  Hagemann  '  type,  con- 
structed by  the  Mirrlees  Watson  Co.,  Ltd.,  for 
concentrating  sugar.  In  this  evaporator,  the 
liquor  is  feci  through  an  internal  perforated 
pipe  D  at  the  bottom  of  the  vessel  a,  and  the  How 
of  liquid  from  vessel  to  vessel  is  automatically 
regulated  by  traj^s  e,  the  liquor  passing  through 
the  vessels  a,  b,  and  c  in  turn,  the  reduction  in 
pressure  being  so  arranged  that  it  is  least  in  a, 
more  considerable  in  B,  and  greatest  of  all  in  c;, 
so  that  the  boiling-points  are  lower  in  each 
succeeding  vessel.  The  heating  surface  is  ob- 
tained by  means  of  a  number  of  vertical  tubes  f, 
through  which  the  liquor  passes,  these  tubes 
being  arranged  in  a  steam  space  divided  by 
horizontal  partitions  a.  The  steam  enters  the 
steam  space  at  the  top  above  the  upper  parti- 
tion, and  passes  to  the  intermediate  space 
through  apertures  in  the  partition,  slightly 
larger  than  the  tubes  which  pass  through  them, 
the  rush  of  steam  through  the  openuigs  re- 
moving the  M'ater  of  condensation  from  the 
surface  of  the  tubes,  and  improving  their 
efiBciency. 

The  Yaryan  evaporator.  This  ingenious 
evaporator  is  the  invention  of  H.  T.  Yaryan, 
of  Ohio,  U.S.A.,  and  it  is  now  largely  used  in 
this  country,  the  Continent,  and  America.  It 
utilises  evaporation  under  reduced  pressures  as 
with  the  triple  effect  and  also  multiple  effect.  It 
differs  from  other  inventions  of  the  same  class 
in  the  method  of  applying  heat  to  the  liquid  to 
be  evaporated,  Avhereby  the  liquid  is  heated  in 
small  quantities  at  a  time,  and  is  brought  into 
very  effective  contact  with  the  heating  surfaces. 
Instead  of  using  coils  immersed  in  a  liquid 
which  is  also  heated  by  jacketed  surfaces,  the 
heat  is  ajjpliod  by  steam  to  the  exterior  surfaces 
of  tubes,  and  the  liquid  to  be  evaporated  is 
pumped  within  these  tubes.  The  tubes  are 
arranged  in  straight  cylmdrical  cbums,  and  pass 
from  end  to  end,  terminating  in  chambers  with 
partitions  so  placed  that  when  the  liquid  is 
pumped  in  at  one  end  of  a  series  it  must  pass 
through  the  whole  series  before  escaping  into 
the  separating  chamber.  Fig.  7  is  a  section  of 
one  drum  of  the  evaporator,  showing  that  tne 
liquid  is  ))umped  in  at  one  end,  travels  along  in 
tiie  direction  of  the  arrows,  and  ffnally  escapes 
with  the  steam  which  is  generated  into  the 
sepai'ator.  Tiio  tubes  are  divided  into  sections 
termed  '  coils,'  and  each  section  consists  of  line 
tubes  coupled  at  the  ends  so  as  to  form  a  con- 
tinuous passage.  The  liquid  and  vapour  pass 
from  section  to  section  in  series,  and  so  come 
into  effective  contact  with  the  whole  surface. 
As  the  liquid  is  pumped  in  it  evaporates,  and 
the  steam  produced  carries  it  forward  through 
the  tubes,  so  that  a  mass  of  liquid  and  steam  is 
Ijrought  in  contact  with  every  part  of  the  whole 
heating  surface,  moving  at  a  high  velocity  be- 
cause of  the  steam  generated,  which  has  only 
the  one  direction  of  escape,  that  is,  through 


the  whole  system  of  tubes  in  eacli  towards  the 
separator.  On  issuing  from  the  last  tube,  the 
steam  fiUs  the  separator  and  escapes  by  a  pipe 
shown  in  the  direction  of  the  arrow,  while  the 
liquid  falls  to  the  bottom  as  shown,  and  drains 
off'  to  the  collecting  chamber.    The  steam  is 

Catch  all 


Fig,  7. 

further  separated  from  any  liquid  which  may 
form  or  jirime  over,  in  a  vessel  termed  a  udchall. 
This  consists  of  a  cylinder  having  a  perforated 
plate  carrying  a  number  of  tubus  through  which 
the  steam  passes  and  impinges  upon  the  end  of 
the  vessel,  and  so  deposits  any  liquid  it  may 
carry,  which  drains  off  by  a  pipe  to  the  collecting 
vessel,  while  the  steam  discharges  into  another 
pipe  as  shomi  by  the  arrows.  This  steam  heats 
the  second  vessel,  and  the  steam  from  the  second 
heats  the  third,  and  so  on.  The  advantages 
of  this  apparatus  are  greatly  increased  efSciency 
of  heating  surface  and  a  rapid  and  compulsory 
circulation.  Only  a  small  quantity  of  liquid  is 
in  the  apparatus  at  one  time,  and  so  it  is  exposed 
to  heat  for  a  much  shorter  period  than  in  the 
ordinary  vacuum  pan,  which  is  an  important 
point.  The  ajiparatus  avoids  entirely  the 
inversion  of  sugar  which  always  occurs  to  some 
extent  ui  the  older  vacuum  pans  ))ccause  of  the 
long  period  of  time  taken  to  evaporate  the  large 
quantity  of  liquid  they  contain,  amounting  in 
some  cases  to  thousands  of  gallons.  The  Yaryan 
evaporator  can  be  startetl  very  rapidly,  as  it 
contains  but  a  small  mass  to  be  heated.  At  the 
same  time,  the  details  are  arranged  to  permit  of 
ready  access  to  the  tubes  and  ready  cleaning. 
This  is  greatly  assisted  by  the  fact  that  the  tubes 
are  straight.  Fig.  8  is  a  general  external  view 
of  a  triple-effect  apparatus  vqion  this  principle, 
showing  the  feed  and  exhausting  pumps  as  well 
as  the  various  pipe  connections  and  intermediate 
receivers. 

Accordmg  t(.)  tlu;  patentees  of  the  Yaryan 
apparatus,  their  do\il)le  etl'ect  Avill  eva])orate 
16  lbs.  of  water  for  every  pound  of  coal  con- 
sumed under  the  boiler,  23i  lbs.  in  a  trii^le  effect, 
30J-  lbs.  in  a  quadrui>le  effect,  assuming  that  the 
boiler  is  so  constructed  as  to  evaporate  8|-  lbs. 
of  water  per  pound  of  coal.  The  ordinary  per- 
formance of  a  single  vacuum  pan  is  only  Si  lbs. 
of  water  evanoration  iier  pound  of  coal. 

Tlic  Yaryan  apjjiiratus  has,  since  its  first 
introduction  in  1888,  been  greatly  imi>ro\ed  in 
design  and  efficiency,  and  large  sextuple-effect 
apparatus  working  on  the  Yaryan  iirinciple  have 
been  constructed  by  the  Mirrlees  Watson  Co., 
Ltd.,  for  distniiug  water,  and  also  for  use  in  the 
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Solvay  process  of  soda  manufacture  in  Europe  i  In  this  evaporator  there  are  six  external 
and  America.  Fig.  9  shows  this  apparatus  |  heaters,  through  each  of  which  the  water  of 
arranged  as  an  evaporator  for  the  concentration  i  condensation  passes,  and  thus,  by  gradual  in- 
of  600,000  kilos,  of  caustic  soda  liquor  per  day  i  crements,  the  temperature  of  the  feed  liquor  is 
of  24  hours  from  16°  to  30°Beaumc%  equivalent  !  raised  in  its  passage  from  the  sixth  to  the  first 
to  an  evaporation  of  300  tons  of  water  per  day.  !  heater,    to    approximately   the  temperature 


Fig.  9. 


obtainmg  in  the  shell  of  the  first  effect.  The  flow        Evaporation    in    meclianical  refrigerators. 

in  the  various  parts  of  the  apparatus  is  indicated  A  separate  class  of  mechanical  refrigerators 
by  arrows  in  the  figure.  In  this  t3rpe  of  appara-  exist  in  whicli  the  cooling  or  refrigerating  effect 
tus,  the  liquor  to  be  concentrated  enters  the  is  produced  by  evaporation.  J^iquids  used  are 
distribution  header  at  the  top  of  each  effect,  <  ether,  anhydrous  ammonia,  and  anhydrous 
and  the  liquor  and  vapour  pass  to  the  separator  •  sulphur  dioxide.  In  all  of  these  the  x)rocess  of 
from  the  bottom,  so  that  the  liquor  in  its  passage  j  the  machine  is  identical.  The  volatile  liquid  is 
through  the  tuljcs  forms  a  film  on  the  surface.       iritroduced  into  a  chamber  at  a  pressure  at 
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which  it  is  liquid,  and  the  vapour  is  rapidly 
withdi'awn  from  the  vessel  by  a  pump.  The 
rapid  evaporation  absorbs  heat  so  quickly  that 
the  temperature  falls  and  a  brine  or  other  liquid 
is  cooled  within  a  coil  of  pipes  immersed  in  the 
liquid.  By  circulating  this  brine,  the  low  tem- 
perature may  be  utilised  for  reducing  the  tem- 
perature of  a  cold  store  room  or  for  producing 
ice. 

The  vapour  drawn  oflE  by  the  pump  is  con- 
jiressed  and  cooled  by  passing  through  tubes 
surrounded  by  water,  and  so  becomes  liquid 
again.  It  is  then  injected  into  the  evaporating 
chamber  again,  so  that  the  process  is  practically 
continuous,  and  but  slight  renewal  of  the  vola- 
tile liquid  is  necessary  to  make  up  for  small 
leakages. 

The  same  principle  is  applied  in  Carre's 
freezing  machine  for  freezing  water.  In  this 
case  the  vajjour  is  removed  from  the  surface  of 
the  water  by  a  pump  and  condensed  by  strong 
sulphuric  acid.  Ammonia  is  also  utilised  in 
another  apparatus  in  solution  in  water  for  the 
same  purpose.  By  alternate  expulsion  from  the 
water  and  absorption,  cold  is  obtained. 

The  rajiid  evaporation  of  liquid  carbonic 
acid,  air,  and  other  bodies  which  are  gaseous  at 
normal  temperatures  and  pressures,  has  also 
been  used  to  produce  low  temperatures  for 
liquefying  the  more  permanent  gases.   D.  C. 

EVERNIC  ACID  and    EVERNINIC  ACID. 

Evernic  acid  or  lecanoric  acid  monomethyl  ether, 
was  first  isolated  by  Stenhouse  from  the  Evern  ia 
pruna-sti  (Annalen,  68,  83),  and  has  been  found 
also  by  Hesse  (Ber.  1897,  30,  366)  to  exist  in  the 
llamalina  pollinaria  (comp.  also  Zopf,  Annalen, 
1897,  297,  271). 

The  lichen  ia  extracted  with  diluted  milic  of 
lime,  the  extract  neutralised  with  acid,  the 
precipitate  collected,  dried,  and  digested  with  a 
little  boiling  alcohol.  The  hot  alcohohc  liquitl, 
treated  with  its  own  volume  of  water,  deposits 
crystals  of  evernic  acid  (Stenhouse). 

Evernic  acid  crystallises  in  small  colourless 
needles,  m.p.  168°-169°,  readily  soluble  in  hot 
alcohol,  and  when  boiled  with  solutions  of  the 
alkali  hydrates  or  baryta  water,  gives  CO  2, 
orcinol,  and  eveminic  acid 

Ci,HioO,+H20=C,Hi„0,+C,H,02+CO,. 

Uamalio  acid  suffers  a  similar  decomposi- 
tion. 

Everninic  acid  (orsellinic  acid  monomethyl 
other)  resembles  benzoic  acid  in  appearance, 
melts  at  157°,  and  yields  the  ethyl  ester 

C„H„04(C,H,,), 

m.p.  72°.  By  digestion  \\  ith  hydi'iodic  acid, 
everninic  acid  gives  orcinol,  CO^  and  one  molecule 
of  methyl  iodide.  According  to  Heinrich  (Ber. 
1904,  37,  1406),  two  formute  are  possible  for 
orsellinic  acid  : — 


CH3 

CO  OH,'  , 

ochJ  ioh 


CH3 

COOH  I 

OH  'OOH, 


Hesse's  expression  (J.  pr.  chem.  [ii.]  67,  253) 
of  the  isomerism  of  evernic  acid  and  ramalic 
acid,    given     below,    and    which    is  based 


upon  the  older  formxila  of  orsellinic  acid,  appar- 
ently therefore  requires  revision. 


CO 

oh/  ^OCH 

\  / 
CH3 

CO 

OH/  ^0H  0- 


COOH 
0/\0H 


COOH 


OCH, 


CH3  CH3 

A.  p. 

EVERNIIN  V.  Gums. 

EVODIA  MELIffiFOLIA.  This  tree,  belong- 
ing to  the  Jiiitacca',  is  found  in  China  and  Japan, 
where  its  bark  is  largely  employed  in  dyeing  and 
in  medicine.  It  was  formerly  described  by 
Loureu'O  as  Pterocarjms  flavus,  but  this  error 
was  eventually  corrected  by  P.  W.  Squire 
(Pharm.  J.  [31  1888,  18,  785),  who  showed  it  to 
lie  really  Evodiu  glauca,  which  is  synonymous 
with  E.  meliafoliu.  By  qualitativii  tests, 
Martin,  Tokio  (Arcli.  Pharm.  1878,  13,  337)  and 
Squire  (I.e.)  suspected  the  presence  of  herbcrive, 
aiad  this  colouring  matter  was  subsequently 
isolated  by  Perkin  and  Hummel  (Chem.  Soc. 
Trans.  67,  415).  A.  G.  P. 

EXALGIN.  Trade  name  for  methyl  acet- 
anilide  {v.  Synthetic  drugs). 

EXODIN  V.  Synthetic  drucs. 

EXPLOSION  OF  GASEOUS  MIXTURES. 
Within  recent  years  there  has  been  an  enormous 
increase  in  the  extent  to  which  the  internal 
combustion  engine  has  been  utilised,  and  there 
are  now  many  millions  of  h.p.  at  work  on  this 
princif)le.  Gas  engines  using  coal  gas,  pro- 
ducer gas,  or  blast-furnace  gas,  are  now  working 
for  all  powers  up  to  and  above  1000  h.p.  per 
cylinder,  and  a  largo  number  of  heavy  oil  engines 
are  also  in  use.  In  addition  there  are  over  two 
million  h.p.  of  petrol  motors  at  work. 

In  mternal-combustion  engines  working  on 
the  constant  volume  cycle,  the  motive  power  is 
produced  by  the  explosion  of  mixtures  of  in- 
flammable gas  or  vapour  and  au'  in  certain 
proportions,  and  the  pressure  produced  by  the 
explosion  is  utilised  to  propel  the  piston  of  an 
engine,  as  is  done  by  the  steam  pressure  in  a 
steam  engine. 

In  order  to  understand  the  phenomena 
which  take  place  in  the  actual  engme,  it  is  desir- 
able first  to  consider  simple  gaseous  explosions. 

Explosion,  of  mixtures  of  hydroyeii  and  oxijgeu 
and  of  hi/drogcn  and  air. — When  a  true  explosive 
mixture  of  hydrogen  and  oxygon  (2  vols.  H  and 
1  vol.  O)  is  confined  within  a  closed  vessel  at 
atmospheric  pressure  and  temperature,  and  it  is 
fired  by  the  electric  s^^ark  or  other  means  of 
ignition,  the  pressure  rises  rapidly  to  a  maximum 
of  about  10  atmospheres  ;  that  is,  the  pressure 
rises  from  1  to  10  atmospheres,  an  increase  of 
9  atmospheres. 

This  increase  of  pressure  at  constant  volume 
is  entirely  due  to  the  intense  heat  of  the  chemical 
combination  of  the  two  gases,  and  not\vithstand- 
iug  the  contraction  of  volume  caused  by  the 
formation  of  steam  gas,  the  temperature  of  the 
steam  formed  is  so  great  that  high  pressure  is 
produced. 

If  the  explosion  vessel  be  considered  as  an  air 
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thermometer,  and  the  change  of  pressure  as  an 
indication  of  increase  of  temperature  of  a  con- 
stant volume  of  permanent  gas,  then  the  tem- 
perature is  very  easily  arrived  at ;  thus,  taking 
the  temperature  of  the  gases  before  explosion  as 
5"  (Bunsen's  experiments),  an  increase  to  10 
atmospheres  means  that  the  absolute  tempera- 
ture rises  from  273-j-5=278"'  to  278  X  10=2780° 
or  2507°  ;  but  it  is  impossible  to  assume  no 
contraction,  for  in  that  case  there  would  be  no 
combination.  If  complete  combination  at  the 
moment  of  maximum  pressure  be  assumed,  then 
the  effect  upon  the  measurement  of  temperature 
is  the  same  as  if  in  an  air  thermometer  one-third 
of  the  whole  volume  had  been  abstracted  during 
heating,  that  is,  the  pressure  of  steam  gas,  reduced 
to  5°  and  assuming  no  condensation,  would  be 
only  J  atmosphere.  In  which  case  10  atmo- 
spheres pressure  means  lO/ij  =  15  times  the 
original  temperature,  or  278x15=4170°,  corre- 
sponding to  3897°. 

Calculating  from  the  known  amount  of  heat 
evolved  by  the  combination,  and  assuming  the 
specific  heat  of  steam  at  constant  volume 
to  be  0-37  for  high  as  weU  as  low 
temperatures,  then 
temperature    of  the 
explosion  should  be 
about  9000°,  assuming 
complete  combination 
previous  to  maximum 
pressure  and  no  loss 
of  heat  while  attain- 
ing it.     As  Bunsen 
pro  ved  that  maximum 
jiressure  was  attained 
in  his  experiments  in  Weight 
:,j'[j(5  of  a  second,  and 
that  the  high  temperature  succeeding 
lasted  at  least  gj  of  a  second,  any  loss  of 
heat  while  rising  may,  for  the  present, 
be  disregarded. 

Owing  to  the  contraction  in  volume 
on  combustion  of  the  gases  mostly  used 
in  gaseous  explosions,  the  explosion 
vessel  cannot  be  considered  as  an  ah' 
thermometer,  and  for  this  reason,  without 
knowing  the  amount  of  combination,  it 
is  impossible  to  accurately  estimate  the 
temperature  from  the  maximum  pressure  reached 


as  to  secure  immediate  inflammation  of  the  whole 
mass  of  gas. 

Clerk  has  made  experiments  in  a  lai'ge  cast- 
iron  vessel  comparable  in  dimensions  to  the 
cylinder  of  a  six-horse-power  gas  engine.  It  is 
a  cast-iron  cylinder  truly  bored  out  and  the  end 
covers  turned,  internal  dimensions  7  inches 
diameter  and  8J-  inches  long,  capacity  317  cubic 
inches.  Upon  the  upper  cover  is  placed  a 
Richards  indicator,  in  which  the  reciprocating 
drum  has  been  replaced  by  a  revolving  one  ;  the 
rate  of  revolution  is  adjusted  by  a  small  fan,  a 
weight  and  gear  giving  the  power.  The  cylinder 
is  filled  \\ith  the  explosive  mixture  to  be  tested, 
the  drum  set  in  motion,  the  pencil  of  the  indi- 


REvauviNC  Drum 


Fig. 

cator  pressed  gently  against  it,  and  the  electric 
in  the  experiment,  but  it  may"^  be  stated  with  i  spark  passed  within  the  cylinder.    The  drum  is 


confidence  that  it  is  higher  than  2500°  and  lower 
than  3900°,  and  it  is  certain  that  maximum 
temperature  attained  does  not  nearly  account 
for  the  amount  of  heat  evolved.  Either,  then, 
neglecting  heat  loss  on  explosion,  combination 
is  incomplete,  or,  if  complete,  some  change  in 
the  capacity  for  heat  of  the  gases  present 
has  occurred. 

With  a  mixture  of  2  vols.  H,  1  vol.  O,  and 
3-75  vols.  N,  at  an  initial  temjjerature  of  10°, 
Bunsen  obtained  an  explosion  pressure  of  7 '5 
atmospheres.  On  assumption  of  no  contraction, 
this  corresponds  to  1849°  ;  assuming  complete 
contraction,  it  is  2220°.  Here  the  range  of  error 
is  less,  as  the  diluting  nitrogen  does  not  contract, 
and  the  maximum  contraction  ijossible  is  only 
1/6-75  of  the  whole  volume. 

Bunsen's  explosion  vessel  was  of  glass,  and 
contained  a  column  of  gas  1-7  centimetres  dia- 
meter and  8*15  centimetres  long  ;  the  electric 
spark  traversed  the  entii'e  length  of  the  tube  so 


enameiled,  and  the  pencil  is  a  black  lead  one. 
The  pressure  of  the  explosion  acts  upon  the  in- 
dicator piston,  and  a  line  is  traceil  upon  the 
drum  which  shows  the  rise  and  fall  of  pressure. 
The  rising  line  traces  tlic  progress  of  the  explo- 
sion, the  falling  line  the  progress  of  loss  of 
pressure  by  cooling.  Fig.  1  shows  the  arrange- 
ment of  the  apparatus.  Experiments  with 
hydrogen  and  air  mixtures  gave  the  results 
shown  in  the  table,  !>.  395. 

The  curves  of  explosion  from  which  these 
figures  are  deduced  arc  given  at  Fig.  2 

The  rate  of  cooling  is  comparatively  slow  r 
for  instance,  in  all  these  experiments,  at  the  end 
of  0-6G  second  from  the  beginning  of  explosion 
there  still  remains  above  20  lbs.  per  sq.  inch  above 
atmospheric  pressure.  The  explosion  is  followed 
by  a  very  slow  fall  of  pressure. 

Several  terms  have  been  used  somewhat 
vaguely  by  engineers  dealing  with  gaseous  ex- 
plosions.   It  is  well  to  define  them  accurately. 


EXPLOSION  OF  GASEOUS  MIXTURES. 
Mixtures  of  Hydeooen  and  Air  (Clbek). 
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Experi- 
ment 

Temp,  before  explosion  16°.   Pressure  14-7  lbs.  (atmos])lieric) 

Mixture 

Max.  pressure  above 
atmosphere  in  lbs. 
per  sq.  inch. 

Time  of  explosion 

Max.  temp,  of  explosion 

H 

Air 

a 
h 
c 

1  vol. 

1  vol. 

2  vols. 

6  vols. 

4  vols. 

5  vols. 

41 

68 
80 

0-15  .sec. 
0-026  sec. 
0-01  sec. 

826°  to  90n° 
1358°  to  1539° 
1615°  to  1929° 

The  rapidity  of  increase  of  pressure  is  the 
measure  of  explosiveness,  and  therefore  the 
time  occupied  from  the  commencement  of  in- 
creasing pressure  to  the  moment  of  maximum 
pressure  is  called  the  time  of  explosion.  The 
explosion  is  complete  when  maximum  pressure 
is  attained,  but  it  does  not  follow  that  the  com- 
bustion is  complete.  Combustion,  means  burn- 
ing, not  mere  ignition,  and  complete  combustion 
means  that  the  burning  of  carbon  to  carbonic 
a,cid  anil  hytlrogen  to  ^.v^^tel•  has  been  completed. 
So  long  as  any  portion  of  combustible  remains 
uncombined  with  oxygen,  the  combustion  is  in- 
complete. 

Complete  inflammation  is  the  complete 
filling  of  the  explosion  vessel  with  fiame— that  is, 
the  comi^Iete  ignition  of  every  portion  of  the 
exi^losive  mixture,  and  the  gases  not  entermg 
into  the  chemical  action  are  ignited  as  well  as 
those  acting.  It  does  not  follow  that  complete 
inliammation  coincides  with  maximum  pressure  ; 
it  may  precede  it. 

In  Experiment  a  (Fig.  2)  the  mixture  is 
diluted  and  the  flame  spreads  slowly,  the  time 
of  explosion  being  0-15  second,  and  when  maxi- 
mum pressure  is  attained  (sec  J^'ig,  2),  it  remains 
constant  for  a  time,  showing  that,  although  ex- 
plosion is  complete,  yet  combustion  is  still  pro- 
ceeding at  a  rate  sufKcient  to  compensate  for 
loss  of  heat  to  tlie  cold  walls. 

Experiment  b,  the  time  of  explosion  is  0-020 
second,  and  fall  of  pressure  commences  almost 
immediately  that  maximum  is  attained. 


In  Experiment  c  the  explosion  is  so  rapid 
that  the  indicator  piston  cannot  register  fast 
enough,  and  consequently  oscillates  ;  the  time  of 
explosion  is  less  than  0-01  second. 

The  maximum  temperatures  are  calculated 
on  the  two  extreme  assumjitions  of  complete 
contraction  and  no  contraction.  It  will  be 
observed  that  the  range  of  error  becomes  less  as 
dilution  increases. 

Calculating  from  these  curves  the  total  heat 
accounted  for  by  maximum  pressure,  and  allow- 
ing for  loss  of  heat  to  the  walls  during  time  of 
explosion,  as  estimated  from  the  falling  curves, 
a  great  deficiency  becomes  evident. 

Experiniciit    a        h  c 
Heat  of  combustion  of  hydrogen 

present  .  .  .  .  100  100  100 
Heat  accountetl  for  by  maximum 

temperature  and  loss  previous 

to  its  attainment         .        .    55     70  54 

Even  with  hydrogen  and  air  mixtures  the 
deficiency  ranges  from  30  to  46  p.c.  It  is  re- 
markable that  the  deficiency  at  the  temperature 
of  about  900°  is  identical  with  that  at  about 
1800°  within  the  limits  of  error.  It  should  bo 
noted,  however,  that  this  method  of  allowing 
for  heat  loss  will  probably  give  a  low  value,  as  no 
account  is  taken  of  the  difference  in  the  action 
of  the  Avails  on  the  rising  and  falling  lines,  nor 
of  the  possible  difference  in  radiation. 

Limits  of  iiiflam  inability. — A  mixture  of 
1  vol.  H  and  7  vols,  air  cannot  be  explodetl  by 


100 

SO 

tiO 

40 

20 
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iiiie  -m-i  -OOG  -10  -133  -166  -198  '230  -20   -30   '33  seeonris. 
Vessel  used  7  inelies  (li;nn.  and  81  inches  lony.    Scale  of  indicator  spring,  1  IIj.  = 
Mixtures  used, pure  liyilrnKcn  and  air — Experiment  a,  1  vol.  hydrogen  to  6  v<ils. 
Temperature  of  gase.s  belorc  ignition,  16^;  pressure  (atmospheric),  14-7  lbs. 

Fio.  2. 


inch. 

;  /a  1  t(i  i; 


0-UG 


1  to  5. 


the  electric  spark  or  by  llaine  at  atmospheric 
pressure  and  temperature  (Clerk). 

According  to  Harold  Dixon,  2  vols.  H  and 
1  vol.  0,  if  diluted  with  8  vols,  of  oxygen,  ceases 
to  be  ignitible,  and  the  same  mixture  with  7 
vols,  of  nitrogen  becomes  noniufiammablc.  A 
mixture  whicli  readily  igniti's  in  a  large  vessel 
cannot  b(^  fired  in  small  tubes. 

If  the  pressure  of  a  true  explosive  mixture, 
such  as  electrolytic  gas,  is  reduced  sufficiently, 
it  ceases  to  be  ignitible.  Electrolytic  gas,  if  re- 
duced to       atmosphere,  will  not  fire,  but  if 


heated  considerably  at  constant  pressure  it  will 
do  so.     Experimenters  differ  considerably  in 
statements  of  limits  of  uiflammability  :  differ- 
ences in  strength  of  spark,  dimensions  of  vessel, 
and  temperature  causii  variation,  but  all  agree 
that  reduction  of  pressure,  dilution  with  excess 
t  of  any  gas,  and  use  of  small  vessels  destroys  in- 
I  flamnialjility,  \\hilst  increase  of  pressure,  pre- 
■  liniinary   heating,   and   largo    vessels  increase 
inflammability. 

Three  vols,  of  marsh  gas  added  to  2  vols.  H 
and  1  vol.  O  prevent  ignition,  whilst  ]  ^  vols,  of 
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ethylene  added  to  the  same  mixture  prevent 
firing.  This  fact  has  an  important  bearing  in 
practice  ;  a  mixture  will  bear  considerable  dOu- 
tion  -svith  air,  but  very  little  excess  of  coal  gas 
before  losing  explosiveness. 

Rate  of  explosion  in  hydrogen  mixtures. — 
Bunsen  first  determined  the  velocity  of  fiame 
propagation  in  explosive  mixtures.  His  method 
is  as  follows  : — 

The  explosive  mixture  is  allowed  to  burn 
from  a  fine  orifice  of  kno\vn  diameter  in  a 
metal  plate,  and  the  current  of  issuing  gas 
regulated  by  diminishing  the  flow  until  the 
flame  passes  back  and  ignites  the  mixture.  This 
occurs  when  the  velocity  of  issue  is  inappre- 
ciably less  than  the  velocity  of  propagation  of 
flame  from  layer  to  layer,  from  ignited  to 
unignited  portion  of  the  mixture.  At  atmo- 
spheric pressure  and  temperature  Bunsen  deter- 
mined the  velocity  in  a  mixture  of  2  vols.  H  and 
1  vol.  0  as  34  metres  per  second.  Objections 
exist  against  the  method.  The  mixture  issuing 
as  flame  drags  air  into  it  and  so  cools.  The 
metal  plate  also  exercises  a  cooling  effect,  and  if 
the  hole  were  small  enough  the  flame  could  not 
pass  back  at  all,  as  the  heat  would  be  conducted 
away  rapidly  enough  to  extinguish  the  fiame,  as 
with  the  safety  lamp.  Mallard  and  Le  ChateUer 
made  experiments  designed  to  obviate  these 
objections.  The  mixture  is  contained  in  a  long 
tube  of  considerable  diameter,  closed  at  one  end 
and  freely  open  to  the  air  at  the  other.  At  each 
end  a  short  rubber  tube  terminates  in  a  cyUn- 
drical  space  closed  by  a  flexible  diaphragm.  A 
light  style  is  fixed  upon  each  of  the  diaphragms. 
A  cjdinder  revolves  close  to  each  style,  both 
cylinders  upon  the  same  shaft.  A  tuning  fork, 
marlcing  the  cylinder,  determines  the  rate  of 
revolution.  The  mixture  is  first  ignited  at  the 
open  end,  and  the  flame,  in  passing  the  lateral 
opening  leading  to  the  first  diaphragm,  ignites 
the  mixture  there,  and  so  moves  the  style  and 
marks  the  cylinder  ;  the  arrival  of  the  flame  at 
the  other  end  is  signalled  in  the  same  way. 

Determined  in  this  way,  Mallard  and  Le 
Chateher  estimate  the  velocity  in  hydrogen 
mixture  (2  vols.  0  and  1  vol.  H)  as  20  metres 
per  second,  and  in  diluted  mixtures : 

Velocity  of  explosion  in  diluted  mixtures 
{Mallard  and  Le  ChateUer): 
Mixtures  Metres  per  second 

2  vols.  H,  1  vol.  0  +  1  vol.  0  =  17-3 
2  „     H,  1    „   0+3  vols.  0  =  10-0 
2  „     H,  1    „   0  +  lJ  „  H  =  18-0 
2  „     H,  1    „   0+6    „  H  =  ll-9 
2  „     H,  1    „    0  +  6    „   H=  8-1 
A  large  excess  of  hydrogen  causes  little 
diminution  in  velocity  compared  with  oxygen. 
With  hydrogen  and  air  mixtures  the  following 
numbers  were  obtained  : — 

Velocity  of  explosion  in  hydrogen  and  air  mix- 
tures (Mallard  and  Le  ChateUer) : 


Mixtures 

2  vols.  H  and 

8  vols. 

air =2 

2        H  „ 

6 

=2-8 

2    „    H  „ 

=3-4 

2    „    H  „ 

^  . 

=4-1 

2    „    H  „ 

3 

=4-4 

2    „    H  „ 

2 

=3-8 

2    „    H  „ 

=2-3 

Strangely  enough,  the  velocity  is  greatest 
when  there  is  considerable  excess  of  hydrogen. 
A  mixtvire  containing  2  vols.  H  and  5  vols.  0 
has  just  enough  oxygen  for  complete  combus- 
tion, but  the  velocity  is  greatest  when  2  vols.  H 
have  only  3  vols,  of  air. 

These  numbers  are  stated  to  be  correct 
within  10  p.c.  ;  they  are  aU  the  rates  of  trans- 
mission of  flame  backwards  from  the  open  end 
of  a  tube  to  the  closed  end,  and  they  are  prac- 
tically the  rates  of  movement  at  constant  pres- 
sure, -without  projection  of  ignited  gases  into 
unignited.  When  firing  from  the  closed  end  of 
the  tube  very  high  and  variable  velocities  were 
obtained :  here,  not  only  does  the  mixture  ig- 
nite from  particle  to  particle  at  a  rate  depending 
on  inflammability  alone,  but  the  expansion  of 
the  ignited  portion  causes  it  to  be  projected  into 
the  unignited,  and  so  increases  the  rate  of 
ignition.  In  a  closed  vessel,  the  portion  first 
fired  expands  and  compresses  the  unignited 
gases  into  smaller  space,  and  ignition  goes  on  at 
a  continually  accelerated  rate  until  complete. 

With  the  same  tube  fired  at  the  closed  end  a 
velocity  of  1000  metres  per  second  was  ob- 
tained with  a  mixture  of  2  vols.  H  and  1  vol.  0, 
instead  of  20  metres  per  second  as  fired  from 
the  open  end. 

The  velocity  of  ignition  in  Clerk's  experi- 
ments, in  a  closed  vessel,  for  a  mixture  of  1 
vol.  H,  4  vols,  air,  is  equal  to  about  8  metres 
per  second,  2  vols.  H  and  5  vols,  air,  about  20 
metres  per  second. 

The  explosive  wave. — With  long  tubes,  of 
relatively  small  diameter,  velocities  of  pre- 
viously unsuspected  magnitude  are  obtained. 
Berthelot  and  VieOle  used  a  straight  horizontal 
leaden  tube,  42-45  metres  long  and  5  millimetres 
internal  diameter,  filled  it  with  electrolytic 
mixture  of  H  and  0  at  atmospheric  pressure  and 
temperature,  and  arranged  two  metal  strips 
passing  across  the  tube  at  the  ends  ;  a  current 
passed  through  these  strips,  and  the  explosion 
destroyed  them  on  arriving  ;  the  times  of  inter- 
ruption of  the  circuit  were  recorded  by  a  chrono- 
graph, and  so  the  rate  of  explosion  was  known. 
For  this  mixture,  a  mean  result,  from  many  ex- 
periments of  2810  metres  per  second  was  found. 
The  velocity  was  the  same  in  tubes  varying 
from  6  to  35  mm.  in  diameter,  but  with  a  tube 
of  1-5  mm.  the  velocity  fell  to  2341  metres. 
The  maximum  velocity  is  not  attained  till  the 
explosion  has  travelled  some  distance  from  the 
point  of  origin,  as  shown  by  the  following 
table  : — • 

DtoATION  rHECEDING  ESTABLISHMENT  01'' 

Explosive  Wave  (Bbkthelot). 


Distance  o£  registering 

Mean  velocity 

points  from  point  of 

ignition 

from  origin 

in  each  interval 

metres 

metres  p(T  sec. 

metres  per  sec. 

0-02 

72-7 

72-7 

0-05 

146-2 

448-0 

0-50 

•)24-4 

2261-0 

5-25 

2491 

3031 

20-1!) 

2(i4!> 

2710 

40-43 

2679 

2706 

EXPLOSION  OF  GASEOUS  MIXTURES. 


307 


Tlie  velocity  ra2ii(Uy  increases  up  to  half  a 
metre  ;  beyond  this  it  is  practically  constant 
within  experimental  error. 

The  iiillaming  sjjark  must  be  a  iiowerful 
one  ;  if  weak,  much  greater  distance  is  required 
to  establish  the  explosive  wave. 

Harold  Dixon  confirms  Berthelot's  figures, 
and  as  a  mean  of  ten  cxjjeriments,  finds  a 
velocity  of  2819  metres  per  second.  Berthclot 
considers  that  change  of  pressure  does  not 
affect  the  explosive  rate  ;  but  Dixon  finds  that 
with  electrolytic  mixture  at  300  mm.  mercury, 
2070  metres  per  second  is  the  velocity,  and  at 
1500  mni.  mercury  2917  metres  per  second. 

'I'ho  velocity  does  not  increase  indefinitely 
with  increase  of  pressure,  but  at  1100  mm. 
mercury  practically  attains  a  maximum. 

The  rate  of  the  explosive  wave  diminishes 
with  dilution  with  an  excess  of  any  gas  ;  mixture 
2  vols.  H,  1  vol.  0  +  8  vols.  0,  rate  of  explosion 
1075  metres  per  second  (Harold  Dixon) ;  2 
vols.  H,  1  vol.  0+5  vols.  0  =  1650  metres  per 
second;  2  vols.  H,  1  vol.  0+5  vols.  N=1782 
metres  per  second — aU  for  atmospheric  pressure 
and  temperature.  It  appears  that  although 
ignition  is  arrested  by  less  excess  of  nitrogen 
than  oxygen,  yet  nitrogen  retards  the  rate  of 
explosion  less  than  oxygen. 

Explosion  of  mixtures  of  carbonic  oxide  and 
oxygen. — The  maximum  pressure  produced  by 
explosion  of  2  vols.  CO  and  1  vol.  0  at  atmo- 
spheric jiressure  and  temperature  4-5°  is  10-8 
atmospheres  (Bunsen),  corresponding  to  a  tem- 
perature of  2612°  assuming  no  contraction, 
and  4140°  assuming  complete  contraction  due 
to  combination.  The  maximum  temperature 
calculated  from  heat  of  combustion  at  constant 
volume  is  12,820°,  so  that  here  also  a  great 
ditt'eronco  exists  between  heat  evolved  and  heat 


accounted  for.  Dilution  with  excess  of  any  gas 
reduces  the  pressure  attained  and  lengthens  the 
time  of  explosion,  as  w  ith  hydrogen. 

Berthelot  found  time  of  explosion  in  a  closetl 
vessel  300  c.e.  capacity,  of  this  mixture  (2 
vols.  CO  +  1  vol.  0)  to  i)e  0-0128  second;  and 
in  a  vessel  of  4000  c.e.  capacitj',  0-0155  second. 

By  Bunsen's  method,  the  velocity  of  inflam- 
mation at  constant  pressure  is  1  metre  per 
second  nearly,  and  by  Mallard  and  Le  Chatelier's 
method,  also  at  constant  pressure,  it  is  2-2 
metres  per  second. 

The  velocity  of  the  '  explosive  wave  '  (Ber- 
thelot) is  1090  metres  i^er  second,  excited  under 
similar  circumstances  to  the  hydrogen  experi- 
ments. Harold  Dixon  has  observed  the  remark- 
able fact  that  a  mixture  of  carbonic  oxide  and 
oxygen,  if  thoroughly  dried  over  phosphoric 
anhydride,  could  not  be  fired  by  the  electric 
spark,  but  that,  a  trace  of  moisture  added,  the 
spark  at  once  takes  effect.  He  has  made  deter- 
minations of  the  rate  of  the  explosive  wave  on 
mixtures  2  vols.  CO  and  1  vol.  0,  in  ■\\hich 
different  quantities  of  water  vapour  are  jsresent, 
and  finds  that  a  well-dried  but  not  absolutely 
dry  mixture  gave  a  velocity  of  1264  metres 
per  second,  while,  when  saturated  with  steam  at 
35°,  the  rate  rose  to  1738  metres  per  second. 
The  explosion  travelled  10  feet  before  arriving  at 
the  first  registering  point,  so  that  velocity  might 
be  a  maximum  before  commencing  measure- 
ments. This  seems  to  indicate  that  water  vapour 
enters  into  the  reaction  of  the  oxidation  of  CO, 
even  when  the  explosive  wave  is  propagated. 

Explosion  of  mixtures  of  coal  gas  and  air. — • 
Experiments  have  been  made  by  Clerk  with 
mixtures  of  coal  gas  and  air  in  the  ex))losion 
apparatus  already  described,  with  the  follo\ving 
results  : — 


Glasgow  Coal  Gas  and  Aib  Mixtures  (Clebk). 


Temperature  of  gases  tiefore  ignition,  18°.   Pressure  of  atmosphere  (14-7  lbs.) 

Hxperiment 

Proportion  of  gas 
by  volume 

Maximum  pressure 
in  lbs.  per  sq.  inch 
above  atmosphere 

Maximum  tempera- 
ture centigrade 

Time  of  explosion 

a 
b 
c 
d 
e 

1 

T? 

1 

T-i 
1 

TH 
1 
8 
1 
ti 

52 
63 
69 
89 
96 

1047° 
1265° 
1384° 
1780° 
1918° 

0-28  second 
0-18  „ 
0-13  „ 
0-07  „ 
0-05  „ 

From  these  experiments,  it  wiU  be  observed  [  of  this  gas  and  air  is  91  lbs.  per  square  inch 
that  the  greatest  possible  pressure  exerted  by  a  above  atmosphere.  Comparing  these  numbers 
mixture  of  Glasgow  coal  gas  and  air  at  atmo-  with  the  Glasgow  gas  experiments,  it  appears 
spheric  pressure  and  temperature  is  96  lbs.  per  |  that  with  j',  vol.  of  Oldham  gas  present,  the 
square  inch  above  atmosphere,  the  maximum  '  pressure  attained  is  0-5  lb.  per  square  inch  less, 
pressure  falls  as  dilution  with  air  mcreases,  and  the  time  of  explosion  is  0-31  second  against 
while  tlie  time  of  explosion  also  increases.  The  0-28  second  with  the  same  profiortion  of  Glasgo\\- 
shortest  time  of  explosion  is  j'j  second,  and  the  .  gas.  With  J-  of  the  two  gases,  Oldham  is 
longest  over  J  second,  at  the  end  of  0*60  second  !  5  lbs.  less  maximum  pressure  and  0-055  second 
from  30  to  35  lbs.  per  square  inch  pressure  against  0-05  second  Glasgow.  At  Fig.  3  are 
above  atmosphere  still  remains  in  the  vessel,  i  sho^vn  reduced  copies  of  the  lines  of  explosion 
It  is  very  noticeable  that,  volume  for  volume,  and  cooling  from  which  these  values  have  been 
coal  gas  produces  higher  pressure  than  hydro-  deduced. 

gen.  In  all  these  experiments  the  suppresssion  of 

Experiments  with  Oldham  gas  and  air  give  ^  heat  at  the  maximum  temperature  is  very  con- 

the  results  .shown  on  p.  398.  !  siderable,  ranging  from  50  to  60  p.c. 

The  greatest  pressure  produced  by  a  mixture        Experiments  have  been  made  by  Clerk  in 
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EXPLOSION  OF  GASEOUS  MIXTURES. 
Oldham  Coal  Gas  and  Aie  Mixtxibes  (Cleek). 


Temperature  of  gases  before  ignition,  17°.    Pressure  of  atmosphere  (14-7  lbs  ) 

Experiment 

Proportion  of  gas 
by  volume 

Maximum  pressure 
in  lbs.  per  sq.  inch 
above  atmosphere 

JMaximum  teinpera~ 
ture  centigrade 

Time  of  explosion 

a 

t!; 

40-0 

806° 

0-45  second 

b 

t", 

51-5 

1033° 

0-31  „ 

c 

1 

73 
T-2 

60-0 

■  1202° 

0-24  „ 

d 

61-0 

1220° 

0-17  „ 

e 

1 

Tfi 

78-0 

1557° 

0-08  „ 

f 

i 

87-0 

1733° 

0-06  „ 

1 
7 

90-0 

1792° 

0-04  „ 

h 

1 

6 

91-0 

1812° 

0-055  „ 

i 

\ 

S 

80-0 

1595° 

0-16  „ 

the  same  vessel  with  mixtures  previously  com- 
pressed, and  it  is  found  that  the  pressures  pro- 
duced mth  any  given  mixture  are  proportional 
to  the  pressure  before  ignition — -that  is,  with  a 
mixture  of  constant  composition,  double  the 
pressure  before  explosion,  keeping  the  tempera- 
ture constant,  doubles  the  pressure  of  explosion. 
A  mixture  of  1  vol.  coal  gas  and  15  vols,  air 
cannot  be  fired  by  the  electric  spark  (Clerk),  and 
1  vol.  gas  3  vols,  air  contains  too  great  an 
excess  of  gas  to  fire.  It  is  somewhat  remarkable 
that  a  slight  excess  of  coal  gas  causes  more 
rapid  ignition,  and  further  increase  acts  more 
raiiidly  in  checking  rates  of  ignition  than  air. 

Experiment  and  practice  agree  that  the 
best  mixture  for  use  in  gas  engines  lies  between 
1  vol.  gas  to  from  9  to  11  vols,  other  gases. 

Rate  of  explosion  in  coal  gas  and  air  mixtures. 
— Mallard  and  Le  Chatelier  have  determined 


the  rate  of  explosion  at  constant  pressure  in 
their  apparatus  of  mixtures  of  coal  gas  and  air. 

Velociti/  of  explosion  in  coal  gas  and  air  mix- 
tures {Mallard  and  Le  Chatelier)  : 
Mixture  Velocity 
1  vol.  gas,  7  vols,  air    .  0-83  metres  per  second 
5-6      „       .  1-00 
4-7      „       .  1-16 
4-0      „       .  0-90 

The  maximum  velocity  is  here  also  attained 
with  a  slight  excess  of  coal  gas.  The  '  exjjlo- 
sive  wave  '  can  also  be  generated  in  coal  gas  and 
air  mixtures,  but  little  attention  has  been  paid 
as  yet  to  its  rate  of  propagation.  Clerk's  ex- 
periments in  a  closed  vessel  give  the  maximum 
velocity  of  inflammation  of  gas  and  air  mixtures 
as  about  5  metres  per  second,  with  ^  vol.  of  coal 
gas  present  (Oldham  experiments). 


1300°C.  =  66  lbs.   96  lbs.=2000^C.  nearly. 


Seconds  -03   '06  "09  -12    -15    -18  -21    24   -27  -30  -.33   -36   -39   -42  -45   -48  -51 

Vessel  used  7  ins.  diam.  and  8:1  ins.  long.   Scale  of  indicator  spring,  1  lb.  =  inch. 

Mixtures  used  Glasgow  coal  gas  and  air.  Experiment  a,  1  vol.  gas  to  13  vols,  air ;  6,  1  to  11 :  c,  1  to  9 

(i,  1  to  7;  e,  1  to  5. 
Temperature  of  gas  before  ignition  18°,  pressiu"e  atmospheric. 


100 

2037C. 

80 
60 

17360. 

1455C. 

1164C. 

40 

873C. 

20 

582C. 

0 

291C. 

00 

_ 

18C. 

Degrees 


1990 
1791 


1.592 


1890'5 
1691-.5 


Seconds -05    -10    -15    -20  -2.3    -30   -35  -40  '45    -50    55    -60  -65    -70    -75    -80   -85  -90  -95  -100 

Vessel  used  7  ins.  diam.  and  Si  ins.  long.    Scale  of  indicator  spring,  1  lb.  =  inch. 

Mixtures  used,  Oldham  coal  gas  and  air.  Experiment  a.  1  vol.  gas  to  14  vols,  air,  temp,  (of  ex- 
plosion and  measuring  vessels)  18°;  h,  1  to  13,  16  2^;  r.  1  to  12,  16°;  d,  1  to  11,  16-1°;  e, 
1  to  9,  16-7°;  /,  1  to  7,  16  7°;  g.  1  to  0,  16" ;  h,  1  to  5,  16° ;  i,  1  to  4,  19^ 

Centigrade  temperatures,  assuming  no  loss  of  volume,  owing  to  combination  of  mixtures. 
Atmospheric  pressure,  14-7  lbs.,  and  mean  temperature  before  ignition,  17°. 

Fig.  3. 
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In  1900  Clerk  mado  further  experiments 
with  London  coal  gas  and  air,  with  very  complete 
precautions  to  ensure  mixing,  and  with  more 
accurate  timing  devices.  The  curves  obtained 
with  this  apparatus  are  shown  at  Fig.  4,  and  the 
maximum  temperatures  and  pressures,  and  time 
of  explosion  for  the  different  mixtures,  are  as 
foUows  : — 

Explosion  in  a  Closed  Vessel  (Clerk,  1900). 

Mixtures  of  air  with  London  coal  gas. 

Temperature  before  explosion  16° 

Pressure  before  explosion      .  14-81bs.  persq.  in. 


Mixture 

Max.  pres- 
sure above 
atmospliere 
in  lbs.  per 
srj.  inch 

Temp,  of  ex- 
plosion from 
observed 
pressure 

Time 
of  ex- 
plosion 

Gas 

4ir 

"C. 



sec. 

1  vol. 

12 'vols. 

4 

1  „ 

11  „ 

58 

1150 

0-290 

1  „ 

10  „ 

GO 

1155 

0-305 

1  „ 

9  „ 

65 

1270 

0-155 

1  „ 

8  „ 

77 

1475 

0-087 

1  „ 

7  „ 

80 

1565 

0-067 

1  „ 

6  „ 

85 

1660 

0-055 

1  „ 

5  „ 

87 

1710 

0-042 

1  „ 

4  „ 

93 

1830 

0-045 

•20  -25 
TIME.  SEC? 


Fig.  4. 

Explosion  in  a  closed  vessel,  London  gas,  1900  (Clerk). 

These  experiments  have  been  repeated  with  been  apjilied  to  mixtures  of  air  and  petrol 
different  indicating  devices  at  the  Massachusetts  vapour.  The  results  for  air  and  petrol  vapour 
Institute  of  Technology,  and  the  method  has    are  given  below : 

Explosion  in  a  Closed  Vessel.    (Boston  Experiments.) 


Mixtures  of  air  and  petrol  vapour. 
Petrol,  sp.gr.  0-648  at  86°F. 


Percentage  of 
petrol  vapour 
mixture 

Time  of 
explosion  : 
seconds 

Max.  press,  in  lbs. 
per  sq.  in.  above 
atmosphere 

0  2  sec.  after  maxinuuu  pressure 

Area, 
sq.  incli 

Mean  pressure 
lbs.  per  sq.  in. 

Mean  pressm-e 
-Hvapour  ratio 

Final 
pressure 

1-51 

0-083 

70 

1-48 

49-4 

3260 

34 

1-64 

0-100 

73 

1-53 

51-0 

3110 

36 

1-79 

0-090 

71 

1-43 

47-7 

2670 

33 

1-96 

0-083 

76 

1-35 

51-7 

2634 

35 

2-17 

0-058 

70 

1-45 

48-4 

2225 

30 

2-44 

0-007 

80 

1-60 

53-4 

2190 

30 

2-.5() 

0-075 

84 

1-69 

56-4 

2200 

40 

2-63 

0-059 

86 

1-71 

57-0 

2164 

38 

2-78 

0-083 

78 

1-62 

54-0 

1945 

30 

3-03 

0-091 

76 

1-60 

53-4 

1760 

38 

3-23 

0-083 

77 

1-62 

54-0 

1675 

37 

3-45 

0-083 

77 

l-ti4 

54-7 

1.587 

37 

3-85 

0-075 

66 

l-,50 

.50-0 

1300 

38 

4-17 

0-066 

60 

1-38 

46-0 

1104 

35 

4-76 

0-066 

56 

1-32 

44-0 

925 

33 
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EXPLOSION  OF  GASEOUS  MIXTURES. 
Petrol,  sp.gr.  0-680  at  76°r. 


Percentage  of 
petrol  vapour 
in  mixture 

Time  of 
explosion  : 
seconds 

Max.  press,  in  lbs. 
per  sq.  in.  above 
atmosphere 

0-2  sec.  after  maximum  pressure 

Area 
sq. inch 

Mean  pressure 
lbs.  per  sq.  in. 

Mean  pressure 
vapour  ratio 

Final 
pressure 

1-32 

 — 

a.  1  fi7 

ti'} 

1-28 

42-7 

3240 

33 

1"4:1 

U  1  i  / 

XJA 

1-42 

47-3 

3360 

35 

1'51 

n.  1  no 

R± 

1-45 

48-6 

2950 

35 

1*64 

i?1 

Ol 

1-25 

41-7 

2540 

32 

1*79 

n.  1  no 

U  1 

1-53 

51-0 

2855 

36 

1-96 

ri.noi 

7^ 
#  .5 

1-53 

51-0 

2600 

36 

2'17 

U  UOi5 

7fi 

1-56 

52-0 

2391 

37 

2'44 

u  uou 

OO 

1-63 

54-3 

2225 

36 

2'63 

U  UOo 

oo 

1-62 

54-0 

2052 

36 

2*78 

U  u05 

1-64 

54-7 

1970 

38 

3 '03 

U  UOl) 

78 

1-60 

53-4 

1760 

37 

3-23 

0-067 

83 

1-70 

56-7 

1760 

38 

3-45 

0-100 

75 

1-59 

.53-0 

1536 

38 

3-85 

0-117 

62 

1-42 

47-3 

1230 

35 

4-17 

0-133 

55 

1-40 

46-7 

1121 

38 

4-76 

0-210 

35 

1-02 

34-0 

714 

32 

Column  4  of  this  table  requires  some  explana- 
tion. The  area  in  square  inches  signifies  the 
area  under  the  cooling  curve  from  maximum 
pressure  to  one-fifth  of  a  second  after,  and  the 
mean  pressure  in  column  5  is  taken  from  this 
area,  as  determined  by  planimeter.  The  ex- 
periments show  clearly  that  the  best  mixture 
of  petrol  and  air  with  jyetrol  of  0-648  sp.gr.  is 
1-51  p.c.  of  petrol  vapour  in  the  air  mixture, 
and  with  petrol  of  0-680  sp.gr.,  1-41  p.c. 


In  1895  Mr.  F.  Grover,  of  the  University 
of  Leeds,  made  similar  experiments,  and, 
among  other  mixtures,  dealt  with  the  explosion 
of  mixtures  of  acetylene  and  air. 

Fig.  5  shows  the  explosion  diagrams  for 
various  mixturesigniting  at  atmospheric  pressure  ; 
and  Fig.  6  shows  diagrams  ignited  at  2  atmo- 
spheres initial  pressure.  The  maximum  pres- 
sures obtained  and  time  of  explosion  are  given 
below : 


MiXTtrRBS  OF  Acetylene  and  Air  exploded  at  Atmospheric  Pressure  (Grover). 

Initial  temperature,  0°. 


..   •  i  (air 
Proportion  of  air  to  gas  .       •  [gna 

Maximum  pressure  in  lbs.  per  sq.i 
inch  above  atmosphere         .  | 
Time  of  explosion  in  seconds 


18  15  14  13  12  11 
111111 


10     9     8     7      0     5  4 
1      1      1      1      I      1  1 

54    74    83    83    89  95  103  108  111  112  106  102  101 

0-085      0-061   ,0-047  0-034 


Mixtures  of  Acetvlbne  and  Air  exploded  at  Two  .Atmospheres  Pressure  (Grover). 

Initial  temperature,  O'^. 

,   .  ,  fair   21    20    19    18    17    16    15    14    13    12    11    10     9  8 

Proportion  of  au:  to  gas      .  ^^^^     1      1      1      1      1      1      1      1      I      1      1      1      1  1 

Maximum  pressure  in  lbs.  per  j  115  138  129  143  171  159  170  168  177  166  196  179 

sq.  mch  above  atmosphere  J 
Time  of  explosion  in  seconds    .    0-10      0-10  0-08 


0-035  0-06 


0  025 


f 

to/  ; 

12  u 

1 

lOu 

1 

'4to 

1 

TIME,  SECS. 


Fig.  5. 

Various  mixtures  of  acetylene  and  air  ignited  at  atmospheric  pressure  (Grover). 
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Petavel  has  also  made  experiments  on  the 
explosion  of  coal  gas  and  air  comiiressed  before 
ignition  to  pressures  of  over  1000  lbs.  per  square 
inch.  Fig.  7  (p.  402)  shows  the  diagrams  ob- 
tained, with  the  particulars  marked  thereunder. 

Experiments  have  also  been  made  by 
Bairstow  and  Alexander,  at  the  Royal  College  of 
Science.  In  these  experiments,  coal  gas  and 
air  were  ignited  at  initial  pressures  of  from  7  to 
45  lbs. 

In  all  these  experiments,  it  is  clear  that  if 
the  temperature  be  calculated  from  the  maxi- 
mum pressure  of  explosion,  there  is  apparently 
a  suppression  of  heat  of  a  very  considerable 


amount  at  maximum  temperature,  the  amount 
being  about  60  p.c.  ;  and  Bairstow  and  Alex- 
ander calculate,  allowing  for  heat  loss,  that  the 
heating  value  of  the  gas,  measured  by  the  rise 
of  temperature  corrected  for  cooling,  is  only 
65-7  p.c.  of  the  calculated  value,  for  a  mixture 
containing  1  vol.  of  gas  to  5-3  vols,  of  air ; 
while  for  a  mixture  containing  1  vol.  of  gas  to 
9-8  vols,  of  air,  the  rise  of  pressure  is  80  p.c.  of 
the  calculated  value. 

Imxjortant  experiments  have  also  been  made 
by  Prof.  Hopkmson,  of  Cambridge  University. 
Prof.  Hopkinson  investigated  the  actual  tem- 
peratures reached  during  explosions  of  coal  gas 


1 

1  f 

-<i — 

:TYLt 

NE  & 

AIR 

\^ 

) 

( 

y-  — 

 ( 

ca 

IS  & 

AIR 

 < 

>  



-< 

"1 

RATIO  OF  AIR  TO  CAS  BY  VOLUME 

Fig.  6. 

Maximum  pressiu-e  recorded  when  exploding  mixtures  of  acetylene  and  air,  also  coal  gas  and 
air.    Initial  pressure,  1  atmosphere  ;  Initial  temperature,  0"C.  (Grover). 


and  air  in  an  explosion  vessel  of  the  form  shown 
at  Fig.  8,  and  found  very  large  temperature 
variations  at  different  parts  of  the  vessel,  and 
that  the  temperature  differences  existed  after 
complete  inflammation,  quite  independently  of 
the  local  cooling  effect  of  the  walls  of  the  vessel. 
He  found  that  after  the  explosion  of  coal  gas 
and  air  in  the  vessel,  the  distribution  of  tempera- 
ture at  the  moment  of  maximum  pressure  was 
roughly  as  follows  : — 

Mean  temperature  (inferred  from  pressure)  1  (i00° 

Temperature  at  centre  of  vessel,  thermo- 
meter B   1900° 

Temperature  10  cm.  (4  inch)  within  wall, 

thermometer  C         ....  1700° 

Temperature  1  cm.  (0-4  inch)  fivjiu  wall, 

at  end,  thermometer  D     .      1100°  to  1300° 

Temperature  1  cm.    (0-4  inch)  within 

wall  at  side     .....  850° 

Half  a  second  after  maximum  pressure,  the 
distribution  was  as  follows  : — 

Mean  temperature  (inferred  from  ines- 

sure)  1100° 

Mean  temperature,  exclusive  of  layer 
1  cm.  thick  at  walls,  determined  Ijy 
long  platinum  wire  from  B  to  D        .  1160° 

Temperature     at     centre      of  vessel, 

thermometer  B  .        .        .     1100°  to  1200° 

Here  the  temperature  differences  are  much 
smaller  than  at  the  moment  of  maximum  pres- 
sure.   Hopkinson   found   that   the  explosion 
vessel  is  entirely  filled  with  flame  when  the 
Vol.  II.— T. 


pressure  reaches  70  lbs.,  although  the  maximum 
pressure  attamcd  later  is  82  lbs.  per  square  inch 
above  atmosphere  ;  that  is,  maximum  pressure 
is  not  attained  until  one-thntieth  of  a  second 
after  the  vessel  is  completely  fiUed  by  flame. 
Hojskinson's  experiments  also  distinctly  prove 
that  the  highest  temperature  reached  in  the 
vessel  is  at  the  point  of  origin  of  the  ignition,  and 
is  due  to  the  compression  of  the  gases  which  are 
first  heated  by  explosion  to  about  1200°,  and 
then  compressed  by  tlie  compression  from  the 
walls  inwards,  as  the  mixture  near  the  walls 
inflames. 

Explosion  in  gas-engine  cylinders. — In  all 
internal-combustion  engines  in  general  use  at 
the  present  time,  the  mixture  of  fuel  and  air  is 
compressed  before  ignition,  the  raaxiumm 
temperature  ranging  from  1200°  to  2500° ; 
whfle  the  temperature  of  the  hot  gases  at  the 
moment  of  opening  the  exhaust  valve  may  bo 
about  1000°.  Fig.  9  is  a  reproduction  of  an 
indicator  diagram  of  an  internal-combustion 
engine  working  on  the  Otto  cycle.  The  effect  of 
weakening  the  mixture  is  shown  by  the  different 
lines  on  the  diagram.  The  line  a  shoMS  a 
diagram  obtained  from  a  strong  mixture  ;  b,  a 
diagram  from  a  slightly  weaker  mixture  ;  and 
c,  a  diagram  obtained  from  a  very  weak  mixture. 
The  effect  of  apparent  suppression  of  heat 
appears  on  the  gas-engine  diagram  as  well  as  in 
the  diagrams  obtained  by  explosion  in  closed 
vessels  at  constant  volume,  referred  to  above  ; 
and  it  is  extremely  important,  for  the  purpose 
of  a  correct  theory  of  the  internal-combustion 
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engine,  to  ascertain  exactly  what  takes 
place  on  explosion,  and  immediately  after 
explosion  of  the  mixture  used ;  and  a 
complete  knowledge  of  the  thermal  pro- 
perties of  the  working  fluid  and  its  che- 
mical composition  at  any  instant  during 
the  C3'cle  is  necessary. 

In  the  normal  gas-engine  diagram,  the 
expansion  line  is  at  first  usually  con- 
siderably above  the  adiabatic,  showing 
that  the  whole  of  the  heat  of  combustion 
is  not  added  before  maximum  pressure, 
and  tliat  heat  must  be  added  to  the 
gases  during  a  portion  of  the  expansion, 
to  make  up  for  the  flo^^•  of  heat  througli 
the  cylincler  ^^•aUs.  If,  however,  the 
cooling  on  expansion  is  too  great,  the  ex- 
pansion line  may  fall  below  the  adiabatic, 
although  there  is  stiU  heat  being  added. 
The  adiabatic  expansion  line  for  anj'  given 
mixture  of  gases  depends  on  the  specific 
heat  of  the  mixture,  and  therefore,  in 
order  to  determine  what  are  the  con- 
ditions as  regards  addition  of  heat,  it 
is  necessary  to  know  the  specific  heat  or 
internal  energy  of  the  mixture  at  any  given 
temperature. 

Clerk  has  investigated  the  proiserties  of  the 
workmg  fluid  in  the  gas  engine  itself,  by  a  method 
which  allowed  direct  observation  to  be  made 
upon  an  actual  charge  taken  into  the  engine  in 
the  ordinary  operations  of  its  cycle.  The 
method  consists  in  subjecting  the  whole  of  the 
heated  products  of  combustion  to  alternate 
compression  and  expansion,  within  the  engine 
cylinder,  ^\hile  the  cooling  proceeds,  and  ob- 
serving by  the  indicator  the  successive  jjressure 
falls  from  revolution  to  revolution,  together  with 
the  temperature  and  pressure  rise  and  fall  due 
to  the  alternate  compression  and  expansion. 


Hopkinson's  Explosion  Vessel. 

The  engine  is  set  to  run  at  a  given  speed,  and 
after  the  charge  of  gas  and  air  has  been  drawn 


TIME.  SECS. 

Spherical  enclosure  capacity,  551'9  c.c.  Temperature  of  enclosure  :  before  firing, 
18°C. ;    after  firing,   24^C.    Initial  pressure,  1136  lbs.  per  sq.  inch. 

Maximum  pressure,  9508  lbs. persq. inch.  Ratio  ^^=:  G'O. 

.        Maximum  pressure     „  „„ 
Ratio     T       1        "       =  o'ofa. 
Initial  ijressure 


TIME.  SECS. 


Spherical  enclosure  capacity,  DOl-9  c.c.  Temperature  of  enclosure;  before 
firirg,  21°C.;  after  tiring,  27=C.  Initial  pressure,  1094  lbs.  per  sq. 
inch.   Maximum  pressure,  9618  lbs.  per  sq.  indi.  Ratio  — 

Ratio       ximum  pressure  ^ 
Initial  pressure 


Fig.  7. 

Rise  and  Fall  of  Pressure  during  and  after  Explosion  (Petavel) 


in,  compressed  and  ignited,  the  exhaust  valve 
and  inlet  valve  are  pre- 
vented from  opening,  so 
that  when  the  piston 
reaches  the  end  of  its 
power  stroke,  the  exhaust 
gases  are  retained  within 
the  cylinder,  and  com- 
pressed by  the  piston  to 
the  maximum  volume,  and 
again  allowed  to  expand 
and  again  compressed,  and 
so  on.  These  operations 
give  a  diagram  as  shown 
at  Fig.  10.  From  this 
diagram,  by  determining 
the  temperature  fall  due  to 
work  done  on  exijansion, 
Clerk  determined  the  ajj- 
jjarent  specific  heat  of  the 
products  of  combustion,  and 
found  that  for  the  gas- 
engine  mixture  there  ^as 
a  considerable  rise  of  a|)- 
parent  specific  heat  \vith 
temperature,  and  it  seemed 
probable  that  this  was 
largely  due  to  a  real  in- 
crease of  the  actual  specific 
heat  or  internal  energy  of 
the  ga.scs  at  high  ((•)n))era- 
tures.  Theexperiments,  how- 
ever, could  not  differentiate 
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between  the  effects  jjroduced  by  tlissoeiatiun 
and  real  .sjjecilic  heat  change.  Further,  the 
values  obtained  were  subject  to  some  uncer- 
tainty, due  to  the  difficulty  of  apportioning 
heat  loss  between  successive  compression  and 
expansion  lines,  and  it  is  probable  that  the  values 
are  somewhat  raised  by  some  film  phenomena, 
or  bj^  smouldering  combustion,  tending  to  keep 
the  expansion  line  from  falling  as  rapidly  as  it 
^^■ou]d  otherwise  do. 

Work  of  the  British  Association  Committee  on 
Gaseous  Explosions. — Owing  to  the  great  im- 
portance to  the  theory  of  the  internal-combus- 
tion engine  of  a  complete  understanding  of  the 
phenomena  of  gaseous  explosions,  the  British 
Association  appointed  a  committee  for  the 
purpose  of  investigating  the  whole,  matter,  and 
although  the  work  of  this  committee  is  not  j'et 
completed,  very  important  results  have  already 
been  obtained.  These  are  set  out  in  the  Reports 
of  1908,  Dublin;   1909,  Winnipeg;  and  1910, 


Sheiiifld.  The  committee  regard  it  as  proved 
that  on  the  explosion  of  gaseous  mixtures  with 
air,  the  quantity  of  carbonic  acid  or  steam  dis- 
sociated at  the  temperature  of  the  explosion  is 
so  small,  that  the  suppression  of  heat  cannot  be 
due  to  this  cause. 

They  also  conclude  that  chemical  equilibrium 
is  complete  •\\ithin  an  extremely  short  period 
after  inflammation  at  any  point  outside  the 
influence  of  the  walls,  and  that  there  is  no  time 
rate  of  combustion,  such  as  ■will  account  for  the 
apparent  suppression  of  heat. 

The  committee  have  also  made  a  very 
careful  comparison  of  the  specific  heat  found  by 
Holborn  and  Henning  by  methods  not  depending 
on  explosion,  with  the  values  found  by  explosion 
experiments,  such  as  those  of  C'lerlf,  Mallard,  and 
Le  Chatelier,  and  Langen.  The  results  given 
in  calories  per  gram-molecule  for  the  internal 
energy  calculated  from  100°  at  temperatures  of 
800°,  1200°,  1600°,  and  2000°,  are  as  follows  :— 


800° 

1200" 

1600° 

2000° 

Clerk 

Holborn 

and 
Henniny 

Clerk 

Holborn 

and 
Henning 

Langen 

Langen 

Air  

CO,  

H2O  

Gas-engine  mixture 

4250 

3570 
6460 
4670 
3840 

6900 

5840 
10880 
7930 
6340 

8700 
17000 
14400 

9800 

11500 
23300 
KMIOO 
13200 

Ideal  gas  *  . 

3430 

5400 

7350 

9300 

In  this  ta))le,  in  order  to  reduce  to  foot-lbs.,  the 
figures  should  be  multiplied  by  the  factor  3-96. 
The  agreement  between  the  figures  by  the  two 
methods  sho\\'s  that  the  suppression  of  heat  is 
very  largely  due  to  increase  in  the  real  speciKc 
heat  at  high  temperatures. 

It  seems  clear  also  that  the  cooling  due  to 
the  walls  of  the  exjjlosion  vessel  will  damj)  out 


Fig.  10. 

Clurk  diagram  from  engine  at  a  brake  load  of  50  H.P.  at  IGO  revolution 
per  minute. 

a  certain  portion  of  tho  combustion,  and  thus 
give  a  certain  time  rate  of  combustion,  so  tiiat 
all  the  heat  is  not  actually  evolved  at  the  point 


of  maximum  pressure  or  maximum  temperature. 
By  arranging  a  moving  piston  so  that  the 
exhaust  products  can  be  collected,  and  imme- 
diately cooled  at  any  instant  during  thi;  ex- 
pansion stroke.  Clerk  has  shown  from  an 
analysis  of  the  exhaust  products  that  there  is 
still  some  uncombined  gas  after  the  point  of 
maximum  temperature  has  been  reaclicil,  even 
with  strong  mixtures. 

The  committee  also  consider  that  the  aji- 
parent  suj^j^rGssion  of  heat  in  exjilosion  experi- 
ments, when  temperature  is  calculated  from 
pressure,  is  partly  due  to  under-estimation  of  the 
heat  loss  due  to  ratliation.  CaUenilar  predicted 
that  this  ■\\ould  be  the  case  from  his  experiments 
on  the  radiation  from  a  Bunsen  flame  ;  and 
Hopkinson  has  shown  that  the  total  heat  radi- 
atetl  during  and  after  an  explosion  of  a  15  ]).<-•. 
mixture  of  coal  gas  and  air  amoimtcd  to  over 
22  p.e.  of  tho  A\  hole  heat  of  eondmstion.    D.  C. 

EXPLOSIVES.  Explosives  are  solid,  liquid, 
or  gaseous  mixtures  or  chemical  comjiounds, 
^^'hich  by  chemical  action 
(set  up  in  them  by  flame, 
by  a  blow,  or  by  other 
means)  generate  suddenly 
large  volumes  of  heated 
gas. 

The  rate  at  ^vhich  the 
expansive     force,  which 
characterises  an  exjjlosive 
reaction,     is  developed, 
varies  considci'ably,  and  determines  whether  the 
reaction  is  a  cond)ustion,  exijlosion,  or  detona- 
tion.   These  terms  are  purely  relative,  and  there 


404 


EXPLOSIVES. 


is  no  detiiiito  line  of  demarcation  between 
them. 

The  factors  determining  the  rapidity  of  an 
explosive  reaction  are  the  chemical  nature  of  the 
explosive,  its  physical  condition,  the  conditions 
under  which  it  is  exploded,  and  the  method  of 
firing. 

The  energetic  action  of  an  explosive  largely 
depends  on  its  rate  of  chemical  change ;  in 
chemical  compounds  (like  nitroglycerin  and 
guncotton)  the  reacting  atoms  are  in  much 
greater  proximity  than  are  those  of  a  mechani- 
cal mixture  of  solids  (such  as  gunpowder),  and 
in  the  former  class  the  rapidity  of  the  chemical 
action  wiU  be  greater  than  in  those  of  the  latter 
class,  composed  of  constituents  by  themselves 
non-explosive. 

The  explosives  in  actual  use  are  instances  of 
oxidation,  oxygen  being  supplied  by  a  nitrate, 
by  nitric  acid,  by  a  NOj  group,  or  by  a  chlorate. 

The  oxidising  comjjounds  used  in  explosive 
mixtures  and  explosive  compounds  are  fre- 
quently endothermic  substances,  the  heat  of 
decomposition  contributing  towards  the  ex- 
pansion of  the  gaseous  products  of  the  explosion. 
The  conditions  for  complete  combustion  of  the 
combustible  elements  do  not  always  give  the 
maximum  explosive  effect ;  carbon  burning  to 
monoxide  gives  a  larger  evolution  of  gas,  but 
less  evolution  of  heat  than  on  complete  com- 
bustion, and  the  best  composition  for  any  given 
explosive  effect  has  to  be  determined  by  experi- 
ment. 

The  physical  condition  of  an  explosive  has 
a  marked  effect  on  its  explosibility  and  the 
character  of  the  explosion  ;  frozen  nitroglycerin 
is  much  less  sensitive  than  the  same  explosive 
in  the  liquid  state,  and  the  same  gunpowder 
mixture  gives  various  effects  according  to  the 
size  of  the  grain. 

Confinement  increases  the  effect  of  all  ex- 
plosives ;  the  more  rapid  the  explosive  the  less 
the  confinement  necessary  to  obtain  its  maxi- 
mum effect.  The  power  of  mercury  fulminate 
is  but  little  increased  by  confinement,  but  ex- 
plosives of  the  gimpowder  type  require  to  be 
strongly  confined  to  produce  disruptive  effects. 

An  explosive  reaction  may  be  initiated  by  a 
heated  solid,  a  flame,  by  friction,  by  percussion, 
an  electric  spark  or  current,  or  by  the  con- 
cussion from  another  explosion.  The  nature  of 
the  reaction  is  largely  conditioned  by  the  method 
of  firing  adopted :  nitroglycerin  or  guncotton 
in  contact  ■with  a  flame  burns  quite  quietly  in  the 
open,  but  when  fired  by  the  detonation  of  a 
small  initial  charge  of  niercirry  fulminate,  the 
whole  mass  of  the  explosive  decomposes 
practically  instantaneously,  and  detonation 
results. 

Explosives  may  be  classified  either  according 
to  their  chemical  composition,  into  explosive 
mixtures  or  explosive  compounds  ;  according  to 
their  effect  and  the  purpose  for  which  they  are 
employed,  into  '  high  '  or  '  low  '  explosives  or 
'  disruptives  '  and  '  propellants  '  ;  or  according 
to  the  danger  in  handling,  transporting,  and 
storing  them. 

In  this  article,  the  chemical  classification  is 
adopted,  as  far  as  possible.  All  the  substances 
liaving  explosive  properties  are  not  included, 
l)ut  only  those  that  have,  or  may  have,  value 
for  practical  purposes. 


Explosive  Mixttjees. 

In  explosive  mixtures,  the  combustible  and 
supporter  of  combustion  are  present  in  separate 
ingredients,  which  are  usually  not  in  themselves 
explosive.  The  necessary  speed  of  reaction  is 
ensured  by  extremely  fine  subdivision  and  very 
thorough  incorporation  of  the  ingredients,  and 
by  the  oxygen  being  in  a  higlily  concentrated 
and  more  or  less  easily  liberated  form.  An 
important  characteristic  of  this  class  of  ex- 
Ijlosives  is  that  their  effect  may  be  varied  by 
varying  the  proportions  of  the  ingredients. 

Explosive  mixtures  may  be  grouped,  accord- 
ing to  the  source  of  their  oxygen,  into  nitrate, 
chlorate,  perchlorate,  &c.,  mixtures.  Only  the 
mixtures  of  these  oxidising  substances  with 
combustible  ingredients,  in  themselves  non- 
explosive,  and  those  containing  only  a  small 
proportion  of  an  explosive  compound  added  to 
improve  the  explosive  properties  of  the  mixture, 
wtU  be  considered  under  this  heading.  The 
mixtures  of  oxidising  substances  with  explosive 
compounds,  where  the  former  are  only  of 
secondary  importance,  will  be  considered  under 
the  respective  explosive  compoimds. 

Nitrate  Mixtures. 

In  the  nitrates,  the  oxygen  is  m  sufficiently 
strong  combination  to  need  a  somewhat  power- 
ful disturbing  agency  to  liberate  it,  so  that  the 
nitrate  mixtures  are  not  very  sensitive  and 
their  action  is  comparatively  slow. 

Potassium  nitrate  mixtures. — Of  the  various 
nitrates  used  in  explosive  mixtures,  the  potas- 
sium salt  is  by  far  the  best  adapted  for  the 
purpose,  and  black  powder,  or  gunpowder,  is 
the  most  important  member  of  this  class  of 
explosives. 

Gunpowder. 

Since  the  introduction  of  smokeless  powders, 
gunpowder  has  been  gradually  superseded  for 
most  military  purposes  :  both  as  a  j^ropellant 
and  a  disruptive  it  is  obsolescent.  It  is  still, 
however,  very  largely  used  in  industrial  mining 
operations,  as  a  propellant  for  sporting  purposes, 
and,  the  smaller  sizes,  for  subsidiary  military 
purposes,  such  as  for  primers  and  igniters  for 
large  smokeless-powder  charges,  for  fuses,  and 
as  an  ingredient  in  certain  compositions. 

Ordinary  hlack  gunpowder  consists  of  an 
intimate  mixture  of  potassium  nitrate,  sulphur, 
and  charcoal.  The  composition  of  the  black 
powder  used  for  military  purposes  in  different 
countries  is  given  in  the  table,  p.  405. 

English  black  gunjjowders  contain  about  1  to 
I -3  p.c.  moisture. 

Mafiufacture. — A  short  account  only  of  the 
process  of  manufacture  wiU  be  given,  mainly 
that  used  at  the  Royal  Gunpowder  Eactory, 
Waltham  Abbey. 

The  Ingredients. 
The  nitre  employed  at  Waltham  Abbey  is 
wholly  Indian  nitre.  As  imported,  it  has  been 
partially  purified,  but  contains  potassium  and 
sodium  chlorides,  potassium,  sodium,  and  cal- 
cium sulphates,  sand,  and  organic  matter  ;  the 
total  impurities  averaging  about  4J  p.c.  It  is 
submitted  to  a  simjale  refining  process,  being 
first  dissolved  by  heat  in  the  water  used  for 
washing  the  purified  nitre  of  a  previous  opera- 
tion.   The  liquid  is  heated  to  boiling  in  large 
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refining  coppers,  the  scum  on  the  surface  being 
carefully  skimmed  off  ;  the  temperature  of  the 
liquid  is  allowed  Co  fall  to  104°,  and  it  is  then 
filtered  through  bags  of  coarse  cloth  into  the 
crystallising  vessels.  The  temperature  of  the 
solution  on  entering  the  crystallising  vessels  is  | 
about  88°  to  82°,  the  liquid  is  kept  in  constant 
agitation  with  wooden  lioes,  whereby,  as  the 
liquid  cools,  fine  crystals  are  formed.  The  solu- 
tion is  not  stirred  when  its  temperature  is  lower 


than  32°.  If  the  solution  were  left  to  crystallise 
undisturbed,  large  crystals  would  form,  and 
would  enclose  mother  liquor.  Tlio  crystals  are 
drawn  to  the  side  of  the  crystaUiser,  and  trans- 
ferred to  draining  frames.  The  drained  nitre 
flour  then  receives  three  washings  with  distDled 
water  in  quantities  insufficient  to  dissolve  the 
nitre,  each  washing  is  succeeded  by  draining  ; 
after  the  last  washing  the  nitre  is  drained  all 
night,  and  is  removed  (except  the  bottom  part, 


Composition  of  Black  Powder  used  for  Military  Purposes. 


Per  100  ilry  (gunpowder 

Potassium  t!„ir,h.ir 
nitrate  hulplnu 

Cliarcoal 

England,  Russia,  Sweden,  Italy,  Turkey,  United  States  . 
France,  Belgium,  Spain,  Persia  ..... 

Germany  ......... 

Austria-Hungary  ....... 

Portugal  ......... 

Switzerland  ........ 

Holland  ......... 

China  ......... 

75-0  lO-O 
75-0  12-5 

74-  0  lO'O 

75-  .5  10-0 

75-  7  10-7 

76-  0  lO-O 
70-0  14-0 
61-5  15-5 

15-  0 

12-  5 

16-  0 
14-5 

13-  G 

14-  0 
IfrO 
230 

which  is  very  moist)  to  the  store  bins.  After 
about  three  days  in  store  it  is  ready  for  the 
powder  manufacture,  and  contains  from  3  to 
5  p.c.  of  moisture,  according  to  the  season  ;  the 
water  is  estimated  and  alloAved  for  in  weighing 
the  charges. 

The  waters  used  for  washing  the  crystals  are 
employed  for  the  solution  of  the  crude  nitre  ; 
the  nitre  is  recovered  from  the  crystallisation 
mother  liquors  by  evaporation,  and  is  treated  as 
crude  nitre. 

From  De'sortiaux,  it  appears  that  the  agita- 
tion of  the  solution  of  nitre  during  crystallisa- 
tion in  order  to  obtain  fine  crystals  is  in  general 
use  on  the  Continent ;  at  least,  he  mentions  it 
as  m  use  at  Lille,  Wetteren,  and  Spandau.  At 
the  refineries  at  Lille,  Wetteren,  and  Spandau, 
he  states  that  glue  is  added  to  the  boiling  solu- 
tion of  the  crude  nitre  (the  weight  of  glue  being 
about  Tj|J^  that  of  the  crude  nitre) ;  the  glue 
coagulating  and  carrying  down  organic  colouring 
matters.  The  process  of  purification  was  the 
invention  of  Beaumo  and  Lavoisier,  and  existing 
processes  foUow  theirs  wth  slight  modifications. 

On  the  Continent,  and  by  most  private 
manufacturers  in  this  country,  artificial  salt- 
petre, or  '  German  saltpetre,'  as  it  is  frequently 
called,  is  almost  exclusively  used.  It  is  made 
by  dissolving  10  parts  of  sodium  nitrate,  '  Chile 
saltpetre,'  and  9  parts  of  potassium  chloride, 
obtained  from  Stassfurth  '  carnaUite,'  in 
mother  liquors  from  previous  operations,  con- 
centrating and  crystallisation.  It  is  refined  as 
above. 

In  1894  HeUick  discovered  that  '  German 
saltpetre  '  frequently  contained  notable  quan- 
tities of  perchlorate,  and  it  was  stated  that 
several  accidents  in  powder  factories  coincided 
with  the  presence  of  a  considerable  percentage 
of  perchlorate  in  the  powder.  It  was  subse- 
quently shown  that  powder  containing  per- 
chlorate was  not  unduly  sensitive.  The  per- 
chlorate is,  however,  not  uniformly  distributed 
in  nitre,  but  tends  to  agglomerate,  and  the 


irregular  shooting  obtained  with  some  foreign 
sporting  powders,  as  compared  with  English 
ones,  has  been  attributed  to  the  contained 
perchlorate. 

The  sulphur  employed  at  Waltham  Abbey  is 
native  Sicilian  suljihur,  of  the  best  quality.  In 
Sicily,  the  sulphur  mineral  is  subjected  to  a 
liquation  process,  to  separate  the  sulphur  from 
the  gangue.  It  still  contains  3  to  4  p.c.  gangue, 
from  which  it  is  freed  by  distillation.  It  is 
distilled  from  a  large  iron  retort,  provided  witli 
two  tubes  placed  at  right  angles  to  each  other  ; 
one  tube  (15  inches  wide)  communicates  with  a 
largo  dome-shaped  subliming  chamber,  the  other 
tube  (5  inches  wide)  enters  an  iron  pot  which 
receives  the  distilled  sulphur ;  this  tube  is 
jacketed  for  cooling  with  water.  The  tubes  can 
be  connected  with  the  distilling  vessel  or  cut 
off  from  it  by  means  of  valves.  The  distUling 
vessel  receives  its  charge  of  sulphur,  which  is 
heated  to  boUing  ;  during  the  earlier  stages  of 
the  distillation  the  vapours  are  sent  into  the 
subliming  chamber,  where  the  sulphur  condenses 
as  '  flowers  of  suljihur  ' ;  later  on  the  sulphur 
vapour  is  sent  through  the  condenser,  from  which 
it  runs  into  the  receiver  in  the  liquid  form.  It  is 
allowed  to  cool  somewhat,  but  not  to  its  solidi- 
fying-point,  and  is  ladled  into  moist  wooden 
moulds.  Sulphur,  of  sufficient  purity  to  be 
used  in  explosives  without  further  treatment, 
is  now  obtained  in  largo  quantities,  by  the 
'  Chance-Claus '  process,  from  the  calcium  sul- 
phide, which  is  the  chief  constituent  of  the 
residue  formed  in  the  manufacture  of  soda. 
Much  of  the  sulphur  used  by  private  firms  and 
abroad  is  also  obtained  from  pyrites.  The 
'  flowers  of  sulphur  '  are  not  used  in  the  manu- 
facture of  the  gunpowder,  as  they  usually  contain 
considerable  quantities  of  sulphurous  ajid  sul- 
phuric acids,  but  are  redistilled. 

The  sulphur  igniting  in  air  at  a  low  tempera- 
ture— about  250° — renders  the  gunpowder  in- 
flammable, and,  experience  has  showi,  improves 
the  keeping  qualities  of  the  powder, 
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The  charcoal.  For  making  the  charcoal  for 
guiipowlor,  soft  and  light  A^•oocls  are  chosen,  of 
an  a\  erage  growth  of  from  t«  o  to  tun  years.  Th(_' 
wood  should  be  cut  in  the  spring,  when  it  is  in 
full  vegetation,  as  then  its  bark  can  readily  bo 
removed  ;  in  the  spring  the  tree  is  in  fullest  sap, 
but  the  sap  is  very  waterj%  and  contains  but 
little  salts  in  solution. 

At  Waltham  Abbey,  the  woods  used  arc  : 
the  aider  bucktliorn  (Rhnmtiits  framjula,  L.,  im- 
properly calletl  dogwood),  alder,  and  willo\\' 
(Salix  alba,  L. ).  Tlie  woods  are  grown  in  Englantl, 
and  are  cut  about  four  inches  in  diameter. 

Desortiaux  states  that  in  France  the  so- 
called  dogwood  (Rkamnus  frangula)  is  exclu- 
sively employed  for  making  the  charcoal  for 
military  and  sporting  po\\"ders  ;  he  states,  how- 
ever, that  it  is  becoming  increasingly  difficult  to 
procure,  and  that  they  are  trying  to  replace  it 
by  -hIIIow,  or  by  the  wood  of  the  spincUe  tree. 
In  Germany,  '  dogwood  '  (B.  frangula),  mtIIow, 
and  alder  are  used  ;  in  Russia,  alder. 

At  Waltham  Abbey,  wood  is  usually  kept 
for  about  tliree  years,  dogwood  in  thatched 
stacks,  and  ^^^llow  and  alder  piled  by  cords  in 
the  open.  By  the  method  of  carbonisation, 
there  followed,  25  p.c.  of  black  charcoal  should  bo 
obtained  from  the  wood,  rather  more  from  dog- 
wood. The  wood  is  cut  into  three-feet  lengths, 
^^'hich  are  split  if  difEeruig  much  in  thickness, 
and  is  packed  into  iron  cylindrical  cases  called 
sUps,  3  feet  G  inches  long,  and  2  feet  4  inches  in 
diameter.  The  lid  is  fastened  on,  two  openings 
(each  about  4  inches  in  diameter)  being  left  in 
the  bottom  of  the  slip.  The  slips  are  then 
placed  in  horizontal  cylinders,  the  end  of  the 
slip  with  the  openings  going  to  the  further  end 
of  the  cjdinder,  in  which  end  there  are  openings 
corresponding  -nith  those  in  the  slips. 

The  C5dinders  are  closed  by  tightly  fitting 
iron  doors,  and  are  buUt  into  the  wall,  with  fur- 
naces underneath,  so  an-anged  as  to  admit  of 
the  accurate  regulation  of  the  heat  throughout 
the  ojoeration  of  charring  ;  this  occupies  %vith 
dogwood  about  4  hours  for  R.F.G.,  and  8  hours 
for  R.F.G^  gunpowders.  The  flames  surround 
the  cylinder,  the  heat  acting  as  nearly  as  possible 
on  its  whole  surface.  The  gases  and  volatilised 
tar  from  the  wood  pass  out  through  the  openings 
in  the  slip  and  the  corresponding  holes  in  the 
retort.,  into  pipes  communicating  with  the  fur- 
nace in  which  they  are  burnt ;  this  saves  a  con- 
siderable amount  of  fuel.  When  the  v.ood  has 
been  sufficiently  charred,  which  is  knowTi  by  the 
violet  colour  of  the  flame  from  the  burning  gas, 
indicating  the  formation  of  carbonic  oxide,  the 
slijj  is  wthdraAm  by  means  of  taclding,  placed 
in  a  large  iron  case  or  cooler,  covered  with,  a 
closely  fitting  lid,  and  aUo^^•ed  to  remain  until 
aU  the  fire  is  extinguished,  which  takes  about 
4  hours  ;  the  charcoal  is  then  emptied  into 
smaller  coolers,  and  sent  to  store.  The  char- 
coal is  carefully  picked  over  by  hand,  to  ascer- 
tain that  it  all  is  properly  and  evenly  burnt, 
and  that  no  ri\ets  from  the  slips  have  broken 
off.  It  is  then  kept  from  ten  days  to  a  fortnight 
in  store  before  being  ground,  to  obviate  the 
danger  from  spontaneous  combustion  (caused 
by  absorption  of  oxygen  from  the  air)  to  which 
charcoal  is  liable  when  ground  directly  after 
burning. 

The  sm.tllcr  the  cylinders  used,  the  more 


uniform  is  the  composition  of  tlic  charcoal  pro- 
duced, since  so  high  a  temperature  is  not  needed 
to  carry  the  heat  to  the  centre  of  l  lic  charge  ;  in 
the  English  powder  miUs,  tlu^  tendency  has 
been  to  use  small  cylinders,  some  of  which  hold 
only  77  lbs.  of  wood.  The  use  of  small  cylinders, 
however,  raises  the  cost  of  production  (De'sor- 
tiaux). 

Violette  states  that,  for  the  same  tempera- 
ture, a  slow  carbonisation  gives  a  much  higher 
yield  of  charcoal  than  a  quick  carbonisation  ; 
the  percentage  of  carbon  being  also  a  little 
higher  in  the  former  case. 

Instead  of  fixed  carbonising  cylinders, 
movable  cylinders  are  now  used  in  most  black- 
powder  factories.  No  '  slip '  is  used,  but  two 
cylinders  are  provided  for  each  furnace,  one 
being  charged  while  a  carbonisation  is  pro- 
ceeding in  the  other.  The  charged  cylinders 
are  run  into  the  furnace  on  raUs,  A\-hich  support 
them  over  the  fire.  An  elaborate  arrangement 
for  the  regular  distribution  of  the  gases  and 
products  of  distillation  of  the  wood  is  used,  bj- 
means  of  which  they  can  at  will  be  directed  into 
any  one  of  the  furnaces  or  allowed  partially  to 
escape  by  the  chimney. 

The  jsrincipal  advantages  claimed  for  this 
sj^stem  are  homogeneity  of  the  charcoal,  the 
ready  regulation  of  the  combustion  of  the  gases 
by  means  of  the  distribution  apparatus,  and  the 
cooUng  down  of  the  charcoal  out  of  contact  with 
the  air,  which  does  away  vdth.  the  possibility  of 
the  charcoal  taking  fire. 

In  some  English  factories,  vertical  movable 
cylinders  are  used,  the  advantages  being  that  a 
larger  number  can  be  fired  at  the  same  time,  and 
the  moving  of  the  cylinders  into  the  cooling 
room  is  greatly  facilitated. 

Bockmann  mentions  that  some  years  ago 
the  use  of  rotating  cylinders  was  introduced  in 
Sweden  ;  the  cjdinders  being  turned  90°  about 
their  horizontal  axes  every  half-hour  during  the 
carbonisation.  It  is  stated  that  a  more  uni- 
form carbonisation  is  obtained,  and  fuel  saved. 

Violette,  in  1848,  introduced  the  carbonisa- 
tion of  wood  by  means  of  superheated  steam. 
The  steam  was  used  at  a  jsressure  of  |  to  1  atmo- 
sphere, and  was  raised  to  the  required  tem- 
perature by  being  passed  through  a  worm  of 
wought-iron  heated  by  a  fire.  For  the  j)roduc- 
tion  (from  dogwood)  of  charbon  rouz  containing 
70  p.c.  carbon,  the  temperature  of  the  steam 
had  to  be  about  280°  ;  by  using  steam  heated  to 
about  350°,  charcoal  containing  77  p.c.  carbon 
was  produced,  and  by  heating  both  cjdinder  and 
steam  to  a  temperature  not  exceeding  450°,  char- 
coal of  89  p.c.  carbon  was  obtained.  The  char- 
coal produced  by  means  of  superheated  steam 
is  remarkably  uniform  in  composition.  The 
method,  ho'^^'ever,  was  abantloncd,  because;  it 
gave  a  larger  yield  of  charhon  roiix,  but  not  of 
black  charcoal,  than  the  ordinary  metluid  of 
carbonisation  in  cylinders  ;  and  t\w  lightlj-- burnt 
charcoal  -wuh  then  only  required  for  sj>orting 
powder.  Also,  the  cost  of  production  of  the 
charcoal  by  the  sujierheated  steam  apparatus 
WHS  greater. 

Guttler,  in  1887,  invented  a  process  for 
carbonising  wood,  especially  cuttings  and  pulp, 
straw,  peat,  &c.,  in  heated  COj.  Carbon 
dioxide  is  stated  to  bo  perferabk;  to  super- 
heated steam,  on  account  of  the  moist  state 
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of  the  charcoal  when  cooled  in  the  steam. 
Gases  of  combustion,  as  free  as  jiossible  from 
oxygen,  are  actually  used.  A  producer-furnace 
is  arranged  by  tlie  side  of  the  charring  fiirnact', 
in  which  the  CO.^  is  pnxluced  by  bhiwing  air 
thnjiigh  burning  coke  by  moans  of  a  fan.  Tlie 
carbonic  acid  gas  is  then  bloAvn  through  a  tube 
into  the  carbonising  cylinder  during  the  carbon- 
ising of  the  wood,  &c.,  and  the  flow  of  CO^  is 
mahitained  during  the  cooling,  which  in  con- 
sequence of  the  presence  of  the  gas  may  bo  very 
rapifl. 

Gomposilion,  (Oc,  of  the  charcoal. — Carbon- 
ising the  wood  raises  the  percentage  of  carbon, 
diminishing  the  percentages  of  hydrogen  and 
oxygen. 

'  Desortiaux  states  that  woods  recently  cut 
liave  almost  the  same  percentage  composition  ; 
the  mean  composition  of  the  dried  wood  being 
49-37  p.c.  C,  6-14  p.c.  H,  43-42  p.c.  0  and  N, 
1-07  p.c.  ash. 

Heintz  gives  the  composition  of  alder  wood 
minus  ash,  as  48-03  p.c.  C,  5-94  p.c.  H,  44-75 
l).c.  O,  0-G8  p.c.  N.  Peterson  and  Schiidler  give 
alder  wood  minus  ash  as  49-20  p.c.  C,  6-22  p.c. 
H,  44-58  p.c.  0  and  N. 

On  heating,  water,  carbon  monoxide,  carbon 
dioxide,  hydrogen,  acetic  acid,  methyl  alcohol, 
and  tar  are  produced. 

Violette  founil  that  dogwood  was  converted 
into  slack-baked  charcoal  (chnrhon  roux)  at  a 
temperature  of  280°-300°  ;  at  300°  the  yield  (on 
the  small  scale)  was  about  34  p.c,  and  the  com- 
position of  the  charcoal  was  73-24  p.c.  0,  4-25 
p.c.  H,  21-94  p.c.  O  and  N,  0-57  p.c.  ash.  Be- 
tween 350°  and  400°,  black  charcoals  are  pro- 
duced, the  yield  being  from  31  r).e.  to  28  p.c,  the 
comjiosition  ranging  from  about  77  p.c.  to  81 
p.c.  O.  Between  1000°  and  1250°,  the  charcoal 
obtained  was  very  black  and  hard,  the  yield  was 
about  18  p.c,  and  the  composition  of  the  char- 
coal 82-0  p.c.  (J,  2-30  p.c.  H,  14-10  p.c.  O  and  N, 
l-(iO  p.c.  ash,  at  the  lower  temperature,  and  88-14 
p.c.  U,  1-42  p.c  H,  9-24  p.c  0  and  N,  1-20  p.c. 
ash,  at  the  higher  temperature. 

Exi^eriments  made  at  the  Chemical  Depart- 
ment of  the  War  Department  showed  no  great 
difference  in  the  specific  gravity  of  charcoals 
prepared  from  willow  and  alder  at  394°-558° ; 
their  specific  gravity  at  15-6°  was  1-41  to  1-44. 
Willow  charred  at  the  maximum  temperature 
of  394°  for  9^  hours  had  the  composition  79-22 
p.c  C,  4  02  p.c.  H,  15-32  p.c  0  and  N,  1-44  p.c. 
ash,  and  specific  gravity  {at  15-6°)  1-414. 

The  higher  the  temperature  of  carbonisation, 
the  less  is  the  inflammability  of  the  charcoal  in 
air,  and  the  greater  the  thermal  conductivity. 
Violette  states  that  the  charcoals  prepared  from 
any  kind  of  «ood  at  300°  take  fire  when  heated 
in  the  air  to  360°-380°  ;  the  charcoals  from  light 
and  porous  woods  burning  more  easily  than  those 
from  hard  and  close  woods.  For  the  same  wood 
he  makes  the  following  statement  as  to  the 
relation  between  temperature  of  cliarring  and 
that  of  infllammation  in  air.; —  I 


The  lightly-burnt  charcoals  arc  mucli  more 
absorbent  of  water  tiian  those  ehiirrcd  at  a  high 
temperatui'c. 

TIic.  charcoals  used  for  the  various  Iviuds  of 
Service  hiack  ginipowilei'  range  in  conqmsil iou 
from  about  75  jj.c  (1  to  80  p.c.  tl,  according  to 
the  nature  of  the  powder.  All  other  conditions 
being  the  same  (viz.  proportion  of  KNO,,  S,  antl 
charcoal,  size  of  powder,  density,  and  mois- 
ture), the  charcoal  burnt  at  lower  temperatures 
(having  lower  percentage  of  carbon)  gives  higher 
muzzle- velocities  and  jiressures  tlian  charcoal 
burnt  at  higher  temperatures  and  having 
higher  percentage  of  carbon  ;  that  is,  for  gun- 
powder of  the  composition  75  p.c  nitre,  10  p.c. 
sulphur,  and  15  p.c  charcoal.  The  greater  in- 
flammal)ility  of  the  lighter- burnt  charcoal  makes 
the  gunpo\vder,  of  which  it  forms  part,  quicker- 
burning. 

The  wood  is  charreil  to  expel  moisture,  which 
would  lower  the  temperature  of  the  explosion 
products  of  gunpowder,  and  to  obtain  a  char- 
coal of  suitable  inflammability. 

Appended  is  a  table  of  the  percentage  com- 
position of  some  charcoals  from  gunpowders  of 
Waltham  Abbey  make,  and  of  a  sporting  powder, 
which  will  serve  as  types  of  the  charcoal  used  in 
the  different  kinils  of  black  guniiowder  : — 
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Ash  . 

1-eo 

1-85 

1-74 

1-15 

2-25 

Temperature  of 
charring 

260°-280° 
290°-3.50° 
432° 
1000°-1500° 


Temperature  of 
inflammation 

340°-360° 
360°-370° 
about  400° 
600°-8(»U° 


(Noble  and  Abel,  Phil.  Trans.  1880,  171,  218). 

Pulverising,  mixing,  and  incorporating  the 
ingredients. — At  Waltham  Abbey,  the  refined 
nitre  is  used  for  gunpowder  without  being  pre- 
viously dried  or  ground,  but  the  moisture  is 
estimated  and  allowed  for.  The  charcoal  is 
ground  in  a  mill  ;  the  grinding  is  done  by  a  cone 
^vorking  in  a  cylinder,  both  being  suitably 
toothed.  The  ground  charcoal  is  made  to  pass 
through  a  sf)out  into  a  revolving  reel  of  32-mesh 
coj^per-wire  gauze,  8J-  feet  long  and  3  feet  in 
diameter,  inclined  at  an  angle  of  about  4°  to  the 
horizontal,  and  making  38  revolutions  per 
minute.  The  charcoal  which  passes  through 
the  gauze  is  fit  for  use,  and  is  collected  in^  a 
closed  reel  ca.se  ;  the  charcoal  too  coarse  to  pass 
through  the  gauze  falls  through  the  further  end 
of  the  reel  into  a  vessel,  and  is  reground.  The 
sulphur  is  ground  under  a  pair  of  iron  edge 
runners,  a  smaller-sized  incorporating  mill,  and 
is  sifted  through  a  reel  similar  to  that  used  for 
the  charcoal.  Precautions  are  taken  to  connect 
the  sulphur  mill  to  earth,  in  order  to  allow  the 
electricity  generated  by  the  rubbing  of  the 
sulphur  to  escape. 

The  ground  ingredients  are  carefully  weighed 
out  in  their  proper  imiportions ;  the  largest 
charge  worked  in  the  incorporating  mill  is  80  lbs. 
The  charge  receives  a  preliminary  mixing  in  the 
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mixing  machine,  a  cylindrical  drum  of  gun- 
metal  or  copper,  about  2  feet  9  inches  in  diameter 
and  1  foot  6  inches  wide.  An  axle  bearing  8 
rows  of  gunmutal  '  Hyors  '  or  fork-shaped  arras 
]iasses  through  the  centre  of  the  drum  ;  the 
drum  and  arms  arc  made  to  revolve  in  ojjposite 
directions,  the  former  making  about  40  revolu- 
tions per  minute,  the  latter  120.  The  mixing 
occupies  five  minutes,  the  mixture  being  then 
hand-sifted  through  an  8-mesh  copper-wire 
sieve  over  a  hopper,  to  remove  foreign  sub- 
stances ;  the  '  green  charge  '  is  then  tied  up  in  j 
a  bag  ready  for  the  incorporating  mill.  j 

The  incorporating  mill  consists  of  a  circular 
iron  bed,  about  7  feet  in  diameter,  very  firmly 
fixed  in  the  floor  of  the  building,  on  which  two 
iron  cylindrical  edge  runners  revolve.  The 
iron  runners  are  6^  feet  in  diameter,  15  inches 
wide,  and  weigh  about  four  tons.  They  have  a 
common  axle  restmg  in  a  solid  cross-head 
attached  to  a  vertical  shaft,  which  passes 
through  a  bearing  in  the  centre  of  the  bed,  and 
is  in  gear  with  the  machinery. 

The  bed  has  a  sloping  outside  rim.  The 
runners  are  at  an  unequal  distance  from  the  axis, 
the  eccentricity  being  equal  to  half  the  thickness  j 
of  a  runner ;  they  thus  work  the  charge  in 
the  inner  and  the  outer  part  of  the  bed,  their 
paths  overlapping.  The  runners  are  followed 
by  two  '  ploughs  '  of  wood,  covered  ■with  leather, 
attached  to  the  cross-head  by  arms  ;  one  plough 
works  near  the  vertical  shaft,  the  other  near  the 
rim  of  the  bed,  throwing  the  composition  under 
the  runners. 

The  green  charge  is  spread  evenly  on  the  bed 
of  the  mill  by  means  of  a  wooden  rake  ;  it  is 
damp  with  the  moisture  of  the  nitre,  but  an 
additional  quantity  of  distUled  water  (2  to  7  j 
jiints)  is  added  from  time  to  time,  according  to  j 
the  state  of  the  atmosphere ;    the  moisture 
assists  the  incorporation,  and  the  charge  is  kept 
not  too  dry  or  it  would  be  scattered  as  dust,  not  | 
too  wet  or  it  would  slip  away  from  the  runners  , 
or  cling  to  them.  i 

The  iron  runners  make  8  revolutions  per  j 
minute,  the  green  charge  is  worked  under  them  , 
for  4  hours  for  R.F.G.  pow^ler,  for  7  to  8  hours 
for  R.F.G-  powder,  and  for  3  hours  for  R.L.G^ 
and  R.L.G^    Dust  and  reworked  charges  are 
worked  for  40  minutes. 

A  drenching  apparatus  is  placed  over  the 
bed  of  each  mill,  by  means  of  which,  in  case  of 
an  explosion,  a  tank  of  water  is  overturned  and 
the  charge  drowned.  This  is  done  by  the  action  ' 
of  the  explosion  gases  on  a  flat  wooden  lever 
arrangement,  pivoted,  and  attached  to  the  tank. 
By  means  of  a  horizontal  shaft  connecting  all  ; 
the  levers  of  a  group  of  mills,  an  explosion  in 
one  mill  drowns  all  the  others. 

The    short   radius    of   the    circular  path 
traversed  by  the  runners  causes  them  to  take  a  : 
twisting  as  well  as  a  rolling  motion,  and  gives  , 
them  a  combined  crushing  and  grinding  action 
very  favourable  to  the  thorough  trituration  and 
incorporation  of  the  ingredients. 

The  '  mill-cake,'  as  the  worked  charge  is 
called,  should  have  a  uniform  appearance,  and 
should  contain  1  p.c.  to  3  p.c.  moisture  for  small- 
arm  powders,  3  p.c.  to  6  ]}.o.  for  the  larger- 
grained  powders. 

Breaking  down  tlie  mill-cake  and  pressing. 
— The  mill-cake  is  next  reduced  to  meal,  for 


convenience  in  charging  the  pre.ss-box,  and  in 
order  that  the  powder  may  be  uniformly  pressed. 
The  mill-cake  is  broken  Aovm  by  means  of 
two  pairs  of  gun-metal  rollers,  the  upper  pair 
being  grooved  and  placed  directly  above  the 
other  pair,  which  are  smooth.  The  rollers 
revolve  towards  each  other,  dangerous  friction 
from  the  accidental  presence  of  any  hard  sub- 
stance being  prevented  by  one  roller  of  each  pair 
working  in  sliding  bearings  connected  with  a 
weighted  lever  causing  a  pressure  of  about 
56  lbs.,  so  that  the  rollers  would  open  at  any 
greater  pressure.  The  rollers  are  fed  with  mili- 
cake  from  a  hopper  (placed  at  one  end  of  the 
machine,  below  the  level  of  the  upper  pair  of 
rollers),  by  means  of  an  endless  band  of  canvas 
2i  feet  wide,  wth  cross  strips  of  leather  sewn 
on  at  intervals  of  about  4  inches.  The  band 
passes  over  a  roller  at  the  bottom  of  the  hopper, 
and  over  another  placed  above  the  upper  pair  of 
rollers  ;  on  being  set  in  motion  it  carries  the 
cake  from  the  hopper  to  a  point  from  which  it 
falls  on  to  the  first  pair  of  rollers  ;  the  crushed 
cake  then  falls  on  to  the  second  pair,  by  which 
it  is  reduced  to  meal.  It  falls  into  wooden 
boxes,  and  is  transferred  to  a  magazine  ready 
for  pressing. 

The  meal  is  pressed  into  cake  by  a  hydraulic 
press,  fed  from  an  accumulator,  the  head  and 
bed-plate  of  which  are  made  of  cast  iron  or  cast 
steel.  The  powder  is  pressed  between  plates 
about  1  foot  8  inches  by  2  feet  4  inches  and  about 

1  inch  thick.  Formerly  brass  plates  were  used, 
but  now  ebonite  plates  are  usually  preferred, 
because  they  are  not  so  easily  bent  out  of  shape, 
and  also  because  they  have  sufficient  elasticity 
to  transmit  the  pressure  evenly  all  over  the 
layer  of  powder,  even  if  they  should  get  out  of 
the  horizontal.  They  have  the  disadvantage  of 
becoming  easily  electrified ;  in  fact,  alternate 
layers  of  ebonite  and  powder  really  form  an 
electric  pUe.  To  obviate  any  danger  from  the 
possible  accumulation  of  electricity,  the  presses 
are  provided  with  an  earth  connection. 

In  charging  the  press,  a  plate  is  first  put  on 
to  the  carriage,  and  round  this  is  placed  a  wooden 
frame,  deeper  than  the  thickness  of  the  plate. 
This  frame  is  filled  with  powder,  and  the  surface 
smoothed  by  means  of  a  flat  lath,  and  a  second 
plate  placed  on  the  top.  The  frame  is  then 
lifted  to  the  level  of  the  second  plate,  and  the 
process  repeated  until  the  whole  charge  is  made 
up.  A  pressure  of  between  375  and  450  lbs.  per 
square  inch  is  applied,  according  to  the  fineness 
of  the  powder,  the  amount  of  moisture  it  con- 
tains, the  state  of  the  atmosphere,  and  the 
density  required.  The  pressure  is  slowly 
applied,  eased  off  and  reapplied  several  times 
in  order  to  obtam  great  density  without  using 
excessive  pressures  :  the  compression  usually 
lasts  from  30  to  40  minutes.  A  pressure  of 
375  lbs.  per  square  inch  applied  for  from  \\  to 

2  hours  produces  a  cake  with  an  average  density 
of  1-7  to  1-8.  The  centre  of  the  cake  has,  how- 
ever, ,a  greater  density  than  the  edges  ;  the 
edges  of  the  cake  are  on  that  account  cut  away 
to  the  extent  of  about  an  inch.  The  amount 
cut  away  need  not  exceed  10  p.c.  The  centre 
layers  of  the  pUe  are  slightly  leas  compressed 
than  the  top  and  bottom  layers,  but  these 
differences  in  density  are  partly  removed  by  the 
subsequent  operations.    The  layers  of  pressed 
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cako  arc  broken  into  pieces  with  n  wooden 
mallet  and  put  into  barrels. 

Granululinrj. — The  press-cake  is  converted 
into  grain  by  means  of  a  macliino  consisting  of 
tliree  or  four  horizontal  pairs  of  gun-ractal  rollers 
in  a  gun-metal  frame.  The  pairs  of  rollers  are 
placed  one  above  the  other,  on  an  axial  lino 
inclined  at  about  35°  to  the  horizontal,  the 
vertical  distance  between  the  pairs  of  rollers 
))eing  about  2|-  feet.  For  fine-grain  powders,  the 
highest  pair  of  rollers  has  teeth  h  inch  apart, 
the  next  pair  has  J  inch  teeth,  and  the  two 
bottom  pairs  have  no  teeth.  Like  those  of  the 
breaking-down  machine,  the  rollers  work  in 
sliding  counter- weighted  bearings  ;  they  make 
about  25  revolutions  per  minute.  The  machme 
is  fed  with  press-cake  from  a  hopper  by  means 
of  a  moving  endless  band.  Short  screens, 
covered  with  copper- ^vire  gauze  (10-mesh  for 
smaU-arm  powders),  are  placed  under  each  pair 
of  rollers  except  the  bottom  pair,  so  that  the 
powder  too  large  to  pass  through  the  gauze 
passes  on  from  one  pair  of  rollers  to  the  next. 
Beneath  the  short  screens  are  placed  two  long 
screens  m  an  inclined  position,  the  upjser  one  of 
10-mesh,  and  the  lower  one  of  20-mesh  copper 
gauze  fixed  in  a  frame.  A  rapid,  longitudmal, 
vibratory  motion  is  imparted  to  all  the  screens 
while  the  machine  is  worldng,  to  assist  the 
sifting  and  the  flow  of  the  powder.  The  grain 
that  passes  thi'ough  the  short  screens  will  fall 
through  the  10-mesh  long  screen.  That  which 
is  retained  on  the  20-mesh  screen  is  R.F.G.  or 
R.F.G-  powder :  it  falls  into  boxes  made  to 
move  forward  as  they  are  fiUed.  The  grains 
too  large  to  pass  through  the  short  screens  fall 
into  separate  boxes,  and  are  transferred  to  the 
hopper  to  be  passed  again  through  the  rollers  ; 
while  the  fine  powder  which  passes  through  the 
20-mesh  sieve  falls  on  to  the  wooden  bottom  of 
the  frame  and  is  collected  separately,  to  be  sent 
back  to  the  incorporating  mill  for  a  short  re- 
working. 

For  granulating  R.L.G-and  R.L.G*  powders, 
three  pairs  of  rollers  are  usually  employed,  the 
two  upper  pairs  with  larger  teeth,  the  bottom 
pair  smooth.  The  grain  from  the  granulating 
machine  is  called  '  foul  grain.'  By  granulating 
a  gunpowder  there  is  no  danger,  as  there  would 
1)6  with  a  dust,  of  segregation  of  the  ingredients 
during  transport  according  to  their  densities, 
the  powder  is  less  hygroscopic,  there  is  less 
danger  of  escape  from  storing  vessels,  and  the 
inflammability  of  the  powder  is  increased,  since 
the  flame  can  penetrate  more  quickly  through 
the  charge. 

Dusting  and  glazing. — R.F.G.  and  R.P'.G- 
powders  are  freed  from  dust  after  granulation 
by  being  passed  through  a  dusting-reel.  This 
is  a  cylindrical  frame  about  8  feet  long  and 
1|-  feet  in  diameter,  covered  mth  20-mesh 
copper- wire  gauze,  and  set  at  a  very  small  angle 
with  the  horizontal.  The  reel  is  enclosed  in  a 
case  to  catch  the  dust,  but  is  open  at  both  ends  ; 
it  is  fed  continuouslj'  at  the  upper  end  A\'ith 
powder  from  a  hopper,  ^vhile  the  reel  makes 
about  40  revolutions  per  minute.  The  powder 
falls  from  the  lo\\er  end  of  the  reel  into 
barrels. 

The  polish  given  to  the  powder  grains  bj- 
glazing  is  of  advantage  in  diminishing  the  ten- 
dency of  the  powder  to  absorb  moisture,  by 
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breaking  off  any  sharp  angles  and  points,  and 
stopi^ing  up  the  outer  pores  of  the  graui,  and  in 
enabling  it  to  bear  transport  without  going  to 
dust.  Glazing  also  increases  the  density  of  thc^ 
powder  :  a.  powder  \\ith  a  density  of,  for 
example,  0-810  before  glazing  liavmg  its  density 
progressively  increased  to  0-893  after  42  hours' 
glazing.  The  small-arm  powders,  R.F.G.  and 
R.F.G',  are  glazed  in  large  drums — cylinders 
2  feet  wide  and  6  feet  in  diameter  (a  pair  of 
drums  on  one  axle)  making  about  12  revolu- 
tions per  minute.  The  ilrums  each  take  about 
900  lbs.  of  powder  ;  they  are  run  51  hours  for 
R.F.G.,  and  10  hours  for  R.F.G-.  No  graphite 
is  used  for  these  powders  ;  the  friction  and  heat 
caused  by  the  motion  suffice  to  produce  a  brilliant 
glaze.  The  glazed  powder  receives  another  dust- 
ing in  a  reel  covered  with  20-mesh  wire-gauze, 
and  is  then  sifted  through  an  11-mesh  sieve  into 
barrels.  R.L.G-  powder  is  run  for  \^  hours  in 
drums  as  above,  with  about  one  ounce  of 
graphite  per  100  lbs.  powder.  R.L.G^  is  glazed 
for  3  hours  in  the  old  pattern  glazing  barrels, 
the  same  proportion  of  graphite  as  for  R.L.G- 
being  added  after  the  barrels  have  run  for  2 
hours.  Each  barrel  takes  about  400  lbs.  of 
powder  ;  they  are  5  feet  long  by  2J  feet  diameter 
of  ends,  and  make  34  revolutions  per  minute. 
The  graphite  increases  the  gloss  of  the  powder, 
and  the  po^xler  is  also  rendered  less  hj'gro- 
scopic  through  the  increased  density  of  the 
surface  layer. 

Drying,  finishing,  hlcnding. — The  next  opera- 
tion is  drying,  which  is  carried  out  in  a  drying 
room  heated  by  steam  pipes.  The  gunpowder  is 
placed  in  wooden  frames  about  3  feet  ;■;  l-V  feet 
X  2i-  inches  with  canvas  bottoms,  each  holding 
about  12  ll)s.  of  powder,  and  placed  on  open 
framework  shelves  with  which  the  room  is  fitted, 
seven  or  eight  tiers  of  shelves  rising  one  above 
another,  the  steam  pipes  running  under  them. 
The  moist  air  of  the  room  is  constantly  changed 
by  means  of  ventilators.  At  Waltliam  Abbey, 
about  50cwtrS.  of  gunpowderare  dried  at  one  time. 
The  time  and  temperature  of  drying  varies  with 
the  kind  of  jjowder  and  the  amount  of  moisture 
in  it,  the  length  of  time  and  the  teinperature 
increasing  with  the  size  of  the  grain.  Thus, 
R.F.G.  requires  1  hour,  and  R.F.G^  2  hours  at 
38°,  R.L.G=  2  hours  at  43°,  and  R.L.G'  0  hours 
at  46°.  Another  system  of  drying  is  to  drive  a 
current  of  cold  ah-  over  steam-heated  coils  into 
the  drying -room  or  stove  by  means  of  fans.  In 
some  factories,  a  current  of  cold  air  is  used, 
after  being  freed  from  its  moisture  by  means  of 
calcium  chloride,  caustic  lime,  or  strong  sul- 
phuric acid  ;  and  drying  at  ordinary  tempera- 
tures in  vacuo  has  also  been  trietl.  The  drying 
should  be  done  evenly  anil  not  too  rapidly,  so 
that  the  pores  of  the  powder  are  not  oijened  too 
quicldy. 

Rapid  drying,  too,  has  a  tendency  to  cause 
the  larger-grained  powders  to  crack,  and  some- 
times causes  an  efflorescence  of  nitre  on  the 
surface  of  the  grams. 

The  dried  powder  is  finished  by  being  ro- 
tated in  a  horizontal  reel — a  long  cylindrical 
wooden  frame  covered  with  canvas,  making  45 
revolutions  jier  minute — the  fine-grain  being 
reeled  longer  than  the  large-grain  powders. 
Finishmg  frees  the  powder  grauis  from  the 
small  amount  of  dust  produced  in  the  process  of 
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drying,  and  gives  them  {and  especially  to  small- 
arm  jjowders)  a  final  glaze. 

Before  drying,  and  again  after  finishing,  a 
uniform  blend  or  mixture  is  made  of  a  large 
number  of  barrels  of  gunpo^^Tler.  Advantage 
is  taken  of  every  opportunity,  in  the  processes 
of  the  manufacture  of  gunpowder,  to  mix  or 
'  blend  '  the  grain  together  so  as  to  obtain  more 
uniform  results  at  jiroof.  This  is  done  by 
means  of  a  wooden  hopper  divided  into  four 
equal  compartments,  each  able  to  hold  a  barrel 
of  gunpowder ;  the  compartments  can  be  emptied 
simultaneously  into  a  central  shoot  by  means  of 
openings  with  sliding  shutters  in  the  bottom  of 
each.  This  method  of  blending,  especially  with 
the  smaller  sizes  of  grain,  is  found  to  give 
batches  of  powder  with  very  uniform  firing 
results. 

Pebble  and  prismatic  powder.  These  cut 
and  moulded  powders  are  no  longer  manufac- 
tured, as  smokeless  powder  is  now  used  even 
for  guns  of  the  largest  calibre,  but  a  short 
account  of  them  is  given,  owing  to  their  great 
historical  interest.  The  use  of  pebble  powder 
in  this  country  dated  from  about  the  year  186.5. 
Rodman  had  previously  shown  that  in  the 
gun  the  pressure  diminished  as  the  size  of  the 
grains  of  gunpoAvder  increased,  and  that  the 
velocity  of  the  projectile  could  at  the  same 
time  be  maintamed  by  an  increased  weight  of 
charge. 

Pebble  powders  (P,  cubes  of  f-inch  ;  and  P^, 
IJ-inch  cubes)  were  used  for  larger  guns  than 
were  the  rifle  large-grain  powders.  Up  to  the 
formation  of  the  press-cake,  the  processes  of 
manufacture  were,  with  some  variations,  the 
same  as  for  the  finer-grained  powders. 

The  P  powder  was  cut  from  the  press-cake, 
which  was  pressed  into  slabs  of  about  15  inches 
by  30  inches,  and  of  the  required  thickness. 
The  cutting  machine  consisted  of  two  pairs  of 
phosphor-bronze  rollers,  having  longitudinal 
knife-edges  mth  spaces  between  them  corre- 
sponding to  the  required  size  of  the  powder. 
The  first  pair  of  roUers  cut  the  press-cake  into 
strips,  which  were  fed  on  endless  bands  to  the 
second  pair  of  rollers,  set  at  right  angles  to  the 
first,  which  cut  the  strips  into  cubes.  These 
cubes  were  allowed  to  fall  into  a  dusting  reel, 
with  copper-vrire  meshes  but  little  smaller  than 
the  cubes. 

P2  powder  was  cut  by  hand  from  the  press- 
cake  by  means  of  lever-knives  of  gun-metal — 
knives  hinged  at  one  end,  wdth  a  handle  at  the 
other.  The  press-cake  was  first  cut  into  strips 
and  then  across  into  cubes. 

Both  P  and  P'^  powders  were  run  in  the 
glazing  barrels,  by  which  treatment  the  edges 
and  corners  of  the  cubes  were  rubbed  down,  and 
a  harder  surface  produced.  The  powders  were 
then  dried  at  54°,  which  required  a  very  much 
longer  time  than  for  the  smaller-grained  powders  ; 
a  finishing  process  followed,  the  powders  being 
run  in  wooden  barrels  with  ribs  wide  enough 
apart  to  combine  sifting  with  the  finishing 
glazing.  A  small  quantity  of  graphite  was 
introduced  into  the  barrels  towards  the  end  of 
the  finishing  process. 

Prismatic  powder.  This  may  be  regarded  as 
a  modification  of  the  perforated  cake  powder 
devised  by  Rodman  in  1800.  The  latter  powder 
consisted  of  cakes  of  powder  compressed  by  the  1 


hydraulic  press,  of  the  diameter  of  the  bore  of 
the  gun,  and  pierced  longitudiuaily  with  holes 
of  abo\it  ^  inch  diameter,  tlio  cakes  being  packetl 
in  the  cartridge  so  that  the  holes  should  corre- 
spond. Rodman  was  led  to  introduce  this  form 
of  poucler  by  the  consideration  that,  with  solid 
grains  of  gunpowder,  the  surface  undergoing 
combustion  in  the  gun  diminishes  as  the  com- 
bustion proceeds,  and  that  consequently  the 
strain  on  the  gun  is  greatest  in  the  earlier  stages 
of  the  combustion.  In  the  case  of  the  jier- 
forated  cake  gunpowder,  as  the  combustion 
progressed  in  the  longitudinal  holes,  the  surface 
undergoing  combustion  increased.  Rodman's 
theoretical  views  were  confirmed  by  experiment, 
but  the  liability  of  the  perforated  cake  powder 
to  break  up  by  carriage  or  when  handled,  led  to 
its  replacement  by  much  smaller  hexagonal 
prisms  with  one  central  cylindrical  hole  ;  the 
jjrisms  used  in  this  country  were  about  1  inch 
high,  the  distance  between  opposite  sides  of  the 
hexagon  about  1-37  inches,  the  central  hole 
about  0-4  inch  in  diameter.  They  were  used  for 
heavy  breech-loadmg  guns,  and  were  packed  so 
as  to  form  rigid  cartridges. 

'J.'ho  prisms  were  pressed  from  a  moderately 
large-grained  powder  granulated  from  press- 
cake  freed  from  dust  in  the  ordinary  ^vay,  but 
not  glazed,  and  finally  dried  and  blended.  The 
increased  density  of  the  powder  due  to  the  com- 
pression delayed  the  burning  and  reduced  the 
initial  pressure  in  the  gun. 

Brown  or  cocoa  gunpowder.  The  intro- 
duction of  this  powder  was  a  great  innovation 
in  powder  making,  as  it  greatly  improved  the 
shooting  of  big  guns  and  allowed  the  use  of  guns 
of  still  larger  calibre  than  even  the  black  pris- 
matic po\\der.  It  ^^'as  composed  of  79  p.c. 
nitre,  3  p.c.  sulj^hur,  and  18  p.c.  charcoal  per 
100  of  dry  powder,  and  contained  ordinarily 
about  2  p.c.  moisture.  The  '  charcoal '  also  was 
a  very  lightly  baked  material,  the  percentage  of 
carbon  contained  in  it  being  but  little  liigher 
than  that  in  the  (dry)  wood  or  straw  from  which 
it  was  made. 

This  powder  was  usedfor  heavy  breech-loadmg 
guns  in  the  form  of  hexagonal  prisms,  having 
the  same  dimensions  as  the  black  prismatic 
powder.  The  rate  of  ignition  and  of  combus- 
tion of  the  brown  prismatic  powder  was  slower 
than  that  of  the  black,  and  for  equal  muzzle 
velocities  of  the  projectile  it  produced  less 
pressure  in  the  powder-chamber  of  the  gun  than 
black  powder,  and  gave  a  thinner  smoke  than 
the  latter. 

Bro^vn  or  cocoa  powder  gives  on  explosion  a 
greater  quantity  of  heat  and  a  smaller  volume 
of  permanent  gases  than  does  an  equal  weight 
of  black  gunpowder  ;  but  the  larger  amount  of 
water  vapour  in  the  products  of  explosion  of 
brown  powder  have  an  important  influence  in 
lowering  temperature.  The  products  of  ex- 
plosion of  brown  powder  undergo  considerable 
dissociation  at  first,  thus  lowering  the  initial 
pressure  in  the  gun,  and  subsequent  recombina- 
tion, and  so  giving  sustained  pressures  as  the 
projectile  moves  along  the  bore.  Th(!  more 
gradual  development  of  the  pressure  and  the 
reduction  of  the  maximum  pressure  increased 
the  life  of  the  gun  and  rendered  the  use  of 
lighter  guns  possible. 

Sporting    powder.    Considerable  quantities 
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of  black  gimpowclcr  arc  still  used  for  sporting- 
purposes.  The  proportions  of  the  ingredients 
vai'y  slightly  from  those  used  for  military 
powders,  in  order  to  jirodiioe  llie  desirable 
qualities  of  quick  ignil  ion  and  coml>ustion.  The 
ease  of  ignition  of  a  black  powder  does  not  vary 
much  with  the  composition,  but  an  excess  of 
charcoal  quickens,  whilst  an  excess  of  nitre 
slackens,  the  rate  of  combustion.  To  increase 
the  rapidity  of  comljustion,  a  slack-burnt  or 
rod  charcoal  is  usually  used  instead  of  black. 
The  com]iosition  of  the  sporting  powder  of 
several  countries  is  given  in  the  following 
table  : — 

Composition  of  Black  Pou'der  tised  for  Sporting 
Purposes. 


England 

Franco 

Germany 

Austria-Hungar3' 

Switzerland 


Potassium 
nitrate 

Sulphur 

Charcoal 

75-0 

10-0 

16-0 

78-0 

10-0 

12-0 

78-0 

10-0 

12-0 

76-0 

9-5 

14-5 

78-0 

9-0 

13-0 

The  powders  are  of  high  grade  and  carefully 
made  by  processes  jiractically  identical  with 
those  used  in  the  manufacture  of  military 
powders.  Occasionally  there  are  modifications, 
such,  for  instance,  as  the  use  of  drums  instead  of 
mills  for  powdering  and  mixing  the  ingredients, 
because  the  charge  can  be  less  moist  and  the 
mixing  more  rapicl,  so  that  better  incorporation 
results  in  a  given  time,  wth  resultant  greater 
regularity  in  shooting. 

Mining  and  blasting  powder.  The  chief  re- 
quirenu'nts  of  blasting  powder  are  that  it  should 
be  cheap  and  develop  as  large  as  possible  a 
quantity  of  gas  at  a  high  temperature.  The 
usual  composition  of  blasting  powders  in 
various  countries  is  ; — 

Composition  of  Black  Powder  used  for  Mining 
and  Blasting  Purposes. 


Potassium 
nitrate 

Sulphur 

Charcoal 

England 

75-0 

10-0 

15-0 

France 

72-0 

13-0 

15-0 

tJermany 

70-0 

14-0 

16-0 

Austria-Hungary . 

60-0 

18-5 

21-5 

Italy 

70-0 

18-0 

12-0 

Russia 

08-6 

16-7 

16-7 

These  proportions  are  by  no  means  rigidly 
adhered  to.  Thus,  in  England,  blasting  powders 
varying  from  the  above  proportions  to — potas- 
sium nitrate  65,  sulphur  20,  charcoal  15, — are 
made.  Other  compositions  especially  made  for 
use  in  fiery  mines  will  be  mentioned  later  under 
'  Black  powder  safety  explosives.' 

Blasting  powder  is  a  large-grained  powder, 
sometimes  coated  with  graphite,  compressc(l 
into  cartridges  by  means  of  a  hydraulic  press. 
As  will  bo  mentioned  further  on,  while  the 
mining  powder  :v'ith  low  nitre  and  high  sulphur 
gives  on  explosion  a  larger  volume  of  permanent 
gases,  it  gives  a  much  smaller  quantity  of  heat 
than  black  gunpowder. 

Fuse  powder.  A  gunpowder  of  special 
quality  and  constant  composition  is  now  manu- 


factured for  use  in  '  safety  '  and  other  fuses. 
Formerly,  sittings  from  mining  powder  \voto. 
frequently  used,  but  this  caused  unevenness  in 
burning  and  was  frequently  the  cause  of  accidenl  s 
lIu'OTigh  '  hang-fii'es.'  It  is  a  mealed  powder; 
thatis,of  very  line  granulation,  but  free  fromdust. 

Properties  and  ^^^oducis  of  explosion. — The 
'  density '  (as  determined  by  Bianclii's  densi- 
meter) of  the  different  kinds  of  gunpowder 
mentioned  ranges  from  about  1-67  in  the  ease  of 
R.L.G-  to  about  1-87  in  the  case  of  brown 
prismatic  powder.  Increase  of  density  of  a 
gunpowder  causes  its  slower  combustion,  and 
(imder  comparable  circumstances)  diminishes 
the  muzzle  velocity  of  the  projectile  and  the 
pressure  in  the  gun. 

Increase  of  the  amount  of  moisture  in  a  gun- 
powder causes  diminished  temperature  of  the  pro- 
ducts of  explosion,  and  lessens  the  muzzle  velocity 
of  the  projectile  and  the  pressure  in  the  gun. 

Black  gunpowder  can  be  ignited  by  a  blow 
or  by  an  increase  of  temperature  :  it  explodes 
at  alsout  300°.  The  exploding  temperature  was 
taken  by  heating  smaU  grains  of  the  gunpowder 
buried  in  the  sand  of  a  small  deei:)  sand-bath,  in 
which  the  bulb  of  a  Geissler  pressure  mercurial 
thermometer  was  immersed.  Black  prismatic 
gun]Jowder  inflamed  at  about  290°,  brown 
prismatic  at  304°.  At  a  temjjerature  slightly 
above  100°  the  sulphur  can  be  completely 
volatilised  out  of  the  powder  without  inflamm.a- 
tion  taking  place.  Violette  determined  the 
ignition-point  by  projecting  the  j)owder  on  to 
molten  tin  kept  at  different  temperatures.  He 
found  that  all  classes  of  gunpowder  after 
powdering  tired  at  from  265°  to  270°,  and  that 
the  firing-point  depends  but  little  on  the  com- 
position, but  that  the  size  and  shape  of  the  grain 
and  the  perfection  of  the  incorporation  affected 
the  results  ;  thus,  blasting  powder  in  grains  fired 
at  270°  and  extra  fine  sporting  powder  at  320°. 

The  ignition  of  gunpowder  is  more  difficult 
and  the  rate  of  combustion  diminishes  \\'ith 
diminished  atmospheric  pressure.  In  an  atmo- 
sphere maintained  at  a  pressure  of  about  0-5 
inch  mercury,  gunpowder  is  not  exploded  by 
contact  with  a  platinum  wire  heated  to  redness 
by  an  electric  current  ;  the  grains  in  contact 
with  the  wire  fuse,  and,  if  the  passage  of  the 
current  be  maintained,  burn  slowly  ■without 
causing  the  explosion  of  the  remainder.  Under 
the  high  pressures  produced  in  a  gun  when  fired, 
the  velocity  of  combustion  of  gunpowder  very 
rapidly  increases. 

The  products  of  the  combustion  of  gun- 
powder have  been  examined  by  several  chemists, 
of  whom  (!ay-Lussac  (1823),  Chevreul  (1825), 
Bunsen  and  Schischkofi  (1857),  Karolyi  (1863), 
Federow  (1868),  Noble  and  Abel  (1875-80),  may 
be  more  particularly  mentioned. 

The  investigation  of  the  subject  by  Noble 
and  Abel  is  much  more  complete  than  the 
others,  and  some  of  their  results  will  be  briefly 
mentioned. 

The  quantit!/  of  heat  evolved  by  the  exi)lo- 
sion  of  gunpowder  \\'as  determined  by  firing  10 
to  26  grams  of  gunpowder  in  strong  steel  ex- 
plosion vessels  of  32  and  119  c.c.  capacity 
respectively,  the  explosion  vessels  being  sur- 
rounded by  water  in  a  calorimeter  of  the  usual  kind. 

The  volume  of  permanent  gases  produced 
^\'as  determined  by  exploding  in  closed  steel 
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vessels,  having  an  internal  capacity  of  about 
one  litre,  quantities  of  gunpowder  varying  in 
weight  from  about  100  to  800  grams.  The 
vessels  retained  the  whole  of  the  xuoducts  of 
explosion,  and  were  provided  \vith  an  arrange- 
ment by  which  the  gases  could  be  allowed  to 
escape,  and  could  be  collected  or  measured.  The 
pressure  in  the  vessels  was  measured  by  means 
of  the  usual  crusher-gauge  (piston  acting  on, 
and  compressing,  a  small  copper  cylmder)  con- 
tained in  a  plug  screwed  into  the  vessel. 


The  pressures  in  the  explosion  vessels  varied 

with  the  density  of  charge  (volume  of  powder \ 
°  \ capacity  of  vessel/ 
With  a  density  of  charge  of  0-3,  the  pressure 
observed  was  about  5  tons  per  square  inch  ;  vnth 
0-7  density,  the  pressure  was  about  20  tons ;  mth 
density  1,  the  pressure  was  about  42  tons ;  and 
with  density  1-2,  the  pressure  was  about  56  tons. 

The  powders  experimented  with  had  the  fol- 
lowing percentage  composition  ;  the  first  three 
were  of  Waltham  Abbey  make  ; — 


Nature  of  powder 

Potassium 
nitrate 

Potassimn 
sulphate 

Potassium 
chloride 

Sulphur 

Carbon 

Hydrogen 

Oxygen 

Ash 

Water 

Pebble  powder 

74-67 

0-09 

10-07 

12-12 

0-42 

1-45 

0-23 

0-95 

Rifled      large-grain  \ 
R.L.G.       .       .  j 

74-43 

0-13 

10-09 

12-40 

0-40 

1-27 

0-22 

1-06 

Fine-grain 

73-55 

0-36 

10-02 

11-36 

0-49 

2-57 

0-17 

1-48 

Sporting  powder 
Mining  powder 
Spanish  spherical^ 
powder      .        .  / 
Cocoa  powder 

74-40 

0-29 

trace 

10-37 

10-66 

0-52 

2-29 

0-31 

M7 

61-66 

0-12 

0-14 

15-06 

17-93 

0-66 

2-23 

0-59 

1-61 

75-30 

0-27 

0-02 

12-42 

8-65 

0-38 

1-68 

0-63 

0-65 

78-83 

2-04 

Charcoal 

17-80 

1-33 

The  composition  of  the  solid  and  gaseous  I  of  9  experiments  with  density  of  charge  from 
products  of  the  explosion  of  these  gunpowders  is  0-1  to  0-9  ;  the  sporting  and  mining  powders 
given  in  the  following  table  ;  the  numbers  had  density  of  charge  0-3,  the  Spanish  sphe- 
givon  for  the  first  three  powders  are  the  means  |  rical,  0-7 : — 


Percentage  Composition  by  Volttmb  oir  the  Dry  Permanent  Gases. 


Pebble 

R.L.G. 

Fine-grain 

Sporting 

Mining 

Spanish 
spherical 

Cocoa 

Carbon  dioxide 

48-95 

49-29 

50-62 

50-22 

32-15 

53-34 

51-30 

,,  monoxide 
Nitrogen 

13-63 

12-47 

10-47 

7-52 

33-75 

4-62 

3-42 

32-10 

32-91 

33-20 

34-46 

19-03 

37-80 

41-71 

Hydrogen  sulphide 

2-60 

2-65 

2-48 

2-08 

7-10 

2-74 

Methane 

0-31 

0-43 

0-19 

2-46 

2-73 

0-31 

Hydrogen  . 

2-35 

2-19 

2-96 

3-26 

5-24 

1-29 

3-26 

Oxygen 

.  0-06 

0-08 

0-21 

Percentage  Composition  by  Weight  of  the  Dry  Solid  Residue. 


Pebble 

R.L.G. 

rine- 
grain 

Sporting 

Mining 

Spanish 
spherical 

Cocoa 

Potassium  carbonate 

,,  sulphate 

,,       monosulphide  . 

Sulphur '       .        .        .  . 

Potassium  thiocyanate  . 
„        nitrate  . 

Ammonium  sesqui-carbonate 

Charcoal  .... 

59-26 

12-93 
18-98 
8-08 
0-25 
0-24 
0-10 
0-16 

61-05 

15-10 
14-46 
8-74 
0-22 
0-27 
0-08 
0-08 

51-88 

22-71 
18-16 
6-90 
0-13 
0-17 
0-05 

59-10 

21-65 
12-42 
6-45 

0-29 
0-09 

41-36 

0-59 
37-10 
14-11 

2-95 

0-  09 

1-  78 

2-  02 

35-66 

48-55 
7-72 
7-04 
0-04 
0-95 
0-04 

KHCO3  13-55 
K.,C03  64-12 
"  22-33 
none 

trace 
trace 

The  cocoa  powder  gives  a  completely  oxi- 
dised saline  residue,  and  the  proportion  of  in- 
completely oxidised  gases  is  smaller  with  this 
powder  than  with  the  others. 

The  quantity  of  heat  (in  gram-degree 
units),  and  the  volume  (at  0°  and  760  mm.) 
of  the  permanent  gases,  per  1  gram  of  dry 
powder,  were  found  by  Noble  and  Abel  to 
be  :— 

'  Present  in  the  residue  as  higher  sulphide  of 
potassium. 


Units  of  heat 

Cubic  centimetres 
Permanent  gases 

Cocoa 

837-0 

1980 

Spanish  spherical 

767-3 

234-2 

Sporting  . 

764-4 

241-0 

Fine-grain 

738-3 

263-1 

R.L.G. 

725-7 

274-2 

Pebble 

721-4 

278-3 

Mining 

516-8 

360-3 
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It  will  be  seen  that  the  order  of  decrease 
of  units  of  heat  is  that  of  increase  of  volume 
of  permanent  gases ;  and  Noble  and  Abel 
observed  that  the  products  of  heat-units  by  gas 
volume  do  not  differ  greatly  from  a  constant 
value,  that  this  points  to  the  conclusion  that  the 
pressures  at  any  given  density  of  charge,  and 
the  power  of  doing  work  of  the  various  powders, 
are  not  very  materially  different, — a  conclusion 
verified  by  experiment  for  the  three  Waltham 
Abbey  powders,  and  in  a  less  degree  also  for  the 
other  powders.  The  total  potential  energy  of 
gunpowder  they  estimated  at  about  340,000  Itilo- 
gram-metres  per  1  kgm.  of  jiowder,  or  a  little 
under  600  foot-tons  per  1  lb.  This  calculation 
supj)oses  the  infinite  expansion  of  the  products 
of  combustion,  but  they  estimated  the  actual 
energy  of  gunpowder  realised  by  modern  guns 
as  varying  from  about  one-tenth  to  one-fifth  of 
the  total  theoretical  effect. 

The  temperature  produced  by  the  explosion 
of  gunpowder  they  estimated  at  about  2,100°  in 
the  case  of  the  pebble  or  R.L.G.  jjowder,  at 
about  2,200°  in  that  of  the  Spanish  peUet 
powder  (Noble  and  Abel,  Trans.  Roy.  Soc. 
1875,  1880  ;  Noble,  Heat-Action  of  ExiJosives  : 
a  Lecture  to  Inst.  Civil  Eng.  1884). 

Debus,  in  1882,  first  showed  that  potassium 
disulphide  is  a  product  of  the  combustion  of 
l)laek  jjowder.  He  considered  that  the  combus- 
tion takes  place  in  two  stages,  at  first  an  oxida- 
tion, with  the  formation  of  potassium  sulphate 
and  carbonate,  carbonic  acid  gas,  free  nitrogen, 
and,  perhaps,  carbonic  oxide  ;  and,  secondly,  a 
reduction  in  which  free  carbon  and  sulphur 
reduced  the  potassium  sulphate  and  carbonate. 

Debus  also  showed  that  from  the  percentage 
composition  of  the  powders  fired  and  the  products 
of  combustion,  the  combustion  of  the  powder, 
as  an  end  result,  could  be  represented  in  the 
form  of  an  ordinary  equation,  from  which  the 
theoretical  wovk  obtainable  from  the  powder 
can  be  calculated  (Debus,  Annalen,  vols.  212, 
213,  265,  and  268). 

Examination  of  gunpowder. — The  powder, 
examined  by  the  eye,  should  have  a  perfectly 
uniform  colour,  depending  on  its  composition 
and  a  proper  amount  of  glaze.  Small  white 
specks  on  the  surface  of  the  grains  indicate  that 
the  nitre  has  effloresced  during  drying.  The 
grains  must  be  compact,  not  flat,  in  shape  ;  and 
their  size  must  be  uniform,  as  tested  by  sifting; 
and  free  from  dust,  as  shown  by  the  powder 
leaving  no  mark  on  running  it  over  a  sheet  of 
paper.  The  grains  must  be  hard  and  crisp, 
as  judged  by  crushing  in  the  hand.  The 
thoroughness  of  the  incorporation  is  tested  by 
'  Hashing  '  a  small  measuretl  quantity  of  the 
powder  on  a  porcelain  tile  by  means  of  a  hot 
wire.  The  '  flash  '  should  show  but  few  sparks, 
and  there  should  be  no  residual  solid  matter. 

By  the  density,  or  real  density,  of  a  powder  is 
understood  the  specific  gravity  of  the  grains  or 
prisms,  including  the  air  contained  in  their 
pores.  It  is  usually  determined  by  the  Bianchi 
densimeter.  100  grams  of  the  sample,  crushed, 
if  necessary,  but  free  from  dust,  are  weighed  out 
and  transfen-ed  to  the  globe  of  the  densimeter. 
This  removable  glass  globe  is  fitted  with  stop- 
cocks above  and  below ,  the  upper  is  attached  to 
an  air  pump,  the  lo\\'cr  connected  by  means  of  a 
tube  wth  a  vessel  of  mercury,  the  density  of 


1  which  is  laiown,  at  the  temperature,  usually 
:  60°r.  or  70°F.,  to  which  it  is  adjusted.  The 
lower  stopcock  is  closed,  the  globe  exhausted, 
the  stopcock  opened,  and  the  mercury  then 
allowed  to  rise  to  the  height  which  the  atmosphere 
will  support,  the  lower  stojjcock  closed  again, 
and  the  up^ier  part  of  the  apparatus  opened  to 
the  air  by  means  of  the  aLr-j)ump  gauge  stopcock. 
The  operations  are  repeated,  the  mercury 
surrounding  the  powder  grains  bemg  thus 
subjected  to  two  atmospheres  pressure.  The 
globe  is  then  closed,  unscrewed,  and  weighed. 
Then  if  S  =  density  of  mercury  at  temperature 
of  (.letcrmination,  W  =  weight  of  globe  filled 
with  mercury,  and  =  weight  of  globe  filled 
with  powder  and  mercury ;  density  of  saruple 

~(W-Wi)  +  100' 

Hygrometric  test. — All  kinds  of  black  powder 
are  liable  to  absorb  more  or  less  moisture  from 
the  air,  depending  on  the  quality  of  their  charcoal 
and  saltpetre.  The  tendency  any  powder  has 
to  absorb  moisture  is  determined  by  exposhig 
it  for  a  given  time — 24  hours  for  the  smalk^r 
powders — in  a  specially  insulated  box  at  a  recorded 
temperature,  to  air  saturated  with  moisture, 
from  a  saturated  solution  of  saltpetre.  The 
increase  in  the  weight  of  the  powder,  added  to 
its  previous  moisture  content,  is  taken  as  a 
measure  of  its  '  hygrometric  quality.'  The 
results  are,  however,  not  very  reliable. 

Analysis. — Moisture  is  determined  by  loss, 
on  the  coarsely  powdered  sample,  after  1  hour 
at  70°,  or  j)referabl3'  by  esi30sure  over  sulphuric 
acid  until  of  constant  weight. 

The  nitre  is  determined  by  extraction  with 
warm  water,  filtering,  and  evaporating  the 
solution  in  a  platinum  dish.  The  final  washings 
should  be  kej)t  separate,  as  the  charcoal  has  a 
tendency  to  come  through  the  filter,  evai^orated 
to  dryness  and  again  extracted,  when  tlio 
filtrate  is  clear  and  is  added  to  the  bulk.  The 
nitre  is  dried  at  280°,  cooled  and  weighed. 

The  sulphur  is  estiTuated  by  heating  1  gram 
of  powder  in  a  beaker  with  strong  nitric  acid 
until  the  action  moderates,  cooling  a  little, 
adduig  a  little  potassium  chlorate  to  complete 
the  oxidation,  and  evaporating  to  dryness.  The 
residue  is  treated  \vith  strong  liydrochloric  acid, 
and  again  evaporated  to  dryness.  The  residue 
is  taken  up  with  water  (any  insoluble  matter, 
grit  and  graphite,  being  filtered  off'  and  weighed), 
and  the  solution  precipitated  A\  ith  barium  chlo- 
ride, &c.,  as  usual. 

The  charcoal. — The  nitre  is  removetl  from 
the  gmipowder  by  treatment  with  \vater,  the 
charcoal  and  sulplnu'  filtered  off,  dried,  powdered, 
and  treated  with  carbon  disulphide  to  remove 
sulphur.  The  ch'ied  charcoal  still  retains  a 
small  quantity  of  sulphur,  which  is  estimated 
by  the  method  given  above,  after  the  charcoal 
has  been  dried  in  hydrogen  in  the  same  manner 
as  for  a  combustion.  The  weight  of  suljihur  is, 
of  course,  deducted  from  the  weight  of  charcoal 
used  for  the  combustion.  About  0-5  gram  of 
charcoal  is  taken  for  combustion  ;  it  is  dried 
(in  the  boat  in  which  it  is  to  be  burnt)  by  heating 
for  15  minutes  to  170°,  in  the  case  of  a  black 
charcoal,  in  a  current  of  hydrogen.  The 
charcoal  is  allowetl  to  cool  in  the  current  of 
hydrogen,  and  is  transferred  to  an  air-pump 
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I'eceiver,  whicli  is  then  exhaustod.  The  boat 
with  the  charcoal  is  weighed  in  a  closed  tube. 
The  combustion  is  made  in  oxygen,  a  length 
of  granulated  copper  oxide,  maintained  at  a 
red  heat,  being  in  front  of  the  boat  ;  and  in 
front  of  the  oxide  ^f  copper  is  a  shorter  length 
of  lead  chromate,  heated  to  very  low  redness 
to  absorb  SO,  or  SO, :  in  other  respects,  the 
combustion  is  made  as  usual. 

Other  Potassium  Nitrate  Mixtures. 

Sulphwiicss  gmrpowdcr  of  various  composi- 
tions has  frequently  been  tried  for  special 
purposes,  but  wthout  much  success.  Sulphur 
renders  a  powder  easy  of  ignition  and  increases 
its  rate  of  burning,  and  its  inclusion  is  practically 
essential.  Sulphurless  powder,  moreover,  has  a 
tendency  to  crumble  to  dust  on  storage  or 
handling. 

Antimony  sulphide  has  been  proposed  as  a 
substitute  for  sulphur  in  black  powder,  but  it  is 
onlj'  in  certain  detonating  compositions  that  it 
is  actually  iised. 

Many  combustible  substances,  amongst 
others  coal,  coke,  peat,  sawdust,  bark,  bran, 
tan,  sugar,  starch,  dextrin,  gum,  hydrocarbons 
such  as  paraflKn  and  naphthalene,  f erro-  and  ferri- 
cj'anides  of  potassium,  tartaric  acid,  Rochelle 
salt,  sodium  acetate,  &c.,  have  been  projjosed 
and  patented  as  substitutes  for  all  or  part  of 
the  charcoal  in  nitrate  mixtures.  Many  of 
these  substances  are  substituted  in  order  to 
reduce  the  amount  of  smoke.  They  almost 
invariably  reduce  the  inflammability  of  the 
po\\der,  slacken  its  combustion,  and  leave  a 
larger  amount  of  residue,  but  frequently  give  off 
larger  quantities  of  gas.  These  mixtures  were 
suggested  principally  as  blasting  explosives, 
and  many  were  authorised  for  manufacture  in 
this  country,  but  at  the  present  time  their  use 
is  practically  confined  to  the  Continent. 

A  few  of  these  explosives  will  suffice  : 

Fortis  was  a  mixture  of  nitre,  tan,  and 
sulphur,  with  small  quantities  of  iron  sulphate 
and  glycerol,  and  it  was  claimed  that  nitro- 
glycerin was  produced  during  exidosion  in  a 
blast  hole,  with  consequent  increase  of  power. 

Carhonite,  as  introduced  by  HeUhoff  of 
Berlin,  was  a  mixture  of  nitrobenzene,  potassium 
nitrate,  sulphur,  and  lueselguhr ;  said  to  be 
plastic  enough  to  fill  a  bore  hole,  to  be  non- 
explosive  by  blows,  when  inflamed  to  burn 
away  quietly  without  explosion,  and  when 
detonated  to  have  the  same  explosive  force  as 
kieselguhr  dynamite.  It  has  been  used  in 
coal-mines  m  German^',  but  modem  earbonites 
contain  nitroglycerin,  and  are  mentioned  under 
'  Dynamites.' 

Carhoazotine  was  a  mixture  of  nitre,  lamp- 
black, sawdust,  and  sulphur,  with  a  little  iron 
sulphate.  This  explosive  required  compression 
into  cartridges  before  it  would  explode. 

Petrolite,  as  manufactured  in  Hungary,  is  a 
mixture  of  nitre,  wood  pulp,  coke-dust,  and 
sulphur. 

Jahnite,  as  made  in  Austria,  is  a  mixture  of 
nitre,  lignite  coal,  and  sulphur,  with  very  small 
quantities  of  picric  acid,  potassium  chlorate,  and 
calcined  soda. 

Amidogene,  a  similar  mixture  to  the  last, 
contained  nitre,  charcoal,  bran,  or  starch,  and 
sulphur,  with  a  little  magnesium  sulphate.  This 


powder  had  a  very  slow  rate  of  combustion,  but 
developed  large  quantities  of  gas.    It  was  used 
on  a  large  scale  for  blasting  operations  at  the 
Iron  Gates  on  the  Danube,  and  in  coal-mines. 
Black  Powder  Safety  Explosives. 

Ordinary  black  gunpowder  is  unsuitable  as  a 
blastmg  agent  for  use  in  fiery  mines,  and  its  use 
is  everywhere  prohibited  for  this  purpose.  Many 
modifications  of  gunpowder  have  been  tried, 
and  several  mixtures  have  been  manufactured 
■which  were  able  to  pass  the  official  tests.  A  few 
of  these  mixtures  are  : — 

Argus  potvder,  which  contained  81  ]).c. 
IJotassium  nitrate,  18'5  p.c.  charcoal,  containing 
30  p.c.  of  volatile  matter,  and  0-5  p.c.  suli)hur. 

Earthquahe  jwwder,  which  contained  70  p.c. 
nitre,  and  21  p.c.  charcoal,  containing  50  ii.c. 
volatile  matter. 

Elephant-brand  powders,  \\'hich  had  the  com- 
position of  ordinary  gunjiowder,  but  No.  1  was 
fired  with  6  inches  of  ammonium  oxalate,  and 
No.  2  vidth  6  inches  of  sodium  bicarbonate,  in 
front  of  the  cartridge. 

Oxalate  blasting  powder,  which  was  composed 
of  71  p.c.  nitre,  14  p.c.  charcoal,  and  15  p.c. 
ammonium  oxalate. 

All  these  explosives  were  subsequently 
removed  from  the  '  permitted  '  list. 

Bobbinite,  manufactured  by  Curtis  and 
Harvey,  is  still  on  the  '  permitted  '  list,  and  was 
the  most  extensively  used  of  all  safety  explosives 
in  this  country  in  1909.  It  is  really  a  high-grade 
gunpowder,  containing  but  little  sulphur,  with 
added  ingredients  to  increase  the  safety.  As 
originally  made,  it  consisted  of  64  p.c.  nitre, 
2  p.c.  sulphur,  and  19  p.c.  charcoal,  with  15  p.c. 
of  a  mixture  of  ammonium  sulphate  and  copper 
sulphate.  In  a  later  composition  the  mixture 
of  ammonium  and  copper  sulj^hates  was  replaced 
by  8  p.c.  of  starch  and  3  p.c.  of  paraffin  wax, 
the  other  ingredients  being  correspondingly 
increased.  The  mixture  is  comjiressed  into 
jjcllets,  which  are  coated  ■with  paraffin  wax. 

Bobbinite  is  safe  to  handle,  and  is  fired 
without  detonators ;  it  is  slow  burning,  and  does 
not  break  up  the  coal  so  much  as  most  safety 
explosives.  A  Home  Office  Committee  was 
appointed  in  1906  to  investigate  the  alleged 
danger  of  '  bobbinite  '  in  fiery  mines,  but  it 
concluded  that  these  fears  were  groundless, 
and  the  manufacture  and  use  of  the  explosive 
was  still  permitted.  The  committee  also  con- 
cluded that  the  damage  ■with  '  bobbinite,'  as 
with  other  explosives,  was  greater  when  the 
shots  were  not  efficiently  stemmed. 

Sodium  Nitrate  Mixtures. 

Sodium  nitrate  has  a  higher  percentage  of 
available  oxygen  than  potassium  nitrate,  and  is 
also  cheaper,  but  its  hygroscopicity  is  a  gieat 
drawback  to  its  use  in  powders  intended  for 
keeping  a  long  time.  In  dry  climates  the  sodium 
nitrate  powders,  made  as  required  for  constirnp- 
tion,  have  been  used,  as  they  effect  a  saving,  and 
are  more  powerful  than  the  corres^Jonding  nitre 
mixtures.  A  sodium  nitrate  mining  powder  was 
used,  for  instance,  on  a  large  scale  and  with 
considerable  economy  in  the  Suez  Canal  works ; 
but  such  mixtures  are  no  longer  manufactured, 
cxcejjt  in  Austria-Hungary. 

T'he  rcplaceineiit  of  tlie  potassium  nitrate  of 
black  gunpowder  by  an  equivalent  (iiiantil y  of 
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sodium  nitrate  would  give,  accordiug  to  Berthe-  i 
lot's  calculation,  if  the  chemical  reactions  were 
exactly  the  same  in  the  two  cases,  a  slightly 
greater  quantity  ol'  heat  and  a  larger  volume  of 
gases. 

Mixtures  containing  sodium  nitrate  do  not 
ignite  so  readily,  and  burn  more  slowly  than 
those  containing  the  potassium  salt. 

The  hygroscopic  properties  of  sodium  nitrate 
are  chiefly  due  to  traces  of  nitrates  and  chlorides 
of  calcium  and  magnesium,  which  it  is  imi)ossible 
to  eliminate  on  a  commercial  scale  ;  chemically 
pure  sodium  nitrate  being  only  slightly  delique- 
scent. In  recent  years,  it  has  been  proposed  to 
add  a  small  quantity  of  oil,  or  liquid,  or  molten 
solid  hydrocarbon,  to  sodium  nitrate  explosives, 
in  order  to  coat  the  particles  of  nitrate,  and  so 
prevent  the  absorption  of  moisture. 

Sodium  nitrate  has  been  used,  or  proposed, 
in  mining  powders,  either  alone  or  in  partial 
substitution  of  the  potassium  nitrate,  with 
practically  all  the  numerous  combustible  sub- 
stances given  under  '  other  potassium  nitrate 
mixtures.'  For  example,  one  of  the  early  forms 
of  '  carbonifc,'  made  by  Schmidt  and  Bichel  of 
Schlebusch,  consisted  of  9-10  parts  of  sodium 
nitrate,  1  part  of  sulphiu'ctted  tar  oil,  and  O-S 
part  of  nitrocumene. 

Barium  Nitrate  Mixtures. 

Barium  nitrate  contains  a  smaller  jjercentage 
of  available  oxygen  than  potassium  nitrate,  but. 
owing  to  its  higher  siJecitic  gravity,  it  contains 
more  oxygen,  bulk  for  bulk,  than  the  latter  salt, 
and  from  this  point  of  view  should  be  more 
valuable  in  disruptive  explosives.  It  also  has 
the  advantage  that  it  is  the  least  hygroscopic  of 
aU  the  nitrates  used  in  exjilosives,  but  its  higher 
price  is  against  its  use.  Explosives  containing 
it  have  a  higher  ignition-]K)int  and  are  slower 
burning  than  those  containing  potassium  nitrate. 

Barium  nitrate,  mixed  \\'ith  gunpowder,  was 
used  at  one  time  in  Prussia  for  heavy  guns,  and 
a  black  powder  containing  barium  nitrate, 
sulphur,  and  charcoal  was  also  used.  W_ynants, 
in  Belgium,  introduced  a  gun]iowder  for  military 
purposes,  in  which  nitre  was  partially  or  wholly 
replaced  by  barium  nitrate,  the  grains  being 
dusted  over  with  gunpowder  to  increase  the 
inflammability.  It  was  found  to  be  unsuitable 
for  small  arms  on  account  of  its  slow  combus- 
tion, and  for  cannon  because  of  its  '  fouling,' 
and  was  only  used  as  a  blasting  powder. 

Barium  nitrate  is  chiefly  used  as  a  constituent 
in  some  modern  military  and  sporting  smokeless 
powders,  but  is  occasionally  suggested  as  the 
oxidising  agent  in  blasting  powders,  for  example, 
Easton  (Eng.  Pat.  18551,  1909)  proposed  a 
mixture  of  barium  idtrate,  trinitrotoluene,  and 
aluminium  powder  for  this  purpose ;  and 
BuiTows  (U.S.  Pat.  968919,  1910)  specifies  a 
mixture  of  32  parts  liarium  nitrate,  10  parts  of 
toluene,  and  8  parts  of  aluminium,  with  or 
without  the  addition  of  charcoal  and  paraffin 
wax. 

Ammonium  Nitrate  Mixtures. 

Sprengel,  in  1873,  showed  that  a  mixture 
»f  ammonium  nitrate  and  lampblack  or  charcoal, 
mixed  with  ordinary  s])orting  powtler,  when 
fired  in  a  rifle,  caused  a  considerable  increase  in 
the  initial  velocity  of  the  buUet,  as  compared 
\dth  the  velocity  imparted  by  the  same  weight 


of  siJorting  jiowder  (Cheni.  Sue.  Proc.  1873,  805). 
Ammonium  nitrate,  although  containing  00  p.c. 
oxygen,  having  a.  coinbustible  base,  has  only 
20  p.c.  oxygen  available  for  the  oxidation 
of  other  substances  :  NH4N03=N2  +  2H20  +  0  ; 
whilst  potassium  nitrate  has  39-6  p.c.  available 
oxygen,  supposing  KoO  to  be  formed.  Am- 
monium nitrate  melts  at  about  100°,  and 
begins  to  <lecompose  at  200°,  undergoing 
what  is  practically  an  internal  combustion.  If 
heated  suddenly  to  a  high  temperature,  as  by 
projecting  it  on  a  red-hot  surface,  it  deflagrates 
violently,  and  De  Bruyn,  in  1891,  showed  that 
it  can  bo  detonated  by  the  use  of  a  sufficiently 
powerfid  detonator.  The  great  tlrawback  to 
the  use  of  ammonium  nitrate  in  explosive  mix- 
tures is  that  it  is  extremely  hygroscopic. 

An  explosive  powder  for  use  in  guns  ami  for 
blasting  purposes,  patented  by  Gaens  in  1885, 
and  termed  amide  powder,  is  a  mixture  of 
ammonium  and  potassium  nitrates  mth  char- 
coal. The  constituents  were  used  in  such 
])roportions  as  to  give,  on  ignition,  potassamide 
KHjN,  in  accordance  with  the  equation  : 
KNOj-f  NH^NOa-f  3C  =  KH„N -I- HoO -l-CO  +  2CO2 -t- tiNo, 
according  to  A\'hich  the  powder  should  be  com- 
posed of  101  parts  by  weight  potassium  nitrate, 
80  parts  ammonium  nitrate,  and  40  parts  char- 
coal. The  potassamide  is  stated  to  be  volatile 
at  high  temperatures,  increasing  the  useful  eft'ect 
of  the  exjslosive,  and  burning  without  residue. 
It  is  claimed  further  for  the  amide  powder  that 
when  burned  it  leaves  very  little  residue,  and 
gives  much  less  smoke  than  ordinary  gunijowder. 

A  so-called  smokeless  powder,  known  as 
'  Hebler  powder,'  was  at  one  time  manufactured 
in  Switzerland,  and  consisted  of  a  mixture  of 
nitre,  ammonium  nitrate,  sulphur,  and  charcoal. 
It  was  practically  non-hygroscopic. 

Not  only  does  ammonium  nitrate  leave  no  solid 
residue  on  combustion,  but  its  use  in  explosives 
has  been  found  to  greatly  reduce  the  temperature 
of  explosion,  and  this  has  caused  it  to  be  very 
largely  employed  in  modern  so-called  '  safety 
explosives '  for  use  in  fiery  mines.  Nobel,  in 
1885,  patented  the  use  of  ammonium  nitrate 
alone  as  an  explosive,  but  it  has  been  found  that 
the  addition  of  some  combustible  substance,  not 
exjjlosive  in  itself,  is  necessary  to  form  an  efficient 
blasting  agent. 

These  explosives  are  used  with  thorougldy 
water-proofed  tappers,  treated  with  paraffin, 
ceresin,  and  resin,  crude  vaseluie,  petroleum 
products,  &c.,  and  the  particles  of  nitrate  are 
frequently  coated  with  similar  substances,  or 
with  the  other  constituents  of  the  mixture, 
from  solution  or  by  fusion,  so  as  to  render  them 
non-hygroscopic.  The  addition  to  ammonium 
nitrate  mixtures  of  several  substances,  such  as 
semi-solids  made  of  glue,  dextrin,  &c.,  aniline 
metallic  compounds,  such  as  aniline  copper 
sulphate,  kieselguhr,  &c.,  has  been  patented  to 
counteract  the  action  of  atmospheric  moisture, 
by  absorbing  any  moisture  originally  jsresent, 
or  subsequently  taken  up  on  storage,  and  so 
leavhig  the  explosive  constituents  in  a  dry  state. 

The  ammonium  nitrate  mixtures  are  non- 
sensitive  to  shock,  and  require  a  strong  detonator 
to  ensure  there  is  not  a  '  miss-fire,'  and  to  detonate 
them  completely  and  so  develo])  their  full  force. 
Many  of  these  mixtures  arc  extremely  difficidt 
to  ignite,  and  almost  impossible  to  keep  burning. 
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Le  Chatelici-  has  i3rof)osed  to  crystallise  a  little 
potassium  chlorate  with  the  ammonium  nitrate 
to  render  the  mixtures  more  sensitive.  Mere 
addition  of  the  chlorate  is  inadmissible  because 
of  the  great  danger  in  mixing,  and  the  action  of 
the  mixtures  is  also  somewhat  irregular  ;  the 
salts  being  isomorphous,  they  may  be  crystal- 
lised together  in  any  proportions,  and  these 
difficulties  overcome. 

The  following  are  some  of  the  more  important 
ammonium  nitrate  explosives,  containing  simple 
combustible  substances : — 

Cologne  Bottweil  contains  93  p.c.  ammonium 
nitrate,  4-9  p.c.  vegetable  oU,  1-2  p.c.  sulphur, 
and  0*9  p.c.  barium  nitrate.  This  explosive  is 
manufactured  in  this  country  under  the  name 
of  Pembrite. 

Dahmenite  at  one  time  consisted  of  a  mixture 
of  the  nitrates  of  potassium  and  ammonium 
with  naphthalene.  Dahmenite  A,  the  modern 
variation,  is  composed  of  91-3  p.c.  ammonium 
nitrate,  6-5  p.c.  naphthalene,  and  2-2  p.c. 
potassium  dichromate.  The  naphthalene  is 
melted  wth  the  nitrate,  so  as  to  coat  and 
waterproof  it. 

Wetter-dynammon,  an  Austrian  safety  ex- 
plosive, contains  94  p.c.  ammonium  nitrate, 
2  p.c.  potassium  nitrate,  and  4  p.c.  charcoal. 

Electronite,  a  '  permitted  '  safety  explosive 
made  by  Curtis  and  Harvey  at  Tonbridge,  is  a 
mixture  of  75  p.c.  ammonium  nitrate,  and  5  p.c. 
barium  nitrate  with  wood  meal  and  starch. 
The  products  of  detonation  are  chiefly  water, 
nitrogen,  and  a  little  carbon  dioxide,  and  the 
flame  is  of  too  low  a  temperature  to  fire  explosive 
gas  mixtures. 

Electronite  No.  2  consists  of  95  p.c.  of 
ammonium  nitrate  and  5  p.c.  of  wood  meal  and 
starch. 

Fractorite  contains  90  p.c.  ammonium 
nitrate,  4  p.c.  resin,  4  p.c.  dextrin,  and  2  p.c. 
potassium  dichromate. 

Progressite  contains  89-1  p.c.  ammonium 
nitrate,  4-7  p.c.  aniline  hydrochloride,  6  p.c. 
ammonium  sulphate,  and  0-2  p.c.  colouring 
matter. 

Romite,  a  Swedish  explosive  invented  by 
Sjoberg  (Stockholm,  Eng.  Pat.  11658,  1887), 
was  a  mixture  of  ammonium  nitrate  mixed 
with  a  solid  melted  hydrocarbon  (naphthalene, 
paraffin,  and  the  like)  gelatinised  with  a  liquid 
hydrocarbon  (such  as  paraffin  oil),  and  contains 
pure  or  similarly  gelatinised  potassium  chlorate. 
It  was  found  to  be  unsafe,  owing  to  the  inter- 
action between  the  nitrate  and  chlorate. 

Westfalite  is  made  by  the  Westphalisch- 
Aiihaltische  Sprengstoff-Actien-GeseUschaf t.  No. 
1  contains  95  p.c.  ammonium  nitrate  and  5  p.c. 
of  resin  or  gum-lac.  In  No.  2,  4  p.c.  of  the 
ammonium  nitrate  is  rejalaced  by  nitre ;  and  in 
Westfalite  improved,  3  p.c.  of  ammonium  nitrate 
is  replaced  by  potassium  dichromate.  The  ingre- 
dients are  ground  together  with  alcohol  or  other 
solvent  of  the  resin,  and  then  heated  to  drive 
out  the  solvent,  ground  further  and  compressed 
into  cartridges  by  a  special  shaking  machine. 

The  nitro  derivatives  of  the  aromatic  hydro- 
carbons, which,  as  a  rule,  are  not  in  themselves 
explosive,  form  powerful  explosives  when  mixed 
with  ammonium  nitrate. 

Amvis  is  a  mixture  of  90  p.c.  ammonium 
nitrate,  5  p.c.  wood  meal,  and  5  p.c.  of  chlorodi- 


nitrobenzene,  or  of  a  mixture  of  dinitrobeuzeuo 
and  chlorinated  naphthalene. 

Bellite,  invented  by  Lamb,  of  Stockholm, 
is  a  mixture  of  ammonium  nitrate  with  meta- 
dinitrobenzene.  No.  1  contains  16-5  p.c,  and 
No.  3,  7-5  p.c.  of  the  nitrohydrocarbon. 

The  mixture  is  heated  to  a  temperature  of 
between  50°  and  100°,  in  order  to  coat  the  particles 
of  the  nitrate  with,  the  fused  nitro  compound, 
and  compressed  into  cartridges  before  the 
mixture  is  cold.  In  earlier  mixtures,  other 
nitrates  were  used,  and  the  specification  men- 
tions other  nitrohydrocarbons.  Bellite  is  diffi- 
cult to  ignite,  and  ceases  to  burn  if  the  source  of 
heat  is  removed.  It  is  claimed  to  be  a  very 
powerful  and  safe  explosive  for  use  in  fiery  mines, 
and  can  only  be  fired  by  a  fulminate  detonator. 

Faversham  powder  is  a  '  permitted '  explosive, 
manufactured  by  the  Cotton  Powder  Co.  It 
consisted  at  one  time  of  85  p.c.  ammonium 
nitrate,  11  p.c.  dinitrobenzene,  1-5  p.c.  am- 
monium chloride,  and  2-5  p.c.  sodium  chloride  ; 
but  more  recent  compositions  are :  No.  1, 
84-86  p.c.  ammonium  nitrate,  10-12  p.c. 
trinitrotoluene,  1-2  p.c.  ammonium  chloride, 
1-3  p.c.  sodium  chloride,  and  0-2^  p.c.  moisture  ; 
and  No.  2,  87-93  p.c.  ammonia  nitrate,  9-11 
p.c.  dinitrotoluene,  and  0-1  p.c.  moisture.  The 
explosive  is  contained  in  a  metal  case  and 
fired  by  a  No.  6  detonator. 

Favier's  explosive.  Ammonite  or  Miner's  safety 
explosive,  first  patented  in  1883  by  Favier  of 
Paris,  is  a  mixture  of  ammonium  nitrate, 
mono-,  di-,  or  trinitronaphthalene,  and  a  little 
ammonium  chloride,  mixed  and  compressed 
whilst  warm  into  metal  cartridges,  and  coated 
with  a  solution  of  lac  or  resin.  No.  1  contains 
88  p.c.  ammonium  nitrate,  and  12  p.c.  dinitro- 
naiDhthalene  ;  No.  2  contains  90  p.c.  of  No.  1  with 
10  p.c.  ammonium  chloride. 

Verstdrlctes  chromammonit,  reinforced  chrom- 
ammonite,  is  a  modern  German  safety  explosive 
containing  70  p.c.  ammonium  nitrate,  10  p.c. 
potassium  nitrate,  12-5  p.c.  trinitrotoluene,  7  p.c. 
chrome  ammonium  alum,  and  6-5  p.c.  vaseline. 

Grisounit  is  a  French  safety  explosive  con- 
taining 86-88  p.c.  ammonium  nitrate,  and 
14-12  p.c.  trinitrotoluene.  Orisounit  Favier,  a 
similar  explosive,  is  composed  of  91-5  p.c. 
ammonium  nitrate  and  8-5  p.c.  dinitronaphtha- 
lene. 

Negro  powder,  as  authorised  for  manufacture 
in  this  country,  is  a  mixture  of  86-90  y.c. 
ammonium  nitrate,  9-11  p.c.  trinitrotoluene, 
1-3  p.c.  graphite,  0-1  p.c.  moisture,  and  a 
little  colouring  matter.  The  cartridges  are 
wrapped  in  paraffined  paper,  and  are  fired  by  a 
No.  6  detonator. 

Nitroferrite  contains  93  p.c.  ammonium 
nitrate,  2  p.c.  trinitronaphthalene,  2  p.c.  potas- 
sium ferricyanide,  and  3  p.c.  of  crystallised 
sugar. 

Roburite,  patented  by  Roth  of  Charlotten- 
burg,  in  1887  (Eng.  Pat.  267a,  1887),  had  as  a 
new  feature  the  use  of  a  chlorinated  nitrohydro- 
carbon, chlorinated  dinitrobenzene,  said  to 
render  the  explosive  more  sensitive,  and  also 
increase  the  dynamic  effect,  but  all  samples  do 
not  now  contain  this  substance.  Large  quantities 
are  manufactured  in  England  near  Wigan. 
No.  1  contains  87-5  p.c.  ammonium  nitrate,  7  p.c. 
dinitrobenzene,  5  p.c.  ammonium  sulphate,  and 
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0-5  p.c.  potassium  ponuaiigaiiate,  and  No.  3 

87  p.c.  ammonium  nitrate,  1 1  p.c.  dinitrobenzene, 
and  2  p.c.  chloronaphthalene.  In  later  samples, 
trinitrotoluene  is  used  in  place  of  dinitrobenzene, 
with  wood  meal  and  potassium  permanganate. 
The  dried  nitrate  is  incorporated  wdth  the 
molten  nitro  compound  and  compressed  into 
cartridges  as  usual.  Roburite  has  a  bro^Tiish- 
\-ellow  colour.  It  burns  readUy,  but  does  not 
explode  on  burning.  It  is  not  sensitive  to  shock, 
friction,  or  pressure ;  it  is  practically  flameless, 
and  safe  in  fiery  mines.  It  is  more  powerful 
tlian  gunpoM'der,  and  its  effect  is  not  shattering. 

Securitc,  a  safety  explosive  invented  by 
Schoncweg,  in  1880,  consists  of  74-85  p.c. 
ammonium  nitrate,  and  15-2fi  p.c.  metadinitro- 
bcnzenc.  Later  varieties,  called  Flameless  securite, 
also  contain  ammonium  oxalate,  and  sometimes 
trinitrobenzene  and  trinitronaishthalene  are  used. 
The  explosive  is  made  by  dissolving  the  salt  in 
water,  evaporating,  drying  at  80°,  and  adding 
the  nitrohydrocarbon.  The  mixtures  are  coated 
v,ith  nitrated  resin. 

WUhndl  powder  is  a  mixture  of  88-92  p.c. 
ammonium  nitrate,  4-6  p.c.  trinitrotoluene, 
4-(j  p.c.  dried  flour,  and  0-1-5  p.c.  moisture. 
The  explosive  is  contained  in  a  M-ater-proofed 
linen-paper  wapper,  and  fired  by  a  No.  7 
detonator. 

Thunderite  contains  02  p.c.  ammonium 
nitrate,  4  p.c.  trinitrotoluene,  and  4  p.c.  flour. 

Tifanite  No.  1  is  a  mixture  of  85-88  p.c. 
ammonium  nitrate,  C-8  p.c.  trinitrotoluene, 
4-5-6-5  p.c.  charcoal  dried  at  100°,  and  0-1  p.c. 
moisture. 

Steele,  in  1900  (Eng.  Pat.  4115).  proposed  a 
nnxture  of  85  p.c.  ammonium  nitrate  with 
15  p.c.  of  nitrated  resin,  or  a  nitrateil  mixture  of 
resin  and  starch  ;  the  latter  is  added  in  three 
successive  portioTis,  each  )iortion  being  treated 
with  atomised  methylated  spirit.  The  resin 
in  this  way  is  causetl  to  coat  the  ])articles  of 
nitrate  and  render  them  non-hygroscoi)ic.  In 
some  cases  1-5  p.c.  pon  dered  aluminium  may  be 
added. 

Ammonium  nitrate  mixtures  with  organic 
basic  substances  and  their  nitrates,  such  as 
aniline,  giianidine  nitrate,  and  urea  nitrate, 
have  been  proposed.  Kiibin  (Eng.  Pat.  11502, 
1894)  patented  a  mixture  of  75-96  p.c.  ammonium 
nitrate  and  5-25  p.c.  aniline  or  toluidine  nitrate. 
The  Carbonite  Syndicate,  Ltd.,  in  the  same  j^ear, 
IJroposed  a  mixture  of  94  p.c.  ammonium  nitrate 
and  (j  p.c.  aniline  hydrochloride,  under  the  name 
of  Progressite.  Girard  (Fr.  Pat.  350371,  1904) 
claims  that  a  powerful  explosive  is  formed  by 
fusing  together  80  parts  ammonium  nitrate  and 

88  parts  guanidine  nitrate. 

A  class  of  ammonium  nitrate  safety  explo- 
sives has  come  into  use,  in  which  a  little  nitro- 
glycerin, gelatintsed  with  soluble  nitrocellulose, 
is  added  to  overcome  the  insensitiveness  of  the 
mixture,  but  not  containing  enough  of  this  con- 
stituent to  place  them  amongst  the  d\iiamites. 
Explosives  of  this  type  are  : 

Donarit,  which  contains  80  p.c.  ammonium 
nitrate,  12  p.c.  trinitrotoluene,  4  p.c.  flour,  3-8 
p.c.  nitroglycerin,  and  0-2  jj.c.  collodion  cotton. 

Ammon-carhonit  is  composed  of    80-3  p.c. 
ammonium  nitrate,  5  p.c.  potassium  nitrate, 
0  p.c.  coal-dust,  4-5  p.c.  powdered  starch,  4  p.c. 
nitroglycerin,  and  0-2  p.c.  coJl(xlion  cotton. 
Vol.  n.—T. 


Later  forms  of  liexik,  included  under  dyna- 
mites, really  come  in  this  class. 

Escales,  of  Munich,  in  1899,  first  proposed  the 
use  of  aluminium  in  an  explosive,  which  AN-as 

i  manufactured  under  the  name  of  Wenghcejfer 
(Eng.  Pat.  24377),  whilst  in  1900  von  Dahmen 
(Eng.  Pat.  16277)  claimed  the  use  of  aluminium, 
magnesium,  or  other  light  metal  mixed  «  ith  an 
oxidising  agent,  a  suitable  mixture  suggested 
consisting  of  ammonium  nitrate,  aluminium,  and 
charcoal  in  the  proportions  4NH4N03  +  2A1+(.I. 
Subsequently,  the  charcoal  Mas  omitted,  and  an 
exi^losive  suggested  on  the  basis  of  the  equation  ■ 

3NH4N03+2AI=.'U203+6H,0+3N,. 
Von  Dahmen 's  explosive  is  now  on  the  niarkct 
under  the  name  of  Ammonal,  and  has  given  very 
good  results,  both  as  a  mining  explosive  and  as 
a  high  explosive  for  shells,  the  proportion  of 
alummium  being  varied  according  to  the  effect 
desired.  The  '  ammonal  '  permitted  in  this 
country  as  a  mining  explosive  has  the  composi- 
tion 93-97  -p.c.  ammonium  nitrate,  4-6  p.c. 
aluminium,  and  0-1  p.c.  moisture,  the  explo- 
sive being  contained  in  a  thoroughly  water- 
proofed case. 

Ammonal  B  has  the  composition  94-96  p.c. 
ammonium  nitrate,  2-5-3-5  p.c.  aluminium, 
2-3  p.c.  wood  charcoal,  and  0-1  p.c.  moisture. 

Ammonal  is  very  insensitive,  and  burns  «'ith 
difficulty.    It  is  said  to  be  one  of  the  safest 

I  explosives  Juiown.  It  is  fired  with  the  usual 
detonator,  and  the  products  of  combustion  are 
said  to  bo  harmless.  The  powdered  aluminium 
protects  the  nitrate  from  moisture,  and  the 
explosive  is  very  stable,  being  unaffected  by 
vaijable  atmospheric  conditions.  Shells  in 
Austria-Hungary  filled  with  '  ammonal  '  have 
been  found  in  good  condition  after  over  10 
years'  storage. 

Since  the  introduction  of  '  ammonal,' 
aluminium  has  been  added  as  an  ingredient  in 
many  other  explosives,  chieH\-  in  mixtures  of 
the  ammonium  nitrate  class  with  nitrohydro- 
carbons.  The  aluminium  is  usually  used  in  the 
form  of  po\\cler,  which  is  made  by'  first  pouring 

j  the  molten  metal  into  water,  and  then  pounding 
the  small  irregular  fragments  so  produced,  after 
drying,  under  stamp-mills  until  a  sufficiently 
fine  powder  is  obtained.  The  use  of  aluminium 
and  other  easily  oxidisable  metals  in  the  form 
of  '  metal  -^^  ool,'  has  been  jiatentcd,  the  fineness 
of  division  being  said  to  exert  a  considerable 
influence  on  the  force  of  the  explosive. 

It  is  claimed  that  the  oxidation  of  the 

I  aluminium  sets  free  a  large  amount  of  heat, 

I  and  that  the  mechanical  tVfl'ect  of  the  explo- 
sives is  considerably  increased.    Bichel,  however 

j  (Zeitsch.  angew.  Chem.  1905,118]  1889),  contends 
that  the  results  showing  this  increase  have  been 

;  obtained  in  the  lead  block  test,  and  are  fallacious. 

\  and  that  actual  use  in  mines  has  demonstrated 
that  the  increase  in  efficiency  due  to  the  addition 
of  aluminium,  is  extremely  slight.  He  affirms 
that  aluminium  can  only  be  added  economically 
to  those  explosives  which  have  a  low  tempera- 
ture of  explosion  ;  as  ^^•ith  others,  although 
there  is  some  increase  in  the  temperature  of  the 
explosive,  it  is  more  than  counterbalanced  by 
the  decreased  volume  of  gas  jjroduced. 

Macnab  and  the  Ammonal  Exjilosives  Co 
Ltd.  (Eng.  Pat.  ili5l4.  1904)  propose  the  addi- 
tion of  potassium  dicliioniate  to  explosives  of 
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the  '  ammonal '  type.  It  is  claimed  that  in 
this  way  more  aluminium  may  be  used,  giving 
greater  explosive  power,  without  diminishing  the 
safety  of  the  explosive.  A  mixture  suggested  is  : 
85-5  p.c.  ammonium  nitrate,  8  p.c.  aluminium, 
2-5  p.c.  charcoal,  and  4  p.c.  potassium  dichro- 
mate,  or  similar  mixtures  in  which  a  hydro- 
carbon or  nitrohydrocarbon  replaces  the 
charcoal. 

Besides  aluminium  and  magnesium,  many 
other  metals  and  similar  substances  which 
j'icld  oxides  reducible  with  difficulty,  including 
copper,  zinc,  iron,  silicon,  ferro-sUicon,  silicon 
carbide,  various  alloys,  calcium,  boron,  and 
such  rare  metals  as  those  of  the  cerium  group, 
have  been  proposed  and  patented  for  addition 
to  explosive  mixtures. 

The  metals  may  be  mixed  with  other  oxi- 
dising agents  than  ammonium  nitrate,  for 
instance,  barium  nitrate  has  been  x>roposcd  in 
recent  mixtures  with  aluminium. 

Lead  nitrate  has  been  proposed  as  the  oxidis- 
ing agent  in  explosive  mixtures,  together  with 
the  usual  nitroh3'drocarbons,  or  other  explosive 
or  semi-explosive  compounds,  for  example,  de 
Macar  (Eng.  Pat.  10456,  1900)  proposes  mixtures 
containing  lead  nitrate  mixed  with  17  p.c. 
dinitroxylene,  10  p.c.  aminoazobenzene,  or 
45  p.c.  dinitroceUulose.  Ermel  (Fr.  Pat. 
377509,  1907)  claims  that  the  addition  of  lead 
nitrate  to  ammonium  nitrate  explosives  ensures 
certainty  of  detonation,  the  increased  sensitive- 
ness being  counteracted  by  the  addition  of  a 
small  proportion  of  glycerol  or  liquid  hydro- 
carbon. 

Chlorate  Mixtures. 

The  chlorates  contain  a  large  store  of  available 
oxygen,  with  which  they  jJart  at  a  comparatively 
low  temperature,  and  with  combustible  sub- 
stances yield  extremely  brusque  and  violent 
exjjlosives.  Berthelot  (Mem.  des  Poudres  et 
Salpetre,  1900-1910)  has  shown  that  potassium 
chlorate  alone  can  be  made  to  detonate,  by 
allowing  a  small  drop  of  the  fused  salt  to  fall 
on  a  red-hot  surface.  Chlorate  mixtures  are 
readdy  exploded  by  friction  or  percussion, 
rendering  their  manufacture  highly  dangerous, 
and  they  are  all  liable  to  spontaneous  ignition, 
if  the  ingredients  contain,  or  are  liable  to 
generate,  traces  of  acid.  A  further  drawback  to 
their  use  is  that  their  sensitiveness  to  percussion 
and  friction  frequently  increases  on  keeping 
and  exposure  alternately  to  moist  and  dry 
conditions, — a  phenomenon  that  has  been 
parth"  attributed  to  fine  crystals  of  chlorate 
crystallising  out  on  the  surface  of  the  mixture. 

Potassium  chlorate  mixtures.  BerthoUet,  who 
discovered  potassium  chlorate  in  1788,  proposed 
its  use  as  a  substitute  for  nitre  in  explosive 
mixtures,  but  early  experiments  led  to  several 
serious  accidents  and  temporary  abandonment 
of  its  use.  Since  that  time  innumerable  mixtures 
have  been  patented,  usually  with  some  attempt 
to  counteract  the  extreme  sensitiveness  of  the 
mixtures,  by  the  addition  of  some  deadening 
agent,  to  coat  the  grains  of  chlorate,  or  some 
special  mechanical  expedient,  such  as  only 
mixing  the  chlorate  and  combustible  immediately 
before  use. 

The  usual  combustible  sub.stances,  .sulphur, 
charcoal,  peat,  tan,  sawdvist,  bran,  starch,  gum, 


sugar,  and  frequently  potassium  ferrocyauide 
and  realgar,  have  been  proposed,  together  with 
such  deadeners  as  tar,  pitch,  paraffin,  ozokerite, 
soap,  glycerol,  a  syrup  of  grape  sugar,  boiled 
linseed  oU,  and  indiarubber  solution.  The  mix- 
tures were  frequently  proposed  to  be  used  in  a 
moist  pasty  condition. 

Very  few  need  be  cited  as  examples.  Kinetite 
was  an  explosive  proposed  by  Petry,  EaUenstein, 
and  Lisch  (Eng.  Pat.  10986,  1884),  consisting  of 
potassium  chlorate  incorporated  with  nitro- 
benzene, thickened  and  gelatinised  with  a  little 
collodion  cotton  and  sulphur,  as  precipitated 
antimony  sulphide.  A  modified  '  kinetite  ' 
was  made  by  omittmg  the  antimony  penta- 
sulphide.  It  required  a  high  temperature  for 
ignition,  and  did  not  explode  on  heating.  It 
was,  however,  very  sensitive  to  friction  and 
percussion,  and  so  chemically  unstable  that  its 
manufacture  in  this  country  was  not  authorised. 
Among  foreign  attempts  may  be  mentioned 
Peirofracteur,  favourably  reported  on  by  an 
Austrian  military  committee,  consisting  of  67  p.c. 
potassium  chlorate,  20  p.c.  potassium  nitrate, 
10  p.c.  nitrobenzene,  and  3  p.c.  antimony  sul- 
phide ;  and  Turpin's  explosive,  Duplexite,  a 
mixture  of  70  p.c.  potassium  chlorate,  10  p.c. 
charcoal,  10  p.c.  dinitrobenzene,  and  10  p.c.  coal 
tar  (Fr.  Pat.  189426,  1888).  In  England, 
Kitchen  (Eng.  Pat.  11102,  1889)  submitted  a 
sample  of  explosive  to  the  Home  Office  authorities, 
containing  3  parts  potassium  chlorate,  7  parts 
potassium  nitrate,  7  parts  sugar,  and  1  part 
coal-dust  and  paraffin  oU,  that  was  favour- 
ably reported  on,  but  was  never  put  on  the 
market ;  and  practically  the  only  chlorate 
mixture  that  was  ever  used,  imtil  some  ten 
years  ago,  was  Asphaline  (Eng.  Pat.  2488,  1881), 
which  consisted  of  54  p.c.  potassium  chlorate, 
42  p.c.  bran,  and  4  p.c.  nitre  and  potassium 
sulphate.  The  mixture  was  deadened  with 
paraffin,  ozokerite,  or  soap,  and  coloured  pink 
with  fuchsine.  This  explosive  was  manufactured 
at  Llangollen,  but  it  was  not  a  practical  success, 
owing  to  its  bulky  nature,  and  the  licence  for 
manufacture  was  subsequently  withdrawji. 

For  many  years  no  explosive  containing 
j)otassium  chlorate  was  licensed,  and  invention 
was  turned  in  other  directions,  owing  to  the 
high  cost  of  chlorate  explosives,  and  the  greater 
explosive  power  of  such  explosives  as  dynamite 
and  guncotton.  On  the  introduction  of  electro- 
lytic potassium  chlorate,  the  price  was  greatly 
reduced,  and  efforts  were  again  made  to  obtain 
a  practical  chlorate  explosive.  The  first  elec- 
trolytic chlorate  factory  was  started  at  Villers- 
sur-Hermes,  in  Switzerland,  in  1889. 
{  Street,  in  1897,  invented  Cheddite  (Eng.  Pat. 
I  9970,  1897),  the  name  being  derived  from 
I  Chedd  in  Switzerland,  where  it  was  first  made. 
!  This  explosive  satisfied  all  tests,  and  is  now 
i  very  largely  used  as  a  blasting  explosive.  The 
composition  of  cheddite  is  constantly  under- 
going change  in  detail,  but  it  is  essentially  a 
mixture  of  potassium  chlorate  with  one  or  more 
nitrohydrocarbons  and  castor  oil.  Some  ex- 
amples are  :  Type  41,  80  p.c.  potassium  chlor- 
ate, 12  p.c.  raononitronaphthalenc,  and  8  p.c. 
castor  oil.  Type  60,  80  p.c.  potassium  chlorate, 
12  p.c.  mononitronaphthalene,  6  Tp.c.  castor  oil, 
and  2  p.c.  picric  acid.  Type  60  bis,  80  j).c.  potas- 
sium chlorate,  13  p.c.  mononitronai^hthalenc, 
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5  p.c.  castor  oil,  and  2  p.c.  diuitrotolueiie.    A  1 
'  cheddite  '  frequently  used  in  this  country  has 
a  similar  composition  to  '  00  his,''  with  the 
proportions  of  mononitronaphthalene  and  dini- 
trotoluene  reversed. 

Colliery  cheddite,  as  permitted  for  use  in  this 
coiintry,  has  the  composition  76-5-79-5  p.c. 
potassium  chlorate,  14-5-15-5  p.c.  mononitro- 
naphthalene, l-5-2'5  p.c.  dinitrotoluene,  4-5-5-5 
p.c.  castor  oil,  and  0-1  p.c.  moisture. 

The  method  of  manufacture  of  '  cheddites  '  is 
to  heat  the  castor  oil  by  steam,  in  a  jacketed 
enamelled  iron  pan,  to  a  temperature  of  70°. 
The  nitrohydrocarbon,  or  nitrohydrocarbons,  are 
then  added,  and  when  the  mass  is  molten  and 
homogeneous,  it  is  allowed  to  cool  to  55°,  \vhen 
the  warm  and  dry  powdered  chlorate  is  mixed 
in  by  means  of  a  wooden  spatula,  and  stirred 
until  all  white  particles  have  disappeared. 
25  kilos,  of  material  can  be  made  in  about  7 
minutes.  Finally,  the  mixture  is  poured  on  to  a 
wooden  bench,  allowed  to  cool  to  about  30°-35°, 
the  mass  beuig  still  somewhat  plastic,  and  then 
crushed  by  rolling  it  with  a  wooden  roUer.  The 
rolling  process  is  repeated  when  the  mass  is 
cold.  The  finished  explosive  is  in  the  form  of 
browiish-white  grains. 

The  stability  of  '  cheddites  '  is  said  to  be 
increased  on  prolonged  storage.  They  are 
insensitive  to  shock  and  friction  at  ordinary  and 
at  very  low  temperatures,  and  burn  more  or 
less  rapidly,  without  any  tendency  to  explode 
even  when  fired  in  large  masses.  Keexiing  for 
a  long  period  at  120°  causes  no  decomposition. 
At  200°  the  oil  decomposes,  the  nitro-  compounds 
volatilise,  and  the  mass  dries  and  blacliens  ; 
and  they  do  not  deflagrate  until  heated  to  the 
temperature  of  decomijosition  of  the  chlorate. 
'  Type  GO  '  is  said  to  be  about  as  powerful  in 
blast-holes  as  '  dynamite  No.  1,'  although  it 
only  jiroduces  about  half  the  effect  of  the 
dynamite  m  the  lead-block  test. 

Deering,  in  1905,  found  that  a  '  cheddite,' 
having  the  composition  73  p.c.  potassium  chlor- 
ate, 16  p.c.  dinitrotoluene,  6  p.c.  starch,  and 
5  p.c.  castor  oil,  gave  an  explosive  effect  in  a 
lead  block  =  0-75,  guncotton  being  unity,  and 
that  a  thin  layer  between  hardened  steel  surfaces 
required  a  blow  of  120  foot-lbs.  per  sq.  inch  to 
cause  slight  charring  in  one  part,  whilst,  with  a 
blow  of  160  foot-lbs.  persq.  inch,  the  explosive 
practically  all  fired. 

Many  explosives  of  the  Street  type  have  been 
introduced  since  '  cheddite,'  various  nitrohydro- 
carbons being  combined  with  the  chlorate. 
Improvements  have  been  directed  towards 
minimising  the  chance  of  exudation  in  hot 
chmates.  Street  himself  (Eng.  Pat.  12760, 
1898)  proposed  to  use  a  sulphurated  oil,  fat,  or 
fatty  acid,  made  by  heating  tlie  oQs  or  fats 
with  sulphur  at  180°  until  they  thicken,  mstead 
of  ordinary  oil.  Girard  (Eng.  Pat.  214,  1900) 
thickened  the  od  with  10-15  p.c.  hard  or  soft 
soap,  and  Bonnet  (Zeitsch.  angew.  Chem.  1901, 
[44]  1120)  displaced  part  or  the  whole  of  the  oil 
by  the  free  fatty  acids. 

Pyrodialite,  introduced  by  Turpin  in  1899, 
is  prepared  in  two  forms.  First,  Nos.  0  and  I., 
explosives  with  flame,  containing  respectively 
88  and  80  p.c.  potassium  chlorate,  5  and  6  p.c. 
vegetable  charcoal,  10  and  18  p.c.  neutral  gas 
tar,  and  3  and  4  p.c.  sodium  or  ammonium  di- 


carbonate.  Second,  Nos.  II.  and  III.,  explosives 
without  flame,  in  which  about  half  the  chlorate 
is  rejjlaced  by  sodium  or  potassium  acetate,  the 
other  ingredients  being  approximately  in  the 
above  proportions.  Later,  Turpin  x^roposed  the 
addition  of  10-50  jj.c.  nitroglycerin  to  render 
these  exjjlosives  more  sensitive  to  detonation, 
and  prepared  similar  explosives  with  ammonium 
perchlorate. 

Ammonia  nitrate  powder  is  an  exx>losivo 
composed  of  80  p.c.  ammonium  nitrate,  5  p.c. 
jiotassium  chlorate,  10  p.c.  nitroglucose,  and 
5  pi.c.  coal  tar. 

Li  1908  a  chlorate  mixtiure  called  Colliery 
Steelite,  consisting  of  74  jj.c.  potassium  chlorate, 
25  p.c.  so-called  nitrated  resin,  and  1  p.c.  castor 
oil,  was  licensed  as  a  safety  exislosive.  Steele 
(Eng.  Pat.  22095,  1909)  has  proposed  a  safety 
explosive  containing  85-97-5  'p.c.  potassium 
clilorate,  2-5-15  ixc.  liquid  vaseline  of  sx).gr. 
0-885-0-89.  Kohlmsilesia  4.4  is  a  German  safety 
explosive  containing  80  i).c.  potassium  chlorate, 
16  p.c.  resin,  and  4  j^.c.  nitrated  resin. 

The  use  \vith  chlorate  of  exjjlosive  compounds 
like  nitroglycerm  and  guncotton  has  also  been 
patented.  Potassium  chlorate  is  a  constituent 
of  nearly  all  detonating  comj^ositions,  used  as 
initial  detonating  agents  for  other  explosives. 

Other  potassium  chlorate  exjilosives  are 
mentioned  under  '  Sprengel  Explosives.' 

Other  chlorates.  Sodium  chlorate  is  frequentlj^ 
substituted  for  the  x^otassium  salt  in  the  various 
mixtures  mentioned.  For  examxjle,  '  cheddites  ' 
are  manufactured  of  the  comx^ositions  Type  41iV, 
80  X5.C.  sodium  chlorate,  12  X).c.  nitronax^hthalene, 
and  8  ]i.c.  castor  oil;  anfl  Ty2)c  60iV,  SO  |5.e. 
sodium  cldorate,  13  x^-c.  nitronaphthalene,  2  X'-c 
dinitrotoluene,  and  5  p.c.  castor  oil.  These 
mixtures  have  very  similar  x^roperties  to  those 
containing  x^otassivim  chlorate. 

Barium  chlorate  has  been  x>roxOTsed  in  a  few 
mixtures,  but  its  ax^X'lication  is  practically 
limited  to  x^yrotechnic  compositions. 

Ammonium  chlorate  yields  extremely  x^ower- 
ful  explosive  mixtures,  but  on  account  of  its 
instability,  it  has  no  xsractical  value. 

Perchlorate  Mixtures. 

Perchlorates  contain  a  larger  percentage  of 
oxygen,  and  decompose  at  higher  temperatures 
than  the  chlorates.  Mixtvn-es  containing  them 
are  not  only  more  X30^^■crful,  but  also  mucli  less 
sensitive  to  ignition,  x^ercussion,  and  friction, 
and  consequently  are  safer  to  store  and  use  than 
the  corresponding  cldorate  mixtures.  As  with 
cldorates,  the  electrolytic  production  of  these 
compounds,  elieaply  and  in  a  jjure  state,  has 
led  to  their  largely  increased  use  in  recent 
years. 

Potassium  and  sodium  perchlorate  mixtures. 
— Formerly,  x'ot*ssium,  and  occasionally 
sodium,  perchlorate  was  mainly  used,  combined 
with  the  usual  combustible  or  exx^losive  ingre- 
dients, but  their  use  has  now  been  almost 
entirely  superseded  by  the  ammonium  salt. 
However,  Trench  (Eng.  Pat.  8358,  1908)  pro- 
posed the  addition  of  5-20  x^arts  of  x^otassium 
Xierchlorate  to  100  x^arts  of  gunpowder  to  increase 
the  strength  and  regularity  of  the  explosi\'e,  and 
in  the  same  year,  Harris  (Eng.  Pat.  28012,  1908) 
suggests  minmg  explosives,  consisting  of  mixtures 
of   potassium    x^frchlorate   and   carbon  with 
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naphthalene  and  benzene,  and  other  nitro 
derivatives  in  various  proportions.  Small  pro- 
portions of  paraflfixL  oU  and  castor  oil  are  also 
added. 

Ammonium  perchlorate  mixtures.  In  1898 
Alvisi  (Rev.  prod.  chim.  2,  [6]  83,  and  Eng.  Pat. 
25838,  1898)  proposed  the  use  of  ammonium 
perchlorate,  then  made  from  the  sodium  salt 
by  double  decomposition  with  ammonium 
nitrate,  in  explosive  mixtures.  He  claimed  that 
it  increased  the  explosive  and  propulsive  force 
of  the  mixture,  as  well  as  the  ratio  of  the  former 
to  the  latter.  The  ammonium  perchlorate  was 
-substituted  for  the  other  oxidising  salts  in  the 
proportion  of  their  available  oxygen,  and  sulphur 
or  a  metallic  sulphide  was  added  to  counteract 
the  insensitiveness  to  ignition  or  detonation,  and 
he  pointed  out  that  the  maximum  effect  of  the 
mixtures  is  preferably  obtained  by  the  use  of 
detonators  themselves  containing  ammonium 
perchlorate. 

Besides  having  a  large  percentage  of  available 
oxygen,  ammonium  perchlorate  evolves  a  large 
amount  of  gas  and  heat  on  decomposition.  The 
decomposition  is  rapid  and  the  velocity  of  the 
explosion  wave  is  great. 

It  is  non-hygroscopic  and  insensitive  when 
pure ;  but  the  insensitiveness  of  the  salt  is 
greatly  diminished  if  it  contains  even  small 
quantities  of  ammonium  chlorate.  Alvisi,  later 
(Gazz.  chim.  ital.  31,  i.  221),  confirmed  experi- 
mentally, by  testing  various  mixtures  with 
combustible  and  explosive  substances,  the 
theoretical  advantages  of  ammonium  perchlorate 
over  all  other  oxidising  salts,  except  ammonium 
chlorate;  and Carbonelli  (L'Ind.  chim.  1910,  209) 
obtained  equally  favourable  results. 

Explosives  containing  ammonium  perchlorate 
have  the  disadvantage  of  generating  hydrochloric 
acid,  and  occasionally  chlorine  in  the  mine.  This  ! 
drawback  is  usually  overcome  by  the  addition 
of  potassium  or  sodium  nitrate,  but  manganese 
or  its  compounds,  oxides,  sUicide,  boride, 
manganate,  or  permanganate,  have  also  been 
suggested  for  the  same  purpose. 

Ammonium  perchlorate  is  now  used  in 
combination  with  the  various  combustible  and 
explosive  substances  mentioned  under  the  other 
oxidising  salts.  Yonck  (Eng.  Pat.  24511,  1903) 
suggested  a  series  of  safety  mining  explosives 
containing  ammonium  perchlorate,  amongst 
which  are  :  (1)  21-2  p.c.  ammonium  perchlorate, 
37-3  p.c.  sodium  nitrate,  and  11-5  p.c.  naphtha- 
lene ;  (2)  37-4  p.c.  ammonium  jjerchlorate,  I 
27-17  p.c.  sodium  nitrate,  8-34  p.c.  ammonium  j 
nitrate,  and  27'09  p.c.  trinitronaphthalene  ; 
and  (3)  48-4  p.c.  ammonium  perchlorate,  33-8 
p.c.  calcium  oxalate,  and  17'8  p.c.  trinitrotoluene. 
Webster  (Eng.  Pat.  18622,  1909)  proposed  a 
mixture  of  35  p.c.  ammonium  perchlorate,  45 
p.c.  sodium  nitrate,  10  p.c.  dinitrobenzene,  and 
10  p.c.  sawdust,  or  the  same  mixture  with  2  'p.c. 
of  the  sawdust  replaced  by  vaseline. 

Some  '  cheddites,'  containing  ammonium 
perchlorate  are  :  '  Type  B,'  82  p.c.  ammonium 
perchlorate,  13  p.c.  dinitrotoluene,  and  5  p.c. 
castor  oil;  and  'Type  C,'  50  p.c.  ammonium 
perchlorate,  30  p.c.  sodium  nitrate,  15  p.c. 
dinitrotoluene,  and  5  p.c.  castor  oil. 

Metals  are  used  in  mixtures  suggested  by 
Bowen  fEng.  Pat.  21481,  1903)  as  a  shell 
powder,  75  p.c.  ammonium  perchlorate,  12  p.c. 


aluminium,  and  13  p.c.  paraffin,  and  as  a  blasting 
powder,  72  p.c.  ammonium  perchlorate,  11  p.c. 
aluminium,  and  17  p.c.  nitronaphthalene ;  and 
by  Palmer  (Fr.  Pat.  394833,  1908),  in  a  mining 
powder,  claimed  to  be  non-hygroscopic,  stable, 
powerful,  and  rapid,  consistmg  of  50  p.c. 
ammonium  perchlorate,  14  p.c.  dinitrotoluene, 
31  p.c.  sodium  or  potassium  nitrate,  5  p.c. 
aluminium  powder,  and  5  p.c.  paraffin  wax. 

Mixtures  of  ammonium  perchlorate  with 
explosive  compounds  have  also  been  proposed ; 
for  example.  Trench  (Eng.  Pat.  8358,  1908) 
proposed  to  increase  the  strength  and  regularity 
of  gunpowder  by  the  addition  of  from  5  to  20  p.c. 
of  ammonium  perchlorate.  Explosives  com- 
pounded of  ammonium  perchlorate  and  nitro- 
glycerin, with  or  without  the  addition  of  collo- 
dion cotton,  and  a  detonating  mixture  with 
mercury  fulminate,  were  suggested  by  Alvisi 
(Eng.  Pat.  25838,  1898);  and  Luciani  suggests  the 
addition  of  guncotton  to  ammonium  perchlorate 
mixtures,  more  especially  with  metals  (Fr.  Pat. 
326037,  1902). 

Carbonelli  {I.e.),  however,  states  that  am- 
monium perchlorate  tends  to  dissociate  on 
storage,  slowly  even  when  pure,  and  rapidly  in 
the  presence  of  acid  substances,  even  fatty  acids. 
For  this  reason  he  states  that  the  only  safe  way 
of  using  ammonium  perchlorate  is  in  explosives 
of  the  Sprengel  type,  where  the  combustible 
substance  is  added  immediately  before  use.  He 
also  states  that  by  mixing  with  18  p.c.  of  man- 
ganese dioxide,  ammonium  perchlorate  is 
rendered  perfectly  stable,  the  density  increased, 
and  evolution  of  hydrochloric  acid  on  explosion 
prevented,  and  suggests  turpentine,  anthracene 
oU,  or  petroleum  as  the  most  suitable  com- 
bustibles. 

Other  Oxidising  Agents. 
The  permanganates  of  potassium  and  sodium, 
the  dichromates  of  potassium  and  ammonium, 
and  the  peroxides  of  lead  and  manganese  are  all 
good  oxidising  substances,  and  are  used  to  some 
extent  in  explosive  mixtures,  but  usually  in 
combination  with  the  other  salts,  and  need  no 
separate  mention.  The  utilisation  of  the 
expansive  force  of  liquid  air  as  an  explosive  has 
been  described  by  Wood  (Eng.  Pat.  25025,  1902), 
and,  more  recently,  liquid  air  and  liquid  oxygen 
have  been  suggested  as  the  oxygen  vehicle  in 
explosives  of  the  Sprengel  type. 

Sprengel  Explosives. 

Sprengel  (Eng.  Pat.  921  and  2642,  1871  ; 
Chem.  Soc.  Trans.  1873,  796)  suggested  the  use, 
for  blasting  purposes,  of  a  new  class  of  explosives 
consisting  of  mixtures,  made  immediately  before 
use,  of  an  oxidising  agent  and  combustible 
substance,  in  themselves  non-explosive. 

Some  of  these  explosives  are  very  powerful 
when  detonated  by  means  of  mercury  fulmuiate, 
and  they  have  the  advantage  of  being  perfectly 
j  safe  during  storage  and  transport ;  but,  seeing 
that  they  are  really  manufactured  when  the 
mixing  takes  place,  their  use  in  most  countries 
would  be  forbidden,  as  this  manufacture  can 
only  be  authorised  in  a  duly  licensed  factory. 
Further,  they  are  difficult  for  a  miner  to  mani- 
pulate with  cleanliness  and  safety.  In  some 
modern  Russian  Sprengel  explosives,  the  liquid 
combustible  is  contained  in  a  vessel  divided  into 
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sopcaratc  couipartinpnts,  so  that  separate  por-  j 
lions  of  tlie  cartridgi^  are  uniformly  impregnated  ; 
with  separate  portions  of  tlie  liquitl,  with  the 
r(>sult  that  the  explosive  action  is  more  uniform. 

Sprengel  proposotl  mixtures  of  nitrie  acid  of 
about  1-5  sp.gr.  with  nitrobenzene,  naphthalene, 
nitronaphthalene,  and  picric  acid,  and  of  porous 
cakes  of  potassium  chlorate  with  such  com- 
bustible liquids  as  carbon  disulphide,  nitro- 
benzene, petroleum,  and  benzene,  the  mixtures 
being  made  in  the  proportions  required  for 
complete  combustion. 

Rnchirock,  as  used  in  the  United  States  iu 
1885  for  blasting  the  HeUgate  rocks  at  the  en- 
trance of  New  York  Harbour,  \\as  a  mixture  of 
70  p.c.  powdered  potassium  chlorate,  and  21  p.c. 
nitrobenzene.  These  proportions  Avere  found 
by  Abbot  to  give  the  maximum  effect  under 
water,  the  intensity  of  action  being  108  p.c.  of 
that  of  dynamite  No.  1.  '  Rachirock  Special' 
contains,  in  addition,  from  12  to  16  p.c.  of  picric 
acid. 

Rackarock  has  also  been  used  in  other 
important  engineering  work,  in  blasting  the 
headings  of  the  Vosburg  Tunnel  in  Peimsylvania, 
and  in  works  connected  with  the  first  Chinese 
railways. 

Hellhojjite,  introduced  by  Hellhoif  of  Berlin, 
was  a  mixture  of  dinitrobenzene  and  nitric  acid. 
It  was  tried  in  shells ;  the  two  substances 
mixing  during  their  flight  or  on  impact.  Suitably 
detonated,  the  mixture  is  a  powerful  explosive, 
more  so  than  guncotton  or  ordinary  dynamite. 

Pandastite. — Turpin,  under  this  name  (Eng. 
Pat.  4544,  1881;  and  1461,  1882),  proposed  the 
use  of  licj^uid  nitrogen  peroxide,  a  mixture  of 
equal  parts  of  carbon  disulphide  and  nitrogen 
tetroxide,  that  is,  SCSa+SNOo,  being  recom- 
mended as  giving  the  maximum  effect.  The 
advantages  of  nitrogen  te.troxide  over  nitric  acid 
are  its  higher  percentage  of  available  oxygen, 
lower  heat  of  formation,  and  absence  of  water, 
but  the  disadvantages  in  its  use  are  obvious. 

Oxonite,  invented  by  Punshon  (Eng.  Pat. 
2428,  1883),  was  a  mixture  of  46  p.c.  picric  acid 
and  54  p.c.  nitric  acid,  sp.gr.  1-5,  the  acid 
being  contained  in  the  cartridge  in  a  glass  tube, 
which  was  broken  just  previously  to  use. 

Donar  is  a  Sprengel  explosive  invented  by 
Fiedler  (Eng.  Pat.  8101  and  23284,  1901).  The 
cartridge  contains  a  eomp)ressed  dry  powdered 
mixture  of  potassium  chlorate  ancl  potassium 
jDermanganate,  with  or  without  potassium 
dichromate,  and  a  vessel  containing  a  mixture 
of  turpentine  with  nitrobenzene  or  phenol ;  the 
dry  ijowder  being  saturated  with  the  fluid 
shortly  before  use. 

The  Soc.  Fran(;'.  des  Poudres  de  Surete 
(Fr.  Pat.  351289,  1905)  loroposes  three  com- 
bustible mixtures  :  (1)  27  p.c.  orthonitrotoluene, 
9  p.c.  mononitronaphthalene,  and  64  p.c. 
dinitronaphthalene  ;  (2)  35  p.c.  paraffin  wax, 
50  p.c.  orthonitrotoluene,  and  15  p.c.  trinitro- 
toluene ;  (3)  23  ]i.c.  paraffin  wax,  13  p.c. 
nitrotoluene,  13  p.c.  trinitrotoluene,  and  51  p.c. 
iron  filings.  These  combustible  mixtures  are 
liquefied  Ijy  warming  to  about  65°,  and  mixed 
with  the  oxygen-yielding  constituents,  when 
required  for  use.  A  mixture  of  nitrates  of 
ammonium,  potassium,  and  anUme  is  used  with 
(1),  potassium  chlorate  with  (2)  and  (3).  Winand  1 
(Eng.  Pat.  262G1,  1907)  has  x^atented  a  mixture  [ 


j  of  tetranitro  methane  G(N02)4,  a  liquid  boilmg 
1  at  126°.  Avit  h  petroleum  and  other  carbonaceous 
matter.  Tet  ranitromethane  is  a  stable  substance 
and  only  feebly  explosive,  but  somewhat  readily 
exploded  b\'  percussion.  It  dissolves  paraffin 
and  other  hydrocarbons,  forming  a  pasty  mass. 
It  contains  65  p.c.  of  available  oxygen,  and  is 
exothermic.  '  Oxyliqiiit,''  introduced  by  Sieder, 
(Zeitsch.  ges.  Schiess-u.-Sprengstoft'wesen,  1906, 
87)  is  a  mixture  of  a  combustible,  usually  wood 
^charcoal,  liquid  air,  or,  more  recently, 

liquid  oxygen.  The  explosive  is  said  to  act  well, 
but  the  rapid  evaporation  of  the  liquid  aii'  is 
a  difficulty,  and  Furstenhoff  (Fr.  Pat.  377103, 
1907)  proposes  safety  explosives  consisting  of  a 
jjowder  of  one  or  more  metals,  such  as  aluminium 
or  magnesium,  mixed  with  liquid  air  or  liquid 
oxygen.  Th<^  metallic  powder,  mixed  with  a 
quantity  of  mixed  hydroxides  of  calcium  and 
soilium.  which  increase  the  rapidity  of  the 
explosive,  is  fitted  mto  a  cartridge,  which  is 
then  placed  in  the  bore  hole,  and  the  necessary 
quantity  of  li((uid  air  or  oxygen  added,  and  deto- 
nation as  usual  effected  by  means  of  fulmhiate. 

Explosive  Compounds. 
In  explosive  compounds  the  combustibles, 
carbon  and  hy(h'ogen,  exist  in  infinitely  close  con- 
tact vnth.  oxNgen  in  the  same  molecule.  The 
most  important  compounds  contain  nitrogen  in 
loose  combination  with  all  or  part  of  the  oxygen, 
so  that  the  chemical  equilibrium  is  more  or  less 
unstable.  ^Vith  the  requisite  excitmg  force  the 
molecule,  imdergoes  more  or  less  complete  internal 
combustion,  with  almost  instantaneous  evolution 
of  highly  heated  gaseous  products.  Explosive 
compounds  are  consequently,  as  a  class,  more 
sudden  and  violent  in  their  action  than  the  ex- 
plosive mixtures,  and  it  is  evident  that  the 
nature  of  their  explosion  cannot  be  graded,  as 
in  these  mixtures,  by  varying  the  ratio  of  com- 
bustible to  oxygen. 

The  most  important  explosive  compounds 
are  produced  l)y  the  nitration  of  organic  com- 
pounds. They  may  be  subdivided  chemically- 
into  two  main  groups,  the  nitro  derivatives  and 
the  true  nitrie  esters,  although  technically  they 
are  all  termed  nitro  explosives.  Besides  these 
two  main  groups,  there  are  other  classes  of 
explosive  compounds,  .such  as  the  fulminates, 
amino,  nitroamino,  azo-  derivatives,  &c. 

NiTEO  Derivatives. 
The  nitro  derivatives  are,  as  a  class,  more 
stable  and  less  energetic  than  the  nitric  esters. 
They  are,  unlike  the  nitric  esters,  not  liable  to 
spontaneous  decomposition  if  slightly  impure, 
and  are  stable  even  in  the  presence  of  relatively 
largo  quantities  of  acid.  The  dift'erence  in  the 
explosive  characteristics  of  the  two  classes  is  due 
to  a  lower  percentage  of  oxj^gen,  and  consequent 
less  complete  combustion,  and  a  more  stable 
internal  structure  of  the  molecule  in  the  nitro 
derivatives. 

They  are  extremely  difficult  to  explode  by 
simjjle  heating,  although  Berthelot  has  shown 
that  even  nitrobenzene  may  be  exploded  if  a 
small  quantity  be  dropped  on  to  a  highly  heated 
surface,  but  they  can  all  be  exploded  by  the  use 
of  a  sufiiciently  powerful  detonator.  Some  of 
i  the  higher  derivatives,  such  as  trinitrotoluene 
I  and    trinitrophenol,    are    amongst   the  most 
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powerful  and  important  '  high '  explosives 
kno'mi,  but  the  lower  derivatives  are  mostly 
used  as  constituents  of  explosive  mixtures, 
principally  with  ammonium  nitrate,  potassium 
chlorate,  or  ammonium  perchlorate,  the  nitro- 
hydrocarbons  being  usually  fused  before  mixing 
wth  the  oxidising  ingredient. 

Nitrohydrocarbons. 

The  niirdbenzen.es  are  not  used  as  explosives 
alone,  although  they  can  be  exploded  with 
difficulty,  but  the  mono-  and  di-  derivatives  are 
used,  in  combination  Avith  oxidising  salts  or 
with  more  explosive  compounds,  in  many 
modern  explosives  mostly  used  for  blasting 
purposes.  Numerous  instances  of  these  are 
given.  Dinitrobenzene  is  also  used  to  some 
extent  in  some  sporting  semi-smokeless  powders. 
Tri-  and  tetra-nitrobenzenes,  obtained  by  the 
drastic  treatment  of  benzene  with  mixed  acids, 
are  both  more  easUy  exploded  than  the  di- 
derivatives,  but  little  use  has  been  made  of 
them  up  to  the  present,  although  trinitrobenzene 
has  been  proposed  as  a  substitute  for  picric  acid 
as  a  high  explosive  by  the  Chemische  Fabrik 
Griesheim  (Ger.  Pat.  79477,  1893). 

Mono-  and  dinitro-  benzene  are  active  poisons, 
and  care  is  necessary  in  handling  bare  explosives 
containing  them  as  ingredients. 

Nitrotoluenes. 

The  mono-,  di-,  and  tri-nitrotoluenes  are 
all,  but  principally  the  two  latter,  used  as 
constituents  of  explosive  mixtures,  but  the 
trinitro  derivative  has  also  become  of  import- 
ance as  a  high  explosive  for  military  purposes. 

Trinitrotoluene  is  also  known  in  different 
countries  under  the  names  '  tolite,'  '  trilit,' 
'  trotyl,'  and  '  trinoL' 

Manufacture. — It  is  manufactured  by  the 
nitration  in  stages  of  the  carefully  purified 
hydrocarbon,  the  reaction  with  the  mixed  acids 
being  carried  out  in  enamelled  iron  vessels, 
and  the  subsequent  washing  in  centrifugals. 
The  nitration  is  usually  effected  by  one  of 
two  methods.  In  the  first,  the  toluene  is 
converted  into  crude  mononitrotoluene,  by 
nitrating  1  part  of  toluene  with  3  parts  by  weight 
of  mixed  acids,  2  parts  nitric  acid,  of  sp.gr. 
1-495,  to  3  parts  sulphuric  acid  of  sp.gr.  1-84. 
The  mixed  mono-  derivatives  are  then  converted 
into  dinitrotoluene  by  the  action  of  twice  its 
weight  of  the  same  acid  mixture,  and  finally 
the  product  of  this  second  nitration  is  treated 
with  stiU  stronger  acids.  A  better  method, 
according  to  Haussermann,  is  to  slowly  run  with 
constant  stirring  2^  parts  by  weight  of  the  mixed 
acids,  1  part  nitric  acid  to  2  parts  sulphuric  acid 
of  the  strength  given  above,  into  1  part  of 
paranitrotoluene  heated  to  about  60°.  The 
mixture  is  heated  for  half  an  hour  at  80°,  and 
then  allowed  to  cool.  The  crystalline  mass  of 
mixed  dinitrotoluenes  so  obtained  is  dissolved, 
by  the  aid  of  gentle  heat,  in  4  times  its  weight 
of  sulphuric  acid  of  the  same  strength,  and  then 
mixed  with  1^  times  its  weight  of  nitric  acid  of 
the  same  strength,  kept  cool.  The  mixture  is 
then  heated  at  90°-95°  with  stirring,  for  about 
4  or  5  hours.  After  cooling,  the  crude  trinitro- 
toluene is  separated  from  the  acid,  and  washed 
first  with  hot  water,  then  with  very  dilute  soda 


solution,  and  allowed  to  solidify.  Two  qualities 
of  trinitrotoluene  are  obtained,  according  to  the 
purity  of  the  materials  and  the  character  of  the 
nitration,  one  having  a  melting-point  between 
72°  and  74°,  the  other  between  77°  and  79°. 
Eor  military  purposes  a  third  quality,  having  a 
melting-point  between  80-5°  and  81-5°,  consist- 
ing almost  entirely  of  the  symmetrical  isomeride, 
is  obtained  by  recrystaUisation  from  alcohol, 
light  petroleum,  or  toluene.  The  crystals  are 
freed  from  residual  solvents  by  whirling  in  cen- 
trifugals, and  then  heating  in  an  inclined  cylinder 
heated  by  a  hot-water  jacket. 

Properties. — Trinitrotoluene  crystallises  from 
alcohol  in  sulphur-yeUow  needles,  but  when 
petroleum  or  toluene  is  used  the  crystals  are 
darker  and  of  a  light  buff  colour.  Its  colour  is 
darkened  by  exposure  to  light.  When  pure,  it  is 
without  odour  and  practically  insoluble  in  cold 
water.  It  is  soluble  to  a  slight  extent  in  hot 
water,  and  dissolves  readily  in  alcohol,  light 
petroleum,  benzene,  and  other  organic  solvents. 

Crystals  of  trinitrotoluene  have  a  density  of 
1'5,  that  of  the  solidified  mass  after  fusion 
being  1-6. 

On  application  of  a  flame,  trinitrotoluene 
burns  with  a  very  smoky  flame.  It  cannot  be 
exploded  by  flame,  and  only  quite  locally  by 
very  strong  percussion,  but  can  be  readily 
detonated  by  means  of  mercury  fulminate.  As 
much  as  1000  kilos,  have  burned  away  quite 
quietly  in  a  conflagration,  and  a  rifle  bullet 
may  be  fired  through  a  solid  mass  without 
causing  explosion.  It  may  be  detonated  in  the 
powdered  form  by  means  of  a  No.  3  detonator 
containing  0-54  gram  fulminate  composition. 
A  dense  black  smoke  is  produced  when  it  is 
detonated  in  the  open.  It  is  quite  safe  to 
handle,  and  is  stable  under  very  varying  atmo- 
spheric conditions. 

Over  picric  acid  it  has  the  distinct  advantages 
that  it  does  not  combine  with  metals,  and, 
generally,  has  no  acid  properties.  Its  dust  and 
vapour  are  not  irritating  or  injurious  to  those 
i^orking  with  it.  It  is  slightly  less  powerful 
than  picric  acid,  but  this  is  an  advantage,  since 
in  the  fragmentation  of  a  shell  the  pieces  are 
sufficiently  large  to  have  considerable  destructive 
j  effect.  The  lower  bursting  effect  of  trinitro- 
I  toluene,  as  compared  \vith  picric  acid,  is  attri- 
buted by  Kast  to  its  lower  density  and  lower 
rate  of  detonation  (6700  metres  per  second 
against  7100  metres  per  second).  It  is  a  less 
powerful  explosive  than  wet  guncotton,  but  its 
effect  at  a  distance  is  greater. 

Shells  are  usually  filled  with  trinitrotoluene, 
as  with  picric  acid,  by  melting  the  compound 
and  allowing  it  to  solidify  in  the  shells.  Bichel 
(Er.  Pat.  357925,  1905)  proposes  to  use  com- 
pressed trinitrotoluene,  which  he  had  previously 
shown  to  have  a  higher  velocity  of  detonation 
than  in  the  loose  condition,  as  an  explosive  for 
!  shells,  mines,  and  torpedoes,  by  cementing 
together  blocks  of  the  compressed  material  by 
means  of  the  fused  compound,  and,  in  a  later 
patent  (Fi.  Pat.  369371, 1906),  proposes  to  obtain 
a  higher  density  than  by  simple  casting,  with 
trinitrotoluene  as  well  as  with  other  fusible  nitro- 
explosives,  by  casting  in  a  closed  vessel,  first 
placed  under  evacuation,  to  remove  all  air 
bubbles,  and  then  submitting  the  molten  mass, 
whilst  rapidly  cooled  by  means  of  a  water-jacket. 
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to  compressed  air  or  carbonic  acid.  A  density 
as  high  as  1'69  has  been  olitaiiicd  in  this 
way. 

Nobel  (Ger.  Pat.  212169,  1907)  lias  patented 
a  method  of  increasing  the  density  of  trinitro- 
tohiene,  and  other  suitable  nitrohych'ocarbons, 
by  first  cooling  the  shell  to  0°  before  j)ouring 
in  the  liquid.  Rudeloff,  by  compression  under 
3000  atmospheres,  has  obtained  a  mass  with  a 
density  of  1-7,  that  can  be  cut  and  worked  like 
wet  guncotton.  The  detonation  of  the  densified 
solid  is  facilitated  by  using  some  of  the  loose 
trinitrotoluene  as  a  primer. 

Trinitrotoluene  is  also  used  in  considerable 
quantities  for  detonators.  It  is  employed  either 
alone,  -with  a  priming  of  mercury  fulminate,  or 
as  an  ingredient  in  cap  and  detonating  composi- 
tions, it  is,  for  example,  stated  that  in  a 
No.  7  detonator  the  1-5  grams  of  fulminate  can 
be  advantageously  replaced  by  a  mixture  of 
0-7  gram  of  trinitrotoluene  and  0*5  gram  of 
fulminate. 

Trinitrotoluene  has  been  suggested  in 
various  mixtures  as  a  high  explosive  for  shells 
and  torpedoes.  Bichel  (Fr.  Pat.  369661,  1906) 
makes  a  plastic  explosive  called  ^  plastrotyl,' 
by  mixing  it  \vith  a  solid  or  liquid  resin,  such  as 
copaiba  balsam,  or  larch  turpentine,  ^^'ith  or 
without  the  addition  of  dinitrotoluene  and 
collodion  cotton.  Rudeloff  and  AUendorS  (Ger. 
Pat.  201306,  1906)  make  '  triplastit,'  with  a' 
density  as  high  as  2-5  by  mixing  with  a  jelly 
prepared  from  dinitrotoluene  and  solulile  dinitro- 
ccllulose,  heating  slowlj-  to  about  80°,  and 
incorporating,  as  an  oxygen  carrier,  a  mixture 
of  potassium  chlorate  and  lead  nitrate. 

Trinitrotoluene  is  a  constituent  of  many  | 
modern  ammonium  nitrate  safety  explosives. 

Other  nitrohydrocarbons.  The  nitrohydro- 
carbons,  largely  di-  and  trinitro  derivatives  of 
mesitylene  and  pseudocumenc,  obtained  by 
nitrating  solvent  naphtha,  have  been  proposed 
by  Shul'z  and  Gehre  (Eng.  Pat.  5687,  1905,  and 
19565,  1907)  for  use  in  explosive  mixtures  of 
the  usual  type,  kno'ttn  as  '  Vlgoritc '  and 
'  Bavarite.' 

The  nitronaphthalenes,  usually  dinitronaph- 
thalenc,  are  occasionally  used,  principally  associ- 
ated with  ammonium  nitrate  in  safety  explosive 
mixtures. 

The  nitrohydrocarbons  of  the  fatty  series 
have  so  far  met  with  only  a  limited  use.  The 
Soc.  anonyme  d'Explosifs  et  de  Prod.  Chim. 

Pat.  394992,  1907)  claim  the  use  in 
particular  of  monouitromethane,  a  liquid  boiling 
at  about  99°-100°,  in  smokeless  powders  with 
nitrocellulose,  or  nitrocellulose  and  nitroglycerin, 
and  the  use  of  tetranitromethane  by  Winand 
has  ah-eady  been  mentioned  under  '  Sprengel 
Exjilosives.' 

Nitrophenols. 

The  potassium  salt  of  mononitrophenol  can 
be  detonated  by  percussion,  and  it  has  been 
propo-sed  in  America  (U.S.  Pat.  792716,  1905, 
and  940580,  1909)  to  use  dinitrophenol  mixed 
with  picric  acid,  to  lower  the  melting-point  of 
the  latter,  and  as  an  ingredient  in  explosive 
mixtures,  but  the  only  nitro  derivative  of 
ordinary  phenol  used  to  any  extent  is  picric  acid, 
symmetrical  trinitrophenol,  which  is  largely 
used  by  itself  as  a  high  explosive,  and  to  a 


limited  extent  in  explnsive  mixtures,  usually  of 
the  detonating  class. 

Picric  acid.  Manujuclwrc. — Direct  nitration 
of  ])henol  with  strong  nitric  acid  gives  picric 
acid,  but  the  action  is  very  violent,  and  there  is 
considerable  loss  by  oxidation,  and  it  is  prefer- 
able, therefore,  to  sulphonate  the  phenol  before 
nitration.  The  usual  process  is  to  mix  together 
equal  weights  of  crystallised  phenol  and  concen- 
trated sulphuric  acid  in  an  iron  vessel,  the  mix- 
ture being  heated  to  between  100°  and  120°  by 
means  of  superheated -steam  coils.  The  mass  is 
kept  stirred  until  it  is  comisletely  soluble  in  cold 
water,  Avhen  it  is  allowed  to  cool,  and  t'\\ice  its 
weight  of  water  added.  The  solution  is  then 
run  gradually  into  three  parts  by  weight  of 
nitric  acid,  sp.gr.  1-4,  contained  in  earthenware 
tanks  standing  in  running  water.  When  the 
reaction,  M'hich  is  at  first  very  violent,  moderates, 
the  vessels  are  heated  by  steam  until  the  nitra- 
tion is  complete.    The  reactions  are  : 

(1)  CsH5OH+H,,SO4=C„H,(SO3H)0H  +  H.,O. 

(2)  C6H4(S03H)OH-|-3HN03 

=CeH,(NO,)30H+H2S04  +  2H,0. 

The  nitrous  fumes  evolved  are  condensed  and 
reconverted  into  nitric  acid. 

The  crystals  of  picric  acid,  which  separate 
on  cooling,  are  separated  from  the  mother 
liquor,  anfl  afterwards  washed  with  warm  water 
in  a  centrifugal  machine.  The  crystals  are 
further  purified  by  recrystallisation  from  boiling 
water,  centrifugation,  and  drying  on  earthen- 
Avare  trays  in  a  steam  box  at  about  35°-38°. 

To  obtain  more  perfect  purification  from  the 
last  traces  of  mineral  acids,  picric  acid  is  usually 
converted  into  its  sodium  salt  by  dissolving  in 
hot  solution  of  sodium  carbonate.  On  cooling, 
almost  chemically  pure  sodium  picrate  crystal- 
lises out  ;  this  is  centrifugated,  washed  with 
cold  water,  dissolved  again  in  hot  water,  and 
the  acid  j)recipitated  by  adding  an  excess  of 
hydrochloric  acid.  This  is  finally  jmrified  by 
washing  and  centrifugation,  and  the  last  traces 
of  acid  are  volatilised  on  drying. 

Gutensohn  (Eng.  Pat.  16628,  1900)  proposes 
to  add  the  phenol,  dissolved  in  paraffin  or 
similar  oil,  directly  to  the  nitric  acid,  covered 
■with  a  layer  of  the  same  oil,  in  order  to  moderate 
the  nitration  reaction  without  sulplionation. 

Wenghoffer  Ger.  Pat.  125096,  1900)  suggests 
aniline  as  the  primary  material  instead  of 
phenol,  as  being  less  subject  to  variation  iii 
market  price.  It  is  converted,  through  sulph- 
anilic  acid,  into  diazobenzcne  sulphonie  acid, 
which  readily  yields  picric  acid  on  nitration,  a 
yield  of  90  p.o.  of  the  theoretical  being  claimed. 

Pmpertics. — Picric  acid  crj^staUises  in  bright 
pale-yellow  plates  or  prisms.  It  is  sparingly 
soluble  in  cold,  but  more  soluble  in  hot  water. 
It  has  an  exceedingly  bitter  taste,  and  its  taste 
and  colour  are  imparted  to  very  dilute  aqueous 
solutions.  It  is  readily  soluble  in  alcohol, 
acetone,  ether,  and  benzene.  It  melts  at  122-5° 
i  to  a  yeUow  liquid,  and  by  careful  heating  may  be 
!  sublimed  without  decomposition,  the  vajjours 
being  very  bitter  and  irritating.  Suddenly 
heated,  it  deflagrates  sharply,  with  a  bright-red 
sooty  flame,  and  Berthelot  has  shown  that  a 
smail  quantity  (kopped  on  a  refl-hot  surface 
decomposes  with  explosive  violence. 

Large  masses  of  x>icric  acid  can  be  heatt'<l  in 
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a  confined  space  Ai  ithout  cx])losion,  but  Bcrthelot  j 
is  of  the  opinion  tliat  the  explosion  of  a  aniall 
<|uautity  b\-  a  heated  surface  may,  luider  certain 
conditions,  cause  detonation  of  a  large  mass  of 
picric  acid. 

It  is  difficult  to  explode  picric  acid  by  direct 
percussion,  but  it  can  be  readily  detonated  by 
mercury  fulminate ;  1-5  grams  of  fulminate  act 
^\ell  for  the  dry  powder  ;  even  wet  picric  acid, 
containing  as  much  as  15  Tp.c.  of  water,  can  be 
so  detonated  if  a  priming  of  the  drj'  acid  is  used. 

The  heat  of  formation  of  picric  acid  is  49-1 
cals.,  and  the  heat  of  total  combustion  in  oxygen 
()18-4  cals.  (Berthelot). 

Picric  acid  does  not  contain  sufficient  oxygen 
for  complete  combustion,  and  it  is  3-49  p.c.  defi- 
cient for  the  I'ormation  of  carbon  monoxide,  and 
45-41  p.c.  deficient  for  the  formation  of  carbon  di- 
oxide. Nevertheless,  '\\hen  efficiently  detonated, 
it  is  one  of  the  most  poA\erful  explosives  knowi, 
exceeding  dynamite  and  compressed  guncotton 
in  power,  esijecially  ^hen  densified  by  fusion  and 
solidification.  The  density  after  casting  is  1  -6-1  -7, 
and  it  can  be  obtained  with  a  still  higher  density 
by  Bichel's  method  of  casting  under  pressure. 

Sprengel  (Chem.  Soc.  Trans.  1873,  803)  was 
the  first  to  call  attention  to  the  explosive 
possibilities  of  picric  acid  in  itself,  but  it  was 
not  till  1886  that  Turpin  made  a  practical  high 
explosive  of  it,  bj'  suggesting  the  use  of  com- 
pressed or  molten  picric  acid  as  a  charge  for 
shells.  The  value  of  picric  acid  as  a  high 
explosive  lies  in  the  fact,  as  Turpin  j)ointed  out, 
that  in  this  class  of  explosives  the  maximum 
effect  does  not  coincide  \rith  complete  coinbus- 
tion,  but  occurs  where  the  carbon  is  burnt  to 
carbonic  oxide,  the  greater  gas  evolution  more 
than  counterbalancing  the  smaller  heat  of  com- 
bustion. Turpin's  first  '  Melinite.'  adopted  in 
]"'rance  as  a  high  explosive  for  shells,  was  picric 
acid  made  into  a  colloidal  state  and  densified 
by  the  addition  of  a  solution  of  3-5  p.c.  collodion 
cotton  in  alcohol  and  ether,  but  very  soon  this 
was  abandoned  in  favour  of  the  fu.sed  picric 
acid  alone,  as  Turpin  showed  this  to  be  still 
more  po\\erful,  and  so  insensitive  that  it  could 
only  be  detonated  under  strong  confinement. 
The  English  '  Lyddile.  '  is  simply  fused  jiicric 
acid,  melted  in  large  cans,  in  a  carefully  regulated 
hot-air  stove,  at  130°-140°,  and  filled  directly  into 
the  shells,  a  central  cavity  being  left  for  the 
exploder.  Picric  acid  has  been  used  for  similar 
IJurposes,  also  for  mines  and  torpedoes,  by  most 
other  countries  under  various  names,  such  as 
'  Ecrasite,'  '  Shimose,'  '  Pertite,'  '  Picrinit,'  &c.  ; 
in  some  cases  additions  of  other  substances, 
such  as  nitronaphthalene,  di-  and  trinitroto- 
luene, trinitrocresol,  being  made  in  order  to 
reduce  the  melting-point.  As  the  melting-point 
of  picric  acid  is  so  high,  and  its  sensibility  to 
percussion  increases  with  the  temperature,  its 
fusion  on  the  large  scale  is  to  some  extent 
dangerous.  Girard  (Eng.  Pat.  6045,  1905)  gives 
a  long  list  of  the  melting-points  of  equimolecular 
mixtures  of  picric  acid  with  other  nitro  deriva- 
tives ;  in  all  cases  the  melting-point  of  the 
mixture  is  well  below  that  of  the  constituent  of 
lower  melting-point. 

The  cast  picric  acid,  when  unconfined,  is 
much  more  difficult  of  detonation  by  mercury 
fulminate  than  the  loose  acid ;  3  grams  of 
fulminate  fired  in  the  mass  will  not  explode  it. 


It  may  be  detonated  by  using  a  priming  of  the 
loose  acid  or  of  guncotton,  but  much  more 
perfectly  Ijy  a  primer  of  '  picric  powder,'  or 
trinitrotoluen(^. 

On  the  assumption  that  the  explosion  of 
'  lyddite  '  is  represented  by  the  equation  : 

2GsH2(NOo)30H  =  3C02+800+C-f3H2+3N„ 
de  la  Roque  (Rev.  de  Chim.  Industrielle,  11,  5) 
has  calculated  the  following  constants  : — 
Heat   evolved   at  constant 

pressure  per  kgm.  .  .  853-4  kgm.-cals. 
Heat    evolved   at  constant 

volume  per  kgm.      .        .  876-0      ,,  ,, 
'Potential'    {i.e.  maximum 
work     by    unit  weight, 
assuming  complete  ga.sifica- 
tion    and     adiabatic  ex- 
pansion) .        .        .      272,280  kgm. -metres 
Volume  of  gas  from  1  kgm.     683,453  cc.  at  N.P.T. 
Temperature  of  explosion     .  2832° 
Pressure  developed  by  the  ex- 
plosion of  1  gram  in  unit 
volume  .        .        .    .S086  kgms.  per  sq.  cm. 
Actual  analysis  has  shown  tliat,  when  explosion 
takes  place,  the  decomposition  is  more  compli- 
cated than  this,  the  products  being :  carbon 
monoxide,  carbon  dioxide,  nitrogen,  nitric  oxide, 
water,  hydrocyanic  acid,  and  residual  carbon. 

Picric  acid  is  safe  to  manufacture  and 
transport.  The  advantages  of  cast  picric  acid 
as  a  high  explosive  are  many,  its  physical  and 
chemical  stability  are  very  great,  and  it  can  be 
kept  for  an  indefinite  period  under  varying 
atmospheric  conditions  ;  it  is  difficult  to  ignite, 
and  it  is  very  in.sensitive  to  percu.ssion  ;  is 
1  quite  safe  from  the  danger  of  being  fired  by 
the  shock  of  the  discharge  of  guns  of  large 
calibre,  yet  when  j'erfectly  detonated  it  is 
extremely  j)OA\erful  in  its  bursting  effects.  On 
the  other  hand,  there  are  such  disadvantages  as 
its  high  melting-point,  the  objectionable  nature 
of  its  vapours,  which  not  only  dye  the  hair, 
skin,  and  clothing  of  those  working  with  it,  but 
are  also  extremely  irritating,  if  not  harmful.  It  is 
difficult  to  detonate  completely,  and  incomplete 
detonation  yields  very  deleterious  gases.  The 
most  serious  objection  of  all,  however,  is  its 
acidic  character,  which  leads  to  the  formation, 
in  contact  with  metals  and  some  of  their  com- 
pounds, of  picrates,  many  of  which  are  highly 
sensitive,  the  picrates  of  lead  particularly  so. 
Serious  accidents  have  resulted  in  the  use  of 
picric  acid,  which  have  been  attributed  to  the 
formation  of  these  compounds,  and  for  this 
reason  the  interiors  of  the  shells  are  varnished, 
and  lead  compounds  are  carefully  guarded  against 
in  the  lutings  used  on  the  screw  threads  on  the 
shell  plugs,  and  in  all  paints  and  varnishes 
connected  with  picric  acid  shells.  Trinitroto- 
luene is  free  from  most  of  these  objectionable 
features,  and  there  seems  reason  to  think  it 
will  more  or  less  replace  picric  acid  in  its  many 
U!3es. 

Emmensite  (Eng.  Pat.  370,  1888),  the  inven- 
tion of  Emmens  of  the  United  States,  is  produced 
as  crystals,  said  to  be  dilfeient  from  ])icric  acid, 
by  the  action  of  fuming  nitric  acid  of  sp.gr.  1-52 
on  picric  acid.  The  explosive  was  favourably 
reported  upon  by  the  U.S.  War  Dept.,  and  is 
said  to  be  satisfactory,  both  as  a  propellant  and 
as  a  high  explosive. 


Picrates.  jiidi-ates,  fonnrMl  bj'  the  action 

of  Ihc  aciil  on  the  metals,  their  Dxides,  hy- 
ili'iixidos,  or  carbonates,  arc  « cll-dclined,  crystal- 
line compuuntls,  A\hich  are  quite  stable  under 
ordinary  conditions,  but  they  arc  all  more 
sensitive  to  heat,  friction,  and  percussion  than 
the  acid  itself.  I'his  is  true,  to  some  extent, 
even  of  the  alkaline  salts,  whilst  the  picrates, 
normal  and  basic,  of  some  of  the  heavy  metals, 
especially  lead,  are  extremely  sensitive  and 
violent.  They  detonate  with  violence,  and 
their  detonation  is  sufficient  to  prime  an 
indetinite  amount  of  picric  acid.  Ammonium 
picrate  is  the  most  insensitive.  It  has  been 
proposed  as  a  substitute  for  picric  acid  for  use  in 
shells,  as  it  has  no  teudencj^  to  form  dangerous 
picrates.  A  very  serious  explosion  of  picric 
acid,  near  Manchester,  in  1887,  was  caused  by 
melted  picric  acid  llnw  in^  on  to  litharge,  detonat- 
ing mth  it,  and  thereli>'  acting  as  a  primer, 
causing  the  detonation  of  all  the  ])icric  acid 
present.  In  connection  ^^■ith  this  explosion, 
Deering  showed  that  very  rough  mixtures  of 
picric  acid  with  litharge,  red  lead,  lead  nitrate, 
strontium  nitrate,  lime,  &c.,  detonated  violently, 
and  were  sufficient  to  prime  a  large  mass  of 
picric  acid.  Mixtures  of  picric  acid  with  certain 
peroxides  will  fire  spontaneously. 

Explosive  mixtures  containing  picric  acid  and 
picrcdes.  Many  years  before  picric  acid  was 
used  as  a  high  explosive,  attempts  Mere 
made  to  use  it  and  the  picrates  in  explosive 
mixtures.  It  was  recogTiised  that  picric  acid  is 
deficient  in  ox^'gen,  and,  consequently,  picric 
acid  and  the  picrates  were  proposed  to  be  used 
mixed  with  various  oxidising  agents.  However, 
the  insensibility  of  picric  acid  is  largely  due  to 
its  deficiency  in  oxygen,  and  for  this  reason  the 
mixtures  with  oxidising  agents  are  all  much  more 
sensitive  to  heat,  percussion,  and  friction  than 
the  acid  itself.  Mixtures  containing  picric  acid, 
with  either  nitrates,  chlorates,  chromates,  or 
permanganates,  are  extremely  unstable,  and 
liable  to  undergo  spontaneous  explosion,  owing 
to  the  slow  displacement  of  the  highly  oxidising 
acids  by  the  picric  acid,  in  the  presence  of  even 
traces  of  moisture,  and  many  serious  accidents 
have  been  caused  by  such  mixtures.  Attempts 
have  been  made  to  increase  the  stability  of 
picric  acid  mixtures  by  coating  the  particles  of 
the  acid  with  an  insensitive  and  protective  film  ; 
for  instance.  Roth  (Eng.  Pat.  173550,  188G) 
proposed  a  mixture  of  picric  acid  and  ammonium 
nitrate  Avith  a  fatty  drying  oil,  and  Turpin 
patented  various  mixtures  of  picric  acid  with 
gum,  oils,  fats,  collodion  jelly,  &c.  ;  but  the 
picrates  are  far  preferable  to  the  free  acid  in 
explosive  mixtures. 

The  picrates  of  ammonium,  potassium,  or 
sodium  are  those  most  frequently  used  in  explo- 
sive mixtures.  In  1869  Dcsignolle  made  mix- 
tures of  potassium  picrate  and  charcoal  with 
idtre,  in  proportions  varying  according  to  their 
use,  for  small-arm  and  cannon  powders,  and 
7nixtures  of  potassium  picrate  and  nitre  for 
filling  torjiedoes  and  shells.  These  mixtures 
were  made  in  much  the  same  way  as  ordinary 
gunpowder  ;  they  gave  very  good  results,  and 
were  in  use  for  some  time  in  the  French  Navy. 
()0  grams  of  the  propellant  powders  were  said 
to  give  the  same  result  as  .S50  grams  of  ordinary 
gunpowder,  and  the  intensity  of  action  of  the 
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disruptive  powder  was  nearly  70  p.c.  ol'  (fiat  of 
dynamite  No.  1.  In  the  same  yv.w.  Brugc'ro 
and  Abel,  imfcjiendent ly,  recomniendi-d  inixtures 
of  ammonium  ])icrafe  and  nitre,  lirugere's 
powder  was  composed  of  51  p.c.  of  ammonium 
picrate  and  46  p.c.  of  nitre.  It  Avas  insensitive 
to  friction  or  shock,  slow  burning,  nearly  smoke- 
less, in  small  arms  quite  as  powerful  as  gun- 
powder, and  non-erosive.  Abel's  mixture, 
3  parts  of  nitre  and  2  parts  of  ammonium 
picrate,  was  at  first  proposed  for  use  in  shells,  but 
afterwards  adojited  in  the  iSer  vice,  under  the  name 
of  Picric  210'vd.er,  as  an  exploder  for  jiriming 
lyddite  shells.  It  is  very  stable,  burns  only 
locally  with  slight  deflagration  on  application  of 
flame,  and  requires  strong  continement  to  develop 
its  force,  when  it  is  very  jjowerful.  At  one 
time  it  was  manufactured  and  graindated  like 
Dcsignolle's  )nixtures,  but  a  mixture  of  57  p.c. 
of  nitre  and  43  p.c.  ammonium  picrate,  dry 
mixed,  was  subsequently  adopted.  It  is  easier 
and  safer  to  make  in  this  way,  and  the  ])roduet 
is  also  more  stable,  for  the  wetting  in  the  olrl 
method  of  manufacture  caused  the  formation  of 
a  little  hygroscopic  ammonium  nitrate  by  double 
decomjiosition.  Its  theoretical  decomposition  is  : 

5CeH.,(NO.,)30NH,+16KNO, 

=  22CO,H-18No  +  15H,0  +  8K,CO;,. 

Ammonium  picrate,  and  more  rarely,  potas- 
sium picrate,  mixed  with  the  nitrates  of  barium, 
potassium,  and  ammonium,  and  other  ingre- 
dients combustible  and  explosive,  has  been  the 
subject  of  innumerable  patents  for  so-called 
smokeless  and  safety  powders,  usually  in  America, 
Austria,  or  France.  Detonating  mixtures  con- 
taining picrates  and  chlorate  of  jjotasli  have 
been  proposed,  and  picrate  of  lead  has  been 
.suggested  for  the  same  purpose.  The  picrate 
mixtures  generallj',  hoAvever,  are  shunned  in 
this  country,  owing  to  their  chemical  instability 
and  the  extreme  danger  in  their  storage  and 
use. 

Trinitrocreiol  is  manufactured  similarly  to 
picric  acid,  and  has  very  similar  chemical  and 
physical  properties.  It  melts  at  about  107°. 
It  is  acidic  and  forms  explosive  salts.  It  has 
explosive  pro]3erties  similar  to  picric  acid,  and 
has  been  used,  W'hen  cast,  as  a  high  explosive 
for  shells  and  torpedoes,  ahsne  and  mixed  Avitli 
jiicric  acid.  It  requires  jJriming,  and  guncotton 
is  generally  used  for  this  purpose.  In  France  it 
is  known  as  '  Cresylite.''  In  Austria  the  name 
'  Ecrasite  '  has  been  from  time  to  time  apjjliecl 
to  high  explosives  of  different  comjjosition  used 
for  charging  shells,  but  ajjparently  always 
containing  trinitrocresol  or  its  ammonium  salt. 
Trinitrocresol  has  been  used  alone  or  mixed  with 
picric  acid,  and  the  ammonium  salt  has  been 
used  alone  or  mixed  with  nitre.  The  ammonium 
salt  is  a  yellow  crystaUino  solid,  melting  at 
about  100°.  It  burns  without  explosion  unless 
strongly  confined,  and  is  insensitive  to  friction 
and  percussion.  It  is  stemmed  into  shells  with 
a  wooden  rod,  or  compressed  into  slabs.  A 
guncotton  primer  is  generally  used  to  ensure 
complete  detonation,  hut  it  can  be  exploded 
with  a  2-gram  fulminate  detonator.  A  mixture 
of  trinitrocresol  anil  picric  acid  in  molecular 
proportions,  melted  tflgether  and  mixed  with  an 
oxidising  salt,  has  been  proposed  by  (jirard 
(U.S.  Pat.  895254,  1908). 
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The  higher  nitrophenols  are  all  more  or  less 
explosive  and  yield  explosive  salts,  but  they 
have,  as  yet,  met  with  no  practical  use. 

Nitric  Esters. 

On  nitration,  the  organic  alcohols  and 
carbohydrates  yield  true  nitric  esters,  or  organic 
nitrates,  which  are  explosive  comijounds.  The 
internal  structure  and  explosive  characteristics 
of  the  nitric  esters  are  different  from  those  of 
the  nitro  derivatives,  but,  unfortunately,  this 
difference  has  not  been  recognised  in  the  technical 
nomenclature.  The  products  of  nitration  of  all 
organic  substances,  that  are  explosives,  are  all 
technically  known  as  nitro  explosives. 

With  reducing  agents,  the  explosive  com- 
pounds of  this  class  yield  more  or  less  the 
primary  substance  of  the  nitration,  and  not 
amino  compounds,  as  do  the  nitro  derivatives, 
and  by  the  prolonged  action  of  caustic  alkalis 
they  give  the  primary  substance  and  an  alkaline 
nitrate,  together  wth  other  products  of  second- 
ary reactions.  A  simple  test  serves  to  distin- 
guish the  two  classes  of  nitro  compounds. 
When  shaken  with  sulphuric  acid,  in  a  Lunge 
nitrometer,  the  nitric  esters  yield  their  nitrogen 
as  nitric  oxide;  the  true  nitro  derivatives  do 
not  do  so. 

The  nitric  esters,  generally  speaking,  are 
more  powerful  explosives  than  the  nitro 
derivatives,  but  are  less  stable,  more  especially 
in  the  presence  of  foreign  substances,  such  as 
residual  traces  of  the  nitration  acids. 

Nitroglycerins. 

Mono-,  di-,  and  tri-nitric  esters  of  glycerin  are 
possible.  Liecke,  in  1865,  stated  that  he  ob- 
tained mono-  and  di-nitroglycerin  by  nitrating 
glycerol  at  0°  in  a  mixture  of  1  volume  of  nitric 
acid,  sp.gr.  1-4,  and  2  volumes  of  strong  sul- 
phuric acid ;  and  later  said  that  when  nitric  acid 
of  1-3  sp.gr.  is  used  the  mononitrate  is  obtained, 
whilst  the  dinitrate  and  trinitrate  are  respectively 
obtained  by  using  an  acid  of  1'4  or  1-5  sp.gr. 

Henriot  claimed  to  prepare  the  mono- 
compound  by  nitrating  glycerol  with  a  dilute 
nitric  acid  containing  3  parts  of  water  to  1  of 
strong  acid  ;  and  Wohl  (Ger.  Pat.  58957,  1890) 
suggested  the  use  of  the  mono-  and  di-  compounds 
for  reducing  the  freezing-point  of  nitroglycerin. 

Mikolajczak  did  considerable  work  in  1904 
on  mono-  and  di-nitroglycerin  (Zeitsch.  Gluckauf, 
1904,  629) ;  and  Will  made  a  full  investigation 
of  their  preparation,  properties,  and  uses  in 
1908  (Ber.  41,  1107),  from  which  work  the 
following  short  description  is  taken. 

Dinitroglycerin.  Will  prepared  dinitrogly- 
cerin  by  the  following  modification  of  Miko- 
lajczak's  method  of  preparation.  10  parts 
of  glycerol  are  slowly  stirred  into  33  parts  of 
nitric  acid,  sp.gr.  1-5,  kept  at  a  temperature 
of  below  0°,  and  the  mixture  allowed  to  stand 
for  several  hours  at  10°.  The  mixture  is  then 
poured  into  10  parts  of  water  and  neutralised 
wth  powdered  marble.  On  standing,  the 
greater  part  of  the  dinitroglycerin  separated  as 
an  oil,  the  remainder  being  extracted  by  ether. 

Will's  method  of  preparation  is  to  slowly 
run  100  parts  of  glycerol,  with  constant  agita- 
tion, into  500  parts  of  ice-cold  mixed  nitric  and 
sulphuric  acids,  3  parts  H.^S04  to  1  part 
HNO3,  and  9  parts  of  water  to  100  parts  mixed 


acids.  The  mixture  is  then  poured  into  10 
parts  of  water,  and  the  dinitroglycerin  allowed 
to  separate.  The  acid  solution  is  then  neutra- 
lised, extracted  A\  ith  ether,  the  ether  distilled 
off,  the  separated  dinitroglycerin  Avashed  with 
a  little  water,  and  dried  over  sulphuric 
acid. 

Dinitroglycerin  can  also  be  obtained  by 
dissolving  trinitroglycerin  in  strong  sulphuric 
acid,  diluting  the  solution  with  AN'ater  and 
extractuig  wth  ether. 

Dinitroglycerin  is  a  colourless  or  light-yellow 
oil,  which  solidifies  below  —13°,  and  distils 
without  ajopreciable  decomposition  at  146° ; 
sp.gr.  1'47.  It  is  poisonous  like  trinitroglycerin . 
It  is  soluble  to  the  extent  of  about  8  p.c.  in 
water,  and  in  all  proportions  in  dilute  nitric  and 
sulphuric  acids.  It  is  also  soluble  in  ether, 
alcohol,  chloroform,  acetone,  carbon  tetra- 
chloride, and  petroleum  spirit.  In  strong  sul- 
phuric acid,  like  the  trinitrate,  it  is  denitrated, 
giving  first  mononitroglycerin,  and  eventually 
glycerol.  When  dry  it  dissolves  and  gelatinises 
nitrocellulose. 

Will  succeeded  in  separating  dinitroglycerin 
into  two  isomerides  by  taking  advantage  of  the 
property  of  one  of  them  to  form  a  crystalline 
hydrate.  Both  isomerides,  when  dry,  have 
explosive  properties  resembling  those  of  trinitro- 
glycerin, but  become  non-explosive  in  moist 
air  through  absorption  of  water. 

Mononitroglycerin  was  obtained  by  Will,  by 
a  process  of  crystallisation,  from  the  oil  extraoteil 
with  ether  from  the  neutralised  and  concen- 
trated aqueous  mother  liquor  obtained  in  the 
preparation  of  dinitroglycerin.  He  obtained 
two  isomerides,  both  crystalline  solids,  melting 
at  54°  and  58°  respectively,  and  freely  soluble  in 
water. 

Nitrodiglycerin.  When  glycerol  is  heated  for 
7-8  hours  at  290°-295°,  it  is  largely  converted 
into  diglycerin,  with  a  little  triglycerin  and 
higher  polyglycerins.  The  diglycerin  can  be 
separated  by  fractionation,  and  on  nitration 
gives  a  product  almost  identical  in  properties 
with  nitroglycerin.  If  a  mixture  of  glycerol 
and  a  little  diglycerin  is  nitrated,  the  resulting 
product,  which  contains  di-  and  tetra-nitrodi- 
glycerin,  has  all  the  properties  of  nitroglycerin, 
but  remains  fluid  at  -15°  to  -20°  (Will, 
Zeitsch.  angew.  Chem.  1906,  889). 

Nitroglycerin.  Ordinary  nitroglycerin  is  the 
trinitric  ester  of  glycerol.  It  was  discovered  in 
1847  by  Sobrero.  In  a  letter  to  Pelouze  (Compt. 
rend.  24,  247),  he  states  that  when  glycerol  is 
poured,  with  stirring,  into  a  mixture  of  2  vols, 
of  sulphuric  acid  of  66°Baume,  and  1  vol.  of 
nitric  acid  of  43°,  cooled  by  a  freezing  mixture, 
the  glycerol  dissolves  therein  without  i)erceptible 
reaction,  and  that  on  pouring  the  mixture  into 
water  an  oily  substance,  heavier  than  water,  is 
precipitated. 

Sobrero  described  some  of  the  properties  of 
nitroglycerin,  but  did  not  analyse  it. 

No  practical  application  of  importance  of  the 
properties  of  nitroglycerin  was  made  until  1803, 
when  its  preparation  on  a  large  scale  was  com- 
menced by  Nobel,  who  started  two  nitroglycerin 
factories  near  Stockholm  and  near  Lauenlnirg. 
It  was  first  called  '  pyroglj'cerin,'  afterwards 
'  glonoine  oil,'  and  still  later  '  Nobel's  blasting 
oil.'    Between    1863    and    1865  increasingly 
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large  quantities  of  nitroglycerin  were  matle  and 
exjjorted  ;  but  serious  accidents  occurred  about 
the  year  186G  in  different  parts  of  the  world 
whither  the  nitroglycerin  had  been  exported, 
and  were  followed  by  legislation  on  the  part  of 
several  governments,  prohibitive  of  its  use. 
This  restrictive  legislation  was  met  by  Nobel 
by  the  introduction  of  dynamite  m  1866-67,  the 
carriage  and  use  of  this  preparation  of  nitro- 
glycerin being  comparatively  safe.  Mowbray, 
before  this  time,  had  manufactured  large  quan- 
tities of  nitroglycerin  in  Massachusetts,  and  it 
had  been  transported  for  use  in  the  mines  in  the 
frozen  state. 

Manufacture. — The  followng  is  a  short 
account  of  the  manufacturing  processes  in 
general  use  for  the  manufacture  of  nitroglycerin, 
with  sjiecial  reference  to  some  recent  improve- 
ments adopted  at  the  Royal  Gimpowder  Factory, 
Waltham  Abbey  (see  Nathan  and  Rintoul,  J. 
Soe.  Chem.  Ind.  1908,  1903).  The  chemical 
basis  of  the  processes  is  essentially  that  of 
Sobrero's  method  of  preparation,  but  the 
modern  manufacturing  plant  is  of  entirely 
different  type  from  that  in  use  in  the  earlier 
factories,  and  the  output  has  enormously  in- 
creased. 

Prime  materials. — The  glycerol  used  in  the 
manufacture  of  nitroglycerin  is  the  purest 
distilled  glycerol  obtainable,  and  practically 
anhydrous.  The  presence  of  impurities  in  the 
glycerol  leads  to  the  formation,  on  nitration,  of 
bodies,  which  render  the  product  unstable 
and  liable  to  spontaneous  decomposition.  Its 
sp.gr.  must  not  be  less  than  1-26,  and  it 
must  be  free  from  acid,  lime,  chlorides,  and 
arsenic.  It  should  also  be  free  from  fatty  acids  ; 
in  the  process  of  distillation  of  the  glycerol, 
fatty  acids  of  the  same  boiling-point  are  apt  to 
come  over,  and  when  nitrated  are  difficult  to 
remove  from  the  nitroglycerin.  The  total  resi- 
due, after  careful  evaporation  of  the  glycerol, 
should  be  less  than  0-25  p.c.,of  which  not  more 
than  0-10  p.c.  should  be  inorganic.  Even  these 
tests  are  insufficient  to  ascertain  the  suitability 
of  a  glycerol  for  nitration,  and  the  final  verdict 
depends  on  a  practical  nitration  test  on  the 
small  scale  ;  10  grams  of  the  glycerol  are  poured 
very  slowly  into  a  mixture  of  27|-  parts  of  nitric 
acid  of  1-50  sp.gr.,  and  72J  parts  of  sulphuric 
acid  of  1-84  sp.gr.  kept  quite  cold  during  the 
addition.  The  nitroglycerin,  after  separation, 
and  also  the  waste  acids,  are  allowed  to  stand 
some  time  in  long  burettes  and  the  separated  j 
nitroglycerin  ultimately  collected  and  measured.  | 
The  yield  should  be  at  least  200  p.c.  by  weight  of  | 
the  glycerol,  and,  further,  no  flocoulent  matter 
should  separate  out  during  the  nitration. 

At  the  present  time,  the  various  supplies  of 
glycerol  at  Waltham  Abbey  are  carefully 
blended  to  ensure  uniformity  of  manufacture, 
the  blending  being  performed  in  large  iron  tanks 
holding  10  tons.  The  glycerol  is  rendered  fluid 
by  heating  with  steam  coils  run  into  an  elevator, 
a  strong  steel  cylinder  or  egg-shaped  vessel,  and 
thence  forced  by  compressed  air  into  a  tank  in 
the  charge  house,  which  is  placed  above  the 
nitrating  house.  The  charge  of  glycerol  was 
formerly  weighed,  but  it  is  now  usually  measured 
in  the  tank  by  means  of  a  gauge  glass.  The 
glycerol  must  not  be  too  heated,  or,  because  of  its 
reduced  specific  gravity,  the  weight  of  the  charge 


deduced  from  the  volume  in  the  tank  will  bo 
uicorrect ;  yet,  on  the  other  hand,  it  must  bo 
fluid  enough  to  easily  run  into  the  nitrating 
apparatus. 

Acids. — To  procure  a  good  yield  of  pure 
nitroglycerin,  the  nitric  acid  should  be  practically 
anhydrous.  If  the  nitric  acid  be  too  weak,  lower 
nitrates  are  formed,  which  dissolve  in  the  acid 
mixture.  To  increase  the  strength  of  the  nitric 
acid,  and  to  keep  this  strength  up  by  removing 
the  water  liberated  in  the  nitration,  it  is  necessary 
to  mix  the  nitric  acid  with  strong  sulphuric  acid. 
Nitroglycerin  is  soluble  in  either  acid,  but  not  in 
a  mixture  of  the  two.  The  strengths  of  the  two 
acids  and  their  relative  proportions  have  varied 
from  time  to  time.  In  all  early  large-scale 
manufacture,  the  mixed  acid  was  similar  in 
strength  and  jiroportions  to  that  used  by 
Sobrero,  but  the  mixture  is  now  usually  made 
from  acids  of  the  following  description. 

The  nitric  acid,  prepared  by  the  ordinary 
methods  from  sodium  nitrate  and  sulphuric  acid, 
or  recovered  from  waste  acids  by  denitrating, 
must  be  at  least  of  1-5  sp.gr.  at  15'5°,  and  must 
not  contain  more  than  a  small  quantity  of 
nitrous  acid;  usually  not  more  than  1-5  p.c.  is 
allowed,  but  sometimes  the  limit  is  as  low  as 
0-5  p.c.  The  nitric  acid  should  be  also  free  from 
sulphates  and  chlorine. 

Mowbray  introduced  the  method  of  freeing 
the  nitric  acid  from  nitrous  acid  by  heating  it 
and  passing  a  current  of  air  through  it.  At 
Waltham  Abbey,  the  nitric  acid  is  made  by  the 
Valentiner  process,  which  gives  a  product  very 
free  from  nitrous  acid  [v.  Niteic  acid). 

The  sulphuric  acid  must  be  the  purest  and 
most  highly  concentrated  obtainable.  It  must 
have  a  sp.gr.  of  at  least  1-842  at  15-5°,  and  must 
contain  not  less  than  96  p.c.  by  weight  of  the 
monohydrate.  It  should  be  as  free  from  iron 
and  arsenic  as  possible,  as  these  substances  cause 
reduction  of  the  nitroglycerin. 

Mixed  acids. — These  acids  are  mixed  in  the 
proportion  of  3  parts  of  nitric  acid  to  5  jiarts  of 
sulphuric  acid,  and  glycerol  is  usually  used  in 
the  proportion  of  1-8  parts  of  the  acid  mixture, 
but  in  some  factories  the  proportion  of  acid 
mixture  is  as  low  as  7  or  7J  parts.  In  this  acid 
mixture  there  is  present  nearly  6  p.c.  of  water 
over  that  giving  acid  monohydrate,  and  within 
the  last  few  years  it  has  become  a  common 
practice  to  add  Nordhausen  sulphuric  acid  in 
such  quantity  as  to  combine  with  nearly  all 
this  excess  of  water,  an  increased  charge  and 
yield  and  less  waste  acid  resultins. 

Nathan  and  others  have  patented  (Eng.  Pat. 
6581,  1906)  the  nitration  of  glycerol  wth  a 
mixture  of  Nordhausen  sulphuric  acid  and  nitric 
acid,  with  the  object  of  obtaining  a  larger  yield  ; 
but  Guttmann  (Chem.  Zeit.  1905,  939) 'holds 
that,  beyond  a  certain  point,  increase  in  the 
concentration  of  either  acid  does  not  improve 
the  yield  of  nitroglycerin,  and,  further,  is 
deleterious  to  the  quality  of  the  product. 

The  Nordhausen  acid  is  stored  in  iron  drums, 
and,  lilce  the  other  acids,  is  first  transferred  to  a 
steel  acid  elevator  or  '  egg,'  as  it  is  termed,  antl 
thence  forced  by  compressed  air  into  the  mixing 
tank.  The  large  cylinch'ical  steel  mixing  tanks 
hold  about  60  tons  of  mixed  acid.  Nitric  acid 
is  run  into  the  tank  through  a  pijic  extending  to 
the  bottom  of  the  tank,  and  then  the  sulphuric 
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acid  added  through  a  pipe  in  the  cover,  and  the 
two  mixed  by  compressed  air,  the  fumes  evolved 
pass  througli  a  fume  pipe  into  condensing 
to^vers.  'I'w  ()  tanks  are  used  at  Waltham  Abbey, 
so  that  the  mixed  acid  can  bo  allowed  to  stand 
some  daj's  before  use,  in  order  to  allow  lead 
sulphate  and  other  impurities  to  settle  out,  and 
also  so  that  it  maybe  analysed,  and  any  necessary 
adjustment  of  composition  made.  The  mixed 
acid  is  run  from  the  tanks  as  required  into  an 
elevator,  and  forced  into  a  cylindrical  steel 
vessel  in  the  charge  house  to  a  fixed  level 
determining  the  charge. 

Nitration. — Mowbray  carried  out  the  nitra- 
tion of  glycerol  in  eartllell^\•are  pots,  using  a 
large  number  of  them  and  small  charges.  Each 
pot  contained  about  17  lbs.  of  mixed  acids,  into 
which  2  lbs.  of  glycerol  was  allowed  to  di'op  by 
means  of  a  siphon  ;  the  operation  of  nitration 
taking  place  simultaneously  in  all  the  vessels. 
He  introduced  an  important  improvement  on 
the  old  mechanical  stirrers,  by  using  compressed 
air  for  mixing  the  glycerol  and  acids.  In  later 
factories  large  lead  vessels  with  conical  covers 
were  used  for  the  nitration,  and  agitation  was 
effected  by  the  combined  use  of  compressed  air 
and  a  stiiTing  paddle  or  helix  ;  the  water  working 
the  latter  being  also  used  for  cooling  the  mixture 
by  passing  through  lead  coils.  The  glycerol 
was  allowed  to  fall  on  a  disc  fixed  to  the  shaft 
of  the  jiaddles  above  the  level  of  the  acids,  from 
which  it  was  thrown  in  fine  drops  on  to  the 
surface  of  the  acids.  A  process  of  nitration 
evolving  new  principles  was  introduced  at 
Vonges  in  1872  by  Boutmy  and  Faucher,  and 
subsequently  worked  on  a  large  scale  at  Pembrey 
in  South  Wales.  They  separately  mixed  the 
glycerol  with  part  of  the  sulphuric  acid,  forming 
sulphoglyceric  acid,  and  the  nitric  acid  \vith  the 
remainder  of  the  sulphuric  acid.  Each  of  these 
operations  involves  the  liberation  of  heat,  so 
that,  when  these  cooled  mixtures  were  themselves 
mixed,  less  heat  was  developed  in  the  actual 
process  of  nitration.  However,  the  nitration 
process  takes  some  24  hours  for  completion,  and 
the  danger  of  leaving  the  nitroglycerin  for  so 
long  a  time  in  contact  with  the  mixed  acids 
more  than  counterbalances  any  advantage 
derived  from  the  smaller  development  of  heat. 
Serious  explosions  took  place  in  various  factories 
using  this  process,  and  it  is  no  longer  used. 

In  most  modern  factories  the  nitrating 
apparatus  (there *are  usually  two  in  the  building) 
is  a  large  lead  cylindrical  tank  wth  a  convex 
or  inclined  bottom,  standing  in  a  wooden  vat. 
Inside  the  former  are  lead  cooling  worms, 
through  which  cold  water  circulates,  as  well  as 
between  the  tank  and  its  wooden  case.  This 
water  is,  in  many  factories,  artificially  cooled  by 
a  refrigerating  plant  to  10°  or  less.  The  agita- 
tion is  now  usually  performed  in  this  country 
with  compressed  air  only,  at  a  pressure  of  about 
20  lbs.  per  square  inch,  which  is  forced  through 
pipes  which  are  led  dowTi  to  and  round  the 
l)ottom  of  the  tank.  The  tank  is  closed  with  a 
dome-shaped  cover  of  lead,  provided  with  a 
number  of  glass  inspection  windows,  through 
which  the  various  pipes  for  air,  water,  and 
glycerol  pass.  A  glass  tube  to  allow  the  colour 
of  the  fumes  to  be  seen,  which  is  connected  with 
a  pipe  to  carry  away  the  fumes,  and  a  thermo- 
meter, also  pass  through  the  cover.    The  mixed 


acids  are  run  in,  from  the  tank  in  the  charge- 
house  above,  and  cooled  to  a  tem])eratiire  of 
about  16°.  The  glycerol  is  then  intrciduii-d  in  a 
spray  at  the  Ijottom  of  the  tank,  conjprcssed  air 
and  a  simple  injection  apparatus  being  used  to 
produce  the  spray,  the  contents  being  kept  in  a 
constant  state  of  agitation  and  well  cooled. 
The  rate  of  flow  of  the  glycerol  is  regulated  so  as 
to  keep  the  temperature  of  the  charge  below 
22°-25°.  If  red  fumes  are  noticed  at  any  time 
in  the  fume  pipe,  the  inflow  of  glycerol  is  cut 
off,  and  additional  air  blown  through  till  the 
fumes  cease.  If  the  evolution  of  red  fumes 
cannot  be  stopped,  or  if  the  temjierature  should 
rise  above  30°,  and  not  fall  with  the  full  air 
current  ^n,  serious  local  decomposition  is 
indicated  and  the  charge  is  at  once  drowned. 

Two  pipes,  provitled  with  earthenware  cocks, 
leave  the  nitrating  tank  at  its  lowest  point,  both 
of  which  can  be  opened,  in  case  of  danger,  and 
the  contents  of  the  tank  quickly  discharged  into 
the  drowning  tank — a  large  wooden  tank  filled 
wth  cold  water  situated  immediately  below  the 
nitrating  tank,  the  contents  of  which  can  be 
agitated  by  means  of  compressed  air. 

The  whole  process  of  nitration,  including 
the  sub.sequent  cooling  down,  takes  about  one 
hour. 

In  the  nitration  of  glycerol  some  .sulpho- 
glyceric acid  is  formed,  the  amount  increasing 
with  the  quantity  of  sulphuric  acid  in  the 
mixed  acids.  When  the  waste  acids  are  allowed 
to  stand,  the  nitric  acid  partly  decomposes  this 
sulphoglyceric  acid,  and  nitroglycerin  separates 
out. 

Separation. — In  early  factories  the  separation 
of  the  nitroglycerin  was  effected  by  slowly  running 
the  nitrated  charge  into  a  large  bulk  of  water 
contained  in  lead-lined  vats,  kept  in  a  .state  of 
agitation.  The  bottom  of  the  tank  was  inclined 
and  led  to  a  tap  through  which  the  nitroglycerin 
was  drawn,  after  separation  had  taken  place. 
This  method  of  indirect  separation  involved  the 
loss  of  all  the  waste  acids,  and  is  now  replaced 
by  the  following  method  of  direct  separation. 

AVhen  the  nitrated  charge  has  cooled  down, 
one  of  the  taps  at  the  bottom  of  the  nitrator 
is  connected  with  a  lead  bend,  the  tap 
opened,  and  the  whole  of  the  contents  run  off 
into  the  sejiarating  tank  placed  just  below  the 
level  of  the  nitrator.  The  separating  tank  is 
made  of  stout  sheet  lead,  and  has  a  pyramidal 
bottom  leading  by  means  of  a  glass  inspection 
cylinder  to  a  branched  horizontal  .lead  pipe 
with  earthenware  stop-cocks.  The  top  has  a 
cover  \vith  glass  windows  and  fitted  with  a 
fume  pipe.  Air  pipes  are  led  into  the  separator 
through  the  cover,  one  round  the  bottom  of  the 
tank,  the  other  ending  in  the  glass  inspection 
cylinder.  On  one  side  of  the  separator  is  a 
glass  inspection  window,  and  on  another  side 
an  earthenware  cock  situated  about  4  inches 
below  the  surface  of  the  nitroglycerin  after 
separation  has  taken  place.  The  nitroglycerin, 
sp.gr.  1-6,  gradually  separates  and  floats  on  the 
mixed  acids,  sp.gr.  about  1-735.  Two  ther- 
mometers pass  through  the  lid,  one  ending  in  the 
nitroglycerin,  the  other  in  the  acids.  The 
temperature  is  not  allowed  to  rise  above  17°  ;  if 
it  shows  a  tendency  to  rise,  the  air  current  is 
turned  on.  If  the  temj)erature  cannot  be 
reduced,  and  red  fumes  are  given  off,  the  charge 
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is  led  through  a  third  cock  at  the  bultom  of  the 
separator  into  the  drowiing  tanlc.  After  the 
separation  is  complete,  usually  in  about  40— i5 
minutes,  the  bulk  of  the  nitroglycerin  is  run 
through  the  side  taj)  into  the  '  preliminary 
washing  tank.' 

Tlie  waste  acids  are  then  run  away  through 
the  bottom  pipe  to  the  '  after  separating  house.' 
When  the  nitroglycerin  level  is  seen  through  the 
inspection  C3'lindcr,  it  is  led  through  the  second 
branch  of  the  pipe  into  the  pre-washing 
tank. 

Any  fatty  acid  imjjurities  in  the  glj'cerol 
separate  out  as  a  vesicular  scum,  also  containing 
silica,  iron,  and  lead  comiJounds,  b3t\veen  the 
nitroglycerin  and  acid  layers.  Certain  chemical 
and  mechanical  impurities  also  form  a  scum  on 
the  surface  of  the  nitroglycerin.  Any  thiclv 
sludge  collecting  in  the  separator  is  led  off 
through  a  fourth  cock  into  the  Mash- water 
settling  house. 

Several  suggestions  have  been  patented  to 
accelerate  the  sei^aration.  Moller,  for  the 
Dvnamit  Actien  Gesellschaft  of  Hamburg  (Eng. 
Pat.  13562,  1904),  claims  for  the  addition  of'a 
small  quantity,  0-52  part  per  100  glycerol,  of 
fatty  hydrocarbon  or  acid,  or,  preferably,  high 
boiling  jjarafiins,  to  the  acids  before  nitration. 
Reese  (Eng.  Pat.  20310,  1905)  attributes  the 
slow  separation  to  the  presence  of  small  quantities 
of  colloidal  silica  and  adds  sodium  fluoride  to 
the  nitrating  acids,  0-002  part  per  100  glycerol ; 
and  Haddan  (Eng.  Pat.  18597,  1907)  claims  that 
the  nitroglycerin  is  rapidly  sejjarated  from  the 
nitrating  acids  ))y  passing  an  electric  current  ' 
tlirough  the  mixture  between  platinum  electrodes, 
tlie  gas  bubbles  formed  during  the  electrolysis 
carrying  the  suspended  nitroglycerin  to  the 
surface. 

Nitration -.wpuraiion.  —  In  1901  Nathan, 
Thomson,  and  Rintoul  (Eng.  Pat.  15983)  j 
})atented  an  improved  apparatus  for  the  manu-  j 
facture  of  nitroglycerin,  which  has  been  since 
used  at  the  Royal  Gunpowder  I'^actory.  The 
two  operations  of  nitration  and  separation  are 
carried  out  in  one  apparatus,  and  all  earthenware 
c(jcks,  which  were  a  constant  source  of  danger, 
are  done  away  with,  the  separated  nitroglycerin 
being  displaced  from  the  top  of  the  ajjparatus 
by  introducing  ^\•aste  acid  below  its  level. 

The  nitrator-seijarator  (J.  Soc.  Chem.  Ind. 
1902,  927)  is  a  cjdindrical  lead  vessel,  with  a 
bottom  sloping  in  one  direction,  with  the  usual 
cooling  coils  and  air  pi|)es  led  in  through  the 
side  just  below  the  surface  of  the  acid  mixture. 
The  cover,  which  is  conical,  and  Imrnt  on  to  the  j 
body,  terminates  in  a  small  cylinder,  provided 
with  an  inspection  wuidow,  opening  at  the  top 
into  a  fume  pipe  and  also  laterally  into  a  gutter 
leading  to  the  prc-wash  tank.  A  thermometer 
passes  through  the  cover.  At  the  bottom  of 
the  tank  is  a  pipe  with  three  branches — one 
l)ranch  leads  downwai'ds  to  the  di'owiung 
tank,  another  leads  upwards  and  has  two 
branches  leading  to  the  mixed  acid  and  waste 
acid  tanks  respectively,  the  third  leads  to  the 
denitrating  plant. 

The  process  is  carried  out  as  follows  :  After 
the  nitrating  acid  is  run  in,  and  brought  to  the 
proper  temperature,  tlie  glycerol  injector  is 
introduced  and  tlie  nitration  effected  as  usual. 
Tlie  nitric  acid  fumes  are  oondensetl  in  a  Gutt- 


mann's  condensing  tower,  about  18  lbs.  of 
nitric  acid,  of  sp.gr.  1-320,  being  recovered  per 
ton  of  nitroglycerin.  After  the  nitration  is 
completed,  the  mixture  is  allowed  to  stand  for  a 
few  minutes,  and  then  waste  acid  is  graduallj? 
run  in  to  displace  the  nitroglycerin  as  it  separates. 
When  the  separation  is  complete,  a  clear  line  of 
demarcation  betAveen  the  nitroglycerin  and  the 
waste  acid  is  seen  in  the  inspection  cylinder. 

The  apparatus  is  left  full  until  required  ff>r 
another  nitration.  In  this  Avay  the  life  of  the 
apparatus  is  largely  increased,  as  no  part  of  the 
interior  is  left  exposed  to  acid  fumes.  Removing 
the  nitroglycerin  from  contact  with,  the  acid  as 
it  separates,  and  the  cooling  during  separation, 
increase  the  safety  of  the  manufacture. 

Preliminary  washing. — The  nitroglycerin 
coming  from  the  separator  is  run  into  circular 
leaddined  tubs  filled  with  water.  The  bottom 
of  the  tank  is  inclmed  toA\ards  a  cock,  and  there 
is  another  cock  in  the  side  of  the  tank  aliove  the 
level  of  the  separated  nitroglycerin,  for  dra-\\  ing 
off  the  washing  waters  to  the  '  wash- water 
settling  house.'  Cornj)ressed  air  is  bhjwn  into 
the  tank  whilst  the  nitroglycerin  is  running  in  in 
a  thin  stream.  A  thermometer  is  suj^ported  in 
the  tank  and  the  temperature  is  kept  below  18°. 
After  washing  for  a  few  niitiutes,  the  nitroglycerin 
is  allowed  to  separate,  and  the  wash  water  is 
run  off.  More  water  is  run  in  and  the  jirocess 
rejjeated,  any  further  nitroglycerin  from  thc^ 
separator  being  added.  'The  washing  ]ir(icess  is 
performed  four  times,  dilute  sodium  carbonate 
solution  being  added  in  the  last  washing,  and 
the  temperature  raised  to  15°.  AV'hcii  the 
preliminary  Avasliing  is  completed,  the  nitro- 
glycerin is  run  down  a  lead-lined  gutter  to  tlic 
'  wash  house.' 

The  prc-wash  tank  now  in  use  at  A\  aUham 
Abbey  has  a  fixed  cover  witli  a  fume  i)ipe.  and 
j  has  no  cocks.  The  wash  Avater  is  run  off  by 
j  gradually  depressing  a  rubber  funnel,  connected 
with  the  outlet,  urto  the  water,  and  the  com- 
pressed air  pipe  is  burnt  to  the  underside  of  the 
tank,  the  air  holes  lieing  pierced  througli  the 
bottom.  This  does  away  with  any  possibility 
of  friction,  and  the  bottom  of  the  tank  is  left 
smooth  and  is  I'eadily  cleaned.  The  washed 
nitroglycerin  is  led  off  through  a  ridsber  tube 
leading  on  to  a  gutter,  which  carries  it  to  the 
wash  house.  Compressed  ah  is  blo\vn  tlirougli 
this  rubber  tube  into  the  tank  during  the 
washing,  to  keep  it  free  from  unwashed  nitrti- 
glycerin. 

Final  nvivhing. — The  final  puritication  of  tin- 
j  nitroglycerin  to  remove  the  last  traces  of  aeicl 
and  other  im]juritics  is  effected  in  a  lead-lined 
tank,  over  wliich  the  gutter  from  the  pre-wasli 
tank  projects.  The  tank  has  an  inclined  l)ottom 
leading  to  tlio  nitroglycerin  tlraw-ofi  cock,  and 
is  fitteil  \vith  compressed  air  |ii))es  for  agitating 
the  contents.  The  wash  waters,  as  they  se])arate, 
are  run  off  tlircnigh  a  pijio  near  the  bottt)m. 
connected  insitle  the  tank  by  a  length  of  india- 
rubber  tubing  A\  ith the  'skimmer,'  an  indiarubber- 
oovered  metal  funnel  that  can  bo  gradually 
depressed  below  the  surface  of  tho  liquid,  tkdd 
water  from  the  main,  or  warm  water  from  an 
adjacent  tank,  can  be  run  into  the  tank  througli 
indiarubber  tubes.  Tln^  washing  tank  is  fixed 
above  a  large  drowning  tank  tilled  with  water. 
The  nitroglyceriu  is  first  washed  with  dilute 
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soda  solution,  about  2^p.c.  strength  at  atempera- 
ture  of  about  30°,  hot  or  cold  water  being  run 
in  as  necessary.  Second,  and  sometimes  third, 
washings  are  performed  with  weaker  soda 
solution,  and  then  lastly  two  washings  with 
water  only,  still  at  the  same  temperature.  The 
final  washing  leaves  not  more  than  0-01  p.c.  of 
alkali  in  the  nitroglycerin. 

The  wash  tank  now  used  at  Waltham  Abbey 
is  made  of  heavy  lead  without  casing.  The  air 
pipe  is  soldered  beneath  the  tank,  there  are  no 
cocks,  the  skimmer  is  made  entirely  of  rubber, 
and  the  nitroglycerin  is  run  off  through  an 
indiarubber  tube  as  from  the  pre- wash  tank. 
The  washing  water  is  softened  and  filtered,  and, 
like  the  soda  solution,  is  stored  in  tanks  in  the 
charge  house. 

Filtration. — After  the  washing  is  complete, 
the  nitroglj'cerin  is  usually  filtered  to  remove 
moisture  and  suspended  fiocculent  impurities, 
the  operation  being  carried  out  in  the  washing 
house.  The  usual  method  is  to  filter  through  a 
flannel  bag  filled  with  salt,  placed  over  a  cylinder 
Avith  a  wire  gauze  bottom,  into  a  lead-lined 
tank,  with  an  inchned  bottom.  Sometimes  two 
filters,  one  above  the  other,  are  used.  The  pure 
nitroglycerin  is  dra^TO  off  as  required  through  a 
cock. 

The  present  method  at  Waltham  Abbey  is  to 
use  a  lead  tank  with  a  perforated  false  bottom, 
on  which  is  placed  a  layer  of  dry  sponges  sewn 
up  in  flannel,  and  the  cock  is  dispensed  with, 
the  rubber  tube  previously  described  being  used. 
A  sponge  filter  was  used  in  the  Boutmy-Faucher 
process. 

In  some  factories  filtering  is  not  resorted  to, 
but  the  water  is  removed  by  allowing  the  washed 
nitroglycerm  to  stand  for  some  days  in  a  warm 
room,  when  all  the  water  rises  to  the  surface  of 
the  nitroglycerin. 

Testing. — The  finished  nitroglycerin  is  tested 
for  moisture,  alkalinity,  and  nitrogen  content, 
and  has  to  pass  a  specified  time  limit  in  the  Abel 
heat  test.  (For  a  description  of  this  test,  see 
under  stabihty  tests,  p.  470.) 

Treating  the  wash  waters. — All  the  wash 
waters,  from  washing  the  nitroglycerui  or 
apparatus,  which  contain  considerable  quantities 
of  nitroglycerin,  are  run  down  lead  gutters  into 
a  large  wooden  tank  in  the  wash- water  settling 
house.  The  contents  are  kept  in  agitation 
during  the  day,  and  allowed  to  settle  overnight. 
The  separated  nitroglycerin  is  run  off  in  the 
morning,  in  the  old  form  of  tanks  through  a 
cock,  in  the  new  through  an  indiarubber  tube, 
into  indiarubber  buckets  and  returned  to  the 
preliminary  washing  tank.  The  wash  water  is 
drawn  off  from  above  the  level  of  the  nitro- 
glycerin and  run  into  a  '  labyrinth  '  or  nitro- 
glycerin trap,  a  long  oblong  lead  tank  divided 
into  a  series  of  compartments  by  partitions,  with 
rows  of  holes,  alternately  at  the  top  or  bottom, 
for  the  water  to  pass  through.  Each  partition 
has  also  one  hole  at  the  bottom,  through  which 
the  deposited  nitroglycerin  runs  and  collects  at 
the  lowest  point  of  the  bottom,  and  is  drawn  off 
and  treated  like  that  from  the  wash-water 
setthng  tank.  The  water  from  the  labyrinth 
is  run  into  ponds,  and  any  nitroglycerin  collect- 
ing there  is  occasionally  destroyed  by  detonation. 

At  Waltham  Abbey,  labyrinths  are  now  also 
placed  in  the  nitrating  and  \xa,»h.  houses,  througli 


'  which  the  ^vash  water  passes  before  gomg  to  the 
I  wash-water  settling  tank.    By  this  means  the 

nitroglj'cerin  reaching  the  latter  is  materially 

reduced. 

I  Secondary  or  after-separation  from  the  waste 
acids.    The  waste  acids  from  the  separator 

I  contain  a  small  quantity  of  nitroglycerin,  and 
a  further  quantity  is  formed  on  standing,  as 
already  explained,  from  the  sulphoglyceric  acid. 

I  The  waste  acids  are  run  into  large  cylindrical 
lead  vessels,  surrounded  by  a  water  jacket  and 
fitted  Avith  cooling  worms  and  compressed  air 
pipes.  The  top  of  the  tank  is  closed  by  a  conical 
lid  with  a  glass  cylinder  at  the  apex  ;  the  acids 
being  filled  in  to  about  half-way  up  this  tube. 
The  cover  has  also  a  fume  pijoe  and  two  ther- 
mometers, one  in  the  nitroglycerin,  the  other 
reaching  to  the  acid.  As  the  nitroglycerin 
separates,  it  is  removed  and  poured  into  a  small 
lead  tank  containing  water,  which  acts  as  a  pre- 
wash  tank. 

'.  The  cooling  jacket,  worms,  and  air  current 
are  only  used  if  the  temperature  rises  consider- 
ably during  the  separation.  When  no  more 
nitroglycerin  separates  on  standing  (sometimes 
a  week  is  necessary),  the  acids  are  run  off  and 
treated  by  some  denitration  process,  and  after 

I  concentration  are  again  used  in  the  manufacture. 
The  process  of  separation  is  no  longer  carried 
out  at  Waltham  Abbey,  but  the  waste  acids  are 
treated  by  a  process  patented  by  Nathan, 
Thomson,  and  Rintoul  (Eng.  Pat.  3020,  1903). 
The  patentees  take  advantage  of  the  facts  that 
the  addition  of  a  small  quantity  of  water  to 
the  waste  acids  not  only  absorbs  the  suspended 
finely- divided  nitroglycerin,  but  also  prevents 

1  the  formation  of  more  nitroglycerin  on  standing. 

1  The  waste  acids,  after  standing  and  cooling  in 
the  nitrator-separator  and  removing  any  ad- 

'  ditional  nitroglycerin  that  separates  (this  sepa- 
ration is  much  more  complete  than  ordinarily), 
the  quantity  of  acid  necessary  for  displacing  the 
next  charge  is  run  oft  into  an  acid  elevator  and 
forced  up  into  the  displacing  tank.  The  re- 
mainder of  the  waste  acids  is  then  violently 
agitated,  but  not  cooled,  and  2  p.c.  of  water  is 
gradually  added ;  the  acid  is  then  run  off  and 
forced  into  the  tank  in  the  denitrating  house. 

Instead  of  the  usual  denitrating,  Nobel  (Fr. 
Pat.  351454,  1905)  proposes  to  regenerate  the 
waste  acids  by  the  addition  of  fresh  acids,  and 
claims  in  this  way  to  increase  the  yield  of 
nitroglycerin,  and  states  that  the  process  of 
nitration  is  rendered  less  dangerous. 

Yield. — From  the  equation  rejJresenting  the 

J  formation  of  nitroglycerin  : 

C3H5(OH)3+3HN03=C3H5(N03)3+3H,0, 

a  theoretical  yield  of  247  parts  of  nitroglj'ccrin 
should  be  obtained  per  100  parts  of  glycerol. 
I  Up  till  recently  a  yield  of  215  p.c.  was  considered 
1  very  good,  but  now  yields  of  229  p.c.  and  over 
I  are  usually  obtained. 

^       A  charge  of  1320  lbs.  of  glycerol  has  been 
;  used  at  Waltham  for  some  years.  Guttmann 
:  states  that  it  is  customary  in  well-conchicted 
I  factories  to  nitrate  110  kgs.  of  glycerol,  in  a 
j  mixture  of  300  kgs.  of  nitric  acid  of  about 
93-94    p.c.    monohydrate    and   600    kgs.  of 
'  sulphuric  of  96  p.c.  monohydrate.    This  corre- 
sponds   to    about    255    parts    of    nitric  acid 
monohydrate,  and  43G-4  parts  of  sulphuric  acid 
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monohydrate,  or  a  total  of  691 -4  parts  of 
acid  monohydrate  with  35-8  i^arts  of  water, 
4-9  ■p.c.  to  each  100  parts  of  glycerol.  He  also 
states  that  the  largest  apparatus  made  in  lead 
nitrates  680  kgs.  of  glycerol  at  one  operation, 
whilst  in  America  and  South  Africa  steel  appa- 
ratus with  mechanical  stirring  gear  are  mostly 
used,  some  nitrating  1000  kgs.  at  a  time.  Tac- 
tories  using  the  nitrator-sexjarator  process  now 
employ  a  mixture  of  41  j).c.  of  nitric  acid, 
57-5  p.c.  sulphuric  acid,  and  1-5  p.c.  water, 
corresponding  to  250  lbs.  nitric  acid,  350  sulphuric 
acid,  and  9  lbs.  of  water  for  each  100  ll)s.  of 
glj'cerol,  which  gives  a  ratio  of  6-09  of  acid  to 
1  of  glycerin. 

Composition. — By  sufficient  dilution  with 
copper  oxide,  the  combustion  of  nitroglycerin 
can  be  carried  out  in  the  ordinary  way.  The 
nitrogen  can  be  estimated  by  Dumas'  method, 
or,  better,  by  the  nitrometer.  The  results  of 
numerous  analyses  by  different  experimenters 
give  figures  very  closely  corresponding  to  the 
theoretical  composition  C3H5(N03)3  ;  andPerkin 
(Chem.  Soc.  Trans.  1889,  726)  from  determina- 
tions of  the  magnetic  rotation  of  nitroglycerin, 
concludes  that  nitroglycerin  must  have  its 
oxygen  combined  in  the  form  — 0— NO2. 

Properties. — Nitroglycerin  is  a  heavy  oily 
liquid;  its  sp.gr.  at  15-6°  is  1-60.  "When 
properly  made  from  perfectlj^  jjure  and  colourless 
glycerol  and  acids,  it  is  as  colourless  as  water  ; 
but  of  a  yeUow  to  pale-bromi  colour  as  obtained 
on  the  commercial  scale,  according  to  the 
purity  of  the  jjrime  materials.  It  is  neutral  in 
reaction,  and,  when  quite  free  from  water,  it  is 
transparent.  When  pure,  nitroglycerin  may  be 
kept  for  an  indefinitely  long  time  without  decom- 
position. Thus  Berthelot  records  the  keeping 
of  a  specimen  for  10  years,  MoRoberts  one  for  9 
years,  without  any  apj^earance  of  decomposition. 
But  the  presence  of  moisture,  or  of  a  trace  of 
free  acid,  is  able  to  start  the  decomposition  of 
nitroglycerin  ;  sunlight  also  causes  it  to  decom- 
pose (Berthelot). 

A  mixture  of  ozone  and  oxygen,  according  to 
Bcckerhinn,  oxidises  nitroglycerin  at  ordinary 
temperatures,  with  the  formation  of  glyceric  and 
nitric  acids.  When  nitroglycerin  does  decom- 
pose at  ordinary  temperatui-es,  the  decomposition 
proceeds  quietly,  the  liquid  turns  green,  and 
NO.,  and  CO 2  are  evolved.  After  some  time,  the 
whole  mass  gelatinises,  and  contains  much  oxalic 
acid  and  ammonium  salts.  Nitroglj'cerin  soUdi- 
fies  into  long  white  prismatic  needles,  the  tem- 
perature at  which  it  solidifies  varying  with 
different  samj)les  between  +8°  and  —11°;  the 
frozen  nitroglycerin  melts  again  at  about  11°. 
The  time  of  exposure  for  solidifying  or  melting 
must  be  prolonged.  Nauckhoft  found  that  pure 
nitroglycerin  could  be  cooled  to  as  low  a  tem- 
perature as  --40°  to  —50°  without  solidifying, 
though  he  states  its  true  freezing-pioint  to  be 
12-3°.  When  cooled  bj'  a  mixture  of  solid 
carbon  dioxide  and  ether,  it  solidifies  to  a  glassj' 
mass.  Kast  (Zeitsch.  f.  d.  Ges.  Scheiss  u. 
Sprengstoffwesen,  1906,  225)  has  sho\m  that 
nitroglycerin  exists  in  two  aUotropic  forms,  one 
solidifying  at  13-2°,  the  other  at  2-1°,  the  melting- 
points  being  13-5°  and  2-5°  respectivel}-.  Will 
(Ber.  1908,  1107)  gives  the  melting-point  of  the 
labile  modification  as  2-2°,  and  of  the  soluble 
modification  as  12-2°. 


Nitroglycerin  is  slightly  volatile  at  ordinary 
temperatures,  the  volatility  increasing  A\ith  rise 
of  temperature.  According  to  Hess,  it  can  be 
completely  evaporated  by  continuous  exposure 
to  a  temperature  of  70°,  and  it  can  be  distilled 
in  vactuj  below  100°.  Will  states  that  nitro- 
glycerin can  be  completely  volatilised  at  160° 
without  boiling.  Champion  gives  the  boiling- 
point  as  about  185°,  ljut  de  Bryn  states  that  this 
temperature  is  too  low,  and  that  the  boiling- 
point  is  over  200°. 

Although  perfectly  pure  nitroglycerin  is  c[uite 
stable  at  ordinary  temperatures,  it  soon  begins 
,  to  decompose  at  slightly  elevated  temperatures, 
the  decomjjosition  rapidly  accelerating  o\ving 
to  the  catalytic  action  of  the  decomposition 
products,  so  that  it  soon  becomes  dangerous. 
According  to  Guttmann,  a  temijeraturc  of 
between  45°  and  50°  is  the  critical  one  for 
nitroglycerin,  the  stability  being  practically 
perfect  below  this  temiserature.  The  decompo- 
sition is  accelerated  by  small  traces  of  nitrous 
acid ;  by  the  oxidation  glyceric  and  oxalic  acids 
are  formed. 

The  velocitj'  of  decomposition  of  nitro- 
glycerin, when  out  of  contact  with  the  products 
of  decomiJosition,  has  been  exammed  by  Robert- 
son (Chem.  Soc.  Trans.  1909,  1241).  He  con- 
cludes that  the  nitrogen  is  disengaged  almost 
entirely  as  nitrogen  peroxide,  in  Avhich  respect 
the  decomposition  differs  froTu  that  of  guncotton  ; 
that  the  disengagement  of  nitrogen  peroxide 
proceeds  in  a  perfectly  uniform  manner ;  that 
the  rate  of  decomposition  is  a  function  of  the 
temperature,  and  increases  from  95°  to  125°, 
being  doubled  in  a  rise  of  5°,  and  that  nitro- 
glycerin has  a  higher  rate  of  decomposition  than 
guncotton  under  similar  conditions. 

Mowbray  found  that  his  nitroglycerin  con- 
tracted about    of  its  original  volume  on  freezing. 

Beckerhinn  made  a  number  of  estimations 
of  the  specific  gravity  of  Nobel's  nitroglycerin, 
which  was  procured  from  different  factories. 
The  specific  gravity  of  the  solid  nitroglycerin 
,  was  taken  at  -+- 10°  (nearly  at  its  melting-point) ; 
all  the  nitroglj'cerins  gave  very  concordant 
values,  having  a  specific  gravity  of  1-735.  The 
specific  gravity  of  the  liquid  nitroglycerin  was 
found  by  numerous  estimations  to  be  1'599  ; 
whence,  in  solidifying,  nitroglycerin  contracts 
about  /?,  of  its  original  volume.  Consequently, 
Nobel's  and  Mowbray's  nitroglycerin  agree  in 
this  respect. 

Beckerhinn  found  for  the  specific  heat  of 
liquid  nitroglycerin  (between  9-5°  and  98°)  the 
value  0-4248,  and  for  the  latent  heat  of  fusion 
of  solid  nitroglycerin  the  value  33-54  heat-units. 

Perkin  (I.e.)  found  the  magnetic  rotation  of 
nitroglycerin  to  be  5407. 

It  is  inodorous,  has  a  sweet,  pungent, 
aromatic  flavour,  and  even  in  very  small  quan- 
tity has  toxic  jiroperties,  first  noticed  by  Sobrero. 
Sciiuchardt  (Dingl.  poly.  J.  180,  406)'  tried  the 
eflfect  on  himself  of  swallowing  a  drop  of  nitro- 
glycerin. He  soon  experienced  vertigo,  head- 
ache, lassitude,  and  drowsmess  ;  and  an  hour 
later,  having  incautiously  taken  more  nitro- 
glycerin, the  symptoms  mentioned  increased  in 
severity,  and  were  followed  by  nausea  and  loss 
of  consciousness.  No  ill  effects  were,  however, 
felt  next  day. 

The  handling  ol  nitroglycerin  is  followed 
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by  similar  unpleasant  symptoms  ;  but  continued 
hantliing  of  the  nitroglycerin  for  a  day  or  two 
gives  immunity  from  the  headache.  The  chief 
symptom  is  usually  violent  headache.  Fresh 
air,  drinking  black  coffee,  or  extract  of  sarsapa- 
rilJa,  and  the  administration  of  morphine 
acetate,  are  antidotes. 

Hay  states  that  1  gram  of  nitroglycerin 
dissolves  in  about  800  c.c.  of  water,  and  in  4  c.c. 
absolute  alcohol.  Will  gives  the  solubility  in 
water  at  15°  as  0-16  p.c,  and  the  absorption  of 
water  as  0-2  p.c.  It  is  freely  soluble  in  methyl 
alcohol,  ether,  benzene,  nitrobenzene,  chloro- 
form, acetone,  glacial  acetic  acid,  ethyl  acetate, 
and  other  organic  solvents. 

It  is  practically  insoluble  in  glycerol  and  in 
carbon  disulphide.  The  solubility  of  nitrogly- 
cerin in  a  large  number  of  solvents  is  given  by 
Elliott,  in  the  School  of  Mines  Quarterly,  iv. 
15.  Nitroglycerin  is  soluble  in  strong  nitric  acid, 
unchanged ;  in  strong  sulphuric  acid  it  is  dissolved 
and  gradually  denitrated  with,  the  formation  of 
glj'ceric  sulphate. 

Berthelot  (Sur  la  Force  des  Matieres  explo- 
sives d'apres  la  Thermochimie,  1883)  gives  for 
the  heat  of  formation  of  liquid  nitroglycerin 
from  liquid  glycerol  and  nitric  acid,  +14-7 
kgm. -degrees  per  molecule  (227  grams)  of 
nitroglycerin  ;  and  for  the  heat  of  formation  of 
nitroglycerin  from  its  elements  (diamond  car- 
bon, gaseous  hydrogen,  nitrogen,  and  oxygen), 
-f-98  kgm.-degrees  per  227  grams  ;  or,  -|-432 
gram-degrees  per  1  gram  nitroglycerin. 

Detection.- — Nitroglycerin  can  be  detected  by 
its  taste,  and  by  absorbing  a  drop  on  bibulous 
paper ;  the  drop  produces  a  permanent  greasy 
stain  which  explodes  when  struck  by  a  hammer 
on  an  anvil,  burns  with  a  yellowish-green  flame, 
with  a  cracking  sound,  or,  when  heated  from 
below,  explodes  vnth  a  loud  report.  It  is 
soluble  in  methyl  alcohol,  the  solution  becoming 
milky  on  the  addition  of  water,  and  eventually 
depositing  heavy  oily  drops.  A  solution  of  1 
vol.  of  aniline  in  40  vols,  of  sulphuric  acid, 
sp.gr.  1-84,  gives  a  purple-red  colouration  with 
the  smallest  trace  of  nitroglycerin  (VVerber). 

Reactions. — Of  the  reactions  of  nitroglycerin 
two  may  be  mentioned.  The  decomposition  of 
nitroglycerin  by  caustic  potash  was  stated  by 
RaUton  (Ghem.  Soc.  Trans.  1855,  7,  222-224), 
to  be : 

C3H5(N03)3+3KOH=C3H,03-f  3KNO3 ; 
but  this  was  not  at  all  justified  by  the  results  of 
his  experiments,  as  onh'  a  small  fraction  of  the 
nitroglycerin  seems  to  have  been  decomposed, 
and  the  formation  of  some  potassium  nitrate 
and  glycerol  to  have  been  onlj'  qualitatively 
determined. 

Hay  {I.e.)  states  that,  by  the  action  of 
alkalis  on  nitroglycerin,  glycerol  is  not  regene- 
rated, but  is  oxidised  at  the  moment  of  formation 
at  the  expense  of  the  nitric  acid,  potassium 
nitrite  being  formed.  He  sums  the  reactions 
into  one  equation,  thus  : 
C3H5(ON02)3+5KOH 

=KN03+2KN02+HC02K+CH3C02K+3H20 

stating  that  whUe  the  oxidation  products  of 
glycerol  may  vary  as  regards  their  nature  and 
proportions,  the  above  equation  expresses  with 
approximate  accuracy  the  course  of  the  reaction. 
Berthelot  (Compt.  rend.  1900,  131,  519)  considers 


that  the  regeneration  of  potassium  nitrate  may 
be  taken  as  corresponding  to  that  of  the  glycerol, 
and,  if  that  is  so,  the  production  of  potassium 
nitrite  implies  the  simultaneous  formation  of  a 
more  highly  oxidised  product,  such  as  glyceric 
aldehyde,  in  this  way  : 
C3H-(N03)3  +  3KOH 

=C3Hs03+H20+2KN03  +  KNO.,. 
Berthelot  also  considers  that  the  poor  stability 
of  some  samples  of  nitroglycerin,  for  which  it 
is  often  difficult  to  account,  may  be  attributed 
to  the  formation  of  glyceric  aldehyde  in  the 
manufacture,  produced  in  this  way  : 

C3H,03+HN03=C3He03+HN02+H20, 
and  that  this  nitrous  acid  may  then  form  a 
mixed  ester  of  the  comijosition  G5H5(N03)2N02  ; 
both  of  which  impurities  would  be  difficult  to 
detect. 

In  work  on  the  hydrolysis  of  nitro-gl^'cerin 
in  alkaline  solution,  SUberrad  and  Farmer 
(Chem.  Soc.  Trans.  1900,  1759)  attribute  the 
absence  of  glycerol  in  the  products  to  its 
degradation  to  hydroxy-acids,  &o.,  owing  to 
the  more  reactive  condition  of  the  nitric  acid 
when  first  set  free  on  hydrolysis.  Nitroglycerin 
is  acted  on  by  potassium  hydroxide  in  aqueous 
and  in  alcoholic  solution  ;  but,  naturally,  much 
more  slowly  by  aqueous  potash. 

The  reaction  of  nitroglycerin  vnih.  alkaline 
sulphides,  by  which  glycerol  is  formed  with  re- 
duction of  the  NO2  group,  and  not  an  amido 
derivative,  is  of  great  theoretical  interest,  l)ut 
has  not  been  examined  quantitatively  as  in  the 
case  of  guncotton. 

Some  experiments  were  made  in  1883  by 
Bloxam  (Chem.  News,  47,  169),  on  the  decom- 
position of  nitroglycerin  by  alkaline  sulphides, 
but  more  with  the  view  of  finding  a  safe  means 
of  disposing  of  nitroglycerin.  He  found  that 
alcoholic  solution  of  KHS,  strong  aqueous  solu- 
tion of  KjS,  aqueous  yeUow  ammonium  sul- 
phide, the  orange-coloured  solution  of  calcium 
sulphide  formed  by  boiling  flowers  of  sulphur 
and  slaked  lime  with  water,  are  all  able  (the  last 
solution  more  slowly  than  the  others)  to  effect 
the  conversion  of  nitroglycerin  into  glycerol. 

Comhmtion  and  detonation. — Heated  rapidly 
to  200°,  nitroglycerin  inflames,  and  at  a  little 
higher  temperature  detonates  with  great  violence 
(Berthelot,  Sur  la  Force  des  Matieres  exiilosives). 

The  temperature  of  explosion  of  nitroglycerin 
is  variously  .stated.  Nobel  states  that  when 
heated  to  i80°,  it  explodes.  Hagen  gives  180°- 
190°  as  the  temjoerature  of  explosion  of  nitro- 
glycerin ;  Leygue  and  Champion  give  a  higher 
temperature.  F.  Hess  observes  that  explosive 
substances,  when  slowly  heated,  detonate  at  a 
lower  temjjerature  than  when  suddenly  heated. 
The  temperature  of  explosion  of  nitroglycerin 
(and  of  explosives  in  general)  is  evidently- 
dependent  on  the  conditions  of  the  experiment. 
McRoberts  {I.e.)  says  that  the  explosion  of 
nitroglycerui  can  be  brought  about  by  lieat- 
ing  it  to  a  temperature  at  which  decomposition 
takes  place ;  the  decomposition  itself  then 
speedily  raises  the  temperature  to  the  j)oint  of 
explosion. 

Nitroglycerin  is  not  readUy  inflamed  at 
atmospheric  temperatures  by  contact  with 
flame  or  with  a  red-hot  body.  Thus,  Nobel 
in    1805    showed  that  nitroglycerin  was  not 


EXPLOSIVES. 


inflainod  when  its  siirfaoe  was  touched  with  a 
red-hot  iron  rod  ;  tho  flame  oi'  a  burning  wood- 
shaving  set  on  fire  nitroglycerin,  which  burnt 
without  explosion  with  a  flame  that  went  out 
Avhen  the  source  of  heat  was  removed  ;  and  ho 
states  that  burning  nitroglycerm  explodes  only 
when  its  temperature  is  raised  by  the  combus- 
tion to  at  least  1 80°. 

Electric  sparks  Avill  inflame  nitroglycerin,  but 
with  difficulty.  Abel  placed  two  poles  connected 
with  a  Ruhmkorff's  coil,  in  some  nitroglycerm 
and  passed  sparks  between  them  ;  the  surface 
of  the  nitroglycerin  was  agitated,  turned  black, 
and  after  half  a  minute  the  nitroglycerin  ex- 
ploded. 

The  combustion  of  nitroglycerin,  brought 
about  by  contact  with  an  ignited  body,  gives 
rise  to  nitrous  vapours  and  a  complicated  reac- 
tion ;  it  burns  with  a  yellow  flame,  but  with- 
out explosion  properly  so  called,  at  least  m  the 
case  of  small  quantities.  But  if  the  quantity  of 
nitroglycerin  is  too  large,  the  combustion  ends 
in  detonation.  The  gases  produced  by  burning 
nitroglycerin  (or  rather,  ordinary  dynamite : 
nitroglycerin  and  silicious  matter)  have  been 
analysed  by  Sarrau  and  VieiUe.  The  gases  were 
allowed  to  escape  freely,  under  approximately 
atmospheric  pressure  ;  they  had  the  following 
composition  per  100  volumes  of  gas  : — 

NO  .  .  48-2  H  .  .1-6 
CO  .  .  35-9  I  N  .  .  .1-3 
CO2       .       .  12-7    I    CHi    .       .  0-3 

The  combustion,  therefore,  under  these  circum- 
stances appears  to  be  very  incomplete. 

In  the  early  days  of  the  use  of  nitroglycerin, 
Nobel  effected  its  explosion  in  a  borehole  by 
means  of  the  explosion  of  gunpowder  (Nobel, 
Eng.  Pat.  2359,  1863).  The  gunpowder  was 
fired  by  a  fuse,  but  the  explosion  of  the  nitro- 
glycerm was  uncertain  and  incomplete.  Incom- 
plete detonation  of  nitroglycerin  leads  to  its 
combustion  and  the  formation  of  nitric  oxide 
and  the  deleterious  higher  oxides  on  coming  in 
contact  -with  the  air.  Subsequently  (in  1864) 
Nobel  exploded  the  nitroglycerin  by  means  of 
the  detonation  of  mercury  fulminate  con- 
tained in  a  strong  copper  cap,  or  detonator,  as 
it  is  now  termed,  immersed  in  the  liquid.  The 
detonation  was  then  complete,  and  the  force 
developed  much  greater  than  when  the  nitro- 
glycerin was  fired  by  means  of  gunpowder. 

The  shock  of  two  hard  bodies  capable  of 
vibrating  readily  is  able  to  cause  the  detonation 
of  nitroglycerin  coating  the  struck  surfaces. 
Nobel  noticed  that  a  film  of  nitroglycerin  on  an 
anvil,  struck  lightly  hy  a  hammer,  detonated 
only  where  struck    by  the  hammer ;    but  if 
struck  heavily,  the  whole  film  of  nitroglycerin 
detonated  (McRoberts,  I.e.).    If  the  film  be  ' 
covered  only  with  a  sheet  of  paper,  and  struck,  ■ 
the  detonation  is  propagated  through  the  whole  j 
of  the  nitroglycerin  (Besortiaiix,  'I'raitc^  sur  la  j 
Poudre,  &.c.).    Reasoning  that  the  blow  of  the 
hammer  caused  strong  compression  of  the  nitro-  1 
glycerin,  and  raised  its  temperature  to  the  ex-  | 
ploding  point,    Nobel    was   led    to    try  the 
effect  of  the  blow  caused  by  the  detonation  in  , 
the  nitroglycerin  of  strongly  confined  detonating  | 
mixtures,  in  the  hope  that  the  blow  thus  given 
A\  ould  raise  the  temperatui'e  of  the  nitroglycerin 
locally,  as  was  done  by  the  blow  of  the  hammer,  | 
Vol.  II.— r. 


and  would  thereby  cause  its  explosion.  He  even- 
tually (in  1864)  found  that  the  detonation  of 
nitroglycerin  could  be  rendered  certain  by  the 
use  of  mercury  fulminate  contained  in  a 
strong  copper  cap  (McRoberts,  I.e.).  This  idea 
of  firing  an  explosive  by  initial  detonation  was 
one  of  the  greatest  improvements  ever  made  in 
the  use  of  explosives.  It  made  the  use  of  nitro- 
gl3'cerin  as  a  blasting  agent  practicable,  was 
subsequently  applied  by  Abel  and  Browi  to 

I  guncotton,  and  is  now  used  for  firing  all  high 

!  explosives. 

It  has  been  mentioned  that  the  detonation 
of  nitroglycerin  is  readily  caused  when  it  is 
subjected  to  the  shock  of  two  hard  sonorous 
bodies,  as  that  of  iron  on  iron.  The  shock  of 
copper  on  copper  is  beheved  to  be  less  dangerous, 
and  that  of  wood  on  wood  still  less  so  ;  but  ex- 
l^losions  of  nitroglycerin  have  been  caused  by 
such  shocks  (Berthelot,  Sur  la  Force  des  Ma- 
tieres  explosives,  &c.).  The  sensitiveness  of 
nitroglycerin  to  friction  and  percussion  increases 
with  the  temperature. 

Frozen  nitroglycerin  is  less  readily  detonated 
by  a  blow,  or  by  the  detonation  of  mercury 
fulminate,  than  when  in  the  liquid  state.  This 
was  to  be  expected,  as  detonation  results  m  both 
cases  from  the  transformation  into  heat  of  the 
kinetic  energy  imparted  to  the  particles  of 
nitroglycerin — heat  sufficient  at  the  part  struck 
to  raise  the  temjJerature  of  the  nitroglycerin  to 
the  temperature  of  explosion ;  and  to  rai^e 
frozen  nitroglycerin  to  that  temperature,  more 
heat  would  be  required  than  in  the  case  of 
the  liquid,  on  account  of  the  heat  absorbed 
in  melting  the  solid  nitroglycerm.  Thus, 
Beckerhinn  states  (Sitz.  W.  72  and  73,  in 
abstract  in  the  Jahresbericht  der  chemischen 
Technologic,  1876,  22,  481-487)  that  quanti- 
ties of  mercury  fulminate  which  would  have 
detonated  hquid  nitroglycerm  wth  certainty, 
did  not  detonate  crystallised  nitroglycerm ; 
also,  that  when  a  flat  anvU  of  Bessemer  steel 
was  thinly  coated  vsdth  liquid  and  with  solid 
nitroglycerin,  and  a  wrought-iron  weight  allowed 

I  to  fall  on  it,  the  mean  height  of  fall  required 
to  effect  detonation  was  for  liquid  nitroglycerin 

)  0-78  metre  (2'-6  feet),  for  frozen  nitroglycerin 
2-13  metres  (7  feet).  McRoberts  {I.e. )  states  that 
a  detonator  containmg  even  so  much  as  1  gram 
of  mercury  fulminate  does  not  effect  the 
detonation  of  thoroughly  frozen  nitroglycerin, 
while  O-I  gram  of  fulminate  wiU  detonate  liquid 
nitroglycerm. 

The  products  of  the  detonation  of  nitrogly- 
cerin are  stated  to  be  those  of  complete  combus- 
tion, and  tho  equation  representing  the  change 
is  given  as : 

2C3H5(N03)3=6C02+5H20  +  6N+0. 

Sarraii  and  Vieille  (Compt.  rend.  90,  1060) 
state  that  experiment  shows  that  the  decompo- 
sition of  nitroglycerin  in  a  closed  vessel  is 
represented  by  the  above  equation  ;  but  no 
analysis  of  the  gases  is  given. 

Calculated  from  the  above  equation,  nitro- 
glycerin contains  an  excess  of  3-62  p.c.  oxygen 
(per  100  nitroglycerin)  above  that  required  for 
complete  combustion,  and  100  grams  of  nitro- 
glycerin would  be  converted  into  58-15  grams 
COj,  19-83  grams  H,0,  3-52  grams  0,  and  18-50 
grams  N. 
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Nobel  has  calculated  that  1  vol.  of  nitro- 
glycerin on  explosion  generates  about  1200  vols, 
of  gases,  calculated  to  normal  temperature  and 
pressure,  and  that  the  heat  generated  expands 
the  gases  to  nearly  eight  times  this  volume,  and 
concludes  that  the  explosive  force  of  nitro- 
glycerin is  13  times  as  great  as  that  of  an  equal 
volume  of  gunpowder. 

The  quantity  of  heat  evolved  by  the  total 
combustion  of  nitroglycerin,  as  represented  in 
the  above  equation,  is  given  by  Berthelot  (Sur  la 
Eorce  des  Matieres  explosives,  &c.),  for  227 
grams  nitroglycerin  and  in  Calories  (kgm. -degree 
units),  as  follows  : — 

The  water  liquid,  constant  pressure,  +356-6 
Calories  ;  constant  volume,  +358-5  Calories. 

The  water  gaseous,  constant  pressure,  +331-1 
Calories  ;  constant  volume,  +335-6  Calories. 
Or,  per  1  kilogram  of  nitroglycerin  : 
The  water  liquid,  constant  pressure,  +1570 
Calories  ;  constant  volume,  +1579  Calories. 

Sarrau  and  Vieille  obtained,  by  experiment, 
+1600  Calories. 

The  volume  (at  0°  and  0-76  metre  pressure) 
of  the  gases  produced  by  the  detonation  of  nitro- 
glycerin, calculated  from  the  equation  given 
above,  is  714  litres  per  1  Idlogram  nitrogly- 
cerin, the  water  taken  as  gaseous  ;  or  1142 
litres  gas  (under  the  given  conditions)  per  1  litre 
nitroglycerin.  The  calculated  volume  of  the 
permanent  gases  [i.e.  the  water  taken  as  liquid, 
tension  of  aqueous  vapour  at  0°  disregarded)  at  0° 
and  0-76  metre  is  467-5  litres  per  1  kilogram 
of  nitroglycerin,  or  748  litres  per  1  litre  of 
nitroglycerin.  Berthelot  mentions  that  Sarrau 
and  Vieille  found  experimentally  the  volume  of 
permanent  gases  to  be  465  litres  at  0°  per  1  kilo- 
gram nitroglycerin.  The  gases  at  the  moment 
of  detonation  are  greatly  expanded  by  the  heat  of 
the  combustion  ;  according  to  an  early  statement 
of  Berthelot  (in  1871),  the  gases  are  expanded  to 
eight  times  their  volume  at  0°. 

It  ■will  be  convenient  to  requote  the  numbers 
obtained  by  Noble  and  Abel  (Fired  Gun- 
powder, No.  2,  Trans.  Roy.  Soc.  1880)  wth 
Waltham  Abbey  fine-grain  gunpowder  and 
ordinary  English  mining  powder. 

One  kilogram  perfectly  dry  powder  gave  on 
explosion  : 

W.  A.  fine-  Mining 
grain  powder 

Quantity  of  heat  in  Caloriesi    ^Qg.Q  sig-S 

(kgm. -degrees)  .        .  J 

Permanent  gases  in  litres  at  0°  |    non  i      oen  i 

and  0-76  metre  .  .  )'  "^"•^'^  •^""""^ 
The  statements  as  to  the  relative  power  of 
nitroglycerin  and  ordinary  blasting  powder  as 
blasting  agents  vary ;  partly,  no  doubt,  on 
account  of  differences  in  the  rocks  blasted,  as 
nitroglycerin  is  most  effective  in  a  compact  rock, 
offering  equal  resistance  in  all  directions  to  the 
gases  produced  by  the  explosion.  Thus,  Trauzl 
(quoted  by  Berthelot)  stated  in  1870  that  nitro- 
glycerin used  for  blasting  in  quarries  produced 
five  to  six  times  the  effect  of  an  equal  weight  of 
blasting  powder  ;  and  for  equal  volumes  the 
difference  would  be  much  greater.  The  effects 
produced  are  those  of  dislocation,  specially  de- 
jjendent  on  the  initial  pressures.  Schwanert 
(quoted  by  Biickmann)  states  that  the  mean 
blasting  power  of  nitroglycerin  may  be  taken  as 
being  3-5  to  4  times  greater  than  that  of  ordinary 


blasting  powder ;  equal  weights  being  in  all 
probability  intended. 

Tlie  velocity  of  the  propagation  of  detonation 
in  liquid  nitroglycerin  has  been  determined  by 
Abel  (Trans.  Roy.  Soc.  1874,  385,  386).  The 
length  of  nitroglycerin  used  was  14  feet,  the 
weight  3  ozs.  per  foot  of  the  train.  The  liquid 
was  contained  in  a  V-shaped  trough  of  thin 
sheet  metal ;  at  intervals  of  2  feet,  fine  insulated 
copper  wires  crossed  the  trough  (having  been 
passed  through,  and  cemented  into,  small  holes 
in  the  sides  of  the  trough)  sufficiently  near  the 
bottom  to  be  covered  by  the  nitroglycerin.  The 
velocities  were  measured  by  Noble's  chronoscope ; 
the  mean  rate  of  detonation  was  found  to  be 
5305  feet  (1612  metres)  per  second,  or  little 
more  than  one-fourth  the  rate  of  detonation 
of  cylinders  of  compressed  guncotton  in  a  con- 
tinuous row. 

U se. — Nitroglycerin,  as  such,  is  no  longer  used 
as  an  explosive.  It  was  at  one  time  used  to  a 
large  extent,  especially  in  America  ;  for  instance, 
about  70  tons  of  Mowbray's  nitroglycerin, 
transported  in  the  frozen  state,  was  used  in  the 
construction  of  the  Hoosac  Tunnel  in  Massachu- 
setts in  1874.  Itsuso  was  prohibited  in  England 
in  1874,  and  then  died  out  in  Europe,  but  it 
was  employed  in  America  for  some  years  after- 
wards. Since  the  invention  of  nitrogelatin, 
there  is  no  incentive  to  use  raw  nitroglycerin, 
as  the  former  is  as  powerful  an  explosive  as  the 
latter. 

Dynamites. 

It  has  been  already  mentioned  that  the 
serious  accidents  which,  in  1864-66,  attended 
the  transport  or  manufacture  of  nitroglycerin 
were  followed  by  a  reaction  against  its  use,  and 
in  this  country  by  a  prohibitive  Act  in  1869. 
To  render  its  transport  safe,  Nobel  introduced 
the  use  of  a  solution  of  nitroglycerin  in  wood- 
spirit  (methyl  alcohol) ;  a  solution  which  is  not 
explosive,  and  from  which  the  nitroglycerin  was 
to  be  separated  by  precipitation  by  water  at  the 
place  where  it  was  to  be  used.  This  method  of 
protection  was  soon  abandoned,  as  the  separation 
of  the  nitroglycerin  was  troublesome,  and  at  low 
temperatures  it  crystaUised  out  from  the  solu- 
tion. A  further  disadvantage  in  the  use  of 
nitroglycerin  is  that  it  may  run  from  the  bore- 
hole into  fissures  in  the  rock,  escape  detonation, 
and  either  bum  and  give  off  deleterious  oxides  of 
nitrogen,  or,  if  unburned,  be  a  grave  source  of 
danger  on  removing  the  rock.  Attempts  were 
made  to  overcome  this  difficulty  by  lining  the 
borehole  with  clay.  Subsequently  Nobel  suc- 
ceeded in  making  the  use  of  nitroglycerin  com- 
paratively safe  by  employing  porous  substances 
to  absorb  the  liquid  ;  to  these  preparations  he 
gave  the  name  Dynamite. 

As  he  had  been  experimenting  with  a  mixture 
of  nitroglycerin  and  gunpowder,  Nobel  at  first 
used  charcoal  as  an  absorbent,  and  various  other 
substances  were  subsequently  tried,  but  he 
found  '  kieselguhr,'  or  so-called  infusorial  earth, 
to  be  the  best  absorbent  of  nitroglycerin  (Eng. 
Pat.  1345,  1867).  Nobel  originally  intended 
that  the  nitroglycerin  should  be  separated  out 
again  for  use,  but  he  subsequently  found  that 
the  dynamite  itself  could  be  more  readily 
detonated  than  the  liquid  nitroglycerin. 

The  term   '  dynamite  '  has  now  a  more 
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general  significance.  It  is  applied  to  all  mixtures 
of  nitroglycerin  with  solid  substances,  which 
absorb  and  retain  it  under  ordinary  conditions 
of  storage,  whatever  the  nature  of  the  latter  ; 
but  Avhen  used  specifically,  '  Kieselguhr  Dyna- 
mite No.  1  '  is  meant. 

The  absorbent  material  is  known  as  the 
'  base  '  or  '  dope,'  and  dynamites  may  be  classi- 
fied according  to  the  nature  of  the  base  into  :  | 
(I)  those  with  an  inert  base  ;  (2)  those  with  a 
combustible  base ;  and  (3)  those  with  an 
explosive  base.  The  last  class  includes  those 
•with  bases  which  are  explosive  mixtures  (nitrate, 
chlorate,  perchlorate,  &c.),  and  those  w  hich  arc 
exjilosive  compounds,  either  of  the  '  nitro  '  or 
'  nitrate  '  class.  In  the  last  class  it  will  be  con- 
venient to  include  blasting  gelatin  and  gelatin - 
dynamite,  although  the  nitrocelluloses  have  not 
yet  been  considered. 

1.  Dynamites  with  an  inert  base. 

Di/namite  No.  1  o?'  Kieselguhr  dynamite. 
Kieselguhr  dynamite  contains  from  70  to  80  p.c, 
usually  7.5  p.c,  of  nitroglycerin.  (Dynamites 
witli  less  than  30  p.c.  of  nitroglycerin  will  not 
explode.)  A  small  quantity  of  alkali,  formerly 
1-5  p.c.  ammonium  carbonate,  now  0-5-1  ]).c. 
anhydrous  sodium  carbonate,  is  usually  added 
to  neutralise  any  free  acid  that  may  develop  on 
storage  ;  but  alkali  is  not  always  added. 

Kieseh/uhr.  The.  earth  is  found  in  several 
places  ;  that  fii-st  used  was  obtained  from 
Oberlohe  in  Hanover,  where  there  is  an  exten- 
sive bed  of  it.  It  consists  of  the  frustules  of 
diatoms,  and  is  mainly  silica ;  Beckerhinn 
examined  some  kieselguhr,  and  found  it  to 
contain  95  p.c.  SiO^,  and  its  sjiecific  heat  to  be 
0-2089.  The  kieselguhr  is  moderately  calcined 
to  remove  water  and  organic  matter,  then 
ground  and  sifted.  The  dried  Icieselguhr  is 
packed  in  canvas  bags  and  stored  in  a  dry 
atmosphere.  Dynamite  made  with  a  guhr  con- 
taining more  than  about  0-5  p.c.  of  water  will 
exude  nitroglycerin  on  storage. 

The  kieselguhr  used  at  Ardeor  is  obtained 
from  Aberdeenshire  ;  it  absorbs  three  or  four 
times  its  weight  of  nitroglycerin,  retaining  it 
under  considerable  pressure.  The  calcined 
material  contains  about  98  p.c.  SiO.,  (McRoberts, 
I.e.). 

Manujaetiire. — The  nitroglycerin  and  kiesel- 
guhr are  mixed  by  hand  in  shallow  lead  tanks. 
'J'he  guhr  is  weighed  out  into  the  tank,  the 
weighed  charge  of  nitroglycerin  poured  over  it 
from  a  bucket  of  indiarubber,  guttapercha,  or 
similar  material,  the  ingredients  kneaded,  and 
then  rubbed  through  the  meshes  of  a  coarse 
wire  sieve,  to  complete  the  admixture.  Some- 
times two  sieves  are  used,  a  coarse  one  with 
about  3  meshes  to  the  inch,  and  a  finer  one  with 
7  meshes  to  the  inch.  The  dynamite  is  then  in 
the  form  of  plastic  grains.  These  must  neither 
lie  dry  enough  to  crumble  nor  decidedly  greasy, 
or  the  cartridges  will  not  be  satisfactory.  If  the 
guhr  be  too  absorbent,  the  mixture  will  be  too 
dry  for  pressing,  and  in  this  case  a  small  quan- 
tity' of  barium  sulphate  is  usually  added,  or, 
sometimes,  mica,  talc,  or  ochre  up  to  8  p.c. 
replacing  an  equal  weight  of  kieselguhr. 

The  dynamite  cartridges  are  small  cylinders, 
in  which  form  they  are  squeezed  out  from  the 


cartridge  machine ;  the  latter  is  a  cylindrical 
metal  tulie,  in  which  a  wooden  piston  works, 
pressure  being  applied  to  the  piston  by  means 
of  a  lever.  One  end  of  the  tube  is  terminated 
by  a  funnel-shaped  piece  with  orifice  of  the  same 
diameter  as  that  of  the  cartridges.  The  car- 
tridges, usually  either  f  or  |-  of  an  inch  in  dia- 
meter, but  sometimes  1  inch,  are  sent  out 
^Tapped  in  parchment-  or  paraffined  paper. 

Properties. — Kieselguhr  dynamite  is  a  plastic, 
j)asty  substance,  the  colour  of  which  varies  from 
pmk  or  grey  to  a  dark-brown,  according  to  the 
colour  of  the  base,  and  whether  ochre  has  been 
added  or  not. 

Water    separates    the    nitroglycerin  from 
ordinary    kieselguhr    dpiamite.    The  specific 
gravity  of  dynamite  is  about  1-6.    When  un- 
frozen- dynamite  is  set  fire  to  by  application  of 
flame,  the  nitroglycerin  burns  quickly  with 
yellowish   flame,    giving    ofl:    nitrous  fumes. 
Large  quantities  can  thus  be  burnt  without  ex- 
plosion ;    but  eventually  the  unburnt  portion 
becomes  heated  to  the  temperature  of  explosion, 
and  explodes.    When  exposed  to  a  slowly  rising 
temperature,  dynamite  fires  at  about  180°.  It 
can  be  safely  destroyed  by  laying  it  in  a  long 
thin  train,  pouring  any  waste  oil  over  the  train, 
and  firing  it.    Dynamite  usually  freezes  at 
about  4°.    Erozen  dynamite  burns  very  slowly, 
tha^ving  preceding  combustion.    When  a  com- 
paratively small  heap  of  frozen  dynamite  car- 
tridges is  set  fire  to,  an  explosion  often  ensues. 
Like  nitroglycerin,  frozen  dynamite  is  less  sen- 
sitive to  shock  than  unfrozen,  and  the  ordinary 
detonator  does  not  explode  thoroughly  frozen 
dynamite,  although  one-tenth  part  of  the  deto- 
nator charge  is  sufficient  to  cause  the  detonation 
of  unfrozen  dynamite  (McRoberts,  I.e.).  Since 
frozen  dynamite  is  comparatively  useless  as  an 
explosive,  it  must  be  thawed  or  '  tempered ' 
before  being  used,  and  this  only  takes  place  at 
temperatures  considerably  above  the  freezing- 
point.    Thawing  is  done  in  special  warming 
pans,  in  which  the  vessel  containing  the  dynamite 
is  surrounded  by  a  jacket  containing  warm 
water  (at  a  temperature  not  above  70°)  and 
this  in  turn  by  a  layer  of  felt  or  other  non-con- 
ducting material.    Dynamite  is  less  sensitive  to 
shock  than   nitroglycerin ;    the  sensitiveness 
increases  with  the  percentage  of  nitroglycerin  in 
the  dynamite,  and  (like  explosives  in  general) 
with  increase  of  temperature.    It  is  detonated 
by  the  shock  of  iron  on  iron,  or  of  iron  on  stone, 
but  not  by  that  of  wood  on  wood.  Dyaiamite 
between  steel  and  steel,  according  to  Hess, 
requires  a  blow  of  0-75  kgm. -metre  for  deto- 
nation ;   when  frozen  it  requires  1  kgm. -metre. 
In  the  unfrozen  state  it  is  readily  detonated 
by  the    shock    of   a    rifle-buUet ;  Berthelot 
states  that  it  detonates  under  the  direct  blow 
of  the  buUet  when  fired  at  50  metres'  (164  feet) 
distance,  and  even  more.    Placed  on  an  anvil 
and  struck,  it  requires  a  smart  bloAV  of  the 
hammer  to  cause  an  explosion,  and  then  only 
the  portions  directly  struck  detonate,  the  rest 
being  scattered  without  exploding.    The  silicious 
skeletons  of  the  frustules  of  diatoms  composing 
the  Ideselguhr  form  separate  receptacles  for  the 
nitroglycerin,  and  have  a  cushioning  effect  to- 
wards a  mechanical  blow,  the  energy  therebj' 
j  imparted  being  divided  between  the  absorbent 
,  and  the  nitroglycerin.    Berthelot  (Sur  la  Eorco 
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<les  Maticros  oxplosivos,  &o.)  romarks  that  dy- 
namite is  loss  crushing  in  its  action  than  nitro- 
glj'ceiin,  because  the  heat  evolved  on  its  deto- 
nation is  shared  between  the  products  of  the 
explosion  and  the  inert  substance,  the  latter  by 
its  presence  lowering  the  tempei-ature.  Thus, 
the  specific  heat  of  kieselguhr  (0-2)  is  almost  the 
same  as  the  mean  specific  heat  of  the  gaseous 
products  of  explosion  of  nitroglycerin  at  constant 
volume  ;  in  the  case  of  No.  1  dynamite  with 
25  p.c.  kieselguhr,  in  a  vessel  completely  filled 
by  it,  and  too  strong  to  be  burst  by  its  detona- 
tion, the  kieselguhr  would  lower  the  temperature 
of  the  gases  by  one-fourth,  and  consequently 
diminish  the  initial  pressure.  In  blasting,  the 
condition  of  the  gases  of  explosion  would  be 
intermediate  between  constant  volume  and 
constant  pressure.  In  using  dynamite,  its 
detonation  is  effected  by  means  of  the  explosion 
of  a  mercury  fulminate  detonator  and  fired 
by  an  electric  current  or  by  means  of  Bickford 
fuse,  the  cap  being  embedded  in  the  dynamite. 
The  detonator  must  be  sufficiently  powerful  to 
ensure  complete  detonation  of  the  nitroglycerin, 
or  nitrous  fumes  will  be  generated  in  the  mine 
workings.  The  detonator  supplied  for  the 
purpose  by  Nobel's  Explosive  Company  contains 
about  0-5  gram  of  a  mixture  of  70  p.c.  mercury 
fulminate  and  30  p.c.  potassium  chlorate. 

The  velocity  of  propagation  of  the  detonation 
of  this  dynamite  was  found  by  Abel  (Trans. 
Roy.  Soc.  1874,  384,  385)  to  be  20,000  feet 
per  second.  The  experiment  was  made  with 
half-inch  cartridges  of  dynamite  in  a  continuous 
train  of  42  feet,  the  rate  being  measured  at  in- 
tervals of  6  feet  by  means  of  Noble's  chronoscope. 

Abbot  (U.S.  Engineers)  obtained  from  his 
experiments  (Report  upon  a  System  of  Sub- 
marine Mines,  &c.,  1881,  111)  the  remarkable 
result  that  the  intensity  of  action  of  ordinary 
kieselguhr  dynamite  containing  75  p.c.  nitro- 
glycerin, fired  under  water,  is  greater  than  that 
of  nitroglycerin.  Thus,  in  a  series  of  experi- 
ments he  found  the  intensity  of  action  of  nitro- 
glycerin detonated  under  water  to  be  81,  that 
of  an  equal  weight  of  dynamite  being  100.  To 
confirm  the  results,  nitroglycerin  was  mixed, 
under  Abbot's  supervision,  with  prepared 
kieselguhr  into  dynamite  of  75  p.c,  and  shots 
were  immediately  fired  under  water  with  this 
dynamite,  and  with  the  nitroglycerin  from 
which  it  had  been  made.  The  mean  of  five 
shots  gave  the  intensity  of  the  liquid  nitro- 
glycerin as  85,  that  of  the  dynamite  being  100 
(equal  \\eights  compared).  Abbot  remarks  that 
in  blasting  hard  rock,  nitroglycerin  is  admitted 
to  be  by  far  stronger  than  dynamite  ;  in  explana- 
tion he  supposes  that  in  dynamite  the  particles 
of  kieselguhr  slightly  retard  chemical  action,  and 
that  the  resistance  opposed  by  water  being  of 
a  slightly  yielding  character,  may  exact  more 
time  than  is  required  by  pure  nitroglycerin. 
According  to  Abel's  experiments,  however,  the 
rate  of  detonation  of  djTiamite  is  very  much 
quicker  than  that  of  liquid  nitroglycerin, — a 
result  agreeing  with  those  of  Abbot's  experi- 
ments, but  not  -with  his  explanation  of  them. 
It  is  true,  as  Abel  points  out,  that  the  determina- 
tion of  the  rate  of  detonation  of  liquid  nitro- 
glycerin (which  was  contained  in  an  open  \ 
trough)  was  likely  to  be  given  too  low,  owing  to 
the  tendency  of  the  liquid  particles  to  escape  ' 


from  the  IjIow  of  the  detonation,  and  that 
experiments  with  conjincd  nitroglycerin  ^\ovdd 
be  desirable. 

Tested  by  the  lead  cylinder  method,  the 
intensity  of  action  of  nitroglycerin  is  1-4  ^^hen 
that  of  No.  1  dynamite  is  unity.  Von  Pischoff, 
in  Austria  in  1869,  comparing  the  relative 
values  of  dynamite  and  gunpowder,  found  that 
the  former  was  roughly  three  times  as  strong  as 
gunpowder,  variations  from  2-4  to  3-3  being 
obtained  according  to  the  nature  of  the  rock. 
The  nature  of  the  kieselguhr  has  some  influence 
on  the  explosive  power  of  the  dynamite  ;  the 
guhrs  containing  most  tubular  structures  not 
only  absorb  better,  but  each  of  these  tubes 
ofi'ers  resistance  on  detonation,  and  confers 
greater  intensity  of  action  by  its  tamping  effect. 

Dynamite  of  Vonges.  Instead  of  kieselguhr, 
in  France  a  similar  silioious  earth  called  Randa- 
nite  (from  Randan  in  the  Puy-de-D6me)  is  used 
as  the  absorbent  in  the  Vonges  make  of  dyna- 
mite. Tripoli  and  the  ashes  of  Boghead  coal 
have  also  there  been  employed  as  substitutes 
for  kieselguhr.  Analysis  of  a  modern  sample 
gave  75  p.c.  nitroglycerin,  20-8  p.c.  randanite, 
3-8  p.c.  quartz, and  0'4  p.c.  magnesium  carbonate. 
The  American  Oiant  pmvder  No.  1  is  dynamite 
No.  1  containing  0-5  p.c.  sodium  carbonate. 

Magnesia  alba  has  also  been  used  as  the 
absorbent  of  nitroglycerin,  its  absorptive 
power  being  said  to  exceed  that  of  kieselguhr, 
and  it  is  also  said  to  increase  the  intensity  of 
action  of  the  djoiamite  by  the  expulsion  of  its 
carbon  dioxide.  The  combination  was  proposed 
in  1879,  by  Jones  of  Caerphilly,  and  named 
Nitromagnite  or  Dynamagnite.  Its  manufacture 
was  abandoned,  as  it  was  decided  that  it  con- 
flicted with  the  existing  patents  of  Nobel. 

Modifications  of  kieselguhr  dynamite  have 
been  proposed,  more  especially  on  the  Continent, 
with  a  view  of  rendering  it  safe  to  use  in  fiery 
mines :  various  additions,  such  as  salts  con- 
taining much  water  of  crystallitation,  being 
made  to  reduce  the  temperature  of  the  flame. 
Such  explosives  are  naturally  less  powerful  than 
ordinary  dynamite. 

In  Wetter  dynamite,  proposed  by  Miillcr  of 
the  Cologne  dynamite  factory  (Eng.  Pat. 
12424,  1887),  crystallised  sodium  carbonate  is 
used.  Composition  52  p.c.  nitroglycerin,  14  jj.c. 
kieselguhr,  and  34  p.c.  soda  crystals. 

Grisoutite  contains  magnesium  sulphate.  It 
is  composed  of  53  p.c.  nitroglycerin,  14-5  p.c. 
kieselguhr,  and  32-5  p.c.  magnesium  sulphate. 

Nobel  Ardeer  powder  is  a  dynamite  of  this 
class,  for  although  it  contains  nitre,  it  has  no 
added  combustible.  Composition  :  33  p.c. 
nitroglycerin,  49  p.c.  magnesium  sulphate,  13 
p.c.  kieselguhr,  and  5  p.c.  nitre. 

Mica  powder  (Abbot,  Report  upon  a  System 
of  Submarine  Mines,  &c.,  93,  110)  consists  of 
finely,  divided  mica  scales  and  nitroglycerin.  It 
was  made  in  the  United  States  by  MoA\bray, 
and  was  largely  used,  with  good  results,  in  com- 
pleting the  Hoosac  Tunnel.  The  nitroglycerin 
adheres  to  the  scales,  but  is  not  absorbed  i)y 
them.  Mowbray  claimed  that,  owing  to  the  very 
large  surface  exposed,  a  more  instantaneous  re- 
action is  secured  than  with  liquid  nitroglycerin. 
He  estimates  the  interstitial  spaces  at  one-fourtli 
the  volume  of  the  powder  when  tolerably  well 
rammed. 
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Abbot  experimented  with  a  No.  1  mica 
powder  containing  52  p.c.  nitroglycerin,  and 
witii  a  No.  2  containing  40  p.c. ;  the  charges 
being  detonated  under  water.  He  found  the  in- 
tensity of  action  of  No.  1  to  be  83,  of  No.  2  to  be 
62 ;  that  of  liquid  nitroglycerin,  in  the  same 
circumstances,  being  81,  and  that  of  kieselguhr 
dynamite  No.  1,  containing  75  p.c.  nitroglycerin, 
being  100  (equal  weights  compared).  The  result 
is  remarkable,  as  it  gives  the  intensity  of  action 
of  the  nitroglycerin  in  mica  powder  as  double 
that  of  an  equal  weight  of  liquid  nitroglycerin. 

2.  Dynamites  with  a  Comhustihle  Base. 

Carbodyriamite.  is  a  preparation  introduced 
by  Messrs.  W.  D.  Borland  and  W.  F.  Reid  (Eng. 
Pat.  758,  1886).  It  consists  of  10  p.c.  cork 
charcoal,  which  has  absorbed  90  p.c.  nitroglycerin. 
Sodium  or  ammonium  carbonates  and  water  may 
or  may  not  be  present. 

It  is  claimed  for  carbodynamite  that  it  can 
be  kept  under  water  for  weeks  without  losing  its 
nitroglycerin,  which  would  bo  a  great  advantage 
over  kieselguhr  dynamite. 

As  was  to  be  expected  from  the  high  iJer- 
centage  of  nitroglycerin,  the  intensity  of  action 
of  carbodynamite  is  very  high — much  higher 
than  that  of  kieselguhr  dynamite.  In  one 
variety  of  carbodynamite,  water  was  added  to 
render  the  explosive  safe  enough  to  use  in  fiery 
mines.  Another  variety,  No.  2,  belongs  to  the 
third  class  of  dynamites,  as  it  contains  80  p.c. 
nitroglycerin,  14  p.c.  nitre,  and  6  p.c.  cork 
charcoal. 

Orisoutite.  Another  form  of  this  safety 
explosive  contains  wood  meal  as  the  absorbent, 
instead  of  kieselguhr.  Composition  :  44  y>.c. 
nitroglycerin,  12  p.c.  wood  meal,  44  p.c.  mag- 
nesium sulphate. 

Forcite  is  the  name  given  to  explosives 
manufactured  in  various  grades  by  the  American 
Forcite  Company,  New  Jersey.  The  original 
patent  (of  1881)  describes  forcite  as  consisting 
of  nitroglycerin  incorporated  with  unnitrated 
gelatinised  cellulose  and  with  nitre.  Ctotton  or 
other  form  of  cellulose  was  to  bo  purified  chemi- 
cally as  in  paper  making,  to  be  reduced  to 
powder  and  to  be  subjected  to  the  action  of  high- 
23ressure  steam,  by  which  it  \v'as  converted  into  a 
gelatinous  mass.  It  ^\'as  then  allowed  to  cool, 
and  was  to  be  incorjjorated  at  40°  with  nitro- 
glycerin and  Avith  nitre.  One  of  the  best  com- 
positions was  stated  to  be  :  nitroglycerin,  75  p.c. ; 
gelatinised  cotton,  7  p.c.  ;  nitre,  18  p.c.  Dextrin 
and  ordinary  cellulose  in  powder  might  partlj' 
replace  the  gelatinised  cotton. 

Forcite  is  described  as  a  hard  plastic  sub- 
stance, having  very  much  the  appearance  and 
toughness  of  indiarubber.  Economy,  non-exu- 
dation of  nitroglycerin,  and  imperviousness  to 
water,  were  claimed  for  it.  There  is  consider- 
able variation  in  the  statements  as  to  the  com- 
position of  forcite  ;  thus,  in  one  kind  the 
gelatinised  nitroglycerin  is  said  to  be  incorpo- 
rated with  a  mixture  composed  of  sodium 
nitrate,  wood  tar,  a  little  sulphur  and  wood  pulp. 
It  is  made  in  various  grades  containing  different 
ii.mounts  of  nitroglycerin.  Eissler  states  that 
the  i'ypf  mostly  in  use  (in  the  United  States,  and 
in  1886),  and  which  possesses  the  best  qualities, 
is  the  No.  1,  containing  from  65  to  85  ]).c. 
nitrogl^'cerin  ;   also  that  the  quantity  of  nitro- 


glj'cerin  in  different  grades  varies  from  the  large 
amount  mentioned  to  only  20-25  p.c.  He 
states  that  quadruple -force  caps  are  employed  to 
explode  forcite. 

Abbot  (U.S.  Engineers)  made  estimations  of 
the  intensity  of  forcite  exploded  under  water  ; 
the  intensity  varied  with  the  grade,  between 
88  and  133,  ordinary  kieselguhr  dynamite  No.  1 
I  being  100  (Addendum  II.  to  Report  on  Submarine 
Mines).  Belgian  and  other  continental  makes  of 
forcite  contain  nitrocellulose,  and  come  in  class 
3  of  dynamites. 

Forcite  antigrisouteuse  No.  2  has  a  similar 
composition  to  '  grisoutite.' 

Rhenish  dynamite  consists  of  75  )).c.  of  a 
solution  of  naphthalene  in  nitroglycerin,  25  p.c. 
j  of  kieselguhr,  and  a  little  chalk  or  barium 
sulphate. 

3.  Dynamites  with  an  Explosive  Base. 
Kieselguhr  dynamite  is  much  too  violent  and 
local  in  its  effects  to  be  used  in  most  mining 
operations,  such  as  in  coal-mines  or  slate  and 
granite  quarries,  where  great  power  and  shatter- 
ing effects  are  undesirable.  As  the  force  can- 
not be  moderated  by  reducing  the  proportion  of 
nitroglycerin  without  increasing  the  difficulty  o£ 
detonation,  the  dynamites  with  an  explosive 
base  have  graduallj'  superseded  it  for  mining 
purposes. 

i.  Dynamites  with  a  Potassium  Nitrate  Mixture 
Base. 

Dynamite  No.  2  is  black  in  colour,  and  is 
milder  and  slower  in  its  action  than  No.  1.  It 
was  introduced  to  imitate  the  explosive  charac- 
teristics of  gun]50wder.  It  consists  of  (not  more 
than)  18  p.c.  of  nitroglycerin,  uniformly  mixed 
with  82  ]3.c.  of  a  pulverised  preparation,  com- 
posed of  71  p.c.  potassium  nitrate,  10  p.c.  char- 
coal, 1  p.c.  paraffin.  Scarcely  used  at  all  in  this 
country. 

Rend  rock  is  a  modern  modification  of 
'  Lithofracteur,'  having  the  composition  40  p.c. 
nitroglycerin,  40  p.c.  nitre,  13  p.c.  wood  pulji, 
and  7  p.c.  pitch. 

I       Atlas  powders  B-\-  and  C-\-.  as  used  in  ,the 

1  construction  of  the  Panama  Canal,  contained 
B+.  00  ]).c.  nitroglycerin,  with  wood  pulp  and 
nitre,  and  3  p.c.  of  magnesia  ;  C  +  ,  45  p.c. 
nitroglycerin,  \\\t\\  wood  pulp  and  nitre  antt 
2  p.c.  of  chalk. 

Some  forms  of  Welter  dynamitr  contain  a 
similar  mixtures  A  sample  from  Wittenberg 
contained  25  p.c.  niti-oglyeerin,  35  ]).c.  mixed 
nitrates  of  potassium  anil  liariiiiii,  and  40  p.c. 
wood  meal. 

Carhiie.  a  French  dynamite  of  this  class, 
contains  25  i).c.  nitroglycerin,  34  p.c.  potas- 
sium nitrate,  1  p.c.  barium  nitrate,  38-5  ]i.c. 

!  flour,  1  p.c.  powdered  bark,  and  0-5  p.c.  sodium 

!  carbonate. 

Carhonile,  made  by  Bichel  antl  Schmidt  of 
Schlebusch,  is  claimed  to  be  a  safe  explosive  for 
use  in  fiery  mines.  It  contains  2.5-27  p.c. 
nitroglycerin,  30-30  p.c.  of  a  mixture  of  potas- 
sium and  Ijarium  nitrates,  and  40—43  p.c.  starch 
and  wood  nu'al,  0-5  p.c.  sodium  carbotiate, 

j  and  0-5  p.c.  of  sulphuretted  benzene.    An  actual 

I  sample  contained  25  p.c.  nitroglycerin,  34  p.c. 

1  potassium  nitrate,  1  p.c.  barium  nitrate,  10  \).c. 
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wood  meal,  29-6  p.c.  r3'e  flour,  and  0-5  p.c. 
sodium  carbonate. 

Stonite,  also  made  by  Bichel  and  Schmidt, 
consists  of  68  p.c.  nitroglycerin,  20  p.c.  kiesel- 
guhr,  8  p.c.  potassium  nitrate,  and  4  p.c.  wood- 
meal. 

Kynite  is  a  safety  explosive  of  similar  com- 
position to  carbonite.  One  analysed  sample 
contained  25  p.c.  nitroglycerin,  35  p.c.  barium 
and  potassium  nitrates,  and  40  p.c.  starch,  and 
wood  meal.  As  licensed,  Kynite  condensed  con- 
tains 24-26  p.c.  nitroglycerin,  32-5-35  p.c.  starch, 
2-5-3'5  p.c.  wood  meal,  31-5-34-5  p.c.  barium 
nitrate,  and  0-0'5  p.c.  calcium  carbonate ;  the 
explosive  to  be  used  only  in  a  non-waterproofed 
parchment-paper  wapper. 

Dualine  contains  50  p.c.  nitroglycerin,  20  p.c. 
potassium  nitrate,  and  30  p.c.  sawdust. 

ii.  Dynamites  with  a  Sodium  Nitrate  Mixture 


J udson  poivier  is  an  explosive  which  has 
been  largely  used  in  the  United  States  in  qnan-y- 
ing  and  railw  ay  work  :  it  is  a  roughly  made 
sodium  nitrate  blasting  powder,  the  grains  of 
which  are  coated  with  nitroglycerin.  The  grade 
R.R.P.  is  the  one  most  commonly  used,  and  is 
sold  at  the  price  of  common  saltpetre  blasting 
powder  ;  it  is  composed  of  sodium  nitrate  64  p.c., 
sulphur  10  p.c,  cannel  coal  15  p.c,  nitro- 
glycerin 5  p.c.  The  nitrate,  sulphur,  and  coal 
are  thoroughly  mixed  in  fine  powder,  and  the 
mixture  heated  on  a  pan  by  steam  under  pres- 
sure, and  constantly  stirred  until  the  sulphur 
melts.  The  mass  is  then  allowed  to  cool,  when 
it  is  found  agglomerated  in  grains,  which  are 
sorted  by  sieves  and  coated  with  nitroglycerin 
by  stirring.  The  object  of  coating  the  powder 
grains  with  the  nitroglycerin  was  to  promote 
the  quickness  of  explosion.  It  is  exploded  by  the 
detonation  of  a  primer  of  Giant  or  Atlas  powder. 
Abbot  (v.  supra)  found  the  intensity  of  action  of 
the  R.R.P.  grade,  exploded  under  water,  to  be 
38-39,  kieselguhr  dynamite  No.  1  being  100. 
Other  brands  now  in  use  with  their  percentages 
of  nitroglycerin  are  :  F.  10  p.c,  I'.F.  15  p.c, 
F.F.F.  20  p.c,  Dbl.  Ex.  27  p.c,  and  Tpl.  Ex. 
33  p.c. 

Giant  powder  No.  2,  supplied  by  the  Atlantic 
Giant  Powder  Company,  and  composed  of 
nitroglycerin  36  p.c,  potassium  or  sodium 
nitrate  48  p.c,  sulphur  8  p.c,  resin,  powdered 
coal  or  charcoal  8  p.c.  Exploded  under  water, 
its  intensity  of  action  was  83  p.c.  of  that  of 
dynamite  No.  1.  A  more  modern  composition 
is  40  p.c.  nitroglycerin,  40  p.c.  sodium  nitrate, 
8  p.c.  kieselguhr,  and  6  p.c.  suljihur.  There  are 
six  or  more  other  brands  with  percentages  of 
nitroglycerin  varying  from  20  to  50. 

Vigorite  contains  30  p.c.  nitroglycerin,  60  p.c. 
sodium  nitrate,  5  p.c  charcoal,  and  5  p.c  sawdust. 

Vulcan  powder  was  used  in  some  of  the 
earlier  blasting  work  at  HeUgate,  New  York 
Harbour.  The  usual  trade  explosive,  of  the 
composition  nitroglycerin  30  p.c,  sodium 
nitrate  52-5  p.c,  charcoal  10-5  p.c,  sulphur 
7  p.c,  fired  under  water  gave  intensity  =78  p.c.  ; 
and  a  No.  2  sample  containing  35  p.c.  nitro- 
glycerin, gave  intensity  =  82  p.c.  compared  with 
the  usual  standard  (Abbot). 

Lithofracteur,  invented  by  Engels,  and  made 
by  Krcbs  &  Co.,  of  Cologne,  is  said  to  consist  of 


55  p.c.  nitroglycerin,  21  p.c.  kieselguhr,  and  24 
13. c.  of  charcoal  (bran  or  sawdust),  barium 
nitrate,  bicarbonate  of  soda,  peroxide  of  manga- 
nese, and  sulphur  ;  the  latter  ingredients  in  such 
proportion  as  to  give  the  highest  temperature 
and  greatest  quantity  of  gas.  Stated  to  be 
nearly  equal  in  intensity  to  kieselguhr  dynamite 
No.  1  (Bijckmann,  Die  exjjlosiven  StoflEe).  One 
sample  gave  on  analysis  52  p.c.  nitroglycerin, 
30  p.c.  kieselguhr,  12  p.c.  powdered  coal,  4  p.c 
sodium  nitrate,  and  2  p.c.  sulphur ;  another 
sample  contained  70  p.c.  nitroglycerin,  23  p.c. 
kieselguhr,  2  p.c.  powdered  coal,  and  5  p.c. 
barium  nitrate.  This  explosive  was  formerly 
on  the  list  of  '  authorised  '  explosives,  but  is 
not  now  used  in  this  country. 

.  Lignin  dynamites.  In  the  United  States, 
large  quantities  of  nitroglycerin  preparations 
are  used  in  rock- blasting,  consisting  of  nitro- 
glycerin absorbed  by  a  mixture  of  wood  pulp  (or 
of  sawdust  in  some  of  the  lower  grades)  and  a 
nitrate,  usually  sodium  nitrate.  For  the  com- 
plete combustion  of  wood  with  formation  of 
sodium  carbonate,  about  2-5  parts  by  weight  of 
sodium  nitrate  are  required  to  1  of  wood. 
General  Abbot,  in  1885,  says,  '  Development  in 
the  United  States  is  at  present  most  actively 
directed  to  the  dynamites  with  explosive  bases, 
economy  being  sought  in  making  use  of  the  least 
possible  percentage  of  nitroglycerin.' 

Atlas  powder  may  be  taken  as  a  type  of 
several  American  preparations.  It  consists 
essentiall}'  of  sodium  nitrate,  wood  pulp  (or 
sometimes  of  sawdust),  magnesium  carbonate, 
and  nitroglycerin.  A  series  of  grades  is  made, 
containing  75  p.c.  to  20  p.c.  nitroglycerin. 

Abbot  experimented  with  two  grades,  A  and 
B,  of  Atlas  powder  ;  they  were  composed  of  : 
Grade  A    Grade  B 
Sodium  nitrate     .        .       2  34 
Wood  fibre  ...      21  14 
Magnesium  carbonate  .       2  2 
Nitroglycerin       .        .75  50 
Fired  under  water,  the  intensity  of  grade  A  was 
just  that  of  an  equal  weight  of  kieselguhr  dyna- 
mite No.  1  (75  p.c.  nitroglycerin) ;   whilst  the 
intensity  of  Atlas  B  was  =  99  p.c.  of  the  same 
standard  (Abbot,  Addendum  II.  to  Report  on 
Submarine  Mines).    Grade  A  shows  no  economy 
in  nitroglycerin  over  kieselguhr  dynamite  of  the 
same  percentage,  probably  owing  to  the  too  low 
ratio  of  sodium  nitrate  to  wood  fibre.    Grade  B, 
in  which  the  ratio  of  nitrate  to  wood  is  that  of 
complete  combustion,  shows  a  great  economy  in 
nitroglycerin. 

Abel  found  (by  the  lead  cylinder  method)  the 
intensity  of  an  Atlas  powder  of  American  make 
to  be  106,  kieselguhr  dynamite  No.  1  being  =100. 

Hercules  powder  has  essentially  the  same 
composition  as  Atlas  i)owder.  Several  grades  of 
it  are  made  in  the  United  States,  containing 
from  75  p.c.  to  20  p.c.  nitroglycerin.  Some 
years  since,  two  grades  were  tried  by  Abbot,  and 
fired  under  water ;  their  composition  and 
intensity  of  action  were  : 

No.  1       No.  2 
Nitroglycerin      .        .     77  p.c.    42-0  p.c. 
Sodium  nitrate    .        .       ]    ,,  43'5 
Wood  pulp         .        .      2    „      ]]-0  .. 
Magnesium  cavhonate  .     20    ,,       3-5  ,, 
Intensity      .        .  „      83-0  .. 

(Kieselguhr  dynamite  No.  1  being  =100). 
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Similar  American  ligniii  dynamites  of  this 
class  are  the  various  Giant  powders,  -wiih.  quan- 
tities of  nitroglycerin.  \'arying  from  20-50  p.c. 
(exclusive  of  the  giant  powders  1  and  2  already 
mentioned) ;  Safety  nitro  powder,  containing 
69  p.c.  nitroglycerin,  18  p.c.  sodium  nitrate, 
and  13  p.c.  wood  pulp;  Hecla  2)0wdcr,  made  in 
seven  grades,  containing  75-20  p.c.  nitroglycerin  ; 
Miner's  friend,  and  others. 

Bhexite  is  manufactured  by  tlie  Borkenstein 
Co.  in  Styria.  One  sami^le  contained  64  p.c. 
nitroglycerin,  18  p.c.  sodium  nitrate,  11  jj.c. 
decayed  wood,  and  7  p.c.  wood  meal. 

Rerite  as  licensed  by  the  Home  Office,  the 
explosive  contains  64-68  p.c.  ammonium  nitrate, 
13-16  p.c.  sodium  nitrate,  6-5-8-5  nitroglycerm, 
6-5-8-5  trinitrotoluene,  3-5  p.c.  wood  meal,  and 
0-5-1 -5  p.c.  moisture,  used  in  a  stout  paper 
case  waterproofed  with  ceresin  and  wax. 

Some  forms  of  Carbonite  contam  sodium 
nitrate  instead  of  nitre.  Coal  carbonites  I.  and 
II.  contain  respectively  25  and  30  p.c.  nitro- 
glycerin, 30-5  and  24-5  p.c.  sodium  nitrate,  39-6 
and  40-5  p.c.  rye  flour  (containing  about  2-5  p.c. 
water),  and  5  and  5  p.c.  potassium  dicliromate. 
Carbonite  I. A  contains  sodium  chloride  instead 
of  potassium  dichromate. 

Phoenix  powlers  resemble  the  above  forms 
of  carbonite.  They  are  manufactured  in  various 
brands  : 


I. 

II. 

III 

Nitroglycerin 

30 

25 

25 

Sodium  nitrate 

30 

1 

35 

Barium    and  potassium 

nitrates 

34 

Rye  flour 

40 

40 

Wood  meal  . 

40 

100 

100 

100 

Sometimes  a  little  nitrocotton  is  added  to 
gelatinise  the  nitroglycerin. 

iii.  Dynamites  with  an  Ainmoiiiam  Nitrate 
Mixture  Base. 

Ammonia  dynamite  was  a  nitroglycerin  pre- 
paration proposed  and  patented  in  1872  by 
Ohlson  and  Norrbin,  which  consisted  of  nitro- 
glycerin 10  i).c.  to  20  p.c,  ammonium  nitrate 
80  ]3-c.,  charcoal  6  p.c.  The  material  is  deli- 
quescent, and  paraffin  was  added  to  the  mixture 
to  waterproof  it.  Berthelot  states  that  f)ractical 
tests  have  shown  ordinary  dynamite  of  00 
p.c.  nitroglycerin,  and  the  preparation  consist- 
ing of  75  p.c.  ammonium  nitrate,  3  p.c.  char- 
coal, 4  p.c.  j)araffin,  and  18  p.c.  nitroglycerin, 
to  be  apj)roximate]y  equal  in  intensity  of 
action. 

In  1873  the  British  Dynamite  Co.  (now 
Nobel's  Explosive  Co.)  submitted  two  samples 
of  ammonia  dynamite  to  the  special  War  Office 
Committee  on  Cuncotton,  &c.,  containing  re- 
spectively 18  and  13  p.c.  nitroglycerui,  75  and 
70  p.c.  ammonium  nitrate,  4  and  7  p.c.  paraffin, 
and  3  and  10  p.c.  charcoal  dust.  They  were 
unfavourably  rejjorted  on,  on  account  of  the 
possibility  of  exudation  of  nitroglycerin  on 
storage,  due  to  the  deliquescent  nature  of  the 
ammonium  nitrate.  As  permitted  for  manu- 
facture in  this  country,  Nobel's  amnionic 
powder  had  the  composition  : 


No  1  No.  2 

Ammonium  nitrate  .  82-86  ji.c.  78-82  p.c. 
Nitroglycerin    .        .      7-9     ,,  9-11  „ 

Wood' meal       .        .      6-8      ,.  8-10  ,, 

Moisture  .        .     0-5-2    „       0-5-2-5  „ 

A  recent  sample  of  Pulverulent  ammonium 
dynamite  contained  20  p.c.  nitroglycerin,  25  p.c. 
)  ammonium  nitrate,  36  p.c.  sodium  nitrate,  and 
19  p.c.  dry  rye  flour. 

Most  modern  dynamites  containing  am- 
monium nitrate  also  contain  nitrocotton,  which 
serves  to  protect  them  from  the  action  of 
moisture. 

iv.  Dynamite  with  a  Chlorate  Mixture  Base. 

Although  the  substitution  of  a  chlorate  for 
a  nitrate  mixture,  as  an  absorbent  for  nitro- 
glycerin, increases  the  power  of  the  resultant 
explosive,  it  adds  to  the  cost,  and  the  exjjlosives 
possess  the  dangerous  properties  inherent  in 
chlorate  mixtures.  They  are  not  used  in  this 
country. 

An  early  exami^le  of  this  class  of  dynamite 
was  proposed  by  Horsley,  in  1872,  in  which  a 
mixture  of  finely  ground  gall  nuts  and  potassium 
chlorate,  in  the  proportion  of  1  to  3,  was  im- 
pregnated with  20  p.c.  nitroglycerin. 

Some  modern  grades  of  the  American 
Hercules  powders  contain  j)otassium  chlorate 
and  sugar  instead  of  the  older  wood  pidp,  their 
composition  being  :    40-75  p.c.  nitroglycerin, 

1-  16  p.c.  sugar,  1-3-5  jj.c.  potassium  clilorate, 

2-  30  IXC.  potassium  nitrate,  and  10-20  p.c. 
magnesium  carbonate. 

V.  Dynamites  containing  a  Nitro  Derivative. 

Gastellanos  powder  was  an  early  dynamite 
of  this  class  which  contained  nitroglycerin, 
nitrobenzene,  fibrous  material,  and  kieselguhr. 
It  was  claimed  to  burn  easily  and  rapidly  without 
explosion,  and  to  be  less  liable  to  freeze  than 
ordinary  dynamite. 

Bexite,  akeady  mentioned,  contains  tri- 
nitrotoluene. 

vi.  Dynamites  containing  Nitric  Esters. 

The  nitric  ester  almost  invariably  used  is 
soluble  nitrocotton. 

Blasting  gelatin.  Owuig  to  the  tendency  of 
nitroglycerin  to  exude  from  the  dynamites  con- 
taining a  base  of  either  kieselguhr  or  an  explosive 
mixture,  Nobel  continually  experimented  in 
the  direction  of  thickenmg  the  nitroglycerin  by 
dissolving  some  substance  in  it ;  preferably  an 
explosive.  He  tried  guncotton  as  early  as  1867, 
but  it  was  not  until  accident  led  him,  in  1875,  to 
try  collodion  with  the  assistance  of  a  solvent, 
that  the  problem  was  solved.  He  found  that 
7-8  p.c.  of  collodion  cotton  could  be  dissolved 
in  nitroglycerin  to  form  a  plastic  jelly  which 
was  impervious  to  water  (Fr.  Pat.  106384,  1875). 
Subsequently,  Nobel  found  that  warm  nitro- 
glycerin would  itself  dissolve  the  collodion  cotton 
without  the  assistance  of  a  solvent.  The  re- 
sultmg  explosive  was  known  as  '  blasting  gelatin  ' 
or  '  nitrogelatin. '  It  has  been  mentioned  that 
nitroglycerin  contains  an  excess  of  3-52  p.c.  of 
oxygen  above  that  required  for  the  complete 
combustion  of  the  carbon  and  hydrogen  of  the 
nitroglycerin  ;  this  oxygen  is  utilised  in  effecting 
the  complete  combustion  of  the  nitrocotton, 
itself  deficient  in  oxygen.    The  compojiition  is 
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consequently  most  powerful,  and  it  is  also  proof 
against  the  action  of  water.  This  class  of 
dynamite  has  now  practically  displaced  the 
previous  types  of  dynamite  in  England  and 
most  continental  countries. 

Composition. — The  relative  proportions  of 
the  t«o  ingredients  vary  somewhat.  Blasting 
gelatin  was  first  experimented  with  on  the  large 
scale  in  Austria,  and  the  usual  proportion  there 
is  7  p.c.  nitrocottou  to  93  p.c.  nitroglycerin. 
The  same  proportions  are  used  in  Germany.  In 
England  and  Switzerland,  the  nitrocotton  varies 
between  5  and  10  p.c,  usually  about  7  p.c.  In 
Italy  8  parts  of  nitrocotton  aie  dissolved  in 
90  parts  of  nitroglycerin,  with  the  aid  of  methyl 
alcohol. 

The  nitrocotton  used  is  the  so-called  collodion 
cotton  or  soluble  nitrocellulose,  which  should 
be  as  dry  as  possible.  It  should  have  as  high 
a  nitrogen  content  as  is  compatible  with  com- 
plete solubihty  in  nitroglycerin.  The  nitro- 
cotton, for  this  purpose,  requires  very  special 
preparation,  and  even  now  the  conditions  are 
not  perfectly  understood  for  the  preparation  of 
a  nitrocotton  fulfilling  the  above  requirements, 
and  also  giving  a  perfectly  stiff  and  dry  blasting 
gelatin,  that  wiU  not  exude  nitroglycerin  when 
stored  ui  hot  climates.  A  nitrocotton  of  the 
correct  type  is,  however,  essential :  stiffening 
by  the  addition  of  more  nitrocotton  of  a  poor 
quality  is  of  no  value,  as  the  gelatin  resulting, 
though  hard  when  first  manufactured,  rapidly 
deteriorates,  and  exudes  nitroglycerin  on  storage, 
especially  in  hot  climates. 

Manufacture. — In  the  preparation  of  small 
quantities,  the  weighed  charge  of  nitroglycerin 
is  introduced  into  a  square,  jacketed  copper  or 
lead  trough,  heated  by  the  circulation  of  hot 
water.  When  the  nitroglycerin  is  hot,  the 
charge  of  collodion  cotton  is  gradually  added, 
the  mixture  being  stirred  with  a  Avooden 
paddle  from  time  to  time  for  2  hours  until  the 
gelatmisation  is  complete  and  the  jelly  in  the 
tanks  is  semi-transparent.  The  mass  is  then 
kneaded  by  hand  until  perfectly  uniform.  The 
temperature  of  the  nitroglycerin  is  usually  kept 
between  35°  and  40°  :  occasionally,  temperatures 
approaching  45°-50°  are  used,  but  the  operation 
becomes  very  dangerous  at  the  higher  tempera- 
ture, and  this  is  only  used  under  exceptional 
circumstances,  when  the  solution  of  the  nitro- 
cotton is  sluggish,  usually  due  to  the  nitrocotton 
being  damp. 

On  a  larger  scale,  the  kneading  is  done 
mechanically.  The  apparatus  in  use  at  Ai-deer 
at  the  time  is  described  by  McRoberts  in  a 
paper  read  before  the  Society  of  Chemical 
Industry  in  May,  1890  (J.  Soc.  Chem.  Ind.  1890, 
267),  but  most  factories  now  use  the  '  nitro- 
universal  incorporator '  kneading  machines  of 
W  erner,  Pfleiderer,  and  Perkins,  such  as  are  used 
in  the  manufacture  of  smokeless  powders  (q.v.). 

The  use  of  a  solvent  such  as  methyl  alcohol 
does  away  with  the  necessity  for  heat  in  the 
process,  and  also  renders  the  explosive  less 
sensitive  and  less  liable  to  freeze,  but  the 
explosive  power  of  the  product  is  also  lowered 
and  the  addition  is  not  usual. 

The  gelatin  paste  is  finally  worl<cd  into 
cartridges  by  some  form  of  Archimedian-screw 
machine,  the  mass  being  too  stiff  for  the  presses 
used  for  ordinary  dynamite,  such  as  that  de- 


scribed by  McRoberts  {I.e.),  the  resulting  rod  of 
gelatin  being  cut  across  by  bronze  knives  into 
cylinders  of  the  requisite  length,  3-4  inches,  and 
OTapped  in  parchment-  or  paraffined  paper. 

Properties. — Blasting  gelatin  is  a  translucent, 
elastic  semi-solid  of  light-yeUow  colour  and  of 
sp.gr.  1-55  to  1-69.  It  does  not  deteriorate  by 
submergence  in  water,  water  not  separating  the 
nitroglycerin — an  advantage  over  kieselguhr 
dynamite  No.  1.  It  freezes  at  low  temperatures  ; 
but  whUe  some  cartridges  freeze  readily  at  about 
2°  to  4°,  others  are  sometimes  found  which  are 
not  frozen  by  24  hours'  exposure  to  the  tempera- 
ture of  a  mixture  of  ice  and  salt.  If  well  made, 
blasting  gelatin  exudes  no  nitroglycerin  even 
after  repeated  freezing  and  thawing.  In  the 
frozen  state,  blasting  gelatin  is  more  sensi- 
tive to  shock ;  a  rifle  bullet  can  be  fired 
through  any  number  of  unfrozen  cartridges 
without  exploding  them,  but  similarly  fired 
through  frozen  cartridges  never  fails  to  cause 
their  explosion.  In  the  frozen  state  it  is  even 
more  sensitive  than  ordinary  dynamite.  The 
transmission  of  detonation  through  unfrozen 
blasting  gelatin  is  much  slower  than  through 
either  nitroglycerin  or  dynamite,  but  the  frozen 
gelatin  cartridges  appear  to  detonate  as  quickly 
as  those  of  dynamite.  Blasting  gelatin  cannot 
be  exploded  in  trains  in  the  open  like  dynamite, 
but  it  explodes  readily  when  confined  in  bore- 
holes, and  its  comparatively  slow  detonation 
makes  it  especially  useful  in  blasting  soft  rock. 
Between  steel  and  steel,  blasting  gelatin  explodes 
under  a  blow  of  25-3  foot-lbs.  Soft  blasting 
gelatin  has  been  exploded  between  brass  plates 
by  a  56-lb.  weight  falling  12  feet,  the  height 
required  when  the  blasting  gelatin  was  frozen 
being  only  1  foot.  From  experiments  made  at 
Ardeer,  it  was  found  that  while  kieselguhr 
dynamite  No.  1  could  be  unfailingly  exploded 
by  a  detonator  containing  0-05  gram  of  cap 
mixture  (70  p.c.  mercury  fulminate  and  30 
p.c.  potassium  chlorate),  the  least  quantity  re- 
quired to  detonate  the  best  blasting  gelatin  is 
0'2  gram  ;  and  if  the  latter  is  tough,  with  an 
extra  ^Jroportion  of  nitrocotton  [e.g.  with  9  p.c. 
or  10  p.c),  it  fails  to  detonate  completely  even 
with  a  0-8  gram  charge  of  cap  composition.  It 
is  necessary,  therefore,  in  order  to  get  unfailing 
detonations  with  tough  blasting  gelatin,  to  use 
in  actual  minmg  a  detonator  with  at  least 
1  gram  of  cap  composition,  or  to  use  a  dynamite 
primer.  In  small  quantities,  blastmg  gelatin 
bums  a\\ay  in  the  open  wthout  explosion. 
When  gradually  heated  uji,  it  explodes  at  about 
204°  ;  on  rapid  heating,  it  explodes  at  240°. 
Blasting  gelatin  containing  camphor  cannot  be 
exploded  by  gradual  heating,  but  burns  quickly 
away  (Hess). 

The  addition  of  camphor  (about  4  \).c.)  to 
blasting  gelatm  deadens  the  sensitiveness  of  the 
latter  to  shock  to  a  very  remarkable  extent. 
Rifle  shots  wiU  not  explode  soft  blasting  gelatin 
containing  4  p.c.  camphor  at  a  di.stance  of  150 
paces.  Berthelot  attributes  this  effect  to  a 
certain  amount  of  elasticity  and  solidity  caused 
in  the  gelatin  bj'  the  added  camphor,  on  account 
of  which  the  energy  of  the  shock  of  the  detonator, 
and  the  heat  into  which  some  of  it  is  converted, 
arc  imparted  to  a  much  greater  mass  of  sub- 
stance than  when  no  camphor  is  present,— a 
condition  unfavourable  to  a  sudden  and  local 
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rise  of  temperature.  Before  the  introduction  of 
'  ecrasite,'  blasting  gelatin  containing  4  p.c.  of 
camphor  was  used  in  Austria  for  military 
purposes  as  a  high  explosive.  In  Italy,  5  parts 
of  camphor  were  added  to  100  parts  of  nitro- 
gelatin  containing  8  p.c.  of  nitrocotton.  These 
mixtures  were  so  insensitive  to  shock  that  a 
special  primer  had  to  be  used — in  Austria,  a 
mixture  of  nitroglycerin  and  nitrohydrocellulose ; 
in  Italy,  guncotton. 

Abel  found  (by  the  work  done  in  exjjanding 
the  bore  of  a  lead  cylinder)  the  intensity  of 
action  of  Nobel's  blasting  gelatin  to  be  about 
160  when  a  sufficiently  strong  detonator  was 
used,  Ideselguhr  dynamite  No.  1,  exploded  by  ' 
the  same  detonator,  being  equal  to  100.  Abbot 
found  the  intensity  of  the  same  kind  of  blasting  , 
gelatin,  detonated  under  water  and  referred  to  i 
the  same  standard,  to  be  142.    Hence  it  is  not 
surjirising  that,  although  higher  in  price,  blast- 
ing gelatin  has  to  a  large  extent  replaced  kiesel- 
guhr  dynamite.  [ 

According  to  Berthelot,  the  equation  for  the 
combustion  of  blasting  gelatin  containing 
91-6  p.c.  nitroglycerin  and  8-4  p.c.  nitrocellulose, 
the  proportion  for  complete  combustion  is  : 

51C3H,(N03)3+C,,H3,0„(N03),  | 
=  177C02  +  143H20  +  81N.2. 

The  heat  liberated  by  the  equivalent  weight, 
12,360  grams,  being  19,381  cals.,  or  1535  cals. 
per  kilo. 

TestirKj  :    Heat  test. — 50  grains  of  blasting  ' 
gelatin  intimately  mixed  with  100  grains  of  i 
French  chalk  must  withstand  the  Abel  heat  test 
at  160°  for  at  least  10  minutes. 

Liquefaction  test. — A  c^ylinder,  of  equal 
height  and  diameter,  exposed  to  a  temix-rature 
of  85°  to  90°r.  for  144  consecutive  hours,  must 
not  diminish  in  height  more  than  one-fourth  of 
its  original  lieight,  nor  lose  the  sharpness  of 
its  edges. 

Exudation  test. — On  subjecting,  three  times 
in  succession,  to  alternate  freezing  and  thawing, 
and  in  the  liquefaction  test,  no  substance  of  a 
less  consistency'  than  tlie  bulk  must  separate 
out. 

Although  suitable  for  military  purposes, 
blasting  gelatin  is  too  violent  in  its  effects  for 
most  mining  operations,  and  various  modifica- 
tions were  soon  made  to  reduce  its  po\\  er.  The 
usual  way  of  doing  this  is  to  make  a  thinner 
gelatin  and  knead  it  into  an  absorbing  powder. 
The  earlier  absorbents  were  usually  a  mixture  of 
wood  pulp  or  rye  If  our  and  either  potassium  or 
sodium  nitrate.  Many  recent  continental  dyna- 
mites of  this  class  contain  ammonium  nitrate, 
the  explosives  being  then  more  powerful.  The 
manufacture  of  these  dynamites  is  essentiallj' 
the  same  as  that  of  blasting  gelatin. 

Gelatin  dynamite,  made  by  Nobel's  Explo- 
sives Company,  consists  of  thin  blastmg  gelatin 
mixed  with  wood'  meal  and  potassium  nitrate. 
Its  composition  is  :  gelatinised  nitroglycerin,  65 
p.c. ;  potassium  nitrate,  26-25  p.c.  ;  8-4  p.c.  wood 
meal ;  0-3.5  p.c.  soda.  1'he  gelatinised  nitro- 
glycerin consists  of  97-5  p.c.  nitroglycerin  and 
2-.5  p.c.  soluble  nitrocellulose.  As  usual.  Ihc 
proportions  of  the  constituents  vary  in  different 
samples  :  another  gelatin  dynamite  containing 
nearly  SO  p.c.  gelatinised  nitroglycerin,  (jf  about 
blasting  gelatin  composition,  16  p.c.  nitre  and 


4  p.c.  wood  pulp.  As  made  at  Ardeer,  the 
finished  exi^losive  is  of  pale  buff  colour  and  is 
very  elastic.  Abel,  by  the  Icad-eyliuder  method, 
found  its  intensity  of  action,  when  suitably  deto- 
nated, to  be  127  and  123  (mean  125),  ordinary 
kieselguhr  dynamite  being  100. 

Gelignite  is  a  Aveaker  modification  of  gelatin 
dynamite,  its  composition  being  ()0-61  p.c. 
nitroglj'cerin,  4-5  x).c.  nitrocotton,  7-9  p.c. 
wood  pulj),  and  about  27  p.c.  potassium  nitrate. 
An  estimation  by  Abel  of  its  intensitj'  of  action, 
suitably  detonated  in  a  lead  cylinder,  malces  it 
100,  i.e.  the  same  as  the  Ardeer  kieselguhr 
dynamite  No.  1. 

Avimonia  yelatin  A  contains  30  p.c.  nitro- 
glycerin, 3  p.c.  nitrocotton,  and  67  p.c.  am- 
monium nitrate. 

Ammonia  gelignite  contains  29-3  p.c.  nitro- 
glycerin, 0-7  13.C.  nitrocotton,  and  70  p.c.  am- 
monium nitrate. 

Grisoutine  Favier,  a  French  safety  exi^losive, 
contains  29-1  p.c.  nitroglj'cerin,  0-9  p.c.  collodion 
cotton,  69-5  p.c.  ammonium  nitrate,  and  0-5  p.c. 
sodium  carbonate. 

Antigrison  contains  27  p.c.  nitroglycerin, 
1  p.c.  nitrocotton,  and  72  p.c.  ammonium 
nitrate. 

Forcile.  Although  the  early  American  f(jr- 
cites  contained  unnitrated  cellulose,  more 
recent  samples,  such  as  the  Belgian,  contain 
nitrocellulose,  and  are  simjily  gelatin  dynamites, 
containing  from  40  to  65  p.c.  of  gelatinised  nitro- 
glycerin, 4-8  p.c.  nitrocotton  mixed  with  wood 
meal,  rj^e  flour  or  tar,  and  usually  sodium 
nitrate,  but  in  some  cases  ammonium  nitrate  ; 
1  p.c.  magnesia  and  sulphur  are  also  usually 
present.  Forcite  antigrisouteiise  contains  29-4 
p.c.  nitroglycerin,  0-G  p.c.  nitrocotton,  and 
70  p.c.  ammonium  nitrate. 

Carhogclatin  contains  38-5  p.c.  of  nitro- 
gelatin,  49-5  p.c.  nitre,  10-5  p.c.  wood  meal  and 
charcoal,  and  1-5  "p.o.  of  magnesium  carbonate. 

Coronite  contains  38-40  p.c.  nitroglycerin, 
1-1-5  p.c.  nitrocotton,  26-28  p.c.  ammonium 
nitrate,  3-5  p.c.  potassium  nitrate,  11-14  p.c. 
aluminium  stearate,  8-11  p.c.  rye  flour,  2— t  p.c. 
wood  meal,  2-4  p.c.  liquid  paraffin,  and  0-2-5  p.c. 
moisture. 

Gesilit  is  a  modern  German  safety  expkisive. 
No.  1  contains  30-75  p.c.  nitroglycerin  jelly, 
5-25  p.c.  dinitrotoluene,  7  p.c.  sodium  chloride, 
18  p.c.  sodium  nitrate,  39  p.c.  dextrin.  No.  2 
contains  30-75  p.c.  nitroglycerin  jelly,  5-25  p.c. 
dinitrotoluene,  22  p.c.  ammonium  nitrate, 
21  p.c.  sodium  chloride,  and  21  p.c.  dextrin. 

Fordit  a  similar  explosive,  contains  24  p.c. 
nitroglycerin,  1  p.c.  nitrocotton,  34  p.c.  nitro- 
toluene,  2  p.c.  flour,  2  p.c.  dextrin,  5  p.c. 
glycerin,  and  32  p.c.  ammonium  nitrate;  to 
this  mixture  is  added  30  p.c.  potassium 
chloride. 

Ccltite  is  a  gelatin  dynamite,  with  the  addi- 
tion of  ammonium  oxalate,  having  the  comi^osi- 
tion  56-59  p.c.  nitroglj'cerin,  2-3-5  p.c.  nitro 
cotton,  17-21  jt.c.  potassium  nitrate,  8-9  p.c. 
wood  meal,  lJ-13  X).c.  ammonium  oxalate,  and 
0-5-1-5  p.c.  )noisture. 

Geloxite  is  a  similar  expli]siv(^  wliich  enut.iins 
54-64  p.c.  niti'oglyeerin,  4-5  p.c.  nitroeotlnri. 
13-22  p.c.  potassium  nitrate,  4-7  p.c.  wood  meal, 
containing  not  more  than  15  p.e.  and  not  less 
than  5  p.c.   moisture,   12-15  p.c.  ammonium 
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oxalate,  and  1  p.c.  red  ochre.  Ochre  is  some- 
times added  to  dynamites  to  make  them  re- 
semble ordinary  dynamites  in  appearance. 

Stowite  contains  58-61  p.c.  nitroglycerin, 
4-5-5  p.c.  nitrocotton,  18-20  p.c.  potassium 
nitrate,  6-7  p.c.  wood  meal  specified  as  in 
geloxite,  and  11-15  p.c.  ammonium  oxalate. 
A  non-waterproofed  wapper  of  parchment  is 
used,  and  a  No.  6  detonator. 

The  permitted  composition  for  Phcenix 
powder  is  28-31  p.c.  nitroglycerin,  0-1  p.c. 
nitrocotton,  30-34  p.c.  potassium  nitrate,  33-37 
p.c.  wood  meal,  and  2'6  p.c.  moistvire. 

Safety  dynamite  contains  24  p.c.  nitro- 
glycerin, 1  p.c.  nitrocotton,  and  75  p.c.  am- 
monium nitrate. 

The  wood  p'J.lp,  so  frequently  used  as  an 
ingredient  in  these  dynamites,  is  made  from 
logs  usually  of  pine  wood,  but  occasionally 
from  other  woods.  The  logs  are  freed  from 
bark  and  sawn  into  boards  ;  the  boards,  free 
from  knots,  broken  by  a  machine  into  small 
jjieces  and  then  crushed  between  rollers.  Where 
available  in  sufficient  quantity,  shavings  are 
used.  The  powder  is  boiled  under  pressure  with 
a  solution  of  sodium  bisrdphite  for  10  to  12 
hours.  The  pulp  is  then  washed  and  dried. 
The  pulp  must  not  be  exposed  to  acid  vapours 
or  overheated  in  drying,  and  should  all  pass 
through  a  sieve  of  50  meshes  to  the  inch. 

The  use  of  non-fermentable  starch  was  pro- 
posed by  Kynoch  (Eng.  Pat.  22966,  1901)  as  a 
substitute  for  wood  meal,  in  order  to  reduce  the 
bulk  of  the  explosive. 

Cozoanut  fibre  has  been  suggested  by  Gon- 
salves  (Eng.  Pat.  4968,  1905)  as  an  absorbent 
for  this  class  of  dynamite,  and  it  is  claimed  that 
it  prevents  the  freezing  of  the  nitroglycerin. 

Guncotton  dynamite.  In  1867  mixtures  of 
nitroglycerin  with  pulped  guncotton,  which, 
unlike  collodion  cotton,  does  not  dissolve  in  and 
gelatinise  nitroglycerin,  were  proposed  by  Abel 
and  Trauzl.  Abel's  mixture  was  called  gly- 
oxiline,  and  was  prepared  by  soaking  guncotton, 
with  or  without  nitre,  in  nitroglycerin. 

TrauzVs  dynamite  consisted  of  75  p.c.  nitro- 
glycerin, 25  p.c.  guncotton,  and  2  pts.  charcoal  1 
to  every  100  of  mixture.  In  1868  Schultze  pro- 
posed a  mixture  of  nitrated  wood  cellulose 
soaked  in  nitroglycerin  under  the  name  of 
'  dualine.' 

These  explosives,  like  most  other  dynamites, 
have  been  superseded  by  the  gelatin  dynamite 
class. 

Freezing  of  dymimites. — The  comparatively 
high  freezing-point  of  nitroglycerin,  and  the 
difficulty  in  thawing,  is  a  great  objection  to  the 
use  of  nitroglycerin  explosives.  Numerous 
attempts  have  been  made  to  overcome  the 
difficulty  by  lowering  the  freezing-point,  by 
suitable  additions,  but  with  very  limited 
success.  The  addition  of  nitrohycbocarbons 
such  as  nitrobenzene  was  tried  by  Nobel  and 
Guttmann,  but  they  found  that  so  large  a  quan- 
tity was  required  to  produce  any  sensible  re- 
duction of  the  freezing-point,  that  the  power  and 
sensitiveness  of  the  explosive  were  seriously 
reduced.  The  addition  of  nitrobenzene  had  1 
been  previously  jiatenled  in  Sweden  ))y  Rudberg 
in  1866,  and  von  Dahmcn  in  Austria  patented  a 
process  for  nitrating  glycerine  mixed  with  a  small 
percentage  of  nitrobenzene.    Dinitrotoluene  was 


found  more  efficient,  and  its  use  was  patented 
by  the  Societe  des  Poudres,  &c.  Dynamites, 
of  Arendonck  m  1903  (Eng.  Pat.  14827,  1903) 
and  a  mixture  of  solid  di-  and  trinitrotoluene 
was  suggested  by  Johnson  (Eng.  Pat.  25797, 
1904). 

Wohl,  in  1890,  had  suggested  the  use  of 
mono-  and  dinitroglycerin  for  reducing  the 
freezing-point  of  nitroglycerin,  and  in  1904 
Mikolajczak  patented  the  use  of  dinitroglycerin 
(Eng.  Pat.  8041,  1904);  but  mono-  and  di- 
nitroglycerin are  hygroscopic,  soluble  in  water, 
and  expensive,  and  moreover  Will  has  shown 
that  their  addition  is  not  very  effective. 

The  Westfalisch-Anhaltische  SprengstofE- 
Gesellschaft,  in  1906,  patented  the  use  of  nitro- 
chlorhydrins  and  subsequently  the  nitropoly- 
glycerins  (Eng.  Pat.  4057  and  6314,  1906). 
Vender  proposed  dinitroacetin  and  dinitro- 
formin  (Eng.  Pat.  9791,  1906)  and  Escales  (Eng. 
Pat.  2117,  1907)  used  a  nitrated  complex 
mixture  of  mono-  and  di-chlorhydrm,  di-  and 
tri-glycerin  and  the  chlorhydrins  of  these  bodies. 

The  subject  of  the  lowering  of  the  freezing- 
point  of  nitroglycerin  has  been  investigated  by 
Nauckhoii  (Zeitsch.  angew.  Chem.  1905,  11,  53). 
He  showed  that  the  freezing-point  of  a  nitro- 
glycerin explosive  can  be  calculated  from  its 
composition,  by  means  of  Raoult's  formula, 
and  that  the  value  of  a  substance  for  depressing 
the  freezing-point  of  nitroglycerin  depended  on 
its  molecular  weight  and  not  on  its  own  freezing- 
point.  He  pointed  out,  further,  that  the  re- 
sistance to  freezing  depended,  not  only  on  the 
true  freezing-point  of  the  mixture,  but  also  on 
its  property  of  undergoing  cooling  below  its 
freezing-point  without  solidifying,  and  found 
that  the  property  was  best  shown  in  more 
plastic  explosives. 

NiTEOCELLXJLOSES. 

Braconnot,  in  1832,  observed  that  starch, 
woody  fibre,  and  other  similar  substances,  are 
converted  by  the  action  of  strong  nitric  acid 
into  a  combustible  jjroduct,  which  he  called 
xylo'idine.  Pelouze,  in  1838,  found  that  starch 
I  treated  with  strong  nitric  acid  increased  in 
weight ;  and  that  paper,  cotton,  and  linen,  im- 
mersed in  nitric  acid  of  1-5  sp.gr.,  become  easily 
combustible.  Schonbein,  towards  the  end  of 
1845,  announced  the  discovery  of  a  new  explo- 
sive substance,  which  he  subsequently  stated 
to  have  been  obtained  by  treating  cotton  with 
a  mixture  of  nitric  and  sulphuric  acids.  Bottger, 
in  August  1846,  found  out  the  method  of 
making  guncotton,  which  Schijnbein  was  keep- 
ing secret.  The  two  chemists  jointly  submitted 
then-  discovery  to  the  Germanic  Confederation, 
but  reserved  the  publication  of  their  method  of 
preparing  guncotton.  Several  chemists  having 
in  1847  independently  discovered  the  method 
of  prex^aring  guncotton  by  means  of  a  mixture 
of  nitric  and  sulphuric  acids,  Schonbein  and 
Bottger  then  stated  this  to  be  their  process. 
The  manufacture  of  guncotton  was  undertaken 
in  England,  France,  and  Russia  ;  but  the  earlier 
attempts  at  manufacture  were  not  satisfactory, 
I  the  importance  of  purifying  the  cotton  from 
'  fatty  matter,  and  of  washing  the  guncotton 
thoroughly  free  from  acid,  not  having  at  first 
been  sufficiently  felt  to  be  essential  to  obtauung 
a  safe  and  stable  guncotton. 
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Voa  Lenk,  in  Austria,  between  1849  and  1852, 
made  great  improvements  in  the  manufacture  of 
guncotton  ;  and  in  1853  a  factory  was  erected 
under  his  direction  at  Hirtenberg,  near  Vienna, 
in  ^vhich  (and  at  Reny  in  Vienna)  the  manufac- 
ture was  contitiued  untU  1865,  when  the  manu- 
facture and  use  of  guncotton  were  ofiicially  put 
a  stop  to  in  consequence  of  the  explosion  of  two 
magazines.  Von  Lenk  used  the  cotton  in  the 
form  of  yarn  ;  his  principal  improvements  were 
the  purification  of  tlie  cotton  from  oily  and 
other  matters  by  boUing  with  caustic  alkali,  the 
nitration  of  the  cotton  in  separate  small  charges, 
the  dividing  the  operation  of  nitration  into  two 
stages  :  a  short  immersion  (of  some  minutes)  of 
the  cotton  in  the  mixed  acids,  the  removal  of 
the  cotton  with  a  sufficiency  of  absorbed  acids, 
and  allowing  a  long  time  (24  to  48  hours)  for 
the  completion  of  the  nitration,  also  the  careful 
washing  of  the  guncotton  to  remove  free  acid. 
To  remove  acid,  the  guncotton  after  its  nitra- 
tion was  whirled  in  a  centrifugal  machine, 
washed  in  copper  drums  with  a  large  quantity 
of  water,  then  placed  in  boxes  in  running  water 
for  three  to  six  weeks,  after  which  it  was  treated 
with  a  hot  weak  solution  of  potash,  and  again 
water- washed. 

Von  Lenk's  guncotton  was  used  in  the  form 
of  yarn. 

Abel,  adopting  Von  Lenk's  method  of 
nitrating  the  cotton,  made  very  imijortant  im- 
provements in  the  jsrocesses  of  manufacture. 
He  introduced  the  use  of  cleaned  cotton  waste, 
and  by  converting  the  guncotton  into  pulp  so 
facilitated  the  washing  that  it  could  be  effected  in 
two  or  three  days  instead  of  in  six  or  more 
weeks  as  in  Von  Lenk's  process.  Further,  by 
compressing  the  finished  pulp  by  hydraulic 
pressure,  he  rendered  it  possible  to  detonate  it 
in  an  unconfined  state.  The  pulping  and  com- 
pressing of  the  guncotton  were  introduced  in 
1865. 

ComjJosition. — Guncotton,  when  the  process 
of  manufacture  has  been  well  conducted,  and 
M'hen  the  strongest  acids  have  been  used,  has  the 
composition  of  trinitrocellulosc  CgH,02(N03)3, 
when  cellulose  is  CjHjdOj. 

This  composition  was  deduced  by  Abel  from 
the  results  of  a  large  number  of  analyses  (in 
which  C,  H,  and  N  were  determined)  of  gun- 
cotton  of  Waltham  Abbey  make.  The  mean 
numbers  given  by  these  analyses  of  the  dry 
guncotton,  ash  deducted,  are  given  below,  and 
are  compared  with  the  percentages  calculated 
for  trinitrocellulosc  : 


Mean  ot  aualvses 
.  24-57 
2-46 
.  13-83 
.  59-14 


fVH,02(NO3)3 
24-24 
2-36 
14-14 
59-26 


Carbon 
Hydrogen 
Nitrogen 
Oxygen 

The  percentage  of  carbon  is  slightly  raised,  and 
that  of  nitrogen  slightly  depressed,  by  the  pre- 
sence in  the  guncotton  of  a  few  per  cents  of  less 
highly  nitrated  cellulose  than  the  trinitro  de- 
rivative, and  soluble  in  ether  alcohol  (Abel,  Phil. 
Trans.  1866,  156,  269-308).  ' 

The  formation  of  trinitroceUulose  from  cellu- 
lose is  represented  by  the  equation  : 

C.H,„0,+3HN03=C«H,0,(N03)3-|-3H,O, 
from  which  100  parts  by  weight  of  cotton  shoukl 
give  183-3  parts  by  weight  of  trinitrocotton. 


Abel  (I.e.),  as  the  result  of  a  large  number 
of  experiments,  found  a  maximum  increase  of 
82-6  p.c.,  which  is  a  close  approach  to  the 
theoretical  83-3  p.c,  and  confirms  Hadow's 
previously  observed  increase  of  81-3  ]}.c. 

Soluble  nitrocellulose. — Abel  found  that  the 
part  of  guncotton  soluble  in  a  mixture  of  alcohol 
and  ether  is  a  less  highly  nitrated  compound 
than  his  trinitroceUulose  ;  it  approaches  in 
composition  dinitroceUulose  (Proc.  Roy.  Soc. 
1866).  In  a  further  series  of  experiments,  in 
1868,  Abel  examined  the  influence  on  the 
nitration  of  the  cotton  of  an  addition  of  water 
to  the  acids.  Usmg  mixtures  of  60  lbs.  nitric 
acid,  sp.gr.  1-42  and  GS-^  lbs.  sulj)huric  acid, 
sp.gr.  1-835,  \vithout  addition  of  water,  and  also 
with  the  addition  of  3  lbs.  of  water,  he  obtained 
nitrocottons,  which,  after  reprecipitation  from 
solution  in  ether- alcohol,  had  percentages 
of  carbon  28-56  and  28-13  respectivelj^ : 
the  calculated  percentage  in  dinitroceUulose 
C6H,03(N03),  being  28-57. 

For  a  long  time,  nitroceUuloses  were  divided 
into  two  kinds  only — trinitroceUulose,  guncotton, 
or  insoluble  nitrocellulose,  and  dinitroceUulose, 
collodion  cotton,  or  soluble  nitrocellulose  ;  but  it 
was  clearly  shown  in  the  cordite  ease,  Nobel  v. 
Anderson,  1894,  that  there  are  certainly  more 
than  two  coUulose  nitrates,  and,  further,  that 
the  solubility  of  the  nitroceUulose  is  not  in- 
variably related  to  the  degree  of  nitration,  but 
that  soluble  nitrocellulose  can  be  prepared  con- 
taining almost  as  much  nitrogen  as  guncotton. 

Roscoe  prepared,  for  example,  a  soluble 
nitroceUulose  containing  12-73  ii.c.  of  nitrogen, 
and  an  insoluble  nitrocellulose  with  12-83  jt.c. 
of  nitrocellulose. 

Eder,  as  he  was  able  to  prejjare  nitrocottons 
in  which  the  percentage  of  nitrogen  is  between 
those  corresponding  to  the  above  tri-  and  di- 
nitroceUulose, doubled  Abel's  formuke,  and 
claimed  to  have  prepared  the  foUowing  five 
varieties  of  nitrocellulose  : — 

P.O.  of 

C,2H,j04(N03)s  nitrogen 
Hexa-nitroceUiUose,  eontaiiiiug  14-14 

Penta-         „  „  12-75 

C,,H^,0,(N03)4 

Tetra-  „  „  11-11 

C,,Hi,0,(N03)3 

Tri-  „  „  915 

Ci.,Hi30,(N03), 

Di-  ,.  ..  6-76 

His  hexanitroceUulose  uuly  ^^■as  insoluble  in 
ether-alcohol,  and  is  ordinary  guncotton. 

VieiUe  (Compt.  rend.  1882,  132)  prepared 
nitrocottons  under  the  most  varying  conditions, 
and  stated  that  the  nitration  of  cellulose,  which 
he  assumed  to  be  Co,iH4(|0o„,  took  ^jlace  in  eight 
stages,  the  ])roducts  being  : 

C,,H,,0„(N03),,  _  nitroge"! 

Endeea-nitrocelhilose,  coataininn'  13-.50 

C,4H3,0,„(N03),„ 

Deca-  „  „  12-78 

C,,H3,Oi,(N03)„ 

Ennea-  ,.  „        1 J -98 

Octo-  ..  .,        I  I -I.'! 

('2,IL,30,:,(N03); 

Hepta-  „  „  10-19 
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P.c.  of 

C24H340i4(N03)s  nitrogen 
Hexa-nitrooellulose,    contaiiiiag  9-17 

Penta-  „  „  8-04 

024H36O,„(NO3), 

Tetra-  „  „  6-77 

Of  these,  the  cndeca-  and  deca-uitrocelluloses 
were  insoluble  in  ether-alcohol. 

Bcrthelot,  foUowing  VieUle,  regards  gun- 
cotton  as  CiiHagCNO.juOjo  (niol.  wt.  1143). 

He  finds  the  heat  evolved  by  the  nitration 
of  cotton  in  accordance  with  the  equation : 
C24H4„0,„  +  llHN03=C2,H,gO,(N03V  +  llH20 

to  be  11  X  ll-4=125-4  kgm. -degrees  per 
1-143  kgm.  of  guncotton  formed.  The  heat 
of  formation  of  endecanitrocellulose  from  its 
elements  (diamond  carbon,  gaseous  hydrogen, 
oxygen,  and  nitrogen),  Berthelot  finds  to  be  +624 
kgm. -degrees  per  1-143  kgm.,  or  +546  kgm.- 
degrees  per  1  kgm. 

These  formulae  of  Vieille  were  soon  con- 
tested. Guttmann  claimed  to  have  made  gun- 
cotton  on  the  large  scale  containing  13-65  p.c. 
nitrogen  ;  Hoitsema  (Zeitsch.  angew.  Chem. 
1808,  173)  obtained  a  product  containing 
13-9  p.c.  nitrogen;  and  Lunge  (J.  Amer.  Chem. 
Soc.  1901,  527),  with  an  acid  mixture  containing 
63-35  p.c.  H2SO4,  25-31  p.c.  HNO3.  and  11-34 
p.c.  ^vater,  prepared  nitrocellulose  \vith  13-92  p.c. 
nitrogen,  corresponding  very  closely  to 

dodecanitrocellulose,  containing  14-16  p.c. 
nitrogen  ;  but  this  substance,  like  that  with  a 
similar  nitrogen  content,  obtained  by  nitrating 
cotton  with  a  mixture  of  equal  parts  of  nitrogen 
pentoxide  and  phosphorus  pentoxide  {cp.  Hoit- 
sema, I.e.),  was  not  stable,  and  on  keeping,  the 
nitrogen  content  fell  to  13-5  p.c,  at  which  point 
it  remained  constant.  In  a  further  series  of 
experiments.  Lunge  found  that  when  all  water 
was  eliminated  by  adding  fuming  sulphuric  acid, 
the  p.c.  of  nitrogen  was  not  altered,  even  when 
such  varying  ratios  of  HjSOj  to  HNO3  as  3-3 : 1 
to  2  :  I  were  used. 

Lunge  found  that  with  nitrocellulose  of  less 
than  10  p.c.  nitrogen,  the  solubility  rapidly 
decreased  and  confirmed  Vieille's  results  that 
below  C24H3,0i4(N03)s  the  products  are  in- 
soluble. He  also  found  that  with  dilute  acids, 
the  products  contained  oxycellulose,  the  pi-o- 
portion  of  the  latter  gradually  increasing  until 
eventually  it  was  the  only  product.  Sapo- 
schnikoff  (Zeitsch.  ges.  Schiess-  u.  Spreng- 
stofiwesen,  1906,  453)  shows  a  close  relationship 
between  the  vapour  pressure  of  the  nitric  acid 
in  the  mixed  acids  and  the  nitrogen  content  of 
the  products. 

Berl  and   ELlaye  (Zeitsch.  ges.  Schiess-  u. 
Sprengstoffwesen,   1907,  403)  show  that  the 
process  of  nitration  of  cellulose  is  a  reversible 
reaction,  represented  by  the  equation  : 
C24H40O20+WHNO3 

->C24H4o_„02o--„(N03l„  +  »H20 

and  tliat  after  a  certain  maximum  substitution 
is  obtained,  about  13-5  i).c.  nitrogen,  the  sul- 
phuric acid  of  the  nitrating  mixture  acts  as  a 
liydrolysing  agent. 

Berl  and  Smith  (Ber.  1907,  1903)  prepared 
esters  of  cellulose  in  order  to  show  the  number 


of  free  hydroxyl-  groups  in  the  cellulose  molecule. 
They  found  it  impossible  to  introduce  more  than 
twelve  substituted  groups  into  the  cellulose 
molecule  of  CiJ^iu^io'  which  agrees  wth  the 
results  of  Ost  (Zeitsch.  angew.  Chem.  1906,  992), 
and  Green  and  Perkin  (Chem.  Soc.  Trans.  1906, 
811),  but  did  not  succeed  in  obtaining  a  nitro- 
cellulose with  a  higher  nitrogen  content  than 
13-50  p.c. 

Any  preparation  of  nitrocellulose  is  a  mix- 
ture of  definite  nitrates,  the  nature  of  which 
depends  on  the  nature  of  the  nitrating  mixture, 
the  time  and  temperature  of  nitration,  and  the 
method  of  purification. 

A  large  excess  of  mixed  acids  is  necessary  in 
the  nitration  of  cellulose,  partly  because  of  the 
bulk  of  the  latter,  but  also  to  obtain  products 
of  constant  composition.  The  acid  mixture  is 
diluted  during  nitration,  both  by  the  formation 
of  water  and  by  the  abstraction  of  nitric  acid 
during  the  nitration,  and  both  these  factors  tend 
to  lower  the  nitrogen  content  of  the  product, 
unless  the  bulk  of  the  mixed  acids  is  large.  The 
speed  of  nitration  is  diminished  with  increase  in 
the  quantity  of  sulphuric  acid. 

As  far  as  explosives  are  concerned,  only  two 
forms  of  nitrocellulose  need  be  distinguished  : 
guncotton  or  insoluble  nitrocotton,  and  collodion 
or  soluble  nitrocotton.  When  the  soluble  nitro- 
cellulose is  referred  to  in  this  article  without 
qualification,  solubility  in  ether-alcohol  is  always 
inferred. 

Nitrohydrocellulose  and  nitrooxycellulose. 
Hydrocellulose  C,  2H  220,i,  cellulose  being 
C,2H2oO|o,  is  prepared  bj'  soaking  cotton  for 
12  hours  in  sulphuric  acid  of  1-45  sp.gr.  at  15°,  or 
for  24  hours  in  hydrochloric  acid  of  1-17  sp.gr. 
(Girard).  Cross  and  Bevan  prepared  oxy- 
cellulose by  boiling  cellulose  with  nitric  acid, 
and  found  its  composition  to  be  C, RHjgOig. 
The  nitro  body  obtained  from  it  by  nitration 
with,  a  mixture  of  equal  volumes  of  strong  sul- 
phuric and  nitric  acids,  contained  6-48  p.c. 
nitrogen,  and  was  given  the  formula  : 

C,8H„0,3(N03)3 

(Chem.  Soc.  Trans.  1883,  22). 

Vignon  (Compt.  rend.  1898,  136)  found  that 
oxycellulose,  prepared  by  the  action  of  a  mixture 
of  hydrochloric  acid  and  potassium  chlorate  on 
cellulose,  had  a  constant  composition  repre- 
sented by  3CsHj„0.+C6H,o06  =  C24H,,„02,. 

Both  these  bodies,  which  may  be  formed  in 
the  nitration  of  cellulo.se,  can  be  themselves 
nitrated.  Hydrocellulose  nitrates  more  slo:vly 
than  cellulose,  giving  stable  but  rather  sensitive 
products,  and  oxycellulose  gives  an  unstable 
nitro  product.  Amorphous  nitro  products  of 
oxy-  and  hydro-ceUulose  can  be  prepared  by 
treating  cellulose  with  sulphuric  acid  containing 
a  little  nitric  acid  at  a  low  temperature  until  the 
mass  becomes  pasty,  then  nitrating  and  purify- 
ing as  usual.  Vignon  {I.e.)  found  that  nitrocel- 
lulose, prepared  according  to  Lunge's  formula  for 
highest  nitration,  gave  on  determination  of  their 
C,  H,  and  N,  results  agreeing  with  the  formula 

3C„H,02(N03)3  +  C„H,03(N03)3 

=  C24H2,0,(N03),2. 

Ho  concludes  from  this  that  this  so-called 
nitrocellulose  is  an  oxycellulose  derivative,  and 
attributes  discrepancies  in  the  results  of  olliers 
to  the  fact  that  tho  nitrogen  only  is  estimated. 
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Latfr  (Compt,  ivnd.  1000,  rm),  Vi,<;Uoii 
dclerniiiieil  the  cupper-rt'ilueiiig  po^^■^,■l■.s  of 
nitrated  cellulose  and  nitrooxycellulose,  and 
found  them  identical  and  independent  of  the 
degree  of  nitration,  and  as  oxycellulose  reduces 
cupric  potash  solution,  whilst  cellulose  and 
hyclrocellulose  do  not,  concludes  that,  on  the 
nitration  of  cellulose,  oxycellulose  is  formed,  and 
that  the  product  is  really  nitroxyeellulose. 

Guncotton. 

Manufacture. — "J'he  process  of  manufacture 
of  guncotton,  with  some  modification  in  detail, 
is  still  the  process  of  Von  Lenk,  as  modified  an(l 
imjirovetl  by  Abel. 

Prime  materials  :  Cellulose. — Although  many 
forms  of  fibrous  cellulose  materials  have  been 
from  time  to  time  tried,  practically  the  only 
form  of  cellulose  used  for  the  manufacture  of 
guncotton  is  the  cotton  waste  from  spinning 
mills  and  other  sources.  The  quality  of  the 
waste  from  different  sources  varies  considerably, 
and  it  is  important  that  it  should  be  as  pure  as 
possible  in  order  to  obtain  a  good  yield  of  pure 
guncotton.  The  previous  treatment  of  the 
cellulose  has  been  showii  by  Piest  (Zeitsch. 
angew.  Chem.  1909,  215)  to  have  considerable 
influence  on  the  preparation  and  jiroperties  of 
nitrocellulose.  The  product  from  strongly 
bleached  or  mercerised  cotton  has  a  lower  nitrogen 
content  and  higher  solubility,  and  is  more 
difficult  to  stabilise  than  that  from  ordinary 
cotton. 

Formerly  the  waste  was  jjurified  by  boiling 
with  a  2  p.c.  solution  of  sodium  carbonate  and 
subsequent  washing,  but  the  modern  purifica- 
tion process  is  more  complicated.  The  waste  is 
first  of  all  de-greased  b,y  means  of  a  solvent,  then 
boiled  with  caustic  soda,  bleached  with  bleaching 
powder  or  calcium  sulphide,  washed,  neutra- 
lised with  sulphuric  or  hydrochloric  acid,  washed 
again,  and  finally  dried.  The  resultant  cotton 
is  nearly  pure  cellulose,  with  little  or  no  altered, 
oxy-,  or  hydro-cellulose.  It  should  contain  no 
chloride,  sulphate,  or  sulphide  of  lime,  and  be 
free  from  dust.  It  contains  less  than  0-3  p.c. 
of  fatty  matter,  but  usually  the  uncarded  waste 
used  in  the  manufacture  of  guncotton  contains 
a  considerable  quantity  of  impurities,  such  as 
wood,  cane,  string,  coloured  threads,  metal, 
indiarubber,  &c.  These  impurities  are  removed 
as  far  as  possible  by  handpicking,  and  the 
cotton  is  then  passed  through  a  '  teasing 
machine  '  or  '  Avillow,'  a  combination  of  drums 
armed  with  sharp-pointed  teeth,  which  tear 
the  threads  apart  and  open  out  the  knots  and 
lumps.  The  cotton  is  picked  over  again  as  it 
leaves  the  machine,  dried  on  an  endless  band  in 
a  current  of  hot  air,  which  is  often  first  dried 
over  sulphuric  acid  or  calcium  chloride,  and 
then  weighed  out  in  charges,  placed  in  tightly 
closed  receptacles,  and  allowed  to  cool. 

Mixed  acids. — The  acids  used  in  the  manu- 
facture of  guncotton  are  of  a  high  degree  of 
purity,  free  from  solids,  and  of  maximum  concen- 
tration. The  proportions  of  acid  employed  until 
recently  were  those  used  by  Von  Lenk,  namely, 
1  jjart  of  nitric  acid  of  1-5  sp.gr.,  containing  not 
more  than  1-5  p.c.  of  nitrous  acid,  and  3  parts  of 
sulphuric  acid  of  T84-1'85  sp.gr.  In  other 
words,  the  nitric  acid  contained  at  least  93  p.c. 
of  monohydrate,and  the  sulphuric  acid  95-96  p.c. 


of  monohydratn.  The  more  modern  mixtures 
vary  slightly  in  composition  according  to  the 
method  of  nitration,  and  are  given  under  these 
various  methods. 

The  experiments  of  Lunge  (I.e.)  have  .shown 
that  it  is  not  necessary  to  have  acid  mixtures 
containing  OTily  a  few  per  cents  of  water,  and  that 
with,  acids  of  the  proportion  of  3H2SO4  to 
IHNO3,  is  possible  to  work  with  as  much  as 
12  p.c.  of  water.  Not  only  is  the  acid  mixture 
clieajjer,  but  Lunge  agrees  with  Will  that  the 
nitrocellulose  manufactured  with  the  more 
dilute  mixtures  is  more  stable  than  when  pro- 
duced by  highly  concentrated  acids. 

Most  explosive  factories  have  plant  for  the 
manufacture  of  the  nitric  acid,  and  for  the 
recovery  of  waste  acids,  the  latter  being  re- 
vivified and  used  again.  The  acids  are  mixed 
in  large  quantities,  analysed,  and  the  composi- 
tion adjusted  to  that  required,  by  the  addition 
of  strong  acids  in  the  requisite  proportions. 
Nordhausen  sulphuric  acid  is  now  in  common 
use  for  decreasing  the  projjortion  of  water. 

Mechanical  mixing  of  the  acids  was  at  one 
time  generally  practised,  but  it  was  subsequently 
found  that  a  perfect  admixture  was  obtained  by 
running  the  sulphuric  into  the  nitric  acicL 
However,  the  acids  are  now  frequently  mixed 
by  means  of  compressed  air,  means  being- 
adopted  to  condense  the  nitric  acid  vapours. 

The  acids  are  stored  and  transferred  from 
place  to  place  as  already  described  in  the  manu- 
facture of  nitroglycerin. 

Nitration. — Lunge  (I.e.)  has  sho\™  that  the 
speed  of  nitration  increases  rapidly,  but  the 
yield  falls,  with  rise  in  temperature,  the  nitrogen 
content  of  the  product  varying  but  slightlj'. 
He  concludes  that  the  ordinary  method  of 
nitrating  at  a  temperature  not  exceeding  25°  is 
correct  for  obtaining  maximum  nitration  and 
maximum  yield.  An  outline  of  the  nitration 
process  used  by  Von  Lenk  has  alreadj'  Iseen 
given. 

AheVs  nitration  process,  as  formerly  carried 
out  at  the  Royal  Gunpowder  Factory,  Walthani 
Abbey,  and  still  used  in  many  factories  in 
England  and  abroad,  is  shortly  as  follows  : — 

The  mixed  acids  are  dra\\n  oft'  from  the 
store  tanks  into  a  tank  in  connection  with  the 
dipping  pans.  These  latter  are  of  cast  iron  ; 
each  holds  about  220  lbs.  of  mixed  acids,  and  is 
provided  with  a  grating.  The  charge  of  1|-  lb. 
of  cotton  is  then,  by  small  jDortions,  quickly  im- 
mersed in  the  mixefl  acids.  After  an  immersion 
of  5  or  0  minutes,  the  cotton  is  removed  to 
the  grating,  and  squeezed  by  means  of  a  lever 
with  a  ])late  at  one  end.  The  charge,  whicli 
with  the  acid  now  weighs  about  15  lbs.,  is  placed 
in  a  closely  covered  earthen  pot,  in  ■niiich  it  is 
allowed  to  remain  for  at  least  24  hours,  during 
which  time  the  pots  are  placed  in  constantly 
flowing  cold  ^^■ater.  By  this  prolonged  action, 
the  nitration  of  the  cotton  is  completed ;  the 
cooling  is  needed  to  prevent  comjalete  decom- 
position of  the  product  by  oxidation,  and  the 
maintenance  of  a  low  temperature  is  said  to  be 
favourable  to  the  jiroduction  of  guncotton  with 
a  low  percentage  of  soluble  nitrocotton. 

Much  of  the  acids  is  then  removed  from  the 
guncotton  by  means  of  the  centrifugal  machine 
made  entirelj'  of  iron,  the  contents  of  six  pots 
being  \Niiirled  for  10  minutes  at  the  rate  of  about 
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1200  revolutions  j)er  minute.  The  guncotton 
is  then,  in  small  quantitiefs,  plunged  by  means 
of  an  iron  fork  bfneath  a  cascade  of  water, 
which  carries  it  into  a  large  cistern,  where  it  is 
kept  stirred  by  a  paddle  wheel,  and  is  washed 
by  fresh  water  continually  admitted,  \mt\l  the 
guncotton  has  no  perceptible  acid  taste,  when 
it  is  whirled  in  a  centrifugal  machine,  after 
which  it  is  ready  for  the  boUing  process.  The 
yield  by  this  process  is  about  164  p.c.  of  the 
cotton  nitrated. 

In  the  Abel  process,  there  is  considerable 
wear  and  tear  of  the  plant,  and  there  is  occa- 
sionally loss  of  guncotton  owing  to  decomposi- 
tion taking  place  in  the  digesting  pots.  More- 
over, there  is  a  considerable  expenditure  of 
labour  and  power  involved,  and  improvements 
have  been  made  to  overcome  these  disadvantages. 

Direct-dipping  process.  —  In  the  direct- 
dipping  proces.?,  as  used  at  Nobel's  factory  at 
Ardeer,  the  ojjeration  of  nitration  is  completed 
in  one  stage.  The  nitration  is  carried  out  in  a 
series  of  iron  pots,  termed  '  dippers,'  standing  in 
'cold  water  contained  in  long  cooling  tanks,  the 
pots  being  closed  by  covers  which  lead  away  the 
acid  fumes  to  exhaust  pipes.  Each  dipper  is 
fed  with  127  lbs.  of  mixed  acid,  the  temperature 
of  the  acid  is  adjusted  to  15°,  and  the  charge  of 
4|-  lbs.  of  cotton  gradually  added,  the  tempera- 
ture rising  to  25°.  The  nitration  is  allowed  to 
proceed  for  from  8  to  24  hours,  according  to  the 
composition  of  the  nitrating  mixture,  the 
temperature  gradually  faUing  to  20°.  The 
mixed  acid  for  a  12  hours'  immersion  is  75  p.c. 
sulphuric  acid,  15-75  p.c.  nitric  acid  (mono- 
hydrate)  and  9-25  p.c.  water.  The  more  rapid 
the  nitration,  the  higher  the  proportion  of  nitric 
acid  and  the  less  the  proportion  of  water  used. 

When  the  nitration  is  complete,  the  contents 
of  the  dippers  are  transferred  to  centrifugals, 
and  the  waste  acids  whirled  out.  The  gun- 
cotton  is  then  treated  as  in  the  Abel  process. 
The  yield  by  this  process  is  about  159  p.c.  of  the 
cotton  nitrated. 

Centrifugal  process. — In  this  process,  largely 
used  on  the  Continent,  the  nitration  is  carried 
on  in  a  perforated  iron  basket,  rotating  in  an 
outer  iron  casing,  the  centrifugal  being  covered 
with  a  Ud  fitted  wth  a  fume  pipe.  The  nitrating 
acid  is  run  in  and  the  cotton  charge  of  IH  lbs., 
or  in  a  large-sized  centrifugal  2()^  lbs.,  gradually 
added  whilst  the  basket  is  slowly  rotating.  The 
effect  of  the  rotation  is  to  produce  better  contact 
between  the  cotton  and  acids,  and  the  nitration 
only  occupies  from  30  minutes  to  an  hour. 
When  the  nitration  is  complete,  the  bulk  of  the 
waste  acid  is  drawn  off,  and  the  centrifugal  set 
rotating  rapidly,  the  guncotton  being  after- 
wards "  pre- washed  "  as  usual. 

In  this  centrifugal  without  acid  circulation, 
the  nitrating  acid  is  about  ten  times  the  weight 
of  the  cotton  charge,  the  composition  of  the  acid 
being  about  23-15  p.c.  HNO3,  69-35  p.c.  H2SO4, 
and  7-5  p.c.  water. 

The  usual  forms  of  nitrating  centrifugal  used 
are  those  of  Messrs.  Selwig  and  Lange,  of  Bruns- 
wick, who,  in  1904,  patented  an  improved  form 
in  which  the  acid  is  caused  to  circulate  con- 
tinuously through  the  material  by  means  of  a 
pump,  for  the  purpose  of  producing  a  more 
uniform  nitration  and  avoiding  local  centres  of 
heating. 


I      Guttmann  suggested  the  use  of  aluminium 

I  baskets,  but,  although  more  acid-resisting  than 
the  usual  cast-iron  baskets,  the  metal  was  found 

I  to  be  too  soft  and  to  get  out  of  shape.  The 
yield  by  this  process  of  nitration  is  ICO  p.c.  of 
the  cotton  nitrated. 

Displacement  process. — In  1903  (Eng.  Pat. 
8278)  J.  M.  and  W.  T.  Thomson,  of  the  Royal 
Gunpowder  Factory,  patented  a  new  method  for 
the  nitration  of  cotton  which  has  been  used  at 
Waltham  Abbey  since  1905.  The  apparatus 
consists  of  sets  of  four  circular  earthenware 
pans,  3  feet  6  inches  in  diameter  and  10  inches 
deep  at  the  side,  with  a  slight  fall  towards  the 

j  centre  of  the  bottom.  They  are  furnished  with 
perforated  false  bottoms,  and  are  connected  at 
their  lowest  points  with  a  lead  pipe  provided 
with  a  stojjcock,  which  leads  to  the  acid  supply 
pipes,  the  waste  acid  pipe  and  the  waste  water 
pipe.  The  j)ans  are  covered  by  aluminium 
hoods  with  fume  pipes.  The  process  is  as  fol- 
lows :  650  lbs.  of  nitrating  acid  of  the  com- 
position 70-5  p.c.  H2SO4,  21  p.c.  HNO3,  0-6  p.c. 
nitrous  acid,  and  7-9  p.c.  water,  adjusted  to  a 

I  temperature  of  from  10°  to  15°,  is  run  into  one  of 
the  pans,  and  the  charge  of  20  lbs.  of  cotton  is 

j  gradually  added  and  pushed  below  the  surface 
of  the  acid.  The  contents  are  then  covered 
with  a  perforated  plate  in  sections,  a  flow  of 
water  carefully  run  over  the  plate,  and  the  fume 
hoods  removed.  When  nitration  is  complete, 
after  about  2J  hours,  water  is  slowly  run  over 
the  surface  of  the  acids  in  the  nitrating  vessel, 
and  by  opening  the   stopcock  the  acids  are 

I  allowed  to  be  displaced  at  an  equal  rate.  Most 
of  the  waste  acid  is  allowed  to  flow  back  to  the 
store  tanks,  where  it  is  revivified  with  strong 

I  nitric  acid  and  Nordhausen  sulphuric  acids,  the 
remaining  weaker  acid  being  denitrated  and 
concentrated.    When  the  whole  of  the  acid  is 

I  displaced,  the  water  is  allowed  to  run  off  through 
the  guncotton,  and  the  latter,  after  draining, 
is  apparently  neutral,  and  is  ready  for  the 
boiling  process.  The  yield  in  this  process  is 
about  170  p.c.  of  the  cotton  nitrated,  and  the 
product  is  more  evenly  nitrated  than  })y  the 
Abel  process. 

De  BraiUes  (Fr.  Pat.  364349,  1906)  has 
patented  a  system  of  concentrating  the  acids  in 
the  nitrator  by  electrolysis.  Voigt  (U.S.  Pat. 
855869,  1907)  disintegrates  the  cotton  fibre 
before  nitration  by  immersing  in  suljihuric  acid 
with  only  3  p.c.  nitric  acid  at  2°,  and  ultimately 
obtains  the  nitrocellulose  in  the  form  of  a  fine 

I  powder. 

I  Boiling. — After  the  nitration  and  pre- 
liminary washing,  the  guncotton  is  '  boiled  '  in 
order  to  purify  and  stabilise  it.  The  impurities 
removed  are  the  last  traces  of  free  acid  and  un- 
stable products  of  the  nitration.  Amongst  the 
latter  are  iU-defined  unstable  bodies,  such  as 
nitrosaccharoses,  formed  by  the  action  of  the 
nitrating  acids  on  the  impurities  in  the  cotton, 
and  cellulose  esters,  otiier  than  the  higher 
nitrates,  such  as  the  sulphuric  esters,  mixed 
nitrosulphuric  esters,  and  possibly  nitrous 
esters  and  low  nitric  esters.  The  possibility  of 
the  presence  of  sulphuric  esters  in  unstabili.sed 

i  nitro-cotton  was  pointed  out  by  Cross  and  Bevan 
in  1901 ;  and  Hake  and  Bell  examined  their  mode 
of  formation  and  influence  on  the  stability  of 
nitrocellulose  (J.  Soc.  Chom.  Tnd.  1905,  374; 
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1909,  457).  Hake  and  Bell  conclude  that  mixed 
sulphuric  esters  exist  in  aU  products  of  the 
nitration  of  cellulose,  and  that  they  are  formed 
owing  to  delayed  nitration,  caused  by  partial 
solution  or  gelatinisation  of  the  cellulose  by 
sulphuric  acid  and  subsequent  fixation  by  nitric 
acid.  The  amount  of  sulphuric  acid  normally 
fixed  during  nitration  is  about  1  p.c,  but  this  is 
reduced  during  the  stabilisation  to  about  0-1 
to  0-3  p.c. 

Will  found  that  the  stability  of  nitrocellulose 
■w  as  increased  by  increasing  the  amount  of  water 
in  the  nitrating  mixture,  whilst  insufficient 
washing  lowers  the  stability,  and  that  the 
stability  decreases  -with  increase  of  nitrogen 
content.  The  degree  of  comminution  of  tlie 
cotton  was  found  to  have  but  little  effect  on  the 
stability,  which  was  contrary  to  the  opinion 
generally  held  at  the  time  as  to  the  value  of  the 
pulping  process  in  effectivel.?  stabilising  gun- 
cotton,  and  he  also  found  that  there  is  a  limit  to 
the  boiling  process,  beyond  which  there  is  no 
increase  in  the  stability. 

Berthelot,  in  1900,  pointed  out  the  possi- 
bility of  the  formation  of  nitrous  esters,  and 
Lunge  and  Bebie  have  examined  their  influence 
on  the  stability  of  nitrocellulose  (Zeitsoh.  angew. 
Chem.  1901,  539). 

In  the  old  Abel  process,  the  guncotton 
received  two  boilings  by  means  of  .steam  in 
wooden  vats,  the  water  being  separated  by 
centrifugal  machuies  after  each  boiling.  In 
many  factories,  a  2  p.c.  solution  of  soda  was 
used  in  order  to  reduce  the  time  of  boiling,  the 
function  of  the  alkali  being  not  so  much  to 
neutralise  residual  traces  of  acid  as  to  decompose 
and  dissolve  unstable  impurities ;  but  this  was 
found  to  decompose  the  guncotton,  and  was 
abandoned  in  England,  and  water  only  used. 
The  boiling  was  subsequently  extended  ;  several 
boilings  were  used,  and  the  boiling  process  some- 
times lasted  4  or  5  days  in  all.  At  Waltham 
Abbey,  previous  to  the  mtroduction  of  the  dis- 
placement process,  a  system  of  twelve  short 
boilings  of  gradual!}'  increased  duration  was 
practised. 

Robertson  (J.  Soc.  Chem.  Ind.  1906,  624), 
as  the  result  of  numerous  experiments  at 
Waltham  Abbey,  in  1905,  with  displacement 
guncotton,  found  that  boOing  in  dilute  acid  at 
the  beginning  of  the  jirocess  is  superior  to  an 
alkaline  treatment  for  the  elimination  of  im- 
purities. He  found  that  good  results  were 
obtained  when  the  wash  water  contained  acid 
equal  to  1  p.c.  of  H,S04  on  the  guncotton 
present,  and  sufficient  should  be  left  in  the  gun- 
cotton  to  give  this  result.  At  Waltham,  the 
water  is  hard  and  the  dissolved  chalk  makes  the 
water  sufBciently  alkaline  for  the  subsequent 
boiling.  As  a  result  of  Robertson's  experi- 
ments, the  present  Waltham  Abbey  system  of 
boUing  is  a  series  of  two  12,  five  4,  and  three  2 
hours'  boiling,  with  a  cold-water  washing  after 
each  of  the  first  two  boilings. 

Too  prolonged  boiling  causes  loss  of  nitrogen 
and  increase  in  the  percentage  of  the  lower 
nitrates  constituting  soluble  nitrocellulose 
(Bruley,  Mem.  des  Poudres  et  SalpOtres,  1895-6, 
131). 

Many  suggestions  have  been  made  for  im- 
X^roving  on  the  boiling  process  for  stabilising 
guncotton.     Luck  and  Cross  claim  that,  for 


the  j)rodiiction  of  nitrocellulose  for  industrial 
'  purposes,  wa.sliing  with  dilute  acetone  stabilises 
more  qnioklv  than  the  ordinary  boiling  process. 
Haddan  (Eng.  Pat.  5830,   1900)  claims  that 
•  heating  for  6  hours  with  water  under  jiressure  at 
I  135°  is  equivalent  to  100  hours'  ordinary  boiling, 
j  Du  Pont  (U.S.  Pat.   724932,   1903)  suggests 
agitating  with  water  and  air  under  pressure  and 
suddenly  releasing  the  pressure  ;  and  Selwig  and 
Lunge  (Fr.  Pat.  327803,  1902)  introduce  steam 
into  the  pulped  guncotton  Avhilst  it  is  being 
rotated  in  centrifugals,  and  claim  that  stabilisa- 
tion is  very  rapidly  effected  in  this  way. 

Pulping. — The  next  operation  to  which  the 
!  guncotton  is  subjected  is  that  of  pulping,  A\hich 
is  done  by  means  of  a  slight  modification  of  the 
machine  like  that  knowi  as  '  the  beater,'  A\  hich 
^  is  used  in  paper  making  for  pulping  rags.  The 
'  pulping  takes  5  hours,  and  has  to  be  so  con- 
ducted that  the  pulp  is  not  too  coarse  nor  too 
fine.    The  reduction  in  the  length  of  the  fibres 
I  allows  of  the  last  traces  of  acid  being  washed  out 
1  of  the  fibre  canals.    Guttmann  first  introduced 
live  steam  into  beaters,  and  so  enabled  the 
previous  boiling  to  be  considerably  reduced.  In 
modern  beaters,  the  water  is  constantly  renewed 
durmg  the  jiulping,  and  the  pulp  is  frequently 
pumped  over  a  strainer  or  '  knotter,'  to  remove 
large   pieces.    After   pulping,  mechanical  im- 
purities   are    removed   from    the  guncotton, 
usually  by  passing  the  guncotton  suspended  in 
a  large  bulk  of  water,  through  long  troughs  in 
which  the  grit  settles,  and  is  caught  in  trajjs,  and 
over  electromagnets  to  remove  any  particles 
of  iron. 

Poaching. — The  guncotton  is  then  led  into 
large  oval  tanks  called  '  poachers,'  each  holding 
about  10  cwts.  of  guncotton  and  1100  gallons  of 
water,  in  which  a  paddle  wheel  rotates  and  keejis 
:  the  pulx^  in  agitation.  The  pulp  is  washed  at 
least  three  times,  being  allowed  to  settle,  and  the 
washing  water  containing  suspended  imjjurities 
removed  by  a  skimmer  between  each  ox^eration. 

Moulding  and  pressing. — The  treatment  in 
the  poacher  serves  not  only  to  complete  the 
washing,  but  also  to  thoroughly  mix  the  x^roducts 
of  a  large  number  of  nitrating  oxaerations,  thus 
securmg  uniformity  of  jiroduet.  If  the  \>\\\Tj) 
X5asses  the  heat  test  after  this  treatment,  it  re- 
ceives an  addition  of  alkali  sufficient  to  leave  in 
the  finished  guncotton  from  1  x'-C-  to  2  x^-c 
alkaline  matter,  calculated  as  CaCC3.  By 
means  of  vacuum  pressure,  the  x^uli)  is  then 
drawn  up  into  the  '  stuff  chest,'  a  cylindrical 
iron  tank,  large  enough  to  hold  the  contents  of 
one  XJoacher,  and  in  which  revolvhig  arms  keex^ 
the  x^ulxJ  uniformly  mixed  with  the  water,  so 
that  it  can  be  dra^vu  off  as  required  to  be 
moulded  into  cylinders  and  slabs.  The  re- 
quisite quantity  of  susx^ended  X^ulp  is  found  by 
means  of  small  measuring  tanks,  and  is  run  into 
moulds  of  the  required  size  and  shax^e.  The 
moulds  have  bottoms  of  fine  wire  gauze,  through 
which  a  large  part  of  the  water  is  sucked  from 
the  pulx5  by  evacuation.  Hj-draulic  x^rcssure  of 
about  34  ibs.  x^er  square  inch  is  then  ax5plied, 
■  «hich  squeezes  out  some  of  the  water,  and  gives 
sufficient  consistency  to  the  ginicotton  to  allow 
of  careful  handling.  The  mass  is  then  removed 
i  to  the  press-house,  and  there  subjected  to  x^ower- 
ful  hydraulic  ijressure  of  aliout  5  to  6  tons  x'^r 
square  inch. 
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Those  slabs  .and  cylinders  which  are  to  serve 
as  primers  {i.e.  ;vhich  are  dried  and  receive  the 
fulminate  charge,  and  by  their  own  detonation 
cause  that  of  the  moist  guncottou)  have  holes 
bored  in  them  while  moist,  to  receive  the  tube  of 
the  detonator  ;  and  the  slabs  of  wet  guncotton 
may  be  sa\vn,  or  turned  on  a  lathe  to  any  re- 
quired shape.  Primers  are  dried  at  a  low  tem- 
perature and  usually  waterproofed  by  dippmg 
momentarily  in  acetone  or  molten  paraffin. 
No  alkali  is  added  to  guncotton  when  it  is  to  be 
used  for  the  manufacture  of  smokeless  powders. 

Hollings  (Eng.  Pat.  23449, 1899)  has  patented 
a  process  of  compression  whereby  large  blocks  of 
guncotton,  such  as  are  required  as  a  charge  for 
large  shells  and  torpedoes,  can  be  made  in  one 
piece  of  uniform  density. 

Testing :  Moisture  is  best  determined  by 
placing  the  sample  over  sulphuric  acid  until  it 
is  of  a  constant  weight. 

Ash. — 2  grams  are  heated  with  about  10 
grams  of  paraffin  wax,  added  as  a  restrainer, 
first  on  a  water- bath  till  the  guncotton  has 
soaked  up  the  wax,  then  gently  over  a  flame 
until  the  mass  inflames.  The  source  of  heat  is 
then  removed,  and  when  the  flame  dies  out  the 
residual  carbon  is  burned  off  as  usual.  The 
ash  is  recarbonated. 

Alkalinity. — 10  grams  are  well  shaken  with 
an  excess  of  decinormal  hydrochloric  acid, 
allowed  to  settle,  and  the  excess  of  acid  deter- 
mined in  an  aliquot  portion  of  the  clear  super- 
natant fluid  Avith  standard  alkali. 

Soluble  nitrocellulose. — 5  grams  of  the  sample 
are  well  shaken  for  some  time  in  a  stoppered 
cylinder  wth  200  c.c.  of  a  mixture  of  2  jjarts  of 
ether  and  1  part  of  alcohol,  of  0-83  sp.gr.,  and 
allowed  to  settle.  An  aliquot  part  of  the  clear 
solution  is  dra^vn  off,  carefully  evaporated  in  a 
platinum  dish,  and  the  residue  dried  at  a  tem- 
perature not  above  50°. 

Unconverted  cotton. — 5  grams  are  well  shaken 
for  some  time  in  a  conical  flask  with  a  large  bulk 
of  acetone,  and  allowed  to  settle.  The  clear 
liquid  is  decanted  off,  the  residue  diluted  with 
acetone,  filtered  on  a  tared  paper,  washed,  and 
dried.  The  ash  is  then  determined  and  deducted. 
Boiling  with,  a  solution  of  sodium  sulphide  is 
frequently  used  instead  of  solution  in  acetone. 

Nitrogen  is  determined  by  nitrometer  (with 
100  c.c.  bulb  and  graduated  to  150  c.c),  0'5-0-6 
gram  is  dissolved  in  about  5  c.c.  of  96  p.c. 
strong  sulphuric  acid  in  the  cold,  washed  into 
the  nitrometer  with  a  further  10  c.c.  of  acid,  &c. 

Heat  test. — The  dried  guncotton  should 
withstand  the  Abel  heat  test  (see  Stability  tests) 
at  76-6°C.  (170°F.)  for  at  least  10  minutes. 

Properties. — Guncotton  is  an  odourless, 
tasteless,  and  neutral  solid,  having  an  absolute 
{i.e.  when  freed  from  air)  specific  gravity  of  1-66 
at  15-6°.  The  apparent  specific  gravity  {i.e. 
with  the  included  air)  of  dry  compressed  Wal- 
tham  Abbey  guncotton  at  15-6°  is  about  1  or 
a  little  higher  than  1  ;  even  after  very  con- 
siderable pressure,  a  density  higher  than  1*4 
cannot  be  obtained.  When  dry,  guncotton  is 
readily  electrified  by  friction. 

Guncotton  retains  the  structure  of  the  un- 
nitrated  cotton.  Under  polarised  light,  nitro- 
cotton  exhibits  colours  which  both  Chardonnet 
and  Liebschiitz  state  are  determined  by  the 
nitrogen  content,  but  De  Mosenthal  and  Lunge 


find  that  Chardonnet's  colours  are  not  always 
confirmed,  the  colour  depending  not  only  on  the 
nitrogen  content,  but  also  on  the  method  of 
preparation.  Lunge,  however,  states  that  blue 
colours  are  characteristic  of  nitrocellulose  con- 
tainmg  upwards  of  12-75  p.c.  nitrogen.  De 
Mosenthal  gives  the  refraction,  /x^,  of  guncotton, 

of  13-5  p.c.  nitrogen,  as  1-5059,  and  confirms 
Vignon  in  his  statement  that  guncotton  is 
dextro-rotatory. 

Guncotton  is  insoluble  in  hot  and  cold 
water,  alcohol,  ether,  glacial  acetic  acid,  and 
(except  the  collodion  cotton  content),  in  a 
mixture  of  alcohol  and  ether.  It  is  also  insoluble 
in  nitroglycerin.  It  is  readily  soluble  in  acetone, 
ethyl  acetate,  amyl  acetate,  nitrobenzene,  &c. 

Guncotton  is  not  attacked  by  dilute  acids, 
but  it  slowly  dissolves  in  strong  sulphuric  acid 
with  the  formation  of  cellulose  sulphate  and 
liberation  of  nitric  acid.  Strong  nitric  acid 
violently  oxitlises,  and  may  inflame,  guncotton. 
Dilute  alkalis,  especially  ammonia,  and  alkaline 
carbonates,  decompose  guncotton  slowly,  es- 
pecially when  warm.  Even  challt  influences 
guncotton  unfavourably,  but  it  is  the  least  un- 
satisfactory of  the  neutralising  agents  added  to 
guncotton,  and  quantities  up  to  2  p.c.  have  no 
appreciable  effect  on  the  stable  life  of  a  wet  gun- 
cotton  ;  its  neutralisuig  effect  on  any  acid 
liberated  during  the  storage  of  guncotton  out- 
weighs its  slight  saponifying  action. 

Snberrad  and  Farmer  (Chem.  Soc.  Truns. 
1906,  1759)  have  examined  the  hydrolysis  of 
guncotton  in  alkajine  solution.  They  flnd  the 
reaction  complicated  by  the  reduction  of  some 
of  the  nitrate  to  nitrite,  and  the  degradation  of 
the  cellulose  to  hydroxy-  acids,  &c. 

Guncotton  is  reconverted  into  cotton  by  the 
action  on  it  of  alcoholic  potassium  sulphydrate. 
This  reaction,  due  to  Hadow,  was  found  by  Abel 
(I.e.)  to  give  53-6  p.c.  to  55-4  p.c.  cotton;  tri- 
nitroceUulose  should  give  54-54  p.c.  cotton. 
This  reaction  is  of  great  importance,  as  it  shows 
that  guncotton  (like  nitroglycerin)  is  a  nitric 
ester,  yielding  on  reduction  the  hydroxylic  body 
from  which  it  was  formed,  and  not  an  amino 
derivative.  It  can  therefore  be  represented  as  : 
CeH,02(ONO,)3. 
Air-dried  (air  under  ordinary  conditions)  gun- 
cotton  retains  between  1-5  and  2  p.c.  of  moisture. 
In  this  condition,  on  application  of  flame,  a 
cylinder  of  compressed  guncotton  burns  in  the 
open  air  very  rapidly  with  a  long  and  fierce  flame 
without  smoke ;  the  flame  being  coloured  yellow 
by  the  sodium  salts.  The  rate  of  combustion  of 
the  guncotton  varies  with  its  condition ;  thus,  gun- 
cotton  plait  in  the  form  of  a  flat  tube  burns 
very  much  more  quickly  than  guncotton  yarn. 
When  dry  and  heated  to  about  100°,  guncotton 
burns  with  almost  explosive  violence.  The 
guncotton,  as  it  leaves  the  hydraulic  press, 
contains  about  15  to  17  p.c.  water,  and  is  then 
not  combustible  ;  when  held  in  a  flame,  it  only 
smoulders  as  it  partially  dries. 

Briskly  heated  in  small  quantity  in  the  form 
of  loosely  twisted  yam,  guncotton  was  found 
to  explode  at  150°  (Abel).  The  exact  ignition 
point  varies  with  the  physical  condition  of  the 
guncotton  and  the  method  of  determination. 

Guncotton  can  be  exploded  by  percussion  ; 
but  when  .struck  by  an  iron  hammer  on  an  iron 
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anvil,  the  isortious  directly  struck  by  the  hammer 
detonate,  but  the  rest  of  the  guncotton  remains 
unexploded.  Wooden  boxes  containing  dry 
compressed  guncotton,  both  closely  and  loosely 
packed,  have  been  rej)eatedly  fired  at  from 
rifles,  the  result  being  that  the  contents  of  the 
box  were  generally  inflamed,  but  never  exjiloded  ; 
while  similar  packages  contaming  dynamite  or 
other  nitroglycerin  ^^reparations  were  always 
\'iolently  exploded  b_y  being  fired  at  (Abel, 
Trans.  Roy.  Soc.  1874,  359-362).  The  use  of 
moist  guncotton  has  rendered  any  danger  from 
shock  still  more  remote. 

Properly  stabilised  guncotton  is  a  safe  and 
permanent  explosive  when  stored  under  normal 
conditions,  especially  when  wet :  many  samples, 
wl\  over  30  years  old,  have  sho\m  practically  no 
signs  of  deterioration.  Wet  guncotton  stored  I 
in  air-tight  vessels,  especially  wooden  ones,  is  < 
liable  to  the  formation  of  fungoid  and  mould 
growths  on  its  surface.  The  guncotton  is  fre- 
quently dipped  in  a  weak  alkahne  solution  of 
phenol  to  prevent  these  growths. 

Under  certain  conditions,  as  when  stored 
in  contact  with  organic  substances  at  rather 
elevated  tempieratures,  guncotton  may  be 
decomposed  by  denitrifying  bacteria,  with  the 
production  of  ammonia,  nitrogen,  and  carbonic 
acid. 

Products    and   heat    of  combustion.  Gun- 
cotton  does  not  contain  sufficient  oxygen  for  j 
complete  combustion  into  CO,,  HoO,  and  N  ;  the 
equation 

2C6H,0„(N03)3+90  =  12CO,  +  7H,0  +  bN 

shows  that  cellulose  trinitrate  requires  24-3  p.c. 
more  oxygen  for  complete  combustion.    Car-  | 
bonic  oxide  and  hycbogen  are,  therefore,  natur-  : 
ally  to  be  expected  in  quantity  in  the  gases  of  I 
combustion. 

In  the  flaming  combustion  of  guncotton, 
\\  hen  the  gases  «ero  allowed  to  escape  freely 
at  nearly  atmospheric  x»'essure,  Sarrau  and 
Vieille  found  a  large  quantity  of  nitric  oxide, 
NO,  in  the  gases  ;  about  one-fourth  of  the  volume 
of  the  di-y  gases. 

When  the  guncotton  is  inflamed  in  a  closed  j 
\  essel,  in  which  the  gases  of  combustion  cause  i 
a  moderate  pressure,  no  oxide  of  nitrogen  is  ' 
formed.     \'on  Karolyi  exploded  guncotton,  in 
quantities   of    10   grams,   in   small  cast-hon 
cylinders  of  such  strength  as  just  to  yield  to  the 
pressure  of  the  gases  produced  by  the  combus- 
tion.   These    cylinders    containing    the  gun- 
cotton  were  made  air-tight,  provided  with  the  | 
means    of    inflaming    the    guncotton    by    an  , 
electrically  heated  platinum  wire,  and  enclosed 
in  a  spherical  shell  of  about  5  litres  capacity,  i 
Avhich  was  exhausted  before  the  explosion,  and 
in  which  the  permanent  exjilosion  gases  of  the  j 
guncotton   produced  an  excess  of  pressure  of 
about  half  an  at  mosphere,  a\  hich  enabled  portions  ' 
of  the  gases  to  be  removed,  by  means  of  a  stojj- 
cock,   for  analysis.    Von   Karolyi  found  the 
permanent  gases  to  consist  of  CO,,  28-5,  CO  39-8, 
CH^  9-9,  H  4-4,  N  17-4  volumes  per  100  (Pogg. 
Ann.  April,  1863).    Abel  repeated  Von  Karolyf's 
experiments,  and  fountl  acetylene  always  ]}ve- 
sent  in  considerable  quantity  in  the  gases  ;  an 
analysis  of  the  permanent  gases  obtained  from 
10  grams  of  guncotton  in  two  different  experi- 
ments is  given  : — 
Vol.  \\.~T. 


Experimeut  1  :   CO.,  l!l-69.  CO  39-87,  V.ti., 
7-85,  CH4  3-45,  H  15-82;  N  13-32  vols,  ^jer  100.  ' 
;       Experiment  2:  CO.  18-97,  CO  41-80,  C..H, 
6-36,  CH,  3-87,  H  17-02;  N  11-98  vols,  per  100. 

Sarrau  and  Vieille  (Compt.  rend.  90,  1058) 
have  ascertained  the  volume  (at  0°  and  760  mm. ) 
and  the  composition  of  the  permanent  gases 
IDroduced  by  the  explosion  of  guncotton  in  a 
closed  vessel,  and  find  that  both  vary  with  the 
density  of  the  charge  /vohuue  of_  guncotton \ 
°  \  capacity  of  vessel  ' 
with  the  pressure  ensuing  on  the  explosion.  'The 
following  are  some  of  the  results  obtained  : — 


Volume  of  gases  (at  0 ' 
Density  of    and  760  mm.)  given  by 
cliarge  1  gram  guncotton 


(1)  . 

.  0-01 

658-5  cc. 

(2)  . 

.  0-023 

670-8  „ 

(3)  . 

.  0-2 

682-4  „ 

(i)  . 

.  0-3 

Composition 

oj  the  gases  per 

100  rolinncs. 

CO.,  . 

(1) 

(■1) 

(3)  (4) 

21-7 

24-6 

27-7  30(> 

CO"  . 

49-3 

43-3 

37-6  34-8 

H 

12-7 

l()-2 

18-4  17-4 

N 

16-3 

15-9 

15-7  15-6 

CH,  . 

none 

trace 

0-(i  l-(j 

With  these  higher  pressures,  equivalent  to 
higher  temijcratures,  the  composition  of  the 
gases  is  simpler  ;  they  contain  neither  acetylene 
nor  oxide  of  nitrogen,  and  with  increase  of 
pressure  there  is  increase  of  CO,  and  H  and 
decrease  of  CO  ;  oxidation  of  CO  by  H.,(.)  evi- 
dently occurring,  and  the  composition  of  the 
ga,ses  being  the  result  of  a  balance  between  the 
oxidising  action  of  HjO  on  CO,  and  of  the  re- 
ducing action  of  H  on  CO,. 

Sarrau  and  VieiUe,  using  Berthelot's  formula 
for  guncotton,  equate  its  decomjjosition  by  ex- 
Ijlosion  thus  :  C,4H,si(NOo)i,02„  : 

(«)  When  density  of  charge  is  0-023  : 
=  15CO-f9CO,  +  llH+9H,0  +  lljV  ; 

[h)  When  densitj'  of  charge  is  0-3  : 
=  13C0  +  11C02  +  15H  +  7H,0  +  11N  : 
the  reaction  with  high  density  of  charge  (which 
would  be  the  condition  in  actual  use)  tends  to 
approach  the  result : 

(c)  12C0  +  12C0,  +  17H+6H,()  +  11N. 
The  agreement  of  the  equations  with  the  results 
of  analysis  is,  ho-\\ever,  only  inotleratel\-  approxi- 
mate. 

For  equation  (a)  the  calculated  quantity  of 
heat  evolved  for  constant  pressure  (for  constant 
volume,  the  quantities  of  heat  are  about  ^tj, 
higher),  and  the  volume  of  the  gases  reduced  to 
0°  and  760  mm.  (per  1  kilogram  of  dry  and 
ash-free  guncotton),  are  as  follows,  compared 
\rith  Sarrau  and  Vieille's  experimental  values  : — 

Quantity  lieat  Calories  Volume  gas  Litres 

calculated  found  calculated  found 

Water,  hquid     1076  1071  684     687-5 ' 

Water,  gaseous    997-7  —  859  — 

For  equation  (c)  : 

Water,  liquid     1074  —  743  — 

Water,  gaseous  1022  —  859  — 

Guncotton,  therefore,  on  explosion,  giv  es  (for 
equal  weights)  more  gas  and  a  greater  quantity 
of  heat  than.gunjJO^'der  or  mining  j)o«  der,  more 

'  671  litres  from  guncotton  containing  2-4  p.c.  ash. 

2  a 
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gas  but  a  smaller  quantity  of  heat  than  nitro- 
glycerin. 

The  heat  evolved  by  the  complete  combustion 
of  guncotton  in  oxygen  gas,  and  under  constant 
pressure,  was  found  by  Sarrau  and  Vieille  to  be 
per  1  kilogram  of  guncotton  2302  kgm. -degrees 
when  the  water  formed  was  liquid,  2177  when 
gaseous. 

Noble  (Lecture  to  Inst.  Civil  Engiu.  April  3, 
1884)  obtained  more  permanent  gases  from 
detonated  pellet  guncotton  than  did  Sarrau 
and  Vieille  with  low  densities  of  charge.  Thus 
he  states  that  1  kilogram  of  guncotton  (con- 
taining 2-36  p.c.  moisture  and  0'36  p.c.  ash)  pro- 
duces, at  0"  and  760  mm.  pressure,  about  730 
litres  of  permanent  gases  (water,  liquid) ;  or,  per 
1  kUogram  of  dry  and  ash-free  guncotton, 
about  750  litres  of  permanent  gases.  The  gases 
were  jsroduced  in  the  steel  explosion  vessel 
under  very  high  pressure.  The  volume  of  gases 
agrees  fairly  well  wth  that  calculated  for  Sarrau 
and  VieUle's  equation  (c)  for  high  density  of 
charge. 

Noble  states  that  the  temperature  of  explosion 
of  guncotton  is  at  least  double  that  of  gun- 
Xjowdcr ;  the  latter  temperature  he  estimates 
for  ordinary  English  gunpowder  at  about  2200°. 

The  composition  of  the  gases  produced  by 
the  detonation  of  dry  and  of  moist  guncotton 
is  given  on  p.  451. 

Detonation. — Nobel,  in  1864,  had  discovered 
that  nitroglycerin  could  be  detonated  by  means 
of  mercury  fulminate ;  and  in  1868,  Abel 
found  that  air-dry  compressed  guncotton  (like 
nitroglycerin)  could  be  detonated  by  the  explo- 
sion in  close  contact  with  it  of  5  grains  (0-32 
gram)  of  mercury  fulminate,  contained  in  a 
thin  metal  case  (Trans.  Roy.  Soc.  1869,  159,  498). 
He  subsequently  (ibid.  1874,  337-395)  found  that 
by  increasing  the  strength  of  the  envelope,  viz. 
by  maldng  the  case  for  the  fulminate  of  stout 
sheet  iron,  and  inserting  it  in  a  closely  fitting 
hole  in  the  guncotton,  the  latter  could  be 
detonated  with  certainty  with  only  2  grains 
(0-13  gram)  of  the  fulminate.  In  practice, 
however,  much  larger  quantities  of  fulminate 
are  used,  in  order  to  have  a  good  initial  de- 
tonation, and  to  provide  for  the  possibility  of 
the  detonator  tube  fitting  too  easily  into  the  hole 
in  the  guncotton. 

The  explosion  of  the  guncotton  thus  caused 
by  that  of  the  fulminate  has  been  called  detona- 
tion on  account  of  the  loud  sound  by  which  it 
is  followed  ;  it  differs  from  the  flaming  combus- 
tion of  guncotton  bj'  the  immensely  greater 
speed  at  which  chemical  action  (oxidation  of  one 
part  of  the  comj)ound,  the  C  and  H,  by  another 
part,  the  NO  3)  progresses  in  the  guncotton,  and 
by  the  consequent  powerful  mechanical  effects 
produced  by  the  gases  formed.  Abel  found  the 
velocity  of  detonation  of  air-dry  compressed 
guncotton  to  be  about  18,000  feet  j)er  second ; 
consequently,  the  large  volumes  of  heated  gases 
produced  at  this  great  rate  work  destructively 
on  nearer  objects,  and  give  rise  to  a  condensed 
wave  in  the  air,  propagated  wth  great  velocity. 
Moreover,  the  air  offers  resistance  to  the  motion 
of  the  gases  produced  at  so  great  a  rate,  conse- 
quently the  gasea  exert  pressure  on  the  gun- 
cotton  and  on  the  ground  or  other  support  on 
which  it  rests,  producing  powerful  reaction 
effects. 


For  the  detonation  of  unconfitned  guncotton 
by  mercury  fulminate,  it  is  essential  that  the 
former  shall  be  in  a  condition  to  offer  resistance 
to  the  shock  of  the  fulminate,  so  that  the 
energy  of  the  shock  shall  heat  the  guncotton, 
not  disperse  it.  Compressed  guncotton  meets 
this  requirement,  while  in  the  form  of  wool  or 
loose  yarn  it  is  scattered  or  inflamed,  but  not 
detonated. 

Threlfall  (PhU.  Mag.  1886,  172)  thus  gives 
Bertlielot's  views  on  the  theory  of  detonation  : 
'  The  kinetic  energy  of  the  shock  of  the  explo- 
sion (by  the  detonator)  is  transformed  into  heat 
at  the  point  (of  the  exjalosive)  struck  ;  the  tem- 
perature of  this  point  is  thus  raised  to  the  tem- 
perature of  explosion,  a  new  shock  is  produced 
which  raises  the  temperature  of  the  neighbour- 
ing portions  to  the  same  degree  ;  they  then  ex- 
plode, and  the  action  is  thus  propagated  with 
an  ever-increasing  velocity.'  The  '  ever-increas- 
ing velocity  '  must  refer  to  the  commencing 
stage  of  the  detonation,  as  Abel's  measurements 
of  the  rate  of  detonation  of  guncotton  and 
dynamite  do  not  bear  it  out. 

The  detonation  of  guncotton  is  transmis- 
sible across  an  intervening  air  space  which 
varies  with  the  weight  of  the  charge ;  thus  the 
detonation  of  a  ^  lb.  cylinder  of  compressed 
guncotton,  3  inches  in  diameter,  will  cause  the 
detonation  of  another  similar  cylinder  placed  on 
the  ground  at  a  distance  of  1  inch,  but  not  at  a 
distance  of  2  inches. 

Silver  fulminate  is  in  no  way  superior  to 
mercury  fulminate  in  causing  the  detonation 
of  guncotton.  Nitroglycerin,  nitrogen  chloride 
and  iodide  show  a  remarkable  want  of  re- 
ciprocity in  their  behaviour  to  guncotton  as 
regards  detonation.  Thus,  while  the  detonation 
of  \  oz.  of  guncotton  caused  the  simultaneous 
detonation  of  a  charge  of  nitroglycerin  in  a  tin- 
plate  vessel  at  the  distance  of  1  inch,  and  |  oz. 
produced  the  same  result  across  an  ak  space  of 
3  inches,  1  oz.  of  nitroglycerin  detonated  in 
close  contact  with  a  disc  of  compressed  gun- 
cotton  did  not  detonate  it,  but  only  dispersed  it. 
100  grains  of  dry  nitrogen  iodide  was  unable 
to  cause  the  detonation  of  a  pellet  of  dry  com- 
pressed guncotton  on  which  it  rested  ;  and  50 
grains  of  nitrogen  chloride  (covered  with  a 
film  of  water  and  contained  in  a  thin  watch- 
glass  resting  on  the  guncotton)  was  about  the 
minimum  quantity  required  to  effect  the 
detonation  of  the  latter  (Abel,  Trans.  Roy.  Soc. 
1869,  489). 

With  increase  in  the  amount  of  water  in  the 
compressed  guncotton,  more  mercury  fulminate 
is  needed  to  effect  detonation ;  the  fulmi- 
nate as  usual  being  contained  in  a  tin-plate  tube 
and  fitting  closely  in  a  central  hole  in  the  gun- 
cotton.  With  a  total  of  5  j).c.  of  water  [i.e. 
3  p.c.  above  the  2  p.c.  of  normal  air-dry  gun- 
cotton),  detonation  by  15  grams  of  mcrcuiy 
fulminate  is  doubtful.  Moist  guncotton  contain- 
ing 12  p.c.  water  was  detonated  only  once  in 
seven  experiments  by  a  detonator  containing 
100  grains  of  fulminate  ;  when  the  guncotton 
contained  17  p.c.  water,  it  required  200  grains  of 
fulminate  to  detonate  it  with  certainty. 

Guncotton  as  it  leaves  the  jjress,  containing 
about  15  p.c.  water,  although  quite  unin- 
flammable, can  be  readily  exploded  hy  the 
detonation  in  contact  with  it  of  about  half  an 
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ouiico  of  air-dry  compressed  guncotton.  For 
the  certain  detonation  of  guncotton  containing 
20  p.c.  water,  a  primer  of  about  1  ounce  of  dry 
guncotton  is  required ;  and  when  the  gun- 
cotton  has  absorbed  the  maximum  amount  of 
water  it  is  capable  of  doing  (30-35  p.c),  for  its 
certain  detonation  4  ounces  air-dry  guncotton 
applied  in  close  contact  are  necessary  (Abel, 
Trans.  Roy.  Soc.  1874,  337).  This  discovery 
(which  was  duo  to  Brown,  of  Woolwich  Arsenal) 
has  been  of  the  greatest  practical  importance,  as 
it  has  rendered  the  use  of  guncotton  for  military 
jiuriooses  very  safe  ;  permitting  the  great  bulk 
(if  the  guncotton  to  be  kept  in  a  moist  and  un- 
iuHammablo  state,  while  a  relatively  small 
quantity  only  of  dry  guncotton  is  needed  for 
'  primers,'  the  dry  primers  being  detonated  by  a 
suitable  mercury  fulminate  detonator. 

The  velocity  of  detonation  of  moist  gun- 
cotton  is  greater  than  that  of  the  dry,  and  the 
work  done  by  the  same  weight  of  guncotton 
appears  to  be  equal,  whether  it  be  employed  in 
the  dry  or  moist  state. 

As  in  the  case  of  dry  guncotton,  detonation 
is  propagated  in  masses  of  moist  compressed 


guncotton  in  contact,  provided  the  piece  first 
detonated  does  not  contain  less  water  than  the 
others  ;  but  for  transmission  of  detonation  in 
the  open  air  through  any  considerable  number 
of  cylmders  or  slabs  of  moist  guncotton,  it  is 
essential  that  thej^  should  be  in  contact,  much 
shorter  air  sf)aces  than  in  the  case  of  dry  gun- 
cotton  stopxDing  the  detonation. 

The  rate  of  detonation  of  moist  guncotton 
is  a  little  quicker  than  that  of  dry  guncotto^i ; 
and  that  of  guncotton  satiu'ated  with  water 
(containing  about  30  p.c.  of  it)  is  considerably 
quicker  than  that  of  the  dry.  Abel  (Roy.  Soc. 
1874)  measured  (by  means  of  Noble's-  chrono- 
scope)  the  rate  of  detonation  of  guncotton  under 
different  conditions,  of  dynamite,  and  of  nitro- 
glj'cerin. 

Cylinders  of  compressed  guncotton  3  inches 
in  diameter  were  employed  ;  they  were  placed 
on  their  bases,  and,  when  in  a  continuous  train, 
with  their  circumferences  touching,  and  the 
measurements  of  velocity  of  detonation  were 
made  at  intervals  of  6  feet,  or  sometimes  of  4 
feet,  in  the  train  of  guncotton.  The  following 
are  some  of  the  results  obtained  : — 


Rate  of  progression  of  tlie  detonation ; 

feet  per  second 

Mean  (of  all 

First  6  feet. 

Last  6  feet 

the  measure- 

ments) 

Dry  guncotton,  170  cylinders,  touching 

17,466 

17,738 

17,122 

4  feet 

4  feet 

,,          ,,     i-inch  air  spaces,  28  feet 

15,676 

16,218 

16,776 

4  feet 

4  feet 

Moist  guncotton  (15  p.c.  water),  28  feet,  touching 

18,416 

18,040 

18,375 

Wet  guncotton  (30  p.c.  water),  36  feet,  touching 

22,574 

19,240 

19,948 

Dry  guncotton,  containing  38  p.c.  KNO3,  touching 

15,981 

The  above  results  show  that  there  is  a  de- 
cided increase  in  the  rate  of  detonation  of  gun- 
cotton,  when  the  air  in  the  latter  is  replaced 
by  the  very  slightly  compressible  water — a  be- 
haviour recaUing  the  greater  velocity  of  propa- 
gation of  sound  in  water  than  in  air. 

The  velocity  of  propagation  of  sound,  too, 
comes  nearest  to  the  detonation -velocities  just 
given  ;  thus  the  experimental  values  for  sound 
(of  low  intensity)  in  water  at  8°  is  4708  feet  per 
second,  and  in  ice  is  9512  feet. 

Wet  guncotton,  when  frozen,  is  detonated 
with  certainty  by  the  fulminate  detonators  ordi- 
narily used  for  dry  guncotton  (Abel,  v.  suj)ra). 

The  gases  resulting  from  the  detonation  of 
dry  and  of  wet  compressed  guncotton  were 
examined  by  Noble  and  Abel,  and  from  their 
results  the  two  following  analyses  are  taken. 
The  detonation  was  effected  in  a  very  strong  j 
steel  explosion  vessel,  in  v.-hich  the  gases  were 
formed  under  very  great  pressure.  A  correction 
should  be  made  in  the  dry  guncotton  gases 
for  the  permanent  gases  (2CO  +  2N)  of  the 
mercury  fulminate  detonator,  and  for  the  same 
and  those  from  the  small  quantity  of  dry  gun- 
cotton  priming  in  the  case  of  the  wet  guncotton 
gases  ;  but  as  the  CO  would  be  oxidised  by  the 
gaseous  water  to  an  unknown  extent,  the  direct 
results  are  given. 


Convposition  of  the  iKrmanent  gases,  vols,  'pcr  100. 


Dry  guncotton, 

1620  grains  pellet, 

130  grains  mercury 

fulminate  detonator 

Wet  guncotton 

CO, 

24-24 

32-14 

CO 

40-50 

27-12 

H 

20-20 

26-74 

N 

14-86 

14-00 

CH, 

0-20 

none 

100-00 

100-00 

It  is  noticeable  that  Sarrau  and  VieUle's 
results  for  the  composition  of  the  gases  of  ex- 
plosion of  guncotton  for  the  lower  density  of 
charge  [v.  supra)  approach  the  composition  of 
these  detonation  gases  of  dry  guncotton.  The 
influence  of  the  additional  water  on  the  gases 
of  detonated  wet  guncotton,  in  oxidising  CO  to 
j  CO2  with  formation  of  H,  is  very  marked. 

For  the  condition  of  gaseous  water,  a  greater 
quantity  of  heat  will  be  evolved  by  the  detona- 
tion of  dry  gnneotton  than  by  that  of  moist 
gimcotton  containing  the  same  weight  of  the 
dry  material ;  the  volume  of  the  gases  will, 
however,  be  greater  from  the  moist  than  fi'om 
the  dry  guncotton.  The  volume  of  the  per- 
manent gases  also  will  bo  greater  with  moist 
guncotton,  owing  to  the  H  formed  from  t-lic 
water. 
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Von  Eorster,  in  Germany,  for  special  mili-  | 
lary  use,  coats  pieces  of  moist  compressed  gun- 
cotton  -with  a  skin  of  dry  guncotton  by  im- 
mersing them  for  about  a  quarter  of  a  minute 
in  ethyl  acetate. 

It  has  also  been  proposed  to  use  paraifined 
guncotton  instead  of  moist  guncotton,  pre- 
pared by  immersing  dry  compressed  guncotton 
in  melted  paraffin.  The  parafifin  has  the  ad- 
vantage over  water  that  it  does  not  evaporate  ; 
it  is  said  to  make  dry  guncotton  less  sensitive 
to  shock,  but  it  lowers  the  percentage  of  oxygen, 
and  is  stated  to  be  inflammable. 

Intensity  of  action. — Abbot,  in  his  Report, 
gives  the  intensity  of  action  of  compressed  gun- 
cotton,  detonated  under  water,  as  87,  kicselguhr 
tlynamite  No.  1  being  100.  In  comparative 
experiments  made  in  this  country,  under  different 
conditions  to  Abbot's,  guncotton  has  shown  a 
slightly  greater  intensity  than  dynamite  ;  as, 
for  instance,  in  the  displacement  of  earth  by  the 
detonation  of  buried  charges,  and  in  the  work  of 
excavation  done  by  their  detonation  in  the  bore- 
hole of  lead  cylinders.  Abel's  experiments,  by 
the  latter  method,  give  the  intensity  of  action 
of  guncotton  as  101,  the  dynamite  being  100  ; 
experiments  in  which  the  same  weight  of  ful- 
minate was  used  being  compared. 

Uses. — Guncotton  is  almost  exclusively  em- 
ployed for  military  purposes,  for  use  in  offen- 
sive torpedoes  and  in  submarine  mines,  and  for 
demolitions  on  land.  It  is  also  used  in  the 
manufacture  of  smokeless  powders,  both  military 
and  sporting,  and  in  certain  fuses  and  fuse 
compositions. 

Guncotton  mixtures.  It  has  already  been 
mentioned  that  100  lbs.  CfiHjOalNOajj  require 
24-3  lbs.  additional  oxygen  for  complete  combus- 
tion into  CO.j  and  H^O  ;  and  guncotton,  on 
account  of  the  lower  nitrates  present,  would 
require  more  oxygen.  At  an  early  period  in  the 
history  of  guncotton,  this  oxygen  was  supplied 
in  the  form  of  potassium  or  other  nitrate. 
Potassium  chlorate  was  also  suggested  but 
abandoned,  owing  to  the  lack  of  stability  of  the 
mixture,  although  the  explosive  effect  of  the 
guncotton  was  largely  increased. 

Potentile  is  a  mixture  of  guncotton  and 
potassium  nitrate. 

Tonite,  invented  by  Trench,  is  manufactured 
by  the  Cotton  Powder  Co.  at  Paversham,  and 
also  at  San  Francisco.  It  was  originally  in- 
tended to  be  used  as  a  propeUant,  but  is  now 
only  used  as  a  disruptive  explosive.  No,  1  is 
an  intimate  mixture  of  about  equal  weights  of 
wet  guncotton  pulp  and  barium  nitrate,  the 
paste  being  compressed  into  cartridges  with  the 
usual  recess  for  the  detonator,  and  wrapped  in 
paraffined  paper.  No.  2  is  a  mixture  of  gun- 
cotton,  potassium  and  sodium  nitrates,  charcoal, 
and  sulphur ;  and  No.  3,  a  mixture  of  18-20  p.c. 
guncotton,  11-13  p.c.  dinitrobenzene,  and  67- 
70  p.c.  barium  nitrate,  and  0-5-1  p.c.  moisture. 
Tonite  was  used  in  the  construction  of  the 
Manchester  Ship  Canal.  No.  1  is  used  for 
blasting  hard  rock.  No.  3  is  slower  in  its  action, 
and  is  used  for  soft  rocks.  It  is  also  used  for 
military  purposes. 

Tonite  burns  slowly  and  without  tendency 
to  explosion  on  ignition.  It  detonates  readily 
and  completely,  and  there  is  practically  no 
carbonic  oxide  in  the  products  of  detonation. 


Abel  found  its  intensity  of  action,  by  the 
lead  cylinder  method,  to  be  84,  kieselguhr 
dynamite  No.  1  being  100. 

Abbot  (Addendum  I.  to  his  Report)  cxammed 
tonite  of  San  Erancisco  make,  consisting  of 
52-5  p.c.  guncotton  and  47-5  p.c.  barium 
nitrate.  Detonated  under  water,  it  gave  inten- 
sity 81,  dynamite  being  100. 

Whilst  the  intensity  is  lower  than  that  of 
guncotton,  these  values  show  that  the  gun- 
cotton  is  remarkably  economised  in  tonite.  To 
render  tonite  safe  for  use  in  fiery  mines,  the 
cartridges  are  surrounded  by  a  layer  of  '  Trench's 
Fire-extinguishing  Compound.'  This  is  saw- 
dust impregnated  with  a  mixture  of  alum, 
ammonium  chloride  and  sodium  chloride,  and 
extinguishes  all  flame  from  the  tonite  on  tletona- 
tion  of  the  latter. 

Other  guncotton  mixtures  are  included 
under  '  Smokeless  Powders.' 

Collodion  cotton.  By  coUodion  cotton,  for 
the  purposes  of  explosives,  is  meant  soluble 
nitrocotton.  It  is  less  highly  nitrated  than  gun- 
cotton,  and  at  the  present  time  is  looked  upon 
as  a  mixture,  in  varying  proportions,  of  the  di-, 
tri-,  tetra-,  and  penta-nitrocelluloses  of  Eder's 
classification. 

It  is  possible  to  prepare  soluble  nitrocotton 
of  a  definite  nitrogen  content,  by  working  under 
definite  conditions  as  to  composition  of  acid 
mixture,  and  temperature,  and  time  of  nitration. 
For  smokeless  powders  and  the  gelatin  dyna- 
mites, a  nitrocellulose  soluble  in  nitroglycerin  or 
other  solvents,  containing  as  high  a  percentage 
of  nitrogen  as  possible,  12-5  to  12-7  p.c,  is 
desirable,  and  also  one  capable  of  holding  the 
nitroglycerin  bound,  so  that  it  does  not  exude 
under  varying  climatic  conditions. 

Manufacture. — In  the  manufacture  of  collo- 
dion cotton,  the  finer  qualities  of  white  cotton 
waste  are  used.  The  mixed  acids  are  much 
weaker  than  in  the  manufacture  of  guncotton, 
and  the  temperature  of  nitration  is  higher. 
Lunge,  however  (I.e.),  found  that  the  quality  of 
the  cotton  had  little  or  no  efiect  on  the  quality 
of  the  collodion  cotton  obtained.  He  also  con- 
cludes that  40°  is  the  most  suitable  temperature 
for  obtaining  a  maximum  yield  of  maximum 
degree  of  nitration  and  solubility,  and  that  the 
maximum  content  of  nitrogen  in  the  product  is 
obtained  when  the  ratio  of  sulphuric  acid  to 
nitric  acid  is  not  less  than  0-25  :  1,  and  not  more 
than  3:1. 

The  acid  mixture  usually  used  contains 
about  66  p.c.  H2SO4,  23  p.c.  HNO,„  and  11  p.c, 
HjO  ;  and  the  nitration  is  usually  carried  on 
for  between  1  and  1|-  hours  at  a  temperature  of 
about  40°.  However,  the  exact  acid  mixture 
and  temperature  and  time  of  nitration  vary 
considerably  in  different  factories,  and  sometimes 
collodion  cotton  is  made  in  the  cold  by  using  an 
appropriate  nitrating  mixture. 

The  nitration  is  performed  in  either  lead  or 
iron  nitrating  pots  or  tanks,  or  in  centrifugals, 
and  the  extraction  of  acid,  washing,  ijulping, 
and  other  processes  are  carried  out  in  tiie  sanie 
way  as  with  guncotton. 

Properties. — CoUodion  cotton  should  be  com- 
pletely soluble  in  ether-alcohol  and  in  nitro- 
glycerin. It  is  also  soluble  in  the  solvents  of 
guncotton.  Bemadou  states  that  when  collo- 
dion cotton  is  immersed  in  ether  and  kept  at  a 
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temperature  below  0°,  it  passes  into  solution  or 
forms  a  colloidal  jelly.  Its  exploding  tempera- 
ture is  higher  thau  tliat  of  guncottoii,  and  its 
ex2ilosivc  oll'ect  nmcii  less. 

Smokeless  Powders. 

History. — Attempts  were  made  by  the  in- 
ventors and  early  workers  in  guncotton,  notably 
in  Austria,  to  adopt  it  as  a  propcllant.  Schun- 
bein  and  Otto,  in  1846,  attempted  to  use  gun- 
cotton  in  rifles,  and  von  Lenk,  in  1862,  prepared 
cartridges  of  spun  and  woven  guncotton  for  use 
in  cannons.  The  guncotton  was  nmch  too  rapid 
and  violent  in  its  action,  even  when  woven  or 
compressed,  and  none  of  these  early  experiments 
was  successful. 

Abel,  in  1865  (Eng.  Pat.  1102,  1865),  patented 
a  process  for  granulating  guncotton  wth  a 
solution  of  gum,  and  also  proposed  to  use  a 
mixture  of  guncotton  and  collodion  cotton 
treated  with  a  solvent ;  and  Kellner,  of  Woolwich 
Arsenal,  at  about  the  same  time,  made  a  granular 
smokeless  powder  from  guncotton ;  but  these 
powders  did  not  get  beyond  the  experimental 
stage. 

A  semi-smokeless  powder  was  invented  by 
Schultze,  in  1865,  who  used  nitrated  wood  granu- 
lated Avith  a  saturated  solution  of  barium 
and  potassium  nitrates ;  and  Volkmann,  who 
worked  Schultze's  patent  near  Vienna,  treated 
the  grains  with  a  mixture  of  ether  and  alcohol, 
and  jjracticaUy  made  a  modem  gelatinised 
smokeless  powder.  The  manufacture  of  this 
powder,  however,  was  prohibited,  as  it  infringed 
the  gunjJowder  monopoly  of  the  Austrian 
(Jovernmcnt.  Schultze's  powder  is  still  in  use 
for  sporting  purposes. 

The  difficulty  in  adopting  guncotton  as  a 
propcllant  was  its  porosity,  for  when  the  powder 
was  ignited,  the  flame  was  forced  into  the  in- 
terior of  the  grains,  and  caused  the  whole  charge 
to  explode,  instead  of  burning  progressively. 
Many  attempts  were  made  to  reduce  the  rate  of 
combustion  by  compressioia,  and  by  mixing  the 
guncotton  with  inert  ingredients,  such  as  un- 
nitrated  cotton,  or  coating  the  grains  -with 
paraffin,  stearin,  or  indiarubber,  and  more  or 
less  successful  sporting  powders  were  produced 
in  this  way.  Prentice,  in  1866  (Eng.  Pat.  953) 
suggested  a  sporting  powder  made  of  p.yro- 
paper,  containing  15  parts  of  unnitrated  cellu- 
lose ;  and  Punohon  proposed  to  regulate  the 
speed  of  combustion  of  guncotton  by  soaking  in 
a  solution  of  sugar,  and  added  nitrates  to  in- 
crease the  explosive  force  (Eng.  Pat.  2867, 
1870). 

In  1882  E,eid  (Eng.  Pat.  619,  1882)  patented 
a  process  for  the  granulation  of  a  mixture  of 
soluble  and  insoluble  nitrocellulose,  anil  harden- 
ing the  grains  with  ether-alcohol ;  the  jiroduct, 
known  as  '  E.  C.  Powder,'  is  too  violent  in  its 
action  for  military  purposes,  but  is  still  largely 
used  as  a  sjiorting  powder.  '  J.  B.  Sporting 
Powder,'  afterwards  introduced  by  Johnson  and 
Borland  (Eng.  Pat.  8951,  1885),  was  a  mixture 
of  collodion  cotton  with  potassium  and  barium 
nitrates,  hardened  by  a  solvent  of  the  nitro- 
cellulose and  subsequent  drying. 

Some  form  of  military  smokeless  powder 
became  essential  on  the  introduction  of  small- 
bore magazine  rifles,  and  efforts  were  again  made 
in  1885  to  retard  and  regulate  the  combustion 


I  of  nitrocellulose  by  converting  it  into  a  product 
I  absolutely  devoid  of  all  porosity.  The  sporting 
])o\vders  in  use  at  the  time  were  only  super- 
ticially  hardened,  and  contained  librous  nitro- 
cellulose, but  eventually  Vieille,  in  1886,  intro- 
duced '  Poudre  B,'  named  after  Geneial  Bou- 
langer,  a  completely  gelatinised,  dense,  horn\-, 
and  non-porous  explosive,  made  by  treating  a 
mixture  of  guncotton  and  collodion  cotton  with 
ether- alcohol,  and  this  was  adopted  by  France  as 
a  ])ropellant  for  the  Lebel  rifle. 

Other  countries  at  once  began  to  worlv  on 
similar  lines,  and  Germany  adopted  a  similar 
powder.  But  Nobel,  after  the  invention  of 
blasting  gelatine,  tried  to  utilise  nitroglycerin  as 
an  ingredient  for  a  smokeless  propcllant,  and 
eventually  patented  '  BaUistite  '  in  1888  (Eng. 
Pat.  1471,  1888),  a  coUoid  mixt-ure  of  collodion 
cotton  and  nitroglycerin,  which  at  first  also 
contained  camphor.  This  powder  was  adopted 
I  by  the  Italian  Government.  About  the  same 
time,  an  English  Exj)losives  Committee  was 
working  on  the  same  subject  at  Woolwich,  and 
gradually  evfjlved  a  nitroglycerin  smokeless 
propcllant,  which  Avas  adopted  by  the  British 
Government  under  the  name  of  '  Cordite  '  (Eng. 
Pat.  11664,  1S90).  Cordite  is  a  mixture  of  gun- 
cotton  and  nitroglycerin,  with  a  small  proportion 
of  mineral  jelly. 

Some  form  of  smokeless  powder  was 
rapidly  adopted  by  all  civOised  countries  for 
smaU-arm  purposes,  and  since  that  time  the 
manufacture,  composition,  and  form  of  the 
explosives  have  been  gradually  modified  and  so 
perfected  that,  at  the  present  time,  accurate 
and  reliable  smokeless  powders  are  available 
and  solely  used  as  propellants  even  for  the 
heaviest  ordnance. 

The  general  ])rinciple  in  the  manufacture  of 
all  these  smokeless  powders  is  to  thoroughly 
I  gelatinise  the  nitrocellulose  by  means  of  some 
solvent,  so  that  its  fibrous  character  is  destroyed. 

The  powders  are  more  or  less  hard,  homo- 
geneous colloids,  which  only  biu'n  progressively 
from  the  surface,  so  that  their  combustion  is 
completely  under  control. 

Composition. — Smokeless  and  semi-smokeless 
powders  can  be  roughly  divided  into  the  follow- 
ing classes,  according  to  their  composition  :  (1) 
Nitrocellulose  poA^'ders,  which  may  be  composed 
of  collodion  cotton  or  guncotton  or  a  mixture  of 
the  two.  (2)  Nitrocellulose  powders  with  oxi- 
dising salts,  in  which  one  of  the  divisions  of 
class  (1)  is  mixed  vni\\  a  metallic  nitrate,  and 
pei-haps  other  ingredients.  (3)  Nitroccllulose- 
nitroglycerin  powders,  where  one  of  the  divisions 
of  class  (1)  is  combined  with  nitroglycerin.  (4) 
Nitrocellulose  powders  combined  with  anothcn' 
nitro  derivative,  with  or  without  nitroglj'cerin 
and  metallic  nitrates. 

Military  smokeless  powders.  Although 
powders  belonging  to  all  these  classes  have  been 
tried  for  sporting  purposes,  and  many  of  them 
also  for  military  purposes,  so  far  as  the  latter 
are  concerned,  there  are  to-day  only  two 
varieties  of  smokeless  powders,  nitrocellulose 
powders  and  nitrocellulose-nitroglycerin  powders. 

The  smokeless  powders  of  the  latter  class  are 
more  powerful  thau  the  pure  nitrocellulose 
powders,  for  the  nitroglycerin  supplies  the 
oxygen,  that  is  deficient  in  guncotton,  for 
complete  combustion.    A  smaller  charge  and 
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consequently  a  smaller  gun  chamber  are  neces- 
sary with  the  nitroglycerin  powders  for  equal 
ballistic  results.  The  solvent  is  more  readily 
eliminated  when  the  powder  contains  nitro- 
glycerin, and  the  powders  are  cheaper ;  but  the 
temperature  of  combustion  is  higher,  and,  with 
a  large  proportion  of  nitroglycerin,  the  conse- 
quent erosion  of  the  gun  is  serious.  Nitro- 
cellulose powders  tend  to  give  irregular  ballistics, 
owing  to  their  sometimes  more  porous  nature 
and  frequent  physical  instability  on  storage, 
and  sometimes  quite  a  small  proportion  of  nitro- 
glycerin is  added  to  remedy  this  defect. 

Secondary  ingredients. — Besides  the  main 
ingredients,  nitrocellulose  and  nitroglycerin, 
military  smokeless  powders  usually  contain 
small  quantities  of  other  substances  added  for 
attaining  some  special  purpose.  These  secon- 
dary ingredients  may  be  added  as  moderants  or 
deadeners,  stabilisers,  or  cooling  agents. 

Moderants  or  deadeners  are  added  to  reduce 
or  control  the  rate  of  combustion  of  the  explo- 
,  sive.  Amongst  these  substances  may  be  men- 
tioned camphor,  vegetable  oils,  such  as  castor 
oil ;  and  mineral  hydrocarbons,  such  as  paraffin 
and  vaseline. 

Stabilisers. — The  addition  of  a  small  quantity 
of  alkali  was  frequently  made  in  the  early  days 
of  smokeless  powders  to  combine  with  any  acid 
developed  in  them  on  storage.  This  addition  of 
alkaline  neutralising  agents  was,  however,  soon 
shown  to  be  harmful,  because  they  are  liable, 
under  certain  conditions,  to  hydrolyse  the  nitro- 
compounds. 

This  is  true  even  of  so  mild  an  alkali  as 
calcium  carbonate.  Alkaline  neutralisers  yield 
nitrites,  which  decompose  again  at  elevated 
temperatures,  and  so  act  catalyticaUy  in  decom- 
posing the  nitrocellulose. 

Residual  solvent  was  found  to  stabilise  the 
powders  to  a  considerable  extent  by  absorbing 
the  products  of  decomposition ;  and  to  prevent 
rapid  loss  by  evaporation,  solvents  of  high 
boiling-point  were  used,  for  instance,  a  little 
amyl  alcohol  was  added  to  an  ether- alcohol 
solvent.  The  elimination  of  the  solvent  leaves 
the  powder  porous  and  so  accelerates  the  rate 
of  decomposition. 

The  more  usual  method  of  stabilising  is  to 
add  a  small  quantity  of  some  substance  that 
will  forih  a  stable  compound  by  chemically  com- 
bining with  any  liberated  peroxide  of  nitrogen, 
and  so  act  so  long  as  any  of  the  free  substance 
is  left.  Aniline,  diphenylamine,  aminoazoben- 
zene,  nitroguanidine,  and  similar  compounds  are 
added  for  this  purpose.  The  vaseline  in  cordite, 
although  originally  added  for  another  purpose, 
has  been  proved  to  have  a  marked  stabilising 
influence.  Soaps,  resins,  and  oils  have  also 
been  suggested  as  stabilisers. 

The  Erench  Commission,  on  the  explosion  of 
smokeless  powder  on  the  '  Jena  '  in  1907,  drew 
attention  to  the  fact  that  substances  like 
diphenylamine  and  aniline  not  only  act  as 
stabilisers,  but  also  as  indicators  of  decomposi- 
tion, owing  to  the  formation  of  local  spots  or 
patches  of  peculiar  colours,  and  such  substances 
have  been  increasingly  used  for  this  purpose 
since  that  time. 

Cooling  agents. — Most  smokeless  powders 
have  a  high  temperature  of  explosion,  which  not 
only  causes  erosion  of  the  bore  of  the  gun,  but 


also  gives  a  strong  and  readily  visible  flame. 
The  more  complete  the  combustion,  the  higher 
the  temperature  of  explosion,  and  simple  altera- 
tion of  proportions  of  the  ingredients  of  a  nitro- 
glycerin and  nitrocellulose  explosive,  so  as  to 
render  the  combustion  less  complete,  wiU  give 
a  lower  temperature  and  less  flame,  as  is  in- 
stanced by  "  modified  cordite."  The  sixbstances 
added  as  moderants  (oils,  fatty  and  mineral, 
wax,  resin,  camphor,  &c. )  tend  in  the  same 
direction,  and  the  addition  of  charcoal  has  also 
been  proposed.  With  these  additions,  the  pro- 
ducts of  combustion  contain  more  carbonic 
oxide  and  hydrogen,  and  the  actual  temperature 
of  explosion  is  less.  The  addition  of  a  sufficient 
quantity  of  these  substances  to  adequately 
reduce  the  temperature  of  explosion  causes  a 
serious  reduction  of  the  explosive  power.  The 
use,  in  comparatively  large  quantity,  of  sub- 
stances like  guanidine  nitrate,  nitroguanidine, 
and  substituted  ureas,  has  been  claimed  to  re- 
duce the  temperature  of  explosion  wthout  re- 
ducing the  ballistics  of  the  powder. 

With  incomplete  combustion,  however,  the 
carbon  monoxide  and  hydrogen  inflame  on  coming 
in  contact  with  the  air,  and,  burning  together 
with  any  unburnt  charge,  produces  a  very 
decided  flame.  To  produce  a  flameless  explosive, 
substances  are  added  so  as  to  mix  the  products 
of  explosion  with  a  sufficient  proportion  of  non- 
inflammable  gas  to  protect  the  inflammable 
gases  from  the  atmosphere  until  their  tempera- 
ture has  fallen  below  their  ignition-point.  The 
problem  is  similar  to  the  jiroduction  of  a  safety 
detonating  explosive  for  use  in  fiery  coal-mines, 
and  similar  remedies  have  been  proposed. 

Duttenhofer  (Eng.  Pat.  24782,  1904)  pro- 
posed the  addition  of  an  alkaline  bicarbonate, 
claiming  that  it  had  no  detrimental  effect  on 
the  stabflity  of  the  explosive,  as  is  the  case  with 
the  normal  carbonate.  It  cools  the  flame  by  the 
liberation  of  its  water  of  crystallisation  and 
carbon  dioxide.  In  a  later  patent,  Luciani 
(Er.  Pat.  .380963,  1906)  proposes  a  mixture  of 
carnauba  wax,  bees-wax,  and  sodium  bicar- 
bonate. Edwards  (Eng.  Pat.  24025,  1907,  and 
12188,  1908)  proposes  a  similar  mixture,  in 
which  the  sodium  bicarbonate  may  be  replaced 
by  the  ammonium  or  magnesium  compounds; 
and  Vender  (Fr.  Pat.  405822,  1909)  claims  for 
hydrated  magnesium  carbonate  or  manganese 
peroxide.  Oxalic  acid  and  its  salts  have  also 
been  tried,  but  a  really  suitable  ingredient  for 
decreasing  the  flame  of  smokeless  powders  in 
guns  of  large  calibre  has  however  not  yet  been 
found. 

Solvents. — The  solvents  used  in  the  gelatini- 
sation  of  smokeless  powders  are  usually  acetone, 
ethyl  acetate  or  amyl  acetate  for  guncotton 
powders,  and  a  mixture  of  ether  and  alcohol  for 
the  coUodion  cotton  powders. 

Powders  gelatinised  with  ether-alcohol  are 
very  liable  to  blister,  curl  up,  and  become  dis- 
torted during  drying,  owing  to  the  rapiil  evapo- 
ration of  the  ether,  and  there  is  difficulty  in 
driving  off  the  amyl  acetate  owing  to  its  high 
boiling-point.  The  correct  proportion  of  solvent 
has  to  be  carefully  worked  out  for  individual 
powders.  Too  much  solvent  increaR(^s  the 
difficulty  of  drying,  and  increases  the  liability 
to  distortion  and  cracldng,  whilst  too  little 
delays  the  mixing  and  renders  it  imperfect. 


EXPLOSIVES. 


455 


The  secondary  ingredients  arc  nsually  flis- 
solved  in  the  solvent  belore  it  is  added  to  the 
main  ingredients. 

Heating  witli  oaraphor  untler  pressure,  in- 
stead of  treatment  Avith  solvents,  gelatinises  and  | 
hardens  soluble  nitrocellulose  powders,  but  this  ' 
substance,  as  it  remains  as  a  constituent,  causes 
physical  instability  owing  to  its  volatility,  and 
its  use  has  been  abandoned.  The  solvents  used 
in  the  gelatin  isation  do  not,  as  a  rule,  remain  in 
the  finished  jDowders  except  in  very  small 
quantity. 

Manufacture. — Only  a  general  outline  of  the  ! 
manufacturing  processes  is  given  here  :    the  | 
details  va,Ty,  and  some  are  given  under  individual 
powders. 

The  drying  of  the  nitrocotton. — This  is  one  of 
the  most  dangerous  operations  in  the  manu- 
facture of  smokeless  jjowder,  especially  when 
the  last  portions  of  the  moisture  arc  being 
driven  off.  Any  dry  dust  is  very  susceptible 
to  ignition  by  friction  or  shock,  and  the  dry 
nitrocotton  is  readily  electrified  even  by  a 
current  of  dry  air,  and  special  precautions  have 
to  bo  taken  to  connect  the  di'ying  trays  to 
earth,  the  necessity  for  which  was  first  pointed 
out  by  Reid.  The  nitrocellulose  is  sometimes 
dried  by  removing  part  or  the  whole  of  the  water 
by  treating  it  with  alcohol.  This  process  was 
used  in  1891  in  Austria,  and  was  patented  in 
England  by  Durnford  in  1892.  To  render  the 
nitrocelMose  anhydrous,  it  is  first  soaked  in 
alcohol  that  has  been  j)reviously  used,  squeezed 
and  pressed,  and  then  treated  similarly  with 
fresh  alcohol.  A  further  advantage  of  this 
process  is  that  some  unstable  impurities  may  be 
eliminated  by  this  washing  with  alcohol. 

Mixing  and  incorporating. — The  nitrocellu- 
lose should  be  in  as  fuie  a  condition  as  jiossible. 
The  first  wetting  with  the  solvent  is  a  difficult 
matter,  and  is  sometimes  effected  in  vacuo.  The 
absence  of  all  dust,  when  once  the  solvent  is 
added,  makes  the  manufacture  of  smokeless 
powders  much  safer  than  that  of  gunj)owder. 
Even  if  ignition  occurs,  the  combustion,  though 
fierce,  never  leads  to  explosion,  and  is  usually 
very  local  in  its  effects. 

The  incorporation  is  usually  carried  out  in 
kneading  machines,  but  sometimes  by  rolling. 
The  kneading  machine  almost  exclusively  used 
is  that  of  Werner,  Pfleiderer,  and  Perkins.  It 
consists  of  an  iron  trough,  the  upper  part  of 
which  is  rectangular.    The  bottom  is  in  the 
form  of  tuo  parallel  half-cylinders,  in  which  two 
heavy  screw-shaped  padcUe-blades  revolve  in 
opposite  directions,  one  at  about  twice  the  rate  ! 
of  the  other.    The  allowance  between  the  blades 
and  bottom  is  small  and  the  mixture  is  thoroughly  \ 
kneaded  and  mixed  between  them  and  the  trough,  j 
The  mass  becomes  considerably  heated  during  I 
the  kneading,  and  to  prevent  loss  of  solvent,  the 
machine  is  covered  and  the  bottom  is  surrounded 
by  a   cold-water  jacket.     It  is  necessary  to 
connect  the  mixing  machines  to  earth,  as  in  the 
case  of  the  drying  trays.  i 

When  the  material  is  to  be  worked  into 
sheets,  the  rolling  is  effected  in  two  operations, 
the  first  to  effect  incorporation  of  the  materials, 
and  then  between  closer  set  rollers  to  reduce  the 
sheets  to  the  requisite  thickness.  For  powders 
of  the  baULstite  type,  the  rollers  are  hollow  and  I 
steam  heated.    The  sheets  are  then  dried  to  ! 


drive  off  greater  part  of  the  solvent,  and  again 
rolled  to  eliminate  any  blisters  formctl  during 
the  drymg.  'I'hick  slieets  are  produced  by 
foldmg  the  thin  sheets  over  and  over  and  passing 
them  back\vards  and  forwards  between  the  rolls, 
by  which  means  a  homogeneous  thick  sheet  is 
obtained. 

Gutting  and  'pressing. — The  partially  dried 
sheets  arc  usually  cut  into  small  square  plates. 
The  machines  generally  used  are  similar  to  those 
in  use  at  the  German  Government  factory  at 
Spanclau,  in  which  two  sets  of  revolving  circular 
cutting  knives,  slightly  overlapping,  cut  the  sheet 
into  strips,  which  are  then  fed  over  a  fixed  cutting 
edge,  and  chopj)ed  into  jjlates  or  cubes  by  a  set 
of  rotating  knives.  Round  flakes  and  discs  are 
cut  from  cords.  After  cutting,  the  grains  are 
further  dried. 

C'ord  and  tube  powder  is  usually  pressed 
through  dies,  as  in  the  manufacture  of  cordite, 
the  material  being  sometimes  subjected  to  a 
preliminary  rolling  to  exclude  air  bubbles,  but 
the  Austrian  rifle  powder  is  stated  to  be  drawi 
and  not  pressed.  For  producing  the  tubular 
and  multi-perforated  jjowders,  one  or  more  pins 
are  arranged  so  as  to  project  into  the  holes  of 
the  dies. 

Drying. — The  powders  are  dried  slowly  in 
stoves,  at  a  temperature  of  about  40°.  The 
time  of  ch-ying  depends  on  the  size  and  shape  of 
i  the  grains,  but  usually  lasts  several  days.  In 
I  modern  factories,  the  drying  stoves  are  air- 
tight, and  the  current  of  hot  air  is  drawn,  by 
means  of  fans,  through  special  apparatus  for 
recovering  the  solvent.  In  some  cases,  the 
solvent  is  largely  eliminated  by  boiling  the 
shaped  powder  in  water. 

One  of  the  drawbacks  of  pure  nitrocellulose 
powders  is  the  difficulty  of  eliminating  the 
solvent  in  a  reasonable  time,  especially  from  the 
larger  sizes,  without  causing  the  development  of 
cracks  on  the  surface  of  the  grains.  Sometimes 
a  rather  large  proportion  of  solvent  is  left  in  the 
powder,  but  then  on  storage  the  solvent 
evaporates,  and  cracks  may  also  form  and  so 
render  it  impossible  to  attain  the  constancy  of 
ballistics  necessary  m  a  military  powder.  The 
solvent  can  be  more  easily  removed  from  nitro- 
glycerin powders,  and  the  higher  the  jjercentage 
of  nitroglycerin  the  more  rapidly  and  more 
efficiently  can  the  solvent  be  eliminated. 

The  flake  small-arm  powders  are  usuall\' 
graphited,  so  that  the  grains  may  run  freely 
through  the  cartridge-loading  machines. 

Blending. — To  ensure  uniformity  of  ballistics, 
the  different  batches  of  powder  are  thoroughly 
blended. 

Sporting  smokeless  powders  may  bo  broadly 
divided  into  two  classes — bulk  powders  and  con- 
densed powders. 

The  bulk  powders  have  a  low  densitj',  and  are 
designed  so  that  a  cha^e  may  have  the  same 
bulk  as  black  gunpowder  to  give  the  same 
velocity  and  pressure.  They  are  used  mainly 
in  shot  guns,  and  only  to  a  limited  extent  in 
sporting  rifles.  The  grains  arc  loose  and  only 
surface  hardened  by  means  of  a  solvent.  They 
are  usually  composed  of  soluble  nitrocellulose, 
mixed  with  either  iwtassium  or  barium  nitrate, 
and  are  generally  worked  up  in  an  inc(irj)i)rating 
mill.  The  mixture  is  usually  granulated  either 
by  sprmkling  with  water  and  rotating  in  a  dium 
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or  by  spreading  out  on  a  rapicUj^  oscillating  ] 
table,  but  sometimes  the  mixture  is  slightly' 
compressed   and   afterwards    broken   u])   into  j 
grains.    In  all  cases,  the  solvent  is  sprinkled 
over  the  powder  after  granulation. 

The  condensed  poirders  have  a  high  density, 
and  the  charge  occupies  only  one-third  to  one-half 
that  of  a  gunpowder  charge.  They  are  used  onlj' 
in  specially  designed  modern  weapons.  These 
powders  are  completely  gelatinised,  and  are 
made  in  a  similar  way  to  the  military  flake  ■ 
small-arm  powders.  The  powder  paste  is  rolled 
into  thin  sheets,  which  are  cut  up  into  small 
flakes,  and  the  grains  dried  as  usual.  < 

Occasionally  sporting  po\\'ders  are  made  hy 
an  intermediate  process,  the  grains  being 
thoroughly  gelatinised.  The  powder,  wet  with  ! 
solvent,  is  treated  with  steam,  so  that  the 
solvent  rapidly  evaporates  and  leaves  the  grain 
in  a  bulky  form,  but  the  nitrocellulose  is  har- 
dened throughout  the  mass,  and  waterproofed.  ' 

Properties. — Pure  nitrocellulose  po^xlers  arc 
grey  to  yellow,  and  nitroglycerin  poA\ders  yellow 
to  bro\vn  in  colour.  They  are  sometimes 
coloured  by  the  secondary  ingredients,  or  dye 
substances  may  be  added,  and  the  grains,  more  | 
especially  those  of  smaller  size,  are  frequently 
coated  with  graphite,  giving  them  a  grey  to 
black  colour.  The  .surface  is  usually  smooth,  but  | 
sometimes  matted.  The  powders  usually  have 
the  consistency  of  horn,  but  those  containing 
nitroglycerin  are  softer  and  more  readily  cut 
than  the  pure  nitrocellulose  powders.  The 
specific  gravity  of  the  powders  varies  with  their 
composition  and  mode  of  manufacture,  but  the 
gravimetric  density  of  the  small  flakes  or  grairs 
is  usually  between  0-25  and  0-40. 

The  shape  of  the  grains  varies  considerably. 
Sporting  powders  are  usually  in  grains  or  very 
thin  flakes ;  military  small-arm  po«'ders  either 
in  thin  squares,  rectangular  plates  or  discs,  or  in 
small  cubes,  thin  cords,  or  narrow  ribbons.  The 
powders  for  large  guns  may  be  in  the  form  of 
ribbons,  thick  cords,  round  or  square  sectioned, 
large  cubes,  tubes,  or  cylinders,  the  size  and 
shape  of  the  grain  being  adapted  to  any  parti- 
cular-sized gun,  so  that  the  highest  possible 
muzzle  velocities  may  be  obtained  without 
excessive  pressures.  The  larger  the  grain,  the 
less  the  initial  burning  surface  per  unit  A\eight, 
and  the  slower  burning  the  charge.  The 
thicker  cords  and  cylinders  are  frequently  per-  j 
forated  through  their  length  by  one  or  more 
fine  holes.  The  length  of  the  perforated  cords 
must  not  be  too  great,  or  they  break  up  into 
fragments  under  the  pressure  developed  in  a  ^ 
gun,  and  the  excessive  pressures  developed  may 
burst  the  gun.  If  very  long,  tubes  wiU  even 
burst  when  fired  in  the  open.  Sometimes  long 
perforated  cords  have  transverse  cuts  or  perfora-  ' 
tions  made  in  them  at  intervals  to  facilitate  the 
escape  of  the  gases  and  prevent  the  bursting. 

Irregularity    of    ignition    causes  irregular 
burning  and  pressures.      Flakes,   strips,  and  } 
sheets  may  ignite  and  burn  irregularly,  owing 
to  the  grains   adhering  together.    To  prevent 
this  irregular  ignition   and  burning,  the  flakes 
are  frequently  cupped,  and  the  strips  and  sheets 
have  grooves  cut  in  them,  or  have  ridges  moulded 
on  their  surface.  | 
To  vary  the  rate  of  burning,  the  grains  are  1 
sometimes  coated  with  a  non-explosive,  such  as  i 


a  wax,  or  a  semi-explosive,  like  dinitrotoluene, 
and  grains  budtujj  of  layers  of  different  rates  of 
burning,  the  inner  being  the  more  explosive, 
have  been  suggestrcd. 

Stability,  physical  anil  chemical,  under  all 
conditions  of  climate,  storage,  and  use,  is  one  of 
the  most  desirable  qualities  in  a  military  explo- 
sive. Smokeless  powders  usually  contain  small 
quantities  of  moisture  or  residual  solvent.  This 
has  a  considerable  influence  on  the  shooting 
qualities  of  a  powder,  and  has  to  be  carefully 
regulated  in  quantity.  The  effect  of  excess  of 
solvent,  especially  on  the  nitrocellulose  powders, 
In  causing  physical  instability  has  been  already 
pointed  out.  Pure  nitrocellulose  or  nitro- 
glj'cerin-nitrocellulose  powders  are  not  affected 
by  moisture,  but  all  nitrocellulose  powders  are 
subject  to  slight  deterioration  on  storage,  the 
deterioration  being  a  function  of  the  tempera- 
ture, increasing  with  rise  of  temperature.  The 
chemical  stability  of  military  powders  is  tested 
on  manufacture  and  at  frequent  intervals  {see 
Stahilitij  tests).  Nitroglycerin  powders  may 
exude  nitroglycerin  on  cold  storage,  but  it  is 
usually  re-absorbed  at  normal  temperatures. 

Smokeless  powders  require  smaller  charges 
and  gun  chambers  to  produce  equal  velocities 
with  black  gunpowder,  and  the  jsressures  are 
more  slowly  developed  and  better  sustained 
whilst  the  shot  is  in  the  bore  of  the  gun.  This 
gradual  development  of  the  pressure  depends  on 
their  colloidal  nature  ;  the  grains  when  ignited 
only  burn  in  successive  layers,  even  under  the 
high  pressures  developed  in  a  gun.  An  ideal 
propellant  should  have  a  low  maximum  pressure, 
slowly  developed  and  maintained  so  long  as  the 
projectile  is  in  the  bore  of  the  gun,  and  should  be 
completely  consumed  at  the  moment  the  pro- 
jectile leaves  the  bore. 

The  regularity  of  the  shooting  of  smokeless 
powders,  after  regularity  of  ignition,  depends  on 
the  purity  of  the  materials  and  the  perfection  of 
the  manufacture.  All  powders  are  carefully 
blended,  and  subjected  to  analysis  and  a  test  for 
pressures  developed  and  velocities  obtained 
before  acceptance. 

Smokeless  powders  are  very  insensitive  to 
shock  and  percussion  ;  they  are  not  fired  by  the 
passage  of  a  bullet  through  them.  Even  those 
powders  with  a  high  percentage  of  nitroglycerin 
cannot  be  detonated  by  means  of  a  strong 
detonator,  unless  there  is  much  unabsorbed 
nitroglycerin  present.  They  are  somewhat 
difficult  to  ignite,  and  sometimes  ignite  irregu- 
larly, owing  to  their  horny  nature  and  smooth 
surface.  Small-arm  powders  require  more  power- 
ful caps  than  black  gunpowder,  and  the  larger 
charges  require  priming  with  gunpowder  or 
guncotton  to  make  ignition  certain.  The 
ignition  point  of  gelatinised  nitrocellulose 
powders  is  about  175°-180°,  and  of  nitroglycerin- 
nitrocellulose  powders  about  180°-185°,  when 
the  temperature  is  raised  rather  rajiidlN'.  The 
ignition  point  is  lowered  by  heating  up  slowly, 
and  even  a  trace  of  acid  has  a  considerable 
effect  in  lowering  the  ignition-point. 

The  solid  residue  from  smokeless  powders 
and  its  effect  on  the  formation  of  rust  in  small 
arms  has  been  examined  by  van  Pittius  (Zeitsch. 
angew.  Chem.  1906,  848).  He  found  that  a 
graphited  pure  nitrocellulose  powder  gave  about 
0-11  p.o.  of  a  faintly  alkaline  residue.   The  inattur 
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iii:;(ilubli'  in  water  was  0-01  p.c,  and  conlaiued 
ovaiihitc,  oxides  of  coiijicr  and  iron,  and  traces  of 
auiiinony  sulphide.  'Idie  soluble  residue,  0-1  ]).e. 
on  (  he  j)o\vder,  eontainetl  .17  p.e.  jjotassiuin  ferru- 
cyanide,  17  p.c.  ammonium  carbonate,  13  JJ-C. 
ferric  chloride,  31  p.c.  potassium  carbonate, 
10  p.c.  calcium  chloride,  7  p.c.  copper  .sulphate, 
and  5  p.c.  potassium  antimoniate.  The  residue 
contained  no  nitrates,  nitrites,  chlorates, 
cyanides,  or  sulphides.  A  graphited  nitrocel- 
lulose-nitroglycerin  powder,  40  :  60,  gave  about 
2  p.c.  of  a  faintly  alkaline  i-esidue  of  which  only 
about  Jf|th  was  insoluble  in  water,  and  contained 
graphite  and  oxides  of  iron  antl  copper.  The 
soluble  residue  contained  51  p.c.  potassium 
carbonate,  38  p.c.  jjotassium  chloride,  11  p.c. 
])otassium  antimoniate,  and  traces  of  iron  and 
sulphate.  There  Vt'ore  no  nitrates,  nitrites, 
chlorates,  cyanides,  ferrocyanides,  sulphides,  or 
ammonium  salts  present.  In  the  residues,  the 
antimony,  potassium,  sulphate,  and  chloride, 
actually  come  from  the  oaj")  composition,  the 
iron  largely  from  the  gvni  and  the  copper  from 
the  bullet. 

After  experimenting  with  various  solutions, 
Pittius  concludes  that  the  residue  from  the 
powders  are  not  in  themselves  rust  producers, 
but  become  so  after  a  time,  as  they  are  hygro- 


scopic. Erec|uent  M-ashing  out  of  the  gun  and 
subsequent  oiling  with  a  viscous  lulirioant  will 
be  sufficient  to  ]5rovent  rusting. 

The.  erosion  of  the  bore  of  the  gims  caiiscil 
by  smokeless  powders  is  almost  entirely  con- 
ditioned by  the  temperature  developed  in  theii' 
explosion,  and  not  to  any  corrosive  action  of  the 
products  of  combustion.  It  is  greater  with  the 
powders  containing  nitroglycerin  than  with  the 
])ure  nitrocellulose  powders. 

The  gaseous  products  of  combustion  of 
smokeless  powders  are  water  vapour,  carbonic 
acid  gas,  carbonic  oxide,  hydrogen,  nitrogen, 
and  a  small  quantity  of  marsh  gas.  Sometimes 
oxides  of  nitrogen  are  formed  when  the  explo- 
sion is  imperfect.  They  may  be  always  prod\icefl 
at  the  moment  of  explosion  and  be  subsequently 
reduced  by  the  large  volume  of  carbonic  oxide 
and  hydrogen  at  a  high  temperature. 

The  heat  of  explosion  and  products  of  com- 
bustion of  several  commercial  varieties  of 
smokeless  powder  have  been  determined  by  the 
ordinary  calorimetric  bomb  method,  by  Macnab 
and  Leighton,  and  the  folloAving  table  showing 
some  of  their  results  is  taken  from  a  ]Daper  read 
by  them  before  the  Society  of  Chemical  Industrv, 
iii  March,  1904  (J.  Soc.  Chem.  Ind.  1904, 
298):— 


Vimdev 

Calories 
per  gram 

Permanent  gas 

per  gram 
0° and  760  mm. 

Water  vapour 
CO.  per  gram 

Total  gas 
c.c.  per  gram 
0^  and  760  mm. 

Percentage  compositz(jn  of  permanent  gas 

CO., 

CO 

H 

N 

Imperial  Sehnltze 

742 

763 

1.52 

915 

8-9 

52-7 

I-O 

27-0 

10-4 

Amberite 

745 

635 

156 

791 

12-0 

50-0 

0-4 

25-5 

12-1 

S.S.  . 

755 

695 

131 

816 

11-8 

51-3 

0-8 

23-7 

12'4 

E.G.  . 

762 

718 

158 

876 

11-9 

52-1 

0-5 

23-9 

11-6 

Schultze 

786 

576 

160 

736 

15-5 

46-7 

0-8 

23-0 

14-0 

Kynoch's  smokeless 

807 

600 

126 

726 

14-8 

49-5 

0-7 

18-8 

16-2 

Cannonite  . 

845 

726 

146 

871 

14-6 

49-9 

0-6 

22-2 

12-7 

Shot-gun  rifleite  . 

896 

705 

169 

874 

19-0 

45-3 

0-8 

21-5 

13-4 

Walsrode 

1014 

669 

206 

875 

21-3 

48-2 

0-4 

10-1 

14-8 

Cordite  M.D. 

1031 

726 

215 

941 

16-3 

50-4 

0-0 

19-7 

13-6 

Cordite 

1253 

647 

235 

882 

24-9 

40-3 

0-7 

14-8 

19-3 

Sporting  ballistite 

1286 

591 

234 

825 

32-2 

37-1 

0-4 

10-1 

20-2 

Under  the  conditions  of  the  experiments  no 
oxides  of  nitrogen  Avere  formed.  The  authors 
call  attention  to  the  fact  that  the  quantity  of 
lieat  developed  in  the  nitrocellulose  powders 
increases  with  the  nitrocellulose  content,  and 
that  a  large  increase  takes  place  when  nitro- 
glycerin is  present.  Other  conclusions  are,  that 
as  the  heat  increases,  the  quantity  of  carbon 
dioxide  increases,  the  carbon  monoxide  and 
hydrogen  decrease,  and  a  larger  quantity  of 
water  vapour  is  formed. 

The  relative  temperatures  of  explosion  of 
these  powders  were  determined  by  a  thermo- 
electric pyrometer  method  described  by  Macnab 
and  Ristori  in  1900  (Proc.  Roy.  Soc.  66,  221). 
The  order  of  the  powders  according  to  the 
temperature  developed  A\'as,  broadly  speaking, 
the  same  as  that  given  by  the  total  heat  of 
combustion. 

The  constants  of  explosion  of  several  smoke- 
less powders  have  been  exhaustively  examined 


b}'  Noble,  showing  their  relationship  to  the 
density  of  loading  (see  Proc.  Roj'.  Soc.  1905,  381, 
512  and  1900,  453).  With  the  density  of  charge 
varying  from  0-05  to  0-50,  Noble  found  that,  as 
a  general  rule,  with  increase  of  resulting  tem- 
perature and  pressure,  there  was  at  first  a  slight 
increase  and  then  a  steady  decrease  in  the 
volume  of  the  permanent  gases,  also  a  large 
increase  in  the  volume  of  COo  and  decrease  in 
the  volume  of  CO.  The  volume  of  H  decreases 
with  increasing  pressure,  while  that  of  CH4 
rises  rapidly.  He  also  found  that  the  amount  of 
erosion  depended  almost  entirely  on  the  heat 
developed,  and  was  independent  of  the  pressure. 

Only  a  few  smokeless  powders  can  be  referred 
to  in  any  detail.  With  many  powders  the  details 
of  composition  and  manufacture  are  desired  to 
be  kept  secret ;  and  of  the  details  characteristic 
of  any  powder,  only  those  are  given  which  have 
been  already  published. 

The  military  smokeless  powders,  especially. 
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are  constantly  undergoing  modifications  and 
imjirovements  and  frequently  different  compo- 
sitions, nitrocellulose  or  nitroccUulose-nitro- 
glycerin  powders  of  different  degrees  of  nitration 
and  proportions,  are  in  use  at  the  same  time  by 
a  country  for  military  purposes,  according  to 
tlie  calibre  of  the  gun  in  which  they  are  to  be 
used,  and  according  as  the  powder  is  required 
as  a  propcUant  or  for  blank  ammunition. 

As  far  as  the  military  small-arm  powders  are 
concerned,  England,  Italy,  and  Norway  generally 
use  nitroglycerin  powders,  other  countries  nitro- 
cellulose powders. 

(1)  Nitrocellulose  Powders. 

Poudre  B.,  or  Vieille  powder,  was  the  pioneer 
of  military  smokeless  powders.  As  invented  by 
Vieille,  in  1886  (Me'm.  des  Poudres  et  Salpetres, 
1908-9),  it  was  a  mixture  of  soluble  and  in- 
soluble nitrocellulose,  thoroughly  gelatinised  with 
a  mixture  of  ether  and  alcohol,  rolled  into  sheets 
and  then  cut  into  strips.  It  sometimes  con- 
tained about  2  p.c.  paraffin.  It  had  a  nitrogen 
content  of  about  12-7  p.c.  Amyl  alcohol  was 
subsequently  added  in  varying  proportions  up 
to  2  p.c.  as  a  stabiliser  in  the  powders  AM^  and 
AM,.  1-5  p.c.  of  diphenylamine  was  also  tried 
^s  a  stabiliser,  but  a  powder  containing  8  p.c.  of 
amyl  alcohol  has  sho\vn  better  keeping  qualities 
than  those  containing  diphenylamine. 

E.  C.  powder,  a  bulk  sporting  powder,  as 
originally  invented  by  Reid,  was  a  pure  nitro- 
cellulose powder,  superficially  gelatinised  with 
ether-alcohol  and  coloured  orange  with  aurine. 
The  E.  C.  powders  are  now  manufactured  by 
the  E.  C.  Powder  Co.  at  Dartford,  under  the 
patents  of  Johnson  and  Borland,  already  men- 
tioned, and  contain  a  more  highly  nitrated 
cotton,  ^^^th  potassium  and  barium  nitrates  and 
sometimes  camphor  and  wood  meal. 

Walsrode  powder,  one  of  the  earliest  granu- 
lated sporting  powders,  made  by  Wolff  and  Co. 
of  Walsrode,  is  a  pure  nitrocellulose  powder 
gelatinised  with  ethyl  acetate.  The  grains  were 
formed,  and  the  solvent  eliminated  by  adding 
water  to  the  kneaded  mass  and  introducing 
steam,  and  subsequent  boUing  in  water ;  the 
grains  were  then  centrifugated  and  dried.  The 
granulation  is  now  effected  differently,  but  the  I 
essential  treatment  is  the  same.  The  finished 
powder  contains  about  1  p.c.  of  volatile  matter 
and  98-5  p.c.  of  nitrocotton. 

M.  N.,  or  Maxim-Nordenfelt,  powder  is  an 
American  guncotton  powder  gelatinised  with 
ethyl  acetate. 

Normal  powder  manufactured  by  the  Swedish 
Powder  Co.  of  Landskrona,  and  adopted  by 
the  Swiss  Government,  is  a  gelatinised  guncotton 
powder  made  in  various  forms.  Ethyl  acetate  is 
the  gelatinising  solvent.  The  small-arm  powder 
was  at  one  time  in  the  form  of  small,  light-grey, 
graphited  square  tablets  of  about  1-25  mm.  side, 
but  now  small  cylinders,  of  about  1  mm.  diameter 
and  length  are  used.  It  contains  about  1-5  p.c. 
of  residual  solvent,  and  about  95  p.c.  guncotton. 

Von  Fiirsler  powder  (Ft.  Pat.  164792,  1884) 
and  Troisdorf  powder  are  gelatinised  nitro- 
cellulose flake  powders,  the  former  containing  a 
little  calcium  carbonate. 

Wetteren  powder,  made  by  C'ooppal,  and  used 
as  the  Belgian  Service  powder,  is  a  guncotton  : 
powder,  containing  a  little  calcium  carbonate, 


gelatinised  with  amyl  acetate.  It  was  at  one 
time  a  nitroccnuloso-nitroglyccrin  I30wder,  con- 
taining soluble  nitrocellulose  and  about  30  p.c. 
nitroglycerm,  the  small-arm  powder  being  made 
into  graphited  cubes  of  about  1-5  mm.  side. 

Maxim-Schuppham  powder  is  an  American 
powder  composed  of  80  p.c.  insoluble  nitro- 
cellulose,. 19-5  p.c.  soluble  nitrocellulose,  and 
0-5  p.c.  urea.  Another  form  contains  80  p.c. 
guncotton,  9  p.c.  nitroglycerin,  10  p.c.  collodion 
cotton,  and  1  p.c.  urea. 

The  powder  used  in  the  cartridges  for  the 
Mannlicher-Schoenauer  (Austro-Hungarian)  rifle 
is  m  the  form  of  thin  cupped  discs,  of  2  mm.  dia- 
meter,lightly  graphited,composed  of  soluble  nitro- 
cellulose, with  about  1  p.c.  of  residual  solvent. 
That  for  the  Mauser  (German  and  Turkish)  rifle 
is  of  similar  form  and  composition,  except  that 
a  more  highly  nitrated  cotton  is  used. 

The  Japanese  use  a  nitrocellulose  powder 
containing  both  soluble  and  insoluble  nitro- 
cotton, the  proportions  of  which  vary  according 
to  the  size  of  the  gun  in  which  the  powder  is  to 
be  used  ;  the  more  rapid  powders,  used  for  small 
arms  and  guns  of  low  calibre,  containing  more 
of  the  highly  nitrated  cotton.  The  modern 
American  powders  for  large  guns  are  nitro- 
cellulose powders  of  various  degrees  of  nitration 
(varying  between  11-5  and  13  p.c.  nitrogen 
content),  in  the  form  of  multitubular  sticks  ;  and 
the  Russian  and  Dutch  powders,  both  for  small 
arms  and  large  guns,  are  nitrocellulose  powders 
containing  various  proportions  of  collodion 
cotton  and  guncotton. 

(2)  Nitrocellulose  Powders  with  Nitrates. 

SchuUze  powder,  invented  by  Schultze  of 
Potsdam,  and  now  manufactured  in  England, 
was  one  of  the  earliest  sporting  smokeless 
powders.    It  is  a  nitrolignin  powder. 

Hard  wood  is  cut  into  sheets  and  punched 
into  grains.  The  wood  grains  are  purified  by 
boiling  wiih.  dilute  sodium  carbonate,  by  washing 
with  water,  and  treating  with  solution  of 
chloride  of  lime.  They  are  then  washed,  dried, 
and  immersed  in  the  mixture  of  strong  nitric  and 
sulphuric  acids  for  2  or  3  hours,  with  frequent 
stirring,  the  acids  being  kept  cool.  The  nitrated 
wood  is  freed  from  most  of  the  acid  in  a  centri- 
fugal machine,  washed  with  water,  boiled  with 
dilute  sodium  carbonate,  and  dried.  The  nitro- 
ligniii  appears  to  contain  a  large  quantity  of 
matters  soluble  in  ether-alcohol,  and,  besides 
insoluble  nitrolignin,  some  unconverted  wood. 
It  is  steeped  in  a  solution  of  potassium  and 
barium  nitrates,  and  dried  at  a  low  temperature. 

In  later  powders,  wood  pulp  is  used  for 
nitration.  The  nitrolignin  and  nitrate  mixture 
is  formed  into  irregular  grains,  which  are  treated 
\vith  a  solvent  of  nitrolignin  to  gelatinise  and 
harden  them.  Another  form  of  the  powder. 
Imperial  Schultze,  consists  of  about  80  p.c. 
nitrolignin,  10  p.c.  barium  nitrate,  8  p.c.  vaseline, 
and  2  p.c.  of  volatile  matter.  It  is  less  bulky 
than  the  older  powder,  and  is  said  to  be  quite 
free  from  smoke  and  to  leave  no  residue. 

The  modern  '  E.  C.  powders,^  as  already -ex- 
plained, belong  to  this  class. 

Amberite,  as  originally  patented  by  Curtis 
and  Andre  (Eng.  Pat.  '11383,  1891),  was  a 
mixture  of  insoluble  and  soluble  nitrocellulose 
with  nitroglycerin.    The  mixed  nitrocelluloses 
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were  first  granulated,  and  then  treated  with 
ether-alcohol,  so  that  only  tiio  solidjlc  nitro- 
cellulose was  dissolved,  and  on  drying,  cemented 
the  grains  together  and  hardenctl  their  surface. 
A  small  quantity  of  linseed  oil,  paraffin,  or 
shellac,  was  sometimes  added  as  a  moderant. 

Amberite,  as  now  manufactured  by  Curtis 
and  Harvey  at  Tonbridge,  contains  a  mixture  of 
potassium  and  barium  nitrates  instead  of  tlie 
nitroglj'cerin,  and  a  little  jiaraflin.  An  analysis 
gave  :  13  p.c.  guncotton,  59-5  p.e.  collodion 
cotton,  19-5  p.c.  barium  nitrate  with  a  little 
potassium  nitrate,  6  p.c.  paraffin,  and  2  p.c. 
volatile  matter. 

Cannonite,  also  made  by  Curtis  and  Harvey, 
is  a  similar  powder  to  Amberite,  containing  a 
higher  projjortion  of  nitrocellulose  and  a  smaller 
proportion  of  nitrates,  together  with  small  quan- 
tities of  potassium  ferroeyanide  and  lamp-black. 
Resin  was  a  constituent  of  the  earlier  forms. 

Poudre  jHJ^'oxyh'e  is  a  French  sporting  powder, 
containing  soluble  and  insoluble  nitrocotton 
mixed  with  about  35  jj.c.  liarium  and  potassium 
nitrates.  The  mixture  is  incorporated  with 
water,  ether  is  then  added,  and  the  mixture 
granulated.  The  grains  are  then  dried  and 
afterwards  glazed  by  means  of  an  ether  sriray. 
Poudre  J,  contains  about  83  p.c.  guncotton  and 
17  p.c.  potassium  dichromate.  B.  N.  powder 
is  a  French  military  powder,  similar  to  '  Poudre 
B,'  with  the  addition  of  barium  and  potassium 
nitrate  and  a  little  sodium  carljonate. 

W.  A.  powder  made  by  the  American 
Smokeless  Powder  Co.,  is  a  guncotton-nitro- 
glycerin  powder  with  barium  and  potassium 
nitrates.  It  is  manufactured  in  the  same  way 
as  cordite,  but  the  powder  for  small  arms  is  cut 
into  short  cylinders. 

One  form  of  ?7.<S.  Naval  powder  is  composed 
of  soluble  nitrocellulose  with  (jarium  and 
potassium  nitrates,  and  a  form  of  U.S.  Army 
powder  contains  insoluble  and  soluble  nitro- 
cellulose, nitroglycerin,  metallic  nitrates,  and  a 
moderant.  Some  American  small-arm  powders, 
besides  barium  nitrate,  contain  a  small  quantity 
of  starch.  One  form  of  Belgian  blank  ammuni- 
tion consisted  of  small  light-coloured  grains  of 
soluble  and  insoluble  nitrocotton,  with  about 
25  13.C.  of  barium  nitrate  and  a  little  rosin. 

(3)  Nilrocellulose-Nitroglycerin  Powders. 

Bnllistite,  the  first  nitroglycerin-nitrocellulose 
powder,  as  patented  by  Nobel,  was  a  mixtaire  of, 
equal  parts  of  coUodion  cotton  and  nitroglycerin 
with  about  10  p.c.  camphor.  The  mixture  was 
lu'st  made  with  an  excess  of  nitroglycerin,  which 
Avas  afterwards  removed  in  a  press  or  centrifugal 
machine,  and  the  mass  then  thoroughly  in- 
corporated by  passing  between  steam -heated 
rollers — malaxation,  as  Nobel  termed  it. 

In  this  Avay,  nitrocotton  was  dissolved  in  the 
nitroglycerin,  and  horny,  coUoidal  sheets  of 
varying  thickness  obtained,  which  were  after- 
wards cut  up  into  thin  squares  or  cubes.  At 
some  factories,  benzene  was  added  to  assist  the 
incorporation,  and  afterwards  removed  by  drying 
the  finished  product. 

Camphor,  suggested  to  Nobel  )jy  its  use  in 
celluloid,  was  at  first  used  to  reduce  the  rate  of 
Ituming,  and  was  also  found  to  facilitate  solution 
of  the  nitrocellulose.  Owing  to  its  .slow  evapora- 
tion from  the  finished  explosive,  it  led  to  variable  \ 


ballistic  results  being  obtained  from  the  explo- 
sive, and  its  use  was  subsequently  abandoned. 
1  to  2  p.c.  of  aniline  or  diphenylamino  is  now 
usually  added  to  liallistite  for  the  purj)oses  of 
stabilisation. 

Ballistite  is  now  manufactured  by  an  im- 
proved process  invented  by  Lundholm  and 
Sayers  (Eng.  Pat.   10376,   i88»).    'ilio  nitro- 
cotton, in  the  form  of  fine  powder,  is  suspended 
in  water  at  a  temperature  of  about  60°,  the 
nitroglycerin,  in  which  the  diphenylamino  is 
dissolved,  is  added  and  the  mixture  stirred  by 
means  of  compressed  air.    The  nitroglycerhi 
gradually  displaces  the  water  and  dissolves  the 
nitrocotton,  and,  when  the  solution  is  complete, 
the  water  is  partly  drained  off  and  the  remainder 
removed  in  a  centrifugal  or  by  pressure,  and  the 
mass  allowed  to  rijjcn.    The  paste  is  then  rolled 
under  heavy  pressure,  between  rollers,  steam 
heated  to  50°-60°  to  complete  the  incorporation 
j  and  remove  the  last  traces  of  water.    The  great 
I  advantage  of  this  process  is  that  the  dangerous 
I  and  tedious  drying  of  the  guncotton  is  done 
[  away  with. 

Ballistite  is  the  Service  exislosive  of  Italy, 
and  is  used  not  only  in  small  squares,  small 
perforated  cylinders,  and  larger  cubes,  but  also 
in  cords,  '  Filite,^  and  round  flakes  cut  from  the 
cords.  The  powders  sometimes  contain  a  little 
mineral  jelly.  Ballistite  is  used  for  certain 
military  jDurposes  in  England,  and  has  been 
adopted  by  some  other  countries  specially  for 
large  guns. 

Ballistite  is  dark-brown  m  colour,  and  has  an 
average  density  of  1-6.  It  has  the  consistency 
of  soft  horn,  and  can  easily  be  cut  with  a  knife. 
It  is  but  little  affected  by  moisture,  but  is  more 
susceptible  to  heat  than  most  smokeless  powders, 
the  nitroglycerin  tending  to  exude.  The  grains 
are  frequently  coated  with  graphite.  It  bvu'ns 
slowly  in  the  open,  and  is  almost  entirely 
smokeless. 

Cordite,  the  English  Service  propellant,  is  so 
named  because  of  its  usual  cord-like  form.  For 
special  purposes,  however,  it  is  made  into  tubes, 
with  single  or  several  perforations,  and  is  some- 
times used  in  the  form  of  tape,  and  in  flakes  made 
by  slicing  cords. 

Composition. — Cordite  is  essentially  a  mix- 
ture of  nitroglycerin  and  guncotton,  thoroughh' 
incorporated  and  gelatinised  by  means  of 
acetone.  The  guncotton  has  a  nitrogen  content 
of  12-8-13T  p.c.,  and  contains  not  more  than 
12  p.c.  soluble  nitrocellulose.  A  small  jh-o- 
portion  of  vaseline,  or  the  cruder  mineral  jellj', 
is  the  third  ingredient. 

Mineral  jelly  was  originally  added  to  prevent 
metallic  fouling  of  the  magazine  rifles  hy  the 
bullets,  and  was  also  found  to  improve  the 
regularity  of  the  burning  and  act  as  a  water- 
proofing agent. 

It  was  subsequently  founcl  that  cordite  made 
for  blank  purposes  without  mineral  jelly  was 
considerably  less  stable  in  hot  climates  than 
ordinary  cordite,  and  it  is  now  recognised  that 
the  mineral  jelly  contains  constituents,  ole  fines 
and  naphthenes,  that  stabilise  the  cordite  for  a 
prolonged  perio(l  by  combining  with  the  iiroducts 
of  decomposition. 

The  mineral  jelly  obtained  in  a  particular 
.stage  of  the  di.stiliation  of  petroleum,  used  in  the 
manufacture  of  cordite,  is  required  to  have  a 
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flash-point  above  204-5°C.  (400°E. ),  and  not  to  be 
com]ilotoly  melted  lielow  30°.  It.  must  be  free 
I  roin  acidity  and  mineral  impiii  itics,  and  have  a 
sp.gr.  ol'  not  lesa  than  0-87  when  melted  at  38°. 

The  guncotton  used  for  the  manufacture  of 
cordite  usually  contains  from  10  to  12  p.c. 
soluble  nitrocellulose. 

The  original  cordite,  the  manufacture  of 
which  was  commenced  at  the  Royal  Gunpowder 
Factory  in  1890,  was  composed  of  68  p.c.  nitro- 
glycerin, 37  p.c.  guncotton,  and  5  p.c.  mineral 
jellj^  The  composition  was  the  same  for  small- 
arms  and  for  the  different  calibred  guns  for 
which  it  was  used,  the  requisite  rate  of  com- 
bustion being  obtained  by  varying  the  diameter 
of  the  cord.  Owing  to  its  high  nitroglycerin 
content,  this  cordite  had  a  high  temperature  of 
explosion,  and  produced  considerable  erosion  in 
guns  of  very  large  calibre,  and  in  1901  its  com- 
position was  modified  for  some  purposes.  This 
modified  composition,  known  as  '  Cordite  31.  D.,' 
contains  30  p.c.  nitroglycerin,  65  p.c.  guncotton, 
and  5  p.c.  mineral  jelly.  The  older  composition  is 
known  as  '  Cordite  Mark  I.' ;  both  varieties  are 
now  in  use.  Cordite  contains  practically  no 
moisture,  but  retains  about  0-4-0-G  p.c.  of 
acetone,  according  to  the  size  of  the  cords. 
Cordite  M.  D.,  owing  to  its  smaller  proportion  of 
nitroglycerin,  retains  more  volatile  matter,  about 
0-5  to  1-5  p.c. 

Manufacture :  Drying  the  guncotton. — 
Formerly  the  guncotton  was  dried  in  a  loose 
condition,  but  it  is  now  loosely  compressed  into 
cylinders  3  inches  diameter  and  inches  high, 
containing  about  40  p.c.  moisture.  Guncotton 
dust  formed  in  the  drying  is  the  great  source  of 
danger,  and  its  formation  is  obviated  by  the 
present  method.  The  guncotton  cylinders  are 
dried  in  a  stove  on  wire-gauze  trays,  by  a  current 
of  air  heated  to  about  40°,  until  they  contain 
about  0-5  p.e.  moisture.  The  drj  ing  takes  from 
90  to  100  hours. 

Mixing. — The  charge  of  dry  guncotton  is 
weighed  out  into  a  rubber-lined  canvas  bag, 
carried  to  the  nitroglycerin  filtering  house,  and 
the  requisite  charge  of  nitroglycerin,  which  was 
at  one  time  weighed  out,  is  measured  out  from 
a  lead  burette  through  a  rubber  tube  on  to  the 
guncotton.  The  bag  is  then  carried  to  the 
mixing  house  and  the  contents  roughly  mixed 
by  hand  and  rubbed  through  a  copper  wire  sieve 
of  |-inoh  mesh.  The  product  at  this  stage  is 
known  as  '  Cordite  paste.' 

Incorporating. — Part  of  the  acetone  charge 
is  first  poured  into  a  kneading  machine  of  the 
usual  type,  the  machine  started,  and  the  cordite 
jjaste  and  the  remainder  of  the  acetone,  about 
20  p.c.  in  all,  gradually  added.  The  mixture  is 
covered  to  prevent  loss  of  acetone,  and  the 
mixture  kneaded  for  3J  hours.  At  the  end  of 
this  time,  the  charge  of  mineral  jelly  is  added, 
and  the  machine  run  for  another  3|  hours. 
During  the  kneading,  the  acetone  gradually 
dissolves  the  guncotton  and  nitroglycerin,  and 
thoroughly  incorporates  them  with  the  mineral 
jelly.    The  product  is  called  '  Cordite  dough.' 

Pressing. — The  cordite  dough  is  conveyed 
in  barrels  to  the  press  house,  where  it  is  '  squirted  ' 
or  pressed  by  plungers  working  in  cylindrical 
moulds  through  a  die  with  one  or  more  holes, 
according  to  the  diameter  of  the  cord  required. 
A  perforated  plate,  supporting  a  fine  wire  gauze 


j  diaphragm,  is  placed  above  the  die  to  retain 
i  mechanical  impui'itics.    Three  Idnds  of  presses 
are  used  at  Waltham  ^Vbbey — screw  presses  for 
the  smaller  sizes,  and  hydraulic  or  combined 
\  screw  and  hydraulic  presses  for  the  larger  sizes, 
j  The  smaller-sized  cords  are  wound  automatically 
on  to  reels  as  they  leave  the  die,  the  larger  sizes 
'  are  cut  into  the  required  lengths. 

The  sizes  of  Service  cordite  refer  to  the 
diameter  of  the  cords  m  hundredths  of  an  inch. 
It  varies  from  size  3|-  to  size  50  ;  that  is,  from 
0-0375  inch,  diameter  used  in  the  -303  Service 
rifle  to  0-5  inch  diameter  used  in  heavy  guns. 

Drying. — The  cordite  is  then  placed  on  the 
reels,  or  the  larger  sizes  on  trays,  on  open  racks 
I  in  stoves,  heated  by  steam  pipes  or  by  a  current 
of  hot  air  at  a  temperature  of  about  40°.  The 
time  required  for  drying  varies,  according  to  the 
diameter  of  the  cord,  from  2  to  15  days.  The 
drying  is  to  remove  any  moisture  and  the  greater 
part  of  the  acetone,  of  which  about  15  p.c. 
remains  in  the  pressed  cordite, 
i  A  process  for  the  recovery  of  the  acetone  has 
been  patented  by  Robertson  and  Rmtoul  (Eng. 
Pat.  25994,  1901),  in  which  the  air,  containing 
only  a  low  nercentage  of  acetone,  after  being 
saturated  'with  moisture,  is  led  into  a  scrubbing 
!  tower  through  which  a  30  p.c.  solution  of 
sodium  bisuli)hite  tricldes.  The  acetone  is 
recovered  by  distillation  at  a  temperature  such 
that  the  bisuljihite  is  not  decomposed  and  can 
be  used  again. 

Blending. — The  cordite  is  finally  thorouglily 
blended  in  order  to  obtain  average  uniformity 
of  composition  and  ballistics.    The  smaU-arm 
cordite  is  blended  by  uniformly  winding  the 
cords  from  10  reels  on  to  one  larger  reel,  and 
afterwards  from  six  of  these  ten-stranded  reels  on 
to  one  sixty-stranded  reel.    The  larger  sizes  are 
!  blended  by  hand,  the  sticks  from  the  drying- 
,  stove  trays  being  placed  in  boxes  and  the  con- 
:  tents  of  these  blended  by  combining  a  few  sticks 
from  each  box,  the  operation  being  repeated. 

Testing  :  Moisture. — The  residual  solvent  or 
moisture  is  determined  on  the  ground  sample, 
precaution  being  taken  to  prevent  loss  of  nitro- 
glycerin. 5  grams  of  sittings  of  the  same  size 
as  those  used  for  the  Abel  heat  test,  are  heated 
!  for  2  hours  on  a  water-bath  in  an  aluminium  dish 
I  covered  with  a  glass  cone,  both  of  specified 
dimensions  (see  Marshall,  J.  Soc.  Chem.  Ind. 
1904,  154). 

Analysis. — Weigh  out  2  grams  of  very  fine 
siftings  into  a  Soxldet  thimble,  and  allow  to 
stand  covered  with  ether  in  the  extractor  over- 
!  night.  Extract  for  2  hours,  then  tlry  the 
thimble  and  contents  at  50°  until  the  guncotton 
can  be  removed  to  watch  glasses.  Dry  at  the 
same  temperature  till  the  guncotton  is  of  constant 
weight.  The  extracted  guncotton  may  be  sub- 
mitted to  the  usual  tests  for  guncotton. 

Distil  off  the  ether  from  the  extract  and  dis- 
solve out  the  nitroglycerin  with  cold  methyl 
alcohol,  filtering  the  solution.  Dissolve  an.y 
mineral  jelly  on  the  filter  with  ether  back  into 
the  flask,  distil,  heat  in  a  water-oven,  and  suck 
out  any  traces  of  nitroglycerin  vapours  with  an 
air  current.  Repeat  till  the  mineral  jelly  is  of 
constant  weight.  The  nitroglycerin  is  usually 
estimated  by  difference. 

Heat  test.- — See  Abel's  stability  test. 
Firing  proof  for  velocity  and  pressure  in  a 


EXPLOsrVKS. 


1(U 


141111  of  tlio  staiK.lard  type  for  tkc  particular  form 
of  cordite  (see  BaUistics  of  a  Propellant). 

Properties. — Cordite  varies  in  colour  from 
light  to  dark  brown,  according  to  the  colour  of 
t  he  mineral  jeUy  used.  Cordite  Mark  I.  has  the 
consistency  of  hard  indiarubber.  It  is  some- 
what elastic,  and  can  be  readily  cut  with,  a  knife. 
(Jordite  M.  D.  is  considerably  harder,  being  more 
lilie  horn  and  more  brittle,  and  can  only  be  cut 
with  difhculty.  ! 

Cordite  has  a  slight  odour  of  acetone,  and  it 
is  poisonous.  It  is  water  repellant,  and  can  be 
kept  under  water,  salt  or  fresh,  for  some  time 
without  its  explosive  properties  being  affected. 
JOven  when  fired  Avet  from  a  gun,  the  ballistics 
only  fall  off  to  the  extent  due  to  the  evaporation 
of  the  water.  On  ]jrolonged  cold  storage,  the 
nitroglj-ccrin  exudes  slightly,  but  is  gradually 
reabsorbed  when  the  temperature  rises,  'i'he 
sp.gr.  of  cordite  Mark  I.  is  about  1-56-1-57,  that 
of  cordite  M.  D.  being  1-58-1 -59. 

Cordite  does  not  ignite  very  readily,  but 
■when  once  ignited  it  burns  slowly  with  a  strong 
yellowish  flame,  which  is  practically  smokeless. 
A  stick  becomes  pointed  at  the  end  as  it  burns, 
and  the  flame  can  be  extinguished  by  blowing 
strongly  on  it.  A  considerable  bulk  of  cordite 
can  be  burned  away  in  the  open  without  any 
explosion.  It  only  burns  explosively  when 
strongly  confined  :  if  an  ignition  of  the  cordite 
confined  in  a  wooden  box  takes  place,  the 
cordite  does  not  explode,  but  burns  quietly,  and 
the  box  is  only  broken  o])e\\  to  allow  the  gases 
to  escape. 

Owing  to  the  difficulty  of  ignition  of  cordite, 
a  stronger  cap  of  different  composition  is 
necessary  to  ignite  the  fine  cordite  in  small- 
arm  ammunition  than  was  required  for  black 
powder,  and  to  ensure  the  ignition  of  the  larger 
sizes  the  charge  of  cordite  has  to  be  primed 
Avith  an  c;)rdinary  black  powder  or  guncotton 
'primer,'  which  passes  on  the  flame  of  the 
igniting  '  tube  '  to  the  charge. 

Cordite  is  very  insensitive  to  shock,  and 
cannot  be  exploded  by  the  passage  of  a  rifle 
bullet  through  it. 

Exhaustive  trials  under  very  varied  climatic 
conditions  have  proved  that  the  ballistic 
stability  of  cordite  is  very  great. 

The  ballistic  power  of  cordite  is  very  nearly 
four  times  that  of  black  powder,  owing  to  the 
increased  volume  of  gases  liberated  per  unit  of 
weight  and  the  high  temperature  of  the  explo- 
sion. It  can  give  a  pressure,  on  explosion,  of 
more  than  120  tons  per  square  inch,  compared 
with  43  tons,  the  maximum  obtainable  with 
black  powder,  but  in  practice  the  pressure  in  a 
gun  does  not  nearly  attain  this  figure  (not  above 
17  tons  per  square  inch)  owing  to  the  relatively 
large  size  of  the  gun  chamber  comjiared  with  the 
volume  of  the  cordite. 

The  ballistic  results  of  cordite  are  more 
influenced  by  temi^erature  than  was  the  case  with 
black  powder,  the  pressure  develoj)ed  and 
velocitj-  of  the  shot  being  greater  with  in- 
creased temperature,  but  not  to  the  extent  of 
seriously  modifying  the  shooting  under  Service 
conditions.  The  smaller  the  size  of  cordite,  the 
more  rapid  the  explosion,  and  cordite  burns 
more  quickly  under  high  than  under  low 
pressures. 

The  pressure  due  to  cordite  is  more  gradually 


developed  in  the  gua  than  was  the  case  with 
black  powder,  and  is  better  sustained.  The 
heat  of  comljustion,  products  of  explosion,  and 
other  explosion  constants  for  Mark  1.  cordite 
were  examined,  in  1893,  by  Deering  at  Woolwich. 
He  worked  with  an  explosion  bomb,  made  of 
gun-steel,  about  1-27  inches  in  thickness  and 
108  c.c.  capacity.  The  following  are  some  of 
the  results  obtained  with  a  cordite  of  the  com- 
position :  loss,  0-24  p.c. ;  nitroglycerin,  58-55  p.o. ; 
guncotton,  36-11  p.c. ;  and  mineral  jelly,  5-10  p.c. ; 
the  figures  quoted  being  the  averages  of  a  large 
number  of  experiments  : — 


I'ressure  developed,  tons  per 

sq.  iiicli  (by  crusher  gauge) 

6-4 

13 

16 

Vol.  of  perm,  gases  at  0'  and 

760  mm.,  c.c.  per  gm.  cordite 

fi63-7 

669-3 

671-1 

Volume  of  total     ditto  ditto 

880-7 

.87(1-7 

8(i9-H 

Water  formed,  gram  per  gram 

cordite  .... 

0-1757 

0-1621 

01599 

Quantity  of  heat  developed. 

gram  degrees  C. per  gram  cor- 

dite :  water,  liquid 

1225 

1239-1 

1242-9 

Ditto  ditto :  water,  gaseous 

1131 

1152-2 

1157-2 

P.c.comp.perm.  gases, vols.  CO2 

25-40 

28-20 

CO 

37-62 

33-82 

H 

17-43 

18-55 

N 

19-55 

19-09 

CH4 

not  dtd. 

0-34 

With  the  explosion  gases  at  6-4  tons  pressure, 
Deering  calculated  the  specific  heat  to  be  about 
0-403,  and  the  temperature  of  the  gases  about 
2830°  ;  and  with  a  pressure  of  7-0  tons,  a  specific 
heat  of  about  0-366  and  a  temperature  of  3120°. 
The  explosion  constants  of  cordite  Mark  I.  and 
cordite  M.  D.  have  also  been  determined  by 
Robertson,  at  Waltham  Abbey.  The  following 
results  were  obtained  \\\ih  a  density  of  loading 
of  0-2  :— 

Cordite  Cordite 
Mark  I.  M.  J). 

Heat  of  explosion ,  calories  per  gram, 

at  constant  vol. :  water,  gaseous.  1156  965 
Total  gases,  e.o.  per  gram,  at  0°  at 

760  mm. :  water,  saseous  .  .871  920 
Temperature  of  explosion,  °C.       .  2663  2374 

The  larger  volume  of  gaseous  products  and 
lower  temperature  explain  why  the  erosive  eft'ect 
of  cordite  M.  D.  is  so  much  less  than  that  of  cordite 
Mark  I.  The  experiments  of  Nobel  have  already 
been  referred  to. 

The  erosive  efl'ects  of  cordite  are  less  than 
those  of  black  powder,  and  of  a  different  charac- 
ter. With  black  powder,  the  surface  of  the  gun 
is  pitted  by  the  corrosive  action  of  the  products 
of  combustion,  whilst  wil^h  cordite  the  surface 
is  smoothly  -washed  awaj',  only  near  the  gun 
chamber,  by  the  passage  of  the  hot  gases 
between  the  projectile  and  the  bore,  before  the 
inertia  of  the  j^rojectile  is  overcome,  t'ordite 
M.  D.  gives  far  less  flame  than  cordite  Mark  1, 
when  used  in  rifles  or  machine  guns. 

Maxim's  powder  contains  both  soluble  anil 
insoluble  nitrocellulose,  mainly  insoluble,  nitro- 
glycerin, castor  oil,  and  originally  an  alkaline 
carbonate.  Acetone  is  the  solvent  used  for 
gelatinisation.  It  is  made  in  cylindrical  grains 
or  in  cords  of  various  diameters. 

Axite,  made  by  Kynochs,  Ltd.,  is  a  gun- 
cotton-nitroglycerui  jjowder  with  special  in- 
gredients to  reduce  the  temperature  of  explosion 
and  decrease  metallic  fouling,  made  in  the  form 
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of  a  rail-shaped  ribbon.  Its  ballistics  are  equal 
to  those  of  cordite,  and  are  said  to  be  less  variable 
M'ith  changes  of  temperature. 

iSolenite  is  an  Italian  jDOwder  containing 
40  p.c.  insoluble  nitrocellulose,  30  ji.c.  soluble 
nitrocellulose,  and  30  p.c.  nitroglycerin  gelatinised 
with  acetone. 

(4)  Nitrocellulose- Nitro-  Derivative  Poivders. 

Indurite,  patented  by  Munro  of  the  United 
States  (Eng.  Pat.  680,  ^^1893),  contains  40  p.c. 
guiicottou,  freed  from  lower  nitrates  by  thorough 
extraction  wth  methyl  alcohol,  and  60  jj.c. 
mononitrobcnzene,  or  without  oxidising 

salts.  The  mixture  is  rolled  into  sheets  and  cut 
into  grains.  The  grains  are  treated  with  hot 
water  or  steam,  which  hardens  or  indurates  it 
to  the  consistency  of  bone  :  hence  tlie  name. 

Du  Pont  powder,  patented  by  Du  Pont  of  the 
United  States  (Eng.  Pat.  15865,  1893),  contains 
nitrocellulose  and  nitrobenzene,  and  sometimes 
potassium  nitrate.  The  nitrocellulose  is  agitated 
in  water,  the  nitrobenzene  added,  and  the  mass 
agitated  until  the  nitrocellulose  is  dissolved  and 
grains  are  formed,  when  the  grains  are  hardened 
by  blowing  in  steam.  In  some  of  the  powders, 
a  little  nitroresin  or  nitroturpentine  was  added 
as  a  moderant.  Later  Du  Pont  powders  con- 
tained about  40  p.c.  soluble  nitrocellulose,  40  p.c. 
nitroglycerin,  and  20  p.c.  ammonium  picrate, 
the  cylindrical  grains  being  graphited. 

Colt's  pistol  ammunition  contains  a  powder 
in  the  form  of  thin  graphited  squares,  1  mm. 
side,  consisting  of  guncotton  wth  about  5  p.c. 
of  dkiitrobenzene. 

-  Greener's  powder  is  a  nitrocellulose-nitro- 
benzene powder  coloured  with  lampblack. 

Rifleite,  manufactured  by  the  Smokeless 
Powder  Co.  of  Warwick,  is  a  gelatinised  nitro- 
cellulose powder  containing  a  small  proportion 
of  dinitrotoluene,  and  the  S.S.  powder  of  the 
same  company  is  a  similar  powder  containing  a 
rather  large  proportion  of  barium  nitrate  with 
a  little  potassium  nitrate  and  a  little  wood  meal. 

Kynoch's  smokeless  poivder  is  similar  in 
composition  to  S.S.  powder. 

Plastomenite  is  a  German  powder  invented 
b}'  Giitfler,  made  by  incorporating  one  part  of 
nitrolignin  with  5  parts  of  fused  dinitrotoluene 
and  granulating  the  fused  mass.  It  may  also 
contain  barium  nitrate. 

Some  forms  of  Norwegian  hallistite  contain 
from  5  to  6  p.c.  nitronaphthalene. 

Smolceless  powders  containing  picrates, 
usually  ammonium  picrate,  have  been  fre- 
quently tried,  both  for  sporting  and  military 
l^urposes,  but  they  have  been  practically  aban- 
doned at  the  present  time.  Some  of  the  early 
French  military  smokeless  powders  contained 
picric  acid,  and  at  one  time  a  powder  containing 
about  5  p.c.  ammonium  picrate  was  tried  in  the 
Mauser  rifle  by  Germany. 

The  American  Pet/Ion  powder  was,  at  one 
time,  a  nitrocellulose  and  nitroglycerin  powder 
containing  about  20  p.c.  ammonium  picrate. 

Fulminates. 
Although  the  fulminates  of  many  heavy 
metals  have  been  jirepared,  most  of  them  are 
exceedingly  sensitive  and  too  unstable  for  use  in 
explosives.  The  mercury  salt  is  the  only  one 
in  practical  use,  though  silver  fulminate  has 


I  been  licensed  for  use  in  toy  fireworks  only. 
I  Silver  fulminate  is  prepared  in  a  similar  manner 
I  to .  mercury  fulminate.    It  is  more  sensitive  to 
friction  and  percussion  than  the  mercury  com- 
pound, and  has  a  greater  explosive  power. 

Mercury  fulminate,  discovered  by  Howard 
in  1800,  is  produced  bj^  the  reaction  which  ensues 
on  mixing  together  alcohol  and  a  solution  of 
mercury  in  excess  of  nitric  acid. 

In  Liebig's  process,  and  Chevalier's  modi- 
fication of  it  as  used  in  France,  the  solution  of 
mercury  in  nitric  acid  is  used  cold ;  in  Chande- 
:  Ion's  process  it  is  used  warm. 

Chevalier'' s  process.  3  parts  by  weight  of 
mercury  (300  grams)  are  dissolved  in  the  cold 
in  30  parts  of  nitric  acid  of  1'34  sp.gr.,  and  the 
solution  is  poured  into  a  flask  containing  19 
parts  of  alcohol  (of  90  p.c.  strength).  After  some 
minutes  an  energetic  reaction  commences,  with 
formation  of  crystals  of  mercury  fulminate. 
Towards  the  end  of  the  operation,  two  successive 
additions  of  2-38  and  1-58  parts  of  alcohol  are 
made  ;  the  fulminate  obtained  is  thoroughly 
washed  and  dried. 

The  addition  of  too  large  a  quantity  of  cold 
alcohol  towards  the  end  of  the  operation  is 
stated  to  yield  an  impure  fulminate.    The  yield 
1  by  this  process  varies  between  118  and  128  p.c. 
of  the  weight  of  mercury  used. 

Chandelon's    process    is   the    one  almost 
universally  used,  and  the  original  proportions 
are  usually  closely  adhered  to.    1  part  by 
weight  of  mercury  is  dissolved  in  10  parts  of 
nitric  acid  (sp.gr.  1-4)  at  a  gentle  heat;  the 
solution,  at  a  temperature  of  about  55°,  is  poured 
into  a  capacious  flask  (its  capacity  must  be  at 
I  least  equal  to  six  times  the  volume  of  the  liquid) 
\  containing  8-3  parts  of  alcohol  (of  sp.gr.  0-83). 
j  The  flask  is  connected  by  a  cork  and  tube  with  a 
stoneware  condenser,  to  recover  spirit. 

In  about  a  quarter  of  an  hour,  the  reaction 
commences  with  a  slight  formation  of  gas 
I  bubbles  ;  very  soon  the  liquid  boils,  and  the 
flask  becomes  filled  wth  voluminous  white 
vapour.  The  violence  of  the  action  can  be 
checked  by  adding,  as  required,  a  little  alcohol ; 
for  this  purpose  the  recovered  spirit  after  redis- 
tillation with  caustic  soda  can  be  utilised.  If 
the  reaction  be  too  much  restrained  in  this  way, 
'  the  fulminate  is  likely  to  contain  metallic  mer- 
cury. 

I  The  mercury  fulminate  is  precipitated 
\  from  the  liquid  in  small  greyish-coloured  needles. 
When  the  action  is  over,  the  fulminate  is  filtered 
off  and  washed  until  free  from  acidity.  The 
nitric  acid  liquid,  after  coohng,  does  not  contain 
any  appreciable  quantity  of  mercury.  The  cal- 
culated yield  of  fulminate  is  142  per  100  of  mer- 
cury ;  by  this  process  the  mean  yield  is  125  p.c. 
mercury  fulminate. 

A  iDrocess  very  similar  to  the  above  is  em- 
ployed in  this  country  ;  the  yield  of  fulminate 
is  about  123  parts  per  100  of  mercury. 

Mercury  fulminate  is  usually  light  brown- 
grey  in  colour.  White  fulminate  of  mercury  is 
manufactured  by  adding  a  little  copper  and 
hydrochloric  acid  or  potassium  chloride  to  the 
solution  of  mercury  nitrate,  before  pouring  it 
,  into  the  alcohol.  Solonina  (Zeitsch.  Ges.  Schicss- 
u.  Sprengstoffwesen,  1910,  41,  67).  finds  that 
other  chlorides  have  a  similar  effect,  but  that 
the  use  of  hydrochloric  acid  alone  leads  to  the 
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formation  of  a  considerable  quantity  of  oxalic 
acid  -H-hich  contaminates  tho  fulminate.  He 
finds  that  tlie  purest  fulminate  results  from  the 
addition  of  cuprous  chloride. 

Mercury  fulminate  is  sometimes  recrystallised 
from  boiling  ■water  or  from  alcohol,  but  this  is 
not  usually  found  necessarj'.  The  best  method 
of  pm'ification  is  to  dissolve  in  pjTidinc,  filter 
the  solution,  and  precipitate  by  adding  an 
excess  of  water.  Traces  of  free  mercury  can  be 
removed  from  fulminate  by  placing  it  for  a  few 
days  in  a  vacuum  desiccator. 

Angelieo  (Chem.  Zentr.  1901,  ii.  404)  prepares 
mercury  fulminate  by  treating  a  solution  of 
mercury  in  an  excess  of  dilute  nitric  acid  with 
a  strong  aqueous  solution  of  malonic  acid  and  a 
little  sodium  nitrite  solution.  A  considerable 
rise  of  temperature  takes  place,  with  copious 
evolution  of  carbonic  acid  gas,  and  crystals  of 
fulminate  separate  out.  So  far  as  is  luiown, 
this  process  has  not  been  used  on  the  manu- 
facturing scale. 

Fulminate  is  usually  stored  in  linen  bags 
immersed  in  water.  If  dry  fulminate  is  re- 
quired, it  is  spread  out  on  Unen  or  paper, 
supported  in  wooden  frames  with  string-net 
bottoms,  and  dried  at  a  temperature  not  greater 
than  40°.  Passburg  of  Breslau  has  devised  an 
apparatus  for  drying  fulminate  of  mercury  in  a 
vacuum.  The  drying  chamber  is  heated  by 
steam,  which  can  be  replaced  by  cold  water 
when  the  fulminate  is  dry.  Explosives  only 
burn  Avith  difficulty  in  a  vacuum,  and  there  is 
sufficient  vacuous  space,  with  the  aid  of  safety 
valves,  to  prevent  any  damage,  should  an 
ignition  take  place  of  the  quantitj^  of  fulminate 
dried  at  one  time. 

Properties. — Commercial  mercury  fulminate 
is  in  the  form  of  small  crj'stals,  of  -white  or 
pale-browii  colour.  It  crystallises  in  well-defined 
octahedra,  which  frequently  twin  along  the 
major  axis. 

In  a  state  of  purity  it  crystallises  in  white 
sUky  needles,  almost  insoluble  in  cold  water, 
soluble  in  130  times  its  weight  of  boiling  water. 
It  is  soluble  in  pyridine  and  alcohol.  Fulminate 
may  be  dissolved  to  a  clear  solution  in  ammonia, 
and  in  solutions  of  potassium  cyanide  or  soduim 
thiosulphate.  A  small  residue  is  left  from 
commercial  samples,  which  consists  largely  of 
free  mercury,  but  also  contains  mercury  com- 
2)ounds,  containing  carbon  and  hydrogen,  of 
uncertain  composition.  It  has  a  sweetish 
metallic  taste,  and  is  very  poisonous. 

Its  sp.gr.  is  4-42  (Berthelot  and  VieUle).  In 
the  dry  state  it  explodes  violently  by  a  moderate 
Ijlow  or  by  slight  friction  ;  its  sensitiveness  is 
lessened  when  it  is  moistened  with  A\'ater.  Thus 
Berthelot  states  that  the  presence  of  30  p.c.  of 
water  prevents  the  decomposition  of  the  ful- 
minate in  fine  powder  by  friction  or  shock,  that 
■with  10  i).c.  of  water  it  decomjjoses  without  de- 
tcmation,  that  with  5  p.c.  water  only  the  portion 
struck  detonates.  These  results  were,  however, 
obtained  with  small  quantities  of  fulminate,  and 
should  not  be  presumed  on  in  manipulating  the 
substance.  In  small  quantities  it  will  burn 
fiercely  without  explosion  when  ignited,  and 
large  quantities  may  be  safely  destroyed  by 
burning  it  in  a  train  after  mixing  vnih.  oil. 
Mercury  fulminate,  when  healed  ■with  a  large 
volume  of  water  UTider  pressure,  decomposes 


into  metallic  mercury  and  non-explosive  mercury 
compounds  of  unknown  compcsition.  Small 
quantities  may  be  tlestroj'cd  by  warming  with 
ammonium  sulphide. 

When  only  slightly  confined,  even  between 
sheets  of  paper,  mercury  fulminate  explodes 
violently  when  ignited. 

It  is  detonated  by  heat ;  the  temperature  of 
explosion  is  variously  stated  as  187°,  200°,  and 
149°.  The  firing-point,  as  usual,  depends  on 
the  rapidity  of  heating  up ;  ignition  takes  place 
at  a  lower  temperature  if  tlie  explosive  be 
slowly  heated  than  when  the  heating  up  is 
rapid. 

It  can  also  be  exploded  by  a  spark  from  an 
induction  coil  or  by  contact  with  strong  sul- 
phuric acid.  Fulminate  can  be  exj^lodcd  by 
contact  with  a  wire  heated  to  incandescence  by 
means  of  an  electric  current,  but  in  vacuo  only 
the  part  actually  in  contact  fires. 

The  products  of  its  detonation  are  carbonic 
oxide,  nitrogen,  and  metallic  mercury.  Berthe- 
lot and  Vieille  examined  them — the  fulminate 
being  detonated  in  an  atmosphere  of  nitrogen — 
and  obtamed  in  five  experiments  jier  1  gram 
fulminate  234*2  c.c.  of  gases,  consisting  of  COj 
0-15  voL,  CO  65-70  vols.,  N  32-26  vols.,  H  1-89 
vols,  per  100  vols.  gas.    This  agrees  with 

HgC2N,02=2CO  +  2N+Hg, 
requiring  235-6  c.c.  From  these  results  and  from 
an  estimation  of  the  mercury,  they  obtain  for  the 
composition  bj'  weight  of  mercury  fulmmate, 
C  8-36  p.c,  Hg  71-30  p.c,  N  9-00  p.c,  0  11-05 
p.c,  H  0-04  pi.c,  total  100-34,  every  constituent 
having  been  estimated.  This  confirms  the  ac- 
ce^sted  formula  HgCNjO,,  requiring  C  8-45  p.c, 
Hg  70-42  p.c,  N  9-8(3  p.c,''0  11-27  p.c  The  ful- 
minate analysed  contained  a  trace  of  metallic 
mercury. 

The  decomposition  HgCjNjOa  into 
2CO+2N-|-Hg 
disengages  +114-5  Calories  (kgm. -degrees)  of 
heat  at  constant  pressure  per  284  grams  ful- 
minate, the  mercury  supposed  liquid  ;  for  mer- 
cury gaseous,  +99-1  Cals.  ;  or  per  1  kgm.  ful- 
minate, 403  Cals.  and  349  Cals.  respectively. 
Mercury  fulminate  is  an  endothermic  sub- 
stance ;  in  its  formation  from  its  elements  there 
is  absorption  of  heat,  —62-9  Cals.  per  284  grams, 
or  —221-5  Cals.  per  1  kgm. 

The  pressure  produced  by  the  detonation  of 
mercury  fulminate  in  a  space  entirely  filled 
by  it  has  been  estimated  by  Berthelot  and  Vieille 
in  the  crusher-gauge  apparatus  of  the  former  ; 
they  find  it  to  be  more  than  twice  that  of  nitro- 
glycerin, and  about  three  times  that  of  gun- 
cotton,  detonated  in  spaces  fiUed  by  them  (but 
including  the  interstitial  air  of  the  guncotton). 
They  attribute  the  power  of  mercury  fulminate 
in  effecting  detonation  to  the  greatness  of 
this  pressure,  coupled  with  its  sudden  develop- 
ment (Berthelot  and  VieiUe,  Annalen,  [21]  569, 
1880). 

The  main  factor  causing  the  detonativo 
character  of  the  explosion  of  mercury  fulminate, 
is,  perhaps,  the  extreme  rapidity  of  the  explo- 
sion, which  is  further  helped  by  the  high  density 
of  the  explosive.  The  effects  of  the  detonation 
of  fulminate  and  fulminate  compositions  are 
always  quite  local.  The  sharpness  of  tlie 
explosion  is  also  no  doubt  connected  with  the 
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fact  that  the  products  of  detonation  do  not 
undergo  dissociation,  and  so  tho  explosive  re- 
action is  not  prolonged  by  this  phenomenon,  as 
is  usually  the  case. 

The  larger  the  crystals  of  fulminate,  the  more 
easily  can  it  be  detonated  and  the  greater  the 
explosive  effect  :  for  this  reason,  bro^™  or  grey 
fulminate  is  slightly  more  powerful  than  white. 

Testing  :  Microxcope.- — The  crystals  should 
be  ^ye]l  defined,  of  uniform  size,  and  free  from 
visible  impurities.  Metallic  mercury  can  some- 
times be  detected. 

Total  mercury  is  estimated  by  dissolving  the 
sample  in  strong  ammonia  or  a  solution  of 
potassium  cj'anide,  precipitating  wth  am- 
monium sulphide,  and  A\'eighing  the  mercury 
sulphide  as  usual.  It  may  also  be  estimated  by 
electrolytic  deposition  on  copper.  The  sample 
should  preferably  be  dried  in  an  atmosphere 
saturated  with  mercury  vapour  to  prevent  loss 
of  free  mercurJ^  Commercial  samples  generally 
contain  about  70-5  p.c.  Hg. 

Free  mercury  is  determined  by  dissolving  the 
sample  in  0-880  ammonia  or  other  solvent 
filtering  and  washing  the  residue,  and  deter- 
mining the  mercury  in  it  as  usual.  As  already 
mentioned,  this  residue  also  contains  some 
mercurj'  compounds  ;  an  idea  of  the  quantity 
of  free  mercury  can  be  got  by  examining  the 
residue  on  the  paper  microscopically  before  dis- 
solving in  acid. 

Oxalate  is  determined  in  the  filtrate  from  the 
mercury  sulphide  in  the  total  mercury  estima- 
tion, by  adding  NH4CI  and  CaClj. 

Carbon  and  nitrogen  may  be  estimated  by  a 
careful  combustion,  if  the  fulminate  is  mixed 
with  a  large  excess  of  copper  oxide.  The 
mercury  is  absorbed  by  gold  leaf  placed  in  the 
calcium  chloride  tube. 

Explosive  power  is  found  by  firing  in  lead 
blocks.  20  grains  are  fired,  electrically,  in  a 
cjiindrical  lead  block  6  inches  high  and  4  inches 
in  diameter,  \vith  an  axial  cylindrical  hole 
0-25  inch  in  diameter  and  3  inches  deep.  The 
enlargement  of  the  cavity  formed,  measured  by 
running  in  water  from  a  burette,  is  an  index  of 
the  explosive  power,  as  compared  with  that  of 
standard  samples. 

Fulminate  Compositions. 

Mercury  fulminate  is  used  in  detonators,  and 
is  the  active  ingredient  in  igniting  and  detonating 
mixtures,  its  value  depending  on  its  extreme, 
sensitiveness  to  friction  and  percussion. 

Igniting  mixtures.  Mercury  fulminate  is  too 
rapid  in  its  action  to  be  used  alone.  On  firing 
a  train  of  fulminate  covered  with  gunpowder  or 
cordite,  the  latter  are  simply  dispersed  without 
being  ignited.  If  the  fulminate  be  mixed  with 
a  little  potassium  chlorate,  the  rate  of  burning 
is  decreased,  and  the  temperature  and  flame 
increased  by  the  combustion  of  the  carbonic 
oxide,  and  the  powders  are  ignited.  The 
explosion  with  potassium  chlorate  may  be 
represented  by : 

3HgC2N20„+2KC103=2KCl+3Hg  +  6C02+3N2 
A  mixture  of  22-3  p.c.  potassium  chlorate 
and  77-7  p.c.  mercury  fulminate,  i.e.  in  the  pro- 
portion required  for  the  oxidation  of  the  carbon 
to  carbon  dioxide,  gives  by  its  explosion  70U 
cals.  (mercury,  liquid)  or  663  cals.  (mercury, 
gaseous)  per  1  kgm.  of  mixture.    The  volume  of 


gases  (at  0°  and  760  mm.)  iiroduced  is  183  litres 
per  1  kgm.— less  than  with  the  fulminate  alone  ; 
the  theoretical  pressure  is  very  near  that  of 
pure  fulminate.  The  chlorate  renders  the  mix- 
ture very  sensitive  (Berthelot). 

Percussion  caps  were  invented  by  Egg  in 
1815.  The  cap  shells  are  small  closed  cylinders 
usually  of  pure  copper.  In  the  early  caps,  pure 
fulminate  was  used  agglomerated  by  means  of 
wax  or  an  aqueous  solution  of  gum. 

In  later  igniting  compositions,  mercury 
fulminate  and  potassium  chlorate  were  mixed 
with  other  combustible  substances,  such  as 
antimony  sulphide,  sulphur,  and  mealed  powder, 
to  increase  the  size  of  the  flame  and  ensure 
ignition  of  the  powder.  Powdered  glass  is 
frequently  added  to  increase  the  frictional 
surfaces  and  sensitiveness  of  the  comjiosition. 
The  best  igniting  composition  for  anj'  jjarticular 
composition  and  form  of  propellant  has  largely 
to  be  found  by  experiment. 

A  cajJ  composition  must  not  be  too  slow  nor 
too  rapid  in  its  rate  of  burning.  If  too  slow, 
much  of  the  heat  of  combustion  may  be  con- 
veyed to  the  metal  parts  and  irregular  ignition 
of  the  propellant  or  even  miss-fires  may  occur ; 
and,  on  the  other  hand,  if  too  rapid  the  charge 
of  propellant  is  disturbed  and  uneven  ignition 
and  irregular  firing  results  are  obtained.  There 
should  be  a  certain  proportion  of  solid  in- 
gredients of  high  specific  heat  in  the  combustion 
products,  in  order  to  make  ignition  certain.  To 
secure  regularity  of  ignition,  the  ingredients  of 
the  composition  should  be  of  even  size  and  well 
mixed. 

Aluminium  powder  has  been  suggested  by 
Bro\vnsdon  (Eng.  Pat.  23366,  1904)  as  an 
addition  to  increase  the  strength  of  cap  com- 
position, the  metal  being  either  mixed  with  the 
other  ingredients  or  pressed  in  a  layer  on  the 
surface.  Zieger  (Eng.  Pat.  14583,  1900)  suggests 
barium  nitrate,  with  a  little  barium  carbonate, 
as  a  substitute  for  the  potassium  chlorate  :  the 
products  are  said  to  act  less  corrosivelj'  on  the 
gun-barrel,  and  the  carbonate  is  said  to  give 
stability  to  the  mixture. 

For  black  gunpowder,  the  English  Service 
cap  composition  was  a  mixture  of  37-5  p.c. 
mercury  fulminate,  37-5  p.c.  potassium  chlorate, 
and  25  p.c.  antimony  sulphide,  Avith  in  some 
cases  12-5  p.c.  ground  glass,  the  charge  bemg 
0-22  to  0-25  grain  per  cap.  A  mixture  of 
similar  composition  was  used  by  most  other 
countries. 

For  smokeless  powders,   which  are  more 
difficult  of  ignition,  a  slower  mixture  with  a 
I  longer  flame  is  necessary.    The  Service  coni- 
j  position  for  cordite  small-arm  ammunition  is 
I  composed  of   19'05  2>.c.   mercury  fulminate, 
33-33  p.c.  potassium  cldorate,  42-86  p.c.  anti- 
mony sulphide,  and  2-38  p.c.  each  sulphur  and 
mealed  powder.    The  charge  per  cap  is  0  0 
grain. 

Mixing  cap  compositions.  The  ingredients  of 
cap  compositions  were  formerly  mixed  in  a 
wooden  mortar  for  some  hours,  after  wetting 
with  an  aqueous  solution  of  gum  arable  or  an 
alcoholic  solution  of  gum  benzoin,  or  were  mixed 
I  by  hand  on  paper  and  afterwards  sifted.  The 
ingredients  are  now  usually  mixed  dry.  In 
England  and  France,  a  so-called  '  jelly  bag  '  is 
used  :  tills  is  a  conical  silk  bag  with  rows  of 
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indiarubber  rings  strung  on  cords  passing  from 
top  to  bottom.  The  contents  are  mixed  to- 
gether by  working  the  bag  up  and  down  by 
means  of  a  cord  fastened  to  the  apex  of  the  bag. 
The  mixing  only  takes  a  few  minutes.  In 
Germany,  a  similar  principle  is  used,  but  the 
mixer  is  saucer-shaped  and  contains  india- 
rubber  baUs. 

Charging  the  caps. — At  one  time  the  caps 
were  charged  with  the  wet  composition  by 
hand,  but  now  the  charging  is  always  done  by 
a  machine.  The  composition  in  the  cap  shells 
is  compressed  and  then  covered  with  shellac 
varnish  or  a  tinfoU  disc,  or  sometimes  both. 

Proof. — The  usual  proof  of  caps  comprises 
the  microscopic  and  analytical  examination  of 
the  composition,  photographing  the  flash  and 
a  firing  proof  when  made  up  into  cartridges.  In 
special  examinations,  determinations  are  made 
of  the  total  heat  of  comljustion,  temperature, 
and  duration  of  the  flash,  the  volume  of  gaseous 
products  and  their  relation  to  the  solid  product 
of  combustion,  &c.  (For  details,  see  jiapcrs  by 
Brownsdon,  J.  Soc.  (Jhem.  Ind.  1905,  381 ;  and 
Borland,  ibid.  I90fi,  241.) 

Detonators  may  be  fired  electrically  or  by 
the  flame  from  a  fuse,  and  the  construction 
varies  accordingly,  but  the  detonating  com- 
position is  contained  in  what  are  practically  long 
percussion  caps  made  generally  of  copper. 

The  charge,  as  in  the  case  of  caps,  was  at 
one  time  pure  fulminate,  and  is  at  the  present 
time  in  many  Service  detonators,  but  a  mixture 
of  fulminate  with  potassium  chlorate,  and  some- 
times other  ingredients,  such  as  guncotton,  is 
now  usually  used  in  industrial  detonators.  The 
mixtures  usuallj'  contain  about  85  p.c.  mercury 
fulminate.  The  detonators  are  charged  and 
the  charge  compressed  as  with  caps,  except  that 
detonators  are  usually  compressed  singly,  owing 
to  the  strength  of  the  charge.  A  pressure  of 
about  4000  lbs.  per  square  inch  is  used,  giving 
the  fulminate  or  mixt.ure  a  density  of  2-8.  The 
ingredients  should  be  even  in  size  and  well 
mixed  to  act  efficiently. 

The  following  detonators  are  used  : — 

Description  No.  1  2  3  4  5  6  7  8 
Charge,  grams  .  0-3  0-4  0-54  0-65  0-8  1-0  1-5  2 

They  vary  in  length,  from  16  to  45  mm.,  and  in 
diameter  from  5-5  to  6-8  mm. 

To  obtain  the  fuU  effect  from  a  detonating 
explosive,  a  detonator  of  sufficient  power  is 
necessary.  A  No.  3  detonator  is  sufficient  for 
ordinary  dynamite,  but  for  the  modem  safety 
explosives,  such  as  those  of  the  ammonium 
nitrate  class,  at  least  a  No.  6  detonator  is 
necessary  for  effective  detonation  of  the  explo- 
sive. 

As  a  detonating  composition  for  high 
explosives,  which  can  be  fired  with  safety  in 
shells,  Maxim  (Eng.  Pat.  18682,  1894)  proposes 
a  mixture  of  75  to  85  p.c.  of  mercury  fulminate 
vnth.  15  to  25  p.c.  of  a  blasting  gelatin  composed 
of  75  to  85  p.c.  of  nitroglycerin  and  15-25  p.c.  of 
coUodion  cotton.  The  admixture  is  aided  by 
the  use  of  acetone,  and  to  decrease  the  sensitive- 
ness the  mixture  is  sometimes  made  of  a  spongy 
nature  by  blowing  air  through  it  whilst  it  is  in 
a  syrupy  condition,  or  nitrobenzene  may  be 
added. 

Olherignitiruj avddefnNathu^ compo'iilions.  Many 
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mixtures,  frequently  not  contaming  mercury  ful- 
minate, have  been  from  time  to  time  suggested. 
The  drawback  to  fulminate  caj)  compositions  is 
that  the  mercury  in  the  combustion  products 
attacks  the  metal  of  the  cartridge  cases,  causing 
them  to  crack  and  be  unfit  for  further  recharging. 
Early  mixtures  containing  guncotton  and  jiotas- 
sium  chlorate,  lead  picrate,  &c.,  were  not  very 
successful.  Mixtures  of  mercury  or  lead  thio- 
cyanate  with  potassium  chlorate,  and  of  mercury 
or  lead  chromate,  mercury  fulminate,  antimony 
sulphide,  and  powdered  glass  have  been  proved 
efficient  with  certain  sporting  powders.  A 
mixt.ure  of  82-8  p.c.  of  mercury  fulminate  and 
17"2  p.c.  of  ammonium  perchlorate  was  suggested 
bv  Alvisi  (U.S.  Pat. 707493, 1902).  It  was  proposed 
by  Bielefeldt  (Eng.  Pat.  20133,  1900)  to  sub- 
stitute all  or  part  of  the  mercury  fulminate  in 
detonating  composition  by  picric  acid,  nitro- 
naphthalene,  nitrocellulose,  &c.  With  safety 
explosives,  he  also  suggested  the  addition  of 
aluminium  nitrate.  Wohler  (Eng.  Pat.  21065, 
1900)  proposed  the  use  of  high  nitre  derivatives, 
such  as  trinitrotoluene ;  and  Gehre  (Eng.  Pat. 
19402, 1905)  suggested  di-  or  tri-nitromesitylene, 
and  di-  or  tri-  nitropseudocumene.  A  little  ful- 
minate is  necessary  to  ensure  ignition,  but  with 
trinitrotoluene  not  more  than  one-tenth  of  the 
usual  quantity.  Trinitrotoluene  detonators  are 
very  largely  used  in  Germany,  and  the  Rheinsch- 
Westfiilische  GeseUschaft  have  patented  the  use 
of  tetranitromethylaniline,  or  '  Tetryl '  (Eng. 
Pat.  13340,  1905)." 

As  substitutes  for  mercury  fulminate, 
Angeli  (Fr.  Pat.  327892,  1902)  proposed  the 
barium,  strontium,  or  calcium  salts  of  the 
hydroxamic  acids  ;  WJihler  (Ger.  Pat.  196824, 
1907)  proposed  the  nitrides  of  silver,  mercury, 
or  other  heavy  metal :  it  is  claimed  that  a 
smaller  quantity  of  these  substances  is  necessary. 
Hyronimus  (Eng.  Pat.  1819,  1908)  suggested  the 
use  of  lead  nitride. 

Mixtures,  without  fulminate,  containing 
aluminium,  have  been  proposed  byFiihrer  (Eng. 
Pat.  2755,  1901,  and  24812,  1902),  Bielefeldt 
(Eng.  Pat.  7148,  1901),  and  von  Dahmen  (U.S. 
Pat.  702357,  1902),  but  these  mixtures  require 
very  strong  confinement  to  be  effective;  the 
Westf ■ilisch  -  Anhaltische  Sprengstoff  Actien  • 
GeseUschaft  have  patented  mixt-ures  ^vithout 
fulminate,  containing  potassium  chlorate  with 
mono-,  di-,  or  tri-nitrocresol,  &c. ;  and  Biele- 
feldt (Eng.  Pat.  23889,  1901)  suggests  a  mixture 
of  potassium  chlorate  with  trinitronaphthalene. 

Efficiency. — Detonants  have,  by  their  effect 
when  detonated  on  a  lead  plate,  been  placed  in 
the  following  order  of  efficiency  as  regards  their 
value  as  initial  detonants  for  other  explosives, 
by  Wohler  and  Mauer  (Zeitsch.  Ges.  Schiess-  u. 
Siirengstoffwesen,  1907,  265)  :  silver  azoimide, 
mercury  fulminate,  trimercuraldchyde  and  a 
perchlorate,  trimercuraldehyde  and  a  chlorate, 
diazoI)enzene  nitrate,  nitrogen  sulphide,  sodium 
fulminate,  and  mercury  nitromethane. 

Other  Explosive  Compounds. 
Nitrostarch.  Braconnot  and  Pelouze  first 
nitrated  starch  at  the  same  time  as  cellulose, 
the  explosive  product,  like  nitrocellulose,  lieing 
originally  called  '  xyloidin.'  Attempts  to  use 
nitrostarch,  from  time  to  time,  for  explosive 
work  failed,  partly  owing  to  the  instability  of 
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the  product,  and  partly  because  the  product  had 
a  considerably  smaller  nitrogen  content  than 
nitrocellulose. 

Braconnot  and  Pelouze  carried  out  the 
nitration  with  nitric  acid  alone.  Uchatius  first 
used  a  mixture  of  nitric  and  sulphuric  acids. 
In  his  process  the  starch  was  not  added  directly 
to  the  acid  mixture,  as  it  clotted  together  and 
resisted  nitration,  but  was  dissolved  in  8  parts  of 
cooled  fuming  nitric  acid  and  the  syrupy  solu- 
tion poured,  with  stirring,  into  16  parts  of  con- 
centrated sulphuric  acid.  The  mixture  Avas 
allowed  to  stand  for  12  hours,  washed,  boiled  with 
a  solution  of  sodium  carbonate,  and  dried  at  60°. 

The  product  was  a  white  powder  insoluble 
in  water  and  alcohol,  but  soluble  in  ether.  It 
was  very  hygroscopic  and  readily  decomposed 
spontaneously,  doubtless  because  of  insufhcient 
purification.  It  ignited  at  about  175°,  and  was 
very  explosive. 

Later,  in  America,  Volney  succeeded  in 
nitrating  starch  directly  in  cold  mixed  acids  by 
using  a  special  stirring  apparatus. 

The  Actien-Gesellschaft  Dynamit  Nobel,  in 
1891,  patented  the  use  of  nitrostarch  in  smoke- 
less powders  (Eng.  Pat.  6129,  1891),  and  pre- 
pared it  on  the  manufacturing  scale.  The 
method  of  preparation  is  similar  to  that  of 
Uchatius.  The  well-dried  starch  is  first  dis- 
solved in  10  parts  of  nitric  acid,  of  1-5  sp.gr.,  in 
a  special  apparatus  of  lead,  in  which  the  mixture 
is  well  circulated  by  means  of  a  paddle  stirrer, 
and  kept  well  cooled  by  means  of  inner  and 
outer  water-jackets.  When  all  the  starch  is 
dissolved,  the  solution  is  introduced  as  a  spray 
from  an  '  atomiser  '  into  five  times  its  weight  of 
mixed  acids,  as  a  rule  waste  acids  from  nitro- 
glycerin manufacture,  containing  70  p.c.  H2SO4, 
10  p.c.  HNO3,  and  20  p.c.  HjO.  The  nitro- 
starch is  precipitated  as  a  fine  powder,  and  is 
retained  on  a  filter  of  guncotton  between  two 
perforated  plates,  when  the  waste  acids  are  run 
off  from  the  bottom  of  the  vessel.  The  acid  is 
pressed  out,  and  the  cake  of  nitrostarch  stirred 
in  water  imtil  neutral.  The  product  is  treated 
for  24  hours  with  a  5  p.e.  solution  of  sodium 
carbonate,  and  finally  stabilised  by  soaking  in  a 
solution  of  aniline.  The  finished  cake  contains 
about  23  p.c.  water  and  1  p.c.  aniline.  The 
nitrostarch  so  obtained  is  a  mixture  of  mono-, 
di-,  and  tetra-nitrates,  when  related  to  CiaHjoOn) 
as  the  molecule  of  starch — that  is,  up  to  and 
mainly  Cj2Hj508(N03)4,  containing  ll-ll  p.c. 
nitrogen.  It  is  readily  soluble  in  nitroglycerin, 
even  in  the  cold,  and  forms  gelatinous  to  waxy 
solids  when  sufficient  of  the  nitrostarch  is  added. 

The  penta-  and  hexa-  nitrostarches,  on  the 
same  basis,  have  been  prepared  by  Miihlhausen 
(Dingl.  poly.  J.  1892,  137).  PentanitrostarcJi 
Ci2Hi505(N03)5,  containmg  12-75  p.c.  nitrogen, 
was  prepared  by  adding  dry  starch  to  twenty 
times  its  weight  of  a  mixture  of  1  part  of  nitric 
acid,  sp.gr.  1'5,  and  3  parts  of  sulphuric  acid, 
sp.gr.  1'8.  The  product,  stabilised  in  the  umial 
way,  was  freed  from  the  tetranitrate  by  dis- 
solving in  ether-alcohol  and  distilling  off  the 
ether.  The  tetranitrate  remained  in  solution 
in  the  alcohol,  and  the  pentanitrate  was  precipi- 
tated. Hexanitrostrirch  (\^'Hjfi^(NO.j)g,  con- 
taining 14'14  p.c.  nif  ifi'.'i'ii.  was  prepared,  mixed 
with  the  pentanitial r.  hy  ilissolving  dry  starch 
in  ten  times  its  weight  of  niliic  acid,  sp.gr.  ]-5, 


standing  24  hours,  and  pouring  the  solution  into 
five  times  its  weight  of  sulphuric  acid,  sp.gr.  1'77. 

A  nitrostarch  conlainirig  16-5  p.c.  nitrogen, 
corresponding  to  an  odoii  Unite  of  the  composition 
Ci,Hj.,0„(N03)8,  was  prepared  by  Hough  in  the 
United  States  in  1904  (U.  S.  Pat.  751076,  1904) 
by  injecting  dried  maize  starch  below  the  surface 
of  an  acid  mixture  consisting  of  3  parts  of 
strong  nitric  acid,  2  parts  of  strong  sulphuric 
acid,  and  sufficient  Nordhausen  sulphuric  acid, 
containing  40  p.c.  SO3,  to  give  an  excess  of  2  to 
3  p.c.  of  unhydrated  SO3.  The  temperature  is 
kejit  at  7°  to  10°,  and  Nordhausen  acid  is  added 
during  the  nitration  to  keep  up  the  strength  of 
the  mixture.  The  nitrated  starch  is  filtered  off, 
washed,  and  treated  with  hot  dilute  ammonia 
to  dissolve  out  lower  nitrates  and  stabilise  the 
product.  The  final  product  is  an  orange- 
coloureil  powder,  soluble  in  ether-alcohol. 
Subsequently,  Holmes  (  U.  S.  Pat.  779422,  1905) 
stabilised  the  product  by  dissolving  in  a  mixture 
of  alcohol  and  acetone,  and  then  evaporating  off 
the  acetone.  The  impurities  and  lower  nitrates 
remain  in  solution  in  the  alcohol. 

This  nitrostarch  is  used  in  several  American 
smokeless  powders,  and  was  also  for  a  time 
tried  as  a  constituent  in  a  U.S.  Service  powder. 

The  production  of  so  highly  nitrated  a  starch 
as  claimed  by  Hough  has  been  questioned  by 
Berl  and  Butler  (Zeitsch.  ges.  Schiess.  u.  Spreng- 
stoffw.  1910,  82).  Using  Hough's  method,  they 
failed  to  obtain  a  product  with  a  higher  nitrogen 
content  than  13-44  p.c. 

Nitrodextrin,  prepared  similarly  to  nitro- 
starch, has  been  proposed  for  use  with  am- 
monium nitrate  in  safety  explosives,  mixed  with 
a  little  resin. 

Nitromannile  or  Nitromannitol,  a  nitric  ester 
C8H„{N03)g,  prepared  by  the  action  of  the  usual 
mixed  acids  on  the  hexahydric  alcohol  mannitol, 
extracted  from  manna,  the  dried  sap  of  the 
manna  ash  ( Fraxinus  Ornus)  (Linn. ).  The  nitrated 
product,  after  being  well  washed,  and  dried  at 
40°,  crystallises  from  ether  or  alcohol  in  needle- 
shaped  crystals,  which  are  insoluble  in  water. 
It  is  a  very  sensitive  and  highly  explosive  com- 
pound, exploding  at  about  300°,  and  has  been 
suggested  as  a  substitute  for  mercury  fulminate. 
It  is  more  sensitive  to  friction  and  shock  than 
nitroglycerin,  and  nearly  as  powerful  and  local 
in  its  effects  as  fulminate.  It  is  stable  -when 
thoroughly  purified,  but  this  purification  is 
difficult  to  obtain  on  the  large  scale,  and  tlie 
product  is  usually  very  liable  to  spontaneous 
decomposition. 

Nitrosugars.  Nitrosaccharose,  nitro-cane  sugar, 
or  '  fulminating  sugar,'  was  first  obtained  by 
Schonbein,  by  nitrating  cane  sugar  with  a 
mixture  of  1  part  of  strong  nitric  acid  and  2  parts 
of  strong  sulphuric  acid  at  12°,  washing,  and 
drying.  It  is  a  white,  amorphous  powder, 
soluble  in  water,  alc(jhol,  and  ether.  On  gently 
heating,  it  softens,  and  can  be  kneaded,  but  on 
strongly  heating,  it  explodes  violently.  It  is 
very  sensitive  and  has  been  proposed  for  use  in 
percussion  caps.  It  is,  however,  (Iciiiiiic  sccnl . 
and,  as  prepared  up  to  the  present,  vers  unsta  ble. 
Nitrolactose  is  similar  to  nitrosaccharose,  but  can 
be  crystallised  from  its  solution  in  alcohol  or 
ether.  It  has  similar  violently  explosive  ]3roper- 
ties,  and  is  equally  sensitive  and  unstable. 
NiirodlucoKe,  witli  vegetable  fibre  and  potassium 
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chlorate  and  nitrate,  is  a  constituent  of  KeiVs 
explosive,  and  solid  and  liquid  nitro  products, 
obtained  from  molasses,  have  also  been  proposed. 

Other  nitro  explosives,  prejDared  by  the 
nitration  of  a  great  variety  of  organic  substances, 
such  as  wood,  flax,  hemp,  jute,  gelatin,  resin, 
coal,  (fee,  have  been  prepared,  and  several  have 
been  already  mentioned  as  constituents  of 
various  explosive  mixtures. 

Amino,  and  amino-nitro  explosive  com- 
pounds. Ammonium  nitrate  may  be  considered 
as  the  simplest  of  the  amino-nitro  compounds. 
Glycocoll  nitrate,  the  nitrate  of  aminoacetic 
acid,  has  been  used  in  a  propellant,  and  good 
results  obtained.  Its  explosion  may  be  repre- 
sented by  : 

CH,(NH2)-COOH-HN03=3HoO  +  2CO+N„ 

and  its  explosion  constants  have  been  compared 
with  those  of  picric  acid  by  do  la  Roque  (Rev. 
de  Chem.  indus.  11,  5).  The  Westfalish-Anhalt- 
Sprengstoff.  A.  G.  (Ger.  Pat.  203190,  1907) 
suggested  the  dinitrodialkylamides  for  use  in 
explosives.  The  nitrates  of  the  aromatic  amines, 
like  aniline  nitrate,  are  used  as  constituents  (for 
example,  Ceipek  (Fr.  Pat.  341021,  1904)  mixes 
the  latter  with  ammonium  nitrate),  but  they  do 
not  contain  sufficient  oxygen  to  form  explosives 
by  themselves.  Hermann  (Ger.  Pat.  170072, 
1905)  proposes  condensation  products  of  form- 
aldehyde and  the  aromatic  amines. 

Picramic  acid  and  the  picramates,  and  the 
corresponding  reduction  products  of  trinitro- 
cresol,  were  j)roposed  by  Turpin  in  )5otassium 
nitrate  mixtures  (Fr.  Pat.  185034,  1887). 
Claessen  (Fr.  Pat.  355695,  1905)  proposed 
tetranitromethylaniline  and  the  ethyl  com- 
pound, as  detonating  explosives,  and  Will 
(U.S.  Pat.  827768,  1906)  uses  the  same  compound 
mixed  ^\■ith  mercury  fulminate.  Nitraniines  of 
the  anthraquinone  series  of  various  degrees  of 
nitration  and  explosibility  have  been  suggested 
by  Scholl  (Ber.  1904,  4427),  and  von  Schroetter 
(Eng.  Pat.  8156,  1907)  proposed  hexanitrodi- 
phenylamine  and  its  salts,  alone  or  in  mixtures. 
Nitro  derivatives  of  the  condensation  products 
obtained  by  heating  primary  aromatic  amines 
with  oxalic  acid,  and  the  nitro  derivatives  of 
aromatic  diamines,  such  as  pentanitrodimethyl- 
metaphenylenediamine,  have  been  claimed  bv 
the  Soc.  Anon.  d'Explosifs,  &c.  (Fr.  Pat.  391106 
and  391107,  1907).  Tetmlit,  a  Spanish  high 
explosive  used  in  shells,  is  said  to  be  pre- 
pared from  tetranitromethylamine  (Zeitsch. 
Ges.  Schiess-  u.  Sprengstoffw.  1908,  308),  and 
the  Rheinsch.  Westfalisch.  Gessells.  use  tetra- 
nitromethylaniline in  detonators  under  the  name 
of  Tetri/l.' 

Diazo  explosive  com,pounds.  All  the  diazo 
derivatives  are  very  sensitive  explosive  com- 
jjounds.  '  Chromate  de  benzine  dirnotie  ' 
CeH5N,HC'r04  is  one  of  a  class  of  explosive 
compounds  proposed  as  detonants  by  Caro  and 
Gricss  (Eng.  Pat.  1956,  1866).  The  diazo 
compounds  generally  are  too  sensitive  and 
highly  dangerousto  beused  in  practical  explosives. 

Azo  compounds.  The  azo  compounds  are 
more  stable  than  the  diazo  compounds.  They 
do  not  form  explosives  in  themselves,  but  have 
been  proposed  in  mixtures.  For  example, 
Girard  (Fr.  Pat.  349635,  1904)  uses  azobenzene 
mixed   with  dinitrotohiene  or  picric  acid  in 


chlorate  and  ammonium  nitrate  mixtures,  in 
order  to  lower  the  melting-point  of  the  nitro 
compound,  and  effect  incorjioration  at  a  lower 
temperature. 

Hydrazines.  Hydrazine  chlorate  and  per- 
chlorate  have  been  prepared  by  Salvadori  (Gazz. 
chim.  ital.  1907,  ii.  32) :  they  are  highly  explosive 
and  sensitive  compounds,  the  perchlorate  being 
the  more  stable. 

Hydrazoic  acid,  or  azoimide  HN,,  is  one  of 
the  most  explosive  substances  known.  It  is  a 
volatile  liquid,  the  vapour  of  «'hich  detonates  on 
contact  Avith  a  flame.  The  aqueous  solution  of 
the  acid  forms  metallic  salts ;  those  of  the  heavy 
metals  being  extremely  explosive.  With  am- 
monia it  forms  a  white  crj'stalline  solid  HN3-NH3, 
which  is  less  explosive.  It  burns  B,\\a,y  rapidly 
but  not  explosively,  unless  conlined. 

Azides.  The  use  of  the  nitrides  of  the  heavy 
metals  has  been  referred  to  under  detonating 
compositions. 

The  explosive  properties  of  the  nitrogen 
halogen  compounds  arc  well  known,  but  these 
compounds  are  unsuitable  for  practical  explo- 
sives. 

Acetylene  co^nprjiinds.  Many  of  the  com- 
pounds formed  by  the  action  of  acetylene  on 
metallic  oxides  and  salts  are  violent  explosives, 
and  have  been  proposed  as  detonating  explo- 
sives. The  white  solid  obtained  by  passing 
acetylene  into  an  acid  solution  of  silver  nitrate 
has  been  claimed  by  the  Socict('  Anon.  Dynam. 
Nobel  (Fr.  Pat.  321285,  1902)  as  a  substitute  for 
mercury  fulminate  in  chlorate  detonating 
mixtures,  and  that  obtained  from  an  ani- 
moniacal  solution  of  mercury  nitrate  has  been 
proposed  by  Venier  (Fr.  Pat.  364461,  1906)  for 
a  similar  purpose. 

Safety  Explosives. 

Prior  to  about  1880,  black  gunpowder 
and  dynamite  were  almost  the  only  explosives 
used  in  mines  and  quarries  ;  the  former 
for  mining  soft  coal  or  obtaining  large  blocks 
of  rock,  the  latter  for  the  harder  materials 
and  where  shattering  effects  were  desired.  At 
the  present  time,  although  gunpowder  is  used 
in  this  country  to  the  extent  of  more  than  half 
the  total  A\eight  of  mining  explosives,  kieselguhr 
dynamite  has  been  largely  displaced  by  blastmg 
gelatin,  and  a  large  variety  of  other  explosives 
have  come  into  use,  more  especially  the  so- 
called  '  safety  explosives  '  used  in  '  fiery  '  coal- 
mines. The  use  of  gunpowder  in  these  mines  is 
everywhere  prohibited. 

The  following  table,  taken  from  the  34th 
Annual  Report  of  H.M.  Insjjector  of  Explosives, 
gives  the  amount  of  different  explosives  used  in 
mines  and  quarries  in  Great  Britain  in  1 909  : — 


Explosive 
Permitted  explosives 
Gunpowder  . 
Gelignite  . 

Blasting  gelatin  anil  gela- 
tin dynamite 
C'heddite 
Dynamite 
Various 

Total 


Quantity 

P.O. 

vised,  lbs. 

of  total 

8,502,232 

28-3 

17,596,475 

58-5 

3,085,529 

10-2 

616,430 

2-0 

123,531 

0-4 

117,260 

0-4 

51,424 

0-2 

30,091,887 

lOO-O 
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Of  the  '  permittod  explosives,'  those  most 
used,  in  order  oi  quantity,  were :  bobbinite, 
arkite,  monobel,  ammonite,  samsonite,  saxon- 
ite,  rippite,  roburite,  westfalite,  bellite, 
carbonite,  stowite,  Faversham  powder,  am- 
monal, albionite,  &c. 

Owing  to  an  evor-increasing  number  of  coal- 
mine explosions,  due  to  the  ignition  of  fire  damp 
or  dust  by  the  firing  of  shots,  the  British 
Government  appointed  a  Commission,  which 
recommended  that  the  explosive  should  be  sur- 
rounded by  a  jacket  of  water,  but  no  attempt 
was  made  to  devise  a  safety  explosive.  Subse- 
quent to  the  English  Commission,  several  of  the 
Governments  on  the  Continent  also  appointed 
Commissions,  but  the  factors  which  render  an 
explosive  safe  to  use  in  contact  with  inflammable 
mixtures  were  not  definitel}'  settled,  and  even 
now  they  are  not  known  vnth  certainty.  It  has 
been  found  impossible  to  devise  an  explosive 
that  is  absolutely  safe  under  all  conditions,  and 
at  the  present  time  there  is,  in  this  countrj',  no 
special  definition  of  a  '  safety  explosive,'  except 
that  it  must  pass  the  Home  Office  tests  and  be 
placed  on  the  '  permitted  list.' 

According  to  the  French  Commission,  in  1888, 
thef  actors  determining  the  ignition  of  inflammable 
mixtures  are  the  temperature  of  explosion  of 
the  explosive  and  the  duration  of  the  flash. 
They  found  that  a  mixture  of  marsh  gas  and  air 
ignited  at  650°,  but  that  at  this  temperature  the 
ignition  was  delayed  ten  seconds,  and  a  much 
higher  temperature  was  permissible,  if  of  short 
duration.  A  safety  explosive  had  to  fulfil  the 
conditions  that  the  products  of  explosion  were 
free  from  inflammable  substances,  and  that  the 
calculated  temperature  of  explosion  should  be 
below  1500°. 

This  temperature  limit  cannot,  however,  be 
rigidly  applied ;  for  '  carbonite,'  the  first  safety 
explosive,  and  at  the  present  time  one  of  the 
safest,  had  a  temperature  of  explosion  well  above 
this  limit.  According  to  Bichel,  the  inventor  of 
carbonite,  the  calculated  temperature  of  the 
explosion  is  of  no  value  in  determining  safety, 
but  the  maximum  temperature  of  the  products 
of  combustion,  the  length  and  duration  of  the 
flame,  and  the  velocity  of  detonation,  are  the 
determining  factors.  The  amount  of  the  explo- 
sive used  and  the  physical  and  chemical  nature 
of  the  products  of  combustion,  for  example,  the 
proportion  of  incandescent  solid  particles,  are  of 
great  importance  (Gliickauf,  1904,  35). 

The  Prussian  Commission  came  to  the  con- 
clusion that  the  quicker  the  explosion,  the  greater 
the  safety ;  consequently,  that  kieselguhr  dyna- 
mite and  guncotton  were  safe,  and  that  ful- 
minate detonators  could  not  ignite  pit  gas. 
But  this  view  is  no  longer  held  to  be  true  in  aU 
cases ;  for  '  bobbinite,'  a  slow  black  powder 
mixture,  is  one  of  the  safest  and  mo.st  extensively 
used  safety  explosives,  whilst  blasting  gelatin  is 
not  safe. 

The  Austrian  Committee  defined  a  safety 
explosive  as  one  that  gives  a  short,  but  not 
bright,  flame,  and  one  that  passes  the  usual 
gallery  tests.  Von  Lauer,  in  Austria,  stated 
that  bore-hole  shots  that  have  done  their  work 
never  ignite  pit  gas,  and  that  the  risk  arises 
from  blown-out  shots  and  fissured  coal,  but  this 
contention  has  not  held  good  in  aU  cases.  Gutt- 
mann  considered  that  the  risk  of  a  blo^vn-out 


shot  is  frequently  due  to  the  rapidity  of  the 
explosion  being  sufficient  to  ignite  the  gas 
mixture,  o\ving  to  the  heat  produced  by  the 
compression  and  friction  set  up  in  the  atmo- 
sphere by  the  explosion  gases. 

Testing  galleries. — The  question  as  to  whether 
explosives  are  suitable  for  use  in  fiery  mines  is 
now  chiefly  decided  by  submitting  them  to  a 
practical  test,  which  is  intended  to  simulate, 
more  or  less,  the  conditions  of  use  in  these 
mines.  The  exact  nature  of  the  test  varies  in 
different  countries,  and  the  severity  of  the  test 
has,  from  time  to  time,  been  increased  as  the 
factors  determining  safety  have  become  better 
understood,  and  the  manufacture  of  safety 
explosives  consequently  become  more  perfected. 
Explosives  at  one  time  '  permitted  '  are  occa- 
sionally removed  from  the  list,  as  the  conditions 
of  test  are  made  more  stringent. 

The  test  consists  in  firing  a  number  of  shots 
under  definite  conditions  into  an  explosive 
mixture  contained  in  a  long  gallery,  the  explosive 
passing  the  test  when  no  explosion  occurs. 
Most  countries  have  one  or  more  official  testing 
stations,  and  many  manufacturers  of  explosives 
have  their  ovra  testing  galleries. 

A  testing  gallery,  based  on  a  private  one 
belonging  to  some  north-country  private  manu- 
facturers, was  established  at  Woolwich  in  conse- 
quence of  the  Coal-Mines  Regulation  Act,  1896, 
to  test  explosives  proposed  for  use  in  coal-mines. 
Those  that  pass  this  test  are  put  on  the  list  of 
'  permitted  explosives,'  which  indicates,  not  that 
they  are  absolutely  safe  under  all  conditions  of 
j  use,  but  that  they  are  safer  than  those  not  on 
the  list.  It  is,  indeed,  recognised  that  all 
explosives,  used  under  certain  conditions  and  in 
sufficient  quantity,  will  ignite  mixtures  of  pit  gas 
or  coal-dust  and  air. 

In  testing,  a  given  weight  of  the  explosive  is 
fired  from  a  gun  into  a  mixture  of  85  p.c.  air  and 
16  p.c.  coal  gas.  The  shot  is  'stemmed'  with  a 
definite  length  of  dried  pottery  clay.  These 
conditions  at  Woolwich  are  not  intended  to 
exactly  imitate  the  actual  conditions  obtaining 
j  in  a  fiery  mine,  but  rather  to  give  a  severe  test 
which  can  be  uniformly  reproduced  at  any  time. 
It  is  for  this  reason  that  coaI-du.st  is  not  employed 
in  the  Woohvich  test. 

The  Woolwich  testing  gallery  is  an  iron  tube 
I  2  feet  6  inches  in  diameter  and  28  feet  in  length, 
with  seven  safety-valve  orifices  at  equal  intervals 
along  the  top  of  the  tube,  to  allow  the  escape  of 
;  the  gas  following  an  explosion.    The  shot  is  fired 
from  a  gun  at  a  definite  angle  with  the  roof. 
Such  a  weight  of  the  explosive  is  fired  as  is 
equivalent  in  strength  to  4  ozs.  of  dynamite  No.  1. 
The  charge  was  determined  previous  to  1900  by 
finding  the  weights  necessary  to  give  equal  en- 
largements in  the  lead-block  test,  but  since  that 
time  the  relative   strengths  of  the  various 
I  explosives  has  been  measured   by  a  ballistic 
I  pendulum  test,  which  has  been  found  to  give 
j  more  accurate  results.    One  of  the  guns  is 
j  charged  vnth  the  explosive  and  fired  from  a  fixed 
i  distance  into  the  muzzle  of  a  5-ton  mortar  of 
•  13-inch  calibre  suspended  in  an  iron  framework 
I  from  an  overhead  beam.    The  svdng  of  the 
!  mortar  gives  a  measure  of  the  strength  of  the 
explosive. 

If  the  gas  mixture  does  not  fire  in  20  .shots, 
I  10  shots  with  12  inches' stemming  and  10  shots 
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with  9  inches'  stemming,  no  explosive  being  left  I 
unconsumed,  the  explosive  is  consiilei-od  safe. 
The  size  of  detonator  and  nature  of  the  wapping 
to  be  used  with  the  explosive  are  defined,  as  these 
are  found  to  materially  affect  the  results.  For 
instance,  explosives  containing  sulphur  are 
much  less  safe  in  a  lead  alloy  case  than  in  a 
paper  wrapper. 

On  the  Continent,  simUar  testing  stations 
exist.  The  galleries  are  long  wooden  or  iron 
tubes,  round  or  oval  m  section,  but  usually 
considerably  larger  in  section  than  the  Woolwich 
gallery.  The  galleries  vary  in  sensitiveness 
according  to  their  diameter,  material,  and 
situation  ;  and  the  results  obtained  at  one  gallery 
are  not  directly  comparable  with  those  obtained 
at  others.  A  particular  gallery  will  also  give  I 
irregular  results  on  certain  days,  for  reasons  that 
have  not  been  explained,  and  results  obtained 
on  these  days  have  to  be  neglected.  The  explo- 
sive mixture  generally  used  is  prepared  with 
natural  pit  gas,  but  occasionally  artificially  pre- 
pared methane,  coal  gas,  or  even  benzene  i 
vapour  is  used,  and  usually  coal-dust  is  sus-  i 
pended  in  the  explosion  mixture.  Coal-dust  is 
said  not  to  increase  the  sensitiveness  of  the 
mixtures,  but  causes  the  ignition  to  be  more 
violent  and  therefore  more  visible.  Beyling 
showed  exiJerimentaUy  (Gliickauf,  1908,  1111) 
that  all  explosives  ignite  either  coal-dust  or  a  I 
gas  mixture  more  readily  than  a  combination 
of  the  two,  and  in  Germany  safety  explosives  are 
not  now  tested,  as  formerly,  in  a  gas  mixture 
containing  eoal-dust,  but  in  fire-damp  (S  to  9 
p.c.)  and  coal-dust  mixtures  separately.  The 
cannons  used  vary  in  bore,  and  it  has  been  found 
that  the  narrower  the  bore  of  the  cannon,  the 
easier  the  ignition. 

The  general  method  in  use  is  to  find  the 
charge-limit<>,  or  maximum  charge  of  the 
explosive  which,  in  a  series  of  10  shots,  just  fails 
to  fire  the  explosive  mixture,  the  charge  being 
unstemmed. 

The  English  and  Continental  systems  give 
very  different  results,  and  many  explosives 
passed  by  the  one  are  condemned  by  the  other. 

CoDiposition. — By  far  the  greater  number  of 
safety  explosives  are  either  nitroglycerin  mix- 
tures or  ammonium  nitrate  mixtures.  Some- 
times the  mixtures  contain  both  ammonium 
nitrate  and  nitroglj'cerin,  so  as  to  combine  the 
advantages  of  the  two  types.  Some  black 
2)owder  and  chlorate  anil  perchlorate  mixtures 
are  also  used. 

The  nitroglycerin  explosives,  containing  a 
little  nitrocotton  to  gelatinise  them,  have  a  high 
charging  density,  are  readily  detonated,  and  are 
waterproof.  The  latter  quality  enables  them 
to  be  used  in  damp  or  wet  bore  holes.  They 
are  plastic  and  can  be  well  rammed  into  the  bore 
holes,  thus  assuring  a  maximum  effect.  They 
are  speciallj'  useful  in  blasting  the  harder 
materials.  The  safety  of  these  explosives  varies 
inversely  with  the  proportion  of  nitroglycerin, 
and  the  maximum  permissible  is  about  30  p.c. 
The  nitroglycerin  explosives  are  not  so  safe  [ 
against  percussion,  such  as  an  accidental  blow, 
or  too  hard  ramming,  as  the  ammonium  nitrate 
explosives  ;  and  when  so  ignited  not  only  does  the  j 
whole  cartridge  (explode,  Imt  the  explosion  may 
be  communicated  to  the  adjacent  cartridges. 
Another  drawback  is  their  liability  to  freeze. 


The  ammonium  nitrate  exi)losives  are  very 
safe,  because  of  the  large  amount  (if  \\atcr  con- 
tained in  the  products  of  explosion,  but  they  are 
difficult  to  detonate  completely,  and  usually 
their  hygroscopic  nature  necessitates  the  use  of 
a  waterproof  wrapper.  They  are  so  difficult  to 
ignite  and  so  insensitive  to  percussion,  that  their 
transport  is  quite  safe,  but  their  charging 
density  is  low  and  their  effect  less  than  that  of 
the  nitroglycerin  exjilosives.  When  ammonium 
nitrate  explosives  do  fire  by  percussion,  only 
that  portion  actually  struck  is  ignited.  They 
necessitate  the  use  of  large  bore  holes,  and  are 
consequently  best  adapted  for  blasting  soft 
materials.  Ammonium  nitrate  itself  is  quite 
safe  in  any  quantity,  and  the  safety  of  mixtures 
prepared  with  it  depends  on  the  nature  and 
proportion  of  the  combustible  material. 

Ammonium  nitrate  explosives  containing  a 
small  percentage  of  nitrocellulose,  have  been 
thought,  especially  in  Austria,  to  be  amongst 
the  safest,  but  they  are  not  jDermitted  in  this 
country.  The  reason  for  this  is  that  they  are 
liable  to  slowly  decompose  and  become  acid, 
and  the  liberated  acid  and  ammonia  attack  and 
decompose  the  nitrocellulose. 

Both  Dautriche  and  Taffanel  have  estab- 
lished that,  by  the  addition  of  potassium 
nitrate  to  safety  explosives,  the  factor  of  safety 
in  pit  gas  mixtures  is  considerably  increaseil, 
whether  the  temperature  of  explosion  be  high 
or  low.  The  heat  of  combustion  is  considerably 
lowered,  whilst  the  explosive  force  is  not  appre- 
ciably diminished  {Taffanel,  Zeitsch.  Ges.  Schiess- 
u.  Sprengstoffw.  1910,  306,  &c.). 

Safety  ingredients. — In  safety  explosives,  the 
ingredients  are  so  proportioned  that  the  carbon  is 
mainly  converted  into  carbon  monoxide.  This 
reduces  the  temperature  of  the  explosion  without 
sensibly  diminishing  the  explosive  force,  owing 
to  the  increased  volume  of  gases  produced. 
Tlie  prmciple  of  safety  explosives  is,  further,  so 
to  arrange  the  nature  and  proportion  of  the 
ingredients  that  a  sufficient  volume  of  non- 
inflammable  gas,  such  as  water  vapour,  carbon 
dioxide,  nitrogen,  ammonia,  &c.,  is  produced 
to  dilute  the  carbon  monoxide  and  prevent  its 
contact  with  the  air  until  its  temperature  has 
fallen  below  the  ignition-point. 

As  already  mentioned,  the  first  suggested 
remedy  for  the  prevention  of  the  ignition  of  fire 
damp  was  to  suiTound  the  cartridge  ^\■ith  a 
water-jacket.  Subsequently  it  was  found  that 
tamping  the  explosive  with  wet  moss,  sand,  or 
clay  added  considerably  to  the  safety  ;  tamping 
even  with  only  1  inch  of  dry  sand  was  shown  by 
Guttmann  to  double  the  safety. 

The  use  of  wet  tamping  materials  led  to  the 
use  of  salts  contauiing  large  ciuantities  of  water 
of  crystallisation,  such  as  sodium  carbonate  and 
magnesium  svdphate,  or  salts  which  liberate 
much  water  at  the  temperature  of  explosion, 
such  as  ammonium  oxalate. 

A  large  percentage  of  sotlium  carbonate  is 
used  in  '  wetter  dynamite  '  and  '  Grisoutine,' 
and  ammonium  oxalate  in  '  securite.'  Mag- 
nesium sulphate  has  not  been  nuich  used 
because  of  its  effect  on  the  mhiers. 

Another  class  of  additions  is  salts  which 
dissociate  and  aljsorb  heat  at  the  tempei-ature 
of  explosion.  Examples  of  this  class  are 
the    potassium     dichromate    in    '  dahmenite  ' 
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potassium  permanganate  in  loburite,'  and 
ammonium  chloride  in  '  antigrison.'  The  use 
of  ammonium  chloride  led  to  the  production  of 
hydrochloric  acid  in  the  mine  gases,  and  it  was 
consequently  mixed  vAth  an  equivalent  qviantity 
of  sodium  or  potassium  nitrate  ;  or  better,  the 
alkali  chlorides  are  themselves  used  (Bichel,  Fr. 
Pat.  327868,  1902). 

Modern  German  safety  explosives  contain 
large  proportions  of  potassium  or  sodium 
chloride,  and  these  explosives  are  very  safe, 
especially  in  coal-dust  mixtures,  but  are  not  so 
powerful  as  the  older  explosives. 

The  use  of  materials  which  absorb  heat  on 
decomposition,  such  as  wood  pulp  and  rye  flour, 
has  been  found  to  confer  great  safety  on  explo- 
sive mixtures  containing  them,  such  as  '  car- 
bonite  '  and  '  gelignite.' 

The  good  effect  of  wood  meal  led  to  the 
manufacture  of  those  safety  black  powders,  like 
Ai'gus  powder  and  earthquake  powder,  con- 
taining a  high  percentage  of  volatile  matter  {see 
Curtis  and  others,  Eng.  Pat.  17878,  1898,  and 
6523,  1899).  Some  of  the  good  effect  of  these 
slack-burnt  charcoals  has  also  been  attributed 
to  their  reduced  content  of  solid  matter.  Curtis 
and  others  (Eng.  Pat.  6756,  1898)  claimed  the 
use  of  a  layer  of  sodium  bicarbonate  in  front  of 
an  ordinary  gunpowder  charge,  the  safety  action 
depending  on  the  liberation  of  carbon  dioxide. 
The  Westfiilisch.-Anhalt.  Sprengstofi.  Actien- 
Gesells.  (Eng.  Pat.  3334,  1902)  compound  an 
explosive  mixture  so  as  to  produce  a  large 
volume  of  ammonia  on  detonation  ;  Reschke 
(Eng.  Pat.  25780,  1905)  suggests  copper  oxalate  ; 
von  Dahman  (Eng.  Pat.  7562,  1898)  suggests 
the  use  of  acetic,  citric,  or  tartaric  acid  and 
their  salts  with  such  explosives  as  roburite  ; 
Callenberg  (Fr.  Pat.  322946,  1902)  proposes  to 
add  turpentine  chloride  ;  Macnab  proposed  to 
insert  a  glass  tube  containing  aqueous  ammonia 
into  the  gunpowder  cartridge. 

Testing  Explosives. 

The  explosive  characteristics  of  a  powder 
depend  priimarly  on  its  chemical  nature.  The 
analysis  of  explosives  is  consequently  of  great 
importance.  As  far  as  space  would  permit,  an 
outline  of  the  anal3'sis  has  already  been  given 
under  the  individual  explosives. 

The  purity  of  the  ingredients,  size  of  the 
grain,  intimacy  of  the  admixture  and  density, 
also  largely  influence  the  character  of  the 
explosive.  A  microscopic  examination  of  a 
mechanical  mixture,  as  with  the  cap  composi- 
tion, is  of  value. 

An  eye  inspection  of  explosives  that  have 
been  in  store  should  be  made  for  any  sign  of 
efflorescence  and  deliquescence  or  exudation,  if 
a  nitroglycerin  explosive;  and  for  signs  of 
cracking  or  breaking  down,  in  nitrocellulose 
powders ;  or  local  patches  of  discolouration  in 
nitro  powders  generally.  The  development  of 
acidity,  as  shown  by  the  reddening  of  blue 
litmus  paper,  often  indicates  decomposition. 

Stability  Tests  for  Nitro  Explosives. 

One  of  the  most  ilesirable  pi-ojicrties  in 
explosives,  whether  for  use  as  jjropellants  or 
disruptives,  is  that  they  shall  be  chcmicaih' 
stable  under  all  the  conditions  of  climate, 
storage,  and  transport  that  they  may  have  to 


withstand.  All  nitro  explosives  undergo  de- 
composition at  temperatures  below,  in  some 
cases  considerablj'  below,  their  exploding-poiuts, 
even  when  pure,  and  many  of  them  are  liable  to 
contain  traces  of  acids  and  impurities  that  are 
much  less  stable.  The  decomposition  of  these 
impurities  leads  to  the  production  of  higher 
oxides  of  nitrogen  which  act  catalyticaUy  on  the 
explosive  itself,  and  may  lead  to  the  spontaneous 
ignition  of  the  latter. 

The  extensive  use  of  guncotton,  dynamites, 
smokeless  powders,  and  other  nitro  explosives 
necessitates  the  use  of  tests  that  will  not  only 
determine  the  stability  of  the  ingredients  them- 
selves, but  also  detect  the  presence  of  any  un- 
stable impurities.  The  test  should  also  be 
simple  and  reliable,  and  only  take  a  short  time 
to  carry  out.  No  single  test  has  been  devised 
that  is  universally  applicable  and  will  satisfy  all 
these  requirements,  and  it  is  usual  to  employ 
two,  three,  or  more  of  the  numerous  tests  that 
have  been  worked  out  and  to  form  a  definite 
conclusion  on  the  combined  results. 

Unless  otherwise  mentioned,  the  tests  apply 
only  to  nitrocellulose  or  nitrocellulose  powders. 

Deflagration  test. — One  of  the  earliest  tests 
was  that  devised  by  Hess.  The  explosive  was 
heated  at  a  fixed  high  temperature,  and  the  time 
of  evolution  of  coloured  fumes  and  also  of  firing 
was  noted.  In  a  modified  test,  the  explosive 
was  heated  under  pressure  at  75°  till  explosion 
took  place.  This  test,  which  is,  at  best,  only  a 
very  rough  indication  of  stabilitj',  is  not  much 
used  at  the  present  time,  but  is  the  basis  of 
several  other  tests. 

Fume  test.- — The  test,  devised  by  Thomas, 
consists  in  heating  a  definite  weight  of  the 
explosive  at  a  definite  elevated  temperature 
until  brown  fumes  appear,  the  stability  of 
the  explosive  being  judged  by  the  time  taken. 
The  method  of  carrying  out  the  test  with  gun- 
cotton  is  as  follows  :  2'5  grams  are  weighed  out 
into  a  well-cleaned  glass  tube  32  cm.  X  l'6c.m., 
and  pressed  do^,vn  to  a  height  of  4  cm.  The 
tube  is  closed  by  a  well-fitting  glass  stopper  and 
placed  to  a  depth  of  10  cm.  in  an  oil-bath, 
heated  to  135°.  At  the  end  of  10  minutes,  any 
moisture  condensed  on  the  upper  part  of  the 
tube  is  wiped  out.  A  standard  tint  for  fixing 
the  end  of  test  is  made  by  filling  a  tube  with  a 
solution  containing  8  mgms.  of  potassium  di- 
chromate  and  0-4  gram  of  cobalt  suljjhate  per 
litre.  T'he  test  is  an  official  one  in  France  and 
Holland,  and  is  frequently  used  in  combination 
with  other  tests ;  the  temperature  of  the  test 
being  varied. 

An  objection  to  it  is  the  length  of  time  it 
takes  for  completion  ;  for  example,  as  used  in 
Holland,  guncotton  heated  for  10  hours  a  day 
at  95°  requires  21  days  before  red  fumes  are 
developed. 

Al  el  heat  test  is  the  English  official  heat  test 
applied  to  nitro  explosives  generally,  and  is 
defined  by  the  Explosives  Act,  1875.  The 
principle  of  the  test  is  to  note  the  time  required 
to  produce  a  standard  di.scolouration  of  a  test 
potassium  iodide-starch  paper,  when  thi^  explo- 
sive is  heated  under  specified  conditions.  The 
explosive  is  weighed  out  into  test-tubes,  about 
5|  to  6J  inches  long,  and  holding  20  to  22  c.c. 
when  filled  to  a  height  of  5  inches,  which  arc 
closed  by  an  indiarubber  stopper,  fitted  with  a 
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glass  rod  terminating  in  a  platinum  wire  hook. 
On  the  hook  is  suspended  a  test  paper,  about 
10  X  20  nun.,  the  upper  half  of  which  is  moistened 
with  a  mixture  of  equal  parts  of  glycerol  and 
water.  The  test  papers,  on  the  correct  prepara- 
tion and  sensitiveness  of  which  the  test  depends, 
are  now  made  by  the  Home  Office  and  bj'  the 
War  Office,  and  supplied  to  manufacturers  of 
explosives.  The  test-tubes  are  lAaced  to  a 
depth  of  3  inches  below  the  cover,  in  a  water- 
bath,  the  temperature  of  which  is  carefully 
regulated,  at  usually  160°  or  180°E.  The  water- 
bath  is  a  spherical  copper  vessel,  about  8  inches 
in  diameter,  fitted  with  a  cover  having  a  number, 
usually  six,  of  circular  holes,  fitted  on  the  under 
side  with  clips  to  take  the  tubes.  The  bath  is 
fitted  with  a  thermometer,  the  bulb  dipping 
2f  inches  into  the  bath,  and  usually  some  form  of 
temperature  regulator.  The  test  is  complete 
when  the  faint  brown  line  which  appears  at  the 
junction  of  the  wet  and  dry  parts  of  the  test 
paper,  which  is  adjusted  to  be  |  inch  above  the 
cover,  is  equal  in  tint  to  the  brown  line  on  a 
standard -tint  paper.  This  standard  tint  is  a 
line  drawn  on  paper  of  similar  make  to  unpre- 
pared test  papers,  with  a  solution  of  caramel  in 
water  of  defined  strength. 

The  English  (Government  sjoccifications  re- 
quire that  nitroglycerin  displaced  by  water  from 
il.N'namite,  shall  stand  for  15  minutes  at  160°F. 
CTl^C);  blasting  gelatin  and  gelatin  dynamite 
10  minutes  at  ]60°JB"'. ;  cordite  and  ballistite,  15 
minutes  at  180°F.  (82°C.) ;  gunootton  andtonite, 
10  minutes  at  ITCF.  (76-6°C.);  and  gelatinised 
guncotton  prei^arations  for  15  jninutes  at  ]80°r. 
Smokeless  powders  are  ground  in  a  mill  anil 
sifted,  and  the  portion  retained  between  two 
sieves  having  holes  equal  to  14  and  21  B.W.G. 
respectively  is  used  for  the  test. 

In  the  United  States,  the  first  aj)pearance  of 
a  brown  line  is  taken  as  the  end  of  the  test,  and 
the  specified  times  are  nitroglycerin,  15  minutes 
at  160°F.  ;  blasting  gelatin  dynamite,  10 
minutes  at  160°F.  ;  nitrocellulose  for  the  Army 
40  minutes,  for  the  Navy  30  minutes,  at  150°F. 
(65-5°C.)  ;  guncotton  from  compressed  blocks, 
10  minutes  at  ]50°F.  ;  nitrocellulose  powders, 
10  minutes  at  lOO^F.,  and  nitroglycerin-nitro- 
cellulose  powders,  20  minutes  at  150°F. 

In  Germany,  zinc  iodide  is  used  instead  of 
potassium  iodide  in  the  preparation  of  the  test 
papers,  which  are  more  sensitive  than  those 
prepared  mth  potassium  iodide. 

This  test  is  perhaps  the  most  generally 
ajjplicable  and  most  frequently  used.  Objec- 
tions that  have  been  raised  to  it  are  that  it  is 
purely  emjjirical,  and  depends  largely  on  the 
conditions  of  its  apjJication,  and  further  that  it 
is  really  a  test  for  traces  of  unstable  impurities, 
and  not  of  the  absolute  stability  of  the  explosive 
itself. 

Guttmann,  in  1897,  pointed  out  that  the  Abel 
test  could  be  masked  and  falsified.  With  an 
explosive  containing  residual  solvent,  such  as 
acetone,  the  test  depends  on  decomposition  of 
the  nitro  compounds,  combined  with  the  re- 
tarding influence  of  the  solvent.  In  a  similar 
way,  the  small  q^iantities  of  stabilisers  added  to 
nitro  explosives  influences  the  time  of  test. 

This  is  of  little  importance  so  long  as  these 
masking  agents  are  recognised  constituents  of 
the  explosive  and  present  in  their  normal  amount. 


or  are  extracted  before  the  test  is  taken,  as  the 
limits  of  the  test  are  fixed  accordingly. 

Mercuric  chloride,  which  has  a  very  strong 
masking  influence  on  the  heat  test  (as  little  as 
one  part  in  50,000  a])preciably  lengthens  the 
heat  test  of  corilite)  is,  in  some  countries,  a 
recognised  constituent  of  certain  guncotton 
explosives,  with  the  idea  of  sterilising  them,  but 
its  use  is  not  permitted  in  this  country. 

Modifications  of  the  Abel  test  have  been 
suggested,  principally  with  a  view  of  obviating 
the  influence  of  masking  agents.  Guttmann 
(J.  Soc.  Chem.  Ind.  1897,  287),  for  example,  pro- 
posed a  test  paper  treated  with  diphenylamine 
dissolved  in  sulphuric  acid,  which  gives  an 
intense  blue  colour  with  traces  of  nitrous  acid ; 
and  Hoitsema  (Zeitsch.  angew.  Chem.  1899,  705) 
proposed  the  same  reagent  used  in  a  different 
manner.  This  indicator  works  well  with  gun- 
cotton  explosives,  but  with  nitroglycerin  ex))lo- 
sives  the  results  are  erratic,  and  they  can  also  be 
readily  masked. 

Metaphenylcnediamine  was  suggested  as  the 
best  reagent  by  Spica,  in  1899,  but  this  again 
does  not  seem  to  work  well  with  nitrocellulose- 
nitroglycerin  explosives,  and  neither  of  the  pro- 
posed modifications  has  been  adopted. 

Silvered -vesad  teat. — This  test  was  deviseil  at 
the  Royal  Gunpowder  Factory,  Waltham  Ablx'.y, 
to  give  an  idea  of  the  amount  of  deterioration 
that  a  sample  of  cordite  had  sufl'ered,  and  from 
this  to  judge  the  further  length  of  time  it  would 
be  safe  to  store  the  cordite  at  any  given  tempera- 
ture. 

A  silvered  vacuum-jacketed  flask  is  filled 
with  the  ground  sample  of  cordite  and  exposed 
in  a  bath  heated  to  a  constant  temperature  of 
80°.  Readings  of  a  thermometer,  the  bulb  of 
which  is  in  the  centre  of  the  cordite,  are  taken 
at  intervals  until  the  temperature  rises  2°  above 
that  of  the  bath.  The  time  taken  for  this  rise 
of  tomx:)erature  of  2°  is  a  measure  of  the  staljility 
of  the  cordite.  The  flask  is  fitted  with  a  side 
tube  in  the  neck,  and  the  appearance  of  brown 
fumes  in  this  tube  indicates  the  active  de- 
composition of  the  cordite,  and  serves  as  a 
warning  that  the  test  is  near  completion. 

From  the  time  of  the  test  hi  hours,  using  a 
factor  that  has  been  established  connecting  rate 
of  increase  of  deterioration  of  cordite  with  rise 
in  temperature,  the  length  of  serviceable  life  of 
the  cordite  at  any  particular  temperature  can 
be  calculated. 

A  newly  made  Mark  I.  cordite  has  a  S.-V. 
test  of  from  500  to  COO  hours. 

German  test. — In  this  test,  which  is  largely 
used  on  the  Continent  and  is  one  of  the  American 
Service  tests,  2-5  grams  of  the  air-dry  explosive 

(  are  heated  in  a  glass  tube  loosely  closed  with  a 

j  perforated  cork  at  a  fixed  temperature,  until  a 
folded  piece  of  litmus  ijaper,  fixed  at  0-5  inch 

I  above  the  explosive,  is  comj)letely  reddened. 

'  The  temperature  of  the  test  is  135°.  The  time 
limits  are  fixed  by  tests  with  standard  samples 
of  the  particular  explosive.  Besides  the  time 
of  comi)lete  reddening  of  the  litmus,  the  time  of 
the  appearance  of  browi.  fumes  and  the  time 

I  before  the  sample  explodes,  are  also  noted. 

'I'he  .\merican  limits  for  this  test  arc  :  for 

I  nitrocellulose  and  nitroglycerin  powders,  com- 
plete reddening  over  30  minutes,  brown  fumes 
over  45  minutes,  explosion  over  5  hours  ;  and 
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for  coUoided  nitrocellulose,  complete  reddening 
over  75  minutes,  bro\vn  fumes  over  2  hours,  and 
explosion  over  5  hours. 

Vieille  test. — This  test  is  the  French  Service 
test.  10  grams  of  the  explosive  are  vreighed  out, 
and  a  piece  of  standard  blue  litmus  paper  is  also 
introduced  into  a  glass  tube  which  is  closed  as 
tightly  as  possible  by  means  of  a  clamped  Vi'ell- 
fitting  stopper.  The  tube  is  heated  in  a  bath 
maintained  at  110°.  When  the  litmus  paper  is 
completely  reddened,  the  time  is  noted  and  the 
tube  cooled.  The  sample  with  a  fresh  piece  of 
litmus  paper  is  introduced  into  a  second  tube 
and  the  heating  continued.  This  process  is 
repeated  imtil  a  period  of  less  than  an  hour  is 
taken  to  completely  redden  the  litmus  paper. 
The  sum  of  the  number  of  hours  of  the  previous 
heatings  is  then  taken  as  the  time  of  the 
tost. 

Vieille  found  that,  as  the  temperature  of  the 
test  was  raised,  the  time  is  reduced  in  arith- 
metical progression,  and  concluded  that  110°  is 
the  best  temperature  for  giving  reliable  results 
Avithin  a  reasonable  time. 

'  Poudre  B.'  has  a  Vieille  test  of  approxi- 
mately 50  hours. 

There  is  a  gradual  loss  of  nitrogen  from  the 
powder  during  the  test  which  Vieille  found  to  be 
approximately  0-009  p.c.  nitrogen  per  hour, 
during  a  test  of  100  hours  (Mem.  des  Poudres  et 
Salpetres,  1909,  71).  The  decrease  in  the 
nitrogen  content,  and  the  time  taken  to  first 
redden  the  test  paper,  are  both  considered  in 
conjunction  vnih  the  total  time  of  the  test  in 
sentencing  a  powder. 

Will  test. — This  test  gives  a  quantitative  idea 
of  the  stability  of  a  nitrocellulose,  and  is  very 
largely  used  in  conjunction  with  such  tests  as 
the  Abel  test.  The  test,  which  is  fully  described 
by  Wm  in  the  Mitt,  aus  der  Centralstelle  f. 
VVissensch.  Tech.  Untersuchungen,  1900,  [2]  5, 
and  1902,  [3]  34,  is  based  on  the  measurement  of 
the  nitrogen  evolved  from  guncotton  when 
heated  at  a  temperature  of  135°.  2^  grams  of 
the  dry  nitrocellulose,  or  3J  grams  of  moist 
nitrocellulose  as  it  leaves  the  centrifugal 
machines,  are  weighed  out  into  a  glass  decom- 
position tube  and  compressed  to  a  given  volume. 
This  tube  is  connected  at  one  end  with  a  pre- 
heating glass  coil,  and  is  fitted  at  the  other  end 
with  a  well  ground-in  exit  tube.  The  tube  is 
placed  in  an  oil-bath  fitted  with  a  stirrer,  the 
temperature  of  which  is  carefully  regulated  to 
136°.  To  remove  the  products  of  decomposition 
as  fast  as  they  are  formed,  a  uniform  current 
of  purified,  air-free,  carbon  dioxide  is  passed 
over  the  heated  nitrocellulose  at  a  rate  of  about 
25  c.c.  per  minute.  The  gases  after  passing 
over  heated  copper  gauze,  contained  in  a  heated 
copper  U  -tube,  to  reduce  the  oxides  of  nitrogen, 
are  collected  over  caustic  potash  in  a  gas 
burette,  with  a  special  zigzag  arrangement  to 
give  thorough  absorption  of  the  carbon  dioxide. 
The  column  of  the  nitrogen  collected  is  read 
oS  first  after  30  minutes,  then  after  every 
15  minutes  for  a  period  of  about  4  hours,  the 
caustic  soda  being  frequently  renewed.  Explo- 
sions may  occur,  and  the  oil-bath  is  suiTounded 
by  a  strong  screen.  The  results  arc  plotted  on 
a  curve.  The  gas  from  a  stable  nitrocellulose 
should  be  evolved  at  a  uniform  rat(!,  and,  if  this 
is  so,  Will  considers  that  the  sample  is  norjnal, 


or  has  attained  a  '  limit  state  '  of  purification. 
With  unstable  samples,  the  gas  evolution  is 
much  greater  at  first  than  later  in  the  test. 

To  interpret  the  results  given  by  any  nitro- 
cellulose explosive,  a  set  of  standard  curves  must 
be  obtained  from  well-purified  samples  for 
purposes  of  comparison.  English  Service  gun- 
j  cottons  average  an  evolution  of  7-5  nigms. 
±  1  mgm.  of  nitrogen  per  4  hours  (Robertson). 

Heiss  test. — This  is  a  modification  of  the  Will 
test,  in  which  the  decomposition  is  effected  at 
135°  in  vacud. 

This  modification  is  the  one  usually  applied 
to  high  explosives  of  the  nitro  class,  the  tem  - 
perature  of  the  bath  and  time  of  heating  varying 
with  the  explosive.  The  decomposition  tube  is 
connected  by  means  of  a  well-fitting  stopper, 
having  a  mercury  lute  with  a  long  mercury 
manometer  tube  in  which  the  gas  volumes  are 
read  off  at  intervals  for  some  days,  and  the 
results,  corrected  to  N.P.T.,  plotted  and  inter- 
preted by  reference  to  curves  obtained  from 
standard  samples. 

Ohermiiller  test. — This  test  is  similar  to  the 
last,  except  that  the  gas  volumes  are  not  calcu- 
lated, but  the  pressures  exerted  by  the  evolved 
gas,  the  volume  of  which  is  kept  constant,  are 
recorded.  The  rate  at  which  the  pressure 
increases  is  taken  as  a  measure  of  the  decomposi- 
tion, and  so  of  the  instability  of  the  explosive. 
For  nitrocellulose,  the  temperature  of  the  test 
is  140°.  Mittasch  (Zeitsch.  angew.  Chem.  1903, 
929)  describes  a  similar  test  in  which  the  gas 
evolution  is  automatically  recorded. 

Bergmann  and  Junk  test. — This  test  gives 
very  reliable  results,  and  has  been  largely  used, 
especially  in  Germany.  2  grams  of  the  dry 
'  nitrocellulose  are  weighed  out  into  a  tube 
35  cm.  long  and  2  cm.  wide,  and  pressed  down. 
The  decomposition  tube  is  connected  with  a 
ground-glass  stopper  connected  with  an  absorp- 
tion bulb  containing  water.  The  explosive  is 
heated  for  2  hours  in  a  bath,  kept  at  a  constant 
temperature  of  132°  by  boiling  amyl  alcohol. 
The  decomposition  tube  is  then  allowed  to  cool, 
and  the  water  to  flow  back  on  the  explosive. 
The  contents  of  the  tube  and  apparatus  are 
washed  and  filtered,  the  filtrate  oxidised  with 
j  permanganate,  and  the  nitrogen  estimated  as 
I  nitric  oxide  by  the  Schulze-Tiemann  method. 
I  The  limits  of  gas  evolution  fixed  are  2-5  c.c.  of 
NO  per  gram  guncotton,  or  2  c.c.  per  gram 
collodion  cotton.  This  test  is  considerably 
influenced  by  the  amount  of  moisture  present  in 
the  sample.  ' 

8y  test. — This  is  a  U.S.  Service  test  (J.  Amer. 
Chem.  Soc.  1905,  549).  1  to  4  grams  of  the 
explosive  are  weighed  out  on  a  covered  watch 
'  glass  and  heated  in  an  air-bath,  maintained  at 
i  a  constant  temperature  of  115°  by  a  boiling 
mixture  of  xylene  and  toluene.  After  8  hours' 
heating,  the  watch  glass  is  cooled  and  weighed, 
and  the  process  repeated  daily  for  some  six  days 
or  more.  The  daily  loss  in  weight,  mgms.  per 
1-gram  sample,  is  plotted  out,  and  comparison 
made  with  standard  curves.  'J'he  advantages 
claimed  for  this  test  are  that  whole  pieces  of 
the  po^^der  arc  tested,  and  that  all  volalile 
products  of  decomposition  are  determined. 

Jacque  test  is  a  modification  of  the  above, 
made  in  order  to  reduce  the  time  of  the  test 
(Zeitsch.  Ges.  Schiess-  u.  Sprengstoffwescn,  1906, 


EXPLOSIVES. 


473 


395).  The  sample  is  lioatcd  at  130°-i4U°,  and 
wciglicd  after  successive  2  hours'  heating. 

Intensity  of  Action  of  Explosives. 

The  intensity  of  action  of  an  explosive  de- 
pends on  the  volume  of  gases  produced,  on  their 
temperature,  and  on  the  velocity  of  explosion 
or  detonation  of  the  substance. 

Closed-vessel  experiments. — The  volume  of 
permanent  gases  and  the  quantity  of  heat 
evolved  have  been  determined  for  many  of  the 
more  important  explosives  ;  but  the  gases  col- 
lected and  examined  are  those  remaining  after 
cooling  doAvn  to  atmospheric  temperatures,  not 
those  existing  at  the  period  of  maximum  tem- 
perature. The  uncertainty  as  to  the  nature  and 
the  specific  heat  of  the  products  of  explosion  at 
the  high  temperatures  produced,  renders  the 
calculation  of  quantity  of  heat  into  temperature 
hazardous.  The  experiments  are  carried  out 
with  different  densities  of  charge  in  some  form 
of  steel  bomb,  similar  to  Berthelot's  calorimetric 
bomb,  as  used  in  the  experiments  of  Abel, 
Noble,  Deering,  Macnab,  and  others  already 
mentioned,  details  of  which  are  given  in  the 
papers  referred  to. 

The  pressures  developed  in  the  bomb  are 
usually  measured  by  a  crusher  gauge.  This 
consists  of  a  small  steel  cylinder,  closed  at  one 
end,  into  which  a  collar  screws  gas-tight.  A 
piston  workmg  through  the  collar  fits  against  a 
small  cylinder  of  copper  resting  on  the  bottom 
of  the  cylinder  chamber.  On  firing  the  explo- 
sive, the  gas  pressure  acting  on  the  end  of  the 
piston  compresses  and  shortens  the  copper 
cylinder.  The  pressure  in  tons  per  square  inch 
corresponding  to  the  reduction  in  length  of  the 
cylinder,  accurately  measured  on  a  micrometer 
scale,  is  obtained  from  tables  compiled  from  the 
compressions  x^roduced  by  various  statical 
pressures.  Other  methods  of  measuring  the 
pressure  are  used.  Deering  checked  the  results 
obtained  with  the  crusher  gauge  by  closing  an 
orifice  of  the  bomb  with  a  steel  ball  held  in 
position  by  heavy  lead  cylinders.  The  weight 
was  gradually  reduced  until  the  pressure  was 
sufficient  to  lift  the  load.  Several  pressure 
gauges  have  been  invented  for  directly  measuring 
the  pressure.  Eor  example,  Bichel  (Eng.  Pat. 
18273,  1898)  has  designed  a  gauge,  fitted  into 
the  explosion  vessel,  which  records  the  jjressure 
developed  by  means  of  a  pencil  working  on  a 
drum,  rotating  by  clockwork.  Some  knowledge 
of  the  rapidity  of  the  explosive  is  also  obtained 
by  the  steepness  of  the  curve  recorded,  and  the 
pressure  of  the  cooled  gases  is  indicated  when 
the  curve  becomes  horizontal.  From  the  latter 
and  the  volume  of  the  chamber,  the  volume  of 
permanent  gases  can  be  calculated.  Petavel 
(Proc.  Roy.  8oc.  1905,  492)  describes  a  method 
of  measuring  the  pressure  developed  by  explo- 
sives by  means  of  a  specially  constructed  mano- 
meter which  records  photographically  on  a 
revolving  cylinder. 

The  attempts  of  Macnab  and  Ristori  to 
experimentally  measure  the  temperature  of 
explosion  have  been  already  referred  to.  Bichel 
has  attempted  to  obtain  an  idea  of  the  tempera- 
ture of  explosion  by  taldng  spectrum  jjfioto- 
graphs  of  the  flames  produced  on  detonation. 

information  of  value,  concerning  the  intensity 
of  action  of  explosives,  may  be  obtained  by 


j  detonating  a  charge  (a  pound  oi-  so  in  weight) 
1  buried  in  earth,  and  observing  the  size  of  the 
crater  ;  or  by  noting  the  reaction  effects  (the 
j  dimensions  of  the  crater)  produced  on  undis- 
turbed earth,  or  the  bulge  or  hole  produced  in 
wrought-iron  plates,  by  the  detonation  on  them 
of  the  explosive  ;  comparison  being  made  with 
an  equal  weight  of  guncotton  or  other  known 
explosive,  the  charges  having  the  same  area  and 
shape  (most  conveniently  cylindrical). 

Lead  cylinder  method  :  Trauzl  test. — In  this 
method  the  enlargement  of  the  cavity  in  a  lead 
block  of  given  dimensions  gives  a  measure  of  the 
power  of  the  explosive.  Abel's  results,  quoted 
in  this  article,  were  obtained  by  this  method, 
using  cylinders  of  soft,  pure  lead,  12  inches  high 
!  and  12  inches  in  diameter,  with  a  central  cylin- 
drical hole  7  inches  deep  and  1'3  inch  in  diameter, 
I  in  which    1  oz.    of   explosive    is  detonated. 

With  cylinders  of  these  dimensions,  no  cracking 
j  through  of  the  bottom  is  to  be  anticipated  ;  the 
1  diameter  of  the  bore  hole  just  takes  a  service 
I  1  oz.  dry  guncotton  primer,  which  is  used  as 
a  standard  of  reference.  The  lead  cylinder  is 
placed  on  a  stout  iron  plate,  the  weighed  explo- 
sive (cast  or  compressed  into  a  cake,  or  rammetl 
to  a  known  volume  in  the  bore  hole,  according 
to  circumstances)  with  a  mercury  fulminate 
detonator  (or  suitable  priming  such  as  will 
produce  a  maximum  effect  on  detonation) 
inserted  into  it  is  placed  at  the  bottom  of  tln^ 
bore  hole,  the  latter  filled  with  fiiae  sand  poured 
into  it  without  i)ressure,  and  the  detonator  fired 
electrically  or  by  safety  fuse.  The  volume  of 
the  cavity  piroduced  is  ascertained  by  means  of 
water  and  a  graduated  vessel,  and  the  volume  of 
the  bore  hole  being  deducted  gives  the  enlarge- 
ment. With  an  unkno"wn  explosive,  several 
expei'iments  are  necessary  to  ascertain  the  best 
conditions  of  detonation.  This  test  is  only 
reliable  for  the  comparison  of  explosives  of  the 
same  type,  and  the  results  obtained  with  slow- 
acting  explosives  are  of  little  value.  The  higher 
the  velocity  of  detonation,  the  greater  the 
expansive  effect. 

Standard  conditions  for  carrying  out  this  test 
were  suggested  by  the  5th  Inter.  Congress  of 
Applied  Chemistry,  Berlin,  1903.  The  standard 
dimensions  of  the  lead  cylinder  are,  height 
200  mm.,  diameter  200  mm.,  with  an  axial  bore 
hole  125  mm.  deeji  and  25  mm.  diameter.  The 
lead  must  be  jnu-e  and  soft  and  the  cylinders 
used  in  a  series  of  tests  must  be  cast  from  the 
same  melt.  The  temperature  of  the  cylinder 
must  be  uniform  throughout  and  bet\\'een  15° 
and  20°.  10  grams  of  tlie  explosive  are  formed 
into  a  cartridge  25  mm.  in  diameter  by  \\rapping 
in  tinfoil,  weighing  80-100  grams  per  square 
metre.  An  electric  tletonator  with  a  charge  of 
2  grams  is  placed  in  the  midst  of  the  explosive. 
,  The  charge  is  gently  pressed  to  the  bottom  of 
j  the  bore  hole  by  means  of  a  wooden  stick  and 
the  bore  hole  fiUed  up  with  dry  quartz  sand. 
After  firmg,  the  cavity  is  brushed  out  and  finally 
measured. 

Abbofs  ring  apparatus. — Many  of  the  earlier 
values  for  the  intensity  of  action  of  explosives 
were  obtained  by  Abljot  in  the  ring  apparatus 
described  in  his  classical  report  upon  '  experi- 
ments and  investigations  to  develop  a  sj'stem 
of  submarine  mines '  (Washington,  1881).  The 
explosive  was  contained  in  a  suitable  case  fixed 
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in  the  centre  of  a  wrought-iron  ring  4  feet  in 
diameter  into  whicii  six  lead  crusher  gauges 
were  fixed  at  equal  intervals.  The  apparatus 
was  submerged  in  deep  water,  and  the  explosive 
fired  electrically.  The  explosive  force  was 
obtained  as  usual  from  the  shortening  of  the 
lead  cylinders. 

McRoberts  has  described  a  method  of  com- 
paring explosives  by  the  reaction  effect  their 
detonation  produces  on  a  pendulum-hung  mortar 
weighing  about  600  lbs.  The  distance  from  the 
centre  of  susijcnsion  to  centre  of  trunnions  is 
exactly  10  feet ;  the  mortar  is  set  with  its  axis 
horizontal.  10  grams  of  explosive  are  placed  in 
a  small  recess  behind  the  chamber  for  the  pro- 
jectile ;  the  latter  weighs  about  40  lbs.  and  fits 
the  bore  gas-tight.  The  explosive  is  fired  by 
means  of  a  fuse  and  detonator  ;  the  angle  of  re- 
coil of  the  mortar  is  marked  on  a  graduated 
index  by  a  pencil  which  the  former  carries.  The 
work  done  by  the  explosive  is  twice  that  done  in 
raising  the  mortar  through  the  versed  sine  of 
the  angle  of  recoU  ;  this  is  expressed  in  foot- 
pounds. 

Velocity  of  detonation.  The  old  method  of 
determining  the  rate  of  detonation  was  to  place 
a  number  of  cartridges  end  to  end,  pressed 
well  in  contact  with  one  another,  so  as  to  form 
a  continuous  length  of  the  explosive.  This  cord 
of  explosive  was  fired  at  one  end  by  some 
efficient  detonating  agent,  and  the  time  of  ex- 
plosion was  taken  by  a  Boulenge  electro-ballistic 
chronograph,  as  described  under  '  Ballistics  of 
a  propellant,'  the  two  electric  currents  being 
successivelj'  interrupted  by  the  firing  of  the  two 
ends  of  the  cord. 

The  results  of  numerous  experimenters 
showed  that  the  velocity  of  detonation  increased, 
up  to  a  certain  point,  with  the  diameter  of  the 
train  of  explosive.  These  experiments  required 
a  large  bulk  of  explosive,  the  train  of  explosive 
being  usually  about  3  cms.  in  diameter  and 
35  metres  in  length,  so  that  they  were  both 
costly  and  dangerous  to  carry  out. 

Mettegang's  recorder. — An  improved,  purely 
electrical  method  of  determining  the  velocity 
of  detonation  was  described  by  Mettegang,  at  the 
6th  Inter.  Congress  of  Applied  Chemistry,  Berlin, 
1903.  It  is  a  modification  of  Siemens'  apparatus 
for  measuring  small  intervals  of  time.  The 
method  depends  on  the  consecutive  interruption 
of  two  wires,  carrying  a  divided  current,  running 
through  two  ends  of  a  long  cartridge  and  con- 
nected with  a  sparking  induction  coil.  The 
main  current  passes  through  a  resistance  of 
electric  lamps,  and  to  ensure  a  high  potential, 
no  iron  core  is  used  in  the  primary.  Any  change 
in  the  tension  of  the  current  passing  through  the 
primary  coil  sets  up  an  induced  cuiTent  in  the 
secondary  coil.  One  terminal  of  the  secondary 
coil  is  connected  to  the  bearing  of  a  revolving 
drum  coated  with  lampblack,  the  other  terminal 
ending  in  a  fine  platinum  point.  The  induced 
currents  cause  sparks  from  the  platinum  point 
which  are  recorded  as  tiny  specks  on  the 
blackened  surface  of  the  drum.  From  the 
space  between  these  specks  and  the  speed  of 
the  drum,  the  time  of  detonation  of  the  explo- 
sion train  is  found.  The  cartridges  of  the 
explosive  are  3  cms.  in  diameter,  and  a  total 
length  of  3  to  4  metres  is  used,  the  cartridges 
being  enclosed  in  an  iron  pipe  and  buried  in  sand. 


The  highest  rate  of  detonation  recorded  in 
experiments  with  numerous  exxilosives  is  about 
8000  metres  per  second.  A  4-metre  length 
of  explosive  would  therefore  detonate  in  rjajj  of 
a  second,  and  wth  a  rotary  speed  of  25  metres 
per  second  the  markings  on  the  drum  would  be 
12-5  mm.  apart. 

The  velocity  of  detonation  of  explosives  has 
been  determined  by  Dautriche  (Compt.  rend.  1906, 
143,  641),  by  a  method  depending  on  the  use  of 
detonating  filaments,  which  had  a  constant  and 
determined  velocity  of  detonation  of  6500  metres 
per  see. 

Two  equai  lengths  of  the  filament  are 
detonated,  one  of  which  is  cut,  and  a  tube  filled 
with  the  explosive  is  interposed.  One  end  of 
each  filament  is  fixed  to  a  detonating  charge  of 
fulminate,  the  other  ends  are  bound  together 
and  fixed  on  a  lead  plate.  The  retardation  of 
the  velocity  of  detonation  of  the  filament  with 
the  length  of  explosive  introduced,  causes  the 
displacement  of  a  depression  mark  on  a  sheet  of 
lead  from  the  position  given  when  two  equal 
uncut  filaments  are  used.  This  displacement 
with  the  known  velocity  of  detonation  of  the 
filaments  give  the  time  of  detonation  of  the 
given  length  of  the  explosive. 

Character  and  duration  of  flame.  The  photo- 
graphing of  the  flame  of  explosives  was  first 
attempted  by  Schoeneweg,  the  inventor  of 
securite,  and  is  now  very  largely  used  in  deter- 
mining the  character  of  the  flames  of  mining 
explosives,  propellants,  and  cap  compositions. 

In  testing  the  flame  of  explosives,  they  are 
fired  at  night  from  a  vertical  steel  cannon  with 
a  graduated  scale  placed  behind  it.  The  flame 
is  photographed  upon  a  drum  covered  -with  a 
sensitised  fUm,  rotating  between  screw  pivots 
in  a  guide  bracket,  contained  inside  a  box  pro- 
vided with  a  quartz  camera  lens  for  focussing 
the  ultra-violet  rays  attending  extreme  heat. 
With  the  drum  at  rest,  the  length  of  the  flame 
is  obtained.  To  obtain  the  duration  of  the 
flame,  the  drum,  which  is  motor-driven,  is  set 
in  motion,  and  as  soon  as  the  required  speed  is 
obtained,  the  shot  is  fired  electrically.  From 
the  speed  of  the  drum  and  the  lateral  extension 
of  the  blurred  image  of  the  flame,  the  duration 
of  the  flame  is  obtained.  According  to  Bichel, 
the  limit  values  for  the  length  of  flame  of  a 
safety  explosive  lie  between  0-4  and  2-24  metres, 
and  the  limit  values  for  the  duration  of  flame 

between  J^^^^  and  ^-J^  of  a  second.  Coal 
carbonite  and  blasting  gelatin  ^\■^•ve  taken  as 
representing  the  two  extremes. 

Bichel  compares  the  '  after-fame  ralio^  of 
different  explosives,  that  is,  the  ratio  of  the 
velocity  of  detonation,  taken  as  unity,  to  the 
duration  of  the  flame,  as  an  indication  of  their 
safety.  This  ratio  for  coal  carbonite  is  1 :  S-7, 
and  for  blasting  gelatin  1 :  883,  so  that  Bichel 
concludes  that  the  former  is  100  times  as  safe 
as  the  latter.  The  flame  of  all  explosives  out- 
lasts the  time  of  detonation,  but  that  of  the 
safer  explosives  does  so  in  much  less  degree  than 
those  of  the  less  safe. 

Ballistics  of  a  propellant.  So  far  as  explo- 
sives arc  coneciried,  only  the  inleriial  ballistics 
are  meant,  when  ballistics  are  relu'ricd  In.  Hint  is, 
the  phenomena  which  lakes  place  from  the  tinu^ 
ignition  is  brought  about  until  the  projectile  is 
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clear  of  the  iiiflucnco  of  the  explosion  gases. 
The  ballistics  concern  principally  the  pressures 
developed  in  the  gun  and  the  muzzle  velocity 
of  the  projectile.  They  can  be  calculated  with 
some  degree  of  accuracy  for  any  particular  gun, 
\vith  any  special  nature  and  form  of  propellant, 
knowing  the  gravimetric  density  of  loading, 
that  is,  the  ratio  of  the  volume  of  the  powder  ti- 
the capacity  of  the  gun  chamber,  and  the 
chemical  composition  and  rate  of  burning  of  the 
powder.  ^Vhen  explosion  first  takes  place,  the 
gun  chamber  may  be  looked  upon  as  a  closed 
vessel,  so  that  the  intensity  of  the  initial  chamber 
pressure  and  the  rapidity  with  which  it  de- 
velops, depend  directly  on  the  loading  density. 
The  pressures  obtained  in  a  closed  vessel  are, 
however,  never  attained,  owing  to  the  motion  of 
the  projectile  enlarging  the  chamber  and 
lowering  the  gi-avimetric  density. 

In  practice,  the  pi-essure-i  attained  in  the 
bore  of  a  gun  arc  measured  experimentally  by 
means  of  crusher  gauges,  which  are  screwed  into 
the  bore  of  the  gun  at  regular  intervals,  but  in 
the  ordinary  proof  testing  of  a  propellant  only 
the  maximum  chamber  pressures  are  deter- 
mined by  means  of  a  crusher  gauge  placed  in 
the  chamber.  These  crusher  gauges  have 
alreacly  been  described  in  connection  with  the 
measurement  of  closed-vessel  pressures. 

In  proving  propellants,  the  vlociti/  that  a 
given  charge  will  impart  to  a  projectile  in  a 
particular  gun,  is  determined  by  means  of 
a  Boulenge'  chronograph  or  some  modification 
of  this  apparatus.  The  time  taken  by  the  pro- 
jectile to  pass  over  a  known  distance  is  deter- 
mined in  terms  of  the  space  passed  through  by 
a  freely  falling  body  in  the  same  time.  The 
pojectile  cuts  through  wires  stretched  on  two  i 
frames  a  known  distance  apart.  The  cutting 
of  the  wire  on  the  first  frame  liberates  a  rod 
suspended  by  an  electro-magnet.  The  cutting 
of  the  wire  on  the  second  frame  puts  into  action, 
by  means  of  a  second  dropping  rod  falling  : 
through  a  shorter  distance,  a  knife  edge,  which 
makes  a  nick  in  the  first  falling  rod.  From  the 
space  fallen  through  by  the  marked  rod,  the 
time  for  the  projectile  to  pass  over  the  distance 
between  the  two  screens  can  be  calculated. 

In  testing  the  ballistics  of  ndtro  j^ropellants, 
they  are  heated  to  a  definite  temperature  for 
some  time  before  firing. 

Bibliography.- — A  chronological  bibliography 
on  explosives  u])  to  the  year  1895  will  be  found 
in  the  second  volume  of  Guttmann's  The  Manu- 
facture of  Explosives. 
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(London,  1892)  ;  Dictionnaire  des  Explosifs, 
Dcsortiaux  (Paris,  1892)  ;  The  IModern  High 
Explosives,  Eissler  (New  York,  1893)  ;  Diction- 
.ary  of  Explosives,  Cundill  and  Thomson 
(London,  1895)  ;  'i'he  Maniifaoturo  of  lOxplosives, 
Guttmann  (Lonilon,  1895)  ;  New  Methods  of 
testing  Explosives,  Bichel,  trans,   by  Larsen  \ 


(London,  1905)  ;  Nitro  Ex])k)sives,  Sauford 
(London,  1006)  ;  Treatise  on  Service  Exjilosives 
(London,  1907) ;  The  Manufacture  of  Explo- 
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don, 1909)  ;  Notes  on  '  Military  Explosives, 
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EXTRACTION  APPARATUS.  The  object  of 
extraction  is  to  dissolve  out  some  constituent 
or  constituents  from  a  substance  by  treating  it 
with  a  solvent.  When  the  substance  is  a  solid, 
it  may  be  allowed  to  soak  in  the  solvent 
at  ordinar3'  temperatures  (maceration)  or  at 
higher  temiieratures  {digestion),  the  solution 
being  after  a  time  poured  off,  both  methods 
being  included  under  the  term  infusion;  a 
third  method  is  to  boil  the  substance  with  the 
solvent  (decoction) ;  and  a  fourth  is  to  allow  the 
solvent  to  descend  through  a  column  of  the  sub- 
stance placed  in  a  suitable  vessel  (percolation 
or  displacement). 

The  treatment  when  the  substance  is  a 
liquid  will  be  considered  further  on. 

Processes  of  extraction  are  involved  in  many 
of  the  large  industries  ;  for  instance,  in  brewing  ; 
in  the  '  diffusion  '  process  of  obtaining  sugar 
from  sugar  beet  or  sugar  cane  ;  in  the  '  lixivia- 
tion  '  employed  in  the  manufacture  of  various 
inorganic  salts,  &c.,  &c.  ;  and  descriptions  of 
them  will  be  found  elsewhere.  Besides  these, 
extraction  apparatuses  are  employed  in  the  labo- 
ratory of  a  small  size  for  quantitative  Avork, 
and  on  a  larger  scale  for  making  various  pre- 
parations ;  in  the  manufactory  they  are  used 
for  preparing  medicinal  extracts,  alkaloids, 
dyestulis,  tanning  materials,  and  volatile  oils, 
and  in  removing  oil  from  seeds  and  fat  from 
bones. 

An  account  of  some  of  the  numerous  forms 
employed  is  given  below. 

When  water  is  the  solvent  employed,  the 
operation  may  be  conducted  in  a  large  co2)])er 
pan  fixed  in  an  outer  jacket  of  iron,  so  that  a 
space  is  left  between  the  copper  and  the  iron 
through  which  steam  can  be  made  to  circulate 
and  heat  the  contents  of  the  pan.  Such  ])ans 
are  either  fixed  and  have  a  ])ipe  and  ta])  at  the 
bottom  to  draw  off  the  solution,  as  shoMii  in 
section  (Fig.  1)  or  else  they  are  movable  about 
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an  axis  (Fig.  2),  so  that  the  pan  can  be  tilted  and 
the  solution  poured  off ;  in  these,  the  axes  on 
which  the  pan  rotates  are  tubular  to  permit 
steam  to  enter  and  escape  from  the  space  be- 
tween the  pan  and  its  iron  jacket.  When  the 
infusion  has  been  continued  for  a  suitable  time, 
and  the  liquid  has  been  drained  off,  the  residue 
is  placed  in  a  canvas  bag  and  subjected  to  strong 
pressure  in  a  screw  press,  in  order  to  squeeze 
out  as  far  as  possible  the  last  portions  of  the 
solution.  A  common  form  of  ])ress  consists  of 
a  base  to  which  two  uprights  with  a  cross  bar  at 
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top  are  fixed  ;  in  a  thread  cut  through  the  centre 
of  the  cross  bar  works  a  powerful  vertical  screw. 
Between  the  uprights  is  a  strong  metal  or 
wooden  cylinder  jierforated  with  a  number  of 
holes  ;  iu  this  the  bag  of  residue  is  placed,  and 
on  top  is  placed  a  thick  plate  which  transfers 
the  pressure  exerted  by  the  screw  to  the  bag 
and  its  contents.  The  cylinder  rests  in  a  tray 
of  a  somewhat  wider  diameter,  and  provided 
with  a  spout  :  this  traj'  collects  and  conducts  off 
the  expressed  liquid  to  a  vessel  placed  beneath 
the  spout.  Instead  of  pressing  the  residue,  it 
may  be  infused  several  times  more  wth  water 
until  it  is  completely  exhausted  of  the  desired 
constituents,  but  this  method  involves  a  large 
amount  of  subsequent  evaporation.  The  solu- 
tions obtained  by  the  above  processes  are  next 
strained  through  conical  bags  of  linen  or  flannel, 
and  thiMi  evaporated  down  in  jacketed  pans  like 
those  previously  described,  the  liquid  being  kept 
in  motion  by  a  mechanical  stirrer. 

In  many  cases,  evaporation  at  temperatures 
near  100°  has  an  injurious  effect  on  the  sub- 
stances in  solution,  and  some  arrangement  for 
evaporation  in  a  partial  vacuum  is  adopted  ;  this 

  enables  the  evaporation  to  be 

^'""^  conducted  at  a  lower  tempera- 

^  ^^-A  turo  than  when  the  liquid  is  sub- 
\  /  jected  to  the  pressure  of  the 

\  /  atmosphere. 

\  In  the  process  of  percolation 

\  /or  displacement,  the  powdered 

\  /     substance  is  placed  in  a  long 

\  /      cylindrical  or  conical  vessel  (Kg. 

\  /      3),  and  rests  on  a  perforated 

\  /       disc  placed  near  the  bottom  and 

\  /  which  can  be  covered  with  a 
\  /  piece  of  linen  or  flannel.  A 
1      /         conical  vessel  is  preferable  to 

V  J         a  cylindrical  one,  as  the  mass 

V/  adjusts  itself  more  readily  to 

Fig.  3.  the  vessel  when  any  change  of 
volume  occurs  ;  in  a  cylinder,  if 
the  mass  swells  on  absorbing  the  solvent,  it  is  apt 
to  become  so  tightly  packed  that  the  liquid  cannot 
pass,  or,  if  it  contracts  owing  to  the  removal  of 
soluble  constituents,  it  is  more  liable  to  form 
cracks  and  channels.  A  second  perforated  disc 
of  linen  or  of  paper  pierced  with  holes  is  laid  on 
top  of  the  substance  to  distribute  the  solvent 
uniformly.  It  is  often  advisable  to  damp  the 
powder  with  about  half  its  volume  of  the 
solvent  before  packing  it  into  the  percolator, 
otherwise  some  portions  may  be  found  to  have 
escaped  getting  wet  during  the  whole  ofieration. 
Care  must  be  taken  in  packing  tliat  the  substance 
is  throughout  in  as  unitorm  state  of  comjjrcssion 
as  possible,  or  else  the  solvent  will  pass  more 
freely  through  the  loosely  packed  portions. 
Different  substances  require  to  be  packed  with 
different  degrees  of  tightness  ;  and  when  alcohol 
or  ether  are  the  solvents  employed,  the  packing 
may  be  tighter  than  in  the  case  of  water,  as  they 
do  not  cause  such  a  swelling  of  the  substance  as 
water  does.  The  conical  vessel  is  supported  in 
a  circular  hole  cut  in  a  table  or  wooden  stand,  a 
vessel  is  placed  underneath  to  receive  tlie  solu- 
tion, and  the  solvent  is  poured  from  time  to  time 
on  the  top.  A  rtjw  of  such  percolators  can  be 
arranged  so  that  tin;  solution  from  the  tirst  is 
poured  on  to  the  next  and  so  on  along  the  row, 
by  which  plan  the  liquid  from  the  last  wiU  be  a 
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strong  solution,  and  the  percolators  that  are 
more  nearly  exhausted  will  receive  the  weaker 
and  therefore  more  active  liquids. 

For  some  purposes,  more  elaborate  forms  of 
aqueous  extraction  apparattis  are  preferable.  Of 
these  the  following  is  an  example  : — 

Hdnig  and  Eeinhard's  apparatus  (Fig.  4). — 
This  is  designed  for  extracting  dj^ewoods,  &c.,  by 
the  action  of  steam  and  water,  a  and  b  are  two 
similar  vessels  (a  is  sho\\'n  in  section)  which  can 
be  made  to  revolve  about  the  axes  xy,  xy,  by 
means  of  the  gearing  g,  g,  so  as  to  facilitate 
filling  and  emptying.  The  axes  are  tubular  and 
serve  for  conducting  steam  and  water.  In  com- 
munication with  the  axis  x  are  two  pipes  having 
taps  a'  and  a  ;  one  ascends  and  leads  into  the 
upper  part  of  the  vessel,  and  the  other  descends, 
and,  passing  through  the  bottom  of  the  ves.scl, 
leads  to  a  perforated  jsipe,  q,  which  forms  a 
ring  underneath  a  perforated  false  bottom,  h. 
Communicating  with  the  axis  ?/  is  a  pipe  which 
descends  and,  following  the  dotted  lines,  joins  on 
to  the  back  of  the  three-way  tap  h.  This  taj)  b 
communicates  with  the  space  beneath  the  false 
bottom  and  also  with  the  air.  Another  three- 
way  tap,  c,  affords  means  of  communication  be- 
tween the  two  axes  y,  y,  and  also  with  a  pipe  at 
the  back  indicated  by  the  circle  of  dots.  The 
covers  of  a  and  b  can  readily  be  taken  off  antl 
fastened  on  again  by  the  row  of  screws  s,  s,  s. 
These  covers  form  the  condensing  apparatus  ; 
inside  they  possess  one  or  more  flat  horizontal 
coils  IV,  w,  to  which  water  enters  through  tho 
tube  m,  and  escapes  through  n,  and  then  flows 
over  the  whole  lid,  forming  a  layer  on  the  ton, 
and  is  thence  conducted  aAvay.  e  and  f  are 
openings  for  air  and  safety  valves,  and  d,  d.  d 
are  taps  for  ascertaining  the  level  of  the  liquid 
inside  the  vessel. 

To  work  the  apparatus  a  and  b  are  filled 
with  the  substance  to  be  extracted,  and  the 
covers  are  fastened  on.  A  suitable  quantity  of 
hot  water  is  introduced  into  a  through  the  tap  c, 
placed  in  such  a  position  that  it  passes  down 
the  pipe  t  and  through  the  tap  h  into  A.  Steam 
is  now  passed  in  through  the  axis  x,  and  through 
the  valve  corresponding  to  o,  and  escapes  through 
the  perforations  of  the  pipe  </,  heating  the  water 
and  the  substance  and  ascending  to  tho  top, 
where  it  is  condensed  and  flows  as  liquid  back  to 
the  bottom  again.  The  action  is  further  accele- 
rated by  opening  the  valve  corresponding  to  a', 
and  passing  steam  in  at  the  top  of  the  apparatus. 
The  first  few  solutions,  which  are  strong,  are 
tlrawn  off  by  the  tap  6,  then  the  later  and  weaker 
ones  are  forced  by  the  pressure  of  the  steam  into 
the  vessel  n,  the  taps  h  and  c  being  placed  so  as 
to  lead  to  that  vessel.  A  is  then  emptied  and 
refilled  with  fresh  material,  and  b  is  now  worked 
in  the  same  way  that  a  was.  By  proceeding  in 
this  way  alternately  with  A  and  b,  the  later  anil 
weaker  solutions  from  one  vessel  come  into 
contact  with  fresh  material  in  the  other  and 
become  strong,  and  thus  economy  in  evaporation 
is  effected  (Ger.  Pat.  18922, 1881 ;  and  Dingl.  poly. 
J.  1882,  246,  22,  a  later  form  of  that  in  Ger.  Pat. 
10771,  1880,  and  Dingl.  poly.  1880,  238, 
332). 

Solvents  uthek  than  Water. 
When  solvents  other  than  water  are  used,  il 
becomes  desirable  to  avoid  the  loss  that  woukl 
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be  involved  in  pouring  off  the  solvent  and  press- 
ing the  residue,  and  also  to  make  a  minimum  of 
solvent  do  a  maximum  of  dissolving  ;  numerous 
forms  of  apparatus  have  been  devised  to  attain 
these  ends,  the  principle  involved  being  to  distil 
off  the  solvent  from  the  solution  and  use  it  over 
and  over  again,  and  many  of  the  forms  arc 
arranged  so  as  to  work  continuously  and  to 
require  but  little  attention.  There  are  three 
main  plans  on  which  they  are  constructed.  In 
one,  continuous  percolation  is  effected  ;  in  the 
second,  continuous  infusion,  an  overflow  tube 
conducting  the  solution  from  the  bottom  of  the 
column  of  substance  and  allowing  it  to  escape  at 


a  level  slightly  above  the  top  of  the  column  ; 
and  in  the  third,  intermittent  infusion  is  the 
result  attained.  This  last  jilan  has  the  advan- 
tage of  removing  one  lot  of  solution  and  bringing 
quite  fresh  solvent  into  contact  with  the  sub- 
stance from  time  to  time;  smee  1879  it  has  been 
brought  to  a  high  degree  of  perfection  by  ex- 
changing the  overflow  tube  of  the  second  plan 
for  a  siphon,  which  makes  the  action  an  auto- 
matic one.  Below  are  given  descriptions  of 
well-known  or  typical  apparatuses,  and  also 
references  to  other  forms  that  have  been  de- 
scribed. Apparatuses  suitable  for  the  labora- 
tory are  taken  first,  and  are  grouped  on  the 
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classification  given  above,  percolation  forms 
coming  first  and  the  two  infusion  groups  next. 
Then  follow  some  examples  of  manufacturing 
plant. 

Laboratory  Forms. 

Mohr's  apparatus  (Fig.  5). — This  is  an  early 
formjOftenreferredtoinolder  chemical  literature. 

The  substance  to  be  extracted 
is  placed  in  the  cylinder  E, 
and  rests  on  a  piece  of  fabric 
placed  on  a  perforated  curved 
plate  b,  which  forms  the 
bottom  of  the  inner  cylinder. 
The  solvent  is  then  poured  on 
to  it,  and  the  top  vessel  c  is 
'/f  put  in  its  place  ;  it  fits  into 
the  top  of  the  inner  cylinder, 
making  an  air-tight  joint  at  a. 
A  funnel,  /,  which  forms  the 
lower  external  part  of  the 
middle  piece  of  the  apparatus, 
fits  into  the  centre  neck  of  a 
Woulff's  bottle,  R,  and  con- 
ducts the  solution  into  the 
bottle.  The  solvent  is  evapo- 
rated ofi  by  placmg  the  bottle 
in  a  vessel  of  hot  water,  and 
its  vapour  passes  by  the  tube  t 
back  into  the  inner  cylinder  e,  and  is  there  con- 
densed and  brought  into  use  again  by  causing 
cold  water  to  circulate  in  the  space  between  the 
inner  cylinder  and  the  outer  wall  of  the  appara- 
tTis  ;  the  water  is  run  into  this  space  through  the 


tubulure  u,  and  escapes  by  an  overflow  pipe  not 
shown  in  the  diagram.  The  top  vessel  c  also 
forms  part  of  the  condensing  apparatus ; 
water  is  run  into  the  top  of  it,  and  passes  down 
the  centre  pipe  p,  then  rises  and  fills  the  vessel  c, 
and  is  conducted  away  by  an  overflow  pipe. 
The  two  upper  i^ieces  of  the  apparatus,  E  and  c, 
are  constructed  of  metal. 

When  the  extraction  is  complete,  which  can 
be  seen  by  the  solvent  dropping  colourless  from 
the  funnel,  the  excess  of  solvent  is  recovered  by 
removing  the  tube  t,  corking  the  neck  n  of  the 
Woulfi's  bottle,  and  connecting  the  tubulure  I 
with  a  Liebig's  condenser.  The  vessel  c  is 
emptied,  as  also  is  the  annular  space  of  the 
middle  cylinder,  and  the  cold  water  in  the  latter 
is  replaced  by  hot.  This  causes  the  solvent  that 
the  substance  has  absorbed  to  distil  off,  and  it 
can  then  be  collected  at  the  end  of  the  Liebig's 
condenser.  The  top  vessels  are  next  removed, 
and  by  connecting  the  Woulff's  bottle  with  the 
Liebig's  condenser,  the  rest  of  the  solvent  can 
be  obtained  (Mohi's  Lehrbuch  der  Pharm. 
Technik,  1847,  108). 

Jacobi  (Dingl.  poly.  J.  1862,  164,  343)  has  de- 
scribed some  improvements  in  Mohr's  appa- 
ratus. 

Hoffmann's  apparatus  (Fig.  G). — The  sub- 
stance to  be  extracted  is  mixed  with  fragments 
of  glass  and  placed  in  the  short  wide  tube  e, 
which  is  closed  at  the  bottom  \rith  a  plug  of 
cotton  wool.  The  solvent  is  placed  in  the 
weighed  flask  B,  and  then  converted  into  vapour 
by  placing  the  flask  on  a  water-bath  ;  the 
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vapours  pass  up  past  the  substance  and  through 
the  tube  t  into  a  second  flask,  c,  kept  cool  by 
being  immersed  in  water  or  in  a  freezing  mixture, 
and  are  there  condensed.    The  air  escapes  by 


Fig.  6. 


the  short  elbow  tube  a.  When  all  the  solvent 
has  been  boiled  off  from  R,  the  w^ater-bath  is 
removed,  and  as  b  cools  the  pressure  of  the 
atmosphere  forces  the  solvent  back  through  t 
and  E  into  e,  dissolving  and  washing  out  on  its 
way  the  soluble  constituents  of  the  substance 
undergoing  extraction.  The  solvent  is  again 
boiled  ofi  from  b,  leaving  the  soluble  matter 
l)ehind,  and  the  operation  is  repeated  several 
times  until  the  substance  ceases  to  yield  any- 
thing to  the  solvent.  The  solvent  is  then 
evaporated  off  for  the  last  time  from  b,  which  is 
at  once  disconnected,  and  heated  in  a  water- 
bath  until  it  ceases  to  lose  weight  (Zeitsoh. 
anal.  Chem.  1867,  6,  370). 

Von  Bihra's  apparatus  (v.  Gorup-Besanez's 
Anleitung  zur  zoo-chem.  Analyse,  1850,  353) 
differs  very  slightly  from  that  of  Hoffmann. 

StorcWs  apparatus  (Fig.  7). — In  a  wide  and 
somewhat  conical  glass  tube  e  (the  neck  of  a 
retort  will  answer),  there  is  placed  a  tube,  t,  with 
its  lower  end  projecting  a  little  below  the  narrow 
end  of  E,  where  a  plug  of  cotton  wool,  fairly 
tightly  packed,  serves  both  to  keep  the  tube  t  in 
its  place  and  also  to  form  a  support  for  the 
substance  to  be  extracted.  The  substance  is 
filled  into  E  up  to  within  half  an  inch  of  the  top 
of  /,  which  is  temporarily  plugged  with  cotton 
wool  during  the  filling  operation,  in  order  to 
prevent  any  of  the  substance  entering  it.  The 
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extractor  E  is  fixed  by  a  cork  into  a  flask  B  con- 
taining the  solvent,  and  its  top  is  closed  by 
another  cork,  through  which  passes  a  tube  c 
leading  to  a  condenser.    On  warming  B  on  a 
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water-bath,  the  vapours  of  the  solvent  ascend 
through  t,  escape  by  c,  and,  when  condensed, 
flow  back  and  percolate  through  the  substance 
undergoing  extraction.  The  cross  section  of 
wdthout  being  too  small,  should  bo  less  in  area 
than  that  of  the  space  between  it  and  the  outer 
tube  E  at  its  lower  end  ;  otherwise,  the  down- 
flow  of  the  solution  is  impeded.  This  apparatus 
is  designed  for  quantitative  analyses,  but  it  can 
also  be  constructed  of  metal  and  used  for  larger 
operations  (Zeitsoh.  anal.  Chem.  1868,  7,  68). 

Vohl  (Dingl.  poly.  J.  1871,  200,  230)  has 
described  an  apparatus  on  a  plan  similar  to 
Storch's,  but  it  is  more  elaborate  in  its  fittings. 

Oantter's  apparatus  (Dingl.  poly.  J.  1880,  236, 
221)  is  on  a  plan  similar  to  that  of  Storch. 

ZulJcmrsJn's  apparatus  (Fig.  8). — This  is  a 
modification  of  that  of  Storch.  The  substance 
is  placed  in  the  extractor  E,  and  is  supported  by  a 
plug  of  cotton  wool,  p.  The  vapours  of  the 
solvent,  as  they  boil  off  from  the  flask  e,  pass 
upwards  through  the  side  tube  t,  which  is  fused 
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on  to  E,  and  then  pass  through  the  adaptor  c  to 
a  condenser.  The  condensed  liquid  flows  back 
and  percolates  through  the  substance  in  B,  and 
drops  again  into  E  (Zeitsch.  anal.  Chem.  1873, 
12,  303). 

Maly  (Annalen,  1875,  175,  80),  Wolfbauer 
(Ber.  der  Versuchsstationen,  Wien,  1878,  1), 
Weigelt  (Repertorium  der  analytischen  Choraie, 

1881,  1,  7),  and  Fliickiger  (Zeitsch.  anal.  Chem. 

1882,  21,  467)  have  described  apparatuses  which 
resemble  or  else  are  modifications  of  that  of 
Zulkowski. 

Drechsel's  apparatus  (Fig.  9). — A  folded  filter, 
having  double  the  usual  number  of  folds,  so  that 
it  may  fit  well  to  the  .sides  of  the  vessel,  is  placed 
in  the  glass  globe  e,  and  on  this  paper  the  sub- 
stance to  be  extracted  is  put.  The  solvent  is 
placed  in  the  flask  e,  which  has  a  tube  t  fused 
into  its  side  ;  on  warming  E  the  vapour  ascending 
through  i  and  through  the  tube  m,  which  ia  held 
in  contact  with  t  by  a  cork  and  is  fused  on  to 
the  glass  apparatus  c,  passes  on  to  a  reflux 
condenser  connected  with  c  by  the  tube  r.  The 
condensed  liquid  flows  back  into  C,  and  is  led  by 
the  tube  n  into  the  globe  e  where  it  falls  on  the 
substance,  and  after  having  percolated  through 
it  returns  to  R  again  (J.  pr.  Chem.  1877,  123, 
350). 

Payeri's  apparatus  is  somewhat  similar  fo 
that  of  Drechscl.    In  l  lie  place  of  e,  tliere  is  a 
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long  conical  vessel  in  which  the  substance  rests 
on  a  cotton  wool  plug,  and  the  tube  t  proceeds 
from  a  tubulure  and  cork  in  E,  and  bends  over  at 
the  top  and  passes  through  the  cork  at  the  top 
of  E  (Ann.  Chim.  Phys.  1845,  [31  13,  59). 

Kopp^s  apparatus  (Comptes  rendus  des  Tra- 
vaux  de  Chiniie  par  Laurent  et  Gerhardt,  1849, 
5,  305)  is  an  improved  form  of  that  of  Payen. 

WeyVs  apparatus  (Zeitschrift  fur  Instrumen- 
tenkunde,  1885,  5,  126)  is  an  arrangement  like 
Drechsel's,  but  by  the  employment  of  mercury 
joints  an  ordinary  funnel  can  be  used  instead  of 
the  glass  globe  B. 

Gwiggner's  apparatus  (Zeitsch.  angew.  Cliem. 
1902,  15,  882)  consists  of  a  vessel  in  which  a 
funnel  with  the  filter  paper  in  position  can  be 
placed  and  the  substance  on  the  filter  extracted 
by  a  volatile  solvent.  The  vajwur  of  the  solvent 
rises  between  the  funnel  and  the  outer  vessel, 
and  when  condensed  drops  from  a  ring  of  points 
on  to  the  edge  of  the  filter  paper.  It  is  useful 
for  extracting  suljihur  from  precipitates  anil  in 
<ither  analytical  operations. 

Tollens'  apparatus  (Fig.  10). — This  is  an  im- 
provement on  an  earlier  form  which  was  described 
by  ToUens  (Zeitsch.  anal.  Chem.  1875,  14,  82). 
The  substance  is  placed  in  the  inner  tube  i,  which 
is  slightly  contracted  at  the  bottom  /,  and  then 
spread  out  into  a  rim  over  which  a  piece  of  filter 
paper  is  tied.  This  tube  i  is  placed  in  a  wider 
tube  E,  and  rests  on  a  bit  of  bent  glass  rod  at  /, 
which  prevents  it  from  closing  the  aperture  into 
the  narrower  ])art  i.  The  neck  t  is  fitted  by 
means  of  a  cork  into  a  flask  containing  the  sol- 
vent, the  vapours  of  which  ascend  through  the 
space  between  I  and  e,  and  then  through  c  to  the 
condenser.  The  condensed  liquid  drops  into  I, 
and  after  j^ercolating  through  the  substance 
passes  through  the  filter  paper  and  back  into  the 
flask  again  (Zeitsch.  anal.  Chem.  1878,  17,  320). 

A  form,  having  an  extraction  tube 
with  a  pointed  lower  extremity,  is 
described  by  Dunstan  and  Short 
(Pharm.  J.  1883,  13,  663). 

Bchulze  and  von  Bampach's  apparatus 
(Fig.  11). — This  was  an  improvement 
on  the  earlier  form  of  ToUens'  ap- 
paratus. It  resembles  ToUens'  later 
form,  with,  the  exception  that  the 
inner  tube  i  in  which  the  substance 
is  placed  passes  through  and  is  held 
in  its  place  "by  the  cork  at  the  top 
of  the  outer  tube  E.  The  inner  tube 
I  is  connected  with  a  condenser,  and 
is  perforated  just  below  the  cork  with. 
one  or  more  holes  through  which  the 
ascending  vapours  pass  and  enter 
the  condenser  (Zeitsch.  anal.  Chem.  1878,  17, 
171). 

Scheibhr's  1st  apparattis  (Ger.  Pat.  3573, 
1878,  and  7453,  1879  ;  Dingl.  poly.  J.  1879,  234, 
128),  and  also  those  of  West-ELnights  (The 
Analyst,  1883,  8,  65)  and  of  Bensemann  (Reper- 
torium  der  analytischen  Cliemie,  1886,  6,  390) 
differ  but  little  from  Schulze  and  von  Rampach's. 

GawalowsH  (Zeitsch.  anal.  (Jhem.  1883,  20, 
528)  describes  some  improvements  in  percolating 
forms  of  extractors  ;  one  of  those  is  to  provide  a 
stop-cock  to  close  at  will  the  side  tube  up  which 
the  vapours  ascend  ;  if  this  is  closed  from  time  to 
time  and  the  source  of  heat  is  removed,  the  con- 
traction in  the  flask  sucks  the  liqiaid  through 
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the  substance  undergoing  extraction.  Another 
is  to  employ  an  arrangement  like  Drechsel's  in 
addition  to  and  underneath  an  improved  form  of 
Zulkowski's  tube,  A\hereby  perfect  filtration  is 
attained. 

One  disadvantage  in  the  percolation  appara- 
tus is  that  the  drops  from  the  condenser  alwaj's 
fall  on  nearly  the  same  spot  of  the  surface  of 
the  substance,  so  that  some  portions  do  not  get 
such  a  good  chance  of  being  extracted  as  others. 
To  remedy  this,  Barbier  (J.  Pharm.  Chim.  1878, 
[4]  27,  200)  employed  an  apparatus  in  which  a 
siphon  in  a  vessel  above  the  percolator  pours  a 
considerable  volume  of  the  solvent  from  time  to 
time  on  the  substance,  so  that  the  surface  of  the 
latter  becomes  covered  with  a  layer  of  liquid. 
The  apparatus  of  Gue'rin  (J.  Pharm.  Chim. 
1879,  [4"|30,  511),  Stockbridge(Chem.  Zentr.  1885, 
(31  16,  280),  and  of  Wollny  are  others  that  adopt 
this  plan,  and  that  of  the  last-mentioned  is  given 
below  as  a  type  of  the  class. 

WoUni/'s  apparatus  (Fig.  12). — This  consists 
of  a  receiving  flask  R  to  contain  the  solvent,  and 
two  other  pieces  shown  in  section  in  the  figure. 
These  bits  are  united  together  by  the  mercury 
joints  a,  h,  c,  d,  which  are  provided  with  smaU 
tubes  to  permit  of  their  being  emptied  without 
tilting  the  apparatus.  The  top  joint  d  connects 
the  apparatus  with  the  condenser.  The  sub- 
stance to  be  extracted,  contained  in  a  cartridge 
of  paper  which  must  be  permeable  by  the 
vapours,  is  placed  in  the  tube  e.  The  vapours 
of  the  solvent  ascend  the  tube  p,  and  then  pass 
doAvnwards  tlirough  e,  heating  the  substance  on 
their  way,  into  the  sj^ace  f,  whence  they  escape 
up  the  tube  i  to  the  condenser.  The  condensed 
liquid  coUects  in  the  vessel  v,  and  is  siphoned 
off  from  time  to  time  by  the  tube  s,  thus  ensuring 
the  complete  extraction  of  the  substance.  The 
solution  returns  through  p  and  the  long  tube  q 
to  the  flask  again.  In  cases  where  boiling  the 
solution  injures  the  dissolved  constituents, 
vapours  of  the  solvent  can  be  introduced  through 
the  side  tube  r  from  another  vessel  of  solvent 
heated  separately,  and  the  flask  B  can  be  left 
cold  (Zeitsch.  anal.  Chem.  1885,  24,  48). 

References  to  other  authors  who  have  de- 
scribed forms  of  percolation  apparatus  are  : 
Robiquet  (J.  Pharm.  t^him.  1851,  [3]  20,  108); 
Dragendorft'  (Zeitsch.  anal.  (.hem.  1S()2,  1,  490); 
Berjot  (BuUetin  de  la  Societed'Encouragement, 
1862,  61,  396)  and  Wagner  (Zeitsch.  anal. 
Chem.  1870,  9,  354)  describe  forms  using 
only  cold  percolation  and  requiring  the  dis- 
tillation to  be  done  apart  from  the  percolator ; 
Schloesing  (Ann.  Chim.  Phys.  1847,  [3]  19,  239) ; 
Arnaudon  (11  Nuovo  C^imento,  1858,  8,  260)  ; 
Gerber  (Ber.  1876,  9,  656) ;  Cazeneuve  and 
CaiUol  (J.  Pharm.  Chim.  1877,  [4]  26,  265)  ; 
Tschlapowitz  (Zeitsch.  anal.  L'liem.  1879,  18, 
441);  Biechele  (Correspondenz-Blatt  des 
Vereins  analytischer  Chemiker,  2,  70) ;  Wollf 
(ibid.  91) ;  Guichard  and  Damoiseau  (Reper- 
toire de  Pharmacie,  1880,  8,  97)  ;  Medicus 
(Zeitsch.  anul.  Chem.  1880,  19,  163) ;  Thorn 
(Ger.  Pat.  14523,  1880,  and  Dingl.  poly.  J.  1882, 
243,  248 ;  and  with  later  improvements  Ger. 
Pat.  18850,  1881,  and  Dingl.  poly.  J.  1882,  246, 
374)  ;  Dunstan  and  Short  (Pharm.  J.  1883,  [3] 
13,  663)  ;  Ki'eusler  (Chem.  Zeit.  1884,  8,  1323)  ; 
Thresh  (Pharm.  J.  1884,  [3]  15,  281)  ;  Will  (ibid. 
363)  ;  Waite  (ibid.  370) ;  Johnson  (Chem.  News, 
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1885,  52,  39,  and  82) ;  Foerster  (Zeitsch. 
anal.  Chem.  1888,  27.  30,  and  173);  Neubauer 
(Dingl.  poly.  J.  1888.  2fi7,  513);  Lohmann 
(Ohem.  Ze'it.  1905,  29,  365);  Jackson  and 
Zanetti  (Amer.  Chem.  J.  1907,  38,  461),  for 
small  quantities  of  material — a  little  percolating 
tube  is  placed  in  the  flask  of  solvent  and  under 
the  end  of  the  condenser. 

The  following  are  continuous  infusion  ap- 
paratuses : — 

Scheibler's  2nd  apparatus  (Fig.  13). — As  the 
first  apparatus  could  not  be  constructed  wider 
to  hold  large  quantities  without  danger  of  the 
solvent  percolating  in  one  channel  through 
the  substance,  and  leaving  part  unextracted, 
Scheibler  designed  a  modification  involving  con- 
tinuous infusion  with  an  overflow.  The  ap- 
paratus (shown  in  section  in  the  figure)  is  made 
of  metal,  and  the  substance  is  placed  in  the 
innermost  tube  e,  which  is  closed  at  the  bottom 
with  a  piece  of  wire  gauze  with  a  layer  of  cotton 


Fig.  12. 


Fig.  13. 


wool,  p,  above  it.  This  tube  slightly  widens 
at  the  top  and  is  ground  into  the  top  of  the  outer 
vessel  so  as  to  be  removable.  The  outer  vessel 
is  composed  of  two  tubes  which  are  permanently 
united  at  the  neck  a  ;  the  outside  one  ends  below 
in  a  funnel  which  fits  into  the  vessel  of  solvent ; 
the  inner  one  is  closed  below,  the  bottom  being 
bent  up  as  shown  ;  it  has  two  rows  of  perforations 
in  it  near  the  top.  The  innermost  tube  has  one 
row  of  perforations  just  below  the  neck.  The 
vapours  pass  up  the  outer  space  and  through  the 
perforations  to  a  condenser  fitted  to  the  neck  of 
the  innermost  tube,  the  condensed  liquid  drops 
on  to  the  substance,  descends  through  it,  then 
passes  up  the  space  between  E  and  the  next 
tube,  and  overflows  through  the  lower  row  of 
perforations  and  so  back  into  the  vessel  of  sol- 
vent again  (Ger.  Pat.  9481,  1879). 

RempeVs  apparatus  (Chem.  Zeit.  1887,  11, 
936)  is 'also  an  overflow  apparatus,  but  is  so 
arranged  that  the  substance  is  placed  in  the 
outside  vessel  and  the  liquid  rises  and  overflows, 
and  the  vapours  ascend  through  tubes  in  the 
centre. 

Scheibler's  3rd  apparatus  (Fig.  14). — This 
was  used  in  isolating  vanillin  from  raw  beetroot 


sugar.  The  substance  to  be  extracted  is  placed 
in  the  vessel  e  (an  elutriating  vessel  such  as  is 
used  in  the  mechanical  analysis  of  soils)  and 
rests  on  a  plug  of  cotton  wool  6.    The  solvent  is 


Fig.  14. 

poured  on  to  it,  until  some  escapes  from  the 
tube  t  into  the  flask  R  which  is  placed  on  a 
water-bath.  The  vapours  of  the  solvent  are 
conducted  by  the  tube  p  back  into  E,  whence  they 
pass  through  c  to  a  reflux  condenser.  The 
condensed  liquid  flows  back  through  c  on  to  the 
substance  in  E,  thus  causing  a  constant  overflow 
of  liquid  from  the  end  of  t,  carrying  with  it  the 
soluble  constituents  of  the  substance,  which  thus 
accumulate  in  B  (Ber.  1880,  13,  338a). 

References  to  other  continuous  infusion  ap- 
paratuses are  :  Wynter  Blyth  (Chem.  Soc. 
Trans.  1880,  37,  140) ;  Johnstone  (The  Analyst, 
1885,  10,  81);  Stoddart  {ibid.  108);  Schmidt 
and  Himisch  (Ger.  Pat.  42753,  1887 ;  and  Dingl. 
poly.  J.  1888,  268,  564) ;  Koch  {ibid.  1888,  267, 
515);  Landsiedl  (Chem.  Zeit.  1902,  26,  274), 
for  use  with  solvents  of  either  high  or  low 
boOing-point. 

Intermittent  infusion  apparatuses  are  : 
Simon^s  apparatus  (Fig.  15). — Both  the  sub- 
stance to  be  extracted  and  the  solvent  are  placed 


Fig.  15. 

in  the  flask  e,  and  are  there  heated  together. 
The  vapours  ascend  the  tube  c  and  are  con- 
densed by  causing  a  current  of  water  to  circu- 
late in  the  surrounding  vessel  b  ;  the  water 
enters  through  the  tube  i,  and  escapes  by  the 
tubulure  e.  A  filtering  apparatus,  F,  which  is 
shown  in  section  both  in  Uic  tlask  and  in  f  lio 
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enlarged  figure  at  tho  side,  is  constructed  by 
drawing  a  piece  of  flannel  or  fine  linen  over  the 
end  of  the  tube  t,  which  passes  for  a  little  way 
into  a  perforated  cork,  Ic ;  another  piece  of 
flannel  is  tied  over  tho  lower  end  of  the  cork, 
and  the  space  left  between  the  two  flannel  sur- 
faces is  filled  with  some  pulled-out  wadding. 
The  other  end  of  t  passes  through  a  cork  into 
the  flask  e,  and  through  the  same  cork  a  short 
glass  tube  passes,  to  which  is  fitted,  by  means 
of  a  small  cork,  a  short  closed  piece  of  glass 
tubing.  When  e  has  been  heated  for  a  time,  s 
is  opened  by  removing  the  small  cork,  with  its 
closed  tube,  and  the  upper  end  of  c  is  closed  ; 
then  by  means  of  an  indiarubber  tube  attached 
to  I,  the  water  is  siphoned  out  of  the  vessel  b. 
The  vapour  of  the  solvent,  being  no  longer  con- 
densed and  being  unable  to  escape,  forces  the 
solution  up  through  t  into  the  flask  e,  and  the 
.•arrangement  f  filters  it  on  its  way.  When  no 
more  passes  over,  c  is  opened  and  s  is  closed, 
the  current  of  water  is  restarted  in  b,  the  source 
of  heat  is  removed  from  beneath  e,  and  the 
solvent  is  distilled  from  E  back  into  e,  leaving 
the  dissolved  matter  behind  in  r.  These  opera- 
tions are  repeated  until  the  sulistance  yields 
nothing  more  to  the  solvent  (Zeitsch.  anal.  Chem. 
1873,  12,  179). 

Auld  and  Pickle's  apparatus  (Fig.  16).— The 
substance  to  be  extracted  is  placed,  together 
with  the  solvent,  in  the  large  bolt-head  flask  E, 
which  is  heated  in  a  water- bath.  The  vapours 
pass  up  the  wide  tube  d,  which  is  provided  with 
a  wide  bore  tap  c,  and  are  cooled  by  a  reflux 
condenser  attached  to  the  top.  s  is  a  long  tube 
ending  in  e  in  a  small  thistle  funnel  packed  with 
cotton  wool  and  covered  with  fine  muslin  or 
cotton  cloth  ;  the  other  end  of  s  passes  into  the 
receiving  flask  e.  A  fairly  wide  tube,  t,  passes 
from  the  tube  D  at  a  point  above  the  tap  c  down 
into  the  receiving  flask  E..  When  the  solvent  has 
become  saturated,  the  tap  c  is  closed  for  a 
moment,  the  pressure  of  the  vapour  then  drives 
the  solution  through  the  cotton  wool,  and  fills 
the  tube  s,  which  now  acts  as  a  siphon.  The 
solvent  is  now  boiled  off  from  e,  and  passing  up  t 
IS  condensed  and  returned  to  e.  The  operation 
is  repeated  until  the  extraction  is  complete.  With 
some  solvents,  a  joint  of  wide  indiarubber 
tubing  can  be  used  instead  of  the  tap  c,  the 
tubing  being  pinched  when  it  is  desiretl  to  fill 
the  siphon  (Chem.  News,  1909,  99,  242).  The 
authors  find  that  if  the  tube  d  is  continued  dowi 
mto  the  flask  e  to  a  level  a  little  above  tho 
thistle  funnel,  and  is  given  a  somewhat  flanged 
termination,  the  apparatus  will  Avork  auto- 
matically. When  vapour  is  boiled  oft'  from  E, 
it  collects  in  d,  forming  a  small  column,  which, 
when  it  has  reached  a  certain  height,  forces  the  j 
liquid  into  the  siphon,  which  then  empties  e,  i 
and  the  process  is  repeated. 

Schwaerzler  (J.  Pharm.  Chim.  1853,  [3]  24,  i 
134)  and  Schiel  (Annalen,  1858,  105,  257)  have 
also  described  apparatuses  in  which  the  pressure 
of  heated  vapour  is  used  to  force  the  solution 
trom  one  vessel  to  another. 

References  to  other  apparatuses  of  the  inter- 
mittent infusion  group  are  :  Daubrawa  (Viertel- 
jahrschrift  fiir  practische  Pharmacie,  1859,  8, 
36) ;  Fleury  (J.  Pharm.  Chim.  1862,  [3]  41,  282) ; 
von  Schroeder  (Zeitsch.  anal.  Chem.  1886,  25, 
J  32);  Barlow  (Chem.  News,  1888,  57,  56). 
Vol.  II.— T. 


Soxhlet  and  Szombaihifs  apiwratus  (Fig.  17). 
— This  was  the  first  apparatus  to  introduce  the 
use  of  the  siphon  to  effect  automatic  inter- 
mittent infusion.  The  substance  to  be  extracted, 
contained  in  a  cartridge  of  filter  paper,  is  placed 
in  the  wide  tube  E,  at  the  bottom  of  which  a 
tube,  s,  bent  so  as  to  form  a  siphon,  is  fused  on. 
Another  tube,  n,  not  quite  so  wide  as  b,  is  fused 
on  to  the  bottom  of  the  latter,  without,  however, 
opening  into  it.  The  down  tube  of  the  siphon 
s  passes  through  the  side  of  n,  and  is  sealed  in 
by  fusion.  A  reflux  condenser  is  fitted  to  the 
top  of  e,  and  the  tube  n  is  fixed  by  a  cork  into  a 
vessel  of  the  solvent.  On  boihng  the  solvent, 
the  vapours  ascend  through  N  and  through  the 
side  tube  t,  which  is  sealed  into  both  N  and  e,  and 


Fig.  16,  Fig.  17. 


reach  the  condenser,  whence  the  condensed 
liquid  drops  back  into  e  and  accumulates  until 
it  rises  to  the  level  of  the  top  of  the  siphon  s, 
when  the  siphon  flows  and  empties  the  contents 
of  B  into  the  vessel  beneath  ;  e  then  fills  again, 
and  its  contents  are  siphoned  ofi:  every  time  the 
level  reaches  the  top  of  the  siphon  tube.  The 
top  of  the  cartridge  should  be  below  the  level 
of  the  top  of  the  siphon,  so  that  it  may  be  com- 
pletely immersed  in  the  solvent,  and  it  should 
rest  on  a  plug  of  glass  wool  or  strip  of  metal  bent 
into  a  ring  so  that  the  opening  to  the  siphon 
may  not  bo  closed  (Dingl.  poly.  J.  1879, 232, 461). 

Soxhlet  and  Szombathy's  plan  is  now  very 
witlely  adopted,  and  many  variations  of  it  have 
been  devised.  Lewkowitsch  (Chem.  Soc.  Trans. 
1889,  55,  359)  attaches  a  tap  to  the  siphon  just 
before  it  enters  the  tube  N  in  Fig.  17,  so  that  a 
little  of  the  solution  can  be  drawn  off  to  test  the 
progress  of  the  extraction.  Tho  siphon  mav 
be  placed  between  the  extracting  vessel  b  and 
an  outer  vessel  or  inside  the  containing  ves- 
sel; the  risk  of  breakage  is  thus  diminished, 
and  the  material  and  solvent  are  warmed 
by  the  ascending  vapours.  A  trouble  occur- 
rmg  in  practice  is  that  the  large  cork  at  the 
top,  connectmg  the  condenser  to  the  apparatus, 
is  apt  to  contain  large  pores  that  allow  the 
vapour  of  the  solvent  to  escape  ;  several  forms 
are  arranged  so  as  to  avoid  its  use  (Figs.  21,  22). 
Tho  followuig  are  references  and  descriptions  of 
various  forms :  Wollny  (Zeitsch.  anal.  Chem. 
1886,  24,  51);  Thorpe  and  Robinson  (Chem. 
Soc.  Trans.  1890,  57,  41),  a  form   made  of 
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metal  to  hold  14  lbs.  of  bark ;  Buss  (Chem. 
Zeit.  1903,  27,  813),  a  form  made  of  metal 
for  the  hot  extraction  of  several  kilograms 
of  material ;  Christ  Kob  &  Co.  (ibid.  190L 
25,  379),  a  form  having  a  perforated  glass 
plate  fused  in  position  just  above  the  place 
where  the  siphon  is  attached  to  E  in  Fig.  17; 
Landsiedl  (Chem.  Zeit.  1902,  26,  274),  forms 
for  use  with  solvents  of  either  high  or  low 
boiling-point. 

Glausnizer  and  Wcllny's  apparatus  (Fig.  18). 
— In  this,  the  bottom  of  the  inner  tube  e  is 
drawn  out,  and  to  it  a  siphon  tube  is  sealed  on, 
as  shown  in  the  figure.  The  tube  e  and  its 
siphon  fit  loosely  into  an  outer  tube,  t,  which  is 
fitted  into  a  vessel  of  the  solvent  below  and  leads 


Fig.  18.  Fig.  19.  Fig.  20. 


to  a  condenser  above.  The  substance  to  be 
extracted  is  placed  in  E,  and  the  mode  of  working 
is  similar  to  that  of  the  previous  apparatus. 
The  vapours  passing  up  in  the  space  between 
E  and  T  maintain  the  substance  and  the  solvent 
at  a  temperature  approaching  the  boOing-point 
of  the  latter  (Zeitsch.  anal.  Chem.  1881,  20,  81). 

Friihling's  apparatus  (Fig.  19). — A  cylin- 
drical tube,  E,  resembling  a  tube  for  drying 
filters,  is  open  at  the  bottom,  but  a  little  above 
the  bottom  it  is  closed  by  a  conical  diaphragm, 
through  the  apex  of  which  passes  the  longer  leg 
of  a  little  siphon,  which  is  thus  held  in  position 
in  E  ;  it  lies  close  to  the  side.  This  tube  contains 
the  material  to  be  extracted,  held  in  filter  paper. 
The  end  of  the  siphon  does  not  quite  reach  to 
the  bottom  of  E,  so  that  e  can  be  placed  upright 
on  the  balance  pan,  and  weighed  ;  it  can  be 
closed  with  a  ground-in  stopper  during  weighing. 
E  is  slipped  into  the  outer  tube  T,  closed  by  a 
glass  stopper  through  which  runs  the  tube  of  the 
condenser.  The  vapours  of  the  solvent  pass  up 
the  side  tube  t,  are  condensed,  and  the  liquid 
when  siphoned  from  e  returns  down  the  narrow 
tube  in  the  interior  of  N  (Zeitsch.  angew.  Chem. 
1889,  242). 

The  feature  of  having  the  siphon  inside  the 
apparatus  is  adopted  in  the  following  forms : 
Sinnbold  (Chem.  Zeit.  1901,  25,  423):  in  this 
the  vapour  passes  up  a  tube  in  the  centre  of  a 
globular  extraction  vessel  terminating  below  in 


a  wide  tube.  The  inner  tube  is  ground  into  the 
wide  tube,  and  has  the  siphon  fused  into  it  vrith 
the  long  leg  passing  down  the  centre,  the  bend 
and  short  leg  being  in  the  globular  vessel.  The 
apparatus  is  less  fragOe  than  other  forms,  and 
the  inner  tube  and  siphon  can  be  removed  in  one 
piece  for  cleaning.  Chatelan  (Chem.  Zeit. 
1901,  25,  612)  bends  the  delivery  tube  of  the 
condenser  slightly  to  one  side,  so  that  by  twisting 
the  condenser  round,  the  solvent  can  be  made  to 
fall  either  on  the  material  or  into  the  orifice  of  a 
tube  passing  through  the  side  of  the  extractor 
near  the  top.  When  in  the  latter  position,  the 
solvent  is  run  off  through  a  tap  on  the  side  tube, 
and  the  necessity  is  avoided  of  disconnecting 
the  receiving  flask  and  distUling  off  the  solvent 
in  a  separate  apparatus.  Landsiedl  (Chem. 
Zeit.  1902,  26,  275)  describes  forms  for  hot 
extraction.  Rademacher  (ibid.  1902,  26,  1177). 
Hesse  (ibid.  1904,  28,  18)  uses  a  cork  in  a  tubu- 
lure  at  the  bottom  of  the  inner  tube  to  hold  the 
siphon  in  its  place,  thus  making  a  very  cheap 
form ;  the  cork  can  be  coated  with  chrom- 
gelatin. 

King^s  apparatus  (Fig.  20). — In  this  the 
siphon  is  differently  constructed.  Into  the 
bottom  of  the  wide  tube  e  there  is  fused  the  long 
narrow  tube  t,  which  is  ground  off  at  an  angle  at 
its  upper  end.  A  tube,  s,  slightly  wider  than  t, 
j  and  closed  at  one  end,  is  inverted  over  t,  and 
I  rests  on  the  upper  end  of  the  latter  :  it  does  not 
quite  reach  to  the  bottom  of  e.  The  tube  e 
slips  into  a  stUl  wider  one,  f,  which  is  dented  in 
in  several  places  at  d,  in  order  that  the  dents 
may  support  e  and  prevent  it  closing  the 
narrower  part  of  f.  The  substance  to  be  ex- 
tracted is  placed  in  E,  and  rests  on  a  plug  of 
glass  wool  at  the  bottom.  It  is  fitted  up  as  in 
the  two  previous  apparatuses,  and  when  the 
liquid  in  E  rises  to  the  top  of  s,  s  and  t  form  a 
siphon  and  draw  off  the  liquid  into  the  vessel 
below  (Chem.  News,  1888,  57,  235).  Masojidek 
(Zeitschrift  fiir  Zuckerindustrie  in  Biihmen, 
1881,  6,  51)  and  Boessneck  (Chem.  Zeit.  1887, 
11,  1600)  had  previously  described  apparatuses 
on  the  same  plan  as  King's.  Thorpe  and 
Robinson  (Chem.  Soc.  Trans.  1890,  57,  44) 
employ  an  open  topped  bell-jar  inverted  with  a 
siphon  of  this  form  to  make  a  capacious  ap- 
paratus. 

In  Jerwitz's  apparatus  and  in  Sanders's 
apparatus,  the  difficulty  of  the  cork  is  avoided 
by  causing  the  condensed  solvent  to  enter  the 
extracting  vessel  at  the  side  instead  of  at  the 
top  ;  a  light  glass  stopper  can  then  be  used  to 
close  the  top  of  the  extracting  vessel,  and  the 
material  undergoing  extraction  can  easily  be 
removed  when  extraction  is  complete,  and  fresh 
material  introduced  without  disconnecting  the 
condenser. 

Jerwitz's  apparatus  (Fig.  21). — In  using  this 
the  receiving  flask  f  is  attached  to  the  bottom 
of  the  condenser  and  is  held  on  by  spiral  springs. 
The  cartridge  of  material  to  be  extracted  is 
placed  in  the  extracting  vessel  a  ;  ether  is 
poured  in  up  to  the  level  E,  and  the  vessel  is 
closed  by  the  glass  stopper  h,  which  is  held  in 
position  by  spiral  springs.  The  tap  b  is  then 
opened,  and  the  ether  is  siphoned  over  into  v. 
On  heating  f  in  a  water-bath,  the  ether  vapour 
ascends  to  K,  and  is  there  cooled  by  a  current 
I  of  water  circulating  in  the  outer  space.  The 
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condensed  ether  is  prevented  by  the  projecting 
tube  J  from  Hewing  straight  down  into  f,  and  is 
conducted  through  l  into  a,  where  it  collects  and 
is  siphoned  off  intermittently  through  g.  When 
the  extraction  is  complete,  the  stopcock  b  is  closed 
and  the  ether  from  f  is  driven  off  and  collected 
in  A.  P  is  then  removed,  b  is  opened,  and  the 
ether  is  siphoned  off  into  another  vessel.  The 


Fig.  21.  Fig.  22. 


stopper  H  is  then  removed,  and  the  cartridge  of 
exhausted  material  is  taken  out  by  long  tongs 
or  a  wire  hook.  At  the  top  of  the  apparatus,  a 
calcium  chloride  tube,  c,  prevents  access  of 
moisture  to  the  ether,  and  the  little  tube  D 
containing  mercury  and  a  plug  of  cotton  wool 
acts  as  a  safety  valve  should  c  get  clogged 
(Chem.  News,  1901,  83,  229). 

Sandors's  apparatus  (Fig.  22). — In  this 
apparatus,  the  material  is  placed  in  the  ex- 
tracting vessel  A,  which  is  closed  by  the  glass 
stopper  H  and  is  held  in  a  sloping  position.  The 
receiving  flask  containing  the  solvent  is  attached 
to  the  tube  r,  the  taps  b  and  c  are  closed,  and  on 
heating  the  flask,  the  vapours  of  the  solvent 
pass  up  the  tube  f  and  tlu'ough  the  upper  part 
of  A  to  the  side  tube  e,  which  leads  to  a  reflux 
condenser.  When  a  is  nearly  filled  with  the 
condensed  solvent,  the  siphon  s  discharges  the 
solution  into  the  receiving  flask,  and  continues 
to  work  intermittently  as  in  similar  apparatuses. 
When  the  extraction  is  complete,  the  tap  c  is 
opened  and  the  solvent  is  collected  at  the  end 
of  the  tube  t.  If  the  tap  b  is  left  open  during 
the  operation,  continuous  percolation  instead  of 
intermittent  infusion  is  eliected.  In  a  simpler 
form,  the  tap  b  and  the  cross  connection  between 
the  legs  of  the  siphon  are  absent.  The  appara- 
tus can  be  made  on  a  large  scale  of  tinned 
copper,  the  extracting  vessel  having  the 
capacity  of  one  litre  (Chem.  Soc.  Proo.  1910,  26, 
227). 

Walpole  (Chem.  News,  1910,  102,  129) 
describes  a  form  avoiding  corks,  and  using  only 
one  joint  and  that  a  mercury  joint. 

Manufacturing  Forms. 

Roth's  apparatus  (Figs.  23  and  24). — This 
is  employed  for  extracting  oil  from  seeds  by 
means  of  carbon  disulphide.  The  solvent  is 
stored  in  a  reservoir,  \\hich  is  kept  immersed  in 
water  to  check  evaporation.    A  pipe  from  an 


elevated  water  reservoir  enters  at  the  top  of  the 
carbon  disulphide  reservoir,  and  another  pipe 
communicating  with  the  extractor  passes 
through  the  top  of  the  reservoir  and  descends 
nearly  to  the  bottom,  so  that  when  the  tap  of 
the  water  pipe  is  opened,  the  carbon  disulphide 
is  forced  into  the  extractor.  The  latter  Ls  a 
cylindrical  vessel,  shown  in  section  in  Fig.  23  ; 
it  is  provided  with  a  perforated  false  bottom,  f, 
supported  by  struts  g  ,  G.  The  false  bottom  f  is 
covered  with  sackcloth,  and  on  it  the  grounrl 
seed  or  oil  cake  is  placed  and  fiUed  m  uj)  to 
another  perforated  plate,  j,  also  covered  with 
sackcloth.  The  top  of  the  extractor  is  fastened 
on  with  screw  clamps  so  as  to  be  readily  re- 
movable. At  the  bottom  is  a  T-piece,  com- 
municating by  the  openmg  b  with  the  carbon 
disulphide  reservoir  and,  by  the  branch  c,  with 
a  steam  boiler.  When  filled  and  closed,  carbon 
disulphide  is  forced  in  through  B,  and  when  it 
has  dissolved  the  oil,  fresh  carbon  disidphide  is 
forced  in  at  b,  causmg  the  first  charge  to  over- 
flow down  the  pij)e  l,  the  entrance  to  which  is 
protected  with  a  stramcr,  and  to  pass  to  the 
distUling  apparatus.  A  gauge,  q,  shows  the 
level  of  the  liquid,  and  also  allows  samples  to 
be  dravm.  The  material  is  treated  some  three 
times  or  so  with  the  fresh  solvent  until  a  sample 
taken  at  q  is  found  to  be  free  from  oil ;  half  of 
the  last  charge  is  then  conducted  through  the 
tap  E,  and  a  pipe  connected  with  it  to  another 
similar  extractor,  and  the  other  half  is  returned 
to  the  carbon  disulphide  reservoir.  In  order  to 
recover  the  last  portions  of  solvent  adhering  to 
the  material,  the  valve  N  is  opened  and  steam  is 
sent  m  through  C ;  the  carbon  disulphide  is 
thus  boiled  off  and  passes  through  N  to  a  con- 


Fig.  ,23. 


denser.  When  aU  carbon  disulphide  is  driven 
off,  the  taps  b  and  d  are  opened  ;  the  former 
aUows  the  steam  to  escape  and  the  latter  allows 
the  condensed  water  to  run  off.  The  cover  is 
tlien  removed  and  the  extractor  is  emptied  and 
refilled  with  fresh  material. 

The  distilling  apparatus,  shown  in  section  in 
Fig.  24,  is  a  cylindrical  vessel,  into  which  the 
solution  of  oil  is  mtroduced  through  the  tap  e 
and  pipe  attaclied  which  descends  nearly  to  the 
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bottom.  The  vessel  is  half  filled  with  Uquid, 
the  level  being  ascertained  by  the  gauges  f,  f. 
At  the  bottom  of  the  vessel  are  two  steam  coils  ; 


the  lower  one  is  perforated  with  a  number  of 
small  holes  and  is  fed  by  the  tap  h  ;  the  upper 
one  is  not  perforated,  and  is  fed  by  the  tap  j, 
and  the  condensed  water  from  it  escapes  through 
the  tap  L.    At  first,  steam  is  slowly  passed 
through  the  upper  coil  and  heats  the  carbon 
disulphide,  the  vapours  of  which  pass  by  the 
wide  tube  c  to  a  special  form  of  condenser ; 
when  nearly  all  the  carbon 
disulphide  has  escaped,  steam 
is  passed  through  H,  and, 
escaping  by  the  perforations 
through  the  oil,  removes  the 
last  traces  of  the  solvent. 
The  tap  d  allows  the  steam 
to  escape  at  the  end  of  the 
distOlation.  The  oU  is  finally 
run  oS  through  the  tap  k 
to  a  reservoir,  where  it  is 
allowed  to  stand  until  the 
condensed  water  has  sepa- 
rated in  a  layer  (Schaedler's 
Technologic  der  Fette  und 
Oele,  1883,  i.  292). 

Leuner^s  apparatus  (Fig. 
25). — This  is  employed  for 
removing  fat  from  bones. 
The  bones  are  fiUed  into  the 
cylindrical  vessel  a  (shown 
in  section  in  the  figure),  and 
rest  on  the  perforated  falae 
bottom  aa ;  then  all  the 
taps  are  closed  except  j),  and 
steam  is  injected  through 
the  pipe  6  ;  when  all  the  air 
is  expelled,  p  is  closed,  and 
the  bones  are  kept  in  con- 
tact with  steam  under  pres- 
sure for  a  time.  Steam  is 
then  shut  off,  and  the  taps 
p  and  one  attached  to  the 


tube  d  are  opened,  and  the  condensed  water  is 
dra^vn  off.  In  the  cyUndrical  vessel  b  there  are 
placed  equal  volumes  of  water  and  petroleum 
naphtha  or  other  volatile  solvent ;  taps  p  and  d 
are  closed,  and  taps  g  and  i  are  opened,  as  also 
are  the  taps  q  and  r,  to  allow  the  water  and 
solvent  to  flow  into  A  ;  q  and  r  are  then  closed, 
and  an  equal  volume  of  water  is  introduced 
into  B.  Steam  is  now  passed  through  the  pipe 
ec,  and  this  heats  the  water  which  forms  the 
lower  layer  hi  a,  and  the  heat  is  communicated 
to  the  upper  layer  of  solvent.  The  vapours  rise 
through  the  bones  and  pass  through  the  pipe  ss 
to  the  smaU  vessel  c,  and  thence  to  the  reflux 
condenser  contained  in  d.  The  condensed  Hquid 
collects  in  c  until  it  reaches  the  opening  into  s, 
when  it  flows  back  into  A  and  is  spread  over  the 
bones  by  the  arrangement  shown  at  the  top. 
Any  vapours  that  are  not  condensed  pass  through 
the  pipe  I,  and  are  led  under  the  surface  of  the 
water  in  b,  which  is  provided  with  a  smaU  con- 
denser E  to  prevent  the  escape  of  vapours  of  the 
solvent  to  the  air.  The  bones  are  thus  subjected 
at  the  same  time  to  the  action  of  steam  and 
petroleum  vapour  and  also  of  liquid  petroleum. 
After  this  action  has  gone  on  for  some  time,  the 
tap  g  is  closed  and  h  is  opened  ;  the  vapours 
evolved  from  A  then  pass  to  a  second  condenser, 
which  is  contained  in  D  and  communicates  with 
c — it  is  indicated  by  dotted  lines — and  the  tap 
Ic  is  opened  ;  this  allows  the  solvent  to  flow 


Fig.  25. 
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from  c  down  the  tube  nn  and  collect  in  b.  The 
heating  is  continued  until  all  the  solvent  is 
driven  off  and  water  only  enters  c :  this  can  be 
seen  by  glazed  apertures  in  that  vessel.  When 
this  occurs,  the  operation  is  finished,  and  a 
mixture  of  fat  and  of  aqueous  liquid  is  drawn  off 
bv  the  pipe  d,  and  the  latter  is  used  in  preparing 
clue  (Ger.  Pat.  17181,  1881,  and  J.  Soc.  Chem. 
Ind.  1882,  1,  ]55). 

Merz's  cqyparatus  (Fig.  26). — This  apparatus 
is  designed  for  the  extraction  of  various  sub- 


stances with  volatile  solvents  ;  it  can  also  be 
used  with  animal  charcoal  for  decolourising  pur- 
poses. It  consists  of  an  inner  vessel,  e,  Avhich 
is  open  at  the  top  and  is  contained  in  a  closed 
outer  vessel  k.  The  substance  is  fdled  into  e 
through  the  manhole  a,  and  at  the  end  of  the 
operation  it  is  removed  through  the  manhole  b. 
The  solvent  is  stored  in  a  reservoir  s,  which 
forms  the  lower  part  of  the  condensing  vessel  T, 
and  is  divided  from  the  upper  part  by  the  par- 
tition d.  The  extractor  e  is  filled  with  solvent 
by  opening  the  tap  t.  When  the  level  of  the 
liquid  rises  as  high  as  the  top  of  the  siphon  .v, 
the  latter  begins  to  act  and  runs  off  the  liquicl 
from  B  into  the  outer  vessel  E.  The  entrance  to 
tiie  siphon  is  protected  by 
tiie  sieve  arrangement  shown 
at  the  bottom  of  e.  Steam 
is  made  to  circulate  through 
the  coil  eee  at  the  bottom  of 
B ;  this  causes  the  solvent  to 
boil,  and  its  vapours  cir- 
culate in  the  space  between 
R  and  E,  warming  the  latter 
and  its  contents,  and  then 
pass  to  the  condensing  tubes 
c,  c,  c,  round  which  water  is 
circulating.  The  condensed 
liquid  falls  back  into  E,  and 
^vhen  the  level  again  reaches 
that  of  the  to-p  of  the  siphon 
the  siphoning-off  is  repeated 
and  so  on  over  and  over 
again.  The  substance  is  thus 
submitted  to  intermittent 
infusion.  Samples  can  he 
drawn  off  at  and  when 
the  extraction  is  foimd  to  be 
complete,  tiie  water  that 
surrounds  the  tubes  c,  c,  c  is        Fio.  28. 


withdra\vn.  The  solvent  then  boils  off,  and 
after  condensation  in  the  worm  w  returns  to 
the  reservoir  s.  The  extract  is  drami  off  by 
the  tap  V.  By  regulating  the  tap  u.  the  sub- 
stance can  be  made  to  undergo  continuous  in- 
stead of  intermittent  infusion,  if  desired  (Ger. 
Pat.  20742,  1882,  and  J.  Soc.  Chem.  Ind.  1883, 
2,  234). 

The  extraction  of  the  volatile  oils  to  which 
the  odour  of  flowers  is  due,  forms  an  important 
industry  ;  the  apjsaratus  employed  is  simple  in 
principle,  the  only  complexity  being  ia  the  ar- 
rangement of  the  battery  of  extracting  vessels, 
reservoirs  of  solvent,  and  stills  {see  Gildemeister, 
Die  Atherischen  Ole,  2d.ed.  1910,  266).  Garnier's 
apparatus  (Figs.  27,  28.  and  29),  however, 
presents  some  novelty  ;  it  consists  of  a  cyhnder, 
c,  revolving  on  a  horizontal  axis  inside  a  cylin- 
drical vessel,  V ;  the  end  plates  e,  e  of  the  revolving 
cylinder  present  a  number  of  circular  rings  (Fig. 
28),  each  of  wliich  is  united  to  the  correspondmg 
ring  at  the  other  end  by  a  number  of  rods 
forming  an  open  framework  (Fig.  29).  Into 
the  frames  formed  by  the  rods  long  cylindrical 
baskets  b,  b  of  open  work  containing  the  flowers 
can  be  thrust  through  a  manhole,  m,  at  the  end 
of  the  cylindrical  vessel.  When  all  the  baskets 
are  in  position,  the  manhole  is  closed,  and 
enough  solvent  is  introduced  through  f  to  cover 
the  lowest  basket.  The  cylinder  is  then  made 
to  revolve,  and  thus  one  basket  of  floAsers  after 
another  is  immersed  m  the  solvent  ;  as  the 
cyhnder  has  no  outer  wall,  the  solvent  can 
move  freely  through  the  baskets.  Heat  can  be 
applied  by  passing  steam  through  the  sjiiral 
pipe  PP,  and  the  vapours  of  the  solvent  pass  by 
the  still  head  s  to  the  condenser  k.  When 
extraction  is  complete,  the  solution  is  drawn  off 
by  the  tap  T.  At  the  end  of  the  operation, 
steam  can  be  blown  into  the  apparatus  through 
the  tap  tr,  and  the  last  remnants  of  the  solvent 
can  thus  be  ch-iven  oft'  and  condensed  in  k.  By 
this  apparatus,  many  baskets  of  flowers  can  be 
extracted  hy  the  same  comparatively  small 
quantity  of '  solvent  (Fr.  Pat.  1904,  342534; 
Gildemeister,  I.e.  271). 

Liquids.    A  substance  hckl  in  solution  by  a 


Fig.  27. 
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liquid  can  often  be  removed  by  treating  the 
liquid  with  a  solvent  that  is  not  miscible  with  it. 
The  ordinary  procedure  is  to  shake  the  Hquid 
and  the  solvent  vigorously  together  in  a  separa- 
tor, which  is  a  pear-shaped  or  cylindrical  glass 
vessel  terminating  in  a  stoppered  tubulure  at 
its  broad  or  top  end,  and  in  a  stopcock  and  short 
tube  at  its  narrow  or  lower  end.  After  shaking, 
the  vessel  is  allowed  to  stand  until  the  liquid 
and  the  solvent  have  separated  into  two  layers. 
The  stopper  is  then  removed,  and  the  lowermost 
layer  tapped  off  by  means  of  the  stopcock  and 
tube.  This  treatment  is  repeated  with  fresh 
solvent  until  the  Uquid  has 
given  up  all  the  dissolved 
substance  it  contained. 

Schwarz  has  invented  an 
apparatus  which  works  auto- 
matically and  avoids  the 
tedious  operations  of  the  old 
method. 

Sclnvarz's  apparatus  (Fig. 
30). — The  liquid  from  which 
the  substance  is  to  be  ex- 
tracted is  placed  in  the 
flask  E,  and  the  solvent, 
which  must  be  lighter  than 
the  Uquid,  is  placed  in  the 
receiving  flask  b,  and  is 
there  boiled.  The  vapours 
ascend  through  the  tube  t 
to  the  upper  vessel  v,  and 
thence  through  the  tube  c  to 
a  reflux  condenser.  The  condensed  solvent  de- 
scends the  tube  p,  then  rLses  through  the  hquid 
in  E,  and  collects  as  a  layer  above  it  until  it 


reaches  the  opening  into  the  side  tube  q,  when 
it  overflows  and  returns  to  the  flask  E.  This 
circulation  goes  on  automatically,  and  when  on 
testing  a  drop  of  the  overflowing  liquid,  the 
extraction  is  found  to  be  complete,  water  is 
poured  down  v  until  all  the  solvent  overflows 
down  q  into  b  ;  the  parts  are  then  disconnected, 
E  is  emptied,  and  by  reconnecting  and  heating  b, 
the  solvent  can  be  distilled  off  into  E,  leaving 
the  desired  substance  in  E.  At  re  and  h  are 
mercury  joints,  which  enable  connection  and 
disconnection  to  be  readily  made  CZeitsch.  anal. 
Chem.  1884,  23,  368). 

The  following  are  references  to  other  appara- 
tuses for  extracting  hquids.  When  the  solvent  is 
heavierthan  the  Uquid  :Pregl(Zeitsch.  anal.  Chem. 

1901,  40,  785)  and  Baum  {Chem.  Zeit.  1904,  28, 
1 172),  these  are  of  simple  construction,and  adapted 
for  extracting  aqueous  liquids  with  chloroform  ; 
Lentz  (Chem.  Zeit.  1901,  25,  820),  for  use  with 
chloroform,  it  can  be  easily  fitted  up  with 
ordinary  laboratory  apparatus  ;  Stephani  and 
B5cker"(Ber.  1902,  35,  2698),  it  can  also  be  used 
for  soUds.  When  the  solvent  is  Ughter  than  the 
liquid  :  Neumann  (Ber.  1885,  18,  3061)  ; 
Eiloart  (Chem.  News,  1886,  53,  281) ;  Tcherniak 
(Ber.  1892,  25,  3650);  Pip  (Chem.  Zeit.  1903,  27, 
706)  ;  Pelizza  {ibid.  1904,  28,  186)  ;  Bowman 
(Chem.  Soc.  Proc.  1906,  22,  24).  When  the 
solvent  is  either  heavier  or  Ughter  than  the 
liquid  :  WoUnv  (Zeitsch.  anal.  Chem.  1885,  24, 
52);  Grauer  (Dingl.  poly.  J.  1886,  262,  475), 
forms  on  a  manufacturing  scale ;  Hagemann 
(Ber.  1893,  26,  1975) ;  Landsiedl  (Chem.  Zeit. 

1902,  26,  274). 

H.  H.  R. 
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FACTIS  (Faktis,  Factice,  Parafactis).  A 
general  term  appUed  to  so-called  rubber  sub- 
stitutes prepared  from  oUs. 

White  substitute  is  made  by  stirring  sulphur 
monochloride  into  linseed,  rape-seed,  refined 
colza  oil,  or  other  unsaturated  oil  with  or 
without  admixture  of  petroleum  spirit.  A  con- 
siderable rise  of  temperature  occiurs ;  the  oil 
thickens,  and,  when  the  reaction  has  pro- 
ceeded far  enough,  the  whole  is  poured  into 
trays,  and  soUdifies  to  an  elastic  solid,  somew  hat 
resembling  rubber.  It  is  necessary  to  control 
the  temperature,  and  therefore  only  Umited 
charges  of  material  are  used. 

The  product  is  an  additive  compound  of  the 
oil  and  sulphur  monochloride,  and  consists 
mainly  of  the  glyceridcs  of  fatty  acids  containing 
chlorine  and  sulphur  ( Ulzer  and  Horn,  Jahresb. 
Chem.  Techtiol.  1890,  1177;  Henriques,  Chem. 
Zeit.  1893,  707). 

Dark  or  French  substitute  is  obtained  by 
heating  a  vegetable  oil  to  200°,  and  stirring  in 
sulphur.  The  Uquid  thickens,  and  on  cooling 
soUdifies  to  a  black  elastic  solid.  It  is  sometimes 
prepared  from  rape-seed  oU  or  cotton-seed  oil 
which  has  previously  been  partiaUy  oxidised  by 
treatment  with  air  at  a  high  temperature  {v.,e.q., 
Eng.  Pat.  15163,  1899).  Substitutes  manu- 
factured from  these  '  blown  oils  '  have  a  sp.gr. 


less  than  1,  and  are  accordingly  known  as 
'  floating  substitutes '  {v.  Altschul.  Zeitsch. 
angew.  Chem.  1895,  535). 

A  wet  method  of  manufacture  consists  in 
oxidising  the  oil  with  dilute  nitric  acid  at  100°, 
and  then  adding  colophony,  spirit  of  turpentine, 
sodium  chloride,  and  sodium  polysulphide,  and 
boUing  tiU  the  factis  has  the  proper  consistency. 
It  is  then  finaUy  washed,  dried,  and  roUed  {v. 
Lutenaf.  Rev.  Prod.  Chim.  3,  147  ;  J.  Soc.  Chem. 
Ind.  1900,  673). 

The  cost  of  manufacture  of  factis  averages 
less  than  Id.  per  lb.  and  by  the  use  of  maize  oil 
may  be  brought  as  low  as  3d.  per  lb.  These 
preparations,  however,  have  only  a  Umited 
application  as  rubber  substitutes  because  of 
their  smaU  elasticity  and  insolubiUty  in  the  usual 
rubber  solvents.  Also  they  are  easily  hydro- 
lysed  by  steam  and  other  agents.  If  excess  of 
oil  and  sulphur  are  first  removed  from  the  factis 
by  treatment  with  carbon  disulphide,  acetone, 
&c.,  they  may  be  incorporated  with  a  proportion 
of  pure  rubber,  and  their  usefulness  much  in- 
creased (Ditmar,  Fr.  Pat.  377538,  1907  ;  J.  Soc. 
Chem.  Ind.  1907,  1058;  v.  also  Chercheffsky, 
D.  R.  P.  218225,  1908;  J.  Soc.  Chem.  Ind. 
1910,  440 ;  and  Heil  and  Esch,  Manufacture 
of  Rubber  Goods.  110). 

FAHLORE.  A  partial  translation  of  the  old 
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German  name  Fahlerz,  applied,  like  the  term 
'  grey-copper-ore,'  to  minerals  of  the  tetra- 
hedrite  group.  These  are  essentially  sulphanti- 
monitos  or  sulpharsenites  of  copper  with  the 
general  formula  R'3R"'S3,  where  R'  represents 
copper  and  silver,  and  R'"  antimony,  arsenic, 
or,  exceptionally,  bismuth.  In  many  instances, 
however,  small  amounts  of  iron  and  zinc  (less 
often  mercury,  lead,  or  cobalt)  are  also  present, 
and  the  formula  then  becomes 

R'3R"'S3-l-?j(6R"S-R"'2S3), 

where  R"  represents  iron,  &c.,  and  n  is  a  small 
fraction  usually  or  ^  (Prior  and  Spencer, 
Mineralog.  Mag.  1899,  xii.  202).  Owing  to  this 
wide  range  of  isomorphous  replacement,  the 
actual  composition  of  fahlore  is  extremely 
variable,  as  is  illustrated  by  the  following 
analyses.  Further,  owing  to  the  fact  that 
fahlore  usually  forms  intimate  intergro\vths 
with  other  minerals,  more  particularly  copper- 
pjTrites,  it  is  probable  that  many  of  the  older 
analyses  were  made  on  material  which  was  not 
ideally  pure  : — 


II 

III 

IV 

V 

VI 

s 

24-48 

24-33 

23-15 

27-60 

21-17 

22-96 

Sb 

28-85 

28-32 

27-73 

24-63 

21-35 

As 

trace 

trace 

trace 

19-04 

Bi 

0-83 

Cu  . 

45-39 

41-55 

30-56 

49-83 

14-81 

34-57 

Ag  . 

15-26 

1-87 

31-29 

Fe 

1-32 

1-02 

3-51 

rii 

5-98 

2-24 

Zn 

2-63 

trace 

0-99 

1-34 

Hg  . 

15-57 

Pb  . 

0-11 

0-62 

0-05 

0-17 

100-15 

99-30 

100-26 

99-62 

98-87 

98-03 

Sp.gr. 

4-921 

4-969 

5-047 

4-62 

5-107 

I,  Tetrahedxite  from  Fresney  d'Oisans,  Isere, 
France  (G.  T.  Prior,  1899) ;  II,  tetrahedrite  from 
Horhausen,  Rhenish  Prussia  (G.  T.  Prior, 
1899)  ;  III,  tetrahedi-ite  from  Wolfach,  Baden 
(G.  T.  Prior,  1899) ;  IV,  tennantite  ('  binnite  ') 
from  Binnenthal,  Switzerland  (G.  T.  Prior, 
1899) ;  V,  argentiferous  tetrahecbite  (freibergite) 
from  Freiberg,  Saxony  (H.  Rose,  1829) ;  VI, 
mercurial  tetrahedrite  (schwartzite)  from 
Schwarz,  Tyrol  (Weidenbusch,  1849). 

Many  of  the  names  which  have  been  applied 
to  the  minerals  of  this  group  express  these 
differences  in  composition.  Tetraheckitc  (Fr. 
Panabase)  and  tennantite  denote  the  antimonial 
and  arsenical  series  respective^,  and  these  are 
usually  regarded  as  species  ;  other  names  take 
the  rank  of  varieties  under  these.  For  example, 
freibergite  (Ger.  Weissgiliigerz)  is  a  variety  of 
tetrahedrite  containmg  much  silver ;  schwart- 
zite is  a  mercurial  tetrahedrite ;  and  malinowskite 
one  containing  lead.  In  the  arsenical  series,  or 
tennantite,  the  names  sandbergerite  and  kupfer- 
blendo  are  apphed  to  varieties  rich  in  zinc ; 
rionite  and  annivite  to  those  contaming  bis- 
muth. 

Although  differing  so  widely  m  chemical 
composition,  all  varieties  of  fahlore  are  identical 
crystallographically,  the  type  of  symmetry  being 
trhat  of  the  tetrahedral  class  of  the  cubic  system. 
A  pronounced  tetrahedral  habit  of  the  crystals 
is  extremely  characteristic  of  the  antimonial 
members  (hence  the  name  tetrahedrite),  whUst  [ 


in  the  arsenical  series  (tennantite)  this  is  often 
somewhat  masked  by  the  greater  development  of 
the  rhombic  dodecahedron.  The  colour  is  iron- 
black  to  steel-grey,  and  the  lustre  metaUic  and 
often  briUiant.  The  fracture  of  pure  material 
is  typically  conchoidal,  with  a  brilUant  lustre. 
The  streak  is  usually  black,  but  in  some  speci- 
mens (those  containmg  but  little  iron)  it  is 
dark  reddish-brown :  hardness,  4  :  sp.sr.  4-4- 
6-1.  '    '  1» 

Fahlore  occurs  in  mineral-veins  in  associa- 
tion TOth  other  metaUic  minerals.  Beautifully 
crystallised  specimens  have  been  found  in  many 
minmg  districts,  notably  at  the  Herodsfoot  Mine 
near  Liskeard  in  Cornwall,  Clausthal  in  the 
Harz  Mountains,  Kapnik  in  Hungary,  &c.  In 
the  massive  condition  it  Ls,  at  times,  found  in 
some  abundance,  e.g.  in  Nevada  and  Utah,  and 
it  is  then  an  important  ore  of  copper.  The  bulk 
of  the  rich  silver  ores  of  BoUvia  consist  of 
argentiferous  tetrahedrite.  L.  J.  S. 

FARINA,  or  POTATO  STARCH,  The  starch 
of  the  potato,  Solanum  tuberosum  (Linn.).  The 
tubers  are  placed  in  a  cylinder  furnished  with 
teeth  by  means  of  which  the  starch  cells  are 
lacerated  whilst  the  mass  of  potatos  is  reduced 
to  a  stiff  pulp.  The  starch  granules  are  washed 
out  and  allowed  to  settle  in  vessels  of  water, 
when  the  water  is  drawn  off.  The  moist  starch, 
after  being  separated  from  the  cellulose,  is  dried 
and  broken  up  between  hon  rollers.  It  is  then 
ready  for  its  purpose,  which  is  in  the  mam  the 
sizing  of  textiles. 

As  a  material  for  the  jjurpose  of  sizing,  farina 
produces  when  boiled  a  thicker  paste  than  any 
other  starch  ;  consequently,  a  small  amount  of 
it  vidU  furnish  a  liquor  of  the  same  density 
as  a  much  larger  quantity  of,  for  instance, 
wheaten  flour.  On  the  other  hand,  the  starch 
cells  of  the  potato  being  exceptionally  large,  a 
certain  amount  of  coarseness  is  felt  in  cotton 
goods  stiffened  by  it.  For  this  reason,  it  is 
seldom  used  with  Chma  clay  alone,  but  is  usually 
mixed  with  a  greater  or  smaller  proportion  of 
flour.  It  is  claimed  for  farina  that,  since  the 
potato  contains  a  small  amount  of  nitrogenous 
matter,  it  is  not  so  prone  to  mduce  mildew  m 
cotton  goods  as  are  other  forms  of  starch. 

Farma  has  a  glistening  appearance  and  a 
crisp  feeling  when  pressed  between  the  fingers. 
It  contams  a  larger  proportion  of  moisture  than 
any  other  starch,  varying  from  17  to  20  p.c. 
The  granules  are  very  characteristic,  being  for 
the  most  part  large,  though  ii-regular  in  size, 
and  resembling  an  oyster-shell  in  form,  being, 
moreover,  marked  with  similar  eccentric 
rings. 

The  following  is  the  average  composition  of 
ordinary  commercial  farina  : — 

Water   ir3-72 

Cellulose         ....  0-3G 

Ash   0-22 

Starch   82-70 


100-00 

Farina  is  preferred  to  other  starches  for  the 
manufactiu-e  of  British  gum,  its  great  purity 
making  it  especially  suitable  for  this  purpose 
(().  Starch). 

FARNESOL,  an  alcohol  found  by  Haarinann 
and  Reimer  in  the  oU  of  quassia  flowers.    It  is 
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found  also  iii  Peru  and  tolu  balsam  and  pal- 
marosa  oil,  and  also,  by  Elze  (Chem.  Zeit.  1910, 
34,  857),  in  cananga  oil  from  Java.  It  is 
optically  inactive  ;  sp.gr.  0-985  at  15°,  and  boils 
at  145°-146°  at  3  mm. 

FAST  ACID  FUCHSIN,  -SCARLET  v.  Azo- 

COLOTJBING  MATTERS. 

FAST-BLACK,    -GREEN    M    r.  Oxazine 

C'OLOURmG  MATTERS. 

FAST  BLUES  v.  Indulines. 
FAST  BORDEAUX  v.  Azo-  colouring  mat- 
ters. 

FAST  BROWN  N,  ACID  BROWN,  NAPH- 
THYLAMINE    BROWN    v.    Azo-  colouring 

MATTERS. 

FAST  COTTON  BLUE,  -BROWN  v.  Azo- 

COLOURING  MATTERS. 

FAST  PONCEAU  B  and  2B,  BIEBRICH 
SCARLET,  PONCEAU  3R  or  3R  B,  v.  Azo- 

COLOURING  MATTERS. 

FAST  REDS  or  ROCELLIN,  RUBIDINE, 
ORSEILLINE  v.  Azo-  colouring  matters. 

FAST  SCARLET  v.  Azo-  colouring  matters. 

FAST  SULPHONE  VIOLETS  v.  Azo-  colour- 
ing matters. 

FAST  YELLOW  v.  Azo-  colouring  matters. 

FAT  LUTE  V.  Lutes. 

FATTY  ACIDS.  A  numerous  and  impor- 
tant group  of  acids  of  the  general  formula 
C„H^,„0^,  certain  members  of  vfhich  are  essential 
constituents  of  the  animal  and  vegetable  fats. 
The  lowest  term  of  the  series  is  formic  acid 
H-COOH  ;  the  highest  term  at  present  known 
is  dicetylic  acid  C34Hj80^.  As  the  radicle 
C„H,„+i  may  exist  in  at  variety  of  modifications, 
it  follows  that  the  fatty  acids  are  also  capable  of 
existing  in  numerous  isomeric  forms.  The  fatty 
acids  may,  like  the  monovalent  alcohols,  be 
distinguished  as  primary,  secondary,  and 
tertiary.  The  secondary  acids  are  usually 
termed  iso-acids,  whilst  the  acids  containing  the 
groups  CH3'CH2"CH2'  .  .  .  are  called  normal 
acids. 

The  naturally  occurring  fatty  acids  are  found 
partly  free  and  partly  in  the  form  of  esters. 
Formic  acid  is  found  in  ants,  caterpillars,  and 
in  the  stinging-nettle  ;  butyric  acid  in  butter,  in 
perspiration,  and,  combined  with  hexyl  alcohol, 
in  the  fruit  of  Heracleum  villoswm  (Fisch.)  ; 
cerotic  acid  in  bees-wax ;  stearic  acid  in  animal 
fats,  &c.  The  higher  members  of  the  series,  in 
combination  with  glycerol,  forming  the  so-called 
glycerides,  constitute  the  greater  part  of  the 
more  important  animal  and  vegetable  fats  and 
oils  and  the  different  varieties  of  the  waxes. 

The  lower  members  of  the  series,  formic, 
acetic,  propionic  acids,  etc.,  are  mobile  volatile 
liquids,  miscible  with  water,  alcohol,  and  ether  in 
all  proportions.  As  the  number  of  carbon  atoms 
increases,  they  become  less  soluble  in  water,  more 
oily  and  viscid,  and  less  volatile.  Thus  nan- 
thylic  (heptnic)  acid  CJH14O2  is  insoluble  in 
water  ;  capric  (decylic)  acid  C^t^H.^iS^i  is  solid 
at  ordinary  temperatures;  whilst  lauric  acid 
CijHjjOj  and  the  higher  homologues  cannot  be 
distilled  under  ordinary  pressure  without  decom- 
position. 

The  most  important  general  methods  of 
obtaining  these  acids  are  : 

( 1 )  By  the  oxidation  of  the  primary  alcohols 
or  aldehydes,  e.g.  ethyl  alcohol  — >  acetic  acid. 

(2)  By  the  addition  of  hydrogen  to  the  un- 


saturated monocarboxylic  acids,  e.g.  acrylic  acid 
propionic  acid. 

(3)  By  the  reduction  at  high  temperatures  of 
hydroxy-acids  with  hydriodic  acid  or  of  halogen 
substituted  acids  with  sodium  amalgam,  e.g. 
a-hydroxypropionio  acid  — >  propionic  acid. 

(4)  By  heating  the  acid  nitrUes  with  acid  or 
alkali,  e.g.  acetonitrile  ~>  acetic  acid. 

(5)  By  decomposing  ketones  through  oxida- 
tion with  potassium  permanganate,  e.g.  penta- 
deoylmethylketone  (obtained  from  palmitic 
acid)  —>  pentadecylic  and  acetic  acids. 

(6)  By  decomposing  unsaturated  acids  bj' 
fusion  with  caustic  potash,  e.g.  oleic  acid 
— >  palmitic  and  acetic  acids. 

(7)  By  decomposing  the  mono-  and  dialkyl- 
acetoacetic  esters  with  concentrated  potash  solu- 
tion, e.g.  dilieptylacetoacetic  ester  diheptyl- 
acetic  acid. 

(8)  By  heating  dicarboxylic  acids,  in  which 
the  two  carboxyl  groups  are  in  union  with  the 
same  carbon  atom ;  e.g.  dicetylmalonic  acid 
— >  dicetylic  acid. 

The  more  important  transformations  which 
the  fatty  acids  can  be  made  to  undergo  are  as 
follows  : — 

(1)  Acids  and  alcohols  yield  esters  in  the 
presence  of  hydrochloric  or  sulphuric  acids. 

(2)  The  halogens  react,  producing  substitu- 
tion products. 

(3)  Acids  or  their  salts,  when  acted  on  by 
the  chlorides  of  phosphorus,  yield  acid  chlorides 
and  acid  anhydrides. 

(4)  The  ammonium  salts  of  the  acids  spUt  off 
water  and  become  acid  amides  and  acid  nitriles. 

(5)  Primary  amines  are  produced  by  the 
reduction  of  the  acid  nitriles  and  by  the  action 
of  bromhie  and  sodium  hydroxide  on  the  acid 
amides.  In  the  latter  case,  carbon  dioxide  is 
evolved  and  the  primary  amine  of  the  next 
lower  acid  is  produced. 

(G)  When  the  calcium  salts  are  distilled 
with  calcium  formate,  aldehydes  are  produced, 
but,  when  distilled  alone,  the  calcium  salts  yield 
Icetones. 

(7)  Paraffins  are  produced  by  the  reduction 
of  the  higher  fatty  acids  with  hydriodic  acid,  by 
the  electrolysis  of  concentrated  solutions  of  the 
potassium  salts  of  the  acids  and  by  the  dis- 
tillation of  the  calcium  salts  with  soda  Ume. 

The  various  members  of  the  fatty  acid  scries 
are  described  under  their  separate  headings. 

FAVERSHAM  POWDER  v.  Explosives. 

FAVIER'S  EXPLOSIVE  v.  Explosives. 

FAYENCE  V.  Pottery  and  Porcelain. 

FEATHER- ALUM.  A  name  (Ger.  Fchr- 
alaun)  applied  by  Klaproth  in  1802  to  the  iron- 
alum  (FeS04-Al2(S04)3,24H20)  now  known  as 
halotrichite.  Like  alunogen  [q.v.),  kalinite  (po- 
tash-alum), pickeringite  (magnesia-alum),  &c., 
it  occurs  as  a  delicately  fibrous  efflorescence  on 
shale  and  some  other  rocks  ;  and  it  is  possible 
that  these  species  also  may  have  at  one  time  or 
another  been  included  under  the  indefinite 
term  'feather-alum.'  L.  J.  S. 

FEATHER-ORE.  A  popular  term  (Ger. 
Federerz)  appUed  to  a  number  of  finely  fibrous 
minerals,  which  possess  in  common  a  lead-grey 
colour  with  metallic  lustre.  The  material  forms 
delicate  tufts  or  felt-like  masses.  Brittle 
'feather-ore'  is  referable  to  jamesonite  (q.v.), 
,  since  this  possesses  a  good  cleavage  perpendicular 
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to  the  length  of  the  fibres.  On  the  other  hand, 
flexible  '  feather-ore  '  may  be  stibnite  (Sb^Sj), 
plumosite  (2PbS'Sb^S3),  or  one  of  the  several 
other  fibrous  sulphantimonites  of  lead  (Spencer, 
Min.  Mag.  1907.  14,  207).  L.  J.  S. 

FECULOSE  Ls  the  term  by  which  the  various 
commercial  starch  esters  are  designated.  They 
are  best  formed  by  the  action  of  glacial  acetic 
acid  on  starch,  and  then  washmg  the  product 
with  cold  water  to  free  it  from  uncombined  acid. 
By  varying  the  starch  base  and  the  time  and 
temperature  of  the  reaction,  or  the  concentration 
of  the  acid,  an  endless  variety  of  products  may 
be  obtained  according  to  the  purpose  for  which 
they  are  required. 

Feculose  differs  little  in  appearance  or  in 
ordinary  chemical  properties  from  ordinary 
starch.  On  boihng  with  water,  it  gives  a  clear 
homogeneous  solution  which  does  not  set  or 
revert  on  standing,  gives  the  usual  blue  colour 
with  iodine,  and  does  not  reduce  FehUng's 
solution.  When  a  httle  of  the  solution  is  al- 
lowed to  dry  on  a  clean  glass  plate,  it  forms  a 
clear  flexible  film  equal  to  that  of  the  finest 
gelatin.  The  washed  feculose  is  neutral  or 
sUghtly  acid,  and  reacts  with  most  chemical 
reagents  more  readily  than  ordinary  starch. 

Uses. — Feculose  has  been  described  as  an 
ideal  substitute  for  gelatin  and  vegetable  gums. 
It  has  been  apphed  as  a  special  textile  finish  to 
confer  lustre  and  substance  to  textiles  in  the 
form  of  yarn  or  cloth  and  also  as  an  excellent 
dressing  for  Unen,  lace,  and  sUk.  It  is  also  em- 
ployed in.  dyeing  and  French  cleaning ;  in 
confectionery  for  making  jujubes  and  other 
sweets,  and  in  paper  coating  as  a  size  in  place  of 
'  chromo  '  glue  or  casein.  The  surface  produced 
in  the  latter  case  has  excellent  printing  quahties. 

A  permanent  solution  of  feculose  can  be 
obtained  by  varying  the  original  process  of 
manufacture,  and  by  various  subsidiary  treat- 
ments it  can  be  made  to  fulfil  a  large  range  of 
technical  requirements  (Traquair,  J.  Soc.  Chem. 
Ind.  1909,  288;  Farrell,  J.  Soc.  Dyers,  Dec. 
1908). 

FEEDING  STUFFS.  Under  this  head  will 
be  considered  the  principal  articles  in  use  as 
food  for  five  stock. 

'I'lie  main  constituents  of  feeding  stuffs, 
apart  from  water,  are  (1)  nitrogenous  bodies, 
subdivided  into  albuminoid  or  iwoteid  sub- 
stances and  non-albuminoid  bodies,  such  as 
amides  ;  (2)  oil  or  fat ;  (3)  carbohydrates,  in- 
cluding easily  digestible  substances  Uke  sugar 
or  starch,  and  indigestible  or  less  easily  digestible 
bodies  of  the  cellulose  type  ;  (4)  the  so-called 
'  mineral '  constituents  which  constitute  the 
'  ash  '  left  on  incineration.  There  are  also 
frequently  present  other  bodies,  such  as  resmous 
matters,  colouring  matters,  enzymes,  and  traces 
of  glucosides  and  organic  bases  of  the  alkaloidal 
type  ;  but  these  exist  in  relatively  small  quan- 
tities, and  are  usually  ignored  in  commercial 
analyses.  SmaU  quantities  of  neutral  or  acid 
organic  salts  are  also  found  in  roots  and  green 
fodder  crops. 

Albuminoids  or  Proteins.  These  are  bodies 
liaving  tlie  general  cliemical  constitution  of 
highly  complex  amiuo-acids.  There  is  a  large 
variety  of  proteins,  and  various  distinct  com- 
pounds of  this  tyjjc  probably  coexist  in  most 
foods,  while  many  wcll-doiined  types  are  present 


in  some  foods  and  lacking  in  others.  The 
albuminoids  of  wheat,  for  examjile,  have  pro- 
perties which  sharply  distinguish  them  from 
those  of  other  cereals  such  as  barley,  oats,  or 
maize,  and  the  albuminoids  of  the  leguminous 
grains  differ  from  those  found  in  any  of  these. 
The  detailed  study  of  the  albuminoids  has 
recently  engaged  much  attention  at  the  hands 
of  physiological  chemists,  and  it  appears  pro- 
bable that  further  study  wiU  throw  light  on 
much  that  is  obscure  as  to  the  relative  feeding 
value  for  different  purposes  of  albuminoids 
derived  from  different  sources,  and  may  afford 
an  explanation  of  the  practical  experience  which 
shows  that  a  mixed  diet  is  often  productive  of 
better  results  than  a  simpler  diet  which  may 
supply  the  same  aggregate  quantity  of  nitro- 
genous matter.  Albuminoids  consist  of  carbon, 
hydrogen,  oxygen,  nitrogen,  and  a  small  quantity 
of  sulphur.  On  the  average,  they  contain  16  p.c. 
of  nitrogen,  and  are  usually  calculated  from  the 
nitrogen  present  on  this  assumption.  In  some 
foods  (see  infra)  the  jjroportion  of  non-albuminoid 
nitrogenous  compounds  is  sufficient  to  make  it 
desirable  to  separate  these  in  analysis,  and  to 
calculate  the  albuminoids  from  the  true  proteid 
nitrogen  only.  But  in  most  concentrated  foods 
it  is  conventional  and  sufficiently  near  for 
practical  jJurposes,  to  calculate  the  albuminoids 
by  multiplying  the  total  nitrogen  present  by 
6-25. 

The  chief  function  of  albuminoids  in  food  is 
to  build  up  the  nitrogenous  tissue  of  the  grooving 
animal,  and  to  replace  the  daily  nitrogenous 
waste  due  to  the  normal  processes  of  meta- 
bolism. Hence  they  have  long  been  called 
'  flesh-formers,'  in  contradistinction  to  fat  and 
carbohydi'ates.  Albuminoids,  however,  are  also 
capable  of  being  partially  transformed  into  fat, 
and  also  of  generating  heat  and  motive  energy 
by  then  oxidation.  These  functions,  however, 
are  mainly  performed  by  fat  and  carljohydrates. 

The  digestion  of  albuminoids  is  effected 
mainly  by  the  action  of  pepsin,  secreted  by  the 
stomach,  and  of  trypsin,  which  is  a  constituent 
of  the  pancreatic  juice.  By  these  ferments, 
they  are  converted  into  soluble  bodies,  peptones 
and  albumoses,  which  are  then  absorbed  into  the 
animal  system. 

The  non-albuminoid  nitrogenous  constitu- 
ents of  food,  chiefly  amides,  are  soluble  and 
need  no  digestion.  They  do  not  form  muscular 
tissue,  like  the  albuminoids,  but  they  yield  heat 
and  energy,  and  to  some  extent  help  to  preserve 
the  nitrogenous  constitaients  of  the  body  itself 
from  waste. 

Oil  or  Fat.  A  large  number  of  fats  are  found 
in  vegetable  tissue.  For  the  main  ]  art  they 
are  triglycerides  of  one  or  other  of  the  series 
of  bodies  known  as  the  '  fatty  acids  ' ;  but  they 
also  include  in  some  cases  small  quantities  of 
wax  or  fat  in  which  the  glyceryl  radical  is  re- 
placed by  that  of  some  solid  alcohol  lilte  phyto- 
sterol.  Lecithin,  which  is  present  in  small 
quantities  in  some  vegetable  substances,  is  a  fat 
containing  nitrogen  and  phosphorus.  In  the 
analysis  of  feeding  stuff's,  the  matter  extractable 
by  ether  is  usually  assumed  to  be  fat,  though  in 
the  case  of  some  foods  small  quantities  of 
resinous  bodies  arc  uuluded  ui  the  extract,  as 
well  as  chlorophyll. 

The  function  of  fat  as  a  food  is  to  buikl  up 
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the  fat  of  the  body  and  to  furnish  heat  and  energy 
on  its  oxidation  or  combustion  in  the  blood. 

Fat  is  digested  and  rendered  absorbable  into 
the  blood  mainly  by  the  action  of  bUe,  aided  by 
the  pancreatic  secretions  and  those  of  various 
iiatestinal  glands. 

Carbohydrates.  Sugars  of  various  types 
occur  in  feeding  stufl's,  sometimes  in  insignificant 
quantity,  as  in  ordinary  grain,  sometimes  in 
large  quantity,  as  in  some  roots,  the  feeding 
value  of  which  lies  principally  in  these  con- 
stituents. Thus  mangolds  and  beets  contain 
sucrose  or  cane  sugar,  whilst  turnips  contain 
dextrose  or  'grape  sugar.'  In  addition  to  sugars 
of  the  hexose  type,  some  fodder  plants  yield 
sugars  of  the  pentose  type.  Sugars,  being 
soluble,  need  no  '  digestion.' 

Starch,  which  is  practically  perhaps  the  most 
important  of  the  carbohydrates,  consists  of 
organised  cells  which  are  insoluble  in  cold  water 
though  capable  of  being  gelatinised  and  partially 
dissolved  by  boUing  water.  Starch  is  con- 
vertible by  mineral  acids  into  sugar  (dextrose), 
and  is  resolved  by  certain  ferments,  both 
vegetable  and  animal,  into  the  soluble  bodies 
maltose  (malt  sugar),  and  dextrin,  a  viscous 
body  devoid  of  sweetness.  The  latter  resolu- 
tion is  effected  by  the  ferment  ptyalin  in  the 
saliva,  and  also  by  a  ferment  contained  in  the 
pancreatic  juice.  The  acid  secretions  of  the 
stomach  also  act  on  starch,  and  the  maltose  and 
dextrin  are  further  modified  into  dextrose  during 
passage  through  the  intestines. 

Cellulose.  Numerous  substances  are  grouped 
under  this  head.  The  typical  form  of  cellulose 
is  cotton.  Material  of  this  nature  forms  the 
coating  of  vegetable  cells,  and  consequently  the 
whole  '  skeleton  '  of  a  plant.  But  it  is  modified 
in  composition  in  different  tissues,  and  sometimes 
partially  assumes  a  woody  form,  as  in  straw  and 
hay.  in  food  analyses,  the  various  forms  of 
cellulose  are  called  '  fibre,'  and  are  determined 
by  boiling  the  food  successively  in  weak  mineral 
acid  and  weak  alkaU,  and  extracting  with 
alcohol  and  ether.  The  residue  is  usually 
described  as  '  fibre  '  or  '  crude  fibre,'  or  some- 
times as  '  indigestible  fibre.'  The  last  descrip- 
tion was  given  on  the  assumption  that  the 
artificial  digestion  referred  to  was  equivalent  in 
ultimate  effect  to  the  digestive  processes  of  the 
animal.  But  modern  research  has  shown  that 
bodies  of  the  cellulose  type  which  resist  the 
solvent  treatments  referred  to  are  to  a  variable 
extent  partially  digestible,  especially  by  rumi- 
nants. This  digestion  is  probably  mainly 
effected  by  the  action  of  bacteria  in  the  large 
intestine.  A  ruminant  can  digest  much  more 
cellulose  than  a  horse,  and  a  horse  much  more 
than  a  pig.  The  very  thorough  mastication  of 
the  ruminant  better  prepares  the  fibre  for  such 
digestion  as  is  possible  than  does  the  imperfect 
mastication  of  the  horse  or  the  stUl  more  im- 
perfect mastication  of  the  pig,  apart  from  the 
anatomical  differences  in  the  digestive  tracts  of 
the  respective  animals  and  the  relative  abun- 
dance of  bacteria  capable  of  effecting  cellulose 
digestion.  How  much  the  physical  or  mechani- 
cal condition  of  the  fibre  has  to  do  with  its 
digestion  has  been  demonstrated  by  Kellner, 
who  found  that,  when  straw  fibre  was  dis- 
integrated by  boiling  with  soda  lye  under  pres- 
sure (as  in  the  preparation  of  fibre  for  paper 


I  making),  the  fibre  had  a  digestibUity  coefficient 
of  56  to  60  p.c,  whereas,  in  the  imprepared 
straw,  it  was  only  42  jj.c. 

Other  insoluble  carbohydrates  are  those  of 
the  pentosan  type,  which  yield  pentose  sugars 
on  treatment  with  acids,  but  the  conditions 
aflecting  their  digestion  are  not  well  understood, 
!  and  the  feeding  value  of  the  pentoses  which 
they  yield  is  probably  small. 

The  function  of  carbohydrates  is  to  supply 
the  main  quantity  of  fuel  for  the  generation  of 
heat  and  the  production  of  mechanical  force, 
and,  when  these  necessary  requirements  are 
fulfilled,  the  excess  serves  to  buUd  up  fat  in  the 
body. 

Mineral  matters,  or  '  ash  constituents,'  are 
the  residues  left  on  incineration  of  the  hetero- 
geneous mass  of  organic  compounds  and  salts 
contained  in  the  food.  Probably  most  of  the 
'  mineral '  matter  thus  obtained  exists  in  the 
food  in  organic  combination.  The  chief  con- 
stituents of  the  ash  are  phosphoric  acid,  sul- 
phuric acid,  calcium,  potassium,  and  magnesium, 
with  smaller  quantities  of  iron,  sodium,  and 
chlorine,  and  traces  of  fluorine.  SUica  is  also  a 
large  constituent  of  straw,  and  is  lound  in  grass. 
Other  elements  are  no  doubt  commonly  present 
in  minute  traces. 

The  function  of  '  mineral '  matters  in  food  is 
to  buUd  up  the  main  substance  of  the  animal 
skeleton  and  to  provide  the  material  necessary 
for  forming  the  saline  constituents  and  inorganic 
acids  of  the  blood,  gastric  juice,  and  other  fluids 
and  secretions  of  the  body,  as  well  as  to  supply 
elements,  such  as  phosphorus,  sulphur  and  iron, 
which  form  integral  parts  of  the  blood  corpuscles 
and  of  muscular  and  other  tissues. 

The  general  composition  of  the  various 
feeding  stuffs  in  common  use  is  stated  in  the 
accompanying  tables.  The  items  given  are 
moisture  (i.e.  loss  on  drying  at  100°C.),  oil  (ether 
extract),  albuminoids,  digestible  carbohydrates, 
fibre  and  mineral  matter  (ash).  The  term 
'  digestible  '  as  appUed  to  carbohydrates  here 
j  merely  means  rendered  soluble  during  the 
process  of  successive  boiUng  in  weak  mineral 
I  acid  and  w  eak  alkaU  (for  details  see  Methods  of 
analysis,  infra).  The  question  of  actual 
I  digestibUity  by  the  animal  wiU  be  considered 
further  on.  The  term  '  albuminoids,'  except 
where  otherwise  specified,  means  total  nitrogen 
multipUed  by  6-25,  as  is  conventional  for  the 
purpose  of  commercial  analysis.  It  has  been 
aheady  pointed  out  that  the  whole  of  the 
nitrogen  in  foods  is  not  present  in  the  proteid 
form,  some  portion  being  in  the  form  of  amides 
or  similar  bodies,  but  that  in  what  are  generally 
called  '  concentrated  '  foods,  such  as  seeds  and 
seed  products,  the  proportion  of  non-albuminoid 
nitrogen  is  relatively  small,  and  not  worth 
differentiation  for  the  ordinary  practical  [)ur- 
I  poses  of  comparison  of  one  sample  with  another. 
For  instance,  in  barley,  oats,  maize,  wheat,  and 
rye,  the  actual  albuminoid  nitrogen  is  from  90 
j  to  96  p.c.  of  the  total  nitrogen  ;  in  cotton  cake, 
linseed  cake,  and  ground-nut  cake,  and  in 
brewers'  grains,  about  96  p.c.  ;  in  peas  and  beans, 
'  about  90  p.c;  in  rice  meal  (rice  bran),  about  92 
p.c. ;  and  in  wheat  bran,  about  86  p.c.  In  straw 
(a  ripened  stem,  it  may  be  noted),  the  jiroportion 
is  about  90  p.c.  In  meadow  hay  it  is  less, 
namely,  about  87  p.c.    In  young  or  immature 
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grass  or  clover,  the  proportion  is  only  from 
about  70  to  75  p.c,  and  in  grass  or  clover  pre- 
served in  the  moLst  state  as  silage  it  may  be  only 
50  to  60  p.c,  owing  to  partial  degradation  of 
the  albuminoids  by  fermentation.  In  roots,  the 
proportion  of  albuminoid  to  total  nitrogen  may 
fall  below  40  p.c.  (as  in  mangolds).  In  turnips, 
carrots,  and  potatoes,  it  is  from  about  50  to  60 
p.c,  and  in  cabbages  probably  about  70  p.c. 

Before  referring  to  the  tabulated  statement 
of  composition  of  various  foods,  the  reader  should 
bear  in  mind  that  the  analyses  given  are  in  most 
cases  typical  only  of  the  average  composition  of 
each,  and  that  considerable  differences  occur 
between  different  samples,  which  is,  indeed,  the 
reason  why  many  of  them  are  ordinarily  sub- 
jected to  analysis  for  the  purposes  of  commercial 
transactions.  These  variations  are  often  con- 
siderable even  in  natural  grains  such  as  oats, 
but  are  especially  notable  in  the  case  of  what 
may  be  called  '  manufactured  '  feeding  stuffs 
such  as  oil  cakes.  The  feeding  value  of  these  is 
largely  affected  by  the  extent  to  which  the  oil 
has  been  pressed  from  the  seed.  Thus  linseed 
cake,  if  lightly  pressed,  may  contain  15  or  16  p.c. 
of  oil.  Under  medium  pressure,  it  may  contain 
12  p.c,  and  would  stiU  be  regarded  as  rich  in  oil. 
Very  commonly  it  is  pressed  dowi  to  10  p.c, 
while  very  heavily  pressed  cake  has  often  only 
7  or  8  p.c.  of  oil,  and  sometimes,  though  rarely, 
as  little  as  5  or  6  p.c.  Sometimes  (or  often  in 
the  case  of  cotton  cake)  the  cake  is  ground  and 
sold  as  meal.  In  such  cases,  it  is  especially 
important  to  have  regard  to  the  oU,  as  oil  is 
largely  extracted  from  some  seeds,  not  by 
pressure,  but  by  exhausting  the  finely  ground 
seed  with  a  volatile  solvent  such  as  petroleum 
spirit,  in  which  case  it  may  have  only  1  p.c.  of 
oil.  This  process  is  largely  appUed  to  rape  seed 
and  to  soya  beans.  Agam,  in  the  case  of  linseed 
or  rape  cake,  the  percentage  of  albuminoids 
varies  largely  with  the  variety  of  seed  from 
which  the  cake  is  made.  -Linseed  cake,  made 
from  East  Indian  Unseed,  may  contain  from 
about  26  to  about  30  p.c.  of  albuminoids  ;  cake 
from  Russian  Knseed,  about  27  to  about  35  p.c. ; 
whilst  cake  made  from  American  Western  linseed 
sometimes  contains  nearly  40  p.c.  of  albuminoids. 
The  composition  of  undecortioated  cotton-seed 
cake  varies  accordmg  to  whether  it  is  made  from 
the  large  smooth  Egyptian  seed  or  from  the 
small  thick-shelled  and  cotton-coated  Indian 
variety.  In  the  case  of  decorticated  cotton- 
seed cake — made  from  American  woolly  seed 
stripped  of  its  huslc  or  '  hull ' — the  quality  of 
the  cake  or  meal  dejoends  largely  upon  the 
perfection  ^vith.  which  the  sheLhng  process  has 
been  carried  out.  Often  the  separated  shells 
are  ground  and  XJartiaUy  put  back  after  the 
decorticated  seed  has  been  crushed  in  the  miUs 
and  the  cakes  reground  to  meal.  Some  foods 
are  residual  portions  of  grains,  the  main  part  of 
which  is  used  for  human  food— as,  for  example, 
wheat-bran,  rice  meal  (really  rice-bran),  and 
numerous  foods  made  from  various  fractions  ' 
of  the  maize  kernel.  These  are  necessarily  of 
variable  composition,  according  to  the  method 
and  degree  of  separation  from  the  other  parts  of 
t  he  grain. 

Owing  to  the  importance  of  albuminoids  in 
feeding,  and  to  their  special  value  for  mUch  ^ 
cows,  and.  for  balancuig  the  natural  poverty  in 


[  albuminoids  of  natural  fodders  such  as  roots, 
'  concentrated  '  food  stuffs  are  sometimes  graded 

I  according  to  their  richness  m  albuminoids. 
Thus,  decorticated  cotton  cake  or  meal,  ground- 
nut (Arachis)  cake,  and  soya-bean  cake  or  meal, 
may  be  described  as  very  rich  m  albuminoids 
(40  to  50  p.c) :  linseed  cake  and  rape  cake  as 
rich  (say  25  to  35  p.c) ;  undecorticated  cotton 
cake,  beans,  peas,  and  dried  brewers'  grains  as 
moderately  rich  (20  to  25  p.c.) ;  whUst  wheat, 
oats,  rye,  barley,  maize,  feeding  flour,  rice  meal, 
bran,  jiollards,  and  millet,  would  be  described 
as  relatively  poor  m  albuminoids  (10  to  18  p.c). 

I       In  the  case  of  fodder  crops,  such  as  grass  and 

1  hay,  the  composition  varies  much  with  the  stage 
of  gro^vth  at  which  they  are  cut,  as  well  as 
with  the  species  of  plants  which  constitute 
them. 

The  relative  manurial  value  of  the  excreta 
yielded  by  the  consumption  of  feeding  stuffs 
depends  largely  on  the  proportion  of  nitrogen 
they  contain,  and  to  a  minor  extent  on  the 
I  phosphoric  acid  and  potash  contained  in  their 
'  ash.  This  aspect  of  their  value  is  too  complex 
to  be  entered  ujjon  here.  A  very  fuU  discussion 
of  this  part  of  the  subject  by  Voelcker  and  Hall 
in  the  light  of  modem  investigation,  especially 
with  regard  to  the  question  of  compensation  for 
unexhausted  manurial  value  under  the  Agri- 
cultural Holdmgs  Act,  wUl  be  found  in  the 
Journal  of  the  Royal  Agricultural  Society  for 
1902,  111. 

Digestibility  of  feeding  stuffs.  It  never 
happens  in  practice  that  an  animal  digests  the 
whole  even  of  the  potentially  digestible  matters 
in  its  food.  The  quantity  digested  depends  not 
only  on  the  mherent  potential  digestibUity  of 
the  food,  but  also  on  the  species,  age,  condition, 
and  individual  constitution  of  the  animal,  and 
the  quantity  and  quahty  of  the  food  suppUed  to 
it.  A  large  number  of  experiments  have,  how- 
ever, been  carried  out,  chiefly  in  German}^  and 
in  America,  to  ascertam  as  nearly  as  is  practi- 
cable the  proportion  of  the  various  kmds  of 
nutritive  matter  actually  digested  in  most  of 
the  feeding  stuffs  ui  use  on  the  farm,  the  experi- 
ments having  been  made  with  the  various  farm 
animals,  ruminant  and  non-ruminant.  The 
composition  of  the  food  supplied  to  the  animal 
is  ascertained  by  analysis  and  its  quantity 
weighed.  The  f;eces  are  collected,  weighed, 
and  analysed,  and  the  difference  gives  the 
quantity  of  each  constituent  digested.  The 
experiments  are  carried  on  for  a  sufhcient  length 
of  time  to  eUmmate  as  far  as  possible  errors  due 
to  previous  feeding,  the  results  for  the  fu-st  few 
days  beuig  neglected.  The  results,  especially 
in  the  case  of  jsoor  and  bulky  foods,  are  vitiated 
to  some  extent  by  such  of  the  secretions  of  the 
aUmentary  canal  as  are  voided  wth  the  excreta  ; 
whUe  the  results  obtained  with  concentrated 
foods  are  complicated,  and  probably  vitiated 
by  the  fact  that  such  foods,  m  the  case  of  rumi- 
nants, must  necessarily  be  mixed  with  large 
quantities  of  bulky  fibrous  fodder,  any  varia- 
tions in  the  digestion  of  which,  brought  about 
by  the  different  conditions  of  feeding,  become 
credited  to  the  account  of  the  concentrated  food, 
which  cannot  be  tried  by  itseff.  Despite  these 
and  other  sources  of  inexactness,  the  study  of 
the  results  of  a  number  of  experiments  gives 
the  nearest  approach  we  can  get  to  a  faithful 
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AvEBAGB  OR  Typical  Composition  op  Concentrated  Feeding  Stuffs. 
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AJsJiAlLOf  Jlill^LLOlX,                .               ■  ■ 

1-5 

ZO  o 

49.5 

6-5 

3-0 

!Pc£ts,       do.             .         .  . 

1 .7 

00  0 

5.5 

3-0 

CocosLnut  (copi'ci)  cS'liB 

o.n 

1  fl-O 

01  .n 

Zl  V 

4.9.  c; 

x^  u 

5.5 

0-3 

^~IlL/u  bUl  Veil  t-tJAlil  ctUliUCl  1 

1  n.n 

y  u 

1  (^.n 

4.1  -9 

^x  ^ 

20*0 

3-8 

lO'O 

1-8 

1  /  ^ 

45-0 

21-7 

4-1 

Tlnpri  itTPTxrpT*Q    ova  in  q 

10*0 

7-0 

90-0 
zv  yj 

42-5 

16-0 

4-5 

VV                   U.U>  \X\Jt 

/  D  u 

X  o 

O  o 

1 1  -4. 

X  X 

4.3 

1-2 

V V  licet u  Ul all  t 

1  "i-O 
lO  u 

U 

00  0 

8-0 

5.5 

XJiJt         IJUlidl  Uo              •               •  > 

±0  V 

O  V 

57'0 

5-0 

4-0 

Tin        miH  rl  lincTQ 

12*0 

4-0 

16*0 

61 -0 

4-0 

3-0 

VV  iXGajV  ..... 

lo  0 

1  .0 

1  u 

1  o.n 

Do  y 

1-9 

1-8 

Wdlro  ..... 

1 1  .Fi 

Oo  0 

3-0 

Rye  

13-4 

1-7 

11-5 

69-5 

1-9 

2-0 

— 

Barley  ..... 

1I"U 

DO  Z 

'X  0 

2-5 

Maize  ..... 

13-0 

4-5 

10-0 

69-6 

1-5 

14 

Rice  meal  or  rice  bran,  Rangoon . 

8-5 

15-5 

12-5 

48-7 

6-0 

8-8 

1-8 

Do.,  do.,  English  . 

10-0 

10-0 

11-5 

54-0 

6-5 

80 

2-4 

Average  oe  Typical  Composition  of  Moist  ob  Bttlky  Farm  Fodders. 


Moisttire 

Oil  or 

fat 

Nitrog 
subs) 

Albu- 
minoid 

enous 
ance 

Non- 
albu- 
minoid 

Digestible 

carbo- 
hydrates ' 

Fibre 

Mineral 
matter 
(ash) 

Pasture  grass  .... 

76-7 

0 

9 

2-9 

1-1 

10-9 

5 

2 

2-3 

Clover  (about  to  Hower) 

81-0 

0 

7 

2-6 

0-8 

8-1 

5 

2 

1-6 

Meadow  hay,  rich 

15-0 

2 

3 

10-2 

1-8 

39-5 

24 

0 

7-2 

,,       ,,      medium  . 

15-0 

2 

2 

8-0 

1-2 

42-0 

25 

4 

6-2 

„       .,  poor 
Clover  hay,  medium 

14-0 

0 

6-3 

0-5 

41-1 

31 

0 

5-1 

16-0 

I 

5 

10-5 

2-5 

37-2 

25 

0 

6-3 

Oat  straw  ..... 

14-5 

2 

0 

4-0 

37-0 

36 

8 

5-7 

Wheat  stra\\  .... 

13-6 

1 

3 

3- 

3 

39-4 

37 

1 

5-3 

Barley  straw  .... 

14-2 

1 

5 

3- 

5 

39-1 

36 

0 

5-7 

Bean  straw  .... 

18-4 

1 

1 

8- 

1 

31-0 

36 

0 

5-4 

Pea  straw  ..... 

13-6 

1 

6 

9-0 

33-7 

35 

5 

6-6 

Maize,  silage  .... 

79-1 

0 

8 

1-0 

0-7 

11-0 

6 

0 

1-4 

Mangolds,  large  .... 

89-0 

0 

0-4 

0-8 

7-7 

1 

0 

1-0 

,,      small  .... 

87-0 

0 

; 

0-4 

0-0 

10-2 

0 

8 

0-9 

Swedes  ..... 

89-3 

0 

2 

0-7 

0-7 

7-2 

1 

1 

0-8 

Turnips  ..... 

91-5 

0 

2 

0-5 

0-5 

5-7 

0 

9 

0-7 

Potatoes  ..... 

75-0 

0 

2 

1-2 

0-9 

21-0 

0 

7 

1-0 

Field  cabbages  .... 

85-7 

0 

7 

1-7 

0-8 

7-1 

2 

4 

1-6 

Carrots  ..... 

87-0 

0 

2 

0-7 

0-5 

«-3 

1 

3 

1-0 

'  By'digestible' is  here  meant  dissolved  by  succeisive  boiling  in  acid  and  alkali  (sec  Methods  oj  analusis, 


CoiuijUed  chielly  from  averages  calculated  and  tabulated  by  11.  WaringtoM. 
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estimate  of  what  proportions  of  albuminoids  or  of 
fat  or  of  carbohydrates  will  probably  be  digested 
and  utilised  in  the  average  cdrcumstances  of 
farm  feeding,  and  much  credit  is  due  to  such 
investigators  as  Kuhn,  Wolff,  Kellner,  Zuntz, 
Armsby,  and  others  for  their  long  and  patient 
labours  in  this  field  of  work,  in  which  the  pursuit 
of  truth  is  impeded  by  so  many  pitfalls  and 
obstacles.  Ruminants  have  a  better  power  of 
digestion  than  horses,  especially  for  fibrous 
foods,  and  in  this  respect  horses  are  better 
digesters  than  pigs.  The  following  figures, 
extracted  from  a  table  compiled  by  Kellner, 
show  the  average  results  obtained  with  ruminant 
animals  as  regards  the  quantity  of  albuminoids, 
fat,  '  soluble  '  carbohydrates,  and  fibre,  out  of 
100  parts  of  each  of  these  constituents,  when 
supplied  ui  the  form  of  the  more  common 


feeding  stuffs.  By  '  soluble  '  carbohydrates  are 
here  meant  those  dissolved  by  successive 
boiling  with  dilute  acid  and  dilute  aUiaU,  usually' 
termed  in  commercial  analyses  '  digestible.' 
As  the  latter  word  would  here  be  ambiguous,  the 
alternative  term  '  soluble  '  is  used.  (In  German 
works  this  item  of  '  soluble  '  carbohydrates  is 
usually  rendered  as  '  nitrogen-free  extract.') 
It  will  be  noticed  that  with  some  foods,  the 
experiments  have  been  too  few,  havmg  regard 
to  the  difficulty  of  such  work,  to  lend  any  very 
strong  validity  to  the  figures.  In  other  cases, 
the  number  of  trials  engenders  more  confidence 
in  the  probable  general  truth  of  the  average 
figures,  but  it  will  he  seen  even  m  these  cases 
tliat  the  range  from  minimum  to  maximum 
quantities  digested  in  the  experiments  averaged 
is  sometimes  wide. 


Average  Results  op  Feeding  Experiments  on  Farm  Animals. 

Mailers  digesled  out  of  100  parts  of  each  constituent  ivhen  supplied  in  the  feeding  staff 
specified  in  the  first  column  (from  Kellner). 


Nitro- 

• Soluble ' 

Number 



Pat 

genous 
substance 

carbo- 
hyclia,tes 

Fibre 

of  inves- 
tigations 

Cotton  cake,  decorticated 

\  Range 

■  ( Average 
\  Range 

■  )  Average 

93-100 
94 

84-96 
86 

44-71 
67 

0-100 
28 

( 

s 

14 

Cotton  cake,  undecorticated 

86-100 
93 

72-77 
77 

46-60 
52 

2-24 
18 

i 

r 

\ 

10 

Soya  beans 

\  Range 
1  Average 

86-94 
90 

87-91 
89 

62-76 
69 

0-71 
36 

I 

I 
\ 

4 

Earth-nut  (arachis)  cake  . 

\  Range 
/  Average 

86-97 
90 

69-98 
84 

69-98 
84 

0-32 
9 

\ 

7 

Linseed  cake  . 

)  Range 
■    I  Average 

86-97 
92 

80-90 
86 

60-96 
78 

0-92 
32 

I 
\ 

14 

Sunflower-seed  cake 

Average 

88 

90 

71 

30 

4 

Poppj'-seed  cake 

Average 

92 

79 

64 

61 

3 

Rape  cake 

I  Range 
j  Average 

60-94 
79 

65-92 
81 

66-85 
76 

0-34 
8 

I 

7 

Beans  .... 

^  Range 
f  Average 
I  Range 
^  Average 

56-100 
83 

77-100 
87 

82-100 
91 

0-99 
58 

1 

S 

30 

Reas 

55-75 

83-90 

93-94 

26-60 

t 

65 

86 

93 

46 

4 

Sesame'  cake  . 

Average 

90 

90 

56 

31 

4 

Cocoanut  (copra)  cake 

^  Range 

96-100 

75-84 

80-86 

54-73 

i 

5 

Average 

97 

78 

83 

63 

Palm-kernel  meal  . 

^  Range 

94-100 

72-77 

75-79 

25-54 

3 

^  Average 

98 

75 

77 

39 

s 

Dried  lirewcrs'  grains 

^  Range 

81-93 

03-78 

51-67 

19-77 

I 

19 

)  Average 

88 

71 

60 

48 

\ 
} 

Wet 

^  Range 

84-89 

71-74 

56-74 

33-45 

12 

I  Average 

86 

73 

62 

40 

\ 
) 

Wheat  Inan  . 

^  Range 

51-100 

51-100 

40-88 

0-58 

71 

J  Average 

71 

79 

71 

26 

( 

Oats  .... 

^  Range 

63-100 

67-94 

65-94 

2-47 

s 

45 

'/  Average 

80 

76 

76 

28 

Barley  .... 

^  Range 
I  Average 

78-100 
89 

63-77 
70 

87-96 
92 

! 

4 

Maize  .... 

^  Range 

81-99 

58-84 

87-100 

46-100 

t 

23  , 

V  Average 

89 

72 

95 

58 

i 

Rico  meal  or  rice  Ijran 

^  Range 

82-87 

48-65 

67-92 

0-51 

i 

(  Average 

85 

57 

80 

15 

\ 

Pasture  grass  (AiJril — May) 

\  Range 
l  Average 

63-68 
66 

71-79 
75 

75-84 
79 

70-75 
73 

( 
\ 

4 

Meadow  grass  (June) 

Average 

62 

70 

75 

66 

2 

.,       ,,      (October)  . 

Average 

46 

56 

61 

62 

4  ■ 

Meadow  liay,  rich  . 

\  Range 

45-68 

60-73 

58-76 

53-80 

48 

1 

1  Average 

57 

65 

68  ! 

63 

i 
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Fat 

Nitro- 

' Soluble ' 

Number 

genous 
substance 

carbo- 
hydrates. 

Fibre. 

of  inves- 
tigations 

lVTQQ/-^^MTr   Vl  Q  T7      TYlfif  1  111  Tin 
iViCtlQUW   lldy.  Ult/t-ilUlXl 

\  Range 
i  Average 



51 

49-67 
57 

53-73 
64 

50-71 
59 

5»       5:  poor 

J  Range 

35-61 

49-65 

46-64 

I  Average 

49 

50 

59 

55 

Uiover  nay,  ucsu      .  . 

i  Range 
( Average 

44-74 
G3 

56-71 
65 

63-76 
70 

38-54 
49 

I  iq 
C  19 

rnediuni 

\  Range 
l  Average 

33-63 
53 

48-59 
54 

57-69 
64 

38-52 
46 

^  40 

Oat  straw 

\  Range 

14-51 

12-50 

33-55 

42-66 

I     ^  1 

(  Average 

3C 

33 

46 

54 

Wheat  straw 

3  Range 
( Average 

n-44: 
31 

0-26 
4 

29-40 
37 

42-59 
50 

(  in 

liarley  straw 

{ Range 
I  Average 

35-43 
39 

17-27 
25 

38-57 
53 

53-58 
54 

'  7 

Bean  straw 

)  Range 
1  Average 
Average 

49-60 
57 

45-54 
49 

64-73 
68 

34-53 
43 

\  ^ 

Pea  straw      .        .        .  . 

46 

60 

64 

52 

2 

Green  maize  plant  . 

Average 

72 

65 

73 

67 

16 

,.       „               as  silage 

j  Range 
(  Average 

65-90 
80 

22-67 
51 

55-77 
67 

56-83 
71 

( 

Mangolds 

\  Range 
I  Average 

? 

44-89 
70 

91-100 
95 

0^3 
37 

(  2. 

Swedes 

Average 

93 

62 

99 

'I 

2 

Turnips 

\  Range 
I  Average 

57-90 
73 

88-97 
92 

0-ioo 

51 

I  10 

Potatoes 

\  Range 
\  Average 
Average 

'! 

23-88 
51 

82-99 
90 

•> 

1  30 

Cabbages       .       .       .  . 

84 

80 

95 

74 

2 

Energy  equivalents  of  feeding  stuffs.  The 

ultimate  physiological  value  of  any  food  consti- 
tuent is  largely  dependent  upon  the  quantity  of 
potential  energy  producible  by  its  oxidation  in 
the  system,  or  by  the  oxidation  of  the  equivalent 
body  substance  that  it  replaces.  This  energy 
may  be  manifest  in  maintaining  the  heat  of  the 
body,  or  in  the  mechanical  work  effected  in  the 
various  movements  of  the  body,  including  loco- 
motion, the  pulsation  of  the  heart  and  circulation 
of  the  blood,  and  the  mechanism  of  respiration. 
Not  a  little  of  the  energy  latent  in  coarse  fodder 
is  expended  in  the  mere  work  of  mastication  and 
the  other  mechanism  of  digestion.  The  excess 
of  digested  food  over  that  portion  spent  in 
maintaining  the  temperature  and  effecting  the 
mov^ements  incidental  to  quiescent  existence,  is 
stored  up  as  body  increase  (as  in  a  fattening  ox) 
or  used  in  the  production  of  the  foetus  or  of 
mUk  (as  in  the  case  of  a  cow).  In  the  case  of  a 
working  animal,  such  as  a  horse,  the  excess  of 
food  digested  is  spent  in  the  production  of 
external  mechanical  work,  such  as  traction  ;  and 
so,  of  course,  with  a  ploughing  ox.  The  ulti- 
mate potential  energy  of  a  food-stuff  is  measur- 
able by  the  heat  generated  by  its  complete  com- 
bustion in  oxygen,  now  usually  determined  for 
experimental  purposes  by  burning  a  weighed 
quantity  of  the  material  with  compressed  oxygen 
in  a  steel  bomb  immersed  in  a  kno^vn  weight  of 
water,  and  measuring  the  rise  of  temperature 
imparted  to  the  water.  Expressing  the  results 
of  such  determinations  in  large  calories  (a  large 
calorie  being  the  heat  necessary  to  raise  1  htre 
of  water  1  degree  centigrade),  the  combustion  of 
I  gram  of  each  of  the  following  food  constituents 


is  found  to  give  approximately  heat  as 
under  : — 


OU  or  fat  . 
Proteins 

Starch  or  cellulose 
Cane  sugar 
Dextrose  or  glucose 
Milk  sugar 
Asparagine 


9-4 
5-8 
4-1 
4-0 
3-8 
3-9 
3-4 


In  the  consumption  of  feeding  stuffs  by 
animals,  only  a  portion  of  the  theoretical  poten- 
tial energy,  as  indicated  by  their  combustion 
heat,  is  realised.  In  the  first  place,  as  we  have 
aheady  seen,  only  a  fractional  part  of  the  food  is 
digested,  and  only  the  digestible  part  can  yield 
energy.  Furthermore,  the  oxidation  of  the 
digested  matter  is  incomplete.  The  oxidation 
of  completely  utilised  proteins  goes  no  farther 
than  the  production  of  urea,  and,  although  the 
great  bulk  of  the  carbon  of  utUised  food  is 
exhaled  in  the  completely  oxidised  form  of 
carbonic  acid,  a  portion  is  also  given  off  in  the 
unoxidised  form  of  hydrocarbon  gas  or  methane. 
In  order  to  ascertain  the  energy  either  actually 
realised  or  potentially  stored  by  the  animal  from 
a  given  diet,  it  is  necessary  to  feed  it  in  a  respira- 
tion chamber  fitted  with  such  appliances  that 
the  ffeces  and  urine  can  be  separately  collected, 
and  the  whole  of  the  gases  expired  during  the 
experiment  collected  and  analysed.  The  heat 
or  combustion  equivalent  of  the  food  consumed 
is  determined  on  accurately  sampled  portions  of 
the  daily  diet.  A  similar  determination  in  the 
dried  ffeces  gives,  by  deduction,  the  potential 
heat  energy  in  the  food  actually  digested.  A 
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combustion  of  the  ilried  residue  of  the  uriae 
voided  and  a  measurement  of  the  carbonic  acid 
and  water  produced  by  combustion  of  the  dried 
unoxidised  gases  exhaled  from  the  lungs  and 
otherwise,  give  the  data  for  deducting  the  fuel 
energy  corresponding  to  these  factors,  and  so 
the  real  or  potential  energy  generated  or  stored 
in  the  animal  is  determined. 

In  order  to  trace  the  disposition  of  this 
energy,  it  is  necessary,  in  addition  to  the  fore- 
going determinations,  to  weigh  accurately  the 
water  as  well  as  the  dry  food  consumed,  and  to 
determine  accurately  all  moisture  given  off  by 
by  the  animal  in  fieces,  urine,  breath,  and 
perspiration,  and  also  the  carbonic  acid  evolved. 
By  means  of  delicately  constructed  respiration 
calorimetric  chambers,  it  is  possible  to  make 
very  exact  determinations  of  the  actual  heat 
produced  m  or  by  the  animal  during  the  experi- 
ment, and  from  the  whole  of  the  data  obtainable 
to  calculate,  not  only  what  fraction  of  the  total 
proteids,  fat,  and  carbohydrates  has  been 
digested,  but  how  much  of  them  has  been  stored 
up  in  the  form  of  flesh  or  fat,  and  how  much  is 
expended  in  what  may  be  called  maintenance 
energy  and  heat  production.  Some  foods,  such 
as  hay,  and  especially  straw,  require  so  much 
energy  for  then-  mastication  and  digestion  that 
only  a  relatively  smaU  portion  of  the  actually 
digested  matter  may  be  available  for  increase  of 
tissue  or  fat  formation,  or  for  the  production  (in 
a  horse)  of  external  work,  a  comparatively  large 
quantity  of  heat  being  produced.  In  concen- 
trated, easily  digestible  foods,  the  loss  of  energy 
between  administration  of  the  food  and  storage 
as  flesh  or  fat  is  much  less.  Thus,  KeUner  has 
shown  that,  in  the  case  of  a  fattening  ox,  only 
41  p.c.  of  the  potential  energy  in  a  pound  of 
digested  starch  is  lost  or  used  in  converting  that 
which  corresponds  to  the  remamder  into  fat  or 
other  tissue.  In  the  digested  portion  of  meadow 
hay,  the  loss  of  energy  involved  in  digestion  and 
assimilation  vi'as  over  68  p.c. ;  in  that  of  oat 
straw,  62-4  p.c. ;  and  in  that  of  wheat  straw,  as 
mucli  as  82  p.c.  Similarly,  Zuntz  found  m  the 
case  of  the  horse  that  only  from  10  to  15  p.c.  of 
available  energy  was  consumed  in  the  jjrocesses 
of  digestion  and  assimilation  in  the  case  of 
maize,  beans,  and  oats,  the  remainder  being 
available  for  the  performance  of  external 
mechanical  work,  while  in  the  case  of  hay,  the 
mere  process  of  digestion  and  assimilation  of 
the  digestible  portion  consumed  from  50  to 
60  p.c.  of  the  potential  energy  of  such  portion, 
leaving  only  from  40  to  50  p.c.  available  for 
'  work.'  In  the  case  of  stra\\',  the  energy  ex- 
pended by  the  horse  in  mastication  and  digestion 
was  found  to  be  even  greater  than  the  whole  of 
the  potential  energy  in  the  portion  digested, 
showing,  apparently,  that  straw  has  a  negative 
food  value  for  horses,  except  as  a  '  filler  '  and 
diluent  for  more  concentrated  food. 

Albuminoid  ratio.  By  this  term  is  meant 
the  ratio  of  digestible  protein  or  albuminoids  to 
the  digestible  fat  and  digestible  carbohydrates 
in  the  food.  In  order  to  state  this  on  a  uniform 
basis,  fat  is  converted  into  its  approximate 
equivalent  in  digestible  carbohydrates  by  multi- 
plying the  fat  by  the  factor  2-3,  on  the  assump- 
tion that  on  the  average  the  energy  and  fat- 
producing  value  of  the  latter  is  approximately 
2-3  times  that  of  the  former.    Thus,  if  a  food 


contains  20  p.c.  of  digestible  albuminoids,  10  p.c. 
of  digestible  fat,  and  40  p.c.  of  digestible  car- 
bohydrates, the  albuminoid  ratio  would  be 
20:  (10  X  2-3 +40),  or  20:  63,  or  approximately  1 :  3. 
Linseed  cake  has  an  albuminoid  ratio  of  about 
1 :  2,  which  is  called  a  '  narrow  '  ratio  ;  and 
maize  of  about  1 :  10,  which  is  called  a  '  wide  ' 
ratio  ;  while  in  mangolds  the  ratio  is  exceed- 
ingly wide,  namely,  about  1 :  85.  The  efficacy  of 
a  mixed  diet  for  a  specific  purpose  is  much 
aifected  by  its  albuminoid  ratio.  Fattening  or 
working  animals  get  on  well  with  a  diet  of  a 
fairly  wide  ratio,  such  as  from  1:8  to  1:10, 
though  even  in  the  case  of  fattenuig  animals,  the 
ratio  should  be  narrower  ( 1 : 5  or  1 :  6)  in  the  early 
stages  of  feeding.  Young  growing  animals, 
animals  mth  young,  and  cows  in  mUk,  need 
a  diet  of  correspondingly  '  narrow  '  ratio,  i.e. 
richer  in  proteids,  such  as  1  :  5. 

The  subject  of  the  maintenance  value, 
energy  value,  and  jwoductive  value  of  the  various 
feeding  stufEs  cannot  be  further  pursued  here. 
It  may  be  advantageously  studied  in  very 
I  thorough  detail  in  The  Principles  of  Animal 
Nutrition,  by  H.  P.  Armsby,  of  the  Pennsylvania 
I  State  Agricultural  Experiment  Station  (English 
publishers.  Chapman  &  Hall,  Ltd.,  1903). 
Readers  may  also  be  referred  to  Chemistry  of 
the  Farm,  by  R.  Warmgton  (Vinton  &  Co., 
Ltd.,  London,  1902)  ;  to  The  Feedmg  of  Crops 
and  Stock,  by  A.  D.  Hall  (John  Murray,  London, 
1911) ;  and  to  Good«dn's  English  translation  of 
The  Scientific  Feeding  of  Animals,  by  0.  KeUner 
(Duckworth  &  Co.,  London,  1909).  The  last- 
named  book  contains  very  fuU  tables  showing 
the  composition,  digestibUity,  and  energy  values 
of  most  of  the  foods  in  use  on  the  farm,  and 
ration  tables  for  the  dieting  of  farm  animals, 
compiled  from  the  results  of  scientific  investiga- 
tion. A  useful  table,  compiled  by  A.  Smotham, 
shoT\Tng  the  composition  of  a  large  range  of 
feeding  stuffs  met  with  in  commerce,  mcluding 
many  materials  not  commonly  offered  as  such 
to  farmers,  but  in  extensive  use  for  the  manu- 
facture of  compound  foods,  may  be  found  in  a 
paper  reprinted  from  the  Journal  of  the  Royal 
Lancashire  Agricultural  Society  for  1909,  and 
published  by  Mawdsley  &  Son,  of  Liverpool, 
under  the  title  of  Some  New  Feeding  Stuffs  and 
their  Relative  Value  as  Cattle  Foods. 

Analysis  of  feeding  stuffs.  The  following 
methods  are  those  commonly  in  use  : — 

Moisture. — A  weighed  quantity  (usually 
about  3  grams)  of  the  material,  finely  crushed  or 
powdered  by  passing  through  a  small  mill,  is 
dried  at  100°C.  until  it  ceases  to  lose  weight.  The 
loss  is  taken  to  be  moisture. 

Oil. — This  is  usually  determmed  by  extrac- 
tion with  ethyl  ether.  The  method  officially 
laid  down  (1908)  for  use  under  the  Fertihsers  and 
Feeding  Stuffs  Act  in  England,  is  as  follows  : — 

'  A  weighed  quantity  of  the  sample  shall  be 
placed  in  a  Soxhlot  thimble,  which  shall  then  be 
placed  in  the  Soxhlet  extraction  tube  and  ex- 
tracted with  washed,  redistilled  ether.  At  the 
end  of  3  to  4  hours,  the  thimble  shall  be  removed 
from  the  Soxhlet  tube,  dried,  and  its  contents 
finely  ground  in  a  small  mortar  previously 
rinsed  with  ether.  The  su  Instance  shall  then  be 
returned  to  the  thimble,  the  mortar  being  washed 
out  with  ether,  and  the  extraction  continued  for 
another  hour. 
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'  After  evaporation  of  the  solvent,  the  oil 
shall  be  dried  at  100°  and  weighed.  The  oil 
shall  be  redissolved  in  ether,  and  any  undissolved 
matter  shall  be  weighed  and  deducted. 

'  In  the  case  of  samples  containing  saccharine 
matter,  e.g.  sugar  meals,  the  weighed  portion  in 
the  Soxhlet  thimble  shall  be  washed  twice  with 
water,  and  then  dried,  previous  to  the  ex- 
traction.' 

A  couvenient  quantity  to  work  upon  for 
determination  of  oil  is  about  .3  grams. 

Albuminoids. — The  percentage  of  albumi- 
noids, as  already  stated,  is,  for  the  purpose  of 
ordinary  feeding  stuff  analyses,  conventionally 
arrived  at  by  determining  the  nitrogen  and 
multiplying  the  percentage  thereof  by  6-25. 
Nitrogen  is  now  almost  imiversaUy  determined 
by  some  modification  of  the  Kjeldahl  process. 
The  details  of  the  method,  as  officially  laid  down 
(1908)  for  use  under  the  Fertilisers  and  Feeding 
Stufifs  Act  in  England,  are  as  follows  : — 

'  A  weighed  portion  of  the  sample  shall  be 
transferred  to  a  Kjeldahl  digestion  flask ;  10 
grams  of  potassium  sulphate  and  25  c.c.  of 
concentrated  sulphuric  acid  ghaU  be  added,  and 
the  flask  heated  until  a  clear  liquid,  colourless 
or  of  light-straw  colour  is  obtained.  The 
operation  may  be  accelerated  by  the  addition 
of  a  small  crystal  of  copper  sulphate  or  a 
globule  of  mercury  to  the  liquid  in  the  digestion 
Bask. 

'  The  quantity  of  ammonia  shall  be  deter- 
mined by  distillation  into  standard  acid  after 
liberation  with  alkali,  and,  where  mercury  has 
been  used,  with  the  addition  also  of  sodium  or 
potassium  sulphide  sohition. 

'  The  materials  used  shall  be  examined  as  to 
their  freedom  from  nitrogen  by  means  of  a 
control  experiment  carried  out  under  similar 
conditions  with  the  same  quantities  of  the  re- 
agents which  have  been  employed  in  the  actual 
analysis,  one  gram  of  pure  sugar  being  used  in 
place  of  the  weighed  portion  of  the  sample. 
The  quantity  of  standard  acid  used  in  this 
control  experiment  shall  be  deducted  from  the 
total  quantity  of  acid  found  to  have  been 
neutralised  in  the  distillation  of  the  sample.' 

A  convenient  quantitj'  to  work  upon  for  the 
nitrogen  determination  will,  in  most  cases,  be 
found  to  be  from  1  to  1*5  grams. 

The  percentage  of  'true  albuminoids'  or 
proteid  substances,  as  distinguished  from  non- 
proteid  bodies  such  as  amides,  &c.,  is  sometimes 
determined  by  what  is  known  as  the  phenol 
method,  but  more  commonly  now  by  the  copper 
oxide  method. 

The  phenol  method  depends  upon  the  coagu- 
lability of  proteids  by  phenol.  A  qiiantity  of 
from  1  to  2  grams  of  the  powdered  feeding  stuffs 
is  covered  with  a  warm  4  p.c.  aqueous  solution 
of  phenol,  to  which  have  been  added  a  few  drops 
of  a  freshly  made  aqueous  solution  of  metaphos- 
phoric  acid.  After  15  minutes,  a  little  boiling 
phenol  solution  is  added,  and  the  mixture  stirred 
and  allowed  to  cool.  The  whole  is  then  poured 
on  to  a  small  filter,  which  is  washed  with  more 
of  the  same  liquid,  but  cold.  After  drying,  the 
filter  and  its  contents  are  transferred  to  a  Kjel- 
dahl digestion  flask,  and  the  nitrogen  is  deter- 
mined as  already  described  (Church  and  Kinch). 

The  copper  oxide  method  depends  upon 
the  power  of  moist  copper  hydroxide  to  unite 


]  with  proteid  substances  to  form  insoluble  com- 
pounds.  The  preparation  of  cupric  hydroxide 
used  is  knowi  as  Stutzer's  reagent.  It  is  made 
I  by  dissolving  100  grams  of  copper  sulphate  in 
,  5  litres  of  water  with  the  addition  of  2-5  c.c.  of 
glycerol.  A  dilute  solution  of  sodium  hyflroxide 
I  is  added  untU  the  liquid  is  just  alkaUne.  The 
precipitate  of  cupric  hydroxide  is  filtered  off, 
drained,  transferred  to  a  dish,  and  washed  by 
decantation  with  water  containing  5  c.c.  of  gly- 
cerol per  litre,  until  the  washings  are  no  longer 
alkaline.  The  precipitate  is  mixed  in  a  mortar 
I  with  water  containing  10  p.c.  of  glycerol,  and 
j  transferred  to  a  stoppered  bottle.  A  gelatinous 
mixture  is  thus  obtained  which,  when  shaken  up, 
can  be  removed  by  means  of  a  pipette.  The 
determination  of  albuminoid  nitrogen  is  made 
as  follows  :  About  1  gram  of  the  feeding  stuff 
is  weighed  out,  mixed  with  100  c.c.  of  water 
and  boiled  or  heated  in  the  water-bath  for  10 
minutes.  A  quantity  of  the  cupric  hydroxide 
paste,  containing  about  0-8  gram  of  actual 
cupric  hydroxide,  is  added,  and  the  whole 
thoroughly  stirred,  warmed  for  a  short  time,  and 
allowed  to  cool.  When  cold  it  is  filtered  and 
washed  with  cold  water.  After  drying,  the 
filter  and  its  contents  are  transferred  to  a  Kjel- 
dahl digestion  flask,  and  the  nitrogen  determined 
as  above  described.  Instead  of  adding  the 
cupric  hydroxide  paste  directly  to  the  solution, 
it  is  desirable  to  place  the  requisite  quantity  in 
a  separate  beaker,  treating  it  with  cold  water, 
allowing  it  to  settle,  and  pouring  off  the  water 
in  order  to  eliminate  the  glycerol,  which  is  used 
merely  as  a  vehicle  for  the  preservation  of  the 
reagent. 

Fihri>.. — A  weighed  quantity  (conveniently 
about  3  grams)  of  the  ground  sample,  either  with 
or  without  previous  extraction  with  ether,  is 
boiled  for  half  an  hour  with  125  c.c.  of  a  2  p.c. 
solution  of  sulphuric  acid,  the  loss  of  water  due 
to  boiling  being  continuously  made  up.  The 
fluid  is  diluted  with  a  few  hundred  cubic  centi- 
metres of  water,  and  allowed  to  stand  for  some 
time.  The  bulk  of  the  fluid  is  then  filtered  off, 
any  matter  that  becomes  transferred  to  the 
filter  being  washed  back  again  into  the  original 
vessel.  The  residue  is  then  boiled  with  125  c.c. 
of  a  2  p.c.  solution  of  potassium  hydroxide, 
diluted,  and  filtered — this  time  through  counter- 
poised filters.  The  fibrous  matter  is  washed 
on  to  the  filter,  washed  with  boiling  water 
until  the  washings  are  no  longer  alkaline,  then 
with  a  little  dilute  acid,  and  then  with  water 
until  the  washings  are  no  longer  acid.  It  is 
next  washed  several  times  with  methylated 
spirit,  and,  if  the  oil  was  not  removed  prior  to 
the  filDre  determination,  it  must  be  finally  washed 
several  times  with  ether.  Finally  the  fibre  is 
dried  to  constancy  in  a  water-oven,  and  weighed. 

Ash.-— A    quantity    of   the    material  (for 
example,  3  grams)  is  placed  in  a  platinum 
capsule  and  heated  over  an  argand  burner 
turned  down  low.    The  heating  is  continued 
over  a  yellow  flame  until  the  residue  is  free  from 
carbon.    The  residue  under  incineration  should 
I  be  stirred  from  time  to  time  with  a  platinum 
;  wire,  being  meantime  lightly  covered  with  an 
I  arched  piece  of  platinum  foil.    Ignition  over  a 
Bunsen  burner  is  more  rapid,  but  is  liable  to 
result  in  loss  of  potash. 

Sand  and  other  silicious  mxitter, — The  ash. 
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after  being  weighed,  is  digested  in  tlie  platinum 
basin  witli  a  little  dilute  hydrochloric  acid,  and 
the  siliciou.s  matter  filtered  ofi,  ignited,  and 
weighed.  This  consLsts  of  sand,  together  with 
— in  the  case  of  some  foods — sUica  derived 
from  naturally  sUicious  tissues,  such  as  rice 
husks. 

'  Digestible  '  carbohydrates. — This  item,  which 
includes  starch,  sugars,  mucilaginous  matter, 
pentosan  derivatives,  and  other  bodies — some- 
times also  termed  '  soluble  carbohydrates  '  or, 
as  hi  Germany,  '  nitrogen-free  extract ' — is 
taken  by  difference.  For  the  methods  of  deter- 
minmg  the  various  sugars,  starch,  &c.,  sepa- 
rately, the  reader  is  referred  to  other  sections  of 
this  work.  B.  D. 

FEHLING'S  SOLUTION,  It  has  long  been 
kno\m  that  a  mixture  of  verdigris,  honey,  and 
vinegar,  when  boUed  together  to  form  an  oint- 
ment, changes  in  colour  from  green  to  red. 

Vogel  (Schweigger's  Journ.  13,  162)  proved 
that  the  precipitate  formed  consisted  of  cuprous 
oxide,  and  later  Buchner  attempted  to  explain 
the  part  played  by  the  sugar  in  the  change. 
Trommer  first  used  alkaline  copper  sulphate 
solution  as  a  qualitative  reagent  for  sugars,  and 
succeeded  in  detecting  one  part  of  grape  sugar 
in  a  million  parts  of  water,  and  also  in  differ- 
entiating between  different  kinds  of  sugars 
(Annalen,  1841,  39,  360). 

Alkaline  copper  solution  was  first  applied  to 
volumetric  analysis  bv  Barreswil  (J.  Pharm. 
(Jhim.  1844,  [3]'  6,  301),  who  added  potassium 
tartrate  to  the  solution,  and  the  method  of 
t  itration  was  worked  out  by  H.  Fehling  (Annalen, 
1849,  72,  106  ;  1858,  106,"  75). 

Various  formulce  have  been  suggested  for 
the  preparation  of  Fehling's  solution  by  Biidekerr 
«oxhlet,  Meissi,  Herzfeld,  Allihn,  Kjeldahl.  &c. 
(Bruhns,  Zeitsch.  anal.  Chem.  1890,  38,  78),  but 
that  recommended  by  Soxhlet  is  usually  pre- 
ferred, partly  on  account  of  its  small  alkali 
content. 

34-64  grams  of  pure  crystaUised  copper 
sulphate,  powdered  and  dried  by  pressure 
between  filter  paper,  is  dissolved  in  distilled 
water  and  diluted  to  500  c.c.  ;  and  70  grams 
sodium  hydroxide  (of  not  less  than  97  p.c.)  and 
180  grams  of  potassium  sodium  tartrate  (Ro- 
chelle  salt)  are  dissolved  in  400  c.c.  of  distilled 
■water  and  dUuted  to  500  c.c.  Equal  voluinves  of 
the  two  solutions  are  mixed  to  form  the  test, 
wliich  should  be  kept  in  a  carefully  closed  bottle 
to  prevent  absorption  of  carbon  dioxide,  and 
should  not  bo  unduly  exposed  to  light.  As  the 
.solution  is  liable  to  decomposition,  a  small 
})ortion  should  always  be  heated  to  boiling  before 
commencing  the  test,  and  the  liquid  should  not 
bo  used  if  any  precipitation  occurs.  It  is,  how- 
ever, preferable  to  keep  the  two  solutions 
separate  until  shortly  before  use  (Zeitsch.  anal. 
Chem.  1890,  29,  615). 

The  Rochelle  salt  used  is  best  prepared  by 
dissolving  commercial  cream  of  tartar  in  hot 
water,  rendering  the  liquid  slightly  alkaline  after 
boiUng  hy  addition  of  sodium  carVionate,  filter- 
ing off  the  precipitated  calcium  carbonate,  and 
crystaUising  the  Rochelle  salt  from  the  filtrate. 

Addition  of  small  quantities  of  mineral  acids 
to  Fehling's  solution  by  lessening  its  alkalinity 
(effects  its  reduction,  even  when  it  is  still  alkaline 
to  litmus.    Often  the  action  commences  before 
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the  liquid  is  warmed,  reduction  being  completed 
by  gentle  heatiug.  The  reduction  is  attributed 
to  the  decomposing  action  of  the  mineral  acid 
upon  the  tartaric  acid  (Jovitschitsch?  Ber.  1897, 
2431).  Evidence  of  the  negative  character  of 
the  blue  ion  in  Fehling's  solution  was  first 
adduced  by  Kahlenberg  (Zeitsch.  physikal. 
C:hem.  1895,  17,  586),  and  later  by  Kiister 
(Zeitsch.  Elektrochem.  1897,  105)  and  Masson 
(Phil.  Trans.  1899,  192,  331). 

Masson  employed  a  solution  as  free  as  jjossiblo 
from  alkali,  and  electrolysed  it  in  conjunction 
with  a  solution  of  copper  sulphate,  the  blue  ions 
in  the  two  solutions  travelling  in  opposite 
dhections  along  a  tube  containing  a  jelly  solu- 
tion of  jjotassium  chloride.  The  presence  of  an 
invisible  ion,  probably  tartaric  ion,  accom])any- 
ing  the  negative  blue  ions,  was  demonstrated  by 
the  formation  of  a  precipitate  at  the  boundary 
of  the  positive  blue  ions,  when  the  negative  ions 
were  still  some  way  oft'. 

The  constituent  salt  of  the  neutral  Fehling's 
solution  was  isolated  and  analysed  by  Masson 
and  Steele  (Chem.  Soc.  Trans.  1899.  75,  725),  who 
represented  its  formation  from  cuj^ric  tartrate 
thus  : 

5NaOH-|-4CuC4H40„ 

=  Na2C4H,0,  +  Na3Ci.H,Cu40i,,-i-5H20. 

They  also  obtained  evidence  that  the  excess  of 
alkali  in  Fehling's  solution,  as  usually  made,  is 
combined  with  the  blue  salt. 

F.  Bulluheimer  and  E.  Seitz  (Ber.  1899, 
2347  ;  1900,  817)  showed  that  three  classes  of 
eupric  tartrates  exist;  monotartrates,  con- 
taining carboxylic  and  hydroxyhc  hydrogen, 
all  replaced  bj-  metal ;  double  salts  consisting  of 
monotartrate,  probably'  united  through  copper 
to  a  molecule  of  basic  alkali  tartrates  ;  and  a 
third  class  consisting  of  monotartrate  combined 
with  basic  eupric  tartrate. 

The  salts  in  Fehling's  solution,  from  then' 
general  reactions,  appear  to  belong  to  the  second 
class,  and  compounds  having  the  formulae 
CgHjOjjGuNaJv,  and  CsHiOj^CuNajK  have 
been  isolated. 

The  neutral  cuprotartrate  of  Masson  (I.e.) 
requires  the  addition  of  alkali  in  order  to  form 
the  usual  Fehling's  solution  with  its  characteristic 
colour. 

Fehling's  solution  is  not  reduecd  hy  cane 
sugar,  dextrm,  or  cellulose,  })ut  is  reduced  by 
dextrose,  laevulose,  maltose,  lactose,  mannose, 
galactose,  arabinose,  gallLsm,  aldehyde,  chloral, 
chloroform,  valeraldehyde,  resorcmol,  jsyrogallol, 
gallotannio  and  trichloracetic  acids,  and  by 
arsenious  acid. 

The  action  of  these  substances  on  the  solution 
is  doubtful.  Among  the  products  are  formic, 
acetic,  tai'tronic,  and  f-ome  acids  of  doubtful 
composition  and  a  gum-like  substance.  Its  use 
is  almost  restricted  to  the  detection  and  estima- 
tion of  reducing  sugars.  For  the  detection  of 
sugars,  the  clear,  acid-free  liquid  is  heated  with 
two  volumes  of  Fehling's  solution.  If  one  of  the 
above  reducing  compounds  be  present,  a  yelloM' 
precipitate  of  the  hydrated  cujirous  oxide,  which 
rapidly  becomes  converted  into  the  orange-red 
anhycLrous  oxide,  is  produced. 

If  the  liquid  to  be  tested  is  much  coloured, 
it  must  be  first  clarified,  as  described  under 
SAf'CHARiMETRY.  ^^^len  thc  clarifical ion  has  been 
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performed  with  lead,  au  amount  of  the  solution 
containing  a  known  weight  (2  to  5  grams)  of 
glucose  or  other  body,  estimated,  is  placed  in 
a  100  CO.  flask  and  is  treated  with  sulphurous 
acid  gas,  or  with  a  strong  solution  of  that  gas, 
until  the  whole  of  the  lead  is  precipitated,  and, 
after  the  addition  of  a  httle  freshly  precipitated, 
washed  alumina,  is  diluted  to  100  c.c,  agitated 
and  filtered. 

Cane  sugar,  when  estimated,  is  first  clarified, 
if  necessary,  and  then  '  inverted  ' — i.e.  converted 
into  a  mixture  of  dextrose  and  Isevulose.  For 
this  purpose,  a  solution  containing  not  more 
than  1  gram  of  sugar  to  4  c.c.  of  solution  is 
mixed  with  one-tenth  its  bulk  of  fuming  hj'dro- 
chloric  acid,  and  is  heated  to  70°  for  10  to  15 
minutes,  and  finally  neutralised  by  addition  of 
sodium  carbonate. 

Starch  and  starchy  bodies  may  also  be  con- 
verted into  invert  sugar,  and  estimated  by 
Fehling's  solution.  Two  or  three  strong  flasks, 
each  containing  from  one-half  to  one  gram  of  the 
substance  and  60  or  60  c.c.  of  decinormal  sul- 
phuric acid  solution,  are  closed  with  caoutchouc 
corks  carefully  tied  down,  and  are  heated  in  a 
water-bath.  After  4  hours,  one  flask  is  taken 
out  and  contents  neutralised  and  titrated  with 
Fehling's  solution  as  hereafter  described,  and 
after  a  further  interval  of  2  hours  the  second  is 
similarly  examined.  If  the  amount  of  sugar 
found  in  the  second  flask  does  not  exceed  that 
in  the  first,  the  result  may  be  taken  as  correct ; 
but  if  the  quantities  differ  markedly,  the  third 
flask  is  heated  a  further  period  of  from  2  to 
4  hours,  and  then  titrated.  Each  100  parts  of 
invert  sugar  found  represents  90  parts  of  starch. 

In  titrating  solutions  of  any  of  these  sub- 
stances, 10  c.c.  of  Fehhng's  solution  is  carefuUy 
measured  into  a  \vide  test-tube  and  diluted  to 
about  40  C.C.,  and  heated  to  boiling.  The  neutral- 
ised sugar  solution,  which  should  contain  from 
one-half  to  one  gram  per  100  c.c,  is  then  run  in 
from  a  burette  in  portions  of  2  c.c,  the  mixture 
being  heated  to  boiling  after  each  addition  until 
the  blue  colour  has  nearly  disappeared.  The  sugar 
is  then  added  more  cautiously  untU  the  super- 
natant liquid  is  colourless  or  slightly  yellow.  A 
few  drops  of  the  solution  may  be  filtered  and 
tested  for  copper  by  addition  of  sulphuretted 
hydrogen  or  of  a  mixture  of  potassium  ferro- 
cyanide  and  acetic  acid. 

The  solution  may  be  standardised  for  invert 
sugar  in  the  following  way  :  4-75  grams  of  pure 
sucrose  are  dissolved  in  75  c.c.  of  water  and  5  c.c. 
of  hydrochloric  acid  (sp.gr.  1-188)  is  added.  The 
solution  is  then  warmed  to  70°,  and  maintained 
at  that  temperature  for  about  7  minutes,  making 
a  total  of  10  minutes'  heating.  After  inversion, 
the  acid  is  exactly  neutralised  with  sodium 
hydroxide,  and  the  liquid  diluted  to  1  litre. 
10  c.c.  of  this  solution  contains  0-050  gram  of 
invert  sugar,  and  should  reduce  10  c.c.  of  the 
copper  solution  (see  also  Bomtrager,  Zeitsch. 
angew.  Chem.  1893,  600). 

Experience  has  shown  that  the  time  occupied 
during  the  analysis,  the  amount  of  excess  of 
copper  present  at  any  moment  in  the  solution, 
the  concentration  of  the  Uquid,  and  other  shght 
details,  seriously  affect  the  result.  Soxhlet 
(Pharm,  J.  [3]  1880-1,  11,  721)  has  examined 
this  question,  and  recommends  close  adherence 
to  the  following  process,  w  here  extreme  delicacy 


is  required.  Having  approximately  found  the 
strength  of  the  solution  by  running  the  sugar 
solution  into  60  c.c.  of  Fehling's  solution  as 
above  until  the  blue  colour  disappears,  dUute  it 
until  contaming  about  1  gram  per  100  c.c,  and 
heat  60  c.c.  Fehling's  solution  wth  as  much  of 
the  diluted  solution  as  should  precipitate  all  the 
copper.  When  the  sugar  estimated  is  invert 
sugar,  grajje  sugar,  or  Isevulose,  the  heating 
should  occupy  2  minutes,  whUe  for  maltose  and 
lactose  4  and  6  minutes  respectively  should  be 
allowed.  The  whole  fluid  is  then  filtered  and 
tested  for  copper.  A  third  titration  is  next 
performed  with  a  larger  ajnount  of  the  fluid,  with 
1  c.c.  less  of  sugar  (according  to  the  presence  or 
absence  of  copper),  and  the  titrations  are  re- 
peated with  varying  amounts  of  sugar  solution, 
each  time  adding  the  whole  of  that  solution  at 
once,  until  1  c.c.  more  or  less  would  give  a  filtrate 
free  from  or  containing  a  trace  of  copper,  after 
which  the  variation  in  the  amount  of  sugar 
solution  is  decreased.  In  this  way,  the  volume 
of  sugar  solution  required  may  be  determined  to 
0-1  c.c.  Under  these  conditions,  100  c.c.  of  the 
mixed  copper  reagent  require  0-475  gram  anhy- 
drous dextrose  or  0-494  gram  of  invert  sugar  for 
complete  reduction.  The  following  may  be 
taken  as  the  weight  of  sugar  capable  of  reducing 
10  c.c.  of  Fehling's  solution  : — 

gram 

Dextrose,  Icevulose,  or  invert  sugar  0-0500 
Cane  sugar  (inverted)  .  .  .  0-0475 
Milk  sugar  (lactose)  .  .  .  0-0678 
Malt  sugar  (maltose)     .        .        .  0-0807 

Soxhlet  (I.e.),  operating  by  his  method  as 
described  above,  has  obtained  the  following 
results.  (His  method  of  '  inverting  '  cano  sugar 
has  been  somewhat  objected  to)— 


Weight  of  Sugae  eeducing  10  o.c.  of 
Fehling's  Solution. 


Diluted  with 

rime  of 

Un- 
diluted 

heating 

One 

Two 

Three 

Four 

(mins.) 

vol.  of 

vols,  of 

vols,  of 

vols. of 

water 

water 

water 

water 

Dextrose 

2 

00475 

004825 

00488 

0-0492 

0-0494 

Invert 

sugar 

2 

0-0494 

0-05030 

0-0509 

0  0514 

0-0515 

Lsevulose 

2 

00513 

0  05235 

00530 

0-0536 

0-0526 

Lactose 

6 

00676 

Unaffected  by  dilution 

0-0676 

Laeto- 

glucose 

2 

0  0511 

0-0533 

Maltose 

3  to  4 

00778 

0-0740 

The  titration  of  raw  sugars  and  other 
coloured  commercial  products  is  very  unsatis- 
factory when  potassium  ferrocyanide  is  used  as 
an  indicator,  mainly  because  the  amino  com- 
pounds present  cause  the  solution  of  much  cuprous 
oxide,  Avhich  then  gives  a  precipitate  with 
potassium  ferrocyanide.  On  this  account,  indi- 
cators have  been  proposed  which  will  show  the 
presence  of  a  trace  of  cupric  salt  without 
previous  filtration,  the  best  of  these  being 
ferrous  thiocvanate  (A.  R.  Ling,  T.  Rendle,  and 
G.  C.  Jones,' Analyst,  1905,  30,  182:  1908,  33, 
160-170),  which  gives  the  characteristic  red 
colour  of  ferric  thiocyanate  when  treated  with 
cupric  salt  solution.  The  reagent  is  prepared 
by  dissolving  1  gram  of  ferrous  ammonium 
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sulphate  and  1'5  grams  of  ammouium  thio- 
cyanate  in  10  c.c.  of  warm  water,  adding  2-5  c.c. 
of  cone,  hydrochloric  acid,  and  completely  re- 
moving aU  trace  of  ferric  salt  by  addition  of  zmc- 
dust.  The  titration  of  the  sugar  solution  is 
carried  out  much  as  usual,  except  that  it  must 
be  done  as  quickly  as  possible  to  avoid  oxidation 
(Ling,  J.  Inst.  Brewing,  1906,  12,  No.  1). 

A  modification  of  Fehling's  process,  devised 
by  Pavy,  is  based  on  the  fact  that  precipitation 
of  the  cuprous  oxide  is  prevented  by  the  presence 
of  excess  of  ammonia,  the  solution  losing  its 
intense  blue  colour  and  becoming  absolutely 
colourless  after  the  whole  of  the  copper  has  been 
reduced. 

The  solution  used  is  prepared  by  mixing 
120  c.c.  of  Fehling's  solution  with  300  c.c.  of 
ammonia  (0-880  sp.gr.)  and  400  c.c.  of  12  p.c. 
caustic  soda  solution,  and  diluting  to  1  litre. 
100  c.c.  of  this  solution  corresponds  with  10  c.c. 
of  Fehhng's  solution.  The  larger  quantity  of 
Fehling's  solution  (120  c.c.  instead  of  100  c.c.) 
used  to  prepare  this  test  is  required  on  account 
of  the  lower  oxidising  power  of  Pavy's  solution, 
the  action  of  which  on  invert  sugar  is  only  five- 
sixths  of  that  of  FehUng's  solution.  Its  action 
on  maltose  and  lactose  also  differs  from  that 
of  Fehling's  solution. 

To  prevent  reoxidation  of  the  decolourised 
solution,  with  reproduction  of  the  blue  colour, 
the  operation  should  be  performed  without  access 
of  air,  by  connecting  the  burette  supplying  the 
sugar  solution  with  a  tube  passhig  through  a 
cork  into  the  flask  contaming  the  Fehling's 
solution,  the  steam  from  which  escapes  through 
another  tube  dipping  beneath  the  surface  of 
mercury.  A  slow  cmrent  of  coal  gas  may  be 
passed  through  the  flask  during  the  operation. 

The  sugar  solution  is  run  into  the  flask,  in 
which  100  c.c.  of  the  cojjper  solution  has  been 
heated  to  ebullition,  and  the  boilmg  is  con- 
tinued uutU  the  colour  has  disappeared.  Hehner 
(Analyst,  1881,  6,  218)  has  showi  that  alkaline 
tartrates,  carbonates,  and  other  salts  affect  the 
results. 

The  method  is  most  used  in  clinical  chemistry, 
particularly  for  urme  analysis.  It  is  also  of 
great  value  in  studymg  the  saccharine  products 
of  enzyme  action,  especially  as  it  gives  with 
glucose  a  very  much  larger  '  copi^er  '  value  than 
with  maltose  (Croft  Hdl,  C'hem.  Soc.  Trans. 
1898,  73,  634). 

The  most  accurate  method  of  usmg  Fehling's 
solution,  especially  when  the  sugar  solution  is 
unclarified,  consists  in  separating  and  estimating 
the  precipitated  cuprous  oxide.  One  of  the  many 
processes  recommended  is  that  of  Pavy.  The 
Fehling's  solution  is  boiled,  in  shght  excess,  with 
the  sugar  solution,  the  strength  of  which  should 
l)e  about  1  p.c,  and  the  precipitated  suboxide  is 
rapidly  separated  by  filtering  the  liquid  through 
a  funnel  loosely  packed  at  the  neck  with  glass 
^A•ool  or  asbestos.  The  precipitate,  after  wash- 
ing, is  dissolved  in  hot  dilute  nitric  acid,  or  2  c.c. 
cone,  nitric  acid,  or  a  mixture  of  dilute  sulphuric 
and  nitric  acids,  and  the  copper  estimated  hy 
electro -deposition.  The  weight  of  copper  ob- 
tained is  multipHed  by  0-5395  to  obtain  its 
equivalent  in  inverted  cane  sugar,  or  by  other 
factors,  which  may  be  calculated  from  the  tables 
given  above,  to  obtam  the  equivalent  of  any 
other  sugar  which  may  be  estimated. 


Brunner  recommends  solution  of  the  cuprous 
oxide,  filtered  as  above,  in  a  solution  of  pure 
ferric  chloride  or  sulphate  acidulated  with  sul- 
phuric acid,  and  the  estimation  of  the  ferrous 
salt  .so  produced,  by  titration  with  a  standard 
solution  of  potassium  jiermanganate  or  di- 
chromate. 

The  cuprous  oxide  can  also  be  weighed 
directly  after  washmg  with  alcohol  and  ether. 
It  may  also  be  estimated  as  metalUc  cojiper  after 
reduction  by  hydrogen  or  as  cupric  oxide  after 
ignition  in  porcelain. 

FELSPAR  or  Feldspar.  (Ger.  Feldspal; 
Fr.  Feldspath.)  A  name  applied  to  a  group  of 
silicates,  of  great  importance  as  rock-forming 
mmerals.  The  feispars  may  be  classified  accord- 
ing to  their  crystallographic  symmetry,  in  two 
great  series.  One  series  crystallises  in  the 
monochnic  system,  and  smce  its  members 
present  two  well-marked  cleavage  planes  at 
right  angles  to  each  other,  they  are  distinguished 
as  orthoclastic  felspars.  The  other  series  crystal- 
lises m  the  triehnic  or  anorthic  system,  and  as 
these  feLsjiars  have  their  principal  directions  of 
cleavage  more  or  less  inclined  to  each  other, 
thej'  are  termed  'plagioclastic.  The  first  series  is 
represented  by  orthoclase  or  common  potash- 
felspar  (KAlSigOs) ;  while  the  plagioclastic 
group  includes  albiie  or  soda-felspar,  and 
anorthite  or  lime-felspar,  with  several  inter- 
mediate species,  such  as  oUgoclase  and  labra- 
dorite,  which  contain  both  soda  and  lime.  As 
the  proiDortion  of  Ca  increases,  that  of  Na 
diminishes,  and  the  felspar  becomes  more 
basic. 

Accordmg  to  Tschermak,  only  two  distuict 
species  of  plagioclase  are  to  be  recognised — viz. 
albite  NaAlSiaO^,  and  anorthite  (JaALSi^Oi,. 
The  other  felspars  of  this  group  may  be  re- 
garded as  isomorphous  mixtures  of  these  extreme 
types,  as  shown  in  the  following  scheme,  where 
Ab  represents  the  molecule  of  albite,  and  An 
that  of  anorthite  : — 

Albite     .  .  .  Ab^Auo  to  AbgAnj 

OUgoclase  .  .  AbgAui  .,  Ah^An^ 

Andesine  .  .  AbjAnj  ,,  AbiAn; 

Labradorite  .  .  AbjAnj  ,,  AbiAn3 

Byto\vnite  .  .  Ab^Anj  ,,  AbjAn,; 

Anorthite  .  .  AbjAiie  „  Abo  An ; 

In  addition  to  these,  there  are  several  other 
members  of  the  felspar  grouji,  some  of  which, 
though  of  theoretical  interest,  are  of  little 
practical  importance.  In  orthoclase,  sodium  may 
replace  the  potassium,  and  there  maybe  a  tran- 
sition through  soda-orthoclase  to  nearly  pure 
NaAlSijOg,  for  which  the  name  harhieritc  has 
been  proposed  (W.  T.  SchaUer,  1910).  Di- 
morphous with  this  group  of  monoclinio  feisj)ars 
we  have  a  triclinic  group  represented  by  micro- 
dine  (KAISIjOr),  soda-microcline,  and  anortho- 
clase  ([Na.KJAlSi^Ofi),  which  differ  essentiaDy 
only  m  their  optical  characters  from  the  pre- 
cedmg.  In  the  plagioclase  series,  a  soda- 
anorthito  (NajALSiaO,)  has  been  recognised 
and  named  carncgieiie  (H.  S.  Washington  and 
F.  E.  Wright,  1910).  Several  barium  felspars 
are  also  known. 

As  illustrations  of  the  chemical  composition 
of  the  chief  felspars,  tlie  following  analyses  are 
selected  : — 
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II 

III 

IV 

V 

VI 

68-46 

act  on 

58  11 

5^-50 

45-97 

AloOo 

18'57 

19'31 

22'00 

28-16 

28-32 

33'28 

0-28 

0-04 

2-44 

1-12 

K„0 

14-02 

0-94 

0-44 

0-64 

1-25 

11-27 

8-20 

517 

4  52 

1-85 

CaO 

0-34 

0  '68 

4*86 

5"35 

11*61 

17-21 

MgO 

010 

1-52 

0-48 

100-00 

100  00 

98-34 

98-75 

100-56 

99-43 

I.  Orthoclase,  sp.gr.  2-55;  from  Baveno,  by  Abicli. 
II.  Albite,  sp.gr.  2  61 ;  from  Arendal,  by  G.  Rose.  III. 
Oligoclase,  sp.gr.  2  66 ;  from  Elba,  by  Damour.  IV. 
Andesine,  sp.gf.  2-64 ;  from  near  Mariiiato,  by  Dsville. 
V.  Labradorite,  sp.gr.  2-71 ;  from  Neurode,  Silesia,  by 
G.  vom  Kath.  VI.  Anorthite, sp.gr.  2  75  ;  fromHecla, 
by  Damour. 

The  specific  determination  of  the  felspars  is 
often  a  matter  of  difiSculty,  without  recourse  to 
analysis ;  but  much  aid  is  afforded  by  a  deter- 
mination of  the  optical  characters  (extinction 
angles  and  interference-figures  on  cleavage 
flakes  and  in  thin  sections  of  rocks)  and  of  the 
sp.gr.  The  latter  is  most  conveniently  taken 
bj'  suspending  fragments  of  the  mineral  in  heavy 
liquids  of  kno^vn  density.  The  following  are 
the  typical  average  values :  orthoclase  and 
microcline,  2-57  ;  albite,  2-62  ;  oligoclase,  2-64  ; 
andesine,  2-65  ;  labradorite,  2-69  ;  bytownite, 
2'71  ;  and  anorthite,  2-75.  To  the  chemist  a 
more  ready  means  of  determination  is  afforded 
b.y  Szabo's  method,  which  consists  in  examining 
the  flame-reactions  produced  on  exposing  a 
fragment  of  the  mineral  in  a  Bunsen  flame,  the 
colouration  of  the  flame  being  compared  with 
standard  tables  (Szabo',  Ueber  eine  neue 
Methode  die  Feldspathe  zu  bestimmen,  Buda- 
pest, 1876). 

Without  introducing  mineralogical  details  of 
the  numerous  felspars,  which  would  require  a 
long  article,  it  may  be  convenient  to  refer  briefly 
to  the  principal  varieties,  Orthoclase  occurs 
usually  in  white,  grey,  or  flesh-coloured  crystals, 
often  twinned  ;  the  finest  examples  being  ob- 
tained from  the  granite  of  Elba,  Baveno,  and 
Carlsbad.  The  clear  translucent  variet}',  known 
as  adularia,  is  found  chiefly  in  the  Swiss  Alps 
and  in  Ceylon.  The  orthoelastic  felspar  of 
volcanic  rocks  is  termed  sanidine,  and  occurs  in 
tabular  glassy  crystals,  which  are  especially  fine 
in  the  trachyte  of  the  Drachenfels  on  the  Rhine. 

Microcline  is  a  felspar  closely  related  to 
orthoclase,  and  formerly  regarded  as  monoclinic, 
but  sho\vn  by  Des  Cloizeaux  to  be  triclinic.  A 
green  variety  kno^vn  as  amazon-stone  occurs  in 
fine  crystals  in  the  Ilmen  Mountains  in  the 
Urals,  and  at  Pike's  Peak  in  Colorado.  The 
colour  is  lost  on  heating  the  mineral,  and  is 
therefore  not  due,  as  formerl}'  supposed,  to  the 
presence  of  copper.  An  organic  salt  of  iron 
has  been  suggested  by  Knnig  as  the  probable 
colouring  matter  in  the  Pike's  Peak  mineral. 

Albite,  the  ordinary  soda  felspar,  so  called 
from  its  dead  white  colour,  occurs  chiefly  in 
granites  and  diorites  ;  fine  crystals  being  found, 
with  chlorite,  in  the  rocks  of  Tyrol.  Periclinc 
and  cleavelandite  are  names  applied  to  varieties 
of  albite.  A  mixture  of  albite  and  orthoclase 
or  microcline,  in  red  bands,  occurs  at  Perth  in 
Canada,  and  is  hence  known  as  perthite.  Oligo- 
clase is  a  soda-hme  plagioclase,  occurring  in 
granite  and  gneiss,  notably  at  Arendal  in 
Norway  and  at  Miask  in  the  Urals  ;  while  it  is 


found  also  in  volcanic  rocks,  as  at  Vesuvius. 
Andesine  is  a  somewhat  rare  felspar  from  the 
volcanic  rocks  of  the  Andes.  Labradorite  is  an 
important  mineral,  brought  origmally  from  the 
coast  of  Labrador,  where  it  constitutes  with 
hypersthene  the  rock  Imown  as  norite.  Ex- 
hibiting in  many  cases  a  beautiful  change  of 
colour  when  viewed  in  different  directions,  it 
is  valued  as  an  ornamental  stone  ;  but  most  of 
the  labradorite  which  occurs  in  gabbro,  dolerite, 
basalt,  and  other  basic  rocks  does  not  present 
this  appearance.  The  bytoicnite  of  Thomson 
has  been  shown  to  be  rather  widely  distributed 
as  a  constituent  of  certain  eruptive  rocks. 

Anorthite  is  found  in  gabbro,  porphyrite, 
andesite,  and  basalt ;  distinct  crystals,  though 
rare,  occurring  at  Monzoni  in  Tyrol  and  at 
Monte  Somma. 

The  chief  use  of  felspar  in  the  industrial  arts 
is  for  the  manufacture  of  porcelain.  Orthoclase 
is  employed  partly  as  a  constituent  of  the  body 
in  certain  wares,  but  principally  as  a  glaze,  for 
which  purpose  large  quantities  are  imported 
from  Norway.  Here  the  felspar  is  quarried  from 
jjegmatite-veins  in  Ssetersdalen  and  along  the 
coast  between  Bamle  and  Arendal ;  about 
34,000  tons  are  exported  annuaUy.  Other 
countries  producing  felspar  in  large  quantities 
are  Sweden,  Bavaria,  Ontario,  and  the  eastern 
United  States.  (E.  S.  Ba.stin,  Economic 
Geology  of  the  Feldspar  Deposits  of  the 
United  States,  Bull.  U.S.  Geol.  Survey,  1910, 
420.)  The  price  ranges  from  12s.  to  15s. 
per  ton.  The  discovery  of  a  vein  of  red 
felspar  at  BeUeek,  in  Co.  Fermanagh,  Ireland, 
led  to  the  establLshment  of  porcelain  works  at 
this  locality.  The  red  felspar  becomes  white  on 
calcination,  the  iron  passing  into  the  condition 
of  magnetite,  the  particles  of  which  may  be  re- 
moved by  means  of  a  magnet. 

Felspars  rich  in  alkalis  have  been  some- 
times used  as  manures.  Very  pure  felspar  finds 
a  limited  application  in  the  manufacture  of 
artificial  teeth.  Several  varieties  of  felspar  are 
cut  and  polished  as  ornamental  stones,  the  most 
important  being  labradorite,  which  is  used  for 
table-tops,  umbrella-handles,  and  various  trivial 
objects.  The  mineral  was  first  brought  to  this 
country  in  the  18th  century,  by  the  Moravian 
missionaries,  from  St.  Paul's  Island  off  the  coast 
of  Labrador.  The  schiller  and  colour  of  labra- 
i  dorite  are  partly  due  to  microUtic  enclosures 
and  lamellee  of  diallage.  Moonstone  is  a  variety 
of  adularia  from  Ceylon,  exhibiting  a  faint  bluish 
opalescence,  which  has  led  to  its  employment  in 
jewellery.  Sunstone  is  a  form  of  oligoclase, 
occurring  at  Tvedestrand  in  Norway,  remarkable 
for  its  reddish  sheen,  due  to  enclosed  lamellae 
of  specular  iron-ore.  Among  other  ornamental 
felspars  may  be  mentioned  the  opalescent  albite 
from  Canada,  known  as  peristerite  (irepnTTt^jo,  a 
pigeon)  from  the  resemblance  of  its  colours  to 
!  those  on  the  neck  of  a  pigeon  ;  and  a  variety  of 
anorthoclase  displaying  a  brilliantly  coloured 
metallic  reflection  from  the  augite-syenite  of 
Norvvav.  L.  J.  S. 

FENCHENE  v.  Fenchone. 
FENCHONE  CipHjgO.  A  ketone  isomeric 
with  camphor.  It  is  optically  active,  d-,  1-,  and 
r-  fenchone  all  being  known.  d-Fenchone  was 
discovered  by  Wallach  in  fennel  oil.  The 
fraction  boiling  at  lOO'-lOS"  Is  treated  with 
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threo  parts  of  concentrated  nitric  acid  to 
oxidise  anethol  and  other  impurities.  The 
product  is  poured  into  water,  tlie  separated  oil 
being  Avashed  with  caustic  soda  sohition,  dis- 
tilled in  steam,  dried,  and  finally  crystallised  at 
a  low  temperature  (VVallach  and  Hartmann, 
Annalen,  259,  324;  WalJach,  iUd.  263,  129). 
cZ-Fenchone  also  occurs  in  small  quantities  in 
Jiussian  oil  of  anise  (Bourchardat  and  Tardy, 
Bull.  Soc.  chim.  [iii.]  15,  616  ;  Compt.  rend.  1896, 
122,  624). 

Pure  fenchone  is  a  colourless  oil,  b.p.  192°- 
193°  ;  sp.gr.  0-9465  at  19° ;  prolonged  cooling 
at  low  temperatures  causes  it  to  sohdify  to  large 
crystals,  m.p.  5°-6° ;  ^^5= 1-46306  at  19°, 
molec.  ref.  =44-23 ;  [a]u+71-97°.  It  is  not 
oxidised  in  the  cold  by  nitric  or  sulphuric  acids, 
but  potassium  permanganate  converts  it  into 
dimethylmalonic,  oxalic,  and  acetic  acids.  By 
heating  it  for  six  days  with  concentrated  nitric 
acid,  there  are  formed  dimethylcarbaUyhc,  di- 
methylmalonic, isocamphoronic,  asobutyric,  and 
acetic  acids,  together  with  a  nitrofenchone 
(Gardner  and  Cockburn,  Chem.  Soc.  Trans.  1898, 
708  ;  Semmler,  Chem.  Zeit.  1905,  29,  1213  ;  c/. 
Konowaloff,  J.  Russ.  Phys.  Chem.  Soc.  1903, 
35,  953) ;  and  b}'  heating  with  sulphuric  acid  a1 
80°,  4-aceto-l  :  2-xylene  is  formed  (Marsh, 
Chem.  Soc.  Trans.  1899,  1058).  Warming  \vith 
phosphorus  pentoxide  yields  w-cymene,  b.p. 
175°-176°  (WaUach,  Annalen,  275,  157).  Re- 
duction by  sodium  in  amyl  alcohol  or  treatment 
with  phthalic  anhydride  yields  l-fencJitjl  alcohol 
Ci„H,,OH;  m.p.  45°;  'b.p.  197°-2d0° ;  [a]^^ 
— 10-35°  (Bertram  and  HaUe,  J.  pr.  Chem.  [ii.] 
61,  293).  This  is  converted  by  phosphorus 
pentachloride  into  feiichyl  chloride,  b.p.  84°-86°, 
which,  on  heating  mth  aniline,  is  converted  mto 
the  terpene  fenchene  C'loHjg,  b.p.  150°-152°. 
A  solid  fenchyl  chloride,  m.p.  92°,  has  been 
obtained  by  Kondakoff  from  fenchyl  alcohol 
(J.  pr.  Chem.  1909,  [ii.]  79,  271).  Fenchene  has 
been  prepared  synthcticaUy  by  treating  nopinone 
and  bromacetic  ester  wth  zmc  and  hydrol_ysing 
the  hydroxy  ester  thus  formed  ( Wallach,  Annalen. 
363,  1).  Fenchene  is  oxidised  by  concentrated 
nitric  acid,  yielding  cw-camphopyric  acid  and  its 
anhydride.  Phosphorus  pentachloride  reacts 
with  fenchone  yielding  chlorfenchenephosphinic 
acid  Ci(|H,,,ClP0(0H)2,  chlorfenchcne  and 
a-  and  /3 -chlorfenchcne  hydrochlorides  (Gardner 
and  Cockburn,  Chom.  Soc.  Trans.  1897,  1157; 
1898,  275,  704).  Ammonium  formate  reacts 
with  fenchone,  yielding  the  formyl  derivative  of 
D./!-fenchylamine  from  which  the  free  base 
CiqHijNH.,  is  easily  obtained;  b.p.  195°: 
sp.gr.  0-9095;  [a]u-24-63°.  Sodium  nitrite 
and  acetic  acid  react  \\dth  fenchylamine,  pro- 
ducing D.i-fenchene,  an  isomeric  hydrocarbon, 
(i-limonene  and  cineol  (WaUach,  Annalen,  362, 
174).  D.Z-fenchene,  when  warmed  with  acetic 
and  sulphuric  acids,  yields  wofenchyl  alcohol, 
b.p.  201°-202°,  which,  on  oxidation  with 
chromic  acid,  yields  isofenchone  C,„H,gO,  b.p. 
201°,  sp.gr.  0-943  at  18-5°,  [a]r,-f-9°  35'.  By 
heating  fenchone  and  bromine  in  a  sealed  tube 
for  24  hours,  bromfenchone,  b.p.  131°-134° 
(18  mm.),  is  obtained.  AlcohoUc  potash  con- 
verts bromfenchone  into  7-fencholenic  acid, 
which  on  being  dissolved  in  concentrated  sul- 
phuric acid  and  poured  on  to  ice,  yields  an 


isomeric  compound,  m.p.  77° ;  three  fencho- 
lonio  acids  are  known  (Wallach,  Annalen,  31.5, 
273  ;  Cliom.  Zentr.  1899,  ii.  1052  ;  Czerny,  Ber. 
1900,  2287;  Balbiano,  Gazz.  chim.  ital.  1900, 
30,  ii.  382  ;  Semmler  and  Bartell.  Ber.  1906. 
3960;  1907,  432).  Like  camphor,  fenchone 
reacts  with  sodium,  forming  a  pinaconc  CoHjjOa, 
b.p.  219°  (13  mm.),  m.p.  97°.  The  constitution 
of  fenchone  is  still  under  discussion,  but  tlio 
evidence  available  seems  to  indicate  the  follow- 
ing formula  : — 

CH2— CH     — C(CH3)2 


ClfT^— C(CH3)— CO 
(Wallach,  Annalen,  369,  63  ;    Semmler,  Ber. 
1907,  4591  ;   Bouveault  and  Levallois,  Compt. 
rend.  1908,  146,  180;  c/.  Glover,  Chem.  Soc. 
Trans.  1908,  1285). 

I- Fenchone  was  discovered  by  Wallach  in 
thuja  oil.  The  fraction  boiUng  at  190°-200° 
may  be  warmed  with  nitric  acid  to  oxidise  the 
thujone  and  then  steam  distilled  or  better  be 
oxidised  with  jiotassium  permanganate  to 
destroy  the  tliujone  and  then  treated  with  semi- 
carbazide  hydrochloride,  which  reacts  with  the 
i-camphor,  ^^•hich  is  also  present  more  quickly 
than  with  the  Z-fenchone,  and  forms  an  effective 
agent  for  separating  them  (Wallach,  J.  Pharni. 
Chim.  1896,  3,  [9]  465  ;  Chem.  Zentr.  1905,  ii. 
675  ;  Annalen,  353,  209).  Z- Fenchone  has  b.p. 
192°-194°,  m.p.  5°,  [a\^  -  66-94°,  and  forms  a 
series  of  derivatives  similar  to  those  obtained 
from  rf-fenchone.  For  r-fenchoiie  and  its  deriva- 
tives, V.  Bouveault  and  Levallois,  Compt.  rend. 
1909,  148,  1399,  1524. 

For  further  references  to  fenchone  and 
derivatives,  v.  Wallach,  Annalen.  284.  324 ; 
300,  294  ;  Semmler,  Ber.  1906,  2577  ;  Mahla, 
Ber.  1901,  3777  ;  Rimini,  Gazz.  chim.  ital.  1909, 
39,  ii.  196  ;  Bouveault  and  Levallois,  Bull.  Soc, 
chim.  1910,  [iv.l  903,  968  {v.  Ketones). 

FENUGREEK.  Trigonclla  Fosnum  groecum. 
A  plant  possessing  a  characteristic  flavour, 
used  largely  as  a  condiment  for  cattle. 

According  to  analyses  by  D'Ancona  (Landw. 
V'ersuchs-Stat.  1899,  51,  387),  the  dry  matter 
contains — 

Pi-'/tein        Fat     N -free  extract   Crude  fibre  Ash 
13-4        3-4  47-0  30-6  5-6 

The  pure  ash  contained — 
KoO   NaoO  CaO   MgO   Fe,03  P-^Og   SO3  SiO,  CI 
lU-1    7-6    29-8    1-0    4-9      8-1    4-1  23-5  1-1 

In  composition,  fenugreek  resembles  crimson 
clover  and  it  is  recommended  as  a  farm  crop. 
Since,  however,  the  peculiar  flavour  of  the  plant 
is  transmitted  to  both  milk  and  meat,  the  fodder 
is  more  suited  for  working  animals  than  for 
fattening  or  milk  production.  The  peculiar 
odour  and  flavour  of  the  plant  is  said  to  be  due 
to  an  oil ;  it  is  very  pronounced  in  the  spring, 
but  becomes  less  when  the  plant  ripens. 

The  seeds  contain  trigonelline  C,H7N02,  the 
betaine  of  pyridine-  2-carboxylic  acid  (Jahns, 
1886).  Among  the  carbohydrates  in  the  seeds 
of  fenugreek  is  a  mannogalactan,  which,  under 
the  influence  of  a  soluble  ferment,  produced  on 
germination,  hydrolyses  with  the  formation  of 
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reducing  sugars  (Bourquelot  and  Herissey, 
Compt.  rend.  1900,  130,  42,  and  731).     H.  I. 

FERGUSONTTE.  A  rare  mineral  consisting 
of  columbate  (and  taiitalate)  of  yttrium  and 
cerium  earths  together  with  a  small  amount  of 
uranium,  the  general  formula  being  R"'(Cb,Ta)04, 
Tetragonal  crystals  were  found  in  Greenland  in 
1826,  but  usually  the  mineral  is  massive  with  a 
lustrous,  pitchy  appearance  on  the  fractured 
surfaces  ;  sp.gr.  6-8.  It  is  optically  isotropic, 
owing  to  alteration  and  hydration :  when 
heated,  it  suddenly  shows  an  incandescent  glow, 
becomes  fractured  and  anisotropic,  and  gives  off 
gases  (heUum,  &c.).  The  mineral  occurs  in 
pegmatite-veins  at  Ytterby  in  Sweden,  near 
Arendal  and  elsewhere  in  Norway,  and  in  some 
abundance  as  large  masses  at  Barringer  HUl  in 
Llano  Co.,  Texas.  At  the  last-named  locality, 
it  has  been  mined,  together  with  gadolinite 
iq.v.)  and  other  rare-earth  minerals,  for  the 
supply  of  yttrium,  &c.  L.  J.  S. 

FERMENTATION  (including  Enzyme  Action 
and  Chemical  Action  of  Bacteria). 

History  of  the  development  of  ideas  about 
fermentation.  The  phenomena  of  alcoholic 
fermentation  seem  to  have  been  familiar  to  man 
from  the  earliest  times  in  the  processes  of  the 
production  of  wine,  accompanied  by  efferves- 
cence and  frothing,  and  of  the  baking  of  bread, 
accompanied  by  the  rising  of  the  dough.  These 
obvious  characteristics  of  fermentation  find 
expression  in  the  names  applied  in  various 
languages  both  to  the  process  itself  (fermenta- 
tion, Lat.  fervere,  to  boil ;  Odhrung,  from  a 
Teutonic  root,  jesen,  to  froth,  from  which  the 
word  yeast  is  also  derived)  and  to  the  agent  by 
which  it  was  caused  (yeast,  as  above,  leaven, 
levure,  from  the  Lat.  levare,  to  raise ;  Hefe, 
Ger.  heben,  to  lift ;  referring  to  the  rising  of 
the  scum  of  yeast  in  fermentation  and  the  rising 
of  the  dough  in  baking). 

The  term  fermentation  was  at  first  applied 
without  distinction  to  all  changes  accompanied 
by  effervescence,  but  after  1659  (Sylvius  de  la 
Boe)  gradually  became  limited  to  alcoholic 
fermentation,  along  with  such  cases  of  acid 
fermentation  and  putrefaction  as  were  accom- 
panied by  evolution  of  gas. 

Further  knowledge  of  the  chemical  nature  of 
fermentation  came  from  the  experiments  of 
Lavoisier  (1789),  who  showed  that  in  alcoholic 
fermentation,  the  sugar  was  quantitatively 
decomposed  into  alcohol  and  carbon  dioxide 
(together  with  some  acetic  acid).  These  rela- 
tions were  rendered  more  precise  by  Gay- 
Lussac  (1810),  whose  conclusions  may  be 
summed  up  in  the  equation  of  alcoholic  fer- 
mentation : 

CeH,206=2C02+2C2H,0. 

Fermentation  was  looked  upon  as  a  chemical 
process  set  up  by  an  unknown  agent,  termed  the 
ferment,  produced  by  the  oxygen  of  the  air 
from  the  fruit  juices,  &c.,  which  underwent  the 
change,  this  view  being  founded  on  the  observa- 
tion (Gay-Lussac)  that  boiled  grape  juice  only 
fermented  after  exposure  to  air.  The  process 
of  fermentation  had  been  regarded  by  WUhs 
(1659)  and  Stahl  (1697)  as  consisting  in  a  violent 
internal  motion  of  the  particles  of  the  fermenting 
substance  set  up  by  an  aqueous  Hquid,  a  con- 
ception which  was  replaced  by  that  of  catalytic 
force  by  Berzehus  (1839),  according  to  which 


the  ferment,  like  other  catalytic  agents,  was 
found  unchanged  at  the  end  of  the  process. 
Liebig  (1839),  on  the  other  hand,  held  the  view 
that  the  ferment  was  an  unstable  body  which 
itself  underwent  decomposition  and  that  it  was 
the  internal  motion  due  to  this  which  was 
transferred  to  the  fermentable  substance  and 
brought  about  its  decomposition.  The  action 
only  persisted  as  long  as  this  metamorphosis  of 
the  ferment  was  in  progress,  and  came  to  an  end 
when  this  ceased.  The  ferment  itself  was  re- 
garded, in  agreement  with  Gay-Lussac,  as  being 
formed  by  the  action  of  oxygen  on  the  nitro- 
genous materials  of  the  fermentable  liquid,  and 
the  amount  produced  was  dependent  on  the 
special  nature  of  this,  and  might  be,  as  m  brewing, 
more  than  sufficient  to  cause  the  decomposition 
of  the  whole  of  the  sugar  present. 

These  views  were  founded  on  the  belief  that 
yeast  was  a  chemical  substance  comparable  to 
any  of  the  well-known  organic  products.  Even 
before  the  publication  of  the  views  of  Berzelius 
and  Liebig,  however,  strong  evidence  had  been 
brought  forward  that  this  was  not  the  case.  As 
early  as  1680,  Leeuwenhoek  had  described  the 
granular  appearance  of  yeast  under  the  micro- 
scope and  '  animalcules  '  of  putrefying  materials 
had  also  been  observed ;  but  in  spite  of  a  few 
other  isolated  observations,  it  was  not  until 
about  1836  that  the  intervention  of  living 
organisms  in  fermentation  and  putrefaction  was 
rendered  probable.  In  that  year,  Schulze 
showed  that  infusions  of  various  animal  and 
vegetable  materials  remained  free  from  all 
putrefaction,  if,  after  they  had  been  well  boiled, 
they  were  only  allowed  to  come  in  contact  with 
air  which  had  passed  through  sulphuric  acid 
The  same  thing  was  subsequently  shown  by 
Schwann  to  hold  if  the  admitted  air  were  heated, 
and  the  observations  were  extended  to  alcoholic 
fermentation.  The  conclusion  was  drawn  by 
both  these  investigators  that  putrefaction  was 
caused  by  hving  germs  present  in  the  air,  which 
developed  in  the  putrescible  liquid.  The 
microscopic  examination  of  a  fermenting  sugar 
solution  revealed  the  presence  of  yeast  cells 
capable  of  reproduction  by  budding,  and 
Schwann  attributed  to  this  living  organism, 
which  he  named  '  ZuckerpUz  '  (sugar  fungus), 
j  the  production  of  alcoholic  fermentation. 
Curiously  enough,  almost  simultaneously  with 
Schwann,  two  other  investigators,  Cagniard- 
Latour  in  France  and  Kiitzing  in  Germany, 
came  independently  to  the  same  conclusion,  as 
the  result  of  microscopic  observations.  These 
conclusions  were  rejected  by  Berzelius  and 
Liebig,  who  rephed  to  them  by  the  theories 
already  mentioned,  but,  in  spite  of  this  powerful 
opposition,  they  gradually  won  for  themselves 
a  considerable  body  of  adherentSj  especially  in 
Germany  and  among  those  engaged  in  brewing 
{see  Hefe,  Fauhiss  und  Gahrung,  208-229, 
BerUn,  1904). 

The  evidence  in  favour  of  this  vitaUstic  view 
of  the  cause  of  fermentation  was  greatly  strength- 
ened by  the  experiments  of  Schroder  and  von 
Dusch  (1864),  who  tliscovered  the  important  fact, 
which  has  proved  to  be  an  almost  indLspensable 
feature  of  bacteriological  technique,  that  air 
lost  its  power  of  producing  putrefaction  when  it 
was  simply  filtered  through  cotton  wool.  Many 
difficulties,  however,  still  remained  unexplained. 


FERMENTATION. 


nhich  prevented  the  universal  acceptance  of  the 
vitalistic  view.  Milk,  for  example,  was  found 
lo  become  .sour  after  having  been  boiled,  in  spite 
of  all  precautions,  and  no  organism  could  be 
recognised  in  it  capable  of  producing  the  change. 
Moreover,  other  ferments  existed;  such  as 
diastase  (Dubrunfant,  1830 ;  Payen  and  Persoz, 
1833),  which,  like  yeast,  lost  their  power  of 
action  when  heated,  and  yet  were  completely 
sohible  in  water  and  devoid  of  all  trace  of 
organisation. 

The  final  proof  that  fermentative  changes  in 
general,  such  as  the  alcoholic  and  lactic  fer- 
mentations, putrefaction,  &c.,  were  actually 
produced  by  living  organisms  was  afforded 
by  the  classical  researches  of  Pasteur  (Compt. 
rend.  1857,  45,  913).  Pasteur  showed,  in 
the  clearest  possible  manner,  that  every 
fermentation  was  produced  by  a  specific 
organism.  He  regarded  fermentation  as  in- 
dissolubly  bound  up  with  the  life  of  the 
organism,  and  summed  up  his  conclusions  in  the 
aphorism,  '  No  fermentation  without  hfe.'  The 
recognition  of  micro-organisms  as  the  cause  of 
fermentation  rendered  it  necessary  to  differen- 
tiate between  these  so-called  organised  ferments 
and  the  substances,  such  as  diastase,  invertase, 
pepsin,  &c.,  which  had  gradually  become  known, 
and  which  could  be  extracted  from  the  higher 
plants  and  animals  and  even  from  micro- 
organisms, and  were  therefore  knowi  at  first  as 
soluble  ferments,  and  later,  follo^^dng  the  sugges- 
tion of  Kiihne,  as  enzymes  ((u,  in;  (,'"/"'?>  yeast). 

A  long  discussion  then  arose  on  the  question 
whether  any  essential  difference  existed  between 
the  modes  of  chemical  action  of  these  two  classes 
of  ferments.  Moritz  Traube  (1858)  formulated 
the  theory  that  all  chemical  action  of  micro- 
organisms was  duo  to  enzymes  produced  in  the 
cell  of  the  organism,  and  he  was  supported  bj' 
Berthelot,  Hoppe-Seyler,  and  many  others. 
Pasteur,  on  the  other  hand,  maintained  his 
original  thesis,  and,  stimulated  by  his  discovery 
(Compt.  rend.  1861,  52.  3-14,  1260)  that  many 
micro-organisms  could  live  in  the  absence  of 
free  oxygen,  developed  the  view  that  fermenta- 
tion was  life  without  free  oxygen,  the  physio- 
logical function  of  the  process  being  to  supjjly 
the  organism  with  the  oxygen  or  tlie  energy 
necessary  for  its  metabolism.  Pasteur's  theories, 
aided  by  his  briUiant  exposition  and  ingenious 
experiments,  gained  the  day  for  the  vitahstic 
view,  especially  as  the  supporters  of  Traube's 
conception  were  unable,  in  spite  of  many 
attempts,  to  adduce  positive  evidence  of  the 
isolation  of  an  enzyme  capable  of  producing 
one  of  the  fermentations  characteristic  of  living 
organisms.  A  middle  path  was  taken  by 
Niigeli,  who  suggested  the  idea  that  the  power 
of  producing  fermentation  was  restricted  to  the 
living  jjrotoplasm  of  the  cell,  and  consisted  in 
the  transference  of  a  molecular  vibration  from 
this  to  the  fermentable  substance. 

This  theory  was  disproved  and  the  original 
idea  of  M.  Traube  strikingly  confirmed  in  1897 
by  Eduard  Buchner,  who  succeeded  in  preparing 
from  yeast  a  hquid  capable  of  fermenting  sugar. 
It  has  since  been  sho\vn  that  the  lactic  and  acetic 
fermentations  can  also  be  produced  in  the 
absence  of  living  cells.  Buchner's  experiments 
disprove  the  vitahstic  theory  as  held  by  Pasteur,  ; 
and  the  view  is  now  generally  adopted  that  j 


micro-organisms  produce  chemical  change  by 
I  means  of  enzymes  present  in  their  cells.  The 
chemical  changes  produced  by  micro-organisms 
are  thus  brought  into  line  with  those  effected  by 
the  numerous  and  A\ell-known  enzymes  secreted 
by  the  cells  of  various  organs  of  the  higher 
plants  and  animals  as  well  as  by  micro-organisms, 
and  the  modern  conception  of  fermentation 
embraces  all  the  different  changes  produced  by 
these  various  agents. 

General  properties  of  enzymes.  It  has  been 
j  found  that  enzymes  bring  about  chemical 
change  by  actmg  as  cataljrtic  agents ;  that  is  to 
say,  they  greatly  increase  the  velocity  of  the 
particular  reaction  in  question  without  them- 
selves undergoing  any  permanent  change.  No 
very  definite  criterion  of  an  enzyme  as  distin- 
guished from  a  catalyst  in  general,  exists,  but 
the  term  is  generally  limited  to  catalysts  formed 
by  living  organisms,  and  it  is  an  almost  in- 
variable rule  that  enzymes  in  solution  are 
thermolabile,  losing  their  activity  as  a  rule 
rapidly  at  70°.  In  the  absence  of  moisture,  on 
the  other  hand,  they  are  much  more  stable,  and 
may  be  heated  iia  some  cases  to  110°  for  a  con- 
siderable time  without  being  destroyed.  In 
this  respect,  the  inaetivation  of  enzymes  by 
heat  bears  a  close  resemblance  to  the  heat 
coagulation  of  proteins  (Chick  and  Martin,  J. 
Physiol.  1910,  40.  404). 

Chemically,  the  enzymes  are  presumably  of 
a  very  complex  character,  but  they  have,  up  to 
the  present,  evaded  the  skill  of  the  chemist,  no 
one  of  them  having  been  isolated  in  a  pure 
condition  and  submitted  to  investigation-  It 
appears,  however,  to  have  been  established  with 
some  degree  of  probability  that  certain  enzymes 
(pepsin,  diastase)  are  not  proteins.  All  enzymes 
apipear  to  form  coUoidal  solutions,  and  in  agree- 
ment with  this  they  only  possess  very  slight 
powers  of  diffusion,  so  that  they  only  pass 
slowly  and  imperfectly  through  the  ordinary 
dialysing  membranes. 

Ecto-  and  Endo-enzymes.  In  many  cases, 
the  enzymes,  after  being  elaborated  in  the  cell, 
are  excreted  into  the  surrounding  medium,  in 
which  they  produce  their  characteristic  effects. 
This  is  the  case,  for  example,  with  some  of  the 
digestive  ferments  of  the  animal  body,  the 
ptyalin  of  the  sahvary  gland,  the  pepsin  of  the 
stomach,  the  tryi^sin  of  the  pancreas  (in  this 
case  in  an  inactive  form)  being  aU  poured  into 
some  portion  or  other  of  the  aUmentary  canal. 
In  other  cases,  the  enzyme  does  not  pass  out  of 
the  cell,  the  chemical  change  m  question  taking 
place  inside  the  cell.  The  best  liiiomi  case  of 
this  kmd  is  probably  that  of  alcoholic  fermenta- 
tion, which  occurs  entirely  mside  the  yeast  cell. 

A  second  pomt  of  difference  lies  in  the  behaviour 
of  enzymes  towards  solvents.  Many  enzymes 
{ectoenzyines)  can  readily  be  extracted  by  such 
solvents  as  water,  normal  saline  (0-8  p.c.  sodium 
chloride  solution),  and  glycerol  from  the  cells 
after  the  organism  has  clied.  Thus  pepsin  and 
chymase,  the  enzyme  of  rennet,  can  be  extiracted 
by  weak  acid  or  gh'cerol  from  the  membrane  of 
the  stomach  of  the  calf  or  other  animal.  Again, 
invertase  and  maltase,  which  only  pass  out  of 
the  hving  yeast  cell  in  very  small  amount,  can 
be  removed  by  water  from  dried  and  heated 
yeast.  Others  again  cannot  be  removed  from 
the  cell  in  this  way  until  the  cell  wall  has  been 
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ruptured,  and  these  are  termed  endoenzymes  or 
intracellular  enzymes.  The  autoclastic  enzymes 
of  tho  animal  body  are  instances  of  this,  as  are 
also  the  zymase  and  tryptase  of  yeast.  (It  has, 
however,  been  shown  that  zymase  can  be 
extracted  from  dry  yeast  by  simple  maceration 
with  water:  Lebedew,  Compt.  rend.  1911,  152, 
49.) 

Extraction  of  enzymes.  These  facts  provide 
the  clue  to  the  practical  methods  adopted  for 
the  extraction  of  enzymes. 

1.  Soluble  enzymes  can  be  extracted  by 
digesting  the  finely  divided  material  which 
contains  them  with  water,  saline,  or  glycerol. 
The  enzyme  solution  is  then  poured  off,  pressed 
out  or  separated  by  centrifugalisation,  according 
to  circumstances,  and  either  used  directly  or 
submitted  to  some  process  of  purification.  In 
some  cases  it  is  necessary  or  advisable  to  treat 
the  material  with  dilute  acid  to  convert  the 
inactive  proenzyme  or  zymogen  of  the  cell  into 
the  active  enzyme.  As  in  the  instances  of 
invertase  and  maltase  mentioned  above,  it  is 
essential  that  the  cell  shall  be  killed  before  being 
.submitted  to  extraction.  ThLs  is  best  accom- 
plished in  these  cases  by  treatment  with  chloro- 
form or  ether  (invertase)  or  by  drjdng  and  heating 
the  yeast  (maltase). 

2.  Insoluhle  or  endo-enzymes  are  extracted 
by  first  of  all  rupturing  the  cells  by  some  process 
of  grinding,  and  then  removing  the  liquid  cell 
contents  by  simple  pressure  with  or  without  the 
addition  of  some  substance  like  kieselguhr, 
which  greatly  facilitates  the  process,  but  has 
the  disadvantage  of  retaining  some  of  the 
enzyme.  A  typical  instance  of  this  is  afforded 
by  the  preparation  of  yeast  juice  from  yeast  by 
the  method  of  E.  and  H.  Buchner  and  Hahn, 
which  is  described  below  under  the  heading  of 
Alcoholic  fermentation.  In  other  cases,  the 
tissue  or  organ  may  be  simply  minced  or  frozen 
and  finely  sliced,  and  may  then  be  extracted 
with  water  or  saline. 

Dry  preparations  of  enzymes.  A  solution  of 
an  enzyme  in  an  aqueous  fluid  often  loses  its 
characteristic  i)roperties  very  quickly,  either 
on  account  of  the  instability  of  the  enzyme 
itself,  or  because  of  the  presence  of  other  enz3'mes 
which  bring  about  its  decomposition.  Such 
solutions  are,  moreover,  extremely  liable  to  in- 
fection by  moulds,  yeasts,  and  bacteria,  and 
must  either  be  kept  at  a  low  temperature  or 
treated  with  some  antiseptic.  Dry  preparations 
are  found  to  be  much  more  permanent,  and, 
when  quite  dry,  can  be  kept  for  long  periods 
without  undergoing  much  loss  of  power. 

They  may  be  obtained,  in  the  first  place,  by 
the  evaporation  of  the  solution  in  vacud  at  as 
low  a  temperature  as  possible,  the  product  being 
usually  a  scaly  mass.  A  second  and  often  more 
convenient  method  consists  in  precipitation  by 
alcohol,  nearly  all  enzymes  being  insoluble  in 
75-90  p.c.  alcohol.  The  chief  practical  diiHculty 
of  this  method  lies  in  the  fact  that  aqueous 
alcohol  frequently  appears  to  exert  an  extremely 
detrimental  effect  on  the  enzyme,  so  that  the 
process  must  in  such  cases  be  carried  out  with 
great  rapidity.  The  final  dehydration  is  usually 
effected  by  treatment  of  the  precipitate  with 
absolute  alcohol  and  then  with  ether,  a  fine 
white  powder  being  thus  obtained. 

It  is  not,  however,  in  aU  cases  necessary  to 


extract  the  enzj'mo  from  the  organism  which 
contains  it.  Thus,  for  example,  crushed  eastor- 
oil  seeds  are  commonly  usetl  for  the  purijose  of 
decomposing  fats  by  means  of  the  lipase  which 
they  contain.  Buchner  and  his  colleagues  have, 
moreover,  been  able  to  effect  several  types  of 
fermentation  (alcoholic,  lactic,  acetic)  by  means 
of  the  cells  of  the  organism,  which  have  been 
simply  kUled  by  dry  heat  or  killed  and  dehy- 
I  drated  by  treatment  with  alcohol  and  ether  or 
witli  acetone. 

Purification  of  enzymes.  The  preparations 
obtained  by  the  foregoing  methods  are  all 
extremely  crude,  and  contain,  in  addition  to 
other  enzymes,  large  proportions  of  extraneous 
matter,  chiefly  consisting  of  mineral  salts, 
especially  j)hosphates,  proteins,  and  carbo- 
hydrates. Many  attempts  have  been  made  to 
remove  these  by  various  processes  of  chemical 
precipitation  (lead  acetate,  &c.),  salting  out, 
dialysis,  treatment  with  yeast  to  remove  sugars, 
&c.,  and  thus  to  arrive  at  a  pure  enzyme. 
Some  of  these  cases  are  mentioned  later  on,  and 
there  is  no  doubt  that  a  considerable  degree  of 
purification  can  be  effected  by  these  methods. 
The  usual  experience  has,  however,  been  that 
with  increasing  freedom  from  such  substances, 
the  enzyme  becomes  more  and  more  susceptible 
of  change,  and  finally  loses  its  activity  before 
anything  which  can  be  regarded  as  an  individual 
chemical  compound  has  been  isolated. 

Mode  of  action  of  enzymes.  Enzymes  act  as 
catalysts,  but  differ  from  catalysts  of  known 
symmetrical  constitution  in  being  specific  in 
their  action.  The  three  disaccharides,  su- 
crose, maltose,  and  lactose,  for  example,  are  all 
hydrolysed  by  the  same  acids,  whereas  each  of 
them  requires  for  its  enzymic  hydrolysis  a 
special  enzyme,  which  has  no  action  whatever 
on  the  other  two.  The  most  probable  view  as 
to  the  mode  of  action  of  enzymes  upon  the 
substance  to  be  decomposed,  knowai  as  the 
substrate  or  zymolyte,  is  that  in  the  first  place 
some  sort  of  combination  between  the  two 
occurs,  and  that  this  is  then  followed  by  the 
comparatively  slow  breaking  up  of  this  complex, 
with  liberation  of  the  enz3'me  and  the  products 
of  decomposition  of  the  zymolyte. 

It  would,  therefore,  be  expected  that  as  long 
as  excess  of  enzyme  v/erc  present,  the  reaction 
would  follow  the  ordinary  course  of  a  catalytic 
change.  As  soon  as  a  certain  limit  of  concentra- 
tion of  the  substrate  is  reached,  however,  there 
is  sufficient  of  it  to  combine  with  the  whole  of 
the  enzyme,  and  any  further  increase  in  its  con- 
centration is  then  unable  to  produce  any 
increase  in  the  number  of  decompositions  per 
unit  of  time,  or  in  other  words,  after  a  certain 
concentration  is  reached,  equal  amounts  of  the 
substrate  will  bo  decomposed  in  equal  times. 
These  conditions  appear  to  be  realised  in  most 
cases  of  enzyme  action,  but  since  the  absolute 
concentration  of  the  enzyme  is  usually  very 
small,  the  second  period  of  the  reaction,  decom- 
position of  equal  amounts  in  equal  times,  is 
usually  the  more  obvious. 

Most  of  the  enzymic  decompositions  which 
have  been  studied  from  this  point  of  view,  are 
cases  of  hydrolysis,  which,  in  the  presence  of 
acids  alone  follow  the  usual  course  for  which  the 
equation  K=l/i(\oga/a—x)  holds.  This  same 
expression  should  therefore  hold  for  the  enzymic 
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reaction  when  excess  of  enzj^mc  is  present,  and 
this  Ls  actually  found  to  be  the  case.  When, 
ho\\'ever,  the  relations  of  concentration  are  such 
that  equal  amounts  are  decomposed  in  equal 
times,  K,  calculated  by  the  foregoing  expression, 
would  increase  with  the  time  instead  of  being 
constant.  On  the  other  hand,  anything  which 
lessens  the  effective  concentration  of  the  enzyme 
will  lower  the  rate  of  action  and  lead  to  a 
decrease  of  K.  In  many  enzyme  actions,  there 
are  at  least  three  causes  which  tend  to  produce 
this  effect.  In  the  first  place,  the  enzyme  itself 
tends  to  become  inactive.  This  change  some- 
times proceeds  too  slowly  to  have  any  effect  on 
the  result  {e.g.  in  Senter's  experiments  on  the 
decomjjosition  of  hydrogen  peroxide  by  hjeraase) ; 
in  other  cases,  it  occurs  so  rapidly  as  to  influence 
the  velocity  very  perceptibly  (e.g.  in  alcoholic 
fermentation  by  yeast  juice,  in  which  the 
fermentation  ceases  for  this  reason).  In  the 
second  place,  the  products  of  the  reaction  often 
diminish  the  rate  of  change  to  a  greater  or  less 
extent.  Thirdly,  a  state  of  equilibrium  is  often 
attained  short  of  complete  decomposition,  and 
this  also  causes  a  decrease  in  K.  Very  valuable 
information  can  be  obtained  about  the  course  of 
the  reaction  by  determining  the  initial  velocity 
of  the  change  under  various  conditions  of  con- 
centration, as  these  inhibiting  influences  are 
thereby,  to  a  large  extent,  eliminated.  In  this 
way,  A.  J.  BroATO  showed  that  the  apparent 
monomolecular  course  of  the  inversion  of  cane 
sugar  by  invertase  was,  in  reality,  due  to 
secondary  effects.  When  a  series  of  concentra- 
tions of  sugar  were  taken,  the  initial  rates  of 
change  were  found  to  be  equal,  whereas  in 
presence  of  the  products  the  rate  of  change 
diminished  almost  m  agreement  ^\ith  the  mono- 
molecular  law.  This  same  effect  is  obvious  in 
the  results  of  Hudson  with  cane  sugar,  of  Kastle 
and  Loevenhart  with  the  decomposition  of 
ethyl  butyrate  by  lipase,  and  of  Eulcr  with 
alcoholic  fermentation  by  yeast  juice. 

It  appears,  therefore,  that,  as  a  rule,  the 
velocity  curve  of  an  enzyme  reaction  expresses 
the  resultant  of  a  very  complicated  system  of 
fihenomena,  and  can  only  be  properly  interpreted 
when  a  considerable  number  of  experiments  have 
been  made  to  ascertain  aU  the  factors  concerned. 

When  the  substrate  is  present  in  large  excess, 
increase  of  concentration  of  the  enzyme  fre- 
quently mcreases  the  rate  of  change  jwopor- 
tionally,  in  agreement  A\ith  the  usual  experience 
with  morganic  catalysts.  This  is,  for  example, 
true  for  invertase.  In  some  cases,  however,  the 
rate  increases  in  proportion  to  a  fractional  jiower 
of  the  amount  of  ferment.  This  is  the  ease  when 
pepsin  acts  on  dissolved  albumins,  the  amount  of 
action  in  ec^ual  times  bemg  proportional  to  the 
square  root  of  the  amoimt  of  pepsin  (Schiitz), 
and  this  rule  appears  to  hold  for  many  enzyme 
actions.  It  is  explained  by  Arrhenius  on  the 
ground  that  the  enzyme  combines,  with  the 
products  of  the  I'eaction  (Immunochemie, 
Leipzig,  1907).  In  other  cases,  the  amount  of 
action  is  found  to  be  constant  when  the  product 
of  amount  of  ferment  and  time  is  constant,  or 
Fxf=A'.  This  holds  for  the  action  of  pepsin 
on  coagulated  albumin,  and  for  that  of  trypsin 
on  caseinogen  (Hedin),  and  in  many  other  cases. 

The  inhibiting  influence  of  the  products  of 
the  reaction  is  in  many  cases  specific,  numerous 


instances  of  this  having  been  observed  among 
the  sugars  and  amino-acids.  Thus  invertase  is 
inhibited  by  fructose  (A.  J.  Browai),  but  not  by 
glucose  (Ai'mstrong) ;  lactase  by  galactose  but 
neither  by  fructose  nor  glucose,  &c. 

As  regards  the  nature  of  the  combmation 
between  enzyme  and  substrate,  very  little  is 
kno'wn.  Some  authors,  however,  regard  it  as 
highly  probable  that  it  is  of  the  nature  of 
adsorption  between  the  particles  of  the  colloidal 
enzyme  and  the  substrate,  and  find  in  this  an 
exjjlanation  of  such  relations  as  are  exemplified 
by  the  proportionality  between  amount  of  action 
and  the  square  root  of  the  amount  of  enzyme, 
discussed  above  {see  Bayliss,  The  Nature  of 
Enzyme  Action,  vii.). 

Whatever  the  nature  of  the  combination,  it 
appears  to  render  the  enzyme  less  susceptible  of 
change  whether  by  rise  of  temperature,  spon- 
taneous decomposition,  or  tlie  action  of  other 
enzymes. 

Reversibility  of  enzyme  action :  synthetic 
action  of  enzymes.  Since  enzymes  act  as 
catalysts,  it  might  be  expected  from  analogy 
with  catalysts  of  known  composition  that  they 
would  bring  alwut  conditions  of  equilibrium  by 
affecting  the  velocities  both  of  the  reaction 
itseH  and  of  the  reverse  reaction  (Tammann, 
Zeitsch.  physiol.  Chem.  1892,  16,  271).  Thus  it 
might  be  expected  that  an  enzyme  which  efl'ected 
the  hydrolysis  of  a  disaccharido  into  two  hexose 
molecules  would,  when  added  to  a  mixture  of 
these  two  hexoses  in  the  proper  concentration, 
synthesise  the  disaccharide.  In  each  case  the 
reaction  would  proceed  until  equilibrium  was 
produced,  and  the  .same  equUibrium  would  be 
attained  A\  hether  the  disaccharide  or  the  mixed 
hexoses  formed  the  starting-point. 

This  extremely  important  property  of 
enzymes  was  first  experimentally  demonstrated 
by  'C!roft  Hill  (Chem.  Soc.  Trans.  1898,  634)  m  the 
case  of  the  action  of  maltase  on  maltose,  and  so 
many  instances  have  since  been  observed  that 
reversibUity  of  action  may  now  almost  be  taken 
as  a  general  property  of  enzymes. 

The  simplest  case,  so  far  observed,  is  the 
action  of  lipase  on  esters  of  the  fatty  acids 
which  exhibits  all  the  characteristic  features  of 
a  reversible  reaction  (Kastle  and  Loevenhart 
Amer.  Chem.  J.  1900,  24,  491).  These  ob- 
servers found  that  the  hydrolysis  of  ethyl 
butyrate  by  the  hpase  of  the  pancreas  or  hver  of 
the  -pig  was  always  incomplete,  and  that  when 
this  enzyme  was  added  to  a  mixture  of  butyric 
acid  and  alcohol  (N/30),  about  6  p.c.  of  the 
butyric  acid  was  converted  into  ethyl  butyrate 
in  40  hours  at  25°,  no  ester  being  formed  in  a 
control  experiment  with  the  boiled  enzyme 
solution. 

The  reaction  studied  by  Croft  Hill  deserves 
consideration  as  the  first  observed  case  of 
synthesis  resulting  from  enzyme  action.  The 
change  in  question  was  subsequently  found  to 
be  of  great  complexity,  and  unanimity  of  opinion 
on  the  question  has  not  yet  been  attained.  The 
essential  facts  observed  by  Hill  were:  (1)  that 
when  concentrated  glucose  solution  was  acted 
on  by  the  maltase  of  yeast,  a  portion  of  the 
glucose  was  converted  into  a  disaccharide  of 
higher  rotation  and  lower  reducing  power  ;  (2) 
that  when  such  a  solution  was  diluted,  the 
disaccharide  was  reconverted  almost  completely 
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into  glucose.  These  observations  were  inter- 
preted to  mean  that  in  concentrated  solution,  a 
certain  proportion  of  maltose  (15  p.c.  of  the 
glucose  in  a  45  p.c.  solution)  had  been  formed 
sjTitheticaUy  from  the  glucose,  and  that  on 
dilution  the  condition  of  equilibrium  had  been 
shifted  in  the  direction  of  almost  complete  de- 
composition of  the  maltose  back  again  into 
glucose.  It  was,  however,  subsequently  found 
by  Emmerling  (Ber.  1901,  34,  600),  that  the 
disaccharide  formed  consisted  chiefly  of  a  sugar 
isomeric  with  maltose,  which  was  identified  by 
Emmerling  as  the  womaltose  obtained  by 
Fischer  by  the  action  of  acids  on  glucose,  but 
was  regarded  by  Croft  HUl  as  a  new  sugar, 
revertose.  E.  F.  Armstrong  (Proc.  Roy.  Soc. 
B,  1905,  76,  592)  has  confirmed  Emmerling's 
result  as  to  the  nature  of  the  chief  product 
formed,  and  has  further  obtained  the  paradoxical 
result  that  emulsin  which  decomposes  womaltose, 
but  not  maltose,  converts  glucose  into  maltose, 
and  not,  as  might  have  been  expected,  into  iso- 
maltose.  Each  enzyme,  therefore,  according  to 
Armstrong,  produces  from  glucose  the  disacchar- 
ide which  it  is  unable  to  hj  drolyse. 

This  remarkable  result  has  not  yet  been  con- 
firmed, and  Armstrong  did  not  ascertain  whether 
the  maltose  formed  by  the  action  of  emulsin  was 
decomposed  by  the  same  enzyme  preparation 
when  its  solution  was  diluted.  Moreover,  only 
a  very  small  proportion  of  maltose  appears  to 
have  been  formed.  The  simplest  explanation  of 
Croft  Hill's  experiment  seems,  therefore,  to  be 
that  adopted  by  Bayliss,  that  the  maltase  em- 
ployed contained  emulsin  (which  has  since  that 
time  been  sho^¥n  by  Henry  and  Auld  (Proc.  Roy. 
Soc.  1905,  B,  76,  568)  to  be  present  in  yeast),  and 
that  each  enzyme  synthesised  from  glucose  the 
particular  disaccharide  which  it  was  capable  of 
decomposing  (see  also  E.  F.  Armstrong,  The 
Simple  Carbohydrates  and  Glucosides,  75 ; 
Fajans,  Zeitsch.  physikal.  Chem.  1910,  73,  25  ; 
75,  232). 

A  suggestion  has  also  been  advanced  that 
the  synthesis  and  hydrolysis  of  the  same  com- 
pound are  effected  by  different  enzymes  which 
occur  together  but  are  each  only  able  to  discharge 
the  single  function  of  hydrolysis  or  synthesis 
(see  Rosenthaler,  Biochem.  Zeitsch.  1908,  14, 
238;  1909,  17,  257).  This  idea  is  rendered 
improbable  by  the  fact  that  in  many  cases  the 
same  state  of  equilibrium  is  attained  when 
enzymes  of  different  origin  are  employed. 

It  has,  however,  been  pointed  out  by  Fajans 
{I.e. )  that  the  enzyme  itself  probably  takes  part 
in  the  equilibrium,  and  that  therefore  alteration 
in  its  concentration  might  affect  the  state  of 
equilibrium.  This  fact  would  also  explain  the 
observation  that  the  equilibrium  in  certain 
cases  of  decomposition  of  acid  esters  is  not  the 
same  when  attained  by  the  use  of  enzyme  as 
when  brought  about  by  acid.  The  synthetic 
action  of  enzymes  is  still  a  little-known  branch 
of  the  subject,  but  is  of  enormous  importance  in 
the  biological  chemistry  of  the  living  organism, 
since  it  is  probably  by  the  aid  of  reactions  of 
this  kind  that  the  whole  work  of  building  up 
'  the  tissues  is  effected. 

Asymmetric  and  selective  action  of  enzymes 
It  has  been  shown  by  the  researches  of  Marck- 
wald,  McKcnzie,  and  others  (Ber.  1904,  37, 
349,  1368,  4696  ;  Chem.  Soc.  Trans.  1905,  1373  ; 


1906,  688)  that  in  a  reaction  in  which  an  asym- 
metric carbon  atom  is  produced,  the  two 
possible  optically  active  isomerides  may  be 
produced  in  unequal  quantities  provided  that 
the  possibUity  is  afforded  by  the  introduction  of 
an  optically  active  radicle  that  the  resulting 
compounds  shall  not  be  optical  antipodes. 
Thus  the  reduction  of  pyroracemic  acid 

CHj-CO'-COOH 
leads  to  the  formation  of  inactive  cfMactic  acid 
CH3-CH(0H)-C00H,  whilst  the  reduction  of 
menthyl-p3Toracemate  CHj-CO-COOCiqHji,  pro- 
ceeds asymmetrically  and  yields  an  excess  of 
the  ester  of  the  Z-acid.  More  recently,  it  has 
been  shown  by  Bredig  and  Fajans  (Ber.  1908,  41, 
752)  that  a  catalytic  reaction  may  proceed 
asymmetrically  when  the  catalyst  is  itself 
optically  active.  This  has  been  found  to  be  the 
case  when  Z-nicotine  is  employed  to  catalyse  the 
decomposition  of  rfZ-camphorcarboxylic  acid, 
the  (Z-acid  being  in  this  case  the  more  rapidly 
decomposed.  This  is  precisely  analogous  to 
what  occurs  in  many  enzyme  reactions,  the 
asymmetric  catalyst  being  in  these  cases  the 
particular  enzyme  involved.  There  is,  it  is 
true,  no  direct  positive  evidence  that  enzymes 
are  optically  active  substances,  since,  as  already 
mentioned,  no  enzyme  has  as  yet  been  isolated, 
but  there  is  a  strong  probability  that  this  is  the 
case. 

A  good  example  of  this  asymmetric  enzyme 
action  is  to  be  found  in  the  work  of  Dakin  (J. 
Physiol.  1904,  30, 253),  who  showed  that  the  two 
optically  active  components  of  inactive  dl- 
mandelic  ester,  which  are  hydrolysed  at  equal 
rates  by  alkalis,  are  decomposed  at  different 
rates  by  the  fat-sphtting  enzyme  or  hpase  of 
the  liver,  the  dextro-  ester  being  the  more  rapidly 
hydrolysed,  so  that  after  the  removal  of  the 
resulting  acid,  the  residual  ester  is  Iobvo- 
rotatory.  This  action  is  probably  to  be  ex- 
plained by  the  formation  of  compounds  between 
the  enzyme  and  each  of  the  components  of  dl- 
mandeUc  ester.  The  enzyme  being,  as  explained 
above,  itself  an  optically  active  substance,  two 
different  compounds  are  formed  and  these  are 
decomposed  at  different  rates.  Many  instances 
of  this  asymmetry  of  action  are  known  among 
the  chemical  changes  produced  by  micro- 
organisms. Thus  the  oxidation  of  inactive 
hydroxy  acids  (McKenzio  and  Harden,  Chem. 
Soc.  Trans.  1903,  83,  424),  and  of  the  amino 
acids  by  moulds,  which  was  used  by  Pasteur  for 
the  resolution  of  such  compounds,  proceeds  in  a 
precisely  similar  manner ;  both  of  the  com- 
ponents are  attacked,  but  one  more  rapidly  than 
the  other.  Similarly,  the  so-called  alcoholic 
fermentation  of  the  amino  acids  by  yeast,  as 
the  result  of  which  they  are  converted  into 
carbon  dioxide,  ammonia,  and  an  alcohol,  takes 
place  more  rapidly  with  one  of  the  components 
than  ^vith  the  other,  so  that  by  this  means 
J-alanine  and  rf-leucine  can  readily  be  prepared 
from  the  inactive  synthetic  acids  (Ehrlich, 
Biochem.  Zeitsch.  1906,  1,  8),  the  other  com- 
ponent being,  in  each  case,  more  easily  decom- 
posed. 

An  extreme  case  of  this  asymmetry  of  action 
is  presented  by  many  enzymes  which  only  act 
on  one  stereoisomeride,  and  leave  the  other 
entirely  untouched.  Some  remarkable  in- 
stances of  thij  kind  have  been  revealed  by  the 
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researches  of  Fischer  and.  his  colleagues  on  the 
enzymes  which  bring  about  the  hydrolysis  of 
the  disaccharides  and  the  glucosides.  The 
relations  between  enzyme  and  zymolyte.  which 
exist  in  this  group  of  compounds,  have  been 
lUcened  by  Fischer  to  those  which  exist  between 
a  lock  and  key.  The  enzyme  is  capable  of 
combining  wth  one  stereoisomeride,  but  is  of 
such  a  structure  that  not  only  does  the  change 
to  the  opposite  optical  isomeride  prevent  com- 
bination, but  even  a  change  in  the  arrangeuient 
of  the  groups  which  condition  asymmetry  round 
a  single  carbon  atom  in  the  molecule  of  the 
sugar,  just  as  the  change  of  a  single  ward  of  a 
lock  prevents  the  key  from  fittmg  it.  The 
classical  example  of  this  relation  is  afforded  by 
the  behaviour  of  maltase  on  the  one  hand,  and 
emulsiia  on  the  other,  to  the  various  disaccharides 
and  glucosides. 

Glucose  forms  two  stereoisomeric  meth3'l 
esters,  which  only  differ  from  one  another  in  the 
arrangement  of  the  groups  round  the  terminal 
carbon  atom,  so  that  their  configurations  may  be 
represented  as  follows  : — 


CHjO-C-H 
HC-OH 


H-C-OCHj 
HC-OH 


CH^-OH 

a-Methylglucoside. 


CH^-OH 

/8-Methylglueoside. 


One  of  these  is  arbitrarily  known  as  a-methyl- 
glucoside,  and  the  other  as  ;3-methylglucoside. 
Of  these,  the  a-  compound  only  is  attacked  by 
maltase  and  the  ^-  compound  only  by  emuLsin, 
and  precisely  similar  relations  exist  between  the 
o-  and  ;8-ethyl  glucosides.  Hence  maltase  has 
received  the  more  i^recLse  name  of  a-glucosidase 
(or  sometimes  a-glucase),  whUst  emulsin  (or  that 
constituent  of  the  complex  usually  termed 
emulsin,  which  effects  this  particular  change)  is 
termed  jS-glucosidase.  Neither  of  these  enzymes 
will  attack  the  fi-  and  a-methyl  glucosides  of 
Z-glucose,  which  are  the  exact  oj)tical  antipodes 
or  '  mirror  images  '  of  the  a-  and  /3- methyl 
c?-glucosides,  and  moreover  they  also  have  no 
action  on  the  corresptinding  derivatives  of 
(i-mannose,  rf-galactose,  and  Z-xylose,  although 
in  each  of  these  three  cases  the  difference 
between  the  unattacked  compound  and  the 
corresponding  glucose  derivative  extends  only 
to  one  carbon  atom.  On  the  other  hand, 
;8-methyl  tetramothyl  glucoside,  in  which  four 
of  the  hydrogens  of  the  hydroxyl-  groujDS  of 
yS-methyl  glucoside  have  been  replaced  by  methyl 
is  hydrolysed  by  emulsin,  so  that  this  extensive 
introduction  of  the  methyl- group  has  less  effect 
than  a  change  in  the  symmetry  of  a  single 
carbon  atom. 

The  other  enzymes  capable  of  hycb'olysuig 
disaccharides  are  equally  specific.  Invertase, 
for  examj)le,  hydrolyses  cane  sugar  (and  possibly 
rafiinose,  which,  like  cane  sugar,  contains  the 
fructose  group),  but  has  no  action  on  maltose, 
lactose,  or  the  a-  and  ;8-methyl  glucosides. 
Similarly,  lactase  only  attficks  lactose,  and  not 
cane  sugar,  (fee. 


The  alcoholic  enzyme  of  yeast  also  possesses 
a  highly  specific  character,  but  is  not  affected  by 
such  small  changes  in  configuration  as  are 
maltase  and  emulsin.  Thus  (/-glucose,  d-man- 
nose,  and  rf-fructose  are  all  fermentable  by  yeast, 
whilst,  on  the  other  hand,  Z-glueose,  Z-mannose, 
and  Z-fructose  are  not  fermentable,  and  this  is 
also  true  of  the  pentoses. 

Similar  results  have  been  obtained  by  Fischer 
and  Abderhalden  (Zeitsch.  physiol.  Chem.  1905, 
46,  52)  in  examining  the  action  of  pancreatic 
juice  on  the  synthetic  polypeptides.  Only  one 
half  of  the  racemic  compound  is  attacked  and 
the  products  of  hydrolysis  are  always  those 
active  amino-acids  which  are  contained  in  the 
natural  proteins.    Thus  racemic  alanylglycine 

CH3-CH(NH2)-CO-NH-CH2-COOH 

yielded  glycine  and  ci-alanine  as  hydrolysis 
products,  Z-alanylglycine  being  left  untouched. 

AU  these  facts  afford  the  strongest  evidence 
that  combination  between  enzyme  and  zymolyte 
precedes  the  decomposition  of  the  latter,  ajid 
there  is  little  doubt  that  similar  conditions  hold 
generally  for  the  synthetic  action  of  enzymes, 
although  but  few  instances  of  this  have  hitherto 
been  studied.  A  striking  case  in  point  is  the 
combination  between  hydrocyanic  acid  and 
benzaldehyde.  Ordinarily  these  substances 
combine  to  form  iiaactive  benzaldehyde 
cyanhych-in  C„H5-CH(0H)-CN.  When,  how- 
ever, tliLs  reaction  is  carried  out  in  the  presence 
of  emulsin  (or  rather  of  that  constituent  of 
emulsin  which  is  distmguished  as  hydroxj-- 
nitrilase),  the  resulting  product  is  optically 
active,  a  greater  profiortion  of  the  d-  than  of  the 
Z-cyanhydrin  having  been  formed  (Rosenthaler, 
Biochem.  Zeitsch.  1908,  14,  238),  and  in  one  case 
the  d-  compound  being  the  sole  jwoduct. 

la  nature,  the  asymmetry  of  action  of 
sjTithetio  enzymes  is  of  the  most  far-reachmg 
importance,  as  is  evidenced  by  such  facts  as 
that  the  sugars,  proteins,  and  many  other 
naturally  occurring  compounds,  are  all  ojjtically 
active.  Moreover,  the  asymmetry  of  action  is 
so  great  that  in  many  cases,  e.g.  the  sugars,  the 
optical  antipodes  of  the  compounds  appear  not 
to  occur  at  all. 

Zymogens.  The  formation  of  enzymes  m  the 
cell  is  a  subject  of  great  importance,  about  which 
very  little  is  knowi.  In  many  cases,  however, 
it  has  been  ascertamed  that  the  cell  contains  an 
mactive  substance,  termed  a  zymogen  or  pro- 
ferment, which  subsequently  becomes  active 
and  can  often  be  rendered  so  by  treatment  with 
dilute  acid.  A  very  striking  mstance  is  afforded 
by  the  inactive  trypshiogen  of  the  pancreas. 
This  substance  is  contained  in  pancreatic  juice, 
and  is  quite  inactive.  When  it  is  mixed  with 
intestinal  juice  it  is  converted  into  active 
trypsin,  by  the  action  of  a  specific  substance 
kno^\^^  as  enteroIcina.se,  which  is  itself  in  all 
probabiUty  an  enzyme.  A  case  of  even  greater 
complexity  is  that  of  the  enzyme  thrombase, 
■s^hich  brmgs  about  the  clotting  of  blood. 

Coenzymes.  Some  enzymes  are  incapable 
of  producing  their  characteristic  effects  in  the 
absence  of  a  second  substance,  usually  of  a  less 
complex  character,  which  is  therefore  termed  a 
coenzyme.  The  nature  and  functions  of  this 
class  of  substance  arc  little  understood  {see 
Alcoholic  fermentation). 
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Classiflcation  and  nomenclature  of  enzymes,  j 

The  nomenclature  of  enzymes  is  leased  on  the 
pruiciplo  that  the  name  should  indicate  the 
substance  acted  upon  by  the  enz\  mc,  and  should 
end  with  the  syllable  -ase,  which  is  adopted  as 
a  specific  termination,  signifying  an  enzyme. 
This  system  introduces  some  difficulties,  as 
certain  compounds  are  decomposed  in  different 
ways  by  different  enzymes  [e.g.  amygdalin  and 
raffinose),  and  some  enzymes  decompose  many 
different  compounds  {e.g.  the  digestive  enzymes). 
These  difficulties  are  avoided  as  far  as  possible 
by  the  use  of  special  terms,  such  as  emulsin, 
tryptase,  invertase,  lipase,  and  further  specifica- 
tion is  also  sometimes  attained  by  adding  the 
names  of  the  products  formed. 

Some  confusion  exists  in  actual  practice, 
owing  to  the  name,  not  of  the  substance  decom- 
posed, but  of  the  product  being  prefixed  to  the 
termination  -ase.  Thus  alcoholase  is  occa- 
sionally used  for  the  alcohol-producing  enzyme 
of  yeast,  but  such  terms  should,  as  far  as 
possible,  be  avoided,  as  well  as  those  which 
simply  denote  the  origin  of  the  enzyme,  such  as 
haemase  (for  the  catalasc  of  blood). 

The  simplest  and  most  natural  mode  of 
classifying  enzymes  is  by  the  nature  of  the  re- 
actions which  they  catalyse.  Each  group  may 
then  be  further  subdivided  according  to  the 
nature  of  the  compound  upon  which  the  specific 
action  is  exerted. 

The  chief  enzymes  at  present  kno-wn  thus  fall 
into  the  following  groups,  which  agree  in  the 
main  with  those  adopted  by  Oppenheimer, 
Euler,  and  other  witers. 

A.  Enzymes  producing  hydrolysis  (hydro- 
lases). 

1.  Lipases,  decomposing  fats  and  esters ; 
sometimes  divided  into : 

(a)  Esterases,  decomposing  simple  esters. 
(6)  Lipases,  decomposing  fats  and  lipoid 
compounds,  such  as  lecithin,  &c. 

2.  Enzymes  capable  of  converting  aldehydes 
into  an  equimolecular  mixture  of  acid  and 
alcohol. 

3.  Enzymes  hydrolysing  the  complex  sac- 
charides and  glucosides  (oarbohydrases). 

(a)  Disacciiarases,  such  as  invertase,  maltase, 
lactase,  melibiase,  &c. 

(6)  Tri-  and  tetra-saccharases,  such  as 
raffinase. 

(c)  Polysaccharases,  such  as  diastase  or 
amylase,  inulase,  cytase  or  cellulase,  glycogen- 
ase,  &c. 

(d)  Glucosidases,  such  as  emulsin,  rhamnase, 

&c. 

4.  The  digestive  enzymes,  hydrolysing  the 
proteins,  polypeptides,  amides,  and  analogous 
compounds.  This  is  a  very  complex  group,  the 
precise  relations  of  which  are  not  at  all  under- 
stood, there  being  at  present  no  available  in- 
formation as  to  the  number  of  enzymes  concerned 
in  such  a  process  as  peptic  or  tryptic  digestion. 
These  enzymes  are  sometimes  termed  proteases 
and  amidases. 

(ci)  Simple  amidases,  causing  the  hydrolysis 
of  various  amino-  compounds,  such  as  urea, 
arginine,  adenine,  &c. 

(6)  Peptases  and  ereptases,  decomposing 
polypeptides  into  amino-acids. 

(c)  Tryptases,  comprising  a  large  number  of 
enzymes,  occurring  both  in  animal  and  vegetable 


organisms,  which  decompose  proteins  and  carry 
on  the  decomposition  to  the  amino-  acid  stage. 

(d)  Peptinases,  comjirisiug  the  enzymes  of 
the  animal  stomach  and  of  some  plants,  which 
in  acid  solution  hydrolyse  proteins,  producing 
albumoses,  peptone,  and  polypeptides. 

B.  Enzymes  producing  coagulation  (coagu- 
lases). 

1.  Thrombase,  which  produces  the  clotting 
of  blood. 

2.  Chymase,  or  rennet,  which  effects  the 
curdling  of  milk. 

3.  Pectase,  and  similar  enzymes. 

C.  Enzymes  producing  oxidation  (oxidases 
and  peroxidases). 

1.  Alcohol  oxidases,  oxidising  alcohol  mto 
acetic  acid. 

2.  Aldehydases,  converting  aldehydes  into 
acids. 

3.  Purinoxidases,  effecting  the  oxidation  of 
the  purin  bases. 

4.  Phenolases,  tjTosinases,  &c.,  which  effect 
the  oxidation  of  many  aromatic  ^-hydroxy 
and  amino-  derivatives. 

D.  Enzymes  producing  reduction  (reduc- 
tases). 

E.  Enzymes  producing  decompositions  in- 
volving rupture  of  a  carbon  chain.  These  are 
sometimes  known  as  zymases,  or  fermentation 
enzymes. 

1.  Enzymes  of  lactic  acid  fermentation. 

2.  Enzymes  of  alcoholic  fermentation. 

3.  Many  other  enzymes  doubtless  fall  into 
this  group,  since  there  is  little  doubt  that  the 
various  fermentative  changes  brought  about  by 
bacteria,  &c.,  are  largely  due  to  enzymes  of  this 
class.  As,  however,  this  has  not  yet  been 
proved  except  in  the  foregoing  cases,  these 
cannot  at  present  be  enumerated  here. 

F.  Enzymes  producing  the  decomposition  of 
hydrogen  peroxide  into  water  and  oxygen 
(catalases). 

Any  attempt  at  a  detailed  account  of  the 
enzymes  is  impossible  on  account  of  limitations 
of  space,  and  only  the  best  investigated  can  be 
j  even  briefly  described. 

I  Enzymes  pbodtjcing  Hydrolysis. 

1       Lipase.    Enzymes   capable  of  hydrolysing 
fats,  lecithins,  and  the  alcohol  esters  of  the 
fatty  acids  occur  both  in  the  animal  and  vege- 
!  table  kingdoms.    Some  authorities  distinguish 
j  between  the  ester-decomposing  enzymes,  which 
■  they  term  esterases,  and  the  true  fat-splitting 
j  enzymes  or  lipases,  but  it  is  doubtful  whether 
j  our  knowledge  of  the  subject  is  sufficient  to 
j  justify  this.    The  difficulty  of  discrimination 
between  different  enzymes  in  this  group  is 
,  greatly  increased  by  the  facts  that  not  only  do 
I  the  enzymes  themselves  appear  to  be  insoluble 
;  in   water,   but   the  fats   are  also  insoluble, 
i  These  circumstances  render  the  determination 
[  of  the  rate  of  action  extremely  uncertain. 
I       The  lipases  of  the  animal  body  occur  practi- 
!  caUy  in  all  the  tissues,  but  the  action  of  most  of 
these  appears  to  be  confined  to  the  decomjjosi- 
tion  of  esters,  such  as  ethyl  butyrate  (see  Kastle 
and  Loevenhart,  Amer.  Chem.  j.  1900,  24,  491). 

The  chief  fat-sphtting  enzymes  of  the  body 
are  found  in  the  secretions  of  the  pancreas  and 
intestine.  It  seems  probable  that  at  all  events 
the  greater  part  of  all  absorbed  fat  is  hytlrolysed 
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before  absorption,  and  this  process  takes  place 
in  the  intestine.  Tliese  enzymes  are  extremely 
sensitive  to  acids  and  oxidising  agents  ;  they 
dccomxwse  alcohol  esters  as  well  as  fats.  The 
filtered  extract  and  the  residue  prepared  from 
these  insoluble  enz3'mes  are  both  inactive, 
whereas  the  mixture  is  active,  and  the  inactive 
residue  can  be  rendered  active  by  the  salts  con- 
tained in  bile  (Magnus,  Zeitsch.  physiol.  Chem. 
1904,  42,  169;  1906,  48,  373;  Rosenheim,  J. 
Physiol.  Proc.  Feb.  19,  11)10,  14).  How  far 
this  phenomenon  dcjjends  upon  the  solubility 
relations  of  the  enzyme  or  the  fat,  is  not  known. 

The  vegetable  lipases  occur  in  the  form  of 
zymogen  in  the  seeds,  and  become  active  during 
germination.  The  enzyme  of  castor-oil  seed 
has  been  the  most  thoroughly  investigated. 
Like  animal  lipase,  it  appears  to  be  insoluble  in 
water,  but  it  differs  from  this  in  having  very 
little  action  on  the  esters  of  the  lower  fatty 
acids  (Armstrong,  Proc.  Roy.  Soc.  1905,  B,  76, 
606).  It  is  only  efiective  in  the  presence  of 
free  acid  and  is  rendered  most  effective  by 
N/10  to  N/3  sulphuric  acid  (Connstein,  Hoyer, 
and  Wartensteiu,  Ber.  1902,  35,  3988).  Under 
these  circumstances,  it  is  so  efficacious  that  it  is 
employed  technically  for  the  hydrolysis  of  fats. 

The  synthetical  action  of  animal  lipase  (or 
esterase)  and  its  asymmetric  decomposition  of 
<ZZ-esters  have  already  been  mentioned. 

Invertase.    Ovu-  knowledge  of  this  enzyme, 
which  brings  about  the  hydrolysis  of  cane  sugar 
to  fructose  and  glucose,  and  owes  its  name  to 
the  inversion  of  the  direction  of  rotation  from 
dextro-  to  Itevo-,  which  accompanies  the  change, 
is  largely  due  to  the  classical  researches  of 
O'Sullivan  and  Tompson  (Chem.  Soc.  Trans. 
1890,  834).    It  occurs  in  many,  but  not  all, 
species  of  yeast  and  in  manj'  moulds  and 
bacteria,  as  well  as  in  the  higher  plants  anil  the 
intestine  of  animals.    It  is  usually  prepared 
from  brewers'  yeast ;  the  enzyme  can  only  be 
very  imperfectly  extracted  from  the  living  cells, 
especially  when  a  young  and  vigorous  culture  is 
employed,  but  readily  passes  into  solution  in 
water  when  the  yeast  has  been  dried  and  heated 
or  treated  with  chloroform,  toluene,  or  alcohol. 
It  is  also  present  in  the  yeast-juice  obtained  by 
Buchner's  grinding  process,  but  is  best  prepared 
by  allowing  the  pressed  yeast  to  stand  in  a  flask 
until  it  has  become  liquid,  precipitating  with 
47  p.c.  alcohol,  and  grinding  the  precipitate 
with  absolute  alcohol.    Two  kilos,  of  yeast  thus 
yield  5  grams  of  a  grey  powder  containing  about 
3-5  p.c.  of  nitrogen  and  5-8  p.c.  of  ash.  The 
activity  is  usually  expressed  as  the  time  taken 
for  a  solution  of  0-05  gram  of  the  material 
dissolved  in  5  c.c.  of  0-5  normal  sodium  di- 
hydrogen  phosphate  to  reduce  the  rotation  of 
20  c.c.  of  20  p.c.  cane  sugar  solution  to  zero  at 
20°,  and  for  the  preparation  obtained  as  above, 
this  is  about  25  minutes.    More  active  ]3repara- 
tions  can  be  obtained  by  redissolving  in  25  parts 
of  water,  treating  with  2-5  parts  of  animal  char- 
coal for  an  hour,  shaking  with  10  parts  of  kaolin, 
and  rej)recipitating  with  alcohol.    This  process 
yields  a  material  containing  only  0-36  p.c.  of 
nitrogen  and  2-07  p.c.  of  ash,  and  having  an 
activity  of  14  minutes,  this  being  the  most 
active   preparation   so   far   described  (Euler, 
Lindberg,  and  Melander,  Zeitsch.  physiol.  Chem. 
1910,  69,  152).     This  result,  combined  with 


earlier  observations  of  Usbornc  {ibid.  1899,  28, 
399)  and  Salkowski  (/6jrf.  1901.  31,  306)  render  it 
improbable  that  invertase  is  a  protein,  but  the 
question  is  by  no  means  settled.  In  Monilia 
Candida  (Bon.),  invertase  occurs  as  a  true  endo- 
enzyme  which  can  only  be  obtained  from  the 
cell  bv  rupture  of  the  membrane  (Fischer  and 
Lindner,  Ber.  1895,  28,  3034;  Buchner  and 
Meisenheimer,  Zeitsch.  physiol.  Chem.  40,  167). 
The  action  on  cane  sugar  is  accelerated  by  acids 
up  to  a  cei'tain  concentration,  the  optimum  con- 
centration of  hydrogen  ions  being  10-^  ^  to  10—"' 
(Sijrensen,  Compt.  rend.  Carlsberg,  1909,  8, 
1),  and  is  at  once  inhibited  by  alkalis.  1'ho 
glucose  is  liberated  in  the  a-  form,  so  that  the 
rotation  falls  when  an  alkali  is  added,  and  con- 
siderable errors  may  be  introduced  in  estima- 
tions of  the  rate  of  action  by  polarimetric  ob- 
servations from  this  cause  (O'Sullivan  and 
Tompson  ;  Hudson,  J.  Amer.  (  'hem.  Soc.  1908. 
30,  1 160).  According  to  Visser  (Zeitsch.  ph3'sikal. 
Chem.  1905,  52,  257),  equilibrium  is  attained 
in  normal  cane  sugar  solution  in  presence  of 
invertase  when  99  p.c.  lias  been  hydrolyscd  and 
a  corresponding  synthesis  (1  p.c.)  j)robably 
occurs  in  a  solution  of  fructose  and  glucose, 
although  this  has  not  been  directly  proved. 

Solutions  of  invertase  hj'drolyse  rafilinose,  a 
trisaccharide  yielding  fructose,  glucose,  and 
galactose  on  complete  hydrolysis,  but  it  is  not 
certain  whether  this  is  actually  due  to  the 
invertase  or  whether  a  specific  raftinase  is 
present.  Certain  organisms  appear  to  hydrolyse 
cane  sugar  but  not  raflinose  [Mycodenna,)  and 
others  to  hydrolyse  rafiinose  but  not  cane  sugar 
(Schyzosar.charomiices  oclosporus  (Bey. ) ).  (For  the 
use  of  invertase  in  the  estimation  of  cane  sugar, 
see  J.  Soc.  Chem.  Ind.  1911.) 

Maltase  is  best  obtained  from  well-washed 
bottom  fermentation  yeast  by  drying  it  in  vacuo, 
powdering,  heating  gradually  to  100°,  and  then 
digesting  for  3  days  at  air  temperature  with  10 
!  parts  of    0-1  p.c.  caustic  soda  solution  and 
toluene,  and  finally  filtering  through  a  Clham- 
berland   filter  into   sterile  flasks   (Croft  Hill, 
Chem.  Soc.  Trans.  1898,  634),  a  neutral  or  faintly 
acid  solution  being  thus  obtained.    The  enzyme 
'  cannot  be  prepared  in  an  active  state  by  pre- 
cipitation with  alcohol  (Fischer,  Ber.  1894,  27, 
1113:  Riihmann,  ibid.  3251),  although  alcohol 
does  not  afiect  the  maltase  content  of  dry  yeast 
or  the  ch'ied  extract.    It  rapidly  hyclrolyses 
I  maltose  into  glucose,  1  c.c.  of  the  extract  pre- 
pared as  described  above  decomposing  20  p.c. 
of  the  maltose  in  20  c.c.  of  a  2  p.c.  solution  at 
30°  in  40  muiutes.    The  synthetic  action  of  this 
extract  has  already  been  discussed.    The  action 
of  the  enzyme  is  at  once  destroyed  by  free  alkali. 
Maltase  is  very  widely  distributed,  occurring  in 
many  yeasts  (but  not  in  S.  Mar.viami'i  (Han- 
sen),  i'.    exiguus    (Hansen),  SaccJuiromycodcs 
Liidwigii  (Hansen),  iS'.  apiculatus  (Rees),  and 
'  the  lactose-fermenting  yeasts),  in  many  bacteria 
and  moulds,  in  the  higher  plants,  and  in  the 
small  intestine,  liver,  kidneys,  blood,  and  other 
1  tissues  of  mammals.    Maltase,  as  already  men- 
tioned,  only   liydrolyses   a-glucosides,  and  is 
therefore  sometimes  called  a-glucase.    It  does 
1  not  afiect  i'somaltose,  which  is  a  0-glucoside,  or 
trehalose,  which  is,  however,  hydrolysed  by  a 
j  special  enzyme,  Irehalase,  which  occurs  in  moulds, 
,  some  yeasts,  antl  in  green  malt. 
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Lactase  is  the  specific  enzyme  which 
hydi'olyses  lactose  into  glucose  and  galactose. 
It  also  hj'drolyses  the  ;3-alkylgalactosides,  but 
not  the  a-  compounds,  and  is  therefore  a  ^8- 
enzyme.  Its  rate  of  action  is  diminished  by 
galactose,  but  by  no  other  sugar,  and  it  therefore 
appears  to  combine  with  this  substance  as  well 
as  with  lactose.  Lactase  occurs  in  a  few  yeasts, 
from  which  it  may  be  extracted  by  grinding 
A\ith  glass  powder  and  treatment  with  water 
(Fischer,  Ber.  27,  2991,  3481)  or  by  Buchner's 
process,  but  is  best  prepared  by  extracting  kefir 
grains  with  water.  It  also  occurs  in  some  bacteria 
{B.  bulyaricus  (Grigoroff),  &c.),  and  moulds  (e.gr. 
AUescheria  gayoni  (Sacc.  &  Syd. ) )  and  in  the  small 
intestine  of  carnivorous  and  omnivorous  animals 
and  of  young  herbivora  (Plimmer,  J.  physiol. 
Chem.  1906, 35,20).  An  enzyme  which  decomposes 
lactose  also  occurs  in  the  '  emulsin  '  obtained 
from  almonds  (H.  E.  and  E.  F.  Armstrong  and 
Horton,  Proc.  Roy.  Soc.  1908,  B,  80,  321),  which 
jirobably  differs  from  yeast  lactase.  Lactase, 
like  maltase,  effects  the  synthesis  of  a  disaccha- 
ride,  isolactose  (Fischer  and  Armstrong,  Ber. 
1902,  35,  3144). 

Amylase  or  diastase.  Enzymes  capable  of 
acting  on  starch  mth  the  production  of  a  sugar 
aj)pear  to  occur  in  nearly  all  living  organisms. 
The  whole  question  of  the  nature  of  these 
enzymes  and  of  their  action  on  starch  is  one  of  j 
great  complexity.  The  constitution  of  starch 
and  of  the  dextrins  formed  from  it  being  still 
unknown,  no  clear  idea  of  the  chemical  action 
involved  has  been  obtained,  nor  has  any  satis- 
factory criterion  been  found  by  which  to  judge 
whether  only  one  or  several  enzymes  are  present. 
It  is  therefore  impossible  to  do  more  in  this  place 
than  give  a  very  brief  statement  of  the  chief 
facts  which  have  been  ascertained.  More  com- 
plete information  ^^'ill  be  found  in  the  article 
on  Beewing,  and  in  The  Principles  and  Practice 
of  Brewing,  by  Sykes  and  Ling  (London,  1907). 

The  vegetable  amylases  or  diastases  are  found 
in  the  germinating  seeds  and  also  in  the  leaves 
and  other  parts  of  the  plant.  The  sources  of 
the  enzymes  which  have  been  chiefly  investigated, 
are  malt  and  the  mould  Aspergillus  oriizw  (Ahl- 
burg  Cohn),  the  amylase  of  which  is  known  as 
takadiastase.  The  enzyme  is  extracted  from 
malt  by  treatment  with  water  or  dilute  alcohol, 
and  may  be  several  times  precipitated  by  alcohol 
and  further  purified  by  dialysis  (Lintner),  or  by 
being  salted  out  from  aqueous  solution  by 
ammonium  sulphate  (Wroblewski).  The  great- 
est degree  of  purification  appears  to  have  been 
attained  by  Fraenkel  and  Hamburg  (Hofm. 
Beitr.  1906,  8,  389),  by  adding  a  suitable  amount 
of  basic  lead  acetate,  filtering,  fermenting  with 
yeast,  and  drying.  This  preparation  was  strongly 
active,  and  showed  none  of  the  albumin  reactions 
except  a  very  faint  Millon's  reaction.  It  ap- 
peared to  contain  two  enzymes,  one  non- 
diffusible  and  the  other  diffusible.  On  the 
other  hand,  Wroblewski's  purest  diastase  had 
all  the  properties  of  an  albumose. 

Starch  paste  is  first  liquefied  by  malt  extract, 
and  the  starch  is  then  rapidly  converted  at  50° 
into  a  mixture  of  maltose  and  dextrins,  about 
81  p.c.  of  the  starch  being  converted  into 
maltose,  and  19  p.c.  into  dextrin.  The  further 
conversion  of  this  dextrin  into  maltose  proceeds  ^ 
extremely  slowly  (BrowTi,  Heron,  Morris).    It  I 


appears  to  be  undoubted  that  many  complex 
dextrins  intervene  between  starch  and  maltose, 
but  their  constitution  is  still  unknown.  The 
existence  among  the  products  of  an  jsomaltose 
CjjHjoOi^  (Lintner),  has  been  disproved  (Ling 
and  Baker).  The  action  of  diastase  solution 
which  has  been  heated  to  68°-70°,  is  modified,  so 
that  less  maltose  and  more  dextrin  are  produced 
and  more  dextrin  remains  unchanged,  whilst  a 
certain  proportion  of  glucose  appears.  This 
change  in  the  mode  of  action  of  the  enzyme  may 
be  due  to  an  actual  modification  of  the  enzyme 
(Ling  and  Davis),  but  is  regarded  by  many  as 
evidence  in  favour  of  the  theory  (Wijsman, 
Beyerinck,  Pottevin,  Fraenkel,  and  Hamburg) 
that  at  least  two  enzymes  are  present,  one  of 
\\'hich  produces  dextrin  and  the  other  converts 
this  into  maltose.  The  separation  of  the  enzyme 
into  two  parts  by  dialysis,  one  of  which  liquefies 
starch  paste,  and  the  other  hydrolyses  soluble 
starch,  is  also  in  favour  of  the  existence  of  two 
enzymes.  A  different  interpretation  of  the 
facts  is  due  to  Maquenne  and  Roux,  according 
to  whom  starch  contains  two  substances,  amylo- 
pectin,  to  which  the  formation  of  the  charac- 
teristic paste  is  due,  and  amylase,  which  is 
soluble.  The  amylose  is  converted  by  one 
enzyme  of  the  diastase  into  maltose,  whilst  the 
amylopectin  yields  the  dextrins  under  the  action 
of  a  second  enzyme.  In  mammals,  diastatic 
enzymes  are  secreted  by  the  salivary  glands 
(ptyalin),  the  pancreas,  and  the  intestine,  and 
are  also  present  in  the  liver,  blood,  muscular 
tissues,  and  most  of  the  organs  of  the  body. 
These  enzymes  convert  starch  and  glycogen  into 
maltose,  but  in  many  cases  this  is  further 
changed  into  glucose  by  the  maltase  also 
present. 

Emulsin.    This  name    was   originally  ap- 
pUed  by  Liebig  and  Wohler   to  the  enzyme 
contained  in  almonds,  which  brought  about  the 
hydrolysis  of  amygdahn  into  hydrocyanic  acid, 
benzaldehyde,  and  glucose.    Further  investiga- 
tions (H.  E.  and  E.  F.  Armstrong  and  Horton, 
Proc.  Roy.  Soc.  1908,  B,  80,  321  ;  Rosenthaler, 
Biochem.  Zeitsch.  1910,  28,  408)  have  shown  that 
the  '  emulsin'  of  these  workers  contains  a  large 
number  of  distinct  enzymes,  and  that  the 
hydrolysis  of  amygdaUn  is  a  very  complex 
phenomenon.    It  is  most  probable  that  the 
I  complete    decomposition    of    this  compound 
involves  at  least  three  enzymes,  each  capable 
of  bringing  about  one  stage  in  the  reaction. 
I  Amygdalin  has  probably  the  formula 
[  C,H,-CH(CN)-0C,H,„04-0-C,H„0„ 
.  the  glucose  molecule  being  combined  with  the 
!  benzaldehyde  residue  to  form  a  ;8-glucoside  and 
the  terminal  glucose  group  as  an  o-glucoside. 
The  stages  of  the  hydrolysis  are  probably  : 

(1)  Hydrolysis  by  amygdalase,  forming  a- 
glucose  and  Z-mandelonitrile-)3-glucoside 
C,H,-CH(CN)-0-C„H,„04-0-C,H„0„-fH20 

=C,H,-CH(CN)-0-C„H„0,-fC,H,20„. 

(2)  Hydrolysis  of  this  compound  by  a  ff- 
glucosidase  into  ^-glucose  and  rf-benzaldehyde- 
cyanhydrin 

C„H5-CH(CN)-0-CeH„0,+H,0 

=C„H--CH(0H)-CN+CeH,20e. 

(3)  Decomposition  of  the  cyanhydrin  by 
S-hydroxynitrilase 

C,H,CH(OH)-CN=U,H.-CHO+HCN. 
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The  crude  emulsin  also  effects  the  synthesis 
of  d-benzaldehydecyanhydrin  from  beiizaldehydo 
and  hydrocyanic  acid ;  but  Rosen  thaler  ( Biochem . 
Zeitsch.  1908,  14,  238  ;  1909,  17,  257)  does  not 
regard  this  as  a  reversed  action  of  the  enzyme, 
but  as  due  to  a  different  enzyme,  and  claims  to 
have  sej)arated  the  two. 

Amygdalase  is,  at  aU  events  in  some  cases, 
present  in  yeast  (Henry  and  Auld,  Proc.  Roy. 
Soc.  1905,  B,  76, 568) ;  and  Emmerling  (Ber.  1901, 
34,  600,  2206,  3810)  has  observed  the  synthetic 
production  of  amygdahn  from  i-mandeionitrile- 
glucoside  and  glucose  in  presence  of  crude  yeast 
maltase.  Emulsin  also  contains  a  lactase,  to 
which  reference  has  already  been  made. 

Crude  emulsin  occurs  in  sweet  almonds,  from 
which  it  is  extracted  by  digestion  with  chloro- 
form water,  and  can  be  precipitated  by  alcohol. 
It  is  also  found  hi  many  moulds  as  well  as  in 
veast.  The  ;8-glucosidase  also  occurs  in  many 
bacteria  (Twort,  Proc.  Roy.  Soc.  1907,  B,  79). 

The  /3-glucosidase  of  emulsin  hydrolyses  the 
^-alkyl-giucosides  and  many  of  the  natural 
glucosides,  such  as  arbutin,  saHciu,  prulaurasm, 
Kscuhn,  and  many  others. 

Other  glucosidoclastic  enzymes  are  myrosin, 
which  hydrolyses  the  sinigrin  of  mustard,  and 
tannase  which  decomposes  the  natural  tannins, 
and  many  more.  Of  considerable  technical 
importance  is  the  action  of  the  enzyme  contamed 
in  the  leaf  of  the  indigo  plant,  which  is  termed 
satase  or  indimulsiii,  and  converts  the  indican 
of  the  leaf  uito  glucose  and  indoxyl,  the  latter 
being  then  converted  by  oxidation  into  indi- 
gotin. 

Many  other  specific  glucoside  enzymes  are 
known  (see  The  Simple  Carbohydrates  and 
Glucosides,  by  E.  F.  Armstrong,  London,  1910). 

The  digestive  enzymes  comj)rise  a  great 
number  of  liydrolytic  agents  capable  of  replacing 
the  — NHj  grouiJ  by  —OH  (amidases  or  des- 
amidases)  or  of  causing  the  decomposition  : 
R-NH-COR'+H20  =  R-NH2+R'-COOH 
to  which  the  liydrolysis  of  the  proteins  ajtpears 
to  be  mamly  due.  These  are  classed  according 
to  the  completeness  of  tlie  decomposition  pro- 
duced and  the  complexity  of  the  compounds 
attacked  under  the  various  heads  already  given. 

1.  Amidases  or  desamidases,  the  most  im- 
portant of  which  accelerate  the  hj'drolysis  of 
urea  and  the  conversion  of  adenine  into  hypo- 
xanthine,  and  guanine  into  xanthine.  Similar 
changes  are  often  produced  by  micro-organisms 
(•sea  Alcoholic  fcrinentaiion,  Atnmoniacal  fer- 
mentation of  vrea,  and  Putrefaction). 

These  enzymes  have  not  hitherto  been 
separated  from  accompanying  liydrolytic  en- 
zymes of  different  character  with  which  they 
occur  in  many  animal  tissues  and  organs. 

2.  Enzymes  capable  of  hydrolysing  various 
comparatively  simple  nitrogenous  substances. 
Among  these  are  argmase  (Kossel  and  Dakm, 
Zeitsch.  physiol.  Chem.  1904,  41,  321  ;  42,  181), 
creatinase,  and  the  nucleases. 

3.  Peptases  and  ereptases.  The  synthetic 
production  of  the  polypeptides  by  Fischer  has 
rendered  it  possible  to  obtain  a  very  large 
amount  of  information  with  respect  to  the 
nature  and  hmitations  of  action  of  the  protco- 
oiastio  enzymes,  a  line  of  research  which  has 
chieflj'  been  followed  by  Fischer  and  Abdei- 
halden  (Lehrbuch  physiol.  Chem.  Berlin,  1909). 


The  relations  appear  to  be  very  complex,  and  no 
approach  to  finality  in  the  matter  has  yet  been 
made. 

Trypsin  itself  decomposes  many  albumins 
down  to  the  stage  of  polypeptides,  and  some  of 
I  the  latter  are  resolved  mto  ammo-acids,  whereas 
others  resist  the  further  action  of  the  enzyme, 
and  are  found  in  the  digested  Uquid. 

In  the  blood,  in  all  the  organs  and  tissues,  and 
in  the  intestinal  juice  are  found  enzymes  which 
hydrolyse  polypeptides,  but  are  without  action 
on  the  albumuas.  The  relation  to  the  poly- 
peptides is  highly  sjiecific,  some  wliich  are 
resistant  to  trypsin  being  decomposed,  some 
which  are  hydrolysod  by  trypsin  being  un- 
affected. Of  the  synthetical  polypeptides,  only 
those  which  contain  the  naturally  occurring 
optical  isonierides  of  the  amino-acids  are  de- 
composed. 

Only  a  very  careful  and  thorough  examination 
of  the  question  will  reveal  how  far  the  hydrolysis 
of  various  polypeptides  is  due  to  the  action  of 
different  enzymes,  and  give  some  idea  of  the 
degree  of  complexity  of  these  digestive  '  en- 
Z3'mes.' 

The  decomposition  of  simple  compounds, 
such  as  the  dipeptides,  alanyl-alanine,  glycyl- 
glycuie,  and  glycjd-tyrosine,  provides  an  admir- 
able opportunity  for  studying  the  kinetics  of 
:  enzyme  action.  Much  the  same  general  con- 
ditions are  revealed  as  in  the  case  of  invertase, 
but  little  work  has  as  j^et  been  done  along  these 
'  hnes. 

4.  Enzymes  capable  of  hydrolysing  the  alhu- 
I  mins.    (a)  Trypsin  or  tryptase.     This  name 
I  belongs  specificiaUy  to  the  enzyme  secreted  in 
the  inactive  (zymogen)  form  by  the  pancreas, 
as  already  described,  but  is  apphed,  as  a  general 
I  term,  to  a  large  number  of  enzymes,  both  of 
animal   and   vegetable   origin,    which  attack 
;  albumins  and  produce  from  them  ammo-acids 
or  comparatively  simple  polypeptides.  Among 
the  most  important  of  these  are  the  leuco- 
tryptase  of  the  leucocytes  of  the  blood,  the 
autoclastic    enzymes  of   animal   tissues  and 
organs,  and  the  proteoclastic  enzymes  of  the 
1  lower   animals.    In   the    vegetable  kingdom, 
many  similar  enzymes  occur,  notably  Papayotin 
in   the   melon   tree,   Carica  papaya  (Linn.); 
bromelin  in  the  pineapple,  as   well  as  the 
endotryptases  of  yeast,  and  many  bacteria. 

Pancreas  trypsin  is  most  active  in  presence 
of  alkalis,  the  exact  optimum  concentration 
being  different  for  various  preparations,  0-2  p.c. 
of  sodium  carbonate  bemg  commonly  employed. 
It  also  exerts  a  certam  amount  of  action  in  very 
weak  acid  solution.  The  amount  of  hydrolysis 
is  proportional  to  the  amount  of  enzyme  and  the 
time  of  action,  the  concentration  being  in- 
different (Lr,hleiu,  Hofm.  Beitr.  1905.  7,  120  ; 
Hedin,  J.  physiol.  1904,  32,  468;  1906,  34.  370). 

Trypsin  is  readily  taken  up,  probably  by 
adsorption,  by  fibrin,  and  can  thus  be  removed 
from  solution.  It  is  also  adsorbed  by  animal 
charcoal  and  cannot  be  re-extracted  from  this 
substance  by  water  (Hedin). 

Substances  which  tend  to  inhibit  the  action 
of  the  enzyme  and  are  termed  antitryxJsins, 
occur  in  blood  serum,  in  parasitic  worms,  and  in 
yeast,  but  the  nature  and  function  of  these  is  as 
yet  little  understood  [see  Hedin,  Zeitsch.  physiol. 
Chem.  1907,  52,  412 ;    Buchner  and  Haehn, 
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Biochem.  Zeitsoh.  1910,  20,  171  ;  Weinland, 
Zeitsch.  Biol.  ,1902,  44,  1,  4G). 

(6)  Pepsm  or  pepsinase.  This  enzyme  is  the 
characteristic  digestive  agent  of  the  gastric 
juice  of  all  vertebrates.  It  is  also  secreted  by 
Brunner's  glands  in  the  intestine,  and  occurs  in 
a  few  flesh-eating  plants,  such  as  the  various 
species  of  Nepenthes  (pitcher  plant),  Dioncea 
and  Diosera  (sundew).  The  most  characteristic 
properties  of  pepsin  are  that  it  only  acts  in  acid 
solution,  and  that  it  does  not  hydrolyse  any 
known  polypeptide.  It  converts  the  albumins 
(phosphoproteins,  nucleoproteins,  gelatin,  &c.) 
probably  first  into  acid  albumins  and  then  into 
simpler  compounds  of  unknown  constitution. 
These  were  formerly  classed  as  albumoses, 
precipitable  by  ammonium  sulphate;  and 
peptones,  non-precipitable  by  this  salt,  but 
precipitable  by  phosphotungstic  acid.  The 
nature  and  individuality  of  the  numerous  com- 
pounds of  these  classes  which  have  been  described 
are  stUl  involved  in  obscurity,  and  all  that  can 
be  said  with  certainty  is  that  hydrolysis  does  not 
go  so  far  as  to  produce  simple  amino-acids.  The 
least  impure  form  of  pepsin  appears  to  have 
been  obtained  by  PekeUiaring  (Zeitsch.  physiol. 
Chem.  1902,  35,  8),  who  simply  dialysed  the 
filtered  gastric  secretion  of  a  dog,  obtained  by 
fistula,  and  then  dried  the  washed  precipitate 
thus  produced.  The  pepsin  is  deposited  in 
perfectly  transparent  spheres,  containing  very 
little  ash,  and  is  quite  free  from  phosphorus. 
When  hydrolysed  with  acid,  it  yields  a  pentose, 
l^urin  bases,  and  an  acid,  termed  pepsinic  acid, 
which  gives  the  albumin  reactions. 

According  to  Schiitz,  the  rate  of  hydrolysis 
is  proportional  to  the  square  root  of  the  amount 
of  the  pepsin  ( Zeitsch.  physiol.  Chem.  1887,9,377). 
This  is  explained  by  Arrhenius  as  due  to  the 
inhibiting  effect  of  the  products  of  the  hydrolysis 
and  by  Bayliss  as  due  to  the  fact  that  the  com- 
bination betAveen  the  pepsin  and  the  substrate 
is  of  the  nature  of  adsorption.  When  the 
enzyme  acts  on  coagulated  albumin,  the  effect, 
however,  appears  to  be  proportional  to  the  con- 
centration. The  optimum  temperature  appears 
to  be  40°,  whUst  the  rate  of  action  is  greatly 
influenced  by  the  concentration  of  the  hydrogen 
ions  present,  the  optimum  being,  according  to 
Siirensen,  10^-. 

Antipepsins  are  said  to  exist  in  the  mucous 
membrane  of  the  stomach,  and  to  prevent  the 
autodigestion  of  the  organ.  These  are  probably 
also  present  in  commercial  pepsin  and  rennet. 
The  relations  between  pepsin  and  rennet  are 
discussed  under  the  heading  of  Rennet. 

Enzymes  prodttcing  Oxidation. 

In  spite  of  the  fact  that  both  the  higher  plants 
and  all  animals  supply  themselves  with  energy 
exclusively  by  the  oxidation  of  their  various 
food  materials  by  atmospheric  oxygen,  with  the 
ultimate  production  of  carbon  dioxide  and  water, 
practically  nothing  is  known  of  the  mechanism 
by  which  this  oxidation  is  brought  about  or  of 
I  he  chemical  changes  involved. 

On  the  other  hand,  it  has  been  found  that 
many  animal  and  vegetable  cells  secrete  materials 
which  can  be  obtained  in  the  form  of  press  juice 
or  extract  by  the  aid  of  which  various  specific 
oxidations  can  be  effected.  The  most  com- 
pletely investigated  of  the  changes  of  tliLs  kind 


is  the  oxidation  of  phenols  and  allied  compounds 
to  quinones  or  colouring  matters,  which  is  pro- 
duced by  many  vegetable  cells  and  is  exemplified 
by  the  production  of  a  brown  colouration  when 
many  fruits  are  cut  open  and  exposed  to  the  air, 
and  of  a  blue  colour  when  certain  fungi  are 
broken  {Russula,  Agaricus). 

The  nature  of  these  oxidising  systems  has 
been  to  a  considerable  degree  elucidated  by  the 
researches  of  Bach  and  Chodat  (Biochem. 
Zentr.  1903,  1,  417,  457),  according  to  whom 
the  oxidation  involves  the  co-operation  of  two 
agents.  One  of  these  has  the  properties  of  an 
enzyme  [i.e.  it  is  a  thermolabile  colloidal  cata- 
lyst), and  has  the  function  of  catalysing  the  re- 
action between  a  peroxide,  either  hydrogen 
peroxide  or  an  organic  peroxide,  and  the  oxi- 
disable  matter ;  this  enzyme  is  accordingly 
known  as  a  peroxidase.  The  second  agent 
may  consist  of  (a)  hydrogen  peroxide,  (6)  an 
organic  peroxide.  In  the  former  case,  the 
oxidation  is  effected  by  the  oxygen  of  the  hydro- 
gen peroxide  and  ceases  as  soon  as  this  has  been 
expended.  In  the  second  case,  the  organic 
peroxide  gives  up  its  oxygon  to  the  oxidisable 
substance,  and  is  then  reformed  by  the  com- 
bination of  the  residue  wAth  the  oxygen  of  the 
air,  so  that  a  continuous  oxidation  occurs. 
These  organic  peroxides  were  termed  oxygenases 
by  Bach  and  Chodat,  but  this  term  is  at  variance 
with  the  present  system  of  nomenclature,  and 
is  best  replaced  by  the  expression  peroxide 
(Oppenheimer)  or  complex  peroxide.  The 
peroxidase  is  often  found  alone,  unaccompanied 
by  peroxide,  and  its  presence  can  then  only  be 
detected  by  adding  hydrogen  peroxide  as  well 
as  a  substance  to  be  oxidised.  When  both 
peroxidase  and  peroxide  occur  together  (as  in 
Russula,  Lactarius,  &c.),  the  system  is  often 
termed  an  oxidase.  In  certain  cases,  the 
peroxide  and  peroxidase  can  be  sej^arated  by 
fractional  precipitation  with  alcohol,  and  it  was 
in  this  way  that  Bach  and  Chodat  ascertained 
the  foregoing  facts. 

The  tests  used  for  the  detection  of  peroxi- 
dases and  oxidases  are,  as  a  rule,  identical,  but 
when  only  peroxidase  is  present  the  addition  of 
hydrogen  peroxide  is  necessary.  Some  of  the 
most  generally  used  are  as  follows:  (1)  A 
blue  colouration  is  produced  with  a  freshly 
prepared  alcohoUc  tincture  of  guaiacum  resin. 
The  use  of  this  test  for  the  detection  of  an 
oxidase  requires  great  care,  as  a  peroxide  is 
readily  formed  in  the  alcoholic  tincture  itself 
which  reacts  with  the  peroxidase  ;  it  is  therefore 
better  to  employ  guaiaconic  acid,  which  is  free 
from  this  defect.  (2)  A  dark-blue  colouration 
is  produced  with  jj-jjhenylenediamine.  (3) 
Dark-coloured  purpurogallin  is  produced  from 
pyrogallol.  (4)  By  far  the  most  satisfactory 
test  for  the  presence  of  an  oxidase  is  the  direct 

I  measurement  of  the  oxygen  absorbed.  (5)  A 
test  applicable  only  for  peroxidase  is  the  oxida- 
tion of  formic  acid  to  carbon  dioxide  and  water 
in  presence  of  peroxide  of  hydrogen  or  ethyl- 

j  hydroperoxide  (Batelli  and  Stern,  Biochem. 

I  Zeitsch.  1908,  13,  44). 

Nature  of  peroxidase.  Many  interesting 
suggestions  have  been  made  as  to  the  nature  of 
the  peroxidases.  It  was  early  pointed  out 
(Bertrand,  Coinpt.  rend.  1897,  124,  1355)  that 
oxidising  extracts  usually  contained  manganese 
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or  iron,  and  that  tliu  possibility  existed  that 
t  hese  mineral  substances,  perha^ss  in  combina- 
tion with  proteins,  might,  by  alternate  oxidation 
and  reduction,  produce  the  effects  observed,  just 
as  ferrous  sulphate  greatly  modifies  and  increases 
the  action  of  hydrogen  peroxide  (Fenton). 
Bony-He'nault  (BuU.  Acad.  Belg.  1908,  105)  has, 
m  fact,  prepared  a  colloidal  suspension  of  oxide 
of  manganese  in  gum  arable  which  has  the 
properties  of  laccase  (<7.i'.),and  can  be  ijrecipi- 
tated  by  alcohol  and  redissolved  A\dthout  losing 
these  powers;  whilst  Euler  and  Bohu  (Zeitsch" 
physiol.  Chem.  1908,  57,  80)  found  that  man- 
ganese salts,  in  presence  of  sodium  salts  of 
organic  hydroxy-acids,  i:iroduced  analogous 
effects.  Somewhat  similar  mixtures,  containing 
colloidal  iron  salts,  also  act  in  many  ways  like 
the  peroxidases  (de  StoeckUn,  Compt.  rend 
1908,  147,  1489 ;  Wolff,  ibid.  1908,  146,  142, 
781,  1217).  It  seems  probable,  however,  that 
the  peroxidases  of  vegetable  and  animal  origin 
contain  a  factor  which  determines  their 
specific  character,  although  it  is  possible,  but 
not  certain,  that  manganese  or  iron  compounds 
may  play  some  part  in  the  action  of  certain  of 
them.  The  chief  types  of  oxidising  enzymes 
known  arc  the  following  : — ■ 

1.  The  peroxidases,  which  occur  in  all  parts 
of  plants.  Their  occurrence  hi  animal  tissues  is 
difficult  to  estabhsh,  as  blood  produces  all  the 
reactions  ascribed  to  peroxidases,  and  must 
therefore  be  absent  before  the  presence  of  the 
latter  can  be  jiroved  (Batelli  and  Stern,  Biochem 
Zeitsch.  1908,  13.  44). 

2.  The  enzymes  producing  coloured  com- 
pounds from  aromatic  phenols,  &c.  These  may 
be  knowi  as  phenolases  (a  term  which  is,  how- 
ever, used  by  Oppenheimer  hi  a  more  restricted 
sense).  They  produce  the  most  varied  oxida- 
tions, accompanied  by  colour  changes,  and  are 
frequently  highly  specific.  The  work  of  Bach 
and  (Jhodat,  discussed  above,  applies  to  certain 
of  these  enzymes,  but  its  appUcability  to 
tyrosinase  has  not  yet  been  proved. 

Laccase  occurs  m  the  juice  of  the  lac  tree  of 
Tonkin  (Rhus  veruicifem  (D.(J. )),  and  brings  about 
the  oxidation  of  the  yellow  juice  to  the  black 
lacquer  (Yoshida,  Chem.  Soc.  Trans.  1883,  43, 
472  ;  Bertrand,  (Jompt.  rend.  vols.  118-122).  and 
has  also  been  found  in  many  other  phanerogams 
(lucerne,  cabbage,  potatos,  &c.)  and  in  fungi. 
It  accelerates  the  oxidation  of  o-  and  jj-poly- 
plienols  (but  not  of  m-  compounds),  and  has  no 
effect  on  tyrosuie.  Its  solutions  only  lose  thou- 
oxidisuig  powers  slowly  when  boiled. 

Tyrosinase.  Enzymes  capable  of  oxidisuig 
tyrosine  with  production  of  coloured  substances 
occur  \\  idely,  both  in  the  animal  and  vegetable 
kuigdouis,  frequently  accompanied  by  laccase. 
According  to  Gortner  (Chem.  Soc.  Trans.  1910, 
110),  both  soluble  and  insoluble  forms  of  tyro- 
sinase occur  in  the  meal  worm  {Tenehm  molitor). 
The  msoluble  form  contains  iron,  but  no  manga- 
nese, and  is  capable  of  oxidising  a  relatively  large 
amount  of  tyrosine,  producing  a  series  of  colour 
changes  through  pink,  rose,  violet,  and  blue- 
black  to  black  [melanin).  It  also  efiects  the 
oxidation  of  _?j-aminophenol,  guaiacol,  gum 
guaiacum,  and  2  : 4-diammophenol,  but  not  of 
quinol  or  pyrogallol.  Tyrosinase  also  occurs  in 
iiiaTvy  leaves,  which  become  l)lackon  drying,  and 
iu  bran,  in  which  it  is  unaccompanied  by  laccase. 
Vol.  II.— r. 
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The  blue  colour  observed  when  certain  mush- 
rooms are  broken  is  not  due  to  this  'action  of  this 
enzyme  but  to  that  of  laccise  (Bertrand).  A 
very  large  number  of  j)-hycboxy  phenyl  de- 
rivatives, as  well  as  nearly  all  derivatives  of 
tyrosme,  tryptophane,  and  some  of  its  deriva- 
tives, adi-enaUn,  phenol, and p-cresol  are  oxidised. 

An  enzyme  also  occurs  in  the  animal  tissues, 
which  produces  indophenol  from  a-naphthol  and 
;?>-phenylenediamine,  a  reaction  not  given  by 
tyrosinase  or  laccase. 

3.  Aldehydase.  The  hver,  lungs,  and  spleen 
of  animals  contam  an  oxidase  capable  of  con- 
verting certam  aldehydes  (salicylaldehyde, 
formaldehyde)  and  benzyl  alcohol  into  "the 
corresponding  acids  [see  Jacoby,  Vhchow  Ar-eh. 
1899,  157,  235;  Zeitsch.  physiol.  Chem.  1900, 
30,  135  ;  1901,  33,  128).  It  can  be  purified  by 
treatment  udth  dilute  alcohol,  and  is  very 
sensitive  to  acids  and  alkalis.  It  is  doubtful 
whether  it  is  accompanied  by  a  peroxide 
(Abelous  and  Aloy,  Compt.  rend.  Soc.  Biol. 
1903,  52,  891). 

4.  The  various  oxidative  fermentations 
brought  about  by  micro-organisms  are  dis- 
cussed later. 

Catalase.  This  name  was  given  by  Loew 
(Bull.  Agric.  Washmgton,  1900)  to  the  enzyme 
which  has  the  power  of  catalysing  the  decom- 
position of  hydrogen  peroxide  mto  water  and 
oxygen.  It  has  long  been  kno\m  that  animal 
and  vegetable  tissues  have  the  property  of  pro- 
ducing this  decomposition,  and,  at  one  time,  this 
was  thought  to  be  a  general  characteristic  of  all 
enzymes  (SchJinbem,  J.  pr.  Chem.  1863,  89,  334). 
Further  investigation,  however,  showed  that 
this  was  not  the  case,  but  that  this  property 
belonged  to  a  special,  very  widely  distributed 
enzyme  (Loew).  The  power  of  decomposing 
hydrogen  peroxide  is  possessed  by  all  the  tissui^s 
of  the  animal  body,  and  is  most  marked  hi  the 
hver.  Thus  it  was  found  by  BateUi  and  Stern 
(Arch.  Fisiolog.  1905,  2,  471)  that  0-1  gram  of 
guinea-pig  hver  evolved  5800  c.c.  of  "oxygen 
from  1  p.c.  hycbogeu  peroxide  at  37°,  A\'hilst  the 
corresponding  number  for  the  blood  was  490  c.c, 
and  for  the  muscle  34  c.c.  The  enzyme  can  be' 
concentrated  by  extracting  the  tissue  with  water, 
precipitating  \vith  alcohol,  extracting  thLs  with 
water,  and  again  precipitating  with  alcohol.  A 
similar  process  applied  to  blooil  yielded  a  clear 
faintly  yeUow  solution  of  the  enzyme,  free  from 
blood  and  from  iron  (Senter,  Zeitsch.  physikal. 
Chem.  1903,  44,  257  ;  1905,  51.  073).  Prepara- 
tions can  be  obtained  from  many  plant  tissues 
in  a  similar  manner,  as  well  as  from  yeast  and 
many  fungi.  It  is  not  certain  whether  the 
enzymes  derived  from  these  various  sources  are 
identical,  but  Loew  has  distuiguished  the  soluble 
and  msoluble  forms  of  the  enzyme  obtamed  by 
him  from  tobacco  as  ;8-  and  a-catalase,  and 
Senter  has  named  the  enzyme  from  blood 
heemase. 

The  catalytic  function  of  the  enzyme  appears 
to  be  strictly  hmited  to  the  decomposition  of 
hydrogen  peroxide.  The  oxygen  is  liberated  in 
the  gaseous  state,  and  does  not  effect  any  oxida- 
tions other  than  can  be  brought  about  by  free 
oxygen.  The  enzyme  is  very  sensitive  to  the 
presence  of  free  hycbogeu  ions,  and,  accorduig  to 
Sorenson,  acts  best  in  neutral  solution,  whilst 
alkalis  and  many  salts  exert  an  inhibiting  effect. 

2  L 
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Hyclrocyanic  acid  is  a  powerful  inhibitant,  but 
does  not  cause  any  permanent  change  in  the 
enzyme.  Hydrogen  peroxide  itseK  exerts  a 
destructive  action  on  the  enzyme,  and  hence 
accurate  measurements  of  the  rate  or  amount  of 
decomposition  can  only  be  made  in  dilute 
solution  and  in  presence  of  a  relatively  large 
amount  of  enzyme.  Under  these  conditions, 
the  decomposition  is  monomolecular,  and  the 
velocity  is  proportional  to  the  concentration  of 
enzyme  and  of  hydrogen  peroxide,  whilst  with 
increasing  concentration  of  hydrogen  peroxide 
the  velocity  becomes  relatively  slower  (Senter). 
As  the  oxygen  appears  to  be  produced  in  the 
molecular  form,  it  is  probable  that  the  decom- 
position occurs  in  stages,^either  an  intermediate 
compound  of  enzyme  and  hydrogen  peroxide 
being  formed  which  then  breaks  down,  or  a 
compound  of  the  enzyme  and  oxygen  which  then 
reacts  with  a  second  molecule  of  the  peroxide. 

The  reaction  is  analogous  in  many  respects 
to  the  decomposition  of  hydrogen  peroxide  by 
coUoidal  platinum  (Bredig).  The  catalate  is, 
however,  more  elficacious,  a  solution  of  0-001 
gram  per  litre  of  catalase-coutaining  material 
from  blood  having  the  same  effect  as  a  solution 
of  coUoidal  platinum  containmg  0-006  gram 
(Euler,  Hofm.  Beitr.  1906,  7,  I). 

The  action  of  catalase  is  measured  either  by 
titration  of  the  hydrogen  peroxide  present  at 
various  stages  of  the  reaction  or  by  dii-ect 
measurement  of  the  oxygen  evolved.  Estima- 
tions of  the  rate  or  extent  of  decomposition  of 
hydrogen  peroxide  bj-  the  catalase  of  milk  or  of 
malt  (van  Laer)  have  been  used  in  the  analytical 
examination  of  these  materials.  A  solution  of 
vegetable  catalase  is  used  to  remove  the  excess 
of  hydrogen  peroxide  from  cream  which  has  been 
sterihsed  by  the  addition  of  this  substance 
(Budde). 

The  physiological  function  of  catalase  in  the 
animal  body  is  unkno\m,  but  it  is  conjectured 
that  it  may  be  to  decompose  hydrogen  peroxide 
or  comjjlex  peroxides  formed  durmg  processes  ot 
oxiUtiLiou.  In  the  green  parts  of  plants,  the 
catalase  decomposes  the  hydrogen  peroxide, 
which  is  formed  along  with  formaldehyde,  by 
the  photochemical  reduction  of  carbon  dioxide 
in  presence  of  chlorophyll  (Priestly  and  Usher) 
C02-f3H20=H-CHO+2H202. 
The  Coagulases. 

A  number  of  enzymes  exist  whichhave  the  pro- 
perty of  bringing  about  changes  in  various  liquids 
which  result  in  the  formation  of  an  insoluble 
material.    The  most  important  of  these  are  : 

(1)  The  production  of  a  curd  in  milk  by  the 
enzyme  of  rennet  (chymase). 

(2)  The  coagulation  of  the  blood  by  the 
enzyme  thrombase. 

(3)  The  coagulation  of  muscle. 

(4)  The  formation  of  the  insoluble  pectic 
acids  from  the  pectin  substances  of  plants 
(pectase). 

Most  of  these  changes  are  exceedingly  compU- 
cated,  the  coagulation  of  the  blood  being  one 
of  the  most  complex  phenomena  in  the  whole 
range  of  physiological  chemistry.  The  only  one 
which  can  be  treated  here  is  the  action  of 
rennet  on  niilJc. 

Rennet,  or  chymase.  Enzymes  possessing  the 
power  of  coagulating  milk  occur  in  the  form  of 


zymogen  in  the  mucous  membrane  of  the  stomach 
of  many  animals,  and  are  secreted  into  the  gastric 
juice ;  similar  substances  are  also  found  in  many 
plants.  Rennet  is  usually  prepared  by  digesting 
the  membrane  of  the  stomach  of  the  calf  with 
0-1-0-2  p.c.  hydrochloric  acid,  or  with  glycerol 
or  salicyhc  acid,  and  can  be  jirecipitated  by 
alcohol.  Some  doubt  exists  as  to  the  relation  of 
rennet  to  pepsin,  which  is  also  secreted  by  the 
cells  of  the  mucous  membrane  of  the  stomach. 
According  to  Pawlow  (Zeitsch.  physiol.  Chem. 
1904,  42,  415),  the  coagulation  of  milk  is  an 
effect  of  the  action  of  pepsin  under  special  con- 
ditions, whereas  Hammarsten  strongly  supported 
the  view  that  the  two  enzymes  are  distinct 
(Maly's  Jahresb.  1872, 1874, 1877).  The  question 
is  a  very  complex  one,  owing  to  the  existence  of 
antipeptic  and  anti-rennet  substances  in  the 
stomach  extracts,  but  the  balance  of  opinion 
now  mclines  to  the  beUef  that  two  mdependent 
enzymes  exist. 

Rennet  converts  the  caseinogen  of  milk  into 
casein,  the  change  most  probably  (but  not 
certainly)  consisting  in  the  hydrolytic  decom- 
position of  the  molecule  of  caseinogen  with  pro- 
duction of  casein  and  an  albumose.  The  casein 
thus  produced  is  precipitated  by  calcium  salts 
as  an  insoluble  curd,  and  it  is  the  formation  of 
this  precipitate  which  is  observed  in  the  curdling 
of  milk  by  rennet.  Solutions  of  rennet  in  the 
mmimum  amount  of  lime  water  or  in  caustic 
soda  solution  arc  not  curdled  by  rennet,  but 
after  treatment  give  a  precipitate  with  calcium 
salts. 

The  time  required  for  curdUng  is  proportional 
both  to  the  concentration  of  enzyme  and  of 
caseinogen.  The  action  is  favoured  by  slight 
acidity  and  hindered  by  allcaUnity.  The 
optimumtemperaiure  is37°-^5°and  thetempera- 
ture  coefficient  of  the  reaction  is  about  3  for  10°. 
When  the  milk  is  boiled  before  being  treated, 
the  formation  of  curd  is  interfered  with,  probably 
owing  to  changes  produced  in  the  calcium  salts 
of  the  milk.  The  enzyme  is  capable  of  curdling 
at  least  1,000,000  times  its  weight  of  mUk. 

Alcoholic  Fermentation. 
The  production  of  carbon  dioxide  and 
alcohol  from  sugar  is  by  far  the  most  im- 
portant of  all  technical  processes  of  fer- 
mentation, and  has,  therefore,  been  more 
thoroughly  investigated  than  any  other  change 
I  produced  by  micro-organisms.  Although  both 
:  alcohol  and  carbon  dioxide  are  produced  from 
sugar  by  many  micro-organisms  belonging 
to  the  class  of  bacteria,  the  power  of  bringing 
about  the  tjrpical  alcoholic  fermentation, 
of  decomposing  sugar  almost  quantitatively 
into  these  two  substances,  is  possessed  among 
micro-organisms  only  by  certam  moulds  and  by 
a  group  of  imicellular  fungi  which  belong  to 
several  closely  aUied  families  and  are  commonly 
grouped  together  as  yeasts.  The  biology  and 
mode  of  culture  of  these  are  treated  in  the 
article  on  Brewing. 

Composition  of  yeast.  The  cell  consists  of 
membrane,  cytoplasm,  and  nucleus,  but  much 
doubt  exists  as  to  the  exact  form  of  the  nucleus 
and  the  changes  ^vhich  it  undergoes  during 
fermentation,  budduig,  and  spore  formation. 
In  the  cytoplasm  occur  vacuoles,  and  at  various 
stages  in  the  life  of  the  cell  granules  of  chroma- 
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tin  and  volutin  are  formed  as  well  as  fat  droplets 
and  glycogen. 

Yeast,  which,  has  been  pressed  at  about  a 
half -ton  per  square  inch,  forms  a  friable,  almost 
white  mass,  containing  about  70  p.c.  of  water 
and  alcohol,  and  30  p.c.  of  solids.  The  com- 
position of  the  dry  matter  of  yeast  varies  so 
greatly  \vith  conditions  of  gro^vth,  &c.,  that  no 
general  statement  is  of  much  value.  The  ash, 
which  amounts  to  5-10  p.c.  of  the  dry  residue, 
co)isists  essentially  of  potash  (K^O,  28-39  p.c), 
magnesia  (MgO,  4-6  p.c),  lime  (CaO,  1-7  p.c.), 
and  phosphoric  oxide  (P^Or,,  4.5-59  p.c.), 
together  with  smaller  quantities  of  sulphur 
trioxide,  iron,  silica,  and  traces  of  chlorine.  The 
exact  nature  of  the  cell  membrane  is  as  yet 
undecided,  but  it  appears  to  be  closely  allied  to 
cellulose,  although  true  cellulose  is  absent.  The 
cytoplasm  contams  a  coagulable  albumm,  a 
nuclein,  glycogen,  yeast  gum,  and  a  large  number 
of  other  compounds,  in  part  derived  from  these 
by  hydrolysis. 

General  phenomena  of  alcoholic  fermenta- 
tion. 1.  Tin  Junncntable  suhdanccs.  All  yeasts 
which  ferment  glucose  also  ferment  mannose 
and  lajvulose.  The  case  of  galactose  is  difierent, 
as  some  yeasts  appear  to  ferment  it  imperfectly, 
and  others  not  at  all.  It  has  )jeen  found  by 
many  observers  and  may  now  be  regarded  as 
established,  that  certain  yeasts  which  do  not 
normally  ferment  galactose  readily  acquire  this 
jiroperty  when  they  are  cultivated  in  the 
presence  of  this  sugar,  as  for  example  in  hydro- 
lysed  lactose.  Examples  of  this  are  S.  car  hherg 
(H.),  8.  ccreviske  (H.),  iS'.  thermantitonum 
(Johnson),  &c.  Indeed,  according  to  Lindner, 
all  the  eidture  yeasts  exhibit  this  property  (.sec 
Slator,  Chem.  iSoc.  Trans.  1908,  217  ;  Lindner, 
Wochensch.  Brauerei,  1911,  28,  61). 

The  higher  saccharides  are  not  directly 
fermentable  by  yeast,  but  must  first  undergo 
hydrolysis  to  the  simple  hexoses.  This  is 
effected  by  hydrolytic  enzymes  present  in  the 
yeast,  which  can,  as  a  rule,  be  extracted  from 
the  cell  by  appropriate  methods.  The  ordmar y 
culture  yea.sts  employed  in  brewing,  &e.,  contain 
maltase  and  invertase,  but  not  lactase,  and  are 
therefore  able  to  ferment  maltose  and  cane 
sugar,  but  not  lactose.  Bottom  yeasts  appear 
invariably  to  contain  melibiase,  which  decom- 
poses melibiose  into  glucose  and  galactose, 
whilst  this  enzyme  is  lacking  in  lop  yeast.  An 
analytical  method  for  detecting  bottom  yeast  in 
top  yeast  has  been  founded  on  this  fact.  In 
addition  to  this,  practically  all  culture  yeasts 
are  able  partially  to  ferment  raiiinose,  which  on 
hydi'olysis  yields  melibiose  and  fructose,  and 
they  probably  contain  a  special  enzyme,  rajfinase, 
which  produces  this  hydrolysis,  although  it  is 
possible  that  this  is  duo  to  the  invertase.  In 
the  case  of  top  yeasts,  only  the  fructose  thus 
produced  undergoes  alcoholic  fermentation,  the 
melibiose  remaining  unaltered,  whereas  the 
bottom  yeasts  decompose  this  also.  Dextrin  is 
also  more  or  less  slowly  fermented  by  yeast,  the 
hydrolysis  being  effected  by  a  de.Ktrinase  or 
amylase.  This  property  is  of  great  importance 
in  brewing,  as  a  yeast  which  possesses  a  com- 
paratively largo  amount  of  this  enzyme  is  able 
to  attenuate  the  wort  to  a  greater  extent,  and  to 
produce  a  larger  yield  of  alcohol.  Starch  and 
glycogen  are  unaffected  by  yeast,  probably 


because,  owing  to  their  highly  colloidal  nature, 
they  are  unable  to  penetrate  the  cell.  Species 
of  yeast  are  now  known  which  are  lacking  in  one 
or  other  of  aU  these  hydi'olytie  enzymes,  and 
hence  are  incapable  of  fermenting  the  corre- 
sponding sugar.  These  have  frequently  been 
employed  for  tlie  isolation  of  such  a  sugar 
as  maltose  from  mixtures  containing  glucose 
or  fructose,  and  in  fact  their  relations  to 
the  disaccharides  are  employed  as  a  means 
of  classification.  Thus  .S'.  marxianus  (H.)  and  -S'. 
exiguus  ( H. )  ferment  cane  sugar,  but  not  maltose  ; 
8.  rouxi  ( Boutroux)  ferments  malto.se,  but  not  cane 
sugar ;  8.  fragilis  (Jong),  found  in  kefir,  ferments 
lactose,  and  8.  mall  (Duclaux)  only  ferments  the 
simple  sugars  and  is  without  action  on  the  disac- 
charides. No  yeast  appears  to  be  able  to  ferment 
the  synthetical  disaccharides,  such  as  i'.somaltose 
or  glucosidogalactose,  and  this  disability  extends 
to  the  isomerides  of  the  hexoses,  such  as  sorbose, 
tagatose,  &c.,  to  the  optical  antipodes  of  the 
fermentable  sugars  which  have  been  obtained 

J  by  synthesis,  and  to  the  pentoses  and  tetroses. 
Beyond  the  simple  sugars  mentioned  above,  no 
other  substance  appears  to  be  directly  fer- 
mentable   by  yeast   to   alcohol   and  carbon 

.  dioxide,  with  the  exceptions  of  a  synthetical 
9-carbon  atom  sugar  and  of  'glyceralde- 
hyde  and  dihydroxyacetone,  which,  according 
to  Bertrand  and  Buchner  and  Meisenheimer 
(Ann.  Chim.  Phys.  1904,  [8]  3,  181  ;  Ber.  1910, 
43,  1773),  are  slightly  acted  on  by  yeast.  Gly- 
cerol, lactic  acid,  and  the  higher  alcohols  such 
as  mannitol  and  dulcitol,  are  not  fermented. 

\  According  to  Neuberg,  pyroracemates,  lactates, 

j  glycerates  and  the  salts  of  many  a-ketonie  acids 
are    decomposed    by  yeast    with  production 

i  of   carbon   dioxide   (Biochem.   Zeitsch.  1911, 

I  31,  170;  32,  323). 

1       2.  The  rate  of  fn-mpuiation  h//  i/eaM  has  been 
I  investigated   by   many   authors.    It   is  best 
examined   by  Slator's   method  of  adding  a 
suspension  of  yeast  to  the  solution  to  be  fer- 
mented, and  determining  the  initial  rate  of 
fermentation.    In  tliis  way,  all  errors  due  to 
change  in  the  amount  and  condition  of  the  yeast 
and  to  the  influence  of  the  products  of  decom- 
position are,  to  a  large  extent,  avoided  (Chem. 
Soc.  'iVans.  1906,   128).    By  this   and  other 
methods,  it  has  been  estalsli.shed  that  (1)  the 
rate  of  fermentation  is  directly  proportional 
to  the  number  of  yea.st  cells  present;  (2)  the 
j  rate  of  fermentation  increases  with  tlie  con- 
centration of  the  siigar  up  to  a  certain  limit, 
I  and   then    remains   approximately  constant, 
i  decreasing    slightly    as  the  concentration  is 
further  augmented. 

Working  with  a  suspension  of  40,000,000 
cells  per  c.c.  at  30'^  Slator  found  that  the  rate 
was  almost  constant  for  glucose  concentrations 
between  0-5  and  10  grams  per  100  c.c.  The 
mode  of  action  of  yeast  is  therefore  identical 
with  that  typical  of  enzymes  which  has  already 
been  discussed. 

The  rate  increases  with  the  temperature,  but 
the  temperature  coefficient  diminishes  as  the 
temiJcrature  increases.  The  foUowng  values 
were  obtained  by  Slator  for  glucose  ;  they  are 
independent  of  the  concentration  of  yeast  and 
glucose,  the  class  of  yeast  and  presence  and 
absence  of  nutrient  materials  remaining  the 
same  when  inhibiting  agents  are  present : — 
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Teinp.  V(+io/V, 
5°  5-6 

10°  3-8 

15°  2-8 

20°  2-25 

25°  1-95 

30°  1-6 
The  temperature  coefficient  for  an  ordinary 
chemical  reaction  is  of  the  same  order  as  these 
numbers,  viz.  2-3  for  10°. 

Glucose  and  fructose  are  fermented  at  the 
same  rate,  and  this  is  also  the  case  when  the 
fermenting  power  of  the  yeast  is  partially  de- 
stroyed by  heat,  antiseptics,  &c.  On  the  other 
hand,  mannose  and  galactose  may  be  fermented 
at  a  different  rate  from  glucose,  and  the  rates  are 
differently  affected  by  inhibiting  agents.  The 
temperature  coefficients  for  fructose  and  man- 
nose  are  the  same  as  for  glucose,  that  for  galac- 
tose is  slightly  less. 

3.  Heal  of  fermentation.  During  the  fer- 
mentation of  sugar  by  yeast,  a  considerable 
amount  of  heat  is  evolved,  so  that  the  tempera- 
ture of  the  mass  rises  as  the  fermentation  pro- 
ceeds. The  quantity  of  heat  evolved  may  be 
calculated  from  the  difference  between  the  heat 
of  combustion  of  glucose  (675-7  C'als.)  and  that  of 
the  alcohol  f  ormedf  rom  it  (2  x  325  -7  =  651  -4  (.'als. ), 
the  remaining  product,  the  carbon  dioxide,  being 
completely  oxidised.  This  difference  amounts 
to  22  -3  Cals. ,  so  that  the  fermentation  of  1 80  grams 
of  glucose  liberates  enough  heat  to  raise  the 
temperature  of  22  litres  of  water  1°.  This 
theoretical  number  has  been  confirmed  by  the 
experiments  of  BoufFard  (Compt.  rend.  1895, 
121,  357),  who  obtained  the  value  23-5  Cals.  In 
the  fermentation  of  a  disaccharide,  heat  is  also 
evolved  by  the  hydrolysis  to  the  simple  sugars ; 
but  this  is  small  in  amount,  being  4-5  C'als.  for 
cane  sugar  and  3-8  C'als.  for  maltose  (Herzog, 
Zeitsch.  phy.siol.  Chem.  1903,  37,  383),  so  that 
the  numbers  actually  observed  for  these  sugars 
per  gram-molecule  are  approximately  twice 
that  for  glucose  (Rubner,  Arch.  Hygien.  1904, 
48,  260  ;  49,  355  ;  A.  J.  Brown,  J.  Inst.  Brewing, 
1901,  7,  93). 

4.  Proivets  of  fermentation.  The  earlier 
observers  (Lavoisier,  Gay-Lussac)  considered 
that  in  the  process  of  fermentation  the  sugar  was 
completely  decomposed  into  carbon  dioxide  and 
alcohol,  according  to  the  equation  : 

CeH,„0,=2CO,+2C',H,0. 
Schmidt,  in  1847,  however,  observed  the 
occurrence  of  succinic  acid  in  all  fermented 
liquors,  and  the  amount  of  this  substance  formed 
was  carefully  estimated  by  Pasteur  (Compt. 
rend.  1858,  46,  857),  who  also  made  the  important 
observation  that  glycerol  was  an  invariable 
product  of  the  fermentation  of  sugar.  Accord- 
ing to  Pasteur,  the  products  from  100  parts  of 
cane  sugar,  which  yield  105-36  parts  of  invert 
sugar,  are  : 


Alcohol 

.  5111 

Carbon  dioxide 

.  49-42 

Succinic  acid  . 

.  0-67 

Glycerol 

.  3-16 

Cellulose,    fat,  and 

extractive 

matter 

.     1  -00 

105-36 

The  proportions  of  these  products  were 


subsequently  found  to  be  variable  and  to  depend 
on  the  condition  of  the  yeast,  the  nature  of  the 
nutrient  material,  &c.  Many  other  subsidiary 
products  have  now  been  recognised  in  addition 
to  succinic  acid  and  glycerol.  Among  these 
may  be  mentioned  j'sobutyleneglycol  (in  wine 
and  cherry  brandy),  formic  acid,  acetic  acid, 
propionic  acid,  butyric  acid,  and  several  still 
higher  acids,  which  occur  as  esters  (caproic, 
caprylic,  pelargonic,  capric,  ananthylic),  and 
formaldehyde,  acetaldehyde,  and  traces  of 
higher  aldehydes,  propyl  alcohol,  w-butyl 
alcohol,  '/sobutyl  alcohol,  9i-amyl  alcohol,  iso- 
amyl  alcohol,  ethylmethylcarbinol,  and  alcohols 
containing  6,  7,  and  9  carbon  atoms. 

The  alcohols  and  aldehydes  mentioned  above 
are  found  jn  the  spirit  obtained  by  the  distilla- 
tion of  the  fermented  liquids.  All  such  spirit 
yields  a  fraction  of  high  boiling-point,  which 
amounts  to  0-1-0-7  p.c.  of  the  whole,  and  is 
known  as  fusel  oil  (q.v.).  The  discussion  which  has 
long  raged  over  the  oi-igin  of  this  fusel  oil  has 
been  set  at  rest  by  the  researches  of  Ehrlich 
(Zeitsch.  Riib.  Zuck.  Ind.  1905,  539;  Bioohem. 
Zeitsch.  1906,  2,  52;  1909,  18,  391  ;  Ber. 
1906,  39,  4072),  who  has  proved  in  the  most 
conclusive  manner  that  the  higher  alcohols  and 
probably  the  corresponding  acids  and  aldehydes 
which  are  observed  in  fermented  liquids  are 
formed  by  the  yeast,  not  from  the  sugar,  but 
from  the  amino-acids  produced  by  the  hydro- 
lysis of  the  proteins  of  the  medium  and  of  the 
yeast  cell  itself. 

The  reaction  is  a  general  one.  and  requires  the 
presence  of  living  yeast  and  sugar  as  well  as  the 
amino  acid.  Under  these  circumstances,  the 
yeast  not  only  ferments  the  sugar  to  alcohol  and 
carbon  dioxide  in  the  usual  way,  but  also  brings 
about  what  Ehrlich  terms  the  alcoholic  fer- 
mentation of  the  amino  acids,  according  to  the 
equation  : 

R  CHCNHa)  COOH  +  H20=U  CH./OH-l-NH3-l-C02. 
The  ammonia  appears  to  be  invariably 
assimilated  by  the  yeast  and  is  not  found  in  the 
medium.  This  fact  probably  affords  the  key 
to  the  biological  significance  of  the  reaction. 
It  is  by  means  of  this  change  that  the  yeast 
acquires  the  nitrogen  ncicssMiy  for  its  existence 
from  the  amino-aciils,  uliich  are  usually  the 
chief  available  source  of  this  element.  The 
whole  change  is  rendered  possible  by  the 
utilisation  of  some  of  the  energy  evolved  by  the 
fermentation  of  sugar,  which  is  proceeding 
simultaneously.  Ehrlich  has  shown,  by  careful 
experiments,  that  in  this  way,  leucine 

(CH3)2-CH-CH.-CH(NH2)-COOH 
yields  the  iso-amyl  alcohol 

(CH3)2-CH-CH2-CH2(OH) 
and  woleucine  C2H,-CH(CH3)-CH(NH2)-COOH 
the    fZ-amyl    alcohol  C2H5-CH(C!H.,)-C!H,-OU, 
which  are  the  main  constituents  of  fusel  oil. 

The  other  amino-acids  yield  corresponding 
products,  tyrosine 

OH  -C„H,  -CHj  -CH(NH- )  -COOH 
l)eing  converted  into  yj-hydroxyphtuivlcthyl 
alcohol  or  tyrosol  OH-C„H4-CH2-CH2-()H,  "a 
substance  of  infcnscly  bi(,ter  taste,  and  ])hcnvl- 
alanine  C„H. •CH2-( 'I i(NH2)-COOH  into  phcn'vl- 
ethyl  alcohol  C„H5-CH.,-CH2-OH,  one  of  the 
chief  constituents  of  oil  of  roses.    It  is  almost 
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certain  that  many  of  the  substances  whicli  im- 
part flavour,  bouquet,  and  aroma  to  fermented 
liquors  have  their  origin  in  this  manner,  so  that 
tile  subject  is  one.  of  fiiuclanicntal  iniportauce 
for  the  technoJogist. 

Succinit'  acid  is  also  i'ormcd  by  a.  reaction  of 
this  kind,  which  difl'ers  from  the  lorcgoing  in  so 
far  as  it  involves  an  oxidation.  The  source  of 
this  substance  is  glutamic  acid 

C0OH-0H2-( '.H2-CH(NH2)-COOH, 
which,  instead  of  yielding  7-hydroxybutyric 
acid,  as  might  have  been  expected,  is  converted 
into  succinic  acid 

COOH-CH.>-CH2-CH(NH.,)-COOH+20 

^COOH-CHj-CHa-COOH+COa+NHj. 

Yeast  is,  moreover,  not  only  capable  of  pro- 
ducing these  changes  in  amino-acids  naturally 
present  in  tlie  meiliiim  or  purjiosely  added  to  it, 
but  also  decomposes  in  a  similar  manner  the 
amino-acids  formed  hy  the  hydrolysis  of  its 
own  albumin.  8ome  of  the  cells  evidently 
utilise  the  products  of  the  autolysis  of  others 
which  have  died,  and  hence  it  comes  about  that 
even  when  a  pure  sugar  solution  is  fermented  by 
pure  washed  yeast,  the  fermented  liquid  con- 
tains a  certain  small  proportion  of  fusel  oil, 
succinic  acid,  &c.  The  amounts  produced 
in  these  circumstances  are,  however,  small, 
as  they  are  also  when  the  yeast  is  grown  in 
presence  of  ammonium  salts.  It  also  follows 
from  this  that  when  yeast  is  grown  in  a  synthetic 
medium,  containing  ammonium  salts  only  as 
the  source  of  nitrogen,  the  carbon  of  any  fusel 
oil  or  succinic  acid  produced  is  indirectly  de- 
I'ived  from  the  sugar. 

It  seems  probable,  from  the  experiments  of 
Neubauer  and  Eromherz  (Zeitsch.  physiol. 
('hem.  1911,  70,  320),  that  the  amino-acid  (I.) 
iirst  undergoes  indirect  oxidation  to  the  corre- 
sponding ketonic  acid  (III.)  and  ammonia,  and 
that  the  acid  is  then  decomposed  by  the  yeast 
(in  presence  of  sugar),  forming  carbon  dioxide 
and  an  aldehyde  (IV.),  which  then  either  under- 
goes reduction  to  an  alcohol  {e.g.  fusel  oil)  or 
oxidation  to  an  acid  {p.fj.  succinic  acid). 
R  R  R  R 

n^H  -/-OH  ■ 

V\NH2        V\NH,  .'^ 
COOH    "        COOH  COOH 
1.  ir  III, 

It  is  interesting  to  note  that  the  reaction 
proceeds  asymmetrically  as  already  described 
{wfi.  Enzyme  action). 

So  far  no  other  origin  than  the  sugar  has 
been  definitely  proved  for  the  glycerol,  which  is 
invai'ialily  formed  during  fermentation,  and, 
unlike  the  substances  discussed  above,  is  equally 
jiroduced  by  yeast  juice  and  zymin,  in  the 
absence  of  living  yeast.  It  has,  however,  been 
suggested  that  it  arises  from  the  decomposition 
of  lipoid  substances  or  of  the  nuclein  of  the  cell. 

The  production  of  by-products  is  influenced 
not  only  by  the  nature  of  the  available  nitrogen 
supply,  as  already  explained,  but  also  by  many 
other  factors 
(Chem.  Soc.  ' 
evidence  to 
formates  the 
diminishes. 

5.  Ratio  of  alroJiol  to  rnrbon  dioxide.  All 
these  decompositions  have  an  influence  ou  the 
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Thus,   Ashdown   and  Hewitt 
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ratio  of  alcohol  to  carbon  ilioxide  prodticed  by 
alcoholic  fermentation.  The  theoretical  ratio 
is  4(i/44  =  1-045,  and  Pasteur,  as  quoted  above, 
actually  buuid  51 -ll  parts  of  alcohol  to  4942  of 
carbon  dio.xido  from  100  of  cane  sugar,  lie, 
however,  considered  that  succinics  acid  and 
glycerol  were  formed  accoiiliiig  t<i  the  equation: 

49C,H,.,(),  +  30H,,O 

=  12( '4H„04  +  72( '.jH.Oa-f  3OCO2, 
and  therefore  ascribed  0-53  of  carbon  dioxide  to 
I  the  fermentation  which  had  produced  0-67  of 
.succinic  acid,  thus  leaving  48-89  of  carbon 
dioxide  as  the  product  of  the  true  alcoholic 
fermentation,  the  corrected  ratio  being  thus 
51  •11/48-89=  I -045,  exactly  the  theoretical. 
Similar  results  were  obtained  by  Jodlbauer 
(Zeitsch.  Riib.  Zuck.  Ind.  1888,  308),  who  found 
that  cane  sugar  yielded  49-04  p.c.  of  carbon 
dioxide. 

Ruchner  and  Mcisenheimer  (Ber.  1910,  43, 
1773),  working  with  pure  yeast  (Race  792  of  the 
Berlin  Collection),  obtained 49-73  p.c.  of  the  cane 
sugar  as  alcohol,  and  49-12  p.c.  as  carbon  dioxide, 
the  ratio  being  1-01.  They  a.scribe  this  excess 
of  carbon  dioxide  to  the  oxidation  corresponding 
to  the  jjrodnction  of  glycerol,  the  amount  of 
which  was  not  estimated.  In  spite  of  the  fact 
that  no  nitrogenous  material  was  added  to  the 
medium,  the  carbon  dioxide  and  alcohol  only 
represent  98-85  parts  of  the  105-30  of  invert 
sugar  to  be  accounted  for,  so  that  0-51  parts  had 
undergone  .some  other  change.  Any  carbon 
dioxide  formed  from  amino-acids  pioduced  by 
autolysis  would  be  inclurled  in  the  ain<iunt 
foinid. 

;  0.  Formation  of  (/hjcogeii  :  autoj'ermr iitat ion 
of  yeast.    Yeast  very  readily  converts  a  pf)rti(m 

i  of  the  carbohydrate  present  in  the  medium  into 
glycogen  C-sHjoOr,,  which  is  stored  in  the  cell 

I  (see   Harden  ancl  Younsj,  flhem.   Soc.  Trans. 

'  1902,  1224,  where  the  literature  is  cited). 

j  This  material  acts  as  a  reserve  carbohydrate, 
and,  when  the  yeast  is  preserved  in  absence  of 
sugar  solution,  is  slowly  broken  down  by  a 

I  diastatic  enzyme  into  .sugar,  and  fermented  into 

I  alcohol  and  carbon  dioxide  :  this  phenomenon 

I  is  known  as  the  autofermentation  of  yea.st.  As 
yeast  may  contain  as  much  as  30-40  p.c.  of  its 
dry  weight  of  glycogen,  it  follows  that  a  very 
con.siderable  amount  of  carbon  dioxide  and 
alcohol  may  be  produced  from  yeast  alone.  The 
autofermentation  proceeds  more  rapidly  at  high 
temperatures  (Harden and  Rowland,  (Jhem.  Soc. 
Trans.  1901,  1227),  and  is  greatly  accelerated  by 
the  addition  of  many  salts  (Harden  and  Paine, 
Chem.  Soc.  Proc.  1911,  103)  and  of  toluene.  The 
conditions  of  formation  of  glycogen  have  been 
investigated  quantitatively  by  Pavy  and 
Bywaters  (J.  Physiol.  1907,  30,  149),  and  micro- 
scopically by  Wager  and  Peniston  (Annals  of 
Botany, '1910,  24,  45;  J.  Inst.  Brewing,  1911). 
The   alcoholic   enzyme  of  yeast.  Attention 

j  has  already  been  called  to  the  fact  that  up  to 

!  1897  all  attempts  to  isolate  from  a  yea.st  an 
enzyme  callable  of  producing  alcoholic  fer- 
mentation had  failed.  It  had  early  been  shown, 
at  fir.st  l)y  Mitscherlich  (1841)  and  then  l>y 
Helmholtz,  that  the  process  of  fermentation  in 
all  probability  took  place  within  the  cell  and  the 
efforts  of  later  investigators  had  been  rightly 
directed  towards  the  extraction  of  an  enzyme  by 
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some  process  of  disintegration  or  treatment  with  ! 
solvents.  AU  such  efforts  were,  however,  made  j 
in  vain,  as  were  also  attempts  to  extract  the 
enzyme  by  freezing  or  plasmolysis,  the  products  ; 
obtained  being  either  inactive  or  owed  what 
activity  they  possessed  to  the  presence  of  un- 
broiien  yeast  ceUs  or  bacteria  (Llidersdorff, 
Schmidt,  Pasteur,  Marie  von  Manassijin,  Adolf 
Mayer,  Niigeli,  and  Loew).  A  slight  modifica- 
tion of  the  grinding  processes  which  had  been 
used  by  several  of  these  authors,  led,  however,  to 
success.  Hans  and  Eduard  Buchner  applied  to 
yeast  the  process  of  grinding  with  sand  which 
they  had  previously  employed  successfully  for 
bacteria.  By  adding  kieselguhr,  at  the  sugges- 
tion of  Hahn,  to  the  pasty  mass  obtained,  and 
submitting  the  mixture  to  a  high  pressure,  they 
obtained  a  clear  liquid  which  was  capal)le  of 
fermenting  sugar  (Buchner,  Ber.  1897,  30,  117). 

The  nature  of  the  active  agent  in  yeast  juice. 
Buchner  at  once  established  the  facts  that  the 
yeast  juice,  prepared  as  just  described,  was 
capable  in  the  absence  of  yeast  cells  of  producing 
alcoholic  fermentation,  and  that  this  power  was 
not  removed  by  the  addition  of  chloroform, 
benzene,  or  sodium  arsenite,  by  precipitation 
with  alcohol,  by  evaporation  to  dryness  at 
30°-35°,  or  by  filtration  through  a  iSerliefeld 
candle,  whereas  it  was  completely  destroyed  at 
50°.  He  therefore  concluded  that  the  fer- 
mentative power  of  the  juice  was  due  to  a  dis- 
solved substance  of  the  nature  of  an  enzyme  to 
which  he  gave  the  name  of  zymase.  Several 
of  the  properties  of  this  liquid,  however,  sug- 
gested to  various  investigators  that  it  did  not 
contain  an  enzyme  of  the  ordinary  kind,  but 
rather  fragments  of  the  living  protoplasm  of  the 
yeast,  which  retained  for  some  time  the  functions 
which  they  had  possessed  in  the  cell.  This  idea 
was  in  harmony  with  the  facts  that  the  fer- 
menting power  of  the  juice  was  rapidly  lost  on 
preservation,  and  that  comparatively  large 
amounts  of  certain  antiseptics  did  undoubtedly 
greatly  diminish  its  activity.  Other  objections, 
founded  on  the  behaviour  of  the  juice  on  dilu- 
tion, &c.,  proved  not  to  be  well  founded. 
Further  experience  of  the  nature  of  yeast  juice 
has  shown  that  this  idea  has  little  to  recommend 
it.  The  action  of  antiseptics  is  closely  analogous 
to  their  effect  on  other  enzymes,  and  the  loss  of 
fermenting  power  has  been  shown  to  be  a  very 
complex  phenomenon.  No  evidence  of  the 
existence  in  the  juice  of  undissolved  proto- 
plasmic fragments  has  been  put  forward,  and 
experiments  on  the  precipitation  of  the  juice  by 
alcohol  and  ether  show  that  if  these  fragments 
do  exist  they  are  able  to  withstand  repeated 
solution  in  water  or  dilute  glycerol  and  re- 
precipitation  without  losing  their  power  of 
producing  fermentation.  Such  properties  are 
only  consistent  with  the  presence  of  an  enzyme, 
and  there  seems  at  present  no  reason  to  doubt 
the  existence  of  such  an  agent  in  yeast  juice. 

Preparation  and  properties  of  yeast  juice. 
Fresh  brewery  yeast  is  washed  and  pressed  out 
at  about  50  kUos.  per  sq.  cm.  The  resulting 
mass,  which  contains  about  70  p.c.  of  water,  is 
mixed  with  an  equal  weight  of  sand,  and  from 
0*2-0 -3  part  of  kieselguhr,  care  being  taken  that 
this  is  free  from  acid.  The  dry  powder  thus 
formed  is  then  ground  in  small  portions  at  a 
time  in  a  large  porcelain  mortar  by  means  of  a 


!  heavy  pestle,  until  the  mass  becomes  pasty, 
j  which  occurs  after  about  1-2  minutes'  grinding. 
The  paste  is  then  either  directly  pressed  out 
;  after  being  wrapped  in  a  filter  cloth,  the  pressure 
being  gradually  raised  to  90  kilos,  per  sq.  cm. 
(Buchner),  or  is  mixed  with  more  kieselguhr  and 
the  dry  powder  pressed  out  between  layers  of 
chain  cloth  (MacFadyen,  Morris,  and  Rowland). 

The  yield  of  juice  obtained  from  1000  grams 
of  bottom  yeast  by  Buchner  is  about  320-460  c.c. ; 
that  obtained  from  English  top  yeasts  is  rather 
smaller,  averaging  250  c.c.  (Harden  and  Young). 
The  product,  after  any  suspended  yeast  cells 
have  been  removed  by  filtration  or  centritugali- 
sation,  is  a  slightly  viscid,  brownish-yellow, 
opalescent,  faintly  acid  liquid  of  sp.gr.  1  -OS-l  -00. 
It  contains  about  8-5-14  p.c.  of  dissolved  solids, 
and  0-7-1 -7  p.c.  of  nitrogen,  nearly  all  in  the 
form  of  albumin,  so  that  the  liquid  coagulates 
when  heated.  The  ash  amounts  to  1-4-2  p.c. 
and,  like  that  of  yeast,  contains  a  large  propor- 
tion of  phosphoric  oxide. 

When  the  juice  is  preserved,  the  protein 
becomes  hydrolysed  owing  to  the  presence  of  a 
powerful  tryptic  enzyme,  known  as  yeast  endo- 
tryptase.  At  the  same  time,  the  power  of  pro- 
ducing alcohohc  fermentation  is  lost,  and  it 
seems  probable  that  this  is  due  to  the  action  of 
the  trjrptic  enzyme  on  the  alcoholic  enzyme 
(Buchner).  When  excess  of  sugar  is  added  and 
the  mixture  incubated  at  25°,  a  steady  fermenta- 
tion ensues,  carbon  dioxide  being  evolved  and 
alcohol  produced  in  nearly  the  theoretical  ratio, 
at  a  rate  which  gradually  decreases  until  the 
process  stops,  after  72-96  hours,  not  from  ex- 
haustion of  the  sugar,  but  owing  to  the  destruc- 
tion of  the  active  agent  of  fermentation.  The 
juice  from  bottom  yeasts  appears  to  be  more 
stable  and  to  produce  a  somewhat  greater  total 
fermentation  than  that  from  top  yeasts,  25  c.c. 
of  juice  producing  on  the  average  at  25°  an 
evolution  of  about  1-1-5  grams  of  carbon 
dioxide  in  the  case  of  bottom  yeast,  and  0-5-1 
gram  in  the  case  of  top  yeasts. 

The  juice  ferments  those  sugars  which  are 
fermentable  by  the  yeast  from  which  it  is  pre- 
pared and,  in  addition,  dextrin,  soluble  starch, 
and  glycogen,  the  first  of  which  is  only  slowly 
and  imperfectly  fermented  by  yeast,  and  the 
last  two  not  at  all,  as  already  explained.  Malt- 
ose and  cane  sugar  are  hydrolysed  before  being 
fermented,  and  the  fermentation  proceeds  just 
as  with  the  simple  sugars,  glucose,  fructose,  and 
mannose.  Slight  differences  between  the  rates 
of  fermentation  and  the  total  fermentations 
produced  with  these  three  .sugars,  have  been 
observed  by  Harden  and  Young.  A  yeast, 
which  ferments  galactose,  yields  a  juice  which 
also  ferments  this  sugar,  iDut  the  action  is  often 
much  less  pronounced  relatively  to  that  on 
glucose  than  is  that  of  the  living  yeast  (Harden 
and  Norris). 

Yeast  juice,  like  living  yeast,  exhibits  the 
phenomenon  of  autofermentation,  which  is 
carried  out  at  the  expense  of  the  glycogen 
present  in  it.  A  diastatic  enzyme,  capable  of 
hydrolysing  glycogen,  exists  in  the  juice  {gh/co- 
qenase),  and  hence  added  glycogen  is  also 
fermented,  but  usually  at  a  lower  rate  and  with 
a  smaller  total  yield  of  gas  than  glucose.  The 
autofermentation  of  the  juice  from  top  yeast  is 
often  very  considerable  in  amount,  and  may  even 


FERMENTATION. 


51!l 


occasionally  equal  that  produced  with  glucose, 
whilst  it  is  less  pronounced  with  juice  from 
bottom  yeast. 

The  rale  of  fcritientafion  of  sugar  varies  with 
the  concentration  of  tlie  sugar  in  the  manner 
characteristic  of  enzymes,  and  in  this  respect 
the  juice  closely  resembles  living  yeast.  After 
a  certain  small  limit  of  concentration  is  attained, 
the  initial  rate  is  practically  independent  of  the 
concentration  of  the  sugar,  but  decreases 
slightly  as  this  increases.  The  gradual  destruc- 
tion of  the  enzymes  produces  a  gradual  fall  in 
rate  which  simulates  the  course  of  a  mono- 
molecular  reaction,  and  is  regarded  by  some 
investigators  as  evidence  that  the  reaction  is  of 
this  type  (Euler,  Zeitsch.  physiol.  Chem.  190.5, 
44,  5S).  Increased  concentration  of  the  sugar 
also  increases  both  the  duration  of  fermentation 
and  the  total  fermentation,  probably  owing  to  a 
protective  action  on  the  fermenting  mechanism. 
The  rate  of  fermentation  is  diminished  by  dilu- 
tion, and,  with  juice  of  high  fermenting  power, 
is  probably  proportional  to  the  concentration  of 
the  juice.  The  total  fermentation  produced  is, 
at  the  same  time,  slightly  diminished. 

Accompanying  the  decomposition  of  the 
sugar  into  carbon  dioxide  and  alcohol,  a  syn- 
thetic action  proceeds,  by  which  a  portion  of  the 
glucose  is  converted  into  a  polj'saccharide,  which 
is  reconverted  into  glucose  by  hydrolysis  with 
acid.  Hence  the  observed  loss  of  sugar  as  esti- 
mated by  reducing  power  is  usually  considerably 
greater  than  the  sum  of  the  weights  of  alcohol 
and  carbon  dioxide  produced.  The  exact 
nature  of  this  complex  saccharide  has  not  yet 
been  determined,  but  observations  by  Cremer 
(Ber.  1899,  32,  20G2)  point  to  the  possibihty  of 
the  synthetic  production  of  glycogen  in  yeast 
juice.  As  already  mentioned,  succinic  acid  and 
fusel  oil  are  not  formed  by  yeast  juice,  whereas 
glycerol  is  produced  to  the  extent  of  about 
3-8  p.c.  of  the  sugar  fermented. 

The  action  of  antiseptics  on  yeast  juice  has 
been  investigated  in  some  detail.  Saturation 
with  chloroform  or  tohiene  or  the  addition  of 
1  p.c.  of  thymol  has  practically  no  effect,  whilst 
the  inhibiting  action  of  substances  like  phenol, 
formaldehyde,  benzoic  acid,  and  salicylic  acid, 
is  very  small  in  Od  p.c.  solution,  more  con- 
siderable in  more  concentrated  solutions.  The 
fermenting  power  is  destroyed  by  4  p.c.  chloral, 
1-2  p.c.  phenol,  2  p.c.  sodium  fluoride,  0-55  p.c. 
ammonium  fluoride,  or  1*2  p.c.  hydrocyanic  ■ 
acid  ;  but  in  this  last  case  it  is  restored  when 
the  hydrocyanic  acid  is  removed  by  a  current  of 
air.  The  action  of  potassium  arsenite  is  some- 
what complex,  and  is  treated  later. 

Ferm.entation  hy  dry  preparations  of  yeast  and 
yeast  juice.  Yeast  juice  can  be  evaporated  to 
dryness  at  37°  without  loss  of  fermenting  power 
as  measured  by  the  total  fermentation  produced. 
When  the  juice  is  brought  into  10  volumes  of 
acetone  and  rapidly  drained,  washed  with  ether, 
and  dried,  a  white  powder  is  obtained,  which  is 
almost  completely  soluble  in  dilute  glycerol,  and 
retains  the  fermenting  power  of  the  original 
juice.  Dry  preparations  can  also  be  obtained 
from  yeast  without  any  previous  grinding,  either 
by  drying  the  yeast  in  air  and  then  heating  it  to 
100°  for  6  hours  (hcfn.nol)  or  by  treating  it  twice 
with  a  large  volume  of  acetone  (or  alcohol  and  I 
ether),  washing  with  ether  and  drying.    The  I 


material  prepared  in  the  latter  way  amounts  to 
about  30  p.c.  of  the  pressed  yeast  taken,  and 
is  known  as  acetone  j^east,  permanent  yeast 
(Diiiii  r-hcjr)  or  zymin,  and  is  almost  anhydrous, 
and  quite  incapable  of  growth,  but  readily  pro- 
duces alcoholic  fermentation  when  brought  into 
sugar  solution.  The  general  phenomena  of 
fermentation  by  its  means  are  the  same  as  are 
produced  by  yeast  juice.  Both  the  total 
fermentation  and  the  rate  of  fermentation  are 
4-6  times  greater  than  would  be  obtained  with 
the  yeast  juice  prepared  from  the  same  weight 
of  yeast. 

The  conditions  of  action  of  the  fermenting  agent 
contained  in  yeast  juice.  The  investigation  of 
the  mode  of  action  of  yeast  juice  on  sugar  has 
shown  that  the  process  is  very  complex.  The 
enzyme  is  accompanied  by  another  substance, 
termed  the  coenzyme,  the  presence  of  which  is 
essential  for  the  production  of  fermentation, 
and,  moreover,  the  chemical  change  is  not  a 
simple  decomposition  of  sugar,  according  to 
Gay-Lussac's  equation,  but  a  complicated  re- 
action in  which  a  salt  of  phosphoric  acid  takes 
part  (Harden  and  Young,  Proc.  Roy.  Soc.  B. 
1906,  77,  405,  78,  369;  1908,  80,  299;  1909, 
81,  336;  1910,  82,  321). 

The  co  nzyme  of  yeast  juice.  When  yeast 
juice  is  passed  under  pressure  through  a 
Martin  filter,  which  consists  of  a  ( !hamberland 
filtering  candle  impregnated  with  7-10  p.c. 
gelatin,  all  the  coUoidal  matter  of  the  juice  is 
retained  on  the  filter,  whilst  the  dialysable 
substances  pass  through,  so  that  the  constituents 
of  the  juice  are  divided  into  two  i^arts.  When 
these  two  portions,  the  residue  and  the  filtrate, 
are  separately  incubated  with  sugar  solution,  it 
is  found  that  neither  of  them  is  cajiable  of  pro- 
ducing fermentation.  When,  however,  the  two 
solutions  are  mixed,  fermentation  proceeds  at 
almost  the  same  rate  as  with  the  original  yeast 
juice  (Harden  and  Yoimg).  Yeast  juice,  there- 
fore, contains  a  dialysable  sub.stance  e.ssential 
for  the  process  of  fermentation,  and  this  is 
provisionally  termed  the  coenzyme  or  co- 
ferment.  It  is  also  present  in  zymin,  from  which 
it  can  be  readUy  removed  by  simple  washing 
with  water,  a  perfectly  inactive  residue  being 
left. 

The  chemical  nature  of  tliis  substance  and 
its  exact  function  in  alcoholic  fermentation  are 
unknown,  and  our  present  information  with 
regard  to  it  may  be  summarised  as  follows  : 
(1)  The  coenzyme  is  thermostable,  and  is  not 
destroyed  when  its  solution  is  boiled.  It  is 
therefore  present  in  the  liquids  obtained  by 
boiling  yeast  juice  and  filtering,  by  heating 
yeast  at  100°,  or  by  boiling  zymin  with  water 
and  filtering,  and  is  best  prepared  by  one  of 
these  methods.  (2)  It  is  dialysable,  and  can  be 
removed  from  yeast  juice  by  dialysis  against 
water  (Buchner  and  Antoni,  Zeitsch.  physiol. 
Chem.  1905,  46,  136)  as  well  as  by  the  filtra- 
tion methods  already  described.  (3)  It  is  de- 
stroyed by  hydrolysis  by  acids  or  alkalis,  and 
even  by  the  continued  boiling  of  its  solution. 
(4)  It  is  gradually  destroyed  in  yeast  juice,  less 
rapidly  in  presence  of  sugar,  by  an  enzyme, 
which  appears  to  belong  to  the  group  of  lipases, 
since  the  destruction  proceeds  more  rapicUy  in 
the  presence  of  the  lipase  of  castor-oil  seeds,  but  is 
not  accelerated  by  trypsin  (Buchner  and  Klatte, 


520 


FERMENTATION. 


Biochem.  Zeitscli.  1908,  8,  520).  This  indicates 
that  the  coenzyme  probably  has  the  structure 
of  a  fat  or  lipoid  substance.  (5)  It  is  not 
precipitated  or  destroyed  by  lead  acetate,  and 
can  therefore  be,  to  some  extent,  purified  by 
means  of  this  reagent  (Harden  and  Young).  It 
is  precipitated  by  a  large  volume  of  acetone  or 
alcohol  along  with  the  enzyme  and  also  by 
colloidal  ferric  hydroxide  (Resenseheck,  Biochem. 
Zeitsch.  1908,  15,  11). 

The  function  of  'phosphates  in  alcoholic  fer- 
mentation. The  addition  of  a  soluble  phosphate 
to  a  fermentins  mixture  of  yeast  juice  and  sugar 
produces  a  remarkable  effect.  The  rate  of 
fermentation  is  greatly  increased,  and  remains 
at  this  high  value  for  a  certain  time,  after  which 
it  rapidly  falls  until  it  is  again  approximately 
the  same  as  before  the  addition  of  phosphate. 
During  this  period  of  enhanced  fermentation,  the 
amounts  of  carbon  dioxide  and  alcohol  produced 
exceed  those  which  would  have  been  formed  in 
the  absence  of  added  phosphate  by  an  amount 
exactly  equivalent  to  the  phosphate  added  in 
the  ratio  RaHPO^ :  COj+CaH.O  (Harden  and 
Young,  Chem.  Soc.  Proc.  1905,  21,  189).  The 
phosphate  is,  at  the  same  time,  converted  into  a 
phospho-organic  compound,  termed  a  hexose- 
phosphate,  of  the  formula  C„H,,|04(P04R2)2, 
which  is  not  precipitated  by  magnesium  citrate 
mixture  or  uranium  salts  (Harden  and  Young  ; 
IwanolT,  Zeitsch.  physiol.  Chem.  1907,  50,  281). 
In  other  words,  a  definite  chemical  reaction 
occurs  according  to  the  following  equation, 
which  is  founded  on  the  ratio  both  of  .sugar  and 
phosphate  to  carbon  dioxide  and  alcohol,  and 
on  the  composition  of  the  hexosejihosphate 
produced  : 

(1)  2C„H,,0„+2R2HP04 

=  2C02+2C,H,0+2H20+C„H,„0,(PO,R.,)2. 
The  existence  of  this  reaction  renders  it 
probable  that  phosphates  are  essential  for  the 
alcoholic  fermentation  of  the  sugars  by  yeast 
juice,  and  that  in  their  absence  no  fermentation 
can  occur.  This  conclusion  has  been  confirmed 
in  a  very  striking  manner  by  experiment.  By 
making  use  of  the  methods  described  under  the 
heading  of  the  coenzyme,  a  mixture  of  enzyme, 
coenzyme,  and  sugar  can  be  prepared  which, 
contains  no  free  phosphate  or  hexosephosphate 
and  very  little  phosphorus  in  any  form  which 
can  yield  pho.sphate  by  enzymic  action.  Such  a 
mixture  is  almost  completely  devoid  of  ferment- 
ing power,  but  ferments  readily  when  a  small 
proportion  of  phosphate  is  added.  In  a  parti- 
cular case,  the  phosphate  free  mixture  only  gave 
1-5  c.c.  of  carbon  dioxide,  whereas  in  presence  of 
phosphate  132  c.c.  were  produced  (Harden  and 
Young,  Proc.  Roy.  Soc.  B.  1911 ,  83, 451).  As  the 
result  of  the  reaction  expressed  by  equation  (1), 
practically  the  whole  of  the  free  phosphate  of 
the  juice  is  converted  into  hexosephosphate,  and 
the  fermentation  should  therefore  come  to  a 
close  unless  some  means  of  regeneration  of  free 
phosphate  were  provided.  Actually  the  neces- 
sary phosphate  is  supplied  by  the  hydrolysis  of 
the  hexosephosphate,  which  is  effected  by  an 
enzyme,  termed  on  this  account  hexosephos- 
phatase,  and  yields  a  hexose  and  a  phosphate  : 

(2)  C„H,,„04(P04R2)2  +  2H20 

=C,H,,Ob+2R2HP04. 
Both  the  hexose  and  the  phosphate  thus  formed 


enter  again  into  reaction  (1).  The  phosphate 
thus  goes  through  a  regular  cycle  of  changes, 
being  first  converted  into  hexosephosphate  and 
then  liberated  by  hydrolysis. 

It  is  now  possible  to  understand  the  con- 
ditions whicli  prevail  in  yeast  juice  in  the 
presence  and  absence  of  added  phosphate. 
When  the  proper  or  optimum  amount  of  phos- 
phate is  added,  reaction  (1)  proceeds  at  its  maxi- 
mum rate,  and  this  rate  affords  a  measure  of  the 
concentration  of  the  fermenting  complex  present 
in  the  juice.  When  all  the  phosphate  has  been 
converted  into  hexosephosphate,  the  rate  falls 
to  a  low  level,  which  represents  the  rate  at  wliich 
phosphate  is  being  supplied  by  the  hydrolysis  of 
the  hexosephosphate.  The  rate  of  fermenta- 
tion under  these  conditions,  the  so-called  normal 
rate  of  fermentation,  is  therefore  a  measin'e  of 
the  concentration  of  the  hexosephosphatase. 
If  it  were  possible  to  accelerate  the  rate  of 
action  of  this  enzyme  to  such  an  extent  that  the 
supply  of  phosphate  was  maintained  at  the  opti- 
mum amount,  the  rate  of  fermentation  would 
be  permanently  maintained  at  the  high  level 
observed  in  presence  of  added  phosphate. 
Precisely  this  result  is  attained  by  the  addition 
of  a  small  amount  of  sodium  arsenate  to  the 
juice.  A  large  and  permanent  rise  of  rate 
occurs,  and  direct  experiment  shows  that  this  is 
due  to  acceleration  of  the  rate  of  action  of  the 
hexosephosphatase.  Arsenites  produce  a  some- 
what similar  but  much  less  marked  effect 
(Harden  and  Young,  I.e.). 

Hexosephosphoric  acid.  The  ])hospho-organic 
compound  produced  during  fermentation,  which 
was  first  observed  by  Harden  and  Young,  has 
since  been  studied  by  Iwanoff  (I.e.  and  (Jciit. 
Bakt.  Par.  ii.  1909,  24,  1)  ;  Lebcdew  (Biochem. 
Zeitsch.  1909,  20,  114;  19J0,  28,  213)  and  Young 
(Proc.  Roy.  Soc.  B,  1909.  81,  .528;  Biochem. 
Zeitsch.  191 1 ,  32,  177).  It  is  isolated  in  the  form 
of  the  lead  salt  from  the  boiled  mixture  in  which 
fermentation  has  been  carried  out  in  presence  of 
phosphate.  This  is  decomposed  by  sulphuretted 
hydrogen,  neutralised,  the  free  phosphate  re- 
moved by  magnesium  nitrate  and  alkali,  and 
the  hexosephosphate  again  precipitated  by  lead 
acetate.  AH  the  salts  are  amorphous,  and 
the  magnesium,  calcium,  barium,  and  manganese 
salts,  which  are  only  sparingly  soluble,  are  more 
soluble  in  cold  than  in  hot  water,  and  Can  bo 
purified  by  taking  advantage  of  this  property. 
The  free  acid  has  not  been  obtained  in  the  purc^ 
state.  It  is  decomposed  when  boiled  alone  or 
with  acids  yielding  phosjjhoric  acid  and  either 
pure  fructose  or  a  mixture  of  hexoses  in  which 
fructose  predominates.  Glucose,  mannose,  and 
fructose  all  appear  to  yield  the  same  hexose- 
phosphoric acid,  which  gives  fructose  when 
hydro  lysed. 

Some  doubt  exists  as  to  the  constitution  of 
this  compound.  Iwanoff  regards  it  as  a  triosc- 
monophosphoric  acid  ester  ( '^H  .02(P04H2), 
but  the  evidence  on  which  this  vie\\-  rests  lias 
been  shown  to  bo  unsatisfactory.  Lebedew,  on 
the  other  hand,  considers  that  it  is  a  hexosc- 
monophosphoric  acid  ester,  basing  fhis  view 
solely  on  the  composition  of  the  jihenylhydrazine 
I  derivative,  which  has  the  composition 

I  (■girrN[r  Nll2,H.2l'O4Cll2tClI.  OII]3C(N„C„H„)0ll(NjC„n„) 

and  is  therefore  the  phenylhyarazine  salt  of  a 
I  monophosphoric    ester    of   hexosazone.  Young, 
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however,  sujJiJorts  the  original  view  of  Harden 
and  Yountr,  Avhich  is  now  accepted  by  Lebedew, 
that  thec(nni30un<l  is  a  hcxosediphosphoric  ester 
tluH|„0^(PO.,Ho).,,  since  analyses  of  the  salts 
aj^ree  with  this  formula  ;  phosphoric  acid  is  split 
off  during  the  formation  of  the  phenj  Ihydrazine 
derivative,  and  a  hydrazone  containing  two 
i:ihos2>horic  acid  groups  for  one  molecide  of 
hexose  has  been  prepared. 

Hexosephosphates  are  present  in  freshly  pre- 
pared yeast  juice  and  in  yeast  extract,  and  are 
therefore  almost  certainly  present  in  the  living 
yeast  cell. 

Several  minor  pomts  remain  for  consideration 
with  regard  to  the  action  of  phosphate.  In  the 
first  place,  phosphate  not  only  sets  uji  a  tem- 
porarily enhanced  fermentation,  but  also  con- 
siderably increases  the  total  fermentation  pro- 
duced, apparently  by  means  of  a  protective 
action  of  the  hexosephosphate  on  the  various 
enzymes  concerned.  Excess  of  phosphate  pro- 
duces a  secondary  inhibiting  effect,  and  may 
lead  to  a  diminished  fermentation  instead  of  an 
enhanced  fermentation.  Excess  of  arsenate 
and  arsenite  produce  similar  effects  but  are  much 
more  markefl  in  their  action,  often  leading  to 
total  inhibition.  The  nature  of  the  action  which 
leads  to  this  result  is  not  yet  knowi. 

Fructose  jwoduces  a  much  greater  rate  of 
fermentation  in  presence  of  jjhosphate  than  does 
glucose,  and  the  optimum  concentration  of 
phosphate  is  greater  in  presence  of  fructose  than 
in  presence  of  glucose,  as  sho\ra  by  the  following 
numbers  referring  to  10  c.c.  of  yeast  juice  : — 


Optimum  conpeiitration  nf 
)]liospliiite  in  terms  (if  :i 
molar  soliitinn 

(ilUOOSl!  ]''l'UCtoSO 

0-034  0-085 

0-012  0121) 

•  0-020  0-1 30 

0-1 211  (i-ISl) 


Maximnm  rate  of  fer- 
iiieiitatinn  in  c.c.  of 
(II).)  pi'r  !">  minutes 
(ilufo.se  li'ructose 

7-  5  32-2 
.5-4  28-4 

8-  1)  17-0 
K3-2  31-2 


These  facts  are,  at  present,  not  understood, 
but  they  probably  indicate  that  fructose  bears 
some  special  relation  to  the  fermenting  complex. 

Zymin  also  reacts  with  jihosphate  in  a  similar 
manner  to  yeast  juice,  but  the  rate  is  not  so 
greatly  increased,  so  that  the  effects  arc  not  so 
marked. 

The.  i>laii  of  enzymes  in  yeast  juice.  It  will 
be  seen  from  the  foregoing  that  tho  number  of 
factors  concerned  in  fermentation  by  yeast 
juice  is  very  large,  and  that  the  conditions  are 
correspondingly  complex.  In  addition  to  tho 
enzyme  and  coenzyme,  togetlier  forming  the 
fermenting  complex,  the  hydrolytic  enzyme 
hexosephosphatase,  the  free  phos])hate  and  the 
sugar,  which  are  all  directly  involved  in  fer- 
mentation, a  numb(>r  of  other  agencies  ar,-;  at 
work  which  influence  the  course  of  the  reaction. 
Chief  among  these  are  the  hydrolytic  enzymes 
which  cause  the  destruction  of  the  enzyme  and 
coenzyme  respectively.  The  former  of  these  is 
probably  jiroteoclastic  and  the  latter  lij)oclastic, 
and  on  the  relative  concentration  oi  these  and 
of  the  enzyme  and  coenzyme  themselves 
depends  the  exact  course  of  events.  During  the 
normal  fermentation  in  presence  of  excess  of 
sugar,  both  the  enzyme  and  coenzyme  are 
gradually  being  destroyed,  and  fermentation 
ceases  as  soon  as  cither  of  these  has  com23let(dy 
disappeared.    In  juice  from  top  yeast,  it  is 


found  that  the  cessation  of  fermentation  is  due 
to  tho  disappearance  of  the  enzyme.  Buchiier 
and  Klattc  (Biochem.  Zcitsch.'  1008,  8,  520) 
have,  however,  found  that  in  juice  from  liottom 
yeast  the  coenzyme  disappears  lirst,  and  that 
the  fermentation  can  be  restarted  ))y  the  addi- 
tion of  l)oiletl  yeast  juice  containing  a  fresli 
supply  of  coenzyme.  The  matter  is  even  more 
complex  than  this,  for  boiled  yeast  juice  has 
been  found  to  contain  an  antiprotease  (analogous 
to  the  antitrypsin  of  blood  serum)  which  inhibits 
the  action  of  the  trypsin  of  the  yeast,  and  thus 
preserves  the  enzyme  from  destruction.  Tho 
presence  of  this  agent  is  partly  responsible  for 
the  considerable  increase  in  total  fermentation 
produced  l)y  the  addition  of  boiled  yeast  juic(^ 
to  fresh  yeast  juice,  the  coenzyme  and  tho 
phosphate  added  at  the  same  time  having  also 
a  share  in  the  phenomenon.  The  hexose- 
phosj)hatase  appears  ahvays  to  outlast  both  the 
enzyme  and  coenzyme.  The  addition  of  sugar 
alone  also  exerts  a  protective  action  upon  the 
enzymes  of  the  juice,  the  power  of  jwoducing 
fermentation  being  retained  for  a  much  longer 
time  in  presence  than  in  absence  of  the  sugar. 
All  these  phenomena  of  protection  are  probably 
to  be  referred  to  the  formation  of  some  sort  of 
compound  or  association  between  the  substances 
concerned  in  fermentation,  which  renders  them 
less  capable  of  reaction  Avith  other  substances. 

The  nature  of  the  process  of  fermentation  in 
the  Uvin.g  yeast  cell.  When  the  effects  produced 
by  yeast  juice  and  zymin  arc  compared  with  those 
due  to  living  yeast,  it  is  found  that  yeast  juice 
ferments  glucose  at  a  rate  \\-hich  is  only  about 
of  that  given  by  the  yeast  from  which  it  was 
prepared,  whilst  zymin  yields  a  rate  which 
is  ^-jjj  of  that  of  yeast.  In  the  presence  of 
fructose  and  ])hosphate,  the  rate  of  fermentation 
of  yeast  juice  may  be  increased  as  much  as 
20-fold,  then  amounting  to  about  one-half  the 
rate  of  that  of  livuig  yeast,  whilst  that  of  zymin 
may  be  increased  to  approximately  tho  same 
relative  value.  Assuming,  as  appears  justified, 
that  the  process  of  fermentation  is  of  the  same 
general  character  in  yeast  as  in  yeast  juice,  it 
follows  that  yeast  juice  contains  a  lai-ge  fraction 
of  the  fermenting  complex  present  in  yeast,  but 
differs  from  this  mainly  in  the  poAver  of  re- 
generating phosphate.  Zymin  appears  to  con- 
tain a  somewhat  smaller  proportion  of  the  fer- 
menting complex,  but  has  a  much  greater  power 
of  regenerating  phos]iliate  than  yeast  juice, 
although  still  considerably  less  than  living 
yeast.  A  similar  effect  to  that  which  is  pro- 
duced by  grinding  yeast,  treating  it  A\'ith  acetone 
or  drying  and  heating  it.  is  also  produced,  but 
to  a  smaller  degree,  by  treating  it  with  toluene 
(Harden),  so  that  all  these  processes  must  result 
in  some  similar  change  which  is  rendered  evident 
Viy  the  loss  of  the  power  of  regenerating  phos- 
phate from  hexosephosphate.  Of  the  nature  of 
this  change  we  are,  at  present,  ignorant,  but  tho 
facts  strongly  suggest  that  it  is  in  som(>  way  duo 
to  the  disorganisation  of  the  cell.  Anotlier 
difference  between  yeast  juice  and  yeast  is  that 
the  latter  does  not  respond,  like  yeast  juice,  to 
the  addition  of  phos])hato  or  of  arsenate.  This 
is  in  reality  another  consequence  of  the  siiperior 
phosphate'  jiroducing  power  of  the  yeast  cell, 
whereby  the  optimum  amoimt  of  phosphate  is 
constantly  supplied. 
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In  the  light  of  what  has  been  said,  the 
following  scheme  of  fermentation  in  the  yeast 
cell  may  be  imaguaed.  The  sugar  first  diffuses 
into  the  cell,  and  it  has  been  shown  bv  Slator 
and  Sands  that  the  rate  of  diffusion  is  much 
more  than  sufficient  to  supply  the  sugar  neces- 
sary for  fermentation,  and  is  therefore  not 
the  controlling  factor  in  the  observed  rate  of 
fermentation  (Chem.  Soc.  Trans.  1910,  922). 
Inside  the  cell,  the  sugar,  either  as  such  or 
having  undergone  some  change  such  as  con- 
version into  the  enolic  form  (E.  F.  Arm- 
strong), combines  with  the  fermenting  complex, 
and  is  thereby  brought  into  relation  with 
phosphate,  probably  also  combined  with  the 
fermenting  complex.  This  association  of  fer- 
menting complex,  sugar,  and  phosphate  then 
breaks  down  with  liberation  of  the  fermenting 
complex,  accompanied  either  by  the  formation 
of  carbon  dioxide,  alcohol,  and  hexosephosphate, 
according  to  equation  (1)  previously  given,  or  of 
the  products  of  some  intermediate  stage  of  this 
reaction.  It  is  probably  the  rate  of  this  de- 
composition which  is  measured  as  the  rate  of 
fermentation.  The  hexosephosphate  is  rapidly 
hydrolysed  and  a  supply  oi  fresh  phosphate  thus 
provided,  which,  along  with  the  hexose  formed 
at  the  same  time,  and  a  new  quantity  of  sugar 
supplied  by  diffusion,  again  enters  into  associa- 
tion with  the  fermenting  complex,  and  thus 
continues  the  fermentation. 

The  results  obtamed  by  Slator  with  mannose 
and  the  facts  already  related  with  regard  to 
galactose,  suggest  the  possibility  that  the  whole 
mechanism,  or  at  least  some  portion  of  it,  may  be 
specific  for  each  sugar,  but  definite  evidence  of 
this  has  not  yet  been  obtained. 

The  chemical  changes  involved  in  alcoholic 
fermentation.  Many  theories  have  been  ad- 
vanced as  to  the  stages  which  may  be  supposed 
to  intervene  between  glucose  and  the  final 
products  of  its  decomposition — alcohol  and 
carbon  dioxide.  Baeyer,  in  1870,  pointed  out 
that  the  alternate  removal  and  readdition  of  the 
elements  of  ^^•ater  might  lead  to  an  accumulation 
of  oxygen  on  certain  of  the  carbon  atoms,  and 
thus  render  the  rupture  of  the  carbon  chain 
possible.  Wohl  has  proposed  a  modification  of 
this  idea,  which  leads  to  the  supposition  that  loss 
of  water  and  intramolecular  change  result  in  the 
formation  of  a  ketoaldehyde  which  undergoes 
hydrolysis  to  methylglyoxal  and  glyceralde- 
hyde  ;  the  latter  of  which,  by  a  similar  series  of 
changes,  also  forms  methylglyoxal  CH^'CO'CHO. 
This  then  passes  into  lactic  acid,  and  this  into 
carbon  dioxide  and  alcohol.  This  theory  re- 
ceived a  certain  amount  of  experimental  support 
from  the  fact  that  small  quantities  of  lactic 
acid  appear  to  be  fermented  by  yeast  juice 
(Buchner  and  Meisenheimer).  The  occurrence  of 
lactic  acid  as  a  true  intermediate  product  of 
alcohohc  fermentation  has,  however,  now  been 
abandoned,  largely  o\ving  to  the  criticisms  of 
Slator,  who  pointed  out  that  this  substance 
should  be  fermented  at  least  as  quickly  as 
glucose,  and  that  this  is  not  the  case.  The 
same  criticism  is  valid  against  all  the  various 
3-carbon  compounds  which  have  been  proposed 
as  intermediate  products,  mcluding  glyceralde- 
hyde  and  dihydroxyacetone.  both  of  which  are, 
according  to  Buchner  and  Meisenheimer,  slowly 
attacked  by  yeast,  whilst  dihydroxyacetone  is. 


also  readily  fermented  by  yeast  jiiice  prepared 
by  maceration  (Lebedew). 

Much  further  evidence  is  required  before  any 
satisfactory  conclusion  can  be  arrived  at  with 
regard  to  this  subject,  and  the  facts  must 
certainly  be  taken  into  account  that  two  mole- 
cules of  sugar  are  involved  in  the  reaction,  and 
that  the  products  include  hexosephosphate  as 
well  as  alcohol  and  carbon  dioxide. 

Fermentations  peoduced  by  Bacteria. 

Bacteria  are  capable  of  bringing  about  many 
fermentations  which  are  strictly  analogous  to  the 
fermentation  of  the  sugars  by  yeast.  Many  species 
of  bacteria  are,  however,  much  less  restricted 
in  their  power  of  action,  and  decompose  not  only 
the  simple  hexoses  and  complex  saccharides,  but 
also  the  glucosides,  the  lower  sugars,  especially 
the  pentoses  and  the  corresponding  alcohols 
including  glycerol,  as  well  as  many  organic  acids. 
In  addition  to  this,  they  also  act  upon  nitro- 
genous compounds,  and  effect  many  oxida- 
tions and  reductions.  The  chemical  changes 
involved  are  of  the  most  varied  kind,  and  al- 
though they  are  in  all  probability  brought  about 
by  enzymes,  it  is  only  in  comparatively  simple 
oases  that  the  enzyme  has  been  separated  from 
the  cell.  In  some  cases,  however,  the  enzymes 
pass  into  the  surrounding  medium,  this  being 
frequently  the  case  with  the  various  digestive 
enzymes,  and  possibly  with  the  urease  which 
brings  about  tlie  hydrolysis  of  urea  into  am- 
monium carbonate  and  water. 

Interesting  and  important  attempts  have 
been  made  by  Buchner  to  prepare  extracts  con- 
taining active  enzymes  from  the  bacteria  of  the 
lactic  acid  and  acetic  acid  fermentations,  by  a 
process  similar  to  that  employed  for  yeast,  but 
in  both  cases  without  success.  He  was  able, 
however,  to  demonstrate  the  existence  of  such 
an  enzyme  in  the  cell  by  treating  the  organism 
with  acetone,  and  showing  that  the  dead  and 
sterile  material  was  still  capable  of  converting 
sugar  into  lactic  acid  in  the  one  case,  and  of 
oxidising  alcohol  to  acetic  acid  in  the  other. 

Although  the  qualitative  characteristics  of 
the  action  of  bacteria  on  many  substances  are 
well  kno\vn  and  are  largely  used  for  purposes  of 
identification  and  differentiation,  comparatively 
little  strictly  quantitative  work  on  the  subject 
has  been  done,  in  which  all  the  products  derived 
from  a  known  weight  of  a  material  have  been 
estimated,  and  hence  our  knowledge  of  the 
chemistry  of  bacterial  action  remains  very  im- 
perfect. Among  the  pioneers  in  this  branch  of 
the  subject  must  be  reckoned  Fitz  (who,  how- 
ever, often  employed  mixed  cultures)  and  P. 
F.  Frankland.  The  employment  of  mixed 
cultures  is  not  entirely  without  justification, 
since  many  of  the  changes  produced  in  nature 
by  bacteria,  such  as  putrefaction,  are  brought 
about  by  the  combined  or  successive  action  of 
different  organisms,  some  of  which  make  use 
of  the  products  of  decomposition  formed  by 
others. 

The  chief  types  of  fermentation  produced  by 
bacteria  may  be  cla.ssified  in  much  the  same 
manner  as  those  due  to  enzyme  action,  under 
the  heads  of  (1)  hydrolysis;  (2)  decomposition 
involving  the  rupture  of  a  carbon  chain  ;  (3) 
I  oxidation  ;  (4)  reduction  and  deoxidation. 
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1.  Fermentations  by  Hi^drolysis. 

A  large  number  of  bacteria  contain  en- 
zymes, wliich  enable  them  to  bring  about  pro- 
cesses of  hydrolysis,  whether  of  proteins  or 
carbohydrates,  and  in  some  cases  these  are 
soluble  and  pass  into  the  medium. 

(a)  Liquefaction  of  gelatin.  Proteoclastic 
enzymes  capable  of  liquefying  gelatin  are  al- 
most certainly  present  in  all  Isactcria,  but  they 
are  only  excreted  by  certain  organisms,  and 
therefore  aliord  a  differential  test  often  em- 
ployed as  an  aid  in  identification.  For  this 
purpose,  the  organism  is  groun  on  nutrient 
gelatin,  and  note  is  taken  as  to  whether  the 
gelatin  becomes  liquefied.  Promment  among  the 
organisms  which  liquefy  gelatin  in  this  way  are  B. 
fluorescens  liquefadens  (Fliigge),  B.  vulgaris  i 
(Lehm.  and  Neiim.),  &c.,  whilst  the  intestinal 
organisms  of  the  B.  coli  group  are  non-liquefiers.  ! 
The  liquefaction  of  gelatin  is  the  first  step  in  the 
hj'drolysis  of  this  substance,  and  is  often  followed 
by  a  more  deep-seated  decomposition  of  the 
resulting  simpler  compounds,  which  is  discussed 
later  on  under  the  heading  of  Putrefaction. 
Some  organisms  only  bring  about  the  lique- 
faction of  gelatin  when  groAVn  in  air,  but  do 
not  liquefy  in  it  an  atmosphere  of  hydrogen 
or  nitrogen,  although  growth  takes  place. 

(h)  Hydrolysis  of  polysaccharides  and  gluco- 
sides.  It  seems  probal)le  that  most  bacteria 
resemble  yeasts  in  the  fact  that,  when  brought 
into  contact  with  polysaccharides,  they  do  not 
ferment  them  directly,  but  first  hydrolyse  them 
and  then  ferment  the  resulting  simple  sugars ; 
and  the  same  thing  is  true  of  the  glucosides.  In 
most  eases  no  strict  proof  of  this  has  been 
brought,  but  in  some  the  hydrolysis  has  been 
actually  demonstrated.  Thus  i?ertrand  and 
Weisweiller  (Ann.  Inst.  Past.  1906,  20,  977) 
found  that  the  B.  bulgaricus  (Grig.)  hydrolysed 
milk  sugar  before  producing  lactic  acid  from  it, 
and  were  able  to  prove  the  existence  of  glucose 
and  galactose  in  the  partially  fermented  solu- 
tion. The  determination  of  the  fermentability 
or  non-fermentability  of  the  di-  and  tri-sacchar- 
ides,  starch,  dextrin,  inidin,  and  many  gluco- 
sides, is  now  largely  employed  for  the  identifica- 
tion of  bacteria,  especially  those  of  the  B.  eoli 
group  and  the  Streptoccoci.  It  follows  from 
the  foregoing  that  what  is  being  tested  for  in 
such  eases  is  most  probably  the  presence  or 
absence  of  the  ferment  requisite  for  the  hydrolysis 
in  question,  e.g.  invertase  by  cane  sugar,  maltase 
by  maltose,  lactase  by  lactose,  ^-glucosidase 
by  many  glucosides,  siich  as  saligenin,  amj'g- 
dalin,  &c. 

The  presence  of  the  hydrolytic  ferment  is 
rendered  evident  by  the  subsequent  fermenta- 
tion of  the  resulting  simple  .sugars,  &e.,  with 
production  of  acid  or  evolution  of  gas  or  both. 
The  efficacy  of  the  test,  therefore,  depends  on  the 
ability  of  the  organism  to  ferment  at  least  one 
of  the  products  of  the  hydrolysis. 

(c)  The  ammoniacal  fermentation  of  urea. 
The  waste  nitrogen  nf  tlm  animal  body  is 
excreted  in  the  lu'ine,  chiefly  in  the  form  of 
urea  C0(NH2),.  uric  acid  C.-H4O3N4,  and 
hippuric  acid  "CeH^-CO-NH-CHj-COOH.  In 
the  urine  of  man,  about  30  grams  of  urea  are 
passed  per  diem,  along  with  0'7  gram  of  uric  acid, 
and  very  small  amounts  of  hippuric  acid  ;  whilst 
the  urine  of  graminivorous  animals  contains 


j  comparatively  large  amounts  of  urea  and 
hippuric  acid  (Liebig,  1829),  tlie  urine  of  a  cow 
containing  18  grams  f)f  urea  .and  16  of  hippuric 
acid  per  litre.  On  the  other  hand,  the  nitro- 
genous waste  of  birds  and  snakes  is  excreted 
almost  entirely  in  the  form  of  uric  acid.  The 
conversion  of  the  nitrogen  of  these  substances 
in  the  soil  back  into  ammonia,  which  is  then 
rendered  available  for  plants  by  nitrifying 
organisms,  is  of  vast  importance,  as  it  is  in  this 
way  that  the  nitrogen  balance  of  the  soil  is 
maintained,  practically  the  whole  nitrogen  of 
natural  manures  being  present  in  these 
forms. 

When  urine,  which  is  normally  sterile  and 
acid  in  reaction,  is  exposed  to  air,  it  becomes 
alkaline,  the  lu'ea  being  converted  into  am- 
monium carbonate  : 

CO(NH,,),+  2H,0=(NH4),C03. 

This  change  was  observed  at  a  very  early 
date,  and  was  ascribed  by  Liebig,  in  accordance 
with  his  theory  of  fermentation,  to  the  presence 
of  decomposing  niueus  from  the  bladder.  About 
1860,  however,  it  was  established  by  Pasteur 
(Compt.  rend.  1860,  50,  849),  his  pupil,  van 
Tieghem  {ibid.  1861,  52,  210;  1864,  58,  210), 
and  Miiller  (J.  pr.  Chem.  1860,  81,  462),  that  the 
decomposition  was  produced  by  a  micrococcus 
which  was  termed  Torvle  ammoniacale  by 
Pasteur,  and  later  Micrococcus  tireoe  by  Cohn. 
It  has  since  been  found,  as  the  result  of  numerous 
researches  by  Fliigge,  Hercens,  Warington, 
Leube,  Beyerinck,  and  especially  Miquel  (litera- 
ture quoted  in  article  by  Miquel  in  Lafar, 
Teehnische  Mykologie,  iii.  71),  that  a  large 
number  of  organisms  have  the  power  of  jsro- 
ducing  this  change.  More  than  thirty  varieties 
have  been  described  by  Miquel  alone,  who  has 
also  foxmd  that  these  organisms  occur  freely  in 
water,  air,  and  soU,  the  cocci  being  about  twice 
as  frequent  as  the  bacilli,  whilst  1-2  p.c.  of  the 
organisms  of  the  Paris  water,  air,  and  cultivated 
soil  belong  to  this  class.  The  most  characteristic 
and  commonly  occurring  coccus  is  that  originally 
discovered  by  Pasteur,  now  known  as  Urococcus 
van  Tieghemi  (Miquel),  which  is  a  small  diplo- 
eoccus,  and  grows  well  on  ordinary  media,  not 
liquefying  gelatin.  In  presence  of  urea,  the 
growth  on  solid  media  becomes  surrounded  by 
dumb-beU-shaped  crystals,  which  are  insoluble 
in  water,  and  consist  of  the  jjliosphates  and 
carbonates  of  calcium,  precipitated  from  the 
medium  by  the  ammonia  produced.  This  is  a 
very  characteristic  phenomenon,  and  renders  it 
easy  to  detect  not  only  this  organism  but  any 
urea  ferment  among  a  number  of  organisms 
which  do  not  attack  urea.  The  organism 
readily  decomposes  as  much  as  4-4-5  p.c.  of  urea 
in  the  medium,  but  is  very  susceptible  to  anti- 
septics. 

The  most  energetic  decomposition  of  urea  is 
brought  about  by  the  Urobacillus  Pasteurii 
(Miquel)  isolated  from  sewage.  This  is  a  motile, 
sporing  bacillus,  which  grows  well  in  alkaline 
liroth,  which  it  renders  viscid  and  ropy.  It 
ferments  completely  as  much  as  13  p.c.  of  urea 
in  the  medium,  and  has  been  observed  to  de- 
compose 3-3  grams  of  urea  per  hour  per  litre  of 
culture. 

As  early  as  1876,  Museulus  (Compt.  rend. 
1874,  78,  132  ;  1876,  83,  333)  found  that  the 
slimy  urine  of  patients  suffering  from  cystitis. 
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and  probably  infected  by  the  foregoing  uro- 
bacUlus,  contained  a  soluble  ferment  which 
could  be  precipitated  by  alcohol  and  was  capable 
(if  converting  urea  into  ammonium  carbonate  in 
the  absence  of  bacteria.  Pastciu-  and  Joubert, 
on  the  other  hand,  maintained  that  this  action 
was  due  to  the  isresonce  of  an  organism  (( 'ompt. 
rend.  1870,  83,  1). 

The  question  of  the  existence  and  properties 
of  this  enzyme  has  been  studied  by  many  in- 
vestigators (Leube,  Lea,  Beyerinck,  Miquel, 
Moll)  with  somewhat  discrepant  results,  ascribed 
by  some  to  the  unstable  character  of  the  enzyme. 
It  can  hardly,  however,  be  considered  as  defi- 
nitely proved  that  the  enzyme  has  been  obtained 
free  from  bacteria.  According  to  Miquel, 
it  can  readily  be  obtained  in  solution  by 
inoculating  alkaline  beef  broth  containing  urea 
with  one  of  the  urea-fermenting  organisms, 
and,  after  some  time,  filtering  through  a  biscuit 
porcelain  candle.  The  liquid  is  then  sterile  and 
capable  of  decomposing  as  much  as  100-120 
grams  of  urea  per  litre  per  hour  at  48°.  Its 
activity  is  greatly  increased  by  cane  sugar  and 
glycerol,  and  is  very  readily  inhibited  by  anti- 
septics. It  may  be  precipitated  by  the  addition 
of  2  volumes  of  alcohol.  Musculus  employed  a 
turmeric  paper  moistened  with  a  solution  of  the 
enzyme  as  a  test  for  urea,  the  liberated  ammonia 
producing  a  brown  colour,  and  Miquel  has 
proposed  the  use  of  solutions  of  the  enzyme  for 
the  quantitative  estimation  of  urea  as  ammonia. 
A  very  powerful  urease  exists  in  the  soya  bean. 

(d)  The  fermentation  of  uric  acid.  Uric  acid 
readily  undergoes  a  combined  bacterial  oxida- 
tion and  hydrolysis,  but  little  is  known  as  to 
the  nature  of  the  bacteria  which  produce  the 
change  (Sestini,  Gazz.  chim.  ital.  1889  ;  Gerard, 
Compt.  rend.  1896,  122,  1019;  123,  185; 
Ulpiani,  Atti  Lincei,  1903,  12,  236).  It  seems 
probable  that  urea  is  first  produced  and  then 
further  hydrolysed  : 
C,H403N4-f2H20+30=2CO(NH2),  +  3C02. 

(c)  The  fermentation  of  hippuric  acid.  Van 
Tieghem  {Compt.  rend.  1864,  58,  210)  showed 
that  the  same  micrococcus  which  fermented 
urea  also  effected  the  hydrolysis  of  hippuric  acid 
into  benzoic  acid  and  aminoacetic  acid,  into 
which  it  is  also  converted  by  acids  : 
CsH.C0-NH-CH2-C00H-fH,0 

=  C6H5-COOH+NH2-CH2-COOH. 

It  has  since  been  found  that  more  than  one 
of  the  urea-fermenting  organisms  produce  this 
change  (Rattone  and  Valenta,  Arch.  Scienz. 
mediche,  1886,  10,  311).  In  the  soil,  the  amino- 
acetic acid  then  probably  undergoes  one  of  the 
characteristic  changes  described  under  Putre- 
faction, its  nitrogen  being  liberated  as  ammonia. 

2.  Fermentations  by  Decomposition  accom- 
panied BY  THE  Rupture  oe  a  Carbon 
Chain. 

The  chief  chemical  characteristic  of  this  form 
of  fermentation  is  that  it  involves  the  rupture  of 
the  carbon  chain  of  the  fermentable  sub.stance, 
the  products  being,  as  a  rule,  substances  con- 
taining a  smaller  number  of  carbon  atoms  than 
the  original  compound.  In  many  cases,  how- 
ever, a  secondary  synthesis  occurs,  and  com- 
pounds are  then  found  among  the  products  con- 
taining more  carbon  atoms  in  the  molecule  than 
the  original  substance,  the  best  known  example 


of  this  being  the  production  of  butyric  acid  from 
glycerol. 

As  regards,  the  nature  of  the  changes  pro- 
duced, the  same  intramolecular  oxidation  aufl 
reduction  is  observed  as  chai'actcriscs  the 
alcoholic  fermentation  of  siigar.  (Airbon  dioxide 
is  very  frequently  evolveol,  and  this  is  often 
accompanied  by  free  hydrogen,  less  frequently 
by  marsh  gas.  The  hydrogen  thus  formed  is 
capable  of  bringing  about  the  reduction  of  many 
substances  such  as  nitrates,  amino-acids,  &c., 
which  may  be  present  in  the  medium,  and  thus 
modifying  the  result.  In  many  cases  in  which 
no  gas  is  evolved,  formic  acid  is  produced  in 
considerable  quantity,  and  this  substance  is 
sometimes  found  in  comparatively  small 
amount,  even  when  carbon  dioxide  and  free 
hydrogen  have  been  evolved.  The  production 
of  ethyl  alcohol  is  also  a  feature  of  common 
occurrence,  and  methyl,  propyl,  and  /«opropyl 
alcohols  have  all  been  observed  as  well  as 
acetone,  acetylmethylcarbinol,  and  butylene- 
glycol.  Among  the  other  products,  lactic  acid, 
which  has  the  same  empirical  formula  as  glu- 
cose, is  one  of  the  most  frequent.  In  some  cases, 
the  conversion  of  a  sugar  into  lactic  acid  is 
almost  quantitative,  whilst  in  others  this  acid 
forms  only  a  small  proportion  of  the  whole 
product.  Acetic  acid,  which  also  has  the  same 
empirical  formula  as  glucose,  is  also  a  common 
product,  and  is  sometimes  accompanied  by 
propionic  and  other  of  the  fatty  acids.  Charac- 
teristic of  one  type  of  fermentation  is  the  pro- 
duction of  butyric  acid,  accompanied  by  more 
or  less  butyl  alcohol.  An  almost  invariable 
product  of  the  bacterial  fermentation  of  sugars 
and  alcohols  is  succinic  acid,  probably  in  part 
derived,  as  in  alcoholic  fermentation,  from  tlie 
decomposition  of  amino-acids. 

Although  bacteria  are  much  less  specific  in 
their  power  of  fermentation  than  the  yeasts, 
they  nevertheless  display  great  sensitiveness  to 
small  changes  in  chemical  composition  and  con- 
figuration. Thus  many  organisms  are  known 
which  attack  mannitol,  but  not  the  stereoiso- 
meric  dulcitol,  and  similar  relations  are  not 
uncommon. 

Since  a  single  species  of  bacterium  may 
attack  a  very  large  number  of  different  com- 
pounds, and  the  same  compound  may  be  decom- 
posed in  several  distinct  ways  by  different 
organisms,  no  very  satisfactory  classification  of 
these  fermentations  can  be  effected,  and  they 
are  best  grouped  according  to  the  most  charac- 
teristic of  the  products. 

They  will  be  briefly  summarised  here  under 
the  following  heads  : — 

(a)  The  true  lactic  fermentation.  In  this 
decomposition,  lactic  acid  is  almost  the  sole 
product,  the  change  proceeding  practically  in 
accordance  with  the  equation  : 

CeHi206  =  2C3H603. 

The  spontaneous  souring  and  clotting  of 
milk  have  long  been  known  to  be  due  to  the  pro  - 
duction  of  lactic  acid,  which  causes  the  precipita- 
tion of  the  caseinogen.  The  process  was  at 
first  ascribed  to  the  action  of  the  caseinogen 
itself,  which  was  regarded  as  an  enzyme  (Mou- 
tron ;  Charlard  and  Fremy).  The  souring  of 
milk,  even  after  it  had  been  heated  and  pro- 
tected from  the  access  of  air-borne  germs  (due 
to  the  presence  of  sporing  bacilli),  played  a  part 
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of  some  importance  in  the  history  of  the  develop- 
ment of  tho  theory  of  fermentation,  and  was 
cited  by  the  supporters  of  Liebig's  view,  that 
fermentation  was  not  due  to  living  organisms 
(Gerhardt).  The  existence  of  a  lactic  acid 
producing  organism  was  first  definitely  estab- 
lished by  Pasteur  (C^ompt.  rend.  1857.  45,  813  ; 
1858,47,  224 ;  Ann.  Chini.  Phys.  1858,[3]  52,  404), 
and  was  confirmed  by  Lister,  in  1877,  who  suc- 
ceeded in  preparing  a  pure  culture  of  an  organism 
capable  of  souring  millv  by  diluting  soured  milk 
to  such  an  extent  that  a  drop  only  contained  a 
single  organism,  adding  a  single  drop  of  this  to 
sterile  mUk,  and  repeating  the  process  several 
times.  Since  then  the  question  has  been  the 
subject  of  an  enormous  number  of  investigations 
on  account  of  its  technical  importance  [see 
Lafar,  Technische  Mykologie,  vol.  2  ;  Henne- 
berg,  Garungsbakteriologisches  Praktikuni,  Ber- 
lin, 1909),  and  only  a  few  of  the  most  interesting 
results  can  be  mentioned  here. 

It  has  been  found  that  all  liquids  containing 
saccharine  matter  are  liable  to  become  sour, 
owing  to  the  production  of  lactic  acid,  when 
they  are  exposed  to  the  air.  The  organisms 
callable  of  producing  this  change  are  extremely 
numerous,  and  the  nature  of  the  flora  developed 
in  any  particular  case  depends  on  the  kind  of 
sugar  present  and  the  character  of  the  nitro- 
genous nutriment  available.  Thus  the  lactic 
acid  organism  of  milk  is  capable  of  fermenting 
milk  sugar,  whilst  that  of  beer  cannot  attack 
this  substance.  The  chief  lactic  acid  organisms 
have  been  isolated  from  milk,  beer,  distiller's 
mash,  baker's  yeast,  dough,  sauerkraut,  and 
similar  materials.  They  are  aU  non-motile,  and 
do  not  form  spores. 

Lactic  acid  is  manufactured  by  the  action  of 
a  bacdlus  on  various  saccharine  solutions  pre- 
pared from  barley,  maize,  potatos,  &c.,  the 
starch  being  first  hydrolysed  by  acid  or  malt, 
and  the  fermentation  carried  on  in  the  presence 
of  chalk.  'Jlie  organism  chiefly  employed  for 
this  purpose  is  the  B.  Delbriicld  (Leichmann) 
identical  with  the  B.  longissimus  (Lafar),  which 
forms  long  cells  (3-7|u)  and  grows  well  at  4G°-47° 
in  unhopped  wort,  ilistiUer's  mash,  and  yeast 
water,  but  not  in  milk  or  beer.  It  converts 
glucose,  cane  sugar,  and  maltose  into  lactic  acid, 
and  produces  neither  volatile  acids  nor  alcohol. 
This  bacillus  also  occin:s  in  the  unsterilised  mash 
employed  by  distillers,  where  it  is  allowed  to 
grow  in  order  to  render  the  liquid  .sufficiently 
acid  to  prevent  subsequent  infection  by  harmful 
bacteria  during  the  fermentation  by  yeast. 

A  second  important  organism  of  this  class  is 
the  Saccharobacillus  pastoriamis  (van  Laer), 
which  frequently  invades  beer  wort  and  renders 
the  beer  sour.  A  closely  allied  variety  is  em- 
ployed in  the  manufacture  of  the  Berlin  white 
beer  to  imjaai't  a  certain  desired  degree  of 
acidity.  This  organism,  however,  produces 
small  amounts  of  alcohol,  acetic  acid,  and  formic 
acid.  It  forms  long  cells  often  united  to  tangled 
threads. 

The  souring  of  milk  is  a  very  complex 
])henonicnon,  in  which  many  bacteria  belonging 
to  different  types  take  part,  the  predominant 
organism  varying  with  the  temperature  at  which 
the  milk  is  preserved.  The  most  commonly 
occurring  organism  appears  to  bo  the  Strepto- 
coccus  lacticus   (Kruse),   formerly   known  as 


Bact.  (liinthcri  (Lehniann  and  Neumann),  B. 
lactis  acidi  (Kruse),  B.  acidi  paralactici  (Kozai). 
This  organism,  of  which  there  appear  to  be  many 
races  or  varieties,  forms  round  or  oval  ceUs, 
grows  very  feebly  on  nutrient  gelatin,  and  is 
positive  to  Gram's  staming  reaction.  It  con- 
verts glucose  almost  completely  into  d-lactic 
acid,  traces  of  volatile  acids  being  also  formed. 
Thus  Weigmann  (.Jahrsb.  Molk.  Kiel,  1890-91, 
25;  1891-92,  24),  and  Leichmann  (Milchzeit. 
1896,  25,  07)  have  found  that  in  milk  the  lactic 
acid  produced  amounts  to  89-98  p.c.  of  that 
calculated  for  the  comi)lete  conversion  of  the 
milk  sugar  fermented  into  this  substance. 

Another  organism,  which  has  attained  a 
certain  degree  of  notoriety  from  its  use  for  the 
preparation  of  sour  milk  as  an  article  of  diet, 
was  found  by  Massol  in  Yoghurt,  a  sour  milk 
used  as  food  in  Bulgaria.  It  is  known  as  B. 
hulgaricus  (Grigoroff),  and  forms  long  cells 
which  grow  feebly  on  agar,  forming  tangled 
masses  of  delicate  threads.  Its  action  on  milk 
has  been  very  thoroughly  investigated  by 
Bertrand  and  WeisweUler  (Ann.  Inst.  Past. 
190r),  20,  977).  It  has  practically  no  action  on 
the  fat,  and  only  hydrolyses  a  very  small  propor- 
tion of  the  caseinogen.  On  the  other  hand,  it 
hydrolyses  the  milk  sugar  almost  completely, 
and  ferments  the  resulting  galactose  and  glu- 
cose, forming  lactic  acid,  containing  an  excess 
of  the  rf-acid,  and  amounting  to  about  92  p.c. 
of  the  hexoses  fermented,  about  2  p.c.  each  of 
acetic  and  succinic  acids,  traces  of  formic  acid, 
and  no  alcohol. 

The  B.  acidi  lactic i  of  Hucppe,  which  was  at 
one  time  thought  to  be  the  chief  organism  con- 
cerned in  the  souring  of  milk,  is  not  of  such 
common  occurrence  as  was  formerly  believed, 
and  is  more  closely  related  to  the  following  group 
of  organisms  than  to  the  true  lactic  acid  bacilli . 

(h)  The  modified  lactic  fermentation,  in 
which  lactic  acid  is  always  accompauictl  by  a 
considerable  projjortion  of  other  substances. 

Under  this  head  may  be  classed,  along  with 
others,  the  changes  produced  in  carljohydrates 
and  alcohols  by  the  very  varied  and  complex 
group  of  intestinal  bacteria,  of  which  B.  coii 
communis,  B.  ti/plii,  &c.,  are  well-known 
representatives.  This  group  of  organisms  has 
received  a  very  large  amomit  of  attention  from 
bacteriologists  for  several  reasons.  In  the  first 
place,  the  group  includes  a  large  number  of 
pathogenic  organisins,  the  detection  of  which  is 
of  the  utmost  importance.  In  the  second  place, 
owing  to  the  imiversal  and  abundant  occurrence 
of  B.  coU  communis  and  allied  organisms  in  the 
intestine,  from  which  they  pass  into  sewage, 
the  presence  of  these  organisms  in  water  in- 
tended for  consumption  is  regarded  as  a  sign 
of  pollution  by  sewage,  and  the  examination 
for  the  presence  of  such  organisms  is  part 
of  the  routine  of  a.  bacteriological  examination 
of  water.  For  these  reasons,  the  chemical 
bacteriology  of  this  group  has  been  closely 
studied,  especially  on  its  qualitative  side. 
These  organisms  possess  the  common  charac- 
teristic of  growing  well  at  37°-40°,  aiirobically 
in  presence  of  bile  salts  (the  sodium  salts  of 
taiirocholic  a,nd  glycocliolie  acids),  and  are  tluis 
dirt^erentiatcd  from  a  great  number  of  the 
commoner  organisms  of  air,  water,  and  soil,  the 
growth  of  which  is  inhibited  by  these  salts.  In 
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addition  to  this,  almost  without  exception  they 
decompose  glucose  with  production  of  acid,  or 
acid  and  gas.  The  further  chemical  differentia- 
tion of  these  organisms  depends  on  their  be- 
haviour to  the  various  simple  sugars  and 
alcohols,  such  as  the  pentoses,  hexoses,  methyl- 
pentoses,  glycerol,  pentitols,  and  hexitols  and 
to  the  complex  saccharides  and  glucosides,  to 
which  reference  has  already  been  made. 

They  are  all  non-sporing  baciUi,  which  either 
do  not  liquefy  gelatin  at  all  or  do  so  very  slowly, 
are  facultative  anaerobes,  and  are  negative  to 
Gram's  staining  test. 

They  can  be  distinguished  independently  of 
their  chemical  action  by  their  physiological 
effects,  notably  by  the  agglutination  test  of 
Widal.  This  depends  on  the  fact  that  each 
species,  and  even  variety,  of  organism,  when 
injected  into  a  living  animal,  gives  rise,  in  the 
blood  serum  of  that  animal,  to  a  substance 
usually  highly  specific,  termed  an  agglutinine, 
which  is  able  to  cause  clumping  and  aggrega- 
tion of  the  living  bacteria  when  added  even  in 
very  dilute  solution  (1  in  10,000-100,000)  to  a 
suspension  of  the  organisms.  This  method 
affords  a  very  valuable  check  on  the  chemical 
reactions,  and  its  use  has  shown  that  in  the  main 
these  reactions  are  reliable  as  a  means  of  identifi- 
cation, although  very  considerable  variations 
can  undoubtedly  be  produced  in  the  chemical 
reactions  by  artificial  means,  and  very  probably 
occasionally  occur  in  nature. 
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The  above  table  shows  the  qualitative 
reactions  of  a  few  of  the  best-defined  of  these 
organisms  ;  AG  meaning  acid  and  gas  ;  A,  acid 
only ;  and  —  no  change.  For  the  sake  of  com- 
pleteness, the  production  of  indole  from  proteins 


(see  Putrefaction)  is  included,  as  well  as  Voges  and 
Proskauer's  test  for  the  production  of  acetyl- 
methylcarbinol  (a  pink  colour  and  green  fluores- 
cence when  caustic  soda  is  added  to  a  cultiva- 
tion of  the  organism  in  glucose  broth),  as 
these  are,  at  present,  considered  to  be  valuable 
tests. 

The  nature  of  the  action  of  certain  of  these 
organisms  on  the  carbohydrates  and  higher 
alcohols  has  been  examined  by  many  authors 
from  various  points  of  view,  particularly  as 
regards  the  nature  of  the  lactic  acid  formed 
under  various  conditions  (Pi're,  Ann.  Inst. 
Past.  1893,  7,  737  ;  1898,  12,  63),  the  nature  of 
the  gas  evolved  (Theobald  Smith,  Cent.  Bakt. 
Par.  1895,  18, 1 ;  see  Keyes,  J.  Medical  Research, 
1909,  21,  69,  where  the  literature  is  quoted),  and 
the  quantitative  relations  of  the  various  pro- 
ducts (Harden,  Chem.  Soc.  Trans.  1901,  612  ;  J. 
Hygiene,  1905,  5,  488).  The  following  are  the 
results  obtained  by  Harden  for  the  action  of  an 
organism  of  the  B.  col  i  group  on  glucose,  fructose, 
and  mannitol,  and  for  B,  typJwsus  on  glucose. 
The  coli-like  organism  employed  in  these  experi- 
ments fermented  cane  sugar  and  not  dulcitol, 
and  would  therefore  now  be  regarded  as  B. 
coscoroba.  The  products  are  expressed  in 
percentages  of  the  sugar  fermented  and  also  in 
terms  of  the  number  of  carbon  atoms  of  the 
sugar  molecule  represented  by  the  product. 
The  cultivations  were  aU  carried  out  in  an 
atmosphere  of  nitrogen,  to  avoid  atmospheric 
oxidation,  and  in  presence  of  chalk  to  neutralise 
the  acid  produced,  and  thus  to  obtain  a  more 
complete  utilisation  of  the  sugar  present.  The 
carbon  dioxide  evolved  by  the  action  of  the  acid 
on  the  chalk  has,  in  every  case,  been  subtracted. 
The  products  in  aU  cases  were  qualitatively  the 
same. 

The  characteristics  of  the  fermentation  of 
glucose  by  this  coli-like  organism  are  that  the 
lactic  acid  forms  less  than  half  of  the  total 
products,  that  alcohol  and  acetic  acid  are  pro- 
duced in  almost  molecular  proportions,  and  that 
the  ratio  of  hydrogen  to  carbon  dioxide  by 
volume  is  almost  1.  B.  typhi  produces  a 
similar  change,  with  the  exception  that  no  gas 
is  formed  but  an  equivalent  amount  of  formic 
acid  is  produced.  Since  B.  coli  and  the  allied 
B.  coscoroba  have  the  power  of  decomposing 
formates  with  the  production  of  equal  volumes 
of  carbon  dioxide  and  hydrogen,  this  would 
indicate  that  most  probably  formate  is  pro- 
duced in  all  cases,  but  decomposed  by  B.  coli 
and  its  allies,  and  left  untouched  by  B.  typhi. 
This  is  confirmed  by  the  fact  that  small  quanti- 


Product 

B.  coscoroba 

B.  typhi 

Glucose 

Fructose 

Mannitol 

Glucose 

Per  cent. 

C  atoms 

Per  cent. 

C  atoms 

Per  cent. 

C  atoms 

Per  cent. 

C  atoms 

Lactic  acid  . 

31-90 

1-91 

48-20 

2-89 

18-600 

1-13 

49-5 

2-96 

Succinic  acid 

6-20 

0-32 

6-10 

0-37 

8-900 

0-65 

trace 

trace 

Acetic  acid  . 

18-84 

1-13 

16-10 

0-97 

9-500 

0-58 

12-7 

0-76 

Alcohol 

12-85 

1-01 

11-60 

0-90 

28-100 

2-22 

9-1 

0-70 

Formic  acid 

trace 

trace 

3-000 

17-7 

0-69 

Carbon  dioxide 

18-09 

0-74 

13-07 

0-53 

28-440 

1-28 

Hydrogen 

0-01 

0-015 
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ties  of  formic  acid  are  often  produced  by  the  i 
gas-forming  organisms,  and  are  increased  when 
the  cultivation  is  carried  out  under  pressure. 

The  production  of  acetic  acid  and  alcohol 
from  glucose  in  approximately  molecular  pro- 
portions is  characteristic  of  a  large  number  of 
the  organisms  of  this  group,  B.  coli  communis, 
B.  acidi  lactici,  B.  coscoroba,  B.  Neapolitanus,  and 
B.  typhi,  aU  presenting  this  peculiarity  (Harden). 

The  case  of  mannitol  is  interesting,  as  the 
efiect  of  the  change  in  constitution  from  glucose 
to  mannitol  is  that  the  production  of  alcohol  and 
carbon  dioxitle  is  almost  doubled,  whilst  that  of 
acetic  and  lactic  acids  is  greatly  diminished. 
Other  types  of  intestinal  organisms,  for  example, 
the  various  types  of  dysentery  bacilli,  which  are 
much  more  restricted  in  their  power  of  fermenta- 
tion, produce  somewhat  similar  eiiects  on  glu- 
cose, but  in  some  cases  much  more  lactic  acid 
is  produced,  wliUst  alcohol  and  acetic  acid  are 
formed  in  a  different  ratio.  Such  types  of  fer- 
mentation ajjpear  to  be  intermediate  between  the 
true  lactic  fermentation  and  that  just  described. 

Production,  of  hulylcno  iilycol.  Several 
species  of  intestinal  bacteria  differ  in  a  very 
marked  manner  from  the  foregoing  types, 
inasmuch  as  they  produce  large  quantities  of 
)37-butylene  glycol  CH3-CH(OH)-CH(OH)-CH3, 
along  with  small  quantities  of  the  corresponding 
ketoalcohol,  acetylmethylcarbinol 
CH3-CO-CH(OH)-CH3. 
This  latter  substance,  in  presence  of  oxygen  and 
alkali,  gives  a  characteristic  colour  reaction  with 
proteins,  known  as  Voges  and  Proskauer's  re- 
action. The  following  quantitative  results 
have  been  obtained  with  B.  lactis  acrogems 
(Escherich)  and  similar  ones  are  given  by  B. 
cloaca:  (Jordan),  (Harden  and  Walpole,  Proc. 
Roy.  Soc.  1906,  B,  77,  421  ;  Walpole,  ibid.  1911, 
B.  83,  272;  Thompson,  ibid.  1912,  B,  84,  500; 
Harden  and  Norris,  ibid.  1912,  B,  84,  492) :— 


Glucose 

Mannitol 

P.O. 

C  atms. 

I'.c. 

C  atms. 

Alcohol  . 

18-2 

1-43 

32-5 

2-57 

Acetic  acid 

8-6 

0-52 

2-1 

0-12 

Lactic  acid 

9-1 

0-55 

8-6 

0-52 

Succmic  acid  . 

4-5 

0-27 

2-8 

0-17 

Formic  acid 
Carbon  dioxide 

1-7 

35-2 

|l-21 

1  1-6 
\35-5 

j.1-53 

Hydrogen 

0-01 

Butyleneglycol(bydif.) 

(22-7) 

1-72 

(16-9) 

M9 

Vol.  ratio  of  H2/CO2 

0-52 

0-79 

This  type  of  fermentation,  therefore,  is 
characterised  alike  by  the  large  production  of 
alcohol  and  the  formation  of  butylene  glycol. 
As  in  the  case  of  the  coli-like  organisms,  the 
alcohol  produced  from  mannitol  is  approxi- 
mately twice  as  much  as  from  glucose.  It 
seems  not  improbable  that  this  relation  is 
connected  with  the  occurrence  of  the  terminal 
group  •CH(0H)  CH2-0H  twice  in  maimitol  and 
only  once  in  glucose.  The  ratio  of  H2/CO2  is  also 
much  lower  than  is  observed  Avith  the  coli-like 
organisms. 

Many  baciUi  not  of  intestinal  origin  also  give 
rise  to  similar  )iroducts.  Thus,  Tate  (Chem.  Soc. 
Trans.  1893,  12U3)found  that  an  organism  derived 


from  ripe  pears  fermented  glucose  and  mannitol 
to  alcohol,  acetic,  formic,  succinic,  and  Z-lactio 
acids,  and  made  the  interesting  observation  that 
rhamnose,  a  methylpentose 
CH3-CH(0H)  •CH(OH)  •CH(OH)  •CH(OH)  -CHO, 
was  decomposed  by  the  same  organism,  but 
yielded  no  alcohol  or  formic  acid,  the  products 
consisting  of  acetic,  succinic,  and  (M-lactic  acids. 
In  no  case  did  the  sum  of  the  products  obtameil 
by  Tate  apj)roach  the  weight  of  the  material 
fermented,  the  discrepancy  being  from  20-60  p.c. 
Again,  the  pneumobaciUus  of  Friedldnder  [B. 
'pneumonia:)  was  found  by  Grimbert  (J.  Pharm. 
Uhem.  1895,  [6]  2,  529)  to  yield  36-58  p.c.  of  l- 
lactic  acid  from  glucose  and  mannitol,  along  with 
alcohol,  and  acetic  acid ;  whilst  Frankland, 
Frew,  and  Stanley  (Chem.  Soc.  Trans.  1891,  253) 
!  obtained  no  lactic  acid,  but  only  alcohol,  acetic, 
succinic,  and  formic  acids  and  a  large  volume  of 
carbon  dioxide  and  hydrogen,  the  jiroducts  from 
mannitol  being  in  the  ratio 

9C2HgO  :  4C2H4O2  :  lOCO^  i  SH,, 
whilst  relatively  less  alcohol  was  formed  from 
glucose.  The  discrepancy  Ijetween  these  results 
probably  points  to  imperfect  identification  of 
the  organism  on  the  part  of  one  or  other  of 
these  observers  or  else  to  a  wide  difference  in 
chemical  action  bet\v'een  different  varieties  of 
the  same  organism. 

(c)  The  butyric  fermentation.  Normal  bxity- 
ric  acid  and  normal  butyl  alcohol  are  formed 
from  carbohydrates,  higher  alcohols,  glycerol, 
lactic  acid,  and  other  compounds  by  the  action 
of  many  bacteria,  and,  in  addition  to  this, 
organisms  are  also  known  which  produce 
;  butyric  acid  from  jsroteins.  The  bacteria  which 
produce  butyric  acid  from  carbohydrates  are 
I  characterised  by  an  extreme  tendency  to  variety 
and  multiplicity  of  form,  and  this  has  given  rise 
to  the  greatest  confusion  in  the  literature  of  the 
subject,  and  to  considerable  difficulty  in  the 
identification  of  species. 

The  butyric  fermentation,  well  kuoT\u  as  a 
means  of  preparing  butyric  acid  by  the  inocula- 
tion of  a  glucose  solution  with  decaying  cheese, 
was  first  ascribed  to  a  specific  organism  by 
Pasteur  (1861).  He  named  this  organism  the 
Vibrion  butyrique,  and  made  the  highly  im- 
portant observation  that  its  motility  was 
destroyed  by  the  presence  of  oxygen,  a  pheno- 
menon which  led  to  the  recognition  of  the 
existence  of  anaerobic  organisms  and  to  Pasteur's 
celebrated  theory, '  La  fermentation  est  la  vie 
sans  au'.'  The  subsequent  researches  of  Praz- 
mowski,  Griiber,  BotJdn,  Beyerinck,  Fliigge, 
and  many  others,  added  to  the  Vibrion  butyrique 
of  Pasteur  as  producers  of  butyric  acid  a  large 
number  of  species  of  varying  forms  and  proper- 
ties. A  considerable  degree  of  simplification 
has,  however,  been  introduced  into  this  some- 
what complex  group  of  organisms  by  the 
exhaustive  investigations  of  Schattenfroh  and 
Grassberger  (Arch.  Hyg.  1900,  37,  54). 

Limiting  their  consideration  to  anaerobic 
bacteria  x^i'oducing  butyric  acid  from  non- 
mtrogenous  sources,  they  recognise  only  two 
main  types  of  organism.  1.  The  non- motile 
butyric  acid  liacillus  occurs  regularly  in  cow- 
dung,  and  is  therefore  to  bo  found  in  mUk  and 
is  also  present  in  the  soil.  The  organism 
presents  two  types  of  growth,  long,  thick  rods 
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or  shorter  and  more  slender  forms,  is  anaerobic, 
liquefies  gelatin,  and  on  starch  paste  agar  forms 
spores  which  withstand  boiling  for  1-5  hours. 
It  is,  however,  extremely  variable  and  readUy 
forms  the  so-called  Clostridia  or  shuttle-shaped 
forms.  The  cells  when  grown  on  starch  at  the 
optimum  temperature  of  37°  contain  granulose 
or  iogen  granules,  which  stain  blue  with  iodine, 
and  probably  consist  of  a  reserve  carbohydrate. 

Schattenfroh  and  Grassberger  regard  this 
organism,  which  includes  in  its  various  forms 
those  previously  known  as  Graiiuldbacter  lacto- 
butyricum  (Beyerinck),  B.  enteritidis  sporotjenes 
(Klein),  and  B.  aerogenes  capsulatus  (Welch),  as 
a  denaturised  form  of  the  bacUlus  of  sympto- 
matic anthrax,  an  organism  pathogenic  to  cattle, 
which,  in  its  native  state,  is  motUe.  It  ferments 
the  sugars  and  starch,  but  not  mannitol  or  cellu- 
lose, and  attacks  glycerol,  and  in  some  of  its 
intermediate  forms  also  ferments  lactic  acid,  the 
products  being  usually  butyric  acid,  tZ-lactic 
acid,  carbon  dioxide,  and  hydrogen. 

2.  The  motile  hutyric  acid  bacillus  is  found 
in  soil,  water,  and  cheese,  but  less  frequently  in 
milk,  and  also  occurs  in  a  great  variety  of  forms, 
from  rods  to  Clostridia,  and  yields  at  least  three 
types  of  growth  on  gelatin,  which  it  does  not 
liquefy.  Like  the  non-motile  bacUlus,  it  is 
anaerobic,  forms  spores,  produces  granulose,  and 
grows  well  at  37°.  It  comprises  the  organisms 
previously  known  as  B.  amylobacter  (Gruber), 
Oranulobacter  saccJiarobutyricum  (Beyerinck),  and 
B.  saccJiarobuiyricus  (Klecki),  and  probably  the 
Clostridium  butyricum  of  Prazmowski,  and  the 
Vibrion  butyrique  of  Pasteur.  Its  chemical  action 
is  much  the  same  as  that  of  the  non-motUe 
bacillus.  In  addition  to  these  two  types,  the 
B.  oedematis  maligni  (Koch),  which  is  pathogenic, 
also  produces  butyric  acid  from  carbohydrates, 
and  the  B.  futrificus  (Bicnstock),  from  proteins 
(■see  Putrefaction). 

A  number  of  aerobic  organisms  capable  of 
forming  butyric  acid  are  also  known,  chief 
among  these  being  the  B.  buiyricus  (Hueppe), 
but  it  appears  doubtful  whether  this  organism 
produces  the  butyric  acid  from  carbohydrates 
or  from  the  proteins  also  present,  no  quanti- 
tative experiments  having  been  made. 

The  B.  butylicus  of  Fitz  (Ber.  1878,  11,  49), 
obtained  from  hay  infusion,  decomposes  glucose, 
glycerol,  mannitol,  and  saccharose,  but  not 
lactose,  or  lactic,  malic,  glyceric,  or  tartaric  acids. 
Fitz,  working  with  a  culture  of  somewhat 
doubtful  purity,  obtained  the  following  results 
with  glycerol,  mannitol,  and  invert  sugar  : — ■ 

Glycerol  Mannitol  Invert  sugar 

M-Butyl  alcohol 
w-Butyric  acid 
Lactic  acid 

Succinic  acid  .  — 
Trimethylene  glycol  34  —  — 
The  fermentation  of  glycerol  by  this  organism 
has  been  recommended  by  Fitz,  and  subsequently 
byFreund,  as  a  convenient  method  for  the  pre- 
paration of  m-butyl  alcohol  and  of  trimethylene- 
glycol. 

Buchner  and  Meisenheimer  (Ber.  1908,  41, 
1410),  also  working  with  the  B.  butylicus  of  Fitz, 
obtained  analogous  results,  as  did  .also  Perdiix 
(Ann.  Inst.  Pasteur,  189.5,  6,  28C)  with  the 
B.amylozyma  (Perdrix). 


p.c. 
8-1 
17-4 
1-7 


p.c. 

10-2 

35-4 
0-4 
001 


p.c. 

0-6 
42-5 

0-3 

trace 


»i-Butyl  alcohol 
Ethyl  alcohol 
Carbon  dioxide 
Hydrogen  . 
Formic  acid 
w-Butyric  acid 
Acetic  acid 
Lactic  acid 


Glycerol 
19-6 
10-4 
42  1 
1-9 
4-0 

0-  7 

1-  0 
3-4 


Glucose 

0-  7 

2-  8 
48-1 

1-  6 

3-  4 
26-0 

7-5 
10-0 


The  production  of  butyric  acid  and  butyl 
alcohol  from  glycerol  and  lactic  acid  by  means 
of  the  butyric  bacillus  is  of  great  theoretical 
importance,  since  it  involves  a  synthesis  from 
the  primary  products  of  the  rupture  of  the 
carbon  chain.  It  has  been  suggested  by  many 
observers  that  one  of  these  is  acetaldehyde, 
from  which  the  butyric  acid  and  butyl  alcohol 
could  readily  be  formed  by  an  aldol  condensa- 
tion, followed  by  reduction  or  a  combined 
oxidation  and  reduction  : 

2CH3-CHO=CH3CH(OH)GH,-CHO. 
CH3-CH(OH)-CH2-CHb+4H 

=CH3-CH2-CH2-CH2(OH)  +  H20. 
That  lactic  acid  is  not  necessarily  an  inter- 
mediate product  in  the  butyric  fermentation,  as 
suggested  by  Buchner  and  Meisenheimer,  is 
shown  by  the  fact  that  certain  organisms  will 
not  ferment  lactic  acid  in  this  way,  although 
they  produce  butyric  acid  from  sugars.  The 
detection  of  anaerobic  butyric  acid  bacteria  in 
mUk  (Kdein's  B.  enteritidis  sporogcnes)  forms 
part  of  the  routine  examination  of  milk  for 
fsecal  contamination,  and  is  carried  out  by 
heating  the  mUkto  80°  for  10  minutes  to  destroy 
all  vegetative  forms  and  leave  only  the  resistant 
spores,  and  incubating  measured  quantities  of 
the  liquid  anaiirobically.  A  characteristic 
separation  of  the  caseinogen  in  flocculi,  accom- 
panied by  a  smell  of  butyric  acid  and  the 
development  of  Gram-positive  rods  pathogenic 
to  guinea-pigs,  indicates  the  presence  of  the 
bacillus. 

( d)  The  fermentation  of  cellulose  and  bacterial 
production  of  methane.  The  bacterial  fermen- 
tation of  cellulose  takes  place  on  a  vast  scale  in 
the  soil,  especially  in  marshy  places,  and  appears 
to  be  one  of  the  chief  processes  by  which  the 
cellulose  of  plant  remains  is  resolved  into 
simpler  products.  It  is  to  this  decomposition 
that  is  due  the  evolution  of  an  inflammable 
hydrocarbon  from  marshes,  which  was  first 
recognised  by  Volta  in  1776.  A  similar  de- 
composition occurs  in  the  stomachs  of  gramini- 
vorous animals  (Tappeiner)  and  in  heaps  of 
manure,  wool  refuse,  &c.  The  fact  that 
cellulose  was  capable  of  undergoing  fermentation 
was  first  observed  by  Mitscherlich  in  1850,  who 
ascribed  the  gradual  disappearance  of  the  cell 
walls  of  potatos  left  in  water  for  several  days 
to  the  action  of  bacteria.  The  power  of  de- 
stroying cellulose  was  subsequently  (erroneously) 
attributed  by  van  Tieghem  (Compt.  rend.  1879, 
88,  205;  89,  25,  1102)  to  the  B.  amylobacter 
((jruber),  on  the  ground  of  the  destructive  action 
of  this  bacillus  on  many  vegetable  tissues.  A  con- 
siderable amount  of  inJEormation  as  to  the  chemi- 
cal nature  of  the  process  of  cellulose  fermenta- 
tion was  afforded  by  th(!  researches  of  Popoff 
(Arch.  Phys.  1875,  "lO,  J 13),  Tappeiner  (Ber. 
1881,  2375  J  1882,  999  ;  1883,  1734  ;  1884,  142, 
262,  587),  and  Hoppe-Seyler  (Zeitsch.  physiol. 
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Cheni.  188li,  10,  201,  401  ;  Ber.  1883.  Ki,  122). 
Popoff  anil  Hoppc-Seyleu  worked  with  sewer 
mud,  and  found  that  it  contained  organisms 
capable  of  decomposing  Swcdisli  filter  paper, 
and  prodvicing  from  it  carbf)n  dio-xide,  methane, 
and  sometimes  hy  lrogen.   Hoppe-JSeyler,  indeed, 
was  able  to  bring  about  the  conversion  of  25-8 
grams  of  pure  filter  paper  into  marsh  gas  anil 
carbon  dioxide  in  4  years  at  room  temperatiue, 
no  other  products  being  formed.  Tappeiner 
paid  attention  chiefly  to  the  extremely  interest- 
ing prolilem  of  tlie  (lecomjjosition  of  cellulose  in 
the  aninuil  intestine,  which  had  previously  been 
ascribed  to  the  action  of  a  soluble  enzyme 
(Hofmeister).    He  showed  that  a  large  part,  if 
not  the  whole,  of  this  decomposition,  which  in 
ruminants  may  amount  to  as  much  as  75  p.c.  of 
the  cellulose  ingested,  is  bacterial  and  is  accom- 
panied by  the  evoluticjn  of  large  volumes  of 
carbon   dioxide,   nurrsh   gas,    and  sometimes 
hydrogen.    He  was  moreover  able  to  show  that 
two  types  of  cellulose  fermentation  existed,  one 
of  which  was  characterised  by  the  production  of 
methane,  the  other  by  that  of  hydrogen,  methane 
being  formed  when  the  nutrient  medium  con- 
tained beef  extract,  hydrogen  when  only  salts  of 
known  composition  were  used.    In  both  cases 
carbon  dioxide  was  evolved,  and  aldehyde  and 
large  quantities  of  acetic  and  butyric  acids  were 
produced.    No  advance  had,  up  to  this  time, 
been  made  in  the  determination  of  the  specific 
bacteria  to  which  the  destruction  of  cellulose 
was  due,  this  function  being  generally  ascribed 
to  B.  ami/lobartcr,  although  van  Senus  (Koch's 
Jahrb.  1890,  1,  13(3)  considered  that  the  presence 
of  a  second  organism  was  necessary.  Much 
light  has  been  thrown  on  the  whole  subject  by 
the  long-continued  researches  of  Omelianski 
(Centr.  Bakt.  Par.  Abt.  ii.  1902,  8,  193  ;  1904, 
11,  369;    12.  33;    1906,  16,  673;    article  in 
Lafar,  Technische  Mykologie,  1904,  iii.  245). 
Omelianski  has  found  that  the  fermentation  of 
cellulose  is  produced  by  anaiirobic  sporing  bac- 
teria, and  agrees  with  Tajipeiner  in  recognising 
the  methane  and  hydrogen  types  of  fermenta- 
tion.   These  are  brought  about  by  different 
organisms,  which  can  be  separated  if  advantage 
be  taken  of  the  fact  that  when  a  mixed  culture 
of  the  spores  of  both  varieties,  such  as  occurs 
natin-ally  in  sewer  mud  or  manure,  is  inoculated 
into  the  nutrient  solution  described  below,  and 
cidtivated  anai^'robically,  the    bacteria  of  the 
methane  fermentation  are  the  first  to  grow. 
Accordingly,  when  such  a  mixed  culture  is 
allowed  to  develop  and  is  then  heated  to  75°  for 
15  minutes,  the  vegetative  forms  of  the  methane 
bacteria  are  killed,  and  a  succession  of  inocula- 
tions and  heatings  suffices  to  remove  the  whole 
of  these,  and  leaves  a  culture  which  produces 
a  pure  hydrogen  fermentation.     On  the  other 
hand,  direct  inocvdation  without  heating  leads 
to  the  elimination  of  the  undeveloped  spores  of 
the  hydrogen  organism  and  the  production  of  a 
pure  methane  fermentation.    It  has  not  so  far 
been  found  possible  to  obtain  cultures  of  either 
form  on  solid  media,  and  Omelianski  relies  on 
the  strongly  selective  character  of  his  medium 
and  the  microscoj)ic  appearance  of  his  cultures 
as  the  oirly  guarantees  of  their  purity.  The 
medium  foxmtl  suitable  consists  of  potas.sium 
phosphate,  1  gram ;  magnesium  sulphate,  0-5 
gram ;     ammonium    sulphate    or  phosphate, 
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1  gram  ;  sodium  chloriile,  trace  ;  distilled  water, 
1  litre.  To  300  c.o.  of  this,  3-4  grams  of  Swedish 
filter  paper  and  5-6  grams  of  chalk  are  added, 
and  the  whole  inoculated.  The  fermentation 
only  begins  after  at  least  a  week's  incubation, 
and  proceeds  slowly  fcjr  nutny  months.  Spots 
slowly  appear  on  the  papi'r,  and  these 
gradually  become  perforations,  and  the  paper 
breaks  up  into  fragments  and  finally  disappears. 
The  decomposing  fragments  are  fountl  to  be 
densely  covered  with  bacteria,  which  are  very 
slender,  isolated  rods,  those  of  the  methane 
fermentation  being  somewhat  the  thinner  of  the 
two  species.  They  gradually  produce  at  one 
end  a  round  spore,  three  times  the  diameter  of 
the  rod  (drumstick  form).  The  bacilli  can  be 
stained  by  the  ordinary  aniline  dyes,  and  do  not 
give  a  blue  colouration  with  iodine. 

In  the  absence  of  any  isolation  of  the  bacteria 
on  solid  media  or  cultivation  from  a  single 
spore,  it  must  still  be  regarded  as  doubtful 
whether  either  of  these  organisms  has  yet  been 
obtained  in  pure  culture. 

The  -products  of  decomposition,  of  cellulose 
were  examined  C£uantitatively  by  Omelianski, 
and  found  to  be  as  follows  : — 

Hydrogen  Metliane 
fermentation  fermeiitatinn 


Carbon  dioxide  . 

p.c. 
.  29d 

P.O. 

43-2 

Hydrogen  . 

.  0-4 

Methane  . 

6-8 

Acetic  acid 

.  35-9 

43-6 

Butyric  acid 

.  31-0 

7-1 

96-4 

100-7 

Much  remains  yet  to  be  learnt  of  the  nature 
and  conditions  of  the  process  of  cellulose  fer- 
mentation ;  in  particular  it  has  not  been  ascer- 
tained whether  the  cellulose  is  rendered  soluble 
before  being  fermented,  and  if  so  by  what  means. 
Cellulose  is,  however,  also  attacked  and  dis- 
integrated by  various  aerobic  organisms  and  by 
certain  moulds,  but  little  is  luiown  as  to  their 
mode  of  action.  The  materials  containing 
the  cellulose-fermenting  bacteria  also  contain 
organisms  which  are  capable  of  producing 
methane  from  a  great  variety  of  substances, 
among  which  are  acetates  (Hoppe-Seyler), 
butyrates  (Maze),  gum  arable  (Omelianski),  and, 
according  to  Tappeiner,  various  albumins  and 
protein  derivatives.  Omelianski  also  obtained 
from  decaying  wood  organisms  which  ])rofluced 
methane  fermentation  with  egg  albumin,  glue, 
gelatin,  wool,  and  peptone.  Fermentations  of 
this  kind  undoubtedly  play  a  large  part  in  the 
destruction  of  animal  and  vegetable  remains, 
and  are  of  great  technical  importance  in  the 
decomposition  of  sewage  in  the  septic  tank  and 
in  the  fermentation  of  manure.  An  interesting 
consequence  of  their  constant  occurrence  in 
nature  is  the  presence  of  methane  in  the  air,  as 
much  as  11-3  c.c.  per  100  litres  having  been 
found  by  Gautier  in  the  air  of  wooded  rural 
districts,  where  the  decomposition  of  vegetable 
matter  in  the  soil  is  ])robali]y  \  eiy  considcralilc. 

Other  types  of  fermentation  by  decomposi- 
tion. Fermentation  of  the  hydroxy-acids  and 
glycerol.  Among  the  numerous  other  types  of 
fermentation  involving  the  rupture  of  the  carbon 
chain  of  non-nitrogenous  compounds,  only  a.  few 
can  be  mentionetl  here. 
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i.  The  B.  etliaccticus  (F.)  was  isolated  in  1890 
from  sheep  dung  by  Frankland,  who  carefully 
examined  its  action  on  a  number  of  different 
substances.  This  organism  does  not  appear  to 
have  been  identical  with  any  of  the  more 
recently  described  intestinal  bacteria.  It  fer- 
mented glucose,  mannitol,  arabinose,  and  gly- 
cerol, forming  mainly  acetic  acid,  alcohol,  formic 
acid,  and  a  mixture  of  equal  volumes  of  carbon 
dioxide  and  hydrogen.  No  lactic  acid  was  pro- 
duced, but  from  glucose  and  arabinose  a  fixed 
acid  of  unknown  composition  was  probably 
formed  (Frankland  and  Fox,  Proc.  Roy.  Soc. 
1890,  46,  345  ;  Frankland  and  Frew,  Chem.  Soc. 
Trans.  1891,  81  ;  Frankland  and  Lumsden,  ibid. 
1892,  432 ;  Frankland  and  MacGregor,  ibid. 
1892,  737).  This  organism  had  the  interesting 
property  of  fermenting  a  solution  of  calcium 
dZ-glycerate  asymmetrically,  only  decomposing 
the  /-acid  and  leaving  unattacked  the  pure 
«Z-acid,  which  was  first  isolated  in  this  way.  The 
decomposition  is  represented  by  the  equation  : 

5C3H604=C2He04-(-C2H402-i-6C02+3H2+H,0. 
This  organism,  after  repeated  cultivation  in 
calcium  glycerate,  however,  acquired  the  power 
of  slowly  fermenting  the  tZ-acid. 

ii.  Glycerol  undergoes  fermentation  by  many 
organisms,  and  in  some  cases  yields  butyric  acid, 
as  has  already  been  described. 

A  more  usual  change  is  its  decomposition 
mainly  into  alcohol  and  formic  acid  or  carbon 
dioxide  and  hydrogen  : 

C3H803  =  C,H„0+C02-fH2. 

This  was  observed  by  Fitz  with  an  organism 
kno-\TO  as  B.  ethylicus  or  Fitzianus,  and  this  is 
also  the  type  of  decomposition  produced  by 
B.  coli  communis  (Harden). 

iii.  The  hydroxy-acids.  such  as  lactic  acid, 
mahc  acid,  and  citric  acid,  are  readily  decom- 
posed by  many  organisms.  Thus  lactic  acid,  in 
addition  to  undergoing  butyric  fermentation, 
is  converted  by  a  mixed  fermentation  (Strecker. 
1854,  Fitz)  into  acetic  acid,  propionic  acid,  and 
carbon  dioxide.  Malic  acid  yields  with  B. 
lactis  aerogenes,  carbon  dioxide,  acetic  acid,  and 
a  large  amount  of  succinic  acid  (Emmerling), 
similar  products  being  formed  by  B.  cloacm 
(Thompson),  whilst  citric  acid  is  converted  by 
these  two  organisms  into  carbon  dioxide  and 
acetic  acid. 

iv.  The  mannitol  fermentation  is  effected  by  an 
organism  which  occurs  as  an  infection  in  wines 
(Gayon  and  Dubourg,  Ann.  Inst.  Past.  1894, 
8,  108  ;  1901,  15,  527).  It  decomposes  sugars 
into  alcohol,  carbon  dioxide,  acetic,  lactic,  and 
succinic  acids,  and  glycerol,  but  wth  fructose 
yields  a  considerable  proportion  of  mannitol. 

3.  Febmentatiohs  by  Oxidation. 
All  aerobic  organisms  have  the  power,  like 
the  higher  plants  and  animals,  of  oxidising 
appropriate  food  materials,  with  production  of 
carbon  dioxide  and  water.  It  is,  however, 
frequently  possible,  in  the  case  of  bacteria,  to 
isolate  partially  oxidised  products  and  thus 
ascertain  some  of  the  stages  of  the  process, 
whereas  this  can  only  rarely  be  accomplished 
with  higher  organisms.  The  production  of 
acetic  acid  from  alcohol  by  bacterial  action  is 
one  of  the  most  important  cases  of  this  kind ; 
the  conversion  of  ammonia  into  nitrous  acid, 
and  this  into  nitric  acid,  being  a  second. 


(»)  The  acetic  fermentation  of  alcohol  and  the 
oxidising  properties  of  the  bacteria  which  produce 

it.  The  spontaneous  souring  of  Mine,  beer,  and 
other  alcoholic  liquors  when  exposed  to  air  has 
long  been  knoma  and  employed  for  the  manu- 
facture of  vinegar.  Pasteur,  in  J 864  (Me'm.  sur 
la  fermentation  acetique ;  Ann.  Ecole  Norm.  sup. 
235,  225;  J.  Chem.  Soc.  Abstr.  1881,  128; 
Etudes  sur  le  vinaigre,  1868),  conclusively 
proved  that  the  change  of  alcohol  into  acetic 
acid  in  this  process  was  due  to  the  '  flowers 
of  vinegar,'  an  organism  which,  from  the 
circumstance  that  it  formed  a  film  on  the 
surface  of  the  liquid,  he  termed  Mycoderma 
aceti.  Pasteur  carefully  examined  this  organism, 
cultivated  it  in  synthetic  media,  and  proved 
that  it  acted  as  a  carrier  of  oxygen  from  the 
air  to  the  alcohol,  and  that  it  \\'as  capable, 
when  no  more  alcohol  was  available,  of  oxidising 
the  acetic  acid  to  carbon  dioxide  and  water. 
Traces  of  aldehyde  were  observed  to  be  produced 
when  the  vitality  of  the  organism  was  impaired. 
Since  Pasteur's  time  a  large  number  of  organisms 
have  been  found  which  have  a  similar  action  on 
alcohol,  and  which  include  those  found  in 
vinegar  breweries.  These  are  not  very  clearly 
characterised,  and  only  one  or  two  of  the  most 
important  can  be  here  mentioned  (see  Henne- 
berg,  various  papers  in  Centr.  Bakt.  Par.  Abt. 
ii.  1897-98,  1905-6;  and  Giirungsbacteriolo- 
gisches  Praktikum,  Berlin,  1909,  510-558). 
B.  aceti  (Hansen)  has  been  studied  morpho- 
logically by  Cohn  (Biol.  d.  Pflanzen,  2,  173),  and 
biochemically  by  A.  J.  Brown  (Chem.  Soc.  Trans. 
1886,  174  ;  1887,  638)  and  Hansen.  It  grows 
on  the  surface  of  culture  media,  forming  an  easily 
broken  film,  consisting  of  chains  of  cells  about 
2  inches  in  length,  and  slightly  contracted  in 
the  middle,  so  that  they  resemble  a  figure  of 
8.  It  does  not  form  spores,  and  readily  pro- 
duces involution  forms,  cells  of  10-15  fi  in 
length  and  irregularly  swollen  being  common. 
As  regards  the  j)roduction  of  acetic  acid  from 
alcohol,  Bro\\Ti  fully  confirmed  Pasteur's  obser- 
vations with  Mycoderma  aceti.  The  highest 
concentration  of  acetic  acid  that  can  be  obtained 
by  the  use  of  this  organism  is  6-6  p.c.  (Henne- 
berg). 

Brown  also  found  that  this  organism  con- 
verts w-propyl  alcohol  into  propionic  acid,  and 
glycol  into  gly collie  acid,  but  does  not  act  on 
methyl  alcohol  or  erythritol,  whilst  it  oxidises 
glycerol  completely.  The  observation  that  this 
bacillus  converts  glucose  into  gluconic  acid 
(Boutroux,  Compt.  rend,  1878,  86,  605 ;  1880, 
91,  236)  was  confirmed.  Mannitol  undergoes 
an  extremely  interesting  reaction,  being  con- 
verted into  fructose.  All  these  reactions  occur 
when  the  organism  is  grown  on  solutions  of  the 
various  substances  in  yeast  water,  chalk  being 
added  to  neutralise  the  acids  formed. 

As  already  mentioned,  Buchner  and  Gaunt 
(Annalen,  1906,  349,  140)  have  shown  that  the 
oxidation  of  alcohol  by  this  organism  is  due 
to  the  action  of  an  enzyme,  and  can  be  effected 
by  the  cells  after  they  have  been  killetl  aiid 
dehydrated  by  acetone. 

B.  xylinua  (Brown)  is  the  organism  which 
occurs  in  the  vinegar  plant,  or  mother  of  vinegar, 
in  which  it  is  associatetl  with  a  yeast.  The 
mixed  growth  is  thus  capable  of  converting  cane 
sugar  solution  into  vinegar,  the  sugar,  ^^'hich  is 
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itself  not  attaclced  l)y  tlic  bacillus,  being  hydro-  | 
Ivsed  and  fermeuted  by  the  yeast,  with  produc- 
tion of  alcohol,  which  is  then  oxidised  by  the 
l)aoiUus.  The  B.  xijlinus  in  pure  culture  grows 
on  the  surface  of  alcoholic  liquids,  forming  thick, 
tough  gclatmous  membranes,  which  sometimes 
on  wine  attaui  a  thickness  of  as  much  as  a  foot. 
This  is  due  to  the  formation  of  a  transparent 
film  in  which  the  short,  rod-like  bacilli  are 
embedded.  This  film  contains  a  large  propor- 
tion (.35-62  p.c.  of  its  dry  weight)  of  cellu- 
lose (Brown),  and  is  formed  from  glucose, 
fructose,  and  mannitol,  but  not  from  cane 
sugar  or  starch.  The  cellulose  formed  from 
fructose  yielded  glucose  when  hydrolysed  -with 
acids.  The  chemical  actions  of  this  organism 
were  found  by  Brown  to  agree  m  general  with 
those  of  B.  aceti.  They  have  been  more  eom- 
15letel,y  investigated  by  Bertrand  (Ann.  Chim. 
Phys.  1904.  [8]  3,  181),  who  terms  the  organism 
the  sorbose  bacterium.  He  finds  that  this  organ- 
ism converts  many  polyvalent  alcohols  mto  the 
corresponding  a-ketose.  thus  changing  sorbitol 
into  sorbose,  mannitol  into  fructose,  i-erythritol 
into  erythulose  CH,(0H)-C0-CH(0H)-CH20H, 
Z-arabitol  C,HioO|.  into  arabinulose  C^HjqOj, 
perseitol  and  volemitol  C-Hj^O,,  into  perseulose 
and  volemulose  C7H,40,.  Of  great  interest  is 
its  action  on  glycerol,  which  it  converts  into 
dihycbosyacetone  CH„(0H)-C0-CH2-0H,  en- 
tirely free  from  the  isomeric  glyceraldehyde 
which  is  invariably  formed  by  the  action  of 
ordinary  oxidising  agents. 

This  method  is  by  far  the  most  convenient 
for  the  preparation  of  dihydroxyacetone,  the 
organism  being  simply  grown  for  about  3  weeks 
on  a  10  p.c.  solution  of  glycerol  in  yeast  water, 
and  the  liquid  then  evaporated,  precipitated  by 
alcohol,  filtered  and  finally  evaporated  in  vacub. 

On  the  other  hand,  glycol,  Z-xylitol,  and 
(i-dulcitol  are  not  attacked.  The  action  of  the 
bacillus  is  confined  to  the  oxidation  of  a  secondary 
carbinol  group,  which  is  not  stereochemicaUy  in 
the  neighbourhood  of  a  hydrogen  atom  (Ber- 
trand). The  aldoses  are  oxidised  to- the  corre- 
sponding acid,  glucose,  xylose,  arabinose,  and 
galactose  all  behaving  normally  in  this  respect. 
When  the  acid  tlius  produced  contains  a 
CH(OH)  group  capable  of  being  attacked, 
according  to  the  rule  just  stated,  this  may  also 
be  oxidised.  Thus  gluconic  acid  yields  the 
corresponding  ketonic  acid,  oxygluconic  acid 
CH2(0H)-C6-CH(0H)CH(0H)-CH(0H)-C00H, 
which  had  previously  been  obtained  by  Boutroux 
by  the  aid  of  the  M.  ohlongus  (Bout.)  (Compt. 
rend.  1886,  102,  924). 

(h)  Nitrification.  The  conversion  of  the 
nitrogen  of  organic  matter  into  nitrates  in  the 
soil  was  familiar  to  chemists  at  a  very  early 
date,  and  was  employed  as  a  means  of  manu- 
facturing saltpetre.  From  the  time  of  Mayow 
onwards,  it  was  regarded  as  a  purely  chemical 
action  l)rought  about  by  the  agency  of  the  porous  | 
soil,  or,  according  to  Liebig's  characteristic  view, 
by  a  ferment,  i.e.  some  substance  which  was 
itself  imdcrgoing  oxidation  in  the  soil.  The  i 
idea  that  this  process  was  in  reality  of  biological 
origin  was  suggested  by  Pasteur  (1862),  hut 
first  more  fully  developed  liy  Schloesing  and  i 
Miintz  (Compt.'  rend.  1877,  84.  301  ;  1878,  86, 
392  :  1879,  89,  891.  1074),  who  found  that 
nitrification  ceased  when  the  soil  was  sterilised  by  i 


heat  or  antiseptics.  The  researches  of  Warino;- 
ton  (Chem.  Soc.  Trans.  1878,  44;  1879.  429; 
1884,  637  ;  1888,  727),  carried  out  at  Rotham- 
sted,  contributeil,  along  witli  mucli  information 
as  to  the  conditions  of  nitrification,  the  funda- 
mentally important  facts  that  oxidation  oflcn 
only  proceeded  as  far  as  the  production  of 
nitrite,  and  that  the  nitrogen  ■was  converted  intii 
ammonia  before  being  nitrified.  These  concep- 
tions were  then  further  developed  by  jNIunro 
(Chem.  Soc.  Trans.  1880,  032),  who  caiiie  to  the 
conclusion  that  the  normal  course  of  nitrifica- 
tion consisted  in  the  production  of  ammonia 
followed  by  tliat  of  nitrites  and  nitrates.  Up 
to  this  time  (1888),  all  attempts  to  isolate  the 
organisms  by  the  aid  of  which  the  change  was 
effected  had  failed,  and  it  was  not  until  this  had 
been  effected  by  Winogradsky  (Ann.  Inst.  Past. 
1890,  4,  213;  article  in  Lafar,  Teehnische 
Mykologie,  1904,  iii.  132-181),  and  almost  simul- 
taneously by  Warmgton  {see  Chem.  Soc.  Trans. 
1898, 484),  that  the  ti;ue  conditions  of  the  process 
were  discovered.  The  bacillocoecus  possessed 
of  nitrifying  power  which  was  described  by  P. 
and  G.  Frankland  (Proc.  Roy.  Soc.  1890,'  47) 
was  subsequently  foxmd  not  to  be  a  pure  culture. 
Winogradsky,  convinced  tliat  the  presence  of 
organic  matter  was  detrimental  to  the  develop- 
ment of  the  organism,  inoculated  with  earth  a 
solution  containing  only  I  per  mille  of  ammonium 
sulphate  and  of  potassium  phosphate,  together 
wii\\  some  solid  basic  magnesium  carbonate, 
and  by  repeated  sub-cultivations  succeeded  in 
obtaining  strong  nitrification  in  a  liquid  almost 
free  from  organisms  capable  of  growing  on  the 
ordinary  solid  media.  The  principle  involved 
is  that  of  selective  culture,  only  those  organisms 
surviving  which  can  avail  themselves  of  the 
very  limited  supply  of  nourishment  provided. 
The  deposit  of  magnesium  carbonate  in  such  solu- 
tions was  observed  to  be  covered  with  gelatinous 
masses  of  the  nitrifying  organism,  and  when  this 
was  spread  on  gelatin,  it  was  found  that  many 
particles  produced  no  growth  whatever,  and 
were  therefore  free  from  all  ordinary  soil  organ- 
isms. Some  of  these,  when  removed  and  placed 
in  the  culture  fluid,  produced  active  nitrification, 
and  a  gro\Hh  in  %^-hich  no  foreign  organisms 
could  be  detected.  It  was  subsequently  found 
by  Winogradsky  that  this  organism  was  only 
capable  of  converting  ammonia  into  nitrite,  and 
that  the  final  stage  of  the  oxidation  to  nitrate 
was  effected  by  a  second  organism,  which  was 
isolated  (1891)  in  a  similar  manner,  by  repeated 
sub-culture  in  a  selective  culture  medium  con- 
taining sodium  nitrite  instead  of  an  ammonium 
salt.  This  discovery  led  to  the  explanation  of 
the  apparently  capricious  action  of  the  nitrifying 
organisms,  which  sometimes  yielded  nitrite  and 
at  others  nitrate.  It  was  found,  in  confirmation 
of  the  opinion  expressed  by  Warington,  that  the 
development  of  the  nitrate-producing  organism 
was  inhibited  by  comparatively  small  propor- 
tions of  ammonium  salts.  This  effect  is,  in  fact, 
very  remarkable,  and  is  comparable  to  that  of 
the  most  powerful  antiseptics.  In  a  particular 
case  as  little  as  0-005  gram  per  litre  of  ammonia 
(as  sulphate)  caused  a  perceptible  diminutioii  in 
the  rate  of  nitrification  of  a  nitrite  solution,  and 
0-154  gram  completely  inhibited  it.  On  the 
other  hand,  nitrites  may  be  present  up  to  at 
least  10  grams  per  litre,  and  nitrates  to  20  grams 
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per  litre.  When,  however,  ammonia  is  added  to 
a  liquid  containing  a  -well-developed  culture  of 
the  nitrate-producing  organism,  it  causes  very 
little  change  in  the  rate  of  action,  even  in 
quantities  of  l-S  grams  per  litre,  so  that  its  harm- 
ful effect  is  mainly  one  of  inhibition,  exerted  on 
the  development  of  the  organism,  and  not  on 
the  oxidising  action  of  the  developed  organism 
(Winogradsky). 

In  agreement  with  these  facts,  it  is  found  that 
when  an  inoculation  of  earth  is  made  into  solu- 
tions of  ammonium  salts,  nitrosification  (the 
production  of  nitrite)  proceeds  until  nearly  all 
the  ammonia  has  been  converted,  and  only  then 
does  the  production  of  nitrate  begin.  The 
repeated  addition  of  fresh  ammonia  before  this 
second  stage  sets  in  vfill  limit  the  action  entirely 
to  the  production  of  nitrite.  If,  however, 
nitrate  production  is  once  well  established, 
further  additions  of  ammonia  are  completely 
converted  into  nitrate.  Similar  conditions 
prevail  in  the  nitrification  of  sewage,  which  is 
apparently  effected  by  the  same  organisms  as 
are  found  in  the  soil  (Chick,  Proc.  Roy.  Soc. 
1906,  B,  77,  241). 

Another  remarkable  feature  of  these 
organisms  is  their  mode  of  carbon  assimilation. 
Organic  carbon  not  only  cannot  be  assimilated 
by  them,  but  actively  inhibits  their  development, 
compounds  such  as  glucose  and  peptone  totally 
inhibiting  nitrosification  in  concentrations  of  0-2 
p.c.  and  nitrification  in  concentrations  of  0*25  p.c. 
(glucose),  and  1-25  p.c.  (peptone),  and  behaving, 
therefore,  in  this  respect  like  powerful  antiseptics. 
It  was  this  property  which  rendered  the  isolation 
and  artificial  culture  of  these  organisms  so  difficult. 
The  sole  source  of  carbon  for  both  classes  of 
organism  appears  to  be  carbon  dioxide,  derived 
from  carbonates  by  the  nitrosifying  organism, 
and  from  bicarbonates  by  the  nitrifying 
organism.  The  energy  necessary  for  the  reduc- 
tion of  carbon  dioxide  to  assimilable  compounds 
is  apparently  provided  by  the  oxidation  of  the 
ammonia  or  nitrite,  and  a  fixed  ratio  exists 
between  the  amounts  of  carbon  assimilated  and 
ammonia  or  nitrite  oxidised.  Thus  the  nitro- 
sifying organism  oxidises  35-4  parts  of  nitrogen 
as  ammonia  for  1  part  of  carbon  assimilated 
(Winogradsky). 

The  study  of  the  morphological  characteristics 
of  the  organisms  of  this  highly  important  group 
has  been  greatly  aided  by  the  discovery  of  solid 
media  on  which  cultivations  can  be  made. 
Winogradsky  first  introduced  a  jelly  of  silica 
saturated  with,  the  culture  fluid,  and  OmeUanski 
has  successfully  used  plates  made  of  gypsum 
and  1  p.c.  of  magnesium  carbonate,  and  even 
discs  or  strips  of  filter  paper.  More  convenient 
are  the  agar  plates  introduced  by  Beyerinck 
(Cent.  Bakt.  Par.  ii.  1896,  19,  258).  The  agar- 
water  jelly  is  allowed  to  stand  for  about  a 
■■  fortnight  under  water.  Fermentation  occurs, 
accompanied  by  the  decomposition  of  all  the 
compounds  which  inhibit  the  growth  of  the 
nitrifying  organisms.  The  agar  is  then  washed, 
mixed  with  the  culture  medium  and  a  little 
chalk,  and  finally  sterilised. 

The  exact  relations  of  the  various  organisms 
which  have  been  isolated  are  still  unkno\vn.  The 
general  result  is  that  several  nitrosifying 
organLsms  have  been  obtained  from  different 
regions,  whereas  hitherto  only  one  nitrifying 


orgaiiism  has  been  found.  The  nitrosifying 
organism  is  termed  B.  niirosomonas  (Winog.),  L. 
and  N.  The  forms  of  the  West  Euro})ean  variety 
are  oval  l)acilli  ( 1  >  l-2-l-8|u),  which  produce 
zoogloia  in  fluid  media,  and  bromi  colonies  on 
solid  media ;  these  break  up  after  some  time  into 
motile  forms.  The  organism  from  Buitenzorg  m 
Java,  on  the  other  hand,  is  a  minute  micrococcus 
0*5-0-6,u  in  diameter,  and  that  from  Quito  a  large 
coccus  r5-l-7;U  in  diameter,  which  does  not  form 
zooglcea.  The  organism  from  Japan  closely 
resembles  the  European  variety.  Hitherto  only 
one  variety  of  this  organism  has  been  obtained 
in  any  one  district. 

B.  nitrobacter  (Winog.),  L.  and  N.,  which  con- 
verts nitrites  into  nitrates,  is  a  bacillus  lxO'3- 
0-4/i,  possesses  a  gelatinous  capsule,  and  never 
forms  motile  cells.  It  grows  very  slowly  on  agar, 
forming  almost  colourless,  drop-like  colonies. 

(c)  Other  oxidising  effects  produced  by 
bacteria.  Oxidation  of  sulphuretted  hydrogen, 
ferrous  oxide,  hydrogen,  and  methane.  Very 
special  interest  attaches  to  the  action  of  bacteria 
in  bringing  about  the  oxidation  of  sulphuretted 
hydrogen.  This  process  is  comparable  with  the 
nitrification  of  ammonia,  inasmuch  as  it  has  the 
effect  of  converting  sulphuretted  hydrogen,  a 
direct  product  of  the  putrefaction  of  proteins, 
into  sulphates,  from  which  plants  are  able  to 
supply  themselves  with  the  sulphur  essential  for 
their  growth. 

Early  observers  noted  the  occurrence  of 
characteristic  micro-organisms  in  sulphur  wells, 
and  the  presence  of  granules  of  sulphur  within 
their  cells  (1870-1875),  but  it  is  to  the  researches 
of  Winogradsky  that  we  owe,  in  the  main,  our 
present  l<nowledge  of  the  sulphur  bacteria.  The 
oxidation  of  sulphuretted  hydrogen  is  effected 
in  two  stages.  The  first  product  is  free  sulphur, 
which  is  deposited  in  the  cell  in  the  form  of 
soft  spherical  granules  of  amorphous  sulphur. 
In  the  presence  of  abundance  of  sulphuretted 
hydrogen,  the  cell  becomes  crowded  with  these 
particles.  The  second  stage  consists  in  the 
oxidation  of  this  sulphur  to  form  sulphuric  acid, 
which  neutralises  the  carbonates  present  in  the 
soil  to  form  sulphates.  It  seems  probable  that 
these  organisms  derive  the  whole  of  their  carbon 
from  carbon  dioxide,  the  energy  necessary  for 
its  decomposition  being  derived  from  the  oxida- 
tion of  the  sulphuretted  hydrogen.  Many  genera 
of  sulphur  bacteria  are  known,  the  most  im- 
portant being  Beggiatoa  and  Thiothrix,  which 
form  long  threads,  and  are  regarded  by  some 
authors  as  intermediate  betvi^een  the  bacteria 
and  algae.  In  addition  to  these,  a  large  number 
of  others  have  been  described,  many  of  \\hich 
are  characterised  by  the  production  of  a  red 
colouring  matter  kno\vn  as  bacteriopurpurin 
(Ray  Lankester). 

Another  group  of  bacteria  is  known,  the 
species  of  which  bring  about  the  oxidation  of 
ferrous  hydrogen  carbonate  to  ferric  hydroxide 
in  chalybeate  waters.  'J'hcse  organisms,  which, 
like  the  sulphur  bacteria,  form  long  threads,  are 
also  closely  allied  to  the  algae,  and  belong  to 
the  genera  Crcnothrix,  Vladotltrix,  Sircptothrix, 
&c.  They  are  also  abl<!  to  effect  the  oxidation 
of  manganese  salts,  and  the  resulting  oxides 
are  apparently  deposited  in  the  gelatinous 
membrane  of  the  cell  (Molisch,  quoted  by 
Rullmann,  Lafar,  iii.). 
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Other  groups  of  bacteria  arc  able  to  play  the 
part  of  platinum  black  in  bringing  about  the 
oxiilatioa  of  hydrogen  {Lebcdew,  Biochem. 
Zeitsch.  1907,  l',  1  ;  Lebedew  and  Nabokich 
Centr.  Bakt.  Par.  ii.  1906,  17,  350  ;  Niklewski, 
Centr.  Bakt  .  Par.  ii.  1907,  21,  380),  whilst  other.s 
can  effect  the  oxidation  of  marsh  gas,  and  an 
organism  has  been  described  by  Beyerinck 
(ibid.  ii.  1909,  25,  30),  wliich  can  Ijring  about 
reaction  between  nitrous  oxide  and  hydrogen, 
and  obtain  its  carbon  from  carbon  dioxide  by 
the  aid  of  the  energy  thus  liberated. 

4.  Fermentations  by  Reduction  anu 
Deoxidation. 

(a)  Reduction.  The  decomposition  of  a 
molecule  of  a  carbon  compound  into  two 
or  more  smaller  molecules,  some  of  which  are 
relatively  more  oxidised  and  others  relatively 
more  reduced,  is,  as  we  have  seen,  a  common 
feature  of  many  fermentations  by  decomposi- 
tion. A  typical  example  is  afforded  by  the 
alcoholic  fermentation  of  sugar,  which  results 
in  the  formation  of  carbon  dioxide  on  the  one 
hand,  and  alcohol  on  the  other.  The  decomposi- 
tion sometimes  results  in  the  production  of  free 
hydrogen,  and  when  this  occurs  in  the  presence 
of  reducible  substances,  reduction  often  takes 
place.  Of  this  secondary  character  are  the 
reduction  by  B.  coli  communis  of  nitrates  to 
nitrites  in  presence  of  sodium  formate  (Pakes 
and  Jollyman,  Chem.  Soc.  Trans.  1901,  459),  and 
of  aspartic  acid  in  presence  of  glucose  to  am- 
monium succinate  (Harden,  ibid.  1901,  612),  the 
reduction  being  effected  by  the  hydrogen  pro- 
duced from  the  formate  and  glucose  respectively. 
Many  similar  cases  are  knowi,  especially  among 
mixed  fermentations  (see  Sohngen,  Rec.  trav. 
chim.  1910,  29,  238).  In  other  cases  the  reducing 
action  of  bacteria  is  exercised  directly  upon  the 
reducible  compound,  and  results  either  in  the 
direct  removal  of  oxygen  or  the  addition  of 
hydrogen.  In  the  former  case  the  oxygen 
probably  goes  to  produce  physiological  oxida- 
tion in  the  bacterial  cell.  Thus  many  aerobic 
organisms  can  grow  in  the  absence  of  free 
oxygen,  provided  that  nitrates  are  added  to  the 
medium,  and  these  are  thereby  converted  into 
nitrites  (Pakes  and  Jollyman,  Chem.  Soc.  Trans. 
1901,  322  ;  Ritter,  Centr.  Bakt.  Par.  ii.  1907-8, 
20,  21). 

The  bacterial  reduction  of  sulphates,  thio- 
sidphates,  and  sulphites  to  sulphuretted  hydrogen 
is  probably  due  to  a  similar  action  (Beyerinck, 
ibid.  1895,  1,  1). 

The  direct  addition  of  hydrogen  by  bacteria 
io  certain  colouring  matters  is  a  well-recognised 
plienomenon.  Thus  many  organisms  readily 
reduce  methylene  blue  to  the  leuco-compound, 
not  only  when  grown  in  its  presence,  but  also 
when  the  organisms  are  suspended  in  a  solution 
of  the  colouring  matter.  The  same  effect  is 
]iroduccd  by  dry  sterile  preparations  obtained 
by  treating  the  bacteria  with  aceton(>,  and  is 
ascribed  to  tlie  action  of  a  specific  reducing 
enzyme  or  reductase,  which  becomes  inactive 
at  about  60°  (Cathcart  and  Hahn,  Arch.  Hyg. 
44,  20(1).  The  exact  cheiriistry  of  the  process 
has  not  been  U(^rked  out,  but  tlie  most  probable 
source  of  the  hydrogen  is  ^vat.er,  the  oxygen  of 
which  is  thus  rendered  available  for  oxidations 
in  the  cell.    Reducing  enzymes  also  occur  in 
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many  animal  tissues  and  plants,  but  little  is 
known  as  to  their  mode  of  action  (see  Bach. 
Biochem.  Zeitsch.  1911,  31,  443). 

(b)  Denitrification.  One  of  the  best-studied 
instances  of  deoxidation  by  bacteria  is  the 
process  of  denitrification,  whereby  nitrates  are 
reduced  to  oxides  of  nitrogen,  free  nitrogen,  and 
ammonia.  The  ])ower  possessed  by  many 
bacteria  of  reducing  nitrates  to  nitrites  was 
observed  as  early  as  1875  (Meusel),  and  has  been 
investigated  by  many  authors  since  that  date 
(Franklatxd,  Chem.  News,  1888,  57,  89  ;  Waring- 
ton,  ibid.  1888,  57,  240;  Maasen,  Arbeit.  K. 
Gesund-Amt.  1901,  18,  21  ;  Grimbert,  Ann.  Inst. 
Past.  1899,  13,  67  ;  Franzen  and  Lilhrnann, 
Zeitsch.  physiol.  Chem.  1909,  63,  52).  The 
reduction  to  nitrite  occurs  in  nitrate  broth,  is 
accompanied  hy  the  evolution  of  carbon  dioxide, 
and,  as  mentioned  above,  is  probably  due  to 
direct  deoxidation,  as  it  is  effected  by  many 
bacteria  which  do  not  produce  free  hydrogen. 
The  production  of  ammonia  from  nitrates  is 
also  apparently  a  common  property  of  bacteria, 
but  the  relations  in  this  case  have  not  been  so 
clearly  established  as  in  that  of  nitrite.  The 
evolution  of  oxides  of  nitrogen  from  a  fermenting 
liquid  was  observed  by  lJubrunfaut  (1868),  in 
the  case  of  fermenting  molasses ;  but  the  produc- 
tion of  the  oxides  was  ascribed  to  purely  chemical 
causes.  Smce  that  time,  however,  the  produc- 
tion of  nitrous  and  nitric  oxides  from  nitrites  by 
bacteria  has  been  frequently  observed  in  mixed 
fermentations.  With  pure  cultures  the  pheno- 
menon is  much  less  common,  but  an  organism 
known  as  B.  deniirificans  (Stutzer  and  Burri), 
which  is  however  probably  identical  with  B. 
jiyocyaneus  (Fliigge),  has  been  described,  which 
ordinarily  reduces  nitrates  to  nitrogen,  but  in 
presence  of  asparagine  produces  nitric  oxide 
(Gayon  and  Dupetit,  Compt.  rend.  1882,128, 442). 
Another  organism,  B.  nitroxus  (Bey.  and  Mink.), 
is  chiefly  responsible,  according  to  Beyerinck 
and  Miiikmann  (Centr.  Bakt.  Par.  ii.  1909,  25, 
30)  for  the  almost  universal  occurrence  of 
nitrous  oxide  in  the  gases  produced  when  soil 
is  added  to  nitrate  broth.  So  vigorous  is  this 
process  that  a  stream  of  gas  may  be  obtained 
containing  80  p.c.  of  nitrous  oxide,  and  capable 
of  relighting  a  glomng  splint.  B.  pyocijuneus,  B. 
stutzeri  (L.  and  N.),  and  M.  denitrijicam  (Bey.  and 
Mink.),  aU  produce  nitrous  oxide  from  nitrates. 

Finally,  in  many  cases,  the  reducing  action 
of  bacteria  on  nitrates  proceeds  as  far  as  the 
production  of  free  nitrogen.  This  phenomenon, 
since  it  was  first  attributed  to  bacterial  action 
by  CJayon  and  Dupetit,  in  1882  (Compt.  rend. 
1882,  95,  664),  has  been  the  subject  of  numerous 
investigations,  on  account  of  its  importance  in 
agriculture.  It  has  been  conclusively  estab- 
lished that,  in  presence  of  suitable  carbonaceous 
nutriment,  nitrates  are  readily  decomposed  in 
this  wa3''  by  many  bacteria,  especially  in  the 
absence  or  scarcity  of  oxvgen.  Jensen  has  shown 
(Centr.  Bakt.  Par.  ii.  1897,  3,  622  ;  1898.  4,  401) 
that  in  tlieso  cases  the  oxygen  of  the  iiitrate  is 
utilised  for  the  oxidation  of  the  organic  matter, 
and  that  the  presence  of  free  oxygen  greatly 
diminishes  tlie  extent  of  the  denitrification.  It 
seems  probalile  that  the  '  nitrogen  '  estimated  liy 
the  older  observers  was  really  a  mixture  of 
nitrogen  and  nitrous  oxide. 

Putrefaction.    The  term    ■  putrefaction '  is 
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usually  applied  to  the  decomposition  vvhich  is 
set  up  by  bacteria  in  animal  and  vegetable 
remains  at  the  ordinary  temperature,  and 
which  is  accompanied  by  the  production  of 
malodorous  compounds  and  gases.  The  chief 
source  of  these  is  the  protein  matter  of  the 
organism,  so  that  the  characteristic  feature  of 
putrefaction  is  the  bacterial  decomiiosition  of 
proteins.  The  process  consist  chemically  in  a 
hydrolysis  of  the  proteins  into  simpler  molecules, 
followed  or  accompanied  by  the  decomposition 
of  these,  yielding,  according  to  circumstances, 
highly  oxidised  substances  or  a  series  of  reduc- 
tion products.  In  the  presence  of  an  abundant 
supply  of  oxygen,  the  process  continues  until 
the  final  products  are  carbon  dioxide,  water, 
ammonia,  and  mineral  salts,  whereas  in  a  limited 
supply  or  in  absence  of  oxygen,  a  whole  series 
of  compounds  is  formed  comprising  bases,  acids, 
volatile  sulphur  compounds,  &c.  ;  and  this  is 
the  characteristic  phenomenon  known  as  putre- 
faction. Similar  chemical  changes  are  produced 
when  proteins  arefuscd  withcausticalkalisat  250° 
(Gautier  andE'tard,  Compt.  rend.  1882,  94,  1357). 

The  immediate  origin  of  the  products  of 
putrefaction  is  then  to  be  sought  in  the  various 
products  of  hydrolysis  of  the  proteins.  These 
consist,  as  is  well  known,  chiefly  of  amino 
acids,  diamino  acids,  such  as  arginine  and  lysine, 
and  a  number  of  other  compounds,  among  which 
may  be  mentioned  as  of  special  importance 
histidine,  or  ;3-iminazole-a-aminopropionic  acid 
(a-amino-^-glyoxaline  4  (or  5)-propionic  acid), 
tryptophane  orindole-a-aminopropionicacid,  and 
cystine  {COOH  CH{NH2)-CH2-S)2. 

The  amino  acids  undergo  decomposition  in 
at  least  two  different  ways.  In  the  first  place, 
the  amino  group  may  be  removed  by  reduction, 
yielding  the  corresponding  fatty  acid  (equation 
a),  which  then  either  undergoes  oxidation 
(equation  6),  yielding  a  lower  acid  or  simply 
loses  carbon  dioxide  (equation  c) : 
(a)R  •CH(NH2)  -COOH  +  2H=R-CH2-COOH +NH, 
(6)  R-CH2-COOH+30=R-COOH-f  H,0+CO„ 
(c)  R-CH2-COOH=R-CH3-f  COj. 

Thus  leucine  (CH3)2CH-CH2-CH(NH2)-COOH 
yields  valeric  acid,  and  it  is  probable  that 
formic,  acetic,  j)ropionic,  butyric,  and  caproic 
acids,  which  are  all  present  in  the  products  of 
putrefaction,  are  formed  in  a  similar  way.  Of 
special  interest  are  the  products  obtained  in  this 
way  from  tryptophane,  a  substance  which  was 
discovered  by  Hopkins  and  Cole  (.J.  Physiol. 
1902,  27,  418),  among  the  products  of  hydrolysis 
of  proteins  by  trypsin,  and  which  is  the  mother 
substance  of  the  various  indole  derivatives  to 
which  the  characteristic  odour  of  faeces  is  largely 
due. 

Tryptophane  has  been  found  by  EUinger 
(Ber.  1907,  40,  .S029)  to  be  indole-a-amino- 
propionic  acid,  of  the  formula 

NH.i'^^J^  C-CH2-CH(NH2)-COOH, 

and  is  decomposed  by  putrefaction  in  the  manner 
described  above,  yielding  successively  indole- 
propionic  acid  C„H„N-CH2-CH2-COOH,  indolc- 
acetic  acid  Cf,H,;N-CH2-C00H,  and  indole 
CgH-N.    A  certain  amount  of  skatole  or  a- 

methylindole  NH/^^.^^^C-CHg  is  also  formed, 

probably  by  a  reaction  of  the  type  (c)  given 


above.  By  similar  reactions  phenylalanine 
C,H5-CH2-CH(NH2)-G00H  yields  successively 
phenylpropionic  acid,  phenylacetic  acid,  and 
benzoic  acid,  whilst  tyrosine,  or  p-liydroxy- 
phenylaminopropionic  acid 

OH-CeH4-CH2-CH(NH2)-COOH 
is  converted  into  p-hydroxyphenylpropionic  acid 
(hydroparacumaric  acid,  Baumann,  1879),  p- 
hydroxyphenylacetic  acid  (Salkowski,  E.  and 
H.,  Ber.  1879,  12,  648  ;  1880,  13,  189,  2217), 
p-cresol,  p-hydroxybenzoic  acid,  and  phenol.  In 
an  abundant  supply  of  oxygen  even  these  simple 
aromatic  compounds  are  completely  oxidised  ; 
thus  a  bacillus  has  been  isolated  which  in  pure 
culture  readily  oxidises  dilute  solutions  of  phenol 
(Fowler,  Ardern,  and  Lockett,  Proc.  Roy.  Soc. 
B,  1910,  83,  149). 

Succinic  acid,  which  is  always  formed  in 
putrefaction,  is  probably  derived  from  aspartic 
acid  COOH-CH2-CH(NH2)-COOH  by  reduction 
(Salkowski). 

It  is  not  improJ)able  that  this  type  of  decom- 
position of  the  amino  acids  may  be  accompanied 
by  the  type  of  decomposition  which  is  brought 
about  by  yeast  in  presence  of  sugar  and  has 
already  been  discussed,  the  characteristic 
feature  of  which  is  that  the  amino  group  is 
removed  with  formation  of  a  keto  acid,  which 
then  undergoes  further  decomposition. 

A  second  extremely  important  mode  of 
decomposition  of  the  amino  acids,  diamino 
acids,  &c.,  during  putrefaction,  is  the  simple 
elimination  of  carbon  dioxide,  leading  to  the 
formation  of  bases  : 

(d)  R-CH(NH2)-COOH=R-CH2-NH2-fC02. 

(e)  NH2-CH2-CH2-CH2-CH(NH2)-COOH 

Lysine.  =NH2[CH2]3-CH2-NH2+C02. 
Cadaverine. 

Many  bases  have  been  isolated  from  putrefying 
mixtures,  and  great  importance  is  to  be  attached 
to  their  formation,  inasmuch  as  several  of  them 
have  a  very  marked  physiological  action.  The 
observation  that  putrefying  flesh  may  contain 
poisonous  basic  substances,  liable  to  be  confused 
with  the  vegetable  alkaloids,  was  made  by 
Selmi  (1872),  who  gave  to  tlie.se  bases  of  animal 
origin  the  name  ptomaines  {■KTup.a,  a  corpse), 
and  they  were  then  more  thoroughly  investigated 
by  Brieger.  It  was  at  first  thought  that  the 
poisonous  products  which  result  from  the 
action  of  bacteria  on  various  culture  media  and 
on  meat,  fish,  &c.,  were  also  members  of  this 
class,  and  the  effect  of  pathogenic  bacteria  on 
the  living  organism  was  ascribed  to  the  produc- 
tion of  these  same  substances  in  the  system, 
a  view  to  which  the  term  'ptomaine-poisoning,' 
stm  erroneously  applied  to  cases  of  meat- 
poisoning,  &c.,  gives  expression.  It  has  now, 
however,  been  found  that  the  characteristic 
and  specific  poisons  produced  by  bacteria  are 
probably  much  more  complex  in  their  structure, 
and  belong  more  probably  to  the  class  of  proteins 
than  to  that  of  the  ptomaine.?.  They  are  termed 
toxins  or  bacterial  toxins,  and  are  distinguished 
as  ectotoxins,  which  pass  out  of  the  Itacterial 
cellintothe  surrounding  medium  (nsdo  diphtheria 
toxin  and  tetanus  toxin),  and  endotoxins,  which 
are  letained  within  the  cell,  but  apjiear  to  jiass 
out  of  it  after  death  (tyj)hoid  toxin,  &c.). 

The  origin  of  many  of  the  siiiij)lo  mono-  and 
di-acid  bases  which  occur  in  putrefaction  can 
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be  traced  to  the  corresponding  amino  acids, 
among  tliese  being  /6-&amylamiue  derived  from 
leucine,  phenylethylamine  derived  from  jihenyl- 
alaninc,  p-hydroxyphenylethylamine  derived 
from  tyrosine,  and  ;3-iminazole  etliylamine 
NH— CH. 

)~C-CH,-CH,-NH2  derived  from  histi- 

ch=n/ 

dine,  all  of  which  have  a  very  marked  effect  in 
raising  the  blood  pressure,  or  in  other  ways,  and 
are  of  physiological  importance  because  they 
are  in  all  probability  formed  in  the  intestine  and 
absorbed  (Barger  and  Walpole,  J.  physiol.  1909, 
38,  343  ;  Barger  and  Dale,  ihid.  1910,  41,  19, 
499).  Of  the  diamino-bases  isolated  by  Brieger 
may  be  mentioned  ethylenediamine 

NHa-CH.-CHj-NH., 
putrescine  or  tetramethylenediamine 

NH,-[CH2]4-NH2 
derived  from    arginine,  cadaverine   or  penta- 
methylenediamine   derived  from  lysine  (equa- 
tion e),  as  well  as  neuridine  and  saprine,  isomeric 
with  cadaverine,  but  of  unknown  constitution. 

In  addition  to  these,  trimethylamine,  choline 
CH2(OH)-CH.,-N(CH3)30H,  betaine 

COOH-CH2-N{CH3)30H, 
muscarine  CH{OH)2CHo-N{CH3)30H,  and  neu- 
rine  CH, :  CH-NfCHjlaOH,  of  which  the  last  two 
are  highly  poisonous,  all  occur,  probably  derived 
not  from  proteins,  but  from  lecithin  and  its 
allies,  which  yield,  on  hydrolysis,  glycerol- 
phosphoric  acid,  fatty  acids,  and  choline. 
Finally,  an  invariable  product  of  the  action  of 
bacteria  on  jiroteins  is  ammonia,  formed  either 
by  reduction  of  amino-acids  as  ex^jlained  above, 
or  by  their  oxidation. 

The  gases  evolved  consist  of  carbon  dioxide, 
hydrogen,  and  sometimes  methane,  nitrogen, 
and  sulphuretted  hydrogen.  Some  of  the  sulphur 
of  the  proteins  is  converted  into  methylmer- 
oaptan  (Nencki),  and  traces  of  many  otlier 
sulphur  compounds  are  formed,  these  being  the 
main  cause  of  the  characteristic  smell.  The 
phosphorus  is  chiefly  converted  into  phosphate, 
the  evolution  of  phosphine  alleged  by  some  ob- 
servers being  doubtful. 

The  organisms  which  bring  about  these 
characteristic  changes  are  very  numerous. 
Usually  many  different  organisms  are  present, 
and  there  seems  little  doubt  that  in  some  cases 
the  various  stages  of  decomposition  are  effected 
by  ditferent  species  of  bacteria.  Reference  has 
already  been  made  to  the  effect  of  the  jiresence 
or  absence  of  air,  but  this  not  only  affects  the 
chemical  changes  jtroduced,  but  also  the  nature 
of  the  bacterial  flora.  In  a  free  supply  of  air 
the  organisms  are  mainly  aerobic,  whereas  in  a  I 
limited  supply  anar^roliic  organisms  are  chiefly  j 
present.  Frequently  the  surface  of  the  putrefy- 
ing mass  is  occupied  by  aerobic  organisms,  and 
these  use  up  the  oxygen,  and  provide  suitable 
conditions  for  the  development  of  anai'robes  at  ' 
a  lower  stratum.  It  appears  also  that  the  ' 
primary  proteins  are  directly  attacked  and 
digested  by  one  group  of  organisms,  tliose  which 
produce  an  ecto-proteoclastic  enzyme,  whilst  a 
.second  group  possossiiig  insoluble,  endo-proteo- 
clastic  enzymes,  is  only  able  to  decomjioso  the 
simpler  products  formed  by  this  hydrolysis. 

Of  the  actual  organisms  which  are  usually  ' 
present  there  may  be  mentioned  B.  jjutripcua 


I  (Bienstock),25erhaps  the  most  characteristic  of  all, 
I  which  is  a  sporing  anaerobe;  B.vulguri-^  (L.  and 
N.)  (formerly  known  as  proleus),  B.  jluorescens 
Uqucfaciens,  B.  mesentericus  (L.  and  N.),  all  of 
which  attack  and  digest  albumins.  Belonging 
to  the  second  groujp,  which  only  decompose 
simpler  proteins,  are  B.  coli  communis  and  its 
allies,  the  characteristic  bacilli  of  the  large 
intestine,  many  of  which  produce  indole  and 
indole-acetic  acid,  B.  ■prodigiosus  (Fliigge), 
Streptococcus  pyorjenes  (Rosenbach),  &c.  In  any 
particular  case  the  flora  is  largely  conditioned 
by  the  exact  nature  of  the  putrefying  material, 
so  that  meat,  fish,  milk,  eggs,  &c.,  all  have  their 
characteristic  organisms  and  modes  of  decompo- 
sition. 

FeR.MENTATIUX.S  I'EOBUCED  BY  MoULDS. 

A  number  of  moulds,  especially  belonging 
to  the  families  Aspergillaccce.  and  Mucoracece, 
are  distinguished  by  producing  definite  chemical 
changes  of  a  fermentative  character,  some  of 
them  by  the  secretion  of  soluble  enzymes,  and 
others  by  means  of  endoenzymes. 

Alcoholic  fermentation.  The  power  of  pro- 
ducing alcoholii.:  fermentation  is  common  to  a 
large  number  of  the  Alucoracece,  but  is  only 
possessed  to  any  considerable  extent  by  a  single 
species  of  the  Aspergillacece.  AUescheria  Gayoni 
(Saccardo  and  Sydow  ~  Eurotiopsis  Oayoni, 
Cost.)  appears  to  be  capable  of  producing  a 
typical  alcoholic  fermentation  of  glucose, 
Isevulose,  maltose,  and  lactose,  producing  as 
much  as  8  p.c.  of  alcohol  in  the  medium,  and 
forming  glycerol  and  succinic  acid  in  a  similar 
manner  to  yeast. 

The  alcoholic  fermentation  produced  by 
many  species  of  Mucor  has  long  been  a  subject 
of  interest.  When  the  mycelium  of  M.  raccmosus, 
(Fres.)  for  example,  is  submerged  in  a  nutrient 
medium  containing  sugar,  alcoholic  fermentation 
occurs,  and  at  the  same  time  the  mycelium 
breaks  up  into  spherical  cells,  which  continue 
to  grow  by  budding,  and  have  hence  been  termed 
spherical  yeast.  The  opinion  has  been  held  at 
various  times  that  these  cells  were  true  yeasts, 
and  moreover  that  all  yeast  had  a  similar  origin. 
The  first  statement  has  now  been  definitely 
disproved,  and  no  satisfactory  evidence  exists 
in  favour  of  the  second.  It  was  further  thought 
that  when  growing  in  the  normal  manner  on 
the  surface  of  the  liquid,  the  mucor  had  only 
the  power  of  oxidising  the  glucose,  but  that  when 
submerged  and  thus  deprived  of  a  free  supply 
of  air,  it  became  able  to  ferment  it  (Pasteur). 
It  has,  however,  been  established  by  tlio  work 
of  Wehmer  (Gentr.  Bakt.  Par.  ii.  1905,  14,  550, 
15,  8)  and  Kostytschew  (ibid.  1904,  13,  490) 
that  the  mould  produces  just  as  much  alcohol 
in  presence  of  a  free  supply  of  air  as  when 
submerged,  and  that  the  commencement  of 
alcoholic  fermentation  and  the  production  of 
spherical  yeast  cells  are  not  causally  connected. 
A  very  large  numljer  of  species  of  Mucor  and 
Rhizopuf:  have  been  carefully  examined  as  to 
their  power  of  producing  alcohol  and  fermenting 
the  polysaccharides  (see  Wehmer,  article  in 
Lafai-,  Technisch  Mykologio,  iv.  517). 

Production  of  diastase.  Some  species  of 
these  two  families  produce  such  large  amounts 
of  diastatio  enzyme  that  they  have  been  em- 
ployed both  industrially  and  domestically  for 
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the  saccharification  of  starch,  and  a  considerable 
number,  if  not  all  of  them,  produce  a  certain 
amount  of  this  enzyme. 

Mticor  rouxii  (Calm.),  Wehmer,  {Amylomyces 
rouxii)  was  isolated  by  Calmette  from  Chinese 
yeast,  and  is  employed  in  pure  culture  for 
converting  the  starch  in  a  sterilised  distillery 
wash  into  sugar,  which  is  then  fermented  by  a 
pure  culture  of  yeast  and  distilled. 

Aspergillus  oryzae  (Ahlburg),  Cohn,  has  long 
been  employed  in  Japan  for  the  preparation  of 
sake  from  rice,  and  of  the  soya  sauce  from  the 
soya  bean.  The  diastase  of  this  organism,  known 
as  takadiastase,  acts  on  starch  much  more 
energetically  than  malt  diastase. 

The  oxalic  acid  fermentation.  A  very 
remarkable  instance  of  oxidative  fermentation 
is  afforded  by  Aspergillus  niger  (van  Tieghem) 
(Sterigrnatocystis  nigra),  which  converts  glucose 
into  oxalic  acid.  When  this  mould  is  grown  on 
a  nutrient  solution  containing  glucose  at  15°-20°, 
free  oxalic  acid  is  produced,  the  acidity  increases 
up  to  a  maximum,  and  then  gradually  diminishes 
and  finally  disappears.  If,  however,  calcium 
carbonate  or  an  alkaline  phosphate  be  added, 
the  oxalic  acid  accumulates,  either  as  insoluble 
calcium  oxalate  or  as  an  acid  oxalate.  In  this 
way,  for  example,  1-5  grams  glucose  yielded 

1-  05  gram  of  oxalic  acid  in  the  form  of  calcium 
oxalate,  whereas  in  the  absence  of  chalk  the 
maximum  amount  was  0-298  gram.  The 
complete  conversion  of  all  the  carbon  of  the 
glucose  into  oxalic   acid   would  yield  about 

2-  25  grams,  so  that  the  yield  is  approximately 
50  p.c,  the  remainder  of  the  glucose  being 
presumably  used  for  the  needs  of  the  organism 
(Wehmer,  Ber.  Bot.  1891,  9,  223,  163;  Bot. 
Zeit.  1891,  49,  233;  Annalen.  1892,  269, 
383). 

The  citric  acid  fermentation.  Whereas  Asper- 
gilliis  niger  produces  oxalic  acid  from  glucose, 
other  members  of  the  Aspergillaceoe,  Citromyces 
Pfefferianus  and  C.  Olaher,  described  by  Wehmer ; 
and  C.  ciiricus,  C.  tartaricus,  and  C.  oxalicus, 
described  by  Maze  and  Perrier  (Compt.  rend. 
1904,  139,  311  ;  Ann.  Inst.  Past.  1904,  18,  553), 
convert  this  sugar  into  citric  acid.  As  in  the 
case  of  oxalic  acid,  the  citric  acid  is  further  ; 
oxidised  if  it  be  allowed  to  remain  in  the  free 
state  in  the  jiresence  of  the  organisms,  but 
accumulates  when  it  is  converted  into  a  salt 
by  the  addition  of  calcium  carbonate.  About 
half  the  sugar  can  be  converted  into  citric  acid 
in  the  ratio  CuHiaOg  :CBHgO;.  Buchner  and 
Wustenfeld  (Biochem.  Zeitsch.  1909,  17,  395), 
working  with  C.  ciiricus,  found  that  the  maximum 
amount  of  citric  acid  produced  amounted  to 
56  p.c.  of  the  sugar.  In  one  case,  for  example,  in 
presence  of  calcium  carbonate,  the  weight  of  the 
mould  produced  in  66  days  at  air  temperature 
amounted  to  0-88  gram,  the  total  weight  of 
sugar  used  being  3-5  grams,  and  of  citric  acid 
produced  1  -95  grams.  A  large  amount  of  carbon 
dioxide  is  simultaneou.sly  (evolved,  corresponding 
in  various  experiments  to  the  oxidation  of 
48-77  p.c.  of  the  sugar,  the  citric  acid  in  the 
same  experiments  amounting  to  33  38  p.c.  of 
the  sugar,  and  the  new  growth  of  mould  to 
.5-31  p.c.  of  the  sugar.  The  characteristic 
formation  of  citric  acid  could  not  he  olitaincd 
with  press  juice  nor  with  acetone  preparations  of 
the  mycelium.    Citric  acid  is  also  formed  from 


glycerol  and  from  alcohol,  as  well  as  in  small 
quantities  in  vucv6  from  the  mycelium  of  the 
mould  alone  (Maze  and  Perrier). 

In  their  action  on  sugar  and  allied  compounds 
the  mi  ml(  Is  ili  tier  very  decidedly  from  the  bacteria. 
The  production  of  lactic,  acetic,  butyric,  and 
formic  acids,  and  the  evolution  of  hydrogen  and 
carbon  dioxide,  which  are  characteristic  of  so 
many  bacterial  actions,  are  not  observed  among 
the  moulds.  On  the  other  hand,  the  latter  are 
often  capable  of  producing  alcoholic  fermenta- 
tion, are  richly  endowed  with  the  various 
hydrolytic  enzymes,  and,  in  some  cases,  produce 
compounds,  which,  like  malic,  oxalic,  and  citric 
acids,  are  characteristic  of  the  higher  plants. 
Maze  and  Perrier  regard  the  citric  acid  as  a 
product  of  catabolism  of  the  cell  substance, 
induced  by  lack  of  nitrogen,  and  not  as  a  true 
IJroduct  of  the  oxidation  of  sugar ;  whereas 
Buchner  and  Wiistenfeld  ascribe  its  formation 
to  a  process  analogous  to  the  production  of 
parasaccharic  acid 

CH2(0H)  CH(OH)  CH(OH)(C!OOH)  CH2  CH2(OH) 
from  lactose  by  milk  of  lime  (Kiliani). 

Authorities. — A  very  copious  literature  now 
exists  on  the  subjects  of  fermentation,  enzyme 
action,  and  chemical  action  of  bacteria.  The 
chief  works  consulted  in  the  preparation  of  the 
foregoing  article,  in  addition  to  the  original 
papers,  are  : 

Lafar,  Technische  Mykologie  (Gustav  Fischer, 
Jena),  4  vols.,  vol.  v.  in  progress. 

0]5pcnheimcr,  Die  Fermente  imd  Ihre  Wirk- 
nngen,  3  vols.  (Leipzig,  F.  C.  W.  Vogel, 
1909-10). 

(Monographs  on  Biochemistry,  Longmans, 
Green,  &  Co.,  London.) 

Bayliss,  The  Nature  of  Enzyme  Action. 
Armstrong,  The  Simple  Carbohydrates  and 
Glucosides. 

Harden,  Alcoholic  Fermentation, 
Buchner,  H.  and  E.,  and  Hahn.   Die  Zymase- 
gUrung  (Oldenbourg,  Berlin,  1903). 

A.  H. 

FERONIA  GUM  v.  Gums. 
FERRATES  v.  1  ron. 
FERRIC  ACETATE  v.  Acetic  acid. 
FERRIC  SALTS  v.  Iron. 
1      FERRITE.    'J'his  terra   has  unfortunately 
'  Bcveral  different  meanings.    To  the  chemi.st  it 
I  implies  a  salt  in  whicli  ferric  oxide  plays  the 
part  of   an  acid,  for  example,  barium  ferrite 
BaFcjOi-    In  a  mineralogical  sense  it  was  first 
applied  by  H.  Vogelsang,  in  1872,  to  an  amor- 
phous iron  hydroxide,  of  unknown  composition, 
which,  as  red  and  yellow  particles,  is  present  in 
many  partially  decomposed  igneous  rocks.  In 
this  sense  the  term  is  much  used  by  certain 
petrologists  for  the  patches  of  iiidcliiiite  ferru- 
ginous  alteration    products   .seen    under  the 
micro.scope  in  thin  sections  of  rocks.    The  .same 
name  has  also   been  applied  to  ferruginous 
pseudomorjihs   after  olivine   occurring  in  the 
doleritic  rocks  of  the  neighbourhood  of  Glas- 
gow (M.  h\  .Meddle,  Min.   IMag.    1882,  1887). 
It    has    also    been    much  used    by  mctallo- 
graphers,  follo\\ing  H.  M.  Howe  ('I'he  Metallurgy 
of  Steel,  1890),  for  pure  metallic  ii'on,  which, 
together  with  iron  carbide,   &c.,  forms  one  of 
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the  inicru.scopic  coiistil/ucnts  oi  iron  and 
stcfl.  L.  J.  S. 

FERRITE  (V,  .fi(jjni)  thu  name  given  to  the 
carbon-free  constituent  of  steels.  Usually  it  is 
nearly  pure  iron,  but  in  special  steels  it  may  be 
an  alloy  of  iron  with  silicon,  chromium,  tungsten, 
&c.  Perrite  exists  in  three  forms  :  a-iron, 
stable  up  to  760°  ;  jS-iron,  stable  between  760° 
and  900°  ;  and  7-iron,  stable  above  900°.  Of 
these,  7-iron  is  the  hardest  (Howe,  Metallo- 
graphist,  1898,  i.  2.59).  The  freezing-point  of 
ierrite  is  1505°  (Carpenter,  J.  Iron  and  Steel 
Institute,  1908,  iii.  290  ;  Saklatwalla,  -ibid.  ii. 
92). 

Umlcr  the  microscope  ferrite  is  characterised 
by  its  softness,  and  the  cubic  structure  revealed 
l)y  deep  etching  with  acids  or  cupric  ammonium 
chloride  (Andrews,  Engineering,  1895,  88  ; 
Stead,  J.  Iron  and  Steel  Institute,  1898,  i.  145). 

FERROCHROME,  FERROMANGANESE, 
FERROSILICON.  FERROTITANIUM,  FERRO- 
TUNGSTEN,  FERROVANADIUM  v.  Ikon. 

FERROCYANIDES  c.  Cyanides. 

FERROTYPE  r.  Photogeaphy. 

FERROUS  ACETATE  r.  Acetic  acid. 

FERTILISERS  or  MANURES.  Either  of 
tlicse  terms  might  ])roperly  Ijc  appUed  to  any 
material  added  to  the  soil  for  the  purpose  of 
increasing  its  fertility,  and,  in  this  sense,  would 
be  extended  to  include  lime,  chalk,  marl,  and 
even  clay  and  sand.  In  common  practice, 
however,  the  terni  '  manure  '  or  '  fertiliser  '  is 
restricted  to  materials  the  main  function  of 
which  is  to  convey  directly  to  the  soil  some  con- 
stituent or  constituents  of  plant  food,  to  the 
exclusion  of  those  of  whicli  the  fertilising  action  j 
is  mainly  indirect,  consisting  in  the  improvement 
of  the  pliysical  condition  of  the  soil  or  the  j 
ilevelopment  of  its  inherent  or  natural  chemical  I 
resources.  The  chief  constituents  of  plant  food 
which  are  naturally  taken  up  from  tlie  soil  are 
nitrogen,  phosphorus,  sulphur,  potassium,  cal- 
cium, magnesium,  and  iron,  together  with  the 
less  important  constituents  silicon,  chlorine, 
and  sodium.  A  manure  or  fertiliser,  in  the 
sense  in  which  the  term  is  ordinarily  used, 
will  always  contain  one  or  more  of  these  sub- 
stances. 

Apart  from  calcium — the  supply  of  whicli  is  j 
nrcessary  in  special  cases  only — nitrogen, 
jjliosphorus,  and  potassium  are  by  far  the  most 
important  constituents  to  be  apjilied  as  maniu'e, 
as  they  are  those  in  A\liirh  tlie  soil  is  most 
generally  defic^ient. 

In  an  efficient  fertiliser  tlie  constituents 
must  be  in  a  condition  suitable  for  immediate 
assimilation  I>y  the  jilant,  or  nuist  be  capable  of 
speedily  accjuiring  this  condition  after  mixing 
with  the  soil.  Manures  or  feitilisers  are  some- 
times classified  as  '  natural  '  and  '  artificial,'  but 
the  div  iding  line  is  Tiot  always  easily  drawn.  In 
l.iic  |)res('nt  arlich'  uc  sliali  l)ricHy  consider  the 
principal  sulislanccs  (■in|iliiye<l  as  niannics  or 
fertilisers,  passing  on  to  some  observations  as 
to  the  gene|-al  i'('lati\c  ulility  of  some  of  Irlicm, 
and  shall  tlicn  refer  t"  the  special  methods 
employeil  foi'  their  analysis. 

Farmyard  manure.  Eai-myavd  manme  and 
stable  manure  arc  composed  of  litter  mixed  with 
the  excreta  of  animals.    The  litter  in  farmyards 


is  usually  straw,  but  this  has  been  to  a  large 
and  increasing  extent  superseded  in  stables  by 
dried  and  shreilded  peat  moss.  In  some  parts 
of  the  country  Ijracken  is  used  for  litter,  anil  in 
hoxj  districts  hop-bine  is  thus  worked  up  into 
manure.  The  composition  of  the  manure 
depends  initially  to  some  extent  on  tlie  nature 
of  the  litter,  but  to  a  greater  extent  on  the 
length  of  time  the  litter  has  been  in  use,  the 
number  and  kind  of  animals  littered  on  it,  and 
the  quantity  and  quality  of  the  food  consumed 
by  them.  Its  final  value — that  is  to  say,  its 
value  at  the  time  of  its  apjilication  to  the  land 
— is  also  largely  governed  by  the  mode  of 
'  making,'  and  the  mode  and  duration  of 
storage.  Its  valuable  effect  on  the  soil  may  be 
said  to  be  twofold.  In  virtue  of  the  large 
quantity  of  bulky  organic  or  carbonaceous 
matter  that  it  contains,  it  improves  the 
physical  condition  of  the  soil,  making  '  heavy  ' 
soils  more  '  open,'  and  '  light '  soils  more 
retentive.  At  the  same  time,  it  returns  to  the 
land  the  mineral  matter  and  much  of  the 
nitrogen  previously  removed  from  it  in  the 
form  of  straw,  as  well  as  much  of  the  nitrogen 
and  most  of  the  phosphoric  acid  and  potash 
derived  from  home-grown  fodder  consumed 
during  its  production,  reinforced  by  similar 
matter  deiived  from  the  simidtancous  consump- 
tion of  additional  purchased  food. 

The  proportion  of  the  nitrogen  and  manurially 
available  '  mineral '  matters  absorbed  and 
retained  by  animals  from  their  food  depends 
upon  their  age,  condition,  and  other  circum- 
stances. Thus,  a  young  growing  steer,  or  a 
cow  in  milk,  will  assimilate  more  nitrogen  and 
phosiohates,  and  consequently  void  less  in  the 
form  of  faces  and  urine,  than  will  a  fattening 
ox,  which  has  already  built  up  its  frame  and 
principal  nitrogenous  tissues,  and  is  increasing 
its  weight  mainly  by  the  production  of  fat. 
Thus  the  quantity  of  nitrogen  voided  in  fwces 
and  nrino  might  vary  from  more  than  95  jj.e. 
of  the  nitrogen  consumed  in  the  food  to  as  little 
as  75  p.c.  The  jDroisortion  of  phosphoric  acid 
and  jjotash  voided  will  be  greater.  Obviously, 
in  the  case  of  horses,  which  only  spend  a  portion 
of  their  time  in  the  stable,  only  a  fraction  of  the 
excreta  will  be  mingled  with  the  litter  ;  and  so 
also  in  the  case  of  cattle  which  are  turned  out 
for  a  part  of  their  time.  It  is  manifestly  only 
the  stall-fed  or  yard-fed  animal  which  contri- 
butes the  whole  of  the  nitrogen,  phosphates, 
and  potash  %\  hich  it  \'oids  to  the  actual  mamn'e 
heap. 

Unfortunately  for  the  farmer,  the  fertilising 
matter  thus  initially  contributed  to  the  manure 
is  by  no  means  all  ultimately  available  for 
utilisation.  Continual  losses  occur.  These  are 
at  their  highest  in  an  open  farmyard  exposed 
to  the  weather,  where  more  or  less  loss  of  the 
valuable  solulilc  constituents  of  the  manure  is 
always  going  on  by  mere  drainage,  and  where 
there  is  the  greatest  facility  for  tlu;  evaporation 
of  ammonia.  Tlicy  are  at  their  lowest  where  the 
animals  are  fed  in  close  boxes,  in  which  the  litter 
is  trodden  down  eom])actly  in  «atei  tight  pits  ; 
but  even  hei'e  there  is  consf.ant  loss  by  leason 
of  fei'mentative  action,  not  only  through  evapora- 
tion of  ammonia,  but  also  by  the  reduction  of 
ammonia  and  other  easUy  decomposable  nitro- 
genous  eonjpounds   into   free   nitrogen.  The 
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losses  that  thus  occur  have  been  studied  by 
numerous  investigators,  including  Lawes  and 
Gilbert,  A.  Voelcker,  J.  A.  Voelcker,  Hall, 
Maercker,  and  Schneidewind,  Holdefleiss,  Miintz 
and  Girard,  Wood,  RusseU,  and  numerous 
others.  The  general  result  has  been  to  show 
that,  even  under  the  best  conditions  of  ordinary 
production,  the  loss  of  nitrogen  may  be  expected 
to  amount  to  about  15  p.c.  by  the  time  the 
manure  is  taken  out  of  the  boxes,  while  in 
shallow  stalls  or  yards  it  may  amount  to  30  or 
40  p.c.  Further  loss  of  nitrogen  takes  place 
after  the  manure  is  heaped  or  stacked  for 
'  ripening,'  or  for  preservation  until  it  is  con- 
venient to  transfer  it  to  the  land.  It  is  probable 
that,  even  with  fairly  good  management,  the 
ultimate  loss  of  nitrogen  may  amount  on  the 
average  to  50  p.c.  of  the  initial  quantity.  Under 
bad  management,  especially  with  open  yards 
and  free  drainage,  it  is  probably  often  much 
greater. 

Various  plans  have  been  adopted  or  suggested 
for  checking  the  loss,  such  as  the  use  of  gypsum 
or  superphosphate  sprinlded  in  the  manure 
during  its  accumulation,  to  absorb  ammonia ; 
or  of  kainit,  which  checks  fermentation.  In  any 
case  the  manure  should  be  heaped  as  compactly 
as  possible,  with  layers  of  earth  in  it,  and  the 
heap  should  be  covered  with  earth.  It  has  been 
demonstrated  that  the  greatest  percentage  loss 
of  nitrogen  unfortunately  occurs  in  the  manure 
that  is  initially  richest,  namely,  that  produced 
by  animals  liberally  fed  on  highly  nitrogenous 
food. 

It  is  obviously  difficult  to  give  an  average 
composition  for  so  variable  a  substance  as 
farmyard  manure,  but  broadly  it  may  be  said 
to  consist  of  : 

Water    .....     about  75  p.c. 
Organic  and  volatile  matter      .       „     22  „ 
Mineral  matter  (exclusive  of  earth)    ,,    2J-3  „ 

But,  as  the  water  may  vary  from  perhaps  as 
little  as  65  p.c.  to  over  80  p.c,  the  quantity  of 
organic  matter  is  liable  to  considerable  inverse 
variation.  The  proportion  of  nitrogen  is 
usually  from  about  0-45  to  0-65  p.c,  that  of 
potash  from  about  0-4  to  0-8  p.c,  and  that  of 
phosphoric  acid  from  about  0-2  to  about  0  4 
p.c. 

Hall  gives  the  following  tables  illustrating 
the  general  composition  of  farmyard  manure, 
and  also  showing  the  influence  of  feeding  on  the 
nitrogen  contents  of  the  manure  : — 


Composition  ox'  Faemyakd  Manuhe  from 
Various  Soueces  (Hall). 
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PM 

p.c. 

p.c. 

p.c. 
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1. 

Fresh  long  straw  manure 

66-17 

0-544 

0-318 

0-673 

2 

No.  1  after  rotting 

75-4 

0-597 

0-454 

0-491 

3.' 

Very  old  and  short,  from 

a  mushroom  bed 

5.3-14 

0-80 

0-63 

0-67 

4. 

Presh  C 

75-n 

0-.39 

0-18 

0-45 

Rotten   ^French  data    .  < 

7.5-0 

0-50 

0-26 

0-53 

o! 

Very  old'  ^ 

79-0 

O-.08 

0-30 

0-r.o 

7. 

Eothamsled  average 

76-0 

0-64 

0-23 

0-32 

S. 

Fresh  liquid  manure 

98-02 

0-044 

0-051 

0-355 

9. 

Old  ditto 

99-13 

0-026 

0-014 

0-22 

OR  MANURES. 


Percentage  Composition  of  Farmyard 
Manttee  (Hall). 
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0-577 

0-046 

0-067 

0-464 

/  mixen  & 

Cake-fed 

1904 

24'03 

0-716 

0-079 

0-096 

0-541 

'  stored 

Koots  and 

hay  only 

1905 

29-5 

0-462 

0040 

O-O47I0-375 

Do. 

Cake-fed 

1905 

31-3 

0-698 

0-182 

0-055!0-461 

Hoots  and 

hay  only 

1906 

22-0 

0-466 

0-022 

0-033  0-411 

}Do. 

Cake-fed 

1906 

24-3 

0-690 

0-097 

0-0490-544 

Roots  and 

hay  only 

1907 

25-3 

0-589 

0-125 

0-0530-411 

/Not 

Cake-fed 

1907 

25-5 

0-815 

0-377 

0-0330-405 

)  stored 

Straw  manure  wUl  contain  more  potash  than 
peat  moss  manure,  but  the  latter  contains  more 
nitrogen.  Stable  manure  is  '  hotter  ' — that  is 
to  say,  ferments  more  rapidly — than  farmyard 
manure  proper.  Very  large  quantities  are 
purchased  from  town  stables  by  market  gardeners 
and  other  farmers  within  easy  carriage  of  cities. 
This  largely  consists  of  litter  that  a  farmer 
would  regard  as  only  half  used,  owing  to  the 
necessity  for  the  prompt  clearing  of  town 
stables ;  and  it  is  necessarily  poor  in  soluble 
nitrogen  compared  with  farmyard  manure. 
The  following  analyses  by  Dyer  (tabulated  by 
Hall)  illustrate  the  composition  of  specimens  of 
such  manure,  made  both  with  straw  and  with 
peat  moss,  fresh  and  after  some  months'  storage 
in  heap  on  the  farm  of  the  purchaser  : — 


Composition  of  London  Stable  Manure 
(Dyer— TABULATED  BY  Hall). 


From  mixed  peat  moss 

H 

^  rr. 

and  straw 

tn 

a 
0 

Fresh 

After  storage 

^! 

1 

2 

1 

2 

3 

Water  . 

77-80 

70-0 

76-1 

62-0 

53-8 

61-9 

52-9 

Organic  matter 

18-00 

24-3 

19-3 

26-4 

17-5 

22-0 

230 

Nitrogen,  sol. 

0-51 

0-52 

0-08 

0-08 

0-06 

0  08 

0-iO 

,,  insol. 

0-37 

0-10 

0-46 

0-62 

0-.58 

0-68 

0-79 

Phosphoric  acid 

0-37 

0-48 

0-33 

0-45 

0-49 

0-56 

0  66 

Potash  . 

1-02 

0-59 

0-45 

0-58 

0-58 

0-65 

0-80 

In  addition  to  its  '  mineral '  constituents 
(phosphates,  potash  salts,  &c.),  well-made 
farmyard  manure  contains  enough  available 
nitrogen  in  the  form  of  ammonia  compounds 
and  easUy  nitrifiable  organic  matters  to  enable 
it  to  begin  to  act  as  plant  food  immediately  ; 
while  it  has  at  the  same  time  a  reserve  of 
insoluble  matter,  partially  decomposed  organic 
matter  which  yields  up  nitrogen  more  slowly  and 
gradually,  the  effect  of  much  of  which  is  realised 
only  in  subsequent  seasons. 

The  duration  of  the  action  of  farmyard 
manure  largely  depends  upon  the  nature  of  the 
soil.  In  some  '  open,'  '  hot,'  gravelly  soils, 
farmyard  irianiiro  is  used  up  with  r('iiiarkal)le 
rapidity.  On  other  soils,  its  action  may  bo 
spread  over  a  considerable  number  of  ycar.s  ; 
but  in  such  cases  its  fertilising  effect,  especially 
on  arable  land,  diminishes  to  an  increasing 
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extent  each  year,  until,  under  the  circumstances 
of  ordinary  farming,  it  becomes  imperceptible. 
There  are,  however,  experimental  plots  at 
Rothamsted,  where,  under  circumstances  pecu- 
liarly favourable  to  its  operation,  the  effects  of 
early  dressings  of  farmyard  manure  are  still 
evident  after  the  lapse  of  40  or  50  years. 

The  valuation  of  the  unexhausted  effect  of 
farmyard  manure  in  relation  to  the  feeding 
stuffs  consumed  in  producing  it,  is  an  im- 
portant matter  in  the  application  of  the  Agri- 
cultural Holdings  Act.  This  subject  is  fully 
discussed  by  Hall  and  Voelcker  in  a  paper 
'  On  the  Valuation  of  the  Unexhausted  Manure 
obtained  by  the  (Consumption  of  Foods  by 
Stock,'  in  the  Journal  of  the  Royal  Agricultural 
Society  of  England,  1902,  vol.  63  (also 
republished  as  a  sei^arate  pamphlet  by  John 
Murray,  of  Albemarle  Street,  London,  W.). 
In  this  paper  the  original  valuation  tables  of 
Lawes  and  Gilbert  have  been  revised  in  the  light 
of  later  investigation,  and,  as  thus  revised, 
have  been  adopted  by  the  Central  and  Associated 
Chambers  of  Agriculture. 

The  general  chemistry  of  farmyard  manure 
has  been  well  treated  in  Warington's  Chemistry 
of  the  Farm  (Vinton),  and  more  recently  and 
fully  by  Hall  in  his  work  on  FertOisers  and 
Manures  (Murray). 

Peruvian  guano.  Guano  was  originally 
introduced  into  England  from  Peru  in  1839,  and 
for  many  years  it  occupied  the  first  place  among 
concentrated  fertilisers.  The  original  rich  de- 
posits have  been  for  a  long  time  exhausted,  but 
considerable  importations  of  Peruvian  guano 
are  still  made,  chiefly  from  recent  deposits. 
Guano  is  formed  from  the  excrement  and 
carcases  of  sea-fowl.  The  fresh  excrements  are 
highly  nitrogenous,  and  consist  chiefly  of  uric 
acid  and  calcium  i^hosphate.  If  the  cUmato  is 
hot  and  dry,  the  excrements  are  quickly  desic- 
cated and  the  nitrogenous  matter  protected. 
These  conditions  exist  on  the  rainless  coast  of 
Peru.  In  a  moist  climate  the  nitrogenous  matter 
is  quicldy  converted  into  ammonia  and  dissi- 
pated by  evaporation  or  drainage,  a  phosphatic 
guano  practically  destitute  of  nitrogen  remain- 
ing. The  main  supply  of  Peruvian  guano  for 
30  years  was  from  the  Chincha  Islands,  which 
yielded,  in  all,  from  what  wo  may  call  the  original 
deposits,  about  10,000,000  tons.  This  guano 
"was  a  dry,  excellent  fertiliser,  containing  from 
13  to  14  p.c.  of  nitrogen,  and  from  13  to  14  p.e. 
of  jihosx^horic  acid.  On  its  exhaustion,  about 
the  year  1868,  guano  was  shipped  from  the 
Guanapo  and  Maoabi  Islands.  This  was  a  damp 
guano  containing  from  9  to  11  p.c.  of  nitrogen, 
and  about  12-14  p.c.  of  phosphoric  acid.  This 
was  succeeded  by  importations,  still  from  old  de- 
posits, from  the  BaUestas  Islands  and  the  islands 
of  Lobos  de  Afuera,  and  de^sosits  on  the  mainland 
at  Pabellon  de  Pica,  Punta  de  Lobos,  and  Hua- 
nillos.  Many  of  these  deposits  were  of  low 
nitrogenous  content,  but  very  rich  m  phosphates, 
while  some  possessed  very  much  the  character 
of  the  original  Chincha  guano.  In  more  recent 
years  shipments  have  been  coming  in  from  new 
deposits  formed  on  the  original  islands,  which 
iiavo  again  become  '  guaniferous,'  the  birds 
being  now  specially  preserved  with  a  view  to 
the  constant  renewal  of  the  deposits  and  the 
consequent  maintenance  of  the  output.  These 
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deposits  of  fresh  guano  are  highly  nitrogenous, 
and  would  be  much  richer  in  percentage  com- 
position but  for  the  fact  that  a  good  deal  of 
sand  is  sometimes  unavoidably  mixed  with 
thom. 

The  nitrogen  in  Peruvian  guano  is  partly  in 
the  form  of  ammonia  salts  and  partly  in  organic 
combination  ;  and  in  some  cases  small  quantities 
of  nitrate  are  also  jiresent.  The  main  part  of 
the  phosphoric  acid  is  in  the  form  of  finely 
divided  calcium  phosphate,  some  of  the  j)hos- 
phoric  acid  also  being  in  combination  with 
ammonium,  sodium,  or  potassium.  Some  of  the 
phosphoric  acid,  therefore,  is  immediately 
soluble  in  water,  while  even  that  which  is 
insoluble  is  I'eadily  attacked  by  weak  acids  and 
rax^idly  available  as  plant  food.  There  is  also 
present  an  appreciable  quantity  of  fiotash  salts. 
Guano  is,  therefore,  an  extremely  valuable 
manure,  and  has  always  commanded  relatively 
higher  j)rices  than  most  other  concentrated 
fertilisers.  Having  regard  to  the  great  varia- 
tion in  the  composition  of  different  cargoes,  it 
has  been  for  many  years  the  practice  of  the 
chief  importers  to  prejiare  a  mixed  or '  equalised  ' 
Peruvian  guano,  containing  a  fixed  percentage 
of  nitrogen,  for  the  sake  of  those  users  who  wish 
for  guano  of  constant  composition ;  but  the 
guano  is  also  on  sale  in  its  unmixed  or  natural 
condition,  at  prices  varying  pro  rata  with  its 
composition.  It  may  be  added  that  dissolved 
Peruvian  guano,  which  was  introduced  by 
Messrs.  Ohlendorff  in  1864,  and  is  still  manu- 
factured by  their  successors,  the  Anglo-Conti- 
nental Gxiano  Works,  is  Peruvian  guano  treated 
with  sulphuric  acid  to  fix  the  ammonia  and 
render  the  phosphate  nearly  all  soluble  in  water. 
It  is  a  large  article  of  manufacture,  and  is  sold 
containing  definite  percentages  of  nitrogen  and 
soluble  phosphate. 

Examples  of  analyses  of  recently  imported 
cargoes  of  Peruvian  guano  of  different  grades 
from  several  of  the  islands  are  given  on  p.  540. 

Besides  Peruvian  guano,  the  only  other 
nitrogenous  bird  guanos  of  commercial  import- 
ance have  been  obtained  from  Patagonia  and 
from  the  Ichaboe  Islands  off  the  coast  of 
Africa.  Ichaboe  guano,  being  from  fresh 
deposits,  is  rich  in  nitrogen,  of  which  it  contains 
from  9  to  14  p.c.  Its  general  composition  is 
similar  to  that  of  Peruvian  guano  of  similar 
grade.  An  apj^reciable  proportion  of  the 
nitrogen,  however,  is  in  the  form  of  feathers. 

Seaweed.  This  is  largely  used  in  some 
localities  near  the  sea.  When  quite  fresh,  sea- 
weed contains  about  80  p.c.  of  water.  Its  com- 
position varies  a  good  deal.  The  nitrogen  may 
be  1-3  p.e.  of  the  dry  matter.  The  average 
percentage  of  potash  in  20  analyses  of  Fiicus  and 
Laminaria  was  3  p.c,  and  of  phosphoric  acid 

0-  5  p.c.  of  the  dry  matter.  The  proportion  of 
nitrogen  and  potash  in  fresh  seaweed  is  thus 
very  similar  to  that  in  farmyard  manure,  while 
the  phosjshoric  acid  is  deficient. 

Fish  manure  or  fish  guano.  Whole  lish  are 
employed  as  manure  in  places  near  the  sea. 
Way  found  in  fresh  sjjrats  03-7  p.c.  water, 

1-  94  p.c.  nitrogen,  and  2d  p.c.  ash,  including 
0-43  potash  ami  0  -90  phosphoric  acid. 

Fish  maniu-e,  or  '  lish  guano,'  as  it  is  called, 
is  nuxdo  on  a  considerable  scale  from  various 
kinds  of  fish  refuse.    The  Norwegian  fish  guano 
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Bal- 
lestas 

Lobos 
d'Afuera 

Can- 
tores 

Lobos 
deTierra 

South  1  North 
G  uao  ape  j  Guan  ape 

Lobos  d'Afuera 

Moisture 

18-06 

18-30 

28-74 

24-44 

25-72 

16-60 

15-20 

15-58 

10-44 

Organic  matter  and  am- 

monium salts  . 

40-36 

36-32 

36-66 

32-16 

29-91 

29-50 

26-55 

19-57 

11-96 

*  Piiosplioric  acid 

9-74 

10-62 

13-25 

1 1  •84. 

14-79 

16-35 

15-07 

17-21 

19-13 

Lime 

9-21 

10-53 

11-45 

10-75 

12-25 

13-08 

12-46 

14-17 

14-50 

"{"Magnesia,  alkalis,  &c. 

7-93 

9-61 

o  U* 

9-84 

11-92 

10-65 

11-27 

12-32 

SOicious  matter  . 

14-70 

14-62 

1-80 



12-17 

7-49 

12-55 

20-07 

22-20 

31-65 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

Total  nitrogen 

11-43 

9-97 

9-44 

8-32 

7-19 

7-07 

6-80 

4-58 

2-58 

Equal  to  ammonia 
*Ji,qual    to  tricalcmm 

13-88 

12-11 

11-46 

10-10 

8-73 

8-58 

8-26 

5-56 

3-13 

phosphate 

21-28 

23-20 

28-95 

25-87 

32-32 

35-72 

32-93 

37-60 

41-80 

flncluding  potash 

2-68 

2-39 

2-76 

2-50 

2-87 

3-09 

2-33 

2-15 

1-86 

is  prepared  from  cod.  Herrings,  sprats,  men-  | 
hadden,  and  other  oily  fish  are  boiled  and  pressed 
for  the  sake  of  their  oil,  and  the  residue  is  dried, 
powdered,  and  sold  as  fish  guano.  This  manu- 
facture is  carried  on  in  various  places  on  the 
east  coast  of  England  and  Scotland.  It  is  also 
carried  on  to  a  large  extent  in  London,  the  raw 
material  being  the  fish  offal  of  the  metropolis, 
which,  for  the  most  part,  is  simply  dried  and 
ground.  The  principal  value  of  fish  guano  lies 
in  its  nitrogen,  which  may  vary  from  as  little 
as  6  or  7  p.c.  to  as  much  as  10  or  11  p.c,  according 
to  the  particular  kind  of  fish  or  fish  offal  from 
which  it  is  made,  and  the  presence  or  absence 
of  much  salt  or  other  impurities.  There  is  also 
a  good  deal  of  calcium  phosphate,  which  usually 
varies  inversely  with  the  nitrogen,  and  may 
range  from  as  little  as  6  or  7  p.c.  up  to  18  or 
20  p.e.  The  potash  is  inconsiderable.  The 
following  analyses  represent  different  qualities 
of  fish  guano  : — 


Moisture 
*Organic  matter  . 
•fPhosphoric  acid  . 

Lime  . 

Salt,  magnesia, 
X^otash,  &c. 

Sand  . 


ANALYSES  or  Fish  Guano. 
14-18 
54-07 

5-  58 

6-  16 


17-31 
2-70 


8-78 

14-42 

11-18 

63-92 

63-68 

67-22 

7-85 

7-50 

7-72 

10-47 

8-06 

8-34 

7-03 

5-54 

5-14 

1-95 

0-80 

0-40 

100-00 

100-00 

100-00 

8-74 

9-62 

10-42 

10-61 

11-68 

12-65 

17-15 

16-39 

16-87 

♦Containing  nitrogen  6-27 
Equal  to  ammonia  7-61 
f  Calcium  phosphate  12-19 


The  practical  value  of  the  manure  dejiends  to 
some  extent  on  the  quantity  of  oil  present,  the 
smaller  the  quantity  of  oil  the  more  readily  does 
the  manure  decompose  in  the  soil. 

Phosphatic  guanos.  The  ancient  deposits 
of  guano  occurring  in  climates  in  which  rain  is 
frequent  liavc  lost  almost  the  whole  of  their 
nitrogenous  matter  ;  they  are,  when  free  from 
sand  or  rock,  of  value  as  phosphatic  manures, 
but  have  been  chiefly  used  for  the  miinufacturf^ 
of  high-class  superphosphates.  Some  of  these 
guanos  have  been  considerably  altered  by  the 
action  of  water  and  other  natural  chemical 
agents.    One  common  result  of  this  action  is 


the  formation  of  '  crusts,'  consisting  largely  of 
calcium  phosphate  containing  considerably  less 
calcium  than  tricalcium  phosphate,  and  therefore 
of  special  value  as  manure.  Gypsum  is  also 
present  in  some  cases  to  a  considerable  extent. 

The  principal  places  from  which  phosphatic 
guanos  have  been  obtained  are  various  islands 
in  the  West  Indies  and  in  the  Pacific  Ocean. 
Those  which  more  particularly  retained  some  of 
the  distinctive  characters  of  guanos  are  now 
for  the  most  part  used  up.  More  deposits  are 
still  occasionally  discovered,  but  in  many  cases 
these  deposits  have  become  so  metamorphosed 
that  they  have  almost  passed  the  border  line 
between  '  guano  '  and  '  mineral  phosphate,' 
which  is  sometimes  not  easily  drawn.  At  all 
events,  their  function  is  not  that  of  manure,  but 
of  a  raw  material  for  its  manufacture,  and  for 
practical  purposes  they  may  be  placed  with 
mineral  phosphates,  to  be  considered  presently. 

Ammonium  sulphate  (commercially  called 
sulphate  of  ammonia)  usually  contains  from 
about  95  to  97  p.c.  of  the  pure  salt,  containing 
20-20-5  p.c.  of  nitrogen,  equivalent  to  from 
24  to  25  p.c.  of  ammonia. 

Sodium  nitrate  (commercially  called  nitrate 
of  soda)  is  refined  from  the  crude  native  deposits 
(known  as  caliche),  found  in  the  rainless  areas 
of  Chile.  Good  commercial  sodium  nitrate 
contains  about  95  p.c.  of  sodium  nitrate  or 
15-6  p.c.  of  nitrogen  (equivalent  to  19  p.c.  of 
ammonium).  The  impurities  are  moisture, 
sodium  chloride,  sodium  and  magnesium  sul- 
phates, smaU  quantities  of  iodates  and  sometimes 
of  potassium  perchlorate,  while  in  some  makes 
sodium  nitrate  is  partially  replaced  by  potassium 
nitrate. 

Potassium  nitrate,  or  saltpetre,  is  sometimes 
used  as  a  source  of  botli  nitrogen  and  potash,  but 
chiefly  in  India,  where  it  is  a  native  product. 

Calcium  nitrate  has  recently  been  introduced 
as  a  fertiliser.  Its  chief  interest  at  present  lies 
in  the  fact,  tlint  il.  is  iii;iu\ifiii'tiucil  froiri  nitric 
acid  prodiii  i  il  Irom  I  In-  diirrl,  cuniliin.iliiin  of 
atmospheric  nitrogen  .nid  (iw  'jcii  in  ihc  llaming 
electric  arc.  Its  prod  mi  n  ,m  i  sjid  lo  |.c  Mlready 
considerable,  but  fi'oni  ;i n  ci  i muiiiii  id  standpoint 
it  will  assume  iaigcr  importance  in  tiie  lutun;, 
when  the  present  abundant  sources  of  naturally 
formed  nitrate  come  to  an  end.  As  put  on  the 
market  at  i^resent,  it  contains  about  13  p.c.  of 
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nitrogen  (equivalent  to  about  15-8  p.c.  of 
ammonium).  Jts  chief  fault  in  its  present  form 
is  its  extreme  deliquescence,  which  jnakes  it 
necessary  to  sow  it  directly  the  air-tight  drums 
in  which  it  is  scut  out  are  opened. 

Calcium  cyanamide  is  also  a  fertiliser  made 
from  the  nitron-en  of  atmospheric  air  :  which  is 
passed  through  coarsely  ground  heated  calcium 
carbide.  The  resulting  mass  contains  a  large 
Ijroportion  of  calcium  cyanamide,  and  contains 
al)Out  18-20  p.c.  of  nitrogen.  In  moist  earth  it 
decompoises,  yielding  ammonia,  according  to  the 
reaction  CaCiSl2+3H20  =  2NH3+CaC03  ;  but  it 
is  probable  that  other  influences  than  mere 
moisture — connected  probably  with  the  microbic 
life  of  the  soil — play  a  part  in  the  production  of 
ammonia.  As  calcium  carbide  is  a  product  of 
the  electric  furnace,  calcium  cyanamide,  like 
calcium  nitrate,  needs  electric  power  for  its 
production.  I'^or  its  manufacture  v.  Nitrogen, 
Atmospheeic,  Utilization  op.  It  is  put  on  tiie 
market  under  the  name  of  '  kalk-stickstoff '  on 
the  Continent,  or  '  nitrolim  '  in  England. 

Oilcakes.  Cheap  or  damaged  oilcakes,  or 
cakes  unfit  for  food  (as  castor),  are  employed  to 
a  considerable  extent  as  manure,  and  more 
particularly  the  residual  meals  obtained  as  by- 
])roducts  in  the  extraction  of  oil  by  spirituous 
solvents  from  rape  seed,  castor -oil  seed,  and 
numerous  other  oil  seeds.  They  are  in  large 
request  for  hop  manuring,  and  for  general  use  on 
light  soils,  on  which  the  farmer  prefers  a  less 
rapidly  active  form  of  nitrogen  than  is  furnished 
liy  guano,  sodium  nitrate,  or  ammonium  sul- 
|)hate.  They  will  contain  4-7  p.c.  of  nitrogen, 
1-5-3-0  p.c.  phosphoric  anhydride,  and  1-2  p.c. 
potash. 

Hoof  and  horn.  The  powdered  horn  ob- 
tained in  making  combs  and  other  articles  is 
used  to  a  considerable  extent  by  manure  manu- 
facturers ;  it  is  extremely  rich  in  nitrogen, 
containing  about  15  p.c. 

Dried  blood.  This  is  a  very  valuable 
manure,  its  nitrogenous  matter  becoming  readily 
available  to  the  crop  after  mixing  with  the  soil. 
Perfectly  dry  blood  will  contain  about  15  p.c. 
nitrogen  and  4  p.c.  ash,  of  which  one-half  is 
common  salt.  I'he  commercial  article  contains 
from  about  11  p.c.  to  about  13  p.c.  of  nitrogen. 
It  is  in  growing  demand  for  direct  application 
to  the  soil,  but  the  greater  part  both  of  the 
dried  blood  manufactured  here  and  of  that 
imported  from  8outh  America  is  purchased  by 
the  manure  makers  and  incorporated  in  com- 
pound fertilisers. 

Meat  meal,  meat  guano.  The  residue  from 
the  manufacture  of  meat  extract  is  exported  as 
manure  from  South  America,  and  from  Queens- 
land and  New  Zealand.  The  composition  varies 
much,  chiefly  according  to  the  proportion  of 
bone  ground  up  with  the  meat.  The  nitro- 
genous samples  may  contain  11-13  p.c.  nitrogen, 
and  0-6-3-0  p.c.  phosphoric  anhydride.  The 
phosphatic  samples  may  contain  6-7  p.c. 
nitrogen,  and  14-17  p.c.  phosphoric  anhy- 
dride. 

Shoddy  and  wool  waste.  These  are  useful 
niti'ogcnous  manures,  but  much  less  active  than 
those  previously  enumerated,  being  only  slowly 
dccf)mposed  in  the  soil.  They  are  less  used  than 
formerly,  except  for  hops  an<l  market  gardening, 
owing  to  the  cheapness  of  ammonium  salts. 


Pure  dry  woo]  and  hair  would  contain  about 
17  p.c.  nitrogen,  and  2  p.c.  ash.  The  percentage 
of  nitrogen  in  ordinary  shoddy  varies  from 
5  to  8,  the  general  average  being  about  7. 
Shoddy  is  apt  to  contain  a  good  deal  of  water  ; 
the  other  impurities  are  cotton,  oil,  and  mineral 
dust. 

Leather.  The  percentage  of  nitrogen  is  4-G. 
This  is  the  least  active  form  of  nitrogenous 
matter  used  as  manure  ;  but  there  are  various 
manufacturing  processes — such  as  treatment 
with  acids  or  with  steam  under  high  pressure — 
whereby  the  character  of  the  leather  as  such  is 
more  or  less  destroyed,  the  result  being  a  fine 
powder  capable  of  undergoing  more  rapid 
decomposition,  and  having,  in  some  cases,  a 
large  proportion  of  actually  soluble  nitrogen. 

Soot.  House  soot  is  used  by  farmers  as  a 
top  dressing  for  spring  corn.  CJood  soot  con- 
tains about  4  p.c.  of  nitrogen  or  nearly  5  p.c.  of 
ammonia  (say  20  p.c.  of  ammonium  .sulphate), 
in  which  form  the  nitrogen  largely  exists,  but 
it  often  contains  an  admixture  of  ashes,  and 
consequently  varies  a  good  deal. 

Bones.  These  are  seldom  used  in  their 
fresh  state ;  they  have  generally  been  first 
j  steamed  to  extract  the  fat.  A  more  perfect 
method  of  extracting  the  fat  liy  means  of  benzene 
has  been  introduced  (J.  Soc.  Chem.  Ind.  1884,  375, 
490,  575),  but  not  much  employed.  Less  nitro- 
genous matter  is  removed  from  the  bone  when 
benzene  is  used.  A  third  form  of  bone  is  that 
left  after  extracting  the  greater  part  of  the 
gelatinous  matter  by  boiling  under  pressure. 
The  following  analyses  illustrate  the  composition 
of  bone  manures  :— 


Bone 

Meal. 

English 

Steame 

(containing  linglish 

Boiled 

or 

cartilaginous  (ordi- 

or  lightly 

de-gela- 

matter) 

nary) 

Indian  steamed 

tinised 

Moisture  .    8  24 

8-80 

8-48 

8-62 

13-52 

♦Organic 

matter    .  36-14 

34-04 

30-50 

20-74 

9-88 

fPhnsplioric 

acid       .  20  75 

21-06 

■24-19 

26-44 

30-11 

Lime        .  27-94 

28-53 

32-03 

35-95 

40-04 

Magnesia, 

carbonic 

acid,  Ac.  5-18 

4-02 

4-19 

7-25 

5-45 

Silicious 

matter    .  1-75 

1-45 

0-55 

100 

1-00 

100-00 

10000 

100-00 

100-00 

100-00 

*Containing 

nitrogen  4-72 

4-19 

4-01 

2-33 

0-91 

Equal  to 

auimnnia  5-73 

5-09 

4-87 

2-83 

1-11 

tEqual  to 

tricalciuni 

phos- 

phate .  45-34 

47-33 

52-85 

57-77 

65-79 

Bones  are  either  ajiplied  to  the  land  directly 
as  crushed  bones,  or  as  bone-dust  or  bone-flour  ; 
or  they  are  employed  for  tlie  manufacture  of 
'  dissolved  bone.'  The  soft  parts  of  bone  are 
more  nitrogenous  than  the  hard  parts.  Bone- 
flour  is  a  tine  powder,  prepared  from  highly 
steamed  bones. 

Bone  ash.  This  is  imported  from  South 
America.  It  was  formerly  much  used  for  pre- 
paring high-class  superphosphates,  but  is  now 

I  less  employed,  owing  to  the  abundance  of  cheaper 
phosphates.    Pure  ox  bone  ash  will  contain 

\  nearly  40  p.c.  phosphoric  acid.    'I'hc  commercial 
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article  is  usually  sold  on  a  basis  of  75  p.c. 
tricalciuni  phosphate. 

Basic  slag.  By  the  process  patented  by 
Thomas  (1877-79)^  the  phosphorus  is  removed 
from  pig-iroii.  The  melted  iron  is  placed  in  a 
Bessemer  converter  lined  with  lime,  a  large  dose 
of  lime  is  added,  and  the  blast  applied.  At  the 
high  temperature  reached,  the  impurities  in 
the  iron  are  oxidised  by  the  air  introduced,  the 
pliosphorus  becomes  phosphorus  pentoxide  and 
unites  with  the  lime.  A  slag  is  formed  contain- 
ing about  40-50  p.c.  lime,  varying  quantities  of 
magnesia,  alumina,  iron  oxide,  manganese  oxide, 
silica,  and  phosphoric  acid  equivalent  to  from 
20  to  50  p.c.  of  tricalcium  phosphate.  The 
process  has  been  adopted  to  a  very  large  extent, 
and  basic  slag  is  now  an  important  product  of 
the  iron  and  steel  industry.  It  has  been  esti- 
mated that  at  the  present  time  (1910)  300,000 
tons  are  annually  produced  in  Great  Britain 
alone,  and  the  continental  production  is  very 
heavy. 

Eor  several  years,  however,  the  slag  was 
regarded  as  valueless,  the  large  amount  of  iron 
present  leading  agricultural  chemists  to  believe 
that  the  phosphoric  anhydride  would  not  prove 
available  to  plants,  whUe  the  ferrous  oxide 
would  probably  be  injurious.  It  is  now  known 
that  the  phosphoric  anhydride  in  the  slag  is 
almost  wholly  combined  with  calcium,  and  that 
this  calcium  phosphate  is  easily  disintegrated 
and  rendered  soluble  in  the  soil,  and  that  no  iU 
efEects  arise  from  the  presence  of  the  ferrous 
oxide.  Tetracalcium  phosphate  has  been  regarded 
as  the  combination  in  which  most  of  the  phos- 
phorus occurs  (Hilgenstock,  Dingl.  poly.  J.  250, 
330  ;  Otto,  Zeitsch.  Chem.  II,  255  ;  Biicking  u. 
Zinck,  Stahl  u.  Eisen,  7,  245) ;  but  it  is 
probable  that  the  phosphate  has  more  nearly 
the  composition  (CaO)5,P20f,,Si02  (Hall).  About 
1-5  p.c.  of  the  total  phosphorus  exists  as  iron 
phosphide,  which  is  changed  into  phosphate 
in  the  soil  (Jensch,  Zeitsch.  Chem.  10,  820). 
The  phosphate  in  the  slag  is  not  soluble  in 
water  ;  it  is  dissolved  to  a  considerable  extent 
by  a  solution  of  ammonium  citrate,  and  when 
the  slag  is  finely  ground  about  80  p.c.  of  it 
should  dissolve  in  a  2  p.c.  solution  of  citric 
acid. 

At  first  attempts  were  made  to  dissolve  the 
phosphates  in  the  slag,  and  then  reprecipitate 
them  for  use  as  manure ;  this  was  afterwards 
found  to  be  unnecessary.  Field  experiments 
with  finely  ground  untreated  slag  commenced  in 
1882,  and  soon  became  very  numerous,  as  it 
was  found  to  produce  an  excellent  effect.  The 
Germans  were  the  first  to  reali.se  the  importance 
of  the  new  manure,  and  they  succeeded  in  pur- 
chasing a  large  proportion  of  the  English  make 
before  Englishmen  had  become  alive  to  its  value. 

To  be  effective  the  slag  must  be  very  finely 
ground  ;  at  least  80  p.c.  of  it  should  pass  through 
a  sieve  having  100  meshes  to  the  linear  inch. 
The  grinding  requires  special  machinery.  It  is 
advisable,  according  to  Horn  (.J.  Soc.  Chem.  Ind. 
1886,  242),  to  break  first  under  stamps,  to 
further  reduce  between  rollers,  then  to  separate 
pieces  of  iron  by  passing  over  slanting  sieves, 
and  finally  to  grind  between  millstones. 

According  to  Wagner's  trials,  2  parts  of  phos- 
phoric acid  in  powdered  slag  (of  which  80  p.c. 
passed  a  sieve  with  meshes  0-2  mm.  diameter) 


are  equal  in  manuring  power  to  1  part  of  soluble 
phosphoric  acid  in  superphosphate  ;  the  efl'eet 
will,  however,  vary  in  dift'crent  soils. 

Basic  slag  is  especially  valuable  on  moorland 
soils  rich  in  organic  matter  and  on  clay  soils 
deficient  in  lime  on  which  the  continuous  use  of 
superphosphate  is  undesirable.  It  has  proved 
especially  valuable  on  pastureland. 

Precipitated  phosphate.  Pho.sphatic  minerals 
which  are  unsuitable  for  the  manufacture  of 
superphosphate,  either  from  their  poverty  in 
phosphate  or  from  the  presence  of  an  objec- 
tionable amount  of  iron  oxide  or  alumina,  are 
sometimes  treated  with  acid,  the  calcium  phos- 
phate dissolved  out,  and  then  recovered  by  pre- 
cipitation. If  the  addition  of  the  neutralising 
base  is  stopped  while  the  solution  is  still  acid, 
the  precipitate  will  consist  chiefly  of  dicalcium 
phosphate. 

The  phosphoric  anhydride  in  precipitated 
phosphate  stands  next  in  value  to  that  existing  as 
monocalcium  phosphate.  Commercial  dicalcium 
phosphate  may  contain  as  much  as  40  p.c. 
PjO  j ;  it  is  thus  a  very  concentrated  manure,  and 
especially  suitable  for  use  where  manure  must 
be  conveyed  a  long  distance.  Owing  to  the 
introduction  of  basic  slag,  however,  it  is  now 
scarcely  worth  while  to  manufacture  precipitated 
phosphate  except  as  a  by-product.  It  is  thus 
prepared  incidentally  to  the  manufacture  of 
gelatin  from  bones.  The  bones  are  treated  with 
cold  hydrocldoric  acid,  which  dissolves  out  the 
phosphate,  leaving  the  chondran  or  gelatinoid 
i  matter  undissolved.  The  phosphate  is  then 
recovered  from  the  acid  solution  by  precipitation 
with  milk  of  lime. 

Superphosphate.  The  phosphates  previously 
mentioned  may  be  applied  directly  to  the  soil 
with  good  effect,  if  in  the  condition  of  fine 
powder.  Natural  mineral  phosphatic  deposits 
are,  however,  too  hard  and  insoluble  to  bo 
economically  used  in  this  manner ;  these  are 
treated  with  sulphuric  acid,  and  converted  into 
superphosphates. 

The  treatment  of  bone  with  sulphuric  acid 
was  originally  recommended  by  Liebig.  The 
treatment  of  mineral  phosphate^  with  sulphuric 
acid  originated  with  Lawes,  who  took  out  a 
patent  for -this  process  in  1842,  and  founded  a 
manufacture  which  has  since  reached  enormous 
dimensions. 

Superphosphate  in  the  United  Kingdom  is 
always  sold  on  the  basis  of  its  percentage  of 
what  is  called  '  soluble  phosphate.'  This  means 
the  quantity  of  tricalcium  phosphate  which  has 
j  been  rendered  soluble.  The  phosphoric  acid 
(P2O5)  soluble  in  water  is  determined  and 
calculated  into  its  equivalent  percentage  of 
CajPjOg,  this  being  called  '  soluble  phosphate.' 
On  the  continent  of  Europe  the  solubility  is, 
on  the  other  hand,  calculated  as  '  soluble  phos- 
phoric acid,'  i.e.  P2O5  dissolved  by  water.  The 
method  of  determination  wiU  be  described  later 
on. 

'  Pltosphatic  Materials  used. 

Superphosphate  was  prepared  by  Lawes  in 
the  fir.st  instance  from  spent  animal  charcoal ; 
Suffolk  (Tertiary)  coprolite  and  Estremadura 
phosphorite  were  also  early  employed.  The 
Suffolk  coprolite  was  for  16  years  the  principal 
material  made  use  of.  The  far  superior  Cam- 
bridge (Greensand)  coprolite  then  became  for 
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many  years  the  chief  material,  but  is  now 
scarcely,  if  ever,  used,  other  phosphates  being 
much  cheaper.  Deposits  rich  in  calcium  phos- 
phate have  been  found  all  over  the  world ; 
many  of  these  have  been  exhausted,  and  others 
given  up  as  of  inferior  cptality,  or  as  being  at 
present  prices  too  expensive  to  work.  We  shall 
give  some  account  both  of  some  of  those  which 
have  become  matters  of  history,  or  the  use  of 
which  is  at  present  in  abeyance  from  the  effect 
of  competition,  as  well  as  of  those  which  are  at 
present  in  use.  The  estimates  given  of  the 
quantities  of  the  various  phosphates  recently 
mined  or  raised  are  taken  from  a  paper  read  at 
the  International  Congress  of  Applied  Chemistry, 
in  1909,  by  Hermann  Voss,  who  estimated  the 
total  outi')ut  of  raw  phosphate  in  1908  at  the 
enormous  quantity  of  4,824,000  tons.  This 
would  represent  in  all  something  like  8i  million 
tons  of  superphosphate. 

South  Carolina  or  Charleston  phosphate. 
This  is  apparently  a  converted  Eocene  marl.  It 
occurs  in  rough  masses,  largely  perforated  by 
boring  moUusca,  and  associated  with  fossil 
bones  and  teeth.  It  is  classed  as  '  land  '  and 
'  river  '  phosphate  ;  the  latter  is  obtained  by 
dredging  the  Bull,  Coosaw,  and  Stono  rivers. 
This  phosphate  came  first  into  use  in  1867,  and 
soon  became  the  chief  material  for  the  manu- 
facture of  superphosphate.  The  quantity  ex- 
ported to  the  United  Kingdom  in  1887  was 
16.5,275  tons  (principally  river  phosphate) ;  in 
the  same  year  430,549  tons  were  used  in  the 
United  States.  There  are  three  grades,  contain- 
ing phosphoric  acid  equal  to  50-52,  55-56,  and 
58-60  p.c.  tricalcium  phosphate ;  they  differ 
.simply  in  the  proportion  of  silicious  matter 
present.  South  Carolina  phosphate,  though  not 
rich  enough  for  the  preparation  of  high-class 
superphosphates,  is  an  admirable  material  for 
the  production  of  an  ordinary  superphosphate, 
containing,  according  to  the  quality  of  the  phos- 
phate used,  from  11  to  14  p.c.  soluble  pho.sphoric 
acid,  or,  in  commercial  language,  24-30  p.c. 
soluble  phosphate.  Owing  to  the  discovery  of 
other  deposits  and  to  the  local  demand  for  this 
particular  phosphate  in  the  United  States,  it 
has  at  present  practically  ceased  to  be  imported 
into  England.  The  quantity  of  phosphate 
raised  in  1908  in  South  Carolina  and  Tennessee 
is  estimated  ))y  Voss  at  800,000  tons. 

Belgian  and  Somme  phosphate.  In  the  north 
of  France  (departments  Somme  and  Pas  de 
Calais)  and  in  the  adjoining  districts  of  Belgium 
there  exists  an  enormous  deposit  of  a  friable 
phosphatic  rock,  '  craie  grise,'  extending  over 
seven  million  acres.  This  deiJosit  lies  on  ordi- 
nary white  chalk  ;  it  consists  of  j'cUowish  grains 
embedded  in  a  chalky  matrix.  The  rock  con- 
tains 20-30  p.c.  of  calcium  phosphate,  occurring 
in  the  crystalline  grains  above  mentioned.  In 
the  upper  layer  of  this  deposit  are  pockets, 
chiefly  developed  in  France,  which  contain  a 
sand  far  richer  in  phosphate  and  poorer  in  car- 
bonate than  the  underlying  rock,  the  proportion 
of  phosphate  in  this  sand  being  .50-80  p.c.  The 
sand  has  probably  been  formed  from  the  original 
rock  by  the  action  of  water.  This  phosphatic 
sand  is  known  as  '  Somme  phosphate.' 

The  Belgian  phosphatic  rock  is  generally  of 
low  quality.  By  washing  and  blowing,  a 
material  containing  40-45  p.c.  calcium  phosphate 


is  produced.  Many  schemes  have  been  tried 
for  removing  the  calcium  carbonate,  and  thus 
raising  the  value  of  the  material ;  none  has  yet 
become  a  commercial  success.  Belgian  phos- 
phate is  used  with  other  phosphates  as  a  diluent ; 
the  carbonate  it  contains  produces  much 
gyi^sum  when  acted  on  by  the  sulphuric  acid, 
and  considerably  improves  the  porosity  and 
dryness  of  the  manure.  The  export  from  Belgiu  m 
to  the  United  Ivingdom  is  considerable. 

One  practical  advantage  possessed  by  the 
Belgian  and  Somme  phosphates  is  that  thej' 
require  no  grinding.  Somme  phcsphate  as  im- 
ported goes  entirely  tlirough  a  sieve  of  60  wires 
to  the  inch.  The  output  of  Belgian  phosphate  in 
1908  was  estimated  at  150,000  tons,  and  of  Somme 
j  and  other  French  phosphate  at  350,000  tons. 

Phosphorites.  Large  deposits  of  apatite, 
or  of  phosphates  having  an  apatite  character, 
occur  in  many  places  ;  those  most  worked  have 
been  the  Estremadura,  the  Canadian,  and  the 
Norwegian.  These,  however,  are  not  now 
brought  to  this  country,  and  have  for  the  present 
ceased  to  be  worked. 

1.  Estremadura  fhospliorile. — An  immense 
deposit  occurs  at  Caceres.  In  composition  it 
is  a  fluor-apatite,  but  mixed  ■with  much  quartz, 
and  with  more  or  less  calcium  carbonate.  There 
are  three  qualities,  containing  about  50,  60,  and 

j  70  p.c.  tricalcium  phosphate.  The  calcium  carbon- 
ate varies  from  6  to  16  p.c.  The  exports  were  in 
former  years  very  large,  amounting  sometimes  to 
60,000  tons  per  annum. 

2.  Canadian  phosphorite. — This  is  much 
richer  than  the  Estremadura  phosphorite,  com- 
taining  70-80  p.c.  tricalcium  phosphate.  The 
lower  qualities  contain  much  mica.  The  amount 
formerly  exported  to  the  United  Kingdom  was 
considerable. 

Caribbean  phosphates.  Under  this  head  we 
group  the  rock  phosphates  found  on  many  of 
the  West  India  Tslands,  some  of  which  are  often 
classed  as  phosphatic  guanos. 

1.  Aruha. — This  is  one  of  the  Dutch  islands. 
The  phosphate  is  of  high  quality,  containing 
75-80  p.c.  tricalcium  phosphate,  but  the  imports 
now  are  small.  The  total  quantity  raised  in 
1908  is  estimated  at  30,000  tons. 

2.  Curacao. — Another  Dutch  island.  This 
is  one  of  the  finest  phosphates  available,  contain- 
ing about  85  p.c.  tricalcium  phosphate.  With 
this  phosphate,  sujierphosphate  may  be  made 
containing  44-45  p.c.  soluble  phosphate  (20-201- 
p.c.  soluble  This  deposit  is  not  at  present 
worked,  or  is,  at  all  events,  not  exported  to 
England. 

3.  Sombrero. — This  valuable  dej)osit  is  nearly 
\  exhausted.     It  contains  70-78  p.c.  tricalcium 

phosphate. 

4.  Monk  and  St.  Martin''s  Islands. — Both 
deposits  are  now  exhausted  ;  the  former  was  of 
very  high  quality. 

5.  Navassa. — The  deposit  on  this  island 
has  a  wcU-marked  pisolitio  structure.  The 
phosphoric  anhydride  is  equivalent  to  00-70  p.c. 
tricalcium  phosphate.  The  use  of  Navassa  phos- 
phate is  limited  by  the  considerable  amount  of 
alumina  and  ferric  oxide  present,  which  makes 
it  unsuitable  for  the  preparation  of  high-class 
superphosphates. 

6.  Bedonda  and  Alta,  Vela,. — The  phosphates 
i  of  these  islands  consist  chiefly  of  aluminium 
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phosphate.  They  are  quite  unsuitable  for  the 
manufacture  of  superphosphate.  They  have 
been  dissolved  in  sulphuric  acid,  and  the  alu- 
mina separated  as  alum.  It  has  also  been 
found  possible  to  obtain  a  large  proportion  of 
the  phosphoric  acid  as  sodium  pliosphate  by 
heating  with  sodium  chloride  in  superheated 
steam,  or  by  firing  with  sodium  sulphate  and 
carbon  (J.  Soc.  Chem.  Tnd.  188G,  570). 

Bordeaux  phosphate.  Raised  in  the  de- 
partments of  Lot  and  Tarn-et-Garonne.  This 
is  now  little  used  in  England,  as  it  is  not  rich  in 
phosphate,  and  contains  a  good  deal  of  ferric 
oxide  and  alumina. 

Nassau  or  Lahn  phosphate.  This  is  still 
used  locally,  but  the  exports  to  this  country 
have  ceased.  It  varies  much  in  composition  ; 
the  higher  qualities  are  suitable  for  the  manu- 
facture of  superphosphate,  but  the  lower  quali- 
ties contain  much  iron.  This  phosphate  is  re- 
markable as  containing  a  distinct  amount  of 
iodine. 

Coprolites.  The  phosphatic  nodules  com- 
monly known  as  coprolites,  foimd  in  England, 
are  scarcely  used  now,  cheaper  phosphates 
being  available.  The  Cambridge  (Upper 
Greensand)  coprolite  was  the  best  of  the  English 
sorts;  it  contained  55-60  p.c.  tricalcium  phos- 
phate, wdthout  an  admixture  of  ingredients 
prejudicial  to  the  production  of  soluble  phos- 
phate. The  Suffolk  coprolite  (Tertiary)  contains 
less  phosphate  (55  p.c),  and  more  ferric  oxide. 
The  Bedfordshire  coprolite  (Lower  Greensand)  is 
stUl  more  inferior,  the  ferric  oxide  being  present 
in  increased  proportion. 

In  France  there  are  considerable  deposits  of 
coprolite  in  the  Upper  Greensand  in  the  depart- 
ments of  Pas  de  Calais,  Meuse,  and  Ardennes  ; 
those  from  Pas  de  Calais  are  shipped  to  Eng- 
land from  Boulogne.  These  coprolites  generally 
contain  a  low  proportion  of  phosphate,  and 
much  sUicious  matter. 

Deposits  of  coprolite  have  also  been  found  in 
Russia. 

Florida  phosphate.  Extensive  deposits  of 
high-grade  phosphate  have  been  opened  up 
during  recent  years  in  the  State  of  Florida. 
The  phosphate  is  of  two  kinds,  namely,  '  hard 
rock  '  phosphate  and  '  pebble  '  phosphate.  The 


rock  phosphate  commonly  contains  from  78  to  80 
p.c.  of  tricalcium  phosphate,  and  the  pebble 
phosphate  about  70-74  p.c.  There  is,  however, 
also  a  high-grad(!  pebble  pliosphate,  found  in  the 
McduUa  and  Coronet  mines,  containing  from 
78  to  7'J  p.c.  of  tricalcium  phosphate.  These 
phosphates  are  very  widely  used  in  superphos- 
phate. According  to  the  estimates  of  Voss, 
1)00,000  tons  of  Florida  '  hard  rock  '  phosphate 
and  900,000  tons  of  Florida  '  pebble  '  phosphate 
were  raised  during  1908. 

African  phosphate.  An  extensive  range  of 
phosphate  deposits  is  now  worked  on  or  near 
the  northern  coast  of  Africa,  and  is  known  in 
commerce  as  Algerian,  Tunisian,  Tocqueville, 
and  Gafsa  phosphates.  These  are  soft,  powdery, 
or  friable  minerals,  containing  for  the  most 
part  comparatively  little  silicious  matter,  but 
a  large  proportion  of  calcium  carbonate.  The 
proportion  of  tricalcium  phosphate  is  commonly 
somewhere  near  60  p.c,  varying  from  about  59 
p.c.  to  nearly  64  p.c.  The  quantities  of  North 
African  phosphate  mined  in  1908  were  estimated 
by  Voss  at  over  1,500,000  tons.  Algerian  phos- 
phate has  the  special  advantage  of  containing  a 
very  low  proportion  of  alumina  and  ferric  oxide. 

Christmas  Island  phosphate.  This  is  a  deposit 
found  on  Christmas  Island — an  island  lying  in 
the  Indian  Ocean  south  of  Java.  It  contains 
about  87  p.c.  of  tricalcium  phosphate,  and  makes 
excellent  superphosphate.  At  present  the  out- 
put is  said  to  be  largely  consumed  in  the  manu- 
facture of  superphosphate  in  Japan. 

Pacific  phosphate.  Valuable  deposits  of 
similar  high-grade  phosphates,  containing  86 
or  87  p.c.  of  tricalcium  phosphate,  accompanied 
by  very  little  ferric  oxide  or  alumina  and  practi- 
cally no  silica,  have  been  discovered  in  recent 
years  on  certain  islands  in  the  Pacific  Ocean 
lying  to  the  north-east  of  Australia.  The 
principal  deposits  at  present  worked  are  those 
of  Ocean  Island  and  Nauru  Island,  but  deposits 
have  also  been  found  on  the  islands  of  Makatea, 
Tahiti,  and  Angaur.  Much  of  the  phosphate 
raised  on  these  islands  is  consumed  for  super- 
phosphate making  in  Australia,  New  Zealand, 
and  Japan.  The  total  quantity  raised  in  1908 
from  these  various  islands  (including  Christmas 
Island)  was  estimated  by  Voss  at  350,000  tons. 


Percentage  Composition  of  Mineral  Phosphate.s  employed  in  the  Manufacture  of 

Superphosphate. 

Florida  Phosphates.    (Dried  afc  100°.) 


Hard  rock 

Pebble,  medium  grade 

I'ebble.high  grade 

*Phosphorio  acid  (PaO,) 

36-05 

36-44 

36-81 

31-92 

32-24 

32-80 

33-98 

36-24 

.35-90 

Lime  .... 

61-29 

50-46 

50-96 

46-76 

46-78 

47-18 

48-03 

49-44 

48-68 

Alumina 

1-42 

1-44 

1-41 

1-28 

1-29 

1-32 

1-23 

1-.32 

Fenic  oxide  (exclusive 

of  any  pjTites) 

0-60 

0-60 

0-55 

1-45 

1-50 

1-85 

1-05 

0-60 

1  9-20 

Magnesia,  carbonic  acid, 

fluorine,  &c. 

7-84 

6-31 

6-67 

11-66 

10-43 

9-60 

9-46 

6-40 

Silicious  matter  . 

2-80 

4-75 

3-60 

6-93 

7-76 

7-35 

6-25 

6-00 

6-22 

♦Equal    to  tricalcium 

100-00 

100-00 

100-00 

100^ 

100-00 

100-00 

100-00 

100-00 

100-00 

phosphate 

78-77 

79-02 

80-43 

69-75 

70-44 

71-67 

74-25 

79-18 

78-44 

Excess  of  lime  over  tri- 

calcium phosphate  . 

8-57 

7-28 

7-.34 

8-93 

8-58 

8-31 

7-76 

6-50 

6-14 

MoLsture  in  phosphate 

as  imported 

0-66 

1-60 

2-U 

1-94 

2-03 

2-33 
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North  African  Phosphates. 
(Dried  at  100°.) 






Algerian 

'rucquevUle 

Tunisian 

Gafs.i 

27-05 

29-04 

25-2o 

27-21 

28-44 



47-79 

50-46 

43-01 

48-83 

49-92 

'+'±-0  / 

Alumina  .... 

0-56 

0-44 

0-52 

0-54 

0-48 

0-96 

Ferric  oxide   (exclusive  of 

any  pyrites) 

0-25 

O-oO 

0-48 

0-30 

0-2.5 

0-40 

Magnesia,     carljoii  ie  aoid^ 

18-95 

16-90 

"1  17.00 

17-66 

17-41 

1  s.Qf; 

Silicious  matter 

5-40 

2-80 

13-40 

5-46 

3-50 

r  lu 

100-00 

100-00 

100-00 

100-00 

1  flf\ ,Cif\ 
lUU-UU 

*Equal  to  tricalcium  phosphate 

59-10 

63-45 

55-19 

59-45 

62-14 

59-26 

Excess  of  lime  over  tricalcium 

phosphate 

15-74 

16-05 

13-08 

16-59 

16-22 

12-73 

Moisture    in   phosphate  as 

imported 

3-30 

3-24 

Various  Phosphates. 
(Dried  at  100°.) 


Clu-istmas 
Island 

Ocean- 
Nauru 

Tennessee 

Belgian 

Frencli 

Canadian 

Rich 

Poor 

♦Phosphoric  acid  (P.jOr,)  . 
Lime  .... 
Alumina 

Ferric  oxide  (exclusive  of 

any  pyrites) 
Magnesia,  carbonic  acid, 

fluorine,  &c. 
Silicious  matter 

*Equal  to  tricalcium  phos- 
phate 

Excess  of  lime  over  tri- 
calcium phosphate 

Moisture  in  phospliato  as 
imported  . 

39-85 
52-24 
1-35 

0-45 

5-96 
0-15 

39-84 
53-05 
0-30 

0-23 

6-48 
0-10 

36-92 
50-59 
1-59 

1-70 

7-46 
1-74 

19-57 
49-34 
0-43 

0-65 

26-23 
3-78 

23-80 
52-96 
1-44 

0-60 

20-60 
0-60 

39-32 
54-18 
0-40 

0-  56 

4-11 

1-  44 

29-99 
42-25 
2-84 

2-03 

9-27 
13-62 

100-00 

100-00 

100-00 

T0(H)0  ~ 

100-00^ 

100-00 

100-00 

87-07 
5-02 
1-54 

87-05 
5-84 
2-52 

80-60 
6-91 
1-21 

42-76 
26-15 
0-45 

52-00 
24-76 

85-84 
7-66 

65-47 
6-77 
4-86 

Spanish 

West  Indian 

Coprolites 

South 
Carolina 

High 
grade 

Poor 

Aruba 

Curasao 

Bedford- 
shire 

Suffolk 

♦Phosphoric  acid  (PjOr,)  . 

35-01 

25-77 

33-63 

32-73 

25-97 

26-30 

26-73 

Lime  .... 

48-49 

34-58 

48-33 

47-29 

40-66 

41-72 

43-62 

Alumina 

1-79 

1-63 

0-35 

1-48 

0-83 

Ferric  oxide  (exclusive  of 

1  22-90  ^ 

any  pyrites) 

1-05 

1-75 

0-75 

5-30 

1  -45 

Magnesia,  carlionic  acid, 

(  1 

fluorine,  &c. 

7-98 

12-10 

18-38 

14-03 

17-77 

Silicious  matter 

5 -OS 

32-55 

2-66 

0-50 

12-56 

9-08 

9-60 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

♦Equal  to  tricalchim  jihos- 

phate 

76-43 

5lv26 

73-48 

71-45 

56-69 

57-42 

58-35 

Excess  of  lime  over  tri- 

calcium phosphate 

7-07 

4-09 

8-48 

8-57 

9-94 

10-60 

12-00 

Moisture  in  phosphate  as 

1-41 

imported  . 

1-17 

3-04 

0-65 

0-90 

Vol.  ll.—T.  2  n 
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Manufacture  of  superphosphate.   The  raw 

phosphate  is  first  reduced  to  an  extremely  fine 
powder.  Considerable  improvements  have  now 
been  effected  both  in  the  economy  of  the  grinding 
and  in  the  degree  of  fineness  attained.  If  the 
material  is  in  large  lumps,  it  is  first  reduced  by 
means  of  a  crusher,  and  is  then  transferred  to  a 
suitable  miU.  The  Kent  mill  is  largely  used  for 
this  purpose,  and  is  worked  in  conjunction  with 
a  screen  and  elevator.  The  finer  the  powder 
obtained,  the  7nore  complete  will  be  the  decom- 
position by  the  sulphuric  acid.  For  first-class 
work  the  powder  should  pass  through  a  sieve  of 
80  wires  to  the  inch.  In  view  of  the  stringency 
of  modern  factory  legislation,  a  dust-coUecting 
plant  of  some  sort,  such  as  the  Beth  filter,  is 
usually  considered  necessary  in  the  part  of  the 
worlds  devoted  to  milling. 

It  has  been  assumed  in  some  text-books 
that  the  reaction  in  superphosphate  making  is 
simply  : 

Ca3P20,+2H2S04=CaH,P20«-f  2CaS04. 
This  IS  true  as  regards  the  major  portion  of  the 
phosphate  rendered  soluble.  But  in  practice, 
as  was  first  pointed  out  by  Ruffle  (J.  Soc.  Chem. 
Ind.  1887,  327),  the  reaction,  as  regards  an 
appreciable  portion  of  the  phosphate,  almost 
invariably  proceeds  further,  thus  : 

Ca3P20s+3H2S04=2H3P04+.3CaS04, 
so  that  a  water  solution  of  superphosphate 
contains  a  major  proportion  of  CaH4P208,  with 
a  minor  proportion  of  free  phosphoric  acid 
H3PO4.  Indeed,  unless  there  is  a  fair  proportion 
of  the  latter,  the  proportion  of  '  soluble  '  phos- 
phate is  unstable,  owing  to  liability  to  reversion 
by  subsequent  interaction  between  the  dissolved 
phosphate  and  that  which  was  originally  left 
undissolved.  Thus  weU-made  superphosphate, 
when  freshly  made,  often  contains  as  much  as 
from  6  to  10  p.c.  of  H3PO4,  and  sometimes 
more. 

In  the  first  stage  of  the  reaction,  phosphoric 
acid  alone  is  probably  produced,  and  this  after- 
wards reacts  on  the  remaining  undecomposed 
phosphate.  The  proportion  of  free  phosphoric 
acid  in  the  resulting  manure  is  greater  when 
strong  sulphuric  acid  has  been  employed,  the 
total  soluble  phosphoric  acid  being,  at  the  same 
time,  diminished.  When  superphosphates  are 
dried  at  100°,  a  loss  of  soluble  phosphoric  acid 
also  occurs,  and  this  loss  becomes  much  greater 
when  a  higher  temperature  is  employed  (Ruffle). 
Monocalcium  phosphate  can,  in  fact,  exist  only 
when  in  union  with  water. 

A  further  reaction  which  is  of  great  practical 
moment  to  the  manufacturer  of  superphosphate 
is  the  disappearance  of  soluble  phosphate  by 
keeping.  The  regenerated  insoluble  phosphate 
is  known  as  '  reverted  phosphate.'  This  de- 
terioration during  storage  is  not  observed  in  the 
case  of  weU-made  superphosphate  prepared  from 
finely  ground  mineral  phosphate  containing  no 
appreciable  quantity  of  iron  or  aluminium,  but 
it  is  observed  when  ferric  oxide  or  alumina  is 
present. 

So  long  as  superphosphate  is  valued  on  the 
basis  of  its  contents  in  soluble  phosphate,  ferru- 
ginous and  aluminous  phosphates  wiU  be  avoided 
by  the  manufacturer.  On  the  Continent,  how- 
ever, and  in  the  United  States,  reverted  phos- 
phate has  a  considerable  money  value,  and 
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mineral  phosphates  contaming  iron  and  alu- 
minium consequently  find  employment. 

The  sulphuric  acid  employed  is  usually 
pyrites-made  chamber  acid  of  1-55  to  I'OO  sp.gr. 
Weak  acid  is  essential,  as  the  dryness  of  the 
superphosphate  depends  largely  upon  sufficient 
water  being  present  for  the  crystallisation  of  the 
calcium  sulphate  (CaS04,2H20)  formed  by  the 
reaction.  It  foUows  that,  when  much  calcium 
carbonate  is  present  in  the  phosphate,  weaker 
acid  will  be  required  than  when  but  little  calcium 
carbonate  is  present.  When  calcium  fluoride 
is  present  in  considerable  quantity,  and  very 
little  or  no  calcium  carbonate  (as  in  apatite), 
acid  stronger  even  than  1-60  sp.gr.  is  necessary, 
as  calcium  fluoride  is  not  so  readily  decomposed 
as  calcium  carbonate. 

The  proportion  of  sulphuric  acid  to  be  used 
dejiends,  of  course,  upon  the  composition  of  the 
phosphatic  material.  Theoretically,  100  of 
tricalcium  phosphate  will  require  94  of  sulphuric 
acid  of  sp.gr.  1-60  (55  p.c.  SO3),  or  100  of  sul- 
phuric acid  of  sp.gr.  1-55  (51-5  p.c.  SO3),  if 
monocalcium  phosphate  is  to  be  produced.  The 
proportion  of  sulphuric  acid  used  in  practice  is 
usually  as  large  as  can  be  employed  without 
endangering  the  dryness  of  the  product.  It  is 
generally  somewhat  in  excess  of  that  needed  to 
produce  monocalcium  phosphate,  but  is  con- 
siderably below  that  required  to  yield  only 
phosphoric  acid.  For  South  Carolina  river 
phosphate,  the,  ordinary  proportion  is  95  p.c.  of 
sulphuric  acid  of  sp.gr.  1-57. 

The  excess  of  lime  present  in  the  material  (as 
carbonate  or  fluoride)  is  a  principal  factor  in 
determining  the  quantity  of  sulphuric  acid  to  be 
employed  :  100  of  lime  will  require  260  of  acid 
sp.gr.  1-6  or  277  of  acid  sp.gr.  1-55  to  produce 
calcium  sulphate.  At  the  foot  of  the  table  pre- 
viously given  will  be  found  the  excess  of  lime 
(over  that  required  to  form  tricalcium  phosphate) 
present  in  each  of  the  mineral  phosphates 
commonly  employed.  Phosphates  containing  a 
considerable  excess  of  lime  will  yield  a  poorer 
superphosphate  than  their  percentage  of  phos- 
phoric acid  would  seem  to  warrant,  owing  to  the 
large  proportion  of  sulphuric  acid  which  they 
require. 

To  prepare  a  '  mineral  superphosphate,'  the 
only  ingredients  are  the  powdered  phosphate  and 
sulphuric  acid.  When  turnip  manures,  or  other 
manures  containing  a  little  nitrogen,  are  pre- 
pared, crushed  bones,  powdered  hoof  and  horn, 
shoddy,  or  ammonium  salts,  are  added  when  the 
ingredients  are  mixed.  Mixed  superphosphates, 
formerly  called  '  dissolved  bones,'  are  usually 
prepared  from  a  mixture  of  mineral  phosphate, 
bone,  and  some  concentrated  nitrogenous 
matter. 

Owing  to  the  requirements  of  the  Fertilisers 
and  Feeding  Stuffs  Act,  however,  such  mixtures 
are  now  sold  as  '  dissolved  bone  compounds,'  the 
term  '  dissolved  bone  '  or  '  vitriolised  hones  ' 
being  restricted  to  fertilisers  made  from  pure 
bone  and  acid  only.  Usually,  in  such  cases, 
only  from  one-half  to  two-thirds  of  the  phos- 
phate is  actually  soluble  in  water,  but  much  of 
the  remainder  is  in  the  readily  assimilable  form 
of  dicalcium  dihydrogcn  phosphate.  If  enough 
acid  were  used  to  dissolve  all  the  phosphate,  the 
product  would  be  too  pasty  for  sowing. 

The  mixer  in  which  the  reaction  takes  place 
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stands  on  a  platform,  over  an  ompty  chamber, 
variously  known  as  the  '  l)in,'  'den,' or 'pit.'  It 
consists  of  a  cylinder,  sometimes  neajly  hori- 
zontal, sometimes  vertical,  furnished  in  the 
centre  with  a  revolving  shaft,  carrying  arms  set 
on  screw-wise.  Into  this  mixer  the  charge  of 
weighed  '  dust '  is  emptied,  bag  by  bag,  while, 
at  the  same  time,  a  measured  quantity  of  sul- 
phuric acid  is  run  in  from  a  tank.  When  the 
charge  is  completed,  agitation  is  continued  for 
two  minutes  ;  a  valve  is  then  opened,  and  the 
whole  contents  cjf  the  mixer  (about  16  cwt. ) 
allowed  to  fall  into  the  pit  below.  Ten  charges 
can  bo  easily  worked  in  one  hour.  The  pit 
below  is  built  of  brick  or  concrete  on  three  sides, 
the  fourth  side  consists  of  a  wooden  hoarding 
which  is  taken  down  when  the  pit  is  being 
emptied.  A  pit  will  hold  from  80  to  140  tons. 
The  fluid  material  which  enters  the  pit  rapidly 
reaches  a  temperature  considerably  exceeding 
]  00°.  and  then  becomes  solid.  In  a  few  hours  it 
is  ready  to  be  excavated. 

Until  recently,  the  excavation  of  the  super- 
phosphate had  always  been  accomplished  by  the 
simple  means  of  digging  it  out  by  the  aid  of 
pickaxes.  At  the  present  time,  however, 
manual  labour  is  being  gradually  superseded  by 
the  use  of  mechanical  appliances,  many  patents 
for  inventions  for  doing  this  part  of  the  work 
having  been  taken  out.  Among  these,  one  of 
the  best  known  is  the  superphosphate  excavator 
of  Dr.  A.  Keller,  of  the  Anglo-Continental 
Cuano  Works  of  London,  Hamburg,  Antwerp, 
and  Diisseldorf,  which  is  now  in  successful  use 
in  various  parts  of  the  world.  This  machine 
consists  of  an  arm  extending  from  a  staging, 
which  latter  travels  upon  metals  laid  in  front 
of  the  pit ;  the  arm  is  furnished  with  travelling 
knives  and  scrapers,  and  it  revolves  on  a  pivot 
around  the  staging  as  a  centre,  so  that  it  can  be 
swung  in  and  out  of  the  pit  and  be  made  to 
reach  to  the  extreme  back  part  of  it.  When  the 
knives  and  scrapers  are  set  in  motion,  the  super- 
phosphate is  scraped  forward  and  dropped  on  to 
a  conveyor  traversing  the  front  of  the  pit, 
whence  it  can  be  elevated  and  conveyed  to  the 
part  of  the  works  where  it  is  required  to  be 
stored.  The  machine  is  so  constructed  that  the 
arm  is  made  to  move  from  left  to  right  and  vice 
versa,  and  lower  itself  automatically  as  the 
superphosphate  is  removed. 

The  gases  given  off  during  the  reaction,  both 
from  the  mixer  and  pit,  are  of  a  particularly 
unpleasant  description,  especially  when  the 
phosphate  contains  fluorides.  Both  mixer  and 
]iit  are  provided  with  flues  in  connection  with  a 
fan,  by  which  all  the  gases  are  removed  ;  these 
are  purified  in  a  scrubber,  and  then  conducted  to 
a  tall  chimney. 

Well-made  superphosphate  is  a  porous  mass, 
the  cavities  being  due  to  imprisoned  gas.  It  is 
usual  to  break  up  the  lumps  at  the  time  of 
manufacture  by  passing  it  through  a  rotary 
screen,  and  to  further  grind  and  screen  it  after 
storing  and  before  delivery.  If  mixed  manures 
are  to  be  made,  the  other  ingredients  are  added 
while  passing  through  the  disintegrator. 

By  adding  ammonium  sulphate  or  other 
nitrogenous  material,  with  or  without  potash 
salts,  '  corn,'  '  grass,'  '  mangel,'  and  '  potato  ' 
manures  are  produced.  Sodium  nitrate  cannot 
safely  bo  added  to  superphosjihatc  unless  the 


OR  MANURES.  547 

latter  is  very  dry  ;  if  this  jirccaution  is  neglected, 
free  nitric  acid  is  produced,  the  manure  bags  are 
destroyed,  and  serious  mischief  may  occur.  To 
emj)loy  ammonium  sulphate  and  sodium  nitrate 
together  is  still  more  objectionable,  as  am- 
monium nitrate  is  formed,  and  even  when  it  does 
not  suffer  decomposition  it  ruins  the  manure  by 
its  deliquescence. 

Ordinary  superphosphate  is  made  from  a 
mixture  of  phosphates,  and  contains  26  p.c.  of 
dissolved  phosphate  (  =  11-9  p.c.  PjO^)  and 
2-3  p.c.  of  undissolved  phosphate.  The  turnip 
manures  containing  bone  have  generally  rather 
less  of  dissolved  phosphate,  more  of  undissolved, 
and  nearly  1  p.c.  of  nitrogen.  Special  manures 
of  greater  strength  are  also  prepared.  From 
high-class  plio.sphate,  superphosphate  contain- 
ing 30-31  p.c.  dissolved  jhosphate  (13-7-14-2 
P2O5)  may  be  obtained.  High-grade  Florida 
rock  will  yield  superphosphate  containing  38-30 
p.c.  dissolved  phosphate  (17-4-17  ■!»  VJ) ).  From 
Ocean  Island  and  Christmas  Island  jahosphates, 
superphosphate  with  44-45  p.c.  dissolved  phos- 
phate (20-2-20-6  P2O-J  may  be  prepared. 

Far  richer  superphosphates  are  obtained  by 
the  process  patented  by  Packard  (Eng.  Pat. 
6170,  6760,  6752).  Superphosphate,  prepared  so 
as  to  be  rich  in  free  phosphoric  acid,  is  extracted 
with  water,  the  solution  evaporated  to  sp.gr. 
1 '125-1 -300,  and  sufiicient  calcium  phosphate, 
carbonate,  or  hydroxide  added  to  leave  one- 
third  of  the  phosphoric  acid  in  the  free  state. 
The  solution  is  then  filtered,  and  the  filtrate 
evaporated  to  dryness.  The  product  contains 
about  40  p.c.  of  sohible  phosphoric  acid,  equal  to 
87  p.c.  of  so-called  '  soluble  phosphate.'  This 
superphosphate  has  a  special  value  where  manure 
has  to  be  conveyed  a  long  distance. 

There  is  a  large  export  trade  in  English-made 
superphosphate. 

Gypsum.  This  has  in  most  cases  a  very 
small  value  as  a  manure.  Where  superphos- 
phate is  employed,  it  is  applied  in  this  manure. 
Massive  gypsum  is  imported  from  the  South  of 
France.  It  was  formerly  used  as  a  diluent  in 
making  the  lower  class  of  superphosphates,  but 
its  place  is  now  taken  by  Belgian  phosphate. 
It  is  an  excellent  drier  for  mixing  with  damp 
manure. 

Lime,  chalk,  and  marl.  These  can  hardly 
be  classed  as  artificial  manures,  as  they  are  not 
generally  applied  as  plant  foods,  but  for  the 
sake  of  the  considerable  amelioration  of  the  soil 
which  they  effect. 

Potassium  salts.  These  will  bo  found  de- 
.scrilu'd  unilcr  their  own  head. 

The  Relative  Value  of  Manures. 
We  have  described  as  briefly  as  possible  the 
various  nitrogenous  and  phosphatic  manures  at 
present  used.  The  important  question  remains, 
Have  the  nitrogen  and  phosphoric  acid  the  same 
value  in  all  these  manures  ?  and,  if  not,  what  is 
the  difference  of  value  '!  This  question  may  be 
considered  from  (1)  a  trade  point  of  view,  viz.  by 
calculating  from  the  market  price  of  various 
manures  what  is  the  money  value  of  their  chief 
constituents.  If  the  prices  given  for  manures 
were  determined  by  an  accurate  knowledge  of 
their  effect  in  the  field,  these  prices  would 
really  show  us  their  average  relative  value.  As 
a  fact,  market  prices  do  generally  indicate, 
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tliough'soitiotiinos  very  im perfectly,  the  relative 
manuring  value  of  different  manures.  The 
matter  may  also  be  considered  from  (2)  the  data 
afforded  by  actual  investigation.  In  this  case, 
we  soon  find  that  the  number  of  available  in- 
ve.stigations  is  insutficient,  and  that  the  relative 
value  of  the  same  manures  differs  more  or  less 
with  differences  in  the  soil,  crop,  and  season. 
Certain  points,  however,  are  fairly  well  estab- 
lished. 

Nitrates  are,  in  a  large  majority  of  cases, 
the  most  active,  and  therefore  the  most  valuable, 
form  of  nitrogen.  Comparisons  between  sodium 
nitrate  and  ammonium  salts,  containing  similar 
amounts  of  nitrogen,  have  been  made  for  many 
years  at  Bothamsted,  and  also  at  Woburn. 
With  cereal  crops  the  nitrate,  on  an  average, 
yields  distinctly  more  corn  and  considerably 
more  straw  than  the  ammonia.  The  produce 
by  the  nitrate  is  most  in  excess  in  dry  seasons ; 
in  a  wet  season  the  ammonia  may  be  superior. 
On  pasture,  the  relative  superiority  of  the  nitrate 
is  about  the  same  as  with  cereals.  With  po- 
tatoes, ammonia,  apparently,  is  equal  to  nitrate. 
With  mangel-wurzel,  or  sugar  beet,  the  nitrate 
is  far  superior.  A  good  result  with  ammonium 
salts  is  much  more  dependent  on  the  presence  of 
abundance  of  phosphates  and  potash  in  the  soil 
than  is  the  case  with  nitrates.  Nitrates  and 
ammonium  salts,  in  favourable  circumstances, 
give  all  their  effect  in  the  first  year  of  their 
application. 

Cyanamide,  under  favourable  conditions, 
gives  results  similar  to  those  obtained  from  a 
corresponding  quantity  of  ammonium  sulphate, 
but  its  action  depends  upon  its  time  of  applica- 
tion and  upon  suitable  weather,  and  probably 
upon  the  texture  and  composition  of  the  soil,  as 
well  as  on  biological  considerations.  It  is  best 
used  after  admixture  with  superphosphate, 
though  it  has  the  incidental  effect  of  '  precipi- 
tating '  soluble  phosphate.  It  is  not  a  pleasant 
substance  to  handle  in  its  raw  condition,  and,  if 
sown  alone,  it  should  be  sown  by  means  of  a 
mechanical  distributor. 

The  effect  of  organic  nitrogenous  manures 
differs  in  different  soils.  In  a  clay  soil,  bones 
decompose  so  slowly  as  to  be  of  little  value. 
Organic  manures,  as  shoddy,  oilcake,  bones,  and 
farmyard  manure,  jrield  only  a  small  portion  of 
their  nitrogen  to  the  crop  during  the  first  year, 
and  several  years  wiU  elapse  before  the  supply  is 
exhausted.  The  continued  use  of  such  manures 
increases  the  proportion  of  nitrogen  in  the  soil. 
The  proportion  of  the  nitrogen  in  the  manure 
that  is  recovered  in  the  crop  is  frequently 
smaller  than  that  obtained  under  favourable 
circumstances  in  one  season  from  the  applica- 
tion of  sodium  nitrate,  the  slowly  ,acting  manures 
being,  in  the  case  of  arable  land,  subject  to  an 
annual  loss  of  nitrogen  as  nitrates  by  drainage. 
Organic  nitrogenous  manures  are  more  active 
in  proportion  as  they  are  finely  divided,  and 
when  applied  to  a  well-ai-rated  soil.  They  are 
best  applied  in  autumn,  while  nitrates  and  am- 
monium salts  should  be  applied  in  spring. 

Pot  culture  experiments  have  been  made  by 
Wagner  on  various  nitrogenous  manures.  If 
the  crop  yield  obtained  from  sodium  nitrate  be 
represented  by  100,  the  relative  efficacy  of  a 
like  quantity  of  nitrogen  supplied  in  other 
fertilisers  proved  to  be  as  follows  : — - 


Sodium  nitrate  .  .  100 

Ammonium  salts  •  .  94 
Peruvian  guano  ...  87 
Green  plants  .  .  .77 
Horn  meal  ...  74 
Dried  blood  .  .  .73 
Castor  cake  .  ,  .73 
Wool -dust  ...  26 
'  Cow  manure      ...  22 

Leather  meal  .  .  .16 
But  it  does  not  necessarily  follow  that  these 
figures  represent  the  relative  value  of  the 
fertiliser  in  all  the  varied  conditions  of  practical 
farming.  This  subject  is  being  investigated  by 
field  trials  at  Rothamsted. 

The  relative  value  of  different  forms  of  phos- 
phates has  been  a  subject  of  much  controversy. 
Some  mineral  phosphates  (as  apatite)  having 
been  found  almost  useless  as  manure,  it  was  too 
hastily  concluded  that  (with  the  exception  of 
bone  and  guano  phosphates),  only  phosphates 
soluble  in  water  were  effective.  It  has  been 
maintained  that  very  fine  grinding  will  render 
any  phosphate  as  available  as  soluble  phosphate. 

In  considering  the  subject  we  should  bear  in 
mind  that  the  phosphates  in  the  soil,  on  which 
j  plants  feed,  are  not  soluble  in  water,  drainage 
I  waters  being  free  from  phosphoric  acid.  Soluble 
i  phosphate  when  applied  to  a  fertile  soil  is  quickly 
j  precipitated,  and  is  generally  finally  converted 
'  into  a  hydrated  ferric  or  aluminium  phosphate. 
The  practically  insoluble  phosphates  of  the  soil 
are  dissolved  by  the  acid  sap  of  the  root  hairs 
j  immediately  before  absorption  by  a  crop  or  by 

the  carbonic -acid -laden  water  of  the  soil, 
j      One  great  advantage  possessed  by  a  phos- 
j  phate  soluble  in  water  consists  in  its  diffusibility. 
When  rain  falls  after  an  application  of  super- 
phosphate, the  phosphoric  acid  is  distributed  in 
the  soil  more  perfectly  than  can  be  achieved  by 
any  other  mode  of  application,  and  consequently 
a  greater  number  of  root  hairs  may  come  in 
contact  with  it.    Superpho.sphate  is  thus  more 
immediately  effective  than  any  other  form  of 
!  phosphate.    The  superiority  of  superphosphate 
is,  however,  not  shown  in  the  case  of  some  soils 
!  very  poor  in  lime,  and  in  which  any  additional 
i  supply  of  acid  matter  is  hurtful  to  the  plant ;  in 
I  such  cases  an  assimilable  undissolved  phosphate 

may  produce  a  better  result. 
'  In  view  of  this,  an  article  known  as  '  basics 
superphosphate  '  is,  on  the  suggestion  of  Mr. 
John  Hughes,  sent  out  by  various  manufacturers. 
It  consists  of  superphosphate  neutralised  by  ad- 
mixture with  sufficient  lime  to  convert  the 
i  originally  soluble  phosphate  into  '  precipitated  ' 
or  '  reverted  '  phosphate. 

On  such  soils  (poor  in  lime),  basic  slag, 
Peruvian  guano,  or  fine  bone  meal,  also  find  an 
appropriate  place. 

Numerous  experiments  have  been  made  re- 
garding the  assimilability  of  mineral  phos- 
phates when  finely  ground.  It  appears  that 
apatites  and  f>ther  (Tystalline  phosphates  not 
!  disintegrated  in  the  soil,  have  a  very  small 
effect  as  manure  even  when  finely  ground.  Th(! 
small  crystalline  grains  of  the  Somme  phosphate 
lie  in  this  category.  The  majority  of  mineral 
pho.sphates  are,  however,  effective  as  manure 
when  very  finely  ground,  but  to  a  different  ex- 
tent on  different  soils.  The  conditions  favour- 
able to  the  use  of  undissolved  phosphates  are 
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presence  of  liunuis  and  absence  of  lime.  On 
the  moor  soils  of  Germany,  where  such  con- 
ditions prevail,  basic  slag  has  had  its  greatest 
success.  A  calcareous  soil  is  the  one  most  un- 
suitable for  the  use  of  undissolved  phosphates, 
calcium  carbonate  offering  a  great  resistance  to 
the  solution  of  calcium  phosphate  (Chem.  Soc. 
Trans.  1866,  313). 

It  is  generally  admitted  that  precipitated 
di calcium  jjhosphate  is  nearly  equal  in  effect  to 
soluble  phosphate.  Phosphates  that  are  soluble 
in  ammonium  citrate  (including  the  reverted 
phosphate  of  superphosphate)  may  be  safely 
regarded  as  assimilable  by  plants  ;  in  America 
they  are  regarded  as  of  about  equal  value  vdth 
water-soluble  phosphate ;  that  they  are  so 
alvvaj's  is  certainly  open  to  doubt.  Phosphates 
that  are  insoluble  in  ammonium  citrate  are 
often  effective  as  manure.  Ammonium  citrate 
gives  thus  no  safe  distinction  between  assimil- 
able and  non-assimilable  phosphates,  though  it 
affords  a  useful  approximate  means  of  deter- 
mining '  reverted  '  phosphate  in  superphosphate. 

As  a  measure  of  ready  availability  in  basic 
slag,  a  2  p.c.  .solution  of  citric  acid  has  now 
superseded  ammonium  citrate. 

Special  Methods  of  Analvsls. 

The  enormous  quantity  of  artificial  manures 
bought  and  sold  upon  the  results  of  analysis  has 
led  to  great  attention  being  paid  to  the  ques- 
tion of  accurate  and  speedy  analytical  methods. 
To  enter  into  a  discussion  of  all  the  methods 
which  have  been  suggested,  oi'  even  of  those 
which  have  been  '  officially  '  recognised  by  the 
associations  of  agricultural  analysts  in  different 
countries,  is  here  impossible. 

In  the  analysis  of  fertilisers,  the  object  is 
sometimes  merely  the  determination  of  a 
definite  fact,  such  as  the  percentage  of  total 
nitrogen  or  the  percentage  of  total  phosphoric 
acid.  In  such  cases  there  are  divers  processes 
.serving  to  arrive  at  the  same  results.  Some- 
times, however,  the  analysis  is  needed  for  such 
a  purpose  as  the  determinations  of  '  soluble  ' 
phosphate.  Here  much  depends  upon  the 
interpretation  of  the  word  '  soluble,'  since 
solubility  dej)ends  not  merely  on  the  nature  of 
the  solvent,  but  upon  its  proportion  to  the 
material  acted  upon  and  the  mode  and  duration 
of  its  application.  It  is  therefore  necessary 
to  define  '  solubility  '  before  determining  it. 
Unfortunately,  different  interpretations  of  solu- 
bility have  been  in  vogue  in  different  countries, 
causing  occasional  confusion  in  international 
trade,  but  recent  effoi'ts  to  arrive  at  international 
agreement  have  been  attended  with  some 
measure  of  .success. 

Analysls  of  Raw  Mineral  Phu.si'hates. 

Determination  of  phosp/ioric  acid.  The  phos- 
phoric acid  in  mineral  phosphates  may  be 
accurately  determined  either  by  the  use  of 
molybdic  acid  or  by  wliat  is  sometimes  called 
the  citric-oxalic-magnesium  process,  without 
the  intervention  of  molybdic  acid. 

There  are  .several  modifications  of  the 
mf)lybdate  process  which  give  fairly  accurate 
juul  therefore  cont^ordant  residts  in  the  liands 
i)t  careful  workers.  Their  one  common  dis- 
advantage is  that  the  quantity  of  sample  repre- 
sented in  the  portion  of  solution  tinully  worked 


upon  is  necessarily  smaller  than  in  the  alterna- 
tive procedure,  and  consequently  any  errors  due 
to  inaccuracy  of  calibration  of  flasks  or  pipettes 
or  to  lack  of  exactness  in  using  them,  are 
correspondingly  multiplied ;  and  the  same 
observation  obviously  attaches  to  errors  inci- 
dental to  the  washing  of  precipitates,  the 
efficiency  of  filters,  and  the  operations  _  of 
weighing.  There  is  cogent  reason  for  supposing 
that  many  disagreements  sometimes  attributed 
to  the  use  of  alternative  processes  are  due  to 
insufficient  appreciation  of  some  of  these  sources 
of  error,  or  to  the  non-observance  of  the  pre- 
cautions necessary  to  avoid  them.  Considera- 
tions of  the  pecuniary  cost  of  molybdic  acid 
sometimes  afford  a  temptation  to  operate  on  far 
too  small  a  scale,  and  this  temptation  should 
be  resisted.  Thus,  many  continental  analysts 
were  for  years  content  to  operate  on  as  little  as 

0-  2  gram  of  raw  phosphate.  In  such  a  case,  a 
single  milligram  of  magnesium  pyrophosphate 
(the  form  in  which  the  phosphate  is  weighed)  is 
equivalent  to  approximately  0-7  p.c.  of  tri- 
calcium  phosphate — a  grave  consideration  in  the 
case  of  large  cargoes,  the  price  of  which  is 
exactly  adjusted  to  the  results  of  analysis,  even 
to  the  second  place  of  decimals. 

Two  modifications  of  the  molybdic  process 
as  applied  to  the  analysis  of  raw  mineral  phos- 
phates may  be  given,  the  first  being  that  of  G. 
J(irgensen,  who  has  devoted  much  time  and 
attention  to  the  matter,  the  other  that  coni- 
municated  by  Dr.  M.  Ullmann,  on  behalf  of  the 
Verein  Deutscher  Dunger-Fabrikanten,  to  the 
International  Congress  of  Applied  Chemistry 
in  London  in  1909.  Jorgensen's  process  was 
originally  published  in  Denmark,  but  an  account 
of  it,  communicated  by  himself,  is  published 
in  the  Analy.st,  1909,  34,  392.  As  there 
are  some  differences  of  detail  between  the 
processes,  both  of  which  yield  accurate  results, 
they  may  be  given  side  by  side.  It  will  be  seen 
tha"t  Jiirgonsen  operates  finally  on  a  quantity 
corresponding  to  1  gram  of  the  original  material, 
whilst  in  Ullmann's  process  the  quantity  is 
halved.  1  gram  can,  however,  be  equally  well 
taken  by  doubling  the  quantity  of  reagents. 

Reagents  used. 

Solvent. 

Jiirgensen.  Ullmann. 
Nitric  acid  of  sp.gr.  A  qua  rc.gia  (3  parts 

1-  21.  hydrocUoric    acid  of 

.sp.gr.  1-12.  and  1  part 
nitricacidofsp.gr.  1-2). 


Molybdic 
100  grams  of  am- 
monium molybdateare 
dissolved  in  280  c.c.  of 
ammonia  of  sp.gr.  0-97, 
and  300  c.c.  of  this 
solution  poured  with 
vigorous  shaking  into 
700  c.c.  of  nitric  acid 
of  sp.gr.  1-21,  the  mix- 
ture being  allowed  to 
stand  for  21  hmii's. 


Solution. 

150  grams  of  am- 
monium molybdateare 
dis.solved  in  500  c.c.  of 
water.  This  solution 
and  a  separate  solution 
of  400  grams  of  ammo- 
nium nitrat  e  are  mixed 
and  made  up  to  1  litre. 
The  mixture  is  poured 
into  1  litre  of  nitric 
acid  of  sp.gr.  1  -2,  and 
allowed  to  stand  for  12 
hours  at  60",  or  for  24 
hours  at  the  ordinary 
temperature. 
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Wash  Fluid  for  Molybdic  Precipitate. 
40  grams  of  am-  32  grams  of  nitric 

monium  nitrate  and  10     acid  of  sp.gr.  1-2  and 
grams  of   nitric   acid     50    grams   of  ammo- 
por  litre.    The  author     nium  nitrate,  made  up 
jirepares  this  by  mix-     to  1  litre, 
ing  90  c.c.  of  nitric  acid 
of  .sp.gr.  1 4  with  about 
1500  c.c.  of  water,  add  • 
ing  80  c.c.  of  ammonia 
of  .sp.gr.  0-91  and  mak- 
ing up  to  2  litres. 

Magnesia  Mixture. 
50  grams  of  pure  50  grams  of  pure 
crystallised  magne-  crystallised  magne- 
sium chloride  and  150  slum  chloride  and  150 
grams  of  pure  am-  grams  of  pure  amrao- 
monium  chloride,  dis-  nium  chloride,  dis- 
solved and  made  up  to  solved  and  made  up  to 
1  litre.  1  litre. 

Wash  Fluid  for  Ammonium- Magnesium 
Precipitate. 

Ammonia  solution  Ammonia  solution 

containing     2^-    p.c.     containing     2J  p.c. 
NH3.     (This  may  be  NH3. 
made  by  diluting  100 
parts  of  ammonia  of 
sp.gr.  0-91  with  water 
to  1  litre.) 

Method  of  Jiirgensen.  Five  grams  of  the 
mineral  phosphate  are  dissolved  in  20  c.c.  of 
nitric  acid  in  a  250  c.c.  flask.  After  gentle 
boiling  for  15  minutes,  the  contents  of  the  flask 
are  cooled,  made  up  to  250  c.c,  and  filtered.  To 
50  c.c.  of  the  filtrate  (  =  1  gram  of  the  phosphate) 
in  a  beaker-flask,  165  c.c.  of  the  molybdic  solu- 
tion are  added,  and  the  flask  and  its  contents 
placed  in  a  water- bath  at  a  temperature  of  50° 
for  10  minutes,  with  occasional  stirring.  After 
cooling  and  standing,  the  .supernatant  liquid  is 
poured  through  a  filter  and  the  precipitate  is 
washed  10  times  by  decantation  with  the  acid 
ammonium  nitrate  .solution,  about  20  c.c.  being 
used  for  each  washing.  The  filtrate  should  be 
tested  with  more  molybdic  solution  to  see  that 
the  precipitation  is  complete.  The  washed 
precipitate  is  dissolved  in  100  c.c.  of  2|  p.c. 
ammonia  solution,  and  filtered,  if  necessary, 
through  the  filter  which  served  for  its  separation, 
the  filter  being  washed  8  times  with  ammonia 
solution,  until  the  final  volume  is  about  180  c.c. 
The  beaker-flask  is  covered  with  a  clock-glass, 
the  contents  brought  just  to  boiling-point,  ancl 
30  to  35  c.c.  of  the  magnesia  mixture  added  drop 
by  drop  from  a  burette,  the  whole  being  well 
stirred  and  allowed  to  cool  with  frequent  stirring 
as  long  as  it  remains.  If  the  precipitate  is 
not  compact  and  crystalline,  the  stirring  during 
this  time  should  be  continuous.  After  .standing 
for  at  least  4  hours,  the  precipitate  is  filtered  off, 
using  a  platinum  (Gooch)  crucible  packed  with 
.spongy  platinum,  and  washed  with  the  2J  p.c. 
ammonia  solution  until  free  from  chlorides,  and 
once  with  alcohol.  It  is  then  dried,  heated  (at 
fir.st  gently),  and  then  ignited  strongly,  cooled, 
anil  weighed  as  Mg.,P20;. 

Method  of  Ullmann.    To  5  grams  of  the 
phosphate  in  a  500  c.c.  flask,  50  c.c.  of  «r/w« 
arc  added,  the  whole  being  evaporated  nearly  to 


the  consistency  of  syrup  for  the  elimination  of 
silica.  The  residue,  after  setting  to  an  approxi- 
mately solid  mass,  is  taken  up  with  10  c.c.  of 
nitric  acid  (of  sp.gr.  1-2)  and  50  c.c.  of  water, 
boiled,  cooled,  made  up  to  500  c.c.  with  water, 
and  filtered.  60  c.c.  of  the  filtrate  (  =  0-5  gram 
of  the  phosphate)  are  treated  with  an  excess  of 
molybdic  solution  (at  least  100  c.c.  for  every 
0-1  gram  of  P2O5),  and  digested  in  a  water-bath 
at  50°  for  1  hour.  After  sufficient  standing,  the 
supernatant  liquid  is  poured  through  a  small 
close  filter,  and  the  precipitate  washed  re- 
peatedly by  decantation  until  free  from  calcium. 
At  lea.st  five  washings  with  20  c.c.  each  time  are 
recommended.  The  filtrate  should  be  tested 
with  molybdic  solution  to  see  that  the  precipi- 
tation has  been  complete.  The  precipitate  is 
dissolved  with  from  80  to  100  c.c.  of  the  2|  p.c. 
ammonia  solution,  and  filtered  through  the  same 
filter  which  served  for  its  separation.  The 
filter  should  then  be  washed  five  or  six  times 
with  hot  water,  until  the  total  volume  of  the 
solution  is  from  130  to  150  c.c.  The  solution  is 
warmed  to  60°  or  80°,  and  immediately  precipi- 
tated with  20  c.c.  (or  a  sufficiency)  of  the  neutral 
magnesia  mixture,  added  drop  by  drop  with 
constant  stirring.  After  at  least  4  hours' 
standing,  followed  by  half  an  hour's  stirring, 
the  precipitate  is  allowed  to  rest,  filtered,  and 
washed  with  2\  p.c.  ammonia  solution  imtil  the 
washings  are  free  from  chlorine.  The  precipitate 
is  dried,  gently  heated,  ignited  to  constancy,  and 
weighed  as  MgjPaO;. 

Citkic-Oxalic-Magnesium  Process. 
The  phosphoric  acid  (and  incidentally  the 
lime)  may  be  correctly  determined  in  the 
following  way.  Two  grams  of  the  mineral 
phosphate  are  treated  with  25  c.c.  of  strong 
hydrocliloric  acid  in  a  beaker  covered  with  a 
clock-glass  to  avoid  loss  by  spraying.  After  a 
few  minutes'  warming,  the  clock-glass  is  washed 
back  into  the  beaker  and  removed,  the  beaker 
being  placed  in  a  water-bath  and  the  contents 
evaporated  to  dryness.  This  results  in  the 
elimination  from  solution  of  not  only  silica,  but 
of  fluorine  compounds,  the  removal  of  which  is 
essential  to  the  accuracy  of  the  process.  Mere 
evaporation  to  dryness  with  a  small  quantity  of 
hydrochloric  acid  is  insufficient  to  ensure  this 
removal.  It  is  necessary  to  u.se  at  lea.st  the 
large  quantity  of  acid  specified  (25  c.c), '.so  that 
its  evaporation  may  extend  over  several  hours. 
(The  non-observance  of  this  jirecaution  is  a 
fruitful  source  of  error,  resulting  in  the  subse- 
quent formation  of  magnesium  fluosilicate  and 
consequent  over-estimation  of  pho.sphoric  acid.) 
The  dry  residue  is  taken  up  with  5  or  10  c.('.  of 
hydrochloric  acid  and  about  20  c.c  oF  water,  and 
warmel.  The  silica,  together  with  pyrites  or 
other  insoluble  matters,  is  filtered  off  and 
thoroughly  washed.  To  the  filtrate  and  wash- 
ings (measuring  about  150  c.c),  4  grams  of 
powdered  citric  acid  are  added  and  3  to  4  grams 
of  powdered  ammonium  oxalate.  The  solution 
is  heated  nearly  to  boiling,  and  rendered  just 
alkaline  with  dilute  ammonia  (sp.gr.  about 
0-970)  and  ex<^css  of  acetic  acid  is  immediately 
added  and  the  liquid  is  boiled  foi'  a  few  moments. 
The  calcium  oxalate  is  immediately  filtered  off 
and  washed  .several  times  with  boiling  water, 
dried,  and  ignited  over  a  yellow  urgiud  flame, 
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and  weighed  as  CaCOg.  The  precipitate  con- 
tains all  the  calcium.  It  may  contain  very 
minute  quantities  of  ferric  oxide,  aluminium 
oxide,  or  manganese  oxide,  and  a  minute  quantity 
of  phosphoric  acid.  On  this  account  the  precipi- 
tate, after  being  weighed,  is  dissolved  in  dilute 
hydroclilorie  acid,  the  solution  being  boiled  and 
treated  with  a  slight  excess  of  recently  diluted 
ammonia.  The  small  precipitate  which  forms 
is  filtered  through  a  small  filter,  washed,  and  re- 
dissolved  in  a  little  dUute  acid,  the  solution  being 
boiled  and  again  treated  with  a  slight  excess  of 
ammonia.  The  precipitate  is  washed,  ignited, 
and  weighed.  If  this  small  precipitate  weighs 
only  .5  or  6  milligrams  or  less  (as  is  usually  the 
case  in  the  hands  of  a  praotisecl  worker),  it  may 
be  assumed  that  the  precipitate  contains  V.fi- 
equal  to  half  its  own  weight  of  MgjPoO^,  this 
assumption  being  based  on  the  analysis  of  a 
large  number  of  such  precipitates.  But  if, 
owing  to  unskilful  work  or  to  any  peculiarity  in 
the  mineral  under  investigation,  the  quantity 
is  greater,  the  little  precipitate  may  be  re- 
dissol-ved  in  liydrochloric  acid,  with  the  addition 
of  about  0  -1  gram  of  citric  acid,  and  its  solution 
added  to  the  original  filtrate  from  the  calcium 
oxalate  precipitate. 

This  filtrate  is  made  strongly  ammoniacal 
and  the  phosphoric  acid  precipitate  1  by  the 
gradual  addition  of  magnesium  mixture,  a  large 
excess  being  finally  added.  The  gradual 
addition  and  vigorous  stirring  are  both  necessary 
to  ensure  that  the  precipitate  comes  down  in  a 
compact  crystalline  form.  The  whole  bulk  at 
this  stage  will  be  about  350  c.c.  After  2  to  3 
hours,  during  which  the  liquid  is  frequently 
stirred — or  after  standing,  if  more  convenient, 
over-night — the  greater  part  of  the  liquid  is 
decanted  ofi  through  a  close  filter,  leaving 
about  40  c.c.  of  it  in  the  beaker  with  the  precipi- 
tate. The  filter  is  washed  with  dilute  hydro- 
chloric acid,  the  washings  being  used  to  redissolve 
the  precipitate  in  the  beaker.  After  complete 
re-solution,  the  contents  of  the  beaker  are 
rendered  ammcniacal  by  slowly  dropping  in 
dilute  ammonia  with  vigorous  stirring  until  the 
precipitate  assumes  as  before  a  dense  crystalline 
form.  Excess  of  ammonia  solution  (sp.gr.  0-880), 
equal  to  about  one-fifth  or  one-sixth  of  the  bulk 
of  the  liquid,  is  added  and  the  whole  allowed  to 
stand  with  occasional  vigorous  stirring  for  at 
least  one  hour.  The  precipitate  is  then  filtered, 
washed  well  with  ammonia  (sp.gr.  0-970),  dried, 
ignited,  and  weighed  as  Mg2P207. 

The  re-solution  and  second  precipitation  of 
the  ammonium  magnesium  phosphate  is  an 
essential  feature  of  the  process,  since  in  the  first 
precipitation  small  quantities  of  magnesium 
oxalate  are  usually  formed.  The  non-observance 
of  this  precaution  has  been  a  frequent  source  of 
'  high  '  results. 

The  presence  of  ammonium  citrate  and  am- 
monium oxalate  results  in  the  retention  in  solu- 
tion of  a  minute  quantity  of  PjO-.  In  earlier 
days  it  was  usual  to  preciiiitate  the  ammonium 
magnesium  phosphate,  in  a  flocculent  form,  by 
the  sudden  addition  of  ammonia  and  magnesium 
mixture,  and  under  these  circumstances  (see,  for 
example,  tho  original  directions  of  Eresenius)  a 
very  substantial  correction  was  necessary  for 
solubility  of  the  jireeipitate.  Crystalline  jn-ecipi- 
tation,  however,  reduces  this  to  a  minimum,  and 
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the  accurate  determination  by  molybdic  acid  of 
the  phosphoric  acid  in  the  evaporated  and 
ignited  filtrates  obtained  in  a  large  number  of 
analyses  of  numerous  grades  and  varieties  of 
phosphate  indicates  that,  if  the  process  be  carried 
out  as  here  described,  the  quantity  of  P2O5 
which  escapes  precipitation  corresponds  to 
an  average  of  approximately  0-0025  gram  of 
MgoP20;,  which  quantity  nnist  be  added  to  the 
weight  of  Mg2P207  obtained,  together  with  half 
the  weight  of  the  small  ammonia  precipitate 
(obtained  from  the  calcium  oxalate  precipitate), 
unless  this  was  redissolved  into  the  main  filtrate 
{see  above). 

If  the  precautions  herein  set  forth  are  ob- 
served, the  results  wUl  be  identical  with  those 
obtainable  by  the  accurate  working  of  the 
molylsdic  process  as  defined  by  Jorgensen  or  by 
Ullmann. 

Direct  Magnesium  Pebcipitation  without 
Removal  of  Calcium. 
This  process  consists  in  adding  to  the  acid 
solution  of  the  phosphate  a  large  excess  of  citric 
acid,  sufficient  to  prevent  calcium  precipitation, 
and  of  ammonia,  and  in  the  direct  precipitation 
of  the  phosphoric  acid  by  magnesium  mixture, 
without  re-solution.  This  process  (with  certain 
precautions)  answers  well  for  basic  slag  (see 
later),  and  in  some  hands  appears  to  give  good 
results  with  mineral  phosphates.  It  does  not, 
however,  answer  equally  well  for  all  phosphates, 
and  the  result,  even  when  accurate,  owes  its 
success  to  a  balance  of  positive  and  negative 
errors,  since  the  precipitate  finally  weighed  does 
not  consist  of  pure  MgaPjO,,  as  is  assumed  to  be 
the  case.  For  rough  work,  as  in  phosphate 
prospecting,  when  an  error  of  0-5  p.c.  or  so  is 
of  no  moment,  it  is  excellent,  being  expeditious 
and  involving  a  minimum  of  trouble.  It  is 
essential  that  silica  should  be  eliminated  by 
preliminary  evaporation  of  the  acid  solution  to 
dryness  as  in  the  preceding  section. 

Determination  op  Fbeeic  Oxide  and 
Almuina  in  Minbeal  Phosphates. 

The  solvent  used  should  be  hydrochloric  acid 
rather  than  aqua  regia.  The  latter  is  sometimes 
recommended.  For  many  phosphates  it  is 
perhaps  immaterial  wliich  solvent  is  used.  But 
some  phosphates  (such  as  American  river  pebble 
phosphates)  contain  much  pyrites.  If  aqua 
regia  is  used,  this  is  dissolved  and  included  as 
ferric  oxide — wliich  is  misleading,  seeing  that 
pyrites  is  not  attacked  by  the  sulphuric  acid 
used  in  superphosphate  making,  and  is  conse- 
quently non-injurious.  It  should,  therefore,  be 
ehminated  with  the  sUica,  as  is  the  case  if  hydro- 
chloric acid  be  used  as  the  solvent. 

There  are  two  methods  in  use  which  accu- 
rately determine  ferric  oxide  and  alumina. 

Acetate  Method. 
Two  grams  of  phosphate  are  treated  with 
strong  hydroclilorie  acid.  The  solution  is 
evaporated  to  dryness  and  the  residue  redis- 
solved in  acid  and  water  and  filtered  from  the 
.silicious  residue.  The  filtrate  is  oxidi.sed  by 
addition  of  bromine  water  until  orange  colouretl, 
nearly  neutralised  with  ammonia,  cooled  and 
jirecipitatcd  with  a  good  excess  of  ammonium 
acetate  solution  containing  an  excess  of  acetic 
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acid.  After  standing  some  hours,  the  precipi- 
tate is  iiltered  off  and  washed  with  hot  water. 

The  bulky  precipitate  contains  all  the  ferric 
oxide  and  alumina  (as  phosphates),  together  with 
a  varying  quantity  of  calcium  phosphate.  It  is 
dried,  ignited,  and  weighed.  It  is  then  dissolved 
in  a  very  small  quantity  of  hydrochloric  acid  and 
about  1  gram  of  citric  acid  and  0-5  gram  of 
ammonium  oxalate  added,  slight  excess  of  am- 
monia, and  then  excess  of  acetic  acid.  After 
simmering  gently  for  half  an  hour  the  calcium 
oxalate  is  filtered  off,  ignited,  and  weighed 
as  carbonate.  The  phosphoric  acid  is  then 
determined,  exactly  as  in  the  citric-oxalic- 
magnesium  method  of  phosphate  analysis  al- 
ready described — except  that  the  operation  is 
conducted  aU  through  in  solutions  of  very  small 
bulk.  The  sum  of  the  lime  and  phosphoric  acid 
deducted  from  the  weight  of  the  ammonium 
acetate  precipitate  will  give  the  ferric  oxide  and 
alumina.  The  iron  is  determined  by  precipi- 
tating the  total  filtrates  and  washings  from  the 
precipitation  and  reprecipitation  of  the  am- 
monium magnesium  phosphate  with  ammonium 
sulphide.  If  allowed  to  stand  for  an  hour  or 
two  at  a  temperature  of  about  80°C.,  the  precipi- 
tate settles  well,  and  may  be  rapidly  filtered, 
washed  with  hot  water  to  which  a  little  ammonia 
and  ammonium  sulphide  are  added,  ignited 
strongly  and  weighed  as  FejOg.  The  alumina  is 
obtained  by  difference.  The  method  is  tedious, 
but  accurate. 

Modified  Glasee,  Method. 

The  following  method,  modified  from  that  of 
Glaser  (which  originally,  but  incorrectly,  assumed 
a  constancy  of  composition  of  the  precipitate  of 
mixed  phosphates)  is  somewhat  shorter,  and 
gives  results  identical  with  those  obtained  by 
the  method  just  described. 

Four  grams  of  the  phosphate  are  treated 
with  about  25  c.c.  of  strong  hydrochloric  acid 
and  evaporated  to  dryness.  The  residue  is 
taken  up  with  10  c.c.  of  strong  sulphuric  acid, 
about  an  equal  bulk  of  water  being  cautiously 
added.  After  digestion  in  a  water-bath  for 
about  ^  hour,  the  cake  of  calcium  sulphate  is 
well  broken  up  by  stirring  with  a  glass  rod,  and 
the  whole  contents  of  the  beaker  are  washed 
into  a  200  c.c.  flask  with  ordinary  strong  alcohol 
(methylated,  spirit),  and  allowed  to  remain  for 
an  hour  with  frequent  shaking.  The  contents 
are  then  made  up  (with  spirit)  to  200  c.c,  again 
weU  shaken  and  filtered  rapidly.  Of  the  clear 
filtrate,  100  c.c.  (=2  grams  of  the  sample)  are 
evaporated  in  a  glass  or  porcelain  basin  until  the 
residue  fumes  and  begins  to  'char,'  when  it  is 
washed  with  a  little  hot  water  into  a  beaker  and 
mixed  with  sufficient  bromine  water  to  make  it 
strongly  orange-coloured.  After  standing  for 
half  an  hour,  the  Liquid  is  heated  nearly  to 
boUing  and  precipitated  with  slight  excess  of 
ammonia,  kept  in  a  water -bath  for  half  an  hour, 
and  made  slightly  acid  with  acetic  acid.  The 
precipitate  (which,  under  these  conditions,  con- 
tains only  phosphoric  acid,  ferric  oxide,  and 
alumina)  is  filtered  off,  washed  with  a  .slightly 
ammoniacal  20  p.c.  .solution  of  annnoninm 
nitrate,  dried,  ignited,  and  weighed.  It  is  then 
dissolved  in  a  little  hydrochloric  acid,  J  gram  of 
citric  acid  is  added  to  the  solution,  which  is  then 
made  ammoniacal,  and  the  phosphoric  acid 
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determined  by  precipitation  with  magnesium 
mixture.  The  total  bulk  of  fluid  should  be  kept 
within  about  100  c.c.  In  this  case,  the  precipi- 
tate of  ammonium  magnesium  phosphate  does 
not  need  re-solution  and  re-precipitation,  seeing 
that  no  oxalate  is  present.  The  iron  is  precipi- 
tated from  the  filtrate  with  ammonium  sul- 
piride, as  in  the  preceding  process,  and  the 
alumina  is  arrived  at  by  difEerence. 

Analysis  of  Superphosphate,  Dissolved 
Bones,  &c. 

'  Moisture  '  is  conventionally  determined  by 
simply  drying  to  constancy  at  100°C.  The  result 
should,  in  such  cases,  be  stated  as  '  moisture  ' 
(i.e.  loss  at  100°C,),  because  the  figure  obtained  is 
not  moisture  in  the  true  sense,  since  it  includes 
a  varying  quantity  of  water  of  hydration.  True 
moisture  can  only  be  determined  by  drying  to 
constancy  in  vacud  over  sulphuric  acid.  The 
result  in  that  case  should  be  stated  as  '  true 
moisture  '  (i.e.  loss  in  vacud). 

Determination  of  Soluble  Phosphate. 
Formerly  in  England,  and  still  in  America, 
solubility  was  determined  by  fractional  exhaus- 
tion with  successive  small  quantities  of  cold 
water  (with  or  without  a  final  exhaustion  with 
hot  water).  On  the  continent  of  Europe  it  has 
long  been  usual  to  dissolve  in  a  large  bulk  of 
water  at  one  operation.  The  former  method 
usually  extracted  somewhat  more  phosphoric 
acid  than  the  latter,  since  some  interaction 
occurs  on  dilution  between  the  dissolved  phos- 
phoric acid  and  the  '  insoluble  '  phosphate.  As 
this  depends  upon  the  chemical  composition  of 
the  original  phosphate,  and  also  on  the  degree  of 
dilution,  the  differences  in  the  results  obtained 
by  the  two  methods  of  extraction  are  variable — 
being  sometimes  negligible,  but  occasionally 
serious. 

The  following  method  of  extraction  of 
soluble  phosphate,  adopted  at  a  meeting  of  the 
International  Congress  of  Applied  Chemistry,  is 
now  usually  adopted  in  England,  and  is  the 
method  officially  laid  down  in  1908  by  the 
Board  of  Agriculture  for  use  under  the  Ferti- 
lisers and  Feeding  Stuffs  Act : — 

'  In  the  case  of  superphosphates,  dissolved 
bones  and  similar  substances,  20  grams  of  the 
sample  shall  be  continuously  agitated  for  30 
minutes  in  a  litre  flask  with  800  c.c.  of  water. 
The  flask  shall  then  be  filled  to  the  mark,  and 
again  shaken,  and  the  contents  shall  be 
filtered.' 

The  mode  of  determination  of  phosjihate  in 
the  water  solution  thus  obtained  is  officially 
prescribed  as  follows  : — ■ 

'  50  c.c.  of  the  filtrate  shall  be  boiled  with 
20  c.c.  of  concentrated  nitric  acid,  and  the  phos- 
phoric acid  shall  be  determined  by  the  molyb- 
date  method  prescribed  below.' 

Official  Molybdate  Method  (Board  of 
Agriculture,  1908), 
'  To  the  solution,  which  should  profc^rably 
contain  from  0-1  to  0-2  gram  of  pho.sj)h()ric 
oxide  {P.,0,,),  100  to  150  c.c.  of  molybdic 
acid  .solution  prepared  as  described  bclou-,  or 
an  excess  of  such  solution,  i.e.  more  than  is 
sufficient  to  precipitate  all  the  phosi)horic 
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oxide  present  in  the  solution,  shall  be  added, 
and  the  vessel  containing  the  solution  shall  be 
placed  in«i  water-bath  maintained  'at  70°  for 
15  minutes,  or  until  the  solution  has  reached 
70°.  It  shall  then  be  taken  out  of  the  bath 
and  allowed  to  cool,  and  the  solution  shall  be 
filtered,  the  phospho-molybdate  precipitate 
being  washed  several  times  by  decantation, 
and  finally  on  the  x^aper  with  1  p.c.  nitric  acid 
solution.  The  filtrate  and  washings  shall  be 
mixed  with  more  molybdic  acid  solution  and 
allowed  to  stand  for  some  time  in  a  warm 
place  in  order  to  ascertain  that  the  whole  of 
the  phosphoric  oxide  has  been  precipitated. 

'  The  phospho-molybdate  precipitate  shall 
be  dissolved  in  cold  2  p.c.  ammonia  solution, 
prepared  as  described  below,  and  about  100  c.c. 
of  the  ammonia  solution  shall  l)e  used  for  the 
solution  and  washings.  15  to  20  c.c.  of 
magnesia  mixture  prepared  as  described  below, 
or  an  excess  of  such  mixture,  i.e.  more  than 
sufficient  to  precipitate  all  the  phosphoric 
oxide  present,  shall  then  be  added  drop  by 
drop,  with  constant  stirring.  After  standing 
at  least  2  hours  with  occasional  stirring,  the 
]irecipitate  shall  be  filtered  off,  washed  with 
2  p.c.  ammonia  solution,  dried,  and  finally 
weighed  as  magnesium  pjTophosphate.  The 
filtrate  and  washings  shall  be  tested  by  the 
addition  of  more  magnesia  mixture. 

'  (e)  Preparation  of  molybdic  acid  solution. 

'  The  molybdic  acid  solution  shall  be  pre- 
pared as  follows  : — 

'  125  grams  of  molybdic  acid  and  100  c.c. 
of  water  shall  be  placed  in  a  litre  flask,  and  the 
molybdic  acid  shall  be  dissolved  by  the  addi- 
tion, whOe  the  flask  is  shaken,  of  300  c.c.  of 
8  p.c.  ammonia  solution,  prepared  as  described 
below.  400  grams  of  ammonium  nitrate  shall 
be  added,  the  solution  shall  be  made  up  to  the 
mark  with  water,  and  the  whole  added  to 
1  litre  of  nitric  acid  (sp.gr.  1-19).  The  solution 
shall  be  maintained  at  about  36°  for  24  hours 
and  then  filtered. 

'  (  /  )  Preparation  of  magnesia  mixture. 

'  The  magnesia  mixture  shall  be  prepared 
as  follows  : — 

'  110  grams  of  crystallised  magnesium 
chloride  and  140  grams  of  ammonium  chloride 
shall  be  dissolved  in  1300  c.c.  of  water.  This 
solution  shall  be  mixed  with  700  c.c.  of  8  p.c. 
ammonia  solution,  and  the  whole  shall  be 
allowed  to  stand  for  not  less  than  three  days 
and  shall  be  then  filtered. 

'  (f/)  Prepjaration  of  the  o'liimonia  solutions. 

'  The  8  p.c.  annnonia  solution  shall  be  jire- 
pared  as  follows  : — 

'  One  volume  of  ammonia  solution  of  sp.gr. 
0-880  shall  be  mixed  with  three  volumes  of 
water.  This  solution  shall  then  be  adjusted 
by  the  addition  thereto  of  more  strong  am- 
monia solution  or  water  as  required  until  the 
sp.gr.  of  the  solution  is  0'907. 

'  The  2  p.c.  ammonia  solution  shall  be  pre- 
pared as  follows  : — 

'  One  volume  of  S  p.c.  ammonia  solution 
shall  bo  mi.xed  with  three  volumes  of  water.' 
'L'hc  soluble  phosphate  may  be  determined 
equally  well  by  applying  to  100  c.c.  of  the  water 
extract,  obtained  by  the  otticial   method  of 
extraction  (=2  grams  of  the  original  super- 
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phosphate)  the  oxaljc-citric-magne.siuia  process 
as  described  for  raw  mineral  phosphates, 
omitting  the  evaporation  to  dryness  ;  bub  in 
disputed  cases  in  which  litigation  may  arise,  the 
molybdate  method  should  be  used. 

Both  '  soluble  phosphate  '  and  '  insoluble 
phosphate  '  in  England  are  always  stated  in 
terms  of  tricalcium  phosphate.  On  the  Conti- 
nent, it  is  usual  to  state  them  in  terms  of  P-jOj,, 
with  or  without  a  statement  of  the  equivalent 
Ca3P20,.  The  '  insoluble  '  phosphate  is  esti- 
mated by  determining  the  '  total  '  phosphate 
and  deducting  from  it  the  soluble  phosphate. 

Determination  of  Total  Phosphate  in 
Eertilisees. 
This  may,  in  most  cases,  be  carried  out  by 
the  methods  already  described  for  the  analysis 
of  raw  mineral  jihosphates,  materials  containing 
much  orga  nic  matter  being  first  incinerated. 

The  oflicial  method  prescribed  in  England 
under  the  EertOisers  and  Eeeding  Stuffs  Act, 
however,  which  should  be  adhered  to  in  disputed 
cases,  is  the  molybdate  method,  already  de- 
scribed under  soluble  phosphate. 

The  official  prescription  of  the  Board  of 
Agriculture  for  determination  of  total  phosphate 
in  fertilisers  is  as  follows  : — - 

'  A  weighed  portion  of  the  sample,  in  which 
portion,  if  necessary,  the  organic  matter  has 
been  destroyed  by  ignition  and  the  silica  re- 
moved by  appropriate  means,  shall  be  dis- 
solved in  nitric  acid  and  boiled,  the  solution 
being  made  up  to  a  definite  bulk.  The 
phosphoric  acid  shall  be  determined  in  an 
aliquot  part  of  the  solution  by  the  molybdate 
method  prescribed  '  (see  above). 

Reverted  Phosphate. 

The  '  reverted  '  phosphate  in  superphosphate 
may  be  determined  as  follows :  2  grams  of  the 
sample  are  stirred  up  in  a  beaker  with  successive 
quantities  of  50  c.c.  of  water,  each  portion,  after 
settling,  being  decanted  off  through  a  filter. 
The  water-soluble  phosphate  having  been  thus 
approximately  removed,  the  matter  on  the  filter 
is  washed  back  into  the  beaker  with  a  little 
water,  and  the  undissolved  matter  is  treated 
with  either  neutral  or  ammoniacal  ammonium 
citrate  solution.  In  America,  neutral  citrate  is 
used,  made  by  dissolving  185  grams  of  citric 
acid,  neutralising  with  ammonia  (using  alcoholic 
solution  of  coralline  as  indicator),  and  making 
up  to  1  litre.  In  France,  a  strongly  ammoniacal 
solution  is  used,  made  by  dissolving  400  grams 
in  1  litre  of  ammonia  of  sp.gr.  0-920. 

In  the  American  method,  the  water-insoluble 
residue  referred  to  is  digested  with  100  c.c.  of 
(neutral)  citrate  solution  for  half  an  hour  with 
frequent  shaking.  In  the  French  method,  it  is 
digested  with  100  c.c.  of  (ammoniacal)  solution 
for  12  hours,  agitating  occasionally  during  the 
first  hour. 

The  matter  undissolved  by  the  citrate  solu- 
tion is  filtered  off,  washed,  ignited,  and  dissolved 
in  hydrochloric  or  nitric  acid  and  the  phosphoric 
acid  determined  in  it.  The  difference  between 
water-soluble  jjliosphate  and  total  phosphate 
gives  the  insoluble  (including  reverted)  phos- 
j)hate.  The  difference  between  this  and  the 
phosphate  undissolved  by  citrate  solution  is 
taken  as  '  reverted  '  phosphate. 
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Analysis  of  Basic  Slag. 

In  the  analysis  of  basic  slag,  it  is  now  usual 
to  determine  (a)  the  percentage  of  '  fine  meal,' 
(6)  the  percentage  of  total  phosphoric  acid,  and 
(c)  the  percentage  of  phosphoric  acid  soluble  in 
a  2  p.c.  solution  of  citric  acid. 

Fine  meal. — This  is  determined  by  sifting  a 
given  weight  of  the  sample  through  a  sieve  made 
of  brass  gauze,  having  approximately  10,000 
apertures  per  square  inch,  of  the  make  known  as 
*  Amandus  Kahl,  No.  100  E,  Hamburg,'  and 
weighing  the  residue. 

As  the  size  of  the  apertures  depends  upon  the 
gauge  of  the  wire,  the  use  of  any  other  make  or 
pattern  of  gauge  is  a  possible  source  of  dis- 
crepancy. In  weU-ground  slag  from  80  to  90  p.c. 
should  pass  through  the  sieve.  This  is  called 
the  percentage  of  '  Fine  meal.' 

The  total  phosflioric  acid  may  be  determined 
as  in  mineral  phosphates  or  as  in  other  fertilisers. 

An  excellent  method  for  slag,  however, 
giving  (by  an  admitted  balance  of  errors)  results 
identical  wth  those  of  the  molybdic  process,  is 
as  follows :  Treat  2  grams  of  the  slag  with 
strong  hydrocliloric  acid  and  evaporate  to 
dryness.  Take  up  with  15  c.c.  of  hydrochloric 
acid  and  25  c.c.  of  water,  adding  20  grams  of 
powdered  citric  acid.  The  silica  is  filtered  off 
and  washed,  and  the  filtrate  and  washings 
(mea.suring  about  170  c.c.)  are  cooled,  a  large 
excess  of  magnesium  mixture  is  added  and  about 
50  c.c.  of  strong  ammonia.  The  liquid  is  stirred 
continuously  for  15  or  20  minutes  by  aid  of  a 
mechanical  stirrer,  and  allowed  to  stand  with 
occasional  stirring  for  2  hours.  The  precipitate 
is  filtered  off,  dried,  ignited,  and  weighed  as 

Mg^P^O;. 

N.B. — This  process  is  largely  in  use  on  the 
Continent,  without  observance  of  the  initial 
precaution  of  evaporating  the  acid  solution  to 
dryness  to  remove  soluble  silica.  If  the  slag  be 
merely  digested  with  acid  and  the  liquid  filtered 
and  precipitated  without  having  been  evaporated 
to  dryness,  the  results  may  be  seriously  in  excess 
of  the  truth.  This  has  been  pointed  out  by 
several  investigators,  but  is  not  yet  well 
recognised. 

The  phosphate  soluble  in  2  p.c.  solution  of 
citric  acid  is  determined,  according  to  the 
method  prescribed  in  the  official  directions  of 
the  Board  of  Agriculture : — 

'  Phosphate  soluble  in  2  p.c.  citric  acid  solution. 
'  5  grams  of  the  sample  shall  be  trans- 
ferred to  a  stoppered  bottle  of  about  1  litre 
capacity.  10  grams  of  pure  crystallised  citric 
acid  .shall  be  dissolved  in  water,  the  volume 
shall  be  made  up  to  500  c.c.,  and  the  solution 
shall  be  added  to  the  weighed  portion  of  the 
sample  in  the  bottle.  To  lessen  the  possi- 
bility of  caking,  the  portion  of  the  sample  in 
the  bottle  may  be  moistened  with  5  c.c.  of 
alcohol  or  methylated  spirit  before  the  citric 
acid  solution  is  added ;  and  in  that  case  the 
volume  of  the  citric  acid  solution  shall  be 
405  c.c.  instead  of  500  c.c.  The  bottle  shall 
be  at  once  fitted  into  a  mechanical  shaking 
apparatus,  and  shall  be  continuously  agitated 
during  30  minutes.  The  solution  shall  then 
be  filtered  through  a  laige  "folded"  filter,  the 
whole  of  the  liquid  ))eing  poured  on  the  paper 
at  once.  If  7iot  clear,  the  filtrate  shall  be 
again  poured  through  the  same  pajjer. 


'  50  c.c.  of  the  filtrate  shall  be  taken  and 
the  phosphoric  acid  shall  be  determined  by  the 
molybdate  method  prescribed.' 
It  may  be  added  that  100  c.c.  of  the  solution 
(=1  gram  of  sample)  can  be  used  equally  well 
for  the  molybdate  determination. 

The  phosphate  in  the  citric  acid  solution  of 
the  slag  is  frequently  estimated  by  direct  pre- 
cijjitation  with  magnesium  mixture  after  adding 
a  large  excess  of  ammonium  citrate.  The  results, 
however,  are  inaccurate  (being  too  high)  unle.ss 
the  citric  acid  solution  of  the  slag  is  first  evapo- 
rated to  dryness  with  hydrochloric  acid  to 
eliminate  soluble  silica.  If  this  precaution  be 
taken,  the  results  compare  well  with  those  of  the 
molybdate  process — which,  on  the  whole,  is 
quicker,  and  therefore  preferable. 

Analysis  of  Potash  Salts. 

Some  commercial  potash  salts  are  of  complex 
constitution,  others  are  approximately  simple 
salts.  The  methods  of  determining  such  con- 
stituents as  calcium,  magnesium,  chlorine,  &c., 
do  not  differ  from  those  ordinarily  employed  in 
inorganic  analysis,  but  the  essential  determina- 
tion, namely,  that  of  potash,  may  be  described. 
Broadly  speaking,  two  methods  are  in  use, 
namely,  the  perchloric  acid  method  and  the 
platinum  chloride  method.  The  perchloric  acid 
method  is  little  used  in  this  country,  but  is 
recommended  as  an  alternative  method,  presum- 
ably for  factory  purposes,  by  the  chemists  of 
the  German  Potash  Syndicate. 

Perchloric  acid  method.  Ten  grams  or  up- 
wards of  the  salt  are  dissolved  in  water  acidified 
with  hydrochloric  acid,  and  the  sulphuric  acid  is 
precipitated  with  a  minimum  quantity  of  barium 
ctdoride  solution.  The  liquid  is  made  up  to 
500  c.c.  and  filtered,  and  an  aliquot  part  equiva- 
lent to  about  \  gram  of  the  sample  is  evaporated 
in  a  porcelain  basin  with  5  or  6  c.c.  of  perchloric 
acid,  until  the  odour  of  hydrochloric  acid  has 
disappeared  and  fumes  of  percliloric  acid  begin 
to  form.  The  residue  is  allowed  to  cool,  and  is 
washed  with  20  c.c.  of  strong  alcohol  containing 
0-2  p.c.  of  perchloric  acid,  being  thoroughly  dis- 
integrated. This  washing  is  repeated  several 
times,  the  crystals  being  brought  on  to  a  filter 
and  finally  washed  with  a  small  quantity  of  pure 
alcohol.  The  filter  and  its  contents  are  dried 
at  a  temperature  of  120°  to  130°,  and  weighed. 
The  crystals  consist  of  KCIO4. 

Platinum  chloride  method.  The  following  are 
the  details  of  the  method  for  determining  potash 
in  potash  salts  officially  prescribed  in  England 
in  1908  for  use  under  the  Fertilisers  and  Feeding 
Stuffs  Act  :— 

'  Determination  (jf  Potash. 

'{a)  Muriate  of  potash  free  from,  sulplmtes. 

'  A  weighed  portion  of  the  sample  (about 
5  grams  in  the  case  of  concentrated  muriate  of 
potash  or  10  grams  in  the  case  of  low-grade 
muriate)  shall  be  dissolved  in  water,  the  solu- 
tion shall  be  filtered  if  necessary  and  made  up 
to  500  c.c.  To  50  c.c.  of  the  solution,  placed 
in  a  porcelain  basin,  a  few  drops  of  hydro- 
(^hloric  acid  shall  be  ad(U^d,  and  also  10  c.c.  or 
20  c.c.  (according  to  whcthei-  tlie  portion 
weighed  was  5  grams  or  10  grains)  of  a  solu- 
'  tion  of  platinum  chloride  containing  10  grams 
of  platinum  per  100  c.c.    After  evaporation 
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to  a  syrupy  eonsistoncy  on  a  water- bath,  the 
contents  of  the  basin  shall  be  allowed  to  cool 
and  shall  then  be  treated  with  alcohol  of 
sp.gr.  0-864,  being  washed  by  deoantation  until 
the  alcohol  is  colourless.  The  washings  shall 
be  jiassed  through  a  weighed  or  counter- 
poised filter  paper,  on  which  the  precipitate 
shall  be  finally  collected,  washed  with  alcohol 
as  above,  dried  at  100°,  and  weighed. 

'The   precipitate  is  to   be  regarded  as 
KaPtClfi. 

'  (&)  Salts  of  poiash  conUiiniiuj  sulphates. 
A  weighed  portion  of  the  sample  (about 
5  grams  in  the  case  of  concentrated  sulphate 
of  potash  or  10  grams  in  the  case  of  kainit  or 
other  low-grade  salts)  shall  be  boiled  with 
20  c.c.  of  hydrochloric  acid  and  300  c.c.  of 
water  in  a  half-litre  flask.    Barium  chloride 
solution  shall  be  cautiously  added,  drop  by 
drop,  to  the  boiling  solution  until  the  sulphuric 
acid  is  completely  precipitated.    Any  slight 
excess  of  barium  shall  be  removed  by  the  addi- 
tion of  the  least  possible  excess  of  dilute  sul- 
phuric acid.    The  liquid  (without  filtration) 
shall  be  cooled  and  made  up  to  500  c.c.  A 
portion  shall  then  be  filtered,  and  50  c.c.  of 
the  filtrate  shall  be  treated  as  in  paragraph 
(a),  10  c.c.  or  20  c.c.  of  platinum  chloride 
solution,  as  the  case  may  be,  being  used.' 
(In  calculating  the    results,  international 
atomic  weights  are  used,  including  Seubert's 
atomic   weight  for  platinum,   which,   in  the 
international    table    for     1911,   is    given  as 
195-2.) 

The  following  is  the  method  prescribed  in 
1908,  under  the  Fertili.sers  and  Feeding  Stuffs 
Act,  for  the  determination  of  potash  in  guanos 
and  mixed  fertilisers  : — 

'Potash  in  guanos  and,  mixed  fertilisers.  j 
'  Ten  grapis  of  the  sample  shall  be  gently  | 
ignited  in  order  to  char  organic  matter,  if 
]5resent,  anil  shall  then  be  heated  for  10 
minutes  with  10  c.c.  of  concentrated  hydro- 
chloric acid,  and  finally  boiled  with  300  c.c.  of 
water.  The  liquid  shall  be  filtered  into  a 
half-litre  flask,  raised  to  the  boiling-point,  and 
a  slight  excess  of  powdered  barium  hydrate 
shall  be  added.  The  contents  of  the  flask 
shall  be  cooled,  made  up  to  500  i-.c.  and 
filtered.  Of  the  filtrate,  250  c.c.  shall  be 
treated  with  ammonia  solution  and  excess  of 
ammonium  carbonate,  and  then,  while 
boiling,  with  a  little  powdered  ammonium 
oxalate,  cooled,  made  up  to  500  c.c,  and 
filtered.  Of  the  filti'ate,  100  c.c.  are  to  be 
evaporated  in  a  platinum  dish,  and  the  i-esidue 
heated,  first  in  the  air-bath  and  then  very 
gently  over  a  low  flame,  till  all  ammonium 
salts  ai-e  expelled,  the  temperature  being 
carefully  kept  below  that  of  low  redness.  The 
residue  shall  be  treated  with  hot  water, 
filtered,  if  necessary,  and  the  jiotash  shall  be 
determined  in  the  filtrate  as  in  paragraph  (a)  " 
(see  above). 

Determination  of  Nitrogen  in  Fertilisers,  j 

Nitrogen  was  formerly  determined  by  the 
soda-lime  combustion  process  which  was  modified 
by  Ruffle  (Chem.  Soc.  'J'rans.  1881,  87),  so  as  to  be 
also  applicable  to  mixt\iies  containing  nitrates 
by  means  of  introducing  into  tiie  soda  lime  an 
admixture  of  sodium  thiosulphate.    The  soda- 


lime  process  has  now,  however,  been  almost 
universally  superseded  by  Kjeldahl's  moist  sul- 
phuric acid  combustion  jirocess,  modified  and 
improved  by  the  successive  labours  of  many 
investigators.  In  its  present  form  it  is  one  of 
the  most  accurate  and  reliable  processes  at  the 
disposal  of  the  analyst.  It  cannot  be  more 
clearly  or  concisely  described  than  by  quoting 
the  directions  laid  down  for  its  use  in  connection 
with  the  Fertilisers  and  Feeding  Stufl:s  Act  in 
the  official  regulations  of  the  Board  of  Agri- 
culture (1908)  :— 

'  The  presence  or  absence  of  nitrates  must  first 
be  ascertained. 

'Nitrogen  in  absence  of  nitrates. 
'  A  weighed  portion  of  the  sample  shall  be 
transferred  to  a  KJeldahl  digestion  flask ; 
10  grams  of  potassium  sulphate  and  25  c.c.  of 
concentrated  sulphuric  acid  shall  be  added, 
and  the  flask  shall  be  heated  until  a  clear 
liquid,  colourless,  or  of  light  straw  colour,  is 
obtained.  The  operation  may  be  accelerated 
by  the  addition  of  a  small  crystal  of  copper 
suljjhate  or  a  globule  of  mercury  to  the  liquid 
in  the  digestion  flask. 

'  The  C|uantity  of  ammonia  shall  be  deter- 
mined by  distillation  into  standard  acid  after 
liberation  with  alkali,  and,  where  mercury  has 
been  used,  with  the  addition  also  of  sodium  or 
j)otassium  sulphide  solution. 

'Nitrogen  in  viLved  fertilisers  when  nitrutes 
are  present. 

'  A  weighed  portion  of  the  sample  shall  be 
transferred  to  a  Kjeldalil  digestion  flask  ;  30 
c.c.  of  concentrated  sulphuric  acid,  containing 
1  gram  of  salicylic  acid,  shall  be  added,  and 
the  flask  shall  be  shaken  so  as  to  mix  its 
contents  without  delay.  The  shaking  shall 
j  be  continued  at  intervals  during  10  minutes, 
I  the  flask  being  kept  cool,  and  then  5  grams  of 
sodium  thiosulphate  and  10  grams  of  potas- 
sium sulphate  shall  be  added.  The  flask  shall 
be  heated  until  the  contents  are  colourless  or 
nearly  so.  Copper  sulphate  or  mercury  may 
be  used  as  above  described. 

'  The  quantity  of  ammonia  shall  be  deter- 
mined as  above  prescribed.' 
The  quantity  of  material  operated  upon  will 
vary  according  to  its  nature.  In  the  case  of 
materials  rich  in  nitrogen,  from  1  gram  to  1  -5 
grams  may  be  operated  upon.  On  the  other 
hand,  in  the  case  of  materials  composed  chiefly 
of  inorganic  matter,  and  containing  only  small 
quantities  of  nitrogen — like  low  quality  dissolved 
bone  compounds — as  much  as  5  or  G  grams  may 
be  conveniently  operated  upon.  It  is  usually 
convenient  to  make  two  simultaneous  experi- 
ments on  different  quantities  of  the  material, 
such  as  1  gram  and  1-5  grams,  or  1-5  grams  and 
2  grams.  The  larger  the  quantity  of  material 
that  can  be  satisfactorily  dealt  with,  the  less, 
obviously,  is  the  multiplication  of  experimental 
error.  Duplicate  results,  in  careful  hands, 
should  differ  by  no  more  than  a  few  units  in  the 
second  place  of  decimals,  when  expressed  as 
percentage  of  nitrogen  in  the  material  under 
examination. 

It  is  pointed  out  in  the  regulations  that  nil 
the  materials  used  in  either  of  tlu^  inetiiods 
described  must  be  examined  as  to  tiicir  frecddiii 
from  nitrogen,  by  means  of  a.  control  cxpcriuicnl- 
carricd  out  under  similar  conditions  with  the 
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same  quantities  of  the  reagents  wliich  are  em- 
ployed in  the  actual  analysis,  1  gram  of  pure 
sugar  being  substituted  for  the  weighed  portion 
of  the  sample.  The  quantity  of  standard  acid 
neutralised  in  the  control  experiment — which 
should  be  small  if  the  materials  are  good — must 
bo  deducted  from  the  total  quantity  of  acid 
found  to  have  been  neutralised  in  the  distillation 
of  the  sample.  The  observance  of  this  pre- 
caution is  of  vital  importance,  seeing  that  small 
quantities  of  nitrogen  compounds  are  frequently 
found  even  in  sulphuric  acid  sold  as  pure  for 
analysis  ;  while  traces  of  nitrates  or  nitrites  may 
be  present  in  sodium  hydroxide. 

In  the  above  described  modification  of  the 
Kjeldahl  process  for  mixtures  containing 
nitrates — due  originally  to  Jodlbauer — phenol 
may  be  used,  if  desired,  in  place  of  salicylic  acid, 
and  1  gram  of  zinc -dust  may  be  used  in  place  of 
the  5  grams  of  sodium  thiosulphate.  Zinc -dust, 
like  the  other  materials,  may  contain  traces  of 
nitrogen,  and  must  be  carefully  examined  by 
being  included  with  the  other  materials  in  a 
'  blank  '  experiment. 

In  the  case  of  ammonium  sulphate  or  other 
material  containing  nitrogen  in  the  form  of 
ammonium  salts  only  (other  than  ammonium 
nitrate),  the  nitrogen  may  be  determined  by 
simple  distillation  with  alkali.  I 

Determination  of  nitrogen  in  sodiwn  nitrate  or  \ 
in  saltpetre.    This  may  be  carried  out  by  several 
methods.     One    of    the    most    convenient  is 
the  Ulsch  method,  which  in  the  regulations 
of  the  Board  of  Agriculture  is  described  as  [ 
follows  : — 

'  One  gram  of  the  sample  shall  be  placed 
in  a  half -litre  Erlenmeyer  flask  with  50  c.c.  of  ; 
water.  10  grams  of  reduced  iron  and  20  c.c. 
of  sulphuric  acid  of  1-35  sp.gr.  shall  be  added. 
The  flask  shall  be  closed  with  a  rubber  stopper 
provided  with  a  thistle  tube,  the  head  of  which 
shall  be  half  filled  with  glass  beads.  The 
liquid  shall  be  boiled  for  5  minutes,  and  the 
flask  shall  then  be  removed  from  the  flame, 
any  liquid  that  may  have  accumulated  among  1 
the  beads  being  rinsed  back  with  water  into 
the  flask.  The  solution  shall  be  boiled  for 
3  minutes  more,  and  the  beads  again  washed 
with  a  little  water.  The  quantity  of  ammonia 
shall  then  be  determined  as  above  prescribed. 
(iSee  Nitrogen  in  absence  of  nitrates. ) 

'  In  cases  in  which  the  proportion  of  i 
nitrates  is  small,  a  larger  quantity  of  the  \ 
sample  shall  be  taken.' 
General  observations  as  to  preparing  samples 
for  analysis.    In  the  case  of  aU  samples,  whether  j 
of  fertilisers  or  of  raw  materials  for  use  in  their  | 
manufacture,    it   is   obviously   important   to  ' 
obtain  a  thoroughly  representative  portion  for 
analysis.    To  this  end  it  is  usual,  in  the  case  of 
powdered  fertihsers  in  dry  or  moderately  dry  j 
condition,  to  pass  the  sample  through  a  sieve,  \ 
the  perforations  of  which  are  about  1  mm.  in 
diameter,  pulverising  the  portions  at  first  re- 
tained on  the  sieve — either  in  a  mortar  or,  better, 
in  a  suitable  miU — until  they  pass  through. 
Adventitious  materials  which  cannot  be  con- 
veniently crushed,  such  as  fragments  of  metal 
sometimes  found  in  basic  slag,  must  be  removed 
and  weighed,  and  suljsequently  allowed  for  in  I 
calculating  the  results  of  the  analysis.  Some 
materials,  like  shoddy,  wool  waste,  or  hair,  1 


cannot  be  powdered,  but  as  a  rule  they  can  be 
passed  through  a  shredding  machine  ;  or,  if  this 
is  not  possible,  they  must  be  finely  cut  up  by 
hand.  Some  moist  fertilisers  do  not  admit  of 
being  passed  through  a  sieve,  and  in  dealing  with 
these  the  analyst  must  use  his  discretion  as  to 
the  best  mode  of  obtaining  an  average  sample. 
Crystalline  or  saline  materials,  like  ammonium 
sulphate,  potassium  cUoride,  kainit,  or  sodium 
nitrate,  are  best  prepared  by  mixing  and 
rapidly  grinding  in  a  stoneware  mortar,  the 
portion  reserved  for  analysis  being  especially 
finely  ground.  In  the  case  of  many  moist 
materials,  especially  fibrous  materials  like  shoddy 
wool  waste,  or  rough  fish  guano,  moisture  is 
inevitably  lost  during  the  preparation  of  the 
sample.  It  is  therefore  necessary  to  separately 
determine  the  moisture  in  a  large  average  portion 
of  the  original  material  before  proceeding  to 
pulverise  the  remainder.  The  moisture  must 
also  be  determined  in  the  fine  material  as  pre- 
pared for  analysis,  and  the  results  of  the  analysis 
recalculated  so  as  to  represent  the  percentages 
present  in  the  sample  in  its  original  moist  con- 
dition. In  the  case  of  raw  mineral  phosphates, 
it  is  usual  to  determine  the  moisture  in  a  rough 
sample  separately  taken  for  this  purpose,  and 
to  conduct  the  rest  of  the  analysis  on  a  sepa- 
rately prepared  fine  portion,  after  drying  the 
latter  at  100° — the  results  being  returned  on  the 
dry  basis,  with  a  simple  statement  at  the  foot 
of  the  analysis  of  the  percentage  of  moisture  in 
the  rough  sample.  But  in  the  case  of  almost 
all  other  materials,  the  results  of  the  analysis 
are  returned  as  percentages  of  the  material  in 
its  original  moist  condition.  B.  D. 

FERULIC  ACID.    m.  Methoxy  ■  p  -  hydroxi/  - 
.CH-.CH-COaH  (1) 
cinnamic  acid  G^^--  OGH3  (3).  Occurs 

\0H  (4) 
in  asafoetida  resin  (Hlasiwetz  and  Barth, 
Annalen,  138,  64) ;  in  opopanax  (Tschirch  and 
Knilt,  Arch.  Pharm.  1899,  256),  and  in  the  resin 
of  the  black  fir  (Bamberger,  Monatsh.  12,  441). 
The  alcoholic  extract  of  asafoetida  resin  is  pre- 
cipitated with  lead  acetate,  and  the  precipitate, 
consisting  of  lead  ferulate,  is  decomposed  with 
sulphuric  acid.  It  has  been  prepared  arti- 
ficially by  means  of  Perkin's  reaction  by  heat- 
ing together  vanillin,  acetic  anhydride,  and  dry 
sodium  acetate,  and  decomposing  the  acetyl- 
ferulic  acid  thus  formed  with  potash  (Tiemann 
and  Nagai,  Ber.  1878,  647) ;  also  b_,  treating  the 
methyl  ether  of  p-amino-m-coumaric  acid  with 
sodium  nitrite  and  decomposing  the  diazo- 
compound  thus  produced  with  water  (Ulrich, 
J.  1885,  2093  ;  cf.  D.  R.  P.  32914  ;  Frdl.  i.  588). 
Rhombic  needles,  melting  at  168°-1()9°,  almost 
insoluble  in  cold  water,  readily  soluble  in  alcohol, 
less  soluble  in  ether  (Tiemann  and  Nagai,  Ber. 
1876,  416).  The  solution  gives  with  lead  acetate 
a  yellow  flocculent  precipitate,  with  ferric 
chloride  a  yellowish-brown  prcipitate,  reduces 
silver  nitrate  and  Fehling's  solution  on  warming. 
Fusion  with  caustic  potash  converts  it  into 
acetic  and  protocateohuic  acids.  Sodium 
amalgam    reduces    it    to    hydroferulio  acid 

OloIIl2^4- 

FETTBOL  V.  Boi.e. 
FIBRIN      Br.oon  and  Proteins. 
FIBRINOGEN  v.  Hlood  and  Pkoteins. 
FICHTELITE.     Fichtclitc   occurs  together 


with  retene  in  the  turf  beds  of  Redwitz  in  the 
Fichtel  Mountains,  and  is  found  in  the  fossil 
stems  of  the  sporadic  bog-fir,  Pinus  pumilio 
(Haenke).  It  ^\as  found  by  Bamberger  on  the 
high-lying  turf  moor,  near  Rosenheim  in  Upper 
Bavaria.  It  occurs  on  the  stumps  of  fossil  pine- 
trees  which  project  above  the  surface  of  the  turf 
in  the  shape  of  a  white  efflorescence  or  crystals. 
It  is  easily  isolated  by  extracting  the  wood  with 
petroleum  spirit,  from  which  it  separates  on 
concentration  in  large  crystals.  From  alcohol  it 
crystallises  in  glassy  prisms.  Bamberger's  ex- 
periments show  that  the  formula  C^oII-i,,  pro- 
posed by  Clark  (Annalen,  103,  236),  is  inad- 
missible. Its  vapour  density  is  8-6  ;  it  contains 
87  p.c.  of  carbon  and  12-9  p.c.  of  hydrogen. 
Hence  its  formula  is  CisH.,,.  It  boils  at  355-2° 
under  719  mm.  Derivatives  of  lichtelite  are 
very  difficult  to  obtain,  owing  to  the  great 
stability  of  this  singular  hydrocarbon.  It  can 
be  distilled  over  red-hot  lead  oxide  without 
decomposition.  When  fichtelite  is  heated  with 
iodine,  hydriodic  acid  is  given  off  and  a  syrupy 
yellow  liquid  is  left.  On  distillation  under 
270  mm.  pressure,  the  bulk  goes  over  at  290°- 
295°  as  a  thickish  liquid,  nearly  colourless,  and 
possessing  a  splendid  blue-violet  fluorescence. 
This  body  is  dehydrofichtelite,  differing  from 
iiclitelite  in  having  two  atoms  of  hydrogen  less 
(E.  Bamberger,  Ber.  1889,  635-637,  3364). 
it  is  best  separated  from  retene  by  repeatedly 
recrystallising  from  a  mixture  of  alcohol  and 
ether  ;  it  forms  long  prismatic  crystals,  melting 
at  46°.  The  mother  liquors  yield,  on  further 
evaporation,  first  retene  and  finally  a  brown  soft 
mass,  with  a  strong  smeU  of  vanilla.  Vapour- 
density  determinations  by  V.  Meyer's  method, 
at  440°,  show  that  it  has  the  formula  C,sH3o. 
Deliydrofichtelite  is  identical  with  retenedodeca- 
hydride.  Fichtelite  is,  in  aU  probability, 
perhydrorete7ie  (Bamberger  and  Strasser,  Ber. 
1889,  3361  ;  also  L.  Spiegel,  ibid.  3069). 

Fichtelite  is  acted  on  extremely  slowly  when 
boiled  with  fuming  sulphuric  acid,  potassium 
dichromate,  and  sulphuric  acid,  or  a  10  p.c. 
solution  of  potassium  permanganate  ;  but  when 
treated  with  chromic  acid  in  glacial  acetic  acid 
solution  it  seems  to  be  oxidised  to  carbonic 
acid.  It  is  not  acted  on  by  cold  fuming  nitric 
acid,  but  when  boiled  with  nitric  acid  of  sp.gr. 
1-32  it  yields  oxalic  acid.  Bromine  acts  on  it 
very  readily,  but  the  j)roducts  could  not  be 
obtained  free  from  unchanged  hydrocarbon  (C. 
HeU,  Ber.  1889,  498-502;  J.  Soc.  Chem.  Ind. 
1889,  382;  Trommsdorff,  Annalen,  21,  126; 
Bromeis,  ibid.  37,  304;  Clark,  ibid.  103,  236). 

For  a  review  of  the  literature  of  fichtelite,  sec 
A.  Schmidt,  Centralbl.  Min.  1901,  519.  The 
monoclinic  crystals  of  fichtelite  are  of  interest 
in  showing  the  same  hemimorpliic  symmetry  as 
crystals  of  tartaric  acid  and  cane-sugar  (H.  BJickh 
Fiildtani  Krizhmy,  Budapest,  1904,  34,  369), 
This  is  confirmed  by  F.  Plzak  and  V.  Rosicky 
(Zeitsch.  Kryst.  Min.  1908,  44,  332),  who 
describe  crystals  from  pine  logs  in  a  peat  bog  at 
Borkovic,  Bohemia.  These  crystals  have  the 
composition  C,«H32,  the  molecular  weight  being 
determined  by  the  cryoscopic  method  in  benzene 
as  2.54-2;  m.p.  46°;  sp.gr.  1-01.  Oxidation 
with  chromic  acid  in  an  acetic  acid  solution 
yielded  two  acids,  the  silver  salts  of  which  are 
C,jH2„0,Ag  and  C3H-,03Ag.  L.  J.  S. 


FICOCERYLIC  ACID  C.^Ha-COOH,  m.p. 
57°,  is  obtained  from  the  wax  of'  the  wild  fig- 
tree. 

FIG.  Ficiis  curiai.  (Linn.).  Many  varieties 
arc  known,  varying  greatlyin  sizeof  fruit — from 
6  t)r  7  grams  to  80  grams  each— the  aver- 
age weight  of  tlie  fresh  ripe  fruit  being  about 
35  grams. 

According  to  Colby  (Reports  of  the  Agric. 
Exp.  Stat.  California,  1892-1894),  the  average  of 
41  analyses  of  different  varieties  is — 

Water  Sugar  Protein  Asli 
78-9  15-6  1-4  0-6 

The  juice,  amounting  on  the  average  to  about 
76  p.c.  of  the  whole,  contained  20-7  p.c.  of 
sugar  and  0-12  p.c.  of  free  acid  expressed  as 
sulphur  trioxide. 

Balland  (Rev.  intern,  falsif.  1900,  13,  92) 
found  more  water,  less  nitrogenous  matter,  and 
in  addition  about  0-28  p.c.  fat,  and  1-5  p.c. 
crude  fibre. 

Colby  found  the  ash  to  have  the  following 
composition  (mean  of  3  analyses)  : — 

AloO;,  & 

K.,0  Na.O  MgO  CaO  M1I3O4  "Pe.,03  VM^  SO3  SiO.,  CI 
55-S  2-4    5-6  11-2  0-2      2'-2  12-8  3-9  4-3  2-0 

Figs  are  eaten  in  the  fresh,  ripe  state  in 
districts  where  they  are  gi-own,  but,  for  export, 
they  are  largely  dried.  The  following  is  the 
average  composition  of  dried  figs  (Konig) : — 

Free  acid  (as    Otlier  carbo- 
Water  Protein  Sugar  malic  acid)  Fat  hydrates  Fibre  Ash 
28-8     3-6    51-4      0-7      1-3     6-3     6-2  2-7 

The  seeds  of  dried  figs,  according  to  Balland 
[I.e.),  contain — 


Water  Protein 
7-7  12-0 


Fat  Carbohydi-ates  Fibre 
24-6        23-4  29-8 


Ash 
2-5 


Hotter  (Zeitsch.  Nahrungsm.-Unters.  Hy- 
giene u.  Waarenk.  1895,  9,  1)  found,  in  dried 
figs  from  Smyrna,  0-0015  p.c.  of  boric  acid. 
Wittmann  (Zeitsch.  landw.  Versuchs  Oesterreich, 
1901,  4,  131)  found  0-83  p.c.  pentosans  in  fresh, 
3-8  p.c.  in  dried  figs. 

According  to  analyses  by  Paladino  (Bio- 
chem.  Zeitsch.  1910,  24,  263),  the  following 
represents  the  composition  of  green  and  dried 
figs:— 


ce  o             if  3  J3 

P  pH  m      -y:  O  1^  < 

Green  figs,  pulp    80-0  0-7  0-3  10-2  1-3  0-8  0-7 

skhi    86-0  (?)  0-1  6-4  5-8  2-7  (?) 

Dried  figs  .        .  .57-0  4-1  2-2  2(i-0  8-0  0-2  2-5 

It  thus  appears  that  the  proportion  of  water 
in  dried  figs  varies  greatly. 

When  figs  aremoistened  with  warm  watercon- 
taining  tartaric  acid,  they  speedily  ferment  and 
yield  a  wine.  This  is  largely  made  in  Algeria,  and 
is  used  for  adulterating  grape  wine.  When  fig  wine 
is  evaporated  to  a  syrup  and  allowed  to  cool,  it 
solidifies,  after  24  hours,  to  a  crystalline  mass 
consisting  chiefly  of  mannitol,  but  containing 
glycerol  and  small  quantities  of  sugar  and 
organic  acids.  Mannitol  is  present  in  fig  wine 
to  the  extent  of  6  or  8  grams  per  litre,  whilst 
in  grape  wine  its  amount  does  not  exceed  a 
few  decigrams  per  litre.    This  fact  may  be  used 
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FIG, 


to  detect  fig  wine  as  an  adulterant  of  grape  wine 
(Cables,  Compt.  rend.  1801,  122,  811). 

The  stems  and  liranches  of  plants  of  the 
genus  Ficiis  yield  a  vi.scid,  milky  juice  containing 
caoutchouc  or  resinous  substances  resembling 
caoutchouc.  F.  dnstica  (Roxb.)  is  the  species 
from  which  the  largest  proportion  of  this 
substance  is  obtainable.  H.  I. 

FIG  WAX  V.  Waxes. 

FILBERT.  Tlie  seed  of  Corylns  Avellana 
(Linn.).  The  kernels  have  the  following  average 
composition  (Konig) : — 

Soluble 

Water  Protein  Fat  carboliydrates  Crude  fibre  Ash 
7-1      174    62-6         7-2  3-2  2-5 

These  were  evidently  in  the  dried  condition  ; 
as  usually  eaten,  for  dessert,  filberts  contain 
much  more  water.  The  essential  oil  of  the 
leaves  was  examined  by  Haensel  (Chem.  Zentr. 
1909,  i.  1476),  who  found  it  present  to  the  extent 
of  0-04  p.c.  It  is  light  brown  in  colour,  solidifies 
at  about  30°,  contains  18  p.c.  of  palmitic  acid, 
and  a  paraffin  hydrocarbon  melting  at  49°. 
It  had  an  acid  value  60-4,  ester  value  24 -G,  and 
its  sp.gr.  (in  the  super-cooled  liquid  condition) 
was  0-8844  at  25°.  H.  I. 

FILICIC  ACID  V.  FiLix  mas. 

FILITANNIC  ACID  v.  Filix  mas  and 
Tannins. 

FILIX  MAS.  Male  fern ;  Rhizome  filicis. 
{Racine  de  faugf^re  male,  Fr.  ;  Farnwurzel,  Ger. ) 
The  rhizome  of  male  fern,  Aspidium  filix  mas 
(Swartz),  has  been  a  favourite  anthelmintic 
medicine  since  the  times  of  Theophrastus,  Dios- 
corides,  Pliny,  and  Galen.  (For  botanical  cha- 
racters, t).  Woodville  (Med.  Bot.  271),  Moore  and 
Lindlev  (Ferns  of  Great  Britain,  14-17),  and 
Bentl.'A.  Trim.  300.) 

The  early  chemical  investigations  of  the 
rhizome,  of  which  Pereira  gives  a  summary 
(Mat.  Med.  3rd  ed.  2,  959),  show  that,  besides 
the  constituents  common  to  plants,  it  contains  a 
peculiar  green  fixed  oil,  tannin,  and  a  crystalline 
compound,  first  analy.sed  by  Luck  (J.  1851,  558) 
and  named  by  him  filicic  acid.  These  con- 
stituents are  all  found  in  the  ethereal  extract  or 
'  oU  of  male  fern,'  in  which  form  alone  the  drug 
is  made  use  of  in  medicine. 

The  green  fixed  oil  is  composed,  according  to 
Luck,  of  the  glycerides  of  the  non-volatile  filixo- 
linic,  and  the  volatile  filosmylic  acids.  A  later 
examination  by  Katz  (Arch.  Pharm.  236,  655) 
shows  that  the  oil  consists  of  the  glycerides  of 
oleic,  palmitic,  and  cerotic  acids,  the  chief  con- 
stituent being  triolein.  Luck  also  regards  the 
tannin  to  be  composed  of  two  compounds,  the 
one  '  tannaspidic  acid  '  insoluble,  and  the  other 
'  pteritannic  acid  '  soluble  in  ether.  Malin,  how- 
ever (Annalen,  143,  276),  shows  that  there  exists 
but  one  form  of  tannin,  which  he  isolates  and 
names  filitannic  acid.  This  is  a  glucoside, 
breaking  .up  through  the  agency  of  water  (dilute 
acids)  into  a  sugar  and  dark  brick-red 
flocks  of  filix  red,  CjoHi^Oij-  The  latter  com- 
pound, when  treated  with  caustic  potash,  yields 
phloroglucin  and  protocatechuic  acid.  The 
tannaspidic  acid  of  Luck  was  probably  filix 
red. 

Filicic  acid  is  described  by  its  discoverer  as 
a  light-yeUow  crystalline  powder,  melting  at 
161°  (184-5°,  Poulson).  In  water  it  is  insoluble, 
in  alcohol  only  slightly  soluble ;    but  ctlicr. 


especially  in  presence  of  the  green  fixed  oil, 
dis.solves  it  readily. 

By  boiling  the  ethereal  solution,  filicic  acid 
is  readily  converted  into  the  lactone  filici.n, 
m.p.  125°,  the  formula  of  which  is  given  as 
^35114^0 1 ,  ;  that  of  filicic  acid  being  03^,11420,3 
(Poulson,"  Ghem.  Zentr.  1891,  ii.  673).  By 
heating  filicin  with  an  aqueous  solution  of 
soda,  j)henol,  phloroglucin  and  filicinic  acid 
C,,H,404  were  obtained.  The  latter  compound 
melts  at  215°,  and  on  oxidation  yields  dimethyl- 
malonic  acid  (Boehm,  Chem.  Zentr.  1896,  "ii. 
1036). 

In  addition  to  filicic  acid,  Boehm  (I.e.  • 
Annalen,  318,  245,  253  ;  ihid.  329,  321,  338)  has 
isolated  from  male  fern  extract  the  following 
substances:  albaspidin  C2r,H320,  ;  flavaspidic 
acid  C24H28O8,  which  can  be  obtained  in  two 

I  forms,  o-  m.p.  92°,  and  B-  m.p.  156°  ;  aspidinin  ; 
aspidinol,  consisting  of  bright -yellow  crystals, 
m.p.  156°-161° ;  and  pMoraspin  Vj^^ii-iiO^, 
colourless  crystals,  melting  at  211°,  and  giving  a 

'  reddish-brown  colouration  with  ferric  chloride. 
A  further  compound,  aspidin,  was  also  obtained, 
but  Haussmann  (Arch.  Pharm.  237,  544)  has 
shown  that  this  substance  does  not  occur  in 
Aspidium  filix  nids  (Swartz),  but  in  Aspidium 
spinulosum  (Swartz),  and  that  when  detected  in 
the  commercial  extract  it  owes  its  presence  to 
the  roots  of  the  latter  fern  having  been  mistaken 
for  those  of  the  former,  which  they  somewhat 
resemble 

Kraft  (Chem.  Zentr.  1902,  ii.  633;  1903,  i. 
1090  ;  Arch.  Pharm.  242,  489)  finds  that  good 
extracts  of  male  fern  contain  on  an  average 
3-6  p.c.  filicic  acid,  2-5  flavaspidic  acid,  0  05  p.c. 
albaspidin,  0-1  p.c.  a.spidinol,  0-1  p.c.  flav- 
aspidin,  5  p.c.  amorphous  acid,  and  6  p.c.  filici- 
nigrin.  Flavaspidin  resembles  flavaspidic  acid 
very  closely  ;  it  is,  however,  less  soluble  in  carbon 
disulphide.  It  melts  at  199°,  and  is  possibly  the 
same  compound  as  Boehm's  phloraspin.  The 
amorphous  acid,  to  which  Kraft  gives  the  name 
filmarone,  forms  a  brownish-yellow  powder, 
melting  at  60°,  and  to  this  substance  Kraft 
attributes  the  anthelmintic  action  of  the  drug. 
The  composition  is  represented  by  the  formula 
C4-H-40ij.  The  substance  described  as  'filici- 
nigrin  '  appears  to  be  only  a  mixture  of  de- 
composition products. 

(For  detection  of  filicic  acid  in  cases  of 
poisoning,  see  Bocchi,  Chem.  Zentr.  1896,  ii. 
1137.)  A.  S. 

FILIX  RED,  FILOSMYLIC  ACID  v.  Filix 

MAS. 

FILTER  PUMPS.  The  filter  pump  is  gene- 
rally some  form  of  dynamic  air  pump.  Sprengel, 
in  1865  (Chem.  Soc.  Trans.  18,  9),  showed  how 
a  very  perfect  vacuum  could  be  obtained  by  the 
fall  of  mercury  or  other  liquids,  and  Bunsen, 
in  1868  (Annalen,  148,  277),  showed  how  the 
difference  of  pressure  .so  obtained  could  be 
utilised  in  greatly  improving  the  ordinary 
process  of  filtration. 

This  application  has  given  a  name  to  all 
these  instruments,  though  they  are  applicable  to 
nearly  all  the  purposes  for  which  any  ordinary 
air  pump  or  aspirator  might  be  used.  Many  of 
them,  with  a  continuous  suppl.y  of  falling  liquid 
or  of  steam  or  other  gas,  under  pressure,  are 
almost  automatic  in  their  working,  and  far  more 
convenient  than  any  piston  air  iiuiri)). 


FILTER  PUMPS. 
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The  pumps  used  in  laljoratories  are  of  three 
kinds  : 

1.  Barometer  or  weight  pumps. 

2.  Momentum  or  pulsation  pumps. 

3.  Injection  or  jiressure  piimjis. 

1.  Barometer  pumps.  (Jf  tiiese  there  are 
two  varieties,  the  statical  or  Geissler  pump,  and 
the  dynamic  or  Sprengel  pump. 

The  Geissler  pump  was  invented  about  1855 
by  Geissler,  and  in  it  air  is  exhausted  by  the 
alternate  emptying  and  filling  with  mercury  of 
a  vessel  forming  the  upper  part  of  a  barometric 
column.  It  is  simply  an  application  of  the 
Torricellian  vacuum.  Geissler  used  this  pump 
in  the  production  of  his  vaciuim  tubes,  and  since 
his  time  it  has  been  modified  and  improved  by 
many  inventors  :  Tilpler  (Dingi.  poly.  J.  18G2, 
423),  also  Poggendorf,  Mitscherlich,  Pfliiger, 
Joule,  and  others. 

The  Sprengel  pump,  in  its  simplest  form,  is 
a  plain  tube  of  small  but  uniform  bore,  and  of  a 
length  rather  greater  than  that  of  the  barometric 
column  of  the  liquid  used  in  it.  It  is  furnished 
with  a  side  tube  near  its  upper  extremity.  The 
continuous  falling  of  the  liquid,  generally  mercury 
or  water,  produces  the  exhaustive  effect,  which  is 
slow  at  first,  but  can  be  made  to  give  a  mf)re  per- 
fect vacuum  than  is  possible  by  any  other  means. 
The  improvements  of  the  Sprengel  pump  have 
been  chiefly  towards  quickening  its  action,  and 
have  been  described  by  McLeod,  Swan  and  Stearn, 
Gimingham,  Weinhold,  and  others.  Crookes' 
experiments  on  the  radiometer  and  radiant 
jnatter  were  rendered  possible  by  the  use  of  the 
Sprengel  pump,  and  in  the  manufacture  of  in- 
candescent electric-lighting  lamps  the.se  baro- 
metric pumps  have  had  a  considerable  industrial 
application.  The  Sprengel  pump,  worked  by 
water,  was  that  used  hy  Bunsen  in  his  improved 
mode  of  filtration,  and  this  application — the 
most  important  to  the  chemist — gave  rise  to 
the  many  inventions  described  below  in  this 
paper. 

2.  The  momentum  or  pulsation  pump.  This 
was  described  by  Jagn,  in  1872  (Pogg.  Ann.  148, 
317).  It  consists  of  a  plain  tube  of  moderate 
length,  with  side  tube  near  the  upper  end.  In 
action,  the  soft  indiarubber  tube  connecting  the 
apparatus  with  the  water  supply  (of  a  very 
moderate  fall  or  pressure)  is  ingeniously  made  to 
act  as  a  valve  by  which  the  water  is  alternately 
admitted  and  shut  off.  We  have  thus  an  action 
similar  to  that  of  the  hydraulic  ram,  in  which 
the  momentum  of  a  column  of  liquid  comes  into 
play.  In  the  ram,  water  is  raised  in  front  by  J 
the  momentum  ;  in  this  pump,  air  is  pulled  in 
behind.  Modifications  of  the  Jagn  pump  have  ! 
been  described  by  Thorpe  (Phil.  Mag.  1872,  240), 
also  by  Foote,  Linnemann,  and  O.  Witt.  As 
these  pumps  are  intermittent  in  their  action,  i 
they  work  more  slowly  than  others  which  are 
continuous,  and  have  been  superseded  by 
them. 

3.  Injector  or  pressure  pumps.  These  con- 
sist of  tubes  of  various  forms,  but  generally 
furnished  with  a  jet  or  narrow  neck  in  front  of 
a  wider  neck  or  expanding  mouthpiece.  Any 
liquid  or  gas  under  pressure,  such  as  water  or 
steam,  may  be  used  to  work  them,  and  in  any 
position. 

They  are  similar  in  principle  and  con- 
struction to  the  water  pump  (Fig.  1)  described 


by  James  Thomson  (B.  A.  1852-3)  or  the 
Giffard  steam  injector,  patented  in  1858.  The 
principle  of  the  injector  was,  however,  partially 
known  long  before.  Hawksbee,  in  1710,  found 
that  on  blowing  through  a  tulte  into  a  small  box, 
the  air  escaping  by  another  tube  opposite  the 
first,  the  pressure  in  the  box  became  less  than 
that  of  the  atmosphere;  and  I).  Bernouilli,  in 


Fig.  I. 

1738,  found  that  water  from  a  higher  source 
flowing  towards  the  wide  end  of  a  conical  tube 
could  lift  water  from  a  lower  level  through  a 
side  tube  attached  near  the  narrow  part  of 
the  conical  tube.  Between  1830  and  1850,  the 
steam-jet  aspirator  was  used  by  Carson,  G. 
Stephenson,  and  others.  Glement  and 
Desormes,  in  1855  (Ann.  Chim.  Phys.  30,  09), 
showed  that  a  light  plate  brought  near  a  small 
orifice  in  the  side  of  a  reservoir  of  compressed  air 
was  attracted,  and  remained  rapidly  oscillating 
near  the  opening.  This  effect  can  be  shown 
by  blowing  between  the  fingers  against  a  piece 
of  paper,  or  by  blowing  between  two  cards,  as 
described  in  Weinhokl's  Physics,  312.  All 
these  experiments  are  examples  of  the  passage 
of  a  fluid  through  an  expanding  mouthpiece, 
causing  a  diminished  pressure  as  compared  with 
that  in  front,  which  in  each  case  is  that  of  the 
atmosphere. 

The  first  injector  air  pump  for  laboratory  use 
was  that  of  Christiansen,  described  in  1872  (Pogg. 
Ann.  190,  155).  In  Fig.  2,  a  is  a  piece  of  thick- 
walled  indiarubber  tubing,  perforated  at  b  by  a 
hot  wire,"  and  constricted  at  c  by  a  ring  drawn 
over  the  tube.  On  inserting  at  b 
a  short  piece  of  bent  glass  tubing 
drawn  out  to  a  jet,  and  connecting 
the  top  end  of  a  with  the  water 
supply  under  moderate  pressure, 
air  is  drawn  in  through  the  bent 
tube,  and  a  considerable  vacuum 
obtained.  ( ' 

Other  early  forms  of  injectors 
were  described  by  Lovett  (Chem. 
News,  May,  1874,  209)  and  Gasa  ' 
major  {ibid.  June  27,  1875,  33) ; 
and  soon  after  these  dates 
numerous  forms  were  invented  for  the  use  of 
chemists,  dentists,  &c. 

The  experiments  of  W.  Froudo  (B.  A.  1875), 
though  made  for  a  different  purpose,  afford  an 
excellent  explanation  of  the  action  of  injectors. 

Froude  showed  that  water  under  any  head  h 
(Fig.  3),  passing  through  a  contracted  pipe,  does 
not  exert  an  excess  of  pressure  on  the  converging- 
surface,  which  it  meets,  as  is  frequently  stated, 
but  that  the  pressure  is  least  at  the  contracted 
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part,  as  shown  by  the  levels  in  the  gauge  glasses 
a,  b,  c,  d,  e.  If  the  pipe  be  much  contracted,  the 
pressure  can  be  still  more  reduced,  so  that  if  two 
cisterns,  a  and  b  (Fig.  4),  be  connected  by  such  a 
contracted  pipe,  a  portion  of  the  pipe  at  c  may 
be  removed  without  the  How  of  the  liquid  being 
interfered  with  ;  the  water  rising  in  the  cistern 
B  only  slightly  below  its  level  in  a.   At  r,  in  the 
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central  line  of  the  connecting  pipe,  the  fuU  head 
of  pressure  H  is  exerted,  but  there  is  practically 
no  movement,  while  at  c  there  is  no  pressure, 
but  very  rapid  movement.  The  pressure  and 
velocity  of  movement  are  therefore  convertible 
and  complementary,  and  the  differences  of 
pressure  at  any  two  points  vary  as  the  difEerenees 


Fig.  4. 

of  the  squares  of  the  velocities  at  those  points. 
In  any  given  case  the  pressure  observed,  phis 
that  which  has  been  lost  in  producing  velocity, 
is  constant  and  equal  to  the  total  head  of  water  h 
(Figs.  3,  4,  5).  If  we  modify  Froude's  experiment 
and  cutoff  the  pipe  at  e  (Figs.  4,  5),  the  pressure 
at  E  is  simply  the  general  pressure  of  the  atmo- 
sphere, and  all  the  pressure  due  to  the  head  of 
water  in  A  has  been 
changed  into  velocity,  but 
the  velocity  at  c  must 
be  greater  than  the  velo- 
city at  E  by  as  many  times 
as  the  sectional  area  of  the 
pipe  at  c  is  contained  in  its 
area  at  e.  The  velocity  at 
G  being  so  much  greater 
than  at  e,  the  pressure 
must  be  less,  and  therefore 
less  than  that  of  the  at- 
mosphere. The  tube  G 
(Fig.  5)  may  be  regarded 
as  a  gauge  to  show  the  minus  pressure,  and  if 
this  gauge  be  supplied  with  mercury,  the 
latter  may  rise  to  near  the  height  of  the 
barometer.  In  place  of  water  or  liquid  under 
pressure,  air,  steam,  or  any  gas  under  pressure 
may  be  used,  and  injector  air  pumps  worked 
by  steam  have  been  proposed  by  Lovett, 
Kochinke,  Teclu,  and  others. 

Injector  air  pumps,  worked  by  water,  may 
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be  classified 

{a)  As  in  Figs. 


0,  7,  where  the  water  enters  by 


a  jet  placed  over  a  constricted  tube  or  neck,  the 
air  being  drawn  in  on  all  sides  round  the  jet  of 
water.  The  ratio  of  the  areas  of  the  jet  and 
neck  in  this  form  is  generally  1 : 2,  or  their  re- 
spective diameters  1:1-4. 

(6)  As  in  Fig.  8,  where  the  jet  and  neck  are 
continuous  and  the  air  enters  on  one  side  only. 

(c)  As  in  Fig.  9,  where  the  general  form  is 
similar  to  (a),  but  the  air  enters  by  a  very  narrow 
jet  and  the  water  filling  the  body  of  the  pump 
enters  aU  round  the  jet. 

These  differences  in  construction  are  of  little 
importance  in  the  practical  working  of  the  in- 
struments, but  by  altering  the  width  of  the 
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Fig.  8.    Fig.  9. 


apertures,  pumps  suited  to  different  pressures 
can  be  obtained.  Pumps  with  very  narrow 
apertures  work  best  with  smaU  quantities  of 
water  at  very  high  pressures,  whereas  pumps 
with  wider  apertures  require  much  more  water 
at  a  low  pressure.  As  the  water  passing 
through  these  instruments  is  practically  a  falling 
body,  on  multiplying  the  weight  of  water  in 
pounds  used  per  minute  by  its  head  or  pressure 
in  feet,  we  obtain  in  foot-pounds  the  power  re- 
quired to  produce  the  exhaust  in  one  minute's 
working  of  the  pump.  Compared  in  this  manner, 
the  low-pressure  pumps  are  less  efficient  than 
those  working  at  higher  pressures. 

In  using  these  injectors,  care  should  be  taken 
to  have  a  sufficient  and  constant  water  supply. 
The  water  tap  turned  full  on  should  supply  in 
one  minute  twice  to  three  times  the  quantity 
required  by  the  pump  in  the  same  time.  In 
towns  and  large  buildings,  where  many  persons 
are  using  the  water  at  different  levels,  the 
pressure  is  often  very  variable,  and  a  reservoir 
of  water  under  pressure  is  necessary.  A  simple 
form  devised  by  the  author  is  a  strong  iron 
bottle  (or  an  iron  boiler)  capable  of  standing  a 
greater  pressure  than  is  likely  to  be  required, 
say  up  to  or  over  100  lbs.  per  square  inch.  This 
bottle  A  (Fig.  10)  has  one  tube  passing  to  the 
bottom  connected  by  a  T-piece  with  the  water- 
supply  pipe,  and  it  may  carry  a  pressure  gauge 
if  desired.  The  connection  with  the  water  tap 
may  be  made  with  lead  pipe  and  soldered  joints, 
or  with  sound  rubber  tubing  encased  in  a  double 
thickness  of  strong  canvas  sewn  over  it,  tlie 
connections  being  well  bound  with  copper  wire. 
The  bottle  being  air-tight  and  water-tight  under 
pressure,  and  full  of  air  when  connected  witii 
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the  .supply  pipn,  the  aii-  cannot  est:ape,  but  is 
compressed  by  the  pressure  of  the  water.  Thus 
at  J 5.  30,  or  45  lbs.'  pressure  the  bottle  be- 
comes half,  two-thirds,  or  three-fourths  full  of 
water,  and  with  a  variable  pressure  in  the  supi^ly 
pipe  keeps  the  pressure  more  constant,  and 
maintains  the  supply  for  some  time,  depending 
on  the  size  of  the  bottle  or  reservoir.  Passing 
from  this  reservoir,  the  supply  pipe  is  next  led 
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to  the  pump  B,  which  may  l)e  conveniently 
iixcd  (uit  of  the  way  on  a  board  against  the  wall 
behind  the  laboratory  tabic.   The  board  carries  a 


barometric 


gauge  to  show  the  vacuum  obtained. 


1  assmg  f  ron\  the  pump,  the  water  used  runs 
into  the  sink  on  the  laboratory  table,  or  if  de- 
sired it  may  be  connected  witia  a  box  or  drum 
provided  with  an  overflow  at  a  certain  height,  so 
as  to  give  a  blast  of  air  under  pressure  suitable 
lor  general  blowpipe  work.  The  vacuum  tube 
from  tlie  pump  is  connected  by  means  of  the 
tap  c  (Fig.  10)  with  the  safety  tube  d,  having  a 
Bunsen  valve  fitted  inside  to  the  end  of  the 
vacuum  tube,  thenoe  with  the  barometric  gauge 
E  and  the  laboratory  vacuum  tube  a. 

Fig.  11  shows  in  full  size  the  tap  c  in  Fig. 
10,  which  is  fitted  to  the  bottom  of  the  safety  tube 
and  to  the  laboratory  vacuum  tube  at  each 
worJdng  place  on  the  tables  f  (Fig.  10).  An  or- 
dinary good  gas  tap,  which  should  be  specially 
ground  so  as  to  be  as  air-tight  as  possible,  has 
the  little  screw  and  washer 
at  the  bottom  of  the  plug 
removed  and  a  hole  bored 
from  c  into  the  or/dinai-y 
through  hole  of  the  tap, 
the  latter  being  solderecl 
up  at  one  side  at  d,  so 
that  the  hole  is  from  the 
bottom  to  one  side  only, 
and  tlie  plug  is  then 
trimmed  and  reground. 
A  piece  <jf  tubing,  ff,  is 
.    ,      ,  ,  then  soldered  on  to  the 

body  „t  the  tap  and  a  pointer,  k.  soldered  on  to 
the  top  of  the  plug  to  point  which  way  it  is 
open.  When  the  plug  i.s  turnetl  across  "in  the 
ordinary  position  of  a  closed  tap,  it  is  closed  to 
both  A  and  3 ;  when  the  pointer  points  to  a,  it 
IS  open  towards  a,  and  if  towards  b  to  b.  The 
tube  FF  IS  fitted  air-tight  by  means  of  a  stopper 
m  the  bottle  h  (Fig.  10). 

By  means  of  these  taps  (devised  by  the 
author  in  ISKi),  u,m  pump  can  do  all  the  ex- 
haustion work  in  an  ordinary  laboratory  for  a 
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iiumbcr  ..f  liltrations  going  i,u  simultaneously. 
J.  he  pump  IS  connected  with  a  main  pipe  of  soft 
lead  tubing  passing  along  or  under  tlie  laboratory 
tables,  and  at  each  worker's  place  is  a  bottle 
Jike  H  (Fig.  10)  fixed  below  the  table,  the  tube  ff 
from  It  rising  above  the  table.  One  end  of  the 
tap,  say  a,  is  connected  with  the  vacuum  main 
pipe  by  soldered  lead  tubing;  the  other  end  of  the 
tap  IS  connected  by  a  flexible  tube  with  tlie  filter- 
ing apparatus  or  other  vessel  to  be  exhausted. 

In  using  this  arrangement,  all  the  vacuum 
supplied  at  k  must  come  from  the  bottle  below 
Fi'%  and  not  from  the  main  pipe,  which  is  tlicu 
shut  off.  When  the  vacuum  is  not  required  at 
i!,  tlie  tap  IS  turned  towards  a  to  raise  the  decrrco 
of  exhaustion  in  the  bottle.  As  these  booties 
are  of  half -gallon  or  2-2  litres  capacity,  a  mode- 
rate vacuum  in  one  of  them  (say  halJE  to  three- 
quarters  the  height  of  the  barometer)  is  suffi- 
cient for  a  filtration  on  the  small  scale,  and  as 
there  are  a  number  of  such  bottles  in  the  labo- 
ratory they  form  together  a  vacuum  reservoir  of 
some  magnitude  available  at  once  without 
waiting.  If  well  fitted,  the  taps  retain  the 
vacuum  for  several  days.  A  lute  made  by  dis- 
solving indiarubber  in  vaseline  at  as  low  a 
temperature  as  possible  is  of  good  service  for 
these  taps  and  connections. 

The  author  has  made  a  series  <jf  compara- 
tive  tests  of  the  pumps  in  common  use  (.1.  Soc. 
Chem.  Ind.  1887,  04-76).  With  a  supply  and 
pressure  of  water  suited  to  eacli  pump,  and 
exhausting  receivers  of  the  above  capacity,  2-2 
litres,  vacua  corresponding  to  from  lialf  to  three- 
quarters  of  the  height  of  the  banmieter  could 
generally  be  obtained  in  one  minute's  workings  - 
such  vacua  are  quite  sufKcient  for  ordinary 
nitrations. 

As  the  apparent  size  of  these  instruments 
IS  somewliat  misleading,  the  quantity  of  water 
used  IS  the  real  test  of  size  ;  pumps  of  the  same 
construction  but  of  different  sizes  would  exhaust 
a  receiver  at  different  rates,  but  in  proportion  to 
the  water  used. 

The  table  on  p.  562  gives  the  results  in  brief 
of  tests  made  with  the  pumps  most  frequently 
found  in  use  ;  first,  in  exhausting  a  receiver  of 
2-2  litres  capacity,  and  second,  in  blowing  air, 
with  the  exhaust  tube  of  the  pump  ojJen  to  the 
atmosphere.  The  results  of  the  first  minute  s 
working  only  are  given,  though  the  tests  were 
carried  on  to  10  minutes.  In  each  case,  those 
pumps  which  worked  best  during  the  first 
minute  continued  to  do  so  throughout,  and  came 
nearest  to  the  height  of  the  barometer  at  the 
end  of  the  exhaustion. 

The  blowing  power  of  each  pump  is  also  a 
test  of  its  exiiaustive  power,  as  in  blowing  with 
the  pump  open  to  the  atmospliere  it  is  practically 
exhausting  an  infinitely  large  receiver. 

Of  the  high-pressure  pumps,  those  of  Fischer, 
Bulk,  Knecht,  and  Mueneke's  brass  pumps  give 
good  results,  and  of  the  low-pressure  pumps, 
which  use  more  water,  those  of  Arzbcrger  and 
Zulkowsky,  Finkener,  and  K/irting,  are  good. 
Aivergniat's  glass  and  brass  pumps  are  inter- 
mediate in  character,  and  work  well  through  a 
considerable  range  of  pressure. 

Given  abundance  of  water  at  sufficient  pres- 
sure, the  pumps  which  give  the  most  rapid 
exhaustions  are  those  of  Finkener,  Kortint' 
Alvergniat,    Arzberger,   and    Zulkowsky;  but 
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where  economy  of  water  is  desired,  tlio  high- 
pressuro  pumps  ought,  if  possible,  to  be  used. 
Though  considered  as  machines  doing  work  for 
the  power  put  into  them,  none  of  these  injectors 
is  very  perfect,  yet  they  are  exceedingly  con- 
venient, and  it  wUl  be  observed  that  all  those 
tested  give  at  some  particular  pressure  in  one 
minute's  working  sufficient  vacua  for  filtrations 
and  similar  laboratory  work. 

In  choosing  an  instrument  for  laboratory  use, 
one  should  ascertain  the  average  quantity  of 
water  per  minute  delivered  by  the  fully  open 
water  tap  and  also  the  average  pressure  in  the 
closed  water  pipes.  The  pump  selected  should 
require  not  more  than  half  the  quantity  of  water 
delivered  by  the  open  tap,  and  should  work  well 
at  from  half  to  two-thirds  of  the  pressure  in  the 
closed  jiipes. 

In  recent  years,  there  has  been  a  great 
increase  in  the  use  of  injectors  for  industrial 
purposes,  including  many  chemical  and  mechani- 
cal applications. 

Generally,  the  energy  applied  in  injectors 
gives  about  50  p.e.  in  real  effective  duty,  but 
their  low  initial  cost,  absence  of  moving  parts, 
and  of  metaUie  or  corrodable  surfaces,  and  above 
all  the  perfect  control  under  which  they  can  be 
applied  and  regulated,  more  than  make  up  for 
the  low  percentage  of  duty.  Thus  they  are  ideal 
machines  where  ordinary  pumps  or  exhausters 
are  inadmissible,  and  are  excellent  as  auxiliary 
agents  to  more  complicated  or  permanent  ap- 
paratus for  improving  the  draught  in  furnaces, 
the  ventOation  in  mines  and  worlcshops,  and  the 
conveyance  or  transfer  of  corrosive  liquids  and 
gases,  and  of  mixtures  of  solids  and  liquids,  such 
as  ordinary  sewage,  and  of  mixtures  of  sand  and 
water.  The  removal  of  ashes  in  steamships  is 
most  conveniently  effected  by  this  means. 

Injectors  are  used  to  produce  a  blast  for  the 
division  or  spraying  of  liquids,  as  in  the  burning 
of  liquid  or  semi-liquid  fuels  under  boilers,  the 
coating  of  large  surfaces  by  spraying  the  paint 
over  them,  even  where  they  are  difficultly 
accessible.  The  spraying  of  water  into  the 
leaden  chambers  in  the  manufacture  of  sulphuric 
acid  is  found  to  be  more  efficient  than  the  ad- 
mission of  steam. 

Similarly,  the  exhaust  obtained  by  injectors 
worked  hy  air,  steam,  or  water,  is  applied  in  the 
various  methods  of  vacuum  cleaning.  These 
applications  are  well  described  in  the  book  on 
The  Transportation  of  Gases,  Liquids,  and 
.Solids,  written  and  published  by  Oskar  Nagel,  of 
New  York,  1910.  T.  F. 

FILTRATION  is  the  ojseration  of  mechani- 
cally separating  finely  divided  solids  from  their 
associated  liquids  by  means  of  porous  media. 


Fig.  I. 

The  media  used  may  consist  of  loose  material, 
such  as  sand ;  a  compact  body,  such  as  biscuit 
pottery ;  or  woven  or  felted  materials,  such  as 


cloth,  paper,  and  felt.  It  may  be  remarked, 
however,  that  the  real  filtering  medium  is  often 
the  layers  of  separated  solids,  the  materials 
mentioned  above  oidy  serving  as  convenient 
supports.  A  loose  filtering  medium  is  generally 
adopted  where  the  proportion  of  liquid  is  re- 
latively large  and  the  solids  of  little  value.  The 
filter  shown  in  Fig.  1  may  be  used  for  cleansing 
an  effluent.  Each  compartment,  a,  is  fiUed  with 
wood-wool,  kieselguhr,  or  similar  material  which 
is  replaced  when  choked.    Fig.  2  is  a  section  of 
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Fig.  2. 

a  filter  in  which  the  bed,  6-10  inches  deei),  is 
formed  by  means  of  layers  of  graded  materials, 
as  gravel,  sand,  coke,  limestone,  &c.  The 
upper  layer  of  (finest)  material  is  retained  in 
place  by  a  covering  of  stout  wire  gauze  or  per- 
forated metal,  when  the  shovels  of  the  workmen 
are  removing  the  separated  solids.  By  pro- 
viding a  movable  basket  with  a  bottom  of 
gauze  which  may  be  lifted  by  means  of  a  crane, 
an  economy  in  handling  is  effected  where  labour 
is  dear.  This  filter  is  intended  for  vacuum 
working  by  connecting  the  lower  pipe  opening  a 
to  a  vacuum  vessel  and  pump.  The  swinging  pijje 
b  enables  the  workman  to  remove  rapidly  the 
upper  layers  of  liquid,  which  may  become  clear 
by  subsidence.  In  filters  of  this  type,  where  the 
solids  are  of  no  value,  their  removal  is  often 
accomplished  by  stirring  the  ujjper  layers  and 
running  to  waste  the  turbid  liquor.  Tho 
direction  of  the  liquor  current  is  often  reversed 
for  the  same  purpose.  The  ordinary  domestic 
water  filter,  in  which  hoUow  cylinders  of  biscuit 
pottery  are  used  as  the  filtering  medium,  is 
occasionally  met  with  in  a  large  form  in  chemical 
factories.  To  obtain  suitable  porosity,  such 
filtering  devices  are  made  of  clay  mixed  with 
finely  divided  combustible  materials  such  as 
wood,  cork,  &c.,  which  are  burnt  off  in  the  pro- 
cess of  firing.  Filter  stones  are  made  ou  this 
principle,  in  which  the  layers  are  of  varying 
porosity.  Such  stones  replace  filter  cloths  with 
economy,  and  are  becoming  very  popular  in 
colour  and  other  chemical  factories.  The 
simplest  filtering  apparatus  in  Avhich  a  woven 
fabric  is  used  consists  of  a  frame  to  which  the 
fabric  is  secured.  A  wicker  basket  is  sometimes 
used,  and  this  arrangement  is  most  convenient 
where  the  cake  of  material  is  to  be  folded  in  the 
cloth  and  squeezed  in  a  press  for  the  removal 
of  more  liquor.  Washed  graphite  and  similar 
materials  are  often  separated  in  long  and  narrow 
canvas  bags  tied  to  spouts  in  the  delivery  channel 
from  the  washing  apparatus.  A  simple  form  of 
vacuum  filter,  using  a  woven  fabric  or  a  disc  of 
paper  as  a  filtering  medium,  is  shown  in  Fig.  3. 
It  is  made  in  stoneware,  the  perforated  plate  // 
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supporting  the  fabric  and  the  vacuum  pump 
being  connected  with  the  nozzle  a. 

Filtration  may  be  carried  cut  in  centrifugal 
machines  which  are  conveniently  driven  from 


Fig.  3. 


Fig.  4. 


below.  The  rotating  basket  is  provided  with  a 
removable  cage  carrying  the  filtering  cJoth, 
which  is  bodily  removed  ancU  replaced  at  each 
operation.  Another  system  by 
which  rapid  filtration  may  be 
obtained  with  a  small  area  of 
filtering  surface  consists  in 
mounting  the  filter  cloth  on  a 
perforated  drum,  as  shown  in 
the  diagrammatic  section  (Fig. 
4).  The  drum  revolves  about 
once  a  minute  in  a  bath  of 
the  liquid  to  be  filtered  which 
is  maintained  at  a  constant 
level.  The  filtrate  is  removed 
from  the  inside  of  the  drum 
under  a  vacuum  of  10  or  12 
inches  of  mercury,  produced 
by  connecting  the  hoUow 
spindle  of  the  drum  with  a 
vacuum  vessel  and  pump.  The 
deposited  solids  on  the  sur- 
face of  the  drum  are  washed 
by  the  water  jets  h  and  finally  removed  by  the 
scrapers  c. 

The  most  important  apparatus  for  filtration 
is  the  filter  press  (Fig.  5) — a  mechanical  arrange- 
ment by  which  an  enormous  area  of  filtering 
surface  may  be  provided  in  a  very  small  space, 
wdth  the  additional  advantage  that  the  operation 


Fig.  6. 

may  be  carried  out  under  almost  any  conditions 
of  pressure.  A  number  of  plates  covered  with 
filter  cloth  are  put  together  in  a  frame  to  form 
a  series  of  hollow  spaces  in  which  the  liquor  to 
be  filtered  is  forced.    'J'he  central  area  of  each 


jjlate  is  provided  with  projections  or  i-ibs  to 
support  the  filter  cloth  and  to  enable  the  liquid 
which  has  passed  through  the  cloth  to  leave  the. 
press  through  a  channel  in  the  plate.  The  solid 
matter  is  retained  in  the  hoUow  spaces, 
and  is  discharged  in  cakes  by  separating 
the  plates.  The  hollow  spaces  between 
the  plates  are  formed  either  by  raised 
margins  on  the  plates,  Recessed  plate  type 
or  chamber  press  (Fig.  6),  or  by  means 
of  distance  frames,  the  widtli  of  which 
determines  the  thickness  of  cake  formed, 
Flush  plate  and  distance  frame  ti/pe  or 
frame  pi-ess  (Fig.  7).  The  plates  and 
frames  are  made  of  material  suitable 
for  the  liquors  to  be  treated,  and  may 
be  of  cast  iron,  gun-metal,  aluminium, 
hard  lead,  wood,  &c.  Iron  plates  are 
sometimes  covered  with  sheet  tin,  lead, 
zinc,  or  ebonite.  Chamber  presses  are 
to  be  preferred  where  the  solids  do  not 
form  a  solid  cake,  or  where  there  is  risk  of 
choking  the  narrow  channels  leading  to  the 


Fig.  6. 
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frames  of  the  frame  press.  The  pressure  used 
and  the  thickness  of  cake  are  also  determined 
by  the  character  of  the  separated  solids.  Witli 
slimy  solids,  a  thin  plate  and  a  low  pressure  arc 
desirable  ;  the  cake  may  be  |  inch  thick  and  the 
pressure  may  be  that  produced  by  placing  the 
feed  tank  a  few  feet  above  the  press.  Easily 
filtered  sohds  may  be  separated  in  a  frame 
3  inches  wide  at  a  pressure  of  over  100  lbs.  per 
square  inch.  Frames  1  inch  wide  are  used  in 
general  work. 

Owing  to  the  facility  of  forming  channels 
tlu'ough  the  iJress  from  plate  to  plate  by  pro- 
viding holes  in  each  plate  in  similar  positions, 
many  complicated  operations  may  be  performed. 
The  liquid  treated  may  be  continuously  main- 
tained at  a  suitable  temperature  by  providing 
channels  in  each  jjlate  for  the  circulation  of  a 
hot  or  cold  fluid.  By  the  provision  of  rubber 
diaphiugms  and  water  under  high  pressure,  the 
cakes  may  be  squeezed  before  removal  from  the 
press.  Washing  the  cakes  is  simply  accom- 
plished by  feeding  the  washing  water  by  means 
of  a  special  channel  behind  the  filtering  cloths 
of  alternate  plates,  and  allowing  it  to  leave  the 
press  by  a  channel  connected  to  the  remainder 
of  the  plates  (Fig.  7).  As  the  washing  water 
rises  in  the  cakes,  the  imprisoned  air  is  allowed 
to  escape  by  means  of  air  cocks. 


FIRE-CLAY. 


505 


The  joints  between  the  plates  at  each  of  the 
lioh's  wliicii  form  a  channel  through  the  press, 
are  made  liy  rulibor  packing  rings  or  by  the 
arrangement  of  short  pieces  of  rubber  pipe  so 
that  the  internal  pressure  of  the  liquid  ensures 
tightness. 

Air  vessels  of  ample  dimensions  should  be 
fitted  to  pumps  feeding  filter  presses  to  prevent 
variations  in  pressure.  Taps  are  usually  pro- 
vided on  each  plate  for  the  delivery  of  the 
filtrate,  so  that  any  plate  may  be  cut  out  should 
its  effluent  become  turbid.  In  starting  the 
filtration,  the  pressure  is  applied  gradually  to 
build  up  the  filtering  layer ;  with  some  sub- 
stances, the  filtrate  is  always  turbid  for  a 
second  or  two.  In  presses  where  the  plates 
deliver  their  filtrate  into  a  common  channel, 
small  cylindrical  filters  supported  in  cage.s  are 
sometimes  provided  to  stop  this  action  and 
also,  by  choking,  to  automatically  stop  the 
delivery  of  a  turbid  filtrate  through  the  j^iercing 
of  any  filter  cloth.  Presses  for  volatile  liquids 
are  usually  jirovided  with  a  cover  dipping  into 
an  oil  or  water  seal,  and  connected  on  occasion 
w  ith  suitable  recovery  plant. 

The  materials  used  as  filter  cloths  are  simply 
well-made  strong  fabrics— cotton  material  for 
most  purposes,  wooUen  fabric  for  dilute  acid 
liquors,  and  for  certain  fine  work,  silk.  The 
filter  paper  used  should  be  crinHed  to  admit  of 
its  expansion  in  contact  with  its  supporting 
fabric.  Wire  gauze  or  perforated  metal  plates 
are  used  for  some  filtrations,  a  filter  bed  being 
first  formed  by  running  into  the  press  a  pulji  of 
vegetable  or  mineral  fibres.  J.  W.  H. 

FINE  BLUE.  GENTIAN  BLUE  6B,  SPIRIT 
BLUE,  OPAL  BLUE,  BLEU  DE  NUIT,  BLEU 
LUMIERE.  The  hydrochloride,  sulphate,  or 
acetate  of  triplienylrosaniline  and  triphenyl- 
pararosaniline  (v.  Teiphenyl-methane  coloiii;- 

TNG  MATTERS). 

FIRE-CLAY.  A  refractory  clay  capable  of 
withstanding  a  very  high  temperature  without 
fusion  or  perceptible  softening,  and  hence  largely 
used  for  the  manufacture  of  fire-bricks,  gas- 
retorts,  crucibles,  and  glass-house  pots.  The 
best  fire-clays  are  obtained  from  the  coal- 
measures,  the  most  celebrated  in  this  country 
)ieing  that  of  Stourbridge  in  Worcestershire. 
This  clay  is  remarkable  for  the  small  amount  of 
contraction  which  it  undergoes  when  fired,  the 
shrinkage  of  the  unrefined  clay  being  in  some 
cases  as  low  as  1  p.c.  (G.  Maw).  In  order  to 
reduce  shrinkage,  the  fire-clay  is  often  mixed 
■with  ground  potsherds  to  the  extent  of  about 
one-third  of  its  weight.  The  comparative  in- 
fusibility  of  fire-clays  depends  on  their  high  per- 
centage ol'  silica,  and  on  the  small  proportion 
of  alkalis  present.  Many  highly  silicious  .sub- 
stances, which  are  not  true  clays,  have  come  to 
be  used  in  the  preparation  of  certain  fire-bricks  : 
thus  the  so-called  '  Dinas  clay,'  from  the  Vale  of 
Neath  in  Glamorganshire,  largely  emploj'ed  in 
the  copper-smelting  furnaces  of  South  Wales,  is 
really  a  disintegrated  sandstone,  containing  as 
much  as  98  p.c.  of  sDica.  Another  highly 
silicious  rock  is  the  ganister,  which  forms  the 
aeat-stone  beneath  certain  coal-seams  in  the 
lower  coal-measures  of  Yorkshire,  and  is  exten- 
sively used,  when  ground  and  inixed  with  water, 
for  lining  Bessemer  converters.    The  following 
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analyses  represent  the  composition  of  certain 
fire-clays : — 


'  

I. 

II. 

III. 

Silica  . 

65-10 

67-12 



68-12 

Alumina 

22-22 

21-18 

26-69 

Ferric  oxide 

1-85 

2-00 

Potash 

0-18 

2  02 

1-17 

Lime . 

0-14 

0-32 

1-15 

Magnesia 

0-18 

0-84 

0-59 

Ferrous  oxide 

1-92 

Water,  combined  . 

7-10 

4-82 

0-20 

„  hygroscopic 

2-18 

1-39 

Organic  matter 

0-58 

0-90 

• 

99-60 

100-44 

99-92 

I.  Stourbridge,  by  C.  Tookey.  IL  Dowlais, 
by  E.  RUey.  III.  Better-bed  fire-clay.  Bowling, 
Yorkshire,  by  J.  W.  Westmorland.  No.  I.  con- 
tained 0-06  p.c.  P2O5  ;  III.  contained  0-87  p.c. 
TiOj.  RUey  has  found  as  much  as  1-05  p.c. 
TiOa  in  a  Stourbridge  fire-brick. 

The  fire-clay  of  Glenboig,  Lanarkshire,  has 
been  examined  by  J.  W.  Gregory  and  D.  P. 
McDonald  (Proc.  Roy.  Soc.  Edin.  1910,  30,  348, 
374),  who  find  that  the  fine-grained  clay  sub- 
stance forming  the  bulk  of  the  material  is  present 
as  minute  rounded  granules  about  0-001  mm. 
in  diameter  ;  this  is  amorphous  and  not  crystal- 
line, and  is  referable  to  the  mineral  species 
haUoysite  rather  than  to  kaolinite.  Embedded 
in  it  are  abundant  grains  of  quartz,  some  grains 
of  felspar,  and  minute  crystals  of  a  rhombo- 
hedral  carbonate  referred  to  sideroplesite  (a 
variety  of  chalybite). 

(For  a  large  series  of  analyses  of  British  and 
foreign  fire-clays,  v.  Percy's  Metallurgy  :  Fuel, 
1875,  87 ;  H.  Ries,  Clays,  their  Occurrence, 
Properties,  and  Uses,  2nd  ed.  New  York,  1908.) 

F.  W.  R. 

FIRE   EXTINCTION   AND  PREVENTION. 

Combustion,  as  it  exists  in  ordinary  cases  of 
fire,  is  due  to  the  rapid  combination  of  the 
burning  material  with  the  oxygen  of  the  air  at 
temperatures  above  the  ignition-point,  and  it 
may  be  extinguished  either  by  lowering  the 
temperature  of  the  burning  mass  below  the 
point  necessary  for  the  continuance  of  the  com- 
bustion, or  by  cutting  off  the  access  of  air,  and 
so  depriving  the  combustion  of  the  oxygen 
which  is  essential  for  its  support. 

The  usual  method  adopted  for  extinguishing 
a  fire  is  to  pour  on  to  the  blazing  material  a  large 
volume  of  water,  and  this  acts  partly  by  render- 
ing heat  latent  in  its  evaporation,  and  so  cooling 
down  the  burning  mass,  and  partly  by  the  steam 
generated  driving  back  the  air  and  so  giving 
time  for  the  cooling  action  to  take  eSect. 

The  force  with  which  the  water  is  thrown 
upon  the  burning  body  also  produces  a  con- 
siderable effect  by  sweeping  the  flame  from  the 
surface  and  so  extinguishing  the  burning 
gaseous  products. 

Although,  in  -round  figures,  1  lb.  of  well- 
dried  wood  on  combustion  will  convert  about 
5  lbs.  of  water  into  steam,  yet  in  the  early  stages 
of  a  fire  it  is  only  the  surface  of  the  wood  that  is 
burning,  so  that  the  5  lbs.  of  water  will  have  a 
useful  effect  over  a  considerable  surface,  whilst 


the  steam  generated  occupies  a  volume  about 
1700  times  that  of  the  water  used. 

In  the  use  of  water,  a  certain  amount  of 
discretion  is  necessary,  as  otherwise  undesired 
results  may  follow.  For  instance,  in  a  big 
warehouse  fire,  the  lower  portion  soon  becomes 
a  mass  of  red-hot  carbonaceous  matter,  and  if 
water  is  recklessly  played  into  this,  the  water 
is  almost  instantly  turned  into  steam,  which  is 
decomposed  in  passing  through  the  surrounding 
red-hot  carbon,  forming  a  mixture  of  hydrogen 
and  carbon  monoxide,  known  as  '  water  gas.' 
This  gas  is  inflammable,  and  by  its  combustion 
adds  to  the  general  blaze,  whilst,  if  it  escapes 
being  ignited,  it  may  collect  under  ceilings  and 
roofs,  where,  mixing  with  air,  it  forms  a  highly 
explosive  mixture  liable  to  be  ignited  by  any 
chance  flame  or  spark. 

If,  however,  the  water  is  directed  on  to  the 
top  of  the  mass,  the  carbonaceous  matter  is 
cooled  downwards,  so  that  the  steam  evolved 
does  not  pass  through  the  glowing  carbon, 
and  there  is  thus  the  minimum  generation  of  in- 
flammable products. 

A  fire  can  also  be  extinguished  by  practically 
smothering  it  by  cutting  off  the  supply  of  air, 
and  although  this  is  rarely  practicable,  yet  the 
closing  of  aU  doors  and  windows,  by  reducing 
the  quantity  of  air  available,  checks  the  com- 
bustion. 

Water  is  useless  for  the  extinction  of  burning 
oils  and  spirits,  as  these,  being  lighter  than 
water,  float  on  the  surface  and  continue  to  burn. 
The  best  way  of  treating  a  fire  of  this  kind  is  to 
throw  on  it  sand  or  earth  or  anything  that  will 
serve  to  keep  the  air  away,  and  so  cause  the  flame 
to  die  out. 

Attempts  have  been  made  to  employ  certain 
gases  which  are  unable  to  support  combustion, 
and  which  can  be  obtained  commercially  at  a 
fairly  cheap  rate,  but  the  advantages  of  this 
method  are  very  doubtful,  as,  unless  the  whole  of 
the  surrounding  air  can  be  replaced  by  an  atmo- 
sphere of.  the  extinguishing  gas,  little  good 
results.  With  a  fire  well  alight  in  an  open  space, 
there  is  always  a  strong  up-current  of  hot  air 
and  the  products  of  combustion,  so  that  any  gas 
poured  on  to  the  fire  would  be  carried  upwards 
out  of  the  area  where  it  would  be  effective.  In 
certain  cases,  however,  as  in  confined  spaces, 
this  method  has  its  uses.  For  instance,  when  a 
chimney  is  on  fire,  the  combustion  can  be 
stopped  by  throwing  a  handful  of  sulphur  on 
the  fire  in  the  grate.  The  sulphur  burns, 
forming  sulphur  dioxide,  and  this  being  drawn 
up  the  chimney  cuts  off  the  supply  of  air  from 
the  burning  soot  and  so  extingui.shes  the  fire. 

The  fact  that  certain  gases  and  salts  will 
extinguish  a  fire  under  certain  conditions,  has 
led  to  a  variety  of  apparatus  being  designed, 
which  are  known  under  the  name  of  chemical 
extincteurs,  and  vary  in  size  from  the  smaU  hand 
grenade  to  the  horse-drawn  or  motor-driven 
chemical  fire  engine.  Amongst  the  substances 
that  have  been  brought  into  requisition  for  tliis 
purpose  are  such  gases  as  carbon  dioxide, 
hydrochloric  acid  gas,  and  ammonia,  none  of 
which  supports  combustion,  and  salts,  like 
common  salt  and  borax,  tungstates  and  phos- 
phates of  the  alliali  metals,  which  form  a 
protective  coating  on  the  surface  of  the  com- 
bustible material. 
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Extincteiii's  may  he  divided  into  two  classes, 
thoso  in  which  carbon  dioxide  is  generated 
ra.pidly  from  a  cliargo  of  some  cairbonato,  such 
as  chalk  or  sodium  carbonate,  and  an  acid  in 
the  presence  of  a  largo  volume  of  water.  The 
pressure  created  by  the  evolution  of  the  carbon 
dioxide  in  the  containing  vessel  causes  the  water 
to  dissolve  the  gas,  and  at  the  same  time  the 
pressure  drives  the  water  holding  the  gas  in 
solution  through  the  small  hose  and  nozzle  on 
to  the  fire.  The  water,  as  soon  as  it  is  subjected 
to  the  ordinary  atmospheric  pressure  and  heat, 
gives  up  the  carbon  dioxide,  which,  together 
with  the  steam,  drives  the  air  away  from  the 
burning  material,  whilst  the  cooling  effect  of  the 
water  is  aided  in  the  extinction  by  the  salts  in 
solution  coating  the  heated  mass. 

The  substances  generally  emi^loyed  for  the 
rapid  evolution  of  the  carbon  dioxide  are  sodium 
carbonate  and  hydrochloric  or  sulphuric  acid. 
These  chemicals  must,  of  course,  be  kept 
separate  in  the  extincteur  until  the  moment 
when  the  apparatus  is  brought  into  action,  and 
there  are  several  devices  for  securing  this  end. 
In  some  cases,  the  acid  is  contained  in  a  thin 
glass  bottle,  which  is  left  unsealed,  at  the  top  of 
the  apparatus,  whilst  the  carbonate  is  dissolved 
in  the  water.  On  turning  the  containing  vessel 
up.side  down,  the  acid  runs  out  of  the  bottle  and 
mingles  with  the  carbonate  solution,  causing 
immediate  evolution  of  the  ga§.  In  other  forms, 
the  acid  is  in  a  sealed  bottle,  which  is  broken 
either  by  the  release  of  a  leaden  weight  inside 
the  extincteur  or  by  a  blow  on  a  plunger  from 
outside.  In  the  large  forms  of  extincteur,  the 
acid  is  contained  in  a  bottle  covered  by  a  lead 
capsule,  which  can  be  pierced  when  necessary 
by  a  lever  from  outside  the  apparatus.  By 
multiplying  the  number  of  the  cylinders,  a  con- 
tinuous stream  of  water  cliarged  with  carbon 
dioxide  can  be  obtained,  as,  whilst  one  cylinder 
is  in  action,  the  second  can  be  charged  ready  for 
use  when  the  first  is  exhausted. 

The  .second  class  of  extincteur  contains  solu- 
tions of  chemicals  which  coat  the  combustible 
materials,  and  in  adilition  some  of  them  employ 
chemicals  which  give  off  extinctive  gases  when 
subjected  to  the  heat  of  the  fire. 

One  of  the  mo.st  effective  of  the  many  solu- 
tions that  can  be  used  for  this  purpose  is  a  solu- 
tion of  a  mixture  of  sodium  sulphite  and  am- 
monium chloride  in  molecular  proportions. 
When  this  is  thrown  upon  a  hot  fire,  sulphur 
dioxide  and  ammonia  are  set  free  and  smother 
the  combustion,  whilst  the  remaining  combus- 
tible gets  coated  with  a  glaze  of  common  salt. 

For  small  fires  and  in  the  earliest  stages  of 
a  fire  in  an  enclosed  space,  extincteurs  have 
proved  very  useful,  but  in  the  open  and  with  a 
strong  conflagration  they  are  jserfectly  useless. 
A  fire  can  rapidly  and  easily  be  extinguished  if 
it  be  attacked  within  a  few  minutes  of  its  start- 
ing, but  in  the  majority  of  cases  the  fire  originates 
during  the  night  or  wlien  tlie  place  is  shut  up,  so 
that  by  the  time  the  outbreak  is  noticed  the  fire 
has  gained  a  firm  hold.  In  order  to  cope  with 
these  ca.ses,  numerous  automatic  devices,  such 
as  sprinklers,  have  been  brought  forward. 

The  first  form  of  automatic  .sprinkler  was 
introduced  by  Major  A.  Stewart  Harrison,  who 
had  the  idea  of  fitting  the  various  rooms  to  be 
protected  with  a  system  of  water  pipes  furnished 


I  at  the  necessary  places  with  nozzles  closed  by 
easily  fusible  metal  plugs.    Any  serious  rise  in 

I  temperature  melted  the  plugs  and  started  the 
flow  of  water  througli  the  various  jets.  Tliis 
device  is  the  basis  of  many  modilications,  and 
although  the  systems  have  attained  considerable 
perfection,  they  have  not  been  adopted  to  any 
very  great  extent  in  England,  a  result  partly 
due  to  the  disinclination  of  owners  of  property 
to  spend  more  than  they  can  possibly  help  in  the 
way  of  protection,  and  partly  to  the  fact  that  the 
damage  caused  to  the  goods  by  the  water  is 
often  as  great  as  that  due  to  the  fire.  In 
America,  however,  automatic  sprinlders  have 
been  widely  employed,  and  many  different  forms 
of  apparatus  are  in  use. 

It  is  the  earlier  stages  of  an  outbreak  of  fire 
that  are  the  most  important  from  the  point  of 
view  of  ease  of  extinction,  and  in  order  to  draw 
attention  as  soon  as  possible  to  an  outbreak  of 
fire  in  a  building,  such  as  a  closed  warehouse, 
automatic  fire  alarms  have  been  devised,  which 
on  an  undue  rise  of  temperature,  complete  an 
electric  circuit  and  ring  a  bell  at  a  fixed  place 
some  distance  away,  say,  at  a  fire  station.  The 

I  first  forms  of  automatic  fire  alarm  consisted  of 
thermostats,  which  were  sensitive  thermo- 
meters, into  the  bore  of  which  were  sealed 

I  platinum  contacts  :  as  the  temperature  at  the 
seat  of  the  fire  rose,  the  mercury  of  the  thermo- 

[  Stat  expanded  and  completed  an  electric  con- 
nection, causing  a  fire  alarm  to  ring.  But  these 
were  not  certain  in  action,  owing  to  the  surfaces 
of  the  mercury  and  platinum  becoming  dirty 
and  failing  to  establish  contact,  so  to  obviate 
this  trouble,  liquids  having  a  cleansing  action 
were  introduced  above  the  surface  of  the 
mercury  to  prevent  any  amalgamation  or 
oxidation  and  ensure  contact. 

Another  form  of  thermostat  consists  of  a 
closed  U-tube  containing  mercury,  above  the 
surface  of  which  in  each  limb  a  volatile  liquid  is 
confined,  and  one  limb  is  also  surrfmnded  liy  an 

j  insulating  .sleeve.    A  siulden  rise  of  temperature 

I  will  cause  the  liquiil  to  volatilise  more  rapidly 
in  the  exposed  limb,  and  so  drive  the  mercury 
downwards  :  this  action  opens  a  clo.sed  electric 
circuit  and  closes  a  secondary  sy.stem,  which 
transmits  a  signal  to  any  required  spot.  A 
differential  thermostat  is  also  used  in  connection 
with  a  fixed  temperature  thermostat,  which 
remains  stationary  until  a  definite  temperature 
is  attained,  and  then  has  a  long  range  for  a  small 
increase  in  temjierature.  After  the  first  warning 
call  has  been  given,  a  further  rise  in  temperature 
gives  a  fire  call. 

!      Some  alarms  depend  for  their  action  upon 

j  the  unequal  expansion  of  metals,  wliilst  others 
rely  on  the  difference  in  rate  of  expansion 
between  relatively  large  and  small  masses  of  the 
same  metal  ;  but  in  all  cases,  the  movement 
brought  about  by  the  sudden  rise  of  temperature 
is  made  to  complete  an  electric  circuit,  and  thus 
give  warning  at  some  predetermined  place. 

Although  timber,  like  all  organic  substances, 
is  combustible  and  is  burnt  away  when  .subjected 

I  to  a  high  temperature,  yet  it  can  bo  treated  in 
such  a  way  as  to  render  it  fireproof,  so  that, 
instead  of  causing  it  to  burn  away,  intense  heat 

I  merely  chars  it.  Various  sub.stances  have  been 
suggested  for  this  purpose,  but  many  of  these 

;  so-caUed  '  antipyrenes  '  have  proved  unsuitable 


508 


FIRE  EXTINCTION  AND  PREVENTION. 


owing  to  their  injurious  effect  upon  the  wood  or 
upon  the  paints  and  varnishes  used  upon  it. 
Common  salt  was  at  one  time  rej^arded  witli 
much  favour  as  a  firoprooRng  material  for  wood, 
but  its  hygroscopic  properties  ultimately  caused 
its  use  to  be  abandoned. 

Any  substance  which  is  to  be  used  for  fire- 
proofing  wood  must  have  no  deleterious  action 
on  the  wood  or  corrode  the  nails  and  screws 
inserted  in  it,  and  must  also  be  a  stable  and  non- 
volatile body,  otherwise,  although  the  chemical 
might  do  the  required  work  for  a  short  period, 
if  evaporated  it  would  leave  the  wood  as  in- 
flammable as  before.  The  compounds,  which 
practical  experience  has  shown  to  be  of  use  in 
this  direction  are  ammonium  cliloi'ide,  am- 
monium phosphate,  ammonium  sulphate,  cal- 
cium chloride,  magnesium  chloride,  zinc  cliloride, 
zinc  sulphate,  stannous  chloride,  alum,  borax, 
boracic  acid,  and  the  tungstates. 

On  a  practical  scale,  the  timber  is  run  on  a 
trolley  into  a  large  chamber,-  which  is  sealed  up 
and  then  exhausted  of  air  as  far  as  possible.  In 
this  way,  all  the  air  and  moisture  are  extracted 
from  the  cells  of  the  wood,  and,  after  allowing 
the  wood  to  remain  in  the  vacuum  for  some  time 
to  complete  the  extraction,  the  solution  of 
chemicals  is  run  into  the  chamber,  the  whole  of 
the  contents  being  then  placed  under  hydraulic 
pres.sure,  the  amount  of  which  is  carefuUy  regu- 
lated according  to  the  nature  of  the  wood  under 
treatment,  as  the  pressure  required  by  a  dense 
wood  would  crush  and  destroy  the  cells  of  a 
lighter  timber.  A  gauge  glass  on  the  chamber 
shows  when  the  right  proportion  of  liquid  has 
been  absorbed,  when  the  wood  is  removed, 
drained,  and  dried  at  a  definite  temperature. 
The  temperature  to  which  the  wood  is  subjected 
for  drying  purposes  has  a  great  effect  upon  the 
quality  of  the  final  product :  too  high  a  tempera- 
ture wiU  cause  the  wood  to  be  brittle,  but  if  the 
correct  temperature  be  employed,  the  wood 
dries  with  all  its  original  qualities  unimpaired,  but 
with  the  added  property  of  non-inflammability. 

Wood  treated  in  this  way,  with  mixtures  of 
ammonium  phosphate  and  boracic  acid,  can  be 
worked  in  just  the  same  way  as  non-treated 
wood  :  it  has  no  injurious  effect  upon  the  tools, 
and  will  take  paints,  varnishes,  and  other  decora- 
tive material  as  well  as  before  treatment,  whilst 
nails  and  screws  do  not  corrode  in  it. 

When  wood  thus  treated  is  subjected  to  the 
action  of  a  flame,  charring  takes  place,  as  the 
(•ellulose  of  the  wood  fibre  is  still  left,  and  under 
the  action  of  heat  is  carbonised,  but  directly 
the  flame  is  removed  the  charred  mass  blackens, 
and  no  spreading  of  the  fire  takes  place.  This 
effect  is  due  to  the  chemicals  used  (chiefly  am- 
monium phosphate  and  boracic  acid)  being 
forced  into  the  cells  of  the  wood  by  the  course 
of  treatment  adopted,  and  once  there  it  is 
practically  impossible  to  remove  them.  Under 
the  influence  of  heat,  the  ammonium  phosphate 
decomposes,  giving  off  ammonia  and  phosphoric 
acid,  the  former  of  which  drives  any  air  out  of 
the  wood  replacing  it  by  a  non-combustible  gas, 
whilst  the  phosphoric  acid  together  with  the 
boracic  acid  coat  the  cell  walls  with  a  glaze,  which 
prevents  the  access  of  oxygen  from  the  air  to 
carry  on  further  combustion.  V.  B.  L. 

FISCHER  S  SALT,  Potassium  cobaltinitrite. 

FISETIN,  FISETOL  v.  Young  fustic. 


FISH  OILS  V.  Oils  and  Fats. 

FLAGSTONE.  A  stratified  rock  which  may 
lie  sjilit  along  tlu^  planes  of  bedding  into  smooth- 
faced slabs,  suitable  for  use  as  paving  .stones. 
If  the  stone  is  too  absorbent,  or  finely  laminated, 
the  surface  is  apt  to  flake  off  by  the  action  of 
frost.  As  hardness  and  durability  are  essential 
in  a  flagstone,  sandstones  are  superior  to  calca- 
reous or  argillaceous  rocks.  The  flaggy  sand- 
stones are  generally  micaceous ;  and  their 
fissility  may  be  partly  due  to  the  presence  of 
mica  along  definite  planes.  The  best  English 
flagstones  are  derived  from  the  lower  coal-mea- 
sures, the  millstone  grit,  and  the  Yoredale  rocks. 
Most  of  the  flags  used  for  paving  the  streets  of 
London  are  obtained  from  the  Yorkshire  coal- 
field. The  Elland  flagstone,  which  is  extensively 
worked,  is  a  fine-grained  micaceous  sandstone 
from  the  lower  coal-measures,  or  ganister  series, 
extending  with  persistence  through  the  coal- 
fields of  Yorkshire,  Lancashire,  and  Derbyshire. 
In  Scotland,  the  lower  old  red  sandstone  yields 
paving  slabs  of  very  large  size,  the  best-known 
being  the  dark-grey  flagstones  of  Caithness  and 
the  Arbroath  pavement  of  Forfarshire. 
I  F.  W.  R. 

FLAKE  WHITE.  A  variety  of  white  lead 
{v.  Lead).  The  term  is  also  applied  to  basic 
bismuth  nitrate. 

FLAME. 

Incandescence  of  gases.  When  solids  and 
liquids  are  heated  beyond  a  certain  temperature 
by  an  external  source  of  heat,  they  become 
j  luminous,  and  the  intensity  of  the  light  emitted 
increases  very  rapidly  as  the  temperature  is 
further  increased.  There  is  no  reason  to 
suppose  that  gases  would  behave  differently 
except  in  degree,  for  according  to  the  kinetic 
molecular  theory  of  matter,  light  should  arise 
'  from  molecular  vibrations  occasioned  by  mole- 
cular collisions.  It  is  doubtful,  however — 
whatever  may  be  the  case  in  celestial  bodies — 
whether  a  gas  has  ever  been  brought  by  artifice 
into  what  may  be  called  a  state  of  purely 
thermal  glow.  The  high  transparency  of  gases 
to  light  is  correlative  to  a  very  low  emissivity. 
Iodine  vapour,  which  is  an  exceptional  gas  in 
its  absorptive  power,  does  indeed  glow  when 
heated  in  a  glass  tube  even  when  the  walls  are 
considerably  below  a  red  heat,  but  there  is 
reason  to  laelieve  that  this  glow  is  connected 
with  the  dissociation  and  recombination  of  the 
atoms  in  the  iodine  molecule  (see  especially 
Evans,  Astrophys.  J.  32,  1,  1910). 

Attempts  to  heat  colourless  gases,  such  as 
nitrogen,  to  the  glowing-point,  have  given 
negative  results. 

In  almost  every  case,  a  flame  is  glowing  gas, 
and  in  view  of  the  facts  just  recited  we  must 
add  the  qualification,  so  far  as  terrestrial  con- 
ditions are  concerned,  that  the  glow  is  the 
accompaniment  of  chemical  change.  It  would  be 
possible  to  refine  upon  this  definition.  A 
« flame '  of  pure  hydrogen  in  dustless  air  is. 
according  to  Stas,  invisible,  the  radiation  of 
short-wave  length  being  wholly  in  the  ultra- 
violet. Again,  the  glow  observed  during  the 
decomposition  of  acetylene  in  a  hot  tube  may 
be  due  wholly  to  the  particles  of  liberated  carbon 
and  in  no  degree  to  anything  gaseous.  But, 
speaking  generally,  the  basis  of  flame  is  a 
glowing  gas,  and  the  exciting  cause  chemical 
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action.  This  description  would  include  ordinary 
hot  flames  and  also  flames  of  the  kind  called 
phosph(_)rcsccnt,  which  may  Ijo  quite  cold  in  the 
ordinary  sense  of  the  word. 

If,  then,  a  chemical  change  takes  place, 
resulting  in  the  production  of  gas  and  the  libera- 
tion of  a  quantity  of  latent  chemical  energy,  a 
flame  may  make  its  appearance.  Experience 
shows  that  this  only  occurs  when  the  amount  of 
energy  liberated  is  very  considerable,  in  other 
words,  flames  are  only  to  be  expectctl  during 
the  resolution  of  highly  endothermic  compounds, 
like  guiu-otton,  into  gaseous  constituents,  or 
during  the  formation  of  highly  exothermic 
compound  gases  from  their  components,  as  in 
the  case  of  carbon  dioxifle  from  carbon  monoxide 
and  oxygen.  In  pliosplioroscent  flames,  such 
as  that  of  phosphorus,  the  energy  liberated  per 
gram-molecule  of  product  formed  is  no  less 
considerable. 

Flames  produced  during  the  decomposition 
of  single  endothermic  comisounds  do  not  call 
for  any  detailed  consideration,  since,  apart 
from  their  genesis,  they  do  not  present  many 
special  features  of  interest.  The  case  of  acety- 
lene is  interesting,  inasmuch  as  a  flame  initiated 
in  a  column  of  the  gas  at  one  point  is  not  propa- 
gated for  more  than  a  short  distance,  unless  the 
gas  is  under  a.  i^ressure  of  about  two  atmospheres. 

Conditions  determining  flame.  The  princi- 
ples underlying  flame  phenomena  are  best  con- 
sidered in  the  ordinary  case  where  the  flame  is 
occasioned  by  combination  between  two  sub- 
stances, either  single  substances  or  mixtures  of 
substances.  Such  a  case  as  that  of  coal  gas  and 
air  is  complicated  by  the  fact  that  Iroth  these 
substances  are  mixtures,  and  it  is  to  be  remem- 
bered that  in  the  intermingling  of  such  mixtures 
the  diffusive  power  of  each  component  will 
assert  itself  and  lead,  for  the  moment,  to  local 
variations  of  condition. 

In  selecting  even  one  of  the  simplest  cases 
for  the  purpose  of  discvissing  flame  phenomenon, 
it  is  necessary  to  premise  that  there  are  many 
factors  of  which  we  have  at  present  only  an 
imperfect  knowledge,  and  many  doubtless  of 
which  we  have  no  conception  at  all.  We  may 
recall,  for  example,  the  remarkable  discoveries 
wliich  have  been  made  in  recent  years  con- 
cerning the  influence  of  minute  quantities  of 
water  vapour  upon  the  initiation  and  intensity 
of  ef)mbustion.  The  mechanism  of  what  was 
formerly  regarded  as  so  simple  a  chemical 
phenomenon — the  burning  of  hydrogen— is  full 
of  difficulties.  H.  B.  Dixon,  discussing  this 
subject  very  fully  (Chem.  Soc.  Trans.  1910,  97, 
661),  considers  that  steam  intervenes  in  the 
initial  action  of  hydrogen  on  oxygen  at  moderate 
temperatures,  but  he  does  not  think  it  necessary 
for  the  propagation  of  a  flame  once  started  in 
the  mixture.  The  mode  of  action  of  the  steam, 
wiiich,  according  to  E.  W.  Morley's  calculation, 
quoted  by  Bone  (British  Association  Reports, 
1 9 10),  is  present  to  less  than  the  extent  of 
4  molecules  fier  1000  million  molecules  of  dried 
gas,  is  at  present  unintelligible. 

Notwithstanding  Larmor's  conclusion  about 
the  infrequency  of  trimolecular  collisions  in  a 
gas,  and  the  support  thereby  given  to  the 
theoretical  and  experimental  inference  of  other 
workers  as  to  the  probability  of  one  molecule  of 
hydrogen  uniting  initially  with  one  molecule  of 


oxygen,  Dixon  shows  that  there  are  great  diffi- 
culties in  maintaining  that  hydrogen  peroxide 
is  the  first  product  foruied  in  a  hydrogen  llame. 

Similar  complications  present  themselves  in 
nearly  every  case  of  combustion.  The  main 
phenomena  of  flame  can,  however,  bo  usefully 
discussed  without  entering  into  minutiae  of  the 

I  chemical  transactions  involved,  and  this  course 
will  be  taken  in  what  folbiws. 

Limits  of  inflammability.  In  order  that  a 
flame  of  the  common  type  may  be  produced,  it 
is  necessary  to  have  the  combining  substances 

I  mixed  in  certain  proportions,  and  to  heat  a 
portion  of  the  mixture  initially  to  a  certain 
temperature.  The  proportions  within  which 
self-sustaining  flame  may  be  incited  are  called 
the  limits  of  iiijidiiiiinihilifij,  and  the  temperature 
at  which  self-sustaining  flame  is  set  up  is  called 
the  iemperaiiirc  of  ignition. 

When  a  portion  of  a  stationary  inflammable 
mixture  is  raised  to  the  temperature  of  ignition, 
unless  the  quantity  so  heated  is  very  minute,  a 
flame  travels  through  the  mixture.  The  flame 
may,  however,  be  quenched  in  the  neighbour- 
hood of  surfaces  of  high  heat  conductivity,  as, 
for  example,  when  it  enters  narrow  tubes  or 
impinges  upon  a  fine  metallic  meshwork,  '^I'his 
is  the  well-known  principle  which  applies  in  tlic 
miner's  safety  lamp,  the  flaming  fire-damp  and 
air  within  the  lamp  being  extinguished  in  con- 
tact with  the  metallic  gauze.  The  rate  at  which 
a  flame  travels  through  an  inflammable  mixture 
depends,  apart  from  the  forrii  and  material  of 
the  enclosure,  on  the  natuie  of  the  gases,  on 
their  proportion  in  the  mixture,  and  on  the 

!  distance  traversed.  Formerly,  the  rates  of 
inflammation  of  gaseous  mixtures  were  supposed 
to  be  very  moderate.  Thus,  for  hydrogen  and 
oxygen  in  the  proportions  of  electrolytic  gas, 
Bunsen  gave  the  rate  of  propagation  of  flame 
as  34  metres  per  second. 

The  existence  of  vastly  higher  rates  was  first 
demonstrated  by  Berthelot,  in  the  discovery  of 
the  '  explosive  wave,'  and  as  the  result  (jf  iiis 
researches  as  well  as  those  of  Mallard  and  Lo 
Chatelier  and  H.  B.  Dixon,  we  now  know  that 
in  many  gaseous  mixtures  the  initial  slow  rate 
of  inflammation  may  be  succeeded  by  a  rate  of 
explosion  or  detonation,  amounting  to  between 

j  1500  and  3500  metres  per  second.    If  mixtures 

j  of  this  kind  be  ignited  at  the  end  of  a  hmg  tube, 
the  flame  first  proceeds  with  a  sensibly  uniform 
velocity  for  a  distance  of  from  0-25  to  1  metre 
(period  of  inflammation) ;  then  a  vibratory 
movement  ensues,  which  increases  in  intensity 
until  finally  the  explosive  wave  is  set  up,  and  the 
flame  proceeds  through  the  rest  of  the  mixture 
with  the  high  velocity  just  described. 

In  connection  with  flames,  we  are  concerned 

,  only  with  the  rates  of  inflammation,  and  these 
are  exhibited  for  a  number  of  mixtures  in  the 
diagram  (Fig.  1.  taken  from  Bunte)  (Bcr. 
1898,  31,  5). 

As  will  be  seen  from  the  diagram,  the  rate 
of   propagation   of   flame   is   not  necessarily 

'  greatest  in  mixtures  containing  the  combining 
gases  in  the  proportions  just  required  for  com- 
plete combination.  The  flame  in  a  mixture  of 
40  p.c.  of  hydrogen  and  60  p.c.  of  air  has  a  higher 
rate  of  propagation  than  one  with  28  or  29  p.c. 
of  hydrogen  (the  stoichiometric  proportions). 
This  apparent  anomaly  is  explained  when  we 
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consider  that  ( 1 )  heat  evolution  per  unit  volume 
of  the  mixture  diminishes  as  we  depart  from  the 
stoichiometrical  proportions  ;  (2)  heat  conduction 
from  layer  to  layer  increases  in  rapidity  as  the 
proportion  of  the  highly  conducting  gas  (hydro- 
gen) increases,  until  (3)  this  accelerating  effect  of 

Mixture  of  combustible  gas  with  air. 


Percentage  ol  combustible  gas. 
Fig.  1. 

the  gas  in  excess  is  balanced  by  the  diminution 
of  heat  evolved  per  unit  volume  of  the  mixture. 

Temperature  of  ignition.  The  temperature 
of  ignition  of  gaseous  mixtures  is,  as  already 
stated,  for  practical  purposes,  the  temperature  to 
which  a  portion  must  be  heated  in  order  to 
produce  self-sustaining  flame.  The  fact  that, 
as  a  rule,  mixtures  are  ignited  by  the  sudden 
application  of  a  very  high  temperature,  such  as 
that  of  a  match  flame  or  an  electric  spark,  led 
for  long  to  a  neglect  of  the  scientific  aspect  of 
the  subject,  and  produced  the  impression,  still 
widely  prevalent,  that  a  flame  appears  necessarily 
per  saltum. 

In  the  light  of  modern  experiment  and 
theory,  according  to  which  the  rate  of  chemical 
action  varies  continuously  with  increasing  or 
decreasing  temperature,  we  should  rather  expect 
flame  to  appear  gradually  as  the  temperature  is 
increased,  if  it  is  merely  an  accompaniment  of 
chemical  action.  The  small  proportion  of  com- 
bining molecules  in  a  gaseous  mixture  at  a  low 
temperature  might  not  occasion  a  perceptible 
amount  of  visible  short-wave  radiation ;  but  as 
the  temperature  progressively  rose  we  should 
expect  a  glow  to  appear  gradually  and  to  in- 
tensify. As  the  rate  of  chemical  action  normally 
increases  very  rapidly  with  increasing  tempera- 
ture, it  is  unnecessary  to  suppose  that  the 
luminosity  would  extend  over  any  great  range 
below  the  temperature  of  ignition,  and,  in  order 
to  investigate  the  subject,  it  is  therefore  necessary 
to  examine  mixtures  in  that  region  of  tempera- 
ture. Almost  the  only  case  that  at  once  presents 
itself  is  that  of  phosphorus.  Phosphorus 
ignites  at  about  60°,  so  that  at  the  ordinary 
temperature  it  is  within  50°  of  its  temperature 
of  ignition.  The  fact  that  its  vapour  glows  at 
ordinary  temperature  is  the  best-known  property 
of  phosphorus.  The  glow  diminishes  as  the 
temperature  is  reduced,  and  disappears  at 
about  7°. 

If  other  combustible  subfstances  are  examined 
under  corresponding  conditions,  the  vast  ma- 
jority show  the  same  property.    AH  that  is  neces- 


sary is  to  heat  them  in  admixture  with  air  to  a 
temperature  near  their  igniting -point,  when  they 
show  all  the  appearance  of  '  phosphorescence.' 

When  phosphorescence  begins,  the  number  of 
molecules  combining  in  a  given  volume  of  the 
gas  is  small,  so  that  the  elevation  of  temperature 
of  the  whole  mixture  will  be  small.  As  the 
temperature  is  raised  and  the  phosphorescence 
intensifies,  a  greater  rate  of  combination  has 
set  in,  and  the  liberation  of  heat  becomes  more 
perceptible. 

The  foregoing  considerations  lead  to  a 
tolerably  precise  characterisation  of  the  tempera- 
ture of  ignition.  As  heat  is  supplied  at  an 
increasing  rate  to  a  gaseous  mixture,  the  rate  of 
combination  increases,  and  if  the  combination 
itself  produces  heat,  a  point  will  be  eventually 
reached  when  this  heat  will  be  produced  with 
sufficient  speed  to  compensate  the  loss  due  to 
radiation  and  conduction.  The  source  of 
external  heat  may  then  be  withdrawn  and  the 
burning  will  continue.  The  temperature  re- 
quired to  induce  this  condition  is  the  tempera- 
ture of  ignition.  It  may  be  well  illustrated  by 
causing  the  vapour  of  carbon  disulphide  to  issue 
from  a  tube  at  the  mouth  of  which  is  a  ring  of 
platinum  wire  that  can  be  gradually  heated  by 
an  electric  current.  A  phosphorescent  flame 
appears  below  the  temperature  of  ignition.  If 
the  current  through  the  platinum  ring  be 
diminished,  the  flame  disappears  ;  if  it  be  raised, 
the  flame  increases  in  intensity  until  a  certain 
temperature  is  attained  when  self-sustaining 
combustion  ensues  and  accessory  heat  from  the 
platinum  ring  is  no  longer  necessary. 

The  following  table  of  ignition  temperatures 
is  taken  from  a  paper  by  Dixon  and  Coward 
(Chem.  Soc.  Trans.  1909,  95,  514)  :— 

The  Ignition  Tempekatuees  of  Gases. 

Ignition  temperature 


In  oxygen 
Between  Mean 
580°-590°  585° 

637°-658°  650° 
803''-818°  811° 
500°-519°  510° 
416°-i40°  428° 

220°-235°  227° 
656°-700°  — 
520°-630°  — 
490°-570°  — 
700°-860°  — 


In  air 
Between  Mean 
580°-590°  585° 

644°-658°  651° 
850°-862°  856° 
542°-547°  543° 
406°-440°  429° 

346°-379°  364° 
650°-750°  — 
520°-630°  — 


Hydrogen 
Carbon  mon- 
oxide (moist) 
Cyanogen 
Ethylene 
Acetylene 
Hydrogen  sul- 
phide . 
Methane 
Ethane 
Propane 
Ammonia 

The  gases  were  separately  heated  to  the  same 
temperature  and  then  allowed  to  meet,  and  in 
this  way  certain  difficulties  attending  earlier 
methods  of  determining  ignition  temperatures 
were  overcome.  Another  method  of  deter- 
mining temperatures  of  ignition  employed  by 
Falk  (J.  Amer.  Chem.  Soc.  28,  1517  ;  29,  J  536) 
and  modified  by  Dixon  (Chem.  Soc.  Trans.  1910, 
97,  674),  consists  in  compressing  the  gaseous 
mixture  under  practically  adiabatic  conditions, 
and  so  heating  it  to  the  point  of  inflammation. 

Types  of  flame.  A  stationary  flame  with 
complete  combustion  may  be  produced  by  ignit- 
ing an  inflammable  mixture  as  it  issues  into  a 
neutral  atmosphere,  or  Ijy  allowing  (jne  of  tiie 
combining  gases  to  issue  from  an  orifice  into  an 
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atmosphere  of  the  other,  and  igniting  the  self- 
mado  mixture  at  the  orifice.  A  third  method  is 
to  liave  one  gas  in  excess  in  the  mixture  and  to 
allow  it  to  issue  into  an  atmosphere  containing 
the  other.  AU  these  conditions  are  found  in 
practice,  and  they  merge  into  each  other.  Let 
us  consider  the  case  of  a  flame  of  carbon  mon- 
oxide in  air,  which  lends  itself  readily  to  experi- 
mental demonstration.    (Sec  Fig.  2.) 

If  undiluted  carbon  monoxide  be  sent  from 
a  cylindrical  tube  under  a  gentle  pressure,  the 
flame  which  is  formed  is  a  simple  hollow  cone  of 
blue  light  resting  upon  the  orifice  of  the  tube  (a). 
If  the  "tube  be  made  of  a  material  of  high  heat 
conductivity,  there  is  a  perceptible  gap  of 


a  b        c       d        e  f 

Fig.  2. 

extinction  between  the  end  of  the  tube  and  the 
superimposed  flame.  The  genesis  of  the  cone 
is  easy  to  understand.  The  escaping  gas  makes 
its  own  mixture  with  air,  and  so  the  stream  is 
burned  through  from  the  outside  as  it  ascends. 
The  current  of  gas,  moreover,  issues  with  a 
greater  velocity  in  the  axis  of  the  tube  than  at 
the  sides,  where  it  is  impeded  by  friction  against 
the  walls,  and  the  unburned  gas  in  the  middle  is 
also  heated  as  it  ascends  through  the  burning 
walls.  All  these  factors  promote  the  conical 
form  of  the  flame.  The  form  of  a  carbon 
monoxide  flame  issuing  from  any  other  kind  of 
orifice  can  be  predicted  from  similar  considera- 
tions. Of  course,  when  the  velocity  of  issue 
increases,  the  case  is  complicated  by  the  turbu- 
lent motion  of  the  gas. 

Let  us  now  consider  the  effect  of  adding  some 
air  to  the  carbon  monoxide  before  it  issues  from 
the  orifice.  Air  added  in  this  way  is  often 
called  primary  air,  and  the  additional  air  taken  i 
from  the  atmosphere  round  the  orifice  to  com- 
plete the  combustion  is  called  secondary  air.  A 
small  quantity  of  primary  air  produces  a 
noticeable  efliect  upon  the  flame.  The  cone 
diminishes  in  height,  and  seems  to  have  a  lining 
of  brighter  blue  (6).  With  a  little  more  air,  the 
lining  is  seen  to  be  a  second  cone  witliin  the  first, 
and  consequently  with  a  gentler  slope.  The 
individuality  of  this  inner  cone  becomes  apparent 
when  the  proportion  of  primary  air  mixed  with 
the  issuing  gas  is  siifficient  to  bring  the  mixture 
well  within  the  limits  of  'inflammability'  (c). 
The  mixture  is,  indeed,  inflaming  downwards,  but 


as  the  rate  of  propagation  does  not  exceed  the 
upward  velocity  of  the  gas  stream,  the  inner  cone 
of  flame  cannot  travel  against  the  gas  stream. 
With  more  air,  however,  a  greater  rate  of  in- 
flammation ensues,  and  eventually  the  inner 
cone,  after  becoming  more  and  more  squat, 
enters  the  tube  and  travels  against  the  gas 
stream,  first  as  a  flat  disc  and  then  as  a  convex 
surface  with  the  bulge  downwards  (d).  Through- 
out all  these  changes,  the  second  or  outer  cone  is 
maintained  at  the  orifice  of  the  tube  by  the  com- 
bustion in  the  external  air  of  the  carbon  mon- 
oxide remaining  in  excess  of  what  the  primary 
air  suffices  to  oxidise  in  the  inner  cone  or 
disc.  It  loses  in  brilliance  owing  to  its  dilu- 
tion with  the  carbon  dioxide  and  nitrogen 
which  come  up  from  the  inner  cone.  If  the 
primary  air  supply  be  further  increased,  the 
outer  cone  wUl  eventually  disappear  altogether, 
for  a  point  is  reached  when  the  oxidation  can  be 
completed  by  the  primary  air  (c).  This,  however, 
is  not  the  end  point,  for  an  excess  of  primary 
air,  just  like  a  defect,  diminishes  the  rate  of 
inflammation,  and  consequently  when  this  rate 
has  been  reduced  below  the  velocity  of  outflow 
of  the  gaseous  mixture,  the  single  (inner)  cone 
of  flame  will  rise  again  to  the  orifice  of  the  tube 
and  remain  there.  It  is  to  be  noted  that  now 
the  flame  consists  of  only  one  film  of  burning 
gas.  The  film  is  still  conical,  in  virtue  of  the 
greater  axial  velocity  in  the  stream  of  gas,  but 
it  has  considerable  thickness,  and  its  lower 
boundary  is  also  a  conical  surface  (/).  There  is 
need  of  a  term  to  distinguish  a  flame  of  gas 
which  is  burning  continuously  tkroughout  the 
whole  or  nearly  the  whole  space  included  by  its 
external  surface,  from  one  which  is  burning  in 
tliin  films  and  whose  external  surface  includes 
chiefly  unburned  gas.  The  word  '  solid '  is 
sometimes  used  in  this  connection,  but  a  '  solid 
carbon  monoxide  flame  '  is  obviously  a  contra- 
diction in  terms.  Perhaps  one  might  speak  of 
a  volume  flame  as  distinguished  from  a,  film  flame. 

The  last  stage  to  be  described  in  the  develop- 
ment of  the  carbon  monoxide  air  flame  is  reached 
when  the  excess  of  primary  air  brings  the 
mixture  near  to  the  limits  of  inflammability,  or, 
precisely  spealdng,  when  the  rate  of  inflamma- 
tion of  the  mixture  is  reduced  below  the  velocity 
of  the  slow-moving  part  of  the  ascending  gas 
mixture  adjacent  to  the  walls  of  the  tube.  The 
flame  then  gets  detached  from  the  orifice,  rises, 
and  disappears. 

The  various  phases  are  shown  diagramma- 
tically  in  Fig.  2. 

In  Fig.  2  (e)  the  inner  cone,  which  has  re- 
treated, is  shown  as  being  arrested  at  the  orifice 
of  the  narrow  tube  through  which  the  mixed 
gases  are  led  into  the  wider  one.  The  arrest  is 
due  to  the  fact  that  the  velocity  of  efflux  tlirough 
the  narrow  tube  exceeds  in  all  cases,  for  the 
present  example,  the  velocity  of  inflammation 
of  the  mixture.  Mention  may  here  be  made  of 
a  piece  of  apparatxis  used  by  Smithells  (Chem. 
Soc.  Trans.  1892,  61,  204),  known  as  the  flame 
separator,  as  it  depends  for  its  action  on  the 
principle  just  referred  to.  The  separator.  Fig.  3, 
consists  of  two  cylindrical  tubes  of  different  dia- 
meter, made  preferably  of  fireproof  glass,  one  of 
which  slides  within  the  other  through  an  india- 
rubber  collar.  A  brass  candle  adapter  attached 
to  the  inner  tube  keeps  the  inner  tube  coaxial 
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with  the  outer  one.    Mixtures  of  an  inflammable 
gas  and  air  can  bo  admitted  tlirougli  the  lower 
end  of  tlio  narrow  tube  by  attaching  a  T-piecc,  or 
more  simply  by  attaching  it  to  a  Bunsen  burner. 
In  all  cases,  a  two -coned  flame  can  be  obtained, 
and  if  the  proportion  of  the  gases  is  suitably 
adjusted  for  a  velocity  of  inflammation  i 
intermediate  between  the  upward  ve- 
locity of  the  mixture  in  the  wide  tube 
and  that  in  the  narrow  one,  the  inner 
cone  will  descend  in  the  wide  tube 
and  come  to  rest  at  the  orifice  of  the 
narrower  one.    If  the  outer  cone  be  now 
slid  down,  a  two-coned  flame  rests  on 
«n|.    the  orifice    of  the  narrow  tube.  The 
SjL    practical  value  of   the   appliance  de- 
pends  on  the  fact  tliat  it  permits  of  the 
aspiration  of  the  interconal  gases  in  a 
pure  state,  and  in  this  way  it  has  been 
of  assistance  in  the  study  of  the  progress 
of  combustion  in  complex  gases. 

Flame  temperatures.  The  principles 
developed  in  the  discussion  of  the  carbon 
monoxide  air  flame  are  applicable  to  all 
flames.  We  may  now  apply  them  in 
connection  with  the  question  of  flame 
temperature. 

In  speaking  of  the  temperature  of 
Fio.  3.  flame  it  is  necessary  to  specify  exactly 
what  is  meant  by  the  term.  Most 
flames  are  composed  of  thin  films,  and  their 
external  surface  includes  a  large  quantity 
of  unburned  gas.  We  might  speak  of  the 
temperature  of  such  a  flame  as  meaning  the 
average  thermal  state  of  the  burning  films  and 
the  included  gas.  This,  however,  is  not  the 
custom.  The  temperature  attainable  by  the 
combustion  of  gas  usually  means  the  temperature 
which  would  be  indicated  by  a  thermometric 
instrument  whoUy  immersed  in  the  region  of 
combustion.  It  is  obviously  very  difficult  to 
make  such  measurements  in  thin  films  of  flame  ; 
in  volume  flames,  produced  by  burning  ready- 
made  mixtures  of  combustible  gas  and  air  it  is 
more  practicable  to  measure  the  temperature 
experimentally.  Flame  temperatures  have  been 
measured  chiefly  (1)  by  exploding  gaseous  mix- 
tures and  calculating  the  temperature  from  the 
increase  of  pressure  ;  (2)  by  means  of  thermo- 
couples, especially  the  platinum  platinum-rho- 
dium couple  of  Le  Chatelier ;  (3)  by  use  of 
optical  pyrometers  in  cases  where  the  flame 
contains  incandescent  solid  ;  (4)  by  analysis  of 
interconal  gases  and  the  application  of  thermo- 
dynamics. The  subject,  both  theoretically  and 
practically,  is  complicated,  and  an  adequate 
discussion  is  impossible  within  the  limits  of  this 
article.  A  '  theoretical  temperature  '  of  flame 
may  be  calculated  from  the  thermal  value  of  the 
reaction,  and  the  mass  and  specific  heat  of  the 
products.  Thus,  in  the  case  of  hydrogen,  taking 
the  heat  of  formation  of  a  gram -molecule  of 
steam  (18  grams)  to  be  57,560  calories,  and  the 
specific  heat  of  steam  at  constant  pressure  as 
0-4805,  we  have  : 

Rise  of  temperature  =  ,  ^-^^^^^"^    =  6655°. 

18x0-4805 

As  a  matter  of  experiment,  the  temperature  of 
an  oxy-hydrogen  flame  is  found  to  be  about 
2400°  (Fery). 

The  discrepancy  is  easily  understood,  for  the 


calculation  involves  several  assumptions  ;  the 
action  is  supposed  to  bo  instantaneous,  so  that 
no  heat  is  ratUated  in  the  process,  and  the  specific 
heat  of  steam  is  supposed  to  be  imaltcrcd  at 
high  temperatures.  Both  these  assumptions 
are  in  conflict  with  experimental  facts. 

Calculated  flame  temperatures,  where  air  is 
used,  proceed  on  the  assumption  that  the  heat 
of  reaction  is  distributed  among  all  the  products, 
including  the  passive  nitrogen,  so  as  to  bring 
them  to  the  same  temperature.  Thus,  in  the 
above  calculation,  we  should,  if  air  were  used 
instead  of  oxygen,  add  a  term  for  the  nitrogen, 
&c.,  and  so  obtain  a  value  of  about  2500°. 

Temperatures  of  flames,  calculated  in  this  way, 
for  combustion  in  air,  approximate  more  nearly 
to  the  measured  temperatures,  and  the  numbers 
obtained  serve  at  least  to  give  an  estimate  of 
the  relative  temperatures  of  different  flames. 

The  following  table  is  calculated  by  Le 
Chatelier,  all  the  substances  being  burnt  in  air : — 
C  to  C0»     .  2040°       CH4  .  1850° 

CtoCO"     .  1280°       C2H2         .  2420° 
CO     .        .  2100°        Producer  gas  13.50° 
H2      .        .  1970° 
To  these  may  be  added  :  combustion  of  C 
in  air  with  5p.c.  imused  oxygen  in  the  products, 
1950°,  ditto  with  5  p.c.  of  CO  in  the  products, 
1930°  :  producer  gas  with  air  supply  heated  to 
1000°,  2150°. 

How  far  these  calculated  figures  accord  with 
direct  measurements  may  be  illustrated  by  the 
following  results,  given  by  Fcry,  who  used  an 
optical  method  : — 

Maximum  Flame  Tbmperattjees  (Fkry,  1904). 

Peg.  C.  neg.  F. 

Bunsen  burner,  gas  fuUy  aerated    1871  3400 
insufficient  air       1712  3114 

Acetylene  flame      .        .        .    2548  4618 

Alcohol  flame  ....    1705  3101 

Denayrouze  burner,  alcohol  and 

air   1862  3384 

Do.,  half  each  alcohol  and  petro- 
leum .spirit  ....    2053  3727 

Hydrogen,  free  flame  in  air       .    1900  3452 

Oxy-coal  gas  blow-pipe  flame    .    2200  3992 

Oxy-hydrogen      „        „        .    2420  4388 
To  these  may  be  added  a  series  of  recorded 

temperatures  of  the  flame  of  a  Bunsen  burner 

using  coal  gas  : 

Maximum  Temperature  in  the  Flame  of  a 
BunsEN  Burner  using  Goal  Gas. 
Date  neg.  (I. 

I860.— Bunsen  and  Kirchhoff  .  .  2350 
1877.— Rosetti  ....  1360 
1892.— Rogers  .  .  .  .1230 
1892.— Lewes        ....  1630 

1895.  — M'Crae       .        .        .  .1725 

1896.  — Waggener  ....  1770 
1899.— Berkenbusch  .  .  .  1830 
1902.— White  and  Travcr  .  .  1780 
190.5.— F('ry  1871 

Only  the  later  numbers  are  of  importance. 
Fery  estimates  the  temperature  of  the  electric  arc 
to  be  3760°,  and  that  of  the  sun  to  be  7800°. 
The  temperature  of  the  acetvlene-oxygen  flame 
is  supposed  to  be  between  3000°  and  4000°. 

Another  aspect  of  the  temperature  question 
presents  itself  when  the  practical  use  of  flames 
is  involved.    As  an  example,  we  may  briefly 
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discuss  the  use  of  a  coal-gas  air  llame  for  heating 
a  Welsbach  mantle.  The  object  is,  of  course, 
to  get  the  maximum  flux  of  light  from  the  con- 
sumption of  a  fixed  amount  of  coal  gas,  in  other 
words,  we  seek  to  raise  the  maximum  numtle 
surface  to  the  maximum  temperature.  A 
primary  consideration  is,  that  as  the  temperature 
is  raised  the  intensity  of  light  emitted  increases 
in  a  much  more  rapid  ratio.  The  total  energy 
radiation  of  an  ideally  '  black  body  '  increases 
as  the  fourth  power  of  the  absolute  temperature, 
and  of  this  radiation  the  proijortion  which  is 
visible  also  increases  in  a  rajjid  ratio.  'J'his 
is  especially  the  case  with  the  Welsbach  mantle 
which  has  a  selective  radiating  power  for  short 
wave  lengths,  liven  a  small  reduction  in  tem- 
jierature  must  therefore  be  accompanied  by  a 
loss  of  intrinsic  brilliance. 

Again,  having  regard  to  the  shape  of  a 
mantle,  to  its  inevitable  irregularities,  original 
or  acquired,  and  to  the  unsteadiness  of  a  flame, 
it  is  evident  that  a  high  temperature  can  only 
be  attained  when  it  is  suspended  in  a  tolerably 
thick  stratum  of  flame,  although  the  mantle  has 
doubtless  a  steadying  and  localising  effect  on 
the  flame. 

Reverting  to  the  discussion  of  the  carbon 
monoxide  air  flame  we  may  easily  apjily  the 
conclusions  to  the  case  of  a  Bunsen  burner, 
using  coal  gas  and  air.  This  burner,  as  used  in 
its  ordinary  form,  draws  in  tlirough  the  air  j)orts 
at  the  base  (by  the  injector  action  of  the  coal 
gas  escaping  from  the  nipple)  from  2  to  2^  times 
its  volume  of  air,  about  half  the  amount  required 
for  complete  combustion.  This  air  effects  a 
partial  oxidation  of  the  coal  gas,  and  yields  an 
inner  cone  of  flame  ;  the  oxidation  is  completed 
when  the  products  from  the  inner  cone  mingle 
with  the  external  air,  an  outer  cone  being  formed. 
A  Bunsen  or  '  atmospheric '  burner  thus  gives  a 
double  flame.  If  the  two  cones  be  separated  by 
a  considerable  interval  in  the  flame  separator, 
it  is  easy  to  show  that  the  temperature  reigning 
in  the  inner  cone  exceeds  that  in  the  outer  cone, 
but  if  the  two  cones  are  close  together,  the 
reverse  is  the  case.  The  explanation  is  to  be 
found  in  the  fact  that  when  the  two  cones  are 
near,  the  gases  coming  to  the  outer  cone  have  still 
a  high  temperature  fromtheact  of  their  formation, 
and  their  temperature  is  to  be  added  to  the  rise 
occasioned  by  the  completion  of  their  combustion, 
in  the  outer  cone.  From  this  it  might  appear  that 
the  best  disposition  of  a  mantle  in  the  flame 
would  be  that  in  which  it  occupies  the  surface 
of  the  outer  cone.  But  it  is  to  be  remembered 
that  the  mantle  deforms  the  cone  by  altering 
the  currents  of  gas  and  air,  and,  besides,  the 
outer  surface  of  the  mantle  will  lose  heat  very  | 
rapidly  if  it  is  at  the  confines  of  the  flame.  We 
shoukl  rather  suppose,  therefore,  that  it  would  be  j 
better  to  submerge  the  mantle  in  the  flame  to  i 
some  extent,  and  if  this  is  done  and  if  at  the  same 
time  by  the  use  of  a  glass  chimney  we  cause  a 
more  rapid  flux  of  air  round  the  flame  to  quicken 
the  combustion  in  the  outer  cone,  we  get  the 
conditions  which,  as  a  matter  of  fact,  have  been 
found  most  effective  for  heating  a  mantle  with 
the  original  type  of  Bimsen  burner. 

The  great  gain  to  be  secured  by  raising  the 
temperature  oif  the  mantle  soon  led  to  moclifica- 
tions  of  the  original  Bunsen  biu'ner,  whereby  it 
was  sought  to  introduce  a  larger  proportion  of 


IH'imary  air.  A  huge  number  of  devices  have 
been  used,  of  which  the  two  most  important 
relate  to  the  foini  of  the  burner  tube  ancl  to  the 
construction  of  the  Imrner  head. 

Jn  the  well-known  Kern  burner,  the  tube  is 
formed  on  the  Venturi  principle,  and  has  in- 
ternally the  form  of  a  hyperbolic  spindle  a.  This 
secures  an  intake  of  primary  air  which  is  practi- 
cally sufficient  for  complete  combustion.  The 
mixing  of  air  and  gas  and  the  stability  of  the 
flame  are  secured  by  an  expanded  burner  head, 
capped  by  a  serrated  disc  b,  through  the  teeth  of 
which  the  gas  mixture  issues  in  narrow  streams. 
These  streams  coalesce  ancl  produce  a  conical 
sheet  of  flame  of  uniform  character  and  sensiUe 
thickness.  The  flame,  in  fact,  is  of  the  blow- 
pipe type  (Fig.  4a). 

The  Mcker  burner  is  constructed  on  much 
the  same  principle,  but  the  gas  mixture  passes 
from  the  expanded  burner  head  through  a  deep 
metal  grid.  The  flame  is  therefore  a  C'one  of 
gas  burning  through  and  through.  It  will  be 
seen  that  the  Kern  flame  is  designed  specially 
for  heating  a  mantle,  whilst  the  Mcker  flame  is 
designed  to  confine  the  combustion  to  the  small- 
est attainable  volume  and  to  provide  a  very 
compact  hot  flame  for  general  laboratory  or 
furnace  use  (Fig.  4ti). 

Increased  in-draught  of  air  can  also  be 
secured  by  the  use  of  chimneys.    If  the  gas  or 


Fig.  4a.  Fig.  4b. 


air  or  both  are  put  lUKler  extra  pressure  and  so 
delivered  with  high  velocity,  volume  flames  may 
he  obtained,  which,  unlike  that  of  a  Mclier 
burner,  have  their  base  blown  up  into  a  cone, 
so  that  the  flame  apjiears  to  be  two -coned.  This 
really  constitutes  a  Ijlowpipe  flame. 

The  inversion  of  a  Bunsen  flame  modifies 
its  form  in  such  a  way  as  to  make  it  more 
efficient  for  heating  a  mantle.  The  outer  film 
of  flame  becomes  shorter,  thicker,  and  more 
globular,  and  as  the  products  of  combustion 
necessarily  drift  back  past  the  flame,  there  is 
a  certain  recuperation  of  heat. 

The  efficiency  of  various  flames  for  giving 
lights  may  be  gatlierecl  from  the  following 
table  of  illuminating  value  per  cubic  foot  of 
gas  consumed.  The  numbers  are,  of  course, 
only  approximate,  but  they  give  an  idea  of 
the  temperatures  to  which  the  mantle  is  raised. 
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The  fact  that  in  all  cases  tho  same  chemical 
action  is  taking  place  shows  how  misleading 
the  term  '  flame  temperature  '  may  be  unless 
the  precise  character  and  use  of  the  flame  are 
specified : — 

Candle-power  per  cubic  foot 
Form  oi  btirner  consumed 
Ordinary  batswing  2  5 

Argand  325 
Wenham    (regenerative)  8-9 

Upright,  with  mantle  20-40  (according  to  pressure) 
Inverted        „  20-70 

The  hottest  flame  that  is  in  practical  use  is 
tliat  of  the  acetylene-oxygen  blowpipe.  In 
tJiis  case,  we  have  not  only  the  heat  of  oxidation 
of  the  carbon  and  hydrogen  involved,  but  also 
the  positive  heat  of  decomposition  of  the  mole- 
cule of  acetylene.  The  acetylene -oxygen  flame 
can  be  used  for  welding  iron  and  also  for  per- 
forating steel.    (  V.  Acetylene  ;  Oxygen.  ) 

The  chemical  changes  taking  place  in  flames. 
In  the  foregoing  part  of  this  article,  attention 
has  been  drawn  to  general  principles  which  are 
applicable  to  flames  as  a  whole,  vsdthout  parti- 
cular regard  to  the  detailed  features  of  structure 
or  the  stages  of  chemical  decomposition.  Before 
discussing  any  flame  in  particular,  we  may 
adduce  one  or  two  further  general  considera- 
tions with  regard  to  chemical  changes  in  flame. 
It  has  been  assumed,  for  the  sake  of  simplicity, 
that  in  the  flames  of  hydrogen  and  carbon 
monoxide  the  chemical  change  takes  place  in  one 
simple  step.  When  we  come  to  other  com- 
bustibles, it  is  obvious  that  such  assumptions 
may  be  still  less  warrantable.  If,  for  example, 
we  are  dealing  with  a  combustible  element 
which  is  capable  of  afiording  two  oxides,  we  may 
have  the  oxidation  in  the  flame  taking  place  in 
two  stages,  each  stage  producing  a  distinctive 
feature  in  the  flame.  Or,  if  we  have  a  com- 
bustible consisting  of  two  or  more  oxidisable 
elements,  the  oxidation  might  conceivably  take 
place  selectively.  Again,  in  a  compound  com- 
bustible, it  is  possible  that  the  oxygen  may,  in 
the  first  instance,  add  itself  to  the  molecule  of 
combustible,  producing  a  complex  substance 
which  is  idtimately  resolved.  Lastly,  it  is 
possible  that  the  heating  effect  of  the  burning 
envelope  in  a  flame  may  produce  a  purely  ther- 
mal chemical  effect  on  some  of  the  enclosed 
unburned  gas. 

Only  in  a  few  cases  has  the  progressive 
combustion  in  flames  been  studied  fully.  In 
the  case  of  a  cyanogen-air  flame,  it  has  been 
shown  (Smithells  and  Dent,  Chem.  Soc.  Trans. 
1894,  65,  603)  that  the  inner  crimson  film  of  the 
flame  marks  the  combustion  of  the  gas  to  carbon 
monoxide,  whilst  in  the  blue  fringe  of  the  flame 
the  oxidation  is  completed  by  the  combustion 
of  the  carbon  monoxide. 

The  case  of  hydrocarbon  flames  is  naturally 
the  one  of  most  interest.  The  earliest  investiga- 
tions of  the  progress  of  combustion,  made  by 
Hilgard,  Landolt,  and  Blochmann,  in  Bunsen's 
laboratory,  dealt  with  the  flames  of  the  complex 
combustibles,  wax,  vegetable  oils,  coal  gas,  and 
consequently  the  results  were  not  very  easy  to 
interpret.  In  more  recent  times,  the  combus- 
tion of  single  hydrocarbons  has  been  carefully 
examined. 

The  flame  of  a  hydrogen-carbon  compound, 
or  of  a  mixture  containing  some  quantity  of 
hydrocarbons,  shows  three  distinct  parts  when 
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produced  in  the  ordinary  way.  Of  these,  the 
most  conspicuous  is  the  bright  yellow  patch 
from  which  the  chief  flux  of  light  takes  place. 
The  lower  part  of  the  flame  is  surrounded  by  a 
bright-blue  sheath  or  '  calyx,'  which  thins  off 
and  ends  where  it  overlaps  the  lower  part  of  the 
yellow  region.  In  addition  to  this,  the  whole 
flame  is  surrounded  by  a  complete  mantle  of 
dimly  burning  gas.  The  flame  is  hollow,  that 
is  to  say,  it  is 
fiUed  with  unburnt 
gas,  and  even  the 
bright -yellow  re- 
gion is  an  ex- 
tremely thin 
conical  sheet.  A 
diagrammatic  sec- 
tion of  a  normal 
hydrocarbon  flame  X 
is  given  in  Fig.  5. 

The  relative  de- 
velopment of  the 
different  parts  is, 
of  course,  different 
in  different  flames. 
It  depends  on 
many  factors,  the 
chief  of  which  are 
the  richness  of  tho 
gas  in  carbon,  the  Via.  5. 

character   of  the 

orifice,  and  the  rate  at  which  the  gas  issues.  The 
flame  of  acetylene,  suitably  developed  by  allow- 
ing the  gas  to  issue  in  such  a  way  that  it  is 
spread  out  into  a  thin  slieet,  shows  a  very  large 
yeUowish-white  luminous  region,  in  the  glare  of 
which  the  other  parts  of  the  flame  are  indis- 
tinguishable. On  the  other  hand,  an  alcohol 
flame  exhibits  scarcely  any  yellow  luminosity. 

If  we  take  the  flame  of  a  hydrocarbon 
burning  in  an  ordinary  Bunsen  burner  with  the 
air  ports  closed,  and  then  gradually  open  the 
ports,  we  can  see  how  the  luminous  flame  passes 
into  the  '  atmospheric '  type,  and  convince 
ourselves  that  the  blue  calyx  and  the  mantle  of 
the  luminous  flame  represent  respectively  the 
inner  and  outer  cones  of  the  Bunsen  flame. 
Turning  a  luminous  flame  low  to  the  point 
where  only  a  blue  button  of  light  remains  at  the 
burner  tip,  enables  us  to  see  a  like  transition. 

The  changes  experienced  by  hydrocarbons 
when  burning  in  a  Bunsen  burner  were  investi- 
gated by  Smithells  and  Ingle  by  the  use  of  the 
cone-separating  apparatus  already  described 
(Chem.  Soc.  Trans.  1892,  61,  209),  and  the 
analyses  of  the  interconal  gases  (after  cooling) 
showed  in  aU  cases  that  a  partial  combustion 
had  taken  place,  leaving  very  little  of  the 
original  hydrocarbon  unoxidised.  The  products 
of  partial  oxidation  were  carbon  monoxide, 
carbon  dioxide,  hydrogen,  and  water  vapour, 
accompanied,  of  course,  by  the  nitrogen  of  the 
'  primary  '  air  supply.  The  following  are  some 
of  the  analytical  results  : — 

Gas  employed.      C2H4   CH4    CgHj  Coal  gas 


CO2 
H2O  . 
CO 

Hydrocarbon 
H, 


3-6 
9-5 

15-6 
1-3 
9-4 

60 -0 


6-8 
17-6 
4-5 

3-9 
67-2 


13-1 
7-7 
5-0 
0-6 
0'6 

73  1 


4-2 
16-0 

8-  8 

9-  3 
62  0 
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These  analyses  refer  to  the  cooled  gases,  but 
experiments  (unpublished),  made  by  a  modifica- 
tion of  Deville's  method  to  entrap  and  preserve 
the  gases  as  they  exist  at  tJie  high  temperature, 
have  not  given  any  ground  for  doubting  that 
the  figures  given  in  the  table  represent  essen- 
tially the  changes  that  occur  iu  the  inner  cone. 
I  nd( 'pendent  experiments  by  Haber  and  Ricliardt 
(Zeitsch.  anorg.  Chem.  1904  .38,  5)  bear  out  this 
conclusion. 

We  may  say,  therefore,  that  the  inner  cone 
of  a  Bunsen  flame  (and  the  corresponding  blue 
calyx  of  a  luminous  flame)  marks  the  region  of 
a  partial  oxidation  iu  which  no  carbon,  but 
some  hydrogen,  remains  unoxidised.  In  the  ; 
outer  cone  (and  the  corresponding  mantle  of  a  | 
luminous  flame),  the  carbon  monoxide  and  hydro- 
gen coming  from  the  inner  cone  (or  calyx)  find, 
and  are  burning  with,  the  air  necessary  to  com- 
plete their  oxidation. 

The  experimental  results  just  described  stood 
in  direct  opposition  to  a  view  which,  notwith- 
standing repeated  contradictory  evidence,  had 
prevailed  for  three  quarters  of  a  century,  namely, 
that  in  the  combustion  of  a  hydrocarbon  with  a 
ileficiency  of  air,  the  hydrogen  was  preferentially 
or  selectively  oxidised,  and  the  carbon  set  free. 
It  might  now  be  said  that  there  is  a  preferential 
or  selective  combustion  of  the  carbon.  The 
use  of  these  expressions  has,  however,  been 
iibjected  to,  and  need  not  be  insisted  upon.  The 
iibjection  arises  chiefly  from  a  consideration  of 
tlie  results  obtained  in  recent  years  by  a  long 
and  careful  series  of  studies  made  by  W.  A.  Bone  ] 
and  his  collaborators,  on  the  progressive  oxida- 
tion of  hydrocarbons  from  a  temperature  of 
250°  upwards.  The  results  of  these  experiments 
are  summarised  in  a  valuable  Report  on  Gaseous 
Combustion,  ch'awn  up  by  Professor  Bone  for 
the  British  Association  (.see  B.  A.  Report, 
Sheffield,  1910),  and  in  this  report  references 
to  the  original  papers  will  be  found.  According 
to  Bone,  '  the  attack  of  the  oxygen  upon  the 
hydrocarbon  may  be  supposed  to  involve  a 
series  of  .successive  "  hydroxylations,"  the 
hydroxylated  molecules  either  breaking  down 
nr  undergoing  further  oxidation,  according  to 
their  relative  stabihties  and  affinities  for  oxygen 
at  the  particular  temperature.'  The  following 
is  the  scheme  for  ethane  : — 

{(()  Slow  Combustion  at  300°— IU0°. 
CH3-CH3->CH3-CH.OH->CH3-CH(OH), 
Ktl.ane.       Ethyl  alcohol,  ji^cH^Q-^ 

AcetaMehyde. 
->C0  +  H2O  +  H-CHO->H-COOH->CO(0H)„ 
Form-         Formic  Carbonic 
aldehyde.        acid.  acid. 

c'o+iilb  cjuT+hTo 

(h)  Explosive  Combustion. 
O  1  2 

(  Hj-CHj  -»  CH3CH3OH  ->  CH3-CH(QH), 

(   C2H4+H2O"  I  CHa-UHO+IioO 
\2G+2H2+H20/-r  cH^+cO  \ 
|C+2H2-f  CO/ 
The  experimental  basis  of  these  schemes  lies 
in  the  actual  isolation  of  the  various  members 
of  the  series  of  transition  substances  implicated. 
Space  allows  of  only  one  further  reference  to 


j  these  investigations.  Bone  considers  that  one 
of  the  most  significant  features  '  has  been  the 
proof  afforded  of  the  relatively  much  greater 
affinity  of  hydrocarbons  as  compared  with  that 
of  either  hydrogen  or  carbon  monoxide,  for 
oxygen  at  the  high  temperature  of  flames.' 
Thus  in  the  explosion  of  a  mixture  corresponding 
to  CjHi-f  H3+O2  there  is  practically  no  forma- 
tion of  steam. 

Luminosity  of  hydrocarbon  flames.  In  the 
preceding  paragraphs,  the  chemistry  of  the  com- 
bustion of  hydrocarbons  in  the  Bunsen  flame  and 
in  the  blue  parts  of  luminous  flames  has  been 
explained  in  its  general  features.  It  remains  to 
explain  the  development  of  the  yellow  luminous 
region  of  hydrocarbon  flames.  As  is  well 
known,  the  first  explanation  was  given  by 
Humphry  Davy,  in  1816,  among  manj'  other 
observations  upon  flame  still  well  worthy  of 
attention.  Davy  attributed  the  luminosity  to 
the  deposition  of  solid  charcoal,  which  he  said 
'  might  be  owing  to  a  decomijosition  of  a  part 
of  the  gas  towards  the  interior  of  the  flame 
where  the  air  was  in  smallest  quantity.'  The 
ambiguity  of  this  explanation  and  its  supposed 
implication  of  a  selective  combustion  of  the 
hydrogen,  have  already  been  alluded  to.  Start- 
ing from  this  '  solid  particle  '  explanation  of  the 
light  of  a  hydrocarbon  flame,  Davy  was  led  to 
consider  that  all  flames  of  high  luminosity  con- 
tained solid  particles.  He  knew  that  the 
phosphoric  oxide  was  gasetied  at  the  temjiora- 
ture  of  a  jshosphorus  flame,  yet  he  believed  that, 
in  the  flame  itself,  solid  particles  of  the  substance 
were  produced,  and  were  conserved  by  the  elastic 
force  of  the  flame  producing  a  kind  of  com- 
pression. 

Davy's  explanation  remained  luiassailed 
until  1867,  when  E.  Franldand  made  an  im- 
portant series  of  researches  on  the  luminosity 
of  flames.    He  concluded  : 

(1)  That  bright  flames  exist  wliich  do  not 
contain  solid  particles. 

(2)  That  the  luminosity  of  flames  depends 
mainly  on  the  density  of  the  substances  con- 
tained in  them. 

(3)  That  feebly  luminous  flames  may  be  made 
bright  by  compressing  the  burning  gases. 

(4)  That  the  luminosity  of  ordinary  hydro- 
carbon flames,  such  as  that  of  coal  gas,  is  not 
due,  in  any  important  degree,  to  solid  particles 
of  carbon,  but  almost  entirely  to  the  glow  of 
dense  hydrocarbon  vapours. 

Franldand  attributed  luminosity  to  the 
density  of  the  hot  gases  in  the  flame,  whether 
this  density  were  due  to  high  molecular  weight 
or  to  compression.  So  far  as  hydrocarbon 
I  flames  are  concerned,  Frankland's  views  were 
soon  submitted  to  destructive  criticism,  especially 
by  Heumann. 

A  crucial  experiment  indicating  the  presence 
of  solid  particles  in  flame,  first  proposed  by 
Soret  and  subsequently  by  Burch  and  by 
Stokes,  consists  in  focussing  the  image  of  the 
sun  on  to  the  flame  and  examining  the  scattered 
light  with  a  Nicol  prism.  That  test,  applied  to 
a  hydrocarbon  flame,  gives  a  positive  result,  and 
the  presence  of  solid  particles  in  such  flames  is 
no  longer  disputed. 

It  is  true  that  the  black  soot  deposited  on 
cold  objects  introduced  into  luminous  hydro- 
carbon flames  is  by  no  means  pure  carbon,  but 
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this  is  to  be  expected  when  we  remember  that 
any  condensible  hydrocarbon  in  the  flame  would 
be  deposited  along  with  particles  of  pure  carbon, 
if  such  were,  in  fact,  present. 

It  may  now  be  taken  as  agreed  that  the 
luminosity  of  hydrocarbon  flames  is  due  to  the 
separation  of  solid  particles  of  carbon.  The 
process  by  which  the  carbon  becomes  separated 
Jn  the  flame  has  been  the  subject  of  much  experi- 
ment and  discussion.  Is  it  involved  directly  in 
the  oxidation  that  is  taking  place,  or  is  it  merely 
a  thermal  effect — and  in  either  case,  what  are  the 
stages  of  the  process  ?  It  is  impossible  here  to 
give  more  than  a  brief  summary  of  the  views 
that  have  been  held.  In  the  first  place,  it  may 
be  said  that  the  old,  simple,  and  plausible 
explanation  of  a  preferential  oxidation  of  hydro- 
gen is  untenable  for  reasons  already  given.  In 
the  next  it  may  be  affirmed  that,  generaUy 
speaking,  hydrocarbons,  subjected  to  a  high 
temperature,  deposit  solid  carbon.  It  would 
appear,  therefore,  that  the  separation  of  carbon 
in  a  flame  might  be  adequately  explained  by  the 
fact  that  the  unburned  hydrocarbon  within  the 
burning  sheath  of  the  flame  is  highly  heated  by 
the  burning  parts.  The  fact  that  when  the  heat 
is  tapped  for  the  burning  sheath  by  a  ring  of  cold 
wire,  the  flame  loses  luminosity,  is  one  among 
several  indications  that  the  deposition  of  carbon 
is  a  secondary  and  a  thermal  effect  of  the  com- 
bustion. At  the  same  time,  the  experiments  of 
Bone  would  lead  us  to  be  cautious  in  denying 
that  in  some  cases  the  chemical  processes  might 
contribute  to  the  separation  of  carbon. 

Taking  it  for  granted  that  the  decomposition 
of  the  hydrocarbon  is  purely  thermal,  we  may 
next  consider  the  stages  that  are  passed  through. 
This  raises  the  whole  question  of  the  thermal 
decomposition  of  hydrocarbons,  a  subject  of 
great  experimental  difficulty,  on  which  really 
satisfactory  results  have  only  been  obtained 
over  a  small  range  of  substances  (see  Bone  and 
Coward,  Chem.  Soc.  Trans.  1908,  98,  1197). 

The  view  that  ethylene,  on  heating,  undergoes 
the  simple  change  C2H4=C+CH4,  which  long 
served  to  explain  the  luminosity  of  flames,  is  no 
longer  tenable.  The  doctrine  of  Berthelot, 
according  to  which  the  molecules  of  hydro- 
carbons, on  heating,  undergo  progressive 
coalescence  with  elimination  of  hydrogen  until 
in  the  end  a  molecule  is  left  containing  a  negli- 
gible proportion  of  hydrogen,  is  likewise  con- 
tradicted by  modern  experiments.  The  hypo- 
thesis of  V.  B.  Lewes  (Proc.  Roy.  Soc.  1895, 
57,  450),  that  the  formation  of  acetylene  and  its 
subsequent  decomposition  are  the  essential  cause 
of  luminosity  in  hydrocarbon  flames,  is  regarded 
by  those  who  have  concerned  themselves  with 
the  subject  as  based  on  wholly  insufficient 
evidence. 

Bone  and  Coward  have  been  led  to  the  con- 
clusion that  the  thermal  decomposition  of 
hydrocarbons  is  too  complex  a  phenomenon  to 
be  represented  by  ordinary  chemical  equations. 
Dealing  with  methane,  ethane,  ethylene,  and 
acetylene,  they  observe  first  of  all  that  whilst 
at  a  high  temperature  methane,  the  most  stable 
of  the  hydrocarbons,  is  resolved  directly  into 
carbon  and  hydrogen,  this  only  takes  place  in 
contact  with  .solid  surfaces,  whilst  with  the  three 
other  gases  decomposition  takes  place  through- 
out their  bulk. 


They  say :  '  In  the  cases  of  ethane  and 
ethylene,  it  may  be  supposed  that  the  primari/ 
eft'ect  of  high  temperature  is  to  cause  an  elimina- 
tion of  hydrogen  with  a  simultaneous  loosening 
or  dissolution  of  the  bond  between  the  carbon 
atoms,  giving  rise  to  (in  the  event  of  dissolution) 
residues  such  as  :  CHj  and  ■  CH.  These  residues, 
which  can  only  have  a  very  fugitive  separate 
existence,  may  subsequently  either  (a)  form 
H2C:CH2and  HG-CH,  as  the  result  of  encounters 
with  other  similar  residues,  or  (b)  break  down 
directly  into  carbon  and  hydrogen,  or  (c)  be 
directly  "  hydrogenised "  to  methane  in  an 
atmosphere  already  rich  in  hydrogen.  These 
three  possibilities  may  all  be  realised  simul- 
taneously in  the  same  decomposing  gas  in 
proportions  dependent  on  the  temperature, 
pressure,  and  amount  of  hydrogen  present.  The 
whole  process  may  be  represented  by  the  follow- 
ing scheme,  the  dotted  line  indicating  the 
tendency  to  dissolve  the  bond  between  the 
carbon  atoms  which  becomes  actually  effective 
at  higher  temperatures  : — 

((a)  C^H^-fH^. 
H-Ci-C-H=[2(:CH2)+H2]=  (6)  2C+2H2+H.,. 
giji  1(c)  p?«5H2=2CH,. 


Ethane. 
H:H 


[{a)  C,B.,+H.,. 
hb)  2C+H.,4-H.,. 
((c)  pZMi.'2H2=2CH4 


[2(|CH)+H„]= 

H-'CI:C-H 
Ethylene. 

« In  the  case  of  acetylene,  the  main  primary 
change  may  be  either  one  of  polymerisation  or 
of  dissolution,  according  to  the  temperature,  and, 
if  the  latter,  it  may  be  supposed  that  the  mole- 
cule breaks  down  across  the  triple  bond  between 
the  carbon  atoms,  giving  rise  to  2(  I  CH),  and  that 
these  residues  are  subsequently  either  resolved 
into  carbon  and  hydrogen  or  "  hydrogenised," 
according  to  circumstances,  thus  : 

HC:CH=2(;CH)={5^j  '5i&2=2CH,. 

V 

Polymerisation. 
'  Incidentally,  it  may  be  observed  that  the 
rates  of  decomposition  of  these  hydrocarbons 
are  very  much  slower  than  their  rates  of  com- 
bustion, and  that  therefore  in  the  propagation 
of  a  flame  through  a  homogeneous  mixture  of  a 
hydrocarbon  and  oxygen,  oxidation  will  probably 
take  precedence  of  all  other  chemical  pheno- 
mena.' 

j  The  chemistry  of  a  hydrocarbon  flame  has 
'  now  been  given  as  completely  as  present  know- 
ledge and  the  limits  of  space  allow, 
i  The  art  of  getting  the  maximum  of  light  from 
a  hydrocarbon  solely  by  its  own  combustion  may 
be  deduced  and  stated  briefly  as  follows  :  The 
gas  must  be  so  burned  as  to  liberate  within 
the  burning  waUs  of  its  flame  the  maximum 
amount  of  solid  carbon  that  can  be  heated  to 
a  high  temperature  and  be  wholly  oxidised  as 
well.  Spreading  out  the  gas  stream  increases 
the  relative  proportion  of  hot  non-luminous 
burning  walls,  and  diminishes  the  central  zone 
of  unburned  gas  from  which  the  solid  carbon 
has  to  bo  derived.  It  is  on  the  right  adjustment 
of  these  two  elements  of  a  flame  for  the  particular 
gas  in  use,  that  the  construction  of  a  suitable 
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burner  depends,  and  it  is  obvious  that  the  best 
result  can  only  be  maintained  when  the  com- 
position of  the  gas  and  air,  the  pressure,  and 
temperature  are  Ijopt  constant.  Df  course,  the 
i|uestion  is  complicated  when  wo  introduce  the 
factors  of  chimneys  and  heat-regenerating 
devices. 

It  may  be  convenient  here  to  revert  to  the 
question  of  obtaining  the  liighest  temperature 
from  the  combustion  of  a  fixed  amount  of  a 
hydrocarbon.      Fig.    0    is    reproduced  from 


Fig.  6. 


photographs  of  five  gas-flames,  where  the  rate 
of  gas  flow  was  constant.  In  the  first  flame,  a,  we 
have  the  gas  burning  (with  some  smoke)  without 
any  '  primary  '  air  ' ;  in  the  second,  we  have  just 
.sufiScient  primary  air  to  cause  delumination  ; 
in  the  third,  we  have  as  much  air  as  possible 
without  producing  instability  ;  in  the  fourth,  a 
Meker  burner  is  used  ;  in  the  fifth,  we  liave  the 
gas  mixed,  before  issuing  from  the  burner,  with 
enough  carbon  dioxide  to  produce  delumination. 
Speaking  of  each  flame  as  a  whole,  we  may  say 
that  the  hotness  is  greater  in  proportion  as  the 
surface  is  less.  In  the  carbon  dioxide-fed  flame, 
neutral  molecules  of  that  gas  are  wedged  in 
between  those  of  the  combustible  gas,  and  the 
mixture  has  to  wander  far  before  it  gets  mixed 
ivith  enough  oxygen  to  sustain  combustion. 
When  it  acquires  this  oxygen,  there  is  round 
each  Inirning  molecule  not  only  the  inert 
nitrogen  of  the  air  but  the  equally  inert  carbon 
dioxide.  The  flame  is  a  thin,  single.  hoUow  sheet, 
and  the  temperature  is  quite  insufficient  to 
decompose  any  of  the  hydrocarbons  within. 
It  has  the  non-luminous  appearance  of  a  Bunsen 
flame,  but  it  is,  of  course,  absolutely  the  opposite 
of  that  in  its  genesis,  for  it  represents  delayed 
and  diluted  instead  of  quickened  and  concen- 
trated combustion. 

The  limits  of  space  have  rendered  necessary 
the  omission  of  many  matters  relating  to  the 
chemistry  and  physics  of  flame.  The  exact 
molecular  and  sub-molecular  mechanism  by 
which  the  luminosity  of  wholly  gaseous  flames 

'  Tlie  unsteadiness  of  this  flame  makes  it  appear 
somewhat  too  large  in  a  photograph. 
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j  is  regulated,  is  a  subject  of  great  interest.  It  is 
now  generally  believed  to  be  associated  with 
electronic  transactions.  Some  discussion  of  the 
subject  is  to  be  found  in  the  British  Association's 
Report,  Leicester,  J907  (Smitliells'  address  to 
Section  B).  A.  Sm. 

FLASH  LIGHTS.  A  term  usually  api^lied'to 
combustible  mixtures  which  burn  with  a  brilliant 
light  and  more  or  less  instantaneous  flash,  and 
which  are  emisloyed  specially  for  photographic 
purposes.  Slower-burning  mixtures,  which  also 
yield  a  bright  light  on  combustion,  such  as  aro 
used  for  signalling  purposes,  are  known  as  flares 
j  (see Bengal LIGHT.S;  Indian  riEE;  Pveotechnv). 
For  photographic  purposes,  it  is  essential 
that  the  flash  light  should  be  (1)  sufiiciently 
brilliant,  (2)  of  the  desired  rapidity,  and  (3) 
specially  rich  in  actinic  light.  Of  all  the  known 
available  materials  which,  on  combustion,  yield 
a  bright  and  highly  actinic  light,  the  liietal 
magnesium  stands  pre-eminent ;  and  the 
earliest  and  simplest  methods  of  employing  this 
substance  consisted  in  projecting  a'  definite 
quantity  of  the  finely  powdered  metal  into  the 
flame  of  a  spirit  lamp. 

Various  contrivances  have  been  devised  for 
this  purpose  :  one  simple  plan  is  to  place  the 
charge  of  magnesium  powder  in  the  bowl  of  a 
;  clay  tobacco  pipe  to  the  mouthpiece  of  which  is 
attached  a  rubber  ball.  A  loose  plug  of  tow  or 
cotton  wool,  wetted  with  methylated  spirit,  is 
then  lightly  inserted  into  the  mouth  of  the  bowl : 
the  spirit  is  ignited  and,  on  suddenly  squeezing 
the  ball,  the  magnesium  is  thrown  into  the  flame. 

The  next  development  consists  in  mixing 
the  powdered  magnesium  with  some  highly 
oxygenated  salt,  such  as  potassium  chlorate,  in 
such  proportion  that  the  mixture,  when  jilaced 
in  a  small  heap  upon  a  metal  tray,  could  be 
ignited  by  a  match  or  taper,  and  would  burn 
with  much  the  same  rapidity  as  a  similar  small 
heap  of  gunpowder.  The  danger  inherent  in 
such  mixtures  was  found  to  be  greatly  reduced 
by  substituting  barium  chlorate  for  the  potas- 
sium salt ;  and  more  recently,  since  potassium 
perclilorate  has  become  a  common  commercial 
article,  this  compound  is  more  usually  employed 
in  preference  to  the  clilorates. 

Mixtures  of  magnesium  with  certain  nitrates 
of  the  so-called  rare  earths  have  been  made  the 
subject  of  patents.    One  such  consists  of : 
Magnesium  powder  10  parts 
Thorium  nitrate      10  „ 
and  a  rather  less  quick  mixture  contains: 
Magnesium  powder  10  parts 
Zirconium  nitrate     5  ,, 
One  of  the  chief  drawbacks  to  magnesium 
flash  powders  is  the  volume  of  white  smoke  of 
magnesium  oxide  which  is  produced  on  their 
combustion,  and  many  efforts  have  been  made 
to  obviate  this  nuisance.    Some  of  these  are 
purely  mechanical  contrivances  for  withdrawng 
the  smoke,  lint  others  are  attempts  to  produce 
mixtures  which  shall  emit  little  or  no  smoke. 

The  two  following  mixtures  claim  to  yield 
smokeless  magnesium  flash  powders  : — 

(1)  Powdered  magnesium,  barium  peroxide, 
and  collodion.  The  charge  of  powder  is  blown 
by  means  of  a  pneumatic  pump  into  a  small  iron 
crucible  heated  by  a  Bunsen  burner. 

(2)  I  part  of  magnesium  powder  mixed  wth 

O  r. 
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1  part  of  either  silicic  acid  {'  infusorial  earth  '), 
barivim  sulphate,  anhydrous  calcium  sulphate, 
anhydrous  magnesium  sulphate  ('  kieserite  '),  or 
boric  acid. 

It  is  further  claimed  for  this  mixture  that  if 
loaded  into  a  cylindrical  case  with  a  constricted 
opening,  a  non-instantaneous  or  '  time '  flash 
may  be  obtained. 

At  the  present  time,  since  the  pyrotechnic 
possibilities  of  finely  powdered  aluminium  have 
become  known,  in  most  flash  powders  the 
magnesium  is  usually  more  or  less  replaced  by 
aluminium,  in  some  cases  even  wholly  re- 
placed ;  one  such  mixture  consists  of : 

Aluminium  powder       .    40  parts 
Potassium  perchlorate    .    60  ,, 
It  is  usual,  however,  to  retain  some  of  the 
magnesium  in  order  to  ensure  the  necessary  high 
actinic  quality  of  the  light  emitted.    Thus  a 
typical  mixture  consists  of  : 

Powdered  magnesium  .  100  parts 
Powdered  aluminium  .  50  ,, 
Ferric  oxide  .  .  .  .30  ,, 
Copper  carbonate  .  .  30  „ 
Magnesium  sulphate  (dry)  5  „ 
The  following  mixtures  claim  to  be  non- 
explosive  and  almost  smokeless  : — 

(1)  Powdered  magnesium  and  aluminium 
(the  quantity  of  aluminium  usuaUy  varying 
from  J  to  ^  the  amount  of  magnesium),  mixed 
with  peroxides  of  calcium,  magnesium,  or 
manganese. 

(2)  Powdered  magnesium  and  aluminium 
mixed  with  perboric  acid  or  tungstic  acid  or 
their  salts. 

(3)  Powdered  magnesium  and  aluminium, 
with  sulphate  of  cerium  or  thorium,  or  an  alum. 
For  example  : 

Powdered  magnesium  .  .  .8  parts 
Powdered  aluminium  .        .        .  2  „ 

Finely  powdered,  dry  chrome  alum         10  ,, 

Many  mixtures  containing  aluminium  as  an 
ingredient  are  rendered  more  rapid  in  their 
combustion  by  the  addition  of  silica,  while  their 
rate  of  combustion  may  be  retarded  by  the 
introduction  of  regulated  quantities  of  car- 
bonates of  alkalis  or  alkaline  earths  or  oxides  of 
the  latter.  Thus  the  above  mixture  may  be 
converted  into  a  slow-burning '  time  '  mixture  by 
the  addition  of  2  parts  of  an  alkaline  earth  oxide 
or  carbonate. 

Flash  powders  are  now  frequently  loaded 
into  small  cases  or  cartridges ;  ignition  of  the 
mixture  being  effected  sometimes  by  an  electric 
arrangement  and  sometimes  by  means  of  an 
inserted  strip  of  magnesium  ribbon.  In  the 
former  case,  the  two  electric  wires  are  fixed  into 
the  cartridge,  with  either  a  short  spark-gap  or 
joined  by  a  fine  incandescing  wire. 

One  of  the  many  patented  cartridges  has  a 
case  which  is  itself  inflammable.  It  consists  of 
a  short  celluloid  cylinder  closed  at  the  bottom 
with  a  cork  saturated  with  collodion,  and  at  the 
top  with  a  disc  of  cork  saturated  with  an 
emulsion  of  magnesium.  Through  this,  there  is 
inserted  a  short  strip  of  magnesium  ribbon 
which,  on  ignition,  communicates  its  combustion 
to  the  charge. 

A  number  of  contrivances  have  been  devised 
for  producing  a  rapid  succession  of  flash  lights 
for  purposes  of  cinematograph  photography. 


These  consist  essentially  of  mechanical  devices 
for  the  intermittent  feeding  of  metallic  magne- 
sium against  the  two  metal  terminals  of  an 
electric  circuit.  G.  S.  N. 

FLAVANILINE  v.  Quinoline. 
FLAVANTHRENE  C^sHiaOzN,.  An  anthra- 
cene dyestuff  discovered  by  R.  Bohn  of  the 
Badische  Anilin-  und'  Sodafabrik,  by  melting 
)3-aminoanthraquinone  with  caustic  potash. 
Has  a  large  application  for  un  mordanted 
vegetable  fibres,  which  assume  a  deep-blue  colour 
in  the  reduced  vat,  changing  after  a  few  minutes' 
exposure  in  the  air  to  a  permanent  yellow.  The 
colour  is  very  fast,  except  when  subjected  to 
powerful  rays  of  sunlight,  which  cause  it  to 
assume  a  temporary  green  shade. 

Prepared  technically  from  2-aminoanthra- 
quinone  and  potassium  hydroxide  at  350°  (D.  R. 
P.  133686),  with  aluminium  chloride  (D.  R.  P. 
136015) ;  with  antimony  pentachloride  in  boUing 
nitrobenzene  (D.  R.  P.  138119)  ;  by  oxidising 
with  chromic  acid  or  other  acid  oxidising  agents 
(D.  R.  PP.  139633  and  141355)  ;  in  the  last- 
named  case,  it  is  accompanied  by  indanthrene, 
to  which  it  is  closely  related  (v.  Indanthrene). 

Flavanthrene  is  a  weak  base,  sparingly 
soluble  in  high-boiling  solvents,  and  very 
stable  towards  heat ;  it  exists  in  glistening, 
brown-yeUow  needles.  It  is  applied  to  the  fibre 
after  reduction  with  alkaline  hyposulphites, 
forming  a  deep-blue  vat  (D.  R.  PP.  139634, 
139835,  140573,  142963). 

The  constitution  of  flavanthrene  has  been 
determined  by  R.  SchoU  and  his  co-workers 
(Ber.  1907,  40,  1691)  in  the  following  manner  :— 
l-amino-2-methylanthraquinone  was  con- 
verted by  the  diazo-  reaction  into  l-iodo-2- 
methylanthraquinone,  CigHgOal,  which  passes 
by  means  of  UUmann's  copper  method  (Annalen, 
1904,  332,  38)  at  270°  into  2 : 2'-dimethyl- 
1-dianthraquinonyl  (I.).  This  substance  has 
also  been  prepared  from  the  diazonium  sulphate 
of  the  methylanthraquinone  by  means  of  copper 
powder  and  acetic  anhydride  (Knoevenagel, 
Ber.  28,  2048),  and,  when  oxidised  with  chromic 
acid,  yields  the!  corresponding  dicarboxylic  acid 
C3oHi40,.  The  acid-amide  derivative  was 
readily  obtained  from  this  in  the  ordinary  way, 
and  the  application  of  Hofmann's  reaction  with 
bromine  and  potash  converts  it  into  the  amine 
(II.)  and  a  stage  further  into  flavanthrene  (HI.). 
CO  CO 
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Plavaiithrene  must,  thercfm-e  have  the 
anuoxed  cdiistitutioii  111.,  and  in  obtainiug  it 
from  2-amiuoaiithiaquiiioiio  ia  the  i^rocess  of 
manufacture,  two  molecules  must  unite  with 
loss  of  two  molecules  of  water  and  two  atoms  of 
hydrogen,  according  to  the  scheme  : 
CO 
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1     =  C28H,20,No  +  2H,0  +H,. 
'\     \  Flavanthveiif. 
CO  NH, 
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\^ 
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As  the  application  of  this  tlycstuff  to  the 
fibre  depends  \ipon  its  behaviour  towards  re- 
ducing agents  in  the  vat,  just  as  in  the  analogous 
case  of  indigo,  careful  investigations  have  been 
carried  out  by  E.  Scholl  and  his  assistants  (Ber. 
1908,  41.  2304),  under  a  variety  of  conditions, 
whicli  show  that  the  reduction  products  of 
flavanthrene  consist  of  some  seven  definite 
compounds  : 

(a)  DihydroflavanVirenr  In/driilr,  obtained 
by  reducing  flavanthrene  with  alkaline  sodium 
hyposulphite  in  an  atmosphere  of  hydrogen. 
On  cooling,  bronze-coloured  needles  of  the  di- 
sodium  salt  of  this  hydrate  crystallise  out,  and 
by  acidifying  with  acetic  acid,  'the  free  dihydro- 
flavanthrene  hydrate  is  isolated  as  bluish-green 
coppery  crystals,  which  remain  stable  at  the 
ordinary  temperature,  but  readily  oxidise  to 
flavanthrene  at  100°  or  when  moist. 

(6)  Dihydrofluianthrcne  is  obtained  from 
the  above  by  dehydration  at  150°-170°  in  a 
stream  of  carbon  dioxide ;  it  consists  of  a  green 
powder  which  is  more  stable  than  the  hydrate. 
It  may  also  be  prepared  by  reducing  flavan- 
threne with  hydriodic  acid  and  red  phosphorus 
at  125°.  Although  flavanthrene  itself  is  only  a 
weak  base,  this  dihydro  derivative  readUy 
forms  salts  with  mineral  acids ;  dihydro-  I 
flavanthrene  hydrochloride  probably  contains  , 
the  acid  united  to  a  N-  atom.  The  o-benzoyi 
derivative  melts  at  220°. 

(c)  a-Tetrahydroflavanthicne   hi/drate  is    iso-  ! 
lated  in  the  form  of  its  sodiiim  salt  when  i 
flavanthrene   is   reduced  with  zinc-dust  and  { 
caustic  soda.    On  acidifying,  (n.)  and  (  /' )  arc 
formed. 

(d)  Flavanlh-ine  hydrate,  prepared  by  re- 
ducing flavanthrene  with  hydriodic  acid  and  red  i 
phosphorus  at  210°,  is  a  greenish-brown  powder, 
losing  water  at  240°  with  formation  of  flavan- 
thrine,  which  consists  of  large  brown  needles 
with  a  metallic  lustre,  m.p.  39°.  It  is  readily 
oxidised  to  flavanthrene. 

(e)  a-hexahydroflavanthre7ie,  and  ((/)  Fla- 
vmthrinol,  are  both  formed  by  energetic  reduc- 
tion of  flavanthrene  with  zinc -dust  and  caustic 
soda.. 


\/\/\/ 


il  HO 


{J  )  is  a  stable  blue-black  poA\der  which  loses 
j  water  at  160°  ;  dissolves  in  alcohol  to  a  bluish 
'  red  solution  with  a  brilliant  scarlet  fluorescence. 
It  forms  fluorescent  solutions  in  alcoholic  alkalis 
and  concentrated  acids,  dyeing  unrnordanted 
wool  ui  the  alkaline  bath  red,  wliich  changes  to 
greenish  blue  with  acids  and  violet  on  washing 
with  water.  Prolonged  heating  of  the  hydrate 
of  (/ )  with  zinc-dust  in  alkaline  solution  converts 
it  into  the  hydrate  of  (g).  whilst  the  anhydrous 
compound  itself,  (/),  is  further  dehydrated  at  300° 
in  carbon  dioxide,  with  formation  of  anhydrous 
flavanthrinol  (g).  By  means  of  a  currentof  air, 
an  alkaline  solution  of  (/)  readily  passes  into 
flavanthrene. 

Flavanthrinol  {</)  may  bo  obtained  from  its 
hydrate  by  heating  to  160°,  and  forms  red  solu- 
tions with  an  olive-green  fluorescence  in  con- 
centrated acids,  and  dyes  unmordanted  wool 
violet-red,  becoming  green  with  acids  and  blue 
with  water.  Flavanthrinol  requires  to  bo  heated 
in  air  or  oxidised  with  ferricyanide  before  it  will 
yield  the  original  flavanthrene. 

Another  method  of  obtaining  flavanthrene, 
though  oidy  in  small  yields,  is  described  below 
(SchoU,  Ber.  1910,  43,  1734).  Dianthraquinonyl, 
on  nitration,  forms  a  mixture  of  dinitro  deriva- 
I  tives,  which  by  reduction  with  sodium  sulphide 
give  flavanthrene.    By  warming  with  sodium 
I  hyposulphite,  a  red  solution  is  obtained,  colouring 
unmordanted  cotton  light-blue  in  the  batll, 
which  changes  in  the  air  to  flavantlirene  yellow. 
'       When  flavanthrene  is  digested  for  8  hours 
j  with  a  nitrating  mixture,  a  yellow  powder 
i  sepaiates,  C2.H,0,„N„,  which  'appears  to  b(! 
1  dinitrodinitrosodihydroxyflavanthrene.  This 
is  reduced  by  ammonia  and  ammonium  sulphide 
to    tetra-aminodihydroxyflavanthrene,  which, 
on  warming  with  alkaline' hyposulphite,  yields  a 
dark-blue  vat,  dyeing  cotton  a  blue-black,  which 
turns   green    ^vith.   hydrochloric   a«id,  owing 
probably  to  the  formation  of  a  hydrochloride, 
and  again  assumes  a   blue-black  colour  on 
washing  with  water,  owing,  no  doubt,  to  dis- 
sociation (Ber.  1910,  43,  1748). 

FLAVAURIN.  A  yellowish-red  powder  con- 
sisting of  either  the  ammonium  or  sodium  salt 
of  dinitrophenolsulphonic  acid,  and  obtained 
by  boiling  mononitrophenolortho-  or  para-sul- 
phonic  acid  with  dilute  nitric  acid  (Leipziger 
Anilinfabr.  Beyer  und  Kegel,  D.  R.  P.  27271, 
June  8,  1883,  expired  October,  1886).  Flavaurin 
dissolves  readily  in  w^ater,  forming  a  yellow  solu- 
tion, and  was  introduced  as  a  yellow'dye  for  silk 
and  wool. 

FLAVELLAGIC  ACID  C.^H.O,  is  obtained 
in  conjunction  with  eUagic  acid  when  gallic  acifl 
is  oxidised  with  potassium  persulphate  and 
strong  sulphuric  acid.  By  the  emplojonent  of 
a  dilute  acid,  flavellagic  acid  almost  free  from 
ellagic  acid   can  bo  produced,  and  for  this 
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purpose  the  following  process  is  recommended 
(A.  G.  Perkin,  Chem.  Soc.  Trans.  1906,  89,  251)  : 
20  grams  of  gallic  acid  are  treated  with  160  c.c. 
of  96  p.c.  sidphuric  acid,  66  c.c.  of  water  added, 
and  the  hot  solution  thus  obtained  is  cooled  to 
50°,  and  maintained  at  this  temperature  during 
the  gradual  addition  of  40  grams  of  potassium 
persulphate.  A.  G.  Perkin  and  F.  M.  Perkin 
(Chem.  Soc.  Trans.  1908,  93,  1194)  have  obtained 
the  same  compound  by  the  electrolytic  oxida- 
tion of  gallic  acid  in  the  presence  of  sulphuric 
acid. 

Flavellagic  acid  crystallises  from  pyridine  in 
small  yellow  prismatic  needles  whicli  contain 
pyridine,  and  does  not  melt  below  .300°.  With 
nitric  acid  containing  nitrous  acid  and  subse- 
quent dilution,  it  gives  the  blood-red  colouration 
(Griessmayer  reaction),  which  is  also  prodticed 
by  eUagic  acid.  Dilute  alkalis  dissolve  it  with 
a  yeUowish-green  colouration,  and  by  distillation 
with  zinc-dust  fluorene  is  produced.  Acetyl 
flavellagic  acid  G^^IIO^(CM^O)^,  colourless 
needles,  melts  at  317°-319°,  and  benzoylflavel- 
lagic  acid  C,  iHOglC.HsO)^,  prismatic  needles, 
melts  at  287°-289°.  Flavellagic  acid  dyes  mor- 
danted woollen  cloth  shades  somewhat  re- 
sembling but  stronger  than  those  produced  by 
ellagic  acid. 

Chromium      Aluminium  Tin  Iron 

Yellowish    Pale  greenish-    Pale  yellow     Dark  olive- 
olive  yellow  brown 

By  the  action  of  boiling  50  p.c.  potassium 
hydroxide  solution,  flavellagic  acid  gives  Jiexrt- 
hydroxydi'plienylmethylolid 

ohI  J  ohI  ;oh 


OH 

colourless  needles  (m.p.  above  300°).  This 
compound  dissolves  in  solutions  of  the  alkali 
hydroxides  with  an  orange-yellow  t;nt,  and 
this,  on  dilution  with  water  and  exposure  to 
air,  develops  a  strong  bluish-violet  colouration. 
The  acetyl  derivative,  Ci3H208(C2H30)|.,  colour- 
less prismatic  needles,  melts  at  232°-234°. 
Flavellagic  acid  is  hydroxyellagic  acid,  and 
possesses  the  following  constitution  : — - 
0-CO-^ 

Oh/\  /\0H 

OhI    jcO— Ol  jOH 


OH 

(cf.  Herzig  and  Tscherne,  Monatsh.  1908,  29, 
281). 

Flavellagic  acid  gives  with  diazomethane  the 
methyl  ether  Ci4H04(OMe)^,  m.p.  245°;  and  this 
is  converted  by  methyl  iodide  and  potassium 
hydroxide  into  methyl-3  :  4  :  5 :  6  :  2':  3' :  i'-hepta- 
methoxydiphenyl-2 :  & -dicarboxylate 
Ci2H(OMe)j(C02Me)2 
m.p.  SS'-ST".  The  latter,  on  hydrolysis  with 
potassium  hydroxide,  yields  the  acid 

Ci2H(OMe);(C02H)2, 
m.p.   163"-167°,  in  the  anhydrous  condition. 
From  water  it  crystallises  with  IHjO  and  then 
melts  at  95°-100°  (decomp.)  (M.  von  Bronneck, 
Monatsh.  1908,  29,  281). 

When  gallic  acid  3  :  4 -dimethyl  ether,  or  gallic 
acid  trimethylether  is  oxidised  i)y  means  of 
potassium  persulphate  and  sulphuric  acid  at  45° 


(Herzig  and  Schniidinger,  Monatsh.  1910,  31, 
918),  flnvdlagic  aeid  tetrametliylcther 

/—  o — co-^ 

CH,0/\  /\0H 

CH30l^^l_C0_0-l^^0CH3 

OCH3 

yellow  needles,  m.p.  270°-271°,  is  produced,  the 
acetyl  derivative  of  which  melts  at  270°-271°. 
By  means  of  methyl  sulphate  and  potassium 
hydroxide,  the  heptamethoxy  compound  (de- 
scribed above)  is  obtained.  A.  G.  P. 

FLAVENOL  v.  Quinoune. 

FLAVEOSINE  v.  Acridine  dyestuff.s. 

FLAVINE  V.  QnERCiTEON  b.\rk. 

FLAVOLINE  v.  Quinoltne. 

FLAVONE,  the  mother  substance  of  a  large 
and  very  important  group  of  natural  colouriii}; 
matters 

\/\co/^H 

has  been  synthesised  by  the  following  three 
methods  : — 

(a)  Acetyl  -  o  -  ht/droxyhenzylideneacetopht  noiie 
(I.)  yields  'the  dihromide  (II.)  (Feuersteiii  and 
Kostanecki,  Ber.  J 898,  36,  1757). 


1. 


II. 


— O— COCH3 
^_C0— CH=(!H-C„H3 

\— 0— COCH3 
j_C0— CHBr— CHBr— C^H. 


and  the  latter,  on  treatment  with  alcoholic 
potash,  is  converted  into  flavone,  according  to 
the  following  scheme : — 

/\  /OiHBriC— ;Hi— CnH. 


"CO 


HC— ;Br; 


^C-C„H, 
II 

;CH 


+2HBr. 

\/\co/ 

(b)  Again  (Kostanecki  and  Tambor,  Ber, 
1900,  33,  330)  ethyl  o-ethoxybenzoate  and  aceto- 
phenone,  in  the  presence  of  sodium,  give  o- 
ethoxybenzoylacetophenone 

l^^— C0-^0Et+^"3'^'^~\_/ 

 Q  _ 

1^  j_C0— CHj— CO-/  )-fEtOH 

This  compound,  when  digested  with  boiling 
hydriodic  acid,  gives  flavone 


—OH  CO- 
CO-CH, 


"\_/ 


-OiH  HOiC- 

■ II 
 CO  CH 


\_ 


'O^C-/ 
I  \ 


\/\co/ 


CH 


+H,0 
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(c)  Finally  (Kosfcanecki  and.  Sazbranski,  Ber. 
I'joi,  37,  2634),  flavone  is  produced  when  a- 
hromflavanone 

'0\.„.  /-\ 


-GH— < 


,CHBr 

is  submitted  to  the  action  of  pota.ssium 
hydroxide. 

Flavone  crystallises  from  ligroin  in  colourless 
needles,  m.p.  97°,  and  is  readily  soluble  in  the 
usual  organic  solvents.  Its  solution  in  sulphuric 
acid  is  yellow,  and  possesses  a  weak  blue  Huor- 
escence.  A.  G.  P. 

FLAVONOL.  It  is  usual  to  subdivide  the 
great  family  of  yellow-colouring  matters  derived 
from  flavone  into  two  classes,  flavone  and 
Jlavonol,  and  the  latter  group  is  distinguished  by 
the  fact  that  the  hydrogen  of  the  7-pyrone  ring 
in  these  compounds  is  substituted  by  hydroxyl, 
whereas,  in  the  former,  it  is  not. 

Flavonol. 


C(OH) 

so  designated  by  v.  Kostanecki,  has  been  synthe- 
sisedby  V.  Kostanecki  and  iSzabranski  (Ber.  1904, 
37,  2819 )  in  the  following  manner.  Orthohydroxy- 
bemylideneacetopJienone  -  (2  -  hydroxychallcone 
(I.),)  when  digested  with  dilute  alcoholic 
sulphuric  acid,  is  converted  into  flavnnone  (11). 

—OR    CH— CeH, 

I.  !  II 

.      —CO— OH 


CH— C„H, 


II. 


which  consists  of  small  colourless  needles,  m.p. 
75°-76°. 

By  the  action  of  amyl  nitrite  and  hydro- 
chloric acid  in  alcoholic  solution,  isoiiitroso 
flavanone  (III.),  crystalline  powder,  m.p.  158°- 
1.59°,  is  produced;  and  this,  by  means  of  boiling 
dilute  mineral  acids,  splits  off  hydroxylamine 
and  is  converted  into  flavonol  (I  \  .). 


HI. 


\/\go/ 
y\  /o 


,() :  NOH 


+  H,0 


IV.  II  +NH.,UI1 

J<'lavonol  crystallises  from  alcohol  iu  yellow 
needles,  m.p.  169°-170°.  It  forms  a  yellow 
li(piid  when  warmed  with  aqueous  sodium 
hydroxide,  and  its  solution  in  suiphiuir  acitl 
i  xhihits  an  intense  \  iold  Huorescencc. 

Acetylflavonol  < V-H,,()3(C„H30),  colouiless 
needles,  melts  at  110-111".  According  to 
Auwers  and  Midler  (Ber.  1908,  41,  4233-4241). 
I)en7.ylidene  cumaranones  can  be  converted  into 
llavonols.  Thus  benzyl  idene-4-niethvlcumara- 
iiune  dibromido 

Cll3  (J„H3<:^J^^  !  br  t  'I  lPr  C„lI;, 


when  treated  with  potassium  hydroxide  gives 
2  -  methylflavo  nol 

O 


GH, 


0(0  H) 


GO- 


A.  G.  P. 

FLAVOPURPURIN  v.  Alizarin  and  allied 

COLOURING  MATTERS. 

FLAX.  This  term,  as  applied  to  the  fibre  of 
commerce,  de.signates  the  product  of  the  jjlant 
Linum  usitatissimuin  (Linn.),  belonging  to  the 
nat.  order  Linacece,  a  grou^i  consisting  of  herbs 
and  small  shrubs  indigenous  to  all  temperate 
climates.  Limim  usitntissimiim  is  now  only  found 
in  its  cultivated  condition.  The  plant  occurs  in 
two  main  '  forms  '  :  L.  nsitaiissiinum  f.  vidrjare 
or  indehisccns,  with  a  taller  stem  and  fruits  that 
do  not  split  open  spontaneously ;  and  L. 
usitalissim  am  f.  li  umilc  or  crepitans,  more  richly 
flowered  and  with  fruits  that  open  spontaneously. 
The  former  form  is  cultivated  for  the  production 
of  fibre,  the  latter  for  the  production  of  seed 
(linseed).  The  herb  has  a  solitary  erect  stem, 
attaining  a  height  of  from  20  to  40  inches.  The 
cultivation  of  flax  is  of  insignificant  extent  in 
England  and  Scotland,  but  is  of  much  greater 
importance  in  Ireland.  It  forms  also  an  im- 
portant croj}  in  some  jaarts  of  Belgium,  Holland, 
France,  and  Russia. 

The  jslant  having  attained  about  two -thirds 
of  its  full  height,  is  ready  for  gathering  ;  as  when 
allowed  to  grow  to  maturity  a  coarser  and  less 
valuable  fibre  results.  The  stem  consists  of  an 
internal  woody  core,  an  external  cortex,  and  an 
intermediateceUular  tissue  (the  bast),from  which 
the  flax  is  prepared.  The  operations  necessary 
in  the  prejiaration  of  the  fibre  for  the  purposes 
of  the  spinner  are  (1)  pulling  ;  (2)  rippling;  (3) 
steeping,  retting,  or  watering ;  (4)  grassing ; 
(5)  breaking  ;  (6)  scutching  ;  (7)  heckling.  Of 
these, '  pulling  '  is  a  distinctive  method  of  gather- 
ing the  flax  plant,  which  is  always  torn  up  by 
the  roots  and  not  cut  down  like  other  crops.  A 
fine  day  is  selected  for  tliis  purpose,  and  the 
stems  are  as  far  as  possible  arranged  in  sizes  by 
the  pullers  ;  those  also  being  assorted  which  may 
have  been  damaged  by  wind  and  rain.  '  Rippling  ' 
is  the  process  of  removing  the  seed  balls  by 

j  drawing  the  heads  through  a  species  of  comb 

I  set  uj)  usually  in  the  field  wherein  the  flax  is 
being  harvested.  '  Retting  '  consists  in  immers- 
ing the  stems  in  pools  or  streams  of  water  in 
such  a  position  that  they  shall  stand  almost 
erect,  although  weighted  down  so  as  to  be  quite 
submerged.  Tlie  object  of  this  is  to  induce  fer- 
mentation, which  dissolves  the  glutinous  matter 
and  disintegrates  the  fibres.  Pure  soft  water 
and  great  judgment  in  the  proper  leng-th  of  time 

I  to  be  allowed,  which  may  be  ten  days  to  a  fort- 
night, are  essentials  in  this  part  of  the  treat- 

I  ment.  Retting  is  followed  by  '  grassing,'  where- 
by the  separation  of  the  flax  fibre  frf)m  the 
ligneous  portions  of  the  stalk  is  further  f  acilitatetl. 
It  consists  in  spreading  the  stems  on  the  grass 
for  a  week  or  a  fortnight,  during  wliieh  tinu^ 
they  are  occasionally  turned.  The  flnx  during 
this  operation  becomes  somewhat  bleached. 
'  Breaking  '  and  '  scutching  '  are  the  means 
employed  to  strip  off  the  hard  epidermis,  and  are 
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efEected  either  by  liaud  or  machinery.  '  Heck- 
ling '  is  a  still  further  combing,  which  arranges 
the  fibres  in  parallel  order,  ready  for  the  manu- 
facture of  yarn. 

According  to  Kolb,  retting  sets  up  a  peculiar 
fermentation,  which  results  in  pectose  or  its 
analogous  bodies  being  changed  into  pectin  and 
pectic  acid  ;  of  which  the  former  being  soluble  is 
left  in  the  water,  whilst  the  latter  being  insoluble 
remains  attached  to  the  fibre  until  its  treatment 
with  hot  alkaline  lye  in  bleaching,  when  it  is 
changed  into  soluble  metapectic  acid. 

Under  the  microscope,  flax  fibre  has  the  ap- 
pearance of  a  cylindrical  tube,  not  continuous  as 
in  the  case  of  cotton,  but  broken  up  by  septa  or 
knots  at  irregular  distances  through  the  length 
of  the  fibre,  varying  from  four  to  six  times  the 
diameter  of  the  tube.  This  diameter  is  from 
about        *°  Th'sh  inch.     The  adhesive 

power  of  the  fibres,  which  gives  the  strength 
when  spun  into  yarn,  appears  to  depend  on  the 
twist  given  by  the  spindle  as  well  as  by  the 
tenacity  of  the  rough  cellular  sheath,  which  re- 
mains always  more  or  less  incrusted  with  the 
characteristic  resinous  deposit.  Advantage  is 
taken  of  the  presence  of  this  gummy  deposit  to 
detect  the  admixture  in  fabrics  of  cotton  with 
linen  ;  as,  although  the  ultimate  basis  of  both 
is  cellulose,  cotton  exists  in  a  much  purer  state 
than  flax.  The  difference  in  the  reaction  upon 
them  by  caustic  alkalis  points  out  such  admix- 
ture. When  immersed  in  a  boiling  solution  of 
caustic  potash  and  water  for  about  a  minute,  and 
then  pressed  between  folds  of  filter  paper,  flax 
exhibits  a  dark-yellow  colour,  whUst  cotton, 
when  similarly  treated,  either  remains  white  or 
becomes  a  very  bright  yellow.  The  same  solu- 
tion of  potash  employed  cold  colours  raw  flax 
orange-yellow,  whilst  cotton  becomes  grey,  a 
result  which  Kuhlmann  believed  to  be  due  to  the 
pectic  substances  contained  in  flax. 

FLINT.  (Fr.  Silex ;  Ger.  Feuer stein.)  A 
variety  of  chalcedonic  silica,  found  chiefly  in  the 
Upper  Chalk,  where  it  occurs  either  as  irregular 
nodules  or  in  tabular  masses,  and  more  rarely  in 
veins.  It  appears  to  be  generally  a  mixture  of 
opaline  silica  with  microlites  of  quartz  :  hence  it 
is  acted  upon  unequally  by  solvents,  the  colloid 
silica  being  more  soluble  than  the  crystalline 
part.  Organic  remains,  especially  sponge 
spicules,  are  frequently  enclosed  in  flint,  and 
much  of  it  seems  to  have  been  formed  by  the 
deposition  of  gelatinous  silica  around  sponges  : 
in  other  cases  it  may  represent  a  silicified  chalk- 
ooze.  The  nodules  of  flint  are  often  hollow, 
sometimes  lined  in  the  interior  with  crystals  of 
quartz,  or  with  mamiUated  chalcedony,  and 
enclosing  fossils.  Flint  varies  in  colour  from 
grey,  j'ellow,  and  brown  to  black  :  according 
to  Judd,  the  black  colour  is  due  to  all  the 
interstices  of  the  flint  being  filled  with  colloid 
silica,  while  the  white  surface  of  an  exposed  flint 
is  produced  by  removal  of  this  interstitial  silica 
in  solution  ;  the  opaque  wliite  character  of  a 
calcined  flint  results  from  the  formation  of  in- 
numerable fissures  throughout  the  mass  (Proc. 
Geol.  Assoc.  1888,  10,  219). 

Flint  differs  from  most  other  natural  forms 
of  silica  by  breaking  with  a  conchoidal  fracture, 
tlie  fragments  having  sharp  edges  well  suited  for 
cutting.  Tliis  character  led  to  its  extensive  em- 
ployment, before  the  introduction  of  metals,  as 


a  material  for  the  implements  and  weapons  of 
prehistoric  man.  Although  brittle  when  first 
taken  from  its  bed,  it  gradually  loses  moisture 
and  acquires  toughness.  In  many  chalk  districts, 
flint  is  used  as  a  building  stone  and  as  a  road 
material ;  while  in  the  form  of  flint  gravel  and 
shingle  it  is  largely  employed  elsewhere  on  roads. 
When  struck  with  steel,  or  with  iron-pyrites, 
sparks  are  elicited  ;  whence  the  former  use  of 
flint  in  the  tinder-box  and  in  flint-locks.  Gun- 
flints  are  still  made  to  a  limited  extent,  chiefly 
for  the  African  market ;  the  art  of  '  flint  knaji- 
ping  '  surviving  at  Brandon  in  Suffolk.  When 
heated  and  thrown  suddenly  into  cold  water, 
flint  may  be  easily  pulverised  ;  and  the  snow- 
white  powder  thus  produced  is  used,  as  a  pure 
form  of  silica,  in  the  manufacture  of  pottery  and 
glass. 

Large  quantities  of  flint  pebbles  are  also 
ground  between  blocks  of  chert  for  the  same 
purpose.  Most  of  this  material  is  exported 
from  France  to  England  and  America.  From 
the  chalk  pits  of  Kent,  Essex,  Surrey,  Sussex, 
and  Hants  about  30,000  tons  of  flint,  valued  at 
about  2s.  per  ton,  are  obtained  per  annum  ;  and 
about  the  same  amount  is  obtained  in  Belgium 
for  the  manufacture  of  pottery.         L.  J.  8. 

FLOS-FERRI  v.  Aeagonite. 

FLUID  GELATIN  v.  Aluminium  oleate,  art. 
Alums. 

FLUORAL  V.  Synthetic  drugs. 
FLUORANTHENE  Idr7jl 

1     /  ^  \CH. 

^6^3  CH^ 

Discovered  independently  by  Fittig  and  Gebhard 
(Ber.  10,  2143  ;  Annalen,  193,  142)  in  coal  tar 
and  by  Goldschmiedt  in  '  stupp,'  a  mixture  of 
hydrocarbons  obtained  in  distilling  mercury  ores 
at  Idria  (Ber.  10,  2022).  Obtained  from  the 
fraction  of  coal  tar  boiling  higher  than  anthra- 
cene, by  redistilling  it  at  250°  under  a  pressure 
of  60  mm.  A  mixture  of  pyrene  and  fluo- 
ranthene  passes  over,  which  may  be  separated 
by  repeated  crystallisations  from  alcohol  of 
their  picric  acid  compounds ;  the  fluoran- 
thene  picrate  separates  as  long  reddish-yellow 
needles,  melting  at  182°-183°.  Forms  slender 
needles  or  monoclinic  plates,  melting  at  109°- 
110°;  boils  at  250°-251°  under  a  pressure  of 
60  mm.  Sparingly  soluble  in  cold,  readily 
soluble  in  boiling  alcohol ;  soluble  in  ether, 
carbon  disulphide,  chloroform,  benzene,  and 
glacial  acetic  acid.  Warm  concentrated  sul- 
phuric acid  dissolves  the  hydrocarbon,  prcjduc- 
ing  a  deep -blue  colour. 

Chromic  acid  oxidises  it  to  a  quinone  ( ',  ^,11  ^Oj 
(red  needles  melting  at  187°-] 88"'),  wliich,  on 
further  oxidation,  yields  diphcnyhnclcetone- 
carboxylic  acid 

CoHj 


'>co 


C„H3— COOH 
(m.]).  191"- 192").  'This  acid  is  convcr(c(l  l)y 
heating  with  lime  into  diphenj/leneler'tone  {v. 
FiiUOBENE),  and  by  fusion  with  cau.stic  potash 
CJI^-COOH  (],  2) 
into     ifsodijilienic,     acid  ] 

C„H4-C00H  (J,  3). 
FuMiiug  nitric  acid  forms  witli  1lic  liydrfiiMrhoii 
a  trinitro  derivative. 
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FLUOR-APATITE  v.  Apatite. 
FLUORENE  o- Dipheiiylene  methane 
C6H4 

1.  >CH2 

Discovered  Ijy  Berthelot  in  coal  tar  (Compt. 
rend.  65,  465  ;  Ann.  Chim.  Phys.  [4]  12,  222). 
Obtained  (1)  bypassing  the  vapour  of  diphenyl- 
methane  through  a  red-hot  tube  (Grabe,  Annalen, 
174,  194)  ;  (2)  by  reduction  of  diphenylene 
lietone  either  by  distillation  with  zinc -dust 
(Fittig,  Ber.  6,  187)  or  by  heating  with  hydriodic 
acid  and  red  phosphorus  to  150^-160°  (Grabe, 
ibid.  7,  1625)  :  the  diphenylene  ketone  may  be 
synthesised  by  splitting  off  HjO  and  COj  from 
diphenic  acid  (Ostermayer  and  Fittig,  ihid.  5, 
935)  or  by  diazotising  o-amino-benzophenone 
and  eliminating  the  diazo-  group  (Grabe  and 
Ullmann,  ihid.  27,  3485) 


GO 


\_/       \_-/  \_/ 


CO 


NH., 


CO 


(3)  by  condensing  ethyl  trichloracetate  with 
benzene  in  the  presence  of  aluminium  chloride 
and  heating  to  290°  the  9-fluorene  carboxylio 

C6H4  ,H 
acidi  i  0  Iformed    (Dclacre,  Bull. 

V'eH,  \COOH'' 
Soc.  chim.  [3]  27,  875).  The  liigh-boiling 
fractions  of  tar  oil  after  depositing  naphthalene 
and  anthracene  are  distUled ;  the  fraction 
boiling  between  295°  and  310°  contains  the 
greater  portion  of  the  fluorene,  which,  on  fusion 
with  caustic  potash  at  280°,  is  converted  into  a 
.solid  potassium  compound  (Weissgerber,  Ber. 
34,  1659)  :  the  latter  was  originally  separated 
mechanically  from  the  fused  hydrocarbons  and 
the  fluorene  regenerated  by  treatment  with 
water  (D.  R.  P.  124150).  Diphenylene  oxide, 
present  in  the  original  mixture,  is  converted 
into  potassium  diphenate,  and  a  small  jiroportion 
of  fluorene  into  o-phenylbenzoic  acid;  the 
alkaline  mass  is  then  treated  with  water  and  the 
hydrocarbons  obtained  pure  by  fractional  dis- 
tillation (D.  R.  P.  130679).  The  sodium  com- 
pound, also  used  for  the  separation,  is 
obtained  by  fusing  the  mixture  of  hydro- 
carbons with  sodium  or  sodamide  at  150°-200° 
(D.  R.  P.  203312).  In  the  presence  of  aniline 
or  other  organic  bases,  the  reaction  proceeds 
more  smootlily,  and  at  a  lower  temperature 
(D.  B.  P.  209432).  Recry.stallisation  from 
alcohol  and  glacial  acetic  acid,  and  precipitation 
of  the  picric  acid  compound  (m.p.  81°),  may  be 
used  in  the  purification. — Lustrous  laminae, 
melting  at  115°  (Delacre,  I.e.).  Boils  at  294°- 
295°  (corr.).  Sparingly  soluble  in  cold,  readily 
in  hot  alcohol  ;  readily  soluble  in  ether,  benzene, 
and  carbon  disulphide.  Oxidation  with  lead 
oxide  yields  bisdiphenylene  ethane  and  bisdi- 
phenylene  ethylene  (red  needles  melting  at  188°) ; 
witii  chromic  acifl  diphenyleneketone  (yellow 
prisms  melting  at  84°,  boiling  at  337") ;  with 
fused  caustic  potash  o-iihonyl  benzoic  acid  and 
with  potassium  permanganate  o-phthalic  acid. 
With  nitric  acid  (sp.gr.  1-4)  in  glacial  acetic 


solution  at  80°,  2-nitrofluorcne  is  formed  (Diels, 
Ber.  34,  1768) ;  fuming  nitric  acid  produces  the 
2:7-paradinitro  derivative,  melting  at  199°-201° 
(Fittig  and  Schmitz,  Annalen,  193,  134),  255°- 
260°  (Barth  and  Goldschmiedt,  Ber.  11,  846). 
The  corresponding  amino  compounds  have  been 
used  in  the  preparation  of  azo  dyes,  but  do  not 
yet  appear  to  have  found  practical  application. 
By  the  action  of  sulphuric  acid  and  the  halogens, 
substitution  compounds  are  formed.  The  nega- 
tive character  of  the  methylene  hydrogen 
atoms  is  shown  by  the  formation  of  jjotassium 
and  sodium  compounds  (v.  swpra),  and  by  the 
formation  of  condensation  products  with 
benzaldehyde  and  oxalic  ester  (Thiele,  Ber.  33, 
861  ;  Wislicenus,  ihid.  33,  771).  The  con- 
version of  phenanthrenequinone,  by  fusion  with 
potash,  to  9-oxyfluorene-9-carboxylic  acid 
(Schmidt  and  Bauer,  Ber.  38,  3738),  and  the 
formation  of  phenanthrene  by  a  pyrogenic  re- 
action from  methyl  fluorene  (Griibe,  ihid.  37, 
4145),  furnish  instances  of  the  mutual  con- 
version of  6  and  6  rings.  Reduction  with 
hydriodic  acid  yields  a  decahydrottuorene, 
C18H20  (Schmidt,  ihid.  40,  4566) ;  fluorene 
perhydride  C,fiHoo,  is  described  by  Spiegel  {;ihid. 

41,  884 ;  42,  gie")" 

Isomeric  diphenylenemethanes  were  de- 
scribed by  CarneUey  (Chem.  Soc.  Trans.  1880, 
708),  who  obtained  them  by  passing  the  mixed 
vapours  of  benzene  and  toluene  through  a  red- 
hot  tube.  I.  S. 

FLUORESCEIN  v.   Teiphenyl  methane 

COLOURING  MATTEKS. 

FLUORESCENT  BLUE  or  RESORCIN  BLUE 

CisH3Br„N20.^(NHj).  A  colouring  matter  ob- 
tained in  J  880  by  Weselsky  and  Benedikt  by 
treating  a  solution  of  diazorcsorufin  in  potassium 
carbonate  with  bromine,  and  precipitating  with 
an  acid.  Soluble  in  boiling  water,  giving  a 
reddish-violet  solution  with  green  fluorescence. 
On  the  addition  of  hydrochloric  acid,  the  aqueous 
solution  gives  a  yellowish-brown  precijDitate. 
With  zinc-dust  and  caustic  soda  solution  rapidly 
becomes  colourless,  but  again  becomes  blue  on 
exposure  to  air.  Soluble  in  concentrated  sul- 
phuric acid  with  blue  colour,  which  becomes 
violet  on  addition  of  water,  and  eventually  gives 
a  reddish-brown  precipitate.  Dyes  silk  and 
wool  blue  with  brownish  fluorescence  (Briinner 
and  Kramer,  Ber.  17,  1847,  1867,  1875  ;  Wesel- 
sky and  Benedikt,  Monatsh.  5,  605 ;  Ber. 
18,     Bef.     76)     (v.     Oxazine  colouring 

MAT'J'EKS). 

FLUORINE.  Sym.F.  At.  wt.  19-0.  Ampere, 
in  1810,  first  pointed  out  the  analogy  between 
hydrocliloric  acid  and  the  gas  evolved  from  a 
mixture  of  fluorspar  and  sulphuric  acid  ;  he 
assumed  the  existence  of  an  element  similar  to 
chlorine,  and  further  that  the  acid  obtained 
from  fluorspar  was  a  hydrogen  compound. 
Berzelius  and  Davy,  a  few  years  later,  more 
fully  established  this  view. 

The  name  fluorine  was  given  to  the  suppo.sed 
element  on  account  of  its  being  a  constituent  of 
fluorspar.  Many  fruitless  attempts  had  been 
made  to  isolate  the  element,  but,  owing  to  its 
great  aflinity  for  other  elements,  none  could  be 
regarded  as  successful  until  Moissan,  in  1886, 
announced  his  results. 

Occurrence. — Fluorine  occurs  in  the  com- 
binctl  state  only,  and  generally  as  fluorspar  CaF,, 
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crystallisiug  in  cubes  and  octahedrons ;  this 
compound  is  found  in  abundance  in  Derbysliire, 
where  it  is  known  as  Derbyshire-spar,  and 
'  Blue  John  '  ;  it  is  also  found  in  Northumber- 
land, Durham,  Yorkshire,  and  Cornwall,  and 
from  it  most  of  the  preparations  of  fluorine  are 
made.  Cryolite,  a  double  fluoride  of  aluminium 
and  sodium  SNaF-AIFg  or  AljFii-GNaF,  found 
in  Greenland,  is  a  mineral  containing  fluorine  (v. 
Ceyolite).  Fluorine  is  widely  but  sparingly  dif- 
fused, occurring  in  small  amount  in  conjunction 
with  aluminium  and  silicon  in  topaz ;  with  cerium 
and  yttrium  in  flziocerite  and  yttroceriie  ;  it  occurs 
also  in  apatite,  wavellite,  wagnerite,  and  other 
minerals.  It  is  also  found  in  the  idocrase  of 
Vesuvius,  Christiansand  in  Norway,  and  in 
the  variety  from  the  River  Wdui  in  Siberia 
(Jannasch,  Jahr.  Mineral.  1883,  2,  123).  Traces 
of  it  exist  in  sea-water,  and  in  the  water  of  many 
mineral  springs  and  rivers.  Traces  of  fluorine 
have  been  detected  by  Wilson  in  the  silicious 
stems  of  grasses  and  equisetaceous  plants. 
Bones,  both  fossil  and  recent,  contain  fluorine 
(Carnot,  Compt.  rend.  1892,  114,  1189-1192), 
and  it  is  found  in  the  enamel  of  the  teeth 
(Gabriel,  Zeitsch.  physiol.  Chem.  18,  257-303, 
1894 ;  Wrampelmeyer,  Zeitsch.  anal.  Chem. 
32,  550-553,  1894).  It  is  said  to  occur  in  the 
blood,  the  brain  (Horsford,  Annalen,  149,  202), 
and  in  milk,  also  in  human  urine. 

Tammann  (Zeitsch.  physiol.  Chem.  1888,  12, 
322-326)  has  shown  that  fluorine  is  of  great  im- 
j)ortance  in  the  animal  economy,  while  Saber 
Horstmann  (Ann.  Chim.  Phys.  114,  510)  has 
demonstrated  that  certain  plants  do  not  develop 
in  its  absence. 

Isolation  of  fluorine. — Davy  concluded,  from 
his  experiments  on  the  compounds  of  fluorine, 
that  the  latter  was  an  extremely  active  element. 
Since  his  time  many  chemists  have  endeavoured 
to  obtain  fluorine  in  the  free  state.  It  has  been 
kno-mu  since  the  time  of  Faraday  that  strong 
hydrofluoric  acid  is  a  very  bad  conductor  of  the 
electric  current,  and  Moissan  in  his  experiments 
found  that  the  current  from  50  Bunsen  cells 
was  not  able  to  effect  a  passage  through  the 
anhydrous  acid  ;  by  dissolving  a  little  hydro- 
gen potassium  fluoride  HF-KF  in  the  acid,  it 
was  at  once  rendered  a  conductor.  The  appa- 
ratus employed  consisted  of  an  irido-platinum 
U-tube  9-5  cm.  high  and  1-5  cm.  diameter  (Fig.  1). 
At  the  side  and  near  the  top  of  each  limb  was  a 


Fig.  1.  Fig.  2. 


small  exit  tube  of  platinum,  f  and  h  ;  each  limb 
of  the  U-tube  was  provided  with  a  hollow 
cylinder  screwed  into  it,  and  the  hoUow  part  of 
each  cylinder  was  closed  by  a  stopper  of  fluorspar, 
through  the  axis  of  which  passed  the  terminals 
of  iridio  platinum  (Fig.  2) ;  these  terminals  were 


2  mm.  square  in  section  and  side,  12  mm.  long,  and 
passed  to  within  3  mm.  from  the  bottom  of  each 
limb.  The  whole  apparatus  was  first  entirely 
freed  from  moisture  by  drying  at  120°,  then 
about  6  grams  of  the  df)uble  fluoride  fif  hydrogen 
and  potassium  were  introduced,  the  stojjpers 
screwed  in  and  covered  with  shellac,  and  then 


Fig.  3. 


placed  in  a  methyl  chloride  bath,  a  constant 
supply  of  which  at  —23°  was  maintained  in  the 
bath.  The  delivery  tubes,  hitherto  kept  in 
communication  with  desiccators  of  fused  potash, 
are  now  connected  with  the  vessel  containing 
anhydrous  hydrofluoric  acid,  and  about  16  grams 
are  gently  aspirated  into  the  apparatus.  On 
now  passing  a  current  from  20  Bunsen  cells 
through  the  solution,  a  continuous  evolution  of 
gas  took  place.  To  demonstrate  its  effects  upon 
other  bodies,  they  were  placed  in  small  glass 
tubes,  and  brought  to  the  delivery  tube  at  the 
positive  side  (Fig.  3). 

On  taking  the  apparatus  to  pieces  after  each 
experiment,  the  hydrofluoric  acid  remaining  was 
found  to  contain  a  small  quantity  of  platinum 
fluoride  in  solution,  and  a  black  mud  consist- 
ing of  a  mixture  of  iridium  and  platinum  in 
suspension.  The  negative  electrode  was  not 
attacked,  but  the  platinum  rod  forming  the 
positive  pole  was  eaten  away  to  a  point,  so  that 
one  rod  only  served  for  two  experiments.  The 
average  delivery  of  gas  was  about  1  -5  to  2  litres 
per  hour. 

It  is  probable  that  potassium  fluoride  is  first 
decomposed,  fluorine  being  evolved  at  the  posi- 
tive pole,  and  potassium,  which  decomposes 
hydrofluoric  acid,  liberating  its  equivalent  of 
hydrogen  at  the  negative  pole,  reforming  potas- 
sium fluoride  ^vllich  may  be  again  electrolysed. 
Hence  a  small  quantity  of  the  double  fluoride 
can  serve  for  the  deconijjositiou  of  a  compara- 
tively large  amount  of  hydrofluoric  acid. 

To  prepare  the  pure  anhydrous  acid,  a 
known  volume  of  commercial  acid  was  treated 
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with  sufficient  potassium  carbonate  to  neu- 
tralise about  a  fourth  part,  and  was  then  dis- 
tilled in  a  leaden  retort  over  an  od-bath  at 
120°.  Potassium  fluosilicate,  formed  from 
the  hydrofluosilic  acid  contained  as  impurity, 
was  not  decomposed  on  distilling,  and  the  dis- 
tillate Avas  therefore  free  from  silica.  The 
distillate  was  divided  into  two  parts,  one  of 
which  was  neutralised  by  potassium  carbonate  I 
and  then  added  to  the  other  half,  thus  form- 
ing the  double  fluoride  HF-KF.  This  was 
dried  at  100°,  and  kept  for  several  days  in 
vacuum  in  the  receiver  of  the  air-pump,  over 
sulphuric  acid  and  sticks  of  potash.  When 
perfectly  dry,  this  compound  fails  to  powder, 
and  is  then  ready  for  the  preparation  of  the 
anhydrous  acid.  The  dry  fluoride  thus  obtained 
was  introduced  into  a  platinum  retort  and 
gently  heated ;  the  first  portions  of  distillate 
are  rejected,  as  they  contain  traces  of  water. 
A  platinum  receiver  is  then  adajjted  and  placed 
in  a  freezing  mixture  of  ice  and  salt ;  on  in- 
creasing the  temperature,  piu-e  hydrofluoric  acid 
passes  over  and  is  condensed  in  the  receiver  as 
a  limpid  liquid,  which  boils  at  19-4°,  is  very 
hygroscopic,  and  fumes  in  air  (Ann.  Chim.  Phys. 
[6]  12,  472-537). 

The  double  fluoride  is  very  soluble  in  hydro- 
fluoric acid,  forming  with  it  a  crystaUisable  com- 
pound richer  in  hydrofluoric  acid  than  the  double 
fluoride  itself,  and  which  gives  off  no  acid  vapour 
at  the  boiling-point  of  the  anhydrous  acid 
(19-4°). 

Moissan  electrolysed  the  double  fluoride  it- 
self, which  fuses  at  140°  to  a  colourless  liquid. 
The  experiment  was  done,  as  before,  in  a  U-tube 
of  platinum,  but  the  latter  was  strongly  attacked. 
On  dipping  the  platinum  terminals  of  the  battery 
into  the  fused  double  fluoride  contained  in  a 
platiimm  dish,  gas  was  freely  evolved  at  each 
pole,  detonation  occurring  on  bringing  the  ter- 
minals together,  even  in  the  dark.  The  wire  at 
the  end  where  the  fluorine  was  evolved  was 
strongly  corroded. 

Later  Moissan  found  it  possible  to  use  an 
apparatus  made  of  copper.  The  metal  becomes 
coated  with  a  film  of  fluoride  CuFj,  which  is 
insoluble  and  protects  the  copjjor  from  further 
corrosion.  The  electrodes  must  be  made  of 
platinum  instead  of  copper,  as  the  fluoride 
formed  on  the  latter  would  diminish  the  current 
(Compt.  rend.  1899,  128,  1543-1545). 

ProjKrties. — Fluorine  is  a  gas  of  a  pene- 
trating and  disagreeable  smell,  similar  to 
that  of  liypoclilorous  acid.  A  column  of  the 
gas  enclosed  in  a  platinum  tube  50  cm.  long, 
with  colourless  fluorspar  ends,  has  a  decidetl 
grcenish-yeUow  colour  (Moissan,  Compt.  rend. 
1890,  100,  937-940).  Its  dispersion  is  anoma- 
lous, being  less  at  the  blue  end  of  the  spectrum 
than  it  is  at  the  red  (J.  H.  Gladstone  and  G. 
Gladstone,  PhU.  Mag.  189],  [5|  31.  1-9). 

The  atomic  refraction  of  fluorine,  as  deter- 
mined from  a  number  of  its  comjoounds  for  the 
line  H  of  the  solar  spectrum,  varies  from  0-35  to 
0-63,  the  numbers  for  chlorine,  bromine,  and 
iodine  Iieing  10-0,  15-2,  and  25-2  respectively 
(Gladstone,  l.r.).  For  sodium  light,  the  vabies 
1'082  in  unsaturated  and  0-775  in  saturated 
compounds  (calculated  according  to  the  Lorentz 
formula)  have  been  obtained  by  Swarts  (Chem. 
Zentr.  1897,  ii.  1042-1043).   'The  atomic  re- 


fraction of  fluorine  in  xmsaturated  bodies  is  thus 
almost  equal  to  that  of  hydrogen,  so  that  if  a 
double  link  is  really  present,  fluorine  has  the 
smallest  atomic  refraction  of  any  known  element, 
its  magnitude  corresponding  to  its  extremely 
low  atomic  volume,  shown  by  Traube  to  lie 
between  0  and  1  (Annalen,  1890,  290,  105).  The 
refractive  index  of  the  free  element  is  1-000195 
for  sodium  light,  being  thus  almost  exactly  one 
quarter  that  of  chlorine,  and  bearing  the  same 
relation  to  it  as  do  the  refractive  indices  of 
nitrogen,  oxygen,  and  neon  to  those  of  phos- 
phorus, sulphur,  and  argon  resi^ectively.  This 
value  was  obtained  directly  from  measurement 
of  the  electrolytic  gas,  due  allowance  being  made 
for  oxygen,  ozone,  and  nitrogen,  which  are 
always  present  (Cuthbertson  and  Prideaux, 
Phil.  Trans.  1905,  205,  A,  319-331). 

The  density  of  fluorine  was  determined  after 
purification  of  the  gas  by  passing  it  through  a 
platinum  worm  cooled  to  —  50°  by  methyl  chloride, 
and  thence  through  a  tube  containing  anhydrous 
sodiimi  fluoride,  which  removes  the  last  traces 
of  hydrogen  fluoride.  The  volume  of  the  gas 
was  determineil  by  analysis  after  interaction 
with  water.  The  first  determination  was  made 
in  platinum  vessels,  and  gave  the  value  1  -265 
(air)  (Moissan,  Compt.  rend.  1890,  109,  861-8G4), 
but  a  later  value,  1-310,  obtained  by  the  Reg- 
nault  method  in  a  glass  vessel  (Moissan,  ibid. 
1904,  138,  728-632),  corresponds  almost  exactly 
to  the  value  1-319,  calculated  from  the  atomic 
weight  F  =  19-05  and  molecular  weight  38-10. 
The  possibility  of  the  existence  of  any  measur- 
al)le  proportion  of  free  fluorine  atoms  is  thus 
excluded. 

Fluorine  was  liquefied  by  Moissan  and 
Dewar  in  1897  (Compt.  rend.  1897,  124,  1202- 
1205)  by  subjecting  the  gas  to  the  cooling  action 
of  liquid  oxygen,  boiling  under  reduced  pressure. 
Liquid  fluorine  is  of  a  yellowish  colour  and  very 
moljile.  When  2'laced  in  liquid  hydrogen,  it 
forms  a  white  solid,  m.p.  —223°  (Moissan  and 
Dewar,  Compt.  rend.  1903,  136,  641-643).  The 
critical  temperature  of  fluorine  is  about  120°  ; 
the  critical  pressure,  about  40  atmospheres ; 
and  the  boiling  point,  —187°.  The  density  of 
liquid  fluorine  is  about  1-14.  Its  specific  re- 
fraction is  greater  than  that  of  liquid  air  or 
oxygen,  its  capillary  constant  less  than  that  of 
liquid  oxygen.  It  has  no  magnetic  properties, 
and  shows  no  specific  absorption  bands  (Moissan 
and  Dewar,  Chem.  Soc.  Proc.  1897,  175). 

Fluorine  gas  has  an  irritating  effect  on  the 
eyes  and  ujion  tlie  mucous  membrane.  It 
decomposes  water  with  formation  of  hydro- 
fluoric acid,  and  the  oxygen  which  is  set  free  is 
ozonised.  It  corrodes  glass,  and  attacks  with 
violence  all  organic  compounds,  cork  being  at 
once  carbonised  and  inflamed ;  alcohol,  ether, 
benzene,  and  turpentine  take  fire  immediately 
in  eontUct  with  it. 

Fluorine,  freed  from  hydrofluoric  acid  by 
subjection  to  the  temperature  of  boding  air  and 
subsequent  passage  over  dry  sodium  fluoride 
cooled  by  a  solution  of  solid  carbon  dioxide  in 
acetone,  does  not  attack  glass  even  at  100°,  pro- 
vided that  the  surface  of  the  glass  is  free  from 
all  traces  of  orgaTiic  matter.  It  is  impossible 
o  dry  fluorine  by  means  of  phosphorus  pent- 
oxide,  as  phosphoryl  trifluoi'ide  is  immediately 
f  ormed(Moissan,  Coinpt.  rend.  1899, 129, 799-804). 
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Fluoriue  combines  with  hydrogen,  even  in 
the  dark,  the  combination  is  attended  with 
detonation,  and  is  effected  even  at  the  tempera- 
ture of  liquid  hydrogen  (Moissan  and  Dewar, 
iUd.  1903,  136,  641-043).  Iodine  burns  in 
fluorine  with  a  pale-blue  flame,  forming  iodine 
pentafluoride  (Moissan,  ibid.  1902,  135,  563), 
and,  in  an  atmosphere  of  iodine  vapour,  fluo- 
rine burns  with  a  similar  flame.  \'apour  of 
bromine  loses  its  colour  in  fluorine,  and  the  com- 
bination is  sometimes  attended  with  detonation 
with  formation  of  bromine  trifluoride  (Lebeau, 
ibid.  1905,  141,  1016;  Prideaux,  Chem.  Soc. 
Trans.  1900,  316).  Muorine  at  once  releases 
chlorine  from  cold  potassium  chloride  ;  chlorine 
is  also  expelled  from  its  combination  wth  carbon 
in  carbon  tetracliloride,  but  does  not  unite  with 
fluorine. 

Nitrogen  also  has  no  action  on  the  gas,  but 
excess  of  fluorine  acts  upon  nitric  oxide  at  the 
temperature  of  liquid  oxygen,  forming  nitroxyl 
fluoride,  m.p.  —139°,  b.p.  —63-5°,  density 
2-17-2-31,  a  colourless  gas  at  the  ordinary 
temperature  (Moissan  and  Lebeau,  Compt.  rend. 
1905,  140,  1621-1626). 

Sulphur,  selenium,  and  tellurium,  on  being 
placed  in  fluorine,  at  once  melt  and  inflame 
with  incandescence  and  formation  of  fumes 
and  a  coating  of  solid  fluorides.  Phosphorus 
burns  in  it  with  formation  of  fluoride  and 
oxyfluoride  ;  arsenic  in  powder  becomes  incan- 
descent, and  forms  liquid  drops  of  the  trifluoride  ; 
antimony  also  becomes  incandescent.  Sihcon 
in  crystalline  form,  and  cold,  burns  with  bril- 
liancy, and  sometimes  with  scintillations.  Ada- 
mantine boron  also  burns  in  the  gas. 

Metals  are  all  attacked,  but  with  varying 
energy,  and  formation  of  fluorides,  fciodium  and 
potassium  in  the  cold  are  rendered  incandescent. 
Calcium,  magnesium,  and  aluminium  become  in- 
candescent when  slightly  warmed.  Iron  and 
manganese  in  a  state  of  powder,  with  .slight 
warming,  burn  with  bright  scintillations.  Lead 
is  attacked  in  the  cold,  and  tin  on  slightly  warm- 
ing. Mercury  is  entirely  converted  into  a  yellow 
protofluoride.  Silver,  at  a  gentle  heat,  becomes 
coated  with  a  satin-like  deposit  of  fluoride  soluble 
in  water.  Gold  and  platinum,  when  heated  to 
between  300°  and  400°,  become  convertedinto  their 
respective  fluorides,  which  are  decomposed  again 
at  a  red  heat  with  evolution  of  free  fluorine  (Ann. 
Chim.  Phys.  1887,  [6]  12,  472-537  ;  Moissan, 
Muoi-ine  et  ses  composes).  Even  at  — 187°,  liquid 
fluorine  reacts  with  a  large  number  of  substances. 
Sulphur,  selenium,  arsenic,  phosphorus,  potas- 
sium, calcium  oxide,  and  anthracene  all  react 
violently  with  it,  while  solid  fluorine  combines 
with  liquid  hydrogen  at  —252-5°,  with  violent 
explosion,  sufficient  heat  being  evolved  to 
render  the  materials  incandescent  (Moissan  and 
Dewar,  Compt.  rend.  1903,  136,  641-643).  If, 
however,  sulphur,  phosphorus,  carbon,  silicon, 
boron,  and  iron  be  first  cooled  in  liquid  air, 
they  do  not  react  with  fluorine  at  —185°,  neither  | 
is  iodine  displaced  from  iodides  at  this  tempera- 
ture, nor  glass  corroded  (Moissan  and  Dewar,  ' 
ihid.  1897,  124,  1202-1205).  If  fluorine  be  | 
passed  into  liquid  oxygen,  a  flocculent  precipi-  j 
tate  collects,  which  deflagrates  on  rise  of  tem-  ' 
perature.  It  is  probably  a  hydrate  of  fluorine, 
as  it  is  never  obtained  from  perfectly  dry 
oxygen. 


The  majority  of  the  metallic  compounds 
of  fluorine  are  easily  fusible,  and  when  ignited 
in  a  current  of  steam  many  of  them  are  con- 
verted into  the  corresponding  oxides,  whilst 
hydrofluoric  acid  is  formed.  The  fluorides  of 
silver  and  tin  are  easily  soluble  in  water,  while 
those  of  sodium,  potassium,  and  iron  are  only 
sparingly  soluble.  They  are  aU  decomposed  by 
sulphuric  acid  when  heated,  with  evolution  of 
hydrofluoric  acid,  but  nitric  does  not  so  easily 
!  attack  them.  Heated  in  a  current  of  chlorine, 
they  are  all  decomposed  with  formation  of  cor- 
responding chlorides.  Solutions  of  the  soluble 
fluorides  corrode  glass,  and  they  give  no  preci- 
'  pitate  with  silver  nitrate,  as  the  fluoride  of 
silver  is  soluble.  Lead,  barium,  magnesium, 
and  calcium  salts  produce  insoluble  precipitates. 
The  precipitate  of  calcium  fluoride  is  so  trans- 
parent as  to  be  perceived  with  difficulty,  but  is 
rendered  more  opaque  by  heating. 

Many  metallic  fluorides  combine  ivith  hydro- 
fluoric acid  and  form  compounds  obtainable  in 
crystals  soluble  in  water.  The  double  fluor- 
ides of  the  alkali-metals  wth  the  fluorides  of 
the  electro-negative  metals  which  form  acids 
with  oxygen  may  be  obtained  with  facility,  and 
are  analogous  in  composition  to  the  double 
fluoride  of  hydrogen  and  potassium.  They  are 
all  decomposed  by  sulphuric  acid,  yielding 
hydrofluoric  acid  and  a  sulphate.  A  mixture  of 
hydrofluoric  acid  and  nitric  acid  dissolves  silica 
which  has  not  been  previously  ignited,  but  the 
mixture  has  no  action  on  gold  or  platinum. 

The  atomic  weight  of  fluorine. — With  two 
notable  exc  eptions,  aU  the  determinations  of  the 
atomic  weight  of  fluorine  involve  the  conversion 
of  fluorides  of  various  metals  into  the  corre- 
sponding sulphates,  the  fluoride  most  commonly 
employed  being  that  of  calcium,  which  was  used 
in  some  cases  in  the  form  of  a  very  pure  fluorspar. 

Berzelius  (Poggendorii's  Annalen,  1826, 
8,1),  Louyet  (Ann.  .Chim.  Phys.  1849,  [3] 
25,  295),  Dumas  (Annalen,  1860,  28,  113), 
De  Luca  (Compt.  rend.  1860,  51,  299),  and 
Moissan  (ibid.  1890,  111,  570-572)  all  made  use 
of  this  method,  the  average  weight  of  calcium 
sulphate  obtained  from  one  part  of  fluoride 
being     1-7444  ±0-00018    gram,    which  gives 

18-  999  as  the  atomic  weight  of  fluorine. 
Louyet,  by  the  conversion  of  lead  fluoride 

into  lead  sulphate,  obtained  the  value  19-01 ; 
Moissan,  working  with  barium  fluoride,  obtained 
the  value  19-02.  Dumas,  Louyet,  and  Moissan 
(Compt.  rend.  1890,  111,  570-572)  also  worked 
with  sodium  fluoride,  the  results  by  this  method 
being  uniformly  higher,  viz.  19-08,  19-06,  and 

19-  07  respectively.  Values  were  also  obtained 
by  Dumas  and  Moissan  from  the  conversion  of 
potassium  fluoride  into  potassium  sulphate. 

An  exceptional  method  was  employed  by 
Christensen  (J.  pr.  Chem.  1886,  [2]  34,  41-46), 
who  took  advantage  of  the  decomposition  of 
ammonium  manganifluoride  (NH4)2MnFj  to 
measure  the  atomic  weight  of  fluorine.  The 
manganifluoride  was  treated  with  potassium 
iodide,  one  molecule  of  the  former,  on  acidifica- 
tion with  hydrochloric  acid,  liberating  a  mole- 
cule of  iodine,  which  was  then  titrated  with 
standard  sodium  thiosulphate  solution.  In  the 
first  series  of  experiments,  he  obtained  the 
value  F=19-00,  and  in  the  second  (J.  pr.  Chein. 
1887,  [2]  35,  541-559)  F=  18-99. 
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Meyer  (Zcitsch.  aaorg.  Ohem.  1903,  36,  313- 
32-1)  compared  the  results  of  these  previous 
investigations,  criticising  botli  the  suitability  of 
the  methods  and  tlie  purity  of  the  materials 
employed.  To  the  latter  cause  he  mainly 
attributed  the  discrejiancies  in  the  values  ob- 
tained. He  therefore  started  with  pure  am- 
monium carbonate  and  calcium  nitrate,  con- 
verted the  calcium  carbonate  so  obtained  into 
oxide,  which  he  slaked  and  converted  into 
chloride,  and  passed  finally  to  fluoride  by  evapo- 
ration of  the  cliloride  witli  specially  jjurified 
hydi'ofluoric  acid.  As  the  mean  of  5  determina- 
tions, he  obtained  the  value  r  =  10  030,  eiror 
±0-00149.  The  general  mean  of  all  the  deter- 
minations agrees  well  with  the  results  of  Chris- 
tensen  and  Meyer,  if  all  the  values  are  re- 
calculated with  the  most  recent  atomic  weights 
{¥.  W.  Clarke,  Recalculation  of  Atomic  Weights, 
1910).  The  mean  value  for  the  atomic  weigJit 
of  fluorine  is  19-041  ±  0-00135  ;  the  recalculated 
results  of  Christensen  give  an  average  value  of 
19-038,  and  those  of  Meyer  19-035. 

Additional  confirmation  of  Christensen's 
value  is  obtained  from  the  fact  that  the  atomic 
weight  of  manganese,  Mn=54-933,  calculated 
from  liis  data,  agrees  well  with  that  obtained 
by  Baxter  and  Hines  (J.  Amer.  Chem.  Soc.  1900, 
28,  1560). 

Comparison  of  fluorine  ivith  the  other  halogens. 
— Fluorine  is  by  far  the  most  energetic  member 
of  the  halogen  family,  and,  as  is  frequently  the 
case  with  tlie  first  member  of  a  series,  it  possesses 
very  distinctive  properties.  Moissan  has  pointed 
out  (Bull.  Soc.  chim.  1892,  [3]  5,  880-885)  that  in 
certain  of  its  relations,  it  remotely  resembles 
oxygen  rather  than  chlorine.  Tlvus  carbon 
readily  takes  fire  and  burns  in  it  (Moissan, 
Compt.  rend.  1890,  110,  276-279).  Calcium 
fluoride  is  very  different  from  calcium  chloride, 
rather  resembling  calcium  oxide  in  solubility. 
Silver  fluoride  is  also  anomalous,  being  easily 
soluble  in  water,  while  aluminium  fluoride  is 
much  less  easily  hydrolysed  than  is  the  chloride. 

Fluorine  compounds  with  the  non-metals 
are  uniformly  more  volatile  than  the  clilorine 
compounds,  but  the  metallic  fluorides  usually 
require  a  higher  temperature  for  fusion  than  do 
the  other  halides. 

The  boiling-point  of  a  hydrocarbon  is  in- 
creased on  the  average  by  5°  by  the  substitution 
of  fluorine  for  hydrogen,  but  if  fluorine  is  intro- 
duced into  a  molecule  already  containing  halogen 
atoms,  the  boiling-point  is  lowered,  the  same 
behaviour  being  observed  in  the  case  of  alde- 
liydes.  In  this  resxject,  fluorine  differs  greatly 
from  chlorine  (Henry,  Rec.  trav.  Chim.  1897, 
10,  218-225;  Moissan  and  Dewar,  Chem.  Soc. 
i'roc.  1897,  175). 

Hydrofluoric  acid  or  Hydrogen  fluoride  HF. 
Tlie  corrosive  action  of  this  compound  on  glass 
v/as  known  to  Schwanhai'dt  of  Nuremberg  as 
early  as  the  year  1670.  Schecle,  in  1771,  first 
lecognised  that  fluor.spar  is  a  comjiound  of  jime 
and  a  peculiar  acid,  and  he  jirepared  the  latter 
in  both  the  aqueous  and  gaseous  forms  by  dis- 
lilling  in  a  tin  retort.  Priestley  was  the  first  to 
c  ollect  the  gas  over  mercury.  It  was  regarded 
))y  Gny-Lussac  and  Thcjiard,  in  1808,  as  an 
oxygen  compound.  Amp^-re,  however,  in  1810, 
pointed  out  its  similarity  to  liydrocliloric  acid, 
a  view  which  was  subsequently  su^jportcd  and 


I  confirmed  by  Davy  and  Berzelius.  it  %\as  first 
I  obtained  in  a  pure  state  by  Gore  in  1868. 

Its  volumetric  composition  can  be  shown 
either  by  electrolysing  the  acid  and  collecting 
and  measuring  the  liberated  hydrogen  and 
oxygen,  or  by  allowing  a  measured  volume  of 
i  fluorine  to  act  on  water,  titrating  the  acid 
formed,  and  measuring  the  oxygen.  In  both 
I  cases,  after  allowing  for  the  contraction  in  the 
volume  of  oxygen,  due  to  formation  of  ozone, 
the  results  show  that  hydrogen  fluoride  is  formed 
by  the  union  of  equal  volumes  of  hydrogen  and 
fluorine  (Moissan,  Compt.  rend.  1900,  130,  544- 
548  ;  c/.  mol.  wt.,  Gore,  below). 

The  anhydrous  acid  is  best  prepared  from 
tlie  double  fluoride  of  laotassium  and  hydrogen, 
as  previously  described.  Fremy  obtainetl  the 
anhydrous  acid  by  decomposing  lead  fluoride 
with  dry  lij'drogeu. 

Anhydrous  hytlrofluoric  acid  is  a  colourless, 
I  mobile  liquid  of  density  0-9879  (Gore).  It  boils 
*  at  19-4°,  and  solidifies  at  -102-5°  to  a  white 
crystalline  transparent  mass,  becoming  white 
and  opaque  at  a  lower  temj)erature,  and  melts 
at  -92-3"  (Olszewski,  Monatsh.  1886,  7,  371- 
374).  Its  vapour  tension  at  15-5°  is  equal  to  a 
pressure  of  7-58  lbs.  per  square  inch.  The 
anhydrous  acid  does  not  attack  glass  even  if  left 
in  contact  with  it  for  weeks  ;  but  if  the  least 
trace  of  moisture  he  present,  tins  action  is 
apparent  at  once.  The  acid  has  little  action 
on  the  metalloids  and  the  noble  metals,  and 
below  20°  the  other  metals  are  not  attacked. 
Basic  oxides  unite  readily  with  it,  some  of  them 
dissolving  ;  on  peroxides  it  has  no  effect. 

Potassium,  when  thrown  into  the  anhydrous 
acid,  decomposes  it  with  explosion.  It  com- 
bines eagerly  with  jDhosjjhoric  and  sulphuric 
anhydrides,  with  evolution  of  great  heat,  m  this 
respect  resembling  water,  and  not  its  more  ob- 
vious analogue,  hydrochloric  acid.  It  also  com- 
bines energetically  with  the  fluorides  of  potas- 
sium and  sodium,  just  as  water  combines  with 
the  oxides  of  these  metals. 

Tlie  anhydrous  acid  decomposes  carbonates 
with  effervescence  and  with  the  formation  of 
fluorides.  Solid  organic  bodies  immersed  in  it 
are  for  the  most  part  disintegrated.  Gutta- 
percha, caoutchouc,  and  numerous  gums  and 
resins  dissolve  to  red  liquids.  Guncotton,  silk, 
i  paper,  cotton  wool,  calico,  &c.,  are  converted 
I  into  glutinous  substances,  and  generally  dis- 
solve. Wood  spirit,  alcoliol,  and  ether,  Init  not 
beu'/iene,  mix  with  it,  and  oil  of  turpentine,  when 
mixed  with  it,  forms  a  red  liquid  (Gore,  Proc. 
Roy.  Soc.  17,  256). 

The  molecular  weight  of  hydrogen  flut)ride 
j  has  been  a  source  of  some  controversy.  Gore 
(Phil.  Trans.  1869,  73)  showed  that  the  volume 
of  hydrogen  fluoride  gas  obtained  by  the  action 
of  hydrogen  on  silver  fluoiide  was  twice  that  of 
the  hydrogen  taken,  tlic  measurements  being 
made  at  100°,  l:>ut  Mallet,  weighing  the  gas  at 
30-5°  in  a  large  flaslv  coatcil  with  paraflin,  ob- 
tained a  value  for  t.he  density  corresponding  1o 
a  molecular  weight  of  39-32,  which  indicates  the 
molecular  formula  H„Fo  (Amer.  Chem.  J.  1881, 
3,  189). 

Thorpe  and  Hambly  (Cliem.  Soc.  Trans. 
1889,  163)  find  that  the  vapour  density  of  hydro- 
gen fluoride  varies  rapidly  ■i\  ith  the  tcmjserature 
and  pressure.    The  following  table  gives  the 
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results  of  their  experiments  at  teraperatures 
varying  between  20-4°  and  88-1°  : — 


Temperature 

Pressure 

V.D. 

Mol.  weight 

Ho 

1  .ino 
I  1  lo 

1  .1  Q 

1 A  a 
iva 

1       7  O 
i  /U 

n  K{\ 
lo\) 

40  -04 

n  A'i 

1  .'inn 
loll 

oa"  /4 

33'1 

750 

1'321 

38-12 

oo  o 

'7  KQ 
/  Oo 

1  .OTA 

OK>  6 

1'115 

oZ'M 

38-7 

751 

1-021 

29-46 

lA  Q 

42-8 

741 

0-910 

26-26 

47-3 

745 

0-823 

23-76 

57-5 

750 

0-737 

21-28 

69-4 

746 

0-726 

20-96 

88-1 

741 

0-713 

20-58 

These  numbers  show  that  the  process  of 
dissociation  of  the  vapour  of  hydrogen  fluoride 
is  perfectly  continuous,  and  that  there  is  no 
direct  evidence  of  the  existence  of  a  molecule 
corresponding  to  H^Fo.  It  is  also  found  that 
the  vapour  density  is  lowered  by  diminishing 
the  pressure  of  the  gas  at  a  constant  temperature. 
The  following  table  shows  the  vapour  density  of 
hydrogen  fluoride  under  varying  pressures  at 
the  constant  temperature  of  circa  32°  : — 


Temperature 

Pressure 
mm. 

V.D. 
■  air=l 

Mol,  weight 

32°0 

743 

1-377 

39-74 

32-2 

686 

1-239 

35-78 

31-8 

655 

1-177 

33-98 

32-0 

603 

1-068 

30-82 

32-5 

545 

0-963 

27-78 

32-3 

498 

0-920 

26-54 

31-9 

354 

0-797 

23-00 

32-3 

353 

0-789 

22-78 

Similar  results  were  obtained  by  mixing  the 
hydrogen  fluoride  with  air  so  as  to  lower  the 
partial  pressure  of  the  gas. 

The  anhydrous  acid,  on  addition  of  water,  is 
changed  in  s^D.gr.  from  0-988  to  as  much  as  1-25, 
further  dilution  causing  a  regular  decrease  in 
sp.gr.  (For  a  table  showing  the  relation  between 
the  sp.gr.  and  strength  of  hydrofluoric  acid,  v. 
Winteler,  Zeitsch.  angew.  Chem.  1902,  15,  33- 
34;  J.  Soc.  Chem.  Ind.  1902,  277.)  The  acid 
of  sp.gr.  1-15  may  be  distiUjed  unchanged;  it 
boils  at  120°,  and  contains  about  36  to  38  p.c.  of 
the  anhydrous  acid,  but  does  not  thus  form  a 
definite  hydrate ;  when  allowed  to  evaporate 
over  caustic  lime  in  the  air,  the  aqueous  acid 
attains  a  constant  composition  containing  32-6 
p.c.  of  the  anhydrous  acid  (Roscoe,  Chem.  Soc. 
Trans.  1861,  13,  162). 

According  to  Deussen  (Zeitsch.  anorg.  Chem. 
1906,  49,  297-300),  a  constant  boiling  mixture  of 
boiling-point  111°  at  750  mm.  pressure  has  a 
sp.gr.  of  1-138  at  18°  and  contains  43-2  p.c. 
hydrofluoric  acid  by  weight. 

Hydrogen  fluoride  gas  is  formed  from  its 
elements  with  great  evolution  of  heat  : 

H  gas  +  F  gas=HF  gas  +37-6  cals. 

H  gas  -j-  F  gas=HF  (dissolved) +49 -4  cals. 


(Berthelot  and  Moissan,  Oompt.  rend.  1889,  109, 
209).  (For  heat  of  dissolution,  c/.  Guntz,  Bull. 
Soc.  chim.  1884,  40,  54-57.)  The  dilution  of 
acid  containing  more  than  two  molecules  of 
water  does  not  produce  a  sensible  evolution  of 
heat,  as  does  similar  dilution  of  the  other 
halogen  acids  (Guntz,  I.e.). 

I      Hydrofluoric  acid  is  also  unique  in  that  it 

I  combines  with  its  own  salts  with  absorption  of 
heat  NaF+HFAq.  =  -288  (Thomsen).  The 
freezing-point  of  water  is  depressed  by  hydro- 
fluoric acid,  and  quantitative  determinations 
point  to  the  existence  of  molecules  of  H2F2  in 
solution  (Abegg,  Fox,  and  Herz,  Zeitsch.  anorg. 
Chem.  1903,  35,  129-147  ;  Paterno  and  Pera- 
toner,  Chem.  Zentr.  1891,  306). 

This  view  is  supported  by  the  fact  that  the 
heat  of  dissociation  of  hydrofluoric  acid  is 
3550  cals.,  which  is  three  times  the  corresponding 
value  for  hydrochloric  acid,  and  is  most  easily 
explained  by  assuming  the  preliminary  dis- 
sociation H2F2  ^  2HF  (Abegg,  Ber.  1900,  33, 
393-394),  and  further  evidence  is  obtained  from 
the  fact  that  by  the  application  of  Ostwald's 
basicity  rule,  the  value  for  the  basicity  =2-08. 
This  observation  is  confirmed  by  measurements 
of  specific  conductivity  after  the  addition  of 
successive  quantities  of  potassium,  sodium,  and 
ammonium  hydroxides  (Pellini  and  Pegoraro, 

!  Zeitsch.  Elektrochem,  1907,  13,  621).  Acid, 
containing  55  p.c.  hydrogen  fluoride,  cooled  to 
—45°,  is  converted  into  small  truncated  jirisms, 
having  the  composition  HF,H20  and  melting  at 
-35°  (Metzner,  Compt.  rend.  1894, 119,  682-684). 
Other  evidence  as  to  the  existence  of  hydrates 
is  derived  from  the  relation  of  the  specific  con- 
ductivities of  different  solutions  of  hydrofluoric 
acid  to  the  corresponding  concentrations.  It  is 
found  that  breaks  in  the  curve  obtained  by 

j  plotting  these  values  occur  at  concentrations  of 
91  p.c,  and  between  51  and  55  p.c.  corresponding 

\  to  the  hydrates  9HF,  H2O,  and  HF,H20  (cf. 
Metzner,  I.e.  ;  Hill  and  Sirkar,  Proc.  Roy.  Soc. 
1909,  A,  83,  130-148). 

The  temperature  coefficient  of  conductivity 
for  solutions  containing  less  than  7-7  p.c.  HF 
=0-0125  and  is  constant.  Hydrofluoric  acid 
can  be  electrolysed  with  platinum  as  a  positive 
electrode,  the  products  being  hydrogen,  oxygen, 
and  ozone,  but  with  acid  of  30  p.c.  strength, 
the  platinum  is  attacked. 

The  dilute  acid  dissolves  all  the  metals  except 
platinum  and  some  of  the  metals  associated  with 
it — gold,  silver,  lead,  and  mercury — with  evolu- 
tion of  hydrogen.  On  this  account,  it  is  kept 
in  jslatinum  vessels  when  concentrated,  and  in 
leaden  or  guttapercha  vessels  in  the  dihitc  form. 

Aqueous  hydrofluoric  acid  may  be  keiJt  in 
glass  bottles  coated  with  a  film  of  guttapercha 
as  follows.  Guttapercha  is  dissolved  in  carbon 
disulphide  and  the  solution  put  in  a  bottle, 
every  part  of  the  interior  of  which  must  be 
brought  in  contact  with  the  solution  ;  the  excess, 
if  any,  is  then  poured  out,  and  the  bottle  laid 
aside  until  the  solvent  has  volatilised.  Caout- 
chouc stoppers  are  required  (Chem.  News,  49, 
201). 

On  mixing  0110  pai  t  of  finely  powdered  anil 
pure  fluorspar  with  about  twice  its  wciglit  of 
strong  sulphuric  acid,  no  evolution  of  gas 
takes  place  at  ordinary  temperatures,  l)ut  a 
transjJarent  gelatinous  mass  is  formed,  and,  on 
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gently  heating,  dense  and  higlJy  irritating 
fumes  arise,  somewhat  similar  to  tliose  pro- 
duced in  the  manufacture  of  hydrochloric  acid  : 
CaFa + SO 4H 2 = S OiCa + 2HF.  For  ordinary  pur- 
poses, the  decomposition  is  eiiected  in  a  leaden 
retort,  divided  into  two  halves  for  convenience 
in  cleaning,  which,  when  in  use,  are  accurately 
fitted  together  by  an  overlapping  grooved  joint. 
The  receiver  may  be  a  leaden  V-tube,  blind  at 
one  end,  and  fitted  by  grinding  at  the  other  to 
the  neck  of  the  retort ;  the  retort  is  heated  on  a 
sand-bath,  and  the  acid  is  condensed  in  the  re- 
ceiver, which  is  surrounded  by  a  freezing  mixture. 

To  prepare  the  aqueous  solution  on  a  large 
scale,  a  leaden  retort,  on  the  upper  part  of  wliich 
a  leaden  head  can  be  cemented,  is  used  ;  the 
neck  of  the  retort  fits  into  the  side  of  a  leaden 
receiver  or  chamber,  in  which  is  placed  a  basin 
of  water.  The  acid  vapours  are  absorbed  by  the 
water,  and  air,  with  any  excess  of  acid  vapours, 
is  conducted  tlirough  an  escape  pipe  into  the 
atmosphere. 

The  impure  commercial  acid  may  be  purified 
by  passing  an  excess  of  hydrogen  sulphide 
through  the  liquid,  neutralising  the  sulphuric 
and  silicofluoric  acids  present  with  jiotassium 
carbonate,  then  decanting  and  adding  silver  car- 
bonate to  remove  excess  of  hydrogen  sulphide, 
filtering,  distilling  the  filtrate  froni  a  leaden 
retort  with  a  platinum  receiver,  and  finally  recti- 
fying. As  in  the  case  of  fluorine  itself,  copper 
can  readily  be  employed  as  the  material  of  the 
containing  vessels  (Goldschmiedt,  Monatsh. 
1907,  28,  297-298). 

Use  of  hydrofluoric  acid. — The  chief  use  of 
this  compound  is  in  etching  glass.  In  making 
the  graduations  on  a  thermometer  the  tube  is 
first  coated  with  engravers'  etching  varnish  ;  the 
divisions  are  then  accurately  traced  with  a  fine- 
pointed  instrument  tlirough  the  varnish.  The 
tube  is  then  plunged  for  a  short  time  into  a 
long  tube  containing  dilute  hydrofluoric  acid, 
when,  after  cleaning  the  thermometer  tube,  it 
will  be  found  to  be  permanently  engraved.  If 
the  engraving  is  done  by  the  vapour  of  hydro- 
fluoric acid,  the  tracings  are  white  and  opaque, 
whereas  if  the  liquid  acid  be  employed,  the  lines 
are  transparent. 

There  are  three  processes  in  use  for  the  pre- 
paration of  opaque  etchings  on  glass  :  viz.  (a) 
the  ajiplication  of  solutions  of  acid  fluoride  of  the 
alkalis  ;  (b)  a  mixture  of  fluorspar  with  sulphuric 
acid  ;  and  (c)  hydrofluoric  acid  gas.  The  first  of 
these  always  contains  uncombined  hj'drofluoric 
as  well  as  an  indifferent  salt  as  shown  in  the 
following  recipes  : — 


Water  . 

Acid  potassium 

fluoride 
Sodium  fluoride 
Ammonium  fluoride 
Alkali  fluoride 
Hydrocliloric  acid  . 
Sulphuric  acid 
Glacial  acetic  acid  . 
Potassium  sulphate 
Ammonium  sulphate 


grms- 
1000 


100 


250 

250 
140 


II. 


III. 


1000 
40 

60 


1000 
250 
160-175 
200 


1000 

1000 
250 
100 


The  first  of  these  recipes  is  recommended 
by  Tessic  du  Mothay  and  Marcchal ;  the  two 
under  heading  II.  by  Siegwart,  and  those  under 
heading  III.  by  J.  B.  Miller.  In  practice,  how- 
ever, an  acetic  solution  of  sodium  fluoride  is 
much  used,  and  is  prejjared  by  dissolving  25 
parts  of  sodium  carbonate  crystals  in  5  parts  of 
fuming  hydrofluoric  acid,  and  adding  to  1  litre 
of  this  solution  after  clarifying,  1  litre  of  glacial 
acetic  acid.  For  light  shacles  of  etching,  a  single 
application  of  the  acid  is  suflicient,  but  for 
deeper  shades  relocated  applications  are  neces- 
Fary,  as  is  the  case  in  etching  landscapes,  &c.,  on 
glass.  An  etched  glass  surface  viewed  by  tlie 
microscope  has  the  appearance  of  an  aggregation 
of  crystals,  hexagonal  in  shape,  and  agrees  with 
those  of  silicon-sodium  fluoride,  and  in  addition 
tliere  are  some  longer  in  shape,  wliich  mucli 
resemble  those  of  silicon-calcium  fluoride.  Small 
crystals  are  formed  from  concentrated  solutions, 
and  the  smaller  the  crystals  the  more  delicate 
is  the  etching.  The  strength  of  an  etching 
solution  must  be  varied  according  to  the  com. 
pound  used,  and  regard  must  also  be  paid  to  the 
kind  of  glass  to  be  operated  upon.  The  appli- 
cation of  gaseous  hydrofluoric  acid  does  not  pro- 
duce a  uniform  opacity,  and  is,  therefore,  not 
suitable  for  the  jDroduction  of  ojiaque  plates 
(J.  Soc.  Chem.  Ind.  6,  669). 

It  has  been  suggested  that  hydrofluoric  acid 
shoidd  be  employed  in  the  purification  of  beet 
sugar,  the  alkalis  present  in  the  juice  being 
effectually  removed  liy  the  acid,  whilst  the 
organic  matter  remains  unaft'ected  (cf.  Verbiese, 
J.  Soc.  Chem.  Ind.  1900,  160). 

Antiseptic  jjroperties  of  fluorine  compounds. — 
W.  Thompson  found  that  the  compounds  of 
fluorine,  such  as  hydrofluoric  acid,  the  acid  and 
neutral  fluorides  of  sodium,  potassium,  and 
ammonium  (as  well  as  the  fluosilicates  of  these 
bases),  are  efl^ectual  as  antiseptics.  Free 
hydrofluoric  acid  retards  the  activity  of  yeast, 
5-5  mgm.  per  100  c.c.  of  saccharine  solution 
arresting  fermentation.  Potassium  fluoride,  up 
to  the  same  strengtli,  however,  augments  it 
(Effront,  Bull.  Soc.  cliim.  1891,  [3]  5,  476-480). 
The  free  acid  jsromotes  the  activity  of  diastase 
by  retarding  lactic  and  butyric  fermentations 
(Effront,  ibid.  1891,  4,  337-339;  627-632  ; 
1892,  6,  786-793),  and  its  application  in  breweries 
has  been  suggested  (Just,  J.  Soc.  Chem.  Ind. 
1902,  131).  Acid  ammonium  fluoride  is  especi- 
ally used  for  disinfecting  rubber  hose-pipes  in 
breweries,  as  it  is  a  powerful  antiseptic  and  does 
not  attack  the  rubber  (Schonfeld,  J.  Soc.  Chem. 
Ind.,  1901,  830;  Brand,  ibid.  1904,  265  ; 
Bidtel,  ibid.  1904,  620). 

Fluorides  have  also  been  used  as  preserva- 
tives for  sweet  wines  and  beer,  sodium  fluoride 
having  been  put  on  the  market  for  this  purpose 
under  the  name  '  Remarcol.' 

Tests  for  hydrofluoric  acid. — For  the  detec- 
tion of  this  compound,  its  corrosive  action  on 
glass  is  utilised.  The  compound  suspected  to 
contain  a  fluoride  is  reduced  to  powder  and  mois- 
tened with  strong  sulphuric  acid  in  a  platinum  or 
leaden  capsule.  A  watch-glass  is  thinly  coated 
with  wax,  and,  after  tracing  some  design  with 
a  sharp-pointed  instrument,  is  inverted  over  the 
capsule.  The  capsule  is  then  gently  warmed 
and  the  watch-glass  placed  over  it,  a  little  water 
being  piut  in  to  prevent  the  melting  of  the  wax. 
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On  removing  the  watch-glass  after  a  few  minutes' 
exposure,  and  cleaning  o£E  the  wax  with  a  little 
oil  of  turpentine,  the  parts  exposed  will  have 
become  etched  if  fluorine  was  present  in  the 
mixture.  When  the  etching  is  very  faint,  a  good 
plan  is  to  breathe  upon  it,  which  makes  the 
markings  more  apparent. 

In  the  absence  of  boron,  this  test  can  be 
made  more  delicate  by  placing  the  suspected 
substance,  mixed  with  quartz  powder  and  a  little 
magnesite,  in  a  test-tube  fitted  with  a  cork, 
carrying  a  glass  rod  having  a  knob  at  the  lower 
end.  Tliis  knob  is  painted  black  and  a  drop  of 
water  is  placed  on  it.  On  adding  cone,  sulphuric 
acid  to  the  mixture  in  the  tube  and  warming 
cautiously,  a  white  film  wiU  be  seen  if  as  little  as 
0-1  mgm.  of  fluorine  is  present  (Daniel,  Zeitsch. 
anorg.  Chem.  1904,  38,  257). 

For  the  detection  of  fluorine  in  butter,  the 
aqueous  portion  from  50  grams  of  melted  butter 
is  treated  with  calcium  cliloride  solution  and  a 
small  excess  of  sodium  carbonate.  The  re- 
sulting precipitate,  consisting  probably  of  borate, 
carbonate,  phosphate,  sulphate,  and  fluoride,  is 
extracted  with  acetic  acid,  ignited  and  heated  on 
a  sand-bath  with  sulphuric  acid,  under  a  waxed 
watch-glass  cooled  by  water  on  its  upper 
surface  for  2  hours.  1  mgm.  of  calcium 
fluoride  will,  under  these  circumstances,  give 
a  distinct  etching  on  glass  (Hehner,  Analyst, 
1902,  27,  173-179). 

For  methods  of  estimating  fluorine  v. 
Analysis. 

Silicon  fluoride  may  be  estimated  by 
measurement,  in  a  dry  gas  burette,  of  the 
volume  of  gaseous  silicon  fluoride  produced  by 
the  interaction  of  quartz,  fluoride,  and  sulphuric 
acid  (Oeltel,  Zeitsch.  anal.  Chem.  1886,  25,  505  ; 
Hempel  and  Schefiier  Zeitsch.  anorg.  Chem. 
1899,  20,  1-11). 

Hydrofluoric  acid  may  be  estimated  by  the 
amount  of  etching  produced  (Ost,  Ber.  1893, 
26,  151  ;  Wislicenus,  Zeitsch.  angew.  Chem. 
1901.  706  ;  Leiniger,  Chem.  Zeit.  1902,  26,  967  ; 
Woodman  and  Talbot,  J.  Amer.  Chem.  Soc. 
1906,  28,  1437-1443). 

Fluorine  in  soluble  fluorides  can  be  esti- 
mated volumetrically  by  taking  advantage  of  the 
fact  that  ferric  fluoride,  unlike  ferric  chloride, 
does  not  liberate  iodine  from  iodides.  The 
liquid  is  acidified  with  hydrochloric  acid,  mixed 
with  a  known  excess  of  ferric  chloride  solution, 
then  with  excess  of  zinc  iodide,  allowed  to 
remain  in  a  closed  vessel  at  35°-40°  for  half  an 
hour,  and  the  liberated  iodine  titrated  with 
sodium  thiosulphate  solution  (Knobloch,  Chem. 
Zentr.  1894,  ii.  533-534). 

For  the  estimation  of  fluorine  in  wine,  a 
standard  method  has  been  worked  out,  as 
fluorine  preservatives  are  so  frequently  used. 
100  c.c.  of  wine  are  made  feebly  alkaline  with 
sodium  hydroxide,  silver  nitrate  is  added,  so 
long  as  it  produces  a  precipitate,  and  the  solu- 
tion made  up  to  250  c.c.  and  filtered.  200  c.c. 
of  the  filtrate  are  treated  with  excess  of  sodium 
chloride,  made  up  to  250  c.c.  and  left  for  24  hours. 
175  c.c.  of  clear  liquid  are  treated  with  3-4  c.c. 
2N-sodium  carbonate  solution  and  precipitated 
with  a  large  excess  of  calcium  chloride  solution 
and  boiled  for  5  minutes.  The  precipitate  is 
collected  and  ignited  and  digested  with  24  c.c. 
of  3/2N-acetic  acid  until  its  weight  is  constant 


within  5  milligrams.  For  each  100  c.c.  of 
washings,  0-0016  gram  is  added  to  correct  for 
solubility  (F.  P.  Treadwell  and  Koch,  Zeitsch. 
anal.  Chem.  1904,  43,  469-506).  For  beer, 
a  slight  modification  of  Penfield's  method 
(Chem.  News,  1897,  39,  79-180)  is  recom- 
mended. 

Silicofluoric  acid  or  Hydroiluosilicic  acid 

HoSiFg.  Tliis  compound  is  prepared  by  heat- 
ing a  mixture  sulphuric  acid  and  fluorspar, 
sand,  or  powdered  glass  in  a  flask  and  pass- 
ing the  evolved  silicon  fluoride  into  water 
3SiF4-f  2H20=SiO.,-f 2(H,,F2-SiF4).  The  tube 
from  which  the  fluoride  escapes  must  dip  into 
mercury  at  the  bottom  of  the  vessel  of  water, 
otherwise  it  would  soon  be  stopped  up  by  the 
deposition  of  silica.  The  bubbles  of  gas  as  they 
rise  through  the  water  are  decomposed,  and  a 
gelatinous  mass  accumulates.  The  solution 
of  acid  is  strained  through  linen  to  separate 
the  silica,  and  is  then  filtered  and  concentrated 
at  a  low  temperature.  The  acid  is  obtained  more 
easily  when  required  in  quantity  by  dissolving 
silica  in  dilute  hydrofluoric  acid.  The  satu- 
rated solution  fumes  strongly,  and  has  a  very 
sour  taste.  It  does  not  attack  glass,  but  if 
allowed  to  evaporate  on  it  the  glass  is  attacked, 
especially  on  heating  ;  silicon  fluoride  is  volati- 
lised, and  the  free  hydrofluoric  acid  attacks  the 
silica  of  the  glass.  The  salts  are  called  silico- 
fluorides  or  fluosilicates,  are  generally  soluble 
in  water,  and  may  be  obtained  well  crystallised. 
The  potassium  salt  is  one  of  the  least  soluble 
salts  of  potassium,  and  the  copper  salt  one  of 
the  most  soluble  of  copper  salts.  Silicofluoric 
acid  is  sometimes  employed  as  a  test  for 
potassium. 

Hydrofluosilicic  acid  reacts  with  potassium 
ferrocyanide,  epecially  in  boiling  solution, 
forming  a  greenish  liquid,  which,  on  contact 
with  air,  deposits  a  precipitate  of  Prussian  blue. 
The  same  reaction  takes  place  with  the  ferri- 
cyanide,  but  in  the  absence  of  air  (Materschek, 
Chem.  Zeit.  1901,  25,  158;  327).  Calcareous 
stone  surfaces  can  be  hardened  by  means  of  a 
fluosilicate  of  some  metal  which  forms  an  in- 
soluble oxide,  such  as  magnesium,  aluminium, 
or  lead.  Carbon  dioxide  is  given  off,  and  calcium 
fluoride,  silica,  and  alumina,  or  tlie  carbonate  of 
lead  or  magnesium  fluoride,  are  formed,  and  the 
surface  rendered  hard  and  insoluble  (Kessler, 
Compt.  rend.  1883,  96,  1317-1319). 

For  modes  of  estimating  hydro -fluosilicic 
acid  V.  Analysis. 

Antiseptic  properties. — The  fluosilicates  pos- 
sess more  powerful  antiseptic  properties  than 
the  fluorides.  They  are  not  poisonous,  possess 
no  smell,  and  are  sparingly  soluble  in  water. 
As  they  have  only  a  very  slight  alkaline  taste, 
they  may  be  employed  for  preserving  food 
without  communicating  any  taste  to  it. 

They  have  been  used  in  surgical  operations. 
A  solution  containing  0-61  p.c.  of  ammonium 
I  fluosilicate  is  not  irritating  to  wounds,  whilst  it 
possesses  greater  antiseptic  power  for  animal 
tissties  than  1  part  of  mercuric  chloride  in 
1000  of  water,  which  latter  is  a  stronger  solu- 
tion than  that  which  can  be  generally  cm- 
ployed  for  surgical  purposes  without  producing 
poisonous  effects  (Chem.  News,  50,  132)  (v.  Dis- 
infectants). 
'      A  solution    of   free   hydrofluosilicic  acid 
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containing  26  p.c.  of  the  acid,  lias  been  placed  on 
the  market  under  the  name  '  Keramyl '  (Prior, 
J.  Soc.  Chem.  Ind.  1909,  904). 

FLUORINDINES  v.  Azines. 

FLUOROFORM.  A  gas  at  ordinary  tem- 
peratures, said  to  be  obtained  by  heating  a 
mixture  of  iodoform  and  silver  fluoride  (Valen- 
tiner  and  Schwarz). 

FLUOR-SPAR,  Fluor,  or  Fluorite.  (Ger. 
Flnssspat ;  Fr.  Fluorine. )  A  common  mineral 
composed  of  calcium  fluoride  (CaFj),  crystallising 
in  the  cubic  system.  It  is  frequently  found  as 
weU-developed  crystals,  usually  cubes,  but 
occasionally  as  octahedra ;  interpenetrating 
twinned  cubes  are  common.  An  important 
character  is  the  possession  of  perfect  cleavages 
parallel  to  the  faces  of  the  octahedron.  Sp.gr. 
3-18  ;  hardness  4  (the  mineral  can  be  scratched 
■svith  a  knife).  The  crystals  have  a  bright 
vitreous  lustre,  and  are  frequently  transparent ; 
they  may  be  colourless  or  various  shades  of 
purple,  green,  yellow,  pink,  &c.,  the  mineral 
displaying  a  very  extensive  range  of  colour. 
Dull  cleavage  masses  and  massive  material, 
sometimes  quite  compact  or  earthy,  are  of 
abundant  occurrence. 

The  cause  of  the  colour  of  fluor-spar  has  long 
been  a  subject  of  discussion,  and  although  not 
yet  definitely  determined,  it  may,  in  some  cases 
at  least,  be  ascribed  to  the  presence  of  traces 
of  organic  matter.  Some  crystals  undergo  a 
change  in  colour  when  exposed  to  sunlight ;  for 
example,  certain  greens  are  changed  to  purple. 
Changes  in  colour  are  also  effected  when  the 
crystals  are  exposed  to  the  cathode  rays,  or  to 
the  rays  emitted  by  radium  salts.  Many 
crystals  are  decolourised  when  heated  to  a 
temperature  ranging  from  220°  to  300°.  The 
heating  of  the  mineral  is  usually  accompanied 
by  a  bright  phosphorescence  (thermo-lumines- 
cence),  violent  decrepitation,  and  the  liberation 
of  water  and  gases  (carbon  dioxide,  carbon 
monoxide,  hydrogen,  nitrogen,  and  oxygen). 
The  water  which  distils  off  is  sometimes  brown, 
and  has  a  strong  '  empyreumatic  '  odour  ;  and  it 
is  on  this  account,  together  with  the  fact  that 
the  mineral  is  decolourised  at  a  low  temperature, 
that  the  colour  has  been  ascribed  to  organic 
matter.  It  must,  however,  be  remarked  that 
the  water  and  gases,  and  possibly  also  any 
organic  matter  present,  are  contained  in  the 
fluor-spar  in  vast  numbers  of  cavities,  usually 
of  microscopic  dimensions,  but  sometimes  large 
enough  to  show  a  moving  bubble  when  a  crystal 
is  turned  about  in  the  hand.  A  remarkable 
phenomenon,  sometimes  associated  with  the 
colour  of  fluor-spar,  is  that  of  fluorescence  ;  this 
is  best  displayed  by  certain  purple  or  green 
crystals  from  VVeardale,  Co.  Durham.  A 
crystal,  which  by  transmitted  light  is  pinkish  or 
greenish,  exhibits  when  viewed  in  reflected  light 
a  rich  plum-blue  colour  with  a  velvety  softness 
which  has  the  appearance  of  being  diffused 
immediately  beneath  the  surface  of  the  crystal. 
This  effect  is  destroyed  when  the  crystals  are 
heated  to  220°  or  300°. 

Fluor-spar  occurs  under  a  variety  of  con- 
ditions :  in  cavities  in  granite  rocks,  in  veins  of 
tin  ore,  occasionally  as  a  cementing  material  in 
sandstone,  and  most  abundantly  as  an  associate 
of  lead  ore  in  veins  traversing  limestone.  Some 
of  the  veins  in  limestone,  consisting  almost  en- 


tirely of  pure  massive  fluor-spar,  have  a  tliick- 
j  ness  of  20  feet.  The  whole  of  the  production 
in  England,  amounting  at  the  present  time  to 
about  40,000  tons  per  atinum,  is  from  north 
j  Derbyshire,  andWeardale  in  Co.  Durham,  where 
it  is  obtained  chiefly  as  a  by-product  in  lead- 
mining.  Formerly,  when  there  was  little  or  no 
demand  for  fluor-spar,  tliis  mineral  was  thrown 
out  on  the  waste  heaps  ;  and  now  that  the 
material  is  of  value  (10s.  to  20s.  per  ton),  these 
extensive  waste  heaps  are  being  worked  over. 
A  considerable  amount,  some  50,000  tons  per 
!  annum,  is  mined  in  the  United  States,  princi- 
pally in  southern  Illinois  and  western  Ken- 
tucky. Curiously,  however,  a  large  portion  of 
the  English  fluor-spar  is  exported  to  America. 
Smaller  quantities  are  obtained  in  Bavaria, 
Saxony,  France,  and  Spain. 

The  name  fluor,  from  the  Latin  fluo,  to  flow, 
was  used  in  the  form  fliiores  lapidcs  by  G. 
Agricola  in  1529,  and  has  reference  to  the  use  of 
tlus  mineral  as  a  flux  in  metallurgical  operations. 
Within  recent  years,  its  application  in  this 
direction  has  been  very  consiclerably  extended, 
and  now  large  amounts  are  used  in  the  manu- 
facture of  iron  and  steel,  chiefly  in  the  basic 
open-hearth  process,  and  of  ferrosilicon  and 
ferromanganese.  If  not  contaminated  with  too 
much  silica  (not  over  3  or  4  p.c),  it  acts  better 
than  limestone  for  fluxing.  To  some  extent, 
fluor-spar  is  also  used  in  iron  and  brass  foundry- 
work,  as  it  produces  a  greater  fluidity  in  the 
metal.  Other  applications  are  in  the  glass  and 
enamelling  industries,  and  in  the  manufacture 
of  opaline  glass.  In  the  form  of  sand,  the  mineral 
is  used  as  a  binding  material  in  emery-wheels, 
and  for  mixing  with  mortar  and  cement.  Owing 
to  its  low  refractive  index  (^^  =1 43385)  and 
weak  dispersion,  clear  and  colourless  fluor-spar 
is  used  with  glass  for  the  construction  of  the 
apochromatic  lenses  of  microscope  objectives, 
but  material  which  is  perfectly  isotropic  and 
sufficiently  transparent  and  free  from  colour  is 
difficult  to  obtain.  A  special  variety  of  fluor- 
spar, known  as  '  blue-john,'  for  which  the  Tray 
Cliff  cavern  near  Castleton  in  Derbyshire  has 
long  been  famous,  has  been  much  used  for 
fashioning  vases  and  other  small  ornamental 
objects.  Although  occasionally  used  as  a  gem- 
stone  on  account  of  the  delicate  colouring,  the 
mineral  is  much  too  soft  for  this  purpose. 
Beads  of  fluor-spar  have  been  found  amongst 
prehistoric  remains  in  North  and  South 
America. 

Being  the  only  common  mineral  containing 
fluorine  in  large  amount  (F  48-9  p.c),  fluor-spar 
is  used  for  the  preiiaration  of  hydrofluoric  acid 
and  other  fluorine  compounds.  It  is  slightly 
soluble  in  hydrochloric  acid  and  in  solutions  of 
alkali  carbonates,  and  is  readily  decomposed  by 
sulphuric  acid  even  in  the  cold  (on  this  depends 
its  use  for  etching  glass,  a  process  in  use  long 
before  the  discovery  of  the  element  fluorine). 
Being  almost  the  only  substance  not  attacked 
by  free  fluorine,  it  was  used  by  H.  Moissan  in  the 
construction  of  his  apparatus  for  the  isolation  of 
this  element. 

(On  the  fluor-spar  deposits  of  Derbyshire,  see 
C.  B.  Wedd  and  G.  C.  Drabble,  Trans.  Inst. 
Mining  Eng.  1908,  vol.  35,  601  ;  on  those  of 
Weardale,  see    W.   M.  Egglestone,  torn.  cit. 
'  230 ;    on  American  deposits,  sec  H.  F.  Bain 


592 


FLUOR-SPAR. 


(1905),  E.  O.  Ulrich.  and  W.  S.  T.  Smith  (1905) 
in  the  publications  of  the  U.S.  Geological 
Survey.  On  the  fluorescence,  thermo-lumines- 
cence,  and  liquid  and  gaseous  enclosures,  see 
H.  W.  Morse,  Proc.  Amer.  Acad.  Sci.  and  Arts, 
1906,  vol.  41,  p.  585.)  L.  J.  S. 

FLUX.  A  term  applied  in  metallurgy  to  the 
material  whicli  is  added  to  a  charge  of  ore  for 
the  purposes  of  combining  with  earthy  or 
metallic  impurities  and  removing  them  as  slag, 
or  to  any  substance  which  is  fluid  at  a  high 
temperature  and  protects  the  regulus  from 
oxidation. 

All  ores  contain  gangue,  either  of  an  acidic 
fsilicious)  or  of  a  basic  character,  which,  if  the 
ore  were  subjected  to  the  action  of  a  reducing 
agent  alone,  would  retain  a  large  proportion  of 
the  reduced  metal  and  also  fold  the  furnace.  In 
order  to  remove  the  gangue  and  the  accumulated 
impurities  from  the  reduced  metal,  it  is  necessary 
to  add  materials  which  will  combine  with  them 
to  form  a  fusible  slag. 

A  distinction  may  be  made  between  the 
fluxes  which  are  used  for  assaying  and  those 
which  are  used  for  smelting  on  a  large  sacle, 
though  even  among  the  latter  there  are  many 
special  fluxes,  e.g.  antimony  glass  {v.  Antimony), 
for  details  concerning  which  the  articles  on  the 
extraction  of  the  several  metals  should  be 
consulted. 

The  more  important  fluxes  used  in  assaying 
are  : 

Sodium  carbonate  (or  potassium  carbonate, 
or  a  mixture  of  the  two),  which  gives  very  fluid 
slags  with  acidic  ores,  and  acts  also  as  desul- 
phurising agent. 

Borax  fluxes  with  basic  materials,  forming 
readOy  fusible  borates  of  the  metals.  Borax  has 
a  marked  influence  in  increasing  the  fluidity  of 
most  slags. 

Fluorspar,  used  especially  with  phosphates, 
is  a  '  neutral '  flux. 

Litharge  and  Red  lead  are  useful  fluxes  for 
oxides  of  iron  or  copper,  &c. 

Potassium  cyanide,  which  acts  chiefly  as  a 
reducing  agent,  being  converted  into  cyanate. 
(For  further  details,  see  art.  Assaying.  ) 

The  fluxes  used  on  the  large  scale  are  few  in 
number,  as  it  is  essential  to  the  economic 
success  of  a  process  that  the  cost  of  slag-pro- 
ducing materials  should  be  as  low  as  possible. 
An  economy  is  frequently  effected  by  mixing 
together  in  proper  proportions  an  ore  in  which 
the  gangue  is  silicious  in  character  with  another 
containing  basic  impurities.  In  general,  the 
character  of  the  fluxes  to  be  used  must  be 
decided  by  the  nature  of  the  ore,  the  object 
usually  being  so  to  arrange  matters  that  the 
furnace  charge  shall  contain  basic  and  silicious 
constituents  in  the  proportions  required  to  form 
a  fusible  double  silicate  containing  two  bases. 
The  proportion  of  silica  present  should  be 
suflicient  to  combine  with  all  the  basic  oxides 
except  that  which  it  is  desired  to  reduce. 

Fluxes  are  of  three  classes  : 

(1)  Acidic.  Silica,  as  quartz,  sand,  &c. 
Natural  silicates.    Silicious  slags. 

(2)  Basic.  Lime  or  limestone  is  the  most 
important,  being  used  in  enormous  quantities 
in  iron  smelting. 

Dolomite  or  magnesia  are  useful  also,  but  are 
more  expensive. 


Clay,  clay-slate,  &c.,  are  largely  used  v,  hen 
the  introduction  of  alumina  is  desirable. 

(3)  Neutral.  Fluor-spar.  This  should  be 
free  from  copper  pyrites,  blend,  and  galena,  and, 
if  possible,  from  quartz.  Derbyshire  spar  is  the 
best.  It  fluxes  sulphates  of  calcium,  lead, 
barium,  calcium  phosphate,  silica,  silicates,  &c., 
with  formation  of  a  very  fusible  slag. 

Roberts  Austen  (Metallurgy,  294)  gives  the 
following  rules  for  the  selection  of  fluxes  to 
form  a  fusible  silicate  slag  : — 

If  the  gangue  is  sLUcious,  two  bases  must  he 
added,  e.g.  clay  slate  or  argillaceous  limestone. 

If  the  gangue  is  argillaceous,  the  addition 
of  one  base,  e.g.  limestone,  will  suffice. 

When  the  gangue  is  basic  and  contains  two 
metallic  oxides,  the  addition  of  quartz  only  is 
necessary,  but  when  it  contains  only  one  base, 
clay,  silicious  slag,  &c.,  must  be  added. 

FORCITE  V.  Explosives. 

FORDIT.  An  explosive  consisting  of  nitro- 
glycerin (24-5),  collodion  cotton  (1-0),  nitro- 
toluene  (34-0),  flour  (2-0),  dextrin  (2-0),  glycerol 
(5-5),  ammonium  nitrate  (32-0),  and  potassium 
chloride  (30-0  parts). 

FORMAL  V.  Synthetic  drugs. 

FORMALDEHYDE  (formic  aldehyde,  forrnol, 
methanal)  CHjO.  Discovered  in  1867  by 
A.  W.  Hofmann  as  a  product  of  the  flameless 
combustion  of  methyl  alcohol.  A  red-hot  coil 
of  platinum  wire  suspended  over  methyl  alcohol 
contained  in  a  beaker,  is  kept  red-hot  so  long  as 
it  is  in  contact  with  the  mixture  of  air  and 
methyl  alcohol  vapour,  acting  as  a  contact  body 
for  the  formation  of  the  formaldehyde 
CH30H+0  =  CH20+H20. 
Hofmann  succeeded  in  isolating  a  small  quantity 
of  formaldehyde  by  passing  the  mixture  of 
methyl  alcohol  vapour  and  air  through  a  plati- 
num tube  heated  to  dull  redness.  Armand 
Gautier  passed  the  methyl  alcohol  vapours 
through  a  horizontal  tube  heated  in  a  sulphur 
bath. 

Methods  for  preparing  formaldehyde  in 
larger  quantities  were  devised  by  ToUens,  Loew, 
and  Kablukow.  Air  was  bubbled  through 
methyl  alcohol  at  40°  to  50°,  and  the  mixture  of 
air  and  alcohol  vapours  passed  over  a  spool  of 
copper  wire  gauze  5  cm.  long  and  moderately 
heated.  The  product  was  collected  as  an 
aqueous  solution  in  a  flask  on  a  water-bath,  and 
the  gases  and  uncondensed  vapours  passed  on 
to  a  receiver  cooled  by  ice  or  water.  Tollens 
found  that  the  yield  depended  largely  on  the 
temperature  of  the  methyl  alcohol,  and  therefore 
on  the  degree  of  saturation  of  the  air  with 
alcohol : 


Temp,  of  bath 
22°-32° 
38''-44° 
45°-50° 


Yield  of  CH2O 
17-95 
28-90 
31-15 


Trillat  proposed  the  first  method  for  the 
production  of  formaldehyde  on  a  manufacturing 
scale  (Fr.  Pat.  199919,  1889  ;  D.  R.  P.  .55176). 
His  apparatus  is  shown  in  Fig.  1.  Crude  or 
rectified  methyl  alcohol  is  heated  in  the  copper 
vessel  A  of  about  100  litres  capacity  by  passing 
steam  through  the  bottom  compartment  n. 
The  alcohol  vapours  are  carried  away  by  the 
copper  pijje  b  fitted  with  a  conical  perforated 
mouthpiece  c,  and  issue  from  the  perforations  in 


rORMALDEHYiJK 


593 


furm  uf  a  line  spray.  The  iU(juthpiece  penetrates 
a  short  distance  into  tube  d  of  10  cm.  diameter 
and  1  m.  length.  Air  can  be  aspiratetl  tluough  x 
at  the  conical  end  of  d  as  indicated  by  the  arrows. 


Fig.  1. 

Platinised  asbestos  is  placed  in  the  widened  part 
at  E  and  heated  by  direct  fire.  Other  contact 
substances  wliich  were  suggested  by  Trillat  are 
copper  oxide,  retort  carbon,  porcelain,  coJie, 
firebrick,  and  the  like.  The  method  of  workino- 
is  as  follows  : — 

The  tube  was  heated  at  e  to  a  dull  or  bright 
red  heat,  according  to  the  nature  of  the  con- 
tact substance ;  the  receiver,  communicating 
with  a  vacuum  pump,  is  then  connected  to  )}'. 
The  methyl  alcohol  was  in  the  mean  time 
brought  to  boiling-point;  and  the  vapours  pro- 
duced, forming  a  spray,  were  mixed  with  air 
drawn  in  at  x.  Tlie  mixture  reacts  on  meeting 
contact  substance,  wherel)y  tlie  alcohol  is  then 
oxidised  to  formaldehyde!  The  vapours  con- 
tain water,  undecomposed  methyl  alcohol,  and 
traces  of  formic  and  acetic  acids.  The  products 
are  condensed  or  dissolved  in  water,  and  the 


solution  redistilled  to  drive  ofl'  the  impuri- 
ties. Trillat  gave  no  statements  of  yields,  but 
these  cannot  have  been  very  good,  and  his 
apparatus  is  therefore  to-day  only  of  historic 
interest.  It  formed,  however,  the  "basis  for  the 
present  processes.  Instead  of  boiling  the  alcohol 
and  subsequently  mixing  its  vapours  with  a.ir, 
later  processes  drive  or  draw  air  tlirough  the 
methyl  alcohol,  kept  at  a  temperature  suitable 
for  saturation,  and  pass  the  mixture  ovei'  the 
contact  substances. 

M.  Ivlar  and  C.  Schulze  proposed  tlie  intnn luc- 
tion  of  the  scrubber  principle  for  this  operation 
( D.  R.  P.  106495).  They  consider  the  large  excess 
of  alcohol  over  air  obtained  by  the  okler  method 
to  be  disadvantageous,  and  otherwise  undesir- 
able. At  the  same  time,  there  is  too  little  control 
over  the  ratio  of  the  mixture.  They  therefore 
employ  a  scrubber,  made  of  metal  or  stoneware, 
into  which  they  pass  a  fine  spray  of  wood  spirit 
through  a  rose.  Air,  which  has  previously  been 
heated  liigh  enough  to  obtain  a  mixture  tem- 
perature of  -IS^'-SO",  is  blown  in  at  the  bottom  of 
the  scrubber  which  may  also  be  provided  witli 
a  steam-jacket.  By  adjusting  the  flow  of  alcohol 
and  air,  the  ratio  of  the  mixture  can  be  varied 
to  any  desired  extent.  In  order  furtlier  to 
moderate  the  oxidation,  the  air  is  diluted  with 
a  certain  proportion  of  nitrogen  obtained  from 
the  process  itself,  with  the  result  that  a  smaDcr 
degree  of  saturation  of  the  air  is  required.  Tliey 
claim  advantages  both  in  regard  to  the  safety 
and  the  yield  of  their  process.  This  process 
relates  only  to  the  preparation  of  the  reacting 
mixture,  but  has  no  reference  to  the  contact 
process  proper. 

Fig.  2  shows  the  formaldeliyde  plant  of  a 


FrencJi  factory  (C^otc  d"Or),  as  described  by 
A.  Morel  (J.  Piiarm.  Chiiii.  1905,  21,  177).  The 
principal  unit  is  the  oxidiser,  a  metal  cylinder  c, 
fitted  with  copper  tubes  b  in  which  the  reaction 
takes  place.  \^'ood  spirit  is  supplied  from  the 
Vol.  II.— T. 


t;mk  E  to  thi;  mixer  Ji,  (  (justructcd  on  the  car- 
burettor principle,  and  is  liere  vapourised  l)y, 
and  in  suitable  proportions  mixed  with,  air 
pressed  in  from  reservoir  a.  The  mixture  reacts 
during  its  passage  over  copper  contacts  placed  in 
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the  oxidiser  tubes  D  kept  at  em  elevated  tempera- 
ture. Sight  holes  permit  of  the  observation  of 
colour  and  luminosity,  and  consequently  the 
temperature  of  the  contact  zone.  The  products 
are  carried  off  through  a  single  pipe,  and  are 
condensed  in  coil  D  surrounded  by  a  current  of 
water.  The  condensate,  being  crude  formalde- 
hyde solution,  runs  into  a  receiver.  The  un- 
condensed  vapour  is  extracted  from  the  gases  in 
three  washers,  L.  The  crude  product  is  freed 
from  methyl  alcohol  in  a  rectifying  still. 

The  modern  plants  for  the  manufacture  of 
formaldehyde  are  built  on  the  same  lines, 
although  greatly  improved  in  some  of  the  details, 
with  the  result  of  a  greatly  increased  yield.  In 
Pig.  3  a  modern  plant  is  shown.  Compressor  1 
aspirates  air  from  the  atmosphere  and  presses  it 
into  the  air  vessel  2,  in  which  a  constant  pressure 
is  kept.  Methyl  alcohol  runs  from  tank  3  into 
the  carburation  vessel  4.  A  heating  arrange- 
ment is  placed  in  this  apparatus  which  raises 
the  temperature  of  the  incoming  air.  This 
current  of  air  meets  a  thin  stream  of  rnethyl 
alcohol,  which  also  takes  up  heat,  and  a  mixture 


of  constant  composition  is  thereby  formed. 
This  enters  the  oxidiser  5,  charged  with  the 
contact  substance,  which  usually  consists  of 
copper  gauze,  but  in  some  cases  silver  or  silver- 
coated  copper  gauze  is  used  in  preference.  The 
products  of  reaction  issuing  from  the  oxidiser, 
which  consist  of  vapours  of  formaldehyde, 
water,  and  the  excess  of  methyl  alcohol,  as  well 
as  nitrogen  and  hydrogen,  pass  into  a  separator, 
6,  in  which,  by  a  washing  process,  commercial 
formaldehyde  (40  p.c.  solution) — so-called 
'  formalin  ' — is  obtained,  which  is  drawn  off  into 
the  receiver  8,  whilst  methyl  alcohol  vapours 
are  almost  completely  condensed  in  7,  whence 
they  run  into  reservoir  12,  and  are  sent  by 
puiiip  13  back  into  the  feeding  tank  3.  The 
gases  still  contain  some  methyl  alcohol,  and  are 
made  to  pass  the  washer  9  which  extracts  the 
last  traces.  This  dilute  alcohol  is  concentrated 
in  the  continuously  working  rectifying  still  10. 
The  concentrated  alcohol  vapours  are  again 
condensed  in  11,  and  pumx^ed  bade  to  3. 

J.  E.  Orloff  has  devised  a  further  modifica- 
tion of  the  formaldehyde  plant.    In  order  to 


Fig.  3. 


start  the  work  of  the  oxidiser  without  the 
application  of  external  heat,  he  employs 
'  ignition  pills,'  made  of  platinised  asbestos  or 
pumice,  close  to  the  contact  bodies,  which 
initiate  the  reaction  at  ordinary  temperature 
when  the  alcohol  vapours  pass  over  them.  It 
is  found  that  an  alcohol  vapour  of  90  p.c. 
strength  gives  satisfactory  results  ;  this  makes 
it  possible  to  distil  the  alcohol  completely 
without  a  rectifying  column,  whilst,  when 
working  with  vapour  of  100  p.c.  strength,  the 
alcohol  has  to  be  rectified  after  one  quarter  is 
distilled  off.  The  dephlegmator  is  kept  at  63°- 
54°,  whilst  it  showed  42°-43°  only  when  external 
leading  was  applied.  Orloff's  oxidiser  consists 
of  169  copper  tubes  of  19  mm.  internal 
diameter,  2  mm.  thickness,  and  800  mm.  length, 
arranged  in  seven  concentric  circles  between 
two  plates  of  820  mm.  diameter,  which  are 
separated  from  the  two  cover  plates  by  bronze 
rings  of  720  mm.  int.  diam.  A  steam  coil 
is  placed  in  the  ring  on  the  inlet  side  to  heat 
the  mixture,  which  enters  through  a  pipe 
50  mm.  wide.  A  number  of  sight  holes  are 
provided  in  the  front  plate,  and  a  conical  exit 
jjipe  is  connected  with  the  back  ring.  Glass 
tubes,  16  mm.  wide,  1-25  mm.  thick  and  300  mm. 
long,  are  placed  in  the  copper  tubes  containing 


spools  120  mm.  long,  made  of  copper  gauze.  The 
air  drawn  through  the  system  by  a  vacuum 
pump  is  measured  in  a  gas  meter.  The  methyl 
alcohol  should  be  of  90  p.c.  strength,  and  contain 
not  more  than  1  p.c.  acetone.  The  ratio  of  the 
volume  of  exit  gases  to  the  volume  of  air  ad- 
mitted should  be  1-15  :  1  on  an  average.  An 
apparatus  of  the  size  given  oxidises  175  l^gs. 
methyl  alcohol  in  10  hours,  and  the  yield  should 
be  150  to  155  p.c.  by  weight  of  the  alcohol  em- 
ployed, the  formaldehyde  having  a  strength  of 
38-39  p.c. 

The  bulk  of  the  world's  production  of 
formaldehyde  is  made  from  methyl  alcohol. 
There  have,  however,  been  various  proposals 
for  the  employment  of  other  raw  products. 
Glock  (D.  R.  P.  109014)  suggests  the  oxidation 
of  methane,  or  mixtures  containing  niethanc,  by 
oxygen  in  presence  of  copper,  pumice,  or  asbes- 
tos as  a  catalyser.  Methane  is  mixed  with  an 
equal  volume  of  air  and  passed  through  a  tube 
filled  with  granulated  copper  heated  to  600°. 
The  products  are  cooled,  washed  with  water, 
mixed  with  an  equal  volume  of  air,  and  again 
passed  through  a  second  tube  with  contact 
substance  and  this  process  is  repeated  until  all 
methane  is  oxidised.  The  first  tube  is  kept  liot 
by  the  reaction,  the  others  require  external 
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heating.  Hydrogen  peroxide,  or,  aceording  to 
Lange  and  Elworthy's  Fr.  Pat.  352687,  electro- 
lytically  produced  persulphuric  acid,  have  been 
suggested  as  oxidising  agents  in  the  production 
of  formaldehyde  from  alcohol. 

Theory  of  the  contact  process.  After  the 
early  work  of  Hofmaun,  Tollens,  Loew,  Kablu- 
kow,  the  subject  was  closely  investigated  by 
Trillat,  who  published  these  researches  in  his 
book  '  Oxydation  des  Alcools  par  Faction  cle 
contact.' 

He  studied  the  influence  of  varying  tempera- 
tures, proportion  of  air  and  of  water,  and  of 
diiierent  contact  substances,  on  the  oxidation 
process.  His  conclusions  were  partly  incorrect, 
particularly  with  regard  to  the  prcjportion  of 
water  vapour  to  methyl  alcohol,  which  he,  in 
contradistinction  to  other  investigators,  did  not 
consider  injurious. 

J.  E.  Orlolf,  in  a  series  of  papers  in  the 
Journal  of  the  Russian  Chemical  Society, 
assumed  the  main  reaction  to  be  : 

2CH30H+0„=2CH30+2H20 
with  a  secondary  oxidation  to  formic  acid  and 
carbon  dioxide,  and  carbon  monoxide  and  water. 
No  traces  of  formic  acid  could,  however,  be 
found,  but  always  hydrogen,  and  he  therefore 
suggested  a  partial  decomposition  : 
CH.,0=CO  +  H„ 
CO  +  0=CO.. 

The  main  reaction  is  not  in  accordance  with 
the  facts  established  by  Ipatiefi  and  by  Sabatier 
and  Senderens,  who  had  proved  the  catalytic 
decomposition  of  alcohols  into  aldehydes  and 
hydrogen  generally,  with  copper  as  catalyst.  M.  Le 
Blanc  and  E.  Plaschke  (Zeitsch.  Elektrochem. 
1911,  17,  45)  have  established  that  the  forma- 
tion of  formaldehyde  is  due  not  to  oxidation, 
but  to  catalytic  dehydrogenation  of  methyl 
alcohol.  The  activity  of  freshly  reduced  copper 
<jr  silver  decreases  rapidly  unless  air  is  intro- 
duced with  consequent  temporary  oxidation  of 
the  metal.  This  is  again  reduced  at  the  expense 
of  alcohol  and  possibly  aldehyde.  An  undesirable 
secondary  reaction  is  the  decomposition  of 
formaldehyde  into  hydrogen  and  carbon  mon- 
oxide. The  yield  is  dependent  upon  the  tempera- 
ture of  the  contact  body,  the  ratio  of  alcohol  to 
air  or  oxygen,  and  the  surface  of  the  contact 
body.  The  highest  yield  was  58  p.c,  and  the 
lowest  loss  of  destroyed  alcohol  12  p.c. 

Formaldehyde  is  a  gas  of  characteristic 
smeU  which,  on  cooling,  condenses  to  a  liquid 
of  b.p.  -21°  and  of  sp.gr.  0-8153  at  -20°  or 
0-9172  at —80°.  Liquid  formaldehyde  changes 
at  —20°  readily  into  a  sohd  modification;  the 
melting-point  of  monomolecular  CH^O  is  —92°. 
Water  absorbs  up  to  52  p.c.  formaldehyde  ;  the 
freslily  prepared  concentrated  solution,  which 
has  a  pungent  smeU,  contains  diformaldehyde 
or  methyleneglycol  CH2(OH)2,  which  changes 
into  formaldehyde  on  standing.  Dilute  solu- 
tions contain  the  monomolecular  form  CHjO, 
and  do  not  undergo  any  change  when  kept"  in 
closed  vessels.  But  on  concentrating  the  solu- 
tion in  a  desiccator  or  by  evaporation,  poly- 
merisation takes  place,  flocculent  masses  of 
(CH20)„H20  (re  =  6  to  8)  being  precipitated, 
which  form  the  commercial  paraformaldehyde. 

The  aqueous  solution  precipitates  from  an 


animoniacal  silver  solution  a  specular  deposit 
of  silver,  and,  on  treatment  wth  sulphuretted 
hydrogen,  yields  crystals  of  trithiomethylene 
(0H2iS)3  (Hofmann,  Annalen,  145,  360).  On 
heating  formaldehyde  with  a  dilute  solution  of 
sodium  hydroxide,  formic  acid  and  methyl 
alcohol  are  produced.  With  concentrated 
sodium  hydroxide  solution  and  a  little  Cu„0, 
formic  acid  is  produced  at  ordinary  temperature, 
accompanied  by  violent  evolution  of  hydrogen 
(Loew).  Formaldehyde  readily  combines  with 
ammonia  to  form  the  monacid  base  hexamethyl- 
enetetramine,  according  to  the  equation  : 
6CH20-f4NH3=N4(CH2)„  +  6H2O. 
As  this  reaction  takes  place  even  in  dilute  solu- 
tion, it  forms  a  convenient  method  for  the 
titrimetric  determination  of  formaldehyde  (Butle- 
row,  Annalen,  115,  322  ;  Legler,  Ber.  16,  1333  ; 
Loew,  J.  pr.  Chem.  1886,  33,  326).  It  crystallises 
from  alcohol  in  rhombohedra,  is  very  soluble 
in  water  and  alcohol,  and  insoluble  in  ether. 

Formaldehyde  condenses  with  aniline  with 
loss  of  water  to  anhydroformaldehydeaniliiie 
GH20+C6H5NH2  =  CeH5N  :  OR^+H^O. 
On  heating  formaldehyde  with  a  solution  of 
ammonium  sulphate,  trimethylamine  sulphate  is 
formed,  whereby  one-third  is  oxidised  (,o  COo 
(Plochl,  Ber.  21,  2117).  CH20,NaHS03,H20  is 
formed  by  adding  NaHSOg  and  alcohol  to 
formaldehyde  solution  ;  this  is  readily  soluble 
in  water  and  methyl  alcohol,  less  soluble  in 
ethyl  alcohol.  By  the  action  of  hydrogen 
chloride  on  formaldehyde,  Tischtschenko  ob- 
tained dichloromethyl  ether  a,ad  water.  Lisekann 
obtained,  by  the  same  treatment,  oxijchloro- 
viethyl  ether,  which  further  yielded  monochloro- 
methyl  alcohol  (Ber.  25,  92).  By  careful  treat- 
ment with  bases  such  as  calcium  hydroxide  or 
lead  oxide,  formaldehyde  may  be  polymerised 
into  a  mixture  of  saccharine  substances.  By 
continual  boiling  of  such  a  solution  with  tin, 
jsoformose  is  oijtained ;  treatment  with  lime 
water  yields  a-acrose  0^11,206. 

If  formaldehyde  solution  is  concentrated  in 
the  presence  of  dehydrating  agents,  it  poly- 
merises to  trioxy methylene  (CH20)3,  a  crystalline 
mass  fusing  at  171°-172°,  but  subliming  below 
100°  ;  insoluble  in  water,  alcohol,  or  ether  at 
ordinary  temperature,  but  soluble  in  water 
when  heated  to  130°,  when  it  appears  to  be 
converted  into  formaldehyde  or  paraformalde- 
hyde (Tollens  and  Mayer,  Ber.  21,  3504).  When 
trioxymethylene  is  volatilised,  it  dissociates 
completely  into  formaldeliyde  (v.d.  15-3,  Hof- 
mann). When  boiled  with  lime  water,  it  yields 
formic  acid  and  an  amorphous  saccharine  sub- 
stance, methyleiiitan  (Butlerow,  Annalen,  120 
295). 

When  dry  trioxymethylene  is  heated  in  a 
sealed  tube  with  traces  of  sulphuric  acid  at  115°, 
it  is  converted  into  the  isomeric  a-trioxymethyl- 
ene  (0H20)3,  which  crystaUises  in  needles, 
melts  at  60°-61°,  and  sublimes  at  ordinary 
temperature,  and  is  soluble  in  water,  alcohol, 
and  ether  (Pratesi,  Gazz.  chim.  ital.  14,  139). 

Auerbach  and  Barchall  (Arb.  Kais.  Gesuudh. 
Amt.  27,  part  1)  claim  to  have  established  the 
identity  of  six  individual  polymerides  :  para- 
formaldehyde (CH,0)„-4-H20,  four  polyoxy- 
methylenes  (CHoO),,  and  a-trioxymcthylene 
(C^HjOs)  of  ring  structure,  characterised  by 
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their  form  {amorphous,  colloidal,  indelinite 
crystals,  definite  crystals,  and  well-developed 
crystals),  melting-point,  solubility,  &c. 

Formaldehyde  is  capable  of  reacting  with 
practically  any  class  of  organic,  and  a  large 
number  of  inorganic,  substances,  and  forms 
numerous  condensation  products.  It  reacts 
with  hydrocarbons,  carbohydrates,  aldehydes, 
and  ketones,  carboxylic,  oxy-  and  keto-  acids 
and  their  esters,  phenols,  oxyaldehydes,  gallic 
and  tannic  acid,  amines,  ammonia,  hydrocyanic 
acid,  hydrazines,  hydroxylamine,  urea,  uric 
acid,  guanidine,  the  proteins,  nitro  compounds, 
quinohne,  pyridine,  and  sulphur  compounds. 

Its  formation  plays  an  important  part  in  the 
assimilation  of  carbon  dioxide  by  chlorophyll- 
containing^  plants  (Eaeyer,  Bach,  Loeb,  Dele- 
pine). 

The  industrial  employment  of  formaldehyde 
is  manifold,  in  keeping  with  its  enormous  re- 
activity. The  coal-tar  colour  industry  uses  it 
very  largely  for  condensation  products  ;  a  great 
number  of  pharmaceutical  preparations  have 
formaldehyde  as  their  active  principle.  In 
most  of  these,  use  is  made  of  its  antiseptic 
powers  by  condensation  with  a  variety  of 
drugs. 

The  antiseptic  properties  of  formaldehyde 
are  essentially  due  to  its  chemically  combining 
with  the  cell  sldn  of  the  micro-organisms, 
thereby  hardening  it  and  inhibiting  their 
growth.  It  is  employed  in  a  number  of  ways 
and  in  diiierent  combinations.  It  is  used  in 
the  treatment  of  wounds  and  for  sterilising 
surgical  instruments  and  the  hands  of  operators, 
occasio  naUy  compounded  with  soap,  as  in  lysoform. 
For  disinfecting  rooms  a  1  or  2  p.c.  solution  of 
formaldehyde  may  be  used  as  spray,  and  is  non- 
injurious  to  coloured  fabrics.  A  concentrated 
solution  or  solid  paraformaldehyde  may  be 
vapourised  in  a  lamp,  and  its  diffusive  and 
penetrating  qualities  make  it  applicable  where 
other  disinfectants  cannot  be  employed.  The 
best  known  forms  of  apparatus  for  this  purpose 
were  devised  by  TriUat,  ToUens,  Krell,  Barthel, 
and  Schering.  In  certain  cases,  as  for  instance 
in  the  treatment  of  frozen  meat  on  board  ship, 
an  air  current  is  passed  through  a  vessel  con- 
taining formaldehyde  solution  heated  by  steam 
coils.  It  has  also  been  proposed  to  treat  a 
mixture  of  paraformaldehyde  and  peroxides  of 
the  alkaline  earths  with  water,  when  a  violent 
liberation  of  formaldehyde  vapour  takes  place 
(Autan). 

Its  preservative  qualities  are  made  use  of  in 
embalming  and  for  the  preservation  of  corpses 
for  dissection.  It  is  largely  used  for  the  pre- 
serving of  foodstuffs,  and  possibly  the  effect  of 
'  curing  '  is  in  a  measure  due  to  the  formaldehyde 
produced  from  burning  wood  and  other  carbon- 
aceous materials. 

Formaldehyde  is  employed  in  the  brewing, 
distilling,  and  sugar  industries,  and  besides  its 
preservative  action,  a  certain  stimrdative  effect 
on  the  diastatic  properties  of  the  malt,  and  on 
the  activity  of  yeast,  has  been  observed. 
Formaldehyde  is  largely  used  for  tanning  pur- 
j>oses,  especially  for  sole  leather.  By  its  action 
on  proteid  bodies,  it  makes  the  leather  hard  and 
firm  without  having  the  bad  effect  of  acids.  In 
the  paper-maldng  and  textile  industries,  it  is 
used  for  fixing  glues  and  sizes,  and  also  for  water- 


jjroofing  fabrics,  by  rendering  gelatin  or  casein 
insoluble.  Upon  the  same  reaction  is  based  its 
employment  in  hardening  the  gelatin  films  of 
photographic  plates,  and  for  hardening  micro- 
scopic preparations  and  anatomical  iiuiseum 
specimens. 

Formaldehyde  is  also  used  as  a  reducing 
agent  in  the  recovery  of  silver  and  gold,  and  in 
the  preparation  of  metallic  mirrors.  A  material 
for  the  manufacture  of  bone-like  articles  is  made 
by  the  action  of  formaldehyde  on  caseinogenate 
(galalith),  and  on  the  condensing  reaction  of 
formaldehyde  with  phenol  or  cresols  is  based 
the  manufacture  of  a  substitute  for  horn, 
tortoisesliell,  &c.  (bakelite). 

For  the  qualitative  detection  of  formalde- 
hyde, a  number  of  reactions  have  been  proposed, 
most  of  which  are  based  on  colour  reactions. 
On  warming  with  ammoniacal  silver  solution, 
the  silver  mirror  is  produced.  iSchiff's  reagent 
is  frequently  used  ;  0'4  gram  magenta  is  dis- 
solved in  25  c.c.  of  water ;  10  c.c.  of  sodium 
bisulphite  solution  (sp.gr.  1-375),  and  then  10  c.c. 
of  strong  sulphuric  acid  are  added  ;  formaldehyde 
causes  a  red  colouration  which,  on  addition  of 
hydrochloric  acid,  changes  to  bluish  violet. 
Other  reagents  suggested  are  alkaline  resorcinol, 
phloroglucin,  codeine,  morphine,  phenyl  hydra- 
zine, and  ferric  chloride. 

For  the  quantitative  determination,  the 
following  are  used  :  Legler's  method  based  on 
the  reaction  of  ammonia  on  formaldehyde,  gives 
low  results.  For  impure  concentrated  solution, 
the  method  of  Blank  and  Finkenbeiner  (Ber.  31, 
2979)  may  be  employed.  It  consists  in  oxi- 
dising formaldehyde  to  formic  acid  by  means 
of  hydrogen  peroxide  in  alkaline  solution.  An 
iodometric  method  was  suggested  by  Romijn 
(Zeitsch.  anal.  Chem.  36,  19),  and  many 
colorimetric  reactions  have  been  worked  out  for 
the  exact  estimation  of  small  quantities  of 
formaldehyde.  1  part  of  formalin  in  100,000 
parts  of  milk  can  be  detected  by  distillation  and 
application  of  colour  reactions  to  the  distillate. 
Rideal  and  Hehner  have  studied  the  rate  of 
disappearance  of  formalin  when  added  to  milk 
by  formation  of  condensation  jiroducts.  Schry- 
ver  uses  phenyl  hydrazine  and  potassium  ferri- 
cyanide  for  the  estimation  of  formaldehyde  in  a 
dilution  of  1  :  1,000,000.  R.  L. 

FORMALIN.  A  40  p.c.  solution  of  for- 
maldehyde. 

FORM  AMIDE  HCO-NHa.  First  obtained  by 
Hofmann  (J.  pr.  Chem.  91,  61)  by  heating  ethyl 
formate  with  ammonia  in  a  sealed  tube  at  100°. 

It  is  a  product  of  the  oxidation  of  amino- 
acids,  lactic  acid,  albumin,  &c.,  by  ammoniacal 
potassium  jiermanganate  (Hasley,  Zeitsch.  phy- 
siol.  Chem.  25,  325). 

It  is  formed  by  the  action  of  the  silent  dis- 
charge on  a  mixture  of  carbonic  oxide  and 
ammonia  (Losanitsch  and  Jovitschitsch,  Ber. 
30,  138) ;  by  distilling  sodium  formate  with 
ammonium  chloride  in  a  vacuum  (Verley,  Bull. 
Soc.  chim.  9,  [3]  691) ;  or  by  heating  crystallised 
ammonium  formate  in  a  sealed  tube  at  230°  for 
6  hours  (Hofmann,  Ber.  15,  980),  but  is  best 
prepared  by  heating  pure  dry  ammonium  for- 
mate for  2  hours  at  100°-180°  in  an  atmosphere 
of  ammonia,  then  fractionating  in  the  same 
atmosphere  at  I  mm.  pressure  (Freer  and 
Sherman,  Amer.  Chem,  J.  20,  223), 
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Forniamide  is  a  liquid,  b.p.  85°-95°  (h  mm. 
pressure) ;  at  ordinary  pressure  it.  decomposes, 
when  heated  aliove  100",  into  (Carbon  monoxide, 
.'immonia,  hydrogen  cyanide,  and  water.  At 
1°  it  crystallises  in  needles;  sp.gr.  1-76  at  4° 
(Preer  and  Sherman.  I.e.).  Phosphorus  pent- 
oxide  converts  it  into  waterand  hydrocvanie  acid  : 
HC0-]SIH,=HCN+H20.  Strong  caustic  potash 
decomposes  it,  even  in  the  cold,  into  potassium 
formate  and  ammonia.  It  is  also  decomposed 
by  a  mixture  of  potassium  chromate  and  sul- 
phuric acid,  forming  carbon  dioxide  and  am- 
monium hydrogen  sulphate ;  by  hydrogen 
peroxide  with  production  of  ammonia  and 
carbon  dioxide  (de  Coninck,  Oompt.  rend.  128, 
50.3) ;  and  by  sodium  hypochlorite  on  heating 
(de  Coninck,  ibid.  121,  893).  Formamide  com- 
bines with  chloral  forming  chloral-amid  or 
cMoralnm  formamidatum,  used  as  a  disinfect- 
ant and  as  a  preservative,  and  for  its  hypnotic 
properties  {v.  Chloeal).  Sodium,  silver  (Freer 
and  Sherman,  Amer.  Chem.  J.  562  and  I.e.  ; 
Titherley,  Chem.  Soc.  Trans.  1897,  466)  and 
mercury  salts  have  been  obtained  (Fischer  and 
Griitznor,  Arch.  Pharm.  2.32,  329).  Condensa- 
tion products  of  value  as  antiseptics  and  sol- 
vents for  uric  acid  are  obtained  by  condensing 
formamide  with  formaldehyde,  paraldehyde,  or 
trioxymethylene  (.T.  Soc.  Chem.  luil.  25, 
283). 

FORMAMIDINE,  Mcthcnylawidinr 
CH(NH)(NH2). 
This  compound,  the  lowest  member  of  the  amid- 
ine   series,    may   be   regarded   as  formamide 
HCO.-NH,  in  which  the  oxygen  atom  has  been 
replaced  by  imidogen.    Obtained  by  acting  on 
the  double  compound  f)f  hydrocyanic  acid  and 
hydrocldoric  acid  with  absolute  "alcohol : 
2HCN,HC1+2C2H,-0H 

=  0H(NH)(NH,),HC1+C2H5C1+HC0,-C,H5 
(Cautier,  Compt.  rend.  05,  410  ;  cf.  Claisen  and 
Matthews,  Chem.  Soc.  Trans.  1882,  265).  From 
tlie  hydrocliloride  of  formimido-ether 

CH(NH)(0C,H-),HC1 
and  alcoholic  ammonia  (Pinner,  Ber.  16,  375, 
1647).  Formamidine  hydrochloride  crystallises 
from  alcohol  in  hygroscopic  granules,  melting 
at  81°,  and  decomposing  at  100°  into  hydro- 
cyanic a,cid  and  ammonium  chloride  : 

CH(NH)(NH2)HCl=HCN-fNH,C!. 
When  liberated  from  its  salts  by  caustic  potash, 
formamidine  is  at  once  decomposed  into  am- 
monia and  potassium  formate.  Its  salts  crys- 
tallise with  difficulty.  (CH,,N,,HCl)„,PtCl,,  forms 
very  soluble,  orange-red,  quadratic  pyramids. 

Formamidine  picrate 

NH  :  CH-NH,,C,;H,(N03)30H, 
obtained  by  the  addition  of  formamidine  hydro- 
chloride to  picric  acid,   crystallises  in  long 
lustrous  yeUow  needles,  m.p.  248°  (Diechmann, 
l?er.  25,  705). 

Substitution  derivatives  of  formamidine 
have  been  studied  by  Dains  (ihid.  35,  2496). 

FORMAN.  Trade  name  for  cldormethyl- 
iiienthy]  ether  C,„Hi(,-0-CH„Cl,  formed  by  the 
action  of  formaklehyde  upon  menthol  in  the 
presence  f)f  hydrochloric  acid.  A  colourless, 
fuming  oil,  b.p.  ]60°-162°,  10  mm.  pressure, 
decomposed  by  water  into  its  original  con- 
stituents.   Employed  in  medicine  in  catarrhous 


affections  of  the  air  passages  (c.  SvNrTHETic 

DRUGS). 

FORMANILIDE  HCO-NH  C,.H,,  or 
0H-CH:N-CfiF5 
(Claisen,  Annalen,  287,  360;  Wheeler  and 
Medcalfe,  Ainer.  Chem.  J.  19,  217).  First  ob- 
tained by  Gerhardt  (Annalen,  60,  310)  by  heating 
aniline  oxalate.  Best  prepared  by  heating 
together  molecular  proportions  of  aniline  and 
strong  formic  acid  on  the  water-bath  under 
reduced  presrure  to  remove  the  water,  then  dis- 
tilling under  ordinary  pressure  until  the  thermo- 
meter indicates  250°,  and  finally  pouring  out  the 
undistilled  portion,  when  it  solidifies  on  standing 
(WaUaeh  and  Wiisten.  Bcr.  16,  145).— Long 
four-sided  prisms  melting  at  46°,  moderately 
soluble  in  water,  readily  so  in  alcohol.  Dilute 
acids  decompose  it  into  aniline  and  formic  acid. 
Formanilide  is  rapidly  attacked  by  chromic  acid, 
various  colouring  matters  being  formed  (de  Co- 
ninck, Compt.  rend.  128,  503). 

Sodium,  silver  (Comstock,  Ber.  23,  2274 ; 
Comstock  and  Kleeberg,  Amer.  Chem.  J.  12, 
493),  and  mercury  compounds  have  been  ob- 
tained (Wheeler  aiid  McFarland,  ihid.  18,  540). 

Other  derivatives  are  described  by  Comstock 
and  Kleeberg  {I.e.),  Claisen  {I.e.),  and  Komstock 
and  Wheeler" (Amer.  Chem.  J.  13,  514). 

FORMIC  ACID  (Ger.  Amei.tensaure) 
H-COOH.  Discovered  by  Rey,  in  1670,  by  dis, 
tilling  red  ants  with  water.  Formed  in  the 
acid  secretions  of  certain  caterpillars  ;  in  the 
common  nettle  ;  in  the  fruit  of  the  soap-nut  tree 
(Sapindus  saponaria  (hinn.)) ;  in  tamarinds,  &c. 
Occurs  in  sweat,  urine,  and  muscular  plasma. 
Formed  by  the  dry  distillation  of  starch,  sugar, 
gum,  tartaric  and  oxalic  acids,  &c.  Best  ob- 
tained by  heating  a  mixture  of  glycerol  (or  other 
polyatomic  alcohol  of  high  boiling-point)  with 
crystallised  oxalic  acid.  The  anhydrous  glycerol 
is  heated  with  the  oxalic  acid  to  75°-  90°  until 
the  evolution  of  carbon  dioxide  ceases,  whcTi  a, 
fresh  quantity  of  oxalic  acid  is  added,  and  the 
process  repeated.  The  oxalic  acid  C,H.,0„2H20 
decomposes  into  water,  carbon  dioxide,  and 
formic  acid,  which  reacts  upon  the  glycerol, 
forming  vionoformiv . 

On  the  addition  of  a  further  quantity  of 
crystalli.sed  oxalic  acid,  the  water  of  crystallisa- 
tion   decomposes  the   monoformin,  producing 
glycerol  and  formic  acid,  which  distils  over 
C3H,(OH),,-)-H-COOH=HCO-OC3H5(OH)2-(.H,0 

Glycerol.    Formic  acid.  Monoformin. 
monoformin  is  thus  being  continually  formed 
and  destroyed,  with  the  eventual  production  of 
formic  acid  of  from  87  to  88  p.c.  (Lorin,  Bull. 
Soc.  chim.  [ii.]  5,  7  ;  20,  241  ;  24,  22  and  436). 

Formic  acid  is  also  obtained  by  heating 
formates  in  vacud  with  acids  or  acid  salts 
(Hempel,  Eng.  Pat.  3428  ;  J.  Soc.  Chem.  Ind. 
1909,  259) ;  by  treating  formates  with  hydro- 
fluoric acid  (Strauss,  D."R.  P.  209418;  J.  Soc. 
Chem.  Ind.  1909,  674) ;  and  by  heating  in  a  still 
1  part  of  sodium  formate  with  2  parts  of  sodium 
hydrogen  sulphate  or  other  acid  salt  ;  in  the 
last  method,  acid  of  from  97  to  98  p.c.  is  obtained 
(Ch.  Fab.  Griinaw.  Landshoif,  raid  Meyer,  Akt. 
Ges.,  Eno.  Pat.  14438;  D.  B.  P.  192881  ;  Fr. 
Pat.  367316;  U.S.  Pat.  857046  ;  r.  .also  Hamcl, 
Eng.  Pat.  7.5.34;  Fr.  Pat.  341764;  U.S.  Pat. 
806660  ;  J.  Soc.  Chem.  Ind.  1904,  91 13,  and  Soc. 
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FORMIC  ACID. 


Anou.  ties  Etab.  Eyckeu  and  Leroy  ;  Yi:  Pat. 
393526  ;  J.  Soc.  Chem.  Ind.  1909,  160). 

Anhydrous  formic  acid  may  be  obtained  by 
gently  heating  lead  formate  with  sulphuretted 
hydrogen,  or  by  heating  the  dehydrated  sodium 
salt  with  anhydrous  oxalic  acid.  It  is  a  colour- 
less, slightly  fuming  liquid,  with  a  penetrating 
smell,  and  is  intensely  corrosive.  Boils  at  99-9°, 
sp.gr.  1-2211,  solidifies  at  a  low  temperature, 
forming  large  brilliant  plates ;  m.p.  8-6°.  Traces 
of  water  lower  the  m.p.  and  raise  the  b.p.  The 
specific  gravity  of  aqueous  solutions  is  given  in 
the  following  table  (Richardson  and  Allaire, 
Amer.  Chem.  J.  19,  150)  :— 


P.c. 

Sp.gr.  20°/4° 

P.c. 

Sp.gr.  20"/4° 

10 

1-0247 

60 

1-1425 

20 

1-0489 

70 

1-1656 

30 

1-0730 

t  80 

1-1861 

40 

1  -0964 

90 

1-2045 

50 

1-1208 

Heated  with  concentrated  sulphuric  acid,  for- 
mates evolve  carbon  monoxide :  with  ferric 
chloride  neutral  solutions  give  a  red  colour. 
Silver  nitrate  is  reduced  to  metallic  silver,  which 
is  precipitated,  partly  as  a  black  powder,  and 
partly  as  a  lustrous  deposit  on  the  tube.  Mer- 
curic chloride  is  reduced  to  mercurous  chloride, 
and  if  excess  of  formic  acid  is  present,  to  metallic 
mercury. 

Formic  acid  may  be  estimated  by  the  method 
of  Jones  (Amer.  Chem.  J.  17,  539).  The  solu- 
tion is  made  alkaline  with  sodium  carbonate, 
warmed,  and  an  excess  of  standard  perman- 
ganate added.  The  solution  is  acidified,  and  a 
measured  volume  of  oxalic  acid  is  run  in,  until 
the  precipitate  of  manganese  hydroxide  has  dis- 
solved and  the  permanganate  disappeared.  The 
excess  of  oxalic  acid  is  estimated  by  titration 
with  standard  permanganate.  A  volume  of 
oxalic  acid  equal  to  that  taken  is  also  titrated 
with  permanganate  solution,  and  the  difference 
between  the  result  and  the  total  permanganate 
used  gives  the  quantity  of  permanganate  re- 
quired to  oxidise  the  formic  acid  (v.  also  Rupp, 
Zeitsch.  anal.  Chem.  1906,  687  ;  Grossmann  and 
Aufrecht,  Ber.  1906,  2455).  Other  methods 
depend  on  the  reduction  of  mercuric  chloride  to 
mercurous  chloride  (Scala,  J.  anal,  and  appl. 
Chem.  5,  233;  Lieben,  Monatsh.  1893,  746; 
Leys,  Mon.  Sci.  12,  632 ;  Franzen  and 
Greve,  J.  pr.  Chem.  1909,  80,  368) :  the  titration 
of  the  acid  with  standard  alkali,  or  the  decomposi- 
tion of  the  acid  in  the  carbonic  acid  apparatus 
with  sulphuric  acid  and  potassium  dichromate 
(Rupp,  Arch.  Pharm.  243,  69).  For  estimation 
in  the  presence  of  acetic  acid,  v.  Freyer,  Cherri. 
Zeit.  1895,  1184. 

Formic  acid  is  a  strong  reducing  agent  and  a 
powerful  antiseptic.  It  is  used  as  a  food  pre- 
servative (Woodman  and  BurreU,  Tech.  Quart. 
1908,  21,  1),  and  in  brewing  is  added  to  the 
veast  mash  as  an  antiseptic  (Lange,  J.  Soc. 
Chem.  Ind.  1905,  1025  ;  Henneberg,  ibid.  1906, 
192).  It  is  used  in  dyeing  as  an  assistant  or 
reducing  agent  with  potassium  dichromate 
mordant  and  also  for  dyeing  woollen  goods  or 
iinions  with  acid  dyestufis  (Kapff,  ibid.  1905, 
129  ;  Meltner,  ibid.  435  ;  and  Ruby,  ibid.  1907, 
467). 

Salts  and  esters.  Many  methods  for  pro- 
ducing the  salts  of  formic  acid  have  been 


patented.  In  the  majority  of  them,  carbon 
monoxide  under  pressure  is  passed  over  metallic 
oxides,  basic  minerals,  or  alkali  hydroxides,  the 
conditions  varying  slightly  in  the  different 
methods  (Usines  dcs  Moulins,  Fr.  Pat.  382001  ; 
J.  Soc.  Chem.  Ind.  1908,  183  ;  EUis,  U.S.  Pat. 
875055,  ibid.  ;  Raschen,  J.  Soc.  Chem.  Ind.  1908, 
420 ;  Eng.  Pat.  13953  ;  Farb.  Meister,  Lucius 
and  Pruning,  Fr.  Pat.  389065  ;  J.  Soc.  Chem. 
Ind.  1908,  769  ;  Haase,  Eng.  Pat.  4771  ;  J.  Soc. 
Chem.  Ind.  1908,  898 ;  Elect.  Werke,  D.  R.  P. 
179515;  Chem.  Soc.  Abstr.  1907,  i.  378; 
Koepp  and  Co.  D.  R.  P.  209417;  Fr.  Pat. 
.342168;  Chem.  Zentr.  1909,  i.  1785).  Roga- 
tien  (Eng.  Pat.  12604  ;  J.  Soc.  Chem.  Ind.  1893, 
864)  obtains  a  mixture  of  ammonium  formate 
and  bicarbonate  by  passing  moist  nitrogen, 
hydrogen,  and  carbon  dioxide  over  slightly 
heated  pumice  or  other  absorbent  bodies. 
Water  gas  and '  Ebelmen  gas '  are  used  to  supply 
the  hydrogen  and  nitrogen  respectively.  An- 
other method  consists  in  treating  the  cyanides 
of  the  alkaline  earth  metals  with  water  vapour 
under  pressure  below  300°,  whereby  ammonia 
and  a  formate  are  produced  (Bad.  Anil,  und 
Soda  Fab.,  Eng.  Pat.  22038;  Fr.  Pat.  372714; 
,J.  Soc.  Chem.  Ind.  1907,  527). 

Potassium  formate  CHOjK  and  Sodium, 
formate  CHOjNa  are  readily  soluble  deliquescent 
salts  which,  according  to  Bineau,  form  acid  salts 
on  solution  in  hot  concentrated  formic  acid. 
Calcium  formate  (CH02)2Ca  and  Barium  form- 
ate (CH02)2Ba  crystallise  in  rhombic  prisms, 
readily  .soluble  in  water,  insoluble  in  alcohol. 
Lead  formate  (CH02)2Pb  is  less  soluble  in  water 
than  other  formates,  1  part  dissolving  in  63 
parts  of  water  at  16°,  and  is  insoluble  in  alcohol ; 
the  solution  forms  a  series  of  basic  formates  on 
being  warmed  with  lead  oxide,  which  have  an 
alkaline  reaction  and  crystallise  in  needles. 
Copper  formate  (CH02)2Cu,4H20  crystallises  in 
light  blue  monoclinic  prisms  :  forms  a  basic  salt 
Cu(CH02)2-Cu(OH),  (Riban,  BuU.  Soc.  cliim. 
38,  112).  Silver  and  mercu-ous  formates  de- 
compose even  in  the  dark,  and  the  latter  de- 
flagrates when  heated  and  decomposes  on  per- 
cussion. Methyl  formate  boils  at  30-4°  (712  mm.), 
sp.gr.  0-9928  :  it  is  best  made  by  acting  on  dry 
sodium  formate  with  a  mixture  of  methyl 
alcohol  and  aqueous  hydrochloric  acid,  or  by 
digesting  methyl  alcohol  with  concentrated 
formic  acid.  Ethyl  formate  boils  at  50-4°,  and 
has  sp.gr.  0-9445  at  0°.  It  is  made  by  heating 
a  mixture  of  6  parts  of  alcohol  (90  p.c),  7  parts 
of  sodium  formate,  and  10  parts  of  concentrated 
sulphuric  acid. 

FORMICIN,    FORMIDIN    v.  Synthetic 

DKUGS. 

FORMINS  are  esters  produced  by  the  con- 
densation of  glycerol  or  other  polyhydric 
alcohol  with  formic  acid. 

Monoformin  HCO-0(J3H5(OH),  is  produced 
in  the  pre])aration  of  formic  acid  by  heating 
glycerol  with  oxalic  acid  at  190°  (Tollens  and 
Henninger.  Bull.  Soc.  chini.  [ii.]  11,  395),  and  is 
extracted  from  the  mixed  product  by  means  of 
ether.  It  is  also  prepared  by  the  interaction  of 
monochlorhydrin  and  sodium  formate  at  160° 
(van  Romburgh,  Rec.  trav.  chim.  1,  180).  On 
distillation  under  atmospheric  pressure  it  decom- 
poses into  carbon  dioxide,  water  and  allyl 
alcohol,  but  may  be  distilled  unchanged  in  vnmu. 


FRI'UTS  AND  GLAZES. 


Di nitrnformin  iw  a  yellow  oil,  sii.gr.  1  -5  at.  1 5\ 
IL  is  formed  tugetlier  willi  iiilroglyueria  by  heal- 
ing anhydrous  oxalic  acid  with  glycerol  at  150'^ 
and  treating  the  product  with  nitrosulxjhurio 
acid  (Vender,  D.  R.  P.  209943;  Ghem.  Soc. 
Abstr.  1909,  i.  692). 

Dlformin  (HGO-OjaCsHj-OH  is  the  chief 
constituent  of  the  residue  obtained  in  the 
preparation  of  formic  acid  by  heating  anhydrous 
oxalic  acid  and  glycerol  at  140°  (van  Romburgh, 
J.  1881,  508).  It  is  extracted  with  ether  and 
purified  by  distillation  under  reduced  pressure. 
B.p.  163°-166°  under  20-30  mm.  ;  sp.gr.  1-304 
at  15°.  Insoluble  in  carbon  disulphide  and  de- 
composed by  A^'ater  with  the  formation  of  gly- 
cerol and  formic  acid.  On  heating  under  atmo- 
spheric pressure  it  is  decomposed  into  carbon 
dioxide,  water  and  allyl  formate.  With  6 
parts  of  glycerol  at  220°,  carbon  monoxide, 
carbon  dioxide  and  allyl  alcohol  are  the  products, 
whilst  with  oxalic  acid,  carbon  dioxide  and 
formic  acid  are  produced. 

Triformin  (HGO  OjaCgHj  is  prepared  by 
heating  glycerol  with  excess  of  100  p.c.  formic 
acid.  By  cooling  the  viscous  product  by  liquid 
ammonia,  a  crystalline  mass  is  obtained.  Pure 
triformin  is  colourless;  has  m.p.  18°;  b.p. 
266°/762  mm.;  >i^*°=l-4412.  It  is  saponified 
slowly  by  cold,  readily  by  hot  water  (van 
Romburgh,  Zeitsch.  physikal.  Ghem.  1910,  70, 
459). 

By  heating  crythrol  with  formic  acid  and 
distilling  off  the  acid  at  200°.  a  mixture  of 
formins  is  obtained,  from  which  a  tetraformin 
has  been  isolated.  This  forms  silky  needles, 
m.p.  150°  (Henninger,  Gompt.  rend.  98,  149). 

FORMOPYRINE.  A  compound  of  anti- 
pyrine  and  formaldehyde  (Ji[Hi30N2-GHoO ; 
m.p.  142°;  insoluble  in  cold  water,  soluble  in 
cUoroform  and  alcohol.  Forms  salts  with  acids 
(Marcourt,  Bull.  Soc.  chim.  1896,  520).  Stolz 
(Ber.  1896,  29,  1826)  and  PeHizzari  (Gazz.  chim. 
ital.  1896,  26,  ii.  407)  show  that  Marcourt's 
'  formopyrine  '  is  identical  with  methylene  di- 
antipyrine  GHo(C3iH,,ONo)o,  described  by 
Pelhzzari  (Ghem."  Soc.  Abstr."  1890,  645). 

FORMOSE  V.  Gaebohydbates. 

FOSSIL  RESINS  v.  Resins. 

FRACTIONAL  DISTILLATION  v.  Distilla- 
tion. 

FRAGARIANIN  v.  Tannins. 

FRANGULIN  v.  Glucosides  ;  also  Gascaea 
sageada. 

FRANKINCENSE  v.  Gum  eesins. 

FRANKLINITE.  A  member  of  the  spinel 
group  of  minerals  with  the  general  formula 
R"0-R';'03,  where  R"=re,  Zn,  Mn,  and 
R"'  =  Fe,  Mn.  The  actual  composition  is  very 
variable :  ferric  oxide  always  predominates 
(56-67  p.c.),  zinc  oxide  ranges  from  6  to  23  p.c, 
and  manganese  oxides  (MnO,  MnaOj)  average 
1 .5-20  p.c.  The  mineral  occurs  as  well-developed 
crystals  of  octahedral  habit,  as  rounded  grains, 
and  as  granular  masses.  It  is  black  with  a  sub- 
metallic  lustre,  much  resembling  magnetite  in 
appeaT:ance,  but  is  readily  distinguishable  from 
this  in  being  only  slightly  magnetic.  Sp.gr. 
5-0-5 -2;  hardness,  6. 

Although  known  only  from  Franklin  in  New 
Jersey  (hence  the  name),  it  is  found  there  in 
considerable  abundance  ia  association  with  ores 
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of  zinc  in  crystalline  limestone.  After  the  ex- 
tracti<ui  of  tile  zinc,  the  vcsidiic  is  used  in  the 
manufacture  of  spiegeleisen.  L.  .1.  S. 

FRAXETIN  V.  Hoese  chestnut. 

FRAXINy.  Glucosides;  also  Hokse  chest- 

N  UT. 

FRAXITANNIC  ACID  r.  Tanni^js. 

FREESTONE.  A  rock  which  admits  of  being 
freely  worked  in  any  direction  for  use  as  a 
building  stone.  Many  stratified  rocks  may  be 
readily  sawn  when  freshly  quarried,  and  while 
holding  the  '  quarry-water,'  but  acquire  con- 
siderable hardness  on  exposure  to  the  atmo- 
sphere. Most  freestones  are  either  limestones 
or  sandstones.  In  the  Inferior  Oolite  there  are 
certain  beds  known  to  geologists  as  the  Lower 
and  Upper  Freestones,  which  are  largely  quarried 
as  building  stones,  near  Gheltenham.  The  Bath 
stone  from  the  Great  Oolite,  and  the  Portland 
stone  from  the  Upper  Oolites,  are  also  well- 
known  Oolitic  freestones.  Many  of  the  Goal- 
measure  sandstones  admit  of  being  readily  cut 
and  tooled,  and,  being  without  any  marked  ten- 
dency to  split  in  definite  directions,  are  valuable 
freestones ;  such,  for  instance,  are  the  sand- 
stones of  Graigleith,  near  Edinburgh,  and  of 
Darley  Dale  in  Derbyshire.  F.  W.  R. 

FREIBERGITE.  "  An  argentiferous  tetra- 
hedrite  occurring  typically  at  Freiberg  in 
Saxony,  whence  the  name.  It  is  generally 
known  to  German  miners  as  Wewsgiltiqerz. 
Analysis,  by  H.  Rose,  of  a  crystallised  specimen 
from  Freiberg,  yielded  31-29  p.c.  silver  [v. 
Fahloee).  L.  J.  S. 

FRENCH  CHALK.  A  variety  of  steatite,  or 
soap-stone,  used  for  marking  cloth  and  for  re- 
moving grease  from  silk.  It  is  a  hydrated 
magnesium  silicate,  with  a  smooth  unctuous 
feel.  In  a  powdered  state  it  is  sprinlded  inside 
new  gloves  and  in  the  heels  of  boots  to  produce 
a  smooth  surface  and  enable  them  to  be  readily 
slijjped  on. 

FRENCH   GREEN,  EMERALD  GREEN  i: 

Pigments. 

FRENCH  POLISH.  A  solution  of  shellac 
in  alcohol ;  occasionally  containing  gum  elemi 
and  copal. 

FRITTS  and  GLAZES.  The  'glaze'  of 
pottery  is  a  vitreous  coating,  which  serves  to 
make  the  articles  impervious  to  liquids,  and  may 
also  be  used  for  decorative  purposes.  According 
to  the  context,  however,  the  word  is  also  em- 
ployed to  denote  (1)  the  mixed  and  powdered 
dry  materials  to  be  vised  for  the  coating,  or  (2) 
an  emulsion  of  these  materials  susi:>ended  in 
water  ('  wet  glaze  '). 

Usually  the  glaze  is  applied  by  dipping 
the  dry  or  '  biscuit '  ware  into  this  emulsion. 
The  water  soaks  into  the  jiorous  '  l:>ody,'  leaving 
a  deposit  of  the  solid  materials  on  the  surface. 
When  the  ware  is  subsequently  heated  to  a 
sufficiently  high  temperature,  this  layer  melts, 
forming  a  glassy  coating  fused  more  or  less 
completely  with  the  underlying  body  of  the 
article.  Sometimes,  however,  the  glaze  is 
poured  over  the  ware,  or  sprayed  upon  it,  or 
dusted  on  as  a  dry  powder,  instead  of  being 
applied  by  '  dipping.'  In  the  special  case  of 
salt  glaze  (used  for  stoneware),  the  salt  is  vola- 
tilised on  to  the  ware  in  the  kiln  during 
firing. 

The  normal  quantity  of  dry  glaze  on  table 
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and  toilet  ware  ranges  from  about  4  to  over  9  p.c. 
of  the  weight  of  the  ware,  the  average  being 
between  C  and  7  p.c. 

A  good  glaze  should  be  clear,  bright,  and 
uniform ;  hard  enough  to  resist  wear  ;  and  in 
the  case  of  domestic  and  sanitary  articles, 
should  withstand  the  action  of  all  the  ordinary 
acids. 

Defects. — Two  principal  defects  to  which  the 
glaze  on  ware  is  prone  are  (1)  '  crazing,'  and  (2) 
'  scaling  '  or  '  moulting.'  In  the  fir.st,  a  network 
of  fine  cracks  spreads  over  the  glaze ;  in  the 
second,  the  glaze  chips  off  at  the  edges.  They 
are  usually  accounted  for  as  follows  : — 

Broadly  speaking,  the  coefficient  of  expan- 
sion of  a  glaze  should  be  that  of  the  underlying 
'body.'  If,  on  cooling,  the  glaze  contracts 
much  more  than  the  body,  it  is  under  tension, 
and  either  at  once  or  during  subsequent  usage 
it  yields  to  the  stress,  and  cracks.  The  '  crazing' 
may  not  develop  for  several  months.  In  some 
ware — e.g.  tiles — crazing  is  not  of  itself  a  serious 
fault ;  in  fact,  makers  hold  that  the  refraction 
effects  which  result  render  the  ware  more 
artistic.  The  purchaser,  however,  may  be 
prejudiced  against  it ;  and  in  the  case  of  table 
ware  there  is  the  additional  objection  that  the 
cracks  may  harbour  dirt  and  micro-organisms. 

On  the  other  hand,  if  the  glaze  contracts 
much  less  than  the  body,  it  is  under  pressure 
when  cold,  and  portions  chip  off,  even  sometimes 
breaking  the  body  itself.  This  '  scaling '  or 
'  moulting  '  is  a  less  frequent  evil  than  crazing. 
Moreover,  it  usually  shows  itself  immediately 
after  firing,  and  a  remedy  can  thus  be  looked 
for  before  turning  out  further  similar  goods. 

Other  reasons  for  crazing  are  given  in  some 
cases.  Thus  '  short -fired  '  glaze,  where  fusion 
with  the  body  is  imperfect,  is  prone  to  craze. 

Either  the  body  or  the  glaze,  or  both,  may 
be  modified  to  remedy  crazing.  In  the  glaze, 
the  proportion  of  alkalis  is  dimitiished,  or  that 
of  the  lime,  sUica,  or  boric  oxide  increased. 

Composition. — Glazes  after  fusion  are  either 
alkali  sUicates  (salt  glaze),  or  sUicates  and 
borosiUcates  of  aluminium,  alkalis,  and  the 
alkaline  earths,  with  or  without  lead.  In 
coloured  glazes,  various  colouring  oxides,  e.g. 
those  of  cobalt,  copper,  iron,  mangane.se,  are 
also  present.  Before  fusion,  the  glaze  may  be 
merely  common  salt  or  felspar ;  but  the  u.sual 
materials  of  glazes  are  certain  natural  silicates, 
namely  felspar,  china  clay  or  kaolin,  and 
Cornish  stone,  mixed  with  flint  or  sand,  chalk, 
borax  or  boric  acid,  soda,  white  lead,  red  lead, 
and  litharge.  Gullet  {broken  glass)  is  also 
sometimes  an  ingredient,  and  for  coarse  earthen- 
ware glaze,  galena. 

Fritting.  Borax,  boric  acid,  and  soda, 
however,  being  soluble  in  water,  would  pass  into 
the  porous  body  of  the  biscuit  ware  during 
dipping  if  they  were  merely  mixed  with  the 
other  ingredients  of  the  wet  glaze.  Hence  they 
must  be  made  insoluble  in  water.  This  is  done 
by  fusing  them  wdth  a  portion  of  the  other 
ingredients  containing  lime,  alumina,  and  silica, 
and  the  complex  borosilicate  thus  obtained  is  a 
'  borax  fritt.' 

By  '  fritt,'  therefore,  is  to  be  understood 
certain  ingredients  of  a  glaze,  which  have  been 
mixed  and  subjected  to  a  preliminary  fusion 
before  being  ground  up  with  the  remaining 


materials.  Occasionally,  the  whole  of  the 
ingredients  may  thus  be  formed  into  a  '  fritt.' 

When  lead  is  a  constituent  of  the  glaze, 
fritting  is  also  advantageous,  for  two  reasons  : 

(1)  it  can  thus,  with  due  care,  be  rendered  almost 
insoluble  in  dilute  acids,  and  therefore  much  less 
dangerous  to  the  health  of  the  Avorkers  than 
when  in  the  '  raw  '  form  of  oxide  or  carbonate  ; 

(2)  the  high  density  of  '  raw  '  lead  tends  to  make 
it  settle  down  in  the  dipping  tub  more  rapidly 
than  the  lighter  ingredients  do,  thus  making  the 
glaze  less  uniform  ;  this  tendency  is  largely 
counteracted  by  having  the  lead  in  the  form  of 
a  fritt.  This,  of  course,  also  applies  to  other 
heavy  materials,  such  as  barium  carbonate. 
Other  cases  where  fritting  is  beneficial  are  when 
an  ingredient  is  present  in  very  small  proportion, 
since  it  is  then  distributed  more  eveiily ;  or 
when  certain  of  the  constituents  are  fusible  with 
difficulty  at  the  temperature  employed  for 
'  firing  '  the  ware.  A  higher  temperature  may 
be  used  for  the  fritting,  and  much  of  the  chemical 
work  done  which,  with  the  '  raw  '  glaze  on  the 
ware,  would  have  to  be  performed  at  a  less 
effective  temperature. 

On  the  other  hand,  a  certain  proportion  of 
material  in  the  '  raw  '  state,  especially  clay,  is 
advantageous  for  keeping  the  glaze  suspended 
in  water  for  dipping ;  hence  it  is  not  usual  for 
all  the  ingredients  of  a  glaze  to  be  fritted. 

Formulae  of  glazes.  In  ceramic  calculations 
it  is  customary  to  express  the  chemical  formula 
of  a  glaze  in  terms  of  molecular  '  equivalents ' 
the  sum  of  the  RO  constituents  being  made 
unity.  Thus  the  glaze  described  on  p.  fi02 
wiU  reduce  to  lEO,0-27Al2O3,3.5(SiO2,B2O3). 
Typical  English  glazes  similarly  work  out  as 
follows  : — 

RO       AloO,  SiOi.BaOa 
China         .        .1       0-31  3-67 
Earthenware       .1       0-26  2-80 
Granite       .        .1       0-32  3-43 

The  theoretical  acids  corresponding  to  the 
above  four  formulae,  expressed  as  ratios  of 
HjO :  SiOj,  are  respectively  1:2-1,  1:1-9, 
2  :  3-1,  and  4  :  7.  That  is,  the  four  glazes  lie 
between  the  bi.silicate  type  (H20,2Si02)  and 
the  polysihcate  (2H20, 38162).  Seger  gives  for 
white  ware  glazes  the  limits  lRO,0-lAl2O3,2-5SiO2 
and  lRO,0-4Al2O3,4-5SiO2.  The  first  is  some- 
what less  acid  than  a  bisilicate,  the  .second  rather 
more.  A  soft,  heavily  leaded  English  majolica 
glaze,  however,  lRO,0-16Al2O3,l-68(SiO2,B2O3), 
corresponds  to  7H20,8iSi02,  and  is  but  slightly 
more  acid  than  a  monosilicate. 

Lead  glazes.  The  number  of  recipes  for 
these  is  legion,  but  on  calculating  them  out  to 
the  constituent  oxides,  they  reduce  to  a  few 
main  types.  They  may  be  broadly  classified 
as  follows  : — 

(1)  China,  earthenware,  granite,  ironstone, 
and  semi-porcelain.  Contain  12-20  p.c.  of 
PbO,  occasionally  more,  usually  about  17 
p.c. 

(2)  EocJcingham,jet,a,ndmajolica.  25-50 p.c. 
of  l?bO.  Rockingham  glazes  contain  Mn203, 
and  jet  CoO.  Many  majolica  glazes  have  from 
25  to  35  p.c.  of  PbO ;  the  '  soft '  varieties 
40-50  p.c. 

(3)  Tile  glazes.  Usually  40-50  p.c.  of  PbO  ; 
the  harder  varieties  less ;  in  the  softer  kinds  as 
much  as  60  p.c. 
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(•1)  General  coloured 
tho  proportion  of  PbO 

Examples  s]ao-\i'iii<. 
comjjositiou  art 


tjlazcs.    Described  later  ; 
in  these  varies  widely, 
the  general  percentage 


SiO, 

Pbd 

Al,0,, 

Cab 

Na„0 

K,o 

M113O, 
('06 


Granite 

.  54-8 

.  12-y 

.  lO-l 
.  4-8 
.  7-5 
.  3-8 
.  (i-l 


Cliin:i, 
50-8 
17-6 
9-1 
5-4 

3-  8  I 

4-  8  )■ 
8-5 


11 


ucking- 
Uaiu 
35'(:i 
42-1 
8-7 
2-9 


34-8 
55-0 
5-2 
1-2 


2-4  0-6 

0-7  — 

—  —       G-1  — 

—  —        —  2-1 


Soft 
majolica 

32-3 

48-1 
5-9 
3-8 

(3-5 

•|2-5 
3-9 


Soft 
tile 
32-6 
59-1 
5-3 
0-8 


Other  things  being  equal,  the  larger  the 
jiroportion  of  lead  the  '  softer  '  is  the  glaze,  and 
tlie  lower  the  temperature  of  firing.  There  is 
little  doubt  that  for  this  reason  more  lead  than 
is  really  necessary  is  often  used. 

Lead  fritts.  Lead  oxides  and  carbonates  are 
readily  dissolved  by  the  acid  of  the  gastric  juice, 
giving  rise  to  plumbism.  By  suitable  fritting, 
however,  complex  silicates  containing  lead, 
alkalis,  alumina,  and  lime  can  be  obtained  of 
such  character  that,  even  when  finely  powdered, 
dilute  acids  attack  them  very  slightly. 

To  be  of  this  insoluble  character,  the  complex 
silicate  must  not  be  more  basic  than  would 
ecjrrespond  to  the  metapolysilieic  acid  H^SisOg 
(( 'hem.  Soc.  Trans.  79,  803-804).  Preferably  they 
should  be  less  basic.  Moreover,  only  a  limited 
proportion  of  boric  oxide  appears  to  be  admissible 
if  the  silicate  contains  a  large  percentage  of 
lead,  and  the  materials  must,  of  course,  be 
thoroughly  fused.  Previous  fine  grinding  and 
good  mixing  are  important  in  securing  such 
fusion.  Under  these  conditions,  lead  fritts  may 
be  made  containing  any  proportion  of  lead  up  to 
50  p.c.  of  PbO  or  over,  but  yielding  only  a  very 
small  quantity  of  lead  to  the  action  of  dilute 
acids.  The  other  bases  may  also  vary  consider- 
ably in  their  proportions,  replacing  one  another 
and  the  lead  oxide  within  wide  limits,  without 
notably  affecting  the  amount  of  '  soluble ' 
lead  : 


P)50 

16-2 
44-1 


AI2O3 
10-3 
5-5 


Ca(J  (N'a,K)20 
8-5  9-2 
0-9  3-4 


PbO  dissolved 

1-  7  per  cent. 

2-  1 


.Simple  lead  bisilicate  PbSi^O-,  containing 
theoretically  05  p.c.  of  PbO,  and  in  practice 
about  60-63  p.c,  is  also  used,  but  is  somewhat 
more  attackable  by  acids  than  the  complex 
silicates.  Nevertheless,  there  are  some  advant- 
ages attending  the  use  of  the  simple  bisilicate. 
The  proportion  of  PbO  in  it  being  very  high, 
less  of  the  fritt  is  required  to  furnish  a  given 
amount  of  PbO  in  the  glaze  ;  this  leaves  so 
much  the  more  room  for  clay  and  other  materials 
to  be  used  raw,  if  desired,  to  facilitate  suspen- 
sion of  the  materials  in  the  water  of  the  dipping 
tub.  It  implies,  too,  a  minimum  of  alteration 
in  changing  from  a  raw  lead  glaze  to  one  with 
fritted  leacl.  For  example,  if  the  17-6  p.c.  of 
PbO  in  the  china  glaze,  mentioned  in  the  table 
above,  were  supplied  by  lead  bisilicate,  nothing 
but  9-5  p.c.  of  SiOj  would  have  to  be  taken 
from  all  the  rest  of  the  materials.  Without 
pressing  this  point  unduly — for  it  should  not 
1)0  forgotten  that  the  complex  lead  polysilicates 
may  contain  as  much  as  50  p.c.  of  PbO,  and 


still  be  of  '  insoluble  '  character — its  importance 
will  easily  be  recognised.  The  bisilicate  is 
chiefly  of  value  for  the  more  heavily  leaded 
glazes,  Kocldngham,  jet,  and  majolica.  The 
quantity  of  '  soluble  lead  '  (v.  fost)  extractible 
from  commercial  samples  of  the  bisilicate  is 
from  4  to  8  p.c.  ;  hence  majolica  glazes  contain- 
ing 30-40  p.c.  of  total  PbO  would  yield  only 
2-5  p.c.  of  '  soluble  lead  '  if  compounded  by 
means  of  the  bisilicate. 

Simple  lead  polysilicate,  Pb2Si30:,  yields 
more  solut)le  lead  than  the  bisilicate  -  and  from 
tile  monosilicate,  Pb8iO;j,  the  whole  of  the  lead 
is  easily  dissolved.  Even  the  complex  silicates, 
if  of  the  monosilicate  type,  H^iSiOa.  readily 
yield  up  a  large  proportion  of  their  lead  to  the 
action  of  dilute  hydrochloric  acid.  Lead  fritts 
of  this  (monosilicate)  character  were  almost  the 
only  form  of  '  fritted  lead  '  used  in  the  English 
potteries  up  to  a  few  years  ago,  and  it  is  not 
surprising  that  they  gave  rise  to  ca.ses  of  lead 
jioisoning. 

Comj)lex  lead  polysilicates  and  bisilicates 
containing  alumina  yield  less  soluble  lead  than 
the  corresponding  simple  lead  silicates.  There 
is  evidence  to  show  that  tlie  alumina  renders 
the  sUicate  more  stable — perhaps  by  acting  as 
an  acidic  oxide  (Chem.  Soc.  Trans.  97,  2286). 

AVhere  fritts  contain  only  small  quantities 
of  '  soluble  '  lead — say  up  to  3  p.c.  or  so — one 
treatment  of  the  ground  fritt  with  dilute  hydro- 
chloric acid  removes  nearly  all  this  soluble  lead, 
which  there  is  reason  to  believe  is  usually  present 
as  an  admixture  of  silicate  more  basic  than  the 
bulk.  On  subsequently  testing  the  residue, 
mere  traces  of  lead  are  e.xtracted. 

The  various  forms  of  lead  fritt  are  heavy 
glass-like  substances  of  yellow  colour.  They 
should  be  of  uniform  texture,  showing  no 
fragments  of  unfused  materials.  They  have  no 
sharp  melting-points  ;  when  heated  they  soften 
gradually  until  fused.  Vitreous  silicates,  how- 
ever, conduct  elecfcrieity  (Doelter),  and  the 
relative  fusibilities  of  fritts  may  be  compared 
by  determining  the  temperatures  at  which  the 
coarsely  powdered  fritts  soften  and  l)lend  into 
a  continuous  mass,  such  as  will  allow  the 
passage  of  tlie  electrical  current.  As  thus 
determined,  the  '  softening-points '  of  some 
simple  lead  silicates  are  as  follows  :  PbO,SiO„, 
480°;  PbO,2Si02,  570°;  PbO,3SiO.,,620°. 
The  inclusion  of  boric  acid  or  borax  in  the 
silicate  lowers  these  softening-points  ;  lime  or 
alumina  raises  them  (Beck,  Lowe,  and  Steg- 
miiller  ;  r.  reference  at  end  of  article). 

Effect  of  fine  grinding  upon  solubility  of  the 
lead.  For  a  full  discussion  of  this,  see  iVIanchester 
Memoirs,  vol.  45  (1901),  No.  15,  or  Parliamentary 
Paper  Cd.  679  on  Lead  Compounds  in  Pottery. 
33.  The  conclusion  is  that  fineness  of  subdivi- 
sion is  not  absolutely  without  influence  upon 
the  quantit\'  of  lead  dissolved  ;  but  that  \\'ithin 
the  limits  of  fineness  occurring  in  actual  practice 
the  effect  is  too  small  to  be  of  serious  moment. 

Method  of  determining  the  '  soluble '  lead. 
The  British  official  method  is  as  follows  :  1  gram 
of  the  dried  glaze  or  fritt,  ground  ready  for  use, 
is  shaken  continuously  for  an  hour  wth  1000 
times  its  weight  of  0-25  p.c.  solution  of  hydro- 
chloric acid.  After  being  allowed  to  settle  for 
an  hour,  an  aliquot  part  is  filtered  off,  silica 
separated  by  evaporation  in  the  usual  way,  the 
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lead  preeipitat.cd  n,s  sulphide,  and  finally  weighed 
as  snlphatp. 

In  the  United  Eingdom  potters  who  use  no 
glaze  yielding  more  than  5  p.c.  of  '  soluble 
lead  '  (PbO),  as  thus  tested,  are  exempted  from 
certain  restrictions.  Further  exemptions  are 
allowed  where  the  glaze  used  gives  not  more 
than  2  p.c.  of  such  soluble  lead.  If  the  total 
amount  of  lead  is  not  more  than  1  p.c.  (calculated 
as  Pb),  the  glaze  is  classed  as  '  leadless,'  and 
this  carries  with  it  additional  privileges. 

Percentage  composition  of  some  complex 
lead  silicates,  with  the  amounts  of  PbO  dissolved 
from  them  by  0-2.5  p.c.  HCl  : — • 


S      «  ^     j:  o 
No.     Type  Pn       o5.  -^MSi^S 

1.  Bisilicate    .  21-8  8-5  3-8  7-4  3-8  64-4  traces 

2.  „  .  44-1    0-9  3-4   5-5  —  44-7  2-1 

3.  Polysilicate  16-2   8-5  9-2  10-3  .5-8  49-7  1-7 

4.  „  .  41-1   2-1  5-9  7-2  —  43-6  3-0 

5.  Monosilicate  37-9  10-8  3-7   8-2  —  37-6  28-0 

6.  „  .  70-3   0-5  1-6   1-1  2-6  23-9  70-3 
Fritts  similar  to  Nos.  2  and  4  are  the  more 

generally  useful  for  compounding  glazes.  Those  : 
like  Nos.  I  and  3,  containing  less  PbO  and  more  ■ 
SiOo,  have  more  restricted  application ;  and  ; 
Nos.  5  and  6,  in  so  far  as  soluble  lead  is  in  ' 
question,  are  quite  inadmissible. 

The  proportion  of  lead  oxide  dissolved  from  I 
a  few  fritts  containing  67-63  p.c.  of  PbO,  and 
approximating  to  lead  bisilicate  in  compo.sition, 
is  appended  : 

PbO  present,  p.c.  .57-3    58  5    .59-3    63  4 

PbO  dissolved  „     2-6     4-2     5-1  7-2 
If  these  fritts  are  used  to  .supply  the  lead  in 
glaze  containing  15  p.c.  of  lead  oxide,  the 
amount  of  soluble  lead  in  such  glaze  wiU  range 
from  0-7  to  1-7  p.c. 

Lead  dissolved  from  finished  ware.  Lead 
may  be  extracted  by  acids  from  the  glaze  on  the 
fired  article,  as,  for  example,  by  vinegar  or 
fruit  acids  from  culinary  vessels.  There  is 
evidence  to  show  that,  speaking  broadly,  the 
more  '  soluble '  lead  there  is  in  the  glaze 
before  firing,  the  more  it  is  liable  to  be  extracted 
from  the  glaze  on  the  finished  article.  The 
actual  quantity,  however,  is  less  from  the  fired 
glaze  than  from  the  original,  on  account  both 
of  the  smaller  surface  presented  and  of  the 
chemical  changes  resulting  from  the  fusion.  A 
German  enactment  (June  25,  1887)  provides 
that  eating,  drinking,  and  culinary  vessels  must 
not  yield  up  lead  when  boiled  for  half  an  hour 
with  acetic  acid  of  4  p.c.  strength. 

Compounding  of  glazes.  In  compounding 
glazes  from  the  raw  materials  regard  must  be 
had  to  several  considerations  besides  the  formula 
and  the  analytical  composition.  The  propor- 
tion of  clay,  for  instance,  influences  the  shrinking 
of  the  glaze  before  firing ;  too  much  causes  a 
tendency  to  flake  off.  Again,  it  may  be  that 
sufficient  alkali  cannot  be  introduced  as  felspar 
or  stone  without  adding  too  much  alumina  ; 
some  alkali  must  then  be  included  as  a  fritt, 
which  may  also  contain  the  borax  and  the  lead, 
if  these  are  constituents  of  the  glaze.  An 
example  from  actual  practice  will  illustrate  the 
compounding  of  a  glaze  by  the  use  of  fritts. 

The  proximate  composition  of  a  certain 


glaze  used  for  earthenware  and  china  is  given  ^ 
as:  ,SiO.,  .50-9,  PbO  17-0,  A1..0,  7-7,  (JaO  7-G, 
(Na,K)2d  0-0,  and  BaOglO'S  p.c.  To  obtain  all 
the  advantages  of  fritting,  two  fritts  must  be 
made,  one  to  contain  the  lead,  and  the  other  the 
boric  oxide  ;  for  if  a  single  fritt  contained  both, 
the  high  proportion  of  boric  oxide  would  render 
the  lead  too  easily  soluble  in  acids,  and  thus  one 
important  advantage  of  fritting  would  be  lost. 
A  lead  fritt  is  therefore  made  by  fusing  :  litharge 
39,  flint  21,  orthoclase  and  oligoclase  felspars, 
each  10  parts  ;  and  a  borax  fritt  by  fusing  : 
borax  150,  flint  76,  china  clay  60,  and  whiting 
50  parts.  The  calculated  composition  of  these 
two  fritts,  allowing  for  the  GO  2  and  HjO 
expelled  on  heating,  is  as  follows  : — 

Si02    PbO  AI2O3  CaO  NaaO  K2O  B2O, 
Lead  fritt   42-3    48-8  5-1    0-6    1-1  2-1  — 

Borax  fritt  43-1  —  8-5  13-1  11-1  24-2 
(In  practice,  however,  a  little  lead  is  lost  by 
volatilisation  and  by  fusion  with  the  walls  of 
the  '  sagger  '  during  fritting.  Actual  analysis 
of  the  lead  fritt  showed  44'1  p.c.  of  PbO,  the 
proportions  of  the  other  constituents  being 
correspondingly  increased. ) 

To  form  the  glaze,  these  two  fritts  are  then 
combined  with  raw  materials,  flint,  china  clay, 
and  whiting,  in  the  proportions  :  lead  fritt  205, 
borax  fritt  260,  flint  81,  china  clay  34,  and 
wliiting  20  parts.  The  lead  fritt,  it  may  be 
noted,  would  have  the  same  composition  if  it 
were  made  from  the  following  ingredients : 
Cornish  stone  25,  litharge  48|,  flint  25|,  soda, 
calcined,  2  parts.  This  dispenses  with  the 
felspars. 

Coloured  glazes.    So  far  as  the  glaze  is  con- 
cerned, coloured  ware  is  obtained  (1)  by  applying 
the  colouring  materials  to  the  raw  or  biscuit 
body,  which  is  afterwards  glazed  with  a  trans- 
parent glaze  ('  unrJer-glaze  '  process) ;    (2)  by 
placing  the  colouring  materials  on  the  already 
glazed  article,  and  refiring  it  ('  on-glaze  '  pro- 
cess) ;  or  (3)  by  embodying  the  colour  in  the 
;  glaze  itself  ('  coloured-glaze  '  method), 
i      For  the  last-named  process,  a  fritt  may  be 
made  to  contain  the  colouring  oxide  in  chemical 
combination,  and  ground  up  with  the  other 
materials  to  form  the  glaze.    Alternatively,  a 
lead  fritt  or  glaze  may  be  taken  as  colourless 
;  fusible  basis,  and  colouring  oxides  ground  up  or 
I  fritted  with  it. 

The  first  of  these  two  methods,  for  example, 
is  that  adopted  by  Messrs.  Villeroy  and  Boch, 
Dresden.  Their  colourless^  glaze  for  earthen- 
ware has  the  chemical  formula  : 

lPvO,0-33Al2O3,3(SiOp,,B2O3)[8SiO2 :  IBjO,,]. 
Its  molecular  and  percentage  composition  are  : 
K2O  Na20  CaO     PbO    AI2O3  B2O3  SiOa 
I  Mols.   0-25  0-75  1-50     2-00  1-50  1-50  12-00 
P.c.      1-49  2-94  5-31  28-17  9-68  6-63  45-78 
For  convenience  of  dipping,  15  p.c.  of  the 
materials  are  left   unfritted,   the  remainder 
being  made  into  a  fritt,  as  follows  : — 

Pel-  Lith-  Pot- 

Bpar  Chalk   arge    Sand  Borax  sherds  Kaolin 
Fritted    3-5    5-4    24-7   18-5  15-4    17-5  — 
;  Raw       3-0    2-9     —     —     0-5    —  8-6 
For  coloured  glazes,  the  CaO  in  the  fritt  is 
j       '  Almstrom,  Lead  Compounds    in  Pottery  (Par- 
liamentary Paper,  C9207,  p.  24). 
I       -  Lead  Compounds  in  Pottery,  Cd.  679,  p.  21. 
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replaced  by  ('<.<),  GiiO,  NiO,  &c.,  oi-  the  A^O.^ 
by  Fe.O,,"  Mii.,U3,  Ct^O.,,  U^O.^,  &c.  These 
coloured  f rittfs  are  then  diluted  Avith  the  colourless 
glaze  to  the  desired  tints. 

The  second  method  is  exemplified  as  follows 
(Salvetat) :  The  materials  of  a  colourless  flux, 
namely,  calcium  borate,  flint,  and  red  lead,  are 
mixed  in  the  proportions  of  1:2:4;  this 
mixture  with  1-4  p.c.  of  CoO  gives  blues  ;  with 
3-14  p.c.  CuO,  greens;  with  2-6  p.c.  Fe^O^, 
yellows ;  and  so  on.  All  the  ingredients  are 
fritted  to  facilitate  perfect  mixture.  An  English 
colourless  fritt  for  similar  purposes  is  made  by 
fritting  :  flint  10,  china  stone  9,  red  lead  30, 
and  borax  4  parts  ;  this  is  ground  and  mixed 
with  various  colouring  oxides. 

Enamels  are  opaque  glazes,  the  opacity 
being  due  to  tin  oxide  in  suspension.  In  this 
country,  however,  the  term  '  enamels  '  (enamel 
colours)  is  also  applied  to  the  colours  used  for 
'  on -glaze  '  decoration. 

White  enamel  may  be  obtained  (Brongniart) 
by  fritting  calcine  (=mixed  oxides  of  lead  and 
tin),  sand,  soda,  and  salt.  Various  proportions 
are  xjsed,  a  general  formula  being  SiOj  45, 
PbO  36,  SnO,  10,  and  NaCl  9  p.c.  Coloured 
enamels  result  from  the  addition  to  this  of 
3-10  p.c.  of  colouring  oxides.  Thus  9  p.c.  of  lead 
antimonate,  5  of  CoO,  5  of  CuO,  and  4  of  MnO,, 
give  yellow,  blue,  green,  and  violet  respectively. 

Colours.  Under-glaze  colours  are  generally 
oxides  or  chromates,  with  flint,  whiting,  Cornish 
stone,  or  fluxes  containing  borax  or  lead.  Ou- 
gJaze  colours  are  fusible  glasses,  composed  usually 
of  a  lead  borosilicate  flux  with  colouring  oxides. 
A  common  flux  {'  No.  8  ')  used  in  this  country 
consists  of  flint,  borax,  and  red  lead  in  the 
proportion  of  1:2:  ?>,  but  various  proportions 
are  employed. 

Leadless  glazes.  The  salt  glaze  used  for 
stoneivare  has  already  been  mentioned.  For 
hard  porcelain,  the  glazes  employed  are  (1) 
'  alkaline '  or  felspathic  glazes,  consisting  of 
silicates  of  alumina,  alkalis,  and  alkaline  earths, 
in  which  the  alkalis  preponderate  over  the  lime 
and  magnesia ;  and  (2)  '  calcareous '  glazes, 
similar  to  (1),  but  in  which  the  lime  exceeds  the 
alkalis.  The  materials  used  are  pegmatite,  with 
an  addition  of  silica  to  modify  the  fusibility,  or 
a  mixture  of  felspar,  quartz,  and  kaolin,  with 
or  without  chalk. 

For  soft  porcelain,  cMna,  and  earthenware, 
glazes  containing  boric  oxide  are  usually  em- 
ployed. One  recipe  for  such  glaze  is  :  felspar 
48-7,  borax  27-0,  whiting  13-5;  and  flint  10-8  p.c. 
This  is  fritted,  and  mixed  with  one-third  of  its 
weight  of  china  clay  to  form  the  glaze. 

Analytical  CoivirosiTioN  of  vaeiod.s  Tead- 
LESS  Glazes. 
Peg-  English '-' 

matite'    Cal-       ,  '  , 

(Sevres)  careous  •  Minton's  Owen's 


8iO,  .  .  70-6  64-8  57-6  50-4 

Al^Oa  &  Fe.,03  17-6  15-7  14-7  12-2 

CaO  .  "   .  1-3  10-1  8-5  12-1 

MgO  .  .  0-2  1-5  0-2  0-5 

NajO  .  .  5-0  0-8  3-8  8-3 

KjO  .  .  4-2  5-6  4-1  2-5 

B„03  .  .  —  —  10-7  10-7 

CO,"  .  .  _  _  _  2-5 


'  Bourry,  Treatise  on  Ceramic  Industries. 

-  Analysed  in  the  Government  Laboratory,  London. 


'  Leadless  '  glazes  not  infrequently  contain 
trace.s  of  lead,  arising  probabi\-  from  their 
having  been  ground  in  mills  previously  used  for 
lead  glaze.  Occasionally  larger  quantities  are 
founcl,  due  to  the  use  of  flint  glass  as  a^n 
ingredient. 

Ware  coated  with  leadless  glaze  may,  on 
analysis,  show  traces  of  lead  in  the  glaze,  not  only 
from  the  foregoing  causes,  but  also  from  having 
been  flred  in  a  lead-washed  sagger,  or  in  proximity 
to  lead-glazed  goods.  Lead  in  one  form  or 
another  may  be  volatilised  from  the  latter,  and 

!  some  of  the  lead  vapours  are  absorbed  by  the 
leadless  glaze.    It  is  not  difficult,  however,  to 

I  distinguish  between  such  ware  and  that  glazed 
with  ordinary  lead  glaze.  In  the  glaze  removed 
from  a  definite  area  of  the  ware  by  means  of 
hydrofluoric  acid,  the  lead  is  determined  ;  the 
proport.ion  on  leadless-glazed  ware  is  usually 
less,  and  often  much  less,  than  0-1  gram  PbO 
per  square  decimetre  ;  whereas  that  on  lead- 
glazed  table  ware  ranges  from  about  3  times  to 
8  times  this  cjuantity,  and  on  heavily-leaded  ware, 
such  as  tiles,  it  may  ha  upwards  of  40  times  as 
much. 

As  regards  the  suitability  of  leadless  glazes 
for  pottery,  it  may  be  said  that  in  all  classes  of 

j  ware  a  great  many  ai-ticles  can  be  mamifactured 

I  with  leadless  glaze,  in  a  very  high  state  of 

j  perfection.  The  cost  of  production  in  the 
commonest  qualities  is  less  than  with  lead 

i  glaze,  and  in  some  others  is  not  appreciably 
greater.  But  in  certain  of  the  best  and  medium 
classes  there  is  an  undue  jiroportion  of  '  seconds,' 

j  that  is,  ware  not  of  the  highest  finish,  and  this 
raises  the  cost  or  lowers  the  quality.    It  is  not 

I  clear,  however,  that  this  is  due  to  anytliing 
inherent  in  the  use  of  leadless  glaze.  For  certain 
colours  and  methods  of  decoration  leadless  glazes 
at  present  cannot  replace  those  made  with  lead. 
On  the  other  hancl,  there  is  no  doubt  that  a 
great  deal  of  white  and  cream-coloured  ware  for 
domestic,  sanitary,  and  electrical  purposes,  now 
coated  with  lead  glaze,  could  be  glazed  without 

I  the  use  of  lead. 

For  a  summary  of  present  knowledge  and 
experiments  respecting  soluble  lead  in  fritts  and 
glazes,  see  Beck,  LJlwe,  and  Stegmiiller,  Ziir 
Kenntniss  der  Bleihaltigen  Glasuren  und  deren 

i  Bleiabgabe  an  saure  Fliissigkeiten  (Arbeiten 
aus  dem  Kaiserlichen  Gesundheitsamte,  Band  33, 
Heft  2,  1910.)  C.  8. 

FRUCTOSE  V.  Caebohvdbates. 
FUCHSIA.  Thecliloridesof  a- and;8-dialkyl- 
safranines  are  met  with  in  commerce  under  this 
name  (v.  Azines). 

FUCHSIN,  RUBIN,  ROSEIN,  MAGENTA  (r. 

I  TKIPHENYL  INFETHANE  COLOURINrj  MATTERS). 
I         FUCOSE.  ('AEBOHyDEATES. 

1  FUCOSOL.  This  product  which  Stenhouse 
obtained  by  the  distillation  of  certain  algce  with 
dilute  .sulphuric  acid  (Proc.  Roy.  Soc.  20,  80), 
and  which  he  considered  as  isomeric  with  fui  furol, 
has  been  shown  by  Bieler  and  ToUens  (Ber.  1889, 

j  3062)  and  by  Maquenne  (Compt.  rend.  109,  .')71) 
to  be  a  mixture  of  furfurol  and  methyl-furfurol 
derived  from  pentaglycoses  contained  in  the 
alqai  (v.  also  Muther  and  Tollens  (Ber.  1904, 
298). 

FUEL.  This  term  includes  all  combustible 
substances  obtainable  in  bulk  which  may  be 
burned  by  means  of  atmospheric  air  in  such  a 


cm 


manner  as  to  render  tlie  heat  evolved  capal)le 
of  being  economically  applied  to  domestic  or 
industrial  xjurposes.  Fuels  may  he  divided  into 
(a)  solid  fuels,  including  (i.)  natural  fuels,  con- 
sisting of  woody  tissues  in  an  unaltered  (wood) 
or  an  altered  form  (peat,  lignite,  coal);  (ii.) 
carbonised  fuels  (charcoal,  coke) ;  (iii.)  com- 
pressed fuels  (briquettes) ;  (b)  liquid  fuels 
(petroleum,  benzenes,  alcohol) ;  (c)  gaseous  fuels 
including  (i.)  natural  gas  ;  (ii.)  gases  produced  by 
the  carbonising  of  solid  fuels  (coal  gas,  &c.); 
(iii.)  gases  produced  by  the  partial  combustion  of 
solid  fuels  (blast  furnace  gas,  producer  gas, 
water  gas).  All  fuels,  having  been  originally 
derived  from  some  form  of  living  matter,  or  the 
products  of  its  alteration,  are  composed  of  the 
elements  C,  H,  O,  N,  &c.,  together  with  (in  the 
case  of  solid  fuel)  a  variable  amount  of  mineral 
matter,  which  constitutes  the  incombustible  ash. 

The  economic  importance  of  a  fuel  depends 
upon  (1)  its  distribution  ;  (2)  its  cost  of  produc- 
tion, transport,  and  storage  in  bulk ;  (3)  the  total 
amount  of  heat  obtainable  on  burning  imit 
weight  of  it ;  and  (4)  the  rapidity,  efficiency,  and 
smokelessness  of  its  combustion  with  atmo- 
spheric air.  Of  all  natural  fuels  coal  is  by  far  the 
most  important,  for  despite  the  probability  that 
there  is  much  more  combustible  matter  in  the  peat 
deposits  than  in  all  the  kno^^n  coalfields  of  the 
world,  and  the  marked  inferiority  of  coal  to  petro- 
leum in  respect  of  calorific  value,  no  other  fuel 
combines  so  many  economic  advantages  as  coal. 

The  calorific  value,  or  the  total  amount  of 
heat  obtainable  by  the  combustion  of  a  given 
fuel,  is  expressed  by  the  number  of  parts  by  weight 
of  water  which  may  be  heated  through  1°  on 
the  thermometric  scale  by  the  combustion  of 
one  part  by  weight  (or,  in  the  case  of  gaseous 
fuels,  by  volume  at  N.T.P.)  of  the  fuel  under 
conditions  such  that  the  whole  of  the  heat  of 
combustion  is  transferred  without  loss  to  the 
water,  and  that  the  products  leave  the  sy.stem 
at  atmospheric  temperature  and  pressure.  The 
metric  unit  of  heat  adopted  for  technical 
purposes  (the  K.C.U.)  is  the  quantity  of  heat 
required  to  raise  1  kilog.  of  water  through 
1°C.  in  the  neighbourhood  of  15°C.,  whilst  the 
British  unit  (the  B.Th.U.)  is  the  amount  of  heat 
required  to  raise  1  lb.  of  water  through  l°r.  in 
the  neighbourhood  of  60°F.  Thus,  1  K.C.U. 
= 3  -9683  B.Th.  Us. ,  and  1  B.Th.  U.  =  0  -252  K.  C.  U. ; 
moreover,  in  the  case  of  solid  or  liquid  fuels,  a 
calorific  value  of  xK.C.Us.  per  kilog.  is  equivalent 
to  1-8  X  B.Th.  Us.  per  lb.  (or,  conversely,  a;B.Th. Us. 
per  lb.=0-5555  a;K.C.Us.  per  Idlog.,)  whilst,  in 
the  case  of  a  gas,  a;K.C.Us.  per  cubic  metre  is 
equivalent  to  0-11236  a;B.Th.Us.  per  cubic  foot 
(or,  conversely,  a;B.Th.Us.  per  cubic  foot 
=  8-90  xK.C.Us.  per  cubic  metre).  For  purpo.ses 
of  calculation,  the  calorific  value  of  a  gas  may 
often  be  expressed  more  conveniently  in 
K.C.Us.  per  gram-molecule  [i.e.  22-38  litres  at 
0°C.  and  760  mm.)  than  in  any  other  form  ;  in 
such  a  case,  rK.C.Us.  per  gram-molecule  =44-68 
a;K.C.Us.  per  cubic  metre  at  0°  and  760  mm.,  or 
5-02  a;B.Th.Us.  per  cubic  foot  at  0°  and  760  mm. 

In  cases  where  hydrogen  enters  into  the 
composition  of  a  fuel,  it  is  usual  to  differentiate 
between  its  gross  and  net  calorific  values,  the 
former  implying  that  the  products  of  combustion 
have  all  been  cooled  down  to  atmospheric 
temperature  (15°C.),  the  latter,  that  the  heat 


liberated  by  the  condensation  of  the  steam  pro- 
duced on  combustion  and  by  the  subsequent 
cooling  of  the  water  to  15°  has  not  been  included. 
The  difference  between  gross  and  net  values  will 
always  be  11-196  K.C.Us.  per  gram-molecule  of 
steam  produced  on  combustion  (  =  622  K.C.TTs. 
per  kilog.,  or  1119-6  B.Th. Us.  per  lb.). 

The  determination  of  the  calorific  value  of  a 
solid  or  liquid  fuel  may  be  best  carried  out  by 
burning  a  known  weight  of  it  in  compressed 
oxygen  in  some  form  of  bomb  calorimeter,  that 
known  as  the  Berthelot-Mahler  apparatus  being 
well  adapted  for  this  purpose.  In  the  hands  of 
an  experienced  worker,  the  metliod  is  a  very 
accurate  one,  provided  that  all  the  proper 
'  corrections  '  (e.g.  for  '  cooling  '  and  for  the 
formation  of  nitric  acid)  are  determined  and 
applied ;  it  must  be  remembered,  however, 
that  the  method  gives  the  heat  of  combustion 
under  '  constant  volume  '  and  not  under  '  con- 
stant pressure  '  conditions,  and  in  the  calculation 
of  the  latter  from  the  experimental  results  a 
proper  '  correction  '  must  be  applied.  In  the 
case  of  coals,  of  which  combustion  is  attended 
by  very  little  change  in  chemical  volume  {e.g. 
1  lb.  of  a  coal  containing  C=80-0,  H=5-5, 
S  =  l-0,  N=l-5,  O==5-0,  and  ash  =7-0  p.c. 
requires  136  cubic  feet  of  air,  and  yields  130-8 
cubic  feet  of  gaseous  product  at  0°  and  760  mm. ). 
the  difference  between  the  heats  of  combustion 
under  'constant  volume '  and '  constant  pressure' 
is  negligible  in  practice,  but  not  so  in  the  case 
of  a  hydrocarbon  such  as  heptane 

CjHie-f  1102=7C02+8H20. 
The  calorific  value  of  a  gas  is  usually  deter- 
mined by  burning  a  measured  volume  of  it 
at  atmospheric  pressure  in  a  chamber  sur- 
rounded by  a  system  of  coils  or  the  like, 
through  which  a  flow  of  water  at  a  constant 
'  head '  is  maintained.  By  suitable  regulation 
of  the  pressure  and  flow  of  the  gas  and  water 
supplies  respectively,  the  gas  may  be  completely 
burnt  and  the  heat  developed  transferred 
substantially  vnthout  loss  to  the  water,  the  pro- 
ducts leaving  the  apparatus  at  a  temperature 
only  slightly  above  that  of  the  atmosphere. 
Several  forms  of  this  apparatus  are  in  use,  the 
most  satisfactory  being  those  designed  by 
Junkers  and  C.  V.  Boys  respectively.  With 
suitable  modification  (e.g.  the  provision  of  a 
differential  tliermojunction  arrangement  for 
registering  the  rise  in  temperature  of  the  water 
on  a  moving  chart),  the  method  can  be  made  a 
'  recording  '  one. 

The  heat  of  combustion  of  amorphous  carbon 
is  8080  K.C.Us.  per  kilog.  when  completely 
burnt  to  the  dioxide,  and  2417  when  burnt  to 
the  monoxide ;  the  values  for  the  principal 
single  gases  (taken  from  Julius  Thomsen's 
researches)  are  as  follows  :— 

K.C.Us.  per  B.Tli.Us.percub.ft, 
gram  molecule  at  0^  and  760  mm. 

Gross      Net       Gros'<  Net 

Hydrogen        .      68-4     57-2  343-3  287-2 

Methane.       .    212-0    189-5  1064-0  951-3 

Ethane    .       .    370-5    336-9  1860-0  1691-0 

Ethylene         .    333-3    310-9  1673-0  1561-0] 

Propylene        .    492-7    459-1  2474  0  2305-0 

Acetylene        .    310-0    298-8  1556-0    1.5000 1 
Carbon  monoxide        68-0  341-4 
Cyanogen                 259-6  1303 
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The  gt'oas  values  for  single  liquiil  fuels,  in 
K.C.  Us.  per  kilog.  are  ?i-hexane=  11,620,  benzene 
=  10,250,  toluene  =  10,3U0,methyl  alcohol =5694, 
ethyl  alcohol  =  7400.  According  to  Julius  Thom- 
sen,  an  increase  of  >Cli2  in  ascending  an  homo- 
logous series  of  hydrocarbons  or  alcohols  corre- 
sponds to  a  constant  increase  of  158-5  K.C. Us.  in 
the  gross  value  of  the  molecular  heat  of  com- 
bustion. 

It  is  not  possible  to  calculate  the  calorific 
values  of  compound  fuels  such  as  coal  or 
petroleum  from  their  elementary  analyses,  since 
the  heat  of  combustion  of  a  compound  is  never 
equal  to  the  sum  of  those  of  its  elements  taken 
proportionately.  In  the  case  of  bituminous  coals 
empirical  formulie,  such  as : 

Q==  -,1  j,[8080C + 34,400(H  -  iO )  -i-  2250S] 

K.C. Us.  per  kilog.,  where  C,  H,  0,  and  S=per- 
centage  of  carbon,  hydrogen,  oxygen,  and 
sulphur,  have  been  proposed  for  this  purpose ; 
but  they  cannot  be  considered  as  more  than 
approximately  correct.  On  the  other  hand, 
since  the  properties  of  a  gaseous  mixture  are 
additive  in  respect  of  its  constituents,  the  heats 
of  combustion  of  gaseous  fuels  of  which  the  com- 
position has  been  accurately  determined  by 
analysis  (and  this  applies  more  particularly  to 
such  cases  as  water  gas  or  producer  gas,  the 
combustible  constituents  of  which  are  hydrogen, 
carbon  monoxide,  and  methane  only)  may  be 
calculated  from  those  of  their  constituents. 
In  the  case  of  coal  gas,  where  the  composition 
of  the  heavy  hydrocarbons  absorbable  by 
bromine  is  always  uncertain,  this  rule  is  not 
strictly  apiilicable,  although 'numbers  calculated 
on  the  assumption  that  the  heavy  hydrocarbons 
have  an  average  calorific  value  equal  to  that 
of  propylene  CgHg,  are  generally  not  widely 
different  from  those  determined  by  the 
calorimeter. 

The  so-called  '  calorific  intensity  '  of  a  fuel 
is  an  unscientific  term,  inasmuch  as  the  highest 
temperature  wliich  a  particular  fuel  is  capable 
of  producing  depends  entirely  upon  circum- 
stances vvliich  are,  to  some  extent,  indefinable, 
and  difficult  of  control.  The  notion  that  the 
calorific  intensity  of  a  fuel  may  be  deduced  by 
dividing  its  calorific  jjower  by  the  mean  specific 
heat  of  its  products,  is  misleading,  inasmuch  as 
(I)  the  specific  heats  of  gases,  and  especially  of 
steam  and  carbon  dioxide,  increase  with  tempera- 
ture, and  at  high  temperatures  are  as  yet  not 
accurately  known ;  (2)  part  of  the  potential 
energy  of  a  fuel  is  directly  radiated  away  during 
combustion,  and  does  not  appear  as  sensible 
heat  in  the  products  ;  and  (3)  combustion  is 
ordinarily  not  sufficiently  instantaneous  to 
warrant  the  assumption  above  referred  to. 
The  measurement  of  furnace  temperatures  and 
the  like  is,  however,  of  great  practical  impor- 
tance, and  many  instruments  have  been  designed 
for  this  purpose  (see  Pvhometky  ).  These  depend 
upon  (1)  the  variations  with  temperature  in  the 
pressure  (at  constant  volume)  or  volume  (at 
constant  pressure)  of  a  gas  which  rloes  not 
appreciably  deviate  from  Btiyle's  law  (air 
thermometer);  (2)  the  production  of  thermo- 
electric currents  (thermojunction  methods) ;  (3) 
the  increase  in  the  electrical  resistance  of  a 
platinum  wire  with  temperature  (resistance 
methods) ;  and  (4)  the  variation  with  tempera- 


tuie  of  the  radiation  emitted  by  an  inciindescent 
solid  as  defined  by  Stefan's  law  {radiation 
■pyrometry).  Methods  (1)  to  (3)  inclusive, 
whilst  capable  of  great  accuracy,  are  practically 
useful  up  to  temperatures  of  1000°-1200°  only  ; 
they  can  Ise  made  '  recording,'  however,  and 
are  invaluable  for  recording  the  temperatures  of 
hot  gases  passing  into  furnaces  from  '  regenera- 
tive '  systems  (hot-blast  stoves,  melting-furnace 
regenerators)  or  of  hot  jjroducts  passing  into 
chimneys.  Method  (4),  whilst  of  relative  sig- 
nificance only,  is  invaluable  for  temperatures 
higher  than  1000°  ;  as  a  modification  of  method 
(4)  may  be  mentioned  various  forms  of  optical 
pyrometers^  in  which  the  light  emitted  by  an 
incandescent  surface  is  compared  with  that  from 
a  standard  source  (e.g.  an  amyl  acetate  fiamc). 

A.  Solid  Ftjels. 
I.  Natural  Fuels. 
All  natural  fuels  of  this  class  have  originated 
in  cellulose  ?;(Cr,Hj(|05),  which,  in  fact,  constitutes 
about  95  j).c.  of  dry  woody  tissue.  The  gradual 
transformation  of  this  substance  into  coal  has 
proceeded  during  nearly  all  geological  epochs  ; 
in  the  N.  hemisjjhere  the  most  important 
coal-measures  occur  in  the  Primary  (Carboni- 
ferous) series  ;  Mesozoic  coals  are  more  abundant 
in  the  S.  hemisphere,  whilst  Tertiary  coals 
(lignites)  are  found  in  practically  all  latitudes. 
The  plants  concerned  in  the  formation  of  coal 
have  varied  in  different  geological  epochs ; 
thus  ferns  or  their  allies  were  largely  concerned 
in  the  formation  of  the  Primary  coal-measures, 
and  it  is  demonstrable  that  in  certain  cases 
entire  beds  of  coal  have  been  formed  from  spores. 
The  Mesozoic  coals  of  N.  Europe  are  probably 
composed  in  large  part  of  the  remains  of  gymno- 
spermous  plants  (cycads,  conifers),  and  coniferous 
wood  has  been  found  associated  with  Antarctic 
coal-seams. 

At  one  time  it  was  generally  believed  that 
coal  formation  had  taken  place  upon  the  actual 
site  of  growth,  the  requisite  conditions  being 
dense  forests  in  swampy  areas,  together  with 
oscillations  of  level,  the  coal-measures  produced 
during  a  period  of  subsidence  being  overlaid  by 
beds  of  water-deposited  clay  or  sandstone, 
which,  on  re-elevation,  formed  the  soil  for 
renewed  forest  growth.  Hence  coal  is  fouiad 
in  strata  of  undoubted  estuarine  or  lacustrine 
origin  (Carboniferous,  Jurassic,  Cretaceous) ;  the 
common  occurrence  of  '  under-clays '  in  the 
coal-measures  is  cited  in  support  of  this  hypo- 
thesis, which  probably  is  true  for  some  British 
coal-fields.  It  has  been  contended  by  some 
geologists  that  in  many  cases  the  transforma- 
tion of  vegetable  debris  into  coal  has  taken 
place  not  upon  the  .site  of  gro\vth,  but  after 
transportation  by  river  currents  ancl  deposition 
in  deltas ;  it  has  also  been  suggested  that 
certain  coal-seams  are  of  marine  origin. 

There  has  also  been  much  sjjeculation  and 
diversity  of  opinion  as  to  the  nature  of  the 
transformation  process,  and  the  factors  operative 
therein  ;  it  is  usually  supposed  that  its  earlier 
stages  were  characterised  by  slow  oxidation 
under  water  or  other  covering  sufficient  to 
protect  the  decayed  wood  from  direct  atmo- 
spheric action,  and  that  supervening  upon  this 
were  changes  gradually  brought  about  by 
increasing  pressure  and  temperature  as  the 
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deposits  were  overlaid  and  '  blanketed '  by 
accumulating  newer  strata.  The  final  transition 
from  a  bituminous  coal  to  anthracite — if  such, 
indeed,  has  taken  place — may  be  attributed  (i. ) 
to  intense  earth  pressure  accompanied  by 
seismic  disturbance  ;  or  (ii. )  to  the  later  intrusion 
of  igneous  matter  from  below.  It  should, 
however,  be  stated  that  in  some  instances  at 
least  there  are  grounds  for  believing  that 
anthracite  has  been  formed  from  vegetable 
matter  of  a  kind  distinct  from  that  concerned 
in  the  formation  of  bituminous  coal,  without 
necessarily  passing  through  the  intermediate 
'  bituminous  '  stage  {vide  section  of  this  article 
on  British  Coal  Fields  (1)  South  Wales,  p.  612). 
M.  Renault,  from  an  extensive  study  of  peat 
formation,  has  advanced  the  hypothesis  that 
the  chief  agents  in  the  early  stages  of  the 
transformation  process  have  been  certain 
aerobic  fungi,  and  anaiirobic  bacterial  ferments, 
the  relative  activities  of  which  would  depend 
upon  the  varying  water  level  in  the  bog  and 
the  formation  of  ulmic  acid.  He  represents  the 
transition  from  cellulose  into  bituminous  coal 
by  the  equation : 

4CeHio05=C9HaO+7CHi+8C02+3H,0. 

(CgHgO  would  contain  C=83-I,  H=4-6,  0 
=  12-3  p.c,  which  approximates  to  the  composi- 
tion of  many  bituminous  coals.)  But  whatever 
may  have  been  the  nature  of  the  process,  it  is 
generally  agreed  that  the  existing  coal-measures 
represent  some  20-25  p.c.  only  of  the  weight  of 
the  original  cellulose,  and  less  than  half  of  its 
heating  value ;  in  a  few  cases,  where  the 
original  vegetable  debris  has  undergone  local 
'  petrifaction,'  it  has  been  established  that  the 
shrinkage  in  bulk  during  transformation  into 
coal  has  been  of  the  order  9  :  1  approximately. 
The  composition  and  calorific  values  of  the  dry 
ashless  cellulose  and  intermediate  products  up 
to  coal  itself  is  shown  in  the  following  table  : — 

K.C.Us.per 
C  H        O  aud  N  kilog. 

Cellulose    .    44-5      6-2         49-3  4167 
Wood       .    50-0      6-0        44-0  4000^300 
Peat         .  50-64  4-5-6-8  28-6-44-0  5000-6000 
Lignites     .  60-75     5-0     20-0-35-0  6000-7000 
Bituminous 

coals  .  75-90  4-5-5-5  5-5-15-0  8000-9600 
Anthracite   90-95     2-4         3-0  9200-9800 

Wood  when  dry  consists  of  about  95  p.c.  of 
cellulose  and  4  p.c.  sap,  associated  with  a  small 
amount  of  mineral  ash  (chiefly  CaCOj  and 
KXOj).  Recently  felled  timber  contains  a 
large  proportion  of  water  which  '  air-drying ' 
reduces  to  about  20  p.c.  An  '  air-dried  '  wood 
is  classed  as  '  hard  '  or  '  soft '  according  as  its 
sp.gr.  exceeds  or  falls  below  0-55 ;  '  hard ' 
woods  are  less  inflammable  than  '  soft '  varieties. 
As  a  fuel  wood  is  very  combustible,  and  burns 
Avith  a  great  amount  of  flame  ;  jit  is  weU  adapted 
for  domestic  fires  and  the  firing  of  tubular 
boilers,  its  low  content  of  infusible  ash  making 
it  a  clean  fuel  without  a  vestige  of  '  olinkering  ' 
properties.  Owing  to  its  large  content  of 
hygroscopic  water,  it  is  quite  unsuitable  for  the 
attainment  of  high  temperatures,  unless  it  first 
be  carbonised  (charcoal),  or  be  gasified  in  a 
producer.  On  distillation  in  closed  retorts  or 
chambers  it  yields,  under  favourable  conditions, 
20-25  p.c.  of  charcoal,  9-13  p.c.  of  tar,  40-45  p.c. 


of  crude  '  pyroligneous  acid  '  (corresponding  to 
2-4  p.c.  anhyd.  acetic  acid),  and  22-32  p.c.  of 
inflammable  gases.  The  chief  timber-producing 
countries  are  the  Russian  Empire  with  920 
million  acres  of  forests  (575  in  Europe  and  350 
in  Asia),  Canada  with  800  million  acres  (of 
which  probably  less  than  half  represents  timber 
of  commercial  value),  the  United  States,  Norway, 
and  Sweden  with  70  mUlion  acres,  and  Germany 
with  35  million  acres.  Russia  is,  however,  the 
only  European  country  which  produces  more 
timber  than  it  requires.  The  rapid  demolition 
of  the  world's  timber  reserves  is  becoming  a 
serious  economic  problem,  and  it  is  improbable 
that  wood  wOl  ever  again  take  important  rank 
as  a  fuel. 

In  countries  where  wood,  peat,  or  coal  is 
scarce,  vegetable  refuse  (cotton  stalks,  brush- 
wood, straw,  &c.)  is  used  as  fuel  for  tubular 
boilers  ;  as  a  rule  it  has  between  70  and  80  p.c. 
of  the  heating  value  of  dry  wood. 

Peat  is  a  widely  distributed  and  abundant 
fuel  of  great  future  potentiality,  it  being 
estimated  that  the  amount  of  combustible 
matter  in  the  world's  peat  deposits  exceeds  that 
in  aU  the  known  coal-fields.  It  is  principally 
found  in  high  latitudes ;  one-seventh  of  the 
area  of  Ireland  is  covered  with  peat,  whilst  in 
Great  Britain  there  are  about  6  million  acres 
covered  to  an  average  depth  of  about  12  feet. 
Extensive  deposits  occur  in  Russia,  where  peat 
is  an  important  metallurgical  fuel,  in  Scandi- 
navia, N.  Germany,  Bavaria,  Austria,  Italy,  and 
N.  France,  to  mention  European  countries  only. 
These  deposits  vary  considerably  in  age,  the 
oldest  peat  having  a  dark-brown  or  black  colour, 
with  but  merest  traces  of  its  original  organic 
structure,  whilst  the  recent  varieties  are  light- 
brown  in  colour,  of  spongy  texture,  with  distinct 
vegetable  structure  ;  unlike  wood,  it  contains  a 
fairly  large  and  variable  proportion  of  mineral 
ash  (5-15  p.c.  as  a  rule)  of  (usually)  infusible 
character.  The  composition  of  the  ash  varies 
considerably ;  sulphate  and  carbonates  of  lime 
and  magnesia,  ferric  oxide,  and  silica  being 
usually  the  most  prominent  constituents.  The 
diiificulty  in  the  way  of  utilising  the  potential 
energy  of  peat  for  economic  ends  lies  in  the  fact 
that  even  a  weU-drained  peat-bog  contains 
80-90  p.c.  of  water,  which  can  only  be  to  a  small 
extent  pressed  out  mechanically,  and  for  the 
evaporation  of  which  more  energy  would  be 
required  than  is  represented  by  the  whole  fuel 
value  of  the  bog.  Consequently,  '  air-drying ' 
has  hitherto  been  universally  resorted  to,  but 
as  this  can  only  be  carried  out  during  the 
summer  months,  and  must  obviously  depend 
upon  climatic  conditions,  it  cannot  be  considered 
seriously  as  a  means  of  preparing  large  quantities 
of  peat  for  the  market.  Moreover,  '  air-dried  ' 
peat  stiU  contains  from  15-25  p.c.  of  water, 
its  calorific  value  (which  varies  between  2235 
and  4307,  with  an  average  of  about  3000 
K.C.Us.  per  kilog.)  is  usually  considerably  less 
than  half  that  of  a  bituminous  coal,  whilst 
bulk  for  bulk  its  heating  power  probably  does 
not  exceed  one-eighth  that  of  coal.  Dry 
'  ashless  '  peat  contains  C=50-64,  H=4-7-6-8, 
0=28-44,  and  N =0-5-2 -5  p.c,  its  cal.  value 
=  5200  K.C.Us.  per  kilog.,  audits  sulphur  content 
is  low. 

As  recently  as  1905,  the  Royal  Commission 


VVKL. 


607 


oil  Coal  Sujaplies  reported  that  '  */(  unlcr  to  make 
the  maiiufaciure  of  peat  fuel  a  success  in  this 
country,  it  is  necessary  that  some  process  should  be 
discovered  hy  lohich  the  moisture  can  he  got  rid 
of  witlwut  "  air  ■drying,'"  and  at  a  cost  ivhich 
icould  not  be  prohibitive  ;  at  present  there  is  no 
such  ■process.'  In  1909,  however,  the  late  Dr. 
M.  Ekenberg  announced  his  process  of  '  wet 
carbonisation '  as  a  practical  solution  of  the 
problem  (Jour.  Iron  and  Steel  Institute,  1909, 
i.  .313).  This  process  is  based  upon  his  dis- 
covery that  '  peat  substance '  consists  of 
vegetable  debris,  the  ceUs  of  which  contain 
and  are  surrounded  by  a  slimy  '  hydrocellulose,' 
formed  by  prolonged  contact  of  the  original 
cellulose  -uith  water.  Although  this  constituent 
is  present  to  the  extent  of  0-2-1 -2  p.c.  only,  it 
is  in  the  f(3rm  of  an  enormously  swoUen  jelly  of 
the  consistency  of  soft-soap,  and  containing  as 
much  as  25  times  its  own  weight  of  water. 
When  submitted  to  pressure,  it  may  be  forced 
through  the  interstices  of  stout  canvas  quite 
unchanged.  It  is,  however,  rapidly  hydrolysed 
by  water  at  150°-200°,  forming  the  soluble 
dextrose,  and  peat  pulp  so  hydrolysed  readily 
parts  with  its  water  luuler  hydraulic  pressure. 
The  Ekenberg  process  (as  originally  proposed) 
consists  in  forcing  a  ]}ea,t  pulp  containing  12.V  p.c. 
of  peat  substance  and  87i  p.c.  of  water  at 
220-300  lbs.  per  sq.  in.  pressure  through  a 
series  of  tubes  heated  externally  to  about  200°, 
the  operation  being  combined  with  a  .system  of 
heat  recuperation,  whereby  the  outgoing  hot 
'  carbonised  '  peat  imparts  heat  to  the  incoming 
cold  23idp.  The  '  carbonised  '  pulp  is  dehydrated 
by  mechanical  pressure,  and  the  dehydrated  fuel 
is  subsequently  briquetted.  The  resulting 
briquettes  of  '  peat  coal '  have  a  black  glossy 
surface,  and  a  sp.gr.  of  1  ■29-1-35  ;  owing  to  their 
regular  shape,  their  volume  weight  is  consider- 
ably greater  than  in  the  case  of  coal ;  one  ton  of 
briquettes  occupies  about  30  cub.  ft.  They 
burn  with  a  long  smoky  flame  and  are  easily 
lighted ;  with  a  good  chimney  draught  it  is 
claimed  that  their  combustion  is  smokeless.  A 
sample,  analysed  by  the  writer,  contained 
C=58-35,  H  =  5-42,  N=l-7,  ash  =7-8  p.c, 
and  had  a  cal.  value  5987  K.C.Us.  per  kilog.  On 
being  carbonised  in  a  retort,  '  peat  coal '  yields 
14,850  cub.  ft.  of  20-6  candle-power  gas  (free 
from  CO  2) ;  it  also  makes  an  excellent  gas- 
producer  fuel. 

Peat  containing  as  much  as  up  to  60  p.c. 
moisture  has  I^een  successfully  gasified  on  a 
large  scale  in  gas  producers  under  ammonia 
recovery  conditions  {vide  Producer  gas)  ;  the 
following  residts  have  been  obtained  on  Mond 
plants  :■ — ■ 


Origin  of  peat 
Per  cent,  moisture 
,,  nitrogen 
Yield  of  gas  in  cub.  ft. 
at  0°  and  760  mm. 
per  ton  peat  . 
Gross  cal.  value  of  gas 
B.Th.Us.  per  cub.  ft. 
at  0°  and  760  mm.  . 


Gerniau    Italian  English 
40-60       45  57-5 
1-0        1-5S  2-3 


85,000    60,000  90,000 


I6(t        160  134 


The  richness  of  the  gas  depends  upon  the 
moisture  in  the  peat ;  where  the  moisture  is  not 
excessive,  the  gas  may  contain  as  much  as  35-40 
p.c.  of   combustible   constituents,  e.g.  9'8CO, 


23-2H,.  4-8c:H4,  with  20-3CO,.  About  half 
of  the  total  gas  is  required  to  hre  the  boilers  and 
superheaters  on  the  plant,  the  remainder  being 
available  for  heating  or  power  jjurposes  outside 
the  plant.  In  addition  to  ammonium  sulphate, 
it  is  possible  to  recover  other  by-products 
(tar,  acetate  of  soda  or  lime,  acetone,  wood 
spirit). 

Lignite  (brown  coals).  Under  this  general 
term  are  included  principally  Tertiary  coals 
(intermediate  between  peat  and  the  true  coal), 
which  are  widely  distributed  over  the  Central 
EuroiDean  plain  and  the  southern  states  of  N. 
America  (Texas,  Arkansas,  and  Louisiana) ; 
Cretaceous  coals  of  the  lignite  class  occur  over  a 
large  area  between  lats.  49°  and  43°  N.  and  long. 
100'°-107°  W.  (the  states  of  N.  Dakota,  Montana, 
and  Wyoming)  of  N.  America.  Classified 
according  to  external  characters  and  geological 
age,  lignites  are  usually  divided  into  (1)  woody 
or  ttbrous  brown  coal,  with  a  distinct  ligneous 
structure  ;  (2)  eaYthy  lignite  devoid  of  organic 
structure  and  easily  powdered ;  (3)  common 
brown  coal,  with  a  slatey  cleavage  and  dark-  brown 
coloiu-,  e.g.  Bovey  coal ;  and  (4)  bituminous 
lignite,  pitch  black  in  colour,  and  having  a 
conchoidal  fracture.  Lignites  are  of  little 
economic  importance  excejjt  in  Germany  and 
Austria-Hungary,  where  (in  1909)  68-5  and  26 
million  tons  respectively  were  raised  for  home 
consumjition.  Freshly-mined  lignites  may  con- 
tain up  to  50  p.c.  of  water,  which,  on  air-drying, 
is  reduced  to  usually  between  10  and  20  p.c.  ; 
many  varieties,  when  completely  dried,  crumble 
to  f)owder,  which,  however,  may  he  again 
consolidated  into  a  serviceable  block  fuel  by 
pressure.  The  ash  content  usually  varies 
between  5  and  15  p.c,  but  may  run  considerably 
higher.  The  composition  of  the  dry  '  asliless  ' 
fuel  varies  between  the  following  limits:  C= 
60-75,  H=5,  0  =  19-34,  N=0-5-l-5  p.c,  and 
it  has  a  calorific  value  of  6000-7000  K.(J.Us.  per 
kilog.  Lignite  burns  with  a  very  long  smoky 
flame,  and  is  generally  non-caking  {i.e.  it  does 
not  yield  a  coherent  coke) ;  it  is  largely  used  in 
Germany  and  Austria  for  firing  boilers,  and  for 
the  heating  of  evaporating  j)ans,  the  better 
qualities  being  sometimes  used  for  metallurgical 
purposes.  Like  peat,  it  may  be  gasified  in 
XJroducers. 

Bituminous  coal.  This  term  is  applied  to  a 
whole  series  of  '  flaming  '  coals  of  Primary  or 
Mesozoic  origin,  and  it  includes  all  the  economi- 
cally important  coals  except  anthracites.  More 
than  90  p.c.  of  the  world's  total  output  of 
1025  million  tons  of  coal  in  1909  (including 
anthracites,  but  excluding  lignites)  was  due  to 
six  countries  (United  States  437-2,  Great 
Britain  263-75,  Germany  148-9,  France  37-25, 
Russia  24-1,  and  Belgium  23-5  miQion  tons 
respectively).  Taking  a  series  of  eight  quin- 
quennial averages  over  the  period  1870-1909 
inclusive,  the  outijut  of  coal  in  Great  Britain 
has  increased  from  121-2  to  256-0  million  tons 
per  annum,  whilst  the  annual  consumption  per 
head  of  jjopulation  has  increased  from  3-396  to 
3  "965  tons.  It  is  estimated  that  the  available 
supplies  within  4000  feet  of  the  surface  in  Great 
Britain  amount  to  about  650  times  her  present 
annual  output,  wliilst  the  world's  known 
reserves  (90  p.c.  of  wliich  are  in  the  United 
States  and  China  in  the  ratio  of  4  :  3)  probably 
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amount,  to  about  4000  times  tlie  present  annual 
consumption. 

For  commercial  purposes,  bituminous  coals 
are  classified  according  to  their  suitability,  or 
otherwise,  for  certain  specific  economic  ends, 
e.g.  steam  raising,  furnace  firing,  gas  making, 
manufacture  of  dense  metallurgical  coke,  and 
the  like.  The  usefulness  of  any  given  coal  for 
a  particular  purpose  depends  principally  upon 
(1)  its  content  of  '  volatiles  '  expelled  at  900°- 
1000°,  which  largely  determines  the  length  and 
character  of  the  flame  emitted  during  vigorous 
combustion ;  and  (2)  the  character  of  the 
carbonaceous  residue  after  the  '  volatiles '  have 


been  expelled  at  high  temperature,  which 
doubtless  in  part  de^iends  upon  the  nature  and 
mode  of  decomposition  of  a  certain  '  cementing  ' 
constituent  of  the  coal,  and  partly  also  upon 
the  character  (fusibility)  of  tlie  mineral  ash  asso- 
ciated with  it.  For  economic  purposes,  Percy  pro- 
posed to  class  bituminous  coals  as  (1)  non-caking, 
free  burning,  rich  in  0  ;  (2)  caking  ;  and  (3)  non- 
caking,  rich  in  C.  Several  classifications  have 
been  projjosed  based  upon  the  ultimate  com- 
position of  the  dry  and  ashless  coals  ;  of  these 
probably  the  most  useful  is  that  generally  attri- 
buted to  the  French  metallurgist  Gruner,  but  in 
reality  due  originally  to  Regnault,  as  follows  : — 


Class 


I.  Non-coking  long- 
flame 

II.  Coking  long-flame 


III.  Coking   or  fur- 

nace coals 

IV.  Short -flame  coking 

coals 

V.  Short-flame  non- 
coking  (anthra- 
citic) 


Chief  uses 


Reverberatoryl 
furnaces  J 

Gas  manul'ac- 1 
ture  and  re-  j 
verberatory  [ 
furnaces  J 

Coking 

Coking :  steam  I 
raising  / 

Domestic  pur- 
poses, steam 
raisins 


Composition ' 

H       O  and  N 


75-80 

4-5-5-5 

15- 

20 

80-85 

5-6 

10- 

-15 

84-89 

5-0-5-5 

5-5- 

-110 

88-91 

4-5-5-5 

5-5 

-6 '5 

90-93 

4-0-4-5 

3-0 

-5-5 

Cal.' 
value 


/8000\ 
(8500) 

(8.5001 

1 8800  f: 

/8800\ 
19300/ 
(9300\ 
\9G00/ 

/9000\ 
19500( 


P.c.  and  character  of 
carbon  residue  (coke) 


55-60 :  pulverulent 

60-68 :  coherent 
but  very  porous 

08-74 :  fairly  dense 
coke 

74-78 :  very  dense 
coke 

82-92 :  pulverulent 


Some  authorities  regard  the  Regnault-Gruner 
classification  as  defective,  in  that  it  is  based 
chiefly  on  the  '  oxygen  '  content  of  the  coal, 
which  bears  aU  the  analytical  errors,  and  also  in 
that  it  underrates  the  importance  of  hydrogen. 
Fleck,  who  introduced  the  idea  of  '  disposable 
hydrogen  '  {i.e.  hydrogen  left  after  deducting 
that  equivalent  to  oxygen),  proposed,  as  a  basis 

ioo(h-^) 


of   classification,   the  factor 


and 


Campbell,  of  the  U.S.  Geological  Survey 
has  proposed  lOOH/C.  Wedding  divides  coals 
into  six  groups,  according  to  the  percentage  of 
volatile  matter  yielded  in  the  dry  ashless 
condition,  as  follows  :  (1)  lean  anthracitic  coals, 
5-10;  (2)  sinter  coals,  poor  in  gas,  10-15-5; 

(3)  caking  coals  (old),  poor  in  gas,  15-.5-33-3; 

(4)  caking  coals  (recent),  rich  in  gas,  33 •3-40-0  ; 

(5)  sinter  coals  (recent),  rich  in  gas,  40  0-44-4; 

(6)  sand  coals  (recent),  rich  in  gas,  44-4-50.  It 
is,  however,  clear  that  pending  a  much  fuller 
knowledge  than  we  now  possess  respecting  the 
proximate  constituents  of  coal,  none  of  tlie 
above  classifications  can  be  considered  satis- 
factory in  any  final  sense. 

In  the  selection  of  a  coal  for  any  particular 
purpose,  the  following  points  should  be  borne 
in  mind  :  (1)  the  best  '  gas  coals  '  are  those  in 
wliich  the  ratio  0  :  H  is  approximately  2-0  ;  they 
yield  from  30  to  38  p.c.  '  volatiles '  (reckoned 
on  the  dry  ashless  coal),  and  a  fairly  porous  coke 
of  no  great  strength ;  (2)  the  best  '  colcimj 
coals '  usually  yield  between  20  and  30  p.c.  of 
'  volatiles,'  and  are  strongly  caking ;  the  best 
sleam  coals  '  yield  less  than  20  p.c.  of  volatiles, 
are,  as  a  rule,  non-caking  and  smokeless,  or 
nearly  so  in  their  combustion ;  (4)  for  '  gas- 
'  The  liuinbers  given  refer  to  the  dry  "ashless  "  fuel. 


-producer '  purposes  it  is  desirable  that  a  coal 
should  be  non-caking,  and  have  an  infusible 
ash.  The  caking  properties  of  a  coal  depend 
upon  its  containing  certain  organic  compounds 
(extractable  by  means  of  pyridine)  which 
decompose  when  heated,  yielding  '  volatiles ' 
and  a  small  amount  of  a  pitch-like  cement  which 
acts  as  a  binding  material  in  the  resultant  coke  ; 
ceteris  paribus,  a  caking  coal  with  a  fusible 
ferruginous  ash  will  yield  a  stronger  coke  than 
one  of  similar  age  and  composition  with  a 
highly  silicious  ash.  Non-caking  or  feebly 
caking  coals  are  either  (1)  those  of  greatest  age, 
high  in  carbon  and  low  both  in  oxygen  and 
'  volatiles'  ;  (2)  those  of  comparatively  recent 
origin,  with  a  high  oxygen  content ;  or  (3)  those 
from  '  oxidised '  seams  which  have  at  some 
period  been  exposed  to  atmospheric  influence. 
Variations  in  the  thickness  of  the  overlying 
strata  seem  to  influence  the  coking  properties 
of  a  weakly  caking  coal-seam ;  according  to 
Wedding,  whilst  coals  of  classes  1  and  2  (in 
his  classification)  show  more  prominent  coking 
properties  the  thicker  the  superincumbent 
strata,  the  opposite  holds  good  for  coals  of 
classes  5  and  6.  For  coking  purposes,  it  is 
often  advantageoxis  to  mix  a  weakly  caking, 
short-flame  coal,  rich  in  carbon,  witli  one  which 
cakes  well  but  yields  much  gas.  Finallj',  it 
should  be  observed,  that  a  caking  coal  loses  its 
coking  properties  on  prolonged  exposure  to  the 
atmosphere. 

Besides  the  elements  already  referred  to, 
coal  (ashless)  contains  two  others  of  importance, 
viz.  nitrogen  and  siilpluif.  'I'lic  nitiogcn. 
although  present  to  an  extent  of  lictwecii  I  and 
2  p.c.  only,  is  of  great  economic  value,  since  it  is 
the  source  of  95  p.c.  of  tlie  world's  entire  output 
of  ammonium  salts.  As  the  results  of  exhaustive 
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tests  upon  some  80  Scottish  coals  (N=0-915- 
1-873  p.c.)  at  the  Pro  van  Gasworks,  Glasgow,  it 
has  been  found  that  under  the  conditions 
prevailing  during  distillation  in  a  modern  gas 
retort,  about  58-3  p.c.  of  the  total  nitrogen 
remains  in  the  coke,  19-5  p.c.  appears  as  N  in 
the  gas,  17-1  p.c.  is  obtained  as  ammonia, 
3-9  p.c.  passes  as  organic  bases  into  the  tar,  and, 
finally,  1-2  p.c.  is  evolved  as  cyano-  compounds. 
Also,  as  the  results  of  coking  a  Durham  coal 
containing  1-57  p.c.  N  in  Otto  Hilgenstock  ovens 
at  Blayden-on-Tyne,  A.  Short  (J.  Soc.  Chem. 
Ind.  1907,  581)  found  that  43-31  p.c.  of  the 
N  remained  in  the  coke,  15-16  p.c.  was  recovered 
as  NHg,  2-98  p.c.  appeared  in  the  tar,  1-43  p.c. 
as  cyano-  compounds,  the  remaining  37-12  p.c. 
representing  N  in  the  gas.  The  temperature  at 
which  the  evolution  of  ammonia  begins  when 
coal  is  heated  seems  to  depend  on  its  geological 
age.  Carrick-Anderson,  and  Roberts  (J.  Soc. 
Chem.  Ind.  1899,  1099)  give  333°  as  the  lowest 
temperature  for  NH3  evolution  from  a  young 
gas  coal,  and  state  that  with  coal  of  an  older 
type  it  may  rise  to  about  480°.  HOgenstock  has 
found  that  the  principal  evolution  of  NH3 
occurs  after  the  caldng  stage  of  the  distilla- 
tion has  set  in.  M.  G.  Christie  (Inaug. 
Diss.  Aaachen,  1908),  in  an  investigation  upon 
peat,  gas  coals,  and  anthracites,  has  shown  that 
evolution  of  NH3  begins  at  about  350°  in  the 
case  of  a  gas  coal,  and  at  450°  in  the  case  of 
anthracites,  and  that  the  principal  evolution 
occurs  between  500°  and  700°  ;  according  to 
Christie,  also,  that  part  of  the  N  which  remains 
in  the  coke  is  present  in  an  extraordinary  stable 
'  nitride  '  form,  and  is  only  slowly  expelled  as 
the  temperature  is  raised  from  900°  to  1900°. 
From  this  it  would  appear  that  the  N  is  present 
in  at  least  two  distinct  forms,  viz.  (i. )  as  organic 
compounds  which  decompose  at  a  temperature 
below  900°,  and  (ii.)  in  a  stable  '  nitride  '  form. 

Sulphur  must  always  be  considered  as  a 
deleterious  element  in  coal ;  it  appears  in  three 
forms,  namely,  (i.)  as  pyrites  FeSj ;  (ii.)  as 
sulphates  (gypsum);  and  (iii.)  as~  '  organic  ' 
sulphur.  Although  partly  expelled  (chiefly  as 
H2S,  CS2,  and  thiophen)  on  distillation,"  the 
sulphur  is  largely  retained  (chiefly  as  FeS  and 
CaS)  in  the  coke  ;  it  is  imjjossible  to  produce  a 
cpke  low  in  sulphur  from  a  coal  whose  ash  is 
rich  in  Fe,  Ca,  or  Mg  compounds.  According 
to  A.  Short  (I.e.),  in  caking  a  Durham  coal 
containing  0-824  p.c.  S,  in  by-product  ovens, 
72-5  p.c.  of  the  S  remained  in  the  coke,  24-0  p.c. 
was  evolved  as  HjS,  1-45  p.c.  passed  into  the 
tar,  the  remaining  2  p.c.  being  accounted  for  as 
gaseous  products  other  than  H2S. 

Coal,  when  freshly  mined,  may  contain  much 
water  ('pit  water')  and  some  occluded  gas. 
Most  of  the  water  is  rapidly  lost  on  air  drying, 
whilst  the  remainder  (usually  some  2-3  p.c.)  is 
completely  lost  at  105°.  The  occluded  gas  may 
be  withdrawn  by  continued  exhaustion  at  the 
ordinary  temperature ;  from  a  Durham  coal 
( Hiitton  seam)  Bedson  obtained  1  -6  c.c.  of  gas  per 
gram  of  coal ;  the  gas  contained  C02=4-35, 
CH4=71-15,  C2H6  =  6-65,  0=2-80,  and  N 
=  15-05  p.c.  From  a  Lancashire  coal  (Lower 
Mountain  Mine),  E.  V.  Wheeler  obtained  1-376 
c.c.  of  gas  per  gram,  containing  NH3=0-5, 
H2S=0-5,  C2H4=0-4,  C0=2-I,  G2H„  =  8-10, 
CH4=80-35,  0=0-4,  and  N=7-65  p.c. 
Vol.  II.— T. 


The  mineral  ash  in  coal  varies  greatly  in 
amount,  colour,  composition,  and  fusibility.  A 
distinction  must  be  drawn  between  the  heavier 
mineral  matter,  '  dirt '  (pyrites  sp.gr.  5-0, 
shale  .sp.gr.  2-5,  and  gypsum  sp.gr.  2-3),  often 
j  inixed  with  fresljy  mined  small  coal  (sp.gr. 
1  -2-1-3)  from  which  a  separation  can  be  eliected 
by  mechanical  washing,  and  the  true  or  '  fixed  ' 
ash  of  the  coal,  which  is  disseminated  throughout 
its  entire  mass,  and  cannot  be  so  removed.  A 
pure  white  ash  which  the  writer  once  obtained 
from  an  Australian  coal  contained  53-4SiO„, 
44-OAI2O3,  together  with  some  2  p.c.  only  of 
lime  and  the  merest  traces  of  ferric  oxide. 
Usually  the  ashes  of  coals  contain,  in  addition 
to  AI2O3  and  SiOo,  variable  proportions  of 
CaO,  MgO,  FeaOa,  and  SO3  (chiefly  as  CaSO,) ; 
the  colour  varies  from  cream  or  light-bufi  to 
red-brown,  according  to  the  iron  content,  and, 
as  a  rule,  the  fusibility  increases  with  the  darken- 
ing colour.  The  ashes  of  a  typical  Lancashire 
coal  will  contain  SiO2=25-40,  Al203=  19-28 
Fe203=22-32,  CaO=3-16,  MgO  up  to  3-5,  and 
803=3-8  p.c.  A  fusible  ferruginous  ash  is  a 
constant  and  prolific  source  of  clinkering  troubles 
in  furnaces  and  gas  producers. 

Whilst  the  majority  of  organic  solvents 
(ether,  alcohol,  chloroform,  benzene)  have  but 
little  efiect  upon  coal,  Bedson  has  called 
attention  to  the  remarkable  solvent  action  of 
pyi-idine  (J.  Soc.  Chem.  Ind.  1908,  27,  147). 
The  coal  should  be  ground  so  as  to  pass 
through  a  sieve  of  1000  apertures  per  sq. 
inch,  then  mixed  with  sand  and  extracted  with 
the    solvent    in    a    Soxhlet    apparatus.  The 

I  residual  carbonaceous  material  is  always  quite 
devoid  of  coking  properties.  Careful  trial  has 
shown  that  the  amount  of  material  extracted 
corresponds  nearly  to  the  yield  of  '  volatiles  ' 
when  the  coal  is  carbonised  out  of  contact 
with  air  at  750°. 

The  work  of  R.  V.  Wheeler  and  Burgess  upon 
the  volatile  constituents  of  coal  (Chem.  Soc.  Trans 

'  1910,  97,  1918;  1911,  99,  649)  has  thro^vn  an 
interesting  light  upon  the  chemical  nature  of  coal ; 
the  behaviour  of  anthracitic,  semi-bituminous, 
and  bituminous  coals  at  definite  temperatures 
between  450°  and  1100°  was  carefully  investi- 
gated ;  it  has  been  established  ( 1 )  that  at  low 
temperatures  (up  to450°-500°)  higher  paraffins, 
C3HS,  C4Hio,  &c.,  as  well  as  methane, 
are  conspicuous  decomposition  products,  whereas 
H  is  produced  in  very  small  quantity  ;  (2) 
that  the  evolution  of  paraflSns  ceases  entirely 
at  about  700°,  the  absolute  amount  of  CH4 

I  reaching  a  maximum  at  800°-900° ;  and  (3)  that 
between  700°  and  800°  there  is  a  '  critical 
point '  above  which  the  evolution  of  H 
abruptly  and  rapidly  increases.  It  seems 
probable  that  coal  contains  two  tyjses  of  com- 

;'  pounds,  having  verydifferentdegreesof  stability; 
the  least  stable  type  decomposes  at  temperatures 
between  400°  and  700°,  yielding  chiefly  paraffin 
hydrocarbons,  but  no  hydrogen,  w  hilst  the  more 
stable  type  requires  a  liigher  temperature  than 
700°  for  rapid  decomposition,  and  yields 
chiefly  hydrogen.  It  would  also  seem  probable 
that    the    more   stable   '  hydrogen    yielding ' 

1  type  of  constituent  is  essentially  a  degradation 
product  of  cellulose,  whilst  the   less  stable 

1  'paraffin-yielding'  constituents  are  derived 
from  the  gums  and  resins  originally  contained 
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ia  the  sap  of  the  coal  plants,  and  form 
'  cement '  of  a  conglomerate  of  which  the 
cellulose  derivatives  are  the  base.  The  differ- 
ences between  one  coal  and  another  may  thus 
depend  on  the  relative  as  well  as  the  absolute 
proportions  in  which  these  two  types  of  com- 
pound exist  in  the  coal. 

When  bituminous  coal  is  charged  into  a 
hot  furnace,  it  first  of  all  undergoes  a  process  of 
destructive  distillation  ;  its  least  stable  resinous 
constituents  decompose,  and  hydrocarbons  are 
freely  evolved,  which,  on  partial  oxidation  or 
secondary  decomposition,  give  rise  to  carbon, 
together  with  minute  quantities  of  dense  tarry 
vapours  (smoke)  which  are  difficult  to  burn, 
except  in  an  abundant  air  supply  and  at  liigh 
temperatures.  The  residual  '  semi-carbonised  ' 
fuel,  being  raised  to  incandescence,  is  burnt  by 
the  air,  which  is  drawn  in  through  the  grate. 
If,  as  in  intermittent  stoking,  the  furnace  be 
cooled  by  a  sudden  inrush  of  cold  air  during  the 
introduction  of  a  fresh  charge  of  fuel,  smoke  will 
be  freely  evolved.  The  production  of  smoke  may 
be  greatly  reduced  by  the  adoption  of  continuous 
mechanical  stoking,  especially  if  it  be  on  the 
'  under-feed '  principle,  or  by  making  the 
mixture  of  '  smoke  '  and  hot  air  impinge  upon 
an  incandescent  fireclay  surface ;  the  introduc- 
tion of  a  pre-heated  secondary  air  supply  near 
or  at  the  fire  bridge  of  the  furnace  will  often 
diminish  smoke.  It  is  never  possible  to  burn 
coal  in  a  furnace  with  the  theoretical  quantity 
of  air  ;  thus  1  lb.  of  coal  containing  C=80-0, 
H=5-5,  S=0-9,  N=l-5,  0  =  5-0,  and  ash 
=  7-0  p.c,  would,  theoretically,  require  136-0 
cub.  ft.  of  dry  air  at  15°  and  760  mm.  for  com- 
plete combustion,  and  the  cooled  gaseous  pro- 
ducts would  contain  18-2  p.G  COj.  It  rarely 
happens,  however,  that  the  CO  2  content  in  the 
cooled  chimney  gases  from  a  coal-fired  furnace 
exceeds  13-0  p.c,  and  the  more  usual  proportion 
is  from  8-0  to  10-0  p.c.  In  large  boiler  instal- 
lations, the  adoption  of  mechanical  stoking, 
together  with  automatic  instruments  for  record- 
ing the  temperature  and  COj  content  of  the 
chimney  gases,  wiU  be  found  conducive  to  fuel 
economy.  E.  J.  Constam  and  P.  Schlilpfer  of 
the  Zurich  Priifungsanstalt  fiir  Brennstoff,  as 
the  result  of  exhaustive  boiler  trials  with  nianj' 
different  coals,  conclude  that  those  yielding 
between  16  and  23  p.c.  of  '  volatiles  '  (referred 
to  dry  ashless  fuel)  have  the  greatest  steam- 
raising  values ;  with  coals  jnelding  a  high 
percentage  of  '  volatiles,'  there  is  an  excessive 
loss  on  account  of  their  incomplete  combustion  ; 
whilst,  on  the  other  hand,  with  a  coal  low 
in  '  volatiles,'  and  which,  therefore,  yields  a 
large  percentage  of  coke  in  the  boiler  furnace, 
a  considerable  excess  of  air  must  be  used  in 
order  to  maintain  combustion  at  a  rate  sufficient 
to  ensure  rapid  evaporation  in  the  boiler,  and 
this  means  an  excessive  loss  in  sensible  heat  of 
the  chimney  gases.  In  trials  on  a  marine  boiler 
with  coals  yielding  between  16-5  and  19-1  p.c. 
'  volatiles,'  evaporating  about  3-6  Ib.s.  of  water 
per  sq.  ft.  of  heating  surface  per  hour,  between 
73-7  and  75-1  p.c.  of  the  heat  of  combustion  of 
the  fuel  was  transmitted  to  the  watei',  about 
20  p.c.  was  lost  in  the  chimney  gases  (at  276°- 
303°),  partly  as  sensible  heat  and  partly  as 
unburnt  gases,  another  3-3-4  p.c.  was  lost  in 
the  ashes,  the  balance  representing  radiation 


losses  (Zeit.  des  Ver.  deut.  Ingenicure,  1909, 
1857).  In  trials  on  a  goods  locomotive  on  the 
Furness  Railway,  fired  with  Yorkshire,  Lanca- 
shire, Cumberland,  Scotch,  and  Welsh  coals,  the 
average  boiler  efficiency  reported  was  74-5  p.c. 
for  an  average  evaporation  of  8-65  lbs.  of  water 
per  sq.  ft.  of  heating  surface  (Pettigrew,  Jour. 
Iron  and  Steel  Inst.  1903,  ii.  206).  In  coal- 
fired  Lancashire  boilers  the  efficiency  realised 
rarely  exceeds  70  p.c,  and  is  sometimes  much 
lower. 

Anthracite  is  the  ultimate  i^roduct  of  the 
conversion  of  vegetable  matter  into  coal.  Its 
average  composition  is  91-29  C,  2-91  H,  2-75 
0+N,  3-05  ash.  The  percentage  of  N  varies 
from  0-58  to  2-85  ;  that  of  sulphur  from  0-63  to 
1  -0.  Anthracite  is  hard  and  brittle ;  it  has  a 
sub-metallic  lustre,  a  conchoidal  fracture,  and  a 
sp.gr.  of  1-35-1-7.  It  burns  with  a  smokeless 
flame.  Some  varieties  [e.g.  Welsh  anthracites) 
decrepitate  considerably,  even  when  gradually 
heated.  This  property  is  not  exhibited  by  the 
anthracites  of  Pennsylvania. 

2.  Carbonised  Fuels. 

Wood  charcoal.  When  wood  is  heated  to 
200°  without  access  of  air,  it  remains  unaltered, 
at  220°  it  becomes  brown,  and  at  270°-300°  it 
suffers  decomposition,  torrefied  wood  or  Roth- 
holz  being  formed.  At  350°  it  is  resolved  into 
volatile  products  and  a  fixed  residue  of  charcoal. 
Good  charcoal  produced  at  350°-400°  is  porous, 
black,  sonorous  when  struck,  has  a  conchoidal 
fracture  and  a  ligneous  texture.  It  burns  with- 
out smoke,  and  in  separate  pieces  without  flame. 
Its  sp.gr.,  exclusive  of  pores,  is  1-5-2;  inclu- 
sive of  pores,  0-2-0-35  in  soft  charcoal,  and 
0'35-0-5  in  hard.  Dry  charcoal  contains  on 
an  average  90  C,  3  H,  and  7  0.  After  storing, 
it  contains  70-45  C,  1-68  H,  13-1  0,  1  ash,  13-76 
moisture  and  gases.  The  usual  percentage  of 
ash  is  3-4.  The  carbonisation  or  dry  distilla- 
tion of  the  wood  may  be  effected  in  the  open 
air  in  circular  pOes  or  stacks  (Meiler),  provided 
with  a  yielding  cover,  in  rectangular  pUes,  in 
pits  (the  most  primitive  method),  in  kilns  of 
brick  or  stone,  or  in  iron  retorts  heated  exter- 
nally (method  used  in  the  manufacture  of  gun- 
powder and  of  pyroligneous  acid).  The  yield  of 
charcoal  varies  with  the  nature,  age,  and  con- 
dition of  the  wood,  and  with  the  method  of 
carbonisation,  from  31  p.c.  by  volume  (branch- 
wood  of  fir)  to  80  (logs  of  the  same).  In 
Sweden,  67  p.c.  of  the  volume  of  the  wood  was 
obtained  in  piles  in  which  the  wood  was  .stacked 
vertically,  and  75  when  stacked  horizontally. 
The  yield  by  weight  ranges  from  15  to  28  p.c. 
The  more  slowly  the  charring  is  effected,  the 
greater  wiU  be  the  yield  of  charcoal.  Charcoal 
is  an  excellent  fuel  for  metallurgical  purpfises 
on  account  of  its  low  percentage  of  ash  anfl  its 
high  calorific  power. 

Peat  charcoal  is  very  friable  and  porous,  nn(\ 
consequently  difficult  to  use  in  metallurgical 
operations.  When  sufficiently  coherent,  and 
when  the  percentage  of  PjO;;  is  low,  it  may  be 
used  in  low,  small  furnaces.  The  carbonisation 
may  be  effected  in  open  kilns,  in  pits,  or  in 
ovens  in  which  the  air  for  combustion  pa.sses 
from  above  downwards,  or  by  external  firing  in 
closed  vessels,  in  order  to  enable  tlie  volatile 
products  of  distillation  to  be  collected.  Peat 
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charcoal  is  easily  kindled,  and  has  a  calorific  j 
power  of  0500-7000  cals.    It  is  not  adapted  for  ' 
iron  making,  but  may  be  used  advantageously 
for  gas  furnaces,  on  account  of  the  large  size  of  i 
the  lumps,  absence  of  clinker,  and  the  fact  that 
the  ash  readily  falls  through  the  bars. 

Coke  is  the  solid  product  of  the  carbonisation 
of  coal.  It  varies  considerably  in  external  cha- 
racter. For  metallurgical  purposes,  the  best 
coke  is  compact,  heavy,  homogeneous,  with 
bright  light-grey  surface.  It  contains,  besides 
carbon  and  ash,  small  quantities  of  liydrogen 
(0-2-1 -2  p.c),  oxygen  (traces  and  up  to  8  p.c. ), 
nitrogen  (0-4-1 -5  p.c),  and  'organic'  .sulphur 
(total  8=0-8-1-8  p.c).  The  be.st  cokes  contain 
upwards  of  90  p.c.  C,  and  less  than  8  p.c.  ash, 
and  should  have  a  metallic  ring.  Coke  is  only 
slightly  hygroscopic,  and  when  thorouglily  dried 
does  not  absorb  more  than  1-2  p.c.  of  moisture 
from  moist  air.  The  moisture  in  coke  put  on 
the  market  should  not  exceed  3  p.c.  The  calorific 
value  of  dry  coke  containing  90  p.c.  C  and 
0-5  p.c.  H  is  about  7450  K.C.U.  per  kilog.  (ef. 

(!OKE  MAN0FACTUKE). 

Coalite  (semi-coke).  A  smokeless  fuel,  for 
domestic  nse  chiefly,  prepared  by  carbonising  a 
gas  coal  at  low  temperature  (425°)  in  narrow 
vertical  retorts  heated  by  producer  gas.  On  a 
plant  erected  at  the  Plymouth  Gasworks  in 
three  units,  it  has  been  stated  that  each  unit  will 
produce  35  tons  of  '  coalite,'  and  280,000  cub.  ft. 
of  20  p.c.  gas  from  56  tons  of  coal  per  diem,  the 
carbonising  period  being  3J  hours  per  charge, 
'{'he  fuel  consumption  is  said  to  be  as  low  as  6 
l).c.  of  the  coal  treated,  and  it  is  claimed  that 
tile  tar  oils  obtained  are  of  considerable  value. 

3.  Corn-pressed  Fuels. 
Patent  fuel  (briquettes).  Numerous  patents 
have  been  taken  out  for  producing  a  good  fuel 
by  mixing  various  substances  witli  small  coal  in 
proportions  sufficient  to  enable  the  mixture  to 
be  pressed  into  a  coherent  block.  Various  bind- 
ing materials  have  been  tried,  e.g.  soluble  glass, 
asphalt,  turpentine.  Meal  made  from  potatos 
was  abandoned  because  the  Ijlocks  were  not 
water-tight.  Coal  tar  (Warlick's  process)  was 
tr'ied  at  Swansea,  the  blocks  being  baked  after 
compression,  whereby  a  quantity  of  tar  was 
recovered.  On  the  Continent,  cellulose  (D.  R.  P. 
7590,  1879)  and  treacle  (D.  R.  P.  31715,  1884) 
have  been  tried.  Pitch  made  from  coal  tar 
lias  been  usetl  for  many  years  with  great 
s\iccess.  Two  modes  of  manufacture  are  in 
vogue  in  South  Wales.  In  the  dry  process, 
small  coal  is  carried  by  an  elevator  into  a  large 
bunker,  whence  it  is  lifted  by  another  elevator  to 
a  shoot  into  which  it  is  tipped  with  the  contents 
of  a  small  elevator  containing  pitch.  1'he  mix- 
ture then  passes  into  a  Carr's  disintegrator,  and 
the  restdting  product,  containing  8-12  p.c  of 
pitch,  passes  to  heaters,  and  finally  to  the 
pres.ses,  which  turn  out  100-200  blocks,  weigh- 
ing 10-30  lbs.  per  day  of  12  hours.  In  the 
steam  process,  there  is  used  a  large  vertical  iron 
cylinder  with  arms  revolving  inside,  constantly 
kept  full  of  the  mixture  of  pitch  and  coal.  High- 
pressure  steam  is  injected  near  the  bottom,  and 
allowed  to  percolate  up  through  the  mass,  whilst 
the  arms  expose  every  portion  to  its  action. 
Attempts  have  been  made  to  utili.se  peat  by 
mixing  it  in  a  state  of  powtler  with  small  coal  and 


sawdust,  and  pressing  the  mixture  into  blocks. 
According  to  tests  carried  out  by  the  .staff  of 
the  U.S.  Geol.  Survey  in  1904,  it  is  possible  to 
make  good  briquettes  from  a  strongly  coking 
coal,  heated  until  intumescence  just  begins,  and 
immediately  afterwards  presseii,  without  the 
addition  of  any  binding  agent.  Anthracite 
culm  or  coke  breeze  may  be  briquetted  without 
the  addition  of  any  bituminous  coal,  provided 
that  good  pitch  be  used  as  a  binding  agent.  The 
pitch  should  be  anhydrous,  or  nearly  so,  and 
■should  contain  a  certain  proportion  (7-14  p.c.) 
of  creosote  oils  distilling  below  215°,  to  give  it 
good  binding  properties ;  a  good  quality  of 
powdered  coal  with  6  p.c.  of  pitch  should  yield 
a  clean  hard  briquette,  which  will  not  disintegrate 
in  the  fire.  In  many  cases  briquetted  coal  will 
stand  transportation  better  than  the  original 
coal,  and  is  as  good  or  even  better  as  a  steam - 
raising  fuel. 

Literature. — E.  Preissig,  Presskohlenindus- 
trie,  Freiberg,  1887 ;  Report  of  Coal  Testing 
Plant  of  U.S.  Geol.  Survey,  iii.  1904. 

4.  Pozodered  Fuels. 
In  the  sy.stem  of  burning  j)owdered  fuel 
worked  out  by  Crampton  (J.  Iron  and  Steel  Inst. 
1873,  91),  the  coal  is  pulverised  until  it  passes 
through  a  30-sieve,  and  fed  into  the  furnace  by 
a  kind  of  injector,  air  being  supplied  in  mea- 
sured quantities  by  a  fan,  so  that  intense  heat 
i  is  generated.    This  niethod  has  been  succes.sful 
!  as  regards  economy  and  regularity  of  high  tem- 
perature. (On  powdered  fuel,  consult  Isherwood, 
Proc.  Inst.  C.E.  44,  289;  W.  G.  McMillan.  -1. 
Soc  Arts,  34,  527.) 

Valuation  of  coals.    Whilst  the  value  of  coal 
as  a  fuel  depends  primarily  upon  its  calorific 
j  value,  other  factors  must  be  considered  in 
■  determining  its  suitability  for  any  given  purpose, 
as,   for  instance,   (1)   moisture  content;  (2) 
quantity  and  fusibility  of  ash  ;  (3)  percentage  of 
'  volatUes  '  and  the  character  of  the  coke  residue  ; 
(4)  ultimate  analysis — C,  H,  S,  and  N, — the  N 
l3eing  important  if  the  coal  is  to  be  carbonised  or 
i  gasified  in  producers  under  ammonia-recovery 
!  conditions.    Coal  is  rarely  purchased  in  Great 
Britain  subject  to  either  chemical  analysis  or 
calorific  test,  but  the  practice  is  common  in  the 
,  United  States  and  in  certain  Eui-opean  countries, 
the  contract,  in  any  particular  case,  naming  a 
certain  price  for  a  coal  of  specified  quality, 
subject  to  a  sliding  scale  for  variations  in 
quality    within    certain    defined    limits.  In 
sampling  a  consignment  of  coal  for  assay  pm-- 
poses,  special  care  should  be  taken  that  the 
sample  truly  represents  the  bulk  ;  the  method 
adopted  will  obviously  depend  somewhat  on 
circumstances,  liut  the  sample  should  contain 
the  same  proportions  of  large,  mediimi,  and 
small  coal  as  the  bulk,  and,  as  a  rule,  should 
weigh  not  less  than  1  cwt.    On  reaching  the 
laboratory  the  whole  should  be  put  through  a 
crusher  and  subsequently  reduced  to  convenient 
'  bulk    by   sutx-essive    '  quartering  '  ;   the  final 
sample  should  then  be  further  crushed  to  coarse 
powder  and  stored  away  in  air-tight  tins.  The 
chemical  tests  may  be  carried  out  as  follows  : 
I  (1)  Moisture  (md  asli.    lOgrams  of  sample,  in  a 
1  weighed  porcelain  basin,  are  dried  in  an  oven  at 
I  105°  for  1  houi',  and  subsequently  incinerated  in 
'  a  muffle  at  bright  red  heat,  care  being  taken  that 
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the  initial  '  distillation  '  is  not  too  rapid.  The 
colour  of  the  ash  should  be  recorded,  and 
observation  made  as  to  its  fusibility.  (2) 
Volatile  matter.  Tlie  method  recommended  by 
a  committee  of  the  American  Chemical  Society  is 
to  determine  loss  in  weight  when  1  gram  of  the 
dry  sample  is  heated  in  a  covered  jjlatinum 
crucible  of  30  c.c.  capacity  for  7  minutes  over 
the  full  flame  of  a  Bunsen  burner,  screened  from 
draughts  by  a  cylindrical  asbestos  chimney.  A 
more  useful  test,  however,  is  the  '  crucible  colie 
assay,'  in  which  20  grams  of  the  dried  sample  are 
carbonised  in  a  fire-clay  crucible  (lid  on)  at 
900"- 1000°  in  a  muffle  furnace  ;  the  heating  is 
continued  for  5-10  minutes  after  the  flame, 
caused  by  the  volatile  matter  burning  at  small 
holes  in  the  crucible  lid,  has  completely  died 
away.  If  comparative  tests  are  made  always 
at  the  same  temperature,  the  method  is  of  great 
practical  value,  inasmuch  as  it  allows  of  the 
character  of  the  coke  residue  to  be  properly 
judged.  (3)  Ultimate  analysis  for  C  and  H. 
This  may  be  carried  out  on  a  dried  sample 
(0-2  gram)  by  the  '  combustion '  method 
ordinarily  employed  in  the  case  of  organic  com- 
pounds, the  combustion  tube  being  packed  with 
granrdar  lead  chromate.  (4)  Sidphur.  1  gram 
of  the  sample  is  intimately  mixed  in  a  platinum 
crucible  or  dish  with  1  gram  of  pure  calcined 
magnesia  and  0-5  gram  dry  NaaCO^  (free  from 
sulphate)  by  means  of  a  stout  platinum  wire. 
The  vessel  is  then  cautiously  heated  by  means 
of  an  alcohol  lamp,  the  mass  being  constantly 
heated  until  vivid  glowing  has  ceased ;  the 
temperature  is  then  raised  until  the  bottom  of 
the  vessel  is  at  full  red  heat  and  the  carbon 
burned  away.  If  there  is  difficulty  in  completely 
burning  off  the  carbon,  the  vessel  should  be 
cooled,  a  small  quantity  of  powdered  ammonium 
nitrate  well  mixed  with  the  residue,  and  the 
incineration  continued  (lid  on).  Finally,  the 
residue  is  transferred  to  a  beaker,  and  the  vessel 
washed  out  with  about  50  c.c.  water.  The 
liquid  is  boiled  for  5  minutes  with  15  c.c.  of 
saturated  bromine  water  ;  the  insoluble  residue 
is  allowed  to  settle,  and,  after  decantation  of 
the  supernatant  liquid,  is  boiled  a  second  and 
a  third  time  ^vith  30  c.c.  of  water.  The  filtrate 
is  subsequently  acidified  with  HC'l,  boiled  to 
expel  the  bromine,  and  the  sulpha  te  precipitated 
with  10  c.c.  of  10  p.c.  BaClj  solution.  If  the 
coal  contains  much  FeS2  or  CaS04,  the  residual 
MgO  should  be  dissolved  in  hydrochloric  acid, 
and  the  solution  tested  for  sulphate.  (5) 
Nitrogen  is  best  determined  by  the  ordinary 
Kjeldahl  method.  Occasionally  coal  or  coke 
must  be  examined  for  arsenic.  ( For  details  of  the 
method  recommended  bythe  committee  appointed 
by  the  Board  of  InlandRevenue,  see  T.  E.  Thorpe, 
Estimation  of  Arsenic  in  Fuel  (Chem.  Soc. 
Trans.  1903,  83,  969).) 

Storage  and  spontaneous  ignition  of  coal.  It 
is  well  known  that  on  storage  coal  deteriorates 
both  as  regards  heating  power  and  coking 
properties,  a  fact  attributable  to  slow  atmospheric 
oxidation,  which  may,  in  certain  circumstances, 
give  rise  to  spontaneous  ignition  of  the  coal. 
It  was  formerly  believed  that  the  oxidation  of 
the  iron  pyrites  present  in  coal  is  the  principal 
cause  of  its  spontaneous  ignition,  but  it  is  now 
recognised  that  this  is  not  so,  the  chief  factor 
being  the  surface  condensation  of  oxygen  in  the 


j  pores  of  the  fuel,  and  subsequent  oxidation  of 
certain  constituents  of  the  coal  substance.  It 
has  also  been  suggested,  on  the  basis  of  experi- 

}  mental  evidence,  that  in  some  cases  of  spon- 
taneous combustion,  the  heat  generated  by 
bacterial  activity  is  a  factor  to  be  considered. 
Coal  readily  absorbs  oxygen  when  heated  in 
contact  with  air  at  150°-200°,  the  process  being 

1  not  merely  a  physical  absorption,  but  involving 
actual  oxidation  of  coal  substance ;  the  weight 
first  of  Eill  increases,  and  afterwards,  especially 
if  the  temperature  rises,  steadily  decreases 
owing  to  loss  of  moisture,  slow  combustion, 
and  decomposition.  According  to  investiga- 
tions by  S.  W.  Parr  and  F.  W.  Cressman,  of  the 
University  of  Illinois,  the  oxidation  of  coal  is 
continuous  over  a  wide  range  of  conditions,  and 
begins  with  freshly  mined  coal  at  ordinary 
temperatures ;  at  some  temperatures  between 
200°  and  275°  (dependent  upon  the  nature  of 
the  coal  and  the  fineness  of  division)  the  oxida- 
tion becomes  autogenous  ;  actual  ignition  does 
not  occur  until  the  temperature  rises  beyond 
350°.  It  has  been  proved  that  coal  stored  under 
water  suffers  no  deterioration.  The  conditions 
most  favourable  to  spontaneous  ignition  of  coal 
are  (1)  a  certain,  but  not  excessive,  ventilation 
of  the  heap  ;  (2)  a  certain  degree  of  subdivision 
{e.g.  small  coal  mixed  with  dust)  ;  and  (3)  any 
circumstance  which  tends  to  heat  conservation 

'  in  the  heap.  The  best  safeguard  is  either 
excessive  ventilation  (which  it  is  practically 

i  impossible  to  maintain  in  large  stores  or  in  a 
ship's  hold)  or  no  ventilation  at  all.  The 
extinction  of  fires  which  may  break  out  on  board 
ship  is  often  a  matter  of  great  difficulty,  the  most 

'  effective  method  being  that  recently  proposed  by 
Harker,  whereby  the  flue  gases  from  the  boilers 

1  of  the   vessel  are  pumped  into  the  burning 

I  hold. 

British  coal-fields.  The  coal-fields  of  Great 
Britain  may  be  grouped  in  three  principal  areas, 
each  having  distinctive  features,  namely  :  (a) 
I  Southern  (S.  Wales,  Forest  of  Dean,  Somerset, 
and  Dover) ;  (6)  Central  (Yorkshire,  Lancashire, 
Derbyshire,  N.  Wales,  and  Midland  Counties) ; 
and  (c)  Northern  (Scotland,  Northumberland, 
Durham,  and  Cumberland).  The  more  im- 
portant fields  are  as  follows  : — 

(1)  Smith  Wale-'i  (Monmouth,  Glamorgan, 
Carmarthen,  and  Pembrokeshire),  covering  an 
area  of  1000  sq.  miles,  of  which  153  are  under 
the  sea,  with  seams  1-12  feet  (average  2-5-3-0 
feet)  thick,  and  yielding  all  classes  of  coal, 
bituminous  (31  p.c),  steam  coals  (47  p.c),  and 
anthracites  (22  p.c).  Speaking  generally,  and 
for  corresponding  depths  below  the  surface, 
there  is  a  gradual  transition  in  the  character  of 
the  coal  from  the  coking  varieties  in  the  east, 
through  the  first-class  steam  coals  of  the  centre, 
to  the  semi-anthracites  and  anthracites  in  the 
west ;  moreover,  the  seams  have  apparently  been 
subjected  to  an  increasing  earth  pressure  in  the 
direction  east  to  west,  a  circumstance  which 
may  account  for  their  increasing  anthracitic 
character;  this  supposition  has  been  disputed 
by  Strahan  and  Pollard  (Memoirs  of  the 
Geological  Survey,  1908),  who,  from  the  fact 
that  the  ash  content  of  the  anthracites  is 
invariably  much  lower  than  that  of  the  neigh- 
bouring bituminous  .seams,  argue  that  the  differ- 
ence between  the  two  classes  of  coals  must  be 
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due  to  some  difference  in  the  original  vegetable  ;  measures  predominate,  the  upper  being  found 
dibris  from  which  they  hive  been  derived.  In  in  patclies  only  ;  whilst  in  tlio  extreme  west  the 
the  east  section  of  the  field  the  upper  and  middle  |  lower  measures  only  are  found.  The  composition 
coal-measures  are  worked,  yielding  good  coking  j  of  the  more  important  classes  of  coals  usually 
and  bituminous  coals ;  in  tlie  centre  the  middle  '  falls  within  the  following  limits  :  — 


Class 

C 

H 

0  and  N 

S 

Ash 

Volatiles 

Anthracites 
Steam 

Bituminous  (coking) 

91-0-93-0 
85-0-90-0 
80-0-95-0 

3-  0-3-7 

4-  0-4-7 

5-  0-5-5 

1  •9-3-5 
3-5^-5 

0-7-1-0 
0-7-1-5 

0-7-1-7 
20-3-3 

5-0-6-0 
7-0-20-0 
20-0-25-0 

(2)  Forest  of  Dmn.  A  smaU  field  (34  sq.  miles) 
between  the  Wye  and  Severn  valleys,  contain- 
ing 31  seams,  of  whicli  only  10  exceed  1  foot 
in  thickness ;  the  upper,  middle,  and  lower 
measures  cover  practically  tlie  whole  area, 
except  where  the  basin  comes  to  the  surface, 
when  the  lower  only  occur  ;  the  coals  resemble 
in  character  those  found  in  the  east  section  of  the 
S.  Wales  field  ;  the  upper  and  middle  measures 
yield  excellent  gas  and  house  coals,  and  the 
lower  measures,  which,  however,  are  difficult 
to  work,  owing  to  accumulation  of  water  therein, 
contain  good  steam  coals.  (3)  Bristol.  Generally 
speaking,  the  upper,  middle,  and  lower  measures 
are  found,  and  the  seams  are  of  greater  total 
thickness  than  in  either  S.  Wales  or  the  Forest 
of  Dean  ;  both  gas  and  house  coals  of  poor 
coking  qualities  are  obtained.  (4)  Staffordshire, 
divided  into  N.  Staffs.  (95  sq.  miles)  and  S. 
Staffs.  (150  sq.  miles).  In  the  northern  area 
the  sequence  of  upper,  middle,  and  lower 
measures  is  complete,  altliough  much  broken  by 
faults  ;  towards  the  soutli  the  measures  thin  out 
considerably  in  respect  of  total  thickness,  but 
the  individual  seams  converge,  finally  forming  the 
famous  Dudley  10-yards  seam  ;  in  the  extreme 
south  the  lower  measures  become  so  attenuated 
that  it  is  doubtful  whether  they  exist  at  all. 
The  nort  hern  area  yields  good  coking  as  well  as  gas, 
house,  and  furnace  coals  ;  in  the  south  coking  and 
steam  coals  are  practically  non-existent,  but 
both  gas  and  house  coals  (chiefly  of  the  Pennant 
series)  are  obtained.  (5)  Leicestershire  and 
Warwickshire.  In  Leicestershire  the  exposed 
area  is  about  30  sq.  miles,  and  in  Warwickshire 
about  150  sq.  miles ;  the  seams  have  been 
subjected  to  igneoiis  intrusion,  and  probably 
also  to  atmospheric  influences,  and  are  generally 
'  oxidised  '  ;  hence  the  coals  are  non-coking, 
with  a  high  percentage  of  'volatUes.'  (6)  York- 
shire, Derhyshire,  rmi  Nottingham.  A  large  area, 
including  some  3900  sq.  miles  of  '  concealed,'  and 
about  1300  sq.  miles  of  '  exposed  '  measures  ; 
the  upper  measures  have  been  proved  in  boring 
(operations,  but  they  are  very  thin  and  of  no 
commercial  importance.  The  chief  seams  belong 
to  tlie  Pennant  (middle)  series  ;  all  seams  yield 
iiiglily  bituminous  coals,  with  25-40  p.c.  '  vola- 
tiles.' The  best  house  coals  are  obtained  in 
tliis  field.  All  the  coals  found  north  of  Sheffield 
have  marked  coking  properties,  tliough  few  of 
them  yield  a  really  first-class  coke  ;  south  of 
Sheffield  the  character  of  the  coal  cha-nges, 
gi'adually  losing  its  coking  properties.  Between 
Mansfield  and  Nottingham  the  scams  have  been 
'  oxiilised.  and  although  the  coal  yields  a  large 
amount  of  gas,  it  is  non-coking.  (7)  Lancashire. 
An  irregular  area,  much  faulted,  extending  from 


Burnley  in  the  north  to  Ashton-on-Lyne  in  the 
south  ( with  a  long  tongue  projecting  southwards 
through  Stockport  to  Macclesfield),  and  from 
Oldham  in  the  east  to  St.  Helens  in  the  west. 
Total  'exposed'  area =2 17  sq.  miles.  The 
principal  seams  are  in  the  Pennant  (middle) 
series  ;  the  upper  measures  contain  no  workable 
seams,  but  the  lower  measures  become  im- 
portant in  the  Accrington  and  Burnley  districts. 
The  coals  from  the  Pennant  series  belong  aluKjst 
exclusively  to  the  '  gas-coal '  class,  containing 
30-35  p.c.  '  volatiles  '  ;  several  of  the  seams, 
notably  the  Yard  Mine,  Arley,  and  Trencher- 
bone,  yield  a  fairly  good  coking  coal ;  the 
famous  '  Mountain  Mine  '  seams  of  the  lower 
measures  (Burnley  and  Accrington)  yield  a  coal 
with  26-27  p.c.  '  volatiles,'  which  produce  a  coke 
almost,  if  not  quite,  equal  to  the  best  Durham 
coke.  (8)  North  Wales  (Flints,  and  Denbighs.). 
Similar  in  character  to  the  Lancashire  field, 
l;>ut  with  the  upper  measures  rather  more 
developed.  The  principal  seams  are  in  the 
Pennant  series  ;  the  seams  in  the  lower  measure 
are  aU  thin.  The  coals  are  similar  to  those  of 
Lancashire  ;  they  contain  33-35  p.c.  '  volatiles,' 
and  yield  a  fair  quality  of  coke.  (9)  Durhnin 
and  Northumberland.  In  the  great  northern 
coal-field,  of  which  Durham  and  Northumber- 
land form  a  part,  there  is  a  development  of 
coal-seams  (more  strongly  marked  the  farther 
north)  in  the  Carboniferous  limestone,  a  feature 
which  is  absent  in  the  Midland  and  Southern 
fields.  Opinion  is  divided  as  to  the  existence  of 
the  upper  measures  in  Durham  and  Northumber- 
land ;  the  middle  measures  are  well  developed  ; 
the  lower  measures  are  thin.  In  the  limestone 
there  are  a  few  workable  seams  which  increase  in 
number  and  thickness  from  south  to  north.  The 
total  area  of  the  coal-field  is  800  sq.  miles.  The 
S.  and  W.  districts  of  Durham  produce,  perhaps, 
the  finest  coking  coals  in  the  world,  containing 
22-28  13.C.  '  volatiles,'  and  low  both  in  sulphur 
and  ash.  The  central  district  (Sunderland  to 
Newcastle)  produces  fine  qualities  of  gas  and 
house  coals.  The  Northumberland  seams  are, 
for  the  most  part,  '  oxidised  '  ;  they  contain  a. 
rather  large  amount  of  moisture,  and  are  non- 
coking.  They  are  largely  used  as  steam  coals, 
and  they  are  excellent  as  '  producer '  coals. 
(10)  Cumberland.  The  character  of  the  coals  is 
similar  to  those  obtained  in  N.  Durham.  (II) 
Scotland.  The  Scottish  coal-fields  extend  from 
Fifeshire  on  the  east,  across  a  belt  between  the 
Forth  and  Clyde,  and  westwards  into  Lanark- 
shire and  Ayrshire,  with  an  isolated  small  aiea 
in  Midlothian.  The  upper  measures  are  well 
developed  throughout  the  area ;  the  middle 
(Pennant)  measures  arc  practically  non-e.xistent, 
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whilst  the  lower  measures  attain  a  thickness  of 
800-1500  feet.  Below  the  latter  is  the  '  edge- 
coal  '  series  in  the  Carboniferous  limestone, 
highly  inclined  to  the  horizontal  (Fifeshire, 
Midlothian),  and  containing  bands  of  cannel. 
Generally  spealdng,  the  coals  are  bituminous, 
with  a  high  percentage  of  '  volatiles  '  ;  the  best 
coking  varieties  are  found  in  the  neighbourhood 
of  Glasgow,  and  the  coking  seams  stretch  as  far  ' 
eastward  as  the  Firth  of  Forth.  The  Ayrshire 
coals  are  chiefly  non-coking,  and  are  excellent 
as  '  producer  '  coals.  In  Fifeshire  the  seams  in 
the  Carboniferous  limestone  in  the  neighbourhood 
of  Dunfermline  yield  first-class  steam  and  house 
coals.  The  Scottish  coal-fields  have  been 
subjected  to  igneous  intrusions  to  an  extent 
rarely  met  with  in  England,  and,  consequently, 
some  of  the  bituminous  seams  have  been  locally 
converted  into  steam  coals  and  anthracitic 
varieties. 

German  coal-fields.  The  principal  German 
coal-fields  are  those  of  (I)  Upper  Silesia  [districts 
of  Ratibor,  Beuthen,  Zabrze,  Konigshiitte, 
Laurahutte,  and  Pless).  The  measures  are  600 
metres  deej}  with  seams  3-4  metres  thick.  The 
best  coldng  coals  are  found  near  Zabrze  east- 
wards, from  which  they  gradually  change  into 
young  gas  coals,  near  Konigshiitte,  and  finally 
into  non-coking  flaming  coals  near  Laurahutte. 

(2)  The  Ruhr  hasin,  stretching  from  the  neigh- 
bourhood of  Hamm  in  the  N.E.  to  the  Rhine 
in  the  S.W.  ;  the  field  is  much  broken  by  faults, 
and  the  raider  measures,  which  yield  the  best 
coking  coals,  are,  as  a  rule,  uppermost ;  the 
middle  measures  yield  gas  coals,  and  the  lower 
measures  non-coking  varieties.  The  coals  of 
the  Ruhr  basin  contain  84-97  p.c.  of  organic 
matter, of  which  C= 83 -1-87  •] ,  and  H = 5 •27-5-68. 

(3)  The  Saar  district;  the  upper  and  middle 
measures  are  both  thin  and  yield  non-coking  and 
flaming  coals,  the  lower  measures  are  thick,  and 
yield  (especially  the  deepest)  very  good  caking 
and  coking  coals.  The  ash  in  Saar  coals  varies 
between  1-5  and  4-5  p.c.  as  a  rule,  occasionally 
running  up  to  7-7  p.c.  The  carbon  varies 
between  70  and  84  p.  c. ,  and  the  hydrogen  between 
4-7  and  5-2  p.c. 

American  coal-fields.  The  following  informa- 
tion has  been  abstracted  from  the  comprehen- 
sive Report  of  the  U.S.  Geological  Survey  issued 
in  1900 ;  the  chief  coal-producing  states  are 
arranged  in  order  of  their  present  economic 
importance,  the  figures  in  brackets  indicating 
in  each  case  the  output  in  millions  of  short  tons, 
for  1904.  (1)  Pennsylvania  (73-1  anthracitic 
and  98  bituminous).  The  anthi-acite  field  lies 
in  the  N.E.  and  the  bituminous  field  in  the 
W.  ;  the  latter  produces  the  famous  ConneUs- 
viUe  coking  coals,  the  almost  equally  famous 
Yonghiogheny  gas  coals,  and  numerous  grades 
of  steam  and  domestic  coals.  (2)  Illinois  (36-6). 
This  state  includes  the  greater  part  of  the  eastern 
interior  coal-field,  which  extends  from  Rock 
Island  and  Wilmington  (lU.)  in  the  north  to 
f  ientral  Kentucky  in  the  south  and  from  the  Mis- 
sissippi river  in  the  west  to  Williamsport  and 
Cannelton  (Ind.)  in  the  east.  The  coals  are 
rather  low  grade  and  weakly  coking,  containinif 
C=54-76,  H=4-,5-5-3,  N="o-8-l-2.  S  =  l-3-4-.5, 
()  =  12  0-18-5,  and  ash  =  12-0-24 -0  with  cal- 
orific values  9929-11,907  B.Th.Us.  per  lb.  The 
proximity  of  the  field  to  Chicago  and  St.  Louis 


enhances  its  economic  importance.  (3)  West 
Virginia  (32-6).  This  state  includes  a  large 
portion  of  the  important  Central  Appalachian 
coal-field,  which  produces  high-grade  steam  coals 
also  suitable  for  coking  purposes,  and  containing 
C=74-86,  H=4-0-5-2,  N=l-0-l-7,  8=0-5-1-2, 
ash=4-6-ll-3,  with  calorific  value  13,736-15,190 
B.Th.Us.  per  lb.  (4)  Alabama  (11-26)  includes 
several  fields  of  which  the  Warrior  basin  is  the 
most  important  (23  workable  seams),  constituting 
the  fuel  supply  of  the  Birmingham  (Ala.)  iron 
industry.  The  coal  is  of  fair  coking  quality, 
containing  C=69-72,  H=4-8-5-0,  N=  1-55-1 -66, 
8=0-7-1-02,  ash=  12-5-12-6,  with  calorific  value 
12,238-12,992  B.Th.Us.  per  lb.  (5)  Indiana 
( 10-9)  includes  the  eastern  section  of  the  Eastern 
interior  coal-field  {vide  Illinois).  (6)  Kentuch/ 
(7-5).  The  eastern  part  of  the  state  includes  part 
of  the  Central  Appalachian  coal-field  (vide  West 
Virginia)  and  part  of  the  eastern  interior  field  in 
the  west.  Both  fields  yield  good  steam  and  coking 
coals,  the  eastern  area  being  in  this  respect  superior 
to  the  western  ;  the  coke  for  the  «  estern  field  has 
too  high  a  S  content  to  be  of  much  use  as  a  metal- 
lurgical fuel.  (1)  Colorado  {6-Q5).  The  most  impor- 
tant coal-producing  state  west  of  the  Mississippi 
river  ;  the  coal  is  a  black  lignite,  which  so  rapidly 
disintegrates  on  exposure  to  air,  that  its  transport 
over  any  great  distance  is  impossible.  It  oontains 
C=61-l,  H=5-75,  N=l-22,  8  =0-58,  0  =  24-95, 
ash=6-37,  with  cal.  value  10,546  B.TkUs.  per 
lb.  (8)  Iowa  (6-5)  yields  only  low-grade  coals 
containing  high  percentages  of  moisture,  sulphur, 
and  ash,  with  very  feeble  coking  properties. 
(9)  Kansas  (6-3)  yields  fairly  good  non-coking 
steam  coals.  (10)  Wyoming  (5-1)  contains  a 
number  of  apparently  independent  coal-fields  in 
strata  of  the  Cretaceous  age  ;  the  fuel  is  low 
grade.  (11)  Indian  Territory  (3-04)  produces 
good  steam  coal,  with,  in  some  instances,  fair 
coking  properties,  but  usually  high  in  sulphur. 
C=63-72,  H=4-8-5-2,  N=l-4-l-7,  8  =  1-5-4-0, 
ash=  10-0-13-5,  with  cal.  value  11,340-12,874 
B.Th.Us.  per  lb.  The  coke  is  good  enough  for 
lead  smelting,  but  unsuitable  for  iron  smelting. 
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London,  1889 ;  Freeh,  Ergiebigkiet  der  Stein- 
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Carrick  Anderson,  Chemistry  of  Coke,  Glasgow 
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mission on  C'oal  Supplies,  London,  1905 ; 
Report  on  the  Coal-testing  Plant  of  the  U.S. 
Geological  Survey,  pts.  i.-iii.  Washington,  1906; 
(Jibson.  Geology  of  Coal  and  Coal  -  mining, 
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B.  Liquid  Fuels. 
Whilst  increasing  quantities  of  hydrocarbon 
oils  (crude  petroleum  or  its  distiUatiou  products, 
shale  oil,  benzol,  &c.)  are  being  used  as  fuel  for 
certain  special  purposes,  they  cannot  be  regarded 
as  a  serious  competitor  of  coal  or  as  in  any 
real  sense  a  substitute  for  it ;  it  is  doubtful 
whether  the  calorific  value  of  the  world's  entire 
output  of  petroleum  and  other  liquid  fuels  in 


FUEL. 


615 


any  given  year  exceeds  (if,  indeed,  it  is  equal  to) 
5  p.c.  of  that  of  the  corresponding  output  of  coal. 
Nevertheless,  there  are  certain  selected  purposes 
{e.g.  for  motor-car  engines  and  the  like)  for  which 
volatUe  hydrocarbon  oils  are  employed  without 
displacing  coal  or  gaseous  fuels,  and  other  special 
eases,  notably  steam  raising  in  ships  of  war,  in 
which  liquid  fuel  has  important  advantages  over 
coal.    In  respect  of  naval  requirements,  these 
are  principally  (i. )  economy  of  space  and  ease  in 
replenishing  supplies ;  (ii.)  ready. and  immediate 
response  to  varying  loads ;  (iii. )  possibility  of 
forcing  boiler  to  extreme  duty  in  case  of  emer- 
gency; (iv. )  absence  of  smoke  under  normal 
working  conditions ;  (v.)  shortness  of  chimney 
stack;  (vi.  1  abolition  of  stoking ;  and  (vii.)  abUity 
to  secure  and  maintain  higher  speeds  tlian  with 
coal  firing.    Some  of  these  advantages  are  also 
of  value  in  relation  to  locomotive-boiler  firing, 
especially  in  countries  (United  States,  Russia) 
where  petroleum  is  abundant.    In  the  Report 
issued  by  the  U.S.  '  Liquid  Fuel '  Board  in  1904, 
the  relative  all-round  efficiencies  of  oil  and  good 
steaming  coal,  from  the  naval  point  of  view,  are 
estimated  to  be  as  18  :  10,  whilst  Mr.  James 
Holden,  locomotive  superintendent  of  the  G.E.R., 
in  giving  evidence  before  the  Royal  Commission 
on  (_'oal  Supplies,  stated  that,  according  to  his 
experience,  petroleum  fuel  oil  had,  weight  for 
weight,  approx.  twice  the  steam-raising  power 
of  coal  in  locomotive  boilers.    The  latter  esti- 
mate is  probably  based  on  the  best  rather  than 
on  the  average  results  obtained  with  oil  fuel, 
but  certainly  the  ratio  is  not  less  than  3  :  2. 
Moreover,  weight  for  weiglit,  oil  occupies  much 
less  space  than  coal,  wliilst  oil  does  not  deterio- 
rate on  long  keeping  as  does  coal. 

Petroleum  fuel  oil  {see  also  Petkoleum). 
About  03  p.c.  of  the  world's  total  supplies  of 
petroleum  are  drawn  from  the  United  States 
(California,  Kansas,  Indian  Territory,  Oklahoma, 
Ohio,  Texas,  Pennsylvania,  Virginia,  Louisi- 
ana, and  Illinois),  and  a  further  25  p.c.  from 
Russia  (mainly  the  Baku  oil-held) ;  the  remain- 
ing 12  p.c.  is  chiefly  derived  from  Roumania, 
(lalicia,  India,  and  tlie  Eastern  Archipelago. 
Tlie  total  annual  output  probably  amounts  to 
about  1000  luOlion  imperial  gallons.  Crude 
petroleum,  in  its  natural  state,  often  contains  a 
certain  amount  of  water  in  emulsified  form,  and 
also  of  volatile  hydrocarbons.  The  oil  should 
be  both  dehydrated  and  freed  from  volatile 
constituents  before  it  can  be  safely  transported, 
stored,  and  used  as  fuel.  In  Germany  and  for 
tlie  British  mercantile  marine,  the  prescribed 
minimum  flash-point  for  fuel  oil  is  150°F.  (Abel 
test),  whilst  the  British  Admiralty  require  a 
minimum  of  200°F.  for  warship  fuel.  A  good 
fuel  oil  should  also  be  sufficiently  free  from  solid 
hydrocarbons  to  stand  a  temperature  of  0'^ 
without  soliditication. 

'I'he  appearance  of  crude  fuel  oil,  as  put  on 
the  market,  varies  greatly,  according  to  its 
origin  ;  some  varieties  have  a  pale  colour  and 
are  mobile,  others  are  viscous  and  almost  black 
in  colour.  Sp.gr.  varies  between  0-771  and 
1-06  ;  American  oil  has  sp.gr.  0-785-0-936 ;  Baku 
oil,0-854-0-899;  Galician  oil,  0-799-0-902.  Whilst 
consisting  essentially  of  hydrocarbons,  crude  oils 
contain  small  but  varialile  percentages  of  N,  S, 
and  O.  The  nitrogen  (O'25-l-O  p.c.)  is  present 
in  the  form  of  basic  substances,  probably  of  the 


pyridine  or  quinoline  type;  sulphur  (0-5- 1-5 
p.c.)  occurs  both  as  alkyl  sulpliides  (American 
oils)  and  as  thiophen  compounds  (European 
oils).  The  following  gives  the  ultimate  com- 
position of  various  crude  oUs  : — 


Origin 

C 

H 

N 

S 

0 

Sp.gr 

California 

84-43 

10-99 

0-65 

0-59 

3-34 

0-962 

Texas 

84-60 

10-90 

1-63 

2-87 

85-75 

12-75 

1-47 

Java 

87-1 

12-0 

0-923 

Baku 

85-3 

11-6 

0-940 

Of  the  hydrocarbon  constituents,  members  of 
the  following  series  are  luiown  to  be  present  in 
petroleum:  C„H2„-i-2  paraffin,  0„H.„  na.pfithcnc-% 
andC„H2„-2  •  ■  •  C„H2'„-,2.    Mendelejefi  has 
concluded  that  all  crude  oils  contain  the  same 
classes  of  hydrocarbons,  but  in  widely  different 
proportions.    Pennsylvanian  oil  consists  chiefly 
of  the  C„'H.„„  +  n  series;  Califomian  oil  chiefly 
of  the  C„H2„  (naphthene)  series,  together  with 
some  benzene  and  its  homologues ;   Texas  oil, 
which  is  dark  in  cohjur  and  viscous,  contains 
princijmlly   members    of    the    C„H3„-2  and 
C„H2„-4    series;     naphthenes     C„H,j,„  con- 
stitute 80  p.c.  of  Baku  oil.    Of  hydrocarbons, 
such  as  naphthalene,  acenaphthalene,  fluorene, 
anthracene,  and  phenanthrene,  all  of  which  are 
found  in  coal  tar,  the  only  one  undoubtedly 
present  in  crude  petroleum  is  naphthalene. 
The  gross  calorific  value  of  petroleum  fuel  oil 
varies,  as  a  rule,  between  10,350  and  11, COO 
K.C.Us.    per   kilog.  ;    the   natural   oils  best 
adapted  for  fuel  purposes  are  those  derived  from 
California,   Texas,   Mexico,   and   Borneo.  In 
Russia,  where  a  great  oil-fuel  industry  has  been 
developed,  the  residue  (' astatki ')"  after  dis- 
tilling off  the  kerosene  and  burning  oil,  is  used. 
In  applying  oil  to  boiler  and  furnace  work 
generally,  the  fuel  must  be  '  atmiiised  '  by  means 
of  a  jet  of  high-pressure  steam  or  compressed 
air  in  a  .special  form  of  burner  working  on  the 
'injector'  principle.    The  oil  should  enter  the 
furnace  as  a  tine  spray,  intimately  mixed  with 
the  air  requisite  for  its  combustion.  Many 
forms  of  such  burners  are  on  the  market.  From 
the  chemical  aspect  of  combustion  of  the  oil, 
the  use  of  compressed  air  is  preferable  to  steam 
as  the  '  atomising  '  agent,  although,  in  fact, 
steam  is  more  usually  employed.    In  other 
forms  of  burners,  the  '  atomising  '  is  effected, 
without  either  air  or  steam,  simply  by  forcing 
the  oil  (preheated  to  130°)  under  considerable 
pressure  (50  lbs.  per  sq.  inch)  through  a  suitable 
j  orifice. 

The  following  typical  burners  may  be 
quoted  as  examples  :  («)  the  '  Carbogen  ' 
burner  (Fig.  1),  which  may  be  used  with  either 


Flf).  1. 


steam  or  compressed  air  as  the  atomising  agent  : 
{b)  the  '  Kermode  '  hot-air  burner  (Fig.  2),  in 
which  the  oil  is  partially  vapourised  and  sprayed 
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by  means  of  hot  air  at  a  pressure  of  from  ^  to 
4  lbs.  per  sq.  inch.  The  oil  enters  at  a,  its 
further  flow  being  regulated  by  a  conical  valve 
and  slit.  The  air,  suitably  preheated,  enters 
at  the  branches  b  and  c ;  the  portion  passing 
through  c  meets  the  oil  as  it  passes  the  oil- 
control  valve,  which  is  regulated  by  the  wheel  e, 
and  both  travel  on  together  tlirough  the  central 


Fig.  2. 


tube  K,  in  which  is  fixed  a  helix,  whereby  com- 
plete mixture  of  oil  vapour  and  air  is  ensured. 
The  two  air  supplies,  through  b  and  o,  are 
separately  controlled  by  means  of  the  rack  and 
pinion  at  m  and  L  respectively :  and  (c)  the 
'Kermode'  pressure  jet  burner  (Fig.  3),  in  which 
a  supply  of  oil  pumped  into  the  burner  through 
the  side  tube  a,  and  passing  thence  through  the 
narrow  annulus  d,  is  '  atomised  '  by  being  forced 
through  a  series  of  narrow  grooves  cut  in  the  plug 


Fig.  3. 

end  of  B,  parallel  to  the  centre  line  of  the  burner, 
whilst  sirnilar  grooves  are  cut  in  the  face  of  b  at 
right  angles  to  the  axis  of  the  burner.  The 
grooves,  as  shown  in  H,  are  tangential  to  the  cone 
end  of  the  spindle  c,  which  regulates  the  size  of 
the  available  opening  through  the  cap  nut  e.  A 
sejjarate  forced  or  induced  air  draught  is  used 
with  this  burner.  (rZ)  A  type  of  burner 
designed  by  Messrs.  John  Burden  and  Sons, 
of  Bellshill  near  Glasgow,  in  which  an  air- 
injected  oil  spray  is  completely  gasified  and 
mixed  with  air  before  ignition  by  passage 
through  a  heated  iron  tube,  by  which  means  a 
lierfectly  non-luminous  '  bunsen  '  flame  of  great 
calorific  intensity  is  obtained. 

The  furnace  in  which  the  '  atomised  '  oil  is 
burnt  should  be  so  constructed  that  the  flame 
does  not  come  into  direct  contact  with  cold 
metallic  surfaces.  An  incandescent  solid  surface 
greatly  assists  the  completion  of  combustion 
iind  prevents  smoke  formation.  (For  various 
forms  of  burners,  boiler -furnaces,  and  the  like, 
V.  W.  H.  Booth,  Liquid  Fuel  and  its  Combus- 
tion, 118-221  ;  also  Redwood's  Petroleum,  ii. 
705-714.) 

Petroleum  oils  are  also  employed  as  fuel  in 


internal-combustion  engines.  With  all  the 
earlier  forms  of  petroleum  engines,  as  with  the 
modern  motor-car  engine,  it  was  necessary  to 
employ  a  light  petroleum  spirit  ('  petrol '),  but 
in  modern  types  of  stationary  engines,  kerosene 
and  even  unrefined  oils  of  higher  boiling-points 
may  be  used.  These  engines  usually  work  on 
the  four-cycle  principle.  A  charge  of  vapourised 
oil  and  air  is  drawn  into  the  cylinder  on  the 
out-stroke  of  the  piston  :  on  the  return  stroke  it 
is  compressed  and  fired  by  a  spark  at  the  inner 
dead  point.  The  piston  is  then  propelled  out- 
wards by  the  explosion,  and  on  the  return  stroke 
the  products  are  expelled.  Part  of  the  heat  of 
the  products  is  utilised  in  vapourising  the  oil  or 
heating  the  air,  or  both.  According  to  trials 
made  for  the  Royal  Agricultural  Society  in  1901 
by  Professor  Ewing,  the  oil  consumption 
(American  kerosene,  sp.gr.  0-801,  flash-point 
86°F.,and  cal.  value  10,329  K.C.Us.  per  kilog.) 
on  5  types  of  engines,  developing  6  to  15  b.h.ji., 
varied  between  0-69  and  l-SOlb.  per  b.h.p.-hour. 
The  highest  thermal  efficiency  indicated  by  these 
trials  was  20  p.c.  The  Diesel  oil  engine,  which 
has  a  higher  thermal  efficiency  than  any  other 
heat  engine,  burns  ordinary  unrefined  fuel  oil ; 
the  cycle  consists  of  four  strokes,  namely, 
(1)  out-stroke,  in  which  air  at  atmospheric 
pressure  is  drawn  into  the  cylinder ;  (2)  com- 
pression stroke,  in  which  the  air  is  compressed 
to  about  36-40  atmospheres,  thereby  becoming 
highly  heated, — when  the  compression  has 
reached  about  10  atmospheres,  part  of  the  air  is 
drawn  out  by  a  single-acting  air  pump  and  forced 
into  a  receiver  (which  is  in  direct  communication 
with  the  admission  valve  chamber)  at  a  pressure 
of  about  47  atmospheres ;  (3)  out-stroke,  during 
the  initial  part  of  which  oil,  previously  forced 
into  the  admission  valve  chamber,  is  sprayed 
into  the  cylinder  by  a  small  quantity  of  the 
highly  compressed  air  in  the  receiver.  The  oil 
immediately  burns  in  the  hot  compressed  air  in 
the  cylinder,  no  sparking  or  other  similar 
ignition  device  being  required  to  start  the  com- 
bustion ;  the  products  of  combustion  then 
expand, — this  is  the  working  stroke  ;  and  (4) 
return  stroke,  the  products  are  expelled  from 
the  cylinder.  The  makers  of  the  engine  guaran- 
tee that  the  consumption  of  crude  petroleum  will 
not  be  more  than  0-452  lb.  per  b.h.p.  per  hour  at 
full  load,  equivalent  to  a  thermal  efficiency  of 
35  p.c.  Exhaustive  trials  by  Mr.  Ade  Clark 
(Proc.  Inst.  Mech.  Eng.  1903)  on  a  two-cylinder 
160  h.p.  engine  at  Ghent,  showed  a  thermal 
efficiency  at  full  load  of  32-3  p.c.  per  b.h.p.-hour, 
on  a  single-cylinder  80  h.p.  engine,  the  corre- 
sponding efficiency  was  31-2  p.c.  The  Diesel 
Engine  Co.  have  produced  a  marine  type  of  engine 
which  can  be  coupled  direct  to  the  propeller  shaft 
without  the  intervention  of  a  clutch  or  other 
simflar  gear.  The  engine  is  reversible,  and  its 
speed  is  variable  at  will.  Successful  trials  have 
been  made  with  coal  tar  as  fuel  for  the  Diesel 
engine. 

Literature. — Redwood,Petroleum  (2  vols.),  and 
W.  H.  Booth,  Liquid  Fuel  and  its  Combustion. 

C.  Gaseous  Fuels. 
The  great  advantage  of  gaseous  over  solid  or 
liquid  fuels,  for  heating  purposes,  lies  in  the  fact 
that  they  can  be  completely  burned  in  furnace? 
of  regenerative  ty^jc  with  oxAy  a  slight  excess  of 
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air,  and  tliey  are  therefore  specially  adapted  for 
purposes  where  very  high  temperatures  on  a  large 
scale  are  required.  The  absence  of  smoke  and 
ash  makes  their  extended  use,  from  the  public 
point  of  view,  eminently  desirable  ;  moreover, 
the  possibility  of  gasifying  coal  under  ammonia- 
recovery  conditions,  coupled  with  the  much 
higher  thermal  efficiency  of  an  internal-com- 
bustion engine  as  compared  with  a  steam  engine 
or  turbine,  has  firmly  established  the  position  of 
gaseous  fuels  in  relation  to  power  .schemes. 

Natural  gas.  In  the  petroleum  districts  of 
Pennsylvania  and  adjoining  states,  natural  gas 
issues  from  the  strata  at  a  depth  of  500-2000  feet 
below  the  surface,  and  when  bore  holes  are  sunk 
into  this  accumulation,  the  gas  rises  under  a 
mean  pressure  of  250-400  lbs.  per  sq.  inch. 
Between  the  years  1821  and  1883  natural  gas 
had  been  used  in  a  limited  way  for  illuminating 
and  heating  purposes  ;  since  1883,  however,  it 
has  undergone  an  extraordinarily  rapid  develop- 
inent  for  industrial  purposes.  According  to  the 
Report  of  the  British  Iron  Trade  Association 
Commission  to  the  United  States  (1902),  the 
companies  engaged  in  the  natural-gas  business 
in  the  Pittsburg  district  were  operating  nearly 
3000  miles  of  pipe  lines,  and  the  daily  consump- 
tion of  gas  throughout  the  year  averaged  about 
130  million  cub.  ft.,  and  in  the  winter  time  was 
50  p.c.  greater.  Two  companies  bring  gas  from 
a  distance  of  more  than  100  miles.  In  1907  the 
total  consumption  of  natural  gas  in  the  U.S.  (about 
half  of  which  was  in  Pennsylvania)  was  400,000 
million  culi.  ft.,  the  fuel  value  of  which  was 
computed  at  50  million  dollars.  The  composi- 
tion of  the  gas  varies  in  different  wells,  and 
even  in  the  same  well  after  a  short  lapse  of  time  ; 
methane  (64-94  p.c.)  is  its  principal  constituent; 
hydrogen  (3-30  p.c),  together  with  small 
percentages  of  ethane,  ethylene,  carbon  mon- 
oxide, and  nitrogen  make  up  the  balance.  The 
density  varies  between  0-45  and  0-55.  Natural 
gas  has  never  been  found  in  Great  Britain 
except  in  too  small  quantity  to  be  industrially 
important ;  in  1895  gas  was  encountered  during 
well-sinking  operations  at  Heathfield  (Sussex), 
at  a  depth  of  300  feet.  In  1902  gas  was  issuing 
from  the  bore  holes  at  a  pressure  of  140-200  lbs. 
per  sq.  inch  ;  it  contained  93-16  CH4,  2-94  C.-Hg, 
1-00  CO,  and  2-9  p.c.  Nj,  but  no  hydrogen. 

Coal  gas  (coke-oven  gas).  Gas  manufactured 
by  the  carbonisation  of  bituminous  coals  in 
retorts,  freed  from  tar,  NH3,  and  HjS,  and  in 
some  instances  mixed  with  either  blue  or 
carburetted  water  gas,  constitutes  the  chief 
public  gas  supply  throughout  the  world.  Within 
recent  years  the  surplus  gas  from  by-product 
coking  plants  has  been  purified  for  public  use, 
and  in  localities  where  metallurgical  coke  is 
largely  prepared,  '  coke-oven  gas  '  will  proliably 
Ijc  more  extensively  used  in  the  future.  The 
i  iimposition  of  coal  gas  varies  considerably  in 
different  localities,  according  to  the  nature  of 
the  coal,  the  nature  and  disposition  of  the 
retorts,  and  the  temperature  of  carbonisation. 
A  good  coal  gas  should  contain  45-50  H,, 
30-35  CH4,  4-0  heavy  hydrocarbons  (leck- 
oned  as  CjHs),  J-0-10-0  CO,  together  with  not 
more  than  5-0  p.c.  Nj ;  and  should  have  a 
cal.  value  not  less  than  575  net  and  C45  gross 
B.Th.Us.  per  cub.  ft.  at  0°  and  760  mm.  The  cost 
of  manufacturing  and  distributing  the  gas  (it 


being  rarely  supplied  to  the  consumeu  for  less 
than  2s.  per  1000  cub.  ft.)  prohibits  its  use  as 
a  manufacturing  fuel,  except  for  small  scale 
operations,  but  as  a  domestic  fuel  it  has  many 
advantages  over  ra  w  coal.  Tests  carried  out  in 
the  Fuel  Department  of  Leeds  University  have 
shown  that  a  well-constituted  modern  gas  fire, 
in  which  the  columnar  fire-clay  '  radiant  ' 
material  is  properly  disposed  in  relation  to  the 
atmospheric  burners,  will  not  only  completely 
burn  the  gas  without  a  vestige  of  carbon  miin- 
oxide  escaping  into  the  room,  but  it  has  an 
unexpectedly  high  '  radiation  '  efficiency.  The 
total  '  radiation  '  from  such  a.  fire  will  vary  from 
30  to  35  p.c.,  whilst  about  30  p.c.  of  the  heat 
generated  passes  directly  into  the  flue,  the 
balance  being  '  convected  '  into  the  room 
(Reports  of  the  C4as-heating  Research  Com- 
mittee, Trans.  Inst,  of  Cias  Engineers,  1909, 
59-101  ;  1910,  156-210). 

Large  surpluses  of  '  coke-oven  gas,'  which  is 
little,  if  at  all,  inferior  to  many  town  gas  supplies, 
are  now  available  for  steam  raising  or  as  gas- 
engine  fuel.  The  efficiency  of  the  gas  when  burnt 
in  Lancashire  boilers  rarely  exceeds  65-70  p.c, 
and  with  coal  at  10s.  per  ton  the  cost  of  the  gas 
for  steam  raising  does  not  exceed  3rZ.  per  1000 
cub.  ft.  With  the  rapid  extension  of  by-product 
coking  plants  in  Great  Britain,  the  proper  utilisa- 
tion of  the  energy  reisresented  by  the  surplus  gas 
is  becoming  a  problem  of  national  importance. 

Producer  gas.  For  the  cheap  and  rapid 
jjroduction  of  gaseous  fuel  for  industrial  pur- 
poses, there  is  no  better  process  than  the 
gasification  of  solid  fuels  (peat,  bituminous  coal, 
coke,  or  anthracite)  by  means  of  a  mixed  air- 
steam  blast  (sometimes  air  alone  is  employed) 
in  some  form  of  gas  '  producer,'  whereby  the 
fuel  is  converted  into  gas  containing  some 
35-45  p.c.  of  combustible  constituents  (CO,  H, 
and  CH4).  A  modern  gas  produces  consists  of 
a  cylindrical  furnace,  6-12  feet  internal  diameter 
and  10-15  feet  high,  lined  with  fire-brick  with 
an  outer  mild  steel  casing,  and  usually  water- 
sealed  at  the  bottom.  Means  are  provided 
(1)  for  the  introduction  of  the  blast  through 
some  form  of  grate  or  twyer  fixed  immediately 
above  the  level  of  the  water  in  the  seal,  and  its 
regular  distribution  through  the  bed  of  incan- 
descent fuel  (usually  3-5  feet  in  thickness)  which 
rests  upon  a  lower  bed  of  ashes;  and  (2)  for  the 
charging  in  of  the  raw  fuel  through  (usually) 
some  form  of  bell  hopper  fixed  centrally  on  the 
top  of  the  producer,  round  which  are  arranged  a 
number  of  equidistant  poking  holes  closed  by 
iron  balls.  The  gas  outlet  is  fixed  near  the  top 
of  the  cylindrical  furnace.  T'aking  as  a  typical 
example  a  producer  working  with  a  mixed  air 
steam  blast  on  a  common  bituminous  coal,  the 
chemistry  of  gasification  may  be  epitomised  as 
follows.  When  a  fresh  charge  of  fuel  is  dropped 
into  the  furnace,  it  first  of  all  undergoes  a  process 
of  distillation  on  the  top  of  the  fire,  whereby 
H,  CH4,  tarry  hydrocarbons,  CO,  together 
with  small  quantities  of  NH3,  H^S,  &c.,  are 
evolved,  probably  in  much  the  same  proportions 
as  in  the  ordinary  retort  distillation  of  coal ; 
olefines  and  higher  paraffins  are,  however,  so 
rapidly  decomposed  that  they  do  not,  as  a  I'ule, 
appear  in  the  gas  passing  out  of  the  producer. 
The  carbonaceous  residue  (coke)  is  subsequently 
completely  gasified  in  the  lower  layers  of  the 
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incandescent  fuel  bed,  by  interaction  with  the 
ascending  air-steam  blast,  vieldins  a  mixture  of 
CO,,  CO,  H,  and  JSf,  together  'with  further 
small  porportion  of  NH^  and  CH4.  The  propor- 
tion of  CO^,  CO,  and  H  leaving  the  incandescent 
coke  bed  depend  upon  the  steam  saturation 
temperature  of  the  blast,  which  also  largely 
determines  the  temperature  gradient  through- 
out the  fire.  In  order  to  fuUy  understand  the 
chemistry  of  the  process,  it  is  necessary  to 
separately  consider  the  interaction  between 
incandescent  carbon  and  air  and  steam  respec- 
tively. In  a  solid  bottom  producer  operated 
with  a  dnj-air  blast,  the  initial  action  of  the 
oxygen  upon  the  incandescent  carbon  is  rapidly 
succeeded  by  the  reversi  ble  reaction2CO^C  -f  CO  2 
in  which  the  state  of  equilibrium  is  a  function 
of  botli  temperature  and  the  partial  pressures  of 
the  CO  and  CO  2-  It  can  be  demonstrated  that 
the  time  required  for  the  establishment  of  this 
equilibrium,  ai  the  temperatures  which  prevail 
in  the  fuel  bed,  is  far  shorter  than  that 
occupied  by  the  gaseous  mixture  in  traversing  the 
fuel.  According  to  Rhead  and  Wheeler's  ex- 
periments (Chem.  80c.  Trans.  1910,  2178),  the 
equilibrium  in  the  system  200^0  +  002 
atmospheric  pressure  varies  with  temperature  as 
follows  : — 

Per  cent. 


Temp. 
850° 

CO2 

CO 

6-23 

93-77 

950° 

1-32 

98-68 

1050° 

0-37 

99-63 

1200° 

0-06 

99-94 

results  which  are  in  agreement  with  the  thermo- 
dynamical  equation 

19,500  .    _ 

=20-4. 


+  log,,  '-'•■^co 

As  the  change  from  2C0  to  COj  involves  a 
diminution  in  volume,  it  can  be  predicted 
on  thermodynamical  grounds  that  a  lowering 
of  the  partial  pressures  of  the  COj  and 
CO,  consequent  on  dilution  with  N  in  the 
producer  gasts,  will  affect  the  equilibrium  in  the 
same  direction  as  an  increase  in  temperature, 
i.e.  it  will  tend  to  increase  the  ratio  CO/CO2  at 
any  given  tempsrature.  The  temperatures  in  the 
active  zones  of  the  fuel  bed  of  an  air-blown  pro- 
ducer gasifying  coal  or  coke  may  vary  between 
1250°  and  upwards  of  ]400°,  and  with  good 
coke  it  is  easily  possible  to  generate  a  gas  con- 
taining 0-5  CO2,  33-0  CO,  1-6  H,  and  65-0  p.c.  N. 
But  since  the  combustion  of  carbon  to  CO  libe- 
rates approximately  30  p.c.  of  its  total  heat  of 
combustion,  not  only  would  the  thermal  eflSci- 
ency  of  the  gasification  in  an  air-blown  producer, 
reckoned  on  the  cold  gas,  be  low,  but  the  high 
temperatures  in  the  fuel  bed  would  cause 
serious  clinkering  troubles  in  cases  where  the 
fuel  leaves  a  fusible  ash.  In  the  Thwaite 
cupola  producer  (30  feet  high  and  6  feet  internal 
diameter),  where  a  dry-air  blast,  forced  in 
through  a  series  of  twyers  near  the  bottom,  is 
employed,  it  is  usual  to  add  a  certain  proportion 
of  limestone  to  the  fuel  charge  in  order  to  form 
a  liquid  slag  with  the  ashes,  which  is  tapped  at 
intervals  through  a  slag-notch.  Working  on  a 
Lancashire  slack  coal,  tliis  producer  yields  a  gas 
containing  2-0  COj,  29-0  CO,  5-35  H,  2-05  CH., 


61-6  N,  of  cal.  value  130-8  net,  and  138-7  gross, 
B.Th.Us.  per  cub.  ft.  at  0°  and  760  mm. 

Steam  reacts  with  carbon  in  two  ways, 
namely,  (1)  C-f2H20  =  C02+2H2,  and 

(2)C-FH20=CO-fH2, 
and  both  reactions  are  strongly  endothermic. 
At  500°-600°  (1)  predominates;  as  the  tempera- 
ture rises  (2)  gradually  asserts  itself,  until  at 
1000°  and  upwards  it  occurs  exclusively.  The 
function  of  the  steam  in  a  gas  producer  is,  there- 
fore, to  absorb  some  of  the  heat  liberated  during 
the  partial  '  air  combustion  '  of  the  carbon  to 
CO  by  doing  chemical  work,  thereby  raising  the 
potential  energy  of  the  resulting  gas  at  the  ex- 
pense of  some  of  its  sensible  heat.  Incidentally, 
also,  clinkering  troubles  with  a  fusible  ash  are 
greatly  diminished  by  the  admixture  of  steam 
in  the  blast.  Where  a  large  proportion  of  steam 
is  used,  the  composition  of  the  resulting  gas  is 
appreciably  affected  by  the  reversible  system 
CO  +  H20^C02+H2,  of  which  the  equilibrium 
constant,  ^Q^^^g^^K^  increases  with  tempera- 
ture (according  to  0.  Hahn,  K=0-81  at  786°, 
1-54  at  986°,  and  2-10  at  1205°).  The  operation 
of  this  reversible  reaction  must  also  be  considered 
when  a  producer  gas  passes  through  tire  hob 
regenerators  of  an  open-heartli  furnace. 

The  influence  of  varying  blast-steam  satura- 
tion temperatures  upon  the  composition  and 
yield  of  the  gas  from  a  Lancashire  bituminous 
coal  containing  C=78-0,  H=5-4,  S  =  l-0,  N=l-4, 
0=10-0,  ash=4-2  p.c.,  and  yielding  36  p.c. 
'  volatiles  '  at  900°,  is  shown  in  the  tabulated 
results  (p.  619)  of  a  series  of  gas-producer 
trials  (each  extending  over  a  continuous  period 
of  100-130  hours)  carried  out  by  Bono  and 
Wheelerin  1906-7  (Jour.  Iron  and  Steel  Inst.  1907, 
i.  126  ;  1908,  ii.  206). 

In  these  trials  it  was  also  proved  (1)  that 
on  gasifying  an  ordinary  bituminous  coal  by 
means  of  a  mixed  air-steam  blast,  about  92-5  p.c. 
of  the  carbon  in  the  fuel  is  converted  into  per- 
manent gas  (CO2,  CO,  and  CH4),  another  6-3  p.c. 
appears  as  tar,  and  the  remaining  1-2  p.c.  is 
lost  in  the  ashes.  These  proportions  are  inde- 
pendent of  the  blast-steam  saturation  tempera- 
ture. (2)  That  with  blast-steam  saturation 
temperatures  up  to  and  including  55°,  the 
whole  of  the  steam  in  the  l>last  is  decomposed 
in  passing  through  the  fuel  bed  ;  as  the  satura- 
tion temperature  is  raised  above  this  limit,  the 
proportion  of  ^-he  steam  decomposed  progressively 
diminishes,  although  the  absolute  quantity  (per 
lb.  of  fuel)  increases.  (3)  That  increasing  the 
effective  depth  of  fuel  bed  beyond  3  feet  6  inches 
has  no  influence  upon  either  the  composition  of 
the  gas  or  the  practicable  rate  of  gasification. 
(4)  1  hat  the  thermal  efficiency  of  the  gasification 
reaches  a  maximum  at  blast-steam  satui-ation 
temperatures  between  50°  and  60°,  and  that  the 
best  quality  of  gas  for  furnace  purposes  is 
produced  with  a  saturation  temperature  of  50°. 

In  gas  generated  for  furnace  jmrposes  it  is 
important  that  the  CO  content  should  l)e  as 
high  as  possible,  and  that  the  H  content  should 
not  exceed  about  12-14  p.c.  ;  moreover,  for  a 
regenerative  furnace  supply  tlie  gas  leaving  the 
producer  should  bo  in  a  hj'groscopic  corulition 
such  that  the  proportions  of  CO  2,  CO,  II,  and 
H2O  shall  substantially  conform  to  the  equili- 
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Average  depth  of  incandescent  ( 

fuel  y 

3  feet  6  inches 

7  feet 

Average  rate  of  gasification  i 
(day-shift)  per  hour  per  pro-> 
ducer       .       .       .       . ; 

22-5  cwts. 

11-5  cwts. 

Steam  saturation  temperature  ( 
of  blast     .       .       .       .  )■ 

50-' 

55° 

60° 

70° 

60° 

65° 

70° 

75° 

80° 

jj'o    r  Carbon  dioxide  . 
M  a  „    Carbon  monoxide 
1-2  «    Hydrogen  . 
£  S    -  Methane 
£  2  j3  Nitrogen 

o             Total  combustibles 

2-35 
31-60 

n-60 

3  0.5 
51-40 

2-  50 
30-60 
12-35 

3-  00 
51-55 

4-40 
28-10 
15-45 

300 
49-05 

5-10 
27-30 
15.50 

3-05 
49-05 

9-25 
20-85 
19-75 

3-45 
46-70 

5-25 
27-30 
16-60 

3-3.5 
47-50 

6-95 
25-40 
18-30 

3-40 
45-90 

915 
21-70 
19-65 

3-40 
46-10 

11-65 
18  35 
21-80 
3-35 
44-85 

13-25 
1605 
22-65 
3-50 
44-55 

46-2 

46-95 

46-60 

45-85 

44-05 

175-5 
161-0 

47-25 

47-10 

44-75 

43-50 

42-20 

Caloritic  value  of  the  gas,^  . 
B.Th.U.  per  cubic  foot}' '[o^" 
at  0^  and  760  mm. 

180-0 
170-5 

178-5 
I68-7 

180-8 
169'1 

178-7 
166-9 

135,000 

185-6 

1  /  0  u 

185-4 

177-5 
I63-3 

172-0 
157-3 

169-5 
154-3 

Yield  of  gas,  cubic  feet,  at  O'' ) 
and  760  mm.  per  ton  coal  5 

133,700 
0-2 

132,500 

132,700 

138,250 

134,400 

141,450 

145,800 

147,500 

Steam  added  to  blast,  lbs.  per ) 
lb.  coal      .       .       .       .  ( 

0-21 

0-32 

0-45 

0-45 

0-55 

0-80 

1-10 

1-55 

Percentage  steam  decomposed 

all 

all 

all 

76-0  — 

870 

80-0 

61-0 

52-0 

400 

brium  ratio  corresponding  to  the  highest  tem- 
})erature  of  the  regenerator  (say  1200°),  namely, 
COxOH,^2-o.    This  latter  requirement  is  ful- 

^  U  2  X  Id  2 

tilled  by  a  gas  containing  2-5  COj,  30-0  (JO. 
]2-35  H  (such  as  may  be  generated  vi^ith  blast- 
steam  saturation  temperature  of  50°),  and 
leaving  the  producer  in  a  hygroscopic  condition 
corresponding  to  saturation  at  20°.  Such  a  gas 
will  leave  the  producer  heavily  charged  with 
larry  vapours,  and  at  a  temperature  of  500°- 
000°  ;  it  usually  passes  on  to  the  furnace  through 
large  hre-brick  lined  mains,  -without  being 
cleaned  or  cooled,  accumulations  of  tar,  soot,  &c. 
in  the  mains  being  burnt  out  in  a  current  of 
air  at  the  end  of  each  week's  run  (vide  also  W. 
A.  Bone,  Producer  Gas,  A\ith  special  reference 
to  Steel  Works  Requirements,  Journ.  W.  of 
Scotland  Iron  and  Steel  Institute,  1911). 

In  gas  generated  for  ])ower  purposes,  the 
actual  composition  is  not  so  important,  provided 
that  the  total  content  of  combustible  constituents 
is  high,  and  in  such  cases  the  gas  may  be  gene- 
rated under  conditions  jjermitting  of  the  recovery 
of  a  large  proportion  of  the  N  in  the  fuel  as 
NH3.  A  gas  supply  for  internal-combu.stion 
engines  must  be  both  thoroughly  cleaned  and 
cooled  down  to  atmospheric  temperature  before 
tlelivery  to  the  engine. 

The  main  points  to  be  consideretl  in 
relation  to  gas-producer  design  are:  (I)  the 
easy  and  accurate  control  of  the  blast-steam 
saturation  temperature ;  (2)  a  suitable  form 
I  if  grate  or  twyer  which  should  permit  of 
a  rapid  rate  of  gasification,  together  with 
uniform  distributitm  of  the  blast  through  the 
fuel  bed  ;  (3)  the  contour  of  the  furnace  body; 
and  (4)  the  arrangements  for  charging  the 
producer  and  removal  of  the  ashes.  One  of 
I  he  earliest  forms  of  gas  producers  (Ebelmen, 
1840J  was  of  the  cupoK  type,  in  which  charcoal 


or  coke  was  gasified,  with  a  positive  blast 
introduced  through  twyers,  limestone  being 
added  to  the  charge  (if  necessary)  to  flux  the 
ash.  In  1845  Ekman,  a  Swedish  ironmaster, 
designed  a  furnace  and  producer  combined,  for 
which  the  fuel  was  charcoal.  The  producer 
itself  consisted  of  a  cylindrical  fire-brick  chamber, 
enclosed  in  an  iron  casing,  a  space  being  left 
between  the  brickwork  and  the  casing  through 
which  the  air  supply  was  admitted  and  pro- 
heated  on  its  way  to  the  fire.  In  ISdl  the 
Brothers  Siemens  patented  their  well-known 
producer  for  use  in  connection  with  their  new 
regenerative  furnace.  This  producer  consisted 
of  a  fire-brick  chamber,  rectangular  in  .section, 
the  front  of  which  was  inclined  at  an  angle  of 
45°-60°,  provided  with  a  grate  at  the  bottom, 
through  which  a  current  of  air  was  induced. 
Below  the  grate  was  a  trough  of  water,  which, 
on  evaporation,  by  heat  radiated  from  the 
grate,  added  a  certain  proportion  of  steam  to 
the  induced  air  supi^ly.  Subsequently  the  front 
of  the  producer  was  closed  l>y  an  iron  door,  and 
the  air  sujiply  forced  in  under  the  grate  by 
steam  injection.  This  producer  was  the  first  to 
successfully  gasify  a  bituminous  coal ;  it  was 
capable  of  generating  a  fairly  good  quality  of 
gas,  but  its  rate  of  gasification  was  low.  In 
1876  Messrs.  Brooke  and  Wilson  patented  a 
producer  consisting  of  a  cylindrical  chamber 
having  a  solid  hearth,  but  no  fire  bars.  The 
mixed  air-steam  blast  was  obtained  by  steam 
injection,  and  was  introduced  into  the  fuel  bed 
by  means  of  a  box-shaped  casting  which  traversed 
the  middle  of  the  hearth.  In  1S82  Mr.  Wilson 
patented  a,  form  of  generator  on  which  ash  and 
clinker  were  automatically  removed  by  means  of 
two  worm  screws  revolving  in  a  water  seal. 
Water-sealed  producers  have  now  ahnost  en- 
tirely superseded  the  older  solid  or  bar-lidltcnn 
types. 
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The  Duff  producer  (Fig.  4)  may  be  cited  as 
modern  producer  of  simple  design  ;  it  consists 
of  a  cylindrical  chamber.  A,  7-10  feet  internal 
diameter,  with  a  9-inch  fire-brick  lining  within 
an  outer  steel  shell.  At  the  bottom  of  the 
lining  is  a  circular  angle-iron  casting,  which  dips 


SECTION    THROUGH   WATER  SEAL. 

(o\ 


Fig.  4. 

into  the  water  seal  in  the  trough  bu.  The 
'  Duff '  grate,  or  blast  grid,  c,  is  a  /\-shaped 
structure,  with  transverse  grids  extending  as  a 
ridge  across  the  producer  immediately  above  the 
water  seal ;  the  air-steam  blast  enters  the 
space  beneath  the  grate,  and  the  grid  ensures  its 
uniform  distribution  over  a  considerable  area  of 
the  fuel  bed.  The  latter  (which,  as  a  rule, 
extends  to  a  height  of  about  3  feet  above  the 
apex  of  the  grate)  is  supported  upon  a  bed  of 
ashes,  which  extends  downwards  from  the  grate 
level  into  the  water  trough.  In  the  lower  part 
of  the  shell  of  the  producer,  and  on  a  level  with 
the  grate,  are  inserted  cleaning  doors  dd.  The 
fuel  is  charged  intermittently  into  the  furnace 
through  the  belled  hopper  e,  and  the  gas  outlet 
is  at  F;  the  dotted  lines  at  gg  indicate  poking 
holes.  Ashes  are  withdrawn  from  the  water 
trough  at  regular  intervals  in  quantity  corre- 
sponding to  the  rate  of  accumulation  in  the 
furnace,  A  producer  of  10  feet  internal  diameter 
will  gasify  10  cwts.  of  coal  per  hour,  or  about 
1.5  Ib.s.  per  sq.  ft.  of  fire  area. 

In  Fig.  6  is  shown  the  latest  form  of  the 
Mond  producer,  which,  although  designed  with 
special  reference  to  ammonia-recovery  practice, 
IS  eminently  adapted  to  all  working  conditions. 
The  chief  features  about   this  producer  arc 


[  (1)  the  annulus  a  between  the  inner  fire-brick 
[  lining  and  outer  steel  shell  through  which  the 
incoming  preheated  air-steam  blast  passes  before 
reaching  the  grate ;  (2)  the  hanging  bar  grate  b, 
which  takes  the  shape  of  an  inverted  truncated 
cone,  with  spaces  between  the  bars  for  the 
admission  of  the  blast,  an  arrangement  which 
ensures  an  adequate  grate  area  and  a  very 
uniform  and  effective  distribution  of  the  blast 
in  the  fuel" bed  ;  and  (3)  the  large  beU  c  at  the 
top  of  the  producer  below  the  charging  hopper 
D,  which  is  supposed  to  expedite  the  preliminary 
distillation  of  the  raw  fuel.  The  Mond  producer 
is  usually  worked  with  a  very  deep  fuel  bed, 
as  indicated  in  the  diagram,  but  if  the  bell  c  be 
dispensed  with,  a  much  shallower  fuel  bed  may 
be  used  with  advantage  In  Fig.  6  is  shown 
the  '  Alma  '  producer,  which,  with  an  improved 
form  of  hanging  bar  grate,  is  specially  adapted 


Jj- 

Fig.  5. 

for  rapid  gasification  with  a  shallow  fuel  bed. 
In  a  producer  of  this  tyj>e,  10  feet  internal 
diameter,  from  20  to  2.5  cwts.  of  coal  (equal 
to  30-35  lbs.  pec  sq.  ft.  of  fire  area)  may  bo 
gasified  per  hour. 

Within  recent  years  attention  has  been 
drawn  to  the  automatic  and  continuous  feeding 
of  the  fuel  into  producers  so  as  to  ensure  a  more 
even  distribution  over  the  fire  bed,  and  more 
uniform  working  conditions.  The  '  George ' 
feed  of  the  Morgan  producer  (Fig.  7)  satisfactorily 
effects  this  purpose.  The  essential  feature  of 
this  device  is  an  inclined  and  slowly  rotating 
water-cooled  feeding  spout  a,  fixed  immediately 
under  the  charging  hopper  h,  the  fuel  l)eing 
continuously  forced  from  b  into  a  by  the  slowly 
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revolving  circular  disc,  c,  working  up  against  the 
fixed  bracket  d.    The  producer  itself  is  water 


latest  device  for  tlie  automatic  and  continuous 
removal  of  ashes,  consisting  of  a  revolving 
conical  grate,  a,  fixed  eccentrically  upon  the 
foundation,  and  provided  with  a  flattened  top. 
The  cone  comprises  a  number  of  plates  through 
which  the  steam-air  blast  reaches  the  fire.  The 


Fig.  6. 

sealed,  and  circular  in  section,  but  tapering  from 
the  middle  downwards.  The  blast  is  introduced 
through  the  central  dome  E,  and  the  gas  outlet 
is  at  F.  The  producer  may  be  worked  with  a 
shallow  fuel  bed  (3  feet  thick),  and  with  a  fire 


Fig.  8. 

grate  is  fixed  in  one  piece  with  the  shallow  iron 
water  trough  bb,  which  is  continuously  rotated 
at  the  slow  rate  of  one  revolution  every  2i-3 
hours.  The  lower  part  of  the  producer  surrou  nd- 
ing  the  zone  of  active  chemical  action  is  water- 
jacketed  cc,  in  order  that  no  incipient  clinkers 
can  adhere  to  the  cold  side  plate.  The  slowly 
revolving  eccentric  grate  disintegrates  clinkers 
before  they  attain  lai'ge  dimensions,  and,  pushing 
the  ashes  outwards  into  the  water  trough, 
causes  them  to  be  automatically  discharged  by 
their  coming  up  against  a  fixed  scraper.  The 
Morgan  producer  also  is  now  fitted  with  a 
mechanical  revolving  grate  (Fig.   0).  which. 


of  10  feet  diameter  will  gisify  about  10  cwts.  of 
fuel  per  hour. 

The  Kerperley  producer  (Fig.  S)  embodies  the 


besides  effecting  automatic  discharge  of  ashes, 
considerably  increases  the  gasifying  capacity  of 
the  producer. 

All  large  gas  producers  are  blown  on  the 
pressure    system   either  by  means  of  steam 
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injection  or  preferably  by  a  suitable  fan  or 
blower,  steam  or  electrically  driven.  The 
pressure  required  is  only  3-0  inches  water  gauge, 
according  to  the  thickness  of  the  fire.  In  the 
case  of  a  blower-produced  blast,  the  requisite 
steam  is  introduced  through  a  lateral  opening 
into  the  air  duct  a  few  feet  before  it  enters  the 
producer  ;  perfect  control  and  adjustment  of 
the  blast-steam  saturation  temperature  is  of 
great  importance  in  relation  to  uniform  working. 

For  the  cleaning  and  cooling  of  producer  gas 
for  gas  engines,  various  arrangements  of  plant 
are  employed,  comprising  (1)  a  dust-catching 
chamber  ;  (2)  atmospheric  condenser,  usually  of 
annular  type  ;  (3)  water-sprayed  coke  or 
'  hurdle  '  scrubbers  ;  (4)  water-sprayed  fans  ; 
and,  finally  (5)  sawdust  scrubbers  or  other 
equivalent  devices  for  removal  of  tar  fog. 

For  small  (up  to  100  h.p.)  power  installations, 
producers  in  which  the  blast  is  induced  by  the 
suction  of  the  engine  cylinder  ('  suction  pro- 
ducers ')  are  now  largely  employed  with  anthra- 
cite or  coke  as  fuel.  The  first  successful  attempt 
to  operate  a  producer  by  suction  in  conjunction 
with  a  gas  engine  was  made  by  Leon  Be'nier, 
in  1896,  who  employed  a  suction  pump,  placed 
side  by  side  with  the  engine  cylinder  and  driven 
by  means  of  a  connection  with  the  fly-wheel  axle. 
Soon  afterwards  the  suction  of  the  engine 
itself,  on  the  out-stroke  of  the  piston,  was 
substituted  for  the  Benier  suction  pump,  thus 
cheapening  construction,  and  at  the  same  time 
reducing  frictional  losses.  By  1901  '  suction  ' 
power  plants  were  established  on  the  market, 
and  their  use  has  since  steadily  extended.  Such 
a  plant  (as  illustrated  in  Fig.  10)  consists  of  the 


Fig.  10. 


following  essential  parts  :  (1)  A  fire-brick-lined 
generator,  a,  of  cylindrical  section,  in  which  the 
fuel  is  gasified  by  means  of  an  air-steam  induced 
draught ;  the  fuel  is  introduced  through  an 
air-tight  feeding  hopper,  b,  which  drops  it  into  a 
storage  and  distillation  bell,  c,  situated  within  the 
generator.  The  fire  rests  upon  a  horizontal 
grate  under  which  is  a  shallow  chamber,  d,  with 
a  solid  bottom,  and  a  lateral  opening  com- 
municating with  the  air  and   steam  supplies. 


(2)  A  vapouriser,  e,  which  maybe  either  within 
or  without  the  upper  part  of  the  shell  of  the 
generator,  in  which  a  regulated  water  supply  is 
vapourised,  usually  at  the  expense  of  some  of 
the  sensible  heat  of  the  hot  gas  leaving  the 
generator,  or  sometimes  by  the  heat  of  the 
fire.  (3)  A  water-sprayed  colce  smihher,v,  for 
cooling  and  washing  the  gas ;  and  (4)  an 
expansion  box,  G,  which  serves  the.  double 
purpose  of  a  gas  reservoir  for  the  engine,"  and,  on 
the  suction  stroke,  of  minimising  the  jerkiness 
of  the  suck.  The  generator  is  started  up  by 
kindling  a  wood  fire  f)n  the  grate  with  a  layer 
of  coke  or  anthracite  above.  The  fire  is  blown 
up  by  means  of  a  hand  fan,  which  is  a  neces- 
sary auxiliary  to  the  apparatus.  l.)uring  the 
starting-up  period,  the  products  of  combustion 
are  sent  into  the  atmosphere  through  a  vent 
pipe,  but  as  soon  as  a  rich  enough  gas  is  generated 
(about  20-30  minutes  from  the  start),  the  engine 
is  started  and  the  fan  shut  off.  A  typical 
'  suction  gas,'  generated  from  gas  coke  with  air 
saturated  with  steam  at  51  •7°,  contains 
CO2=5-10,  CO  =  25-45,  H=  13-10,  CHi=0-28, 
and  N=55-32  p.c,  its  net  calorific  value  being 
127  B.Th.Us.  per  cub.  ft.  at  0°  and  760  mm.  The 
thermal  efficiency  of  the  gasification,  allowing 
for  the  power  required  to  draw  the  gases  through 
the  system,  and  based  on  the  net  calorific  values  of 
coke  and  gas  respectively,  is  about  78-5  p.c. 
The  fuel  consumption  on  a  suction  plant  is 
about  1  lb.  or  even  slightly  less,  per  b.h.p. 
developed,  the  water  consumption  for  scrubbing 
the  gas  being  about  1-2  gaUons  per  b.h.p. 

Ammonia-recovery  systems.  The  solution  of 
the  problem  of  the  gasification  of  coal  under 
conditions  which  permit  of  the  recovery  of  a 
1  large  proportion  of  its  nitrogen  as  ammonia,  was 
j  due  to  the  late  Dr.  Ludwig  Mond.  The  best 
practical  results  are  obtained  by  working  the 
producer  with  a  blast-steam  saturation  tempera- 
i  ture  of  85°,  the  mixture  of  air  and  steam  being 
preheated  to  about  250°  before  it  enters  the 
fuel  bed.  There  is  carried  into  the  producer  by 
the  blast  about  2  lbs.  of  steam  for  every  1  lb.  of 
coal  gasified  ;  one-third  only  of  this  steam  is 
decomposed,  by  inteiaction  with  carbon,  in 
passing  through  the  fuel  bed,  the  remaining 
two-thirds  passing  with  the  hot  gases  out  of 
the  producer.  The  outstanding  features  of  the 
process  are  ( 1 )  that,  owing  to  the  cooling  influence 
of  the  large  proportion  of  steam  in  the  blast 
upon  the  fuel  bed,  the  low  temperature  inter- 
action C-|-2H20=C02-|-H2  predominates  over 
the  high  temperature  '  water-gas '  reaction, 
C+H20=CO+H2,  so  that  the  resulting  gas 
(e.g.  17-0  CO2,  ll'O  CO,  24-0  H,  3  0  CH,,  and 
45-0  N)  has  a  high  hydrogen  and  low  carbon 
monoxide  content  as  compared  with  ordinary 
producer  gas ;  and  (2)  that  for  economical 
working  it  is  necessary  that  the  large  proportion 
of  steam  leaving  the  producer  shall  be  conserved 
to  the  system  by  some  efficient  recuperative 
arrangement.  From  a  coal  containing  between 
1'2  and  1-6  p.c.  N  it  is  possible  to  obtain  up  to 
90  lbs.  per  ton  of  ammonium  sulphate,  together 
with  about  150,000  cub.  ft.  of  gas  (at  0°  and  760 
mm.)  of  calorific  value  about  1.50  gross  and 
135  net,  B.Th.Us.  per  cub.  ft.  at  0°  and  760  mm. 
According  to  the  Mond  .system  of  ammonia 
recovery  and  steam  recuperation,  as  originally 
designed,  the  gas  loaves  the  producer  heavily 
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charged  with  steam  and  tarry  vapours  at  a 
temperature  of  500°-600°.  It  then  traverses 
the  central  tubes  (jf  a  series  of  three  annular 
'  superheaters,'  indicated  by  b  in  the  diagram 
(Fig.  11),  each  about  20  feet  long.  The  incoming 
steam-air  blast  passes  through  the  annulus 
between  the  central  and  outer  tubes  in  the 
reverse  direction.  The  temperature  of  the  gas 
is  thus  reduced  to  about  250°,  whilst  that  of 
tiie  blast  is  raised  to  about  200°  (further  '  super- 
heating '  of  the  blast  occurs  as  it  subsequently 
traverses  the  annidus  between  the  fire-brick 
lining  and  the  outer  steel  casing  of  the  producer 
itself).  The  partly  cooled  gas  next  passes 
through  a  long  rectangular  and  water-sealed 
chamber  (the  '  mechanical  washer  '),  ci,  where  it 
encounters  a  water  spray  thrown  up  by  a  series 
of  revolving  dashers,  by  which  means  dust,  soot, 
and  a  large  amount  of  heavy  tar  are  removed, 
and  the  gas  itself  further  cooled  to  about  100°. 
It  next  passes  up  the  lead-lined  scrubbing  1 
tower  D,  packed  with  perforated  bricks  or  tiles, 
down  which  an  acid  liquor  containing  36-38  p.c. 
of  ammonium  sulphate  plus  2-5  p.c.  of  sulphuric 
acid  is  sprayed,  the  volume  of  liquor  being  so 
adjusted  in  relation  to  the  upward  flow  of  gas 
that  the  latter  leaves  the  tower  at  a  temperature 
of  80°  and  free  from  ammonia.  The  tarry 
liquor  from  the  tower  is  passed  through  a 
separator  whereby  partial  separation  of  liquor  | 
and  tar  is  effected  ;  to  the  main  bulk  of  the  clear 
liquor  is  added  a  regulated  quantity  of  sulphuric 
acid,  after  which  it  is  again  pumped  up  to  the 
top  of  the  acid  tower  d.  A  portion  of  the  clear 
liquor  i.s,  however,  removed  from  the  circuit, 
and,  after  treatment  with  heavy  oils  (if  necessary) 
to  remove  tar,  is  evaporated  to  crystallising-point 
in  a  conical  lead-lined  vessel  furnished  with 
steam  coils.  After  separation  of  ammonium 
sulphate,  the  mother  liquor  is  pumped  back  into 
the  main-liquor  circuit.  The  ammonia  and  tar- 
free  gas,  on  leaving  the  acid  tower  at  80°,  is 
passed  up  the  '  gas  cooling  tower '  g,  where  it 
encounters  a  downward  spray  of  cold  water, 
so  regulated  that  whilst  the  gas  is  cooled  down 
to  40°-.50°,  and  rendered  substantially  free  from 
tar,  the  water  is  heated  up  to  75°-78°.  The 
gas  passes  onwards  to  the  place  of  consumption, 
but  if  intended  for  gas  engines  it  should  bo 
further  cooled  down  to  within  a  few  degrees  of 
the  atmospheric  temperature,  and  be  also 
passed  through  a  sawdust  scru))ber  to  remove 
the  last  traces  of  tar. 

The  hot  water  from  the  '  gas-cooling  tower  ' 
is  passed  through  a  tar  separator,  after  which  it 
is  pumped  up  to  the  top  of  the  '  air-saturating 
tower '  K  down  which  it  is  sprayed.  'The  air 
blast  for  the  producer  is  forced  up  this  tower  by  1 
means  of  a  blower  ;  in  this  way  the  blast  is 
heated  up  to  and  saturated  with  steam  at  75° 
at  the  expense  of  the  hot  water.  A  further 
quantity  of  live  steam  is  added  to  the  air  blast 
as  it  passes  forward  to  the  superheaters  in  order 
to  raise  its  steam-saturation  temperature  to  85°.  I 

The  chief  drawback  to  the  original  Mond  | 
system  was  the  large  capital  outlay  involved,  : 
which  rendered  ammonia  recovery  unprofitable 
unless  the  coal  gasified  exceeded  180-200  tons 
per  week.  Moreover,  the  gas,  being  rich  in 
hydrogen  and  poor  in  carlion  monoxide,  is  not  well 
suited  for  open-heart.h  steel  or  glass- melting 
regenerative  furnaces.  I 


Successful  efforts  have  been  made  to 
simplify  the  mode  of  ammonia  recovery 
by  the  substitution  of  rectangular  horizontal 
washers,  constructed  of  steel  or  iron  work  and 
rendered  resistant  to  the  acid  liquor  by  special 


treatment,  for  the  expensive  lead-lined  vertical 
acid  tower,  and  by  making  the  sulphate  liquor 
play  the  double  rule  of  an  absorbent  for  the 
ammonia  in  the  gas  and  an  .agent  for  the 
transfer  of  nndecomposed  steam  back  to  tiie 
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producer  blast.  As  an  example  of  this 
type  of  plant,  the  Crossley  and  Rigby  system 
may  be  described  with  reference  to  Fig.  12. 
The  generator  a  is  central  blown  with  a 
special  rotary  conical  grate  (1  revolution  in 
4  hours),  which  gives  an  even  distribution  of 
blast  through  the  deep  fuel  bed  and  minimises 
clinker  formation.  The  blast  enters  the  fuel  bed 
preheated  to  280°  and  with  a  steam- saturation 
temperature  of  85°.  The  gas,  on  leaving  the 
producer,  passes  through  the  tubular  '  super- 
heater' B,  so  designed  as  to  give  a  maximum  of 
heating  surface  combined  with  facility  of  clean- 
ing. The  latter  operation  may  be  effected 
whilst  the  plant  is  running  by  means  of  a  cork- 
screw cleaner  inserted  through  holes  provided  at 
the  top.  The  function  of  the  superheater  is  to 
effect  a  transfer  of  part  of  the  sensible  heat  of 
the  outgoing  hot  gas  to  the  incoming  steam-air 
blast.  The  partly  cooled  gas  next  passes 
onwards  to  the  'washer  condenser  '  c,  consisting 
of  five  compartments,  in  the  first  two  of  which  it 
meets  with,  a  water  spray  whereby  it  is  freed 
from  dust  and  heavy  tarry  vapours ;  the  steam 
generated  is  subsequently  recovered.  In  the 
remaining  three  compartments  the  gas  is  washed 
\vith  a  spray  of  sulphate  liquor  containing  0'5  p.c. 
of  free  acid,  which  is  circulated  by  gravity  flow 
in  a  direction  contrary  to  that  of  the  gas.  The 
absorption  of  ammonia  is  complete,  whilst  at 
the  same  time  the  gas  is  satisfactorily  cooled 
and  most  of  the  undecomposed  steam  leaving 
the  producer  is  condensed.  After  leaving  the 
washer  condenser,  the  gas  is  slowly  filtered 
through  the  dry  coke  scrubber  d  whereby  all 
trace  of  sulphate  liquor  spray  is  removed.  The 
hot  liquor  from  the  washer  condenser  passes  by 
gravity  flow  into  the  well  e  whence  it  is  pumped 
into  the  air-saturating  chamber  f  where  it 
flows  and  is  sprayed  by  paddles  in  a  counter 
direction  to  the  cold-air  blast  created  by  the 
blower  G.  The  liquor  is  thereby  cooled  and 
flows  by  gravity  back  to  the  washer  condenser  c, 
whilst  the  air  blast  is  warmed  and  leaves  the 
chamber  {via  the  coke  scrubber  h)  saturated 
with  steam  at  75°.  A  constant  proportion  of 
sulphate  liquor  is  withdrawn  from  circulation 
and  delivered  into  the  closed  evaporator  k, 
where  it  is  concentrated  to  crystaUising-point. 
A  portion  of  the  concentrate  is  run  off  at  frequent 
intervals  into  the  crystallising  trough  l,  where, 
after  cooling  and  draining,  the  sulphate  is  dried 
and  the  mother  liquor  returned  by  gravity  flow 
to  the  washer  condenser  c.  The  steam  from  the 
evaporator  is  conveyed  by  an  overhead  pipe  to 
the  base  of  the  coke  scrubber  H,  where  it  enters 
the  air  blast  already  saturated  with  steam  at 
75°.  The  steam-air  blast  then  passes  forward, 
via  the  coke  scrubber  h  and  the  superheater  b, 
to  the  producer.  Owing  to  a  special  treatment 
of  the  iron  and  steel  used  in  the  construction  of 
the  plant,  aU  leadwork  is  eliminated,  except  in 
the  acid  storage  tank  and  the  sulphate  concen-  i 
trating  and  crystallising  apparatus.  In  conse- 
quence of  the  greatly  reduced  capital  cost,  as 
compared  with  the  original  Mond  system,  it  is 
now  possible  to  carry  out  ammonia  recovery 
when  gasifying  only  100  tons  per  week.  From 
a  producer  coal  of  average  quality,  containing 
1 -20-1 -25  p.o.  N,  and  up  to  10  p.c.  ash,  it  is 
possible  to  recover  90-100  lbs.  of  sulphate  per  ton, 
together  with  140,000  cub.  ft.  of  gas  (at  N.T.P.) 
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containing  16-5-17  0  COj,  10-5-1 1-0  CO,  26-5- 
27-0  H„,  and  2-6-2-8  GH4. 

Blast-furnace  gas.  Within  recent  years  the 
problem  of  better  utilising  the  waste  gases 
from  iron  blast-furnaces  as  a  source  of  power 
has  assumed  great  industrial  importance.  A 
furnace  smelting  an  average  grade  of  ore,  with 
coke  as  fuel,  will  yield  per  ton  of  iron  produced 
about  168,000  cub.  feot  of  gas  at  15= 
and  760  mm.  containing  approximately 
12-0  CO.,,  30-0  CO  (this  may  include  from 
0-5-1 -0  H)  and  58-0  N,  of  calorific  value  approxi- 
mately 95-100  B.Th.Us.  per  cub.  ft.  For  a 
furnace  with  an  output  of  1000  tons  of  pig  iron 
per  week,  the  production  of  gas  will  average 
1  million  cub.  ft.  per  hour,  the  potential  energy 
of  which  is  about  45  p.c.  that  of  the  coke  charged 
into  the  furnace.  Until  the  year  1837,  when  the 
French  ironmaster  Dufaur  drew  attention  to 
the  matter,  this  immense  amount  of  energy  was 
entirely  wasted.  The  classical  investigations  of 
Bunsen  at  Verkerhagen  in  1838,  and  of  Bunsen 
and  Playfair  at  Alfreton  in  Derbyshire  in 
1844-5  (Brit.  Assoc.  Reports,  1845  ;  reprinted, 
1903,  by  the  Iron  and  Steel  Inst. ),  finally  led  to 
the  utilisation  of  the  gases  for  (1)  heating  the 
blast  for  the  furnace,  and  (2)  boiler  firing. 
Special  '  hot-blast '  stoves,  on  the  regenerative 
principle,  were  designed  to  effect  the  first 
purpose  by  E.  A.  CowiJer  and  by  Thomas 
AVhitwell  in  1865,  whilst  for  steam  raising  the 
gas  was  burnt  in  a  fire-brick-lined  combustion 
chamber  attached  to  a  Lancashire  boUer.  In 
tliis  way  about  half  of  the  gas  was  utilised  for 
heating  the  blast,  and  a  further  40  p.c.  would 
suffice  to  raise  steam  for  driving  the  blowing 
engines,  the  furnace  hoists,  and  other  mechanical 
appliances  in  connection  with  the  plant,  leaving 
a  surplus  of  about  10  p.c.  not  utilised.  But  the 
combined  efficiency  of  boiler  jjIhs  steam  engine 
was  always  very  low ;  thus  in  1902  it  was 
estimated  by  a  Cleveland  engineer  that  with  tlie 
best  typo  of  water-tube  boiler  only  about 
54  p.c.  of  the  heat  developed  by  the  combustion 
oi  the  gas  is  actually  transmitted  to  the  water, 
and  that  the  combined  efficiency  of  boiler  and 
blowing  engine  was  somewhat  less  than  7  p.c. 
All  this  has  been  changed  by  the  rapid  develop- 
ment of  the  large  gas  engine  during  1895-1905, 
which  has  increased  the  efficiency  of  power 
])r')du(ticiii  from  blast  furnace  gas  something 
between  three-  and  fourfold  as  compared  with 
tlic  old  steam  plants.  Gas  engines  developing 
1000-2000  b.h.p.  per  unit  have  now  been 
installed  in  most  of  the  German  and  many 
British  and  American  ironworks,  realising  in 
actual  practice  a.  thermal  efficiency  of  conversion 
'  gas — b.h.p.'  of  25  p.c,  and  of  '  gas — e.h.p.' 
of  20-22  p.c.  As  an  illustration  of  what  this 
improved  practice  implies  in  regard  to  surplus 
power  production,  the  following  figures  may  be 
(luoted  for  a  plant  of  four  furnaces  smelting 
3200  tons  of  iron  per  week  from  calcined  Cleve- 
land injnstone  ;  the  hourly  production  of  gas 
is  3,200,000  cub.  ft.,  of  which  approximately 
1,600,000  are  required  for  heating  the  blast,  and 
a  further  400,000  cub.  ft.  for  operating  an 
electrically  driven  blowing  engine  ;  the  balance 
of  1,200,000  cub.  ft.  will,  when  used  in  a  gas  engine 
coupled  with  a  dynamo,  give  0000  e.h.p.  at 
the  switchboartl  continuously  day  and  night. 
Some  40  p.c.  of  this  would  suffice  to  provide  all 
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the  power  required  in  connection  with  the 
steel  plant  and  electrically  driven  rolling  mill 
for  converting  the  iron  into  steel  and  rolling 
it  into  rails  or  girders  ;  the  remaining  60  p.c. 
would  represent  '  surplus  '  power  available  for 
other  purposes. 

The  gas,  as  it  leaves  the  furnace  at  a 
temperature  of  300°  or  thereabouts,  is  heavUy 
charged  with  dust,  which  must  be  reduced  by 
washing  t;)  infinitesimal  proportions  before 
it  is  fit  for  delivery  to  the  engines.  The 
cleaning  of  the  gas  is  usually  accomplished 
in  two  or  three  stages,  namely  :  (1)  '  dry  clean- 
ing '  (by  means  of  any  ordinary  type  of  dust 
catcher),  which  may  reduce  the  dust  down  to 
between  2  and  8  grams  per  cub.  metre ;  (2) 
preliminary  water  washing  (e.g.  in  the  Bian 
washer,  consisting  of  a  cylindrical  steel  chamber 
along  the  axis  of  which  there  slowly  revolves  a 
horizontal  shaft  carrying  a  series  of  circular 
discs  of  thick  wirework  with  a  coarse  mesh, 
the  lower  half  of  which  is  submerged  in  water ; 
the  dusty  gas  is  partly  cleaned  by  passing 
through  the  films  of  water  between  the  wire 
meshes)  ;  this  may  reduce  the  dust  down  to  0-5 
gram  per  cub.  metre ;  and  (3)  a  final  cleaning  in 
some  form  of  centrifugal  apparatus  in  which  the 
gas  is  violently  churned  up  with  a  fine  spray 
or  stream  of  water  (e.g.  the  Theisen  washer). 
Most  frequently  the  cleaning  is  carried  out  by  the 
combination  of  processes  (1)  and  (3)  only.  In 
any  case,  the  dust  in  the  gas  should  be  reduced 
down  to  about  0-01  gram  per  cub.  metre,  and 
the  temperature  to  18°-20°,  before  delivery  to  the 
engine.  The  power  expended  in  cleaning  the 
gas  to  this  degree  amounts  to  between  5  and 
6  p.c.  of  that  generated  by  its  explosion  in  the 
engine  cylinder. 

Water  gas.  The  need  of  a  cheap  gaseous 
fuel  of  high  calorific  intensity  for  certain 
industrial  jjurposes  (e.g.  steel  welding)  has  led 
to  the  utilisation  of  the  well-known  enclothermic 
interaction  of  steam  and  incandescent  carbon  at 
high  temperatures.  For  such  a  process  to  bo 
continuous,  heat  would  have  to  be  transmitted 
from  an  external  source  through  the  w;dls  of 
the  reaction  chamber  or  retort,  which  woukl 
necessarily  be  constructed  of  refractory  material 
of  low  conductivity.  As  such  jsrocedure  would 
certainly  be  very  uneconomical,  all  idea  of  it 
has  been  abandoned  in  favour  of  an  intermittent 
process,  in  wliich  a  bed  of  fuel  (usually  coke)  is 
alternately  blown  with  (1)  air,  until  the  mass 
attains  a  sufficiently  high  temperature,  and  (2) 
with  steam,  so  long  as  the  high  temiJeraturc 
interaction  C+H20?=^CO  +  H2  can  proceed  with- 
out undue  occurrence  of  the  low  temperature 
interaction  C+2H20^C02+2H2. 

The  use  of  water  gas  was  first  introduced  in  the 
United  States  about  the  year  1875,  as  the  result 
of  the  pioneering  efforts  of  J.  S.  G.  Lowe,  but  it 
was  not  until  1888  that  the  British  Water  Gas 
Syndicate  installed  the  first  plant  in  Cilreat 
Britain  at  the  Leeds  Forge.  This  plant  embodied 
the  now  obsolete  idea  of,  diu'ing  the  '  air  blow,' 
manufacturing  a  low  grade  '  producer  gas  '  (a 
mixture  of  COj,  CO,  and  N,  in  which  CO  was 
the  predominating  carbon  constituent),  for 
furnace  purposes  by  blowing  a  thick  fuel  bed 
with  an  air  blast  at  moderate  pressure.  This 
operation  was  alternated  with  the  usual  "  steam 
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blow  '  for  the  production  of  '  water  gas.'  The 
'  air  blow  '  occupied  10  minutes,  and  the  '  steam- 
blow  '  only  4  minutes,  and  each  ton  of  gas  coke 
yielded  about  34,000  cub.  ft.  of  '  water  gas,'  and 
about  140,000  cub.  ft.  of  '  producer  gas,'  some 
25  p.c.  only  of  the  carbon  in  the  fuel  appearing 
in  the  '  water  gas.' 

Some  ten  years  later  the  process  was  much 


improved  by  Dellwik  and  Fleischer,  who  pro- 
posed, during  the  air  blow,  to  heat  up  a  com- 
paratively thin  bed  of  fuel  as  rapidly  as  possible 
by  means  of  a  blast  supplied  in  such  quantity 
as  to  burn  the  carbon  as  completely  as 
possible  to  the  dioxide.  In  the  Dellwik-Fleischer 
system  (Figs.  13  and  14),  the  generator  is 
of  cylindrical  section  with  a  fire-brick  lining 


Fig.  13. 


encased  in  a  steel  .shell.  The  fuel  bed  rests  on  a 
fiat  bar  grate  on  a  level  with  which  are  clinkering; 
bars,  and  below  which  are  doors  for  the  removal 
of  ashes.  The  air  blast  always  enters  the  fuel 
bed  from  below  through  a  valve,  and  the 
products  of  the  '  air  blow  '  leave  the  generator 
hy  the  central  stack  valve,  through  which  also 
the  fuel  is  charged  from  a  small  hopper  waggon. 
During  the  '  steam  blows  '  superheated  steam 


Fig.  14. 

from  a  boiler  working  at  a  pressure  of  150-160  lbs. 
per  sq.  in.  is  blown  through  the  incandescent 
fuel  bed  in  either  an  upward  or  a  downward 
direction,  the  direction  being  reversed  in  each 
successive  blow.  Accordingly,  there  is  one 
'  water-gas  '  outlet  at  the  top  of  the  generator, 
and  another  below  the  grate,  each  provided  with 
a  valve  leading  to  the  annular  '  superheater,' 
which  serves  to  effect  a  heat  exchange  between 
the  outgoing  hot  gas  and  the  incoming  steam 


blast,  thus  superheating  the  latter.  At  the 
bottom  of  the  '  superheater '  is  a  water  seal 
tlu'ough  which  the  gas  passes  onwartls  to  a 
coke  scrubber,  where  it  is  cooled  and  cleaned 
from  dust  by  means  of  a  water  spray  ;  from 
thence  the  cold  gas  passes  into  a  holder.  The 
various  valves  of  the  generator  are  operated  by 
an  interlocking  gear  which  makes  it  impossible 
for  the  operator  to  make  a  mistake  or  get  an 
explosive  mixture  in  any  part  of  the  plant.  A 
set  of  water  gauges  and  a  test  flame  on  the 
operating  platform  indicate  the  working  condi- 
tions in  the  generator  at  any  moment  and  also 
the  quality  of  the  gas  during  the  '  steam  blow.' 
Towards  the  end  of  the  '  steam  blow,'  wheTi  the 
temperature  of  the  fuel  has  fallen  below  the 
point  at  which  the  low  temperature  interaction 
(J  +  2H.^O^t!02  +  2H.j  comes  seriously  into  play, 
the  steam  and  gas  valves  are  shut  off,  the  stack 
and  air  valves  being  simultaneously  opened, 
for  the  commencement  of  the  '  air  blow.'  Each 
'  air  blow '  lasts  about  1  minute,  and  the 
subsequent  '  steam  blow  '  about  4  minutes. 
With  an  average  quality  of  gas  coke  the  plant 
will  produce  about  32  cub.  ft.  at  0°  and  7()0  mm. 
of  water  gas  per  lb.  of  carbon  charged  into  the 
generator,  which  means  that  as  nearly  as  possible 
50  p.c.  of  the  carbon  is  converted  into  water  gas. 
The  average  composition  of  the  gas  is  4-0  COo, 
43-0  CO,  49-0  H,  0-5  CH4,  and  3-5  p.c.  N,  and 
its  calorific  value  about  320  gross  and  290  net 
B.Th.Us.  per  cub.  ft.  at  0°  and  760  mm.  The 
ratio  of  tbe  net  calorific  value  of  the  gas  to  that 
of  the  coke  charged  into  the  generabor  is  about 
0-60. 

Another  system  of  water-gas  making  is  that 
embodied  in  the  Kramers  and  Aarts  patents 
(the  '  K  and  A '  system),  according  to  which 
two  generators,  a  and  b  (Figs.  15,  16,  and  17), 
connected  through  a  double  '  regenerator,'  c, 
are  operated  in  parallel  during  the  '  air  blow ' 
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and  in  series  during  the  '  steam  blow,''  somewhat 
as  follows  ; — 

During  the  '  air  blow  '  the  fires  (5-6  feet  in 
thickness)  in  both  regenerators  are  simultane- 


a  central  fire-brick  wall.  As  the  hot  products 
enter  in  parallel  streams  at  the  base  of  one  or  other 
of  the  two  chambers,  they  meet  a  secondary  air 
supply  sufficient  to  burn  completely  all  the  CO 


Thro' outlet  to  y,^^  „  , 
Regenerstor  !^ 


ously  blown  in  parallel  by  a  powerful  blast,  wliich 
is  introduced  from  lielow  each  fire.    The  hot 
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products  (CO2,  CO,  and  N),  on  leaving  the  top 
of  the  generators,  pass  upwards  through  the 
'  double  regenerator,'  a  cylindrical  structure 
filled  with  fire-brick  chequer  work  and  divided 
vertically  into  two  chambers  or  compartments  bj' 


Thro  g-K  ficfts 


Generator 


Sectional  Plan. 

Fig.  17. 

which  they  may  contain.  The  chequer  work  in  the 
chambers  absorbs  part  of  the  heat  of  tlie  burnt 
gases  which  eventually  make  their  exit  into  the 
outer  atmosphere  through  the  stack  valve  D  at 
the  top  of  the  double  regenerator.    As  soon  as 
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tlie  fires  in  the  two  generators  have  attained  | 
the  necessary  high  temperature,  the  air  and  '. 
stack  valves  are  shut,  and  the  steam  valve 
simultaneously  opened.  The  steam,  entering 
the  base  of  the  first  generator,  traverses  the 
fire  contained  therein  in  an  upward  direction. 
The  products  (COj,  CO,  H,  and  some  undecom- 
posed  steam)  passing  out  at  the  top  traverse 
in   a  direction  the   two   chambers  of 

the  '  double  regenerator,'  after  which  they 
enter,  in  a  liighly  '  superheated '  condition, 
the  top  of  the  second  generator,  through 
which  they  pass  in  a  downward  direction.  In 
this  way,  it  is  claimed,  the  gases,  just  prior  to 
leaving  the  system,  come  into  contact  with  a  bed 
of  highly  incandescent  carbon,  the  temperature 
of  flhich  has  not  been  sensibly  lowered  by 
the  main  cndothermic  steam-carbon  inter- 
action, which  principally  occurs  in  the  first 
of  the  two  generators.  In  alternate  '  steam 
blows,'  the  direction  of  the  steam  and  gases  is 
reversed,  in  order  to  ensure  the  maximum  of 
uniformity  in  the  working  conditions.  The 
plant  is  operated  by  means  of  an  interlocking 
valve  gear,  which  prevents  mistakes  on  the 
part  of  the  workman.  The  hot  gas  produced 
passes  from  the  bottom  of  the  second  generator 
upwards  first  of  all  through  the  annular  '  steam 
superheater'  E  (Fig.  17),  whereby  part  of  its 
sensible  heat  is  transmitted  to  the  m-going  steam 
blast,  and  then  through  a  coke  scrubber,  where  it 
is  cleaned  and  cooled  by  a  downward  water  spray. 
The  process  works  smoothly  and  is  very  efiicient, 
the  average  duration  of  each  air  blow  being 
about  70  seconds,  and  of  each  steam  blow  about 
5  minutes.  The  yield  of  gas,  from  an  average 
gas  coke,  is  nearly  38  cub.  ft.,  at  0°  and  760  mm., 
per  lb.  of  carbon  charged  into  the  generator, 
about  60  p.c.  of  which  appears  in  the  '  water 
gas.'  The  composition  of  the  gas  is  3-75  COj, 
43-70  CO,  45-1  H,  0-5  CH4,  and  6-95  N,  its 
calorific  value  being  about  310  gross  and  285  net 
B.Th.Us.  per  cub.  ft.  at  0°  and  760  mm.  The 
ratio  of  the  net  calorific  value  of  the  water  gas  to 
that  of  the  coke  charged  into  the  generators  is 
about  0-70. 

With  coke  at  125.  per  ton,  the  cost  of  making 
'  blue  water  gas,'  including  fuel,  wages,  interest, 
and  depreciation,  is  about  4d.  per  1000  cub.  ft., 
which  is  equivalent  to  coal  gas  at  about  8d.  per 
1000  cub.  ft. 

The  most  important  industrial  application  of 
water  gas  is  undoubtedly  steel-plate  welding, 
and  a  large  industry  has  grown  up,  especially 
in  Germany,  for  the  manufacture  of  welded  steel 
tubes  of  large  dimensions.  The  overlapping  joint 
to  be  welded  is  heated  simultaneously  from  both 
sides  by  special  burners  (Fig.  18)  fed  with  both 
water  gas  and  air  under  pressure,  which  on 
mingling  produce  aerated  flames  of  great  heating 
power.  As  soon  as  the  joint  attains  the  proper 
welding  heat,  it  is  quickly  passed  through 
special  roUs  which  bring  about  a  perfect  weld. 

Water  gas  is  also  used  for  mixing  with 
ordinary  town  coal  gas,  but  for  this  purpose  it 
usually  first  of  aU  undergoes  a  process  of 
'  carburetting.'  (For  the  production  of  '  Car- 
buretted  Water  gas,'  see  Gas,  Coal  ;  also  Gas, 
Watee.  ) 

The   combustion  of  gaseous  fuels.  The 

following  table,  relating  to  the  various  forms  | 


I  of  gaseous  fuels  described  in  this  arti  le,  may 
:  be  found  useful  for  comparative  purposes ;  the 
figures  for  calorific  values  are  approximate  only : 
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For  information  as  to  the  present  state  of 
science  in  gaseous  combustion,  see  article  on 
Flame  (this  vol.  p.  568)  and  also  report  by  W. 
A.  Bone  to  the  British  Association,  Sheffield, 
1910.  Attention  is  also  drawn  to  the  recent 
revival  of  the  subject  of  '  surface  combustion  ' 


Fig.  18. 

by  W.  A.  Bone  and  C.  D.  McCourt  (vide  Journal 
of  Gas  Lighting,  April  4  and  11,  1911,  and 
Engineering,  April  15,  1911)  whereby  numerous 
economies  in  the  industrial  application  of 
gaseous  fuels  (including  steam  raising  by  means 
of  blast  furnace  gas,  producer  gas,  or  surplus 
gas  from  by-product  coking  plants)  may  be 
realised.  W.  A.  B. 

FUKUGI.  The  Japanese  dyestufi  fukugi 
(botanical  origin  unknown)  has,  at  least  until 
recently,  been  employed  to  a  considerable 
extent  as  a  mordant  dycstuff.  It  consists  of  the 
wood  of  a  tree,  which,  when  ground,  forms  an 
almost  colourless  powder,  the  extract  of  which  is 
sold  in  the  form  of  brittle  rectangular  cakes  of 
a  yellowish-brown  colour. 

Fukugetin  C,,H,206,  the  colouring  matter, 
forms  minute  canary-yellow  prismatic  needles, 
melting  at  288°-290°  (Perkin  and  Phipps,  Chem. 
Soc.  Trans.  1904,  85,  58).  It  dissolves  in  alkaline 
solutions  with  a  yeUow  colour  and  gives  with 
alcoholic  lead  acetate  an  orange-yeUow  pre- 
cipitate, and  with  alcoholic  ferric  chloride  a 
brown-black  colouration. 

Crystalline  acetyl  and  benzoyl  derivatives  of 
this  colouring  matter  could  not  be  obtained,  but 
the  hromine  compound  CijIiioOfiBrj,  minute  flat 
needles,  m.p.  280°,  is  readily  prepared  by  the 
action  of  bromine  on  fukugetin  in  the  presence 
of  acetic  acid. 

Fukugetin  dyes  mordanted  fabrics  shades 
which  are  almost  identical  with  those  given  by 
luteoLn: 

Chrrnn/iwm,      Aluminium  Tin  Iron 

Dull  orange-  Orange-yellow  Bright  yellow  Olive-brown 
yellow 
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and  resembles  this  colouring  matter  in  tliat  its 
iilljaline  solution  is  not  oxidised  on  exposure  to 
air.  Ey  fusion  with  alkali,  fukugetin  gives 
phloroglucinol  and  protocateclmic  acid. 

The  dyeing  properties  of  '  fukugi '  are 
analogous  to  those  of  weld.  The  similarity  in 
shade,  indeed,  is  so  marked  that,  except  in  point 
of  strength — for  fukugi  is  a  stronger  dye  than 
weld — it  is  impossible  to  distinguish  between 
them.  A.  G.  P. 

FULLER'S  EARTH.  (Fr.  Terre  a  foulon; 
Ger.  Walkerdc.)  A  term  applied  to  a  variety  of 
clay-like  materials  which  possess  in  common  the 
property  of  absorbing  grease  and  oil,  and  hence 
are  used  by  fullers  for  cleansing  woollen  goods. 
They  vary  in  colour  with  dull  shades  of  grey, 
yellowish,  bluish,  or  greenish,  and  are  soft,  with 
an  earthy  appearance.  They  are  greasy  and 
unctuous  to  the  touch,  and  do  not  adhere  to 
the  tongue.  When  a  lump  of  the  dried  earth 
is  placed  in  water,  it  presents  a  very  curious 
appearance  as  it  crumbles  down  to  a  fine 
powder;  and  is  not  plastic  like  ordinary  clays. 
Mineralogically  they  appear  to  be  mixtures  ;  some 
approximate  to  kaolinite  (Al203-2SiO,,2H20)  in 
composition,  and  many  may  be  referred  to  the 
'  smectite  '  of  A.  Breithaupt  (1841),  a  greenish- 
grey  clay  from  Cilly  in  Styria.  A  microscopical 
examination  of  English  fuller's  earth,  made  by 
G.  P.  Merrill  (The  Non-metallic  Minerals,  1904), 
showed  the  presence  of  colourless  and  greenish- 
yellow  particles  with  very  feeble  birefringence, 
ranging  from  0-002  to  0-07  mm.  in  diameter  ; 
very  littfe  quartz  could  be  detected,  although  the 
presence  of  free  silica  is  suggested  by  the  analyses. 
The  chemical  composition  varies  widely,  and 
is,  in  fact,  no  guide  to  the  commercial  value 
of  the  material,  which  depends  rather  on  the 
physical  state  of  aggregation. 

The  following  analyses  are  of  :  I,  smectite 
from  Cilly,  Styria  (Jordan,  1849)  ;  II,  bluish- 
grey  fuller's  earth  from  Nutfield,  Surrev  (P.  G. 
Sanford,  Geol.  Mag.  1889,  456,  526),  on  material 
dried  at  100°  with  a  loss  of  27-47  p.c.  water  ; 
13-33  p.c.  of  all  the  solid  constituents  except 
silica,  are  soluble  in  acid  ;  III,  yelloA\  ish  fuller's 
earth  from  Nxitfield,  Surrey  (P.  G.  Sanford,  1889), 
on  material  dried  at  100°" with  loss  of  29-56  p.c. 
water  ;  10-73  p.c.  solids,  soluble  in  acid  ;  IV, 
from  Fairborn,  South  Dakota  ;  V,  from  south- 
east of  River  Junction,  Florida ;  VI,  from 
Decatur  (  'o.,  Georgia  (anal.  IV-VI  by  E.  J. 
Riederer,  quoted  bj'  H.  Ries,  17th  Aiin.  Rep. 
U.S.  Geol.  Survey,  1896,  iii.  880). 
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FuUer's  earth  occurs  as  beds  in  sedimentary 
rocks  belonging  to  various  geological  periods, 
ranging  from  the  Silurian  to  the  Eocene.  The 
mo.st  important  deposit  in  England  is  a  bed 
8-12  feet  in  thickness,  lying  between  sandstones 


in  the  Lowoi'  Greensand  division  of  the  Cretaceou'' 
system.  Tiiis  is  worked  in  open  pits  at  Nutfield 
and  Redhill  in  Surrey.  Nearer  the  surface, 
where  oxidised,  it  is  yellowish,  but  lower  down 
it  is  bluish  in  colour.  In  Somersetshire,  Glouces- 
tershire, and  Dorsetshire,  the  '  fuller's  earth 
formation '  of  geologists,  lying  between  the 
limestones  of  the  Great  Oolite  and  the  Inferior 
Oolite,  consists  of  a  thick  deposit  of  clays  and 
marls,  with  beds  2-3  feet  in  thickness  of  fuller's 
earth  of  good  cjuality.  This  was  formerly 
extensively  worked  for  use  in  the  cloth  miUs  of  the 
west  of  England,  but  now  is  obtained  only  on 
the  Do\vns  to  the  south  of  Bath.  Still  smaller 
quantities  are  yielded  by  the  Lower  Greensand 
strata  near  Woburn  in  Bedfordshire. 

For  many  years  the  English  fuller's  earth 
was  considered  the  best,  and  even  now  large 
quantities  are  exported  to  America.  Recently, 
however,  deposits  have  been  opened  up  at 
several  places  in  the  United  States,  chiefly  in 
Florida,  and  to  a  lesser  extent  in  Georgia, 
Alabama,  Arkansas,  and  California.  In  Gadsden 
Co.,  Florida,  it  occurs  as  a  bed  4-12  feet  in 
thickness  in  bedded  clays  and  sandy  clays. 

The  English  output  amounts  to  about 
15,000  tons  per  annum,  whilst  double  this 
C[uantity  is  now  obtained  in  America.  The 
price  at  the  ])its  ranges  from  25.s.  to  21,  per 
ton.  The  earth  as  dug  is  dried,  crushed,  and 
passed  through  fine  sieves  of  silk  or  bronze 
gauze. 

Although  still  largely  used  for  cleaning 
cloths,  scouring  yarns,  and  washing  wooUens 
and  fine-dyed  goods,  fuller's  earth  now  finds  a 
more  extensive  use  in  the  refining  of  oils,^  grease, 
and  lard.  Mineral  oils  are  decolourised  and 
clarified  by  allowing  the  oil  to  percolate  through 
long  cylinders  filled  with  coarser  fuller's  earth. 
Vegetable  oils,  such  as  cotton-seed  oil,  are 
warmed,  stirred  with  5-10  p.c.  earth,  and 
filtered  through  bags.  Small  quantities  of  the 
finest  grades  are  used  for  toilet  preparations. 

References. — J.  T.  Porter,  Properties  and 
Tests  of  Fuller's  Earth,  U.S.  Geol.  Survey,  BuU. 
315,  1907  ;  H.  Ries,  Clays,  their  Occurrence, 
Properties,  and  Uses,  2nd  ed..  New  York,  1908. 
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FULMINIC  ACID  (Ger.  Knallsaure)  C:NOH. 
The  acid  has  not  been  obtained  in  a  free  state. 
Scholvein  (J.  pr.  Chem.  [2]  32,  461)  obtained  an 
ethereal  solution  of  the  acid  by  treating  sodium 
fulminate  with  dilute  sulphuric  acid,  keeping  the 
mixture  cool  and  dissolving  the  yellow  oil  thus 
obtained  in  ether.  Wieland  and  Hess  (Ber. 
1909,  1346)  have  confirmed  this  statement,  and 
found  that  the  acid  rapidly  polymerised  to  meta- 
fulminuric  acid  (v.  infra).  Howard  first  showed 
that  when  silver  nitrate  or  mercuric  nitrate 
was  treated  with  alcohol  and  excess  of  nitric 
acid,  a  crystalline,  detonating  precipitate, 
[  fulminating  silver  or  fulminating  mercury,  was 
obtained.  Analyses  of  these  substances  (Liebig, 
Ann.  Chim.  Phys.  [2]  24,  298;  Annalen,  24, 
546 ;  Gay-Lussac,  Ann.  Cliim.  Phys.  [2]  25, 
285  ;  Divers  and  Kawakita,  Chem.  Soc.  Trans. 
1884,  17)  show  that  they  are  salts  of  an  acid 
possessing  the  formula  HCNO.    The  constitution 

'  The  selective  absorption  of  fuller's  earth  is  greater 
for  oils  of  higher  sp.gr.  and  viscosity  and  for  unsaturated 
hydrocarbons  and  sulphur  compounds  (.!.  E.  (iilpin  and 
0.  E.  Bransky,  Amer.  Chem.  J.  1910,  44,  251). 
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"f  this  acid  has  given  lise  to  much  discussion. 
Berzeliiis  wrote  fulminating  silver  as 

Ag,0-(AgN),-C,N,03. 
This  formula  accounted  for  the  fact  that  in 
many  of  its  reactions  only  half  of  the  metal  is 
separated,  also  that  the  double  fulminate  of 
potassium  and  silver  detonates  as  violently  as 
fulminating  silver  itself,  the  detonation  being 
attributed  to  the  decomposition  of  the  compound 
AgN.  Laurent  and  Gerhardt  next  proposed  the 
constitution  C2N(N02)Ag2,  assigning  the  explo- 
sive nature  of  the  body  to  the  presence  of  a 
nitro  group,  and  the  subsequent  experiments  of 
Kekule  (Annalen,  101,  200;  105,  279),  and 
SchischkofE  {ibid.  101,  213)  apparently  confirmed 
this  view. 

Later  Kekule'  formulated  fulminic  acid  as 
nitroacetonitrile  CH2(N02)CN.  He  based  this 
formula  chiefly  on  two  reactions  which  fulminic 
acid  undergoes.  When  mercuric  fulminate  is 
treated  with  sulphuretted  hydrogen,  ammonium 
thiocyanate  is  produced,  and  with  aqueous 
liydrochloric  acid,  hydroxylamine  is  the  main 
product.  The  production  of  ammonium  thio- 
cyanate suggests  that  in  fulminic  acid  there  is 
a  (CN)  group,  and  that  the  two  nitrogen  atoms 
are  in  different  states  of  combination,  which 
facts  fit  in  with  the  formula  proposed.  But  of 
the  two  nitrogen  atoms  only  one  is  represented 
as  oxidised  and  capable  of  conversion  into 
hydroxylamine,  whereas  Divers  and  Kawakita 
(Chem.  Soc.  Trans.  1884,  16)  have  shown  that 
both  atoms  of  nitrogen  are  so  convertible. 
Schischkoff  (Bull.  Soc.  Chim.  1860,  294)  doubled 
Kekule 's  formula.    Steiner  proposed 

HO-N  :  C  :  C  :  N-OH 
as  the  correct  configuration  (Ber.  1876,  779) ; 
and  SchoU  formulated  fulminic  acid  as  glyoxime 

CH:NO 
peroxide   |  | 

CH :  N-0 

In  1894  Nef  found  that  on  treating  sodium 
nitroinethane  with  mercuric  chloride,  mercuric 
fulminate  was  produced,  and,  moreovei',  that 
sodium  nitromethane,  on  treatment  with  aqueous 
hydrochloric  acid,  decomposed  into  formic  acid 
and  hydroxylamine,  as  does  fulminic  acid 
{v.  swpra).  On  these  grounds  Nef  formulated 
fulminic  acid  as  carbonyl  monoxime  C:NOH, 
and  represented  the  production  of  mercuric 
fulminate  from  nitromethane  as  foUows  : — 

Alkali  HgCl, 
CH3NO2       CHjzNO-ONa  ->  (CH2:NO-0)2Hg 
Pseudo-modification.  Unstable. 

— H2O 

(C:N0)2Hg. 

The  explosive  character  of  the  fulminates  is  | 
accounted  for  by  the  presence  of  bivalent 
carbon  in  the  molecule.    It  was  an  old  observa- 
tion, first  noticed  by  Liebig,  that  when  mercuric 
fulminate  was  treated  with  hydrochloric  acid 
of  a  certain  strength,  prussic  acid  was  evolved, 
and  this  fact  was  long  used  to  support  the  nitro- 
acetonitrile formula  for  fulminic  acid.    But  Nef 
showed  that  the  compound  formed  was  not  | 
prussic  acid,  but  chloroformoxime,  a  compound  j 
possessing  an  odour  similar  to  that  of  prussic 
acid. 

C :  N0Na+2Ha=CHCl :  NOH+NaCl. 
Hydrochloric  scid  converts  chloroformoxime 
into    hydroxylamine    hydrochloride;  sodium 


I  liydroxide  regenerates  a  fulminate  (Nef,  Annalen, 
280,  263,  et  seq.).  Moreover,  nitroacetonitrile 
has  been  prepared  by  removing  the  elements  of 
water  from  methazonic  acid  C2H4O2N2,  and  is 
found  to  have  none  of  the  characteristic  pro- 
perties of  fulminic  acid  (Steinkopf  and  Bohr- 
mann,  J.  pr.  Chem.  1910,  [ii.]  81,  97,  193  ;  Ber. 
1908,  1044).  Scholl-(46KL  1899,  3492)  applied 
Friedel  and  Craft's  reaction  to  fulminic  acid,  and 
found  that  on  gently  warming  mercuric  fulminate 
with  benzene,  aluminium,  andaluminium  chloride, 
benzaldoxime  is  produced,  a  further  confirmation 
of  Nef 's  carbonyloxime  formula.  Angelico 
(Chem.  Zentr.  1901,  ii.  404)  obtained  fulminic 
acid  by  treating  a  solution  of  mercuric  nitrate 
in  excess  of  dilute  nitric  acid  with  a  concentrated 
solution  of  malonic  acid  and  a  few  drops  of 
sodium  nitrite  solution.  The  course  of  the 
reaction  is  as  follows  : — 

CH2(COOH)2  ->  C:N0H(C00H)2 

isoNitrosomalonic  acid. 
-^C( :  N00H)(C00H)2->CH( :  NOOH)(COOH) 
isoNitronialonic  acid.  isoNitroacetic  acid. 

->  CHjiNOOH  C:NOH. 
isoNitroinethane. 
Wieland  and  Semper  (Ber.  1906,  2522)  have 
shown  that  phenylmethylnitrolic  acid  readily 
decomposes  into  nitrous  acid  and  the  unstalile 
benzonitrile  oxide. 

C(CeH5)/;^g^  ->  HN02+CeH5-C  ;N  :  O. 

Hence,  if  a  similar  decomposition  occurs  in 
the  case  of  methyl  nitrolic  acid,  the«hitherto 
unknown  nitrile  oxide  H-C;  N :  0  or  the  products 
of  its  decomposition  would  be  obtained.  Wie- 
land {I.e.)  has  shown  that  the  products  of  the 
decomposition  of  methylnitrolic  acid]  are 
fulminic  acid,  formic  acid,  and  hydroxylamine, 
the  decomposition  being  analogous  to  that  of 
chloroformoxime.  The  unstable  nitrile  oxide  is 
probably  formed  first  and  then  undergoes  an 
isomeric  change  into  fulminic  acid. 

Wiihler  (Ber.  1905,  1351)  has  determined 
the  molecular  weight  of  fulminic  acid  by  means 
of  the  sodium  salt,  which  can  be  prepared  in  a 
pure  anhydrous  state  by  the  action  of  sodium 
amalgam  on  mercury  fulminate  suspended  in 
alcohol.  The  numbers  obtained  by  the  cryo- 
scopic  method  and  by  determining  the  equivalent 
conductivities  of  dilute  solutions  correspond 
closely  with  the  numbers  required  for  the  mono- 
molecular  formula  C :  NONa. 

In  the  ordinary  method  of  preparing  fulmin- 
ates by  the  oxidation  of  ethyl  alcohol,  the 
following  changes  are  supposed  to  occur  (Wie- 
land, Ber.  1907,  418)  :— 

CH3-CH2-OH       CH3CHO      CH( :  NOH)-CHO 
Aldehyde.  isoNitrcsoacetaldehyde. 
->  CH( :  NOH)-COOH->  N02-C( :  NOH)-COOH 

isoNitrosoacetic  acid.     isoNitrosonitroacetic  acid. 
->  N02-C(:N0H)H  ->  C  :  NOH. 
Methylnitrolic  acid. 

The  experimental  evidence  in  favour  of  the 
above  hypothesis  is  as  follows  :  Wieland  and 
Theodorovits  (Ber.  1905,  1345)  found  aldehyde 
to  be  a  more  suitable  agent  than  alcohol  for  the 
preparation  of  fulminates,  the  formation  of 
methylnitrolic  acid  from  nsonitrosoacetic  acid  has 
been  accomplished  by  Ponzio  (Chem.  Soc.  Abstr. 
1903,  i.  453),  Wieland  has  prepared  mercuric 
fulminate  from  methylnitrolic  acid  (v.  supra) ; 


FULMTNK!  ACID. 


631 


and  lastly  l>v  treating  fiilminic  acid  with  nitrous 
^'•id,  l'alazz(')((  niciu.  Soc.  Abstr.  1907,  i.  489)  has 
obtained  nu-thylnitrolio  acid  as  one  of  tlie 
products  of  the  reaction. 

The  older  view  of  Keknlc  as  to  the  constitu- 
tion of  fulminic  acid  has  now  been  finally 
abandoned,  and  the  carbonyl  oxime  formula  of 
Nef  has  taken  its  place. 

Mercuric  fulminate  or  fulminating  mercury 
(C :  NOjjHg.  To  prepare  this  substance  on  a  small 
scale,  3  parts  of  mercury  are  dissolved  in  30 
parts  nitric  acid  of  sp.gr.  IS-l,  without  warming. 
The  solution  is  then  poured  into  a  flask  capable 
of  containing  18  times  the  quantity,  in  which 
there  has  been  placed  17  parts  alcohcjl  of  from 
90-92  volumes  p.c.  The  liquids  are  well 
mixed,  poured  back  into  the  first  vessel,  which 
is  of  the  same  size,  shaken  to  absorb  nitrous 
fumes,  and  the  whole  then  allowed  to  stand.  In 
a  short  time  gas  is  given  otf  and  a  highly  re- 
fracting liquid  separates  at  the  bottom  of  the 
flask.  On  shaking  the  flask  to  mix  this  liquid 
with  the  rest,  the  whole  becomes  black,  metallic 
mercury  separates,  and  a  violent  reaction  takes 
place,  which  is  moderated  by  the  gradual  addi- 
tion of  17  parts  of  alcohol.  Crystals  of  mercuric 
fulminate  separate  on  cooling  (Liebig). 

On  a  large  scale  1  part  mercury  is  dissolved 
in  10  parts  nitric  acid  of  sp.gr.  1-33,  and  to  every 
kilogram  of  acid  1  litre  of  alcohol  of  sp.gr.  0-833 
is  added.  The  reaction  begins  either  spontane- 
ously or  on  slightly  warming.  The  operation  is 
carried  out  either  in  a  tubulated  retort,  in  which 
case  the  evolved  gases  escape  into  a  flue,  or  in 
glass  balloons  placed  in  an  open  wooden 
shed.  After  the  alcohol  has  been  added,  the 
operator  does  not  approach  the  shed  till  the 
reaction  is  complete  (v.  Explosives). 

Another  method  is  as  follows  :  35-40  grams 
of  granular  zinc  and  4-5  kilogs.  of  nitric  acid 
(ap.gr.  1-38)  are  placed  in  each  of  fifteen  5-litre 
glass  bottles  ;  when  the  zinc  has  dissolved,  500 
grams  of  mercury  are  added,  and  the  flasks 
heated  until  the  mercury  is  dissolved.  The 
contents  of  the  flasks  at  a  temperature  of  20°-25'^ 
are  transferred  into  a  50-litre  retort  containing 
4'5  kiloo.s.  91  p.c.  alcohol  denatured  with  tur- 
pentine and  30  grams  of  copper  nitrate  solution. 
The  temperature  rises,  white  fumes  are  evolved, 
■And  mercury  fulminate  is  precipitated.  When 
the  white  fumes  have  almost  disappeared  and 
a  yellowish-red  gas  is  visible,  the  contents  of  the 
retorts  are  transferred  to  a  large  jar  into  which 
cold  water  is  poured.  The  mercury  fulminate 
is  thus  completely  precipitated ;  it  is  then 
filtered,  washed  with  82-85  p.c.  alcohol  until  the 
iiltrato  shows  no  turliidity  on  the  addition  of 
water,  and  then  with  water  imtil  neutral  to 
litmus.  The  fulminate  is  ne.xt  placed  in  a  large 
glass  tube  25  cms.  wide  and  20  cms.  long,  closed 
at  one  end  with  silk  gauze,  having  100  meshes 
per  sq.  cm.  This  is  shaken  in  a  large  v.essel 
containing  about  30  litres  of  water,  whereby  the 
fulminate  passes  through  anil  the  foreign  matter 
remains  behind.  The  fidminate  in  portions  of 
1'.5  kilogs.  is  rublied  into  a  fine  powder  with  a 
wooden  pestle  in  a  porcelain  dish  in  the  moist 
state,  the  finely  divided  fulminate  bein<i  collected 
in  earthenware  jars.  Aftei-  standing  for  two 
days,  the  fulminate  has  settled,  and  the  excess 
of  water  can  be  removed,  leaving  the  solid  with 
a  constant  moisture  content  of  about  15  p.c. 


(Hagen,  Z.  Ges.  Scheiss-  und  Sprengst(^IT\v.  1911, 
!  C.  4,  28,  44). 

I  Merciu'ic  fulminate  may  also  be  produced  by 
using  merciuic  oxide  for  mercury  in  the  above 

\  preparation ;  by  boiling  silver  fulminate  with 
mercury  and  water,  or  by  precipitating  the  zinc 
salt  with  mercuric  chloride.  Wiililer  and 
Theodorovits  (Ber.  1905,  1345)  state  that 
mercuric  fulminate  is  also  formed  when  morcuiic 

I  nitrate  in  dilute  nitric  acid  is  mixed  with 
methylal,  acetal,  or  lignone  obtained  by  the 
dry  distillation  of  wood,  but  the  acid  must 
contain  nitrous  fumes. 

It  crystallises  from  hot  water  in  white  or 
greyish  silky  needles  of  sp.gr.  4-42  ;  its  formula 

1  is  (C  :  N-0)2Hg,}H30  ;  by  carefully  regulating  the 
temperature  and  the  amount  of  alcohol,  it  can 

,  be  obtained  anhydrous.  It  is  insoluble  in  cold 
water. 

When  heated  to  180°  or  when  forcibly  struck, 
mercuric  fulminate  detonates  with  great  violence. 
The  electric  spark,  or  the  spark  from  flint  and 
steel,  or  contact  with  nitric  or  sulphuric  acids 
also  bring  about  explosive  decomposition.  When 
moist  it  may  be  handled  without  danger,  and 
when  heated  to  100°  it  does  not  explode  if  the 

I  crystals  contain  no  enclosed  mother  liquor.  The 

1  disruptive  force  of  the  explosion  within  a  small 
space  is  greater  than  that  of  gunpowder,  but  too 

'  sudden  for  its  use  in  guns.  The  pressure  exerted 
by  the  gases  evolved  in  the  decomposition  of  the 
fulminate  is  less  than  that  caused  by  the  explo- 

;  sion  of  an  equal  weight  of  guncotton,  the  greater 
action  of  the  former  being  attributed  to  the 
density  of  the  compound  and  the  great  rapidity 
of  the  decomposition.  Fulminate  of  mercury  is 
used  in  the  manufacture  of  percussion  caps  and 
of  the  various  detonators  used  for  exploding 
guncotton,  dynamite,  and  other  nitro-glycerin 
compounds  (r.  Explosive.s). 

Concentrated  hydrochloric  acid  reacts  with 
perfectly  dry  mercuric  fulminate  to  produce 
formic  acid  and  hydroxylaminc  hydrochloride. 
Thus: 

C:NOH  +  2H.iO  =  H-COOH  +  NH.,-OH. 
If  the  acid  be  dilute  and  of  a  certain  strength, 
chloroformoxime  is  produced  (r.  supra). 

Moderately  dihite  sulphuric  acid  decomposes 
I  mercuric  fulminate  without  explosion  ;  hot  nitric  ^ 
'  acid  converts  it  into  mercuric  nitrate,  acetic 
acid,  and  carbon  dioxide.    If  sulphuretted  hydro- 
gen be  passed  through  ether  in  which  mercuric 
fulminate  is  suspended,  ammonium  thiocyanate 
is  formed  {v.  supra)  ;  but  if  the  sy.stenr  is  kept 
free  from  moisture,  nitrothioacetamide 
CH,{NU.,)CS-NH2 
'  is  also  produced,  and  is  decomposed  by  a 
further  quantity  of  sulphuretted  hydrogen  into 
amnionium  thiocvanate,  oxalic  acid,  and  sulphur 
(Steiner,  Ber.   1874,  1244;    1875,  518;  1879, 
779).    Heated  with  aqueous  ammonia,  mercuric 
fulminate  yields  urea,  guanidine,  and  complex 
nitrogenous  substances  ;  with  alcoholic  ammonia 
fidminuric  acid  is  the  main  product  (Steiner). 

Potash,  lime,  and  strontia  decompose  mer- 
curic fulminate  on  boiling,  with  the  separati<m 
of  mercuric  oxide  and  the  formation  of  double 
;  salts,  which  detonate  on  penuission  (Liebig). 

Finely  divided  zinc,  copper,  or  silver  (the 
last  in  contact  with  platinum)  displace  mercury 
from  the  fulminate,  forming  salts  of  zinc,  copper. 
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or  silver.  Mercuric  fulminate  readily  forms 
double  sails  with  potassium  cyanide  and  potas- 
sium and  ammonium  thiocyanates  (Steinor). 

Bromine  reacts  with  mercuric  fulminate  to 
produce  first  of  all  the  unstable  additive  com- 
pound (CBrj  :  N-0)2Hg,  which  loses  mercuric 
bromide,  giving  the  unstable  bromoformonitrile 
CBr 

oxide  0\  il    ,  two  molecules  of  whichpolymerise 

\n 

yCBr— CBr 
to  form  dibromofuroxan  0^  ||    .  Chlorine 

^NON 

reacts  similarly,  but  the  oxidising  power  of  the 
halogen  is  so  strong  as  to  completely  destroy  the 
molecule,  with  the  evolution  of  carbon  dioxide 
(AVieland,  Ber.  1909,  4192). 

Silver  fulminate.  Fulminating  silver 
C :  NOAg. 

In  preparing  this  substance  1  part  silver  is  dis- 
solved in  20  parts  nitric  acid  of  sp.gr.  1'36  and 
27  j)arts  of  86  p.c.  spirit  of  wine  added,  and 
tlie  whole  gently  heated  till  it  froths  up.  The 
liquid  is  then  removed,  and  27  parts  or  more  of 
spirit  added  in  order  to  moderate  the  action. 
Silver  fulminate  separates  out  on  cooling 
(Liebig). 

Silver  fulminate  is  not  formed,  as  was  stated 
by  Liebig  (Annalen,  5,  287),  when  nitrogen 
trioxide  is  led  into  an  alcoholic  solution  of 
silver  nitrate  (Divers  and  Kawakita,  Chem.  Soc. 
Trans.  1884,  27),  and  is  only  produced  by  the 
energetic  oxidation  of  alcohol  by  nitric  acid  in 
presence  of  silver  nitrate.  Great  caution  must 
be  exercised  in  the  preparation  of  this  substance. 
Capacious  vessels  must  be  used,  so  that  the 
liquid  may  not  boil  over,  as  in  that  case  the  salt 
might  dry  on  the  outside  and  therv  explode  ;  all 
flame  must  be  kept  at  a  distance,  lest  the  vapours 
should  take  fire  ;  and  the  mixture  should  be 
stirred  with  wooden  rods,  not  with  glass  rods 
or  other  hard  bodies.  When  dry  it  should  be 
transferred  on  paper  shovels,  and  kept  in  paper 
or  cardboard  vessels,  loosely  covered,  to  prevent 
explosion  from  the  friction  of  stoppers  or  lids. 

Silver  fulminate  crystallises  in  white  opaque 
gli.stening  needles,  scarcely  soluble  in  water,  and 
having  a  bitter  metallic  taste.  Given  in  certain 
doses,  it  produces  violent  convulsions  (Pagot-la- 
Foret),  while  in  doses  of  0-3  gram  it  acts  as  a 
narcotic  (Ittner). 

Silver  fulminate  is  an  exceedingly  danger- 
ous body,  as  it  explodes  much  more  violently 
than  the  mercury  salt,  by  the  action  of  heat,  by 
the  electric  spark,  by  friction  or  percussion,  or 
by  contact  with  oil  of  vitriol.  It  even  explodes 
in  the  moist  state,  sometimes  under  water,  by 
friction  with  a  gl.iss  rod.  It  may  be  rubbed  to 
powder  in  a  mortar  with  the  finger  or  with  a 
cork.  The  light  accompanying  the  explosion, 
which  is  best  seen  in  the  dark,  is  reddish-white 
with  a  tinge  of  blue  (Liebig).  When  ignited 
under  a  pressure  of  about  2  or  3  mm.,  it  burns 
.slowly  with  a  vi.sible  flame.  If  silver  fulminate 
be  thrown  into  a  bottle  containing  chlorine,  it 
deflagrates  before  it  reaches  the  bottom,  and 
does  not  fracture  the  bottle  (E.  Davy).  Silver 
fulminate  dissolves  in  hot  aqueous  ammonia, 
and  the  solution,  on  cooling,  deposits  crystalline 
grains  of  ammonium  silver  fulminate 
(C:NO)2(NH4)Ag. 


This  salt  is  sparingly  soluble  in  water,  and  ex- 
plodes with  much  greater  violence  than  the 
silver  salt,  even  under  liquid,  when  touched  with 
a  glass  rod  (Liebig).  Aqueous  solutions  of  the 
hydroxides  of  the  metals  of  the  alkalis  or  alkaline 
earths,  or  of  the  sulphides  or  chlorides  of  the 
alkalis,  yield  similar  double  salts  when  boiled 
with  silver  fulminate.  Copper  or  mercury  can 
displace  silver  whoUy  or  in  part  from  silver  ful- 
minate. Zinc,  even  on  boiling  for  several  days, 
displaces  only  half  of  the  silver,  forming  silver- 
zinc  fulminate.  The  normal  zinc  salt  is  pre- 
pared by  the  action  of  zinc  on  mercuric  ful- 
minate. By  acting  on  this  salt  with  baryta 
water,  and  exactly  precipitating  the  barium  from 
the  zinc  barium  fulminate  thus  produced  with 
sulphxiric  acid,  zinc  hydrogen  fulminate  is  ob- 
tained. By  saturating  this  salt  with  metallic  bases, 
many  double  salts  of  zinc  fulminate  are  obtained. 

Fulminic  acid  gives  rise  to  a  series  of  poly- 
merisation products.  If  mercuric  fulminate  is 
boiled  with  ammonium  chloride,  a  salt  of 
fulminuric  acid  is  formed,  as  was  discovered  by 
Liebig.  When  the  ethereal  solution  of  fulminic 
acid  is  allowed  to  stand,  metafulminuric  acid,  a 
triple  polymer,  is  produced.  When  metaful- 
minuric acid  is  warmed  with  water,  it  yields 
cyam'-sonitrosoacethydroxamic  acid,  and  the 
latter  can  be  converted  into  the  j,?ofulminuric 
acid  of  Ehrenberg,  the  constitution  of  which  is 
still  unknown.  Finally,  on  long  standing 
metafulminuric  acid  changes  into  the  ^-i.soful- 
minuric  acid  of  Scholvein. 

FULMINURIC  ACID  C3H3N3O3.  This  com- 
pound was  discovered  independently  by  Liebig 
(Annalen,  95,  282)  and  SchischkofE  (ihid.  97, 
53  ;  101,  213).  It  is  produced  by  laoiling  a 
solution  of  a  metallic  chloride  or  iodide  with 
water  and  mercuric  fulminate 

4C :  N0H+H20=C3H3N303+C02+NH3. 
60-75  grams  of  well-washed  mercuric  fulminate 
are  boiled  with  700-800  c.c.  of  water,  60  c.c. 
of  a  saturated  solution  of  ammonium  chloride 
are  then  added,  and  the  whole  heated  to  the 
boiling-point.  As  soon  as  a  yellow  deposit  of 
oxydimercuric  ammonium  chloride  separates,  the 
flame  is  removed,  and  ammonia  added  till  all 
the  mercury  is  precipitated.  On  filtering, 
evaporating  the  filtrate,  and  recrystallising  the 
first  crop  of  crystals,  pure  ammonium  fulminur- 
ate  is  obtained.  By  converting  this  into  the 
basic  lead  salt  by  treating  with  lead  acetate  and 
then  precipitating  with  sulphuretted  hydrogen, 
an  aqueous  solution  of  fulminuric  acid  is  obtained. 
Tliis,  on  evaporation  and  standing  in  a  warm 
place,  solidifies  to  an  indistinctly  crystalline 
mass,  which,  dissolved  in  alcohol,  deposits  on 
evaporation  colourless  prisms  of  fulminuric  acid. 
The  potassium  or  ammonium  salt  may  be 
converted  into  the  silver  salt,  wliich  may  be 
decomposed  by  hydrochloric  acid,  yielding  free 
fulminuric  acid.  Another  method  of  preparing 
fulminuric  acid  is  that  of  Ulpiani  (Gazz.  chim.  ital. 
1905,  iii.  357).  Succinamidedinitrofsoperoxide, 
obtained  by  the  action  of  fuming  nitric  acid  on 
ethylacetoacetate  and  subsequent  treatment  with 
concentrated  ammonia,  yields  an  acid  ^\hich 
Ulpiani  has  proved  to  be  identical  witli 
the  fulmimnic  acid  of  Liebig,  and  also  ^- 
uofulminuramide.  The  latter  yields  j3-?'*oful- 
minuric  acid  on  hydrolysis.    Fulminuric  acid 
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decomposes  on  heating  with  a  sHght  de- 
flagration at  145°  (Steiner,  Ber.  1872,  381), 
and  by  heating  with  dilute  acid  or  alkalis 
decomposes  into  oxahc  acid,  ammonia,  and 
carbon  dioxide.  It  appears  to  be  monobasic. 
The  constitution  of  fulminnric  acid  is  still 
uncertain.  Nef  regards  it  as  nitrocyanoaceta- 
CN-GH-NO. 

niide         |  (Annalen,  280,  329)  ;  while 

HO-('=NH 

Ulpiani  (I.e.)  represents  it  as  /vonitrocyanoacet- 

CN-CiNO.H 
amide  | 

()  NH,, 

Ammonium  fulminurate  forms  anhydrous 
nionoclinic  crystals,  which  blacken  on  heating 
and  give  off  hydrocyanic  acid,  ammonia,  and 
cyanic  acid,  which  latter  partially  unite  to  form 
ui'ea  (Liebig). 

Potassium  fulminurate.  To  prepare  this 
salt  two  parts  of  mercuric  fulminate  are  gradu- 
ally added  to  a  saturated  solution  of  one  part  of 
potassium  chloride,  and  the  mixture  gently  boiled 
till  the  whole  is  dissolved.  The  liquid  is  filtered 
through  a  hot  funnel  from  a  yellowish  precipi- 
tate which  appears,  and  the  compound  of  mer- 
curic oxide  and  potassium  fidminurate,  which 
separates  in  the  filtrate,  is  freed  from  mercury 
by  sulphuretted  hydrogen.  On  recrystallising 
from  water,  potassium  fulminurate  separates  in 
long  glistening  prisms,  which  decompose  with 
incandescence  when  heated  to  225°  (Schischkoff). 

Silver  fulminurate  may  be  obtained  by  heat- 
ing ammonium  or  potassium  fulminurate  with 
silver  nitrate.  It  is  almost  insoluble  in  cold 
water,  but  may  be  recrystallised  from  boiling 
water  in  long  very  thin  needles.  Heated  with 
concentrated  hydrochloric  acid  in  sealed  tubes, 
at  110°,  traces  of  the  oxides  of  carbon  are  pro- 
duced ;  one-third  of  the  nitrogen  goes  to  form 
hydroxylamine  hydrocliloride,  and  the  other 
two-tliirds  ammonium  chloride  (Ehrenberg). 
Under  ordinary  pressures  at  100°  the  action  is 
complicated. 

The  fulminurates  of  calcium,  barium,  stron- 
tium, iron,  and  lead  may  be  obtained  by  double 
decomposition  from  ammonium  or  potassium 
fulminurates.  On  heating  an  ammoniacal  solu- 
tion of  copper  sulphate  with  fulminuric  acid, 
dark-blue  prisms  of  ammonium  copper  fulminu- 
rate are  deposited  on  cooling.  By  j^assing  hy- 
drochloric acid  gas  through  alcohol  containing 
potassium  fulminurate  in  suspension,  Schischkoff 
obtained  an  oil  which  he  considered  to  be  ethyl 
fulminurate.  This  body  is,  however,  not  an 
ethyl  salt  of  fulminuric  acid,  but  has  the  com- 
position C4HgEtN05.  It  readily  forms  additive 
compounds  with  ammonia  and  the  amines 
(Ehrenberg,  I.e.).  According  to  Siedel  (Ber. 
1892,  2756),  fulminuric  acid  forms  two  series  of 
esters,  the  ox_ygen  ethyl  ester  melting  at  133° 
and  the  nitrogen  ethyl  ester  at  155°. 

Metafulminuric  acid,  Isocyanuric  acid 
C3H3N3O3.  It  is  obtained  by  the  spontaneous 
polymerisation  of  fulminic  acid  (q.v.).  It  is 
best  prepared  by  treating  chloroformoxime  with 
a  small  quantity  of  sodium  hydroxide  or  with 
aqueous  ammonia  in  the  cold  (Wieland  and 
Hess,  Ber.  1909,  1346).  The  hyclrated  acid, 
containing  probably  1  molecule  of  water,  melts 
at  85°-86°,  and  the  anhydrous  acid  at  106°  with 
explosion.    On  long  standing,  metafulminuric 


acid  changes  into  /3-Mofidminuric  acid.  The 
constitution  of  metafulminuric  acid  is  still 
under  discussion.  VVicland  and  Hesse  (I.e. )  con- 
sider the  hydrated  acid  to  be  tsonitroso-wo- 
oxazolone. 

/CH-C:N-OH, 
I 

0— L':N-OH 
whilst  Palazzo  and  Taniburello  (Ohem.  Zontr. 
1907,  i.  26)  assign  to  it  the  constitution 

H0-N''^^'"*^"'^'<'*"'^-^CH-OH 
rtu  J>'\(-H  0H  N(0H),       "  ■ 

Cyan/ionitrosoacetohydroxamic  acid 

H0N:C(CN)-C(0H):N0H 
is  obtained  by  warming  metafulminuric  acid 
with  water.  It  is  prepared  by  treating  an 
ethereal  solution  of  chloroformoxime  with  small 
quantities  of  ammonia,  until  the  odour  of  the 
latter  remains.  The  ammonium  salt  is  decom- 
posed with  hydrochloric  acid,  and  the  acid, 
which  crystallises  from  ether  in  colourless  cubes, 
melts  at"ll7°-118°  (Nef,  Annalen,  280,  .324). 

/sofulminuric  acid  G3H3N3O3  of  Ehrenberg 
is  obtained  by  treating  cyan/wnitrosoacetohy- 
cb'oxamic  acid  with  ammonia.  It  is  a  powder, 
and  chars  without  melting  when  heating  (Nef, 
I.e.  ;  Ehrenberg,  ,J.  pr.  Chem.  [2]  30,  55). 

j8-/sofulminuric  acid  was  obtained  by  Schol- 
vein  (ibid,  [ii.]  32,  461).  He  treated  sodium 
fulminate  with  dilute  sulphuric  acid,  and  allowed 
the  metafulminuric  acid  thus  formed  to  stand 
for  some  time.  Ulpiani  (Gazz.  chim.  ital.  1905, 
iii.  35,  7)  obtained  the  amide  of  this  acid  l)y 
treating  succinamidedinitrosoperoxide  with  con- 
centrated ammonia.  The  amide  has  the  con- 
NHj-C :  N 

stitution  I         0,  and  the   acid  is 

NH^CO-GtN 
obtained  from  it  by  hydrolysis.    When  anhy- 
drous, the  acid  melts  at  196°  with  deconiposition  ; 
the  hydrated  acid  melts  at  188°. 

FUMARIC  ACID  and  MALEIC  ACID 
H-G-COOH         J 1  •('•('()()]  I 

II  II 
GOOH-G'H  H-C-GOOH 

These  two  unsaturated  acids  are  regarded  as 
stereoisomers,  and  because  of  the  readiness  with 
which  maleic  acid  forms  an  anhydride,  maleic  acid 
is  represented  as  the  cis-  modification,  and 
fumaric,  wliich  forms  no  anhydride,  as  the  trans- 
modification.  (For  further  details,  v.  Organic 
Chemistry  for  Advanced  Students,  Cohen,  iii.) 
These  two  unsaturated  dibasic  acids  may  be 
obtained  by  heating  malic  acid: 
CH(0H)-C0OH 

I  =G,H.,(rO()ll).,-f  H..O; 

GHa-COOH 

maleic  anhydride  C4H0O3  distils  over,  and 
fumaric  acid  remains  behind  in  the  retort.  By 
rapid  distillation  at  110°-140°,  maleic  anhydride 
is  obtained  as  chief  product  ;  by  long  heating 
to  150°,  fumaric  acid  is  mainly  formed. 

Both  acids  when  treated  with  nascent  hy<h-o- 
gen  yield  succinic  acid.  Both  unite  with  hydro- 
bromic  acid  to  form  monobromsuccinic  acid. 
But  fumaric  acid  unites  with  bromine  to  form 
dibromosuccinic  acid,  whilst  maleic  acid  gives 
isodibromosuccinio  acid.  Potassium  perman- 
ganate oxidises  fumaric  acid  to  racemic  acid  ; 
maleic  acid  is  converted  into  mesotartaric  acid. 
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Fumaric  acid  is  much  less  soluble  in  water  than 
maleic  acid. 

Fumaric  acid  occurs  m  various  plants,  as 
in  the  common  fumitory  (Fumaria  officinalis 
[Linn.]),  in  Corydalis  bulbosa,  Olaucium  fiavum, 
(Crantz),  Cetraria  islandica  (Ach.),  and  in 
varieties  of  Agaricus.  It  can  be  prepared  by 
heating  ■  halogen  substituted  succinic  acids 
(Brunner  and  Chuard,  Ber.  1897,  201  ;  Swarts, 
Zeitsch.  Chem.  1868,  25),  and  from  maleic  acid 
(v.  infra).  When  heated  in  a  sealed  tube  it 
melts  at  286°-287°  (Michael,  Ber.  1896,  163)  ; 
sp.  gr.  1-625  (Tanatar,  Chem.  Soc.  Abstr.  1893,  i. 
11),  It  crystallises  in  small  prisms,  which 
sublime  at  200°  without  decomposition,  but  by 
distillation  is  converted  into  maleic  anhydride 
and  water.  Fumaric  acid  forms  no  anhydride  of 
its  own  ;  aU  processes  of  dehydration  convert  it 
into  maleic  anhydride,  which  unites  with  water 
to  form  maleic  acid. 

Maleic  acid  has  never  been  found  to  occur 
in  nature,  and  is  best  obtained  by  heating 
malic  acid  with  acetyl  chloride,  and  decomposing 
the  acetyl  maleic  anhydride  into  maleic  anhydride 
and  acetyl  chloride,  and  then  heating  the  anhy- 
dride with  water.  It  can  also  be  prepared  by  heat- 
ing fumaric  acid  {v.  supra).  It  forms  large  prisms 
or  tabular  crystals,  very  soluble  even  in  cold 
water,  m.p.  130°,  b.p.  160°,  decomposing  for 
the  most  part  into  anhydride  and  water.  Maleic 
acid  is  converted  into  fumaric  acid  when  it  is  ' 
heated  for  some  time  at  130°  or  in  sealed  tubes 
at  200°,  when  it  is  treated  in  the  cold  with  dilute 
mineral  acids  and  certain  organic  acids,  with 
sulphuretted  hydrogen  followed  by  sulphur  . 
dioxide,  or  with  bromine  in  sunlight.  By 
heating  the  esters  of  maleic  acid  with  iodine,  the 
esters  of  fumaric  acid  are  produced. 

Maleic  anhydride  is  a  white  crystalline  solid, 
melting  at  56°  and  boiling  at  196°. 

FUNGICIDES  V.  Disinfectants  and  Plant- 

SPKAYS. 

FURFURAL,  Furfural,  Furfuraldehyde,  Pyro-  1 
CH=CH^Q 
mucic  aldehyde    C5H4O2,  I  first  ob- 

CH=C-CHO 
tained  by  Dubereiner  by  distilling  sugar  with 
manganese  dioxide  and  dilute  sulphuric  acid. 
It  may  be  prepared  in  small  yields  by  heating 
sugar  with  dilute  tartaric  or  lactic  acids,  or 
simply  by  heating  with  water  ;  hence  it  occurs 
in  brewers'  wort  and  sometimes  in  the  finished  ! 
beer,  also  forming  a  constituent  of  fusel  oil 
from  the  distilleries.  Is  produced  during  the 
heating  of  madder  with  dilute  sulphuric  acid  in 
the  preparation  of  garancin  ;  during  the  dry 
distillation  of  oak  timber ;  and  by  heating  starch 
at  200°.  It  is  a  constituent  of  many  essential 
oils  (Schimmel).  Best  prepared  by  distilling 
bran  with  dilute  sulphuric  acid  and  fractionating 
tlie  distillate. 

Colourless  liquid  ;  b.p.  161°  ;  smelling  of  oil 
of  bitter  almonds  and  oil  of  cinnamon  ;  sp.gr. 
1-15H  at  20°/4°;  Ma  =1-5186;  soluble  in  11 
parts  of  water  at  13°. 

Reduces  silver  oxide  with  formation  of 
pyromucic  acid.  Shows  a  striking  similarity  to 
Isenzaldehyde  in  its  reactions,  forming  furfur- 
alcohol  and  pyromucic  acid  with  caustic  potash,  I 
furfoin  with  potassium  cyanide,  dyestuffs  with 
derivatives  of  aniline,  &c.  j 

The  urethane  is  a  very  characteristic  deriva-  ! 


tive,  crystallising  in  needles,  m.p.  169°,  which 
may  be  s^d^limed.  The  semicarbazouc  melts  at 
202°-203°. 

Owing  to  the  presence  of  furfurol  in  beer  and 
spirits,  many  methods  have  been  devised  for  its 
detection.  One  of  the  most  sensitive  tests  is 
with  colourless  aniline,  absolute  alcohol,  and 
either  hydrochloric  or  glacial  acetic  acid,  a  cherry - 
red  colouration  being  produced,  the  Umount  of 
furfurol  present  being  estimated  by  the  depth 
of  colour  (J.  Amer.  Chem.  Soc.  1906,  1629). 
Other  methods  of  estimation  are  :  precipitation 
with  phloroglucin  and  hydrochloric  acid  (Weibel 
I  and  Zeisel),  and  the  preparation  of  the  insoluble 
semioxamazide. 

FURFUR  AN,  Furan,  Tetrol,  Telraphenol 
CH=CH\^ 
I 

CH=CH 

Is  a  faiily  stable  ether  compound,  obtained  by 
the  distillation  of  the  barium  salt  of  pyromucic 
acid  with  soda-lime ;  by  the  distillation  of 
calcium  succinate ;  or  by  heating  succinic 
dialdehyde  with  water  at  180°.  Best  prepared 
by  heating  pyromucic  acid  alone  in  a  tube  at 
260°-275°,  as  the  barium  salt  produces  also  the 
hydrocarbon  C0H4  and  CO  (Freundler,  Compt. 
rend.  124,  1157). 

Appears  to  be  contained  in  the  volatile 
portions  of  pinewood  tar.  Colourless  liquid, 
boiling  at  32°  ;  insoluble  in  water,  readily 
soluble  in  alcohol  and  ether.  Acids  convert  it 
into  pyrrole-red ;  metallic  sodium  and  alkalis 
do  not  attack  it.  Colours  a  chip  of  pinewood 
moistened  with  hydrochloric  acid  an  emerald 
green. 

By  nitration  in  presence  of  acetic  anhydride, 
a  monoacetin  of  nitrosuccinicaldehyde  is 
formed,  which  reacts  with  pyridine,  producing 

N02-C=CH 
nitrofurfuran ;  m.p.  28° ;         I  ,0. 

ch=ch/ 

FURFURINE  C.^Hi^NaOa.  Prepared  from 
furfural  by  first  making  the  amide  with  the  aid 
of  ammonia.  Furfuramide  is  boiled  for  15 
minutes  with  very  dilute  caustic  potash,  and 
the  furfurine  which  separates  is  dissolved  in 
excess  of  boiling  dilute  oxalic  acid.  The  so- 
formed  dioxalate  is  collected,  and  again  dissolved 
in  100  parts  boiling  water,  and  precipitated  with 
ammonia  (Bahrmann,  J.  pr.  Chem.  [2]  27,  313); 
white  neeclles  ;  m.p.  116°  ;  very  sparingly  soluble 
in  cold  water,  but  appreciably  soluble  in  hot ; 
readily  soluble  in  alcohol  or  ether.  It  is  a  mono- 
acid  base,  and  the  crystals  turn  brown  in  moist 
air.  Expels  ammonia  from  boiling  solutions  of 
ammonium  salts,  but  is  itself  precipitated  ))y 
ammonia  from  its  salts  in  the  cold. 

When  heated  with  sodium,  /sofurf urine  is 
formed.  Forms  a  nitrosamine  C,.-H,|(NO)N203 
by  acting  on  the  sulphate  with  very  dilute 
potassium  nitrite,  and  this  exists  as  golden 
triclinic  crystals;  m.p.  112°  (SchifT,  Ber.  11, 
1250). 

FURFUROIDS  are  a  group  of  compounds 
closely  related  to  the  pentoses  and  pento- 
sans, distinguished  by  yielding  fnifurnl  as  a 
characteristic  product  of  decomposition  on 
treatment  with  acids  (Cross,  Bevan  and  Siuitli, 
Chem.  Soc.  Trans.  1897,  1001). 


rURNAGES  FOR  GENI 

FURFUROL  V.  Foefural. 

FURNACES  FOR  GENERAL  LABORATORY 
USE.  Fig.  I  shows  a  Mctohci-'s  gas  niufflo 
furnace  aiioi'diiig  high  tompcratures  without  an 
air  Mast.  With  the  use  of  a  suitable  pressure 
governor,  fairly  constant  temperatures  may  be 
obtained.  The  furnace  can  he  used  for  heat- 
ing precipitates,  fusions,  roasting  of  ores,  and 
similar  laborat<iry  operations.     When  crucibles 


Fig.  1. 


which  have  to  be  weighed  are  heated,  a  sheet  of 
asbestos  cloth  should  be  placed  on  the  floor  of 
the  muffle. 

A  Fletcher's  muffie  furnace  (Fig.  2),  in  which 
petroleum  is  used  as  fuel,  is  designed  for  use 
where  gas  is  not  available.  With  the  ljurner 
showi,  the  necessary  air-blast  may  be  obtained 
by  a  foot  blower  ;   or  an  automatic  petroleum 


Fid.  2. 


Imrner  may  be  used,  which  dispenses  with  the 
use  of  an  external  supply  of  compressed  air. 

Fig.  .3  shows  a  Fletclier's  injector  furnace, 
which  is  etticient  and  rapid  in  working.  For 
ordinary  purposes,  a  foot  blower  is  usecl,  but 
for  very  high  temperatures  a  blower  driven  by 
power  is  preferable.  Cast  iron  can  readily  be 
fused  in  this  furnace. 

A  furnace  of  similar  shape  to  tiiat  shown  in 
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Fig.  3,  but  with  a  modified  burner,  is  used 
where  extremely  higii  temperatures  are  required, 
a  stream  of  o.\ygen  being  employed  instead  of 
the  usual  air  blast.    In  order  to  prevent  the 


Fig.  3. 


perforation  of  crucibles  by  a  small  but  extremely 
hot  flame,  the  burner  is  so  designed  that  the 
oxygen  is  mixed  with  air  before  it  enters  the 
furnace,  a  more  diffused  flame  being  thus 
obtained. 

An  exceedingly  useful  furnace  designed  b\' 
Fletcher  is  shown  in  Fig.  4  (a  and  b).  This 
furnace  works  either  as  a  draught  or  blast 
furnace  with  the  same  burner,  and  may  be  useil 
for  any  temperature  up  to  the  fusing-point  of 
the  casing.  It  is  adapted  for  crucibles,  muffles, 
tubes,  cupels,  distillation  by  descension,  treat- 
ment of  refractory  substances  with  gases  at 
high  temperatures,  small  forgings,  roasting  of 
ores,  &c.  When  used  as  a  blast  furnace  as 
shown  in  the  figure,  an  empty  crucible  can  ))e 
raised  to  the  fusing-point  of  cast  iron  in  2 


Fio.  4  (a). 


minutes,  starting  all  cold.  For  use  as  a  drauglit 
furnace,  the  plug  c  is  removed  and  replaced  by 
a  chimney,  when  a  crucible  may  be  heated  to 
bright  redness  in  10  minutes.  Tlio  furnace  may 
also  1)e  turned  on  its  side,  wlien  the  doors  a 
and  B  become  the  front  of  a  muffle  furnace. 

A  furnace  in  which  magnesia  is  used  as  tlie 
refractory  material,  and  designed  to  employ 
the  oxygen-coal  gas  flame  is  made  by  Merck. 
The  lnu-ncr  is  provided  Avith  a  water  jacket ; 
and  fhe  mixed  gases,  which  are  projected 
through  the  Ijottom  of  the  furnace,  are  so 
(hrected  that  the  flame  does  not  play  directly 
on  the  substance  in  the  crucible.  The  employ- 
ment of  magnesia  for  the  parts  most  exposed 
to  the  flame,  admits  of  the  use  of  a  very  liigh 
temperature. 

Fig.  5  shows  a  Fletcher's  reverberatory 
furnace  available  for  all  general  laboratory 
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work,  and  capable,  when  working  with  a 
draught,  of  producing  a  clear  yellow  heat  above 
t  he  fusing-point  of  fine  silver,  and  when  worked 


with  a  blast,  for  which  the  same  burner  is 
employed,  of  melting  cast  steel.  It  may  be 
employed  as  shown,  or  one  or  both  doors  may 


be  arranged  to  receive  a  muffle,  so  that  the 
furnace  may  be  used  for  muffle  or  crucible 
operations,  or  for  both  simultaneously.  Perrot's 
furnace  for  heating  crucibles  by  gas  is  described 
fully  in  Bull.  Soc.  chim.  1867,  7,  332. 


The  body  of  the  furnace  is  made  entirely  of 
fire-clay. 

Sefstrom's  portable  furnace  for  use  with 
charcoal  is  shown  in  Fig.  8.  It  consists  of  an 
outer  cylinder  forming  an  air  chamber  around 


Fig.  5.  ' 

A  furnace  designed  byRiissler  (Zeitsch.  anal. 
Chem.  1886,  9.5,  Dingl.  poly.  J.  253,  79  ;  J.  Soc. 
(/•hem.  Ind.  1884,  512)  for  intensely  heating  small 
crucibles  employed  in  chemicalanalysis  is  shown  in 
Fig.  6.  Cold  air,  admitted  in  carefidly  regulated 
quantity  at  e  to  the  burner  «,  becomes  heated 
duringits  passage  around  a  jacket,  d.  Combustion 
takes  place  within 
a  muffle,  c,  sur- 
rounding the  cru- 
cible 6,  and  the  com- 
bustion products 
pass  out  through 
the  cover  of  the 
muffle  and  through 
a  chimney,  g,  the 
tlraught  in  which  is 
assisted  and  regu- 
lated by  a  second 
burner.  A  somewhat 
similar  arrange- 
^  ment  has  been 
XJa^  described  by  Hempe] 
(Zeitsch.  anal. Chem. 
1877,  454). 

Fig.  7  shows  a 
Fletcher's  furnace,  which,  although  primarily 
designed  for  organic  analysis,  wiU  be  found  very 
useful  for  many  other  laboratory  operations. 
The  burners  are  placed  in  front  of  the  furnace, 
and  clear  from  all  falling  dirt,  and  since  these 
are  made  of  brass,  there  is  no  ironwork  to 
rust.  The  furnace  is  made  in  6-inch  sections, 
and  can,  therefore,  be  built  up  to  any  length. 


Fig.  7. 

a  cylinder,  h,  fixed  in  position  by  a  flange,  g. 
The  cylinder  h  is  perforated  with  holes  con- 
taining small  tapering  nozzles,  e,  and  is  lined 
with  fire-clay  shaped  as  shown.  When  greater 
space  is  required  for  fuel,  &c.,  a  hoop,  h,  may 
be  placed  around  the  top  of  the  cylinder  h. 
It  consists  of  a  strip  of  sheet  iron,  in  one  end  of 


Fig.  6. 


Fio.  8. 

which  are  two  holes,  i,  wliUst  in  the  other  end 
is  a  button  which  may  be  inserted  in  cither  of 
the  holes,  so  that  the  hoop  may  fit  over  the 
cylinder  h,  or,  when  not  in  use,  over  tlie  outer 
cylinder.  The  blast  is  supplied  at  /  by  a 
small  bellows. 

The  electric  furnace  shown  in  Fig.  9  is 
specially  adapted  for  fusions  on  a  small  scale. 
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and  for  the  production  of  high  local  tempera- 
tures. The  process  can  be  watched  from 
beginning  to  end  through  the  mica  doors,  the 
eyes  being  protected  by  blue  spectacles.  The 
furnace  consists  of  an  iron  muffle  lined  with 


Fig.  9. 


tire-clay.  The  block  b  can  be  raised  or  lowered 
by  means  of  the  set-screw  c.  On  this  block 
stands  the  crucible,  made  of  lime,  magnesite, 
&c.,  according  to  the  purpose  required.  The 
cables  /  and  /'  convey  the  current  to  the 
electrodes,  a  and  a',  which  can  be  adjusted  by 
means  of  the  regulating  wheels  c  and  e'.  The 
mica  doors  permit  of  easy  access  to  the  interior 
of  the  furnace.  In  this  type  of  furnace  the 
heat  is  generated  in  a  chamber  of  practicallj' 
non-conducting  material,  and  since  no  cold  gases 
are  introduced,  extremely  high  temperatures 
may  be  produced  in  the  crucible. 


Fig.  10. 


In  the  tube  furnace  shown  in  Fig.  10,  the 
heating  body  consists  of  a  tube  of  highly  refrac- 
tory porcelain,  around  which  is  coOed  a  ribbon 
of  very  thin  platinum,  which  makes  a  closer 
contact  with  the  porcelain  and  lasts  much 


longer  than  platinum  wire.  A  temperature  of 
1400°  can  easily  be  reached,  but  above  this 
the  procelain  begins  to  conduct  electricity,  and 
an  electrolytic  action  is  set  up  between  the 
platinum  and  the  tiibe,  wliicli  wUl  eventually 
cause  breakage.  In  the  figure  the  furnace  is 
shown  mounted  on  a  tilting  frame  for  use  in 
any  position.  It  may  be  obtained  wound  for 
any  supply  between  65  and  250  volts.  In  using 
the  furnace  it  is  necessary  to  pay  attention  to 
the  following  points  :  (I)  No  cold  object  must  be 
brought  into  contact  with  the  tube  while  it 
is  incandescent.  (2)  The  furnace  should  not 
be  kept  at  its  maximum  temperature  longer 
than  is  necessary.  (3)  A  suitable  resistance 
should  be  connected  up  with  the  furnace  in 
order  to  ensure  gradual  heating,  and  to  provide 
a  means  of  regulating  the  temperature. 

Fig.  11  shows  an  electrically  heated  crucible 
furnace,  in  which  the  heating  resistance  consists 
of  platinum  wire  embedded  in  a  suitable  fire- 
clay.   The  furnace  is  designed  for  crucibles  of 


Fig.  II. 


a  capacity  not  exceeding  30  c.c,  and  the  tem- 
perature obtained  is  about  1050°-!  100°.  Inside 
the  furnace  the  crucible  rests  upon  a  small 
stand  of  refractory  porcelain ;  but  if  the 
contents  of  the  crucible  are  moist,  and  it  is 
required  to  heat  them  slowly,  the  crucible  is 
suspended  in  such  a  way  that  only  the  lower 
part  is  within  the  furnace.  For  quantitative 
work,  the  furnace  cover  can  be  coated  with 
platinum  foil  in  order  to  prevent  chips  of  fire- 
clay from  falling  into  the  crucible,  and  in 
special  cases  the  whole  of  the  interior  may  be 
so  lined.  The  temperatm'e  obtained  is  more 
uniform  than  that  produced  by  the  gas  blow- 
pipe, and  the  use  of  this  furnace  entirely  prevents 
the  damage,  which,  particularly  in  the  analysis 
of  phosphates,  is  caused  by  the  reducing  gases, 
to  a  platinum  crucible  heated  by  gas.  The 
consumption  of  current  at  110  volts  is  2'3 
amperes,  and  the  platinum  resistance  has  an 
average  life  of  about  850  burning  hours. 

A  crucible  furnace  in  which  the  heat  is 
generated  by  the  passage  of  an  electric  current 
through  a  resistance  of  granular  carbon,  is  made 
by  Merck  (Fig.  12).    In  order  to  withstand  very 
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high  temperatures,  the  parts  most  exposed  to 
the  heat  are  made  of  magnesia,  which  is  also 
used  as  a  uacking  to  minimise  loss  of  heat. 


Fig.  12. 

a,  h,  Case;  c,  copper  plate;  d,  bolt;  e,  terminal: 
/,  carbon  block  ;  g,  resistance ;  h,  crucible  stand ; 
i,  magnesite  ring;  I,  heating  chamber;  m,  n, 
rings  of  magnesia;  o,  annular  electrode;  p,  large 
cover ;  q,  small  cover. 

When  using  the  maximum  amount  of  energy 
(about  8000  watts),  the  temperature  approaches 
the  melting-point  of  corundum. 

An  electrically  heated  tube  furnace  (Fig.  13) 
is  described  by  Blount  (Analy.st,  1905,  30,  29), 
in  which  the  resistance  consists  of  loosely  packed 
retort  carbon  mixed  with  a  suitable  quantity  of 
siloxicon.  The  essential  parts  of  this  furnace 
are  two  concentric  fire-clay  tubes,  surroiinding, 
but  not  actually  touching,  that  part  of  the 
porcelain  tube  to  be  heated.  The  resistance 
inaterial  is  packed  between  these  two  fire-clay 
tubes,  the  current  being  led  in  by  means  of  an 
annular  copper  disc  at  each  end,  which  is  provided 
with  a  short  cylindrical  projection  fitting  closely 


Fig.  13. 

A,  clamps  ;  B,  asbestos  cloth ;  c,  copper  teriniaals  ; 
1',  lire-clay  tubes ;  r,  pieces  of  hre-clay ;  K,  resistance 
mixture ;  p,  porcelain  tube  ;  tr,  lu'alite  discs, 

in  between  the  two  tubes  so  as  to  make  good 
contact  for  the  resistance  material.  The 
two  tubes  which  form  the  furnace  proper  are 


surrounded  by  two  other  wider  fire-clay  tubes 
which  serve  merely  to  insulate  the  heat.  They 
may  be  covered  wdth  asbestos  wrapping  still 
further  to  retain  the  heat.  The  ends  of  the 
furnace  are  made  of  uralite  discs,  which  also 
support  the  tube  to  be  heated.  With  this 
apparatus,  a  piece  of  copper  weighing  from  15  to 
20  grams  can  be  fused  in  about  18  minutes. 

For  temperatures  up  to  2100°,  electrically 
heated  furnaces  are  made  in  which  a  current  of 
500  amperes  and  5  volts  is  led  through  a  thin- 
walled  tube  of  pure  iridium,  but  the  extremely 
high  price  of  this  metal  greatly  limits  the  use  of 
these  furnaces. 

Furnaces  employed  for  particular  purposes 
will  be  found  described  under  special  headings,  as 
Assaying-;  Aluminium  ;  &c.,  &c. 

FURUNCULINE  v.  Synthetic  drugs. 

FUSEL  OIL.  Fermentation  amyl  alcoltol, 
Potato  oil,  Grain  oil,  Marc  hrandy  oil.  (Ger. 
Fuseldl ;  Fr.  Huile  de  pommes  dc  terre. )  The 
mixture  of  alcohols  constituting  this  substance 
is  produced  in  comparatively  small  quantity  in 
the  alcoholic  fermentation  of  most  bodies  con- 
taining sugar,  the  laigest  proportion  being  con- 
tained in  the  alcohol  prepared  from  potatos, 
while  in  the  alcohol,  from  the  '  marc  '  of  grapes 
and  from  beetroots,  grain,  &c.,  smaller  quan- 
tities are  found. 

Fusel  oil  consists  mainly  of  two  alcohols,  one 
of  which,  iso-butyl  carbinol,  or  »Ao-amyl  alcohol, 
or  inactive  amyl  alcohol  (CH3).^CH-GH2CH2'OH, 
is  optically  inactive,  while  the  other,  secondary 
butyl  carbinol  or  active  amyl  alcohol 

CaHs-CHa-CH-CHa-OH, 
rotates  the  plane  of  polarised  light  to  the  left 
sufficiently  to  render  fusel  oil  strongly  Isevo- 
rotatory.    The  following  alcohols  are  said  to 
have  been  separated  from  fusel  oil : — 
Ethyl  alcohol   .        .  CHj-GHa-OH. 
Normal  propyl  alcohol  CjHj'CHa'OH. 
woPropyl  „  (CH3)2CH-OH. 

Normal  butyl       „  C^U^-CH^-OH. 
isoButyl  „  (CH3)2CH-GH2-OH. 

Tertiary  butyl      „  (CH3)3C-OH. 
Active  aiwjl  „  G2H=(0H3)CH-CH2-OH. 

Inactive  amyl  „  (CH3),GH-GH2-CH,-0H. 
Methyl  normal  projiyl 

carbinol        .        .  (JH3(G3Hj)CH-0H. 
Normal  primary  amyl 

alcohol         .        .  (V,H,,-OH. 
A  primary  hexyl  alcohol  G„H,3-0H. 

heptyl    „  CjH,5-6h. 

Formic,  acetic,  propionic,  butyric,  valeric, 
caproic,  oonanthic,  caprylic,  pelargonic,  and 
capric  acids  have  been  found  in  fusel  oils,  and 
ethyl  acetate  and  other  esters  and  various 
aldehydes  are  also  present. 

The  composition  of  fusel  oil  depends  on  the 
source  of  production,  the  nature  of  the  ferments 
(vide  infra),  and  the  method  of  distillation. 
That  from  grain  or  potatos  consists  largely  of 
amyl  alcohols  with  ethyl  alcohol,  the  inactive 
amyl  alcohol  being  the  princijjal  constituent. 
The  fusel  oil  prepared  in  the  South  of  France 
from  the  marc  of  brandy  contains  normal 
propyl  alcohol  in  considerable  quantities,  while 
that  obtained  from  the  beet  contains  a  larger 
proportion  of  isobutyl  alcohol.  Also  the  fer- 
ment in  brewer's  yeast  {Saccharomyces  cerevisim 
[Meyer])  appears  to  favour  the  production  of 
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is'obutyl  alcohol,  whilst  Saccharomyces  ellipsoides  i 
( Resss. )  (from  the  grape)  tends  to  produce  normal  | 
butyl  alcohol.    Higher  alcohols  are  said  to  be  ' 
rapidly  produced  after  fermentation  ceases,  and,  j 
therefore,  the  higher  alcohols  tend  to  increase  the 
longer  the  interval  between  fermentation  and 
distillation.    This  may  be  due  to  some  organism 
other  than  yeast  becoming  active  after  the  yeast 
has  done  its  work. 

The  proportion  of  fusel  oil  obtained  during 
fermentation  is  also  modified  by  the  condition  of 
the  mash.  Alkaline  liquids,  particularly  when 
warm  and  containing  large  quantities  of  sugar, 
promote  its  formation,  while  acid  liquids,  espe- 
cially when  containing  tartaric,  racemic,  or  citric 
acids,  are  said  to  prevent  its  production.  The 
presence,  in  any  quantity,  of  tartar  or  certain 
bitters  such  as  that  of  hops  also  prevents  its 
formation,  so  that  wines,  &c.,  are  usually  free 
from  fusel  oil.  According  to  Le  Bel  (Compt. 
rend.  96,  1368),  pure  .sugar  fermented  with  beer 
yeast  yields  less  of  these  alcohols  than  wine  or 
beer.  Obviously  a  larger  proportion  of  higher 
alcohols  is  likely  to  occur  in  spirits  distilled  from 
a  pot-still  than  when  highly  rectifying  appliances 
are  used,  as  in  patent  stiUs. 

Fusel  oil  is  contained  princijiaUy  in  the  alco- 
holic distillates  commencing  to  come  off  at  105°- 
125°  and  ending  at  132°-137°.  Between  105° 
and  120°  most  of  the  /wbutyl  alcohol  is  obtained, 
while  the  amyl  alcohols  distil  principally  between 
128°  and  132°. 

According  to  Rabutoau  ((Jompt.  rend.  87, 
500),  the  following  represents  the  i^ercentage  by 
volume  of  the  principal  constituents  of  jiotato 
oil : — 


««oPropyl  alcohol     .        .        .  15-0 

Propyl         ,,          ...  3-0 

Normal  butvl  alcohol        .        .  6-5 

isoButyl     '       ,,    .        .        .  5-0 

Inactive  amyl     ,,    .        .        .  27-5 

Active  ,,  ,,  .  .  .  6-0 
Products  boiling  above  132°  anil 

retaining  amyl  alcohol  .  .  17'0 
Ethyl  alcohol,  ethyl  acetate,  and 

aldehyde      .    "    .        .        .  7-5 

Water  '   12-5 


1000 

Later  observations,  however,  do  not  coniirm 
Rabuteau's  statement  that  fusel  oil  contains 
/sopropyl  alcohol. 

According  to  Ulex,  the  distillation  of  fusel 
oil  produced  from  (1)  beet,  (2)  potatos,  (3)  grain, 
gives  (roughly)  the  following  jjercentage  by 
volume  : — 

12  3 

80°-100°   (principally  propyl 

alcohol)  .  .  .  .  13  13  31 
100°-130°   (butyl  and  amyl 

alcohols)  .  .  .  .  53  30  26 
Above  130°  (amyl  alcohol)    .    34    57  43 

By  careful  fractional  distillation  of  wine 
Ijrandy  25  years  old,  Ordonneau  (Comj)t.  rend. 
1886,  102,  217)  obtained  the  following  sub- 
stances : — 

P.c.  by  volume 
Aldehyde     ....  0-003 
Ethyl  acetate       .        .        .  0-035 
Acetal         ....  traces 
QSnanthylic  e.ster  .        .  about  0-004 


P.c.  by  VuUniie 
Projiionic,  butyric,  and  caproic 


esters       ....  0-003 

Normal  propyl  alcohol  .        .  0-040 

butyl       ,.       .        .  0-218 

'Amyl  alcohol'    .        .        .  0-0838 

Hexyl  „  .  .  .  0-0006 
Heptyl  „  .  .  .0-0015 
Amine  bases  (probably  of  the 

pyridine  series  .        .        .  traces 


Commercial  alcohols  from  maize,  beet,  and 
potatos,  showed  the  presence,  in  addition  to 
other  substances,  of  propyl  alcohol,  active  and 
I  inactive  amyl  alcohol,  pyridine,  a  base  which 
1  appeared  to  be  coUidine,  and  isobutyl  ali-ohol, 
without  a  trace  of  normal  butyl  alcohol.  Orilon- 
neau  attributes  the  disagreeable  difference  in 
flavour  between  wine  brandy  and  that  from  a 
mash  to  the  presence  in  the  former  of  normal 
butyl  alcohol,  while  the  latter  contains  the  dis- 
I  agreeably  smelling  wobutyl  alcohol,  but  no  normal 
i  butyl  alcohol.    He  recommends  that  the  fermen- 
I  tation  of  a  mash  should  be  performed  with  the 
elliptic  ivine  yeast  instead  of  the  globular  hecr 
yeast,  as  he  finds  by  experiment  that  the  former 
produces  the  normal  butyl  alcohol,  while  the 
latter  tends  to  form  the  iso-  variety. 

The  16'0-amyl  alcohol  (inactive  amyl  alcohol) 
may  be  separated  from  fusel  oil  by  agitation 
with  a  saturated  solution  of  common  salt.  The 
amyl,  butyl,  and  propyl  alcohols,  which  are  less 
soluble  in  that  medium  than  in  water,  sejjarate  as 
an  oily  layer,  while  the  ethyl  alcohol  remains  in 
the  brine.  The  separated  oil  is  distilled,  the  por- 
tion coming  off  between  105°  and  120°  consist- 
ing principally  of  wo-butyl  alcohol,  while  that 
distilhng  between  125°  and  140°  contains  the 
amyl  alcohols.  This  is  collected  separately, 
agitated  with  hot  milk  of  lime,  dried  over  cal- 
cium chloride  and  redistilled,  the  portion 
coming  off  between  128°  and  132°  being  collected 
separately.  In  this  way  the  «.so-amyl  alcohol  is 
obtained  almost  free  from  butyl  alcohol  and  from 
valeric  aldehyde.  The  barium  amyl  sulphate 
produced  from  active  amyl  alcohol  is  2i  times 
as  soluble  in  water  as  that  from  the  inactive 
variety,  so  that  these  salts  may  be  separated  by 
careful  fractional  crystallisation,  and  afterwarcls 
treated  for  reproduction  of  the  alcohols. 

The  composition  of  fusel  oil  from  various 
sources  has  been  carefully  studied  by  Karl 
Windisch  (v.  Arbeiten  aus  dem  Kaiserlichen 
Gesundheitsamt,  1892,  Bd.  8),  his  principal 
results  from  (1)  potato  and  (2)  corn  fusel  oil, 
expressed  in  grams  per  kilog.,  and  excluding 
ethyl  alcohol  and  water,  being  as  follows  :  — 


(1) 

(2) 

Normal  jiropyl  alcohol 

68-54 

36-90 

•/.soButyl  alcohol 

243-50 

157-60 

Amyl  ,, 

687-60 

758-50 

Hexyl  ,, 

1-33 

Heptyl 

Free  fatty  acids 

trace 

Oil 

1-60 

Fatty  acid  esters 

0-20 

3-05 

Furfurol  and  bases  . 

0-05 

0-21 

Terpenes 

0-33 

Terpene  hydrate 

0-48 

The  free  fatty  acids  and  acid  esters  were  also 
analysed  with  the  following  results  expressed  in 
percentages,  the  acids  and  esters  being  taken 
together  in  the  potato  fusel  oil,  and  separately 
in  the  fusel  oil  from  corn  : — 
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Potato. 
Prce  fatty  acids 
aud  acids  esters 

.  36 
12 
32 
14 
0-5 
3-5 


Coin 


Free  fatty 
acids 

44'1 

12-  9 
26-7 

13-  2 
0-4 
2-7 


Esters 

40-7 
14-2 
348 
9-6 
0-4 
0-3 


Capric 
Pelargonic 
Caprylic  . 
Caproic 
Butyric  . 
Acetic 

The  ter^iene  UioH,  g,  wliich  is  present,  together 
with  its  hydrate  CjoHigO,  has  not  been  exactly 
identified,  but  it  has  a  close  resemblance  to 
phellandrene. 

The  injurious  efiEect  of  raw  or  recently  inarm 
factured  spirits  is  attributed  {i?iter  alia)  to  the 
presence  of  fusel  oil  produced  during  the  fer- 
mentation and  not  thoroughly  separated.  Bell 
considers  it  to  be  due  rather  to  furfural  and  other 
empyreumatic  bodies,  and  tliis  view  is  supported 
by  Lauder  Brunton,  who  thinks  that  the  toxic 
effect  of  spirit  may  also  be  attributed,  in  some 
cases,  to  the  presence  of  traces  of  alkaloidal 
bodies,  arising  from  the  decomposition  of 
albuminous  substances  in  the  mash.  Schid- 
rowitz  also  found  in  new  whisky  substances  such 
as  pyrrol,  phenolic  bodies,  traces  of  nitriles,  &c., 
which  disappear  as  the  spirit  matures  (J.  Soc. 
(Jhem.  Ind.  June,  1905).  The  actual  adulteration 
of  alcoholic  liquors  with  fusel  oil  is  improbable, 
but  spirits  containing  0-3  p.c.  of  that  substance 
are  usually  deemed  to  be  injurious,  although 
the  general  tendency  of  the  evidence  given 
before  the  Royal  Commission  on  Whisky  and 
Potable  Spirits,  was  to  show  that  the  evil  effects 
of  spirits  is  due  to  the  ethyl  alcohol  itself, 
rather  than  to  fusel  oil  or  other  secondary 
products  present. 

Samples  of  spirits  examined  by  Duprc' 
(Analyst,  1,  6)  contained  for  100  parts  by  weight 
of  ethyl  alcohol  : 

Scotch  whisky  contain-   |„  ,„  ,   ,    i  i 

ing  54-5  p.c.  of  alcohol  T'^^  P'^"  ^'"y^  '^1'='^^°^ 


Cape  smoke 
Common  Samshoe 
Kne 


0-24 
0-18 
013 


According  to  Le  Bel  (Compt.  rend.  96,  1368), 
natural  white  wine  contains  0-2  p.c.  amyl 
alcohol  per  litre,  and,  according  to  Hamberg 
(Schmidt's  Jahrb.  der  Medicin,  201,  27,  1885), 
beer  contains  about  0-00114  p.c.  of  fusel  oil. 

Beer  recommends  a  maximum  permissible 
limit  to  the  fusel  oil  in  brandy,  liqueurs,  &c.,  of 
0-3  p.c;  but  Bodlanderand  Traube  (Rep.  Anal. 
Chem.  7,  167),  who  have  examined  a  number  of 
commercial  spirits,  propose  a  limit  of  0-10 
-0-15  p.c. 

The  separation  of  fusel  oil  from  spirit  is 
extremely  difficult.  Among  the  various  sub- 
stances proposed  or  used  for  its  destruction  or 
removal,  are  charcoal,  soap,  oil,  and  fatty  sub- 
stances, potash  ('  grey  salts  '),  pearl  ash  ('  white 
salts  '),  lime,  sulphuric,  nitric,  and  hydi'ochloric 
acids,  bleaching  powder,  and  potassium  per- 
manganate. 

Charcoal,  soap,  and  oil,  are  supposed  to 
separate  the  fusel  oil  unchanged.  When  recti- 
fied over  potassium  permanganate  or  bleaching 
powder,  the  amyl  alcohols  are  converted  into 
valerates,  but  a  portion  of  the  ethyl  alcohol  is 
also  decomposed.  Bleaching  powder,  when  used, 
is  made  into  a  milk  at  the  ordinary  tempera- 


ture and  permitted  to  digest  for  a  time,  after 
which  the  spirit  is  drawn  off  and  rectified.  Ac- 
cording to  Klezensky,  if  the  spirit  be  distilled 
from  hard  soda  soap,  the  fusel  oil  remains  with 
the  soap,  from  which  it  may  be  separated  by 
subsequent  distillation  at  a  more  elevated  tem- 
perature. 

The  most  approved  method  of  separation, 
however,  is  by  well-burnt  granulated  vegetable 
charcoal  or  bone-black.  The  charcoal  is  placed 
upon  perforated  trays  in  a  vessel  surrounded  by 
a  cooling  jacket,  and  the  spirit,  usually  diluted 
to  about  160°Tr.,  is  caused  to  pass  through 
several  layers.  The  operation  should  not  be 
performed  above  the  ordinary  temperature,  as 
the  fusel  oil  is  again  dissolved  from  the  charcoal 
near  the  boiling  temperature.  From  3  to  5  vols, 
of  charcoal  are  required  for  the  successful  treat- 
ment of  100  vols,  of  brandy.  The  whole  of  the 
fusel  oil  is  evolved  from  the  charcoal  on  treat- 
ment by  superheated  steam,  and  the  charcoal 
may  be  repeatedly  used  after  heating  to  redness 
to  drive  off  the  occluded  gases,  &c.  It  is  notice- 
able that  the  fusel  oil  obtained  by  steaming  the 
charcoal  does  not  represent  the  whole  of  that 
removed  from  the  spirit,  nor  are  sufficient  com- 
pounds which  might  be  produced  by  the  decom- 
position of  the  fusel  oils  found  to  account  for 
this  loss. 

Raw  brandy,  produced  in  Switzerland  from 
potatos,  maize,  and  the  residues  from  breweries, 
by  the  continuous  process,  has  been  found  to 
contain  1-32  p.c.  of  fusel  oU.  Raw  Swiss  brandy 
filtered  through  charcoal  showed  0-2  p.c.  of 
fusel  oil;  that  rectified  by  distillation,  0-06;  and 
that  filtered  through  charcoal  and  afterwards 
rectified  contained  none.  Cf.  F.  Parape  (Chem. 
Zeit.  11,  313). 

Apart  from  the  desirability  of  removing  the 
excess  of  fusel  oil  from  spirits  intended  for 
human  consumption  as  a  beverage,  the  oil  is 
recovered  for  its  own  sake,  as  a  valuable  by- 
product in  the  manufacture  of  spirit,  its  price 
being  at  present  about  6  times  that  of  ordinary' 
alcohol. 

By  means  of  patent  stills,  the  fusel  oil  may 
be  rajjidly  and  almost  completely  removed,  and 
with  suitable  rectifying  apparatus,  alcohol  at 
95°  and  fusel  oil  may  separately  be  obtained  in 
the  proportions  of  130  to  1,  or  nearly  0-8  p.c.  (by 
volume)  of  fusel  oil. 

The  amyl  alcohols  of  fusel  oil  dissolve  in 
about  40  parts  of  cold  water.  According  to 
Balbiano  (Ber.  9,  1437),  the  inactive  variety  is 
soluble  in  about  50  parts  of  water  at  14°,  and 
is  less  soluble  at  60°.  /sobutyl  alcohol  dis- 
solves in  10  parts  of  water  at  15°.  One  part 
of  inactive  amyl  alcohol  takes  up  about  0-08 
part  of  water,  while  isobutyl  alcohol  dissolves 
nearly  twice  that  amount. 

Fusel  oU  dissolves  freely  in  ether,  chloroform, 
alcohol,  benzene,  and  carbon  tetrachloride. 

It  is  largely  used  for  the  manufacture  of 
amyl  acetate  (v.  Acetic  acid),  which  has 
numerous  applications  in  the  arts  and  manu- 
factures, as  flavouring  essences  (pear  oil,  &c.), 
for  confectionery,  as  a  solvent  for  cellulose,  aud 
in  making  lacquers,  varnishes,  artificial  leather, 
waterproofing,  and  sanitary  sheeting  for 
hospitals,  &c.  It  is  also  used  in  toxicology  as 
a  solvent  for  alkaloids,  for  which  purpose  it 
should  be  carefully  purified  by  agitation  with 
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dilute  acid  to  remove  an  aJkaloidal  body  which 
it  is  liable  to  contain.  On  account  of  its  strong 
affinity  for  chlorine,  fusel  oil  has  been  employed 
in  chlorine  generators  for  laboratory  purposes 
as  an  absorbent  for  that  gas,  to  prevent  its 
escape  into  the  atmosphere  when  the  supply  is 
no  longer  required  ;  whilst  its  principal  con- 
stituent (amyl  alcohol)  is  employed  in  the 
estimation  of  fat  in  milk  by  the  centrifugal 
methods. 

Detection  of  fusel  oils. — When  a  sample  of 
spirit  is  poured  on  filter  paper  or  on  the  hand, 
and  allowed  to  eva^jorate  spontaneously,  the 
characteristic  suffocating  odour  of  fusel  oil  may 
be  recognised  towards  the  close  of  the  evapora- 
tion. So  small  a  quantity  as  r.^'jj  part  of  amyl 
alcohol  in  gin  may  thus  be  detected. 

On  dissolving  1  gram  of  caustic  potash  in 
150  c.c.  of  the  spirit,  concentrating  slowly  to 
15  c.c,  and  adding  an  equal  volume  of  dilute 
sulphuric  acid,  a  powerful  odour  is  given  off, 
which  is  frequently  sufficiently  distinctive  to 
show  the  nature  of  the  mash  from  which  the 
spirit  was  obtained.  Betali  (Ber.  8,  72)  adds  to 
the  alcohol  6-7  volumes  of  water,  and  agitates 
with  sufficient  chloroform  to  produce  a  small 
layer  on  subsidence.  This  layer  is  drawn  off 
and  evaporated,  and  the  residue  is  tested  by 
digestion  with  potassium  acetate  and  srdphuric 
acid.  In  presence  of  fusel  oil  the  characteristic 
pear-like  odour  of  amyl  acetate  is  observable. 

Marquardt  dilutes  40  c.c.  of  the  spirit  with 
sufficient  water  to  raise  the  density  to  about 
0-980,  and  agitates  the  mixture  with  15  c.c.  of 
pure  chloroform,  which,  after  settlement,  is 
drawn  off,  shaken  with  an  equal  volume  of 
water,  and  evaporated  spontaneously.  The  resi- 
due is  treated  with  a  little  water,  one  or  two 
drops  of  sulphuric  acid,  and  sufficient  of  a  strong 
solution  of  potassium  permanganate  to  ensure 
that  the  liquid  shall  remain  red  after  standing 
for  24  hours  in  a  closed  tube.  The  odour  of 
valeric  aldehyde  is  frequently  noticeable  shortly 
after  the  addition  of  the  permanganate,  but  the 
characteristic  smell  of  valeric  acid,  on  which  this 
very  delicate  test  is  based,  is  not  appreciable 
until  after  standing. 

Determination. — Fusel  oil  containing  not 
more  than  15  p.c.  of  proof  spirit  is  allowed  to  be 
delivered  from  distilleries  in  the  United  lungdom 
or  to  be  admitted  on  importation  from  abroad 
duty  free. 

Numerous  methods  have  been  suggested  for 
the  estimation  of  ethyl  alcohol  in  fusel  oil,  but 
none  is  free  from  objection.  The  following 
method  can  be  recommended  as  being  sufficiently 
accurate  for  all  practical  purposes. 

75  c.c.  of  the  sample,  with  150  c.c.  of  water, 
are  shaken  vigorously  in  a  separator  for  4  or  5 
minutes,  allowed  to  stand,  and  the  aqueous 
layer  drawn  off  into  a  separator  of  about 
800  c.c.  capacity.  The  remaining  oily  layer  is 
again  shaken  with  two  successive  quantities  of 
150  c.c.  of  water,  and  the  two  aqueous  extracts 
added  to  the  first.  The  whole  is  then  saturated 
with  common  salt,  and  extracted  twice  with 
light  petroleum,  using  100  c.c.  of  the  latter  each 
time,  and  shaking  vigorously. 

The  spirituous  salt  solution  is  separated  and 
distilled  till  75  c.c.  are  over,  when  the  density  of 
tiio  flistiUate  is  taken  and  its  reading  at  60°F. 
in  the  Zeiss  immersion  refractometer  observed. 
Vol.  11— T. 


j  The  difference  between  the  observed  refracto- 
I  meter  reading  and  that  of  dilute  ethyl  alcohol 
!  of  the  same  density  as  the  distillate,  is  multiplied 
by  a  factor  (which  at  the  15  p.c.  limit  may  be 
taken  as  unity),  and  deducted  from  the  percent- 
age of  proof  spirit  corresponding  with  the  density 
of  the  cUstillate. 

N.B. — The  rea.son  for  this  deduction  is  that, 
owing  to  the  presence  in  the  distillate  of  a 
certain  amount  of  the  higher  homologues  of 
ethyl  alcohol  not  eliminated  by  the  treatment 
above  described,  the  refractometer  reading  is 
higher  than  that  of  dilute  ethyl  alcohol  of  the 
same  density,  and  indicates  a  higher  percentage 
of  proof  spirit.  The  difference  varies  with  the 
nature  of  the  fusel  oil  and  the  percentage  of 
ethyl  alcohol  present,  and  it  has  been  found 
by  experiment  that  the  necessary  deduction  to 
be  made  from  the  apparent  percentage  of  proof 
spirit,  as  deduced  from  the  density  of  the 
distillate,  is  equivalent  to  the  refraction  difference 
multiplied  by  a  factor  which  is  greater  than  unity 
for  percentages  under  15,  and  less  than  unity 
when  the  percentage  of  proof  spirit  exceeds  16  p.c. 

The  mean  factors  obtained  from  an  average 
fusel  oil  containing  known  percentages  of  dilute 
ethyl  alcohol,  equivalent  to  from  5-25  p.c.  of 
proof  spirit,  vary  from  1-4  to  0-8,  the  mean 
factor  at  the  15  p.c.  limit  imposed  by  the 
Revenue  authorities  being  approximately  unity. 
As  the  mean  refractometer  differences  observed 
in  distillates  within  the  above  limits  (5  p.c.  and 
25  p.c.  1  do  not  differ  greatly  from  5  p.c,  it  follows 
that  a  distUlate  having  an  apparent  strength  of 
20  p.c.  proof  spirit  would  have  a  real  strength 
of  15  p.c.  proof  spirit. 

Spealiing  generally,  the  real  strength  (ex- 
pressed as  a  percentage  of  proof  spirit)  may  be 
found  by  the  formula 

x=a—rf, 

where  a  is  the  apparent  percentage  of  proof 
spirit  corresponding  with  the  density  of  the 
distillate  ;  r,  the  difference  in  the  refractometer 
readings  of  the  distillate  and  dilute  ethyl  alcohol 
of  the  same  density  ;  /,  the  factor  to  be  em 
ployed  ;  and  x,  the  required  percentage  of  proof 
spirit  due  to  ethyl  alcohol  only.  The  different 
values  of/ may  be  found  from  observations  made 
upon  mixtures  of  fusel  oil  with  various  known 
proportions  of  ethyl  alcohol. 

The  accurate  estimation  of  fusel  oil  in  spirit 
is  extremely  difficult.  A  very  rajjid  and  simple 
process  introduced  by  Traube  is  said  to  give 
satisfactory  results  where  great  accuracy  is  not 
required.  The  specific  gravity  of  the  sisirit  having 
been  determined,  sufficient  water  is  added  to  re- 
duce the  proportion  of  alcohol  to  20  p.c.  The 
liquor  is  sucked  up  and  allowed  to  fall  a  few  times 
in  a  carefully  dried,  thin-sided  capillary  tube, 
20  cm.  long,  and  about  0-8  mm.  in  diameter, 
fastened  to  a  graduated  scale,  and  terminating 
at  the  zero  in  two  points,  which  are  set  by  a 
stand  moved  upon  screws,  to  the  surface  of  the 
liquid  in  the  vessel  into  which  the  capillary 
tube  dips.  The  height  to  which  tlie  liquid  rises 
decreases  with  a  rise  in  the  proportion  of  fusel 
oil.  From  the  observed  height  of  the  liquid  in 
the  capillary  tube  (temperature  21°),  the  per- 
centage of  fusel  oil  may  be  ascertained  from  the 
following  table  (Girard  and  Cuniasse,  I'Analyse 
des  Alcools) : — 

2  T 
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Height  in 

P.O.  of 

Height  iu 

P.c.  of 

tube 

fusel  oil 

tube 

fusel  oil 

53-0  miu. 

0-0 

48-85  mm. 

U-6 

52-7 

0-i 

48-20  „ 

0-7 

51'85 

U 

yj  o 

51-0  „ 

U-3 

46-75  „ 

0-9 

50-3 

0-4 

46-15  „ 

1-0 

49-0 

0-5 

This  process  is  said  to  be  largely  aliected 
by  accidental  conditions,  such  as  temperature, 
moisture  in  the  tube,  &c.,  and  by  the  presence 
of  nitroben'ione,  oils  of  peppermint,  fennel, 
orange,  and  carraway,  amyl  acetate,  &c. 

Further  information  on  this  process  is  given 
in  Traubo  (Bied.  Zentr.  15,  559 ;  Ber.  19,  892 ; 
Chem.  News,  53,  302 ;  Rep.  Anal.  Chem.  6, 
059) ;  ytutzer  and  Reitmair  {ibid.  6,  606) ;  Dingl. 
poly.  J.  268,  126  ;  and  Girard  and  Cuniasse. 

An  improved  apparatus,  which  he  calls  a 
slalagmomeier,  has  been  introduced  by  Traube 
(Ber.  20,  2644)  for  this  estimation.  The  liquid, 
diluted  as  above  to  20  p.c,  is  filled  to  a  marli 
in  a  vessel,  and  is  allowed  to  fall  drop  by  drop 
through  a  capillary  tube  at  the  base  of  the 
vessel,  the  number  of  drops  in  a  certain  time 
being  noted  and  compared  with  the  number  of 
drops  of  pure  alcohol  of  the  same  strength  falling 
in  the  same  time  from  the  same  apparatus. 
A  smaller  proportion  of  fusel  oil  than  0-05  p.c. 
may  thus  be  determined. 

The  following  table  serves  to  indicate  the 
percentage  of  fusel  oil  corresponding  with  the 
number   of    drops    observed,    (Girard  and 


Cuniasse) ; 
IS  umber 
of  diops 

100 

101-8 

103-6 

105-  0 

106-  3 

107-  5 


P.c.  of 
fusel  oil 
0-0 
0-1 
0-2 
0-3 
0-4 
0-5 


Number 
of  drops 

108-  5 

109-  9 
111-5 

113-  1 

114-  7 


P.c.  of 
fusel  oil 

0-6 

0-7 

0-8 

0-  9 

1-  0 


If  the  temperature  of  the  spirit  is  higher  or 
lower  than  that  for  which  the  instrument  has 
been  calibrated,  the  number  of  drops  observed 
is  increased  or  diminished  by  0-1  drop  for  every 
30  drops  for  each  degree  of  difEerence. 

Another  process,  first  introduced  by  Rose 
(Pharm.  Centr.  1886,  9),  depends  on  the  altera- 
tion produced  by  the  presence  of  fusel  oils  in  the 
solubility  of  50  p.c.  alcohol  in  chloroform,  and 
is  said  to  be  scarcely  affected  by  the  bodies 
which  influence  the  results  obtained  by  Traube's 
method.  This  process,  which  is  official  in 
Germany  and  Switzerland,  has  been  modified 
at  various  times  by  Stutzer,  Reitmair,  Herzfeld, 
Windisch,  and  others  {vide  Zeitsch.  anal.  Chem, 
34,  1895).  BromweU's  modification  of  Rose's 
fusel-oil  apparatus  {v.  U.S.  Dept.  Agric.  Bur.  of 
Chem.  Bui.  46,  59)  consists  of  a  pear-shaped  bulb 
holding  about  200  c.c,  stoppered  at  the  upper 
end,  and  having  at  the  lower  end  a  graduated 
stem  of  about  4  mm.  internal  diameter  leading 
to  another  bulb  of  about  20  c.c.  capacity,  and 
terminating  in  a  tube  provided  with  a  stop-cock. 
The  narrow  stem  is  graduated  in  0-02  c.c.  from 
20-0  to  22-5  c.c. 

Fusel-free  alcohol  is  first  prepared  by 
fractional  distillation  over  caustic  alkali  to 
lesinise  aldehydes,  saponify  esters,  and  saturate 
acids,  and  is  diluted  to  exactly  30  p.c.  by  volume 
(sp.gr.  0-965  at  15-0°) ;  a  quantity  of  chloroform 


is  dehydrated  and  redistilled,  and  a  solution  of 
sulphuric  acid  of  sp.gr.  1-2857  at  15-6°  is  pre- 
pared. 

Of  the  sample  under  examination,  200  c.c. 
are  taken,  made  alkaline,  and  distilled  until 
about  175  c.c.  are  over.  After  cooling,  25  c.c. 
of  water  are  added  to  the  distUling  flask,  and  the 
distillation  resumed  until  200  c.c.  are  collected. 
The  distillate  is  diluted  to  exactly  30  p.c.  by 
volume  (sp.gr.  0-965  at  15-6°)  and  this, 
together  with  the  Riise  apparatus  and  the  flasks 
containing  the  reagents  (fusel-free  alcohol, 
chloroform,  and  sulphuric  acid)  is  placed  in  a 
water-bath  kept  exactly  at  15°  until  aU  have 
acquired  a  uniform  temxDerature. 

The  apparatus  is  then  filled  to  the  20  c.c. 
mark  with  chloroform  (tlu-ough  the  lower  tube 
by  suction),  and  100  c.c.  of  the  fusel-free  alcohol 
and  1  c.c.  of  sulphuric  acid  added.  The  appara- 
tus is  inverted  and  shaken  vigorously  for  2  or 
3  minutes,  the  stop-cock  being  momentarily 
opened  once  or  twice  to  equalise  pressure.  The 
apparatus  is  then  allowed  to  stand  for  10  or  15 
minutes  in  the  water-bath  at  15°,  with  occasional 
turning  to  hasten  the  separation  of  the  reagents, 
and  the  volume  of  the  chloroform  is  noted. 

The  apparatus  is  then  thorougUy  cleaned 
and  dried,  and  the  operation  repeated,  using  the 
distillate  from  the  sample  instead  of  the  fusel- 
free  alcohol.  An  increase  in  the  volume  of  the 
chloroform  is  observed  due  to  the  fusel  oil 
present,  and  this  difference,  multiplied  by  the 
factor  0-663,  gives  the  volume  of  fusel  oil  in 
100  c.c,  or  the  percentage  of  fusel  oil  by  volume 
in  the  30  p.c.  distillate.  This  is  then  calculated 
to  the  percentage  of  fusel  oil  by  volume  in  the 
original  sample  according  to  the  alcoholic 
strength  of  the  latter. 

For  example,  in  a  sample  containing  60  p.c. 
of  alcohol  by  volume,  the  increase  in  the  chloro- 
form volume  with  the  distillate  from  the  sample 
diluted  to  30  p.c.  being  1-62  c.c,  and  that  in 
the  fusel-free  alcohol  also  at  30  p.c.  1-42  cc, 
the  difi^erence  is  0-20  c.c.  The  volume  of  fusel 
oil  in  100  c.c.  of  the  30  p.c.  distillate  is,  therefore, 
0-20x0-663=0-1326  c.c,  and  the  percentage  of 
fusel  oil  by  volume  in  the  sample  (50  p.c.  alcohol 
by  volume)  is  0-1326x50^30=0-221. 

In  France,  the  official  method  is  that  of 
Savalle  as  modified  by  Girard  and  Cuniasse,  and 
is  based  upon  the  depth  of  colour  obtained  by 
the  action  of  strong  sulphuric  acid  upon  the 
higher  alcohols.  The  method,  which  at  best 
gives  only  comparative  results,  and  these  only 
when  conducted  under  conditions  so  strict  as 
to  be  almost  unattainable  in  practice,  is  as 
follows  : — 

50  c.c.  of  the  brandy,  after  distOling  to  free 
from  colouring  and  extractive  matters,  and 
adjusted  to  contain  50  p.c.  of  absolute  alcohol, 
are  placed  in  a  flask  of  about  250  c.c.  capacity, 
and  1  gram  of  metaphenylenediamine  is  added, 
together  with  a  little  pumice. 

The  flask  is  adjusted  to  a  reflux  condenser 
and  the  contents  boiled  gently  for  an  hour  and 
then  allowed  to  cool.  The  contents  of  the  flask 
are  then  distilled  to  near  dryness,  and  the 
distillate  made  up  to  the  original  volume  of 
60  c.c  with  a  few  drops  of  distilled  watei'. 
10  cc  of  the  spirit  thus  prepared  are  placed  iu 
a  thoroughly  clean  flask  of  about  75  c.c.  capacity, 
and  10  c.c.  of  pure  concentrated  sulphuric  acid 
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are  carefully  run  iuto  the  flask  so  that  it  forms 
a  layer  under  the  spirit.  The  contents  of  the 
flask  are  quickly  mixed  and  heated  over  a 
Bunsen  flame,  with  constant  agitation  for  15 
seconds  after  the  commencement  of  ebullition. 
The  liquid  set  aside  to  cool,  the  mouth  of  the 
flask  being  covered  with  a  small  watch-glass.  One 
or  more  samples  of  standard  alcohol  of  50  p.c. 
strength,  and  containing  known  quantities  of 
Mobutyl  alcohol  (50  mg.  or  less  per  100  c.c.) 
are  treated  in  exactly  the  same  way.  When 
cold,  the  colouration  given  by  the  sample  under 
examination  is  compared  with  those  given  by 
the  standard  samples. 

Beckmann's  method  depends  upon  the 
separation  of  the  higher  alcohols  from  the 
spirit  by  means  of  calcium  chloride  and  carbon 
tetrachloride,  the  conversion  of  the  higher 
alcohols  into  their  nitrites  by  the  action  of 
sodium  nitrite  and  sodium  bisulj)hitc,  removing 
the  excess  of  nitrous  acid  with  sodium  bicarbon- 
ate, decomposing  the  nitrites  with  sulphuric 
acid,  and  final  titration  of  the  nitrous  acid  thus 
obtained  with  permanganate. 

The  details  of  this  process  are  as  follows  : — 
25  to  50  c.c.  of  the  spirit,  after  distillation  to 
free  it  from  any  colouring  or  extractive  matter, 
are  taken  and  diluted  with  water,  so  that  the 
mixture  shall  contain  not  more  than  20-25  p.c. 
of  absolute  alcohol.  The  solution  is  then 
saturated  with  sodium  or  calcium  cliluride,  and 
extracted  four  times  successively  by  vigorously 
shaking  with  40  c.c,  25  c.c,  25  c.c,  and  10  c.c. 
of  carbon  tetrachloride.  The  carbon  tetra- 
chloride extracts  arc  mixed,  and  then  washed 
three  times  successively  by  shaldng  with  50  c.c, 
25  c.c,  and  25  c.c.  of  saturated  salt  solution,  and 
once  vnth.  25  c.c.  of  saturated  sodium  sulphate 
solution.  The  washings  of  each  are  extracted 
with  25  c.c.  of  fresh  carbon  tetrachloride,  and 
this  after  separation  is  added  to  the  first  carbon 
tetrachloride  extract.  The  mixed  carbon  tetra- 
chhjride  solution  is  then  dried  by  shaking  vigor- 
ously with  freshly  heated  calcium  cliloride  in 
powder. 

To  the  dried  tetrachloride  solution  3  grams 
sodium  nitrite  and  3  grams  of  sodium  bi- 
sulphite are  added,  and  tlie  mixture  is  shaken 
occasionally  during  an  hour.  It  is  then  filtered 
through  glass  wool,  and  to  the  filtrate  3  grams 
of  sodium  bicarbonate  are  added,  and  the 
mixture  shaken  occasionally  during  half  an 
hour.  Then  20  c.c.  of  water  are  added,  antl  the 
whole  gently  shaken  and  allowed  to  stand  till 
the  mixture  separates  into  two  layers.  The 
separated  carbon  tetrachloride  is  then  run  off. 
To  the  remainder  10  cc.  of  pure  concentrated 
sulphuric  acid  are  added  ;  and,  after  shaking  j 
gently  to  mix,  the  mixture  is  poured  into  100  c.c. 
of  ice-cold  water.    The  solution  thus  formed  is 


titrated  with  standard  permanganate  (1  in  1000) 
until  the  pink  colour  becomes  permanent.  (The 
end  reaction  is  not  very  sharp. ) 

(1  c.c.  permanganate  solution=0-00278  grams 
amyl  alcohol.) 

According  to  iSchidrowitz  [v.  infra),  this 
method,  as  published,  is  unreliable,  owng  chiefly 
to  the  extraction  of  ethyl  alcohol  by  the  carbon 
tetrachloride. 

The  best  method  hitherto  suggested  is  that 
of  Marquardt,  as  modified  by  Allen  and  Schid- 
rowitz.  It  is  based  upon  the  oxidation  of  the 
higher  alcohols  into  the  corresponding  acids,  and 
the  estimation  of  the  latter  by  titration  or  by 
converting  them  into  and  weighing  their  barium 
salts. 

The  extraction  is  carried  out  as  in  the 
Beckmann  process  just  described.  To  the 
washed  carbon  tetracliloride  solution  5  grams  of 
pure  powdered  potassium  dichromate,  2  c.c.  of 
concentrated  sulphuric  acid,  and  10  c.c.  of  water 
are  added.  The  mixture  is  shaken  and  gently 
boiled  for  8  hour.s  under  a  reflux  condenser.  It 
is  cooled,  a  little  pumice  and  50  c.c.  of  recently 
boiled  distilled  water  are  added,  and  it  is  then 
distilled  to  near  dryness.  The  residue  is  cooled, 
50  c.c.  water  added,  and  again  distilled. 

The  distillates  are  mixed  and  titrated  with 
N/lO-baryta  solution,  first  with  methyl  orange 
as  indicator,  and  then  with  jihenolphthalein. 
The  acid  indicated  by  the  methyl  orange  is 
regarded  as  '  mineral  acid,'  and  the  difference  as 
organic  acid,  which  is  calculated  into  amyl 
alcohol  by  multiisljnng  the  number  of  c.c.  of 
N/lO-baryta  solution  )iy  0-0088,  and  the  figure 
indicating  the  dilution  of  the  alcohol. 

To  obtain  the  combining  weight,  the  solution 
containingthe  barium  salt  of  the  acid  is  separated 
from  the  carbon  tetrachloride,  evaporated, 
filtered,  and  finally  dried  in  a  jilatinum  capsule 
and  weighed.  The  weighed  residue  is  then 
treated  with  a  slight  excess  of  sulphuric  acid, 
again  evaporated,  and  the  barium  sulphate 
ignited  and  weighed,  l^rom  the  weights  found 
the  combining  weight  of  the  acid  is  calculated. 

By  tliis  method  also  some  ethyl  alcohol  is 
extracted  by  the  carbon  tetrachloride,  but 
apparently  it  does  not  appear  as  acetic  acid  after 
oxidation,  and,  according  to  Schidrowitz,  the 
effect  attributed  to  '  mineral  acid '  (of  the 
presence  of  which  there  is  no  proof)  may  be  due 
to  some  action  between  the  methyl  orange  and 
certain  aliphatic  acids  present. 

(For  a  detailed  criticism  of  the  last  three 
methods  described,  sec  Schidrowitz  and  Kaye, 
Analyst,  June,  1905,  and  June,  1906.)     J.  C'. 

FUSTIC,  YOUNG,  v.  Young  fustic. 

FUSTIN    V.    Glucosides  ;     also  Young 

FUSTIC. 

FUSTIN  TANNATE  v.  Youhg  fustic. 


GADININE  Ptomaines. 

GADOLINITE.  A  rare  mineral  consisting 
of  silicate  of  yttrium  earths,  glucina,  and  ferrous 
oxide  OlsFeYjSioOio.     Analyses  show  about 


250-290  ;  the  amount  of  erbia  has  been  sepu- 
.rately  determined  as  10-15  p.c.  It  occurs  in 
much  larger  masses  than  the  other  rare-earth 
minerals,  forming  rough,   black,  and  opaque 


40-45  p.c.  of  yttrium  earths  of  molecular  weight  ;  crystals,  sometimes  exceeding  20 kilogs.  in  weight. 
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The  crystals  are  inonocliiiic  wth  ati  ortho-  ' 
rhombic  aspect ;  but  in  thin  sections  the 
material  is  optically  isotropic.  When  heated, 
the  mineral  suddenly  glows  brightly,  a  molecular 
transformation  taking  place  ;  the  material  then 
becomes  optically  birefringent,  increases  in 
sp.gr.  (from  4-1-4-4  to  4-3-4-7),  and  changes  in 
colour  (as  seen  in  sections)  from  greenish  to  [ 
reddish.  GadolLnite  occurs  in  some  abundance 
as  masses  of  considerable  size  in  pegmatite 
veins  at  a  few  localities  ;  notably,  at  Ytterby 
and  near  Falun  in  Sweden ;  in  the  felspar 
quarries  of  Saetersdalen  and  Hitterij,  and  else- 
where in  the  south-east  of  Norway ;  in  Llano 
Co.,  Texas,  and  in  Mohave  Co.,  Arizona.  The 
locality  (Barringer  Hill,  five  mUes  south  of  [ 
Blutfton)  in  Llano  C'o.  has  yielded  masses  of 
gadolinite  weighing  200  lbs.,  in  association 
with  several  other  rare-earth  minerals.  These 
have  been  worked  for  the  supply  of  yttrium  and 
erbium  earths  used  in  the  '  glower '  of  the 
Nernstlamp  (W.  E.  Hidden,  Amer.  J.  Sci.  1889, 
38,  474  ;   V.m,  10,  425).  L.  J.  S.  I 

GADOLINIUM.  Gd  =157-3  (c/.  Urbain,  i 
Compt.  rend.  1905,  140,  583).  This  element 
was  first  identified  by  Marignao  in  1880,  who  i 
separated  its  salts  from  those  of  other  rare-  ] 
earth  metals  present  in  samarskite  by  fractional 
precipitation  with  potassium  sulphate  (Arcli. 
de  Geneve,  1880,  [3]  3,  413  ;  Compt.  rend.  1880, 
90,  899).  With  europium  and  terbium,  gado- 
linium forms  the  small  group  of  terbium  metals, 
and  as  the  solubilities  of  its  salts  are  inter- 
mediate between  those  of  the  other  two  members 
of  the  family,  the  final  separation  of  gadolinium 
from  these  elements  is  a  matter  of  consideiable 
diificulty.  The  older  methods  of  separation, 
precipitation  by  ammonia,  crystallisation  of 
the  oxalates,  formates,  and  double  sulphates, 
or  combinations  of  these  processes,  did  not,  in 
all  ijrobabUity,  lead  to  the  complete  purification 
of  gadolinium.  The  presence  of  small  quantities 
of  terbium  is  indicated  by  a  faint  yellow  dis- 
colouration of  the  colourless  gadolinia.  Euro- 
pium is  indicated  spectroscopicaUy  in  the  arc 
spectrum. 

Sources.  The  crude  yttrium  earths  from 
monazite  sand,  samarskite,  ytterbite  (gadolinite), 
xenotime,  aeschynite,  &c. 

Extraction  and  separation  of  the  terbium 
earths.  The  first  four  methods  outlined  below 
serve  rather  to  concentrate  the  terbium  earths 
than  to  separate  them  from  one  another,  gado- 
linium being  the  only  one  of  the  three  which  is 
obtained  by  these  processes  in  a  moderately 
l)ure  condition. 

A  convenient  starting-point  for  the  separa- 
tion of  the  terbium  earths  is  the  most  soluble 
fraction  of  the  ammonium  or  magnesium  double 
nitrate  separation  of  the  rare  earths.  The  pre- 
liminary elimination  of  the  cerite  metals  with 
sodium  or  potassium  sulphate  is  less  preferable, 
since  it  involves  a  co-precipitation  of  a  portion 
of  the  terbium  group. 

L  Fractional  precipitation  with  ammonia. — 
In  this  process,  terbia  accumulates  in  the  first 
fractions,  followed  successively  by  samaria  and 
gadolinia.  Accordingly,  samaria  is  a  weaker 
base  than  gadolinia,  and  this  relationship  forms 
an  exception  to  the  rule  that  the  more  electro- 
positive earths  yield  less  soluble  double  sul- 
phates and  nitrates  than  the  less  electro-positive 


oxides  (cf.  Lecoq  de  Boisbaudran,  Compt.  rend. 
1890,  111,  394;  Bettendorf,  Annalen,  1892, 
270,  376 ;  Benedicks,  Zeitsch.  anorg.  Chem. 
1900,  22,  393). 

2.  Fractional  crystallisation  of  the  sodium  and 
potassium  (louMe  sulphates. — In  isolating  gado- 
linia from  samarskite,  Marignac  {I.e.)  separated 
the  less  basic  constituents  of  the  yttrium  eartlis 
by  partially  decomposing  the  nitrates,  dissolved 
the  oxides,  consisting  chiefly  of  yttria,  samaria, 
and  the  terbium  earths  in  nitric  or  hydrochloric 
acid,  and  precipitated  fractionally  with  potas- 
sium sulphate  solution.  After  a  systematic 
course  of  fractionation,  he  obtained  the  following 
four  fractions  in  descending  order  of  .solubility : 
(i.)  yttrium,  terbium ;  (ii.)  gadolinium,  purified  by 
further  fractionations  with  potassium  sulphate  ; 
(iii.)  samarium,  didymium  ;  (iv.)  didymium  (c/. 
Delafontaine,  Arch,  de  Geneve,  1878,  61,  273  ; 
Ann.  Chim.  Phys.  1878,  [5]  14,  238  ;  Lecoq  de 
Boisbaudran,  Compt.  rend.  1883,  97,  1463; 
Bettendorf,  I.e.). 

3.  Fractional  crystallisation  of  formates  and 
oxalates. — The  sparing  solubility  of  the  formates 
of  the  terbium  group  has  been  utilised  in  the 
separation  of  these  metals,  these  salts  separating 
as  white  microcrystaUine  po\yders  from  the 
concentrated  solutions  (cf.  Delafontaine,  I.e.  • 
Marignac,  I.e.  ;  Hofmann  and  Kriiss,  Zeitsch. 
anorg.  Chem.  1893,  4,  27  ;  Feit,  ibid.  1905,  43, 
267). 

The  terbium  earths  can  also  be  separated 
from  erbium  and  yttrium  by  precipitation  with 
oxalic  acid  in  nitric  acid  solution  (Marignac  and 
Delafontaine,  I.e.). 

4.  Fractional  crystallisation  of  the  ethyl  sid- 
phates. — The  systematic  crystallisation  of  the 
ethyl  sulphates  of  the  rare  earths  from  water  or 
alcohol  leads  to  a  sej)aration  of  the  three  princi- 
pal groups  ;  cerite  earths,  terbium  earths,  and 
yttrium  earths,  arranged  in  descending  order  of 
solubUity  (Urbain,  Ann.  Chim.  Phys.  1900,  1 7] 
19,  184). 

5.  Fractional  crystallisation  of  the  nitrates. — 
The  more  complete  separation  of  the  con- 
stituents of  the  terbium  group  has  been  accom- 
plished by  the  use  of  the  nitrates  and  double 
nitrates.  By  fractionating  the  nitrates  of 
terbium  earths  containing  samaria,  the  sparingly 

I  soluble  gadolinium  nitrate  and  the  more  readily 
soluble  samarium  nitrate  were  separated  as  well 
as  a  middle  fraction  rich  in  europium.  The 
solubility  of  the  rare-earth  nitrates  falls  from 
lanthanum  to  samarium,  attaining  a  minimum 
at  gadolinium,  and  rises  again  till  it  reaches 
ytterbium. 

By  a  lengthy  fractionation  of  the  nitrates 
from  nitric  acid  (sjj.gr.  1-3),  Demar(,'ay  isolated 
small  quantities  of  europium  and  gadolinium  in 
a  highly  purified  condition  (Compt.  rend.  1900, 
130,  1469;  131,  .343  ;  1901,  132,  1484).  A 
further  improvement  in  the  separation  was 
effected  by  Urbain  and  Lacombe  {v.  Eurot'idm), 
who  crystallised  the  double  magnesium  nitrates 
of  the  rare  earths  in  the  presence  of  magnesium 
bismuth  nitrate. 

After  crystallisation  of  tlie  samarium  and 
bismuth  double  salts,  the  mother  liquor  contains 
europium  and  gadolinium,  the  former  being  the 
first  to  separate  on  further  fractionation.  The 
gadolinium  is  then  separated  from  the  other 
remaining  earths  by  fractionating  the  simple 
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nitrates  in  the  presence  of  liisimith  nitrate. 
The  latter  salt  now  eanses  a  separatiun  to  occur 
Ijetween  gadoJiniiiai  and  dysprosium,  the.  niidiik^ 
Traction  consisting  of  I)isiniitli  and  terl)iiiin 
nitrates.  In  this  way,  gadolinium  is  com- 
pletely freed  from  terbium,  dysprosium,  and 
erbium  earths.  The  fractional  crystaUisatiou 
of  the  nickel  d(jublo  nitrates  of  tht;  terbium 
earths  has  led  to  a.  similar  se])M.ra.tion  (rf.  Compt. 
rend,  1903,  i:}7.  r,iW.  7112  :  l!)04.  Kis,  84,  ()27  ; 
139,  736;  1905,  140,  1233:  141,  521). 

Compounds.  The  oxide  and  chloride  of  gado- 
linium are  colourless  ;  the  solutions  of  the  latter 
have  no  selective  absorption  in  the  visible  region 
of  the  spectrum,  but  show  four  strong  bands  in 
the  ultra-violet  end.  (For  spark-spectrum,  v. 
Compt.  rend.  1890,  111.  472;  1896,122,  728; 
1900,  131,  343  ;  1905,  140,  1233;  141,  521,  954; 
Ber.  1901,  34,  2460;  Annalen,  1891,  263,  164. 
For  arc-spectrum,  t'.  Eberhard,  Zeitsch.  anorg. 
Chem.  1905,  45,  394  ;  Exner  and  Haschek,  Die 
Wellenliingen  der  Bogenspektra,  1904.) 

Gadolinia  {Gadolinium  oxide)  GdoOa,  a  white 
amorphous  hygroscopic  powder,  absorbing  carbon 
dioxide  from  the  air  ;  sp.gr.  7-407  at  15°. 

Gadolinium  chloride  and  bromide  GdClj.OHaO 
and  (idBr3,6Ff20,  soluble  deliquescent  salts,  the 
former  yielding  the  yeUow  double  chlorides, 
GdCI.,-PtCl4,10H2O,  and  GdCl3-AuCl3,10H2O. 

Gadolinium  fluoride  GdFa,  a  white  gela- 
tinous precipitate  becoming  granular  on  heating 
on  the  water-bath ;  somewhat  solulile  in  liot 
hydrofluoric  acid. 

Gadolinium  platinocyanide 

2Gd(GN).,-Pt(CN)2,I8H,0  ; 
separates  in  red  rhombic  crystals  with  a  green 
reflex  ;  it  resembles  the  isomorphous  platino- 
cyanides  of  yttrium  and  erbium,  and  differs  from 
the  corresponding  double  salts  of  the  cerium 
uroup,  which  are  yellow  with  a  blue  reflex. 

Gadolinium  nitrate  Gd(N03)3,6H20  or  5H,.0, 
m.p.  91 '-92",  is  of  all  the  nitrates  of  the  rare 
earths  the  least  soluble  in  nitric  acid  (cf.  Tie- 
mari;'ay,  Compt.  rend.  1900, 131 .  343  ;  v.  Lang  and 
Haitinger,  Annalen,  1907,  351.  450).  The  follow- 
ing double  nitrates  : 

2Gd(N03)3-3Mg(N03)2,24H„0 
and   2Gd{N03)3-3Ni(N03)2,24H20,   have  been 
utilised  in  the  isolation  of  gadolinium ;  the 
former  melts  at  77°. 

Gadolinium  sulphate  Gd2(S04)3,8H20  sepa- 
rates from  hot  solutions  in  monoclinic  ery.stals, 
isomorphous  with  ytitrium  sulpliate. 

Gadolinium  sulphide  Gdj.Sj,  a  yellow  hy- 
groscopic mass,  sp.gr.  3-8,  is  produced  by  heat- 
ing the  sulphate  in  hydrogen  sulphide  ;  it  is 
slowly  decomposed  by  Avater. 

Gadolinium  acetate  Gd(H3C202)3,4H20 
forms  moderately  soluble  triclinic  crystals  ;  the 
Oxalate  Gd2(G2O4)3,10H2O  separates  from  nitric 
acid  solution  in  monoclinic  crystals  (r.  Brauner, 
Chem.  Soc.  Trans.  1898,73,9.51);  the  Malonate 
Gd2(H2C304):,8H20  is  obtained  in  refractive 
yellow  needles  {v.  Erdmann  and  Wirth,  Annalen, 
1908,  361.  190).  T.  M. 

GAHNITE,  Zinc  almninatc  (i\  Zinc). 

GALACTIN  V.  Gums. 

GALACTOSE  Carbohydrates. 

GALAFATITE.  An  aluminium  potassium 
sulphate,  named  after  the  discoverer,  found. 


amongst  other  places  in  Sjiain,  at  Bcnahabux 
near  Almei'ia,  where  it  occurs  in  parallel  veins 
from  5  to  6  mm.  thiok.  It  is  white  when 
pure,  has  a  sjJ.gr.  2-75,  and  liardness  3-5.  It 
is  treated  by  calcination,  followed  by  lixiviation 
with  water,  whereby  a  solution  of  potassium 
sulphate  and  a  residue  of  nearly  piuc  alumina 
are  obtained.  The  (\alcined  ore  contains 
65-70  X1.C.  of  alumina  and  25-30  p.c.  of  potas- 
sium suljihate  (Preuss,  Eng.  and  Min.  J.  1911, 
91.  261  ;  J.  Soc.  Chem.  Ind.  1911,  30,  282). 

GALALITH.  Artificial  horn  prepared  by  the 
action  of  formaldehyde  on  casein.  Skim  milk 
is  treated  with  caustic  alkali  or  alkali  carbonate, 
the  casein  is  precipitated  by  the  action  of  acid, 
pressed,  impregnated  with  formaldehyde  and 
dried  (.J.  Soc.  Chem.  Ind.  1909,  101). 

GALANGA  ROOT.  Galanga  root  is  the 
rhizome  of  Alpiiiiti,  ofjiriiinrum  (Hance.),  and  is 
a  native  of  <  'hina. 

Galanga  root  was  first  examined  by  Brandes 
(Arch.  Pharm.  [2]  19,  52),  who  isolated  from  it 
a  substance  which  he  named  kmnpferide,  but 
this,  according  to  Jahns  (Ber.  1881,  14,  2385), 
was  a  mixture  of  three  substances,  kcempferide, 
alpinin,  and  galangin.  The  subject  was  later 
examined  by  Gordin  (Dissert,  Berne,  1897), 
and  by  Ciamician  and  Silber  (Ber.  1899,  32, 
861)  and  Testoni  (Gazz.  chim.  ital.  1900,  30, 
ii.  327),  and  it  is  now  clearly  demonstrated  that 
galanga  root  contains  Jcaempferide,  galangin, 
and  galangin  monomethylether.  According  to 
Testoni,  the  alpinin  of  Jahns  is  a  mixture  of 
galangin  and  kampferide. 

Kcenipferide  O^^Ji^-fif^  consists  of  yellow 
needles,  m.p.  227°-229°,  soluble  in  alkaline 
solutions  with  a  yellow  colour.  Sulphuric  acid 
gives  a  blue  fluorescent  yellow  solution. 

TriacetylkoBmpferide  C^pliffOaiC^ilsO)^, 
colourless  needles,  m.p.  193°-194°(C.  &S.  andT. ) 
(compare  also  Jahns).  frihenzoi/lko'mpferide 
t^t6H90e(C7H50)3,  m.p.  177°-178°  (T.).  ka;mp- 
feride  diethylether  C,6H,„0„(OC2H5)2  (T.),  yel- 
low needles,  m.p.  137°-139°,  and  dihroinkoemp- 
feride  G,5HioBr20e,  yellow  needles,  m.p.  224"^- 
225°  (decomp.)  (J.)  have  been  prepared.  In 
the  presence  of  acetic  acid,  kfempferide  yields, 
by  means  of  mineral  acids,  yellow  crystaUine 
compounds,  and  alcoliolic  potassium  acetate 
gives  monopotassium  kcenipferide 
Ci6Hi,06K,H20, 
yellow  needles,  which  are  decomposed  by  boiling 
water  (Perkin  and  Wilson,  Chem.  Soc.  Trans. 
1903,  83,  136).  Kaempferide  is  in  reality 
kcernpferol  rnonomethylether  (v.  Kostanecki  and 
Rozycki,  Ber.  1891,  24,  3723). 

Kmnpferol  C,5Hi(,0„  is  produced  when 
ksempferide  is  digested  with  strong  hydriodic 
acid,  and  consists  of  yellow  needles,  m.p.  271° 
(K.  &  R.),  270°-277°  (Perkin),  soluble  in 
alkaline  solutions  with  a  veUow  colour. 

Tetra-acclylhrnrpfrml  '  C.^HsOjC^HaO),,. 
when  crystallised  from  methyl  alcohol,  forms 
colourless  needles,  and    when   heated  begins 
to  melt  at  116°,  and  becomes  completely  fluid 
at  120°.    On  further  heating,  however,  gradual 
solidification  ensues,  and  tlie  product  subse- 
I  quently  melts  at  181°-182°  (Perkin  and  Wilkin- 
,  son,  Cihem.  Soc.  Trans.  1902,  81,  587).  Tri- 
I  hromkd'mpffrol     V^^^Bv^Of.     forms  yellow 
needles,  m.p.    275°-277°,    kmmpferol  svlphuie 
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CjjHioOujHjSOi,  orange-red  needles;  Jccemp- 
ferol  hydriodide  C,gHijOe,HI  needles,  and  mono- 
polasshvm  koem-pferol  CijHjOglv,  oramje-ycllow 
■prismatic  needles  (P.  &  W.).  Fused  Avith  alkali, 
ksempferol  gives  phloroglucinol  and  p -hydroxy - 
benzoic  acid. 

To  ksempferol,  v.  Kostauecki  assigned  the 
constitution  of  a  irihydroxyflavonol  (Ber.  1901, 
34,  3723). 


OH 


OH 


and  this  compound  has  been  synthesised 
by  V.  Kostanecki  and  Tambor  (Ber.  1904,  37, 
792). 

2-Hydroxy-^'  i  6':  4:-trimethoxychalJcone  (1), 
when  digested  with  boiling  dilute  alcoholic 
sulphuric  acid,  gives  1:3: 4.' -triinethoxyfiavanone 
(2) 


OGH. 


OCHo 


OC!H,  CO 


and  the  latter,  by  means  of  amyl  nitrite  and 
hydrocliloric  acid,  is  converted  into  isonitroso- 
l:3:4'-trimethoxyflavanone  (3).  When  a  solu- 
tion of  this  substance  in  acetic  acid  is  boiled 
with  10  p.c.  sulphuric  acid,  l:3:4'-trimethoxy- 
flavonol  is  produced  (4),  from  which,  by  the 
action  of  hydriodic  acid,  ksempferol  is  readily 
firepared  (5). 


(3) 


(4) 


(5) 


OCHa/^^'^^CH- 


^C=NOH 


OGH, 


OGH. 


-0^ 


II  ^ 
GOH 


OGH 


GO' 


OH 


OH 


II  ^ 
/COH 
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)0GH3 
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Kaempferol  possesses  well-defined  dyeing 
properties,  and  gives  with  mordanted  wooUen 
cloth  the  following  shades  (P.  &  W.) : — 

Chromium.      Aluminium.        Tin.  Iron. 
Brownish-yellow.     Yellow.       Lemon-    Deep  olive 
yellow.  brown. 

Galangin  GigHmO^,  the  second  constituent 
of  galanga  root,  crystaUises  in  yellowish-white 
needles,  m.p.  214°-215°,  soluble  in  alkaline 
solutions  with  a  yellow  colour.  With  acetic 
anhydride,  it  gives  a  triacetyl  derivative 
Ci6H;05(G2H30)3,  m.p.  140''-142°  (Jahns),  and 


by  means  of  methyl  iodide,  a  dimethylether 
OioHsOalOCHj),,  m.p.  142°,  is  formed. 

Galaiigiu  gives  crystalline  cmupouiids  with 
mineral  acids  in  the  presence  of  acetic  acid,  and 
reacts  with  alcoholic  potassium  acetate,  yielding 
monopotassium  galangin,  yellow  needles  (P.  & 
W.).  When  fused  with  alkali,  phloroglucinol 
and  benzoic  acid  arc  obtained.  Galangin  is  a 
Mhydroxyflavotiol 

OH/'^i'^'^^r!—/ 


OH 

and  has  been  synthesised  by  Kostanecki  and 
Tambor  (Ber.  1899,  32,  2260),»by  a  similar  series 
of  reactions  to  those  employed  in  the  prepara- 
tion of  ksempferol. 

2-  Hydroxy-  4':  6'  -  dimethoxy  chalkone 


OGH, 


^— OH  CH— -(^ 


— GO— GH 


OCH3 

was  converted  into  the  corresponding  flavanone, 
and  the  latter  into  its  wonitrosoderivative. 
This  compound,  on  boiling  with  dilute  sulphuric 
acid,  gave  ]:3-dimethoxyflavonol  which,  when 
heated  with  hydriodic  acid,  was  transformed 
into  galangin.  Galangin  gives,  with  mordanted 
wooUen  cloth,  the  following  shades : — 

Chromium.     Aluminium.         Tin.  Iron. 
Olive-yellow.       Yellow.    Lemon-yellow.  Deep  olive. 

Galangin  monomethylether  CisH(,04(OCH3) 
was  first  isolated  from  galanga  root  by  Testoni 
(Lc).  It  crystaUises  from  methyl  alcohol  in 
bright-yeUow  prisms,  melts  at  about  300°,  and 
dissolves  in  strong  alkaline  solutions  with  a 
yeUow  colour.  Diacetylgalangin  monomethyl- 
ether CifiH^oOslGaHaO)..  forms  yellowish-white 
leaflets,  melting  at  175°-176°. 

When  air  is  aspirated  through  an  alkaline 
solution  of  galingin  monomethyl  ether,  it  is 
oxidised  with  formation  of  benzoic  acid  and 
phloroglucinol  (Perkin  and  Allison),  and  therefore 
possesses  the  constitution  : — 


OH 


OH 

Other  Sources  of  Ksempferol. 

Ka;mpferol  has  been  isolated  from  the  blue 
flowers  of  the  Delphinium  Gonsolida  (L.)  (Perkin 
and  Wilkinson,  Chem.  Soc.  Trans.  1902,  81.  580), 
and  in  addition  to  quercetin  from  the  flowers  of 
the  Primus  spirwsa  (L.)  (Perkin  and  Phipps,  ibid. 
1904,  85,  56).  Two  glucosides  of  this  colouring 
matter,  known  as  robinin  and  kcempferitrin, 
have  also  been  shown  respectively  to  exist  in 
the  flowers  of  the  Bobinia  Pseud-acacia  (L.)  and 
the  leaves  of  the  Indigofera  arrecta  (Hochst.). 

Robinin  was  first  isolated  from  the  flowers 
of  the  jB.  Pseud-acacia  by  Zwenger  and  Dronke 
(Annalen,  Suppl.  1861,  1,  263),  who  considered 
that  it  was  a  glucoside  of  quercetin.  Perkin 
(Ghem.  Soc.  Trans.  1902,  81,  473)  has  shown 
that  this  is  not  the  case. 

To  prepare  the  glucoside,  the  flowers  are 
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exhausted  witli  boiling  alcohol,  the  solution 
concentrated  by  evaporation,  and  poured  into 
water.  The  mixture  is  extracted  with  ether, 
and  the  aqueous  liquid  distilled  down  to  a  small 
bulk.  On  standing,  crystals  of  robinin  sepa- 
rate, which  are  purified"  by  crystallisation  from 
water. 

Eobinin  consists  of  pale  yellow  needles, 
sintering  at  190°  and  melting  at  ige^-lOT",  and 
when  air-dried  it  possesses  the  formula 

Boiling  dilute  sulphuric  acid  hydrolyses  robinin 
with  formation  of  kcempferol,  two  molecules  of 
rhamnose  and  one  of  glucose,  according  to  the 
following  equation  : — 

C!3.,H,,0,„+4H,0 

=tJi5Hi„0„+2C„Hi,0,  +  C«Hi„0,. 

It  is  consequently  a  most  interesting  glucoside, 
as  it  appears  to  be  the  first  known  substance  of 
this  class  which  yields  three  sugar  nuclei. 

Kfvm.fferilrin  (Perkin,  Chem.  Soc.  Trans. 
1007,  91,  437)  Cj^H^oOn.SJHoO  is  hydrolysed 
by  acids  with  production  of  ksempferol  and' two 
molecules  of  rhamnose.  A  description  of  this 
substance  is  given  in  the  article  on  Indigo, 
Naturat,.  a.  p. 

GALEA  V.  Resins. 

GALBANUM  v.  Gum  resins. 

GALENA  ((.Jcr.  Bleiglanz ;  Fr.  GaUnc). 
Native  lead  sulphide  (PbS),  the  principal  ore  of 
lead  (80-6  p.c).  It  crystallises  in  the  cubic 
system,  and  possesses  three  directions  of  jJerfcct 
cleavage  parallel  to  the  faces  of  the  cube.  Well- 
developed  cry.stals,  with  the  form  of  the  cube 
or  cubo-octahedron,  are  not  uncommon.  The 
massive  mineral  is  always  readily  recognised  by 
its  rectangular  stepped  cleavages  with  smooth 
and  brilliant  surfaces  and  a  lead-grey  colour : 
small  broken  fragments  have  the  form  of  culjes 
or  dice.  Further,  it  can  lie  readily  scratched 
with  a  knife  (H=2J)  yielding  a  black  powder, 
and  it  is  very  heavy  (sp.gr.  7-5).  Ore  with 
a  very  fine-grained  texture  may  present  some- 
what the  appearance  of  steel. 

The  presence  of  small  quantities  of  silver  in 
galena  is  of  importance  ;  though  usually  not 
more  than  a  few  ounces  per  ton  in  amount,  it 
may  reach  1  p.c.  It  is  probably  present  in 
solid  solution  as  silver  sulphide,  since  argentite 
{q.v.)  is  isomorphous  with  galena.  Examining 
polished  surfaces  of  galena  by  reflected  light 
under  the  high  powers  of  a  microscope,  A.  M. 
Finlayson  (Quart.  J.  Geol.  Soc.  1910,  66,  319) 
was  able  to  detect  fine  strings  of  native  silver 
running  along  the  cleavage  cracks  of  the  galena. 
"^I'his  was,  however,  only  detected  in  specimens 
taken  from  the  higher  levels  within  reach  of 
surface  watei's ;  specimens  taken  from  deeper 
levels,  where  there  has  been  no  secondary  altcra- 
tinn,  showed  no  native  silver. 

Galena  occurs  chiefly  in  veins  traversing 
rocks  of  various  kinds,  and  also  filling  cavities 
in  limestone.  It  is  abundant  in  all  lead-mining 
districts,  and  by  its  alteration  it  gives  rise  to 
cerussite,  anglesite,  and  other  secondary  lead- 
bearing  minerals.  The  use  of  galena  for  glazing 
pottery  gave  rise  to  the  names  '  potters'  ore,' 
alquifoux  (Fr. ),  and  archifoglio  (Ital.). 

L.  J.  S. 
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GALL-NUTS  or  GALLS  or  Oak  Apples.  (Noix  dc 
Galle,  Fr.  ;  Galkii,  GallapfeJa,  Ger.) 

Galls  are  excrescences  induced  on  plants  by 
the  attacks  of  animals  (especially  insects)  or  of 
other  plants  (especially  fungi),  which  stimulate 
plant  tissue  that  is  capable  of  growing  and 
cause  this  to  hypertrophy.  When  an  insect  is 
the  organism  responsible,'it  usually  infects  very 
young  parts  (of  roots,  stems,  or  leaves),  in  which 
it  deposits  eggs  from  which  there  develop  inside 
the  gall  larval  and  eventually  mature  insects. 

The  oak  apples  are  thus  caused  by  various 
species  of  gall  wasps  (Gynipida).  The  most 
important  of  these  are  those  of  north-temperate 
Europe  and  of  the  Levant.  Of  the  former,  one 
of  the  commonest  on  the  common  oak  Quercus 
sessifiora  (Salisb.)  and  Q.  peduncidata  (Ehrh.)  is 
caused  by  Gyniys  kollari,  and  is  like  a  yellowish- 
brown  marble  in  size  and  shape,  contains  one 
central  chamber,  and  eventually  shows  one  little 
exit  hole  through  which  the  in.sect  has  escaped. 

More  important  are  the  Levant  galls,  induced 
on  scrubby  oaks  belonging  to  the  species  Q. 
lusitanica  (Lam.)  [Q.  infectoria  (Oliver)],  which 
occurs  in  the  region  extending  from  Greece, 
through  Asia  Minor,  to  Persia.  The  insect 
responsible  is  Cynips  tinctoria  (Htg.) ;  this  causes 
a  gaU  by  laying  an  egg  in  the  young  stem,  which 
thereafter,  by  cell  clivision  and  growth,  swells 
into  a  gall  in  which  the  larva  develops.  The 
resultant  insect  may  die  inside  the  gall,  or  may 
bore  its  way  out  and  escape  through  an  exit 
hole.  Levant  galls  are  spherical  to  pear- 
shaiied  :  the  half  near  the  stalk  usually  has  a 
smooth  surface,  often  inclined  to  be  glos.sy, 
whereas  the  distal  half  is  raised  into  lumps 
which  are  often  conical  in  shape. 

The  Levant  gall  is  very  rich  in  tannin. 
Manceau  found  that  the  chemical  composition 
in  percentages  was  :  water  12-05,  ligneous  sub- 
stances 19-2,  tannin  58-52,  other  constituents 
10-21. 

Levant  galls  vary  in  quality  according  to 
the  region  of  origin,  time  of  collection  (including 
the  condition  as  to  whether  gathered  before  or 
after  the  insects  escape).  The  best  kinds  come 
from  the  Aleppo  district :  those  gathered  first, 
namely,  in  August  or  September,  are  of  the 
highest  quality,  and  are  green,  but  subsequently 
become  dark-coloured  and  harder :  those 
gathered  somewhat  later  are  white,  while  the 
galls  allowed  to  hang  until  winter  are  reddish- 
brown.  Three  qualities  of  Levant  galls  may  be 
distinguished:  (i.)  Aleppo  galls,  small  (2.5  cm. 
in  diameter),  dark-green  to  black  in  colour ; 
(ii. )  lighter-coloured  galls,  presenting  the  appear- 
ance of  having  been  powdered  on  the  surface ; 
(iii.)  Smyrna  galls,  larger  (3-5  cm.  in  diameter), 
usually  yellowish  in  tint.  In  water,  the  dark- 
hued  galls  sink,  whereas  the  inferior  lighter- 
tinted  galls  (even  when  dyed  to  imitate  the 
former)  float. 

Galls  (oak  apples)  of  the  same  type  are 
obtamed  in  Southern  Europe  from  scrubby 
specimens  of  Quercus  sessilifiora  (Salisb.)  and 
Q.  pidtescens  (WOld.). 

GALLACETOPHENONE  v.  Ketones. 

GALLAMINE  BLUE,  GALLANILIC  BLUE, 
-VIOLET  V.  OxAzmE  colouring  matters. 

GALLEIN.  Anthracene  violet  {v.  Alizarin  and 

ALLIED  COLOURING  MATTERS). 

GALLIC  hZlH,"  i-A:b-Trihydroxyhcnzoic  acid 
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CfiH2(OH)3COOH,  occurs  in  sumach,  divi  divi, 
Chinese  tea,  and  various  other  plants  (Sten- 
house,  Annalen,  45,  9  ;   Hlasiwetz  and  Malin, 
Zeitsch.  Chem.  1867,  271  ;  Kawalier,  J.  1852, 
683;   Perkin  and  Gunnell,  Chem.  Soc.  Trans. 
1896.    1307;     Easterfield,    ihnl.    1901.  122; 
(Iriittner,   Arch.  Pliarm.  236,  293).  Formed 
from  tannin  by  boiling  with  dilute  sulphuric 
acid,   or  when   solutions  of  tannin  become 
mouldy  (Niernstein,  Chem.  Zeit.  33,  126;  Ber. 
1910,  628),  or  by  heating  tannin  with  zinc 
(Iljin,  J.  pr.  Chem.  80,  [2]  332).    In  order  to 
prepare  it,  finely  powdered  gall-nuts  are  mace- 
rated for  some  days  with  cold  water,  and  the 
decanted  liquid  is  exposed  to  the  air  and  allowed 
to  become  covered  with  mould.    An  addition  of 
yeast  is  advantageous.    The  gallic  acid,  which 
separates,  is  purified  by  recrystallisation  from 
boiling  water  (Wittstein,  J.  1853,  435  ;  Tieghem, 
Zeitsch.  Chem.  1868,  222;  Scheele  and  Steer, 
J.  1856,  482).    Heinemann  (Fr.  Pat.  314863; 
J.  Soc.  Chem.  Ind.  1902,  415)  boils  the  aqueous 
extract  of  galls  with  5  p.c.  by  weight  of  sulphuric 
acid  for  about  5  hours.    The  reaction  is  com- 
plete when  a  drop  of  the  solution  gives  no 
precipitate  with  a  gelatin  solution  {v.  also  Soc. 
Anon.  Manuf.  de  Prod.  Chimiques  et  Pharm. 
J.  Soc.  Chem.  Ind.  1900,  553).    It  is  soluble  in 
3  parts  of  boiling,  in  130  parts  of  cold  water; 
crystallises  in  silky  needles  or  triclinic  prisms  from 
water  with  1  mol.  HjO,  which  it  loses  at  120°  ;  is 
most  readily  soluble  in  acetone  (Rosenheim  and 
Sehidrowitz,  Chem.  Soc.  Trans.   1898,  882) ; 
melts  at  222°-240°;  and  when  heated  to  a 
higher  temperature  decomposes  into  carbon 
dioxide  and  pyrogaUol  (Braconnot,  Annalen, 
1.  26 ;  Pelouze,  ibid.  10,  159  ;  Liebig,  ibid.  101; 
47  ;  de  Luynes  and  Esperandiew,  Zeitsch.  Chem. 
1,  [2]  702  ;'  Thorpe.  Pharm.  J.  11,  [31  990).  By 
heating  equal  weights  of  gallic  acid  and  aniline, 
gallanilide  is  formed,  which  may  be  used  as  a 
germicide.    It  is  non-toxic.    When  gaUic  acid  is 
heated  with  twice  its  weight  of  aniline,  and  the 
aniline  pyrogaUate  thus  formed  is  boiled  with 
benzene,  pure  pyrogaUol  is  obtained  (Cazeneuve, 
Bull.  Soc.  chim.  7,  [3]  549  ;  11,  81,  82  ;  Compt. 
rend.  117,  47).    By  the  destructive  distillation 
of  ethyl  gaUate,  pyrogaUol,  ethyl  alcohol,  and 
ruflgallic  acid  (hexahydroxyanthraquinone)  are 
produced  (Perkin,  Chem.  Soc.  Proc.  1902,  254). 
RufigaUic  acid  is  also  formed  when  gallic  acid 
is  heated  with  concentrated   sulphuric  acid 
(Robiquet,  Annalen,  19,  204  ;  Wagner,  Chem. 
Zentr.  1861,  47  ;  Lowe,  J.  pr.  Chem.  [i]  107, 
296  ;  Jaffe,  Ber.  1S70,  694 ;  Klobukowski  and 
Noelting,  ibid.  1875,  819 ;    1876,  1256  ;  1877, 
880 ;  Widmann,  ibid.  1876,  856),  and  on  reduc- 
tion  with   sodium    amalgam   yields  alizarin 
(Widmann,  I.e.  ;  BuU.  Soc.  chim.  24,  [2]  359). 
By  heating  a  mixture  of  galUc  and  benzoic  acids 
with  sulphuric  acid,  anthraga.llol  (trihydroxy- 
anthraquinone)  is  produced  (Seuberlich,  Ber. 
1877,  39). 

Gallic  acid,  on  oxidation  with  nitric  acid, 
chlorine,  or  copper  sulphate  and  alkali,  yields 
oxalic  acid  as  the  main  product  (Boettinger, 
Annalen,  257,  248  ;  260,  337  ;  Bietrix,  Compt. 
rend.  122,  1545) ;  oxidation  with  persulphates 
in  the  presence  of  acetic  and  sulphuric  acids, 
yields  ellagic  acid  (Perkin,  Chem.  Soc.  Trans. 
1905,  1412),  and  in  the  presence  of  dilute  sul- 
phuric acid,  flavellar/ic  ar,id  (Perkin,  ibid.  1906, 


252) ;  electrolytic  oxidation  ^\'it'h  potassium 
ferricyanide  in  the  presence  of  sodium  acetate 
or  other  electrolytes,  yields  purpurogaUincar- 
boxylic  acid  (A.  G.  and  F.  M.  Perkin,  ibid.  1904, 
254;  1908.118;  Perkin  and  Nierenstein,  ji?W. 
1905,  1429) ;  oxidation  in  alkaline  solution  yiehls 
gallqflavin.  GaUic  acid  is  not  reduced  a])- 
preciably  in  acid  or  neutral  solution,  but  in 
alkaline  solution,  benzoic  acid  is  formed  (Gard- 
ner and  Hodgson,  Chem.  Soc.  Proc.  1908,  272  ; 
Guignet,  Compt.  rsnd.  113,  200).  GaUic  acid 
and  its  derivatives  undergo  condensation  with 
nitrosodialkylanilines  to  form  dycstuffs  of  the 
oxazine  or  gallo-cya.ninc  group  (Patent  Literature, 
Frdl.  i.  267-270 ;  ii.  158,  167-173  ;  iv.  485, 
506 ;  V.  also  OxAziNE  colouring  matters)  ;  with 
o-nitrosonaphthols  or  o-aminonaphthols  to  form 
brown  dyestuffs  used  in  tanning  (Ashworth  and 
Sandoz,  D.  R.  P.  75633,  75634  ;  Frdl.  iv.  504, 
505) ;  with  salicylic  acid  by  means  of  phos- 
phorus oxychloride  to  produce  salitannol,  an 
antiseptic  used  for  dressing  wounds  (Bayer  & 
Co.,  Eng.  Pat.  9898  ;  J.  Soc.  Chem.  Ind.  1898, 
487  ;  Doebner,  D.  R.  P.  94281  ;  Chem.  Zentr. 
1898,  i.  229) ;  With,  acetaldehyde  and  benzalde- 
hyde,  yielding  compounds  which  become 
coloured  when  dissolved  in  acids  (Kahl,  Ber. 
1898,  161);  with  acetic  acid  and  acetic  anhy- 
dride to  yield  mono-  and  di-  acetyl  derivatives 
of  gaUic  anhydride.  These  substances  are 
insoluble  in  alkali,  and  so  can  be  used  instead  of 
tannin  for  medicinal  purposes,  as  the  latter  is 
soluble  in  the  stomach  juices  (Bayer  &  Co., 
Eng.  Pat.  1228  ;  J.  Soc.  Chem.  Ind."  1895,  297). 
Gallic  acid  is  also  used  in  the  preparation  of 
ihionine  dyestuffs  (Nietzki,  D.  R.  P.  73556, 
76923,  79172  ;  FrcU.  iii.  360  ;  iv.  455,  456). 

Gallic  acid  condenses  with  formaldehyde  to 
jneld  four  distinct  methylenedigallic  acids, 
yielding  dyestuffs  on  ti'eatment  with  nitro- 
sulphuric  acid  in  sulphuric  acid  solution  (Mohlau 
and  Kalil,  Ber.  1898,  259).  It  forms  compounds 
with  albuminoids  (Worner,  D.  R.  P.  189334; 
J.  Soc.  Chem.  Ind.  1908,  644),  and  with  ferments 
(D.  R.  P.  198305  ;  J.  Soc.  Chem.  Ind.  1908,  713). 
It  is  absorbed  by  organic  colloids,  this  being  of 
interest,  since  it  bears  on  the  theory  of  dyeing 
and  tanning  processes  (Dreaper  and  Wilson, 
J.  Soc.  Chem.  Ind.  1906,  515).  Complex  salts 
of  gaUic  acid  (v.  Silbermann  and  Ozorovitz. 
Chem.  Zentr.  1908,  ii.  1024).  Derivatives  of 
gaUic  acid  {v.  Power  and  Shedden,  Chem.  Sor. 
Trans.  1902,  73). 

Basic  bismuth  gallate  (Dermatol) 
C,H305Bi,2H20 
is  prepared  from  bismuth  hydroxide  and  gaUic 
acid,  or  from  bismuth  nitrate  and  gallic  acid  in 
the  presence  of  potassium  nitrate  and  acetic 
acid.  It  is  a  yellow  powder,  but  is  obtained 
erystaUine  by  the  second  method  given  above 
(Thibault,  J.  Pharm.  14,  [vi.]  487  ;  25,  [^^i.]  268  ; 
May,  Amer.  J.  Pharm.  80,  208  ;  Causse,  Compt. 
rend.  117,  232;  Fischer  and  Griitzner,  Arch. 
Pharm.  231,  680).  Bismuthhydroxyiodogallatc 
(Airol)  is  a  greenish-grey  powder  (Haegler, 
Chem.  Zentr.  1896,  i.  764;"  ToreUi,  ibid.  1898,  i. 
857;  Hoffmann,  Traub  &  Co.  D.  R.  P.  80399. 
82593;  Frdl.  iv.  1122,  1123).  Both  compounds 
are  inodorous  antiseptics,  and  may  be  used  as 
substitutes  for  iodoform. 

Methyl  ester  (HOaCoHj-COaCH^.  Prepared 
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by  dissolving  gallic  acid  in  hot  methyl  alcohol, 
and  treat  ing  the  solution  ^\'ith  hydrogen  chloride. 
The  alcohol  is  distilled  off,  the  residue  flried  and 
recrystaUised  from  hot  water  (Kern,  Eng.  Pat. 
rmi;  D.  R.  P.  4578<5;  Frdl.  ii.  167;  Ham- 
burg, Monafcsh.  19,  .594):  ni.p.  (anhydrous  from 
methyl  alcohol)  202°  ;  from  hot  water,  crystals 
contain  water  of  cry.stallisation,  wlrich  is  driven 
off  at  100°-110°. 

Detection  and  Estimation. — Gallic  acid  gives 
a  bluish- black  precipitate  with  ferric  chloride, 
but  does  not  precipitate  gelatin.  On  adding 
1  c.c.  of  (1  :  .30)  potassium  cyanide  solution  to 
a  1  p.c.  sohition  of  gallic  acid  and  agitating,  a 
ruby-red  colour  is  produced,  which  disappears 
on  standing,  but  is  regenerated  by  agitation. 
PyrogaUol  and  tannic  acid  give  yeUowish-red 
solutions  (Griggi,  Boll.  Chim.  Farm.  38,  6). 
Boettinger  (Annalen,  250,  341  ;  J.  8oc.  Chem. 
Ind.  1900,  450)  heats  gallic  acid  with  double  its 
weight  of  phenylhydrazine  to  100°,  boils  the 
solution  for  a  few  seconds,  and  then  lets  one  drop 
fall  into  a  beaker  containing  water  made  alka- 
line with  caustic  soda,  when  an  orange  or 
golden-yellow  colouration  is  produced.  Tannic 
acid  gives  a  blue  colouration  changing  to  yellow. 
In  estimating  gallic  acid  in  tannins,  it  is  always 
necessary  to  separate  it  from  the  tannic  acid, 
which  is  also  present  (Spica,  Gazz.  chim.  ital. 
31.  ii.  201;  Harnack,  Arch.  Pharm.  234, 
537  ;  Buchner,  Annalen,  53,  537 ;  Hinsdale, 
Chem.  News,  64,  51  ;  Dreaper,  J.  Soc.  Chem.  Ind. 
1893,  412  ;  Chem.  News,  90,  111  ;  Procter  and 
Bennett.  J.  Soc.  Chem.  Ind.  1906,  251  ;  Jean, 
ibid.  1900,  382). 

GALLIPEi'NE  v.  Cuspaeia  bark. 

GALLISIN     (iso-MALTOSE)     v.  Caebo- 

HYDRATICS. 

GALLIUM.  Ga.  At.wt.  69-9  (Boisbaudran). 
Is  very  widely  distributed  in  nature,  although 
always  occurring  in  minute  quantities.  It  is 
found  in  various  clay  ironstones,  in  haematites, 
in  various  aluminous  and  manganese  minerals 
and  ores,  in  some  meteorites  and  meteoric 
iron,  in  zincblendes,  pyrites,  etc.  (Hartley 
and  Ramage,  Chem.  Soc.  Trans.  1897,  533). 
Perhaps  the  richest  source  of  this  metal  is  the 
MidcUesborough  blast  furnace  metal  obtained 
from  the  Cleveland  clay  ironstone,  the  cast  iron 
containing  1  part  of  gaUium  per  33,000  parts  of 
iron.  Gallium  belongs  to  the  aluminium  group 
of  elements  ;  it  is  the  eka-aluminium  predicted 
liy  Mendeh'eff,  and  was  discovered  by  Bois- 
l)audran  in  1875,  by  means  of  spectroscopic 
analysis,  in  the  zincblende  of  Pierrefitte  in  the 
Pyrenees  (Compt.  rend.  1892,  114,  815).  A 
quantity  of  the  element  was  prepared  by 
Boisbaudran  and  Jungfleisch  (Compt.  rend. 
1878,  8fi,  475). 

Gallium  is  a  bluish- white,  hard,  tough, 
slightly  malleable  metal :  sp.gr.  5-9,  sp.ht.  0-080 
and  of  higher  sp.  resistance  than  the  alkali 
metals.  It  fuses  at  30-1°,  forming  a  silver-white 
liquid,  resolidifying  very  slowly  even  at  0°.  If, 
however,  a  fragment  of  solid  gallium  is  intro- 
duced, it  solidifies  rapidly  in  pyramidal  mono- 
clinic  crystals.  The  molten  metal,  if  poured  on 
to  a  glass,  covers  the  surface  with  a  bright 
mirror-like  deposit.  The  metal  is  non-volatile 
at  a  red  heat,  is  slowly  and  superficially  tarnished 
in  air  or  water.  It  is  attacked  by  the  halogens, 
and  dissolves  in  hydrochloric  acid  and  in  potash 


I  solution  with  evolution  of  hydrogen.  In  nitric 
I  acid,  it  chssolves  on  warming,  Mitli  evolution  of 

oxides  of  nitrogen, 
j  Compounds.  Gallium  oxide  <4a,>0;i  is  a. 
white  powder  reduced  by  hydrogen  at  a  bright 
red  heat,  and,  according  to  Winkler  (Ber.  1890, 
23,  788),  also  by  magnesium  :  the  hydroxide  is 
insoluble  in  water,  but  soluble  in  alkalis. 
Chlorides,  GaCl.,,  GaCU,  an  oxychloride,  brom- 
ides, iodides,  sulphates,  sulphides,  a  nitrate,  an 
alum  Ga2(S04)3-(NH4)2S04,24H20,  and  a  silico- 
tungsta.te  have  been  jwepared  (Dupre',  Compt. 
rend.  1878,  86,  720;  Boisbaudran,  Ann.  Chim. 
Phys.  1877.  [5]  10.  126;  Wyruboff,  Bull.  Soc. 
franc.  Min.  1896.  19.  240). 

GALLOCYANINF  r.  Oxazine  coloueing 
matters. 

GALLOFLAVIN.  This  dye,  which  can  be 
fixed  onmoi-dantcd  iibres  like  alizarin,is  obtained 
by  the  action  of  air,  i.e.  oxygen,  on  alkaline 
solutions  of  gallic  acid.  The  process  of  oxida- 
ti(jn  deiJends  on  the  amount  of  alkali  present. 
In  practice,  5  parts  of  gaUie  acid  are  dissolved 
in  80  parts  of  alcohol  of  96°Tw.  and  100  parts  of 
water.  The  cooled  solution  is  gradually  mixed 
with  17  parts  of  caustic  potash  solution  of  30°B., 
stirring  all  the  while,  and  never  allowing  the 
temperature  to  rise  above  10°.  It  is  then 
exposed  to  the  action  of  oxygen,  either  by 
blowing  air  through  it  or  by  agitating  it  briskly. 
The  progress  of  the  oxidation  shows  itself  by 
the  liquor  assuming  at  first  an  olive-green  or 
greenish-brown  colour,  until  finally  a  crystalline 
precipitate  separates  out.  When  the  amount 
of  this  precipitate  no  longer  increases,  the  opera- 
tion is  finished.  The  mass  of  crystals  is  quickly 
filtered,  dissolved  in  warm  water,  decomposed 
with  hydrochloric  or  sulphuric  acid,  and  boiled 
when  the  dye  is  precipitated  in  the  state  of 
glistening  greenish-yellow  plates.  These  are 
washed,  and  can  then  be  apphed  for  dyeing  or 
printing. 

GaUoflavin  dyes  cotton  mordanted  with 
alumina  greenish-yellow,  which  turns  into  a  very 
brilliant  yellow  by  treatment  with  tin  crystals. 
Wool,  mordanted  with  bichrome,  is  dyed 
olive-yellow,  copper  ag  mordant  gives  a  dark- 
brown,  and  stannous  mordant  dull-orange.  In 
practice,  only  chrome  mordants  are  used,  and 
the  shades  obtained  are  fairly  fast  to  light,  soap, 
ami  milling,  fast  to  dilute  acids  and  _  alkalis, 
but  do  not  compare  favourably  with  the 
alizarins.  The  colour  is  somewhat  sensitive  to 
chlorine. 

The  formula  CijHjOg  was  first  suggested 
for  galloflavin  (Bohn  and  Graebe),  and  subse- 
quently Ci-^HgOg  (Herzig).  The  substance 
crystallises  in  greenish-yellow  leaflets,  is  spar- 
ingly soluble  in  water,  alcohol,  and  ether,  more 
readily  soluble  in  glacial  acetic  acid  and  aniline. 
The  ■potassium  .salt  Ci^HiO^K,  (B.  &  Ci.)  is  a 
crystaUine  body  which  is  insoluble  in  alcohol 
and  cold  water.'    The  acetyl  derivative 

C,3H205(0-COCH3)4 

(B.  &  G.)  or  C:,  .,H.,04(0-COCH3)4  (H.)  crystallises 
from  benzene  or  ethyl  acetate  in  white  needles, 
m.p.  230°  (B.  &  G.),  230°-233°  (H.);  is  freely 
soluble  in  glacial  acetic  acid  and  cliloroform,  but 
does  not  dissolve  readily  in  alcohol  or  ether. 
The  chloracetyl  derivative  Ci3H205(0-COCH2Cl)4 
(B.  &  G.),  is  very  little  soluble  in  alcohol,  ether. 
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chloroform,  or  benzene,  easily  soluble  in  acetic 
acid,  and  crj'stallises  in  needles;  m.p.  210°-2]2°. 
( ialloflavin,  on  methylation,  yields  ielramctlioxi/- 
yaUofiavin  C,2H204(OCH3)4  (H.),  crystallising 
in  felted,  almost  colourless  needles  from  acetic 
ai  id  ;  m.p.  236°-239°.  When  this  compound  i."? 
nuickly  boiled  with  a.queou.s  potash,  and  then 
t  reated  with  .strong  liydrochlorio  arid,  it  yields 
a  crystalline  substauoe,  IrimrfJn/lisogaUoflavin. 
C,iH203(OCH3)3COOH  (H.),  difficultly  soluble 
in  alcohol,  and  crystallising  therefrom  in  fine 
wlute  needle.'!,  melting  at  253°-256°,  with  strong 
gas  evolution.  On  methylation  or  e.sterifica-tinn, 
tliis  yields  tetramethylisogallojlavin 

f'nH20.-,{OCH3)3COOCH'., 
(H.),  cry.stalbsing  from  alcohol  in  long  needles; 
m.p.  232°-234°.  Heated  under  reduced  pressure, 
trimethylisogaUoflavin  loses  carbon  dioxide, 
and  a  substance,  C„H303(OCH3)3  (H.),  di.stils 
over  at  270°-300°  (28  mm.  pressure),  which  sets 
to  a  yellowish-white  crystalline  mass,  is  difficultly 
soluble  in  alcohol,  and  can  be  crystallised  there- 
from in  white  crystals ;  m.p.  130°-134°.  On 
methylating  trimethylwogalloflavin  with  aque- 
ous alcoholic  potash  and  methyl  sulphate,  and 
finally  with  diazomethane,  there  is  obtained 
a  substance,  C,„H20{OCH3)4(COOCH3)2  (H.), 
cry.stallising  out  of  methyl  alcohol  and  melting 
at  92°-95°.  This  substance  is  easily  hydrolysed 
to  the  corresponding  dibasic  acid 

C,oH20(OCH3),(COOH)2 
(H.),  cry.staUising  from  cUlute  methyl  alcohol, 
and  melting  at  214°-215°  with  gas  evolution. 
This  dibasic  acid,  on  heating  under  reduced 
pres.sure,  loses  carbon  dioxide,  and  a  monobasic 
acid  C,„H30(OCH3)iCOOH  (H.)  distils  over 
at  260°-280°  (28  mm.  pressure),  which  sets  to  a 
solid,  and,  cry.stalhsed  from  ethyl  acetate,  melts 
at  132°-135°.  This  series  of  transformations 
from  tetramethylgaUoflavin  indicates  that  it 
probably  contains  two  lactone  bonds,  and  that 
galloflavin  itself  may  be  represented  as  : 

Oa  /CO 
I  /C,„H2(0H)/ 
O  ^  ^0 

References.— D.  R.  P.  37934,  1886  ;  Frdl.  i. 
567  ;  Knecht,  Rawson,  and  Loewenthal,  Manual 
of  Dyeing ;  Bohn  and  Graebe,  Ber.  20,  2328  ; 
Herzig  and  Tscherne,  Monatsh.  25,  603  ;  Herzig, 
Sitzungsberichte  der  K.  Akademie  der  Wissen- 
schaften  in  Wien.  Math-naturw.  klasse  Bd.  119, 
abt.  ii.  b,  Juni,  1910. 

GALLOGEN,  GALLOL  v.  Synthetic  DRtras. 

GALLOTANNIC  ACID  v.  Digallic  arid,  art. 
T.\NNms. 

GALVANISED  IRON  v.  Zmc. 

GAMBINE.  Nitroso-^-napJithol  {v.  Quinone- 

OXIME  DYES). 

GAMBIR  or  GAMBIER.  The  Malayan  name 
of  an  extract  obtained  from  the  Uncaria  Gambier 
(Roxb.).  It  is  the  Terra  japonica  of  tanners  {see 
Catechu). 

GAMBOGE  V.  Gum  resins. 

GAMMAM.  A  Tunisian  dyestufE  of  un- 
known origin. 

GANNISTER.  The  name  of  a  bed  of  liighly 
sLlicious  fire-clay  used  for  the  lining  of  the 
Bessemer  converter  and  for  similar  purposes. 
When  crushed,  and,  if  necessary,  mixed  with  plas- 
tic clay,  it  produces  a  highly  refractory  fire  brick. 


GARANCEUX  and  GARANCINE  k  Madder. 
GARBAGE  FATS.  Under  the  name  'gar- 
bage fats  '  may  bo  comprised  all  those  fats  con- 
tained in  house  and  other  refuse  which  do  not 
find  their  way  into  the  sewers.  Such  refuse  is 
generaUj'  collected  by  the  municipalities  and 
destroyed  as  soon  as  possible,  the  primary 
object  being  to  remove  it  rapidly  from  inhabited 
areas  and  dispose  of  it  in  a.  sanitary,  or  at  any 
rate  in  the  least  objectionable,  manner.  The 
system  in  vogue  in  this  country,  and  rapidly 
superseding  the  older  method  of  dumping  on 
waste  land,  is  to  destroy  the  refuse  in  specially 
designed  destructors,  after  a  rough  sorting  out 
of  tins,  iron  pots,  old  leather,  &c.,  has  taken 
place  in  the  destructor  works.  Thus  aU  putres- 
cible  matter,  together  with  the  fat  present,  is 
destroyed.  Hence  efforts  have  not  been  wanting 
to  recover  the  fatty  matter.  In  the  United 
States  of  America  e.speciaUy  methods  for  the 
disposal  of  garbage  have  been  developed.  An 
early  process  (worked  in  Buffalo  about  1885) 
consisted  in  extracting  the  garbage  with  light 
petroleum.  This  has,  however,  been  superseded 
by  cheaper  processes  comprised  under  the  term 
'  reduction  processes.'  These  processes  closely 
simulate  the  methods  used  in  the  rendering  of 
fish  oils  {see  Menhaden  oil),  and  slaughter- 
house greases. 

In  several  cities  of  America,  the  Arnold- 
Egerton  process  is  worked,  in  which  the  fatty 
matter  is  extracted  by  purely  mechanical  means. 
The  garbage  is  delivered  into  large  digestors,  in 
which  the  mass  is  boiled  with  steam.  After 
boiling  at  80  lbs.  pressure,  the  whole  mass 
collects  into  three  layers,  the  top  layer  of  which 
forms  the  separated  grease.  This  grease  is  sold 
for  the  manufacture  of  low-class  soaps  and  low- 
class  lubricants.  It  has  a  dark-brown  colour, 
and  is  characterised  by  a  large  amount  of  free 
fatty  acids  and  unsponifiable  matter.    J.  L. 

GARCINIA  INDICA  (Choisy).  A  plant 
belonging  to  the  order  Guttiferoe.  The  pericarp 
of  the  fruit  is  used  at  Goa  as  a  Spice,  and  the 
blood-red  acid  juice  as  a  lemonade.  The  seeds 
yield  30  p.c.  of  fat,  which  contains  50  p.c.  of 
stearic  acid.  The  cake  left  after  the  removal  of 
the  fat  contains  a  fine  red  colouring  matter 
soluble  in  water  and  alcohol  (Bonis  and  Pimentel, 
Compt.  rend.  44,  1355). 

GARLIC.  Allium  sativum  var.  vulgare  (Doll.). 
A  plant  extensively  used  as  a  condiment  in 
Spain,  Portugal,  Northern  Africa,  and  other 
countries, 

Konig  gives  as  its  average  composition — 

Water  Protein  Fat  Carboliydrates  Fibre  Ash 
64-6        6-8        0-1        26-3        0-8  1-4 

Among  the  carbohydrates  is  included  0-9  p.c. 
of  pentosans.  The  characteristic  odour  and 
flavour  of  garlic  are  due  to  an  essential  oil, 
amounting  to  about  0-2  p.c.  of  the  weight, 
which  consists  mainly  of  sulphide  and  aUyl 
jsothiocyanate,  the  former  largely  predominat- 
ing. A  wild  species.  Allium,  vineale,  is  a 
troublesome  weed  in  pastures  and  meadows, 
and  when  eaten  by  dairy  cows  imparts  its 
disagreeable  flavour  to  the  milk.  H.  I. 

GARNET  (Ger.  Granal ;  Fr.  Greiuit).  A 
group  of  minerals  differing  widely  in  chemical 
composition,  but  aU  conforming  to  the  general 
orthosiJicate    formula    R3"R2"'(Si04)3,  where 
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R"=Ca,  Fe,  Mg,  Mn  ;  and  R"'=A1,  Fe,  Cr,  or 
rarely  Ti.  The  following  principal  types  may 
1)0  distinguished  : — 

Ciilcium-iron-garnet  Ca3l''e2Si3Uj2  Andradito 

Calcium-chromium-garnet      Ca3Cr2Si30i2  Uvarovite 
Calcium-aluminium-garnet     CajAl^SigOjj  Grossularite 
Iron-aluminium-garnet         FejAljSijOjj  Almandine 
Magnesium-aluminium-garnet  Mg3AloSi30i2Pyrope 
Maiiganese-aluminium-garnet  Mii3A!2Si30j2Si)essartitc 

Only  exceptionally  is  the  composition  of 
actual  garnet  crystals  as  represented  above.  As 
a  rule,  several,  or  even  all,  of  these  compounds 
enter  into  isomorphous  mixtures  ;  and  whilst 
there  is  generally  a  preponderance  of  one  or 
other  of  them,  this  is  not  always  the  case.  Ail 
the  members  of  the  group  crystallise  in  the  cubic 
system,  usually  with  the  form  of  the  rhombic- 
dodecahedron  or  the  icositetrahedron,  or  a  com- 
bination of  these.  The  crystals  are  often 
rounded  or  granular  in  form.  There  is  no 
cleavage,  and  the  lustre  often  inclines  to 
resinous  in  character.  Corresponding  with  the 
wide  range  in  chemical  composition,  these 
minerals  exhibit  a  wide  range  in  colour  (yellow, 
brown,  red,  green,  black,  rarely  colourless,  but 
not  blue),  transparency,  sp.gr.  (.3-15  to  4-3), 
liardness  (6J-7J),  and  mode  of  occurrence. 
'I'liey  occur  as  primary  constituents  of  igneous 
rocks;  in  gneisses,  schists,  and  crystalline 
limestones;  in  veins  and  encru.sting  the  walls 
of  crevices  in  rocks.  Granular  rocks  composed 
u  holly  of  garnet  are  also  known. 

'.rhe  chief  application  of  garnet  is  as  a  gem- 
stone,  of  which  there  are  several  bea\ifciful 
varieties.  Hessoniie,  or  cinnamon-stone,  is  a 
variety  of  calcium-aluminium-garnet,  contain- 
ing small  amounts  of  ferrous  and  manganous 
oxides ;  its  colour  is  a  warm  yellowish-red. 
Almandine  is  deep  red,  often  with  a  violet  tinge. 
Pyrope  (Bohemian  garnet,  '  Cape  ruby  ')  is  a 
fiery  red.  Bhodolite,  a  variety  midway  between 
almandine  and  pyrope  in  composition,  is  remark- 
able for  its  delicate  rhododendron-red  colour. 
])eiiiantoid  is  a  calcium-iron-garnet  of  a  riclr 
emerald-green  colour  and  with  a  brilliant  lustre. 

rjarnet  is  also  used  as  an  abrasive  agents 
mainly  in  the  form  of  sand,  for  sawing  and 
grinding  stone  and  for  making  garnet-paper 
(often  sold  as  '  emery-paper  ').  Owing,  however, 
to  its  lower  degree  of  hardness,  it  is  of  less  value 
than  corundum  and  emery.  Practically  the 
whole  of  the  massive  garnet  used  for  this 
purpose  is  mined  in  the  eastern  United  States, 
principally  New  York,  but  also  Connecticut, 
Pennsylvania,  and  North  Carolina.  The  output 
airiounts  to  about  5000  tons  per  annum,  valued 
at  about  (>/.  per  ton.  In  the  garnet-mining 
district  of  the  Mittlegebirge  in  northern  Bohemia, 
the  small  material,  left  after  picking  out  the 
stones  suitable  for  cutting  as  gems,  is  used  for 
gravelling  garden  walks.  L.  J.  S. 

GARNIlERITE.  A  hydrated  silicate  of  mag- 
nesium and  nickel,  of  importance  as  an  ore  of 
nickel.  It  is  soft  and  earthy,  greasy  to  the 
touch,  and  usually  of  a  bright  apple-green 
colour ;  sp.gr.  2-3-2-8.  The  composition  is 
variable  (SiOj,  35-52  ;  MgO,  2-37  ;  NiO,  2-50  ; 
HjO,  10-20  p.c),  and  the  material  is  probably 
a  mixture.  It  may  be  regarded  as  a  hydratefl 
magnesium  silicate,  allied  to  serpentine,  in 
which  variable  proportions  of  magnesium  are 


replaced  by  nickel.  The  darker  green  varieties 
are  sometimes  distinguished  by  the  name 
noiuneite  (from  Noumea  in  New  Calcd(inia),  the 
name  garnierite  (after  Jules  Garnier,  the  dis- 
coverer of  the  New  Caledonian  nickel  ores)  being 
reserved  for  the  lighter-coloured  varieties.  A 
chocolate-coloured  variety,  containing  iron,  has 
been  called  chocolite  (J.  Garland,  Nickel  Mining 
in  New  Caledonia,  Trans.  Inst.  Mining  and 
Metall.  1894,  2,  128,  224).  Nepouite,  from 
Nepoui,  New  Caledonia  (E.  Glasser,  Corapt. 
rend.  1906,  143,  1173),  is  a  finely  crystalline 
variety  for  which  the  formula  is  tjiven  ns 
3(Ni,Mg)0-2Si02,2H2O.  the  amount  of  nickel 
oxide  ranging  from  18  to  50  p.c. 

These  minerals  occur  in  veins  traversing 
serpentine  rocks  in  the  neighbourhood  of 
Noumea,  or  Numea,  the  capital  of  New  Cale- 
donia ;  and,  like  the  serpentine,  they  have  been 
produced  by  the  alteration  of  peridotite  rocks, 
the  olivine  of  which  contains  traces  of  nickel. 
Over  100,000  tons  of  these  nickel  ores  are  ex- 
ported annually  from  New  Caledonia. 

Large  deposits,  forming  beds  10  metres  in 
thickness,  of  the  same  type  of  ores  occur,  also 
in  connection  with  serpentines  and  olivine  rocks, 
at  Riddles,  in  Douglas  Co.,  Oregon.  The  nickel 
mineral  from  this  locality  is  sometimes  referred 
to  qenthite,  2NiO-2Mg6-3Si02,6H20.  Other 
similar  occurrences  are  met  with  and  to  soine 
extent  mined  at  Webster  in  North  Carolina,  at 
Texas  and  Lancaster  Co..  Pennsylvania  (gen- 
thite),  at  Revda  in  the  Urals  (revdanskite), 
anfl  near  Frankenstein  in  Prussian  Silesia, 
(pimelite,  alipite,  &c.). 

On  the  New  Caledonian  ores,  see  A.  Liver- 
sidge.  The  Minerals  of  New  South  Wales,  &c., 
1888,  275  ;  F.  D.  Power.  Trans.  Inst.  Mining 
and  Metall.  1900,  vol.  8.  42G,  with  bibliography  ; 
E.  Glasser,  Ann.  des  Mines,  Paris,  1903,  ser.  x. 
vol.  4,  363.  L.  J.  S. 

GAS,  AIR.  When  a  current  of  air  is  passed 
over  or  through  a  volatile  liquid  hydrocarbon, 
such  as  petrol,  gasolene,  or  benzene,  the  air 
becomes  charged  with  a  certain  amount  of  the 
vapour  from  the  hydrocarbon  and  is  rendered 
inilammable,  the  mixture  being  known  under 
the  name  of  '  air  gas.'  Of  the  various  hydro- 
carbons that  have  Ijeen  tried,  petrol  has 
proved  to  be  the  most  useful,  on  account  of  its 
extreme  volatility  and  freedom  from  impurities 
which  have  a  slower  rate  of  evaporation. 

Petrol  is  the  first  distillate  from  the  crude 
oil  as  it  comes  from  the  oil  well,  and  consists 
largely  of  pentane  CjH,,,  hexane  C|,H,4,  and 
heptane,  C-H,,,,  the  fir.st  liquid  members  of  the 
great  paraffin  group  of  hydrocarbons.  It  is 
volatUe,  and  has  a  flasli-point  )>e]ow  the  freezing 
point  of  water  :  one  gallon  of  petrol,  on  being 
vapourised,  will  give  28-4  cubic  feet  of  vapour, 
whilst  a  pint  of  it  poured  on  a  level  surface  will 
cover  about  80  square  feet  with  an  inflammable 
vapour,  through  which,  on  coming  in  contact 
with  a  light,  a  flame  will  spread  ;  and  100  cubic 
feet  of  air  can  be  made  higlily  explosive  by  the 
vapour  from  a  pint  of  petrol. 

Attempts  to  produce  an  illuminating  gas  by 
carburetting  air  with  the  vapour  of  some  volatile 
hydrocarbon,  date  back  to  1841,  and  until  1880 
the  mixture  was  made  rich  enough  to  produce  a 
luminous  flame.  This  meant  that  a  large  per- 
centage of  vapour  was  required,  but  on  this 
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account,  and  also  by  reason  of  tlie  varying 
quality  of  tlic  hydrocarbon  employed,  as  well 
.IS  the  iuefficieucy  of  the  carburettors,  it  proved 
\-ery  difticnlt  to  maintain  the  production  of  a 
gas  of  uniform  composition,  with  the  result  that 
the  amount  of  light  obtained  at  the  burners 
fluctuated.  Owing  to  these  drawbacks,  the 
development  of  lighting  by  means  of  car- 
buretted  air  remained  in  abeyance  until 
the  introduction  of  petrol  of  fairly  uniform 
composition  for  motor-cars  and  the  extended 
use  of  the  incandescent  mantle  turned  the 
attention  of  inventors  once  more  to  the  possi- 
liilities  of  the  process. 

Using  an  incandescent  mantle,  there  is  no 
need  for  a  rich  gas,  so  that  the  proportion  of 
hydrocarbon  vapour  can  be  reduced  to  a  con- 
siderable extent,  thus  doing  away  with  many  of 
the  troubles  attending  the  carburation  of  the 
air. 

If  air  be  passed  over  or  tlu-ough  a  vessel 
containing  petrol,  the  resulting  mixture  is  of 
very  uncertain  composition,  as  at  the  commence- 
ment the  more  volatile  constituents  evaporate 
very  quickly,  yielding  a  gas  which  is  far  too 
rich,  whilst  at  the  end  of  the  operation,  owing 
to  the  I0.SS  of  these  lighter  portions,  the  residue 
does  not  evaporate  at  anything  like  the  same 
rate,  so  that  the  air  cannot  take  up  the  requisite 
amount  of  vapour,  and  the  gas  is  of  poor  quality. 
Moreover,  when  evaporation  takes  place,  a 
certain  amount  of  heat  is  absorbed  or  rendered 
latent,  which  reduces  the  temperature  of  the 
petrol  in  the  carburettor,  and  as  the  temperature 
falls,  so  it  evaporates  less  readily,  thus  affecting 
the  composition  of  the  mixture.  It  is  essential, 
for  obvious  reasons,  that  a  gas  supply,  whether 
for  heating,  lighting,  or  power  purposes,  should 
be  as  constant  in  quality  as  possible,  and  this 
has  led  to  the  introduction  of  a  host  of  devices, 
the  aim  of  wluch  is  to  secure  a  gas  of  definite 
and  uniform  composition. 

In  the  majority  of  air-gas  generators  in  use 
at  the  present  time,  the  incandescent  mantle  is 
employed  to  develop  light  from  a  mixture  of 
petrol  vapour  and  air  so  poor  in  hydrocarbon 
that  it  gives  a  non-luminous  but  .sufficiently 
hot  flame  to  incandesce  the  mantle. 

AVhen  petrol  vapour  is  added  little  by  little 
to  air,  it  is  found  that  with  1-2  p.c.  of  vapour, 
a  flame  will  just  travel  through  the  mixture ; 
with  1-5  p.c,  the  mixture  burns  under  proper 
conditions ;  whilst  with  2  p.c,  the  mixture 
becomes  explosive,  increases  in  explosive  force 
up  to  2-6  p.c,  and  gradually  diminishes  in 
explosibility  until  5  p.c.  of  the  vajjour  is  pre- 
sent, when  it  becomes  non-explosive  and  burns 
quietly  once  more. 

It  is  clear,  therefore,  that  if  a  mixture  of  from 
1'5  to  1-8  p.c.  of  petrol  vapour  with  air  can  be 
made,  such  a  gas  will  burn  with  a  non-luminous 
flame  in  a  properly  constructed  burner  without 
the  addition  of  more  air,  and  which  will  be 
sufficiently  heating  to  incandesce  a  mantle, 
whilst  it  has  the  enormous  advantage  that,  if 
through  a  leak  it  should  escape  into  the  air, 
the  admixture  of  more  air  with  it  renders  it 
non-explosive  instead  of,  as  in  the  case  of 
ordinary  coal  gas,  giving  an  explosive  mixture. 

This  property  was  fir.st  utilised  by  Hooker 
in  his  safety  air  gas,  and  has  been  the  objective 
of  aU  air-gas  apparatus  makers  since  his  time. 
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as  it  enables  something  like  1400  to  ICOO  cubic 
feet  of  air  gas  to  be  made  from  a  gallon  of  petrol, 
and  yields  most  economical  result.s,  as  in 
properly  constructed  burners  such  gas  will  gi\ c 
about  0  candles  per  cubic  foot  consumed  wth 
an  incandescent  mantle. 

At  the  present  time,  air-gas  apparatus  may 
be  divided  into  two  classes  : 

( 1 )  Those  which  give  an  air-gas  containing 
over  5  p.c.  of  the  hydrocarbon  vapour,  and 
therefore  require  the  addition  of  air  in  a 
Bunsen  bvu'ner  before  combustion  in  the  mantle ; 
and 

(2)  Those  in  which  the  percentage  of  hydro- 
carbon vapour  is  under  2  p.c,  and  the  gas  is 
burnt  in  burners  of  proper  construction  without 
the  addition  of  more  air. 

To  the  first  class  belong  such  forms  of 
apparatus  as  the  '  At-rogen,'  in  wliich  the  gas  is 
afterwards  burnt  ■with  a  further  addition  of  air. 
Such  forms  of  apparatus  have  been  in  use  on 
the  Continent  for  many  years,  in  some  cases 
being  utilised  for  the  lighting  of  large  villages 
from  a  central  supply  station.  To  the  second 
class  belong  by  far  the  largest  number  of  genera- 
tors, such  as  those  made  by  the  '  Non-explosive 
Gas  Co.,' the  '  Praed,'  the  'Eos,'  the  'Safety 
Light,'  the  '  National,'  the  '  Globe,'  the  '  Loco,' 
'  Solux,'  '  Centenary,'  and  several  others. 

In  all  these  forms  of  machine,  the  apparatus 
is  designed  to  automatically  mix  or  evaporate 
the  petrol  with  air  in  the  right  proportion,  no 
matter  whether  it  supplies  a  large  or  small 
number  of  lights,  and  in  order  to  do  this  it  is 
useless  to  employ  carburettors  in  which  a  current 
of  air  flows  over  the  surface  of  or  through  the 
petrol,  and  the  besst  results  are  obtained  by 
introducing  small  quantities  of  petrol  into  a 
carburettor  of  suitable  form,  where  it  meets 
with  exactly  the  amount  of  air  necessary  to 
vapourise  it  entirely,  producing  the  gas  of  the 
required  composition.  This  is  done  in  several 
ways.  In  one  type  of  apparatus,  a  current  of 
air  is  forced  by  a  fan  driven  from  a  hot-air 
engine  through  the  carburettor,  where  it  meets 
with  the  supply  of  petrol,  which  is  pumped  up 
from  a  storage  tank  below  the  apparatus,  and 
entering  the  carburettor  at  the  top  in  the  right 
ratio  to  the  air  supply  is  injected  into  the  current 
of  air  as  a  spray,  thus  ensuring  immediate 
volatilisation. 

In  another  type  of  machine,  the  flow  of 
petrol  to  the  carburettor  is  regulated  by  a 
mercury  valve  contained  in  a  chamber  outside 
the  carburettor.  As  the  level  of  the  petrol  in 
the  carburettor  sinks,  so  the  mercury  seal  is 
opened,  allowing  more  petrol  to  flow  into  the 
carburettor  in  just  sufficient  quantity  to  replace 
the  loss.  In  a  third  sy.stem,  the  air  is  forced  in 
through  a  rotating  meter,  the  revolving  spindle 
of  which  works  the  regulator  of  the  petrol  tank. 
In  the  carburettor,  the  petrol  flows  on  to  the 
surface  of  a  sphere  or  ball,  round  which  the  air 
is  made  to  circulate  in  such  a  way  as  to  com- 
pletely evaporate  all  the  petrol,  the  mixture 
Iseing,  at  the  same  time,  well  agitated  by  a  fan 
to  ensure  thorough  mixJttion  and  uniformity  of 
composition. 

Another  form  of  apparatus  consists  of  a 
multi-chambered  turbine  arrangement.  The 
petrol  and  air  in  definite  quantities  are  admitted 
into  each  chamber  in  succession,  and  violently 
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agitated  therein,  vnth  the  result  that  the 
petrol  i.s  almost  instantly  vapoiirised,  the 
carburetted  air  being  discharged  into  a  central 
mixing  chamber  into  which  the  gas  from  each 
chamber  flows  before  it  passes  oif  to  the 
holder. 

The  motive  power  for  the  production  of  the 
necessary  pressure  uf  air  can  be  obtained  by  the 
slow  descent  of  a  weight,  by  water  power,  or, 
most  generally,  by  a  hot-air  engine  actuated  by 
the  combustion  of  a  small  portion  of  the  air  gas 
itself. 

The  drawback  to  the  use  of  a  falling  weight 
is  that,  unless  an  abnormal  length  of  fall  be 
arranged  for,  its  period  of  working  is  com- 
paratively shoi't  before  it  requires  winding  up 
again.  Water  is  reliable,  and  serves  well  where 
a  supply  is  available,  but  the  cost  is  high  if  it 
has  to  be  paid  for.  The  hot-air  engine  as  now 
made  consumes  but  a  very  small  amount  of 
gas,  and  is  of  simple  yet  reliable  construction  : 
it  runs  noiselessly,  and  can  keep  at  Avork 
or  indehnite  periods  with  the  minimum  of 
attention. 

The  burners  employed  for  the  combustion  of 
the  air  gas  naturally  vary  with  the  quality  of 
gas  made,  as  ^^■ith  gas  containing  below  2  p.c.  of 
vapour  no  admission  of  air  Ijefore  comljustion  is 
needed,  and  the  burners  have  to  be  packed  with 
small  tubes  or  wire  gauze,  so  that  if  by  any 
chance  an  exjjlosive  mixture  is  formetl  in  the 
generator,  owing  to  the  amount  of  petrol  vapour 
having  risen  to  over  2  p.c.,  flashing  back  to  the 
regulating  apparatus,  and  so  causing  an  explo- 
sion, would  be  prevented  :  with  those  machines 
which  give  a  mixture  richer  than  5  j).c.  in  vapour, 
a  burner  of  the  ordinary  fJunsen  type,  capable 
of  very  delicate  adjustment,  has  to  be  employed, 
but  in  no  case  must  an  apparatus  be  installed  in 
which  there  is  no  arrangement,  such  as  a  safety 
chamber,  between  the  burners  and  the  regu- 
lating chum  for  the  prevention  <jf  a  flash- 
back. 

With  regard  to  the  installation  and  distri- 
bution of  the  gas,  owing  to  its  sensitiveness  to 
atmospheric  conditions,  great  attention  should 
be  paid  to  the  arrangement  of  the  falls  in  the 
pipes,  and  siphons  should  be  inserted  where 
there  is  any  chance  of  a  deposit  accumulating. 
It  is  an  advantage  to  use  pijies  of  rather  larger 
diameter  than  would  be  adojited  for  coal-gas 
Jighting,  especially  for  installations  producing  a 
weak  gas,  as  the  volume  of  gas  consumed  jJer 
(^andle  power  is  more  than  double  that  of  coal 
gas,  but  existing  pipes  can  be  utUised  in  many 
cases,  providing  they  are  not  less  than  f  inch 
in  bore.  As  regards  the  fittings,  the  ordinary 
coal-gas  fittings  can  generally  be  employed, 
provided  the  gas  way  is  of  sufficient  size  to  be 
consistent  with  the  extra  volume  of  gas  con- 
sumed. 

The  heating  power  of  air  gas  is  of  course 
( lependent  upon  the  percentage  of  petrol  vapour 
which  it  contains,  and  as  the  different  com- 
mercial makes  of  petrol,  benzene,  &c.,  which 
could  be  employed  in  such  plants  vary,  it  is 
necessary  to  know  not  only  the  percentage  of 
petrol  vapour  present,  but  the  source;  of  such 
vapour.  The  variation  in  heating  power  of  the 
carburetting  material  used  in  air-gas  machines 
and  internal-combustion  engines,  is  shown  in  the 
following  table  : — 


Calorific  Values  (Net). 
(W.  Watson.) 


Bowley's  special 
Carles  s  . 
Express  . 
Ross 
Pratt 
Carburiiii! 
Shell  (ordinary) 
Dynol 

Siracar  benzol  . 
0-760  shell 
Coaline  . 
Pentane  . 
Hexaue  . 
Heptane  . 


Calorific  value  (net) 


Density 
at  15^ 


0-li84 
0-704 
0-707 
0-714 
0  719 
0-720 
0-721 
0-725 
0-762 
0-767 
0-846 
0-630 
0-680 
0-736 


Cals. 
per 
gram 


Cals. : 

per  B.Th.U. 
c.c.at  per  lb. 
15° 


10,660 
10,420 
10,020 
10,370 
10,S40 
10,380 
10,400 
10,290 

9,490 
10,140 

9,270 
10,230 
10,430 
10,400 


7290 
7340 
7080 
7400 
7430 
7470 
7500 
7460 
7230 
7780 
7840 
6450 
7090 
7650 


19,190 
18,760 
18,040 
18,670 
18,610 
18;680 
18,720 
18,520 
17,080 
18,250 
16,690 
18,410 
18,770 
18,720 


B.Th.U. 
per  gall, 
at  15" 


131,500 
132,;>O0 
127,600 
133,600 
134,100 
135,000 
135, 300 
134,600 
130,400 
140,300 
141,500 
116,300 
127,900 
138,100 


If,  therefore,  1500  cubic  feet  of  air  gas  bo 
made  '  I'om  1  gallon  of  Pratt's  spirit,  it  is  clear 
that  tlie  calorific  value  of  the  gas  will  be  J^li^, 
or  89  British  thermal  units  per  cubic  foot. 

V.  B.  L. 

GAS  CARBON  r.  Carbon  ;  also  Gas, 
Coal. 

GAS,  COAL.  During  the  17th  and  18th 
centuries,  several  observers  noticed  the  evolu- 
tion of  combustible  gas  in  the  neighbourhood 
of  coalfields,  which  burned  with  a  luminous 
flame,  and  also  that  a  gas  of  this  nature  was 
produced  by  the  distillation  of  coal  in  closed 
vessels,  but  the  first  to  carry  out  the  process  of 
the  distillation  of  coal  for  the  special  purpose  of 
producing  a  gas  for  use  as  an  illuminant  was 
William  Murdoch,  who,  in  1792,  lighted  his 
house  at  Rediuth  by  tliis  means.  At  that  time, 
Murdoch  was  in  charge  of  James  Watt's  con- 
densing steam  engines  recently  erected  at 
Cornish  mines  by  Messrs.  Boulton  and  Watt,  uf 
which  firm  he  was  the  representative,  and  on 
returning  later  to  the  works  of  Messrs  Boulton 
and  Watt  at  Soho,  Birmingham,  he  continued 
his  work  on  the  subject,  and,  probably  in  1798, 
lighted  a  part  of  the  works  with  coal-gas.  In- 
dependently of  Murdoch,  but  at  a  rather  later 
date,  Philippe  Lebon  of  Paris  also  employed  for 
lighting  purposes  the  gas  evolved  by  the  dis- 
tillation of  wood,  the  date  of  his  first  patent 
being  1799. 

From  1803  onwards,  installations  of  coal-gas 
plant  were  introduced  for  lighting  various 
liouses  and  factories,  largely  by  Murdoch  and 
Boulton  and  Watt,  but  they  do  not  apj)ear  to 
have  contemplated  the  erection  of  works  for  a 
public  supply  of  the  gas,  althougli  this  plan  had 
been  advocated  already  by  Lebon.  F.  A.  Winsor 
or  Winzer,  a  native  of  Moravia,  had  become 
acquainted  with  Lebon's  ideas  when  in  Paris, 
and  on  settling  later  in  London,  he  commenced 
an  agitation  for  the  foundation  of  a  company 
there  for  the  manufacture  and  supjjly  of  coal 
gas,  and  marred  though  liis  efforts  were  by 
gross  extravagance  of  statement  and  un- 
justifiable claims,  they  were  nevertheless 
eventuaUy  successful  in  1810  in  the  obtaining 
of  an  Act  of  Parhament  for  the  formation  of  a 
Statutory  Company  in  London,  wliich  two 
years  later  received  a  charter  of  incorporation, 
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and  still  contiuues  under  the  name  of  the  Gas 
Light  and  Coke  Co.,  London. ^ 

From  this  time  forward,  the  manufacture 
and  public  supply  of  coal  gas  has  .steadily  in- 
creased, but  until  the  last  quarter  of  the  19th 
century,  the  coal  gas  was  almost  exclusively 
employed  for  illuminating  purposes,  by  utilising 
the  luminosity  developed  by  burning  it  in  open 
flames,  and  the  quality  of  cliief  importance  was 
its  illuminating  power.  During  the  last  30 
years,  however,  the  conditions  have  completely 
altered,  owing  to  steadily  increasing  employ- 
ment of  the  gas  for  the  purposes  of  heating  and 
cooking,  and  for  the  ijroduction  of  power  by 
its  use  in  gas  engines,  for  which  purposes  the 
calorific  power  of  the  gas  is  the  chief  factor  of 
importance.  Moreover,  since  the  introduction 
of  the  incandescent  burner  by  Auer  von  Wels- 
bach  in  1887,  this  method  of  lighting,  in  which  a 
mantle  composed  of  thoria  and  ceria  is  heated 
to  incandescence  by  a  Bunsen  flame,  has,  to  a 
very  great  extent,  replaced  the  open  flame 
burners,  the  number  of  which  is  still  steadily 
decreasing,  probably  less  than  10  p.c.  of  he  gas 
supphed  being  now  thus  used.  With  the 
incandescent  burner,  the  light  evolved  is 
dependent  mainly,  though  not  entirely,  on  the 
calorific  power  of  the  gas,  but  has  no  direct 
connection  with  its  illuminating  power  when 


burnt  in  open  flames,  so  that  at  the  present 
time,  for  so  far  as  the  great  bulk  of  the  gas 
supplied  is  concerned,  its  calorific  power  is  the 
property  of  primary  importance. 

During  the  last  40  years,  great  progress 
has  also  been  made  in  the  manufacture  of  gas 
having  low  illuminating  power,  and  containing 
a  large  proportion  of  inert  gases  such  as  nitrogen 
and  carbon  dioxide,  but  wliich  can  be  produced 
at  a  low  price  and  has  stiU  sufficient  calorific 
power  for  employment  in  gas  engines  and  for 
furnace  heating,  and  such  gas  is  now  also  pro- 
duced in  very  large  quantities,  being,  in  most 
cases,  manufactured  at  the  works  where  it  is 
required,  and  not  distributed  from  a  central 
station  {see  Fuel).  Here,  however,  only 
the  production  of  what  is  ordinarily  known  as 
'  coal  gas  '  will  be  considered,  that  is,  the  gas 
distributed  for  public  use  and  capable  of  being 
employed  at  the  desire  of  the  consumer  for 
lighting,  heating,  or  jiower  purposes.  The 
magnitude  and  extent  of  this  industry  and  the 
manner  in  which  it  has  extended  during  the 
past  24  years  is  shown  in  the  following  table, 
giving  the  summary  of  the  figures  in  the  Board 
of  Trade  returns  from  aU  authorised  gas  under- 
takings belonging  to  statutory  gas  companies 
or  local  authorities  for  the  years  1885  and 
1909. 


Capital 
or  loan 
authorised 

Paid  up  and 
borrowed 

Tons  of 
coal  car- 
bonised 

Number  of 
cubic  feet  of 
gas  made 

Number  of 
cubic  feet  of 
gas  sold 

Length 
of  gas 

mains  in 
miles 

Number 
of  con- 
sumers 

Number 
of  public 
lamps 
lighted 

1885  . 
1909  . 

71,863,267 
154,500,093 

£ 

35,513,570 
132,123,284 

8,378,904 
15,225,320 

thousands 
84,637,727 
193,547,394 

thousands 
77,393,670 
177,686,943 

18,967 
35,230 

2,095,025 
6,164,066 

402,074 
712,903 

This  table  does  not  include  the  production 
of  some  private  companies,  but  their  total  output 
is  very  small,  and  would  not  materially  affect  the 
figures. 

In  addition  to  the  gas  output,  coke,  tar,  and 
ammonia  are  also  produced  in  large  quantities 
as  by-products.  The  exact  figures  for  coke  and 
tar  are  not  available,  but  approximately  6  to 
7  million  tons  of  coke  and  160,000,000  gallons  of 
tar  are  now  sold  annually  from  gasworks 
alone.  The  production  of  ammonia  from  gas- 
works in  1909,  calculated  as  sulphate,  was 
164,276  tons. 

Principles  of  manufacture.  Up  to  within 
the  last  few  years,  the  method  of  manufacture 
of  coal  gas  has  remained  in  its  general  principles 
almost  identical  with  that  employed  by  Murdoch 
and  his  immediate  successors  (prominent  among 
the  latter  being  Samuel  Clegg,  senr.,  and  his  son, 
Samuel  Clegg,  junr.),  although  in  detail  and  in 
the  magnitude  of  the  operations,  great  change 
has  taken  place.  So  far  as  the  actual  carbonisa- 
tion of  the  coal  is  concerned,  Murdoch,  after 
experimenting  with  different  types  of  retort, 
settled  down  to  the  employment  of  long,  narrow 
retorts  set  horizontally,  into  which  the  coal  was 
charged  all  at  once  in  such  a  manner  as  to  leave 
a  free  space  above  the  coal  throughfiut  the  whole 
length  of  the  retort,  the  charge  l)eing  then 
nllnwed  to  remain  in  the  retort  until  it  was  com- 

'  'For  a  lull  account  oi  the  early  history,  see  A 
History  of  tlie  Introduction  of  Gas  Lighting,  by  C. 
Hunt  (Walter  King). 


pletely  carbonised,  when  the  residual  coke  was 
raked  out  and  the  retort  recharged  with  coal ; 
and  this  jdan  is  still  the  one  employed  in  the 
great  majority  of  cases.  At  first,  cast-iron 
retorts  were  used,  but  the  rapid  wearing  out  of 
these,  especially  when  the  temperature  of 
carbonisation  was  increased,  soon  led  to  the 
substitution  of  fireclay  for  cast  iron,  and  such 
fireclay  retorts  have  long  been  in  universal  use, 
except  in  a  few  very  small  works. 

The  further  treatment  of  the  hot  volatile 
products  issuing  from  the  retorts  to  obtain 
a  gas  suitable  for  distribution,  still  gene- 
rally follows  the  lines  adopted  in  the  earlier 
days  of  the  industry.  These  products  are  first 
cooled  to  approximate  atmospheric  temperature, 
when  the  condensible  vapours  liquefy,  forming 
tar,  and  the  steam  always  present  in  quantity 
condenses  to  water,  the  latter  then  dissolving 
part  of  the  ammonia  present  in  the  gas  as  well 
as  other  gaseous  impurities,  especially  sul- 
phuretted hydrogen  and  carbon  dioxide.  The 
remainder  of  the  ammonia  is  removed  by 
washing  with  water  (wet  jjurification).  For 
the  further  purification  of  the  gas,  the  latter, 
after  removal  of  the  ammonia,  was  in  the 
earliest  stages  of  the  industry  passed  through 
milk  of  lime,  which  removes  the  whole  of  the 
sulphuretted  hydrogen  and  carbon  dioxide,  and 
some  of  the  carbon  disulphidc  jnesent  in  small 
amount,  but  the  use  of  milk  of  lime  was  soon 
replaced  by  that  of  slaked  lime  in  a  .slightly 
moist  condition  (dry  purification),  placed  in 
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layers  in  a  closed  purifier  constructed  in  such  a 
manner  that  the  gas  filtered  through  successive 
layers  of  this  material.  At  a  rather  later  date, 
hydrated  feme  oxide,  placed  in  simUar  puri- 
fiers, was  employed  for  the  removing  the  sul- 
phuretted hydrogen,  the  carbon  dioxide  being 
then  either  separately  removed  by  lime  or 
allowed  to  remain  in  the  gas. 

After  the  coal-gas  industry  became  firmly 
established,  there  was,  as  already  stated,  for  a 
long  time  no  material  alteration  in  principle  in 
the  manufacture,  but  very  considerable  changes 
took  place  in  the  details  of  the  plant  and  in  the 
construction  of  apj)aratus  of  large  size  to  deal 
with  the  constantly  increasing  demand.  Until 
about  1880,  gas  undertakings  were  subjected  to 
but  little  effective  competition  from  other  means 
of  producing  artificial  light,  especially  in  towns, 
but  from  that  time,  competition  has  steadily 
increased,  on  the  one  hand  from  the  electric 
light,  and  on  the  other  from  the  introduction  of 
cheap  mineral  burning  oils,  and  the  stiundus  of 
effective  comjjetition  has  resulted  in  a  much 
more  rapid  advance,  both  in  the  technical 
aspects  of  the  maimfacture  of  the  gas  and  in  the 
commercial  methods  adopted  in  its  sale. 

The  technical  advances  have,  until  recently, 
involved  no  great  alteration  of  principle,  and  have 
consisted  generally  in  improving  the  efficiency 
and  economical  working  of  the  plant  employed, 
and  in  the  introduction  of  mechanical  transport 
for  the  large  quantities  of  material  which  have 
to  be  dealt  with,  including  the  adoption  of 
labour-saving  machinery.  Further,  the  tem- 
peratures at  which  the  coal  is  carbonised  have 
been  increased,  resulting  in  a  larger  yield  of  gas 
per  ton  of  coal,  and  although  such  gas  is  of  lower 
illuminating  and  calorific  power,  the  falling  off 
is  much  less  than  the  increase  in  yield,  especially 
as  regards  the  now  more  important  quality  of 
calorific  power.  In  consequence  of  these  changes 
and  the  increased  use  of  gas  for  other  purposes 
than  that  of  lighting,  which  has  resulted  in  a 
more  uniform  demand  for  gas  over  the  24  hours 
of  the  day  and  in  the  summer  and  wnter 
months,  the  price  of  gas  has,  on  the  average, 
steadily  fallen,  in  spite  of  the  fact  that  the  cost 
of  the  raw  materials  and  the  rate  of  labour 
remuneration  have  risen  considerably. 

The  actual  price  varies  very  much,  accord- 
ing to  local  conditions,  such  as  the  magnitude 
1  if  the  works  and  its  distance  from  suitable  coal 
supplies,  and  also  with  the  character  of  the 
financial  and  technical  administration  of  the 
undertaking,  both  in  the  present  and  in  the  past. 
At  the  present  time  (1912),  the  lowest  price 
charged  is  Is.  2d.  per  1000  cubic  feet  for  general 
purposes  and  Is.  per  1000  cubic  feet  for  jjower 
purposes,  and  except  in  the  case  of  small  under- 
takings at  a  distance  from  the  coal-fields,  the 
price  now  rarely  exceeds  3s.  6d.  per  1000  cubic 
feet. 

In  the  United  States,  following  on  the 
develojjment  of  the  Pennsylvanian  oil- field  and 
resulting  cheap  oil  supply,  the  manufacture  of 
coal  gas  was  largely  superseded  by  that  of 
carburetted  water  gas,  that  is,  of  a  mixture  of 
water  gas  and  oU  gas  of  approximately  the  same 
illuminating  power  as  coal  gas,  and  now  about 
'  SO  p.c.  of  the  gas  supplied  consists  of  car- 
Iniretted  water  gas  ;  the  present  tendency  there 
appears,  however,  to  be  in  the  direction  of  a  re- 


covery in  the  percentage  of  coal  gas  produced. 
In  this  country  also,  since  1890,  carburetted 
water  gas  has  been  largely  manufactured  in 
many  undertakings,  and  mixed  with  the  coal 
gas  to  an  extent  which  mostly  does  not  exceed 
40  p.c.  of  the  total  output  of  the  works  making 
such  gas.  During  the  year  1909  the  total  pro- 
duction of  carburetted  water  gas  in  the  United 
Kingdom  amounted  to  rather  more  than  12  p.c. 
of  the  total  output. 

Gas  coal.  In  this  country,  by  far  the  largest 
proportion  of  coal  employed  for  gas-making 
piu'poses  is  of  the  character  known  as  bitu- 
minous caking  coal,  i.e.  a  coal  which,  in  addition 
to  yielding  a  large  volume  of  gas,  also  forms  a 
plastic  mass  during  the  early  stages  of  heating, 
and  then  subsequently  undergoes  carbonisation, 
and  results  in  the  production  of  a  coherent  coke 
of  good  commercial  value.  The  non-caking 
bituminous  coals,  oven  when  yielding  a  large 
volume  of  gas,  only  give  a  poor  coke,  having  the 
same  shape  and  size  as  the  pieces  of  coal  car- 
bonised, and  having  a  low  selling  value.  These 
are  therefore  only  employed  in  cases  where 
local  conditions  are  sucli  that  non-caking 
coals  are  obtainable  at  a  cost  sufficiently  below 
that  of  caking  coals,  to  compensate  for  the 
lessened  value  of  the  coke  jiroduced.  This  is 
especially  the  case  in  Scotland,  where  the 
Scotch  splint  coals  are  of  a  non-caking  or  only 
feebly  caking  quality. 

A  further  f^xception  to  this  rule  also  occm's 
in  the  case  of  cannel  coal,  which  was  formerly 
used  in  considerable  quantity,  as,  although  the 
coke  obtained  was  almost  useless,  it  gave  a  very 
large  yield  of  gas  of  high  illuminating  power, 
and  a  certain  proportion  of  cannel  was  therefore 
used  in  many  works  to  enrich  the  gas  given  by 
poorer  coals  to  the  statutory  quality.  At  the 
present  time,  however,  very  little  cannel  is 
employed :  firstly  because,  the  increasing 
!  scarcity  of  good  cannel  caused  a  rapid  increase 
in  its  price  some  20  years  ago,  on  which  account 
oil  from  petroleum  was  largely  used  in  its  stead 
for  enrichment,  either  by  making  this  into  oil 
gas  or  carburetted  water  gas  and  adding  these 
'  gases  to  the  coal  gas.  In  place  of  the  use  of 
i  cannel,  the  low-quality  gas  was  also  frequently 
enriched  by  carburetting  with  volatile  hydro- 
carbon vapours,  such  as  the  low-boiling  isaraffins 
and  benzene.  In  the  second  place,  owing  to 
the  lessened  imjjortance  of  illuminating  power, 
enrichment  of  the  gas  has  now  been  largely  given 
]  up,  and,  except  in  many  Scottish  undertakings, 
I  the  illuminating  power  has  now  mostly  been 
reduced  to  such  a  figure  as  can  be  obtained  direct 
from  the  caking  coals  most  readily  procuralJe 
in  the  locality  of  the  ijarticular  gas  undertaking. 

The  rich  cannel  coals  were  chiefly  obtained 
from  the  Wigan  coal-field  in  Lancashire  and  the 
'  Lanark  coal-field  in  Scotland,  but  the  supplies 
are  now  largely  exhausted.    I'oorcr  cannels  are 
'  found  to  some  extent  in  most  of  the  other  coal 
districts,  but  these  often  give  little  or  no  better 
I  yield  and  quality  of  gas  than  the  bituminous 
coals,  and  also  give  rise  to  a  very  low  quality  of 
coke,  and  are  therefore  only  used  when  the  price 
at  which  they  can  be  purchased  is  very  low. 

Structure  of  coals.  The  different  varieties 
j  of  bituunnous  coal  are,  for  the  most  jmrt,  built 
I  up  of  parallel  laminations  of  coal  substance,  antl 
I  the  appearance  and  structure  of  the  different 
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layers  in  a  lump  of  any  such  coal  diSer  very 
considerably ;  and  the  following  three  types  of 
coal  substance  may  generally  be  recognised. 

(1)  Cliarcoal,  or  '  mother-of-coal,^  or  '  smut.''  This 
appears  to  consist  of  vegetable  matter  which 
has  undergone  considerable  decomposition  before 
deposition,  and  is  soft  and  presents  the  fibrous 
structure  of  woody  matter  in  a  marked  manner. 

(2)  Pitch  coal.    This  is  bright  and  lustrous,  and 
breaks  with  a  conchoidal  fracture  and,  as  its 
name  indicates,  closely  resembles  pitch.    Such  I 
layers  are  generally  hard  and  brittle,  and,  though 
rich  and  bituminous  in  appearance,  usually 
yield  poor  coke,  and  contain  a  good  deal  of  { 
moisture.    (3)  Bright  hitwminous  coal.    These  [ 
layers  are  very  bright  and  brittle,  and  have  a 
cubic  fracture  :  the  actual  thickness  of  a  layer  1 
rarely  exceeds  an  eighth  of  an  inch,  but  thej' 
frequently  occur  together  without  appreciable 
parting  by  other  kinds  of  coal  substance,  and 
the  coal  is  then  usually  of  high  quality,  giving 
a  good  yield  of  gas  of  high  illuminating  and 
calorific  power  as  well  as  good  coke.    In  addi- 
tion to  the  different  layers  of  coal  substance, 
thin  layers  of  mineral  matter  are  of  frequent 
occurrence,    these    frequently    consisting  of 
calcium  carbonate  or  sulphate,  or  of  iron  pyrites. 
All  such  mineral  constituents  are  disadvan-  ^ 
tageous,  as  they  increase  the  percentage  of  ash 
in  the  resulting  coke,  but  the  last  is  especially 
objectionable,  as  it  also  increases  the  amount  of 
sulphur  impurity  to  be  removed  from  the  gas. 

Gannd  coal  is  hard  and'  tough  and,  when 
broken,  shows  a  smooth  or  conchoidal  fracture, 
quite 'different  from  that  of  common  coal.  It 
has  a  dull  greyish- black  colour,  and  externally 
appears  homogeneous,  apart  from  thin  ver-tical 
cracks  filled  with  calcareous  material  or  pyrites,  j 
but  the  coke  and  ash  obtained  from  it  show  I 
cUstinct  evidence  of  the  existence  of  horizontal 
layers.  The  percentage  of  ash  in  cannel  coal  is 
on  the  average  much  liigher  than  that  in  common 
coal,  and  the  coke  obtained  from  it  is  usually 
almost  valueless  in  consequence. 

Chief  sources  of  gas  coals.  Gas  coal  occurs 
in  aU  the  coal-yielding  areas,  but  the  chief 
suppUes  occur  in  the  Newcastle  or  Durham 
district.  South  Yorkshire,  Lancashire,  Derby- 
shire, and  North  Staffordshire.  Smaller  amounts 
are  obtained  from  North  Wales,  South  Wales, 
and  Somerset.  Generally  speaking,  in  order  to 
reduce  the  cost  of  carriage,  a  gas  undertaking 
obtains  its  coal  from  the  nearest  field  producing 
a  suitable  quality.  In  the  London  district, 
however,  and  also  for  the  most  part  in  the 
south  and  south-west  of  England,  the  main 
supply  is  drawn  from  the  Durham  field,  the 
greater  distance  away  of  these  collieries  being 
more  than  counterbalanced  by  the  fact  that  the 
coal  is  brought  for  the  greater  part  of  the  way 
by  coasting  steamers  instead  of  by  rail,  which 
reduces  the  rate  of  carriage. 

The  coals  obtained  from  the  different  seams 
in  the  same  district,  and  often  even  from  the 
same  seam,  vary  considerably  in  their  properties 
from  a  gas  maker's  point  of  view,  and  %vith  one 
and  the  same  sample  of  coal,  the  gas  results 
also  depend  greatly  upon  the  conditions  under 
which  it  is  carbonised.  Nevertheless,  the  coals 
from  each  district  have,  as  a  rule,  certain 
characteristics  which  distinguish  them  from  | 
those  of  other  localities    This  is  especially  ! 


the  case  with  the  coals  from  the  Durham  field, 
these,  for  the  most  part,  undergoing  carbonisa- 
tion more  slowly  than  the  others  under  similar 
conditions,  and  yielding  a  harder  and  denser 
coke.  They  also  yield  a  thicker  tar  of  higher 
sp.gr.,  and  in  general  give  a  somewhat  lower 
yield  of  ammonia.  The  North  Staffordshire 
coals  also  yield  coke  of  good  quahty,  the  gas 
coke  from  both  these  districts  being,  on  the 
average,  superior  to  that  from  Yorkshire, 
Derbyshire,  and  Lancashire  coal. 

Valuation  of  gas  coal.  The  simple  elemen- 
tary analysis  of  coal,  giving  the  percentages  of 
moisture,  carbon,  hydrogen,  oxygen,  nitrogen, 
sulphur,  and  ash,  affords  but  very  little  informa- 
tion as  to  its  value  for  gas-making  purposes.  If, 
however,  as  first  pointed  out  by  Bunte  (J. 
Gasbel.  1888,  31,  895),  the  figures  for  moisture 
and  ash  be  eliminated,  and  the  percentage 
composition  of  the  actual  coal  substance  calcu- 
lated, it  is  possible  to  judge  the  general  proper- 
ties of  the  coal  from  the  figures  obtained. 

St.  Claire  Deville  published  a  table  (p.  657), 
giving  the  results  obtained  from  five  typical 
samples  of  coal,  which  were  subjected  to  analysis 
and  gas- making  tests  in  the  coal-testing  plant  of 
the  Paris  Gas  Works.  Coals  of  Type  III. 
(7-5-9-0  p.c.  of  0  in  the  coal  substance) 
represent  the  best  type  of  gas-making  coals, 
giving  a  good  yield  and  quality  of  gas  and 
also  good  coke.  Coals  of  Types  I.  and  II. 
produce  much  coke  and  a  poor  yield  of  gas, 
whilst  with  Types  IV.  and  V.  the  gas  results  are 
good,  but  the  coke  is  poor  in  quality  and  quantity. 
The  conclusions  to  be  drawn  even  from  such 
analyses  are,  however,  at  most  only  of  a  very 
general  nature. 

Of  greater  value  and  more  rapidly  carried 
out  is  the  proximate  analysis  of  coal,  i.e.  the 
determination  of  moisture,  volatile  matter,  coke, 
and  ash,  and,  if  required,  of  sulphur,  which  is 
objectionable  as  an  impurity.  The  quantity  of 
volatile  matter,  i.e.  loss  of  weight,  exclusive  of 
moisture,  when  the  coal  is  ignited  in  absence 
of  air  (which  gives  conversely  the  percentage  of 
coke),  varies  according  to  the  manner  in  wliich 
the  heating  is  carried  out,  and  to  obtain  com- 
parable results  a  standard  method  of  heating 
must  be  adhered  to,  the  one  usually  adopted 
now  in  Great  Britain  and  America  being  that 
known  as  the  American  method  (J.  Amer.  Chem. 
Soc.  1899,  21,  1122),  which  is  as  follows  :  1  gram 
of  undried  powdered  coal  is  jjlaced  in  a  bright 
platinum  crucible  of  20  to  30  grams  weight, 
closed  with  a  well -fitting  lid  and  supported  in 
such  a  manner  that  the  crucible  bottom  is 
6-8  cm.  above  the  burner  top.  An  ordinary 
Bunsen  burner,  having  aflame  at  leasj  20  cm. 
long  when  burning  free,  is  emjjloyed  for  heating, 
which  is  continued  for  7  minutes.  The  upper 
surface  of  the  lid  should  be  free  from  carbon  at 
the  end  of  the  test,  but  the  under  surface  should 
remain  covered  with  a  black  film.  The  tests 
carried  out  in  this  manner  give  yields  of  coke 
which  approximate  very  fairly  to  those  found  in 
actual  practice  in  gasworks  and  coke-oven 
works. 

The  quantity  of  volatile  matter,  excluding 
moisture,  in  gas  coals  usually  varies  from  about 
27  to  35  p.c.  of  the  undried  coal,  or  from  29  to 
38  p.c.  of  the  actual  coal  substance,  coal, 
exclusive  of  moisture  and  ash. 
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Type  I. 

Type  II. 

Type  III. 

Type  IV. 

Type  V. 

1  Oxygen  . 
]()0  parts  of    cualj  Hydrof;eii  . 
substance  containj  f 'arbon 

(Nitrogen  (approx.) 

5-56 
5-06 
88-38 
1-00 

0-  06 
5-37 

86-97 

1-  00 

7-71 
5-40 
85-89 
1-00 

10-10 
5-53 

83-37 
1-00 

11-70 
5-64 

81-66 
1-00 

Moisture  content  of  air-dried  raw  coal 

2-17 

2-70 

3-31 

4-35 

6-17 

Total  weight  of  distillation  products  . 

,,          colvc  .... 

26-82 
73-18 

31-59 
68-41 

33-80 
06-20 

37-34 
62-66 

39-27 
60-73 

Gas,  per  cent,  coal  substance 

Tar  

Gas  liquor  ...... 

13-70 

3-  40 

4-  58 

15-08 

4-  65 

5-  22 

15-81 

5-  08 

6-  80 

16-95 
6-48 
8-62 

17-00 
5-59 
9-80 

Composition  of  the  Gas  in  pee  cent, 
by  voluinib. 
Carbon  dioxide  ..... 

Carbon  monoxide  ..... 

Hydrogen  ...... 

Methane  and  nitrogen  .... 

Heavy  hydrocarbons  .... 

1-47 

6-68 
54-21 
34-37 

3-27 

1-.58 
7-19 
.52-79 
34-43 
4-01 

1-72 
8-21 
50-10 
35-03 
4-94 

2-70 
9-85 
45-45 
36-42 
5-58 

3-13 
11-93 
45-26 
.3714 

5-54 

Specific  gravity  of  the  gas 

Gas  consumption  for  equal  candle  power 

0-352 
132-1 

0-376 
111-7 

0-399 
103-8 

0-441 
102-1 

0-482 
101-8 

The  actual  results  obtainable  from  a  coal  I 
sample  can  only  be  determined  by  tests  on  the  ' 
Tnanufacturing  scale,  and  for  this  purpose 
arrangements  are  made  in  many  works  by 
which  one  or  more  beds  of  retorts  can  be  iso- 
lated, and  the  gas  passed  through  special  con- 
<lensing,  purifying,  and  measuring  plant,  and 
either  the  whole  or  an  average  sample  of  the  gas 
collected  for  testing  :  the  coke,  tar  and  am- 
moniaeal  liquor  also  produced  are  measured  in 
a  suitable  manner.  In  large  undertakings,  a 
special  testing  works  is  sometimes  erected, 
capable  of  dealing  with  quantities  of  coal  up 
to  20  tons  a  day.  Small-scale  plants,  modelled 
to  represent  large-scale  practice  as  nearly  as 
possible,  cannot  be  relied  on  to  give  results 
obtainable  in  actual  practice,  as  it  is  impossible 
to  reproduce  the  conditions  sufficiently  exactly; 
l)ut  such  plants  are  of  use  in  giving  the  com- 
parative values  of  different  coal  for  gas-making 
purposes,  and  from  tests  made  with  different 
samples  in  one  and  the  same  plant,  a  fair  idea 
may  be  obtained  of  the  relative  values  of  different 
samples.  Such  apparatus  also  permits  of  the 
chocking  off  of  deliveries  of  coal  made  under 
contract  to  see  that  they  agree  with  the  value 
obtained  from  the  original  sample  tested  in  the 
same  plant. 

In  order  to  get  a  comparative  figure  of  the 
value  of  a  gas  coal,  where  illuminating  power  is 
the  chief  consideration,  the  number  of  cubic  feet 
obtained  per  ton  is  multiplied  by  the  illumi- 
nating power,  this  figure  being  known  as  the 
'  multiple.'  In  some  cases,  however,  this  is 
expressed  in  '  sperm  value.'  i.e.  the  number  of 
lbs  of  sperm  fas  used  in  the  manufacture  of  the 
Vol.  II.— T. 


j  statutory  sperm  candle),  equivalent  in  light- 
(  giving  power  to  1  ton  of  coal.  This  figure  is 
obtained  by  multiplying  the  product  of  yield 
and  illuminating  power  by  0  00343.  For  gas- 
works purposes,  the  volume  of  gas  is  corrected 
to  that  of  the  gas  at  60'F.  and  30  in.  barometer, 
saturated  with  moisture. 

For  calorific  power,  the  product  of  the  yield 
per  ton  by  the  calorific  power  expressed  in 
British  thermal  units  per  cubic  foot,  is  em- 
ployed, this  '  calorific  multiple '  therefore 
representing  the  total  yield  of  British  thermal 
units  per  ton  of  coal. 

The  iL\NUFACTUEE  OF  Coal  Gas. 
The  chief  manufacturing  processes  necessarily 
involved  consist  briefly  in  (1)  the  distLUation  of 
the  coal;  (2)  the  cooling  and  condensation  of 
the  volatile  products;  (3)  washing  the  gas  for 
removal  of  ammonia;  (4)  purification  of  the  gas 
from  sulphuretted  hydrogen;  (5)  measurement 
of  the  gas  produced;  and  (6)  its  storage  in  gas 
holders.  The  plant  required  consists  of  retorts 
set  in  suitable  furnaces,  cooling  apparatus  for 
the  hot  gas,  washers,  and  scrubbers,  purifiers, 
meters,  and  gas  holders,  with  suitable  buildings 
and  accessories. 

In  order  to  carry  out  the  manufacture  under 
economic  conditions,  much  depends  upon  the 
nature  and  position  of  the  site.  It  is  not 
possible  to  lay  down  fixed  rules  with  regard  to 
the  site  to  be  selected,  as  generallj'  only  a  few 
possible  sites  are  available  in  suitable  positions 
relative  to  the  district  to  be  supplied,  and  that 
which  has  the  least  objections  to  it  has  to  be 
taken,  even  if  it  is  bv  no  means  iileal.  For 
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works  of  any  magnitude,  it  is,  however,  essential 
that  the  site  shall  have  a  good  connection  with 
the  means  of  transport,  especially  with  the 
railway,  and,  M'here  possible,  alsoTOth  water,  as 
otherwise  the  costs  for  bringing  in  the  large 
quantities  of  coal  required  and  sending  out  the 
coke  produced  are  largely  increased :  it  is  also 
now  the  practice,  wherever  possible,  to  avoid 
erecting  new  works  in  densely  populated 
districts. 

In  the  laying  out  of  the  site  it  is  equally 


impossible  to  lay  down  any  but  the  most  general 
rules,  as  the  conditions  vary  so  greatly  in  almost 
every  case.  The  object  aimed  at  is  to  lay  out 
the  works  in  such  a  manner  that  advantage  is 
taken  where  practicable  of  the  existing  natural 
conditions  of  level  or  of  the  relative  position  of 
the  railway,  canal,  or  wharf,  as  the  case  may  be, 
to  facilitate  the  cheap  handling  of  the  raw 
material  "and  finished  products,',  especially  of  the 
coal  and  coke  which  form  much  the  largest 
proportion  of  these.    In  spacing  out  the  various 
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portions  of  the  plant  for  carrying  out  the 
different  processes,  sufficient  room  should  be 
allowed  for  each,  as  undue  crowding  always 
tends  to  increase  manufacturing  costs.  Care 
must  also  be  taken  that  the  plan  is  such  as  to 
allow  of  the  extension  of  the  various  portions 
of  the  plant,  without  necessitating  the  puUing 
down  and  re-erecting  of  the  original  plant  in 
a  different  position  or  undue  cramping  of 
the  latter. 

Fig.  1  gives  a  diagrammatic  representation 
of  the  plan  of  a  gas  works  capable  of  making 
from  10  to  1.5  million  cubic  feet  of  gas  per  day, 


and  having  connection  both  with  rail  and  water, 
the  works  being  divided  into  two  completely 
separate  sections,  so  far  as  manufacturing  plant 
is  concerned ;  the  gas  from  each  section,  how- 
ever, joins  together  at  the  inlet  to  the  gas 
holders,  which  can  be  filled  from  either  section. 
It  very  rarely  happens,  however,  that  the 
disposition  of  the  site  renders  so  symmetrical  an 
arrangement  possible. 

Carbonisatiok  of  the  Coal. 
Broadly  speaking,  the  process  of  carbonisa- 
tion, which  is  by  far  the  most  important  part  of 
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tlic  maiiiifacturc,  consists  in  subjecting  the  coal 
to  distillation  in  closed  vessels  from  which  air  is 
excluded,  whereby  it  is  split  up  into  two  portions, 
namely,  a  volatile  portion  which  escapes  from 
the  retort,  by  subsequent  treatment  yields  tar, 
M,mmoniaeal  liquor,  and  permanent  gas,  and  a 
non-volatile  portion  consisting  mainly  of  carbon 
and  the  ash  of  the  original  coal,  which  remains 
behind  in  the  retort  as  a  porous  mass  of  coke. 
The  nature  and  amount  of  the  constituents  of 
the  volatile  products,  as  well  as  the  composition 
and  physical  properties  of  the  residual  coke, 
depend  not  only  on  the  nature  of  the  original 
coal,  but  also  to  a  large  extent  on  the  temperature 
employed  for  its  carbonisation  and  on  the  manner 
in  wliich  the  heating  is  carried  out.  The  nature 
of  the  physical  and  chemical  changes  which 
occur  is  exceedingly  complex,  and  these,  so  far 
as  they  have  at  present  been  elucidated,  will  be 
more  conveniently  considered  after  a  descrip- 
tion of  the  actual  process  of  carbonisation  as  it 
is  at  present  carried  out  in  the  great  majority  of 
gas  works. 

Manufacture  of  gas  in  horizontal  retorts. 

The  material  employed  for  the  manufacture  of 
retorts  consists  at  the  present  time  almost 
universally  of  fireclay,  and  for  modern  carbonis- 
ing conditions,  the  quality  of  the  latter  should 
be  such  that  it  will  withstand  temperatures  up 
to  1300°-1400°,  and  should  not  develop  serious 
cracks  when  subjected  to  such  rapid  alternations 
of  temperature  as  inevitably  occur  when  the 
hot  retort  is  recharged  with  a  cold  mass  of  coal. 
The  shape  of  the  retorts  is  long  and  narrow,  the 
length  being  from  9  to  10  feet  when  the  retort 
is  closed  at  one  end,  or  from  18  to  20  feet  when 
a  '  through  '  retort  is  employed,  closed  by  a 
mouthpiece  and  lid  at  each  end,  this  being  now 
the  plan  mostly  adopted  in  works  of  medium 
and  large  size.  The  width  of  the  retort  varies 
usually  from  18  to  25  inches  and  the  depth  from 
13  to  16  inches,  the  size  16-inch  by  22-inch 
being  probably  used  more  than  any  other.  The 
shape  of  cross  section  employed  varies  very 
considerably ;  in  a  few  instances,  circular 
retorts  are  employed  (to  which,  of  course,  the 
above-mentioned  dimensions  of  width  and  depth 
do  not  apply),  in  others  oval  retorts,  but  the 
majority  have  now  a  flat  bottom  and  circular 
top  and  have  approximately  the  shape  of  a  half- 
inverted  D,  Q .  and  are  commonly  known  as 
D -retorts,  the  corners  between  the  bottom  and 
sides  being,  however,  always  rounded,  to 
facilitate  the  removal  of  the  coke,  and  to  render 
the  retort  less  liable  to  crack.  The  thickness  of 
the  retort  wall  is  3  inches,  increased  to  4  inches 
at  the  end  to  facilitate  the  fixing  of  the  iron 
mouthpiece  and  lid. 

A  number  of  those  retorts  are  fixed  hori- 
zontally in  a  single  brickwork  arch,  the  number 
in  such  a  setting  varying  generally  from  6  to  12. 
The  retorts  are  supported  by  transverse  brick 
waUs,  placed  at  intervals  throughout  the  length 
of  the  retort,  and  extending  to  the  top  of  the 
arch  enclosing  the  setting,  the  method  of  con- 
struction being  clearly  shown  in  Figs.  2,  3,  4, 
and  5,  which  give  diagrams  showing  the  cross 
section  and  three  longitudinal  sections  of  a  bed 
of  eight  through  retorts.  The  gases  by  which 
the  retorts  are  heated  circulate  around  the 
retorts  in  each  of  the  vertical  chambers  formed 
by  the  cross  walls,  travelling  first  upwards  along 


the  inner  sides  of  the  retorts,  and  thence  over 
the  top  of  the  highest  retorts  and  down  along' 
the  outer  sides  of  the  retorts  and  away  to  the 
chimney. 

The  method  formerly  adopted  for  heating 
was  that  of  direct  firing,  a  shallow  coke  fire 
being  maintained  on  a  hearth  placed  in  the 
centre  of  the  setting  below  the  middle  retorts. 
With  such  firing  the  heating  of  the  retorts  is 


effected  solely  by  the  sensible  heat  of  the  pro- 
ducts formed  by  the  combustion  of  the 
carbon  of  the  coke  by  the  oxygen  of  the  air, 
i.e.  carbon  dioxide,  nitrogen,  excess  of  oxygen, 
and  in  order  to  get  the  retorts  properly  heated 
in  the  part  with  which  the  gas  last  comes  in 
contact,  it  is  necessary  that  the  temperature  of 
the  latter  must  not  be  below  about  1000°  when 
they  pass  away  from  the  setting.  As  in  addi- 
tion, a  considerable  excess  of  air  must  be  used 


Fig.  3. 

to  get  complete  comliustion  of  the  coke,  this 
excess  of  air  likewise  passes  away  to  the  chimney 
at  a  high  temperature,  resulting  in  great  waste  of 
fuel,  and  the  actual  consumption  of  coke  for 
heating  such  direct-fired  settings  amount  to 
25-30  p.c.  weight  of  coal  carbonised. 

At  the  present  time,  in  installations  of  any 
size,  this  method  of  direct  firing  has  been 
abandoned  in  favour  of  gaseous  heating.  For 
this  purpose,  a  deep  producer  is  provided  for 
each  bed  of  retorts,  as  shown  in  Figs.  2  to  5, 
wluch  is  charged  with  hot  coke,  when  required, 
by  allowing  the  incandescent  coke  froju  the 


660 


GAS,  COAL. 


retorts  to  fall  directly  into  it.  A  limited  supply 
of  air  (primary  air)  is  admitted  below  the 
furnace  bars,  and  passing  tliroiigli  the  deep  layer 
of  coke,  the  oxygen  is  converted  chiefly  into 
carbonic  oxide  and  to  a  smaller  extent  into  the 
dioxide.  Steam  is  introduced  along  with  the 
primary  air,  as  water  is  allowed  to  drip  on  to  the 
furnace  bars  to  prevent  their  burning  through, 
and  water  also  evaporates  from  that  kept  in  the 
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Fig.  4. 

ashpan  below  the  surface,  and  this  steam  is 
largely  converted  into  hydrogen  and  carbon 
monoxide  in  passing  through  the  incandescent 
fuel.  The  presence  of  steam  lowers  the  tempera- 
tare  of  the  fuel  in  the  generator,  thus  reducing 
wear  and  tear  of  the  lining,  and  also  prevents 
the  fusion  of  the  clinker  formed  from  the  ash, 
and  ^renders  it  more  readily  removable.  The 
composition  of  the  gas  varies  according  to  the 


Fig.  5. 


proportion  of  air  and  steam  used,  but  generally 
approximates  to  the  following  example 

Carbon  dioxide  . 

Carbon  monoxide 

Hydrogen  . 

Methane  . 

Nitrogen  . 
The  producer  gas  thus 
the  extent  of  about  two-th 


.     5-2  p.c. 

•  24-4  „ 
.     8-6  „ 

•  0-8  „ 
.   61-0  „ 

obtained  consists  to 
rds  of  incombustible 


1  gases,  and  is  not  an  ideal  one  for  obtaining  very 
high  temperatures  ;  but  it  is,  nevertheless,  fully 
capable  of  developing  the  highest  temperature 

j  required  for  carbonisation— this  being  made 
more  easy  by  reason  of  the  fact  that  it  enters 

j  the  setting  already  heated  to  a  very  high 
temperature.  Further,  as  will  be  seen  directly, 
the  air  required  for  its  combustion  also  enters 
the  setting  at  a  moderately  high  temperature. 

In  very  brief  outline,  the  method  of  working 
the  setting  is  as  follows  :  The  hot  furnace  gas 
collects  above  the  coke,  and  then  passes 
through  nostril  holes  cut  in  the  furnace  arch ; 
one  or  more  nostril  holes  being  placed  at  the 
bottom  of  each  of  the  vertical  spaces  formed  by 
the  cross  walls  supporting  the  retorts  {see 
Figs.  2  to  5).  As  it  enters  the  setting,  the 
furnace  gas  is  met  by  the  stream  of  secondary  air 
necessary  for  its  complete  combustion ;  this 
being  introduced  by  suitable  flues  so  arranged 
that  a  supply  of  air  meets  each  stream  of  furnace 
gas  issuing  from  the  nostrils  in  the  furnace  arch. 
Complete  combustion  of  the  gas  takes  place  as 
the  streams  of  furnace  gas  and  air  intermix  in 
their  circrdation  around  the  retorts ;  the  heat 
thus  evolved  causing  the  temperature  of  the 
latter  to  be  raised  to  the  required  point. 

The  waste  gases  leaving  the  setting  have 
inevitably  a  high  temperature,  as  they  must  be 
sufficiently  hot  to  raise  the  temperature  of  the 
last  portions  of  the  retort  with  which  they 
come  in  contact  to  the  carbonising  temperature 
required,  and  if  allowed  to  pass  direct  to  the 
chimney  much  loss  of  heat  would  ensue.  To 
effect  a  partial  recovery  of  this  heat,  the  waste 
gases,  on  their  way  to  the  chimney,  pass  through 
the  regenerator,  which  consists  essentially  of  a 
series  of'  flues  adjacent  to  and  separated  by  a 
thin  fire-brick  partition  from  a  parallel  set  of 
flues  through  which  the  secondary  air  is  allowed 
to  flow  on  its  way  to  the  setting,  travelling  in 
the  reverse  direction  to  the  waste-gas  stream. 
Much  of  the  heat  of  the  latter  is  thereby  trans- 
ferred to  the  secondary  air,  and  thus  carried 
back  into  the  setting,  resulting  both  in  economy 
of  fuel  and  enabling  a  higher  temperature  to 
be  obtained  with  a  low  fuel  consumption  than 
would  otherwise  be  the  case. 

The  amount  of  primary  air  admitted  to  the 
furnace  and  of  secondary  air  to  the  setting  is 
controlled  by  suitable  slides  on  the  ports  of 
admission  and  by  dampers  placed  at  the  outlet 
of  the  regenerators.  In  a  setting  of  through 
retorts,  these  last  are  usually  four  in  number, 
each  taking  the  waste  gas  from  one  quarter  of 
the  setting,  so  that  by  their  adjustment,  not 
only  is  the  total  amount  of  gases  drawn  through 
the  setting  controlled,  but  also  the  proportionate 
amounts  drawn  into  the  different  parts.  By 
suitable  regulation  of  the  primary  air  .slides  and 
dampers,  the  furnace  is  made  to  produce  the 
requisite  quantity  of  gas  for  the  proper  heating 
of  the  setting,  and  the  secondary  air  slides  are 
adjusted  to  supply  as  nearly  as  practicable  the 
exact  quantity  of  air  required  for  the  complete 
combustion  of  the  furnace  gas.  With  this  method 
of  heating  the  fuel,  consumption  is  reduced  to 
about  one-half  that  required  with  direct  firing, 
viz.  from  12  to  15  p.c.  of  the  weight  of  the  coal 
carbonised,  whilst  simultaneously  much  higher 
retort  temperatures  are  attainable. 

The  charging  of  the  coal  into  the  retort  and 
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the  withdrawal  of  the  coke  produced  were 
formerly  always  effected  by  manual  labour, 
the  coal  being  charged  with  the  shovel,  or  by  a  ; 
scoop  run  into  the  retort  by  hand,  and  then  | 
inverted  and  withdrawn,  the  coke  being  drawn 
by  a  rake.  This  plan  is  still  adopted  in  small  j 
works,  where  the  magnitude  of  the  operations 
is  not  sulBcient  to  make  the  installation  of 
machinery  remunerative.  In  larger  works,  ' 
however,  the  operations  are  now  usually 
effected  mechanically,  a  considerable  number  of 
machines  of  different  type  being  at  present  in 
use.  Limitations  of  space,  however,  prevent 
anything  more  than  a  very  general  description 
of  these  machines.  In  the  earlier  machines, 
which  were  widely  adopted,  namely,  the  West 
and  the  Arrol-Foulis  machines,  the  existing 
manual  method  was  closely  imitated  by  mechani- 
cal means,  the  charging  machine  for  the  coal 
inserting  the  latter  by  means  of  a  scoop  or 
similar  contrivance,  and  the  discharger  re- 
moving the  coke  by  a  mechanically  actuated 
rake ;  in  the  West  apparatus,  compressed 
air  is  used  as  the  motive  power ;  and  in 
the  Arrol-Foulis,  hydraulic  pressure.  In  more 
recent  types  of  machine  different  methods  are 
employed.  Thus  in  the  De  Brouwcr  apparatus, 
a  stream  of  coal  is  projected  into  the  retort  at 
such  a  high  velocity  that  it  is  carried  to  a  stop 
placed  at  the  far  end,  and  then  built  up  in  an 
even  layer  to  the  front  of  the  retort ;  in  place  of 
raldng  out  the  coke,  the  plan  now  being  adopted 
is  that  of  mechanically  pusliing  out  the  coke 
from  one  end,  this  method  being,  of  course,  only 
applicable  to  through  retorts,  which  can  be 
opened  at  each  end.  Other  machines,  such  as 
the  Fiddes-Aldridge,  are  also  in  use,  which  effect 
in  one  movement  the  discharge  of  the  coke  and 
the  introduction  of  a  fresh  charge  of  coal,  and 
at  the  present  time  electrical  power  is  largely 
employed  for  actuating  retort-house  machinery. 

In  addition  to  the  actual  macliinery  employed 
for  charging  the  coal  and  drawing  the  coke,  ad- 
ditional mechanical  equipment  is  also  required 
in  the  retort  house.  The  coal  to  be  carbonised 
must  not  contain  lumps  of  too  large  a  size  where 
machine  charging  is  used,  and  is  therefore 
dropped  into  a  coal  breaker,  from  which  it 
falls  into  an  elevator,  and  is  raised  to  a  height 
well  above  the  retort  benches,  falling  from  the 
latter  either  direct  or  by  means  of  a  conveyor 
into  storage  bunkers,  from  which  it  is  ckawn  by 
the  charging  machines  as  required.  Mechanical 
conveyors  of  various  types  are  also  frequently 
employed  for  removing  the  coke  from  the 
retort  house  as  it  is  discharged  from  the  retorts, 
and  to  carry  it  to  suitable  screening  machinery 
f(ir  sorting  into  different  grades. 

Inclined  retorts.  In  order  to  utilise  the 
action  of  gravity  in  charging  and  discharging 
retorts,  the  horizontal  position  of  the  retorts  has 
been  alsandoned  in  many  installations  during  the 
past  25  j'ears.  the  retorts  being  set  instead  at  an 
angle  of  about  32"  to  the  horizontal,  this  being 
approximately  the  angle  of  rest  of  broken  coal. 
I'^ig.  6  shows  a  longitudinal  section  of  such  a 
setting  of  inclined  retorts.  To  charge  them,  a 
stop  is  placed  at  the  lower  end  of  the  retort,  and 
a  stream  of  coal  admitted  at  the  top,  which  falls 
down  the  retort  until  it  reaches  the  stop  at  the 
bottom,  after  which,  mth  a  properly  regulated 
supply  of  coal,  it  builds  up  in  an  even  layer  to 


the  top  of  the  retort.  To  discharge  the  retort 
after  carbonisation  is  complete,  the  stop  is  with- 
drawn from  the  bottom,  when  the  coke  should 
fall  out  by  the  action  of  gravity.  Usually, 
however,  a  certain  amount  of  assistance  is 
required  to  start  the  movement,  such  as  pricking 
with  a  bar,  tliis  being  especially  the  case  with 
retorts  which  have  been  at  work  for  some  time 
and  have  altered  in  shape. 

Inclined  retorts  were  first  adopted  with 
practical  success  by  Coze  at  the  Rheims  Gas 
Works  in  1885,  and  have  since  been  installed  to 


\ 

Fig.  6. 

a  very  considerable  extent  in  most  countries 
where  the  gas  industry  is  established,  incluchng 
Great  Britain.  Here,  however,  it  has  never 
appeared  probable  at  any  time  that  the  inclined 
retorts  would  altogether  supplant  the  horizontal 
retorts,  and  during  recent  years  but  few  new 
installations  have  been  built,  the  improved 
macliinery  for  charging  and  discharging  the 
horizontal  retorts  ha\'ing  increased  the  favour 
with  which  these  are  regarded. 

The  relative  advantages  of  the  two  systems 
refer  almost  exclusively  to  questions  of  capital 
cost,  upkeep,  and  labour  charges,  and  do  not 
materially  affect  the  matter  of  the  yield  and 
quality  of  gas,  as  the  actual  carbonisation  of 
the  coal,  with  proper  working,  takes  place  in 
the  same  manner  in  each  case,  the  coal  in  both 
being  heated  in  ;in  even  layer  in  the  retort,  with 
a  considerable  amount  of  free  space  above  the 
coal,  and  the  sequence  of  changes  which  take 
place  from  the  action  of  heat  are  substantially 
the  same  in  both  cases. 

Retort-house  working.  The  weight  of  coal 
introduced  into  the  retort  varies  naturally 
according  to  the  size  of  the  latter,  but  up  to 
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within  the  last  few  years  the  weight  of  charge 
placed  into  the  retort  of  the  most  commoxi  size, 
namely,  20  feet  long,  16  inches  deep,  and  22  inches 
wide,  was  between  6  and  7  cwts.  (and  a  propor- 
tionate charge  in  retorts  of  other  sizes) ;  and  with 
such  a  charge,  even  with  coals  which  swell  con- 
siderably during  carbonisation,  a  sufficient  amount 
of  free  space  remained  above  the  mass  at  the  end 
to  permit  of  the  introduction  of  the  rake-head 
to  discharge  the  coke.  The  temperature  within 
the  retort  varies  in  different  works  from  about 
900°  to  1250°,  the  tendency  beingconstantlyin  the 
direction  of  the  higher  figure,  and  the  time 
required  for  the  carbonisation  of  such  a  charge 
averages  about  6  hours  in  the  case  of  most 
caking  bituminous  coals,  but  is  only  about  4 
hours  with  Scotch  splint  coals.  The  gas  evolved 
during  the  first  half-hour  is  somewhat  low  in 
quality,  but  in  the  succeeding  l|-2  hours  the 
yield  of  gas  is  highest  both  in  quality  and 


quantity.  Eor  the  remainder  of  the  time,  the 
volume  and  quality  steadily  diminish,  and  when 
carbonisation  is  nearly  complete,  the  small 
volume  of  gas  evolved  consists  largely  of  hydro- 
gen, with  from  10  to  20  p.c.  of  methane  and 
some  carbonic  oxide.  In  order,  therefore,  to 
obtain  a  stream  of  gas  which  is  approximately 
uniform  both  in  quantity  and  quality,  and  also 
to  facilitate  retort-house  working,  the  retorts  are 
not  all  charged  together,  but  a  certain  propor- 
tion only  are  charged  at  regular  intervals  of  an 
hour  or  two  hours,  according  to  circumstances, 
so  that  the  carbonisation  in  the  different  retorts 
is  at  different  stages  at  any  particular  time,  and 
the  mixture  of  gas  formed  by  the  combined 
streams  from  the  retorts  keeps  more  nearly 
uniform. 

Treatment  of  the  hot  gases  issuing  from  the 
retorts.  In  order  to  coUect  the  evolved  gases,  a 
cast-iron  mouthpiece  is  bolted  to  the  mouth  of 
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the~retort  (or  to  both  mouths  of  a  through 
retort)  having  a  hinged  lid  in  front,  which  can  be 
opened  for  the  purpose  of  discharging  the  coke 
and  putting  in  a  fresh  charge  of  coal,  and  then 
closed  so  as  to  form  a  gas-tight  joint.  An 
illustration  of  a  '  self -sealing '  mouthpiece  in 
common  use  is  shown  in  Fig.  7.  On  the  top  of 
the  mouthpiece  is  cast  a  socket,  into  which  is 
fixed  a  vertical  pipe  of  from  4  to  8  inches 
diameter,  termed  the  ascension  pipe,  extending 
upwards  above  the  brickwork  of  the  setting 
(Fig.  8).  By  means  of  the  bridge  pipe,  this 
is  connected  with  the  dip  pipe,  which  conveys 
the  gas  into  the  collecting  main.  A  separate 
collecting  main  is  usually  now  provided  for  each 
bed  of  retorts,  the  combined  gas  from  each  of 
these  passing  away  by  a  pipe  at  the  top  or  side 
into  the  foul  main,  by  which  the  gas  is  conveyed 
from  the  retort  house  to  the  condensing  and 
purifying  plant.  Two  types  of  collecting  main 
are  in  use,  namely,  the  hydraulic  main  and  the 
dry  main. 

In  the  hydraulic  main,  which  is  most 
commonly  employed,  the  tar  and  liquor  con- 
densed from  the  gas  at  this  point  are  allowed  to 
accumulate  to,  such  an  extent  that  the  dip  pipes 
are  sealed  in  the  liquid,  this  seal  then  forming 


an  automatic  valve,  which  allows  the  gas  made 
in  the  retort  to  bubble  through  it  into  the 
collecting  main,  but  prevents  any  gas  getting 
back  from  that  main  along  the  bridge  pipe  and 
ascension  pipe,  when  the  retort  lid  is  open  for 
'  purposes  of  charging.  With  the  dry  main  the 
i  dip  pipes  are  not  sealed  in  the  liquid,  and  in 
]  order  to  prevent  gas  passing  back  when  the  lids 
are  open  or  air  being  drawn  into  the  main  through 
the  open  lid,  some  method  of  closing  the  pipe 
must  be  provided  which  can  be  operated  when 
the  lid  is  open.  Several  forms  of  valve  are 
in  use,  but  are  apt  to  give  trouble  from  the 
separation  of  thick  tar  and  carbon  on  them, 
and,  therefore,  in  other  cases,  arrangements  are 
made  whereby  the  dip  pipe  can  be  sealed  in 
the  liquid  whilst  the  lid  is  open,  and  unsealed  as 
soon  as  this  is  closed. 

Where  the  hydraulic  main  is  employed, 
matters  are  now  so  arranged  in  most  works  that 
the  tar  and  ammoniacal  liquor  which  separate 
in  that  main,  are  drawn  off  separately,  the  tar 
being  taken  away  from  the  bottom  as  it  separates, 
wliilst  the  liquor  flows  away  from  an  overflow, 
the  lieight  of  which  can  be  regulated  as  desired, 
tlie  object  especially  aimed  at  being  to  ensure 
that  the  dip  pipes  arc  scaled  in  liquor,  anil  not 
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in  tar  or  varying  mixtures  uf  tar  and  liquor. 
This  separate  removal  of  the  tar  and  liquor  may 
be  effected  in  many  different  ways,  a  type  of 
apparatus  in  common  use  being  the  Dillamore 
tar  tower,  shown  in  Fig.  9.  This  is  placed  at 
the  end  of  a  bench  of  retorts  as  shown,  and 
serves  a  number  of  beds.  The  tar  i^ipe  runs  from 
the  bottom  of  each  hydraulic  main  to  about  the 
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iiiKldIc  of  tlic  tower,  whilst  the  lighter  amiiKjnia- 
cal  liquor  flows  from  a  side  opening  near  the 
upper  level  of  the  liquid  in  the  hydraulic  main 
to  the  top  of  tlie  tower.  The  latter  is  also 
conneeted  by  an  equilibrium  pipe  to  the  top  of 
the  hydraulic  main,  or  foul  main,  the  gas  pressure 
in  each  being  thus  maintained  the  same,  under 
which  circumstances  the  upper  level  of  the  liquid 
is  the  same  in  both.  The  condensed  liquor 
flows  from  the  top  of  the  tower  over  a  weir 
valve,  the  height  of  which  can  be  regulated  to 
give  any  required  depth  of  seal  in  the  hydraulic 
main.  The  tar  accumulates  in  the  liottom  of 
the  tower,  displacing  nn  equal  volume  t>i  li(iuoi', 
whicli  flows  away  over  the  weir  vahe,  and  is 
run  oil  [icriodically,  care  being  taken  that  its 


upper  level  never  rises  above  the  level  at  whicli 
the  tar  enters  the  tower.  \\'hilst  running  the 
tar  off,  liquor  must  be  run  in  from  a  tank  to  the 
top  of  the  tower  at  a  greater  rate  than  that  at 
which  the  tar  is  run  off,  as  otherwise  the  level 
of  the  liquid  in  the  hydraulic  main  would  fall, 
unsealing  the  dij)  pipes. 

In  order  to  obtain  good  results  in  carbonisa- 
tion, so  far  as  yield  and  quality  of  gas  are  con- 
cerned, it  is  most  essential  that  the  gas  pressure 
in  the  retort  should  be  maintained  as  uniform  as 
possible,  and  only  slightly  above  that  of  the 
atmosphere,  attention  to  this  point  being 
second  only  in  importance  to  that  of  keeping 
good  and  even  temperatures  of  the  retorts. 
The  necessity  for  this  arises  from  the  fact  that 
the  lire-clay  retorts  are  themselves  porous,  and 
also  develop  cracks  through  the  alternate 
heating  and  cooling,  and  hence,  if  the  pressure 
within  the  retort  exceeds  that  of  the  gases 
circulating  round  it  to  heat  it,  gas  tends  to 
escape  through  the  pores  and  cracks,  and  is 
burnt  around  the  setting  and  thus  lost ;  and  if, 
on  the  other  hand,  the  jsressure  within  the 
retort  is  materially  lower  than  that  within  the 
setting,  waste  gases,  consisting  cliiefly  of  nitrogen 
and  carbon  dioxide,  are  drawn  into  the  retort 
and  pass  away  with  the  gas  made,  and  lower  its 
qualitj'.  In  passing  over  the  hot  retort  walls, 
the  gas,  however,  always  undergoes  a  certain 
amount  of  decomposition,  resulting  in  the 
deposition  of  carbon  on  the  walls,  whicli  tends 
to  block  the  pores  and  small  cracks,  and  thereby 
to  render  the  retort  more  gas-tight,  the  leakage 
being  much  higher  with  a  new  retort,  or  im- 
mediately after  the  removal  of  the  crust  of 
'  gas  carbon  '  or  '  scurf.'  The  latter  process 
must  be  carried  out  periodically,  as  it  otherwise 
becomes  so  thick  as  to  interfere  with  the 
proper  heating,  as  well  as  with  the  charging  and 
tlischarging  of  the  retort,  the  gas  carbon  obtained 
finding  a  ready  sale  for  the  manufacture  of 
electrodes. 

A  very  considerable  pressure  is  required  to 
pass  the  gas  through  the  condensers,  scrubbers, 
and  purifiers,  and  into  the  holders,  and  if  the 
whole  of  the  necessary  pressure  were  thrown  on 
the  retort,  most  of  the  gas  would,  in  large  works, 
be  lost  into  the  setting,  and,  therefore,  in  all  but 
very  small  works  a  pump  or  exhauster  is 
employed  to  draw  the  gas  from  the  retorts  as 
it  is  made,  and  to  force  it  on  tlu'ough  the  sub- 
sequent apparatus  and  into  the  holders.  The 
exhauster  is  run  in  such  a  manner  as  to  maintain 
the  gas  pressure  constant  in  the  hydraulic 
main  above  the  liquor  level,  and  in  addition  an 
automatic  retort-house  governor  is  also  fre- 
quently employed  to  ensure  that  this  pressure  is 
maintained  as  uniform  as  possible.  Even  then, 
in  order  to  ensure  that  the  j^ressure  in  the  retort 
itself  is  maintained  constant,  great  care  must  be 
exercised  in  maintaining  the  hydraulic  main 
exactly  level,  and  the  dip  pipes  of  equal  length, 
as  otherwise  the  depth  to  which  these  are  sealed 
in  liquor  will  vary,  and,  consequently,  the 
pressure  in  the  retorts,  which  is  equal  to  that 
in  the  hydraulic  main  less  the  depth  of  the  seal, 
will  also  vary,  so  that  some  may  be  losing  gas 
to  the  setting  and  others  drawing  furnace 
gas  into  the  coal  gas.  ^^'herc  the  latter  is  the 
case,  the  pressure  in  the  retorts  and  ascension 
l)ipo  is  below  that  of  the  atmosiJlicrc,  anil, 
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consequently,  when  the  retort  lid  is  opened, 
air  is  sucked  into  the  ga.s  through  the  ascension 
and  dip  pipe,  thus  further  reducing  its  quality. 

Even  when  the  hydraulic  mains  are  level 
and  the  dip  pipes  sealed  to  an  equal  extent 


thioughout,  and  the  pressure  in  the  hydraulic 
main  is  maintained  constant,  the  bubbhng  of 
the  gas  through  the  liquid  causes  a  rapid  oscilla- 
tion of  the  pressure  wthin  the  retort,  which 
may  be  considerable.    By  careful  attention  and 


regiilation  of  the  depth  of  seal,  this  oscillation 
can  be  very  greatly  reduced,  but  never  altogether 
climinatftd,  and  in  this  respect  the  dry  main,  in 
wluch  there  is  no  seal  for  the  gas  to  bubble 
through,  has  the  advantage.  On  the  other  hand, 
the  fact  that  the  seal  forms  an  nnloiiuUic  valve, 


which  does  not  require  to  be  operated  by  the 
workman  when  oiieniiig  and  closing  the  lids, 
and  also  that  where  a  di'y  main  is  used,  more 
trouble  is  often  experienced  in  getting  the  tliicJc 
tar  to  flow  properly  from  the  mains,  especially 
with  some  types  of  coal,   has  led    to  the 
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hydraulic  main  being  most  frequently  adopted 
in  spite  of  the  above  objection. 

Chemical  Changes  occueeing  dueing 
Caebonisation. 

The  essential  elementary  constituents  of 
coal  are  carbon,  hydrogen,  and  oxygen,  and,  in 
addition,  smaller  amounts  of  nitrogen  and 
sulphur  are  always  present,  as  well  as  A^arying 
amounts  of  mineral  matter,  which  remains 
behind  as  ash  when  the  coal  is  completely 
burnt.  With  regard  to  the  chemical  constitu- 
tion of  the  numerous  compounds  undoubtedly 
present,  very  little  is  known.  Various  organic 
solvents  extract  small  amounts  of  soluble 
matter,  but  pyridine  extracts  very  considerable 
amomits,  varying  up  to  about  35  p.c.  in  the  case 
of  coals  employed  for  gas-making  (Bedson,  J. 
Soc.  Chem.  Ind.  1908,  27,  147).  Coals  which  give 
poor  yields  of  gas  also  give  a  low  amount  of  pyri- 
dine extract.  Burgess  and  Wheeler  (Chem.  Soc. 
Trans.  1911,  99,  649),  from  their  experiments  on 
the  gaseous  products  of  decomposition  of  coal 
at  different  temperatures,  conclude  that  coal 
contains  two  distinct  types  of  compound,  the 
one,  possibly  derived  from  the  resins,  &c., 
IJresent  in  the  original  vegetable  matter  from 
which  coal  is  formed,  commencing  to  decompose 
at  temperatures  above  300°,  and  yielding 
primarily  hydrocarbons,  and  the  other  type 
probably  consisting  of  altered  cellulose,  only 
decomposing  at  temperatures  of  about  700°-800°, 
then  yielding  hydrogen  as  the  chief  gaseous 
product.  Good  gas-making  coals  contain  a 
higher  proportion  of  the  first  class  of  compounds, 
and  it  appears  likely  that  these  form  the  coal 
constituents  soluble  in  pyridine. 

The  changes  which  take  place  when  coal  is 
heated  in  absence  of  air  are  exceedingly  com- 
plicated in  character,  and  result  in  the  produc- 
tion of  an  immense  number  of  different  substances 
some  gaseous,  some  liquid,  and  some  solid  at 
the  ordinary  temperature.  The  liquid  con- 
stituents, which  condense  together  in  the  form  of 
coal  tar,  are  by  far  the  most  numerous,  the 
different  compounds  isolated  from  it  already 
being  numbered  by  hundreds,  and  doubtless 
large  numbers  of  unknown  compounds  are 
also  present  (v.  Tae).  Moreover,  both  the 
nature  of  these  substances  and  their  relative 
iiniounts  in  the  products  vary  greatly  according 
111  (ihe  temperature  to  which  the  coal  is  heated, 
aud  the  manner  in  which  the  heat  is  applied, 
nud  our  knowledge  of  the  nature  of  the  reactions 
occuri'ing  during  the  process  is  still  very  far  in- 
deed from  complete,  so  that  it  is  only  possible 
as  yet  to  discuss  these  changes  in  very  broad 
outline. 

In  considering  tliese  reactions  it  is  most 
convenient  to  deal  first  only  with  the  carbon  and 
hydrogen,  these  being  the  most  important 
constituents  from  a  gas-making  point  of  view. 
When  heated  above  its  decomposition-j)oint  in 
closed  vessels,  coal,  like  almost  all  organic  sub- 
stances, is  resolved  into  two  portions :  ( 1 )  a  solid, 
non- volatile  portion  ;  and  (2)  a  volatile  portion, 
l)artl}'  liquid  and  partly  gaseous  at  the  ordinary 
temperature.  It  is  an  invariable  rule  that  the 
volatile  portion,  as  a  whole,  contains  a  higher 
]itoportion  of  hydrogen  and  lower  proportion  of 
carbon  ihan  the  original  coal,  whilst  tlie  reverse 
is  the  case  with  the  non-volatile  portion.  When 


the  tempciatuie  employed  is  the  lowest  at 
which  any  substantial  decomposition  occurs, 
namely,  300°-400°,  a  very  large  proportion  of  the 
volatile  products  consists  of  substances  which 
are  liquid  at  the  ordinary  temperature,  and  oidy 
a  small  yield  of  gaseous  products  is  obtained, 
the  latter  consisting  chiefly  of  methane,  ethane, 
and  ethylene,  with  smaller  amounts  of  their 
liigher  gaseous  homologues,  and  only  a  low 
percentage  of  hydrogen.  The  liquid  products 
consist  chiefly  of  hydrocarbons  of  the  paraffin 
and  olefine  series,  with  smaller  amounts  of 
members  of  the  acetylene  series,  or  of  their 
derivatives,  i.e.  of  substances  relatively  rich  in 
hydrogen. 

The  residue  obtained  at  such  a  temperature 
still  contains  a  fair  percentage  of  hydrogen,  and 
burns  in  the  air  with  production  of-  flame,  but 
not  of  smoke.  Where  the  chief  product  desired 
is  a  residue  of  this  kind  still  containing  hydrogen, 
such  as  the  material  sold  now  under  the  name  of 
'  Coalite,'  or  where,  as  in  the  Scotch  shale-oil 
industry,  a  tar  containing  paraffin  and  olefine  hy- 
drocarbons is  the  product  of  greatest  value,  such 
low  temperature  carbonisation  may  be  advan- 
tageous. The  yield  of  gas  under  these  conditions 
is,  however,  so  small  (although  of  high  calorific 
and  illuminating  power)  that  the  employment 
of  such  temperatures  is  not  practicable  com- 
mercially as  a  general  rule,  where  the  gas 
is  the  primary  product  required,  and  for 
such  purposes  higher  temperatures  must  be 
employed. 

When  the  closed  vessel  is  heated  more 
strongly,  the  coal  placed  into  it  only  rises  in 
temperature  gradually,  and,  therefore,  at  first 
undergoes  the  above  low-temperature  decom- 
position. The  further  action  of  heat  then 
brings  about  fresh  changes,  both  in  the  above 
hydrogen-containing  residue  and  in  the  vola- 
tile substances  primarily  evolved  from  the 
coal.  The  effect  of  further  heat  on  the 
residue  is  to  drive  off  more  hydrogen,  wliich, 
at  temperatures  of  700°-800°  is  mostly  evolved 
as  methane  and  free  hydrogen,  the  latter  being 
present  in  larger  proportion,  the  amount  of 
other  gaseous  hydrocarbons  being  very  much 
smaller  than  in  the  gas  produced  at  low  tempera- 
ture. The  residual  coke  becomes  denser  and 
harder,  but  at  this  temperature  still  contains 
hydrogen  in  a^jpreciable  quantity,  and  on 
raising  the  temperature  to  the  highest  obtainable 
in  practice,  an  additional  yield  of  gas  is  procured 
still  consisting  of  methane  and  hydi'Ogen,  but 
as  the  temperature  increases  the  percentage  of 
methane  falls  and  that  of  hydi'ogen  rises.  ^  The 
higher  the  temperature  to  which  the  residual 
coke  is  finally  heated,  the  greater  is  therefore 
the  yield  of  combustible  gas. 

The  volatile  products  first  evolved  from  the 
coal,  consisting  chiefly  of  compounds  which  are 
liqind  at  the  ordinary  temperature,  also  under- 
go further  change  when  a  higher  carbonising 
temperature  is  employed,  if  they  are  subjected 
to  the  action  of  this  heat  before  they  can  escape, 
yielding  a  large  proportion  of  gases  which  are 
permanent  at  the  ordinary  temperature,  the 
most  important  (if  these  being  hj'ckogen,  meth- 
ane, ethylene,  and  lienzene.  The  latter,  although 
a  liquid  at  the  ordinary  temperature,  is  so 
volatile  that  most  of  it  remains  in  the  gas. 

On  the  other  hand,  simultaneously  with  the 
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formation  of  these  gases,  the  petroleum-like 
products  yield  many  substances  which  contain 
a  higher  percentage  of  carbon  and  a  lower 
percentage  of  hydrogen  than  is  present  in  the 
substances  from  which  they  are  formed,  con- 
sisting of  hydrocarbons  of  the  aromatic  series, 
such  as  benzene,  naphthalene,  anthracene,  and 
their  derivatives.  These  are  liquids  at  the  ordi- 
nary temperature,  or,  if  solid  (like  naphthalene 
and  anthracene),  are  soluble  in  the  other  liquids 
and  condense  together  as  a  fairly  fluid  tar  in 
the  subsequent  cooling  of  the  gas.  By  heating 
the  primary  volatile  products  to  a  moderate 
temperature,  therefore,  the  yield  of  permanent 
gas  is  largely  increased,  and  that  of  the  tar 
diminished,  and  the  latter  now  consists  cliiefly  of 
aromatic,  instead  of  fatty,  organic  derivatives ; 
making  the  tar  of  especial  value  for  the  coal-tar 
colour  industry. 

If  the  volatile  products  are  subjected  for  any 
length  of  time  to  stUl  higher  temperatures  before 
escaping,  such  as  a  bright  red  or  white  heat, 
further  decompositions  take  place,  which,  on  the 
whole,  are  by  no  means  favourable  to  the  produc- 
tion of  gas.  The  tar  vapours  of  the  aromatic 
series  undergo  further  decomposition  into  still 
denser  hydrocarbons,  and  a  gas  consisting  mainly 
of  hydrogen;  and  many  of  the  new  hydrocarbons 
formed  are  sohd  even  at  a  red  heat,  and  are  quite 
insoluble  in  the  remaining  liquid  tar.  These 
are  partly  deposited  on  the  heated  retort  walls 
as  '  carbon  '  or  '  scurf,'  and  are  partly  carried 
away  with  the  hot  gas  as  finely  divided  particles, 
and  are  carried  down  during  cooling  with  the 
tar,  making  this  much  more  viscous  even  when 
hot.  Further,  even  the  gaseous  compounds 
undergo  further  decomposition  ;  the  benzene  ' 
undergoing  partial  conversion  into  hydrogen  and 
denser  hydrocarbons,  the  ethylene  yielding  some 
hydrogen  and  methane,  as  well  as  tarry  matter, 
and  even  the  more  stable  methane  undergoes  a 
partial  decomposition  into  its  elements  hydrogen 
and  carbon. 

The  chemical  considerations  therefore  lead 
to  the  conclusion  that  while  in  order  to  obtain 
the  maximum  yield  of  gas  from  coal  it  is  advisable 
to  subject  the  latter  finally  to  as  high  a  tempera- 
ture as  possible,  so  as  to  drive  oS  the  volatile 
matter  completely,  the  gases  and  vapours 
produced  in  the  distillation  should  only  be 
subjected  to  a  considerably  lower  temperature 
than  that  to  which  the  coke  is  eventually  heated, 
as  too  high  a  temperature  results  in  the  separa- 
tion of  carbon,  which  would  otherwise  have 
remained  as  gaseous  hydrocarbons  in  the  gas ; 
thus  depreciating  both  its  calorific  and  illuminat- 
ing power.  On  the  other  hand,  it  is  equally 
evident  that  these  volatUc  products  jnust  not 
1)6  subjected  to  too  low  a  temperature,  for  in 
that  case  the  hydrocarbons,  &c.,  produced  in 
the  early  stages  of  distiUation  would  not  be 
sufficiently  decomposed,  and  would  be  lost  from  | 
a  gas-making  standpoint — being  condensed  in  I 
the  tar.  ' 

The  remaining  constituents  of  the  coal 
concerned  in  the  production  of  gas  are  oxygen, 
nitrogen,  and  sulphur.  The  ash  remains  in  the 
coke,  and  need  not  be  further  considered  here. 
Oxygen  is  present  in  considerable  amount  in  the 
'  oal  substance  ;  and  the  coal  as  used  also  always  \ 
contains  either  moisture  in  the  free  state  or  in  | 
such  a  loose  state  of  combination  that  it  is  given  j 


off  at  temperatures  below  100° — the  amount 
varying  usually  from  1  to  4  p.c.  The  oxygen  in 
the  coal  substance  is  probably  evolved  in  the 
early  stages  to  a  considerable  extent  as  steam 
and  volatile  compounds  of  carbon,  hydrogen, 
and  oxygen  ;  and  the  latter,  on  further  heating, 
are  largely  decomposed,  forming  steam,  carbon 
monoxide,  and  carbon  dioxide.  As  the  tempera- 
ture rises,  the  carbon  dioxide  tends  to  combine 
more  and  more  with  the  red-hot  carbon  present, 
undergoing  reduction  to  carbon  monoxide,  and 
the  steam  tends  also  to  act  on  the  carbon,  with 
production  of  water  gas ;  and  the  higher  the 
temperature  to  which  the  gases  are  heated,  espe- 
cially while  in  contact  with  the  coke,  the  greater 
is  the  amount  of  carbon  monoxide  formed, 
and  the  higher  also  the  amount  of  steam  con- 
verted into  water  gas.  Some  of  the  oxygen  is 
found  in  the  tar  as  compounds  with  carbon  and 
hydrogen,  such  as  phenol ;  but  the  bulk  of  it 
remains  as  steam,  which  condenses  out  on  cool- 
ing, and,  roughly,  about  one-fourth  is  found  in 
the  gas  as  oxides  of  carbon. 

The  effect  on  the  nitrogen  is  similar  to  that 
on  the  hydrogen.  At  very  low  temperatures 
some  ammonia  is  given  off,  and  also  substances 
containing  carbon,  hydrogen,  and  nitrogen, 
which  condense  in  the  tar ;  while  a  large  pro- 
portion of  the  nitrogen  remains  in  the  residue. 
At  higher,  but  still  moderate,  temperatures, 
much  more  nitrogen  is  given  off  from  the  coal, 
and  the  above  volatile  products  are  largely 
broken  up,  with  the  formation  of  ammonia  and 
some  free  nitrogen  ;  and  at  such  temperatures 
the  maximum  yield  of  ammonia  is  obtained. 
At  stUl  higher  temperatures,  more  nitrogen  is 
evolved  from  the  coke  ;  but  the  ammonia  itself 
is  then  largely  decomposed  into  its  elements 
nitrogen  and  hydrogen,  and  also  reacts  with  the 
hot  carbon,  producing  hydrocyanic  acid ;  and, 
in  spite  of  the  more  complete  elimination  of  the 
nitrogen  from  the  coke,  the  yield  of  ammonia  is 
decreased.  Only  from  14  to  17  p.c.  of  the  nitrogen 
in  the  coal  is  recovered  in  the  form  of  ammonia 
{v.  Ammonia).  Some  of  the  nitrogen  is  also 
found  in  the  tar,  chiefly  in  the  form  of  nitrogenous 
bases,  such  as  pyridine. 

The  sulphur,  too,  probably  comes  off  first  as 
compounds  with  carbon,  and  hydrogen  ;  and 
these,  when  more  strongly  heated,  yield  sulphur- 
etted hydrogen,  which  can  be  removed  from  the 
gas  without  much  difficulty.  At  still  higher 
temperatures,  however,  the  decomposition  of 
these  volatile  organic  sulphur  compounds  takes 
place,  with  formation  of  larger  quantities  of 
carbon  disulphide  ;  this  compound  being  also 
produced,  but  probably  in  much  smaller  amount, 
in  the  gases  last  driven  ofi  from  the  coke,  due  t<> 
the  sulphur  still  remaining  in  the  latter.  Higli 
temperatures,  especially  if  allowed  to  act  fully 
on  the  volatile  products,  therefore  tend  to 
increase  considerably  the  amount  of  this  im- 
purity, which  can  only  be  removed  with  difficulty. 

Both  with  regard  to  sulphur  and  nitrogen, 
therefore,  as  well  as  in  the  case  of  the  hydro- 
carbons, it  is  desirable  that  the  volatile  products 
themselves  shall  only  be  heated  to  a  moderate 
temperature  if  a  maximum  yield  of  the  valuable 
product  (ammonia)  and  a  minimum  yield  of  the 
deleterious  impuritj'  (carbon  disulphide)  is  to 
be  obtained.  In  the  case  of  the  oxygen  com- 
pounds alone  ilocs  there  appear  to  be  any 
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advantage  in  subjecting  these  products  to  a  high  t 
temperature,  owing  to  the  larger  proportion  of 
carbon  monoxide  and  smaller  proportion  of  carbon 
dioxide  produced,  as  weU  as  to  the  larger  amount  1 
of  steam  converted  into  combustible  gas.    On  1 
the  whole,  the  advantages  gained  in  the  latter  ! 
resjJect  are  more  than  counterbalanced  by  the  ' 
deleterious  action  of  such  high  temperatures  so 
far  as  the  hydrocarbons  and  the  nitrogen  and 
sulphur  compounds  are  concerned. 

In  addition  to  the  changes  brought  about  by 
thermal  decomposition,  which  are  the  most 
important,  formation  of  other  compounds  also 
occurs  by  polymerisation  or  synthesis  from  two 
or  more  of  the  products  of  thermal  decompo- 
sition, such  as  the  formation  of  benzene  and 
stilbene  by  condensation  of  acetylene,  and  a 
large  number  of  the  tar  constituents  are  doubt- 
less formed  in  this  manner.  So  far  as  the  gaseoiis 
products  are  concerned,  the  formation  of  carbon 
monoxide  by  the  action  of  the  dioxide  on  carbon, 
and  the  synthesis  of  water  gas  by  the  interaction 
of  steam  and  carbon,  have  been  referred  to.  In 
addition,  there  is  some  evidence  that  methane 
may  also  be  formed  to  some  extent  in  the 
carbonising  process  by  synthesis  from  hydrogen 
and  carbon  monoxide,  in  accordance  with  the 
reversible  reaction  CO  +  3H2^GH4+H20.  This 
reaction  occurs  almost  quantitatively  wlien  a 
mixture  of  the  gases  is  passed  over  metallic 
nickel  at  250°  (Sabatier  and  Senderens,  Compt. 
rend.  134,  514),  and  although,  as  the  temperature 
rises,  the  reverse  reaction  takes  place  in  increas- 
ing degree,  the  evidence  available  points  to  the 
conclusion  that  appreciable  amounts  of  methane 
are  formed  in  this  manner  under  some  conditions 
during  carbonisation. 

In  the  carbonisation  of  coal  in  the  most 
usual  gas-works  practice,  the  coal,  as  above 
described,  is  placed  in  a  long  narrow  retort  set 
either  horizontally  or  at  an  angle  of  about  32°  to 
the  horizontal,  leaving  a  considerable  amount 
of  free  space  above  the  coal  through  which  the 
evolved  gas  must  pass  to  reach  the  exit  pipe 
at  one  or  both  ends  of  the  retort.  The  carbonisa- 
tion commences  on  the  outside  of  the  mass — 
namely,  at  the  bottom  and  sides — where  it  is  in 
contact  witli  the  heated  retort  wall,  and  also 
at  the  top,  where  it  is  affected  by  the  heat 
radiated  through  the  free  space  from  the  hot 
crown  of  the  retort.  The  coal  on  the  outside 
first  becomes  pasty  and  agglomerates,  and  then 
undergoes  the  low-temperature  decomposition 
already  described,  the  resultant  vapours  and 
rich  gas  escaping  fairly  readily  into  the  free 
space  above  the  coal.  Here  they  are  subjected 
to  the  further  action  of  heat  in  two  ways — 
namely,  by  contact  with  the  lieated  waUs  of  the 
retorts,  and  also  by  the  action  of  the  radiant 
heat  rays  which  are  traversing  the  free  space. 
The  net  result  of  their  combined  action  is  to 
raise  the  temperature  of  the  vapours  passing 
through  the  free  space,  and  to  bring  about 
much  change  ;  and  the  higher  the  temperature 
to  which  the  retort  walls  are  heated,  the  greater 
is  the  amount  of  further  decomposition  that 
they  undergo. 

The  further  action  of  heat  on  the  pasty  mass 
nn  the  outside  of  the  charge  converts  this 
eventually  into  coke  ;  lieat  passing  simultane- 
ously further  into  the  charge  and  converting  the 


layer  below  into  the  pasty  condition,  which  is 
assisted  by  the  condensation  on  these  lower 
layers  of  some  of  the  tarry  matters  formed  by 
the  decomposition  of  the  hotter  layers  above, 
and  the  extent  to  which  such  condensation 
occurs  doubtless  has  much  influence  on  the 
physical  properties  of  the  resulting  coke.  This 
sequence  of  changes  continues  until  the  heat  has 
penetrated  to  the  centre  of  the  mass,  and  effected 
its  complete  carbonisation.  After  the  first  layer 
of  hot  coke  has  been  formed,  the  gases  produced 
from  the  interior  of  the  charge,  in  order  to 
escape  from  the  retort,  must  not  only  undergo 
the  ordeal  of  heat  in  passing  through  the  free 
space,  but  also  pass  through  the  hot  layer  of 
coke  on  the  outside  of  the  charge  ;  and  the 
temperature  and  area  of  this  coke  mass  con- 
stantly increases  as  time  goes  on.  Further,  as 
carbonisation  proceeds,  the  rate  at  wliich  the 
gas  is  evolved  decreases,  and  in  consequence,  its 
speed  through  the  free  space  becomes  less,  and 
it  is  exposed  to  heat  there  for  a  greater  length 
of  time.  From  all  these  causes,  the  quality  of 
the  gas  falls  off  after  the  first  hour,  and  especially 
when  the  carbonisation  is  approaching  com- 
pletion. The  percentages  of  methane,  ethylene, 
benzene,  sulphuretted  hydrogen,  and  carbon 
dioxide  steadily  diminish  as  time  progresses,  and 
that  of  hydrogen  steadily  increases  ;  whUe  that 
of  carbon  monoxide  varies  less  considerably,  as 
shown  by  the  following  table,  giving  the  analysis 
of  the  gas  evolved  at  different  stages  from  a 
retort  charged  with  Derbyshire  coal,  the  tempera- 
ture of  carbonisation  being  about  950°  : — 

I     Hours  after  commencement 


Sulphuretted 

hydrogen 
Carbon  dioxide  . 
Ethylene  and 

benzene 
Oxygen 

Carbon  monoxide 

Methane  . 

Hydrogen 

N  itrogen  { by  diff . ) 


I  hour 

i;  hrs. 

21  lirs. 

3;  hrs. 

5  lU'S. 

3-8 

3-1 

2-8 

2-1 

1-2 

3  0 

2-8 

2-6 

2-3 

1-7 

8-6 

5-2 

3-6 

2-4 

O'O 

0-0 

0-0 

0-0 

0-0 

trace 

4-4 

5-0 

4-9 

4-5 

3-8 

49-7 

42-0 

39-4 

37-5 

26-3 

29-8 

37-5 

42-2 

46-2 

60-8 

0-7 

4-4 

4-5 

5-0 

6-2 

Before  the  introduction  of  gaseous  firing,  the 
retort  temperatures  obtained  in  practice  did  not 
usually  exceed  about  900°C.,  or  1650°F.  Under 
these  '  concUtions,  the  volatile  products  were 
not  materially  overheated,  and  gas  of  high 
iUumiuating  power  was  produced  ;  Avliilo  the 
tar  simultaneously  formed  was  fairly  fiuid,  and 
only  contained  moderate  amounts  of  the 
objectionable  '  free  carbon. '  The  quantity  of 
naphthalene  formed  was  also  not  excessive,  and 
that  of  '  light  oils '  simultaneously  produced 
was,  in  most  cases,  sufficient  to  wash  the  naph- 
thalene out  of  the  gas  during  condensation  to 
a  sufficient  extent  to  prevent  its  subsequent 
deposition  in  the  solid  state  in  the  mains  ami 
services.  On  the  other  hand,  under  these 
conditions,  a  relatively  low  yield  of  gas  per  ton 
is  obtained,  as  an  appreciable  quantity  of 
volatile  matter  is  left  in  the  coke. 

When,  witli  the  aid  of  gaseous  firing,  higher 
carbonisation    tcuipcratin'cs    wero  employed. 
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matters  were  considerably  modified,  as  the 
volatUe  matter  of  tlie  coal  was  more  completely 
evolved  with  the  production  of  a  greater  volume 
of  gas.  But,  as  we  have  seen,  it  follows  inevit- 
ably that,  in  a  horizontal  or  inclined  retort 
haviiig  a  large  free  space  above  the  coal,  the 
volatUe  products  must  also  be  more  strongly 
heated  by  an  increase  in  the  retort  temperature  ; 
and,  as  a  residt,  under  these  conditions,  the 
gases  and  vapours  undergo  a  more  far-reaching 
decomposition  than  before,  and  a  reduction  in 
the  quahty  of  the  gas  is  brought  about.  Some 
of  the  hydrocarbons  formerly  present  in  the  gas 
are  now  deposited  in  solid  or  liquid  form,  which 
either  remain  in  the  retort  as  carbon  or  are 
condensed  with  the  tar,  and  are  lost  from  a 
gas-making  point  of  view.  Simultaneously, 
other  disadvantageous  changes  occur,  inasmuch 
as  the  tar  produced  is  thicker  and  contains 
much  more  '  free  carbon,'  thereby  increasing  the 
trouble  from  stopped  ascension  pipes  and  pitched 
hydraulic  mains,  and  greatly  increasing  the 
practical  difficulties  of  retort-house  working. 
Further,  the  action  of  these  high  temperatures 
on  the  volatile  products  increases  the  produc- 
tion of  naphthalene  and  decreases  that  of  light 
oils,  and  renders  the  cooled  gas  much  more 
liable  to  deposit  solid  naphthalene  in  the  mains 
and  services  both  on  the  works  and  in  the  district, 
causing  serious  trouble  both  to  supplier  and 
consumer. 

In  spite  of  these  last-named  drawbacks,  the 
employment  of  higher  temperatures  has,  on  the 
whole,  proved  favourable ;  the  increased  yield 
obtained  from  the  more  complete  elimination  of 
the  volatile  matter  of  the  coal  having  more  than 
counterbalanced  these  disadvantages.  Never- 
theless, a  process  of  carbonisation  is  very  desir- 
able, in  which  the  coal  itself  can  be  heated  to  a 
high  temperature  without  simultaneously  causing 
too  great  heating  of  the  volatile  products  ;  and 
it  is  largely  with  a  view  to  this  end  that  modifi- 
cations of  the  method  of  working  have  been 
introduced  during  the  past  few  years. 

From  what  has  been  said,  it  is  clear  that  one 
of  the  chief  causes  of  the  overheating  of  the  gases 
and  vapours  is  the  existence  of  a  large  free  space 
above  the  coal  in  the  retort.  With  the  hori- 
zontal retort,  so  long  as  the  coke  had  to  be 
extracted  by  a  rake,  worked  either  by  hand  or 
mechanically,  a  considerable  amount  of  free 
space  was  necessary  in  order  to  afford  room  for 
the  introduction  of  the  rake-head  above  the 
coke ;  but  the  invention  of  mechanically 
propelled  pushers,  which  discharge  the  coke  by 
pushing  from  one  end  of  the  retort,  has  done 
away  with  the  necessity  of  the  free  space  for 
the  removal  of  the  coke,  and  has  made  it  possible 
to  put  in  a  much  larger  charge  of  coal  without 
increasing  the  difficulties  of  discharging  the  latter. 
In  recent  years,  therefore,  by  the  introduc- 
tion of  such  increased  charges,  the  amount  of 
free  space  has,  in  many  works,  been  largely 
reduced  in  horizontal  retorts,  so  that  the  gases 
and  vapours  are  exposed  to  a  sinniler  amount 
of  retort  surface,  and.  still  more  important, 
owing  to  the  volume  of  the  free  space  being 
smaller,  they  pass  through  it  more  quicldy,  and 
are  exposed  to  the  action  of  the  heat  for  a  shorter 
time.  As  the  practical  result,  it  is  found  that 
the  coke  produced  is  larger,  a  thinner  tar 
containing  less  free  carbon  is  produced,  owing 


to  the  lessened  overheating,  less  carbon  disul- 
phide  is  produced,  less  trouble  from  naphthalene 
ensues,  and  retort-house  working  is  considerably 
facilitated.  Whether  the  total  heat  value  of  the 
gas  obtained  from  a  ton  of  coal — i.e.  the  multiple 
of  gas  per  ton  x  calorific  power — is  greater  than 
can  be  obtained  with  the  smaller  charges,  is  a 
matter  on  which  different  opinions  prevail  at 
present. 

On  the  other  hand,  owing  to  the  increased 
thickness  of  the  charge,  a  longer  period  must  be 
allowed  for  its  carbonisation  if  the  central  core 
is  to  be  completely  carbonised ;  and  beyond  a 
certain  weight  of  charge,  varying  apparently 
with  different  classes  of  coal,  the  gas  production 
per  retort  per  24  hours  falls  off,  or  can  only  be 
maintained  by  increasing  the  carbonisation 
temperature  above  that  employed  with  the 
smaller  charges.  Such  higher  temperatures  also 
increase  the  heat  to  which  the  gases  are  exposed 
in  the  free  space ;  but  experience  seems  to 
show  that  the  effect  of  such  increase  is  small 
when  the  volume  of  free  space  is  low,  or,  in  other 
words,  that  in  bringing  about  decomposition  of 
the  volatile  products  the  time  during  which  the 
gas  is  exposed  to  heat  is  much  more  important 
than  the  temperature  of  the  retort  walls. 

Carbonisation  in  vertical  retorts.  But,  while 
the  amount  of  free  space  can  be  in  this  manner 
greatly  reduced,  it  is  scarcely  practicable  to 
eliminate  it  altogether  in  horizontal  retorts.  If, 
however,  the  retort  is  placed  in  a  vertical  instead 
of  a  horizontal  position,  this  is  readily  effected  ; 
as,  in  the  nature  of  things,  the  coal  when  charged 
in  from  the  top  must  completely  fill  the  retort. 
Although  a  smaU  amount  of  free  space  may  be 
left  at  the  top,  matters  can  be  so  arranged  that 
this  is  not  too  large  and  that  the  retort  walls  at 
this  point  are  not  heated  to  any  great  extent. 
Hence  latterly  carbonisation  in  vertical  retorts 
has  been  much  investigated,  and  is  now  practised 
in  a  large  number  of  works. 

Intermittent  vertical  retorts.  In  the  Dessau 
vertical  retort  system,  patented  by  Bueb  (Eng. 
Pat.  1393,  1904),  the  previous  practice  is 
adhered  to,  in  so  far  that  the  coal  is  charged 
into  the  retort  from  an  overhead  hopper  all  at 
once,  and  allowed  to  remain  there  untU  carbonisa- 
tion is  complete,  when  the  coke  is  discharged  by 
gravity  and  the  retort  refilled  with  fresh  coal. 
The  retorts  are  either  4  or  5  metres  in  length, 
having  an  oblong  cross  section  with  rounded 
corners  and  are  tapered,  increasing  in  size  from 
top  to  bottom  to  facilitate  the  discharge  of  the 
coke.  Until  recently  10  or  12  retorts  were  set 
in  rows  of  two  in  a  setting,  each  setting  being 
heated  by  gas  from  a  separate  deep  producer 
capable  of  being  filled  much  above  the  point  at 
which  the  producer  gases  are  drawn  oS,  so  that 
it  may  run  for  24  hours  without  recharging. 
Fig.  10  gives  a  vertical  section  of  such  a  setting 
and  producer,  showng  clearly  the  general 
arrangement  of  the  plant. 

As  the  thickness  of  the  charge  is  greatest  at 
tlic  bottom,  the  highest  temperature  is  main- 
tained at  this  point,  with  a  rather  low  er  tempera- 
ture in  the  upper  portions  where  the  tliickness 
of  the  charge  is  less.  The  result  of  this  arrange- 
ment is  that,  even  at  high  temperatures,  not  only 
is  a  large  yield  of  gas  obtained,  but  at  the  same 
time  the  tar  formed  is  very  fluid,  and  only 
contains  a  small  percentage  of  free  carbon. 
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Simultaneou.sly,  the  naphthalene  prorluction  is 
lessened,  and  that  of  the  lower  boiling  tar 
oonstituents  increased,  with  the  result  that  the 
naphthalene  is  sufficiently  completely  remo-\-od 
from  the  gas  in  the  ordinary  process  of  conden- 
sation, without  the  adoption  of  any  special 
treatment,  and,  at  the  same  time,  the  amount 
of  sulphur  obtained  in  the  form    of  carbon 


Fig.  10. 


disulphide  is  reduced.  The  yield  of  ammonia 
is  also  said  to  be  materially  higher,  and  the 
coke  produced  is  harder  and  denser  than 
that  formed  from  the  same  coal  in  horizontal 
retorts. 

In  spite,  therefore,  of  very  high  retort 
temperatures,  the  objectionable  overheating 
which  occurs  with  horizontal  retorts  having  a 
higlily  heated  free  space  above  the  coal,  is 
obviated  in  such  vertical  retorts.  This  is  largely 
due  to  abolition  of  this  free  space,  but  other 
conditions  also  come  into  play.  In  the  hori- 
zontal retorts,  after  a  layer  of  incandescent  coke 
has  been  formed  on  the  exterior  of  the  charge, 
all  gas  produced  from  the  unaltered  coal  in  the 
centre  of  the  charge  must  find  its  way  out 
through  the  incandescent  layer,  and  thus  be 
subjected  to  considerable  heat.  In  the  inter- 
mittent vertical  retort,  the  carbonisation  also 
takes  place  from  the  periphery  inwards,  and  a 
layer  of  incandescent  coke  is  formed  in  the  early 
.stages,  but  in  this  case  the  gas  produced  from 
the  still  uncarbonised  coal  in  the  centre  of  the 
charge  has  two  possible  paths  of  escape — on  the 
one  hand,  through  the  hot  coke  layer,  and  on  the 
other,  through  the  cool  central  core  of  uncar- 
l)onised  or  partly  carbonised  coal,  and  the  gas 
travelling  in  the  latter  direction  escapes  over- 
heating by  the  hot  coke  layer.  The  relative 
amounts  of  the  gas  which  travel  in  each  direc- 
tion is  still  a  matter  in  dispute,  but  Bueb  holds 
the  view  that  the  great  hn\k  of  the  gas  travels 
through  the  cool  central  core. 

The  period  required  for  complete  carbonisa- 


tion varies  usually  from  10  to  12  hours,  and. 
during  the  last  1  or  2  hours  steam  is  frequently 
admitted  at  the  bottom  of  the  retort  wth  pro- 
duction of  Avatcr  gas,  which  mixes  with  and 
dilutes  the  coal  gas  produced.  This  dilution 
causes  a  considerable  decrease  in  the  illuminating 
power  of  the  mixed  gas  produced,  but  effects  a 
much  smaller  proportional  reduction  in  the 
calorific  power,  and  this  procedure  is  extensively 
adopted,  especially  in  Germany,  where  very 
many  installations  of  the  Dessau  retorts  are  at 
work,  as  in  that  country  no  attention  whatever 
is  now  paid  to  illuminating  power,  only  the 
calorific  power  being  considered. 

In  the  latest  form  of  the  Dessau  retorts,  tlie 
length  of  the  oblong  cross  section  has  been 
reduced,  and  these  retorts  set  in  rows  of  three, 
which  are  charged  and  discharged  simultaneously. 
The  reduction  in  the  size  of  the  retort  increases 
the  proportion  of  heating  surface  to  the  cubic 
capacity  of  the  retort,  and  results  in  a  more 
rapid  carbonisation  and  increased  output  of  gas, 
and  also  a  reduced  fuel  consumption. 

Continuous  vertical  retorts.  In  this  sy.stem 
of  carbonisation,  the  object  aimed  at  is  not  only 
to  avoid  an  excessive  heated  free  space  above  the 
coal,  but  also  to  render  the  process  a  continuous 
one,  by  the  addition  of  mechanical  arrangements 
whereby  the  coke  is  withdrawn  continuously,  or 
nearly  so,  from  the  bottom  of  the  retort,  fresh 
coal  being  added  to  the  retort  at  the  top  to 
replace  the  coke  withdrawn,  so  that  the  coal  to 
bo  carbonised  slowly  travels  down  the  retort, 
undergoing  gradual  conversion  into  coke  and 
gas.  The  conditions  in  the  retort,  therefore, 
remain  approximately  constant,  and  the  quantity 
and  quality  of  the  gas  evolved  remains  fairly 
constant,  instead  of  both  falling  oS  as  carbonisa- 
tion proceeds,  as  is  the  case  with  an  intermittently 
charged  retort. 

The  continuous  system  of  carbonisation  has 
1  been  chiefly  worked  out  in  this  country.  Al- 
though  many  experiments  in  this  direction  were 
made  in  the  last  century,  none  met  with  any 
degree  of  success.  In  the  early  years  of  the 
present  century,  however,  very  interesting 
results  were  obtained  -^vith  the  Settle-Padfield 
continuous  vertical  retort  (Eng.  Pat.  12552. 
1902  ;  24588,  190.3),  which  showed  that  excellent 
.  carbonising  results,  so  far  as  yield  and  quality 
of  gas  and  coko  were  concerned,  could  be  ob- 
tained in  this  manner,  although,  largely  owing 
to  difficulties  arising  from  the  shape  of  retort 
adopted,  the  practical  difficulties  found  in 
working  it  have  prevented  its  further  adoption. 
At  the  present  time  two  such  continuous 
processes,  namely,  the  Woodall-Duckham  system 
(Eng.  Pat.  16497,  1903  ;  1.5053,  1907)  and  the 
Glover -AVest  system  (Eng.  Pat.  23650,  1905; 
2663,  1907  ;  7.534,  1907  ;  8572,  1909),  are  in  use, 
a  diagrammatic  section  of  each  of  these  plants 
being  .shown  in  Figs.  11  and  12,  from  which  the 
general  arrangement  is  readily  seen.  In  the 
Woodall-Duckham  retorts,  the  discharge  of  the 
[  coke  is  controlled  by  the  coke-feed  roU  .shown 
below  the  retort,  which  is  slowly  revolving,  and 
as  it  rotates  allows  the  coke  to  fall  into  the 
chamber  below,  from  which  it  is  emptied 
periodically,  the  speed  of  the  coal  through  the 
retort  being  regulated  by  varying  that  of  the 
feed  roE.  As  the  coke  is  removed,  the  whole 
mass  in  the  retort  falls,  leaving  a-  space  at  the 
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top,  wliich  is  at  once  filled  hy  fi'osh  coal  intro- 
duced by  a  rotating  feeding  device  fixed  at  that 
point.  The  retorts,  four  of  which  are  placed  in 
a  setting,  are  25  feet  in  length,  and  have  a 
considerable  taper  to  facilitate  the  downward 
movement  of  the  mass.  The  heating  is  effected 
by  producer  gas,  which,  with  the  secondary  air. 
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and  radial  arm  are  replaced  by  a  slowly  rotating 
screw  conveyor,  which  effects  the  gradual  dis- 
charge of  the  coke.  The  retorts  are  from 
20  to  23  feet  in  length,  and  tapered,  eight  being 
placed  in  a  single  setting.  For  the  purposes  of 
heating,  the  setting  is  divided  into  a  number 
of  sections  by  horizontal  division  walls,  the 
three  upper  sections  receiving  the  combined 
!  waste  gases  from  the  chambers  below,  and 
abstracting  much  heat  from  these  before  they 
pass  to  the  chimney.  The  next  six  sections  form 
the  heating  chambers  proper,  each  receiving  a 
separate  supply  of  producer  gas  from  the 
furnace,  as  well  as  a  separate  supply  of  secondary 
air,  and  by  suitably  regulating  the  supplies,  the 
temperatures  in  the  diflferent  sections  can  be 
adjusted  to  that  found  most  suitable  for  the 
particular  coals  carbonised.  In  the  lowest 
section,  the  secondary  air  is  admitted  on  its  way 
to^^the  heating  sections,  and  thereby  cools  the 
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enters  at  the  top,  the  mixed  gases  passing 
downwards,  the  temperature  on  the  outside  of 
the  retorts  being  highest  at  the  top  and  decreas- 
ing to  the  bottom  of  the  retorts. 

In  the  Glover- West  system,  the  discharge  of 
the  coke  is  effected  in  a  somewhat  different 
manner.  In  the  diagram  shown,  the  coke 
issuing  from  the  bottom  of  the  retort  rests  on  a 
horizontal  plate  fixed  about  8  inches  below  the 
bottom,  and  is  gradually  swept  over  the  edges 
of  the  plate  by  a  radial  arm,  which  is  slowly 
revolving  in  a  horizontal  plane  just  above  the 
plate,  this  arm  being  mechanically  actuated 
from  the  outside,  the  speed  at  which  it  is  worked 
controlling  the  rate  of  carbonisation.  The  coke 
falls  into  the  chamber  below,  and  is  removed  at 
intervals.  As  the  mass  moves  do\viiwards, 
leaving  a  space  at  the  top,  the  latter  is  at  once 
filled  by  coal  falling  in  by  gravity  from  a  small 
hopper  above  each  retort,  closed  by  a  gas-tight 
valve  at  the  top,  shutting  it  off  from  the  main 
coal  bunker  above,  this  small  hopper  being 
charged  every  few  hours  by  opening  the  valve 
and  allowing  it  to  fiU  up  from  the  main  bunker. 
In  more  recent  plants  the  above  resting  plate 
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sectional  plan 
Fig.  12. 

now  carbonised  coke  passing  through  the 
retorts,  so  that  this  is  discharged  in  a  relatively 
cool  condition,  and  requires  no  quenching,  its 
heat  being  returned  to  the  setting  with  the 
secondary  air,  effecting  a  considerable  economy 
in  the  fuel  consumption. 

The  constant  movement  of  the  mass  through 
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tlic  retort  in  sueli  cnntiniions  vertical  retorts 
modifies  the  conditions  of  carbonisation  to  some 
extent.  As  with  the  intermittent  retorts,  the 
heat  penetrates  the  mass  of  coal  from  the 
periphery  and  travels  inwards,  but  as  the  coal  is 
constantly  moving  downwards,  the  unearbonised 
coal  takes  the  form  of  an  inverted  cone,  the  base 
of  whiclr  is  at  the  top,  ami  the  apex  at  a  point 
about  two-thirds  of  the  length  of  the  retort 
below.  A  small  proportion  of  gas,  with  much 
steam,  is  formed  on  the  inner  and  cooler  side  of 
the  layer  of  decompo.sing  coal,  and  escapes  up 
through  the  core  of  imcarbonisod  coal,  but  the 
bulk  i)f  the  gas  is  formed  on  t  he  hotter  outer 
portion  of  the  decomposing  layer  and  passes 
up  t  hrough  the  surrounding  hot  coke.  Only  a 
limited  amount  of  free  space  is  left  at  the 
top.  I'lie  tar  produced  is  thin  and  contains 
but  little  free  carbon,  no  naphthalene  trouble 
occurs  witli  the  gas  after  condensation,  the 
carbon  disulphido  is  reduced,  and  at  the  same 
t.ime  a  high  yield  of  gas  of  good  calorific  power 
is  obtained.  The  coke  formed  from  the  con- 
tinuous process  is  usually  less  dense  than  that 
obtained  by  intermittent  carbonisation  in 
vertical  retorts. 

Carbonisation  in  larger  bulk.  Considerable 
attention  has  recently  been  paid,  especially  in 
Germany,  to  the  carbonisation  of  coal  for  gas- 
malcing  purposes  in  much  larger  bulk  than  the 
gas  retort,  and  more  in  accordance  with  tlie 
practice  where  metallurgical  coke  is  the  product 
primarily  required  {see  art.  Coke).  In  this 
industry,  as  the  gas  is  a  by-product,  the  latter 
is  employed  for  heating  the  ovens,  but  as  with 
good  working  only  about  half  the  gas  made  is 
required  for  this  purpose,  a  considerable  surplus 
remains,  which  is  generally  used  for  boiler  firing 
or  in  gas  engines.  In  several  instances  in  this 
country,  however,  a  portion  of  this  surplus  gas, 
enriched,  if  necessary,  with  benzene  to  give  it 
sufficient  illuminating  power,  is  employed  for 
public  distribution  in  the  neighbourhood  of  the 
coke  ovens,  and  in  1911  an  installation  for  the 
supply  of  a  considerable  district  from  the 
Brackley  coke  ovens  in  Lancashire  was  started. 
In  the  Westphalian  coal-fields,  the  surplus  gas 
from  a  large  number  of  ovens  is  now  being 
collected  and  distributed  over  a  very  wide  area. 

In  the  coke-oven  industry,  the  object  aimed 
at  is  )iot  only  the  production  of  coke,  but  also 
the  utilisation  of  the  slack  inevitably  produced 
in  the  operation  of  mining.  This  is  first  washed 
to  remove  mineral  impurities  as  far  as  possible, 
.and,  when  charged  into  the  ovens,  lies  in  a  dense 
mass,  which  may  be  10  tons  or  more  in  weight, 
and  has  very  small  interstitial  spaces,  and  is 
sometimes  further  specially  compressed  ;  more- 
over, it  contains  10  p.c.  or  more  of  moisture. 
AVhilst  the  result  of  these  alterations  in  the 
conditions  from  those  in  gas  retorts  effects  an 
improvement  in  the  quality  of  the  coke  produced, 
the  gas,  as  it  is  formed,  has  greater  difficulty  in 
escaping  from  the  centre  of  the  charge,  and  the 
volume  produced  is  usually  lower,  althougli  it  is 
of  good  calorific  power,  provided  due  precautions 
are  taken  to  prevent  the  drawing  in  of  undue 
amounts  of  furnace  gases  or  air.  The  rate  of 
carbonisation  is  also  naturally  much  slower,  as 
the  larger  the  bulk  in  which  the  coal  is  charged 
the  smaller  is  the  ratio  of  heating  surface  per 
unit  weight  of  conl,  which  further  influences,  to 


I  some  extent,  the  composition  of  tJic  resulting 

I  gas- 
In  Germany,  particidarly  during  the  past, 

!  few  years,  extensive  experiments  have  been 
made  with  carbonising  chambers  of  rather 
smaller  size  than  coke  ovens,  holding  from 
3  to  G  tons  per  charge,  in  which  the  heating  is 
effected  by  producer  gas  manufactured  from 
the  coke,  and  ordinary  gas  coal  is  carbonised 
instead  of  washed  slack.  In  some  of  the  forms 
adopted,  horizontal  chambers  are  used,  and  in 
others,  these  are  provided  with  a  sloping 
bottom,  to  facilitate  the  charging  of  the  coal 

I  and  discharge  of  the  coke  (see  J.  Gas  Lighting, 

i  1909,  IOC,  832).  The  coke  obtained  with  sucli 
chambers  is  more  closely  allied  to  metallurgical 
coke  tlian  to  ordinary  gas  coke,  but  where 

:  ordinary  gas  coal  is  used,  the  results,  so  far  as 
quality  of  gas,  tar,  and  ammonia  are  concerned, 
do  not  appear  to  differ  materially  from  those 
obtained  with  vertical  retort.s.  The  relative 
advantages  of  such  chambers  and  retorts  lie 
more  in  connection  with  questions  of  the  capital 
and  working  costs,  of  the  desirability  of  such 
large  carbonising  units  for  making  a  uniform 
quality  of  gas,  for  adjusting  the  gas  output  to 
the  seasonal  variation  in  the  clemand  for  a 
public  supply  of  gas,  and  of  the  suitability  of  the 
quality  of  coke  produced  to  supply  the  local 
demand.  Since  1911  very  few  installations  of 
this  intermediate  type  of  chambers,  between 
the  size  of  retorts  and  coke  ovens,  have  been 
adopted  in  this  country. 

Condensation  of  the  Hot  Gas. 
The  volatUe  products  driven  ofl^  from  the 
coal  issue  from  the  retorts  into  the  mouthpiece, 
at  a  high  teinperature,  which  may,  at  times, 
reach  700°-800°,  but  this  falls  very  rapidly  as 
the  gas  passes  up  the  ascension  pipe.  This 
arises  partly  from  the  fact  that  the  difference  in 
temperature  between  the  gas  within  and  the  air 
circulating  around  the  pipe  is  very  great,  and 
partly  because  the  number  of  heat  units  to  be 
removed  for  a  given  temperature  interval  is 
relatively  small,  being  due  to  the  specific  heat  of 
the  gases,  and  the  latent  heat  of  the  tar  vapours 
which  condense,  both  of  wliich  are  comparatively 
low.  The  temperature,  therefore,  falls  rapidly 
up  to  the  point  at  whicli  water  commences  to 
condense,  which  is  usually  about  75°-80°,  and 
from  this  point  onwards  the  rate  of  cooling 
becomes  very  slow,  chiefly  owing  to  the  liigli 
latent  heat  of  the  steam  present.  The  dew- 
point  is  mostly  attained  by  the  time  the  gas 
reaches  the  dip  pipe,  and  the  temijerature  of 
the  gas  in  the  hydraiilic  or  dry  main,  where  the 
streams  of  gas  from  the  different  retorts  mix, 
averages  about  60°.  By  the  time  the  steam 
commences  to  condense,  by  far  the  greater  part 
of  the  tar  vapours  jJresent  have  liquefied,  and, 
owing  to  the  rapid  rate  of  cooling,  these  separate 
in  the  form  of  finely  chvided  drops  or  vesicles, 
wliich  are  carried  along  with  the  stream  of 
1  uncondensed  gas  mechanically  in  tlie  form  of  a 
!  dense  brown  fog.  In  passing  through  the 
hydraulic  or  dry  main,  the  greater  part  of  this 
fog  (generally  from  70  to  80  p.c.)  coalesces  to 
form  liquid  tar,  a  considerable  amount  of  water 
also  separating  here  also,  which  combines  with 
the  ammonia  and  other  impurities  of  the  gas, 
I  forming  ammoniacal  liquor,  these  two  liquids 
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lioing  I'pmnvoil  in  the  manner  already  described. 
'I'he  combined  streams  from  all  the  collecting 
mains  of  the  separate  setting  unite  in  a  trunk 
ain  termed  the  '  foul '  main,  l)y  which  they 


Fig.  15, 

are  conveyed  from  the  retort  house  to  the 
condensing  plant  proper,  the  combined  stream 
having  at  this  point  a  temperature  of  50°-60°, 
and  still  containing  much  suspended  tar  fog, 
amounting  in  some  cases  to  as  much  as  one- 
third  of  the  total  tar  production. 

The  cooling  of  the  gases  to  approximately 
atmospheric  temperature  is  effected  by  means  of 
either  atmospheric  condensers  or  water-cooled 
condensers.  Although  many  types  of  the  former, 
differing  in  external  appearance,  are  in  use,  the 
arrangement  is  in  all  cases  such  that  the  gas  is 
passed  slowly  through  apparatus  exposing  a  largo 
surface  to  the  air,  whereby  the  sensible  heat  of 
the  gases  and  the  latent  heat  of  the  vapours  is 
given  up  to  the  air  passing  over  the  surface.  In 
the  water-cooled  condensers  water  is  employed 
as  the  cooling  medium  in  place  of  air.  This 
type  of  condenser  requires  a  much  smaller 
cooling  .surface  than  the  atmospheric  type,  and 
Vol.  It—T. 


the  temperature  to  wliich  tlio  gas  is  cooled  ran 
be  more  readily  regulated  by  controlling  the 
flow  of  water,  provided  a  sufficient  supply  of 
cold  water  is  always  available. 

Fig.  13  shows  the  general  arrangement  of  a 
vertical,  and  Fig.  14  of  a  horizontal,  atmospheric 
pipe  condenser,  the  manner  of  working  being 
readily  apparent  from  the  diagram.  Fig.  15 
gives  one  section  of  an  annular  atmospheric 
condenser,  in  which  the  gas  passes  through  the 
annular  space  between  the  inner  and  outer 
pipes,  the  air  circulating  not  only  over  the 
outer  pipe,  but  also  ascending  up  the  inner  pipe, 
cooling  both  surfaces  of  the  annular  chambers. 
The  volume  of  air  passing  up  the  inner  pipe  can 
be  varied  by  means  of  the  damper  shown,  and 
the  extent  of  cooling  of  the  aas  regulated  to 
some  extent  in  this  way.  Fig.  16  gives  a  vertical 
and  cross  section'of  a  water-cooled  tubular  con- 
denser, the  gas  'passing  downwards  over  the 
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Fig.  16. 


outer  surface  of  the  small  pipes,  the  water 
travelling  up  the  pipes  in  tlie  reverse  direction 
to  tlie  gas  stream,  so  that  the  gas  leaving  the 
apparatus  is  finally  cooled  by  the  incoming  cold 
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water.  Many  other  good  forms  of  both  atmo- 
spheric and  water  condensers  are  in  use,  but  their 
action  is,  in  general,  similar  to  those  described. 

When  liigh  carbonising  temperatures  are 
employed,  especially  with  certain  classes  of  coal, 
the  tar  separating  in  the  cold  end  of  the  con- 
denser is  apt  to  become  semi-solid  from  crystal- 
lisation of  naphthalene,  eventually  causing  a 
stoppage.  To  avoid  this  it  is  convenient  to 
arrange  the  connections  and  valves  in  such  a 
manner  that  the  inlet  and  outlet  can  be  reversed  ; 
the  previously  cold  end  then  receives  the  hot 
gas,  and  the  thick  tar  becomes  fluid  and  flows 
to  the  tar  well,  so  that  by  periodic  reversals  of 
the  stream  blocks  from  this  cause  can  be  largely 
avoided. 

In  this  country,  where  the  seasonal  changes 
in  temperature  are  not,  as  a  rule,  very  extreme, 
atmospheric  condensers  are  employed  to  the 
largest  extent,  water  condensers  being  employed 
frequently  in  addition  to  effect  the  final  cooling 
of  the  gas.  On  the  Continent,  where  lower 
temperatures  often  prevail  in  winter  and  higher 
in  summer,  water  condensers  are  more  frequently 
used,  and  are  enclosed  in  buildings  to  protect 
them  from  extremes  of  temperature. 

In  the  early  days  of  the  manufacture,  the 
only  point  considered  was  the  simple  cooling  of 
the  gas,  but  it  was  soon  found  that  the  manner 
in  which  the  cooling  takes  place  and  the  tempe- 
rature to  which  the  condensed  tar  is  cooled  in 
contact  with  the  gas  has  a  very  material  effect 
on  the  illuminating  power  of  the  gas  produced. 
This  arises  from  the  fact  that  the  illuminating 
power  of  the  gas  is  very  largely  dependent  upon 
the  amount  of  benzene  vapour  present  in  it, 
and  the  lower  the  temperature  to  which  the 
tar  is  cooled  when  in  contact  with  the  gas,  the 
greater  is  the  proportion  of  the  benzene  retained 
by  the  tar  and  the  lower  that  left  in  the  gas. 
The  object  at  present  aimed  at  in  condensation 
is,  therefore,  not  merely  to  cool  the  gas,  but  to 
carry  out  the  cooling  in  such  a  manner  as  to 
leave  in  it  the  maximum  amount  of  benzene 
vapour  that  it  can  retain  at  the  lowest  tempera- 
ture to  which  it  may  be  subsequently  exposed 
during  distribution,  and,  at  the  same  time,  to 
remove  as  completely  as  possible  the  vapours  of 
higher-boiling  substances,  especially  naphthalene. 
The  importance  of  the  removal  of  the  latter 
arises  from  the  fact  that  it  is  a  solid  at  the 
ordinary  temperature,  and,  when  present,  is 
liable  to  be  deposited  in  crystals  as  the  gas 
cools,  and  then  causes  blocks  in  the  subsequent 
manufacturing  plant  and  in  the  distribution 
system,  causing  great  inconvenience.  Although 
the  amount  of  naphthalene  in  the  gas  sent  out 
from  the  works  rarely  exceeds  15-20  grains  per 
100  cb.  ft.,  and  is  usually  less,  the  deposited 
naphthalene  may,  when  weather  conditions  are 
favourable  to  its  separation,  cause  the  stoppage 
of  hundreds  of  service  pipes  in  a  single  night  in 
a  large  town. 

To  effect  the  maximum  retention  of  the  lowest 
boUing-tar  constituent,  benzene,  and  the  most 
complete  removal  of  the  higher-boiling  con- 
stituents, the  ideal  procedure  would  be  to  arrange 
the  condensing  system  so  that  the  whole  of  the 
products  of  condensation  flowed  back  in  the 
opposite  direction  to  the  gas,  whereby  the  gas 
is  continually  exposed  to  the  solvent  action  of 
the  liquids  condensed  from  it  at  a  lower  tempera- 


ture, in  exactly  the  same  manner  as  the  vapours 
from  a  mixture  of  liquids  are  treated  in  a 
fractionating  column  in  the  process  of  fractional 
distillation.  This  principle  is,  however,  very 
difficult  of  application  in  its  entirety  in  the  coal- 
gas  manufacture,  for  many  reasons.  In  the 
first  place,  as  already  mentioned,  the  separate 
streams  from  each  retort  undergo  .such  rapid 
cooling  before  they  combine  to  a  single  stream, 
that  the  tar  has  largely  separated  as  a  fog, 
which  is  inevitably  largely  carried  forward 
mechanically  with  the  gas,  instead  of  travelling 
in  the  reverse  direction;  and,  secondly,  water  also 
condenses  from  the  gas,  and  as  this  does  not  mix 
with,  and  is  specifically  lighter  than,  the  tar,  it 
tends  to  cover  the  surface  of  the  separated  tar, 
and  prevent  the  latter  exerting  its  fuU  solvent 
action  on  the  substances  stiU  present  as  vapours 
in  the  gas.  Where  the  coal  is  carbonised  in 
larger  units,  as  in  coke  ovens,  the  combined 
streams  from  the  different  ovens  have  a  much 
higher  temperature:  here  a  strictly  counter- 
current  process  is  more  possible,  and  Feld  has 
patented  a  process  for  the  treatment  of  such 
gas  in  a  series  of  mechanical  washers,  in  which 
the  gas  is  successively  washed  with  the  products 
condensing  at  a  lower  temperature,  the  tar 
being  obtained  direct  from  these  in  different 
fractions,  corresponding  to  those  obtained  in  the 
first  distillation  of  coal  tar,  and  free  from  water, 
as  the  temperature  is  not  allowed  to  fall  to  the 
point  at  which  steam  commences  to  condense 
(Eng.  Pat.  26262,  1905  ;  20139,  1907  ;  27567-8, 
1907  ;  9086,  1910).  The  process  is  being  tried 
at  the  present  time  in  coke  ovens  abroad.  The 
removal  of  tar  fog  from  the  hot  gas  from  coke 
ovens  at  temperatures  above  the  dew-point  is 
also  carried  out  by  the  Otto  process  {see  art. 
Coke). 

The  adoption  of  the  counter-current  system 
in  gas  works  in  the  later  stages  of  condensation, 
tends  to  have  a  beneficial  effect,  but  the  extent 
is  only  slight,  owing  to  the  above-mentioned  pro- 
tective effect  of  the  condensed  ammoniacal 
liquor,  the  quantity  of  which  is  much  greater 
than  that  of  the  tar  after  the  gas  leaves 
the  hydraulic  main.  In  general,  the  widest 
divergence  occurs  in  practice  as  to  the  manner 
in  which  the  condensed  tar  is  aUowed  to  flow, 
this  being  sometimes  with  and  sometimes 
against  the  gas  streams,  and  sometimes  alter- 
nately in  each  direction.  It  is,  however, 
generally  agreed  that  the  tar  which  separates  at 
the  earliest  .stages,  namely,  in  the  hydraulic 
main,  should  be  removed  from  contact  with  the 
gas  before  the  temperature  of  the  latter  is  reduced 
below  30°-35°,  as  otherwise  considerable  reduc- 
tion of  illuminating  power  occurs,  owing  to 
absorption  of  benzene  vapour  from  the  gas. 

Formerly,  when  gas  of  higher  illuminating 
power  was  made,  it  was  generally  regarded  as 
important  that  the  cooling  of  the  gas,  at  any 
rate  from  60°  to  about  25°,  should  take  place 
.slowly,  if  loss  of  illuminating  power  was  to  be 
avoided.  With  gas  of  the  quality  now  usually 
made,  this  is,  however,  of  but  little  influence, 
rapid  cooling  in  this  case  effecting  but  little 
reduction  of  the  illuminating  power,  provided 
the  temperature  is  not  reduced  below  15°-20° ; 
if,  however,  the  gas  is  at  any  time  cooled  in 
presence  of  tar  much  below  15°,  decided  reduc- 
tion in  illuminating  power  occurs,  and  too  great 
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reduction  of  tnmperature  in  nondonsation  is, 
therefore,  always  to  be  avoided. 

During  tJic  wliole  of  condensation,  including 
that  occurring  in  the  retort  house,  from  9  to  15 
gallons  of  tar  per  ton  of  coal  (varying  with  the 
nature  of  the  latter  and  the  temperature  of 
carbonisation)  are  separated  from  the  gas, 
together  with  a  quantity  of  ammoniacal  liquor 
varying  usually  from  about  15  to  10  gallons  per 
ton.  These  both  flow  together  to  the  well  or 
wells,  to  which  any  tar  and  liquor  from  the 
subsequent  apparatus  also  gravitate.  The 
condensed  water  removes  a  large  proportion  of 
the  ammonia  from  the  crude  gas  (usually  about 
half  of  the  400-450  grains  per  100  cub.  ft. 
contained  in  the  gas  issuing  from  the  retorts), 
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subsequent  plant.  Various  kinds  of  exhausters 
are  employed,  the  most  popular  being  those  of 
the  Bealc  rotary  type,  shown  in  Figs.  17  and  18. 
These  are  automatically  controlled  by  the 
vacuum  in  the  hydraulic  main  so  as  to  maintain 
the  latter  constant,  a  service  pipe  being  run 
from  the  hydraulic  main  to  a  governor  in  the 
exhau.ster  house.  The  latter  governor  is  then 
connected  with  a  throttle  valve  controlling  the 
steam  supply  to  the  exhauster,  so  that  the  speed 
at  which  the  latter  runs  is  automatically  regulated 


Pig.  17. 

and  the  alkaline  ammonia  solution  also  extracts 
the  whole  of  the  hych'ochloric  acid  in  the  gas 
formed  from  the  chlorine  in  the  coal,  and  some 
of  the  carbon  dioxide,  sulphuretted  hydrogen, 
and  hychocyanic  acid.  The  liquor  obtained  in 
condensation  is  termed  '  virgin  liquor,'  that 
portion  formed  in  the  retort  house  being  usually, 
thcnigh  not  invariably,  weak,  and  containing 
from  0-5  to  1-5  p.c.  of  ammonia,  whilst  that 
from  the  condensers  is  more  concentrated,  and 
may  contain  4  p.c.  or  more.  The  cooled  gas 
mostly  contains  some  200  grains  of  ammonia, 
and  50-100  grains  of  hydrocyanic  acid  per 
100  cub.  ft.,  from  1  to  2  p.c.  of  sulphuretted 
hydrogen,  and  1-3  p.c.  of  carbon  dioxide,  and 
in  addition  also  an  appreciable  amount  of  tar 
fog,  which  has  not  been  removed  from  the  gas 


Fig.  18. 

m  its  passage  through  the  condensers,  and 
which,  if  not  previously  eliminated,  is  deposited 
in  the  subsequent  purifying  apparatus,  rendering 
them  much  less  efficient. 

Exhausters.  The  gas  pumps,  or  exhausters, 
are  in  the  most  usual  practice  placed  at  the  outlet 
of  the  condensers,  the  gas  being  drawn  through 
the  condensers  and  forced  on  through  the 


Fig.  19. 

to  give  a  steady  vacuum,  or  the  latter  may  be 
run  at  a  constant  speed,  and  the  governor 
connected  to  a  valve  on  a  by-pass  main  from  the 
inlet  to  the  outlet  of  the  exhauster,  allowing 
more  or  less  gas  to  flow  back  from  the  exhauster 
outlet  to  the  inlet,  according  as  the  rate  at  which 
the  gas  is  evolved  from  the  retort  falls  or  rises. 

Extraction  of  tar  fog.  To  eliminate  the 
remaining  tar  fog  fi-om  the  cooled  ga-s,  two 
methods     are  em- 


ployed. In  the  first, 
represented  by  the 
Pelouze-Audouin  tar 
extractor,  the  gas  is 
divided  up  into  fine 
.streams,  which  im- 
pinge, at  a  consider- 
able velocity,  on  a 
flat  surface;  the tarry 
particles  adhere  to  the 
latter  and  coalesce  to 
tar  which  flows  away. 
Fig.  19  shows  the 
essential  portion  of 
the  apparatus,  which 
consists  in  two  plates 
with  a  small  space 
between  them,  the 
fir,st  of  which  is  per- 
forated with  fine 
holes  about  ^'^  inch 
in  diameter,  and  the 
second  with  slots, 
the  plates  being  so 
fixed  that  the  gas 
issuing  through  the 
small  holes  impinges 
on  the  unperforated 
portion  of  the  slotted 
plate.  Two  such 
pairs  of  plates  are 
used  in  series,  and 
these  arc  arranged  to  form  a  boll  (Fig.  20), 
which  is  .sealed  in  the  tar  formed,  and  counter- 
balanced by  weights  so  that  it  is  free  to  rise  in 
the  tar.  If  the  amount  of  gas  passing  through 
the  apparatus  increases,  the  pressure  within  the 
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bell  tends  to  increase  also,  and  the  latter  rises, 
and  thus  presents  a  larger  number  of  holes  for 
the  gas  to  pass  through,  and  vice  versd,  and  in 
this  manner  the  velocity  of  the  gas  through  the 
holes  is  kept  approximately  constant  with  vary- 
ing production  of  gas.  Tliis  apparatus  is  very 
efficient  when  properly  worked,  but  is  preferably 
maintained  at  a  temperature  of  about  30°,  as 
otherwise  the  deposited  tar  may  become  so 
thick  that  it  cannot  flow  away,  and  the 
apparatus  becomes  blocked. 

The  second  method  consists  in  dividing  the 


gas  into  a  number  of  small  streams,  and  bubbling 
these  through  ammoniacal  liquor,  this  serving 
the  double  purpose  of  removing  tar  fog,  and  of 
strengthening  the  weak  liquor  produced  in 
other  parts  of  the  process  (such  as  the  retort - 
house  liquor,  or  the  liquor  from  the  final  scrub- 
bers), which  is  fed  into  the  apparatus.  A 
very  efficient  apparatus  of  this  type  is  the 
Livesey  washer,  the  essential  feature  of  which 
is  shown  in  Fig.  21.  It  consists  of  a  parallel 
series  of  troughs  arranged  in  a  cast-iron  rect- 
angular vessel,  the  lower  portions  of  which  are 


Fig.  21. 


perforated  with  holes  Jn  inch  in  diameter, 
as  shown,  this  portion  being  sealed  in  am- 
moniacal liquor.  The  gas  entering  at  the  top 
passes  down  between  the  troughs,  and  forces 
some  of  the  liquor  through  the  holes  into  the 
interior  of  the  troughs,  thus  unsealing  the 
holes,  through  which  the  gas  then  bubbles,  as 
well  as  through  the  second  perforated  plate 
across  the  width  of  the  trough.  The  liquor  in 
the  trough  is  broken  up  into  foam,  and  effects 
the  removal  of  the  tar  fog  and  some  ammonia 
from  the  gas,  the  washed  gas  passing  away 
through  the  open  end  of  the  trough  to  the  gas 
outlet.  With  proper  working  the  amount  of 
tar  fog  can  be  reduced  to  below  10  grains  per 
100  cub.  ft.,  but  the  amount  of  ammonia 
removed  varies  greatly  according  to  the  strength 
of  the  liquor  used,  and  the  amount  passed 
through  the  washer.  Small  amounts  of  carbon 
dioxide,  sulphuretted  hydrogen,  and  hydro- 
cyanic acid  are  also  removed  by  the  washer. 

Wet  puriflcation.  To  efiect  the  complete,  or 
almost  complete,  removal  of  ammonia,  the  gas 
is  next  washed  with  water  in  suitable  apparatus, 
the  washing  being  conducted  on  the  counter- 
current  principle,  the  gas  meeting  a  current  of 
water  flowing  in  the  opposite  direction,  so  that 
the  liquor  leaving  the  apparatus  meets  with  the 
gas  richest  in  ammonia,  and  is  thereby  worked 
up  to  the  highest  strength  possible,  wliilst  the 


gas  leaving  the  apparatus  comes  in  contact  with 
fresh  water,  containing  little  or  no  dissolved 
ammonia,  and  is  thereby  freed  as  completely  as 
practicable  from  it.  One  of  the  oldest  forms  of 
apparatus  for  the  purpose,  which  is  still  largely 
in  use,  is  the  tower  scrubber  (Fig.  22).  This 
consists  of  a  vertical  tower  of  circular  section 
filled  with  coke,  flints,  wooden  boards  on  edge, 
or  other  material  which  exposes  a  large  surface 
to  the  gas  passing  through  it.  Water  is  mechani- 
cally sprayed  over  the  whole  of  the  upper  surface 
of  the  filling  material,  and  slowly  percolates 
downwards,  meeting  the  ascending  gas,  and 
absorbing  the  ammonia  it  contains.  The  gas 
passes  away  from  the  top  of  the  tower,  and  tho 
liquor  flows  from  the  bottom  through  a  siphon 
or  seal-pot  to  a  special  tank  or  direct  to  tho 
storage  well.  Such  scrubbers  are  frequently 
worked  in  pairs,  the  first  being  fed  with  weak 
liquor  from  other  parts  of  the  process,  but  the 
final  washing  must  always  be  efi^ected  with 
fresh  water  if  anything  like  complete  elimination 
of  the  ammonia  is  to  be  effected.  Provided  the 
tar  fog  has  been  previously  removed  from  the 
gas,  these  scrubbers  form  very  effective  pieces 
of  apparatus,  especially  where  boards  on  edge 
are  employed  for  filling,  but  if  tar  is  allowed  to 
get  forward  into  them,  their  efficiency  is  greatly 
reduced,  as  the  down-flowing  water  then  ceases 
to  flow  uniformly  over  the  whole  surface,  but 
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goes  in  channels,  and  the  gas  is  not  brought  in 
proper  contact  with  the  water. 

In  place  of  these  scrubbers,  mechanically 
actuated  rotary  washers  are  now  largely  used. 
Several  efficient  types  are  in  use,  one  of  which, 
viz.  Kirkhani,  Hulett,  and  Chandler's  '  standard  " 


Fig.  22. 


washer,  is  illustrated  in  Fig.  23.  This  consists 
of  a  horizontal  cylindrical  vessel,  divided 
internally  into  compartments  by  vertical  plates, 
the  latter  having  openings,  where  necessary,  to 
allow  of  the  passage  of  the  gas.  In  each  com- 
partment is  a  disc  keyed  to  the  central  revolving 
shaft,  the  disc,  with  the  exception  of  the  centra) 


portion,  being  filled  with  bundles  of  thin  wooden 
boards  or  sheet-iron  plates,  fixed  together  in 

!  such  a  manner  as  to  allow  free  passage  of  the 
gas  over  their  surface.  The  gas,  in  traversing  the 
apparatus  as  shown  by  the  arrows,  passes  over 
this  surface,  which  is  kept  wetted  by  revolv- 
ing through  the  liquor  in  the  bottom  of  each 
compartment,  and  effects  the  removal  of  the 
ammonia.  The  washing  water  enters  at  the  gas 
outlet  end,  and  flows  continuously  through  each 
compartment,  becoming  continuously  stronger 
to  the  opposite  end  of  the  washer,  and  away 
from  that  end  by  means  of  a  siphon  to  tlie 
storage  well.  The  Holmes  washer,  whicli  is 
largely  in  use,  resembles  the  foregoing  in  main 
outline,  but  special  brushes  are  used  to  form  the 
necessary  washing  surface. 

Provided  that  the  gas  is  properly  cooled, 
and  that  the  temperature  of  the  incoming  water 
is  also  low,  the  quantity  of  ammonia  left  in  the 
gas  should  not  exceed  1-2  grains  per  100  cub.  ft. 
In  hot  weather,  however,  or  with  insufficient 
cooling  of  the  gas,  this  amount  may  be  consider- 
ably exceeded,  owing  to  the  lessened  solubility  of 

t  ammonia  in  water  at  higher  temperatures. 

Naphthalene  removal.  Mention  has  already 
been  made  of  the  difficulty  which  arises  from 
blockages  both  in  the  plant  and  mains  on  the 
works  and  on  the  mains  and  services  in  the 
district  of  supply,  from  the  deposition  of  solid 
naphthalene  from  the  gas.  In  the  early  days 
of  the  industry,  when  lower  carbonisation 
temperatures  were  employed,  no  difficulty  was 
experienced  in  this  respect,  as,  although  con- 
siderable amounts  of  naphthalene  were  even  then 
present  in  the  hot  gas,  the  amount  of  other  tar 
constituents  boiling  at  the  same  or  a  lower 
temperature  than  naphthalene  was  sufficient  to 
effect  a  practically  complete  washing  out  of  the 
naphthalene  from  the  gas  in  the  ordinary 
process  of  condensation.  As  carbonising  tem- 
perature increased,  trouble  from  naphthalene 
became  more  and  more  noticeable,  at  first  only 
where  coals  from  the  Durham  coal-field  were 
carbonised,  but  eventually,  with  still  higher 
carbonising  temperatures,  from  all  classes  of 
coal,  and  very  serious  nuisance  from  naphthalene 
stoppages  took  place,  both  manufacturers  and 

!  consumers  being  affected. 

The  difficulty  arises  from  the  fact  already 
discussed,  that  increased  carbonising  tempera- 
tures, when  there  is  also  a  considerable  free 
space  above  the  coal  in  the  retort,  effect  an 
increase  in  the  production  of  naphthalene  and 
a  decrease  in  the  production  of  lower- boiling 
tar  oils,  the  proportion  of  the  latter  being  then 
insufficient  to  effect  the  complete  washing  out 
of  the  naphthalene  from  the  gas  at  the  cold 
end  of  the  condenser,  and  the  gas  may,  there- 
fore, leave  the  latter  almost  saturated  with 
naphthalene  vapour  at  the  temperature  of  the 

*  condenser  outlet,  such  gas  then  becoming 
supersaturated  on  further  cooling  in  the  works 

[  or  district  of  supply,  and  then  under  favourable 

j  conditions  depositing  solid  naphthalene,  mostly 
in  the  form  of  very  bulky  flaky  crystals,  a  very 
small  weight  of  which  is  capable  of  causing  a 
serious  block. 

In  some  eas(^s  it  has  been  possible,  by  modi- 

'  ficatifin  of  the  condensing  system,  to  effect  a 
sufficient  removal  of  naphthalene  iu  the  latter 
to  avoid  further  trouble,  but  the  increase  in 
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carbonising  tenipeia- 
tuies  during  recent 
years  has  brought 
about  such  a  reduc- 
tion in  the  amount  of 
light  oils  produced, 
that  this  is  now 
rarely  possible,  and 
some  further  treat- 
ment of  the  gas  is 
therefore  requisite  in 
many  cases.  With 
vertical  retorts,  how- 
ever, and  also  where 
horizontal  retorts  are 
charged  nearly  full,  a 
greatly  increased  pro- 
duction of  light  oil 
occurs,  and  in  these 
cases  the  ordinary 
condensation  process 
is,  in  many  instances, 
sufficient  to  prevent 
naphthalene  trouble, 
without  any  subse- 
quent process. 

Two  methods  of 
treatment  are  em- 
ployed, the  one  con- 
sisting in  washing 
the  gas  with  suitable 
naphthalene  solvents, 
whereby  its  amount 
in  the  gas  is  largely 
reduced,  and  the 
second  by  adding  to 
the  gas  the  vapours 
of  liquids  which  dis- 
solve naphthalene, 
and  have  a  somewhat 
similar  vapour  pres- 
sure, [f,  after  such 
treatment,  any  naph- 
thalene subsequently 
condenses  from  the 
gas,  a  simultaneous 
condensation  of  the 
added  vapours  occurs, 
and  these  dissolve  the 
naphthalene  so  that 
the  latter  condenses 
in  the  liquid  state, 
which  causes  no 
trouble,  as  provision 
is  always  made  for 
the  collection  of 
liquids  which  may 
separate,  these  gravi- 
tating down  to  siphons 
fixed  at  intervals  at 
low  points  in  the 
mains,  which  are 
pumped  at  regular 
intervals. 

To  wash  the  naph- 
thalene from  the  gas, 
any  of  the  forms  of 
washer  employed  for 
ammonia  may  bcuscd. 
As  solvent  oil,  the 
heavy  oil  fraiition  of 
coal  tar,   boiling  at 
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270°-350°  (green  oil),  was  first  suggested  by 
Young  and  Glover  (Eng.  Pat.  20125,  1890)"; 
but  as  this  oil  also  dissolves  benzene,  and  would 
reduce  the  illuminating  power  of  the  gas,  from 
3  to  (j  p.c.  of  benzene  is  added  to  the  green  oil, 
which  prevents  any  such  action.  The  same  oil 
was  also  jiroposed  at  a  later  date  in  Ciermany 
by  Bueb,  and  is  largely  employed  there. 

To  increase  the  vapours  of  licjuid  hydro- 
carbons in  the  coal  gas,  Bunte  and  Eitner  (J. 
Gasbeleucht.  1892,  .569;  1899,  73)  added 
xylene  vapour  to  the  gas,  and  Colson  (Eng.  Pat. 
17666,  1904)  and  Bell  (J.  Gas  Lighting,  1904, 
88,  98)  add  the  fraction  of  coal  tar  boiling 
chiefly  between  170^  and  210°.  Many  other 
washing  oils  are  used,  whicli  frequently  act  in 
both  the  ways  above  described,  partly  dissolving 
naphthalene  from  the  gas,  an(  I  partly  volatUising 
low-l)oiling  constituents  into  the  gas.  Thus,  for 
example,  the  tar  obtained  in  the  manufacture 
of  carburetted  water  gas  is  now  largely  used  for 
the  purpose,  as  this  contains  a  good  percentage 
of  light  oils,  which  are  largely  volatilised  into 
the  gas,  whilst  the  residual  oil  extracts  much 
naphthalene  from  the  gas.  In  other  cases 
ordinary  paraffin  oil  is  used,  some  of  which  also 
volatilises  into  the  gas. 

Botley  (Eng.  Pat.  9310,  1890)  sprays  a  fine 
mist  of  paraffin  oil  into  the  gas  leaving  the 
works,  this  spray  being  carried  right  to  the 


extreme  of  the  district  and  also  tending  to 
prevent  the  deposition  of  naphthalene  in  the 
solid  state,  a  similar  effect  being  jiroduced  by 
volatilising  paraffin  vapour  into  the  gas,  which, 
by  its  quick  condensation,  also  produces  a  mist. 

The  naphthalene  wasliing  process  is  mostly 
carried  out  on  the  cooled  gas,  eitlier  before  or 
after  the  washing  and  scrubbing  plant ;  in  some 
eases,  however,  the  washing  process  with  water- 
gas  tar  takes  iilace  on  the  hot  gas  before  the 
condensers,  in  which  case  a  larger  amount  of 
oils  are  volatilised  into  the  gas  horn  that  tar, 
and  partly  condense  again  in  the  condensers, 
and  assist  in  washing  out  the  naphthalene 
remaining  in  the  gas. 

Dry  purification.  Tlie  gas  leaving  the 
scrubbers  still  contains  from  0-8  to  2-0  p.c.  of 
sulphuretted  hydrogen,  and  from  1  to  3-5  p.c. 
of  carbon  dioxide,  together  with  smaller  amounts 
of  other  impurities,  namely,  from  10  to  80  grains  of 
sulphur  per  100  cub.  ft.  as  organic  sulphur  com- 
pounds, chiefly  carbon  disulphide,  and  from 
50  to  100  grains  of  hydrocyanic  acid.  Of  these 
the  sulphuretted  hydrogen,  which  on  combustion 
is  converted  into  sulphur  dioxide,  must  be 
removed  to  an  extent  which  is  practically 
complete,  statutory  prcjvision  being  matle  to  this 
effect  in  all  Acts  of  Parliament  controlling  gas 
undertakings.  The  carbon  dioxide  is  not  in 
itself  deleterious,  but  was  formerly  frequently 
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removed,  as  its  jJresence  materially  reduces  the 
illuminating  power  of  the  gas,  each  1  p.c.  of 
carbon  dioxide  lowering  the  illuminating  power 
from  3  to  4  p.c.  It  also  lowers  the  calorific 
power,  but  in  much  smaller  proportion  (I  p.c. 
for  each  1  p.c.  of  COj  present),  and  in  view  of 
the  decreasing  importance  of  illuminating  power, 
the  removal  of  the  dioxide  is  now  practised  to 
a  much  smaller  extent  than  formerly.  The 
removal  of  the  sulphur  compounds  other  than 
sulphuretted  hydrogen  cannot  be  effected  com- 
pletely by  any  known  process,  but  many  under- 
takings were  formerly  compelled  by  statute  to 
reduce  the  amount  of  these  to  a  certain  maximum 
limit,  varying  from  17  to  30  grains  per  100  cub. 
ft.,  but  these  clauses  have  been  'now  repealed, 
and,  unless  the  amount  of  these  is  high,  no 
attempt  is  now  made  to  remove  them  in  most 
works.  The  hydrocyanic  acid  is  extracted  more 
or  less  completely  along  with  the  sulphuretted 
hydrogen  by  all  the  processes  in  use,  and  is  not 
often  found  in  the  purified  gas  to  any  consider- 
able extent.  In  some  few  undertakings  the 
hydrocyanic  acid  is  extracted  at  an  earlier  stage 
by  special  processes  in  order  to  obtain  cyanogen 
compounds  in  marketal)le  ff)rin,  and  the  methods 
employed  foi-  this  pmpost;  will  b(^  desciih(ul 
later.  ' 

Where  sulphuretted  hydrogen  alone  is  to  be 
removed,  the  purifying  material  employed  is 


moist  hydrated  ferric  oxide,  the  naturally  occur- 
ring bog  iron  ore  being  largely  used  for  the  pur- 
pose. This  contains  a  sufficient  amount  of 
fibrous  organic  matter  to  render  the  mass 
liorous  and  allow  of  the  passage  of  the  gas 
through  it.  Where  artificial  or  natural  ferric 
hydroxides,  free  from  organic  matter,  are 
employed,  these  are  mixed  with  material  such 
as  sawdust  or  wood  chips  to  give  the  required 
porosity. 

The  material  is  charged  in  even  layers  into 
rectangular  cast-iron  vessels  (Eig.  24)  containing 
wooden  grids  to  carry  the  oxide,  the  thiclmess 
and  number  of  the  layers  varying  according  to 
the  size  of  the  purifier.  The  latter  is  then 
closed  by  a  lid,  which,  in  the  diagram  shown,  is 
rendered  gas-tight  by  the  provision  of  vertical 
sides  which  drop  into  a  water  lute  cast  around 
the  periphery  of  the  purifier  ;  so  long  as  the 
pressure  of  the  gas  within  the  box  does  not 
exceed  that  equal  to  the  depth  of  the  water 
seal,  no  gas  can  escape.  As,  however,  serious 
explosions  have  occurred  through  escape  of  gas 
through  the  water  seal,  owing  to  excessive 
pressure,  the  present  tendency  is  to  the  adoption 
of  luteless  lids  which  are  bolted  to  the  purifiei' 
and  made  gas-tight  by  the  insertion  of  a,  rnlibcr 
joint  lietweeu  the  purifier  and  cover. 

The  purifiers  are  mostly  worked  in  sets  of 
four,  the  connections  being  so  arranged  that  the 
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gas  can  be  allowed  to  enter  any  box,  and  then 
pass  in  series  through,  the  remaining  boxes. 
Frequently  only  three  boxes  are  worked  in 
series,  the  fourth  being  off  for  changing  the 
material,  or  kept  in  reserve  when  freshly 
charged  until  sulphuretted  hydrogen  is  found 
to  be  getting  forward  nearly  to  the  outlet  of  the 
box  before  it,  when  the  fresh  box  is  put  to  work, 
and  the  first  box  in  the  series  shut  out  and 
recharged  with  fresh  oxide. 

The  sulphuretted  hydrogen  acts  on  the 
hydrated  ferric  oxide  in  two  diiferent  ways, 
forming  either  ferric  sulphide  or  a  mixture  of 
ferrous  sulphide  and  free  sulphur  : 

(1)  Fe203,a;H20+3H2S=Fe2S3+{a;+3)H20. 

(2)  Fe203,a;H20+3H2S=2FeS+S  +  (a;+3)H20. 
In  neutral  or  faintly  acid  condition,  the  reaction 
takes  place  according  to  the  second  equation, 
but  in  slightly  alkaline  condition  ferric  sulphide 
alone  is  formed,  and  as  the  coal  gas  entering  the 
purifiers  always  contains  traces  of  ammonia,  it 
is  this  compound  which  is  chiefly  formed  in  the 
gas  purifiers. 

When  the  mass  has  ceased  to  absorb  sulphur- 
etted hydrogen,  it  is  removed  from  the  purifier 
and  spread  out  on  the  floor  in  moist  condition, 
with  occasional  turning  over,  to  expose  it  to  the 
air,  when  the  ferric  sulphide  is  oxidised,  reform- 
ing hydrated  ferric  oxide,  with  separation  of  free 
sulphur.  As  soon  as  this  reaction  is  complete, 
tlie  mass  can  be  returned  to  the  purifier  for  the 
extraction  of  further  amounts  of  sulphuretted 
hydrogen,  this  alternate  process  of  fouling  and 
revivification  being  continued  until  the  mass 
contains  50-70  p.c.  of  sulphur,  when  it  is  sold 
for  its  sulphur  content,  being  chiefly  used  for 
sulphuric  acid  manufacture,  one  advantage  of 
the  material  for  this  purpose  being  its  almost 
complete  freedom  from  arsenic. 

As  the  crude  gas  entering  the  purifiers  always 
contains  some  oxygen,  the  revivification  of  the 
ferric  sulphide  to  ferric  oxide  and  sulphur  always 
takes  place  to  some  extent  in  the  purifier  itself, 
and  the  length  of  time  for  which  a  purifier  will 
run  without  changing  depends,  to  a  large  extent, 
on  the  amount  of  oxygen  in  the  crude  gas.  All 
things  considered,  the  volume  of  oxygen  most 
suitable  is  rather  more  than  half  the  percentage 
volume  of  the  sulphuretted  hydrogen  in  the  crude 
gas ;  and  where  the  air  accidentally  getting  in  to 
the  gas  does  not  reach  this  amount,  more  is  added. 
A  still  larger  addition  of  air  further  increases  the 
time  the  purifiers  will  run  without  changing, 
and  consequently  the  cost  for  labour,  but  the 
extra  amount  of  oxygen  and  nitrogen  remaining 
in  the  gas  lowers  its  quality,  and  if  too  much 
oxygen  is  present  the  separated  sulphur  may 
even  fire  in  the  boxes,  and,  apart  from  the 
damage  caused  in  the  box,  the  gas  may  be 
badly  contaminated  with  sulphur  dioxide.  The 
temperature  of  the  gas  passing  through  the 
purifiers  should  not  fall  below  about  15°,  as 
then  the  action  of  the  oxygen  becomes  very 
slow. 

Instead  of  working  the  rotation  of  the  purifiers 
in  the  manner  mentioned  above,  which  was 
formerly  universal,  modified  methods  are  now 
fiequently  adopted.  Thus,  for  example,  instead 
of  putting  on  a  fresh  box  as  the  last  in 
the  series,  it  is  now  frequently  put  on  as  the 
first  box,  where  it  removes  practically  the 
whole  of  the  sulphuretted  hydrogen,  and  the  gas 


coming  from  the  outlet  of  the  two  boxes  last 
in  the  series  becomes  quite  free  from  sulphuretted 
hydrogen  in  a  short  time,  any  sulphuretted 
hydrogen  passing  from  the  last  purifier  during 
this  period  being  taken  up  by  a  '  catch  '  purifier 
placed  on  the  common  outlet  main.  At  intervals 
of  24  or  48  hours  or  more,  the  last  box  is  made 
the  first  box  of  the  series,  when  the  same  change 
occurs,  and  this  process  of  '  reversed  '  rotation 
continued.  Working  in  this  mnner,  it  is  often 
possible  to  keep  the  gas  free  from  sulphuretted 
hydrogen  for  a  very  long  period,  and  to  obtain 
a  high  percentage  of  sulphur  in  the  spent  oxide 
without  removing  the  material  from  the  box, 
and,  indeed,  it  often  happens  that  a  removal  of 
the  material  is  necessary,  not  on  account  of  its 
passing  sulphuretted  hydrogen,  but  because  the 
mass  has  become  so  dense  from  separated 
sulphur,  that  it  requires  an  undue  pressure  to 
force  the  gas  through  it.  The  exact  reasons  for 
the  longer  period  of  working  are  not  yet  quite 
clear,  though  it  is  evident  that  this  method  of 
working  enables  the  oxygen  in  the  crude  gas  to 
effect  a  quicker  revivification  of  the  ferric 
sulphide  than  is  the  case  with  the  older  method 
of  working. 

Purification  from  carbon  dioxide  after  removal 
of  sulphuretted  hydrogen.   When  the  carbon 

'  dioxide  is  required  to  be  removed  from  the  gas 
after  freeing  from  sidphuretted  hydrogen,  a 
similar  set  of  two,  three,  or  four  purifiers  is 

i  employed,  into  which  slaked  lime  is  charged  in 

I  place  of  the  hydrated  ferric  oxide.  This  is  pre- 
pared by  slaking  good  non-hy  iraulic  lime  with 

!  water,  which  is  added  in  suf.icient  quantity  to 

'  moisten  the  slaked  lime  p  oduced  to  such  an 
extent  that  it  just  balls  together  when  squeezed 
in  the  hand.  This  removed  the  whole  of  the 
carbon  dioxide  from  the  gas,  the  slaked  lime 
being  converted  into  calcium  carbonate 
Ca(OH)2+C02=CaC03+H20. 
Where  the  gas  is  free  from  sulphuretted  hydrogen, 

[  the  spent  lime  obtained  is  fairly  innocuous, 
though  of  very  little  value,  but  is  sometimes 
reburnt  to  lime  and  again  used  for  purifica- 

j  tion. 

Simultaneous  removal  of  sulphuretted  hydro- 
gen, carbon  dioxide,  and  carbon  disulphide  by 
means  of  lime.  The  dry  purification  process 
described  above  hardly  effects  the  removal  of 
sulphur  compounds  other  than  sulphuretted 
hydrogen  to  any  material  extent,  and  the  great 
bulk  of  these  remains  in  the  purified  gas,  and 
much  controversy  has  occurred  as  to  whether 
j  these  should  be  removed  as  far  as  possible  or 
not.  Whilst  it  is  not  disputed  as  an  abstract 
proposition  that  it  is  desirable  to  reduce  the 
amount  of  sulphur  in  the  gas  to  as  low  a  limit 
as  is  practicable,  the  difficulty  in  the  matter  lies 
in  the  fact  that  the  only  process,  as  yet  known, 
by  which  this  can  be  even  partially  effected  at 
a  reasonable  cost  on  the  large  scale  has  many 
serious  drawbacks.  This  process  consists  in 
subjecting  the  gas  to  the  action  of  calcium 
hydrosulphide  formed  by  the  action  of  sulphur- 
etted hydrogen,  on  lime,  which  absorbs  a  large 
proportion  of  the  carbon  disulphide,  and  by 
which  means  th(!  total  amount  of  suij)lnir  left 
in  the  gas  can  be  rcduci^d  to  12-20  grains  per 
100  cub.  ft.  The  objections  to  tliis  process  are 
as  follows  :  (1)  the  spent  material  consists  of  a 
sloppy  mass  containing  calcium  sulphide,  having 
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a  very  unpleasant  smell  uf  sulpliuretted  hydrogen, 
&c.,  which  is  perceptible  at  long  distances  from 
the  works,  and  occasions  complaints  in  their 
neighbourhood,  and  also  in  districts  through 
which  the  material  may  have  to  be  carted. 
(2)  The  discharging  of  the  spent  material  from 
the  boxes  is  exceedingly  unpleasant  to 
the  men  employed  in  the  operation,  and  not 
unattended  with  danger  to  their  health.  (3) 
The  process  is  somewhat  uncertain  in  action,  and 
under  some  conditions  the  material  may  not 
only  not  absorb  any  carbon  disulphide  from  the 
gas,  but  may  also  give  off  that  previously 
absorbed,  thus  rendering  the  amount  of  sulphur 
in  the  gas  far  higher  than  it  would  have  been 
with  oxide  purification  only.  (4)  Great  difficulty 
is  experienced  in  dispo.sal  of  the  spent  material, 
except  in  smaller  undertakings,  in  agricultural 
districts,  where  there  is  a  limited  demand  for 
the  material  for  manurial  purposes. 

Formerly  a  number  of  works  were  statutorily 
compelled  to  reduce  the  total  amount  of  sulphur 
in  their  gas  below  a  certain  maximum,  but  these 
restrictions  have  now  been  abolished  in  most 
cases  as  a  result  of  a  Board  of  Trade  inquiry, 
under  the  presidency  of  Lord  Rayleigh,  held  in 
1904,  the  only  restriction  now  being  with  regard 
to  sulphuretted  hydrogen,  which  must  still  be 
completely  removed.  There  is  now  a  fairly 
general,  though  not  universal,  opinion,  that  so 
long  as  the  amount  of  sulphur  in  the  gas  does 
not  exceed  35-40  grains  per  100  cub.  ft.,  the 
disadvantages  accruing  from  the  adoption  of 
the  lime  process  more  than  counterbalance  the 
advantage  of  reducing  the  sulphur  compounds 
to  a  lower  limit  in  the  majority  of  works,  and 
the  process  is  now,  in  most  cases,  only  adopted 
in  works  where  the  sulphur  compounds,  other 
than  sulphuretted  hydrogen,  are  exceptionally 
high. 

In  carrying  out  the  lime  process,  the  method 
most  commoidy  adopted  is  to  pass  the  gas  con- 
taining the  carbon  dioxide,  sulphuretted  hydro- 
gen, and  carbon  disidphide  through  a  -set  of  at 
least  four  purifiers,  worked  in  rotation  in  a 
similar  manner  to  the  first  method  described  in 
connection  with  oxide  of  ii'on  purifiers.  In 
such  a  set  of  four  purifiers  the  first  box  in  the 
series,  which  has  jireviously  been  successively 
fourth,  third,  and  second  box,  is  nearly  spent, 
but  absorbs  a  certain  amount  of  carbon  dioxide, 
as  the  latter,  being  a  stronger  acid  than  either 
sulphuretted  hydrogen  or  carbon  disulphide, 
combines  with  the  compounds  these  have 
formed  with  lime,  viz.  calcium  hydrosulpliide 
and  thiocarbonate,  and  liberates  the  former 
gases,  forming  calcium  carbonate,  so  that 
carbon  disulphide  is  often  found  in  larger 
quantity  at  the  outlet  of  the  first  box  than  at 
the  inlet.  In  the  second  box,  some  free  lime  is 
usually  present,  and  a  fair  amount  of  carbon 
dioxide  and  small  amounts  of  sulphuretted 
liydrogen  are  absorbed ;  but  the  greatest 
absorption  occurs  in  the  box  third  in  series. 
Here  the  whole  of  the  carbon  dioxide  and  a 
large  iJrojjortion  of  the  sulphuretted  hydrogen 
are  absorbed,  and  the  calcium  hydrosulphide 
formed  from  the  latter  absorbs,  in  proper  working, 
much  of  the  carbon  disulphide.  The  fourth  box 
:ibsorbs  the  remainder  of  the  sulphuretted 
hydrogen,  and  more  of  the  carbon  disulphide. 
The  gas  from  the  latter  purifier  passes  to  a 


catch  box  of  oxide  of  iron,  and  when  the  fourth 
box  passes  much  sulphuretted  hydrogen,  the 
box  first  in  series  is  discharged,  recharged 
with  fresh  lime,  and  put  on  as  the  last  in 
series. 

For  tlie  effective  removal  of  the  carbon 
disulphide,  one  of  the  most  important  factors  is 
the  amount  of  oxygen  present  in  the  crude  gas. 
If  this  is  excessive,  the  calcium  hydrosulphide 
is  oxidised  to  thiosulphate,  &c.,  as  fast  as  it  is 
formed,  and  before  it  can  act  on  the  disulphide, 
and  no  removal  of  the  latter  occurs  ;  moreover, 
if  the  purifiers  have  been  previously  extracting . 
the  disulphide  and  the  amoimt  of  oxygen  in  the 
crude  gas  suddenly  rises,  not  only  is  no  carbon 
disuljihide  absorbed,  but  that  previously  re- 
tained in  the  lime  is  given  off  by  the  action  of 
the  carbon  dioxide,  and  the  '  purified  '  gas  may 
contain  three  or  four  times  as  mucli  disulphide 
as  is  present  in  the  gas  entering  the  purifiers. 
On  the  other  hand,  if  oxygen  is  entirely  absent, 
no  absorption  of  carbon  disidphide  takes  place, 
the  most  regular  results  being  obtained  when 
the  average  amount  of  oxygen  present  is  equal 
to  about  one-third  of  the  average  volume  of 
sulphuretted  hydrogen  in  the  crude  gas.  Even 
when  this  condition  is  maintained,  a  good 
absorption  does  not  invariably  occur,  and 
from  causes  which  are  at  present  unknown,  a 
set  of  purifiers  may  sometimes  cease  to  absorb 
the  disulphide,  and  wUl  then  usually  not  recover 
their  activity  until  they  are  all  recharged  with 
fresh  lime. 

The  exact  nature  of  the  compound  which 
combines  with  the  disulphide  is  not  yet  l<:nown 
with  certainty.  It  was  formerly  thought  that 
calcium  hydrosulphide  combined  with  it, 
forming  calcium  thiocarbonate 

Ca(SH)2+CS2=CaCS3+H2S  ; 
but  calcium  hydrosulphide,  and,  indeed,  all  the 
soluble  hydrosulphides,  when  free  from  poly- 
sulphides,  combine  very  slowly,  if  at  all,  with 
carbon  disulphide  in  absence  of  oxygen.  Veley 
(Chem.  Soc.  Trans.  1885,  47,  478)  suggests  that 
the  active  compound  is  calcium  hydroxyhydro- 

!  sulphide  Ca(OH)(SH),  but  the  writer  regards  it 
as  much  more  probable  that  the  real  absorbent 
is  calcium  disulphide  CaSj,  formed  from  the 
hydrosulpliide  by  oxidation  : 

Ca(SH)2  +  0=CaS2+H20; 
for  although  the  pure  sulphides  and  liydrosul- 

I  phides  of  potassium,  .sodium,  ammonium,  and 
calcium  scarcely  unite  with  carbon  disulphide  at 
the  ordinary  temperatiu-e,  the  disulphides  of  the 
above  metals  in  all  cases  combine  rapidly  and 
completely  with  it,  forming  perthiocarbonates, 
such  as  Na^CSi  (Gchs,  Compt.  rend.  81,  282). 
This  supposition  explains  why  some  oxygen  is 
necessary  for  carbon  disulphide  absorption,  as 
it  is  required  to  effect  the  formation  of  poly- 
sulphide  from  the  primary  hydrosulphide,  whilst 
excess  of  oxygen  oxidises  the  latter  to  thio- 
sulphate, &c. 

Under  the  most  favourable  conditions,  the 
whole  of  the  carbon  disulphide  cannot  be  re- 
moved from  the  gas,  and  there  are  always,  in 
addition,  some  6-10  grains  of  .sulphur  present  in 
the  form  of  other  organic  sulphur  compounds, 
amongst  which  mercaptans,  alkyl  sulphides,  and 
thiophcn  have  been  detected,  as  well  as  carbonyl 
sulphide  COS,  the  last,  however,  being  removed 
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with  the  carbon  disiilphide.  It  is  rarely  possible 
to  reduce  the  total  sulphur  below  .about  10  grains 
per  100  cub.'ft. 

It  will  be  seen  that  this  process  involves  the 
complete  removal  of  carbon  dioxide  from  the 
gas,  whether  this  is  otherwise  desirable  or  not, 
and  an  economical  reliable  process  free  from  the 
objections  inseparable  from  lime  purification, 
and  which  does  not  necessitate  the  removal  of 
carbon  dioxide,  is  much  to  be  desired,  but  has 
not  hitherto  been  discovered,  although  many 
suggestions  have  been  made.  By  reheating 
the  gas  to  about  300°-350°,  the  carbon  di- 
sulphide  is  largely  converted  into  sulphuretted 
hydrogen,  which  may  be  removed  by  again 
purifying  tlic  gas,  after  cooling,  with  ferric 
oxide.  This  method  of  removal  was  proposed 
more  than  50  years  ago  by  Bowditch,  but  the 
practical  difficulties  in  large  scale  working 
prevented  its  adoption,  although  it  is  stated 
that  the  process  has  been  carried  out  success- 
fully in  the  United  States.  A  further  sugges- 
tion has  been  to  wash  the  gas  with  aniline 
or  to  pass  the  gas  through  ferric  oxide  moistened 
with  anUine,  which  combines  with  the  carbon 
disulphide,  forming  thicarbanilide,  but  the  cost 
of  this  process  is  prohibitive. 

A  solution  of  ammonium  polysulphide  was 
found  by  Glaus  and  Watts  (.J.  Soc.  Chem.  Ind. 
1887,  6,  27  ;  Eng.  Pats.  758.5, 1886  ;  3267,  1887)  to 
effect  the  removal  of  carbon  disulphide,  and  this 
has  been  confirmed  by  others,  but  it  has  liitherto 
been  found  that  the  absorption  is  not  regular, 
varying  from  time  to  time  for  reasons  which  have 
not  yet  been  elucidated.  As  with  the  lime  pro- 
cess, the  first  action  is  probably  the  formation 
of  ammonium  perthiocarbonate  (NH4)2GS4,  but 
this  is  an  exceedingly  unstable  substance,  and 
very  readily  decomposes  with  evolution  of  CSj. 
It  is,  however,  capable  of  undergoing  another 
change,  yielding  ammonium  thiocyanate 
(NH4)2CS4=NH4CNS+2H2S-fS, 
and  if  the  conditions  under  which  this  change 
takes  place  quickly  and  with  certainty  could  be 
ascertained,  and  then  economically  maintained, 
this  should  form  a  good  and  cheap  process  for 
the  purpose. 

The  Cooper  liming  process  (Eng.  Pat.  5713, 
1882),  in  which  small  quantities  of  lime  are 
added  to  the  coal  before  carbonisation,  although 
primarily  intended  to  increase  the  yield  of 
ammonia,  also  effects  a  reduction  in  the 
amount  of  carbon  disulphide ;  but  the  large 
scale  experiments  ^vith  the  process  made  about 
thirty  years  ago  were  abandoned,  chiefly  on 
account  of  the  deterioration  in  the  quality  of 
the  coke  produced.  Patcrson  &  Twycross 
(Eng.  Pat.  26772,  1910)  have  introduced  a 
modified  method,  whereby  a  regulated  amount 
of  powdered  lime  is  distributed  evenly  over  the 
surface  of  the  coal  on  its  way  to  the  retort,  the 
powder  being  made  to  adhere  by  the  action  of 
a  small  jet  of  steam.  The  process  has  been  at 
work  for  some  months  at  the  Cheltenham  Gas 
Works,  using  about  2  per  cent,  of  lime,  and  has 
not  resulted  in  any  material  deterioration  of 
the  coke,  and  has  given  an  increased  yield  of 
ammonia,  whilst  the  amount  of  sulphur  other 
than  sulphuretted  hydrogen  in  the  gas  has 
averaged  20  grains  per  100  cub.  feet,  as  com- 
pared with  more  than  double  this  amount 
when  the  liming  is  omitted. 


Remova  and  recovery  of  cyanogen  com- 
pounds. It  has  Jong  been  known  that  crude 
coal  gas  contains  cyanogen  derivatives,  and  that 
their  quantity  tends  to  increase  with  increasing 
carbonising  temperatures.  The  only  compound 
of  this  liind  that  has  been  detected  with  cer- 
tainty in  the  gas  is  hydrocyanic  acid,  although 

i  it  is  possible  that  cyanogen  itself  may  be 
present  in  small  quantity.  The  total  amount 
varies  considerably  at  different  works,  but  with 
the  temperatures  at  present  mostly  employed, 
the  amount  of  hydrocyanic  acid  produced  in  the 
gas  issuing  from  the  retorts  averages  about 
120-130  grains  per  100  cub.  ft.,  of  which  about 
one  quarter  is  removed  in  the  virgin  liquor 
during  condensation,  partly  as  ammonium 
cyanide,  but  chiefly  as  ammonium  thiocyanate, 
into  which  the  cyanide  formed  also  passes  on 
storage.  Smaller  amounts  are  absorbed  in  a 
similar  manner  in  the  washers  and  scrubbers, 
but  with  high  retort  temperatures  from  90-100 
grains  of  hydrocyanic  acid  per  100  cub.  ft. 
(equivalent  to  about  4-4-5  lbs.  of  crystallised 
sodium  ferrocyanide  Na4FeCyp,10H2O  per  ton 
of  coal)  usually  remain  in  the  gas  entering 
the  purifier. 

Where  lime  alone  is  used  for  purification,  the 
hydrocyanic  acid  is  completely  absorbed  with 
the  other  impurities,  and  converted  into  calcium 
thiocyanate ;  and  where  ferric  oxide  is  used,  the 
greater  quantity  is  likewise  absorbed  with 
formation  of  insoluble  iron  ferrocyanides  and 
double  ferrocyanides  of  iron  and  ammonium 

i  (crude  Prussian  blue)  as  well  as  ammonium  thio- 
cyanate. The  more  complete  the  removal  of 
ammonia  from  the  gas  before  the  purifiers,  the 
greater  is  the  amount  converted  into  ferrocyanide, 
and  the  smaller  the  production  of  thiocyanate. 

The  greatly  increased  demand  for  cyanide 
following  on  the  introduction  of  the  McArthur- 

:  Forrest  cyanide  process  for  extraction  of  gold 
from  the  mine  '  tailings,'  resulted  in  many 
attempts  being  made  for  the  utilisation  of  the 
cyanogen  compounds  in  the  crude  gas.  At  first 
the  spent  oxide  was  xitilised  for  this  purpose, 
being  sold  to  chemical  manufacturers  for  its 
Prussian-blue  content,  where  this  reached  an 
amount  of  6-8  p.c.  A  number  of  processes  were 
also  devised  for  the  special  recovery  of  the 
hydrocyanic  acid  by  extracting  it  from  the  gas 
before  the  latter  reached  the  purifier.  In  these 
processes  the  hydrocyanic  acid  is  recovered 
either  as  (1)  ferrocyanide  or  (2)  thiocyanate. 
For  the  former,  the  gas  is  washed  with  a  solution 
containing  alkali  and  ferrous  hydroxide,  carbon- 
ate, or  sulphide  in  suspension,  which  absorbs  the 
hydrocyanic  acid  with  production  of  the  ferro- 
cyanide of  the  alkali  used,  the  reaction  with 
ferrous  sulphide  and  sodium  carbonate,  for 
example,  being : 
FeS-f  2Na2C03+6HCy 

=  Na4FeCy„  +  H2S-h2H20  +  2C02. 
Where  ammonia  is  used  as  the  alkali,  as  in  the 
processes  of  Rowland  (Eng.  Pat.  22.347,  1891), 
Bueb  (Eng.  Pat.  9075,  1898).  and  Lessing  (Eng. 
Pat.  2090,  1907),  the  gas  is  treated  before  the 
removal  of  ammonia  in  a  suitable  washer  with 
a  strong  solution  of  fciious  sulphate,  which  is 
converted  first  into  ferrous  sulphide  and 
ammonium  sulphate  by  the  siilj)iiui('1.te(l  hydro- 
gen and  ammonia  of  the  ciude  gas,  and  then 
yields    ammonium    ferrocyanide.    The  latter 
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solution  is  unstable,  and  to  a  large  extent 
combines  with  the  excess  of  iron  inesent, 
yielding  insoluble  double  ferrocyanides  of  iron 
and  ammonium,  the  proportion  of  insoluble 
ferrocyanides  produced  increasing  with  increas- 
ing strength  of  the  ferrous  sulphate  solution  used. 
The  sludge  obtained,  containing  chiefly  crude 
Prussian  blue,  with  the  excess  of  unused  ferrous 
sulphide,  is  sold  to  chemical  manufacturers  for 
conversion  into  saleable  ferrocyanide  or  cyanide. 

Where  a  fixed  alkali  is  used  (soda  and  lime 
being  the  only  ones  available,  on  account  of 
price),  the  gas  is  treated  after  the  removal  of 
ammonia  in  a  washer  fed  with  a  mixture  of 
sodium  carbonate  and  ferrous  carbonate  (Knub- 
lauch.  Eng.  Pat.  16164,  1887),  or  a  solution  of 
ferrous  sulphate  with  excess  of  lime,  when  the 
bulk  of  the  hydrocyanic  acid  is  absorbed  and  con- 
verted chiefly  into  the  soluble  sodium  or  calcium 
ferrocyanide,  only  small  amounts  being  con- 
verted into  insoluble  ferrocyanides.  The  sodium 
ferrocyanide  solution,  after  filtration  from  the 
excess  of  ferrous  sulphide,  &c.,  is  directly 
evaporated  and  crystallised  ;  the  calcium  ferro- 
cyanide solution,  on  the  other  hand,  is  imstable 
wlxen  heated,  and  is  preferably  first  converted 
into  the  sodium  salt,  by  addition  of  the  requisite 
qtiantity  of  sodium  carbonate,  or,  if  the  potassium 
salt  is  required,  the  calcium  ferrocyanide  solu- 
tion may  be  treated  with  potassium  chloride 
solution,  when  the  sparingly  soluble  calcixim 
potassium  ferrocyanide  CaKjFeCys  is  precipi- 
tated, and  after  filtration  may  be  converted 
into  a  pure  solution  of  potassium  ferrocyanide 
by  addition  of  the  requisite  amount  of  potassium 
carbonate.  In  the  Davis-Neill  process  (Eng. 
Pat.  26566,  1901),  the  treatment  with  sodium 
and  ferrous  carbonate  is  carried  out  before  the 
removal  of  ammonia  from  the  gas,  and  the  liquor 
from  the  washer  first  di.stilled  to  recover  ammonia. 

In  all  these  processes,  a  certain  amount  of 
hydrocyanic  acid  is  converted  into  thiocyanate, 
the  proportion  formed  being  greater  when 
ammonia  is  present,  and  carhonyl  ferrocyanide'' 
are  also  usually  produced  to  some  extent. 
Carbonylferrocyanic  acid  H3Fe(CO)Cy5  may  be 
regarded  as  ferrocyanic  acid  in  which  1  molecule 
of  HCy  is  replaced  by  the  radical  CO,  the  forma- 
tion of  these  salts  being  doubtless  due  to  the 
presence  of  carbon  monoxide  in  the  gas  treated. 
They  have  little  or  no  commercial  value,  and 
accumulate  in  the  mother  liqxiors,  being  very 
soluble  in  water. 

For  the  recovery  of  the  hydrocyanic  acid  as 
thiocyanate,  according  to  the  British  Cyanide 
Co.'s  process  (Eng.  Pat.  13653,  1901),  the  gas, 
whilst  stillcontaining  ammonia,is  passed  through 
a  washer  containing  water  or  ammoniacal  liquor, 
to  which  free  sulphur  is  periodically  added.  The 
ammonia  and  sulphuretted  hydrogen  dissolve  in 
the  water,  forming  ammonium  sulphides,  which 
dissolve  the  sulphur,  yielding  amuionium  iJoly- 
sulphide  solution,  and  the  latter  absorbs  the 
hydrocyanic  acid,  forming  ammonium  thiocya- 
nate. So  long  as  free  sulphur  is  present,  the 
formation  of  polysulphide  and  of  thiocyanate 
continues,  and  a  solution  can  be  obtained  con- 
taining from  3  to  5  lbs.  of  amuionium  thiocya- 
nate per  gallon.  Except  for  volatile  ammonium 
salts,  such  as  sulphide,  wliich  arc  expelled  on 
heating,  the  solution  is  t:omparatively  pure, 
and  is  sold  for  conversion  into  cyanide. 


Other  purification  processes.  As  already 
mentioned,  a  portion  of  the  sulphuretted  hydro- 
gen and  carbon  dioxide  is  removed  along  with 
the  ammonia,  the  solution  of  the  latter  in  water 
absorbing  these  acid  gases  with  formation  of 
ammonium  sulphides  and  carbonates,  but  the 
amount  of  ammonia  present  is  much  below  that 
required  for  their  complete  removal.  Many 
attempts  have  been  made  to  modify  the  scrub- 
bing process  in  such  a  manner  as  to  effect  the 
complete  removal  of  these  two  impurities. 
Hills  (Eng.  Pat.  1369,  1868;  934,  1874;  1895, 
1875)  showed  that  when  the  ammoniacal  liquor 
is  heated  to  about  90°,  it  gives  off  large  quantities 
of  carbon  dioxide  and  sulphuretted  hydrogen, 
but  only  small  amounts  of  ammonia,  the  residual 
liquor  then  containing  large  amounts  of  free 
ammonia,  which  may  be  used  for  washing  a 
further  amount  of  the  acid  gases  from  crude 
gas.  A  modification  of  HUls'  method  has  been 
described  by  Holgate  (J.  Gas  Lighting,  1895,  65, 
1133).  Claus  (Eng.  Pat.  2838  and  2865, 
1881  ;  4644,  1882;  5959,  1883)  combined  Hills' 
process  with  the  continuous  distillation  of  a 
large  amount  of  liquor,  the  ammonia  being 
returned  to  the  gas,  so  that  the  amount  of 
ammonia  in  the  gas  in  the  scrubbers  was  four 
or  five  times  that  normally  present,  and  was 
enabled,  on  a  moderate  scale,  to  ofl^ect  in 
this  manner  a  complete  removal  of  the  sid- 
phuretted  hydrogen  and  carbon  dioxide  from 
the  gas,  doing  away  with  the  necessity  for  any 
further  dry  purification.  By  washing  also  with 
a  solution  of  ammonium  polysulphide,  the 
amount  of  hydrocyanic  acid  and  carbon  disul- 
phide  were  largely  reduced.  The  mixed  sulphur- 
etted hydrogen  and  carbon  dioxide  evolved  from 
the  heated  liquor  were,  after  recovery  of  the 
ammonia  present  by  washing  with  water  or 
acid,  mixed  with  just  sufficient  air  to  convert 
the  sulphuretted  hydrogen  into  sulphur  and 
water,  and  passed  through  heated  ferric  oxide 
in  the  '  Claus  kiln,'  the  sulphur  produced  being 
condensed  in  suitable  chambers. 

Great  hopes  were  entertained  as  to  the 
success  of  the  process,  but,  unfortunately,  the 
practical  difficulties  of  working  which  manifested 
themselves  when  the  process  was  tried  on  a 
larger  scale  have  never  been  overcome,  anil  at 
Beflast,  where  the  process  was  tried  for  many 
years,  it  was  not  found  possible  to  regularly  effect 
complete  removal  of  the  sulphuretted  hydrogen, 
and  the  loss  of  ammonia  was  very  considerable 
(.J.  Gas  Lighting,  1897,  69,  1475). 

In  coke-oven  plants,  the  ammonia  is  now 
frequently  directly  recovered  as  sulphate,  by 
washing  the  gas,  freed  from  tar,  with  dilute 
sulphuric  acid,  and  this  procedure  is  also 
adopted  in  some  small  gas  undertakings  (Moon, 
J.  Gas  Lighting,  1910,  112,  474).  At  the  present 
time  also  processes  are  on  trial  on  the  large 
.scale  for  the  recovery  of  the  ammonia  from  the 
gas  direct  as  sulphate  by  utilising  the  sulphur- 
etted hydrogen  of  the  crude  gas  as  the  source 
of  the  sulphuric  acid.  In  Burkheiser's  process 
(Eng.  Pat.  20920  and  21763,  1908;  17359, 
1910),  the  gas,  after  cooling  and  removal  of 
tar  fog,  and  when  still  containing  the  ammonia, 
is  passed  througli  small  oxidc-of-ivou  puri- 
fiers containing  a  porous  fcn  ic  oxide  with  some 
combined  water,  whii^h  are  kejjt  at  60'^,  and 
removes  the  whole  of  the  sulxjhuretted  hydrogen. 
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Simultaneously,  a  current  of  air  and  steam  is 
led  into  a  puriKer  previously  in  use  and  satu- 
rated with  sulphuretted  hydrogen,  when  the 
sulphur  burns,  forming  a  mixture  of  sulphur 
dioxide  and  trioxide,  and  the  gases  from  each 
purifier,  the  one  consisting  of  gas  with  all  the 
ammonia  and  the  other  of  nitrogen  mixed  with 
sulphurous  gases,  are  led  to  two  separate 
scrubbers.  A  solution  containing  ammonium  sul- 
phate is  allowed  to  flow  down  the  scrubber  treat- 
ing the  latter,  and  absorbs  the  sulphur  dioxide 
and  trioxide,  foriTiing  a  solution  of  ammonium 
hydrogen  sulphate  and  ammonium  hydrogen 
sulphite,  which  is  pumped  to  the  top  of  the 
first  scrubber  through  which  the  coal  gas  con- 
taining ammonia  is  passing,  and  absorbs  the 
ammonia,  reforming  the  normal  sulphate  and 
sulphite.  This  circulation  of  the  liquor  to  the 
air  scrubber  and  gas  .scrubber  is  maintained,  and 
the  solution  becomes  saturated,  and  crystals 
separate  out  and  are  removed  as  they  separate, 
the  settled  liquor  continuing  in  circulation.  In 
this  manner  the  ammonia  is  recovered  as  a 
mixture  of  about  two-thirds  sulphate  and  one- 
third  sulphite,  which  may  be  either  used  direct 
as  manure  or  converted  into  pure  sulphate. 

In  the  Feld  process  (Eng.  Pat.  3061,  1909), 
the  cooled  gas,  freed  from  tar  fog  but  containing 
all  the  ammonia  and  sulphuretted  hydrogen,  is 
passed  through  a  solution  of  ferrous  sulphate, 
yielding  ammonium  sulphate  and  ferrous  sulphide 

2NH3-fH2S-fFeS04=(NH4)2S04-freS. 
The  mixture  is  then  treated  with  sulphur  dioxide, 
when  the  ferrous  sulphide  dissolves,  yielding 
thiosulphate  and  polythionates  of  iron,  this 
solution  being  again  subjected  to  the  action 
of  the  crude  gas,  when  ferrous  sulphide  is 
reformed,  together  with  the  ammonium 
salts  of  the  thio-acids.  The  alternate  treat- 
ment with  sulphur  dioxide  and  crude  gas  is 
continued  till  the  solution  of  ammonium  salts 
becomes  concentrated,  when,  after  final  treat-  i 
ment  with  sulphur  dioxide,  it  is  heated,  the 
thionates  being  decomposed  with  formation  of 
ammonium  and  ferrous  .sulphates,  and  separation 
of  sulphur.  The  latter  is  filtered  off  and 
utilised  for  the  preparation  of  the  sulphur 
dioxide,  and  the  filtrate  treated  with  crude  gas  \ 
to  convert  the  ferrous  sulphate  into  ammonium 
sulphate  and  ferrous  sulphide  ;  the  latter  is 
separated  and  again  used  in  the  process,  the 
solution  of  ammonium  sulphate  being  evapo- 
rated and  crystallised. 

Yield  of  gas  and  by-products.   The  volume  of 
gas  obtained  varies  naturally  to  a  considerable 
extent,  according  to  the  quality  of  the  coal 
carbonised,  to  the  conditions  of  carbonisation, 
and  also  to  the  extent  to  which  the  furnace 
gases,  consisting  chiefly  of  nitrogen,  are  drawn 
into  the  gas  through  the  porous  retorts.    At  the  j 
present  day  the  volume  of  gas  produced  from 
a  ton  of  coal,  measured  moist  at  CO°F.  and  30 
inches  bar.,  usually  falls  within  the  limits  of 
9000  and  13,000  cub.  ft.,  and,  except  in  small  ; 
works,  or  where  gas  of  high  illuminating  power 
is  produced,  the  yield  does  not  often  fall  below 
about  11,000  cub.  ft.    From  the  same  classes  of 
coal,  the  higher  the  yield  of  gas  the  lo\v(!r  is  the  I 
illuminating  power  and  calorific  power,  but,  in  ' 
general,  the  total  yield  of  light  represented  by 
the  multiple  of  make  per  ton  X  illuminating  power, 
becomes  higher  as  the  make  of  gas  increases,  i 


and  this  is  the  case  to  a  still  greater  extent  with 
the  yield  of  heat  units  per  ton  of  coal,  as  the 
calorific  power  falls  off  with  increasing  gas 
production  to  a  much  smaller  extent  than  is  the 
case  with  the  illuminating  power ;  and,  in  view 
of  the  fact  that  the  heating  value  of  the  gas  is 
now  by  far  the  most  important  factor,  there  is  a 
constant  endeavour  to  obtain  as  high  a  yield  as 
jjossible. 

The  constituents  present  in  purified  coal  gas 
in  more  than  minute  quantity  are  carbon  dioxide, 
ethylene,  benzene,  oxygen,  carbon  monoxide, 
methane,  hydrogen,  and  nitrogen.  Their  rela- 
tive proportions  naturally  vary  considerably,  but 
for  the  most  part  fall  within  the  following 
limits  : — 

Carbon  dioxide        .        .        .      0-0-3-0  p.('. 
Ethylene        ....      2-0-4-0  „ 
Benzene         ....      O'6-l-O  ,, 
Oxygen  ....      0-0-1-5  „ 

Carbon  monoxide     .        .        .      4'0-ll'0  ,, 
Methane         ....    25-0-35-0  „ 
Hydrogen       ....    43 -0-55 -0  „ 
Nitrogen        ....      2-0-12-0  „ 
The  ethylene  and  benzene  are  usually  estimated 
together  and  recorded  as  "  unsaturated  hydro- 
carbons," no  very  satisfactory  quick  method  for 
their  separate  determination  being  available. 
In  addition  to  methane,  the  richer  coal  gases 
contain  small  amounts  of  ethane,  which  is, 
however,  also  difficult  of  estimation  in  ordinary 
analyses.    The  nitrogen  is  usually  taken  as  the 
difference  between  the  sum  of  the  other  con- 
stituents and  100.    The  sp.gr.  of  coal  gas  falls 
mostly  within  the  limits  0-4  and  0-5  (air=l), 
and  at  the  present  time  is  generally  between 
0-4  and  0-45. 

The  yield  of  coal  tar  varies  commonly  from 

9  to  13  gallons  per  ton  of  coal,  averaging  about 

10  gallons,  or  some  5-.5  p.c.  of  the  weight  of  the 
original  coal.  Its  sp.gr.  varies  from  about  1'15 
to  1-25,  this  depending  largely  on  the  tempera- 
ture of  carbonisation.  The  higher  the  tempera- 
ture to  which  the  volatile  products  are  exposed, 
the  higher  is  the  average  carbon  percentage,  and 
the  lower  the  hydrogen  percentage  of  the  tar,  and 
the  greater  the  amount  of  the  so-called  '  free 
carbon  '  formed ;  the  latter,  although  in  ap- 
pearance resembling  amorphous  carbon,  always 
contains  hydrogen,  and  consists  of  derivatives 
of  very  complex  hydrocarbons,  which  are 
infusible  and  insoluble  in  the  remaining  tar. 
The  tar  from  vertical  retorts  is  much  thinner,  and 
has  a  sp.gr.  of  1-07-1 -13,  and  only  contains 
40-55  p.c.  of  pitch  instead  of  the  CO-70  p.c.  in 
tar  from  horizontal  retorts,  and  also  only  small 
amounts  of  '  free  carbon.' 

The  ammoniacal  liquor  contains  a  quantity 
of  ammonia  calculated  as  sulphate,  equivalent 
generally  to  a  yield  of  from  22  to  30  lbs.  of  the 
latter  per  ton  of  coal.  The  composition  of 
ammoniacal  liquor  and  its  working  up  into 
ammonium  salts,  are  described  in  the  article 
Ammonia. 

The  yield  of  coke  averages  about  14  cwts.  jicr 
ton  of  coal,  but  a  considerable  amount  of  this  is 
used  for  heating  the  retort  setting  anil  other 
purposes  on  the  works,  so  that  the  amount 
available  for  sal(!  is  nuich  less  than  this,  and  a 
sale  of  JO  cwts.  per  ton  is  not  often  exceeded. 

Manufacture  of  carburetted  water  gas.  1" 
order  to  obtain  a  gas  of  higli  illuminating  power 
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to  mix  with  tho  gas  from  ordinary  coal,  and 
increase  the  illuminating  power  of  the  latter, 
cannel  coal  was  formerly  used,  rich  varieties  of 
which  give  a  gas  of  as  high  an  illuminating 
power  as  35  or  even  40  candles.  Owing  to  the 
increasing  scarcity  and  cost  of  cannel,  about 
1890,  recourse  was  had  to  oil,  as  a  source  of 
rich  gas,  this  being  either  carbonised  in  retorts 
making  oil  gas  of  60  candle  power  or  higher,  or 
used  in  the  preparation  of  carburetted  water 
gas,  i.e.  a  mixture  of  water  gas  and  oil  gas,  which 
during  the  previous  20  years  had  been  largely 
manufactured  in  the  United  States,  and  had,  to 
a  large  extent,  displaced  coal  gas,  and  which  can 
readily  be  made  of  20-25  candle  power.  The 
carburetted  water  gas  was  adopted  in  a  large 


number  of  cases,  as  this  plant  has  the  advantage 
that  the  volume  of  gas  produced  is  much  greater 
than  with  an  oil-gas  plant,  and  the  apparatus, 
starting  cold,  can  be  put  to  work  in  a  very  short 
time,  and  forms  a  valuable  means  of  quickly 
increasing  the  supply  in  times  of  sudden  great 
consumption,  such  as  are  brought  about  by  fogs 
or  very  cold  weather.  Owing  to  the  now  almost 
general  reduction  of  illuminating  power  to  a 
quality  the  ordinary  gas  coal  is  capable  of 
yielding,  the  iise  of  oil  gas  has  been  almost 
entirely  given  up,  but  carburetted  water  gas 
of  an  illuminating  power  similar  to  that  of  the 
coal  is  made  in  many  undertakings  to  a  large 
extent,  and  mixed  with  the  coal  gas  before 
storage,  about  12  p.c.  of  the  total  gas  made  in 
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the  United  Kingdom  in  1909  consisting  of  this 
gas. 

The  manufacture  of  water  gas  itself  (com- 
monly known  as  '  blue  '  water  gas,  owing  to  its 
liurning  with  a  blue  non-luminous  flame)  is 
dealt  with  in  a  separate  article  (see  Gas,  Water), 
and  will  only  be  considered  here  so  far  as  it 
concerns  the  manufacture  of  the  carburetted 
gas.  Fig.  25  shows  the  general  arrangement  of 
tho  Humphreys  and  Glasgow  plant  largely 
employed  in  the  manufacture.  The  generator 
A  is  fUled  with  coke,  the  latter  being  ignited  at 
the  bottom  and  raised  to  incandescence  by 
blowing  in  air  from  a  fan,  the  amount  of  air 
being  regulated  so  that  the  gases  coming  away 
from  the  generator  contain  sufficient  carbon 
monoxide  to  burn  readily.  These  pass  to  the 
top  of  the  '  carburettor  '  f,  which  is  filled  with 
lirc-brick  checker  work,  a  secondary  stream  of 


air  being  added  to  the  gas  at  the  top,  when  the 
carbon  monoxide  burns  and  raises  the  fire- 
brick checker  work  to  a  red  heat.  The  gases 
pass  away  from  the  bottom  and  enter  the  bottoni 
of  the  '  superheater '  G,  where  they  meet  with 
more  air,  and  the  remaining  carbon  monoxide 
burns  to  the  dioxide,  and  raises  the  checker 
work  in  the  superheater  also  to  a  red  heat.  The 
waste  gases  escape  into  the  air  from  the 
'  stack-valve  '  on  the  top  of  the  superheater, 
which  is  oj)en  during  this  operation.  When  the 
coke  in  the  generator  is  sufficiently  hot,  and  the 
checker  work  in  the  carburettor  and  super- 
heater raised  to  the  required  temperature,  all 
three  air  valves  and  the  stack  valve  are  closed, 
and  steam  turned  on  to  the  generator,  water 
gas  being  produced,  which  passes  to  the  top  of 
the  carburettor.  At  this  point  oil  is  sprayed 
into  the  gas,  and  passes  with  the  latter  over  the 
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hot  checker  work,  and  is  first  volatilised,  the 
vapours  then  undergoing  decomposition,  which 
is  completed  in  passing  through  the  superheater, 
the  oil  being  thus  converted  into  permanent  gas 
and  condensible  tar  vapours.  The  stack  valve 
being  now  closed,  the  mixed  gas  passes  through  a 
seal  pot,  H  (which  prevents  gas  returning  up  the 
stand  pipe  when  the  stack  valve  is  open),  thence 
through  scrubbers  filled  with  boards  and  tubular 
water-cooled  condensers  to  reduce  the  gas  to 
atmospheric  temperature  and  condense  the  tar 
vapours  and  excess  of  steam  from  the  gas.  As 
the  formation  of  water  gas  takes  place  with 
absorption  of  heat,  the  temperature  of  the  coke 
in  the  generator  steadily  falls,  and  eventually 
reaches  a  point  at  which  the  amount  of  carbon 
dioxide  produced  becomes  excessive,  and  the 
steam  is  then  shut  off,  the  oil  having  been  also 
shut  off  from  the  carburettor  a  short  time 
previously ;  the  generator  air  valve  is  then 
again  opened,  and  also  the  secondary  air- valves 
and  stack  valve,  and  the  coke  and  checker 
work  raised  to  a  suitable  temperature  as 
before,  this  period  of  working  being  known 
as  the  '  blow.'  When  this  is  effected,  the 
air  and  stack  valves  are  again  closed,  steam 
and  oil  turned  on,  and  carburetted  water  gas 
made  for  a  further  period,  known  as  the 
'  run,'  until  the  temperature  in  the  generator 
again  falls  too  low,  when  steam  and  oil  are  again 
shut  off  and  the  blow  recommenced.  This 
seq[uence  of  operations  is  then  maintained  con- 
tinuously, except  during  the  intervals  necessary 
for  adding  fresh  coke  to  the  generator,  and  for 
removing  the  clinker  produced  from  the  ash  of 
the  coke.  The  periods  adopted  for  the  length 
of  the  blow  and  run  vary  somewhat  according 
to  the  nature  of  the  coke  and  the  available  air 
pressure,  a  blow  and  run  of  3  and  5  minutes  and 
of  4  and  7  minutes  being  frequently  adopted.  The 
steam  supply  must  be  regulated  so  as  not  to 
allow  a  large  excess  of  undecomposed  steam  to 
pass  the  fuel  bed,  as  in  that  case  a  high  percentage 
of  carbon  dioxide  is  formed.  The  checker  work 
temperatures  required  vary  with  the  class  of  oil 
used,  the  best  results  being  obtained  at  some- 
what different  temperatures  with  different  oils, 
as  well  as  with  the  quantity  of  oil  used  per 
1000  cub.  ft.  of  gas  made  ;  an  average  tempera- 
ture of  working  is  about  750°. 

The  oil  employed  is  mostly  that  fraction  of 
petroleum  lying  between  the  burning  oils  and 
the  lubricating  oils,  frequently  termed  '  solar  ' 
oil,  which  can  be  obtained  at  the  lowest  price. 
This  is  heated  before  introduction  into  the 
carburettor  by  passing  through  a  coil  in  the 
gas  main  over  which  hot  gas  is  passing.  The 
amount  of  oil  used  depends  upon  the  quality  of 
gas  which  is  desired,  and  is  regulated  according 
to  the  requirements  in  this  respect. 

As  the  gas  production  is  intermittent,  a 
balancing  reservoir  is  required  for  the  gas  if  this 
is  to  be  passed  through  the  purifiers  at  a  uniform 
rate.  For  this  purpose  a  relief  gas  holder  is 
placed  at  the  condenser  outlet  into  which  the  gas 
passes  intermittently  as  made,  and  is  drawn  from 
it  continuously  by  an  exhauster  and  forced 
forward  to  the  purifiers.  The  gas  is  purified 
from  tar  fog  and  sulphuretted  hydrogen,  and 
from  carbon  dioxide,  if  necessary,  by  the  same 
methods  as  adopted  with  coal  gas.  Usually 
separate  purifiers  are  employed  for  this  gas,  the 


purified  streams  of  coal  gas  and  carburetted 
water  gas  mixing  together  at  the  outlet  of  their 
respective  meters  before  reaching  the  holders, 
but  in  some  cases  the  crude  carburetted  water 
gas  is  mixed  with  the  coal  gas  before  the  purifiers, 
and  the  mixed  stream  purified  in  the  same  boxes. 

The  only  by-product  obtained  in  the  manu- 
facture, other  than  spent  oxide  or  spent  lime 
from  the  purifiers,  is  the  oil  tar,  no  ammonia 
being  produced  in  the  process.  The  oil  tar  is  a 
comparatively  thin  oil  of  sp.gr.  1-0- 1-05,  con- 
sisting mainly  of  aromatic  hydrocarbons.  It 
only  contains  about  30-35  p.c.  of  pitch,  and 
scarcely  any  '  free  carbon,'  the  solid  matter 
found  in  it  consisting  chiefly  of  fine  coke  ash 
carried  over  from  the  generator  with  the  stream 
of  water  gas.  It  is  mostly  sold  to  distillers,  but 
is  sometimes  used  as  fuel,  and  also  for  washing 
the  crude  coal  gas  to  remove  naphthalene,  of 
which  it  normally  contains  only  small  amounts. 
Sometimes  the  tar  separates  as  an  emulsion 
with  water,  from  which  the  latter  only  separates 
with  great  difficulty. 

The  amount  of  coke  employed  in  the  manu- 
facture, including  that  used  for  raising  steam, 
amounts  to  from  40  to  50  lbs.  per  1000  cub.  ft. 
made,  whilst  the  consumption  of  oil  varies  con- 
siderably, according  to  the  quality  of  gas  re- 
quired. With  good  working  each  gallon  of  oil 
of  good  quality  used  per  1000  cubic  feet  wiU 
give  an  illuminating  power  of  7-8  candles  if 
the  carbon  dioxide  is  removed.  The  quantity 
of  oil  tar  produced  amounts  to  12-15  p.c.  of 
the  oil  used. 

Carburetted  water  gas  contains  the  same 
constituents  as  coal  gas,  but  their  relative 
amounts  differ  considerably,  the  percentages  of 
carbon  monoxide  and  ethylene  being  higher, 
and  those  of  hydrogen  and  methane  lower;  it 
only  contains  small  amounts  of  sulphur  com- 
pounds other  than  sulphuretted  hydrogen. 

The  following  analyses  of  coal  gas,  carburetted 
water  gas,  and  of  a  mixed  gas  containing  about 
20  p.c.  of  the  latter,  are  fairly  typical,  and  show 
the  general  character  of  the  difference : — 

Carb.  water  Mixed 

Coal  gas  gas  gas 

Carbon  dioxide   .       .    J-2  3-8  1-0 

Ethylene  and  benzene      3-2  11-4  4'1 

Oxygen      .        .        .0-4  0-2  0-5 

Carbon  monoxide        .    9-1  31-0  12-2 

Methane    .        .        .  30-2  15-0  28-1 

Hydrogen  .        .        .  48-5  32-9  46-2 

Nitrogen    .        .        .    7-4  5-7  7-3 

Carburetted  water  gas  usually  contains  small 
amounts  of  ethane  as  well  as  methane. 

The  sp.gr.  of  carburetted  water  gas  is  much 
higher  than  that  of  coal  gas  of  the  same  illuminat- 
ing power,  owing  especially  to  its  smaller  per- 
centage of  hydrogen.  It  varies  consitlerably, 
according  to  the  percentage  of  oil  gas  in  it,  but 
usually  falls  within  the  limits  of  0-0  and  0-75 
(air  =  i). 

Measurement,  storage,  and  distribution  of  the 
gas.  The  gas,  leaving  the  purifiers,  passes  to  the 
station  meters  in  which  its  volume  is  mea.sured, 
and  thence  to  the  gas  holders,  where  it  is  stored 
ready  for  distribution  as  required.  The  meters 
employed  are  usually  wet  meters,  similar  to 
those  used  as  consumers'  meters,  but  of  very 
much  larger  size.  The  temperature  of  the  gas 
passing  and  the  height  of  the  bar  is  noted,  and 
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tho  voluinc  recorded  by  the  meter  corrected  to 
standard  temperature  and  pressure,  which  is, 
Ixowever,  not  tlie  U"  and  700  mm.  barometer 
employed  for  scientific  purposes,  but  that  of  the 
gas  at  60°r.  and  30  inches  bar.  saturated  with 
moisture,  this  being  approximately  the  average 
condition  of  the  gas  when  sold  to  consumers, 
whose  payment  is  made  by  volume. 

The  gas  holders  (Fig.  26),  consisting  of  a 
large  bell  with  suitable  guide  framing  floating 
in  a  tank  of  water,  are  often  of  very  large 
size,  the  largest  being  capable  of  holding  about 
15,000,000  cul).  ft.  In  order  to  reduce  the 
necessary  dejith  of  the  tank,  the  bell  is  usually 
constructed  in  a  number  of  lifts  which  slide  into 
each  other  in  a  some^^'hat  similar  manner  to 
the  cylinders  of  a  telescope.    The  weight  of  the 


liolder  keeps  the  gas  witliin  it  under  a  pressure 
equivalent  genernlly  to  the  weight  of  a  water 
column  of  4-10  iu(^hes,  according  to  tho  weight 
and  diameter  of  tlie  holder. 

In  order  to  control  the  pressure  of  the  gas  in 
the  mains  on  the  district  of  supply,  a  governor 
is  fixed  between  the  holder  and  the  trunk  mains, 
whereby  the  pressure  in  the  distribution  mains 
is  reduced  to  that  most  suitable,  after  which  it 
is  automatically  maintained  at  that  pressure. 
Fig.  27  gives  a  section  of  a  governor  in  frequent 
use.  "I'he  gas,  entering  in  the  direction  shown 
by  the  arrows,  must,  in  order  to  reach  the  outlet, 
pass  through  a  device,  consisting  of  a  hollow 
vertical  (cylinder  closed  at  the  tojj  and  having  a 
number  of  slots  cut  in  the  vertical  side,  the  width 
of  which  increases  towards  the  top  of  the 


cylinder.  The  top  of  this  cylinder  is  connected 
by  a  rod  with  the  bell  above,  and  is  capable  of 
moving  freely  up  and  down  with  this  bell  which 
is  sealed  in  water.  A\'hen  water  is  allowed  to 
run  into  the  annular  chamber  in  the  bell,  the 
lattei'  increases  in  weight,  and  with  the  attached 
cylindrical  device  sinks,  increasing  the  size  of 
tile  openings  through  which  the  gas  can  pass, 
and  by  adjustment  of  the  amount  of  water  the 
desired  pressure  at  tho  outlet  can  be  ol)tained. 
If,  then,  owing  to  increased  consumption,  the 
])iessure  of  the  gas  in  the  outlet  main  falls, 
this  lessened  pressure  is  transmitted  to  the  bell, 
which,  under  the  atmospheric  pressure,  falls, 
increasing  the  size  of  the  gas  openings,  allowing 
more  gas  to  pass  and  restoring  the  pressure  in 
the  outlet  main.  If  the  consumption  decreases 
and  pressure  increases,  the  bell  rises  and  reduces 
the  size  of  the  gas  openings,  and  in  this  manner 
the  pressure  once  set  remains  constant.  A^'hen 


it  is  desired  to  alter  the  pressure  in  the  outlet 
main  to  allow  for  the  periods  of  higher  or  lower 
consumption  on  the  district,  water  is  either 
added  to  or  l  un  off  from  the  annular  chamber  in 
the  bell. 

Formerly  tho  holders  gave  more  pressure 
than  was  required  on  the  district,  but  at  the 
present  time,  owing  to  tho  greater  consumption 
and  the  higher  pressures  which  are  required  for 
the  efficient  working  of  incandescent  burners, 
gas  fires  and  gas  engines,  it  frequently  happens, 
especially  in  large  works,  that  the  pressure 
given  l)y  the  smaller  holders  and  the  upper 
lifts  of  the  larger  ones  is  insufficient.  In  such 
cases  the  gas  is  drawn  from  the  holder  by  means 
of  fans,  and  forced  forward  at  higher  pressure 
to  the  works  governor,  or  carried  into  the  district 
by  separate  high-pressure  mains,  the  gas  from 
which  is  passed  into  the  ordinary  distribution 
mains  at  suitable  points  for  maintaining  good 
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and  uniform  pressure  throughout  the  area  of 
supply. 

Calorific  power,  illuminating  power,  and 
purity  of  gas.  With  the  exception  of  a  few  small 
private  gas  works,  the  whole  of  the  gas  under- 
takings in  the  United  Kingdom,  whether  in  the 
hands  of  companies  or  local  authorities,  are 
subject  to  the  general  conditions  laid  down  in 
the  Gas  Works  Clauses  Act,  1871,  and  also  to 
special   conditions   defined  in   separate  Acts 


Fig.  27. 

relating  to  each  particular  undertaking,  such 
Acts  defining,  amongst  other  matters,  the 
minimum  illuminating  power  and  the  minimum 
pressure  which  must  be  maintained,  and  the 
maximum  amount  of  certain  impurities  which 
may  be  present  in  the  gas. 

With  respect  to  purity,  the  only  stipulation 
mostly  made  is  in  respect  of  sulphuretted  hydro- 
gen, the  stipulation  being  that  the  gas,  when 
passed  for  3  minutes  at  the  rate  of  5  cub.  ft. 
per  hour,  over  bibulous  paper  moistened  with 
lead  acetate  solution,  shall  not  darken  the  paper, 
owing  to  formation  of  lead  sulphide.  As  the 
formation  of  a  brown  stain  in  this  manner  is  an 


exceptionally  delicate  test  for  sulphuretted 
hydrogen,  this  means  that  for  all  practical 
purposes  the  gas  passing  the  test  is  free  from 
that  impurity.  The  stipulations  formerly  exist- 
ing in  many  undertakings  with  regard  to  the 
amount  of  sulphur  in  the  gas  in  forms  other  than 
sulphuretted  hydrogen,  have  now,  in  almost 
every  case,  been  repealed,  and  the  same  is  the 
case  with  regard  to  ammonia,  for  which  a  limit 
of  4  grains  per  100  cub.  ft.  was  formerly  some- 
times given,  the  amoTjnt  actually  found  in  the 
gas  supplied  being  now  almost  always  far 
below  this  limit.  With  respect  to  pressure,  the 
stipulations  as  to  which  date  from  the  time  when 
gas  was  mainly  used  in  flat  flame  burners,  the 
usual  requirement  is  that  the  minimum  pres- 
sure from  midnight  to  sunset  shall  be  equal 
to  a  column  of  water  inch  in  height  and 
to  one  of  1  inch  from  sunset  to  midnight. 
Such  pressures  would  be  absolutely  useless  with 
the  apparatus  in  which  the  gas  is  at  present  used, 
and  it  is  now  always  supplied  at  much  higher 
pressure,  the  general  aim  being  to  so  arrange 
matters  that  the  pressure  throughout  the 
district  of  supply  never  falls  below  2  inches. 

With  regard  to  quality,  except  in  the  case 
of  one  undertaking,  the  only  stipulation  made  is 
with  regard  to  the  minimum  Uluminating  power 
which  must  be  maintained,  the  exact  quality 
specified  being  separately  laid  down  for  each 
undertaking,  and  varying  considerably  in 
diflEerent  parts  of  the  country,  the  number  of 
candles  per  5  cub.  ft.  an  hour  mostly  varying 
from  13  to  20  in  England  and  Ireland,  whilst  in 
Scotland  qualities  of  25  candles  or  more  are 
sometimes  supplied.  Under  present  day  con- 
ditions, however,  probably  not  more  than  10  p.  c. 
of  the  gas  is  burned  in  open-flame  burners,  the 
remainder  being  burned  in  incandescent  burners, 
gas  fires,  gas  cookers,  gas  engines,  and  in  Bunsen 
burners  for  other  industrial  purposes,  and  the 
illuminating  power  of  the  gas  is  of  but  little 
value  for  representing  the  comparative  value  of 
the  gas  for  such  uses.  For  these,  the  property 
of  primary  importance  is  its  calorific  power,  i.e. 
the  number  of  heat  units  evolved  by  the  com- 
plete combustion  of  a  definite  volume  of  the 
gas. 

The  calorific  power  of  a  gas  is  an  absolute 
value,  being,  in  fact,  the  total  potential  energy 
of  the  gas  expressed  in  heat  units,  but  the 
illuminating  power  has  no  absolute  value,  being 
dependent  on  the  construction  of  the  burner  and 
on  the  rate  at  which  the  gas  is  burned.  There  is, 
therefore,  no  definite  constant  relation  between 
the  calorific  and  illuminating  power,  and  it  is 
possible  to  obtain  a  gas  of  very  high  calorific 
power  which  has  little  or  no  illuminating  power, 
and  a  gas  of  high  illuminating  power  which  is  of 
low  calorific  power.  Thus,  for  example,  methane 
burns  with  only  a  slightly  luminous  flame,  but 
has  a  very  high  calorific  power,  whilst  a  mixture 
of  hydrogen  and  sufficient  benzene  vapour  has 
a  high  Uluminatingpower,  but  low  calorific  power. 
With  illuminating  gas,  as  generally  manufac- 
tured, the  composition  of  which  only  varies 
within  certain  limits,  it  is  found  that  in  most 
cases  the  illuminating  power  and  calorific  power 
do,  on  the  average,  rise  and  fall  together,  but 
the  rate  of  rise  and  fall  of  the  latter  takes  place 
at  a  much  slower  rate  than  that  of  the  illuminat- 
ing power.    A  reduction  of  the  illuminating 
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poH'LH'  is  tlieiefore  accompanied  by  a  much, 
smaller  reduction  of  calorific  power,  and  the 
tendency  of  legislation  has  been  to  reduce 
the  minimum  illuminating  power  specified 
for  the  difierent  undertakings,  which  has, 
to  some  extent,  adjusted  matters  to  suit 
modern  requirements.  In  Germany,  on  the 
other  hand,  and  to  a  less  extent  in  other 
continental  countries,  the  illuminating  power 
standard  has  been  almost  entirely  abandoned 
in  favour  of  working  to  a  calorific  standard,  and 
the  gas  there  supplied  has  frequently  only  an 
illuminating  power,  tested  under  the  most 
favourable  conditions,  of  10  candles  or  less, 
whilst  the  calorific  power  is  the  same  as  that 
supplied  generally  in  the  greater  part  of  England. 

It  must,  however,  be  remembered  that, 
although  the  calorific  power  of  the  gas  is  of 
very  great  importance,  it  is  not  the  only  factor 
to  be  considered.  The  efficiency  of  the  apparatus 
in  which  the  gas  is  used  depends,  in  most  cases, 
not  only  on  the  amount  of  heat  liberated,  but 
also  on  the  temperature  of  the  flame  produced. 
The  presence  of  large  quantities  of  incombustible 
gases,  such  as  nitrogen  and  carbon  dioxide,  lowers 
the  flame  temperature  to  a  greater  extent  than 
the  calorific  power,  and,  although  their  presence 
cannot  be  altogether  avoided,  it  is  desirable  that 
their  amount  should  be  kept  as  low  as  possible, 


consistently  with  economic  working  of  the  manu- 
facturing 2:)rocess  in  other  respects.  I'urther, 
the  average  flame  temperature  in  burners  of  the 
Bunsen  type,  by  which  most  of  the  gas  is  now 
consumed,  varies  greatly  according  to  the 
volume  of  primary  air  drawn  into  the  burner  by 
the  injecting  action  of  the  gas  jet  issuing  from 
the  burner  nozzle,  as  the  most  suitable  propor- 
tion depends  upon  the  composition  of  the  gas, 
and  the  actual  amount  drawn  in  varies  according 
to  both  the  pressure  and  the  sp.gr.  of  the 
gas  ;  if,  therefore,  the  apparatus  is  set  to  give 
the  greatest  efficiency  under  certain  conditions  of 
pressure,  composition  and  sp.gr.  of  the  gas,  this 
efficiency  will  not  be  maintained  if  the  gas 
undergoes  considerable  variations  in  any  or  aU 
of  these  points.  From  the  consumer's  point  of 
view,  therefore,  better  results  ensue  from  the 
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supply  of  a  gas  of  fairly  uniform,  although  lower 
average  calorific  power,  with  reasonable  con- 
stancy of  pressure,  composition,  and  sp.gr., 
than  with  gas  of  much  higher  average  calorific 
power,  which  is  subject  to  great  fluctuations. 
Whilst  it  is  not  practicable  to  obtain  exact 
uniformity  of  calorific  power,  composition,  and 
sp.gr.,  and  also  of  pressure  throughout  a  large 
area  of  supply,  except  at  a  cost  which  would  be 
prohibitive,  this  end  ought  always  to  be  aimed 
at  «o  far  as  it  can  be  effected  with  reasonable 
economy. 

Determination  of  total  sulphur.  The  official 
method  for  estimation  of  tlic  total  sulphur 
present  in  purified  gas  is  that  prescribed  by  the 
Metropolitan  Gas  Referees,  which  is  illustrated 
in  Fig.  28.  The  gas,  if  it  is  also  to  be  tested  for 
sulphuretted  hydrogen  and  ammonia,  is  passed 
first  over  test  papers  made  by  soaking  blotting 
paper  in  a  10  p.c.  solution  of  lead  acetate,  and 
exposing  such  slips, whilst  damp,  to  anatmosphere 
containing  ammonia,  and  then  over  a  cylinder 
filled  with  glass  beads  or  broken  glass,  moistened 
with  a  known  volume  of  standard  sulphuric  acid, 
to  remove  ammonia.  It  is  then  burned  in  a 
small  Bunsen  burner  at  the  rate  of  0-5-0-7  cub.  ft. 
per  hour  until  10  cub.  ft.  have  passed,  the  flame 
Vol.  II.— r. 


being  surrounded  by  lumps  of  commercial 
ammonium  carbonate.  The  jiroducts  of  com 
bustion,  together  with  ammonia,  pass  by  means 
of  the  trumj)et  tube  into  the  glass  cylinders 
provided  with  a  tubulus  at  the  bottom  for 
connecting  with  the  trumpet  tube  ;  the  upper 
portion  of  the  cylinder  is  filled  up  with  glass 
marbles,  and  from  the  top  a  wide  bent-glass 
tube  is  led,  which  acts  as  a  chimney  and  final 
condenser.  A  small  tube  drawn  out  to  a  jet 
conveys  the  condensed  jjroducts  to  a  fiask  or 
beaker  placed  on  a  shelf  below.  The  sulphur 
dioxide  formed  by  the  combustion  of  the 
sulphur  condenses  in  presence  of  the  moisture, 
excess  of  oxygen  and  ammonia  forming  a 
solution  of  ammonium  sulphate,  and  when  the 
required  amount  of  gas  has  been  burned,  the 
cylinder  is  washed  out  with  water,  and  the 
sulphur  23resent  in  the  liquor  estimated  as  barium 
sulphate  in  the  usual  manner,  the  amount  being 
calculated  as  grains  of  sulphur  per  100  feet. 
This  method  tends  to  give  shghtly  low  results, 
as  the  sulphurous  acid  primarOy  formed  is  not 
always  completely  oxidised  to  sulphuric  acid, 
and  escapes  precipitation  with  barium  cliloride, 
on  which  account  many  prefer  a  previous 
treatment  of  the  solution  with  bromine,  or 

2  Y 


090 


GAS,  COAL. 


pi-ocipitation  witli  nitric  acid  and  barium 
nitrate.  Tlie  sulphur  estimation  may  also  bo 
made  by  aspirating  the  products  of  combustion 
through  wash  bottles  containing  sodium  hypo- 
bromite  solution,  and  .subsequent  precipitation 
of  barium  sulphate,  or  through  nciitral  hydrogen 
peroxide,  the  sulphuric  acid  produced  in  the 
latter  case  being  determined  by  titration  with 
standard  alkali. 

Determination  of  calorific  power.  Several 
calorimeters  are  in  use  for  this  purpose,  all  of 
which  are  in  principle  indentical  with  the  form 
proposed  by  Hartley  (J.  Gas  Lighting,  1884, 
1142),  the  gas  being  burned  at  a  con.stant  rate 
in  a  chamber  through  which  water  also  flows  at 
a  constant  rate.  The  in.strument  in  most  fre- 
quent use  in  all  parts  of  the  world  is  the  Junkers' 
calorimeter,  a  section  of  which  is  given  in  Fig.  29. 


Fig.  29. 


The  gas,  after  passing  through  a  goveinor  and 
meter,  is  burned  in  a  large  Bunsen  burner,  e,  in 
the  central  portion  of  an  annular  copper  chamber, 
the  annular  space  of  which  is  traversed  by  a 
large  number  of  copper  tubes  down  which  the 
products  of  combustion  pass  and  escape  into 
the  atmo.sphere  by  the  side  opening  r,  which  is 
provided  with  a  damper  regulating  the  amount 
of  air  passing  through  the  apparatus.  The 
water  is  run  into  the  upper  small  reservoir  a, 
provided  with  an  outlet  proper  to  the'  calori- 
meter, and  a  constant  level  overflow  b,  the  rate 
at  which  the  water  enters  being  maintained 
above  that  passing  through  the  calorimeter,  the 
excess  passing  away  by  the  overflow,  thus 


maintaining  a  constant  head  of  water.  The 
water  flows  down,  past  the  regulating  cock  and 
inlet  thermometer,  to  the  bottom  of  the  annular 
chamber,  and  flows  upwards  to  the  top  around 
the  tubes  conveying  the  products  of  combustion 
in  the  reverse  direction,  and  cools  the  latter  to 
the  temperature  of  the  incoming  water.  The 
water  leaves  the  annular  chamber  at  the  top 
and  passes  through  a  series  of  baffle  plates  to 
ensure  thorough  mixing,  over  the  outlet  ther- 
mometer to  the  overflow  funnel  c.  The  water 
condensed  from  the  gas  collects  at  the  bottom 
of  the  annular  chamber  and  flows  (uit  through  a 
small  tube  into  a  collecting  cylinder. 

The  gas  antl  water  sujjplies  arc  adjusted  so 
that  the  difference  in  the  readings  of  the  inlet 
and  outlet  water  thermometers  is  10°-15°,  and 
when  equilibrium  is  attained  and  the  condensed 
water  is  also  dripping  regularly  from  the  small 
tube,  D,  at  the  bottom  of  the  calorimeter,  the 
water  from  the  calorimeter  is  diverted  into  a 
collecting  vessel  as  the  meter  hand  passes  a 
point  which  is  noted,  and  a  small  measuring 
cylinder  placed  to  collect  the  condensed  water. 
Frequent  readings  of  the  inlet  and  outlet 
thermometers  are  made,  untU  a  sufficient 
amount  of  water  has  been  collected  (from  2  to  5 
litres  are  mostly  taken) ;  to  conclude  the  test, 
the  gas  may  be  shut  off  when  the  collecting 
vessel  is  filled  to  a  definite  point,  or  the  water 
may  be  diverted  from  the  measuring  vessel  as 
the  meter  hand  passes  a  noted  point.  The 
volume  of  gas  is  taken  from  the  meter  readings 
and  corrected  to  that  of  the  moist  gas  at  60°F. 
and  30  inches  bar.,  the  weight  of  water  passed 
determined  by  measurement  or  by  weighing, 
and  the  average  increase  in  temperature  of  the 
water  found  from  the  readings  taken  during  the 
test.  The  calorific  power  of  1  cub.  ft.  of  the  gas, 
expressed  in  large  calories,  is  equal  to : 

weight  of  water  in  kilos,  x  temperature  C.° 
volume  of  gas  consumed 
In  this  country  the  value  is  usually  expressed 
in  British  thermal  units,  i.e.  the  amount  of  heat 
required  to  raise  1  lb.  of  water  1°F.,  each  caloric 
being  equal  to  3-968  B.I'h.U.,  and  to  obtain  the 
result  in  these  units  the  number  of  calories 
found  must  be  multiplied  by  that  factor. 

The  calorific  value  thus  obtained  includes 
the  latent  heat  evolved  by  the  condensation  of 
the  steam  produced  by  the  combustion  of  the 
hydrogen  contained  in  the  gas,  and  is  termed 
the  gross  calorific  power.  In  almost  all  the 
practical  applications  of  gas,  the  products  of 
combustion  pass  away  at  temperatures  above 
which  the  condensation  of  the  steam  occurs,  so 
that  this  latent  heat  cannot  be  utilised  either 
for  the  production  of  high  temperature  in  the 
flame  of  the  burning  gas,  or  for  development  of 
power  in  the  cylinder  of  a  gas  engine.  A  de- 
duction of  this  amount  of  latent  heat  is  there- 
fore made  from  the  gross  calorific  power,  the 
difference,  excluding  tliis  heat,  being  termed  the 
net  calorific  powo-.  The  amount  of  such  latent 
heat  is  ascertained  by  collecting  the  condensed 
water  which  flows  from  the  calorimeter  during 
the  test,  a  larger  volume  of  gas  than  that 
required  for  the  determination  of  the  gross 
value  being  burned  for  this  determination 
(about  ]  cub.  ft.).  Each  c.c.  of  water  evolves, 
in  condensation,  0-536  cal.,  and  the  amount  to  be 
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deducted  is  found  by  multiplying  0-53G  by  the 
number  of  c.c.  of  condensed  water  pcv  cub.  foot 
of  gas  burned.  The  usual  practice  is,  however,  to 
deduct  0-6  cal.  for  each  c.c.  of  condensed  water, 
this  representing  not  only  the  latent  heat,  but 
also  the  sensible  heat  lost  by  the  condensed  steam 
in  cooling  from  100°  to  atmospheric  tempera- 
ture, and  the  '  net '  figures  then  obtained  are 
rather  lower  than  the  true  net  value,  which 
has  to  be  employed  in  thermodynamic  calcula- 
tions. 

The  Simmance-Abady  calorimeter  is  a  modi- 
fication of  the  original  Hartley  calorimeter,  and 
the  method  of  working  corresponds  closely  to 
that  described  for  the  Junkers  calorimeter.  In 


Fig.  30. 


this  instrument  the  jjroducts  of  combustion, 
instead  of  passing  through  tubes,  travel  down- 
wards through  a  series  of  annular  chambers 
separated  by  similar  chambers  up  wliich  the 
water  flows.  The  Boys  calorimeter,  prescribed 
by  the  Metropolitan  Gas  Referees  for  use  in 
official  calorific  power  tests  in  London,  is  shown 
in  section  in  Fig.  30.  The  base  r  carries 
the  pair  of  union  jet  burners  b,  wliich  are 
supplied  with  the  gas  to  be  tested  through 
a  governor  and  meter ;  the  calorimeter  vessel 
proper  B,  after  lighting  the  gas,  is  then 
placed  in  position  over  the  flame,  and  rests  on 
three  centering  and  lifting  plates  f,  leaving  a 
space  through  which  the  air  required  for  com- 
bustion enters.  The  products  pass  up  tlie 
copper  chimney  and  thence  into  the  annular 


space  between  the  chimney  and  the  outer  side 
of  the  calorimeter  vessel.  Tliis  annular  space  is 
divided  into  two  portions  by  a  brattice  of  thin 
sheet  brass  filled  with  non-conducting  material 
such  as  cork-dust,  which  causes  the  combustion 
products  to  pass  first  down  the  inner  portion  of 
the  annular  space,  and  then  up  on  the  outer 
side  to  the  top,  where  they  escajje  into  the 
atmosphere  through  holes  bored  in  the  wooden 
top.  A  tube  of  copper,  to  the  outside  of  which 
is  sweated  a  helix  of  copper  wire,  giving  it  a 
large  conducting  surface,  is  led  in  a  spiral, 
first  from  top  to  bottom  of  the  outer  annular 
chamber,  then  around  tlio  bottom  below  the. 
brattice,  and  finally  up  the  inner  annular 
chamber.  The  water  is  led  over  the  inlet 
thermometer  through  this  tube,  passing  first 
through  the  outer  annular  chamber,  then  along 
the  bottom,  into  which  water  is  placed  before 
commencing  a  test,  and  up  the  inner  annular 
chamber,  and  in  its  travel  absorbs  the  heat  of 
the  products  of  combustion.  Before  reaching 
the  outlet  thermometer,  tlie  water  passes  through 
the  central  temperatiire-equalising  chamber. 

The  general  method  of  worldng  is  similar  to 
that  of  the  Junkers  calorimeter,  fuU  details  of 
construction  and  working  being  given  in  the 
official  notification  of  the  Gas  Referees  (Wyman 
and  Sons,  Ltd.).  (For  details  of  the  necessary 
precautions  to  obtain  accurate  results  in  gas 
calorimetry,  see  J.  Gas  Lighting,  1908,  104,  904  ; 
Coste,  J.  Soc.  Chem.  Ind.  1909,  28,  1231.) 

The  gross  calorific  power  of  the  gas  now 
supplied  varies  in  different  parts  of  the  country, 
for  the  most  parts  between  the  limits  of  about 
550-650  B.Th.U.  gross  per  cub.  ft.,  and  in 
the  majority  of  cases  falls  between  550-600 
B.Th.U.  gross,  the  net  calorific  power  being 
about  10  p.c.  below  the  gross  value.  Car- 
buretted  water  gas  has  lower  calorific  power 
than  coal  gas  of  the  same  illuminating  power, 
the  gross  figure  approximating  to  15  p.c,  and 
the  net  figure  to  10  p.c.  lower  than  the  cor- 
responding coal-gas  figures. 

Determination  of  illuminating  power.  The 
apparatus  for  the  determination  of  illuminating 
power  consists  of  three  essential  parts  :  (1)  a 
standard  source  of  light ;  (2)  a  burner  in  which 
the  gas  can  be  burned  under  definite  conditions  ; 
(3)  apparatus  for  accurately  measuring  the 
distances  at  wliich  the  standard  and  gas  flames 
effect  equal  illumination,  the  relative  intensities 
of  the  two  sources  of  light  being,  in  accordance 
with  the  law  of  inverse  squares,  proportional  to 
the  square  of  their  distances  from  the  illuminated 
surface  under  these  conditions. 

The  standard  of  light  in  Great  Britain  and 
Ireland  is  defined  by  the  London  Gas  Act  of 
1860,  as  that  given  by  '  sperm  candles  six  to 
the  lb.,  each  burning  120  grains  per  hour-,'  and 
such  candles  were  formerly  used,  in  most  cases, 
in  the  determination  of  illuminating  power. 
These  are,  however,  a  most  unsatisfactory 
standard,  and  have  now  been  largely  replaced 
by  the  10-candle  pentane  lamj),  devised  by 
Prof.  A.  Vernon  Harcourt,  the  Senior  Metro- 
politan Gas  Referee.  CancUes  are,  however, 
still  employed  in  many  cases,  as,  unfortunately, 
the  general  Act  of  Parliament  of  1871,  controlling 
gas  undertakings,  specifies  their  use  and  remains 
unaltered,  and  only  thoseundertakings  which  have 
obtained  special  clauses  in  their  separate  Acts 


092 


GAS,  COAL. 


for  tho  imrposo  can  legally  use  tlio  10-caadle 
standard. 

The  Harcoiu't  10-candle  lamp  is  illustrated  in 
Fig.  31.  Air  is  admitted  to  the  saturator  at  the 
top  of  the  apparatus  two-thirds  fuU  of  pentane, 
and  passes  in  a  zigzag  course  over  its  surface 
by  the  cock  Si  becoming  saturated  with  the 
Vapour,  and  thereby  heavier  than  air.  The  heavy 
gas  falls  through  s.,  down  the  rubber  connecting 
tube  to  the  argand  B,  where  it  burns  with  a 
highly  luminous  flame.    The  latter  is  drawn  into 


Fig.  31. 


form  by  the  inner  brass  chimney  c,  30  mm.  in 
diameter,  the  lower  end  of  which  is  fixed  exactly 
47  mm.  above  the  steatite  ring  of  the  burner 
when  the  lamp  is  cold.  The  supply  of  mixed 
gas  to  the  flame  is  regulated  so  that  the  average 
tip,  as  seen  through  the  mica  window  in  the 
metal  chimney,  is  half-way  between  the  bottom 
of  the  window  and  the  cross  bar  on  the  window. 
Under  these  conditions,  with  the  top  of  the 
flame  screened  off,  the  amount  of  light  emitted 
from  the  exposed  portions  is  equivalent  to 
10  standard  sperm  candles,  and  the  amount  of 
light  emitted  from  the  unscreened  portion  is  not 
affected  materially  by  slight  variations  in  the 
total  height  of  the  flame.  Around  the  inner 
chimney  is  a  wider  one,  d,  open  at  the  bottom,  the 
air  entering  the  annular  space  there,  becomes 
heated,  and  travels  down  the  hoUow  central 
support  of  the  lamp  to  the  centre  of  the  flame. 

The  pentane  employed  (which  consists  chiefly 
of  isopentane)  is  obtained  by  the  fractional 
distillation  of  light  American  petroleum,  and 
should  have  a  sp.gr.  at  15°  of  not  less  than 
0-623.5,  or  more  than  0-626,  compared  with 


1  water  at  4°,  and  a  vapour  (.loiisity  of  between 
36  and  38  compared  with  hydrogen.  Hydro- 

1  carbons  of  other  groups,  e.g.  olefines  and 
benzenes,  must  be  absent. 

The  standard  burner.  It  has  been  mentioned 
that  the  illuminating  power  of  a  gas  has  no 
absolute  value,  but  varies  with  the  construction 
of  the  burner,  and  the  rate  at  which  the  gas  is 
burned,  and  it  is  therefore  necessary  to  define 
the  conditions  in  these  respects  closely.  Un- 
fortunately, very  different  definitions  have  been 
adopted  for  diiierent  undertakings,  which  have 
rendered  almost  impossible  any  comparison  of 
tho  results  obtained  in  different  parts  of  the 
country,  as  a  gas  testing,  say,  16  candles  in  one 
town,  may  really  bo  lower  than  one  testing 
14  candles  in  another,  owing  to  differences  in 
the  burner  used.  The  exact  type  of  burner  to 
be  used  has,  on  this  account,  led  to  a  very 
acute  controversy,  which  lasted  many  years, 
but  at  the  present  time  this  has  been  practi- 
cally settled  by  the  adoption  of  Carpenter's 
Metropolitan  No.  2  argand  burner,  which  enables 
gases  of  widely  different  quality,  up  to  about 
20  candles,  to  be  tested  under  conditions  which 
in  all  cases  give  fairly  truly  the  relative  Uluminat- 
ing  power.  This  burner  consists  of  a  specially 
constructed  argand  burner,  its  characteristic 
feature  being  the  provision  of  a  damper  below 
the  burner,  which  allows  of  an  adjustment  of  the 
volume  of  air  entering  the  burner  on  each  side 
of  the  annular  gas  flame.  The  gas  is  burned  at 
the  rate  of  5  cub.  ft.  per  hour,  and  the  damper 
adjusted  until  the  flame  is  just  short  of  smoking, 
at  which  point  the  light  emitted  is  the  maximum 
that  can  be  obtained  from  the  gas  in  that  burner. 
This  burner  is  now  adopted  in  the  Metropolis 
and  a  large  number  of  provincial  undertakings, 
and  although  many  other  burners  are  still  in 
use,  powers  to  substitute  the  Metropolitan  No. 
2  argand  are  usually  obtained  when  any  gas 
undertakings  come  to  Parliament  for  new 
powers,  and  its  use  will  probably  soon  be 
universal. 

Bar  photometer.  In  determining  the  illumi- 
nating power,  the  bar  photometer  is  the  instru- 
ment in  most  frequent  use  ;  in  this  the  Harcourt 
10-candle  standard  or  candles,  and  the  standard 
burner,  are  fixed  at  opposite  ends  of  a  bar,  in 
such  a  manner  that  the  top  of  each  burner  is 

I  the  same  height  above  the  table,  and  the  centre 

i  of  the  two  flames  exactly  60  inches  apart.  The 
apparatus  is  provided  with  the  necessary  gas- 

■  meter,  governor  and  adjusting  cock  for  regulat- 

I  ing  the  rate  of  consumption  and  maintaining  it 
constant,  and  a  .stop  clock  or  watch  for  timing 
the  meter.  Suitable  screens  are  also  provided 
to  prevent  the  light  from  the  flames,  other  than 
that  coming  from  the  disc  box,  reaching  the 
eye  of  the  observer,  and  also  to  protect  the 
flames  from  draughts.    Fig.  32  represents  a 

;  form  of  bar  photometer  in  frequent  use,  which 
clearly  shows  the  general  arrangement. 

I  In  order  to  determine  the  distances  at  which 
the  two  lights  effect  equal  illumination,  the 
Bunsen  disc  is  most  commonly  employed  in  this 
country.  This  consists  of  a  piece  of  white 
paper,  which,  with  the  exception  of  a  circular 

j  spot  in  the  centre,  is  made  translucent  by  paint- 
ing with  a  solution  of  spermaceti  in  benzene. 
The  paper  is  fixed  in  a  suitable  box  having  a 
blackened  interior,  in  such  a  manner  that  tha 
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piano  of  the  paper  is  vertical  and  at  right  angles 
io  tho  direction  of  the  bar.  The  box  itself  is 
lixod  on  a  carriage  which  can  bo  moved  along  the 
bar  in  either  direction,  the  height  of  tho  box 
being  such  that  the  centre  of  the  disc  is  in  line 
with  the  central  axis  of  each  flame,  and  the 
same  height  as  the  bottom  of  the  burners.  By 
means  of  mirrors  placed  at  the  back  of  the  disc 
box,  the  observer  is  enabled  to  view  both  sides 
of  the  disc  simultaneously,  and,  by  moving  the 
disc  carriage  along  the  bar,  can  find  the  point 
at  which  the  unpainted  spot  nearly  disappears, 
and  especially  the  point  at  which  the  boundary 
line  between  the  painted  and  unpainted  spot 
appears  to  be  exactly  similar  on  each  side,  this 
being  the  point  of  equal  ilhunination. 

When  the  Harcourt  lamp  has  been  burning 
15  minutes,  and  the  height  of  the  flame  correctly 
adjusted,  and  the  rate  of  gas  consumption  also 
regulated  to  5  eul).  ft.  per  hour,  the  damper  on 
the  argand  is  slowly  closed  until  the  flame  is 
just  short  of  smoking.    The  disc  box  is  then 


moved  backwards  and  forwards  until  the  point 
of  equal  ilbimination  is  found,  four  readings 
liuing  usually  taken.  The  bar  is  graduated  so 
that  tho  illuminating  power  is  cbrectly  read  ofl', 
avoiding  the  necessity  of  measuring  the  exact 
distances  and  squaring  these,  and  a  correction 
made  for  the  temperature  of  the  gas  and  the 
height  of  the  barometer,  the  results  being  given 
as  tho  nunil)er  of  candle  illumination  yielded 
hy  the  gas  wlien  burned  at  the  rate  of  5  cub.  ft. 
per  hour,  and  saturated  with  moisture  at  60°r. 
and  30-inch  bar. 

In  Germany  the  Lummer-Brodhun  disc  box 
is  mostly  useil,  in  wliich  tlio  light  from  the  two 
sources  falls  on  two  pure  white  surfaces,  each  of 
which  can  be  simultaneously  viewed  by  a  tele- 
scope througli  a  system  of  prisms.  Both  this 
and  the  Bunsen  disc  have  the  objection  that 
when  the  two  sources  of  light  have  difl'erent 
colours,  such  as  occurs  in  tho  testing  of  incan- 
descent burners  against  a  pentane  standard, 
the  point  of  equality  of  illumination  is  not 


Fig.  32. 


readily  acsertained.  In  such  t3ases  the  flicker 
phMomctcr  head  (see  Simmance  and  Abady,  Proc. 
Phys.  Soc.  19,  39)  is  largely  used,  in  which 
reflections  of  each  source  of  light  are  alternately 
transmitted  to  the  observer  in  rapid  succession 
by  means  of  a  specially  constructed  rotating 
white  disc  actuated  by  clockwork  ;  so  long  as 
the  light  from  each  source  is  unequal,  a  flickering 
effect  is  noticed,  but  this  ceases  as  soon  as  equality 
of  illumination  is  obtained,  irrespective  of  the 
colours  of  the  sources  of  light. 

Table  photometer.  In  this  form  of  photo- 
meter, adopted  by  the  Metropolitan  Gas  Referees 
for  ofiicial  illumina.ting  power  tests  in  the 
Metropolitan  area,  the  pentane  standard  and 
argand  burner  are  so  arranged  that  the  light 
from  each  source  passes  through  an  oblong  hole 
in  a  screen  on  to  a  sheet  of  translucent  white 
paper  free  from  water  marks,  thus  illuminating 
two  adjacent  portions  of  the  paper  which  just 
touch  each  other  without  overlapping.  The 
1 0-candle  standard  is  always  at  the  fixed  distance 
of  1  metre  from  tho  photoped  carrying  the 
translucent  paper,  and  the  observer  from  a 
position  on  the  opposite  side  of  the  paper  to  the 
sources  of  light  is  able  to  increase  or  decrease  the 
distance  of  the  gas  burner  from  the  screen,  until 
the  two  lighted  portions  of  the  paper  appear 
equally  illuminated.    Full  descriptions  of  the 


table  photometer  and  of  the  10-candIe  pentane 
standard  are  given  in  the  Metropolitan  Gas 
Referees'  Notification  (Wyman  &  Sons). 

The  room  in  which  the  photometrical 
measurements  are  carried  out  should  be  of  ample 
size,  and,  whilst  free  from  draughts,  should  have 
thoroughly  efficient  ventilation  if  correct  results 
are  to  bo  obtained.  The  temperature  should  be 
kept  as  uniform  as  possible,  and,  in  particular, 
should  not  fall  much  below  1.5°,  in  which  case 
the  results  may  come  out  much  below  the  true 
value. 

In  addition,  pliotometrical  observations  are 
also  required  for  other  purposes,  such  as  the 
illuminating  power  of  gas  in  incandescent 
burners,  the  amount  of  light  emitted  by  the 
various  Inirners  at  difi'orent  angles,  and  the 
actual  illumination  of  indoor  and  outdoor 
surfaces.  Space  will  not  allow  of  the  considera- 
tion hero  of  the  somewhat  complicated  apparatus 
necessary  for  these  applications. 

Development  of  light  from  gas.  In  tho 
practical  employment  of  gas  for  illumination 
purposes,  the  only  method  formerly  Imown  was 
the  combustion  of  the  gas  in  open  flames  in  the 
air  ;  the  actual  union  of  the  gas  and  air  only 
takes  place  in  tho  outer  surface  of  the  flame  in  a 
thin  film,  where  a  very  high  temperature  is 
developed,  and  tho  action  of  the  heat  thus 
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evolvpfl  on  the  unburnt  gas  within  the  flame 
ell'ects  its  thermal  decoinposition,  and  results  in 
the  production  of  solid  particles  within  the 
flame,  consisting  of  dense  hydrocarbons  and 
free  carbon,  which  are  then  raised  to  incandes- 
sence  before  undergoing  combustion  and  emit 
light,  the  light  being  whiter  and  brighter  the 
Irigher  the  temperature  of  the  flame. 

The  great  majority  of  such  open-flame 
burners  are  those  in  which  the  gas  is  made  to 
issue  from  the  nipple  in  a  thin  flat  flame,  two 
types  of  such  l)urners  being  in  common  use. 
In  the  first  type,  known  as  the  fishtail  or  union 
jet  (Fig.  33),  the  gas  issues  from  two  holes  in  the 
nipple  inclined  to  each  other  as  shown,  which, 
on  meeting,  coalesce  to  a  flat  flame  at  right 
angles  to  a  plane  passing  through  the  two 
orifices,  the  size  of  these  being  regulated  accord- 
ing to  the  amount  of  gas  it  is  desired  to  consume 
and  also  to  the  quality  of  the  gas.  Such 
burners  are  relatively  fairly  efficient  with  rich 
gases,  but  are  totally  unsuited  to  the  quality  of 
gas  now  usually  supplied,  although,  owing  to 
their  cheapness,  they  are  still  largely  used. 
They  tend  to  draw  a  certain  amount  of  air  into 
the  flame,  and  whereas  with  rich  gases  the 
temperature  of  the  flame  is  thereby  raised  and 
the  production  of  a  smoky  flame  also  prevented, 
the  effect  with  gas  of  low  illuminating  power  is 
that  much  of  the  hydrocarbon  content  of  the 


Fig.  33. 


gas  is  directly  burned  without  any  separation 
of  carbon,  this  resulting  in  much  loss  of  illuminat- 
ing power.  The  second  type  of  burner,  the 
batswing  or  sht  burner  (Fig.  34),  has  a  dome- 
shaped  top  through  which  a  narrow  slit  is  cut. 
The  width  of  this  slit  is  varied  according  to  the 
quality  of  the  gas  for  which  it  is  required,  the 
lower  the  illuminating  power  of  'the  latter,  the 
greater  being  the  width  of  slit  necessary  to  give 
the  best  results. 

In  all  flat-flame  burners  the  pressure  of  the 
gas  at  the  burner  nipple  must  be  slight,  so  that 
the  gas  issues  at  low  velocity,  as,  when  the 
velocity  exceeds  a  certain  limit,  the  flame 
becomes  noisy  and  irregular,  and  air  is  drawn 
into  the  flame,  reducing  the  amount  of  carbon 
formed  and  the  light  emitted  for  a  given  con- 
sumption of  gas.  'To  avoid  this,  the  stalk  of  the 
burner  is  usually  partly  blocked  by  suitable 
stuffing,  so  as  only  to  allow  about  the  requisite 
amount  of  gas  to  pass  under  the  pressure  usually 
available,  or  each  burner  may  be  provided  with 
a  simple  governor,  as  shown  in  Fig.  35. 

The  actual  illuminating  power  obtained  with 
such  burners  varies  very  greatly ;  with  good 
tjrpes  in  proper  condition,  the  light  obtained 
with  gas  of  the  quality  now  mostly  supplied  is 
from  2-5  to  3  candles  per  cub.  foot  of  gas  con- 
sumed per  hour,  but  with  unsuitable  types 
which  are  also  dirty  and  neglected,  the  light  often 
falls  below  1  candle  under  the  same  conditions. 
The  use  of  such  burners  has,  however,  steadily 


decreased  since  the  introduction  of  the  incan- 
descent burner,  and,  except  in  certain  factories 
where  tlie  employment  of  the  latter  is  attended 
with  difficulty,  they  are  now  mainly  employed 
in  places,  such  as  passages,  where  but  little 
illumination  is  required,  or  in 
rooms  which  are  only  occasionally 
used,  and  the  actual  amount  of 
gas  burned  in  such  burners  is  a 
constantly  decreasing  quantity, 
and  is  probably  in  most  cases 
below  10  p.c.  of  the  total  con- 
sumption. 

The  argand  burners,  in  which 
the  gas  is  burned  in  an  annular 
flame  surrounded  by  a  glass 
chimney,  which  draws  a  current  of 
air  both  along  the  external  and  internal  surface 
of  the  annular  flame,  give  a  higher  efficiency, 
amounting  with  common  gas  to  3-3-5  candles 
per  cub.  ft.  Still  higher  efficiency  is  obtained 
with  the  regenerative  burners,  in  which  the  waste 
heat  of  the  products  of  combu.stion  is  utilised 
to  heat  both  the  gas  and  air  before  they  undergo 
combustion.  These  types  of  burner  have, 
however,  been  almost  completely  superseded  by 
the  still  more  efficient  incandescent  burner. 

In  these  last,  the  development  of  light  is 
obtained  by  raising  to  incandescence  a  mantle 
composed  essentially  of  thoria,  to  which  about 
1  p.c.  of  ceria  has  been  added.  The  manu- 
facture of  these  mantles  is  dealt  with  in  a 
separate  article  (see  Ga.s  mantles).  In  order 
to  raise  such  mantles  to  incandescence,  the 
gas  is  burned  in  a  non-luminous  flame  of  the 
Bunsen  type,  by  mixing  with  the  gas  a  certain 
proportion  of  primary  air  before  it  undergoes 
combustion,  when  it  burns  with  the  well-known 
non-luminous  flame,  having  a  definite  two-coned 
structure. 

Whilst  the  actual  causes  of  the  high  develop- 
ment of  light  from  such  a  mantle  are  still  a 
matter  of  dispute,  there  is  no  question  that  the 
amount  of  light  emitted  increases  greatly  with 
the  temperature  to  which  the  mantle  is  raised. 
In  order,  therefore,  to  obtain  the  highest  practical 
efficiency  with  such  burners,  the  gas  mu.st  be 
burned  in  such  a  manner  as  to  produce  a  flame 
of  high  temperature,  and  this  must  also  have 
such  a  shape  that  the  mantle  is  situated  in  the 
zone  of  highest  temperature. 

The  effect  of  the  introduction  of  the  primary 
air  to  the  gas  before  combustion  is  that  m  the 
flame  the  gas  first  undergoes  combustion  with 
the  limited  amount  of  oxygen  present  in  it, 
yielding  a  mixture  of  steam,  carbon  dioxide, 
hydrogen,  and  carbon  monoxide,  together  with 
the  nitrogen  of  the  added  air,  this  reaction  taking 
place  in  the  area  visible  as  the '  inner  cone,'  afl 
hydrocarbons  completely  disappearing  from  the 
gas,  provided  the  amount  of  oxygen  in  the  mixed 
gas  undergoing  combustion  is  rather  more  than 
half  that  required  for  its  complete  oxidation. 
This  mixture  of  '  water  gas  '  and  nitrogen  forms 
the  '  outer  cone '  of  the  flame,  which  has  itself 
been  raised  to  a  very  high  temperature  by  the 
reactions  occurring  in  the  inner  cone,  and  the 
hydrogen  and  carbon  monoxide  then  burn  where 
the  air  is  in  contact  with  the  outer  cone,  further 
increasing  the  temperature  at  this  surface,  and 
the  relative  shape  of  flame  and  mantle  should 
be  so  arranged  that  the  latter  occupies  as 
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nearly  as  possible  the  zone  in  whieh  this  final 
oxidation  is  taking  i)lace. 

'.I.'htj  higher  the  proportion  of  primary  air 
added,  the  smaller  is  the  size  of  the  flame,  and 
especially  of  the  inner  cone,  and  the  higher  the 
average  temperature  of  the  flame,  the  highest 
efficiency  of  an  incandescent  burner  being 
obtained  when  the  amount  of  primary  air 
added  is  equal  to  that  theoretically  required  for 
the  complete  combustion  of  the  gas.  Under 
ordinary  conditions  of  gas  supply,  however,  this 
condition  cannot  be  obtained,  as  a  mixture  of  gas 
with  the  full  amount  of  air  is  highly  explosive 
and  the  explosion  wave  travels  back  from  the 
flame  at  a  velocity  greater  than  that  of  the 
advancing  mixture  of  gases,  and  the  burner 
'  fires  back,'  the  gas  then  igniting  at  the  injector 
nozzle.  Under  ordinary  conditions,  it  is  not 
practicable  to  admit  as  primary  air  more 
than  about  three-fifths  to  four-fifths  of  the  total 
amount  required  for  complete  combustion.  On 
the  other  hand,  if  the  proportion  of  primary  air 
admitted  is  too  low,  the  hydrocarbons  of  the 
gas  are  not  completely  converted  into  water  gas 
in  the  inner  cone,  some  hydrocarbons  passing  to 
the  outer  cone,  in  which  case,  apart  from  the 
lower  temperature  of  the  flame  produced,  carbon 
may  be  deposited  on  the  mantle,  which  becomes 
blackened,  and  its  light  emission  thereby  greatly 
reduced. 

The  proportion  of  primary  air  drawn  in 
through  the  air  holes  of  the  burner,  depends, 
not  only  on  the  construction  of  the  latter,  but 
also  to  a  very  large  extent  on  the  pressure  of 
the  gas  and  its  specific  gravity.  The  higher  the 
pressure  of  the  gas,  and  the  lower  its  specific 
gravity,  the  smaller  is  the  opening  which  is 
necessary  for  the  passage  of  the  required  amount 
of  gas,  and  the  higher  its  velocity,  and  it  is 
largely  the  latter  factor  which  determines  the 
amount  of  air  sucked  in  through  the  air  holes. 
On  this  account  the  pressure  at  which  the  gas 
must  now  be  supplied  is  much  higher  than 
was  necessary  for  flat-flame  burners,  and  should 
be  equal  to  that  f)f  a  water  column  at  least 
2  inches  in  height ;  with  lower  pressures, 
especially  with  higher  qualities  of  gas,  it  is  much 
more  flifticnlt  to  get  a  well-acrated  flame,  and 
to  avoid  the  deposition  of  carbon  on  the 
mantles. 

With  the  upright  incandescent  burners,  first 
introduced  and  still  largely  in  use.  the  flame 
burns  from  the  top  of  the  biu-ner.  The  central 
portion  of  the  burner  head  is  solid,  so  that  the 
flame  produced  is  annular,  the  central  closed 
portion  having  a  socket  in  which  is  placed  the 
fire-clay  crutch  supporting  the  mantle,  and  the 
annular  space  covered  with  wire  gauze  or  similar 
device  to  prevent  '  flashing  back.'  To  obtain 
a  good  efficiency,  the  size  of  the  gas  nozzle  and 
air  holes  of  the  burner  must  be  adjusted  so  that, 
under  the  average  pressure  existing  at  the 
liurner,  a  well-ai'rated  flame  is  produced,  having 
only  a  small  inner  cone,  and  of  such  a  size  that 
the  mantle,  when  put  on,  lies  fully  in  the  zone 
of  highest  temperature.  When  adjusted  to  give 
the  best  results,  an  efficiency  of  25-30  candles 
can  be  obtained,  although,  as  the  mantle  ages, 
this  tends  to  fall  off,  largely  owing  to  alterations 
in  shape  of  the  mantle,  which  cause  portions  of 
it  to  occupy  positions  of  lower  temperature  in 
the  flame.    Periodic  cleaning  of  the  burner  is 


also  necessary,  as  the  dust  in  the  air  drawn  in 
tends  to  settle  mi  the  gas  noz/.lo  anil  on  the  wire 
gauzo  of  the  burner  head,  and  results  in  less  air 
being  drawn  in  and  the  production  of  an  under- 
aiirated  flame  of  lower  temperature. 

In  the  inverted  incandescent  burner,  which 
is  now  largely  replacing  the  upright  burner,  the 
flame  is  directed  downwards,  the  mouth  of 
the  burner  being  in  this  case  fully  open,  and  the 
mantle  supported  from  above  on  a  ring  of  fire- 
resisting  material  attached  to  the  burner,  this 
form  possessing  the  great  advantage  that  no 
shadows  are  thrown  on  the  surfaces  below, 
which  are  in  most  cases  those  which  it  is  specially 
desired  to  illuminate.  The  proper  adjustment  of 
I  gas  and  air  supplies,  and  a  sufficient  gas  pressure, 
as  well  as  the  periodic  cleaning  of  the  burners 
from  dust,  is  equally  necessary  with  the  inverted 
form,  but  when  working  under  the  most  favour- 
able conditions,  these  are  more  efficient  than  the 
upright  burners,  over  40  candles  per  cub.  ft. 
having  been  obtained  using  gas  of  the  quality 
and  at  the  pressure  common  in  the  south. 

By  considerably  increasing  the  pressure  at 
which  the  gas  is  supplied,  namely,  to  one  equal  to 
a  column  of  about  55  inches  of  water  or  higher, 
much  higher  efficiencies  are  obtained,  both  with 
the  upright  and  with  the  inverted  burners.  With 
the  increased  jsressure,  the  velocity  at  which 
the  gas  can  be  made  to  issue  from  the  injector 
nozzle  is  so  increased,  that  the  full  amoinit  of 
air  necessary  for  its  combustion  can  be  drawn 
in  through  the  air  holes,  and  the  mixture  forced 
with  much  higher  velocity  through  the  burner, 
so  that  the  tendency  of  the  flame  to  flash  back 
through  the  liiglily  explosive  mixture  can  be 
controlled,  and  a  flame  of  very  high  temperature 
produced,  resulting  in  a  much  greater  light 
emission  from  the  mantle  on  which  the  flame 
acts.  With  such  high-pressure  burners,  effici- 
encies of  as  high  as  70  candles  per  cub.  ft.  are 
obtained.  High-pressure  installations  are  now 
very  largely  adopted  for  outside  lighting  of  the 
public  streets  and  yards,  and  also  for  interior 
lighting  in  workshops  and  large  public  buildings, 
special  plant  being  usually  erected  for  compress- 
ing the  gas  for  each  installation,  or  in  some  large 
towns  a  special  high-pressure  main  is  laid  from 
the  works  or  some  central  point  for  the  supply 
of  gas  under  such  higher  pressure  where  it  is 
required. 

The  employment  of  gas  under  higher  pressure 
for  other  industrial  purposes,  especially  those  in 
which  high  temperatures  are  required,  is  rapidly 
extending  at  the  present  time,  more  particularly 
in  towns  where  gas  can  I)e  obtained  at  low 
rates,  and  a  very  considerable  increase  in  the 
amount  employed  in  tliis  manner  appears  most 
probable,  especially  with  a  further  reduction  in 
the  price  at  which  gas  is  supplied.     H.  f4.  C. 

GAS,  DOWSON.  r.  Gas,  Water. 

GAS,  GENERATOR,  v.  Gas,  Watee. 

GAS  MANTLES.  The  discovery,  by  Golds- 
worthy  Gurney,  in  1826.  that  a  piece  of  dense 
lime  held  in  the  oxy-hydrogen  blowpipe  flame, 
gave  rise  to  intense  incandescence,  may  be  taken 
as  the  starting-point  of  the  utilisation  of  this 
phenomenon  for  the  generation  of  light,  as 
Gurney's  discovery  was  soon  afterwards  em- 
ployed in  practice  by  Drummond,  who  utilised 
the  light  whilst  making  a  survey  of  Ireland  ; 
hence  it  was  often  known  by  his  name,  but  is 
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now  more  frequently  called  the  oxj'-hydrogen 
or  lime  light. 

'I'hc  amount  of  heat  necessary  to  raise  a  sub- 
stance to  the  temperature  needed  for  incan- 
descence depends  largely  upon  the  size  of  the 
mass  to  be  heated,  as  the  larger  it  is  the  more 
will  radiation  and  conduction  tend  to  prevent 
the  temperature  of  incandescence  being  attained, 
and  when,  soon  after  the  discovery  of  the  lime 
light,  it  was  attempted  to  utilise  incandescence 
for  public  lighting  in  Paris,  the  lime  cylinder 
was  replaced  by  small  buttons  of  zirconia  and 
magnesia,  which,  being  more  resistant  to  atmo- 
spheric influences  than  the  lime  cylinders,  and 
being  far  smaller,  lasted  for  a  longer  period  and 
could  more  easily  be  raised  to  the  required 
temperature. 

In  this  experiment,  oxj'-coal-gas  burners 
were  employed  as  the  heating  medium,  but  the 
expense  soon  led  to  its  abandonment.  In  1835 
Talbot  noticed  that  when  a  piece  of  blotting 
paper  was  dipped  in  a  solution  of  a  lime  salt  and 
was  then  incinerated  in  a  H{)irit  lamp,  the  ash 
which  was  left,  consisting  chiefly  of  lime,  was  so 
finely  divided  that  the  heat  of  a  spirit-lamp 
flame  was  sufficient  to  raise  it  to  high  incan- 
descence. 

The.se  early  experiments  pointed  merely  to 
the  fact  that  if  a  refractory  material  like  lime 
could  be  obtained  in  a  sufficiently  coherent  and 
finely  divided  condition,  a  moderately  hot  flame 
would  raise  it  to  a  temperature  at  which  it 
would  become  usefuUy  incandescent. 

In  1848  GUlard,  in  attempting  to  utilise 
water  gas  for  lighting  as  well  as  heating  purposes, 
made  a  mantle  of  fine  platinum  wire,  which, 
heated  to  incandescence  in  the  flame,  answered 
its  purpose  and  emitted  light  for  a  short  period, 
whilst  in  1883  the  Fahnehjelm  comb  (Fig.  1)  was 
introduced  for  de- 
veloping light  from 
a  flat  water-gas 
flame.  It  consisted 
of  fine  rods  of  mag- 

I-suBis'    III  ||]||11TII       H    nesia  in   a  metal 
|j    .  jJIJI'  ill  setting,  which  was 

^Jjl  fixed  at  the  requisite 

'  J  height  above  a  flat- 

'  flame  burner  con- 
suming water  gas, 
and  from  it  a  light 
of  about  4J  candles 
per  cub.  ft.  of  gas 
consumed  could  be 
obtained. 

Up  to  the  middle 
of  last  century,  the 
flame  of  water  gas 
or  of  alcohol  vapour 
were  the  only  ones 
that  could  have 
been  used  to  in- 
^candesce  finely  divided  refractory  material, 
owing  to  the  deposition  of  carbon  from  any 
luminous  flame,  but  the  introduction  by  Bunsen 
of  the  atmospheric  burner  in  the  early  fifties 
rendered  coal  gas  available  for  all  heating 
purposes,  and  made  the  mantle  a  practical 
possibility. 

About  1883  Clamond  introduced  a  form  of 
mantle,  consisting  of  a  conical  basket  of  threads 
of  calcined  magnesia,  which  was  supported 


with  its  apex  downwards  in  a  small  platinum 
cage,  a  flame  of  coal  gas  and  air  being  driven 
down  upon  it  under  pressure.  It  was  not, 
however,  until  a  year'  later  that  Dr.  Auer  von 
Welsbach,  working  in  Bunsen's  laboratory  at 
Heidelberg  upon  the  rare  earths,  noticed  that 
the  oxides  of  some  of  the  rare  metals  had  a 
wonderful  power  of  light  emissivity  when  incan- 
descent, and,  following  up  this  clue,  made  the 
brilliant  series  of  discoveries  which  gave  the 
world  the  incandescent  mantle. 

These  discoveries  took  place  in  three  distinct 
stages.  In  his  work  prior  to  188.5  he  discovered 
the  fact  that  if  a  cotton  fabiic  be  saturated  with 
a  solution  of  the  nitrates  of  the  rare  earths,  and 
be  then  carefully  incinerated,  an  ash  is  left 
which  is  an  exact  simulacrum  of  the  original 
fabric,  although  the  burning  out  of  the  cellulose 
reduces  it  to  about  one-third  of  its  former  size, 
so  that  by  making  a  cotton  sleeve  about  three 
times  the  size  of  the  Bunsen  flame  it  was  in- 
tended to  fit,  saturating  it  in  a  solution  of  the 
nitrates  of  the  metals  of  which  he  required  the 
oxides,  and  then  carefully  burning  it  off  over  a 
blowpipe  flame,  he  could  obtain  a  mantle  which 
would  fit  the  outer  zone  of  the  Bunsen  flame, 
and,  being  there  heated  to  incandescence,  would 
emit  a  useful  amount  of  light. 

His  first  patent,  taken  out  in  1885,  covered 
this  part  of  his  invention,  and  specifies  the 
mixtures  of  oxides,  which  he  gives  as  : 

60  p.c.  of  zirconia,  or  o.xide  of  zirconium. 

20  p.c.  of  oxide  of  lanthanum. 

20  p.c.  of  oxide  of  yttrium. 

This  last  oxide  may  be  omitted,  and  the 
proportions  may  be : 

50  p.c.  of  oxide  of  zirconium. 
50  p.c.  of  oxide  of  lanthanum. 
In  place  of  the  oxide  of  jrttrium,  ytterite  earth 
may  be  used,  whilst  cerite  earth  containing  no 
didymium  and  but  little  cerium  may  be  em- 
ployed to  replace  the  oxide  of  lanthanum. 

These  first  mantles  were  a  commercial 
failure,  as  they  gave  a  light  very  little  in  excess 
of  that  yielded  by  the  Clamond  basket,  and 
they  were  so  fragile  in  character  that  they  were 
unable  to  withstand  the  slightest  shock. 

The  amount  of  light  yielded  by  these  mantles 
varied  from  3  to  6  candles  per  cub.  ft.  of  gas 
consumed,  but  it  was  exceptional  to  meet  with 
the  higher  value.  Using  the  purer  materials 
now  obtainable,  however,  mantles  made  accord- 
ing to  the  formulae  of  the  1885  patent  give  the 
following  results  : — 

Gas 

Composition  of  mantle  consumed 


P.c. 


cub.  ft. 


5-4 


5-5 


Illuminating  power. 
Total  Candles 
caudles  perrub.ft. 


12-9 


0-4 


2-4 


The  lower  candle  power  obtained  with  mantles 
made  of  the  purer  salts  points  to  the  fact  that 
the  impurities  of  the  compounds  at  first  em- 
ployed endowed  the  older  mantles  with  much 
of  the  illuminating  power,  so  that  no  uniformity 
in  results  could  be  expected,  besides  which  the 
mixtures  of  oxides  used  were  continually  being 
varied  in  hopes  of  obtaining  better  results. 
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In  1886  the  second  VVelsbach  patent  ap- 
peaieil.  This  covered  tlio  use  of  thfuia  either 
per  sc  (jr  mixed  with  oxides  of  other  rare  metals, 
and  it  is  elear  that  at  this  period  Welsbaeh 
imagined  that  the  oxide  of  thorium  alone  had  a 
very  high  power  of  light  emissivity,  but,  as  a 
fact,  a  mantle  made  of  pure  thoria  emits  practi- 
cally no  light,  and  the  amount  of  light  obtain- 
able was  due  to  traces  of  eeria,  which  had  not 
been  eliminated  from  the  thorium  salt  in  its 
preparation  from  thorite  and  orangite. 

Later  on,  Welsbaeh  discovered  this  fact,  and 
also  found  that  the  addition  to  thoria  of  traces 
of  ceria  endowed  it  with  the  wonderful  power  of 
emitting  light  possessed  by  the  modern  mantle, 
and  Mr.  Moeller,  of  the  Welsbaeh  Company,  took 
out  a  patent  in  England  in  1893,  in  which  he 
protected  the  use  of  thoria  in  combination  with 
very  small  traces,  not  exceeding  1  or  2  p.c,  of 
oxides  of  other  rare  metals,  amongst  which  was 
cerium.  It  was  only  at  this  date  that  the 
incandescent  mantle  began  to  be  a  commercial 
success,  and  in  spite  of  the  thousands  of  experi- 
ments which  have  since  been  made,  no  mixture 
of  oxides  has  been  discovered  wliich  will  give  a 
light  comparable  with  that  yielded  by  the  mix- 
ture of  99  p.c.  thoria  with  1  p.c.  ceria,  which  is 
now  universally  used  in  mantle  manufacture. 

The  oxides  which  can  be  used  in  making  an 
incandescent  mantle  are  limited  in  number, 
owing  to  the  fact  that  they  must  be  able  to 
re.si.st  atmospheric  influences,  must  be  sufficiently 
refractory  to  withstand  the  temperature  of  the 
flame  for  a  very  long  period,  and  must  not  be 
liable  to  excessive  shrinkage  during  the  burning 
off  of  the  cotton  fabric. 

The  oxides  in  the  following  table  are  those 
which  most  nearly  fulfil  such  requirements,  and 
the  light  given  by  mantles  made  from  the 
commercial  as  weU  as  from  the  carefully  purified 
salts  shows  the  vast  differences  that  traces  of 
i  mpurity  make  in  their  power  of  emitting  light : — 

Light  emitted  per  Cubic  Foot  of  Oas  by 


Vaeious  Oxides. 


Metallic  oxides : 
Zirconia  . 
Thoria 

Earth  metals : 

Cerito  earths 


Coin- 
Pure  mercial 
1-5  3-1 
0-5  G-0 


I  Ceria 

\  Lanthana 


Ytterite 


^,  V  Yttria 
earths  ]  ^^^^.^ 


0-4 


()■() 


0-  9 
6-0 
3-2 

1-  7 


Common  earths 


<  Chromium  oxide  0-4  U-4 


;  Alumina         .  0  (i  0  6 
Allialine  earth  metals  : 

Baryta   3-3  3-3 

Strontia  .        .        .        .        .  .5-2  5-5 

Magnesia  .....  5-0  6-0 

If  these  oxides  be  examined  for  shrinkage, 
diiration,  and  strength,  it  is  found  that  only 
three  of  them,  zirconia,  alumina,  and  thoria,  are 
suitable  as  the  basis  of  the  mantle,  and  even 
with  these  three,  zirconia  in  the  hottest  part  of 
the  flame  is  liable  to  considerable  and  rapid 
shrinkage,  whilst  with  alumina  there  is  also 
slow  volatilisation,  so  that  the  life  of  the  mantle 
is  gradually  shortened  by  the  slow  wasting  away 
of  the  threads  of  the  mantle  structure.  Thoria, 
however,  forms  an  ideal  basis  for  the  mantle,  as 


it  is  readily  shaped  at  the  temperature  of  the 
blowpipe  flame,  is  very  refractory  under  the  heat 
of  the  atmosjiheric  burner  for  a  consideralily 
longer  period  than  any  other  known  oxide,  and 
in  the  burning  off  of  the  cotton  fabric  there  is  a 
minimum  of  shrinkage. 

In  the  conversion  of  thorium  nitrate  into  the 
oxide  by  heat,  the  material  expands  enormously, 
the  final  product  occupying  more  than  ten  times 
the  volume  of  the  original  nitrate.  This  means 
that  the  resulting  mass  is  of  a  spongy  character, 
containing  an  enormous  ruimber  of  little  air 
cells,  which  must  render  it  an  excellent  non- 
conductor of  heat.  A  mantle  made  of  pure 
thoria  gives  practically  no  light,  but  if  successive 
small  additions  of  ceria  be  made  to  it,  the  light 
emitted  gradually  increases  until  a  ratio  of  99 
p.c.  thoria  to  1  of  ceria  is  reached,  when  the 
maximum  illuminating  effect  is  obtained.  The 
light  diminishes  with  further  additions  of  ceria 
till,  with  10  p.c.  of  ceria  in  the  mixture,  the 
mantle  once  more  gives  practically  no  illumina- 
tion. No  expansion  takes  place  during  the 
conversion  of  the  cerium  nitrate  into  oxide,  the 
latter  occupying  about  the  same  amount  of 
space  as  the  original  nitrate,  hence  in  the  mantle, 
although  the  ratio  of  thoria  to  ceria  is  as  99  to  1 
by  weight,  yet  by  volume  it  is  as  999  to  1. 

In  the  commercial  manufacture  of  mantles, 
a  cotton  fabric  was  first  employed  knitted  in  the 
form  of  hose,  the  diameter  of  which  was  con- 
trolled by  the  number  of  needles  on  the  knitting 
machine,  which  varied  from  50  to  7.5,  the  size 
generally  used  being  knitted  by  a  C5-needle 
machine,  giving  to  the  finished  fabric  a  diameter 
of  2|  inches.  The  resultant  hose  is  cut  into 
suitable  lengths,  and  one  end  turned  over  and 
sewn  with  thread  to  form  the  head  of  the  mantle, 
(which  after  impregnation  and  drying  is  drawn 
together  with  asbestos  thread  to  form  the  top 
and  a  loop  for  suspension).  These  lengths  were 
then  saturated  with  the  impregnating  solution, 
consisting  of  a  mixture  of  the  thorium  and 
cerium  nitrates  in  the  proportion  of  99  p.c.  of 
thorium  nitrate  to  1  p.c.  of  cerium  nitrate,  pre- 
pared by  dissolving  1  kgm.  of  thorium  nitrate 
and  10  grams  of  cerium  nitrate  in  1250  c.c.  of 
water.  The  mantles  then  pass  through  rollers, 
which  are  under  pressure  in  order  to  squeeze  out 
the  excess  of  solution,  leaving  the  fabric  retaining 
the  minimum  quantity  that  will  give  a  satis- 
factory skeleton  of  oxides  after  incineration, 
and  this  quantity  may  be  taken  as  0-7  gram  on 
the  rough  or  0-5  gram  on  the  fini.shed  mantle 
after  trimming.  The  soaked  lengths  are  next 
suspended  in  a  drying  chamber,  the  temperature 
of  which  is  maintained  between  80°  and  90"l<\ 
(27°  to  32°C.).  In  some  cases,  the  head  of  the 
mantle  is  treated  with  a  solution  of  magnesium 
and  aluminium  nitrates,  the  object  being  to 
strengthen  this  part,  which  is  the  most  liable  to 
breakage  owing  to  the  asbestos  thread  present 
in  the  head.  They  ai-e  again  dried,  sewn  with 
asbestos  thread  and  '  moulded  '  by  stretching 
on  a  wooden  mould  in  order  to  give  them  the 
necessary  shape  for  the  next  operation,  that  of 
'  burning  off.'  This  is  done  upon  suitable 
blowpipe  burners  supplied  with  gas  or  air  under 
pressure,  which  gives  a  flame  of  a  very  high 
temperature,  and  these  are  mounted  in  such  a 
way  that  either  the  burner  or  the  mantle  can  be 
raised  or  lowered  at  the  will  of  the  operator,  so 
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that  the  flame  can  be  made  to  play  on  every 
part,  until  tlic  whole  of  tile  cotton  fabric  has 
been  destroyed,  and  the  mantle  shaped  and 
hardened,  leaving  a  skeleton  of  oxides  formed 
by  the  decomposition  of  the  nitrates  of  the  salts 


FjO.   2.  —  (.'OTTON  IVLVNTLI:  BEFUJiE  BUHKIXG  OFF. 


employed.  This  skeleton  is  carefully  dipped  in 
a  solution  of  collodion,  an  average  formula  for 
this  solution  being  : 

4  p.c.  collodion      .   20-0  parts 
Ether  .        .        .    18-3  „ 
Castor  oil      .        .  0-9(i 
Camphor      .        .     1-5  ,, 
the  two  latter  ingredients  being  added  to  prevent 
over-contraction  on  drying.    After  dipping,  the 
mantles  are  hung  in  a  warm  room  to  allow  the 
solvents  to  evaporate,  and  they  are  then  trimmed 
and  packed. 

As  soon  as  the  incandescent  mantle  became 


I''io.  3. — After  burning  off. 


a  success,  many  attempts  were  made  to  evade  the 
Welsbach  patents,  and  the  most  successful  of 
these  consisted  in  impregnating  a  solution  of 
nitrocellulose  in  ether  and  alcohol  with  the 
nitrates  of  thorium  and  cerium,  and  squirting 


the  mixture  out  through  minute  orifices  in  the 
same  way  that  artificial  collodion  silk  is  made. 
These  liiaments  were  then  woven  into  mantle 


Fig.  4. — Cotton  befobe  burning  off. 

hose,  and  the  collodion  basis  was  denitrated  by 
soaking  in  an  alkaline  sulphide,  and  after  washing 
and  drying,  the  mantle  was  made  from  it  by  the 
same  process  as  with  impregnated  cotton.  It 
was  found  that  mantles  made  in  this  way  were 
distinctly  superior  to  the  cotton  mantles,  both 
in  life  and  light  emissivity,  this  being  due  to  the 


Fio.  5. — Cotton  after  luiRNiNo  off. 

difference  of  the  structure  of  the  thoria-ceria 
residue,  which  is  .shown  in  the  photomicro- 
graphs, from  which  it  is  seen  that  the  cotton 
(Figs.  2  to  5)  gives  a  closely  twisted  rope  of 
minute  fibres,  whilst  the  collodion  (Figs,  (i  and  7) 
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gives  a  bundle  of  separate  filaments  without 
excessive  twist  or  plait. 

The  advantages  of  the  collodion  mantle 
were,  however,  discountrd  hy  the  cost,  which 


structure  is  seen  to  far  more  nearly  approach 
that  of  the  collodion  than  of  the  cotton  fabric 
(Figs.  8  and  !)). 

Up  to  1!)00,  all  the  mantles  used  were  of  the 


Fig.  6. — Collodion  bbfoee  burning  off. 

was  much  higher  than  that  of  the  cotton  fabric, 
and  attempts  were  made  to  find  a  substitute  for 
cotton  which  would  give  the  same  results  as  the 
collodion  at  a  cheaper  price,  and  this  was  found 
in  ramie  fibre,  which  has  now  almost  entirely 
replaced  cotton  for  mantle  manufacture. 

The  ramie  fibre  is  produced  from  a  plant  of 


Fig.  S. — Eamie  befoee  burning  off. 

upright  type,  supported  in  the  atmospheric 
burner  flame  by  a  central  rod  of  magnesia  or  an 
outside  iron  support  from  which  the  mantle  was 
suspended,  but  owing  to  the  slightly  conical 
shape  of  the  mantle,  the  maximum  light  was 
thrown  at  an  angle  a  few  degrees  above  the 
horizontal,  whilst  the  shadow  of  the  fitting  was 


Fig.  7. — Collodion  after  burning  off. 

the  nettle  class,  and  when  freed  from  its  glutinous 
coating  can  be  woven  into  a  beautiful  silk-like 
material,  and  when  the  ramie  thread  is  knitted, 
impregnated,    and    made    into    mantles,  the 


Fig.  0. — Ramie  after  burning  off. 

thrown  on  the  surfaces  immediately  below  the 
burner.  In  order  to  overcome  this  trouble,  the 
idea  was  introduced  by  Kent,  in  1897,  of  making 
an  atmospheric  burner  with  a  long  mixing  tube, 
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the  end  of  which  was  turned  downwards  and 
the  flame  made  to  burn  in  an  inverted  mantle. 
It  was  not,  however,  until  after  1000  that  the 
iiitroiluction  of  the  present  forms  of  inverted 
burner  and  mantle  popularised  the  idea,  which 
has  many  advantages  in  districts  where  the  gas 
is  supplied  at  a  pressure  of  not  less  than  fgths, 
i.e.  2  inches  of  water  pressure. 

With  the  inverted  mantle,  the  maximum 
light  is  thrown  downwards  at  an  angle  of  45° 
below  the  horizontal,  wliilst  there  is  no  shadow, 
and  the  mantle,  being  fixed  to  a  fire-clay  ring 
which  is  suspended  from  lugs  on  the  burner  tube, 
is  far  less  likely  to  be  injured  by  vibration  than 
is  the  case  mth  the  upright  mantle,  which  needs 
an  antivibrator  on  the  burner  if  used  for  street 
lighting  where  there  is  heavy  traffic,  whilst  the  - 
slight  preheating  of  the  gas  and  air  supply,  and 
the  fact  that  the  flame  is  not  hurried  away  from 
the  mantle  as  in  the  case  of  the  upright  liurner, 
bring  the  duty  of  the  mantle  up  to  25  to  30 
candles  per  cub.  ft.  of  gas  consumed. 

In  making  the  inverted  mantle,  the  same 
methods  are  employed  as  with  the  upright,  ' 
except  that  the  bottom  of  the  fabric  is  sewn  up, 
after  impregnating,  squeezing,  and  drying,  with 
a  thread  of  the  same  impregnated  material,  and 
the  top  of  the  hose  is  bound  on  to  the  fire-clay 
supporting  ring  with  asbestos  thread  before 
burning  off  and  shaping. 

The  burners  used  with  the  earliest  upright 
incandescent  mantles  were  small  Bunsens  of  the 
ordinary  type,  with  a  tube  about  4  inches  in 
length,  fitted  with  a  gallery  to  carry  a  chimney  I 
and  a  head  stamped  out  of  thin  sheet  metal. 
This  made  a  very  long  fitting  which  proved  an  '< 
objection  in  many  cases  where  flat-flame  or 
argand  burners  had  been  employed,  the  result 
being  that  the  burner  tube  was  shortened,  and 
the  head  carrying  the  gallery,  which  fitted  over 
it,  was  made  so  that  it  but  slightly  increased 
the  length. 

Much  ingenuity  was  expended  in  devising 
suitable  burners  for  use  with  the  upright  mantle, 
the  chief  aim  being  to  ensure  a  hot  steady  flame 
of  the  right  shape  with  thorough  admixture  of 
the  air  and  gas  before  combustion.  Some  of 
these  burner  heads  consisted  of  open  circular  i 
slots,  others  of  flat  gauze  discs  with  a  small 
baffle  in  the  centre,  whilst  others  were  provided 
with  gauze  domes  and  .steatite  or  cut  metal  tops. 
All  these  different  varieties,  however,  suffered 
from  the  defect  of  under-ai-ration  of  the  gas 
before  combustion,  so  that  a  chimney  was  re- 
quired in  order  to  create  an  up-draught  and  to 
bring  a  supply  of  air  from  outside  the  mantle  in 
contact  with  the  burning  gas  on  its  surface. 

If  these  burners  were  used  without  a  chimney, 
the  unburnt  gas  from  the  inner  zone  had  to 
travel  a  short  distance  from  the  surface  of  the 
mantle  through  which  it  was  passing  before  it 
obtained  the  additional  air  necessary  for  its 
complete  combustion,  with  the  result  that  the 
layer  of  highest  temperature  was  outside  the 
mantle,  which  was  not  in  consequence  raised  to 
the  highest  degree  of  incandescence.  When  a 
chimney  was  used,  however,  the  current  of  air 
created  by  it  burnt  the  gas  on  the  surface  of 
the  mantle  itself,  and  the  best  results  were 
obtained.  Burners  of  this  class  still  form  the 
majority  of  those  employed  with  upright 
mantle.s,  and  a  chimney  is  a  necessity  in  all 


burners  in  which  less  than  one-half  the  total 
volume  of  air  needed  for  the  complete  com- 
bustion of  the  gas  is  drawn  in,  and  with  a  14-  oi' 
15-candle  power  gas,  a  6-ineh  chimney  is 
generally  sufficient  to  supply  the  necessary  air, 
whilst  with  a  rich  gas  a  longer  chimney  is  required. 

A  serious  trouble  with  mantle  lighting  has 
been  the  carbonisation  of  the  mantle,  which 
commences  with  a  slight  sooty  deposit  at  one 
spot,  and  then  rapidly  grow.s  over  the  surface 
of  the  mantle,  reducing  the  light  emitted  and 
soon  destroying  the  mantle. 

When  the  flame  is  under-ai.'rated  and  con- 
tains a  ratio  of  less  than  2-2  volumes  of  air  to 
I  of  gas,  some  methane  escapes  combustion  in 
the  inner  zone  of  the  flame,  and  burns  with  the 
carbon  monoxide  and  hydrogen  in  the  outer 
flame,  and  it  is  this  which  causes  the  trouble. 

On  replacing  the  ordinary  tube  of  a  Bunsen 
burner  with  one  made  of  platinum,  if  the  ratio 
of  gas  and  air  be  so  arranged  as  to  give  a  blue 
non-luminous  flame,  on  heating  the  platinum 
tube  the  flame  becomes  luminous,  although  not 
to  such  an  extent  as  would  have  been  obtained 
from  the  original  gas.  If  the  tube  be  allowed 
to  cool  down,  the  flame  again  becomes  non- 
luminous,  showing  that  the  luminosity  is  due 
to  the  restoration  of  heat  to  the  flame  and  not  to 
any  alteration  in  the  composition  of  the  gas. 
But  with  a  Bunsen  burning  with  a  green  inner 
cone,  luminosity  cannot  be  produced  hy  heating 
the  mixture  of  gas  and  air.  On  now  taking  an 
ordinary  Bunsen  wth  a  brass  tube,  and  surround- 
ing the  blue  non-luminous  flame  with  a  platinum 
gauze  cylinder  so  arranged  that  the  sides  of  the 
flame  heat  it  to  a  high  temperature,  the  top  of 
the  flame  will  become  luminous,  owing  to  the 
platinum  superheating  the  flame  gases  from  the 
inner  cone  and  causing  them  to  decompose  with 
separation  of  particles  of  carbon.  The  same 
result  is  obtained  with  an  ordinary  mantle  open 
at  the  top,  and  it  is  to  this  cause  that  the  deposi- 
tion of  carbon  on  the  mantle  is  due. 

Mantle  burners  in  which  regeneration  has 
been  attempted  have  also  been  tried,  but  the 
fact  that  the  air  or  gas  can  be  heated  separately 
and  then  utilised  to  give  a  very  hot  flame,  does 
not  apply  to  the  mixture  of  the  two  to  any 
greater  extent  than  is  found  in  the  inverted 
burner,  as,  when  a  mixture  of  air  and  gas  is 
heated,  oxidation  of  the  gas  commences,  and 
the  loss  of  combustible  matter  due  to  this  cause 
outweighs  the  advantages  of  preheating. 

Real  improvements  in  the   burners  em- 
ployed  for   mantle   heating   started    in  the 
early  nineties,  when  Chemin  and  Bandsept 
j  began  working  at  the  idea  of  adding  air  to 
i  the  gas  in  small  portions  so  as  to  gain  a  more 
intimate  mixture  of  the  two  before  combustion, 
and  it  was  the  perfecting  of  this  idea  in  the  Kern 
burner  which  gave  the  best  chimneyless  burner 
1  in  use. 

In  this  burner,  the  gas  issues  from  the  usual 
injector  into  a  suction  tube,  consisting  of  two 
cones  united  at  their  summits,  which  increase.s 
the  proportion  of  air  drawn  in  with  the  gas,  and 
,  the  mixture  then  passes  into  an  enlarged  head, 
where  baffling  devices  ensure  thorough  mixing, 
and  the  burner  top  is  so  constructed  that  the 
flame  of  the  burning  gas  is  thrown  against  the 
mantle,  yielding  a  higher  duty  than  with  an 
ordinary  burner  and  chimney. 
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The  visible  duty  obtained  from  the  incan- 
descent mantle  depends  largely  upon  the  pres- 
sure at  which  the  gas  is  supplied,  and  now  that 
its  use  has  become  universal,  no  gas  undertaking 
should,  in  their  own  interest,  supply  gas  to 
consumers  at  less  than  2  inches  {%)  pressure, 
and  when  centres  of  high  illuminating  value  are 
needed  to  compete  with  arc  lighting  for  outside 
work  and  large  buUdings,  the  light  which  can  be 
obtained  from  a  mantle  can  be  enormously 
increased  by  the  use  of  high-pressure  lighting, 
such  as  the  Keith,  Sugg,  Selas,  and  other 
systems,  in  which  either  the  gas  or  air  is 
placed  under  greater  pressure  than  the  ordinary, 
so  that  by  using  what  are  practically  blowpipes, 
a  much  larger  volume  of  gas  is  consumed  in  a 
given  space,  and  from  30  to  40  candles  light 
obtained  per  cubic  foot  of  gas  consumed. 

The  quality  of  the  gas  has  a  certain  influence 
I     on  the  light  given  by  the  mantle,  but  not  as 
i     nruch  as  is  generally  supposed.    If  an  ordinary 
burner  and  mantle  be  tested  first  with  16-candle 
gas,  then  with  15,  and  finally  with  M-candle 
power  gas,  it  is  often  found  that  it  gives  a  better 
light  with  the  15  than  the  16,  and  a  further  im- 
provement with  the  14-candle  gas.    This,  how- 
ever,  is  dependent  upon  the  fact  that  the  burner 
is  drawing  in  less  than  the  necessary  amount  of 
air  to  give  the  best  conditions  of  combustion  in 
the  inner  zone,  and  that  the  right  degree  of 
;      aeration  is  being  more  and  more  nearly  ap- 
1      proached  wth  the  poorer  gas.    When  care  is 
taken  to  ensure  the  correct  ratio  of  air  and  gas 
consumed  in  each  case,  it  is  found  that  for 
qualities  of  gas  between  14  and  18  candle  power, 
there  is  a  gain  of  about  3  p.c.  in  the  light  emitted 
by  the  mantle  for    each  candle-illuminating 
power  in  the  gas. 

Seldom  in  the  industrial  history  of  the 
world  has  any  one  invention  wrought  such 
alterations  in  a  great  manufacture  as  has  been 
the  case  with  the  incandescent  mantle,  which, 
being  perfected  just  at  the  time  when  electricity 
was  threatening  the  supremacy  of  gas  as  an  illu- 
minant,  entirely  revolutionised  the  gas  industry. 

Before  the  introduction  of  the  mantle,  the 
usual  quality  of  the  gas  supplied  was  what  was 
Icnown  as  16-candle  power,  and  the  light  obtained 
from  it  by  the  consumer  was  anything  from 
7  to  8  candles  per  cub.  ft.  with  regenerative 
burners,  down  to  less  than  1  candle  per  cub.  ft. 
with  small  fiat-flame  burners,  whilst  with  the 
incandescent  mantle  from  14  to  35  candles  per 
cub.  ft.  can  be  obtained. 


It  was  also  soon  found  that,  in  practice,  a 
much  poorer  gas  gave  as  good  or  better  results 
with  most  incandescent  mantle  burners,  and 
with  the  general  adoption  of  the  mantle,  the 
candle  power  of  the  gas  supply  has  been  lowered 
in  nearly  every  large  town  in  England. 

At  the  present  time  (1912),  the  annual  mantle 
consumption  of  the  world  approximates  to  : 


England  .  .  38,000,000  mantles 

America  .  .  60,000,000 

Germany  .  .  100,000,000 

France  .  .  .  16,000,000 

Italy     .  .  .  3,000,000 

Belgium  .  .  3,500,000 

Kussia   .  .  .  1,500,000 


When  Welsbach  made  the  first  thoria 
mantles,  thorium  salts  were  obtainable  only  in 
very  small  quantities,  and  from  such  minerals 
as  thorite  and  orangite,  but  wth  the  demand, 
new  sources  of  sxipply  were  found  in  many 
directions,  and  during  the  last  few  years, 
although  the  amount  of  thorium  nitrate  used 
has  more  than  doubled,  the  price  has  fallen  by 
one  half,  and  there  appears  no  fear  of  a  shortage 
hampering  the  mantle  industry. 

Many  theories  have  been  brought  forward  to 
explain  the  wonderful  light-giving  power  of  the 
mixture  of  99  p.c.  thoria  and  1  p.c.  ceria,  but 
none  of  them  explains  both  the  two  facts,  i.e. 
that  the  maximum  light  is  obtained  only  in 
the  extreme  outer  layer  of  the  Bunsen  flame, 
where  both  air  and  combustible  gases  are  present, 
and  that  it  is  only  with  1  p.c.  of  ceria  in  the 
mixture  that  it  is  obtained,  a  mantle  of  pure 
thoria  or  pure  ceria  giving  practically  no  Light. 

The  probable  explanation  is  that  in  the 
mantle,  the  thoria,  being  in  a  porous  condition, 
is  a  good  non-conductor,  and  owing  to  this,  to 
its  low  specific  heat  and  low  power  of  radiating 
heat,  it  can  be  raised  to  the  temperature  of  the 
flame  ;  ceria,  on  the  other  hand,  has  a  wonderful 
power  of  radiation,  as  shown  by  Fcry,  and  has 
also  a  catalytic  action  upon  mixtures  of  com- 
bustible gases  and  oxygen,  but  its  radiation  is 
so  great  that  it  cannot  be  heated  in  a  Bunsen 
flame  to  the  temperature  necessary  to  give 
light. 

When  ceria  is  added  to  thoria,  tlic  light 
emitted  by  the  mantle  increases  until  1  p.c.  by 
weight,  or  0*1  p.c.  by  volume,  is  present,  because 
the  ceria  is  so  insulated  by  the  excess  of  thoria 
that  it  is  not  only  brought  up  to  the  temperature 
of  the  flame,  but  by  its  catalytic  power  tends  to 
focus  the  combustion  of  the  extremely  attenuated 
flame  gases  upon  the  widely  distributed  ceria 
particles,  and  so  raises  them  to  a  far  higher 
temperature  than  the  mantle,  a  temperature, 
however,  whicli  cannot  be  detected  by  the 
thermo-couple,  which  gives  only  the  average 
temperature  of  tlie  mass  witli  wliich  it  is  in 
contact,  and  fails  to  show  the  temperature  of 
the  01  p.c.  of  ceria.  Addition  of  more  ceria  to 
the  mixture  causes  such  a  rapid  cooling  of  both 
mantle  and  flame  by  radiation,  that  the  light  at 
once  begins  to  fall ;  and  by  the  time  10  p.c.  of 
ceria  is  in  the  mixture,  the  mantle  gives  no  more 
light  than  a  thoria  mantle,  but  a  much  increased 
heat  radiation. 

The  work  of  Le  Ghatelier,  Nernst,  Schmidt, 
and  others,  shows  that  the  thoria-ceria  mixture 
gives  light  rays  rich  in  blue,  green,  and  yellow, 
I  but  poor  in  red,  so  that  the  proportion  of  energy 


Light  emitted  pee  Cubic  Foot  of  16-candlb 
Gas  consumed  pee  Houe. 


Burners  Candle  units 

Incandescent  (high  pressure)  30  to  36 

(Kern)     .  .  20  „  25 

„           (ordinary)  14  ,,  19 

Regenerative       .        .  .  7  ,,  10 

Stantlard  argand          .  .  3-20 

Ordinary  argand          .  .  2-90 

Union  jet  flat  flame,  No.  7  .  2-44 

„   6  .  2-15 

„   5  .  1-87 

„    4  .  L74 

„    3  .  1-63 

„    2  .  1-22 

M    1  •  0-85 

„    0  .  0-59 
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radiated  as  light  at  tho  tcmjierature  of  the 
mantle  is  high.  V.  B.  L. 

GAS,  OIL.  Even  before  the  introduction  of 
coal  gas,  it  had  been  found  that  oil  could  be 
decomposed  at  a  temperature  a  little  below 
1000°  with  the  formation  of  gas  of  high  illumi- 
nating power,  and  when  coal  gas  had  overcomethe 
prejudice  existing  against  it  in  the  early  years 
of  its  inception,  several  attempts  were  made  to 
utilise  oil  instead  of  coal  for  the  production  of 
illuminating  gas,  but  with  no  commercial 
success,  owing  to  the  price  of  the  oil. 

As  early  as  1815  a  patent  was  taken  by  John 
Taylor  for  an  apparatus  for  the  decomijosition 
of  oils,  wllich  is  interesting  as  being  of  much  the 
same  type  as  those  still  employed ;  whilst  in 
1819  Gordon  and  Heard  took  out  a  patent  foi' 
compressing  oil  gas,  and  it  was  in  the  liquid 
separated  during  compression  of  this  gas  that 
Faraday  discovered  and  isolated  benzene. 

After  this  period,  oil  gas  appears  to  have 
been  but  little  used  until  in  1871,  when  it  began 
to  be  employed  for  the  lighting  of  railway 
carriages  on  the  Continent  in  place  of  oil  lamps, 
and  it  was  from  this  that  the  firm  of  Julius 
Pintseh  built  up  their  system  of  railway-carriage 
lighting,  which  soon  spread  throughout  Europe 
and  to  England  and  America,  and  at  a  slightly 
later  date  oil  gas  began  to  be  employed  for 
lighting  country  houses  and  small  villages 
where  the  consumption  of  coal  gas  was  not 
sufficiently  great  to  allow  the  erection  of  coal- 
gas  works. 


It  was  also  largely  adopted,  in  the  com- 
pressed condition,  for  the  lighting  of  buoys  and 
for  other  purposes  where  the  portability  of 
cylinders  containing  it  under  compression  fitted 
it  for  special  uses  in  spite  of  its  cost. 

The  oils  now  used  for  the  production  of  gas 
are  generally  the  blue  or  green  shale  oils,  al- 
though slightly  better  results  may  be  obtained 
from  the  Russian  so-called  '  solar  distillate,' 
which  is  obtained  by  subjecting  the  residues  of 
Russian  oil,  left  after  the  lamp-oil  fractions  have 
been  driven  off,  to  further  distillation. 

Such  oils  begin  to  decompose  with  evolution 
of  gas  at  a  little  under  500°,  and  the  effect  of  the 
temperature  of  the  retort  on  the  products  is 
shown  in  the  following  table  ^  : — • 

Oil  used  Russian  '  distillate  oil ' 

Specific  gravity  0'864 
Flash-point         149°F.  =  65°0. 

Temperature  of  retort  500°  700°  900°  1000° 
Cubic  feet  of  gas  per 

gallon    .       .       .    12      60       72  84 

Percentage  of  residuals  59-1   22-7     12-7  11-8 
Illuminating  power, 

candles  per  cub.  ft.  .  54-8  50-7     57-1  42-2 

The  gas  contains,  p.c.  : 

Unsaturated  hydro- 
carbons .       .       .  39-13  36-56  36-55  22-04 

Saturated  hydro-car- 
bons     .       .       .  42  41  49-45  49-45  54-83 

Hydrogen  .       .       .  13-58  6-26  11-86  21-54 

Acetylene  .       .       .    0-052  0-084  0-38  0-46 


DisTiLLmG  Points  of  the  Residues  from  Russian  'Distillate  Oil,'  expressed  in 
Percentages  of  Original  Residue.    Temp.  =  "C. 


Temperature 

100°- 
110° 

110°- 
120° 

120°- 
125° 

125°- 
130° 

130°- 
135° 

135°- 
140° 

140°- 
150° 

150°- 
160° 

160°- 
170° 

170°- 
180° 

180°- 
190° 

190°- 
200° 

Sp.gr. 

Mash- 
point 

Original  oil 

1 

1 

1-5 

0-864 

F. 

149° 

Residue  after  de- 

composing at : 

500°  . 

4 

3-5 

0-5 

2-5 

3 

2 

0-866 

58° 

700°  . 

9 

1 

2 

1-25 

9-6 

4 

1-5 

3-6 

3 

2 

0-908 

Below  32° 

900°  . 

1-6 

5 

3-3 

3-3 

5 

3-3 

6-6 

5 

6-6 

5 

0-926 

Below  32° 

1000°  . 

10 

1 

2-5 

2 

NU 

1 

1-019 

40° 

On  decomposing  the  oil  at  500°,  the  gas  is 
small  in  quantity  and  white  in  colour,  the 
hydrocarbons  being  present  almost  entirely  as 
vapours,  a  large  proportion  of  which  go  forward 
with  the  gas  and  condense  in  the  holder,  so  that 
the  59  p.c.  of  residuals  condensed  in  the  receiver 
do  not  represent  the  total  condensible  hydro- 
carbons. 

After  condensation  of  the  vapours,  the  gas 
amounts  only  to  12  cub.  ft.,  and  contains  the 
saturated  and  unsaturated  hydrocarbons  in 
nearly  equal  proportion,  whilst  on  examining 
the  tarry  residuals  it  is  found  that  the  flash- 
point is  considerably  lower  than  that  of  the 
original  oil,  and  also  that  15-5  p.c.  distils  over 
below  200°,  whilst  with  the  original  oil  only 
3-5  comes  over  below  that  temperature. 

On  decomposing  the  oil  at  700°,  the  yield  of 
gas  is  increased  to  60  cub.  ft.  per  gallon  of  oil 
used,  and  is  of  a  buff  colour.  In  the  gas  the 
unsaturated  hydrocarbons  are  2-5  less  in  quantity 
than  in  the  former  case,  and  there  are  more 


;  saturated  hydrocarbons.  On  examining  the 
residuals,  the  effect  of  the  increase  in  tempera- 

I  ture  is  found  to  be  most  marked  :  they  have 
decreased  in  quantity  from  69-1  p.c.  to  22-7  p.c. 
of  the  original  oil  decomposed,  whilst  the  flash- 
point has  fallen  below  the  freezing-point,  and 
36-75  p.c.  of  the  residuals  distils  below  200°. 
Nine  p.c.  of  the  residuals  distil  at  123°-125°, 

I  whilst  9-5  p.c.  distils  at  a  temperature  of  140°- 

j  150°.  At  900°  the  decomposition  of  the  oil 
yields  a  still  larger  volume  of  gas,  in  which  the 
percentage  of  imsaturated  hydrocarbons  is  the 
same  as  before,  but  there  is  a  large  increase  in 
the  quantity  of  saturated  hydrocarbons,  and  a 
slight  increase  also  in  the  illuminating  value  of 
the  gas. 

The  residuals,  at  this  temperature,  fail  to 
12-7  p.c.  of  the  oil  used,  and  on  fractionating 
them  more  than  1  p.c.  distils  at  100°,  and  6  p.c. 
at  a  little  over  ]  10°. 

On  now  raising  the  temperature  to  1000°, 
I  Lewus,  .1.  Soc.  Clieiii.  liul.  July  30,  1892. 
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another  increase  takes  place  in  the  volume  of 
tlio  gas,  84  cub.  ft.  being  obtained  jser  gallon  of 
oil  decomposed,  and  the  illuminating  power  falls 
from  57  to  42.  On  analysing  the  gas,  it  is  found 
that  the  percentage  of  saturated  hydrocarbons 
has  slightly  increased,  whilst  the  percentage  of 
hydrogen  has  risen  from  11-86  to  21-54  :  on  the 
other  hand,  the  unsaturated  hydrocarbons  have 
fallen  from  36-5  to  22  p.c.  The  gas  as  it  leaves 
the  retort  has  lost  its  rich  chocolate-brown 
colour,  and  has  become  '  sooty  '  from  separation 
of  carbon,  and  this,  as  well  as  the  increase  in 
hydrogen,  shows  that  the  temperature  has  been 
forced  to  a  point  at  which  some  of  the  hydro- 


carbons, and  mainly  the  unsaturated  hydro- 
carbons, have  been  decomposed. 

The  residuals  collected  from  the  gas  made  at 
this  temperature  are  of  nearly  the  same  volume 
as  those  obtained  by  decomposing  the  oil  at 
800°,  but  differ  from  them  in  containing  nothing 
with  a  lower  boiling-point  than  140°-150'^. 

From  the  results  obtained  in  practical 
working,  900°  has  been  generally  adopted  as 
the  best  retort  temperature  to  employ,  whilst 
the  kind  of  oil  used  is  generally  governed  by 
local  conditions.  The  following  table  gives 
the  results  obtained  with  various  grades  of 
oil  :— 1 


Name  of  oil 
Sp.  gr.  . 

Colour 


Fractional  distillation 


'  Lustre ' 
0-826 

Water    white : 
bluish  flour- 
escence. 
1st  drop  115° 
5  p.c.  140 


Solar  distillate 

0-8656 
Reddish  brown : 
green  fluor- 
escence 
1st  drop  110" 


Best  results : 
Gas  per  gal.  . 
Illuminating  power , 


10 
15 
20 
25 
30 
40 
45 
50 
65 
60 
65 
70 
76 
80 
85 


146 
152 
172 
176 
190 
205 
212 
217 
224 
230 
234 
243 
255 
262 
270 


4  p.c. 

10  ., 

16  „ 

20  ., 

25  „ 

30  „ 

35  ., 

40  ., 

60  „ 

55  „ 

60  „ 

65  „ 


74-5  cub.  ft. 
49-6  candles 


170 
238 
246 
252 
255 
267 
271 
276 
285 
291 
320 
345 
Thermometer 
rising 
rapidly 


82-9  cub.  ft. 
48-2  candles 


Shale  oil 
0-8495 
Reddish  brown : 
greenish  fluor- 
escence. 
1st  drop  225° 
5  p.c.  248 


10 
15 
20 
25 
30 
35 
40 
45 
50 
55 


265 
260 
270 
275 
280 
286 
290 
294 
316 
350 


Shale  oil 
0-864 
Reddish  bro-ivn : 
green  fluor- 
escence 
1st  drop  250° 
6  p.e.  276 


Thermometer 
rising 
rapidly 


82-5  oub,  ft. 
41 -2  candles 


10 
15 
20 
25 
30 
35 
40 


285 
288 
296 
300 
320 
336 
350 


66-6  cub.  ft. 
62-9  candles 


The  form  of  retort  and  the  general  apparatus 
used  vary  slightly  in  the  processes  introduced 
by  Keith,  Patterson,  Pintsch,  and  Pope,  but  a 
description  of  the  Pintsch  plant  will  suffice  to 
make  clear  the  general  principles  upon  which 
they  all  depend. 

The  retorts  are  of  iron,  D-shaped  and  10 
inches  high  by  6  feet  in  length.  They  rest  upon 
flre-brick,  one  above  the  other  (Fig.  1 ),  and  ai'e 
connected  vertically  in  pairs.  The  lid  of  the 
upper  retort  is  provided  with  a  siphon  pipe, 
fitted  with  a  funnel  at  the  end  into  which  oil  is 
allowed  to  flow  from  an  overhead  tank,  the  rate 
of  flow  being  capable  of  adjiistment  by  a  micro- 
meter cock.  The  other  end  of  the  siphon  is 
continued  inside  the  retort  for  about  12  inches, 
and  discharges  the  oil  on  to  a  loose  thin  sheet- 
iron  tray,  about  2|-  inches  deep,  which  occupies 
the  whole  length  of  the  retort,  and  which  is 
changed  and  cleaned  about  once  a  week.  The 
oil  is  heated  and  vapourised  in  the  first  retort, 
and  the  vapour  passes  from  the  further  end  of 
the  retort  downwards  into  the  lower  retort, 
which,  being  directly  over  the  furnace,  is  con- 
siderably hotter  than  the  upper,  the  tempera- 
ture of  the  retort  being  a  full  cherry -red.  Here 
the  vapours  are  '  cracked  '  and  rendered  per- 
manently gaseous,  and  after  passage  through 
this  retort,  they  are  led  by  a  descension  pipe  to 


the  hydraulic  main.  The  retorts  in  the  bench 
are  fitted  with  a  test  cock,  by  which  the  colour 
of  the  gas  can  be  ascertained,  as  tliis  acts  as  a 
guide  to  the  work  the  retort  is  doing.  The  gas 
should  be  of  a  pale  straw  colour  :  if  darker,  it 
is  assumed  that  the  temperature  is  too  high,  and 
either  the  heat  of  the  furnace  is  slightly  reduced, 
or  a  little  more  oil  allowed  to  flow  in.  Each 
pair  of  10-inch  retorts  is  capable  of  making 
450  cub.  ft.  of  gas  per  hour. 

The  tar  from  the  gas-oil  retorts  having 
proved  to  be  of  little  or  no  value,  from  time  to 
time  attempts  were  made  to  do  away  with  the 
production  of  liquid  residuals  as  far  as  possible 
in  the  manufacture  of  oil  gas,  so  that  a  deposit 
of  pitch  or  carbon  only  should  be  left  in  the 
retort.  In  1846  Hilary  tried  to  attain  this  end 
by  placing  condenser  tubes  above  the  retort, 
with  a  view  to  returning  any  liquid  that  con- 
densed back  to  the  retort,  where  it  would  be 
subjected  to  further  distillation,  the  ultimate 
products  being  gas  and  carbon  only.  This  idea 
was  improved  by  W.  Young,  in  his  process  for 
the  manufacture  of  oil  gas. 

In  Young's  process  the  oil  gas,  which  is 
obtained  by  retorting  the  oil  at  a  moderate 
temperature,  is  washed  by  the  oil  which  is 

'  E.  Llewellyn  Price,  Proc.  Iiicorp.  Tnstit.  Gas 
Eng.  1892. 
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flowing  into  the  retort,  and  in  this  way  all  con- 
densible  vapours  are  removed,  and  only  per- 
manent gases  allowed  to  pass  forward  to  the 
purifier.    As  the  oil  wliich  has  served  for  the 
washing  is  employed  for  the  manufacture  of  the 
gas,  any  permanent  gases  that  may  have  been 
absorbed  are  driven  out  from  it  during  the 
retorting,  and  consequently  are  not  lost.  j 
The  retorts  are  of  cast  iron  and  about  10  ' 
feet  in  length,  set  so  as  to  slope  downwards  to  { 
the  back  :  mouthpieces  and  ascension  pipes  are 
fitted  in  the  usual  way,  and  each  mouthpiece  has  | 
a  small  cock  for  testing  the  colour  of  the  gas, 
wliich  should  be  of  a  pale  straw  colour,  any 
deeper  tint  indicating  too  high  a  temperature 


and  undue  decomposition  of  the  oil.  The  in- 
flowing oil  is  admitted  through  a  small  taj) 
about  2  feet  up  the  ascension  pipe,  and  drops 
through  the  ascending  gas  on  to  a  steel  plate, 
which  extends  about  3  feet  into  the  retort,  thus 
obviating  the  direct  impact  of  the  oil  on  to  the 
bottom  of  the  retort.  The  temperature  em- 
ployed is  between  800°  and  900°.  From  the 
ascension  pipes,  the  gas  passes  to  the  hydraulic 
main  at  the  back  of  the  retort  bench,  then 
through  a  horizontal  condenser  to  the  scrubber, 
and  finally  to  the  holder.  The  oil  cistern  is 
situated  above  the  scrubber,  and  the  oil  can  be 
led  through  all  or  any  of  the  sections  of  the 
scrubber,  after  which  it  passes  along  the  bottom 


Fig.  1. 


of  the  horizontal  condensers  to  the  hydraulic 
main.  From  the  hydraulic  main  it  enters  a 
small  cistern  fitted  with  an  indicating  float,  by 
which  the  flow  of  oil  into  the  retort  can  be 
regulated.  It  will  be  seen  that  in  this  system 
the  oil  is  always  travelling  in  an  opposite 
direction  to  the  flow  of  gas. 

The  oil  used  is  '  blue  shale  oil '  with  a 
specific  gravity  of  about  0-850.  Each  retort 
makes  500  cub.  ft.  of  gas  per  hour,  and  5|  cwts. 
of  a  very  dense  graphitic  coke  is  left  in  the 
retort  for  each  ton  of  oil  decomposed.  When 
tested  on  the  photometer  in  burners  most 
suited  for  its  combustion,  the  gas  gives  an 
average  of  60  candle  power. 


The  composition  of  the  gases  made  by  the 
ordinary  and  by  the  Young  process  is  shown  in 
the  following  analyses,  the  ordinary  oil  gas 
being  of  50  candle  power,  and  the  Young  gas 
60  candle  power  : — 


Ordinary 

Young 

Unsaturated  hydrocarbons 

33-16 

43-83 

Saturated  hydrocarbons  . 

45-15 

36-30 

Hydrogen 

19-65 

lfi-85 

Carbon  dioxide 

0-50 

0-63 

Carbon  monoxide 

0-50 

0-00 

Oxygen  .... 

0-()0 

1-14 

Nitrogen 

0-44 

1-25 

10000 

10000 

GAS, 

In  using  6i]  gas  for  lighting  railway  carriages 
and  buoys,  the  gas  is  forced  at  six  or  seven  atmo- 
spheres pressure  into  receivers  which,  in  the,  case 
of  railway  carriages,  are  fixed  to  the  laidcr  frame 
of  the  carriage.  These  receivers  arc  connected 
\vith  a  governor,  which  reduces  the  pressure  of 
the  gas  passing  through  it  to  1  or  2  inches  of 
water,  at  which  pressure  it  is  led  to  the  lamps  in 
the  carriage  roof.  The  gas  is  burnt  at  specially 
made  flat-flame  nipples,  consuming  about  a  foot 
of  gas  per  hour,  and  at  this  rate  yields  a  light  of 
about  8  candles  per  burner. 

Improvements  have  been  made  from  time 
to  time  by  the  introduction  of  horizontal  flat 
flames  in  place  of  upright  flames,  by  the  use  of 
small  regenerative  burners,  and  also  by  increasing 
the  illuminating  value  of  the  oil  gas  by  ad- 
mixttu'e  with  acetylene,  but  the  greatest  advance 
that  has  lieen  made  is  due  to  the  utilisation  of 
(lil  gas  in  the  incandescent  mantle,  which  was 
introduced  into  this  country  for  railway  lighting 
in  1904.  Until  the  inception  of  the  inverted 
incandescent  mantle,  its  use  for  such  a  purpose 
as  railway  lighting  was  not  very  successful,  as 
the  vibration  rapidly  destroyed  the  mantle,  and 
the  light,  being  thrown  in  an  upward  direction, 


Fig.  2. 


necessitated  the  use  of  reflectors.  With  the 
introduction,  however,  of  the  inverted  mantle, 
it  was  found  that  the  suspension  of  the  mantle 
on  its  frame,  which  merely  rested  on  catches 
fnrming  part  of  the  nozzle  of  the  burner,  acted 
as  a  sa,tisfactory  anti-vibratcjr,  reudcrinj;  the 
mantle  far  less  liable  to  be  alfected  liy  shock, 
whilst  in  the  event  of  an  unusually  violent  jar 
breaking  it,  it  is  still  held  in  position  by  a  wire 
cage,  which  keeps  it  in  contact  with  the  flame, 
and  ensures  a  light  until  the  mantle  can  be 
replaced. 

The  high  calorific  value  of  oil  gas,  which 
averages  1000  B.Th.U.  per  cub.  ft.,  or  nearly 
double  that  of  London  coal  gas,  enables  it  to 
be  burnt  in  very  small  atmospheric  burners  and 
mantles,  so  that  a  consumption  of  0-6  cub.  ft. 
per  hour  gives  24  candles  of  illumination,  thus 
trebling  the  efliciency  of  the  lighting,  whilst 
nearly  halving  the  consumption. 

Fig.  2  shows  the  arrangement  of  the  lantern 
and  burner  as  used  for  railway-carriage  lighting. 
Vol,.  II.— T. 
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whilst  Figs.  3  and  4  show  the  general  construc- 
tion of  gas  ljuoys  and  burners  showing  a  flash 
light. 


gas-buov   pintsch's  system 
Fig.  .3. 

As  already  mentioned,  when  oil  gas  is  com- 
pressed into  the  receivers  at  a   pressure  of 
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Fig.  4. 

about  100  lbs.,  about  a  gallon  of  liquid  hydro- 
carbons separates  from  1000  cub.  ft.  of  gas, 

2  z 
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occasioning  a  fall  in  illuminating  power  of  about 
10  candles.  This  is  also  observed,  but  to  a 
smaller  extent,  in  compressing  a  rich  coal  gas. 
This  liquid  contains  as  its  main  constituents, 
bejizene,tolueneandhydrocarbonsof  the  ethylene 
(C.Hj,,)  group  up  to  normal  heptylene,  together 
\vith  some  naphthenes  and  very  small  qtiantities 
of  other  benzenoid  hydrocarbons. 

The  tar  formed  during  the  ordinary  process 
of  manufacturing  oil  gas  amounts  to  about  5 
gallons  for  each  1000  cubic  feet  of  gas.  But 
little  use  has  been  found  for  it.  It  contains 
only  very  small  quantities  of  phenols  or  basic 
constituents.  In  most  cases,  it  is  burnt  beneath 
the  retorts.  One  of  the  chief  points  in  Young's 
process  of  making  oil  gas  was  that  the  tar  is 
entirely  got  rid  of,  and  a  very  dense  and  valuable 
form  of  carbon  obtained  instead. 

V.  B.  L. 

GAS,  PRODUCER,  v.  Fuel  and  Gas, 
Water. 

GAS,  WATER,  is  the  term  apphed  to  the 
impure  gaseous  mixture  of  hydrogen  and  oxides 
of  carbon  formed  when  steam  is  passed  through 
incandescent  carbon,  an  action  which  was 
probably  discovered  by  Pontana  in  the  18th 
century,  and  was  undoubtedly  known  to 
Lavoisier. 

The  first  attempt  to  utilise  water  gas  on  a 
commercial  scale  dates  back  to  1824,  when 
Ibbotson  sought  to  increase  the  volume  of  gas 
distilled  from  his  retorts  by  injecting  steam  into 
the  red-hot  coke  remaining  at  the  end  of  the 
carbonisation.  This  idea  has  been  revived  on 
many  occasions,  but  it  has  always  failed, 
owing  to  the  fact  that  to  make  water  gas 
successfully  the  coke  must  be  kept  at  a  bright 
red  heat,  and  since  the  decomposition  of  the 
steam  absorbs  more  heat  than  is  given  out  in 
the  formation  of  the  water  gas,  the  coke  charge 
cooled  more  rapidly  than  the  heat  could  be 
imparted  to  it  through  the  walls  of  the  retort. 
When  the  temperature  falls,  carbon  dioxide  is 
formed  in  considerable  quantities,  and  had  to 
be  withdrawn  by  hme  purification  from  the 
mixture  of  coal  gas  and  water  gas  before  it 
could  be  used  for  illumination  in  the  flat-flame 
and  argand  burners  then  employed.  For  this 
reason,  such  a  method  of  utilising  water  gas 
proved  too  costly  in  practice.  In  a  modified 
form,  the  idea  has  lately  been  more  success- 
fully revived  in  the  production  of  low  candle- 
power  gas  as  made  in  some  vertical  retort 
systems. 

When  steam  is  pas.sed  through  a  mass  of 
heated  carbonaceous  material,  the  composition 
of  the  gas  formed  wiU  vary  with  the  tempera- 
ture, and  to  a  less  extent  with  other  factors, 
.such  as  the  rate  of  flow  and  quantity  of 
steam. 

It  is  found  by  experiment  that  at  tempera- 
tures aljout  600°  the  reaction  is  mainly  : 

C+2H,0=C0,-f  2H,, 

the  quantity  of  carbon  monoxide  being  small, 
whilst  when  1000°  is  passed,  the  reaction  more 
nearly  approaches 

C+H20=CO+H2, 

the  general  run  of  results  obtained  being  : 
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Percentage  composition  of 
resulting  gas 


Temperature 

Carbon 

Carbon 

of  carbon 

Hydrogen 

(lioxitU^ 

monoxide 

600° 

66 

30 

4 

700° 

65 

29 

6 

800° 

62 

23 

15 

900° 

54 

•  7 

39 

1000° 

50 

2 

48 

The  value  of  water  gas  as  a  fuel  largely 
depends  on  keepmg  the  percentage  of  carbon 
dioxide  as  low  as  possible,  and  it  is  clear  there- 
fore that  the  temperature  of  the  carbon  in  what- 
ever form  it  is  used,  must  be  kept  at  or  above 
1000°,  and  that  a  fall  in  temperature  below  900° 
causes  a  large  increase  in  the  carbon  dioxide. 

It  is  also  important,  in  order  to  keep  do^TO 
the  percentage  of  carbon  dioxide,  to  avoid  any 
excess  of  steam  over  the  quantity  that  can  be 
decomposed  by  the  red-hot  carbon,  as  at  tem- 
peratures above  900°,  some  of  the  carbon 
monoxide  is  oxidised  by  steam  to  carbon 
dioxide,  according  to  the  equation  : 
CO-fH20=G02+H2, 
a  reaction  which,  being  reversible,  is  never  com- 
pleted, but  which  causes  a  serious  increase  in 
the  volume  of  carbon  dioxide  in  the  water  gas 
if  an  excess  of  steam  be  present. 

If,  however,  the  temperature  in  the  generator 
be  kept  as  high  as  possible,  and  the  volume  of 
steam  is  properly  regulated,  water  gas  is  obtained 
having  the  average  composition  : 


Hydrogen  .  .  .  .51-89 
Carbon  monoxide  .  .  .  40-08 
Carbon  dioxide  .  .  .4-80 
Methane  ....  0*10 
Nitrogen        ....  3-13 


100-00 

together  with  sulphuretted  hydrogen,  which 
varies  in  quantity  with  the  amount  of  sulphur 
in  the  fuel  used. 

AU  the  early  attempts  to  make  water  gas  by 
a  continuous  process,  in  which  steam  was  passed 
through  coke  in  an  externally  heated  retort, 
proved  failures  for  the  reasons  given.  In  1849 
Gillard  mtroduced  a  process  in  which  he  adopted 
the  entirely  new  idea  of  raising  the  temperature 
of  the  carbonaceous  fuel  by  blowing  air  on  to 
it  instead  of  heating  it  in  a  retort  fired  from 
without :  havmg  raised  the  fuel  to  incandes- 
cence by  its  own  partial  combustion,  he  then 
shut  off  the  air  supply  and  passed  steam 
through  the  fuel,  until  the  temperature  was  so 
reduced  as  to  necessitate  a  fresh  blowing  up  by 
air.  It  is  this  principle  of  '  blow  and  run  ' 
which  has  since  been  employed  in  all  the  water- 
gas  processes  which  have  had  any  claims  to 
success. 

After  Gillard's  time,  numerous  other  attempts 
were  made  to  introduce  water  gas,  but  nothmg  of 
importance  was  done  until  1875  when  Lowe  and 
Tessie  du  Motay  in  America  inaugurated  th(! 
present  carburetted  water-gas  systems. 

The  fact  that  water  gas  contains  over  90  p.c. 
of  combustible  gases,  whilst  the  ordinary  pro- 
ducer gas  contains  only  30  p.c,  attracted  the 
attention  of  some  European  engineering  firms, 
who  required  an  intense  heat  for  welding 
purposes,  and  in  the  early  eighties  several 
plants  were  installed  in  Europe  for  welding 
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t.ubular  boilers  and  otlier  work  of  the  sa.mc 
rliaraeter. 

The  generator  employed  consisted  of  a 
cupola  furnace,  about  20  feet  in  height  and  7  feet 
m  diameter,  lined  ^vith  fire-brick,  with  a  con- 
striction a  short  distance  above  the  hcartli,  the 
fire-brick  being  protected  at  this  point  by  a 
water-cooled  ring.  An  air  blast  is  admitted 
below  the  water-cooled  ring,  and  in  about  10 
minutes  the  ignited  fuel  is  raised  to  incandes- 
cence. The  air  blast  is  then  cut  off,  steam  is 
admitted  above  the  top  of  the  fuel,  and  passmg 
down  through  it,  becomes  converted  into  water 
gas,  which  escapes  by  the  same  opening  as  that 
through  which  the  air  blast  was  admitted,  this 
being  opened  and  closed  by  means  of  a  water- 
cooled  slide  valve  of  such  construction  that  it  is 
impossible  for  any  explosive  mixture  of  water 
gas  and  air  to  be  formed.  The  «-ater  gas  passes 
on  to  purifiers,  which  remove  sulphuretted 
hydrogen  and  carbon  dioxide,  and  the  gas  is 
then  stored  in  gas  holders.  The  fuel  is  fed  into 
the  generator  at  the  top,  which  is  closed  by  a 
cone  :  the  whole  of  the  steam,  aii-,  and  water 
gas  pipes  being  governed  by  an  arrangement  of 
lever  valves  which  renders  any  explosive  mixture 
impossible.  This  form  of  apparatus  was  in- 
stalled at  the  Leeds  Forge  in  1887. 

The  impure  mixture  of  hydrogen  and  carbon 
monoxide  made  by  such  processes  burns  wth 
a  blue  non-luminous  flame,  and  is  technically 
known  as  '  blue  water  gas,'  to  distinguish  it 
from  the  mixture  of  water  gas  and  oil  gas  which, 
mtroduceil  in  America  in  1875,  had  achieved  a 
great  success,  and  was  largely  used  as  a  sub- 
stitute for  coal  gas  under  tlie  name  of  '  car- 
buretted  water  gas.' 

The  increase  in  the  price  of  cannel  coal  led 
English  gas  managers  in  1889  to  turn  their 
attention  to  the  American  practice  of  mixino- 
carburetted  water  gas  with  the  coal  gas  in  order 
to  raise  its  illuminating  power.  The  jM-ocess 
was  adopted  by  the  Gas  Light  and  Coke  Com- 
pany, and  is  now  used  as  an  auxiliary  to  coal  gas 
in  nearly  every  large  gas  works  in  England. 

The  reasons  that  prevented  the  rapid  pro- 
gress of  the  '  blue  water  gas,'  except  for  special 
purposes,  are  largely  to  be  found  in  its  poisonous 
properties  and  the  uneconomic  conditions  of  its 
manufacture  at  this  period. 

It  has  been  shown  that  in  the  formation  of 
water  gas  the  perfect  decomposition  «-oukl  be 
represented  by  the  equation  : 

C+H,0=H2  +  C0. 
A  unit  weight  of  hydrogen  in  burnmg  to  water 
gives  out  34,500  calories,  and  as  2  units  burn  to 
form  18  of  water,  the  heat  evolved  during  its 
production  will  bo  34,500x2  =  09,000  calories: 
when  the  18  units  weight  of  water  are  again 
decomposed,  this  amount  of  heat  will  again  be 
absorbed.  In  this  case,  however,  the  water  has 
had  to  be  converted  into  steam,  and  so  contains 
an  amount  of  heat  equal  to  the  latent  heat  of 
steam  jjZ?(s  the  heat  used  to  raise  it  to  the  boiUng- 
point.  The  latent  heat  of  steam  is  530  calories 
per  unit  weight  of  water,  and  to  allow  for  the 
heat  necessary  to  bring  it  up  to  the  boiling-point, 
this  is  generally  called  GOO.  In  the  present  case, 
we  are  deaUng  with  18  units  of  water  as  steam, 
so  the  heat  present  in  it  will  be  600  X  18  =  10,800 
calories,  and  the  extra  heat  used  up  in  decom- 
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posing  tlie  IS  units  weight  of  water  will  be 
09,000-10,800=58,200  calories. 

The  water  having  been  decomposed,  its 
oxygen  is  available  to  burn  the  12  units  of 
carbon  to  carbon  monoxide,  and  as  in  doing  this 
oiH^  unit  of  carbon  emits  2489  calories,  the  12 
will  yiekt  2489  X  12  =  29,808  calories.  If  this  be 
deducted  from  the  previous  heat  deficit,  the 
result  is  : 

—58,200 
-f 29,868 


—28,332 

or  a  shortage  of  28,332  for  the  12  units  of  carbon, 
or  2301  for  one.  If  the  units  be  taken  as 
lbs.,  1  lb.  of  carbon,  in  decomposing  1-5  lbs.  of 
steam  to  hydrogen  and  carbon  monoxide,  uses 
up  2301  calories.  In  order  to  obtain  this  amount 
of  heat,  1  lb.  of  carbon  may  be  burnt  to  carbon 
monoxide  by  an  air  blast,  so  obtauiing  2489 
calories,  so  that,  theoretically,  it  should  bo 
possible  to  get  the  required  balance  of  heat  by 
burning  hah  the  fuel  Ijy  an  air  blast  to  producer 
gas,  and  by  a  steam  jet  converting  the  remaining 
half  to  water  gas. 

In  practice,  however,  the  loss  of  heat  taking 
place  from  the  escape  of  the  hot  producer  gas" 
radiation,  &c.,  necessitates  the  au-  blast  being 
continued  until  a  far  higher  proportion  of  the 
carbon  in  the  fuel  has  been  consumed,  and  by 
this  process,  instead  of  50  p.c.  of  the  carbon  of 
the  fuel  being  converted  into  water  gas,  the 
actual  amount  is  nearer  30  j^.e. 

In  maldng  water  gas  by  such  i>rocesses  as 
those  employed  at  the  Leeds  Forge,  fuel  in  the 
cupola  is  first  raised  to  incandescence  by  the 
combustion  of  a  portion  of  it  under  the  influence 
of  an  air  blast,  an  02)eration  giving  as  a  gaseous 
product  the  so-called  air-coke  gas,  of  the 
composition  : 

Nitrogen        .        .        .        .  64'5 
Carbon  monoxide    .        .  .29-0 
Carbon  dioxide       .        .  .4-0 
Hydrogen       .        .        .        .  2-5 
Before  the  temperature  of  the  fuel  has  been 
raised  to  a  sufficient  point  to  enable  1000  cub.  ft. 
of  water  gas  to  be  made  by  steam  injection,  no 
less  than  4000  cub.  ft.  of  the  air-coke  or  producer 
gas  have  to  be  formed,  and  this  quantity  con- 
tains over  44  lbs.  of  carbon  taken  from  the  fuel. 
The  1000  cub.  ft.  of  water  gas  are  then  made,  and 
contain  a  httle  over  15  lbs.  of  carbon,  so  that 
the  production  of  the  1000  cub.  ft.  of  water  gas 
means  an  expenditure  in  round  numbers  "of 
CO  lbs.  of  carbon. 

A  thousand  cubic  feet  of  water  gas  contain, 
of  combustible  constituents  : 

Hydrogen       .        .        .      2-75  lbs. 
Carbon  monoxidi-     .        .    80-0()  ,, 
and  the  thermal  value  will  be  re]n'i'sentetl  by  : 
(2-75  X  34,500)  +  (30  x  2,435)  =  107,925  calories'. 
The  thermal  value  of  the  00  lbs.  of  carbon,  how- 
ever, used  in  making  the  water  gas  would  be  : 

8137  X  00=488,220  calories. 
In  other  words,  the  water  gas  formed  has  only 
just  about  30  p.c.  of  the  heating  value  of  the 
carbon  from  which  it  has  been  formed,  and  this 
loss  of  70  p.c.  of  the  calorific  value  rendered  the 
use  of  water  gas  as  made  by  the  old  Eurojiean 
process  impossible,  save  for  special  purposes. 
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\V}icn,  however,  the  air  coke  or  producer  gas 
can  be  at  once  led  away  and  burnt  whilst  hot 
for  any  purpose,  another  223,328  thermal  units 
will  be  produced,  briiiging  the  total  calorific 
value  of  the  Uvo  gases  up  to  nearly  80  p.c.  of 
the  vahu'  ol  the  carbon  usctl  in  generating 

them.  .  c  1 

If  these  conditions  could  have  been  satished, 
there  is  no  doubt  that  water  gas  would  long  ago 
have  been  highly  successful,  but  inasmuch  as 
the  producer  gas  is  four  times  greater  m  volume 
than  the  water  gas  made,  and  as  the  gases  are 
produced  intermittently  and  not  continuously, 
the  difficulty  of  utilising  both  was  almost  in- 
surmountabie,  as,  if  storage  had  been  provided 
for  the  producer  gas,  the  gas  holder  room  re- 
(|uired  -would  have  been  enormous,  whilst 
allowing  it  to  cool  down  would  have  rendered  it 
hardly  "worth  burning.  In  some  few  installa- 
tions, a  portion  of  the  producer  gas  has  been 
successfully  used  in  firing  boilers  and  other 
work  of  tlie  same  character,  but  the  difficulties 
before  enumerated  were  so  great  that  at  the  time 
they  practically  prohibited  the  general  utilisa- 
tion of  water  gas  for  ordinary  fuel  purposes. 

When  the  manufacture  of  carburetted  water 
gas  was  first  successfully  carried  out  by  Lowe 
and  Tessie  du  Motay,  it  became  at  once  apparent 
that  the  producer  gas,  the  loss  of  which  had 
crippled  all  water-gas  processes,  could  be 
utilised  in  raising  chambers  filled  with  chequer 
l)rickwork  to  the  high  temperature  needed  to 
decompose  the  oils,  and  so  furnish  the  oil  gas 
which,  when  mixed  with  the  water  gas,  rendered 
t  he  latter  luminous.  It  was,  by  thus  making  the 
carburetted  water  -  gas  plant  a  perfect  heat 
machine,  that  its  greatest  success  was  achieved, 
as  in  raising  the  fuel  to  incandescence  the  pro- 
ducer gas,  with  aU  its  heat  in  it,  was  at  once 
burnt  with  a  fresh  supply  of  air  in  the  super- 
heating chambers,  the  practical  loss  of  heat 
taking"  place  throughout  the  whole  apparatus 
being  reduced  to  a  minimum. 

In  all  attempts  to  make  water  gas  prior  to 
1896,  the  incandescence  of  the  fuel  was  always 
attained  by  using  the  air  blast  with  so  deep  a 
bed  of  fuel  that  the  carbon  monoxide  and 
residual  nitrogen  of  the  air  formed  the  chief 
gaseous  products.  It  must  be  remembered  that 
when  1  lb.  of  carbon  combines  with  oxygen 
to  form  carbon  monoxide,  as  when  forming 
producer  gas,  only  2489  calories  are  developed, 
whilst  if  air  be  present  in  sufficient  quantity  to 
burn  the  carbon  completely  to  carbon  dioxide, 
the  amount  of  heat  which  is  evolved  is  3-27 
times  as  great,  i.e.  1  lb.  of  carbon  gives  out 
8137  calories.  ,      „  •, 

A  process  was  devised  by  Mr.  Carl  JJellwik, 
in  which  this  fact  was  utilised  by  adjusting  the 
air  supply,  and  by  keeping  the  level  of  the 
incandescent  fuel  in  the  generator  at  a  nearly 
constant  height. 

Under  these  conditions,  the  producer  gas 
ceases  to  exist  as  a  by-product,  and  the  gases 
from  the  blow  consist  merely  of  the  ordinary 
non-combustible  products  of  complete  combus- 
tion, carbon  dioxide  and  nitrogen,  the  result 
being  that,  owing  to  the  high  temperature  so 
created  in  the  generator,  double  the  quantity  of 
water  gas  per  lb.  of  fuel  could  be  made  than 
was  before  possible,  and  the  extra  heat  generated 
minimises  the  period  of  blf)wing,  and  enables 


'  runs  '  or  times  of  steaming  to  be  continued  for 
longer  than  before. 

J  n  the  old  '  European '  process,  it  was 
necessary  to  blow  for  nearly  10  minutes  to  bring 
the  fuel  "bed  up  to  the  right  temperature,  whilst 
the  j)eri()d  during  whicii  the  incandescence  was 
sufficiently  great  to  decompose  the  volume  of 
steam  used,  limited  steaming  to  4  or  5  minutes, 
whereas  in  the  Dellwik  process,  the  period  of 
blowing  rarely  exceeds  2  minutes,  and  it  is 
possible  to  steam  for  from  7  to  10  minutes, 
according  to  the  condition  of  the  fuel. 

The  Dellwik  generator  consists  of  a  sheet- 
iron  shell,  lined  with  fire-brick,  which  contains 
the  fuel — coke  ;  below  the  grate  level  is  the 
valve  for  the  air  blast,  whilst  steam  can  be 
admitted  either  at  the  top  or  bottom  of  the 
generator.  The  water  gas  is  provided  with 
two  outlets,  one  at  the  top  and  the  other  at  the 
bottom,  connected  by  a  three-way  valve.  A 
central  stack  valve,  geared  with  the  air-blast 
valve,  allows  the  products  of  the  '  blow  '  to  pass 
away,  and  through  it  the  fuel  is  fed  into  the 
generator.  In  practice,  the  generator  is  filled 
to  the  proper  level  with  coke,  which  is  blown  up 
to  vivid  incandescence  with  the  air  blast,  the 
products  passing  off  through  the  central  stack. 
When  the  right  temperature  is  attained,  the  air 
is  cut  off,  the  central  valve  being  simultaneously 
closed,  and  steam  is  admitted  at  a  carefully 
regulated  rate,  which,  passing  either  up  o 
downwards  through  the  coke,  is  decompose 
into  water  gas.  The  gas  escapes  at  either  o 
its  outlets  into  a  scrubber,  where  it  meets  with 
a  stream  of  water  trickling  over  coke :  this 
cleanses  and  washes  the  gas,  which  is  then 
stored  in  a  holder.  When  the  temperature  of  the 
fuel  has  fallen  to  a  point  at  which  carbon 
dioxide  is  formed  in  excess,  the  steam  is  shut  off, 
and  the  fuel  again  raised  to  bright  incandescence 
by  the  air  blast. 

Another  water  gas  process  in  use  at  several 
works  on  the  Continent  is  that  known  as  the 
'  Kramers  and  Aarts  '  process.  The  novelty  in 
this  apparatus  consists  in  having  two  generators 
with  a  regenerating  chamber  filled  with  cheques 
brickwork  behind  them,  so  that  when  the  cok^ 
in  the  generators  is  being  raised  to  incandescence 
by  the  air  blast,  any  carbon  monoxide  that  it 
may  contain  can  be  burnt  by  an  extra  air  supply 
in  the  regenerating  chamber  to  heat  the  chequer 
work,  so  that  the  products  escaping  up  the 
chimney  consist  of  the  products  of  complete 
combustion  only,  and  the  heat  which  they  con- 
tain is  further  utilised  to  raise  the  temperature 
of  the  extra  air  required  for  the  combustion  in 
the  generator.  When  the  right  temperature  of 
the  fuel  in  the  generators  has  been  attained, 
steam  is  blown  in  at  the  bottom  of  the  first 
generator,  the  steam  being  in  excess  :  the 
resulting  mixture  of  hydrogen,  carbon  dioxide, 
carbon  monoxide,  and  steam  is  then  passed 
through  the  regenerator,  where  it  is  highly 
heated,  and  traverses  the  second  generator, 
entering  at  the  top  and  passing  downwards 
through  the  coke.  By  this  arrangement,  the 
carbon  dioxide  produced  by  the  excess  of  stea" 
in  the  first  generator  gets  reduced  to  carbo 
monoxide,  whilst  any  excess  of  steam  is  als 
decomposed  into  hydrogen.  Inasmuch  as  i 
this  generator  the  hottest  portion  of  the  fiie 
will  bo  at  the  bottom,  where  the  air  blast  has 
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come  more  thoroughly  in  contact  with  it,  the 
gases  finally  leave  the  mass  of  fuel  at  the  point 
of  highest  temperature. 

It  is  well  known  that  when  steam  is  forced  in 
a  contrary  direction  to  that  in  which  the  air 
blast  has  been  driven  through  the  generator, 
the  proportion  of  carbon  dioxide  is  always  less 
than  when  the  steam  passes  in  the  same  direc- 
tion as  the  air  blast,  and  this  principle  has  been 
used  in  many  forms  of  generator. 

The  alterations  that  have  taken  place  during 
the  last  few  years  in  the  manufactui'e  of  water 
gas  have  practically  doubled  the  production  of 
gas  per  unit  weight  of  fuel  used  in  the  generator. 
The  result  of  several  years'  j)ractical  working 
at  the  Leeds  Forge  with  the  old  '  European  ' 
generator,  in  which  during  the  '  blow  '  producer 
gas  was  formed,  gave  as  an  average  .34,000  cub.  ft. 
of  water  gas  per  ton  of  coke  in  the  generator, 
but  when  this  was  replaced  by  the  Dellwik 
generator,  it  was  found  that  with  gas  coke  of 
reasonable  quality  and  not  containing  more 
than  8  p.c.  of  ash,  the  yields  rose  to  over  65,000 
cub.  ft.  per  ton,  and  under  special  conditions  as 
much  as  70,000  cub.  ft.  could  be  made. 

Gas  coke  is  the  fuel  most  often  employed  in 
this  country  in  the  generator,  and,  for  effective 
working,  attention  should  be  paid  to  the  size  of 
the  coke  used.  Small  sizes  can  be  used  only  in 
the  smallest  generators,  and  if  the  coke  is  too 
much  crushed  or  contains  dust,  the  dust  chokes 
the  air  spaces  between  the  pieces  of  coke  and 
forces  the  blast  and  steam  to  form  channels,  so 
lessening  the  surface  of  the  incandescent  fuel 
exposed  to  the  rapidly  flowing  gases.  At  the 
same  time,  the  coke  must  not  be  too  large,  as 
that  again  reduces  the  surface  exposed  jier 
cub.  ft.  of  generator  space.  If  it  is  possible  to 
select  the  size  of  coke  for  any  ordinary -sized 
generator,  coke  which  will  not  pass  through  a 
3-inch  mesh,  but  will  pass  through  a  .5-inch,  will 
give  an  exposure  of  about  10  square  feet  per 
cub.  ft.  of  generator  .space,  whilst  if  the  size  be 
reduced  so  that  it  will  not  pass  through  a  If 
mesh,  but  will  pass  through  a  2g,  the  surface  of 
fuel  exposed  is  nearly  doubled,  and  a  mixture  of 
these  two  sizes  will,  with  any  ordinary  generator, 
give  the  best  results. 

The  consumption  of  steam  for  the  generator 
and  also  for  the  engine  driving  the  blower 
amounts  to  about  63  lbs.  per  1000  cub.  ft.  of 
water  gas  produced,  which  will  correspond  to 
about  10  lbs.  of  boiler  fuel,  and,  taking  into  con- 
sideration all  charges  of  production,  the  cost  of 
water  gas  per  1000  cub.  ft.  may  be  taken  at 
from  3M.  to  4(1. 

The  economy  introduced  by  the  newer 
methods  of  making  blue  water  gas  has  led  to  a 
great  increase  in  its  consumption  for  manu- 
facturing purposes  on  the  Continent,  and  to  a 
more  limited  extent  in  this  country. 

It  is  found  that  its  use  shows  a  considerable 
economy  in  the  open  -  hearth  process  of  steel 
making,  and  also  in  all  such  operations  as 
welding,  annealing,  chain  making,  and  other 
manufactures  where  an  intense  but  easily  regu- 
lated temperature  is  required. 

The  economies  in  tlu!  modern  methods  of 
water-gas  production  have  pi'acticaliy  bi'ought 
into  existence  the  use  of  welded  tubes,  which  are 
rai>idly  superseding  rivetted  pipes  for  water- 
power  plant  where  heavy  pressures  have  to  be 


borne,  and  the  superiority  of  welded  steel  pipes 
in  their  great  resisting  power  to  pressure  and 
shocks  and  strains  of  all  kinds,  the  fact  that 
they  can  be  made  in  almost  any  leng^  h,  and 
their  low  cost  of  production,  make  this  com- 
paratively new  industry  of  great  importance. 
A  striking  example  of  the  utilisation  of  such 
pipes  is  to  be  seen  in  the  Kinlochleven  power 
installation,  consisting  of  6  pipe  lines,  each 
IJ  mile  in  length  and  39-2'-  inches  in  diameter, 
giving  at  the  works  a  head  of  980  feet  of  water. 

The  great  advantage  of  water  gas  over  other 
gaseous  fuels  is  dependent  upon  the  high 
thermal  value  of  its  combustion  as  compared 
with  the  ordinary  producer  gases  : — 


Cubic  feet 

per  lb.  at  15.Th.U. 

15°    per  cub.  ft.  ]jer  lb. 

26-6  300  7980 

16-4  154  2525 

15-9  148  2353 

160  135  2160 


Water  gas 
Mond  gas 
Dowson  gas 
Suction-plant  gas 

The  poisonous  properties  of  water  gas,  due 
to  its  containing  40  p.c.  of  carbon  monoxide, 
are  a  great  drawback  to  its  use,  as,  being  odour- 
less, leakages  are  not  readily  detected.  To 
overcome  this  trouble,  it  has  been  suggested  to 
admix  it  with  traces  of  powerfully  smelling 
volatile  bodies  such  as  mercaptan. 

Dr.  J.  S.  Haldane,  who  has  .studied  the  toxic 
action  of  carbon  monoxide,  gives  the  following 
data  as  to  the  effect  of  the  gas  on  man  : — 

P.c.  of  car- 
bon mon- 
oxide Effects  on  iiuiu 
0-05  After  half  an  hour  to  2  hours,  giddiness  on 

exertion 

0-1  ,,  ,,  ,,     inability  to 

walk. 

0-2  ,,  ,,  loss  of  con- 

sciousness ami  perhaps  final  death. 

0-  4    After  half  an  hour  to  2  hours  probable 

death. 

1-  0  After  a  few  minutes,  loss  of  consciousness, 

followed  before  long  by  death. 

The  treatment  for  carbon  monoxide  poison- 
ing, or  '  gassing,'  as  it  is  usually  termed,  is  to 
apply  artificial  respiration  without  a  moment's 
delay,  if  the  breathing  has  ceased  or  is  feeble. 
The  use  of  oxygen  is  a  valuable  adjunct  to  re- 
covery. Whilsfi  artificial  respiration  is  being 
applied,  the  oxygen  should  be  supplied  to  the 
patient  from  a  cylinder  of  compressed  oxygen, 
provided  with  a  length  of  rubber  tubing  termi- 
nating in  a  metal  mouthpiece  which  is  placed 
loosely  in  his  mouth,  and  the  oxygen  supply 
should  be  continued  for  at  least  10  minutes.  A 
person  who  has  been  seriously  gassed,  even  if  he 
is  not  unconscious,  should  be  kept  warm  and 
protected  as  much  as  possible  from  cold  air, 
which  often  causes  sudden  and  ilangerous 
fainting.  He  should  also  be  prevented  from 
exerting  himself  by  walking,  and  should  be  kept 
lying  down  for  some  time.  If  there  is  any 
tendency  to  spontaneous  fainting,  a  little 
brandy  or  wJlisky  shoidd  be  given. 

Many  forms  of  apparatus  have  been  fleviscd 
for  the  simultaneous  producf.ion  of  wat.er  gas 
and  oil  gas,  the  non-luminous  water  gas  being 
given  any  desired  degree  of  illuminating  value 
by  the    admixture   with    it,    whilst    hot,  of 
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hydrocarbons  obtained  by  the  decomposition 
of  various  grades  of  oil. 

At  the  present  time,  however,  all  the  success- 
ful forms  of  carburotted  water-gas  plants  are 
based  upon  the  one  originally  designed  by  Lowe 
in  1875,  and  the  modification  most  used  in  this 
country  is  that  known  as  the  '  Humphrey  and 
Glasgow  '  carburetted  water-gas  plant.  In  this 
system,  the  fuel  is  blown  up  to  incandescence  by 
an  air  blast  in  the  generator,  and  the  producer 
gas  so  formed  is  burnt  in  the  carburettor  and 
su2)erhcater,  which  are  heated  up  by  the  com- 
bustion to  the  necessary  temperature  for  de- 
composing the  oil.  When  the  fuel  in  the 
generator  is  sulKcioiitly  heated,  the  aii'  blast  is 
shut  off  and  steam  is  blown  through  it,  the 
water  gas  passing  to  the  top  of  the  carburettor, 
where  it  meets  the  oil,  and  both  are  carried  down 
through  the  carburettor,  the  oil  being  thoroughly 
'  cracked '  in  its  passage.  In  the  superheater, 
the  oil  vapours  and  water  gas  arc  subjected  to 
another  heating,  which  has  the  effect  of  com- 
pletely converting  the  oil  vapours  into  jjermanent 
gases.  The  mixed  gases,  after  being  subjected 
to  washing,  scrubbing,  and  condensing,  are 
ready  for  distribution  as  carburetted  water  gas. 

The  great  objection  to  carburetted  water 
gas  in  Europe  has  always  been  its  high  per- 
centage of  carbon  monoxide,  viz.  from  26  to 
30  p.e. 

The  composition  of  the  mixture  will,  of 
course,  vary  with  the  proportion  of  oil  gas 
mixed  with  the  water  gas,  but  the  quality  most 
used  for  enriching  coal  gas  is  from  20  to  22 
candle  gas,  and  has  the  approximate  composi- 


tion : 

Hydrogen       .        .        .  .37-20 

Saturated  hydrocarbons  .  .  18-88 

Unsaturated  hydrocarbons  .  12-82 

Carbon  monoxide    .        .  .  28-20 

Carbon  dioxide  .  .  .  0-14 
Oxygen  .....     0  06 

Nitrogen        .        .        .  .2-64 


100-00 

So  that  the  dilution  of  water  gas  by  oil  gas  may 
be  said  to  reduce  the  average  percentage  of 
carbon  monoxide  to  28,  but,  with  the  exception 
of  a  short  period  in  one  of  the  divisions  of 
Liverpool,  carburetted  water  gas  alone  has  never 
been  distributed  in  this  country,  although  in 
America  about  thirty  of  the  largest  companies 
send  it  out  as  a  domestic  supply. 

In  England,  carburetted  water  gas  is  used 
in  most  large  towns  as  an  enrieher  when  this  is 
needed,  and  also  to  augment  the  supply  of  coal 
gas,  the  percentage  added  to  the  coal  gas  varying 
from  20  to  50  p.c,  and  experience  has  shown 
that  as  long  as  the  percentage  of  carbon  monoxide 
in  the  mixture  is  below  16,  the  number  of  acci- 
dents from  poisoning  due  to  its  use  is  not 
appreciably  higher  than  with  a  pure  coal-gas 
supply.  V.  B.  L. 

GASEOUS  FUEL  v.  Fuel. 

GASES,  BLAST  FURNACE,  v.  Fuel. 

GAULTHERIA  OIL  v.  Oils,  Essential. 

GAULTHERIN  v.  Gr.urosioES. 

GEDDA  GUM  v.  (Jijms. 

GELATIN.  Gelatin,  the  ])urest  form  of  glue 
(q.v.),  may  be  obtained  by  the  action  of  hot 
water  or  of  water  in  presence  of  dilute  acids,  on 
intercellular  connective  tissue  such  as  the  skin. 


tendons,  muscles,  &c.  Hoofs,  bones,  intestines, 
bladders,  fishbones,  &c.,  are  also  made  use  of 
for  preparing  crude  gelatin. 

According  to  the  process  employed  by 
Nelson,  the  parings,  &c.,  of  skins  are  scored  on 
their  surface,  and  are  digested  in  a  dilute  soda 
lye  for  10  days.  They  are  then  digested  at 
70°r.  in  an  air-tight,  cement-lined  vat,  and  are 
washed  with  cold  water  in  a  revolving  cylinder, 
and  are  bleached  by  means  of  sulphurous  acid 
gas.  After  being  freed  from  jnoisture  by 
pressure,  they  are  digested  with  water  in 
earthen  vessels  enclosed  in  steam  chests,  and 
the  resultant  solution  is  strained  at  100°-120°F. 
It  is  then  solidified  in  a  thin  layer  on  a  marble 
slab,  and  is  washed  free  from  acid,  redissolved 
at  the  lowest  possible  temperature,  and  dried  in 
thin  sheets  on  nets.  According  to  the  process 
employed  by  Cox  at  Gorgie,  near  Edinburgh, 
the  hides,  of  which  the  shoulders  and  cheeks 
are  preferred,  are  washed,  cut  up  and  pulped 
by  special  machinery.  The  pulp  is  pressed 
between  rollers,  and  is  mixed  with  water  and 
heated  from  150°  to  212°r.  A  little  cow's 
blood  is  added  to  the  gelatin  solution  thus  pro- 
duced, at  a  temperature  not  exceeding  170°F., 
and  the  solution  is  further  heated,  the  scum 
jjroduced  by  coagulation  of  the  blood  albumen 
being  skimmed  off'.  The  pure  solution  re- 
maining is  run  off  and  solidified.  As  prolonged 
heating  impairs  the  gelatinising  i)owcr  of 
gelatin,  it  is  preferably  dried  in  vacuO. 

Several  other  processes,  not  differing  widely 
from  the  above,  are  also  employed.  A  mixture 
of  vegetable  and  animal  charcoal  is  sometimes 
used  for  purifying  dark  solutions.  Gelatin  may 
also  be  extracted  from  bones  (which  yield  one- 
third  of  their  weight)  by  causing  water  to  trickle 
over  crushed  bones,  through  which  steam  is 
constantly  passing  (c/.  Glue). 

Isinglass,  the  dried  swimming  Itladder  of 
fish,  usually  contains  from  86  to  93  p.c.  of 
gelatin.  Russian  isinglass  is  prepared  by  cutting 
open  and  washing  the  bladder  and  exposing  it 
to  the  air  with  the  delicate  silvery  inner  mem- 
brane turned  upwards.  This  membrane  is 
stripped  off,  kneaded  in  damp  cloths  and  dried. 
According  to  Martin,  the  bladders  are  first 
cleansed  from  blood  in  hot  water,  and  are  cut 
open  and  exposed  as  above,  the  inner  membrane 
being  finally  removed  by  beating  and  rubbing. 

The  varieties  of  isinglass  are  known  by 
special  names  dependent  on  the  place  of  pro- 
duction and  their  apjiearancc.  The  Russian 
varieties  are  obtained  from  the  sturgeon ;  Bra- 
zilian (sometimes  known  as  Cayenne)  from  the 
i  Silurus  Parlcerii ;  Manilla  and  East  Indian  from 
an  uncertain  source.  The  bladders  of  cod,  hake, 
and  other  fish  are  also  employed.  Lump,  pipe, 
and  purse  isinglass  are  obtained  from  the  un- 
opened bladder,  and  leaf  and  honeycomb  from 
the  cut  and  opened  l)ladder.  Long  or  short 
staple  and  book  and  ribbon  isinglass  are  respec- 
tively twisted,  folded  in  packages,  and  rolled  out. 

Pure  gelatin  is  an  amorphous,  brittle,  trans- 
parent, ta.steless,  inodorous  body,  neutral  to  test 
paper,  and  absolutely  permanent  in  dry  aii-.  It 
is  heavier  than  water,  and  is  insoluble  in  alfohol 
oi-  ether. 

It  contains  about  50-0  p.c.  of  carbon,  0-6  p.<-. 
of  hydrogen,  18-3  p.c.  of  nitrogen,  and  25-1  p.e.  of 
oxygen.  According  to  Mulder,  calcium  phosphate 
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is  always  present.  Schlieper  finds  sulphur  in 
bone  and  ivory  gelatin  to  the  extent  of  0-12-0-14 
p.c.  Von  Bibra  has  also  found  it  in  bone 
gelatin,  and  Hammersten  (J.  Pharni.  C'hiiii. 
9,  273)  has  found  about  0-7  p.c.  of  sulphur  in  fine 
commercial  gelatin. 

When  moist  or  in  solution,  gelatin  ra|)idly 
putrefies,  and  possesses  the  characteristic  pro- 
perty of  becoming  acid  at  the  commencement  of 
the  change,  although  ammonia  is  finally  evolved. 

When  steeped  in  water,  gelatin  takes  up  from 
5  to  10  times  its  weight  of  water,  a  sufficient 
quantity  to  dissolve  it  when  warmed  to  30°. 

A  solution  containing  only  1  p.c.  of  gelatin 
becomes  a  jelly  on  cooling.  Prolonged  or  re- 
jjcated  heating  reduces  and  finally  destroys  tliis 
property,  on  which  the  value  of  gelatin  princi- 
pally depends,  so  that  tlie  preparation  is  usually 
conducted  at  as  low  a  temperature  and  as  rapicUy 
as  possible. 

Gelatin  is  soluble  in  concentrated  acetic  acid 
and  in  mineral  acids,  and  loses  its  gelatinising 
power,  but  the  solution  forms  a  powerfid  cement 
for  glass,  &o.  Dumoulin's  liquid  glue  consists 
of  a  solution  f)f  2  lbs.  glue  or  gelatin  in  1  quart 
of  water  and  7  ozs.  of  nitric  acid  (1-355  sp.gr.). 
Gelatin  is  also  soluble  in  alkalis,  and  the  solu- 
tion, as  weU  as  the  acid  solution,  is  lavo-rotatory. 

Gelatin  is  precipitated  from  solution  by  tannic 
acid,  forming  tannate  of  gelatin,  similar  in  com- 
position to  leather,  but  not  capable  of  employ- 
ment as  a  substitute  for  that  material  on  accoinit 
of  its  want  of  stru(;ture.  Corrosive  sublimate 
also  precipitates  gelatin,  but  lead  acetates 
and  potassium  ferrocyanide  have  not  that 
jiower. 

By  prolonged  boiling  with  hydrolytic  agents 
such  as  sulphuric  acid,  gelatin  yields  leucine  and 
glycocoU,  but  no  tyrosine,  in  winch  it  differs  from 
most  other  proteids. 

The  value  of  gelatin  as  a  food  is  somewhat 
doubtful.  Gelatiir  prepared  from  bones,  was 
largely  used  by  the  soldiers  and  poor  of  France 
during  the  first  Revolution,  but  the  idea  that  its 
large  proportion  of  nitrogen  renders  it  valuable 
as  a  tiesh-former  appears  to  be  erroneous.  It  is, 
however,  of  limited  value  as  a  heat-producer 
instead  of  fat  and  carbohydrates. 

Gelatin  differs  but  little  in  appearance  from 
chondriti,  which  is  obtained  from  cartilaginous 
tissue,  but  has  a  much  Irigher  gelatinising  power 
than  that  substance.  Gelatin  almost  invariably 
contains  chondrin,  and,  when  the  proportion  of 
that  substance  is  high,  is  of  considerably  less 
value,  especially  for  the  preparation  of  photo- 
graphic emulsions,  which  require  a  maximum  of 
tenacity. 

C'hondrin  is  precipitated  from  aqueous  solu- 
tion by  acetic  acid,  and  is  not  soluble  in  excess. 
J>ead  acetates,  alum,  and  the  sulphates  of  iron, 
aluminium,  and  copper  also  precipitate  chondrin. 
A  rough  test  for  the  jjrcsence  of  chondrin  in 
gelatin,  useful  for  photograpliic  work,  consists  in 
adding  a  concentrated  solution  of  chrome  alum 
to  a  10  p.c.  solution  of  the  gelatin  in  hot  water. 
If  an  injurious  amount  of  chondrin  be  present, 
the  gelatin  will  set  whilst  hot.  Most  photo- 
graphic gelatins.  hi)\\(wcr,  contain  Init  little 
chondrin. 

In  judging  tiie  \  aliic  of  gelatin,  especially  for 
l)liotography,  the  following  properties  and  tests 
will  be  useful:  (1)  The  ash,  according  to  Eder, 


I  varies  from  i  p.c.  in  good,  to  5  p.c.  in  inferior, 
I  and  10  p.c.  in  adulterated  varieties.  According 
to  Abney,  however,  excellent  photographic  gela- 
tins sometimes  contain  as  much  as  2-5  p.c. 
(2)  A  good  gelatin  will  take  up  from  5  to  10  times 
its  weight  of  cold  water  when  soaked,  i.e.  suffi- 
cient to  dissolve  it  on  warming  to  30°.  (3)  The 
solubilities  of  gelatins  vary  considerably.  Nel- 
son's No.  1  will  dissolve  in  the  ordinary  '  cold  ' 
water  in  warm  weather,  and  scarcely  sets  at 
75°F.,  whereas  Coignet's  gold  label  only  melts 
at  about  1  ]  0°F.,  and  sets  rapidly.  For  ortiinary 
photographic  emulsions,  Abney  rcconnncnds  a 
mixture  of  '  hard  '  and  '  soft '  gelatins  in  propor- 
tions dependent  on  the  weather,  a  good  mixture 
containing  1  part  of  the  former  to  3  of  the  latter. 
(4)  The  amount  of  fat  in  the  gelatin  should  bo 
estimated  by  precipitating  the  gelatin  by  adtlition 
of  alcohol  to  the  solution.  Fatty  matters  arc 
best  removed  by  sltimming  the  solution  or  hy 
making  a  jelly  and  removing  the  top.  (5)  The 
colour  of  the  solution,  the  tenacity  of  a  jelly  of 
known  strength,  and  the  presence  or  absence  of 
acid,  which  is  frequently  jiresent  in  sufficient 
quantity  to  be  distinguished  by  taste,  should 
also  be  noted. 

Isinglass,  although  free  from  chondrin,  is 
not  available  for  photograpliic  purposes  on  ac- 
count of  its  great  solubility  and  inferior  tenacity. 

Gelatin  is  largely  used  for  culinary  purposes 
as  a  vehicle  for  other  materials,  and  is  similarly 
j  employed  in  bacteriology.  It  is  valuable  for 
taking  casts  and  impressions  for  electrotypy,  &c. 
In  photography  it  is  employed,  in  addition  to  its 
use  for  gelatin  dry  plates,  in  the  carbon  process 
of  photographic  printing,  which  depends  on  the 
power  of  potassium  dichromate  to  render  gelatin 
insoluble  when  exposed  to  the  action  of  light. 
This  {jroperty  is  also  employed  in  making  an 
insoluble  glue  or  a  waterproofing  material,  by 
adding  dichromate  to  glue  or  gelatin  just  before 
use. 

It  is  also  used  in  dyeing,  for  making  inking 
rollers  for  printing,  and  as  a  size  for  paper 
making  and  j)ainting. 

For  clearing  beer,  wine,  &c.,  isinglass  is 
much  superior  to  gelatin.  This  property  is 
said  by  some  to  bo  due  to  the  tine,  net-like 
structure  of  the  former.  Coarse  Brazilian 
isinglass  is  usually  employed.  It  is  '  cut '  or 
dissolved  in  sidphurous  or  other  acid  before  use. 

GELATIN-DYNAMITE  v.  Explosives. 

GELIGNITE  v.  Explosives. 

GELOSE  /'.  Gums. 

GELOXITE  V.  Explosives. 

GELSEMINE  v.  Vegeto-alkaloids. 

GEMS,  ARTIFICIAL.  Almost  all  the 
mineral  species  that  find  an  application  in 
jewellery  have  been  prepared  synthetically  in  the 
laboratory.  These  artificial  products  possess 
the  same  chemical  composition  and  physical 
characters  as  the  natural  stones,  from  which 
they  differ  essentially  only  in  their  mode  of 
origin.  It  is  therefore  necessary  to  distinguish 
between  artificial  {i.e.  artificially  produced) 
gems  and  imitation  and  counterfeit  gems  :  the 
latter  will  be  treated  separately  in  the  next 
ai-ticle  ((Jems,  Imitation  and  countekfeit). 

In  nature,  these  extremely  hard  and  in- 
tractable minerals  liave  presumably  been  formed 
under  conditions  of  high  temperature  and 
pressure  during  long  jjeriods  of  time.    It  is 
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therefore  not  to  be  expected  tliat  crystals  of  any 
appreciable  size  could  be  produced  in  the 
laboratory.  The  high  intrinsic  value  of  the 
products  has,  however,  offered  an  incentive  to 
rejjeated  experiments ;  and  recently  the  pro- 
duction of  corundum  of  gera-quality  and  of 
various  colours  has  been  effected  with  a  high 
degree  of  commercial  success  and  in  a  most  un- 
expected manner.  Corundum  and  spinel  are 
the  only  gem-stones  that  have,  up  to  the  present, 
been  produced  artificially  of  a  size  and  quality 
suitable  for  jewellery. 

Diamond  his  been  produced  artificially  by 
H.  Moissan  and  others  {v.  Diamond)  ;  but  the 
many  attempts  made  to  induce  the  common 
element  carbon  to  crystallise  in  tliis  form  have 
not  resulted  in  the  production  of  crystals  larger 
than  0'4  mm.  across.  An  interesting  account  of 
Moissan's  extensive  researches  in  this  direction 
is  given  in  his  book  Le  Four  Electrique,  1897 
(English  translation  by  A.  T.  de  MouUpied,  The 
Electric  Furnace,  1904). 

Corundum  was  produced  artificially  first  by 
M.  A.  Gaudin  in  1837,  and  Fremy  and  Fiel  in 
1877  succeeded  in  producing  crystals  of  fair  size 
and  of  a  fine  ruby-red  colour  {E.  Fremy,  Synthase 
du  Rubis,  1891  ;  v.  Cokundum).  The  largest 
of  these  crystals  weighed  J  carat  (0-07  gram), 
and  a  few  were  faceted  and  mounted  as  gems ; 
but  owing  to  the  extreme  thinness  of  the  small 
platy  cry.stals,  they  were  of  no  commercial  value. 
About  the  year  1885  rubies  of  some  size  ap- 
peared mysteriously  on  the  market,  it  is  said 
from  Geneva  :  whilst  some  of  these  were 
optically  isotropic  and  softer  than  true  ruby, 
being  of  the  nature  of  alumina  glass,  others  were 
cry.staUine  and  identical  with  natural  ruby  in 
their  characters.  These  were  known  as  '  re- 
constructed rubies,'  and  had  probably  been 
produced  by  fusing  together  small  natural 
stones. 

In  1902  A.  Verneuil  (Production  artificielle 
du  rubis  par  fusion,  Compt.  rend.  1902,  135, 
791  ;  Ann.  Chim.  Phys.  1904,  [8]  3,  20),  who 
had  previously  assisted  Fremy  in  his  experiments, 
described  a  new  and  eminently  successful 
method  for  the  artificial  production  of  rubies  of 
the  finest  gem-quality.  His  apparatus  consists 
of  an  oxy-hydrogen  blowpipe  placed  vertically, 
the  inner  oxygen  tube  of  which  is  enlarged  at 
its  upper  end  to  contain  a  fine  sieve  holding  the 
alumina  powder  used  in  the  process.  The 
periodic  tapping  on  the  sieve  of  a  small  hammer, 
actuated  by  an  electro-magnet  or  a  rotating 
cam,  causes  a  small  continuous  feed  of  the 
alumina  powder  to  fall  down  the  oxygen  tube. 
Beneath  the  nozzle  of  the  blowpipe  is  a  support 
terminating  in  a  small  rod  of  fused  alumina,  the 
position  of  which  can  be  adjusted  by  screw 
motions.  The  blowpipe  nozzle  and  the  support 
are  enclosed  in  a  box  in  order  to  avoid  sudden 
changes  in  temperature.  Hydrogen  was  used 
in  the  early  experiments,  but  in  the  commercial 
process  coal-gas  is  used.  The  flame,  with  a 
temperature  of  1800°-  2000°,  must  be  a  reducing 
one  with  an  excess  of  hydrogen  or  carbon.  'J"he 
fine  particles  of  alumina  ejected  through  the 
nozzle  of  the  blowpipe  fall  on  tiie  alumina, 
support,  and,  fusing  together,  build  up  by 
accretion  a  pear-.shajied  mass,  which  continues 
to  grow  both  in  height  and  iliametcr  as  the 
support  is  gradually  lowered. 


These  pear-shaped  masses  of  manufactured 
ruby  ('  rubis  scientifique,'  '  rubis  synthctique  ') 
grow  at  the  rate  of  about  12  carats  per  hour,  and 
they  may  attain  a  weight  of 
80  carats  (about  16  grams). 
One  operator  can  attend  to 
ten  or  a  dozen  machines ; 
and  the  total  output  in 
Paris  exceeds  five  mUlion 
carats  (about  1000  kilos,  or 
1  ton)  per  annum.  The 
price  of  the  uncut  material 
is  less  than  Is.  per  carat. 
Now,  the  curious  feature  of 
these  masses  of  fused  alu- 
mina is  that  each  one  of 
them  is  a  single  individual 
crystal,  and  not,  as  might 
have  been  expected,  an 
aggregate  of  crystals  or 
simply  an  alumina  glass. 
Although  the  sides  of  the 
drop  are  smooth  with  a 
glassy  aspect,  the  rounded 
end  (the  upper  and  last- 
formed  portion  in  the  appa- 
ratus) is  usually  roughened 
with  a  fine  crystalline 
reticulation.  The  narrow 
stem,  where  the  drop  is 
broken  off  the  support,  often 
shows  a  bright  cleavage 
surface.  The  optic  axis  V'erueuil's  blovvpiijc 
usuaUy  coincides  with  the  ^^''jSofr^by""' 
axis  01  the  pear-shaped 
mass,  and  a  section  cut  perpendicular  to  this 
exlubits  in  the  polariscope  a  typical  uniaxial 
interference-figure.  The  sp.gr.  (3-98-4-0),  hard- 
ness, dichi'oism,  refractive  indices,  &c.,  of  this 
ai'tificial  corundum  are  the  same  as  for  the 
natural  mineral.  The  material  further  possesses 
the  same  transparency,  clearness,  and  rich  colours 
as  natural  crystals  of  the  best  gem-quality. 
The  only  means  of  distinguishing  between  th(! 
two  is  afforded  by  certain  minute  irregularities; 
of  internal  structure.  With  a  hand-lens  or 
under  the  microscope,  the  artificial  corundum 
often,  though  not  invariably,  shows  iiiinutc 
rounded  cavities  and  curved  streaks;  whilst,  in 
the  natural  stones  the  cavities  are  angular  and 
the  streaks  are  straight. 

When  the  material  supphed  to  the  \'erneui] 
blowpipe  consists  of  pure  alumina  powder 
(prepared  by  precipitation  with  ammonia  from 
pure  ammonium  alum),  the  crystallised  pro- 
duct is  perfectly  colourless  and  clear  ('  white 
sapphire  ').  In  the  early  experiments,  jjowdercd 
natural  ruby  was  used  as  the  materia!.  The 
best  ruby-red  tint  is  given  by  the  addition  of 
2J  p.c.  of  chromic  oxide  (homogeneously  mixed 
with  the  alumina  by  precipitating  the  two 
together  from  a  mixed  solution  of  ammonium 
alum  and  chromium  alum).  Smaller  jjropor- 
ticms  of  chromic  oxide  produce  a  lighter  shade 
of  red  or  pink,  and  such  artificial  gems  have 
been  erroneou.sly  called  '  scientific  toiJaz.'  The 
addition  of  nickel  oxide  produces  a  rich  yellow 
colour.  (Jobalt  oxide  will  not  produce  a  bliu; 
colour  Avith  alumina  .alone,  but  a  fine  blue  is 
obtained  when  some  magnesia  (or  lime)  is 
present  (L.  Paris,  Compt.  rend.  1908,  147,  933  ; 
A.  Verneuil,  ibid.  1059) ;  but  now  the  2'roduct, 


1 


GEMS,  IMITATION  AND  CUUNTERPEIT. 


713 


instead  ot  being  coruiuluiu,  is  the  cubic  and 
optically  isotropic  mineral  spinel  (MgAljO^). 
Attempts  to  produce  a  blue  corundum  (i.e. 
sapphire)  have  repeatecUy  failed  until  quite 
recently,  when  it  was  obtained  by  A.  Verneuil 
(Compt.  rend.  1910,  150,  185)  by  the  addition 
of  titanic  oxide  (TiU^,  0'5  p.c.)  and  magnetic 
oxide  of  iron  (Fe304,  1-5  p.c).  Analysis  of  this 
artificial  sapphire  gave :  AljO.,,  99-83-99-85 
p.c;  TiOa,  0-11-0-13  p.c;  Fe^Oj,  trace; 
sp.gr.  3-977-4-01  (A.  J.  Moses,  Amer.  J.  Sci. 
1910,  30,  271).  A  peculiar  stone  which  has 
been  sold  as  '  synthetical  alexandrite,'  exhibits, 
like  the  true  alexandrite  (a  variety  of  chry- 
soberyl,  BeAl^O^),  a  green  colour  by  day- 
light and  a  red  colour  by  lamp-light :  this  is  in 
reality  artificial  corundum,  and  the  change  in 
colour  may  be  attributed  to  the  presence  of 
colloidal  chromic  oxide  (as  suggested  in  the  case 
of  alexandrite  by  0.  Hauser,  Zeitsch.  angow. 
Cham.  1910,  23,  1464). 

References. — In  addition  to  the  papers  by 
Verneuil  and  others  quoted  above,  see  J.  Boyer, 
La  synthese  des  pierres  precieuses,  Paris,  1909  ; 
R.  Brauus,  Uber  kiinstliclie  Edelsteine,  Aus  der 
Natur.  Jahrg.  1908-9,  647  ;  1909,  51. 

On  the  artificial  production  of  minerals  in 
general,  see  L.  Bourgeois,  Reproduction  arti- 
ticiolle  des  mineraux,  Paris,  1884  (Encycl.  chim. 
de  Fremy) ;  P.  Tschirwinsky,  Reproduction 
artificielle  de  mim-raux  au  XIX''.  siecle.  Kieff, 
1903-1906.  L.  J.  S. 

GEMS,  IMITATION  AND  COUNTERFEIT. 
As  pointed  out  in  the  preceding  article,  it  is 
necessary  to  distinguish  bet\\-een  artificial  [i.e. 
artificially  produced)  gems  and  imitation  and 
counterfeit  gems.  Owing  to  their  rarity  and 
high  value,  gem-stones  have  been  imitated  in 
various  lands  of  material  since  very  early  times. 
For  instance,  although  a  few  of  the  ancient 
Egvi^tian  scarabs  were  cut  in  genuine  tui-quoise, 
the  great  majority  of  them  \\'ere  made  of  a  blue 
pottery  or  faience ;  and  amongst  the  Romans, 
coloured  glass  was  used  for  the  imitation  of  the 
various  transparent  coloured  gem-stones. 

The  material  most  extensively  used  for  the 
manufacture  of  imitation  gems  is  a  heavy  lead 
(flint)  glass  kno\m  as  paste  or  strass.  This  is 
])rcpared  by  fusing  in  a  crucible  a  mixture  of 
powdered  rock-crystal  (38-59  i^.c),  red  lead 
(Pb304, 28-53  p.c),  potassium  carbonate  (KoC'Og, 
8— 14  p.c),  together  with  a  small  proportion  of 
borax,  white  arsenic,  or  saltpetre.  Different 
recipes  vary  widely,  the  amount  of  lead  present 
depending  on  the  refractive  index  of  the  gem  to 
be  imitated.  A  dense  fiint-glass  of  sp.gr.  3-54 
(i.e.  about  the  same  as  diamond)  has  »j,  =  l-6118 
and  dispersion  Mgi— »^^-=0-0315 ;  and  an  extra- 
dense  flint-glass  of  sp.gr.  5*004  has  ?!jj  =  1-7784 
and  dispersion  Wq,— ?i^^^,=0-0568  (the  corre- 
sponding values  for  diamond  being  2-4173  an<l 
0-0574  respectively).  Optical  values  stUl  higher 
are  obtained  by  replacing  the  potassium  by 
thallium  :  the  sp.gr.  of  a  thaUium-lead  glass 
may  be  as  high  as  5-6.  To  obtain  the  best 
results  in  the  manufacture  of  strass,  the  materials 
employed  must  bo  quite  ])ure  ;  and  the  fusion 
carefully  conducled,  iu  order  to  a\oid  bubbles 
and  streaks.  Jmifatiou  diamonds  (so-called 
'  Parisian  diamontls,'  &e.)  are  cut  from  tlie 
colourless  paste.    To  prepare  coloured  pastes 


the  colourless  paste  is  jjowalereil,  intimately 
mixed  with  various  metallic  oxides  or  other 
substances,  and  again  fused.  A  blue  colour  is 
obtained  with  cobalt  oxide ;  green,  \\  if  h  cupric 
oxide  or  chromic  oxide ;  red,  A\-ith  cuprous 
oxide,  gold  chloride,  or  purple  of  Oassius ; 
yellow',  \\ith  silver  chloride,  antimony  oxide  or 
red  antimou}-,  or  (in  leadless  glasses)  with  coal 
and  a  little  manganese  oxide  ;  black,  with  tm 
oxide,  manganese  oxide,  and  hammer-slag.  An 
opaque  white  glass,  or  enamel,  is  obtained  by 
the  addition  of  tin  oxide,  calcium  phosphate,  or 
bone-ashes  ;  this  may  be  suitably  coloured  to 
imitate  opaque  stones  (e.g.  turquoise)  by  the 
addition  of  metallic  oxides. 

These  glasses  often  afford  very  clever 
imitations  of  the  various  precious  .stones,  re- 
sembhng  them  so  closely,  iudeeil,  that  without 
examination  they  may  be  readily  mistaken  for 
the  genuine  article.  They  are,  however,  all 
remarkable  for  then-  low  degree  of  hardness,  less 
than  that  of  ordinary  A\-indow-glass,  and  they 
can  be  readily  scratched  with  a  knife.  In 
course  of  time,  they  display  a  dark  leaden 
tarnish  on  their  surface,  and  when  worn  ni 
jewellery  their  edges  become  rubbed  and 
chipped.  When  exammed  Avith  a  magnifying- 
lens,  bubbles  and  streaks  are  often  to  be  seen 
in  them.  Optically  they  are  isotropic  and 
lacking  in  dicliroism. 

To  avoid  the  effects  of  abrasion  in  wear,  and 
also  no  doubt  as  a  deception  in  case  the  test  of 
hardness  is  apjilied,  these  soft  materials  are 
sometimes  faced  with  a  harder  material  such  as 
rock-crystal  or  colourless  topaz.  In  the  doublet, 
the  upjjer  portion,  above  the  girdle,  consists  of 
this  harder,  colourless  material,  while  the  lower 
portion,  protected  in  the  setting,  consists  of 
coloured  strass  which  imjjarts  its  fine  colour  and 
brilliancy  to  the  whole.  The  trijilet  consists  of 
an  upper  and  a  lower  portion  of  harder  material, 
\vith  a  laj'cr  of  the  coloured  strass  between. 
Such  counterfeits  can,  of  course,  be  readily 
detected  wiien  the  unmounted  gem  is  viewetl 
sideways,  but  when  it  is  mounted  in  its  setting- 
detection  is  not  so  easy.  Doublets  and  trijilefs 
are  also  built  uj)  of  genuine  stones.  A\ifh  the 
object  of  improvmg  the  colour,  and  of  pro- 
ducing a  gem  of  larger  size. 

Another  kmd  of  fraud  soinetimes  practised 
with  precious  stones  is  the  substitution  of  less 
valuable  stones  for  more  valuable.  Unfortu- 
nately, the  nomenclature  of  gems,  as  adopted  by 
jewellers,  rather  offers  an  opening  ui  this  direc- 
tion. Thus  stones  of  a  red  colovu-  are  often 
known  collectively  as  ruby  with  some  qualifying 
)m'fix  :  e.g.  '  spinel-ruljy  '  (=s])inei),  'Cape 
luby  '  (=])yrope  garnet),  and  'Siberian  ruby' 
(=tourmaUne),  the  true  ruby  ('Oriental  ruby' 
of  jewellers)  being,  of  course,  corundum  ;  or 
again,  'Oriental  emerald'  ( =corundum),  '  Ural- 
ian  emerald'  (=demantoid  garnet),  '  hthia- 
emerakl  '  (=spodumenB)  and  'Brazilian  emer- 
ald' (=tourmaline),  the  true  emerald  being 
beryl  of  a  grass-green  colour.  In  the  same  way, 
yellow  quartz  (' Spanish  tojjaz  '  or  'Occidental 
f  ojiaz  ')  is  often  mistaken  for  and  sold  as  topaz. 
Other  deee])tive  terms  oF  a  like  nature  are 
'  iMiirnioi'osch  diamonds.'  '  ( 'oi'iiish  diamonds.' 
'  Bristiil  diamonds,'  itc.  lor'  small  spai'kling 
ervstals  of  quartz;  and  '  Matura  diamonds' 
(from  Matura  in  Ceylon)  for  zircon  of  a  brilliant 
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lustre,  wliicli  has  been  decolourised  by  the 
application  of  heat.  The  latter,  as  well  as 
colourless  corundum  ('  white  sapphire  '),  have 
occasionally  been  passed  ofi  as  diamonds. 

Other  attempts  have  been  made  to  produce 
gems  of  much  the  same  chemical  composition 
as  the  genuine  stones.  Por  example,  green 
glass  with,  the  composition  of  emerald.  Very 
successful  imitations  of  turquoise  have  been 
obtained  by  submitting  to  pressure  a  precipitate 
having  the  same  composition  as  the  natural 
mineral. 

The  artificial  colouring  of  natural  stones  is 
also  extensively  practised.  Almost  all  cut 
agates  have  been  so  treated  {v.  Ao.we).  Chalce- 
dony can  be  so  cleverly  coloured  a  delicate 
green  with  salts  of  nickel  or  chromium,  as  to 
bo  practically  indistinguishable  from  the  more 
expensive  chrysoprasc.  The  colour  of  many 
gem -stones  can  be  changed  by  heating  or  by 
exposure  to  the  emanations  of  radium.  A 
trick  of  the  meanest  kind  is  to  smear  violet  ink 
or  other  bluish  colouring  matter  on  the  surface 
of  a  yellowish  ('  ofi'-coloured ')  diamond,  so 
giving  it  the  appearance  of  a  colourless  gem. 

Reference.— M.  Bauer,  Precious  Stones, 
English  transl.  by  L.  J.  Spencer,  1904. 

L.  J.  S. 

GENISTA  TINCTORIA  v.  Dyer's  biioom. 

GENISTEIN  V.  Dyek's  bkoom. 

GENTIAN.  Gtuliiiiiir  mdix.  (Racine  de 
Gentiane,  Ft.  ;  F.  ,r.i,i „  n  nrzd,  Ger.)  The 
dried  root  of  the  Utnlntud  lulca  (Linn.)  (Bentl. 
a.  Trim.  182)  is  used  in  medicine  as  a  bitter  tonic. 
Its  physiological  activity  appears  to  depend 
upon  the  presence  of  a  small  proportion  of  a 
bitter  cirystaUino  glucosidc,  (/entiopicrin,  rjentiun- 
hiller,  or  gcnlianin,  which  was  first  obtained  in  a 
definite  form  by  Kromayer  (Die  Bitterstoffc!, 
Erlangen,  1861,  105  :  Gm.  16,  193). 

To  prepare  gentiopicrin,  the  fresh  gentian 
root  is  cut  into  small  pieces  and  quickly  clropped 
into  boiling  alcohol  in  order  to  destroy  the 
ferment  which  is  present  in  the  root  aud  would 
otherwise  lead  to  loss  of  glucoside.  The  liquid 
is  boiled  for  30  minutes,  cooled,  and  filtered. 
The  alcohol  is  then  removed  by  evaporation, 
the  residual  Uquid  mixed  wth  calcium  carbonate, 
filtered,  evaporated  to  a  syrup,  and  allowed  to 
stand  for  a  fortnight  to  crystallise.  The  crystals 
obtained  are  purified  by  recrystallisation  from 
a  mixture  of  equal  volumes  of  chloroform  and 
95  p.c.  alcohol  (Bourquelot  and  Herissey, 
Compt.  rend.  131,  113).  Gentiopicrin  has  the 
composition  C.eHjjOg.^HjO.  It  melts  at  122°, 
or,  when  anhydrous,  at  191°  (Tanret,  ibid.  141, 
207).  By  the  action  of  dilute  acids  or  emulsin, 
gentiopicrm  breaks  up  into  dextrose,  and  flakes 
of  a  yellow  amorphous  compound  gentiogenin, 
which  is  soluble  in  alcohol,  but  almost  msoluble 
in  water. 

The  mother  liquors  resulting  from  the 
purification  of  gentiopicrin  contain  a  compound, 
gentiin  Q^Ji^^O^^,  which  forms  microscopic 
slightly  yellow  needles,  m.p.  274°  (decomp.). 
It  IS  slowly  hydrolysed  by  dilute  sulphuric  acid 
at  100°,  forming  dextrose  (1  moL),  xylose 
(1  mol.),  and  gentiemri.  (j,^H,„0,  (1  mol.).  The 
last-named  compound,  on  heating,  begins  to 
sublune  at  195°  and  melts  at  225°.  It  is  iso- 
meric with  gentisin,  another  constituent  of 
gentian  to  be  described  presently,  but  melts  at  a 


lower  temperature,  and  gives  a  yellow  cokau-ation 
with  nitric  acid.  Gentisin,  under  these  eircmn- 
stanees,  gives  a  green  colour  (Tanret,  Cionipt. 
rend.  141,  263).  The  alcoholic  extract  of 
gentian  root,  from  which  gentiopicrin  separates, 
also  contains  an  amorphous  glucoside,  gentio- 
marin,  which  has  the  composition  CiuHjaO,,,  or 
CigHjoOio.  On  hydrolysis  mth  acids,  gentio- 
marin  yields  an  amorijhous  brown  substance  ; 
with  emulsin,  dextrose  and  an  amorjihous 
maroon  -  coloured  substance  distinct  from 
gentiogenin  (Tanret,  Bull.  Soc.  chim.  [iii.  |  33, 
1071). 

Gentian  also  contains,  in  very  smaU  propor- 
tion, another  e(jm]50und  which,  though  physio- 
logically inactive,  is  much  better  known.  It  is 
a  yellow  crystalhne  acid,  geiitiunic  ncid,  gen- 
tisin, or  geniianin  CijHkiOj,  and  by  the  earlier 
investigators  (Gm.  16,  178)  was  confused  with 
gentian-bitter  or  gentiopicrin,  and  to  both  these 
compounds  the  name  '  gentianin'  has  been 
applied.  To  obtain  gentianic  acid,  the  powdered 
root,  after  removal  of  pectin  and  saccharine 
constituents,  by  prolonged  maceration  in  cold 
water,  is  extracted  with  boUing  alcohol.  Most 
of  the  alcohol  is  removed  from  the  solution  by 
distillation,  when  on  the  addition  of  water  a 
prcci2)itate  forms  consisting  of  impure  gentianic 
acid.  This,  after  washing  with  ether,  may  be 
purified  further  by  recrystallisation  from  alcohol 
or  by  conversion  into  a  potassium  salt,  and  re- 
generation with  acetic  acid  (Henry  and  (Javen- 
tou,  J.  Pharm.  Chim.  7,  173 ;  Trommsdorff, 
Annalen,  21,  134 ;  Leconte,  ibid.  25,  202 ; 
Baumert,  ibid.  62,  106  ;  Hlasiwetz  and  Ha  ber- 
mann,  ibid.  175,  63  ;  180,  348). 

Gentisin  crystallises  in  large  )3ale-yellow 
silky  needles.  Heated  to  200°,  it  darkens  in 
colour,  and  sublimes  with  de<  iini|)iisif  iim  at 
300°-400°.  It  is  nearly  uisolublu  in  ualcr,  at 
16°,  1  part  requiring  3630  parts  of  water  for 
solution,  but  in  aUiahne  solutions  and  in  hot 
alcohol  it  dissolves  readily.  Melted  with  potash, 
acetic  acid,  phloroglucin  and  gentisic  acid 

C„H3(C00H)(0H)(0H) 
(1:2:5)  are  formed  (H.  and  H.). 

Gentisin  has  been  obtained  synthetically  by 
Kostanecki  and  Tambor  (Monatsh.  15,  1),  and 
is  the  methyl  ether  of  gentisein,  1:3: 7-lri- 

j  hydroxyxauthone  OK-CJis^^QQ^ViiH^l^JH  j.^ 

which  compound  is  formed  when  the  methyl 
group  is  ehminated  from  gentisin  by  boiling  with 
hydriodic  acid  (Kostanecki,  Monatsh.  12,  205). 

Pectin  is  present  in  gentian  root  in  large 
proportion.  This  yields  mucic  acid  on  oxidation 
by  dilute  nitric  acid  and  arabinose  on  hydrolysis 
with  dilute  sulphuric  acid  (Bourquelot  and 
Herissey,  J.  Pharm.  Chim.  [vi.]  8,  49).  Fer- 
mentable sugar  is  present  in  so  large  a  proi>or- 
tion  that  it  has  led  to  the  root  being  employed 
in  Switzerland  and  Bavaria  in  the  manufacture 
of  spirit.  Investigations  carried  out  by  Bour- 
quelot and  hij  co-workers  (Bourquelot  and 
Nardin,  Compt.  rend.  126,  280 ;  Bounpielot 
and  Herissey,  ibid.  131,  760;  135,  290)  show 
that  fresh  gentian  root  contains  gcniimwne,  a 
hexotriose,  (!,  ,H320,c,  which  melts  at  207°-20!)°, 
and  is  dextro-rotatory.  It  does  not  reduce 
Eehling's  solution,  but,  if  boiled  with  (liliit(! 
sulphuric  acid  or  acted  upon  by  invertase,  it 
becomes  lie  vo -rotatory,  and  acquires  considerable 
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I'lluoiiig  power,  having  become  hydrolysed 
into  laevulose  and  a  new  liexobiose,  gentiobiose, 
>  liich,  by  more  vigorous  treatment,  can  be 
li>  clrolysed  into  2  molecules  of  dextrose. 

For  the  detection  of  gentian-bitter  m  beer, 
■ .  Bragendorfif  (Chem.  Zentr.  1881,  285  and  299)  ; 
\llen  (Analyst,  12.  107  ;  13,  43).  A.  S. 

GENTIAN  ROOT.  The  Genliana  lulea  { Linn. ), 
rom  which  the  gentian  root  is  derived,  chiefly 
"'■curs  hi  mountainous  districts,  especially  in 
Switzerland  and  the  Tyrol.  There  is  present 
1 1 1  the  root  of  this  and  other  species  of  genfiana  a 
i '  1 1  ter  23rinciple  which  is  said  to  possess  valualslc 
I '  'uic  vii^tues,  and  on  this  account  some  quantity 
'  'i  the  material  is  imported  into  this  country  for 
medicmal  purposes. 

Geniisin,  the  colourhig  matter  of  gentian 
root,  was  first  isolated  by  Henry  and  Caventou 
(J.  Pharm.  Chim.  1821,  178),  and  was  sho\m  by 
Baumert  (Amaalen,  62,  106)  to  jjossess  the 
formula  Ci4Hj|,05.  Hlasiwetz  and  Habermann 
(ibid.  175,  63  ;  180,  343),  somewhat  later,  found 
that  gentisin  contains  two  hydroxyl  groui^s,  and 
that,  when  fused  with  potassium  hydrate, 
'phlorglucinol  and  genfisic  acid  (hydroquinone 
carboxylio  acid)  are  produced  from  it.  By  the 
action  of  hydrochloric  acid  on  fused  gentism, 
methyl  chloride  was  evolved,  a  probable  indica- 
tion of  the  presence  of  a  methoxy-  group.  To 
prepare  gentisin  (Baumert,  I.e.),  the  root  is  well 
A\-ashed  mth  water,  then  extracted  with  alcohol, 
and  the  extract  evaporated  to  a  small  bulk.  The 
residue  is  washed  with  water  to  remove  the 
))itter  principle,  and  then  mth  ether  to  extract 
plant  wax.  For  purification,  the  crude  colouring 
matter  is  repeatedly  crystallised  from  alcohol : 
10  Mlos.  of  the  root  yield  about  4  grams  of  the 
substance.  Gentisin  crystaULses  m  yellow 
needles,  is  sparuagly  soluble  m  alcohol,  and  dis- 
solved in  alkaUne  solutions  with  a  yeUow  colour. 

Gcntiseiri  Ci3HsiO;,2H20.  When  gentism  is 
digested  Avith  boOing  hydriodic  acid,  it  is  con- 
verted into  gentiscin  with  evolution  of  1  molecule 
of  methyl  iodide.  Gentisein  consists  of  straw- 
yeUow  needles,  meltmg  at  315°,  and  gives  with 
sodium  amalgam  a  blood  -  red  colouration, 
whereas  gentisin,  by  a  simUar  method,  yields  a 
deepgreen -coloured  liquid  (Kostanecki,  Monatsh. 
12,  205).  By  the  action  of  acetic  anhydride, 
gentisein  is  converted  uito  a  (riacetyl  derivative, 
^'izTifiiiG.JisO)^,  needles,  m.p.  226°  (Kos- 
tanecki, I.e.);  but  on  methylation  with,  methyl 
iodide,  a  dimethyl  ether  Cj3H,02(OH)(OCH3j2, 
yellow  needles,  m.p.  167°,  is  produced  (Kosta- 
necki and  Schmidt,  Monatsh.  12,  318). 

Partial  methylation  converts  gentiseui  hito 
gentisin,  and  it  is  thus  certam  that  the  latter 
consists  of  gentisein  monomethyl  ether.  Kosta- 
necki and  Tambor  (Monatsh.  15,  1)  obtamcd 
gentisein  by  distilUug  a  mixture  of  phloro- 
glucmol  and  hydroquuione  carboxylic  acid  with 
acetic  anhydi'ide 
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and  its  constitution  is  therefore  represented  as 
1 :3:7-tnhydroxy-xanthone.  By  a  study  of  dis- 
azdbeiizene-gentisin,  Q:^Jifid-^(Q^'R;^. ;.),.,  scarlet- 
red  needles,  m.p.  251°-252°  (Perkin,'dhem.  Soc. 
Trans.  73,  1028),  which  gives  the  diacetyl  deri- 
vative, C,jH,0,(G2H30)2(CsH,N2).,,  orange-red 
needles,  m.p.  218°-220°,  it  has  been  shown  that 
gentisin  itself  possesses  the  constitution  1. 
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As  gentishi  yields  by  means  of  methyl  iodide 
only  a  monomethyl  ether,  the  original  methoxy- 
group  cannot  be  in  the  position  ( 1  j.  On  the  other 
hand,  if  gentisin  is  represented  by  the  formula  11., 
the  azobenzene  groups  would  enter  the  positions 
4  and  2,  and  from  such  a  compound  an  acetyl- 
derivative  cannot  be  obtained  (compare  rfw- 
azchenzene  phloroglucinol). 

Gentisin  is  a  feeble  dyestuff,  and  gives  on 
wool  mordanted  with  chromium,  aluminium, 
and  tm  respectively,  pale-green  yellow,  palo 
bright  yellow,  and  very  pale  cream-coloured 
shades  (Perkin  and  Hummel,  Ghem.  Soc.  Trans. 
1896,  69,  1290).  A.  G.  P. 

GENTIAN-BITTER  v.  Gentian. 

GENTIAN  BLUE  6  B.  Spirit  Soluble  Blue, 
Spirit  Blue  O,  Opal  Blue  v.  TiurHENYLMETHANE 

COLOUEING  MA'ITEKS. 

GENTIANIC  ACID,  GENTIANIN  v.  Gentian. 
GENTIANOSE  v.  t:Ai;BOi[vi.iiATES. 
GENTIIN  V.  Gluousides. 
GENTIOGENIN  v.  fiENTiAN. 
GENTIOPICRIN  r.  Gentian;  aUo  Gluco- 


SIDES. 

GENTISIC  ACID 


Gentian  and  Pkutc 


OH 


C'ATBCHUIC  ACID. 

GENTISIN  V.  Gentian  root  and  Gentian. 

GEOSOTE  V.  Synthetic  drugs. 

GERANINE  v.  Azo-  c(_)louring  matters 
and  Primuline. 

GERANIUM  OIL  v.  Oils,  Essential. 

GERMANIUM,  Ge.  At.  wt.  72-5  (Winkler),  is 
the  elcasilicoii  predicted  by  Mendelecff.  It  was 
discovered  by  Wmkler  in  1866  in.  argi/rodiie 
GeS2,4Ag2S,  ill  which  it  is  present  to  the  extent 
of  about  6-7  p.c.  (Kolbeck,  Centr.  Min.  1908, 
331).  It  is  also  present  in  eanfieldite,  franckeite, 
and  bron.qiu'ardite  (Prior  and  Spencer,  Min.  Mag. 
1898,  12,'  5  ;  Shroutschoff,  J.  Russ.  Phys.  Chem. 
Soc.  1892,  130),  but  its  presence  in  euxenite  and 
■mmarshite  has  been  denied  by  Luicio  (Centr. 
Min.  1904,  142).  The  metal  is"  obtained  by  the 
reduction  of  the  dioxide  with  carbon  at  a  red 
heat.  It  is  a  greyish -white,  brittle,  readily 
powdered  lustrous  metal  of  sp.gr.  5-469,  which 
melts  at  500°,  and  does  not  volatiUse  at  1350°. 
It  oxidises  m  air  at  high  temperatures,  combines 
directly  with  the  halogens,  is  insoluble  in  hydro- 
chloric acid,  and  dissolves  in  aqua  regia,  forming 
the  dioxide. 

Oomp>ounds. — The  metal  is  tetravalent,  and  its 
comi^ounds  resemble  those  of  the  silicon  group. 

Germanium  dio.vide  GeO,  is  obtained  from 
argjTodite  by  treatmg  the  latter  mth  nitre  and 
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potassium  cailjouate  at  a  red  heat,  then  with 
acid,  after  wiiicli  it  is  purified  by  being  con- 
verted into  the  sulphide,  which  is  roasted  and 
treated  TOth  nitric  acid.  The  oxide  forms  a 
wljite  powder  having  acid  properties,  but 
soluble  in  acids,  and  is  readily  reduced  by  carbon, 
sodium  or  magucsiuiii.  A  colloidal  solution  of 
germanium  hydroxide  is  obtained  by  decom- 
posing an  alkaline  solution  of  the  dioxide  with 
carbon  dioxide. 

Germanous  oxide  GcO  is  a  greyish  -  black 
l)o\\'der,  and  '  the  corresponding  hydroxide 
Gc(0H)2  is  a  yellow  powder  obtained  by  the 
action  of  alkalis  on  germanium  chloroform  or 
chloride.  According  to  Hantzsch  (Zeitscli. 
anorg.  Chem.  1902,  30,  289),  in  aqueous  solution 
it  is  a  weak  monobasic  acid,  and  has  the  con- 
stitution HGeO-OH,  being  analogous  to  formic 
acid. 

Oermunium  cMaroform  GeHClj  is  obtained 
when  germanium  is  heated  in  a  current  of 
hydi-ogen  chloride,  a  colourless  liquid  being  thus 
formed,  which  separates  into  two  layers,  of  which 
the  heavier  is  germanium  chloroform  ;  it  is  a 
colourless  fuming  liquid,  b.p.  75°.  The  lighter 
liquid  is  germanium  oxychloride,  GeOCl^ ;  it  is 
simdar  in  j)ropertics  to  the  chk)roform,  but  Ls 
less  mobile,  and  boils  above  100°.  Germanium 
dichloride  GeC'U,  the  tctracMoride  GeUl^,  and 
the  corresponding  tetral^romide,  -iodide,  and 
-ethide  GeEt^,  arc  also  known. 

Germanium  tetrafluoride  GeF4,3H20  com- 
bmcs  with  hydrofluoric  acid,  forming  gerrnano- 
fluoric  acid,  of  which  the  potassium,  salt  KjGcFn 
forms  hexagonal  crystals  isomorphous  with 
those  of  ammonium  silicofluoridc. 

Germanium  disulphide  GeS^  is  the  most 
characteristic  of  the  germanium  derivatives,  and 
is  prepared  by  jjassing  sulphuretted  hydrogen  \ 
ill  a  solution  of  germanium  dioxide  ;  it  is  a 
^^'hitc  powder,  soluble  in  water  to  some  extent 
and  in  ammonium  suliihide  (Vogelcn,  Zcitsch. 
anorg.  Chcm.  1902,  30,  329).  The  monosul- 
l)hide  Ge8  and  thiogermanates  are  also  ]<nown 
(J.  pr.  Chem.  1887,  [2]  36,  177  ;  Bcr.  1888,  21, 
131). 

Germanium  hydride  Geii^  is  formed  when 
germanium  chloride  is  reduced  vnth.  sodium 
amalgam.  It  is  also  formed  as  a  mirror  in  the 
Marsh  apparatus,  as  in  the  arsenic  test.  The 
mirror  is  red  by  transmitted  and  green  by  reflected 
light,  is  soluble  iji  sodium  hypochlorite,  but 
with,  difficulty  in  hot  hydrochloric  acid.  With 
sulphuretted  hydrogen  it  forms  the  suljihide  ; 
heated  in  air  it  gives  the  dioxide,  whilst  with 
silver  nitrate  it  forms  a  black  silver  germanium 
compound,  probably  GeAg^  (Vogelen,  I.e.  325). 

GERMOL.  A  disinfectant  consisting  of 
crude  ercsoLs. 

GESILIT  V.  Explosives. 

GETAH  WAX  v.  Waxes. 

GHATTI  V.  Gums. 

GHEE.  A  clarified  butter  used  in  the  East 
mainly  for  cooking. 

GIALLOLINO  or  NAPLES  YELLOW  v. 
Pigments. 

GIANT  POWDER  r.  ExTLosivjis. 

GILO,  GOLANCHA,  and  GULOH.  Indian 
names  for  Tinosporu  rordifalia  (Mici's).  This 
plant  flourishes  in  India,  the  drug  being  sold 
extensively  in  the  bazaars  as  a  tonic  and  anti- 
periodic,  in  the  form  of  cylindi-ical  pieces,  2  to  | 


5  cm.  long  and  1  to  5  cm.  in  diameter.  It  is  a 
perennial  creeper,  climbing  to  the  summit  of  the 
highest  trees,  its  branches  putting  forth  roots 
which,  reaching  to  the  ground,  initiate  a  fresh 
growth.  Roots,  stem,  and  leaves  are  equally 
in  demand  as  a  drug.  The  Indian  pharmacopoeia 
commends  its  use  as  a  tincture  (4  to  8  c.c.  in 
die)  ;  as  an  extract  (0-6  gram  to  1  gram  in-r  diem 
in  the  form  of  pills)  ;  and  as  an  infusion  (1  :  10), 
of  which  60  c.c.  to  90  c.c.  are  to  be  taken  thrice 
a  day.  The  stems  contain  verberin,  an  un- 
crystallisable  bitter  substance,  changed  by 
dilute  sulphuric  acid  into  a  glucoside,  and  a 
bitter  kind  of  starch  meal  known  as  '  palo  ' 
(J.  Soe.  f'hem.  Ind.  6,  49). 

GIN  or  GENEVA  is  a  spirituous  liquor  made 
from  s^jirit  derived  from  grain  and  distilled  with 
juniper  berries  and  other  flavouring  substances. 
The  term  is  a  corruption  of  the  word  '  (jniievre ' 
or  '  junever,^  the  French  and  Dutch  equivalents 
respectively  for  juniper,  which  is  the  essential 
flavouring  ingredient. 

The  principal  varieties  are  the  English, 
known  as  'gin,'  and  the  Dutch,  described  as 
'  Geneva,'  '  Hollands,'  and  '  Schnapps.'  The 
difference  between  them  is  chiefly  one  of  flavour, 
and  each  manufacturer  has  his  own  special 
recipe,  which  is  carefully  preserved  as  a  trade 
secret.  The  principal  flavouring  ingredients 
used  besides  juniper  are  angelica  root,  almond 
cake,  calamus  root,  cardamom  seeds,  cassia 
buds,  coriander  seeds,  creosote,  liquorice  powder, 
orris  root,  sweet  femiel,  turpentine,  &c. 

The  grain  used  is  almost  invariably  a  mixture 
of  maize,  malt,  and  rye,  the  proportions  being 
u.sually  about  75  p.c.  maize,  l5  p.c.  malt,  and 
10  p.c.  rye  for  English  gin,  and  about  equal  ])arts 
of  each  for  the  Dutch  varieties,  although  somc- 
i  times  maize  is  absent. 

Durmg  the  Napoleonic  wars  at  the  beginning 
of  the  last  century,  the  use  of  corn,  owing  to  its 
scarcity,  w&s  prohibited  in  the  United  Kingdom 
for  the  manufacture  of  spirit,  and  the  manu- 
facturers had  recourse  to  molasses  or  low-grade 
sugar.  This,  however,  produces  a  very  inferior 
quaUty  of  gin,  which  is  essentially  a  grain  spirit, 
but  it  is  still  made,  chiefly  for  exportation,  by 
the  addition  of  junijjer  oU  or  similar  flavouring 
agent  to  the  crude  spirit. 

In  England,  patent-still  spirit  is  generally 
employed  as  a  basis,  but  it  is  preferably  not 
rectified  so  highly  as  to  deprive  it  oi  the  charac- 
teristic flavour  of  grain  sj^irit.  'The  flavourhig 
ingredients  are  in  some  cases  added  directly  or 
they  are  separately  dLstillctl  and  the  distillate 
added  to  the  spirit  to  be  flavoured.  Another 
and  probably  the  best  mcthoil  is  to  redistil  the 
spirit,  after  the  addition  (jf  the  flavouring 
ingredients,  in  a  kind  of  ]X)t-sLill  \v  ith  a  long  head 
or  otlu^r  simijlc  rectifying  arrangement. 

In  Holland,  the  manufacture  is  carried  on 
mainly  at  Schiedam,  \vhcrc  pot-stills  arv  chiefly 
employetl.  The  spirit  Ls  subjected  to  three  or 
four  rectifications,  when  if.  is  known  as  '  mout- 
wijn'  or  '  maltwinc'  This  is  sold  t(j  the  marui- 
'facturers  of  Geneva  or  Hollands  who  flavour  it 
by  methods  similar  to  those  above  described  for 
lOnglish  gin. 

The  best  '  Hollands  '  is  said  to  be  prejiar(  <l 
as  follo^ra  :  A  mixture  of  two  meas\ir(^sof  groimd 
lyo  « ith  one  measure  of  ground  baih^y  malt  is 
mashed  with  about  24  gallons  of  \iater  for  each 
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cwt.  of  tho  mixed  meal.  The  mashing  hoiiig 
coraplt'ted,  the  sp.gr.  of  the  ^^'ort  is  reduced  by 
cold  \\ater  to  between  1(»:{3  and  1038.  Tfc  is 
then  fermeiid'd,  after  wliich  the  wlmlo  is  thrown 
into  a  still.  To  (he  first  product  of  distillation, 
called  loir  iriiicf,  a  varying  jwporlion  of  juniper 
berries  with  a  little  salt  is  added,  and  it  is  re- 
distilled. The  spirit  which  now  passes  over  is 
flavoured  mth  essential  oils  or  resins  derived 
from  the  juniper  as  well  as  from  the  rj'e  and 
Ijarley  used  in  Isrewing. 

Sweetened  gin  {e.g.  '  Old  Tom'  and  '  Old 
Geneva ')  is  made  by  the  addition  of  sugar 
sjTU])  to  plain  gin.  The  syrup  is  prepared  by 
dissohdng  refined  sugar  in  its  own  weight  of 
pure  water.  Sometimes  it  is  flavoured  with 
orange-flower  water,  and  Ls  known  as  '  capiUaire.' 
The  clear  solution  is  added  in  the  proportion  of 
about  6  gallons  of  syrup  to  100  gallons  of  gin. 

Ph/motdh  gin  is  a  special  variety  of  gin  made 
in  Plymouth,  and  used  extensively  in  the  West 
of  England.  It  has  a  characteristic  flavour,  said 
to  be  due  to  ether  resulting  from  tli,e  addition  of 
a  litt  le  sulphuric  acid  to  the  spirit  to  be  rectified. 

The  adulteration  of  gin,  except  by  dilution 
with  water,  is  not  common.  Alivaline  car- 
bonates, and  sometimes  alum  and  salts  of  zinc 
and  lead,  have  been  found.  Juni)ier  wood  oil 
and  turpentine  oil  are  occasionally  used  as  sub- 
stitutes for  or  admixed  mth  the  oil  from  the 
juniper  berry. 

By  the  Sale  of  Food  and  Drugs  Amendment 
Act,  42  &  43  Vict.  c.  30,  s.  6,  gin  may  not  be 
sold  at  a  strength  below  35  under  proof,  unless 
declared  to  bo  diluted.  Tho  percentage  of 
water  added  may  be  found  by  multiplymg  the 
excess  of  degrees  under  proof  beyond  35  by  the 
factor  1-54.  For  exam]ile,  a  gin  of  strength 
45  u.p.  contains  10x1-54,  or  15-4  p.c.  of  added 
water  over  and  above  that  present  in  gin  at  the 
minimum  statutory  strength  of  35  u.p. 

GINGELLY  or  GINGILI  OIL  v.  Sesami:  oil. 
GINGER. 

Description. — Ginger  is  the  dried  rhizome, 
either  whole  or  ground  to  a  powder,  of  Zingiber 
officinale  (Roseoe),  a  plant  3  to  4  feet  in  height, 
which  grows  wild  in  India  and  China  and  is 
cultivated  extensively  in  most  tropical-countries. 
At  the  present  time,  the  chief  kinds  which  finil 
their  way  into  the  English  market  are  Jamaica, 
Calicut,  Cochin,  African,  Japanese,  and  in  less 
quantity,    Bombay.    Ja]ianese   ginger   is  not 


derived  from  Z.  officinalis  and  is  therefore  not 
official  for  medicinal  piirposes. 

Prcparalion  and  properties. — 'The  rliizomes 
AVi-.  <lug  up  Avhen  tho  phmt  is  abc»nt  a  j'eau  old, 
ua.slied,  ami  (hied  in  tho  sun.  In  some  cases 
tile  epidermis  is  removed  by  scraping  or  cutting, 
in  others  the  root  is  dried  intact. 

To  meet  the  popular  prejudice  in  favour  of  a 
white  product  various  methods  of  treating  the 
root  are  adopted.  The  commonest  consists  in 
immersion  in  milk  of  lime,  when  the  coating  of 
lime  left  after  drying  is  of  advantage  in  pre- 
venting the  attacks  of  insects,  fungi,  &c. 
Gypsum  and  chalk  are  also  used  with  a  similar 
object.  Ginger  is  also  said  to  be  bleached  with 
sulphurous  acid  or  bleaching  powder,  but  most 
of  the  so-called  bleached  ginger  has  probably 
only  been  '  limed.' 

The  unscraped  root  has  a  ye]low-))rown 
wrinkled  surface,  while  the  scraped  variety  is 
smooth  and  nearly  white.  The  pieces  are,  as  a 
rule,  from  2  to  4  inches  in  length,  knotted  and 
bent,  flattened  in  section  and  with  a  short 
fracture. 

On  being  cut  with  a  knife,  the  best  ginger 
presents  a  soft  floury  surface,  infeiior  qualities 
appear  hard,  resinous,  and  shiny. 

The  chief  structures  oljserved  when  ground 
ginger  is  examined  under  the  microscope  are  the 
starch  grains,  the  vessels,  reticulated,  spiral,  and 
scalariform,  the  sclerenchymatous  cells,  broad 
bast  fibres  with  somewliat  thin  walls  and 
occasionally  thin-waUed  polygonal  parenchy- 
matous cells  and  oleoresin  cells,  wliich  have 
escaped  destruction  during  the  grinding.  The 
starch  grains  are,  for  the  most  part,  elongated, 
simple  (except  in  Japan  ginger  where  aggregates 
of  small  granules  occur),  sack-shaped  or  oval, 
and  vary  in  length  from  ]  2  to  50/j,  the  majority 
being  between  20  and  30^.  The  hilum  is  placed 
close  to  the  narrow  end  and  the  striations  are 
visible  in  the  larger  grannies  if  properly  illumi- 
nated. 

Ginger  is  used  as  a  condiment  and  flavouring 
agent  and  in  medicine  as  an  aromatic  stimulant 
and  carminative. 

Composition. — Its  chief  characteristic  con- 
stituents are  a  volatile  oil  to  which  the  aroma  is 
due ;  a  fixed  oil,  gingerol,  which  gives  the  pungent 
flavour ;  starch  and  resin.  The  following  figures 
(Richardson,  from  Leach.  Food  Inspection  and 
Analysis,  446)  will  att'ord  some  idea  of  its 
composition  : — 


'Table  I. 


Water 

Ash 

Vola- 
tile oil 

Bixetl 
oil  and 
re9in 

Starch 

Crude 
fibre 

Albn- 
ininni<ls 

Unde- 
ter- 
mined 

Nitrn- 

(Calcutta  .... 

0-60 

7-02 

2-27 

4-58 

49-3 

7-45 

6-30 

13-4 

l-OI 

Cochin  ..... 

n-41 

3-30 

1-84 

4-07 

53-3 

2-05 

7-00 

18-9 

M2 

Unbleached  Jamaica 

10-49 

3-44 

2-03 

2-29 

.50-0 

4-74 

10-85 

15-6 

1-7-J 

Bleached  Jamaica  (London) 

11-00 

4-54 

1-89 

3-04 

49-3 

1-70 

9-28 

19-2 

1-4S 

,,            .,       (America)  . 

10-11 

5-58 

2-54 

2-69 

50-7 

7-65 

9-10 

11-7 

1-46 

Determinations  by  Garnet  and  Grier  (Pharm. 
J.  1909,  83,  159-160)  give  the  gingerol  as  from 
M  to  2-2  p.c. 

Adnltcration. — The  only  form  of  adulteration 
to  wluch  whole  ginger  is  subject  is  the  addition 


of  or  substitution  by  ginger  from  which  more  or 
less  of  the  strength  has  been  removed  by  ex- 
traction with  dilute  alcohol  or  water,  in  the 
manufacture  of  ginger  beer,  &c.  ;  or  witli 
strong  alcohol  for  the  preparation  of  the  essence 
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or  tincture.  Ground  ginger  may  be  adulterated 
by  the  addition  of  foreign  starches — wheat, 
maize,  rice,  turmeric ;  and  in  the  past  at  all 
events,  cayenne  pepper  and  turmeric  have  been 
employed  to  restore  the  pungency  and  colour 
where  these  have  been  reduced  by  the  practices 
already  referred  to. 

Mineral  matter,  especially  calcium  carbonate 
and  calcium  sulphate,  may  also  be  present  in 
excess,  owing  either  to  their  deliberate  addition 
or  to  the  too  liberal  employment  in  the  prepara- 
tion of  the  article. 

Defection  of  adulteration. — Thp  detection  of 


exhausted  ginger  in  small  proportion  is  at 
present  impossible,  and  even  when  the  amount 
is  substantial,  the  prolilcm  is  by  no  means 
an  easy  one,  because  the  constituents  which 
are  removed  by  extraction  with  alcohol  and 
water  occur  in  widely  varying  proportions, 
even  in  different  samples  of  the  same  kind 
of  ginger,  wliile,  in  the  case  of  different  kinds, 
the  variations  are  still  more  marked.  The 
follovring  tables  show  this  and  also  the 
changes  in  composition  brought  about  by  the 
processes  of  extraction  as  commercially  carried 
out. 


Table  II.— Results  of  Analysis  of  87  Samples  of  Ginger. 
(Zeit.  f.  Untersuch.  des  Nahrungs  u.  Genuss.  1907,  14,  549.) 


Water 

Total 
ash 

Soluble 
ash 

Sand 

Ether 
extract 
(vola- 
tile") 

Ether 
extract 
(fixed") 

Alcohol 

extract 
after 
ether 

Light 
petro- 
leum 

Methyl 
alcohol 
extract 

Highest 

13-85 

9-33 

4-51 

3-79 

3  08 

8-08 

4-46 

5-77 

9-58 

Lowest 

9-20 

3-24 

1-52 

0-05 

0-90 

2-84 

1-12 

1-95 

3-82 

Extracted  Cochin  . 

13-26 

3-28 

0-99 

0-11 

0-48 

1-32 

0-67 

0-69 

1-54 

,,         Bengal  . 

13-42 

4-52 

1-93 

0-97 

0-46 

1-18 

0-55 

0-54 

1-90 

Table  III. 
(Clayton,  Analyst,  24,  (1899)  123.) 


Alcohol 

Light 

Ash  of 
cold 
water 
extract 

Alka- 

No.  of 
samp. 

Water 

Cold 
water 
extract 

Ether 
extract 

lOOp.c. 

extract 
after 
ether 

petro- 
leum 
extract 
(fixed) 

Ash 

Soluble 
ash 

linityof 
soluble 
ash(a9 
K,0) 

[max. 

14-76 

15-88 

3-71 

1-81 

2-00 

6-19 

3-81 

4-52 

Whole  ginger 

11 

<min. 

11-18 

6-69 

6-88 

0-88 

1-24 

2-67 

1-27 

1-74 

|mean 

13-33 

9-96 

4-88 

1-37 

1-60 

3-71 

2-27 

310 

Ground   ginger  \ 
(commercial    .  / 

[max. 

11-83 

15-40 

9-37 

1-21 

3-57 

6-47 

3-48 

3-84 

0-33 

9 

|min. 

10-39 

4-54 

4-42 

0-41 

1-43 

2-05 

1-43 

1-72 

013 

(mean 

11-32 

10-36 

6-18 

0-81 

2-11 

4-50 

2-46 

2-96 

0-24 

(max. 

12-07 

14-06 

4-33 

1-07 

1-49 

2-70 

M3 

1-90 

0-15 

Exhausted  ginger 

10 

I  min. 

11-05 

2-57 

1-79 

0-69 

0-10 

1-41 

0-43 

0-61 

0-04 

(mean 

11-62 

7-89 

3-20 

0-77 

0-76 

2-06 

0-49 

1-08 

0-09 

The  most  useful  determinations  for  the  j  ginger  may  be  detected  by  the  microscope, 
detection  and  estimation  of  exhausted  ginger  |  The  unsymmetrical  cross  observed  when  ginger 
are  the  ash  soluble  in  water,  the  alcoholic  extract  j  starch  is  viewed  under  polarised  light  distin- 
after  extraction  with  ether,  and  the  cold  water  j  guishes  it  at  once  from  wheat, 
extract,  and  these  may  with  advantage  be  ;  Capsicum  may  be  detected  by  the  test 
supplemented  by  the  light  petroleum  extract  j  suggested  by  Garnett  and  Grier  (Pharm.  J. 
or  the  methyl  alcohol  extract  and  a  determination  1909,  441),  based  on  the  fact  that  the  pun- 
of  the  potash,  llicroscopical  examination  is  of  gent  flavour  of  gingerol  is  destroyed  by  heat- 
no  assistance  and  the  taste  and  smell  of  the  ing  with  alkalis  whereas  that  of  capsicum  is 
sample  are  of  limited  utility  on  account  of  the  i  not. 

great  variations  in  strength  of  the  diiferent  The  United  States  Department  of  Agriculture 
kinds  of  ginger.  ,  has  iixed  the  following  .standard  for  ginger  :  the 

Nolegitiraate  manufacturing  operation  affects  !  starch  (by  diastase  method)  shall  not  be  less 
the  analytical  results  sufficiently  to  cause  any  I  than  42  p.c,  the  crude  fibre  not  over  8  p.c,  the 
trouble  (Clayton,  I.e.),  but  it  must  be  borne  in  ,  total  ash  not  over  8  p.c,  the  lime  not  over  1  p.c. 
mind  that  the  method  by  which  the  sample  has  |  and  the  ash  insoluble  in  HC'l  not  over  3  p.c. 
been  extracted,  of  which  the  analyst  is  usually  The  Pharmaceutical  Codex  provides  that  the 
ignorant,  considerably  affects  the  analytical  j  volatile  oil  shall  be  between  1  and  3  p.c.,  the  ash 
results.  (For  the  effect  of  exhaustion  with  !  between  3  and  5  p.c,  and  the  aqueous  extract 
alcohol  of  different  strengths,  .see  Liversedge,    not  under  10  p.c.  C.  H.  C. 

Pharm.  J.  1896,  ii.  112,  and  for  information  as  ;      GINGER  GRASS  OIL  v.  Oils,  Essential. 
to  methods  of  extraction  actually  employed  by  .      GINGER,  OIL  OF.  v.  Oils,  Essential. 
ginger  beer  manufacturers,   &c.,  .see.  Analyst,        GINGKOIC  ACID  CagHi-  COOH,  m.p.  35°. 
J8.93,  8,  200.)  Ls  obtained  from  the  fruit  of   Oinhjo  hilolui 

The  starchy  substances  likely  to  ho  added  to    (l,inn.)  (Schwarzenbach,  J.  1857,  .529). 
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GLASS.     Glass   may    be    regardeil   as    a  j 
solid  solution  of  various  silicates  of  indefinite 
composition,  produced  by  the  fusion  of  silica  I 
with  two  or  more  metallic  oxides,  the  silica  ' 
acting  as  the  acid,  or,  more  strictly  speaking,  the 
anhydride,  and  the  oxide  or  oxides  as  the  base. 

Its  dominating  characteristic  is  an  entire  , 
absence  of  any  definite  molecular  structure  such 
as  is  found  in  crystalline  substances,  and  its 
mechanical,  physical,  and  chemical  properties  [ 
are  consistent  only  with  the  assumption  that  its 
molecules  present  the  same  indefinite  arrange-  | 
ment  as  is  found  in  liquids  and  colloid  bodies. 
Vitreous  substances  are  therefore  characterised 
by  the  fact  that  there  is  no  distinct  boundary 
between  the  solid  and  liquid  condition,  the 
process  of  congelation  of  molten  glass  involving 
no  critical  change,  but  merely  a  gradual  increase  I 
of  viscosity  until  this  becomes  so  great  that  the 
body  behaves  as  a  solid.    It  is  this  property  of 
gradual  stiffening  which  gives  glass  many  of 
its  valuable  industrial  properties ;  the  lack  of  co-  j 
hesion  incidental  to  such  a  state  accounts  for  | 
its  familiar  property  of  brittleness. 

A  further  characteristic  of  glass  in  general  is 
transparency,  but  although  this  is  one  of  its 
most  valuable  properties  for  the  great  majority 
of  purposes,  it  is  by  no  means  universal,  opaque 
and  translucent  glass  being  extensively  used. 

History.  Glass  of  a  crude  type  was  known 
and  employed  in  the  arts  at  a  very  early  period, 
but  no  reliableinformation  as  to  its  production  and 
manipulation  is  available  earlier  than  1400  B.C. 
The  method  of  preparing  and  workincc  glass 
at  this  time  is  known  with  certainty  from  the 
discovery  of  remains  of  furnaces  and  workshops  ! 
l)y  Flinders  Petrie  atTel-el-Amarna.  The  manu- 
facture was  confined  to  the  production  of  rods  and 
i)eads,  and  small  vases  formed  by  dijjping  a  clay 
core  into  molten  glass,  working  the  surface  into 
sliape,  and  subsequently  removing  the  core. 
The  use  of  the  blowpipe,  which  rendered  the 
production  of  vessels  of  large  size  possible,  was 
not  discovered  until  considerably  later — it 
was  not,  in  fact,  until  the  time  of  the  Roman 
Emijire  that  glass  became  an  article  of  domestic  j 
and  industrial  Tise ;  but  at  the  dawn  of  the 
Christian  era  the  manufacture  had  been  developed 
to  an  extraordinary  extent ;  nearly  every 
department  of  glass  manufacture  can,  in  fact,  be 
traced  back  to  this  time. 

Roman  glass  was  almost  invariably  of  the 
soda-lime  type,  rich  in  silica  ;  the  manufacture 
degenerated  greatly  in  mediaeval  times,  owing  to 
the  use  of  crude  wood  ashes,  which  produced  a 
potash  lime  glass  very  low  in  silica  and  with 
excess  of  lime  and  magnesia. 

It  is  probable,  however,  thnt  the  Venetians 
continued  the  Roman  tradition  of  importing 
niituial  sodium  carbonate  (natron)  for  glass 
making,  which  enabled  them  to  produce  glass 
of  finer  quality,  and  may  account  to  some  ex- 
tent for  their  pre-eminence  in  this  art — the 
island  of  Murano  being  the  chief  centre  of  glass 
making  throughout  the  media'val  period. 

The  earliest  reliable  record  we  have  of  the 
manufacture  of  glass  in  England  dates  from  1230, 
when  we  find  the  glass  industry  established  on 
the  biirder  of  Sus.sex  and  Surrey.  This  locality 
remained  the  sole  centre  of  glass  making  in  I 


this  country  until  t  he  time  of  Elizabeth,  when 
the  restrictions  on  the  use  of  timber  for  fuel 
caused  its  gradual  decline. 

The  introduction  of  coal  as  a  fuel  resulted 
indirectly  in  the  discovery  of  lead  or  flint  glass, 
which  was  first  manufactured  in  Lfindon, 
probably  about  the  end  of  the  seventeenth 
century. 

The  manufacture  of  glass  was  considerably 
hampered  by  Excise  regulations  until  184.5, 
when  the  tax  was  removed.  (See  Excise  ( 'omm. 
Rept.  13,  Glass,  1835.) 

COMFOSITION. 

I'he  constituents  of  glass  may  be  summari.«ed 
thus  : 

A.  Acids. 

1.  Silicon. 

2.  Boron. 

3.  Phosphorus. 

B.  Bases  : 

1.  The  R„'0  group,  Na^O.  K>0  ; 

2.  The  R"0  group,  CaO,  MgO,  BaO,  ZnO 
MnO ; 

3.  The  R."'03  group,  AUG.,,  Fe.Gg  ; 

4.  PbO  (and  occasionally  TlaO). 

C.  tlonstituents  occurring  in  coloured  glass  : 
Metallic  gold,  silver,  copper;  carbon  ; 
Sulphides  of  sodium  and  calcium  ; 
Fluorides  of  calcium  and  aluminium  • 
Oxides  of  Co,  Ni,  Cr,  Sn,  On,  U. 

Simple  silicates.  Before  considering  mix- 
tures of  silicates,  it  is  advisable  to  discuss 
shortly  the  properties  of  the  simple  silicates,  a 
mixture  of  which  forms  glass.  These  may  be 
rouglily  divided  into  two  groups  : 

1.  Those  with  a  sharply  defined  melting-point 
and  small  viscosity,  which  are  only  stable  in  the 
crystalline  state,  and  do  not  form  glasses ;  the 
compound  silicates  of  the  lime  and  iron  groups 
are  of  this  type. 

2.  Those  which  have  an  indefinite  melting- 
point,  a  viscous  state  intervening  between  the 
solid  and  liquid  ;  in  which  the  solidifying-point 
is  lower  than  the  fusion-iJoint.  These  silicates 
form  glasses,  and  comprise  typically  the  alkali 
silicates. 

Silicates  of  the  alkalis. — These  are  the  most 
fusible  of  aU  the  silicates.  By  fusing  silica  with 
two  or  three  times  its  weight  of  potash  or  soda, 
a  homogeneous  transparent  mass  is  obtained, 
which  dissolves  completely  in  cold  water.  If 
the  weights  of  silica  and  of  soda  and  potash  are 
equal,  the  resulting  compound  is  still  easily 
fusible,  but  it  is  no  longer  completely  soluble. 
As  the  proportion  of  silica  rises,  the  product 
fuses  at  an  increasingly  high  temperature  ;  these 
silicates  do  not  crystalhse  even  if  cooled  slowly. 

Silicates  of  ralciiim  and  barium. — These 
silicates  molt  only  at  very  high  temperatures. 
The  most  fusible  contain  silica  and  base  in  such 
projiortion  that  their  oxygen  ratio  is  1  :  3  ;  such 
a  compound  fuses  at  a  red  heat  approaching 
whiteness.  The  resulting  substance  is  crystal- 
line when  cold.  With  larger  proportions  of 
silica,  complete  fusion  can  be  induced  only  at 
the  temperature  of  the  oxy-hydrogen  flame. 
'Jliey  are  slowly  attacked  by  water. 

Silicates  of  nhimina  and.  of  magnesia  are 
generally  present  in  glass  as  impurities.  When 
pure  they  cannot  be  fused  ;it  a  lower  tempera- 
ture than  that  of  the  oxy-hydrogen  flame. 
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Sil'icnies  of  iron  and  of  manganese  are  often 
jii  psent  in  glass  in  small  amount,  either  as  im- 
]niritics  or  to  iinjiart  eolom-.  They  melt  much 
iiKiro  readily  than  the  silicates  of  lime  and 
baryta.  Those  with  the  formula)  KeSiO,  and 
MnSiO^  melt  at  a  bright  red  heat.  All  of  these 
crj'stallise  if  cooled  slowly. 

Silicates  of  lead. — These  silicates  fuse  the 
more  easily  the  more  lead  oxide  they  contain. 
The  one  of  the  formula  PbSiO.,  melts  at  a 
bright  red  heat,  and  is  somewhat  yellow  in 
colour.  They  crystallise  only  if  cooled  very 
slowly.  On  crystallisation  the  following  com- 
pounds have  been  identified :  SPbO.SiO^ ; 
2PbO,SiO., ;  PbO,2Si02,  and  PbO,SiO.,.  The 
orthosilicate  crystallises  more  readily  than  the 
metasilicate. 

Mixtures  of  silicates  melt  at  a  lower  tem- 
perature than  the  mean  melting-point  of  their 
constituents,  and  often  at  a  lower  temperature 
than  any  one  constituent.  Those  containing 
alkalis  lose  alkali  by  volatilisation  if  kept  for  a 
long  time  at  a  high  temperature,  and  the  melt- 
ing-point rises.  At  the  same  time,  mixtures  of 
silicates  are  more  stable  than  the  simple  silicates 
of  which  they  are  composed.  When  combined  in 
proper  proportions,  a  glass  is  formed  which  is, 
therefore,  readily  fusible,  and,  at  the  same  time, 
only  slightly  attacked  by  water  and  acids. 

Classification. — Taking  into  consideration  the 
large  number  of  substances  available,  and  the 
fact  that  no  definite  proportions  are  necessary, 
a  very  wide  range  of  glasses  of  different  composi- 
tions is  possible  in  theory. 

In  practice,  however,  the  great  majority  of 
glasses  may  be  referred  to  one  or  other  of  a  few 
main  types  which  may  be  classified  thus  : 

A.  Glass  in  which  the  acid  is  entirely  silica, 
combined  with  two  or  more  bases,  one  of  which 
is  an  alkali. 


1.  Soda-lime  gla.s.s  :  this  type  is  very  exten- 
sively employed  for  window  glass,  chemical 
glassware,  bottles,  &c.  The  precise  composi- 
tion varies  in  diifercnt  cases,  CaO  is  sometimes 
partially  replaced  by  BaC),  anil  a  small  amount 
of  alumina  is  generally  present. 

(This  type  is  generally  referred  to  as  '  crown 
glass  '  in  scientific  work,  although  this  name 
properly  signifies  a  particular  process  of  manu- 
facture.) 

2.  Soda-lime-alumina  glass  :  this  is  chiefly 
used  for  beer,  wine,  and  spirit  bottles,  owing  to 
its  strength  and  insolubility. 

3.  Potash-lime  glass  :  generally  known  as 
Bohemian  glass  :  used  for  hollow  ware. 

4.  Potash-lead  glass  (generally  known  as 
'flint'  glass;  in  France  it  is  known  as  'crystal'). 
Used  extensively  in  the  manufacture  of  hollow 
ware,  bottles,  and  optical  glass. 

B.  Glass  containing  other  acids  in  addition 
to  silica  : 

1.  Boro-silirate  '  crown  '  :  Type  Al  with 
silica  partially  replaced  by  B.^Oj ;  used  for  optical 
glass,  thermometer  tubing,  and  laboratory  ware. 

2.  Boro-silicate  '  flint '  ;  Type  A4  with 
silica  partially  replaced  by  BjOg;  used  for 
optical  glass,  in  the  manufacture  of  enamels, 
'  .strass  '  for  imitation  gems,  &e. 

3.  Phosphor  glass,  in  which  the  silicon  is 
partially  replaced  by  phosphorus. 

C.  Glass  containing  no  silicon : '  borate '  and 
'  phosphate '  glasses  are  occasionally  used  in 
optical  work. 

D.  Simple  silicates,  consisting  of  sQica  and 
alkali  only.  This  type  is  soluble  in  water,  and 
is  known  as  soluble  or  water  glass. 

E.  Quartz  glass,  consisting  of  pure  silica  in 
the  amorphous  state. 

Table  I.  gives  detailed  analyses  of  some 
typical  examples : — 


Table  1. 


Acid 

E.,0 

EG 

Type 

AI2O3 

Fe^Og 

PbO 

Misc. 

B2O3 

Na^O 

CaO 

MgO 

BaO 

Al 

Koman  sheet  and>^ 
hollow  ware  { 

69-0 

17-34 

0-59 

7-09 

1-11 

1-89 

0-87 

0-70 

Table  glass 

70-4 

9-13 

8-66 

10-00 

1-51 

Baryta  '  crown ' 

71-4 

.3- 13 

3-53 

7-78 

9-52 

ZnO  4-5 

English  sheet 

72-0 

13-00 

13-00 

2-0 

French  sheet  . 

71-9 

13-10 

13-60 

1-4 

Plate  . 

71-8 

11-10 

15-70 

1-26 

0-14 

Pressed  glass  . 

70-68 

18-38 

5-45 

4-17 

0-33 

0-20 

A2 

Bottle  glass  . 

69-15 

12-17 

15-38 

2-38 

0-69 

Do.  champagne 

61-90 

6-16 

l-]3 

17-95 

6-38 

4-41 

1-85 

A3 

Mediieval  sheet 

.■i4-01 

1-70 

13-20 

17-.37 

5-33 

2-41 

0-81 

P2O5  418 

Bohemian  ware 

71-6 

J  5-0 

10-00 

1-2 

2-2 

A. 

Ordinary  flint 

.'')3-17 

13-88 

32-95 

Dense  flint 

38-2 

7-80 

1-0 

.53-8 

Baryta  flint  . 

65-6 

3-27 

1-23 

6-47 

9-97 

r(l3 

ZiiO  12-2 

Fusible  enamel 

33-54 

8-20 

3-70 

54-.')!) 

Bl 

Boro-siJicategange  ( 
alass  .       .  (■ 

71-90 

12-0 

11-00 

5-0 

Thermometer  glass! 
(.Tena)        .  / 

67-5 

2-0 

14-00 

7-0 

2-5 

ZnO  7-0 

X-ray  glass  . 

39-6 

30-0 

10-00 

20-0 

A?408  0-4 

C 

Phosphate  crown  . 

4-98 

14-8 

11-6 

11-3 

P.,05  56-6 

Borate  flint  . 

66-3 

4-12 

11-0 

6-87 

ZnO  12-6 

B 

Water  glass  . 

60-3 

39-70 

Rational  formula.- — As  the  bases  differ  in 
molecular  weight,  the  percentage  composition  of 
glass  does  not  immediately  .suggest  its  chemical 
relations  ;  for  .some  purposes  it  is  more  useful  to 
etmipare  the  ratio  of  the  oxygen  in  the  silica 


to  that  in  the  bases.  This  is  easily  done  by 
multiplying  the  percentage  of  each  constituent 
by  the  proportion  of  oxygen  in  its  molecular 
weight ;  the  factors  arc :  .silica,  0-530 ;  lime, 
0-285;  baryta,  0-104  ;  lead  oxide,  0-072  ;  potash, 
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0-170  ;  Hoda,  0-258  ;  thu  total  amount  of  oxygtsii 
in  eacli  group  of  bases  is  then  found  by  addition, 
and  its  ratio  to  that  in  the  silica  determined. 

Constitution. — Tlie  fact  that  powdered  glass 
can  be  fractionated  by  means  of  elutriation  or 
specific  gravity  solutions  into  portions  ol 
different  density  and  composition,  and  that  by 
surface  etching  with  HF  micro-crystalline 
structure  can  be  developed,  has  led  some  ob- 
servers to  hold  that  glass  is  a  homogeneous 
mixture  of  silicates  rather  than  a  soliition.  The 
great  majority  of  facts  are,  however,  only  con- 
sistent with  the  view  that  it  is  a  congealed  solu- 
tion. It  has  been  shown,  for  instance,  that  the 
fusion-point  is  lower  than  that  of  a  mixture  of 
crystalline  silicates  of  the  same  composition, 
and  that  the  electrical  conductivity  decreases 
iniiformly  as  molten  glass  cools,  there  being  no 
lircak  between  the  solid  and  liquid  state,  as  in 
the  case  of  crystalline  silicates. 

CoLouEBD  Glass. 

Any  of  the  types  of  glass  considered  may  be 
produced  in  an  endless  variety  of  colours  by 
the  addition  of  a  small  quantity  of  one  or  more 
metallic  compounds. 

The  same  material  does  not  produce  the 
same  colour  in  aU  glasses,  the  colour  varying  with 
the  composition ;  the  state  of  combination  of 
the  metal  introduced  also  influences  the  colour 
produced  to  a  considerable  extent. 

Coloured  glasses  may  be  divided  into  two 
classes  : 

1.  Those  in  which  the  colour  is  introduced 
by  a  coloured  compound  of  the  metal  in  a  state 
of  solution  in  the  glass  ;  in  this  case  the  intensity 
of  the  colour  is  proportional  to  the  concentration 
of  tlie  solution  of  colouring  material. 

2.  Those  in  which  the  colour  is  due  to  the 
optical  effect  of  minute  particles  held  in  suspen- 
sion by  the  glass  ;  here  the  colour  depends  upon 
the  size  and  distribution  of  the  particles. 

Iron  in  the  ferrous  state  produces  a  green 
colouration.  Small  quantities  of  iron  are 
always  found  as  an  impurity  unless  special 
precautions  are  taken  to  exclude  it,  so  that 
common  glass  is  shghtly  green  in  colour,  the 
colour  being  bluer  in  the  case  of  potash  than  in 
soda  glasses.  If  oxidised  to  the  ferric  state,  the 
colour  produced  is  yellow  and  of  less  intensity. 
About  2  p.o.  of  iron  will  produce  a  strong  green 
or  yellow  colouration,  according  to  the  state  of 
oxidation. 

Manganese  produces  a  range  of  colours  from 
amethyst  to  violet,  according  to  the  composition 
of  the  glass  ;  the  full  colour  is  only  developed 
when  the  manganese  is  in  a  fully  oxidised  con- 
dition (Mniv),  and  can  be  altered  or  chscharged 
by  introducing  reducing  substances. 

White  glass  containing  manganese  is  often 
turned  deep  purple  by  prolonged  exposure  to 
actinic  light,  and,  conversely,  the  colour  of  this 
purple  glass  can  be  discharged  by  heating  to  the 
softening-point.  Manganese  is  frequently  added 
to  white  glass  to  correct  the  slight  green  tint 
due  to  iron  as  an  impurity,  the  colour  produced 
))y  manganese  being  complementary  to  that  of 
iron. 

By  adcUng  manganese  and  iron  together  in 
considerable  quantity,  amber  and  brown  glass  is 
l)rofluced,  and  if  the  quantity  is  greater  than  the 
Vol.  II.—?'. 


glass  can  dissolve,  the  excess  remains  in  suspen- 
sion, producing  black  glass. 

Cobalt  produces  an  intense  colouration  in  all 
types  of  glass,  0-1  p.c.  being  sufficient  to  produce 
j  a  strong  blue,  and  a  pale-blue  resulting  from 
I  even  0-01  p.c.  The  colour  is  very  little  affected 
by  the  composition  of  the  glass  or  state  of 
oxidation  of  the  metal. 

Nickel  exerts  a  powerful  colouring  influence 
on  glass,  the  colour  varying  considerably,  how- 
ever, with  the  composition  of  the  glass  and  the 
state  of  oxidation  of  the  metal.  On  accoinit  of 
the  uncertainty  in  its  action,  nickel  is  not  very 
muc^h  used  in  practice. 

Chromium  produces  various  tints  of  green, 
and  is  a  very  useful  and  extensively  employed 
colouring  agent,  as,  like  coljalt,  the  colour  is 
little  affected  by  the  condition  of  working. 

Chromium  is,  however,  only  shghtly  soluble 
in  glass,  and  if  added  to  the  extent  of  more  than 
about  4-.5  p.c.  the  excess  separates  out  on  cool- 
ing, producing  an  opaque  green  glass.  It  is 
possible,  however,  by  careful  manipulation,  to 
get  the  oxide  to  separate  out  in  the  form  of 
crystalline  flakes  ;  we  then  have  a  translucent 
green  glass  filled  with  minute  spangles,  known 
as  Chromium  Aventurinc  (comp.  Copjjcr). 

It  is  said  that  a  blue  colouration  can  be  pro- 
duced with  chromium  in  the  case  of  glasses  rich 
in  barium  and  alumina. 

Copper  produces  a  wide  range  of  colours.  If 
fuUy  oxidised,  it  forms  soluble  silicates  which 
give  an  intense  green  or  blue  colour,  according 
to  the  composition  of  the  glass  ;  but  if  addeil 
with  a  reducing  agent,  the  copper  can  be  pre- 
cipitated in  the  metallic  state,  distributee!  as 
minute  particles  throughout  the  glass,  which 
then  becomes  coloured  ruby-red,  owing  to  the 
reflection  of  light  of  sliorter  wave  length  than 
red  by  these  minute  particles. 

It  is  a  matter  of  some  skill  to  obtain-  the 
right  condition  of  division  and  suspension  to 
produce  this  effect ;  if  the  particles  become  too 
large  and  unevenly  distributed,  a  streaky  opaque 
red  is  produced,  resembling  sealing  wax,  and 
known  as  Hicmatinoii,  whilst  under  certain 
conditions  it  is  possible  to  obtain  the  particles 
of  visible  size,  when  they  appear  as  minute 
spangles,  producing  what  is  known  as  ''  Avm- 
t urine  '  glass. 

Gold  forms  colourless  compounds  with  glass, 
but  these  are  very  unstable,  and  the  gold  can 
only  be  kept  in  solution  by  sudden  cooling.  If 
cooled  slowly  or  if  the  rapidly  cooled  colourless 
glass  is  reheated  to  the  softening-point,  metallic 
gold  is  precipitated,  and  acts  in  the  same  way  as 
the  metallic  copper  described  above,  producing 
a  fine  ruby  colour. 

The  ruby  is  more  easy  to  obtain  and  regulate 
than  in  the  case  of  copper,  as  there  is  not  the 
danger  of  oxidation  to  contend  with.  Tlie 
quantity  of  gold  required  is  very  small,  O-Ol  p.c. 
being  the  limit  of  solubility. 

Silver  acts  in  a  similar  manner  to  gold,  but 
the  particles  transmit  yeUow  light.  The  silver 
is  readily  absorbed  by  the  glass,  and  tliis  is 
taken  advantage  of  to  colour  sheet  glass  yellow 
by  penetration. 

If  glass  be  painted  with  any  salt  of  silver  and 
heated,  the  glass  absorbs  a  certain  amount  of 
silver  at  a))out  400°,  and,  on  further  heating 
to   about    800°,   the    compound    so  formed 
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decomposes,  and  the  silver  is  precipitated,  pro- 
ducing what  is  technically  known  as '  Silver  xtain.' 

The  temperature  of  combination  and  pre- 
cipitation varies  with  the  composition  of  the 
glass,  potash-lime  glass  low  in  silica  producing  the 
richest  colour  ;  with  hard  glasses  the  silver  is 
not  readily  absorbed,  and  with  some  composi- 
tions it  precipitates  very  rapidly,  the  particles 
assuming  visible  dimensions,  with  the  result  that 
the  transparency  of  the  glass  is  impaired,  and 
in  extreme  cases  a  film  of  metallic  silver  appears 
on  the  surface. 

Carbon.  Glass  is  coloured  yellow  from  sus- 
pended 2'ai'ticlcs  of  finely  divided  carbides, 
])roduc('d  by  introducing  carbon  uito  the 
composition,  in  the  same  manner  as  by  silver 
and  gokl. 

Sulphur  produces  a  greenish-yellow  coloura- 
tion by  combining  with  the  alkali  and  lime  in 
the  glass  to  form  coloured  sulphides.  The 
addition  of  7-10  p.c.  of  sulphur  yields  a  black 
glass  known  as  '  hijidillicj'  It  is  jirobably  due  to 
the  formation  of  a  trace  of  iron  sulphide. 


In  the  case  of  both  carbon  and  sulphur  the 
colouring  effect  only  applies  to  those  glasses 
free  from  lead,  which  would  be  thrown  out  of 
solution  by  reduction  to  metallic  lead  in  the 
one  case  and  sulphide  in  the  other. 

Selenium,  which  is  closely  allied  to  sulphur, 
produces  colouration  in  the  same  manner,  the 
colour  produced  being,  however,  a  pale  rose-red. 
The  production  of  the  colour  depends,  to  a  large 
extent,  on  the  composition  of  the  glass  and  the 
conditions  of  working;  the  replacement  of  calcium 
by  barium  greatly  faciUtates  its  formation. 

Uranium  produces  a  characteristic  fluores- 
cent yellow  colour,  especially  in  jjotash-Umo 
glass,  wliich  is  employed  in  the  proihiction  of 
fancy  glassware.  With  soda-lime  glass  the 
fluorescence  is  less  marked,  and  it  is  not  pro- 
duced in  lead  glass. 

Antimony  in  the  form  of  lead  autimoniate 
produces  an  opaque  yellow  colouration  in  the 
case  of  lead  glasses  only. 

Table  II.  gives  a  summary  of  the  ajiplication 
of  these  principles  : — 


Table  II. 


Iron  Fei' 
FeUJ 
ManKancsc. 


Mill' 
Mn'^' 


Potash-lime  glass 


Cobalt  . 
Nickel  . 
Chromium 
Tin 

Copper  C'u'i 

„  uncombined 
Gold,  ,, 
SUver, 
Carbon  . 
Sulphur  . 
Selenium 
Uranium 
Antimony 


Greenish  blue 
YeUo\vish  green 

Amethyst 
Violet  blue 
Amethyst 
Yellow  green 
Opal 
Pale  blue 
liuby 
liose-ruby 
Orange 
Pale  yellou' 
Pale  yellow 
Rose 

Dichroic  yellow 


Soda-lime  glass 


Bluish  green 
Greenish  yellow 

Reddish  violet 
Violet  blue 
Reddish  brown 
Grass-green 
Opal 

Greenish  blue 
Ruby 
Rose-ruby 
Deep  yellow 
Pale  yellow 
Pale  yellow 
Rose 

Yellowish  green 


Lead  glass 


Yello^vish  green 
YeUow  green 

Reddish  violet 
Spectrum  blue 
Purple 

Reddish  green 

Opal 

Green 

Ruby 

Rose-ruby 

Deep  yellow 


Rose 
Topaz 

Opaque  yellow 


These  various  elements  may  be  combined 
together  in  a  glass  in  almost  any  proportions  to 
produce  intermediate  colours,  and  the  range  of 
colours  available  in  modern  practice  is  therefore 
practicallj'  unlimited,  both  in  tint  and  tone. 
As  with  many  solutions  of  coloured  salts,  the 
tint  of  a  glass  does  not  always  remain  the  same 
where  the  glass  varies  in  thickness,  but  varies  in 
quality  as  well  as  in  tone ;  cobalt  blue  glass, 
for  example,  in  thin  layers,  transmits  a  consider- 
able proportion  of  red  light,  which  is  absorbeil 
by  thicker  pieces. 

The  colour  of  glass  is,  in  many  cases,  modified 
by  prolonged  exposure  to  actinic  light,  radium 
emanation,  and  X-rays.  Thus,  Sir  William 
Crookes  has  instanced  (Proc.  Roy.  Soc.  74,  524) 
white  table  glass  which  has  become  deep  purple 
by  exposure  to  the  sun  in  Chile,  this  being 
probably  due  to  the  oxidation  of  manganese  in 
the  glass. 

Soda-lime  glasses  are  coloured  blue  by 
radium  emanation  and  X-rays,  and  potash-lime 
brown,  whilst  lead  glass  becomes  cloudy. 

Ancient  window  glass  often  becomes  sL'ghtly 


opalescent,  owing  to  the  liberation  of  calcium 
phosphate  on  prolonged  exposure  to  the  sun, 
as  this  glass  generally  contains  a  conisidcrablc 
content  of  phosphorus. 

Translucent,  opal,  and  opaque  white  glass  may 
be  made  by  means  of  the  following  mixtures  : — 

Tin-enamel.  Lead  and  tin  are  heated  to- 
gether ;  sometimes  equal  parts  are  employed,  or 
as  little  as  15  parts  of  tin  to  100  parts  of  lead. 
The  metals  oxidise,  and  the  glass  is  produced 
by  fusing  together :  sand  100  parts,  pure 
potash  80  parts,  mixed  oxides  of  tin  and  lead 
200  parts. 

Arsenic-enamel.  Sand  100,  potash  I(i, 
lime  6,  red  lead  130,  saltpetre  i,  white  arsenic 
10  parts  ;  or  sand  100,  red  lead  200,  potash  CO, 
white  arsenic  30  parts. 

Calcium  pliosphate,  or  bone-ash,  makes  glass 
turbid  and  white  ;  thus  :  sand  100,  soda-ash 
45,  slaked  lime  10,  Vjone-ash  6,  arsenious  oxide 
3  parts.  A  smaller  proportion  of  bone-ash  (2-4 
p.c.)  gives  an  opal  glass.  Such  glass  transmits 
rcfldish  light.  It  jnay  also  be  made,  using  red 
lead,  thus:  sand   100,  potash  25,  red  lead  75, 
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bone-ash  8  parts.  The  addition  of  arsenious 
oxide  to  one  of  the  above  mixtures  increases  the 
fusibility  while  decreasing  the  transparency. 

Fluorides  also  produce  opacity.  Glass 
rendered  opalescent  by  them  does  not  transmit 
red  light,  but  is  pure  mills-white.  A  mixture 
giving  good  results  is:  sand  100  parts,  red  lead 
32-35,  potash  27-28,  fluorspar  14-16.  Cryolite 
may  also  be  employed,  but  the  glass  is  apt 
to  devitrify  owing  to  tho  excess  of  alumina 
nitroduced.  The  ordinary  mixture  consists  of: 
sand  100,  soda-ash  14-6,  cryolite  14-6,  chalk 
0  parts.  Sodium  fluoride  may  be  substituted, 
thus :  sand  100,  sodium  fluoride  (containing 
10  p.c.  of  carbonate)  21,  soda-ash  3,  china- 
clay  10,  and  chalk  7  parts.  Such  opalescent 
glass  is  much  used  for  lamp-shades,  for 
thermometer  scales,  and  for  ornamental  work. 
Another  variety  may  be  produced  by  aid  of 
zinc  oxide  together  with  cryolite,  thus  :  sand 
100,  cryolite  40,  zinc  oxide  10  parts.  Alabaster 
glass,  a  substance  which  closely  resembles 
alabaster  in  its  translucency  and  surface,  may 
be  made  by  the  following  mixture  :  sand  100, 
soda-ash  42,  asbestos  20,  talc  20  parts. 

Properties. 
The  two  most  valuable  properties  of  glass, 
as  already  indicated,  are  : 

1.  Transparency. 

2.  Rigidity  at  ordinary  temperatures,  passing 
to  plasticity  at  high  temperatures. 

This  combination  of  properties  is  common  to 
only  a  few  colloidal  substances,  and  vitreous 
materials  are  unique  in  possessing  the  further 
advantage  of  hardness  and  resistance  to  chemical 
change. 

Physical  properties.  TransjMrena/. —  The 
great  value  of  glass  lies  in  the  fact  that  it 
transmits  practically  the  whole  of  the  visual 
spectrum  in  equal  amount ;  it  does  not,  liow- 
over,  transmit  the  whole  of  the  light  falling 
on  it,  a  certain  portion  is  reflected  at  the 
surface  of  entry,  and  a  further  portion  absorbed 
during  passage  through  the  glass.  In  the 
purest  '  white '  glass  this  absorption  is  very 
small,  and  practically  uniform  for  rays  of 
difierent  wave  length,  as  far  as  the  visual 
spectrum  is  concerned,  but  is  never  entirely  so ; 
even  the  best  glass,  therefore,  shows  a  slight 
colour  when  a  considerable  thickness  is  examined. 

'This  selective  absorption  can  be  modified  so 
as  to  produce  coloured  glass  by  varying  the 
composition,  as  already  described.  Ordinarv 
glass  is  to  a  large  extent  opaque  to  ultra-violet 
and  infra-red  light ;  this  absorption  varies  a 
great  deal,  according  to  composition,  being  least 
in  pure  quartz  glass,  and  greatest  in  glasses  of 
high  specific  gravity  containing  lead,  the  latter 
being  opaque  to  X-rays. 

Special  glasses  are  now  made  transparent  to 
particular  portions  of  the  spectrum  ;  thus  UV 
glass  is  transparent  far  into  the  ultra-violet, 
whilst  another  variety  is  made  so  as  to  be 
opaque  in  this  region,  transmitting  only  the 
visual  spectrum.  Special  glasses  are  also  made 
for  the  transmission  of  X-rays  (see  Table  of 
anah/ses). 

The  optical  properties  of  glass  are  of  great 
importance  ;  reference  is  made  to  them  below, 
under  Optical  glass . 

Density  varies  with  the  molecular  weight  of 


723 


the  constituents,  from  2-25  in  the  case  of  the 
lightest  borate  glasses  to  6-33  in  the  case  of  the 
heaviest  lead  and  barium  glasses.  The  average 
for  alkali-limo  glass  is  2-5,  and  for  flint  3-0. 

Mechanical  properties.  These  have  been 
very  little  investigated,  although  they  are  of 
considerable  importance  in  special  cases,  such 
as  large  sheets  of  plate  glass  which  have  to 
withstand  considerable  wind  pressure,  and  the 
gauge  glasses  of  high-pressure  boilers.  The 
tensile  strength  of  some  special  glasses  measured 
by  Winkelmann  and  Schott  was  from  2  to  5.1 
tons  per  sq.  inch,  and  the  crushing  strengtli 
3-8  tons  per  sq.  inch. 

The  mechanical  properties  vary  considerably 
with  the  composition  of  the  glass,  and  also  with 
the  manipulation,  more  particularly  the  rate 
and  conditions  of  coohug. 

Enrdmss  and  resistance  to  abrasion  is  a 
property  of  great  importance,  but  difficult  to 
determine  quantitatively,  and  \\n  reliable  data 
are  available.  Tt  varies  considerably  with  the 
composition ;  in  general,  it  is  directly  pro- 
portional to  the  content  of  silica,  lime,  and 
alumina,  and  inversely  to  the  content  of  lead 
and  alkali ;  a  high  content  of  lead  in  particular 
reduces  the  hardness  considerably.  Soda  glasses 
are  in  general  harder  than  potash  glasses. 
Hardness  varies  also  with  the  process  of  working 
and  is  increased  by  rapid  cooling  and  bad 
annealing. 

Expansion  varies  considerably  in  different 
glasses.  The  mean  cubical  expansion  of  soda- 
lime  glass  is  0-000023  to  0-000027. 

The  relative  expansion  becomes  of  great 
importance  when  two  different  glasses  have  to 
be  fused  together,  as  in  the  case  of  flashed 
window  glass  and  the  decoration  of  glass  bv 
enamels,  and  also  where  glass  has  to  be  rigidly 
attached  to  metals,  as  in  the  case  of  electric 
lamps  and  enamelled  iron  ware.  In  most  glasses 
the  expansion  is  not  uniform,  and  special  glasses 
are  now  made  for  the  construction  of  accurate 
thermometers  where  such  a  defect  introduces 
serious  errors. 

Thermal  endurance.  The  lack  of  power  of 
withstanduig  sudden  heatmg  and  cooUng  is  one 
of  the  characteristic  defects  of  glass,  which 
limits  its  use  in  many  cases.  This  is  conditioned 
by  a  number  of  factors,  chiefly  by  the  low  tensile 
strength  and  elasticity  and  the  relation  bet\veen 
the  thermal  conductivity  and  expansion. 

The  endurance  is  higher  in  glass  ri(  h  in 
sihca  and  low  in  hnie  and  alumuia,  and  is 
greatest  in  pure  quartz  glass,  which  is  able  to 
withstand  extensive  variations  of  temperature 
without  fracture. 

Coefficient  of  elasticity:  flmt  glass:  Young's 
modulus,  5-5-6-00x1011;  simple  rigidity,  2<{- 

2-  4x10";  volume  elasticity,  3-4-^-2  X 10"; 
crystal:  Young's  modulus,  3-4-4-4x10"; 
simple  rigidity,  1  -2-1  -7x10";  volume  elasticity, 

3-  5-4-4x10".  These  are  in  the  C.G.S.  system 
of  units.  Velocity  of  sound  in  glass,  4-5'x  lO-'. 
Mean  specific  heat  between  0°  and  100° 
=0-1770;  between  0°  and  300°,  0-1900.  Con- 
diKiivity  for  heat,  0-0005-0-002.  Re.'<istancr. 
(electrical)  at  200°,  2-27  xlO^'-;  at  300°, 
1-39x10";  at  400°,  7-35xl0i3  (Everett's 
Ilustrations  of  the  C.G.S.  System  of  Units). 

Chemical  properties.  Glass  is  characterised 
by   bemg  exceedingly  stable  and  clieniically 
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inert  at  oiilinary  temperatures ;  this  is  a 
(letermuiiug  factor  iii  its  use  for  very  many 
purposes. 

The  chemical  resistance  is,  however,  by  no 
means  perfect,  and  is  dejDcndent  on  the  compo- 
sition, and  more  j)articularly  on  the  content  of 
alkali ;  it  may  be  considered  in  general  that  a 
glass  contaming  over  15  jlc.  of  alkali  is  not 
suitable  for  any  purpose  where  chemical  stabihty 
is  of  importance. 

Special  glasses  are  now  prepared  to  meet  the 
stringent  rcquLrcnicnts  of  chemical  laboratories, 
&G.,  as  regarils  stabihty.  In  general  it  is  found 
tJiat  the  boro-silicate  crowia  glasses  prove  the 
most  .suitable  for  this  purpose,  and  more 
particularly  those  containmg  zinc  and  a  muiimum 
of  alkali. 

The  resistance  of  glass  to  atmospheric 
iullucnce  is  a  matter  of  great  industrial  import- 
ance. This  action  is  a  very  complex  one, 
mvolvmg  attack  by  water,  alkahs,  and  acids 
combmed  \\ith  constant  variation  of  temperature 
and  mechanical  abrasion. 

Several  methods  have  been  proposed  for 
determining  the  resistance  of  a  glass  to  attack. 
The  most  useful  is  that  i)roposed  by  Myhus, 
iu  ■which  the  glass  is  exposed  to  the  action  of 
A\ater  for  a  definite  period,  and  the  amount  of 
action  determined  by  means  of  an  ethereal 
solution  of  iodo-cosin,  which  is  turned  pink  by 
the  liberated  alkali ;  the  intensity  of  the  colour 
thus  produced,  measured  by  a  colorimeter, 
expresses  the  degree  of  resistance.  The 
results  obtained  by  this  method,  although  not 
agreeing  with  practical  experience  in  all  cases, 
give  a  very  good  indication  of  the  weather- 
resisting  quahties  of  different  glasses  {see  Myhus, 
Zeitsch.  anorg.  Chcm.  1910,  67,  200). 

The  loss  of  weight  on  treatment  with  water 
or  with  N/lHCl,  under  given  conditions,  is  also 
employed  as  a  means  of  giving  information  on  this 
point. 

Action  of  uater  on  glass.  Pure  water  attacks 
aU  glass  by  extracting  the  alkali  to  a  certain 
extent ;  in  the  cold,  the  action  is  neghgible 
except  with  very  poor  glass.  The  action  in- 
creases wth  rise  of  temperature,  and  superheated 
water  becomes  an  active  corrodmg  agent. 

Ordinary  Bohemian  glass  heated  with,  dis- 
tilled water  in  an  autoclave  to  a  tem2>erature  of 
300°  is  entirely  decomposed  in  2  hours,  the 
alkah  being  extracted,  and  a  skeleton  of  calcium 
sUicate  in  the  shape  of  the  original  glass  remain- 
ing. The  action  of  water  on  glass  is  enhanced 
by  the  fact  that  aU  glass  is,  more  or  less,  hygro- 
scopic ;  this  property  increases  rapidly  with  an 
increase  in  the  content  of  alkah. 

Hydrolysis.  In  addition  to  acting  on  the 
surface  of  glass,  water  may  also  cause  a  change  of 
constitution  by  penetrating  and  combining  with 
the  glass,  probably  forming  hydrates  with  the 
sUicates  present.  This  action  frequently  takes 
place  with  glass  exposed  to  continual  d&mp  at 
ordinary  temx)eratures. 

Glass  which  has  been  buried  for  a  prolonged 
period  shows  this  change  ;  thus  Hausmann  has 
found  19  p.c.  of  combined  water  m  a  specimen 
of  decayed  Roman  glass  ;  the  writer  has  found 
that  ancient  window  glass,  which  has  been 
attacked  in  this  way,  whilst  showing  no  apparent 
change,  has  become  so  modified  in  constitution 
that  the  bases  can  be  entirely  extracted  by  cold 


dilute  hyiUochlorio  acid,  Icavhig  a  skeleton  of 
sUica  in  the  form  of  the  origmal  glass. 

Alkaline  solutions  attack  glass  more  ener- 
getically than  water  ;  they  act  by  first  combining 
with  the  sihca,  thus  setting  free  the  bases,  which 
are  dissolved  or  removed  by  the  water,  exposing 
a  fresh  surface  of  glass  for  attack. 

Dilute  acids  have  relatively  httlo  action  on. 
glass,  much  less  than  pure  water ;  strong  acids 
have  practically  no  action,  except  in  tlio  case 
of  glasses  of  the  type  in  which  silica  is  partially 
replaced  by  boric  or  phosphoric  acid.  The  only 
exception  to  this  rule  is  hydrofluoric  acid,  which 
rapidly  decomposes  all  types  of  glass  by  com- 
bining with  the  sihca  to  form  gaseous  fluorides  ; 
highly  basic  glasses  are  less  readily  attacked 
than  those  rich  in  silica. 

Devitrilication.  If  glass  is  maintained  for 
any  length  of  time  at  a  temperature  correspond- 
ing to  the  freezing-i)omt  of  any  of  its  con- 
stituent compounds,  these  will  tend  to  crystal- 
lise out  from  solution ;  when  glass  becomes 
crypto-crystalhne  in  this  manner,  it  is  said  to 
devitrify.  The  facUity  with  which  this  happens 
depends  on  the  composition  of  the  glass  j 
glasses  rich  in  lime  and  alumina  devitrify  very 
readily,  whilst  those  rich  in  alkali  or  lead  can 
be  maintained  at  the  critical  temperature  for  a 
considerable  time  before  the  crystallisation  takes 
place.  When  the  composition  of  the  glass  ia 
such  as  to  favour  the  formation  of  silicates 
freezing  at  a  temperature  at  which  the  glass  is 
sufficiently  hquid  to  aUow  free  motion  of  the 
molecules,  devitrification  takes  place  readily, 
and  such  a  glass  can  only  be  maintained  in  the 
amorphous  state  by  rapid  cooling  from  the 
temperature  at  which  crystaUisation  commences 
to  that  at  which  the  glass  becomes  sufficiently 
rigid  to  prevent  molecular  movement. 

In  the  trade,  glass  in  which  devitrification 
has  taken  place  is  known  as  '  Ambitty.'  Devi- 
trification is  sometimes  artificiaUy  hiduced,  as 
in  the  case  of  '  ambitty  sheet,'  a  sheet  glass  used 
for  decorative  purposes,  which  is  crypto- 
crystalhne,  containing  microscopic  crystals  of 
!  lime  and  aluminium  shicates. 

The  chemical  behaviour  of  glass  at  high 
tempieratures  has  to  be  taken  hito  account  by 
the  manufacturer  in  connection  wth  the  con- 
!  struction  of  the  melting  pots ;  a  glass  rich  in 
silica  will  dissolve  bases  from  its  surroundings, 
:  whilst,  on  the  other  hand,  glasses  rich  in  base 
'  attack  any  acid  material  with  which  they  come 
I  in  contact ;  the  denser  lead  glasses,  especially 
'  those  containing  boron,  for  example,  corrode 
very  rapidly  the  fire-clay  pots  m  which  they  are 
melted. 

I  Manufactuee. 

Materials  employed.  Silica.  The  principal 
!  source  of  silica  is  sand.  Only  the  purest 
!  varieties  of  white  sand  are  suitable  for  modern 
!  glass  making,  as  ordinary  sand  contauis  iron, 

which  imparts  a  greenish-yellow  colour  to  the 

glass. 

In  ancient  times  colourless  glass  was  almost 
unknown,  on  account  of  the  use  of  such  impure 
sand.  In  the  17th  century  ground  flint  wasa 
employed  as  the  source  of  sihca,  in  order  to 
get  over  this  difficulty  (hence  the  name  '  flint 
glass  '),  but  its  use  is  now  entirely  abandoned, 
as  deposits  of  sand  of  exceeding  purity  liavo 
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heen  exploited.  The  sands  of  Fontaineblcau 
an<l  Lippe,  for  example,  analyse  9!)'98  SiOj. 

(  ilassmakers'  sand  is  obtained  in  this  coinitiy 
Jrom  Lancasliiro,  whore  it  forms  shallow  beds  of 
great  extent,  lying  elosc  to  the  surface,  and  from 
Bedfordshire,  where  the  strata  vary  from 
40  to  50  feet  in  thickness.  Sand  from  Lynn  on 
the  east  coast  is  also  largely  used. 

For  window  glass  sand  containing  |-  'p.c.  of 
iroii  oxide  may  be  used  ;  but  for  crystal  and 
])lato  glass  only  a  trace  is  permissible.  The 
effect  of  iron  may  be  neutraUsed  to  some  extent 
by  addition  of  oxide  of  manganese.  In  Bohemia, 
quartz  is  pulverised  by  heating  it  and  drof)ping 
it  into  water,  and  subsequently  grindmg  in 
wooden  mortars  with  quartz  pestles. 

For  coarse  bottle  glass,  common  sand  con- 
taining as  much  as  2  p.c.  of  iron  may  be  used. 

Alkali.  The  Romans  used  natron,  a  native 
sodiiun  carbonate,  as  the  source  of  their  alkaU ; 
the  Venetians,  the  ashes  of  a  marine  plant  known 
as  kali.  In  the  north  of  Europe  and  in  this 
country,  the  ashes  of  inland  vegetation,  notably 
beechwood,  were  employed  as  a  substitute,  a 
very  impure  potash-lime  glass  being  thereby 
])roduced. 

The  use  of  sodium  carbonate  was  reintro- 
duced on  the  discovery  of  the  Le  Blanc  process 
for  producing  it  from  salt,  which  cannot  itself 
be  used  as  a  source  of  alkali,  as  sihca  wUl  only 
react  Avitli  it  at  a  temperature  above  its  boiliiag- 
])oint. 

In  1825  the  French  began  cautiously  to 
suljstitute  sodium  sulphate  for  carbonate,  the 
former  being  a  cheaper  material.  In  1831  Eng- 
lish manufacturers  followed  their  lead,  and  at 
present  sodium  sulphate  is  largely  used.  The 
sulphate  must  for  this  purpose  be  freed  from  all 
traces  of  iron  by  means  of  lime.  In  employing 
sodium  sulphate  it  is  customary,  but  not  essen- 
tial, to  add  carbon  in  the  form  of  anthracite 
coal,  or  charcoal,  to  deprive  the  sulphate  of  its 
oxygen.  This  is  only  possible  with  glass  free 
from  lead.  It  must,  however,  be  noted  that, 
although  sodium  sulphate  costs  only  about  half 
as  much  as  carbonate,  71  parts  of  the  former 
are  equivalent  to  53  parts  of  the  latter,  and, 
moreover,  the  sulphate  requires  a  much  higher 
temperature  to  react  with  the  sihca  than  the 
carbonate.  In  adding  carbon,  it  is  advisable 
to  reduce  the  sulphate  not  to  sulphide,  which 
would  colour  the  glass  yellow,  but  to  sulphite. 

Potash  is  invariably  employed  as  carbonate, 
generally  knowr  as  pearl-ash ;  in  the  manu- 
facture of  strass  it  is  rendered  caustic,  and 
]Hirified  by  treatment  with  alcohol. 

In  lead  glass  and  certain  of  the  coloured 
glasses  a  portion  of  the  allcali  is  mtroduced  in 
the  form  of  nitrate.  These  compounds  are 
employed  essentially  for  their  oxygen  contents, 
to  obviate  any  tendency  to  reduction. 

Ldme.  is  generally  introduced  in  the  form  of 
carbonate  or  hydrated  oxide,  the  source  being 
chalk  or  limestone.  The  former  is  contaunnated 
\vith  flint  particles,  which  are  only  objectionable 
if  of  a  large  size,  when  there  is  a  danger  of  the 
sihca  remaining  undissolved,  jiroducing  opaque 
enclosures  in  the  finished  glass,  technically 
known  as  '  stone.' 

In  the  case  of  limestone  the  impurity  to  be 
guarded  against  is  magnesia,  which  tends  to 
make  the  glass  hard  and  viscous.    In  certain 


I  special  glasses,  however,  a  small  content  of 
magnesia  is  intentionally  iiitroduccd. 

Barium  is  introduced  \n  the  form  of  precipi- 
tated carbonate,  tho  barium  wholly  or  in  jiart 
replacing  calcium.    For  every   100  jjarts  of 
calcium  carbonate  197  parts  of  barium  carbonate 
}  must  l)e  substituted. 

1  Alumina  is  generally  present  in  small  quan- 
I  tity  ui  glass  as  an  impiirity,  owing  to  the  solvent 
j  action  of  tho  glass  on  the  fire-clay  vessels  in 
which  it  is  pr  epared.  In  the  hard  glasses,  where 
alumuia  forms  an  essential  constituent,  it  is, 
liowever,  added  to  the  mix  in  the  form  of 
hydrate.  Li  opal  glasses  it  is  added  ui  the  form 
of  cryolite  ;  this  substance  is,  however,  primarily 
used  on  account  of  its  fluorine  content. 

Ma,iuianet<r\  This  is  essentially  a  colourmg 
oxide,  but  it  is  largely  employed  in  the  jiroduc- 
tion  of  white  glass  to  correct  the  colouration 
produced  by  iron,  as  already  described.  It  is 
generally  added  as  Mi\0.,  in  the  form  of  pyrolu- 
sitc. 

Cullfd.  h\  addition  to  the  materials  aheady 
I  described,  broken  glass,  or  '  cuUet,'  is  inva- 
riably added.  The  object  of  this  ad<lition  is  to 
use  up  the  numerous  fragments  of  glass  left  over 
during  the  oiierations  of  manufacture ;  and, 
what  is  of  still  greater  importance,  to  cause  tho 
materials  employed  to  react  on  each  other  at  a 
lower  temperature  than  they  would  do  if  melted 
together  alone  ;  m  fact,  to  serve  as  a  flux.  At 
the  temperature  necessary  to  produce  action  be- 
tween the  sihca  and  the  other  constituents  of 
the  glass,  the  alkah  is  volatile,  and  much  is 
lost  before  it  reacts  wdth  the  silica.  But  the 
cullet  melts,  and  dissolves  both  alkali  and  silica, 
thus  promoting  their  interaction.  While  it  is 
stated  that  hme  glass  deteriorates  if  often  re- 
melted,  probably  owing  to  the  volatiUsation  or 
some  of  the  alkali,  the  makers  of  lead  glass  find 
that  an  improvement  results  by  frequently 
bri'aldng  up  the  glass  by  ladling  it  into  water 
and  romelting  it  (thLs  is  termed  to  '  di-agade  '). 

The  manufacturers  of  flmt-glass  bottles  for 
perfumery  and  other  purposes,  as  a  rule,  use  no 
batch  at  all,  preparmg  their  glass  enthely  from 
cullet  with  the  addition  of  the  necessary  metalMc 
oxides  m  the  case  of  coloured  glass  ;  there  are 
cullet  merchants  who  coUect  the  brokeii  glass 
from  hotels,  &c.,  for  this  purpose. 

Mixing.    It  is  of  the  utmost  importance  that 
the  constituents  of  glass  should  be  thoroughly 
mixed.    This  is  achieved  in  some  works  by 
hand,  a  workman  turning  over  the  powdered 
materials  with  a  wooden  shovel  and  passing 
them  through  a  sieve  until  they  are  completely 
j  incorporated.    UsuaUy,  liowever,  a  mechanical 
j  mixer  is  employed.    A  convenient  form  of  mixer 
j  consists  of  a  hoUow  drum  mth  blades  disposed 
like  the  floats  of  a  paddle,  revolving  in  a  box,  of 
which  the  lower  half  has  a  cyhndrical  section. 
It  has  been  recommended  to  mix  the  con- 
stituents in  a  wet  condition,  employing  some  of 
I  the  enormous  amount  of  heat  which  is  wasted 
I  in  aU  glass  furances,  for  the  purpose  of  drying 
I  them  after  they  have  been  thoroughly  incorpo- 
,  rated. 

'      Proportions  of  constituents  of  glass.    It  is 

impossible  to  do  more  than  indicate  the  propor- 
,  tions  in  which  the  various  ingredients  of  glass 
are  mixed.    A  great  deal  dexsends  on  the  tom- 
'  perature  of  firing,  the  length  of  time  which  the 
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pot  is  exposed  at  different  temperatures,  and  the 
anioiint  of  cullet  mixed  mth.  the  batch.  Within 
certaui  Umits,  each  manufacturer  exercises  his 
own  judgment.  An  analysis  of  the  finished 
glass  throws  httle  hght  on  the  amounts  of  the 
raw  ingredients  used.  For  if  sodium  sulphate 
be  employed,  a  considerable  proportion  is 
removed  by  skimming,  inasmuch  as  not  all  the 
sulphate  enters  into  reaction  with  the  siUca. 
Again,  a  not  inconsiderable  proportion  of  aUsali 
is  lost  by  volatilisation  ;  and,  lastly,  the  com- 
position and  quantity  of  cullet  present  must  be 
a  factor. 

Tables  III.  to  V.  (abridged  from  Die  Glasfa- 
briliation,  by  W.  Stein)  show  how  much  glass 
may  be  theoretically  produced  from  given  con- 


stituents, allo^ving  for  loss  as  skimmings,  or,  as 
it  is  termed,  '  glass  gall,'  and  by  volatiUsation  of 
alkali.  'I'he  figures  must  be  taken  as  merely 
approximate.  Section  A  shows  the  proportions 
of  raw  constituents  in  the  batch  ;  section  B, 
the  loss  of  various  constituents  ;  and  section  C, 
the  weight  of  glass  obtainable  from  100  lbs. 
of  batch.  Here  the  addition  of  cuUet  would, 
no  doubt,  considerably  modify  the  results,  as 
well  as  the  temperature  of  the  furnace  and  the 
duration  of  the  firing. 

Containing  vessels.  In  order  to  convert  the 
mixed  material  into  glass  by  fusion,  containing 
vessels  of  refractory  material  and  a  specially 
constructed  furnace  are  required. 

Pots. — ^The  manufacture  of  these  is,  as  a  rule, 


Table  III. — Potash-lime  Glass. 


- 

I 

°  t 

xn  1 

rv 

V 

VI 

vn 

vra  j 

IX  1 

X 

£1  1 

XII 

A- 

-Batch 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

K2CO3 

50 

60 

50 

34 

35 

66-75 

70 

60 

50 

62 

40 

42 

Ca(OH)j 

15 

20 

15 

20 

GaO  10 

18 

CaCOa . 

20 

26 

33 

22-5 

11 

17-5 

AS4O6  . 

0-25 

0-5 

1-5 

1-66 

1-66 

0-25 

KNO3 

1 

1-5 

6-66 

6-66 

1-5 

MnOj  . 

0-05 

0-33 

0-5 

0-2 

0-2 

1-5 

0-5 

Smalt  . 

0-05 

0-05 

B- 

—Loss 

K2O  . 

5 

6 

6 

4 

4 

8 

8-5 

6 

5 

5 

4 

4 

CO2  . 

14 

17 

25 

11 

23 

36 

22-5 

17 

24 

20 

11-5 

19.5 

Glass  gal] 

5 

6 

3-5 

6 

5 

5 

4 

4 

A840e  . 

0-25 

0-5 

1-5 

1-66 

1-66 

0-26 

N,0,  . 

0-5 

0-75 

3-5 

3-5 

0-75 

C — Percentage  of  glass 

85  p.c. 

83  p.c. 

82  p.c. 

90  p.c. 

81  p.c. 

76  p.c. 

82  p.c. 

83  p.c. 

80  p.c. 

81  p.c. 

87  p.c. 

82  p.c. 

Of  these  the  first  five  are  for  potash  crystal ;  Nos.  6  and  7  for  Bohemian  mirror-glass  ;  Nos. 
8,  9,  and  10  for  Bohemian  hoUow  glass,  for  white  bottles,  &c.  No.  11,  Bohemian  combustion 
tubes  ;  and  No.  12,  Bohemian  plate  glass. 


Table  IV. — Soda-limb  Glass. 


I 

II 

ni 

XV 

V 

vx 

vix 

VIII 

IX 

X 

XX 

A- 

-Batch 

SiOz 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

NajCO^  . 

33-3 

62-5 

34 

30 

35 

6 

Na,S04  . 

44 

50 

44-6 

32 

30 

35 

GaO 

14-3 

6 

GaCOs  . 

7-5 

14-5 

35 

40 

20 

18 

45 

30 

30 

Goke 

3 

3 

3 

2 

3 

3 

MnOo  . 

0-16 

0-25 

0-25 

0-25 

0-25 

As,o;  . 

0-2 

0-2 

0-2 

B — Loss 

Na„0  . 

3 

5-25 

8 

5 

3 

3 

3 

3 

2 

2 

3 

go; 

12-5 

27 

18-5 

27 

30-5 

9 

8 

19-5 

13 

15-5 

Glass  gall 

3-5 

6-25 

3-5 

3 

3-5 

2 

2-5 

2 

1-5 

1-5 

2-5 

As,0„  . 

0-2 

0-2 

0-2 

SO3 

— 

23 

27 

23-5 

17 

10 

IS 

G — Percentage  of  glass 

87  p.c. 

77  p.c. 

83  p.c. 

79  p.c. 

79  p.c. 

82  p.c. 

76  p.c. 

78  p.c.  j  78  p.c. 

80  p.c. 

78  p.c. 

No.  1  is  for  French  mirror  glass  ;  Nos.  2,  3,  4,  and  5,  French  plate  glass  ;  and  the  remainder 
for  plate  of  second  quality. 


CLASS. 

Table  V.— Bottle  Glass,  and  Lead-potash  Glass. 


"<27 


SiO.,  . 
NaaSOj 
Coke  . 
Basalt 
Wood  ashes 
CaCO.T 

K2CO3 

As.Os 

KNO3 

MnO, 

Borax 


Na„0  . 
K,0  . 
Glass  a  1 1 
N,0, " . 
C0.>'  . 
0  "  . 
SO,,  . 
As,0„  . 


100 


.50 
IfiO 


100 
25 
.3 


34 


A— Batoli 
100 


G6-f) 
33-3 


B— Loss 


100 


CO 
20 


100 


30 


8 

2 

20 

3 

,50 

15 

12'5 

10-5  0 
1-5  1-5 


11-5 
1 


VI 

VII 

100 

100 

— 

— 

7(1 

— 
— 

42 

2r> 

3.3-3 

3-3 

IG-O 

0-5 

4 

1-5 

2 

1-5 

8 

8-5 

lO-f) 

1-.5 

1 

C — Perecntago  of  glass 
75  p.c.  I  80  p.c.   I  93  p.c.   |  94  p.c.   |  92  p.c. 


Nos.  1  and  2  are  receipts  for  coarse  bottle  glass  :  the  remainder  for  lead  glass, 
cullet  is  added,  but  its  influence  has  not  been  taken  into  consideration. 


93-5  p.c.  I    89  p.c. 

In  all  the  last 


undertaken  by  the  glass  manufacturer.  It  is 
necessary  that  they  should  withstand  a  tempera- 
ture of  about  1000°C!.  for  many  months,  and 
hence  they  must  be  made  of  very  refractory  fire- 
clay. Fire-clay  consists  essentially  of  aluminium 
silicate;  that  employed  for  the  purpose  in 
England  comes  from  Stourbridge ;  in  France, 
from  Forges-les-Eaux  (Seine  Inferieure) ;  and  in 
Germany,  from  Ardennes  (Belgium)  and  from 
Klingenberg.  An  idea  of  the  composition  of  the 
clays  can "  be  gathered  from  the  following 
analyses  : — 


No.  1 

No.  2 

No.  3 

No.  4 

No.  5 

Silica 

71-6 

64-2 

71-7 

57-4 

68-0 

Alumina 

26-0 

32-2 

22-3 

38-0 

29-0 

Ferric  oxide 

1-2 

2-4 

4-5 

1-8 

0-2 

Lime 

0-1 

0-5 

1-8 

Alkalis 

M 

1-2 

1-0 

0-8 

100-0 

100-0 

99-0 

100-0 

98-0 

No.  1  clay,  from  Forges-les-Eaux ;  No.  2,  from 
Ardennes;  No.  3,  from  Stourbridge;  No.  4,  from 
Klingenberg  ;  No.  5,  from  Bohemia. 

The  proper  clay  to  use  in  a  particular  case 
depends  on  the  kind  of  glass  to  be  made.  All 
clays  are  attacked,  more  or  less,  by  the  molten 
glass,  but  it  is  essential,  not  only  that  the  com- 
position shall  be  such  as  will  combine  very 
little,  but  also  that  the  dissolution  shall  lie 
uniform ;  if  it  is  attacked  in  an  irregular  manner, 
there  is  a  danger  of  particles  of  undissolved 
material  contaminating  the  glass  in  the  form  of 
'  stones.' 

All  clays  in  their  natural  state  contain 
water,  varying  from  G  to  20  p.c.    During  firing, 


1  this  water  is  expelled,  and  the  pot  contracts 
considerably.    As  the  clay  in  its  pure  state 

i  would  contract  too  much  on  filing,  a  quantity, 
usually  one-fifth  of  the  weight  of  the  clay,  of 
the  material  of  old  pots  freed  from  adhering 
alass  and  finely  ground,  is  mixed  with  it. 

The  mixture  is  subjected  for  some  time  to  a 
kneadincr  ijroeess  known  as  '  treading,'  which  is 
done  by  the  feet  of  the  workmen.  Attempts  have 
been  made  to  introduce  mechanical  kneading 
appliances,  but  it  is  said  to  be  impossible  to 
produce  satisfactory  pots  by  this  means. 

The  clay  is  then  preferably  left  for  many 
months  to  mature.  This  doubtless  has  for  its 
object  the  combination  with  the  clay  of  water 
present  as  such ;  it  renders  the  clay  more 
plastic.  Abroad,  pots  are  made  with  help  of  a 
mould ;  liut  English  manufacturers  consider 
that  better  results  are  ol)tained  with  hand-made 
pots.  A  slab  of  wood  or  stone  is  sprinkled  with 
a  thin  layer  of  sand,  and,  beginning  at  the 
middle  of  the  bottom,  the  workman  constructs 
a  spiral  of  clay,  each  piece  being  thorougldy 
kneaded  wth  the  hand  and  incorporated  with 
the  clay  previously  laid  down.  Scratches  are 
then  made  in  the  first  layer,  and  a  second  layer  is 
laid,  still  proceeding  spirally,  on  the  top  of  the 
first,  until  a  sufiicient  thickness  of  clay  has  been 
accumulated  for  the  bottom  <if  the  pot.  Then 
the  sides  of  the  pot  are  built  up  in  a  similar 
manner,  adding  small  rolls  of  clay  and  pressing 
them  into  the  portions  already  laid,  always  pro- 
ceeding spirally.  The  utmost  care  is  taken  that 
the  whole  structure  is  solid,  and  that  the  clay 
does  not  enclose  air.  Several  crucibles  are  kept 
in  hand  at  one  time,  so  that  one  mn.y  have  an 
opportunity  of  setting  while  the  workman  is 
engaged  at  another. 
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Figs.  1  to  5  give  an  idea  of  the  various 
forms  of  pots  in  nse  for  different  purposes  :— 
Fio.  1.  i<'j(!.  2.  Frf!.  3. 


Fig.  4, 


Fig.  1.  Open  pot  used  for  alkali-lime  glasses. 

Fig.  2.  Covered  '  dog-house '  pot  for  lead 
glasses  which  have  to  be  protected  from  con- 
tamination by  particles  of  carbon  or  reducing 
gases. 

Fia.  3.  The  same  with  shoulders  for  small 
pots  (  dandies  ')  for  coloured  glass. 

Fig.  4.  Section  of  open  pot  for  plate  glass, 
with  channel  for  lifting. 

Fig.  5.  Section  of  pot  with  division  for  con- 
tinuous worldng. 

After  the  pots  have  been  made,  they  are  left 
for  a  time,  varying  from  3  to  12  months,  at  the 
ordinary  temperature,  or  in  a  gently  warmed 
room.  A  .stock  of  pots  is  always  kept  so  as  to 
replace  any  casualty  ivithout  delay. 

In  working,  a  circular  or  oval  ring  of  fire-clay 
is  generally  'floated  on  the  glass  to  keep  back 
any  impurities,  the  glass  being  gathered  from 
the  centre  of  the  ring. 

Tanks.  Where  glass  has  to  be  prepared  in 
very  large  quantities,  the  Siemens  furnace  is  used, 
in  which  the  glass  in  contained  in  a  huge  tank, 
instead  of  pots ;  this  has  the  advantage  of 
continuous  working,  fresh  material  being  fed 
into  one  end  as  the  glass  is  withdrawn  from  the 
other. 

These  tanks  are  built  of  large  blocks  of  fire- 
clay, and  their  construction  requires  at  least  as 
much  care  as  that  of  a  crucible,  as  they  have  to 
resist  the  action  of  molten  glass  for  a  very  much 
longer  period.  Tank  furnaces  are  very  much 
cheaper  in  operation  than  pots,  but  it  is  not 
possible  to  produce  glass  of  such  fine  quality  in 
them. 

Construction  of  furnaces.  The  furnaces  in 
which  the  glass  is  melted  have  also  to  be  con- 
structed of  highly  refractory  clay  to  withstand 
the  continuous  intense  heat.  Fire-clay  alone  is 
not  always  refractory  enough,  and  bricks  com- 
posed of  pure  silica,  obtained  from  Dinas, 
Valley  of  Neath,  Wales,  are  employed  for  the 
crown  or  vault  of  Siemens  furnaces.  For  the 
ordinary  furnace,  fire-clay  alone,  or  clay  mixed 
with  pebbles  broken  up  into  irregular  fragments 
by  being  heated  and  quenched  in  water  and 
then  ground,  is  made  use  of.  It  is  found  that 
this  material,  owing  to  the  angular  form  of  the 
particles,  causes  the  clay  to  bind  together  better 
than  if  sand  were  used.  The  bricks  are  not  fired 
before  the  furnace  is  built ;  but  they  are  dried, 
and  during  building  they  are  made  to  adhere 
together  by  rubbing  tlie  brick  to  be  added 
against  those  already  laid.    The  adhesion  of  the  ! 


dry  clay  is  so  considerable  that  very  flat-domed 
or  arched  roofs  can  be  constructed  w  ithout  any 
(^outcniif.-.  While  clay  contnicts  duiiiig  heating, 
I  hrirl^s  containing  silica  expand  slightly,  and  a 
furnace  constructed  with  the  latter  "requires  less 
patching  after  the  temperature  has  been  raised. 
It  is  obviously  of  the  utmost  importance,  when 
open  glass  pots  or  a  tank  is  used,  that  no 
droppings  from  the  roof  should  enter  the  pots 
or  tank,  else  the  glass  becomes  '  stony,'  owing  to 
the  presence  of  small  unfused  particles. 

Although  it  is  advisable  to  construct  the 
domes  or  vaults  of  a  furnace  of  silicious  bricks, 
the  bed  of  the  furnace  must  be  made  of  bricks 
more  basic  in  character,  otherwise  the  glass, 
which  occasionally  runs  over  them  when  a  pot 
breaks,  would  corrode  them  and  render  them 
useless. 

In  some  cases  the  necessity  of  specially 
shaped  bricks  for  the  dome  of  the  furnace  is 
avoided,  by  building  up  the  dome-shaped  part 
with  moist  clay  by  hand,  after  the  circular  walls 
have  been  laid  in  the  same  manner  as  pots 
are  made.  The  disadvantage  of  this  plan  is 
that  the  furnace  must  lie  unused  for  many 
months  before  it  can  be  fired,  in  order  that 
the  clay  may  dry.  It  is,  therefore,  never 
resorted  to  in  this  country.    Moreover,  the  clay 

I  contracts  on  firing,  and  the  cracks  have  to  be 
repaired  before  the  furnace  is  fit  for  work. 

As  regards  the  principles  of  construction  and 
arrangement,  glass-making  furnaces  may  be 
roughly  classed  into  two  types  : 

1.  Those  in  which  the  fuel  is  burnt  in  the 
furnace  itself  ;  this  is  the  oldest  and  simplest 
type,  and  is  still  in  use  for  many  purijoses. 

'  2.  Regenerative  and  recuperative  furnaces, 
in  which  the  process  of  combustion  is  carried 
out  in  two  stages,  a  combustible  gas  being  first 
produced  by  partial  combustion  in  a  '  gas  pro- 
ducer,' which  gas  is  then  burnt  in  the  furnace  ; 
these  are  of  modern  introduction,  the  principle 
being  first  applied  to  glass  making  by  Siemens. 

Although  in  the  direct  type  of  furnace  the 
whole  of  the  calorific  power  of  the  fuel  is  gene- 
rated in  the  furnace  itself,  whilst  in  the  incbrect 
type  a  certain  amount  is  lost  in  the  initial 
comtjustion,  the  latter  method  is  more  efficient 
for  the  following  reasons  : — 

1.  The  gaseous  state  of  the  fuel  enables  con- 
siderable economy  to  be  effected  by  transferring 
the  heat  of  the  waste  chimney  gases  to  the  fuel  ; 
this  is  the  principle  of  regeneration. 

2.  The  composition  of  the  gaseous  fuel  can 
be  readily  controlled  so  as  to  obtain  the  maximum 
heating  effect  with  certainty. 

Fig.  6  gives  the  general  arrangement  of  the 
direct  type  of  furnace. 

As  the  fuel  itself  must  not  come  in  contact 
with  the  glass  pots,  the  fire-box  is  placed  below 
the  furnace,  and  entrance  for  the  stokers  is 
through  an  arched  passage,  A  (Fig.  6).  The  fuel 
is  small  coal  or  gas  coke.  The  flames  and  pro- 
ducts of  combustion  pass  through  a  short 
vertical  shaft,  c,  into  the  body  of  the  furnace, 
striking  against  the  vaulted  roof  D,  by  which 
they  are  deflected  downwards  towards  the 
sides  of  the  chamber,  heating  the  pots  e.  They 
escape  through  the  short  flues  f,  one  of  which 
is  situated  between  each  two  pots,  so  that  in  a 
furnace  with  twelve  pots  there  are  twelve  flues. 
The  entrance  from  the  chamber  into  the  flues  is 
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at  the  bottom  of  each  ;  and  they  pass  through  I  2.  The  furnace  gnses  pass  away  through 
the  side  of  the  vaulted  roof,  and  doHver  into  tlic  j  channels  in  fire-clay  blocks,  the  incoming  fuel 


wide  open  stack  a.  It  is  of  importance  thut 
smuts  ami  smoke  sliould  not  enter  the  furnace, 
especially  when  open  pots  are  employed  ;  and 
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Fig.  6. 

the  stoking  of  the  furnace  must  therefore  be 
regular  anfl  constant. 

Various  appliances  for  mechanical  stoldng 
have  been  applied  to  glass  furnaces,  similar  in 
pi  inciple  to  those  employed  in  other  industries. 

Siemen  s  regenerative  furnace.  The  essential 
feature  of  this  is  that  the  fuel  is  supplied  to  the 
furnace  in  a  gaseous  state  from  a  gas  producer 
(for  construction  of  gas  producers,  scf:  article 
Fuel). 

The  regenerative  effect  is  obtained  in  one  of 
two  ways. 

.1 .  A  large  chamber  fdled  with  loosely  stacked 
(ire-brick  is  constructed  at  each  em.l  of  the 


:ises  passing  over  the  exterior  of  these  blocks 
and  taking  up  the  heat  from  the  walls  of  the 
tubes.  This  is  generally  known  as  '  recuperation,' 
to  distinguish  it  from  the  first  method. 

The  regenerative  principle  may  be  applied 
to  pot  furnaces,  the  regenerators  taking  the 
place  of  the  hearth  and  stoldng  ajipliances ;  more 
characteristically,  however,  it  is  applied  to  the 
heating  of  the  tank  furnaces  referred  to  above. 
The  diagrams  below  illustrate  the  construction 
of  a  furnace  of  this  type. 

Fig.  8  shows  a  cross-section  of  the  furnace  ; 


Fig.  8. 

the  regenerators  r  and  r  are  seen  below  the 
furnace,  with  their  '  ports  '  l  and  G  conveying 
the  heated  gas  and  air  respectively  to  the  open 
tank,  whilst  below  again  are  the  flues  f,  with 
which  are  connected  the  valves  regulating  the 
direction  of  the  current.  T  is  the  fire-brick  tank 
in  which  the  glass  is  contained. 

Fig.  9  is  a  longitudinal  section  of  the  same 
furnace,  showing  the  tank  with  the  flue  ports  at 
the  sides.  The  raw  materials  are  introduced  at 
the  opening  A,  and  the  finished  glass  is  withdrawn 
for  working  at  the  other  end,  3. 

The  tank  is  divided  into  compartments  bj' 
floating  partitions,  p,  and  r^,  which  ensure  that 
the  glass  travels  slowly  from  one  end  to  the 
other  as  its  fusion  progresses,  and  that  only 
refined  melt  reaches  the  working  end. 

The  arched  way  C  is  known  as  the  '  cave,' 


furnace  (Rj  and  r.,),  and  connected  with  the 
chimney  stack  and  gas  producer,  .as  indicated 
in  Fig.  7.  At  regular  intervals  the  valve  v  is 
reversed,  and  the  fuel  gases  then  enter  the 
furnace  through  the  chamber  r,  instead  of 
through  E,,  as  previously  (or  vice  vergd).  Con- 
siderable heat  has  been  absorbed  by  the  bricks 
in  this  chamber  from  the  escajjing  furnace  gases, 
which  is  transferred  to  the  fuel  gases,  and  the 
(■hamber  r,  is  now  heated  up  in  the  same  way 
to  give  up  its  heat  to  a  further  portion  of  fuel 
when  the  valve  is  again  reversed. 


Fig.  9. 

and  provides  a  means  of  access  to  the  regenera- 
tors for  purposes  of  repair. 

Various  forms  of  electric  furnace  for  glass 
manufacture  have  been  introduced,  the  main 
principle  being  that  of  a  tank  to  contain  the 
mix,  through  which  a  current  is  passed  by 
means  of  electrodes  at  either  end,  the  glass  being 
fused  by  the  heat  developed  by  its  resistance 
{see  e.g.  Sauvageon,  Four  dlectriquo  pour  la 
fabrication  du  Verre,  Paris,  190,5). 

The  process  of  preparing  the  glass.  In  the 
case  of  pot  furnaces,  the  lirst  operation  is  to 
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prepare  the  pot,  which,  for  this  purpose,  is  i 
gradually  heated  in  a  subsidiary  furnace  called  [ 
a  '  pot  arch,'  until  it  attains  the  temperature  of 
tlie  main  furnac(-,  tiiis  process  taking  a  matter 
of  several  daj^s.  A  pot  is  always  kept  ready  in 
the  pot  arch  in  this  way  whilst  the  furnace  is 
in  operation,  so  as  to  be  ready  to  immediately 
I'eiilace  any  of  the  working  pots  that  may  break. 

The  operation  of  replacing  a  broken  pot  b}^ 
a  new  one  in  this  way  is  known  as  '  pot  setting,' 
and  is  a  very  ardiious  process  requiring  great 
skill. 

This  '  setting '  having  been  accomplished,  the 
pot  is  then  filled  up  vnth  the  batch,  and  the 
furnace  kept  at  tlie  highest  temperature  so  as 
to  hasten  the  reaction,  and  also  to  render  the 
glass  thereby  produced  as  fluid  as  possible,  so  j 
that  the  carbon  dioxide  and  other  gases  evolved  j 
may  escape,  leaving  the  glass  free  from  bubbles,  i 
In  this  connection,  it  may  be  noted  that,  although  ' 
it  is  of  advantage  to  have  the  batch  in  a  state  j 
of  fine  division  for  the  sake  of  facilitating  the  \ 
reaction,  this  must  not  be  overdone  in  the  case  ! 
of  the  silica,  otherwise  there  is  a  danger  of  i 
minute  air  bubbles  being  left  in  the  glass  on  the 
solution  of  the  particles  which  are  difficult  to 
eliminate. 

When  the  process  of  fusion  is  complete,  the  { 
surface  of  the  glass  is  generally  found  to  be 
covered  with  a  scum,  generally  known  as  '  glass 
gaU.'  This  consists  of  impurities  and  various 
materials  which  have  not  entered  into  combina- 
tion. Its  composition  may  be  seen  from  the 
following  figures  : — 


Window 
glass 

Glass  for 
table  pur- 
poses 

Bottle 
glass 

Sodium  sulphate 

83-32 

90-51 

65-92 

Calcium  sulphate 

10-35 

6-00 

25-11 

Salt . 

1-43 

004 

0-20 

Glass,  clay,  &c.  . 

3-35 

3-30 

17-77 

This  matter  is  removed  by  means  of  a  ladle.    If,  j 
as  in  some  cases,  a  fire-clay  ring  floats  in  the  pot, 
it  is  only  necessary  to  skim  off  the  gaU  from  the  ■ 
interior  of  the  ring.  The  quantity  of  this  uncom- 
bined  material  has  been,  however,  reduced  to 
an  almost  negligible  quantity  by  modern  im-  , 
provements  in  accurate  mixing  of  the  batch  and  [ 
in  the  regulation  of  the  heating. 

When  the  glass  has  been  thoroughly  melted 
and  refined  and  is  ready  for  working,  the  tem- 
perature of  the  furnace  is  allowed  to  fall  until  j 
the  glass  attains  sufficient  plasticity  to  be  worked.  | 

Manipulation.    The  various  methods  of  mani- 
pulating the  molten  glass  into  shape  may  be  I 
divided  into  three  broad  classes. 

1.  Blowing. — The  initial  stage  in  this  method  ■ 
of  working  is  that  known  as  '  gathering,'  which  , 
consists  in  collecting  a  quantity  of  the  molten  ! 
glass  on  to  the  end  of  an  iron  tube  by  dipping  \ 
this  into  the  pot  or  tank.    This  '  blowpipe,'  with  ' 
its  adherent  glass,  is  then  removed  from  the 
furnace,  and  the  glass  allowed  to  slightly  stiffen,  j 
The  rod  is  then  again  dipped  into  the  pot  to  ! 
gather  a  further  quantity  of  glass,  this  process 
bemg  repeated  until  the  desired   amount  is 
obtained,  which  wiU  vary,  of  course,  with  the 
nature  of  the  article  to  be  produced. 

The  '  gathering  '  is  then  rendered  symmetrical 
in  shax)e  by  gently  rolling  it  over  the  surface  of 


an  iron  block  technically  known  as  '  marvcr,' 
and  is  then  formed  into  a  hollow  sphere  or  flask 
by  blowuig  into  the  pijie.  From  this  rudimen- 
tary shape  tlie  various  types  of  blown  glai-s  are 
evolved  by  a  series  of  manipulations  which  vary 
very  wdely  in  different  branches  of  manufacture. 

2.  Casting. — In  this  method  a  mass  of  glass 
is  removed  from  the  furnace  either-  by  hfting 
the  pot  bodily  and  turning  its  contents  on  to 
an  iion  table,  or  by  inserting  an  iron  ladle  into 
the  glass  and  emptying  the  contents  of  this  in 
the  same  manner.  The  latter  method  has, 
however,  many  objections,  and  is  only  rarely 
employed.  The  mass  of  glass  thus  obtained  is 
then  worked  into  shape  by  means  of  rollers. 

3.  Pressing. — Here  a  mass  of  glass,  obtained 
either  by  '  gathering  '  on  a  soUd  rod  instead  of  a 
blowpipe,  or  by  pouring  or  ladling,  is  forced  into 
a  mould  by  a  plunger. 

In  many  branches  of  manufacture  these 
methods  are  modified  and  combined,  and,  as 
the  details  of  working  vary  very  widely  according 
to  the  article  to  be  made,  it  wiU  be  more  satis- 
factory to  give  further  particulars  in  discussing 
the  production  of  the  various  varieties  of  glass- 
ware. 

Annealing.  Whatever  be  the  nature  of  the 
object  prepared,  if  the  glass,  after  manipulation, 
is  allowed  to  become  rigid  quickly  by  cooling  off 
in  the  open  air,  it  vnM  be  found  to  be  in  state  of 
strain,  owing  to  unequal  cooling  of  different 
portions,  and  is  liable  to  fly  into  pieces  spon- 
taneously or  if  jarred.  To  obviate  this,  all 
glass  articles,  as  they  leave  the  hands  of  the 
workmen,  are  subjected  to  a  process  of  slow  and 
uniform  cooUng. 

This  is  performed  by  passing  them  through  a 
long  tunnel  technically  knoAvn  as  a  'lear,'  heated 
at  the  entrance  to  a  temperature  just  below  the 
softening-point,  the  temperature  falling  gradually 
from  this  point  until  at  the  other  end  the  glass 
emerges  at  the  ordinary  atmospheric  tempera- 
ture. 

The  glass  articles  are  stacked  on  trays  linked 
together  by  an  endless  band,  and  as  each  tray 
is  filled,  it  is  pushed  forward  into  the  lear,  the 
trays  thus  following  one  another  do\vTi  the 
tunnel  at  a  speed  depending  on  the  rapidity  with 
which  each  tray  is  filled. 

The  Uses  of  Glass. 
Only  a  brief  outline  can  be  given  here  of  the 
principal  branches  of  glass  manufacture,  which 
may  be  classified  thus  : 

1.  Window  glass. 

2.  Bottles. 

3.  Optical  glass. 

4.  HoUow  ware. 

5.  Quartz  glass. 

6.  Soluble  glass. 

1.  Window  glass.  All  the  methods  of  mani- 
pulation indicated  above  are  employed  in  the 
production  of  the  flat  sheets  of  glass  of  varying 
character  which  are  grouped  together  under 
this  heading,  because  the  ])roper  term,  'sheet 
glass,'  is  restricted  by  custom  to  a  single  variety. 
We  can  divide  the  different  types  primarily 
into : 

(a)  Blown  ; 

(h)  Cast  or  plate. 

in  each  case  a  soda-lime  glass  is  generallj' 
used  ;  typical  analyses  ar(!  given  in  Table  I. 
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(a)  Blown  tvimloio  glass.  What  is  Iviiown  in 
t  he  trade  as  '  sheet  glass  '  is  oenerally  made  by 
a.  process  the  main  outlines  of  wliich  arc  indicated 
in  the  diagram  (I'iu.  10). 


Fig.  10. 

Tlie  glass  is  first  gatliered  as  ah-eady  de- 
scribed (a).  The  next  stage  of  the  process 
consists  in  a  preliminary  blowing  of  the  mass  so 
obtained  {h,  c,  d),  aided  by  mechanical  devices, 
so  as  to  brmg  it  into  the  shape  of  a  sort  of 
flask  with  a  shoulder  just  beyond  the  end  of 
the  pipe,  which  determines  the  diameter  of  the 
cylinder  which  will  ultimately  be  jjroduced. 
The  flask  is  enlarged  by  repeated  blowings,  the 
blcn^pipe  being  at  the  same  time  swung  round 
through  a  semicircle,  much  as  a  stick  is  swung  in 
one's  hand,  under  which  treatment  the  flask, 
which  is  kept  in  a  softened  condition  by  constant 
reheating,  elongates  itseh  by  its  own  weight,  and 
by  this  means  ultimately  a  long  narrow  cylmder 
is  produced  (e,  / ).  When  this  has  been  deve- 
loped to  its  full  size,  the  end  is  heated  in  the 
furnace,  and  either  blown  or  cut  open  and 
manipulated  until  the  soft  glass  opens  out  to 
form  a  true  continuation  of  the  rest  of  the 
cyhnder  (g).  The  glass  is  now  removed  from 
the  blowpipe,  and  the  other  end  of  the  cylinder 
cut  off  or  opened  out  in  a  similar  manner  to  the 
above,  and  it  then  assumes  the  shape  of  an  open 
cylinder  Ulte  a  lady's  mufi'  [h). 

The  completed  cyhnder,  or  '  mufl','  is  now 
allowed  to  cool,  and  is  then  laid  m  a  horizontal 
position,  and  cut  along  its  entire  length  by 
drawing  a  heavy  diamond  skihuUy  dowia  the 
inside  surface  (h). 

The  spht  cylinder  is  now  flattened  ui  a 
special  furnace.  Here  the  cylinder  is  laid  with 
its  split  edge  upwards  on  a  perfectly  smooth 
stone,  and  heated  to  the  softenmg-pohit,  A\heii 
it  commences  to  unroll(Z)  ;  it  is  then  smoothed 
into  a  flat  sheet  (to)  by  the  aid  of  a  '  polissoir,' 
or  rod  of  iron,  tipped  ■with  a  flat  block  of  wood, 
kept  moist  to  prevent  its  burnmg.  In  modern 
works  various  mechanical  appliances  are 
employed  in  this  process. 

The  finished  sheet  is  now  pushed  forward 
through  an  opening  into  the  annealmg  chamber. 


and  wlien  sutficiently  rigid  it  is  placed  on  its 
edge  along  \<\i\\  others  previously  flattened. 
When  the  chamber  is  full,  the  fire  is  extinguished, 
and  the  sheets  are  alloA\ed  to  cool  for  several 
days.  They  are  then  removed  from  the  furnace 
and  sorted  according  to  quahty  and  thickness. 
The  latter  is  generally  expressed  by  the  weight 
per  square  foot,  the  standard  weights  being 
15  ozs.,  21  ozs.,  26  ozs.,  and  32  ozs. 

The  quality  of  the  sheets  so  produced  varies 
very  widely,  tlie  defects  mcidental  to  the  com- 
plicated process  of  manufacture  being  numerous. 
The  principal  defects  are  '  stones,'  or  opaque 
enclosures  which  cause  liabflity  to  cracking  ; 
the  presence  of  bubbles  of  gas,  which  is  know 
as  '  seediness  '  ;  excess  of  colour  due  to  impure 
materials  ;  '  stringiness,'  due  to  lack  of  homo- 
geneity in  the  glass. 

The  commonest  and  most  serious  defect 
is  due  to  the  diiBculty  of  gettmg  the  sheet 
perfectly  flat,  with  the  resulting  formation 
of  irregular  hoUows  and  bulges  which  cause 
distortion  of  objects  seen  through  it.  The  best 
sheet  glass  is  never  perfectly  free  from  such 
distortion,  and  it  is  always  possible  to  identify 
it  by  examining  the  surface  by  reflected  fight. 
These  defects  are,  however,  eliminated  \n 
2Kdent  2>late,  which  is  selected  sheet  glass  with 
the  markmgs  and  defects  removed  by  grinduig 
and  pofishing  to  a  plane  surface,  in  the  same 
manner  as  plate  glass. 

Fluted  sheet,  largely  used  for  office  partitions, 
&c.,  is  a  variation  made  by  Iflowing  the  cylinder 
at  its  final  stage  of  dilatation,  and  before  opening 
out  the  ends,  mto  a  metal  mould  marked  with 
the  flutmg. 

Various  glasses  are  produced  in  a  similar 
manner  which  are  utUised  in  decorative  work 
under  fancy  names,  such  as  Muffled,  Venetian,  &c. 

Sometimes  also  the  glass  is  intentionally 
allowed  to  devitrify  durmg  the  workmg,  to 
produce  the  '  ambitty  sheet '  referred  to  imder 
Devitrijlcatinn. 

Coloured  or  tinted  sheet  is  also  produced 
for  various  purposes.  Sometimes  the  glass  is 
coloured  throughout,  and  is  then  knowii  as  foi 
metal,  but  more  frequently  the  colour  is  only  a 
thin  veneer  on  one  surface  of  colourless  glass. 
This  is  known  as  'flashed  glass,'  and  is  prepared 
by  first  talnng  a  small  gathering  of  the  coloured 
glass  on  the  blo"^^'pipe  and  covering  this  with 
larger  subsequent  gathermgs  of  white.  In  the 
formation  of  the  '  muff,'  the  colour  is  thus  dis- 
tributed in  a  thin  and  even  layer  on  the  uiside 
surface  of  the  cylinder. 

Croicn.  glass.  This  method  of  preparing  sheet 
glass  was  universally  employed  from  the  17th 
to  about  the  beginnuag  of  the  19th  century, 
when  the  method  just  described,  which  enables 
larger  sheets  to  be  produced  at  less  cost,  super- 
seded it. 

The  process  starts  in  the  same  way  as  the  last, 
with  the  production  of  ahollowsphere  (a,b),  U'ig.  1 1 , 
but  at  this  stage  a  rod,  or  'ponty,'  is  attached  to 
the  base  of  the  sphere  by  means  of  a  lump  of 
the  molten  glass  (c).  The  blowpipe  is  now 
detached  by  crackmg  ofl:  the  neck  of  glass 
attaching  to  it,  leaving  the  glass  an  open  flask 
attached  to  the  ponty  {d).  This  is  then  held 
in  front  of  a  special  furnace,  with  the  jjonty  held 
horizontally,  and  rapidly  revolved  (e),  when, 
under  the  influence  of  centrifugal  force,  the 
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softened  glass  expands  into  a  flat  disc,  with  a 
boss  (ki>o\m  as  a  '  bullion  ')  in  tlu;  centre  ( /  ). 


Fig.  11. 


Such  '  tables  of  crown  glass  are  pro- 
duced up  to  52  inches  in  diameter,  which  is, 
however,  an  exceptional  size.  It  is  not  econo- 
mical to  cut  squares  from  cro\m  glass  larger 
than  about  12  X  18  inches,  but  for  special  purposes 
sheets  up  to  20  X  18  inches  are  occasionally  seen. 
Tiic  great  waste  in  cutting  renders  this  glass 
exj)ensivo,  so  that  its  use  has  been  practically 
a))andoned,  except  for  purposes  where  its 
superior  polish  and  freedom  from  surface  mark- 
ings outweigh  these  disadvantages.  Its  chief 
use  at  the  present  time  is  for  the  preparation  of 
microscope  slides.  (It  should  be  noted  that  the 
name,  '  crown  glass,'  originally  applied  to  this 
process  of  working,  is  now  often  applied  to  any 
soda-lime  glass  with,  reference  to  its  com- 
position.) 

Various  devices  have  been  suggested  for 
producing  sheet  glass  by  mechanical  means,  to 
avoid  the  laborious  and  costly  blowing  process. 
Some  of  these  processes  are  in  actual  operation, 
l)ut  the  difficulties  attendant  upon  them  have 
not  as  yet  been  overcome  to  the  extent  of  making 
mechanical  sheet  glass  a  serious  rival  to  the 
manual  process.  The  general  aim  of  such 
devices  is  to  obtain  the  glass  direct  from  the 
furnace  in  a  thin  sheet,  either  by  letting  it  flow 
through  a  narrow  slit  or  by  dijjping  an  iron  bar 
into  the  glass  along  its  entire  length  and  slowly 
raising  it ;  the  great  difficulty  to  be  overcome  is 
the  tendency  for  the  glass  ribbon  so  produced  to 
contract  by  surface  tension  into  a  rope  before  it 
can  be  cooled, 

(6)  Cast  window  glass  or  plale  glass.  This  is 
made,  as  already  indicated,  by  casting  the  glass 
<m  a  flat  table  and  roUing  it  out  into  a  sheet. 
The  best  plate  glass,  suitable  for  polishing  is 
prepared  in  pot  furnaces,  as  the  glass  has  to  be 
of  the  best  quahty,  free  from  every  trace  of 
impurity.  The  form  of  crucible  used  for  melting 
the  glass  is  shown  in  Fig.  4.  The  table  is  con- 
structed of  iron  plate  or  of  phosphor  bronec.  It  has 
been  found  that,  if  made  in  one  piece,  it  acquires 
the  form  of  a  flat  arch,  owing  to  the  greater  expan- 
sion of  the  upper  surface  when  the  hot  glass  is 
poured  on  it ;  hence  it  is  made  in  segments,  so 
that,  although  each  segment  expands,  the  whole 
table  acquires  the  form  of  a  number  of  flat  arches, 
and  less  glass  is  lost  in  grinding  than  would  be 
lost  if  the  arch  were  a  single  one.  The  table  is 
placed  close  to  the  door  of  the  furnace,  and  it  is 
arranged  to  run  on  rails,  so  that  it  can  be  brought 


opposite  to  any  one  of  the  openings  through 
which  a  pot  is  removed.  On  the  other  side  of 
the  table  is  the  annealing  furnace.  The  pot, 
havuig  been  taken  out  of  the  furnace,  is  caught 
by  tongs  attached  to  a  crane,  lifted  above  the 
table,  and  tilted  so  that  the  contents  are  poured 
on  to  one  end  of  the  table  in  front  of  a  manual 
roller  by  means  of  which  the  plastic  glass  is 
flattened  into  a  sheet.  The  thiclmess  of  the  plate 
is  adjusted  by  causing  the  edges  of  the  roller  to 
run  on  rails  as  guides,  the  height  of  which  above 
the  level  surface  of  the  table  may  be  altered  at 
will.  After  it  has  cooled  sufficiently  to  become 
stiff,  the  plate  is  transferred  to  the  annealing 
furnace  and  gradually  cooled. 

This  forms  the  '  rough  plate '  from  which 
the  finished  article  is  produced  by  an  elabo- 
rate process  of  grinding  and  polishing.  For 
this  purpose  the  plate  is  fixed  to  a  table 
by  means  of  plaster  of  Paris.  This  table 
revolves  on  a  central  axis,  and  arms  pro- 
ject over  it,  to  the  ends  of  which  cast-iron 
rubbing  plates  are  attached.  These  plates  also 
revolve,  and  by  means  of  screws  their  position 
can  be  shifted  so  as  to  bring  them  when  desired 
near  the  centre  of  the  table  or  near  its  circum- 
ference. The  surfaces  of  the  glass  are  first 
ground  off  flat  and  parallel  by  means  of  a  coarse 
abrasive  which  leaves  it  with  a  matt  surface, 
which  is  then  reduced  to  a  smooth  surface  by 
finer  and  finer  abrasives.  The  final  operation  of 
polishing  is  carried  out  by  means  of  a  similar 
machine,  the  rubbers  of  which  are,  however, 
covered  with  felt  and  fed  with  rouge  and  water. 

In  this  process  of  grinding  and  polishing,  the 
plate  loses  about  one-third  of  its  original  weight, 
the  amount  depending  on  the  perfection  with 
which  the  rough  sheet  is  cast ;  it  is,  therefore,  of 
the  utmost  importance  that  it  should  be  pre- 
pared as  nearly  flat  as  possible,  otherwise  the 
labour  of  reducing  it  to  a  plane  surface  becomes 
excessive. 

Polished  plate  is  produced  in  very  large 
sizes,  25  feet  by  15  feet  being  not  uncommon. 

The  rough  rolled  glass  used  for  roofing  and 
similar  purposes  is  prepared  in  much  the  same 
way  as  the  rough  plate  just  described,  only 
cheaper  material  is  used,  and  little  care  is  taken 
to  ehminate  impurities.  Instead  of  pot  furnaces, 
the  cheaper  tank  furnaces  are  employed,  the 
glass  being  removed  to  the  casting  bed  by  means 
of  a  huge  ladle,  which  is  dipped  into  the  tank 
and  swung  out  by  means  of  a  crane. 

Figvred  rolled  glass,  having  a  pattern  im- 
pressed on  one  side,  is  prepared  either  by  cutting 
the  pattern  on  the  bed,  or  preferably  by  '  double 
rolling.'  In  this  method  no  bed  at  all  is  em- 
ployed, but  the  glass  is  first  fed  between  two 
plain  rollers,  and  the  sheet  so  formed  is  finished 
by  passing  between  a  second  pair  of  rollers,  one 
of  which  bears  the  pattern. 

Armoured  plate  Ls  the  latest  triumph  of  plate- 
glass  manufacture.  It  consists  of  rough,  polished, 
or  figured  plate  in  the  substance  of  which  \\  \xo 
netting  is  embedded  durhig  the  i)rocess  of 
rolling.  This  glass  Ls  now  extensively  used  for 
roofing  and  other  jmrposes,  as  in  case  of  breakage 
by  fire  or  otherwise  the  wire  netting  holds  the 
fragments  of  glass  together  and  prevents  the 
entire  collapse  of  the  sheet. 

2.  Bottle  glass.  As  a  general  rule,  the  first 
consideration  in  the  production  of  bottles  is 
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ulioapncss,  so  that  waste  produ(;ts  are  utilised 
as  far  as  possible  as  materials,  and  the  cheapest 
and  crudest  methods  of  working  are  emjjloyed. 

In  the  case  of  bottles  to  contain  liquid  under 
pressure,  the  mechanical  strength  of  the  glass 
has  to  be  considered,  whilst  it  must  also  possess 
sufficient  chemical  stability  to  withstand  the 
action  of  corrosive  lic|uids  for  a  long  period. 

On  all  these  grounds  the  alkali  content  is 
kept  as  low  as  is  consistent  with  fusibility,  and 
a  considerable  percentage  of  iron  is  admitted, 
as  this  assists  fusion,  the  colour  incidental  to  its 
use  not  being  material  in  the  majority  of  cases. 
The  RO  group  is  kept  high,  barium  and  magnesia 
being  often  present  in  considerable  amount, 
whilst  the  alumina  content  may  be  as  much  as 
10  p.o.  In  the  case  of  the  cheaisest  class  of 
bottle,  natural  alkaline  rocks  are  sometimes 
employed  as  raw  material,  and  blast-furnace 
.slag  is  also  utilised,  the  molten  slag  being  in 
this  case  conveyed  to  the  tank  and  reduced  to 
the  proper  composition  by  the  addition  of  alkali 
and  sand.  For  the  better  classes  of  bottles 
materials  of  greater  purity  must,  of  course,  be 
used.  Bottles  for  perfumery  and  similar 
purposes  are  largely  manufactured  from  flint 
glass  on  account  of  the  greater  brilliancy  and 
ease  of  manipulation.  In  some  works  flint-glass 
cuUet  is  used  entirely  as  the  raw  material. 

In  some  cases  tank  furnaces  are  employed  for 
the  manufacture  of  the  larger  and  commoner 
bottles  used  for  beverages,  &c.,  but  in  general 
pot  furnaces  are  used. 

The  process  of  production  is  invariably  that 
of  blowing.  A  pear-shaped  flask  is  first  pro- 
duced on  the  blowpipe  in  the  maimer  already 
described,  which  is  then 
brought  to  the  shape  of  the 
body  of  the  bottle  by 
blowing  into  the  interior  of 
an  iron  mould,  the  top  of 
which  is  made  to  open  and 
close  by  means  of  a  pedal  so 
as  to  allow  the  flask  to  be 
inserted  and  the  mouldeil 
bottle  to  be  withdrawn.  The 
bottle  is  then  transferred  from 
the  blowpij)e  to  a  ponty  in 
a  similar  manner  to  that  de- 
scribed under  crown  glass, 
leaving  the  neck  free.  This 
is  reheated  and  moulded  to 
shape  by  means  of  the  tool 
shown  in  thediagram  (Fig.  12). 
By  inserting  the  plunger 
inside  the  neck,  the  dies, 
which  are  cut  to  the  shape 
the  neck  is  to  take,  can  be 
brought  together  by  grasping 
the  arms  c,  and  the  neck  is 
brought  to  the  required  finish 
l)y  revolving  the  bottle  against 
the  mould  thus  formed. 
Large  bottles  generally  have 
their  necks  '  cast  on,'  a  small  gathering  of  glass 
being  added  after  removing  the  blowpipe  and 
moulded  into  shape  by  special  tools. 

Bottles  made  in  this  manner  generally  show 
seams  corresponding  to  the  joints  in  the  mould  ; 
these  are  obviated  by  the  improved  process 
known  as  spirrniii;/.  In  this  case  the  gathering 
is  inserted  in  the  mould  in  the  usual  way,  but 


the  blowpipe  is  revolved  during  the  blowing. 
A  splinter  of  wood  is  placed  in  the  mould  before 
insertion  of  the  glass,  which,  being  ignited  by  the 
glass,  covers  the  surface  with  a  slight  deposit  of 
carbon,  which  exerts  a  polishing  action  on  the 
glass  during  the  spinning.  Very  highly  finished 
bottles  with  no  trace  of  mould  marks  result 
from  this  process,  which,  however,  requires 
great  .skill  in  operation. 

Many  improvements  have  been  introtkiced 
in  recent  years  with  the  object  of  eliminating  the 
manual  operations  of  blowing  and  producing 
the  bottles  entirely  by  mechanical  mca.ns. 
Various  machines  for  this  purpose  arc  now  in 
operation,  the  bottles  being  produced  direct 
from  a  solid  gathering  of  metal  by  a  combination 
of  mechanical  pressing  and  blowing  by  com- 
pressed air  with  the  aid  of  various  moulds,  the 
whole  being  worlced  by  machinery,  and  attended 
only  by  a  gatherer,  an  operator  to  control  th(; 
levers,  and  a  boy  to  transfer  the  finished  bottles 
to  the  lear. 

Bottles  of  large  dimensions,  such  as  carboys, 
were  formerly  blown  by  '  hand,'  the  lung  power 
of  the  blower  being  assisted  by  injecting  water 
during  the  blowing,  and  using  the  expansive 
force  of  the  steam  so  generated.  Compressed 
air  for  blowing,  and  various  mechanical  devices 
for  relieving  the  worknian  of  the  weight  of  the 
glass,  are  now  employed. 

Glass  til  till  V  and  similar  vessels  of  very  large 
size  are  prepared  by  the  process  introduced  by 
Sievert.  The  glass  is  ca.st  and  rolled  out  into 
a  sheet  on  the  surface  of  a  perforated  ir(_)n  plate. 
The  sheet  of  glass  is  clamped  down  all  round 
the  edge  of  the  plate,  wliich  is  then  turned  over, 
so  that  the  glass  hangs  from  below,  ami  com- 
pressed air  is  injected  through  the  perforations, 
which  distends  the  sheet  into  a  suitable  mould 
placed  below.  (For  an  account  of  this  jsrocess, 
Sep  Progre's  rc'centes  dans  I'industrie  du  Vcrre, 
Le  Mois  Scientifique,  1903.) 

3.  Optical  glass.  The  manufacture  of  glass  for 
lenses  and  optical  instruments  difiiers  widely 
from  those  branches  already  discussed,  both  as 
regards  the  composition  of  the  glass  and  the 
methods  of  manipulation. 

Cojnposition.—The,  action  of  glass  on  light 
varies  very  greatly  according  to  its  com- 
position, and  in  order  to  secure  different 
optical  effects,  a  large  number  of  glasses  of  excep- 
tional nature  are  prepared. 

The  principal  optical  constants  which  deter- 
mine the  use  of  a  particular  glass  are  : 

1.  Refractive  index  for  the  Y>  line  dujj)  ; 

2.  Mean  dispersion  for  C-F  (a)  ; 

3.  Relative  dispersion  for  diifcrent  portions 
of  the  spectrum  ; 

4.  Ratio  between  refraction  and  mean  dis- 
persion, expressed  by  the  formula  u  =  '^^^ ^  ' 

The  refractive  index  of  glass  is  roughly 
jjroportional  to  the  density,  whilst  the  disper- 
sion varies  with  the  composition,  being  lowest  in 
boron  and  phosphorus  glasses,  and  those  contain- 
ing a  high  content  of  the  RO  group. 

The  two  main  types  of  glass  used  in  optical 
work  are  those  containing  lead,  which  have  both 
refraction  and  dispersion  high,  and  a  low  value 
for  V ;  and  alkali-lime  glasses,  in  which  both 
are  low.  but  the  dispersion  is  low  as  compared 
with  the  refraction,  and  v  is  consequently  high. 
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In  optical  work  these  two  types  are  known 
as  '  flint '  and  '  crown  '  respectively. 

In  general,  the  value  of  v  is  inversely  propor- 
tional to  the  density;  by  the  use  of  barium, 
however,  which  combines  a  high  density  with  the 
chemical  nature  of  the  RO  group,  it  is  possible 
to  obtain  a  third  type,  having  a  high  index  of 
refraction,  but  very  little  dispersion,  and  con- 
sequently a  high  value  for  v. 

A  still  higher  value  of  v  can  be  obtained  by 
the  use  of  phosphate  aud  borate  glasses,  whUst 
the  use  of  thallium  oxide,  in  partial  replacement 
of  lead,  results  in  a  glass  of  exceptional  density 
aud  refractive  power. 

The  optical  qualities  can  theoretically  be 
varied  to  a  large  extent  in  this  manner,  but  in 
practice  the  range  is  severely  limited  by  the 


necessity  for  chemical  stability.  On  the  one  hand, 
glasses  too  rich  in  such  substances  as  barium 
readily  devitrify,  which  prevents  the  slow  cooling 
essential  to  homogeneity  and  freedom  from 
stress,  and,  on  the  other  hand,  the  exceedingly 
dense  flint  glasses,  which  are  free  from  this 
defect,  are  readily  corroded  and  decomposed, 
and  also  combine  readily  with  the  crucible  in 
which  they  are  melted,  with  resultant  modifica- 
tion of  their  composition  and  properties. 

Borate  and  phosphate  glasses  are  so  unstable 
that  their  use  has  been  abandoned,  except  in 
lens  systems  which  aUow  of  their  being  ce- 
mented between  more  resistant  glasses. 

The  optical  constants  of  a  few  t3rpical 
examples  of  modern  optical  glasses  are  given  in 
the  following  table  : — • 


Make 

Type 

A 

V 

Sp.gr. 

Jena  0,  225  . 

Phosphate  crown  . 

1-5159 

0-00737 

70-0 

2-58 

Jena  S.  30  . 

Barium  phosphate  crown 

1-5760 

0-00884 

65-2 

3-35 

Jena  0.  144  . 

Boro -silicate  crown 

1-6100 

0-00797 

64-0 

3-45 

Chance 

Hard  crown 

1-5179 

0-00860 

60-2 

2-46 

Chance 

Barium  crown 

1-6065 

0-01046 

67-9 

Jena  0.  114  . 

Soft  crown  .... 

1-5151 

0-00910 

56-6 

2-55 

Chance  . 

Light  flint  .... 

1-5472 

0-01196 

45-8 

Jena  S.  57  . 

Dense  flint  .... 

1-9626 

0-04882 

19-7 

6-33 

Preparation. — In  order  that  the  optical 
effects  of  the  glass  may  be  uniform,  it  is  of  the 
utmost  importance  that  the  glass  should  be  as 
homogeneous  as  possible,  and  free  from  stria- 
tions  caused  by  difference  of  density.  In  the 
case  of  lenses  it  is  also  of  great  importance  to 
reduce  the  absorption  of  light  to  a  minimum  by 
having  the  glass  as  nearly  colourless  as  possible. 

In  order  to  conform  to  these  conditions,  the 
very  greatest  care  is  taken  with  all  stages  of 
the  manufacture  ;  the  raw  materials  are,  in  the 
first  place,  very  carefully  selected  and  purified, 
and  are  then  mixed  as  intimately  as  possible. 
The  mixture  is  then  introduced  into  covered 
pots,  similar  to  those  used  for  flint  glass,  only 
with  the  mouth  prolonged  into  a  funnel.  The 
furnaces  are  of  special  construction,  each  con- 
taining a  single  pot.  When  the  pot  has  been 
filled  by  repeated  and  gradually  diminishing 
charges  of  the  batch,  and  the  whole  has  become 
molten,  the  temperature  is  raised  until  the  glass 
becomes  sufficiently  liquid  for  the  bubbles  with 
which  it  will  then  be  contaminated  to  escape. 
In  some  of  the  best  optical  glasses  it  is,  how- 
ever, found  impossible  to  obtain  sufficient 
fluidity  to  discharge  the  last  traces  of  bubbles, 
and  lenses  formed  of  such  glass  characteristically 
contain  a  few  small  air-bells  here  and  there. 

When  this  process  is  complete,  the  glass  gall 
on  the  surface  of  the  glass  has  to  be  entirely 
removed  preparatory  to  a  thorough  and 
laborious  stirring  to  ensure  perfect  homogeneity. 
The  pot  and  its  contents  are  then  allowed  to  cool 
down.atfirst  as  raijidlyaspossible,  until  they  have 
become  rigid  in  order  to  prevent  any  tendency  to 
separation  into  layers  of  different  derusity.  When 
the  glass  is  sufficiently  set  to  obviate  any  danger 
in  this  direction,  however,  the  subsequent 
cooling  to  atmospheric  temperature  is  conducted 
as  slowly  as  possible,  in  order  to  secure  perfect 
annealing. 


The  pot  is  then  broken  and  removed  from 
the  glass  by  chipping,  and  the  resultant  mass  of 
glass  is  broken  up  and  the  pieces  carefully 
examined  for  defects.  The  best  pieces  are 
then  reheated  to  the  softening-point  and 
moulded  into  the  slabs  or  discs  supplied  to 
the  optician,  to  be  subsequently  ground  into 
shape  and  polished.  This  is  done  in  a  similar 
manner  to  plate  glass,  being  first  roughed  into 
shape  by  a  coarse  abrasive  and  an  iron  shape, 
smoothed  with  finer  and  finer  abrasive,  and 
finally  polished  with,  rouge  until  it  accurately 
fits  a  pattern  shape. 

Lighthouse  prisms.  It  wiU  be  readily  under- 
stood that  the  laborious  process  of  preparing 
optical  glass  renders  it  expensive,  and  the 
difficulty  of  preparing  it  of  uniform  quality  in 
large  blocks  is  enormous. 

The  cost  of  the  large  lenses  required  for 
lighthouses  and  searchlights  would  be  quite 
prohibitive  if  made  by  this  method,  and  as  they 
are  merely  required  to  concentrate  rather  than 
accurately  focus  the  light,  such  refinement  of 
production  is  unnecessary.  They  are  2>repared, 
therefore,  by  melting  the  glass  as  carefully  as 
possible,  and  casting  it  into  iron  moulds  shaped 
roughly  to  the  prisms  required.  The  blocks  so 
produced  are  then  ground  to  shape  and  polished 
in  the  manner  of  plate  glass. 

Strass,  or  paste.  This  is  a  variety  of  optical 
glass  used  for  the  manufacture  of  artificial  gems 
(the  name  is  derived  from  Strasser,  who  first 
employed  special  glasses  for  this  purpose). 

It  is  a  dense  lead  glass  having  the  highest 
refraction  that  can  be  obtained  without  undue 
softness  of  the  glass.  The  manufacture  is 
similar  in  the  main  to  that  of  optical  glass  on 
a  very  much  smaller  scale.  The  rough  glass 
obtained  from  the  melting  is  carefully  sorted, 
reheated,  and  shaped  up  in  moulds  and  then  cut 
into  the  form  of  brilliants.    Coloured  pastes  are 
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also  prepared  to  imitate  rubies  and  emeralds, 
and  black  opaque  glass  to  imitate  jet. 

Enameh  for  the  decoration  of  metal  are  of 
similar  composition  to  optical  flint,  but  usually 
contain  a  very  high  percentage  of  boron,  which 
increases  the  fusibility  and  makes  them  adhere 
better  to  the  metal,  and  also  enables  better 
colours  to  be  obtained  by  the  addition  of  the 
various  colouring  oxides  described  above.  Such 
enamels  are  prejjarecl  by  fusing  the  raw  materials 
in  a  crucible,  and,  when  melted,  pouring  the 
contents  out  on  to  an  iron  slab.  Instead  of 
removing  the  crucible  from  the  furnace  for 
pouring,  it  is  preferable  to  have  a  hole  in  the 
bottom,  closed  by  a  plug,  the  contents  Ijeing 
then  cUscharged  on  to  the  plate,  placed  below 
the  furnace,  by  removing  the  plug. 

4.  Hollow  "ware.  This  term  embraces  all  the 
infinite  variety  of  articles  used  for  table  service 
and  decoration,  laboratory  glassware,  fancy 
vases,  lamp  shades,  and  so  forth. 

Tablii  and  fancy  glass.  In  this  country  a 
light  flint  glass  is  usually  employed  for  tliis 
purpose,  as  it  has  greater  brilliancy  than  lime 
glasses. 

The  glass  is  made  in  a  great  variety  of 
colours,  different  colours  being  often  combined 
in  one  article  either  by  '  flashing,'  blowing  two 
portions  of  an  article  separately  in  dificrent 
colour  and  then  welding  together,  or  by  winding 
threads  of  coloured  glass  round  the  object  whilst 
it  is  plastic. 

The  various  articles  are  all  derived  from  the 
simple  flask  which  is  the  starting-pouit  of  all 
blown  goods,  the  production  of  the  various 
shapes  being  a  fine  art,  the  glassblower  pro- 
ducing most  elaborate  designs  by  dexterously 
manipulating  the  plastic  glass  with  the  aid  of  a 
few  simple  tools. 

As  with  fancy  sheet  glass,  various  moulds  are 
used  in  combination  with  the  blowing,  to  regulate 
the  shapes  and  produce  various  designs  on  the 
surface. 

Compressed  air  and  mechanical  contrivances 
for  reducing  the  labour  of  production  are  also 
largely  employed  in  modern  works,  and  the 
simpler  and  more  largely  used  articles,  such  as 
tumblers,  are  now  in  some  cases  prepared 
entirely  by  mechanical  means  in  a  similar  manner 
to  bottles. 

Articles  produced  by  moulchng  in  this  way, 
however,  are  only  suitable  for  cheap  work,  as, 
on  account  of  the  chilling  of  the  surface  by  the 
moulds,  they  lack  the  finish  and  jjolish  charac- 
teristic of  hand-made  goods. 

A  large  variety  of  hollow  ware  is  ;ilso  made 
at  the  present  time  by  pressing  instead  of 
ijlowing.  Simple  shajjes  of  such  pressed  ware  are 
produced  by  forcing  the  glass  into  a  mould  by 
means  of  a  plunger;  but  more  complicated  shapes 
are  now  produced  by  using  two  moulds  to  press 
the  two  halves  of  a  complicated  shape,  and  then 
welding  the  two  halves  together  whilst  they 
are  still  plastic.  Cheap  articles,  such  as  water 
jugs,  are  prepared  in  this  way. 

Considerable  power  is  required  in  order  to 
obtain  a  sharp  impression,  and  glass  manipulated 
in  this  manner  has  to  be  of  a  somewhat  different 
composition  to  blown  ware,  as  it  must  be  plastic 
over  a  shorter  range  of  temperature  in  order  to 
secure  a  perfect  impression  of  the  mould  ;  tliat 
is  to  say,  it  must  be  very  mobile  when  hot,  but 


quicldy  attain  rigidity  on  cooling.  This  is 
attained  by  reducing  the  RO  content  to  a 
minimum,  a  soft  flint  glass  or  a  mixed  alkali-lime 
glass  low  in  lime  being  employed. 

Lahoratory  glassware  is  produced  in  a  similar 
manner  to  table  glass  as  regards  manipulation, 
but  greater  care  has  to  be  taken  in  the  com- 
position and  manufacture  of  the  glass,  as  it  is 
required  to  be  as  little  affected  as  possible  by 
water  and  acids  and  to  have  the  greatest 
possible  thermal  endurance.  Soda-lime  glass  is 
employed  for  the  generality  of  articles,  but  a 
number  of  special  glasses  are  made :  the 
•Jena  Cerate  glass  is  designed  specially  for 
analytical  work,  having  a  maxi- 
mum resistance  to  corrosion  by 
boiling  solutions. 

Glass  tubing  ami  rod  or  caiic. 
Rod  is  produced  from  a  solid 
gathering  by  attaching  a  working 
rod  to  the  end  of  the  lump, 
previously  rolled  on  the  marver, 
and  extending  it  bj'  drawing  apart 
the  two  rods.  For  tubing,  the 
gathering  is  expanded  into  a  thick- 
walled  bulb  before  the  mass  is 
extended  (Fig.  13,  a,  h). 

For  thermometer  tubing,  in 
which  the  bore  is  clliijtical,  the 
gathering  is  shghtly  expanded, 
and,  after  being  squeezed  flat  on 
the  marver,  a  fresh  gathering  of 
metal  is  taken  on,  rolled  to  a 
cylinder,  and  then  drawn. 

Variegated  cane  may  be  pro- 
duced by  inserting  a  mass  of 
molten  glass  into  a  mould  which 
contains  round  its  inner  surface, 
in  a  perjjendicular  position,  a 
number  of  short  lengths  of 
coloured  canes.  These  adliere  to 
the  molten  mass,  which  is  then 
\vithdrawn  and  marvered.  Some 
more  glass  is  gathered  from  the 
pot  to  cover  the  coloured  cane, 
and  the  whole  mass  may  then 
be  drawn  ;  by  twisting,  spiral 
patterns  may  be  produced.  As  glass  retains 
the  form  given  to  it  in  the  lump,  even  after 
drawing,  varieties  of  cane  may  be  made  by 
moulding  the  first  metal,  preferably  coloured, 
then  covering  it  wth  molten  glass,  and  then 
drawing  it  into  cane. 

The  cane  may  be  drawn  to  any  desiretl  degree 
of  fineness  by  heating  it  before  a  blowjjijje  and 
spinrung  it  on  a  wheel.  Such  fine  glass  is  used 
for  embroidery,  and  even  woven  into  a  fabric. 
It  is  also  employed,  under  the  name  of  'glass 
wool,'  for  the  purpose  of  filtering  hquids  which 
would  attack  ordinary  filtering  materials. 

Class  tubes  of  la.rge  calibre  aie  sometimes 
prepared  by  pr&ssing,  a  cylindrical  mould  being 
used,  which  is  closed  at  one  end  by  a  plunger 
several  millimeters  less  in  diameter  than  the 
interior  surface.  The  moidd  is  placed  with  its 
open  end  vertical,  the  lower  end  closed  by  the 
plunger,  on  which  the  mass  of  glass  is  thrown. 
As  the  plunger  rises  the  glass  is  distributed  in 
the  annular  space  left  between  tlie  plunger  and 
the  inner  surface  of  the  mould. 

The  composition  of  glass  used  for  the  pro- 
duction  of  tubing   varies  according   to  the 
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purpose  for  wliich  it  is  to  be  used.  Tubing  for 
laboratory  blowpipe  work  is  required  to  be 
fusible  and  to  be  free  from  tendency  to  devitrifi- 
cation,  a  soda-lime  glass  rich  in  alkali  is  there- 
fore employed.  Por  combustion  tubing,  requiring 
to  stand  a  liigh  temperature,  on  the  other  hand, 
an  alkali-lime  glass  rich  in  lime  is  used. 

The  special '  resistance  '  tubing  manufactured 
at  Jena  is  prepared  from  a  boro-silicate  glass 
containing  zinc  and  magnesia.  A  similar  glass 
is  prepared  for  thermometer  tubing  to  obviate 
the  aberration  of  the  zero  jjoint  common  to 
thermometers  prepared  from  ordinary  glass. 

Glass  heads. — 1.  Hollow.  These  are  j^roduced 
by  blowing  small  bulbs  out  of  glass  tuljing,  ^ilain 
or  coloured.  The  interior  is  filled  ^\■ith  coloured 
wax  ;  or  if  pearls  are  to  be  imitated,  with  '  pearl 
essence  ' — i.e.  the  small  scales  of  whitebait  and 
similar  fish,  ground  to  an  impalpable  powder, 
and  preserved  in  ammonium  chloride  solution. 
2.  Solid  or  Venetian.  These  are  either  cut  from 
thick-waEed  coloured  tubing  by  means  of  a 
guillotine  cutter,  and  to  round  the  sharp  edges, 
heated  to  redness  in  a  revolving  drum,  when 
the  edges  melt.  To  prevent  adhesion,  and  the 
closing  up  of  the  perforation,  they  are  kneaded 
in  moist  clay,  or  in  a  mixture  of  clay  and  finely 
ground  charcoal  before  heating.  They  are 
finally  polished  by  shaking  in  bags  with  bran. 
Opaque  beads,  like  mother-of-pearl,  are  produced 
from  tubes  drawn  from  glass  which  has  been 
violently  stirred  so  as  to  inclose  minute  air 
bubbles,  which  in  the  process  of  dravnng  are 
elongated  into  parallel  canals.  Long  beads  are 
termed  bugles.  Large  ornamental  beads  are 
made  by  taking  the  glass  from  the  pots  with 
a  slightly  conical  rod  covered  with  fine  china 
clay.  By  holding  the  rod  vertically,  the 
glass  slips  down  the  rod,  and  by  revolving 
the  latter,  the  spherical  form  is  secured.  The 
rod  is  allowed  to  cool,  and  the  bead  knocked  off 
when  solid.  A  certain  amount  of  ornamentation 
can  be  produced  by  twsting  coloured  glass  round 
the  bead  while  it  is  still  hot ;  or  by  placing  small 
drops  of  coloured  glass  on  the  hot  bead.  Glass 
marbles  are  made  from  coloured  glass  rod  ;  it  is 
cut  off  in  lengths,  and  these  are  heated  in  a 
revolving  drum,  cliina-clay  or  talc  being  present 
to  prevent  adhesion.  The  rotatory  motion  causes 
them  to  assume  a  globular  form. 

.5.  Quartz  glass  is  composed  of  practically  pure 
silica  in  the  amorphous  state,  and  is  prepared 
by  fusing  quartz  or  sand.  As  the  temperature 
of  fusion  is  much  higher  than  is  obtainable  in 
ordinary  glass  furnaces,  its  production  has  only 
been  rendered  possible  by  modern  advances  in 
the  production  of  high  temjieratures,  more 
particularly  by  the  introduction  of  the  electric 
furnace. 

UntU  quite  recently,  quartz  glass  was  an 
article  more  of  scientific  interest  than  industrial 
use,  but  during  recent  years  great  strides  have 
been  made  in  its  production,  and  it  has  now 
become  an  important  factor,  not  only  in  the 
production  of  articles  for  laboratory  purposes, 
but  also  for  the  construction  of  industrial  plant. 
Two  varieties  are  now  on  the  market : 
1.  Transparent. — Resembling  ordinary  glass  ; 
this  is  prepared  from  quartz  in  a  furnace  heated 
by  means  of  oxy-hydrogen.  It  is  only  made  in 
comi>aratively  small  sizes  for  laboratory  work. 
Flasks,  crucibles,  and  beakers  are  supplied,  and 


tubes  and  rods  of  various  calibre,  which  can  bo 
easily  worked  up  into  various  forms  of  apparatus, 
using  an  oxy-hydrogen  flame  in  the  ordinary 
blowpipe.  The  glass  is  also  spun  into  fine 
threads  suitable  for  replacing  glass  wool  for 
filtering  purposes. 

2.  Non-transparent. — This  is  prepared  on  a 
much  larger  scale  by  the  fusion  of  glassmakers' 
sand  in  an  electric  furnace,  so  arranged  that  the 
sand  forms  its  own  containing  vessel,  as  no 
crucible  can  be  obtained  to  withstand  the  neces- 
sary temperature.  The  opacity  is  due  to  the 
numerous  air  bubbles  disengaged  during  the 
fusion,  wliich  it  is  impossible  to  eliminate,  as 
sufficient  fluidity  cannot  be  obtained  to  efEect 
their  escape,  both  on  account  of  the  high 
temperature  required  and  also  because  silica 
commences  to  boil  at  a  temperature  only  a 
little  above  its  fusion-point.  In  the  jirocess  of 
working  these  bubbles  are  drawn  out  into  long 
parallel  tubes,  giving  the  material  a  character- 
istic sUky  lustre  (cjf.  Opaque  heads  described 
above).  Tliis  material  is  adapted  for  the  pre- 
paration of  beakers,  evaporating  basins,  retorts, 
tubes,  (fee,  which  are  now  manufactured  in  very 
large  sizes,  a  capacity  of  several  gallons  being 
not  uncommon. 

This  silica  glass  is  chiefly  valuable  on  account 
of  its  great  thermal  endurance,  clue  principally 
to  its  low  coefficient  of  expansion  ;  it  can  be 
plunged  while  red  hot  into  water  without 
fracture.  It  can  also  withstand  temperatures 
up  to  1200°C.  without  alteration,  and  is,  there- 
fore, eminently  suitable  for  combustion  tubing 
and  so  forth.  On  prolonged  exposure  to  a 
temperature  above  1200°C.,  however,  it  dcvitri- 
fies,  reverting  to  crystalline  tridymite. 

Its  chemical  stability  is  very  great,  and  it 
withstands  the  action  of  all  boiling  acids  (except 
HF) ;  on  the  other  hand,  being  highly  acid,  it 
readily  combines  with  all  basic  materials,  and 
a  vessel  in  which  heated  alkali  or  metallic  oxide 
is  placed  rapidly  disintegrates. 

This  material  also  has  very  nearly  the  hard- 
ness of  quartz,  and  is  therefore  greatly  superior 
to  glass  in  resistance  to  scratching  and 
mechanical  injury. 

Quartz  glass  also  forms  a  perfect  insulator, 
being  free  from  the  hygroscopic  tendency  of 
ordinary  glass ;  an  electroscope  mounted  on 
quartz  will  remain  charged  almost  indefinitely. 
On  this  account,  and  by  reason  of  its  great 
elasticity  and  freedom  from  elastic  fatigue,  it  is 
very  valuable  for  the  construction  of  physical 
instruments.  For  the  suspension  of  galvano- 
meter mirrors  extremely  fine  threads  are  pre- 
pared by  fusing  small  globules  of  silica,  which 
are  attached  to  a  sort  of  miniature  cross-bow, 
and  drawn  out  to  a  great  length  by  shooting  the 
bolt. 

The  transparent  material  has  the  valuabk^ 
optical  qualities  of  natural  quartz  without  the 
drawback  of  double  refraction,  notably  great 
transparency  to  the  ultra-violet  end  of  the 
spectrum.  For  this  reason  it  is  used  in  the 
construction  of  the  mercury  vapour  lamp.  If  it 
could  be  prepared  in  large  pieces  free  from 
.striations  and  bubbles,  it  would  prove  very 
valuable  in  lens  construction.  The  index  of 
refraction  {ixd)  is  1-554. 

6.  Soluble  or  water  glass.  This  is  not  a  true 
glass,   but  an   alkaline  silicate,  prepared  by 
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lutiing  sand  with  either  potaah  or  suda,  or  by 
heating  soda  and  infusorial  earth  under  iDressure. 
A  simple  silicate  is  thus  formed,  which  has  the 
appearance  of  glass,  but  is  capable  of  being 
dissolved  in  water  to  a  viscous  solution  resem- 
bling treacle.  When  the  proportion  of  alkali 
exceeds  50  p.e.,  the  solution  can  be  prepared  by 
boiJing  the  vitreous  mass  in  water,  but  with 
glasses  richer  in  silica  superheated  water  under 
considerable  pressure  is  required.  When  the 
content  of  silica  exceeds  a  certain  point,  wliich 
corresponds  approximately  with  the  formula 
NapO-3SiO^,  it  is  found  impossible  to  prepare  a 
satisfactory  solution,  the  excess  of  silica  separat- 
ing out. 

The  solution  S(j  prepared  is  used  for  a  large 
variety  of  purposes.  It  is  an  essential  ingredient 
in  the  preparation  of  fireproof  cements  and 
lutings  for  jointing  fire-brick,  &c.  These  can  be 
made  to  set  hard  in  the  cold  by  the  addition  of 
lime,  which  causes  the  precipitation  of  gelatinous 
sihca,  the  joint  thus  obtained  being  further 
strengthened  on  heating  by  the  fused  sUicato 
attacking  and  combining  with  the  adjacent 
fire-brick. 

Water  glass  is  also  used  in  the  preparation 
of  artificial  stone  and  fireproof  materials,  the 
principle  being  its  reaction  with  soluble  lime 
salts,  with  the  production  of  gelatinous  silica, 
which  acts  as  a  cementitious  material,  the 
alkali  set  free  in  the  reaction  being  removed  by 
washing  and  '  ageing.' 

The  stereochrome  process  of  mural  decora- 
tion employs  -n-ater  glass  in  a  similar  manner ; 
a  plaster  surface  is  decorated  by  means  ol 
pigments  mixed  with  water  only,  the  colours 
being  then  fixed  by  spraying  with  water  glass 
the  alkali  set  free  by  its  reaction  with  the  lime 
in  the  plaster  being  carefully  removed.  Many 
other  uses  of  this  material  depend  on  similar 
reactions. 

Miscellaneous  Uses  of  Glass. 

Mosaic  and  tiles.  By  casting  crude  glass  of 
various  colours  on  to  a  slab  and  pressing  it  out 
by  means  of  a  roller  or  press,  thick  slabs  or  cakes 
are  obtained,  which  can  be  cut  up  into  small 
squares  or  '  tesserae.' 

Mosaic  decoration  is  produced  by  arranging 
such  squares  according  to  a  definite  design  and 
cementing  them  to  a  wall  surface.  By  a 
modification  of  the  same  process  the  glass  slab 
IS  moulded  into  the  shape  of  tiles,  and  large 
slabs  of  variegated  colours  have  been  prepared 
for  lining  walls  and  making  table  tops  in  place 
of  marble. 

Another  variety  of  vitreous  mosaic  or  tile 
is  prepared  by  heating  a  mixture  of  glass  powder 
and  sand  until  plastic  and  moulding  it  in  a,  press. 
The  waste  mixture  of  sand  and  glass  from  i^late- 
glass  grindnig  can  be  employed  for  this  purpose. 
The  material  has  a  peculiar  semi-matt  texture, 
and  IS  opaque,  owing  to  its  containing  half- 
vitrified  sand  in  suspension. 

Opus  sectlle  is  a  similar  material  produced  in 
thin  sheets  of  various  colours,  which  can  be  cut 
up  by  a  diamond  and  painted  with  enamels  to 
produce  a  wall  decoration,  which  might  be 
described  as  '  opaque  stained  glass.' 

Glass  bricks  and  paving  stones  have  been 
introduced  as  a  further  development  of  this 
roiigh  cast  glass,  but  they  offer  no  advantages 
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over  natural  or  artificial  stone  and  ceramic 
ware. 

Reaumur's  porcelain,  which  was  prepared  on 
an  industrial  scale  at  one  time,  is  made  by 
heating  various  patterns  of  hollow  ware  to  the 
softening-point  until  completely  devitrih'ed,  the 
shape  being  preserved  by  embedding  in  sand 
during  the  process.  An  opaque  porcelain-liko 
material  is  thus  produced,  which,  however, 
offers  no  particular  advantages  over  genuine 
porcelain. 

Artificial  stone  has  been  prepared  by  a 
mochfication  of  this  process.  Gullet  and  other 
waste  glass  is  powdered,  pressed  into  a  mould 
and  maintained  at  a  red  heat  until  it  devitrifies. 

Tempering.  Attempts  have  been  made  to 
increase  the  mechanical  strength  of  glass  by 
cooling  it  quickly  and  uniformly  ;  it  is  then, 
of  course,  in  a  condition  of  strain  and  stress, 
but  these  are  uniformly  distributed.  A  con- 
dition is  attained  similar  to  that  of  the  well- 
known  '  FiuperCs  drop.%"  prepared  by  cooling 
drops  of  molten  glass  in  water  without  allowing 
them  to  touch  the  walls  of  the  containing  vessel, 
when  each  drop  assumes  the  form  of  a  pear  with 
a  long  thin  tail.  Their  peculiarity  is  that  the 
body  of  the  drop  is  exceechngly  hard,  so  hard, 
indeed,  that  it  wiU  stand  a  blow  with  a  hammer 
without  fracture,  but  as  soon  as  a,  fragment  of 
the  tail  is  broken  off  the  whole  drop  flies  instan- 
taneously into  the  minutest  fragments.  It  was 
found  by  M.  de  la  Bastie  that  glass  vessels 
dropped  into  oil  or  melted  mutton  fat,  which 
is  kept  at  a  temperature  of  68°-76°C.  (some 
authorities  give  3.50°-400°C.),  the  glass  being 
m  a  semi-ductile  .state,  do  not  crack,  but 
are  rendered  hard  and  difficult  to  break.  The 
process  has  not  become  a  commercial  success, 
owing  to  the  facts  that  the  vessels  sometimes 
go  to  pieces  spontaneously  after  a  year  or 
more  ;  that  it  is  difficult  to  apply  the  process  to 
wine  decanters  or  water  bottles,  for  the  air 
cannot  easily  be  expelled  from  the  interior  so  as 
to  allow  it  to  share  in  the  process  of  temper- 
ing ;  that  the  vessels  are  brittle,  though  they 
cannot  perhaps  be  so  easily  broken  a"s  those 
which  have  not  undergone  the  process ;  lastly, 
that  such  vessels  cannot  be  ground  or  cut' without 
flying  to  pieces. 

Hardening.  The  Siemens  process  depends 
on  the  principle  that  glass,  if  evenly  cooled, 
however  quickly,  is  under  little  strain,  and  that 
the  more  rapidly  it  loses  heat  the  harder  its 
surface  becomes.  A  sheet  of  glass,  for  example, 
loses  heat  more  rapitUy  from  its  edges  than 
from  its  surface,  owing  to  the  greater  surface 
exposed.  Hence  it  is  under  strain.  But  if  the 
heat  is  rapidly  and  uniformly  conveyed  away 
from  the  surface,  it  retains  "its  shape,  and  is 
hardened  and  not  under  strain.  The  cooling 
should  be  proportioned  to  the  volume  of  the 
glass,  not  to  its  surface.  The  glass,  which  must 
be  witliout  flaw,  is  exposed  suddenly  and  evenly 
to  the  radiant  heat  of  a  special  furnace.  The 
plate  is  then  withdrawn  and  quickly  placed 
between  metal  plates.  The  process  of  heating 
requires  one  minute,  and  the  cooling  half  a 
minute,  'j'he  sole  of  the  heating  furnace  is 
smooth,  and  is  covered  wth  powdered  talc  to 
prevent  the  adhesion  of  the  glass.  The  success 
of  the  process  is  due  to  the  uniform  temperature 
of  the  furnace,  and  to  the  fact  tliat  the  heat  is 
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wholly  radiant.  Owing  to  the  extremely  high 
temperature  to  wliich  the  plate  is  exposed, 
hard  enamels  may  be  used  for  ornamenting 
its  surface.  If  required  of  extreme  hardness, 
thin  copper  plates  are  applied  to  cool  it. 
Iron  plates  give  a  less  hard  glass ;  and  the 
effect  may  be  reduced  by  covering  the  surface 
of  the  cooling  plates  with  wire  gauze,  or  by 
using  asbestos  paper  or  clay  slabs.  Bottles 
may  also  be  hardened  by  heating  them  tUl 
soft,  and  then  placing  them  in  a  case  of  iron 
in  wliich  they  stand,  prevented  from  touching 
the  iron  in  more  than  three  places  by  projecting 
ribs,  or  they  may  be  heated  in  the  casing,  and 
then  removed  from  the  furnace  and  allowed  to 
cool  in  the  air.  The  most  quickly  cooled  of  such 
•plates  withstand  eight  times  a  shock  which  would 
break  an  ordinary  plate,  and  those  slowly  cooled 
or  semi-hardened,  three  times.  They  are  not 
scratched  by  a  diamond,  and  hence  cannot  be 
cut ;  but  they  may  be  polished,  etched,  and 
slightly  ground  it  desired. 

Reinforced  glass.  It  is  alleged  that  the 
mechanical  fracture  of  windows  may  be  prevented 
by  cementing  two  sheets  together  by  means  of 
a  sheet  of  transparent  celluloid,  softened  at  the 
surface  by  a  solvent  in  order  to  produce  optical 
continuity. 

Bending.  Both  sheet  and  plate  glass  are 
bent  into  various  curves  for  shop  windows, 
street  lamps,  roof  and  deck  lights,  and  various 
other  purposes,  by  supporting  the  flat  sheet  on 
a  bed  of  whitening  shaped  to  the  required  curve 
by  means  of  a  template,  and  carefully  heating 
to  the  softening-point  in  a  reverberatory  gas 
furnace,  when  the  sheet  gradually  sinks  by  its 
o^Ti  weight  and  takes  the  shape  of  the  bed. 

Cutting.  '  Brilliant  cutting  '  is  performed  by 
a  series  of  operations  similar  to  those  employed 
in  producing  polished  plate.  A  design  is  first 
cut  into  the  glass  by  pressing  against  an  iron 
wheel  fed  with  sand,  the  rough  surface  thus  pro- 
duced being  smoothed  on  similar  wheels  dressed 
with  finer  abrasive,  and  finally  polished  by  a 
felt-covered  wooden  bobbin  dressed  with  putty 
powder.  The  beveUing  of  plate-glass  mirrors, 
&c.,  is  performed  by  the  same  process. 

At  the  present  time  glass  cutting  is  largely 
used  for  the  decoration  of  plate  glass;  it  is 
also  employed  in  the  production  of  table  ware 
and  lustres,  a  soft  flint  glass  being  used,  and  the 
cutting  so  arranged  as  to  take  advantage  of  its 
liigh  refraction  to  produce  prismatic  effect. 

Engraving  is  performed  in  a  similar  manner 
to  gem  engraving,  the  glass  being  pressed 
against  a  small  disc  of  soft  iron  revolved 
by  means  of  a  horizontal  spindle  in  a  small 
high-speed  lathe.  Glass  cameos  are  produced 
by  this  method  by  engraving  on  a  glass  formed 
of  two  layers  of  different  colours  so  as  to  cut 
away  portions  of  the  upper  layer,  leaving  the 
design  in  relief  on  a  background  of  the  other 
colour. 

Etching  or  embossing.  Hydrofluoric  acid  is 
largely  utiUsed  in  the  decoration  of  hollow 
ware,  and  to  a  smaller  extent  in  stained-glass 
work. 

The  portions  of  the  glass  to  remain  unacted 
upon  are  covered  with  a  '  resist '  (composed 
generally  of  a  solution  of  bitumen  and  beeswax 
in  turpentine)  eilher  hy  first  coating  the  whole 
article  and  then  scratcliing  out  the  portions  to 


be  etched,  or  by  applying  the  resist  with  a  brush, 
or  by  means  of  a  transfer. 

The  article  is  then  immersed  in  the  acid  for 
a  short  time,  washed  and  cleaned.  If  a  weak 
solution  of  hydrofluoric  acid  is  used,  the  etched 
portion  is  clear  and  transparent,  but  a  matt 
surface  is  produced  by  '  white  aciding,'  in  which 
a  bath  of  acid  sodium  fluoride  is  used. 

Thermometers  and  volumetric  apparatus  are 
graduated  by  this  process,  either  by  white 
aciding  or  by  deeply  etching  with  acid  and 
filling  in  the  lines  with  black  japan,  or  preferably 
by  burning  in  a  soft  vitreous  enamel.  The  acid 
fluoride  is  also  sometimes  used  in  the  laboratory 
for  marking  glass  apparatus. 

An  extremely  dilute  solution  of  hydrofluoric 
acid  forms  an  excellent  means  of  cleaning  glass 
vessels  and  apparatus,  the  shape  of  which 
renders  ordinary  cleaning  difiicult.  The  vessel 
filled  vidth  the  solution  is  allowed  to  stand  about 
30  seconds,  and  immediately  rinsed,  the  slight 
action  on  the  surface  is  sufficient  to  loosen  the 
attachment  of  impurities  which  float  to  the 
surface.  The  corrosion  is,  however,  so  slight 
that  burettes  may  be  cleaned  by  this  method 
without  impairing  their  accuracy.  Photographic 
negatives  can  almost  instantaneously  be  removed 
from  their  glass  support  by  this  method. 

Sand  blasting.  The  surface  of  glass  may  be 
readily  abraded,  leaving  it  rough  and  opaque, 
by  impinging  a  stream  of  fine  sand  upon  it  by 
means  of  a  powerful  air  blast.  '  Ground  glass ' 
is  produced  in  this  manner,  and  any  desired 
design  may  be  produced  by  protecting  portions 
of  the  surface  by  means  of  a  metal  stencil  plate. 
Glass  signs  are  produced  in  this  way,  either  by 
cutting  away  the  coloured  surface  of  a  flashed 
white  glass,  or  by  cutting  deeply  into  white  or 
opal  glass,  and  filling  in  the  cut  portions  with 
paint  or  vitreous  enamel. 

Drilling.  The  action  of  the  sand  blast  just 
described  is  so  powerful  that  large  holes  may  bo 
readily  drilled  in  plate  glass  (such  as  in  ventUa- 
tors  to  shop  windows)  by  its  means.  Small  holes 
in  spectacle  glasses,  instruments,  &c.,  are 
drflled  by  means  of  a  carbonado -pointed  drill. 
'  Slitting,'  or  cutting  glass  into  sections,  is  per- 
formed by  means  of  a  revolving  soft-iron  wheel 
fed  with  diamond-dust  or  carborundum. 

Frosting  or  '  crystallising.'  Glass  to  be 
decorated  by  this  means  is  first  sand  blasted,  and 
then  coated  with  a  hot  solution  of  hard  glue, 
several  coats  being  applied.  It  is  then  placed  in  a 
warm  room,  when  the  force  exerted  by  the  con- 
traction of  the  glue,  on  drying,  tears  away  the 
surface  of  the  glass  in  a  peculiar  manner,  giving 
it  the  appearance  of  a  frosted  window  pane. 

Stained  or  painted  glass.  In  the  production 
of  stained-glass  windows  a  special  variety  of 
sheet  glass  is  used,  which  is  made  from 
imperfectly  refined  glass,  and  is  irregular  in 
colour,  thickness,  and  texture.  This  is  cut  into 
shapes  corresponding  with  the  outlines  of  the 
design,  the  broad  masses  of  colour  being  pro- 
duced at  the  same  time  by  selecting  different 
colours  for  the  various  pieces.  The  details  of 
the  design  and  colouring  are  then  produced  on 
this  background  by  painting  each  piece  of  glass 
with  vitreous  enamel. 

The  composition  of  this  enamel  determines 
the  power  of  the  window  to  withstand  the 
severe  conditions  of  exposure  for  an  indefinite 
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period,  and  it  has  to  fulfil  several  drastic  con-  i 
ditions.    It  is  prepared  by  lirst  making  a  fusible 
and  very  complex  glass,  fairly  rich  in  alkali,  low 
in  lime,  and  with  a  small  percentage  of  lead, 
iron,  and  manganese,  whicli  is  known  as  'flux.' 
Tliis  is  fused  in  a  special  furnace,  arranged  so 
that  the  molten  glass  can  be  ruii  in  a  line  stream 
into   cold    water.    The    rougli    i^owder  thus 
obtained  is  mixed  with  a  compound  of  iron,  | 
manganese,  and  copper  oxides  prepared  by  pre-  j 
cipitating  the  mixed  carbonates  from  solution  j 
and  igniting,  and  the  whole  subjected  to  a  pro- 
longed process  of  grinding,  until  it  is  reduced  to 
an  impalpable  powder,  wliich,  when  mixed  with 
gum  water,  can  bo  used  in  a  brush  after  the 
manner  of  artists'  colours. 

The  glass  painted  in  this  way  is  heated  in  a 
special  furnace  or  '  kiln  '  to  '  lire  '  the  enamel  I 
on  ;  gas  furnaces  are  now  almost  universally 
employed  for  this  purpose.  The  finished  glass 
is  then  finally  buUt  up  into  the  form  of  the 
window  by  joining  the  pieces  of  glass  together 
by  means  of  '  calms  '  of  drawn  lead  having  an 
H  section. 

The  action  of  silver  on  glass  (described  above 
under  Colouring)  is  largely  utilised  in  the  craft 
to  produce  local  yellow  colouration,  technically 
known  as  '  silver  stain.' 

Photographic  decoration.  This  is  a  modifica- 
tion of  tlie  last  process,  in  which  the  design, 
instead  of  being  painted  by  hand,  is  reproduced 
in  the  glass  by  a  modification  of  the  carbon 
process,  the  details  of  production  being  otlierwise 
the  same.  This  method  of  worlcing  is  only 
suitable  for  designs  of  a  mechanical  nature,  and 
is  used  for  the  production  of  advertisement 
tablets  and  so  forth. 

Iridescent  glass.  Beautifvd  effects  are  pro- 
duced on  glasses  rich  in  silica  by  corrosion  of  the 
surface,  the  silica  being  left  on  the  surface  in  a 
thin  film,  producing  prismatic  colours  by  inter- 
ference. The  specimens  of  iridescent  Roman 
glass  to  be  seen  in  all  museums  owe  their  beauty 
to  the  effect  produced  in  this  way  by  prolonged  , 
burial.  This  efl^ect  may  be  imitated  by  heating 
the  manufactured  article  witli  water  containing 
15  p.c.  of  hydrochloric  acid  vuider  pressure 
(Fremy  and  Clcmandot) ;  or,  more  easily,  by 
exposing  tlie  glass  while  hot  to  tlie  fumes  of 
stamious  chloride,  by  spruiklmg  a  little  of  that 
salt  on  tlic  ledge  of  the  furnace  while  heating  the 
vessel  (Powell). 

Glass  vases,  &c.,  rendered  iridescent  in  this 
manner,  are  produced  in  large  numbers  at  the 
present  time,  and  a  richly  iridescent  variety  of 
sheet  glass  l-cnown  as '  Luna  '  is  also  manufactured 
for  special  purposes. 

Gilding.  Glass  is  gilt  hy  painting  it  with 
'  liquid  gold,'  wliich  is  chloride  of  gold  dissolved 
in  balsam  of  suli^hur.  Tlio  prepared  glass  is 
then  fired  at  a  gentle  heat,  when  a  film  of  metallic  ' 
gold  is  deposited  on  the  surface.  Silver  and 
platinum  can  also  be  deposited  in  tliis  way. 
The  lilm  is  exceedingly  tlfin,  but  it  may  be  in- 
creased to  a  considerable  thickness  by  electro- 
plating. Very  richly  ornamented  glassware  is 
produced  in  Bohemia  by  this  latter  method. 

Glass  mirrors.  Various  metals,  mercury, 
copper,  silver,  gold,  platiinim,  may  be  deposited 
on  glass,  convei-ting  it  into  a  mirror.  Usually 
mercury  is  used  for  the  i^urpose.  A  flat  surface 
is  covered  with  tin  foil,  all  creases  and  wrinkles  , 


being  smoothed  out  with  a  soft  brush.  A  little 
mercury  is  poured  on  the  foil  and  spread  over 
the  whole  surface  with  a  woollen  cloth.  The 
table  is  surrounded  with  a  beading,  and  mercury 
is  poured  in  it  until  it  reaches  a  depth  of  a  fifth 
of  an  inch.  A  narrow  strip  of  paper  is  then 
pushed  in  between  the  foil  and  the  mercury 
resting  on  it ;  the  edge  of  the  glass  plate,  pre- 
viously thoroughly  cleaned,  is  then  jjlaced  on  the 
paper,  and  the  plate,  held  in  a  nearly  horizontal 
position,  is  then  pushed  along,  the  paper  on 
which  it  rests  slipping  on  the  surface  of  the  foil. 
When  the  plate  rests  on  the  mercury,  the  table 
is  inclined  by  jack  screws  at  one  end,  so  that  the 
mercury  runs  oif,  leaving  the  plate  resting  on 
the  amalgamated  foil.  A  woollen  cover  is  then 
placed  on  the  plate,  and  it  is  then  weighted 
down,  the  weights  being  gradually  increased. 
The  table  is  gradually  tUted,  till  after  24  hours 
it  is  inclined  at  an  angle  of  10°  or  15°.  The  plate 
is  then  lifted  and  set  on  its  edge  in  a  trough  into 
which  the  excess  of  mercury  drains.  After 
about  4  weeks  all  superfluous  mercury  has  drained 
off  and  the  mirror  is  finished. 

The  silvering  of  glass  was  introduced  by 
Drayton  in  1843.  His  process  was  subsequently 
modified  by  Liebig.  The  following  solutions 
are  employed :  1  2->art  of  fused  silver  nitrate 
dissolved  in  10  parts  of  water  ;  a  solution  of 
ammonium  nitrate  of  1-115  sp.gr.,  or  of  ammo- 
nium sulphate  of  1-106  sp.gr.  ;  a  solution  of 
caustic  soda  absolutely  free  from  clilorine  of 
1-050  sp.gr.  These  three  solutions  are  mixed  in 
the  proportions :  100  volumes  of  the  ammonia 
solution,  140  volumes  silver  solution,  and  750 
volumes  soda  solution.  The  silver  solution  is 
poured  into  the  ammonium  sulphate,  and  the  soda 
added  in  small  quantities  at  a  time.  It  is  then 
aUowed  to  settle  for  3  days,  and  the  clear  portion 
siphoned  off.  50  grams  of  white  sugar  candy 
are  dissolved  and  boUed  with  3-1  grams  of 
tartaric  acid  for  an  hour,  and  then  diluted  to 
500  c.c,  2-857  grams  of  copper  tartrate  are  dis- 
solved in  water,  caustic  soda  is  added  until  the 
initial  blue  precipitate  is  redissolved,  and  the 
solution  is  then  diluted  to  500  c.c.  One  volume 
of  the  sugar  solution  and  one  volume  of 
the  copper  solution  are  mixed,  and  eight 
volumes  of  water  added.  Immechately  before 
use  50  volumes  of  the  silvering  solution  are 
diluted  with  250-300  volumes  water  at  28°-30° 
mixed  with  10  volumes  of  the  reducing  solution, 
and  poured  into  a  shallow  trough  ;  the  glass 
plate  is  then  laid  on  this  solution  and  left  for 
some  hours.  The  silver  is  precipitated  on  the 
surface  of  the  glass.  It  is  then  washed,  dried, 
and  pohshed  by  gentle  rubbing  with  chamois 
leather.  The  silver  deposited  on  a  square  metre 
of  glass  weighs  3-3-5  grams.  Numerous  other 
recipes  are  also  given,  the  chief  difference  being 
in  the  materials  used  for  reduction. 

Glass  can  also  be  platinised  and  gilt,  but 
these -j)rocesses  are  not  carried  out  on  a  large 
scale  For  a  method  of  depositing  copper  on 
glass,  V.  Hydea/jives.  N.  H. 

GLASS  OF  ANTIMONY  v.  Anlimony  crocus, 
ai't.  Ajjtimonv. 

GLASS,  TOUGHENED,  v.  Glass. 

GLAUBER'S  SALT.  SoiUum,  snlphale  [u. 
Sodium). 

GLAUBERITE  v.  Calcium. 

GLAZES  y.  Fritts  and  glazes;  alsoFoxTEBi- 
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GLIADIN  V.  Gluten. 

GLOBULINS  V.  Peoteins. 

GLUCINUM  {Beryllium);  GL;  9-1  (Parsons, 
J.  Amcr.  Chem.  Soc.  1905,  27,  1204),  occurs  in 
hcrijl,  cuclase,  phenacite,  chrytsoberyl,  leucophane, 
helvite,  davalite,  and  other  minerals.  The  element 
was  detected  by  Vauquelin  in  1798,  but  the 
metal  was  first  isolated  by  Wcihler  in  1828  by 
fusing  the  chloride  with  potassium.  Glucinum 
can  be  prepared  by  the  electrolysis  of  a  fused 
mixture  of  the  chloride  with  sodium  or  am- 
monium chloride  (Borschers,  Chem.  Zentr.  1895, 
ii.  13),  or  of  the  fused  double  fluorides,  GIF2, 
NaF;  or  GIF™,  2NaF  (Lebeau,  Compt.  rend. 
1898,  126,  744). 

Glucinum  may  be  prepared  by  electrolysing 
tlie  minerals  containing  it  between  metallic 
electrodes  in  the  presence  of  fluorine  or  one  of 
its  compounds,  either  alone  or  with  the  addition 
of  a  halogen  compound  of  an  alkali  or  alkaline 
earth  (Liebmann,  J.  Soc.  Chem.  Ind.  1899,  282  ; 
Eng.  Pat.  3497). 

Warren  (Chem.  News,  1895,  72,  310)  describes 
the  following  process  : — 

Pulverised  and  lixiviated  beryl  is  fused  for 
3  hours  in  a  blast  furnace  with  four  times  its 
weight  of  sodium  carbonate,  after  which  the 
solidified  mass  is  decomposed  by  superheated 
steam,  and  then  by  hydrochloric  acid,  evapo- 
rated to  dryness  and  extracted  with  water.  The 
solution  is  now  freed  from  iron  and  chromium 
by  the  acetate  method,  and  excess  of  sodium 
carbonate  added ;  the  precipitate  is  treated 
with  excess  of  sulphurous  acid  whereby  the 
alumina  and  glucina  pass  into  solution .  On  boiling, 
the  alumina  is  precipitated,  excess  of  ammonium 
carbonate  is  now  added  to  the  filtered  solution, 
which  is  well  boiled.  The  precipitate  of  glucinum 
carbonate  thus  obtained  is  ignited  with  lamp- 
black out  of  contact  with  air,  then  submitted  to 
the  action  of  bromine  at  a  red  heat  in  clay 
retorts,  when  glucinum  bromide  distils  over  and 
is  reduced  elect rolyticaUy.  It  is  also  prepared 
by  the  reduction  of  the  oxide  with  aluminium 
(Just  and  Mayer,  J.  Soc.  Chem.  Ind.  1909,  528  ; 
D.  R.  P.  208402). 

Glucinum  is  a  hard  metal,  with  a  bright  silver- 
white  colour,  melting  at  about  1400° ;  sp.gr. 
1-93;  sp.ht.  0-4246.  The  powdered  metal  takes 
fire  when  heated  in  air,  burning  with  great 
brilliancy,  and  dissolves  readily  in  dflute  acids, 
also  in  caustic  alkahs,  with  evolution  of  hydrogen ; 
but  it  does  not  decompose  water  even  at  a  red 
heat.  It  is  generally  regarded  as  divalent 
(Combes,  Compt.  rend.  1894,  119,  1221  ;  Henry, 
ibid.  1895.  121.  600  ;  Retgers,  Zeitsch.  physikal. 
Chem.  1896,  20,  481  ;  Galecki,  Zeitsch.  Elektro- 
chem.  1908,  14,  767).  Tanatar  (J.  Russ. 
Phys.  Chem.  Soc.  1904,  36,  82  ;  1906,  38,  850), 
from  various  organic  derivatives,  regards  the 
metal  as  tetravalent. 

Glucinum  yields  useful  aUoys  with  various 
metals  by  heating  the  oxides  with  carbon  in  the 
electric  furnace,  or  hy  the  electrolysis  of  a 
mixture  of  the  fused  metal  with  the  double 
fluoride  of  glucinum  and  sodium  in  a  carbon 
crucible  as  anode.  The  5  p.c.  alloy  with  copper 
is  ma]leal)le,  readily  filed  and  polislicd,  and 
unafl^ected  by  air  ;  an  alloy  containing 
less  glucinum  is  sonorous  (Lebeau,  Compt. 
rend.    1897,  125,  1172;  126,  744;  Liebmann, 


D.  R.  P.  94507,  1896;  Chem.  Zentr.  1898,  i. 
484). 

Compounds.  Glucinum  oxide-  or  glucina  GIO 
is  obtained  from  beryl  by  heating  the  coarsely 
powdered  mineral  with  6  parts  of  ammonium 
hydrogen  fluoride  for  10-12  hours  at  a  tempera- 
ture not  exceeding  a  dull  red  heat.  'The  mass 
is  then  treated  with  water,  and  the  insoluble 
aluminium  fluoride  removed  by  filtration. 
The  filtrate  is  evaporated  to  dryness,  and 
heated  vritli  strong  sulphuric  acid,  thus  removing 
fluorine  and  silica.  The  solution  obtained  on 
adding  water  is  treated  with  nitric  acid  to 
oxidise  iron,  and  the  filtered  liquid  is  poured 
into  an  excess  of  ammonium  carbonate  solution. 
Hot  water  is  now  added,  after  which  the  solution 
is  filtered,  mercuric  chloride  added,  and  the 
remaining  iron  is  precipitated  with  ammonium 
sulpiride.  The  filtered  solution  is  boiled, 
whereupon  basic  glucinum  carbonate  is  pre- 
cipitated, which,  on  ignition,  yields  pure  glucina 
(Gibson,  Chem.  Soc.  Trans.  1893,  909  ;  Lebeau, 
Compt.  rend.  1895,  121,  641  ;  PoUok.  Chem.  Soc. 
Trans.  1904,  603).  Various  other  methods  of 
preparing  glucina  from  minerals  have  been 
described  by  Kriiss  and  Moraht  (Ber.  1890,  23, 
727),  and  by  Bran  and  Oordt  (J.  Soc.  Chem.  Ind. 
1906,  1147;  Eng.  Pat.  15973,  1906). 

It  is  a  white  amorphous  jjowder  of  sp.gr. 
3-016,  which  fuses  in  the  electric  arc,  forming, 
after  cooling,  a  crystalline  mass,  wliich  is  harder 
than  ruby.  In  the  electric  furnace  it  is  reduced 
by,  and  forms  crystalline  compounds  ivith, 
boron,  silicon,  and  carbon  (Lebeau,  Compt.  rend. 
1896,  123,  818). 

The  oxide  acts  as  a  feeble  acid  towards 
strong  bases,  forming  the  salts  G1(0K)2,  whUst 
with  feeble  acids  it  acts  as  a  base,  yielding  such 
salts  as  (GlS03)x-G10  (Kriiss  and  Moraht,  I.e.  ; 
Seubert  and  Elten,  Zeitsch.  anorg.  Chem.  4,  44). 
It  is  insoluble  in  water,  but  dissolves  in  strong 
sulphuric  acid,  yielding  the  sulphate,  and  also 
in  fused  potassium  fluoride  (Duboin,  Compt. 
rend.  1896,  123,  698).    According  to  Winkler 
I  (Ber.  1891,  24,  1966),  when  the  oxide  is  heated 
I  with  magnesium  at  red  heat  in  a  current  of 
i  hydrogen,  glucinum  hydride,  having  an  un- 
pleasant smell  and  slowly  decomposed  by  warm 
water,  is  formed. 

Glw.inum  hydroxide  G1(0H)2  is  formed  by 
precipitating  glucinum  salts  with  ammonia,  and 
!  can  be  separated  from  aluminium  and  iron 
by  digestion  with  glacial  acetic  acid,  when 
it  is  converted  into  a  basic  glucinum  acetate, , 
which  is  readily  soluble  in  chloroform  (Haber 
and  Oordt,  Zeitsch.  anorg.  Chem.  1904,  40,  465 ; 
D.  R.  P.  155466;  Oordt,  J.  Soc.  Chem.  Ind. 
1904,  799). 

Glucinum  hydroxide,  when  freshly  precipi- 
tated, is  gelatinous,  readily  absorbs  carbon  di- 
oxide, and  is  soluble  in  dilute  acids,  alkalis, 
and  alkali  carbonates.    On  being  heated  with 
water,    alkali    carbonates,   or    ammonia,  or 
when  aUowed  to  stand  for  some  time  at  the 
:  ordinary  temperature,  it  loses  the  above-de- 
I  scribed  properties  (Haber  and  Oordt,  Zeitsch. 
i  anorg.  Chem.  1904,  38,  377  ;  I>.  R.  P.  165488). 

Unlike  aluminium  hydroxide,  glucinum  hydroxide 
'  is  quite  insoluble  in  annnonin,  or  in  methyl-  or 
[  ctliylamine  (Ren/,.  Ber.  1903,  3(),  2751). 
'       Olucinuiii  chloride  GICI2  is  formed  by  passing 
1  a  current  of  dry  chlorine  over  a  mixture  of  the 


fiT-rrnsiDiw. 


741 


oxirle  and  sngn.r  fharooal,  hoated  to  hriglit 
redness  in  a  porcelain  tube  (PoJlok,  Cheni.  (Soc. 
Trans.  1904.  (i04).  It  forms  white  necdle-.shaped 
crystals,  mcltini,'  at  400",  and  boitins;  at  aliout 
500°.  It  forms  a  hydi'ated  eliloride  Gk:J,,4IL0, 
and  aJso  double  salts  with  platinum,  tin,  and 
mereuric  eliloride,  and  with  iodine  trichloride 
(Weinland  and  SclJegelniileh,  Zeitsch.  anorg. 
Ghem.  1902,  30,  134). 

Glucinum  iodide  GH^  is  obtained  hy  heating 
the  carbide  in  a  stream  of  liydriodic  acid,  carrying 
iodine  vapour ;  it  melts  at  510°,  combines  with 
ammonia  to  form  2Gll2,3NH3;  and  yields 
crystalline  compounds  with  aniline,  pyridine, 
and  other  organic  bases.  With  bromine  it 
yields  the  corresponding  bromide  (Lebeau, 
Gompt.  rend.  1898.  126,^  1272).  It  forms  a 
double  salt  with  lead  iodide  (Mosnier,  Ann.  Ghim. 
Phy.s.  1897,  12,  [vii.]  374). 

Glucinum  fluoride  is  obtained  by  the  action 
of  hydrofluoric  acid  on  the  oxide.  It  is  soluble 
in  water  and  alcohol,  melts  at  800°,  and  is 
converted  by  oxygen  into  the  oxyfluoride 
5G1P2,2G10  (Lebeau,  I.e.  ;  and  1418). 

Glucinum  carbonates.  Basic  carbonates  are 
formed  when  a  glucinum  salt  is  treated  with  an 
alkali  carbonate.  If  carbon  dioxide  be  passed 
through  the  aqueous  solution  or  suspension  of 
the  basic  carbonate,  and  the  solution  then 
evaporated  in  an  atmosphere  of  carbon  dioxide, 
the  normal  salt  G1G03,4H20  separates. 

Glucinum  sulphates.  The  following  sulphates 
have  been  obtained :  GlSOj.eHaO;  G!S04,4H.,0; 
G1S0„2H.0  ;  G1S04.H.,0  ;  GISO4  (Parsons,  J. 
Amer.  Ghem.  Soc.  1904,  2(3,  143:? ;  Lcri  Malvano, 
Zeitsch.  anorg.  Ghem.  190G,  48,  44(5).  Also  the 
thiosulphate  G1S203,HH„0  (Faktor,  Ghem.  Zentr. 
1901,  ii.  878)  ;  and  svlphite-s  (Seubert  and  Elten, 
Zeitsch,  anorg.  Ghem.  4,  44). 

Glucinum.  cliromate  GlGrO^.HoO  has  been 
obtained  by  evaporating  a  solution  of  the 
carbonate  in  concentrated  chromic  acid.  It 
forms  reddish-yellow  crystals,  which  are  de- 
composed by  water,  forming  the  basic  salt 
GlCr04,6CTl(OH).,,  which  can  also  be  obtained 
by  precipitating  glucinum  sulphate  with  am- 
monium chromate  (Glassmann,  Ber.  1907,  40, 
2402). 

Glucinum.  carbide  GIG^  is  obtained  by  heating 
the  oxide  with  carbon  in  the  electric  furnace 
(Henry,  Gompt.  rend.  1895,  121,  GOO  ;  Lebeau, 
ibid.  496).  It  forms  microscopic  yellowish- 
brown  crystals,  which  scratch  quartz,  and  are 
decomposed  by  water  with  formation  of  iJure 
methane.  Also  decomposed  by  hot  concen- 
trated alkalis,  and  by  halogen  acids,  yielding  the 
corresponding  halide. 

Glucinum  borocarbide  G4BgGl„,  obtained 
when  glucina  is  heated  with  boron  in  a  carbon 
boat  in  the  electric  furnace,  forms  brilliant 
crystals  with  a  metallic  lustre ;  sp.gr.  2-4, 
readily  soluble  in  acids,  and  not  decomposed  by 
water  (Lebeau,  Gompt.  rend.  1898,  126,  1347). 

Glucinum  jiho'iphatcs  (Rammelsberg,  Ghem. 
Zentr.  1891,  ii.  790  ;  8estini,  Gazz.  chim.  ital. 
20,  313  ;  Guvrard,  Gompt.  rend.  1890, 110,  1333), 
tungstates  and  silico-tungstatcs  (Tanatar  and 
Kurowski,  J.  Russ.  Phys.  Ghem.  Soc.  1909,  41, 
813 ;  Wyrouboff,  Bull.  Soc.  Franc.  Min.  1896, 
19.  240),  m.olybdafcfi  (Rosenheim  and  VVose, 
Zeitsch.  anorg.  Ghem.  1897, 15,  283, 306,  307),  and 
colum.hates  (Larsson,  ibid.  1896,  12,   188)  have 


b(^en  obtained.  ( )rganic  acids  react  with  glucinum 
carbonate,  forming  salts  of  the  type  GI4OX1., 
Gl40X.,X'4,  and  '  Gl^OX.^X's  (X,  X'  being 
organic  radicles)  (Tanatar  and  Kinowski  (.1. 
Russ.  Phys.  Ghem.  Soo.  1907.  39,  936  ;  Lacombe, 
( 'ompt.  rend.  1902,  134,  772  ;  Glassmami,  Ber. 
1908,  41,  33;  Parsons  and  Sargent.  J.  Amcr. 
Ghem.  Soc.  1909,  31,  1203). 

Other  (uganic  compounds  of  glucinum  are 
described  by  Wyrouboff  (/.''.);  Kurowski  (J. 
Ru.ss.  Phys.  Ghem.  Soc.  1907,  39.  1()30;  190S, 
40,  580,  787) ;  Gurtius  and  Rissom  (J.  pr.  Giicm. 
1898.  [ii.l  58.  261);  Glassmann  (Bci'.  1907,  4(», 
3059  :  Ghem.  Zeit.  1907.  31,  S). 

GLUCONASTURTIIN,  GLUCOTROP/EOLIN 

V.    (  IlUC'OSIDKS. 

GLUCOSAMINE  Gaebohvdeates. 
!      GLUCOSE  r.  (  'ahbohydeates. 
!       GLUCOSIDES.    The  glucosides  are  a  large 
[  and  important  group  of  substances  occurring 
almost  exclusively  in  the  vegetable  kingdom, 
which,  by  the  operation  of  hydrolysis,  involving 
theadditionof  the  elements  of  water,  are  resolved 
into  sugar  and  another  compound  not  belonging 
j  to  the  class  of  carbohydrates.    The  sugar  thus 
j  formed  is  usually  glucose  or  rhamnose  ;  certain 
glucosides  yield  other  carbohydrates,  some  of 
which  have  not  yet  been  identified. 

The  hydrolysis  may  often,  but  not  always,  be 
rapicUy  effected  by  heating  with  dilute  acids. 
I  It  may  also  be  brought  about  by  the  action  of 
I  apiJropriate  enzymes,  such  as  emulsin,  mj'ro- 
sin,  &.C. 

'       Glucosides  are,  in  many  cases,  far  more 

j  resistant  tti  hydrolysis  by  acids  than  is  generally 
sujiposed,  and  almost  invariably  their  behaviour 
towards  acids  is  in  marked  contrast  to  the  ease 
with  which  they  are  hydrolysed  hy  the  appro- 
priate enzyme.  There  is  some  evidence  that 
the  nature  of  the  acid  is  not  without  influence, 
some  glucosides  being  more  easily  hydrolysed 
by  hj'drochloric  than  by  sulphuric  acid. 

1  As  a  rule,  a  plant  containing  a  glucoside  also 
contains  a  corresponding  enzyme  capable  of 
hydrolysing  it,  the  enzyme  being  present  also 
in  allied  species  which  do  not  contain  the 
glucoside.  On  the  other  hand,  the  elder  (Sam- 
biu/us  nigra.  Linn.)  affords  an  example  of  a  jslant 
containing  a  glucoside,  accompanied  by  very 
little  of  the  corresponthng  enzyme.  Enzyme 
and  glucoside  do  not  cxi.st  in  the  same  cell,  but 
they  are  brought  together  should  the  cellular 
structure  be  damaged  or  rendered  permeable. 

In  the  greater  number  of  cases  only  one 
variety  of  sugar  is  formed  on  hydrolysing  a 
glucoside,  although,  in  some  instances,  two 
different  carbohydi'ates  are  produced,  or  possibly 
two  or  more  ghicose  molecules  ;  in  such  cases 
the  simple  sugar  molecules  are  probably  united 

{  as  di-  or  tri-saccharides.  Using  appropriate 
enzymes  or  acids  of  chfferent  degrees  of  con- 
centration, it  is  possible  to  remove  the  sugar 

I  groups  one  at  a  time,  and  so  form  new  glucosides. 
Thus,  from  amygdalin,  by  the  action  of  the 
enzyme  amygdalase,  which  is  present  in  some 
varieties  of  yeast,  the  glucoside  of  mandelo- 
nitrile  is  formed  together  with  glucose. 

The  majority  of  the  glucosides  are  colourless, 

I  crystalline  neutral  compounds,  one  or  two  are 
basic,  and  a  few  are  acidic.  They  are  usually 
soluble  in  water  and  alcohol,  and  but  very 

I  sparingly  soluble  in  ether.    They  crystallise 
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with  one  or  moro  molecules  of  water,  which  is 
lost  on  heating.  They  are  charred  when  heated 
to  a  moderately  high  temperature,  occasionally 
a  sublimate  of  the  non-sugar  component  being 
obtained.  They  are  not  acted  upon  by  Feliling's 
solution,  so  far  as  the  sugar  part  of  the 
molecule  is  concerned.  Many  of  them  are 
(optically  active,  and,  as  a  rule,  rotate  rays  of 
polarised  light  to  tlie  left,  although  derived 
from  a  dextro-rotatory  carbohydrate.  They 
have  often  a  bitter  taste,  and  a  therapeutic 
action,  being  the  active  principle  of  many 
plant  extracts  used  in  pharmacy.  The  general 
behaviour  of  the  glucosides  and  their  close 
relationship  to  the  synthetic  methyl  glucosides 
(v.  Carbohydrates)  establishes  their  structure 
beyond  doubt  as  : 

R-0-CB^(CH-0H)j-CH-CH(0H)CH2(0H). 

In  many  instances  the  radicle  R  is  a  poly- 
hydroxy-  compound,  and  it  is  not  in  all  cases 
certain  to  wliich  of  the  hydrox3'l  groups  the 
sugar  residue  is  attached. 

It  is  further  of  interest  that  no  natural 
glucoside  has  been  found  in  two  stereoisomeric 
forms  corresponding  to  the  a-  and  /8-methyl 
glucosides.  Judging  from  their  behaviour  to- 
wards the  emulsin  of  almonds,  many  of  the 
natural  compounds  are  considered  to  be  derived 
from  ^-ghtcose.  This  view  has  been  confirmed 
in  some  instances  by  the  fact  that  glucose  is 
first  separated  as  the  j3-  form  of  low  rotatory 
power  on  hydrolysing  the  glucoside,  and  after- 
wards undergoes  isomeric  change  to  the  equili- 
brated mixture  of  a-  and  j8-glucose.  In  fact, 
no  glucosidic  derivative  of  a-glucose  has  yet  been 
described  as  occurring  naturally. 

In  addition  to  a  few  of  the  natural  glucosides 
of  plants,  other  glucosides  have  been  prepared 
in  the  laboratory.  The  isomeric  a-  and  ^-methyl 
glucosides  are  discussed  under  Carbohydrates  ; 
glucosides  of  primary  alcohols,  e.g.  ethyl, 
glycerol,  and  benzyl  glucosides,  are  obtained  by 
the  same  method  by  the  interaction  of  glucose 
and  alcohol  in  presence  of  hydrogen  chloride. 

An  alternative  method  first  used  by  CoUey 
involves  the  interaction  of  tetraacetylchloro- 
glucose  C„H,OC](OAc)^,  and  the  sodium  deriva- 
tive of  alcohols  or  phenols.  Sodium  chloride 
and  the  tetraacetate  of  the  desired  glucoside  are 
formed,  and  the  latter  is  subsequently  hydrolysed 
to  eliminate  the  acetyl  groups.  In  tliis  way  the 
natural  compounds,  helicin,  methylarbutin,  and 
a  number  of  new  glucosides,  including  those  of 
the  terpenes  and  of  some  thiophenols,  have  been 
prepared. 

The  function  of  glucosides  has  been  a  subject 
of  considerable  discussion.  They  have  been 
regarded  as  reserve  materials ;  as  antiseptics, 
and,  therefore,  bactericidal  in  character ;  and 
as  protectives,  on  the  assumption  that  the  bitter 
taste  and  poisonous  properties  of  many  would 
act  as  a  warning  to  animals.  A  more  recent 
view  is  that  the  non-sugar  constituents  function 
as  hormones ;  that  is,  they  are  able  to  penetrate 
the  plant  cells  and  stimulate  the  protoplasm  to 
greater  activity ;  much  evidence  has  been 
adduced  in  favour  of  this  view  (see  E.  F.  Arm- 
strong, The  Simple  Carbohydrates  and  Gluco- 
sides, London,  Longmans,  1910). 

Preparation. — Glucosides  are  obtained  from 
plants  by  extraction  with  water  or  alcohol,  the 


abstract  being  subsequently  purified  in  a  variety 
of  ways  to  eliminate  other  soluble  substances. 
The  extraction  of  the  plant  material  is  often 
conveniently  performed  in  a  SoxUet  apparatus ; 
and  ethyl  acetate  wUl  sometimes  be  found  to 
be  a  convenient  solvent.  It  is  essential  in 
most  cases  to  destroy  the  accompanying  enzyme 
before  extracting  with  water,  so  that  liydrol}'sis 
may  not  take  place. 

For  convenience  of  reference  only  the  most 
important  glucosides  are  here  described  in 
alphabetical  order.  They  are,  perhaps,  better 
classified  in  groups  according  to  the  nature  of 
the  non-sugar  constituent,  and  brief  reference 
may  therefore  be  made  to  these  groupings. 
Special  works  dealing  with  the  glucosides  are  : 
Van  Rijn,  Die  Glucoside,  Berhn,  1900  ;  Roscoe- 
Schorlemmer's  Chemie,  Band  8,  Pflanzen 
Glucoside,  Braunschweig,  1901 ;  Armstrong, 
The  Simple  Carbohydrates  and  Glucosides, 
London,  1910,  in  all  of  Avhich  numerous  references 
to  the  original  literature  will  be  found. 

Phenols  occur  very  frequently  as  constituents 
of  glucosides,  especially  those  containing  two 
and  more  hydroxyl  groups.  The  sugar  residue 
is  attached  to  a  phenolic  hydroxyl  rather  than 
to  an  aliphatic  alcohol  group  in  a  side  chain, 
e.g.  salicin,  coniferin. 

Aldehjdes.  A  number  of  glucosides  of 
benzaldehyde  exist,  but  in  most  of  these  hydro- 
gen cyanide  is  attached  to  the  aldehyde  group. 
The  relationship  of  amygdalin,  and  the  three 
amygdonitrile  glucosides,  prulaurasin,  samhu- 
nigrin,  and  prunnsin,  is  of  considerable  interest. 
Salinigrin,  the  glucoside  of  w-hydroxybenzalde- 
hyde,  is  isomeric  with  hplicin,  the  glucoside  of 
o-hydroxybenzaldehyde,  obtained  by  oxidising 
salicin,  but  not  yet  found  in  plants.  Dhurrin  is 
a  derivative  of  jj-hydroxybenzaldehyde. 

Acids.  Glucosides  of  the  higher  fatty  acids 
are  characteristic  of  the  convolvnlacece,  and  are 
used  as  purgatives. 

Coumarins.  The  glucosides  of  the  coumarin 
group  are  interesting.  That  of  coumarin  itself 
has  not  yet  been  isolated,  though  there  can  be 
little  doubt  that  coumarin,  which  is  so  widely 
distributed  in  plants,  is  present  in  this  form. 
Skimmin  is  a  monohydroxycoumarin ;  aesculin 
and  daphnin  are  isomeric  dihydroxycoumarins ; 
fraxin,  a  trihydroxycoumarin.  Scopolin  is  the 
methyl  ether  of  aesculin. 

Hydroxi/anthraquinone  glucosides  are  madder, 
frangulin,  and  others,  like  aloes,  which  form 
emodin  on  hydrolysis. 

Hydroxyflavone  glucosides  all  give  yellow  dye- 
stuffs.  Those  described  are  apiin,  fustin,  gossy- 
pitrin,  incarnitrin,  quercimeritrin,  quercitrin, 
jsoquercitrin,  robinin,  rutin,  serotin,  vixetin, 
xanthorhamnin.    They  are  mostly  rhamnosides. 

The  following  glucosides  contain  rhamnose  : 
Baptisin,  convallamarin,  datiscin,  frangulin, 
fustin,  glycyphi/llin,  hesperidin,  Jcampheritrin, 
ouabain,  naringin,  quercitrin,  robinin,  rutin, 
solanin,  strophantin,  trifolin,  a-turpefhein,  xantho- 
rhamnin. 

Those  containing  pentoses  other  than 
rhamnose  are :  Aloin,  antiarin,  convolvnlin, 
gentiin,  jesterin,  quinovin,  saponin,  ^■turpethein, 
vicianin. 

The  following  contain  galactose  :  Convalla- 
marin, digitonin,  robinin,  sapotoxin,  solanin. 
Laevnlose  has  so  far  only  been  obtained  from 
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nlliiv.  tlie  tjlucoside  of  gailic  (Rindquist,  Apoth. 
Zeit.  11)10,  25,  105). 

Tlie  glucoskles  li,\'drolyscil  by  emiilsin  are  : 
^scidin,  amygdnh'ii,  nm)/i/doiiitri1e  glucoside,  an- 
drosin,  arbuiin,  aucvhin.  hankankosin,  calmatam- 
hin,  coniferin,  daphvin,  dhurrin,  gmtioficrin, 
incarnatrin,  indican,  meliatin,  oleuropein,  jiicein, 
prulaumsin,  salicin,  Kamhunigrin,  syringin, 
taxicatin,  vcrbenalin. 

Adonin  C,4H4(,0,,,  fi-om  Adonis  amurensis 
(HoK  and  Rad'a)  (v.  Tahara,  Bpr.  24,  2579). 

^SCUlin  r!|,Hin<'<),2Aq,  m.p.  205",  is 
Icmtid  in  l.lic  ))arl<:  of  the  horse  chesf.nnt  (.Esriiln-s 
lii.pporiislaiiniii.  Linn.),  and  in  t,ho  roots  of 
(.he  wild  jasmin  {Gelsemimn  sempcrvirms.  Ait.), 
it  is  very  sparingl.y  soluble  in  oold  water,  and 
crystallises  in  lustrous  colourless  prisms.  Charac- 
teristic is  the  blue  fluorescence  of  the  aqueous 
solution,  oven  when  very  greatly  diluted  ;  it  is 
evident  in  a  solution  of  1  part  of  aisculin  in 
15  million  parts  of  water.  Alkali  increases  the 
fluorescence,  acids  destroy  it.  The  aqueous 
solution  is  faintly  acid.  It  gives  a  yellow  solu- 
tion with  nitric  acid,  which,  on  the  addition  of 
ammonia,  acquires  a  deep  blood-red  colour 
(comp.  iSchunck  and  Marcldewski,  Annalen,  1894, 
278,  353  ;  Gattermann  and  Kiibner,  Ber.  1899. 
32,  288).  By  the  action  of  warm  dilute  mineral 
acids  or  of  emulsin  at  30",  aesculin  is  hydrolysed 
to  glucose +sesculetin  (a  dihydroxycoumarin) 

C,5Hi,0<,+H,0  =  f'„H;,,0,  +  f'<,H„0,. 
,'Esculetin  has  the  formula  : 

CH:CH-CO 


i'Eseulin  is  isomeric  with  daphnin. 

Aloin,  Barbaloin.  The  glucosides  from  the 
various  species  of  aloe  are  but  indefinitely  chai-ac- 
terised.  They  are  decomposed  into  aloe  emodin, 
which  is  a  trihydroxymethyl  anthraquinone 
identical  with  that  derived  from  frangulin,  and 
a  sugar  which  is  sometimes  dextrose,  sometimes 
a  pentose.  Le'ger  (Bull.  Soc.  chim.  1910,  7,  479  ; 
and  Compt.  rend.  1910,  150,  1695)  ascribes  to 
barbaloin  the  formula  CjoHi^O,,,  and  obtained 
from  it  on  hydrolysis,,  emodin  and  d-arabinose. 
Since  the  arabinose,  which  is  a  constituent  of 
gums,  &c.,  is  i-arabinose,  the  occurrence  of  the 
rf-isomeride  is  remarkable,  as  showing  that 
sugars  of  both  d-  and  I-  series  occur  naturally. 

Amygdalin  C2oH2,OiiN,3Aq,  m.p.  200", 
|„]28_3g.3o^  jg  ^jjg  oldest  known  glucoside;  it 
was  first  found  by  Robiquet  and  Boutron  in 
1830  in  bitter  almonds.  The  composition  and 
mode  of  decomposition  by  emulsin  into  glucose, 
oil  of  bitter  almonds,  and  hydrogen  cyanide, 
was  first  indicated  by  Wi'jliler  and  Liebig. 
Besides  the  bitter  almond,  it  is  contained  in  the 
kernels  of  peaches,  cherries,  plums,  apples,  and 
in  the  fruits  of  most  of  the  Rosacea'.  It 
crystallises  from  water  in  transparent  rhombic 
prisms,  from  alcohol  in  glistening  platelets.  It 
is  soluble  in  water,  sparingly  soluble  in  cold 
alcohol. 

It  is  very  readily  hydrolysed  by  the  emulsin 
of  almonds  to  glucose  (2  mols. ),  hydrogen  cyanide, 
and  benzaldehyde 

G.,„H2,0„N+2H„0  =  C,H„0+HCN+2C«Hi.,(\, 


I  Yeast  contains  an  enzyme  amygdalaso,  wliich 
hydrolyses  it  to  glucose  and  amygdonitrile 
glucoside  (prwnasin) 

C2„Ho,0nN+H,0=:C„II,,0,+C,iHi,0„N, 
which  has  since  been  found  to  occur  naturally, 

I  and  is,  in  its  turn,  hydrolysed  l\y  emulsin. 

I  Almond  emulsin  has  been  sliown  to  be  a  mixture 

'  of  three  enzymes,  which  act  consecutively. 

Amfigdalase  first  splits  off  one  molecule  ol 
glucose,  a  B-glucnse  hydrolyses  the  amygdonitrile 
glucoside  to  ;8-glucose  and  d-mandelonitrile,  and 
ci/anase  hydrolyses  this  last  to  Itenzaldeliydc  and 
hydrogen  cyanide.  It  has  not  been  possible  to 
obtain  the  two  glucose  molecules  from  amygdalin 
united  in  the  form  of  a  disaccharide  by  means  of 
plant  enzymes,  but  using  the  digestive  juices  of 

j  the  snail  Hdix  pomatia,  Giaja  (Compt.  rend.  1910, 
150,  693)  has  demonstrated  that  a  non-reducing 
disaccharide  of  the  trehalo.se  type  is  first  formed, 
though  subsequently  hydrolysed  to  glucose. 
The  disaccharide  of  amygdalin  is  definitely  not 
maltose.  Dilute  acids  act  as  almond  emulsin 
does ;  strong  hydrocliloric  acid  hydrolyses 
amygdalin  to  ?-mandelic  acid,  glucose,  and 
ammonia.  Concentrated  sulphuric  acid  gives 
glucose  and  t^-mandelonitrile. 

On  treatment  with  baryta,  the  f^-mandelo- 
nitrile  group  in  amygdalin  is  racemised  and 
i.soamyodalin  is  obtained.  Tliis  is  hydrolysed  by 
amygdalase  to  prulaurasin.  (For  bibliography, 
sec  "E.  p.  Armstrong,  The  Simple  Carbohydrates 
and  Glucosides ;  also  Walker  and  Krioble, 
Chem.  Soc.  Trans.  1909,  95,  1437.) 
Amygdonitrile  glucoside  (Pmnasin) 
G,4H:,0sN, 

m.p.  147°,  [a]D  — 26°, occiu-s  in  the  young  branches 
of  Prumn  (Cerasus)  Padiis  (Lmu.)  (Herissey, 
I  Arch.  Pharm.  1907,  245,  641),  and  in  the  bark 
!  of  the  wild  cherry,  Prunvs  sorotijia  (Ehrh.) 
[  (Power  and  Moore,  Chem.  Soc.  Trans.  1909, 
I  95,  243).    It  is  obtained  from  amygdalin  by 
the  action  of  an  extract  of  dried  yeast  (Fischer, 
I  Ber.  1895,  28,  1508).    This  enzyme  amygdalase 
is  only  present  in  .some  sisecimens  of  brewers' 
yeast"(top  fermentation).   Amygdonitrile  gluco- 
side is  the  /3-glucose  ether  of  (/-mandelonitrile, 
i.e.  the  nitrile  of  i-mandelic  acid  (c/.  prulaurasin 
and  sambunigrin). 

Androsin    C.,5H„(,Os,2Aq,    m.p.  218°-220°, 
found  in  the  rhizome  of  Apocjinum  androsaemi- 
folium  (Lhm.)  (Moore,  Chem.  Soc.  Trans.  1909, 
I  95,  734),  forms  long  colourless  needles,  sparingly 
I  soluble  in  cold  water  or  alcohol,  reacbly  in  hot 
water.    On  hydrolysis  by  emidsin  or  sulphuric 
acid,  it  yields  glucose  and  acetovaniUone 
I  "  CH3-CO-C5H3(OMe)(OH). 

Anfiarin.  The  latex  of  Antiaris  foxicaria 
( Lcsc  h. ),  an  arrow  poison,  contains  two  glucosides. 
I  a-Antiarin  C27Hi20,n,4Aq  crystallises  in  leaflets 
or  plates  ;  m.p.  220°-225° ;  it  is  hydrolysed  to 
antiarose,  i.e.  a  methyl  pentose,  and  antiarigenin 
C21H30O5.  |8-Antiarin  C27H3,0,,i,3Aq  or 
C28H3^0,|,,3Aq,  crystallises  in  slender  needles  ; 
m".p.  206°-207°.  Emulsin  has  no  action  on  either 
glucoside ;  both  are  toxic,  th^ir  action  resembling 
strophantin  (Kiliani,  Ber.  1910,  43,  3574). 

Apiin  C.,sHo,0,4  (?),  m.p.  228°,  found  in 
the  leaves  and  seeds  of  parsley  [Carum  (Apium) 
Pctroscliiium  [Bent],  and  Hook.)],  in  celery  [A. 
qra.veolrns  (Linn.)],  and  other  umbelliferous 
plants  ;  crystallises  in  small  colourless  needles  ; 
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sparingly  soluble  in  cold,  easily  soluble  in  hot 
water  and  alcohol.  The  solutions  readily 
gelatinise ;  they  are  strongly  dextro-rotatory. 
It  is  hydrolysed  by  mineral  acids  with  difficulty 
to  glucose,  apiose,  a  C.  sugar  with  a  branched 
chain  of  carbons  (v.  Gakbohvdbates),  and 
apigenin  C,  r,H,„Of,,  a  hydroxyflavone  derivative 
of  the  constitution 

HO;'  ^0— C-C„H4(0H) 

X  II  4' 

i  'CO-CH 

OH 

The  sugar  residue  is  probably  united  to  the 
hydroxyl-  group  marked  x  (see  Perkin,  Chem. 
Soc.  Trans.  1897,  71,  817). 

ArbutinC,  2H,i;0;,lAq,m.p.  142°,  and  again  at 
194°,  [a]jj— 63-5°,  occurs  in  the  leaves  of  the  bear- 
berry  [Arctostaphylos  Uva-ursi  (Spreng)],  in  a 
number  of  Ericacece,  and  in  the  leaves  of  the  pear 
(Bourquelot,  Compt.  rend.  1910,  151,  81).  Ex- 
cepting in  the  pear,  it  is  found  associated  with 
methyl  arbutin,  from  which  it  cannot  be  sepa- 
rated by  crystallisation.  Herissey  effects  this  by 
the  addition  of  potassium  hydroxide  to  crude 
arbutin  dissolved  in  alcohol.  The  syrupy  pre- 
cipitate is  heated  with  acetic  acid  in  alcohol, 
calcium  carbonate  added  when  it  is  in  solution, 
the  alcohol  distilled  off,  and  the  residue  extracted 
with  water  (Bull.  Soc.  chim.  1910,  7,  1054). 
Arbutin  crystallises  in  long  silky  needles,  gives 
a  blue  colouration  -with  ferric  chloride,  and  a 
sapphire-blue  colour  with  Jungmann's  reagent. 
It  is  hydrolysed  by  emulsin  or  by  mineral  acids 
to  glucose  and  quinol ;  owing  to  the  presence  in 
emulsin  of  a  small  amount  of  oxydase,  the  quinol 
formed  in  this  way  becomes  slightly  oxidised, 
and  the  solution  assumes  a  yellowish-  or  reddish- 
brown  colour  (see  Bourquelot  and  Herissey, 
Compt.  rend.  1908,  146,  7fi4 ;  Bourquelot  and 
Fiehtenholz,  J.  Pharm.  Chim.  1910,  [vii.]  1,  62, 
104 ;  Herissey,  Compt.  rend.  1910,  151,  444). 

Meihyl  arbutin  CiaHj^Oj.lAq,  m.p.  175°,  [a]^ 
—  64" ;  crystallises  in  needles ;  it  gives  no  coloura- 
tion with,  either  ferric  chloride  or  Jungmann's 
reagent.  It  is  hydrolysed  by  emulsin  more 
quickly  than  arbutin,  yielding  glucose  and 
quinolmethyl  ether  (Hlasiwetz  and  Habermann, 
Annalen,  1875,  177,  334).  It  does  not  darken 
in  colour  on  hydrolysis  in  presence  of  an  oxydase. 
Methyl  arbutin  was  synthesised  by  Michael  by 
the  interaction  of  acetochloroglucose  with 
potassium  quinol  methyl  ether  (Amer.  Chem.  J. 
1885,  6,  336). 

Aucubin  CisHjgOs.lAq, m.p.  181°[a]j,-174°, 
is  found  in  the  seed,  leaves,  stem,  and  roots  of 
the  J  apanese  variegated  laurel,  Aucvha  japonicri 
(Thunb.)  and  allied  .species.  It  is  hydrolysed 
by  mineral  acids  and  by  emulsin  to  glucose  and 
aucubigenin  (C-H9O3).  The  latter  has  not  been 
isolated ;  it  is  condensed  to  an  intense  black- 
coloured  product  immediately  it  is  formed.  It 
is  this  compound  which  causes  aucuha  leaves 
to  become  black  when  put  in  an  atmosphere 
of  chloroform  for  a  few  minutes.  (Literature 
summarised  by  Bourquelot  and  Herissey,  Ann. 
Chim.  Phys.  1905,  [viii.]  4,  289.) 

BaptisinC26H320,4,9Aq,  m.p.  240°,  [a]jj— 61°, 
found  in  the  roots  of  Baptisia  tincloria  (R.Br.), 
crystaUisRS  in  reniform  aggregates  of  [slender 


needles,  sparingly  soluble  in  water  ;  it  is  hydro- 
lysed to  rhamnose  (2  mols.)  and  baptigenin 
C14H,  „0b,  a  phenol  eontaiuiug  three  hydroxyl 
groups  (Gorter,  Arch.  Pharm.  1897,  235,  303). 
tp-Bapftsin  C27H3„Oi4,4Aq,  m.p.  247°,  which 
occurs  in  the  same  root  is  hydrolysed  to  glucose, 
rhamnose,    and    i|/-baptigenin    CjrHioOr  or 

/0-CH :  CH-OH 
CijHs^O-CHO  (Gorter,  Arch.  Plmrm. 

%0 
1907,  245,  561). 

Calmatambin  C,3H2sO,3,2Aq,  m.p.  144", 
[a]jj  — 130'^,  foimd  in  the  bark  of  Cantlnuni 
glabriflorum  (Hiern..)from  Sierra  Leone,  crystal- 
lises in  colourless  prismatic  needles.  It  is 
hydrolysed  by  mineral  acids  and  by  emulsin  td 
glucose  and  CalmatamhelinCIifi-0,  ^Hio'^-iiO^);,. 
It  is  physiologically  inactive  (Pyman,  Chem'. 
Soc.  Trans.  1907,  91,  1228). 

Coniferin  Ci6H220„,2Aq,  m.p.  185°,  [a],, -67°, 
was  discovered  in  the  cambial  sap  of  Larix 
decidua.  (Mill.),  and  occurs  in  the  saps  of  the 
conifers  in  general ;  it  is  found  also  in  beetroot 
and  asparagus. 

It  crystallises  in  colourless  rosettes  of  pointed 
needles,  sparingly  soluble  in  cold  water.  The 
aqueous  solution  has  a  slightly  bitter  taste. 
When  moistened  with  phenol  and  concentrated 
hydrochloric  acid,  an  intense  blue  colour  is 
formed  ;  it  is  soluble  in  concentrated  sulphuric 
acid  with  a  red  colouration.  It  is  decomposed 
by  heating  with  mineral  acids,  but  emulsin 
hydrolyses  it  to  glucose  and  coniferyl  alcohol 
C6H3(6H)(OMe)C3H4-OH. 

On  oxidation  with  permanganate,  gluco- 
vanillinic  acid  CeH3(OMe)(C02H)OCsHii05  is 
obtained,  m.p.  211°.  Chromic  acid  oxidises 
coniferin  to  glucovanillin,  m.p.  192°,  which  is 
hydrolysed  by  emulsin  or  by  acids  to  glucose 
and  vanillin  (ses  Tiemann  and  Haarmann,  Ber. 
1874,  7,  608  ;  187.5,  8,  509,  1127  ;  1876,  9,  408, 
1278). 

Convolvulin  C^iHjgOj,,  m.p.  150°,  is  found  in 
jalap  root,  I pomaea  purga  (Hayne).  It  is  a  colour- 
less amorphous  powder,  very  sparingly  soluble  in 
water,  but  readily  soluble  in  alcohol  and  acetic 
acid,  and  dissolves  in  concentrated  sulphuric 
acid  with  a  red  colouration.  It  is  hydrolysed 
by  acids  to  dextrose,  rhodeose,  and  convolvu- 
linolic  acid  G|  5H3„03.  This  acid,  on  oxidation, 
takes  up  2  molecules  of  oxygen,  forming  methyl- 
ethyl  acetic  acid  and  ipomic  acid  C,(|H|s04,  an 
isomeride  of  sebacic  acid  (c/.  Votoeek,  Ber. 
1910,  43,  476). 

Daphnin  C,,;H,,.09,2Aq,  m.p.  200°,  is  a  con- 
stituent of  the  bark  of  Daphne meiereu in  (Linn.) 
and  B.  alpina  (Linn.).  It  forms  long  colourless 
j  needles  or  prisms,  sparingly  soluble  in  water,  easily 
soluble  in  alcohol.  It  is  faintly  acid,  and  has 
a  bitter  astringent  taste.  It  is  soluble  in  alkalis 
and  their  carbonates  with  a  golden-yellow  colour, 
the  solutions  decompose  on  boiling.  On  hydro- 
lysis by  acids  or  by  emulsin,  glucose  and  daph- 
CH:CH-CO 

netin  |      \(yH^  ^    are  formed  (comp.  Stiinkel, 

\/ 
OH 

Ber.  1879,  12,  109). 

Datiscin  f;2iH240j„2Aq,  m.p.  190°,  present 
I  in  the  leaf  nnd  roots  of  Dntt.irn  rnnnnhinri  (liinn.). 
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forms  colourless  lustrous  needles.  On  hydrol  ysis 
hy  acids  rhaiiinose  and  datiscetin 


are  formed  (Schvinck  and  Marchlewski,  Annalen, 
1893,  277,  2fil  ;  1894,  278,  351). 

Dhurrin  C,4H,,0,N  was  obtained  from  the 
great  millet,  Sorqhuni  imlgare  (Pers.),  by  Dunstan 
and  Henry  (Phil  Trans.  1902,  A,  199,  399).  It 
is  liydrolysed  by  enuilsin  and  l)y  dilute  hydro- 
cliloric  acid  to  glucose,  hydrogen  cyanide,  and 
7)-hydroxybenzaldehyde.  It  is  the  glucosido  of 
'/(-hydroxyniandelonitrile. 

Digitalis  glUCOSides.  The  leaves  and  seed  of 
the  foxglove.  Digitalis  purpurea  (Linn.),  contain 
glucosides,  which  increase  the  activity  of  all 
forms  of  muscle  tissue,  more  especially  that  of 
the  heart  and  ai-terioles.  The  leaves  contain 
digitalin,  digitoxin,  and,  perhaps,  digitaleiu,  the 
existence  of  this  as  an  entity  being  uncertain. 
The  seeds  contain  digitalin  and  digitonin,  a 
glucoside  of  the  saponin  class,  which  is  possibly 
also  present  in  the  leaves  {v.  Digitalis). 

Digitalin  CsjH^oO,^  or  C36H53O14,  m.p.  217°, 
is  obtained  from  commercial  German  digitalin 
by  extraction  with  ether- alcohol.  It  occurs  in 
characteristic  colourless  granular  masses,  and 
crystallises  in  needles  from  85  p.c.  methyl 
alcohol.  It  is  very  sparingly  soluble  in  cold 
water,  readily  in  alcohol.  Concentrated  sulj)huric 
acid  dissolves  it  with  a  golden-yellow  coloura- 
tion, which  changes  to  a  magnificent  rose-red 
or  violet-red  on  the  addition  of  potassium 
hypobromite.  Sulphuric  acid  containing  a  little 
ferric  oxide  gives,  with  digitalin,  at  first  an 
intense  golden-yellow,  and  then  a  red  colour 
changing  to  a  permanent  reddish-violet. 

It  is  liydrolysed  on  heating  ^vith  dilute 
alcoholic  hydrogen  cliloride  to  glucose,  a  sugar 
C7H,  4O-,  named  digitalose,  and  digitaligenin 
C22H3„03  or  C23H32O3,  which  last  crystaUises 
in  granular  aggregates  of  needles  ;  m.p.  210°. 
Digitalin  possesses  the  characteristic  action  on 
the  heart  without  being  cumulative. 

Digitonin  C^iH.joO.s  or  O.^^HaiO.s,  m.p.  225°, 
[a]jy  —50°,  forms  one-half  of  the  mixed  glucosides 
from  digitalis  seed,  and  the  principal  proportion 
of  commercial  German  digitalin.  To  obtain  it 
the  commercial  product  is  dissolved  in  85  p.c. 
alcohol  at  50°-60°,  and  allowed  to  crystallise 
slowly  ;  digitonin  then  separates.  When  pure  it 
crystaUises  in  crusts  of  slender  needles,  very 
sparingly  soluble  in  water,  reatlily  soluble  in 
alcohol.  'I'he  hot  aqueous  solution  is  opalescent, 
and  the  glucoside  does  not  separate  on  cooling. 
The  aqueous  solution  froths  like  that  of  saponin. 
It  gives  a  red  colouration  with  concentrated 
sulphuric  acid,  and,  on  heating  with  concentrated 
hydrochloric  acid,  becomes  yeUow,  then  red, 
and  finally  somewhat  blue.  It  is  liydrolysed  on 
heating  with  alcoholic  hydrogsn  chloride  to 
glucose  (2  mols.),  galactose  (2  mols.),  and  digi- 
togenin  OaoHjjOs  or  CjiHjgOe,  crystallising  in 
slender  neecUes,  which  soften  at  250°.  Digitonin 
is  poisonous,  but  does  not  possess  the  action  on 
the  heart  peculiar  to  digitalis.  It  forms  crystal- 
line compounds  with  amyl  alcohol  and  other 
alcohols,  and  with  phenol,  and  coiiibines  with  1 
mol.  cholesterol  in  alcoholic  solution  to  give  a 
crystaUino  precipitate,  which  is  no  longer 
poisonous.    This  is  a  valuable  test  for  digitonin. 


Digitoxin  <^'3iHr,4t>i  1,  t'le  most  active  principle 
of  digitalis  leaves,  is  cumulative  in  its  action  ;  it 
is  the  chief  constituent  of  '  Niil.ivelle's  i-rystal- 
hsed  digitalin,'  or  '  lAench  (.ligitalin.'  It  Ls 
obtained  by  extracting  the  leaves  «'ith  water, 
and  then  with  alcohol,  precipitating  the  alcoholic 
solution  with  lead  acetate,  evaporating  and 
extracting  the  residue  with  chloroform.  It 
crystallises  from  chloroform  in  thin  anhydrous 
prisms,  which  are  not  melted  at  240°,  antl  from 
dilute  alcohol  in  bydrated  crystals  ;  m.p.  145°. 
It  is  insoluble  in  h<it  or  cold  water,  soluble  in 
alcohol,  chloroform,  or  ether.  When  it  is 
dissolved  in  glacial  acetic  acid,  a  drop  of  ferric 
cliloride  added,  and  then  concentrated  sulphuric 
acid  is  cautiously  poured  down  so  as  to  form  a 
layer  under  the  acetic  acid,  a  dirty  brownish- 
green  band  ax>pears,  wliich  alters  to  a  broad 
intense  bluish-green  band  at  the  dividing  zone. 
It  is  liydrolysed  by  alcoholic  hydrogen  cliloride 
at  the  ordinary  temperature  to  digitoxigenin 
C22H32O4,  colourless  crystals,  m.p.  230°,  and 
2  molecules  digitoxose  GsH,204,  a  sugar  having 
the  constitution  : 

GH3-CH(OH)-CH{OH)CH(OH)-CH2-CHO. 
It  crystallises  in   prisms,  m.p.  102°,  and  is 
dextro-rotatory. 

Frangulin  G2iH2„Og,  m.p.  228°,  found  in  the 
bark,  root  bark,  seeds,  and  fruit  of  the  berry- 
bearing  alder,  Rkamnu-s  frangi/Ia  (Linn.),  and 
also  in  It  carthartica  (Linn.),  is  a  yellow 
silky  glistening  microcrystaUine  powder,  nearly 
insoluble  in  water,  readily  soluble  in  alcohol 
and  benzene.  It  dissolves  in  alkalis  with  an 
intense  cherry-red  colour.  It  is  hydrolysed 
by  acids  to  rliamnose  and  emodin  (trihydioxy- 
niethylanthraciuinone)  (comp.  Scliwabe,  Arch. 
Pharin.  1888,  22G,  569 ;  Thorpe  and  Miller, 
Chem.  Soc.  Trans.  1892,  61,  1). 

Fraxin  Gi|.H,^0,n,  m.p.  320°,  obtained  from 
the  bark  of  the  ash  Fraxinvs  excelsior  (Linn. ),  and 
from  several  jEscuIus  AndPavia  .species,  cry.stal- 
lises  in  colourless  needles,  sparingly  soluble  in 
1  cold  water,  but  easily  in  hot  water  and  alcohol. 
'  The  solutions,  like  those  of  aesculin  fluoresce 
blue.    It  is  hydrolysed  by  dilute  sidphuric  acid 
to  glucose  and  fraxetin  GioH^O^,  the  mono- 
methyl  ether  of  a  trihydroxycoumarin.  It  contains 
,  a  methoxyl  group  more  than  daphnin  or  sesculin 
{see  Rochleder,  Wien.  Akad.  Bor.  1863,  48,  236). 
I      Fustin  GgjHjoG.^,  m.p.  218°,  the  glucoside  of 
'  fustic  (Rhus  coiliLUS  [Linn.]),  forms  small  needles 
of  silvery  lustre.  Dilute  sulphuric  acid  hydrolyses 
it  to  rliamnose    and  2  molecules  of  fisetin 
I  C,.-H,|,0„,  which  is  a  3  :  3' :  4'-trihydroxyflavonol 
of  the  following  constitution  : 

HO,  |-^°'^G-C6H,(OH)2 
I    Jv  GOH 

\  \co 

(see  Perkin,  Chem.  Soc.  Trans.  1897,  71,  1194). 

Gaultherin  G,  4H,s08,lAq,  decomposes  at 
100°.  found  in  Oaultheria  procmnhens  (Linn.), 
Bctula  lenla  (Linn.),  Mojiolropa  HypopiUjs 
(Linn.),  Spircea  idmaria  (Linn.)  8.  filipendula, 
(Linn.),  and  other  plants,  forms  prismatic 
crystals,  easily  soluble  in  water  and  alcohol.  It 
is  hydrolysed  by  mineral  acids  and  by  a  specific 
enzyme,  gaultherase,  which  accompanies  it  in 
plants.  Eniulsin  is  without  action.  Tiie  pro- 
ducts of  hydrolysis  are  glucose  and  methyl 
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salicylate  C5H4(OH)C02CH3  (sec  Bourquelot, 
Compt.  rend.  1896,  122,  1002). 

Gentiin  C.jH^^Oi.,,  m.p.  274°,  occurring  in  the 
root  of  the  gentiian  (Oenliana  iutea  [Linn.]), 
crystallises  in  yellow  needles.  It  is  hydrolysed 
to  dextrose,  xylosiv,  and  gentienin  OuHjaOj, 
which  is  isomeric  vdth  gentisin. 

Gentiopicrin  CieHanOg.iAq,  m.p.  120°-125", 
or  anhydrous  at  191°,  [a]jj  — 198°,  which  is 
likewise  a  constituent  of  gentian  root  (Tanret, 
Chem.  Soc.  Abstr.  190.5,1.655,  714),  of  Geniiana 
pneumonavthe  (Linn.),  and  of  Blackslonia 
(Chlora)  'perjollata  (Huds.),  is  hydrolysed  by 
emul^in  to  dextrose  and  gentiogeiiin  (eomp. 
Mourqiiclot  and  Bridcl,  .J.  Pharni.  Chim.  1910, 

[vii.l  J. 

Glucotropseolin  C,4Hj,09NS2K,  the  gluco- 
side  of  benzylthiocyanide,  occurs  in  Tropa'olum 
majus  (Linn.),  and  Lepidium  salivnm  (Linn.). 
It  is  kno\\  n  only  in  solution  :  with  sUver  nitrate 
a  precipitate  is  formed  at  first  soluble  in 
ammonia,  but  subsequently  the  ammonium 
compound 

/0-SO,-OAg 
C^SAg  "  +2NH3 

separates  in  glistening  crystals.  The  glucoside 
is  hydrolysed  by  myrosin  to  glucose,  potassium 
hydrogen  sulphate,  and  benzyltsothiocyanate 
(Gadamer,  Ber.  1899,  .32,  2.336).  Nasturtium 
officinale  (R.Br.),  and  Barhnrca  prcecox  (R.Br.), 
are  said  to  contain  a  glucoside,  gluconasturtiin, 
which  differs  from  glucotropseolin  only  in  yielding 
phenylethylt.sotluocyanate  CgHj-CHj-CHa-NCS 
on  hydrolysis  by  myrosin. 

Glycyphyllin  C'axHjiOg,  3Aq,  m.p.  175°,  occurs 
in  the  leaves  of  Smilax  glycyphylla  (Sm.);  on! 
hydrolysis  it  yields  rhamnose  and  phloretin 
identical  with  that  obtained  from  phloridzin,  [ 
in  which  it  is  combined  with  glucose  (Wright  and 
Rennie,  Chem.  Soc.  Trans.  f886,  49,  857).  [ 

Gossypitrin  C21H200, 3,  m.p.  200°-202°,  occurs  | 
together  with  quercimeritrin  and  i.soquercitrin  in 
Egyptian  cotton  flowers,  Gossypium  herbaceum  ! 
(Linn.).  It  consists  of  pale  orange-yellow  needles, 
gives  a  deep  red  precipitate  with  aqueous  lead 
acetate,  and  an  olive -green  colouration  with 
ferric  chloride  (Perkin,  Chem.  Soc.  Trans.  1909, 
2181).    It  is  hydrolysed  by  boiling  dilute  sul- 
phuric acid  to  glucose  and  gossypetin  Cj  jHjjOs, 
a  hydroxyflavone   derivative.    The  glucoside  j 
exists  in  the  flowers  as  a  potassium  salt  (A.  G. 
Perkin,  Chem.  Soc.  Trans.  1899,  75,  825  ;  1902, 
81,  205  ;  1910,  9.5,  18.55,  2181). 

Gynocardin  C,3H,909N,UAq,  m.p.  162°, 
[ajjj  +  72-5°,  is  found  in  Gynocardia  odorata 
(R.Br.)  and  Pangium  edule  (Rein.),  (Power  and 
Lees,  ibid.  1905,  87,  349 ;  Do  Jong,  Rec.  trav. 
chim.  1909,  28,  24).  It  is  hydrolysed  by 
acids  and  by  a  specific  enzyme  gynocardase 
to  glucose,  hydrogen  cyanide  and  a  complex 
OgH^Oi,  which  spontaneously  resinifies. 

Helicin  v.  Salicin. 

Hesperidin  CjoHgoOj;,  m.p.  251°,  [a]j,-89°, 
is  found  generally  in  the  fruit  of  the  Aurantiacetv.. 
It  was  discovered  in  unripe  oranges,  and  occurs  in 
most  species  of  Citrus  except  C.  der.umana  (Murr. ).  , 
It  is  a  colourless,  microcrystaUine,  tasteless, 
hygroscopic  powder,  almost  insoluble  in  water, 
readily  soluble  in  hot  acetic  acid.  It  is  faintly  i 
acid,  and  therefore  solulile   in   alkalis,  from  1 


which  it  is  precipitated  by  carbon  dioxide.  Tt 
is  hydrolysed  by  acids  to  glucose  (2  mols.), 
rhainuose,  and  (2  mols.)  hesperitin  CijHjjOb, 
which  has  the  structure 

MeO-C„H3(OH)-CH :  CH-C0-0-C;H3(0H).,, 

and  is  decomposed  on  boiling  with  alkali  into 
phloroglucinol  and  hydroxymethoxyoinnainic 
acid  (Will,  Ber.  1887,  20,  1186;  Tiemann  and 
WiU,  Ber.  1881,  14,  946). 

Incarnatrin  C2,H2„0,2,3Aq,  m.p.  242°,  occurs 
in  the  flowers  of  TrifoUum,  incarnatum,  (Linn.), 
the  so-called  '  carnation  or  crimson  clover ' 
(Rogerson,  Chem.  Soc.  Trans.  1910,  1004),  and 
forms  faintly  yellow  prismatic  needles.  It  is 
readily  hydrolysed  by  acids  and  by  emulsin  to 
glucose  and  quercitin. 

Indican  C,iH,,0eN,3Aq,  m.p.  100°-102°,  the 
glucoside  of  woad  (Isatis  tinctoria  [Linn.])  is 
also  found  in  Indigofera  tinctoria  (Linn.)  and 
other  species  of  Indigofera,  in  Polygonum  finc- 
torium,  (Ait.),  and  in  Wrightia  tinctoria  (R.  Br.). 
It  is  conveniently  extracted  from  the  leaf  by 
means  of  acetone.  It  is  hydrolysed  by  acids, 
by  a  specific  enzyme,  indemulsin,  present  in  the 
leaves  of  the  indigo  plant,  and  more  slowly  by 
the  emulsin  of  almonds,  to  glucose  and  indoxyl. 
Indoxyl  (colourless)  undergoes  oxidation  to 
indigotin  (blue)  when  exposed  to  the  air 
2C,H,0N  -4-02=  2H2O  +  Cj^H.oOjNo.  The 
yield  of  indigotin  obtained  from  the  leaves 
is  of  great  importance  commercially ;  it  is 
below  the  theoretical  when  hydrolysis  is  slow, 
owing  to  the  great  instability  of  indoxyl,  and  in 
part  to  the  occlusion  of  indoxyl  by  the  enzyme. 
It  is  improved  by  adding  a  small  quantity  of 
sulphuric  acid  to  the  mixture  at  the  commence- 
ment of  the  reaction  (see  Perkin  and  Bloxam, 
Chem.  Soc.  Trans.  1907,  91,  715;  1909,  95,  793, 
824  ;  also  references  to  Indican  given  by  Arm- 
strong, The  Simple  ( 'arbohydrates  and  Gluco- 
sides,  London,  1910). 

Iridin  C24H26O13,  m.p.  208°,  occurs  in  the 
root  of  the  violet  (Iris  florenlina  [Linn.])  (De 
Laire  and  Tiemann,  Ber.  1893,  26,  2010),  and 
crystallises  in  colourless  needles,  very  sparingly 
soluble.  It  is  hydrolysed  by  acids  to  glucose 
and  irigenin  C.^HjeO,,  which  has  the  constitu- 
tion : 

C„H2(OH)(OMe)2-CH2-C-CO-CgH(OMe)(OH). 

The  sugar  residue  is  attached  to  the  hydroxyl 
marked  *. 

Jalapin  {Scammonin)  C^iH^ffi,!^,  m.p.  131°, 
[a]p— 23°,  is  the  active  principle  of  the  root 
stalks  of  Convolvulus  orizabensis  (Led.),  and  of 
scammony,  the  dried  sap  of  Convolvulus  Scam- 
monia  (Linn.).  It  is  an  amorphous  resinous 
powder,  translucent  in  thin  plates ;  slightly 
soluble  in  water,  readily  soluble  in  alcohol  and 
ether.  It  dissolves  in  concentrated  sulphuric 
acid  with  a  purple  or  maroon  red  colour, 
changing  to  brown  and  becoming  finally  black. 
It  is  hydrolysed  by  acids  to  glucose  (3  mols.) 
and  jalapinolic  acid  ('ijHjjOa,  possibly  hydroxy- 
hexadecylic  acid  :  this  yields  mcthylcthylacetic 
acid,  sebacic  acid,  and  a!i  isomoride  of  this  acid 
on  oxidation. 
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Jesterin  ('.fH^^O,,,  m.p.  205°-218'',  occurs 
in  tlie  berries  of  Ehamnus  calhariica  (Limi.). 
It.  is  hydrolysed  to  a  hexose,  a  pentose,  and 
oiu(xliuautbninol  (:,,Hi.,0,  (Krahowsk^-,  J. 
Russ.  Phys.  OJiem.  .Soc.  1908,  40,  1510). 

Kampferitrin  Ca-HjoOi^,  m.p.  201°,  is  found 
in  Indigofera  arrcrta  (Hochst.)  (Perkin,  Chem. 
Soe.  Trans.  1907,  91,  438),  and  forms  almost 
colourless  sparingly  soluble  needles;  on  hydrolysis 
rhamnose  (2  mols.)  and  kampferol  CuHjoOe  are 
formed — the  latter  has  the  constitution 

HO       0— C— CeH^-OH 

'  'cO-C-OH 
HO 

Kampferitrin  closely  resembles  robinin,  which, 
according  to  Perkin,  is  also  a  glucoside  of 
kampferol. 

Linamarin  [Pha-seolunatin),  CmHi  jOgN,  m.p. 
141°,  [ajjj— 26°,  found  in  Phaseolus  lunatus 
(Linn.),  the  so-called  Java  beans,  in  flax, 
Linum  usitatissimum  (Linn.),  and  in  cassava. 
It  is  hydrolysed  by  an  enzyme,  linase,  present 
in  Phaseolus  and  some  linum  species,  which  is 
allied  to  but  not  identical  with  emulsin,  and  also 
by  mineral  acids,  to  glucose  and  acetonecyano- 
hydrin.  It  is  a  derivative  of  /3-glucose  and 
not  of  a-glucose,  as  originally  supposed  (compare 
Armstrong  and  Horton,  Proc.  Roy.  Soc.  1910, 
B82,  349  ;  Dunstan  and  Henry,  ibid.  1903,  72, 
285;  1906,  B78,  145  ;  1907,  B79,  315;  Jorissen 
and  Hairs,  BuU.  Akad.  Roy.  Belg.  189).  21, 
529). 

LotUSin  CasHaiOieN,  obtained  from  Lotus  \ 
arabiciis  (Linn.)  (Dunstan  and  Henry,  Phil.  Trans. 
1901,  B,  194,  515),  crystallises  in  pale  yellow 
needles.  It  is  hydrolysed  by  a  sijecific  enzyme, 
lotase,  to  glucose  (2  mols.),  hydrogen  cyanide 
and  lotoflavin,  an  isomeride  of  fisetin,  which 
has  the  constitution 

HOj^No— C-C,H,,(0H)2 

!^  JcO-CH 
OH 

Apparently  the  hydrogen  cyanide  is  attached  to 
the   sugar  residue,  as  on  alkaline  hydrolysis  , 
heptagluconic  acid  is  obtained.  I 

Morindin  G^^^if^^n  of"  Co^HjuOu,  m.p. 
245°,  found  in  Morind,a  citrifolia  (Linn.),  M. 
tinctoria  (Roxb.),  and  M.  umbellata  (Linn.), 
crystaUises  in  lustrous  silky  yelIo^\■  needles, 
soluble  in  hot  water  and  in  alcohol.  It  dis- 
solves in  alkalis  with  an  orange-red  colour 
which  is  not  changed  on  boiling,  and  in  concen- 
trated sulphuric  acid  with  a  purple-blue  coloura- 
tion. It  is  hydrolysed  by  acids  to  a  sugar 
which  has  not  yet  been  definitely  identified,  and 
moridone,  a  triliydroxymethylanthraquinone. 
isomeric  with  emodin.  On  distillation  with 
zinc  -  dust,  ;3-methylanthracene  is  formed. 
According  to  Perkin,  morindin  from  M.  citrifolia 
and  31.  umbellata  is  not  the  same  (see  Perkin  and 
Hummel,  Chem.  Soc.  Trans.  1894,  65,  851  ; 
Thorpe  and  Smith,  ibid.  1888,  53,  171  ;  Oesterle 
and  Tisza.  Arch.  Pharm.  1907,  245,  534). 

Myrticolorin  v.  Rutin. 

Naringin,  formula  uncertain  -|-4Aq,  m.p.  170°, 
is  found  in  the  flowers  and  other  parts  only  of  the 


Java  orange.  Citrus  deaimana  (ftliirr.).  It  forms 
colourless  microscopic  prisms  of  bitter  taste, 
wi)aringly  solulile  in  Avatcr,  which  are  strongly 
la3Vo-rotator\'.  It  dissolves  in  alkalis  with  a 
yellowish  red  colouration  and  is  precipitated  by 
carbon  dioxide.  It  is  readily  hydrolysed  by 
acids  to  rhamnose  and  jiossibly  also  glucose  and 
naringenin,  Avhich  is  tlic  phloroglucinol  ester  of 
paracoumaric  acid 

C,H,(OH)-CH  :  CH-CO-0-CeH3(OH)2. 
It  is  closely  alhed  to  hesperitin  (compare  Will. 
Ber.  1887,  20,  297,  1180). 
Osyritrin  v.  liniln. 

Phloridzin  C2,H,40,n,2Aq,  m.p.  108°  and 
again  170°,  was  discovered  in  1836  in  the  bark 
and  particularly  the  root  bark  of  the  apple,  pear, 
cherry,  and  plum  tree.  It  forms  long  silky 
needles  of  bitter  taste,  sparingly  soluble  in  cold, 
readily  in  hot  water :  it  is  Ijevo-rotatory 
[a]j,  —50°.  Emulsin  is  without  action,  but 
acids  hydrolyse  it  to  glucose  and  phloretin 
CcH2(OH)3-CO-CHMeCV,H4(OH) 

(Rennie,  Chem.  Soc.  Trans.  1887,  51.  636  • 
Fischer,  Ber.  1888,  21,  988).  Glycyphyllin  is 
the  rhamnose  ether  of  phloretin. 

Polygonin  CaiH^oO.o,  m.p.  202°,  from 
Polygonum  cuspidatwm  (Sieli.  and  Zucc), 
crystallises  in  lustrous  yellow  needles.  It  is 
hydrolysed  by  acids  to  glucose  and  emodin, 
identical  with  that  obtained  from  frangulin, 
where  it  is  combined  with  rhamnose  (Perkin. 
Chem.  Soc.  Trans.  1895,  67,  1084). 

Populin  G2(,H230,„2Aq,  m.p.  180°,  has  been 
found  in  the  bark  and  leaves  of  Populus  trem.ula 
(Linn.),  P.  nigra  (Linn.),  and  P.  balsamifera 
(Linn.),  and  other  species  of  Populws.  It  is 
prepared  synthetically  from  salicin  by  heating 
with  benzoylchloride  (Schiff.  Annalen,  1810, 
154,  5).  It  crystallises  in  minute  needles, 
sparingly  soluble  in  cold  water,  more  soluble 
in  hot  water.  It  is  lagvo-rotatory,  and  dis- 
solves in  concentrated  sidphuric  acid  with  an 
amaranth-red  colouration.  Emulsin  is  without 
action,  but  acids  hydrolyse  it  to  glucose, 
saligenin,  and  benzoic  acid.  Nitric  acid  oxitlises 
it  to  benzoyl  helicin  (Piria,  ibid.  1852,  81,  245  ; 
1855,  96,  375).  This  proves  the  benzoyl  group 
to  be  in  the  sugar  and  not  in  place  of  the 
hydroxyl  as  often  supposed.  Populin  is  hydro- 
lysed by  the  enzyme  of  Populus  monilifera 
(Ait.)  (AVeevers,  Proc.  K.  Akad.  Wetensch. 
Amsterdam,  1909,  12.  193). 

Prulaurasin  CiiHuO^N,  m.p.  122°,  [a]^ 
—  52-75°,  occurs  in  the  leaves  of  the  common 
cherry  laurel,  PmM?ts  laurorerasus  (Linn.)  (H(Tis- 
sey,  Compt.  rend.  1905,141,  959).  It  is  hydro- 
lysed by  emulsin  and  by  an  enzyme  prunase  of  the 
emulsin  type,  as  also  by  mineral  acids,  to  glucose, 
benzaldehyde,  and  hydrogen  cyanide.  It  is  the 
glucoside  of  racemic  mandelonitrile,  and  in 
view  of  the  fact  that  it  is  readily  obtained  from 
sambunigrin  or  from  amygdonitrUe  glucoside  by 
the  action  of  traices  of  alkaji  (Caldwell  a.nfl 
Courtauld,  Chem.  Soc.  Trans.  1907,  91,  671), 
it  is  not  impossible  that  it  is  present  in  the  plant 
in  one  of  these  active  forms,  and  undergoes 
racemisation  during  extraction. 

Prunasin  v.  AmygdonitrUe  glucoside. 

Prunitrin  C2oH240,,,4Aq,  found  in  the  bark 
of    Prunu.'i    emarcjinata    (Walp.)  (Finnemore, 
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Pharm.  J.  1910.  85,  004),  is  hyclrolysed  by  acids 
to  glucose  and  piunetin 

Quercimeritrin  C.,iH2(,Oi2.3Aq,  m.p.  247'', 
obtained  from  the  flowers  of  (jcissyjii n  m  hrrlian  inn 
( Linn . ) , forms  small  gli.stening  brigli  I  y ell(  i  \v  plates, 
almo.st  insoluble  in  cold  and  fairly  readily  soluble 
in  boUing  water  (Perkin,  Chem.  Soc.  Trans.  1909, 
95,  2181).  The  alkaline  solutions  .ire  deep 
yellow;  it  gives  a  bricrli-'-ivil  prcM  ipitati-  with 
aqueous  lead  acetate.  It  i^  very  staMr  towards 
mineral  acids,  but  is  eventually  hydrolysed  to 
glucose  and  quercetin.  The  glucoside  exists  in 
the  flowers  in  a  readily  .soluble  condition  in  the 
form  of  a  potassium  salt.  Quercimeritrin  con- 
tains the  quercetin  hydroxyl  groups  in  the 
■i',  4',  and  3-  positions  intact,  the  sugar  residue  R 
being  united  to  one  of  the  liydroxyl  groups 
marked  *  i 


HO 


0-0-C,H3(OH)2 
icOC-OH 


OH 
* 

Quercitrin  C,|H2„0,,.2Aq,  m.p.  183°-185°,  or 
anhydrous  2.50°-252°,  [al^- 140-9°,  found  in  the 
bark  of  Quercus  discolor  ( Ait . )  and  elsewhere ;  crys- 
tallises in  bright-yellow  lustrous  needles,  almost 
insoluble  in  cold,  sparingl\-  soluble  in  hot  water, 
and  easily  soluble  in  alcohol.  It  shows  an 
intense  green  colouration  with  ferric  chloride. 
Emulsin  is  without  action,  acids  readily  hydro- 
lyse it  to  rhamnose  and  quercitin  (tetrahydroxy- 
flavonol).  In  quercitrin.  the  sugar  group  is  not 
attached  to  the  phioroglucinol  residue,  but  to 
one  or  other  of  the  three  remaining  hydroxyls 
(Hlasiwetz  and  Pfaundler,  Ann.  1863,  127, 
3(52  ;  Liebermann  and  Hamburger.  Ber.  1879, 
12,  1178,  &c.) 

/soQuercitrin  C^iRzoOn,  m-P-  217°-219°, 
also  found  in  the  flowers  of  Gosnipium  herhaceuni 
(Perkin,  Chem.  Soc.  Trans.  1910,  9.5,  2181), 
crystallises  in  pale-yellow  needles  almo.st  in- 
soluble in  cold  and  but  sparingly  in  boiling  water. 
With  lead  acetate  it  gives  a  bright-yellow 
precipitate,  very  different  from  the  deep-red 
deposit  produced  from  quercimeritrin.  The  glu- 
coside is  isomeric  with  quercemeritrin,  and,  like 
it,  yields  glucose  and  quercetin  on  hydrolysis, 
but  differs  in  being  readily  attacked.  The 
shades  produced  with  the  glucoside  on  mor- 
danted wool  closely  resemble  those  yielded  by 
quercitrin,  but  are  entirely  distinct  from  those 
given  by  quercimeritrin.  The  sugar  is  attached 
to  either  the  3',  4',  or  3-  positions,  and  not  to  the 
phioroglucinol  nucleus. 

Quihovin  (Chinovin)  CjdHigOg  or  C.^R^fi^^, 
a-quinovin  accompanies  the  cinchona  alkaloids  ; 
it  is  obtained  from  the  bark  of  China  nova,  which, 
after  extraction  with  water,  is  boiled  with  millc 
of  lime.  The  glucoside  is  precipitated  on  the 
addition  of  hydrochloric  acid,  and  after  purifica- 
tion forms  a  colourless  crystalline  powder,  [a]^ 
+59-1°  :  it  is  almost  insoluble  in  water,  and  has 
a  bitter  taste.  Alcoholic  hydrogen  chloride 
hydrolyses  it  to  quinovaic  acid  CjiH.^O^,  and  a 
methyl  pentose,  quinovose  (y.  Carbohydrates), 
which,  however,  under  these  conditions,  is  con- 
verted  into  the  glucoside    ethylquinovoside  i 


(quinovite)fVH,,0,,-OCoH-.  ;3-Quinovin  isfound 
in  the  Eiiviijia  species,  and  crystallises  in  plates, 
m.p.  235",  [olj,+27-9°  :  it  yields  the  same 
products  on  hydrolysis  (compare  Hlasiwetz, 
Ann.  18.59,  111,  183;  Rochleder,  Zeitsch. 
Chciii.  IS(i7,  357). 

Robinin  C33H4„0,g,  the  glucoside  of  the 
white  azalea,  jRobinia pseud -acacia  (Linn.),  yields, 
on  hydrolysis,  galactose,  rhamnose  (2  mols.),  and 
a  yellow  colouring  matter  robigenin  t'lsHjjOg, 
closely  related  to  quercetin  (Sfhniidt,  Arch. 
Pharm.  1904,  242,  210;  Perkin,  Chem.  Soc. 
Tran.s.  1902,  81,  473). 

Ruberythrinic  acid  C2„H,^0,,.  m.p.  258°, 
is  the  constituent  of  madder  root,  Rubia  iincioriim, 
(Linn.),  which,  on  hydrolysis,  yields  alizarin.  It 
crystallises  in  citron-yellow  needles,  sparingly 
soluble  in  cold  water.  It  dissolves  in  concentrated 
sulphuric  acid,  and  in  alkalis  with  a  bright-red 
colouration.  Acids  and  the  enzymes  of  madder 
hydrolyse  it  to  glucose  (2  mols.)  and  alizarin 
(dihydroxyanthraquinone).  Since  the  glucoside 
is  acid,  the  two  glucose  molecules  are  probably 
united  as  a  disaccharide,  and  not  attached  to 
both  hydroxyl  groups.    The  formula 

f  Ti  n  ^0*^12^210)0 
u,iri„v.»2\^0H 
[  thus  represents  the  glucoside  (Liebermann  and 
Bergami,  Ber.  1887,  20,  2241  ;   Schunck  and 
^  Marchlewski,  Chem.  Soc.  Trans.  1894,  65,  182). . 
Rubiadin  glucoside  CajHaoOg.  m.p.  270°,  also 
present  in  madder,  forms  yellow  needles,  which 
are  hydrolysed  to  glucose  and  methyldihydroxy- 
anthraquinone  (Schunck  and  Marchlewski,  Chem. 
Soc.  Trans.  1893,  63,  969,  1137). 
I       Rutin  C.,;H3(|Oj„,3Aq,  m.p.  184°,  originally 
discovered  in  rue,  Rula  graveolem  (Linn.);  also 
occurs  in  Fagopyrum  aculent  um  (Moench),  Cap- 
paris  spinosa  (Linn.),  Olobularia  Alypum  (Linn.) 
Colpoon  compressum  (Berg.)  Eucalyptus  macro- 
rhyncluM  (F.  Muell.),  Viola  tricolor  (Linn.),  Teph- 
rosia  purpurea  (Pers.),  &c.  ;  it  is  identical  with 
glucosides  de.scribed  as  violaquercitrin,  o.syritrin, 
myrticolorin.     It  forms  pale-yellow  lustrous 
needles  sparingly  soluble   in  cold  water  and 
alcohol,  more  soluble  on  heating.  It  is  hydrolysed 
with,  some  difficulty  to  glucose,  rhamnose,  and 
quercitin  (compare  Schmidt.  Arch.  Pharm.  1904, 
242,  210;    1908,  246,  214;   Wunderlich,  ibid. 
1908,  246,  224,  241). 

Sakuranin  C22H240,„,4Aq,  m.p.  210°-212°, 
the  glucoside  of  Pruniis  paniculata  (Thunb.)  the 
Japanese  cherry  tree,  forms  colourless  bitter 
needles,  and  yields  glucose  and  sakuranetin 
^'ifiHjiO^,  m.p.  150°,  on  hydrolysis.  It  is 
physiologically  inert.  Sakuranetin  contains  one 
methoxj'l  group,  absorbs  bromine,  and  yields 
phioroglucinol,  acetic,  and  p-hydroxybenzoic 
acids  when  fused  with  potash  (Asahina,  Arch. 
Pharm.  1908,  246,  259). 

Saliein  C.^HijO,,  m.p.  201°,  [alj,-65°,  is  the 
bitter  stuff  of  willow  bark,  and  was  formerly 
used  as  a  remedy  again.st  fever.  It  is  found  in 
many  but  not  all  salix  .species,  and  besides  the 
bark  it  occurs  also  in  the  leaves  and  female 
flowers.  The  amount  varies  according  to  the 
time  of  year.  It  occurs  also  in  poplars  and  in  the 
flower  buds  of  meadow-sweet,  Spiraea  Uhnaria 
(Linn.).  It  crystallises  in  needles,  plates,  or 
rhombic  prisms.  It  dissolves  in  about  30  parts 
of  cold  water,  easily  in  hot  water.  The  solutions 
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taste  bitter  and  arc  lasvo-rotatory  It  dis- 
solves in  concentrated  sulphuric  acid  with  an  | 
intense  red  colouration  :  tliis  is  the  so-called 
'  rutilin  '  reaction.  Emulsin  readily  hydrolyses 
it  to  glucose  and  salisenin  (o-hydroxybenzyl 
alcohol).  It  is  also  hydrolysedbya  specific  enzyme 
salicase  present  in  willow  leaves  and  twigs. 

Benzoyl  saUcin  is  the  natural  glucoside 
popiiliii.  Mild  oxidation  with  dilute  nitric  acul 
converts  the  primary  alcohol  group  of  salicin 
into  aldehyde,  forming  hdicin  CisHi^O;  ;  e.g. 

C,H,(OCeH,,0,)CHO. 
This  forms  bunches  of  .slender  needles,  m.p.  174°.  ; 
Emulsin  hydrolyses  it  to  glucose  and  salicyl- 
aldehyde.    Helicin  was  synthesised  by  Michael 
by  the  interaction  of  acetochloroglucose  and 
potassium  salicylaldehyde. 

Salinigrin  C,^^y,0-.,  m-P-  195°,  [a]i,-87-3°, 
found  only  in  Salix  discolnr  (Mulil.)  (Jowett  and 
Potter,  Piiarm.  J.  Aug.  16,  1902),  is  the  gluco- 
side of  m-hydroxybenzaldehyde,  an  isomeride  of 
helicin.    It  gives  no  colour  with  sulphuric  acid. 

Sambunigrin  C,  iHi^OgN,  m.p.  151°,  [a]j,-76°, 
is  present  in  the  leaves  of  the  elder,  Sambucus 
nigra  (Linn.).  It  is  isomeric  with  amygdonitrile  ! 
glucoside,  although,  like  this,  it  is  hydrolysed 
by  emulsin,  the  products  being  glucose  and 
?-mandelonitrile,  i.e.  the  nitrile  of  rf-mandelic 
acidfBourquelot  and  Danjou,  Compt.  rend.  1905, 
141,  69,  598). 

Saponins  C„H2„-,0]o  are  a  class  of  closely 
analogous  glucosides,  very  widely  distributed  in 
plants,  having  the  property  of  dissolving  in 
water,  giving  clear  solutions  which  froth  strongly 
on  agitation,  form  emidsions  with  oils  and 
resinous  substances,  and  prevent  the  deposition 
of  finely  divided  precipitates.  They  have  a 
bitter  acrid  taste,  and  the  dust  is  very  irritating 
and  sternutatory  :  they  are  colloids  and  not 
dialysable.  The  more  poisonous  are  distin- 
guished as  sapotoxins.  They  are  hydrolysed 
by  dilute  acids  to  glucose,  galactose,  and  active 
substances  termed  sapogenins  :  the  different 
saponins  give  different  proportions  of  sapogenin 
and  sugar.  _  \ 

Saponins  are  prepared  by  extraction  with  ■ 
Avater    and    precipitation    with    neutral  lead 
acetate,  if  acid  saponins  are  present  :  basic  lead 
acetate  is  then  added  to  the  filtrate  to  precipi- 
tate the  neutral  saponins.    The  precipitates  are  '• 
decomposed  and  the  saponin  solutions  evapo-  ' 
rated,  the  residue  being  purified  by  solution  in  ; 
chloroform  and  precipitation  by  ether.  Foi- 
further  piu-itication,  the  saponin  is  precipitated 
l>y  barium  hydroxide,  and  the  barium  compound 
decomposed  by  carbon  dioxide. 

Saponins  "form  double  compounds  with 
cholesterol  (v.  niyifoiiin].  The  best-known 
s.-iponins  are  : 

(iiiilhitc  acid  CiaHjijOj,,,  the  acid  glucoside 
from  the  bark  of  Quillaja  Saponaria 
(Molhia),  is  a  constituent  of  commercial  saponin. 
The  pure  glucoside  is  non-poisonous  :  it  forms 
white  flakes,  which  become  red  on  treatment 
with  strong  sulpliuric  acid. 

Quillaia  mpotoxiii  C\-HoeO,„,  derived  from 
the  "same  source,  is  a  cohnu-lcss  amorphous  • 
powder  possessing  poisonous  properties. 

Saporuhrin  (Ci8H250io)4.  the  sapotoxin  froni 
the  root  of  the  soapwort,  Saponaria  officinalis 


(Linn.),  has  [a]j,-54''.  It  yields  a  series  of 
sapogenins  on  hydrolysis,  each  giving  up  a 
further  molecule  of  sugar  as  the  treatment  with 
dilute  acid  is  continued.  The  final  product  has 
the  formula  Ci4H.,.,0,. 

Leuant  sapotoxin  (Ci-Ho^Oi^HoO).,  from  the 
root  of  OypsopJdlaArrostii  (Guss.)  or  G.  paniculata 
(Linn.),  is  very  similar  to  saporubrin.  On 
hydrolysis,  4  niols.  sugar  (56  p.c),  probably  a 
mixture  of  glucose  and  galactose,  and  a  sapogenui 
CjoHifiOa  (23  p.c),  are  formed. 

Agroslemma  .sapotoxin.  (Ci^HjeOjo);!'  irom  the 
corncockle,  Lychnis  {Agrostemma)  Githago  (Scop. ) 
is  a  yellowsh- white  amorphous  powder  yielding 
4  mols.  sugar  and  a  sapogenin  CioHuOa  on 
hydrolysis.  It  is  absorbed  by  both  the  subcu- 
taneous tissue  and  the  intestines,  and  is  there- 
fore a  dangerous  poison. 

Parillin  G^^'H.^fiia:  one  of  the  saponiii 
glucosides  of  sarsaparilla,  the  dried  root  of 
various  smilax  species,  has  m.p.  177°,  [a]jj  —42°. 
It  is  hydrolysed  to  a  mixture  of  two  sugars  and 
parigenin  C^sH^jO^.  The  other  glucosides  of 
sarsaparilla  are  smilasaponin  (CioHaaO,^).-;  and 
sarasaponin  (C22H3(iOio)i2'  '^-P-  223°. 

Scopolin  C22H280,4,2Aq,  m.p.  218°,  occurs  in 
iScopolia  japonica  (Maxim.)  and  S.  cariiiohca 
(Jacq.).  It  is  hydrolysed  to  glucose  (2  mols.) 
and  scopoletin.  which  is  identical  with  oesculin 
methyl  ether  (Eykman,  Rec.  trav.  chim.  1884, 
3,  177). 

Serotin  G.,,H2„Oi2,3Aq,  m.p.  245°,  found  m 
the  leaves  of  Prunus  serotina  (Ehrh.),  commonly 
Imown  as  the  wild  black  cherry,  crystallises  in 
golden  yellow  leaflets.  It  is  more  soluble  in 
water  and  more  readily  hydrolysed  than  querci- 
meritrin.  Acids  convert  it  into  glucose  and 
quercitin  (Power  and  Moore,  Chem.  Soc.  Trans. 
1910,  97.  1099). 

Sinalbin  C3„H420„N2S2,5Aq,  m.p.  138°-140°, 
found  in  white  mustard  Sinapis  alba  (Linn.), 
crystallises  in  faintly  yeUow-coloured  needles 
which  are  slightly  soluble  in  cold,  easily  soluble  in 
hot  water,  and  la;vo-rotatory.  It  is  hydrolysed  by 
the  myrosin  present  in  the  seeds  to  glucose, 
sinalbin  mustard  oil  G^H^O-NGS,  and  acid 
sinapin  sulphate  G,oH240jN-HS04.  Sinapm 
G.eHo-OsN  is  only  known  in  the  ioxm  of  its 
salts,"bar)um  hydroxide  converts  it  into  choline 
G,H4(OH)N(OH)Me3  and  sinapinic  acid 
GeH2(OH)(OMe)2CH :  GH'GOaH. 
The  alcohol  corresponding  to  this  acid  is  syriu- 
genin  obtained  from  the  glucoside  syringin. 
Sinapin  is  accordingly 
OH 

MeOj  -OMe 

CH  :  ( 'H-lO-O  G.Hi-NMea-OH. 
Sinalbin  mustard  oil  has  the  composition 
GeH4(OH)-GH2-N:GS. 
Sinigrin  G,„H,sO,NS2K,Aq,  m.p.  126°,  is  the 
active  principle  of  black  mustard.  Brassica  nigra 
(Koch).    It  crystallises  in  lustrous  colourless 
needles,  very  soluble  in  waiter,  sparingly  soluble 
on  cold  alcohol.    It  is  lajvo-rotatory.    Myrosin  or 
a  water  extract  of  the  seeds  hydrolyses  it  to 
jducose.aliylis'othiocyanate  and  potassium  hydro- 
gen sulphate.    Emulsin  is  without  action.  As 
hydrolysis  by  myrosin  proceeds,  the  increasing 
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quantity  of  acid  potassium  sulphate  formed 
renders  the  ferment  less  active  and  vdtimately 
stops  its  action.  Gadamer  has  proposed  the 
formula,  C3H5N :  C(SC6HjiOJO{SO„K). 

Skimmin  CijEi^Os,  m.p.  210°,  occurs  in 
Shimmia  japonica  (Thunb.).  It  crystallises  in 
colourless  needles,  sparingly  soluble  in  water,  and 
dissolves  in  alkalis  with  a  blue  fluorescence. 
Acids  hydrolyse  it  to  glucose  (?)  and  skimmetin 
(C9H5O3),  m.p.  223°,  which  is  perhaps  identical 
withumbelliterone(monohyckoxycoumarin)(Eyk- 
man,  Kec.  trav.  chim.  1884,  3,  208). 

Strophanthin  Ci^n^^O^^,  m.p.  170°-172°,  is 
obtained  from  the  seeds  of  Strophanthus  Kombe 
(Oliver)  and  other  species.  It  occurs  as  a  pale- 
y eUow  amorphous  or  a  colourless  microcrystaUine 
powder,  having  an  intensely  bitter  taste  and  a 
faintly  acid  reaction.  It  is  freely  soluble  in 
water  and  very  poisonous.  With  concentrated 
sulphuric  acid  it  is  coloured  green  or  orange, 
then  red,  and,  on  warming,  dark-brown  and 
fiuaUy  green.  Acids  liydrolyse  it  to  strophanti- 
dine  C27H3JOJ,  and  methyl  strophantobioside 
CijHj^O^g,  which  is  in  turn  broken  down  to 
rhamnose,  mannose,  and  methyl  alcohol.  Stro- 
phantin  is  similar  to  digitalis  in  its  action  on  the 
heart. 

Syringin  Ci;H„409,lAq,  m.p.  191°,  [a]j,-17°, 
is  found  in  the  syringa,  Syrimja  vulgaris  (Linn.), 
and  also  in  the  bark  of  lilac  and  privet. 
It  crystallises  in  slender  needles,  gives  a 
reddi.sh-violet  colouration  with  sulphuric  acid, 
and  is  readily  soluble  in  warm  water.  It 
is  hydrolysed  by  emulsin  and  by  acids  to 
glucose  and  syringenin,  i.e.  dimethoxyconi- 
OH 


Vicianin  therefore  represents  an  amygdalin  in 
which  arabinose  is  substituted  for  glucose. 
Violaquercltrin  v.  Rutin. 
Xanthorhamnin  C34H42O20  is  found  in  the 
fruits  of  Rhamnus  infectoria  (Linn.),  Rh.  tincloria 
(Wald.  and  Kit.),  and  in  various  parts  of  other 
species  of  Rhamnus.  It  crystallises  from  alcohol 
in  golden-yellow  microscopic  needles,  is  readUy 
soluble  in  water  and  dissolves  in  alkalis  with 
a  yellow  colouration.  It  is  hydrolysed  by  an 
enzyme  rhamninase  to  a  trisaccharide  (rham- 
ninose)  and  rhamnetin  CjeH,  ,0,.  Rhamninose 
is  further  hydrolysed  by  acids  to  rhamnose  (2 
mols.)  and  galactose.    Rhamnetin  is  quercitin 


monomethyl  ether 


HO- 
CH,0. 


>C„H, 


.0-C-CeH3(OH)2 

1! 


feryl  alcohol  -,MeO 


(see  Kcirner, 


CH:CH-CH,-OH 
Gazz.  cliim.  ital.  1888,  18,  209). 

Trifolin  C22H220ii,lAq,  m.p.  260°,  found 
in  the  flowers  of  the  common  red  clover,  Trifo- 
lium  prateme  (Linn. ),  forms  slender  pale-yellow 
needles.  It  gives  intense  yellow  solutions  with 
alkalis,  gives  a  yeUow  solution  which  develops 
a  green  fluorescence  in  concentrated  sulphuric 
acid.  It  is  hydrolysed  by  acids  to  rhamnose 
and  trifoUtin  CifiHioOg,  a  yellow  coloiu'ing 
matter  (Power  and  Sal  way,  Chem.  Soc.  Trans. 
1910,  97,  231). 

TurpethinCaiHjeOie,  m.p.  149°,  from  the  dried 
sapor  root  of  Ipomoea  Turpethum[R.'&T),i&Yevy 
similar  to  jalapin,  but  differs  in  being  insoluble 
in  ether.  It  is  an  amorphous  powder.  Acids 
hydrolyse  it  to  glucose  (3  mols.),  turpethol 
^leHaoOsi  isobutyric  acid,  and  a  viscid  acid, 
CxsHogOs  (see  Spirgatis,  Annalen,  1866,  139,  41 ; 
and  Kromer,  Chem.  Soc.  Abstr.  1893,  i.  482). 
Votocek  and  Kastner  (Chem.  Soc.  Abstr.  1907, 
i.  330)  have  isolated  tw6  other  glucosides,  a-  and 
/3-turpethein  from  /.  turpethum.  The  a-iso- 
meride  gives  rhamnose,  the  jS-isomeride  rhodeose, 
and  glucose  when  hydrolysed. 

Vicianin  C19H.25O10N,  m.p.  160°,  [a]p-20°, 
occurs  in  the  seeds  of  Vicia  angustifolia  (  Ber- 
trand  and  Weisweiler,  Compt.  rend.  J  908,  147, 
2.52;  1910,  151,  32.5).  It  is  hydrolysed  by  an 
enzyme  present  in  many  vicia  species  to  d- 
mandelonitrile  and  a  C,  1  disaccharide  (vicianose), 
which  is  composed  of  glucose  and  arabinose. 


^GO-C(OH) 

(see  Tanret,  Compt.  rend.  1899, 129,  725).  E.  F.  A. 

GLUCURONIC  ACID  v.  Carbohydrates. 

GLUE  AND  GLUE  TESTING.  The  term 
ijlue  comprises  preparations  obtained  by  the 
action  of  water  from  certain  portions  of  animals 
and  fishes,  wliich  have  the  power  of  gelatinising 
in  aqueous  solution  and  drying  up  to  a  hard 
strongly  adhesive  layer. 

Other  preparations  which  possess  this  ad- 
hesive property  are  also  loosely  termed  glues ; 
e.g.  marine  glue,  a  resinous  composition  ;  gluten 
and  casein  glues,  mineral  and  vegetable  glues, 
&c.,  but,  strictly  speaking,  they  have  no  claim 
to  that  name,  as  they  contain  no  gelatin. 

The  term  gelatin  is  applied  to  glues  made 
from  specially  selected  stock,  and  so  gelatin 
may  be  considered  a  purer  form  of  glue. 

Glue  or  gelatin  is  probably  not  contained 
j  as  such  in  the  animal,  but  is  the  product  of  the 
j  hydrolysis  of  various  nitrogenous  tissues, 
1  brought  about  by  boiling  with  water. 

These  tissues  have  been  classed  as  follows : — 

(1)  Ossein,  of  bones  and  skin,  Chondrigen,  of 
cartilage ;  Isinglass,  from  the  bladders  of  fish  : 
these  are  classed  under  the  general  name  of 
Collagens. 

(2)  Elnstin,  from  certain  ligaments. 

(3)  Cliitin,  from  beetles,  locusts,  shrimps, 
t  crabs,  &c.  It  can  bo  converted  into  a  gelatinous 
I  form  by  treatment  with  acids,  but  is  of  no 

utility. 

(4)  Keratin,  from  hair,  horns,  hoofs,  and 
feathers.  These  yield  products  which  have 
little  power  of  gelatinising,  and  arc  not  used  in 
the  glue  manufacture. 

For  convenience  the  products  obtained  from 
collagens  by  the  action  of  water  may  be  classed 
into  Glutin  and  Chondrin,  the  properties  of 
which  wiU  be  described  later. 

Manufacture.— [a)  Bone  glue.  For  this  pur- 
pose, bones  of  all  kinds  are  used,  and  vary, 
therefore,  so  much  in  composition  that  it  is 
useless  to  give  any  detailed  analysis.  In 
addition  to  calcium  phosphate  and  carbonate, 
the  main  ingredients  of  the  ash,  they  contain 
fat  and  gelatin-forming  substances,  ossein  and 
1  chondrin.  Before  the  gelatin  can  be  obtained, 
i  it  is  necessary  to  remove  the  fat  of  which  fresh 
bones  such  as  ribs,  heads,  shoulder  blades, 
contain  from  12  to  ]  3  p.c,  while  largo  tliigh  bones 
may  contain  17  to  18  p.c.  Marine  store  bones, 
sucli  as  have  been  used  for  soup,  Indian  and 
South  American  bones  rarely  contain  more  than 
12  p.c.  of  fat. 
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There  are  in  use  three  chief  methods  of 
extracting  the  fat : — 

(1)  By  simply  heating  the  Ijones  in  a  tank 
provided  with  a  steam  coil ;  (2)  by  hea,tiug  with 
steam  in  a  digestor  under  pressure  ;  (3)  extrac- 
tion of  the  fat  by  volatile  solvents. 

By  the  first  of  these  processes,  the  yield  i.?  only 
about  5  p.c,  by  the  second  7  to  8  p.c,  wliilst 
by  the  third  almost  all  the  fat  can  be  obtained. 

The  solvent  extraction  process  is  the  one 
now  used  in  most  modern  factories.  The 
solvents  are  mainly  those  portions  of  Scotch 
shale  naphtha  or  American  or  Russian  petroleum, 
boUing  from  lOC^  to  138°,  and  coal-tar  naphtha 
of  similar  boiling  -  point.  In  this  country, 
Scotch  shale  naphtha,  boiling  between  100°  and 
115°,  is  usually  employed.  A  modern  extracting 
plant  consists  of,  say,  G  cylindrical  vertical 
boilers  of  a  capacity  of  5  tons  of  bones,  worked 
in  sets  of  three,  one  lot  extracting  whUe  the  other 
set  is  being  emptied.  As  the  bones  are  delivered 
at  the  works,  they  are  sorted  and  then  crushed 
in  a  mill  and  filled  into  the  extractors,  which  are 
provided  with  perforated  false  bottoms,  under 
which  are  placed  wet  and  dry  steam  coils.  At 
the  top  of  each  is  a  pipe  for  conveying  o£E  the 
vapour  of  the  solvent  to  a  set  of  condensers 
usually  placed  outside  the  building.  When  the 
extractors  have  been  filled  and  the  manholes 
closed,  the  solvent  is  riui  in  ami  heat  applied 
by  the  dry  coUs  until  the  solvent  begins 
to  distil  over,  carrying  with  it  the  moisture 
present  in  the  bones.  When  it  begins  to  pass 
over  free  from  moisture,  the  dry  coils  are  shut 
off,  and  the  first  charge  of  the  extracted  fat  run 
off  from  below  the  bones  into  the  mont-jus  or 
'distiller.'  This  operation  is  repeated  three  or 
four  times,  when  the  bones  are  free  from 
fat,  hut,  retain  a  considerable  amount  of  the 
solvent,  which  is  blown  over  by  high- pressure 
.steam  from  the  wet  coils  into  the  con- 
denser. The  whole  operation  takes  about 
12  hours.  The  bones  are  then  raked  out  through 
the  lower  manhole  and  conveyed  to  the  cleanser. 
When  dry,  they  should  be  free  from  smeU,  and 
contain  not  more  than  I'  p.c.  of  fat.  The  fat 
held  in  solution  in  the  solvent  is  then  heated  in 
the  distiller  to  expel  the  solvent  which  is  con- 
densed and  used  again.  The  fat  is  freed  from 
dirt  by  heating  with  hot  water  and  settling, 
and  is  then  run  into  Ijarrels.  It  contains  about 
98  p.c.  of  pure  fat  and  is  used  in  soap,  candle, 
glycerol,  and  in  the  case  of  fresh  bones  for 
margari}u-.  making. 

The  cleansing  of  the  bones  is  done  by  passing 
them  tlu'ough  a  rotating  cylindrical  wire  gauze 
sifter,  aral  they  are  then  ready  for  the  boiling- 
operation. 

The  extraction  or  '  cooking  '  is  carried  out  in 
one  of  two  ways:  (1)  By  the  alternate  action 
of  steam  and  water  playing  on  the  bones 
contained  in  a  large  iron  boiler  of  from  3  to  5 
tons  capacity.  As  this  method  yields  weak 
glue  solutions,  costly  to  concentrate,  modern 
manufacturers  prefer  the  second  plan  (2)  i.e.  to 
'cook'  in  autoclaves  under,  say.  15  lbs.  steam 
pressure,  reduced  later  to  4  to  5  IIjs.,  this  being 
tlone  to  allow  the  glue  contained  in  the  interior 
of  the  Ijoncs  to  exude,  so  that  it  may  he  washed 
down  by  the  sprn.y  of  water.  This  action  is 
ic.peated  until  the  solution  contains  a  lxmt  20  p.c. 
of  glue. 


The  glue  liquors  are  then  clarified  b}'  standing 
in  tanks,  kept  warm  by  steam  coils,  when  the 
dirt  settles,  and  any  grease  rising  is  skimmed 
olf.  To  assist  in  the  claritication,  many  sub- 
stances have  been  suggested,  such  as  blooti, 
basic  lead  acetate,  milk  of  lime,  sodium  phos- 
phate, oxahc  acid,  albumen,  but  they  arc  rarely 
used,  as  i  j).c.  of  potash  alum  fulfils  the  purpose 
better  than  any  of  them.    After  adding  the 

{  dissolved  alum,  the  whole  mass  is  agitatetl  and 
heated  to  80°,  and  then  strained  through  fine 

;  wire  gauze  or  canvas. 

The  glue  solution,  thus  clarified,  is  then 
introduced  into  the  concentrators,  where  excess 
of  water  is  removed  under  reduced  pressure,  so 
as  to  avoid  injury  to  the  glue  by  heating  to  too 
high  a  temperature. 

The  prinoijJe  of  these  concentrators  is  that 
of  the  vacuum  pan,  and  the  Yaryan  type  is  one 
of  the  most  modern  forms. 

This  consists  of  an  iron  vessel,  giolnila.r  or 

{  cylindrical  in  shape,  steam  jacketed  and  pro- 
vided internally  with  steam  coils  immersed  in 
the  glue  solution.  The  dome,  which  is  provided 
with  baffle  plates,  is  connected  with  a  vacuum 
pump  and  condenser.  In  order  to  save  fuel, 
the  steam  from  the  glue  of  one  pan  is  led.  on 
f.ho  miUtijjle-ett'ect  principle,  into  the  coils  and 
jacket  of  another,  and  so  on  to  a  thirtl.    { V. 

EVAPOEATION. ) 

After  concentration,  the  glue  liquors,  before 
settling,  are  usually  bleached  by  the  action  of 
sulphur  dioxide,  produced  in  any  suitable  way, 
wliich  is  led  through  the  liquors  by  perforated 
pipes  while  they  are  contained  in  lead-lined 
tanks  and  kept  liquid  by  steam  coils.  When 
the  required  shade  has  been  reached,  the  liquors 
are  ready  for  jellying,  and  are  run  out  into 
galvanised  iron  troughs,  2  feet  x  6  inches,  to  the 

I  depth  of  5  inches,  and  allowed  to  cool.  When 
set,  the  mass  is  removed  and  cut  by  a.  '  wire 
knife  '  into  sheets  of  suitable  thickness.  ( )r  the 
troughs  may  be  dispensed  with  and  the  liquid 

I  jellied  on  water-cooled  glass  slabs  placed  in 

j  rows  on  tables. 

j      The  drying  operation,  which  follows,  is  one 
j  of  the  most  important  parts  of  the  manufacture 
of  glue.  Since  the  jelly  melts  at  a  temperature 
of  about  25°  in  summer,  the  air  entering  the 
drying  rooms  must  be  cooled,  while  in  winter 
j  it  is  usually  so  charged  with  moisture  that, 
in  order  to  effect  any  desiccation  of  the  jeUy 
'  it  must  bo  warmed.    These  operations  arc 
!  carried  out  by  suitable  refrigerators  and  steam 
'  pipes. 

The  cakes  of  glue  are  placed  on  frames 
covered  with  nets,  which  may  be  of  cotton  or 
wire.  These  are  supported  on  suitable  troUies 
and  placed  in  chambers  through  which  air,  of 
the  proper  temperature  and  humidity,  as  indi- 
cated by  wet-and-dry  bulb  thermometers,  is 
circulated  by  fans.    In  4  or  5  days,  the  cakes 

I  are  removed  from  the  racks  and  packed;  they 

I  then  contain  10  to  13  p.c.  of  water. 

Osseine  is  a  French  preparation  obtained  by 

j  treating  the  fat-freed  bones  with  dilute  mineral 

I  acids,  when  the  phosphates  and  other  soluble 
salts  are  removed. 

T'ho  residue  cousi.sts  of  the  glue-forming 
ingredients  of  the  bones,  anti  may  be  made  into 
glue  by  treatment  with  water  under  heat,  but 
in  the  writer's  experience,  the  change  is  very 
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slow,  and  the  preparation,  although  useful  to  the 
manufacturer  of  glue,  is  not  to  be  recommended 
to  the  ordinary  consumer  of  size. 

Hide  or  Skin  glue.  While  the  ejndermis  of 
the  hide  yields  little  or  no  glue,  the  corium,  or 
inner  skin,  consisting  mainly  of  connective 
tissue,  gives  a  good  percentage  on  treatment  with 
hot  water. 

The  raw  materials  for  sldn  glue  are  the 
various  clippings  of  hides,  the  ears  and  tails  of 
oxen  and  slicep,  rabbit  and  hare  sldns,  old 
parchment,  old  gloves,  pigs'  skins,  and  all  waste 
leather  which  has  not  been  tanned. 

The  first  process  in  the  manufacture  of  glue 
from  these  is  to  subject  them  to  the  action  of 
mUk  of  lime  in  shallow  pans  or  pits  for  several 
days,  the  skins  being  constantly  stirred  with  forks. 

These  operations  loosen  the  hair.  From  the 
pits,  the  skins  are  taken  to  the  unhairing  room, 
where  the  stUl  adhering  hair  is  scraped  off  by  a  j 
blunt  knife,  and  any  fleshy  parts,  &c.,  removed. 
The  hair  thus  obtained  finds  use  in  j^lastering 
work  and  felt  making,  etc. 

Tanned  leather  cannot  be  used,  but  tannery 
waste  trimmings,  after  the  liming  or  depilatory 
process,  form  the  raw  material  for  good  glue. 

In  modern  practice,  besides  milk  of  lime,  | 
other  substances,  such  as  sodium  sulphide,  soda, 
and  a  mixture  of  soda  and  lime  are  used.  The 
first  is  said  to  be  good,  but  in  presence  of  iron 
causes  blackening  of  the  hides. 

After  liming,  the  skins,  when  firm  and  free 
from  greasy  feel,  are  washed,  first  with  water, 
then  with  dilute  hydrochloric  acid,  and  finally 
again  with  water.  The  excess  of  water  is  re- 
moved from  the  wet  stock  by  drying  and  pressing. 

The  dried  material  is  then  heated,  enclosed 
in  sacks  in  a  boiler  with  water  until  the  liquors 
contain  about  32  p.c.  of  glue.  It  may  then  be 
run  in  a  Yaryan  concentrator,  or  direct  into 
coolers,  or  on  to  glass  slabs  for  jellying  and 
cutting  and  dried  as  before. 

Fish  glue.  The  raw  materials  for  this  are 
chiefly  the  skins  (especially  those  of  soles  and 
plaice),  the  bladders  of  various  fish  and  all 
varieties  of  fish  offal.  These  yield,  by  processes 
similar  to  the  above,  a  very  adhesive  but  evil- 
smeUing  glue,  which  it  is  said  may  be  deo- 
dorised by  treatment  with  1  p.c.  of  sodium 
phosphate  and  0-25  p.c.  of  saccharine  (Lambert). 

Isinglass  is  a  valuable  product  obtained 
from  the  swimming  bladders  of  various  fish,  of 
which  the  sturgeon  of  the  Volga  yields  the  best 
quality,  but  BrazUian,  Penang,  Indian,  and 
Hudson's  Bay  isinglass  are  also  on  the  market. 
It  arrives  in  this  country  either  as  the  unopened 
bladders,  known  as  pipe  isinglass,  or  as  purse, 
lump,  or  leaf.  In  preparing  the  last  two,  the 
bladders  are  cleansed  by  washing  with  hot  water, 
and  then  cut  open  and  dried. 

Before  solution  in  water,  the  crude  isinglass 
is  moistened,  cut  into  strips,  rolled  out  into 
ribbons  and  dried.  When  dry  they  are  shredded 
by  suitable  machines.  Isinglass  is  mainly  used 
in  clarifying  wnes,  ciders,  and  beers,  by  the 
cook  for  making  jellies,  and  in  the  preparation  of 
plasters. 

Glue  size  may  be  considered  as  a  by-product, 
since  it  iisuallj'  consists  of  the  crude  glue  liquors 
whicli  are  the  product  of  the  third  or  fourth 
extraction  of  the  raw  material,  which,  if  dried, 
would  yield  a  glue  of  inferior  quality.    In  small 


works  and  in  some  factories,  where  size  is  used, 
it  is  often  made  direct  from  bones  or  sucli  leather 
waste  as  '  pickers  '  by  treatment  with  lime, 
heating  and  straining. 

Size  is  usually  treated  with  sulj^lmr  dioxide 
to  improve  its  colour  and  its  keeping  power, 
j  Zinc  sulphate  or  boracic  acid  is  often  added 
as  a  preservative,  and  when  sold  it  usually 
contains  about  from  25  to  38  p.c.  of  glue. 

Concentrated  size  consists  of  ground  glue, 
such  cakes  as  are  off  shatle  and  quality  being 
used. 

Coloured  or  Opaque  glues  are  made  by  the 
addition  of  a  small  quantity  of  some  pigment 
such  as  finely  ground  chalk  or  whitening. 

Chemistry  and  Properties  ov  Glue. 
The  products  yielded  by  the  hydrolysis  of 
coUagens  may  be  divided  into  three  groups  : 

(1)  Glutin  (gelatin).  This  is  a  colourless, 
yellowish,  transparent,  odourless,  and  tasteless 
body.    It  has  the  following  composition  : — 

Gelatins  from  Connective  Tissue. 
(Chittenden,  1908.) 

1  2 

Carbon  ....    50-12  50-00 

Hydrogen       .        .        .      6-68  6-52 

Nitrogen        .        .        .    17-84  17-88 

Sulphur         .        .        .      0-32  0-23 

Oxygen  ....    25-10  25-35 

Ash       ...        .      032  0-36 

The  quantitji  of  sulijliur  varies  considerably, 
and  appears  to  be  largely  a  constituent  of  the  ash, 
which,  in  commercial  glue,  is  often  as  high  as 
1-75  p.c.  By  precipitation  with  alcohol  from 
aqueous  solution,  gelatin  may  be  obtained 
almost  ash-  and  sulphur-free.  When  immersed 
in  water,  glutin,  whUe  insoluble  in  the  cold, 
swells  up  and  greatly  increases  (5  or  6  times)  in 
weight.  It  dissolves  in  hot  water,  and  the 
solution,  on  cooling,  sets  to  a  jelly.  Prolonged 
heating  with  water  lessens  its  gelatinising  power. 
Solutions  of  glutin  on  exposure  to  air  rapidly 
putrefy,  evolving,  among  other  products,  am- 
monia. It  is  insoluble  in  ether  and  alcohol,  but 
soluble  in  glacial  acetic  acid  (such  solutions 
being  made  use  of  in  the  familiar  '  Diamond 
cement '  and  '  Seccotine  ').  Solutions  of  glutin 
are  not  precipitated  by  gold,  silver,  or  copper 
salts,  but  the  two  former  are  reduced  to  the 
metallic  state  on  heating.  Platinum  salts  give 
brown  precipitates  and  form  a  delicate  test  for 
glutin.  The  various  tannic  acids  precipitate 
glutin,  with  the  production  of  leather-like  sub- 
stances. This  precipitate  is  insoluble  in  organic 
solvents,  such  as  ether  and  alcohol,  but  soluble 
in  warm  alkalis.  Iron,  aluminium,  potassium, 
and  lead  salts  cause  no  precipitate,  but  mercuric 
chloride  renders  its  solution  turbid.  Chromium 
salts,  especially  potassium  diclu-omate  and 
chrome  alum,  have  the  power  of  rendering 
gelatin  insoluble  in  water  after  exposure  to 
Bght,  which  property  is  made  use  of  in  photo- 
graphy and  other  industries. 

Dry  distillation  of  glutin  yields  water  and  a 
dark  thick  oU,  similar  to  Dippel's  oil,  containing 
pyi'idcne  bases,  aniline,  &c.  Formaldehyde,  when 
added  to  a  glutin  solution,  solidifies  it  and 
renders  it  no  longer  soluble  even  in  hot  water. 
8  iJ.c.  of  formaldehyde  on  the  dry  glue  gives 
maximum    effect.    This    property    has  been 
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utilised  in  waterproofing  and  in  tlic  production 
of  Vandura  silk. 

(2)  Chondrin.  This  horny  suhstanco,  very 
siniihir  to  ghitin,  is  contained  in  nujst  ghies,  hut 
differs  in  being  precipitated  from  its  sohitions 
by  nearly  all  acids,  though  usually  soluble  in 
excess.  Many  salts,  such  as  alum,  lead  acetate, 
and  iron  salt.s,  also  precipitate  it.  Its  composi- 
tion is  given  as  : 

Carbon  49-92 

Hydrogen  ....  0-76 
Nitrogen        .        .        .  .15-6.5 

Oxygen  27-67 

Its  gelatinising  and  adhesive  powers  are 
weaker  than  those  of  glutin. 

(;})  Mucin.  This  name  covers  a  number  of 
bodies  which  are  usually  removed  in  tlie  liming 
operation.  If  left  in  the  glue,  they  give  rise  to 
'  foaming,'  and  have  little  or  no  adhesive 
property. 

Uses  of  fjliie. — A  great  variety  of  industries 
employ  glue  in  some  form  or  other.  It  is  em- 
ployed in  sizing  textiles,  papers,  walls,  canvas, 
&c.  It  is  also  largely  emj)loyed  in  joiners' 
work,  veneering,  box  making,  the  making  of 
matches,  &c. 

Mixed  with  glycerin,  treacle,  or  glucose,  it 
forms  the  compositions  used  as  substitutes  for 
rubber  and  f(jr  printing  rollers,  stamps,  &c. 
Mixed  with  treacle  or  glycerin,  it  is  employed 
in  making  the  familiar  '  jellygraph.' 

It  is  also  used  in  photography,  and  as  gelatin 
it  forms  part  of  the  raw  materials  of  cookery. 

Glue  Testing. 

The  testing  of  glue  has  relation  to  the 
properties  required  for  the  jjarticular  purpose 
to  which  the  glue  is  to  be  put.  General 
requirements  are  tenacity,  adhesiveness,  and 
keeping  (lOwer. 

Chemical  tests.  (I)  Moisture  determination. 
— T'he  sauiple  of  glue  is  reduced  to  shavings  by 
means  of  a  '  spoke-shave,'  and  these  are  ground 
to  powder  in  a  mortar.  Five  grams  are  weighed 
out  on  to  a  clock-glass  and  dried,  fir.st  in  the 
water-oven  and  then  in  a  toluene  bath  to  constant 
weight.  Glues  in  this  way  yield  12  to  18  p.c. 
of  moisture.  A  very  low  result  is  not  desiraljle, 
as  it  shows  the  glue  has  been  over-dried  and  has 
little  tenacity,  while  a  high  result  throws  doubts 
on  its  keeping  quality. 

(2)  Ash. — A  portion  of  the  glue  is  incinerated 
in  a  platinum  crucible,  and  the  ash  weighed. 
That  from  l)one  glue  fuses  and  gives,  when 
taken  up  in  dilute  nitric  acid,  the  phosphoric 
acid  reaction  with  ammonium  molybdate, 
whereas  the  ash  from  hide  glue  does  neither,  and 
is  usually  alkaline  from  the  lime  used  in  the 
jjreparation.  The  ash  content  of  good  glues  varies 
from  1-5 to  3-0  p.c.  Glues  weighted  with  barytes, 
&c-.,  anri  '  coloured  glues,'  of  course,  yield  more. 

(3)  Acidity  may  be  determined  directly  by 
titrating  a  measured  quantity  of,  say,  a  10 
solution  with  standard  alkali,  using  phenol- 
phthalein  as  indicator.  Should  the  glue  solu- 
tion be  highly  coloured,  as  is  the  case  with  sonre 
Scotch  glues,  fluorescein  may  be  used  in  its  place. 
The  volatile  acids  of  glue  may  be  determined 
by  dissolving  50  grams  of  the  sample  in  water, 
and  subjecting  the  solution  to  steam  distillation. 
Th(^  steam  and  vapour  are  led  through  a  con- 
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denser  and  received  in  a.  vessel  containing  a, 
known  volume  of  standard  alkali.  After  some 
300  c.c.  have  been  condeirsed,  the  amount  of 
acid  absorbed  by  the  alkali  is  determined  by 
titration.  It  is  expressed  as  H3SO3,  and  a  good 
glue  should  not  yield  more  than  0-2  p.c. 
(Lambert). 

(4 )  Fatty  matters  are  determined  by  extracting 
5  grams  of  the  finely  powdered  sample,  contained 
in  a  capsule  in  the  Soxhlet  apparatus  with 
ether. 

(5)  Determination  of  the  gelatin  content  by 
yield  of  nitrogen.  Trotman  and  Hackfor<l 
(J.  >Soc.  Chem.  Ind.  1904,  1072)  give  a  process 
for  the  deitermination  of  the  gelatin  present  in 
glue.  They  point  out  that  a  direct  determina- 
tion of  nitrogen  by  KjeldaWs  method  or  soda 
lime  distillation  gives  misleading  results — owing 
to  the  presence  of  peptones,  &c.  (the  decom- 
position products  of  gelatin)  when  it  is  multi- 
plied by  the  factor  5-33.  They  consequently 
precipitate  the  gelatin  with  zinc  sidphate 
crystals,  wash  the  precipitate  with  concentrated 
zinc  sulphate  solution,  and  treat  the  product 
by  the  Kjeldahl  process.  The  amount  of  nitro- 
gen, multiplied  Ijy  5-33,  gives  the  '  gelatin 
content.  This  method  has  been  criticised  by 
H.  J.  Wilson,  but  it  appears  to  differentiate 
between  gelatin  and  the  other  nitrogenous 
ingrerlients  of  friuc. 

Estimation  by  precipitation  with  tannic  acid. 
Standard  solutions  of  pure  gelatin  (10  grams 
per  litre)  and  of  tannic  acid  (10  grams  per  li(.ie) 
are  made.  The  two  are  then  titrated  together 
until  no  further  precipitate  is  produced.  A 
weighed  C(uantity  of  the  sample  is  then  titrated 
against  the  tannic  acid,  and  thus  its  gelatin 
content  determined. 

Stelling's  method  of  determining  gelatin 
consists  in  precipitating  the  solution  by  96  p.c. 
alcohol,  but  owing  to  the  jjartial  solubility  of 
gelatin  in  that  menstruum,  Rideal  considers  it 
untrustworthy. 

(6)  Waterabsorption.  A  very  general  method 
of  testing  glue  consists  in  determining  the 
amount  of  water  which  it  will  absorb.  A 
weighed  quantity  of  glue  is  covered  with  water 
at  60°r.  (15-5°C.)  and  allowed  to  soak  for  from 
24  to  48  hours,  according  to  the  thickness  of  the 
cake,  or  until  the  cake  is  thorouglily  saturated 
by  the  water,  wliich  can  be  judged  by  its  colour 
and  appearance. 

The  cake  is  then  removed,  dried  superficially 
with  filter  paper,  and  the  increase  of  weight 
determined.  Generally  spealdng,  the  greater 
the  increase  the  better  the  glue,  i)rovided  that 
the  cake  remains  firm.  Vine  bone  and  skin 
glues  will  increase  in  weight  8  to  11  times, 
common  glues  5  times,  but  some  of  the  very 
common  fish  glues  may  liquefy  completely  under 
these  conditions.  In  making  this  te.st,  the  smell 
of  the  glue  and  the  colour  of  the  water  should 
be  noted,  when  valuable  information  as  to  the 
keeping  qualities  and  probable  sources  of  the 
glue  may  be  gleaned. 

Jelly  tests.  10  grams  of  glue  are  soaked  for 
24  hours  in  water,  and  then  melted  and  the 
solution  made  up  to  100  c.c.  The  solution  is 
cooled,  and  the  strength  of  the  jelly  tested  with 
the  finger.  It  is  quite  possible  to  grade  the 
various  samples  of  glue  with  consid(>rable 
accuracy  hy  this  method. 

3  u 
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Lipowitz  shot  test.  If  it  is  desired  to  Iiavc  a 
quantitative  expression  of  the  strengths  of  the 
jellies  yielded  by  a  number  of  samples  of  glue, 
tlie  samples  containing  10  p.c.  of  glue  may  be 
run  into  cylinders  of  uniform  width  and  allowed 
to  set.  The  cylinders  are  then  in  turn  covered 
with  a  lid,  through  which,  in  a  guide  tube,  passes 
a  stout  wire,  to  the  lower  cud  of  which  is  soldered 
a  convex  disc,  m  IiiIc  the  upi)er  end  carries  a  pan 
to  carry  weights  or  shot.  The  convex  surface 
of  the  disc  rests  on  the  surface  of  the  jelly,  and 
weights  or  shot  are  added  to  the  upper  pan  until 
the  lower  disc  penetrates.  The  greater  the 
amount  of  weight  the  jelly  will  carry,  the 
greater  is  its  consistency. 

This  method  is  largely  emjiloyed,  but  its 
value  is  only  comparative. 

Strength  of  jelly.  The  writer  has  used  a 
method  for  some  years  which  he  claims  to  give 
more  reliable  results.  30  grams  of  ghie  are 
soaked  in  water  and,  after  melting,  the  solu- 
tion is  made  up  to  100  c.c.  and  transferred 
to  a  vessel  so  that  the  depth  of  the  layer  is 
1  i  to  2  inches.  This,  of  coxu'se,  may  be  varied 
according  to  the  vessels  at  command,  but  it 
should  be  the  same  for  all  the  samples.  While 
the  solution  is  still  warm,  a  circular  disc  of  metal 
1  inch  in  diameter,  to  the  centre  of  which  is  fixed 
a  stout  wire,  is  inserted.  Halfpennies  form 
convenient  discs.  The  wire  is  kept  in  a  vertical 
position  until  the  solution  has  jellied.  The 
vessel  is  clamped  down  and  the  w're  attached  to 
one  arm  of  a  stout  balance.  Weights  are  then 
placed  in  the  other  pan  until  the  disc  is  torn 
through  the  jelly.  The  greater  this  weight,  the 
tougher  the  jeEy  and  stronger  the  glue.  The 
test  should  be  repeated  several  times,  and  the 
jnean  taken.  A  good  glue  under  tliese  con- 
ditions requires  over  10  lbs.  to  tear  the  disc 
through  the  jelly.  It  is  claimed  that  by  this 
method  the  variations  duo  to  the  surfaces  of 
the  glue  jellies  are  obviated. 

Melting  -  point  of  jelly.  15  grams  of  the 
sample  are  soaked  in  30  c.c.  of  water  for  ]  2  hours, 
heated  on  the  water-bath,  and  the  solution 
poured  into  a  wide  test-tube  in  which  a  thermo- 
meter is  inserted.  In  a  similar  tube,  a  solution 
of  a  good  hide  glue  (1:1)  is  poured,  and  both 
tubes  are  immersed  into  water  at  15°.  When  set, 
the  two  tubes  are  placed  in  a  horizontal  position 
on  a  .shelf  over  a  water-bath.  Their  melting- 
point  is  taken  to  be  the  temperature  at  which 
the  surfaces  of  the  glue  solutions  leave  their 
vertical  positions  (Kissling). 

Viscosity  of  jelly  Fels  (J.  Soc.  Chem.  Ind. 
1901,  139)  recommends  that  the  vi.scosity  of  a 
15  p.c.  solution  of  glue  at  30°  should  be  tested  in 
the  Engler  viscosimeter,  on  the  assumption  that 
the  greater  the  viscosity  the  stronger  is  the 
glue. 

Rideal  uses  a  modified  form  of  the  Slotte 
instrument  (.J.  Soc.  Chem.  Ind.  1891,  615),  and 
uses  1  p.c.  solutions  at  18°. 

A  simple  way  of  carrying  it  out  is  to  run 
the  solution  from  a  burette ;  the  time  taken 
for  50  c.c.  to  flow  is  taken  as  a  measure  of  its 
viscosity.  Supposing  25  sees,  are  taken  by  water 
at  that  temperature,  a  1  p.c.  solution  of  a  strong 
glue  will  take  32  to  34  sees. ;  a  medium  glue, 
28-30  sees. ;  weak  glues,  26-27  sees. 

Tensile  strength  of  glue.  Many  methods 
have  been  suggested  such  as  Bauschinger's, 


!  Kissling's,  and  Rideal's.  Rideal  has  devised 
the  following  method  : — 

Two  piano  surfaces  of  biscuit  porcelain, 
ground  so  as  to  fit,  1  square  inch  in  area,  are 
soaked  with  a  solution  made  up  of  1  part  of  glue 
in  2  parts  of  water  at  70°  for  30  minutes  :  they 

I  are  placed  together,  weighted  with  5  lbs.,  and 
kept  for  5  days  in  a  cool  room.  They  are  then 
lixed  in  a  testing  machine,  and  the  weight 
necessary  to  tear  them  asunder  is  determined. 

The  writer  has  used  with  success  a  slightly 
modified  form  of  a  method  oriffinaUy  suggested 
by  Millar  (J.  Soc.  Chem.  Ind.  1899,  16).  10  p.c. 
solutions  of  the  glues  to  be  tested  are  made  uj). 
Strips  of  filter  or  other  paper  are  cut,  one  inch 
in  width  and  about  18  inches  in  length.  These 
are  dipped  in  the  solution  at  about  50°,  and  then 
hung  up  to  dry.  When  the  first  coat  has  dried, 
they  are  again  immersed  in  the  solution  and 
allowed  to  dry,  the  portion  that  was  lowest  being 
placed  at  the  top,  so  that  as  far  as  possible  a 
uniform  laj'er  of  glue  is  produced  on  their  surfaces. 
After  air  drying,  the  strips  are  heated  for  1  hour 
in  the  water-oven.  Two  or  three  lengths  of 
3  inches  are  cut  out  of  the  central  portion  of  the 
strips.  These  are  then  separately  tested  by 
fixing  between  two  indiarubber-covered  clamps, 
one  of  which  is  fixed  to  the  table  and  the  other 
attached  to  the  beam  of  a  strong  balance,  the 
balance  with  the  clamp,  of  course,  being  first 
counterpoised.  Weights  are  added  to  the  other 
pan  until  the  paper  breaks.  A  blank  test  is 
then  made  with  the  unsized  paper,  and  this  is 
deducted.  Several  experiments  should  be  made, 

j  and  the  mean  taken.    A  good  glue  should 

!  require  some  9  or  10  lbs.  when  tested  in  this  way 

j  to  break  the  sized  paper. 

i      Foam  test.    Trotman  and  Hackford  (.J.  Soc. 

!  Chem.  Ind.  1906,  104)  recommend  the  following 
procedure  :  A  graduated  tube,  70  cm.  in  length 
and  of  such  a  diameter  that  each  1  cm.  in  length 
has  a  capacity  of  1  c.c,  is  half  filled  with  a  10  p.c. 
solution  of  glue  and  placed  in  a  water-bath. 
The  temperature  of  the  bath  is  maintained  as 
nearly  as  possible  at  60°.  The  tube  is  then 
corked,  vigorously  shaken  for  1  min.,  and  the 
top  of  the  foam  layer  read  off.  The  line  of 
demarcation  between  the  lower  level  of  the 

■  foam  and  the  liquid  is  too  imdefined  to  allow  of 

i  reading,  but  that  of  the  upper  layer  is  constant. 
The  peptones  present  in  glue  increase  its  tendency 
to  foam. 

The  test  is  of  importance  for  certain  uses  of 
glue,  such  as  its  application  in  veneering. 

General  remarks  on  the  testing  of  give. — Of 
course  in  each  case,  as  already  stated,  the  tests 
appUed  should  refer  directly  to  the  uses  to  which 
the  glue  is  to  be  put.  Eor  veneering  and  general 
joiner's  work,  for  bookbinding  and  the  like,  a 
glue  should  have  good  tensile  strength,  little 
foaming  power  and  good  keeping  qualities.  It 
should  also  show  a  good  jelly  test  and  be  free 
from  grease,  or  it  may  give  uneven  joints.  The 
glue  for  use  in  the  sizing  of  canvas  and  the  like 
should  show  a  good  strength  of  jelly  and  good 
tensile  strength  :  foaming  power  and  grease  arc 
of  less  importance.  For  the  preparation  of  dis- 
tempers, the  grease  content  should  be  low,  as  it 
may  give  rise  to  '  flecks  "  ;  the  keeping  power 
should  be  high,  but  the  tensile  strength  and 
strength  of  jelly  are  of  less  importance. 

Hy.  I. 
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GLUTAMIC  ACID,  a-Aminof/lularic  acid 

go2Hgh(NH.)CH„-ch2-co;h 

was  discovered  by  Ritthauseu  in  18G0  (J.  pr. 
(Jliem.  [1]  99,  6,  454)  among  the  products  of  the 
hydrolysis  of  wheat  gluten  by  sulphuric  acid, 
and  hence  called  by  him  glutaminic  acid.  Subse- 
quently, Eitthausen  and  Kreusler  (J.  pr.  Chem. 
1871,  [21  3,  214),  Gorup-Besanez  (Ber.  1877,  10, 
780),  Schulze  (Zeitsch.  phyaiol.  Ghcm.  1892,  9, 
253),  and  Wroblewski  (Ber.  1898,  31,  3218) 
showed  that  it  was  formed  by  the  hydrolysis  of 
other  vegetable  proteids;  and  HlasiwetV,  and 
Habermann  (J.  pr.  Chem.  1873,  [2]  7,  397), 
Panzer  (Zeitsch.  physiol.  Chem.  1897,  21,  138), 
Abderlialden  and  Fuclis  (ihid.  1908,  57,  339) 
isolated  it  from  the  products  of  hych'olysis  of 
animal  proteids.  Osborne  and  (rilbert  (Amer.  J. 
Physiol.  1900,  15,  333)  showed  that  the  yield  of 
alutamic  acid  from  animal  proteid  matter  varies 
from  7  to  10  p.c,  whilst  in  vegetable  proteids 
(with  the  exception  of  leucosine  of  wheat, 
5-7  p.c),  the  yield  is  larger,  12  to  37  p.c.  A 
fruitful  source  of  glutamic  acid  is  beet-root 
molasses ;  Habermann  (Annalen,  1875,  179,  248  ; 
Scheibler,  Ber.  1884,  17,  1725  ;  Andrh'k,  Zeitsch. 
Zuckerind.  Bilhm,  1903,  27,  665)  obtained  it  to 
the  extent  of  7  p.c.  on  the  dry  solids  of  the 
molasses  lye. 

Kutscher  (Zeitsch.  physiol.  Chem.  1899,  28, 
123)  isolated  glutamic  acid  from  the  products  of 
hydrolysis  of  casein  by  sulphuric  acid,  by  preci- 
pitating the  larger  part  of  the  organic  bases  with 
phosphotungstic  acid,  and  removing  the  excess 
of  sulphuric  and  phosphotungstic  acids  from  the 
filtrate  by  means  of  barium  hydroxide ;  the 
leucine  and  tyrosine  crystallised  out  of  the  fil- 
trate, and  from  the  mother  liquor  the  aspartic 
and  glutamic  acids  were  separated  by  the  differ- 
ence in  solubility  of  their  copper  salts. 

Glutamic  acid  contains  an  asymmetric  carbon 
atom,  and  the  dextro-  and  Isevo-rotatory  and 
the  racemic  variety  of  the  acid  are  all  known. 

tZ-Glutamic  acid,  the  naturally  occurring 
compound,  crystallises  in  the  rhombic  system 
rr:&:c=0-6868':l:0-8548  (Oebbeke,  Ber.  1884, 17, 
1725) ;  m.p.  208°  (213°  corr.)  with  decomposition 
(Fischer,  Ber.  1889,  32,  2451);  is  sparingly 
soluble  in  water,  insoluble  in  alcohol  or  ether. 
It  is  dextro-rotatory  in  aqueous  solution, 
[a]^*^  +12'04;  increasing  amounts  of  strong  acid 
cause  a  continuous  increase  of  the  specific 
rotation,  which  tends  towards  a  maximum.  The 
addition  of  bases  first  changes  the  dextro-  into 
laevo-rotation,  which  attains  its  highest  numeri- 
cal value  with  the  formation  of  the  acid  salt, 
further  quantities  of  base  convert  the  laevo- 
rotation  again  into  a  dextro-rotation.  With 
lead  hydroxide,  no  change  in  sign  of  the  rotation 
takes  place  (Andrh'k,  Zeitsch.  verein.  deut. 
Zuckerind.  1903,  572,  948). 

When  glutamic  acid  is  administered  as  a 
food,  96  p.c.  is  absorbed,  a  portion  being  used 
up  in  proteid  synthesis,  and  the  rest  oxidised  to 
urea  (Andrh'k  and  Velich,  Zeitsch.  Zuckerind. 
Br.hm,  1908,  32,  313). 

Glutamic  acid  is  decomposed  by  the  action  of 
bacteria,  yielding  w-butyric  acid,  together  with 
small  quantities  of  succinic  and  formic  acids 
(Brasch  and  Neuberg,  Biochem.  Zeitsch.  1908, 
13,  299).  When  oxidised  by  hydrogen  peroxide, 
it  yields  succinic  acid  (Dakin,  J.  Biol.  Chem. 


1909,  5,  409) ;  and  yields  7-hydroxyglutaric  acid 
(glutanic  acid,  q.v.),  when  treated  with  nitrous 
acid  (Ritthauseu,  J.  pr.  Chem.  [1]  103,  239). 

Glutamic  acid  forms  normal  and  acid  salts, 
the  latter  being  the  more  general.  Of  these,  the 
sodium,  CsH^O^NNa,  potassium  CsHgdNK, 
calciwn  (CsHs04N)2Ca,  harium  (C5Hg04N)2Ba, 
lead  (GrJBif,0^).^h,  are  crystalline  and  hygro- 
scopic.   The  normal  ammonium  salt 

(NH4)2Cr,H,04N 
loses  NH3  at  110°-115°,  and  forms  the  mid  salt 
(NH4)C5H,OjN  ;  the  coppM-  salt 

C,H-04NCu,iH2O 
is  amorphous  and  greenish-blue,  and  dissolves 
in  400  parts  boiling  water  (Wolff,  Annalen,  1890, 
260,  79);  the  silver  salts  C,H,04NAg2  and 
C5Hj04NAg  are  white  insoluble  powder.s;  and 
the  zinc  salt  is  basic  (G-Jlf,0^^).7.n,7.nO  (Haber- 
mann, Annalen,  1871,  179.  248;  Abderhalden 
and  Kautzsch,  Zeitsch.  physiol.  Chem.  1910, 
64,447  ;  08,487).    The  ethyl  cstrr 

C,H,,(C2H,)04N 
is  crystalline,  and  melts  at  188°  (Menozzi  and 
Appiani,  Gazz.  chim.  ital.  1894,  24.  i.  384)  ;  the 
diethyl  ester  has  b.p.  139°-]40°/10  mm.,  sp.gr. 
1-0737  at  17°,  and  [a]20°+7-34  (Fischer,  Sit- 
zungsber.  Akad.  Wiss.  Berlin,  1900.  48,  10621 

Glutamic  acid  forms  a  soluble  benzene  sul- 
phonyl derivative,  SO.,Ph-NH(C3H.)(C02H)a 
(Hedin,  Ber.  1890,  23,  3196) ;  and  the  following 
acyl  derivatives  are  described  by  Fischer  (Ber. 
1907,  40,  3701),  Fischer,  Kropp  and  Stahl- 
schmidt  (Annalen,  1909,  365,  181):  l-leucyl-d- 
glutamic  acid 

CHMe3-CH2T;H(NH2)-CO-NH-CH(C02H)-CII,-CIl2-C02H, 
m.p.  232°  (decomp.  corr.),  has  [a]^'^°-f  10-5°  in 
N/l-HCl,  forms  soluble  sodium  and  barium  salts, 
the  silver  salt  being  sparingly  soluble  ;  cMor- 
acetyl-d-glutamic  acid 

CH2C1-C0-NH-CH(CO.H)-CH2-CH2('02H. 
m.p.    143°    (corr.),    [al^°°-13-i5°  (±0-2°)  in 
aqueous  solution,  yields  glyci/l-d-qlutamic  add 

NH2-CH2-C0NH-CH(C02H)[CH2]2C0,H, 
m.p.  178°  (corr.),  [a]|°°  — 6-3°;  chloracetylglut- 
amyldiglycinediethyl  ester 

LHsLU  U  JNM  CH  cHa-CHj-CO-NH-CHj-COjEt 
m.p.  146°  (corr.),  yields  on  hydrolysis  rldor- 
acetylglutamyldiglycine  CjjHigO-NjCl,  m.p. 
173°  (decomp.  corr.),  and  yields  on  treatment 
with  aqueous  ammonia  glycylglutamyUigl'irine 
CiiH,sO,N4.  m.p.  248°  (corr.). 

r-GIutamic  acid  has  been  synthesised  by 
Wolff  (Annalen,  1890,  260,  79)  from  lajvulic 
acid.    Glyoxylpropionic  acid 

OHC-CO-CHs-CH^-COoH 
obtained  by  boiling  dibromolsevulic  acid  with 
water,   reacts   with   hydroxylamine   to  form 
yS-di/.sonitrosovaleric  acid 

CH(NOH)C(NOH)CH2-CH2-C02H, 
from  which  wonitrosocyanobutyric  acid 

CN-C(NOH)-CH2-CH2-G02H 
is  obtained  by  hydrolysis  with  sulphuric  acid 
and  subsequent  treatment  with  cold  sodium 
hydroxide,    Wlien  (".wnitrosocyanobutyric  acid 
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is  hydrolysed  with  boiling  alkali,  it  yields  iso- 
nitrosoglutaric  acid 

CO,HC(NOH)CH,GHa-CO.H, 
and  this  is  reduced  to  inactive  glutamic  acid 

C()2H-CH(NH2)CH2-CHvCO.H 
by  tin  and  hydrochloric  acid.  j-Glutamic  acid 
can  be  prepared  from  the  dextro-  isomeride  by 
heating  it  with  barium  hydroxide  (Schulze  and 
Bosshard.  Bar.  1885,  18,  388 ;  Schulze,  Zeitsch. 
physiol.  Chem.  1892,  9,  253). 

r-Glutamic  acid  crystallises  from  hot  water 
in  rhombic  plates,  a:b  :  c=0-745'l  :  1  :  1-2367, 
m.p.  199°  (decomp.  corr.),  dissolves  in  66-7  parts 
water  at  20°,  and  is  sparingly  soluble  in  ether, 
alcohol,  carbon  disulphide,  or  light  petroleum. 
The  copper  salt  C5H;04NCu,2JH20  forms  blue 
needles,  becomes  anhydrous  at  135°,  and  is  not 
.soluble  in  less  than  1000  parts  of  boiling  water. 
The  h/drorhloride  crystallises  in  needles,  m.p. 
193°  (decomp.)  (Wolff),  200°  (Abderhalden  and 
Kautzsch,  Zeitsch.  physiol.  Chem.  1910,68,487), 
and  is  crystaUographicaUy  identical  with  the 
hydrochloride  of  the  rf-acid,  a  ib  :  c=0-8873  : 
1  :  0-3865  (Wolff,  I.e.). 

When  r-glutamic  acid  is  heated  at  its  melting- 
point,  it  decomposes,  yielding  pyrrolidonecarbox- 
ylic  acid 

CHg-CHjx 

I  >CH-CO,H 
CO-NH^ 

This  compound  has  m.p.  182°-183°,  and  is 
identical  with  the  pyroglutamic  acid  obtained 
by  Haitinger  (Monatsh.  3,  228)  by  heating 
(Z-glutamic  acid,  and  also  with  the  glutimic  acid 
of  Schutzenberger  (Ann.  Chim.  Phys.  [5]  16, 
372),  obtained  by  decomposing  albumin  with 
barium  hydroxide  at  180°  (compare  also  Abder- 
halden and  Kautzsch,  Zeitsch.  physiol.  Chem. 
1910,  68,  487).  r-Benzoylglutamic  acid  crystal- 
lises with  IH.O,  m.p.'  152°-153°  (155°-157° 
corr.),  and  is  soluble  in  124  parts  of  water  at  20° 
(Fischer,  Ber.  1899,  32,  2451).  Chlorace.tyl- 
r-glutamio  acid  has  m.p.  123°  ;  qlycyl-r-gliitamic 
acid  is  a  hygroscopic  powder,  and  forms  a  copper 
■salt  crystallising  with  SiHjO  that  decomposes 
at  223°  ( corr. )  (Fischer,  Kropp  and  Stahlschmidt, 
Annalen,  1909,  365,  181). 

2-GIutaniic  acid.  When  r-ghitamic  acid  is 
crystaUised  form  water,  right-  and  left-handed 
enantiomorphous  crystals  are  deposited,  but 
this  fact  cannot  conveniently  be  utilised  for 
the  preparation  of  the  Z-isomeride  ;  this  was, 
however,  effected  by  the  cultivation  of  Peni- 
cillium  (jlaucum  in  a  solution  of  the  r-acid, 
whereby  the  cZ-acid  is  destroyed  and  the  Z-acid 
remains  in  solution  (Menozzi  and  Appiani,  Gazz. 
chim.  ital.  1894,24,1.  370).  Fischer  (Ber.  1899, 
32,  2451)  resolved  r-benzoylglutamic  acid  by  the 
fractional  crystaUisation  of  the  strychnine  salt ; 
benzoyl-l-glutamic  acid  has  m.p.  130°-132°  (corr.), 
dissolves  in  less  than  two  parts  of  water  at  100°, 
or  21  i)arts  at  20°,  and  has  [a]j,4- 13-81°  in  5  p.c. 
aqueous  solution,  anfl  the  potassium  salt  has 
[aljj — 18-7°;  it  yields  l-glutarnic  acid  on  hydro- 
lysis, and  this  is  identical  with  the  rf-isomeride, 
except  that  its  hydrochloride  has  [o]p^^— 30-05-, 
whilst  that  of  the  (/-acid  is  +30-45°. 

l-Pyrrolidonecarboxylic  acid,  obtained  by 
heating  ci-glut.amic  acid  at  1.50°-100°.  forms 
large   cr)jf)iii|pss   orthorhombic   cry.stals,  m.p. 


162°,  a:b:  c  =  1-5034  :  1  :  1-6292,  and  has  [a]j, 
—  11-5°  (Menozzi  and  Appiani,  Gazz.  chim.  ital. 
1894,  24,  i.  370;  Abderhalden  and  Kautzsch, 
Zeitsch.  physiol.  Chem.  1910, 68,487).    jj  ^  -yy 

GLUTAMINE  C02H-C3H5(NH2)CONH„  is 
the  half  amide  of  glutamic  acid.  It  was  dis- 
covered in  1877  by  Schulze  and  Urich  (Ber.  10, 
85)  in  the  jiucc  of  young  pumpkin  plants,  and 
isolated  from  beet-root  sap  Isy  Schulze  and 
Bosshard  (ibid.  1883,  16,  312),  one  litre  yielding 
0-7  to  0-9  gram  of  glutamine.  It  appears  to 
replace  its  homologue  asparagine  in  some  natural 
orders,  e.g.  Caropliyllaceoe,  Cruciferm,  and 
Filices,  where  it  occurs  in  the  leaves,  seedlings, 
roots,  and  tubers.  The  greatest  amount  of 
glutamine  found  in  seedlings  is  only  2-5  p.o.  of 
the  dry  matter  which  is  much  less  than  the 
amount  of  asparagine  found  in  leguminous 
seedlings,  but  it  is  probable  that,  owing  to  the 
difficulties  of  separating  glutamine,  the  plant 
contains  at  least  twice  as  much  as  is  actually 
isolated  (Schulze,  Zeitsch.  physiol.  Chem.  1894, 
20,  327;  1897,  24,  18;  Ber.  1896,  29,  1882; 
Landw.  Versuchs.-Stat.  1898,  49,  442).  Gluta- 
mine occurs  with  asparagine  in  the  juice  of 
ripening  oranges  (Scurti  and  De  Plato,  Chem. 
Zentr.  1908,  ii.  16,  1370). 

Glutamine  crystallises  in  needles ;  it  dis- 
solves in  about  25-7  parts  of  water  at  16° 
(Schulze  and  Godet,  Landw.  Versuchs.-Stat. 
1907,  67,  313),  and  is  sparingly  soluble  in  alcohol. 
It  behaves  as  a  very  weak  acid  towards  indicators 
(SeUier,  Chem.  Zentr.  1904,  i.  789).  Glutamine 
is  dextro-rotatory  in  aqueous  solution,  seven 
specimens  from  various  vegetable  sources  were 
found  to  have  [aj^  between  -|-l-9°  and  +9-5°, 
the  differences  being  probably  due  to  the 
presence  of  the  two  .stereoisomerides  in  varying 
proportions  (Schulze  and  Bosshard,  Ber.  1885, 
18,  390;  Sellier,  Chem.  Zentr.  1904,  i.  789; 
Schulze,  Ber.  1906,  39,  2932  ;  Landw.  Versuchs.- 
Stat.  1906,  65,  237). 

The  estimation  of  glutamine  is  best  effected  by 
Schlosing's  method  (Schulze,  J.  pr.  Chem.  1885. 
[2]  31,  233),  as  the  — CO-NHj  group  is  com- 
pletely hydrolysed  when  distilled  with  magnesia 
under  the  ordinary  pressure,  but  if  the  pressure 
be  reduced  sufficiently  to  cause  the  solution  to 
Ixiil  at  40°,  hydrolysis  does  not  take  place,  and 
under  these  conditions  ammonium  salts  may  be 
completely  removed  (Sellier,  Bull.  Soc.  chim. 
Sucr.  Dist.  1907,  25,  124;  Schulze,  Landw. 
Versueh.s.-Stat.  1906,  65,  237). 

Owing  to  the  feebly  acidic  character  of 
glutamine,  very  few  salts  have  been  isolated  : 
the  copper  derivative,  Cu(C|-,Hj03N2)2,  forms 
bluish  violet  crystals,  the  cadmium  derivative, 
Cd(C,-,H905N2)2,  forms  fine  prisms ;  and  is  de- 
composed by  boiling  water.  Glutamine  forms  a 
compound  with  tartaric  acid,  that  separates  in 
large  transparent  crystals  (Schulze  and  Godet, 
Landw.  Versuchs.-Stat.  1907,  67,  313). 

By  the  action  of  alcoholic  ammonia  on  the 
ester  of  d-  or  Z-glutamic  acid,  the  amide  of  the 
corresponding  pyrrolidonecarboxylic  acid  i.s 
formed  ;  these  are  called  glutimides  by  Menozzi 
and  Appiani,  and  the  dextro-  and  tevo-rotatory 
and  the  racemic  variety  are  described. 
CHj-CH. 

r/Glutimide      I  >CHC'ONHj,HjjO 
CO— NH^ 
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crystallises  in  needles  belonging  to  the  anorthie 
system,  a:b:  c  =  l-403  :  1  :  1-421,  ;3=86-55"';  it 
has  m.p.  165°,  and  [a]jj+41-29°.  l-Glutimide  has 
[a]jj— 40°,  and  has  the  same  melting-point  and 
other  properties  as  its  dextro-isomeride. 
r-Cilutimide  is  formed  when  Z-glutimide  is  heated 
with  alcoholic  ammonia  at  140°-150°,  or  alone 
at  200°  ;  it  has  m.p.  214°,  and  crystallises  in 
the  orthorhombic  system,  a  :h  :  c =0-8853  :  I  : 
0-3806  (Menozzi  and  Appiani,  Atti.  R.  Accad. 
Lino.  7,  i.  33  ;  Gazz.  chim.  ital.  1894,  24,  i.  370). 

M.  A.  W. 

GLUTANIC  ACID,  a-hydroxyglutaric  acid,  is 
formed  when  nitrous  acid  reacts  with  glutamic 
acid  (Markownikofl,  Annalen,  1876,  1S2,  347) ; 
it  occurs  in  molasses,  and  was  isolated  in  the 
form  of  the  zinc  salt  from  the  ethereal  extract  of 
the  product  of  the  action  of  dilute  nitric  acid 
at  70°  on  casein  (Habermann  and  Ehrenfeld, 
Zeitsch.  physiol.  chem.  1902,  35,  231).  The 
zinc  mlt  C5H|.05Zn,3H„0  and  the  magm.sium 
mlt  C5H50.5Mg,4H20"  are  well  defined 
(Markownikoff,  I.e.).  The  free  acid  has  not 
been  isolated,  but  forms  butyrolactone-y-car- 
CH2'CH2 

boxylic  acid  \  CH-COoH,  m.p.  49°-50°, 

CO— 0— 

when  an  aqueous  solution  is  evaporated  at  100°, 
and  the  resulting  syrup  allowed  to  crystallise 
over  sulphuric  acid. 

EthyUtutyrolactonecarhoxylate 

I  CH-CO.,Et, 
CO— 0— 

prepared  by  the  action  of  epichlorhydrin  on 
ethylsodiomalonate,  is  a  colourless  oil,  b.jj. 
175°/25  mm.  (Traube  and  Lehmann,  Ber.  1901, 
34,  1971).  M.  A.  W. 

GLUTARIC  ACID  Or;S.fii-  tilutaric  acid 
and  its  alkyl  derivatives,  when  heated,  break 
d(jwn  into  anhytlrides  and  water.  The  anhy- 
drides readily  yield  anilic  acids,  from  which 
anils  can  be  obtained  by  the  withdrawal  of 
water  {Auwers,  Oswald,  and  Thorpe,  Annalen, 
285,  229).  The  glutaric  acids  resemble  the 
succinic  acids  in  their  reactions,  but  they  are 
not  so  volatile  in  steam,  and  not  so  readily 
(  hanged  to  anhydrides  by  acetylchloride. 

Glutaric  acid.  Normal  pyrotarlaric  acid 
C02H[CH.]3C02H. 

J''ound  in  Caucasian  naphtha  (Markownikow, 
Ber.  1897,  947),  in  beet-root  (Lippmann,  ibid. 
1891,  3299),  and  in  the  wash-water  from  raw 
sheej)  wool.  Prciiared  by  o.xidising  fats 
(Bouveault,  Bull.  Soc.  chim.  19,  |  3|  562),  stearic 
and  oleic  acids  ((Jarette,  ibid.  41),  65)  or  sebacic 
acid  {Carette,  ibid.  45,  270),  with  niti-ic  acid  ; 
by  treating  1  :  3-dicyanopropanc  with  liydro- 
chloric  acid  (Roljoul,  Ann.  Chim.  Phys.  14,  [5J 
14,  501  ;  Markownikow,  Annalen,  182,  341) ; 
Ijy  treating  j3-hyilroxyglutaric  acid  with  hydriodic 
acid  at  180°  (Pechmann  and  Jenisch,  Ber.  1891, 
3252) ;  by  the  action  of  baryta  on  ethyl  pentane- 
hoxacarboxylate  (Bottomley  and  Perkin,  Chem. 
Soc.  Trans.  19(10,  300);"  by  treating  ethyl 
iiialouate  with  iiicl,hylcn<;  rhlorido.  Iiydi'olysing 
the  product  with  caustic  potash  and  heating  the 
dicarboxylglutaric  acid  thus  formefl  to  200' 
(Conrad  and  Cuthzeit,  Annalen,  222,  257; 
Perkin,    Ber.    1880,    1055) ;     by  condensing 


ethylsodiomalonate  with  formaldehyde  in  the 
presence  of  a  small  quantity  of  piperidine  or 
diethylamine,  and  heating  the  methylene  di- 
malonic  acid  thus  formed  with  hydrochloric  acid 
(Knoevenagel,  Ber.  1894,  2346) ;  by  the  electro- 
lysis of  equal  quantities  of  the  potassium  salts 
of  the  methyl  hydrogen  succinate  and  malo- 
nate  (Vanzetti  and  Coppadro,  Chem.  Zentr. 
1904,  i.  1254;  1903,  ii.  1053);  by  treating 
hydroresorcin  with  sodium  hypobromite  (Vor- 
lander  and  Kolilmann,  Ber.  1899,  1878) ;  by 
treating  cycloijentanone  with  nitric  acid  (Wisli- 
eenus,  Annalen,  275,  318)  or  with  acetic  anhy- 
dride, and  subsequently  with  potassium  per- 
manganate (Mannich  and  Hancu,  Ber.  1908, 
572)  ;  by  the  action  of  nitric  acid  on  methyl- 
cyclopentane  (Markownikow.  ibid.  1900,  1908), 
or  on  eyclopentane  (Markownikow,  ibid.  1897, 
975)  ;  by  treating  a-acetoglutaric  ester  ■udth 
concentrated  potash  (Viirlander  and  Km'itzsch, 
Annalen,  294,  31a  ;  Wislicenus  and  Limpach, 
ibid.  192,  128);  by  treating  glutaconic  acid 
with  sodium  amalgam  (Conrad  and  Guthzeit, 
ibid.  222,  254) ;  by  the  oxidation  of  piperidine 
with  hydrogen  peroxide  (Wolffenstein,  Ber. 
1892,  2777). 

Glutaric  acid  crystallises  in  large  monoclinic 
plates,  m.p.  97-5°  ;  100  c.c.  of  water  dissolve 
42-9  parts  of  acid  at  0°,  63-9  at  20°,  and  95-7 
at  50°  (Lamouroux,  Compt.  rend.  128,  998) ; 
readily  soluble  in  alcohol  and  ether.  It  con- 
denses with  aldehydes  to  form  substituted 
glutaric  acids  (Fittig  and  Roedel,  Annalen,  282, 
334,  338,  344  ;  Knoevenagel,  Ber.  1894,  2346)  : 
electrolysis  of  the  potassium  salt  of  the  mono- 
ethyl  ester  gives  rise  to  the  diethyl  ester  of 
suberic  acid  (Brown  and  Walker,  Annalen,  261, 
119).  By  heating  glutaric  acid  at  230°-280°, 
or  by  treating  the  silver  salt  with  acetyl  chloride, 
qlutaric  anhydride,  m.p.  56°-57°,  is  produced 
(Fichter  and  Herbrand,  Ber.  1896,  1193).  When 
treated  with  aluminium  amalgam,  the  anhydride 
is  converted  into  a  mixture  of  glutaric  and  5- 
hydroxyvaleric  acids,  the  latter  of  which  readily 
changes  into  5-hydroxyvalerolactono  (Fichter 
and  Beisswenger,  Ber.  1903,  1200). 

The  dimethyl  ester  of  glutaric  acid  is  a  colour- 
less liquid,  b.p.  213-5°-214°  (751  mm.),  sp.gr. 
1-09337  15°/4°  (Meerburg,  Rec.  trav.  chim.  1899, 
367) ;  the  diethyl  ester  boils  at  236-5°-237°  (corr.), 
and  has  sp.gr.  1-0284  at  15°  (Perkin,  Chem.  Soc. 
Trans.  1888,  567). 

The  three  possible  isomerides  of  glutatic 
acid  are  all  known  and  are  described  below. 

Pyrotartarir  acid.  Mrthylsuccinic  acid  (Ger. 
Brenzweinsaiire  ;  MctJi ylbcrnsteiiisaiirc) 

C0oH-CH(CH3)-CH2-C0.,H. 
Obtained  from  suint  (Buisinc,  Compt.  rend.  107, 
789).  Prepared  by  the  dry  distillation  of 
tartaric,  raccniic,  or  pyruvic  acids  (Fourcroy 
and  Vanquelin,  Ann.  Chim.  Phys.  35,  (i.)  161  ; 
64,  42;  Wolff,  Annalen,  317,  22;  Bcchamp, 
Zeitsch.  Chem.  1870,  371  ;  Bourgoin,  Ann. 
Chim.  Phys.  12,  [5]  419  ;  by  heating  pyruvic 
acid  with  hydrochloric  acid  (Wollf,  I.e.  ;  Jong, 
Rec.  trav.  chim.  21,  191) ;  by  the  reduction  of 
citra-,  ita-.  oi-  mesaconic  acids  with  .sodium 
amalgam  (Kckuli',  Annalen,  Spl.  1,  338  ;  Spl.  2, 
95) ;  by  the  reduction  of  the  anliydride  of 
citraconic  acid  with  liydrogon  in  the  presence  of 
nickel,  when  pyrotartaric  acid  and  its  anhydride 
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are  produced  (Eijkman,  Chem.  Zentr.  1907,  i. 
1617) ;  by  treating  ;8-cyanobutyric  acid  with 
caustic  potash  (Wishcenus,  Annalen,  105,  93  ; 
Bredt  and  Kallen,  ibid.  293,  350) ;  by  fusing 
gamboge  with  caustic  alltali  (Hlasiwetz  and 
Barth,  ibid.  138,  73) ;  by  treating  aldehydoiso- 
butyric  acid  with  nitric  acid  (Perkin  and 
Spranldin,  Chem.  See.  Trans.  1899,  19  ;  BischofE 
and  Kuhlberg,  Ber.  1890,  634) ;  by  the  inter- 
action of  ethylsodiomalonate  with  ethylbrom- 
propionate  and  subsequent  boiling  with  hydro- 
chloric acid  (Bone  and  Spranlding,  Chem.  Soc. 
Trans.  1899,  848) ;  by  the  interaction  of  ethyl- 
sodioraethylmalonate  and  ethylchloracetate  or 
of  ethylsodioethenyltricarboxylate  and  methyl- 
iodide,  and  subsequently  hydrolysing  the  ester 
of  methylethenyltricarboxyiic  acid  thus  formed 
{Bischofi  and  Kulilberg,  I.e.);  by  treating 
ethyldibromomethylacetoacetate  with  concen- 
trated potash  and  subsequently  with  sulphuric 
acid  (Cloez,  Compt.  rend.  110,  583);  by  treating 
calcium  lactate  with  potassium  permanganate, 
when  calcium  pyrotartrate  is  jiioduced  (Wiegand, 
Ber.  1884,  840). 

Pyrotartaric  acid  crystallises  in  triclinie 
prisms,  m.p.  117°- 118°  (Ladenburg),  112° 
(Perkin).  Soluble  in  water,  alcohol,  and  ether. 
By  heating  pyrotartaric  acid  with  dilute  sul- 
phuric acid  at  150°,  acetaldehyde  and  formic 
acid  are  produced  (Wiegand,  I.e.);  by  con- 
densation with  acetaldehyde,  benzaldehyde,  &c., 
substituted  paraconic  acids  are  produced  (Fittig, 
Annalen,  255;  108,  126,  257);  with  salicaldehyde, 
coumarinpropionic  acid  is  produced  (Fittig  and  1 
Bro  wn,  ibid.  255,  285).  Methylthiophen  is 
produced  by  the  distUlation  of  the  sodium  salt  1 
with  phosphorus  pentasulpliide.  Pyrotartaric  i 
acid  contains  an  asymmetric  carbon  atom,  and 
it  has  been  resolved  into  its  two  optically 
active  antipodes  by  means  of  the  fractional 
crystallisation  of  its  strychnine  salt  (Ladenburg, 
Ber.  1895,  1170;  1896,  1254;  Annalen,  364, 
227). 

Pyrotartaric  anhydride  is  obtained  by  heating 
the  acid  above  200°,  or  by  treating  the  acid  with 
acetylchloride  (Perkin,  Chem.  Soc.  Trans.  1888, 
564;  Fichter  and  Herbrand,  Ber.  1896,  1193); 
m.p.  31-5°-32° ;  b.p.  247-4°  (corr.),  sp.gr.  15°/15°, 
1-2378.  By  reduction  with  hydrogen  in  the 
presence  of  nickel,  the  anhydride  yields  butyro- 
lactone  (Eijkman,  Chem.  Zentr.  1907,  i.  1617), 
and  with  sodium  amalgam  and  hydrochloric  acid, 
o-methylbutyrolactone  (Fichter  and  Her- 
brand, I.e.). 

The  dimethyl  ester  of  'pyrotartaric  acid  is  a 
colourless  oil,  b.p.  107"";  and  the  diethyl  ester 
boils  at  217-.5-218-5^ 

Dimelhylmalonic  acid,  fi-Isopijrotartaric  acid 
(CH3)2C(C02H)2.  Obtained  by  the  oxida- 
tion of  fenchone  with  nitric  acid  (Gardner  and 
Cockburn,  Chem.  Soc.  Trans.  1898,  708);  by 
the  oxidation  of  phoronic  acid  with  nitric  acid 
or  with  potassium  permanganate  in  alkaline 
.solution  (Pinner,  Ber.  1882,  585 ;  Anschiitz, 
ibid.  1893,  827  ;  Anschutz  and  Walter,  Annalen, 
368,  95) ;  by  the  oxidation  of  filicinic  acid,  ob- 
tained from  filicin,  wluch  is  extracted  from 
Filix  maa  (male  fern)  (Boehm,  Chem.  Zentr. 
1896,  ii.  1036  ;  Daccomo,  Gazz.  chim.  ital.  24,  1, 
517);  by  the  oxidation  of  camphor  with  nitric 
acid  (Bredt,  Ber.  1894,  2093).  Prepared  by 
treating    a-cyam'vobutyric   acid   with  hydro- 


chloric acid  (Markownikow,  Annalen,  182,  336) ; 
by  heating  5 :  5-dimethylbarbituric  acid  with 
caustic  potash  (Conrad  and  Guthzeit,  Ber.  1881, 
1644) ;  by  the  oxidation  of  aa-dimethylglut- 
aconic  acid  with  potassium  permanganate 
(Henrich,  Ber.  1899,  670;  Perkin,  Chem.  Soc. 
Trans.  1902,  255). 

Dimethylmalonic  acid  is  best  obtained  pure 
from  its  zinc  salt ;  m.p.  190°  (Perkin,  Chem.  Soc. 
Trans.  1903,  1237),  192°-193°  (Kilnigs  and 
Horlin,  Ber.  1893,  2049) ;  sparingly  soluble  in 
water  and  alcohol,  readily  soluble  in  ether ; 
decomposes  on  heating  into  carbon  dioxide  and 
wobutyric  acid.  Dimethylmalonylchloride 
yields  a  duodeci molecular  anhydride  on  treat- 
ment with  aqueous  pyridine  :  it  is  an  amorphous 
white  powder,  m.p.  145°-148°  (Einhorn,  Annalen, 
359,  169).  Diniethylmalononitrile  is -piepaiedhy 
treating  dimethylcyanacetamide  with  phosphoric 
oxide  or  phosphorus  pentachloride  (Hesse, 
Annalen,  18,  723  ;  Errera  and  Berti,  Gazz.  chim. 
ital.  26,  ii.  224),  m.p.  32°,  b.p.  162-5°.  Di- 
methylmalonamide  is  prepared  from  the  methyl 
ester  and  concentrated  aqueous  ammonia 
(Perkin,  Chem.  Soc.  Trans.  1903,  1242 ;  Thome, 
ibid.  1881,  545) ;  from  the  ethyl  ester  and  alco- 
holic ammonia  (Fischer  and  DUthey,  Ber.  1902, 
851,  855) ;  from  dimethylmalonylchloride  and 
concentrated  aqueous  ammonia  (Meyer,  Ber. 
1906,  198),  m.p.  269°  (corr.)  (Perkin).  The 
dimethyl  ester  is  a  colourless  liquid,  b.p.  177°-- 
178°  (753  mm.) ;  the  diethyl  ester  boils  at  194-6° 
The  latter  may  be  obtained  by  treating  the  ester 
of  dimethylcyanacetic  acid  with  sulphuric  acid  : 
on  treatment  with  alkali  and  urea,  dimethyl- 
barbituric  acid  is  obtained  (Merck,  Chem.  Zentr. 
1905,  ii.  1141  ;  D.  R.  P.  163200).  The  diethyl 
ester  of  dimethylmalonic  acid  condenses  with 
bromisobutyric  ester  in  the  presence  of  zinc  to 
form  the  ester  of  tetramethylacetonedicar- 
boxylic  acid  (Shdanowitsch,  Chem.  Zentr.  1907. 
i.  519).  The  potassium  salt  of  the  monoethyl 
ester  is  converted  by  electrolysis  into  the  diethyl 
ester  of  tetramethylsuccinic  acid  (Brown  and 
Walker,  Annalen,  274,  48). 

Ethylmalonic  acid.  Isopyrotartaric  acid 
CH3-CH2-CH(C02H),. 
Prepared  by  boiling  the  ethyl  ester  of  o-cyano- 
butyric  acid  with  potash  (Wislicenus  and  Urech, 
Annalen,  165,  93;  Tupolew,  ibid.  171,  243; 
Markownikow,  ibid.  182,  329) ;  the  diethyl  ester 
is  produced  by  treating  ethyl  malonate  with 
sodium  or  zinc  and  ethyl  iodide  (Daimler,  ibid, 
249,  174  ;  Schukowsky,  Chem.  Soc.  Abstr.  1888, 
1179  ;  Schey,  Rec.  trav.  chim.  16,  350  ;  Michael, 
J.  jjr.  Chem.  72,  [2]  537).  Crystallises  in  rhombic 
prisms,  m.p.  lli-5'^;  readily  soluble  in  water, 
alcohol,  and  ether  ;  decomposes  on  heating  into 
butyric  acid  and  carbon  dioxide. 

Ethylm/ilononitrile  is  prepared  from  ethyl- 
cyanacetamido  and  phosphorus  pentachloride ; 
it  is  a  colourless  oil,  b.p.  200°  (Hessler,  Annalen, 
1899,  169;  Henry,  J.  1889,  637).  Elhylnmlon- 
amide  is  prepared  by  the  action  of  sodium 
ethoxide  and  ethyliodide  on  malonamide  (Meyer, 
Monatsh.  28,  1  ;  Conrad  and  Schulzc,  Bur.  1909. 
730) ;  by  treating  the  diethyl  ester  with  concen- 
trated aqueous  ammonia  (Freund  and  Gold- 
smith, ibid.  1888,  1245);  m.p.  214°.  The 
diethyl  ester  Iwils  at  207° ;  when  the  sodium 
derivative  of  tliis  ester  is  condensed  with 
cthylbrommalonatc  in  alcoholic  solution,  the 
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ethyl  ester  of  ethylenetetracarboxylic  acid  is 
produced  (BischofiE,  Ber.  1896,  1514). 

GLUTEN.  Wheateu  flour  differs  from  that 
of  all  other  cereals  in  that  after  it  has  been  made 
into  a  dough  ;vith  a  little  water,  it  is  possible  to 
wash  out  the  starch,  leaving  a  sticky  adhesive 
brown  or  greyish-brown  residue  which  consists 
mainly  of  protein.  This  is  crude  gluten  :  on 
drying  it  in  a  water-oven,  a  hard  brittle  horny 
mass,  not  unlike  glue,  results,  which  has  lost  its 
power  of  becoming  plastic  when  wetted,  and 
strongly  adheres  to  the  substance  on  which  it 
rests.  At  a  higher  temperature,  the  wet  gluten 
expands  greatly  until  the  expansive  force 
ruptures  its  vesicles. 

The  flour  of  other  cereals  when  washed  in  a 
similar  way  entirely  disintegrates,  leaving  no 
protein  residue.  The  physical  properties  of 
wheateu  dough  depend  almost  entirely  on  the 
gluten,  which  acts  as  a  mechanical  agency  for  ^ 
binding  the  particles  of  starch  and  for  entangling 
the  carbon  dioxide  gas  produced  by  the  fermenta- 
tion :  in  the  oven,  this  gas  expands,  causing  the 
dough  to  rise  and  the  gluten  to  remain  distended 
until  the  heat  fixes  it. 

Crude  gluten  varies  in  colour  from  grey  to 
brown.  Besides  protein,  it  contains  traces  of 
starch,  fibre,  cholesterol,  fat,  and  a  small 
proportion  of  mineral  matter.  It  is  insoluble 
in  tap  water,  strong  alcohol,  and  ether,  but  dis- 
solves partly  in  distilled  water,  in  dilute  alkalis 
and  more  slowly  in  dilute  acids. 

Gluten,  after  treatment  with  dilute  acids  or 
salts,  has  some  diastatic  action,  which  the 
freshly  prepared  gluten  lacks  (Reycliler,  Ber. 
1889,  22,  414  ;  see  also  Baker,  J.  Soc.  Chem.  Ind. 
1908,  27). 

The  quantity  of  gluten  in  wheateu  flour 
varies  considerably  according  to  its  race  and  the 
country  in  winch  it  was  grown.  Further,  the 
best  patent  flour,  milled  from  the  centre  of 
the  grain,  contains  slightly  less  gluten  than  the 
households  flour  from  the  outer  layers  of  the 
same  grain. 

Speaking  very  generally,  the  proportion  of 
gluten  varies  from  8  to  15  p.c,  though  exceptional 
flours  may  have  either  less  or  more  than  this 
amount.  English  flours  as  a  class  have  about 
10  p.c.  or  less  gluten,  Cianadian  and  American 
spring  wheat  flours,  e.g.  the  so-called  No.  1 
Manitoba,  contain  13  p.c.  and  upwards.  The 
strength  of  a  flour  depends,  however,  not  so 
much  on  the  quantity  of  gluten  present  as  on 
its  quality.  A  gluten,  though  present  in  .satis- 
factory quantity,  may  be  too  tough,  or  hard  and 
brittle,  or  it  may  be  too  elastic  and  have  no 
power  of  retaining  the  gas  in  its  pores. 

Gluten  consi.sts  mainly  of  two  proteins, 
(jliiuJin  and  gliitmin,  both  of  which  are  essential 
for  its  formation.  The  gliadin  forms  a  sticky 
network  which  entangles  the  glutenin  to  make  a 
compact  mass.  The  presence  of  soluble  salts, 
i.e.  electrolytes,  is  also  essential,  but  the  mineral 
constituents  of  the  flour  are  sufficient  for  this 
purpose.  In  distilled  water,  gluten  partly 
dissolves,  the  semi-fluid  residue  having  no 
tenacity.  Pure  gluten  has  of  itself  neither 
ductility  nor  tenacity,  and  the  physical  pro- 
perties like  those  of  other  colloidal  .substances 
depend  upon  the  electrolytes  present  in  the 
dough. 

The  researches  of  Wood  anil  Hardy  (Wood, 


J.  Agric.  Sci.  1907,  2,  139,  267;  Wood  and 
Hardy,  Proc.  Roy.  Soc.  1909,  B,  81,  38  ;  Sum- 
mary by  Hardy,  Brit.  Assoc.  Repor-t,  Winnipeg, 
190!J)  have  shown  that  any  salt  confers  cohesion 
upon  gluten  ;  any  acid  or  alkali,  when  sufficiently 
dilute,  lessens  or  destroys  it.  Gluten  which  has 
lost  cohesion  owing  to  the  action  of  an  acid, 
may  be  rendered  coherent  again  by  the  addition 
of  salt.  There  is  a  definite  relation  between  the 
concentration  of  the  acid  and  the  amount  of  salt 
required  to  undo  its  action.  As  the  concentra  ■ 
tion  of  the  acid  is  increased,  the  amount  of  salt 
needed  to  maintain  cohesion  rises  to  a  maximum, 
and  thence  falls  until  a  point  is  reached  when  the 
acid  alone  is  sufficient.    The  curve  shows  the 
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concentration  of  salt  and  acid  needed  just  to 
preserve  cohesion  :  it  encloses  an  area  of  no 
cohesion,  whilst  outside  it  is  a  region  of  cohesion. 
The  areas  represent  continuous  changes  as  is 
characteristic  of  colloidal  mattei :  a  line  inclined 
upwards  follows  a  system  in  which  there  is 
continual  separation  of  water  and  gluten  ;  in 
consequence  the  water-holding  power  of  the 
protein  becomes  less  and  less,  the  tenacity 
grows,  and  the  ductility  diminishes. 

In  practice,  the  water-holding  capacity,  or 
[  hydration  ratio,  of  gluten  is  of  considerable 
significance.  It  is  measured  by  the  ratio  of  the 
I  wet  gluten  immediately  after  extraction  inider 
carefully  standardised  conditions  to  its  weight 
after  drying.  On  the  average,  it  is  about  3:1; 
that  is,  gluten  carries  about  twice  its  weight  of 
water.  It  varies  from  2-5  in  strong  flours  to 
above  3  in  very  weak  flours. 

The  ratio  of  gliadin  to  glutenin  in  different 
wheats  is  not  constant.  It  appears  to  be  about 
50  p.c.  According  to  Shutt  (J.  Soc.  Chem.  Inrl. 
1909,  28,  330),  there  is  a  relationship  between 
the  maturity  of  the  grain  and  the  gliadin 
content,  the  more  fully  ripened  wheat  con- 
taining the  liigher  proportion. 

Gluten  may  bo  estimated  in  flour  as  follows : 
!  30  grams  of  flour  are  made  into  a  dough  witJi 
from  12  to  15  c.c.  of  water,  and  set  aside  for  an 
hour.    The  dough  is  then  worked  between  the 
fingers  in  a  stream  of  running  water  to  wasli  out 
the  starch,  being  held  over  a.  muslin  screen,  so 
j  that  any  particles  which  are  dropped  can  be 
(  recovered.     Finally    the    gluten    is  worked 
vigorously  between  the  fingers  to  remove  the 
I  last  traces  of  starch.    With  practice  the  wasliing 
can  bo  carried  out  so  as  to  occupy  always  the 
same  time.    Tlio  ball  of  ghitcn  is  then  placed 
'  under  water  for  an  hour.    It  is  next  ireotl  from 
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excess  of  moisture  by  working  between  the 
Iiands  and  A^dping  off  excess  of  water  until  the 
iiionient  «  hen  the  ball  begins  to  stick  :  it  is  then 
removed  to  a  little  square  of  parchment  paper, 
weighed,  and  (hied  for  at  least  24  hours  at  100°. 
The  ratio  of  the  wet  and  drj^  weights  gives  the 
hydration  ratio.  Considerable  information  as 
to  the  strength  of  the  gluten  is  gained  by  the 
feel  both  of  the  dough  and  of  the  gluten  between 
the  fingers.  The  method,  though  empirical, 
gives  with  practice  very  trustworthj'  results. 

It  was  at  one  time  customary  to  test  the 
quality  of  the  gluten  in  an  aluerometer.  The 
w  et  gluten  was  placed  in  a  tube  provided  with 
a  pi.ston,  heated  to  a  definite  temperature  (150°), 
and  the  amount  of  expansion  read  off.  This 
test  is  of  very  little  value. 

As  a  check  on  the  gluten  estimation,  the  total  \ 
nitrogen  may  be  determined  by  Kjeldahl's 
method  in  the  flour  and  in  the  crude  dry 
gluten,  and  multiplied  by  5-7  to  express  it  as 
protein. 

Oluten  in  the  form  of  a  light-brown  powder, 
dried  at  a  low  temperature,  is  a  commercial 
product,  being  used  for  the  manufacture  of 
bread  and  biscuits  for  diabetic  patients :  it 
usually  contains  from  3  to  5  p.c.  of  .starch,  and 
sometimes  a  great  deal  more,  and  should  yield 
a  very  tough  elastic  dough  when  wetted. 

Westrup  (Eng.  Pat.  4028,  1908  ;  8337,  1909) 
proposes  to  test  the  strength  of  flours  by  making 
a  ball  of  15  grams  flour  and  7-5  grams  of  water, 
and  placing  this  under  a  disc  of  plate  glass, 
3i  inches  in  diameter.  A  200-gram  weight  is 
put  on  the  glass  for  30  minutes.  The  dough  is 
pressed  out,  and,  after  hardening  for  24  hours,  the 
circumference  of  the  flattened  cake  is  measured 
by  rolling  it  along  a  scale.  Different  flours  aie 
flattened  to  different  extents. 

Baine  (Eng.  Pat.  14770,  1909)  puts  a  dough 
of  standard  proportions  into  a  cylinder  provided 
with  a  pi.ston.  As  the  dough  rises,  the  piston  is 
pushed  up,  an  arresting  mechanism  prevents  it 
dropping  from  the  highest  point  reached,  which 
can  be  read  off  later. 

Neither  of  these  methods  appears  to  be  of 
much  practical  value. 

Gliadin.  Wheat  gluten  was  fir.st  separated 
into  two  con,stituents  in  1819  by  Taddei,  who 
termed  the  alcohol  soluble  protein  gliadin. 
Subsequently,  Ritthausen  thought  gliadin  to 
consist  of  three  different  proteins,  but  the 
researches  of  Osborne  and  others  ha\-c  made  it 
clear  that  only  one  alcohol-soluble  protein  is 
present  in  wheat. 

The  alcohol-soluble  protein  of  rye  is  ap-  i 
parently  identical  with  that  of  wheat,  and  is  i 
therefore  also  termed  gliadin.    Other  alcohol-  I 
soluble  cereal  proteins  are  the  hordein  of  barley 
and  zein  of  maize ;  the.se,  however,  are  quite 
different  from  gliadin.    Osborne  has  proposed 
to  call  this  group  jirolamini. 

The  solubility  of  gliadin  is  a  maximum  in 
70  p.c.  ethyl  alcohol — it  is  nearly  in.soluble  in  , 
water   and    in    absolute    al(-ohoi.    When  de- 
hydrated wth  absolute  alcohol  and  dri(rd  over 
sidphuric  acid,  gliadin  is  obtained  as  a  colourless  [ 
fi'iabic  Kub.stance.    As  precipitated  from  dilute 
alcohol  or  water  and  dried,  i1,  is  amorphous  and  ■ 
transparent,  somewhat  resembling  gelatin,  but 
it  is  more  brittle.    It  turns  sticky  with  distilled  ' 
wa.ter,  and  part  dissolves,  still  more  being  dis- 


solved on  boiling  The  addition  of  the  smallest 
quantity  of  a  mineral  salt  immediately  precipi- 
tates it  completely,  either  from  aqueous  or 
dilute  alcoholic  solution.  The  salts  with  acids 
or  alkalis  are  freely  soluble  in  water. 
They  are  precipitated  unchanged  on  neutrali- 
sation. 

rJliadin  may  be  extracted  both  from  gluten 
and  from  flour  with  70  p.c.  alcohol.  The  residue 
will  no  longei  form  a  dough  when  wetted  with 
water. 

Gliadin  has  the  composition  C=52-72  p.c, 
H  =  0-8R  p.c,  N=17-66  p.c,  S  =  l-03  p.c, 
0=21-73  p.c,  and  gives  5738  caloiies  per  gram 
on  combustion  (Benedict  and  Osborne,  J.  Biol. 
Chem.  1907,  3,  119).  The  specific  rotation  in 
70  ji.c.  alcohol  is  —92°  (Mathewson,  J.  Amer. 
Chem.  Soc.  1906,  28,  14S2) :  the  same  author 
has  determined  the  rotatory  power  in  a  number 
of  solvents. 

The  total  nitrogen,  17-06  p.c,  is  distributed 
as  follows  :  as  ammonia  4-33  p.c,  basic  1-09  p.c, 
non-basic  12-17  p.c. 

Osborne  and  Clapp  (Amer.  J.  Physiol.  1906, 
17,  231)  have  made  a  very  careful  determination 
of  the  products  of  hydrolysis  of  gliadin  (sen  also 
Abderhalden  and  Samuely,  Zeitsch.  physiol. 
Chem.  1905,  44,  276).  Their  figures  are  as 
follows  : — 


Glycine 
Alanine 
Valine 
Leucine 
Proline 
Phenylalanine  2-35 

Aspartic  acid  0-58 
Glutamic  acid  37-33 

Serine        .  0-13 


p.c. 

absent 
2  00 
0-21 
5-61 
7-06 


Tyrosine 

Cystine 

Lysine 

Histidine  . 

Arginine 

Ammonia  . 

Tryptophan 


p.c. 
1-20 
0-45 

absent 
0-61 
3-16 
5-11 

liresent 


Total  65-80 


The  striking  points  in  the  composition  are 
the  absence  of  glycine  and  lysine  and  the  small 
proportion  of  basic  amino  acids,  the  very  large 
quantity  of  glutamic  acid  and  the  high  propor- 
tion of  ammonia  and  x)roline. 

About  60  p.c.  of  the  total  sulphur  in  gliadin 
is  converted  into  sulphide  on  boiling  witli  sodium 
hydroxide. 

Glutenin.  The  second  protein  of  gluten  is 
characteri.sed  by  being  insoluble  in  water,  saline 
solutions,  and  alcohol,  and  remains  after  ex- 
haustive treatment  of  gluten  with  these  three 
solvents.  When  freshly  prepared,  it  is  soluble 
in  0-1  p.c.  potassium  hydroxide  and  0-2  p.c. 
hych-ochioric  acid,  and  also  in  very  dilute  sodium 
carbonate  and  ammonia.  After  (liying  over 
sulphuric  acid,  it  forms  an  amorphous  greyish- 
brown  powder  somewhat  less  solulile  in  these 
reagents.  It  is  precipitated  on  neutralisation. 
The  only  other  cereal  protein  described,  similar 
to  glutein,  is  the  oryzcnin  of  rice  (Koscniieini 
and  Kajiura,  J.  Phy.sio).  1908,  36,  liv.),  although 
it  is  probable  that  other  seeds  contain 
similar  proteins.  Osborne  groups  the.se  as 
illutrllih-<. 

Glutenin  has  the  composition,  (!=52-34  p.c, 
H=R-83  p.c,  N=  17-49  p.c,  8-- 108  p.c, 
0  —22-26  p.c  ;  heat  f)f  combustion  5704  calories 
(Benedict  and  O.sborne,  J.  Biol.  Chem.  1007,  3. 
119).  The  nitrogen  is  distributed  as  follows: 
ammonia,  3-30  p.c.  ;  basic,  2  05  p.c.  ,  non- 
basic,  11-95  p.c. 
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According  to  Osborne  and  Clapp,  the  products 
of  hydrolysis  are  : 


Glycine 

p.c. 

p.c. 

0-89 

X  V  J. 'JoHitr  > 

4-25 

A  la niTip 

4-65 

Cystine 

0-02 

Valine 

0-24 

Histidine 

L    1  U 

Leucine 

5-9.5 

Arginine 

4-72 

Proline 

4-23 

Lysine 

1-92 

Phenylalanine 
Aspartic  acid 

1-97 

Ammonia  . 

4-01 

0-91 

Tryptojihan 

present 

Glutamic  acid  23-42 

Serine 

0-74 

59-68 

[See  the  Discussion  on  Wheat,  Brit.  Assoc. 
Report,  Winnipeg,  1909,  Supplement  to  J.  Board 
of  Agric.  1910,  vol.  17,  No.  3  ;  see  aho  T.  B. 
Osborne,  Pflanzenproteine,  Wiesbaden,  1910 ; 
Jago,  Science  and  Art  of  Bread-making,  London, 
191  l.T  E.  F.  A. 

GLUOTOL  (.  SVKTHETIC  DEUGS. 

GLYCERIN  (Glycerol,  Gli/cyl  alcohol.  Pro- 
pcinjl  alcohol  C^nO^  or  CjH-lOHjj)  occurs  in 
combination  with  fatty  acids  in  all  fatty  oils  and 
fats.  Glycerin  was  discovered  by  Scheele, 
when  preparing  lead  plaster  from  olive  oil,  and 
was  termed  hj  him  ' 'princi'piam  dulce.'  The 
fatty  oils  and  fats  may  be  regarded  as  salts 
formed  by  the  combination  of  fatty  acids  and 
glycerol,  with  the  loss  of  three  molecules  of  water. 
Glycerol  being  a  trihydric  alcohol,  and  con.se- 
quently  behaving  like  a  trihydric  base,  is  able  to 
combine  with  three  i-adicles  of  fatty  acids,  as  is 
expressed  by  the  following  equation,  in  which 


R  represents  the  acid  radicle  of  any  fatty 
acid  : — 

,0-H  0-R 

C 3  H .  -  0  -H  +  3R  -0  H  =  C3H  -  -  O  •  R  +  3H  .,0 . 
'    0-H  ■  \0-R 

This  equation,  when  read  from  right  to  left, 
symbolises  the  process  of  saponification  of  fats, 
and  expresses  the  fact,  that  by  the  addition  of 
water  (under  suitable  conditions)  to  the  neutral 
glycerides,  the  latter  are  resolved  into  three 
molecules  of  fatty  acids  and  one  molecule  of 
glycerol  {see  Saponificatios").  From  the  right 
side  of  the  equation  it  follows  that  glycerol  does 
not  exist  as  such  in  the  fatty  oils  and  fats,  but 
that  it  is  formed  by  the  assimilation  of  three 
molecules  of  water.  Hence  the  sum  of  the 
weight  of  the  fatty  acids  and  glycerol  is  always 
greater  than  the  weight  of  the  original  fat 
employed.  The  excess  over  100  p.c.  may  be 
gathered  from  the  following  table  by  adding  up 
'  the  numbers  given  in  column  4,  and  deducting 
100  from  that  sum  (see  column  5). 

Owing  to  this  complete  analogy  between  the 
formation  of  a  tribasic  salt  and  a  triglyceride, 
the  natural  triglycerides  are  also  termed 
'  neutral  glyeyl  esters.' 

The  triglycerides  of  the  most  frequently 
occurring  fatty  acids  are  collated  in  the  following 
table,  in  which  their  chemical  formulae  and 
molecular  weights  are  given,  as  also  the  quantities 
in  p.c.  of  fatty  acids  and  glycerol  resulting  from 
saponification  of  100  parts  of  the  glycerides: — 


Glyceride 


Forniula 


Ulyceryl  tributyrate  (Butyrin) 

tricaproate  (Caproin) 

,,    tricaprylate  (Caprylin) 

„    tricai)rate  (Caprin)  . 

,,    trilaurate  (Laurin)  . 

..   triiiiyristate  (Myristin) 

.,    tripalmitate  (Palmitin) 


tristearate 
trioleate 


(Stearin)  . 
(Olein)  . 


trilinolate      CLinolin)  , 


C^H^(0-Ci,Ho30)3 

('3H5(OC,eH3iO)3 

•^sHjCt)  CigH330)3 
C3H5fO-Ci8H3iO)3 


triliiiuleiiate  (l.inoleiiin)  1  C^jHjCO'C^j jjH290)3 
tric!uiiano(lonato(Clupa-  I 

iiiKlunin)        .        .  !  C3H5(()-c:isH270)3 

trirlciiioleate(lticlnoleiiO  t'jH, ()'(',  jHajO 2)3 

triarachidatc  (Arachin)  !  t^,H5t()'t'.,||H3g())3' 

triorucate       (Erucin)   1  C\H-{()-C',.,H^^O)\ 


From  the  above  formula;  it  appears  that 
glycerol  is  regarded  as  a  trivalent,  or  triatomic 
alcohol,  containing  the  radicle  C3H5  in  com- 
liination  with  three  OH  groups.  Hence,  glycerol 
))ears  the  same  relation  to  ordinary  ethyl  alcohol 
as  orthophosphoric  acid  bears  to  nitric  acitl. 
.lust  as  tribasic  phosphoric  acid  forms  three 
distinct  classes  of  salts,  with  three  different 
liroportions  of  the  same  base,  so  does  glycerol 
iiii'm  three  distinct  classes  of  esters,  viz.  mono- 
glyceridcs,  diglyccrides,  and  triglycerides  (sec 
Oils,  Fixed,  AND  Fats).  Autl  just  as  phosphoric 


3 

Mo- 
lecular 
weiglit 

4 

Products  ob- 
tained on 
saponiflcatiou 
of  100  parts 

Fatty  1  Gly- 
acids  1  cerin 

5 

Excess 
over 
100 
parts 

6 

Cliief  source? 

p.c. 

p.c. 

p.c. 

302 

87-44 

30-46 

17-90 

Milk  fats 

386 

90-15 

23-96 

14-11 

Milk  fats,  cocoa-nut  oil, 

paliii-nut  oil 

470 

91-91 

19-58 

11-49 

554 

93-14 

16-67 

9-81 

638 

94-04 

14-42 

8-46 

Laurel  oil,  cocoa-nut  oil, 

palm-nut  oil,  dika  fat 

722 

94-75 

12-74 

7-49 

Myristica  fats 

806 

95-29 

11-42 

6-71 

Palm  oil,  Chinese  vege- 

table tallow,  Japan  wax 

890 

95-73 

10-34 

6-07 

Cacao  butter,  tallow 

884 

95-70 

10-41 

6-11 

Olive  oil,  lard  oil,  tallow 

878 

95-67 

]ir48 

6-ir. 

oil 

IJrying  and  semi-drying 
oils 

872 

95-03 

10-.35 

6-18 

Drying  oils 

866 

95-61 

10-02 

6-23 

Marine  animal  oils 

932 

95-93 

9-87 

5-80 

Castor  oil 

974 

96-09 

9-45 

.5-54 

Earth-nut  oil 

1052 

9639 

8-74 

5-13 

liape  oils 

acid  may  combine  with  two  or  three  different 
bases  to  form  two  different  classes  of  tribasic 
salts,  so  does  glycerol  lead  to  different  classes  of 
triglycerides.  Each  triglyceride  enumerated  in 
the  foregoing  table  must  be  considered  as 
glycerol  in  which  all  thi  eo  hydrogen  atoms  of 
the  three  OH  groups  are  replaced  by  one  and  the 
same  raidicle  of  fatty  acid.  Such  glycerides  are 
termed  sim/ple  trif/lyceruh'S.  If,  however,  the 
three  hydrogen  atoms  arc  rejjlaced  by  two  or 
three  different  fatty  acid  radicles,  then  mixed 
glycerides  arc  obtained. 
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In  case  a  triglyceride  contains  two  different 
fatty  acid  radicles,  then  two  isomeric  triglycerides 
may  be  expected  ;  and  in  case  a  triglyceride  con- 
tains three  difieient  acid  radicles,  then  three 
isomerides  may  be  expected.  This  is  explained 
by  the  following  formulae  : — 


CnH 


/OR, 
CjHjf  O-R^; 
XO-Rj 

/0-Ri 

<-0-R,: 

\0-R, 


/0-Ri 
CgH-f-O-R, 

\o-r; 

,0R, 


C3H  /  O  Ri; 
\0-R, 


C,H 


OR, 

<-0-R, 
\0R« 


It  was  formerly  assumed  that  the  natural 
fats  consist  of  simple  triglycerides ;  modern 
researches,  however,  have  made  it  extremely 
likely  that  simple  triglycerides  occur  in  nature, 
as  a  rule,  in  small  quantities  only,  and  that 
natural  oils  and  fats  are  composed  chiefly  of 
mixed  glycerides.  Thus,  for  instance,  in  tallow, 
only  a  few  p.c.  of  tristearin  have  been  found ; 
hence  tallow  must  be  assumed  to  consist  mainly 
of  mixed  glycerides. 

A  considerable  number  of  mixed  glycerides 
have  been  already  isolated  from  such  natural  oils 
and  fats  as  tallow,  cacao  butter,  Borneo  tallow, 
&c.  The  most  frequently  occurring  mixed 
glycerides  which  have  been  isolated  hitherto 
are  oleodipalmitin,  stearodipalmitin,  oleopalmito- 
stearin,  palmitodistearin,  oleodistearin,  and  dioleo- 
stearin. 

Glycerin  has  also  been  found,  in  the  free 
state,  in  the  blood  and  in  fermented  alcoholic 
liquors.    Pasteur  has  shown  that  glycerin  is  a 
constant  product  of  the  alcoholic  fermentation  , 
of  sugar ;  hence  it  is  a  natural  constituent  of 
beer,  wine,  &c.    100  parts  of  sugar  produce  3-5  j 
parts  of  glycerin.    As  these  latter  sources  of  j 
glycerin  are  of  no  commercial  importance,  and  \ 
as  the  synthetic  preparation  of  glycerin  has  only 
theoretical  interest,  we  shall  here  only  consider  1 
the  production  of  glycerin  on  a  manufacturing 
scale. 

Glycerin  is  obtained  on  a  large  scale  in  the 
several  saponification  processes  which  are 
practised  in  candle  and  soap  works  [see  Saponi- 
fication). According  to  the  process  by  which 
the  commercial  product  '  crude  glycerin '  is 
obtained,  we  differentiate  in  commerce  the 
following  five  qualities  of  crude  glycerin,  viz.  : 
(1)  crude  saponification  glycerin;  (2)  crude 
distUlation  glycerin  ;  (3)  Twitchell  crude  gly- 
cerin ;  (4)  fermentation  crude  glycerin ;  (5) 
soap  lyo  glycerin,  or  soap  crude  glycerin. 

In  the  stearine  candle  and  soap  industries, 
glycerin  is  obtained  as  a  dilute  aqueous  solution, 
which  contains  various  impurities,  the  nature 
and  quantity  of  which  depend  on  the  manu- 
facturing processes  themselves.  The  purest 
raw  material  results  from  saponification  by 
means  of  lime  in  open  vessels ;  hardly  inferior 
to  this  is  the  glycerin  obtained  by  '  autoclaving.' 
Less  pure  is  the  raw  material  recovered  from  the 
'acid  saponification  process,'  '  TwitcheU's  pro- 
cess,' and  the  '  ferment  process.'  The  crude 
glycerin  obtained  from  soap  lyes,  notwith- 
standing its  high  proportion  of  inorganic  salts,  [ 
maj%  on  the  one  hand,  surpass  in  purity  (i.fi.  as 
regards  the  amount  ni  organic  impurities)  tlw  | 
crude  material  from  the  last-named  processes  ; 
but,  on  the  other  liand,  it  may  be  very  impure  if 
fats  and  oils  of  low  quality  have  been  saponified 


by  means  of  black-ash  lyes,  as  was  done  in 
Lancashire  and  in  Marseilles  up  to  recently. 
Modern  processes  of  refining  have,  however, 
overcome  a  number  of  difiiculties  caused  by  the 
several  impurities,  so  that  e.g.  chemically  pure 
glycerol  from  good  soap  lyes  cannot  be  distin- 
guished from  chemically  pure  glycerol  obtained 
by  hme  saponification.  Crude  glycerins  further 
vary  as  regards  quality  in  accordance  with  the 
care  exercised  in  the  manufacture.  Crude 
glycerins  obtained  from  the  acid  saponification, 
the  Twitchell,  and  the  ferment  jirocesses,  retain 
very  tenaciously  some  organic  impurities  which 
Ixitherto  seem  to  have  defied  aU  attempts  to 
remove  them,  as  the  wi'iter  has  ascertained  in 


Fio.  1. 

the  case  of  a  number  of  '  chemically  pure  ' 
glycerols  originating  from  these  processes. 

1.  Crude  saponiflcation  glycerin.  This  gly- 
cerin represents  the  best  quality  of  crude 
glycerin.  It  is  obtained  from  the  '  sweet  water  ' 
of  the  autoclave  process  (see.  Saponification) 
and  as  a  by-product  in  the  process  of  soap 
maldng  by  double  decomposition. 

The  proportion  of  glycerol  in  the  '  sweet 
waters'  varies  from  G  to  16  p.c.  The  metallic 
oxides  contained  in  the  '  sweet  waters '  arc 
neutralised,  and  the  filtered  solution  is  concen- 
trated by  means  of  steam,  either  in  a  Wetzel  pan 


(Fig.  ] )  or,  as  is  done  in  modern  works,  in  a 
vacuum  evaporator  of  a  type  id('ntical  with  ot 
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similar  to  those  shown  iu  Jb'igs.  2,  3.  According 
to  the  quantity  of  salts  which  separate  when  the 
bulk  of  water  has  been  driven  off,  a  vacuum 
evapoiator  either  of  the  type  a  or  type  b  (Fig.  4) 
is  used.  The  evaporation  is  carried  on  until  the 
crude  glycerin  contains  about  85-90  p.c.  of 
glycerol.  Its  sp.gr.  is  then  from  1-240  to  1-242, 
corresponding  to  the  commercial  brand  of  '  28°Bv 
saponification  crude  '  or  '  candle  crude  glycerin.' 
The  colour  of  this  glycerin  varies  from  yellow 
to  dark-brown  ;  its  taste  is  sweet.  With  basic 
lead  acetate,  it  gives  but  a  slight  precipitate. 
By  refining  this  crude  glycerin  with  charcoal,  a 
'  refined  '  glycerin  (used  for  a  number  of  com- 
mercial purposes)  is  obtained.  This  crude 
glycerin  contains  up  to  0-3  p.c.  of  ash,  chiefly 
calcium  (or  magnesium  or  zinc)  sulphate,  and 
only  small  quantities  of  organic  impurities. 

This  crude  glycerin  is  valued  on  the  j)er- 
centage  of  pure  glycerol,  of  ;ish,  and  of  organic 
impurities. 

The  '  sweet  water '  obtained  in  tlie  process 
of  soap  making  by  double  decomposition  is 
treated  in  the  same  manner  as  described  above, 
and  yields  a  good  '  saponification  crude,'  which  is 
equal  in  quality  to  a  '  candle  crude  glycerin,' 
provided  that  the  original  fatty  matter  was 
of  good  quahty.  Since  this  process  is  used 
in  small  works  only,  where  chiefly  low- 
quality  greases  are  worked  up,  the  crude 
glycerin  thus  obtained  is  apt  to  contain  a 
considerable  amount  of  organic  impurities,  so 
that  it  is  liable  to  ferment  when  stored.  Within 
the  author's  experience,  such  crude  glycerins  did 
ferment, thus showingthat  theorganic  substances 
in  low-class  grease  are  not  destroyed  by  treat- 
ment with  lime.  In  the  course  of  the  fermenta- 
tion, trimethyleneglycol  is  formed.  This  crude 
glycerin  is  also  liigh  in  proportion  of  ash  (the 
author  found  even  as  much  as  1-77  to  5  p.c. 
of  ash),  whereas  the  respective  proportions  of 
glycerol  were  84-3  and  77-1  p.c. 

2.  Crude  distillation  glycerin.  This  kind  of 
crude  glycerin  is  obtained  from  the  acid  water 
resulting  in  the  so-called  acid  saponification 
processes  {see  Saponification).  It  is  termed 
in  commerce  '  crude  chstUlation  glycerin  '  for 
the  reason  that  the  fatty  acids  obtained  by 
this  process  must  be  distilled  to  yield  candle 
material.  The  dilute  glycerin  waters  ('  sweet 
waters  ' )  are  worked  up  in  the  same  manner  as 
described  under  '  crude  saponification  glycerin,' 
but  owing  to  the  large  amount  of  sulphuric 
acid  used  in  the  process,  a  considerable  quantity 
of  salts  remain  in  solution  after  tlu;  mineral 
acid  has  been  neutralised  witli  lime.  As  the 
concentration  of  the  solution  proceeds,  especially 
when  the  thickened  liquor  a  ppi  oaches  the  sp.gr. 
of  1'240,  sulphate  of  lime,  which  is  no  longer 
held  in  solution,  drops  out,  and  is  deposited 
on  the  heating  surface  of  the  evaporating 
apparatus  in  the  form  of  a  hard  crust,  which 
rapidly  diminishes  the  evaporative  power  of 
the  steam,  unless  the  calcium  sulphate  is  re- 
moved. 

Hence,  such  tube  evaporators  as  are  repre- 
sented by  vessel  b  (Fig.  4)  are  useless  for  con- 
centrating the  dilute  solution,  and  a  type  of 
evaporator  must  be  employed  which  permits  the 
heating  surface  to  be  continuously  scraped  so  as 
to  keep  it  clean.  An  evaporator  of  this  kind, 
designed  by  the  author,  is  shown  in  Fig.  2,  tlic 


inner  construction  of  wliich  is  exemplified  by 
Fig.  3. 

The  finished  crude  distUlation  glycerin  con- 
tains considerable  pioportions  of  calcium  sul- 
phate, inasmuch  as  the  solvent  power  of  glycerol 
for  calcium  sulphate  {see  below)  is  still  further 
increased  by  the  organic  impurities  which  the 
crude  glycerin  retains.  The  ash  of  this  kind  of 
crude  glycerin  rises  to  as  much  as  2  and  even 
3-.5  p.c.  The  amount  of  organic  impurities  is 
greater  than  in  crude  saponification  glycerin. 


Fig.  3. 


and  it  may  rise  to  even  2  p.c,  the  amount 
depencUng  on  the  lack  of  care  exercised  in  the 
manufacturing  process.  The  colour  of  tliis 
crude  glycerin  is  usually  pale-yellow  ;  its  taste 
is  sharp  and  astringent,  and  when  rubbed 
between  the  hands  it  emits  an  unpleasant 
smell.  On  adding  basic  lead  acetate,  a  volumi- 
nous precipitate  is  obtained ;  hydrocliloric  acid 
produces  a  turbidity,  due  to  the  presence  of 
fatty  acids. 

This  crude  glycerin  has  the  sp.gr.  1-240- 
1-242.  As  a  rule,  it  contains  from  84  to  80  ]).c. 
of  glycerol.  The  trade  term  for  tliis  kind  lA 
glycerin  is  '  crude  distillation  glyc^■riu,  28"'i-;c." 

3.  Crude  glycerin  from  the  Twitchell  process. 
This  kind  of  crude  glycerin  is  ol)tained  from  the 
acid  water  resulting  in  Twitchell's  saponification 
process  (.see  SAroKiiacATiON).  The  sweet  waters 
are  treated  with  lime  or  barium  hydrate  or 
barium  carbonate,  so  as  to  precipitate  the  dis- 
solved sulphuric  acid  as  completely  as  possible. 
The  purified  liquors  are  concentrated  up  to  a 
sjj.gr.  of  about  1-24  or  more,  in  the  same  manner 
as  described  under  the  two  preceding  headings. 
The  quality  of  this  crude  glycerin  varies  con- 
siderably with  the  quality  of  the  fatty  material 
from  which  it  has  been  obtained.  If  the  raw 
material  is  of  good  quality,  the  glycerin  is  fairly 
good ;  but  even  in  that  case,  owing  to  the  high 
amount  of  ash  it  contains,  and  owing  to  its  un- 
pleasant taste,  it  is  valued  at  a  somewhat  lower 
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price  than  is  crude  cancUe  glycerin.  By  way 
of  example,  the  following  analysis  made  by  the 
author,  may  be  given  :  sp.gr.  1-239;  glycerol, 
84-8  p.c.  ;  ash,  0-52  p.c.  Since  the  Twitchell 
saponification  process  is  best  adapted  to  low- 
class  material  (such  as  greases),  the  glycerin  ob- 
tained from  such  material  contains  so  con- 
siderable an  amount  of  organic  impiuities  that 
it  cannot  be  refined  by  itself,  not  even  for  the 
production  of  dynamite  glycerin.  Each  special 
make  of  such  glycerin  inust  therefore  be  valued 
on  the  basis  of  the  impurities  it  contains. 

I.  Fermentation  crude  glycerin  (w2  Saponi- 
nCATiON).  The  sweet  water  from  the  process 
of  hydrolysis  by  means  of  ferments  is  rich  in 
.ilbuminoids  and  other  organic  impurities.  In 
addition  to  the  usual  treatment  described  above, 
it  must  be  filtered  over  char,  which  retains  the 
bulk  of  the  albuminoids  and  other  organic 
impurities.  Nevertheless,  a  certain  amount  is 
.still  retained  ;  consequently,  the  finished  crude 
is  not  only  dark  in  colour,  but  has  also  a  very 
unpleasant  smell  and  taste,  even  if  the  glycerin 
be  made  from  good  raw  material,  such  as  re- 
fined cotton-seed  oil  or  refined  linseed  oil.  In 
the  infancy  of  the  process,  the  crude  glycerin 
obtained  thereby  was  practically  unusable.  In 
consequence  of  improvements  made  more 
recently,  the  amount  of  impurities  has  been 
considerably  reduceti,  so  that  a  sample  examined 
in  the  author's  laboratory  gave  the  following 
somewhat  favourable  results:  sp.gr.  1-2369; 
ash,  0-49  p.c.  ;  organic  impurities  (albuminoids, 
&c.),  1-54  p.c.  The  last  two  kinds  of  crude 
glycerin  are  difficult  to  refine  (by  the  usual  pro- 
cess of  distillation)  and  must  be  mixed  in  the 
glycerin  still  with  better  kinds  of  crude  ;,'lycerin. 

5.  Soap  lye  glycerin.  Soap  crude  glycerin. 
Soap  crude.  Since  Chevreul  established  the 
<  <)iistituti()n  of  fats  and  oils,  it  has  been  known 
that  the  spent  soap  lyes,  resulting  in  the  manu- 
facture of  soap,  contain,  if  not  the  whole,  a  very 
large  proportion  of  the  glycerol,  combined 
originally  with  fatty  acids  in' the  oils  and  fats 
which  had  been  converted  into  soap  in  the  soap 
pan.  During  the  first  half  of  last  century,  no 
attempt  had  been  made  to  recover  the  glycerin 
from  those  lyes,  not  only  on  account  of  the 
difficulty  attending  this  operation,  but  also  for 
the  reason  that  the  small  demand  for  glycerin 
then  ruling  in  the  market  could  be  readily 
satisfied  by  the  candle  makers'  crude  glycerin. 
When,  at  the  end  of  the  'seventies  of  the  last 
century,  a  great  demand  for  nitroglycerin 
('  dynamite  ')  .sprang  up,  attention  was  drawn 
forcibly  to  this  source  of  glycerin,  and  serious 
endcavouis  were  made  to  recover  the  hithcito 
wasted  jiroduct.  Although  as  early  as  1858, 
H.  lleynolds  had  patented  the  main  features 
of  a  process  of  recovery,  features  which 
essentially  reappeared  in  all  subsequent 
processes,  yet  serious  failure  at  first  attended 
all  attempts  at  the  recovery  of  glycerin,  on 
account  of  the  considerable  amount  of  impurities 
in  the  spent  lyes,  and  most  prominently  on 
account  fif  the  large  amount  of  dissolved  salts. 
Modern  processes,  especially  improvenu-nts  in 
apparatus  on  the  one  hand,  and  the  rapidly 
growing  employment  in  the  soap  indu.stry  of 
cau.stic  soda  of  the  highest  purity,  tended  to 
evolve  a  process  which  is  now  worked  with  more 
or  less  success  in  all  the  large  soajj  wotks,  not 


[  only  of  Europe  and  America,  but  also  of  Australia, 
Africa,  India,  and  New  Zealand.  The  earliest 
successful  attempts  to  recover  glycerin  from 
soap  lyes  were  made  in  English  soap  works, 
I  where  the  largest  quantities  of  oils  and  fats  were 
worked  up  in  the  largest  soaperies  of  the  world  ; 
the  working  up  of  the  soap  lyes  for  crude  gly- 
cerin inay  be  said  to  have  established  its  success 
in  Great  Britain  towards  the  middle  of  the 
'eighties  of  the  last  century.  Since  that  time, 
crude  glycerin  recovered  from  soap  lyes,  '  soap 
crude  glycerin,'  has  established  its  great  im- 
portance in  the  world's  commerce. 

The  lyes  obtained  in  the  soap-making 
process  by  boiling  oils  and  fats  in  an  open  pan 
with  caustic  soda  contain  practically  all  the 
glycerol  which  the  natural  oils  and  fats  are 
capable  of  yielding.  According  to  the  manner 
in  which  the  '  changes  '  are  worked  up  (.see  Soap), 
thfc  spent  lyes  contain  from  5  to  8  p.c.  of  inire 
glycerol.  In  addition  to  glycerol,  the  spent  lyes 
hold  in  .solution  the  common  salt  used  in  '  cut- 
ting '  the  soap,  and  also  small  amounts  of  free 
caustic  soda,  sodium  carbonate,  soap,  and 
organic  impurities.  The  less  free  caustic  soda, 
sodium  carbonate,  and  organic  impurities  the 
lyes  contain,  the  more  readily  can  the  process  of 
recovery  and  purification  be  carried  out.  In 
case  impure  cau.stic  soda  lyes  have  been  used 
(.see  above),  the  spent  soap  lyes  contain,  in 
addition  to  the  substances  enumerated  above, 
sulphocyanides,  sulphides,  hyposulpliites,  cyan- 
ides, and  ferrocyanides.  These  impurities  re- 
sult from  the  crude  (black-ash)  lyes,  which  were 
used  up  to  a  few  years  ago  to  a  large  extent  in 
the  MarseiUes  district.  The  difficulties  caused 
thereby  in  the  recovery  of  crude  glycerin  has  led, 
favoured  by  the  establishinent  of  Solvay's  soda 
works  in  that  neighbourhood,  to  the  almost 
complete  abandonment  of  black-ash  lyes,  so 
that  even  in  Marseilles  the  vast  majority  of 
soajjs  are  prepared  with  pure  caustic  lyes.  The 
exact  treatment  of  the  lyes  in  a  soap  works 
depends  on  the  state  of  purity  of  these  lycs,  and 
has,  as  its  object,  the  removal  or  destruction  of 
the  allmminous,  resinous,  and  soapy  matters 
present  in  the  lyes.  This  is  done  by  various 
additions,  such  as  lime  or  hydrochloric  acid,  or 
salts  of  aluminium  and  iron,  which  precipitate 
foreign  substances,  so  that  they  can  be  filtered 
off,  whereupon  the  purified  lyes  are  neutra- 
lised and  become  ready  for  concentration.  The 
purified  lyes  are  boiled  down  in  firc-heated 
ves.sel.s,  which  are  of  a  conical  shape,  so  that  the; 
salt,  as  it  separates,  slides  down  into  a  vessel 
fixed  to  the  bottom  of  the  pan,  whilst  rotat- 
ing gear  keeps  the  heating  surface  free  from 
incruistation.  Such  ves.sels,  although  in  large 
works  considered  anti(|uated,  are  still  being  used 
and  (^vcn  at  present  introduced  in  smaller  works, 
j  where  the  amount  of  water  available;  is  limited 
or  where  water  is  very  dear.  In  the  case  of 
large  works,  the  lyes  are  usually  evaporated  in 
vacuC).  The  first  concentration  of  the  lyes  lo  the 
'  salting-point '  (at  which  salt  commences  to 
separate)  is  considered  to  ha  ve  been  completed 
when  tlic  lyes  have  reached  a.  sjj.gi-.  of  4-4''Tw. 
}  at  15-.5''(,'.  The  perecntagc  of  glycerol  in  these 
I  lyes  then  usually  amounts  to  10- 1  (i  p.p.  If 
evaporation  were  carried  on  beyond  this  '  salting- 
point  '  in  a  tube  evaporator,  the  .separated  salts 
would  depo.sit  on  the  tubes,  and  thus  .soon  prevent 
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the  evaporation  from  proceeding  to  the  desired 
stage.  The  author  has  frequently  seen  tube 
evaporators,  which,  after  a  couple  of  days' 
working,  became  so  heavily  encrusted  with  salts 
that  the  evaporator  had  to  be  stopped  and  -  laid 
off '  for  cleaning.  A  large  niimber  of  patents 
have  been  taken  out,  even  up  to  the  most  recent 
date,  with  a  view  to  pi'cvcnting  the  settling 
down  of  the  salts  on  the  evaporator  tubes. 
Lewkowitsch  overcomes  this  difficulty  by  pro- 
viding the  evaporator  with  suitable  .stirring  and 
scraping  arrangements,  which  remove  the  salts 
as  they  separate,  the  salts  falling  down  into  a 
vessel  (of  any  desired  shape)  which  can  be  shut 
off  from  the  vacuum  evaporator,  and  emptied  at 
will  under  ordinary  jjressure.  After  emptying 
the  salt,  the  vessel  is  exhausted  and  again  con- 
n(!cted  with  the  evaporator.  An  evaporator  of 
this  type  is  shown  in  Fig.  2.  The  construction 
of  the  rotating  heating  surface  is  typified  b\' 
Fig.  3.  In  these  evaporators,  the  soap  lyes  can 
be  evaporated  from  their  dilute  stage  beyond  the 
'  salting-point,'  the  salt  which  falls  out  being 
removed  by  using,  at  given  intervals,  the  vessel 
fixed  to  the  outlet  of  the  evaporating  pan.  This 
vessel,  as  has  been  pointed  out  already,  can  be 
emptied  whilst  the  contents  are  kept  con- 
tinuouslj'  boiling.  In  large  instaUations,  the 
lyes  are  concentrated  in  double,  or  triple,  or 
cjuadruple  effect  vacuum  apparatus.  A  double 
effect,  designed  by  Lewkowitsch  on  the  same 
principle  as  Fig.  2,  is  illustrated  by  Fig.  4. 


A  B 


Fig.  4 


This  figure  shows  a  combination  of  a 
evaporator,  b,  with  an  evaporator  as  illustrated 
by  Fig.  2.  The  first  preliminary  concentration 
up  to  the  '  salting-point  '  is  canied  out  in 
vessel  B,  whilst  the  further  concentration  takes 
place  in  vessel  a.  The  salt  which  separates  out 
during  the  process  of  concentration  is  collected 
in  the  vessel  shown  underneath  a,  and  is  removed 
at  fixed  times,  and  washed  in  the  washing 
machine  shown  in  the  illustration.  The  salt  is 
washed  first  with  purified  lyes  of  low  percentage 
of  glycerol,  anil  finally  with  water  to  remove  the 


glycerin  from  the  salt.  The  salt  itself  is  re- 
covered in  such  purity  that  it  can  be  used  imme- 
diately in  the  soapery  in  place  of  fresh  salt  {see 
Soab). 

The  glycerin  solutions  are  boiled  in  vacno 
until  the  crude  glycerin  has  reached  a  sp.gr.  of 
1-3.  The  progress  of  concentration  is  con- 
trolled by  the  sp.gr.  test,  or,  (^[ually  well,  by 
:  taking  out  samples  and  ascertaining  the  boihng- 
point  in  a  porcelain  dish,  by  means  of  a  thermo- 
meter, whilst  the  contents  of  the  dish  are  kept 
stirred,  so  that  the  salt  may  not  cause  bumping 
of  the  contents  or  cracking  of  the  dish.  The 
glycerin  has  reached  the  sp.gr.  of  1-3  and  the 
percentage  required  by  commerce,  if  the  boiling- 
point  is  150°.  The  crude  glycerin  then  contains 
80  p.c.  of  pure  glycerol,  and  about  10  p.e.  of 
salts,  the  remainder  consisting  of  water  and  a 
small  amount  of  organic  impurities.  If  the 
concentration  is  carried  a  little  further,  crude 
glycerin,  containing  as  much  as  86  p.c.  of  gly- 
cerol, can  be  obtained  readily. 

The  proportion  of  organic  impurities  in  soap- 
lye  glycerin  varies  considerably,  depending  on 
the  process  of  purification  and  the  care  of  the 
operator.  Some  commercial  soap  crude  gly- 
cerins contain  less  than  1  p.c.  of  organic  im- 
purities (thus  representing  a  better  quality  gly- 
cerin than  '  crude  distillation  glycerin,'  crude 
glycerin  from  the  '  Twitchell  process,'  and  crude 
glycerin  from  the  '  fermentation  process '). 
Other  specimens  of  crude  glycerin,  again,  con- 
tain large  quantities  of  impurities,  consist- 
ing of  fatty  acids,  rosin  acids,  and  of  albu- 
minoid substances,  gelatin,  and  hydrocarbons 
(from  bone  fat),  and  also  trimethyleneglycol  in 
the  lyes  resulting  from  bone  fat  which  has  been 
allowed  to  ferment.  In  the  distillates  from 
such  impure  glycerins,  the  author  even  found 
organic  bases,  amongst  which  he  identified 
picoline  and  lutidine. 

The  colour  of  '  salt  crude  glycerin  '  is  pale- 
yeUow  to  brown,  or  almost  black,  according  to 
its  purity.  The  taste  of  good  '  soap  crude  '  is 
sweet,  qualified,  of  course,  by  that  of  the  common 
salt  contained  therein.  Impure  samples  have  a 
most  unpleasant  garlic-like  taste,  even  if  sul- 
phides be  absent.  This  is  specially  charac- 
teristic of  the  lyes  obtained  in  the  Marseilles 
district  (due  to  the  use  of  sulphur  ohve  oil). 
Soap  lye  glycerin  can  be  rapidly  distinguished 
J  fiom  the  crude  glycerins  desciibed  above  l)y  the 
large  proportion  of  common  salt  which  it  con- 
tains (heavy  precipitate  wth  silver  nitrate 
solution)  and  by  its  high  sp.gr. 

A  soap  lye  glycerin  containing  considerable 
quantities  of  sulphides,  thiosulphates,  or  sul- 
phites, is  almost  valueless  to  the  refiner  of  crude 
glycerin. 

Considerable  quantities  of  crude  glycerin, 
especially  crude  saponification  glycerin,  are  used 
in  the  arts  for  various  purposes.  By  far  the 
largest  quantities  of  crude  glycerin  are,  however, 
purified  by  distillation,  and  thereby  converted 
into  'distilled  glycerin.'  In  commerce,  two 
kinds  of  distilled  glycerin  are  differentiated, 
distilled  glycerin  for  making  nitroglycerin 
(dynamite),  '  dynamite  glj^cerin,'  and  chemically 
pure  glycerin,  sometimes  termed  '  twice-'  or 
'  trcljlc-distilled  glycerin.' 

Distilled  glycerins  are  obtained,  as  the  name 
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implies,  fiom  crude  glycerin  by  distillation,  i 
The  distillation  is  carried  out,  either  under 
ordinary  pressure  or  in  a  vacuum.  In  either 
case  the  distillation  is  supported  and  accelerated 
by  the  aid  of  steam.  At  present  vacuum 
distillation,  coupled  with  superheated  steam,  is 
the  combination  mostly  in  vogue.  Some  manu- 
facturers work  off  a  certain  amount  (depending 
on  the  size  of  the  still)  of  crude  glycerin  in  one 
batch.  Other  manufacturers  resort  to  con- 
tinuous distillation,  the  still  being  fed  as  the 
glycerin  distils  off. 

Thesuccessf  ul  distillation  of  crude  glycerin  does 
not  so  much  depend  on  the  kind  of  still  and  con- 
densers used  as  on  the  skill  and  care  of  the  operator. 
A  considerable  number  of  special  apparatus  have 
been  patented,  and  are  still  being  patented,  but 
owing  to  the  fact  pointed  out,  viz.  that  success 


I  depends  more  on  attention  to  details  than 
on  the  particular  apparatus  employed,  the 
details  of  the  modus  operandi  in  conduct- 
ing the  distillation  are  considered  valuable 
secrets. 

Space  does  not  permit  a  complete  reference 
to  the  patent  literature  or  to  the  illustrations 
accompanying  it.  It  may  therefore  be  generally 
stated  that  some  inventors  introduce  details 
which  neither  contribute  to  cheapening  the 
process  nor  permit  the  realisation  of  the  refine- 
ments claimed.  Some  of  the  apparatus  embody 
a  faulty  principle,  inasmuch  as  not  only  no 
complete  purification  is  effected,  but  even 
partly  purified  distillates  are  contaminated  with 
the  impurities  driven  off  from  a  jiartially  purified 
batch.  Here  it  may  suffice  to  illustrate  in 
Fig.  5  a  glycerin  distillation  plant  which  the 
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author  has  designed  for  the  distillation  of  crude 
glycerins,  both  of  '  saponification  crude '  and 
'  soap  crude.'  The  still  shown  is  provided  with 
an  arrangement  for  withdrawing  the  salts  as 
they  separate  out.  The  contents  of  the  stiU  are 
heated  by  means  of  open  superheated  steam, 
which  carries  off  the  vapours  of  glycerin  into  a 
battery  of  condensing  columns.  Between  the 
latter  and  the  still  itself  is  inserted  a  catch  box 
in  which  the  heaviest  portions  are  condensed 
together  with  smaU  amounts  of  sodium  chloiide, 
which  is  carried  over  mechanically  with  the 
steam.  From  the  end  of  the  battery  of  columns 
a  connection  leads  to  a  vacuum  pump,  the  dis- 
tillation being  carried  out  in  vacu6.  The 
glycerin  vapours,  with  varying  amounts  of 
water,  condense  in  the  several  columns.  In  the 
first  columns  little  water  condenses ;  thus  the 
strongest  glycerin,  of  sp.gr.  1-25,  is  obtained 
therein.    The  following  columns  yield  weaker 


glycerin  liquors  which,  in  the  end  column,  are 
so  dilute  that  the  then  escaping  vapours  are 
practically  free  from  volatilised  glyceiin.  The 
distillates  are  drawn  off  in  vacuO,  sampled  and 
graded  according  to  their  sp.gr.  In  the  figure, 
the  vessels  into  which  the  glycerin  is  drawn  off 
are  partly  shown. 

It  depends  solely  on  the  mode  of  working — 
especially  in  the  case  of  soap  lye  glycerin — as  to 
whether  one  distillation  will  suffice  to  obtain  a 
satisfactory  product  for  nitrating  purposes,  or 
whether  the  once  di.stUled  glycerin  must  be  re- 
distilled. In  case  the  distillation  has  not  been 
conducted  carefully,  the  once-di.stiilod  glycerin 
is  so  strongly  contaminated  with  sodium  chloride 
and  organic  impurities  (volatile  fatty  acids  and 
even  polyglycerols),  that  a  second  distillation 
becomes  imperative. 

The  distilletl  glycerin  liquors  collected  from 
the  columns  arc  treated  with  char,  if  required. 
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in  order  to  remove  some  or;;anic  impurities,  and, 
at  the  same  time,  to  clarify  the  glycerin  and 
improve  its  colour.  The  collected  and  filtered 
glycerin  liquors  are  finally  concentrated  in  a 
vacuum  evaporator,  up  to  the  desired  sp.gr. 
For  the  2:)urposes  of  dynamite  glycerin,  the 
sp.gr.  must  be  at  least  1-261  at  15°.  Other 
commercial  qualities  of  distilled  glycerin  need 
only  be  concentrated  to  a  sp.gr.  of  1-250  or  1-240, 
as  the  case  may  be.  The  dynamite  glycerin 
quality  is  used  exclusively  for  purposes  of 
making  nitroglycerin.  Other  qualities  of  dis-  i 
tilled  glycerin,  especially  those  of  sp.gr.  1-250 
and  1  -240,  are  used  for  various  purposes  in  the 
arts,  such  as  for  filling  gas  meters  and  hydraulic 
jacks,  in  the  manufacture  of  ink,  waterproof 
paper,  toilet  soaps,  '  sizes  '  for  textiles,  and  for 
the  production  of  plastic  masses,  such  as  printing 
rollers,  hectograph  mass,  &c.  The  Inilk  of  the 
distilled  glycerin  is,  however,  employed  in  the 
manufacture  of  high  explosives,  such  as  dyna- 
mite, blasting  gelatine,  cordite,  &c. 

The  yield  obtainable  from  crude  glycerin 
depends,  just  like  the  distillation  itself,  on  the 
care  of  the  operator.  The  losses  incurred  by 
faulty  methods  are  large,  and  range,  within  the 
Icnowledge  of  the  author,  from  as  much  as  15  to 
even  40  p.c.  A  large  proportion  of  the  loss  is 
due  to  destruction  of  glycerol  with  the  formation 
of  volatile  acids'and  acrolein  on  the  one  hand,  and 
to  the  formation  of  polyglycerols  on  the  other 
hand.  The  polyglycerols  which  are  formed  in 
the  course  of  distillation  should  reinain  in  the 
stiU  itself,  and  are  found  with  the  still  residue 
{see  below,  Glycerine  foots). 

The  commercial  '  distilled  glycerins  '  vary  in 
colour  from  yellow  to  white  ;  they  also  vary  in 
their  content  of  glycerol  according  to  their 
sp.grs.,  which  range,  as  a  rule,  between  1-220  and 
1-260.  Glycerin,  purified  by  distillation,  shoidd  I 
contain  a  very  small  amount  of  ash  only  ; 
thereby  distilled  glycerins  are  easily  distin- 
guished from  crude  glycerins. 

The  residues  {''  glycerin  fonts'")  remaining  in 
the  still,  in  the  case  of  those  crude  glycerins 
which  contain  smaU  proportions  of  ash  (see  above. 
Crude  glycerins,  1,  2,  3,  4),  consist  chiefly  of 
polyglycerols  and  of  notable  amounts  of  salts, 
as  the  mineral  matters  originally  contaijied  in  the 
crude  material  naturally  accumulate  in  the  resi- 
dues. These  residues  are  used  in  the  manufacture 
of  shoe  blacking.  Claessen  proposed  to  employ 
them  also  in  the  production  of  plastic  masses, 
such  as  printing  rollers,  hectograph  masses,  sizes 
for  textiles,  and  for  waterproofing  paper. 

The  still  residues  from  soap  lye  crude  contain 
much  larger  amounts  of  salts  than  those  de- 
scribed above.  The  residues  obtained  in  the 
course  of  distillation  retain  such  considerable 
amounts  of  glycerol  in  addition  to  polyglycerol, 
salt,  sodium  carbonate,  sodium  acetate,  and 
sodium  salts  of  other  organic  non-volatUe  acids, 
that  the  accumulated  residues  are  worked  up 
for  the  recovery  of  glycerin.  They  are  boiled 
up  with  water,  and  dilute  hydrochloric  or  sul- 
phuric acid  is  added  to  decompose  the  sodium 
carbonate  and  the  organic  salts.  The  organic 
non-volatile  acids  collect  on  the  surface  of  the 
liquid  as  a  resinous  mass,  which  is  removed  in 
any  suitable  manner.  The  liquor  is  then  filtered 
and  concentrated  separately,  or  is  admixed  to 
the  ordinary  soap  lyes.    As  during  the  concen- 


tration of  these  liquors,  acetic  acid  is  volatilised, 
it  is  advisable  to  concentrate  the  lyes  and  distil 
the  recovered  crude  glycerin  sej)arately. 

The  distilled  glycerins  desmhe.d  above  contain, 
as  a  rule,  although  small,  yet  sufficiently  large 
amounts  of  impurities  to  forbid  the  employment 
of  those  distilled  glycerins  for  pharmaceutical 
and  dietetic  purposes.  The  '  distilled  gly- 
cerins '  must  therefore,  as  a  rule,  be  subjected  to 
a  second  distillation.  If  tliis  distillation  be 
carried  out  with  sufficient  care,  the  distillates 
1  give,  after  concentration,  and  treatment  with 
char,  the  chemically  piire  glycerin  of  commerce. 

At  a  time  when  the  art  of  preparing  chemi- 
cally pure  glycerin  was  not  so  far  advanced  as 
it  is  at  present,  some  chemically  pure  glycerin 
was  manufactured  by  allowing  glycerin  to 
crystallise,  and  centrifugalising  the  crystals, 
whereby  the  impurities  were  removed  with  that 
portion  of  glycerin  which  molted  in  the  centri- 
fugal machine.  This  process  has,  however, 
been  abandoned,  not  only  on  account  of  its 
costliness,  but  also  on  account  of  the  inferiority 
of  the  product  as  compared  with  the  best  branrls 
of  chemically  pure  glycerin  obtained  by  careful 
distillation,  as  it  was  found  that  the  crystals 
were  apt  to  occlude  impurities. 

The  statements  found  in  chemical  literature 
that  glycerin  only  crystallises  at  —40°,  must  be 
corrected,  in  so  far  as  glycerin,  exposed  for  a 
long  time  to  a  low  temperature  (  —  5°  or  —10°), 
will  gradually  crystallise.  1'hus  the  author 
frecjuently  found  in  very  cold  winters  that 
glycerin,  even  glycerin  of  '  dynamite  quality  ' 
wliich  had  been  left  undisturbed  for  some  pro- 
longed time,  had  crystallised. 

Chemically  pure  glycerin  is  obtainable  in 
commerce  in  the  following  '  strengths  '  (concen- 
trations) :    chemically  pure  glycerin  of  1-24 
I  sp.gr.,  chemically  pure  glycerin  of  1-25  sp.gr., 
and  chemically  pure  glycerin  of  1-26  sp.gr. 

The  chemically  pure  glycerin  of  the  higliest 
sp.gr.  (see  below)  approaches,  as  nearly  as  is 
possible  for  a  product  made  on  a  large  scale,  the 
chemical  substance  glycerol. 

Glycerol  (pure  glycerin)  is  an  odourless, 
colourless,  viscid  liquid,  having  an  intensely 
sweet  taste.  The  preparation  demanded  by  the 
Pharmacopoeias  of  different  countries  is  the 
purest  commercial  article  which  consists  j)racti- 
cally  of  glycerol,  containing  a  very  small  amount 
of  water.  Glycerol  is  optically  inactive,  and  is 
neutral  to  indicators.  On  exposure  to  an 
intense  cold  for  a  prolonged  time,  it  crystallises 
in  rhombic  crystals,  melting  at  20°.  With  the 
help  of  a  few  crystals,  large  quantities  of  glycerol 
can  easily  be  solidified  at  the  temperature  of 
the  freezing-point  of  water. 

Glycerin  is  oily  to  the  touch,  and  produces  on 
the  skin,  especially  on  the  mucous  membrane, 
the  sensation  of  heat,  due  to  its  absorbing 
moisture  from  the  tissues.  The  water-absorbing 
power  of  glycerin  is  so  great  that,  on  exposure 
to  the  atmosphere,  as  much  as  50  p.c.  of  its  own 
weight  of  water  is  taken  wp. 

The  sp.gr.  of  pure  glycerin  has  been  deter- 
mined by  several  observers,  whose  statements 
do  not  agree,  owing,  no  doubt,  to  the  diflficulty 
of  freeing  it  from  the  last  traces  of  water.  The 
most  reliable  values  are  the  following  : — 
sp.gr.  1571.5°  =  1-26468; 
sp.gr.  17-5°/17-5°=l-2620. 
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Provided  a  spocimen  of  chemically  pure 
glycerin  satisfies  the  qualitative  tests  described 
below,  the  proportion  of  glycerol  in  it  can  bo 
found  by  merely  determining  tile  sp.gr.  of  the 
sample.  The  percentage  can  also  be  obtained, 
approximately,  from  the  refractive  index  of  the 
glycerin.  The  following  table  by  Skah\'eit 
(Repertor.  d.  Ajialyt.  C'homio,  5,  18)  gives  the 
sp.grs.  and  refractive  inflices,  ftjr  tlic  sodium  ray, 
at  15°,  of  mixtures  of  glycerol  and  water  in 
various  proportions  : — 
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1-4190 

13 

1-0315 

1-3490 

64 

1-1686 

1-4205 

14 

1-0340 

1-3503 

65 

1-1715 

1-4220 

15 

1-0365 

1-3516 

66 

1-1743 

1-4235 

16 

1-0390 

1-3529 

67 

1-1771 

1-4250 

17 

1-0415 

1-3542 

68 

1-1799 

1-4265 

18 

1-0440 

1-3555 

69 

1-1827 

1-4280 

19 

1-0465 

1-3568 

70 

1-1855 

1-4295 

20 

1-0490 

1-3581 

71 

1-1882 

1-4309 

21 

1-0516 

1-3594 

72 

1-1909 

1-4324 

22 

1-0542 

1-3607 

73 

1-1936 

1-4339 

23 

1-0568 

1-3620 

74 

11963 

1-4354 

24 

1-0594 

1-3633 

75 

1-1990 

1-4369 

25 

1-0620 

1-3647 

76 

1-2017 

1-4384 

26 

1-0646 

1-3660 

77 

1-2044 

1  -4399 

27 

1-0672 

1-3674 

78 

1-2071 

1-4414 

28 

1-0698 

1-3687 

79 

1-2098 

1  -4429 

29 

1  0724 

1-3701 

80 

1-2125 

1-4444 

30 

1-0750 

1-3715 

81 

1-2152 

1-4460 

31 

1-0777 

1-3729 

82 

1-2179 

1-4475 

32 

1-0804 

1-3743 

83 

1-2206 

1-4490 

33 

1-0831 

1-3757 

84 

1-2233 

1-4505 

34 

1-0858 

1-3771 

85 

1  -2260 

1-4520 

35 

1-0885 

1-3785 

86 

1-2287 

1-4535 

36 

10912 

1-3799 

87 

1-2314 

1-4550 

37 

1-0939 

1-3813 

88 

1-2341 

1-4565 

38 

1-0966 

1-3827  ! 

89 

1-2368 

1-4580 

39 

1-0993 

1-3840  ' 

90 

1-2395 

1-4595 

40 

1-1020 

1-3854 

91 

1-2421 

1-4610 

41 

1-1047 

1-3868 

92 

1-2447 

1-4625 

42 

1-1074 

1-3882 

93 

1-2473 

1-4640 

43 

1-1101 

1-3896 

94 

1-2499 

1-4655 

44 

1-1128 

1-3910 

95 

1-2525 

1-4670 

45 

1-1155  1 

1-3924 

96 

1-2550 

1-4684 

46 

1-1182  1 

1-3938  . 

97 

1-2575 

1-4698 

47 

1-1209  < 

1-3952  { 

98 

1-2600 

1-4712 

48 

1-1236  1 

1-3966 

99 

1-2025 

I  -4728 

49 

1-1263 

1-3981 

100 

l-2fl.-)() 

1-4742 

50 

1-1290  ! 

1-3996 

Other  tables  for  the  .sp.gr.  and  the  refractive 
indices  of  glycerol  solution  are  given  in  Lewko- 
witsch's  Chem.  Technology  of  Oils,  &c.,  326, 
327.  Lenz  states  that  tlio  observations  of  the 
several  observers  agree  amongst  each  other  to  a 
few  units  of  the  fourth  decimal,  whilst  the 
differences  in  the  refractive  indices,  corresponding 
to  1  p.c.  of  glycerol,  amount  to  ].'{-5  imits  of  the 
fourth  decimal.  By  reference  tcj  the  above 
table,  the  percentage  of  glycerol  in  a  sample  can 
therefore  only  be  determined  accurately  to  0-5  p.c. 

Where  the  volume  of  glycerin  is  not  enough 
to  permit  the  accurate  determination  of  its 
sp.gr.,  the  refractive  index  can  be  ascertained 
with  the  aid  of  Abbe's  refractometer.  Recently 
Zeiss's  immersion  refractometer  has  also  been 
applied  to  the  determination  of  dilute  glycerin 
solutions ;  but  it  shoild  be  noted  that  the 
immersion  refractometer  (which  is  used  exten- 
sively for  the  determination  of  alcohol  in  beer 
and  other  fermented  liquors)  does  not  permit 
more  concentrated  solutions  to  be  tested 
than  those  containing  26  p.c.  It  is  not  per- 
missible to  dilute  concentrated  glycerin  with  a 
known  amount  of  water  to  a  lower  percentage, 
and  then  determine  the  refractive  index, 
inasmuch  as  contraction  takes  place  on  mixing 
glycerin  with  water. 

Glycerin  boils  under  760  mm.  pressure  at 
290°,  when  it  undergoes  only  .slight  decomposi- 
tion. Under  considerably  reduced  pressure, 
glycerin  distils  unchanged. 

T'ho  following  table  contains  the  most 
reliable  observations  made  under  reduced  pres- 
sures (r/.  also  Richardson,  Chem.  Soc.  Trans. 


1886,  49,  746)  :— 

Pressure 

Boiling-point 
°C. 

mm. 

385-33 

260-4 

347  10 

257-3 

231-87 

250-3 

201-23 

241-8 

100-81 

220-3 

50-00 

2100 

45-61 

201  3 

30-00 

191  8 

20-46 

183  3 

12-50 

179-5 

10-00 

107-2 

0-53 

101-3 

5  00 

155-5 

0-24 

118-5 

0056 

11.5-110 

Glycerol  is  miscible  with  water  in  all  propor- 

tions.   On  mixing  glycerol 

with  water,  a  con- 

traction  of  volume  and  an  increase  of  tempera- 
ture takes  place.  The  greatest  increase  of 
temperature,  viz.  5°,  is  observed  when  58  parts 
of  glycerol  (by  weight)  are  mixed  with  42  parts 
of  water:  the  greatest  contraction  equals  1-1 
p.c.  (Gerlach).  Glycerin  can  be  completely 
freed  from  water  by  allowing  it  to  stand  in  vacvo 
over  sulphuric  acid  for  some  prolonged  time. 

At  the  ordinary  temperature,  glycerol  does 
not  volatilise;  at  the  boiling-point  of  water, 
however,  appreciable  quantities  escape  with  the 
water  vapours.  If  glycerol  be  licated  in  an 
open  dish  on  a  water-bath,  a  slight  loss  is  in- 
curred, sucli  loss  depending  on  the  shape  of  the 
vessel  (whether  deep  or  shallow),  the  area  of  the 
surface  expo.sed,  and  the  freqiicncy  with  which 
the  air  over  its  surface  is  renewed. 
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Tlio  vajjour  pressure  of  a  dilute  sulution  of 
glycerol  rises  with  the  rise  of  teuiiieraturc  of  the 
boiling  s(jlution,  so  that  eonsiderable  amounts 
of  glycerol  volatilise  with  the  water  vapour. 
Theoretically,  a  mixture  of  saturated  water  and 
glycerol  vapour,  under  the  ordinary  atmospheric 
pressuie,  cannot  contain  more  than  0-2  to 
0-3  p.c.  of  glycerol,  provided  that  the  two 
vapours  are  not  miscible.  Since,  however, 
glycerol  and  water  are  miscible  in  every  propor- 
tion, the  comjjosition  of  the  escajjing  vapours 
cannot  be  calcidated  according  to  Dalton's 
law,  but  must  be  derived  from  actual  observa- 
tions. Gerlach  determined,  with  the  aid  of  a 
vaporimeter,  in  which  the  pressure  of  the 
vapour  was  measured  by  a  column  of  mercury, 
the  vapour  pressures  given  in  the  following 
table : — 

Vapoue  Tensions  of  Glycekol  and  of 
Aqueous  Solutions  of  Glycekol  (Geelach). 


CrlycGrol, 
p.c. 

Water  p.c. 

R  n  nt.  7fin  mm 

pressure  °C. 

V  cli^<       vOo  111  c 

at  lOO^'C. 



0 

290 

64 

99 

1 

239 

87 

2 

208 

107 

(IT 

3 

188 

126 

yo 

4 

175 

144 

yo 

5 

164 

162 

94 

6 

156 

180 

yo 

7 

150 

198 

no 

8 

145 

215 

91 

9 

141 

231 

90 

10 

138 

247 

89 

11 

135 

263 

88 

12 

132-5 

279 

87 

13 

130 '5 

295 

86 

14 

129 

311 

85 

15 

127-5 

326 

84 

16 

126 

340 

83 

17 

124*5 

355 

82 

18 

123 

370 

81 

19 

122 

384 

80 

20 

121 

396 

79 

21 

120 

408 

78 

22 

119 

419 

77 

23 

118-2 

430 

76 

24 

117-4 

440 

75 

25 

116-7 

450 

74 

26 

116 

460 

73 

27 

115-4 

470 

72 

28 

114-8 

480 

71 

29 

114-2 

489 

70 

30 

113-6 

496 

65 

35 

111-3 

553 

60 

40 

109 

505 

55 

45 

107-5 

593 

50 

50  ■ 

106 

618 

45 

65 

105 

639 

40 

60 

104 

657 

35 

65 

103-4 

075 

30 

70 

102-8 

(i90 

25 

75 

102-3 

704 

20 

80 

101-8 

717 

10 

90 

100-9 

740 

0 

j  100 

100 

760 

Up  to  a  concentration  of  aliout  50  p.n.,  no 
glycerol  escapes  with  the  water  vajjours,  even  if 
Vol.  II.— T. 


the  ililute  solutions  be  kept  boiling  for  a 
prolonged  time.  At  a  concentration  of  about 
70  p.c.,  traces  of  glycerol  escape  from  the 
boiling  solution  (Hehnei).  The  boiling-point  of 
such  a  solution  is  113-6°  (see  table).  Above  this 
concentration,  noticeable  amounts  of  glycerol 
escape,  so  that  the  quantitative  determmation 
of  glycerol  in  an  aqueous  solution  by  evaporating 
it  down  on  the  water-bath  leads  to  faulty  results. 
Even  if  the  concentration  of  glycerol  solutions 
be  carried  out  in  vacud,  considerable  projjortions 
of  glycerol  escape  with  the  water  vapour  when 
the  concentration  of  the  solution  exceed.'s  80  p.c. 
(Lewkowitsch). 

Glycerol  is  miscible  with  alcohol  in  all  pro- 
portions. It  dissolves  easUy  in  a  mixture  of 
alcohol  and  ether,  but  is  sparingly  soluble  in 
ether  alone,  one  jiart  of  glycerol,  sp.gr.  1-23, 
requiring  about  500  parts  of  ether.  It  is 
therefore  impossible  to  extract  glycerol  from  its 
aqueous  solution  by  means  of  ether.  Glycerol 
is  soluble  in  acetone.  Nine  parts  of  glycerol 
dissolve  in  100  joarts  of  ethyl  acetate.  It  is, 
however,  insoluble  in  cliloroform,  light  petro- 
leum, carbon  disulphide,  or  benzene  ;  it  is  also 
insoluble  in  oils  and  fats  (Lewkowitsch). 

On  heating  glycerol  slowly  in  a  platinum  dish 
to  150°-160°,  it  evaporates  gradually  without 
leaving  a  residue ;  at  150°  it  will  burn  with  a 
bluish  non-luminous  flame  without  emitting  any 
odour.  If,  however,  glycerol  is  heated  rapicUy 
in  a  platinum  dish,  it  burns  with  formation  of 
acrolein,  and  yields  a  residue  consisting  of 
polyglycerols. 

The  penetrating  smeU  of  acrolein  (which  is 
also  noticeable  when  glycerides  are  burnt,  e.g. 
when  an  oil  lamj)  or  a  tallow  candle  has  been 
blown  out)  serves  as  the  most  characteristic 
reaction  for  the  detection  of  the  smallest  quan- 
tities of  glycerol.  For  this  purpose,  it  is  best  to 
mix  the  substance  under  examination  with 
dehydrating  substances,  such  as  i)otassiuni 
hydrogen  sulphate,  ami  heat  rapidly  when 
acrolein  is  readily  formed.  The  most  delicate 
reagent  for  detecting  acrolein  in  an  aqueous 
solution  is  an  ammoniacal  solution  of  silver 
nitrate  (reduction  to  metallic  silver  with  pro- 
duction of  a  mirror).  With  Schitf's  reagent,  a 
solution  of  rosaniline  which  has  been  previously 
decolorised  by  sulphur  dioxide,  the  pink  colour 
is  restored.  The  latter  reaction,  however,  is 
less  delicate  than  the  silver  test. 

Glycerol  has  jjowerful  solvent  properties ; 
it  combines  in  this  respect  the  properties  of 
water  and  of  ordinary  alcohol ;  many  substances 
dissolve  even  more  easily  in  it  than  in  either  of 
these  two  latter  liquids.  The  following  table  of 
solubilities  wUl  serve  to  illustrate  this  : — 

100  parts  of  glycerol  dissolve  at  15°  98  parts 
of  crystal  soda  ;  60  parts  of  borax  ;  50-5  parts  of 
j)otassium  arsenate  ;  50  parts  of  sodium  arsenate ; 
50  parts  of  zinc  cliloride  ;  48-8  parts  of  tannic 
acid  ;  40  parts  of  alum  ;  40  parts  of  zinc  iodide  ; 
40  parts  of  potassium  iodide  ;  35-2  j)arts  of  zinc 
sulphate ;  32  parts  of  jjotassium  cyanitle ; 
30  parts  of  copper  sulphate  ;  25  parts  of  ferrous 
sulphate ;  25  parts  of  potassium  bromide ; 
20  parts  of  lead  acetate  ;  20  parts  of  ammonium 
carbonate  ;  20  parts  of  arsenious  acid  ;  20  parts 
of  arsenic  acid  ;  20  parts  of  ammonium  chloride  ; 
J  5  parts  of  oxalic  acid  ;  11  parts  of  boric  acid  ; 
10  parts  of  barium  chloride  ;  10  parts  of  copper 
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acetate  ;  10  parts  of  benzoic  acid ;  8  parts  of 
sodium  bicarbonate ;  7  -5  parts  of  mercuric 
chloride ;  5  parts  of  calcium  sulpliide ;  3-7 
parts  of  potassium  chloride;  3-5  parts  of 
potassium  chlorate  ;  1  -9  parts  of  iodine  ;  about 
1  part  of  calcium  sulphate  ;  0-1  part  of  sulphur  ; 

0-  25  part  of  phosphorus. 

An  aqueous  glycerol  solution,  of  the  sp.gr. 

1-  114,  dissolves  0-957  p.c.  of  calcium  sulphate. 
Metallic  soaps  (which  are  insoluble  in  water)  are 
to  some  extent  dissolved  by  glycerol ;  tiius  : 
100  parts  of  glycerol,  sp.gr.  1-114,  dissolve 
0-71  part  of  iron  oleate,  0-94  part  of  magnesium 
oleate,  and  1-18  parts  of  calcium  oleate. 

Glycerol  is  completely  oxidised  to  carbon 
dioxide  and  water  by  potassium  dichromate  in 
an  acid  solution.  In  a  dilute  aqueous  solution, 
and  in  the  presence  of  caustic  alkali,  potassium 
permanganate  oxidises  glycerol  so  definitely  to 
oxalic  acid  and  carbonic  acid  (under  the  con- 
ditions stated  below)  that  this  reaction  may  be 
used  for  its  quantitative  determination  (provided 
no  other  organic  substance  yielding  oxalic  acid 
be  present). 

Dry  potassium  permanganate  reacts  violently 
with  concentrated  glycerol.  If  finely  powdered 
potassium  permanganate  be  heaped  up  to  form 
a  small  truncated  cone  and  concentrated  glycerol 
be  poured  into  a  hole  made  on  the  top,  fumes 
escape  ;  after  a  very  short  time  the  glycerol 
commences  to  froth  and  ignites  spontaneously 
with  violent  evolution  of  gases. 

By  gentle  oxidation  with  nitric  acid,  glycerol 
yields  glyceric  and  oxalic  acids,  together  with 
formic,  glycoUic,  glyoxylic,  and  racemic  acids. 
The  glyceric  acid  so  obtained  is  a  racemic  com- 
pound which  can  be  resolved  into  optically 
active  enantiomorphous  glyceric  acids  (Lewko- 
witsch,  Ber.  1883,  2720). 

A  strong  aqueous  solution  of  glycerol  reduces 
Fehling's  solution  only  slightly.  On  boUing  the 
solution  for  10  minutes,  and  allowing  it  to  stand 
for  24  to  48  hours,  a  red  or  a  yeUow  precipitate  is 
obtained.  If,  however,  the  glycerol  be  diluted 
pn  viout  ly  with  10  times  its  bulk  of  water,  no 
reduction  occurs. 

A  mixture  of  glycerol  and  silver  nitrate 
solution  heated  at  the  temperature  of  boUing 
water  with  a  few  drops  of  ammonia,  gives  a 
precipitate  of  metallic  sUver.  If  ammonia 
solution  be  added  to  glycerol  in  the  cold,  and 
heat  be  then  applied,  as  a  nile  no  reduction  takes 
place  on  adding  silver  nitrate,  because  the 
ammonia  escapes  before  the  glycerol  has  been 
heated  sufficiently  ;  the  addition  of  caustic  soda 
or  potash,  however,  causes  metaUic  sUver  to 
separate  slowly.  According  to  Biilliiheimer,  1 
part  of  metallic  silver  corresponds  to  11-3  parts 
of  glycerol. 

Glycerol  dissolves  caustic  alkaUs,  alkaline 
earths,  and  lead  oxide,  to  form  chemical  com- 
IJOunds  with  them.  The  compounds  so  formed 
are  termed  metallic  glyceroxides.  Lime,  strontia, 
and  baryta  are  precipitated  nearly  completely 
from  such  solutions  by  carbon  dioxide,  a  small 
quantity  only  of  the  earths  escaping  precipita- 
tion. In  the  presence  of  caustic  alkahs,  glycerol 
also  dissolves  ferric  oxide,  cupric  oxide,  and 
bismuth  oxide,  no  doubt  in  consequence  of  the 
formation  of  .soluble  compounds  (metallic 
glyceroxides),  such  as  are  represented  by  mono- 
Bodiumcuproglyceroxide    {see     below).  The 


oxides  enumerated  above  are  not  reduced  to 
metals,  or  at  most  only  to  their  lower  oxides. 
The  following  oxides  :  silver  oxide  (cp.  above), 
gold  oxide,  mercury  oxide,  rhodium  oxide, 
palladium  oxide,  and  platinum  oxide  (Ag^O, 
AU2O3,  HgO,  RhOj,  PdO,  PtOa),  are  reduced  to 
metals  when  heated  with  alkaline  glycerol  solu- 
tion (Bullnheimer). 

The  great  solubility  of  zinc  sulphate,  as  also  of 
nickel,  cobalt  and  copper  sulphates,  in  glycerol,  is 
explained  by  the  fact  that  these  salts  combine 
with  three  molecules  of  glycerol  to  form  com- 
pounds (Griin,  Ber.  1908,  3465)  of  the  general 
formula  : 

(M-3C3Hs03)S04,H,0. 
For  these  compounds,  the  name  '  glycerinates  ' 
has  been  proposed  by  Griin,  in  order  to  distin- 
guish them   from   the   metallic  glyceroxides 
described  above. 

Quantitative  Detebmination  of  Glycekust. 

Here  only  the  determination  of  glycerol  in 
commercial  products  containing  considerable 
quantities  of  it  can  be  considered.  The  deter- 
mination of  glycerol  in  vnne,  beer,  and  other 
fermented  liquors  falls  outside  the  scope  of  this 
article  {see  Beek,  Wine,  &c.).  For  a  full 
description  of  the  methods  employed  for  the 
quantitative  determination  of  glycerol,  the 
reader  must  be  referred  to  Lewkowitsch,  Chem. 
Techn.  1.  352. 

The  methods  employed  for  the  determination 
of  glycerol  are  either  direct  (;r  indirect  methods. 
A  cbrect  method  for  determining  glycerol 
in  oils  and  fats  by  isolating  it,  has  been 
worked  out  by  Shukoif  and  Schestakoif.  It 
is  necessary  to  operate  with  a  solution  con- 
taining at  least  40  p.c.  of  glycerol.  If  the 
solution  be  more  dilute,  a  quantity  corresponding 
to  about  1  gram  of  glycerol  is  carefully  evapo- 
rated on  the  water-bath,  the  concentration  not 
being  allowed  to  reach  so  high  a  degree  that 
volatilisation  of  glycerol  can  take  place  (i.e.  a 
concentration  of  about  60  p.c.  must  not  be 
exceeded).  Before  evaporating,  the  solution  is 
rendered  slightly  alkaline  with  potassium 
carbonate.  The  concentrated  solution  is  then 
mixed  with  20  grams  of  ignited  and  powdered 
anhydrous  sodium  sulphate  and  exhausted  in  a 
Soxhlet  extractor  with  anhydrous  acetone 
(previously  well  dried  over  ignited  potassium 
carbonate).  As  acetone  attacks  both  cork  and 
indiarubber,  all  connections  must  be  made  with 
ground-glass  fittings.  The  extraction  requires 
a  somewhat  lengthy  time.  fcjhukoS  and  Schesta- 
koif directed  to  extract  for  4  hours,  but  later 
observers  require  5  to  6  and  even  9  hours  in 
order  to  effect  complete  extraction. 

As  a  rule,  the  determination  of  glycerol  in 
oils  and  fats  is  carried  out  by  one  of  the  following 
indirect  methods. 

Permanganate  process.  The  glycerol  solu- 
tion is  made  strongly  alkaline  and  a  concen- 
■  trated  solution  of  pota.ssium  permanganate  is 
added  at  the  ordinary  temperature,  until  the 
solution  is  blackish.  The  glycerol  is  converted 
quantitatively  into  oxalic  acid,  carbon  dioxide, 
and  water,  according  to  tho  following  equation  : 

This  reaction,  originally  suggested  by  Waukiyn 
and     Fox,    has    been    worked    <jut    as  a 
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quantitative  method  by  Benedikt  and  Zsig- 
mondy.  The  excess  of  permanganate  is  de- 
stroyed by  adding  a  solution  of  sodium  sulphite, 
and  the  oxalic  acid  is  determined  by  precipitating 
it  as  calcium  oxalate.  It  is  essential  that  other 
substances  which  form  oxalic  acid  on  oxidation 
must  be  absent.  (For  a  full  description  of  the 
details  of  this  method,  cf.  Lewkowitsch,  Chem. 
Technol.  1.  353.)  Other  oxidation  methods 
leading  to  the  complete  combustion  of  glycerol, 
can  only  be  employed  in  the  complete  absence 
of  organic  impurities. 

Acetin  process.  In  case  an  impure  glycerin 
be  under  examination  (such  as  the  crude  gly- 
cerins described  above),  it  is  most  convenient  to 
determine  the  proportion  of  glycerol  by  the 
Benedikt-Cantor  acetin  process,  which  is  based 
on  the  quantitative  conversion  of  glycerol  into 
triacetin  on  heating  the  solution  with  acetic 
anhydride.  If  the  product  of  this  reaction  is 
then  dissolved  in  water,  and  the  free  acetic 
acid  carefully  neutralised  with  alkali,  the 
dissolved  triacetin  can  be  easily  estimated  by 
saponifying  it  with  a  known  volume  of  standard 
alkali,  and  titrating  back  the  excess. 

About  ]  -5  grams  of  crude  glycerin  are  weighed 
off  accurately,  heated  with  7-8  c.c.  of  acetic 
anliydride  and  3  grams  of  anhydrous  sodium 
acetate  (carefully  dried  in  an  oven)  for  li 
hours  in  a  round-bottomed  hask  (of  about 
100  c.c.  capacity),  connected  with  an  inverted 
condenser.    Tlie  mixture  is  then  allowed  to 
cool  a  little,  50  c.c.  of  warm  water  are  poured 
down  through  the  tube  of  the  condenser,  and 
tlie  acetin  is  made  to  dissolve  by  shaldng  the  j 
flask  ;   if  necessary,  the  contents  of  the  flask  ' 
may  be  slightly  warmed,  but  must  not  be  boiled. 
As  triacetin  is  volatile  with  water  vapour, 
these  operations  shoidd  be  carried  out  wliile 
the    flask    is  still  connected  with  the  con- 
denser.   The  solution  is  next  filtered  from  a  ' 
flocculent  precipitate,  containing  most  of  the 
imijurities  of  the  crude  glycerin,  into  a  wide-  ' 
mouthed  flask  of  about  500-600  c.c.  capacity,  : 
and  the  filtrate  is  allowed  to  cool  down  to  the' 
ordinary  temperature.    Phenolphthalein  is  then 
added,  and  the  free  acetic  acid  neutrahsed  witli 
dilute  caustic  soda  solution.     While  running 
this  in,  the  solution  must  be  agitated  con*^ 
tmuaUy,  so  that  the  alkali  may  not  be  locally  in 
excess  longer  than  is  unavoidable.    The  point 
of  neutrality  is  reached  when  the  slightly  yellow- 
ish colour  of  the  solution  just  changes  into 
redcbsh-yeUow.    If  the  solution  is  allowed  to 
liecome  pink,  the  point  of  neutrality  has  been 
exceeded,  and  a  fresh  test  must  be  made ;  the 
excess  of  soda  cannot  be  titrated  back,  as  partial 
saponification   of  the  acetin  takes  place  in 
presence  of  the  slightest  excess  of  alkali.    The  ' 
change  of  colour  is  very  characteristic,  and  is 
easily  recognised  after  some  little  practice. 

25  c.c.  of  the  strong  soda  solution  are  now 
run  in  and  the  solution  is  boiled  for  a  quarter  of 
an  hour  ;  the  excess  of  soda  is  then  titrated  back 
with  the  standard  acid.  Side  by  side,  operating 
in  the  same  manner,  25  c.c.  of  the  strong  caustic 
soda  solution  are  boiled  and  titrated  with  acid. 
The  difference  between  the  two  titrations  corre- 
sponds to  the  amount  of  alkali  required  for  the 
saponiflcation  of  the  triacetin.  From  this,  the 
quantity  of  glycerol  in  the  sample  can  be  calcu- 
lated, as  shown  by  the  following  example  : 


I  1-324  grams  of  a  sample  have  been  treated  as 
described  above.  Let  25  c.c.  of  the  strong  soda 
solution  require  60-5  c.c.  of  normal  hydrochloric 
acid,  and  let  the  number  of  c.c.  required  for 
titrating  back  the  excess  of  soda  be  21-5 ;  then 
00-5  — 21-5=39-0  c.c.  have  been  used.  1  c.c.  of 
normal  a  cid  corresponds  to  0  -092/3 = 0  -03067  gram 
of  glycerol.  Hence  the  sample  contained 
0-03067x39=1-1960   grams   or   90-3   p.c.  of 

,'  glycerol. 

The  methods  best  adapted  for  the  examina- 
tion of  the  several  glycerins  or  glycerin  solutions 
found  in  commerce  are  as  follows : — 

The  proportion  of  glycerol  in  chemically  pure 
glycerin  is  best  asceitained  by  determining  the 
sp.gr.  [see  table  on  p.  768)  or  by  oxicbsing  the 
glycerol  by  means  of  permanganate,  provided 
organic  impurities  be  absent.  This  is  ascer- 
tained in  the  following  manner  :  A  somewhat 
dilute  solution  is  mixed  with  a  cold  ammoniacal 
silver  nitrate  solution ;  the  solution  should 
remain  colourless  even  after  standing  for 
24  hours.  Any  acrolein  present  in  the  sample 
is  detected  by  the  test  described  above.  Any 
polyglycerols,  due  to  faulty  cbstiliation,  are 
determined  by  allowing  an  accurately  weighed 
quantity  of  the  sample  to  evaporate  gently  at 
160°.  Care  should  be  taken  not  to  heat  too 
rapidly,  otherwise  even  the  purest  glycerol  may 
become  polymerised  with  the  production  of  the 
very  substances  that  are  to  be  detected.  From 
the  weight  of  tlie  residue,  the  weight  of  ash, 
subsequently  found  on  incineration,  must  be 
deducted.  The  difference  ('  the  organic  residue  ') 
is  a  fair  indication  of  the  care  with  which  the 
glycerol  has  been  manufactured. 

The  following  table  gives  the  '  organic 
residue  '  and  ash  of  a  number  of  '  chemically 
pure  glycerins '  examined  in  the  author's 
laboratory  ;  they  are  arranged  accorcbng  to  the 
amount  of  organic  residue  they  contain  : — 

Organic  Residue  and  Ash  in  Gommebcial 
C'hemically  Pure  Glycerins. 
( Lcwkowitsch. ) 


No. 

flesidue  at  IGO' 

Ash 

Oiganic  residue 

I 

p.c. 

p.c. 

p.c. 

0-03033 

0  00603 

0  0243 

2 

0-0276 

0-0030 

0-0246 

3 

0-0377 

0-0050 

0-0327 

4 

0-0498 

0-0138 

0-0360 

5 

0-0452 

0-0081 

0-0371 

6 

0-0.509 

0-0066 

0-0443 

7 

0-0656 

00139 

0-0517 

8 

0-0748 

0-40UO 

0-0738 

9 

0-0905 

0-01.54 

0-0751 

10 

0-1047 

0  0 190 

0-0857 

11 

0-1230 

0-0305 

0-0931 

12 

0-1621 

0-0183 

0-1438 

13 

0-8060 

0-2090 

0-5970 

From  this  table,  rules  for  the  valuation  of 
commercial  chemically  pure  glycerins  may  be 
derived.  The  first  six  samples  certainly  deserve 
the  name  of  chemically  pure  glycerin,  the  follow- 
ing four  samples  represent  lower  qualities  unfit 
for  pharmaceutical  purposes,  whereas  the  last 
two  samples  are  merely  glycerins,  refined  by 
distillation ;  the  last  sample  woiUd  be  rejected 
as  unsuitable  even  by  dynamite  makers.  Sample 
No.  2  represents  a  chemically  pure  glycerin, 
manufactured  by  the  author  "on  a  large  scale 
from  soap-lye  glycerin,  in  1890  (ty.  Lew  kowitsch. 
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Year- Book  of  Pliarinacy,  1890,  382  ;  cji.  also 
Thorpe,  J.  8oc.  (jhem.  Ind.  1895,  720). 

Cliemically  pure  glycerin  must  further  be 
free  from  all  but  tlie  most  minute  traces  of 
arsenic.  This  is  ascertained  by  a  modification 
of  Outzeit's  test  (cp.  Lewkowitsch,  iii.  332), 
substituting  mercuric  cliloriile  for  silver  nitrate. 

Distilled  glycerin  (dynamite  glycerin).  The 
proportion  of  glycerol  in  these  products  is  best 
determined  by  the  acetiu  method.  '  Dynamite 
glycerin  '  is  usually  sold  according  to  a  specifica- 
tion agreed  upon  between  buyer  and  seller.  The 
following  conditions  are  usually  stipulated : 
sp.gr.  not  below  1-261  ;  absence  of  lime,  magnesia 
and  alumina  ;  absence  of  more  than  traces  of 
clilorine  and  of  arsenic ;  amount  of  organic 
impurities,  and  total  residue  not  to  exceed  a 
fixed  quantity.  In  addition  thereto,  the 
'  nitration  and  separation  '  tests  must  be  satis- 
factory. With  regard  to  the  details  of  these 
tests  and  the  manner  of  carrying  them  out,  cp. 
Lewkowitsch,  Cliem.  'j'echnol.  iii.  300-319. 

The  determination  of  the  amount  of  glyceiol 
in  all  crude  ylt/cerins,  is  best  carried  out  by  the 
acetin  process  («ee  above).  For  details  and 
special  precautions  to  be  observed  in  the 
cxaminatioir  of  the  several  crude  glycerins,  cp. 
Lewkowitsch,  Chem.  Technol.  iii.  301-315  arrd 
Keport  of  an  International  Committee  on  the 
Analysis  of  Crude  Glycerin,  Journ.  Sec.  Chem. 
Ind.,  1911,  556. 

EsTEEs  OF  Glycerol. 
The  nrost  important  esters  of  glycerol  are 
those  resulting  from  the  combirration  of  one 
molecule  of  glycerol  vnth.  three  molecules  of 
fatty  acids.  These  esters  occur  in  largest 
quarrtities  in  the  natural  oils  and  fats  which 
represent  a  mixture  of  a  number  of  simple  and 
mixed  triglycerides  {see  Oils,  Eixed,  and 
Fats). 

Glycerol,  being  a  trihydric  alcohol,  is  able  to 
form  mono-acid  and  di-aeid  esters,  which  are 
usually  described  as  monoglycerides  and  di- 
glycerides  (although  these  terms  must  be  con- 
sidered incorrect,  for  the  term  '  monoglyceride ' 
should  more  appropriately  be  applied  to  a  tri- 
glyceride containing  one  and  the  same  acid 
radicle,  and  the  term  '  diglyceride '  to  a  tri- 
glyceride containing  two  different  acid  radicles). 
The  monoglycerides  have  the  general  formula  : 
/0-H 

\0-H. 

According  to  the  position  which  the  fatty 
acid  radicle  occupies  in  the  molecule,  two  iso- 
meric glycetides  may  exist,  as  is  explained  by 
the  following  two  formula;,  in  which  R  denotes 
the  fatty  acid  radicle  : — 

/OR  /OH 
CsHjf  0-H         or  C,H,:f0-R 
\0-H  "  \0-H 

Compounds  of  this  composition  corrtain  an 
asymmetric  carbon  atom,  and  may  therefore 
represent  racemic  compounds.  Monoglycerides 
corresponding  to  the  first  formula  are  termed 
a-monoglycerides,  and  those  cfirresponding  to 
the  second  formula  are  termed  /3-monoglycer-  i 
ides.  If  a  second  acid  radicle  enters,  the  so-  j 
called  diglycerides  are  obtained.  Theoretically, 
two  isomeric  diglycerides  coritaining  the  same 


fatty  acid  radicle  arc  jiossible,  as  is  indicated  by 
the  following  two  formirlas : 

/0-R  (a)  /0-R  (a) 

CsHj^O-H  C3H,:^0-R  (;8) 

\0-R(a)  \0-H  (a) 

The  coirrpounds  conforrrring  to  the  first 
formula  are  denoted  aa  (or  symmetric)  glycer- 
ides  ;  they  are  prepared  from  aa-dichlorohydrin 
and  the  salts  of  fatty  acids.  I'he  compounds 
corresponding  to  the  latter  formula  are  termed 
afi  (or  ujrsymmetric)  glycerides  ;  they  are  pre- 
paretl  in  a  corresponding  manner  from  ;8-di- 
bromohydrin.  glycerides  contain  an  asym- 
metric carbon  atom  ;  hence  the  synthetically 
prejjared  diglycerides  are  likely  to  represent 
racemic  compounds.  If  one  or  both  of  the  acid 
radicles  were  optically  active  (e.g.  if  derived  from 
ricinoleic,  chaulmoogric,  or  hydnocarpic  acid), 
the  diglycerides  would  be  optically  active  on 
that  account  alone. 

If  the  two  fatty  acid  radicles  are  different, 
the  existence  of  diglycerides  having  the  foUow- 
ing  fornrula;  is  theoretically  possible  : — 

/0-Ri  /0-Ri  /O-R2 

C3H/0-H     C3H/  O-R2  CjHj^O-R, 
\0-R2  \0-H  \0-H 

These  diglycerides  may  be  termed  '  nrixed 
diglycerides. '  As  they  all  contai  n  an  asymmetric 
carbon  atom  they  may  represent  racemic  com- 
pounds. If  one  or  both  acid  radicles  be  derived 
from  optically  active  fatty  acids,  the  diglycerides 
containing  them  will  exhibit  optical  activity. 

The  monoglycerides  and  diglycerides  do 
not  occur  in  nature,  but  very  strorrg  evi- 
dence has  been  adduced  that  these  esters 
are  formed  in  the  course  of  slow  hydrolysis  of 
the  natural  triglycerides ;  hence  they  may  be 
found  in  fats  and  oils  which  have  become  rancid 
by  a  natural  process  on  exposure  to  air,  light, 
and  moisture. 

Glycerol  also  forms  esters  with  inorganic 
acids,  such  as  sulphuric,  nitric,  phosphoric, 
boric,  and  arsenious  acids. 

A  mixed  triglyceride,  containing  two  acid 
radicles  of  fatty  acids  arrd  one  of  phosphoric 
acid,  occurs  in  nature  as  Lecithin,  in  which  two 
fatty  acid  radicles  arrd  one  acid  radicle  of 
phosphoric  acid  are  combined  with  the  glycerol 
rest.  In  the  phosphoric  acid  radicle,  one  of  the 
two  free  OH  groups  is  combined  with  the  base 
choline.  Lecithin  appears  to  be  a  rejsresentative 
of  a  whole  group  of  mixed  triglycerides  (occurring 
in  the  liver,  in  the  brain,  &c.),  which  have  Ijeen 
termed  by  Thudichum,  phosphatides,  and  more 
recently  by  Leathes,  phospholipines. 

Mixed  triglycerides  containing,  in  addition 
to  one  or  two  fatty  acid  radicles,  two  or  one 
radicles  of  inorganic  acids  other  than  phosphoric 
acid  have  not  been  met  with  in  nature  ;  they 
have,  however,  been  prepared  synthetically. 
Representatives  of  such  mixed  glycerides  are 
chlorodilaurin,  chlorodiiii yi  istin,  chlorodistcarin, 
and  monostearochlorohydrin. 

The  sulphuric  acid  esters  of  glycerol  ar  e  ob- 
tained ))y  dissolving  glycerol  in  concentrated 
sulphuric  acid.  On  boiling  with  steam,  the 
esters  are  easily  dissociated  into  glycerol  arrd 
siilpliiii  if  ar  id.  All  three  possible  glycerol  sul- 
jiliiirif  ji  id.s,  j.'lyecroltrisulphuric  acid,  glycerol- 
disidphuric  acid,  and  glycerolmonosnlphuric 
acid  are  known. 


OLYf'TNE. 


77n 


rjlycorylphosphoric  esters  are  oblnined  by 
heating  phosphoric  acid  witli  glycerol.  The 
most  important  ester,  comniercially,  is  niouo- 
glycerulphosplioric  aciil,  \yhieh  forms  a  series  of 
salts  (sodiiiMi,  lithium,  c  aleiiim,  strontium,  iron, 
&c.),  largely  used  in  pharmaceutical  practice 
(especially  in  France). 

Of  great  commercial  importance  are  the 
nitric  esters  of  which  the  most  important  i"? 
glyceryl  trinitrate,  or  '  nitroglyceiin,'  prepared 
hy  allowing  glycerin  to  run  into  a  mixture  of  one 
part  of  strongest  nitric  acid  and  two  parts  (by 
weight)  of  concentrated  sulphuric  acid.  Nitro- 
glycerin is  a  heavy  oily  liquid  of  sp.gr.  1-60. 
which  volatilises  at  160"  under  a  pressure  of 
1.5  mm.'  Its  most  remarkable  jsroperty  of  ex- 
ploding violently  iinder  certain  conditions  is 
made  use  of  in  high  explosives  and  '  smoke- 
less powders,'  such  as  '  dynamite,'  '  blasting 
gelatin,'  '  gelignite,'  &c.  Glycerin  dinitrate 
< ':;H-(ON02)2(OH),  is  also  used  in  the  nianu- 
fai-ture  of  explosives  {v.  Explosive.s). 

(ilyceryl  arsenite  is  formed  by  dissohang 
arsenious  oxide  in  glycerol  and  heating  to  250°. 
Above  250°  it  decomposes.  It  is  volatile  with 
the  vapours  of  glycerol,  hence,  when  distilling 
glycerin  in  a  current  of  superheated  steam  (see 
above),  the  arsenite  is  either  volatilised  im- 
changed,  or  is  hydrolysed  by  the  steam  ;  at  any 
rate  the  distillate  contains  arsenious  acid. 
Glyceryl  arsenite  is  used  in  calico  printing. 


POLYGLYCEROLS. 

When  glycerol  is  heated  rapidly,  poly- 
glycerols  are  obtained.  They  are  formed  by 
the  combination  of  several  molecules  of  glycerol 
with  loss  of  water  :  hence  they  are  formed  on  a 
large  scale  during  the  distillation  of  glycerin, 
when  the  bulk  of  the  polyglycerols  remains 
behind  in  the  still.  The  condensation  of  glycerol 
to  polyglycerol  has  been  effected  by  Lourengo, 
by  heating  glycerol  with  monochlorohydrin. 
(For  the  application  of  polyglycerols  in  the  arts, 
see  above.)  ,J.  ij. 

GLYCEROLPHOSPHORIC  ACID  and  GLY- 
CEROLPHOSPHATES  c.  Glyi  ukix  (Glyi  EEOL  . 

GLYCIN  is  the  trade  name  for  the  chloride  of 
p-hydroxyphenylaminoacetic  acid.  It  is  used 
in  photography  as  a  developer  (also  v.  Gly- 
rlNB). 

GLYCINE.  ai;/rin, 
Aminoaceiic  acid 


Glf/cocine.  G'li/cocoll, 


NH..-CH,-COOH  or 


GH„— NH, 


CO  0 

1894,  90  ;  1896,  38  ; 
94).  Glycine 


(iSakurai,  Chem.  iSoc.  Proc. 
W.alker,  Chem.  iSoc.  Proc.  1894 
was  discovered  in  1 820  by  Braconnf)t  (Ann.  Chim. 
Phys.  [2]  1 3,  1  ]  4)  among  the  products  obtained  by 
decomposing  glue  with  sulphuric  acid.  It  is  ob- 
tained by  decomposing  various  protein  sub.stances 
with  sulphuric  acid  (Spiro,  Zeitsch.  physiol.  Chem. 
28,  187),  and  is  present  as  the  chief  amino-acid  iii 
the  sugar  cane  (Shorey,  .1.  Amer.  Chem.  Soc.  1897 
881  ;  1898,  137).  It  may  be  prepared  by  treat- 
ing bromacetic  or  chloracetic  acids  with  am- 
monia (Perkin  and  Duppa,  Annalen,  108,  112- 
Kraut,  Ber.  1890,  2577  ;  Mauthner  and  Suida', 
iVIonatsh.  11.  374;  Goldberg.  Knnz  and  Kraut.' 
Annalen,  266,  295) ;  by  treating  chloracetic  aoicl 


ammonium  carbonate  (Nenc|;i,  Per.  1883. 
2828) ;  l)y  passing  cyanogen  into  boiling 
hydriodic  acid  (sp.gr.  1-96)  (EmiiUTling,  Per. 
1873,  1361)  ;  by  heating  potassium  phtlialiuiidc 
with  ethyl  chloracetatc  (( iabriel  and  Kroseberg, 
ihit/.  1SS9,  427)  ;  by  treating  nitrosomajonio 
ester  with  zinc  and  acetic  acid  (Conrad  and 
Schulze,  ibid.  1909,  729)  ;  by  boiling  hippuric 
acid  \vith  strong  sulphuric  acid  (Curtius,  J.  pr. 
Chem.  [2]  26,  145;  Dessaignes,  Annalen,  58. 
322) ;  by  treating  glyoxylio  acid  with  ammonium 
carbonate  and  subsequently  heating  to  120' 
with  hydrocliloric  acid  CErlenmeyer,  junr.,  and 
Kunlin.  Ber.  1902.  2438) ;  by  the  action  of 
he.\amethylene  ann'ne  on  potassium  mono- 
chloracetate  (Bourcet,  Bull.  Soc.  chim.  19,  [3] 
1005  ;  Auger,  ibid.  21,  [3]  5).  In  order  to  obtain 
the  pure  acid,  the  solution  containing  the  acid, 
prepared  by  any  of  the  above  methods,  is  freed 
from  ammonia  (if  present)  and  freshly  precipi- 
tated copper  hydroxide  is  added.  The  copper 
salt  of  the  acid  crystallises  out ;  this  is  filtered 
off  and  decomposed  with  sulphuretted  hydro- 
gen. Another  method  consists  in  extracting 
the  acid  with  glycerol  and  thus  separating  it 
from  the  impurities  ])resent  (Farbw.  Meister, 
Lucius  and  Bruning,  D.  R.  P.  141976  ;  Zeit.sch. 
angew.  Chem.  1903,  16,  527).  Siegfried 
(D.  R.  P.  188005  ;  Chem.  Zentr.  1907,  ii.  1466) 
adds  barium  or  strontium  hydroxides  to  the  solu- 
tion, passes  in  carbon  dioxide,  filters  off  the 
separated  solid  and  heats  it  with  water. 

Properties. — Glycine  crystallises  in  colourless 
monoclinic  crystals,  which,  when  heated,  darken 
at  228°,  and  melt  with  the  evolution  of  gas  at 
232°-236°;  sp.gr.  1-1607  (Curtius,  I.e.).  It  is 
soluble  in  4-3  parts  of  cold  water  and  in  930 
parts  of  ethyl  alcohol  (sp.gr.  0-828),  but  is 
insoluble  in  absolute  alcohol.  Hydriodic  acid 
reduces  glycine  to  ammonia  and  acetic  acid 
(Kwisda,  Monatsh.  12,  419),  whilst  sodium 
a.malgam  yields  amino-acetaldehyde  (Neuberg, 
Ber.  1908,  956;  Fischer,  ibid.  1019).  On 
electrolysis,  the  acid  or  the  copper  salt  yields 
cthylenediamine  (Lilienfeld,  D.  R.  P.  147943  ; 
Chem.  Zentr.  1904,  i.  133;  Kuhling,  Ber.  1905^ 
1638;  1907,757).  Hydrogen  peroxide  oxidises 
glycine  to  glyox\lic  acid  and  formaldehyde 
(Dakin,  J.  Biol.  Chem.  1.  171):  treatment  with 
nitrosyl  chloride  results  in  the  formation  of 
chloracetic  acid  (Tilden  and  Forster,  Chem.  Soc. 
Trans.  1895,491).  Glycine  and  its  derivatives 
are  used  in  photography  as  developers,  in  place 
of  pyrogallol,  &c.  (Farbw.  Meister,  Lucius  and 
Bruning,  D.  R.  P.  142489;  U.  S.  Pat.  767815- 
Eng.  Pat.  20377  ;  J.  Soc.  Chem.  Ind.  1903,  380)^ 
and  also  for  reducing  silver  images. 

Derivatives. — Aromatic  glycines  are  prepared 
from  aromatic  amines  and  monohalogenated 
acetic  acids  or  dihalogenated  vinyl  etheis 
(Imbert  and  Consortium  fur  Elektrochemiche 
Industrie,  Chem.  Soc.  Abstr.  1908.  i.  975; 
D.  R.  P.  ]99(i24).  Glf/corollamidc  is  produced 
when  glycocoll  and  alcoholic  ammonia  are  heated 
together  at  160°.  Gli/cocoUanilide  is  prepared 
from  chloro-  or  bromo-  acetanilide  and  ammonia 
(Majert,  Eng.  Pat.  5269;  D.  R.  P.  59121- 
J.  Soc.  Chem.  Ind.  1892,  369).  The  Ethyl  ester 
is  prepared  by  the  action  of  ammonia  on  chlor- 
acetic acid,  and  subsequent  treatment  of  the 
crude  dry  product  with  absolute  alcohol  and  dry 
hydrogen  chloride  (Hantzsch  and  Metcalf,  Ber. 
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]8n(i,  1084;  Hantzsch  anil  Silhorrad,  y^iV/.  1000, 
70)  or  by  the  interaction  of  hexaiuethylene 
amine  and  ohloracetio  acid  and  subsequent 
treatment  as  above  (Aufier,  Bull.  Hoc.  chini. 

21.  5).  It  boils  at  .')l-5°-52-5"  (10  mm.), 
and  lias  sp.<;r.  1-0.'!.5S  11-874°  (Schmidt,  Bcr. 
I!t0.5.  200). 

Methylghjcine  v.  S.vrcosinb. 

Trimetliylglycine  v.  Betaine. 

Glycine  anhydride  CH[2<^q^.^^^^CH2  was 

discovered  by  Curtius  (J.  jir.  Chera.  [2]  37,  173). 
It  separates  out  from  an  aqueons  solution  of 
glycine  ester  on  long  standing.  It  is  best 
prepared  by  treating  the  hyclrocliloride  of  the 
ester  with  caustic  soda  (Fischer,  Ber.  1906,  2893). 
It  is  a  white  crystalline  solid,  which,  on  heating, 
becomes  brown  at  245°  and  melts  at  276°. 

Glycocollaminocarboxylic  acid  esters  [v.  Ein- 
horn,  Chem.  Zentr.  1901,  i.  1115;  D.  R.  P. 
108027). 

GLYCOCOLL  v.  Glycine. 

GLYCOGEN  v.  Caebohydeates. 

GLYCOLLIC  ACID,  Hydroxyacetic  acid 
CH,(OH)COOH. 
It  is  present  as  the  chief  acid  constituent  in  the 
juice  from  the  sugar  cane  (Shorey,  J.  Amer.  Chem. 
See.  1890,  21,  i.  45)  and  is  found  in  the  calcium 
precipitate  formed  in  the  treatment  of  beet- 
juice  (Lippmann,  Ber.  1891,  3299).  It  is  formed 
by  the  oxidation  of  glycol  (Wiirtz,  Annalen,  103, 
3(56) ;  by  treating  alcohol  with  nitric  acid  in  the 
cold  (Drechsel,  ihid.  127,  150) ;  by  reducing 
oxalic  acid  wth  zinc  (Forcrand,  Bull.  Soc.  chim. 
[ii.]  39,  310);  by  the  electrolytic  reduction  of  oxalic 
acid  in  dilute  hydrochloric  or  sulphuric  acids, 
using  lead  electrodes  (Roessler  and  Hasslacher 
Chem.  Co.,U.  S.  Pat.  837083 ;  D.  R.  PP.  194038,  | 
204787  ;  J.  Soc.  Chem.  Ind.  1907,  157  ;  1909,  ! 
108;  Rainhold,  Fr.  Pat.  378276;  J.  Soc. 
Chem.  Ind.  1907,  1097  ;  Avery  and  Dales,  Ber. 
1899,  2230) ;  and  by  treating  formaldehyde  with 
equivalent  quantities  of  potassium  cyanide  and 
calcium  chloride  (Kohn,  Monatsh.  1899,  903). 
GiycoUic  acid  may  be  prepared  by  boiling  a 
concentrated  solution  of  potassium  chloracetate 
for  24—30  hours  in  a  flask  under  a  reflux  appara- 
tus. The  product  is  then  distilled  under  re- 
duced pressure,  the  temperature  being  kept 
below  70°.  The  residue  is  mixed  with  a  large 
quantity  of  acetone,  the  solution  filtered  from 
the  separated  potassium  chloride,  and  after  a 
short  time  the  glycollic  acid  separates  from  the 
acetone  solution  in  colourless  crystals.  The 
vield  is  about  85  p.c.  (Colman,  Chem.  Soc.  Proc. 
1892,  72). 

GiycoUic  acid  crystallises  from  water  in 
crystals  belonging  to  the  monoclinic  system  and 
from  acetone  in  those  of  the  orthorhorabic 
system  (Colman,  I.e.);  m.p.  78-9°  (Drechsel, 
I.e.).  On  heating  to  100°,  glycollic  anhydride 
CiHbO^  is  formed,  and  by  heating  the  calcium 
salt  with  much  sulphuric  acid,  metaformaldchyde 
is  produced.  Oxidation  with  nitric  acid  yields 
oxalic  acid,  and  reduction  with  zinc  and  sul- 
phuric acid  results  in  the  formation  of  acetic  acid 
(Claus,  Annalen,  145,  256).  It  may  be  detected 
by  heating  0-02-0-1  gram  of  the  substance  with 
0-2  c.c.  of  water  and  2  c.c.  of  sulphuric  acid 
(sp.gr.  1  -84) :  after  gas  has  ceased  to  be  evolved, 
the  addition  of  one  drop  of  p-cresol  gives  a  green 


colouration,  fir  one  droj)  of  codeine  solution,  a 
yellow  colouration  changing  to  deep  violet 
(Dcniges,  Bull.  Soc.  chim.  1909,  5,  047). 

The  glycollatcs  iji  the  alkalis  arc  deli- 
quescent ;  calcium  glycoUate  (C2ll303)2Ca  (with  3 
01  4iH,,0)  and  silver  glycoUate  C.H^OaAg,^!/) 
are  spaiingly  soluble  in  water. 

GLYCOSAL.  'J'rade  name  for  a  combination 
of  glycerol  and  salicylic  acid  introduced  as  a 
substitute  for  other  salicylates  {v.  Synthetic 

DRITG.S). 

GLYCYPHYLLIN  v.  Glucosides. 
GLYCYRRHETIN,  GLYCYRRHIZIC  ACID, 
GLYCYRRHIZIN  v.  Liquorice. 

GLYOXYLIC  ACID  GHO  CO,,H  or 
CH(0H)2C0.H. " 
Found  in  very  young  beet- roots  (Lippmann,  Ber. 
1891,  3305),  in  grapes,  unripe  apples,  plums, 
gooseberries,  currants,  and  rhubarb  (Brunner 
and  Chaud,  Ber.  1886,  595;  Bidl.  Soc.  chim. 
[3]  13,  120).  Prepared  by  oxidising  alcohol 
(Debus,  Annalen,  100,  1  ;  Boettinger,  Arch. 
Pharm.  232,  65),  glycol  (Debus,  Annalen,  110, 
316)  or  glycerol  (Heintz,  ihid.  152,  325)  with 
nitric  acid  ;  by  heating  ethyldichloracetate  with 
water  at  120°  (Fischer  and  Geuther,  J.  1864, 
316) ;  by  exactly  neutralising  dichloracctic  acid 
with  potassium  hydroxide  (1 :  1)  and  heating  with 
solid  potassium  acetate  in  a  reflux  apparatus 
for  an  hour,  filtering  the  liquid  and  boiling  the 
filtrate  for  several  hours  (Doebner,  Annalen, 
311,  129) ;  by  heating  the  silver  salt  of  dibrom- 
or  dichloracctic  acid  with  water  (Debus,  Zeitsch. 
Chem.  1866,  188;  Perkin  and  Duppa,  Annalen, 
112,  24;  Zeitsch.  Chem.  1868,  424;  Beckurts 
and  Otto,  Ber.  1881,  581);  by  heating  one  part 
of  dibromacetic  acid  with  10  parts  of  water 
for  24  hours  at  135°-140°  (Grimaux,  Bull.  Soc. 
chim.  [ii.]  26,  483) ;  by  reducing  the  esters 
of  oxalic  acid  with  sodium  amalgam  (Bayer 
&  Co.  D.  R.  P.  201895;  J.  Soc.  Chem.  Ind. 
1908,  1176);  by  the  electrolytic  reduction  of 
oxalic  acid,  its  esters  or  its  amide  in  sulphuric 
acid  at  a  low  temperature  (Tafel  and  Friedrichs, 
Ber.  1904,  3187;  Wohl  and  Lange,  ihid.  1908, 
3614;  Kinzlberger  &  Co.  D.  R.  PP.  163842, 
210693;  J.  Soc.  Chem.  Ind.  1906,  392;  1909, 
815). 

GlyoxyUc  acid  is  a  thick  liquid,  readily 
soluble  in  water,  and  crystallises  in  rhombic 
prisms  by  long  standing  over  sulphuric  acid 
(Debus,  Chem.  Soc.  Trans.   1904,  1382);  the 
crystals  have  the  formida  C2H4O4  (Perkin,  Ber. 
1875,  188).    It  is  a  tautomeric  .sub.stance ;  it 
,  exhibits  aldehydic  properties  in  condensing  with 
hydroxyl  amine,    phenylhydiazine,    and  semi- 
I  carbazide  (Elbers,  Annalen,  227,  353  ;  Fischer, 
Ber.  1884,  576  ;  Simon  and  Chavanne,  Compt. 
i  rend.  143,  904),  but  most  of  its  salts  are  of  the 
j  type  (HOjaCH  COjM,  whilst  dialkyl  ethers  of  the 
1  type    (RO)2'CH-C02H   have    been  prepared. 
Reduction  with  zinc  in  aqueous  solution  yields 
glycollic  acid  ;  in  acetic  solution,  tartaric  acid 
(Genvresse,  Compt.  tend.  114,  5i55)  :  nitric  acid 
oxidises  it  to  oxalic  acid,  whilst  iwtash  siimil- 
taneously  oxidises  and  reduces  it  with  the 
formation  of  glycollic  and  fixalic  acids  :  treat- 
ment with  ammonia  and  subsequent  hydrolysis 
yields  formic   acid  and  glycine  (Erlenmeyer 
and  Kunlin,  Ber.  1902,  2438).    VVitli  hydrogen 
cyanide,  it    forms  a  cyanhydrin   which,  on 
hydrolysis,  yields  tartronic  acid.    By  warming 
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with  I'csorcinol  and  a  little  absolute  alcohul, 
diluting  and  adding  a  few  drops  of  ammonia,  a 
deep  blue  colouration  is  produced,  rapidly 
changing  to  red  (Bocttinger,  Arch.  Pharm.  232, 
I) ;  sulphuric  acid  gives  a  blue  or  violet  coloura- 
tion with  glyoxylic  acid  (Hopkins  and  Cole, 
Proc.  Roy.  Soc.  68,  21).  It  condenses  wth 
carbamide  to  form  allantoin  and  with  guanidine 
to  form  in  the  cold  glyoxylic  guanidide  and  on 
warming  to  100°,  iminoallantoin  (Doebner  and 
Partner,  Annalen,  315,  1  ;  317,  157  ;  Simon  and 

<  ^havanne,  Compt.  rend.  143,  51;   Kaess  and 

<  Jruszkiewiez,  Her.  1902,  3604).  For  other  con- 
densations V.  Boettinger,  Arch.  Pharm.  232, 
549,  704;  233,  100,  199 ;  Bougault,  Compt. 
rend.  148,  1270.  For  salts  v.  Debus,  Chem. 
Soc.  Trans.  1904,  1382.  Glyoxylic  acid  acts  as 
a  hydrolysing  agent  towards  cane  sugar  and 
starch,  and  prevents  fermentation  of  products 
thus  formed  as  it  acts  on  yeast  as  a  poison 
(Boettinger,  Arch.  Pharm.  233,  287  ;  Bouveault, 
Bull.  Soc.  chim.  [iii.]  19,  78).  For  physiological 
action  in  the  body,  v.  Eppinger,  Beitr.  chem. 
Physiol.  Path.  6,  492  ;  Almagia,  ibid.  7,  459  ; 
Schloss,  ibid.  8,445;  Granstorm,  ibid.  11,  132; 
Dakin,  J.  Biol.  Chem.  1,  271  ;  Hofbauer,  Zeitsch. 
physiol.  Chem.  52,  425  ;  Adler,  Arch.  exp.  Path. 
Pharm.  40.  207. 

GOA  POWDER  V.  Ababoba  powdee. 

GOLD.    Sym.  Au  (Aurum).    At.wt.  197-2. 

Histoncal. — Gold  cannot  have  escaped  the 
observation  of  the  men  of  the  Stone  Age,  but  it 
could  have  been  f)f  little  use  to  them  except  for 
ornamentation  until  they  had  cUscovered  the 
art  of  melting.  Flint  daggers  with  gilt  handles 
liave  been  found  in  Egypt,  and  gold  was  well 
known  in  that  country  about  3600  B.C.,  when  its 
value  in  relation  to  silver  was  fixed  by  law.  It 
was  first  used  for  coinage  in  Lydia,  about  700  B.C. 
\n  the  form  of  electrum,  a  native  alloy  of  gold 
and  silver. 

The  earliest  method  of  obtaining  gold,  other 
than  that  of  collecting  it  by  hand,  was  by 
washing  with  water  on  sloping  rocks.  Sheep- 
skins were  spread  out  for  entangling  the  particles 
of  metal  and  helping  in  its  collection.  Over 
2000  years  ago,  the  methods  of  ore-crushing  by 
hammers  and  also  by  means  of  pestles  and 
mortars  were  adopted  in  Egypt  to  release  gold 
contained  in  solid  rock.  The  powdered  ore  was 
washed  on  sloping  tables.  The  use  of  sieves  is 
also  attributed  to  the  Egyptians.  Heavy 
pestles  or  stampers,  requiring  water  power  or 
the  united  efforts  of  several  men  to  raise  them, 
were  not  employed  until  much  later.  Stamp 
liatteries  for  crushing  ore  were  established  at 
Joachimsthal  in  1519,  and  sieves  set  at  the  outlet 
of  the  mortars  were  described  liy  Agricola  in 
1556  and  were  seen  by  Jars  in  the  Hartz 
in  1767. 

The  use  of  mercury  for  separating  gold  from 
other  materials  by  amalgamation  was  described 
by  Pliny  and  referred  to  by  Theophilus  in  the 
I  1  th  century  in  his  description  of  the  extraction 
I  if  gold  from  the  sands  of  the  Rhine.  The 
method  used  in  the  Tyrol  of  stirring  crushed  ore 
with  large  cjuantities  of  mercury  in  circular 
l)owls  is  of  great  antiquity,  but  the  practice  of 
charging  mercury  together  with  uncrushed  ore 
into  the  mortars  of  stamp  batteries  and  catching 
(lie  gold  amalgam  on  copper  plates  was  not 
mentioned  before  1850. 


j       The  chlorination  process  of  gold  ore  treat- 
I  ment  originated  in    1848,   and  the  cyanide 
[  process  was  invented  by  MacArthur  and  Forrest 
in  1887.    The  methods  of  refining  gold  by  the 
cementation  process  and  by  cupellation  are  very 
j  ancient.    Nitric  acid  for  refining  was  in  use  in 
Venice  in  the  15th  century  and  was  not  super- 
seded by  sulphuric  acid  until  the  10th  century. 
The  electrolytic  refining  process,  invented  in 
1888,  has  now  replaced  the  sulphuric  acid  process 
in  America. 

Gold  ores.  Gold  is  widely  distributed  in 
nature.  It  occurs  in  minute  traces  in  nil  ores 
of  silver,  copper,  lead,  antimony,  and  bismuth. 
It  has  been  detected  in  igneous  and  metamorphic 
rocks  in  almost  every  case  in  which  a  careful 
search  for  it  has  been  made,  and  sedimentary 
rocks  are  seldom  quite  free  from  it.  The  coni- 
paratively  small  quantities  of  gold  in  limestones 
which  have  been  formed  in  clear  water  far  from 
land,  appear  to  indicate  the  land  as  the  place  of 
origin  of  the  gold,  but  it  is  also  present  in  sea 
water. 

Gold  occurs  in  quantities  large  enough  to  pay 
for  extraction  in  many  quartz  veins  or  lodes  in 
rock  formations.  The  gold  is  disseminated  in 
the  quartz  and  is  accompanied  by  brown  oxides 
of  iron  in  the  upper  portions  of  the  deposits  and 
by  sulphides  in  the  deep-seated  portions.  It 
usually  occurs  as  native  gold  and  even  when  it 
is  contained  in  pyrites  or  other  sulphides,  it  is 
present  in  the  free  state.  Native  gold  also 
occurs  in  many  secondary  or  detrital  ('  placer  ') 
deposits,  such  as  river  gravels,  sea  beaches,  &c., 
in  the  form  of  nuggets,  grains,  and  flakes.  The 
auriferous  beds  of  conglomerate  in  the  Transvaal 
are  of  this  character. 

Native  gold  occurs  in  the  form  of  rounded, 
irregularly  shaped  nuggets,  pellets,  grains,  &c., 
which  show  crystalline  structure  when  polished 
and  etched  but  rarely  exliibit  regular  crystal 
faces  or  angles  externally.  It  always  contains 
some  silver  and  copper,  and  other  metals  are 
also  generally  present  in  smaller  proportions. 

Telluride  of  gold  is  found  in  large  quantities 
in  Western  Australia,  Colorado,  and  Transyl- 
vania, and  has  been  reported  from  many  other 
localities.  There  is  only  one  true  compound  of 
gold  and  tellurium,  which  corresponds  with  the 
formula  AuTe,,  and  contains  43-6  p.o.  of  gold  ; 
but  several  comjiounds  consisting  of  various  mix- 
tures  of  tellurium  with  gold  and  silver  and  other 
metals  have  been  recognised  as  mineral  species. 
The  best  known  of  these  are  (1)  calaveritc,  which 
has  the  composition  AuTe^,  (2)  si/lvanite  or 
graphic  tellurium  which  appears  to  be  a  variable 
mixture  of  AuTcj  and  Ag^Te4,  (3)  prtzite,  a 
telluride  of  silver,  Ag,,Te,  with  part  of  the  silver 
replaced  by  gold,  and  (4)  nagi/ayite  or  foliated 
tellurium,  which  contains  some  lead. 

Auriferous  telluride  is  usually  dark  grey  or 
black  in  colour,  but  occasionally  is  silver-grey. 
Sometimes  it  contains  an  admixture  of  metallic 
gold  which  gives  it  a  lirassy-yellow  colour.  It 
is  soft  and  brittle  but  its  density  is  high,  usually 
between  8  and  9.  When  heated  in  air,  it 
oxidises,  fuming  and  giving  off  TeO^,  and  fuses 
below  a  red  heat.  If  the  roasting  process  is 
continued,  most  of  the  tellurium  is  removed  and 
the  gold  is  left  in  the  form  of  sphericcal  pellets 
which  have  solidified  from  fusion.  Calaverite 
may  contain  as  much  as  44  p.c.  of  gold,  but 
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part  of  this  is  usually  replaced  by  silver.  A 
specimen  of  .sylvaiiite  from  Cripple  Greek, 
Colorado,  contained  gold  7-64  p.c.,  silver 
:t2-39  p.c,  tcllnrinm  .TO  iHi  p.c.  (F.  C.  Smith),  and 
a.  specimen  of  petzito  from  ( ialifornia  contained 
25-6  p.c.  of  gold  and  41-86  p.c.  of  silver. 

Extraction  of  gold  from  its  ores.  The 
metalhnijiral  treatment  of  gold  ores  is  usually 
simple  and  choaji  and  owing  to  this  clrenm- 
staneo  and  to  the  high  value  of  the  m<>tal.  ores 
containing  very  small  proportions  of  gold  can 
be  worked  at  a  profit.  I'hus  the  ores  of  the 
Witwatersrand,  now  being  worked,  contain,  on 
an  average,  only  about  6  or  7  dvrt.  of  gold  per 
ton,  or  little  more  than  0-001  p.c.,  and  in  the 
case  of  auriferous  gravel  a  ton  rarely  contains 
more  than  a  few  grains  of  gold. 

Washing  auriferous  gravel. — The  gold  occur- 
ring in  placers  is  obtained  by  washing  away,  with 
the  aid  of  water,  the  lighter  gravel  from  the  gold 
dis.seniinated  through  it.  A  large  number  of 
appliances  and  machines  are  in  use  for  this 
purpose.  Generally  the  larger  stones  are  re- 
moved by  some  form  of  sieve  and  the  finer 
material  is  carried  by  a  shallow  stream  of  water 
through  inclined  troughs  ('sluice-boxes')  or 
over  sloping  tables.  The  heavy  particles  of 
gold  sink  to  the  bottom  of  the  stream  and  are 
caught  by  the  rough  surface  of  blanketing  or 
plush  or  in  crevices  which  are  formed  by  the 
supply  of  '  riffles  '  of  various  kinds.  Sometimes 
the  riffles  consist  of  wooden  strips  or  poles, 
sometimes  of  iron  rails  or  sheets  of  '  expanded  ' 
metal.  Mercury  is  sprinkled  in  the  stream  and 
accumidates  in  the  crevices,  where  it  assists  in 
catching  the  gold  by  amalgamating  with  it. 
The  gold-amalgam,  recovered  in  the  periodical 
'  clean-up,'  is  strained  through  canvas  to  remove 
the  excess  of  mercury  and  afterwards  retorted. 

The  gravel  is  mined  in  various  ways,  accord- 
ing to  circumstances.  It  may  be  raised  by  the 
spade  and  thrown  into  the  stream,  or  when  in 
high  banks  it  may  be  broken  down  and  washed 
away  by  jets  of  water  ('hydraulic  mining'). 
Gravels  cemented  by  infiltration  are  crushed 
before  being  washed.  Of  late  years,  dredgers 
have  been  largely  used,  originally  to  recover  the 
gravel  from  river  beds  and  more  recently  on  dry 
alluvial  '  flats.'  In  the  latter  case,  the  dredger 
floats  in  a  pond,  and  travels  slowly  across 
country,  scooping  away  the  ground  in  front  and 
stacking  it  behind  after  it  has  been  washed. 
Placer  mining  is  now  of  less  relative  importance 
than  formerly  owing  to  the  exhaustion  of  many 
of  the  known  deposits. 

Stamp  hattery. — Auriferous  quartz  is  treated, 
wherever  it  is  possible,  by  crushing  in  stamp 
batteries  and  amalgamation.  The  residue  or 
tailing  is  subsequently  treated  in  various  ways, 
especially  by  the  cyanide  process. 

Stamps  are  heavy  iron  or  steel  pestles  which 
are  lifted  and  let  faU  in  iron  mortars.  They 
have  gradually  increased  in  weight,  the  .50  lb. 
stamps  of  100  years  ago  having  become  the  j 
000  lb.  stamps  of  the  nineties  and  the  1800  or 
2000  lb.  .stamps  which  have  been  installed  in  I 
the  Transvaal.    The  height  of  drop  is  usually  j 
about  7  or  8  inches  and  the  number  of  drops  I 
per  minute  about  100.    Water  and   ore  are  I 
fed  into  the  mortar  continually  and  the  fall  i 
of  the  stamps  splashes  the   mixture  against 
a  wire  screen  or  perforated  metal  plate  set  I 


in  the  side  of  the  mortar.  The  finely  com- 
minuted material  passes  through  tlici  screen 
and  usually  falls  directly  upon  gently  sloping 
a.riialna.ma.tcd  coinicr  plates.  Soniotiines  mer- 
cury is  fed  into  tile  Ijattery  with  the  ore  and 
amalgamated  plates  are  fastened  to  the  inside 
of  the  mortar,  but  these  practices  are  becoming 
less  common  and  are  impossible  with  modoiii 
heavy  stamps.  It  is  now  considered  advanta- 
geous to  renu)ve  the  amalgaaiiatcd  j)lates  to 
another  b\iilding  at  some  distance  from  the  staiiip 
battery  in  order  to  avoid  excessive  viliration. 

The  pulp  from  the  battery  is  often  further 
reduced  in  size  by  passing  through  a  tube-mill, 
a  revolving  cylinder  half-filled  with  pebbles, 
and  in  that  case  a  coarser  mesh  is  used  in  the 
battery  screens.  Shaking  amalgamated  plates 
are  placed  at  the  outlets  of  the  tube-mills,  and 
the  ordinary  amalgamated  plates  between  the 
battery  and  the  tube-mills  are  sometimes 
omitted. 

Other  machines  are  occasionally  used  for  fine 
grinding,  as,  for  example,  amalgamating  pans 
[sec  article  Sii>ver  for  description  of  these 
machines).  Roller  mills,  such  as  the  Huntington 
mill,  are  sometimes  used  instead  of  stamps  for 
crushing  soft  or  brittle  ores,  or  as  intermediate 
grinders.  In  the  Huntington  mill,  four  lollers 
with  vertical  axes  run  around  in  an  iron  pan. 
and  are  pressed  against  its  periphery  by  centri- 
fugal force.  Chilean  mills,  which  resemble 
mortar  mills,  arc  also  used  for  crushing  ore,  and 
for  intermediate  grinding,  being  placed  between 
coarse  crushers  and  fine  grinders.  Some  ores 
are  crushed  dry,  for  example  those  which  require 
to  be  roa.sted  before  treatment.  This  is  done 
in  stamp  mills,  in  certain  roller  mills,  by  crushing 
rollers  (where  the  ore  pas.ses  between  two  re- 
volving rollers)  and  in  ball  mills,  in  which  iron  or 
steel  balls  fall  from  shelf  to  shelf  inside  revolving 
cylinders. 

In  some  of  the  mo.st  modern  gold  extraction 
works  in  the  Transvaal,  the  ore  is  broken  to  a 
maximum  size  of  about  J  J  inch  in  rock-breakers 
of  the  recipi-ocating  type  in  which  the  jaws 
alternately  advance  and  recede.  Gyratory  rock 
crushers  are  also  used.  The  ore  is  then  passed 
to  the  stamp  battery  and  crushed  by  heavy 
stamps  through  coarse  screens  containing  in 
some  cases  only  9  holes  to  the  square  inch.  The 
size  of  the  aperture  is  here  0-27  inch,  the  maxi- 
mum dimensions  of  ore  which  can  be  advan- 
tageously treated  in  tube-mills.  Under  these 
conditions,  the  amoimt  of  ore  crushed  per 
stamp  per  day  is  as  much  as  20  tons  against  4  or 
.5  tons  in  adjoining  mills  where  lighter  stamps 
and  finer  sieves  are  used.  Such  coar.se  material 
as  that  indicated  above  cannot  be  passed  over 
amalgamated  plates,  as  these  would  be  scoured 
free  from  mercury,  &c.,  and  it  is  accordingly 
passed  direct  to  (inverted)  cone  classifiers, 
where  the  coarse  particles  settle  in  water  and  are 
retained,  whilst  the  fine  material  is  carried  away 
in  the  overflow,  and  sent  to  the  cyanide  works. 
A  diaphragm  guards  the  axis  of  the  cone  so  that 
the  settlement  of  the  sands  takes  place  lound 
the  periphery.  The  underflow  or  di.scharge 
from  the  apex  of  the  cf)ne,  containing  the  coar.se 
material,  including  all  the  coarse  free  gold,  is  fed 
into  tube-mills  together  with  some  of  the  water 
from  the  overflow.  On  i.ssuing  from  the  tube- 
mill,  the  pulp,  which  now  contains  only  a  small 
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proportion  of  niatorial  too  roarse  to  pass  thronfjli 
:\.  (l()-i)K'sli  sii.'ve  (apcrtiuc  0-008  inch),  is  .slightly 
tUliited  with  -water  and  thtii  passed  over  shaldng 
amalgamated  plates  where  the  coarse  free  gold 
is  extracted.  The  tailing  from  the  shaking 
plates  is  discharged  into  the  stream  of  pulp 
coming  from  the  battery  and  again  passes  to 
the  cone  classifiers,  the  oversize  being  thus 
returned  to  the  tube-mill.  The  material  passing 
through  the  tube-mill  contains  much  less  water 
/  (say  2  parts  of  water  to  1  of  ore)  tha.n  that 
'  coming  from  the  battery  and  that  going  to  the 
cyanide  works.  The  last-named  pulp  is  in  a 
very  finely  divided  state  and  contains  no  coarse 
free  gold.  It  is  thus  in  a  suitable  condition  for 
treatment  by  cyanide. 

Classifiers  other  than  simple  cones  are  also 
in  use  in  various  parts  of  the  world,  such  as  the 
Dorr  classifier  in  North  America  and  their  work 
is  assisted  in  some  mills  by  concentrators  such 
as  Wilfley  tables.  The  sulphide  obtained  by 
concentration  is  usually  rich  in  gold  and  is 
treated  either  by  cyaniding,  by  chlorination,  or 
by  smelting  with  lead  ore.  Formerly  such 
material  was,  in  many  cases,  ground  with 
mercury  in  pans,  but  this  method  is  now  some- 
what oid-fashioned. 

Amalc/aination  depends  on  the  property 
possessed  by  mercury  of  '  wetting  '  gold  when 
brought  in  contact  with  it.  In  battery  anuxl- 
gamation,  the  crushed  pulp  flows  in  a  thin 
stream  over  sloping  tables  covered  with  sheet 
copper,  the  surface  of  wliich  has  been  amal- 
gamated by  rubbing  with  mercurj'.  Particles 
of  gold,  silver,  or  amalgam,  on  coming  in  contact 
witli  the  amalgamated  surface  adhere  to  it  and 
so  the  plate  becomes  covered  with  amalgam  of 
the  precious  metals.  In  order  to  increase  the 
chances  of  contact  between  the  gold  and  the 
plates,  little  falls  or  steps  down  of  2  or  3 
inches  in  height  are  sometimes  made  between 
the  upper  and  lower  parts  of  the  inclined  tables. 
It  has  been  found  that  the  catching  powers 
of  the  plate  improve  as  amalgam  of  the  precious 
metals  accumulate  on  it  and  it  is  accordingly 
usual  to  electrojilate  the  copper  with  silver 
before  amalgamating  it  or  to  dress  it  with 
silver-amalgam  or  even  with  gold-amalgam. 
The  surface  is  kept  bright  and  untarnishecl  by 
cleaning  with  cyanide,  and  additional  mercury 
is  sprinkled  on  if  the  amalgam-surface  becomes 
hard  and  dry  from  the  accumulation  of  silver 
and  gold.  The  excess  of  amalgam  is  brushed 
off  at  intervals  and  squeezed  in  canvas  bags  to 
separate  the  surplus  mercury.  The  pasty 
amalgam  retained  by  the  canvas  is  then 
retorted  and  the  residue  melted  with  suitaUe 
fluxes  and  cast  into  bars. 

Gold  will  absorb  about  six  times  its  weight 
of  mercury,  forming  a  silver-white  solid  amalgam 
containing  about  13'5  p.c.  of  gold,  but  in  ore 
treatment,  time  does  not  admit  of  the  complete 
saturation  of  the  gold  with  mercury,  which 
slowly  penetrates  into  the  solid  metal  hy 
diffusion.  The  result  is  that  the  gold-amalgam 
collected  in  cleaning-up  in  a  gold  mill  consists  of 
little  '  nuggets  '  of  gold  immersed  in  a  bath  of 
inercury  by  which  their  outside  layers  are 
saturated.  When  the  mixture  is  strained 
through  canvas,  the  excess  mercury  passes 
through  carrying  some  gold  in  solution  and 
leaving  behind  most  of  the  gold  with  its  adherent 


,  mercury.  If  the  gold  is  very  finely  divided,  the 
penetration  by  mercury  is  more  nearly  complete, 
and  the  percentage  of  gold  in  the  solid  amalgam 
smaller  than  if  the  particles  of  gold  ai-e  com- 
paratively large.  The  composition  of  the 
amalgam  is  also  affected  by  the  extent  to  wliich 
other  metals  are  present,  as  these  also  form  solid 
amalgams  with  mercury  and  reduce  the  value  of 
the  product.  Generally  speaking,  squeezed 
amalgam  resulting  from  the  treatment  of  gokl 
ores  contains  from  20  to  50  p.c.  of  gold.  It  may 
I  also  contain  silver,  copper,  iron,  &c.,  in  varying 
!  proportions. 

One  of  the  difficulties  in  amalgamation  is 
I  the  '  flouring  '  or  '  sickening  '  of  mercury,  due 
i  chiefly  tf)  the  presence  of  arsenic  or  certain 
]  other  impurities  in  the  ores.    The  mercury  is 
j  broken  up  into  a  number  of  excessively  minute 
globules  which  have  the  appearance  of  flour, 
and  is  then  swept  away  in  the  stream  of  ore  and 
water  and  lo.st  in  the  tailing.    Impure  mercury 
containing  lead,  zinc,  &c.,  is  easily  floured,  as 
the  base  metals  oxidise  and  form  a  coating  over 
the  surface  of  the  globules  of  mercury,  thus 
preventing  them  from  coalescing.    The  remedy 
is  to  purify  the  foul  mercury  by  distillation,  but 
in  the  treatment  of  certain  ores  it  soon  again 
becomes  impure.    The  violent  action  of  stamps 
i  on  mercury  when  it  is  fed  into  the  mortars  also 
[  cau.ses  its  excessive  subdivision,  and  it  is  now 
unusual  to  feed  mercury  into  the  mortarp,  the 
.  practice  being  in  any  case  permissible  only  with 
I  light  stamps. 

1  Another  difficulty  is  caused  by  the  dis- 
colouration of  the  copper  plates,  which  become 
covered  by  a  film  of  oxide  or  carbonate,  with  the 

I  result  that  their  catcliing  powers  are  impaired. 

;  The  attack  on  the  plates  is  generally  caused  by 
acidity  of  the  water  due  to  oxidation  of  iron 

,  sulphide,  &e.,  in  the  ore.  Sometimes  the  difficulty 

:  has  been  met  by  the  addition  of  caustic  lime  to 
the  ore  in  order  to  keep  the  pulp  neutral  or 
alkaline.  Stains  on  the  plates  are  removed  by 
brushing  with  a  solution  of  potassium  cyanide. 
Plates  which  havc^  been  coated  with  electro- 
depositerl  silver  are  more  easily  kept  in  good 
condition  than  others. 

The  treatment  of  ore  by  passing  it  over 
amalgamated  plates  removes  only  a  part  of  the 
gold,  the  percentage  varying  with  the  ore.  In 
many  cases  from  50  to  70"  p.c.  of  the  gold  can  be 

I  recovered  in  this  way,  very  few  ores  being  com- 

'  pletely  '  free-milling,'  i.e.  yielding  all  their  gold 
to  mercury.  Some  ores  are  highly  '  refractory,' 
yielding  little  when  subjected  to  amalgamation, 
and  these  are  treated  by  cyaniding,  by  the 
chlorination  process  or  by  smelting. 

77(6  cyanide  procesN. — The  tailing  from 
amalgamation  contains  some  finely  divided 
gold  which  escapes  extraction  by  mercury  but 
is  usually  readily  soluble  in  solutions  of  the 
cya,nides  of  the  alkali  metals.  'The  solvent 
action  of  cyanide  on  gold  is  very  .slow  and  re- 
quires the  presence  of  an  oxidising  agent  such 
as  free  oxygen.  It  may  be  exjjressed  l)y  the 
following  equation,  which  represents  the  sum 
of  the  chemical  actions  : — 
4Au+8KCN+02  +  2H20=4KAu(CN).,  +  4KOH 

j      The  potassium  aurocyanide  formed  in  this 
way   remains   dissolved   in   the   water.  The 
1  oxygen  require(|  is  dissolved  in  the  cyanide 
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solutions  from  tlic  air  in  contact  with  it.  11'  i 
the  oxygen  is  exhausted  o^ving,  for  example,  to 
the  cyanide  solutions  remaining  for  some  time 
iu  contact  with  ore  containing  readily  oxidisablo 
sulphide  or  organic  matter,  dissolution  of  the 
gold  is  stopped,  and  it  is  necessary  to  aerate  the 
pulp.  Very  dilute  solutions  of  cyanide  are  used, 
containing  from  about  0-5  p.c.  to  as  little  as 
O'OOl  p.c.  of  potassium  cyanide. 

Crushed  ore  or  tailing  is  treated  in  large  vats 
(containing  as  much  as  400  tons  of  ore)  witli 
falsi!  ioottoms  provided  with  filter  beds.  ( !yanidc 
solution  is  run  on  to  the  cne  and  allowed  to 
p(!rcolate  through  it.  Eresh  solution  is  added 
from  time  to  time  and  finally  the  ore  is  washed 
with  water.  The  solutions  pass  through  the 
filter  by  which  they  are  clarified  and  are  con- 
veyed to  the  precipitation  boxes,  where  the  gold 
is  separated,  as  described  later. 

Some  ores  are  not  amalgamated  before  treat- 
ment with  cyanide.  In  these  cases,  it  may  be 
advantageous  to  crush  in  cyanide  solution 
instead  of  water,  and  the  method  is  used  at 
the  Black  Hills,  Dakota,  and  elsewhere. 

There  are  numerous  modifications  in  the 
process  necessitated  by  the  conditions  or  intro- 
duced as  improvements.  Of  these,  the  varia- 
tions in  mechanical  treatment  are  the  most 
i  mportant  and  complex.  Difliculties  in  leaching 
crushed  ore  are  caused  by  the  presence  of 
'  slime  '  or  impalpable  particles  which  render 
the  ore  impervious  to  the  passage  of  liquids, 
imless  it  is  treated  in  thin  layers.  To  avoid  this 
difficulty,  the  crushed  ore  is  divided  into  sand 
and  slime  in  '  classifiers,'  by  taking  advantage 
of  the  difference  in  the  rate  of  settlement  of  the 
particles  in  water.  The  '  sand  '  consists  of  the 
particles  which  settle  readily  in  water.  It 
is  easily  leached,  liquids  passing  through  it 
under  the  action  of  gravity  with  great  rapidity. 
It  is  sometimes  separated  from  the  excess  of 
water  contained  in  it  ('de-watered')  by 
means  of  filters,  and  is  treated  by  simple 
leaching  as  indicated  above.  The  '  slime ' 
does  not  readily  settle  in  water,  and  cannot  be 
leached  directly  except  under  high  pressure. 

The  classification  may  be  effected  by  merely 
running  the  stream  of  pulp  into  a  large  vat 
filled  with  water,  when  the  sand  settles  and 
fills  the  vat  and  the  slime  is  carried  off  in  the 
overflow.  Either  the  sand  is  cyanided  where 
it  settles  or  it  is  drained  and  transferred 
to  another  vat  for  the  purpose,  thus  becoming 
well  mixed  and  aerated.  Another  method  of 
separation  is  by  the  use  of  '  spitzlutten  '  or 
pointed  troughs,  in  which  a  rising  current  of  i 
water  carries  off  the  slime,  the  heavy  sand 
falling  through  the  water  and  being  discharged  \ 
at  the  apex  of  the  trough.  Cone  classifiers  and 
other  modern  appliances  have  already  been 
mentioned  in  connection  with  tube-mills.  I 
Various  devices  are  in  use  for  the  even  distri- 
bution  of  the  sand  in  fUling  the  treatment  vats. 

The  slime  is  de-watered  by  settlement  and  ; 
decantation,  often  with  the  aid  of  dissolved  lime 
(by   which  the  slime  is  coagulated),  and  is 
then  agitated  with  dilute  cyanide  solutions  and 
washed  by  decantation  in  conical  vats.  Slime 
is  usually  aerated  by  the   passage   of   com-  , 
pressed  air  which  is  forced  through  perforated  i 
pipes  at  the  bottom  of  the  vats,  thus  serving  to 
agitate  the  pulp  at  the  same  time.    The  addition  ' 


of  about  0-25  p.c.  of  oxides  of  manganese  and 
iron  to  the  slimed  pulp,  and  the  use  of  air- 
agitation  on  the  same  charge  (Adair-Usher 
process)  has  been  widely  adopted  in  the  Trans- 
vaal. An  alternative  method  of  treating  shme 
is  by  means  of  filter  presses,  pressure  being 
applied  by  compressed  air  or  by  vacuum  pumps. 
Many  forms  of  filters  are  in  use,  both  for  de- 
watering  and  for  washing  out  dissolved  gold. 

The  gold  contained  in  pyrites  or  other  sulphide 
is  less  readily  soluble  than  ordinary  free  gold, 
owing  to  tl\e  a))S(irption  of  oxygen  by  the  snl- 
pludc.  Wlien  thc!  snlphiflo  is  separnted  as 
concentrate  l)y  the  use  of  tra\'elling-belt  vanners, 
Wilfley  tables,  or  other  machines,  this  dis- 
advantage becomes  serious,  and  such  material, 
as  has  been  mentioned  above,  is  sometimes 
shipped  to  smelting  works  instead  of  being 
treated  by  eyanidation. 

Ores  may  also  contain  '  cyanicides '  by 
which  potassium  cyanide  is  destroyed  as  such. 
Acidity  of  the  ore  due  to  oxidation  of  sulphide 
is  not  uncommon  and  this  is  corrected  by 
washing  with  alkali  before  the  cyanide  solution 
is  applied,  or  by  crushing  the  ore  with  lime. 
Certain  cupriferous  ores  destroy  so  much  cyanide 
that  they  cannot  lie  treated  profitably  by  the 
process. 

I'he  treatment  of  telluride  ore  by  cyanide 
presents  great  difficulties,  as  potassium  cyanide 
has  little  action  on  telluride  of  gold.  Either  the 
ore  must  bo  roasted  in  order  to  expel  the  tel- 
lurium before  cyaniding,  or  an  addition  of 
bromocyanogen  must  be  made  to  ordinary  KCN. 
The  mixture  readily  dissolves  telluride  of  gold. 
If  coarse  free  gold  is  present  in  the  telluiide  ore, 
it  is  extracted  by  amalgamation.  In  Western 
Australia,  the  telluride  ores,  after  treatment  in 
various  ways,  which  involve  roasting  the  con- 
centrate or  the  whole  of  the  ore,  regrinding  in 
tube-mills,  classification,  agitation  with  cyanide, 
&c.,  are  almost  universally  filter-pressed. 

Precipitation  of  gold  from  cyanide  solutions 
is  usually  effected  by  zinc  shavings  contained  in 
long  boxes  divided  into  compartments  by  means 
of  partitions  which  force  the  solution  to  flow 
through  the  zinc  upwards  and  downwards 
alternately.  The  zinc  is  coated  with  lead  by 
immersing  the  shavings  in  a  solution  of  lead 
acetate,  in  order  to  expedite  the  precipitation, 
especiaUy  in  weak  solutions.  The  zinc  dissolves 
in  the  cyanide  solution  and  gradually  wastes 
away.  The  gold  is  precipitated  chiefly  in  the 
form  of  black  slime.  In  'cleaning  up,'  the  zinc 
is  washed  free  from  cyanide  and  digested  in 
sulphuric  acid  or  sodium  disulphate,  until  all 
action  has  ceased.  The  residue  now  freed  from 
zinc  is  washed,  filtered,  dried,  and  fused  in  pots 
with  borax,  manganese  dioxide,  or  nitre,  and 
sodium  carbonate.  After  casting,  the  bullion  is 
separated  from  the  slag  and  sold  to  refineries. 
An  alternative  method  is  to  smelt  the  gold-zinc 
slime  with  litharge,  charcoal,  &c.,  and  to  cupel 
the  base  lead-bullion  produced  (Taveiicr  j)ro- 
cess).  In  some  mills,  precipitation  is  effected 
with  zinc-dust  which  is  agitated  with  the  clear 
cyanide  solution.  The  precipitated  gold  is 
separated  by  filter  pressure  and  is  smelted  at 
once  without  previous  acid  treatment.  Another 
method  of  precipitation  is  by  the  passage  of  a 
current  of  electricity,  using  sheet-lead  for  the 
cathodes,  and  iron  plates  or  lead  coated  with 
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peroxide  of  load  for  l,ho  anodes.  The  gold  is 
precipitated  on  the  lead,  chiefly  in  black  granular 
form,  and  is  recovered  by  cupellation. 

Chlorinatioii  is  not  now  in  wide  use,  having 
been  displaced  in  great  part  by  the  cheaper 
cyanide  process.  The  ore  is  roasted  in  air  to 
oxidise  the  sulphides,  arsenides,  protosalts,  &c., 
and  is  then  slightly  damped  and  subjected  to 
the  action  of  chlorine  gas  in  tubs  or  is  treated 
with  a  solution  of  chlorine  either  in  revolving 
barrels  or  in  laige  vats.  CJold  is  dissolved  as 
the  trichloride,  and  is  sub.sequently  precipitated 
by  ferrous  sulphate,  sulphuretted  hydrogen  or 
charcoal.  At  the  Mount  Morgan  mine,  Queens- 
land, the  clilorine  solution  is  run  on  to  the  oie 
which  is  contained  in  large  vats  holding  100  tons 
each.  Fresh  clilorine  solution  is  added  con- 
tinuously for  36  hours,  and  drawn  off  through 
the  filter  bed  at  the  bottom.  When  the  dis- 
solution of  the  gold  is  complete,  the  ore  is  washed 
with  water,  and  the  solution  is  heated  to  expel 
free  clilorine  and  is  then  passed  through  charcoal 
inters  in  which  the  gold  is  precipitated.  The 
charcoal  is  burnt  in  a  reverberatory  furnace  and 
the  ashes  melted  with  fluxes. 

Smeltinq. — Gold  ores  containing  appieciablo 
quantities  of  lead  or  copper  are  usually  smelted 
for  the  production  of  these  metals,  from  which 
the  gold  is  subsequently  extracted.  Other  gold 
ores  are  sometimes  usefxil  as  fluxes  in  the  smelting 
operations  (see  articles  Copper  and  Lead). 

Refining.  Gold  extracted  from  ores  is 
usually  impure  and  unfit  for  use  in  the  arts  until 
it  has  been  refined.  Preliminary  refining  or 
'  toughening  '  operations  are  often  carried  out 
either  at  the  refineries  or  at  the  gold  mills  l)cfore 
the  bullion  is  sold.  Sometimes  the  gold  is  melted 
in  crucibles  with  oxidising  agents  such  as  nitre, 
or  a  blast  of  air  is  directed  on  the  surface  of  the 
molten  metal  or  even  passed  through  it.  The 
base  metals  are  oxidised  and  form  a  dross  which 
is  skimmed  off  with  the  help  of  bone  ash,  or 
borax  is  added  to  form  a  fusible  slag  with  the 
oxides  of  the  metals.  In  the  Transvaal,  the 
gold  precipitate  obtained  in  the  cyanide  process 
is  often  refined  by  cupellation  with  excess  of  lead 
(Tavener  process).  Toughened  bullion  contains 
little  except  gold,  sUver,  and  copper. 

In  London  and  on  the  Continent  of  Europe, 
gold  bullion  is  usually  refined  by  '  parting  '  wth 
sulphuric  acid.  In  this  process,  an  alloy  of  gold 
and  silver  is  prepared  by  melting  gold  bullion 
with  '  dore  '  silver  (i.r.  silver  containing  small 
quantities  of  gold)  or  Mexican  dollars  or  occa- 
sionally with  refined  silver  if  no  other  is  available. 
The  parting  alloy  usually  contains  from  20  to 
30  p.c.  of  gold  and  a  few  p.c.  of  copper.  If  a 
higher  proportion  of  gold  is  present,  some  silver 
remains  undissolved  and  is  retained  by  the  gold. 
The  copper  assists  the  dissohitif)n  of  the  silver. 

The  alloy  is  granulated  by  being  poured  into 
water  while  still  molten  and  the  granulation-;  are 
lioiled  in  concentrated  sulphuric  acid  of  sp.gr. 
1  -85  in  cast-iron  kettles.  The  amount  of  acid 
used  is  four  or  five  times  the  weight  of  the 
granulations,  but  only  about  half  this  amount  is 
added  at  first.  The  sulphur  dioxide,  which 
is  formed  in  large  quantities,  is  carried  away 
through  leaden  pipes.  Silver  sulphate  is  re- 
tained in  solution  in  the  hot  concentrated  acid, 
liut  tends  to  fie  precipitated  when  the  acid  is 
cooled  or  diluted.    When  the  evolution  of  sul- 


phur dioxide  is  .at  an  end,  the  liquid  is 
transferred  to  a  settling  pot,  and  tiesh  acid 
added.  After  three  boilings  in  acid,  the  '  brown 
gold '  residue  is  w  ashed  with  boiling  water, 
dried,  melted  with  nitre,  and  cast  into  ingots  of 
about  400  ozs.  each,  in  open  mijulds. 

The  acid  solution  of  silver  is  poured  into 
large  lead-lined  tanks  containing  hot  water  and 
sheet  or  scrap  copper,  and  is  heated  by  means 
of  steam  and  stirred  until  the  precipitation  of 
the  silver  is  complete.  The  silver  precipitate  is 
washed,  dried,  and  compressed  into  cakes  by 
hydraulic  power  before  being  melted.  The 
solution  is  alternately  concentrated  by  evapora- 
tion and  allowed  to  cool,  successive  crops  of 
crystals  of  copjjer  sulphate  being  obtained, 
of  which  the  first  is  the  purest.  The  gold  pro- 
duced by  sulphuric  acid  parting  is  usually  from 
996  to  999  fine,  and  the  precipitated  silver  is 
about  996  or  998  fine.  Formerly  nitric  acid  was 
used  at  Philadelphia  as  an  adjunct  to  the 
sulphuric  acid  process  before  the  introduction 
of  the  electrolytic  process. 

In  the  United  States  and  in  .some  refineries  in 
London  and  Germany,  gold  is  refined  by  electroly- 
sis. Two  processes  are  used  successively.  In  the 
Moebius  proce-is,  a  parting  alloy  containing  not 
more  than  30  p.c.  of  gold  and  at  least  70  p.c.  of 
silver,  copper,  lead,  &c.,  is  electrolysed  in  a 
solution  containing  about  2  p.c.  of  free  nitric 
acid  and  3  p.c.  of  silver  in  the  form  of  nitrate. 
Silver,  copper,  and  some  other  metals  are  dis- 
solved at  the  anodes,  and  silver  is  deposited  at 
the  cathodes  which  consist  of  rolled  sheets  of 
pure  silver.  The  current  density  is  7-5  amperes 
per  square  foot  of  cathode  surface  at  Phila- 
delphia, and  as  much  as  20  amperes  per  square 
foot  at  Denver.  The  silver  is  deposited  in  a 
coherent  form  on  the  cathodes  with  the  help  of 
a  little  gelatin  in  the  electrolyte  and  is  subse- 
quently stripped  off.  The  gold  remains  un- 
rlissolved  at  the  anodes  and  retains  some  silver. 
The  copper,  lead,  zinc,  &c.,  accumuhitc  in  the 
electrolyte,  which  is  kept  in  condition  by  the 
addition  of  silver  nitrate  and  by  frequent 
renewal.  The  gold  anodes  are  sometimes  boiled 
in  sulphuric  acid,  but  if  they  contain  as  much 
as  950  parts  of  gold  per  1000,  they  may  bo 
melted  at  once  and  cast  into  anodes  for  treat- 
ment by  the  Wohlwill  process. 

In  the  Wohlwill  process,  the  anodes  contain 
not  more  than  50  parts  of  silver  per  1000  and  a 
few  parts  per  1000  of  base  metals.  By  the  use 
of  a  '  pulsating  '  eurient  {a  combination  of  a 
direct  and  an  alternating  current),  it  is  claimed 
that  material  containing  a  greater  proportion  of 
silver  can  be  treated,  as  the  silver  chloiide  is 
automatically  detached  from  the  anodes.  The 
electrolyte  contains  from  2  to  10  p.c.  of  hydro- 
chloric acid  and  from  2-5  to  6  p.c.  of  chloride  of 
gold.  It  is  heated  to  a  temperature  of  00°  to  70°. 
The  higher  strengths  are  in  use  at  Denver  where 
a  high  current  density  of  60  amperes  per  square 
foot  is  used.  If  the  hydrochloric  acid  is  in- 
sufficient in  amount,  or  if  the  electrolyte  is  not 
hot  enough,  or  if  too  high  a  current  density  is 
used,  some  chlorine  is  given  off  at  the  anodes 
and  a  corresponding  amount  of  gold  remains 
undissolved.  The  anodes  are  made  of  such 
thickness  (4  to  12  mm.)  that  they  can  be  dis- 
solved in  from  24  to  36  hours  under  the  con- 
ditions of  treatment.    The  cathodes  consist  of 
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fine  gold  and  l  lio  deposit  on  Irhcni  is  almost  piiic 
gold,  so  that  copper,  lead,  zinc,  tclliiiiiim,  &c.,  ! 
a.ccuinidatointhes<jluti<')n,ti)\vliicli  it  is  necessary- 
to  add  -xold  chloride  at  frequent  inter\  als.  The 
rosidiio  at  the  anodes  consists  chiefly  of  silver 
chloride,  hut  any  platinum  that  may  he  present 
remains  there  and  some  gold  is  also  left  un- 
dissolved. The  anode  mud  is  boiled  in  sulphuric 
acid  which  converts  the  AgCl  into  AgjSOi. 

The  gold  and  silver  refined  by  electrolysis  are 
of  high  quality.  They  can  easily  bo  made  over 
009  fine  and  are  always  free  from  lead  and  other 
deleterious  eleiTients  which  are  occasionally  left 
in  small  quantities  in  the  gold  refined  by  sul- 
phuric acid,  rendering  it  unfit  for  use  in  the  arts. 

Miller  process.  In  Australia,  gold  is  refined 
by  the  passage  of  a  stream  of  chlorine  gas 
through  the  molten  metal,  a  method  invented 
by  Miller  in  1867.  The  chlorine  is  conveyed 
through  a  clay  pipe,  which  is  inserted  in  the 
metal.  Zinc,  iron,  &c.,  are  chloridised  first  and 
are  sometimes  removed  by  a  current  of  oxygen 
before  chlorine  is  passed  through.  Silver  is 
attacked  last,  and  the  end  of  the  operation  is 
recognised  by  the  appearance  of  a  characteristic 
'  flame,'  denoting  that  the  chlorine,  which  in 
the  earlier  stages  is  completely  absorbed,  has 
begun  to  pass  unchanged  through  the  metal. 
The  fused  chlorides  are  baled  out  into  moulds 
and  the  refined  gold  stirred  and  cast  into  ingots. 
The  clilorides,  which  contain  from  5  to  10  p.c.  of 
gold,  are  remelted  and  small  C[uantities  of 
sodium  bicarbonate  are  added  without  stirring. 
Some  silver  is  reduced  at  the  surface  of  the 
charge,  and  faUing  through  the  clilorides  carries 
down  the  gold  with  it.  An  alloy  is  thus  pro- 
duced, containing  from  40  to  60  p.c.  of  gold, 
which  is  again  passed  through  the  refining 
process.  The  slabs  of  silver  chloride  are  boiled 
in  water  to  free  them  from  the  chlorides  of 
copper,  zinc,  &c.,  and  the  silver  is  then  reduced 
by  means  of  iron  and  hydrochloric  acid.  The 
refined  gold  is  about  996  fine.  The  method  is 
inconvenient  if  a  large  proportion  of  silver  is 
present  in  the  bullion  to  be  refined. 

Properties  of  gold.  The  characteristic  yellow 
colour  of  gold  is  made  redder  by  the  presence  of 
copper  and  paler  by  the  presence  of  silver.  In 
certain  proportions  the  effect  of  one  of  the  two 
metals  neutralises  that  of  the  other.  Molten  gold 
is  green  in  colour,  and  very  finely  divided  gold  is 
usually  of  some  shade  of  purple,  as  in  the  case 
of  gold  which  has  been  volatilised  and  con- 
densed. 

Gold  is  the  most  extensible  of  all  metals,  and 
can  be  reduced  by  hammering  to  a  thickness  of 
0-00008  mm.  Its  malleability  and  ductility  are 
reduced  by  the  presence  of  impurities,  of  which 
bismuth,  lead,  and  tellurium  have  the  most 
striking  effects.  Gold,  containing  0-25  per  1000 
of  bismuth,  is  brittle.  The  melting-point  of 
pure  gold  is  1064°,  but  if  0-2  p.c.  of  tellurium  is 
contained  in  it,  it  softens  at  260°,  the  melting- 
point  of  the  telluride,  AuTc^.  The  presence  of 
most  other  metals  reduces  the  melting-point  of  , 
gold,  but  platinum  raises  it  and  silver  does  not 
mEvteriaUy  affect  it,  unless  it  amounts  to  at  least 
.30  p.c.  of  the  alloy.  The  density  of  cast  gold  is 
about  19-3  but  that  of  precipitated  gold  is 
higher,  varying  up  to  20*72. 

Gold  is  unaffected  by  the  air  at  all  tempera- 
tures and  can  be  melted  and  solidified  without  I 


being  changed.  Fn  large  pieces,  it  is  not 
p(>rcoptil)!y  attacked  by  alkalis  or  by  nitric, 
sulpliiiiic-,  or  hydrochloric  acid,  but,  wlioii 
linclv  divided,  it  is  slightly  suliible  in  Ixiilini; 
H('ran<l  in  boiling  JINO.,.  It  is  fi-rdy  solubh: 
in  (i.qu<i<  r<'f/i(i  or  other  mixtures,  evolving  one 
of  the  halogens,  and  more  slowly  by  cyanide 
solutions  in  the  presence  of  air.  Its  compounds 
are  generally  formed  with  diffienlty  and  decora- 
posed  very  easily  with  tlie  isolation  of  the  metal. 

Alloys  of  gold.  The  gold-copper  alloys  are 
harder,  more  fusible,  of  higher  tensile  strength, 
and  less  malleable  and  ductile  than  pure  gold. 
The  metals  are  miscible  in  all  proportions  when 
molten  and  on  solidification  separate  only  to  a 
slight  degree.  The  first  adflitions  of  copper  to 
gold  cau.se  a  rapid  lowering  of  the  melting-point, 
the  minimum  of  90.5°  being  reached  at  the  alloy 
containing  gold  82  p.c,  copper  18  p.c.  This 
alloy  is  somewhat  brittle,  breaking  under  the 
hammer  with  a  conchoidal  fracture,  and  is  un- 
suitable for  the  manufacture  of  wares.  The 
densities  of  the  alloys  when  cast  are  as  follows  : — 


Proportion  of  gold  Density 

100   p.c.  19-31 

01-60   „  17-35 

00-0     „  17-17 

7.5-0     „  14-74 

58-3     „  12-69 

25-0     „  10-03 


When  the  alloys  are  rolled  or  hammered,  the 
densities  are  higher,  and  the  densities  of  gold 
wares,  which  consist  of  triple  alloys  of  gold, 
silver,  and  copper,  are  also  higher. 

Gold-silver  alloys  are  soft,  malleable,  and 
ductile  and  all  their  properties  are  intermediate 
between  those  of  gold  and  silver.  The  colour  is 
dominated  by  the  silver,  the  alloy  containing 
37-5  p.c.  of  gold  being  only  just  distinguishable 
in  colour  from  pure  silver.  Alloys  containing 
not  less  than  05  p.c.  of  silver  are  almost  com- 
pletely parted  by  boiling  nitric  or  sulphuric  acid, 
the  silver  being  dissolved  and  the  gold  left 
behind  as  a  brown  sponge  or  powder.  The  gold 
obstinately  retains  about  0-1  p.c.  of  silver,  and 
on  continued  boiling  in  strong  nitric  acid,  some 
gold  is  dissolved  whilst  the  proportion  of  .silver  is 
reduced  very  slowly.  The  presence  of  copper 
facilitates  the  action  of  the  acid  but  does  not 
alter  the  final  result. 

Amah-iams  or  alloys  of  gold  and  mercury  are 
formed  at  ordinary  temperatures  by  direct  union 
of  the  two  metals.  Mercury  dissolves  O-Il  p.c. 
of  gold  at  0°  and  0-126  p.c.  at  100°,  and  gold 
,  absorbs  about  6  times  its  weight  of  mercury, 
I  forming  a  silver-white  solid  aUoy  containing 
about  13-5  p.c.  of  gold.  At  440°  "most  of  the 
mercury  is  removed  by  volatilisation,  the  residue 
containing  about  75  p.c.  of  gold.  At  a  bright 
red  heat,  almost  all  the  remainder  of  the  mercury 
is  distilled  off.  In  the  alternative,  the  mercury 
can  he  removed  by  dissolving  it  in  nitric  acid. 

(lold-iron  alloys  are  hard  but  malleable  and 
ductile.  Alloys,  containing  between  15  and 
20  p.c.  of  iron,  are  used  in  jewellery  in  France 
under  the  name  or  gris.  Their  colour  is  greyish- 
yellow  and  they  melt  at  temperatures  higher 
than  that  of  pure  gold.  Or  hleu  contains  25  p.c. 
of  iron.    It  melts  at  a  temperature  of  1 160°. 

Gold  forms  a  brittle  purple  compound  with 
aluminium,  containing  21-5  p.c.  of  aluminium 
and  having  the  formula  AuAlj  assigned  to  it. 
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The  compouiul  AuZn,  containing  25  p.e.  of  ziuc, 
is  of  a  pale  lilac  colour  aud  is  also  brittle.  There 
are  many  other  internietallic  comijounds  con- 
taining gold,  usually  brittle  substances  of  a 
silver-white  or  greyish  colour.  Zinc  removes 
gold  from  molten  lead,  forming  the  compound 
AnZn,,  and  aluminium  has  the  same  property, 
the  compound  formed  being  AuAL. 

Uses  ol  gold.  Gold  is  used  in  the  form  of  its 
alloys  with  copper,  silver,  &c.,  in  the  manu- 
facture of  coin,  plate,  and  jewellery.  Gold  leaf 
is  used  for  gilding  by  hand  and  potassium  auro- 
cyanide  is  used  in  gold  plating  baths.  Gold 
is  also  used  in  photography  (in  the  form  of 
sodium  chloro-aurate) ;  in  dentistry  (as  alloys); 
in  medicine  (as  the  chloride) ;  and  in  the 
maiuifacture  of  mirrors  for  reflecting  purposes. 
In  the  form  of  purple  of  C'assius,  it  is  used 
for  colouring  glasses  and  glazes.  Gold  lace 
consists  of  excessively  line  strips  of  gold  twined 
round  silk  and  contains  about  2-5  p.c.  of  gold 
by  weight. 

JIaHufaclurc  of  coin. — The  alloy  richest  in 
gold  now  used  iii  coinage  contains  986-i  per  1000 
of  gold  and  13-S  of  cojsper.  This  is  the  standard 
of  the  Austrian  ducat  which  is  not  current  in 
Austria  but  is  intended  for  trade  purposes.  The 
standards  of  910-(';  (British  Empire,  Turkey. 
Portugal,  &c. )  and  900  (most  other  countries) 
are  used  generally  for  current  coin,  the  exception 
being  Egypt  where  the  .standard  is  876.  The 
alloy  is  principally  copper,  but  small  quantities 
of  silver  are  present  in  most  coins,  the  proi^ortion 
being  higher  in  old  ones.  Fine  gold  was  used 
for  coinage  for  a  time  in  Ancient  Greece  and  also 
in  Rome,  imder  the  Republic,  but  copper  was 
afterwards  added  to  reduce  the  cost.  Fine  gold 
is  still  used  for  some  medals.  It  is  now  uni- 
versally admitted  that  the  alloy  with  copper  is 
better  than  pure  gold  for  coinage,  owing  to  its 
lower  melting-point,  which  is  advantageous  in 
the  manufacture,  and  its  greater  hardness, 
which  enables  it  to  resist  defacement  better  and 
perhaps  to  be  less  readily  abraded.  The  only 
disadvantages  of  the  aUoy  with  copper  are  that 
it  blackens  when  heated  and  is  macle  brittle  by 
the  i^resence  of  a  minute  proportion  of  lead  or 
tellurium.  Fine  gold  is  not  affected  until  the 
proportion  of  lead  is  five  or  six  times  as  high 
(0-1.5  p.c.  as  against  0-026  p.c). 

In  the  manufacture  of  coin,  refined  gold  is 
melted  with  copper  in  graphite  crucibles  and 
cast  into  bars  in  upright  (closed)  iron  moulds. 
Charges  of  about  2600  ozs.  are  used  at  the  Royal 
Mint  and  the  fuel  is  ordinary  illuminating  gas 
with  a  blast  of  air.  Naphtha  gas  or  oil  are  in 
use  at  some  other  mints,  but  solid  fuel  has  now 
been  discarded  generally.  The  loss  of  gold  in 
melting  is  about  0-2  per  1000,  about  half  of 
which  is  volatilised  and  can  be  recovered  by  the 
iise  of  suitable  condensing  chambers.  The 
lemainder  is  in  the  '  mint  sweep.' 

After  being  assayed,  the  gold  bars  are  roUed 
down,  blanks  or  discs  are  cut  out  by  punches, 
and  the  blanks  annealed  in  gas  furnaces,  air 
being  excluded.  The  blank  is  placed  in  a  collar 
and  struck  between  dies  by  means  of  a  lever 
press.  A  single  blow  suffices  for  the  production 
of  each  coin,  tlic  design  on  each  side  being  im- 
presseil  simultaneously,  while  the  jiictiil  is  forced 
laterally  by  the  pressure  into  the  corrugations 
of  the  collar.    Finally,  the  coins  are  weighed 


singly  on  automatic  bidaui-cs  \\  hich  reject  those 
outside  the  limits  of  weight  alloA\  ed  by  law. 

Gold  wares. — The  allo,ys  used  in  the  manu- 
facture of  gold  wares  consist  of  gold,  silver,  and 
copper.  The  wares  are  usually  made  from 
rolled  plates  which  are  cut  out  by  punches  and 
struck  between  dies.  The  pieces  are  fitted 
together  by  hand,  usually  by  means  of  soldering. 
Solders  generally  contain  less  gold  than  the  parts 
which  have  to  be  joined  together.  Decorative 
work  is  carried  out  by  hand-hammering,  en- 
graving, chasing,  &c.  The  wares  are  '  coloured  ' 
or  pickled  by  a  process  which  removes  the  .silver 
and  copper  from  the  surface  and  leaves  a 
coating  of  pure  gold,  afterwards  burnished.  In 
pickling,  the  wares  are  heated  to  redness  in  air 
and  the  blackened  surface  is  removed  by  boiling 
in  dilute  sulphuric  or  nitric  acid,  after  which 
the  colour  is  improved  by  immersion  in  hot 
mixtures  of  nitre,  common  salt,  alum,  &c.  The 
standards  <if  gold  wares  authorised  by  law  in  the 
United  Kingdom  are  22-carat  {i.e.  containing 
22  parts  of  gold  out  of  24)  18-,  15-,  12-,  and  9- 
carat.    Other  standards  are  in  use  abroad. 

Imitation  gold  wares  sometimes  consist  of 
alloys  of  copper  with  aluminium,  zinc,  &c.,  and 
sometimes  of  a  thin  plate  of  gold  .sohJered  to  a 
bar  of  base  metal  and  rolled  out  for  use  in  manu- 
facture. Electro-plating  is  carried  out  in  baths 
containing  potassium  aurocyanide  with  anodes 
of  pure  gold.  The  bath  is  used  hot  and  the 
anode  is  of  about  the  same  dimensions  as  the 
article  to  be  gilded.  Gold  chloride  is  added  to 
the  bath  as  required  to  keep  it  at  the  strength 
of  about  one  ounce  of  gold  to  the  gallon  (6-85  g. 
of  gold  per  litre).  In  Japanese  art,  alloys  of 
copper  containing  a  small  proportion  of  gold  are 
used  to  enable  a  beautiful  purple  patina  to  be 
produced  on  the  surface. 

Gold  leaf  contains  from  90  to  98  p.c.  of  gold, 
the  rest  being  silver  and  copper.  The  metal  is 
cast  into  little  flat  bars  which  are  rolled  out  with 
frequent  annealings  until  about  0-33  mm.  thick. 
The  strip  of  gold  is  then  cut  into  pieces  of  1  inch 
square  and  these  are  interleaved  with  vellum 
and  beaten  with  a  10-lb.  hammer  to  4  inches 
square.  They  are  again  cut  up  and  beaten  out 
between  gold-beaters'  sldns.  The  boolc  of  25 
leaves,  each  about  3^-  inches  (8-25  cm.)  square, 
contains  from  4  to  10  grains  (0-26  to  0-65  gram) 
of  gold.  The  leaves  are  from  0-00008  to  0-0002 
mm.  thick. 

Produrlion  of  gold. — The  annual  production 
of  gold,  after  remaining  nearly  stationary  at 
5,000,000  or  6,000,000  ozs.  for  many  years,  began 
to  rise  rapidlyin  1891  and  amounted  to  22,200,000 
ozs.  of  the  value  of  94,300, OOOZ. in  1909.and  about 
23,000,000  ozs.  of  the  value  of  97,750,000Z.  in  1910. 
It  is  still  increasing,  owing  to  improvements  in 
the  methods  of  extraction,  which  enable  ore  of 
lower  grade  than  formerly  to  be  treated  at  a 
profit.  Many  countries  contribute  to  the  out- 
put, and  of  these  the  Transvaal,  United  States, 
Australia,  Russia,  Mexico,  Rhodesia,  India,  and 
Canada  between  them  are  responsible  for  90  p.c. 
of  the  world's  production.  The  British  Empire 
produces  about  59  p.c.  of  tlie  total  amount. 
The  world's  stock  of  gold  is  estimated  at 
1,4()0.0(»0.(I00/.  of  wlii<0'i  the  British  Empire 
holds  about  25(),()00,0()0/. 

Bibliogiapkj!. — A  full  bibliography  of  gold  is 
appended  to  the  Metallurgy  of  Gold,  by  T.  K. 
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Rose,  5th  edit.,  London,  1906.    The  following 

are  among  the  most  important  treatises  on  the 
metallurgy  of  gold  published  of  late  years  ; 
The  Stamp  MilHng  of  Gold  Ores,  by  T.  A. 
Rickard,  New  York  and  London,  3rd  ed.,  1901  ; 
Ore  Dressing,  by  R.  H.  Richards,  New  York, 
1903  ;  Cyaniding  Gold  and  Silver  Ores,  by  H.  P. 
Julian  and  E.  Smart,  London,  1904 ;  Gold 
Dredging,  by  C.  C.  Longridge,  London,  1905. 

T.  K.  R. 

Compounds  of  Gold. 

Two  oxides  are  laiown,  the  monoxide  or 
suboxide  Au„0,  and  the  sesquioxide  or  peroxide 
AU0O3  (BuJinheimer,  Chem.  Zentr.  1897,  i.  522 ; 
Vanino,  Ber.  1905,  38,  462).  Auroauric  oxide 
(AuO)/i  is  formed  by  the  partial  decomposition 
of  auric  hydroxide  at  160°. 

The  hydroxide  Au(OH);,  is  best  pre- 
pared by  heating  a  solution  of  gold  chloride 
with  magnesia,  and  washing  the  residue  with 
nitric  acid.  It  may  be  obtained  pure  by  re- 
ducing potassium  auribromide,  KAuBr^,  with 
sulphurous  acid,  and  then  ^^'arming  with  dilute 
potassium  hydroxide. 

It  possesses  a  yellow,  olive-green,  or  brown 
colour  (according  to  the  method  of  preparation) 
while  damp,  and  becomes  brownish  or  black  on 
drying.  When  warmed  with  alcoholic  potash, 
metallic  gold  is  precipitated  in  minute  scales, 
used  in  viiniature  paintinr/. 

The  hydroxide  is  soluble  in  potash,  with  for- 
mation of  a  very  unstable  potassium  aurate. 
The  solution  may  be  used  in  electrogilding. 

The  alkah  earth  animates  have  also  been 
obtained.  They  are  stable  when  dry,  but 
decompose  readily  in  solution  under  the  in- 
fluence of  heat  or  light.  With  organic  matter 
they  yield  explosive  powders  (Meyer,  I.e.). 
When  a  sheet  of  gold  is  used  as  a  positive 
electrode  in  sulphuric  or  nitinc  acid,  a  reddisli 
brown  explosive  powder,  probably  a  hydroxide  of 
gold,  is  formed  (Hampe,  Chem.  Zeit.  14,  1778). 

When  acted  upon  by  ammonia,  the  oxide 
produces  a  green  or  brown  fulminate  allied  to 
that  of  silver.  The  fulminate  may  be  obtained 
as  a  buff-coloured  precipitate,  containing  some 
ammoniacal  subchloride  of  gold,  on  addition  of 
ammonia  to  gold  chloride  solution. 

Aurous  sulphide  AujS  is  formed  when  sul- 
phuretted hydrogen  is  passed  into  an  acidified 
solution  of  gold  cyanide  or  chloride.  It  is  a 
brown  powder,  soluble  in  water  when  moist,  and 
forms  double  salts  with  potassium  and  sodium 
sulphites  (Ditte,  Compt.  lend.  1895,  120,  320  ; 
Antonv  and  Lucchesi,  Gazz.  chim.  ital.  1896,  26, 
ii.  350"). 

Auroauric  sulphide  AuoSj  is  formed  by 
passing  sulphuretted  hydrogen  into  a  cold 
neutral  solution  of  gold  chloride  (Antony  and 
Lucchesi,  Gazz.  chim.  ital.  1889,  19,  545  ;  189), 
21,  ii.  209 ;  Christv,  J.  Soc.  Chem.  Ind.  1897, 
332). 

Auric  sulphide  AujSj  is  obtained  as  a 
deep  yellow  precijjitate,  by  treating  anhydrous 
lithium  aurichloride  with  sulphuretted  hydrogen 
at  — 10°  (Antony  and  Lucchesi,  Gazz.  chim.  ital. 
1890,  20,  601,  and  I.e.).  It  is  a  graphitic 
amorphous  powder,  sp.gr.  8-764  and  decomposes 
at  197°-200°  into  its  elements.  Caustic  alkalis 
and  hydro-  and  poly-  sulphides  of  ammonia 
decompo.se  it  with  deposition  of  metallic  gold. 


The  three  sulphides  form  coUoidal  solutions  in 
alcohol. 

When  finely  divided  gold  is  heated  with 
sulphur  and  potassium  carbonate,  a  double  sul- 
phide of  potassium  and  gold,  which  re.sists  a  red 

j  heat  and  is  soluble  in  water,  is  obtained.  It  is 
employed  for  the  production  of  Burgos  lustre  in 
gilding  china. 

Various  gold  sodium,  potassium,  and  ammo- 
nium sulphites  and  tbiosulphites  have  been  ob- 
tained (Antony  and  Lucchesi,  i.r.).  The  sulph- 
ites, K5[Au(S03)4l,5H20;Na5[Au(S03)4l,14H.,0; 
Au3(S63)2,4NH3,4H20;  and 

Au(S03)3K3,2NH3,2H,0 
are  described  by  Pritze  (Zeitsch.  anorg.  Chein. 
1908,  59,  198),  whilst  the  compound  AuSy-NH., 
has  been  prepared  by  Hofmann  and  Hoohtlen 
(Ber.  1903,  36,  3090  ;  1904,  37,  245). 
Thiosulphate  of  gold  and  sodium 
Au2S203-3Na,S203,4HaO 
crystaUises  in  colourless  needles,  freely  soluble 
in  water.    It  is  formed  by  the  action  of  sodium 
thiosulphate    on    gold    chloride.     This  salt 
exists  in  combined  fixing  and  toning  photo- 
graphic baths. 

Aureus  chloride  AuC'l  is  formed  by  heating 
the  tiicldoride  at  170°-180°.  It  is  a  yellowish 
powder,  sp.gr.  7-4,  wliich  combines  with  clilorine 
at  ordinary  temperature  forming  aurio  chloride 
and  decomposes  into  its  elements  at  about  1S5° 
(Rose,  Chem.  Soc.  Trans.  1895,  881,  905; 
CampbeU,  Trans.  Faraday  Soc.  1907,  3,  103).  It 

j  is  insolubla  in  water,  but  decomposed  by  it 

[  with  the  formation  of  auric  chloride  and 
metaUic  gold.     It  dissolves  in  a  solution  of 

I  pota.ssium  bromide  forming  metallic  gold  and 
potassium  aurichloride  and  bromide  (Lengfeld, 
Amer.  Chem.  J.  1901,  26,  324).  Liquid  ammonia 
reacts  on  aurous  chloride  forming  AuCI,12NH3 
which  loses  ammonia  on  warming  and  yields 
AuCl,3NH3  which  when  heated  to  180°  is  decom- 
posed with  formation  of  ammonium  chloride  and 
gold  (Meyer,  Compt.  rend.  1906,  143,  280). 

Auric  chloride  or  trichloride  AuClj  is  pre- 
pared by  dissolving  gold  in  aqiia  reyia  and 
evaporating  the  solution  to  dryness  at  a  tem- 
perature below  120°,  the  hydrochloric  acid  being 

j  always  kept  in  excess  over  the  nitric  acid.  The 

I  residue  is  dissolved  in  water  and  filtered  from 

I  the  am-ous  chloride  which  is  always  produced,  and 
the  solution  is  evaporated  on  the  water-bath. 
Large  orange-coloured  efflorescent  crystals  of  the 
hydrated chloride  AuCl3,2H.Oare  thus  produced. 

;  According  to  Thomsen,  the  chloride  is  best 
j)repared  as  follows.  Powdered  gold  is  converted 
by  the  action  of  chlorine  into  the  dark-red 

,  crystalline  dichloride,  and  a  little  water  is  added 
to  conver-t  it  into  a  mixture  of  mono-  and  tri- 

;  chlorides.  The  mass  is  heated  gently  to  decom- 
pose the  former,  and  the  residue  is  dissolved  in 
watei,  filtered  from  the  reduced  metal,  evapo- 
rated and  heated  to  150°,  with  production  of  a 
brown  crystalline  mass  of  the  anhydrous 
chloride.  The  chloride  is  also  formed  when  gold 
is  treated  with  fuming  hydrocliloric  acid  in  the 
presence  of  a  trace  of  manganous  chloride  and 

I  the  mixtuie  is  exposed  to  light  (Berthelot, 

;  Compt.  rend.  1904,  138,  1297). 

If  gold  is  treated  with  liquid  chlorine  in  a 

I  sealed  tube  at  the  ordinary  temperature,  the 
metal  is  converted  into  a'  crystalline  red  mass, 
but  when  heated  at  100°,  the  gold  dissolves 
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entirely,  forming  a  deep  yellow  solution  from 
which,  on  cooling,  auric  chloride  separates  in 
wint'-red  hygroscopic  crystals. 

Between  170°  and  240°  auric  chioiide  dis- 
sociates into  aurous  chloride  and  chlorine 
(Meyer,  Compt.  rend.  1901,  133,  815  ;  Ro.se,  I.e.). 

tjnder  the  influence  of  heat  or  light,  auric 
chloride  is  decomposed  in  solution,  thus  : 

AuCl3+2H20=AuCl+2HCl+H202 
and  3AuCl=  2Au+ AuC'13  (Sonstadt,  Chem.  News, 
1898,  77,  74 ;  Chem.  Soc.  Proc.  1898,  179 ; 
Lr.we.  Dingl.  poly.  J.  279,  167).  Manganous 
and  uranous  sulphate  and  also  manganous 
chloride  reduce  gold  chloride  in  the  dark,  pre- 
cipitating metallic  gold.  The  process  is  ac- 
celerated in  the  former  case  by  heat,  in  the  two 
latter  by  sunlight  (Oechsner  de  C'oninck,  Bidl. 
Acad.  Roy.  Belg,  1902,  316). 

C4old  chloride  is  also  reduced  by  charcoal  thus: 

4AuCl5+6H20+3C=4Au  +  12HCl+3COo 
(Avory,  J.  Soc.  Chem.  Ind.  1908,  255;  Hay 
andTenneut,  Amer.  Chem.  J.  1909,  31,  461) ;  by 
acetylene  (Mathews  and  Watters,  J.  Amer.  Ch'em. 
8oc.  1900,  22,  108) ;  and  by  sulphuretted  hydro- 
gen under  certain  conditions  (Schneider,"  Ber. 
1891,  24,  2241  ;  Antony  and  Lucchesi,  Gazz. 
chim.  ital.  1889,  19,  545). 

When  heated  to  200°,  the  tricliloride  is  re- 
solved into  a  mixture  of  aurous  chloride  and 
gold.  At  a  higher  temperature  the  whole  of  the 
clilorine  is  given  off. 

Auric  chloride  is  freely  soluble  in  water, 
alcohol,  and  ether.  It  form-s  a  crystalline  com- 
pound, AuCl3,HCl,4H.,0,  with  hydrochloric  acid, 
and  forms  double  chlorides  mth  the  alkali 
metals  and  with  organic  bases  (Lainer,  Monatsh. 
11,  220). 

Auric  chloride  and  the  sodium  and  potassium 
salts,  such  as  NaCl,AuCl3,2H„0,  are  employed 
for  toning  silver  prints  in  photography  (Kebler. 
J.  Franklin  lust.  1900,  150,  235  ;  Johnson,  J. 
Soc.  Chem.  Ind.  1901,  210).  Other  alkali  double 
chlorides  are  described  by  Wells  and  Wheeler 
(Amei.  J.  Sci.  [3]  44,  157). 

Gold  chloride  forms  salts  with  pyridine,  such 
as    C,H,N,AuCl3,    (C5H5N),AuCl3    (Francois,  ' 
Compt.  rend.  1903, 136, 1557).  Aurophosphorous  j 
chloride  (AuPCl3)Cl  and  complex  organic  com-  | 
pounds  of  phosphorus  and  gold  cliloride  are  ' 
described  by  Levi  Malvano  (Atti  R.  Accad. 
Lincei,  1908,  [v.]  17,  i.  847).    The  acetates  and 
succinates  are  used  in  photography  (Mercier. 
Biit.  Journ.  Phot.  39,  354). 

Chloroauric  acid  AuCl3,HC],  prepaied  hy  the 
action  of  clilorine  on  gold  suspended  in  hydro- 
chloric  acid  (Lengfeld,  Amer.  Chem.  J.  1901, 
26,  324),  reacts  with  silver  nitrate,  forming  a 
brown  precipitate,  Au(OH)3,4AgC],  whicli,  with 
ammonia,  forms  gold  fulminate,  Au(0H)2NH.. 
01  AuN,2H20  +  H,0.  Gold  fulminate  is  very 
explosive  when  dry,  and  when  Ueated  with  potash 
forms  a  flocculent  brownish- blacli  jsroduct. 
probably  Au(H0).,-NH-Au{0H)2,  which  is  still 
more  explosive  (Jacobson,  Compt.  rend.  1908, 
146.  1213).  Cliloroauric  acid  forms  salts  such 
us  KAuBr^,  &c.  (Lengfeld,  I.e.). 

By  the  action  of  aurochloric  acid  on  sodium 
azoimide  an  orange  crystalline  very  (•xxjlosi\e 
'■<mipound  is  obtained  (Curtius  and  Rissom, 
■(.  pr.  Chem.  1898.  [ii.]  58,  261). 

Aurous  bromide  AuBr  is  a  greenish  yellow 


j  powder,  which  is  formed  by  heating  auribromio 
'  acid  at  115°.    Its  properties  are  very  similar  to 
those  of  the  corresponding  chloride  (Meyer,  I.e.). 

Auric  bromide  AuBrj  is  formed  by  the  action 
of  dry  bromine  on  powdered  gold  ;  when  heated 
it  dissociates  forming  the  monobromide  (Meyer, 
Compt.  rend.  1909,  148,  346).  According  to 
Lengfeld  {I.e.),  aurous  bromoaurate  Au^Br.i 
also  exists.  Bromoauric  acid  and  bromo- 
aurates  have  also  been  prepared. 

Aureus  iodide  can  be  prepared  by  the  action 
of  excess  of  pure  iodine  on  metallic  gold  above 
50"',  the  excess  of  iodine  being  then  removed  by 
carefid  sublimation  (Meyer,  Compt.  rend.  1904, 
139,  733).  It  is  also  formed  by  the  action  of 
hydriodic  acid  on  gold  oxide.  It  is  a  white 
powder,  turning  green  in  air  and  decomposing 
at  190°  ;  it  is  also  decomposed  by  solvents  such 
as  chloroform.  With  liquid  or  gaseous  am- 
monia, it  forms  AuI,6NH3  and  AuI,NII.5  (Meyer, 
ibid.  1906,  143,  280).  Auric  iodide  probably 
does  not  exist. 

Gold  fluoride  has  been  described  by  Lenher 
(J.  Amer.  Chem.  Soc.  1903,  25,  1136). 

Gold  chromate  can  be  obtained  by  treatinji 
silver  chromate  with  auric  chloride  ;  Au2(Cr0.j)^ 
is  obtained  in  solution,  whilst  the  chromate 
Au2(Cr04)3Cr03  crystallises  from  the  mother 
liquor  (Orlotf,  Chem.  Zeit.  1907,  31,  1182). 

When  solutions  of  sodium  aurate  and  chrom- 
ate are  mixed,  sodium  aurochromate  contaming 
excess  of  chromate  is  obtained,  the  solution  of 
which  forms  an  excellent  toning  bath,  giving 
purple  bluish  tones.  It  is  neutral  and  can  be 
kept,  and  the  yellow  colour  allows  the  toning  to 
be  done  in  daylight  (Mercier,  Chem.  Zeit.  Rep. 
24,  272  ;  J.  Soc.  Chem.  Ind.  1900,  1038). 

Gold  carbide  AujC™  is  formed  by  passing 
acetylene  into  aurous  thiosulphate.  It  is  very 
explosive  when  dry  and  is  decomposed  by  hydro- 
chloric acid,  forming  acetylene  and  aurous 
chloride.  Treated  with  water  it  yields  gold  and 
carbon  (Mathews  and  Watters,  I.e.). 

The  following  gold  salts  have  also  been  ob- 
tained :  arsenates  (Stavenhagen,  J.  pr.  Chem. 
1895  [2]  51,  1) ;  selenates  and  tellurates  (Lenher, 
J.  Amer.  Chem.  Soc.  1902,  24,  354,  355,  918)  ; 
various  alkyl  gold  clilorides  (Pope  and  Gibson' 
Chem.  Soc.  Trans.  1907,  2061) ;  thiocarbamides 
(Moir,  ibid.  1906,  1345) ;  mercaptides  (Herr- 
mann, Ber.  1905,  38,  2813),  and  other  complex 
organic  compounds  (Dunstan  and  Shepheard, 
Chem.  Soc.  Proc.  1893,  212  ;  Weigaud,  Zeitsch. 
angew.  Chem.  1906,  19,  139  ;  Averkielf,  J.  lUiss. 
Phys.  Chem.  Soc.  1908,  40,  840). 

The  thio-  compounds  of  certain  resins  and 
ethereal  or  fatty  oils  or  thioacids,  yield 
compounds  with  gold  which  are  soluble 
in  most  organic  solvents  and  which  can 
be  em2)]oyed  in  the  ceramic  enamel  and  glass 
industries  for  the  deposition  of  the  finest  layers 
of  bright  metal  on  various  substances  (Pertsch, 
Frdl.  1894-97,  1324). 

According  to  Odenheimer  (J.  Soc.  Chem.  Ind. 
1892,  600),  textile  fabrics  paddetl  or  printed 
with  a  gold  salt  and  then  treated  with  a  1  educing 
agent  assume  a  beautiful  grey  colour,  the  process 
being  accelera  ted  by  heat  or  sunhght.  The  shade 
depends  on  the  nature  of  the  reducing  agents 
employed  and  on  the  strength  of  the  gold  solu- 
tion. When  tliese  grey  fabrics  are  subjected  to 
heat  betw  een  rollers,  red,  purple,  or  pink  colours 
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are  obtained,  depending  on  the  original  shade  of 
grey.  The  liigh  price  of  gold  is  no  disadvantage 
in  this  process  as  only  a  very  minute  quantity 
of  gold  solution  is  required.  Thus,  for  a  beauti- 
ful pearl  grey  on  half  silk,  the  cost  is  only 
ild.  per  lb.  of  material  dyed. 

Gold  cyanides  (.see  Electeoplating  and 
Cyanides). 

GOLD,  MANNHEIM.  A  brass  containing 
80  13.L'.  of  copper  and  20  jj.c.  of  zinc. 

GOLD,  MOSAIC.  A  fine,  tiaky  yellow  form 
of  tin  disulpliide  ;  is  used  in  the  arts  to 
imitate  bronze  under  this  title,  and  is  preferably 
prepared  as  follows.  A  mixture  of  7  parts  of 
sulphur,  6  parts  of  ammonium  chloride,  and  18 
parts  of  a  powdered  amalgam  containing  2  parts 
of  tin  to  1  part  of  meicury,  is  heated  gently 
until  the  smeU  of  sulphuretted  hydrogen  is  no 
longer  perceptible.  The  heat  is  then  raised  to 
low  redness,  and  a  mixture  of  mercurous  chloride, 
ammonium  chloride,  and  cinnabar  sublimes, 
while  the  mosaic  gold  alone  remains.  A  fine 
product  is  also  obtained  by  heating  a  mixture 
of  5  parts  of  stannous  sulphide  and  8  parts  of 
mercuric  chloride. 

The  essential  point  is  that  tin  jnust  be  present 
in  a  volatile  fornr  ;  stannous  chloride  itself  may 
be  used. 

A  pale-yeUow  mosaic  gold  is  produced  by 
heating  50  parts  crystalline  stannous  chloride 
with  25  parts  flowers  of  sulphur ;  a  i  eddish- 
yellow  product  is  obtained  on  heating  together 
50  parts  50  p.c.  tin-amalgam,  25  parts  .stannous 
chloride,  .35  parts  ammonium  chloride  and 
35  parts  of  sulphur.  57  p.c.  of  the  tin  taken  is 
obtained  as  the  sulphide  (Lagutt,  Zeitsch.  angew. 
Chem.  1897,  557). 

The  temperature  should  not  be  too  liigh, 
as  the  stannic  sulphide,  when  strongly  heated, 
loses  one  equivalent  of  sulphur  and  becomes 
black. 

Mosaic  gold  is  insoluble  in  nitric  and  hydro- 
chloric acids,  but  dissolves  in  aqua  ref/ia  and  in 
alkaline  hydroxides. 

A  brass,  introduced  by  Hamilton  and  Parker 
(Edinb.  J.  of  Sc.  1826),  and  containing  52  to  55 
p.c.  of  zinc,  is  also  known  by  this  name.  A 
mixture  of  equal  parts  of  zinc  and  copper  is 
fused  at  the  lowest  possible  temperature,  and 
zinc  is  slowly  added,  with  con.stant  stirring, 
until  the  desired  colour  is  produced.  The  colour 
passes  from  a  brassy  yellow  to  a  purple  or  violet, 
and  finally  becomes  perfectly  white.  The  mass, 
when  cooled,  has  the  colour  of  gold,  and  is 
said  to  be  not  liable  to  tarnish. 

GOLD, ORANGE, Azo-  coloueing  matteiis. 

GOLD  PURPLE  {Purple  of  Cassim).  This 
compound  is  obtained  as  a  fine,  flocculent 
purple  precipitate  on  addition  of  a  solution  of 
stannous  chloride  containing  stannic  chloride, 
to  a  dilute  neutral  solution  of  gold  chloride. 
The  presence  of  the  stamiic  chloride  is  essential, 
as  pure  stannous  chloride  produces  only  a  brown 
precipitate. 

A  very  fine  product  is  obtained  by  adding 
staiuious  chloride  to  ferric  chloride  until  the 
solution  is  of  a  pale-green  colour,  and  employing 
the  mixture  to  precipitate  the  gold  solution. 
According  to  anf)ther  process,  I  part  of  tin  is 
cli.ssolvcd  ill  the  Miinimuni  of  hydnif  liluric  acid, 
and  2  parts  of  tlie  tin  are  dissolved  in  a  cold 
mixture  of  3  parts  of  nitric  acid  and  1  part  of 


hydrochloric  acid,  the  solution  being  liiially 
heated  to  ensure  conversion  of  all  the  tin  into 
stannic  chloride.  A  solution  of  7  parts  of  gold 
in  a  mixture  of  6  parts  of  hydrochloric  acid  and 
1  part  of  nitric  acid  is  diluted  with  3,600  parts 
of  water,  and  the  solution  of  the  stannic  chloride 
is  added,  the  stannous  cliloride  being  then  added 
in  drops  until  the  required  colour  (from  violet 
to  purple  or  brown)  is  obtained  (Baisson). 

According  to  Pelletier,  a  purple  of  Cassius  of 
constant  composition  is  obtained  as  follows. 
A  solution  of  as  much  gold  chloride  as  contains 
20  grains  of  gold  is  diluted  to  700  or  800  c.c, 
and  tin  filings  are  introduced.  The  liquicl 
speedily  becomes  brown  and  turbid,  and  finally 
deposits  the  purple,  which  is  washed  and  dried. 
It  is  said  to  contain  32-75  p.e.  of  stannic  oxide. 
14-62  p.c.  of  stannous  oxide,  44-77  p.c.  of  aurous 
oxide,  and  7-86  p.c.  of  wa.ter. 

Purple  of  Cassius  may  also  be  obtained  in 
great  beauty  by  treating  an  alloy  of  gold  2  parts, 
tin  3-5  parts,  and  silver  15  parts,  with  nitric 
acid  to  remove  the  silver  and  oxidi.se  the  tin. 

Zsigmondy  (Annalen,  301,  301)  prepares 
purple  of  Cassius  by  mixing  200  c.c.  of  gold 

j  chloride  (3  grams  Au  per  litre)  with  250  c.c. 

1  stannous  chloride  (3  grams  Sn  per  litre)  and 
4  litres  of  water.  After  3  days,  the  purple  is 
deposited,  leaving  a  liquid  free  from  gold  and  tin. 
The  precipitate  thus  prepared  contains,  after 
ignition,  40-3  p.c.  gold  and  59-7  p.e.  stannic 
oxides. 

According  to  Moissan  (Compt.  rend.  1905, 
141,  977),  when  gold-tin  alloys  are  distilled  in 
air,  a  finely  divided  mixture  of  .stannic  oxide, 
lime,  and  gold  is  obtained,  having  the  colour 
and  properties  of  purple  of  Cassius.  Similar 
deposits  of  varying  tint  can  be  obtained  by 
substituting  for  lime  other  oxides  such  as 
zirconia,  silica,  magnesia,  or  alumina. 

Schneider  (Zeitsch.  anorg.  Chem.  1893,  5, 
80)  obtained  an  aqueous  solution  of  gold  purple 
by  treating  an  alloy  of  gold,  tin,  and  silver  with 
concentrated  nitric  acid.  When  the  resulting 
black  powder  is  waslied  with  ammonia,  a  ruby- 
red  coloured  .solution  is  obtained,  which  is 
dialysed  until  it  contains  no  more  ammonia. 
It  contains  0-5800  gram  of  gold  and  5-4048 
grams  of  stannic  oxide  per  litre. 

Potassium  cyanide  decolourises  the  solution 
and  .stannic  acid  separates.  With  mercury,  the 
solution  becomes  brownish  red  and  gold  is 
extracted ;  whilst  with  excess  of  hydrochloric 
acid,  the  solution  becomes  violet  and  yields 
finely  divided  gold  on  dialysis.  According  to 
this  author,  the  soluljle  form  of  purple  gold  is, 
possibly,  a  mixture  of  the  hydrosols  of  gold  and 
stannic  acid. 

This  body,  which  is  used  in  the  manufactureof 
artificial  gems(»-.  Gems,  Imitation  and  countek- 
rEiT),andforimpartinga  red,  rose, or  pink  colour 
to  porcelain  or  enamel,  varies  in  colour  from  a 
violet  to  a  purplish  red  or  brown.  The  dry  pre- 
cipitate is  insoluble  in  strong  or  dilute  alkalis, 
but  when  moist  the  purple  tUssolves  in  water  in 
the  picsence  of  very  small  quantities  of  acids 
and  alkalis.  Salts  and  excess  of  alkalis  and  acids 

:  precipitate  the  pui-ple  from  these  solutions. 

1       While  moist,  it  is  also  soluble  in  ammonia 

j  widli  production  of  a  |)Mrj)le  coloiii'.  from  wliicb 
th(;  ])recipitate  is  redeposited  on  aiUlition  of 

I  acid  or  on  boiling,  and,  in  the  latter  ease,  is  not 
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again  soluble.  The  ammoniacal  solution  precipi- 
tates gold  on  exposure  to  light.  The  purple  does 
not  pass  tlirough  the  membrane  of  a  dialyser. 

When  dried  and  triturated,  the  purple  of  Cas- 
sius  acquires  a  metallic  lustre.  No  gold  is  re- 
moved from  it  by  tlie  action  of  mercury.  It 
retains  water  at  100°,  but  gives  it  up  and  ac- 
quires a  brick-red  colour  when  ignited,  and  loses 
its  colour  at  the  melting-point  of  gold,  but  with- 
out evolution  of  oxygen. 

On  adding  a  greater  quantity  of  mercurous 
chloride  to  a  solution  of  auric  chloride  than  that 
reqiiired  for  the  reaction 

3HgCl-f  AuCl3=3HgCl,-f  Au, 

the  characteristic  colour  of  purple  of  Cassius  is 
obtained.  If  barium  sulphate  susxiended  in 
water  is  jireviously  mixed  with  the  mercurous 
chloride,  the  sulphate  takes  u^)  the  gold  and 
becomes  the  colour  of  the  purple.  Antony  and 
Lucchesi  (Gazz.  chim.  ital.  1890,  ii.  195)  therefore 
regard  true  purple  of  Cassius  as  being,  not  a 
compound,  but  merely  stannic  acid  mechanically 
covered  with  gold. 

The  constitution  of  tliis  substance,  of  which 
the  composition,  as  found  by  analysis,  is  very 
variable,  is  not  yet  established.  Berzelius, 
judging  from  the  researches  of  Figuier,  con- 
sidered it  to  be  a  hydrated  stannate  of  gold  and 
tin.  Macquer  looked  upon  it  as  a  mixture  of 
stannic  hydroxide  and  metallic  gold ;  and  Proust 
considered  it  to  be  a  mixture  of  aurostannous 
stannate  and  stannic  hydroxide. 

Zsigmondy  regards  the  purple  as  a  mixture 
of  colloidal  gold  and  coUoidal  stannic  acid  ;  the 
gold  acquiring  the  prt)perty  of  disscjlving  in  'very 
dilute  acids  through  tlie  presence  of  the  stannic 
acid  whicli  is  soluble  in  them.  A  mixture  of 
coUoids  may  thus  behave  as  a  chemical  in- 
dividual where  the  properties  of  one  of  the  con- 
stituents may  be  completely  hidden. 

Debray  (Compt.  rend.  75,  1025),  and  also 
Moissan  (I.e.),  looli  upon  it  as  alhed  to  the  lakes, 
and  as  consisting  of  gold  combined  with  stannic 
acid,  in  the  same  way  as  the  colouring  matter 
of  the  lake  is  combined  with  alumina,  the  gold 
being  insoluble  in  mercury,  as  the  colouring 
matter  is  insoluble  in  water.  Debray  has  pre- 
pared the  purjjle  by  boiling  freshly  precipitated 
stannic  hydr.jxide  with  a  mixture  of  gold  chloride 
and  potassium  oxalate.  The  action  of  ammonia 
on  the  purple  is  similar  to  its  action  on  stannic 
hydroxide,  both  being  soluble  while  moist,  but 
becoming  insoluble  when  anhydrous. 

The  fact  that  the  ammoniacal  solution  pre- 
cipitates gold  is  in  favour  of  the  view  that  the 
gold  is  present  in  the  metallic  state,  as  ammonia 
is  not  known  to  precipitate  precious  metals  by 
action  on  their  oxides. 

Debray  has  also  f)roduccd  a  piu'jjli'  by  re- 
placing the  stannic  hydroxide  by  alumina. 

Miiller  (J.  pr.  Chem.  [ii.]  .30,  252)  has  prepared 
purples  by  several  processes  without  the  use  of 
tin.  A  pale  rose  (containing  0-1  p.c.  of  gold)  to 
deep  carmine  pigment  is  produced  by  igniting  a 
well-washed  and  dried  mixture  of  magnesium 
oxide  and  gold  chloride.  A  similar  result  is 
obtained  by  heating  the  mixture  in  a  current  of 
hydrogen. 

Lime,  calcium  carbonate,  calcium  phosphate, 
l^arium  sulphate,  and  lead  and  zinc  oxides  give 
similar  but  less  satisfactory  results. 
Vol..  11.— 7'. 


The  most  intense  purple  is,  however,  ob- 
tained by  reducing  a  mixture  of  aluminium 
hydroxide  and  gold  chloride  with  alkaline  grape- 
sugar  solution.  The  mixture  is  agitated  and 
heated  until  of  a  bright  scarlet  colour,  but  the 
colour  ]nust  not  be  allowed  to  reach  a  luirplish 
red,  or  the  resultant  product  will  be  of  inferior 
brilliancy. 

Similar  hut  less  brilliant  purples  than  those 
with  magnesia  and  alumina  are  obtained  with 
tin.  As  much  stannous  chloride  as  corresponds 
with  9  grams  of  stannic  oxide,  is  dissolved  in 
200  c.c.  of  water,  and  the  solution  is  rendered 
alkaline  by  addition  of  potassium  carbonate. 
Grape  sugar  solution  is  added,  and  the  mixture 
is  diluted  to  300  litres,  and  is  warmed  ^ultil  of 
the  best  colour. 

These  methods  of  prej)aration  uphold  the 
!  view  that  the  gold  is  present  in  the  metallic  state. 

Red,  blue,  violet,  and  green  colloidal  solu- 
tions of  gold  can  be  readily  prepared.  Colloidal 
j  solutions  of  gold  can  be  formed  by  the  addition 
of  gold  chloride  solution  to  water,  containing 
small  quantities  of  the  following  substances : 
turpentine  oil,  pinene,  rosemary  oil,  or  potassium 
carbonate  Avith  formaldehyde,  pinene,  turpentine 
oil,  or  alcohol.  The  formation  of  the  colloidal 
solution  can  be  accelerated  by  adding  to  the 
gold  cliloride  solution  a  few  tbops  of  gold 
solution  already  in  the  colloidal  state.  The 
colour  of  the  solutions  depends  on  the  tempera- 
ture and  the  concentration  (Vanino  and  Hartl, 
Ber.  1905,  38,  463  ;  1900,  39,  1696  ;  Zsigmondy, 
Zeitsch.  physikal.  Chem.  1900,  56,  05  ;  Henrich, 
Ber.  1903,  30,  609 ;  Garbowski,  ibid.  1215).  Col- 
loidal gold  can  also  be  precipitated  by  the  action 
of  formaldehyde  on  gold  chloride  in  the  presence 
of  sodium  hydroxide  (Zsio-mondy,  Annalen,  1898. 
301.  29;  Zeitsch.  Chem^Ind.  KoUoide,  1907,  i. 
272). 

Carey  Lea  (Zeitsch.  anorg.  Chem.  1897,  13, 
j  447)  obtained  a  beautiful  green  solution  by 
mixing  a  10  p.c.  sodium  hyposulphite  solution 
with  1  c.c.  of  gold  cliloride  solvition  (10  c.c. 
=  1  gram  gold)  and  a  drop  of  suljihuric  acid.  As 
soon  as  the  solution  begins  to  darken,  30  c.c.  of 
water  are  added.  Gradually,  a  bluish  black 
precipitate  of  metallic  gold  separates ;  after 
filtration,  the  green  solution  again  becomes 
turbid.  If  the  solution  is  shaken  and  allowed  to 
remain,  a  precipitate  of  gold  is  deposited  on  the 
sides  of  the  vessel,  which  is  yellowish  brown  by 
reflected  light  and  bright  blue  by  transmitted 
light. 

Humic  acid,  added  to  gold  cliloride,  jiroduces 
colloidal  gold  solutions  of  various  colours, 
depending  on  the  conditions  of  the  experiment 
(Ehrenberg  and  Pick,  Zeitsch.  chem.  Ind. 
Kolloide,  1909,  5,  30). 

When  1  litre  of  water  containing  1  gram  of 
auric  chloride  and  made  just  alkaline  with 
sodium  carbonate,  is  boiled,  and  then  poured 
into  ,300  c.c.  of  a  cold  solution  of  catechol 
(pyrocatechin)  containing  11  grams  per  litre,  a 
red  colouration  is  produced,  rapidly  turning  to 
violet..  On  mixing  10  such  preparations  and 
just  acidifying  with  sulphuric  acid,  the  liquid 
becomes  blue  and  deposits  a  blue  powtler  which 
is  washed  with  water,  then  with  alcohol,  is  dis- 
solved in  ammonia  and  can  be  reprecipitated  by 
sulphuric  acid.  The  substance  manifests  acid 
i  properties,  forming  salts  with  some  of  the  heavy 
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uioCals  (Henriot,  (Jompt.  rend.  1904,  138, 
1044). 

A  stable  solution  of  colloidal  gold  of  thera- 
peutic value  is  obtained  by  reducing  with 
atoxyl  (jtj-aminophenylarsinate)  a  gold  chloride 
solution  made  faintly  alkaline  witli  sodium 
hydrogen  carbonate.  iSimilar  solutions  are 
also  obtained  by  reduction  with  sodium  sul- 
phanilate  or  naphthionate.  ^\^le^  evaporated 
to  dryness  in  a  vacuum,  a  grey  residue  is  ob- 
tained which  dissolves  completely  in  water, 
forming  a  characteristic  ruby  red  solution  of 
colloidal  gold  (Poidenc  Freres,'  D.  R.  P.  206343). 

Red  to  jjurple  colloidal  solutions  may  be 
obtained  by  passing  carbon  monoxide,  pure,  or 
mixed  with  carbon  dioxide,  through  a  solution  of 
auric  chloride  in  conductivity  water,  containing 
0-002-0 -05  p.c.  gold  (Donau,  Monatsh.  1905,  26, 
625).  Similar  solutions  have  also  been  obtained 
by  reducing  verj'  dilute  solutions  of  gold  chloride 
with  phenylhydrazine  hydrochloride  (Gutbier  and 
Resenschek,  Zeitsch.  anorg.  C'hem.  1904,  39, 
112),  hydrazine  hydrate  (Gutbier,  ibid.  J902, 
31,  448),  hj'droxylamine  hydrochloride  {ibid. 
1902,  32,  347),  or  with  sodium  lysalljatc  or 
protalbate  (Paal,  Bar.  1902,  35,  2236)  :  also  by 
the  action  of  Aspergillus  oryza:  on  0-01  gram  gold 
cUoride  in  lOOc.c.  water  ( V^anino  and  Hartl,  ibid. 
1904,  37,  3620).  An  electric  discharge  between 
gold  poles  also  gives  reddish  purple  or  dark  blue 
solutions,  which  can  be  filtered  without  change 
and  retain  their  colour  for  months  (Bredig, 
Zeitsch.  angew.  Chem.  1898,  951  ;  Bredig  and 
Reinders,  Zeitsch.  physikal.  Cheni.  1901,  37, 
323).  Various  other  methods  of  preparing 
colloidal  gold  solutions  and  precipitates  have 
been  proposed  (Schottlander,  Chem.  Zentr.  1894, 
ii.  409 ;  Brunck,  Annalen,  1903,  327,  240 ; 
Donau,  Monatsh.  1904,  25,  545  ;  Whitney  and 
Blake,  J.  Amer.  Chem.  8oc.  1904,  26,  1339; 
Vanino  and  Hartl,  Chem.  Zentr.  1907,  i.  1099 ; 
Vanino,  ibid.  1908,  i.  446;  Dauve,  J.  Pharm. 
Chim.  1909,  29,  241  ;  Doerinckel,  Zeitsch. 
anorg.  Chem.  1909,  63,  344). 

Gold  cliloride  solution,  with  water  glass  and 
formalin  heated  on  the  water-bath  gives,  accord- 
ing to  quantity,  bright  red,  claret-red,  blue, 
or  even  green  colloidal  solutions.  Very  small 
amounts  of  gold  gave  a  rose  red  colouration 
(Kuspert,  Ber.  1902,  35,  4070). 

According  to  8tenberg  (Ann.  Physik.  1908, 
[iv.]26,  329),  the  various  colours  of  colloidal  gold 
solutions  are  due  to  the  difference  in  form  of  the 
particles.  Distinct  forms  of  particles  exist  for 
the  red  and  blue  solutions  ;  the  violet  colour  is 
produced  by  a  mixture  of  these,  whilst  green 
solutions  are  due  to  the  condensation  of  the  par- 
ticles which  give  rise  to  the  red  and  blue  colour. 

The  liquid  hydrosols  of  gold  are  decolourised 
when  shaken  with  animal  charcoal,  Imrium  sul- 
phate, powdered  porcelain,  amorphous  silica,  fibres 
of  filter  paper  or  with  clpotroiytes,  but  if  gum 
arable  or  gelatin  is  present,  this  reaction  is  pre- 
vented or  dimini-shed  (Donau,  Monatsh.  1905, 
26,  .525).  An  electric  current  in  the  presence 
of  various  electrolytes  changes  the  rod  colloidal 


solutions  into  blue  (Blake,  Amer.  J.  Soi.  1903, 
[iv.]  16,  433). 

Silk  and  cotton  fibres  treated  with  tannin  or 
stannous  chloride  and  pyrogaUol,  are  coloured 
red  and  blue  respectively,  on  addition  of  gold 
chloride.  This  colour  is  destroyed  by  concen- 
trated acids,  free  halogens,  and  reducing  agents, 
but  not  by  dilute  acids  or  alkalis. 

GOLD,  YELLOW,  v.  Victoeia  yellow. 

GOLDEN  YELLOW  v.  Naphthalene. 

GOMART  RESIN  v.  Oleo-eesins. 

GOOSEBERRY.  The  fruit  of  Ribes  yrossu- 
laria  (Linn.).  There  are  many  varieties,  differ- 
ing in  shape,  size,  texture,  and  colour. 

They  are  largely  used  both  immature  and 
ripe,  in  cookery,  as  raw  fruit  and  in  jam  making. 
The  average  composition,  deduced  from  34 
analyses,  is  given  by  Konig  as  follows  :■ — • 
Free  Invert  Sacctia-  Otliercarbo- 
Water  Protein  acid  sugar  rose  hydrates  Fibre  Ash 
83-0     0-5    1-4    7-1     0-9       0-6      3-5  0-4 

The  acidity  is  chiefly  due  to  malic  acid. 

H.  I. 

GORNEROL.  Trade  name  for  an  essential 
oil  prepared  from  the  leaves  of  Melaleuca^ 
leucadendron  (Linn.)  (Nat.  Ord.  Myrtacece)  of 
New  Caledonia,  similar  to,  if  not  identical  with, 
oil  of  Cajuput  (g.y.  under  art.  Oils,  Essential). 
Known  also  as  Niaoul  oil. 

GORSE,  caUed  also  FURZE  and  WHIN. 
Ulex  ewropcBus  (Linn.).  A  plant  belonging  to 
the  Icriuininosoe,  and  therefore  capable,  by  the 
aid  of  symbiotic  bacteria,  of  fixing  atmospheric 
nitrogen. 

It  will  grow  in  soils  poor  in  mineral  matter, 
and  has  been  strongly  recommended  as  a  fodder 
plant,  for  littering,  and  as  a  green  manure.  It  is 
estimated  that  a  crop  of  20,000  kilos,  per 
hectare  may  be  obtained,  and  that  this,  in 
feeding  value,  is  equal  to  8000  kilos,  of  hay. 

Average  composition,  according  to  Girard 
(Ann.  Agron.  1901,  27,  5) : 

N-free 

Water  Protein  Fat  extract  Cellulose  Asli 
52-7        4-6        0-9        26-0        14-5  1-6 

The  N-free  extract  includes  about  1'4  p.c. 
sugar,  9  p.c.  pentosans,  and  1-6  p.c.  pectin. 

The  ash  contains : 
KjO  CaO         MgO       FeaOg       I'jOg  SO^ 

27-1         11-7        4-3        2-4        G-7  4'7 

With  horses  the  digestion  coefficients  ob- 
tained were  as  follows  :  Ash  40,  fat  22,  protein 
56,  cellulose  43,  sugar  100,  total  non-nit rogcnous 
matter  55.  With  sheei)  the  figures  were  lower. 
Only  the  tender  young  shoots  are  readily 
eaten  by  animals,  unless  the  material  be  well 
crushed,  so  as  to  soften  and  break  the  prickles. 

Experiments  in  1899  and  1901  by  Voclckcr 
(.lour.  Roy.  Agric.  Soc.  for  these  years)  showed 
that  with  sheep,  gorsc,  properly  comminuted 
by  special  machinery,  coidd,  with  advantage, 
replace  a  portion  of  the  roots  used  in  feeding. 
Not  more  than  9  or  lOlbs.  of  gorsepcr  head,  per 
week,  however,  could  be  used.  H.  I. 

GOSSYPITRIN  V.  (Jlucosides. 

GOUDANG  WAX  v.  VVaxhs. 


END   OF  THE  SECOND  VOLUME. 


I'RINTED  BY  WILUAH  CLOWES  A5D  SONS,  UMlTULi,  LONJJON  AND  liECCLDS. 


